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HE one element that holds back all human prog-

ress, all development, all expansion, all invention

and discovery, can be exprest in a single word :

Habit. Nothjng is more deadly, nothing holds
you back, more than your habits. A habit steals upon
you unawares, ensnares you in its x_neshes, and before
you realize it, it has become a part of you. Most of our
habits thus stay with us till dcath puts a stop to them.
All of this is trite and commonplace enough, and has
been commented upon by philosophers of all ages.

Suppose you were to sit down for an hour, and sup-
pose yod were to give that time making an analytical
catalog of your daily habits, analysing each one care-
fully. Write down the most trifling routine—which 1s
but a habit—of everything you do from the time you
rise, till you fall asleep. You will find that it is an
undertaking of a vast magnitude. because each one of
us has several thousand habits, nine hundred of which
we are absolutely unconscious of.

Now after you have analyzed each and every small
habit, apply a little common sense to them, one by one,
and ask yourself if you cannot improve upon each par-
ticular habit. You may have to ponder for weeks at
a time over a very simple one, but if you pursue this
new sport to its logical conclusion, you will be rich and
independent in a few years.

Examples? Millions of them. To mention but a few.
Since the Jays of the old Egyptians, human beings were
in the ha¥it of using needtes with the eye at one end,
the point at the other. A young American, Howe by
name, after thinking hard and earnestly upon that
simple, innocent old habit, decided to improve upon it.
He placed the eye right over the needle’s point. Result:
the sewing machine, made possible by killing an old
habit.

For centuries people were in the habit of dipping
goose-quills and, later, pens into inkstands. A young
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Englishman, about 1830, thought the habit a bad one.
So he put the inkstand right tnto the pen itself—result,
the fountain pen. (P. S. Won’t some chap now please
put a blotter on or into our fountain pens, to cure us of
that other deadly habit: the blotting paper!)

Then there was the habit of putting tips on shoe-
laces that were made to pull off, instead of staying on.
So a young fellow, whose temper was aroused by trying
to thread a tipless shoe-lace into the eyelet of his shoe,
sat down on his bed and cussed lustily. Then he went
downtown, and made a model of the now famous Beaded
Tip. Doesn’t cost any more than the ones that pulled
off—but this one is on the job long after the lace wears
out. Oh yes, that young fellow, who slayed the antique
habit, is quite rich now.

For centurics women were in the habit of wearing
hairpins, the kind that, for just as many centuries, kept
on falling out, as quickly as milady stuck them in. An-
other young American, who noticed that the dance
floor was strewn thick with hairpins, picked up one
and thought awhile. Next day he invented a hairpin
with wavy prongs, instead of the old straight ones. The
habit of falling pins was cured,, and incidentally the
young man left millions when he died.

Then we have the lazy young clerk, who was peeved
because he had to copy the customer’s name from the
letter and write it out on the envelop. Humanity had
the habit of doing this ever since Pharaoh’s days. But
this young fellow thought that writing a man’s name once
was sufficient—without copying it on an envelop. So he
invented the “open face” or “window envelop.” The
massacre of that ancient habit made him so rich, that he
has to travel abroad, to escape being snowed under with
dollars.

Now suppose you get busy and kill a few habits.

: H. GERNSBACK.
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The New Croft Service!

The thing you have always wanted is here! We announce a new and revolu-
tionizing service in connection with the popular Croft Electrical Library. Every
Ready subscriber to this great reference library will now be given a personal, indi-
vidualized, consulting and correspondence service which alone will be worth
more than the price charged for the library.

TRETFE

THE LIBRARY FI'I‘ yourself for a bigger position by knowinz electrical prac- THE SERVICE
T e most popotar. of ah reference tice complete. Croft will teach you. He will take you in  Farh supscriver 1o the Library has
Ubrarles. - E{ght handsome volumes, quick, easy steps from the simplest principles to the complete Croft mﬁeermg Company for a pe-
| Pound in fexible Karatol 3000222 and economical operation of a great central station. The Croft- rod i.',é,'{.‘:,,’{,‘”{",:;, He may refer to it
‘ planatory {Hustrations. It stands su- . trained man is.in demand—he wins because he knows the “why”  ¥ith ol reading or study of the  books,
neering. 30.000 sets have heen sold  and the ‘“how’’ of modern electrical practice. co that 1t can render withia
to date. .. the scope of its work.

| Home Study Method

1—Upon application and without obligation or a
cent of deposit, the student receives all of the
reference volumes, eight in all. He can see what
he is getting and then fjudge definitely whether
or not he wants the Library and Service.

2—The subscriber is guided in his studies by a
© = ., well-organized, skillful engineering or-

- “ion under the personal direction of Ter-
¢ - oft. This organization is constantly in
touch with all kinds of electrical problems and
can give the subscriber practical up-to-the-
minute advice.

3—Having the reference volumes on hand the sub-
scriber can use any or all of them in his daily
work as the occasion arises. He does not have
to wait six months or more for information that
he needs at once.

4—He is not compelled to study matter with which
he is already familiar, nor to answer hundreds
of more or less irrelevant questions. Instead of
answering questions he asks them and thus ob-
tains only such information as can be of direct
benefit to him.

. Advantages of the Guided |

5—The student may proceed with his studies in the
sequence most suited to him. He adapts the
course to his own needs, instead of following a
set course of study which may not fit in at all
with his requirements.
| 6—Each subscriber gets individual attention and as
much of it as he may desire to have.

| 7—He gets the Library and service at one-third the
price usually charged for a high-grade course

|

|

i

1

i

: * of
because the McGraw-Hill Guided Home Study i

i

i

i

i

i

i

i

ing
free
cial -
iich

Method eliminates the unessential and concen-
trates upon what is of value to the individual
subscriber.

8—There is no time limit set upon finishing the
course-—no prescribed study schedule to be
rigidly followed.

|

|

|

|

|

]

]

]
cuuucy ancg w LuIIdDUlILa v "’ith l
the Terrell Croft Engineering Company for a period of two
years. If satisfactory, I will send $3 in ten days and $3 a month l
until $27.50 has been paid. If not wanted I will write you for ]
raturn shipping instructions. . i
]
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10 Days Free Examination

We believe so horcughly in the Croft books that we will gladly
send them to you for 10 days’ examination. No money needed—
no obligation to purchase. Take 10 full days to examine the set

Home Address. .........ciiiiiiiiiinnennennnnn.

and to determine 1f it {s what you want. You are to be the sole ity State............. Cereerreee e
ﬁ;dge. :l you“dolm':.;J nd thci books l;l‘:;c bue;sc youthl:\;erever seen— Clty and State

e most practical, the most interesting, the most helpful—we will L %4 y
Immediately arrange for thelr return oy our expense i1 yon koon Where Employed....... e e RN
them, $3 a month for a short time pays for the entire set and the ' .

col ndence and consulting service. You cannot pos- Occupatlon ......... L P
ly make a ter investment. Send the coupon today.
© S&I7421
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Motorless Railway

One of the Latest Designs for Electro-Magnetic Railways is Illustrated in Detail Above.

© 1921 by Science and Invention

No Motors or Gearing are Employed in ‘l‘hi:. System of Propei!ing Cars :

by Means of Electro-Magnets, Placed Between the Tracks in the Manner Indicated. Only the Group of Track Magnets Directly Under the Car at Any Morment

Are Magn d. The Repulsi

and Attraction Forces Existing at a Given Moment, Between the Track Magnets and the Powerful Electro-Magnet or Magnets.

Carried Underneath the Car, May be Readily Understood by Studying the Diagrams at the Right of the Illustration, Remembering the B-uc Law of Mmeﬁsm'

represents one of the latest
ideas in transportation. It is
based on the principle that ac-
tion Or movement can be and is pro-
duced between an electro-magnet and an

HE magnetic railway shown in
the accompanying illustration,

iron mass or between two electro-magnets.

in contra-distinction to the usual elec-
trical railway with which we are all
familiar, in which one or more .high
speed electric ‘motors are used to drive
the car wheels thru a system of gears.
The present magnetic railway is known
as the “Leffler System.”

As in every magnetic railway sys-
tem, the individual magnets in the
street, which are- placed several feet
apart, are only magnetized in short sec-
tions as the car passes along. The
idea will bef ewident to anyone who is
familiar with the laws of magnetism.
Referring for a -mement to Fig 2 as
well as Fig 3A, it will be seen how

. o eiee e S

That—Like Poles Repel, While Unlike Poles Attract.

successive attraction and repulsion forces
are set up between the electro-mag-
nets in the track and the electro-mag-
net mounted under the car or engine.
The moving electro-magnet on the car
may be excited by direct current sup-
plied by a battery on the car.

Just how the car is propelled will
be understood from the following, re-
ferring to Fig. 3A. The first law of
magnetism states that like poles repel

(f unlike poles attract each other;
the arrows in the figure show, by the
direction in which they point, how these
forces operate. Starting at the left
hand side, we see that two north poles
are opposite each other at the moment
selected for our cut, and that they tend
to repel each other, while somewhat to
the right a north pole is in juxtaposi-

is south also causing repulsion (like
poles) ; at the extreme right we have
attraction between the unlike poles once
more, S above and N below. .

As the electric current is past thru
the windings of -the armature, the
downward projecting poles on the ar-,
mature become polarized in groups, of
three to four to a group, as indicated by
letters N and S; the center of the,
groups being the most highly mag-.
netized. These groups of polarity ap-
pear alternately every two and a half
feet, or half way between the magnets
in the track, which in turn also become
magnetized, as indicated by the let-
ters N, S, on the track magnets. Op-
posite poles are attracted, while like
poles are repelled, both forces acting
to move the armature and thus the car,

tion with a south pole, causig attrac-_in the direction indicated by the ar-

tion, A little further to the right we
see that the south pole ahove is also
in proximity to the central pole, which

209
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row. By reversing the current in the
armature, a quick but easy stop can be
(Continued on Page 271)
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- The Power of Lightning

T is not difficult to picture the terror
I of prehistoric man in the presence

of the unleashed forces of nature
and the awe in which he held thunder
and lightning. His primitive fears were
handed down through the ages to take
shape in Thor, the Norsemen’s God of
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tion to the distance 1n air a certam
known voltage will jump, we arrive at a
figure beyond all reason when comput-
ing the potential of a flash several miles
long. Flashes of this length are not
uncommon during the course of an elec-
trical storm as all will agree who have

By A. H. SCOTT

considered tlie matter at all. Consider-
ing for instance a flash of from two to
three miles in length, it would require
approximately one thousand million
volts to lcap this space or enough volt-
age to kill tvvo milion human beings,
allowing five hundred volts as sufficient

to cause death, if all were to stand in a
continuous line with hands joined. If
only a small amount of current
flowed at this enormous voltage for
only one one-hundred-thousandth part
of a second, the destructive force

210

would equal that caused if a fourteen

hundred ton ship could be dropped from
the cloud from which the flash came.

A still more vivid idea of the force,

which would be liberated if the first

supposition were true, may be gained, if

we imagine two one thousand-ton trains

richino taward each ather at a enred of
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piece of carborundum, which is much
harder than the glass, strikes the bot-
tom of the bottle, a slight scratch is
made which causes an equalization of
the internal stresses so suddenly that
(Continued on page 257)
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Hay Fever—Its Cause and Cure

1
1
1
1
1
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g oul @o a1 U st e see weeeey
of the fair earth from above. A glisten-
ing powder in the imperceptible breath
of the air, these billions and billions of
po'len grains float about. They are tiny
Montgolfiers, and especially those of the
pines which have two such balloons in
which the air is heated to a higher tem-
perature than that of the surrc_mndmg
atmosphere by the sun. This lifts the
pollen high into the air but at dusk it
sinks back to the earth. The cooling of
the atmosphere at night forces it down,
and when the first dew drops appear
like diamonds upon the grasscs, it has
completed the journey and has arrived
at its destination. How far it has been
carried in the sunny ether, bathed in
light and heat, who can say? Many of
the sartillas become lost in the dizzy
heights, come down upon the far
stretching mirror of the sca, or a sum-
mer thunderstorm overtakes them in
their daring flight, only to hurl them
down with torrents of rain. This im-
parts- a yellowish color to the draining
waters.

That dust, coming from the _ﬂower,
is the pollen, which, after fertilizing the
flower, allows the pistil to produce
seeds. In the flowering grasses the an-
thers are held suspended by long fila-
ments which, by the slightest breath,
are «sct in pendulous motion. Then the
anthers discharge their pollen into the
air. In other plants the pollen, as soon
as it is discharged, collects in some
moist frece spot of the flower, to await
more favorable conditions for dispers-
al and when the conditions are right,
the wind lifts the dust-like particles
from thcir temporary resting places, and
carrics them high and far upon their
long journey.

Thke purpose of this airy trip of the
pollen is cross polleration and it consists
in tho sceking of the stygma of the same
kind of a flower in order to fertilize it.
Many contingencics must e considered
in these so called wind pollenators. For
the pollen to fu'fill its purpose it must
find the same kind of a flower from
which the pollen originated, and the
flower must be rcady to be fertilized.
And this as a rule, is more or less an
accident, and to make this probability

By Dr. ERNEST BADE

Many Persons are Susceptible to the Protein Con-
tent of the Wind-Blown Pollen from Certain Flowers
and Grasses. Several of These Pollen a-e Shown,
Greatly Magnified, in the Above Illustrations Made
by the Author in His Investigation of the Cause and
Alleviation of ‘‘Hay Fever.”

more of a possibility, all wind pollen-
ators expend most of their energy in
producing enormous quantity of pollen.

The. pollen of the varieties carried by
the wind, is always dry and very tiny,
but other plants produce other kinds of
pollen. Here it appears as a gelatinous
sticky mass, clubshaped or crumbly par-
ticles. Those plants which produce their
pollen in the last mentioned class belong
to the largest of all plant families. Un-
der these conditions the pollen is car-

Longitudinal Section Thru Nose and Mouth Cav-
ities. 1—The Pollen Enters with the Breath,
and Passes Into the Olfactory Cavity, as Indica-
ted by the Arrows. 2—The Olfactory Cavity
with the Olfactory Nerves. 3—Canal Leading
from the Mouth to the Olfactory Cavity,

ricd by insects, but all these plants do
not produce anywhere near as much
pollen as the wind pollenators. The
latter only comprise about one-tenth
of the other plants.

Observed with the naked eye, one of
these pollen grains is too small to be

212
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other ornaments comporsing'an ar'tlsti:
network; regular geometric figures,
warts, knobs and other delicately sculp:
tured designs are also often found on
the membrane. These serve the pur-
pose of attaching themselves to the hairs
of insects that happen to visit tte flower
and are deposited by them, tl-'o uncon-
scious'y, on the stygma of other flowers
of the same species.  When the pollen
has reached its destination, it opens its
membrane on one particular spot and
the contents of the pollen grain comes
forth as a rapid growing thread peue-
trating the stygma, style, and ovary un-
til the ovule or egg of the flower is
reached. This it penctrates and the
nucleus of the pollen fuses with the
pucleus of_the ovule, the flower is fertil-
ized, and it begins to develop into the
sced.

At present but few pollen grains have
been chemically analyzed. In the dry
state they contain inscct food and it
consists of 16 to 30 per cent proteins,
1 to 7 per cent starch, 0 to 15 per cent
sugar, 3 to 10 per cent fat; the ash con-
tent is very low (3 to 9 per cent); it is
rich in phosforic acid, potassium, and
magnesium but poor in lime-content.

Many persons are susceptible to the
protein content of the pollen, and es-
pecially of those pollens produced by the
grasses. When such a person comes in
contact with such pollen hay-fever sets
in. The active proteins have bheen iso-
lated and so were able to be studied.
One drop of this substance in an ex-
ceed’ngly dilute solution when placed in
the eye or upon the sensitive membrane
of the nose, produces swellings in these
organs, they become red and cause an
itching as well as all of the characteris-
tic symptoms of hay-fever. The tiny
and minute floating pollen grains of the
air produce the same symptoms, and 40
to 50 are sufficient to produce this
sickness in an average individual, while
2 to 4 arc sufficient ... » sensitive per-
son.

Those who have be:-
sickness will surely faun its vieo o
when nature has put on her testive
tume, when everything has becomec

Contnued on page 263)
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Did You Ever Sto, nlf to Think What a Wonderful Machine Your Watch Really Is? Imagine Yourself a Px;my, Like the Characters In the Accompanying

Story, and You Wi

be Astonished Indeed to Learn of the Marvelous Speed Attained by the Balance

Wheel for Ezample, and the Number of

Point on Its Rim Will Have Traveled in One Year—or Even a Month or a Week. Most Remarkable of All Is the Fact That the Ave-age Watch Is Clemed

and Oiled But Once a Year or Less Frequently, and Still We Humans E

Xpect
Keep “Perfect Time’ Year In and Year Out.

This Ma-velous Vest-Pocket Machine to Fo:get Friction and Wear, 80 as to

Visiting the Inside of a Watch

E are all of course familiar
with machinery, particularly
P with respect to the noise and
whir of spinning pulleys and
gear wheels in machine shops
as well as locomotives, automobiles and
various other commonplace mechanisms,
which greet us daily on every hand. But
did you ever stop to consider what a
wonderful specimen of fine machine
work you are carrying around on your
person every day—I mean your watch
or timepiece? Even in the dollar watch

there is a refinement of mechanical pre-
cision and workmanship which is hard-
ly approached in any other instrument
used by man, or at least commonly by
the public. for now, practically every-
one carries a watch. Not only does the
modern watch represent a beautiful
piece of microscopic workmanship, but
it is really astonishing, when we come
to realize the intricate forces, which are
constantly at work in our busy little
timepiece, to which we pay attention
only when it ceases to run or when we

213
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read the time indicated. The laws of
mechanics as applied in the modern
watch, if carried out proportionately in
our larger machines, would spell instant
disaster, for they would tear themselves
to pieces trying to keep up with the
watch.

Imagine yourself, in a dream, as a
pigmy making a visit to the inside
works of the modern watch. Long be-
fore you reach the towering metal struc-
ture housing the huge machinery, your

(Continued on page 270)
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Diamonds From the Electric Furnace

How Diamonds 1/10 Inch in Diameter
Were Successfully Made.

All attempts at the synthetic produc-
tion of diamonds has sooncr or later
brought on active controversics of various
intensity. Such was the experience of M.
de Boismenu. Without wishing to take
part in a question so much disputed, it
appeared to us that an article on these
scnsational rescarches would be of great
interest to our readers. We are greatly
indebted to M. de Boismenu who gave
us on his own responsibility in the follow-
ing, the technique and the results of his
cxperiments carried out in the privacy of
his own Laboratory, as rcported in La
Science et La Vie, Paris, France.

ARBON is found in nature in
various forms. In combination
it enters into the composition of
many gases (hydrocarbons,
carbon monoxide, carbon diox-

ide) of liquids (petroleum) or of solids
(carbonates such as limestone, dolomite.
tissues of plants and of animals, ectc.).

It forms the different subterranean
combustibles found in black amorphous
masses more or less stratified, going
under the names of lignite, anthracite
and bituminous coal.

These Eleven Stones, Made in Nine Hours, All

Measured Over One-Twelftt Inch in Their Greatest

Diameter. They Were Produced in the Electric

Furnace, With a 700-Ampere Current and at a
Potential of 32 Volts.

By E. de BOISMENU

[

Four - Elec-
trode Elec-
tric Furnace
for Making
Synthetic
Diamonds.
The Two
Cathodes
Are Adjust-
able by
Hand In or
Out of the
Furnace.
The Carbon
Electroces
of Each
Group Are
Separated
By a Space
of 3.2 In
ches.

e

Crystallized carbon is called grafite
and diamond. The latter is of absolute
purity ; it is colorless and perfectly trans-
parent.

Diamond is found in certain natural
deposits principally in the East Indies,
in South Africa and in Brazil.

Many attempts have been made to
i'roduce diamonds artificially, that is to
say, as has been often said altho in im-
proper phraseology, to realize the syn-

great profusion in nature. Between the
piece of opaque coal thrown disdainfully
into the furnace and the splendid gem
whose fires enhance the royal diadem, no
kind of difference is to be found from
the standpoint of internal constitution,
except the different orientation of iden-
tical molecules; but in dethroning -the
king of the mineral world Lavoisier's
discovery "opened the new route, and if
the synthesis of the diamond still seemed
afar off, at least from this moment it
was clear, that sooner or later the feat
would be accomplisht.

Since the diamond is really nothing
but carbon, the problem of its syn-
thesis comes down to making this car-
bon pass from one of its forms, so varied
and so common, to its crystallized form,
so rare and so precious.

A great number of scientists attacked
this entrancing problem, without find-
ing its_solution. One thing they lacked
—this marvclous modern appliance
which is termed “the electric furnace.”
invented by Siemens in 1879, which re-
duces, melts, volatilizes the most refrac-
tory body, and out of which Moissan
has produced the synthesis of the dia
mond, which gave him his illustriou:
fame.

It is therefore, understood that carbon
may have no apparent fusion, and that it
passes from the solid to the gaseous
state, without our being able to identify
its passage thru a liquid state, but many
scientists and Moissan himself believed
that it could pass thru this state, and
should bhe found in its combinations

This Chart Shows, Mngliﬂed 10 Times, the Comparison Between the Original Moissan Electric Furnace

Diamond and the Larger Specimens M-(‘l: b,
e

thesis of the diamond. As a matter of
convenience we will use this expression.

The synthesis of transparent crystal-
lized carbon or in other words the man-
ufacture of the diamond, whenever one
dares to speak about it, cxcites aston-
ishment and suspicious incredulity.

But there is nothing mysterious or
miraculous or magical in this synthesis
any more than in the commercial syn-
thesis practiced today, of rubies, of saf-
fires, of emeralds, of corundum, or in
those' of iron, copyper, nickel, etc.

In 1772 Lavoisier burning the diamond
m a flask filled with oxygen, found that
the products of the combustion were
exactly the same as those of the com-
bustion of carbon.

This identity neverthcless was true
and all the scientists of that epoch re-
peating this experiment, gave it a bril-
liant confirmation. Therefore, this
marvelous stone, this fragrant of a star,
as the poets call it, was nothing bet-
ter than carbon, a piece of this com-
mon gross carbon, distributed with such
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M. de Boismenu.
ger the Diamond.

.sclves

The Longer the Current Was Kept On,

when these combinations themselves are
liquefied.

Many metals such as iron, mangancse,
silver, and all the metals of the alkaline
earths and the alkaline metals them-
(potassium, sodium, lithium,
baryum, calcium, ctc.) have the prop-
crty of dissolving in high heat, greater or
less quantitiecs of carbon, forming car-
bides of iron, silver, sodium, etc.

Moreover for some of them at lcast,
such as iron and silver, the quantity of
carbon which they can dissolve, or tieir
limit of saturation, grows greater as
they are heated to a higher temperature.

IFor example melted iron, brought to
a temperature of 2912° F. can dissolve
about 3% of carbon, becoming cast iron.
If the temperature is brought up to
3632° F. the limit of saturation in-
creases so that this bath can dissolve
of carbon. If now we reduce the
temperature to 2912° F. the limit of sat-
uration will decrecase, and the excess of
carbon which it dissolved between 2912°

(Contsnued on page 259)
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The Dry Land “‘Yacht” Restauraat Wlnch Makes You Think Y,
. Harriss. There are

City. It Is the Enterprise of Dr. John A

A Dry Land “Sea”

rant is to be found, which cannot

be excelled by any other place on

the face of the globe. It was erected

recently under the direct supervi-
sion of Dr. John A. Harriss in his build-
ing on 55th Street, and bears the name
of The Flotilla. Up to the present time
the cost of fitting up this restaurant has
amounted to $1,300,000. On entering the
building, one first feels a sense of ex-
treme coolness, which is greatly appre-
ciated in these warm summer days. The
patrons then proceed up a gangplank to
a sort of reception hall where a large
number of models of sailing vessels.
steamships and gondolas are in evi-
dence. Some of these models.cost as
much as $800.00 and are perrect in every
detail, many of them having great his-
torical and antique values. Between two
binnacles one descends to the deck of
the good ship Mandalay. This is a large
vessel outfitted so as to resemble a ship
in every detail. At the rear of the room
may be seen the ship’s bell and clock and
the usual nautical instruments, The roof
is covered with canvas and the tables
have upon them ship’s lights m red,
xreen and white colors.

Upon the tables, even the ash trays
are made to resemble small sailing ves-
sels in bronze. At the left a gangplank
communicates with another ship and
here and there portholes are open and
the angry sea may be seen painted upon
a canvas in the background. This latter
vessel is built of solid mahogany and
the sides have a curve identical with
that found in large sea-going ships. Two
railings separate the ships, and one ship
is slightly lower than the other. Heavy
ropes seemingly lash them together.
_.>-eeding back in the other direction

IN New York City a unique restau-

Some of the
‘“August’’ Features

“Black Lightning” —With remarkable
photos of this little-known freak. By
Ferdinand Ellerman, of the Mt. Wilson
Solar Observatory.

Disease Microbes are Cultivated on
Paper Monev—Fully illustrated. By
Jacques Boyer.

Bombing a Warship Guided by
Radio. Illustrated and described in
detail.

“The Red Vote'—A gripping scien-
tific story. By Harold F. Richards.

‘The Amateur Magician—Professor
Hargrave will be with us again. By
Joseph H. Kraus.

Animals that have Rubber Heels. By
Dr. Ernest Bade.

New French Daylight Stereopticon—
With photos of the apparatus.

Electric locater for buried metal, such
as boxes, pipes, et cetera. with full de-
tatled working drawings and photo-
graphs. By Victor H. ToAd.

‘““Freak Phonographs.”” By H. John-
stone.

“Home Electrics’ — Electro-magnets
and the laws of magnetism explained for
everybody. By G. L. Hoadley, M.E.

Special feature section of How-to-
Make-it and Constructor Articles. Don’t
miss it!
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are on the Hudson While You Dine. The ‘‘Ships” are Anchored at the ‘‘Dock” in New York
ree Yachts in This Restanrant Known ac ‘‘The Trreaistible,” the ‘‘Flotilla” and the ‘“ Mandalay.”

Restaurant

one comes upon the dock with its
houses, life preservers and piles, ropes,
colored lights and cleats, all in their
proper location and each serving a defi-
nite purpose. A band is also found
upon the dock, and on either end arti-
ficial waterfalls have becen introduced ta
enhance the effect. Between the dock
and the Mandalay real water may be
seen, which body measures about one
foot wide: it is constantly agitated by a
motor and propeller located under one of
the gangplanks. Cork floats are suspended
here, the same as they naturally would
be. if the ships were at sea.

At the far end of the dock a stairway
leads to the most beautiful vessel of all,
wheére even the bow of the vessel is in
evidence. An anchor. a windlass, flags
and poles may be noted Further for-
ward and all along the sides a panorama
has been painted, rescmbling the ocean
with hundreds of vessels upon it. ‘Each
painted vessel is complete in every .de-
tail. This deck likewise is covered with
canvas and a ladder leads up to what
is supposed to he the bridge, but in real-
ity is used to house certain deyices to
give a more realistic effect to the scene.
Here a rising and setting sun machine
projects upon the background the sun in
its varying positions. A wave machine
creates the impression of moving waters.
A cloud machine gives us the masses .of
cumulus clouds, which roll across the
background. Scamen in middy costumes
are everywhere in evidence, as are ship's
officers and the time is struck out by
the ship’s clock—four bells and all is
well. Even ‘the cuisine has been so ar-
ranged that one can almost taste the
tang of the salt water. It is plain to
see that no effort or expense have heen
spared to make this restaurant the most
perfect one of its kind.
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How Electrotypes Are Made

. By H. WINFIELD SECOR

HE electrotype, used today so
extensively in printing papers,
magazines and books, is one of
those little known products of
commercial science, and even

those people, who use and handle them
every day, perhaps do not stop to think
of all the processes and stages of electro-
chemistry employed.

It may be well to consider for a moment
the difterence between the electrotype

and the original photo-engraving or cut,
as it is commonly called by those in the
printing and editorial field. The original
photo-cngraving is made up in several
ways; in general the method is based on
the principle that the photograph or
drawing is photographed upon a sensi-
tized plate, and the image is then trans-
ferred to zinc or copper by photogra-
phy and then etched with acids, etc. If
a duplicate cut or impression was de-
sired for distribution to several maga-
zines for example, in which a certain ad-
vertisement is to appear, the initial cost
of having one dozen original photo-
cngravings made would be considerable,
not to mention the time required. By
the process of electrotyping, a dozen du-
plicates or more of a photo-engraving
can be made at reasonable cost and also
in a minimum of time. Not only this,
but even where one possesses the orig-
inal metal photo-engraving and not the
original wash drawing or photograph
fiom which the cut was made, it is
difficult in most cases to get a satisfac-
tory duplicate of such a cut by pulling

a proof of it and then re-photographing
from this proof.

The First Stage of an Electrotype

The accompanying illustration shows
the successive stages followed in the
making of electrotypes, whether of
line-cuts or half-tones. The original cut
is first thoroly cleaned and an impres-
sion of this cut is made on wax, see Fig.
1. A metal slab is coated on one side

with a layer of wax about 4" thick.
Bees’ wax was previously used, but now
ozokerite is practically always used. The
original cut is placed, type-face down,
upon the wax in a hydraulic press, which
forces the cut into the wax very firmly,
so as to give a clean, sharply defined im-
pression. The wax process is used
mostly at the present time for repro-
ducing line cuts and coarse screen half-
tones. The finer screen half-tones,
even those having as many as 200 dots
to the inch, are very successfully electro-
typed by taking the impression on thin
sheet lead in a hydraulic press capable
o1 exerting a pressure as high as 2,000
tons. All the fine dots and lines cor-
responding to the high lights and
sha(;iows are faithfully reproduced in the
lead.

Preparing the “Impressions” for
Electro-Plating

If the impression has been taken on
lead then very little further preparation
is necessary before suspending the lead
plate in the electrolyte bath in which
copper, nickel or iron is to be deposited
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- coated with grafite.

on it, as shown in Fig. 3. The lead im-
pression is treated with a solution, so
that the deposited metal will not stick
too tightly to its face.

Let us now go back to the wax im-
pression. Referring to Fig. 2, we see
how the impression in the wax is thoroly
This is one of the
most important stages in the whole art
of electrotypy, for if the grafite used is
not the very finest manufactured and

© 1021 by Sclence and Invention

moreover if it is not thoroly dusted into
the smallest crevices of the impression,
the electro-deposited plating will not be
perfect and, therefore, will be valueless.
To insure the thoro coating with grafite,
the wax impression contained on the
metal carricer plate is past thru two dif-
ferent machines; the first machine seems
to be doing the shimmy in fourteen di-
rections al§ at once, and its duty is to
shake and coax the grafite, finer tha-
the finest flour, into all of the crev’ .
of the impression. In the other
the impression is passed thru a mac.
in which grafite in suspension is pu
dled over the impression automatically.
The electroplating department of any
electrotyping plant is one of the most
important of course. Today there are
in general use three kinds of electro-
types—those made from copper, nickel
and iron, the latter forming the
so-called steel-plated electrotypes. The
most common electrotypes now in use
are the copper and the nickel; copper
predominating. The iron faced elec-

(Continued on page 275)
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IS THERE A SIXTH SENSE?

By JOSEPH H. RRAUS

HOW DO ANIMALS AND BIRDS FIND THEIR WAY HOME OVER LONG DISTANCES?

AS not the question often
arisen in your mind as to
whether or not there really is a
sense, other than the five
senses, which latter have been

the subjects of our recent series of ar-
ticles, and have you not often wondered
at what that so-called sixth sense is?
We can without a doubt find traces of
a super-sense amongst the animals, or
perhaps we should call it an exaggerated
faculty of using one sense to a greater
extent than is possible for humans.

Utilizing our knowledge of the mental
life in animals and of all their senses, of
the powers of their instinct and of re-
actions performed without experience,
and of the reactions which are built up
thru experience, scientists and other ob-
servers have explained them all as be-
ing ordinary associative processcs_that
aid in the abstract conceptional or infer-
ential thinking.

Take for instance certain animals en-
dowed with the marvelous homning in-
stinct. We c -
lead them astr
for many miles
find that a few
nally return hon
Thus for eve
hundred anim:
which we atterr
to lead astray,
per cent of _the
will, rema;
wandering .t h::
the distant _tg
and perhaps 103
‘of the remaig
30 will return
their homes. ~

Further —
could state that
dog perhaps 1
tices a change
the atmosphere
self and then co
mences to wanc
in each of five
six directions a
on finding t
the air does not smen raminariy, ne wui
retrace his path and start out again in an
opposite direction. It has been proven that
the dog's ability to smell is far more
sensitive than the similar sense in man,
and likewise that odors may travel im-
mense distances. This is evidenced by the
fact that sometimes we can smell a fire
perhaps thirty to forty miles away and
surely a dog could smell it further, but
we must not here for one moment lose
sight of the fact that a dog as well as

A Leaf-Nose African Bat. Note the E:
Nose. Peculiar Ears Are Covered Wi
Small Projections the Sensitiveness of

Where!
Perception Is Greatly Augmented.

other animals have quite an acute mem-
ory, as we shall presently see.

But in delving down into what we will
term the sixth sense, we find that cer-
tain curious conditions prevail in the
ordinary animal kingdoms; thus among
bats we note a very peculiar power—
particularly is it demonstrated when the
bat is blinded.

Does A “Blinded” Bat See?
If a thin coating of shellac or a piece

vl prasicr 1> praced over the bat’s eyes
so that the bat cannot see, and in addi-
tion to that, if the experiment is con-
ducted in broad daylight, (as cveryone
knows a bat is practically blinded in the
full light of day, or nearly so), the bat
will fly around in a room all criss-
crost with fine wires, the room being
also prepared with a serics of obstacles
in scattered positions, and yet the bat
will not strike or even brush against a
thin wire or an obstacle. The room can

;‘{ i i

The Interfemoral Membrane in a Bat Has a Number
of Longitudinal Stripes Which Sometime Branch.

These Are Considered to be Nerves by Modern
Scientists.
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be filled with mosquitos and the bat will
devour every onc and still not strike a
wall nor touch anything in the room. Is
this a sixth sense? It certainly is not
an ordinary onc, at least in degree; even
tho we may accredit this power to an
abnormal sense of touch we are unable
to explain why the bat, with but very
short hairs covering its body, will not
hit a wall or any of the other obstacles
placed in the room.

Some investiga-
tors claim that
the manner in
which a bat may
travel thruaroom
without  striking

~ any obstacles de-

pends on the fact

that the bat emits

soundwaves that

are rather weak

and also of a pitch

too high for hu-

man  ears. In

other words the

human . auditory

nerve cannot hear

those sounds

.above a frequency

of 35,000 vibra-

tions per. second,

but the bat with

its extraordinary

- sensitiveness, can

hear a 11 these

sounds. Therefore

when the bat 1s

flying around

a room in which objects and other hin-
drances have been placed, it continually
emits this high vibratory note; this is
reflected by the object and the bat hears
the reflection, then it infers or it is
thought that the bat co-relates the sound
and its reflection, with distances to the
object and changes its path and flight.
Altho this explanation seems plausible,
as we can see by the photographs of
bats on this page which show the ex-
traordinary ears which a bat possesses,
there are many hitches and seeming.
flaws in the explanation. Thus for in-
stance, the bat will not even as much
as graze a thin silk thread strung across
a room. which would hardly have
enough surface or enough resiliency to
cause a noticcable sound reflection. In
the opinion ‘of the writer it seems that
not only sound reflection, but also an ex-
traordinary sensitivity on the part of the
skin and its appendages must be in-
cluded. Thus a bat will, when flying
across the bottom of a room come to a
closed door and fly upward along its
length and then across as tho following -
the smallest and scarcely perceptible air -
current, and yet the bat can creep thru
a hole even with its eyes blinded when
the hole is large enough for its body,

(Continued on page 255)
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The Group in the
President tnd Mrs.

Harding, and
Motlgnc , Editor of ‘‘The Del utot.” 'l'he

Picture Includes lhdam Out‘!:}' Stnvl}diu Beﬁween

mmitted Which Raised the Funds for the Radium Purchase,

rown sented to

tter was at the Head

The Gold Receptacle and Container for the Gram of Radium Pro-
Madam Marie Curie by the Women of America
Presentation was Made by President Harding at the White Hotue.

in Washington.

Madam Curie’s Visit to America
By Dr. T. O°CONOR SLOANE, Ph.D., LL.D

ADAM MARIE CURIE, of

world wide fame as the dis-

coverer of radium, is now in

this country and is in almost

daily receipt of the highest
honors the colleges can give her. An ex-
tensive organization, for the collection
of money for the purchasing of a gram
of radium, to be presented to her, has
succeeded in raising over $100000 for
the purpose, so that the great scientist
now has thc material with which to
prosecute her work. This was present-
cd to her in Washington at the White
House by President Harding. Madam
Curie proposes to devotc her researches
to the deveclopment of the cure of can-
cer by radium.

Radium occurs in very small quanti-
ties in some few minerals. It is a for-
tunate thing for humanity that it does
occur in minute quantnty, because in
concentrated percentage it would be a
disagreeable substance to deal with, as

4n nemnnnbinnn afant tha Lianan tincena
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The cmanations act to destroy the in-
fected tissue.

A couple of views in the radium fac-
tory are given and a adnate is shown
which is supposed to dcmonstrate to the
reader the total estlmated available sup-
ply of radium in the world. America,
as will be seen is far ahead of Europe in
the amount produced.

The group shown in one of our cuts
includes Madam Curie standing between
President and Mrs. Harding, and to the
extreme left is Mrs. William Brown
Mcloney editor of our well known con-
temporary, The Delineator. This lady
is largely responsible for the initiation
and great success of the subscription
for the gram of radium.

The receptacles for containing the
gram of radium are shown in one of
our cuts. The object of these enclos-
ures is to prevent the powerful emana-
tions from injuring anyone who might
be carrying the material with him,
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Therc have been several slow and lin-
ﬁem‘g deaths brought about by X-rays.

specially was this the case with the
earlier operators, for in the first days of
its history, the danger of prolonged ex-
posure to the un-shielded X-ray tube
was not known, and even a few years
later, when it was realized, inadequate
ways of protection from its .effect. did
comparatively little at" first - to. improve
the situation.

In the case of radium a full knowledge
of its dangers and the development. of
protective enclosures for it have moved
side by side.

It is told of one of the early workers,
that he got quite a serious burn by car-
rying some inadequately protected ra-
dium salt in his pocket. The burns are
somewhat of the nature of intensified
sunburn, and are comparable, in a de-
gree, to those produced by ultra-vio-
let light, as it emanates from quartz
tube mercury vapor lamps. :

Xennea 1o xurope, setween ZU ana VU Urams.
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ARRING unforeseen eventuali-

ties, it is estimated that 150,000,-

000 pairs of rubber heels will be
manufactured in the United

States in 1921. Last year we

had to skimp along on a beggarly 125,-
000 000; but then times were rather
hard, as you may have heard. X
A good many concerns are engaged in
the manufacture of rubber heels, or
think they are, but the great bulk of
the trade is securely corralled by the

O’Sallivan Improved and Extended theSale of His Rubber Heel
#0 Successfully That It Has Made a Fortune for Him

This is because this particular heel
was devised, brought out and nursed
and tended by a genius. He is no
longer interested except as a stock-
holder. After twelve years of the stren-
vous life, trying to keep step with the
enormous business he had created, it
reached the point where he had to hire
a man to shovel the money away from
his door, so he could get out in the
morning—at least, so they say. He fin-
ally thought it was about time to quit.
Since then he has been adding to his
reputation as one of the foremost citi-
zens of Lowell, Mass. .

Humphrey O’Sullivan did not invent
the rubber heel premeditatedly and with
malice aforethought. He had been keep-
ing an eye out for years for something
he could sell, not to a neighborhood, but
to the world. If it had been a safety
razor or a sulky plow it would have
been all the same to him. It just hap-
pened to be rubber heels.

-You see Humphrey O’Sullivan is an
Irishman, and a County Cork Irishman,
at that. He graduated at the National
Schools and made a specialty of voice
culture and oratory, winning several
prizes for his eloquence. Note this, for
you will soon see how his mastery of
the English language became an impor--
tant factor in his success.

O’Sullivan landed in New York in
1874 when he was just 21, determined
to get rich without unnecessary delay,
although he had no capital except a fair
knowledge of the printers’ trade. Find-
ing after three years’ labor at the case,
that his bank account had not increased
alarmingly, he went to Lowell, Mass.,
and joined his brother Jim in a shoe
store, their joint capital being $1,300.
They allowed themselves each a salary

The Rubber Heel

of $15 a week, plus 50 cents to be squan-
dered in riotous living. They were ve

hard bosses for themselves, never al-
lowing themselves a raise for 21 years,
altho both had married meanwhile. At
the end of that time they had the finest
store in Lowell with a stock worth $45,-
000 clear of incumbrance and $25,000 in-

nes From Little Things

By CHARLES FREDERICHK CARTER

first year, playing practically alone
han;ii he l’madp cleanedpup $32,000 net
profit.

Fame has its drawbacks, as O’Sulli-
van found, when an Englishman who
had taken out a patent on rubber heels,
but had never manufactured any, tried
to interfere with his business.

“Damn the patents! Go ahead!” said
O’Sullivan, paraphrasing Admiral Far-

vested in real estate. ragut. After that he never mentioned
patents but advertised O’Sullivan’s
Mechanical Shock Encountered in W' , Particularly When

. the Heel Strikes a City Pavement or Other Hard Surface.
Jim was satisﬁéd, but Humphrey keepers and others would condescend to
wasn’t. The article he was looking for work for O’Sullivan. He even found a

to sell alike to the nobility of England,
the free born citizens of America, and
the more advanced of the inhabitants of
the Fiji Islands had not appeared.

One day he heard that a firm in Bos-
ton was making shoes with rubber heels.
He boarded the first train for Boston,
and tried to obtain the Lowell agency,
but a competitor had got ahead of him.
Humphrey bought one pair for himself
and went home to study those heels.
They were thick and heavy and hard and
held in place by screws. After one con-
secutive day’s wear the rubber was
rubbed off down to the screws, so that
the wearer walked on the screws and
not on the rubber.

“I can beat that with one hand tied,”
said Humphrey. Suiting action to word
he sketched a rubber heel to be held in
place by five nails with washers coun-
tersunk deeply, to keep the rubber from
ripping off the nails. Then he went
down to Boston again and arranged
with the Boston Belting Company to
make up a suitable compound of rubber
with the proper resilience, toughness and
durability. After that, in 1899, he se-
cured a patent on his invention.

He wanted to start in business in the
store with Brother Jim. But Jim could
see nothing in rubber heels. So Humph-
rey moved into another building and
started in alone. You see he couldn’t
get any one to work for him. What!
Give up a steady job to work a few
weeks for a Nut who thinks he can
sell rubber heels?

Right away Humphrey adopted the
policy which has so endeared him to
the American publishers. He advertised
and advertised big. By the end of the
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partner, J. Munn Andrews, who took
twelve twenty-fifths of the business off
his hands for $12,000. But would you
believe it? Andrews got cold feet and
repeatedly asked O’Sullivan to take back
his old stock. Jim knew a good thing
when he saw it, so he attended strictly
to the shoe store, although he had a
fourth interest in the rubber heels, leav-
ing Humphrey to ruin himself if he
wanted to.

O’Sullivan adopted the eight-hour sys-
tem for himself—eight hours twice a
day. He knew that shoe dealers and
cobblers would not be amenable to rea-
son, so he paid no attention to them but
set out to sell his idea to the shoe-wear-
ing public, realizing that of course the
dealers would have to meet the demand.
At first the heels sold for 75 cents at-
tached, but O’Sullivan knew that was
more than they were worth. To oblige
dealers to keep the price down to 50
cents he advertised the rate and thus
kept the matter under control.

Soon after he started business, the
Goodrich Rubber Company, of Akron,
Ohio, came to him with a formula for a
better compound. O’Sullivan made it
still better by adding 10 per cent more
pure new rubber. The compound is a
secret which makes the O’Sullivan heel
so different from all others. On that
sccret the enduring success of the inven-
tion has been built; for no article, no
matter how fervently boomed can retain
favor long, if it hasn’t solid merit. The
heels are still made in the Goodrich fac-
tory, which has been enlarged again and
again to accommodate those trouble-
some heels until it is now said to be one

(Cogm'nued on page 263)
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The Commodore—_Prince of Hotels

New York’s Newest Hotel, The Commodore,

NE of the most beautiful hotels in
New York, the Commodore, has
incorporated ideas which are the
acme of perfection in hotel design. Take
for instance the electric elevators. These
are so arranged that should the operator
decide to stop at the seventh floor, the
elevator cab does not stop one foot above
the floor level and then glide down to a
foot below and finally, after much undu-
lation, come to its position. On the con-
trary; if the elevator slips by the floor a
contact shoe automatically closes a cir-
cuit, which operates a secondary motor
and the elevator is gradually brought to
a position exactly on a level with the
floor landing.
The rooms, each and everyone of
which are fitted up differently, have
electric clocks installed, whereby it is

GERMAN architect, Herr Tie-

mer, has invented a universal

language of absolutely astonish-

ing simplicity. The question

here is not of a universal lan-

guage in the strict sense of the word, for

cxample, such as Volapiik or Esperanto,

but the idea is to supply a method of

comprehension, which presents for every

language the advantage, that there is

no troublesome study or learning of it
required.

“Timerio,” as this inventor tells the

interested public, is based on the fact

that all conceptions among all civilized

Has a Host of New Scientific Ideas to

Floor Level and Not One Half Foot Above or Below. e Chim A Clock ey Suests. | For Qne

Electrical and Other Mu:hin l;z Provided in the Kitchens and Various De;
hes, Peeling the Potatoes, or Cleaning the

An Electric

not necessary to announce the time when
one intends to arise. The guest walks
over to the clock and sets it and then

retires, and in the morning a pleasing

chime awakens the slumberer. These
clocks are absolutely correct and are
operated by a master clock in the sub-
basement, which closes the circuits thru
a series of relays, and thus give accurate
time. Should the clock stop for any rea-
son, the master relay will automatlcally
reset the clock, and here radio time sig-
nals are obtalned by the operator at 12:00
noon and 10:00 p.m. Eastern Standard
time, as transmitted from the Arlington
station. There is also a Western Union
clock with its corrected hourly sign upon
it, which enables the operator to keep
his master clock correct up to the sec-
ond. . Several novel innovations appear

2 — 5%/ — (10) — 690?
1-60% — /%

races are the same. It is only the way
of expressing them that varies. If you
can give then, to each conceptlon an in-
ternational form of expression, it will
be understood everywhere. The sim-
plest form of expression of this type
consists in the Arabic numerals. For
instance, instead of the conception “I,”
we can use the figure 1. Instead of “you”
we can use the figure 2. Now for “write”
we can take the number 30 and for
“letter” the number 980. Then if we
have the series of numbers, 1-30-980, they
will indicate “I write a letter.” The mere
putting of these numbers in succession is
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Chime Alarm Clock, Giving Correct Time ‘‘via R.ldlo " A
ents Repreunt the Very Latest Ideas, and
ilverware by Hand—Machinery Plug Electricity Does it All

dxe Electric Elevators Stop at the Enct
in Each Guest’s Room.
ere uNo Such Thing as Dq-lng

in the kitchen, where we find large drums
for cleaning the silverware, which ' re-
volve, shaking the silverware around
amongst steel pins and ball bearings, and
polishing it at the same time.
Superheated steam  automatically
washes the dishes, and they come out
practically dry and need but slight pol-
ishing to give them their luster. Soup
is boiled in gigantic copper pots; the gas
ranges are of the latest improved type;
in them the gas heats clay balls to in-
candescence. Potato peelers capable of
taking care of a whole barrel of pota-
toes at a time relieve the cooks ef this
unpopular labor. A candy kitchen is
also provided wherein all kinds of deli-
cacies, in the shape of dolls, roses and
flowers and many other forms, are made.

G

not sufficient. The system must be flex-
ible; like all languages, it must have its
grammar. Therefore, to express the past,
the number is underscored ; thus 30 means
“wrote.” The future tense can have a
stroke placed over the number, thus 30
means “wiil write.” The plural is ex-
pressed by an exponenhal 2, thus 9802,
means “letters.” A noun can be declined
for instance:
6215 the father
* 621511 of the father
6215111 to the father.
Adjectives can also be compared:
(Continued on page 255)
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- Why Be Bald?

By JOSEPH H. KRAUS

AVE you ever heard of grafting
hair u})on a bald person’s head,
or in fact anywhere clse where

a natural fuzz, such as that which some-
times ornaments the upper lip is de-
sired? No? Well, this is done today
by the eminent physician, Dr. Parsegan,
of New York City. His experiments
have extended over a period of many
years, and he has now demonstrated
by grafting some hair on his own head,
as well as convinced several members
of the Bald Head Club, that such a
thing is indeed possible. Dr. Parsegan
has shown us quite a tuft of hair, which
he has grafted into his own head, say-
ing, as he tugged at the tuft with con-
siderable force, “You see I believe in

(7

G

The First Practical
Operation for Graft-
ing Hair on a Bald
Head by a Process
Just Perfected by
Dr. J. S. Parsegan,
the Prominent New
York Doctor; it
Was Performed at
the Annual Ban-
quet of the Bald-
head Club of Amer- ~
ica at Torrington,
Conn. The Doctor
Ingrafts Upon the
Head of Each of
the Subjects a
Haf Dozen of
Healthy Hairs
Plucked from the
Heads of Beautiful
and Healthy Maid-
ens and Specially
Prepared for Plan-
tation, Either Blond
or Brunette as De-
sired.
Insert Photo
© Kadel & Herbert
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playing the goat myself. As the old
adage goes, try it on the dog first. I
have consented to be the dog and the
result is quite startling.”

Dr. Parsegan’s method is quite inter-
esting. He first treats the scalp so as
to encourage the growth of hair should
any capillary growth start. By vibra-

tory operations, X-Ray, ultra-violet
light and massage treatments he stimu-
lates the scalp in every manner known
to the modern scientist (and we may
add here that Dr. Parsegan is not a
backward doctor by any means, as his
office is well supplied with high fre-
quency apparatus and all other up-to-
date therapeutic apparatus). After this
treatment Dr. Parsegan inserts into a
small machine a long female hair, not
because the female hair grows better on
a man’s head, but it is rather difficult
to find a man with hair 18 to 20 inches
long. He then goes over the scalp
with the aid of a magnifying glass and
the instrument and presses a tiny but-

ton whereupon the following operation

takes place: Two lances force their way
into the scalp carrying between their
jaws a section of the female hair, The
method of operation is very similar to
that employed by the mosquito when it
inserts its spears (at least they feel that
way) into the skin of man. The jaws

then spread slightly, leaving the hair’

within the tissue and a knife cuts the
hair off short. He then proceeds to an-
other location and if possible plants the
hair into a follicle. The root of the hair
is not planted into the scalp. Dr. Par-
segan has noted that when a black hair
is planted upon a blond man’s head, if
the hair succeeds in growing, it becomes
blond; but even should he be unsuc-
cessful in making the hair grow on
every person, the toupee which this
method furnishes could readily take
place of those now in use. The scalp
could be washed just as any other head
ot hair could be washed and the toupee
would not be removed whenever a
man’s hat is taken off. We would not

have to chase his wig down the street
in the event that a gust of wind had
decided to relieve him of his priceless
treasure. It is believed that the hair
thus implanted has a tendency to re-
stimulate the follicles which have re-
mained dormant for a long time.

Copper, Lead and Iron Hardened at Last

An inventor recently called on the editors
and
speci
cast
were
whic
called
work
clair,
know
had !
this

copper, and when he had found the chemical
process for accomplishing this result, he
naturally thought of the idea of trying to
harden Kzad. The experiment proved suc-
cessful and the sample of hardened lead,
which Mr. Hoops showed the editors, was
thoroly satisfactory in every way. It has
long been desired for many different pro-
cesses and industrial employments to be
able to harden cast or wrought iron. It has
been possible to chill cast iron or also to
case-harden wrought iron with potassium
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cyanid and there are other methods of im-
proving the quality of cast iron such as by
toughening it, this result being known as
malleable iron, bui this is a very slow

rocess and the iron has to be kept at a low
Eeat in charcoal and cinders, for a period of
several weeks, and it is not much tougheron
the average than the iron in its original
state. Mr. Hoops, therefore, seems to have
discovered a hitherto impossible valuable
chemical process, which has a very exten-
sive field of application open before it.
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. Soaring LiKe the Bird

By DR. ALFRED GRADENWITZ

HE development of the flying
machine has not been a normal
process: When, at the outbreak
of war, military considerations
made the immediate design of
suitable types of air-craft imperative,
the speed had to be raised by an ex-
cessive increase of motive power, which
at the same time, tho at an expense in-

admissible in normal times, insured a
moderate degree of safety. From an
economical point of view, the modern
airplane therefore is most unsatisfac-
tory, the performance of even the best
machines entailing a relative consump-
tion of energy, many times higher than
the flight of any bird. Whereas an air-
plane of, say, 8,800 lbs. weight requires
an expenditure of about 200 HP., that
is to say, about .05 HP., per kg. (2.2
Ibs.), to be kept ﬂyiEg in the air, the
heaviest flying bird, the albatross, if in-
creased to the same size, would only need
10 HP., the stork only 2 HP., the swallow
1-3 HP., ‘the fly 1-16 HP., and the
gnat (likewise increased to the size gf
a giant airplane) only 1-200 HP,, to lift
its body. This strikingly illustrates the
inefficiency of man-built flying-ma-
chines, as compared with Dame Nature’s
own solutions of the flying problem.
Dr. R. Nimfiihr, of Vienna,
has investigated the cause of
this inadequacy and has come
to the conclusion that the pres-
ent airplane theory is mainly
responsible for it. In fact, the
atmospheric air where the fly-
ing machine is moving, had so
far for the sake of simplicity,
been considered as a liquid ra-
ther than as a gaseous fluid,
so that the “hydrodynamical”
laws underlying ship construc-
tion could immediately be ap-
plied to the designing of air-
planes. Nimfiihr therefore pro-
poses substituting for the pres
ent theory an “aerodynamical”
theory, where the cohesion and
compressibility of air are
fully taken into account
The rigid and immovable
supporting planes of the present
airplane are replaced by adjustable
- and elastic wings comparable with those
of birds, and by fitting these wings with
sensitive automatic gauges, a soaring
flight is supposed to be thade possible.
Inasmuch as the mdtor may thus be
braked or stopt temporarily, a consid-
erable saving of energy is obviously ob-
tained. In the classic rigid-wing air-
plane, where the lifting power 1s de-
pendent upon the flying speed, soaring
was only possible above a certain min-

The Nimfihr
Soaring Airplane

imum speed, and the airplane, in order
to rise. required a rather considerable
starting distance. In Dr. Nimfiihr’s air-
plane, on the other hand, with its quick-

ly flapping wings, soaring is possible
even at very low flying speeds, and
rising from a very short starting course
that is to say, on a narrowly limite
ground.

The Soaring Airplane mainly com-
prises two carrying wings and two
propellers. In spite of this apparent
similarity of design, there is, however,
a radical intrinsic (as it were, “physio-
logical”) difference in the design and
efficiency of the various organs.

Whereas the flying bird, having lost
its balance, is brought back into it in-
stinctively, by the working of what has
been termed a “sixth sense,” the flyer,
tho not devoid of a sense of equilibrium,
had so far to rely for the stabilization
of his machine on the intelligent, non-
automatic control of a steering device.

In the Nimfiihr airplane, this control
is effected automatically by a stabilizer

///////////7//74["
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afterwards smoothly to land in a glid-
ing flight.

. The Stabilizer comprises an Equilib-
rium Gage, any disturbance of which in
any one of the three directions will
actuate or stop an auxiliary motor thus
w ., - " corresponding steering de-
vi . ue various steering devices will
control the rotation of the supporting

(carrying) and tail surfaces as well as
the length of the wings and tail (by -
an arrangement allowing them to be
rolled up), the same as a flying bird
will fold up its soaring sails, thus con-
trolling their size. This is made pos-
sible by providing hollow wings de-
signed to be blown up and the length
of which, by the action of compressed
air, can be increased as desired. By
this admirable arrangement, the soar-
ing capacity of the airplane is mani-
folded and the old problem of rising
without any start and landing without
any run-out is solved and a source of
considerable danger removed.

The two propellers are only auxiliary
organs, being used, e. g., in rapidly ris-
ing from the ground. The driving agent
proper is derived from differences in
atmospheric tension produced by per-
iodical jerks on the mass of air below
the wings. In fact, according
to an hypothesis for the first
time enunciated by Prof. Exner,
of Vienna, the soaring of birds
is based on a rapid flapping mo-
tion of the wings, which, tho
being imperceptible already at
relatively short distances, sets up
waves of atmospheric pressure
affording a sufficient support to
the flying bird (or insect). Dr.
Nimfithr in a similar manner
causes the airbag of his hollow
wing to set the air vibratin
by alternately blowing up an

n

Diagram Shows the Lay-out df the Machine
Which Is Said to Fly With Minimum Expenditure of
Power by Wing-jerks as Well as by Planing Acti

entirely independent of the relative
speced between the machine and the at-
mosphere; it is, as it were, some sort
of mechanical brain, where mere dis-
turbances of balance will set the proper
steering levers working. The pilot has
nothing else to do but to steer his hor-
izontal course like the motor-car driver
on the ground. Should he happen to
faint or otherwise lose control of his
machine, the latter would automatical-
ly continue its horizontal course, as
long as the engine is working, in order
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. drawing in the pneumatic car-
E rying ‘surface which at its un-
dersidé is closed by some sort
of membrane. A pulsating wing
such-as this would in the case of
an air-stroke wave-length of,
say, 1 meter, with a load on
the wing of 31 lbs. per square meter,
generate a lift of 528 Ibs., for each horse-
power of the motor. A modern biplane
would thus only require 10 H. P.
Soaring flights of considerable length
have already been obtained in connec-
tion with trials on small-size machines,
and recent tests on large wings have
brought out the possibility of applying
the same “principle to huge machines.
The Nimfiihr airplane provides an
even higher degree of safety than that
of the railway or automobile.
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The Swimming Collar

By MRS. J. B. FLOWERS

ANY times has one said, “I wish

I could swim, but every time I

try, my head goes under water,
I then get frightened and all my hopes
of ever -learning vanish.” At last this
great disadvantage, “head going under
water” has been done away with, for
recently a new device called the Swim-
ming Collar has been_invented.

It is a high, transparent, celluloid,
cylinder-shaped collar, made water-tight
across the bottom by rubberized fabric
that fits snugly about the neck. The
Collar is very light, it weighing but 7
ounces, and floats like a cork upon the
water. It lifts the head, when in the
water, with a buoyancy of about ten
pounds, therefore keeping the head from
sinking, and since the top of the collar
is partly open to the air, because of its

breathing holes, the swimmer
breathe freely.

It is truly a wonderful thing, for
never before has there been a simple
convenient device available, which
would support the head, thus keeping
the hair dry, and at the same time pre-
vent water entering the beginner’s eyes,
nose and mouth. When using the Swim-
ming Collar, a beginner can learn to
swim the first time he or she goes into
the water, for since the head is held up
out of the water and all water kept
away from eyes, nose, and mouth, he
or she becomes self-confident and ven-
tures forth into the deep without any
hesitation or fear. I have seen small
children put on a Swimming Collar and
swim off as tho they were old at the art.
It is indeed pleasant for women to use,

can

tor it keeps the hair dry, something the
bathing cap never has succeeded in
doing.

Swimming is a very popular sport of
the American people. It is such a perfect
form of exercise, that every muscle
is brought into play and equal. develop-
ment is assured. This is one reason
for its popularity with women, mak-
ing her more graceful and rounded
but up to the present time there have
been so many disadvantages in trying to
learn to swim that not nearly so many
have enjoyed this great sport as other-
wise would have. But the coming of
the swimming collar has dispensed with
all discomfiture, and now the timid as
well as the brave can dive forth into the
cooling waters and enjoy this greatest of
all sports—SWIMMING.

The Telephone as a Bootlegger!!

We su
cut our
we were
We have
the skyla
if vou w
on a la
sky-high
make y
on Br
perfect g
dulge
also, ow
shows
You wai
front of
deceiver;
the face
ceiver cc
to a 1
but  you!
ar in th
Oh Boy!

Next ———— -
dence Day there is
to be a parade of
the unterrified lov-
ers of personal
freedom and some

Obtaining ¢‘Three-Star Hennessy” from a Telephone May So
It y Happened.
Exchange a Cup and a Nickel.
Places the Nickel in the Slot Device and Turns the Knob. Your

The Thirsty Customer Slipt the

eing Wise He Enters the Innocent-)
if Not, Note the Two Gentlemen at the Righ!
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und Almost Impossible, but Here’s How
ender & Greenback and

Looking Telephone Booth
:io%ivu e Answer—

5, as the one we por-
erty will cease to in-
vill have all you want

sound like a phoney

1ally happened a few
weeks ago in o New
York saloon. It
worked as follows:
The thirsty cus-
tomer who was
wise to the game,
walked up to the
bar and slipt the
bartender a good
American green-
back. The barten-
der then slipt the
thirsty one a nickel
and a cup; he then
got in line with the
other would-be tel-
ephone users. When
his turn came we
learn that he de-
posited the nickel
in a slot device,
turned t h e knob
and Oh Boy!

He Received in
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Electric ‘“Mule” Hauls 'French Canal Boats

Suaing Aloug it.

A Folding Fire

The two accompanying photographs illus-
trate one of the latest and best devices yet
brought out for the protection of human-
kind when a fire breaks out in residences or
hotels, etc. This very ingenious fire esca
when not in use folds compactly against the
side of a building, as shown in one of the
photographs herewith. The device con-
sists of a lazy-tong step-extension, which can
be extended to the ground as shown in the
second photo.

This lazy-tong extension can be easily
controlled from the balcony, when the
collapsible steps are folded into two tiers,
one above the other. A child can easily
lower this device and descend in safety to
the ground. The steps are so arranged that
it is said there is not the slightést danger to
a person descending them. Not a jar 1s felt
in this operation due to the well adjusted
construction.

The folding steps are balanced by means
of weights fastened to steel cables, which
pass over pulleys mounted in the wall of the
building, as becomes apparent by looking
closely at the accompanying photos. This
arrangement of the fire escape steps would
seem to be a decided improvement over the
solid steel ladder or stair used on the average
fire escape today, as these do not always
operate so easily as intended, and where
women happen to be the first ones to push
these ladders down in the event of a con-
flagration, they do not like the idea of walk-

a=—na

down them.
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wpposed wheels which grip '
between them and are .
the electric motor. By a -
ers the traction effect can
to any desired extent, so
| be no slipping. Universal
d to improve the flexibilit
sm so that it can adapt itself
evitable irregularities of a
ble. The man in charge
»oat regulates the action of
By means of the traction
ble to release the traction
reir pressure upon the cable,
r is started and stopt and
rollers are controlled from
sly by the towing line.
ral view is shown the sys-
rting the heavy steel cable
the weight of the traction
7ill be observed that the
shape of the frame-work
or chassis of the tractor is
such as to enable it to
pass the points of support
of the cable without hit-
ting the poles. Its light
weight enables a compar-
atively small cable and
reasonabl( light poles to
used for carrying it.
The power is taken from
an overhead power wire
whose supports can also
be seen In the picture.
The boat is just entering
alockand the photograph
certainly presents an in-
teresting view of French
canal practise. The
detailed view of the
tractor, with its casing
removed, shows the resist-
ance coils and general
electriccontrollingappara-
tus, all of which at first
sight at least, seem
somewhat complicated.
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A Home Weather Bureau

Onedmmhvﬁmwhl Outfits for Bo;
Tmmops.lsthe New Weath
[+

as Well as Wind Gage, Which the Instructor Is Shown Demonstrating.

OW many of us have often wished and
Ion%ed for an outfit, wherewith we

. could predict weather, without the
necessity of relying upon newspapers eight
or ten hours old, to tell us what the after-
noon will bring forth. Very often the report
is found erroneous, while at the same time
it may have caused us to abandon a much
desired trip. A leading toy manufacturer
in this country has now stept forward with
a small weather bureau outfit, which can be
placed in the hands of any enthusiastic ex-
perimenter or anyone interested in the sci-
ence of weather prophesying. This outfit
comes complete with a very interesting in-
struction book. In our photographs we
show some of this apparatus set up. Thus
there is a weather-vane or a wind-vane, to
express the term correctly, indicating the

Especially
er Forecasting Set hown Above.
an Aneroid Barometer and & Maximum and Minime

for Scout  The
‘l'hengutﬂt In- M,

um Thermometer  Weather Vane

direction of the wind. An anemometer is
included which enables us to determine the
velocity of the wind. This anemometer on
rotating operates a series of gears, one of
which makes contact every revolution with
a spring, closing an electric circuit. Wires
are led from the anemometer thru two bat-
teries, toa small incandescent light, so that
for every revolution of the brush-holdin:
gear, the light will flash. The number ot
flashes of light in 15 seconds will give the
velocity of the wind in miles per hour.
Then there is a sunshine recorder con-
sisting of a metal case, cylindrical in form,
with metal caps turned upon the ends. On
each side of the case are small holes, thru
which the sun casts its rays and records its
movements, the duration and intensity of
its light upon a small piece of blueprint

Simple Induction Motor for

The elimination of noise has been the
stumbling block for most attempts at
electrie. drive for phonograph motors,
this being due to the fact that the motor
is mounted directly above the bell or
sounding apparatus of the phonograph,
and any tendency to vibrate is imme-
diately, amplified so as to interfere with
the.reproduction of the record.

consists of a rotating element fastened
to the shaft of the turn-table and run-
ning between two field coils. The
rotor is formed of a ring of copper of
about six inches inside diameter and
about one and a half inches wide sup-
ported from the main shaft by a cast
aluminum spider.

The rotor revolves thru a shifting
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ental Weather Outfit Also Includes a Véry Well Made Rain
Gage, Here Being Demonstrated by .the: Instructor, While the
Anemometer Is Seen Outside the Window. Boy
Scout at the Right Holds the Wet and Dry Bulb Humidity Thermometers.

paper inside the cylinder. When the paper
18 soaked in water, so as to be developed, a
permanent record is obtained. Another
very wonderful piece of a{{ ratus included
isananeroid barometer. Thus if the barom-
eter has been standing at 30.9 and suddenly
drops to 29.5 or below, it would generally
indicate rain. A maximum and minimum
thermometer is included in the outfit, which
are to be set by the aid of a magnet and
wet and dry thermometers are also to be
found together with a table of relative hu-
midities. Last but not least, a rain gage,
beautifully nickeled, is included antfa the
price of the outfit is so reasonable that no
experimenter, and in fact, no one who is at
allinterested in the weather (and we allare),
should be without it.—Photos courtesy A. C.
Gilbert Company, by our staff photographer.

Phonograph

magnetic field produced by field coils
wound on laminated magnetic circuits.
Thus, since the revolving element is fas-
tened directly to the main shaft, all
necessity for high speed gearing, belting,
or friction drive is entirely eliminated.
This main shaft is supported below on
an adjustable, hardened steel ball step-
bearing in the lower bracket.
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The “Aerohydrotor’

By EDWIN F. LINDER

ALK about speed! Is 200 miles

per hour a fast clip? Well, that

figures 3 1-3 miles per minute

or 290 feet per second. Now,

that may seem a grcat distance
to cover in a short space of time, yet
if exprest in terms of rotation it will ap-
pear to the trained mechanical mind to
be rather ordinary.

The Aecrohydrotor is designed to
travel at the rate of 200 miles an hour
under normal conditions. The diame-
ter of the propeller-rotors being about

The ‘‘Aero-hyd-rotor” is the Latest Idea in Ocean-

Atlantic in to 16 Hours. The
Also by the Huge Gas Bag at the Top, Which is Filled With
93 fcet. Let us assume, for the purpose

of illustration, that friction and air re-
sistances are not to be considered and
that the diameter of the prOpeller -rotors
is 93 feet. With each revolution thereof
a distance of 290 feet can be attained.

As the Aerohydrotor is so constructed
that it makes at an average one revolu-
tion per second—only sixty turns each
minute—it surely can not be said to be
breaking the record for rotation. This
is really a very old fashioned rate, com-
pared to high speed electro-motors run-
ning 1,000 revolutions per minute, or
even higher. So with the one turn the
Aerohydrotor traverses over 290 feet
each second, or in sixty turns — 17,400
feet (3.3 miles) per minute. Then in
making 3,600 revolutions per hour — a
very low rate indeed—it leaves in its
wake Just 1,044,000 feet or 200 miles.

It is quite possnble that by tuning up
the Aerohydrotor a much higher rate
of speed will eventually be obtained, or
the same <istance covered with a craft

of smaller proportions produced for pur-
poses of super-rapid ocean transit.

In describing the constructlon of this
“Speed King of the Seas” it may be of
interest to state that the craft consists

chiefly of three units. “No. 1”"—the
propeller-rotor-tube, which takes the
place of the usual hull. “No. 2"—the

“No. 3"—the quarters, pilot
and machine compartments. When in
operation Units “No. 2” and “No. 3”
rcmain in a fixt position, while “No. 1”
revolves.

gas-bag.

Going Craft and is Desi edto‘l‘nvelatnsmdzoomlnl’ H
tic Wheel with Its Pro o} oft ia Kopt

lling Bla

So far as possible all parts are made
of dur-aluminum, and wire stayed. This
lends both strength and the necessary
feature of light weight to the structure.

The motive power is furnished by the
installation of gas engines, located in the
lower compartment, which is shown
suspended from the passenger quarters.
Stabilizers assist in keeping the craft in
an upright position while in motion, the
gas bag, at the same time, performing
this service besides lifting the craft so
that it keeps up well on the surface of
the water. Light and heat are derived
from an electric generator unit. Water
pumps, a gas generator to replenish the
supply are included in the equipment.

It is difficult to explain, without go-
ing into great detail, the peculiar con-
struction of the rotor-tube and propel-
ler-blade ring. These are arranged so
that each can be driven independently
of the other, the tube being split, half
rotating with cach set of propeller rings.
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des Measures 93 Feet in Diameter. The Craft is K prigh yTO8CO]
elium—the New Ngn-lnﬂnmmble Balloon InflatingJMedium., 2 m(}x (t}m B o Agidm e

It can be casily understood that the
steering is accomplished by speeding up
or slowing down one or the other side
of the spider-frame driven on the axis,
upon which are mounted telescopic
sleeves carrying the driving gears. The
spider frame arms are hollow; thru
these ballast water is expelled after the
Acrohydrotor starts on its voyage.

On approaching its destination ballast
water is again pumped into the tube.
In this manner a grecater degree of
stability is maintained.

or More, s0 That It Could Croes th-~
the

At this time it is not intended that
the Aerohydrotor should be used for
other than passenger and mail service
in a limited way, where super-speed is
of the greatest importance. While its
advantages possibly do not contribute
to the improvement in a large degree
in the commercial field, except as a
medium of rapid exchange of mail, the
use to which such a speedy craft can
be put as a weapon of destruction on
the high seas in naval warfare is worthy
of consideration. A fleet of these, act-
ing as scouts to locate enemy squadrons,
could patrol so great an area distant
from defensive lines, that long before
the approaching squidrons need be met
in combat, all necessary arrangements
for the attack could be made.

Let us hope, however, that the Aero-
hydrotor will only be used for the peace-
ful purposes of super-transit on the
great highways of the seas.
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Mechanics in Animal Life

By WILLIAM BUTTERFIELD

HE human body is often referred
to as a steam engine, the stom-
ach as a furnace, ‘the lungs as

a pair of bellows, the eye as a
photographic camera, the heart

as a pump, with other similes of this
kind. o such mechanical resemblances
exist? They most assuredly do. And

furthermore, the machinery which man
makes not only resembles parts of his
own body at times, but every invention
of his in the tool line seems to be a
duplicate of a portion of the structure
of some animal or plant.

Nor are these resemblances in form
only, for we find that they are actual
working replicas—the physical member
being in all cases more perfect in its
operation and workmanship than is the
artificial duplication. This sort of dupli-
cation is common everywhere in nature
and art, the remarkable, if not discon-
certing part of it to most men is, that
now after all the ages of human develop-
ment he finds his inventive genius to
be only a kind of animal instinct, and
that all of his multitudinous labors and
achievements are only exemplifications
of the same kind of energy that creates
an ant hill or a beaver dam.

One cannot carefully review the facts
revealed to us everywhere without rec-
ognizing the existence of this common
team-work. Man, for instance, after
mental effort, experiment and research,
creates an abscess knife and lancet.
Both represent the most perfect, smooth

cutting instruments that he is capable
of producing. Experiment has deter-
mined their proportions and shapes, but
nothing he can do, prevents their getting
dull after a cut or two or becoming
rusty or dirty.. Now entirely unknown
to the knife-maker, Dame Nature is
turning out millions of tools of this
identical nature.  They are so small
that the human maker cannot see them
without the aid of a microscope, but
they are so much like his knives, that
the resemblance is not only startling—
it is positively uncanny.

What are these knives and lancets?
What are their use? They form part of
the blood-sucking outfit of the ox-fly,
which, in addition to the two pairs of
cutting tools, is fitted with a central
sucking tube and two hair-covered
sponge lobes for cleaning purposes (see
drawing upper left view). It is dis-
couraging to a knife-maker to see this
fly use these cutting tools; they never
get dull, clogged or rusty. The insect
jabs them thru the tough hide of an ox,
cow, or horse, over and over again—a
new jab with every swing of the dis-
lodging tail or stamp of the vicious
hoof of the troubled beast.

Every variety of saw-fly has attached
to the abdomen of its female a familiar
style of keyhole saw, that is formed of
two flexible blades with T-shaped backs
which engage suitable grooves in the
fixt parts of this divided structure. The
saws move back and forth in these
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grooves held in line by their backs
clamped in the grooves.” The saw teeath
are of different sizes, all are reinforced
at their sides. The whole apparatus' is
so flexible that it forms either a pair of
flattened saws or a round tube.. With
this complicated tool, consisting of
moving saws, frames, and n.otive ma-
chinery in the form of muscles, etc., the
insect cuts incisions like key-holes in
the hardest vegctable material, and with
such ease and dispatch; that the tool is
more often called an auger than a saw
(see drawing at top center).

The hypodermic syringe is a highly
specialized tool representing in its pur-
pose, if not in its make, a high degree
of human intelligence. It consists of a
hollow needle, barrel-reservoir, and eject-
ing arrangement, and is used so that
narcotizing or other fluid can be made
to cntes the tissues or blood of the per-
son operated upon. Now this idea is
over a hundred thousand years old; the
serpent has two fangs that have all of
the qualifications of a hypodermic sy-
ringe, with a few additional ones—the
reservoirs are self-filling, there are self-
ejectors and the needles (fangs) have a
way of keeping open even if not clean
externally. Other animals are provided
with this tool (stinging insects, spiders,
etc.) and a whole volume would be writ-
ten on the sagacity, or knowledge with
which it is used for differen. purposes
by animals.

(Continued on page 273
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Doctor HacKensaw’s Secrets

By CLEMENT FEZANDIE

(Author's Note. It is certain that at no
distant day, men will have discovered means
of magnifying small objects to an extent al
present undreamed of. As light and sound
are both vibrations, 1t would seem as though
the audion, which now magnifies sounds to
any magnitude desired, should also, with cer-
tain modifications, be able to magnify the light
vibrations. A series of audions should thus
serve as a microscope which will bring inlo
our range of vision objects now invisible in
our most erful instruments. That day the
secret of the atom will be solved!)
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ple, and my share in the invention is so
small that I am afraid I shall never be given
any credit for it.”’

“And what is your invention, may 1 ask?"

“My invention,” said the doctor, “is
what I call a super-microscope.”

“Is that all?’’ exclaimed Silas Rockett in a
disappointed tone. ‘‘Just an improved mi-
croscoper”’

“Yes,” returned the doctor, smiling,
“thatis all! My invention is nothing but an
improved microscope, and yet it is destined
to revolutionize every branch of science and
give an impetus to our arts and manufac-
tures that will throw all past achievements
in the shade. But let me first show you my
instrument.”

Doctor Hackensaw led the way into an
adjoining room which was bare of furniture
and which seemed to contain nothing but
four microscopes, a camera, and some mov-
ing picture machines.

NO. 2—THE SECRET OF THE ATOM

“These,” explained the doctor, ‘‘are my
first experiments before I struck the right
path. What I wanted to find was a micro-
scope capable of enlarging a minute object
to any size desired, an instrument that
would be as far superior to our best micro-
scopes of today as these are to the human
eye.”

“Indeed?”

“Yes, and the problem seemed to me a
very simple one. If one microscope can

magnify an object a hundred diameters, it
seemed to me that by catching the magnified
image ani viewing it through another mi-
croscope of like power, the image would
then Le ten thousand times the diameter of
the original object, and by continuing this
process I could secure any degree of magni-
fication desired.”

“And did you succeed?”’

“Within certain limits, yes. You will
readily understand my method from the
apparatus here. I first make a micro-
photograph of some microscopic object.
This first photograph made on a moving
picture film is about one hundred times the
diameter of the object photographed. By
throwing this image on a screen by means of
a moving picture lantern I enlarge it again
a hundred times. You will note, however,
that my screen instead of hanging like a
curtain, as in a movie theatre, lies flat on the
floor like a carpet. In fact the screen is of
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celluloid and forms the surface of the floor.
The image, caught on the floor, is thus ten
thousand times the size of the original ob-
ject. Upon any desired point of this image
I place a second microscope through which
I make a new micro-photograph of the ob-
ject one hundred times the size of the magni-
fied image. Thissecond film I project again
upon the floor in a new place, thus magnify-
ing the image again a hundred times. The
image now is ten thousand times ten
thousand times the diameter of the original,
or in other words I have magnificd the ob-

Joa

ject one hundred million times and yet have
used only two microscopes and two screens.
By using two more of each I can obtain a
magnification of ten quadrillion diameters!"

“Whew!"” ejaculated the reporter. ‘‘Sure-
ly that ought to satisfy you. If you can do
that with only four microscopes and four
moving picture machines, you ought to be
satisfied. I don’t wonder you call it a super-
microscope.”’

“Yes,” returned Doctor Hackensaw,
“but the trouble is these methods are so
clumsy that the picture loses in distinctness
at each enlargement. The first trouble is
the illumination. I am able to throw an
intense illumination upon the object to be
enlarged, by first filtering out the heat and
chemical rays that might injure my speci-
men. Then, too, I use an intense light in
my movie projector, and in lighting the
screens for subsequent photographs.”

(Contsnued on page 266)
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- Liquid Carbon

By Dr. ALFRED GRADENWITZ

The View Above Shows Melted Portions of Carbon at Surface
of Electrode.

the possibility of obtaining all
chemical elements in any one
of the three states of aggrega-
tion—solid, liguid and gaseous!  Still
there was so far one element which in
some way occupied an exceptional -posi-
tion—indeed, one of the most important
and most wide- spsead elements, viz.
carbon, which had never with absolute

O the man of science, there can
no longer be any doubt as to

A Bright Drop or Globule
ortlﬁeltedp(:ubon.

certainty been shown to be obtained in
a liquid condition, and the opinion was
therefore widely prevalent that carbon
could not at all be liquefied. In the elec-
tric arc, it of course exists in a gaseous
condition, but it was frequently thought
that solid carbon in this case did not
pass thru any intermediate. The problem
was all the more interesting, as the
liquefying of carbon, according to Mois-
san’s early experiments, seemed to be

Demomtnhﬁc\.ﬁ g How Carbon Was Successfully llelted

ed Drops Greatly

connected with the artificial production
of diamonds.

Tho many attempts had been made at
the high temperature of the electric fur- .
naces to convert carbon into the liquid
state, no absolute evidence of positive
results was so far available. Prof.
IL.ummer, some years ago, investigated
the problem in a very thoro-going man-
ner, but failed %0 obtain really con-

(Continued on page 256)

Photo-Mapping from the Air

HE school geography of to-mor-

-row. will: differ undoubtedly in

- niiny ‘respects from those; which

‘have been in use in our schools

. .during” the past twenty years,

in that: fthey will be provided with a
wealth of airplané views of famous spots,
such; as_tnountain ranges, lakes, and in-
land seas, so that when the student
finishes studying one of these ultra-mod-
ern geographies he will have almost as
clear a' kXhowledge and mental image of
these famous places, as if he had actu-

ally traveled over the ground himself.

We illustrate an invention of Mr.
Frank Morris who has added to the
camera an appliance which causes a min-
iature electric motor to do the cranking
-work, usually imposed upon the photog-
rapher The motor driven by an eight
volt, 60 ampere-hour battery, does the
work otherwise performed by hand by
the movie operator, so that the film is
“ground out” by electricity. It applies
especially to aerial photography, giving a
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fixt speed of the motor and abolishing
all unevenness of feed.

We also give the portrait of Miss Mar-
guerita la Barnctté“Archambault, who is
one of the first ‘'of her sex to take
“movie” pictures from the sky. . She has
even cfost the frontier into Mexico and
has made most successful pictures. In
one case she took pictures at an eleva-
tion of 2000 feet while the airplane was
traveling at 100 miles per hour; “and
stood up in the. plane at the risk of her
life to accomplish her mission, :

VW americanradiohistory com
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French Electric Score Indicating Board

change, displaying tne latest Scores in
a ball game, or the figures in a horse race,
and we illustrate some of the features of
this machine. '
The first illustration shows the operator
seated at a desk with a great number of
keys in front of him, to a certain extent
suggestive of a telephone systen

Ele«

UR readers are familiar with

with the peripatetic musi-

cians, who perform on a
number of instruments simulta-
neously, using hands, mouth and
feet for the different types of in-
struments. In the electric instal-
lation we illustrate, is shown the
last thing in this line of multiple
performance, where the musical
expert calls upon the electrical en-
gineer to help him out in his ef-
forts to do two or more men’s
work in one.

Two instruments only are
played in the present case. The
hand working on the fret board of
the banjo, incidentally plays a sec-
ond instrument. The twang of
the banjo is softened down by
the liquid notes of the tuned glass
disks constituting the so-called
xylophone, and the effect of the
two instruments is certainly to be
admired.

Now, as our Mr. Kirk strums
his banjo gaily in the spotlight
the glass discs of the.“xylophone"
ring out in perfect unison with the
notes and chords struck on the
banjo. As the photograph shows,
the wiring is carried out very

operating these keys
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he causes discs,
back of the display board and carryin
numbers, to be rotated by electricity an
to be stopt at any desired position so as
to give different readings. Without going
into details of the exact electrical construc-
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BLULAD, wvitin  swstsssscs v veew
broker, and by the Merckel apparatus
the prices can be instantly displayed to
ive quotations of the various securities.
he illustration is of special interest,
showing the interior of the Paris Bourse,
which i1s one of the leading institutions
- kind in the world.

phone

neatly and efficiently. The key-
board for playing the various
tuned glass discs in the “xylo-
phone” shown at the right is placed
in the hollowed out neck of the
banjo. Above each fret on the
neck of the banjo, a peg or but-
ton projects, and this is so ar-
ranged that when each respective
button is deprest by pressing on
the string at the same time, the
circuit to the proper “xylophone”

An Ent«mdu American Minstrel Has
Worked t and Built for Himself, an

Electrically ed lophone. As th
Strings on the xXre Pllyeed the Ch:
cuits Are Closed Automatically, Which

ts
Causes the Electric Bell Hammers to
Strike the Glass Discs.

disc is energized with battery cur-
rent.’ The glass discs are played
by means of electric bells with the
gong and its support removed.

Vibrating electric bell move-
ments are very useful for playing
this and other musical instruments
the end of the hammer rod being
fitted with a wood or other ball,
the material used depending upon
which instrument or device is to
be played. ’

————— e N e -


www.americanradiohistory.com

Instruments That Measure the Stars

HE instruments
here illustrated
are used in

measuring the
velocity as well
as the distance of stars.
The photos were taken
by Yerkes Observatory
of the University of Chi-

cago, the observatory
being located at Wil-
liams Bay, Waisconsin.

The first instrument il-
lustrated is a large spec-
trograph which is at-
tached to the 40-inch

telescope for photo-
graphing the spectra
of stars. In the picture

the instrument is resting
on its carriage before
being attached to the
telescope. The light en-
ters at-the right through
a narrow slit and travels
downward toward the
left, passing through a
lens. Then the light
passes through the three
triangular prisms of
large size, seen at the
left, which spread the
light out into a long
ribbon of color, of red,
orange, yellow, green,
blue, indigo and violet,
the last named rays be-
ing the most bent or re-
fracted. These rays then
enter the steel camera
tube, 4 inches in diame-
ter, at the top of the in-
strument, by which they
are- photographed. In
use, the prisms and the
cameras are covered by
two separate casings of
aluminum, to prevent
changes of temperature
during exposure. This
is aided by coils of
wire, which are electric-
ally heated as the tem-
perature falls. At the right-hand upper
part of the instrument is seen a small
drum containing points of different chemi-
cal elements. An electric spark is caused
to pass between these points and -the light
is reflected down into the spectrograph,
so that alongside of the spectrum of a

star we obtain the well known spectrum
of some chemical element which has been
studied before. With this instrument it is
possible to measure the speed of the stars
in miles per second, as they are-approach-
ing or receding from the earth: Some
stars move with velocities of 100 miles

per second, or even faster. The average
vellow star, like our sun, moves at about
12 miles per second in the line of sight.
ZEISS PHOTOGRAPHIC DOUBLET
The objective of this instrument, of
about six inches aperture, is made of a
(Continued on page 272)

This Piano Has Two Heyboards

231

In presenting many musical acts two or
more pianos have been used from time to
time, especially in giving ducts and quar-
tette acts. However, the first piano to be

. provided with two keyboards, so that a

duet by two different players can be pre-*
sented simultaneously, is shown in the ac-
companying photograph. This is known as
a double concert piano. The present photo-
graph shows the well-known pianists-
Leonore Erdman and Werner Eichorn, play
ing fourhanded on this unusual invention.

Here We See Two Well-Known Pianists Performi

on a Four-Handed Piano. Exceptional Harmony an

Other Merits Are Claimed for This Arrangement of
a Double Piano.

Each keyboard operates a si)payate set of
strings, as it would of course be impossible
to have two different keys striking the same
string at the same time. The cover of the
piano can be left in place or also removed
to give the desired volume of sound.
Possibly tomorrow will see a six or eight-

" handed piano with three or four peogle play-

ing on the same instrument at the same
time. This would make a very ‘spectacular
showing and possess superior qualities.

www americanradiohistorv. com
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Automatic Burglar Alarm

At the present day, there is a contest
between the law-abiding community and
the burglar, with the latter apparently
winning out at times.

Qur illustration shows a burglar alarm,
operated by a phonograph and telephone
system. When a door or window to which
the apparatus is electrically connected is
opened or tampered with, the phonograph
is started into operation. The phonograp’
record contains any desired signal or me:
sage. Opposite the horn of the phonograph,
is a telephone receiver and the message
is transmitted thereby to the nearest police
station.

The phonograph record gives the num-
ber of the building so that the police” can
at once go to the right place without any
time being lost in determining where the
robbery is being perpetrated.

A similar idea to this one was publisht
about a year ago in the columns of this
journal, describing the application of a
phonograph containing a record on which
the number and street were recorded and
which was arranged so that in case of fire,
the phonograph was released, the telephone
receiver hook lifted so as to connect with
central or police headquarters—and in a
few seconds the record would give the
exact location of the fire, even to the room.

Novel Electric Burglar Alarm

In these stirring time-~ = are not only
suffering from underproauction but we are
being over-burglarized as well. The French
who are having their share of it, have re-
cently brought out a little instrument de-
signed to protect hotel transients, travelers
of all descriptions, as well as those perma-
nently situated. .

As may be secen from the illustration, the
device is furnisht with small metal notches
so that it may be readily adjusted in a room
near any part of a Joor. After this an elec-
tric alarm bell, as well as a flashlight bat-
tery or else regular dry cells are connected

in the circuit by means of the two binding
posts shown. .

Owing to the fact that the instrument and
the wires are competely within the inside
part of the room, it is inaccessible to an out-
sider having the cutting of the wires in
mind. The device being firmly gripped by
the flooring, as soon as the door is opened
to cven a very slight extent, the jaws shown

are instantly closed, thereby making contact

and ringing the bell.

The portable and readily adjustable
nature of the instrument has made it a great
favorite among the Europeans, particularly
among the traveling class.—Pierre H.
Boucheron.

When the Burglar Opens the Door, the Electric
Contacts of This French Alarm Device Are Closed
and the Electric Gong Sounds.

Oil Jacking System for Autos

Ordinary lubricating oil is carried in a
tank under the hood of the car in this new
oiling and jacking system, and drawn
therefrom by a single cylinder pump, the
pump being operated by gears off of the
magneto shaft. The oil is forced into the
reservoir attached in front of the dash
(under the hood) under pressure. From

Something Reall
Whereby Any
Raised on the

the reservoir ordinary brass or copper tub-
ing runs to the various grease-cups on
the car. The grease-cups are self-closing,
of the ball socket type.

When it is desired to lubricate any part
of the car, the indicator knob on the dash
is turned to the number corresponding with
the _particular cup that is to be filled, or, in

New in the Automobile World—An Oil Jacking and Lubricating System
art of a Car Can Be Lubricated, or When Desired the
Four Oil Jacks Shown in Black Under the Front and Rear Axles.

Entire Car Can Be
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the event that it is desired to oil all parts
of the car, the indicator knob may be
turned to a certain point, and in two min-
utes every cup will be filled with oil under
pressure.

The operation of the jacking system is
practically the same as the oiling system in-
sofar as the reservoir, pump, valves, cams
and pipe-lines are concerned. The illustra-
tion shows the jacks encased in a dust-
proof case on the front and rear axles. In
practical use, these will be attachcd behind
the axles, out of sight. Jacks are attached .
at four points of the car. When it is de-
sired to raise a particular wheel, the indi-
cator knob is turned to the number corre-
sponding to the “right rear,” “left front,”
ctc., as may be necessary. The desired jack
falls into place. Oil is then forced into the
hydraulic cylinder, thru the line from the
oil reservoir by engaging the clutch at-
tached to the pump, thus extending the jack
.and raising the car. The jack may be dis-
tended by either opening a by-pass or by
springs as indicated on the illustration.

The car may be entirely raised from the
floor by turning the indicator knob to a
fixt point, thereby opening the four by-
passes after which the car may be blocked
up, in its jacked up position, making it im-
possible to move the car and also taking all
strain off of the tires. Both systems are
controlled by safety valves and are practi-
cally fool-proof.
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New Light-Sensitive Cell

illustrated and described, it is interest-

ing to know that Theodore W. Case
has talked by means of a light beam, using
this cell as the receiver, over a distance of
six miles. For this purpose he developt a
new sending light jet, which consists of a
central nozzle burning acetylene gas with
two opposing and slightly raised jets for
oxygen. When the central jet is turned on,
the gas is adjusted so as to produce a flame
about 4 inches in height. As soon as the
oxygen jets are turned on, it reduces this
long central flame to an extremely intense
triangular spot of light, approximately 14
inch on the side.

The talking funnel is put in on the acety-
lene line and varies the intensity according
to the pressure changes produced by the
voice. This is now ideal for placing at
the focus of a sending projector. On the
6-mile talking tests this jet was used at

BY means of the new thalofide ccll, here

Electric Magic Lantern

Here is one of the very latest innovations
in the line of electric toys which will tickle
the heart of any boy or girl who happens
to be presented with one. It is nothing
more or less than a complete electric magic
lantern outfit with admission tickets, ’n
everythin’! With this equipment, compris-
ing the picture slides, attachment cord and
tickets, the kiddies can give a real show
just like the managers of the “Nickelettes”

the focus of a 16-inch projector, and the
thalofide cell at the focus of a 16-inch re-
ceiving mirror, in conjunction with a
straight two-step audion hook-up for am-
plification. This range can, of course, be
materially lengthened by increasing the size
of the receiving mirror. One of the pho-
tographs here reproduced shows the new
talking set developed by the Case Labora-
tory.

Mr. Case recently publisht a list of sub-
stances which were examined for change of
resistance under the influence of light. This
work was continued, altho no substance at
that time had been found which compared
in sensitivity with selenium. Most of the
new combinations found, however, indi-
cated that sulfides would be the most prom-
ising field for future work.

On October 2, 1917, the author found
that thallium sulfide (fused) showed a
slight change of resistance under the in-
fluence of light.
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After two years of research upon this
compound, very sensitive cells have been
made to which the name thalofide cell has
been given, indicating that the present sen-
sitive substance is composed of thallium
oxygen and sulfur. The thalofide material
after careful preparation is first fused on
a ¥4-inch quartz u... .ugy“then it is placed
in an evacuated tube. The -effect of the
vacuum is to increase the sensitivity of
the element from three to five times and
also preserve its life by preventing oxida-
tion. Several hundred of these cells are
now over a year old and have not lost any -
of their initial sensitiveness, .

By means ‘'of the Wratten filters, it was
found that the blue and violet rays had a
deleterious effect on the element in that
after rather strong exposure, the resistance
was somewhat permanently “owered by this
upper part of the spectrum, and the recov-
ery period after exposure was much slower.

(Continucd on page 264 i

Electric Tie .Tamﬁef |

The accompanying picture shows one of
the latest devices perfected for railway
building—the electric tie tamper. It is sup-
plied with current thru a flexible cable con-
nected to the nearest current supply or else
to a dynamo driven by a portagle gasoline
engine.

Electric Tie Tamper In Actua! Use.

www americanradiohistorv. com
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Electrical Indicator Shows 'Note's to Play

THE clever electrical indicating device

These indications are accomplisht by

clements thereof, there being one such sig-

here illustrated relates to the musical mecans of visual signals energized in proper nal for cach element, and a second series

art, and particularly to an indicating succession by the master or instructor who of signals correspondin

apparatus for instructing the novice to per-

performs the operation and movement

The Object of This Electrical Signaling Scheme Is to Cause the Signal Lamps to

Light

p Along the Keyboard, So That the Notes Played by the

nstructor Are

Directly lndicated to the Pupil—And Not Only Each Note Clearly Shown In This
Ar

Manner, But Also the Fingers or Digits Which
Notes. The System Is Also Adaptable to the Playing of the

e to Be Used In Playing the Specific
iolin or Other

Stringed Instrument, As Well As Wind and Other Muslical Instruments.

form upon a musical instrument by indi-
cating to him in predetermined sequence
and for proper intervals of time, in accord-
ance with the composition to be played,
the proper operative element to be manipu-
lated, and, morcover, the exact digit to be

employed.
How He

A certain young man in the boundless
Golden West of the good old U. S, had
great aspirations to become an Electrical
Engineer. His father did not entertain
similar ideas, sad to say, but as time went
along Sonny finally concocted several in-
genious ideas by which to win his father’s
consent to attend college,—so that when he
turned 21 years of age, he could hand out
his little gilt-cdged card, suitably inscribed
with the degree of “E.E.” after his cog-
nomen. One experiment after another
failed to make any impression on “Pop.”

But as the cold weather scason rolled
around one winter, a peculiar and startling
phenomenon was enacted before the O.M.,
and which happened thusly. Sonny, un-
wittingly demonstrated to his Dad, that he
was possest, apparently, with more than
the usual quota of natural electricity in his
body. His new woolen shirts raised havoc
every time he attempted to remove them,
owing to the friction or other peculiar in-
teracting electrical effect, which caused
blue-white sparks to crackle and sizz around
alarmingly, to say the least. Finally, things
came to such a crisis that one night a new

5.00 woolen shirt went up in smoke and

ames, as an extra heavy spark ignited the
“whiskers” on the woolen shirt, when
Sonny attempted to remove it. Of course,
Dad was mad, but Sonny was glad,—for in
the extreme rear of his cranium a new idea
had been suddenly born.

Said he, “The O.M. sure is worried and
I have a great idea which I thought up

necessary to a proper rendering of the com-
position upon a clavier or master instru-
ment removed from the student’s musical
instrument.

The musical instrument to be played is
provided with a series of visual signals
correlated with the operative or playing

to the digits of
the player to indicate with which digit the
signaled operative , or playing element
should be manipulated. These signals are
controlled by the manipulation of the cor-
responding element of the master or ing
structor’s instrument. :

The illustration shows a piano of ordi-
nary construction with the usual keyboard.
Located at the side of the piano is the
primary or master’s instrument, which com-
prises a clavier corresponding with the key-
board of the piano. The manipulation of
the keys of the primary or master’s in-
strument, however, produces no sound, but
they serve only to operate certain signals.
The keys of the primary instrument are
of a size substantially equal to those of.
the piano and are mounted in a similar
manner. A second operative instrument
may be used in lieu of the silent instru-
ment or clavier. Transversely disposed
above the keys of the piano is a bar, sup-
ported on its opposite ends by extendible
arms, which engage the cheek blocks at
the opposite ends of the keyboard. To en-
able the bar to be located in proper adjust-
ment in relation with the keys, adjustjng
screws are provided. Carried in the bar are
a series of signal lamps, one lamp for each
key or operative or playing clement. In
order to distinguish the signals relating to
the black keys from those relating to the
white keys, the signals are preferably ar-
ranged in two tiers, the black signals being
located in the upper tier and the white key
signals in . the lower tier. It is obvious,
however, that instead of arranging the
signals in two tiers, signal lamps of differ-
ent colors may be employed to distinguish
the signals corresponding to the white and
black keys.

Immediately above the signals, corre-
sponding with the keys of the instrument,
are outlines of two hands upon each digit
of which is located a signal to indicate the
digit to be employed in operating the sig-
naled key.

Won His “E. E.” Course

while reading that new book on “Experi-
mental Electricity” which my Aunt sent me.
The next time I fool around with them
woolen shirts, I am going to ground myself

234

— - T R
www americanradiohistorv. com

e P e e v

in a tub of water, by connecting it to a gas

ipe.
P I")l'he experiment worked to perfection, and
no more sparks occurred to set fire to an
more shirts. Dad was dee-lichted! And,
1s,
1is
:al
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KLAXQNS CLEAR FIRE STREETS,

Kwr—rrrrrrr—rr—r-r-r-r- ! {1 When you
hear the piercing shriek of the raucous
throated klaxons mounted on the lamp
posts along the streets in Atlantic City,
you want to shake-a-leg and clear the right
of way, for quicker than you can say “Jack
Robinson,” you may find the motor-driven
fire apparatus of that city, tearing down
upon you at the rate of a mile a minute,
bound for the scene of a conflagration.

Atlantic City has done much in helping
to clear the way of playing children, pedes-
trians, as well as motor and wagon trucks,
so as to keep up the good work of the fire
department of that munic?ality in mak-
ing record trips to fires. These powerful
electric horns are placed at intervals of
two blocks along the main thorofares, and
they are actuated thru the electric fire
alarm box circuits, connected to the lamp
posts on which they are mounted.

As soon as an alarm of fire is turned in
to fire headquarters, all of the horns along
the road, followed by the apparatus from
the station to the scene of the fire, begin
blowing. Imagine how much better this
idea is than to depend upon gongs or sirens
on the fire apparatus clearing the street a
small distance ahead of it, as it comes
tearing down the avenue at from 40 to 50
miles an hour!

We all like to see the fire engines and
hook and ladder trucks go dashing to the
scene of a fire, but it is not all romance
and glory for the firemen—nor for some
of the pedestrians on the street either, for
in a number of instances, the driver of a
fire engine has had to choose between run-
ning his machine into an elevated railroad
pillar or into a glass store window, in or-
der to save pedestrians from being run
down and killed—or else take a chance on
keeping to the right of way and possibly
missing them.

An ounce of prevention is worth a pound
of cure, and this city is certainly to be com-

mended for establishing such a useful and

fhumanitarian device as this, which should
not only save many lives, but should also
expedite the movement of fire appartus
over city streets, cspec:all.y. in greatly con-
gested sections of large cities.

NEW AUTOMATIC ARC WELDER.

HE operation known as arc welding
is made possible by the fact that when
a live circuit is broken, an arc is
formed between the two ends at the break.

This Arc Welder Is Adaptable to Any Form

of Weld, from Butt Welds of Plates to Rebulld-

Ing Worn, or Inaccurateiy Turned Shafts, as
Here Shown.

As long as these two ends are maintained
at a proper distance from each other, this
arc will continue to burn, with such an in-
tense heat that one of the ends of the cir-
cuit is melted off, some of it being deposited
on the other. In arc welding this is accom-
plished by making the wire electrode ome
end of the broken circuit, and the object to
be welded, the other. The arc is allowed to
become long enough to melt the wire elec-
trode but not so long as to permit air to
mingle with the metal in transit, and ox-

strikes back, and- when sufficiently hot use
cutter to lead crack in glass in any direc-
tion. A deep file mark will serve as a
starting point for the crack. That's all
there 1s to it with the new glass cutter
here illustrated. The second illustration
shows some of the wonderful work ac-
complisht with this simﬁ‘e glass cutter. It
was devised by Lieut. H. Parker, for-
merly of Willlam Jewell College, and the
instrument is available on the market at
a nominal price. The cutter shown is in-
tended for illuminating gas only. It can
be supplied for use with natural or gaso-
line gas.

“HIGH POWER” TELEPHONE FOR
LOAD DISPATCHERS.

The San Joaquin Light & Power Cor-
poration of Fresno, California, some time
ago adopted a high power telephone known
as the “Wonderphone” for load dispatch-
ing on their private telephone system.
Their telephone lines, like those ot many
other power companies, are carried along
on the same pole lines with high voltage
transmission circuits, and are more or less
subject to inductive interference. The use of
repeating coils and relays such as used by
the commercial telephone companies is out

idize it, so that metal in a pure condition’

is deposited on the work.

This is accomplisht automatically in the
new welding device here illustrated. This
welder, for use with the regular welding
set, is designed to take the place of the
hand controlled electrode. It consists of
a pair of rollers, called feed rollers, driven
by a small diregt current motor, which draw
in, and deliver at the arc a steady supply of
wire, and automatically maintain the best
working distance. The whole is controlled
from a small panel.

The welding head is supported on a ra-
dial arm with a certain amount of hand
regulated adjustment, and consists of a
steel body carrying feed rolls and straight-
ening rolls which are both adjustable for
various sizes of wire.

WONDERFUL NEW GLASS
CUTTER.

Attach by means of rubber tubing to
your gas supply, adjust flow until flame

Some Samples of the Work Done With Re-
markably 8lm8|e New Glass Cutter Which
. porates on Gas.

235

www americanradiohistorv. com

A ngh-power. Loud-speaking Telephone

Used by the Load Dispatcher of the San

Joaquin Light and Power Corporation at
Fresno, Cal.

of the question on such lines, owing to
frequent high voltage disturbances due to
transmission line failures.

The high power telephone has proven a
decided success in overcoming these diffi-
culties. It is simply a telephone set, on a
big scale, designed to transmit a greater
volume of power and to greatly amplify the
received energy. With this set it is pos-
sible to talk several hundred miles, which
would not be possible with an ordinary
telephone apparatus, The energy for the
set is an eight-volt storage battery.

The set has other advantageous features.
It gives the dispatcher free use of both
hands to arrange his papers and make notes.
Since the receiver talks out loud he does
not have to hold his ear close down to it
and is thus free from severe “raps in the
ear”. Also, not having to hold any part of
the apparatus he is not subject to electrical
shocks.—R. C. DENNY.
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s a mechanism cared for by presumable
non-mechanics and yet kept in success-
ful operation. This certainly familiarized
many unmechanical minds with the ways
and iniquities of mechanical things. But
the automobile has had a vastly greater
effect. Almost everybody knows how to
run an automobile, or thinks he does.
And it is very curious to note the de-
velopment the automobile has taken. It
is constructed most carefully. The most
elaborate precautions are used in the
selection of the different steels, in the
testing of the different parts, in their ad-
justments, while thruout the effort to
make it free from trouble is shown in the
casing or enclosing of the critical parts.

Thus, as far as possible, the engine is
cased in and by splash feed or otherwise
is kept over-lubricated, the effect of which
is that the cylinders and rings last for
what may be called an incredible period
of service. No personal touch is needed
by the engine, with the exception of very
few adjustments. Then, if we come to
the transmission which carries the power
from the engine to the rear axle, includ-
ing the change gears and the somewhat
complicated differential, we find it all cased
in steel housings, so that the gears cannot
be reached without considerable dissem-
bling. A great excess of lubricant is put
into the change-gear box and into the dif-
ferential-case so that the parts like the en-

Photos @ Keystone
taken care of by its engineer, and where
a machine tool is oiled and has its opera-
tions carefully watched by the mechanic in
charge, the carefully constructed and accu-
rately adjusted mechanism of automobiles
has to look after itself, and all that saves it is
the excessive lubrication to which it is
submitted.

Our illustrations give some idea of the
testing and inspecting of automobile parts;
the testing out of a spring with a heavy
dynamometer is shown in the upper cut;
the inspection of a group of eight-cylinder
engines and the inspection and adjust-
ment of a differential are shown in the
other cuts.

Hydraulic BraKkes for Motor Cars

ARS  with

brakes on all

four wheels
have been built
in Europe for
years by at least
one prominent
maker and since
the war several
other manufac-
turers have tak-
en up the idea.
Quite recently
a fine American
car has been an-
nounced with a
four-wheel brak-
ing system. The
particular attentic
the experience and
its designer and t
novel but extremel:
od used to actuat
They are hydraulic
As 1n the Europe
single foot pedal a
brakes but insteac
complicated array
rods running from
the four brake drun
ic actuating mech
ployed. The brak
rectly connected to
which actuates a pi
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metal tubes run from this cylinder to the
four brakes. Each brake hasasmall cylinder
and plunger which are placed between the
ends of the expanding brake shoe. Pressure
on the pedal forces heavy oil from the main
cylinder, thru the four tubes to the
brake cylinders where the pressure ex-
pands the shoes and applies the brakes.
When the foot is removed from the
pedal a spring pulls it and the main
plunger back into its original position.
Each brake is then drawn out of con-
tact with its drum by means of a spring
inside of the brake plunger cylinder.

The plunger cylinder is connected di-
rectly to one brake shoe end and the
plunger itself to the other brake shoe
end; there is no intermediate linkage.
The plunger and cylinder, therefore,
take the place of the usual cam em-
ployed with expanding brakes.

One of the principal reasons for us-
ing the hydraulic system is its simplicity.
Obviously it is difficult to work out
a brake linkage which will function in

spite of the swinging of the front wheels .

to right and left as the car is steered.

Another advantage of the hydraulic
method is that it provides perfect brake
equalization. Mechanical brake equaliz-
ing mechanisms do not function well,
and with four brakes to equalize in-
stead of two the problem becomes twice
as difficult as before.

————
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Practical Chemical
Experiments

By PROF. FLOYD L. DARROW

scribed in the previous article in

this series the detection of the

common food adulterants will

prove an intcresting and valuable
continuation of the work. In the last
issue we took up a somewhat thoro
examination of milk and we shall begin
this number with a series of tests on
butter.

IN line with the experiments de-

Butter

Coloring Matter: Add 10 cc. of car-
bon disulfid, a little at a time and with’
frequent shakmg, to 75 cc. of alcohol.
Place 5 grams of butter in a large test
tube add 25 cc. of the above mixture
and shake thoroly. Allow this to stand
for sometime. The alcohcl dissolves out
any artificial colors that may be present
and rises to the top, while the carbon
disulfid dissolves the’fatty matter and
scttles to the bottom.

Annatto: To determine the presence
ot annatto, evaporate a portion of the
alcohol extract to dryness and add sul-
furic acid to the residue. A greenish-
blue color shows annatto, while a pink
indicates the presence of a coal-tar dye.

Coal-Tar Colors: Acidify a diluted
portion of the alcohol extract with a
little hydrochloric acid. In this place
pieces of silk or wool fiber and boil. If
coal coal tar dyes are present these

fibers will be colored, but normal butter
coloring matter will not dissolve when
thus treated and no color will appear.

Saffron: The presence of saffron may
be told by the addition of nitric or hy-
drochloric acid to the alcoholic extract.
Nitric acid gives a green color and hy-
drochloric acid a red color.

Turmeric: If we add ammonia to the

alcohol extract and obtain a brown
color, a coloring substance known as
turmeric is indicated.

Marigold: If marigold is present, sil-
ver nitrat solution added to the extract
will give a black color.

Renovated Butter: The simplest test,
for distinguishing between renovated
butter and the pure fresh article, is to
heat a little of it in an iron spoon or
porcelain dish.
ter, it will sputter, but will not foam
much. By making a comparison with
butter known to be fresh, the difference
will be immediately seen.

Oleomargarine: In a large test tube
place 50 cc. of sweet milk and shake
thoroly. Then heat nearly to boiling in
a small beaker. Add from 3 to 4 grams
of the sample to be tested for oleo-
margine and for renovated butter, and
stir with a small wooden stick until all
of the fat has been melted. Then place
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If it is renovated but-.

the beaker in a dish of ice water and
continue to stir the mixture until the
fat solidifies.

If the sample is butter fat, it cannot
be collected into a lump but will remain
diffused in the milk in an emulsified
state, but if it is oleomargarine, it will
clot and gather into a solid mass. If it
is renovated butter, it will collect as a
film on the surface of the milk.

Cottonseed Oil: Cottonseed oil is
sometimes used as an adulterant of but-
ter. Its prescnce can be shown as fol-
lows: Add 1 gram of sulfur to 10 cc.
of carbon disulfid and shake until it has
dissolved. Then add an equal volume of
amyl alcohol. Mix 5 cc. of this reagent
with an equal volume of the melted but-
ter in a test tube. Close the test tube
with a cotton stopper and set it in a
beaker containing a saturated solution
of common salt. Place the beaker over
a Bunsen burner and boil for 15 minutes.
If cottonseed oil is present there will be
a deep red or orange color in the con-
tents of the test tube, but if it is absent
there will be little or no color. See
Figure 1.

Meats—r1.servatives

Potassium Nitrat: One of the most im-
portant uses of potassium nitrat, or salt-
peter is in the preservation of corned

(Continued on page 282)
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MOTOR HINTS

First Prize $25.00
A SIMPLE TIRE PUMPING RIG
FOR YOUR AUTOMOBILE.
A hub-cap wrench is drilled to receive
set screws to hold it on the hub of one

Ahd gy o 74
wrench P 2ooMFpins  on egm s1e.
25crens vhald
wrench @ r/b™|

of the rear wheels. A pitman or con-
necting rod connects from the outer end
of the hub-cap wrench to the end of the
handle of the ordinary foot pump. This
is really all there is to it. The foot pump
is clamped to the running board, which
seems to have been placed there just
for this purpose. The stiffness of the
piston rod of the pump is relied on to
take care of the parallel motion because
it is obvious, that it would occasion con-
siderable complication to put on a slide
rest. One of the wheels only is jacked
up just as if for changing a tire. The
other wheel rests on the ground and by
the action of the differential, the free
wheel turns rapidly and two or three
minutes will pump the biggest tire, A
minute or less will suffice for the tire of
an every day automobile. It is perfectly
obvious that, it is advisable to have this
attachment for both rear wheels, other-
wise the rim and tire would have to be
removed for pumping the active wheel
tire. The reverse gear may be used on
one side and the %orward gear on the
other.
Contributed by
LAURENCE SAUNDERS.

Second Prize $15.00
LOCKING THE AUTOMOBILE
WITH A COMMON PIN,

Illustrations in detail are here shown
of a simple method of locking the igni-

tion of automobiles equipt with high ten-
sion magnetos, to prevent starting the
engine, when the car is left unattended.

The idea is simply to short-circuit the
emergency or safety spark gap on the
magneto. Using the Bosch magneto as
an example, all that is necessary to ef-
fectively lock ignition is a common pin.

Referring to

the illustration
The end of s rad goes o boll !
[ostened i» ploce mith coller pivs the upper elec-

trode of the
emergency
spark gap is set
in a porcelain
dust cap, which
is readily remov-
able. This elec-
trode is slotted
into four seg-
ments. If the
cap is removed
and a common
pin inserted in
the center of the
electrode, be-
tween the seg-
ments, it will fit
snugly.  When
the cap is re-
placed the pin
grounds the
spark gap and
prevents a ny
current from
reaching t h e
spark plugs.

Pins can be conveniently carried in
your coat lapel.

Contributed by

EDWARD E. KELLY.

Third Prize $10.00

A TRACTION SHOE FOR
THE AUTO
To make a sand or mud-hook for pull-
ing the auto from a hole or ditch, cut a
12” section from an old wagon or tire
or similar piece of iron and after bend-
ing it to the shape, as illustrated, drill
and rivet it to a section of a tire or cas-

NOTICE—CONTRIBUTORS ! ! !

We have not been at all satisfied with the class
of suggestions we have been receiving lately
in this department. Most of the devices that
are suggested are very crude, and while some
of them may be original, they are so impractical
of iaing ot lasalhng such & Gvice. Thore 1

or such a ce. ere

h er, one device that is needed badly which
-&m tly has as yet not been invented. We
refer to a device that would prevent stealing of
motor cars. In the City of New York snlone,
there are stolen every day an average of 18 cars.
The average for the entire country varies from
between two to three hundred cars each and every
d:y. This is a terrible loss and must be stopt
atall cost.

For the next few months we will, therefore,
give prizes only to such devices that prevent
8 of cars. Weo have publisht a few good
ones in the past, but we feel sure that there are
a good many others that should prevent thefts.
It should be remembered always that motorists
do not wish qomtp!l:"c"ted b.:d :\lmbl:mme cl?l;.
vices; something can be put in place qui
and that can be removed just as qurckly,qu what
is wanted. The device should, of course, al-
ways be secret 80 that the casual crook will not
'k::“v:dh:: it igbrud.th\:-'mﬁom .ﬂof theervice

possible so even after publishing
such & device and giving it the fullest publicity,
still it could be attached in such a way as to
defy detection by the average man.—Editor.

FIRST PRIZE................ $25.00
SECOND PRIZE.............. 15.00
THIRD PRIZE............... 10.00

All other accepted articles, which win
no prizes, will be d for at the rate of
$2.00. Articles submitted should not be
long ones. About one hundred to two
hundred words will suffice. Address all
manuscripts to Editor, “Motor Hints,”
care of this publication.
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ing from an old tire, Two straps or chains
hold it in place on the wheel, as shown
in drawing. Two or more of these shoes
can be carried on a car and can be ap-
plied even tho the wheels are hub-deep
in the mud.
Contributed by
JOHN McCARTHY.

Here Is a Simple and Extremely Effective Sand-or

Mud-Hook Which Can Be Attached Quickly to One

or Both Rear Wheels, Without {;chn; Them Up.

Two Leather Straps or Chains Hold the Shoe in
ce.

PRIMING ROD FOR “FORDS.”

Herewith is a device which I have tried
and found it to be successful. All Ford
owners and drivers know that after crank-
ing their cars on a cold morning, the motor
has a tendency to stop, due to the fact that
it has not warmed up enough to vaporize
the gasoline. He then rushes back to the
priming rod in front of his car, but gen-
erally arrives there too late, and has to
crank his car again. .

This can be remedied by boring a 3§~
hole in the upper inclined floor board, about
a foot from the right end. Then get a steel
rod 34" in diam. and about 25 ft. long.
A second rod of the same size may be cut
about 6” long. Fasten one end of it to the
priming valve lever and the end to one end
of the long rod, with a loop joint. A
metal brace may be made of 1” material
and fastened to the frame of car, for the
short piece to slide on. Then cut the lon,
rod off about 114” above the floor boar
and the attachment is complete.

Contributed by MANLEY MITCHELL.

CLEANING MOTOR OF CARBON.

A one-half gallon kerosene tank is in-
stalled on the dash-board under the hood
(on “Fords” it can be installed by the coil
box) and connected to the gas line with a
“T” joint; back of this joint are two shut-
off cocks operated from the dash or in-
strument board, one to the gas line and one
to the line from the auxiliary tank.

When the motor is warmed up and the
driver comes to a down-hill run, the gas
is shut off and the kerosene turned on. The
kerosene loosens the carbon, which is ex-
pelled thru the exhaust.

If this be repeated every three hundred
to four hundred miles, it will keep the motor
free from carbon, and cut down running

Shut OFF Cock™ i

n Gas line s

A Simple Method of Cleaning Carbon Out of Your
Cylinders With Kerosene.

;md up-keep expenses. Costs $5.75 or
ess.
Contributed by V. C. UTTERBACK.
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Electric Power from a Spigot

SHORT time ago we publisht
an article on a new French in-
vention, whereby a clever Par-
isian engineer lighted the elec-
tric lights in his home by means
of a small water motor fastened to a
charging dynamo connected with a stor-
age battery, the water motor being op-
erated by the water taken from the
spigot every time the latter was opened.
We have been flooded with inquiries
from many of our readers, asking about
the details of such a scheme and while

Details of @

we have not faith in the general adop-
tion of this idea, for the reason that the
water pressure would have to be in-
creased in any given locality as soon as
a number of people began to use this
system, we present below a few elec-
trical details which may be of interest
to the experimenter, who may like to
try out this arrangement.

Before going further it may be best
to describe the action of a water motor,
and particularly a large number of them,
when connected to a central water dis-
tributing system in a city or township.

¢ -Rlectric™ Generating and Storage Battery Plant Are Presented in the Drawi
Possible to Rig Up Several of These on Different Spigots, Each Dynamo Charging Either a

When a load is put on to the water mo-
tor such as by belting a dynamo to it or
otherwise, the speed of the motor will
be reduced, and this is just where the
reaction on the water system begins to
take effect, for the water will no longer
flow out thru the discharge of the water
motor as freely as it did before the load
was put on. In other words, the more
load or the more electricity produced
and “fed into the storage battery,” the
slower the water motor will turn in
proportion, and thus a smaller quantity

of water will pass thru the water mo-
tor. Now as we must, in order to real-
ize the efficiency pointed out by the
French engineer, en ' -vor to utilize for
developing electric power the waste wa-
ter as it passes {-cm the spigot into the
sink, we shou’’, therefore, do all our
cooking and \.ashing with the water
coming from the turbine or water motor,
as shown in the accompanying illus-
tration. It will be seen, therefore, that
there are more sides to this story than
one, and that if 1,000 people for example,
in a town of 5,000, all started to use
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Above and in the Accompan;
‘Common” Battery, or Else a Battery of Its Own

these spigot electric lighting plants at
one time, in order to rotate the water
turbines at the desired speed the water
pressure would have to be increased in
the water mains, owing to the great
resistance encountered at the various
water outlets to which the dynamo tur-
bines had been attached.

In other words to overcome the ex-
tra effort required by the water in en-
deavoring to pass thru the turbines and
rotate them with their load at the same
time, So if the water company had to

Text. It Would be

do this in order to enable their cus-
tomers to procure electric lights for
their homes in this fashion, they would
not get the lights for nothing, as so
many have apparently imagined, but the
water company would charge a consid-
erably higher rate for the water service,
owing to the fact that they had to raise
the pressure in order to operate your
plant as well as your neighbors’ elec-
tric plants.

For those interested in this subject,
however, in an experimental way, the

Continued on Page 286)


www.americanradiohistory.com

How to Build A Violin

[The edstors will be pleased to forward the
addresses of concerns making violins, varnish
and giue and also the address of those special-
izing in furnishing blue prints for wviolin
makers, upon receipt of a stamped self-
addressed envelope.—Edstor's Note.

T first thought, the building of a
violin might appear to be a difficult
task, but as a matter of fact it is
not. And by following these direc-
tions, a person of average ability

can construct a violin that will be a surprise
in appearance and tone quality, as I shall
disclose some of my own secrets and dimen-
sions which always result in a fine tone.

The tools actually needed are few: A
gouge, scroll saw, a good plane, are about
the most necessary ones. All tools should be
kept perfectly sharp, otherwise, good work
cannot be done.

By HARRY L. GRAY

flat and round off the other as in Fig. 1A.
Then it can be seen whether the joint is per-
fect, and in case it is not, it should be sawed
apart and re-glued before further work is
done.

Of course it will be necessary to have pat-
terns to work from, and if the builder does
not care to buy these, and can borrow a vio-
lin, patterns can be made from it. All that
will be needed is the outline of the back, and
the “F'’ holes.

The top and back are then marked out
from whatever patterns are to be used, and
sawed out with a scroll saw. They should
be cut out about a sixteenth larger +han the
finished size.

Then lay the piece down on the flat side,
and with the gouge, work roughly to the
shape. In order to get the right curves, take
¥our model and make patternsasin Fig. 1C.

hese should be made from a piece about

noivc r AL

Dy We AIC 01 We 4
Violin. Wi

ngs

The top of the violin is made from spruce,
but white pine ean also be used with good
results, if it has a fine grain.

For the back, hard maple must be used. 1
do not know of any other suitable wood for
this part. The sides and neck are also made
of hard maple. The top and back are prac-
tically identical in size and thickness.

The size of the piece required is 16 inches
long, 415 inches wide, and 134 inches
thick. Saw diagonally, as shown in Fig.
1A. This gives you two pieces one inch
thick on one side, and %4 inch thick on the
other. Plane and glue together the two
thick sides as shown in F iﬁ; 1A, be sure that
a perfect joint is made. The back is some-
times made in one piece, but never the top.

Only regular violin glue should be used;
ordinary glue is worthless for violin work.

It will be necessary to rig up some sort of
clamp to hold the top and back while glueing
this first joint. However, I will leave this
to the ingenuity of the builder.

After the glue has set 24 hours, remove
the piece from the clamp, and plane one side

'a Littlo Practise and Using Good

AUBUUGHLIVLS UY Iale \Fimy

three thirty-seconds thick. Four of these
are made, one lengthwise of the violin, and
the others crosswise at each end and in the
middle. The same are used for both top and
back. These curves are then fitted to the

ATTENTION! EXPERIMENTERS

Then’editon h‘;e receiv?dnso %nn lett?',s.
recen asking for more ‘‘How-To- e-It!
and *‘Constructor” articles, that they have
decided to give these enthusiasts their money's
worth in the August number. In the August
issue the How-To-Make-It, ‘‘Radio” and
“Constructor Departments” will be greatly
enlarged and a big bunch of mpp{ interesting
articles will appear. Here's just a few samples:

An Electric Locator for ore, buried pipes
or other metallic bodies with photographs and
wor! dra; of the apparatus. By
Victor H. Todd.

How to build a simple yet efficient air pump.
By F. L. Abbott, ) )

The construction of a small induction motor.
By V. Ray Grabholz. i .

Construction of a gasoline blowpipe. By
Fred W. Dickson. } .

A home-made rcfrigerating machine. By
Joha E. Gorrell.

240

www americanradiohistorv. com

piece you are working on, and worked down
as near as possible with the gouge, after
which it is scraped to a smooth surface and
final shaping. Broken glass makes fine
scrapers if regular scrapers are not to be had.

The piece 1s then sandpapered with No. 1
sandpaper until perfectly smooth, and cut to
exact size from the pattern. Finish both
top and back to this staﬁe.

The “Purfling” should now be put in.
The purfling appears as two thin black lines
running around the edge. Itisinlaid about
one-sixteenth of an inch deep. Purfling
must be bought ready for use; 1t is made in
both wide and narrow strle.

There is a special tool made for the pur-
pose of cutting this groove for the purfling.
See Fig. 6. owever, the groove can be
marked out with a pencil gage which one
can easily rig up. Then with a thin and
very sharp knife, cut car efully along the

UT MUV DULIUDIAS. VAL DUV OB VI OUIWM 8 YUYy vicuilavic

‘ood a Very ﬁuperiot Instrument May be Built.

lines marked. Make a little chisel from an
awl to plow out the groove. See Fig. 6.
The groove should be narrower at the bot-
tom; this will make a tight joint when the
purfling is prest in. The purfling must be
bent on the bendinﬁ iron same as the sides,
see Fig. 3A. It is then prest into the groove
and glued in. Care should be taken to make
the joints match perfectly, and in all, the
purfling will probably be the hardest job on
the whole violin. It is best to practise cut-
ting a groove and making a joint on another
piece before attempting the real job. After
the glue has set, trim down flush with the
rest of the surface.

Now we are ready to work out the inside
of the top and back. This is the most im-
portant operation as regards the final tone,
as such tone depends entirely on the wood
being of the proper thickness.

To begin with, it will be necessary to cut
from an ordinary piece of board, a recess
which will exactly fit the piece you are

(Continued on page 290)
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Home-Made Water Turbine

ERE is a description of a small water
turbine which any experimenter
can make. It is constructed en-

tirely of wood and will be found to be
very efficient. Be-
fore putting it to-
gether it is advis-
able to place the
wood pieces in a
tub of water and
weight them, so
that they stay
completely sub-
merged, where-
upon no swelling
will be noticed
when the turbine
is to be put into
actual operation,
and by cutting
and carving the
pieces, no further
damage from
warping of the
wood will result.
It is still better to
heat them in par-
afin wax until
thoroly saturated.
The wegiter has
-also found that
thoro impregna-
tion of the wood
with oil or other
waterproof mate-
rial, has a very
beneficial effect.
From two pieces
of maple - wood
board, 12"x117x1%, :

The aning Above Show How to
etc. Those Familiar With Foundry
of a Somewhat More Effici
Brass or White Metal.

Design of

cut the two end pieces of the turbine as
shown in Fig. 1. Both should be cut
clamped together so that they will be
exactly even, and a hole is drilled ex-

actly in the center of each for the shaft.
From another piece of plank, 12”x11"x
214", cut a piece exactly the same shape
and cut out the center portion to the
shape of a circle
as shown.
The center care-
fully hollowed out
shown, gives
an 8” hole and at
the top for the en-
trance of the wa-
ter, a 14" tapered
hole is drilled and
reamed which
gradually becomes
larger, so that the
entrance is 1” in
diameter, whereas
the inner end re-
mains 14”.

The outflow of
water is thru a hole

114” in diameter,

i

Fig.3

The

‘Which Can Be Found in Any

Build & Small Water Turbine Suitable for Attachment to a Spigot,

Work Will Probably Take Pleasure in W

t Turbine and Then Having the Various Parts Cast Kither from Iron,

Small Water Turbines Sold on the Market Have a Very Effective Rotati

Member, the Buckets Being Hollow and Sglit in Two Halves, the Same as in the Pelton Water Wheel,
the Toxt-Book on the Subject.

drilled tangential-
ly into the bottom
of the case, whose

> construction has
rig.5 been clearly de-
r.— 2 scribed.
=£l_l We now have
R to make the ro-
/794 tor Fig. 6. Its ba-

sis is the block of
wood, Fig. 3. On
its perifery are se-
cured eight pieces
of iron, Fig. 4, for
wings or paddles,
2Il x 3" x 1 .'I

Out the Design

An Electric Oven for the Laboratory

N electric oven is one of the most
A useful things that one can have, espe-

cially if it is desired to do analytical
work. They enable the operator to maintain
steady temperatures at any point desired
and for drying precipitates and prepara-
tions, they are almost indispensable. But
the price 1s usually prohibitive to the ama-
teur, and he must get along without one.
Following is a descrirtidn of how I built
my own oven at a total cost of eight dollars.
It has been in continuous use for several
months and is giving me good service.

pr A ey e i o oohar u;‘.uLmrywty but_the
oW, 0! u
Method of Building One Here Descri by Mr.
Shank B; Such an Oven Within the Reach of
Practi Every Experimenter’s Pocketbook.,

By J. J. SHANK

Secure a small, double walled oven, with
a glass in the door, such as is used with an
oil stove or gas plate. Mine is an Elgin
Pet, No. 8 It measures eleven inches deep,
eleven inches high, and twelve inches wide.
Have a tinner put t.vo small necks of sheet-
iron on it as shown in the drawing. These
are for thermo:neters or other fittings. Pack
the space between the double walls with a

stiff mixture of fire-clay and scrap asbestos, .

mixed to a stiff paste with water. Remove
the glass from the oven door and pack the
crevices with the mixture. Then press the
glass back in place and fasten it. Be sure
to pack all crevices well, as the steady tem-
peratures desired can only be obtained with
proper insulation. A piece of strong asbes-
tos board is cut to fit the bottom and four
binding posts are fastened to it as shown,
for the ll:eating coils. The two shelves are
covered with 3/16-inch galvanized wire
screen. This allows circulation and is a
good support for crucibles and the like.
The coils are fastened in place in the board
and the wires led out at the bottom; be
sure to insulate them from the oven. Their
ends are fastened firmly to the binding posts
and two porcelain cleats are placed under
them to kcep them raised from the bottom.
This insures better circulation. Nail four
pieces of wood together so as to form a
square mould, one inch deep and thirteen
inches on a side. Fill this with fireclay
mixture and place the wires from the coils
in it before it hardens, and set the oven
on it. Fasten down with stove bolts before
the clay dries. It is well to put the wires
in glass tubes before putting them into the
clay. The heating coils were made by the
Majestic Electric Development Co., and are
of the type used in their electric heaters,
Majesticc No. 7. They cost two dollars
apiece.
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In the diagram Sy is a d.p.d.t. switch on
the line, Sz is a s.p.s.t switch which en-
ables the operator to cut out one of the
coils. C; and Cp are the coils and the
black bars are the cleats. R is a variable
resistance. At present I am using a water
rheostat. Details of its construction are
shown in figure 4. I used two half gallon
jars (stoneware) connected in series. Sul-
furic acid is added in small amount to
water for the electrolyte.

Diagrams Given Above Show the Constructional
Details to Be Followed in Building the Electrically
Heated Oven. It is Best Perhaps to Purchase the
Electric Heating Units, altho They Can Be Made of

Good Resistance Wire, Either of German Silver
or Wire, but It Is Best to Use a Special

Orxidizing Alloy Wire.

Non-
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Manipulation of Glass

By CHARLES S. WOLFE

A Glass Blower at Work. The Special 6 Ti
the Diagram Just Below. This Apparatus

Burner Illustrated Above is Shown in Detail in
oduces a Very Intense Heat and Operates with

Ordinary Illuminating Gas: the Flame Point is Formed with Air from a Blower or Compressor
Having a Pressure of from Eight to Ten Pounds.

Rotation. The glass must be ro-

tated from the time it enters the

flame until it starts to cool in the
annealing soot. And its proper rotation
can only be accomplished by knowing and
working the following system.

Glass work requires little apparatus.
Success depends on your personal knowl-
edge and dexterity, and that dexterity you
can acquire as the conjuror acquires his
deftness—by practise. 1 will go into
minute detail in order that you may intel-
ligently set about building up your tech-
nique.

By rotating the work in the flame you
succeed in evenly heating the whole cir-
cumference of the tube at the spot where

ou propose to-operate. This is essential

ecause gravity is constantly exerting a
pull on the tube, and as it softens under
the effect of rising temperature, it falls
out of shape, lengthens and gets thin.
Constant rotation overcomes gravity’s ef-
fort, and you must bear in mind that the
work will fall out of shape the instant
you allow the tube to cease its rotary
movement at any time until it has set.

Some of your failures are now ex-
plained. You paused to blow into the
tube, or to draw it out, or to push it in,
and—zingo! Rotation must be continued
while the tube is in the mouth, while blow-
ing, while drawing or pushing; in fact,
from the time it softens until the instant
it begins to harden again. And be sure
that it has started to harden.

From the foregoing you see a little of
what you are up against. We may now
proceed with the trick itself.

A glass tube has two ends. Both of
them must be rotated at the same speed.
Don't laugh. Sure, they’ll have to do that
as long as the tube is one tube. But when
she starts to soften in the flame, you have
what amounts to two tubes. And both
of them must rotate at the same rate of

speed.

HE first and most important word
in the glass blower’s vocabulary is

The tube is rotated by the thumb and
first finger of each hand. The remaining
fingers are used to support the piece.

The position of the hands is of prime
importance, and you must learn to assume

Arrs

Sroe Vew Gos

Top and Side View of Multiple Tip Gas

Burner Used in Professional Glass Blowing.

The Stream of Air in Each Burner Gives a

Long, Thin, Bluish Flame Seen Shooting Forth
from Each Burner.

that position automatically, and to keep
it without mental effort on your part for
periods on end, and thru many motions of
the arms. As, for instance, the bringing
of the open end to the lips. .

The left hand takes the tube with the
palm facing downward. The hand itself

-

is slightly bent at the wrist, so that it
points downward on a slant. The second,
third and little fingers are curled in under
the tube, it being held between them and
the palm. The exact amount of grip is
such that the tube is loose enough to be
turned freely between the thumb and first
finger. And fet it must be held firmly
enough that all the weight is borne by this
support, in order that the thumb and first
finger will have nothing to do but to turn
the tube over and over. The supporting
fingers must be so bent and the hand so
turned that the thumb and first finger can
be extended to practically their full length,
in which position they can do their work
with the least fatigue.

Now the right hand is held with the
palm turned toward the left, second,
third and little fingers slightly bent. The
tube is grasped between the first finger
and the thumb. See Fig. 1-A. It is al-
lowed to rest somewhat on the side of the
second finger. Its main support and rest,
however, i1s the portion of the hand be-
tween the first finger’s base and the thumb.

The first finger, and the thumb, of
course, do the rotating work. As with the
left hand, they are to be extended as
nearly their full length as possible.

So much for position. Now a word as
to the movement. Rotation is carried on
in one direction continuously, and not by
a series of reversals. Keep the tube
whirling in the one direction, which will
most naturally be away from you.

The tendency will be to cause the tube
to turn about half a revolution with each
twist of the turning digits, and this must
be fought against. You must build up a
rhythmic series of light touches, each one
of which moves the tube a little bit, and
which are to follow one another just as
rapidly as is possible while retaining the
rhythm. You will find that you can do
better work with this system with the tube
at slow speed than you can with big twists
and higher speed.

A few words of advice on the method
of applying the above. Devote so much
time—say an hour each day regularly—
each day as a practise period for as long
a time as proves necessary. This will vary
with the individual. All the impedimenta
you will need will be a length of tubing
of any convenient diameter. Use no
flame, but bend your effort to acquiring a
smooth and steady movement.

When you are able to do this perfectly
at a fair speed, take a Bunsen burner, but
do not light it. Place the work over this,
and_endeavor to keep the tube moving in
an_imaginary flame, taking care that its
height does not vary, nor its movement to
right or left.

Being proficient in this, you may at-
tempt what will probably prove your most
difficult maneuver, but one which you
simply must master. Heat your glass in
this imaginary gas flame, and without

The Accompany-
ing Illustration
Shows One of the

Hardest Things
to Accomplish in
Glass lowing,

that of Properly
and Continuously
Rotating the Tube
When Being
Heated _in the
Flame. This Mo-
tion Should be
Practised With-
out a Flame Un-
&il it is Made
Perfect.

ILLUSTRATING POSITION
FOR HOLDING TUBING

OIRECTION OR ROTATION _— ..

FIG 1-A

L R R
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ceasing the rotation—or varying the rate

—remove from over the burner, let the
left arm fall, raise the right, and bring
the tube’s right-hand end to the lips.
Don’t stop the movement. Blow in the
tube. Remove it, twirling all the while.
Bring it back to the flame several times,
and repeat. :

When you can conscientiously say that
you are proficient in this little stunt, you
are on your road to success.

Light your burner, and resume your
efforts where you gave them over in dis-
gust before. And—warning—even now do
not expect to succeed all at once. It is
true that you are master of the really
difficult part of your job, but you have
still to acquire several other bits of
knowledge—not dexterity—among which
we may mention the type of flame to em-
ploy and the ability to judge ocularly the
condition of the glass and the precise
blowing instant. .

Let us consider now a few experiments
in actual glass blowing.

A Glass Cigarette Holder

At the conclusion of this trick you ma
present your friend with the article. It
will be highly appreciated, rest assured.

Select a piece of tubing,* outside diam-
eter one quarter of an inch. Now the
exact diameter of the tube doesn’t matter
a bit, so long 45 it is somewhere near the
abci{e. It should have a moderately thick
wa

Begin by sealing one end of your tube.
You have your choice of two methods for
doing this, both quite easy. Holding the
tube at both its ends, bring the flame to
bear on a spot near one end, for econ-
omy’s sake as near the end as possible
without burning WMour fingers. Rotate
your tube, and as it softens, draw it apart,
discarding the little piece as scrap.

The end is thus sealed. You will find
that by carefully watching the glass in
the flame you will be able to engineer
things so as to leave the least possible
point on the end you want to work with.
As you start to pull, lift the tube free
from the heat, pulling gently. The idea is
not to pull it apart, but merely to start to.
Put it back into the flame, heating only
a very narrow spot, and let it burn apart.
Your tube should now be about six or
eight inches long. .

otate the tube with one hand in the
flame and bring it to a blowing heat. By
gentle blowing round off the closed end
nicely.

®Be sure to select or procure “new.” good
quality glass tubing; old tubing is difficult to
work with, as pointed out in the articles on
glass blowing by Professor Metcalf, which ap-
peared in this journal several years ago.

PFIG 5

As You Acquire a Greater Degree of Skill in
Glass Blowing, You will Undoubtedly Like to
Ana%yt the Blowing of a Glass Pipe Like
that Shown Above. me of These Pipes are
Wonderful Works of Art, Being Formed witn
Numerous Loops and Turns Along the Stem.

The next step is really easier to execute
than to describe. The idea is to blow an
egg-shaped bulb on the sealed end of the
tube. To do this you must get the spot
farthest away from the end the hottest,
so that when you blow it takes this shape
rather than a spherical one. A little prac-
tise will make this easy enough. It may
be well to point out that rotation must be
maintained constantly, even while blow-
ing, and that probably in spite of your
best efforts the tube will fall out of line
alarmingly. Don’t worry about that. You
have only to cease rotation for an instant
with the tube at the mouth, and gravity
will bring it back to shape for you. As
soon as it lines up, begin rotation and
blowing.

When you have the desired shape of
bulb, devote your attention to the narrow
front end of the bulb, allowing the back
part to become too cool to blow. Make
the front end very hot, and blow quickly
and with force. This will send out a bulb
of comparatively enormous size, and about
as filmy as soap bubble, which it greatly
resembles. Probably it will burst. On
first performing this operation the flaring

bulb and attending snap are likely to. |

startle you, but there is no danger.

To resume. Bring the film into the
flame. It will burn off or shrink, leaving
you with a bulb that resembles somewhat
the bulb of a thistle funnel. Now watch
your step a bit. Keep the bulb itself back
from the flame, bringing to working heat
only the edge just dealt with. Rotate it
constantly with one hand, the left, warm-
ing at the same time the metal handle
end or tang of an old file, held in the
right. Dab the hot file handle end or
tang on a piece of wax, draw the work
from the flame—whirling—and insert on
an angle the file tang. The softened glass

PIG 2

Another 8imple Novelty in Glass Blowing—a

Miniature Glass Duck. By Nipping off the

End of His Bill, and Filling the Duck with

Water, a Lot of Fun Can be Had by Blowing

on the Larger Opening, Which Will Cause a

Fine Stream of Water to Shoot Out Thru the
Duck’s Bill.

on the edge will press down into that neat
flange seen on test tubes, if properly done.
The figure will give you the idea of hold-
ing things at the proper angle.

Anneal your work by smoking it thoroly
and lay on an asbestos mat to cool. When
cool, finish by directing at intervals along
the tube a fine flame, allowing the glass
to become only perceptibly soft, the stage
when it pulls quite sluggishly. Draw
the ornamental constrictions shown in the
drawing, suiting your fancy as to the num-
ber of them employed.

It remains only to cut with the glass
knife, or file to the desired length of
holder, and to flange slightly the mouth-
piece end as you did the bulb.

If you feel up to it, you might next

attempt
A Glass Duck

This is a piece which must be tried to
be appreciated. See Fig. 2 When you
can execute it smoothly, you may safely
say that you are acquiring technique. Se-
lect a piece of tubing of the same stuff
you used for the holder. Twelve to four-
teen inches will be convenient length.
Seal an end as before.

Your point of attack this trip will be
about the middle of the tube, and this
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" fact introduces ‘complications. You must

rotate with both hands, which means that
at first one hand will get out of step with
the other, so to speak, and twist the soft-
ened tube hopelessly out of shape. I
can’t help you out much here. All I can
say is that it is a cinch once you have

. > =—"] A
{ ) B

> <

L

FIG 1

Successive Stages Followed in Blowing and
Forming Glass “Cigar. Holder” from a Piece
of Glass Tubing.

acquired the knack, and that you can se-
cure this knack by trying and failing and
trying again.

Now to our muttons. We have first to
blow a bulb of the shape indicated in the
drawing. By intelligently directing the
flame, we heat the top side a trifle more
than the under, and accomplish our object.

Having annealed, and cooled, we make
the simple bend that forms the neck,
blow the little bulb that is the head, and
draw the tubing out a bit at the bill

This pleasing little specialty is usually
cut off to allow a bit of the tube to pro-
ject at the tail, and by filling the bulb
with water and inserting the tail tube in
the mouth we are armed with an excellent
weapon for squirting water into the faces
of good-natured friends. Be quite sure
that the friend is good natured, tho.

Let your piéce de résistance be

A Glass Pipe

This requires no description, its con-
structional features being gleaned from
the drawing, Fig. 3, and the methods
employed the same as in the previous
crimes.

Other little novelties will doubtless sug-
gest themselves to individuals, and much
pleasure will be derived from working
them out.

Have a regular program for visitors
and your fame will spread.

What has been said in this article
is designed to lead to quick results and
cnable the interested reader to produce
real results with little practice. But
to become an accomplisht glass blower
is no trifling thing. Some people never
acquire the art. One great trouble is
that the tubing will draw out and get
thin when heated. If too much timec
is taken for an operation, the glass will
become opaque and is said to crystallize.
If the glass contains lead, the action of
the reducing flame will turn it almost
black. Finally look out for your fingers,
altho you can hold a glass tube within
an inch or even less of the place where
it is being heated, without feeling the
temperature in any way, a tube hot
enough to burn and burn badly, may
show no indications of heat. So be care-
ful about picking up any tubes from the
work-bench. -
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MaKking Radium Photos

The photograph shown at Fig. 1 is
not a South African “whatisit,” but an
X-ray picture of a design laid out in
barium sulfate. The design was first
drawn on an envelope holding the X-ray
plate, and then the barium sulfate was
sprinkled on it. The barium salt being
opaque, it cut off the rays. .

The illustration shown at Fig. 2 is
another fragrant fake. This was made¢
with the aid of a small spinthariscope
costing $1.00. This design was cut o
heavy lead foil and pasted on the out-
side of an envelope holding an ordinary
photographic plate.  Enough circles
were drawn on the pattern and num-
bered consccutively to take in the com-
plete pattern.

Then the spinthariscope was put on
the first circle for two days and 1noved
to the next, and so on until the whole
pattern was covered.

By looking closely you can see where
the rays from the radium in the spin-
thariscope have penetrated to a small
extent, even the lead foil.

This experiment was about fifty days
in the making,—and neither picture was
retouched.

Contributed by V. G. CLEMENTS.

FIRST PRIZE, $5.00

Fig. 1 Above Shows a_ Mysterious Photo Made
with Barium Sulfate. The Mottled Effect Is Due
to the Difficulty in S the Barium Salt

.

e
a $1.00 “‘Spi Design Was Cut
from Lead Foil and on the Outside of an

This Radium Photo Was Produced by the Aid of

" The as Cul

e
Eavelope Containing a Sensitized Plate,

“The Mysterious Egg”’

Take a good (or bad) egg and punch
two small holes in it. Then blow out all of
the inside. Next fill the egg with iron filings.
Then get a fair sized wooden box and saw
a round hole in it large enough to accommo-
date an aluminum or brass pan. Procure an
electro-magnet and a small motor (electric
or water) and put the magnet on one side
of a rotatable wooden bar. The motor turns
the magnets round and round and as the
batteries connect to the magnet it will draw
the egg around also. . )

Some time ago there was described in the

SECOND PRIZE, $3.00

columns of Science & Invention a similar
device provided with two permanent steel
magnets, which were caused to pull two
painted iron bugs over a thin aluminum

The Motor Rotates the Electro-Magnet Mounted

on the End of an Arm in the Manner Shown, and

the Iron Filled Egg Is Pulled Around Over the Alu-
minum Sheet by the Rotating Magnet.

plate, on which a clock dial was painted.
The mechanism was arranged with clock-
work, so that the outer bug indicated the
minutes, and the inner bug the hours.
Contributed by LUCIUS M. TURNER.

A Simple Vibrating Rectifier

I had occasion to use a

Some time a|
%gr charging small storage

small rectifier

|
| SS—— 1171
Stocage bantery

A Simple A. C. to D. C. Rectifier for Experimenters.

THIRD PRIZE, $2.00

batteries and ‘‘building up” several six
volt batteries. In view of the fact that
other experimenters may at some time or
other need something like the above men-
tioned rectifier, I am describing it herewith.

On a rather heavy bell, separate the con-
nections between the two electro-magnets,
so0 as to give two separate, individual units.
Connect a condenser across the vibrator
arm and the adjusting screw. A condenser
of about one-half M. F. will answer the
purpose. A rheostat is now connected into
the circuit as shown in the diagram, and
the other connections are made as indicated.

The operation is as follows: Owing to the
action of the direct current in the D. C.
magnet, one end of the armature A, will be
permanently of north polarity; and since
the A. C. magnet will alternate with the
alternations of the current, the armature
will vibrate in step with the A. C. input.
This allows for contact, in such a way that
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a pulsating direct current will be obtained.
Adjustment for the D. C. magnet is made
by the rheostat, which should allow this
magnet to have approximately the same
strength as the A. Cp magnet.

Contributed by A. H. MATHEWS.

PRESERVING SLICED SWISS

CHEESE.

Swiss cheese when sliced, is ordinarily
difficult to preserve fresh and moist. As
commonly kept by housewives, it rapidly
dries out, becomes hard, curls and turns
a deep yellow. Placing it in the refrig-
erator fails to overcome this process of
deterioration. The one provedly effec-
tive method of preserving its original
freshness, etc., is to keep the slices con-
stantly wrapped in a damp sheet of
white linen, except during actual eating-

time.
Contributed by C. NYE.
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Interesting Chemical Experiments
By O. IVAN LEE, B. Sc.

“Fireless” Smoke

HE old proverb “Where there's smoke,

I there's fire” is far from being a reli-

able - one, because to the chemist
smoke without fire i3 a not infrequent oc-
currence. To those not so familiar with
chemical facts, the appearance of rolling
clouds of-white smoke without any vestige
of flame or heat is always a bit perplexing
and savors of the mysterious. But first, let
us take a moment to consider what smoke
is. It may be looked upon simply as a
multitude of very small particles of solid
matter suspended temporarsly in a gas, usu-
ally air. There is no such thing as per-
manent smoke. You can't put it in a bottle
and keep it, for sooner or later the solid
matter will settle out from the air which
supports it. For similar reasons, it is im-
possible to have smoke in a vacuum such
as exists in an electric light bulb, for since
there is nothing in a vacuum, the particles
of which the smoke is composed would fall
down instantly. Of course there are a few
colored gases, such as the deadly greenish
yellow chlorine which the Germans let the
wind blow over the defenseless Canadians
in Flanders, but it is not correct to refer to
such colored gas-clouds as smoke.

Any chemical action, then, which will
form a solid substance floating in air will
give the effect of smoke. Naturally, this
condition can best be brought about if the
two chemicals which are to combine or
react are themselves (invisible) gases. Am-
monia is one such a gas. Ordinary ammonia
is a solution of this gas in water. When the
ammonia water is heated or even exposed
to the air, the invisible ammonia gas goes
out of the water into the air and makes its
presence known by its piercing smell. Since
ammonia is an alkali, it will easily combine
with an acid to make a solid salt. It is
only necessary, then, to make smoke, to find
an acid which is also a gas. Fortunately
there are two that are easily obtained.

Trigger Plunger,

- Ammonia

Paraffine

+Acid

With This Simple Apparatus Great Clouds of White
Smoke Can Be Produced. It Makes a Very Striking
and Mysterious Experiment

On a clay saucer such as is used for
flower pots place some pieces of sulfur or
some flowers of sulfur and set it burning.
It will burn with a pale blue flame and
choking but invisible fumes. These fumes
are sulfurous (not sulfuric) acid. Now
place the saucer on a little block of wood
placed in the middle of a plate or pie-tin
and pour some strongammonia wateraround
it, in the plate. Instantly white clouds of
smoke will arise around the saucer until
the whole resembles a smoldering pile of
leaves. To show that it is the fumes of the
sulfur and not the flame that is necessary
to make smoke, repeat the experiment, but
first extinguish the burning sulfur with a
piece of asbestos followed immediately by

pouring in the ammonia as before. The
same white smoke will be produced, altho
now there is no flame. The effect can be
made much greater by placing some muriatic
acid in a saucer instead of using the fumes
from sulfur. This acid is much stronger
than sulfurous acid, and its fumes with
ammonia are very dense, white and volu-
minous.

After you have thus become familiar with
smoke, ammonia and muriatic acid, you
can startle your friends with the following
experiment:

Place a thin glass tumbler on a table and
pour in about half an inch of muriatic acid
without pouring it down the side of the glass,
and without spattering any inside. It is
not difficult if you pour smoothly from the
acid bottle without letting the acid gurgle
as it comes out. Now melt some parafhn
wax (not too hot) and pour it down the
side of the glass very carefully until there
is a layer about an eighth of an inch thick
floating on the acid. When the wax gets
hard it will seal the acid underneath com-
pletely. Blow out any acid fumes which
may still be in the glass above the wax and
then pour in about an inch of strong am-
monia water. Over the top of the glass,
place a tin baking powder cover with a hole
in it about an inch in diameter. Nail a
short round stick about eight inches long
and half an inch in diameter perpendicular
to the end of a flat stick about a yard long
and an inch wide. When your audience is
gathered, carefully insert the end of the
round short stick thru the hole in the tin
cover over the glass, and using the long stick
for a handle, give the end of the short stick
a quick push downwards against_the wax.
There will be no flash and no noise, but a
huge cloud of dense white smoke will puff
up like a ‘“‘jack-in-the-box’” and you and
your friends will experience all the thrill
of seeing an explosion close by, with the
disagreeable features eliminated.

Synthetic Perfume of Lilac

HE preparation maybedivided into two
operations (a) the transformation of
common oil of turpentine into terpin(b)
the transformation of terpin into terpinol.
To prepare terpin put one pint of oil of
turpentine in a quart bottle. Three-fourths
of a pint of alcohol 80 per cent is mixed
with it, and one-fourth pint of nitric acid is
slowly added to the mixture, which is left
several days, until crystals are formed.
These are collected and dried with blotting
paper. To get the full amount formed, one
should wait over three months; but, for
experimental purposes, such a delay is un-
necessary.

To transform odorless terpin into fra-
grant terpinol, set up an ordinary distilling
apparatus consisting of a one-pint flask,
delivery tube and condenser. Fill the flask
half full of water. Put two or three spoon-
fulls of terpin in and the same amount of
sulfuric acid. -

As soon as the liquid boils, a delightful

By GLENN SLOVER

scent fills the room. Distil until no more
terpinol passes over. If any water has dis-
tilled over, a layer of liquid terpinol will be
found on top of the water and can be easily
removed. The fragrance is extremely
strong, while the essence is warm, it becomes
much more agreeable after it has cooled.
Some odoriferous plants, such as marjoram,
contain terpinol in their leaves, but the ex-
traction of the essence from such sources is
always much more expensive than its
synthesis with oil of turpentine.

AN EXPERIMENT IN INSTAN-
TANEOUS CRYSTALIZATION.

Dissolve sodium hyposulphite in 15 cc.
of water to saturation, by heating, and
pour the solution slowly into a clyinder
which has been warmed in boiling water,
filling the same about one-half full of
this solution. In another beaker dis-
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solve sodium acetate also to saturation in
15 cc. water, heat gently till all is dis-
solved. Pour this solution slowly on
top of the first in such a way that it
forms an upper layer, without mixing
the - solutions. The two solutions are
then covered with a thin layer of boiling
water and allowed to cool.

Lower into the cylinder a wire, at the
end of which is fixed a small crystal of
sodium hyposulphite. The crystal tra-
verses the solution of sodium acetate
without causing trouble, but crystaliza-
tion immediately takes place as soon as
it touches the hyposulphite solution.

When the hyposulphite solution be-
comes crystalized, lower in the upper
solution of sodium acetate, a small crys-
tal of the acetate suspended by another
wire, and this will crystalize immediatcly
as did the hyposulphite solution.

Contributed by H. J. RUNDT.
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Chicago Police Use Radiophone

SHORT time ago a new scheme

for organizing the police systems

of the larger cities was inaugu-

rated in New York City, with the

demonstration of the advantages

of inter-city radio-telephone and telegraph.

Now we learn that the city of Chicago has

arranged to install an elaborate radio sys-

tem to aid its police department in their
war on crime.

A $12,000 radio plant of the very latest

type has been Installed on the roof of the

The accompanying illustration shows how
wonderfully a radio system can extend and
speed up the activities of a police and de-
tective organization. Suppose for example,
that a rifle or other squad of police or de-
tectives are greatly outnumbered in an en-
counter with thieves, or that they are badly
cornered, with the chance of being anni-
hilated; they can, with a good police radio
system in operation, set up a small pocket
wireless set and flash headguarters for help.

Not only this but with a portable and com-

ct transmitting and receiving set such as
1s available today, emrloying a wire clothes
line or else some insulated wire spread out
on a roof or hung over the edge of a build-
ing, news of the movements of the outlaw
bands can be instantly communicated to
Headquarters; or again, from Headquarters
to the local squads who may be engaged in
the man hunt.

Patrol autos can easily be fitted up with
an efficient radio transmitting and receiv-

W aves v svavesve wmse aess vasceeen

The City of C! Has a Very Progressive and Wide Awake Police and There Has R« Been Installed a $12,000 Radio Plant of the Very Latest
4 .lgl dthoChl::’mCitym. This Will Be Used for the ::t;f Keeping the Police ent in Constant Wireless Communication With
Rifle Squads, Fire Boats, Fire Houses, Stations and Patrol Wagons

Chicago City Hall for constant wireless
communication with rifle squads, fire boats,
fire engine houses, Eolice stations and patrol
wagons. At first the terminals of the police
radio system will be equipt with apparatus
only for the reception of radio messages.

Mr. William G. Keith, Commissioner of
Gas and Electricity for Chicago, and who
proposed the adoption of radio in this man-
ner to aid the police department in their
work, said that he hoped ultimately to
have every policeman equipt with a com-
pact receiving apparatus, weighing but a
few ounces and capable of being concealed
under his clothing.

A Few July‘Radio
News’” Features

The Lyon Radso Statson.

By the Parss Correspondent.
Experimental Measurements and Cal-
culations. By P. F. Geagan
Throw That “B" Battery Away.

By Charles L. Whitney

How to Construct a Heavy Current
Transmstter for Radso Work.

By H. Marple

Radiatsng Eight-Tenths of an Ampere

With a Single J Tube. By A. H. Lynch
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ing set of small size, thanks to the present
highly perfected vacuum tube amplifiers and
undampt wave generators employing such
tubes—thus providing the police with a
scientific improvement which sheuld be of
inestimable service in many instances, es-
pecially in case of riots, racial fights,
strikes, etc.

The Fire Department of such a city as
Chicago will undoubtedly find the radio
system a great aid in their work, especialy
when used in conjunction with the police
system, as for example, when extra police
reserves are needed to keep the curious
crowds back and away from buildings liable
to fall, etc.

—
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The Radio Lullaby Is Here

Well, well, we never would have
thunk it, but the world is advancmg and
.we will be dingbusted if here isn’t the
"wireless baby carriage. This glorified

baby pullman, which was invented by a-

member of the Union College Radio
Club, at Schenectady, N. Y. has many
possibilities we believe. It seems that
the inventor had originally intended this
wireless receiving outfit for baby car-

tlnt duPrhn Sbjeet in Viev by the
Clnb or Nearby Amateur Wireless Stations. We Sugges
This Genius, 8o that wm ﬂn Bad

riages, for the purpose of picking up and
amplifying wireless telephone music
sent out by a station at his club, or by
amateur radio stations in nearby terri-
tory, so that whenever the kid who hap-
pened to be the lucky possessor of such
an outfit, started to cry and cut up the
music would soothe him. All nursey has
to do is to throw the switch and bingo,
out pours the wireless music which will
lull the irritant child into deep slumber
—perhaps? We presume that if said

Anti

In Italy the day is divided into twenty-
four consecutive hours so that a train leaving
at 13 o'clock, leaves at what we would
call 1 o'clock in the afternoon. We illus-
trate a dial which our correspondent pro-
poses to introduce for use on clocks. By
weighting the balance wheel or otherwise
modifying the construction, he proposes to
reduce the speed of the movement to one-
half its present rate, so that the hour hand
will take 24 hours to make its circuit. In
this way, each hour will count for two. If
a person wants to get up at 6 o'clock in the
morning, it will be according to this clock,

& Member of the Union Loliege Xaaio Liup o dcaenecaay, IN. X.

Man Tries to Sted
via Radio, Such as ‘‘Come Quick

youngster is. of German origin, nursey
should parade him in the vicinity of
German amateur radi6 stations, so that
he can be lulled to sleep by the music
he really loves, such as “What is
Kaiser Bill Doing Now” and “Every-
body Works but Bill”; if Turkish, then
Turkish stations should be cultivated;
if French, then French amateur sta-
tions, etc., etc.

1t deems

that the Radi

‘ as Shown
‘ " the “Whole e Contraption Will

As our able accomplice in editorial
criminology, the artist, has shown with
his trusty pen, there are many other
wonderful possibilities opened to the
wireless equipt perambulator—chief of
which, perhaps, might be mentioned its
utility in preventing kidnapping. By a
simple attachment, as shown in the
drawing, the radio apparatus on the car-
riage can be connected by means of a
mechanical trigger device to one of the
wheels, so that if a thief should start

www americanradiohistorv. com

Pnncdon 50 as to Send Ou
Bm Kidnapt. Just Past 42nd St. and Steenth Avenue,” etc.

pushing the carriage once nursey had
set the device, the radio apparatus would
instantly be set in operation. Then, by
means of the Sperry range predictor, a
couple of gyro compasses and a few
other dew-jabs, including an omnigraph,
the whereabouts of little Tweetums will
be found by the trusty radio amateur
who is always waiting in the offing,
ready to become a hero at a moment’s

Inventor was to Provide a Rndio Plck-uv Smem for S‘mlyinc B-by with Lullaby Music as Sent Out from the Radio

Baby Carriage Outﬂt be Develo te Furthcr
4 t S. OMuE o Cal!t:'

notice—for thanks to this radio device
it will become possible to flash out the
longitude and latitude and perhaps even
the names of the streets, as the thief and
the baby dash wildly down the avenue.
Of course little Tweetums was carefully
locked in with a couple of chains and
half a dozen Yale locks, so that the thief
could not lift him out and thus foil the
brainy inventor of this most remarkable
radio invention since the great Signor
Marconi flashed his immortal three dots
across the briny.

A. M. and P. M. Clocks

3 o'clock, and noontime will be 6 o'clock.
He draws an analogy between it and the
compass which we also show in diagram
where the north point, indicates midnight,
northeast indicates three AM., east indi-
cates 6 A.M., etc.

It is perfectly logical so to construct
clocks that the hour hand could go around
once for each 24 hours. How we fell into
the habit of splitting the day in two and
making our clocks according to this division
is not clear, and we presume that any at-
tempt to rectify the confusion incidental
thereto, is to be welcomed. There are few
of us, who in our use of railroad trains,
have not at one time or another, confused
the A.M. time with the P.M. time.

This clock, conceived by Edmund R.
Deering, a patent for which has been
applied for, would obviate any such danger
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Working Two Radio Watches atthe Same Time
By ARTHUR H. LYNCH

ONTINUOQUS wave telegraphy
1s unquestionably here for good
and there is a very natural con-

tention on the part.of some
: that the spark system is
doomed, if not to a speedy, at least to

an eventual demise. However, there are

certain uses to which spark transmission
may be applied which cannot be dupli-
cated by C.W. and it may be well to
stop here a moment and ponder.

For trans-ocean, which, nowadays
might better be termed “international,”
radio-communication, we find that the
interchange of thought is effected al-
most entirely by one form or another of
continuous wave transmitter.

Then we daily are brought to the
realization that C.W. is rapidly gain-
ing a very significant position in the
merchant marine. It will- be -remem-
bered that it has long held such a po-
sition in the communication service of
the U. S. Navy. Arc-and tube trans-
mitters are rapidly being installed and
in some cascs are actually' supplanting
the spark sets on some American ves-
sels. - This tendency toward arc trans-
mission is most apparent in vessels
under control of the Shipping Board,
which, in a great mcasure is responsible
for the interest which has lately been
stimulated in this type of apparatus, due
to some very remarkable results hav-
ing been obtained. :

Vast Difference in Operating

The methods used for the most satis-
factory reception of C.W. cannot be
satisfactorily employed for spark recep-
tion and vice versa. Of course the arc

wave modulated by the chopper, and
the tube wave modulated by a buzzer
or other method, can be picked up on a
crystal or other rectifying detector, but
there is a decided loss of efficiency.
Here we find two directly opposite
and equally important conditions; one

)
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favorable to C.W. and the other favor-
able to spark transmission. Let us first
consider” the C.W. For strictly com-
munication purposes it is preferable to
spark, even tho it is not capable of
equal range—speaking of modulated
C. W. and spark of equal power ratings
—because the emitted wave is very much
sharper and does not cause interference
such as is experienced when spark is
used. When like power is supplied to a
C.W. transmitter and reception is car-
ried on with a receiving equipment, de-
signed on the heterodyne or autodyne
principle, the range is found to be very
much greater for the continuous waves.
The tuning is similarly very sharp.
And study of the existing methods for
the production of radio waves by the
spark method brings us to a considera-

tion of the system gencrally conceded -

to be the most efficient, namely, the
quenched-gap. Here we find a system
which is still well within the law, but
which can be made to produce a very
broad wave if it is desired. Where we
have a combination transmitter, where
both the quenched and rotary gaps are
available, such as is the case with the
Navy Standard sets placed on many
merchant marine vessels while under
Navy control, the use of the rotary
permits even a broader wave.

There are two conclusions to be
drawn from these operating character-
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istics and they are that the C.W. is un-
questionably the more suitable for ordi-
nary communication, because there is
much less possibility of “jamming,” and
the spark is much more suitable for dis-
tress work, where it is desired to send
as few signals as possible and have
them reach as many stations as are in
range simultancously. In such instances
the more interference the vessel in dis-
tress can produce, the better are her pos-
sibilities of securing aid before her radio
is rendered useless from one cause or
another.

Where communicatiéon is carried on
by the C.W. method, a very close watch
must be maintained, if all calls are to
be heard and vessels must be very ac-
curately tuned, especially as regards
their calling wave. In order to aid the
arc stations in communicating with one
another the Federal System has placed
a variometer in series with the antenna,
so that the operator may slightly vary his
emitted wave while transmitting, so as
to be heard at the station of destination,
if the two stations are not in perfect
resonance.

Another consideration is the radio
beacon. During thick weather a con-
ventional signal from a station of this
character is used to guide vessels on
their otherwise blind ways, and is used
in conjunction with the radio compass,
designed especially for shipboard use.
The radio beacon station is the direct
reverse in action of the radio compass
stations, now in use at many places
along our coast line. Would it be more
advisable to have these beacon stations
transmit undampt or moderately dampt
waves? There arc some very good
arguments on both sides of this ques-
tion, but the author is of the opinion
that this is one place where the spark
will always hold its own.

In our endeavor to perfect our com-
munication systems, it is undoubtedly
worth our while to remember that, tho
radio is a very potent aid to our na-
tional expansion from a commercial and
economic standpoint, the strongest rea-
son for it being adopted is the safcty
factor it affords. There are many
ships now carrying radio apparatus for
the sole reason that it is required by
law, even in the face of the many in-
stances which have proven very defi-

"o
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nitely that it is more a question of “Can
our vessel afford to be without it?” than-
“Can we afford it?” T
(Continued on page 280)
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Toy and Physical Culture

Apparatus
(No. 1372,351. lIssued to Amy L.
Hurlstone-Jones) .
This is a very ingenious device; it
will give a child plenty of fun and at

the same time will develop muscles.
It consists of an animal's head, carried
on a flexible neck, ¢ ining one or
more springs, and secured to a board,
or leather or other suitable material,
and provided with straps so that it can
be fastened to the back of a chair, the

another child. By tugging at the reins
the animal's head will move, dependent
upon the pull and it may be so.ar-
ranged, that the horse’s head will give
- forth a neigh resembling that of the
animal. " In the modified
the head may be mounted
upon a nursery hobby-horse. "

- Boat Race Game
" (No. 1,373,679, Issued to Charles E.
-Silkworth and Amos P. Silkworth)
[ This is a very interesting game,
whéreby a boat race is featured and
the winner of course gets the prize.

tly

‘There is a circular piatform upon which
are mounted bcats suitably pivoted to
allow them to keel over imitating the
regular vessels. A marker boat fcr the
starting and the stopping position indi-
cates the winner. When an electric
fan is turned on the boats race round the
course due to the action of the fan which
causes air currents sufficient to rotate
the platform. After a short while the
current is turned off and the boats
come to a rest, the vessel nearest the
marker being the victor. The entire
device may be mounted within a hood,
and covered by a glass, 8o that the fan
is concealed and colored lights and sig-

nals greatly enhance the effect.

. irplane
(No. 1.376.3%;{1) Issued to John
Ziegler)

This multiplane, or combination
multiplane and double bi-plane, pro-
vides for very large maintenance plane
surfaces, located in spaced relation, one
above the other, so that they engage
the varying strata of air for sustaining
the plane. It stands to reason that 2
plane of this type may be built very

large and of large carrying capacity.
It is provided with stabilizers in con-
nection with the opposite edges of each

[ .for maintaining the equilibrium

foothold of a perambulator or even to |

-construction 1

and a portion of each plane serves as
an aileron. The motors are pl 8o
as to bank the air between two different
planes on two different levels.

these plates are placed near mirrors,
preferably made to stand at right angles
to each other and at 45 degrees to the
plates. There is a head-piece thru
which the observer looks, similar to

Re ing Files the head-piece of a household stereo-
(No. 1,372,170. lssued to Sidney 8cope, except that it has no lenses.
Thomas Judd)

This process, for which a patent has
been granted, will enable anyone to |
easily sharpen files and rasps. It em-
ploys a high tension electric current
on a high tension circuit, the spark |
length of which in air is equal to the
length of the file or rasp, and the dura-
tion treatment in minutes is cqual
to the average length of the files in
inches. The files so treated are piaced
in an electrolyte, consisting ot a dilute
sulfuric and nitric acid solution, and it
makes no difference whether the files
are flat, round, square_ or three-
cornered. The files are first washed
and wire-brushed in a solution of lye,
80 as to clean off all the grease, and are
suspended from the anode, while some

‘This is mounted 8o as to slide back and
forth as desired and hold any assigned
position, and a partition prevents the
observer from seeing the left mirror
with the right eye and conversely.

Sigmlin System
(No. 1,360,781. Issued to Theodorc
Willard Case)

Signaling by means of ultra-violet
and infra-red rays had become quite
an important factor in the recent world
conflict. Mr. Case has here secured a
patent upon such a method. The light
rays, mentioned above, are ordinarily
invisible, and may be projected from an
incandescemt bulb or from a search-
light. If it is desired to transmit only
the infra-red rays, a screen of smoked

ass of suf..ci nt thickness is placed in
ront of the searchligcht. A shutter al-
lows for the projection of the ray, which
is tocust upcn a reflector, which in
turn has in its focus a photo-electric

other suitable cathode is inserted into
the electrolyte. The latter may be
composed of three-quarters of a part of
pure nitric acid and one and one-quarter
part of sulfuric acid in nine parts of

water. The secondary of the transfor-
mer is then adjusted so that if a 10 inch
file is to be resharpened, it will give a
10 inch spark and the duration of time
for treatment is 10 minutes.

Current Density Indicator
(No. 1,374,918. Issued to Edwin Heil)

In the process of electroplating it has
been found that the best results have
been obtained by passing a given num-
ber of amperes per unit of surface thru
the cathcde formed by the articles being
plated. For example, in nickeling, &
amperes per square foot of surface may
be consilered highly effective, but due
to the irregular contours of the articles
to be plated it is often difficult to prop-
erly estimate the amount cf current
Pm'f,'f th-u the bath per unit of sur-
ace of the g>ods, even tho ammeters are
connected 11 the circuit. The inventor
of this curr:nt density indicator pro-
vides an am neter specially calibrated
and connects the same to a hook on
which is susp:nded an electrode having

cell. In series with this is a pulsation
generator, comprising a vacuum tube
or bulb, or one filled with nvon, argon,
helium or other suitable gas. di-
narily no battery current will flow
across the two platinum elsctrodes in
this pulsation generator, but upon ac-
tion cf the infra-red rays upon the
phot» sensitive cell, a circuit i3 closed,
causing an audible note in the telephone
receivers. -

Severing Sheet ‘Glass
(No. 1,373,533, Issued to Harry G.
Slingluff)
In some of the large glass companies
sheet glass is produced in one long con-

been found that the diamond or roller
cutters do not answer the purpose, as
well as would be desired, when it be-
comes necessary to sever this sheet into
smaller pieces. So the inventor of the
above patent has devised a very clever
process and apparatus whereby glass
may be cracked evenly. This consists
of a pair of bars on opposite sides of
the sheet which are connected together
by means of U-sha members, to
the inside of which members are fixt
electro-magnets. These bars are also
provided upon their inner sides with

a determined unit of surface. In this
manner he is able to determine imme-
diately by direct reading the current
strength per unit of surface plated.

X-Ray . Stereoscope
(No. 1,373,847. ls.su?l to Harry F.
aite

The usual X-ray apparatus enables
physicians and others, who use X-ray
plates, to obtain a reading from the
plates, but in order to get a correct and
adequate representation, some kind of
stereoscopic effect is of importance.
The stereoscopes heretofore used have
been rather hard to adjust, because of
the fact, that the observer must hold
a certain ition wherein he obtains
the relief effect. In this improved form
two lanterns illuminate their respective
plates with an even illumination, and

asbestos strips and upon the inner sur-
face of said asbestos strips, resistance

wires are The operation of the

tinuous piece, but it has very often ~

device is simple. Current is sent thru
the windings of the electro-magnets,
which causes the to come in close
contact with the glass. Current now
heats the resistance wires on both sides
and also_heats the glass along the line
of the wire. The operation at no time
is stopt, in that the apparatus moves
upward at the same rate of speed as
the glass, being held in the fixt position
by the electro-magnets. When the cer-
tain predetermined limit is reachéd the
current is automatically turned off,
and a jet of cold air is shot toward the
glass severing it evenly.

Tooth Brush

(No. 1,369,966, Issued to Arthur
Cosens amd Thomas Richard Peden)

These two inventors have secured a
patent upon a tooth brush, the con-
struction of which is such, that the
teeth may be effectively cleaved by al-
ternate up and down rotary movements
of the brush. The brush is formed con-
vex or round in shape and the bristles
upon the surface conform substantially
to the contour of the teeth. Upon the
handle an elongated ball-shaped por-
tion is provided so that it can be gript
by the fingers, which ball shaped por-
tion may be grooved to provide fcr a

(e l————

better grip and enable the operator to
brush his teeth b/ rotating the bristles
of the brush.

Monocycle-Vehicle
(No. 1,374,761, Issued to Carlo Po-
milio)

This iz a new monocycle with which
one should be able to travel over open
land destitute of roads, and if desired
the device can be converted into a war
machine. It is shaped as a large roller
or hollow drum of great diameter and
of a width sufficient to house the driving
plant, the materials to be transported,
passengers and crew along with the
necessary guns, if in war-service. There
are two ways of obtaining the forward
mov t t displacing a heavy
center mass, causing the weight to
constantly ascend and climb on an inner
surface of the roller and by this dis-
placement to produce the forward
movement, or the motor is dircctly
geared to the roller and suspended from
within the drum hanging like a pen-
dulum fr. 7 a larze hollow shaf§. The

engine drives a couple of pinions which
mesh with two toothed crown gears,
provided on the cheeks of the drum.
The arum itself is shaped in such a
manner that its face will be curved, and
when it is desired to turn a corner a
heavy weight suspended on a cross bar
inside is shifted, causing the vehicle to
tiit uver and hence cxecute the tumn.
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- Home Fire Extinguisher
N every home where there is fire
there 1s danger of fire; and where
there is danger of fire there should
be a dependable extinguisher of
some kind. Most extinguishers
offered the public today are too expen-

sive. Most people appreciate the im-
portance of having a means of prevent-
ing and fighting fires, and will gladly
buy an extinguisher for the home and
business, when somecone invents one
that can be sold at one dollar.

A reliable cxtinguisher that can Dbe
sold at a profit for one dollar, could
easily be made with crude carbon-
tetrachloride as the filler, which is ob-
tainable, by the fluid-pound, from any
wholesale drug company. This scien-
tific chemical fire-killer can be prepared
and packed in eight ounce bottles for an
average of twenty-five cents cach.
Eight ounces will be sufficient to put
out most fires if applied before it has
gotten beyond control. Retailing same
at one dollar per hottle will enable the
manufacturer to sell it thru house-to-
house agents, allowing them about
1006 profit and stil leaving a good
margin for the supply house.

A small classified advertisement for
agents to sell this extinguisher should
bring considerable replies from can-
vassers who would gladly represent you
in their respective territory. Spcctalty
agents seldom ask for credit, and it is
this cash-in-advance busincss that en-
ables the manufacturer to, start and suc-
cessfully operate a small factory, be-
cause he can turn his capital over so
quickly. There arc several good agents’
magazines that will connect you with
live canvassers for this extinguisher
proposition and for others that you may
add from time to time. But just at
present an economical fire extinguisher,
as above described, should prove espe-
cially successful if properly handled and
advertised. Carbon-tetrachloride can
also be used as a drv cleaner of cloth-
ing with splendid results.

Improved Water-Wings
For several summers, swimmers have
been using the lung-exhausting cloth
water-wings, that are secured under
the arms. For the beginner there is no
doubt about the merit of a teacher, or

By JAY G. HOBSON

rather a means for supporting the body
in the aqueous substance; but the pres-
ent form of buoys seem very clumsy to
me. In the first place they continually
lose air and in the second they inter-
fcre with the motion of the swimmer,
besides failing to even the body in mo-

tion as it should
do to instill the
confidence neces-

sary to make the

The ‘“Water
Wings Which
Youngsters and
Grown-ups u s e
Every Summer
‘Whil

ing to Their Size
and Position
When Womn.”
The Author Sug-
ests an
hamber Made
Like That Shown
So That the Swim-
mer Has Perfect
Freedom to Strike
Out With the
Arms.

layman  self-reli-
ant when alone.
My idea of an

A Novel Idea for a Fly Trap Is Here Given by the
Author. The Fly, After Ea the Poison, Falls into
the Disinfectant Solution in the Bottom of the Vase

cfficient  teacher

and a buoyant de-
vice will be seen
the

accom-

E ee Cool
Straw Hat? No!
The Author Sug-
ests That Small
ir Tubes Be
Placed Between the
Llyers of _Straw
and Thus Provide
a Positive Air Cir-
culauon Syltem,
h Will Make

the Stuw Hat

Really Cool

in

panying illustra-
tion; it is con-
structed of a long,
rubberized tube
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" What to Invent

with an air injection valve for filling; it
is only long enough to reach from the
neck to the hips, and worn over the
spine which is the center of balance in
the water., Being elastic it permits
bending with the body’s motion. Being
about three inches in diameter and as
long as the torso, it will offer less re-
sistance when swimming, and will also
allow the user to swim in any position
desired—with safety.

An Artistic Fly-Trap

I believe an extensive market could
soon be obtained for an improved fly-
trap similar to the one pictured here.
As will be seen, this vase-like trap has
a peculiar cupola above the opening,
which is intended to serve as a landing
place for the flies. A poisonous sub-
stance is spread on the pad underneath
the cupola. ‘Inside the vase-