
irritating. But what are they doing 
to eliminate it? 

In answer to that question, Harry 
Ommerle, CBS -TV program direc- 
tor, told BROADCASTING TELECAST- 
ING that "We police it in every 
way possible through viewing the 
script before airing. In most cases 
it's the ad lib that gets across and 
on the air." 

Although he considers such mer- 
chandising sometimes helpful "if 
wisely tied together," Guy Della 
Cioppa, CBS Radio vice -president 
in charge of network programs, 
Hollywood, declared that in gen- 
eral the network "does not endorse 
such broad programming prac- 
tices." 

"When a national manufacturer 
rides free plugs it is bad for ad- 
vertising," he said. "However, 
every case should be individually 
considered and all within the realm 
of good taste. It depends upon 
how far they go. All free plugs 
are watched very carefully by 
CBS. 

"We are particularly against the 
type of insert plug used by well 
paid writers to derive added in- 
come or merchandise. We make 
every effort to eliminate them." 

Carl Watson, assistant manager 
of the continuity acceptance de- 
partment of NBC radio and tele- 
vision, reported that "by this time 
we have come to know the regular 
performers who are likely to drift 
away from a given 'business' in 
the script, and these are watched 
carefully." 

Additionally, he said, "scripts 
are screened beforehand and re- 
hearsals usually are covered to be 
sure that plugs are not placed in 
the show. Most performers know 
what is and what is not acceptable 
by now." 

Another network executive sug- 
gested the only real method of 
policing against out -of -taste plugs 
would be to restrict all trade -name 
gags to products which are also 
sponsors of regular radio and tele- 
vision shows. 

It also was brought out that 
the networks rely to a great extent 
upon producers and directors to 
keep an eye ou,t for unseemly 
plugs. At least one producer, it 
was learned, has warned perform- 
ers on his shows that any member 
who works an unapproved unre- 
hearsed plug into a broadcast will 
have his pay cut back to union 
scale. 

Venezuela TV Station 
PLANS for Venezuela's first TV 
station, scheduled to begin trans- 
mission this November, were 
divulged May 29 with announce- 
ment of a contract between Vene- 
zuelan Minister of Communications 
and an RCA international distribu- 
tor, Dr. Luis F. Jiminez M., presi- 
dent of Intelec S. A. New station 
is to be built in Caracas, with an 
RCA 10 kw transmitter capable of 
providing adequate intracity cover- 
age. To be operated by the govern- 
ment, the outlet will not carry com- 
mercial programs. 

TV Applications 
(Continued from page 71) 

ton. Consulting engineer Russell P. 
May, Washington. Applicant is li- 
censee of WXEL (TV) Parma (Cleve- 
land), Ohio. Principals include: Presi- 
dent Herbert Mayer (45 %), Vice Pres- 
ident Franklin Snyder, station man- 
ager of WXEL (TV); Treasurer Fran- 
ces Mayer (45%), and Secretary Alma 
Schmidt. Address: 85 Beachwood 
Ave., New Rochelle, N. Y. 

Existing Stations 
Change in Channels 

(The following stations request 
change in frequency as required under 
provisions of FCC Sixth Report & 
Order [BT, April 14].) 

WDEL -TV WILMINGTON, Del. - 
WDEL Inc., Ch. 12 (204 -210 mc), ERP 
316 kw visual; antenna height above 
average terrain 605 ft. Change from 
Ch. 7 (174 -180 mc), ERP 476 w. 

WHAS -TV LOUISVILLE, Ky. - 
WHAS Inc., Ch. 11 (198 -204 mc.), ERP 
316 kw visual; antenna height above 
average terrain 529 ft. Change from 
Ch. 9 (186 -192 mc), ERP 200 kw. 

WLWT (TV) CINCINNATI, Ohio - 
Crosley Bcstg. Corp., Ch. 5 (76 -82 mc), 
ERP 100 kw visual; antenna height 
above average terrain 670 ft., above 
ground 1,363 ft. Estimated cost of 
change $123,000. Transmitter RCA. 
Change from Ch. 4 (66 -72 mc), ERP 
23.1 kw. 

WLWC (TV) COLUMBUS, Ohio - 
Crosley Bcstg. Corp., Ch. 4 (66 -72 mc), 
ERP 100 kw visual; antenna height 
above average terrain 436 ft., above 
ground 569 ft. Estimated cost of 
change $155,000. Transmitter RCA. 
Change from Ch. 3 (60 -66 mc), ERP 
15.2 kw. 

WLWD (TV) DAYTON, Ohio - 
Crosley Bcstg. Corp., Ch. 2 (54 -60 
mc.), ERP 100 kw visual; antenna 
height above average terrain 508 ft., 
above ground 459 ft. Estimated cost 
of change $166,500. Transmitter RCA. 
Change from Ch. 5 (76 -82 mc), ERP 
16 kw. 

WGAL -TV LANCASTER, Pa. 
WGAL Inc., Ch. B (180 -186 mc), ERP 
816 kw visual; antenna height above 
average terrain 1,000 ft. Transmitter 
location to be near Hallam, York 
County, Pa. Change from Ch. 4 (66- 
72 mc), ERP 1 kw; transmitter, 8 

West King St., Lancaster. 
WTAR -TV Norfolk, Va. -WTAR 

Radio Corp., Ch. 8 (60 -66 mc), ERP 
100 kw visual; antenna height above 
average terrain 376 ft., above ground 
414 ft. Transmitter RCA. Change 
from Ch. 4 (66 -72 mc), ERP 24 kw. 

WTMJ -TV MILWAUKEE, Wie.- 
The Journal Co., Ch. 4 (66 -72 mcj, 
ERP 100 kw visual; antenna height 
above average terrain 908 ft., above 
ground 1,032 ft. Estimated cost of 
change $372,027. Transmitter RCA. 
Change from Ch. 3 (60 -66 me), ERP 
925 w. 

Tele -Q Patent 
PATENT for its system of cueing 
TV performers has been issued the 
Tele -Q Corp., New York, Tele -Q 
Sales Co. President Larry Merchant 
announced Wednesday. Tele - Q 
equipment was first used commer- 
cially in November 1950 and is now 
widely used in New York. 
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There's an RCA Tube Distributor just around the corner 
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See details in Tube Tips, June 
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