
Radio News for January, 1923 

Portable Broadcast. 
Stations 

2XNA and WJAZ, both gasoline go get 'em 

broadcasters that hunt their own, programs. 

GOES AFTER ITS PROGRAMS. Portable 
station 2XAZ picks up programs within a radius 
of 50 miles of station WGY and transmits them_ 
on a wave of 100 meters. The programs are 
picked up by WGY and rebroadcast. The two 
photos above show an interior and exterior view 

of 2XAZ. Note the antenna atop the Ford. 

WJAZ ON WHEELS. Two 
views of the Zenith portable 
broadcast station. It has a 
power of 100 watts, and trans- 
mits on a wave -length of 268 

meters. 
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SOMETHING novel in broadcast sta- 
tions is shown in the accompanying il- 
lustrations. WGY has its new pick- 

up stations mounted on a truck which can 
be driven to wherever an interesting event 
is to take pace. The portable station trans- 
mits on a short wave- length to the main 
station in Schenectady where the program is 
rebroadcast on 380 meters. 

The other portable station, WJAZ, is self 
tcontained in respect to antenna equipment. 
jamplifiers, batteries, etc. The station can be 

set up in the middle of a field without any 
other power supply than its own and with- 
out any supports other than its own antenna. 
mast. It operates indefinitely, especially since 
it is equipped with a complete gas engine 
generator charging outfit, which is able to 
charge the batteries while the outfit is in 
broadcasting operation. This feature is of 
special interest, as otherwise the period of 
operation possible would be rather short. 

The set is of 100 watts power and uses 
four 50 -watt tubes, two as oscillators and 
two as modulators. All the apparatus is 
completely panel mounted. 

TRUCK AND MAST 
The entire truck is electric lighted with 

spot lights: on the panels, as well as a num- 
ber of spotlights designed to illuminate the 
antenna mast which is of sectional type such 
as was used by the army during the war. It 
is 53 feet high. 

The antenna is extremely novel, consisting 
of four heavily braided copper. cables with 
extremely fine wire making them extraor- 
dinarily flexible. These wires are provided' 
at each end with snap hooks which are attach- 
ed to rings which fasten to two spreaders. 
Clips are provided on each spreader for con - 
nection purposes. 

The- battery supply is 24 volts with a total 
of 320 ampere -hours. This battery arrange- 
ment operates a 24 volt to 1,500 volt direct 
current generator which is equipped with the 
necessary filter system to eliminate hum. A 
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