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"Is that turbulence
or is my vodka martini

wearing off?"

30000 FEET
Air currents move
to a groovy beat.
Aircraft passengers
feel compelled
to either tap feet
or vomit.

i;h PIONEER
The Art of Entertainment

20,000 FEET
Due to changes
in pressure, clouds
form into the shape
of an enormous
phlegm ball.



15,000 FEET
Causes mild
incontinence in
migrating spar-ows
and high -flying
fruit bats.

8,000 FEET
Clear sound is
picked up on TV
antennas. Hot -oil
midget wrestling
preempted.

I3,000 FEET
Booming bass
fraruencies may,
disrupt Bigfoot
mating season.

GROUND LEVEL
Driver hits Play and

Pioneer car speakers
and subwoofers

immediately
respond.

Passengers

feel compelled
to tear off
shirts and

mosh in
backseat.

10-50 FEET
t Extreme sound

causes mek
slides and severe
paranoia in rodents.



- D.B. Keele, Jr., on the Studio/100

Audio Magazine/July '96

High praise for PARADIGM° REFERENCE

SPEAKER SYSTEMS...dedicated to providing

the highest standard of technological design
excellence, and deliver breathtaking

high -end sonic performance!

t(i;ith years of design expertise and a state-of-the-art in-house

R&D facility, Paradigm engineers and acousticians set out

to build the world's finest speakers, regardless of cost! The result

is Paradigm Reference...electrifying and eminently satisfying high-

end speaker systems that bring you closer than ever to the
live event!

And, while this stunning performance heightens the sheer
enjoyment of music, it is equally important for the best in home
theater sound, especially now with the arrival of digital AC -3.

We invite you to visit your nearest Authorized Paradigm Reference

Dealer and experience this astonishing new reference standard in
music and home theater sound for yourself!



Studio/20 Studio/60 Studio/80 Studio/ 100 Esprit/BP
Bipolar

Enlipn/BP LCR-450 CC -450 ADP -450
Bipolar Left/Center/Right Cane Channel Surround

PARADIGM® REFERENCE
THE ULTIMATE IN HIGH -END PERFORMANCE FOR MUSIC AND HOME THEATER''

Far mare irifinnano.
oi

it your auras, Aurhorivd Paradigm R(ware Dealer or write:
mAudloS,res. MPG Bar 2410, Niagara Fall, NY 14302 (905) 632-0180

/n Gouda Paradgm. 101 Hanlon Rd, Woadbdd6s ON L4L 3P5 (905) 850-2889

CIRCLE NO. 18 ON READER SERVICE CARD



SEPTEMBER 1996

411

VOL. 80, NO.9

THE EQUIPMENT AUTHORITY

Carver
Five -Channel
Power Amp
and Sonance
Powered
Subwoofer.

DEP\RTMENTS
FAST FORE -WORD Michael Riggs 6
LETTERS 10
WHAT'S NEW 14
AUDIOCLINIC Joseph Giovanelli 20
SPECTRUM Ivan Berger 26
CURRENTS John Eargle 32
FRONT ROW Corey Greenberg 38
MONDO AUDIO Ken Kessler 42

RECORDINGS
CLASSICAL 88
ROCK/POP 92

Cover Photographer: Bill Kouirinis Studio
Cover Equipment: Carver Premiere AV -705x five -channel
power amplifier and Sonance DL 1200 powered subwoofer.

Audio Publishing, Editorial, and Advertising Offices,
1633 Broadway, New York, N.Y. 10019

Subscription Inquiries:
Phone, 303/604-1464; fax, 303/604-7455

Lieditawry

Modern
Studio

Recording,
page 46

FEATURE
MIXING IT UP: THE MODERN ART

OF STUDIO RECORDING Daniel J. Levitin 46

EQUIPMENT PROFILES
CARVER AV -705X FIVE -CHANNEL AMPLIFIER Edward J. Foster . . 64
MIRAGE MBS-2 SATELLITES, BPSS-210 SUBWOOFER,

AND LFX-2 CROSSOVER D. B. Keele, Jr 70
SONANCE DL1200 POWERED SUBWOOFER Edward M. Long 76

AURICLE
POLK AUDIO SIGNATURE REFERENCE THEATER

SPEAKER SYSTEM Anthony H. Cordesman 80
MERIDIAN 565 DIGITAL

SURROUND PROCESSOR Anthony H. Cordesman 94

PI. \Y13 \
JENSEN RA 2040CLX CAR AMPLIFIER,

SRD SPEAKERWORKS VM-1 CENTER -CHANNEL SPEAKER,

AND APOLLO CKD SPEAKER STANDS

Jensen
Car Amplifier,
page 104

Sennheiser
Headphones,

page 26



Rotel Report 5

Ratel's RSP-980 provides Dolby® Pro Logic® and THX®
certified surround -sound decoding, video switching, and

audiophile quality preamp functions for two independent zones.

SYS"I EM BUILDING

Building Blocks for Home Entertainment

Are you a bit daunted by the choices involved in putting

together a high performance yet affordable home entertainment

system? We have a suggestion for you - Rotel.

Since 1963, we've concentrated on one thing: Building the

finest, most cost-effective audio and audio/video components

available. Judging from the praise we've received from reviewers

and magazines around the world, we've done fairly well at it.

Consider, for example, our RMB-100 power amplifier. It's a

single -chassis, monoblock amplifier, superbly compact in size and

elegant in style. But the real story behind this amplifier is its re-

markable power, clarity, and musicality.

An oversized toroid transformer increases efficiency and

minimizes noise. Slit foil capacitors enhance power supply speed

and purity. The unique dual complimentary differential input/

buffer stage (with balanced and unbalanced connectors) includes

remote turn -on to simplify system operation. The output stage

features matched pairs of MOSFET transistors that combine the

warmth of tubes with the punch and detail of conventional bipo-

lar devices. You'll hear the advantages in the subtle overtones of a

orchestral triangle or the whomp of a bass drum chasing a Fender

Strat across a rock concert stage! And, with 125 watts at 812 and

over 200 watts at 412, you'll have all the power you'll ever need.

The RCC-945 - convenience and performance
in a six disc CD changer

RSP-980 Processor/Preamp
We won't leave you hold-

ing the bag trying to control
all this power either. Our
RSP-980 provides all the
sound quality, convenience,
and system expansion capabil-
ity you'll probably ever need.

In the Rotel tradition, the
RSP-980 is built around a
multi -segment power supply
that provides ripple -free oper-
ating voltages thanks to high
capacity rectifier and regulator
ICs. Careful circuit board lay-
out assures that filter capaci-
tor banks are located near
associated active circuitry.
Analog stages benefit from
precision metal film resistors,
low ESR capacitors, and high
current operational amplifiers.

System flexibility? Seven
source inputs and an indepen-
dently controlled
Zone 2 output
allow you to
choose one
source for your
main system
and another for
remote rooms!

The Rotel
RSP-980 is an
ideal choice for
future system
expansion.
With Dolby
Pro Logic de-
coding, THX
certification, video switching
for composite and S -video
sources, and an on -screen dis-
play, the RSP-980 is fully
equipped to effortlessly take
you into the world of total
home entertainment. How's
that for painless transition?

"The Rotel RMB-100s deserve
serious consideration."

Dayna B., The Audio Adventure,
Vol. 2, Issue 2, Dec. 1995

RCC-945 6 -disc CD Changer
And, lest you forget that

convenience and quality ex-
tends throughout the Rotel
product line, take a look at
our new RCC-945 Compact
Disc changer.

The RCC-945 combines a
single -play drawer loader with
an internal six disc "elevator
style" storage bank so you can
use it as a single disc player or
in multi -disc mode for unin-
terrupted long term listening
enjoyment.

Technically, the RCC-945
is a standout, too. Advanced
digital processing includes the
same Delta Sigma converters
and second order noise shap-
ing digital filter that's earned
high praise in our single disc
models. The dual D/A con-
verters feed a "no compro-

mise" analog
section featuring
the acclaimed
Burr -Brown
2604 opera-
tional amplifi-
ers. And, of
course, the en-
tire audio cir-
cuit has been
optimized
through exten-
sive listening
tests.

The sound?
Well, let's just

say that it's musically bal-
anced, detailed, and unusually
transparent. Not what you
might expect from a CD
changer. But, quite in keeping
for Rotel. After all, we've been
building on that tradition for
over thirty years.

Rotel amplifiers and processors feature a 5 -year limited warranty.
Rotel CD players have a 2 -year limited warranty.

Rotel of America
54 Concord St. North Reading, MA 01864-2699

tel 800-370-3741 fax 508-664-4109

THX is a registered trademark of Lucesfilm Ltd.
Dolby and Pro Logic are trademarks of Dolby Laboratories Licensing Carp.
® Copyright 1996 Hotel of America. All rights reserved.

ROTEL OF AMERICA
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FAST

This month's feature by Dan Levitin
describes the methods used to make
almost all the recordings available
today in stores or heard on the radio.
Recently, however, I attended a very
different sort of recording session-
different in almost every possible way.

Sitting in the control room, listening to the
mike feed, I could easily believe I was hearing
a great pianist at work. In a sense, I was:
Ferruccio Busoni, born 1866, died 1924!

The engineer for the session was Jerry
Bruck (not Shirley MacLaine), and that
the performer was a dead man is only half
the story. The recordings themselves were
going down in a variety of formats, including
two -channel, 1 -inch, half-track analog
and four -channel, nominally 24 -bit digital,
the latter at 44.1 kHz on a single Nagra D
and at 96 kHz on a pair of Nagra Ds slaved
together to handle the extended bandwidth.
(I say nominally because the analog -to -digital
converters used, even though they generate
samples 24 bits long, have a true dynamic
range of "only" about 19 bits. That is,
however, state-of-the-art A/D performance,
especially for the 96 -kHz sampling rate,
which required some hot -out -of -the lab
converters from England to achieve.) All
the recordings were derived from the same
microphone setup, a modified version
of the Schoeps sphere developed by Bruck
himself. It consists of Schoeps omni
microphone capsules embedded on either
side of a 7 -inch wooden ball, with Schoeps
bidirectional mikes mounted externally
just below them. The sphere is set up with
the omnis facing to the sides and the
bidirectionals aiming fore and aft.
The sound from this setup, especially in
full four -channel, was remarkably like that in
the hall where the piano was playing. In fact,
with all four channels going, walking around
within the perimeter of the speaker layout
gave an excellent illusion of walking around
within the actual hall. Perspectives changed,
but very naturally, and the sound field never
collapsed toward the nearest speaker-the
Achilles' heel of most traditional quad. It was
by far the most convincing four -channel
reproduction I've ever heard.

But back to the ghost at the piano.
The secret? The instrument being recorded
was a painstakingly restored Steinway D
reproducing piano. Only 10 of these were ever
made, of which a handful remain in existence.

FORE -WORD

These pneumatically operated pianos read
punched paper rolls created by a performer
playing a special recording piano. Although
many people have heard player pianos, true
reproducing pianos are much more
sophisticated and exceedingly rare. The only
clues that this beautiful Steinway was not
being played in the usual manner were
occasional, very soft intrusions of sounds
produced by the mechanism or by the paper
unrolling through the reader. In all but that
respect, the sound was better than one
normally gets from a modern recording
played through a home audio system.

This would really be nothing more than
a fascinating curiosity, however, were it not
for the performances themselves. The few
I heard that night were thrilling. This piano,
and the recordings being made of it,
open a door into the 19th century. Master
performers whose work is poorly, if
at all, preserved in conventional
recordings-Hofmann, Paderewski,
Stravinsky, Saint-Saéns, Ravel, and
others-will become accessible to
everyone in recordings that represent
the best that can be done with the most
advanced current technology. Based on
the little bit I heard, I think that has the
potential to knock some dust off modern
performance practice. I don't think anyone's
heard anything like Busoni's style lately!

The recordings are for a broadcast
series conceived and produced by Audio
contributing editor D. W. Fostle and
underwritten by Madrigal Audio
Laboratories. Called "Earwitness," the
one -hour programs will be hosted by noted
piano authority Harold Schonberg, critic
emeritus of The New York Times. They will
air over a period of 13 weeks, from October
through December, on the WFMT Fine Arts
Network. I encourage you to tune in.
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A bullet-proof
argument for the
new B&W 600 Series.

global jazz grooves ICDI
tor info: 312.880.5379 fax
-s_avesin eraccess.com>

The use of our patented Kevlar® coges
is reason enough to choose the new/B&W 600 Series.

After all, Kevlar has always been the standard
in B&W's best and molt expensive
loudspeakers.

But that's just the/ start of our bullet-
proof argument. Becluse B&W's top -gun
engineers loaded a barrage of technical
innovations into an /entire family of
affordable, high pejformance speakers -
the B&W 600 Seriés.

/

 Our metal dome tweeters-borrowed
from the Matrix 401s - provide near -
perfect response do well beyond audibility.

 Beveled cabinet edges and solidly
braced enclosures minimize box
resonance and the effects of diffraction
for truly transparent sound.
 Gold-plated kpeaker terminals allow for
biwiring to reduce component cross -talk.
 You can choose from a full line of
speakers ranking from bookshelf to floor
standing, center channel to surround
sound, eve!) an active subwoofer.
 Prices st lrt at just $400 a pair.

End of argument. Any /questions? Fire away.
Call 1-800-370-3740.

KEVLAR® IS USED IN BUL

PROOF VESTS AND HIGH,

B&W LOUDSPEAKERS LKE TH

LEGENDARY B&W MATRIX 8O+

AND CELEBRATED SILVER

SIGNATURE. ITS MAGIC LIES (ll.

ITS ABILITY TO ELIMINATE T

EFFECTS OF RESONANCE AND

STANDING WAVES. ESPECIAL

IN CRITICAL MID -RAN

QUENCIES. SO ALL YO

IS PURE, UNCOLORED MUST

/ The new B&W 600 Series

B&W Loudspeakers of America.
54 Concord Street, North Reading, MA 01864

tel 1-800-370-3740 fax 508-664-4109
Listen and You'll See Kevlar is a registered trademark of Dupont
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We did leave out a few hundred seats, some plush carpet and the kid
screaming in the 13th row. But what we've given you instead is something
no home theater owner has ever heard before.  The theater.  It's the
expansive acoustic environment that gives a trip to the movies its sense of
grandeur. And until recently, it just wasn't possible from a sound system

The Theater designed to coexist with a sofa, an easy chair and a pair of potted plants. 
The DSP-A3090 lets you choose But that was before decades of Yamaha experience in sound field

from 30 sound field modes. From measuring and processing, custom integrated circuit design and audio
LA.'s Roxy and New York's Cellar Club, to microchip fabrication culminated in the new DSP-A3090 Digital

churches and concert halls around the world.
Sound Field Processor. Introducing unique technology that createsSeven -channel amplification sends 80 watts to

each of the main, center and rear speakers, plus 25 the unmistakable sensation of a first -run theater's acoustic
watts to both front effects speakers. Analog, video and spaciousness. Combined with the unparalleled accuracy and

S -video, plus RF, coaxial and optical digital inputs link
you to today's and tomorrow's Dolby Surround AC -3 components.



dynamic range of Dolby® Surround AC -3 TM Every director has something
specific in mind when mixing a film's soundtrack for the big screen. And the
DSP-A3090's proprietary Yamaha processing techniques maintain the depth,
openness and realism of that vision. While also preserving the directional
relationships of every sound. So whether it's a musical score, or T rex's roar,
you'll hear it exactly how, and where, the director intended.  That's Tri-Field
Processing. And it's made possible by the latest generation of Yamaha The sophisticated

Cinema DSP. The technology that's kept us at the forefront of home
circuitrythat makes

Cinema DSP possible is designed
theater for more than a decade.  Audition the DSP-A3090 for yourself. and produced exclusively by Yamaha. Our
Just call 1-800-4YAMAHA for the dealer nearest you. Or visit us on microprocessors apply the vast library of sound

the web at http://www.yamaha.com  Then drive off carrying a field data we've amassed creating products for audio

20,000 square foot movie theater.  With the easiest parking in town. professionals, both on the stage and in the studio. And
they're manufactured with the advanced processes we've perfected

through years of experience fabricating our own custom chips.
YAMAHA®

The Technology
micro -
our new

WHERE HOME THEATER LIVES.



LETTERS

Subwoofer Angles
Dear Editor:

I have subscribed to Audio for a long
time and I want to congratulate the staff for
such a terrific magazine. When Audio ar-
rives, it gets top priority.

The article, "Placing the Bass" (June), by
Tom Nousaine, was very timely for me and
extremely interesting. I have several ques-
tions:

1. How were the two subwoofers in the
same corner positioned? Were they both
placed in the corner at a 45° angle to the
walls, or parallel to one wall, and if so,
which wall? If parallel, what would be the
effect if one subwoofer were parallel to one
wall and the other parallel to the other cor-
ner wall?

2. Instead of two subwoofers in the same
corner, would there
be some advantage
with one subwoofer
in the front right cor-
ner and one sub -
woofer in the left
front corner? What
about front and back
diagonal corners, or
same side front and
back corners? I would appreciate the au-
thor's comments on whether he thinks
these arrangements would be detrimental,
the same, or offer some improvement com-
pared to both subwoofers in the same cor-
ner. Has Mr. Nousaine tried any of these
arrangements and concluded that two sub -
woofers in the same corner are best?

3. In Fig. 4 of the article, the response
curves of two subwoofers in the same cor-
ner show a 5 -dB increase at 8 Hz, 3 dB
above 16 Hz (roughly), 0 dB just below 63
Hz, and 1 dB or less boost above 63 Hz.
Why shouldn't all the frequencies show the
same increase from adding a second sub -
woofer?

I think the author's work is remarkable
and clearly shows the significant effect the
room has on music reproduction in rela-
tion to loudspeaker placement. I want to
thank him for all the information he has

given us and will greatly appreciate his
comments on the above questions, especial-
ly on how the subwoofers were positioned.

Charles R. Smith

Dousman, Wisc.

Author's Reply: Thanks for your interest in
subwoofer placement. In regard to your
questions:

1. The subwoofers were simply stacked in

the corner one atop the other. The orienta-
tion of the cones and ports is irrelevant at
these very low frequencies because of the
long wavelengths involved. In other words
it doesn't matter how you orient the faces of
the speakers. You need not "aim" a sub -
woofer.

2. Likewise, there is no advantage to using

other corners. At these frequencies drivers
placed next to each
other behave like a
single larger speaker,
so placing identical
powered subwoofers
adjacent to each other
in any orientation
yields a 6 -dB increase

in maximum output
resulting from twice

the piston area and twice the input power
(subjectively, a 6 -dB increase is "significant-

ly louder"). Placing the subwoofers in differ-

ent corners means the combined outputs
will only produce between 3 and 4 dB more
SPL (sound pressure level).

3. The graphs for the story were redrawn,
so perhaps the actual output differences
were obscured somewhat. Given the physics
involved, two subwoofers in the same cor-
ner will produce 6 dB more SPL between 25
and 50 Hz, where there is a relative sparsity
of room modes. Above those frequencies
the apparent output gain falls because the
speakers approach the low-pass filter limits.
Below 25 Hz, the lowest axial mode, the
output is limited by speaker displacement
and amplifier power, and speaker place-
ment becomes irrelevant. In these graphs
the subwoofers themselves have limited
output below 25 Hz.

In sum, put a single subwoofer in a cor-
ner to obtain the smoothest, deepest, and
loudest acoustical output. Placing more
subwoofers in the same corner maximizes
SPL in the modal area.-Tom Nousaine

Polarity Response
Dear Editor:

Edward M. Long's article "Upside -Down
Sound" (July) on the audibility of acoustic
polarity issue tackles a tough subject. I say
"tough" because it has defied traditional
objective definition. More work deserves to
be done in this neglected area of audio.

I must disagree with Mr. Long's state-
ment that an AM (amplitude modulation)
broadcast station is a good source for
checking the effects of acoustic polarity re-
versal on a speech signal. Actually, AM
broadcast signal processing seeks to reduce
the asymmetry of the audio signals, so po-
larity reversal would be much less audible
(if at all).

Speech waveforms are highly asymmet-
ric, i.e., their positive and negative wave-
forms are not the same. It has long been
known that having the "correct" polarity of
a speech signal fed to an AM transmitter
can result in a louder
the largest peak modulation of the trans-
mitter in the positive direction.

Asymmetry in an audio modulating sig-
nal tends to reduce the energy radiated by
an AM transmitter. This effect is due to the
use of the usual compressors and peak lim-
iters. They reduce gain on modulation
peaks. Asymmetry will therefore reduce av-
erage modulation levels. Also, negative (but
not positive) modulation needs to be strict-
ly limited to 100% to prevent interference
with other broadcast signals.

Complex processors are used to instanta-
neously reverse the polarity of the audio
waveform to minimize its asymmetry. Oth-
er techniques that have similar effects are
also used to reduce peak -to -average ratios.

FM (frequency modulation) transmitters
do not have these kinds of limitations.
Waveform asymmetry can therefore be pre-
served.

John Sehring

Baker, Mont.

Author's Reply. I thank Mr. Sehring for the
additional information about AM broad-
cast signal processing. I didn't expand on
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the topic in my article because of space lim-
itations. I am aware that AM signal process-

ing deals with the asymmetry of signals to
produce the maximum modulation of the
transmitter in the positive direction while
never exceeding 100% modulation in the
negative direction. Perhaps this is why I
find it easy to hear the polarity of such vo-
cal sounds as Ts, Ps, and so forth. These
sounds have an initial overpressure that is
positive, which causes a positive transmitter

modulation. Mr. Sehring disagrees with my
contention that AM radio is a good source
for checking acoustical polarity and pre-
sents reasons why he believes that I must be
wrong. All I can say is that I and others can
hear a difference when we switch the po-
larity back and forth while listening to
voices on AM radio. Try it and find out if
you can hear it; that's what the article was
about.-Edward M. Long

Recordable and Rentable DVD
Dear Editor:

Corey Greenberg's column supporting
DVD ("Front Row," June) is a bit mislead-
ing. I agree completely that DVD will find
immediate success in replacing the CD-
ROM. I also think that DVD will eventually
replace the venerable laserdisc, especially if
current owners of laserdisc buy the Pioneer
machines that will play both media.

I disagree with Greenberg when it comes
to the average person's acceptance of DVD,
especially as it applies to video. He says the
superior quality of DSS is the reason that
people have forked over good money and
accepted this medium, hence they have
shown they are willing to pay for higher
quality. There is more to it than that. As a
DSS owner myself, I factored in quality as
well as the cost of service as compared to
cable. The comparable service my local ca-
ble company would have had to provide to
match DirecTV would have cost me $17
more per month! Also, price increases with
the cable company are now a yearly occur-

rence. Higher quality for lower operating
cost sold me.

I believe DVD will succeed if it is geared
towards replacing the VCR as opposed to
being just another high -quality video
source. The first response most people have
towards DVD is "that's great, but can I
time -shift?". If DVD is a recordable medi-
um, with rentals readily available from
Blockbuster plus low-priced software, then
I believe it will be a major success. Look at
laserdisc. It's not recordable, and rentals are
scarce. Only about 2% of U.S. households
have bothered. In fact, a friend of mine just
bought a laserdisc player only because he
found a rental place. Rentals and time -shift-

ing will play a major roll in the success or
failure of DVD.

I recently saw a Sony DVD demo and was

impressed by the picture quality. However,
it is not leaps and bounds better than
laserdisc. I could not differentiate sound
quality between it and CD. I was, however,
smitten by the ability to switch between
pan -and -scan and wide-screen modes at
the touch of a button-that was neat!

Anyway, the jury is still out on DVD's
consumer video success. I wish it the best of

luck as it struggles to make it.
Claude Whiting

Centreville, Va.

Author's Reply: Mr. Whiting claims to dis-
agree with my opinion that DSS won wide
consumer acceptance because of its higher
picture and sound quality versus broadcast
and cable TV, but his own reasons for
switching to DSS-"Higher quality for low-
er operating cost"-mirror what I original-
ly wrote. Nice to have you aboard, sir.

As far as time -shifting goes, I could cite
any number of statistics that show the vast
majority of VCR owners rarely if ever use
the recording capabilities of their decks-
most people who own VCRs use them to
play pre-recorded tapes, period. In any
event, high -resolution digital VCRs will be
here soon for those who want DVD/DSS-
grade time -shifting, and we can further ex-
pect to see a recordable DVD format in a
few years, so your 1,000th viewing of "The
Olsen Twins-Live From Red Rocks" will
be just as crisp as when you taped it off
DSS pay -per -view. My palms sweat just
thinking about a future, nay, nirvana, such
as this.-Corey Greenberg

Sounds like A Million.

Saves You

Yamaha's flagship DSP-A3090

processor isn't the only way to experi-

ence the critically acclaimed realism

of Dolby® Digital AC -3" Surround.

Through 1/31/97, you can take home

the same kind of excitement-plus big

savings-when you add AC -3 to your

new Yamaha home theater system.

Just buy either of our RX-V2090

or RX-V990 AC -3 -ready receivers-

add the DDP-1 AC -3 Surround

Processor-and get an instant $100

cash discount. Not to mention a

system that will change the way you

listen to movies forever. For the dealer

nearest you, call 1-800-4 YAMAHA

or visit http://www.yamaha.com

I
YAMAHA DSP

Offer good s participating retailers

through 1/31/97. 01996 Yamaha Electronics

Corporation, USA. Dolby and AC -3 are trademad;.s

of Dolby laboratories Corporation. Yamaha Electronics

Corporaoon.USA. P.O. Box 6660, Buena Park, CA 90622
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A Good Word for
"Fast Fore -Word"
Dear Editor:

While waiting in a doctor's office the
other day, I picked up the June issue of Au-
dio, the first I've seen in some time though I
was a subscriber for more than 25 years. I
read your "Fast Fore -Word" first. It is just
great!

I've been with a small professional tape
duplicating business since the late '50s, so
I've had plenty of opportunity to see first
hand the silliness of some of the "leaders"
in the industry. You made your point ex-
tremely well. I really enjoyed the piece.

Hugh S. Bell, Jr.

Address not given

Sound -Field Sound -Off
Dear Editor:

As an audio enthusiast not interested in
Dolby Pro Logic systems (when I first tested

one at home, my neighbor showed up im-

mediately, and was obviously very interest-
ed in borrowing it, at least once in a while,
to put it in his closet), I turned my attention
to stereo -image processors to improve my
two -channel audio system. At that time
(February 1996), I was aware of only one
model, the NuReality Vivid 3D Theatre
VHT-200, which I bought and which gives
me satisfactory performance.

Three months later, I read John Sunier's
"Auricle" on the Spatializer HTMS-2510
(June 1996). Highly interested by his com-
ments on the Spatializer compared to the
NuReality SRS technology, I jumped on my
phone and ordered the Spatializer 3D
Stereo demo CD.

The Spatializer 3D Stereo CD demon-
strates the benefit of the technology by
playing different recordings, alternating
from "normal stereo" to "Spatializer 3D
Sound turned on." With this demo CD, I
ran two tests on my present stereo system.
My system consists of a Yamaha RX-385
stereo receiver and a pair of Bose 501 Series
V, which, by the way, already produce an

outstanding sense of spaciousness and
realism.

In the first test, I listened to the Spatializ-
er demo CD just as it was intended. My first

observation was that the Spatializer really
does a good job at creating a 3D stereo
sound field. Unfortunately, it also does a re-
ally bad job of respecting what the perform-
ers intended the recording to sound like.

Astonished, I began wondering if my
NuReality VHT-200 was that bad. So in my
second test, I listened to the same record-
ings, but this time alternating from "Spa-
tializer 3D Sound" to "NuReality 3D
Sound" instead of to normal stereo (during
the Demo CD audition, I simply turned on
my SRS processor when the recordings were

played in normal stereo). The results ap-
peared to be very clear to me:

1. SRS technology delivers a much more
accurate 3D sound field.

2. SRS technology does not alter the nat-
ural frequency balance as much as the Spa-
tializer does.

In addition, for the same price, I think
that the controls of the VHT-200, used to
adjust the amount of space and center pro-
cessing, are much more useful than the
three settings available on the Spatializer.
Moreover, SRS is able to process mono
recordings; not the Spatializer.

To briefly conclude my comparison of
these two stereo -image processors, I say
that:

1. Both systems represent an absolute ad-
vance over standard stereo when listening
to live recordings (movies, classical, jazz
bands) but produce absurd effects with stu-
dio recordings.

2. It would be great if NuReality could de-

velop an advanced unit, featuring memories
enabling the user to store several space/cen-
ter settings adapted to individual tastes and
different recording characteristics.

3. The Spatializer is intended to be an
economical product; it appears to me way
overpriced compared to the VHT-200.

And finally, instead of giving away my
NuReality unit, as the Spatializer salesman
suggested on the phone, I gave my neighbor
the Spatializer Demo CD (so he can put it
in his closet), even though the original
recordings sounded good in "normal
stereo."

Christophe Remy

Charlotte, N.C.
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Definitive Technology
The Leader In High -Performance Loudspeakers.

Authorized Dealers
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Cookin': Portland.
- Pecar's: Detroit Troy. Classical Jazz Holland. Classic Stereo:
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Bradford's HiFi: Eugene. Chelsea NV: Portland, Beaverton
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Stereo Plant: Bend.
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A Breakthrough!
"Definitive's New
BP2002 Achieves

An Impossible
Dream.

-Peter Moncrieff, International Audio Review

At $999 ea., the bipolar BP2002 with dual built-in 125 -watt
powered 12"subwoofers approaches the ultimate

performance ofDefinitive's reference flagship BP2000.
Your Dream Comes True

When Stereo Review's Julian
Hirsch wrote of the BP2000, "...1
would choose these speakers for
myself," we were thrilled and honored
by this highest of compliments. In
fact, since its introduction last year,
Definitive's top -of -the -line BP2000 has
clearly established itself as the most
award -winning and highly reviewed
speaker of all time.

Now, our newest breakthrough, the
BP2002, incorporates similar cutting -
edge technologies in order to achieve
mind -boggling sonic performance
which closely approaches that of our
flagship BP2000. And most important-
ly, the BP2002's significantly lower
price and more compact size will
allow many more lucky listeners like
yourself to own speakers of this
ultimate quality level.

EmPrience sonic ecstasy! Hear ror yourseffwhy top high -end gum
Peter Moncrieff raved the 'BP2002 achieves an impossible dream"

Music & Movie Perfection
The extraordinary BP2002s incorpo-

rate bipolar technology, which turns
your whole room into a sweet spot
with three-dimensional depth and a
huge sonic image ideal for music and
movie perfection. Truly a unique com-
bination of delicately detailed musical-
ity and totally controlled brute force
for your ultimate listening pleasure!

Whether incorporated in a super
audiophile stereo music system or
combined with matching CLR2002
Center Channel ($499 ea.) and our
bipolar rears for a truly remarkable
AC -3* ready home theater system,
Definitive's magnificent BP2002 will
achieve your impossible dream, too.

Definitive Technology
The Leader in High -Performance Loudspeakers,.

11105 Valley Hts. Dr.  Baltimore, MD 21117  (410) 363-7148
Visit us at http://www.soundsite.com/delinitive. 'Registered Trademark

CIRCLE NO. 7 ON READER SERVICE CARD



WHAT'S NEW

Soundolier Subwoofer and Center Speaker
Designed to support a large TV, the SubCenter also holds

a subwoofer and a center -channel speaker. The subwoofer section

has four downward -firing, 8 -inch drivers; the center -channel section

has two 6% -inch drivers and a 1 -inch tweeter in a vertical array.

The SUB -40 (shown) is 40 inches wide, can hold direct -view sets

with up to 40 -inch screens or table -top projection units up
to 45 inches, and is available in cherry veneer (SUB -40V)

or black laminate (SUB -40B); a 36 -inch version supports up

to 35 -inch TVs. Prices: SUB -40V, $1,340; SUB -40B, $1,140;

SUB -36V, $1,170; SUB -36B, $990.

For literature, circle No. 100

FULTRON CAR SUEVNOi-LR

The BP 10 is a bandpass
subwoofer with a 10 -inch
driver. Its rated frequency

range is 40 to 125 Hz,
and minimum suggested

power is 50 watts.

AA
recessed plexiglass

window showcases
the driver. The cabinet
measures 221 x 121/2 x

13 inches. Price: $199.
For literature, circle No. 1 n1

B I C
SPEAKER

Joining the trend
to bipolar speakers,
the Model V-604 has
both front- and rear -
firing 61/2 -inch woofers
and 3/4 -inch tweeters.
The woofer enclosures
use BIC's Venturi
venting system. The
cabinet, which stands
38 inches high, has a
mitered front panel to
minimize edge diffraction.
Rated frequency range is
34 Hz to 20 kHz, and
response is 6 dB down at

30 Hz. Sensitivity is
90 dB, and the V-604 A
can be used with amps
that produce 20 to 300 watts
per channel.
Price: $699 per pair.
For literature, circle No. 102

Cambridge S
Transportable S

oundWorks
peaker System

Unpack the Model

Twelve's amplifier

and satellite speakers,

and the suitcase that held

them becomes a subwoofer

for the satellites. The amplifier

has three inputs plus a tape

monitor, a headphone jack,

a stereo/mono switch for

cleaning up noisy recordings,

bass and treble

controls,

and a subwoofer level

adjustment. It runs on 12 volts

DC and has a DC power outlet

to drive portable players that

require 1.5 to 9 volts DC.

The detachable AC adaptor

can be left at home for 12 -volt

operation or replaced with

power supplies that run on

overseas AC voltages. The case

also has room for a CD or tape

player and recordings.

Price: $799.99.

For literature,

circle No. 103
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Toshiba Is Where Ith From.
If you've been reading about DVD, you've seen a lot of references to Toshiba. That's no
coincidence. Toshiba led the way in developing DVD technology. Technology that

includes a component video signal, which means a picture better than laser disc, and
nib three times better than VHS. Six discrete channels of Dolby®AC-3°digital surround

sound and up to eight languages. Multiple aspect ratios (16:9, letterbox, pan and scan).
And the versatility of multiple subtitles, camera angles and rating edits. All on one disc. So, if you enjoy being on the
leading edge of home entertainment technology, you know that DVD is where it's at. In Touch with Tomorrow

When you're ready to experience the brilliant picture and the extraordinary
sound that DVD delivers, won't it make sense to get the technology from its
source? Toshiba is the source of DVD technology. And DVD is the future.

For more information on Toshiba DVD, call 1-800-631-3811.

TOSHIBA
Toshiba Amenca Consumer Products, Inc. 82 Totowa Road. Wayne. NJ 07470

The Leader In Digital Video Technology
http://www.toshiba.com/tacp
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WHAT'S NF

Pions A/V Receiver
Besides Dolby Pro Logic

surround decoding, the
VSX-505S offers simulated
stereo for surround from mono
programs and a three -mode
sound -field control for use with
stereo sources. The AM/FM
section has jog -dial tuning
and 30 station presets. Rated
power output is 150 watts per

channel in stereo mode or
135 watts x 4 in surround;
a line -level subwoofer output
is provided. The remote control
can operate equipment from
Pioneer and other makers,
including DSS satellite systems
and videodisc players.
Price: $465.
For literature, circle No. 104

Signature Te
Power

chnologies
Amp

A hybrid design, the SRa-4
uses FET input devices to drive
two 6550 or KT88 tubes per
channel. Rated power output
is 70 watts per channel, from
30 Hz to 21 kHz, at less than
0.3% harmonic or IM distortion;

in mono mode, power is
135 watts under the same
conditions. The S/N is greater
than 100 dB. Both 110- and
220 -volt versions are available.
Price: $2,795.
For literature, circle No. 105

Koss promises "large -as -life
3-D sound" from its Phase II
headsets, controlled from
a small box on the signal
cord. The box has a switch
to turn on ambience

expansion, a switch for
quick comparisons between

processed and unprocessed
sound, and two crossfeed

controls. The Pro/405 Phase II
'phones (shown) have closed,
leatherette earcushions and
a padded headband. Rated
frequency range is 20 Hz to
17 kHz; sensitivity is101 dB SPL

for a 1-milliwatt input, at less than 1% distortion. Price: $59.99.
For literature, circle No. 106

W

Aiwa Cassette Deck
Aiwa's second cassette

deck with Dolby S noise
reduction, the AD -S750,
also offers Dolby B and C NR,
plus Dolby HX Professional
headroom -extension circuitry.

The deck automatically sets
recording bias and sensitivity
to match the tape. A remote
control is included.
Price: $325.
For literature, circle No. 107

The Director Model 46,
from AudioControl, routes
four different stereo sources
to six different stereo zones
or rooms. The Director and its
program sources can be
operated by infrared remote
controls, through serial data
connections, or through up to

16 Lutron or LiteTouch wall
stations. Programming can be
entered from a PC; program
data can be copied to other
Directors and saved for reuse.
Price: Less than $3,000,
not including wall stations
and installation.
For literature, circle No. 108
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Adcom would
like tomake

this perfectly
clear.

Regardless of how sophisticated your stereo
and video system is, it may never achieve

its full performance if plugged directly into an
AC outlet. Raw and unprocessed AC power can
severely diminish the clarity of audio signals and
reduce the resolution of your video picture.

ADCOM's ACE -515 AC Enhancer significantly
improves the performance capabilities of your
system by filtering and processing raw AC power,
unveiling a pure, noise -free power source.

Listen To The Critics
.. the effective suppression of AC 'RF hash' by the

ACE -515 improved clarity and lowered noise in all three CD
players.... the significant improvements in instrumental and
vocal harmonic retrieval and hall ambience are superb... .

it simply appears to allow musical information to be passed
through to the listener with less veil and electronic `haze. "

-Lewis Lipnick, Stereophile, Vol. 11 No. 4, April 1988.

Recommended accessory in Stereophile, Vol. 12 No. 4,
April 1989.

Line Protection: It Pays For Itself
The ACE -515 also protects your valuable

equipment from harmful high -voltage spikes and
surges. And, its sequential turn-on/turn-off
control circuit guards your speakers from
disturbing, damaging thumps.

Again, The Critics Agree
"Electronic equipment (especially digital audio gear) is

vulnerable to both annoying and catastrophic power -line
problems. Your stereo gear should have line spike and
surge protection, with hash filters thrown in too. Line
protection-you can pay a little for it now, or you can
pay a lot for it later"

-Ken Pohlman, AUDIO, November 1987.

For a modest investment, the ADCOM ACE -515
enhances both audio and video clarity while
protecting your equipment from damaging line
voltage disturbances. Once again, ADCOM
lives up to its reputation of offering superior
performance at a reasonable cost. For complete
technical data, please visit your Adcom dealer.
You'll discover the ACE -515 is more than an
accessory. It's a necessity.

ADCOM®
details you i'.1/ ) hear

11 Elkins Road, East Brunswick, NJ 08816 U.S.A. (201) 390-1130 Distributed in Canada by PRO ACOUSTICS INC. Pointe Claire, Quebec H9R 4X5 ©1989 ADCOM
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"Selling Direct Allows Camb
Speakers Hundreds Of Doll

Cambridge SoundWorks manufactures
critically acclaimed speakers and music
systems designed by Audio Hall of Fame
member Henry Kloss (founder of AR, KLH
and Advent). We sell them - along with
components from Harman Kardon, Pioneer,
Sony and others - factory -direct, so you can
save hundreds of dollars. Audio magazine
says we may have "the best value in the
world." Home Theater Technology says our
speakers "sound much better than other
systems - at half the price."

Ensemble®
Ensemble is our best speaker system. We

think it competes with audiophile tower
speakers selling for over $1,000 a pair. Yet
its unique four -piece design literally
disappears in your room.

Ensemble consists of two compact, two-
way satellite
speakers

Our dual-
subwoofer
Ensemble
outperforms
expensive tower
speakers
because of its
great room
placement
flexibility.
$599.99

and two slim -
line (4 1/2" thick)'
subwoofer cabinets
enclosing 8" woofers.
Because the bass
produced by the
subwoofers is non -directional, you can put
them in out-of-the-way places...even behind
or under furniture. Then place the satellite
speakers to create a realistic stereo image.
High Performance Review describes Ensemble
by saying "...stereo imaging is phenomenally
sharp...the dynamics are stunning...some of
the speakers I'm comparing it to cost $1900
to $2800." White or charcoal grey. $599.99

Ensemble II
Ensemble II is our best value high-

performance speaker system. It uses the
same satellites as Ensemble, but with a single
subwoofer cabinet that holds two 6 1/2"
woofers in an acoustic suspension enclosure.

Ensemble II is our best value in a high-performance
speaker system. Its satellite speakers are identical
to Ensemble's. $499.99

Because 90% of the music is reproduced by
the satellites,
Ensemble II
sounds much like
Ensemble. Stereo
Review says
"Ensemble II can
be compared only
with much larger
speakers at
substantially
higher prices."
White or charcoal
grey. $499.99

Ensemble III
Ensemble III

was designed to
bring big sound into smaller rooms. It
has two small, two-way satellites and

a subwoofer cabinet that encloses a single
6 1/2" woofer with two voice coils.
Ensemble Ill maintains
the smooth, natural tonal
balance of our more
expensive systems, but
without the same deep
bass extension. Stereo
Review says it "sounds
first rate in every
respect." $349.99

Ensemble III brings
high-performance
sound into even very
small rooms.
$349.99

Ensemble IV
Our most compact and affordable sub-

woofer/satellite speaker system is Ensemble
IV. It consists of two "cube" satellites
containing wide -range 3" speaker drivers and
a shoebox-sized subwoofer with a 5 3/4"
woofer. It doesn't have the same deep bass
extension as our
more
expensive
speakers -
but it
sounds
terrific.

Ensemble IV is our most
affordable subwoofer/satellite speaker
system. $249.99

Home Theater Technology says "Ensemble IV
produces a level of sound quality that is so
much bigger and better than you'd expect
from an inexpensive system that it's almost
ridiculous." $249.99

The Outdoor
Our all-weather

speaker is called
The Outdoor. It has the
natural, accurate,
wide -range sound that
Henry Kloss designs
are known for.
We don't know of any
all-weather speaker

that sounds
better. Free-
standing (shown), $299.99pr.
In -wall version, $349.99pr.

Center
Channel Speakers

Cambridge SoundWorks
manufactures two speakers
specifically for use as center
channel speakers in Dolby®
Pro Logic® home theater
systems. Both are magneti-
cally shielded so they can be
placed near a TV or computer



ridgç SoundWorks To Price
arSEelow The Competition."

IIImonitor. Center
Channel is
identical to an
Ensemble
satellite (but

with magnetic shielding). $159.99. Center
Channel Plus uses an ultra -low, ultra -wide
design that is ideal for placement above
(or, with optional support stand, below) a
TV monitor. It is, we believe, the finest
center channel speaker
available. $229.99

Surround Speakers
Cambridge SoundWorks

makes two "dipole radiator"
surround sound speakers.
Dolby Laboratories recom-
mends dipole radiator
speakers for use as surround
speakers. The Surround has
high power handling
capacity and is often selected
for "high end" surround
sound systems. $399.99 pc
The smaller The Surround II
is arguably the country's best
value in a dipole radiator
speaker. $249.99 pr.

The Surround II

Center Channel
Center Channel Plus

with a 140 -watt amplifier and a built-in
electronic crossover. Stereo Review said it
provides "deep powerful bass...31.5 Hz bass
output was obtainable at a room -shaking
level... it opens the way to having a 'killer'
system for an affordable price." $699.99.
Our Slave Subwoofer uses the same woofer
driver and cabinet, but does not include the
electronic crossover. It can be used only in

Powered Subwoofer

The Surround

Powered Subwoofers
The Powered Subwo fer by Cambridge

SoundWorks uses a heavy-duty 12" woofer
housed in an acoustic suspension cabinet

ave
Subwoofer Powered

Subwoofer 11

conjunction with the Powered
Subwoofer.
$299.99 The
new Powered
Subwoofer II uses
a 120 -watt
amplifier with a
custom designed
8" woofer.
$399.99

SoundWorks Amplified Speakers
SoundWorks is a compact, amplified,

subwoofer/satellite speaker system. Never
before has so much "big" sound come from
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SoundWorks

somet ing so small. Connect it to a
portable CD/tape player, boombox, TV or
computer - anything with an earphone jack
- for beautiful, room -filling sound. Audio
called it "really amazing...exceptionally
good." PC Computing named SoundWorks
"the best multimedia sound system costing

over $100." Available in
black or computer -beige.
$219.99

Factory -Direct Savings
Our speakers are available
only directly from Cambridge
SoundWorks, and through
cost-efficient Best Buy
stores.* Order them, then
listen in your own home. If
you aren't satisfied, return
them

within 30
days for a

full refund.
'Actual prices may vary by store.

To Order, For a Free Catalog, Or For
The Nearest Store Location, Call

1-800-FOR-HIFI
(1-800-367-4434)

CAMBRIDGE
SOUNDWORKS

Critically Acclaimed. Factory -Direct.
311 Needham Street, Suite 104, Newton, MA 02164

Tel: 1-800-367-4434 Fax: 617-332-9229
Canada: 1-800-525-4434 www.hifi.com

Outside U.S. or Canada: 617-332-5936
® 1996 Cambridge SoundWorks. ®Ensemble is a registered trademark of Cambridge
SoundWorks. Inc. KLH is a trademark of KLH. Inc. AR and Advent are trademarks of
International Jensen Inc. ®Dolby and ®Pro Logic are ret rerred trademarks of Dolby

Laboratories Licensing Corp. Cambridge SoundWorks is not Ciliated with KLH. Advent or M.
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AUDIO CLINIC
JOSEPH GIOVANELLI

Folded -Dipole FM Antennas
QI am interested in receiving only one
FM station; I understand that it

radiates a circularly polarized signal. Which
way should I point my folded -dipole
antenna? And does it matter whether I orient
it vertically or horizontally?-Name
withheld

AFirst, aim one of the dipole's broad
sides, where its sensitivity is greatest,

at the station. If that doesn't get you a clean,
strong signal, experiment with other angles;
reflections from buildings or hills can cor-
rupt the signal coming from the "proper"
direction. And since it's equally sensitive on
both sides, a dipole aimed directly at the
station might also be aimed at a signal re-
flector in the opposite direction.

Stations use circular polarization to en-
sure good pickup by horizontal antennas,
the most common home type, as well as by
the vertical antennas used in many cars. So
your antenna's orientation
ter much; still, it never hurts to experiment.
As you try different antenna positions,
don't just watch your tuner's signal -
strength meter. You should also listen for
the cleanest sound.

Suburban Antennas in Urban Use
QI live in an apartment in New York
City, and my FM reception stinks. I got

permission from my landlord to put an an-
tenna on the building's roof I checked Radio
Shack's catalog and was bewildered by the
variety of antenna types: crossed dipoles with

360° coverage, dipoles with built-in ampli-
fiers, and high -gain, directional models.
Which type should I get?-D. Smith, New
York, N.Y.

AIn the city, you do have signals corn-
ing from all directions. But you also

have reflections coming from all over,
which is probably why you have bad recep-
tion. You don't need an antenna to
strengthen signals but to help you sort out
the desired signals from the undesired ones.
Paradoxically, that makes a high -gain an-
tenna your best choice-not for its gain, but
for its directionality. If you mount the an-

tenna on a rotor, you'll be able to home in
on the best possible signal for each station. I

suggest getting a rotor whose control box
will indicate where your antenna is aimed.
By noting which direction works best with
each station, you'll be able to re -aim the an-
tenna faster. I know someone who used to
have your problem, and this type of anten-
na worked perfectly. Some stations even
came in best when the antenna was pointed
almost dead away from them, because he
was getting one clean signal echo instead
of the direct signal jumbled with a million
echoes.

Secure the antenna so that it won't blow
down into the street, and make sure that its
mounting won't make the roof leak. If
you're not sure you can manage that, hire a
professional installer.

Using Dual Subwoofers
QHow can I achieve a stereo effect

subwoofers in a home
theater system ?-Timothy T. Anzalone,
Streamwood, Ill.

ABass tends to be nondirectional,
which is why home theater systems

can get away with having only one
subwoofer. What a second subwoofer can
provide is somewhat extended bass and
greater overall bass output. The stereo
effect, however, will not be enhanced. For
more on the effects of subwoofer number
and placement, see Tom Nousaine's article,
"Placing the Bass: Two Subs in a Corner
Beats Five in the Round," in the June issue.

Connections to D/A Converters
QI've heard that the sound you get when

using an outboard D/A converter with
a CD player or transport depends on the
data link used and that a coaxial digital
cable is better than an optical one. Is this
true?-Benjamin Chiaro, New York, N.Y.

AThe answer to this question is, as I
am sure you know, very subjective. I

have not been able to hear any difference
between these cable types (and I doubt this
is because I've used digital links only
between DAT recorders, not between a CD

player and D/A converter). Still, this does
not mean that there are no differences, just
that I cannot hear any.

You have read that coaxial cables are
supposed to sound better, yet I've read the
opposite. In any case, which type works
better could depend on the input and
output circuits of the components
involved.

I can, however, say that optical cables
can be microphonic. I don't know if they
pick up or are affected by audio signals in
the air, but if you slam one against a table
while it's carrying a signal, you'll usually
hear a noise in the decoded analog output
signal.

Getting Around an Input Shortage
QMy receiver's one line input is not

enough for me. I'm using my
integrated amplifier as a phono preamp (it
accepts my moving -coil cartridge, whereas
the receiver doesn't). I'm using a karaoke
amp as a sound field processor. And I might
someday want to add a CD player. For now,
I'm daisy -chaining amps, with the integrated

amp's tape output feeding the karaoke amp's
auxiliary input and the karaoke amp's tape
output feeding my receiver's CD input. The
receiver then drives the speakers and controls

the volume. Is this setup safe?-Emmanuel
A. Cristobal, Calgary, Alberta, Canada

AYour setup is safe, but it's also com-
plex and inflexible, and you're proba-

bly picking up extra noise and distortion as
signals run through all those amps. There
are alternatives.

First, I'd suggest connecting the karaoke
amp's auxiliary input and tape output to
your receiver's tape out and monitor input.
This puts the karaoke amp on a side chain,
where it won't affect the signal unless you
switch it in with your receiver's tape moni-
tor switch. It also lets you add this amp's
sound -field effects to music from any
source, including the tuner in your receiver.
You can then feed your integrated amp's
tape output directly to your receiver's CD

If you have a problem or question about audio,
write to Mr. Joseph Giovanelli at AUDIO Maga-
zine, 1633 Broadway, New York, N.Y. 10019, or
via e-mail at JOEGIO@delphi.com. All letters
are answered. In the event that your letter is cho-
sen by Mr. Giovanelli to appear in Audioclinic,
please indicate if your name or address should
be withheld. Please enclose a stamped, self-ad-
dressed envelope.
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input, running your turntable (and any
line -level sources you add later) through
the integrated amp.

If your receiver has a moving -magnet
phono input, a step-up transformer or pre-
preamp would adapt it to accept your mov-
ing -coil cartridge and would still leave the
receiver's CD input free. That's an elegant,
but costly, way to go.

For the utmost in flexibility, you might
also add an external switcher. I'm familiar
with the Russound TMS-10 (which can
handle 10 tape decks and a couple of proces-

sors), but there are others on the market.

High -Pitched Sound from TVs
QIn the early days of TV (1949-50), I
could hear a high-pitched tone

whenever I went near a TV set. (I could even

hear that tone when walking past a house
with an open window and the TV on.) This
sound was not affected by the setting of the
TV's volume control, and I think it came
from a component or a tube in the unit
rather than from its loudspeaker. A lot of
time has passed, and at age 65 1 no longer
can hear that high-pitched tone. Can
younger folks hear it?-Joseph C. Damery,
Bedford, Mass.

AThe sound you describe comes from
vibrations in a TV's flyback

transformer, at the horizontal sweep
frequency of 15.75 kHz. As you imply,
aging reduces our ability to hear high
frequencies, but today's TVs also produce
less of this noise, so younger folks are less
likely to hear it, too.

Mono Playback of Stereo LPs
QI have a monophonic system on which

I wish to play both stereo and mono
LPs. Should I connect my stereo phono
cartridge in series or in parallel?-Name
withheld

AWhether you wish to play mono or
stereo recordings, you should wire

the cartridge's two channels in parallel.
This will cancel out -of -phase signals, in-
cluding stereo difference information
(which you're not set up to hear) and some
older discs' vertical rumble (which you
don't want to hear). It will also cancel dis-
tortion caused by a stereo -LP phenomenon
called pinch effect.

Depending on the your cartridge's im-
pedance characteristics and the load im-

pedance it feeds, you may find the highs are
a bit depressed. If so, you'll probably need
to add some capacitance across the preamp
input, or perhaps experiment with different
load resistors. You should, if possible, use a
test record to check that you're actually
making the response flatter this way. Alas, I
don't know where you can find such discs
today.

Transformers Don't Sing,
But They Sure Can Hum

QI hear a hum from my amplifier-not
through the speakers but from the amp

itself. My previous amp, which did not hum,
used a toroidal power transformer; my pre-
sent one uses the more standard type.-
Name withheld.

AConventional power transformers
can do a fine job and, when properly

made, don't vibrate too much. As you obvi-
ously realize, the hum you hear is caused by
vibration of the transformer's laminations
and windings, with the amplifier's chassis
and the shelf it rests on probably acting as
diaphragms to broadcast the humming into
your room. It is often possible to reduce or
eliminate this mechanical vibration by
tightening the bolts that hold the trans-
former together. You might also try isolat-
ing the amplifier from the shelf it stands on.
(Try packing a block of foam under each
corner of the chassis; make the blocks just
big enough so that they compress very
slightly under the amplifier's weight.) If
these measures fail, ask your amplifier's
manufacturer to suggest some remedies.

Old Recordings, New Format
QI'm looking forward to the DVD
format, but I am wondering if old

quadraphonic recordings can be re-released
in the 5.1 -channel format that DVD
supports, complete with center channel infor-

mation.-Jonathan Countiss, Bristol, Va.
AIf those recordings were originally
made with just four channels, they

could easily be reproduced that way via the
new format, but adding a center channel
would be a problem. You can sometimes re-
arrange the information on a recording, but
you can't add information that isn't there.
This is why pseudostereo releases from
mono masters don't sound like real stereo
and why CDs made from Tommy Dorsey
78s don't go all the way out to 20 kHz. A

Locations, dates and bands subject to change.
5.,uthern Comfort Company, Liqueur, 21-50% Alc by Volume,
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Non Negative Feedback: The Do"I Solution to IM Distortion
Practically all amplifiers, regardless of price, employ a design technique

called Negative Feedback (NFB) to ensure wide bandwidth, stable operation

and generally low distortion. NFB amplifiers handle back-EMF reactance

from the load by introducing a canceling signal at the input. Great stuff.

Downside, however, is that the benefits of NFB are at the expense of lower

open -loop gain. In other words, if an amplifier is based on

the concept of NFB, it is based on the concept of a

correcting mechanism that introduces compromise.

The result? For starters, a NFB amplifier will exhibit

higher IM distortion. In addition, NFB loops lose

control at maximum power conditions, and perform

particularly poorly near clipping. Bad deal.

At Onkyo, we wanted to avoid NFB altogether and

find an ultimately smarter way to handle load

back-EMF reactance and minimize IM. So we

invented a revolutionary new Non -Negative

Feedback (NNFB) circuit. NNFB seems logical,

but without feedback you have to lower
distortion and output Z in the amp section

itself. To address this, our engineers scrapped

the typical emitter -follower connection, and

came up with a two -level inverted Darlington

circuit with a multi -level connection to an

inversion amp with emitter ground. Very

slick. Because the circuit is inverted, only the initial level Vbe is output, and

the circuit retains A -grade operation. This pays off with lower Vbe-lc

distortion and lower output Z than any other Darlington circuit. Instead of

100% local feedback to each emitter -follower level, Onkyo uses a two -level

connection of emitter -ground inversion amps, each with its own gain. This

More good news: We also chucked known transformer technology, and

perfected our own design-no more messy clean-ups after embarrassing flux

leakage! More importantly, we've got EM induction noise down to seriously

low levels. To the point: You get leakage from both the perimeter of the

power supply transformer (no signal) and center core (signal present).

Particularly bad is a sudden increase in leakage (and noise) at maximum

output. The proprietary Dual -Core AEI transformer radically improves on

traditional toroidal units, and even tweaked -up toroidals. We designed a new

type of core, with

peripheral and opening

ratios larger than

before. This allows an

increase in the number

of coil windings. The
hybrid uses a wound

core system (low

leakage with no load)

and a coil around the
center part (low

variation with or without

load). Works great-with

one problem. Production

way, we can add two levels of current boosters to the emitter
followers. Quite revolutionary. Thus we achieve lower output Z, and since

an inverted configuration is used, we entirely avoid the collector current

nonlinearities of regular Darlingtons. That was the easy part.

Our competitors choked. Their engineering departments were

unable to design inverted Darlingtons with the necessary

thermal stability for solid bias current and an absence of

oscillation of the phase margin. Not us. We designed separate

temperature compensation for the first driver and
subsequent levels, strengthened the compensation

4 transistor mounting and designed an aluminum heat

radiator with a small time constant. The result: Rock -

steady bias. Next, to prevent the oscillation caused by an

output impedance peak at 20-30 Mhz we induced phase

correction at the base of the output level transistor.

An air -core coil works, but we found that ferrite beads

in the jumper wire are for better (high magnetic

permeability at low frequencies, low Q, and high

loss at the 20-30 MHz point). Perfect. Bottom line:

Grand Slam. We nailed NNFB. All of the obvious

benefits. None of the drawbacks.

Our NNFB amplifiers are not based on a

principle of performance compromise. They

attack the underlying problems of amplifier design directly. Our research has

led us to identify and solve the challenges that other designers retreated

from. The innovative design of our NNFB amplifiers provides exactly what

you need from a power amplifier: wide bandwidth, stable operation, and

very low distortion. High performance, without compromise.

The ities of Audio
Transformer & Capacitor Design

told us it would be tough to automate the process of winding the center coil.

We solved this with a bobbin mounted where the two cores are joined. We

can wrap the coil by rotating the bobbin. No sweat. Even better, the bobbin

allows heavier gauge wire because of less stress during winding. The result?

Lower resistance, which means greater efficiency when providing power to

the circuit. For the listener, the new AEI transformer means pure musical

signals, essentially free of any induced transformer noise. Thus the very low

distortion levels achieved by our NNFB design are not compromised.

But, there's more. Onkyo went one step further and designed its own Audio

Tuned Reference Capacitors. Not only do they provide greater power delivery

at low frequencies, they give you tremendous continuous power reserves that

last as long as the music demands them. How do we know? We conducted

listening trials with over 900 different capacitors. Exhaustive research but

we've ended up with the best sounding capacitors ever. Very expensive, but

worth it.



Power To Spare Comes Only
From High Current Drive

Finally, our engireers got extremely aggressive about Integra's current

drive capability. The other guys keep bragging about their reserve power

capabilities, but they always measure into a wimpy 8 ohm load. Not exactly

high -end quality. Onkyo's ability to handle low impedances is based on 6 -ohm

loads and lower-delivering measured results that set us apart from the rest of

the pack.

Non -Negative Feedback architecture.

Dual -Core AEI transformers. Audio

Tuned Refe-ence capacitors.

Discrete output stages. Hand -selected

resistors and transistors. A modular

chassis. All Onkvo hallmarks that add

up to serious levels of reserve power

and torque-jJst what's needed
to handle the most demanding
musical passages.

When you buy a power amplifier, the

design and manufacturing techniques,

measured specifications, and developmental testing are all critically important.

But what is most important is the amplifier's ability o consistently deliver

high power levels into low impedance loads, with the greatest possible

transparency. The drive capability of Integra amplif ers in your listening

room is one of oJr proudest accomplishments. Aid our competitor's

worst nightmare.

That's about it. With NNFB, new AEI transformers and Pudio Tuned Reference

caps, the new Integra line is simply incredible. True 'olden -ears products.

In short, if they weren't the best, we wouldn't put the Onkyo name on them.

Onkyo USA Corporation
200 Williams Drive, Ramsey, NJ 07446
201-825-7950 www.onkyo.co.jp
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hey came

from Eurospace:

Sennheiser

Orpheus (top)
and B&W's Blue

Room Minipod
(above).

SPECTRUM
IVAN BERGER

EUROSTYLE
AUDIO

ou can't tell from the photo
whether the speaker at the
left sounds good or not.
(Since the Blue Room Mini -
pod shown is from B&W, it
probably does.) What you

can tell is that it's almost certainly not

American. I'll admit that rectangular
components dressed in simple black
and rectangular, wood -finished
speakers are the rule on every conti-
nent. But there are exceptions-and
all too few of them are made in the
U.S. (most come from Europe) or
wind up on U.S. dealer's shelves.

There's a marketing perception
that Americans won't buy equip-
ment that looks really different, and
this perception goes back many
years. I remember Philips executives
in Holland showing drawings of
their upcoming, ultramodernistic
audio line-for Europe only. For the
States, that equipment was finished
in standard black, with flat front
panels. Its quality was good (for
many years I used a Philips amp and

tuner), but it didn't sell. On the oth-
er hand, it might have sold worse in
its European dress: I know a Japanese

company that took a bath selling
equipment with polished metal face -
plates for six months; sales picked up
when it went to standard, basic
black.

Back in the '50s and '60s, every
U.S. audio company's styling was

nother slick

Sennheiser design,

the HE 60.

distinctive-not just that of high -

end companies like McIntosh and
Fairchild, but makers of more af-
fordable gear such as Scott, Fisher,
Sherwood, Dynaco, and Harman
Kardon. Even after audio fashion fell
into a black hole, some high -end
products, such as Infinity's IRS loud-
speaker and the components René
Besné designed at Threshold, broke
new ground. A number of U.S. high -
end companies make very distinctive
gear, even today-for example, Jeff
Rowland Design, Boulder, Madrigal
Krell, and Altis. (Is it coincidence
that all five products are from states
whose names begin with "Co"?)

Yet most of the really interesting
(or, in Blue Room's case, wild) look-

ing audio gear now comes from Eu-
rope. The most consistently slick, in-
teresting styling I have seen is on
components and speakers from Italy,
from companies like Unison Re-
search, Sonus Faber, Galactron, and
Monrio. I've also seen excellent but
unusual styling in equipment from
Revox (Switzerland), Micromega
and Jadis (France), and Denmark's
Primare and Bang & Olufsen. But
Revox is no longer sold here; and ex-
cept for B&O, the other brands have
very limited distribution, if any.
(More to do with price than style,
however.) And the amps that accom-
pany Sennheiser's Orpheus and HE
60 headphones are jewels of Eu-
rostyling in their own small ways. I'd
love to see more such visually excit-
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SMALL.

POWERFUL.

THE NEW KLIPSCH REBEL.

Full Range sound from the only horn loaded
speaker system small enough to fit anywhere!

Klipsch Horn Technology delivers incredible sonic

performance because horn loaded speakers result
in greater efficiency, broad dynamic range and high

levels of output with low levels of distortion. The

Rebel KSS-3 Sub/Sat System achieves a full range

frequency response using two satellite speakers and

a subwoofer powered by a 50 watt discrete amplifier.

Sound is full and accurate from the trill of a piccolo

to the thwump of a bass guitar string. You hear
everything. Add a Rebel video shielded center
channel and surrounds for a home theater system

designed for people who demand great sound but

prefer a compact system. 1-800-KLIPSCH

Klipsch.
The Legend Continues:"

© 1996 Klipsch Inc.



ONLY THE NAMES

HAVE BEEN (HANGED

A year ago, everyone was talking
about two surround systems using dis-
crete digital signals for 5.1 channels:
Dolby's AC -3 and Digital Theater Sys-
tems' DTS. A year from now, they'll be
talking about Dolby Digital and Coher-
ent Acoustics.

New systems? Nope-new names.
Luckily, few people outside the audio
and audiophile community have heard
of either, yet, so it's possible to switch
names without confusing everyone-
except the "everyone" who's been dis-
cussing both systems for the past year
or two.

ing audio gear. Granted, looks and sound
are presumably independent variables. But
while equipment can only sound good
while you're using it, it can look good all
the time.

WESTREX REDUX

Once upon a time, big American corpo-
rations were prominent on the audio scene.
Some of the first good phono cartridges
came from GE. Stromberg-Carlson made
audio components as well as TV sets, before
disappearing into defense electronics. Mi-
crophones and broadcast consoles were
made by RCA. And AT&T's Western Elec-
tric division made speakers, microphones,
cutting heads for record mastering, and
tubes.

Now, Western Electric's 300B triode
tubes, at least, are coming back. However,
AT&T will not be making them. According
to The Economist, Lucent Technologies, one

of three companies emerging from AT&T's
recent breakup, has sold production rights
to Westrex, a new Atlanta firm bearing an
old Western Electric trademark. The tube,
first sold in 1938, is now highly prized in hi-

fi circles, and the company hopes to sell
30,000 a year, at $350 each. If they succeed,
they'll begin making other tubes.

A TIP OR TWO FROM MIT

Each of the four speakers I currently have
on hand has a different type of input con-

nector: spring clips, multi -way binding
posts with double -banana sockets, multi -
way binding posts without the sockets, and
multi -way posts with sockets that can take
single bananas but not double ones (the
spacing's wrong). That's a bother, not a cri-
sis: If I left my speaker cables' ends bare,
they'd fit any of these speakers; but since
my Kimber Kables' multi -strand con-
struction makes bare ends unwieldy, I
have Kimber's spring -clip spade lugs
on the cables's ends, which fit large
binding posts; for terminals that accept
banana plugs, I attach Vampire Wire
banana -plug adaptors.

Now, Musical Interface Technolo-
gies has a neater solution, the Inter-
changeable Connector System-iconn,
for short. The MlTerminator speaker
cables now come with special pin con-

nectors at each end. The pin connec-
tors will fit spring -clip terminals and, I
suspect, the holes drilled through mul-
ti -way terminals (at least, on speakers
that leave these holes accessible).
What's special about these connectors
is a threaded section that accepts iconn

banana plugs and two sizes of spade con-
nector. For folks like you and me, it means
the ability to adapt cables whenever we
swap speakers. For retailers, it means the
ability to have whatever cables we audio-
philes need, without needing an entire
stockroom for all the different lengths,
gauges, and connector types. A

A CHANGE FOR (HANGERS?

The more CDs a changer holds, the
harder it gets to tell what discs are
loaded and which disc is where. Adam
Wolff, of Metuchen, N.J., has a patent
approved on a gadget that solves that
problem and gives you some place for
your empty jewel boxes, too. His CD
Select system
uses those jew-
el boxes as in-
dex tabs and
selector but-
tons. The box-
es fit into a
special rack,
with their
spines facing
outward. To
select a disc,
you browse the disc spines until you
find something you'd like to hear, then
press the jewel box. This depresses a
button behind that box, sending a sig-
nal to the changer. There's reverse

communication, too: Use the changer's
controls to program several discs, and
signals from the changer tell the rack
to light an LED next to the slots con-
taining the jewel boxes for those discs.
When you replace discs in your chang-
er with new ones, the rack puts the jew-

el boxes for the
old discs right
at your finger-
tips. Wolff esti-

mates that a
100 -CD chang-

er designed to
use his system
would cost
about 20%
more than one
using conven-

tional controls. It would be possible to
retrofit CD Select to an existing chang-
er, but the retrofit would only let you
select CDs for play, not see what discs
had been programmed.
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/FTER DEVELOPInG A CD PLAYER WITH

LEGATO LInK COnVERSiOn S,

TWi n DMA COr1VERTERS

ArlD A STABLE PLATTER RIECHAfISIfl,

WE REALIZED OnE THÍnG WAS mISSInG.

THE RECORD BUTTOf.

at lies beforeyou is the most refined,

ost sophisticated and most uncompro-

mising idea to be thought of inyears, a CD

player that records CDs, the Elite PDR-99.

A CD recorder engineeredt not only to record CDs,

but to play them Lack with the highest

on!),

possible.

A CD player that has Legato Link Conversion S, which

effective re-creates the music as it was original con-
ceived by the ariist.The PDR-99 also has the extraordinary

ability to record from any source.

The Stable Platter Mechanism-another astoitidins
advancement-helps to suppress resonance and v_bration

of the disc. This ensures more accurate playback and

recordabiliy.
And et, with all these advancements, the most

l

in-)lortant

feature the Elite PDR-99 CD recorder offers is1 the sbility

to recordyour cherished music to_the incredib) curable

and lon lasting format of CD

For the Elite dealer nearest

you, call 1-800-746-6337.

ELITE
PIONE1-:L,

©1995 Pioneer Electronics (USA) Inc, Long Beach, CA





WILD YONDER
Beale Street is the real street for
Mississippi Delta Blues. The
incredible new MACH Audio System
can take you there. Only
MACH Audio Systems are
designed and built
specifically to match the
acoustics of your vehicle.
So, you can go...where the
wild Blues blow any time
you drive your vehicle.

The incredible MACH
Audio System lets you
experience your favorite
music with the true
quality sound of a live
performance. From Blues to Bach,
from Country to Rock...MACH can
take you there.

MACH Audio Systems also give
you the added advantage of incorpo-
rating the cost into your Ford Credit
financing or Red Carpet Lease plan.
And, to protect your sound
investment, it's backed by the
factory warranty.

Test listen the incredible new MACH
Audio System at your nearest Ford
or Mercury dealer. You have to hear
it...to believe it.
Audio system shown is the Mach 460 available
only on the 1997 Ford Mustang. Other Mach Audio
Systems are available on 1997 Ford Taurus,
Mercury Sable and Ford Expedition. Ask your
dealer for a copy of the limited warranty.

RUDIO SYSTEMS

For more information call:
1-800-367-3333.



CURRENTS
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JOHN EARGLE

WHITHER (AND
WHEN) DVD?

nce seemingly on a clear
path for late 1996 introduc-
tion, DVD now appears to
be stalled until sometime
next year. What has hap-
pened can be understood

from a cursory review of its short
history.

When Sony and Philips showed
their version of DVD (Digital Video
Disc) for the first time, in January
1995, they called it MMCD (Multi-
media Compact Disc), and the agen-
da was relatively simple. The pro-
posed single -sided, single- or
dual -layer disc was a fairly straight-
forward evolutionary step up from
the CD in manufacturing complexi-
ty. It could hold up to 135 minutes of
MPEG-2 compressed video per layer,
plus multiple compressed digital
soundtracks, subtitles, and other in-
formation. The disc was, of course,
non -recordable, but it offered a giant
step forward in viewing quality com-
pared with mass -duplicated prere-

corded VHS videotape, and, in theo-
ry, could cost considerably less at re-
tail. There appeared to be no obsta-
cles in its way.

Barely a month later, Toshiba and
Time Warner announced and
demonstrated their take on DVD,
called the SD (Super Density) disc.
SD boasted greater data capacity and
the possibility of discs recorded on
both sides, which complicated the
manufacturing process by requiring
that each disc consist of two half
thicknesses bonded together (much
the way laserdiscs are constructed).
Most other specifications were simi-
lar to those for MMCD, though the
SD group explicitly endorsed Dolby
Digital (AC -3) audio coding. Besides
its originators, SD had the support of
such heavyweights as Thomson,
Matsushita, and Pioneer as well as
several major studios. And for a time
it appeared that we were on our way
to a replay of the Beta/VHS VCR for-
mat war.

By the end of 1995, however, a
truce between the MMCD and SD
groups was reached, following some
forceful prodding from the comput-
er industry. In passing, the erstwhile
combatants settled on DVD, stand-
ing for nothing in particular, as the
name for the joint system. (Although
often said to mean "Digital Versatile
Disc," that expansion has no official

standing.) And the
disc was more explicit-

ly a multipurpose stor-
age medium expected to
have a strong role in

computer applications as
a DVD-ROM, where its

superior video perform-
ance and high capacity

would be great assets. It is
primarily these multiple roles

with their differing require-
ments that have created the cur-

rent impasse.
Last May's joint SMPTE/USC

(Society of Motion Picture and
Television Engineers and University

of Southern California) one -day
conference, held in Los Angeles, ad-
dressed the many current technical
and esthetic aspects of DVD, with
emphasis on copy protection issues,
manufacturing challenges, and artis-
tic quality control. Here are some of
the highlights of that meeting that
will help you appreciate the present
state of the DVD and its ultimate
promise.

The attractiveness of DVD as a ba-
sis for ROM video content of all
kinds lies in its uncompromised
video quality. Those who recall inter-
active CD-ROM efforts of 10 years
ago may be quick to observe that
things today have improved only
marginally. Video quality is probably
the limiting factor in the general ac-
ceptance of interactive multimedia
software, and DVD promises to re-
move these limitations.

But even in its intended home
video application, DVD has bor-
rowed a great deal from its ROM as-
sociations. For example, the options
available to the home theater enthu-
siast include:
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"Polk's SRT System will gyve you a thrill a minute"
David Ranada, Stereo Review, January, 1996

The most influential audio journals of Europe and America agree, the Polk Audio Signature

Reference Theater system is a stunning achievement.

"The sound was extremely clean and extremely powerful, I was scared... an amazing

combination of flatness and low frequency extension we have

never before measured in our listening room... the effects pro-

duced by SDA had to be heard to be believed...

spectacular directional and spatial effects..."

David Ranada, Stereo Review, January, 1996

"...better than real cinema."

"... this is cinema shakeup, cinema shake-

down, cinema turn -it -upside-down. You're

not on the edge of your seat, you're forced

back into it. The realism is intense... this is a

system which can excel with music sources...

breathy and clear... admirable speed and

grace... totally absorbing"

What Hi -Fi?, Great Britain. February, 1996

For more information and the loca-

tion of a Polk SRT dealer near you, call

(800) 377-7655 or visit our web site

at http://www.polkaudio.com.

The SRT system consists of 35 active drive units housed in

seven enclosures (including two 300 watt powered sub -

woofers) and a Control Center with wireless remote.

Matthew Polk
Co-founder, Polk Audio

WARNING: THIS SYSTEM IS CAPABLE OF EXTREME SOUND PRESSURE LEVELS. SRT SYSTEMS ARE SUPPLIED WITH

A SOUND PRESSURE LEVEL METER TO HELP YOU DETERMINE SAFE LISTENING LEVELS.

Dealer Locator Number

II 1-800-992-2520

I Ad code: 20014
polk

The Speaker Specialists

5601 Metro Drive, Baltimore, Maryland 21215 USA (410)358-3600.
"Polk Audio"," The Speaker Specialists" and "Dynamic Balance" am registered trademarks of Polk Investment Corporation used under license by Polk Audio Incorporated.

CIRCLE NO. 19 ON READER SERVICE CARD



1. Multiple branching. A given motion
picture may be available in several versions,
including the standard release version, a di-
rector's cut, and a censored version for chil-
dren. There may be soundtracks in multiple
languages (there is already sufficient capac-
ity for discrete 5.1 -channel Dolby Digital
soundtracks in three languages), or subti-
tles in many more, as well as a version for
the hearing -impaired, with expanded leg-
ends on screen.

2. Format options. Some movies may be
offered in the standard (4:3) aspect ratio, a
"letterboxed" format, with black bars at the
top and bottom to preserve wide-screen ra-
tios for display on standard 4:3 sets, and a
"scoped" (anamor- j
phic) version that will
play back on large
wide-screen sets, in
which the scoping is
undone and a 16:9 as-
pect ratio presented.
Each screen format
could be toggled from
the remote, with the
4:3 pan -and -scan display controlled by a
disc -embedded code that tells the player
what portion of the full frame to display.

3. On some programs, such as sports,
music performance, or documentary cover-
age where multiple cameras are normally
used, it may be possible to replay a given
segment as seen from different camera
views or angles.

4. Language options. For what it is worth,
you may be able to watch a movie in French
with English titles-or in English with
French titles-or in French with French ti-
tles, to brush up on your language skills.

It is no trivial matter to program a disc to
do all of these things smoothly and in an in-
tuitively obvious way for the non -technical
user. Clear menu structures and commands
must show on the screen when needed, and
the programming must be completely fool-
proof. It is one thing to have a new software

program for your computer that has a few
bugs that won't get worked out until the
next version of the program. We have all
had to contend with that situation, and per-
haps it is okay in the environment of on-
going, rapid development of both comput-
er software and hardware, where users are
fairly savvy. But this is anathema to enter-
tainment -based hardware and software in-

terests, whose products must appeal to the
lowest levels of technical competence.

Imagine a situation with DVD where
these two cultures are in conflict. Both
hardware and software standards are being
hammered out simultaneously, and there
may yet be significant changes not antici-
pated at present. For example, Hollywood
and Silicon Valley have quite different views

of copy management and protection. The
computer manufacturers gave up on it
years ago with the realization that a deter-
mined hacker could break almost any
scheme. Furthermore, there have always
been rapid technological changes in the
computer world, which means that the

turnover in both hard-
ware and software is
more rapid than in the
movie and music
businesses, where for-
mats tend to stay
around for a fairly
long time. And Holly-
wood is particularly
spooked by the poten-

tial of DVDs to serve as high -quality mas-
ters for pirates. But quality has never been
an issue with pirates, in

parts of the world where piracy is rampant.
The fact is they'll copy whatever source they
can get, be it on VHS or in a digital format.

In order to accommodate the widest
range of programming needs, the DVD
standard allows for use of both disc sides,
with up to two layers per side. A single -layer
side provides data capacity of 4.7 gigabytes,

sufficient to handle the bare necessities of a
135 -minute movie (long enough to accom-
modate 97% of all Hollywood films) togeth-
er with a single 5.1 -channel Dolby Digital
surround soundtrack. A second layer almost
doubles a side's capacity, so the potential ex-

ists for dual -layer, dual -sided discs with ca-
pacities of around 18 gigabytes.

As you can see, there are numerous pos-
sibilities here. For example, if two layers are
needed for a given program, the choice is
between two single layers, one per side, or a
double set of layers on a single side. The
single layer per side is perhaps more
straightforward from the manufacturing
point of view, but it does not allow any sub-
stantial space for printed graphics on the
disc. (Remember how the back side of the
audio CD gradually made the transition

THE BRITISH -BASED

ACOUSTIC RENAISSANCE

FOR AUDIO HAS

PROPOSED STANDARDS

FOR A SUPER CD.

from being merely a label to serving as an
extension of the front cover artwork?)

On the other hand, two layers on a single
side will provide the added space for graph-
ics on the reverse side, but will complicate
the manufacturing process. At this time,
many of the manufacturing processes re-
quired are in their developmental stages. As

in the early days of CD, few manufacturers
are willing to talk openly about plant pro-
duction yields and unit costs. So no-one re-
ally knows at present what the typical list
price of a DVD will actually be.

One thing is safe to state, that early pro-
duction will likely stick with single or dou-
ble -sided discs, at least until the dual -layer
process has been thoroughly perfected.

Product quality issues came up for many
discussions at the conference. These have to
do not with mechanical or technical quality
in making the discs themselves, but with the
decisions regarding sources used for mas-
tering them. Most of us remember the early
troubles with CD, when discs made from
inferior late -generation copies of master
tapes flooded the market. There was a lot of
critical damnation, much of it misdirected
at the digital process itself, and the prob-

the record com-
panies went back to their earliest studio
master tapes and carefully transferred them
to digital using the best methods available.
The film industry wants to avoid such mis-
takes, and in many cases, early sources are
pretty much mandated if the language op-
tions are to be fully accommodated in the
DVD product.

There may, in fact, be a handful of DVD
video players and discs on the market be-
fore year's end, although it is difficult to see
how this can happen without all the legali-
ties of copy management in place. In any
event, it promises to be a slow introduction.
I know that I'll be standing in line early.

As audio enthusiasts, we also await devel-

opments in the area of the super CD, one
based on the high information capacity of
the basic DVD. (A British -based group,
Acoustic Renaissance for Audio, chaired by
Bob Stuart of Meridian, has already pro-
posed standards for what it would like to
call the High Quality Audio Disc.) Howev-
er, it's likely that no universal standard will
be promulgated in that field until the basic
DVD has been launched. That will be an-
other "Currents" column. A
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Digital Satellite TV?
Should I own or not?

What does it really cost?

Can I get my local stations?

Will it work on my set?

Can I use it with two TVs?

Do I still need an antenna?

What else do I need?

Can I block channels?

What if I need help?

What does the red button do?

What about surround sound?

Should I disconnect my cable?

How big is it7

Any more questions?

If you're a little fuzzy about digital satellite TV, we can clear things
up. Whether you choose to own the equipment or lease, we're the only

nationwide retailer that offers RCA® -brand DSS, with DIRECTV® and

USSB'M programming-or PRIMESTAR® service and programming-all

under one roof. We've got the systems, we've got the accessories, we've

got the answers. For a store near you, call 1 -800 -THE -SHACK="
DIRECTS is an official trademark of DIRECTV, Inc., a unit of GM Hughes Electronics. RCA is a trademark of RCA. PRIMESTAR is a registered servicemark of PRIMESTAR, LP.

RadioShack.
You've got questions.

We've got answers®



Trespassers will be coo e".,
vibrated, humidified, dropped
and reduced to the point of
whimpering "Mommy" to
our sound.

©1996 Pioneer Electronics (USA) Inc, long Beach, CA.



r Pnmieris the car stereo that pain built. If the sotnd

gets aggressive at times, it's because our merciless testng

hamners something called stereo angst into the soul cf

each snit. Most of you have heard this condition referred

to as sigh -quality sound. It answers to either one.

Afer the headunits are shaken like they're out of their

mind:, operated in 95 percent humidity, subjected to tem-

peratires from -40 to 176 degrees and dropped from nail-

bitinc heights, they're able to arm wrestle your car and vin.

Ou Premier speakers wish they could be so lucky.

Their hell consists of acoustical analysis tests, strength

tests,ultraviolet radiation tests, more extreme temper

aturetests and weatherability irradiation tests, which

force :hem to belt out an obscene amount of volume 'or

150 head -kicking hours.

Mew! (Wipe sweat from forehead and flick.)

Special robotics and computer -aided design and nen-

ufactiring techniques were built by our own hands tc

ensue a nod from our furrow-browed engineers.Ther to

keep :he obsessive -compulsive dedication to sound

quality consistent, we chiseled Premier dealers from tie

same slab of concrete as the engineers.

Hgefully the headunits inherit some of our approxh-

me-aid-get-racked attitude. But we felt the fools lurkig.

So Premier invented Detachable Face Security'and then

added a car alarm, built into the unit itself, that blasts its

warn ng inside the car to terrorize the thieving roden-s

into scampering away without your beloved stereo.

T ese premises, these conditions, these posture-peréct

engireers exist solely to bodyguard the reliability anc

ultimate sound performance of your Premier system. E ut

if you're able to create a more unlikely condition in yoir

own ':ar than our tests simulate (good luck), and the

stere. starts to cower, our warranty will be idling for two

long -ears, anxiously awaiting the chance to participate.

Its disappointment quickly silenced by an earful o

soul -:earthing sound.

Ca 11-800-746-6337 for the Premier dealer nearest you.

High Voltage output sends improved dynamic range input to
amplifiers with less noise -floor and distortion.

Assembled with high -quality components by bare hands, these

amplifiers have a built-in crossover and come dressed in purple.

Depending on the speaker's frequency demands, Rigilité Com-

posite Cones contain the perfect tailor -blended mix of maximum -
performance materials in order to be both rigid and light.

FREMIEIZ



FRONT ROW
COREY GREENBERG

SHUT THE HELL UP,
LEEKS I

Q
s a self-proclaimed audio
geek, I like to venture out and
explore other geek colonies
to see if there might be some
cool overlap. Of course, the
audio geek colony itself can

be broken down into subsets of its
own, such as the tube geeks, who can
then be further broken down into
sub -subsets (like the "retro" tube
geeks, the "We're not retro, you are!"
tube geeks, and the "Are not! No
backs!" tube geeks). But it's the non-

audio geek colonies that I like check-
ing out the most, because, quite
frankly, I'm always looking for a new
group of geeks that will make us au-
dio geeks look less, well, geeky.

For a great ego boost, check out
the flame -bait geeks on the internet
newsgroup alt.shut.the.hell.up.geek.
The sole purpose of this newsgroup
is to lure new message posters and
flame them with "Shut the hell up,
geek!" no matter what they post.
Once you get the joke, you join the
regulars in flaming the next new-
comer unmercifully. Actually, now

that I think about it, it's kind of like a
sped -up version of growing up, ex-
cept without the Cheech and Chong
records.

But you know who could really
use a good "Shut the hell up, geek!"
these days? The computer industry.
Lately, all my
nightmares
start with the
word "CON-
VERGENCE"
in big, flashing
marquee letters
eight stories
high with those
lights that look
like they're rolling around the letters.
I'm running down the street under
the giant letters, chased by Bill Gates
and an army of computer geeks, all
of them moaning, "Convergence,
convergence, convergence..." and
trimming their alterna -goatees with
buzzing Brauns. I whirl around and
shoot Gates' head off with an Elmer
Fudd varmint rifle, but a window
pops up that says "Do you really

want to delete Bill's head?", and the
"OK" box is greyed out for some rea-
son so I can't finish him off. I hit
"Cancel," but it's too late-the com-
puter geeks tackle me to the ground
and Crazy Glue a fake alterna -goatee

on my face while Gates screws up his
face and shrieks, "Convergence!" like

a savage coyote howl that bounces
off the buildings and gets louder and

louder and eerier and eerier the far-
ther it travels.

"Convergence" is the new war cry
of the consumer electronics industry,
too. As with airplane glue, I liked it
just fine the first few times, but all I
got after that was a bone -splintering

headache. The
consumer elec-
tronics industry
keeps lunging
at the ankles of
the PC boom
like some dis-
eased tick, ea-
ger to attach it-
self to the host

beast as it darts into the headlights on
the information highway. The idea is
that "PCTV," the marriage of person-
al computers to home theater, will let
us watch movies, work on spread -

"CONVERGENCE!"
IS THE NEW WAR CRY

OF THE CONSUMER

ELECTRONICS INDUSTRY.

s
sheets, surf the Web, and play Duke
Nukem, all from the comfort of our
living -room in full surround -sound
and high -definition video.

But what everyone hypnotized by á
the PCTV scenario fails to address is
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DP -870 DOLBY DIGITAL AC -3

DEMODULATOR/ DECODER:

discrete 5.1 -channel decoding

for Dolby Digital AC -3

soundtracks  DSP decoder with

Zoran AC -3 chip  AC -3 RF input

for LD  digital AC -3 inputs for

future sources with digital AC -3

output (DVD, DSS)  channel

level and balance controls

 configuration switches match

output to system speakers

 connects directly to the SR -96

 connects to existing AN

systems (separate processor/

power amps or AN receiver with

5 pre-out/main-in loops)

 SR -96 THX AUDIONIDEO

RECEIVER: premium dual DSP

decoder features all -digital Dolby

Pro Logic and THX Home Cinema

processing  5 high -current

power amps  110 W x 3 front,

90 W x 2 surrounds (into

8 ohms)  discrete 6 -channel

input connects to Marantz

DP -870 Dolby Digital decoder

 AM/FM tuner with station

naming  5 pre-out/main-in loops

 4 audio inputs, 5 video

inputs with NV copy features

 composite and S -video

switching  advanced multi -room

mode provides two independent

sources  headphone jack with

auto stereo switching  auto

power -on sensing on TV input

 on -screen display  banana -jack

connections on all 5 speaker

terminals

 RC -2000 LEARNING REMOTE:

total control of your AN

equipment  learns hundreds of

IR codes  macro keys store 20

commands each for one -button

operation  LCD window and

keys illuminate automatically

 ergonomic design with logically

grouped functions  LCD displays

up to 32 special commands for

each component  label naming

feature  built-in commands for

popular DSS equipment  built-in

commands for Marantz and other

brands using RC -5 codes

One Great Idea on Top of Another:

Introducing the Marantz SR -96 THX Receiver

and DP -870 Dolby Digital Decoder

Start with the Marantz SR -96 THX Audio/Video Receiver, a

perfect blend of powerful technology and thoughtful design.

Premium dual DSPs provide all -digital Dolby Pro Logic

decoding and THX Home Cinema processing. Five high -

current power amps deliver 110 W continuous to the fronts and 90 W to the

surrounds (into 8 ohms). A versatile complement of A/V inputs manages even the

largest theater systems. And should you ever actually leave your theater, the SR -96

offers an advanced multi -room mode that can play two sources independently. The

SR -96 is the ideal centerpiece for any entertainment system.

Top it off with the Marantz DP -870 Dolby Digital 
AC -3 Demodulator/Decoder. The DP -870 connects

directly to the SR -96 to deliver the most advanced DIGITAL
surround sound ever. The DP -870 can even be connected to many existing

surround sound systems that use separate surround processor and power amps,

and other A/V receivers that feature 5 pre-out/main-in/subwoofer connections.

Featuring the high precision Zoran DSP Dolby Digital AC -3 decoder chip, the

DP -870 is prepared for the future with additional inputs for other digital AC -3

sources, such as DSS and DVD components.

Now that you have the best in home -theater sound, check out the remarkable

Marantz RC -2000 Learning Remote. Designed with input from leading custom A/V

installation experts, it's the only remote you'll need for complete and convenient

control of your entire entertainment system.

DOLBY

mom..mks ff®
PURE HIGH FIDELITY

Marantz America, Inc.
440 Medinah Road, Roselle, IL 60172-2330 Tel 708-307-3100. 708-307-2687 Fax

THX is a registered trademark of Lucasfilm Ltd. "Dolby," "AC -3," "Pro Logic," and the
double -D symbol are trademarks of Dolby Laboratories Licensing Corporation.
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Get total control and

complete convenience

with the new Marantz

RC -2000 Learning

Remote.



the incredibly screwed -up state of affairs
that is the reality of the home PC market.
You've got CD-ROMs that won't run, oper-
ating systems that won't load properly and
then take down important files when they
crash, and peripherals that just flat don't
work, right out of the box. I've spent the last
decade -plus in a constant state of frustra-
tion when it comes to the various comput-
ers I've owned, and everyone I know who
has a PC feels the same way. We use them,
we rely on them, we even have fun with
them. But the computer industry is decades
behind the consumer electronics industry
when it comes to delivering competently
designed, reliable, and easy to operate prod-
ucts. If the A/V business is going to hand
over the keys to its future to a zit -covered
prom date named Bill, we may as well spray

the roads with foam now and hope they can
cut us out of the wreckage with torches be-
fore the gas tank blows.

I'm sorry, but when it comes to hi-fi,
computer geeks haven't got a clue. By far,
the dumbest and most obtuse messages
posted on the rec.audio.high-end news -
group come from people with computer -
industry domain addresses. It escapes me

ceiver is as good as it gets waste their time
arguing about cables in an audiophile fo-
rum, especially when they could be groov-
ing on postage -stamp -sized video files and
CDs played on their CD-ROM drives
through $20 plastic multimedia speakers.

The computer geeks are just way too up-
pity, that's the problem right now. I mean,
you'd think they'd be a docile breed of geek,
kind of like Smurfs except with paler skin
and alterna -goatees, but that's not the case.
The PC boom is going through the roof,
and the geeks are high on the fumes. They
don't want to let us handle the audio and
video side of the Great Convergence while
they handle the computing side-they want
to do it all themselves. Not a day goes by
that I don't hear about some faction of the
computer industry poking its waxy fingers
into pies better off baked by the consumer
electronics industry alone.

DVD's a perfect example. In the strained
midst of a shoving match last year between
rival hardware camps led by Sony and
Philips on one side and Toshiba and
Time/Warner on the other, the computer
geeks suddenly entered the fray, crying over

the "Digital Video Disc" name. Sony and
Toshiba almost melted down the whole
planet in a format war to end all format
wars, and the computer geeks were whining
about the name because they felt left out!

Ultimately, the DVD alliance caved to the
computer geeks by formally announcing
that DVD didn't officially stand for "Digital
Video Disc"-it could be "Digital Versatile
Disc," "Digital Veal -cutlet Disc," or any-
thing anyone wanted. Man, if I'd been in
charge, I would've set up a live mike feed
into a 100 -foot of Cerwin-Vega speak-
ers and Carver muscle amps and an-
nounced, "Fine, you
guys want to make
trouble at this crucial
juncture? DVD now
officially stands for
'Die Virgin Dorks."'
Now go back to your
$20 plastic multime-
dia speakers and Jen-
ny McCarthy .JPGs
and your sub -AM -quality RealAudio feeds
and SHUT THE HELL UP, GEEKS!"

And it doesn't stop there. Now we've got
Bill Gates hassling FCC honcho Reed
Hundt over HDTV. It took AT&T, Thom-
son, Zenith, Philips, and the rest of the
Grand Alliance years of testing and hag-
gling to reach a commonly agreed -upon
standard for digital HDTV broadcasting,
and now Gates wants the standard changed
so the images will look better on PC moni-
tors. As if HDTV's slow crawl to the mar-
ketplace hasn't been frustrating enough for
consumers, now we face even longer delays
because the biggest computer geek of 'em
all wants to change the standard. Maybe the

Grand Alliance should just change the
name to High Versatility Television. Hey, it

never hurts to grease the host beast.
Don't get me wrong. I think the PCTV

concept has the potential for mass accep-
tance, and I'm heartened by the efforts of
Thomson, with its RCA Genius Theater
PCTV prototype, and Gateway, with its new
Destination PCTV system. Even though
both systems currently feature monitors
that don't offer the same level of picture
quality in both PC and TV modes, I expect
to see a new wave of monitors in the com-
ing year that do equal justice to NTSC tele-

vision video and RGB
computer video. And
while I still question
whether the PC and
the TV will ever truly
be one and the same,
the possibilities for
home entertainment
are certainly intrigu-
ing to say the least. I

know I've personally got some .AVI files on
my drive featuring remarkably talented
young actresses that I'd love to see on the
big -screen and hear in surround sound.

But if this convergence between the PC
and home theater is going to succeed, the
computer geeks need to concentrate on
what they do best and leave the audio and
video standards to a consumer electronics
industry that's busted its ass, year in and
year out, to achieve a much higher level of
relative quality across the board than the
PC industry ever dreamed of. I'm all for the
convergence of computers and hi-fi-as
long as the hi-fi rig of tomorrow isn't built
like the home PC of today.

I'M SORRY, BUT WHEN

IT COMES TO HI-FI,

COMPUTER GEEKS

HAVEN'T GOT A CLUE.

A
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It falls apart, destroys amplifiers, there's no bass and no volume, only one person at a time can listen, it takes up too much

space and it's dangerous. But its clarity is beyond any other loudspeaker known to man. The year was 1978, and

everyone said I was mad. Back then, they fears of electrostatic loudspeaker technology were well-founded. But I was

obsessed with the clarity, and determined to create a loudspeaker the like of which this world had never known.

After four years of struggle and disappointment, Martin -Logan introduced the Monolith I. We had eliminated every problem

All that remained was the incredible clarity. When you become disenchanted

by the ordinary, we invite you to experience Martin -Logan technology. One of our chosen specialists will show you

what it is to touch space, feel an image, relish a sublime madness. fflARTIfl
LOGAI1C-

913-749-0133
61I99GMdilin 11) 11,1 All wlhl%rrwrvcd.
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SOUND BYTES

AFTER

ith everyone braying
about our "multimedia
future," it's amusing to
note that it's already
here, only we seem afraid
to admit it. The comput-

er community apparently has real-
ized that the world isn't waiting for
its ' 1990s vision of multimedia-
with every white-collar worker with
a notebook computer running
around making sound 'n' vision pre-
sentations-and has finally admitted
that multimedia's main appeal is for
no-brainer entertainment.

How so? Given the choice between
browsing through Microsoft's Encar-
ta or blasting away with Duke Nukem

3D, the latter usually wins.
Alas, multimedia via computer

also brings sound quality decidedly
worse than execrable. Computer
nerds are even more tight-fisted than
audiophiles when it comes to sound -
per -dollar, so they think that $99 for
a pair of "self -powered speakers" is

more than enough to extract the
maximum sonic pleasure available
from a CD-ROM, an audio CD
played in the computer's CD-ROM
drive, or even from the PC's own
programs (e.g., games). How do I ar-
rive at this image of meaner -than -
Scrooge computer dorks? Simple:
Ask a Las Vegas cabbie to name the
lowest -paying conventions, and he'll
tell you Comdex, followed closely by
CES. In a town
where conven-
tions are more
common than
bookshops,
they know all
too well who's
tight-fisted and
who's not. And
the city likes
neither community, computer or
consumer electronics, because both
are known for being, well, cheap. Or
too smart to gamble. But that's an-
other story.

Anyway, this manifests itself in the

peculiar scenario where a PC enthu-
siast will spend $400 to $600 for a
killer video card, which will be driv-
ing the finest monitor that the geek's
available money can buy. But when
it comes to the audio, PC users
freak out if the sound card costs
more than $150. And I've already
told you what they consider to be a
fair price for adequate speakers. All
of which confirms what Meridian's
Bob Stuart says to me every time I
beg him-or someone else in the au-
dio community-to produce an au-
diophile -grade sound card.

Without wishing to court a law-
suit, the best sound cards I've heard
are so truly vile in sonic terms that I
can only marvel at the sheer chutz-
pah of the manufacturers when they
boast about "CD sound quality."
Hell, if you do play an audio CD
through your computer, it has to
travel through the sound card, which
has an analog output stage slightly
worse than a $79 boombox's. (Mind
you, some CD-ROM drives can-

difficulty-yield digital signal
to feed to an outboard DAC.) But
Stuart also pointed out to me that,
even if you were to engineer a "high
end" sound card, the environment
within a PC simply isn't conducive
to good sound. All that RF interfer-
ence, the proximity of the disk driv-
es, the crappy switch -mode power
supplies; you'd need outboard
stand-alone units, just like internal
versus stand-alone modems. And
who among us needs more boxes?

But what it
really gets back
to is cost. If
Krell or Meridi-
an or Theta or
Wadia were to
come up with a
stupendous
sound card,
with MIDI

(Musical Instrument Digital Inter-
face) features and 20 -bit pure audio
capability and SoundBlaster compat-
ibility, it would stiff the instant its
$1,500 -plus price were announced.

ALAS, MULTIMEDIA VIA

COMPUTER ALSO BRINGS

SOUND QUALITY WORSE

THAN EXECRABLE.
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Packed stadiums. Crowded movie theaters. Sold -out events.

With the Mitsubishi 40 -inch direct -view TV,
there's no ticket shortage for the

best seats in the house.
When the first 40 -inch direct -view television

was introduced in 1993, we envisioned bringing
our Diamond Vision° stadium -sized screen into
your living room. Mitsubishi is proud to introduce
its complete family of 40 -inch televisions.

The Mitsubishi giant 40 -inch sets deliver the
highest possible picture quality with a screen size
rivaling that of a big screen projection television.

The 40 -inch models offer surround or level
sound audio systems, creating realistic, top-quality
sound to complement the high-performance picture.

Mitsubishi's new 40 -inch models incorporate
the high -end features you would expect to find in
a discriminating home theater system.

For tickets to the best seat in the house, call
1-800-937-0000, Ext. 930 for the Mitsubishi
dealer near you.

M ITSUBISH I
THE BIG SCREEN COMPANY 'M

CIRCLE NO. 13 ON READER SERVICE CARD



Well, perhaps ndt totally, because there are a
few hi-fi crazies out there with PCs who'd
leap at the opportunity to add killer sound
to their computing, but probably not
enough of us to justify the board's existence.

The tragedy is that there's plenty of material
already available, software you're only ever
likely to "play" through your PC, that justi-
fies an audiophile -
grade sound card. And
I don't mean Quake or
Wing Commander IV

CD-ROMs with
substantial music con-
tent have been around
for years-the CD-
ROM editions of A
Hard Day's Night and
This Is Spinal Tap, for example. But, being
CD-ROMs, they cannot be enjoyed for their
sound -only content via a normal, audio -
only CD player. So, when you slip MTV's
Unplugged CD-ROM into your PC, the best
you'll ever hear is what the sound card will
let through. And heaven knows some of us
have tried to optimize what's available.

Unnaturally, I use the "line out" facility
on my crummy sound card, plugged into a
"real" hi-fi system. Okay, so I'm no longer
running my PC through a Krell KRS into a
pair of 300 -watt Krell monoblocks driving
Apogee Divas, but that's because my "of-
fice" is no longer in my listening room. At
present, the output from my PC feeds a sec-
ond-hand Quad 33/303 combination driv-
ing a pair of Bolero Kompakts-total (au-
dio) system cost, given the modern
equivalent of the old Quad gear, running
close to $3,000, or as much as a decent PC.
This, of course, would be judged as lunacy,
but I "justify" it by listening to audio CDs
through my PC while I'm working. And I've
just learned from a friendly hacker -type
that my CD-ROM has a digital output,
which, though hard to access, will soon be
feeding a stand-alone DAC into the Quad
electronics, thus bypassing the sound card
entirely when I play audio -only CDs.

But I still have to suffer the sound card
when I play Hexen, use CD-ROMs, or watch
my "Beavis and Butt -head" screen saver.

But onto the heartbreakers: "CD Extras,"
or "Enhanced CDs," or whatever the indus-
try wants to call those audio CDs that just
happen to have additional video material
embedded in the pits. Okay, so the nomen-

clature has changed more often than
Roseanne's last name, but I'm hooked on
the new generation of audio CDs that come
"free" with multimedia segments. The first
I tried was last year's Rolling Stones album,
Stripped, and I found its video/info/inter-
view extras even more enjoyable than the
full-blown Voodoo Lounge CD-ROM, which

came out around the
same time. Since then,

there have been a
number of CD Extras
from Todd Rundgren,
Yoko Ono, and others,
but their non -audio
material seemed per-
fect for the PC plat-
form and demanded

nothing more. Then I came across James
Taylor's Best Live, the CD Extra edition.

Admittedly, I'm a lapsed Taylor fan, as I
left behind introspection, college, solitude,
and tortured artistr- a couple of decades
back. His music depresses me almost as
much as Leonard Cohen's, though not
quite to suicidal levels. Anyway, I was in
Lechmere's in South Portland, Maine, dur-
ing a few days of R & R at my folks' home,
stocking up on discs unavailable in the UK.
New to me was a separate section for CD
Extras/Enhanced CDs, so I grabbed the
Taylor title (Columbia CXR 68096) just out
of sheer curiosity and maybe a dab of nos-
talgia. I expected it to be filled, like Rund-
gren's or Yoko's CD Extras, with view -once

novelties, after which it would be treated as
an audio -only CD. Boy, was I wrong.

Taylor-rustic, down -homey, low-key
singer -songwriter or not-has delivered
one of the most satisfying and slick CD Ex-
tras yet, one that begs for the audio and
video signals to be fed to the hi-fi/home
theater system rather than through a PC's
cut-price signal path to a computer moni-
tor. Yes, the disc features "infotainment"
stuff, such as a partial discography, press re-
leases, a biography, wacky graphics, and
other CD-ROM-iana, but the bulk of the
set is concert sound and footage, eminently
re-watchable in the manner of a laserdisc.
You know: audio -only when you don't feel
like watching the visuals or sound and vi-
sion when you want the whole shebang.

So there I was, lamenting a situation
where I could have either/or but not both at
once. I played the CD in my reference sys-

THERE'S PLENTY

OF MATERIAL AVAILABLE

THAT JUSTIFIES

AN AUDIOHILE-GRADE

SOUND CARD.

tern to hear the music at its best but still had
to return to the PC to see the footage. Then
I remembered the hit product from the Hi -
Fi '96 show, just a few days earlier. And Bob

Stuart's vision fell into place.

Meridian's new 800 Series features the
first high -end audio components to follow
genuine "computer architecture" practices.
The 800 Reference CD Machine contains
(and here's how the PC versus hi-fi face-off
will be resolved) two front -panel -accessible

CD-ROM drives rather than audio -only
CD transports. Either or both can be con-
figured to read CD-ROMs as well as audio
titles, act as a CD library or recorder, and
write to a hard -drive ad infinitum. And you
can connect up to six external units. The
800 can also accept a tuner "card" or be
used as a full -function preamplifier, and it
accepts as many as 10 analog and 10 digital
sources, has analog and digital tape loops,
and can provide up to eight digital and
eight analog outputs.

Its sister, the matching 861 Reference
Surround Processor, can handle eight chan-
nels of information, with modifications
beefing that up to 64. Broadcast -grade
video switching; dozens of inputs for digi-
tal, analog, and video; controls for 14
speaker layouts; numerous subwoofer op-
tions; more than a dozen modes from
mono to Dolby Digital THX; and a facility
to adjust sound synchronization by up to
one video frame for greater accuracy. There
seems to be no end to the options: a flash
memory for easy software updates, room
for up to 16 cards, every possible form of
digital input and output, and-to return to
the theme of this month's Mondo Audio-
an RS -232 input for simple connection to a
PC. Which is why I'm so happy.

Maybe it's a bit too early to celebrate.
Maybe we should wait and see what hap-
pens with DVD and all of its myriad forms.
Who knows? They just might set the audio
standards high enough to ensure that the
son is as good as the lumiére. Whatever next

year holds, as you read this column, music
and video have reached a stage in their in-
teractivity that requires only one more de-
tail to be addressed: the move out of the PC
and into the hi-fi (or home theater) system.
If Meridian's 800 series is the first to
achieve it in practical terms, then bless 'em.

And shame on the entire PC industry for
being so damned cloth -eared. A
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As virtually every speaker manufacturer
rushes to deliver "home theater" speak-
ers to the marketplace, M&K amasses
nearly twenty years of experience in the
f eld-gating back to Hollywood screen-
ing -room installations in the 1970s.

M&K engineers have
spent well
over a
decade
studying
the varied
aspects of

surround
sound-including encod-

ing and decoding; soundtrack recording;
and the differences between reproducing
sound in theaters and in homes.

M&K speakers excel in the reproduc-
tion of all source material. Accuracy, low
coloration, pinpoint imaging, wide
dynamic range. and deep -bass repro-
duction are all critical for music as well
as film soundtracks. M&K Satellites and
Subwoofers have been acclaimed for
these attributes sine the '70s.

And this is why M&K knows that any
speaker that claims to be optimized for
either music or film sound, one at the
expense of the other, will never repro-
duce either one properly.

M&K Home Theater Systems
Conventional speakers make the

music and effects on film sound -
:racks compressed and dull. But
VI&K's exciting dyramics and
'quick" transients Give you precise
3-D imaging and a lifelike presence.

M&K Satellites are timbre -
matched. using virtually identical
speaker drivers. crossovers, and fre-
quency response, -or a seamless 360`
surround -sound performance. With
an all-M&K home theater system.
voices and effects do not change char-

(

acter when their sound moves from left
to r ght or front to back in your room.

Even if you are just adding an M&K
subwoofer, front/center, or surround

M&K
COMPONENT

SPEAKERS
FOR THE
HOME

THEATER

speaker to your present system, M&K's
unique timbre controls allow you to
"fina -tune" the sound of your new M&K
speakers to achieve the closest possi-

ble timbre -match with your existing
speakers-even if they are not M&Ks.

M&K Center Channel Speakers
Beware of inexpensive "center chan-

nel" speakers. In Pro -Logic, the center
channel speaker is driven the
hardest, and often
reproduces
as much
sound as the
left and right
speakers
combined.

Each one of M&K's
six individually -available Satellites
has exceptional dynamic range and high
output to meet and exceed the tremen-
dous demands of the center channel.

M&K Powered Subwoofers
Legendary for their massive output,

exceptional detail, and articulation,
M&K's thirteen internally -powered Sub -
woofers set the industry's standards for
high-performance deep bass.

M&K's innovative Push -Pull Dual
Driver subwoofers deliver a major
improvement by virtually eliminating
even -order harmonic distortion. and
doubling efficiency (same as doubling
amplifier power) with four times the
output of single driver subwoofers.

Whether you choose our state-of-
the-art Home THX Audio speaker
system. an add-on set of surround
speakers. or anything in between,
no other speakers will give you the
exciting performance, sound quality.
flexibility and compatibility of M&K's
home theater component speakers.

MCMILLER 2, KREISEL

SOUND CORPORATION

10391 Jefferson Blvd.. Culver City, CA 90232

(310) 204-2854  Fax: (310) 202-8782
THX is a registered trademark of LucasArts Entertainment Co.



T HEI&IE c9RTD Rr G

ODAY'S MOVIE-GOERS AND TELEVI-

SION WATCHERS ARE AWARE OF THE

VARIOUS FORMS OF "TRICKERY" IN-

VOLVED IN BRINGING SCENES TO

CINEMATIC LIFE. WE TAKE FOR
GRANTED THAT THERE WERE PROBA-

BLY MULTIPLE TAKES; THAT THE DIA-

LOG MIGHT HAVE BEEN DUBBED IN

LATER TO FIX POOR LOCA-

TION RECORDING; THAT

THE SOUND OF A BLENDER MIXING

UP A SMOOTHIE, OR A PISTOL BE-

ING FIRED, WERE ADDED LATER IN

A SOUND EFFECTS SUITE. WHAT

MOST PEOPLE DON'T REALIZE IS THAT THIS

SAME LEVEL OF SOPHISTICATED PRODUCTION

IS FOUND IN A GREAT MANY MODERN AUDIO

RECORDINGS.

THE TECHNIQUES USED IN MUSIC RECORD-

ING ARE FASCINATING IN THEIR OWN RIGHT,

AND THE KNOWLEDGE OF HOW ENGINEERS AP-

PLY THEM TO CREATE CERTAIN EFFECTS CAN

ENHANCE ANY LISTENER'S APPRECIATION OF

THE FINAL PRODUCT.

DANIEL LEVITIN, PH.D., M.S., IS A COGNITIVE SCIENTIST WHO

TEACHES MUSIC TECHNOLOGY AND PSYCHOACOUSTICS IN THE

DEPARTMENT OF MUSIC AT STANFORD UNIVERSITY. A FORMER

RECORDING ENGINEER AND PRODUCER, HE WORKED ON MORE

THAN 75 RECORDINGS DURING THE 1980S.
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TOP RIGHT: QUAD RECORDING

STUDIO IN NEW YORK CITY.
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BOTTOM RIGHT: THE AMERICAN

SECTOR RECORDING STUDIO IN

NEW ORLEANS, LOUISIANA.
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EOUIPMENT

Most popular music CDs (rock, country, alternative) use
multitrack recording, in which different instruments (or
different parts of an instrument) are recorded on dis-

tinct, separate regions, or tracks, of recording media (digital or ana-
log tape or hard disk). The most common tape -based systems use
24 -track machines, and several of these can be linked together to
create 48 -track and 72 -track recorders. Hard disk -based multitrack
recording is common in home and project studios and in large,
leading -edge operations. But mainstream studios still rely on tape

OWNER KEVIN MILLS AND PRODUCER/MIXER

DAVE BIANCO (SEATED) IN THE LARRABEE NORTH

RECORDING STUDIO IN NORTH HOLLYWOOD

WITH AN 80 -INPUT SOLID STATE LOGIC

SL 9000 J CONSOLE. PHOTOGRAPH/ EDWARD COLVER.

because of human factors (many engineers are more familiar with
tape) and financial considerations (the higher cost of disk storage
and the need to continually invest in rapidly changing technology).
The techniques I discuss here apply to both disk and tape, so when
I refer to tape, that's because it's still the dominant medium.

In a multitrack installation the output from each track feeds a
separate preamplifier built into the mixing console in the studio.
Instead of a stereo balance control that adjusts the relative output
of two tracks (the left and right channels), a recording engineer can
adjust 48 individual volume controls-one for each track-or turn
each track on or off with a switch (usually called the "mute" but-
ton). It is important to understand that these tracks are both time -
locked and distinct. They can be recorded and played back one at a

time or in any combination without interfering with each other.
This simple fact enables a number of interesting recording tech-
niques.

First, the musicians don't all have to play at the same time or, for
that matter, be in the same place. Using digital technology and
data -reduction codecs, tracks can be relayed via satellite links and
telephone lines to studios across the country or around the world.
If a band decides to add a saxophone solo after recording a song,
the sax player just records his part to an empty track, and it doesn't
disturb the other tracks that have already been recorded. Converse-
ly, if the group decides they don't want to use a guitar solo or a

backup vocal recorded earlier, they simply
don't turn that track on (they can even erase
it), and the rest of the instrumental and vocal
tracks remain undisturbed.

Many groups exploit this feature of multi-
track recording by adding different instru-
ments just to see how they sound-back-
ground vocals, horns, strings, and so on.
They'll let the producer or mixing engineer
decide later what to keep and what to throw
out. (The mixing engineer is the person who
blends all the tracks into a two -channel "mix"
and decides where to allocate or position the
various instruments across the left -to -right
stereo panorama.)

A second advantage is that a musician can
play more than one instrument (called "over-
dubbing" in session musician parlance) and
listen to his or her previously recorded instru-
mental tracks to provide a reference while
recording the new track. The guitarist and in-
ventor Les Paul was the first to employ this

technique in the 1950s (with his singing partner, Mary Ford) on
such early hits as "How High the Moon," and Stevie Wonder,
Prince, and The Beatles have all used it to great effect.

A third advantage of separate, multiple tracks is that each track
can be modified or processed individually without affecting the
other tracks. Signal -processing devices such as compressors, ex-
panders, equalizers, noise gates, digital reverberation simulators,
and digital delays can be applied to any one or multiple tracks, and
they can be applied after the sound was recorded. Most high -end
recording consoles have built-in parametric equalizers (EQ) on
every channel, allowing the engineer a wide range of tonal control
over every track. For example, suppose that an electric guitar, elec-
tric bass, and acoustic guitar are recorded on three separate tracks.
Perhaps the electric guitar sounds too shrill, the bass sounds too
muddy, and the acoustic guitar sounds too dark. At any time during
the recording process, the engineer can modify these sounds by ap-
plying EQ to them individually. Multiple signal -processing devices
can be chained as well, so, in this case, the engineer might EQ the
bass to make it less muddy, run it through a noise gate to get rid of
hum that was present in the background of the studio that day, then
run it through a compressor (to even out the overall volume of the
performances) and, finally, through another stage of EQ. This sce-
nario is not all that uncommon.
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TRACKS

The typical way that rock and country albums are produced is
to record the rhythm section first, usually the drums, bass,
lead guitar, and perhaps a rhythm guitar. At this time the vo-

calist records a "scratch" vocal, a temporary vocal track to help the
rhythm players keep tabs on where they are in the song. The vocal-
ist typically doesn't give it his all at this stage, and the engineer
doesn't always bother to set up a particularly good microphone, be-
cause the plan is to replace this vocal (overdub it) later with a better
performance. You can often find a lot of joking around on these
scratch vocal tracks.

If you'd like to hear a scratch vocal, at least one set is available on
a commercial release. John Lennon was working on a new album in
1980, which eventually became Milk and Honey (Polydor 817160).
He had recorded scratch vocals to accompany the musicians' basic
tracks, but he was killed before any final vocals were recorded. The
vocals on the finished album were what Lennon intended only as
temporaries, so they exhibit a certain degree of casualness-and an
absence of full -voice singing-that would not normally be found
on a final vocal track.

The various instruments used in the rest of a recording are often
added one instrument or section (i.e., backing vocals, strings, and
horns) at a time. Musicians adding a new part can listen to any
combination of the instruments already recorded, at any volume, in
any mix they choose. A
rhythm guitarist might
want to hear lots of bass
and drums so he can keep
time, while a lead gui-
tarist may want lots of
keyboards so he can hear
the chord changes better.

Other techniques are
making it easier for the
musician to work at a re-
mote location or home
studio and add tracks to
the recording. A musician
can have a copy of the
master or a rough mix sent to his location, where he can record his
part to the master or a digital source (DAT, hard disk), then have
the part sent back to the studio and time -locked with a computer.
And many musicians are preparing basic tracks in a MIDI (Musical
Instrument Digital Interface) studio and bringing the parts on a
floppy disk to a larger studio, where a computer records and inte-
grates the tracks.

Classical, bluegrass, folk, and traditional jazz have followed a dif-
ferent approach. In those genres, the musical communication be-
tween players is considered an essential part of the performance,
and they would never consider playing separately from one anoth-
er. Neil Young is an example of a rock artist who tends to favor
"live" recordings with minimal overdubs, but he is an exception in
the rock world. One of the problems is purely technical: To create a
clean rock recording with loud electric guitars is difficult when the
guitar amps, the drums, and the vocalist are all going at the same

WITH COMPUTER BASED

RECORDING,
INDIVIDUAL NOTES CAN

BE PITCH -SHIFTED
OR TIME -EXPANDED.

time in the same room. Because the sound of the instruments leaks
into the microphones of the other instruments, a muddy sound is
the result. Listen to the difference between Led Zeppelin III (At-
lantic 82678) and Houses of the Holy (Atlantic 19130) to hear the
radical difference in recording quality as the group moved from live

recording to an overdub approach.

HYPERREALISM

At the vanguard of audio engineering there is also a move -
ment to use as little audio processing as possible. These en-
gineers often boast on album covers that they have used no

EQ and no digital reverberation or other signal processors. The re-
sult can sound stunningly lifelike, but pulling this off requires a
great sounding musician to begin with, and a great deal of skill on
the part of the engineer. To record an entire album without any
outboard effects is a challenge, and it does not guarantee a superior
product. Some of the best engineers in the world-Roger Nichols,
Bruce Swedien, and George Massenburg, for example-use signal
processors judiciously to create beautiful recordings, and in many
cases to create interesting "hyperrealities."

One of the most interesting aspects of cinematography is that we
are able to see on the movie screen things we could never see in real
life. A classic example of this is the movie chase scene. In the the-
ater, we can see the pavement speeding by from a camera mounted

on the door of the car
or the road ahead from
a camera mounted on
the front bumper. In a
sense, these are very un-
realistic vantage points;
we rarely are able to put
ourselves in those posi-
tions. An even more
startling example is

when the director cuts
from one camera to an-
other, enabling you to
see two different per-
spectives in rapid suc-

cession. What the director and cinematographer are conveying is an
unrealistic view of the world; they are providing a set of impossible
perspectives to provide excitement and a sort of hyperrealism.

Of course, chase scenes aren't the only use of techniques that cre-
ate unreal perspectives. Even simple "head shots" produce the illu-
sion that your eye is only three inches from the person's face, re-
vealing pores and details most of us would never see. Modern
recording can also use technology to create hyperrealities.

PLACEMENT

0 ne common technique for creating hyperrealities is based
on a simple concept: microphone placement. When record-
ing an acoustic guitar, the engineer might, for example, use

two microphones, one at each end of the guitar, and record these
onto two separate tracks. During mixing, one of these tracks is as-



signed to the left stereo field, the other to the right stereo field. If
you listen to this at home and the speakers are eight feet apart, it
sounds like the guitar is eight feet wide! (It also sounds as though
your head is in the middle of the guitar, which of course it couldn't
really be or the guitarist would be strumming your face.) Listening
on headphones, the illusion of your head being inside the guitar is
even more compelling because there is virtually no air between the
transducers and the ear drum. The guitarist Alex deGrassi records
his acoustic guitars this
way; it's especially evi-
dent on his albums The
World's Getting Loud and
Slow Circle.

Any instrument can be
recorded with this tech-
nique, which is known as
"stereo mikes split -

panned." With one mike
only, the instrument can
be assigned to one speak-
er or the other or to any
arbitrary point between
them (in the early days of
multitracking, purist au-
diophiles labeled such miking "multiple mono" because it created
an unrealistic rendering). Only by rendering the signal with two
mikes, however, can the sound break free of "point -source localiza-
tion" and begin to take up more space in the stereo image, at its ul-
timate creating the illusion that the instrument is surrounding the
listener. In popular, jazz, and classical music, grand pianos are often
recorded in this manner to give the listener a sense of being en-
veloped in sound.

Other instruments lend themselves to less radical effects. A drum
set is often recorded with as few as three mikes. But an often used
technique might employ one microphone on each individual
drum, with the mikes panned in a semicircular arc, emulating the
sound that a drummer would hear sitting at the drums: the high -
hat just to the left, the ride cymbal on the right, the snare and kick
drums in the middle, and the tom-toms sweeping around the arc of
a semicircle. The sound we hear through our speakers and head-
phones, however, is typically much better than the drummer actu-
ally hears, because the mikes are placed adjacent to each sound
source. That way, each percussive component conveys the sound it
would if your ear were right next to it! Stevie Wonder was one of
the first recording artists to do this, working with engineers Mal-
colm Cecil and Bob Margouleff, on his album Music of My Mind
(Motown 37463-314).

The same is true with vocals. The engineer typically places a very
sensitive microphone an inch or two in front of the singer. This
makes it sound as though your ear were in front of the singer's
mouth. On ballads, this adds intimacy to the performance, espe-
cially when heard over headphones; with heavy metal, it adds a
great deal of power and gives the vocals a presence that keeps them
from being submerged by the other instruments in the mix. In real
life, of course, our ears are never just two inches from a singer's
mouth, but through recordings we can experience this illusion. For

OUR EARS ARE NEVER
JUST Iwo INCHES

FROM A SINGER'S MOUTH,

BIT THROUGH RECORDING

WE CAN EXPERIENCE

THIS ILLUSION.

years, my favorite example was Paul McCartney's vocal on "Honey
Pie," from The Beatles ("The White Album"). On this recording,
the mike, probably a Telefunken M49, is so close to McCartney's
mouth that you can actually hear his lips part just before he pro-
nounces the "p" in the word "pie"; when he sings the word "crazy,"
you can hear the air moving as he sets his mouth to pronounce the
"c." Recently I found a recording that conveys this effect even bet-
ter-Aimee Mann's vocals on "Jacob Marley's Chain," from her al-

bum Whatever (Imago
72787-21017). Using
Neumann's version of
the M49, a U49 mike,
she artfully uses vocal
dynamics to create the
illusion that she is prac-
tically whispering the
song in your ear. Mix-
ing engineer Bob Clear -

mountain (one of the
best in the business)
added a great deal of
compression to the vo-
cal to even out the dy-
namics, so that loud

and soft passages appear to be at the same volume even as Mann
goes from very soft to very loud.

Now imagine listening to a group where all the instruments have
been recorded with the microphones positioned in this manner.
This is called "close miking," and it is how most rock records are
made. The listener experiences the ultimate in hyperreal perspec-
tive, hearing each instrument as if it were located right next to the
ear, all at the same time! This is equivalent to the rapid edits in a
movie, except with albums, you, the listener, get to decide when to
switch your attention from one instrument to another, or whether
to take in the whole sonic panorama.

Because visual information is spread out across space, whereas
auditory information is spread out across time, the two sensory ex-
periences are fundamentally different. When we shift attention
from one visual stimulus to another, we have to move our eyes; to
shift attention from one auditory stimulus to another, we don't
move our ears; instead, our ear/brain system focuses on a different
aspect of the sounds impinging on our eardrums. In a musical per-
formance, we can concentrate on an individual instrument or on
the whole (the "gestalt"). In a visual performance, such as a movie,
we can gain the equivalent degree of control only if we are provided
with multiple views, when the director splits the image up into sev-
eral parts, or shots.

RFVFRRFRAiICIN REVERBERATION

In the old days, engineers would take Elvis Presley's vocal and
play it through a speaker in the corner of a small, tiled room,
picking up the sound of the room reverberations with a micro-

phone suspended from the ceiling. In recent years, the acoustic
echo chamber has been replaced by digital reverberation simula-
tors. Whereas the live echo chamber provided only one sound (ad-
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justing parameters like reverb time required moving the mike
around in the tiled room), the modern devices simulate dozens of
spaces, from a small tiled room to a recital hall to a large cathedral.
Because each instrument can be run through special effects sepa-
rately, you can hear something else on albums that you'd never hear
in the real world: a band in which the snare drum sounds as though
it were inside a 50 -gallon oil drum or a guitar that sounds like it's
underwater or a lead vocal that seems to be coming from the far
end of the concert hall.

The various microphone techniques described earlier define the
location of a sound in the left -to -right plane; reverberation defines
a sound's location in depth. The three -dimensionality of record-
ings comes from the listener's impression that the various instru-
ments occupy different positions front to back as well as in the left -

to -right stereo field. By applying different reverb programs to
different instruments, the depth of a recording is greatly increased,
giving the sense that each instrument occupies its own place in the
sonic landscape. With clever manipulation of phasing, engineers
can even make it seem as if sound is coming from beyond the stereo
speakers (not just between them) or that sound is coming from in
front of the speakers (not just behind them). Engineer Bruce Swe-
dien experimented with such placements on Michael Jackson's al-
bum Bad (Epic 0E-40600) and on Dangerous (Epic EK-45400).

Of course, if used indiscriminately, all these techniques can pro-
duce cheap, gimmicky sound, but if used properly, they can create
excitement. Performers such as Pink Floyd, The Beatles, and Laurie
Anderson pioneered the use of the recording studio as another mu-
sical instrument to enrich their artistry, and this has now become
commonplace.

TRACKS

_multitrack recording brings with it another virtue, the abil-
ity to edit individual tracks. Remember that a rock band
might record the "basic tracks" of their song first-the

drums, bass guitar, and rhythm guitar. Because each instrument
can be recorded on its own track, it is a simple matter to repair any
mistakes on a given track without altering the other tracks. If the
producer and the band decide that a particular take has the right
"feel," they might decide to use it even if it contains mistakes. If the
bass player played some wrong notes, or his or her timing was off a
bit, it's easy to go back and fix just those notes. The engineer plays
back the recording, and the bass player plays along. When the tape
gets to the part where the mistake occurred, the engineer hits the
"record" button for the bass player's track only. At that instant, the
bass player's new performance is put on tape, erasing the old one.
The engineer can then hit the "stop" button any time to stop
recording and return to the portion of the bass track that was for-
merly recorded.

This technique is called "punching in." It's simple to punch in
and out of very tight spots, especially with digitally -based systems
that enable the engineer to program the "in" and "out" spots. It's
not unusual, for example, for a musician to try to repair a passage
with as little as a sixteenth -note space on either side of it. As long as
an instrument was recorded on its own track, and was properly iso-
lated from the sound of other instruments during recording, it's

difficult to tell a repair from the original. After spending 3' min-

utes recording basic tracks, a group might spend several hours
making repairs to those basics.

FLUBS

Soloists and vocalists also routinely punch into a track. With
new computer -based recording and processing, individual
notes or groups of notes can be pitch -shifted or time expand-

ed (or compressed in time) far beyond the limit of the singer's per-
formance skills in real time. A cynic might view this as a way to
"manufacture" an instrumental or vocal performance. But it gives
artists a greater range of creative control to match sounds they hear
in their heads even if they can't produce them physically. If you lis-
ten carefully, you can actually hear the "punches" in Michael Jack-
son's vocals on Thriller (Epic QE -38112) and on the Crosby, Stills

TWO VIEWS OF TIN PAN ALLEY RECORDING STUDIO

IN NEW YORK CITY.

PHOTOGRAPHS/PATRICK KLEIN.



and Nash song "Helplessly Hoping" from their album Crosby, Stills
and Nash (Atlantic 82654). You can hear the punches because they
occurred while the singers were taking a breath, and the punch in-
terrupts the sound of them breathing in.

Interestingly, a musician with only marginal technique can use
punching in to make himself sound better than he really is, creating
flawless performances that he would never be able to deliver in real
time. (I am a marginal guitarist, but on tape I border on good, only
because I, like many of my friends, spend as much as six hours
recording one eight -bar solo.)

Conceptually, punching in is equivalent to editing tape with a
razor blade and splicing the tape. The difference is that punching in
affects only one or a few tracks at a time, and editing usually in-
volves cutting the entire piece of tape and splicing it to a new one.
Symphony orchestras typically record an entire performance and
then go back and replay any sections that contained mistakes. Later,
an editing engineer, using digital technology, "cuts and pastes" in
the fixes from the various takes. In traditional jazz, the combo
might play several versions of the same song, but it would be an
artistic scandal if two different takes were edited together, because
jazz is primarily an improvisational form and each take is consid-
ered a complete and inviolable work.

Because jazz and classical sessions are recorded without over-
dubs, you might think they don't require a plethora of tracks, but
they are still commonly recorded multitrack so that mixing engi-
neers can balance the relative levels of instruments after the session.

In the case of classical works, many people believe this should be
the conductor's job and that engineers should not presume to
change the balances that the conductor and orchestra have so care-
fully achieved.

PERFORMANCES

The practice of punching in fixes can be further extended by
the technique of "compositing" performances. The ability
of an artist to punch in and out of a track to make fixes

eventually gave rise to the practice of creating composite tracks.
Originally, an artist might have recorded two or three vocal takes,
and then, along with the producer, picked the best take and system-
atically fixed any problems by punching in. Some time ago, a clever
engineer figured out that he could mix and match the various parts
of the three vocal takes, choosing the best parts from each and dub-
bing them onto an empty track on the tape.

Nowadays, some vocalists sing their part many times over several
days, compiling perhaps 20 different takes of the same song. Then
the singer, engineer, and producer will sit down with a lyric sheet
and listen carefully to every take, indicating which contains the best
version of any particular musical line. The engineer then creates a
composite vocal track that combines all these distinct perfor-
mances. Truly compulsive vocalists (who shall remain nameless)
sometimes even edit to the level of replacing syllables. I've observed
several compositing sessions in which the poor engineer had to ex-
tract a "th" from one track and an "e" from another, to create the
perfect "the." In this perhaps ultimate application of punching in,
the result is a recorded performance superior to anything the artist
has actually delivered, a genuinely "master" performance.

Once a composite master has been compiled, the artist, whether
a singer or instrumentalist, studies and practices this master so he
or she can duplicate it in concert. An example of a composite guitar
solo is Jimmy Page's solo on "Stairway to Heaven," from Led Zep-
pelin's untitled fourth album. The solo was pieced together from
several different takes to create the unified piece that appears on the
album.

1 or several hundred years, beginning in the Renaissance,
painters strived to bring increasing realism into their works.
The discovery of the use of perspective, which had eluded

earlier artists, laid the groundwork for fantastic advances in render-
ing scenes in oil with lifelike qualities. Around the middle of the
19th century, a popular movement overshadowed the realists; the
impressionists endeavored to create scenes that didn't rely on real-
istic depiction to convey their emotional message. What caused this

sudden change in style?

One explanation offered by art historians is that the invention of
the camera around 1840 meant that anyone, without any special
training, could suddenly capture scenes realistically. Impressionism
and cubism, in that view, were styles adopted to create engaging
artistic works as a reaction to the ease with which realism could
now be achieved.

Similarly, in audio, recording engineers sought for many years to
create ever more realistic recordings, to recreate the sound of a mu-
sical group on stage in the listener's living room. In classical, folk,
and traditional jazz, this is still the norm. Naturalistic microphone
techniques and a minimum of processing are used to attain this
highly desirable goal.

One notable exception is the cycle of Beethoven symphonies
recorded by Herbert von Karajan and the Berlin Philharmonic in
the early 1980s. Karajan insisted that the instruments be close-
miked. The result was a complete loss of the normal sense of
acoustic depth in the sound field of the orchestra. Instead of the
French horns sounding distant, at the rear of the orchestra, they
and all the other instruments sounded up front, as though they
were in your face. Many critics and the public found the record-
ings so disorienting as to be unlistenable. The Maestro was un-
abashedly pleased with the result, commenting that for the first
time in his life, he could hear the orchestra as he had always heard
it in his head.

In the 1970s, recording technology reached the point where it
succeeded in recreating the sound of a live band with great fidelity.
The cutting edge of audio production since then has been to create
something more than reality-to sculpt sound pictures that evoke
feelings and thoughts unconstrained by reality, soundscapes that
push the envelope of the technology available to create a sort of au-
ditory impressionism. The ease of digital editing, of saving
ephemeral sounds in a sampler and playing them back at any pitch,
and of MIDI control of samplers, synthesizers, and effects proces-
sors, all contribute to the palette of tools the musician has available.
Artists, producers and engineers are now able to create all the
sounds they hear in their heads, not just sounds that could be pro-
duced in a live performance. A
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Listen Past the Equipment

and Experience the Music

as Intended

Once in a while an idea

comes along which represents

a significant step forward in

advancing the current state-

of-the-art. We feel our new

ST Series amplifiers exemplify

this unique distinction.

A new approach to low -noise,

low distortion signal -path

has produced a line of

amplifiers which is actually

quieter and more transparent

than any source material

currently available.

Brystrn ST amplifiers, from the top: 8B ST 4 channel 120 wpc, 5B ST 3 channel 120 wpc,
4B S: 250 wpc stereo, 7B ST 500 watts mono. Not shown is the 3B ST 120 wpc stereo.

The B-yston ST innovation: our

ultra -I near "input buffer -with -

gain" substantially lowers the

distorion and inherent noise
floor - hearing is believing.

Completely separate power

supplies for each channel elimi-

nate any crosstalk to ensure firm

focus and completely accurate

imaging of musical instruments.

Bryston Ltd, P.O. Box 2170, 677 Neal Drive, Peterborough, Ontario,
Canada K9J 7Y4 Tel: (705) 742-5325 Fax: (705) 742-0882

CIRCLE NO. 4 ON READER SERVICE CARD

Switchable gold plated RCA

unbalanced and XLR-1/4 inch

balanced inputs, with equal
gain, allows flexibility for multi-

channel system configurations.
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ORIGINRL MR_1TER RECORDING'

 Original Generation Master Tape urce

 Half -Speed Mastered with
The GAIN System-

 Specially Plated and Pressed on
200 grams of High Definition Vi I

 Dust -Free, Static -Free Rice Pa r
Inner Sleeves

 Special Protective Board

 Heavy Duty Protective Pack ng

 Sup~Supelyt s

MFSL 1-251 MF.1. 1-254

lurairER AECORDI"
BERNARD hERRMANN conducting

The Loedon Festival Recording Ensemble

MFSL 1-255 MFSL 1-256

ALEXIS KORNER'S
BLUES INCORPORATED

MFSL 1-260 ...MFSL 1-265

ORIGINAL MASTER RECORDING

RECKONING

' - --- MFSL 1-263

fidelitY
1.11ANWANV

sound lab
.1 rhosionel FSL, NW.

105 Morris Street  Sebastopol, CA 95472
800-423-5759

e-mail: moti@mofi.com
WWW URL address: http://www.mofi.com/

In Canada phone
(800) 267-1216 (Music Retailers)
or (800) 465-4434 (Hi -Fi Retailers)
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ake it so special...an

engraver's fine detail, a soloist's high note, the brush strokes of
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ed painter. E
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orld -class hom

e

entertainm
ent system
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ence so satisfying and thoroughly enjoyable.



Sanusbysterns
Give

Your Music

a Sound Foundation®

Performance with Style

Are you getting the most out of your speakers? Did you know
that proper mounting and room placement dramatically im-
proves sound quality? Most major speaker manufacturers rec-
ommend loudspeaker supports for optimum performance; many
of the best known brands specifically recommend or use Sanus
Sound Foundations. Demand the most from your audio dollar.
Give your music a Sound Foundation!

Euro Foundations®

Euro Foundations are a contemporary alternative to the utili-
tarian look of most steel loudspeaker supports. Performance is
on par with the finest European and domestic designs, yet the
price is affordable. The new generation of satellite and surround
speakers bolt mount to Euro Sats for better performance and
safety. (Many competing stands use two sided tape!) Euro
Foundations feature sand fillable steel bases, adjustable floor
spikes, neoprene isolation pads, and a hidden wire path.

All Euro Foundations
feature adjustable floor
spikes to ensure stabil-

ity on carpeted surfaces.

A concealed speaker
cable path keeps wire
neat and organized.

The Euro Sat features a

unique adjustment knob

that allows speaker
height and angle to be
varied to perfectly match

the requirements of your

listening room. Euro Sixteen

Most leading satellite speakers securely bolt mount to Euro Sats.

Sanus Systems is not affiliated with speaker brands that are shown.

Euro Twenty Four Euro Sat

1973 W. Cty. Rd. C2 Roseville MN 55113 (800) 359-5520 (612) 636-0367 FAX
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SPECIAL ADVERTISING SECTION

T he W orld o
Cutaway of

cable con-

struction.
AudioQuest's

Video S -Two

(top) and

AudioTruth

(Forest).

Connections 3
"So many enthusiasts consider inter-

connects and loudspeaker cables an af-
terthought," said Jim Hassi, marketing
manager of MIT. "They are integral
components of any world -class sys-
tem-whether for audio or Home The-
ater. This is one detail that demands
your just like your
CD player or television."

MIT, which stands for Music Interface
Technologies, designs interconnects and
speaker cables for a wide range of sys-

tems and
tastes. "Al-
though we
have the
MH-850
Reference

AudioQuest intercon-

nects (top) and speaker

cables are available for
a wide variety of appli-

cations.

Bi-Wire for
close to
$8,000 an
8 -foot pair,
MIT also
delivers

high performance at a more reasonable
cost," Hassi noted. The new MlTermina-
tor 5 Series is based on proprietary
technology for improving signal transfer
efficiency between components and be-
tween amps and speakers. The new ca-
bles offer sonic benefits of increased

Accessories
bass weight and resolution for en-
hanced imaging and soundstage. The
new MlTerminator 5 Speaker Interface
Cables feature their new iconn Inter-
changeable Connector System so you
can easily change the cable's connec-
tors. This is great news for aficionados
who constantly swap out components to
build better systems.

The iconn system consists of an MlTer-
minator cable with a basic Pin Base
connector at each end. Pin Base con-
nectors work with all "push -type"
spring -loaded terminals found on re-
ceivers and bookshelf speakers. The

base has a threaded section
for other iconn connectors
including regular banana,
economy spade and large
spade. According to Hassi,
these four types fit the vast
majority of terminals avail-
able today.

Naturally the connectors
are gold plated for low resis-
tance and contamination -

offers cables
and intercon-
nects ranging
from the new
Silver Streak
to the leg-
endary Model
88, The Black
Pearl Refer-
ence Loud-
speaker Ca-
ble ($15,000 per 8 -foot pair).

"The Silver Streak is the ideal inter-
connect for all upscale audio and video
applications," Ray Kimber said. They
have many of the company's most ad-

vanced technolo-
gies, including tri-
braid VariStrand
cable geometry,
custom Teflon di-
electrics and ad-
vanced metallurgi-
cal techniques. As
its name implies,

GREAT

details

cables

MIT's MlTerminator 5

interconnect and iconn

connector system.

free connections. Prices range from
$9.95 to $24.95 per pair. Speaker ca-
bles featuring the breakthrough iconn
system start at $79 per 8 -foot pair.

These new additions join the award -
winning ranks of their predecessors.The
MlTerminator 2 Bi-Wire (at $399 an
8 -foot pair) won an Innovations '95
Award at the Winter Consumer Elec-
tronics Show. Anoth-
er award winner is
the RES -Ling video
cable, which restores film -like detail
and depth.

Almost 20 years ago Ray Kimber
started experimenting with cables. His
goal? Simply the best sound possible.
Today highly respected Kimber Kable

XLR

the Silver Streak
features an AG
VariStrand conduc-
tor made from hy-
per -pure silver. The
ground plane con-
sists of TCSS con-
ductors with Teflon
dielectrics. The Sil-
ver Streak is avail-
able with RCA or

connectors, single ended or bal-
anced. Prices start at $120 for a .5 me-
ter pair. Mr. Kimber added that for fans
who longed for the benefits of The
Black Pearl Model 88, the more afford-
able Model 33 and Model 38 will be
introduced at the Winter Consumer
Electronics Show this January. They use
many of the patented technologies of

ly U ly t e 0 c o U!y U ly Crs c  s
the Model 88 with prices starting at
$1,920 per 8 -foot pair for the Model
33. A new bi-wire cable will be intro-
duced this Fall as well.

All quality cable and interconnect de-
signers research the signal -carrying



You Need More
Than Just Cable.
Any cable can transmit electrical signals from one component to another or frcn an amplifier to the speakers.
But, transmitting music takes more, than just cable. The shapes o- -nusica wadeforms are incredibly complex
anc critical signal timings are measured in rricroseconds. Ordinary interatnnecting cables or speaker cables
carrot faithfully p-eserve these canplex rrusical relationsh ps acrosstne to I rrus cal spectum.
That s why MIT's fcunder I terally invented high-performarce interconnects a speaker cab es. MIT holds
seven basic paterts in high-perfo-mance cat le and interface des gn- These funoarnental technology patents
mean that crltr MI- can bring you interconnects anc speake- gables scien-ilically designed to eliminate the non -
blear -dies and disfo-tions cat -sed by other cables, no matte- whethe- :he others cost -ens of dollars or thou-
sands.

If you choose your system conponants with care, listening for the subt eties :f rr_sc tha: distinguish treat com-
ponents, then ycu need IVITe-minator' interconnects anc spea<er cables. The hard science behind
VII-erminators -ev=als the full musical potential of your nigh fideli-y s-ereo system. Until you use MlTerninators,
/ot- II never know now good your system can sounc.

Patented MITE Terminator Network
MIT's pEtented -ermiraor t twor<s are the heat o- MIT's scnic superiority. These urique r e_wcrks era3le
MITaninetor interconnects rid speaker cables to dtúer better :ass, clearer midrange and srroother
t-e_le scund, and b enhance the image, fccusard s»ndstag ng o- eue-y recorcing you listen -'

te.

Nhsfúmdamen-al tee, iroloc patents are you asscratce that orgy MI-interconiects
and swa<er cable; ,:an trarsm t all of tie sound q_9i:y that your program sources
and s -erg system corn one-ts are able to deliver

iconn'" interchangeable
connector tsyn1
MITE e_dusive icom' syster for speaker catle cove: -

ton is sn innovative it nas = patent pencing, and evey
Mtferrr razor spealer cadle has it. Thanks b corn` 'i
intºrchalgaable cornector types, you'll always hays t ,

riyti connector to ft the terminals on ycur an oldie- and
spckers. Bonn's gcic-elated connectors assuri ultra -ow
contct resistance and :ontannaticn-free ccnrrcas;
best sand quality.

New RCA conn
NMTerminatertüerco meets now have new r is h-perforrr anc

R,A-t4pe correctors. Tnese machined, gold -p ated oannec-
t -sfeatpre bfrcatei center-:ortact pins and mull-:ontaC
stidd connactcns fey urimpeacnable signal ñtecrity. The-
pour edy matdt :he club for highly efficien: snergy transfe-
and ottstandi n; sour d qc ality.

Wit i MlTermincter interfaces startn 1 at just 5,19.95 interconnect and 17£.95 speaker

(MlTermincter 5, not atrium), NE perfcrmaace s truly artordatle for any s -stem.

More Than Just Cable!`" \( IT/



Why MlTerminators
sound better
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Superior Final Energy Component
In transmitting electrice ene-gy cables store and release energy. MIT calls the amount of

energy that is stored and retEisd the Final Energy Component. Unfortunately, as shown in the

plot, the Final Energy Cinponen ii ordinary 12 -gauge "zip cord" and a typical high -end cable

is non-linear - It changes áue with signal frequency. This non -linearity inevitably causes dis-

tortion and the loss of bit :c natty and image integrity.

MIT discovered that incrsasro le Final Energy Component of cables already having outstand-

ing electrical charactersic_ iranatically improves the overall sound quality. By employing the

patented MIT Terminate- N.vor<s to store and release energy at the correct levels and times,

nonlinearities are greats reduced or eliminated. This superior Final Energy Component is a

major factor in the super: aunc quality of MlTerminators.

Superior Efficiency
MIT quantifies hew tie I cables maintain correct phase relationships between

aulic Signals' votages and current as Eticienrr. When cables maintain correct

phase relaticnshps, all if the si.pals' ene-gy trans-ers to the next component or

to :he.pealer with 101f/1 efficiency. Ordiary cab es' non-linearities make them

mach less etficieit al IoN freque nc es tha at i ch frequencies, as the plot shows

for "zip cord" and fo- al ordinay high-enl speaker cable. The sonic results are

nose, distorion, loss of image quality, and excesa(ely 'bright" treble sound.

As you car see ton- the pot, MIT's palErtef Terminator Networks give

MTe-minatcr cables a huge advantage ove- cid nary cables, raising low-fre-

giercv eff mercy and "flattening" t -e mwerll curie. This means that
MTesminatcr cables deliver far mire acslra_e -orality aid imaging, with lower

ncise than irdinary cables can. Although tre but shows speaker cables, the

ruts also apphr to interconnects.
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Superior Imaging
In the accorapanirtg graphics, you can see a three dirrensioieI -epresentation of the sonic image m-

ated by the audio system. The blue, red and elbw areas rep event the image size while the rus cal

note represents -he image focus.

In the first room. uric ordinary 12 gauge cable we can see that the image size (the blue ball) is very s mil

and defocused-the note is blu-ry and uidefined. In the oocmd room, using conventional 'high erd' cat le

the image has become sligitly brger and has mowed forvarc between the speakers, but still IaclF ifeice

size and absolute bus (the no is ;til hurry). In :he third roorr, -he system is wired with MITermin eta- 2.

The superior Final Ene-gy

Component and supeior
Efficiency provided by the MIT

Terminator tectnc.Iogy pro-

vides a lifelike, focused, three-

dhnensional image. Only MT's

patented Terminator technolo-

gy can actieve this leve of

performance in Wu' system. i
Experience the sonic improvements of MlTerminators in your system!

Most MIT retailers offer a no -risk home trial program.

Call 916 -E88 -C394 or Fax 916-888-0783 fi tie Iccation of your nearest authorized MlTerminator dealer.

Oir components make your
components sound their best:"

Music Interface Technologies" MIT produc-s are manufactured and sold by CVTL, Inc., Auburn, CA, USA
Distributed in Canada by Aralex Acoustics (604) 528-8965
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Closeup of Kimber

Kable's Silver Streak

interconnects made of
hyper -pure silver.

Single Ended
AGSS positive -
TCSS grounds --

Balanced
AGSS signal positive
AGSS signal inverted
TCSS ground

properties ofGREAT a variety of

e t adilis
materials-
whether it's
the purest
copper or sil-
ver. Pure mu-
sic-with little
discolora-cables tion-is
Holy G ailthe

"Using multiple solid conductors in
multiple sizes is a very effective tech-
nique for reducing distortion. Several
years ago, AudioQuest Crystal speaker
cable was the first model to use differ-
ent sizes for multiple conductors. Now
every model from Type 4 on up has
been refined and improved using very
carefully selected varieties of conductor
size," reported Bill Low, president of
AudioQuest. He laughed when he said
multiple sizes weren't used because
"the highs go down the little wires and
the bass goes down the big ones. Since
our speaker cables use multiple conduc-
tors we have the opportunity to mini-
mize sonic signatures by using multiple
strand sizes. Instead of a single charac-
ter there are two or three different but
related characters that work together to
defocus the presence of any character."
Low said there is no such thing as the
perfect wire, simply those that minimize
coloration and distortion. "Ten years
ago we made a speaker cable called
Type 12. The stranded conductors in
this cable look pretty crude to us today
but one of the reasons this cable was
so superior in its day was the use of
26, 28 and 30 American Wire Gauge

(AWG) strands. So long as we can con-
tinually refine the basic ingredients,
we'll never stop trying."

Along with a wide variety of speaker
cables, audio interconnects and video
cables AudioQuest also offers ways to
clean up your AC power. No detail
ever gets overlooked in the quest for the
best audio and video experience. Ac-
cording to Mr. Low, all AudioQuest AC
power cables include a large ferrite
bead to reduce Radio Frequency Inter-
ference (RFI). RF Stoppers' "beads" filter
the magnetic field at RFI frequencies so
they can't travel inside the wire. They're
available integrated into power cords
or as clamp-ons (RF Stoppers Jr. and
Sr.). "AudioQuest AC power cables are
about preventing distortion, period,"
Mr. Low noted. The same holds true for
the company's newly designed RCA
connectors which are so critical for
video applications.

Methods, materials and approaches
may change from company to compa-
ny. However, they all share one thing
in common...no detail is too small for the
best home entertainment experience.

Form and Function
"We all know the joy of bringing

home a new component. Inside the car-
ton is a state-of-the-art power amplifier,
loudspeaker...even a television," said
Jim Wohlford of Sanus Systems. "Then
it's the classic dilemma: Where
do I put it? We've been solving
that riddle for years with some
of the most attractive and af-
fordable audio/video furniture
furnishings available." Sanus
Systems is, in fact, the largest
manufacturer of speaker stands
and component racks. The ex-
perts continually rave about the
quality, the fit and finish. Audio
magazine gave the Ultimate
Foundations speaker stands a
Grade A+ and said: "What
difference can good stands
Lots."

The Ultimate Foundations are de-
signed to be the finest speaker sup-
ports available, offering complete
stability, minimal diffraction, freedom
from resonance and, of course, at-
tractive design. The stands can be
easily filled with sand or shot. The
top plate damping system, coupled
with an attractive Fountainhead
base plate, ensures a very quiet
design. Fountainhead material

make?

looks and feels like marble but has ex-
cellent acoustic properties. Wohlford
said the company's speaker stands are
available in the new Series Two Refer-
ence and Steel styles ranging from 16 -
to 28 -inches high.

One of their newest designs are the
Euro Foundations loudspeaker supports,
a new styling without the utilitarian feel
of many others on the market. Like all
Sanus Systems stands, they are rigid
and quiet. They have models specifical-
ly designed for bolt -mounted satellite
and surround speakers, adding a de-
signer's touch to your Home Theater
system. They can be filled with sand or
shot and have adjustable floor spikes.
Depending on your decor, there are
also Nat-
ural and
Basic
Foundations with black lacquer, oak
and walnut finishes. "We constantly
look at the details," Mr. Wohlford said.
"Our Natural Foundations have con-
cealed speaker wire path to keep
everything tidy and not detract from the
stands themselves." Natural Founda-
tions range from 7- to 28 -inches high
and the Basics are available in heights
from 5 to 31 inches.

While speaker stands are integral to
any music system, what happens when
your list of components expands? "We

stands

Sanus Systems

has an extensive

array of speaker

stands and design

options.
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find enthusiasts constantly rework their
systems. What happens when they
want to buy a new D/A converter?
With many shelf systems they're locked
in to a specific amount of gear. Our
versatile Component Foundation sys-
tems can grow with you. You simply
buy another modular shelf. And they're
unbelievably rigid," Mr. Wohlford not-
ed. Trim kits are available to blend with
Sanus Foundation speaker stands for a
truly seamless design.

As more people combine their music
and video systems for Home Theaters,
Sanus Systems developed complemen-
tary video furniture. There are new Euro

Ken Crane's Laser

Discs is considered

"laser heaven" by
many enthusiasts.

GRE A

detal!

softw

Video systems
as well as
Euro Audio.

"Whether
your system is
for the bed-
room or the
living room,

are
there's no need to compromise on style
or acoustics," Mr. Wohlford said.

Iucoruparable Software
As more enthusiasts re-create the

movie theater experience in their
homes, they meticulously add cutting -
edge components to their systems. And
for Home Theater sound, nothing
matches the impact of Dolby Digital
(AC -3). The new 5.1 multichannel digi-
tal surround sound provides six discrete
channels, including front left, center,
right, left surround, right surround and
the "point one" output for low frequen-
cies. "Once properly set up in your
home, the impact is tremendous," said
Pam Crane of Ken Crane's Laser Discs.
"And there is still only one form of

SPECIAL ADVERTISING SECTION

video software with Dolby Digital en-
coding-the laser disc." Ms. Crane
pointed out that although the Digital
Video Disc (when introduced) will fea-
ture Dolby Digital, it will be "many
years before the library of titles is any-
where near the 9,000 on laser disc.
There are over 50 discs featuring Dolby
Digital so consumers can enjoy it now -
not sometime in the future."

She pointed to the recent winners of
the Optical Video Disc Association's
Fifth Annual Discs of the Year balloting
as just a sample of some of the great
entertainment on laser disc. "Almost all
were widescreen versions so you see
everything the director intended. They
were mastered using the THX bench-
marks for the best audio and video
quality. And many winners had Dolby
Digital soundtracks." She noted that the
newly remastered Amadeus won the

award as the Best Special
Edition and was placed in
the Hall of Fame as Best
Overall Disc. "The combina-
tion of Mozart's music and
the lush sets makes this one
a customer favorite," Ms.
Crane said. Other Dolby
Digital in-
cluded Lion King, True Lies

and Dr. Zhivago.
"To give you idea of the depth and

breadth of the laser library, look at the
music winners," Ms. Crane said. U2:
Rattle and Hum won for Best Popular
Music, Pavarotti & Friends 2 was Best
Classical while Swing, Swing, Swing, a
compilation of classic movie shorts, was
the Best Jazz winner. "There's still no
question about it. If you want the best
prerecorded video with advanced au-
dio soundtracks, the only answer is the
laser disc." Ken Crane's Laser Discs in
Westminster, CA is the largest laser disc
store (software only) in the U.S.

As we all know, movies are just one
part of the home entertainment experi-
ence. There's this little detail called mu-
sic, the reason enthusiasts worry about
all their components, including cables
and furniture. Mobile Fidelity Sound
Lab has a passion for music at its best,
whether it's on vinyl or compact disc.

Mobile Fidelity was one of the first
companies to produce reference -level
CDs, the Ultradisc series, the original
limited edition 24 -karat CD. Some of
their latest releases include classics
ranging from Bing Crosby Sings Whilst

B r e g m a n
Swings to Goo
from Sonic Youth
and artists as
disparate as
REM, Nirvana,
The Moody Blues
and Eric Clapton. Mobile Fidelity, like
the Moody Blues searching for the lost
chord, constantly improves their master-
ing and manufacturing techniques.
They're most proud of the GAIN Sys-
tem, a new mastering technology intro-
duced three years ago. GAIN (Greater
Ambient Information Network) was a
complete upgrade of analog and digi-
tal components. Translation: GAIN de-
livers more detail and stable imaging.
The GAIN system is used for Ultradisc II
compact discs and their latest Anadisq
200 vinyl LPs. The classic albums are
half -speed mastered, super 200 gram
vinyl, numbered limited -edition discs.

Buyers' Guide
For more information, please write, call

or contact the manufacturers below.

AudioQuest
PO Box 3060
San Clemente, CA 92674
714-498-2770

Ken Crane's Laser Discs
15251 Beach Blvd.
Westminster, CA 92683
800-624-3078

Kimber Kable
2752 South 1900 West
Ogden, Utah 84401
801-621-5530

MIT
13620 Lincoln Way
Suite 320
Auburn, CA 95602
916-888-0394

Mobile Fidelity Sound Lab
105 Morris St.
Sebastopol, CA 95472-3857
800-423-5759
http://www.mofi.com

Sanus Systems
619 W. County Road E.
St. Paul, MN 55126
800-359-5520
612-484-7988

This special advertising section was
specially prepared for the publisher of
Audio magazine. None of the maga-
zine's editorial personnel were involved.



EDWARD J. FOSTER

CARVER AV -705X
FIVE -CHANNEL

AMPLIFIER

Mid -power home theater power
amps-by which I mean those
of the 100 -watt -per -channel
ilk-come increasingly in five -
channel format, and for a simple
reason: Most people who buy a

subwoofer these days
opt for the powered
variety, so there's no
need for a sixth amp
channel to drive it. 1f
you want more than
100 watts/channel or
so, however, going to
a single -chassis amp
can be a problem. It's
pretty difficult to shoehorn five 200 -watt
channels of power into a box that won't run
hotter than a $2 pistol or require Godzilla
to move it. Leave it to Carver Corporation

to come up with a neat solution, dubbed
Power Steering and introduced in the com-
pany's new Premiere AV -705x five -channel
power amplifier.

The benefits of Power Steering in a home
theater product are so obvious, it's surpris-

ing the idea didn't
surface sooner. But it
always takes someone
to be first, and the
Carver people seem
to have a knack for
not missing the forest
for the trees-or does
that go the other way
around? No matter. I

expect it comes from living in the North-
west woods; all that fresh air must encour-
age Carver engineers to take a fresh look at
problems.

POWER STEERING

DIVERTS POWER FROM

CHANNELS THAT DON'T

NEED IT AT THE MOMENT

TO ONES THAT DO.

Heretofore, multichannel home theater
power amps were built like stereo amps,
only with more channels. Yet the demands
on them are likely to be quite different. In a
stereo system, it's possible-indeed, proba-
ble-that both channels will be required to
deliver equal power simultaneously (a
mono signal demands that, for example).
But the relative power demands of the vari-
ous channels in a Dolby Pro Logic system
are very unlikely to be the same at any given
time, in part because the decoder dynami-
cally detects the channel with predominant
energy and steers a substantial portion of
the signal there. Actually, energy is canceled

out of the opposing channels, but the net
result is the same: All channels needn't de-
liver maximum power simultaneously.

Power Steering capitalizes on this fact by
adapting to signal conditions and, in effect,
diverting power from channels that don't
need it at the moment to ones that do, en-
abling the latter to deliver substantially
more than "maximum" power as rated with
all five channels driven equally. To clear
FTC rules and qualify for THX certification
(which the AV -705x carries), Carver has to
rate the amp with all channels driven-un-
der which conditions it is specified to deliv-
er 125 watts per channel into 8 -ohm
loads-but the power supply and output
stages are actually designed to deliver 200
watts into 8 ohms when the energy is pre-
dominantly in a single channel. It's kind of
neat: something like dynamic headroom,
but not exactly. Dynamic headroom de-
scribes an amplifier's ability to deliver extra
short-term power, whereas the AV -705x will
deliver upwards of 200 watts into any one
channel all day and all night if you ask it to.

Rated Power Output into 8 Ohms, 20
Hz to 20 kHz, with 0.08% THD:
Stereo mode, 180 watts/channel; five -
channel mode, 125 watts/channel.

Dimensions, with Handles and Feet:
53/4 in. Hx19 in. Wx183/4 in. D(14.6
cm x 48.3 cm x 47.5 cm).

Weight: 42 lbs. (19.1 kg).
Price: $1,199.

Company Address: P.O. Box 1237,
Lynnwood, Wash. 98046-1237;
206/775-1202;

http://www.carver.com.
For literature, circle No. 90
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The AV -705x is fully modular; each am-
plifier channel occupies its own glass -epoxy

circuit board, has its own heat sink, is indi-
vidually fused, and has its own DC -offset,
shorted -load, and high -temperature sens-
ing circuits. Each also has its own power -on

delay, and when all five relays come on at
once, the amplifier announces the fact with
a mighty thwack.

Modular construction not only makes a
component easier to build and service, but
also offers certain technical advantages, not
least of which is a short signal path. On the
Carver AV -705x, input and output connec-
tors (and the input -level control) are sol-
dered right to the circuit board and pro-
trude through openings in the back panel,
so there's no internal wiring in the signal
path. The input RCA jacks are gold plated,
the output connectors, base -metal binding
posts that accept up to 10 -gauge bare wire
or single banana plugs. (Although I'm not a
fan of these binding posts, they do meet in-
ternational safety requirements, which is
important to a company like Carver that
sells the same products worldwide.)

Except for a coupling capacitor between
the level control and the Texas Instruments
Excalibur operating -point controller IC,
the amplifier is direct -coupled, fully bal-
anced, and discrete throughout. There are
only two gain stages, each running true
Class A. The output stage is a triple -Dar-
lington, complementary -symmetry emitter
follower with parallel -connected pairs of
triple -diffused
planar transistors.
These boast a 60 -
ampere output ca-
pability and a safe
operating area
large enough for
them to handle 600
watts per channel.

The output devices
drive the loudspeaker
directly without the
usual series inductor.
Eliminating the in-
ductor helps prevent
output impedance
from rising with fre-
quency. In fact, Carver's schematic suggests
that low, uniform source impedance was a
primary design goal for the amplifier (the
protection relay is inside the feedback loop,

for example, which helps reduce
the impedance of the relay con-
tacts). This type of design promises
sonic benefits, but to be stable such
a circuit must have exceptionally
wide open -loop bandwidth, excel-
lent performance prior to the ap-
plication of feedback, and superior
circuit layout.

Key to the last point (in Carver's
view) is a double -stage ground -
management system that isolates
the amplifier's input from the
nearby output connectors. In fact,
Carver claims that the ground sys-
tem offers an absolute solution to
the problems of ground loops, sep-
aration loss, and parasitic oscilla-
tion and that the AV -705x will op-
erate cleanly with no negative
feedback at all while showing no
signs of oscillation or input -to -
output crosstalk or interference.

The AV -705x is constructed on a

seemingly sturdy sheet metal chas-
sis with an extruded aluminum
front panel. Although the panel
sprouts wings and handles, Carver
does not suggest that the AV -705x
be rack -mounted from the wings
but rather that it be placed on a
shelf. The wings are removable, en-
abling the amp to slip into a 17 -inch open-
ing. It needs at least 3 inches above and an
inch of clearance on each side for cooling.

The front panel
has a power rocker
at the upper left
and a green power
LED beneath. Red
LEDs for each
channel light up

when the amplifier is
turned on (before the
power -delay relays

click in) and then are
quenched. Once the
amp is in normal op-
eration, these LEDs
serve as clipping indi-
cators for their re-
spective channels. A

channel's LED will also come on and stay
on if the channel mutes (that is, if a protec-
tion circuit has detected a problem and
opened the output relay).

THE AV-705X'S FREQUENCY

RESPONSE IS SUPERB AND

TESTIFIES TO A VERY

WIDEBAND DESIGN.
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Fig. 1-Frequency
Response.
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Fig. 2-Noise Analysis.
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Fig. 3-Crosstalk.
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Measurements
I expanded my normal power -amplifier

test sequence to evaluate Carver's Power
Steering system. First, however, I made the
usual basic measurements with all channels
driving 8 -ohm loads simultaneously. Fre-
quency response (Fig. 1) is superb and testi-
fies to a very wideband design, just as Carv-
er claims. The third -octave noise spectrum
analysis (Fig. 2) suggests some magnetically
coupled hum at 60, 180, and 300 Hz but re-
markably low power -supply ripple at 120
Hz. On an A -weighted basis, total noise
came in at an excellent -94.4 dBW. Channel
1 input sensitivity was almost spot on the
THX standard, and the gain of all channels
was matched within a tight ±0.06 dB. Input
impedance was a solid 46 kilohms. Channel
separation, measured between physically
adjacent circuit boards (Fig. 3), is adequate
but not so outstanding as this amp's other
characteristics.

The three graphs of Fig. 4, which show
the Carver's total harmonic distortion plus
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noise (THD + N) versus output
level into 8 ohms at my three stan-
dard test frequencies (20 Hz, 1
kHz, and 20 kHz), were plotted un-
der different conditions to evaluate
the Power Steering system. For Fig.
4a, all five channels were driven; for

Fig. 4b, only two channels were
driven; and for Fig. 4c, just one
channel was driven.

The Power Steering action is
clearly evident. Based on the 1 -kHz

data, the Carver AV -705x delivered

145 watts per channel at 1%
THD + N with all channels driven,
200 watts per channel with two
channels driven, and 255 watts
when only one was driven. On a
decibel scale, which is more mean-
ingful for power measurements,
the maximum output rose from
21.6 dBW (five channels driven) to

23.0 dBW (two channels driven) to
24.1 dBW (one channel driven).
Those are significant differences!
(The bumpy appearance of the 20
Hz curves is unusual, but neither
the amplifier nor the Audio Preci-
sion System One test equipment
showed any signs of misbehavior;
since the distortion is very low in
any event, I'm not concerned.)

Note that the data in Fig. 4 rep-
resent measurements made on a
continuous -power basis. I also
used the IHF tone burst to measure
dynamic power into 8 ohms with
one, two, and five channels driven.
With only one channel driven, the
dynamic power and continuous
power were the same, suggesting
that the limiting factor under these
conditions is the unloaded power -
supply voltage. When additional
channels are driven, more power is
available dynamically than contin-
uously, as one would expect. The
dynamic -headroom rating (refer-
enced to Carver's 21.0 dBW output
specification) ranges from 1.8 dB
to 3.1 dB, depending on the num-
ber of channels driven. All these
figures are far better than the 1.1
dB Carver claims.

The two graphs of Fig. 5 show
THD + N versus output with 4 -

ohm loads. Figure 5a shows the situation
with two channels driven, Fig. 5b with one
channel driven. At 1 kHz, the AV -705x de-

livers more than 300 watts per channel with
two channels driven and 390 watts with one

channel driven before clipping, which I de-
fine as 1% THD. Not bad for a 125 -watt
amplifier. Carver does not specify power
into 4 -ohm loads, so I can't calculate dy-
namic headroom under those conditions,
but I could and did measure dynamic pow-
er. It came out at 370 watts per channel with

two channels driven and 415 watts into one
4 -ohm load.

THE BENEFITS OF CARVER'S

POWER STEERING

APPEAR TO COME

WITHOUT ANY OFFSETTING

DRAWBACKS.

Figures 6a and 6b show THD + N versus
frequency with 8- and 4 -ohm loads. The 8 -
ohm curves were taken at 10 watts and at
rated power (125 watts per channel) with
two channels driven and, separately, with all

five channels driven. Although more power
is available into two channels than into five,
as demonstrated by Figures 4a and 4b, the
curves for distortion at rated power in Fig.
6a are virtually identical-the benefits of
Carver's Power Steering system appear to
come without any offsetting drawbacks.

I took the 4 -ohm curves of Fig. 6b at 10
watts, 100 watts, and 200 watts with two
channels driven. Lacking an official 4 -ohm
rating from Carver, I took 200 watts as the
benchmark, because a Home THX power
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amp is supposed to be able to deliver 28.2
volts rms into loads at least as low as 4
ohms and 28.2 volts is equivalent to 200
watts into a 4 -ohm load. With either load,
distortion is quite low. Figures 6a and 6b
have a fairly expanded scale (0.001% to
0.1% THD), and distortion at rated output
never tops 0.022% with 8 -ohm loads or
0.030% with 4 -ohm loads.

POWER RESERVES SEEMED

ENDLESS, AND ON MUSIC,

THE SOUND WAS CLEAN,

SILKY SMOOTH, AND

EXTENDED.

Clearly, Carver has met its targets of wide
bandwidth, low distortion, and a maximum
output capability that increases as fewer
channels demand full output simultane-
ously. The final desideratum was low, uni-
form output impedance. I'd say the compa-
ny met this goal, too.

I should point out that there are several
ways to measure output impedance and
the related specification, damping factor,
and the results do not necessarily come

out the same. I usually follow the
procedure spelled out in the
EIA/IHF amplifier standard,
which is to force a 0.3536 -ampere
current (equivalent to 1 watt into
8 ohms) into the amplifier's out-
put, measure the voltage at the
output terminals, and calculate
output impedance and damping
factor from that.

Measured by that procedure, the
IHF damping factor (taken at 50
Hz) is an excellent 415, implying
an output impedance of just under
20 milliohms. As shown in "Mea -
sued Data," output impedance ris-
es negligibly across the frequency
spectrum. At 1 kHz it is only 21.1
milliohms, and at 20 kHz, 31.4
milliohms. In my book, that's first-
rate performance.

Use and Listening Tests
The Carver AV -705x performed

exceptionally well in my home the-
ater. On Sturm-und-Drang shoot -
em -ups, the reserves seemed endless, and
on music, the sound was clean, silky
smooth, and extended. To me, that's impor-
tant, because it makes the AV -705x as useful

MEASURED DATA

Output Power at Clipping (1 kHz, 1%
THD): Five channels driven, 145
watts/channel (21.6 dBW) into 8 -ohm
loads; two channels driven, 200
watts/channel (23.0 dBW) into 8 -ohm
loads, 305 watts/channel (24.8 dBW)
into 4 -ohm loads; bridged (one chan-
nel driven), 255 watts (24.1 dBW) into
8 -ohm load, 390 watts (25.9 dBW) into
4 -ohm load.

Dynamic Output Power: Five channels
driven, 190 watts/channel (22.8 dBW)
into 8 -ohm loads; two channels dri-
ven, 215 watts/channel (23.3 dBW)
into 8 -ohm loads, 370 watts/channel
(25.7 dBW) into 4 -ohm loads;
bridged, 255 watts (24.1 dBW) into 8 -
ohm load, 415 watts (26.2 dBW) into
4 -ohm load.

Damping Factor re 8 Ohms: 415 at 50
Hz.

Dynamic Headroom: +1.8 to +3.1 dB re
rated five -channel continuous output
into 8 ohms.

THD + N, 20 Hz to 20 kHz Five Chan-
nels Driven: 8 -ohm loads, less than
0.022%; 4 -ohm loads, less than 0.030%
at rated power and at 10 watts out.

Output Impedance: 21.1 milliohms at 1
kHz, 23.4 milliohms at 5 kHz, 27.2 mil-

liohms at 10 kHz, and 31.4 milliohms
at 20 kHz.

Frequency Response: 20 Hz to 20 kHz,
+0, -0.05 dB; -3 dB below 10 Hz and
above 169 kHz.

Sensitivity: 98.2 mV for 0 dBW (1 watt)
out.

A -Weighted Noise: -94.4 dBW.

Input Impedance: 46 kilohms.
Channel Separation: Greater than 49.5

dB, 100 Hz to 10 kHz.

Channel Balance: ±0.06 dB.
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in the surround -sound music systems that
will ultimately arrive with DVD-Audio as it

is in today's home theater.
That brings up the question of whether

Power Steering will be as worthwhile with
discrete multichannel recordings, such as
Dolby Digital (AC -3) soundtracks, as it is
with steered Pro Logic decoding of conven-
tional matrixed surround. Only time will
tell, but I've got a hunch it will be. Except
for disaster sound effects, like the world
blowing up or the ground splitting open
under me (in which case, I don't think I'll
be able to tell if my amp has run out of
steam), I expect that movie sound will re-
main unbalanced in its moment -to -mo-
ment channel power requirements. The
same is likely to be true of surround -sound
music. Indeed, the very concept of sound
localization implies an unequal power dis-
tribution among channels on a moment -
by -moment basis. So, I think design tech-
niques such as Carver's Power Steering will
continue to be useful as surround technolo-
gy moves beyond Pro Logic. But if I'm
wrong, so what? Even if you factor out the
benefits of its Power Steering feature, the
Carver AV -705x is a great amplifier. And,
with a suggested retail price under $1,200,
it's a terrific bargain. A
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How much do I need to spend to
have a really good home theater?

AHow much have you got? "Home
Theater" is a loose term used to
describe a mixture of different
audio/video components; from the
simple hook up of an inexpensive 20

inch TV and a modest stereo system, to an
extravagant commercial quality AC3/THX sound
system with a loft screen data -grade projector,
line doubler and elegant theater decor, costing
six or even seven figures. The answer is a balance
between budget and expectations. If you are
currently watching a 20 or 27 inch TV and
listening to it in monaural through the internal
four inch speaker, a simple hookup to an
inexpensive stereo receiver and two speakers
can be very exciting. If you are already enjoying
TV in stereo or surround -sound, you'll need to
spend a lot more to get your heart pumping. In
short, a home theater can cost as little or as
much as you want it to. My recommendation is
to audition home theater systems at several
different price levels. If your expectations don't
exceed the limits of your budget, you can decide
at that point how much to invest in upgrading
your system to create your own "mini -movie
palace".

-Bill Behrens
Behrens Audio Video

Jacksonville, FL

clIs there a way to have both a
high quality music system and a
good home theater system. If so
how should I set the system up?

AYes. Our experience has found that
any high quality music speaker also
works well for home theater. Most
small high quality bookshelf speak-
ers may not be able to reproduce

the bass levels required for home theater, we
highly recommend using a powered subwoofer.
To avoid system obsolescence, choose separate
audio components which offer superior
performance and flexibility over all in one
receiver. Keep the main speakers equal distance
left and right of the television approximately
6-10 feet apart for best imaging. The closer you
get the main speakers to any boundaries (walls,
cabinets, etc.) the more this will change the
sound of the speakers. The center speaker
should be placed as close to the center of the
left and right speakers as possible. Bipolar
speakers can be used as the rear speakers in
Dolby Pro -logic systems, set up left and right
but to the rear of the listening area
approximately 6 feet above the floor. THX
systems sound best with Dipolar speakers
placed left and right but to the sides of the
(AC -3) systems sound best with full range
speakers placed left and right but to the rear,
facing toward the listening area approximately
6-7 feet above the floor.

-Robert Haasch
Absolute Sound & Vision

Sheboygan, WI



CIWill the new DSS 18" satellite
systems allow different channels
to be viewed in different rooms?

AYes! The basic DSS systems
offered by most manufacturers
limits you to one DSS channel per
household at any given time. The

deluxe DSS systems gives you the option of
adding extra receivers in other rooms
allowing a different DSS channel to be viewed
in another room. By using the existing cable in
the home or by running new cable, DSS
channels, local antenna and/or cable can be
supplied to any room in the house. There are
many options available to any room in the
new DSS systems. Talking to a qualified
audio/video dealer will insure the correct
option be chosen for your needs.

-David Sherman
Modern Music Audio/Video

Memphis, TN

Each month, Audio Magazine's feature "See a Specialist" showcases the finest audio/video dealers from
across the country. The dealers, chosen as a result of recommendations from equipment manufacturers,
Audio Magazine staff and industry organizations, exemplify the best audio/video dealers from New York to
California. The chosen dealers offer solutions to problems that can best be handled by a specialty
audio/video retailer.

If you would like to submit questions to dealers in your area please write to :
See a Specialist, c/o Audio Magazine, 1633 Broadway, NY, NY 10019

alWhy not buy my equipment
"mail order" and "save lots of
money"?

When you're shopping for
audio/video equipment it's tough
to ignore the seemingly terrific
deals offered by mail order

companies. However, there is something you
may not be aware of! Most of the "better"
audio and video manufacturers carefully select
distribution through specialist retailers. Each
retailer has a limited territory which he is
allowed to do business in, and cannot sell via
the mail. What this means is the mail order
company may not be an authorized dealer for
the products they sell. Since they are
essentially "reselling" to you, the item will not
have a manufacturers warranty because you
are now the second owner. If you are thinking
of making a purchase from a mail order
company, call the equipment manufacturer
first and ask if the company is an authorized
dealer. If they're not, you may be in for a
surprise if the equipment needs service.
Buyer beware! See your specialist retailer.

-Jerry Heeson
GNT Stereo

Lancaster, PA



EQUIPMENT PROFILE
D. B. KEELE, JR.

MIRAGE
MBS-2 SATELLITES,

BPSS-210 SUBWOOFER,
AND LFX-2 CROSSOVER

Mirage speakers are made by Au-
dio Products International
(API), which also makes Energy
and Sound Dynamics speakers.
The company manufactures its
own drivers, crossovers, cabi-

nets, and electronics.
Mirage is best known for bipolar loud-

speakers, which have identical sets of front
and rear drivers that radiate in phase over
the whole audio band. (This is different
from dipolar loudspeakers, whose front and
rear outputs are in opposite phase to one
another.) To the best of my knowledge, Mi-
rage introduced the bipolar concept, back
in 1987, with its MI loudspeaker. Currently,
Mirage offers 26 speaker systems, both
bipolar and front -radiating, at prices from
$200 to $6,000 per pair. The line includes

BOTH THE MIRAGE MBS-2

SATELLITES AND

BPSS-210 SUBWOOFER

ARE BIPOLAR DESIGNS.

stereo, home theater, and in -wall speakers,
as well as electronic crossovers.

Both the MBS-2 satellites and the BPSS-
210 (Mirage's top subwoofer) are bipolar
systems and are included in Mirage's high -
end home theater line. But I used them, to-
gether with the Mirage LFX-2 electronic
crossover, as a two -channel subwoofer/
satellite speaker system.

The MBS-2 bipolar speakers have very
compact, sealed enclosures, each holding
two 51/2 -inch woofers and two 1 -inch titani-

um -dome tweeters. One woofer and tweet-
er are mounted in a vertical line on the

front of the enclosure, while the other set of
drivers is similarly arrayed on the back, and
the two sets are connected in phase. How-
ever, the tweeter on the front of the enclo-
sure is above the woofer, whereas the rear
woofer is above its tweeter. When the MBS-
2s are used as main -channel or stereo
speakers, their fronts should face the listen-
ing area; when they're used for surround,

the speakers should be placed high on the
side walls and facing sideways to the listen-
ing area (that is, with the drivers aiming to
the front and back of the room). Wall -

mounting hardware is supplied with the
MBS-2, but I did all my listening with the
speakers on stands.

A wall -mounted speaker gets more low-

frequency assistance from room boundaries
than a stand -mounted speaker away from
the walls does. So the MBS-2's internal
crossover has different settings for stand
and wall mounting. With the wall -mount

setting, the speaker's bass output is de-
creased by about 6 dB below 200 Hz and the
high -frequency response is raised slightly
above about 10 kHz. The setting is selected
by jumpers in the connection -terminal cup
at the bottom of the cabinet. The crossover
contains nine components (two resistors,

h
two inductors, and five capacitors), forming ó
a first -order low-pass filter on the woofer á
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and a second -order high-pass on the tweet-
er. To protect the speaker against high-level
bass signals, one or two of the crossover's
capacitors (depending on the configura-
tion) are in series with the speaker.

Identical grilles are supplied for front
and rear. The grilles and cabinet form
smooth, low -diffraction surfaces when the
grilles are in place, and the MBS-2 should
be used with both grilles on.

The BPSS-210 powered subwoofer's two

10 -inch drivers have very high excursion.
One driver is mounted at each end of a rel-
atively large sealed enclosure. Since they op -

SATELLITES:
Rated Frequency Response: 80 Hz to

20 kHz, ±3 dB.

Rated Sensitivity: 86 dB at 1 meter,
2.83 V rms applied.

Rated Impedance: 8 ohms, nominal.
Recommended Amplifier Power: 15 to

125 watts per channel.
Dimensions: 121/2 in. H x 73/6 in. W x

71/4 in. D (30.8 cm x 18.7 cm x 18.4
cm).

Weight: 12 lbs. (5.5 kg) each.
Price: $600 per pair; available in high -

gloss black or white.

SUBWOOFER:
Rated Frequency Response: 18 Hz to

100 Hz, +0, -3 dB.
Rated Input Sensitivity and

Impedance: 500 mV, 47 kilohms.
Dimensions: 24 in. H x 18 in. W x 18

in. D (61 cm x 45.7 cm x 45.7 cm).
Weight: 94 lbs. (42.7 kg) each.

Price: $1,700 each; available in high -
gloss black.

ELECTRONIC CROSSOVER:
Crossover Frequencies: 50, 63, 80, and

100 Hz, switch selectable.

Filter Slopes: Low-pass, 24 dB/octave;
high-pass, 12 dB/octave.

Rated Input Impedance: 100 kilohms
Minimum Load Impedance: 10

kilohms
Price: $500 each.
Company Address: do Audio Products

International, 3641 McNicoll Ave.,
Scarborough, Ont., Canada MIX
1G5; 416/321-1800.

For literature, circle No. 91

erate in phase, they move in oppo-
site directions, so their inertial
forces cancel; this has no acoustical

effect, but does keep the cabinet
from "walking" around the room
when delivering high -amplitude
signals. The enclosure is said to be
extremely rigid and to incorporate
a system to decouple low -frequency

vibrations from the floor. Grilles
mount on the sides and front of the
cabinet, even though there are no
drivers on the front.

The BPSS-210's built-in amplifi-
er delivers 250 watts and uses servo

feedback (from an accelerometer
mounted in the center of each voice
coil) to linearize the drivers' mo-
tions. Mirage says the servo system
has a wide bandwidth of 3 to 300
Hz; it is equalized with pole/zero
cancellation techniques that are
said to reduce distortion by a factor
of 270 (about 48 dB). The amplifier
has feedforward internal error cor-
rection and circuits to protect
against overload and driver overex-
cursion; it is a current -source
(rather than the more common
voltage -source) design, which
means it has a relatively high out-
put impedance. The subwoofer
turns on automatically when pre-
sented with a signal at its single,
gold-plated phono-style input jack.
The input jack, power and "Stand-
by/Operate" switches, as well as a
large, finned heat sink, are on the
amplifier's back panel at the rear of
the enclosure. The subwoofer amp
has built-in bandpass filtering, us-
ing a fourth -order Butterworth
high-pass filter that is 3 dB down at
18 Hz and a second -order
Linkwitz-Reilly low-pass filter
that's 6 dB down at 100 Hz.

The LFX-2 active electronic
crossover is a two -channel unit for
use in a stereo setup with one sub -
woofer or a stereo pair of subs. (A
three -channel version, the LFX-3, is

also available.) The LFX-2 is quite
versatile, with controls for selecting
crossover frequencies between 50
and 100 Hz (in four one -third -oc-
tave steps) as well as "Shape" con-
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Fig. 5-Vertical off -axis
frequency responses
of MBS-2.
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trols for changing the Qs of the
high- and low-pass filters and thus
the shapes of their knees. The
crossover also has a subwoofer lev-

el adjustment and a polarity -rever-
sal switch, to optimize the blend
between the sub and the main
speakers. The power switch has a
position that completely bypasses
the crossover. Input and output
jacks are on the rear panel and are
gold-plated.

Measurements
Measurements were taken in a

large anechoic chamber, and I
smoothed the curves with a one -
tenth -octave filter. The MBS-2's
on -axis anechoic frequency re-
sponse, with grilles on, is shown in
Fig. 1 for both the stand -mount

A and wall -mount settings of the
crossover. Also shown is an ane-
choic response with the system ori-

ented sideways, which put the test
microphone 90° off the axis and
equidistant from both sets of the
MSB-2's drivers.

With the crossover at its wall -
mount setting, output below 400
Hz is noticeably reduced, averaging
about 4 dB lower between 100 and

B 250 Hz. Above about 7 kHz, the
curves for both settings rise, but
the wall -mount curve rises more
sharply, becoming about 4 dB
higher than the stand -mount curve
by 20 kHz. As mentioned earlier,
the wall -mount setting's reduced
bass roughly compensates for the
low -frequency gain that occurs
when a speaker is placed near
room boundaries. The reason for
this setting's treble boost is that the
recommended placement for sur-
round -channel reproduction will
place listeners far off -axis.

With either setting, there's an
octave -wide dip, about 6 to 8 dB
deep, centered at about 560 Hz.
The dip is caused by interference
between the outputs from the front
and rear drivers: The difference in
path length from the front and rear
woofers to your ears puts their out-
puts out of phase in that range,

causing cancellation. This is a common
problem with bipolar speakers. With a larg-
er model, the cancellation dip will occur at
a lower frequency; for example, in the Para-
digm Eclipse/BP (reviewed in the August
1995 issue), it occurred at 250 Hz. Orient-
ing the system sideways eliminates the
path -length difference and enables the out-
puts of the front and rear woofers to add
constructively instead of destructively, as
shown by the dashed curve of Fig. 1; for the
MBS-2, this constructive addition occurs at
points 90° off the vertical as well as the hor-
izontal axis.

Overall, the response with the stand -
mount setting is fairly well behaved except
for the previously mentioned 560 -Hz dip
and a peak of about 4 dB centered at 1 kHz.
That's about an octave above the dip, where
the front and rear are essentially in phase
again. Excluding the 560 -Hz dip, the curve
fits a fairly tight, 7 dB, window between 80

Hz and 20 kHz. With the dip, the window is
a much looser 11 dB or so between 70 Hz
and 20 kHz. Above 1.2 kHz, the curve fits a
quite tight window just 3 dB wide, with the
primary deviation being a slight rise in the
response above 7 kHz. Response is signifi-
cantly smoother with the grille on than off:
Removing it caused a 2.5 -dB peak at 4 kHz
and a 4 -dB dip 5.7 kHz (not shown).

Averaged from 250 Hz to 4 kHz, the
speaker's axial sensitivity was a low 81.5 dB.

To assess right/left matching, I measured
four individual response curves from 200
Hz to 20 kHz on the right and left speakers,
including both the front and rear responses.
These four curves matched within 1 dB
above 1 kHz and 1.5 dB below 1 kHz.

Figure 2 shows response curves for the
BPSS-210 subwoofer and the LFX-2 active
crossover. The curve for the subwoofer
alone was taken at 1 meter in front of the
cabinet, equidistant from the two side -
mounted woofers, with an input signal of
50 millivolts rms; at 40 Hz, a 50 -millivolt
input generates about 89 dB SPL at 1 meter.
The curve is quite smooth and exhibits a
gentle rolloff above 40 Hz and a more rapid
rolloff below 20 Hz. The LFX-2 electronic
crossover can be used to extend this re-
sponse, as shown: With the crossover, the
response becomes much flatter, with -3 dB
points at 20 and 100 Hz. For the curve
shown, the crossover frequency was set at
100 Hz and the low-pass (LP) "Shape" con-
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trol was turned fully clockwise, providing a
boost of about 4.5 dB at the crossover
point. The resultant response rolls off at 24
dB per octave below 20 Hz and above the
100 -Hz cutoff.

Also shown in Fig. 2 is the effect of the
"Shape" control on the LFX-2's high-pass
response with the crossover frequency set to
100 Hz. Note the changes at the corner fre-
quency with the high-pass "Shape" control
fully counterclockwise (Q = 0.5), at its mid
position, and fully clockwise (Q = 1.4). All
the responses roll off at 18 dB per octave
below 100 Hz and are ruler -flat from 400
Hz to 20 kHz. The response at higher fre-
quencies continued very flat up to 100 kHz,
the limit of my measuring equipment.

Figure 3 shows the phase and group delay
responses of the MBS-2 satellite system, ref-

erenced to the tweeter's arrival time, as well
as waveform phase. The phase decreases
over most of the frequency range, except
from 400 to 700 Hz. In that range, the phase
dips at 500 Hz, then rises to a slight peak at
680 Hz; these phase undulations, which co-
incide with the range where the MBS-2 is
subject to the bipole cancellation men-
tioned earlier, are due directly to the fre-
quency -response dip in this band-they'd
disappear if the axial response were flat
through this range. Once past these ripples,
the phase falls to 450° at 5 kHz and above.
The group -delay curve exhibits a large dip
in the cancellation band. The wiggles in the
waveform -phase curve
shapes will not be
preserved over any
appreciable frequen-
cy range-a normal
result for conven-
tionally designed
loudspeakers.

Figure 4 shows the
MBS-2's horizontal
off -axis responses.
The bold curve at the rear of the graph is
the on -axis response. Note that the re-
sponse to the rear of the speaker is essen-
tially the same as the response in front of it.
Note also that, above 1 kHz, the off -axis
high -frequency response decreases only un-
til 90° (the side), then rises again until the
response at the rear almost matches that at
the front. In the range from 500 to 600 Hz,
where the bipole's two woofers are in phase
at the sides but out of phase in the front and

indicate that wave -

THE LFX-2 CROSSOVER

LETS YOU CONTROL

THE SHAPE AS WELL

AS THE CUTOFF

OF THE FILTER CURVES.

rear, you can see the 90° response
standing out from the cancellation
dips in the front and rear responses.

The MBS-2's vertical off -axis
curves are shown in Fig. 5. The bold

curve in the middle of the graph is
on the front tweeter's axis. The
curves are quite uniform except in
the range from 1.5 to 6 kHz, which
includes the speaker's crossover.
Here, the off -axis response narrows
and roughens. However, the re-
sponse in this range is fairly uni-
form and smooth over the first 10°
above the axis.

The MBS-2's impedance magni-
tude versus frequency is shown in
Fig. 6a for both the stand- and wall -

mount crossover settings. Unusual-
ly, the low -frequency impedance
continues to rise as frequency de-
creases, because of the series pro-
tection capacitors in the crossover.
Below 300 Hz, the impedance is
significantly lower with the stand -
mount setting than with the wall -
mount setting. (Because I tested the
MBS-2 only as a stand -mounted
front speaker, I have annotated only
the curve for the stand -mount set-
ting, which also minimizes clutter on the
graph.) This lower impedance draws
greater power from the amplifier and hence
yields greater acoustic output. Above 80 Hz,

a maximum impedance of 16.5 ohms is
reached at 2 kHz, the
nominal crossover
point. The speaker's
minimum impedance
is 4.1 ohms, at 370
Hz. Consequently, if
you wish to keep re-
sponse variations
from cable -drop ef-
fects within ±0.1 dB,

cable series resistance should be limited to a
maximum of about 0.063 ohm. For a typi-
cal run of about 10 feet, that would mean
14 -gauge or heavier low -inductance wire.

The MSB-2's impedance phase versus
frequency is shown in Fig. 6b. The phase
approaches -90° at low frequencies because
of the series protection capacitors. The
wall -mount configuration's impedance
phase approaches -90° faster than the
stand -mount configuration's as frequency
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decreases. Above 80 Hz, the phase with the
stand -mount setting reaches a minimum of
-42° at 150 Hz and a maximum of +39° at
900 Hz. An MBS-2 should not be a difficult
load for any competent power amplifier.

Sweeping the MBS-2 satellite with high-
level sine waves, I noted some vibrations at
210 and 280 Hz in the side -wall and top.
The MBS-2's woofer reached its maximum
excursion, a generous 0.35 inch peak to
peak, at 95 Hz. Below that point, the cone's
excursion actually decreases as the frequen-
cy goes down. The speaker's series capaci-
tors work very well, here, to minimize low -
frequency overload. No dynamic offset was
evident. At higher levels the woofers over-
load gracefully.

When I swept the BPSS-210 subwoofer
with a high input, the cabinet was quite in-
ert and produced no detectable wall vibra-
tions. The subwoofer's maximum excur-
sion was a very generous 0.8 inch peak to
peak, and it exhibited no dynamic offset.

Figure 7 shows the MBS-2's 3 -meter
room response, with both raw and
smoothed data. The speaker was upright in
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the right-hand stereo position, and the test
microphone was at ear height (36 inches),
at the main listening position on my sofa.
The speaker was on a 27 -inch stand, so the
tweeter was also 36 inches high. The
smoothed response goes up and down sev-
eral times between 100 Hz and 2 kHz, but
the overall curve still fits within a moder-
ately tight, 10 dB, window above 200 Hz.
The dip in the bipolar cancellation range,
centered at 550 Hz, is no more significant
than the dips at other frequencies. The
room response does not show the strong
cancellation effects seen in the anechoic on -
axis response (Fig. 1), because the room's
side -wall and ceiling reflections help to fill
in the dip. Above 3 kHz, the averaged re-
sponse is quite smooth and extended, all
the way to 20 kHz.

Figure 8 shows the BPSS-210 sub -
woofer's E, (41.2 -Hz) harmonic distortion.
The major distortion component is the
third harmonic, and even it reaches only
2.3% at the highest
input level. The
second harmonic
reaches 1.5%, and
all other harmon-
ics are 1.2% or
less. With signal
inputs of 150 mil-
livolts or less, the
distortion was
very low, barely
above the noise
floor of my test
setup. At 41.2 Hz,
a 300 -mV input
made the woofers
move about 0.75 inch
peak to peak and gen-
erated a robust out-
put level of about 105
dB SPL at 1 meter in
free space. Operation
in a reflective room
will yield significantly

higher levels.

The MBS-2's dis-
tortion performance is not graphed here,
but it also proved good, particularly for
such a small speaker. With an A2 (110 -Hz)
input at 50 watts, the second harmonic
reached a moderate 5.8% and the third
9.7%, with higher harmonics less than
1.6%. At A4 (440 Hz), a 50 -watt input yield-

ed predominantly second -harmonic distor-
tion, at 5.5%, with 1.2% third harmonic
and higher harmonics below 0.5%.

Figure 9 shows the short-term peak -
power input and output capabilities of the
MBS-2 satellite and the BPSS-210 sub -
woofer. The peak input power for the MBS-
2 starts very high, at about 1 kilowatt, drops

gradually to a low of about 90 watts at 100
Hz, and then rises rapidly and smoothly to
about 4 kilowatts above 1 kHz. The corre-
sponding 1 meter peak output starts at 80
dB SPL at 20 Hz and rises rapidly to a high
115 dB at 250 Hz. After falling to about 111

dB at 550 Hz, the peak output rises briefly
to 120 dB at 1 kHz and then stays within 3
dB of that level at all higher frequencies. Al-

though the MBS-2's sensitivity is low, it can
achieve high outputs if driven with a large
amplifier.

The BPSS-210 subwoofer's peak output
is also shown in Fig. 9. With room gain, the
peak SPL starts very high, at 112 dB, then

quickly reaches a
very loud 120 to
123 dB above 30
Hz. Such robust
output capability
has been matched
by only a few of the

speakers-or sub-
woofers-I have
tested. At 50 Hz
and below, howev-
er, the BPSS-210
did not overload
very gracefully;
with input levels
higher than those

shown in Fig. 9, dis-
tortion increased
rapidly as the level
rose and the out-
put sounded quite
stressed. Above 50
Hz, fortunately, the
subwoofer's over-
load -protection cir-
cuits limited the sig-

nal just enough that the distortion did not
increase at higher input levels.

The BPSS-210's maximum output ex-
ceeds the satellite's over the subwoofer's en-
tire operating range. This suggests that the
LFX-2 crossover should be should be set to
its highest frequency, 100 Hz, to take maxi -

THE SUBWOOFER'S

ROBUST PEAK OUTPUT

HAS BEEN MATCHED

BY VERY FEW SPEAKERS

OR SUBS I'VE TESTED.

mum advantage of the sub's high output
capability.

Use and Listening Tests

The Mirage MBS-2, BPSS-210, and LFX-

2 comprise the first subwoofer/satellite sys-
tem I have tested for Audio. The combina-
tion is somewhat unusual in that it couples
a pair of relatively small and inexpensive
satellite speakers with a top -of -the -line,
high -output subwoofer. They all looked
first-rate and well -matched, however,
thanks to their high -gloss, piano -black fin-
ishes and excellent workmanship.

Between the three speaker boxes, the
crossover, and the crossover's many con-
trols, wiring and adjusting the system took
me much longer than usual. (What's more,
the satellites, subwoofer, and crossover each

had a different manual; if these compo-
nents are to be marketed as a system, a uni-
fied manual would be better.) The result
was definitely worth the effort, however, as
the Mirage system proved itself the equal of
a pair of high-performance, full -range
speakers, but with greater flexibility in opti-
mizing the bass response to room condi-
tions-and all for a relatively moderate
price.

Despite the system's complexity, hooking
it up was relatively straightforward. The
only complications were deciding where the
subwoofer was to be placed, adjusting the
crossover's "Shape" controls, and setting
the subwoofer operating level.

I mounted the MBS-2 satellites on a pair
of Audio Products International's SST -27
stands, which are designed specifically for
these speakers. These sturdy stands elevate
the speakers 27 inches, which puts the front
tweeters 36 inches above the floor. Four
bolts attach each satellite solidly to its
stand. Since the MBS-2s have drivers both
front and rear, the only inconspicuous place
left for connections is the bottom of the en-
closure; since these connections are covered
when the speaker is bolted to the stand, you
must remember to attach the cables before
you mount each speaker.

I set the controls on the LFX-2 crossover
to flatten the subwoofer's response and
smooth the transition to the satellite; I did
this primarily by ear but also used some of
the knowledge I'd gained from my mea-
surements. I ended up with the low-pass
"Shape" control fully clockwise and the
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high-pass "Shape" control slightly above its
minimum position.

Most of my listening was done with the
LFX-2's subwoofer-level control set about
40% above its minimum. On pop, rock, and
jazz, this gave me approximately the same
level of bass as provided by the B&W Ma-
trix 801 Series 3 speakers I used for com-
parison; on very low bass (20 to 40 Hz), the
Mirage setup actually put out more bass
than the B&Ws. Occasionally, when listen-
ing to pop/rock, I raised the bass level to "7"

on the dial. This provided a concert -like
backing that I found very satisfying. And
don't bother telling me the bass was too
high-it was, but it sure was fun! A sub -
woofer -level control (found on most pow-
ered subwoofers, though Mirage puts it on
the outboard crossover) is very worthwhile:
It lets you turn the bass up high without
boosting the lower midrange as typical tone
controls do.

I moved recently, so I'm breaking in a
new listening room. It's somewhat smaller
than my previous room, 12 feet wide by 20
feet deep, and has a lower, 71/2 -foot ceiling. I

placed the MBS-2s about 7 feet apart in this
room, 21/2 feet from the side walls and 4 feet

from the wall behind them. After some ex-
perimentation, I ended up placing the sub -
woofer directly between the satellites and at
the same distance from the wall behind
them. Moving it closer to that wall gave me
a woolly, one -note bass.

I listened from a couch about 7 feet from
the speakers. For this review I used the
powerful Crown Macro Reference amplifi-
er, a Krell KRC preamp, and Straight Wire
cabling.

The first disc I listened to was Harry
James & His Big Band (Sheffield Lab 10057-

2 G, a favorite of mine). The horns were
very realistic, retaining their live bite and
aggressiveness, while the bass was smooth,
extended, and well balanced. The Mirage
system sounded more spacious and open
than the B&Ws, but its imaging was a bit
less distinct. I had to attenuate the level of
the B&Ws about 3 dB to match the sensitiv-
ity of the MBS-2s. When played loud on the
high-level trumpet peaks starting at 1:26
into track 3, the lower sensitivity of the
MBS-2s was evident from the amplifier's
0 -dB LED lighting occasionally on peaks.
Even at this high peak input level, the MBS-
2s' output was quite clean.

Even after much adjustment and experi-
mentation with the crossover controls, I
was not completely satisfied with the Mi-
rage system's reproduction of male speak-
ing voices. The MBS-2s sounded slightly
hollow and chesty in comparison with
the B&Ws. On female singing voice, how-
ever, the MBS-2s really shined, yielding
a smooth, clean,
and clear re-
sponse. The MBS-
2s quite faithful-
ly reproduced
Amanda McB-
room's voice on
her CD Amanda
(Sheffield Lab
10066-2 G); espe-
cially good were
track 2, "Doro-
thy," and track 6,
"The Rose." On the
latter, however, analog

tape hiss seemed
more noticeable than
through the B&Ws.

On much more ag-
gressive material,
such as loud rock 'n'
roll and modern
country music, the
system handled most everything I could
throw at it, playing loud and clean. With the
bass turned up, the system should please
any teenager in your household: It can play
heavy metal, alternative rock, or rap at
near -concert goosebump levels (though in
a large room that will require driving the
satellites from an amp the size of the Crown

Macro Reference). The only time the system
wimped out was when I played the title
track from AC/DC's Highway to Hell CD
(ATCO 92419) at high level with the bass
turned up. The woofer self -protected and
shut down after playing only two kick -
drum whacks at the beginning of track 1.
After a few seconds, the system recovered
and turned back on without
harm.

I listened carefully for any spectral prob-
lems in the bipolar -cancellation range but
could hear very few anomalies. Not until I
moved within 3 or 4 feet of the speakers
could I hear any significant differences
between the Mirages and B&Ws in this
range.

any apparent

HORNS HAD REALISTIC

BITE, WHILE THE BASS WAS

SMOOTH, EXTENDED,

AND WELL BALANCED.

On most classical symphonic and live -
recorded pop/jazz material, the additional
spaciousness provided by the Mirages was
very welcome and heightened the sense of
realism in the presentation. On more inti-
mately recorded material, the effect was less
desirable. The MBS-2s' bipolar radiation
tended to soften, diffuse, and widen images,

which worked
well on some
recordings and
not so well on
others. The effect
was most evident
when listening to
pink noise from
a single speaker:
With the B&Ws,
the sound ap-
peared to come
solidly from the

direction of the
speaker; with the Mi-
rages, the sound was
significantly more
diffuse both in width
and in depth and
seemed to come only
from the general di-
rection of the speak-
er. The Mirages did

not reproduce pink noise quite as smoothly
as the B&Ws and added some tonality to
the noise. I also heard some tonal changes
in the upper midrange when I stood up
during the pink -noise tests.

On third -octave, band -limited pink
noise, the Mirage system's output was clean
and robust in all the low -frequency bands.
Its clean output equaled or exceeded that of
any other speaker system I have put to this
test. There was even significant usable out-
put in the 16 -Hz band; very few speakers
manage that! The BPSS-210 performed just
about flawlessly on all the low -bass material

I listened to, including pipe -organ pedal
notes, synthesizers, and special effects.

The Mirage subwoofer/satellite system
represents an extremely good combination
of extended, low -distortion bass response
and topnotch performance at higher fre-
quencies. Its good looks, spacious sound,
and moderate price are very welcome, too.
It would be a very wise choice for someone
contemplating expansion of his stereo set-
up to a full home theater system. A
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EQUIPMENT PROFILE
EDWARD M. LONG

SONANCE DL1200
POWERED

SUBWOOFER

The Sonance DL1200 DuaLevel pow-
ered subwoofer gets its name from
its ability to switch between two out-
put levels-a substantial, but not
overpowering or boomy, level for
music listening and a more thunder-

ous bass level for blockbuster movies.

The two levels are independently set by a
pair of level controls, which share a metal

The rear
panel holds
the usual
jacks and
heat sink,
plus the
unique
DuaLevel
controls and
terminals.

plate at the rear of the DL1200 with its
built-in amplifier's heat sinks and the input
and output connectors. Normally, output is
set by level control 1, which you'd set for
music listening. But when 12 volts DC is
applied to a pair of screw terminals, the
DL1200's output rises to a level set by level
control 2. You can build a remote trigger,
using a 12 -volt source and a switch, or you

can get Sonance's optional
VT1 video trigger box ($50),
which applies 12 volts to the
terminals whenever it senses a

composite video signal from a
TV (or other component)
with a video output.

The DL1200 has a 12 -inch
dynamic woofer firing front
and a 15 -inch passive radia-
tor firing downward. The
bottom of the enclosure is
raised from the floor by an
integral sculptured base,

which provides acoustical loading for the
passive radiator and allows a path for the
lowest frequencies. The passive radiator is
similar to the 12 -inch driver, but without a
magnet and voice coil; it consists of a thick
paper cone with a rubber surround, built
on a metal loudspeaker frame. The frame
enables the passive radiator to be replaced
easily, if that's ever necessary (manufactur-
ers that save money by omitting the metal
frame and attaching the surround directly
to the enclosure make replacement very
difficult).

The DL1200 enclosure is finished in
black, wood -grain vinyl with a removable,
black -cloth grille. The internal power am-
plifier is rated at 200 watts maximum out-
put; it does not have an on -off switch, but,
since it draws only 18 watts of AC power
when there's no signal input, it can be left
on continuously. There is a moderately
loud pop when the amplifier is switched on
or off, so Sonance suggests that you plug the
DL1200 into an unswitched output on your
receiver or directly to an AC outlet. The
DL1200's amplifier is mounted directly to
the large metal plate on the rear of the cabi-
net and has its own internal enclosure to
separate it from the air -tight main enclo-
sure. Push -type loudspeaker input termi-
nals on the plate accept speaker -level sig-
nals from your amplifier or receiver and
feed them to the DL1200 amplifier; this pair
of signals is also sent through first -order
(6-dB/octave) high-pass filters to push -type
output terminals. If you connect your main
loudspeakers to these terminals, the filter
will roll off the bass fed to those speakers,
enabling you to operate them at higher lev-

Rated Frequency Response: 25 to 140
Hz, ±3 dB.

Crossover: Low-pass, 40 to 150 Hz,
variable; high-pass, 125 Hz at 6
dB/octave.

Infrasonic Filter: 20 Hz, 18 dB/octave.
Power Consumption: 18 watts at idle.
Dimensions: 21 in. H x 20 in. W x 20

in. D (53.3 cm x 50.8 cm x 50.8 cm).
Weight: 60 lbs. (27.3 kg).
Price: $999.

Company Address: 961 Calle Negocio,
San Clemente, Cal. 92673; 800/582-
7777.

For literature, circle No. 92

AUDIO/SEPTEMBER 1996
76



els without distortion. If you don't need
this high-pass feature, you can use either
the speaker -level inputs or a pair of gold-
plated phono input jacks that accept line -
level signals from a preamplifier or the sub -
woofer output from an A/V receiver or
surround processor. When the line inputs
are used, no signals will be present at the
DL1200's speaker -output terminals.

The DL1200 amplifier has a soft limiter
circuit. This increases the subwoofer's dy-
namic range for instantaneous signals while
keeping it from producing nasty sounds
when driven to sustained high levels.

The owner's manual is very good; it in-
cludes diagrams, specifications, and all the
information you need to connect the sub -
woofer to a variety of audio/video systems.
Sonance also provides a toll -free phone
number in case you run into difficulties.

Measurements
Figure 1 shows the output of the Sonance

DL1200 subwoofer for different settings of
the low-pass filter control. The sub's natur-
al low -frequency rolloff below 50 Hz is at a

rate of about 24 dB per octave, characteris-
tic of a bass -reflex or passive -radiator

I GOT EXCELLENT SOUND

AND A VERY SMOOTH
CROSSOVER WHEN I USED

THE DL1200S WITH

SMALL SATELLITES.

system, while the filter's adjustable high -
frequency rolloff approaches the specified
18 dB per octave rate at the lower settings
and is steeper for the 150 -Hz setting. The
9 o'clock setting is the best when using the
DL1200 with loudspeakers that operate
down to 70 Hz, while the 12 o'clock setting
should work well with small satellites that
operate down to about 100 Hz. The
DL1200's output is down only 6 dB at 38
Hz, which is very good.

Figure 2 is the energy/time response of
the DL1200 with its low-pass filter set at
150 Hz; the test signal's energy is in the
range from 20 to 200 Hz. Subtracting the
normal signal delay caused by the micro-
phone's 1 -meter distance from the speaker
gives a signal delay of 7 to 8 milliseconds for

the DL1200 driver and crossover. I
also verified this by measuring the
group delay (not shown).

Figure 3 shows the frequency and
phase responses of the DL1200 with
its crossover set to 150 Hz. The
phase is very linear all the way down
to the lowest frequencies and finally
reaches 180° at about 31 Hz. If you
set the DL1200's crossover to lower
frequencies the signal delay will in-
crease, reaching a maximum at the
40 -Hz setting. Your stereo loud-
speakers will also have a signal delay,

which can be as low as 1 millisecond
for small satellite systems and as
high as 3 milliseconds for larger sys-
tems whose response goes down to
60 Hz. You can adjust the spacing
between your main speakers and the
DL1200 to ensure that the sounds
from the subwoofer and the satellites
arrive simultaneously at your listen-
ing position. (I realize that this is
sometimes difficult to do, but if you
can, you will find that the total
sound will be very homogeneous.) I
did this with some small stereo
loudspeakers, by placing the So-
nance near a side wall and closer to
my listening position; the sound was
excellent, with very smooth response
in the crossover region. The
DL1200's low-pass filter response is
steep enough to reject any high fre-
quencies that would provide local-
ization clues and draw attention to
this off -center location. I verified
this by playing vocal recordings; the
DL1200 rolled off the singer's voice
until it was practically inaudible.

The subwoofer's impulse re-
sponse for a 300 -Hz cosine input
pulse is shown in Fig. 4. The initial
output of the DL1200 is inverted;
however, I contend that this is the correct
polarity because the strongest initial output
is positive and the phase response, as was
shown in Fig. 3, is around 0° for most of the
subwoofer's operating range. As I men-
tioned, I was able to achieve an excellent
blend between the DL1200 and the small
satellite loudspeakers with this polarity.

Figure 5 shows the speaker's output and
main distortion products with the
DL1200's level control fully up and an in -
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put of 1 volt rms into its input terminals.
The highest measured distortion was a
5.2% second harmonic at 74 Hz at a very
loud sound -pressure level of 103.9 dB. The
highest level of third harmonic was 2.5%, at
58 Hz and 102.4 dB SPL. These are very low

distortion figures for such high SPLs. The
DL1200 sounds excellent at high sound lev-
els and is even cleaner at moderate levels.

I also tested the effect of the DL1200's
soft limiter (not shown). Starting with an
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KEF Reference Model Four
Demonstrating Dealers
ARIZONA:

Jerrys Audio, Phoenix 602 263 9410

CALIFORNIA:

Sound Systems, San Jose 408 254 3982

Pick Five Import, Industry 818 912 9877

Laser Tower, Milpitas 408 263 3372

House of Natural Sound, Canyon Country 805 252 3422

The World of Sound, Mill Valley 415 383 4346

COLORADO:

Recycled Audio/Stereo Image, Boulder 303 449 0153

SoundTrack, Thornton 303 657 5880

SoundTrack, Colorado Springs 719 591 1400

SoundTrack, Fort Collins 970 223 3868

Thul Electronics, Avon 970 949 4638

CONNETICUT:

Tweeter Etc., Avon 203 677 6060

FLORIDA:

Dr. Hook Up, Pembroke Pines 954 430 5400

IDAHO:

Ultimate Electronics, Boise 208 377 2780

KANSAS:

Kief's Gramophone, Lawrence 913 842 0191

MASSACHUSETTS:

Tweeter Etc., Boston 617 262 5215

Tweeter Etc., Framingham 508 879 1500

Tweeter Etc., Burlington 617 273 2200

MICHIGAN:

Classical Jazz AN, Holland 616 393 9099

Overture Audio, Ann Arbor 313 662 1812

Stereo Showcase, Grand Rapids 616 942 8920

Stereo Showcase, Kalamazoo 616 329 1990

The Sound Room, Traverse City 616 947 4710

Gramophone Co., Birmingham 810 540 2440

MINNESOTA:

Ambient Systems, Bloomington 612 922 5276

Robert Paul TV, St Paul 612 489 8025

NEVADA:

Best Home Theaters, Las Vegas 702 365 6882

Ultimate Electronics, Las Vegas 702 258 8800

NEW JERSEY:

Sight & Sound Audio, Bemardsville 908 766 7888

Film & Music, Little Falls 201 256 1122

Angel Audio Tech., Palisades Park 201 313 5551

Harvey Electronic, Paramus 201 652 2882

NEW MEXICO:

Ultimate Electronics, Albuquerque 505 884 3005

NEW YORK:

Harvey Electronic, New York 212 575 5000

Harvey Electronic, Westbury 516 334 3443

Audio Classics, Walton 607 865 7200

Audio Video Center, New York 212 2261815
Clark Music, Syracuse 315 446 7020

NORTH CAROLINA:

Sound Systems, Fayetteville 910 868 1111

Sound Systems, Charlotte 704 568 'Mg
Sound Systems., Greensboro 910 273 5577

Musicians Workshop, Asheville 704 252 1249

OKLAHOMA:

Ultimate Electronics, Tulsa 918 250 3664

OREGON:

Magnolia HiFi, Beaverton 503 643 4164

PENNSYLVANIA:

Stereo Trading Outlet, Jenkintown 215 886 1650

Tonex, Coudersport 814 274 0567

SOUTH CAROLINA:

Read Brothers Stereo, Charleston 803 723 7276

TENNESEE:

AN Environments, Madison 615 868 7710

Underground Sound, Memphis 901 272 1410

TEXAS:

The Home Theater Store, Dallas 214 404 9500

Videoland, Houston 713 952 5700

UTAH:

Ultimate Electronics, Murray 801 281 4258

VIRGINIA:

Home Media, Midlothian 804 379 0900

WASHINGTON:

Magnolia HiFi, Bellvue 206 747 0851

WISCONSIN:

Sound Seller, Marinette 715 735 9002
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Fig. 4-Impulse response.
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principal harmonic
distortion components.

input signal that produced an output of
about 96 dB SPL, I raised the input level 20
dB, in two equal steps. The first 10 -dB in-
crease produced an output of about 105 dB.
The second increase would have produced
an output near 115 dB without limiting,
but the limiter held the output to a level
around 108 or 109 dB SPL. This keeps the
DL1200 from being overloaded, which
would cause audible distortion. The limiter
is well designed and keeps the DL1200
sounding good even when it is severely
overdriven.

Use and Listening Tests
Although I used small satellite loud-

speakers with the Sonance DL1200 for most
of my listening evaluations, I also used a
pair of high -output speakers to see whether
the subwoofer could deliver enough vol-
ume to match them. The DL1200 blended
well with these speakers, which had a sensi-
tivity of 97 dB SPL at 1 meter with a 1 watt
input.
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For the sound quality evaluations,
I had members of my listening panel
audition the DL1200 subwoofer
with the small satellite loudspeaker
systems. For reference, I used a
closed -box subwoofer with an 18 -
inch driver and special electronics
that let it operate below resonance;
the reference sub's output was uni-
form within ±1 dB from 100 down
to 30 Hz. The panel members' com-
ments when listening to the
Tchaikovsky "1812 Overture" with
Andrew Litton conducting the Dal-
las Symphony and Chorus (Delos
DE 3169) were: "double bass and
drums warm and powerful," "slight-
ly more bass fundamentals from ref-
erence," and "very close to refer-
ence." For "The Higher You Rise"
from The Sheffield Drum & Track
Disc (Sheffield Lab CD -11420), the
comments were: "excellent bass gui-
tar and drums," "slightly less tight
and deep bass than reference," and
"bass and guitar full and strong."
Comments made when listening to
"Wishing Well" by Schoenherz and
Scott from One Night in Vienna
(Windham Hill WD -1060) were:
"bass sounds are very strong and
warm," "low frequencies not as deep

as reference," and "low sounds are good but
not as tight as reference." For the jazz
recording of "Arthur Street," featuring a
group of excellent musicians on Angelo Di
Pippo's album Arthur Street (Stash Records
ST -CD -557) the comments were: "bass is
powerful and drums are solid," "bass very
close to reference," and "bass and drums
very close to reference."

These comments correlate well with my
measurements. The Sonance DL1200 is ex-
cellent for recordings with bass that goes
down to about 40 Hz, which covers most.
My reference system, which is substantially
higher priced than the DL1200, surpasses it
only from about 50 down to 30 Hz. The
DL1200's tight, well -controlled response is
hard on the heels of the reference system's.
The DL1200 performed best with rock and
jazz recordings and very well with classical
recordings. It is well engineered, well built,
and offers excellent value. If you need a
good subwoofer, give the Sonance DL1200 a
listen. A

If there is no dealer listed near you please contact
KEF Electronics of America Inc., Telephone (508) 429 3600



KEF REFERENCE SERIES MODEL FOUR
The Inside Story
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Look inside the new KEF Reference Series Model Four and you'll understand why it has been hailed as one of the finest loudspeakers in the
world. You'll fmd brilliantly innovative design and advanced features found on no other speaker. No wonder it has met with such critical acclaim.

..In the end, I was delighted with the performance
of the KEF Reference Four..."

"...you won't be disappointed with the result..."
TomNcrton, Stereophile

"...This speaker has a degree of slam and overall
dynamic range associated with the best at two or three
times the price..."
Martin Colloms, Hi -Fi News

"...The Model Four's response within 30 degrees of the
axis is extremely uniform in both the horizontal and
vertical planes; KEF's Uni-QE speaker
systems are easily the best I've
measured in this respect..."

"...be prepared to enjoy yourself
a lot..."
D. B. Keele, Audio magazine The experience

of sound

KEF AND UNI-O ARE REGISTERED TRADEMARKS. UNI-O IS PROTECTED UNDER GB PATENT 2 236929. WORLDWIDE PATENTS PENDING.
KEF ELECTRONICS OF AMERICA INC., 89 DOUG BROWN WAY, HOLLISTON, MA 01746. TELEPHONE (508) 429 3600 CIRCLE NO. 9 ON READER SERVICE CARD
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POLK AUDIO
SIGNATURE

REFERENCE THEATER
SPEAKER SYSTEM

The Signature Reference The-
ater (SRT) speaker system is
intended as a high -end state-
ment. It's a $9,000 system that

includes two satellites for the
main front channels, a center

speaker, two surround speakers, not

one but two massive sub -
woofers, and an elaborate
electronic crossover/control
center. By "elaborate," I mean
it gives you command of
soundstage width plus cen-
tralized control of subwoofer
level, phase, and crossover fre-
quency, mostly by remote
control.

The Signature Reference
system is the most revealing
speaker system I have yet
heard in terms of its ability to
provide the high-energy dy-
namics and deep bass energy
you need to get the best out of
movie soundtracks, especially
with Dolby Digital AC -3. Yet,

tempting as it is to focus only on the
Signature Reference's performance
as a home theater system, I also
found it intensely musical on mater-
ial ranging from stereo chamber mu-
sic to symphonies encoded for Am-
bisonic surround. The system does

just as well with Mozart string quar-
tets as with action movies.

The SRT system's bass response
and dynamic range are breathtaking.
Its rated response is 26 Hz to 20 kHz,
±2 dB, with a -6 dB point at 16 Hz. It

is also rated to deliver more than 120
dB SPL at 3 meters with wideband
stereo program material. I cannot
check these measurements, but I can
state that the Polk Signature Refer-
ence provided clean, deep bass equal
to that of the most expensive sub -
woofers and stereo speakers I know
of. Its low -frequency response ex-
tended well below 20 Hz at very high
power levels and was remarkably
clean on peaks of over 115 dB SPL-
levels I have measured on many Dol-
by Digital soundtracks.

That bass comes from a pair of
High -Velocity Compression Drive
(HVCD) subwoofers, which
Matthew Polk described in Audio re-
cently ("More Bass in Less Space,"
May 1996). This isn't just old tech-
nology with a fancy new name:
HVCD coaxes very low, loud bass
from comparatively compact cabi-
nets by using extra -heavy drivers
with extremely powerful magnet
structures in a bandpass enclosure.
To further conserve floor space, the
subwoofer cabinets are tall, rather
than wide, which lets them double as
stands for the main -channel speak-
ers. Sound emerges from the bot-
toms of the enclosures, which stand
a few inches above their bases. Be-
tween the base and cabinet, you can
see a structure somewhat resembling
a valve from an automobile engine;
this is part of the HVCD system's
new "Power Port" venting system,
designed to enable the extremely
high -velocity air flow out of the port
tube to emerge into the room with
low turbulence, noise, and loss.

Each enclosure has a built-in, 300 -

watt amplifier driving two 10 -inch

Company Address: 5601 Metro
Dr., Baltimore, Md. 21215;
800/638-7276
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HVCD woofers with stiff polymer and
graphite cones. The subwoofer systems are
extremely fast and detailed, and their
damping ("Q") is very carefully matched to
that of the woofers in the main speakers, for
a more seamless blend. Blending is further
assisted by the Control Center, which con-
tains not only the usual 180° polarity -rever-
sal switch but a phase control that's contin-
uously variable over a 180° range.

The drivers in the HVCD subwoofers
and in the other parts of the Polk SRT sys-
tem use Polk's Dynamic Balance technlli)-
gy, a mix of advanced
cone, surround, and
magnet designs re-
sulting from a three-
year laser-interferom -
etry research project
performed in cooper-
ation with Johns
Hopkins University.
Polk says Dynamic
Balance reduces diaphragm breakup and
resonances and gives all the SRT's speakers
the same sonic signature.

I suspect the SRT's speakers would share
one sonic signature in any case, as they have
so many drivers in common. The main,
center, and surround speakers all use the
same tweeters, the main and center speakers
use the same woofers (and crossovers), and
the woofers in the surround speakers are a
close match for the ones in the main and
center units.

It's a good thing the drivers are so well
matched, since there are so many of them:
seven SL6500 Tri-Laminate dome tweeters,
20 51/4 -inch woofers, four 41/4 -inch woofers,

and the four 10 -inch HVCD subwoofer
drivers. It's also a good thing that these
drivers are of such high quality. I have lis-
tened to the SL6500 Tri-Laminate dome
tweeters in other Polk speakers and have
found them to be among the cleanest dy-
namic tweeters around, rivaling or surpass-
ing their best European counterparts. And
the SRT's 51/4 -inch Dynamic Balance
woofers demonstrate that a clean midrange
is critical to musical realism as well as to the

imaging and soundstaging of both music
and home theater.

The left and right main satellites each
have eight of these woofers. In each satellite,
two pairs of these drivers flank the tweeter,
exactly as they do in the center -channel

speaker, except vertically. The other four
woofers support Polk's "Stereo Dimension-
al Array" (SDA) technology, designed to
cancel interaural crosstalk. This makes
imaging more precise and expands the ap-
parent soundstage. Polk developed SDA
more than a decade ago, but I find the ver-
sion in the Signature Reference is far more
realistic than its previous incarnations. You
may or may not like SDA with everything,
but it very definitely benefits many record-
ings-particularly those old performances
that were cursed (and still are, in reissue)

with a flat, uninter-
esting soundstage.
What's more, you
can select "Normal"
or "Wide" SDA, or
turn it off, with the
remote control.

The center -chan-
nel speaker has the
usual low -slung cabi-

net, to fit above or under a TV screen, but
can also be mounted on the ceiling, with an
optional bracket. The F/X surround speak-
ers, which have keyhole slots for wall
mounting and accept an optional swivel
bracket, give you a switch -selected choice of
dipole or bipole radiation; this aids in both
speaker placement and adjusting to differ-
ent styles of recording.

Although it also controls SDA, the con-
trol center is basically devoted to bass con-
trol. It enables you to adjust subwoofer
phase over a 360° range, set the subwoofer
crossover's low-pass frequency anywhere
from 45 to 120 Hz, set the subwoofers' out-
put level anywhere from 20 dB above to 20
dB below that of the other speakers, and set
up and select "Music" and "Video" output
modes to give you louder bass for home
theater than for music. That last feature is a
necessity for getting the best out of both
music and movies. Except for the bass
phase and coarse subwoofer-level adjust-
ments, all of the control center's features
can be selected with the remote control.

In short, the Polk Signature Reference
Theater speaker system has more technolo-
gy than I can describe in a review of reason-
able length. It's also complex enough that
Polk requires its SRT dealers to customize
the system to each buyer's needs and listen-
ing room and to help in setup-a sine qua
non with any true high -end home theater

4 #
THE POLK SRT

IS INTENSELY MUSICAL

AND DOES JUST AS WELL

ON MOZART
AS ON MOVIES.

speaker system. Even the most experienced
audiophile is going to need extensive dealer
help, particularly if the system is intended
to provide high -end performance with both

music and movies.
Complex as the Polk Signature Reference

Theater system is, I consider it a basic sys-
tem that you might wish to augment with
additional speakers. If, for example, you
have a state-of-the-art surround processor
that can serve separate rear and side sur-
round speakers (or, in some cases, two pairs

of side surrounds), you could add more of
the SRT f/x surround speakers ($599 per
pair); I have heard installations with two
sets of surround speakers, and yes, it defi-
nitely does help.

Although I consider the Polk SRT a high -

end system, it embodies trade-offs that
some purists may not choose to make. I
have yet to hear any surround processor or
surround speaker system that can match
the best "purist" stereo systems' trans-
parency and ability to retrieve musical in-
formation from the very best recordings.
Transparency and musical information,
however, are only part of the story. Many, if
not most, purist systems have significant
limits in their ability to handle massive mu-
sical transients and dynamic changes; most
also have limitations in the mid and deep
bass. Further, many purist systems produce
an artificial soundstage with a narrow lis-
tening area, and their imaging locates in-
struments and voices with a precision that
never occurs in live music. The fact that
most audiophiles learn to live with, if not
prefer, systems that have such limitations
and that create an artificially detailed
soundstage does not make them realistic or
right.

This means that a system like the Polk
Signature Reference has to be judged for
what it is. If you favor sheer transparency
and listen largely to the limited number of
audiophile recordings that really deserve
the name, you should probably stick with a
more conventional stereo speaker system.
If, however, you are open-minded about the
merits of full frequency response and nat-
ural dynamics, you may well find the Polk
Signature Reference to be a good choice-
especially as, when teamed with the right
surround processor, it offers a number of
advantages unobtainable with purist stereo

systems.
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I've already mentioned one of those ad-
vantages, SDA; it's not always necessary, but

it's nice to have it on tap to give life and a
more natural soundstage to the many
recordings that need it. Another advantage
is in soundstaging: With the right surround

processor and adjustments, the SRT's cen-
ter and surround speakers can deliver a re-
markably natural soundstage over a wide
listening area. The SRT system can provide
excellent depth and soundstage width and
imaging that is very natural, with no sud-
den changes when you move your head. In
fact, I would invite you to go to a live per-
formance and then compare a properly set
up Polk Signature Reference against a high -

quality stereo speaker system. Yes, you give
up some detail, but live music simply does
not have the directional high -frequency in-
formation and etched imaging detail that
many audiophiles seem willing to bankrupt
themselves for.

For that matter, compare the sound of a
live performance with that of a high -

quality surround recording repro-
duced through a properly set up Polk
Signature Reference system and
through a classic stereo system and see
which you prefer. True, there are only a
few high -quality recordings using Dol-
by Surround, Ambisonics, or other
matrix encoding (try the better ones
from Delos or Nimbus). Nevertheless,
using an advanced surround processor
with the Polk SRT system showed that
such recordings can provide a feeling of
space and a natural soundstage available
from only a handful of stereo recordings.
Music recordings using discrete sur-
round, whether from four -channel tapes
or Dolby Digital, can offer a significant
improvement over even the best Dolby
Surround and Ambisonic recordings. And
surround sound is almost certain to get
better with time.

My listening to the Polk Signature Refer-
ence was scarcely the first time I had heard
discrete surround outperform Dolby Pro
Logic. I was still a bit stunned, however, to
hear just how much better Dolby Digital
soundtracks can sound with one of the few
speaker systems that can really handle the
dynamics and transients it delivers.

In spite of the almost uniformly clumsy
way AC -3's sonic potential has been han-
dled on the laserdiscs I have heard, it simply

blows Dolby Pro Logic and any other ma-
trix recording/decoding system into obliv-
ion. The best Ambisonic recordings of
chamber music with limited dynamics may
come close in terms of pure ambience, but
you have never really crashed a starship,
fought a small war, or watched Arnold "be
back" in your own home until you have
seen and heard it in Dolby Digital.

With the right speaker system, Dolby
Digital has the bass and dramatic energy
you always dreamed of getting from Dolby
Pro Logic and never really got. It has the
natural directional information that Dolby
Pro Logic lacks, and the precise, clean detail

that Dolby Pro Logic blurs. Dolby Digital is
open and dynamic, while Dolby Pro Logic
sounds compressed.

These differences were so obvious that
my audio/video room threatened to be-
come a permanent demonstration center.
My sons (aged 17 and 20) kept bringing in
friends to hear AC -3, and for once, a new

HE POLK SIGNATUR

REFERENCE THEATER

SYSTEM'S DYNAMICS

AND DEEP BASS ENERGY

ARE UNSURPASSED.

technology met with uniform acceptance.
My own friends also approved-and not
just the men. Women, while too smart to
focus on the joys of explosions and car
crashes, uniformly spotted AC -3's improve-
ment in clarity and detail, and many found
intense dynamic peaks in Dolby Digital to
be much less irritating than the lower level
peaks of the same soundtracks' Dolby Sur-
round versions.

But Dolby Digital ruthlessly reveals the
limits of most surround speaker systems.
Even some of the most expensive speakers

simply cannot handle its bass and dynam-
ics. It takes a speaker system like the Polk
Signature Reference to make Dolby Digital
come fully alive.

To sum up, I found the Polk easily quali-
fied as a true, high -quality reference system

for musical listening, one that can get the
best out of a wide range of recordings. It
also demonstrates that surround sound can
make a major contribution to musical lis-
tening with the right recording and sur-
round processor. (A growing number of
processors from manufacturers such as Ci-
tation and Meridian provide excellent cen-
ter -channel performance and realistic sur-
round -channel sound.)

Such processing may not contribute
much to the best possible stereo record-
ings-but there are very few "best possible"
recordings. With the right processor, the
surround features of the Polk SRT system
did as much to make ordinary recordings
come alive as its SDA did.

As for home theater, the Polk Signa-
ture Reference outperformed the avail-
able media. It was all too clear, from
soundtrack after soundtrack, that the
Polk SRT system was capable of doing
far more than any Dolby Surround
soundtrack demanded. Dolby Digital
soundtracks were far more live, excit-
ing, and detailed, but it was obvious
that sound engineers are just beginning

to figure out how best to use the system;
even the best AC -3 laserdiscs I could find
rarely took advantage of the process's tech-
nical potential for more than a few mo-
ments. Even so, the SRT system showed that

many-if not most-other home theater
speakers are going to be rendered obsolete
by Dolby Digital's ability to deliver sudden,
massive dynamic contrasts and deep bass
energy.

The issue is not loudness, but life. If any-
thing, many competing speaker systems
sound "louder" because they distort on
peaks, have trouble resolving the low-level
detail in sudden transients, and blur bass
transients. The Polk Signature Reference
has a resolving power that I have heard only
in the best theater systems. Its sound is also
far better integrated than that of most
speakers designed for high -end music. If
you are really serious about home theater,
you really need to audition the SRT before
you buy speakers. A
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Turn it on and you're in a different world.
Turn it up and you make kindling.

Atruly great amplifier preserves all the delicacy and nuance of music. And still has

r
the power to grab you by the lapels and give you a good shake. That's our I10 watt

per channel, THX-certified HCA-I000. Its circuitry was designed by John Curl,

whose legendary components have transported more music lovers than most airlines.

And like our seven other stereo and multichannel amplifiers, it's fully direct coupled

for the purest possible sound, and incorporates the largest power supply in its class.

In fact every Parasound amplifier, from $250 to $2,000, will inspire your imagination.

But please be careful, and keep that far Itay, place safe and sound for your next visit.
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PARASGfJ'NG
1996 Paramours' Products, l '4I5) 397-7100  lo C.aoda. cal/

(604) 984-3400. THX is a registered rodemark of k.ucarF4n, Ltd.
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MERIDIAN 565
DIGITAL SURROUND

PROCESSOR

T

he Meridian 565 is a sophisti-
cated surround processor
that provides Dolby Pro Log-
ic and Ambisonic decoding,
Home THX post -processing
for Pro Logic, a number of

multichannel enhancement modes
for ordinary two -channel stereo
recordings, and, optionally, Dolby
Digital (AC -3) decoding and Home
THX 5.1 processing. The 565 per-
forms these functions entirely by
means of digital signal processing
(DSP), and though it may not quali-
fy as a supercomputer, it comes
damn close. It crams about as much

Company Address: 3800 Camp
Creek Pkwy., Bldg. 2400, Suite
112, Atlanta, Ga. 30331;
404/344-7111.
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sheer computing power per square
inch into a small black box as any
component I know of. It uses twin
Motorola DSP chips running at 60
MHz, plus an additional Motorola
digital signal
processor run-
ning at 100

MHz for 5.1 -
channel Dolby
Digital decod-
ing. And it can
process up to
22 -bit digital
signals, main-
taining necessary internal preci-
sion by means of 24- and 48 -bit
arithmetic.

Although designed primarily for
digital sources, the 565 does have an
analog input feeding a delta -sigma
("1 -bit") analog -to -digital (A/D)
converter that generates 44.1 -kHz,

16 -bit digital signals suitable for fur-

ther processing. It has two digital in-
puts-one 75 -ohm coax and one
Toslink optical-plus a digital by-
pass input, and it automatically syn-
chronizes to the sampling frequency
of the selected digital input signal.
There are eight, individually variable
analog outputs-front left and right,
center, two pairs of surround chan-
nels, and subwoofer-each fed from
an 18 -bit -precision delta -sigma digi-

tal -to -analog (D/A) converter. Rated

distortion is well below 0.1% from
input to output, and noise and hum
are specified as below -90 dB. To
simplify operation in audio/video
systems, the processor has a set of
standard 75 -ohm composite -video
inputs and outputs suitable for use
with NTSC, PAL, or SECAM signals.
There is also an RS -232 port to facil-

itate connection to a computer, plus
two proprietary interfaces for com-
munication with other Meridian
components. All of this is contained
in a single box measuring 12.7 by 3.5
by 13.1 inches and weighing just 10
pounds.

The Meridian 565 sells for $4,495
with Dolby Digital decoding and
$3,795 without it, although it is a lit-
tle difficult to imagine anyone buy-
ing such a component these days
without the AC -3 option. You can
use the Meridian 565 alone if you
have adequate switching capability
elsewhere in your system (it is not a

full-blown
A/V preamp),
but you will
need an addi-
tional switch-
ing unit like
the Meridian
562V ($1,995)
for complex
installations.

Although all future Dolby Digital
sources will deliver their encoded au-
dio signals via standard digital out-
puts, current laserdisc players sup-
porting such soundtracks do so by
way of RF outputs that require de-
modulation to extract the AC -3 sig-
nal. That means that to play Dolby

THE MERIDIAN 565

OPERATES ENTIRELY BY

MEANS OF DIGITAL

SIGNAL PROCESSING.
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Digital laserdisc soundtracks through the
565 you will also need the companion
Meridian 519 AC -3 demodulator ($695).
Such outboard demodulators are relatively
common adjuncts to today's high -end Dol-
by Digital decoders, but the Meridian 519
adds a number of important features. A
particularly appealing one is automatic
switching between Dolby Digital, when the
519 detects its presence on the RF input,
and conventional laserdisc digital sound-
tracks from a coax or
Toslink input.

The Meridian 519
uses a proprietary
discrete analog filter
to extract the Dolby
Digital signal coming
from a laserdisc and
smooths the selected
incoming signal with
a very high precision phase -locked -loop
(PLL). This circuitry helps compensate for
the fact that laserdisc players often have rel-
atively high output jitter, enabling the 519
to deliver a digital output much closer to
the standard set by the best CD transports.
It also means that you can get very good re-

sults
particularly with the laserdisc transports
that have separate CD loading drawers.

If all of this sounds extremely complicat-
ed, it is! This complexity also applies to the
many setup and operating features of the
565 and related Meridian components. This
is not technology you casually unbox and
throw into a system, and that is reflected in
Meridian's provision of separate manuals
for installation and use and a number of
cheat sheets to help you with key features
until you memorize them.

The Meridian 565 has a host of setup ad-
justments that enable you to tailor its sound
to your room and system. The sheer num-
ber and complexity of these adjustments
can be intimidating, but they give thé 565
an outstanding ability to adapt to different
room sizes and speaker layouts, to accom-
modate different numbers and types of sur-
round speakers, to time -compensate the
system, to select subwoofer options, to vary
output delay, to provide speaker protection,
and to calibrate the system. No other
processor I have encountered allows an in-
staller to do more in getting the best out of
virtually any mixture of speakers under so

wide a variety of real -world listening room

conditions.
The Meridian 565 is also the only sur-

round processor I know of that enables ad-
justment of the total delay though the de-
coder from 2 to 30 milliseconds (almost the
length of a full video frame) to ensure that
the sound arrives at relatively close -in
home listening positions in perfect syn-
chronization with the picture. This locks in
the illusion that the speaker of the dialog is

actually where he or
she appears to be.
The Dolby Digital
option includes soft-
ware that enables you
to control the level
of the LFE (low -fre-
quency effects) signal
the 565 passes; the
software also contin-

uously monitors the level of each output,
comparing it to user -set power -handling
statistics and applying gentle, momen-
tary limiting when necessary to prevent
overload.

If you want to install this processor your-
self, count on at least the same learning

have with a new computer, and
all the same frustrations brought on by
mediocre manuals. At the same time, there
are two compensating factors. First, the 565
is designed for dealer setup, and a good
dealer can do in an hour what a new user
might take a day to accomplish. Second,
once the processor is set up, the settings can
easily be "locked" to prevent casual users
from changing the adjustments, and it is
then dead easy to operate. If you can sur-
vive shaving, or use a microwave oven, you
will master the Meridian 565's control fea-
tures in about 15 minutes.

Further, I am afraid much of this compli-
cation is the entry price to the world of
high -end A/V. Like the Angstrom 200 (re-
viewed in the February 1996 issue), the
Meridian 565 is the forerunner of a new
generation of components designed to get
the very best out of digital music recordings
and home theater while enabling modular
growth to new delivery systems, such as
DVD, digital television, and new, higher -
resolution systems for CD. Similar process-
ing units are on the way from such worthies
as Krell and Theta, and many more are cer-
tain to follow.

THE 565'S PROCESSING

CAN OPEN UP MANY

STEREO RECORDINGS

TO GIVE THEM A MORE

REALISTIC PERSPECTIVE.

The Meridian 565 is one of a whole series

of Meridian digital components that range
from CD players to self -powered speakers
and subwoofers with built-in D/A convert-
ers. These Meridian digital components can
be added to Meridian analog components
or integrated into at least three different
music systems. They can then be expanded
to include the components for three digital
home theater systems, providing a wide
range of audio and home theater options
for even the most demanding users.

Such digital components and systems
may be the ultimate nightmare for audio-
philes who believe technology should have
stopped with the tube and LP and who are
still uneasy about the conversion from
mono to stereo (or acoustic to electrical
recording). Meridian products are not like-
ly to draw awards from the Flat Earth Soci-
ety, the Federation of Neo -Luddites, or the
Daughters of the Carleton Weavers. For
those of us who care about the future, how-
ever, the Meridian 565 is a real blessing. It is

one of the few surround processors to give
as much emphasis to music as to video
soundtracks and that can deliver superb
sound from both two -channel and sur-
round recordings.

Many surround processors are optimized
for home theater use. Some reflect this in a
subtle loss of transparency and detail. Oth-
ers do a mediocre job of filtering deep bass
to the subwoofer or do not provide a signal
to the subwoofer output when in two -chan-
nel mode. Most fail to make optimal use of
the center channel in reproducing music,
fail to provide Ambisonic decoding for sur-
round music, and provide ambience en-
hancement for two -channel recordings that
sounds like an echo chamber.

The Meridian 565, by contrast, has a pro-
prietary "Music" setting in which the pro-
cessing adds a well -judged touch of sur-
round to stereo recordings, to yield a
musically natural sense of space rather than
the sound of instruments playing in a bath-
room. The 565's "Trifield" setting is the best
effort to integrate a center speaker into
stereo music reproduction that I have heard
to date. There is also a somewhat less suc-
cessful "SuperStereo" setting that adds
wide -area surround effects for casual or
background listening, a "Music Logic" set-
ting with adjustable steering that can add
musical excitement to recordings with flat
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or collapsed soundstages, and the best Am-
bisonic processor I have heard to date.

I am not going to argue for a moment
that the Meridian 565 provides the kind of
ultimate purity that you can get from the
best analog or digital electronics reproduc-
ing really excellent stereo recordings with
lots of natural ambience. Simplicity is still
the best approach to reproducing great
stereo recordings. But we're talking here
about less than 5% of the world's record-
ings, and most of the best musical perform-
ances are in the other 95%.

With that in mind, I'd invite even mem-
bers of the Flat Earth Society, the Federa-
tion of Neo -Luddites, and the Daughters of
the Carleton Weavers to listen carefully to
just how good the
Meridian 565 sounds
with most recordings,
using its "Trifield"
setting and a high -
quality surround sys-
tem properly set up
for music. Once the
Meridian 565 is prop-
erly adjusted to get
the best out of a high -end system with top-
quality, full -range left and right front
speakers, the "Trifield" mode creates a real-
istic feeling of acoustic space, a more natur-
al soundstage with less left -right spotlight-
ing, solid center fill, and more lifelike
imaging. I would far rather listen in a con-
cert hall than in a recording booth, and the
Meridian opens up many recordings to give
them a much more convincing perspective.

Even with the best CDs, the Meridian
goes a long way towards offsetting the mi-
nor loss of harmonic purity and trans-
parency that even the best digital surround
processors seem to introduce. In fact, only a
few top-quality stereo D/A converters can
provide finer harmonic and transient de-
tail, better bass extension and definition,
and more realistic dynamics, usually at a
price far higher than the Meridian 565's.

I was also deeply impressed by how
much better Nimbus and other recordings
with Ambisonic encoding sounded through
the Meridian 565. Many Ambisonic CDs
and LPs sound quite good in stereo, but
playing them back through an Ambisonic
system gave them new realism and life.
Only John Eargle's work for Delos has even
begun to give Dolby Surround -encoded

musical recordings as natural an acoustic
perspective as is common on Ambisonic
recordings. In fact, the Meridian 565's Am-
bisonic setting provided the best surround
music I have heard apart from discrete mul-
tichannel master tapes.

With video soundtracks, the Meridian
565 provided some of the best sound I have
yet heard. Depending on your taste, the
Angstrom may sound better in reproducing
Dolby Pro Logic-its dynamics seem a
shade more lifelike to me, as do its deep
bass energy and transients. The 565, howev-
er, rivals it in terms of superior surround
retrieval and detail and avoids the kind of
excessive and ill-defined surround energy
that colors the Dolby Pro Logic outputs of

some otherwise ex-
cellent processors.

The 565 also offers
a wide range of dif-
ferent sound process-
ing settings for movie
and TV sound. It has
the best execution of
Home THX process-
ing I have heard,

which can yield quite convincing results in-
deed with the right soundtrack (although
the Proceed PAV also does it very well). The

Meridian also does a truly outstanding job
of dealing with the sound of regular televi-
sion, cable, and satellite. Its "Academy,"
"Cinema 57," and "TV" settings all can in-
vigorate regular TV sound, old mono
movies (and some new mono movies clev-
erly claiming to be stereo or Dolby Sur-
round), and the strange sound engineering
found on far too many made -for -TV
movies or mini-series. If you find most TV
sound as flat as I do, these settings offer a
menu of worthwhile alternatives.

And the Meridian 565 really shines with
Dolby Digital movie soundtracks. Bass, dy-
namics, and directional information are su-
perb. The soundstage locks together, and the
end result is better than the theater sound I
have heard in any but the very best DTS- and

SDDS-equipped cinemas. Dolby Digital may
not provide all the clarity, dynamic detail,
bass detail, and harmonic integrity of the
best CDs, but it is vastly superior to Dolby
Pro Logic and seems to be just as exciting as
today's soundtracks permit. This enables the
Meridian 565 to be both musical and theatri-
cal, and one hell of a lot of fun!

ON VIDEO

SOUNDTRACKS,

THE 565 PROVIDED SOME

OF THE BEST SOUND

I HAVE YET HEARD.
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Imagine.
A muscular 600 watt amp with the soul of a 9 watt triode.

The new Sunfire stereo amp:
sonic

magic
by B0b
Carver.

Sunizre

Load Invariant HIgA Fidelity Stereo Power amplifier

It's not a 9 watt triode of course, and we wouldn't want it to be, but it does share a very important characteristic with one. It incorporates the
current -source (high output impedance) property of a triode-the very property that is the dominant factor (perhaps ninety percent) of the sonic
magic that makes listening to the classic vacuum tube amplifier so much fun. So when you choose our current -source output connections for your
system, you'll have a sumptuous high end, and a midrange that positively glows. At the same time, the new Sunfire Amplifier, with its uncanny
tracking downconverter, has the ability to raise goose bumps with its awesome power. Using 12 herculean International Rectifier Hexfets, it can
drive any load to any rationally usable current or voltage level.

Choice of Outputs.
urpw 

0
You can connect most speakers to the voltage -source output, with its near zero impedance, to experience the powerful dynamics and tight bass
you've always wanted more of. Or let's say you own electrostatic, planar magnetic or ribbon speakers, then connecting the higher impedance
current -source output can coax forth a sensuous, delicately detailed musical voice associated with low -powered classic tube amplifiers. Or if you're
able to biwire, you may just arrive at the best possible interface: voltage output to woofer for incredible bass whack, current output to midrange
and treble for a huge three-dimensional soundstage with detail retrieval so stunning that you will often hear musicians breathing!- Each choice will
reveal the delicate musical soul that complements this amp's astonishing muscle and control. And each will lead to a multilayered soundstage so
deep and wide it will take your breath away.

411 Performance that's difficult to believe.
The basis for all this is designer Bob Carver's versatility. He's worked successfully for over 20 years with both tube and solid state designs, and he
understands the intrinsic subtleties of each. For the new Sunfire, he insisted on an enormous 138 ampere peak -to -peak output current capability
with 600 watts rms per channel continuously into 4 ohms and 2400 watts rms into I ohm on a time -limited basis*. Courtesy of 24 massive
Motorola triple -diffused ouput devices, each capable of 20 amperes without taxing current reserves. Imagine all that in a single amp. Or better
yet, visit a Sunfire dealer. That's where you'll hear for yourself how Bob Carver's Sunfire Amplifier makes it all come together.

4 I.I.t. 300 vnm roeouo s pei

darnel, boll chonnels Men inn

8 ohms horn 20 be to 20 klr
will no more than 05', INO

Su nfire
from the mind & soul of Bob Carver

For additional information on Sunfire, and especially the uncanny tracking downconveder, use the reader service cord or write to Sunfire Corporation, PO Boo 1589, Snohomish, WA 98290 .1206) 335-4748

"If you are getting ready
ro spend more than $2,175

on an amplifier-don't--
at least not until you've given

the Sunfire a listen. Highly
recommended in the $2000

to $25,000 price class"

The Sensible Sound
Issuer Number 54

WRING 1995
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L Enfant et les soNleges

Ravel: L'Enfant et les Sortiléges
French National Radio Chorus and

Orchestra, Ernest Bour
TESTAMENT SBT 1044

CD; ADD; 43:25
Sound: A+, Performance: A+

my mind, this may well be
a ng the 10 greatest recordings
e by any standard I can imagine,
it ould rate among the 100 best. It
re esents a rare confluence of a
u ue work and forces uniquely

ified to perform it. Moreover, it
fine example of a lost art: that of

cr ing sonic space and atmosphere
w out the use of stereo. And here it
is in a superb CD transfer.

The L'Enfant et les Sortileges opera

itself is a wonderfully creative fanta-
sy about the discovery of responsi-
bility and caring by an erstwhile bad
boy-the ultimate hedonistic little
beast, indeed. Colette's text and Rav-
el's music both contain prodigies of
imagination. The out -of -control
grandfather clock (because the child

q
is

has copped its pendulum), the scold-
ing figure of Arithmetic (with its
chorus of yes-men ciphers), the
ethereal fairy princess (who is forced
to leave because the child has torn
the book that holds her story), the
cockney teapot and Chinese cup
(who talk in whatever vernacular
scraps came to the mind of Colette,
who evidently knew neither English
nor Chinese)-I haven't space for all
the piece's delights.

Ravel outdid himself in the col-
oristic precision with which he real-
ized these characters. The episode
that will grab most first-time listen-
ers is the parody of his own La Valse,

as sung by a pair of randy cats. Price-
less! But the characterizations of the
lumbering motion of the armchair
or the erratic flitting of the dragon-
fly, for example, are equally deft.

This is one of those operas or qua-
si -operas (like the Berlioz Damna-
tion of Faust) that are far better
imagined than staged: "theater of the
mind." Though the score includes

stage directions for live performance,

its authors imagined that Disney -
style animation was the only medi-
um in which it might be realized ad-
equately. Radio in 1925, when the
piece was written, had not achieved
the maturity of 1947, when it was
first recorded (brief excerpts aside).

At that time, the French Radio
(Radiodiffusion Francaise) had
launched a project to broadcast all
the neglected masterpieces of French
music. To that end, it assembled
what amounted to a resident compa-
ny capable of doing justice to every-
thing from Lully and Couperin to
Messiaen and Dutilleux. Many of its
members had contributed to the ear-
ly "old music" recordings on now -
forgotten 78 -rpm labels like L'An-
thologie Sonore, Lumen, and Boite á
Musique; all were among the best
Paris had to offer. And in Bour, the

Ltd: C11ll ll
"árLs, VII.
Paul O'Dette, lute

A RMONIA MUNDI F
907161, CD, 66:38

Sound: A-, Performance

he words "lute" and "I)
become invariably intertwin

Dowland was the fore
utenist of his day and perhaps

test lute composer of all time.
we often hear the hundred o
lying pieces transcribed for cl

'cal guitar, and high -quality recording,
Iof Dowland's work performed ,m ill,
lute are rare. But
this collection by

O'Dette is
fined to be

efinitive ex -

pie of the lute
as it might have
been in Dowland's own hands. Frain
the exhilaration of "My Lady Hunn-
don's Puffe" to the dulcet strains f
"Lachrimae" (which was so popular ú,

time that it made Dowland's nam:
usehold word throughout Europe'.
tte's superb playing is to the lute

egovia's was to the guitar. How
ette can play his 6 -string and 8-

itg lutes with such dexterity and
nliness is a marvel, and certainly a
Evel every Dowland fan \s ill want to

Patrick Kuranuugh
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ORIGINRL lvI RSTER RECORDING'

li¡f tt
,71-0-17

S'
Shoot owát

the 4antasYtory
UDCD 669

2l.pson1ce

MFSL
CD Exclusive

UDC° 673

UDCD 675

t./Le- í7!.>C
-- The GAIN System

NATURES
ENCORE

NEW RELEASE UDCD 672 NEW RELEASE UDCD 677

. n.q ECO

The Moody BluesTo Our Children's
Children's

Children

UDC,

HAW
THE NIGHT1~ 674

UDC

CANNED
HEAT AND

JOHN LEEHOOKER

2.676

ORIGINAL MASTER RECORDING

THE KINKS
(YOU REALLY GOT MELw.

kind"kinks
MFSL CD Exclusive

NEW RELEASE UDCD 679

BETTER SOUNDING MUSIC. UPGRADE TO ULTRADISC IITM

Your favorite artists sound surprisingly better on Ultradisc II Why? Because Mobile Fidelity's mastering technology
is a cut above-and you can hear the difference. As the creators of the 24k gold audiophile CD, we have
developed major advances such as The GAIN System'; a proprietary mastering system that uses the
highest grade of digital technology available. Starting with the original master tapes, we are able to capture every
last nuance of the ariginal recording. What does this mean? You'll hear music like you've never heard it before!

Ultradisc IITM The Original 24K Gold Audiophile Compact Disc.
To receive a color catalog or The GAIN System'" technical paper, call 800.423.5759.

mobile fidelity
sound Jab

. drvn . of FSL.,NC.

105 Moiris Street  Sebastopol, CA 95472
WWW URL address: http://wwtv.mofi.com/

hi Canada call 800-267-1216 (Music Retailers)
or 600 465-4434 (Hi -Fi Retailers)

Find these great
titles and more

in the Mobile Fidelity
Sound Lab/
Audiophile
Section at

The power to hear it all:
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radio service had a conductor with a sense of
mission comparable to its own.

Of the performance's singers, baritone
Yvon le Marc'Hadour (the clock and one of
the cats) was particularly distinguished,
thanks to his solid technique and adventurous
repertoire. He and the fine Corsican lyric so-
prano Martha Angelici (the fairy princess)
were both sadly under -recorded, though the
latter did star in an Opéra-Comique recording
of Bizet's The Pearl Fishers. Solange Michel,
who here sings a shepherdess from the nursery
wallpaper and the squirrel whose mate the
naughty boy had caged, was in the same class.
Nadine Sautereau, the excellent soprano who
sings the boy, was perhaps the best known of
all, but there's not a mediocre performance in
the lot. All have a childlike earnestness of ap-
proach that makes the piece utterly convinc-
ing and deeply moving.

A few years later, Decca/London recorded
Ernest Ansermet conducting L'Enfant-a ver-
sion of which I have no concrete recollection.
A stereo version with the French Radio under
Lorin Maazel, now transferred to CD (DG 423
718), was slicker and more knowing than the
Bour-and therefore less affecting. London
recorded a Montreal performance under
Charles Dutoit in 1992; it is unissued here, but
1 have obtained a Canadian CD of it (London

440 333). I have not heard the recent Valois
recording, conducted by Alain Lombard.

The Dutoit recording does have some ad-
vantages over the Bour. It includes the song
cycle Shéhérazade and an early Shéhérazade
Overture, for more than an hour of music.
The sound, being more modern, has a wider
dynamic range and is totally free of the incon-
sequential background noise that you can just
hear in Bour's silences. And London's stereo,
which only occasionally is used for dramatic
effect, allows you to hear Ravel's miraculous
sonorities in delicious detail. Dutoit
seems obsessed with those sonorities, in
fact; the drama as such is not nearly as
compelling, either orchestrally or vocal-
ly, as it is under Bour. The Montreal cast
is more than respectable, but it is no
match for Bour's.

The Testament transfer is cleaner and a lit-
tle brighter than that on a Columbia LP
around 1950. As a result, the sense of almost
tactile immediacy is increased, though it does
emphasize strain in an occasional high note.
Above all, however, it retains the feel of the
original; it moves through the nursery and out
into the garden with a sonic sensibility redo-
lent of the golden age of radio. Full text in
both French and English is supplied-a big
plus over the LP version. Robert Long

EDVARD GRIEG
The Complete Piano Music

Einar Steen-Nekleberg, piano and organ;
various assisting artists

NAXOS 8.550881-884 AND 8.553391-400
14 CDs; DDD; 16:05:08

Recording: A, Performance: A

The "everything -by -everyone" con-
cept was well covered during the LP era by
Vox and other labels, but recent CD activity
has eclipsed anything from the previous
format's time in the sun. Naxos,
the upstart budget label, has won
acclaim for excellent sound and
performances, albeit by unknown
performers. These bargain -priced
CDs are more likely to induce col-
lectors to invest in a complete set
such as this enormous 14 -volume project,
that might be out of the question at full
price.

Edvard Grieg turned out a large amount
of keyboard music, including pieces for or-
gan and harmonium, all included here.
Some compositions run less than a minute,
and others (such as the Peer Gynt Suites on
Vol. 11) are major stage pieces complete
with a chorus and narrators. There are dif-

ferent versions of some of the music, such
as Peer Gynt and the Holberg Suite, and
transcriptions of popular pieces by
Halvorsen, as well as transcriptions of
Grieg's own songs.

Three volumes are devoted to Grieg's
small character pieces, which he called
Lyric Pieces, and another three to his
arrangements of folk themes. To add vari-
ety and interest in the latter, Steen-NOkle-
berg used variously a small house organ, a

clavichord that he felt sounded
similar to a certain Norwegian
folk instrument, and an early Graf
piano that seemed to fit the more
orchestral -sounding pieces.

Most of this music can be easily
played with great enjoyment by

intermediate piano students; yet it all bears
unique humanity and warmth that are
Grieg's own style. Steen-Nekleberg su-
perbly handles both this vulnerable side
and more virtuoso passages such as the
closing fragment from the now -forgotten
Piano Concerto in B Minor that ends the
14th volume. All recordings were made in
the same hall in Oslo; reproduction is clean
and transparent throughout. John Sunier

Concertos From the New World
Yo -Yo Ma, cello;

New York Philharmonic, Kurt Masur
SONY CLASSICAL SK 67 173

CD; DDD; 61:26
Sound: A, Performance: A+

This CD includes the first two great cello
concertos written on this side of the Atlantic.
Neither composer was born in America-An-
tonín Dvorák was Czech and Victor Herbert
was Irish-but they worked together at the

National Conservatory of Music
in New York City. Dvorák is best
known for his powerful sym-
phonies and chamber music,
Herbert for such operettas as
Babes in Toyland. Despite their
different musical output, they

became fast friends and greatly encouraged
each other in their compositional endeavors.

Dvorák's Concerto is sacred to any cellist,
having quickly become the instrument's pre-
eminent work. Yet the composition owes much
to Herbert's earlier (by a year!) Cello Concerto
No. 2, which premiered in March 1894 with
the composer as soloist. Dvorák was ecstatic,
calling the work, "Splendid! Absolutely splen-
did!" Its performance naturally inspired
Dvorák, who finished his own concerto within
the year, though it was not premiered until
March of 1896. Concerning this piece, yet an-
other of Dvorák's friends, Johannes Brahms,
would one day comment, "Why on earth did-
n't I know that one could write a violoncello
concerto like this? If I had only known, I would
have written one long ago!"

Yo -Yo Ma's Dvorák is outstanding. Every
passage is carefully thought through, and tone
quality is altered to match the contrasting
themes of each movement. The famous open-
ing is as strong as a cannon, yet that move-
ment's secondary theme soars with Ma's cele-
brated lyric quality. The cadenza of the second
movement is played very delicately, while the
trills and double -stops of the finale are at-
tacked with gusto. The soloist's great love for
Dvorák's music is evident in every phrase.

The Herbert concerto is less acclaimed, but
equally well performed. Ma's playing is sensi-
tively measured with the orchestra, creating a
true unity rather than the feeling of soloist ac-
companied by a less important group of musi-
cians. Kurt Masur leads the New York Philhar-
monic with great enthusiasm, and the playing
is well balanced and precise.

This CD was recorded at New York's Avery
Fisher Hall, and the sound is impressive. Some
listeners may, however, wish that the soloist
had been recorded more prominently, espe-
cially in a few bombastic sections of the Her-
bert. But the caliber of musicianship is so high
in these performances that this disc is a must -

have for any cello lover. Patrick Kavanaugh
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KS/EQUALIZERS/HEADPHONES/AMPLIFIERS/COMPACT DISC PLAYERS/AU
ORDERS/COLOR TELEVISIONS/VIDEO/PROCESSORS/CAMCORDERS/CA
S/PORTABLES/TELEPHONES/ANSWERING MACHINES/RADAR DETECTORORDS/COMPACT DI"---'- " ""' TEREO RECEIVERS/TA
KS/EQUALIZERS/HE, 

P1US1C®

i
Receivers

50% OFF
Mfr. Sag. Retail

TOP RATED
lisochIILCS

......_..__---.. i

1
Technics SA-GX490

Home Theater Receiver
80 watts x 4 or 100 watts x 2 Dolby
Pro Logic 30 AM/FM presets
4-audio/2-video inputs A/V remote
control Mfr. Sug. Retail $399.95

$19995 (TEC SAGX490)

JVC RX-318
110 watts per channel, AN remote 9 7995

Technics SA-EX300
Home Theater, 60 watts x 2, remote 5199"
Technics SA-EX500
*Home Theater, 120 watts x 2, Dolby Pro Logic .5269°5

JVC RX-817V
Audio/Video, 105 watts x 2, Dolby Pro Logic 5299°5
Technics SA-TX50
THX A/V, 125 watts x 2, Dolby Pro Logic CALL

I ers/ ' - _

DENON su
Mfr. Sur). Ret<

G3rl4:iE SUPER SF

01111111.1110
Denon DA -500

D/A Converter
Feotfrres ALPHA Proce sor for ultra -

converter 3-samplingfrequencies for
any type of digital input sources

$24995 (DNN DA500)
Technics SL-PG350
CD, MASH 1 -bit D/A, 20 -track programming _134"134°5
Technics SL-PG450
CD, MASH 1 -bit D/A, 20 -track prop., remote _949"

Dynaco CDV-1
Tube (D Player, remote (comet '55915
Luxman D-375
CD Player with Delta D/A converter, remote '69995
Denon DCD-3000
CD Player, ALPHA processor, remote ... '69995

Audiophile Integrated Amplifier

JoLida, Inc.

EXPERIENCE SUPERB
TUBE SOUND IN AN
INTEGRATED AMP

JoLida Si 502A
Vacuum Tube Integrated Amplifier

 Experience the magical sound of tubes This unit is a combination of a high
quality line -level tube preamplifier and a smooth -sounding tube power amplifi-
er in one chassis- you get outstanding sound plus convenience 60 watts per
channel

NOW RN STOCK! uot S15D2A)

Tachnics

Technics SL -P0787
5 -Disc CD Changer

Front-loadingrotary design lets you
change any 4 discs while a 5th plays
MASH 1 -bit D/A converter 32 -track
programming

$74995 RFC SLPD787)

RCA RP -8055
5 -disc, 32 -track programming, remote 5109°5

Technics SL-PD987
5 -disc, 32 -track programming, pitch, remote 1199"
Technics SL-MC50
60 -disc plus single CD play, remote ' 239vs
Aiwa DX -C 100M
100 -disc, 90 -track programming, remate '24915
Technics SL-MC400
l 10 -disc plus single CD play, remote 0269.5

dioSource Specials

AudioSource AMP ONE
Power Amplifier

80 watts per channel Bridged out-
put of 200 watts mono Lett/right
output level controls

Mfr. Sug. Retail $349.95

$26995 (ASO AMP ONE)
AudioSource VS Two
Powered Center Channel Speaker, 30 waits 899°5
AudioSource EQ-8/I1
 Equalizer, 10 -bonds per channel '9995
AudioSource EQ-11
*Equalizer, 10 -bands per channel, tape dubbing 511995

AudioSource AMP THREE
Power Amp, 150 watts per channel 5579°5
AudioSource PreAmp/Tuner Two
Preamp/Digital AM/FM Tuner, remote '57905

DCC/Cassette Decks Double Cassette Decks JBL Speaker Sped
PHILIPS 1,1"7-1-11

Philips DCC900
Digital Compact Cassette Recorder

Records & plays DCC tapes Plays
analog cassettes with either Dolby B or
C Auto -revere Headphone jack
*Remote control

$19 995 (PHI DCC900I

TEAC V-375
*Cassette Deck, Dolby B

Aiwa AD -S950
3 -Head Cassette, Dolby S/B/(/HX-Pro, remote '28995

Fostex XR5
Multi -track Cassette, 4-track/4-inputs, pitch ...837995

Luxman K-373
3Head Cassette, Dolby B/UHX-Pro '54995
TEAC V-80305
3 -Head Cassette, Dolby S/B/UHX-Pro, remote .'69995

69v5

M

JVC PITCH CONTROL

JVC TDW-709
Dual Auto -Reverse Cassette Deck

Auto -reverse record & play in both
wells Dolby B/C/HX-Pro Pitch
control Mic. mixing input

Mfr. Sug. Retail $329.95

$19995 (NC TDW309)
TEAC W -485C
Dolby B/C, continuous playback '69°5
TEAC W -515R
* Deck Al auto -reverse, Dolby B

Technics RS-TR262
*Dual auto -reverse, Dolby B/UHX-Pro ' 1 59"
Technics RS-TR575
*Dual auto -rev record/play, Dolby B/UHX-Pro ' 229°5
TEAC W -6000R
* Dual A/R rec./play, pitch, Dolby B/C/HX-Pro '44995

JBL

44% OFF
Mfr. Sag. Retail

if; #M

JBL 4312
Studio Monitor Loudspeakers

3 -way 12" woofer *5' midrange
Dome tweeter Front panel controls
Black finish 8 ohms 100 watt,
capacity

$ 4 9 995/P. I1BL 4312-BK1

JBL Performer
 Compact, 4.5" full -range driver, shielded pr '9995
JBL PS60
Powered Subwoofer, 6.5", 50 watts ea '199"
JBL MR38
3 -way, 8" woofer, black cabinet pr '249vs
JBL PS100
Powered Subwoofer, 10", 50 watts ea '249"
JBL ARC70
3 -way, 8" woofer, Mfr. Sag. Retail S698 ...pr.'249ºs

CALL US TOLL FREE FOR ITEMS NOT LISTED IN THIS AD

Separates
SUBWOOFER AMP dbx

dbx XB15O
Subwoofer Power Amplifier

Works with subwoofers only, while
main amp is free to power the
midrange & highs  140 watts (40)
Volume control -

$17995 IDBO XB I SO)

Creek OBH-11
 Headphone Amp, for low impedance phones ..' 199"
Luxman M-375
Power Amp, 150 watts per channel 5799°5

Carver PM -700
Pro Power Amp, 225 watts per channel CALL

Luxman C-383
Preamp, MM/M( phono sections, remote 5799°5
Dynaco PAT -6
Preamp/Tuner, AM/FM, phono section 539915

Speakers
MCI

56% OFF
Mfr. Sug, Retail

Design Acoustics PS  66
2 -Way Point Source Speakers

 6.5" woofer Ferro -fluid cooled soft
dome tweeter  15-100 watts 8 ohms
Oak color cabinet

Mfr. Sug. Retail $299.95

$ 12 995/P' (DA PS66-OAK)

Pinnacle PN5+/Oak
*Compact, 2 -way, diaduet port pr 59995
Bosee V-100
*Center Channel Speaker, shielded ea

Yamaha NSA -636
3 -way, 8" woofer, RATED BEST BUY pr,'99a5

Technics SB-LX90-BK
3 -way, 15" woofer, black pr. 999°5
Cerwin-Vega AT -12
3 -way, 12" woofer, black or woodgrain pr.'399vs

'99°5

Classical CDs

HM 901555
Schumann

Piano Concerto
Staler, Herreweghe

$1399
CD

Victoric de los Angeles/Early Recordings
1E51087 (312.99
Eileen Farrell/Arias & Songs
TES 1073 CD $12.99

CALL TO ORDER MUSIC
REVIEWED IN THIS ISSUE

SE HABLA ESPANOL

¢w:

SEND MONEY ORDER, CERTIFIED OR CASHIER'S CHECK, MASTERCARD, VISA, AMERICAN EXPRESS or DISCOVER CARD (include
Interbank No., expiration date and signature) To: J&R Music World, Dept. AU0996, 59-50 Queens Midtown Expw a Maspeth, Queens,
NY 11378. Personal and business checks must clear our Authorization Center before processing. Shipping, handling and Insurance
Charge (Continental US) is 5% of the total order with a $4.95 minimum for orders up to $500; 4% for orders over $500 to $1000; and
3% for orders over $1000. For heavyweight/over-sized items, shipment by air, or to Canada, Hawaii, Alaska, Virgin Islands & Puerto
Rico please cal for information. DO NOT SEND CASH. Sorry no C.O.D.'s. NY residents please add sales tax, ORDERS SUBJECT TO
VERIFICATION & ACCEPTANCE. NOT RESPONSIBLE FORTIPOGR4PHICAL OR PICTORIAL ERRORS. ALL MERCHANDISE SHIPPED
BRAND NEW, FACTORY FRESH AND 100% GUARANTEED. Some quantities may be limited. Copyright 1996 J&R Music World.

City of N.Y. Dept. of Consumer Affairs license Numbers 0900310/0900615/0900616/0900617

Visit [AR WÓRLD] at 31 Park Row, NY, NY
Shop By Phone or

to order a FREE CATALOGUE
24 Hours A Day, 7 Days A Week
1-800-221-8180



ROCK -POP

Gone Again
Patti Smith

ARISTA 07822-18747, 55:58

Sound: A-, Performance: A-

i
n the mid '70s, Patti Smith's
visceral mosh of spiritual dis-
covery, vivid abstractions, ur-
ban poetry, and venomous
punk rock helped her to be-

come the musical decade's most ex-
plosive and influential woman. Not
only did she compose and record
what many consider to be the first
punk single of the '70s ("Hey Joe"
backed with "Piss Factory"), her first
three records-Horses, Radio Ethi-

opia, and Easter-have become arche-

types of literate vitriol and excellent
vehicles for bringing the primal
adrenaline rush of hardcore punk to a
sophisticated audience. On songs like

"Rock 'n' Roll Nigger" and "Horses,"
Smith was inflamed with inspiration,
a musical harridan with the poetic
sensibility of e. e. cummings.

After she married former MC5
guitarist Fred "Sonic" Smith and
moved to Detroit in 1980, Smith
dropped out of the music business
almost entirely, save for her enervat-
ed but blissful 1988 reemergence,
Dream of Life. Unfortunately for her
fans, she had (with two children and

a placid suburban lifestyle) become
quite content.

But when her husband died late in
1994 (and her brother nearly one
month later), that contentment shat-
tered, and Smith again found herself
in need of artistic communication.
Gone Again, her sixth album and her
first in eight years, is a striking re-
birth and the first cornerstone of her
renaissance.

On Gone Again, traces of Smith as
a primal performer arise like a
phoenix from the figurative ashes of
her husband. She's bitter and de-
spondent, frustrated, awash in poetic
futility. With its heavy doses of God-
fearing grief and its promises of af-
terlife, Gone Again is as haunting as a

collection of Appalachian folk bal-
lads. To add to that chill, Fred's pres-
ence-hovering over the record like
a skyward bunch of helium bal-
loons-is deeply and frequently felt.
He wrote the only two all-out rock

Nelson

After the Satellite Sings
GYROSCOPE GYR 6616, 62:02

Sound: A, Performance: B

Composed, performed, and pro-
duced by former Be -bop Deluxe gui-
tarist Bill Nelson, After the Satellite
Sings falls somewhere between Brian
Eno's and Prince's self-contained
opuses. A pulse -conscious techno-
dance offering with precious few gra-
tuitous guitar -hero turns, Satellite
focuses on groove and Nelson's enig-
matic, hushed vocals. Though he
builds up layers of imposing guitar
textures on dense pieces like "Skull
Baby Cluster" and "Ordinary Idiots,"
his guitar playing
on the slick funk of
"Streamliner" is
warm and wonder-
ful in the tradition
of Ron Wood's eco-
nomic, soulful gui-
tar solo on Rod Stewart's classic
"Maggie May." Nelson's atmospheric
E -bow work is particularly effective
on "Memory Babe," and he creates a
New -Age vibe on the sparse piano -
loop piece, "V -Ghost."

After the Satellite Sings is crafty, in-
telligent Brit -pop with a nod to Bowie,
Eno, and Roxy Music. Bill Milkowski
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songs on the record ("Summer Cannibals"
and "Gone Again"), he receives a spoken dedi-
cation on the closing track, and he can be
heard chanting near the end of the title song, a
spine -tingling, respectful touch.

But though this record is moving as a spiri-
tual tribute, and though Smith is accompa-
nied by a stellar cast-John Cale, Jeff Buckley,
Tom Verlaine, and former bandmates Lenny
Kaye and Jay Dee Daugherty, among others-
it is the power of her poetry that strikes an
emotional target most often. On "My Madri-
gal," she turns the wedding vow phrase "'til
death do us part" into an eerie mantra. On the
ghostly, acoustic "Farewell Reel" that ends the
record, she sings with clenched frustration: "I
don't know why, but when it rains it rains on
me." On the tender "Fireflies," she sings to her
husband: "Don't avert your eyes, don't turn
away...I'm coming to you." Throughout, the
record echoes the visceral tone-if not the
outright polemic-of her best work.

Like the still before a storm, so dark, so qui-
etly intense, Gone Again looms heavy with
Smith's expressions of grief. Ironically,
though, this record becomes our celebration,
as it marks the physical and emotional return
of a truly iconic performer. Bob Gulla

To the Faithful Departed
The Cranberries

ISLAND 314-524 234, 52:26
Sound: B+, Performance: B

A lot has happened since Irish pop phe-
nomenon The Cranberries released their last
record, No Need to Argue, they've grown from

collegiate idols to inter-
national celebrities, and
in the process discov-
ered a world of personal
and political upheaval
right outside their front
doors. Secondly, they've

experienced the type of anguish and loss
they've been writing about since 1991.

To the Faithful Departed, The Cranberries'
new record, was largely influenced by the
deaths of several friends and family members,
including that of Dolores O'Riordan's grand-
father (which the song "Joe" is about). Such
stabs of reality have knocked the band out of
its zombie -like trance and injected its music
with a welcome sense of urgency. The Cran-
berries featured shimmering melodies on old-
er hits like "Linger" and "Ode to my Family,"
but the new songs dig deeper under the skin,
whether in lighter -raising ballads such as "I'm
Still Remembering" or head -bobbing rockers
like "Free to Decide" and the disc's first single,
"Salvation."

From "Hollywood," the ominous opening
track about disillusionment (played on crash-
ing guitars, with a half -cooed, half -yelped
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chorus), to "Bosnia," the marching, political
closer with strings, horns, and music -box
chimes, the album is adventurous and musi-
cally diverse. Instead of gently plucking the
heartstrings, as on past discs, The Cranberries
alternately caress and prod their listeners into
emotional ambivalence.

To the Faithful Departed doesn't cure all of
The Cranberries' past ills. O'Riordan still re-
sorts to yodeling too often, many of the lyrics
are still heavy-handed, and, when The Cran-
berries aren't on an adrenaline high, some of
their rhythms remain in that lifeless jangle
zone. But the growth the band displays on the
disc is praiseworthy, and in most cases the
spirit and immediacy of the songs outshine
any of the group's flaws. Jon Wiederhorn

Arise Therefore
Palace Music

Drag City 88, 43:58
Sound: B-, Performance: A-

Will Oldham, the enigmatic force behind
Palace Music (he also records as Palace, Palace
Brothers, and Palace Songs), is a songsmith of
the highest caliber. And his desolate hillbilly
take on Neil Young -style soul searching is em-
inently engaging. The only hitch is that the
beauty in his music is often upstaged by
oblique lyrics and plain old weirdness.

r--

Rubbing Doesn't Help
Magnapop

PRIORITY 53992, 50:08
Sound: B, Performance: B -

Georgia quartet Magnapop doesn't
make it easy on itself. The turf it mines-
jagged, punky guitar coupled with the flu-
id, disaffected vocals of chirpy Linda Hop-
per-has already been tapped by other
schematically similar artists such
as Belly, Juliana Hatfield, and
even Lush on its latest. The dif-
ferences that set Rubbing Doesn't
Help apart from the other drone -
pop pack efforts are subtle, but
they do hold your interest for

hraseolog\ to hopper's singing and
angst -plagued wordplay that creeps
sou, in the same sneaky way those
suming episodes of Clare Danes' "My o-
Called Life" once did.

Hopper has an "everywoman" sort of
voice that weasels into the heart of each
man -but -life -sure -sucks track, even when
Ruthie Morris's guitar is growling against
her. Sometimes the group is too snippy for

its own good, as on the petulant

most of the disc's duration. Take, for in-
stance, Hopper's cheeky ripoff of "Knock-
ing on Heaven's Door," a sound -alike
number called "My Best Friend," about a
pal who "cries at the movies even when
the story's old and bad." In addition to a
staccato, grungey bridge tacked on for cu-
riousity's sake, there's a weird Gen -X

D/

231-203-6000
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Spatializer HTMS-2510
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 Multiple inputs Reviewed
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riffer "Firebrand," but much of
this material comes danger
close to apotheotic brillia
Check out "Radio Waves,"
Ramones sounding "I Don't
Care," and a metallic -chorused

"Hold You Down," in which heroine Hop-
per turns dominatrix and runs down a list
of wicked tortures she might try out on
her hapless significant other. Magnapop
may not win the girl -group sweepstakes
(sorry, Elastica's already holding that
prize), but Rubbing Doesn't Help definite-
ly puts it in the running. Tom La

Arise Therefore may well change that. Not
only is it Oldham's strongest album to date,
but surprisingly, he's given credit to the play-
ers and producer (something he hasn't done
in the past) and come up with an unmistak-
able title. While this may not seem that shock-
ing in the grand scheme of things, if you've
ever tried to surmise anything beyond song ti-
tles on previous Will Oldham releases, you'll
certainly appreciate this. Thus, the listener will
know that Steve Albini is responsible for the
delicately crisp sound of the album, David
Grubbs (Gastr del Sol) provides the piano and
organ accompaniments,
track and Oldham's broth-
er Ned plays bass. The
three truly help these
songs sound like fully
formed melodic entities.

The 11 tracks on Arise
are far from orchestrated and remain true to
Oldham's stripped -down vision of poetic Ap-
palachian sorrow. The simple, spacious
mourning of the near jazz chordings on "Give
Me Children," the extremely "Powderfinger"-
sounding quietude on "A Sucker's Evening,"
and the very nearly upbeat "No Gold Digger"
paint Arise Therefore as an album that is more
hushed and heartwrenching than the Palace
efforts before it. It's also more accomplished.
Works like Oldham's reaffirm the right of an
artist to be as evasive and opaque as he wishes.
Yes, it's that good. Jason Ferguson
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AUDIO... THE EQUIPMENT AUTHORITY

SOLD AT THESE SPECIALTY DEALERS

The following are just some of the fine audio/video dealers that sell

AUDIO Magazine:

Dealers, call:1-800-221-3148 if you are interested in selling

AUDIO...THE EQUIPMENT AUTHORITY

ESOTERIC AUDIO
4120 N. MARSHALL WAY
SCOTTSDALE, AZ 85251

PACIFIC AUDIO & ALARM
2370 E. ORANGE THORPE AVE.
ANAHEIM, CA 92806

SOUND TECH/LOS GATOS
15330 LOS GATOS BLVD.
LOS GATOS, CA 95032

STEREO PLUS
2201 MARKET STREET
SAN FRANCISCO, CA 94114

JACK HANNA AUDIO/VIDEO
6130 PACIFIC AVE.
STOCKTON, CA 95207

SOUND EYE
1317 SARTORI AVE.
TORRANCE, CA 90501

WESTSIDE INT'L NEWS INC.
11949 WILSHIRE BLVD.
W. LOS ANGELES, CA 90025

DURANGO MUSIC CO.
902 MAIN AVE.
DURANGO, CO 81301

VIDEO 7 WEST
22 KNEEN STREET
SHELTON, CT 06494

SOUNDS EXCLUSIVE/HANKS
757 N. MONTROSE STREET
CLERMONT, FL 34712

BOB'S NEWS & BOOKS
1515 ANDREWS AVE.
FORT LAUDERDALE, FL 33316

AUDIOMASTERS
102 LAFAYETTE STREET

ANMA, IL 62906

SOUNDS DESIGNS
808 COLDWATER ROAD
MURRAY, KY 42071

GOODWINS AUDIO
870 COMMONWELTH AVE.
BOSTON, MA 02210

NEW HORIZON BOOKS
20757 13 MILE ROAD
ROSEVILLE, MI 48066

AUDIO -VIDEO ALTERNATIVES
4526 N. WOODWARD AVENUE
ROYAL OAK, MI 48073

SOUND ADVICE INC.
3348 NILES ROAD
ST. JOSEPH, MI 49085

MATLACK COMMUNICATIONS
2866 FOXWOOD DRIVE
MARYLANE HTS, MO 63043

HARVEY'S STEREO
2646 SOUTH GLENSTONE AVE.
SPRINGFIELD, MO 65804

PRO AUDIO
1630 COUNTRY CLUB PLAZA
ST. CHARLES, MO 63303

AUDIO VISIONS
136 MAIN STREET
KALISPELL, MT 59901

SOUND SYSTEM
3201 STATE ROUTE 27
FRANKLIN PARK, NJ 08823

MARIO'S SOUND ROOM
176 FRANKLIN AVE.
FRANKLIN SQUARE, NY 11010

SOUND CONCEPT INC.
264 EAST ROUTE 59
NANUET, NY 10954

DALBEC AUDIO LAB
51 KING STREET
TROY, NY 12180

AUDIO ENCOUNTERS
4271 W. DUBLIN GRANVILL
DUBLIN, OH 43017

SOUND STATION
601 SE FRANK PHILLIPS BLVD.
BARTLESVILLE, OK 74003

SOUND SERVICE
621 NORTH MAIN STREET
GUYMON, OK 73942

DAVID LEWIS AUDIO
9010 BUSTLETON AVE.
PHILADELPHIA, PA 19152

STEREO SHOPPE
900 WASHINGTON BLVD.
WILLIAMSPORT, PA 17701

SOUND DECISION
3727 FRANKLIN ROAD
ROANOKE, VA 24014

SOUND STAGE
5900 N. POINT WASHINGTON RD.
MILWAUKEE, WI 53217
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The City CD Towers
Modular CD storage.
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ie. your imagination run wild.

America's best disc, tape and
component storage system
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Per Madsen Design (415) 822-4883
PO. Box 882464, San CA 04188
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L SORICe
PO Box 747-22, Nutley, NJ 07110
Credit Cards, Checks and Money Orders accepted.
30 Day Money Back Guarantee and a Full One
Year Warranty on all Models.

SORICÉ SYSTEMS Include...
Video, Cassette, LP, Laserdisc
and Component Storage Units.

+ Our A300 Model shown stores 300 CD's.

O Impeccably crafted in these Premium Solid
Hardwoods: Oak, Walnut, Teak or Cherry.

4, Adjustable Shelves stare any combination of
CD's, Videos & Cassettes - all in One cabinet.

+ Adjustable Solid Brass Bookends keep Discs &
Tapes upright and in place.

+ Cabinets can be stacked, wall mounted or left
free standing.

O Optional Wood or Glass Doors are available.

O Enclosed back provides dust protection.

4 Compact size: 391/2"H x 235/2"W x 71/2"D.
Cabinet comes assembled.

For FREE Color Literature & Prices
on our Full Line of Quality Products

Call: 1-800-432-8005
Fax: 1-201-667-8688

STORADISC"- See why CD Review picked our Library
Series as their "top choice". Fine-fumiture quality in a variety
of finishes and sizes. Call or write DAVIDSON-WHITEHALL,
555 Whitehall Street. Atlanta, GA 30303. 1-800-848-9811.

The Art of CD Storage
HOME THEATER/A Stylish Solution
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For orders or a free color brochure,
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or fax I-708 331-2781

GEO-TEC DESIGNS
P.O. Box 1402

South Holland, IL 60473



DEALER SHOWCASE

At last
the perpect way to store

CD's: our CD box holds

60 CDS
in light or dark oak

@ $69.00, or walnut,

@ $74.00, all plus $7.00

for shipping & handling.

Hills Products

P.O. Box 55 Candia, NH 03034 - call us at
1-800-247-2018 with orders - or for a free
catalog of all our fine products!

CD, Audio and Video Storage
» Fully Assembled!
» 100% Solid Oak!
» 30 Day Money Back

Guarantee!

» Made in U.S.A.
» Smoked Glass Doors
» Ajustable Shelves
» No Hidden Costs

Just One Low Price!
Call or write tar a fug color brochure

AGM Woodworking
8711 Capitolio Way #5

San Luis Obispo. Ca. 93401
(805) 544-8668

1-800-858-9005 -

The Stereo Review

CD STORAGE CONNECTION

puts manufacturers of CD

storage units in touch with the
ideal audience...
CD purchasers

unsurpassed in size, buying
activity & the need for storage

of their ever-growing
CD collections!

Take advantage of this ideal
opportunity to increase your

company's sales by
participating in the next

CD STORAGE CONNECTION

For advertising information call:

1.800.445.6066
(Monday -Friday, 9-5 EST)

Or Fax 212.767.5624

CALIFORNIA

VALUEABLE
WE COMBINE EXCEPTIONAL

PRODUCTS WITH DESIGN EXPERTISE
TO CREATE HIGH PERFORMANCE
SYSTEMS OF UNUSUAL VALUE.

Factory Authorized Dealer for:
Adcom  Anfstrom  Atlantic Technology 

Apogee  Audible Illusions
Audiolab  Audioprism  AudioQuest 

DetinitiveTechnology  Denon  Grado 
Hitachi  Lexicon  Lovan  Mc Cormack 

Mod Squad  M&K NAD  NEAR  Paradigm 
Parasound  Pioneer  Power Wedge  Rotel 

Runco  Stax  Sumiko  Sunfire  Theta
Totem  VAC  Velodyne  XLO & morel

(310) 370-8575

Systems 1310 Kingsdale Ave.

Design
Group

Redondo Bch . CA 90278
Tue-Fri 11am-7pm

Rat 112,1 Gpm

ILLINOIS

loin us at the High End Show

Waldorf Astoria, New York City

May 30th through June 2nd

Room 820

On Compuserve:
GO TOLEGACY

FOR YOUR FREE CATALOG

CALL 1 8 00AUDIOHI
( 1. 8 0 0. 2 8 3. 4 6 4 4)

302 1 SANGAMON AVE.  SPRINGFIELD, IL 6 2 702

PHONE:(21 7) 544-5252  FAX:(21 7) 744-7269

MASSACHUSETTS

The Best Values In Hi End Hi -Fi.

audio studio
Authorized sales and service for:

Audible Illusions, Audioquest, B&K,
Beyerdynamic, Counterpoint, Dual,
Klyne, Maplenoll, Marantz, Mirage,

Mission, Monster Cable, Morel,
NAD, Nakamichi, Oideion Products,

Ortofon, Project, Proton, QUAD,
Renaissance Audio, Revox,

Sennheiser, SME, Shure, Stax,
Straight Wire, Sumiko, Thorens,
Velodyne, VPI, and many more.

414 Harvard St., Brookline, MA 02146
(617) 277-0111

FAX (617) 277-2415
INTERNATIONAL BUSINESS ACCEPTED

CALIFORNIA

We don't sell
perfect systems.

atler 15 years, we've learned
no perfect system exists. II has to he built -
to your specifications, within your budget.

To get st, rs today...
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Acurus ...Aragon ...Audio Research
...Creek ... CWD ... Denon ... Grado

...Jamo ... JM Labs ... Jolida ...

Lexicon ... Magneplaner ... Magnum
Dynalab ... Mark Levinson ... NAD ...
Prometheans ... PSB ... Revolver ...

Rotel ... SME ... Sota ... Sound
Connections ... Stax ... Stewart ...
Sumiko ... Symdex ...Synergistic
Research ...Thoren ...Transparent

Audio ...And Much More!

Hi Fi EzcNaNgE
FORESIDE MALL  ROUTE ONE

FALMOUTH, ME 04105

(207) 781-2326
NEW YORK

SHOP US
LAST

FACTORY AUTHORIZED DEALERS

HOME THEATER
SINCE 1979

ADS  ALPINE  ATLANTIC TECH
BOSE  CARVER  DENON  INFINITY

KENWOOD  NAKAMICHI
ONKYO  SONANCE  SONY ES

VELODYNE  YAMAHA
and man we can't .ring

CAR STEREO

The Sound Approach
6067 Jericho Tpke., Commack, NY 11725

800-368-2344
FOR ADVERTISING INFORMATION, CALL 1-800-445-6066



SHOWCASE
PENNSYLVANIA TEXAS

IIRGII-END AUDIO...
MADE EASIER

Serving the serious music lover since 1985, we
have realized that High -End Audio has
become a confusing term. Random matching
of quality components, will not assure you of a
system that can reproduce music. A call or visit
to Audio Outlet will. We specialize in products
that offer exceptional performance and value.
Give us a call, lets talk
music. If you just want
to know what we sell, call
us and ask, or order a copy
of our 96 page catalog.
It's only $4.00.

UDIO
UTLET inc.

69 5. Moger Ave.. Mt. Kisco, NY 10549

914-666-0550  FAX 914-666-0544

VERMONT

SENSIBLE, PERSONAL I '1r1 ADVICE

TOLL - FREE

IL:, is VERMONT FEOFLE DEMAND VALUE

WE DORY WASTE CUSTOMBS' MONET,

AND NEITHER DO TNESr FOLK):

iIDCOM/ /S /Wd /ESo
Bt1 CASTLE GRADO

MDNSTER NAD ONKYO

ORACLE P58 ROTEL
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800 456-9434
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WISCONSIN

1-800-906-4434
1 -800 -906 -HI -Fl

FAX 608-255-4425
Authorled Dealer For:

 ADS
 ATLANTIC TECHNOLOGY
 AVIA
 BANG & OLUFSEN
 CARVER
 CELESTION
 ENERGY
 GRADO
 HARMAN KARDON
 JVC
 LEXICON
 MONSTER CABLE
 NAD
 NAKAMICH

 NILES AUDIO
 OMNI-MOUNT
 POLK AUDIO
 PSB
 PROAC
 RECOTON
 SANUS
 SONY DSS
 SONY ES
 SONY VIDEO
 SENNHEISER
 TARGET
 TERK
 THORENS

430 State St., Madison, WI 53703
608-255-2887

VIDEO PLUS AUDIO
WE DELIVER

SPEAKERS & SUBS AUDIO COMPONENTS

VIDEO

EQUIPMENT

HOME THEATER PACKAGES We carry too many

products to list.

Stop in our
showroom at

6533 Roosevelt Blvd

Philadelphia, PA 19049

MONSAT 10-9 SUN 125

or cull Its for dour to door delivery

800-226-6784
http://www.videoplusaudio.com/-VPA

email: info@videoplusaudio.com

VIRGINIA

THE BEST

IN NOME ROUJH

AUDIO
With over 20 years of experience in

hi -end audio equipment, we proudly

inventory the following products:

 quad

 Rccuphase

 OCM

 Magnum

 Cardas

 Epos

 Von Schuieikert

 Sonic frontiers

 Spendor

 Coda

 Kimber

 Ell
 Rcrotec

 Tara labs

 Rion

 Creek

We have a huge assortment of accessories and

many mere brands to choose from. We also

offer a large inuentery of used equipment.

Call For Information Toll Free:
1.800 .752-4018

616 Plaza, Suite 5, Moneta, VA, 24121
Or Order On Line At.

http://www.hififarm.com

FACTORY AUTHORIZED
MAKE US AN OFFER. ...r WE'LL DELIVER!

Acurus
Angstrom
Aragon
Arcam
AudioQuest
Bryston
CAL Audio
Citation
Enlightened Audio
Denon
Melos
Jolida

Mirage
Onkyo
Paragon
Parasound
Quicksilver
Ruark
SharpVision
Snell
Sonic Frontiers
Stand Design

ASunf
Threshold

AUDIO BYDESIGN

(Mt) )%i.) (10104.d
911 W. Anderson Ln. #116

Austin, TX 78757

AUDIO's Dealer Showcase
is the easiest way for you
to locate a specialty retailer
in your area that can meet
your high -end audio needs.

These experienced
high -end dealers are ready
to help with everything
from equipment purchas-
ing decisions to setting up
your home theater.

Look to the AUDIO "Dealer
Showcase" for the best in
high -end audio dealers!

WISCONSIN

Sound Seller

ADCOM

 ALTEC LANSING

Authorized Dealer For:

 KICKER

 LEXICON

 AWE TECIraLocY  MONSTER CABLE

AODLOCONTROL  MT

CARVER NAD
CELESTKIN NAKMIICHI

,CLARION  NILES AUDO

 CWD  NITTY GRIrTY

GRADO oMNIMOUNT
 HARMAN MOON  ONKYO

JMIO PANAMAX

KEF POLXAUDIO

PROAC

 PSB

RECOTON

 ROCKFORD FOSGATE

SANUSSYSTEMS

 SONY DSS

 SONY ES

 SONY VIDEO

 SOUND ANCHORS

 SCUC61FFNA

 STAX

 TARGET

 THORENS

2808 Cahill Road, P.O. Box 224
Marinette, WI 54143  (715) 735.9002

1 -800 -e26 -0e20

VISIT THESE SPECIALTY RETAILERS FOR PROFESSIONAL CO.NSULTATION.



PLEASE NOTE: It is impossible for us to
verify all of the claims of advertisers,
including product availability and exis-
tence of warranties. To confirm that an
advertiser is authorized to sell a product,
we suggest you contact the manufacturer
directly. Please review our Tips for Mail
Order Purchasers in this section.

AUTHORIZED

AUDIOPHILE & SCHOLAR
UNIVERSITY AUDIO SHOP, MADISON, WI

AUDIO RESEARCH, KRELL, Linn, YBA, Aragon, Acurus,
B&K, MARTIN LOGAN, VANDERSTEEN, NHT, PARA-
DIGM, Spica, Hales, Totem, Von Schweikert, Ariel, Creek,
EAD, Micromega, CAL, Golden Tube, Tara, Lexicon. (608)
284-0001.

AUDIO UNLIMITED in Colorado offers Accuphase, Acous-
tic Energy, Acrotec, AirTight, Airtangent, Audio Meca by
Pierre Lurne, Audio Note, Basis, Benz -Micro, Bitwise,
Chang, Chano, CODA, Zoethecus, Day-Sequerra, Dynavec-
tor, Ensemble, Graham, Harbeth, Ikeda, JM Labs, Kuzma,
Magnum Dynalab, Magro, Micromega, Wilson Benesch,
Morch, Musical Design, Music Metre, Muse, Symphonic
Line, Onix, RoomTunes, Solid Steel, Sonoran, Sound An-
chor, SOTA, Decca, Toted, Unity Audio, Vimak, Wheaton
Triplaner, YBA and more...PHONE/FAX John Barnes at
(303)691-3407. Audio Unlimited, 2341 West Yale Ave., En-
glewood, CO 80110. VISA and MC accepted.

AUDIO VIDEO SPECIALTIES. Authorized dealer for AMC
 Arcam  Conrad -Johnson  Dynaudio  Etac  Grado 
Jamo  Panamax  Platinum  Proton Audio  Sanus  So-
nographe  Tributaries  PH: (414)963-9928. 3801 N. Oak-
land Ave., Shorewood, WI 53211.

STEREO WORLD IS YOUR DIS-
COUNT SOUND SOURCE SUPER DEALS ON: SONY,
PYLE, DENON, ADS, CLARION, JVC, HIFONICS, POLK,
BLAUPUNKT, PIONEER, SCOSCHE EFX, ORION, KITS,
BASSBOXES, AND MUCH MORE! CALL OR WRITE FOR
FREE SALES FLYER. FREE UPS! OUR 8TH YEAR. VISA/
MC; COD. P.O. BOX 596, MONROE, NY 10950. (914)
782-6044.

FOR SALE

SAVE 40% ON HIGH -END home speak-
ers, subwoofers, amplifiers. FREE CAT-
ALOG, 3021 Sangamon Avenue, Spring-
field, IL 62702. 1-800-283-4644.

AUDIO BY VAN ALSTINE FET-VALVE hybrid tube DAC, am
plifiers, and preamplifiers achieve ultimate faithfulness to the
spirit of the music. SJmega III active feedback amplifiers, full
function buffered preamplifiers, and technically optimized par-
allel processing DACs provide stunning clanty with economical
prices, striated heatsinks, rugged engineering, and no output
failures in years! New DAC-preamplifiers, basic line -
headphone preamplifiers, and phase inverters or your PAS,
PAT -4, PAT -5, AND ST -70 recycled with AVA circuits (kit or
wired) from $199 including new cards and precision controls.
Active feedback circuits for DYNACO and HAFLER AMPLI-
FIER chassis set new standards for transparency, dynamic
range, and liquidity. Free illustrated catalog. Audio by Van
Alstine, 2202 River Hills, Burnsville, MN 55337. (612)
890-3517. Fax: (612) 894-3675. E-mail: avahifi@aol.com.

NEW JERSEY'S BEST SELECTION
AUDIO CONNECTION

STATE OF THE ART SYSTEMS FROM $1,500+
Vandersteen Rotel Wadia
B and W Sonic Frontiers Cary
Proac Audible Illusions Arcam
Epos Naim Audio Alchemy
PSB Quicksilver Ayre
Platinum Music Reference Audiolab

615 Bloomfield Avenue, Verona, New Jersey 07044
Phone: (201) 239-1799 Fax: (201) 239.1725

HI Fl EXCHANGE. Large selection of quality USED highend
components at huge discounts. We buy, sell & trade. Call for
inventory list. (718) 423-0400 or visit our showrooms at 251-11
Northern Blvd, Little Neck, NY 11363.

ABARGAIN: STAX SIGN/LAMBDA $1,350; OMEGA/SRMT1
$2,900; SIGN/LAMBDA SRD/7 $499; ED -1; AUDIO-
TECHNICA AT -0C9 $259; ALL UNUSED (212)966-1355.

TIPS FOR MAIL ORDER
PURCHASERS

It is impossible for us to verify all of
the claims of advertisers, including
product availability and existence of
warranties. Therefore, the following
information is provided for your
protection.

1. Confirm price and merchandise
information with the seller, including
brand, model, color or finish, acces-
sories and rebates included in the
price.
2. Understand the seller's return
and refund -policy, including the
allowable return period, who pays the
postage for returned merchandise, and
whether there is any "restocking"
charge.
3. Understand the product's warran-
ty. Is there a manufacturer's warranty,
and if so, is it from a U.S. or foreign
manufacturer? Note that many manu-
facturers assert that, even if the
product comes with a U.S. manufac-
turers warranty card, if you pur-
chase from an unauthorized dealer,
you are not covered by the manu-
facturer's warranty. If in doubt, con-
tact the manufacturer directly. In
addition to, or instead of, the manufac-
turer's warranty, the seller may offer its
own warranty. In either case, what is
covered by warranty, how long is the
warranty period, where will the product
be serviced, what do you have to do,
and will the product be repaired or
replaced? You may want to receive a
copy of the written warranty before
placing your order.
4. Keep a copy of all transactions,
including cancelled checks, receipts
and correspondance. For phone
orders, make a note of the order
including merchandise ordered, price,
order date, expected delivery date and
salesperson's name.
5. If the merchandise is not shipped
within the promised time or if no time
was promised, 30 days of receipt of
the order, you generally have the right
to cancel the order and get a refund.
6. Merchandise substitution without
your express prior consent is not
allowed.
7. If you have a problem with your
order or the merchandise, write a
letter to the seller with all the pertinent
information and keep a copy.
8. If you are unable to obtain satis-
faction from the seller, contact the
consumer protection agency in the
seller's state or your local Post Office.

If, after following the above guide-
lines, you experience a problem with
a mail order advertiser that you are
unable to resolve, please let us know.
WRITE to Susan Ross, Special
Marketing, 45th floor, Hachette
Filipacchi Magazines, 1633 Broadway,
NY, NY 10019. Be sure to include
copies of all correspondence.

LOW PRICES!!! NHT, SNELL, B&K, POLK,
NAD, VELODYNE, PARASOUND, KEF, CARVER, M&K NA-
KAMICHI, PSB, ONKYO, DENON, Sound Shop CALL!!
(360)-692-8201.

Hardbound AUDIO, annual bound volume editions, just like
the ones in the Editor -in -Chief's office. Various years available
in limited quantities, $40.00 each. Also available: Hardbound
October Annual Equipment Directories. Years 1992, 1991,
1990, & 1987 $15.95 each, and hardbound May Car Stereo
Directories for years 1991, 1990, 1989 and 1985, $8.00 each.
All prices include postage and handling. All orders postpaid.
Check or money order only (no credit card orders) payable to
AUDIO MAGAZINE. Send orders to AUDIO, 1633 Broadway,
New York, N.Y. 10019. Attn: Michael Bieber, Or call
212/767-6301 for further information.

High -end audio components. All brands
available. The lowest prices. Friendly
service and advice. Call today. AUDIO
AMERICA (Virginia). 1-540-745-2223.

BLOW-OUT SPECIALS!! .. De -
non DCD-615 now $169, Nakamichi MB -4s $249, Fosgate
M-560 $398!!! PLUS MORE! Some below dealer cost! Sound
Shop 360-692-8201. Call us for our FREE BLOW-OUT SPE-
CIAL LIST!

FREE SHIPPING! PLUS:
FRIENDLY ADVICE! MIRAGE, PS, KEF, PARASOUND,
KINERGETICS, NAD, AUDIOQUEST, CARVER, KIM-
BER, STRAIGHTWIRE, MORE! READ BROTHERS, 593
KING, CHARLESTON, SC 29403. (803) 723-7276.

SINGERS! VOOCAALVSE
Unlimited Low Cost, Instantly Available

Background Music from Original Standard
Recordingps! Does Everything Karaoke
does... Better and gives you the
Thompson Vocal Eliminator'
Free Brochure & Demo Tape..
LT Sound Dept AU -1 /
7980 LTParkwavLithonia,GA 30 44.1. j
Internet-http://Itsound.com
24 Hour Demo/Info Request Line (770)482.2485-Ext 51
When You Want Somethin Better Than Karaoke!

B&W, KEF, MIRAGE, THIEL, POLK, VELODYNE, N.H.T.,
A.D.S., B&O, DYNAUDIO, M&K, DEFINITIVE, WADIA, AD-
COM, DENON, YAMAHA, LUXMAN, CLASSE, NAKAMICHI,
ONKYO, B&K, SUNFIRE, CROWN, BRYSTON & MORE.
NORCROSS, INC. INCORPORATED 1964. (770) 772-7700.

MUSICAL CONCEPTS
"Setting standards for natural sound." Adcom, Audio Al-
chemy, B&K, Dyna and Haller modifications, rivaling ex-
pensive exotica! PA -2 Cascoded Class -A circuit for Hailer
amps -budget bliss! We offer two CD players, one Trans-
port -"Musical Concepts has put the fun back into CD
playback." says The Audio Adventure magazine. Mar-
antz, Rotel and Pioneer CD mods. Musical Concepts,
5749 Westwood Dr., St. Charles, MO 63304. (314)
447-0040.

AUDIO CABLES & MORE

DON'T PAY EXORBITANT PRICES
! FOR TOP QUALITY !

We have equaled the high-priced brands. Sonic
equivalents at a fraction of their cost. We demysti-
fy wire technology. Ask for literature.
AND MORE! DACS, Anti -Jitter Units, CD
Players/Transports, Speaker Stands, Speakers,
Home Theater, Prologic, Accessories-& MORE.
Call 800-321-2108 24hrs./day for free catalog.

L A T INTERNATIONAL
Dept. A 317 Provincetown Road

Cherry Hill, NJ 08034

FOR TWENTY-FIVE YEARS WE HAVE BEEN THE SOURCE
FOR ALL OF YOUR BLANK AUDIONIDEO TAPES AND AC-
CESSORIES, EVEN REEL-TO-REEL TAPES FOR STU-
DIOS, AT DISCOUNTED PRICES. CATALOG AVAILABLE.
SOUND INVESTMENT CORPORATION, 3586 PIERCE
DRIVE, CHAMBLEE, GA 30341. (800) 659 -TAPE (8273), IN
GA (770) 458-1679. FAX: (770) 458-0276.
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FOR SALE

DJ & Nightclub
Sound, Lighting & Video CATALOG
FREE 88 -Page Catalog with a

huge selection of name brand
professional gear for DJ's,

Clubs & Musicians all at

discount prices!

Call Today
800.672-4268

Mail Order Center: 11711 Monarch St.,

Garden Grove, (A 92841 Retail Super

Store: Music To The Max

14200 Bench Blvd., Westminster, (A 92683

(714) 379-1994

ip PRO SOUND OUR 20th
& STAGE LIGHTINGTM YEAR!

WHOLESALE CONNECTION
TO ORDER CALL 1-800-226-2800

http://www.wholesaleconnection.com

JVC
RX518 ....Call I
RX618 ....Call

TECHNICS
cAFY500 ..Call I
SAEX700 ..Call

KENWOOD
KRV6080 ..Call
KRV7080 ..Call
KRV8080 ..Call

PIO
VSX455 ...Pall
VS%SOSS ..Call
VSX604S ..Call

MARMOfff(((KARDON
AVR20 ...Call
AVR25

.CallRX718
CallAM71RX818

SAEX900 ..Call
SATHX50 ..Cell

KRV9080 ..Call
KRV990D ..Call
KRX1000 ..Call
EER
VERD704S Call
VSXD903S Call.
VSXD3S ...Call

1 AVR80 C ll
R.8300

BOSE

llC
LSI2 Call

LS201008 C l301
INFINITY..lRS2000.2 Ca

RS2000.3 ..Cal
RS2000.4 ..Cal
RS2000.5 ..Cal
RS2000.6 ..Cal
RSVIDEO . Cal

B.I.C....IADATTO Call
V52si Call
V52clr Call

901 Cal
701 Cal
501 Cal

Del
l 101&( 0

1

SM65 Cal
SM85 Cal
SM1o5 Cal
SM125 Cal
SM155 .., Cal
VIDE01 Cal

V802 Cal
V504 Cal
0604 Cal....Call I ....Call

AVR70 FL8450 Powered Subwoofer....Call ....Call
ONKYO

allTXSV525 ..Call I DXC220 ...Call
TSXV727 ..Call DXC320 ...Call

CALL FOR OTHER BRANDS

JVC
XLF152 ...Call XLM218 ...Call
XLF252 ...Call I XLM418 ...Call

TECHNICS
SLPD887 ..Call SLMC400 ..Call
SLPD1010 .Call I SLMC50 ...Call

KENWOOD
OPR4080 ..Call DPJ1070 ..Call
OPR5080 ..Call I DPJ2070 ..Cell
DPR6060 ..Call

PIONEER
PDF605 ...Call I PDF905 ...Call
PDF805 .Call PDF1005 ..Call

CALL FOR OTHER BRANDS~10=1:~11
JVC

TDW218 ...Call I TDW718 ...Call
TDW318 ...Call TDV662 ...Call

TECHNICS
RSTR252 ..Call I RSTR575 ..Call
RSTR373 ..Call

KENWOOD
KXW4080 ..Call I KXW6080 Call

PIONEER
CTW505 ...Call I CTW704RS Call

ONKYO
TARW411 ..Call I TARW505 ..Call

CALL FOR OTHER BRANDS

INFINITY
INFINITY
MIX
KENWOOD SW200
KENWOOD ...SW3000 I.
B I C
AIWA
AIWA

AIWA
NSXV8000 Call
NSXV9000 Call

PIONEER
CCS205 ...Call
CCS305 ...Call

JVC
UXC30 ....Call
MXD47 ...Call

1~SZEIZIT~I
JVC

KSRT404 ...Call
KSRT414...Call
KDMK78RF Call

PIONEER
KEHP404 ..Cal
KEHP505 Cal
KEHP606 ..Cal
KEHP806 ..Cal
DEH49 ... Cal
DEH59 ... Cal
DEH43 ... Cal

KENWOOD
KRC302

BU1 Cal
19

PSW101 .. Cal
Cal
Cal

V1000 Cal
V1200 Cal
TSWS Cal
TSW9 Cal

1 NSXAV800 Call
NSXAV900 .CI

PANASONIC
SCCH64..Call
SCCH94 . _Call

MXD7T Call
MXD8T Call

KDGS7/1 Call
I KDGS911 Call

KDMK79RF CaO

DEH53 Can
DENNIS Call
DEHP725 Call
DEHP825 Can
DEXP88 Cl
CDXFM67 , Call
CDXFM128 Call

KDC5005DAT RECORDER
Portable T Rome Call

...Cal
KRC502 ...Call
KRC702 ...Cal

Call
KDC6005 .. Call
KDC7C05 Call

MINI DISC RECORDER
Portable 8 Home Call

KRC802 _Cal
KRC902 Cal

KDC8005..Call
KDCPS905 Call
KDCC803

DVD Now Available
KDCC604 ..Cal Call

DES - All Brands Available
Radar Detectors

BEL

JVC
GRAX810 ..Call I GRAX1010 Call

Call GRVD1 ....Call
PANASONIC

PVD406 ...Call I PVD506 Call
SHARP

VLE39 ....Call 1 VLE49 ....Call
CANONSONY

ES5000 ...Call
I

CCDTRV30 Call

8401. ...Call
8500 Call

855111 Call

WHISTLER
1430SwH Call
1465SWH Call

UNIDEN
LRD6199 Call
LRD6399 Call

I 945, Call
615sti Call

11490SWH Call

1 LRD6499 Call

Portable CD Players
SONY

D844 ...CallD247 Call I
D848 CallD242CK ...Call

KENWOOD
DPCRAP ...Call I DPC861 Call

PANASONIC
SLS241C ..Call I SLSW202 Call
SLS341C ..Call SLSW404 Call

CALL FOR OTHER BRANDS

SONY
SPPO120 ..Call I SPPD900 ..Call
SPPO25 ...Call SPPID910 ..Call

PANASONIC
KXT9500 ..Call I KXT9550 ..Call
KXT9520 ..Call KXTC930 ..Call11~=~

PIONEER
CLDD505 ..Call I CLDD704 ..Call

Call for Brands & Models Not Listed
24 HR. FAX (718) 997.6852 P.O: s Welcome
We accept WC. Visa. Amex, 8 C.O.D. We ship UPS 8 FEDEX

WHOLESALE CONNECTION 63-48 108th St , Forest Hills, NY 11375

MONEYSPENT SOUNDLY
RaDio

TIE BEST AIBN 8 3131(111~
DEMON 

SONY ES 
KEF 

&UM IN OWE

EXCELLENCE INC.
WA Ni MAr II MPRIMCIMIS

NAKAMICHI  ONKYO
YAMAHA  BOSE  KLIPSCH

POLK  AND MORE!

TIEARE SYSTEMS & HI611-END Moo

Con Now (212) 229-1622
143 West 26th Street, New Yak, NY 10001
All Major Credit Cards Accepted

AFFORDABLE JITTER -FREE SOUND! Our Basic Player
($549) and the Reference One transport ($649) have made
BOUND FOR SOUND'S Components of Merit List. Jitter reduc-
ing updates and kits also available. Dealer inquiries welcome.
G&D TRANSFORMS, (602) 650-1155. E-mail trans-
forms @ aol.com.

Buy -Sell -Trade
Clean, Tested, Guaranteed
High End & Vintage Audio

Since 1979
Featuring products from: Accuphase, Accurus,
AR, Adcom, Air Tight, Attec, Apogee, Aragon,
Audio Alchemy, Audio Control, AudioQuest,
Audio Research, B&K, B&W, CAL, Cardas,
Carver, Cary, Classe, conrad-johnson,
Counterpoint, Crown, dbx, Dahlquist, Denon,
Dunlavy, Duntech, Dynaco, Farichild, Fisher,
Golden Tube, HK, Hafler, Heath, Infinity, JBL,
Jensen, Joseph Audio, KEF, Klipsch, Krell,
Levinson, Lexicon, Magnepan, Magnum-Dynalab,
Marantz, Martin -Logan, McIntosh, Mesa,
Perreaux, Phase Linear, PS Audio, Proac,
Proceed, Quad, Rotel, Rowland, Sequerra,
Spectral, SOTA, Soundcraftsman, Sound -Lab,
Stax; Sunfire, Tandberg, Tannoy, Theta, Thiel,
VAC, VTL, VPI, Vandersteen, Velodyne, Wadia,
Western -Electric, Wilson & many more.

AUDIO CLASSICS
Limited

FREE condensed catalog!
8AM-5PM ET M -F

607-865-7200
Fax: 607-865-7222

www.audioclassics.com
34 Gardiner Place, Post Office Box I76AAA,

Walton, NY 13856

STEVE'S CONSIGNMENT
SHOP HI Fl FARM AND STEVE'S AUDIO ADVICE
NOW OFFERS CONSIGNMENT OPPORTUNITIES FOR
THE USED AUDIO MARKET. TOP DOLLAR OFFERED.
CALL FOR INFORMATION. NEW EQUIPMENT ALSO. CALL
1-800-752-4018.

LOUDSPEAKERS
LOUDSPEAKER COMPONENT - KITS. Audio Concepts,
Dynaudio, Eclipse, Eton, LPG, Vifa, morel Crossover parts.
design books & repairs. "MENISCUS", 2575 28th St., S.W.,
Dept. A., Wyoming, MI 49509. (616) 534-9121. men-
iscus @ iserv.net

CUSTOM ACTIVE ELECTRONIC CROSSOVERS, 6 to 36
dB/Oct. Also Snell, Magnepan versions. DB SYSTEMS, POB
460, RINDGE, NH 03461. (603) 899-5121.

ROTTEN FOAM EDGES?
SIMPLY SPEAKERSdoes professional foam replace-
ments any size/brand. 7 Year Warranty. We sell DIY Foam
Surround Kits for less! Speaker reconing. MCNISA/
DISCOVER/AMEX: 1-800-767-4041.

D.I.V. NEW FOAM KITS
FOR Tectisos AND Tee H Dox' I KNOWS.

NEW -FOAM
CALL TOLL FREE

y Speaker Repair 8c Replacement Parts
Nationwide Service Since 1979 0

1 -800 -NEW -FOAM = 1-800-639-3626 NATIONWIDE
SPEAKER REPAIR, PARTS, AND ACCESSORIES. Call us
with your speaker problems. VISA/MC/AMEX/DISC. EMAIL
NEWFOAM@man.com

STATE OF THE ART CROSSOVER NETWORKS. UP-
GRADE ANY SPEAKER. SOFTWARE AVAILABLE. FREE
DESIGN GUIDE. ALLPASS TECHNOLOGIES, INC., 2844
CHARMONT DR., APOPKA, FL 32703-5972. (407)786-0623.

Repair Foam Rot Yourself!
 Save hundreds of dollars w/orig kit!
 Kits to fit any speaker - Advent, AR,

JBL. Bose, Inlin.. EV. etc.
 Inc. surrounds. adhesive & Instructions
 MC/VISA/Discover - No CODs
 Call last for Best Price
 Order by phone 24 hrs. 704-697-9001

or call Toll Free 800-747-3692
P O Boo 1088 Flat Rock. NC 28731

STEPP
AUDIO TECHNOLOGIES

TRUE SUBWOOFER
With phenomenal
true deep bass
extending below
20Hz with low
distortion at a very
affordable price.
The HRSW12V
will extend the
bass of your
stereo or video
system for that
"air shaking all
around you"
effect. HSU Research HRSW12V

Here's what experts are saying about the HRSW12V:
-...the Hsu has to be considered an outstanding bargain.'

Robert Deutsch, Sreop4Jle Guide a Home Theater
Vol, 1 No. 2, 1995

bass that shakes the walls -...'one heck of a
thunder buster"

John E Johnson, Jr., Secrets of Hama Theatre and
High Fdeary, May 1995

Nis woofer achieves a combination of extremely quick
speed end gut massaging bass impact that I have seldom
experienced from any subwoofer.-

Peter Mitchell, Seenwphile Vol. 18 No. 1, January 1995

'has developed an enviable reputation in its few short years
of existence

Thaesa J. Norm. 9erecni/e Guide a Han Theatre Vol r No. t, 1935

"Hsuis HRSW12V is a wonderful subwoofer. Its good
looking and simple to use, and its performance invites
nothing less than superlatives, especially given its price -

Tom Nousaine. Sound 6 Image, February/March 1995

'The HRSW12V is one d the most potent subwoders we have
used. Sonically, it is all one could with for. and the price is nghI

Julien Hirsch. Stereo Review December 1994

'...all of the non-boomy. stomach -massaging bass energy was
coming from a single 12 -inch powered subeoofer.

Peter Mtdeell, Srereop.ele Val. 17 No. 4, April 1994

'...delivered enough punch to shake the sturdest shelf...'
Brent Butterworth, Video Magazine, April 1994

Send for full details on the 12V and the new 10V.
Write or cal:
HSU RESEARCH
14946 Shoemaker Ave. Unit L
Santa Fe Springs, CA 90670
1-800-554-0150 (Voice)

I 1-310-404-3848 (Voice/Fax)

Sold factory direct with a 30 clay trial - money back
guarantee. 5 year manufacturer's defect warranty.

HSU
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ARIES
Dynaudio and Madisound are proud to
present the Aries speaker system.
The Aries showcases the newest Dynaudio
loudspeakers, the Esotec D260 tweeter and
Esotec 20W75 woofer, in a compact tower
design.

The woofer is a cast frame 8" unit built around
a 3" voice coil. The large voice coil design is
a Dynaudio specialty and provides many
advantages. The surface area of a large coil
dissipates heat very well, reducing distortion.
The large motor is very responsive, changing
directions without lag time, even during the
most demanding transients.
The tweeter is the famous Esotec D260 dome
unit, which is well on its way to becoming the
standard of comparison for high frequency
drivers. The unique transmission line back
chamber gives the D260 a totally clear and
unrestrained sound, and even at high output
levels, it maintains the same tonal signature.

o o

The Aries crossover is a 6dB network, created
and perfected by Dynaudio factory engineers.
The tweeter has an all pass filter integrated for
a flat phase response. The impedance is
constant at 411, through the use of RC and RCL
filters. The construction makes use of
premium parts: metalized polypropylene
capacitors, Lynk non -inductive resistors, and
premium coils as specified by Dynaudio for
quality and wire gauge.

The Aries system comes with prefinished oak
veneered cabinets, in either a clear or black
stained finish. The cabinets come with quarter
round solid oak corners. Grills are included
and attached with fastex fasteners; the black
grill covers the drivers, leaving the wood
visible on the lower third of the cabinet face.
The dimensions of the cabinets we provide are:
9" wide x 37.75" tall x 11.25" deep.

If you choose to build your own cabinets, we
can provide detailed drawings for guidance.

Aries kit with prefinished oak cabinets:
$980 / pair

Aries kit with all parts, except cabinets:
$580 / pair

MADISOUND SPEAKER COMPONENTS
t"

®®-
8608 UNIVERSITY GREEN

I® PO. BOX 44283
I MADISON, WI 53744-4283 U.S.A

TEL 608-831-3433 FAX 608-831-3771
madlsound@itis corn

Web Page blip Iwww Itis corn/madisound

ONLY
pt1E BRAND

er.corta
wwW.OhnISPeak

Service, upgrades. trades and new speakers. Factory di-
rect from Ohm Acoustics, 241 Taaffe Place, Brooklyn NV
11205 (718) 783-1555; FAX (718) 857-2472; email
OhmSpeaker Cn AOLcom

RECORDS
LV/CD/RECORD COLLECTOR'S SUPPLIES. Jewel boxes,
record jackets, sleeves, storage boxes, 78 sleeves, dividers,
much more! Free brochure: CARGO PRODUCTS, ROOM 663,
POB 8212, COLUMBUS, OH 43201. (614) 267-8468.

PRESERVE + ENHANCE + RESTORE'"
We Sell Audio Dynamite!

From Spinning 78's To The Outer Limits of Hi -Fidelity! Sound
Enhancers by Philips NuReaiity Aphex  Free Catalog
KAB Electro -Acoustics, P.O. Box 2922, Plainfield, NJ
07062-0922 (908)754-1479 VISA/MC.

NEEDLES/CARTRIDGES & Belts --Expert Consultations, All
Major Brands, One of Largest Stocks in Country including Old/
Obsolete Models. NEEDLE EXPRESS. 1-800-982-2620.

HALF MILE VINYL Large Inventory Quality Preowened LP's
cleaned and graded. Send SASE for catalog to Box 98, East
Wareham, MA 02538. Call 508-295-2508.

AUDIOPHILE RECORDS

Analogue Productions
Mobile Fidelity - Wilson

Reference Recording- Chesky
Sheffield Lab - Harm onu Mundi

Propnus - RCA Living Stereo - Klavie,
Mercury Living Presence - plus many more

in and out of print recordings!

Catalog $3 In USA, 65 elsewhere - refundable

ACOUSTIC SOUNDS 1-800-525-1630
visa P. O. BOX 2043  SALINA, KS 67402-2043

IiLMasterCard 1-913-825-8609 FAX: 1-913-825-0156

INVENTIONS WANTED
HAVE AN IDEA? National company submits ideas,
inventions to industry. National exposition. Patent
services. 1 -800 -288 -IDEA, Code: AUDIO.

SERVICES

ACCUPHASE
AUTHORIZED SERVICE AND PARTS for all Accuphase prod-
ucts. Contact: ACCUTECH, 206 E. Star of India Lane, Carson,
CA 90746. TEL. (310) 324-7406, FAX (310) 324-7422. Hours:
9am-4pm Pacific Tone.

Audio Equipment Built, Repaired, Modified and Restored by
Richard Modaffen, independent consultant to Audio Classics,
Ltd., inventor, and former Senior Engineer at McIntosh. AUDIO
CLASSICS, LTD. POB 176RTM, Walton, NY 13856 Phone:
607-865-7200 8AM-5PM EST Mon. -Fri., FAX: 607-865-7222.

MISCELLANEOUS
CLASSICAL MUSIC LOVERS' EXCHANGE®. Nationwide
link between unattached music lovers. Write CMLE, Box 31,
Pelham, NY 10803. (800) 233-CMLS.

BLANK TAPES

1 -800 -TAPE WORLD or 1-800-245-6000
We II beat an priced 5.95 SHIPPING FREE CAT.

NY r y '
FUJI

DAT-120 5.99 XLII -90 1.59 D-90 .79 SVHS-T1206.49

DAT-124 peo 8.99 XUI-S 90 1.99 SA -90 1.49 H113 120 5.99

I -120V 1.69 T 120 HGX 2.49 SAX -90 1.99 8MM-120 3.49
1.7506THG 3.99 ST 120 6.99 SAX -100 2.49 DCC-90 6.99
ST -160 7.99 DAT-124 PRo 7.99 T 120 EHG 2.49 DR -I-90 .69

CDR -74 5.99 U035-90 8.99 DAT-120 6.49 JVC 511205.99
I e r - . . MD 74 799 CDR -74 599 XEII- PRO 99

TAPE WORLD 2205PRINGsl Wr4R.PA Ian FAX -112-283 110

OVER 500 DIFFERENT. SAME DAV SHIPPING. M c E-:

WANTED TO BUY
MARANTZ & ALL VINTAGE EQUIPMENT, HIGH -END. No
one pays MORE, working or notl N.Y.S.I. (718) 377-7282,
2-6pm, WEEKDAYS.

Integrated buyer, David Yo, since 1977 always buying: vin-
tage tube Marantz, McIntosh, ARC, Quad, Leak. Vintage
speakers, units from Westem Electric, JBL, EV, Jensen, Altec,
Tannoy, Thorens TD -124, Garrard 301. P.O. Box 80371 San
Marino, Ca 91118-8371. Tel: 818/441-3942.

WANTED: TUBE HI Ft, CORNER/HORN SPEAKERS! Altec,
Jensen, Marantz, Leak, Quad, McIntosh, Westem Electric, EV,
JBL, Tannoy ETC. Sonny (405)737-3312. Fax 3355.

CASH for USED AUDIO & VIDEO EQUIP. BUY-
ING and SELLING by PHONE. CALL for HIGH-
EST QUOTE. (215) 886-1650 Since 1984. The
Stereo Trading Outlet, 320 Old York Road,
Jenkintown, PA 19046.
WANTED-JBL HARTSFIELD, EV PATRICIAN, Paragon
and other speakers; Western Electric theatre equipment; tube
equipment by Marantz, McIntosh etc. Bob Aranyi, 500 Satin-
wood Terrace, Buffalo Grove, IL 60089. (847) 634-3199.

CA$H PAID
for Hi -End & Vintage Audio

WANTED: Accuphase, Accurus, AR, Adcom,
Air Tight, Altec, Apogee, Aragon, Audio
Alchemy, Audio Control, AudioQuest, Audio
Research, B&K, B&W, CAL, Carver, Cary,
Classe, conrad-johnson, Counterpoint, Crown,
dbx, Dahlquist, Denon, Dunlavy, Duntech,
Dynaco, Farichild, Fisher, Golden Tube, HK,
Hafler, Heath, Infinity, JBL, Jensen, KEF,
Klipsch, Krell, Levinson, Lexicon, Magnepan,
Magnum-Dynalab, Marantz, Martin -Logan,
McIntosh, Mesa, Perreaux, Phase Linear, PS
Audio, Proac, Proceed, Quad, Rotel, Rowland,
Sequerra, Spectral, SOTA, Soundcraftsman,
Sound -Lab, Stax; Sunfire, Tandberg, Tannoy,
Theta, Thiel, VAC, VTL, VPI, Vandersteen,
Velodyne, Wadia, Western -Electric, Wilson &
many more.

AUDIO CLASSICS
Limited

FREE condensed catalog!
8AM-5PM ET M -F

607-865-7200
Fax: 607-865-7222

E-mail: info@audioclassics.com
34 Gardiner Place, Post Office Box 176WTB,

Walton, NY 13856

SATELLITE TV

18" D55 DISH
Now

OChannels, Movie, local Blackout

Sports, Special Events, jSports

Descrambled

Buy New Access (and Today

Where To Get One 8 How Much

SendEffEjto: DSS DESCRAMBLERS
Unit 133, 6822 22nd Ave. fix St. Peleaburg, FL 33710

G? SO?Y

CABLE TV

CABLE T.V. CONVERTERS & DE -
SCRAMBLERS: Replacements for most mod-
els. 30 Day Trial -1 Year Warranty! Dealer
Inquiries Invited. Visa/MC/Disc/Amex/COD
FOR QUALITY, PRICE & SERVICE CALL:
1-800-259-1187. Eagle Electronics Inc., #1,
1301 Railhead Blvd., Naples, FL 33963. No
Florida Sales.
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CABLE TV HOME THEATER
CABLE DESCRAMBLERS-FM VIDEO COMMUNICA-
TIONS: 30 -DAY TRIAL, 1 -YEAR WARRANTY. LOWEST
PRICES! C.O.D., VISA, MC, DISCOVER. 1-800-805-8464.

Ilt M

descramblers.
Call:
FOX

ELECTRONICS

'00-888-5f

CALL 1(800) -72 -BOXES FOR UNBEATABLE
PRICES ON CABLE CONVERTERS & DE -
SCRAMBLERS. MONEY -BACK GUARANTEE.
DEALERS WELCOME. VISA/MASTERCARD/
DISCOVER/C.O.D. QUALITY ENTERTAIN-
MENT. WE WILL NOT BE UNDERSOLD!

41> NU-TEK
A ELECTRONICS

I .coding the way to excellence

Ira

Cable TV
Converters & DESCRAMBLERS

99

13i1(30II \1 \ Ii) \I 1 L' \1 I.
I. I \ I t\\ 1 1 1

I It 1'. I'. ( \I k I.O( .

1-800-956-8835 ffl
LINK YOURSELF TO THE FUTURE WITH OUR
EXPERIENCE! CABLE TV CONVERTERS & DE -
SCRAMBLERS. QUALITY, SERVICE & SATIS-
FACTION GUARANTEED! VISA/MC/AMEX/
C.O.D. ACCEPTED. QUANTITY DISCOUNTS.
CABLE LINX, INC., MINNEAPOLIS, MN:
1-800-501-0095.

ME
Best Buys
Best Service
Full Warranty

C.D. ELECTRONICS IS NOW SELLING
CONVERTERS/DESCRAMBLERS DIRECT TO
THE PUBLIC AT WHOLESALE PRICES!
30 -DAY TRIAL. QUANTITY DISCOUNTS!
1-800-842-9670.

WIZARD COMPONENTS
'DE CRAMBLERS

AVOW/real!!

All Makes
And Models Available

CABLE TV DESCRAMBLERS-We beat all
prices...get cable direct! Boxes Guaranteed
2 years!! Professional, Friendly & Quick Ser-
vice. Order Toll Free: 1-888-595-5456; Ext.
61.

E -Z CABLE DESCRAMBLER-ANYONE CAN BUILD IN
SEVEN STEPS USING RADIO SHACK PARTS. BUILD FOR
UNDER $12.00. PLANS $5.00 1-800-818-9103.

FREE CATALOG - NEW TECHNOLOGY BREAKTHROUGH
- T.V. CONVERTERS AND DESCRAMBLERS SAVE
$1000'8. CALL NOW - MEGA 1-800ó76-6342.

PARTS AND ACCESSORIES

WELBORNE LABS
200 PAGE CATALOG and DESIGN MANUAL OF
HIGH QUALITY AUDIO KITS and SUPPLIES!!!

We ve got Vacuum Tube and mostet Amplifiers, Linestages
Phonostages, Active Crossovers, Power Supplies, AC Line
Conditioners and many other Audio Kits and Schematics.

Parts and Supplies
Hovland MusiCaps. Kimber Kaps, MIT MultiCaps, Solon
WIMA and Wonder InfiniCaps; Caddock, Holco, Mills and
Resista resistors. Golden Dragon, NOS RAM Labs, Sovtek
and Svetiana tubes, Cardas, DH Labs, Kimber Kable
Neutrik, Vampire and WBT connectors and wire; Alps
Noble and stepped volume controls; Enclosures, Books and
other Supplies for DI't ers. International Orders Welcome.
For our Catalog and Manual, send $12 (US/Canada) $18
(International) or call (303) 470-6585, fax (303) 791-5783 or
e-mail to: wlabs©ix.netcom.corn with your Visa/Mastercard.

WELBORNE LABS
P.O. Box 260198, Littleton, CO 80126-0198

Visit our Website for more info: http://www.welbomelabs.cor

Premium Grade Parts
Best Prices, Fast Delivery!

Absolutely the best selection of audiophile grade parts
at fair prices! Extensive deep in stock inventory
featuring these vendors and many more. Free catalog!
MIT MtJLT1CAP, INVINtCAP, HOVIAND, SOIEN, SCR, Rh -I -CAP,

NICHICON MUSE, BLACK GATE, CADtx,cK, VISHAY, MILLS,
HoLco, RrslsrA, TDK, ALPS, Nona:, EAR, Dhritx PANirts,
CAIDA.s, KIMBER, AatoTECH, & pure silver chassis wires,
HEXVRED diodes, SOLO foil inductors, all types of audit
connectors, silver contact toggle & rotary switchr.,
stepped attenuator kits, hospital grade plugs, tubes.
tools, IC's, super selection of damping materials & feet.
International/overseas orders are especially welcome!
Phone (415) 669-7181 or fax (415) 669-7558 for a catalog.
Michael Percy, Box 526, Inverness, CA 94937

~~~.41111Lo
-.111111r.....

...audible results with the finest
ín connecting components!

SOUND CONNECTIONS INTERNATIONAL INC.
203 Flagship Dr.-Lutz, FL USA 33549

PH: 813-948-2707 Fax: 813-948-2907

HELP WANTED
SALES OPPORTUNITY. Our fast-growing high -end audio
equipment company is looking for the right person to join our
sales team. Experience in high -end audio sales is mandatory.
Position offers salary plus competitive commission structure
and benefit package. Must be willing to re -locate to south-
eastern US. Send resume's to: Occupant, 616 Plaza, Suite 5.
Moneta, VA 24121.

HOME THEATER
HOME THEATER, Front LCD projection system, stereo, color,
up to 100" screen size. Models starting at $479.00. Multimedia
Clearance 205-680-5110.

FREE CATALOG!!! GIANT 5' - 25' TVs!!! ULTRA -BRIGHT,
HIGH -RESOLUTION LCD VIDEO PROJECTORS, POLI -
VISION, 187-V CYPRESS, THROOP, PA 18512-1429
(PH:717-489-3292)(FX:717-489-1943).

FOR SALE

HOME THEATER SPECIALISTS!!! 70 premier
brands. Alon & Angstrom to HK/Citation &
VMPS. 30 subwoofers!!! Honest Advice.
TECH ELECTRONICS (352) 376-8080.

CABLE TV

WI" R
p110NWt9E

.

E`E CABLE TVr
CONVERTERS &

DESCRAMBLERSSAME

SAME

ABSOLUTELY LOWEST

WHOLESALE/RETAI PRICESI
MASTERCARD  VISA  DISCOVER  AMEX  COD

NO FL SALES

I 148
M/68ANiy1

1-800-430-4301

Reach proven mail order
buyers! They turn to us when

they are looking for purchasing
information and advise.
Advertise your products
and services in a low-cost

environment that sells.

Millions of your prime
prospects can be found in the

industry leading titles of
Hachette Filipacchi

Magazines, Inc.

To place a classified ad, simply
call Toll -Free and reserve your

space today!

1-800-445-6066
(9am - 5pm EST)

FAX 212-767-5624

AUDIO
Copies of articles from this
publication are now available from
UMI Article Clearinghouse.

UMI
800-521-0600 toll -free
313-761-4700 collect from Alaska and Michigan
600-343-5299 toll -tree from Canada
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AudioQuest Cover IV

Audio Research (2) 21
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MOVING? Please give us
8 weeks advance notice. Attach
label with your old address, and
write in new address below.

NAME

ADDRESS

CITY

STATE

ZIP

1(303) 604-1464
FAX 1(303) 604-7455

AUDIO
P.O. Box 52548, Boulder CO 80322

L J

AUDIO, September 1996, Volume 80, Number 9.
AUDIO (ISSN 0004-752X, Dewey Decimal Num-

ber 621.381 or 778.5) is published monthly by
Hachette Filipacchi Magazines, Inc., a wholly
owned subsidiary of Hachette Filipacchi USA,
Inc., at 1633 Broadway, New York, N.Y. 10019.
Printed in U.S.A. at Dyersburg, Tenn. Distributed
by Warner Publisher Services Inc. Periodicals
postage paid at New York, N.Y. 10019 and addi-
tional mailing offices. One-year subscription
rates (12 issues) for U.S. and possessions, $24.00;
Canada, $33.68 (Canadian Business Number
126018209RT); and foreign, $32.00.
AUDIO® is a registered trademark of Hachette Fil-
ipacchi Magazines, Inc. ©1996, Hachette Filipacchi
Magazines, Inc. All rights reserved. The Editor as-
sumes no responsibility for manuscripts, photos,
or artwork. The Publisher, at his sole discretion, re-
serves the right to reject any ad copy he deems in-
appropriate.
Subscription Service: Postmaster, please send
change of address to AUDIO, P.O. Box 52548,
Boulder, Colo. 80321-2548. Allow eight weeks for
change of address. Include both old and new ad-
dress and a recent address label. If you have a
subscription problem, please write to the above
address or call 303/604-1464; fax, 303/604-7455.
Back Issues: Available for $6.95 each ($8.25 Cana-
da; $13.25 other foreign) in U.S. funds. Please add
$1.00 for the Annual Equipment Directory (Octo-
ber issue). Send a check or money order to
ISI/AUDIO Magazine, 30 Montgomery St., Jersey
City, N.J. 07302, or call 201/451-9420.
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Realer

When you're buying audio and video components,

its important to understand that it's not enough to

buy a good TV and VCR. Components must also be

chosen for how they sound together. PARA is a

professional association of independent specialty

audio/video stores who are committed to the high-

est standards in retailing.

Y PARA stores will take the time to ask about

what you already own and suggest home

theater components that will integrate into

your current system.

'V PARA home entertainment professionals are

educated to explain the newest technologies in

clear, friendly language, helping you get the

best value for your money.

V Let us help you choose the system that's just

right for you.

CALL 1-800 4 -PARA 94 to find the PARA

dealer nearest you!

Professional
AudioVideo
Retailers
Association
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SRD Speakerworks VM-1 Center -Channel Speaker

JENSEN RA2O4OCLX
CAR AMPLIFIER

[ink this $469.95 amp from Jensen's premium Nitro
may have a slightly softer high end than the older,
amp I normally use; but I couldn't absolutely swear to
I can swear to a difference I hadn't expected to hear: I'd

tt my system was so quiet I wouldn't hear a difference
ensen's use of Crystal Line noise elimination, said to
amplification of noises picked up by audio input cables."
d forgotten an intermittent noise the system recently
ed-I still hear it, but at a much lower level than I did
The amp is rated at 50 watts per channel into 4 ohms in

fouPt annel mode, but you can bridge either or both pairs of
channels to deliver 150 watts into 4 ohms per bridged pair. Its

crossover includes a 150 -Hz high-pass
filter as well as an

adjustable (40 to 140
Hz) low-pass filter.

The amp never
overheated in

the summer
heat, even when
my trunk was
jam-packed. And
the manual has page

after page of installation and
trouble -shooting tips for those who

want to install it themselves. Ivan Berger

GRADE: A

for literature circle no. 120

Apollo CK
Speaker Stands

Speakerworks is a small manufacturer based in Texas. Its line ranges
from small surrounds to large stand -mounted speakers and powered
subwoofers.

The $375 VM-1 is a center -channel speaker, with two 5 -inch polycone
woofers and a 1 -inch titanium dome tweeter in a ported, hardwood
cabinet 18 inches wide. The drivers are video -shielded, and the cabinets
are available in several finishes. Maximum power handling is given as 150
watts.

tSetting the VM-1 on my Toshiba monitor, I found that it had a nice,
ransparent sound that wasn't colored by room interaction-no need
for EQ. The bass was good, rated to 45 Hz, but not subwoofer-low. The

tweeter sounded accurate
without being sibilant or
crisp in the vocal region
(which can lead to listener
fatigue over a long movie

G B+

session). Male voices were
not boomy in normal
conversation as they are
with some other center
speakers I have heard.

The manufacturer says
that the VM-1 can also be

used as a main or surround speaker. When I tried a pair at the
front left and right, they sounded very dynamic. So the SRD
Speakerworks VM-1 is a pretty good all-around speaker for
the money. John Gatski

here are hundreds of audiophile speaker stands out there, in a variety of sizes, styles and
p s, and most of them are very good. When I needed stands, the British -madeApollos caught

ye, and I bought a couple of pairs of the Model CKD 6.
htands, which come in six different sizes, aren't really fancy. Their bottom and top plates

a dual -column supports are of sturdy steel; the supports can be filled with sand or other
d ping material, and removable spikes are included. Prices range from $169 to $269 per pair,
depending on height; my CKD 6s ($179) are 24 inches high, and
other models range from 14 to 44 inches in height. (The 391/2 -inch
C ) 10, $249, and the 431/2 -inch CKD 11, $269, are shown.)

liese st ds are extra -easy to assemble: Mine took me 15
min the pair, using the supplied wrench and hex -head
bolts. Stick -on cushions are supplied to keep the stands from scratching the bottoms of speaker
cabinets, a nice touch. The stands were a perfect match for my Apogee Acoustics Ribbon
Monitors and several other bookshelf speakers I tried. I like the Apollo stands; they're useful,
and they're not extravagantly expensive. John Gatski

for literature circle no. 121

G A

for literature circle no. 122
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SYNERGY?
LOCKING -IN?
ENHANCEMENT?
COMPENSATION?
Someone try to "sell" you one of these? They are just a few of the misguided and ineffective solutions bandied about as sure to "fix" your
audio system.

Sorry to be so negative, but the truth can be brutal. Understanding how to improve a system requires first acknowledging that nothing posi-
tive ever happens. Sure, it's fabulously positive to get music out the other end, but the signal only gets a little worse each step along the way.

Inserting a superior piece of equipment anywhere in the signal path will improve the quality of the final sound. However, the signal will not
have been improved ... it will have simply suffered less damage. Believing claims that a component can improve the signal can lead to
expensive frustration.

When a better component is substituted for a lesser piece, we expect a positive improvement, something like 1 + 1 = 2.
However, when the improvement seems unexplainably large, somewhat like 1 + 1 = 3, then terms like "synergy"
and "locking -in" are often used to describe this apparently magical change. Whatever the terminology, the
actual improvement will be better understood when viewed as a change from a minus three to a
minus one. The same two points change, but on the other side of zero.

Just because a change is greater than expected or understood, that doesn't
make it magical or incomprehensible ... logic has not been compromised.
For example, if something is too far away to see, that doesn't mean the
distance in-between is infinite.

The logic of a good system is very simple: Every component
matters! The electronics, the speakers, the cables ... even every
solder joint, they all cause damage. Each component
is like one of the dirty panes of glass in this illustration.
each one blocks a bit of the view. The quality of the final
performance, or the clarity of the view, is the original
minus the damage done by all the pieces in-between.
Improving any one of the components will improve the sound.
Cleaning any one of the glass panes will allow a clearer view.

Recognizing the negative nature of our challenge makes it much
easier to understand "unexplainable" improvements. If the panes of

glass were not only dirty, but also had a red tint, then as each pane was
cleaned and Murined (get the red out), the view of the music would
improve as expected. However, it would only be after the last pane was de -

tinted that the red would be completely gone.

De -tinting this last pane would seem to make more of a difference than de -tinting
the others. We would be more impressed by the elimination of the red tint than by
the previous changes in the density ... we are more sensitive to the presence of a
phenomenon (the red) than to the quantity.
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The "synergistic" aspect of this improvement would have been the same no matter which pane of glass happened to be the last one de -tinted.
What was special about it was simply that it was last ... not much magic in that.

Assembling or upgrading a system to be sonically effective and cost-effective requires a broad perspective and a trustworthy evaluation
methodology. Combined productively, these ingredients make the process predictable and enjoyable.

For more information about developing an effective evaluation methodology, please write/fax/call us to request our "Methodology" paper. Or
you can borrow a "Get To Know Us" k t from one of our Center dealers ... the methodology discussion is included along with lots of different
cables and accessories, and some great jazz and blues from AudioQuest Music.

P.O. Box 3060 San Clemente CA 92674 USA TEL 714.498.2770 FAX 714.498.5112 oudioquest
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