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Ensemble Nine in brushed gold with rosewood side panels. Also available in black.

Introducing the new Century Collection

ensembles from Marantz They're a new

way of approaching high-performance

home entertainment: Instead of diverse

components, Marantz ensembles bring

together the most desirable audio and video

features and technologies into

a synergistic group. Each

member brings out the best

in its companions.

Individually, every

component is a stand-

out. Flawless engi-

neered, beautifully executed, laden with

features yet easy to use. In an ensemble,

they form an audio tour -de -force.

For example, the CD player is equipped

with Class DX one -bit D/A converters for

great sound at all signal levels. And the

cassette deck features the convenience of

auto -reverse record and play, Dolby® noise

reduction plus HX pro for the finest CD

recordings.

There are three ensembles, each com-

pleted by a remote -controlled receiver.

Choose from a beautifill& refined four-

channel unit, a high-powered model with

Dolby surround, or a full-dress version with

the ultimate in home -theatre performance:

Dolby Pro Logic and Ate built-in amplifiers.

The Marantz Century Collection en-

sembles: Out of many technologies and com-

ponents, one beautiful audio experience.

marni
A R I & SCIENCE
MARANTZ, a division of Dynascan Corporation
700 North Commerce Street, Aurora, IL 60504
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HAVE YOU EVER HEARD A SAX
ON THE VERGE OF A MELTDOWN?

Have you ever heard sparks fly

off the bow of a violin? A brass

cymbal shudder with anticipction?

Or guitar strings cry out for naercy?

If you have never heard music

with this kind of intimacy be -ore

(save for actually hearing it lye),

we invite you to discover the Infinity

Reference Series. A family of

speakers created from scratch to

reveal all the delicious details of

music you've been missing.

Their technology is unlike any

you've ever seen or heard.

Their cabinetry was sculpted by

Infinity's unique understanding of the

behavior of sound waves.

Little wonder, you don't lust

hear a sax on a Reference Series

speaker, but all the velvety, -hroaty,

brassy textures enveloping each note.

For an enthralling preview of

the endless rapture to come, visit

your Infinity dealer and ask to hear

your favorite disc or tape on a new

Infinity Reference Series speaker.

And fall passionately in love

with your music all over again.

We get you back to what it's

all about. Music. For literature and the name of your nearest Infinity dealer call (800) 765 5556 1990 Infinity Systems, Inc A Harman International :ompany
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1 -Since 1949 McIntosh handcrafting has made the
difference in Quality Manufacturing for highest
Quality Sound.

2 -The solder fountain provides soldering that has
ideal temperature control with thoroughness.
These combine to give the Long Life Quality for
which McIntosh is famous.

3 -At McIntosh, Quality Engineering is reinforced
in production testing and inspection. Twenty
percent of McIntosh employees work in some
aspect of Quality Assurance.

4- Hands with experience and talent crafting a
complex sub -assembly.

5 -Glass for a front panel must be perfect to express
the Promise of Quality.

6- Every detail of the complicated panel is
inspected and re -inspected.

7 -The precision voice coil is wound on a cooling
black anodized coil form. Attached to the fabric
suspension, it is ready for assembly to the mag-
netic structure.

At McIntosh each step in the life of a product is
a QUALITY DECISION

Quality of Sound begins with accuracy of design
and engineering. It is enhanced by precise
manufacturing, then assured by continuous
Quality Assurance inspection.
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Quality
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For information on McIntosh products
and product reviews, please send your
name, address and phone number to:

McIntosh Laboratory Inc.
Department A90
PO Box 96 East Side Station
Binghamton, NY 13904-0096

Handcrafted with pride in the United States by dedicated, highly trained craftspeople.
CIRCLE NO. 23 ON READER SERVICE CARC



S R 0
BUYERS' GUIDE 1991

-

,
,it.

WIND

FEATURE

How to Buy a Stereo System 6

By David Simon

PRODUCT LISTINGS

Receivers 40

Integrated Amplifiers 48

Preamplifiers 54

Power Amplifiers 69

Tuners 84

Compact Disc Players 90

Cassette Decks & DAT Decks 111

Open -Reel Tape Decks 123

Turntables 124

Cartridges & Tonearms 128

Speakers 134

Headphones 194

Signal Processors 201

Accessories 210

Blank Tape 227

Directory of Manufacturers 231

Audio Glossary 239

Cover components (clockwise from right):

MDS S-2000 satellites
(listing on page 172):

I
JVC RX-IOIOVTN Am'Em receiver
(listing on page 41):

- - Sony CDP-C85 ES CD changer
(listing on page 107):

, . Pioneer CT -91 cassette deck (listing on page 116).

Cover photograph: Tony Cordoza

Kinetic sculpture by Dress Klotz

1 ilti
i - iri"1

I 1 -

Stereo Review 's
STEREO BUYERS' GUIDE 1991

WILLIAM WOLFE Editor

LAURA SUTCLIFFE Art Director

BOB ANKOSKO Senior Editors
WIL LIAM GOLDMAN

MIKE METTLER Managing Editor

MICHAEL CUFFE Database Coordinator

DONALD RODAK Editorial Assistant

LAURIE RAY Assistant Art Director

BARBARA AIKEN Project Coordinator

LOUISE BOUNDAS Editorial Director

MICHAEL SMOLEN Executive Editor

WINSTON A. JOHNSON
Vice President and Publisher

ADVERTISING

Advertising Director: Nick Matarazzo
212-767-6035

National Sales Manager: Charles L.P. Watson
212-767-6038

Account Manager: Sharon Dube
212-767-6037

Corporate Account Manager: Tom McMahon
212-767-6025

Assistant to the Publisher: Nadine L. Goody
Advertising Coordinator: Linda Neuweiler
Classified Advertising: 800-445-6066
Midwestern Managers: Arnold S. Hoffman.

Jeffrey M. Plaster. 708-679-1100
Western Managers: Bob Meth,

Paula Mayeri, 213-739-5130
Corporate Sales Manager:

Denny Banner. 312-280-0297
Detroit Manager: Jim Main. 313-643-8800
Tokyo Office: lwai Trading Co.. Ltd.

603 Ginza Sky Heights Building. 18-13.
Ginza 7-Chome. Chuo-Ku. Tokyo. Japan 104
Japan Representative: J.S. Yagi
Telephone: 03-545-3908

Production Manager: Michele Lee
Production Assistant: Nancy Puskuldjian
Business Services Director: Greg Roperti
Newsstand Sales Director: Margaret Hamilton

STEREO REVIEW PRESENTS IS PUBLISHED
BY DIAMANDIS COMMUNICATIONS INC.

President and CEO: Peter G. Diamandis
Executive Vice President: Robert F. Spillane
Senior Vice President. Finance, and CFO: Arthur Sukel
Senior Vice President. Manufacturing &
Distribution: Murray Romer; Senior Vice
President. Operations & Administration: Robert
J. Granata; Vice President. Controller: David
Pecker; Vice President. General Counsel:
Catherine Flickinger
Vice President. Circulation: Leon Rosenfield: Vice
President. Communications: Phyllis Crawley Gates;
Vice President. Marketing: Anthony F. Incalcatera;
Vice President. Research: Bruce Gershfield: Senior
Vice President. Sales: James A. Frahm.

Stereo Review Presents is published four times a
year by Diamandis Communications Inc.. a wholly -
owned subsidiary of Hachette Publications. Inc..
1633 Broadway. New York, NY 10019.

COPYRIGHT() 1990 BY DIAMANDIS COMMU-
NICATIONS INC. ALL RIGHTS RESERVED.

PERMISSIONS: Material in this publication may
not be reproduced in any form without permission.
Requests for permission should be directed to: The
Editor. Stereo Review, Diamandis Communications
Inc.. 1633 Broadway. New York, NY 10019.



Watch what
Audio Menu

1 FM Station -Preset
2 AM Station Preset
3 FM/AM Preset List
lb4 Dolby Surround Set Up

Press number to select
Press MENU to exit menu

Tape Menu

1 Tapel Counter Reset
2 Tape2 Counter Reset
3 On Screen Counter
d Counter Search
5 Intro Scan Time Set

Press number to select
Press MENU to exit menu

CD Magazine List
Mag Title
46 CHOPIN
47 BACH
48 HANDEL
49 STRAVINSKY
53 BARTOK

Use ADJUST to select
The', press ENTER
Press MENU for next

Time Delay Set

Front 12 Surround _8

Use 10 -keypad to enter
distance (feet) from YOU
to the surround speakers
Then press ENTER
Press MENU anytime for
Audio Menu



you're do
This is something you wont see anywhere

else in this magazine.

A home theater that isrit just technically ad-

vanced, but also refreshingly easy to use, thanks

to one of the simplest on -screen operating sys-

tems ever devised.

Not only does it visually confirm each and

every command.With the help of its on -screen

The M -R8010 receiver, with on -screen Dolby Pro Logic -Surround setup.

menus you can narrow in on specific functions

step-by-step, screen -by -screen.

As a matter of fact it works so well on our

TV's and VCRs, that weve extended it to in-

clude both our M -C6010 CD changer and

MT5010 dual cassette deck.

But, as with any well -run organization, our

system components work best with a coordina-

tor. In this case our new M-R8010 HomeTheater

Our M -C6010 CD changer: 8x otersampling and 18 -bit dual DACs.

receiver. With 6 audio/video inputs it can turn

aTV, VCR,CD changer and cassette deck into

a single, cohesive home theater.

In accomplishing this feat, our receiver is

ably assisted by a learning remote.Once again,

it's one of the simplest ever made. Each button

Our HS -U82 Hi Fi VCR, with. S -VHS and noiseless visual search.

performs the same function across several com-

ponents. For example, the play button is the

same for CD,VCR, and cassette deck.

The net result is an unprecedented amount

of control over your home theater.

Programming up to 20 selections from a

5 -disc CD magazine takes a matter of seconds

(the memory has room enough for up to 50

CGS.

The M -T5010 dual msseriP deck boasts Dolby^ HX Pro and logic control.

different personally titled magazines).

Achieving the perfect surround sound de-

lay is almost automatic (set your distance from

the speakers and you're done).

And everything, from the simplest adjust-

ment to the most complex program, is no

sooner seen than done.

At MITSUBISHI
TECHNICALLY, ANYTHING IS POSSIBLE'

(CJ 1990 M itsubistu Eloironk.3 Arnenca. Inc lin your authon ;al dealer, call f 8(Y`i 527888 1t I4 Dolby Pro Lopchl Dolb:s HY Pro Lire t7 rks ol Hulk) Lalirrau LICOISITI.g COTIVTat10/1
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SUPRISE: you yet out to buy ii car-
something m :liois of Americans do
each year. To your horn you find
yourself in a terrifying paralel uni-
verse where, rather :-rai simply
choosing the make and node) your
leart desires. yOU must se ect an
engine from one mant.fa:.:t Her, a
transmission from anotte-, teen sus-

pension and braking systems, wheels and
tires, am so forth-each an individual deci-
sioi. Fi-.-ally., you've gat to take them all
home arc put your :ransportatioi system
together.

A prepcsterous 'Dr:position? AEsclutely.
But this absurd example conveys something
of tie mac dle faced tv the averax consum-
er setting out to purc-rase a hi-fi system. Hi-
fi buying cal be a daunting -aropcsition,
even to the seasonec audio enthusiast. For
the novice, it can be Lii impenetran e_ ungle.
That's why so many people feel compelled
to become instant ex -Jens in the field.

But tF.k- may not be the wises: policy.
Becoming technically conversant in audio
takes years of steady, lobbyism Besides,

when you're cealinE with recogrized, re-
spected brands ecuipment ani z reliable,
knowledgeable salesaerson, yoi can choose
simply tc ignore ail the techno-jargon,
specifcaticns, and ilst-use en.jneering
concerts That :ore with :he :e-ri:ory. Be-
fore sweering al -he fine rrin- under the
carpet, however, we sioild take -tote of a
few plain fads.

First, be aware gat lot_dspeaker perfor-
mance specifications. such as frequency re-
sponse arc diitcrt oi, are often ess than
perfect hcica:ars co= sctnc quality. The
simple fact is :hit sneaker me-..se-ertents
are the result as muct of the microrhone
and test x,uipmen- used, tt-e acot.stics of
the roam ar test chamber, and the testing
methodolcgy emplaed, as of :he device
under test itself.

Secold, observe that weer one oompares
specs within owl cular product catego-
ries-receiver -.with rxeiver, CD slaver with
CD player, and sc cr-the variaion among
the data from noiel to rr.edel and brand to
brand ofter is min This usually indi-
cates oompetitve rroducts-compet tive,
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Boston Acoustics' three-way T930 stands 363/4 inches high and only 101/2
wide. It is compatible with amplifiers delivering 15 to 125 watts per channel.
Prices: $700 per pair in vinyl; $800 per pair in walnut veneer.

40.

  0 0 0 00
0

IMP

One nice thing about going with "separates" from a single manufacturer is
cosmetic integration. From top, the Adcom GFT-55511W AM/FM tuner ($350)
offers eight AM and eight FM presets; the GFP-55511Wpreamp ($550) has
two sets of outputs and five pairs of inputs; and the GFA-545W 200-watt -
per -channel power amp ($550) is said to be able to drive I -ohm loads.

Denon's POA-4400 is a mono amp that delivers 150 watts. Two would
typically be used to power woofers when biamplifring a pair of speakers.
The speaker terminals easily accept thick, low-gauge wire. Price: $500.

at any rate, in the sometimes narrow ways mea-
sured by these technical tests.

Lastly, try to keep things in perspective. For
example, a common amplifier claim is a total
harmonic distortion of 0.05 percent. This means
that the sonic "errors" are kept to below five
parts in ten thousand. Another model may be
able to claim 0.0I -percent THD-one part in ten
thousand-or only one fifth as much distortion.
But does that really make it better? Often, com-
mon sense can supply the answer.

This is not to say, however, that specs are
meaningless, or that there are no audible differ-
ences among hi-fi components. For one thing,
specs aren't always guaranteed to measure
everything that might make a component sound
better or worse. But instead of delving any fur-
ther into the thorny thickets of specs, claims,
and features, a far better starting point on
your stereo safari is to map out a basic survival
strategy.

What's It For?
This is the first question any prospective buy-

er should ask. What do you need from an audio
system? If you want sound that's as close to live
music as possible, let it be for the sake of seri-
ous, all -ears music listening, not for that of the
technology itself. (And bring plenty of money to
the stereo store!) If, on the other hand, you seek
convenience and automation for "background"
music, you won't need the last word in sophisti-
cation and price-but don't immediately settle
for a compact system or boombox.

Hi-fi systems come in many configurations.
The simplest are all -in -one designs, either table-
top or portable types. These may offer useful
integration, simple operation, and attractive val-
ue, but they rarely prove adequate for serious
listening. "One -brand" or "rack" systems, con-
sisting of several components from the same
manufacturer arrayed in an equipment cabinet,
are another popular alternative to traditional
"component" hi-fi systems. Rack systems offer
all of the above advantages, usually in a better -
performing package; they can be tough to beat
for simple, apparent value. But as a rule, speak-
ers are their Achilles' heel; they're just not up to
the level of sound quality provided by the better
speaker -specialist brands.

This leads us to component stereo systems.
The most common setup consists of a pair of
speakers, a receiver-this combines pre- and
power amplifiers and an AM/FM (rarely, FM -only)
radio tuner in a single box-and one or more
source components. Today's systems almost al-
ways feature a CD player, often a cassette deck,
and, less and less frequently, a turntable for LP
records. A much newer source alternative is a
DAT (digital audio tape) deck, while more elabo-
rate and usually higher -powered systems break
the receiver into two or three "separates": dis-
crete tuner and integrated amp, or preamp, pow-
er amp, and tuner.

You need to know just what you'll be asking of
your system before setting out. For example, if
its jobs will include sound reproduction for video

8 STEREO BUYERS' GUIDE 1991



in addition to "pure" music listening, adding
some sort of surround -sound capability may be
highly desirable. Dolby Surround is the most
popular option, but Dolby Pro Logic, which adds
a dedicated center dialogue channel, is a very
worthwhile enhancement found on the latest,
higher -end models. Surround may mean a sepa-
rate add-on component, but it also arrives built-
in on many current receivers and integrated
amps. These components have the further ad-
vantage of providing the requisite multichannel
amplifiers for the additional surround channels.
Audio/video capabilities such as surround sound
and video -signal switching are worthwhile en-
hancements for many buyers. But prepare for a
noticeable rise in your system price if you expect
to maintain quality similar to equivalently priced
non -AN designs.

Another modern-day trend is multiroom capa-
bility. More and more of today's central compo-
nents-receivers, integrated amps, and pre-
amps-permit the user to have music playing in
more than one room, or "zone," at once-often,
different music in different zones, under inde-
pendent control. But the same system -planning
caveat attached to extra A/V features applies to
multiroom capability: It's a worthwhile enhance-
ment, particularly as it can help your system
grow over the years in a useful way, but it's no
free lunch.

Stereo Studs' Hall
After arriving at a basic system configuration,

you can begin to narrow your component
choices down from the hundreds of potential
candidates. There are several ways to do this.
You might, for example, simply canvass friends
and associates. While this will provide useful,
firsthand information, it will only scratch the
surface of available options-and it often can be
rather biased. Hi-fi magazines such as STEREO
REVIEW are another excellent starting point. Try
to familiarize yourself with the field by reading a
few publications-reviews, ads, letters, and
all-over a period of months. (Your local library
can aid in compressing this time period, thanks
to its handy set of back issues.) Manufacturers'
literature also can be a valuable study aid:
though their technological treatises can be dis-
tracting, brochures tend to provide essential in-
formation, specifications, and-importantly-a
clear picture of the gear in question.

The best place to acquire product literature, of
course, is in hi-fi stores. Browsing through the
stores is the most important (and fun) part of the
entire process-be sure to allow plenty of time for
this entertaining and informative pursuit. It also
gives you a chance to begin shopping for a sales-
person. Take note of those you encounter who
seem especially knowledgeable, patient, and help-
ful. But do your window shopping during slow
periods-weekday mornings are ideal-and ask
plenty of questions of the salespeople you meet.
Most should be delighted to answer all inquiries to
the best of their ability. For your part, be sensitive
and try to avoid buttonholing a salesperson who
has other potential buyers close at hand.

The JCKI300 Kordless from Koss is a wireless headphone system;
transmitting range is given as 500 square feet. The base unit plugs into your
stereo system and features on/off and stereolmono switches. Price: $275.

DO 012 .Z.1
tT tetsitittnet
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Pioneer's CT -S705 cassette deck utilizes three separate record -and -play
heads and features Dolby B and Dolby C noise reduction and Dolby HX
Pro; winding time for a 60 -minute tape is 100 seconds. Price: $480.

The Kappa Series from Infinity includes bookshelf and floor -standing
speakers that range in price from $798 to $2.998 per pair. The EMIT k tweeter
is one of the series' mainstays; it uses powerful neodymium magnets and a
light diaphragm to add detail and clarify .sudden instrumental attacks.

STEREO BUYERS' GUIDE 1991 9



Onkyo's A-8700 integrated amp is designed to perform on a par with "high -
end" power amps. Its continuous -power -output spec is 105 watts per
channel minimum rms, both channels driven into 8 ohms, from 20 to 20,000
Hz with no more than 0.008 percent THD. Price: $530.

The Carver C-16 is no ordinary preamp. I contains the Sonic Holography
processor, which is said to recreate the sound stage and three-dimensional
spatial characteristics of a live performance. Features include dual tape -
monitor circuits and two external processor loops. Price: $750.

Technics' SL-PS70 CD player uses the company's new 1 -bit MASH digital -to -
analog converter. When recording a disc onto a cassette, the peak -level -
search function automatically searches the disc for its highest output peak
and then repeatedly plays 6 seconds of it. simplifying the process of setting
optimal recording levels. Price: $450 including remote control.

The Sony DTC-75ES DAT deck can be used to copy CD's with little or no loss
in sound quality. Features include high-speed music search, three repeat
modes, and sixty -track programming. Price: $950 with remote.

Budgeting
An old saw says you should reserve 40 percent

of your hi-fi budget for speakers, 30 percent for a
receiver, and the balance for source compo-
nents. While this is the disposition of a typical
system, you should pay little attention to such
cut-and-dried formulas. Each system is a unique
design. If you live in a 150-square -foot studio
apartment, for example, you won't need as much
in the way of speakers and amps as the shopper
with an open, 600 -square -foot living area.

It is self-evident that a hi-fi system can only
sound as good as its weakest link. But many of
us (this writer included) are all too easily se-
duced by the allure of that one special. horrifical-
ly expensive item we simply must have. Some-
times, you have to cave in to an irrational need
this way, but do try to keep an eye on overall
system balance. On the other hand, one can
always justify such extravagance-after all, you
probably will upgrade the rest of the system
eventually.

With this essential groundwork in place, you
can begin to design your personal system.
Whether it is to be modest or elaborate, with
several sources or just one, audio -only or A/V.
for sound in one room or in many, some general
principles will apply.

The Amp/Speaker hitelface
The amp/speaker interface is the most audibly

critical factor in any system. The speakers you
choose will have significant sonic impact on your
system and will also partly dictate just how much
amplification-whether in a receiver, an inte-
grated amp, or a separate preamp and power
amp-will be required. This is because speakers
vary considerably in their sensitivity; for a given
amplifier power level, one pair may play signifi-
cantly more or less loudly than another. So it's
always a good practice to choose your amp(s)
and speakers together.

Speakers of almost every imaginable style,
look, and technology can be found on the floors
of hi-fi stores. But don't let elaborate, high-tech
appearance or claims of "revolutionary" new
technologies sway you. Most fundamentals of
good speaker design have been around since the
Fifties; the majority of all progress since has
been refinement. For example, don't automati-
cally disdain simple -appearing, unprepossessing
two-way speakers. The best of these may offer
very nearly top -dollar reproduction at some very
attractive prices.

Unfortunately, it's impossible to say with any
degree of certainty just how much power is
enough for any one individual. While 20 watts
per channel may be plenty for one listener,
another may feel shortchanged with 200. The
factors that affect power needs include speaker
sensitivity, room size and "liveness," and per-
sonal taste. Keep in mind that a 3 -dB increase in
speaker sensitivity will halve your power needs.
Along similar lines, a room only slightly larger
than another can require twice as much power to
fill to the same loudness. Lots of soft furnish-
ings, carpeting, and textured wall surfaces will

10 STEREO BUYERS' GUIDE 1991



WHAT IT'S LIKE TO WATCH A WESTERN
WITH SANSUI'S NEW SURROUND SOUND AV RECEIVER.

You won't Just watch movies, you'll experience them. That's because the engineers

at Sansui have made Dolby Pro -Logic- Surround Sound an integral part of their new
RZ-9500AV receiver. The RZ-9500AV separates the soundtrack into five distinct
channels to create sound so real, so astonishingly lifelike, you'll swear you're part of

the action. In fact, when the movie's over, don't be surprised if you find hoolprints

in your carpet. The Sansui RZ-9500AV receiver. Sight and sound made better.

#,SANSUI
ENGINEERED TO

FIT YOUR LIFE.

THE SANSUI RZ 9 5 0 0 AV RECEIVER .FIVE AMPS FRONT. REAR. CENTER.DOLBY PRO LOGIC. MEMORY LEARNING REMOTE

01990 Sansul USA Inc.. P 0. Bo. 625. Lyndhurst. NJ 07071 18001 524 2351 Dolby Surround is a tTadema.14 of Dolby Laboratories Licensing Corp.
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absorb high frequencies effectively
enough to affect power needs. But
most importantly, personal listening
tastes and different musical styles can
make vastly disparate demands on an
amplifier.

Generally, receivers provide the
best value in hi-fi. By packaging an
amp, preamp, and tuner together,
they save on power supply, chassis,
and control costs (as well on such
easily forgettable items as packing
materials and owner's manuals). Con-
sumers have promoted this combina-
tion form by voting with their wallets:
By far the majority of systems are
built around receivers. But you may
have valid reasons for looking toward
separates. If you don't require a ra-
dio, an integrated amp can save sub-
stantial dollars over a receiver of com-
parable power and quality. You may
prefer one brand's amp technology
but the tuner design of another. And
as you move into the higher -power
reaches-say, 150 watts per channel
and up-separate amplifier and pre-
amplifier components become virtual-
ly universal. (There are some design
reasons for this phenomenon, but it's
due as much to marketing as to engi-
neering pressures.)

Whatever route you take, the ac-
cepted rule is that, as with slimness
and financial security, one can never
have too much power. This is techni-
cally true enough. Music genres with
a wide dynamic range, such as classi-
cal and jazz, require very little aver-
age power-typically, as little as 5
watts per channel or less. But to re-
produce the dynamic peaks of live
music, thirty times as much can easily
be demanded for very short periods-
fractions of a second. Much pop mu-
sic, by contrast, has substantially less
dynamic range. But it usually is
played at a much higher level-per-
haps 20 watts per channel average,
with momentary peaks six or eight
times higher.

In either case, the end result is
much the same, and the actual amount
will vary enormously according to the
factors already mentioned. But it
must be said that few of us live in
environments where reproduction at
actual live -music loudness levels is
practical or socially acceptable. The
bottom line is that unless you know
technically how to factor in speaker
sensitivity (and impedance), room
size and furnishings, and personal lis-
tening habits and musical taste, accu-
rately calculating power needs is diffi-
cult. This is one situation where a
competent, reliable salesperson can

be a priceless asset. But cheer up: The
great majority of folks end up perfect-
ly happy with 100 watts per channel or
less-often, much less.

Source Choices
Which and how many source com-

ponents to include in your system is
largely a budgetary decision. These
days a CD player is a virtual given.
Compact discs provide superb sound,
relatively maintenance -free longev-
ity, and unmatched convenience.
Happily, CD players now cost about
the same as turntables.

The audible differences among CD
players can seem subtle-even for ex-
perienced hi-fi fans. Advertisements
trumpet the virtues of a plethora of
competing technological refinements;
the truth is that most designs deliver
superb audio performance. So choos-
ing a player may become more a ques-
tion of studying features and feel. (On
the other hand, if one really does
sound better to you, by all means go
with it!) These variables can be enor-
mous, and they're all legitimate fac-
tors. So spend some time weeding out
the features you don't need and some
more comparing the players' physical
quality.

Whether or not to add a turntable
will depend on how big an investment
in LP's you've already made, how im-
portant playing them is to you, and
your future record -collecting plans.
The analog LP record is fast becoming
a rarity, and more and more system
shoppers now omit this component
altogether. If, on the other hand, you
are an analog record fan or collector,
keep in mind that there is a big differ-
ence in sound quality between budget
and better turntables-and don't ig-
nore the all-important phono-car-
tridge component (the thing with the
needle in it).

Cassette decks are another stan-
dard -issue item. But those who use
their decks only to play back commer-
cially prerecorded tapes-often, the
same ones they listen to in the car-
are missing quite a chunk of hi-fi
sound, because almost all of these
tapes offer less than true high fidelity.
If this is the case, you may want to
ponder the virtues of making your
own, much better -sounding tapes, or
even of skipping the deck altogether
and increasing your budget for speak-
ers or a CD player. In any event,
where flat-out sound quality on a tight
budget is the primary goal, consider
making both the deck and one of the
turntable/CD pair later additions; con-
centrate your fiscal forces on speak-

ers, amplification, and a primary mu-
sic source.

Recently, digital audio tape has be-
come an alternative for the serious
listener and recordist. DAT machines
provide fidelity nearly equal to that of
the best professional studio mastering
decks (which can easily cost more
than your car). They also furnish con-
venience rivaling that of the CD play-
er. Pricewise, they are no more costly
than the best of today's analog cas-
sette designs-and much cheaper
than semiprofessional open -reel tape
machines. Those who intend to do
abundant taping and who do not re-
quire backwards compatibility with
analog cassettes should certainly
check into DAT.

In addition, there are a slew of add-
on component varieties. Equalizers,
dynamic -range enhancers, various
sonic "sweeteners" ("exciters")-all
are worthwhile design concepts and
valid enhancements to some systems,
in some rooms, for some people.
However, conventional wisdom holds
that for the vast majority, it's best to
put your initial resources to work on
high -quality basics-speakers, ampli-
fication, sources. Here, as is so dis-
couragingly often the case, conven-
tional wisdom is correct.

Choosing Speakers
The speakers you ultimately select

will make a bigger difference in the
way your system sounds than any
other single purchase. Shopping for
speakers is as much art as science; a
complete discussion of the subject is
beyond the scope of this article. How-
ever, we can outline some worthwhile
guidelines.

Most speakers from responsible de-
signers attempt to accomplish much
the same thing-to reproduce the
source signal as accurately (with as
little change) as possible. So it should
come as no surprise that most designs
in any particular price range, regard-
less of their varying size and shape,
will sound more similar than different.

Don't be discouraged. There are
sonic variances, and careful listening
will reveal them. It's best to bring
your own source material so that you
can audition speakers using music
and recordings with which you're al-
ready familiar. Select from the genres
you habitually listen to, and choose
high-grade recordings. co's are best,
both because they largely eliminate
variations in source -component quali-
ty and because such convenience fea-
tures as a CD player's repeat function
are priceless aids to repetitive critical
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ANYCD CHANGER CAN CHANGE DISCS.
THIS ONE WILLCHANGE THE WAYYOU HEAR MUSK.

Technics introduces MASH* one -
bit technology.

When you (and your friend) sit
down to hear music, you want as much

1 glorious sound
with as little of

Qe noise shaping
, anything else

as possible.
Technics' MASH digital -to -analog

converter system not only helps improve
low-level reproduction during quiet pas-
sages, it also brings you more accurate
reproduction of the harmonics in music

LMASH

throughout the louder passages as well.
And because MASH delivers wider

dynamic range, the expanded distance
between the very quietest and loudest
passages can give you more of the
directness and dramatic impact of the
original performance. With the virtual
elimination of zero -cross distortion.

The net effect is that you're that
much closer to the music. And that
much further from distractions.

Of course, since all our CD
changers play any combination of five

' e. I. MA' ,t I t I AL NI I I SI 1.11,1 invented MASH A, NIt I 11 1111,1 t. n tr.i.lern,14. reostratior MA -J4

CIRCLE NO 33 ON READER SERVICE CARD

3 -inch or 5 -inch discs, they also bring
you music for hours. Any way you like.
Continuously. Only selected tracks.
Random play from all discs. Or random
only from selected tracks. All under the
direct control of the wireless remote.

You can even - thanks to its top -
loading design - change 4 discs while
the fifth keeps playing. Because when
you and a friend are having such a rich
experience, who wants the music to stop.

Technics
The science of sound



listening. Compare only two speaker
pairs at a time, and try to restrict
comparisons to those with similar
placement in the showroom. (The lo-
cation of the speakers can induce big-
ger audible differences than are intrin-
sic to the designs themselves.)

Divide your listening about equally
between longer, extended sessions of
several minutes and quick A/B switch-
es. But beware: Direct A/B compari-
sons are only valid if the loudness of
the two speaker pairs is carefully
matched. If one speaker pair is al-
lowed (or-horrors!-deliberately
made) to play slightly louder than its
opposite number, the difference will
be perceived almost invariably as a
qualitative advantage rather than a
quantitative one, even by experienced
audiophiles. Above all, do lots and
lots of listening. You can easily teach
yourself to become a more discerning
listener in a surprisingly short time-
and there's no substitute here for ex-
perience. Follow your own instincts;
what sounds better to you is at least as
important as a particular model's rep-
utation among audio hobbyists or a
dealer's preference.

Amplification
Selecting amplification is less intu-

itive. It is difficult to "A/B" amps in
any event, and it's not absolutely
clear that audible differences can be
reliably discerned this way. Your cri-
teria instead should be power, value,
and genuinely useful features. Don't
neglect your own subjective opinion
of an amp's look and of that all-impor-
tant factor, "feel." While it's not im-
possible to find an amp or receiver
with a shoddy exterior but an excel-
lent interior, this is the exception rath-
er than the rule.

As we've mentioned, it's difficult to
have too much power (providing
you've got speakers that can handle
it). But from a mundane, monetary
viewpoint, more people probably
over -power than under -power them-
selves. Especially if you live in a small
apartment, only listen at background
levels, or favor "quiet" musical
genres, don't rule out the fine value
found in many lower -power models.
But by the same token, if you've got
less -than -efficient speakers and want
to play symphonic cD's at concert
levels in a 20 -by -30 -foot living room,
think in terms of hundreds of watts.

Tuners and Receivers
Most people end up buying receiv-

ers, a decision soundly based on the
combo's high value. But it's too easy

to overlook the tuner section-those
AM/FM detector circuits that dictate
just how good broadcasts will sound.
Many modern receivers offer excel-
lent tuner performance. Unfortunate-
ly, whether we're dealing with receiv-
er -based tuners or those in a separate
chassis, this is an arcane and highly
technical subject. Specifications for
FM are much misunderstood-by
salespeople and shoppers alike. Once
again, take the time to do some com-
parative listening among competing
designs tuned to the same station. Try
a public station (usually below 92 on
the FM dial) for some good -sounding
but less -powerful tranNmissions. And

Above all,
do a lot of
listening,

and follow
your own
instincts.

make sure that all of the units you
compare are correctly wired to the
store's central antenna system.

While we're on the subject of anten-
nas, if radio is very important to you.
please do seriously consider budget-
ing for a rooftop FM antenna-and
have it installed by an expert. The
difference in the number of stations
you will receive, and the quality of the
weaker or more distant stations
among them, is absolutely guaranteed
to astonish.

Where to Buy
Where you purchase your hi-fi sys-

tem is nearly as important as the com-
ponents you choose. Your options.
generally, are three: audio/video spe-
cialty dealers; chain, department. or
"superstores"; or a mail-order house.
Each alternative has its advantages
and liabilities.

The specialist dealer sticks to hi-fi
(and, perhaps, video) gear, leaving
the dehumidifiers and gas grilles to the
department stores. This is where you
will find more knowledgeable sales-
people who are legitimately con-
cerned with your needs. On the debit
side, hi-fi specialty dealers can be
hard-pressed to compete purely on
price with discount houses.

The "superstore" usually offers
more aggressive prices and, often, a
wide selection of the bigger brand
names. Plusses are potential savings
and convenience. Minuses may in-
clude an environment not at all condu-
cive to product evaluation (many
have no listening rooms). less well-
versed sales help, and manufacturers'
warranties only. This last may not be
a big sacrifice, since the maker's guar-
antee on many components is quite
ample. But generally, unlike most
specialists. super- and department
stores generally don't participate in
the service loop: You will be responsi-
ble for shipping a broken unit back to
the nearest service center and waiting
for its return.

Mail-order dealers will often pro-
vide the most attractive prices of all
and can sometimes supply a wide se-
lection of brands. But the service they
provide usually consists entirely of
exchanging their goods for your mon-
ey: repairs, trade -ups, or returns are
usually not options.

When you finally do get around to
purchasing your system, you will be
likely to find that no one dealer carries
every component you desire. You
may end up buying the bulk of the
system from one dealer and a piece or
two from another-and that's fine.

Price is bound to be a factor in your
final choice of a primary dealer. You
owe it to yourself to comparison shop
for the best deal. But you also owe
something-assuming you've been so
fortunate as to find one-to the sales-
person who has been so helpful, pa-
tient, and informative: the chance to
make the sale. Don't be afraid to tell a
dealer if he's truly not competitive.
On the other hand, don't expect an
audio salon with great help and excel-
lent listening rooms to compete
pricewise with a faceless mail-order
house. Most hi-fi dealers will factor in
a discount for full -system or multi-
component purchases. At superstores
and mail-order houses, however,
prices are generally as marked.

BUYING A STEREO is a challenge-no
question about it. But the process can
also be a lot of fun, and the end result
is sure to be. There are no hard-and-
fast procedures to follow, nor even
any rules as to what specs or features
your equipment must have. But fol-
low one or two of the general princi-
ples outlined here, and-much more
importantly-your own critical facul-
ties and instincts, and the maze can
become much less frightening, if no
less amazing.
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Signature Reference Series:
The Very Best of the Best

The legendary sound of Polk loudspeakers has for
years been exemplified by its flagship Signature
Reference Series (SRS), the speakers that carry
Matthew Polk's signature. Indeed, the SRS
loudspeakers have been largely responsible for Polk's
reputation among audiophiles as a true innovator in
sound reproduction.

Polk now introduces its SRS 1.2TL, 2.3TL and
3.1TL, each featuring the latest breakthroughs in
loudspeaker technology. Following is a technical brief
of why the SRS speakers sound so remarkably like a
live performance. After reading this information, it is
hoped that you listen carefully to the SRS
loudspeakers at your Polk Audio dealer. While you
will probably hear things you have never heard from a
stereo system, you can he assured that everything you
hear is true.

It All Begins With the Sonic
Excitement of Polk's Stereo

Dimension Array (SDA)

Years ago Polk Audio recognized the importance
of more absolute separation of information reaching

Polk's "True Stereo" SDA technology delivers left
signal information to your left ear and right signal
information to your right ear. Each ear only hears its
proper signal, thereby maintaining full stereo
separation. The resulting soundstage is dramatic.
Closing your eyes, you can imagine the entire
orchestra in front of you, pinpointing the location of
instruments with incredible accuracy and depth.

Experts have called the Polk SRS Series featuring
the revolutionary Stereo Dimensional Array (SDA)
technology "mindboggling...astounding...
flabbergasting...a new dimension in sound."
Others, after hearing the remarkable wide sound
stage created by this technology, have discovered

new life in their favorite musical selections. It is
"True Stereo" by Polk.

DimensiL0----11111111111.11jonal
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Each Polk SDA incorporates a special extra set of drivers which radiate
a difference signal that cancels the undesirable signal going from the

wrong speaker to the wrong ear (interaural crosstalk distortion).
The result is True Stereo reproduction.

you h
each ear. Of course, the fundamental concept of
stereo reproduction is that there are two separate
channels of information, each intended for one ear
only (i.e. "true stereo").

To more accurately reproduce sound as it was
originally created, it is vital that the integrity of this
separation of information be maintained. With
conventional speaker systems, each ear hears both
speakers, and the separation is minimized. The
resulting soundstage is reduced to the small space
between the speakers. A large symphony orchestra is

reduced to only a few feet wide and a few inches deep.

The Crystal Clear Imaging of
Polk's Line Source Array

Even the best of conventional loudspeakers suffer
from blurred imaging and tonal coloration caused by
unwanted floor and ceiling reflections of midrange
frequencies. Reflections reaching the listener even
within 5 milliseconds of the original signal will
"smear" the image. Polk, however, minimizes the
damaging effects of undesired reflections with its Line
Source Array technology.
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By precisely positioning high frequency and midbass drivers according
to their dispersion characteristics and by controlling the radiating

area of the system as a function of acoustic wavelength. Polk's Line
Source Array produces stable. crystal clear imaging.

By controlling the vertical dispersion of these
frequencies, a much higher level of imaging purity is
achieved. The sound becomes more "open" by /educing
the effects of undesired room interactions.
Consequently, the listener is given a wider range of
optimum listening positions in the room.

Additionally, the SRS 1.2TL and 2.3 TL utilize
Polk's Progressive Point Source technology to
maintain a Constant Vertical
Directivity of mid and high
frequencies, which prevents

undesirable beaming. As frequencies
increase, the tweeter array adjusts its
radiation area and eventually becomes

a single point
source at the very

highest of
frequencies,
eliminating high
frequency interactions
tietween multiple
drivers.

The Full Impact of
Polk's Mid and Low

Frequency Performance

Even the smallest SRS, the 3.1TL, delivers the
kind of bass that will give you go.selmmps. Each
SRS model features an array of Polk's excluQive
Trilaminate Polymer 6 1/2" midhass drivers that
exemplify today's state-of-the-art loudspeaker
technology. By combining three complementary
materials, each with a specific beneficial property, a
performance level is attained that is beyond the reach
of conventional drivers that use simple pipe*

vacuum -formed plastic cones.
One of the laminates is very light, vet sirm-turally

strong. Another is extremely stiff with an
high speed of sonic wave transmission, and the ether
has a uniquely effective damping property that
removes sonic
coloration.



Contributing to the deep, tight bass
response of these drivers are the
costly butyl rubber surrounds
that offer more accurate
cone movement.
Additionally, these
surrounds will not
deteriorate over time as
do the foam surrounds
found on many drivers.
And, high temperature
aluminum voice coils are
used to assure long term
reliability even with extended
playing at maximum output.

These drivers are light
and fast, providing
superior transient response
and detail. No other speaker system available today
can boast the uncompromising technical superiority
of these Polk designed and engineered drivers.

The 3.1TL features five active Trilaminate 6 1/2"
drivers that are acoustically coupled to a 12" critically
tuned bass radiator. In total, the low frequency driver
system has a surface area of 178 square inches, more
than enough to create an emotional, if not physical,
reaction to the thunderous, yet clean, tight bass.

The SRS 2.3TL and 1.2TL, each with a bass

Fast, light Polk
Trilaminate 6 1/2" Drivers.
using the hest of materials technology,
provide superior transient response and

included. Indeed, listening to either of
these loudspeakers with Polk's "Bass

Brace" or "Spiked Feet" in place,
will prove to be a new,

exhilarating experience.

An Engineering
Breakthrough:

The Remarkable
SL 3000 Tweeter

Three years ago, Matthew
Polk and his team of engineers

set out to develop the world's finest
1 -inch dome tweeter to be used in his

flagship SRS speaker systems. The objectives
detail. Of this design project were to:

1) Set a new standard for flat frequency response
2) Extend frequency response, free of peaks, to

beyond 26 kHz
3) Increase power handling capacity
4) Maintain high efficiency.

Polk engineers, in conjunction with the Johns

Hopkins University Center for Non-Destructive
Testing, utilized Laser Interferometry to test a vast
number of tweeter designs and materials in their
search for high frequency perfection. This advanced

radiating area exceeding that of a 40" woofer, have
the ability to produce powerful, deep bass with
virtually no distortion. Indeed their low frequency
reproduction may be unsurpassed in the history of
loudspeaker design. While bass distortion is typically
a function of the loudspeaker in any music system,
the SRS 2.3TL and 1.2TL actually yield less
distortion at 25 I lz than many audiophile quality
tube amplifiers.

To enhance the full impact and dimension of
Polk's low frequency performance, both the 2.3 TL
and 1.2TL may he physically coupled to the listening
room wall or floor with the appropriate hardware

application of laser technology allowed Polk to study
digital holograms of tweeters in operation.

Exhaustive tests were conducted in developing a
revolutionary dome which would produce perfect
motion without the
sonic degradation
caused by standing

waves. Ultimately,
it was found that by
vapor depositing
stainless steel and
aluminum on a
polyamide surface,

The Polk SL 3000 Trilaminate Dome Tweeter
sets new standards for bandwidth, flatness of

response, phase linearity and power handling.



the new SL 3000 dome was stiff enough to push
standing wave resonance to beyond audible range
(20 ki lz), yet light enough for high efficiency and
superior transient response.

It was also discovered that standing waves created
in conventional tweeters were the result of a
"hinging" effect at the tiny surface where the voice
coil meets the dome. The situation is analogous to
your wrist cracking a whip. Your wrist, acting as a
hinge, causes a standing wave to travel down the
length of the whip.

Polk's solution to this problem was to develop a
voice coil former pre -formed to follow the exact

contour of the dome. This Polk high efficiency drive
system provides a surface contact area 10 times that
of a typical voice coil assembly.

This rigid connection between
the dome and voice coil former
eliminates the "whip"
action and resulting
standing waves.

Polk also discovered that by
using a rare Ultra Low Viscosity
(ULV) Magnetic Fluid, nearly
as thin as water, to cool the
SL 3000's voice coil, the
tweeter's efficiency, power handling capacity and
transient response would he improved.

2.3TL and the SRS 3.1TL benefit from this
technology. "TL," in fact, stands for Tri-Laminate.

Amplifier Compatibility and
13i -Amp Capability

Each of the SRS Loudspeakers is quite efficient
and presents an "easy load" for almost all available
receivers and amplifiers. It is recommended that a
high quality amplifier or receiver of at least 50 watts
per channel he used for the hest performance. If you
are using separate mono amplifiers without a common
ground, Polk's AI -1 interface is available for proper
connection.

For even greater dynamic range and lower
distortion, the SRS loudspeakers may be
connected for Bi-Amplification using the two

sets of inputs provided on each
loudspeaker. No electronic crossover is
necessary. By permitting different

amplifiers to reproduce the high and low
frequencies separately, the SRS loudspeakers
achieve their greatest sonic potential.

Ultimately, by vapor depositing stainless steel and
aluminum to a polvarniee surface, the benefits of Yes, Everything You Hear Is True

both soft and hard (lames were achieved.

Listen to what the critics say: "Mindhoggling...
astounding...flabbergasting." Listen to what other

After developing this innovative new driver,
further research and careful listening tests concluded
that Polk's original goals were achieved. In addition,
it was discovered that there was an audible
improvement at frequencies below those produced by
the SL 3000. It was concluded that unwanted high
frequency peaks actually mask and deteriorate
midrange detail. Eliminating these peaks audibly
enhanced midrange reproduction.

The pure, high end performance of the SL 3000
thereby makes a significant contribution to the
overall sound of the SRS loudspeakers. Each of the
new SRS loudspeakers, the SRS 1.2TL, the SRS

Polk owners say: "I've never heard anything like it...
It's a whole new world...."

13ut no number of written accolades will prepare
you for the experience of listening to the SRS
loudspeakers at your authorized Polk Audio dealer.
Because everything you hear is true.

You will hear the next generation of loudspeakers.

he Speaizer Specialist

5601 Metro Drive, Baltimore, MI) 21215 (301)358-3600

CIRCLE NO. 35 ON READER SERVICE CARD



Driver Complement
Four 1" (25 mm) SL 3000 trilaminate dome
tweeters
Eight 6W (166 mm) drivers
One 15" (381 mm) sub bass radiator
Size (Inches)
631/2H x 213/4W x 131/2D
(159 cm x 55 cm x 33 cm)
Overall Frequency Response
10 Hz -26 kHz
- 3dB Limits
27 Hz -25 kHz
Recommended Amplification
50-1000 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
91 dB
Shipping Weight
185 lbs./cabinet (82 kg.)

Driver Complement
Three r (25 mm) SL 3000 trilaminate dome
tweeters
Six 6W (166 mm) drivers
One is- (381 mm) sub bass radiator
Size (Inches)
55H x 201W x 1314D
(138 cm H x 52 cm W x 33 cm D)
Overall Frequency Response
12 Hz -26 kHz
- 3dB Limits
30 Hz -25 kHz
Recommended Amplification
50-750 watts/channel
Impedance
Compatible with 8 ohm outputs
Efficiency
90 dB
Shipping Weight
141 lbs./cabinet (70 kg.)
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Driver Complement
One I" (25 mm) SL 3000 trilaminate dome
tweeter
Five 6W (166 mm) drivers
One Ir. (305 mm) sub bass radiator
Size (Inches)
48H x 153W x 1314D
(122 cm H x 40 cm W x 34 cm D)
Overall Frequency Response
15 Hz -26 kHz
- 3dB Limits
32 Hz -25 kHz
Recommended Amplification
50-500 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
90 dB
Shipping Weight
101 lbs./cabinet (46 kg.)
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Today's Generation
Of Music Lovers

Years ago, it didn't matter what speakers looked
like as long as they sounded good. Admittedly,
some of the best sounding speakers did not
always blend perfectly into everyone's decor.

Today, those of us who consider

music an important part of our life
and who demand the highest
performance possible from our
stereo components prefer that our
loudspeakers reflect our lifestyle by
complementing our taste in home
furnishings.

The new RTA 15TL,
representing over 18 years of Polk's
research and development, is
already setting new standards of
sonic excellence. And its elegant
cabinet is a beautiful visual addition to any
environment or listening room.

By using a rare ULV Magnetic. Fluid
to cool a tweeter's voice coil. both

performance and reliability
are vastly increased.

Low Viscosity Magnetic Fluid, nearly as thin as
water, to cool the SL 3000's voice coil, power
handling capacity would increase. Indeed, the
SL 3000 tweeter can significantly exceed normal
listening levels without loss of performance or

reliability.

The Clear Imaging of Polk's
Line Source Array

By arranging its four 6 1/2" drivers in
a vertical line source along with the
SL 3000 tweeter, superior imaging and
midrange purity is achieved. This line

source technology is the same advanced
principal used in Polk's flagship

"Signature Reference Series."
By clearly focusing midrange

frequencies and avoiding floor and ceiling
reflections, Polk's Line Source delivers a

wide open, natural sound without tonal coloration.
Consequently, the RTA 15TL performs superbly
in a wide variety of room sizes and placements.
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It All Begins With The Remarkable
SL 3000 Trilaminate Tweeter

Working with the Johns Hopkins University
Center for Non -Destructive Testing, Polk
engineers utilized Laser Interferometry to test
tweeter designs and materials. They found that
ultimately, by vapor -depositing stainless steel and
aluminum to a polyamide dome surface, an

extended, very flat

frequency response,

out to 26 kHz, was
achieved.

Polk also

discovered that by
using a rare Ultra

»)))111)1 1111 I Polk RTA Series

Polk's Line Source Technology reduces floor and ceiling reflections hr focusing the
vertical dispersion of midrange frequencies.

Controlling Diffraction To
Create A Lifelike Stage

The grille of the RTA 15TL has been specially
designed to eliminate mid and high frequency
diffraction and to actually enhance dispersion.
In fact, the RTA 15TL sounds better with the
grille on than off.



And to eliminate any possibility of phase
anomalies and other colorations, Polk developed a
unique "diffraction spoiler" which dramatically

improves audible frequency response and imaging.
By controlling diffraction, "smearing" of the

sonic image and "peaky" characteristics are
eliminated.

Polk Bass: Deep, Powerful & Tight

Two independently tuned, 10 inch bass
radiators, one facing front, one facing rear, deliver
the impressive bass for which Polk is known. These
two radiators move a significant amount of air and
at the same time produce a more accurate
reproduction of an instrument's timbre and
transience than a single conventional woofer. This
configuration provides the tight, well defined bass
normally associated with small systems combined

with the deep, powerful performance found in

large systems.

Eire_111.11
Listen To The Next Generation

Of Loudspeakers

The new RTA 15TL is both a sonic and
aesthetic breakthrough. It is also priced to create a
new standard in value. Ask for a demonstration at
your authorized Polk dealer. You'll hear the detail,
depth and excitement of a live performance.

You'll hear...and see... the next generation of
loudspeakers.

The Speaker Specialist®

5601 Metro Drive, Baltimore, MI) 21215 (301)358-3600
CIRCLE NO. 35 ON READER SERVICE CARD

oh.

The RTA ISTL is available in natural oak, natural
walnut and black oak wood veneer finishes.



RTA 15TL

Driver Complement
One I inch (25 mm) Polk SL3000 dome tweeter
Four 61/2 inch (165 mm) Polk trilaminate polymer
bass -midrange drivers (6503)
Two 10 inch (254 mm) sub -bass radiators,
one high -resonance, one low -resonance
Size (Inches)
43 H (109.2 cm) x 121/2 W (31.7 cm) x 151/2 D
(39.4 cm)
Overall Frequency Response
20 Hz -26 kHz
- 3dB limits
35 Hz -25 kHz
Recommended Amplification
30-250 watts/channel
Impedance
Compatible with 8 ohm outputs
Efficiency
90 dB
Shipping Weight
77 lbs. (34.9 kg.)

Driver Complement
One 1 inch (25 mm) Polk SL3000 dome tweeter
Two 61/2 inch (165 mm) Polk trilaminate polymer
bass -midrange drivers (6510)
Two 8 inch (203 mm) sub -bass radiators,
one high -resonance, one low -resonance
Size (Inches)

38 H (96.5 cm) x 101/2 W (26.7 cm) x 141/2 D
(36.8 cm)
Overall Frequency Response

22 Hz -26 kHz
- 3eIB limas

36 Hz -25 kHz
Recommended Ampl i f it at ion

30-250 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
90 dB
Shipping Weight
58 lbs. (26.3 kg.)

RTA

Driver Complement
One I inch (25 mm) Polk SL2500 dome tweeter
Ikvo 61/2 inch (165 mm) Polk trilaminate polymer
bass -midrange drivers (6516)
Size (Inches)

321/2 H (82.5 cm) x 9 W (22.9 cm) x 111/2 D
(29.2 cm)
Overall Frequency Response
30 Hz -25 kHz
- 3dB limits
42 Hz -23 kHz
Recommended Amplification
20-250 watts/channel
Impedance
Compatible with 8 ohm outputs
Efficiency
89 dB
Shipping Weight

39 lbs. (17.7 kg )





The Expensive Sound of
the Affordable Monitor Series

In 1972, Polk Audio created a new standard for
high performance and affordability with the
introduction of its original
Monitor 7 loudspeaker.

Audiogram Magazine said,

"we were so impressed we

could not believe the

prices...they're a steal." Also
referring to the Monitors,

Musician Magazine said, "If
you're shopping for stereo,

our advice is not to buy
speakers until you've heard

the Polks."

Today, Polk Audio

furthers this tradition of
The original Polk Monitor 7 that

started a sound revolution in 1972.

offering state-of-the-art sound at affordable prices
with its new Monitor Series 2 Loudspeakers. Seven
models, from the compact Monitor 4 to the awesome
sounding Monitor 12, provide the music lover with a
variety of sizes, power outputs and performance levels

3) reproduce transients that translate into crisp,
lifelike clarity

4) deliver exceptionally deep, tight bass that could
he felt as well as heard

5) attain a wide dispersion of high and mid
frequencies for non -critical placement within the
listening room

6) maintain high efficiency

7) be able to handle significant amounts of power

8) utilize the highest quality components for a
long life of reliability.

These fundamental design objectives guided the
team of Polk engineers in its evolutionary search for

sonic perfection of the famed Monitor series. Only

through the sophisticated research resources at Polk,
were these objectives so decisively attained.

Poly's High Performance
at High Frequencies

Featured in the Monitor 4.6, 5jr+, 5, 7, 10 and
12, the SL 2500 tweeter makes a major contribution
to the improved performance of the Monitor Series 2.
Sharing much of the technology of the incomparable

1111111," .111111111rilacar
that will match any sonic or physical requirement,
each within a modest budget.

All of these affordable speakers have one thing in
common-the unmistakable, exciting sound of Polk.

Poly's Eight Parameters
of High Performance

Polk established eight clearly defined performance
objectives for its new Monitor series. They would, in
varying degrees,

1) achieve an open, hoxless, three dimensional
sound

2) produce a flat frequency response that would he
pleasing even during extended listening

SL 3000 tweeter used in the Polk flagship SRS

series, the SL 2500 is a highly refined, technically
advanced driver.

The voice

coil, wound

around an

aluminum

voice coil

former with

nomex-core,

is cooled by

an exotic

tILV (ultra -

low viscosity)

The new. wide dispersion Polk SL 2500 Tweeter used
in all but the smallest Monior has phenomenal
power handling capability for dramatic dynamic

range and long term reliability.



magnetic fluid. This material, which has a viscosity

close to that of water, enables the SL 2500 to play at

power outputs far exceeding its rating without loss of

performance or reliability. The resulting dynamic

range is dramatic, indeed unique for speakers in this

price range.

The compact Monitor 4 also features an all new

tweeter, the SL 1500 hemispherical, 1" soft dome
driver. It delivers superb definition and smooth

extended response, all resulting from Polk's

exhaustive testing and computer -aided design

analysis.

The performance of all the Monitor Series 2
loudspeakers at high frequencies results in a sound

that is easy to listen to, hour after hour, without
fatigue. And their extremely wide dispersion

characteristics greatly reduce the need for critical

placement within your listening room.

Better Bass Than Ever Before

The Polk Monitors have always been recognized for

their exciting bass performance. The Series 2

loudspeakers sound even better. Each low frequency

system was redesigned to provide deeper, more realistic

bass. The 4, 4.6 and 5jr+ have greater internal cabinet
volumes that clearly make them the biggest sounding

bookshelf speakers available.



Moving up to the Monitors 5, 7, 10 and 12, the
bass gets deeper and fuller, each being more capable
of filling larger rooms with bass energy that you can
feel as well as hear.

There's a Polk Monitor
That's Right For You

Polk offers seven Monitor Series 2 loudspeakers

ranging in size, performance and price. All feature

Polk's proprietary trilaminate polymer diaphragm

midbass driver for excellent transient response and

reduced midrange coloration. The Monitor 4 and 4.6
are ported designs to make the best use of their

cabinet size for low frequency performance, while the

larger Monitors feature sub -bass radiators for fast,
tight bass response.

Starting with the Model 4, each subsequent

Monitor Series 2 speaker gets larger, more efficient,
handles more power, has greater dynamic range and
delivers better bass response. Designed so that a
small Monitor played in a small room will sound
similar to a large Monitor in a large room, they are
an excellent choice for multiple speaker systems
throughout your home.
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Low Frequency Limit at -3 dB for each Monitor shows
increased bass performance as you move up in Au..

Listen to the Next
Generation of Monitors

Polk Audio started a sound revolution in the
early 708 with its first Monitor 7 by offering state-
of-the-art sound at a reasonable price. Today, after

W7 -"MEW '

The P'cAk aiffeireirie is 1R..

Polk's high performance 6 112- midbass driver is used in each Monitor Series 2
Loudspeaker. Its proprietary trilaminate polymer diaphragm structure offers

excellent transient response and near absence of midrange coloration.

nearly two decades of refinement, research and

development, Polk has introduced an entirely new
series...the Monitor Series 2.

You are invited to your nearest Polk Audio
dealer for a demonstration of these remarkable
new loudspeakers. You will hear the expensive
sound of Polk...at very affordable prices.

You will hear the next generation of
loudspeakers.

The -j Balzer Specialist®

5601 Metro Drive, Baltimore, MD 21215 (301)358-3600
CIRCLE NO 35 ON READER SERVICE CARD



Monitor 12
Series 2

Driver Complement
One 1 inch (25 mm) dome tweeter (Polk SL 2500)
Four 61/2 inch (165 mm) drivers
One 12 inch (305 mm) sub bass radiator
Size (Inches)

37% H (95.5 cm) x 1514 W (40 cm) x
(30.5 cm)
Overall Frequency Response

25 Hz -25 kHz
- 3dB Limits
35 Hz -23 kHz
Recommended Amplification
20-400 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
91 dB
Shipping Weight
60 lbs. (27 kg.)

Driver Complement
One 1 inch (25 mm) dome tweeter (Polk SL 2500)
Two 61/2 inch (165 mm) drivers
One 10 inch (254 mm) sub bass radiator
Size (Inches)

12 D 28 H (71.1 cm) x 15 W (38.1 cm) x
(30.5 cm)
Overall Frequency Response

25 Hz -25 kHz
- 3dB Limits

37 Hz -23 kHz
Recommended Amplification
20-250 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
89 dB
Shipping Weight
46 lbs. (20.7 kg.)

Monitor 7
Series 2

Driver Complement
One I inch (25 mm) dome tweeter (Polk SL 2500)
One 61/2 inch (165 mm) driver
One 10 inch (254 mm) sub bass radiator
Size (Inches)

12 D 24 H (61 cm) x 13 W (33 cm) x
Overall Frequency Response

25 Hz -25 kHz
- 3dB Limits

40 Hz -23 kHz
Recommended Amplification
20-150 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
89 dB
Shipping Weight
33 lbs. (14.9 kg.)

10 D (25.4 cm)



Monitor 5
Series 2

Driver Complement
One I inch (25 mm) dome tweeter
(Polk SL 2500)
One 61/2 inch (165 mm) driver
One 8 inch (203 mm) sub bass
radiator
Size (Inches)

22 H (55.9 cm) x 10 W (25.4 cm)
x 10 D (25.4 cm)
Overall Frequency Response

30 Hz -25 kHz
- 3113 Limits
43 Hz -23 kHz
Recommended Amplification
20-125 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
90 dB
Shipping Weight
48 lbs./pair (21.6 kg./pair)

Monitor 5F +
Series 2

Driver Complement

One I inch (25 mm) dome tweeter
(Polk SL 2500)
One 61/2 inch (165 nun) driver
One 61/2 inch (165 mm) sub bass
radiator
Size (Inches)

191/2 H (49.5 cm) x 9 W (22.9 cm)
x 10 D (25.4 cm)
Overall Frequency Response

30 Hz -25 kHz
- 3dB Limits
46 Hz -23 kHz
Recommended Amplification
20-125 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
90 dB
Shipping Weight
40 lbs./pair (18 kg./pair)

Monitor 4.6
Series 2

Driver Complement
One I inch (25 mm) dome tweeter
(Polk SL 2500)
One 61/2 inch (165 mm) driver
Size (Inches)

17 H (43.2 cm) x 81/2 W (21.6 cm)
x 10 D (25.4 cm)

Overall Frequency Response
30 Hz -25 kHz
- 3dB Limits
48 Hz -23 kHz
Recommended Amplification
20-100 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency

90 dB
Shipping Weight
34 lbs./pair (14.3 kg )

Monitor 4
Series 2

Driver Complement
One 1 inch (25 mm) dome tweeter
(Polk SL 1500)
One 61/2 inch (165 mm) driver
Size (Inches)

1414 H (36.8 cm) x 81/2 W
(21.6 cm) x 71/2 D (19.2 cm)
Overall Frequency Response

35 Hz -24 kHz
- 3dB Limits
53 Hz -20 kHz
Recommended Amplification
20-100 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
91 dB
Shipping Weight
24 lbs./pair (10.8 kg./pair)
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Listening in the 90's
Today people have become more and more space

conscious. Many apartment dwellers don't want to
give up valuable floor space for large speaker systems.
Others who are planning a surround sound or
home theatre system simply don't have the
room for more speakers in their listening
rooms or hesitate to commit
the floor or wall space to a good
sounding pair of speakers.

Until now, serious music
lovers have had little, if
anything, to choose from
that would produce a large,

bigger -than -life sound in a

small, compact size.
Systems that fit one's space
requirements have been
woefully disappointing in
sound quality.

The RM 3000
Three Piece System

Polk's engineers had determined long ago that
there were indeed certain technical advantages in

small speaker systems. Both high and mid
frequencies could be faithfully reproduced with
superior transient response and dispersion
characteristics, and the convenient, more flexible
placement of small enclosures within the listening
area could create an ideal sound stage.
Unfortunately, reproducing the life -like, full body of
the lower frequencies could not be achieved in a truly
compact enclosure.

Polk's RM 3000 replaces the traditional pair of
speakers with three elements, two compact
midrange/tweeter satellites and one low frequency
subwoofer system. This configuration makes it easy

to properly and inconspicuously place the system
within your listening room while offering superior

The RM 3000's satellites measure 7"H x 4 114"W "x 5 3/8"D and
are available in black matrix, gloss black piano or paintable white.

The subwoofer is /2 112"H x 20"W x 12 112"D and is available
with black wood grain sides and a black, mar -resistant top.

sonic performance.
The small satellites can be located on shelves,

mounted on a wall or placed on their own floor
stands. They are very attractive and yet small enough
to be hidden from view if desired.

The RM 3000 subwoofer is also small
enough to sit behind your furniture
and can be used on its side to fit

into tight spaces. And since it is
beautifully finished, it can be
used as a piece of furniture.

The Legendary
Sound of Polk

In the tradition of Polk
Audio, Matthew Polk and his
team of engineers were
determined to make the RM
3000 sound better than any
other speaker of its type.

Initial reactions have been
filled with superlatives

including Julian Hirsch of
Stereo Review magazine who says, "...they sound
excellent...spectral balance was excellent-smooth and
seamless.

Behind all these accolades is an impressive
technical story.

The Technical Side

The big sound of the RM 3000 is due, in part, to
the unique arrangement of the tweeter and midrange
elements. This "time aligned system" delivers the high
and mid frequencies at precisely the same instant.
The result is a clear, lifelike and expansive
presentation.

The cabinet materials selected for the satellites
are over four times as dense as typical enclosures.
The black matrix finish is a non -resonant polymer
aggregate (FOUNTAINHEAD®). The gloss black piano
and paintable white finishes are rigid ABS



Polk's PM 30(01Th 'peaker System
er.s..5 tits boo MC decor.

surrounding a mineral filled polypropylene inner
cabinet. Polk engineers have all but eliminated any
"singing" or resonating of the satellite enclosure. You
hear the effortless, free sound of a much larger system.

Most subwoofer systems look alike on the outside,
but the Polk is worlds apart on the inside. Utilizing
twin 6 1/21 drivers coupled to a 10 inch sub -bass

11111111.1611.11111.111.11

moi

For deep. well defined
bass. Polk uses twin
drivers coupled to a
sub -bass radiator.
Normally, one sub -
woofer system is used
for both channels. For
those desiring even
greater low frequency
performance, a second
subwoofer can he
added, one fed by the
left channel the other
by the right channel.

radiator, the bass is tight and well defined. There is
no tuned port to create "whistling" or "boominess"

of the bass frequencies.

You Have To Hear It To Believe It
You really won't believe how good the RM 3000

sounds until you hear it. We invite you to your
nearest authorized Polk dealer for a demonstration.
You'll hear sound as big as life...from a speaker you
can live with.

You'll hear the next generation of loudspeakers.

The Spealeer Specialist

5601 Metro Drive, Baltimore, MD 21215 (301)358-3600
CIRCLE NO. 35 ON READER SERVICE CARD
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WB 3000

RM 3000
Driver Complement
Satellite

One 31/2 inch (89 mm) driver
One Y4 inch (19 mm) tweeter
Subwoofer

Two 61/2 inch (166 mm) drivers
One 10 inch (255 mm) sub -bass radiators
Size (Inches)
Satellite
7H x 4VIW x 51/2D
(18 cm H x II cm W x 14 cm D)
Subwoofer

121/2 H x 2014W x 13 D
(32 cm H x 52 cm W x 33 cm D)
Overall Frequency Response of System

25 Hz -20.5 kHz
- 3dB Limits
42 Hz -18 kHz
Recommended Amplification
10-125 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
88 dB
Shipping Weight
46 lbs. total (21 kg.)

Available cabinet finishes: paintahle white, gloss piano black, and black matrix.

The PS 3000, Polkstand 3000, is 40"
high, the base measuring 11" wide by

12" deep. The PS 3000 is available in
a satin black finish.

The WB 3000, Wan Bracket
3000, measures 41/2" high and

rotates to any angle to provide nu-
merous placement options, including
wall and ceiling mounts. The brackets
are available in white and satin black
finishes.

PS 3000
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Today's New World

of Home Entertainment

In just the past couple of years, there has been a

remarkable number of new products that have
heightened the quality and widened the variety of
home entertainment. The development of the
compact disc has led to a significant improvement in
overall sound quality and convenience to the music
lover. Amplifiers have become more powerful and
pure. And, of course, Polk Audio has been setting
new standards for loudspeaker performance with a
wide range of innovative products.

Recently, bringing video and audio together as a
total entertainment concept has become an exciting
reality. Surround sound systems and sophisticated
home theater systems rival the experience of a live
concert or a night out at the movies.

High quality music systems and now in many
cases video systems are becoming an important part
of one's home environment. More and more people
are installing sound systems throughout several
rooms in their homes, in some cases creating one
centralized entertainment room from which other
rooms are supplied with music.

Wr
011E-1 S11:143.11L'S 37-01L1_ cart

To take full advantage of all these entertaining
offerings, an entirely new kind of high performance
loudspeaker system was developed by Polk Audio.

The Legendary Sound of Polk Can
Now Be Heard, Not Seen.

Polk Audio has introduced
a new generation of
loudspeakers. Loudspeakers
that, as always, live up to
Polk's reputation for sounding
remarkably like a live

performance. But this new

generation of loudspeakers is
The AB 900 subwoofer can be mounted almost invisibly in new or existing
construction. Only the small (3 I14"W x4 114"H) decorative grille is seen.

1:34a_rly

designed to he heard, not seen.
Polk's new Architectural Reference Built -In

Loudspeakers (AB Series), delivers superior sonic
performance without intruding on your living space.
Designed to be built-in to your walls and, if desired,
painted to match or complement any color of your
decor, the AB Series is the perfect solution to
delivering high quality sound throughout your home.

The Speakers May Be Hidden/But
You'll Recognize the Sound as Pure Polk.

Polk engineers set out to create a series of
loudspeakers that, while hidden from view, would
reproduce a dramatic sound stage with the energy and
depth of concert hall realism.



Even in the most basic of systems, the AB Series
provides quality bass reproduction. By choosing
models with additional midbass drivers or by adding
one or more subwoofer systems, one can achieve a

truly remarkable sound that dramatically recreates
the excitement of a live performance.

Ask Your Polk Dealer/Installer
for More Details

Polk's Architectural Reference Built -In
Loudspeakers have been designed for easy
installazion into existing structures as well as new
construction. Mary Polk dealers have created home
environment listening areas to demonstrate the
superior sound of the AB Series. Ask to listen to
these remarkable new lc udspeakers.

You'll hear but
may not see...the
next generation of
loudspeakers.

Polk's AB 700 Speaker System, built into this listening area. de
astonishing realism without phYsically intruding on the living ynat'

For each AB system, ambitious performance goals
were achieved. The open, 3 -dimensional sounc Liat
has become a hallmark of Polk is recognized instantly,
even in the smallest of systems. Nearly perfect h_gh-
frequency dispersion makes speaker placement less
critical, and a flat frequency response provides endless
listening without psychoacoustic fatigue.

Polk's superior components, including midbass
drivers featuring trilaminate polymer diaphragms and
hemispherical soft dome tweeters , set the AB systems
apart from any other built-in speakers currently
available. In the tradition of Polk Audio, each driver
benefits from extensive research and development using
the most sophisticated computer testing programs. As
always only the finest grade components and materials
are used to insure long term, trouble free operation.

The AB 700 requires a 9 314"H x 6 //4"W x 3"D cutout. The AB 800,
with two midbass drivers, requires a 15 112"11 x 6 /14"W x 3"D cutout.

The Speaker Specialist

5601 Metro Drive, Baltimore, MD 21215 (301)358-3600

CIRCLE NO. 35 ON READER SERVICE CARD



Driver Complement Satellites
One 21/2 inch (64 mm) driver
One 141 inch (19 mm) tweeter
Suhwoofer

Two 61/2 inch (165 mm) drivers
Overall Size (Inches) Satellites
61/2 H x 4W x 314 D
(165 nun H x 102 mm W x 95 nun D)
Suhwoofer
2114 H x 141/2 W x 31/2 D
(552 min H x 368 mm W x 98 mm 13)
Cut Out Size (Inches) Satellites
6 H x 31/2 W (152 nun H x 89 nun W)
Suhwoofer: Surface Mount
201/So H x 131/4 W (519 mm H x 333 mm W)
Flush Mount (Rough in Frame)

211/2 H x 141/2 W (553 mm H x 368 mm W)
Overall Frequency Response of System
25 Hz -20.5 kHz
- 3dB Limits
40 Hz -20 kHz
Recommended Amplification
10-150 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
88 dB
System Shipping Weight
45 lbs. (20.3 kg.)

AB 900

dinielM11111AB 500

Driver Complement

One I" (25 mm) Polk SL2000T silver coil dome
tweeter
Two 6W (165 mm) Polk MW 6512 trilaminate
polymer bass -midrange driver
Size

16W - H x 7W W (43 cm H x 18 cm W)
Cutout Size

1514"H x 61/4" W (39 cm H x 16 cm W)
Overall Frequency Response

26 Hz -26 kHz
- 3dB Limits
43 Hz -20 kHz
Recommended Amplification
10-150 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
91 dB
Shipping Weight
21 lbs./pair (5.5 kg.)

Driver Complement
One SW (133 mm) trilaminate polymer bass/
midrange driver
One W (19 mm) polymer dome tweeter
Size

61/2" W x 93/4" H (17 cm W x 25 cm H)
Cutout Size

W x 813/46" H (14 cm W x 22 cm H)
Overall Frequency Response

56 Hz -20 kHz
- 3dB Limits

70 Hz -I8 kHz
Recommended Amplification
10-100 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
89 dB
Shipping Weight
6 lbs. (2.7 kg.)

AB 800

Driver Complement
One 61/2 " (165 mm) Polk bilaminate bass -
midrange driver
One coaxial W' (19 mm) polymer dome tweeter
Size

IOW - H x 7W W (27 cm H x 18 cm W)
Cutout Size

914"H x 61/4" W (25 cm H x 16 cm W)
Overall Frequency Response

45 Hz -20 kHz
- 3dB Limits

65 Hz -I8 kHz
Recommended Amplification
10-100 watts/channel
Impedance

Compatible with 8 ohm outputs
Ef f enc
90 dB
Shipping Weight
81/2 lbs./pair (3.9 kg.)

Driver Complement

One 1" (25 mm) Polk SL2000T silver coil dome
tweeter
One 6W (165 mm) Polk MW 6512 trilaminate
polymer bass -midrange driver
Size

103/4" H x 7W W (27 cm H x 18 cm W)
Cutout Size
9Y4* H x 61/4" W (25 cm H x 16 cm W)
Overall Frequency Response
30 Hz -26 kHz
- 3dB Limits
55 Hz -20 kHz
Recommended Amplification
10-125 watts/channel
Impedance

Compatible with 8 ohm outputs
Efficiency
90 dB
Shipping Weight

13 lbs./pair (6 kg.)

AB 700

AB 820

Driver Complement

Two 6W (165 mm) Polk

trilaminate polymer bass
drivers
Size

1614"H x 71/4" W
(43 cm H x 18 cm W)

Cutout Size
15W H x 6W W (39 cm H x 16 cm W)
Overall Frequency Response
20 Hz -25 kHz
- 3dB Limits
35 Hz -I5 kHz
Recommended Amplification
10-150 watts/channel
Impedance
Compatible with 8 ohm outputs
Efficiency
91 dB
Shipping Weight
15 lbs./pair (6.8 kg.)
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WELCOME to the world's most com-
plete listing of stereo components and
accessories. In the following 200
pages, you'll find detailed informa-
tion on features, performance specifi-
cations, and prices.

The listings are divided into compo-
nent categories and ordered alpha-
betically by manufacturer. Within
each manufacturer's section, compo-
nents appear in descending order of
price.

Features and specifications have
been supplied by the manufacturers,
and they have not been verified by
STEREO REVIEW lab tests. We advise
you not to base purchasing decisions
on specs alone.

Note that all prices listed in this
guide are manufacturers' suggested
retail, or list, prices. Actual selling
prices vary from dealer to dealer.

For more information about prod-
ucts mentioned in this guide, contact
an authorized dealer or the manufac-
turer. Manufacturers' addresses and
telephone numbers are listed in the
directory beginning on page 23/. A
glossary of commonly used terms and
abbreviations begins on page 239.

STEREO BUYERS' GUIDE 1991 39



RECEIVERS

ACOUSTIC RESEARCH
X-07 70-W/ch Receiver
Infrared remote to control power, volume, tun-
ing, input selection, AR cassette -deck func-
tions and AR CD -player functions. Features
audio and video dubbing; close -tolerance met-
al -film resistors and film capacitors; concealed
bass, midrange, treble, balance, loudness,
mono, tape, VCR, tuning, and speaker -switching
controls; 8 AM/8 FM station presets; gold-plated
phono inputs. Inputs for MM phono: MC phono;
tape; AUX; CD player; VCR I; VCR 2; Tape I;
Tape 2; optional remote. Amp section: 70 con-
tinuous average W/ch from 20-20,000 Hz into 8
ohms with less than 0.03% THD, 80 W into 4
ohms; s/N 100 dBA. Tuner section: FM section
50 -dB quieting sens stereo 40µV (37.2 dBf); FM
s/N (at 65 dBf) 75 dB stereo, 80 dB mono; THD
stereo 0.3%; capture ratio 1.0 dB; AM rejection
60 dB; alt-ch sel 70 dB. 31/4 x 17x 151/2 in; 25.1
lb $800
RC -03. Remote control for the above $25

a/d/s/
R4 70-W/ch Receiver
Features alphanumeric display on front panel
indicating input source or received radio sta-
tion. Digital -synthesis tuner with 30 memory
presets for AM or FM stations; digital volume and
tone controls; optional remote control; RS -232
port allows control through personal computer;
optional remote capable of multiroom control.
Amp section: 70 W/ch into 8/4 ohms. <0.07%
THD: FR 20-20.000 Hz +0, -0.5 dB. Tuner sec-
tion: IHF sens 26 dBf stereo; signal strength for
50 -dB quieting 35 dBf stereo; capture ratio 1.5
dB: alt-ch sel 65 dB; max signal-to-noise ratio
75 dB mono. 70 dB stereo. 171/2 x 2'/4 x 143/4 in:
23 lb $1,000

RCI Unified Remote. For use with the above
and other a/d/s/ components $150

AIWA
AXR-005 260-W A/V Receiver
AM/FM receiver with wireless learning remote
control. Features Dolby Surround with 3 delay
times and 5 surround modes; quartz -synthesis
tuner with index tuning, 30 AM/FM station pre-
sets. 10 -key direct -access tuning; 7 -band graph-
ic to with 6 factory -preset EQ curves that can be
reprogrammed. 7 -band spectrum analyzer with
peak hold; 5 audio inputs, 3 S -video inputs;
loudness control; motor -driven volume control
with LED. Amp: (front) 120 W/ch min rms into 8
ohms from 20-20.000 Hz with <0.008% -rm.
(rear) 10 W/ch into 8 ohms at 1.000 Hz; S/N (IHF
66/IHF 78): MM phono 87/79 dBA, video/vop/
tape/DAT/CD 105/85 dBA. Tuner: usable sens
11.2 dBf; s/N 78 dB (stereo); THD 0.4% at 1.000
Hz (stereo); cap ratio 1.2 dB; alt-ch sel 65 dB at
300.000 Hz: stereo sep 45 dB at 1,000 Hz. 17 x
51/4 x 141/4 in: 21.2 lb $770

AXR-004 100-W/ch Surround -Sound Receiver
AM/FM receiver with wireless remote. Dolby
Surround with 3 delay times and 5 surround
modes; quartz -synthesis tuner with index tun-
ing, 30 AM/FM station presets, 10 -key direct-

access tuning; 7 -band graphic EQ with 6 preset
EQ curves. 7 -band spectrum analyzer with peak
hold; loudness control; motor -driven volume
control with LED; 5 audio inputs. 2 S -video
inputs. Amp: (front) 100 W/ch min rms into 8
ohms from 20-20,000 Hz with <0.03% THD,
(rear) 10 W/ch into 8 ohms at 1,000 Hz; s/N (UHF
66/UHF 78): MM phono 87/79 dBA, video/voP/
tape/DAT/CD 105/85 dBA. Tuner: 50 -dB quiet-
ing sens 38.3 dBf (stereo); S/N 74 dB (stereo);
THD 0.5% at 1.000 Hz (stereo); cap ratio 1.2 dB;
alt-ch sel 60 dB at 400,000 Hz. 17 x 51/4 x 141/4 in;
21 lb $550

AXR-002 55-W/ch Surround -Sound Receiver
AM/FM receiver with wireless remote. Features
quartz -synthesis tuner with index tuning, 30AM/
FM station presets, 10 -key direct -access tuning;
5 -band graphic EQ with 6 preset EQ curves that
can be reprogrammed. 5 -band spectrum analyz-
er with peak hold; loudness control; motorized
volume control with LED; 5 audio inputs. 2 S-

video inputs. Amp: (front) 55 W/ch min rms
into 8 ohms from 20-20.000 Hz with <0.08%
THD; S/N 66/IHF 78): MM phono 74/72 dBA,
video/vDP/tape/DAT/CD 100/80 dBA. Tuner:
50 -dB quieting sens 38.3 dBf (stereo); s/N 74 dB
(stereo); THD 0.5% at 1.000 Hz (stereo); cap
ratio 1.2 dB; alt-ch sel 60 dB at 400,000 Hz. 17 x
51/N x 111/4 in; 14.8 lb $440

BANG & OLUFSEN
Beomaster 6500 50-W/ch Receiver
Integrates with Beosystem 6500. AM/FM receiv-
er with master control panel. Features frequen-
cy -synthesis tuning. Multiroom capability with
Beolink 7000 AN infrared system controller;
powerlink connectors supply audio and digital
data for B&O's Beolab powered speakers; 20
station presets. Amp: 50 W/ch rms into 8 ohms
from 20-20.000 Hz ± 1.5 dB with <0.09% THD;
IM <0.1%; sir.' 78 dBA (phono). 80 dBA (tape).
Tuner: 50 -dB quieting sens 40 dBf; S/N 70 dB;
THD 0.2%; UM 0.1%; cap ratio 1.7 dB; adj-ch sel
10 dB; alt-ch sel 70 dB; AM rej 57 dB; ch sep 45

dB. 161/2 x 3 x 121/4 in; 19.3 lb. White/black with
polished aluminum $2,220

Beomaster 4500 20-W/ch Receiver
Remote controlled with Beolink 1000 terminal;
digital tuner with 20 AM/FM presets; multiroom
capability; optional wall mounting brackets;
programmable volume and tone levels; pro-
grammable inputs; integrates with B&O video
products. Black and silver finish. Amp: FR 20-
20,000 Hz. ± 1.5 dB; THD <0.1%; S/N >77 dB.
FM tuner 50 -dB quieting sens 19 dBf mono. 40
dBf stereo; FR 20-15.000 Hz. ± 1.0 dB; siN 65
dBf: cap ratio 1.7 dB. 241/4 x 23/4 x in; 15 lb, 6
OZ $1,098

CARRERA
CR-2530 30-W/ch Receiver
AM/FM receiver featuring headphone jack with
level control. Amp: FR 20-20,000 Hz; THD
0.25%. Tuner: 38 dBf stereo; cap ratio 1.7; alt-
ch sel 58 dB. 13 lb $200

CR-2300 2S-W/ch Receiver
AM/FM receiver featuring headphone jack with
level control. Amp: FR 40-20,000 Hz; THD 0.5%.
Tuner: 41 dBf stereo; cap ratio 2; alt-ch sel 50
dB. 121/2 lb $150

CARVER
HR -772 140-W/ch Receiver
AM/FM receiver with wireless remote and Sonic
Holography. Features asymmetrical charge -
coupled FM circuitry. 20 AM/FM station presets;
auto scan/manual tuning; signal -strength indi-
cator; 3 audio inputs; 2 video inputs; I video
output; dual tape inputs with dubbing; source -
direct bypass; loudness equalization; motor-
ized volume control; pre -out jacks; headphone
monitor jack; 27 -button remote control. Amp:
FR 20-20,000 Hz; THD 0.1%; S/N 90 db. Tuner:
UHF sens 11.3 dBf mono; cap ratio 1.5; alt-ch sel
72 dB. 19 x 51/2 x 18 in $800

HR -752 100-W/ch Surround -Sound Receiver
AM/FM receiver with wireless remote and Sonic
Holography. Features asymmetrical charge-

coupled FM circuitry; magnetic -field amplifier
section. A/B speaker outputs; matrix surround-

sound synthesizer. 20 AM/FM presets with preset
scan; 5 audio inputs; CD direct; motorized
volume control; 3 -band tone controls; pre/main
outputs. 100 W/ch; THD 0.5%; sin] 85 dB phono.
78 dB stereo; cap ratio 1.5; THD FM stereo THD
0.2%; alt-ch sel 52 dB; 35 lb $650

HR -722 60-W/ch Receiver
AM/FM receiver with wireless remote and Sonic
Holography. Features asymmetrical charge-
couped FM circuitry; magnetic field amplifier
section. 20 AM/FM presets with preset scan; 5
audio inputs; CD direct; motorized volume
control; A/B speaker outputs; 3 -band tone con-
trols; dual tape inputs with dubbing. 60 W/ch;
THD 0.5%; s/N 85 dB phono. 78 dB stereo; cap
ratio 1.5; alt-ch sel 52 dB; 35 lb $550

DENON
DRA-1025RA 125-W/ch Receiver
AM/FM receiver featuring optical Class A cir-
cuitry; video section provides Simul-Cast
copy and simulated stereo circuit; FM tuner
has switchable IF bandwidth. speaker se-
lector; variable loudness control; separate in-
put and rec out selectors; pre-out/main-in
jacks; 7 audio inputs plus tuner, 3 video inputs;
16 -station random preset memory; last -station
memory; seek, preset scan and manual step
tuning; integral system remote control. FR 20-
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50,000 Hz ± 1.5 dB; sir( (line) 103 dB, (MM) 92
dB, (Mc) 75 dB. FM: cap ratio 1.2 dB; S/N
(stereo) 82 dB: THD (stereo) 0.07% .... $1,000
DRA-825RA. Similar to above, 90 W/ch $800

AVR-1010 4/6 -Channel A/V Receiver
Six-channel/four-channel Dolby Pro Logic sur-
round -sound AN receiver with bridgeable chan-
nels. 4 Dolby modes for video, and 3 modes for
audio or video sources; adjustable digital delay
(0 to 40 msec in 5 msec steps.) 5 video ins, 3
video outs; 4 video ins, 3 video outs; 9 audio
ins, 7 audio outs; front -panel inputs: 16 presets;
last -station memory; mono subwoofer output;
programmable remote. 6-ch mode: 100 W/ch
front, 35 W/ch rear. 35 W/ch center: 4-ch mode:
70 W/ch center, 100 W/ch rear. FM section:
stereo 50 dB sens; s/N 75 dB: stereo THD 0.2%.
AM section: s/N 50 dB $1,000

DRA-625RA 65-W/ch Receiver
AM/FM receiver with integral system remote
control. Features variable loudness EQ; pre -out
jacks; 3 -way speaker terminals; 16 presets; last -
channel memory. THD 0.0095%; IM 0.025%; FR
20-50,000 Hz ± 1.5dB; S/N: phono 88 dB, FM 82
dB, CD/tuner/tape 98 dB $500

DRA-435R 55-W/ch A/V Receiver
AM/FM receiver featuring oversized power trans-
former. Electronic switching; bass -equalizer
circuit. Variable loudness control; 16 presets;
last -station memory; video and VCR terminals.
FR 20-50,000 Hz ± 1.5 dB; s/N (line) 95 dB, (MM)
78 dB. FM section: capture ratio 1.5 dB; s
(stereo) 78 dBA; THD (stereo) 0.15%; usable
sens 18 µV; s/N 55 dB $350
DRA-335R. As above, no video section $270

FISHER
RS627B 100-W/ch Receiver
AM/FM receiver with Class All circuitry. Quartz
PLL-synthesis tuner; 24 presets; FM mute;
source -direct switch; CD -record switch; re-
mote -controlled volume; 5 -band graphic EQ.
Remote control. 100 W/ch min rms into 8 ohms;
FR 20-20,000 Hz; THD <0.05%; s/N 55 dB . $500

RS625B 120-W/ch Receiver
AM/FM receiver with remote control. Features 5 -
band graphic EQ; 24-AM/FM presets; autoscan
tuning; FM muting; loudness switch; FL display.
120 W/ch rms into 8 ohms; FR 20-20,000 Hz;
mo<0.09,%, $450

RS615B 60-W/ch Receiver
AM/FM receiver with remote control. Features 5 -
band graphic EQ; 24-AM/FM presets; autoscan
tuning; FM muting; loudness switch; FL display.
60 W/ch rms into 8 ohms; FR 20-20,000 Hz;
THD<0.09% $350

RS605B 40-W/ch Receiver
Features 5 -band graphic EQ; 24 AM/FM presets;
autoscan tuning; FM muting; loudness switch;
FL display. 40 W/ch rms into 8 ohms; FR 20-
20.000 Hz: Tim <0.09% $250

HARMAN KARDON
All receivers feature a digital -synthesis, quartz -
locking AM/FM tuner with seek tuning and a
remote control.

hk990 Vxi 90-W/ch Receiver
Features 18-AM/FM presets; dual tape and A/V
monitors; high-level CD inputs; external pro-
cessor jacks; mc head amp; subsonic filter;
tape -copy selector. Amp: 90 W/ch cont avg into
8 ohms with <0.08% THD; s/N 98 dB. Tuner: 50 -
dB quieting sens 36 dBf; AM rej 55 dB; cap ratio
1.0 dB: adj-/alt-ch sel 30/80 dB $1,099

hk880 Vxi 60-W/ch Receiver
Features 18-AM/FM presets; two AN tape moni-
tors; high-level CD inputs; external processor
jacks; subsonic filter; tape copy selector. Amp:
60 W/ch cont avg into 8 ohms with <0.08% THD;
s/N 98 dB. Tuner: 50 -dB quieting sens 36 dBf;
AM rej 55 dB; cap ratio 1.0 dB $799

hk3500 50-W/ch Receiver
Features 16 AM/FM presets; 2 tape monitors;
high-level CD. video, aux inputs; subwoofer
output; 7 -way tape -copy selector. Amp: 50 W/
ch cont avg into 8 ohms with <0.09% THD $619

hk3400 35-W/ch Receiver
Features 16 AM/FM presets; 2 tape monitors;
high-level CD. video inputs; subwoofer output
with level control. Amp: 35W/ch cont avg into 8
ohms with >0.09% THD $449

hk3300 25-W/ch Receiver
16 AM/FM presets; 2 tape monitors; high-level
CD, video inputs; subwoofer output. Amp:
25W/ch cont avg into 8 ohms with <0.09%
THD $329

Jvc
RX1010VTN 120-W/ch A/V Receiver
AM/FM receiver featuring Dolby Pro Logic with
adjustable digital delay. Features 3 A/V inputs; 5
inputs/3 outputs; digital tuning with 40 AM/FM
presets; 7 -band graphic EQ; 10 EQ presets; mc
and MM phono inputs; FL display; programma-
ble AN remote with LCD. 120 W/ch with 0.007%
THD into 8 ohms $1,500
RX903VBK. Similar to above. 100 W/ch . $950
RX803VBK. Similar to above. 120 W/ch; 2 AN
input/outputs; 4 inputs/2 outputs for phono,
CD. and 2 tapes $620
RX703VBK. Similar to above. 100 W/ch $500
RX503BK. Similar to above. 80 W/ch; without
A/V input/outputs $360
RX403BK. Similar to above. 60 W,ch; 5 -band
graphic EQ $320
RX302BK. As above, no remote control $255
RX201BK. As above. 40 W/ch; no EQ $230

KENWOOD
KR -V9020 130-W/ch A/V Receiver
4-ch A/V receiver with 130 W/ch front and 20 W/
ch rear, 7 -band graphic EQ/spectrum analyzer.
and video dubbing. Dolby Pro Logic circuitry,
test -tone, center channel, and rear preouts.
Adjustable digital delay; programmable re-
mote; 4 video inputs; 20-AM/FM presets; 10-EQ
presets; on screen display; digital input. FR 10-
100,000 Hz +0, -3 dB; mu 0.008%; srisi 100
dB. 50 -dB quieting sens 37.2 dBf stereo; AM rej
57 dB; cap ratio 1.2 dB $850

KR -V8020 100-W/ch A/V Receiver
4-ch AN receiver with 100 W/ch front and 20 W/
ch rear, 7 -band graphic EQ. and video dubbing.
Dolby Surround. Theater Hall surround -sound
modes. Remote control. 3 video inputs; rear
preouts; 20-AM/FM presets; 10-EQ presets; digital
input. FR 10-100,000 Hz +0. -3 dB; THD
0.008%; S/N 100 dB. 50 -dB quieting sens 37.2
dBf stereo; AM rej 57 dB; cap ratio 1.2 dB $679

KR -V7020 100-W/ch A/V Receiver
4-ch AN receiver with 100 W/ch front and 15 W/
ch rear, and video dubbing. Dolby Surround
and digital -delay modes. 2 video inputs; rear
preouts; 30 AM/FM presets. Remote control. FR
10-50.000 Hz +0. -3 dB; THD 0.06%; s/N 100
dB. 50 -dB quieting sens 38.2 dBf stereo; AM
rejection 65 dB; cap ratio 2.0 dB $499

KR -V6020 70-W/ch A/V Receiver
4-ch ,vv receiver with 70 W/ch front and 5 W/ch

rear. Dolby Surround and digital -delay modes.
Remote control; 2 video inputs; 30 AM/FM pre-
sets. FR 10-50,000 Hz +0, -3 dB; total har-
monic distortion 0.08%; signal-to-noise ratio
100 dB. 50 -dB quieting sens 38.2 dBf stereo; AM
rej 65 dB; cap ratio 2.0 dB $399

KR -A5520 100-W/ch Receiver
Features remote control; 30 AM/FM station/name
presets. FR 10-50,000 Hz +0. -3 dB; THD
0.06%; s/N 100 dB. 50 -dB quieting sens 38.2 dBf
stereo; AM rej 65 dB; cap ratio 2.0 dB .... $399

KR -A5020 60-W/ch Receiver
Features remote control; 30 AM/FM presets; 2
video -sound inputs. FR 10-50.000 Hz +0, -3
dB; THD 0.01%; S/N 100 dB. 50 -dB quieting sens
38.2 dBf stereo; AM rej 65 dB $299

KR -A4020 40-W/ch Receiver
Features 30 AM/FM presets; electronic input se-
lectors; preset scan; auto and manual tuning. FR
10-50,000 Hz +0, -3 dB; THD 0.01%; S/N 100
dB. 50 -dB quieting sens 38.2 dBf stereo; AM rej
65 dB; cap ratio 2.0 dB; sel 53 dB at 400 Hz$229

LUXMAN
R-117 160-W/Ch AM/FM Receiver
Receiver with system remote control. Dual -
gate MOSFET FM front end; Duo -Beta dual feed-
back -loop amp circuitry. 20 AM/FM presets; ca-
ble FM tine tuning; CD -direct. 3 video, mmimc-
phono inputs; subsonic filter; FM IF -bandwidth
selector; pre-out/main-in and signal -processor
jacks. Amp: 160 W/ch from 20-20,000 Hz into 8
ohms with 0.03% THD; S/N: MC 70 dB, MM 88 dB,
CD/tape/video 100 dB; IM 0.03%. FM section:
50 -dB quieting sens 36.6 dBf (stereo); alt-ch sel
75 dB (narrow IF). AM section: s/N 50 dB $1,200
R-115. Similar to above except 75 W/ch; 2 video
inputs; no mc phono input. s/N: phono 88 dB.
CD/tape/video 98 dB. 25.5 lb $850
R-114. Similar to above except 50 W/ch into 2
ohms. Remote also compatible DC -I13 CD
changer, DC -I 14 CD changer and K -110W dual
cassette deck $550
R-113. Similar to above except 35 W/ch, no
remote control. THD 0.08% $400

MARANTZ
RS2253CB 50-W/ch Receiver
Features surround -sound capability; uniphase
circuit design; remote control $250

RS 2252CB 25-W/ch Receiver
Features relay speaker switching; ultra -low -
noise phono/FM circuitry; remote control . $200

Century Collection

RS 3559 125-W/ch A/V Receiver
Five amplifiers and remote. Dolby Surround; 6 -
sector display; CD direct; 10 -channel AM/FM
memory; 30 presets; 3 video inputs.... $1,000

RS 3557 100-W/ch A/V Receiver
Four amplifiers and remote. Dolby Surround;
10 -channel FM memory; 30 presets; 3 video
inputs $700

RS 3555 50-W/ch Receiver
Four independent amplifiers and remote. Fea-
tures CD direct; 2 -color display; station charac-
ter generator $500

McINTOSH
MAC 4300V 100-W/ch Receiver
Features MPX filter; 6 AM/FM station presets;
signal -strength indicator; loudness control; I.
2, and I +2 speaker selector; 5 -band equalizer;
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scan; headphone jack; remote control. Amp:
THD 0.02%; IM 0.02%; FR 20-20,000 Hz +0,
-0.5 dB; SN 100 dBA. Tuner: s/N 75 dB stereo:
FR 20-15,000 Hz +0, - 1.0 dB stereo; THD
0.08% at 1.000 Hz. 181/2 x 6 x 14 in;
34.5 lb $2,995

MAC 4280 75-W/ch Receiver
Features MPX filter: 5 AM/FM station presets;
signal -strength indicator; Power Guard circuit;
I. 2. and 1 +2 speaker selector; 3 -band equaliz-
er; scan; headphone jack. Amp: THD 0.03%; IM
0.03%; FR 20-20,000 Hz +0. -0.5 dB; 100
dBA. Tuner: s/N 75 dB stereo; FR 20-15,000 Hz,
+0.5 dB stereo; nu, 0.1% at 1,000 Hz. 181/4 x
51/4 x 151/2 in; 25 lb $1,995
MAC 4275. Similar to the above; without re-
mote control $2,099

MITSUBISHI
M -R8010 125-W/ch A/V Receiver
AM/FM receiver with Dolby Pro Logic Stadium.
Club, and Theater Surround. On -screen menus;
subsonic and high -cut filters. 16 AM/FM presets;
programmable remote; clipping indicator; cen-
ter channel outputs; preamp connections; 6 A/V
inputs. I monitor, and 2 audio tape outputs. FR
20-20,000 Hz: THD 0.05%; s/N 80 dB ... $1,299

M -R7020 80-W/ch AN Receiver
AM/FM receiver with on -screen menus. Subsonic
and high -cut filters. 16 AM/FM presets; program-
mable remote; low-level surround and center -

channel outputs; preamp connections; 6 A/V
inputs (including S -VHS); monitor, audio/video
tape outputs; phono inpu". FR 20-20,000 Hz;
THD 0.05%; S/N 80 dB $999

M -R8010 80-W/ch A/V Receiver
AM/FM receiver with 16 AM/FM presets. Subsonic
and high -cut filters; programmable remote;
preamp connections; 6 AN inputs. 1 phono in-
put; I monitor, surround output. FR 20-20,000
Hz; THD 0.05%; siN 80 dB $700

NAD
Model 7400 Monitor Series 100-W/ch Receiver
Bridgeable AM/FM stereo receiver with power-

envelope circuitry. Features soft -clipping cir-
cuit. 14 random AM/FM presets; mtamc switch on
discrete 4 -transistor phono preamp; semipara-
metric tone controls; bass EQ; preamp out/main
in. 100 W/ch rms; + 5.7 dB dynamic headroom.
Rack mountable $999

Model 7100X Monitor Series 60-W/ch Receiver
Bridgeable AM/FM stereo receiver with power-
envelope circuitry. Features soft -clipping cir-
cuit. 14 random AM/FM pre-sets; MM/MC switch
on discrete 4 transistor phono preamp; bass EQ:
preamp out/main in; remote control. 50 W/ch
rms $749

Model 7000 Monitor Series 40-W/ch Receiver
AM/FM stereo receiver with power -envelope cir-
cuitry. Features soft -clipping circuit. 14 ran-
dom AM/FM presets; mmtmc switch on discrete 4
transistor phono preamp; bass EQ; pre -out/
main -in. 40-W/ch rms. Rack mountable .. $579

Model 7240PE 40-W/ch Receiver
AM/FM receiver featuring soft -clipping circuit;
high -current output stage; low -noise phono pre -
amp. Speaker imp selector; bass EQ. 40 W/ch
rms; +6 dB dynamic headroom $479

Model 7225PE 20-W/ch Receiver
AM/FM receiver featuring power -envelope cir-
cuitry; soft -clipping circuitry. Preamp out/main
in; bass EQ; 5 -way speaker binding posts. 20 W/
ch rms; + 4.4 dB dynamic headroom .... $329

NAKAMICHI
TA -4A 100-W/ch A/V Receiver
Features Stasis power amplifiers (two internal
amplifiers for high/low impedance source).
Multiregulated isolated -ground power supply;
four high -Q twin-varicap diode tuner: FET dif-
ferential preamp. Tone, variable loudness and
mute controls; MM/MC phono preamp with de-
featable subsonic filter; quartz-pn tuner with
10 presets; 5 audio and 3 video inputs; system
remote control with multiroom expansion capa-
bility. Amp: 100 W/ch cont avg into 8 ohms; FR
20-20.000 Hz +0.5 dB; THD <0.1% at 20-20,000
Hz; s/N >100 dB. Tuner: 50 -dB quieting sens
37.5 dBf stereo; cap ratio 2.0 dB; alt-ch sel 65
dB. 17 x 5 x 1454 in; 33 lb $1,295

Receiver) 80-W/ch Receiver
Features Harmonic Time Alignment (HTA)
amplifier circuitry. Isolated -ground topology;
multiregulated power supply; wide -bandwidth
video buffer amp; quartz -locked frequency -
synthesis PLE tuner: dual -gate mosFE-r; ceramic
resonator multiplex section; isolation buffer at
output stage of tuner section. System remote
control; multiroom control capability; motor -
driven volume control; pre-out/main-in jacks;
10 FM/AM station presets; remote A/B speaker
selection capability; 3 video inputs, 2 video
outputs. FR 20-20,000 Hz +0. -0.5 dB; S'N
>100 dB; THD <0.1%; 50 -dB quieting sens

, (mono) 14.7 dBf, (stereo) 37.5 dBf. 17 x 4 x 141/2
in; 24.25 lb $899

Receiver2 55-W/ch Receiver
Features Harmonic Time Alignment (ITA)
amplifier circuitry. Isolated -ground topology;
multiregulated power supply; quartz -locked
frequency -synthesis PLL tuner: dual -gate mos.
FET; isolation buffer at output stage of tuner
section. System remote control; multiroom
control capability; motorized volume control;
pre-out/main-in jacks; 10 FM/AM station presets;
remote A/a speaker selection. FR 20-20,000 Hz
+ 0, - 0.5 dB; s/N >100 dB; THD <0.1%; 50 -dB
quieting sens (mono) 15.7 dBf, (stereo) 38.5
dBf; cap ratio 2.0 dB. 17 x 4 x 141/2 in .... $599

Receiver3 37-W/ch Receiver
Features isolated -ground topology; multiregv-
lated power supply; quartz -locked frequency-
synthesis PLL tuner: dual -gate MOSFET. System
remote control; multiroom control capability;
motorized volume control; pre -out jacks; 10 FM/
AM station presets. FR 20-20.000 Hz +0. -0.5
dB; s/N >98 dB; THD <0.1%; 50 -dB quieting
sens (mono) 15.7 dBf, (stereo) 38.5 dBf; cap
ratio 2.0 dB. 17 x4 x 107/s in $349

ONKYO
TX-SV90 PRO 550-W AN Receiver
5 low -imp -drive amp sections. discrete outputs.
Features Dolby Pro Logic decoder; additional
hall and matrix surround modes; adjustable
digital delay; 20 random-access presets with
battery -free backup; cable fine tuning (25,000
Hz steps); S -video connectors; front -panel
camcorder inputs; simulated stereo; dynamic
bass expander; RI remote compatible with sup-
plied programmable control $1,100

TX-SV70 PRO 315-W AN Receiver
5 low -imp -drive amp sections and discrete out-
puts. 85 W/ch front. 85 W center. 30 W/ch rear.
Features Dolby Pro Logic; hall and matrix
surround modes; Dolby 3 -channel sound pro-
cessor; room -to -room capability; on -screen
display; 6 audio -input and 4 video -input selec-
tors; simulated stereo; adjustable digital delay:
30 -station random-access tuning; 10 -key direct -

access tuning; classified memory scan; FM mute

switch and tuning level switch; headphone
jack; front .vv input terminal; 5 -way binding
post speaker terminals: sleep timer; RI remote
compatible; universal programmable re-
mote $900

TX-SV50 PRO 200-W A/V Receiver
Low -impedance -drive amp sections. discrete
outputs. 70 W/ch front. 30 W/ch rear. Features
Dolby Pro Logic; hall and matrix surround
modes; room -to -room capability; 6 audio -input
and 3 video -input selectors; adjustable digital
delay; pre -out jack for center output; 30 -station
random-access tuning; classified memory scan;
FM -mute switch and tuning -level switch; head-
phone jack; 5 -way binding -post speaker termi-
nals; sleep timer; RI remote compatible; uni-
versal programmable remote controller
included $750

TX -866 80-W/ch Receiver
Low -impedance -drive amp sections. discrete
outputs. Features 4 mode APR (Autonatic Pre-
cision Reception) tuner section; 40 random-
access presets with battery -free backup; 6 -cate-
gory classified memory scan; room -to -room
remote -control capability; selective tone con-
trol; simulated stereo; dynamic bass expander:
10 -key direct -station tuning; sleep timer; stereo
image expander pre-out/main-in jacks; RI re-
mote compatible with supplied controller. Can
be used with HR -10W and HE-50AC multiple -
room accessories. 80 W/ch rms into 8 ohms$480

TX -844 60-W/ch Receiver
Low -impedance -drive discrete outputs. Fea-
tures 3 mode APR (Automatic Precision Recep-
tion) tuner section; 40 random-access presets
with battery -free backup; 6 -category classified
memory scan; room -to -room remote -control
capability; selective tone control; simulated
stereo; 10 -key direct -station tuning; sleep tim-
er; RI remote compatible with supplied control-
ler. Can be used with HR -10W. HE -10, and
HE-50AC multiple -room accessories. 60 W/ch
into 8 ohms $350

TX -822 50-W/ch Receiver
2 -mode APR (Automatic Precision Reception)
tuner section; 30 -random access presets with
battery -free backup; high -density fluorescent
display; loudness control; tape dubbing; RI
remote compatible with supplied controller. 50
W/ch into 8 ohms $250

TX -811 40-W/ch Receiver
2 -mode APR (Automatic Precision Reception)
tuner section; 30 random-access presets with
battery -free backup; high -density fluorescent
display; loudness control; tape dubbing. 40 W/
ch into 8 ohms $200

Integra Series

Integra TX -890 I25-W/Ch Receiver
Discrete output circuitry and low -impedance
drive capability. Features FM tuner with 5 -mode
APR (Automatic Precision Reception) system
to improve reception: A/B antenna, RF (distant/
local). IF bandwidth (wide/narrow/S-narrow).
hi -blend (on/off), and stereo/mono; dual FM an-
tenna inputs. 20 station presets with battery -
free backup; cable FM fine cunning (25 kHz
steps); dynamic bass expander; selective tone
control with 50 -Hz boost; digital input; MM/MC
phono inputs; rec out selector; sleep timer; pre-
out/main-in jacks; RI remote compatible. Con-
troller and side panels included. 125 W/ch min
rms into 8 ohms; dynamic power 380 W/ch into
2 ohms $820
Integra TX -890M. Same as above except RC-
AV2OM programmable remote control replaces
audio -only controller $880
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Integra TX -870 105-W/ch Receiver
Discrete output circuitry and low -impedance
drive capability. Features AM/FM tuner with 4 -
mode APR (Automatic Precision Reception)
system: distant/local, IF bandwidth (wide/nar-
row). hi -blend (on/off), and stereo/mono. 20
station presets with battery -free backup; selec-
tive tone control with 50 -Hz boost; cable FM
fine tuning (25 kHz steps); digital input; simu-
lated -stereo processor; video dubbing; alter-
nate audio dubbing: sleep timer; pre-out/main-
in jacks; RI remote compatible. Controller
included. 105 W/ch min rms into 8 ohms; dy-
namic power 310 W/ch into 2 ohms $680
Integra TX -870M. Same as above except RC-
AV2OM programmable remote control replaces
audio -only controller $740

OPTIMUS BY RADIO SHACK
STAV-3200 100-W/ch A/V Receiver
AM/FM receiver. Features Dolby Surround: digi-
tal -synthesis tuner; protection circuits; sub fil-
ter button. 30 station presets; two-way tape
dubbing while listening to another source; vid-
eo -dubbing button; mono/FM mute off button;
alphanumeric display for preset memory num-
ber, radio frequency, program source, signal
strength. 100 W/ch rms into 8 ohms from 20-
20.000 Hz with no more than 0.05% THD; FR 20-
20,000 Hz ± I dB; S/N 85 dB, phono, 95 dB,
aux. Tuner: AM IF rej 60 dB; FM IHF sens 1.7 µV
at 3% Too; cap ratio 2.5 dB; sini 72 dB. 171/4 x 5'/s
x 15 in; 26.25 lbs $500

STAV-3100 100-W/ch A/V Receiver
AM/FM receiver. Features digital -synthesis tun-
ing; protection circuits; subfilter button. 30 sta-
tion presets; two-way tape dubbing while lis-
tening to another source; video -dubbing
button; mono/FM mute off button: alphanumer-
ic display for preset memory number, radio
frequency, program source, signal strength. 100
W/ch rms into 8 ohms from 20-20,000 Hz. with
no more than 0.05% THD; FR 20-20,000 Hz ± I
dB; sns 85 dB. phono, 95 dB, aux. Tuner: AM IF
rej 40 dB; FM IHF sens 1.7 µV at 3% THD; cap
ratio 2.5 dB; sisi 72 dB. 171/4 x 5'/s x 15 in; 23.4
lbs $450

STAV-3000 100-W/ch A/V Receiver
AM/FM receiver. Features digital -synthesis tun-
ing; protection circuits; subfilter button. 8 pre-
set buttons with 8 AM/16 FM presets; two-way
tape dubbing while listening to another source:
video -dubbing button; mono/FM mute off but-
ton. 100 W/ch rms into 8 ohms from 20-20.000
Hz, with no more than 0.05% Top; FR 20-20.000
Hz ± 1 dB; sirr 85 dB, phono, 95 dB, aux.
Tuner: AM IF rej 60 dB; FM IHF sens 1.7 µV at 3%
-rim; cap ratio 2.5 dB; sit4 72 dB. 171/4 x 5'/s x 15
in; 23% lbs $400

STAV-2160 100.W/ch AN Receiver
AM/FM receiver. Features digital -synthesis tun-
ing; protection circuit. 8 Am/16 FM presets; pow-
er -output meter. 100 W/ch rms into 8 ohms
from 40-20,000 Hz, with no more than 0.3%
THD; FR 20-20,000 Hz ± I dB; sm 85 dB, phono.
100 dB, aux. Tuner section: AM IF rej 35 dB at
600 Hz; FM IHF sensitivity 1.7 µV at 3% THD;
capture ratio 2.5 dB; sits 70 dB. 161/4 x 4% x 14
in; 19.9 lb $340

STAV-20 5-W/ch Portable Receiver
AM/FM receiver. Features Er) switch to provide
uniform output at low frequencies. CD/tape
input jack for portable CD player; tape -out
jacks; tuned indicator shows when strongest
signal is received. 5 W/ch rms into 8 ohms from
40-20,000 Hz with no more than 0.05% THD; S/N
70 dB; FR 20-20,000 Hz ± 1.5 dB. Tuner: EM IHF
sens 450 µV/m at 10% IHF; S/N 37 dB $130

PHILIPS
FR 980 125-W/ch AN Receiver
4-ch A/V receiver with Dolby Surround. Fea-
tures surround mode with matrix, spatial, ste-
reo, mono; digital -synthesis AM/FM tuner with
19 presets; 7 -band graphic EQ with programma-
ble acoustic memory; dual motorized volume
control; record selector with parallel recording
capability; MM or mc phono settings; ambience -
control switch; 9 audio inputs; 4 audio outputs;
4 video inputs; 3 video outputs; AM and FM
antennas: headphone jack; function display;
preset scanning function for AM/FM tuner. 50 -
key universal A/v remote with LCD display. 125
W/ch (front); 15 W/ch (rear); S/N 75 dB; THD
0.1%. 167/N x 4% x 151/4 in: 35 lb $999

FR -70 70-W/ch Receiver
Features discrete output transistors. 39 -key re-
mote controls all Philips -rv's and selects vco's;
dual F -type FM input connectors; subsonic filter
built into phono preamp section; audio inputs
for phono, CD. tape. -rv, CDV, VCR; audio out-
puts for tape and VCR; video inputs for Tv. coy
and VCR; and video outputs for VCR and TV
monitor; 30 random presets and memo scan;
auto scan; preset scan; optional sleep timerS499
FR -60. Similar to above, 60 W/ch $399
FR -50. Similar to above, 50 W/ch $299

PIONEER
VSX-DIS 380.W AN Receiver
Mode A: 130 W/ch into 8 ohms from 20-20,000
Hz with <0.005% THD, 40 W/ch at 8 ohms,
1,000 Hz with 0.08% THD (rear and center).
Mode B: 70 W/ch at 8 ohms from 20-20,000 Hz
with <0.005%THD( front and rear), 40 W/ch at 8
ohms, 1,000 Hz with 0.08% THD (rear). Features
two digital signal processors; Dolby Pro Logic
surround with digital processing and auto input
balance; 5 digitally simulated sound fields; ad-
justable delay time. Multiroom/source capable
with optional MR -100; 2 center mono outputs;
full -mode recording selector: source -direct
switch; remote: 6 video inputs; video adaptor
loop; 5 audio inputs; split-screen video en-
hancer, with five preset levels in memory; S -
video terminal; 30 AM/FM presets; HITS (Hyper
Intelligent Tuning System) with ID's for 30
stations; custom memory tuning: motorized
volume control; auto dimmer; preamp-output/
power -input terminals (front, rear, center); A/V
inputs for VCR -3 on front -panel; 120/90/60/30 -
minute sleep timer. 16% x 6% x 18 in; 32
lb SI ,350

VSX-9700S 370-W A/V Receiver
125 W/ch at 8 ohms from 20-20,000 Hz with
<0.005% THD (front), 40 W/ch at 8 ohms, 1,000
Hz with 0.08% THD (center and rear). Features
Dolby Pro Logic surround with digital delay
(15/20/30 -µsec switchable) and auto input bal-
ance; stadium and simulated surround. Multi-
room/source capable with optional MR -100;
VCR -I record selector; programmable remote;
6 video inputs; video adaptor loop; 5 audio
inputs; split-screen video enhancer; S -video
terminal; acoustic memory; 30 AM/FM presets;
HITS (Hyper Intelligent Tuning System) with
ID'S for 30 stations; motor -driven volume con-
trol; auto dimmer; preamp-output/power-input
terminals (front, rear, center); remote-settable
60/30 -minute sleep timer; speaker Am rear/cen-
ter selector. 16% x 6'/s x 16% in: 30.25 lb $1.050

VSX-57005 260.W AN Receiver
105 W/ch at 8 ohms from 20-20,000 Hz with
<0.008% THD (front), 25 W/ch at 8 ohms, 1,000
Hz with 0.08% THD (center and rear). Features
Dolby Pro Logic surround with digital delay
(15/20/30 -µsec switchable) and auto input bal-

ance; stadium and simulated surround and
Dolby 3 -channel logic; sound -field memory.
Programmable remote; 4 video inputs; 5 audio
inputs; 2 monitor outputs; acoustic memory; 30
AM/FM presets; HITS (Hyper Intelligent Tuning
System); motorized volume control; auto dim-
mer; preamp-output/power-input terminals
(front, rear, center): remote-settable 60/30 -min-
ute sleep timer; speaker NB rear selector. 16% x
5 x 15% in; 23.63 lb $710
VSX-5600. Same as above, with multifunction
AN system remote control $650

VSX-4700S 250-W AN Receiver
105 W/ch at 8 ohms from 20-20,000 Hz with
<0.008% Too (front). 20 W/ch at 8 ohms. 1.000
Hz with 0.08% THD (rear). Features Dolby Pro -
Logic surround with digital delay (15/20/30 -
µsec switchable): stadium and simulated sur-
round; sound -field memory. Programmable
remote; multiroom control system with option-
al MR -100 adaptor; 3 video inputs; 4 audio
inputs; custom memory tuning; 30 AM/FM pre-
sets; HITS (Hyper Intelligent Tuning System);
remote -controlled motor -driven volume con-
trol; auto dimmer; preamp-output/power-input
terminals for front: 60/30 -minute sleep timer;
speaker A/B rear selector. 16% x 5 x 15% in; 21
lb $620
VSX-4600. Same as above, with 71 -key multi-
function AN system remote control $570

VSX-3700S 230-W AN Receiver
100 W/ch at 8 ohms from 20-20,000 Hz with
<0.05% Total harmonic distortion (front), 15
W/ch at 8 ohms, 1,000 Hz with 0.08% Total
harmonic distortion (rear). Features Dolby Pro
Logic surround with digital delay (15/20/30 -
µsec switchable): stadium and simulated sur-
round; 7 -band graphic equalizer with LED. Pro-
grammable remote; multiroom control system
with optional MR -100 adaptor; 2 video inputs: 3
audio inputs; custom memory tuning; 30 AM/FM
presets; motorized volume control; auto dim-
mer; remote-settable 60/30 -minute sleep timer.
16% x 41/4 x 131/4 in; 18.75 lb $490
VSX-36110. Same as above, with multifunction
AfV system remote control $440

SX-2700 65-W/ch Receiver
Features 5 -band graphic equalizer. Quartz PLL
digital -synthesis tuning. 5 audio inputs; custom
memory tuning; memory scan; remote control;
30 AM/FM presets; motor -driven volume control;
2 pairs of speaker outputs. 65-W/ch at 8 ohms
from 20-20,000 Hz with <0.07% rm. 163/3 x 43/4
x 131/4 in; 15 lb $310

SX-2600 65-W/ch Receiver
Features 5 -band graphic equalizer. Quartz PIA
digital -synthesis tuning. 5 audio inputs; custom
memory tuning; memory scan; 30 AM/FM pre-
sets; 2 pairs of speaker outputs. 65-W/ch at 8
ohms from 20-20,000 Hz with < 0.07% THD.
161/4 x 43/4 x 131/4 in; 14 lb $260

SX-1700 40-W/ch Receiver
Features 5 -band graphic equalizer. Quartz PL1
digital -synthesis tuning. 5 audio inputs; custom
memory tuning; memory scan; 30 AM/FM pre-
sets; 2 pairs of speaker outputs. 40-W/ch at 8
ohms from 20-20,000 Hz with <0.07% THD. 161/4
X 41/4 x 131/4 in; 13 lb $220

PROTON
AV -646 60-W/ch A/V Receiver
Dynamic Power on Demand circuitry. Features
Aphex Aural Exciter circuitry; remote control:
18 FM, 9 AM presets; PLL synthesis; Amp: 60 W/
ch into 8 ohms; FR 20-20,000 Hz ±3 dB; THD
0.02%. Tuner: 50 -dB quieting sens 30; cap ratio
10; AM rejection 65 dB. 15.5 lb $900
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AV -6410 100-W/ch A/V Receiver
Features Aphex Aural Exciter circuitry; Schotz
II Tuner; variable loudness control; moving-

coil phono preamp. 181/2 x 3% x 151/4 in... $900

AV -646A. As above, but with 60-W/ch and no
Aphex Aural Exciter moving -coil phono
preamp. 181/2 x 3% x 151/4 in $700

AV -643 35-W/ch A/V Receiver
Features Schotz II Tuner, 18 FM. 9 AM presets;
motorized volume control $500

D940 40-W/ch A/V Receiver
Dynamic Power on Demand (DPD) circuitry
and Schotz Nit. Features 4 -gang FM front end; 2 -
gang AM front end; selectable phono section for
MM and mc phono; speaker EQ; separate low -
noise mc amp; subsonic filter. Inputs for MM. Mc
phono; phono 2; tape; aux; extra aux; CD;
video sound source. Amp: 40 W/ch cont avg
into 8 ohms; FR 20-20,000 Hz ±0.2 dB FM
stereo; THD <0.02%;into 8 ohms; IHF IM 0.008%;
alt-ch sel 55 dB; adj-ch sel 90 dB; 50 -dB quiet-
ing sens 33.2 dBf stereo; S/N 70 dB stereo; THD
stereo 0.2%; sep 45 dB at 1,000 Hz; cap ratio
1.5. 161/2 x 4 x 101/4 in; 201b $500

AV -300 30-W/ch Receiver
Digitally synthesized stereo receiver. Features
Schotz PLL detector; Dynamic Power on De-
mand boosts dynamic power to 120 W (8 ohms);
inputs for MM phono, tape, aux, video sound
source. 30 W/ch cont avg into 8 ohms; FR 20-
20.000 Hz stereo; THD <0.02%; IHF IM 0.015%;
Fa 17-35,000 Hz ± 1 dB. FM section; 50 -dB
quieting sens, stereo. 2.8 µV; s/N, A-wtd, ste-
reo 70 dB; THD stereo 0.2%; sep 50 dB, 1,000

300 AV/m.
161/2 x 31/4 x 91/4 in; 20 lb $330

REALISTIC BY RADIO SHACK
STA-785 50-W/ch Receiver
Quartz digital tuning; search up or down; soft -
touch controls; 6 AM/6 FM presets; FM muting; S-
LED signal -strength meter; loudness control. In-
puts for MM phono; tape; aux; CD player. 50 W/
ch into 8 ohms. FM section: cap ratio 2 dB; FR
40-20,000; sir.' 56 dB, AM rejection 45 dB; alt-ch
sel 50 dB $200

ROTEL
RX855 50-W/ch AN Receiver
AM/FM receiver with dual mono power supply.
Features digital -synthesis tuning; direct signal
paths; 8 AM/FM presets; inputs for MM and MC
phono, CD, tuner, video, tape I and tape 2.
Amp: 55 W/ch into 8 ohms; FR 20-20,000 Hz;
THD <0.03%; S/N 102 dB. Tuner: 50 -dB quieting
sens 37.2 dBf stereo. 15.2 dBf mono; cap ratio
1.0 dB $549

RX850A 30-W/ch Receiver
AM/FM receiver with 16 station presets. Features
protection circuitry; remote -mounted switches;
hard -wired direct speaker terminals; direct sig-
nal paths; inputs for MMMC phono, CD, tuner,
aux, and tape. Amp: 30 W/ch into 8 ohms; FR
20-20,000 Hz ± 3 dB; THD <0.3%; s/N 95 dB.
Tuner: 50 -dB quieting sens 37.2 dBf stereo,
15.2 dBf mono; cap ratio 1.0 dB. 171/2 x 21/4 x 13
in; 26 lb $399

SANSUI
RZ-9500AV 100-W/ch AN Receiver
AM/FM receiver with five amplifiers. Features
Dolby Pro Logic; variable digital delay; motor-
ized volume; electronic bass/treble; quartz-PLL
digital -synthesis tuner. Three additional sur-
round modes; four surround preset memories;

test -tone generator; source -direct switch; 4 au-
dio/3 video inputs; rear and center preamp
outputs; power -amp inputs; tape/video monitor
outputs; 30 random AM/FM presets; cable FM
connection; preset scan; manual tuning; 70 -key
learning remote. 100 W/ch min rms into 8 ohms
from 20-20,000 Hz <0.02% THD; FR 10-70.000
Hz ±3 dB; sit.' 73 dB (phono MM) and 85 dB
(CD/video). Tuner: usable FM sens 00.2 dBf; 50-
dB quieting sens 17.2 dbf stereo; S/N 70 dB
stereo; cap ratio 1.5 dB; THD 0.2% mono and
0.3% stereo. Black finish $770

RZ-7500AV 100-W/ch AN Receiver
AM/FM receiver with four amplifiers. Features
Dolby Surround processor with digital delay;
motorized volume; electronic bass/treble;
quartz -I'LL digital synthesizer tuner. Source -
direct switch; 30 AM/FM presets; preset scan; 48-

key remote control. 100 W/ch min rms into 8
ohms from 20-20,000 Hz <0.02% THD; FR 10-
70,000 Hz ± 3 dB; s/N 73 dB (phono MM) and 85
dB (CD/video). Tuner: 50 dB quieting sens 38.2
dBf stereo; s/N 70 dB mono; cap ratio 1.5 dB;
THD 0.3% stereo $580

RZ-550AV 70-W/ch AN Receiver
AM/FM receiver. Features motorized volume;
quartz -I'LL digital synthesis tuner. 3 audio/vid-
eo inputs; processor in/out terminal; variable
loudness; 30 random AM/FM presets; preset
scan; manual tuning; 48 -key full -function re-
mote control. 70 W/ch min rms into 8 ohms
from 20-20,000 Hz with no more than 0.05%
THD; FR 10-70.000 Hz ±3 dB; s/N 73 dB (phono
MM) and 90 dB (video, CD). Tuner: usable FM
sens 11.2 dBf; 50 -dB quieting sens 17.2 dBf
mono and 38.2 dBf stereo; sag 76 dB mono and
70 dB stereo; capture ratio 1.5 dB; separation
40 dB; total harmonic distortion 0.2% mono
and 0.3% stereo. Black finish. 16% x 4% x 131/4
in; 21 lb $430

R-950AV 105-W/ch AN Receiver
AM/FM receiver. Features five preset equaliza-
tion curves; selectable monitor output (audio/
video); motorized volume with LED; 30 presets.
preset scan; manual tuning; 32 -key remote. 105
W/ch min rms into 8 ohms from 20-20.000 Hz
with no more than 0.1% THD. 16% x 47A4 x 11Y4
in; 15.4 lb $420

RZ-3500 50-W/ch Receiver
AM/FM receiver. Features 4 audio/I video in-
puts; 2 tape -monitor outputs; motorized vol-
ume; 30 AM/FM presets; preset scan; manual
tuning; 20 -key remote. 50 W/ch min rms into 8
ohms from 20-20.000 Hz with no more than
0.09% THD; FR 10-70,000 Hz; s/N 73 dB (phono
MM) and 90 dB (video/CD). Tuner: usable FM
sens 13.2 dBf; 50 -dB quieting sens 17.2 dBf
(mono) and 40 dBf (stereo); s/N 76 dB (mono)
and 70 dB (stereo); capture ratio 1.5 dB; separa-
tion 40 dB (1,000 Hz at 65 dBf); THD (1,000 Hz
at 65 dBf) 0.3% (mono) and 0.5% (stereo). 16%
x 41/4 x 131/4 in $350

R-750AV 55-W/ch Receiver
AM/FM receiver. Features 5 -band graphic equal-
izer; selectable monitor output; motorized vol-
ume with LED; 8 AM/16 FM presets; preset scan;
manual tuning; 32 -key remote. 55 W/ch min
rms into 8 ohms from 20-20,000 Hz with no
more than 0.5% THD $320

R-550AV 35-W/ch Receiver
AM/FM receiver. Features selectable monitor
output; motorized volume with LED; 16 FM/8 AM
presets; preset scan; manual tuning; 32 -key
remote. 35 W/ch min rms into 8 ohms from 40-
20.000 Hz with no more than 0.5 percent total
harmonic distortion. 16% x 41/4 x 111/4 in;
12 lb $320

SCOTT
RSI250 100-W/ch Surround -Sound Receiver
AM/FM receiver. Features I'LL -synthesis tuning;
Dolby Surround Sound; 7 -band graphic equal-
izer with spectrum analyzer. Includes 52 -func-
tion remote control with 8 CD functions; 12 AM/
FM presets; 4 equalizer memory presets; 30 -
minute sleep timer; dual 5 -segment LED peak
power meters; loudness switch; speaker A/B/
A + B surround switch; headphone jack; equal-
izer defeat switch; inputs CD, VCR, phono, tape
I. tape 2. Amp: 100 W/ch rms into 8 ohms; FR
20-20,000 Hz <0.09% THD; s/N, phono 60 dB.
tape/CD/vat 80 dB. Tuner: sens 1.9 /AV/10.8
dBf; AM image rej 35 dB at 1.4 MHz; FM THD;
stereo 1.0%, mono 0.5%; AM THD 2.0%. 171/4 x
7/x x 141/4 in $500

RS1000 100-W/ch Surround -Sound Receiver
AM/FM receiver. Features PLL-synthesis tuning;
Dolby Surround Sound; 7 -band graphic equal-
izer. Includes 30 -function remote control; 12
AM/FM presets; 30 -minute sleep timer; dual 50 -
segment LED peak power meters; loudness
switch; headphone jack; speaker A/B/A + B
surround switch; equalizer defeat switch; in-
puts CD, VCR, phono, tape I, tape 2. Amp: 100
W/ch rms into 8 ohms; FR 20-20,000 Hz <0.09%
THD; phono 60 dB, tape/CD/vat 80 dB.
Tuner: AM image rej 35 dB; FM rim mono 0.5%,
stereo 1.0%. 171/4 x 51/2 x 11% in $350

RS 550 55-W/ch Surround -Sound Receiver
AM/FM receiver. Features 7 -band graphic equal-
izer; I'LL -synthesis tuning; high filter switch.
Includes 29 -key remote control; LCD display for
station frequency and preset number; 8 AM. 16

CD/DAT, TV/VCR. phono, tape; loudness
switch; speaker A/B switch; dual 5 -segment
LED power level meter; headphone jack. Amp
section: 55 W/ch rms into 8 ohms; FR 20-20,000
Hz at 0.5% THD; S/N 85 dB. Tuner: FM sens 2 µV/
11.2 dBf. 171/4 x 45/R x 11% in $250

RS500 50-W/ch Receiver
AM/FM receiver with remote control. Features 7 -
band graphic equalizer; electronic volume con-
trol; power meter; loudness control; high filter;
8 AM/FM presets. Inputs for MM phono, tape, CD/
DAT. video sound source. Amp: 50 W/ch rms
into 8 ohms $250

RS 300 30-W/ch Surround -Sound Receiver
\s1 F m receiver. Features mt.-synthesis tuning.
Includes LCD display for station frequency and
preset numbers; 8 AM/FM presets; auto scan/
manual tuning; inputs CD/DAT, phono, tape;
speaker A/B switch; sliding controls for bass.
treble, balance, and volume; headphone jack.
Amp: 30 W/ch rms into 8 ohms; FR 40-20.000 Hz
at 0.9% THD; S/N 83 dB. Tuner: FM sens 2µV/
11.2 dBf. 171/4 x rAt x I I Yx in $I50

R$250 25-W/ch Receiver
AM/FM receiver with Quartz digital -synthesis
tuning section; power -output meter; high filter;
8 AM/FM presets. Inputs for MM phono; tape; CD/
DAT. Amp: 25 W/ch rms into 8 ohms $150

SHARP
SA-R75AV 75-W/ch AN Receiver
AM/FM I'LL quartz -synthesis tuner. Multimode
surround sound with digital time -delay circuit;
bass -boosting circuit; 5 -band graphic equalizer.
Multifunction system remote control operates
surround sound, bass booster, and CD player:
motorized rotary volume control with LED indi-
cator; 3 vat inputs; auto scan tuning; 30 station
presets; muting circuit. 75-W/ch into 8 ohms
from 20-20,000 Hz with <0.05% .... $430
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SA-R56AVBK 55-W/ch A/V Receiver
AM/FM PLL quartz -synthesis tuner. Bass -boost-
ing circuit; 5 -band graphic equalizer. 65 -keys
remote control; motorized -rotary volume con-
trol with LED indicator; 2 VCR inputs; auto scan
tuning: 30 station presets; muting circuit. 55-W/
ch into 8 ohms from 20-20.000 Hz with <0.08%
THD $390

SA-R55AV 55-W/ch AN Receiver
RCA video input and monitor output. Features
34 -key remote control; 10 AM/20 FM presets;
matrix surround sound; 5 -band graphic EQ: LCD
frequency display. 55 W/ch from 20-20.000 Hz;
Tim 0.08%. 17 x 4.94 x I 1 in $380

SHERWOOD
RV -1340K 240-W A/V Receiver
4-ch A s receiver with Dolby Surround. Fea-
tures dual -gate MOSFET: quartz -locked comput-
erized tuning. 5 -band graphic EQ: 2 video in-
puts; video enhancer; direct switch; 30 station
presets; preset scan; auto tuning; tape monitor;
headphone jack. Includes multifunction wire-
less remote control. Amp: 100 W/ch into 8
ohms (front). 20 W/ch into 8 ohms (rear); FR 20-
20.000 Hz; THD 0.04%; IM 0.04%; S/N 79 dBA
(phono). 100 dBA (aux). Tuner: usable sens
11.2 dBf; 50 dB quieting sens 19.2 dBf (stereo),
14.8 dBf (mono); THD 0.15% (mono). 0.25%
(stereo); 50 dB stereo sep at 1.000 Hz: alt-ch sel
70 dB. 5 x 17% x 15 in $499

RA -1240R 70-W/ch AN Receiver
AN receiver with surround sound. Features
dual -gate MOSFET: quartz -locked computerized
tuning. 5 -band graphic EQ: 30 preset stations;
video -sound input: preset scan: auto tuning:
tape monitor; headphone jack. Amp: 70 W/ch
into 8 ohms: FR 20-20,000 Hz; rins<0.08%; IM
0.05%: S/N 75 dBA (phono). 95 dBA (aux).
Tuner section: Usable sens 11.2 dBf: 50 -dB
quieting sens 19.2 dBf (mono). 39.2 dBf (ste-
reo); THD 0.2% (mono); stereo sep at 1.000 Hz
45 dB: FR 10-15.000 Hz; cap ratio 2 dB: alt ch sel
60 dB. 5 x 17Yk x 15 in $329

RA-I145R 50-W/ch A/V Receiver
Aiv receiver with surround sound. Features
dual -gate MOSFET front end: quartz-PLL-synthe-
sis tuning system. Loudness control; 30 station
presets; video sound input: motor -driven ana-
log volume control; digital display. Includes
multifunction Digi-Link remote system. Amp:
50 W/ch into 8 ohms; FR 20-20.000 Hz; Tim
0.09%; &iv 75 dBA (phono), 95 dBA (aux):
damping factor 60 dB; IM 0.07%. Tuner: FR 10-
15.000 Hz; cap ratio 2 dB $269

RA -I142 50-W/ch AN Receiver
Features digital -synthesis tuner; 24 station pre-
sets: video inputs; headphone jack. Amp: THD
0.05%: FR 40-20.000 Hz; S/N 75 dB (mkt). Tuner:
usable sens 11.2 dBf; 50 -dB quieting sens 19.2
dBf (mono). 39.2 dBf (stereo); cap ratio 2 dB:
THD at 1.000 Hz 0.2% (mono). 0.4% (stereo); alt
ch sel 60 dB; S/N 75 dB (mono). 68 (stereo); ch
sep at 1.000 Hz 45 dB $199

RA -I140 25-W/ch A/V Receiver
AN receiver with surround sound. Features
dual -gate MOSFET front end; quartz -locked com-
puterized tuning. Digital readout: LED peak -
power indicators; loudness control; 24 station
presets; auto tuning; tape monitor; headphone
jack. 25 W/ch into 8 ohms; FR 40-20,000 Hz:
mo<0.05%; IM 0.3%: S/N 75 dBA (phono). 95
dBA (aux). Tuner: usable sens 11.2 dBf: 50 -dB
quieting sens 39.2 dBf (stereo); THD 0.2%
(mono); stereo sep at 1.000 Hz 45 dB; Frequen-
cy response 10-15,000 Hz; cap ratio 2 dB: alt ch
sel 60 dB $149

SONY
STR-D2020 130-W/ch A/V Receiver
Am. FM receiver with digital -signal processing
and Dolby Pro -Logic. Features programmable
remote control; digital inputs; dual -room link
control; 3 -band parametric graphic EQ; spec-
trum analyzer: station index; motorized vol-
ume; 3 -video inputs; video edit; S -video capa-
ble; cursor control; index tuning; 30 station
presets; auto -tuning; direct access. Amp: FR
phono 5-20.000 Hz ±0.5 dB. CD 5-20.000 Hz
±0.5 dB; mu 0.008%; signal-to-noise ratio.
phono 82 dB. CD 116 dB. Tuner: 50 -dB quieting
sens 38.3 dBf stereo: AM sens 50 dB. 17 x 57/k x
14% in; 26.3 lb $1,100

STR-AV1020 I20-W/ch A/V Receiver
Dolby Pro Logic; programmable remote con-
trol; dual -room link control; 7 -band electronic
graphic EQ: spectrum analyzer; station index;
motorized volume: 3 -video inputs; video edit:
cursor control; index tuning: 30 -station presets;
auto -tuning: direct access. Amp: FR phono 10-
70.000 Hz ±0.5 dB. CD 10-70,000 Hz It I dB:
Tito 0.008%; srsi phono 79 dB. CD 85 dB. Tuner:
50 -dB quieting sens 38.3 dBf stereo; AM sens 50
dB. 17 x 5'/N x 131/k in; 23.6 lb $600

STR-AV920 100-W/ch A/V Receiver
Features Dolby Surround: digital signal pro-
cessing; remote control; dual -room link con-
trol; 7 -band electronic graphic EQ; spectrum
analyzer; station index: motorized volume; 2 -
video inputs; video edit; cursor control: index
tuning; 30 -station presets; auto -tuning; direct
access. Amp: FR phono 10-70.000 Hz ±0.5 dB.
CD 10-70.000 Hz ± I dB; THD 0.03%; S/N phono
79 dB. CD 85 dB. Tuner: 50 -dB quieting sens
38.3 dBf stereo: AM sens 50 dB. 17 x 57/k x 13%
in; 23.2 lb $480

STR-AV720 80-W/ch AN Receiver
Features Dolby Surround; remote control:
spectrum analyzer: motorized volume; 2 video
inputs; cursor control; index tuning: 30 -station
presets: auto -tuning; direct access. Amp: ER
phono 10-70.000 Hz ±0.5 dB, CD 10-70.(XX) Hz

3 dB; THD 0.08%: signal-to-noise ratio. phono
72 dB. CD 80 dB. Tuner: 50 -dB quieting sens
38.3 dBf stereo: AM sens 50 dB. 17 x 57/k x 13%
in; 20.3 lb $350

STR-AV320 50.W/ch AN Receiver
Features remote control: motorized volume:
30 -station presets: auto -tuning; direct access.
Amp: FR phono 10-50.000 Hz ±0.5 dB. CD 10-
50.0(X) Hz 1- 3 dB; THD 0.8%: S/N phono 72 dB.
CD 80 dB. Tuner: 50 -dB quieting sens 38.3 dBf
stereo: AM sells 50dB. 17 x 41/4 x II% in . $240

Elite Series

STR-GX1OFS 150-W/ch A/V Receiver
Programmable remote. Features ISO W/ch cont
into 8 ohms. 20-20.000 Hz. with 0.007% THD;
spontaneous twin -drive power supply design;
copper -plated 0 -chassis design constructed
with nonmetallic compound: separate power
supplies for system control and audio circuit
stages; audio'video switching capability (3 vid-
eo sources); video and tape dubbing capability;
S -video terminals; defeatable subsonic filter: 3 -
band, low noise, high -gain negative -feedback -
type tone controls: source -direct switch; quartz
frequency -synthesis tuning: wave -optimized
digital stereo decoder: 20 station presets. Tun-
er: SRJ 84 dB: mo0.08%; se190 dB; sep (at 1.000
Hz) 60 dB 51.200

STR-GX9ES 130.W/ch AN Receiver
Programmable remote control. Features 130 W/
ch cont avg into 8 ohms. 20-20.000 Hz. with

0.008% THD: spontaneous twin -drive power
supply design; G -chassis design constructed
with nonmetallic compound; audio/video
switching capability (3 video sources: video
and tape dubbing capability; S -video terminals;
defeatable subsonic filter; 3 -band, low noise.
high -gain negative -feedback type tone controls;
source -direct switch; quartz frequency -synthe-
sis tuning: 20 station presets. Tuner: sitv 84 dB;
THD 0.08%; sel 90 dB $1.000

STR-GX7ESII 120.W/ch A/V Receiver
Programmable remote control. Features 120 W/
ch continuous into 8 ohms. 20-20,000 Hz. with
0.008% THD: spontaneous twin -drive power
supply design; G -chassis design constructed
with nonmetallic compound; separate power
transformers for system control and audio cir-
cuitry; audio/video switching capability (3 vid-
eo sources); S -video terminals; low -noise, neg-
ative -feedback -type tone controls; source -
direct switch; quartz frequency -synthesis
tuning; 20 station presets. Tuner: signal-to-
noise ratio 76 dB; THD 0.296: sel 65 dB; sep (at
1,000 Hz) 50 dB $750

STR-GX6ESII 100-W/ch AN Receiver
Programmable remote control. Features 100 W/
ch cont into 8 ohms. 20-20.(X() Hz with 0.03%
THD: spontaneous twin -drive power supply de-
sign: separate power transformers for system
control and audio circuitry; audio/video switch-
ing capability (2 video sources); low -noise, neg-
ative -feedback -type tone controls; source -di-
rect switch; quartz frequency -synthesis tuning:
20 station presets. Tuner: SIN 76 dB: THD 0.2%:
sel 65 dB; sep (at 1,000 Hz) 50 dB $600

STR-GX5ESII 80-W/ch AN Receiver
Features 80 W/ch cont into 8 ohms. 20-20.000
Hz with 0.08% THE): spontaneous twin -drive
power supply design; separate power trans-
formers for system control and audio circuitry;
s s switching capability: source -direct switch:
adaptor input/output; 30 station presets. In-
cludes remote control. Tuner: SIN 74 dB; THD
(1.5%: sel 60 dB: sep (at 1.000 Hz) 45 dB . $500

STR-GX4ESII 5O-W/ch AN Receiver
Features 50 W/ch cont into 8 ohms. 20-20.000
Hz with 0.08% THD: spontaneous twin -drive
power supply design; separate power trans-
formers for system control and audio circuitry:
high -current discrete output transistors: s s

switching capability; adaptor input/output; :to
station presets. Includes remote control. Tun-
er: s± 74 dB; THD 0.5%; sel 60 dB 5380

TEAC
AG -75 75-W/ch A/V Receiver
AM FM receiver with quartz PLL-synthesis tun-
ing. Features high -current discrete circuit. Ma-
trix surround; rec selector; variable loudness
control. CD direct; motorized volume; CD/vcx
and tape/DAT input terminals; I6 -station mem-
ory: auto tuning; stereo/mono switch; FL dis-
play. Includes 28 -key wireless remote control.
Amp: 75 W/ch rms into 8 ohms; FR 40-20,000
Hz: THD 0.05%; sag 80 dB (phono), 92 dB (CD/
aux, tuner, tape). FM section: usable sens 11.2
dBf (mono); AM rej 55 dB: cap ratio 2 dB: image
rej 47 dB; THD at 1.000 Hz 0.2% (mono). 0.5%
(stereo); stereo sep at 1,0(8) Hz 40 dB; S1178 dB
(mono). 72 dB (stereo) $380

AG -55 55-W/ch Receiver
AM/FM receiver with 7 -band graphic equalizer.
Features quartz -Pm -synthesis tuner. LED pow-
er meters; CD, aux and Tv/vco inputs; high -cut
filter and bass -boost equalizer switch; dual
speaker terminals; 8 AM/FM random access sta-
tion memory; auto station search; LED

STEREO BUYERS' GUIDE 1991 45



RECEIVERS
frequency display. Amp: 55 W/ch min continu-
ous rms into 8 ohms; FR 20-20,000 Hz; total
harmonic distortion 0.5%; SR.I 70 dB (phono).
Tuner: FM usable sens 11.2 dBf (mono); image
rejection 45 dB; THD at 1,000 Hz 0.25% (mono).
0.5% (stereo); stereo sep 40 dB $100

TECHNICS
SA-GX700 100-W/ch A/V Receiver
AM/FM receiver with wireless remote. Features
3 -band parametric EQ; constant Q filter; slope
control; 6 -preset EQ memories; 15 -band spec-
trum analyzer; LCD readout remote control;
quartz -synthesis digital tuning; digital -delay
circuitry; 4 audio inputs; 2 VCR inputs. Amp:
FR 7-70.000 Hz ±3 dB CD -VCR I-VCR2-tape,
7-70,000 Hz ± 0.8 dB phono;mo0.008%; siN 70
dB. Tuner: 50 -dB quieting sens 40.2 dBf stereo;
AM supression 50 dB; cap ratio I; alt-ch sel
65dB. 17 x 51/4 x 117/K in; 22 lb Sii0

SA -G X500 80-W/ch A/V Receiver
AM/FM receiver with 48 -key AN wireless remote.
Features parametric EQ; spectrum analyzer;
digitally encoded rotary tuning; internal cooling
fan; 2 VCR inputs; 4 audio inputs. Amp: FR 7-
70,000 Hz ±3 dB CD-VCR1-VCR2-tape, 7-
70.000 Hz ±0.8 dB phono; THD 0.008%; S/N 70
dB. Tuner: 50 -dB quieting sens 40.2 dBf stereo;
AM supression 50 dB; cap ratio 1: alt-ch sel 65
dB. 17 x 51/4 x 1 l'Ai in; 18.7 lb $180

SA-GX300 60-W/ch A/V Receiver
AM/FM receiver with 36 -key AN wireless remote
control. Features 7 -band graphic EQ with Leo
controls; quartz -synthesis tuning; 24 -channel
preset memory; internal cooling fan; loudness
contour switch; 4 audio inputs; I AN input.
Amp: FR 7-70,000 Hz ±3 dB CD -VCR I -VCR2-
tape. 7-70,000 Hz ±0.8 dB phono: THD 0.05%;
sai 70 dB. Tuner: 50 -dB quieting sens 40.2 dBf
stereo; AM suppression 50 dB; cap ratio 1; alt-ch
sel 65 dB. 17 x 4% x 11% in; 15.6 lb $280

SA-GX100 40-W/ch AN Receiver
AM/FM receiver with 36 -key AN wireless remote.
Features quartz -synthesis tuning; 2 -color FL
display; 24 -station presets; 4 audio inputs; I AN
input. Amp: FR 10-70.000 Hz ±3 dB CD -VCR I -
VCR2-tape, 10-70.000 Hz ±0.8 dB phono; THD
0.5%; S/N 70 dB. Tuner: 50 -dB quieting sens
40.2 dBf stereo; AM suppression 50 dB; cap
ratio 1; alt-ch selectivity 65 dB. 17 x 47/s x
in; 13 lb $230

VECTOR RESEARCH
VRX-9200R 120-W/ch Receiver
Features Dolby Surround; 8 discrete output
transistors; quartz -synthesis tuning. 4 x 40 W
pre-out/main-in jacks; video signal routing; A/v
processing loop; video monitor output; dedicat-
ed CD input; 20 station presets; preset scan;
mono/stereo switch; motorized rotary volume
control; A/B RF antenna inputs; FM autoscan; 2
tape monitors with dubbing in either direction;
2 A/v monitors with dubbing; Mc head amp; high
and subsonic filters; surround level, front/rear
balance controls; remote control. Amp: FR 10-
50.000 Hz; THD 0.03%; im 0.03%; damping fac-
tor 120. Tuner: 50 -dB quieting 14.6 dBf mono,
35.5 dBf stereo; cap ratio 1 dB; alt-ch sel 65 dB.
17 x 51/2 x 151/2 in; 26 lb $850

VRX-8200R 110-W/ch Receiver
Features surround sound; 8 discrete output
transistors. Pre-out/main-in jacks; video signal
routing; Ary processing loop; video monitor out-
put; dedicated CD input; quartz -synthesis tun-
ing; 20 station presets; preset scan; mono/ste-
reo switch; A/B RF antenna inputs; FM autoscan;
2 tape monitors with bidirectional dubbing; Mc

head amp; high and subsonic filters; parallel
speaker switching; motorized rotary volume
control; remote. Amp: FR 10-50,000 Hz; THD
0.03%; IM 0.03%; damping 120. Tuner: 50 -dB
quieting sens 14.6 dBf mono, 35.5 dBf stereo;
cap ratio I dB; alt-ch sel 65 dB. 17 x 51/2 x 151/2
in; 24 lb $660

VRX-6200R 65-W/ch A/V Receiver
Features surround sound; 8 discrete output
transistors. Pre-out/main-in jacks; video signal
routing; AN processing loop; video monitor out-
put; dedicated CD input; quartz -synthesis tun-
ing; 16 station presets; mono/stereo switch; RF
antenna inputs; FM autoscan; 2 tape monitors
with dubbing; loudness contour; parallel speak-
er switching; motorized rotary volume control;
remote control. Amp: FR 10-50.000 Hz: urn
0.05%; IM 0.05%; damping factor 120. Tuner:
50 -dB quieting sens 14.6 dBf mono. 36.2 dBf
stereo; cap ratio 1.2 dB; alt-ch sel 60 dB. 17 x
41/2 x 131/2 in; 201b $450

VRX-5200R 50-W/ch A/V Receiver
Features surround sound; 8 discrete output
transistors; quartz -synthesis tuning. 20 random
AM/FM presets; dedicated CD inputs: AN pro-
cessing loop; 2 switched/unswitched outlets;
separate FM mute and mono; video monitor out;
rotary volume control with LED; pre -out main -
in jack; video signal routing; 75 -ohm connector;
AM/FM autoscan. Amp: Imo 0.07%; IM 0.07%; =it
10-50.000 Hz. Tuner: 50 -dB quieting sens 15.6
dBf mono. 37.6 dBf stereo; cap ratio 1.3 dB; all-
ch sel 60 dB. 17 x 4//- x 131/2 in; 17 lb .... 5370

VRX-3600R 40-W/ch A/V Receiver
Features surround sound; 8 discrete output
transistors; quartz -synthesis tuning. 20 random
AM/FM presets; dedicated CD inputs; AN pro-
cessing loop; 2 switched/unswitched outlets;
separate FM mute and mono; video monitor out;
rotary volume control with LED; pre -out main -
in jack; video signal routing; 75 -ohm connector;
AM/FM autoscan. Amp: THD 0.08%; IM 0.08%; FR
10-50,000 Hz. Tuner: 50 -dB quieting sens 15.6
dBf mono. 37.6 dBf stereo; alt-ch sel 58 dB. 17
x 41/2 x 131/2 in; 15 lb $320

VRX-3550 55 W/ch Receiver
Features discrete output stage; midrange tone
control; rear -panel input/output. Amp: damp-
ing factor 100; FR 10-50,000 Hz; IM 0.25; THD
0.25%. FM section: FR 50-15.000 Hz; THD 0.25%.
17 x 41/2 x 131/2 in, 13 lb $250

VRX-2700 30-W/ch A/V Receiver
Features 8 discrete output transistors; quartz -
synthesis tuning. 20 random AM/FM presets;
dedicated CD inputs; AN processing loop; 2
switched/unswitched outlets: separate FM mute
and mono; video monitor out; rotary volume
control with LED; pre -out main -in jack; video
signal routing; 75 -ohm connector; AM/FM auto -
scan. Amp section: THD 0.09%; IM 0.09%; Fre-
quency response 10-50,000 Hz. Tuner section:
50 -dB quieting 17.2 dBf mono. 38.7 dBf stereo:
capture ratio 1.5 dB; alt ch sel 58 dB. 17 x 41/2 x
131/2 in; 13 lb $220

YAMAHA
RX-1130Ti 310-W Surround -Sound Receiver
4-ch AM/FM A/v receiver with 5 -mode surround
including Dolby. natural, hall. simulated ste-
reo, live and continuously variable delay time
(10 ms to 30 ms). Features computer servo -lock
tuning system; 24 -segment signal -strength me-
ter; 8 audio. 3 video inputs; rear -level control;
front/rear pre -main coupling terminals; banana -
plug -compatible speaker terminals; center de-
feat bass, mid, and treble controls; 8 -position
rec out selector; I6 -station random-access pre-

set tuning with multistatus memory; sleep tim-
er; continuously variable loudness; motorized
volume control with LED indicator. Includes
learning multifunction remote control with RS
integrated system compatibility. Front ch: 125
W/ch rms into 8 ohms; FR 20-20,000 Hz; total
harmonic distortion 0.015%. Rear ch: 30 W/ch
into 8 ohms at 1.000 Hz; total harmonic distor-
tion 0.08%. Titanium finish; 37 lb $ I ,199

RX-930Ti 220-W Surround -Sound Receiver
4-ch AM/FM receiver with 3 -mode surround
sound including Dolby. natural, and simulated
surround. Features direct PLL IF count synthe-
sizer tuning; 16 -station random-access preset
tuning with multistatus memory; I2 -segment
signal -strength meter; center defeat; bass and
treble controls; rear -level control; 8 -position
rec out selector; front/rear pre -main coupling
terminals; 8 audio, 3 video inputs; motorized
volume control with Leo indicator; sleep timer:
continuously variable loudness. Includes learn-
ing multifunction remote control with RS inte-
grated system compatibility. Amp section:
Front channel: 85 watts per channel into 8
ohms; FR 20-20,000 Hz; mo<0.15%. Rear ch:
25 W/ch into 8 ohms at 1,000 Hz; THD 0.08%.
Titanium finish; 26 lb $849
RX-930. As above, black $849

RX-830T1 170-W Surround -Sound Receiver
4-ch AM/FM receiver with 3 -mode surround
sound including Dolby. natural, and simulated
surround. Features rear -level control; direct
PLL IF count synthesizer tuning; 16 -station ran-
dom-access preset tuning with multistatus
memory; 12 -segment signal -strength meter; 6 -
position rec out selector; 6 audio. 2 video in-
puts; motorized volume control with LED indi-
cator; sleep timer; center defeat; bass and
treble controls; continuously variable loud-
ness. Includes learning multifunction remote
control with RS integrated system compatibil-
ity. Amp section: Front ch: 70 W/ch rms into 8
ohms; FR 20-20,000 Hz; mo<0.015%. Rear ch:
15 W/ch into 8 ohms at 1,000 Hz; THD 0.1%.
Titanium finish; 20 lb $599
RX-830. As above, black 5599

RX-730Ti 70-W/ch A/V Receiver
AM/FM receiver with RS integrated system re-
mote control. Features digital tuner; 16 -station
random access preset tuning; continuously
variable loudness; 2 video source inputs; tone
bypass; CD -direct switch; 12 -segment signal -

quality meter; high -gain AM loop antenna; 6 -

position rec-out selector; sleep timer; A + B
speaker selector; Leo indicator on motorized
volume control; pre -main coupler. Amp sec-
tion: 70 W/ch rms into 8 ohms; FR 20-20,000 Hz;
-rim <0.02%. Titanium finish; 15.5 lb .... $499
RX-730. As above, black $499

RX-530 50-W/ch Receiver
AM/FM receiver with RS integrated system re-
mote control. Features digital tuner; 16 -station
random-access preset tuning; continuously
variable loudness; 6 -position rec-out selector;
sleep timer; A + B speaker selector; CD -direct
switch; I2 -segment signal -quality meter; high -
gain AM loop antenna; bass -extension switch;
tape -to -tape dubbing. Amp section: 50 W/ch
rms into 8 ohms; FR 20-20,000 Hz; THD <0.02%.
Black; 13 lb $399

RX-33040-W/ch Receiver
Features digital tuner; 16 -station random-ac-
cess preset tuning; 5 -segment signal -strength
meter; high -gain AM loop antenna; A+ B speak-
er selector; CD -direct switch; continuously
variable loudness. Amp section: 40 W/ch rms
into 8 ohms; FR 20-20,000 Hz; THD <0.04%.
Black finish; 13 lb $299
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Adcom announces
the cure for the

common receiver.

oday, there is no reason to compromise your
1 favorite music by listening to a common

receiver. Because the Adcom GTP-400 tuner/
preamplifier with GFA-535 (60 watts per channel)*
amplifier gives you all the benefits of Adcom's
legendary clear, dynamic sound for a price close
to that of an ordinary receiver.

Why Separates?
The limited space in receivers prevents the use

of heavy duty, high -current, high -voltage power
supplies found in the best separate components.
Consequently, the performance of receivers is
compromised for their questionable advantage of
all -in -one convenience.

By dividing the tuner/preamplifier from the
power amplifier, Adcom isolates low -current,
low -voltage circuits from high -current,
high -voltage elements ensuring sonic purity and
demonstrably superior performance.

More Sound-Less Money
Many of Adcom's components have been

favorably compared to other components costing
two and three times more. The GT'P-400 with
GFA-535 is a combination that promises to keep
faith with this tradition of offering superb
performance at a reasonable cost.

The price of these Adcom separates is close to
that of an ordinary receiver. But no receiver will
deliver the wide dynamic range and musical
satisfaction of an Adcom system.

Ask your Adcom dealer for a demonstration of
these affordable separates. You'll never listen to a
common receiver again.
*Power output, watts/channel, continuous both channels driven
into 8 ohms, 20 Hz - 20 kHz <0.09% THD.

ADCOM®
details you can hear

II Elkins Road, East Brunswick, NJ 08816 U.S.A. (201) 390-1130 Distributed in Canada by PRO ACOUSTICS INC. Pointe Claire, Quebec H9R 4X5
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INTEGRATED  AMPLIFIERS

ACCUPHASE BY MADRIGAL
E-305 130-W/ch Integrated Amplifier
Features 3 parallel push-pull output stages em-
ploying mosFET devices: direct -coupled tx ser-
vo design: separate power supply and voltage
regulators for preamp and power amp: phono
stage for all MC and MM cartridges: logic relay
control for signal path. K unbalanced inputs:
balanced CD and line inputs; tone control:
peak -output meter: subsonic filter. FR 20-20.000
Hz +0. -0.2 dB: -rim 0.02%; ti ,E1 123 dBA; IM
0.01%: damping factor 100. 181/4 x 61/4 x 141/4 in:
45.1 lb $4.700

E-302 120-W/ch Integrated Amplifier
3 -position loudness -compensation and power
meters. Features inputs for MM phono: pho-
no: tape: tape 2: phono 2: CD player: 3 line
inputs. signal-to-noise ratio 120 dB: MM phono
sensitivity 0.22 mV for 0.5-V output at 1.000
Hz: sensitivity for line -level inputs 7.1 mV: 120
watts ch into 8 ohms: 180 watts/ch into 4 ohms.
171/2 x 51/4 x 14% in: 35.75 lb $3,200

ACOUSTIC RESEARCH
AR A-07 75-W'/ch Integrated Amplifier
Can switch video and corresponding audio sig-
nals: 110 watts per channel into 4 ohms; can
supply up to 25 amps: twin power supplies:
switchable sidechain feedback tone controls:
filters and provision for MM and mc cartridges.
Frequency response 15-20.000 Hz: total har-
monic distortion 0.1)3';,. $500

AR A-05 50-W/ch Integrated Amplifier
50-W/ch integrated amp: side -chain feedback
tone control introduces minimal sound degra-
dation; 75 W/ch into 4 ohms; can supply up to
15 amps. Frequency response 15-20.000 Hz:
Total harmonic distortion 0.03% $400

AR A-03 30-W/ch Integrated Amplifier
30-W/ch integrated amp: no tone controls: 41)-
W/ch into 4 ohms: can supply up to 12 amps to
speakers. Frequency response 15-20010 Hz:
Total harmonic distortion 0.005% $3(10

ARCAM
Delta 911 70-W/ch Integrated Amplifier
Features toroidal power transformer. Alumi-
num casing: MM mt. CD. tuner. 2 tape-rec in-
puts: independent listen and rec controls: mono
switch: headphone input. 70 W/ch into 8 ohms;
Tili)0.02% at 1.000 Hz. 17 x 31/2 x 11% in: 18 lb.
Black $750

Delta 60 50-W/ch Integrated Amplifier
Features 200 -VA toroidal power transformer
and separately regulated Ni. pre -preamplifier.
MM. CD, tuner, and 2 tape-rec inputs: tape
monitoring; mono switch: twin speaker Out-
puts: headphone input. 50 W/ch into 8 ohms: FR
20-20.000 Hz: THD 0.02% at 1.000 Hz. 17 x 31/2 x
11', in. 15 lb. Black $600

Alpha2 30 -With Integrated :Amplifier
Features toroidal power transformer. Alumi-
num chassis: CD. MM mc. tuner. and tape-rec
inputs; full monitoring: headphone input. 30 Wi
ch into 8 ohms: FR 20-200)0 Hz: rim 0.02% at
1,00 Hz. 17 x 3'1/4 x 9 in: 10 lb. Charcoal . $350

ARISTON ACOUSTICS BY
EUROSOUND

Ariston Integrated Amplifier
Class AB bipolar integrated amp. Features re-
mote control; headphone jack: moving magnet
input. 31.4 watts per channelinto 8 ohms: pow-
er bandwidth 9-30,000 Hz. 121/4 x 4 x 91/4 in.
Satin -black finish $499

AUDIO BY VAN ALSTINE
Omega 150 75-W/ch Integrated Amplifier
Includes Van Alstine Omega hybrid preamplifi-
er circuitry. Features 240E full -complementary
power most:FT amp circuits driven from high -
current toroidal power transformer: 2 -stage
power supply with isolated, regulated prearrp
sections. Volume, balance controls; phono,
CD. and tuner inputs: dual tape -to -tape moni-
toring and dubbing capability: drives two pairs
of speakers simultaneously or separately: head-
phone jack. 75 W/ch into 8 ohms: rii0<0.01%.
131/_ x 41/_ x 121/2 in: 15 lb $795

AUDIO DESIGN ASSOCIATES
N1RA-808 40-W/ch Integrated Amplifier
Contains 8 integrated amplifier modules: for
use with System 8000 switching box. Each
module has digitally controlled volume, bass,
and treble. 40 W/ch cont from 20-20.1810 Hz into
8 ohms with no more than 0.03%, THD: 60 W/ch
into 4 ohms: slew rate 10 V/µsec: imp 0.02%. 19
x 121/2 x 141/2 in: 50 lb $8,295

CR-8A 25-W/ch Integrated Amplifier
Compact amplifier capable of handling 2 -ohm
loads: for use with System Omega switching
box. Features toroidal power transformer: fan -

cooled. LED volume. bass, and treble indica-
tors: stereo processors loop: line -level stereo
output; rear -access balance set: switched AC
outlet: rear -panel power fuse: front -panel gain
control. 25 W/ch continuous average from 20-
20.000 Hz <0.02% total harmonic distortion
into 8 ohms: 40 watts per channel into 4 ohms:
signal-to-noise ratio 104 dB $1,750

CR-A 25-W/ch Integrated Amplifier
Compact ampifier capable of handling 2 -ohm
loads: for use with System Omega switching
box. Features toroidal power transformer: fan -
cooled. Stereo processor loop: line -level stereo
output: rear -access balance set; switched AC
outlet; rear -panel power fuse: front -panel gain
control. 25 W/ch cont avg from 20-20.000 Hz
with no more than 0.02". Tim into K ohms: 40
W/ch into 4 ohms s s. 104 dB: imp 0.04% 19 x 31/2
x II; 13 lbs $1.750

AUDIOLAB BY ARTECH
Model 8000A 50-W/ch Integrated Amplifier
Features linear output: electronic muting sys-
tem to detect short circuits or severe overload:
low -loss capacitors: epoxy -glass printed circuit
board: custom heat sink. Inputs MM, MC', tape I.
tape 2. tuner. CD: separate listening and re-
cording inputs; tone switch to get reference -flat
response: switch to operate amplifier/preampli-
fier separately. FR 20-20.000 Hz ±0.5 dB: N:
phono nisi 76 dB, phono mc 74 dB. tuner/CD/
tape 78 dB. amplifier 90 dB; THD 0.05%; 50 W/
ch into 8 ohms $695

BELLES
Soloist 100-W/ch Integrated Amplifier
Features 5 stereo inputs: 2 stereo tape out:
double tape loop: gold -contact relay switching.
Phono interface optional. FR 0.1-60.00011z . 19 x
4 x 17 in. 331b. $1.995

CAMBRIDGE AUDIO
P70 60-W/ch Integrated Amplifier
Features toroidal transformers with tuned res-
ervoir capacitors. Passive tone controls with
bypass circuit; discrete headphone amplifier.
Five inputs: phono (for both moving -magnet
and moving -coil cartridges). CD. tuner, aux.
and separate tape -monitor circuit; gold-plated
phono sockets; 4 -mm banana-plug/binding post
speaker terminals. THD <0.01% at 50% rated
power: ti,N 80 dB (MM). 68 dB (MC), 100 dB
(line): sens 4.3 mV (MM). 0.5 mV (sic). 300 mV
(line) $735
P50. Same as the above, 50-W/ch $635

CREEK AUDIO BY MUSIC
HALL

Model 6060 60-W/ch Integrated Amplifier
Inputs for MM and sac phono, video, CD, tuner.
2 tape -to -tape in and outs. Features preamplifi-
er out/preamplifier in; tape monitor: tape -to -
tape dubbing: active/passive tone controls. 4
speaker switching (A. A/B, B1.Amp bridgeable
to mono unit to provide 2 mono amps. 200-W
mono $995

Model 4040/S2 40-W/ch Integrated Amplifier
Inputs for MM phono. CD. tuner, tape in and
out. 40 W/ch into 8 ohms $450
Model 4140/S2. Similar to above but with 45-65

iltiS per channel; sac switch: increased sensi-
tivity and gain S550

DENON
AVC-3000 5 -Channel Intrgrated Amplifier
Features Dolby Pro Logic circuitry with digital
delay. 5 channels for stereo front, mono center.
and stereo rear: surround effects include 4
Dolby modes for video, 6 modes for audio or
video sources including hall, stadium, live.
Variable delay from 5 to 40 µsec in 5 -µsec
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steps. Center amp has two sets of output termi-
nals; on -screen display and LCD front -panel; 3 -
position detail and sharpness controls; 4 S -
video inputs; 3 S -video outputs; 8 video inputs;
4 video outputs; 14 audio inputs; 9 audio out-
puts; wide -band composite -video output; pro-
grammable 62 -key learning remote control; sys-
tem keys operate Denon integral system
components. 80 W/ch front, 35 W center, 35 W/
ch rear $1,000

PMA-I520 130-W/ch Digital Integrated Amp
Class A integrated amplifier with push-pull 4
D/A converters and 4x-oversampling digital fil-
ter. Features pure current supply. 7 sets of
audio inputs; CD -direct switch. 130 W/ch into 8
ohms; FR 20-20,000 Hz; THD 0.005%; S/N AUX 107
dB, MM 95 dB, mc 77 dB. 171/4 x 63/8 x 151/2 in;
28.7 lb $1,000

AVC-I000 210-W/ch 6 -Channel Integrated Amp
Features Dolby Pro Logic circuitry with digital
delay. 6 channels for stereo front, two center,
and stereo rear; bridging capability; surround
effects include 4 Dolby modes for video, 3
modes for audio or video sources, including
hall, simulated, live; cinema switch compen-
sates for theater sound mixes; including bass
boost; variable delay from 5 to 40 µsec in 5 -
µsec steps. On -screen display and LCD front -
panel; 4 S -video inputs; 3 S -video outputs; 5
video inputs; 3 video outputs; 10 audio inputs; 8
audio outputs; mono subwoofer output; two -
mode rec-out selector combines video and au-
dio sources to dub special sound tracks; pro-
grammable 62 -key remote control; system keys
operate Denon integral system components. 6 -
channel mode: 55 W/ch front. 25 W center. 25
W/ch rear; 4 -channel mode: 55 W/ch front. 55
W/ch rear $700

AVC-700 146-W A/V Surround Amplifier
Features Dolby Pro Logic circuitry with digital
delay. 4 channels for stereo front and stereo rear;
surround effects include 4 Dolby modes for vid-
eo. 3 modes for audio or video sources, including
hall. simulated, live; cinema switch compensates
for theater sound mixes; bass boost; variable
delay from 5 to 40 µsec in 5 -µsec steps. Preamp
outputs for front, rear, and center channels; on-
screen display; 2 S -video inputs; 2 S -video out-
puts; 5 video inputs; 3 video outputs; 9 audio
inputs; 8 audio outputs; 36 -key remote control.
55 W/ch front, 18 W/ch rear $600

PMA-I060 105-W/ch Integrated Amplifier
Class A circuitry with separate control of bias
operating point in two channels. Preamplifier
output; separate input and record -output selec-
tors. FR 1-250.000 Hz; THD 0,004%; s/N (line) 110
dB: (MM) 94 dB, (MC) 75 dB $600
PMA-860. Similar to above, 80 W/ch into 8
ohms; FR 4-150,000 Hz; sir( (line) 110 dB, (MM)
94 dB. (MC) 75 dB; THD 0.007% at -3 dB . $400
PMA-560. Similar to above, 70 W/ch into 8
ohms: FR 4-150,000 Hz; mg (line) 110 dB, (MM)
94 dB, (Mc) 75 dB $330

DUAL
PA5060 60-W/ch Integrated Amplifier
60-W/ch high -current output capability and Mc
phono input. Black $259

PA5030 30-W/ch Integrated Amplifier
30 W/ch high -current output capability and mc
phono input. Black $199

GRUNDIG
A-9000 120-W/ch Integrated Amplifier
Features protection circuits for output stage
and speaker overload. Rotary controls for bal-

ance, bass and treble; switchable tone defeat,
mono, subsonic filter, loudness; connections
for 2 speaker pairs; dubbing from tape Ito tape
2; headphone jack; allows listening to one sig-
nal source while recording another. 120 W/ch
rms into 8 ohms; S/N, CD 104 dB (IEC); FR 2-
100,000 Hz; input sens, CD 150 mV at 48,000
ohms; attenuation ratio 150 $1,199

A-903 100-W/ch Integrated Amplifier
Features low -resistance wiring to speaker ter-
minals; low -capacitance phono input; protec-
tion circuits for speaker; output stage protec-
tion circuit. Balance, treble, bass, and pre -level
control for phono; dubbing capabality from
tape I to tape 2; accomodates two speaker
pairs; 6 -stage volume control. 100 W/ch rms
into 8 ohms; FR, CD 3-55,000 Hz; s/N, CD 102
dB (IEC); input sens; 180 mV at 230 kilohms;
attenuation ratio >100 $699

HARMAN KARDON
All integrated amps feature discrete compo-
nents in signal path, mwmc phono inputs, and
selectable power -supply voltage unless other-
wise noted.

HK6900 170-W/ch Integrated Amplifier
Features electronic front -panel switches that
control analog switches at rear inputs to create
short signal paths; phase -correct loudness. A/V
switching; 2 -way tape copy; 2 vcit/tape moni-
tors; rec-out selector; tone defeat. subsonic
filters; preamp-out jacks. 170 W/ch from 20-
20,000 Hz into 4/8 ohms with <0.08% THD; s/N
98/80 dB (CD/phono); slew rate 280 V/µsec;
damping factor 70; negative feedback 12 dB;
high -current capability ±90 amps $1,299
HK6800. Same as above, except 120 W/ch.
High -current capability ± 70 amps $949

HK6600 90-W'ch Integrated Amplifier
Features phase -correct loudness. 2 -way tape
copy; rec-out selector; tone defeat; mono
switch; subsonic and high -cut filters; preamp-
out/main-in jacks. 90 W/ch from 20-20,000 Hz
into 4/8 ohms with <0.08% THD; s/N 98/80 dB
(CD/phono); slew rate 180 V/µsec; damping
factor 65; negative feedback 12 dB; high -cur-
rent capability ± 50 amps $699

HK6500 70-W/ch Integrated Amplifier
Features phase -correct loudness. Mono
switch; 2 tape monitors; external processing
loop; subsonic filter. 70 W/ch from 20-20,000
Hz into 8 ohms with <0.09% THD; mg 98/80 dB
(CD/phono); slew rate 90 V/µsec; damping fac-
tor 65; negative feedback 20 dB; high -current
capability w 40 amps $549

HK6200 45-W/ch Integrated Amplifier
Features active/passive phono section without
MM/MC inputs; loudness -contour switch; 2 tape
monitors. 45W/ch from 20-20,000 Hz into 8
ohms with <:0.09% THD; s/N 98/80 dB (CD/
phono); slew rate 90 V/µsec; damping factor
60; negative feedback 20 dB; high -current capa-
bility 2: 30 amps $349
HK6100. As above, 30-W/ch from 20-20.000 Hz
into 8 ohms with <0.09% total harmonic distor-
tion; s/N 98/78 dB (CD/phono); high -current ca-
pability ± 22 amps. Power -supply voltage not
selectable $249

HITACHI
HA-V5EX 50-W/ch Integrated A/V Amplifier
Features Dolby Pro Logic surround; 4 -channel
amplifier; 6 surround modes; 6 A/V, 3 audio
inputs. 50 W/ch into 6 ohms; frequency re-
sponse 20-20.000 Hz total harmonic distortion
< 0.05% $799

j VC
AXZIOIOTN 100-W/ch Digital Integrated Amp
Class A operation. Features I8 -bit D,A convert-
er with 8x-oversampling digital filter and K2
interface; separate layout for digital and analog
circuits; 3 digital connections: 1 optical, I coax-
ial, I input/output for DAT; high -gain phono EQ
for mmimc cartridges; bass -response control;
remote. 100 W/ch into 8 ohms from 20-20,000
Hz with <0.004% THD $1,200

AXZ9I IBK 100-W/ch Digital Integrated Amp
Class -A operation. Features D/A converter with
4x-oversampling filter; separate layout for digi-
tal and analog circuits; 3 digital connections: I
optical, I coaxial, I input/output for DAT; high -
gain phono EQ for MM/MC cartridges; bass -re-
sponse control; remote. 100 W/ch into 8 ohms
from 20-20,000 Hz with <0.003% THD . $1,100

KENWOOD
KA-V6000 80-W/ch 5 -Channel Integrated Amp
80 W/ch front, 70-W/ch center. 18-W/ch rear,
and three surround -sound modes: Dolby Sur-
round, theater, and hall modes. Features digital
input; programmable remote; 6 audio and 6
video inputs; S -VHS inputs and outputs; on-
screen display capability. 80-W/ch min rms into
8 ohms; FR 5-100.000 Hz; THD 0.08%; S/N 100
dB; im 0.08%. 171/4 x 61/2 x 161/4 in $999

Spectrum Series

KA-129 125-W/ch Integrated Amplifier/EQ
Features 7 -band graphic EQ with 5 presets. Full
circuit protection; EQ recording capability. Dig-
ital input; 5 audio, 2 video -sound inputs; head-
phone jack; remote control. 125 W/ch min rms
into 8 ohms; FR 20-20.000 Hz; THD 0.05% . $399

KA-99 100-W/ch Integrated Amplifier/EQ
Features 7 -band graphic EQ. 7 -point LED power
meters; 2 video -sound inputs. 100 W/ch min
rms into 8 ohms; FR 20-20.000 Hz; THD
0.09% $299

LINN
Intek 50-W/ch Integrated Amplifier
MM and mc phono imputs. Features separate
play/record paths; switched/unswitched speak-
er outputs; power -amp -driven headphone out-
put. 50 W/ch into 8 ohms $995

LUXMAN
Lv-I17 110-W/ch Digital Integrated Amp
Features dual I6 -bit D/A converters and 4x-
oversampling filter. Low -impedance drive ca-
pability. 3 differential FET input and predriver
stages per channel; star circuit topology to
reduce noise and distortion. Line -straight
switch for all source inputs; video switching;
signal processor/pre-out jacks; optical and co-
axial digital inputs. 110-W/ch cont avg from 20-
20,000 Hz into 8 ohms; dynamic output 300 -WI
ch into 2 ohms, 250-W/ch into 4 ohms; 160 -WI
ch into 8 ohms; THD 0.05%; S/N 97 dB (line -
straight); tm 0.02%; slew rate 12 V/µsec; damp-
ing factor 50 (50 Hz, 8 ohms) $1,200
LV-113. Similar to LV- 117 except 65-W/ch; no
mc phono inputs. Dynamic output 190-W/ch
into 2 ohms, 150-W/ch into 4 ohms; 90-W/ch
into 8 ohms; sir( 84 dB (phono), 96 dB (other
analog inputs) slew rate 20 V/µsec; damping
factor 30 (50 Hz, 8 ohms) $750

LV-105U 80-W/ch Integrated Hybrid Amp
Combines .1-FET.5, twin -triode vacuum tubes,
and high -current MOSFET output devices. Fea-
tures Duo -Beta dual feedback -loop amp circuit -
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ry to widen bandwidth and improve transient
response; star circuit topology to reduce noise
and distortion; pre -heat mode. CD -straight but-
ton; optical and coaxial digital outputs; tape
and video dubbing; rec-out selector; MMIMC
phono inputs; signal -processor jacks. 80-W/ch
cont avg from 20-20,000 Hz into 8 ohms; THD
0.25%; dynamic power 170-W/ch into 2 ohms.
140-W/ch into 4 ohms: sIN 90 dB (mm), 70 dB
(Mc). 96 dB (CD/tuner/tape/video): IM 0.03%.
171/4 x 51/4 x 13'/N in: 25 lb $1,000

LV-112 55-W/ch Integrated Amplifier
Discrete driver/power-amp stages and bipolar
output devices. Features low -impedance drive
capability; Duo -Beta dual feedback -loop to
widen bandwidth and improve transient re-
sponse; star circuit topology to reduce noise
and distortion. Line -straight, subsonic filter
switches: 6 inputs including front -panel aux-
input; DAT/tape select/dubbing. DAT/tape moni-
tor, loudness compensation buttons. 55-W/ch
cont avg from 20-20.000 Hz into 8 ohms; dy-
namic output 150-W/ch into 2 ohms, 120-W/ch
into 4 ohms; 80-W/ch into 8 ohms; THD 0.05%; S/
N 84 dB (MM phono), 95 dB (other analog in-
puts); IM 0.02%; slew rate 20 V/usec; damping
factor 30 (50 Hz, 8 ohms) $550
LV-III. Similar to LV-112 except 40-W/ch; 4
inputs. SiN 82 dB (phono); slew rate 15 V/p.sec:
damping factor 25 (50 Hz. 8 ohms) $350

MADISON FIELDING
CA 300 Dual 40-W/ch Integrated Amplifier
Features dual 3 -band 24 -step digital EQ; 4 -tone
memory: two electronic volume controls; re-
mote control. FR 20-20.000 Hz; Too0.015; 40 W/
ch amplifier; imp 4 ohm min. 19 x 3'/- x 14Y4 in

$1.700

CA 700 60-W/ch Integrated Amplifier
Features 7 -band 24 -step digital tio; 4 -tone mem-
ory: electronic volume control: remote control.
FR 20-20.000 Hz; THD 0.01; 60 W/ch MOSFET
amplifier: imp 4 ohm min. 19 x 3'/- x 14Y4 in

$1,500

MARANTZ
PM -94G 140-W/ch Integrated Amplifier
Features Quarter -A design; AVSS (Automatic
Voltage Supply Shift); matched complemen-
tary mosni output devices in triple push-pull
circuit; CD/phono direct switch; tone -defeat
switch: toroidal power transformer; subsonic
filter, muting, speakers on/off; Too0.01%; rose -
gold with rosewood side panels $2,000
PM-94BL. As above with black finish $2,000

PM -84G 105-W/ch Integrated Amplifier
Features Quarter -A design: AVSS (Automatic
Voltage Supply Shift); matched complemen-
tary MOSFET output devices; CD/phono direct
switch; tone -defeat switch: separate monitor/
dubbing selectors for 2 tape decks plus vcR;
built-in mc step-up transformer; switches for
mono mode, subsonic filter, muting, speakers
on/off; THD 0.015%: rosewood side pan-
els $1.100

PM-74DBL 105-W/ch Integrated Amplifier
Features Quarter -A design; AVSS (Automatic
Voltage Supply Shift; CD/phono direct switch:
tone -defeat switch; separate monitor/dubbing
selectors for 2 tape decks; tone defeat; switches
for mono mode, subsonic filter, muting, speak-
ers on/off; on 0.03%; THD 0.03% $750

PM-65AVBL 65-W/ch Integrated Amplifier
Features CD/phono direct switch; 3 monitor
loops; 4 -position record out; video switching:
20-20,000 Hz bandwidth; total harmonic distor-

tion 0.03%; intermodulation distortion 0.03%.
161/4 x 51/4 x 141/4 in: 22 lb $520

PM -25131. 30-W/ch Integrated Amplifier
Features CD/phono direct switch; independent
heat sinks; 20-20.000 Hz bandwidth: THD 0.1%;
IM 0.03%. 161/2 x x 12 in; 11.7 lb $350

MCINTOSH
MA -6200 75-W/ch Integrated Amplifier. Fea-
tures 100 W/ch into 4 ohms. 42 lb $1,899

MISSION
Cyrus II 60-W/ch Integrated Amplifier
Features high peak -current delivery: nonmag-
netic, polypropylene and polystyrene capaci-
tors: separate listen and record selectors: in-
puts for CD, tuner. hi-fi, video, tape, and MM
and mc phono cartridges; headphone jack. 60
W/ch; FR 20-20,000 Hz; MD 0.003% at 1,000 Hz
into 8 ohms; s' 83 dB; slew rate 10 V/Asec;
damping factor 100. Matte black or nextel gray
finish $799
Cyrus PSX. Optional power supply for Cyrus
II. Features custom toroidal transformer: 4 x
15.(1(8) uF Cyrus Slit -foil capacitors. Matte
black or nextel gray finish $699

Cyrus I 30-W/ch Integrated Amplifier
Features magnesium -die-cast chassis and heat
sink; aluminum-diecast front and cover; metal-
film resistors and capacitors; separate record -

out control for all inputs: inputs for CD. tuner.
hi-fi video, tape, and both MM and sic phono
cartridges; fine -adjust balance control for all
inputs. 30 W/ch; FR 20-20,000 Hz: THD 0.003%

damping factor 100. Matte black or nextel gray
finish $549

NAD
Model 3400 Monitor 100-W/ch Integrated Amp
Bridgeable stereo amplifier with power -enve-
lope circuitry and soft -clipping circuitry. Nor-
mal/lab inputs; preamp out/main in; semipara-
metic tone controls; bass EQ. Remote control.
100 W/ch rms; +5.7 dB dynamic headroom.
Rack mountable $799

Model 3240PE 40-W/ch Integrated Amplifier
Features power -envelope and soft -clipping cir-
cuitry; high current. Bass EQ; speaker imped-
ance selector. 40 W/ch rms: +6 dB dynamic
headroom $399

Model 3225PE 25-W/ch Integrated Amplifier
Features power -envelope circuitry; soft -clip-
ping circuitry; discrete 4 transistor phono
preamp. Preamp out/main amp in. 25 W/ch rms:
+4 dB dynamic headroom $249

NAIM
NAIT 2 18-W/ch Integrated Amplifier
Features four switch -selectable inputs: one for
MM phono; three for tuner, tape, auxiliary: tape
monitor/mute function; amplifier section by -

passable. Input sens phono 2.5 mV at 47 kil-
ohms: tuner, auxiliary 75 mV at 47 kilohms:
tape output level and imp 75 mV at I kilohm.
source. 101/4 x 3 x 8 in $825

ONIX AUDIO BY MUSIC HALL
0A21 50-W/ch Integrated Amplifier
Inputs for MM or mc phono, tape. CD player,
tuner. Features 300 -VA toroidal input trans-
former; 20,000 µfarad capacitors; MM or mc
board. 50 W/ch into 8 ohms; slew rate 150 V/
µsec; FR 15-40,000 1- 3 dB $750

0A20 35-W/ch Integrated Amplifier
Inputs for MM. CD player, tuner. and tape $399

ONKYO
A-RV400 100-W/ch Integrated A/V Amplifier
Discrete output circuitry and switching power
supply. Selective Tone Control with 50 -Hz
boost; 3 video inputs; source -direct mode to
bypass preamp section; simulated -stereo
switch for video soundtracks; FL panel display.
100 W/ch min rms into 8 ohms; FR 20-20,000 Hz;
Ton 0.08%; sitq 102 dB (CD); IM 0.08%; damping
factor 40; dynamic power 190-W/ch into 4
ohms $400
A-RV400M. Same as above except RC-AV2OM
programmable remote control replaces audio -
only controller $450

A-8200 60-W/ch Integrated Amplifier
Discrete outputs and switching power supply.
Source -direct mode to bypass preamp section;
Selective Tone Control control with 50 -Hz
boost; 7 inputs including muitdc; remote con-
trol. 60 W/ch min rms into 8 ohms; FR 20-20,000
Hz; THD 0.06%; SIN 102 dB (CD); tm 0.06%;
damping factor 40; dynamic power 135-W/ch
into 2 ohms $320

Integra Series

Grand Integra A -G10 135-W/ch Integrated Amp
Features dual 18 -bit linear DA converters, and
8x-oversampling digital filter. Oversized pow-
er -supply block to drive low -impedance loads:
dual -mono design; high-speed switching power
supply with 8 split chemical capacitors per
channel. Optical and coaxial digital inputs;

mode: remote control with phase -
reverse button. 130 W/ch cont avg into 8 ohms;
dynamic power output 420 W/ch into 2 ohms.
Wood sidepanels $3,000

A-8800 100-W/ch Integrated Amplifier
Features dual 18 -bit D/A converters, 8x-oversam-
piing digital filter. Discrete output section; high-
speed switching power supply with split chemical
capacitors. Optical and coaxial digital inputs; 10
inputs; pre-out/main-in terminals. 100 W/ch min
CMS into 8 ohms; FR 20-20,000 Hz: THD 0.008%; S'N
107 dB (CD); IM 0.005%; damping factor 100$850

A-8700 105-W/ch Integrated Amplifier
Features Anti -Electromagnetic Interference
(AEI) transformer; discrete outputs; switching
power supply. Source -direct mode to bypass
preamp section; mmimc inputs; switchable sub-
sonic filter. 105 W/ch min rms into 8 ohms; FR
20-20.000 Hz: THD 0.008%; S/N 107 dB (CD): im
0.005%; damping factor 150 $530

A-8500 80-W/ch Integrated Amplifier
Discrete outputs. Features switching power
supply with tri-terminal regulators; shielded
four -block design. Source -direct mode to by-
pass preamp section; MM MC inputs; 4 -position
rec selector. 80 W/ch min rms into 8 ohms: FR
20-20.000 Hz: THD 0.008%; SIN 107 dB (CD): IM
0.005%; damping factor 150; dynamic power
124-W/ch into 2 ohms $420

OPTONICA BY SHARP
SM-A75 4 -Ch A/V Integrated Amp
Features 11 surround effects; 35 W x 4; 3 user -
programmable modes; 2 monitor output con-
trols; FL display; AN cross playback; wireless
remote control; adjustable time delay; adjust-
able feedback level; dubbing selection; 9 audio
inputs/5 video inputs: 3 audio outputs/4 video
outputs. signal-to-noise ratio 89 dB (75 dB pho-
no); IM 0.8%; CD FR 15-30,000 Hz front, 15-
17.000 Hz rear $600
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LUXMAN BRINGS THE SHUTTLE HOME

FREalma_ 411Mfal
Mr a. MP

_Lo

WM
IIIMIP=

NM WMa
11=11101.

MIMED

Created with Luxman Home Audio
technology, the Alpine 5952S CD Shuttle
for the car delivers a sound so pure ... so
rich, even concert hall aficionados have
applauded it. It's a sound that's hard to
leave behind and now you don't
have to.

With the Luxman DC -114
CD Shuttle you can take this
incredible sound with you, from
your car right into your living
room. The DC -114 is the only Compact
Disc changer in the world that's compat-
ible with the Alpine 5952S CD Shuttle.
Simply remove the six disc magazine from
your car's audio system and plug it into
your home system.

That's the type of convenience and

engineering know-how you can expect
from Luxman, a recognized leader in sonic
excellence for over 65 years. The DC -114
boasts a myriad of advanced features,
including 8 -fold oversampling digital

filter, 18 bit dual digital -to -
analog converters, Luxman's
patented Duo -Beta Circuitry to
minimize the audible effects of
negative feedback, and Star
Circuit Topology to significantly

reduce noise and distortion. And thanks to
its rugged durability, it comes with our
exclusive 5 Year Parts and Labor Warranty,
the finest in the industry.

So bring the Shuttle home, and
enjoy ultimate satisfaction ... from the
ultimate in sound.

ILEAk
WARRANTI

LUXMAN
For Your Authorized Dealer, Call: 1-800-4-LUXMAN
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PHILIPS

FA -80 100-W/ch Integrated Amplifier
Features Philips linear -drive power supply.
Class A mode with 20 W/ch. Source -direct
switching with auto tone defeat; II inputs:
phono (MM and mc cartridges), CD or CDV,
tuner, three aux, three tape recorders or VCR's
and signal processor $599

FA -50 70-W/ch Integrated Amplifier
Features Philips linear -drive power supply; DC
and short-circuit protection. Source -direct
switching with auto tone defeat 5399

Philips FA -50

PIONEER
Elite A -91D 120-W/ch Integrated Amplifier
Features digital conversion section with 4x-
oversampling digital filter, dual D/A converters.
Digital circuit for CD's; line -direct switch; non -
resonating frame chassis, insulators, and heat
sink; separate voltage- and current -amplifying
stages; 2 high -capacity, magnetically shielded
transformers; analog low-pass filter; five digital
inputs (two optical); three digital outputs (one
optical); optical transfer distortion canceler.
120 W/ch into 8 ohms from 20-20,000 Hz with
no more than 0.003% rm. 170 W/ch into 4
ohms from 20-20.000 Hz with no more than
0.005% THD. 18 x 67AI x 181/4 in; 66 lb ... $1,600

A-71 120-W/ch Integrated Amplifier
Features line -direct switch; nonresonating
frame chassis, insulators, and heat sink; clean
ground technology; 7 inputs; Urushi finished
front panel; rosewood -finish vinyl -covered side
panels. 120 W/ch into 8 ohms from 20-20,000
Hz with no more than 0.003%. 18 x 61/4 x 181/4
in; 59.5 lb $1,100

VSA-1000 5 -Ch A/V Integrated Amplifier
Features Dolby Pro Logic surround -sound pro-
cessor with digital delay. 4 mode: Dolby Sur-
round, stadium, simulated stereo, studio. 154 -
position memory remote control; 2 S -video
input/output terminals; 2 video monitor outputs
with I S -video terminal; pre-out/power-in for
front, rear, and center; 7 video inputs; 6 audio
inputs; video signal selector and video adaptor
loop; 3 -position acoustic memory; on -screen
display. 100 W/ch into 8 ohms with 20-20,000
Hz with 0.1% nip. Rear channels: 30 W/ch into
6 ohms from 20-20.000 Hz with 0.1% rim;
center channel 30 W/ch into 6 ohms from 20-
20,000 Hz with 0.1% THD. 161/4 x 6,/4 x 161/4 in;
26.51b $1,000

A-757 100-W/ch Integrated Amplifier
Nonswitching design with separate voltage -
and output -amplifying stages. Features line -
direct switch, honeycomb chassis, insulators,
and heat sink; separate circuit blocks; direct
connection II; 8 inputs. 100 W/ch cont avg into
8 ohms; FR 20-20,000 Hz; rim 0.003%. 16% x 61/4
x 161/4 in; 43 lb $750

A-337 40-W/ch Integrated Amplifier
Antiresonance and vibration design. Features
direct connection for input signal. Clean ground
system; tone bypass switch. 6 -position record
selector; 4 speaker outputs. 40 W/ch into 8
ohms from 20-20,000 Hz with 0.02% THD . $250

PROTON
AM -656 60-W/ch Integrated Amplifier
Dynamic Power on Demand circuitry. Features
Aphex Aural Exciter; tone bypass; motorized
volume control; 2 -color LCD display. FR 20-
20,000 Hz ±0.3 dB; THD 0.02%; tm 0.01%;
damping factor >150; dynamic headroom 6 dB.
18'/- x 371/4 x 15`/N in; 26.6 lb $700

8540 40-W/ch Integrated Amplifier
High -current, high -dynamic power amplifier
with Dynamic Power On Demand (DPD) cir-
cuitry. Features phono section with wham pho-
no selections; active volume control; anticlip-
ping circuit. 40-W/ch cont from 20-20.000 Hz:
FR 20-20,000 Hz ±0.2 dB; S/N 85 dB, 105 dB (A-
wtd); dynamic headroom 6 dB. Dynamic power
rating: IHF 20 ms at 8 ohms, 160 W; 4 ohms. 280
W; 2 ohms, 380 W; 100 ms at 8 ohms. 150 W; 4
ohms. 220 W; 2 ohms. 230 W; 200 ms at 8 ohms.
150 W; 4 ohms, 190 W; 2 ohms, 200 W. 161/2 x
3'A- x 121/2 in; 19.1 lb $380

REALISTIC BY RADIO SHACK
SA -I50 Mini Integrated Amplifier
Inputs for tuner, tape deck, turntable. Mono/
stereo button; tone control; headphone jack.
Walnut -grain vinyl finish. 9 x 2'/- x 6 in ... $60

SA -10 Mini Integrated Amplifier
Inputs for ceramic phono. tuner, tape deck.
Mono/stereo button; tone control; UR volume
control. 8 x 31/4 x 51/2 in $30

REVOX
B250 -S 150-W/ch Integrated Amplifier
Preamp section allows simultaneous listening
and recording from 2 different sources. 6 inputs
for tuner, tape 1 and 2. aux, CD. and phono MM
(moving -coil input option), each input level
adjustable and storable in nonvolatile memory;
optional video-switcher provides 4 video inputs
(2 vCR, videodisc, rv) controlled via B208 wire-
less remote; FL display varies in intensity with
ambient light. 150 W/ch into 4 ohms; THD
<0.015%; MM phono S/N 80 dB. 171/4 x 41/4 x 13
in; 13 lb $2,500
8150. Similar to 8250-S. 90 W/ch into 4
ohms $895

ROTEL
RA820BX4 30-W/ch Integrated Amplifier
Class AB design. Has moving -coil input. THD
0.03%; high-level sens 150 mV; bandwidth 20-
20.000 Hz; MM phono S/N 80 dB: MM phono sens
2.5 mV: MM phono overload 170 mV 151/2

lb $399

RA820BX4 50-W/ch Integrated Amplifier
Class AB design with moving -coil input. rim
0.03%; high-level sens 150 mV; bandwidth 20-
20,000 Hz; MM phono sag 80 dB; MM phono sens
2.5 mV; MM phono overload 170 mV. 16 lb $299

SANSUI
AU-X911DG 100-W/ch Integrated Amplifier
Features I -bit 0/A converter: independent cir-
cuitry for left and right amplifiers; X -balanced
and feed -forward circuits; direct -access rotary
switching at point of input; motor -driven re-
mote switching; separate digital and analog
transformers. Digital -direct and source -direct
operation; separate record selector; 5 pairs of
gold-plated analog inputs; 4 pairs of gold-plated
digital inputs; record selector; subsonic filter;
loudness; speaker A, 13, A+ B. 100 W/ch min rms
into 8 ohms; FR 10-20.000 Hz; THD 0.005%. 17 x
61/2 x 171/4 in; 40 lb $1,100

AU-X7I I 100-W/ch Integrated Amplifier
Features X -balanced circuitry; cascade -con-
nected differential FET input design; digital -di-
rect input; source -direct input; loudness
switch; subsonic filter; independent record se-
lector; 10 gold-plated inputs; speaker A, a. 100
W/ch min rms into 8 ohms; FR 10-20,000 Hz;
THD 0.003%; s/N 88 dB (mm), 70 dB (MC), 110 dB
(CD, tuner, tape); damping factor (at 8 ohms)
150; slew rate 180 V/µsec; rise time 0.6 µsec. 17
x 6% x 171/4 in $850

AU-X6I1AV 80-W/ch Integrated Amplifier
Features low -impedance drive capability; high -
gain phono EQ; signal -processor loop; rec selec-
tor; gold-plated headphone output. 80 W/ch
min rms into 8 ohms; FR 20-20.000 Hz:
mo<0.008%; damping factor (at 8 ohms) 100;
S/N 87 dB (MM), 75 dB (MC). 95 dB (all other
sources). 17 x 6% x 171/4 in $700

AU-X301165-W/ch integrated Amplifier
Features low -impedance drive capability; high -
gain phono EQ for MM and mc cartridges; stabi-
lized ground circuit; record selector; subsonic
filter. 65 W/ch min rms into 8 ohms; frequency
response 20-20,000 Hz; rim 0.05%; signal-to-
noise ratio 80 dB (mm). 65 dB (Mc), 105 dB (CD.
tape). 17 x 51/4 x 121/4 in; 20.9 lb. Matte -black
finish $320

SCOTT
sTA-1200 125-W/ch Integrated Amplifier/Tuner
Comes with separate si FM quartz -synthesis
tuner. Features 7 -band graphic equalizer; rota-
ry volume control; video sound input; loudness
switch; EQ-defeat switch; LED power -level me-
ter; auto scan/manual tuning; CD/DAT input
jacks; discrete output transistors; headphone
jack. 125 W/ch rms into 8 ohms from 20-20,000
Hz at 0.09% THD; S/N, phono 70 dB. aux 90 dB.
Tuner: FM sens 3.5 µV at 3% THD: FM S/N 70 dB.
Amp: 171/4 x 5% x 101/4 in; tuner: 171/2 x 51/4 x
101/4 in $400

SHERWOOD
AI -1210R 100-W/ch Integrated Amplifier
Features surround -sound circuitry; low -noise
phono amplifier; subsonic filter. Video sound
input; loudness control; direct switch; head-
phone input jack; peak -power indicator; mute
switch. Includes multifunction wireless remote
control. 100 W/ch; IM 0.04%; signal-to-noise
ratio 79 dB; frequency response 8-70.000 Hz.
17% x 5 x 13 in $349

Al -1110 50-W/ch Integrated Amplifier
Features surround -sound circuitry: low -noise
phono amplifier. Video sound input: loudness
control; rotary -type volume control; direct
switch. 50 W/ch; IM 0.1%; signal-to-noise ratio
75 dB; frequency response 8-60,000 Hz. 171/4 x
3Y4 x 81/4 in $169

SOUNDSTREAM
RA -100 50-W/ch Remote -Room Amplifier
Bridgeable to 100 W mono. Features remote -
controllable volume, balance, system on/off.
bass and treble controls, and master level; vari-
able line outputs/input for a local audio source.
Wall -mounting brackets included; optional
wired keypad or wireless remote control. Fit 20-
20,000 Hz; sq.' >95 dB; THD <0.1%. 9 x 1% x 12
in; 5 lb $695

TANDBERG
3032 120-W/ch Integrated Amplifier
Features MOSFET and bipolar circuitry; separate
MM and mc inputs; servo loop for oc stability;
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INTEGRATED  AMPLIFIERS
fully remote controlled. 60-500 W; FR 1.6-
250,000 Hz; S/N 68 dB for phono Mc, 72 dB for
phono MM 74 dB for other; THD 0.09%. 171/4 x
51/2 x 14 in $1,649

TECHNICS
SU-V9OD 100-W/ch Integrated Amplifier
Features digital processor with 4x-oversam-
piing digital filter and dual 18 -bit D/A converters.
Class AA circuitry. Features auto switching
between sampling frequencies; subsonic filter.
OpticaUcoaxial digital inputs; loudness control;
muting; direct -digital operation mode. Amp
section: 100 W/ch into 8 ohms; THD 0.003%; FR
20-20,000 Hz; damping factor 60. Digital sec-
tion: THD 0.003% at 1,000 Hz; S/N 110 dB; FR 2-
20,000 Hz .0.3 dB. Preamp section: FR 30-
15,000 Hz (phono), 20-20,000 Hz +0,-0.1 dB
(other sources); S/N 79 dB. 17 x 61/4 x IVA in; 29
lb $1,050

SU-AVS5 SO-W/ch AN Integrated Amplifier
Features Dolby Surround sound; bass synthe-
sis with level control; S -VHS input/output ter-
minals; 3 AA/ inputs; 7 audio inputs; video out
and S -VHS video out; FL display; stereoplex
simulated stereo. Includes wireless remote con-
trol. Front channels: 50 W/ch into 8 ohms; FR
20-20,000 Hz; total harmonic distortion
<0.02%. Rear: 10 W/ch into 8 ohms; FR 20-
20,000 Hz; total harmonic distortion
<0.09% $730

SU-V660 90-W/ch Integrated Amplifier
Features Class AA circuitry; high-speed capac-
itors with electrolyte; heavy-duty power sup-
ply; large aluminum heat sinks; active servo
power supply. Power amp direct input; MM/MC
cartridge input; 6 -position multiple input facili-
ties; A/B speaker terminals; tone defeat switch;
loudness switch; stereo/mono-switch. Amp
section: 90 W/ch min rms into 8 ohms; FR 20-
20,000 Hz; THD 0.007%; damping factor 80.
Preamp section: FR 30-15,000 Hz -± 0.8 dB (pho-
no), 20-20,000 Hz +0, -0.2 dB (other sources);
S/N 76 dB (N01), 72 dB (Mc), 80 dB (other
sources) $380

SU-V460 50-W/ch Integrated Amplifier
Features Class AA circuitry; high-speed capac-
itors with electrolyte; heavy-duty power sup-
ply; large aluminum heat sinks; power amp
direct input; 6 -position multiple input facilities;
A/B speaker terminals; tone -defeat switch; loud-
ness switch; stereo/mono mode switch. Amp
section: 50 W/ch min rms into 8 ohms; frequen-
cy response 20-20,000 Hz; total harmonic dis-
tortion 0.007%; damping factor 60. Preamp sec-
tion: frequency response 30-15,000 Hz ±0.8 dB
(phono), 20-20,000 Hz +0,-0.2 dB (other
sources); signal-to-noise ratio 76 dB (MM), 81
dB (other sources) $300

VECTOR RESEARCH
VA -800 35-W/ch Integrated Amplifier
Features C-MOS input switching; gold-plated
binding posts; toroidal power transformer. Am-
plifier section: 35 W/ch into 8 ohms, 50 W into 4
ohms; total harmonic distortion 0.09%; im
0.1%; FR 10-50,000 Hz; damping factor 100.
Preamp section: signal-to-noise ratio 78 dB for
phono, 95 dB for CD/tape. $250

YAMAHA
AX -900U 130-W/ch Integrated Amplifier
Independent preamp/power-amp configuration.
Features high dynamic power; low -impedance
drive capability. Continuously variable loud-
ness control; preamp in/main amp out termi-
nals; dual rec-out selectors. 130 W/ch min rms

into 8 ohms; FR 20-20,000 Hz; Tim<0.005%.
Black finish. 42 lb $749

AVX-700Ti 65-W/ch Integrated AN Amplifier
Features 5 channels: 65-W/ch front, I4-W/ch
rear/center. Three -mode digital surround;
Dolby Pro Logic decoder; Yamaha active -ser-
vo amplification for main channels; adjustable
time delay (5-30 msec); test -tone generator. 9
audio and 4 video inputs; all video inputs S -
video compatible; motorized volume control
with LED indictor; copy function; electronic 2 -
band tone control; electronic rear/center speak-
er -level controls; pre -out connections for cen-
ter and surround channels; wireless remote
control with 98 keys, 35 learning; 65 watts x 2
into 8 ohms. Titanium finish $649
AVX-700. As above, black $649

AX -700U 110-W/ch Integrated Amplifier
Features low -impedance drive capability. CD
direct position; continuously variable loudness
control; rec-out selector; accessory output
loop; 3 tape inputs. 110 watts/ch min rms into 8
ohms; frequency response 20-20,000 Hz; total
harmonic distortion less than 0.005%. Black
finish. 29 lb $599

AVX-500Ti 80-W/ch Integrated AN Amplifier
Features 5 channels: 80-W/ch front, 15-W/ch
rear/center. Two mode digital surround; Dolby
Pro Logic decoder; Yamaha active -servo tech-
nology amplification for main channels; test -
tone generator. 7 audio and 3 video inputs; S -
video compatible; 3 -band tone control; RS
integrated system learning wireless remote con-
trol with 76 keys, 35 learning. Titanium fin-
ish $549
AVX-500. As above, black $549

AX-630Ti 85-W/ch Integrated Amplifier
Features active -servo technology; low -imped-
ance drive capability; high capacitance electro-
lytic caps; independent power supply for
preamp and power amp; Mc -cartridge head
amp; accessory output loop (line level). Contin-
uously variable loudness control; 6 audio
source inputs: CD -direct switch; 6 -position rec-
out selector; center -defeat, bass, and treble
controls; switchable subsonic filter; banana -
plug -compatible speaker terminals. 85-watts/ch
min rms into 8 ohms; frequency response 20-
20,000 Hz. Titanium finish. 20 lb $449
AX -630. As above, black $449

AX -430 55-Wich Integrated Amplifier
Features low -impedance drive capability. mc-
cartridge head amp. CD -direct switch; continu-
ously variable loudness control; 6 audio -source
inputs; center -channel defeat, bass- and treble
controls; banana -plug -compatible speaker ter-
minals. 55 W/ch min rms into 8 ohms; FR 20-
20,000 Hz; total harmonic distortion <0.15%.
Black finish. 18 lb $299

YBA BY MUSIC HALL
Integre 45-W/ch Integrated Amplifier
Features many components used in YBA 3
amplifier and YBA 3 preamplifier. 6 in-
puts $1,850

The listings are based on data
provided by the manufacturers. For
more product information, contact

an authorized dealer or the
manufacturer directly. Manufacturers'

addresses and phone numbers are
listed in the directory

beginning on page 231.

A.idioNideo, Car Stereo, Telephones
AT LOW DISCOUNT PRICES!

Youll find the most helpful shopping infor-
mation in the 120 page Crutchfield catalog.

FREE
Stereo

Catalog
Refer to the Crutchfield catalog
before buying your next car stereo,
home stereo, or video product:
 120 pages of helpful articles, consumer

tips, charts, and installation guides.
 Color photos, complete descriptions

and technical specifications on
hundreds of the finest brand name
products.

You get more value shopping at
Crutchfield:
 lbll-free product advice, ordering, and

customer service.
 24 hour shipping.
 Absolute satisfaction guaranteed.
 Full 30 -day return privileges.
 Discount prices on Sony, Pioneer,

JVC, Jensen, Proton, Advent, Clarion,
Kenwood, AR, Infinity, Bose, and
many more!

Call or send this coupon now
for your FREE Catalog

800-336-5566
Be sure to mention Stereo ReViCIA' when calling

Name

Address Apt. #

City State Zip

Optional - Are you in the market for:
?C products 7.1 fax/copiers

1 security products

CRUTCHFIELD
I Crutchfield Ittrk. I kit SR. Charhwess-Ille 22,.



PREAMPLIFIERS

ACCUPHASE BY MADRIGAL
C2801. Preamplifier
All -stage Class A push-pull circuitry and ix
servo -controlled direct -coupled unit amps and
signal paths. Built-in head amp for mc car-
tridges: separate power transformers for each
ch ( + 26 dB or + 32 dB); mc input -imp selector
switch; UK input -level controls: 2 -stage select-
able loudness compensation. Phono input 2
mV. phono (head amp on): 0.1 mV/0.5mV se-
lectable; line/tuner input 126 mV; rated output
2 V; line/tuner s/N 110 dB: phono s/N 85 dB;
phono s/N (head amp on) 72 dB $11,750

C270 Preamplifier
Cascode push-pull circuits in all stages; sepa-
rate regulated power supply for each gain stage
in each ch: fully balanced input and output for
CD player: 10 inputs: selectable loudness com-
pensation. Inputs for MM phono; tape; tape 2:
CD player; CD player/balanced; tuner; 4 line -
level sources. s/N 92 dB; 34.5 lb $8.250

C200V Preamplifier
Preamp with II inputs; separate tone controls
for each ch with selectable turnover frequen-
cies; some inputs and outputs accessible from
front panel. Inputs for MM phono. mc phono,
tape, tape 2, tape 3; aux. phono 2, phono 3. CD
player, tuner: line 2: line 3. Max output 8.0 V:
MM phono sens 0.5 mV for 0.5-V output at I .(XX)
Hz: MM phono input overload level 3(X) mV; 30
lb $6.0(a)

ADCOM
GFP-565 Preamplifier
Features I% Rocderstein metal -film resistors
and metallized -film capacitors on a double cop-
per -plated, glass -epoxy printed circuit board.
All stages operate in pure Class A mode; sepa-
rate headphone amplifier: three sets of outputs:
1) Bypass (direct -coupled output), 2) Lab (di-
rect -coupled output with tone controls, filter,
loudness contour and mono modes). 3) Normal
outputs. Can record from one input while lis-
tening to another input: loudness contour con-
trol: signal -processor loop: 5 high-level inputs
and I phono input (Mc. mm). FR 5-90.000 Hz
±0.5 dB: THD (line) 0.0025%. (phono) 0.009%;
S/N (line) >100 dBA, (phono) >95 dBA; sens
(line) 205 mV. (phono) 23 mV; ch sep >75 dB at
1.000 Hz. Black finish. 17 x 3 x 111/4 in; 11

lb $800
GFP-565W. As above with white front pan-
el 5850

GTP-50011 Preamplifier/Tuner
Preamplifier with built-in tuner. I% Roeder -
stein resistors in all critical application; wire-
less remote control included. Remote sensors
available for control from different rooms.
Preamp section features inputs for MM phono;
tape 1: tape 2: CD player: tuner. Tuner section
features quartz -referenced digitally synthesis

JJJJ J

tuning; auto up and down scan; 8 AM/FM pre-
sets; 5 -LED signal -strength display; high -blend
circuit; 2 sets of outputs (AC coupled. oc cou-
pled). Preamp: ER 5-65.000 Hz ±0.5 dB: s/N
phono A-wtd 85 dB: IM 0.0015%. Tuner: sens
36.5 dBf stereo; THD 0.0904, stereo at 1,000 Hz;
s/N 75 dB stereo; sep 52 dB at 1,000 Hz. 17 x 3'4
x 121/4 in; 1616 $600
GTP-50011W. As above with white front pan-
el $650

GFP-55511 Preamplifier
Features two-sided copper -plated circuit board
for low noise and hum: 1% Roederstein resis-
tors and film capacitors used throughout:
switchable phono-input capacitance; switch -
able gain on phono input; tape dubbing; sepa-
rate headphone amp; 2 sets of outputs ( se
coupled. ix- coupled); bypass output: signal -
processor loop; 5 pairs of high-level inputs. Can
record from one input while listening to another
input. mc phono: tape:
tape 2; CD player; tuner; video. FR 5-85.()00 Hz
±0.5 dB: sir.' (line) 100 dBA, (phono) 90 dB;
THD (line) 0.003%, (phono) 0.02%; sens (line)
200 mV. (phono) 2.3 mV. 17 x 3 x 111/4 in: 11.5
lb $S(X)
GFP-555W. As above with white front pan-
el $550

GTP-400 Preamplifier/Tuner
Phono stages operate in full Class A operation;
RIAA equalization circuit for high -output mov-
ing -coil or MM phono cartridges. Separate re-
cording selector allows listening to one source
while recording another; feedback tone control;
8 AM/FM station presets. Preamp section: THD
<0.01%; IM 0.005%; FR 20-20,000 Hz, ±0.1 dB;
s/N: phono 80 dB. line >95 dB. Tuner section:
- 50 dB quieting mono 13.5 dBf, stereo 37 dBf;
INF sens mono 11 dBf; cap ratio 1.7 dB: THD
stereo 0.1% at I MOO Hz; s/N mono 80. stereo 75
dB; FR 30-15,000 Hz, ±0.5 dB. 17 x 31/4 x 121/4
in; 15 lb $380
GTP-400W. As above with white front pan-
el $430

Accessories
XR-50011. Optional remote sensor for GTP-
50011 $90
RM-3W. RM-3 in white $25/pr
RM-3S. RM-3 in silver $25/pr
RM-3. Optional rack -mount adaptors for GFP-
55511 and GTP-50011 $20/pr

a/d/s/
CC4 AM/FM l'reamplifier/Tuner
Features microprocessor -operating system for
remote -control operation, digital volume and
tone controls, and alphanumeric display. Re-
mote IR receiver capability for multiroom appli-
cations. RS -232 port for control by personal
computer; digital -synthesis tuning with 30 AM
FM presets; optional remote control via RC!.
Preamp section: max output >7 V rms into

I0,(88) ohms/I ,000 pF; volume and balance
control range 80 dB in I -dB steps; bass and
treble control range ± 10 dB in 2 -dB steps; low
bass 0 to +6 dB in I -dB steps. FM section: sens
<13 dBf mono; 50 -dB quieting sens <40 dBf
stereo; capture ratio <1.5 dB; sel >65 dB;
spurious rejection >100 dB; stereo s/N >70 dB:
sep at 1.000 Hz >47 dB. AM section: sens for 6 -
dB sits <10 µV; IF rejection >50 dB; s/N 44 dB.
171/2 x 23/4 x 143/4 in; IS lb $850
RCI. Unified remote control for use with above
and other a/d/s/ components $150

ARAGON BY MONDIAL
24K Preamplifier
Features external Ac power supply; dual -mono
Dc supply; gold-plated input/output connectors;
oxygen -free copper wiring with Teflon dielec-
tric; silver -to -silver contact switches. sin: 95 dB.
19 x 14 x 3V2 in; 25 lb $1.250
IPS. Optional isolated power supply for above.

x 5 x 91/4 in; 121b $250

ARCAM
Delta 110 Preamplifier
Features built-in 1 -bit. D/A converter. Two
switched digital inputs; 5 analog inputs; MMMC
phono inputs; 2 tape loops; separate toroidal
power transformers for digital and analog
sections; standby mode for warm-up; front -
panel switching for 2 speaker pairs; remote
control $1,500

ATMA-SPHERE
MP -1 Tube Preamplifier
Differential balanced -line vacuum -tube pream-
plifier. Features direct -coupled output: XLR in-
put connectors for phono and auxiliary inputs;
zero negative feedback; dual -mono construc-
tion: precision -stepped volume control; 2 tape
monitors; phase -inversion switch; outboard
power supply with tube regulation. 2 -tone black
and gold brushed finish $5,600

AUDIO BY VAN ALSTINE
Transcendence FET-Value Preamplifier
Features compound hybrid construction; toroi-
dal power transformer; regulated power sup-
ply. RIAA phono inputs; 2 sets of tape inputs
with tape -to -tape monitoring; 3 sets of line -
level inputs for digital and analog sources; vol-
ume/balance controls; separate bass and treble
controls for each channel; 2 pairs of audio
outputs; amp -driven headphone jack. Power
bandwidth >800,000 Hz; speaker -selector
switch. 131/2 x41/2 x 121/2 in: I I lb $1,195

Super Pas Three Omega Tuhe-IC Preamplifier
Features vacuum -tube gain circuits with solid-
state buffer circuits for low -output impedance
and high drive currents. Volume/balance con-
trols: RIAA equalization; phono and 3 or 5 line -
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Adcom's GFP-565 Pump:
Pure and Simple.

In Search of Sonic Perfection, Adcom
Took the Path of Least Resistance

The fewer circuits a musical signal encounters on its
way to your loudspeaker system, the greater its muscial
purity will be. Now, through obsessive attention to detail
and design ingenuity, Adcom has created the GFP-565 -
the world's first affordable preamplifier with direct, linear
gain path circuitry. By combining the GFP-565 with any
of Adcom's power amplifiers, you can experience the
exceptionally lifelike sound which has astonished even
the most demanding critics.

From Input to Output,
the Signal Path is

as Direct, Pure and
Simple as Possible

By gold plating all input and output jacks, and then directly
mounting all jacks, switches, potentiometers and other laboratory
grade components on a double copper -plated, glass epoxy printed
circuit hoard, signal losses and noise are dramatically reduced.

Three Sets of Outputs for the Perfect
Balance of Performance and Flexibility

You can use one or more sets of outputs: I) BYPASS -
direct -coupled before tone controls, filters, etc. for the most
direct path to your power amplifier while retaining control
of volume and balance. 2) LAB - direct -coupled with no
output -coupling capacitors yet with tone, filter and loudness
controls. 3) NORMAL - same as LAB but with highest
quality output capacitors for use with amplifiers needing
the extra protection of ultra -low -frequency roll -off.

Bi-amped and tri-amped systems are easily
accommodated by this flexible arrangement.

Pure Convenience
The minimalist aesthetics of the GFP-565 are

deceptive in their simplicity. Without being overly
complicated to use, this preamplifier is able to integrate
and control all of the components in the most sophisticated
of music systems. There are five high-level inputs as well
as a phono input. A separate front -panel switch allows the
use of an external processor, only when needed, leaving
both tape circuits free. And, of course, you may listen to
one input while recording from another.

More Sound, Less Money
Adcom stereo components have a reputation for

sounding superior to others costing two and three times
more. Keeping faith with This tradition, Adcom took the
path of least resistance. Why not do the same? Ask your
authorized Adcom dealer for a demonstration of this
remarkable stereo preamplifier. Please write or call for a
fully detailed brochure. You'll discover the best value in
high performance
preamplifiers.
Pure and
simple.

details you can hear

® 2
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PREAMPLIFIERS
level inputs; tape -monitoring capability. 131/2 x
4'/ x 9 in: 9 lb. Factory wired $745
Kit. Depending on options $200 to $3(X)

Omega Preamplifier
Features audio circuits with FET op -amps and
hybrid current amps. Optional phono. dual
tape, and two additional high-level inputs: tape -
to -tape monitoring; volume, balance, bass, and
treble controls: 2 audio outputs: headphone
jack. Optional phase inverter. headphone am-
plifier. and buffer tape driver circuits. Tim
<0.003%. 17 x 3 x 9 in; 13 lb $595

FET-3i Preamplifier
Features dual Fur op -amp circuits: matched
phono circuits. Tight -tracking volume/balance
controls: balanced tone controls: tuner, tape.
and aux inputs; 2 switched AC outlets. 131/2 x 3 x
8'/_ in: 7 lb $195

AUDIO DESIGN ASSOCIATES
DSP-8 Preamplifier
8 -input capability. Features 5 balanced stereo
source inputs: 3 balanced stereo tape inputs; I
stereo signal -processor loop input: digital
source -switching input: 2 main outputs: 3 tape
outputs: I processor -loop output; 8 source
pulse outputs: volume, balance, bass, mid, tre-
ble. sources and tape -monitor controls; I

switched outlet. Input imp < 47 kilohms; max -
input level ± 10 volts: output imp > 1.000
ohms; max -output level ± 10 volts; FR 5-30.000
Hz + 3 dB; Tim 0.05°/0 siN 90 dB. 3.5 x 19x 113/4
in; 8 lb $1.395

ADP -8 Preamplifier
Features 5 stereo source

inputs; 3 stereo tape inputs: I stereo signal -
processor loop input: 3 main outputs: 3 tape
outputs; I processor loop output; volume, bal-
ance. bass. mid. treble, and source -selection
controls: I switched outlet. Input imp <47
kilohms: max -input level 8 volts: Output imp >
100 ohms; max -output level ± 12 volts: Fit 20-
20.000 Hz ±0.25 dB: TIM 0.05%; s/N 85 dB dB.
3'/- x 19 x 113/4 in; 8 lb $995

AUDIOLAB BY ARTECH
Model 8000C Preamplifier
Features phase -compensated tone controls: ex-
treme -frequency contouring: switch for refer-
ence -flat response. Inputs: Mc. MM. tape I. tape
2. tuner. CD: separate listening and recording
controls; mute switch. FR 20-20,000 ±0.5 dB;

line 90 dB. phono MM 79 dB. phono Mc 75
dB; Tim < 0.01%. 17,A x 27/s x I I %in; 14 lb$595

AUDIO RESEARCH
SP -I5 Hybrid Preamplifier
Hybrid design using rE-r's and 3 vacuum tubes.
Features second chassis with toroidal power
transformer; 7 inputs including MM/Mc, tape I

and 2. CD. tuner, video, aux: auto muting:
manual muting; bypass control; absolute -phase
switch; gain and attenuation controls; 7 sets of
ouputs: front -panel MC impedance selector. FR
0.1-200.000 Hz -3 dB; MD 0.005% at 2 V rms:
s/N 110 dB: max 80 V rms output; phono over-
load 350 mV rms at 1.000 Hz. 19 x 51/4 x 101/4 in:
29 lb $5.995

SP -I4 Hybrid Preamplifier
Hybrid design using FET'S and vacuum tubes.
Features shielded toroidal power transformer;
7 inputs; auto muting; manual muting; bypass
control; gain and attenuation controls; allows
recording of one input while listening to anoth-
er; internally adjustable phono impedance and
capacitance. Frequency response 1-200.000 Hz

-3 dB; total harmonic distortion 0.01% at 2 V
rms: s/N I(X) dB; max 50 V rms output; phono
overload 200 mV rms at 1.01X) Hz $2,995

SP -9 Mk11 Hybrid Preamplifier
On -hoard power supply: auto mute circuit for
warmup, voltage drop: switchahle muting: 2
tape inputs. 2 tape outputs: 2 -position tape -
monitor switching: gold-plated input/output
jacks; shielded toroidal power transformer:
2 6DJ8 vacuum tubes (I -in phono, I -in line
stage); compatible with many mc cartridges;
black front panel extra. FR 5-50,0(10 Hz (high
level, ±0.5 dB), magnetic phono. ±0.3 dB of
RIAA. 30-40.000 Hz; max output 2 V rms:
distortion <0.01% at 2 V rms out: input imp 50k
ohms (all high level) $1.795

LSI Hybrid Line -Stage Preamplifier
Preamplifier incorporates HT and vacuum -
tube. Features auto muting for warmup and
power -line interrupt: shielded torroidal trans-
former. 7 inputs including CD. tuncr, video.
aux I. aux 2. tape, and direct -gain path which
bypasses all major controls except gain: manual
muting: gold-plated input/output jacks. FR 5-
50.000 Hz ±0.5 dB: 2 V rms output (max 50 VI:
S'N 100 dB. 19 x 51/4 x 101/4 in. 12 lb .... $1,495

AUDIOSOURCE
Pre -One Preamplifier
Preamp with built-in Mc head. 6 FET inputs, with
electronic switching; 2 main outputs; bass EQ
circuitry: tape -to -tape dubbing: s/N >1(10 dB;
Tito <0.008%: ER 10-1()0.000 Hz. 161/2 x 2YR x
I ris in. 8 lb $2.50

AUDIRE
Andante Preamplifier
Class A. moving -coil, and moving -magnet pre-
amplifier. Features dual tone controls: 2 ampli-
fier and 2 tape outputs: inputs for CD. video.
DAT. tuner, moving -coil, moving -magnet. 2
tapes, aux; 4 switched and 4 unswitched power -
line switches: active tone controls: separate left
and right channels: field -effect -transistors. FR
1-48.(XX) Hz: MD 0.025%; s N 100 dB. 19 x 31/2 x
6 in; 10 lb $1.750

Buffet 2 Preamplifier
Moving -coil and moving magnet phono pream-
plifier. Features discrete circuitry: large power
supply. FR 1-48.0(X) Hz: siN 100 dB: 19 x 21/4 x 7
in; 7 lb $855

Legato Preamplifier
Features 2 phono: 2 tape mon: tuner: aux:
dubbing; subsonic filter: 2 AC. FR DC- I00.000 Hz
-0.25 dB; s N 90 dB. 19 x 13/4 x 7 in; 6 lb . $440

B & K COMPONENTS
Sonata Series MC -101 Preamplifier

coupled discrete circuitry with a straw se-
lectable head amp. 2 tape loops: 2 separate
record selector: 2 tone controls: MM sens 0.8
mV; MAI N 82 dB; sic sini 72 dB: FR 1-100.000 Hz
+0. - 0.5 dB; TIID 0.02%. Balanced outputs. 17
x 31/2 x 10 in $1.098
Without balanced output $898

Sonata Series Pro -10 Preamplifier
Discrete tic -coupled preamplifier with circuit
topology similar to MC -I01. Tone controls and
high -cut filter have been omitted: external pow-
er supply: MC MM selectable: separate record
selector. 6 inputs; 2 pre -outputs and I pair of
balanced outputs. RIAA accuracy within ±0.2
dB. FR 1-100.0(X) Hz 0. -0.5 dB: ritti <0.02%.
19 x 31/2 x 10 in $898
Without balanced outputs $698

Pro -5 Preamplifier
Features 5 high-level inputs; I phono stage with
59 -dB gain; balance, volume, bass, treble con-
trols: gold-plated RCA connectors: moving -coil
capacity. Inputs for MN1 phono. tape. aux, CD
player. tuner, video. FR I-IIX).000 Hz ±3 dB:
signal-to-noise ratio 100 dB: stm phono sensitiv-
ity 0.56 mV for 0.5-V output at 1.000 Hz: MM
phono input overload level 105 mV at 1,000 Hz;
sensitivity for line -level inputs 53 mV. 19 x 31/2
x 9 in $198

BEDINI
BC -800 Preamplifier
Features inputs for 2 tape decks, CD. DAT.
tuner, and phono. Volume and balance con-
trols. FR 1-110.0(10 Hz +0. -3 dB; THD<0.1%:
tM <0.03%; RIAA phono deviation 10-30.000
Hz +0.25 dB; S,N phono to rec out 100 dB. line
to pre out 110 dB $2.1(X)

BC -866 Preamplifier
Class A preamp with inputs for phono, tuner,
tape. CD, aux. Balance and volume controls.
FR 1-110.(XX) Hz --0. -3 dB; DID <0.15%; IM
<0.05%; RIAA phono deviation 20-25.000 Hz
+0.25 dB; siN phono to rec out 90 dB/line to pre
out 100 dB $960

BELLES
OCM 55 Preamplifier
Dual -chassis line -level preamplifier with exter-
nal power source. Features 5 line inputs; 2 tape
outputs. double tape loop: 2 preamp outputs.
Phono interface optional. FR 2-100.000 Hz: THD
0.01%; high-level sens 50 mV. Each chassis 19
x 21/4 x 10 in. '21h $1,750

OCM Phono Interface
For mm,mc cartridges; includes RIAA equaliza-
tion. Adjustable sens for 0.2-10 mV cartridges.
Variable input imp load matching from 0-47.000
ohms. MM phono overload 18(1 mV, tam s N 80
dB. 19 x 21/4 x 10 in. 11 lb $1,150

BELLES 55 Preamplifier
Features complementary circuitry and Class A
power MOSFET outputs; phono section with in-
ternal DIP switch for MM and mc cartridges; 2
settings for gain: 2 settings for cartridge load-
ing. External high-energy power supply with
DIN connector in rear. 5 inputs: monitor I:
monitor 2; volume: balance; subsonic filter. FR
10-100.000 Hz ±3 dB $649

BERNING
TF-12 Preamplifier
Dual -mono tube preamp with differential triode
design. Features digitally controlled switching
matrix (I -dB steps over 80 -dB range) for vol-
ume and balance to avoid coloration; LED dot-
matrix displays relative levels of both channels;
high -frequency resonant power supply: wire-
less remote control: high -gain line section (32
dB). Inputs for MM/Mc phono; tape; aux; CD
player: tuner; video. FR 5-100,000 Hz. ±3 dB;
MM phono sens 0.38 mV for 0.5-V output at
I.(XX) Hz: sens for line -level inputs 32
mV $2,950

BOULDER
L3AE Preamplifier
Features single -chassis design: rugged con-
struction: gold-plated jacks and three -pin out-
put connectors. THD 0.0025% from 20-20.000
Hz. 0.005% at 20.000 Hz; FR 20-20.000 Hz: max
voltage gain 59 dB for high-level phono inputs
and 79 dB for low-level phono inputs: 17 x 33/4 x
153/4; 13 lb $1.299
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Our
competition
would love
to rip us
apart.
Remove the heavy duty transformers.
Eliminate the independent power supplies.
Disconnect proprietary signal enhancing
circuitries. Replace metal panels, chassis,
and trays with plastic.

These are a few of the things our compe-
tition would love to do to our components.

Because it's the only way they could make
them as good as their components.

At Onkyo, we believe technology without
quality is meaningless. Our new AV
Receiver line, for example, offers the most
advanced multi -room, multi -source
control. Yet at the heart are transformers
and heat sinks substantially larger than
those found in other brands. After all, if the
sound is anemic, who cares how many
rooms you can hear it in.

These new AV Receivers also feature
Dolby Pro Logic, driven by 5 independent
power supplies. So the critical center
channel doesn't get short changed.
And your viewing and listening enjoyment
short circuited.

Onkyo components sound better because
they're built better. It's a difference you
can hear-and see.

Artistry in Sound

ON'KVO
200 Williams Drive, Ramsey, N.J. 07446 201-825-7950
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PREAMPLIFIERS
Modular Preamp System Components
The components listed below are sold separate-
ly. and in systems. Each module has gold-
plated connectors, uses a common power sup -
ph'. and measures 141/2 x 31/2 x 41/4 in.

Boulder Ultimate Preamplifier
Features components MS01 , MSI I. MS21.
MS32; mounted in one dual frame, and two
single frames $4.799

Boulder Complete Preamplifier
Features components MS01, MS10 MS2I,
MS3I ; mounted in one quad frame $2.899

MS32 Output Controller Module
Features buffered inputs; volume, and balance
controls; stereo/mono and polarity switches;
mute ( - 20 dB) $1,299

MSI I Phono Preamp Module
Performs RIAA EQ and gain adjust. mc and MM
inputs; optional input for low-level mc's has 20 -
dB gain; triple -F switchable Bessel 3 -pole low-
cut filter at 10, 20, or 30 Hz; max gain 60 dB;
RCA inputs standard. 3 -pin optional; unbal-
anced RCA outputs; solid-state balanced out-
put. FR 20-20,000 Hz; THD 0.0025% $999
MS10. As above, no Bessel filter $849

MSOI Power Supply. 100-240 VAC 50/60 Hz,
powers 4 modules $599
MS2I Selector Switch Module. Inputs for pho-
no, CD, tuner. tape I and 2. aux; dubs between
decks $529
SSMC Solid -State MC Input Module. Bridging
with 20 -dB gain $499
SSBO Solid -State Balanced -Output Module. In-
verting stages for balanced output $299

Preamplifier Housings
MF04. Mainframe houses 4 preamp modules.
Full rack size with removable rack -mount
cars $219
MF02. Mainframe houses 2 preamp modules.
Half rack size $I79
MFOI. Mainframe houses I preamp mod-
ule $159
MSOO. Blank module panel for covering unused
slots $69

Preamplifier Power Cables, Connectors
CP06. Long power cable ( I needed for remote
phono preamp) $72
CP02. Short power cable ( I needed for each
module) $60

3 -pin connectors. For unbalanced to balanced
input (in addition to RCA connections) ... $44

BRYSTON
12B Preamplifier
Features moving -coil input; inverts polarity for
MM phono but not Mc phono output. Available
with balanced output. FR 22-20.000 Hz 1.-0.05
dB: high-level sens 50 mV; MM phono sens 1.25
mV for 0.5 V output at 1,000 Hz: MM phono
overload 200 mV; MM phono s/N 30 dB; Mc
phono SiN 80 dB $1,695

11B Preamplifier
Inverts polarity for phono outputs only. Avail-
able with balanced output. FR 22-20,000 Hz
--0.05 dB; high-level sens 50 mV; MM phono
overload 200 mV; MM phono SIN 80 dB: mc
phono siN 80 dB $1,295
11B with no phono $1,195

BP4.2 Preamplifier
Features 2 pairs balanced inputs and I pair of
balanced outputs; does not invert polarity. FR
22-20.000 Hz ± 0.05 dB; sens 50mV $995

.5B Preamplifier
Inverts polarity for phono outputs only. Avail-
able with balanced output. FR 22-20,000 Hz
±0.05 dB; high-level sens 50 mV; MM phono
sens 1.25 mV for 0.5 Vat LOW) Hz; MM phono
overload 200 mV; MM phono S/N 80 dB: sus
phono SIN 80 $750

.4B Preamplifier
Does not invert polarity. Available with bal-
anced output. Features gain/balance control: 4
inputs (CD, tuner, tape. aux); I tape loop. FR
22-20,000 Hz :4:0.05 dB; high-level sens 50 mV.
19x x9in;9Ibs $695

CAMBRIDGE AUDIO
0100 Preamplifier
Features toroidal power transformer. Dedicat-
ed headphone amplifier stage. Five inputs; pho-
no stage for MM and mc cartridges: double tape
input facilities; record defeat circuit; gold-plat-
ed phono sockets. Output voltage 300 mV (pas-
sive), I V (active); sq.; 80 dB (MM). 75 dB (tac).
94 dB (line); input sens 4.5 mV (MM), 0.5 mV
(Mc). 300 mV (line) $760

C70 Preamplifier
Features toroidal power transformer. Dedicat-
ed headphone amplifier stage: dual active and
passive outputs; passive EQ on the RI AA stage;
passive tone controls with tone defeat. Five
inputs; phono stage for MM and mc cartridges;
tape -loop facilities; gold-plated phono sockets.
Output voltage 300 mV (passive), 900 mV (ac-
tive): S/N 80 dB (MM). 75 dB (Mc). 95 dB (line);
input sens 4.5 mV (mm). 0.5 mV (Mc), 300 mV
(line) $635

CARVER
C -I9 Hybrid Reference Preamplifier
Features Sonic Holography circuitry; 6D.I8
tubes; Wonder Caps: wide circuit traces; no ics
in primary signal path. Dual external processor
loops: 5 inputs including MM and roc phono and
CD direct; dual tape -monitor loops with dub-
bing; individual UR tone controls with variable
turnover; headphone output with speaker -de-
feat switch; subsonic filter; phase switch. FR 1-
60,000 Hz - 0.3 dB; THD 0.07%: MM phono sens
1.5 mV; mm phono gni 86 dB; mc phono &iv; max
output 7 V. 12 lb $1,000

CT -17 Preamplifier/Tuner
Combination asymmetrical charge -coupled de-
tection AM/FM tuner and preamplifier with Sonic
Hologram Generator. Preamplifier features
Dolby Pro Logic 5-ch surround -sound proces-
sor with rear volume. hall and stadium ambient
effects; 7 inputs including CD direct. MM phono
input; 2 video sound; simulated -stereo synthe-
sis for mono video; 3 -way tone controls; dual
tape monitors; high -cut filter: remote control
with separate input/record selector and extra
remote volume control for room -to -room capa-
bility. Tuner features 20 AM/FM presets with
preset scan; stereo/mono: auto/manual con-
trols. Preamplifier section: FR 1-60,000 Hz ±0.3
dB; THD 0.01%: max output 7 V. Tuner section:
quieting sens 36.1 dBf; stereo sens 20.1 dBf:
cap ratio 1.4 dB; AM suppression 73 dB; alt-ch
sel 58 dB; FM Too 0.02%; smi 79 dB. 16 lb . $800

CT -I6 Sonic Holography Preamplifier
Preamplifier with Sonic Hologram Generator.
Features 5 inputs including MM and mc phono:
dual external -processor loops: dual tape -moni-
tor loops with dubbing. UR tone controls with
variable turnover; headphone output with
speaker -defeat switch. FR 1-60.000 Hz -0.3
dB: total harmonic distortion 0.01%; max out-
put 7 V. 6 lb $750

CT -II Sonic Holograph) Preamplifier
Preamplifier with Sonic Hologram Generator.
Features video sound Precognition circuit; 5
inputs including MM and mc phono; external -
processor loop; dual tape -monitor loops with
dubbing. UR tone controls with variable turn-
over; loudness EQ; headphone output with
speaker -defeat switch; subsonic filter; adjust-
able MM phono capacitance. FR 1-60.000 Hz
-0.3 dB; THD 0.05%; max output 7 V. 6 lb $580

Pro-Phile Series

CT -6 Sonic Holography Preamplifier/Tuner
Features asymmetrical charge -coupled FM cir-
cuitry. 20 random AM/FM station presets; FM
mono; preset scan: auto-scan/manual tuning; 3 -
level signal -strength indicator; 4 audio inputs: 2
tape inputs w/dubbing; MM phono input: bass,
treble, and loudness equalization; balance con-
trol: motorized volume control; headphone
jack; 28 -button remote control. Preamp sec-
tion: FR 20-20.000 Hz ± I dB; THD 0.1%; signal-
to-noise ratio 74 dB A -weighted. Tuner section:
1HF sensitivity, mono 10.3 dBf. stereo 21.3 dBf;
AM rejection 74 dB: capture ratio 1.5. 19 x 11/4 x
10 in

C-5 Sonic Holography Preamplifier
Dual -zone preamplifier. Handles 2 different
output signals simultaneously, one for remote
sound system. 6 audio inputs; 2 tape inputs w/
dubbing; MM phono input: bass, treble, and
loudness equalization; balance control; motor-
ized volume control; headphone jack; 33 -but-
ton remote control; mini -phone remote -sensor
input for infrared relay system. Frequency re-
sponse 20-20,000 Hz ± 1 dB: THD 0.1%; signal-
to-noise ratio 74 dB A -weighted. 19 x 13/4 x 10
in $450

CELLO
1003-00 Encore Preamplifier
Features universal phono section: gain 36 dB.
46 dB, 60 dB; loading 49k, 10k/220 pF. I k/.02
pF; balanced line input (optional): 8 single -
ended line inputs; buffered tape outputs; bal-
anced line out; plus 2 single -ended line outputs:
choke -input power supply; phase switch; 2 tape
monitors; with phono $8,000
Without phono $7,500
Encore Phono Modules $800/pr

Audio Suite

Modular system built around an open -architec-
ture mainframe that accepts up to 10 slide -in
vertical modules (listed below). Mainframe
houses modules including mic preamp/mixers.
tape -head recording and mastering amplifica-
tion, digital -to -analog convertors. and monitor
amps for headphones or speakers. Can control
multiroom and multimedia systems.
PI01. roc phono input $3,500
P301. Output $3,200
P201. CD input $2,500
P201. DAT input $2,500
P201. Digital processor input $2,500
Master Power Supply. 120 V AC $2,400
1'100. MM phono input $2,000
P100. High -gain MM phono input $2,000
1002. Mainframe chassis $1,800
8301. Output $1,800
P200. Tape input $1,500
P200. CD input $1,500
P200. Tuner input $1,500
P200. Aux input $1,500
P200. Video input $1,500
P200. DAT input $1,500
8100. sim phono input $1,500
8100. sic phono input $1,500
8200. RCA line input $800
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PREAMPLIFIERS
Accessories

Blank bay assembly $75
Blank front plates $50
Blank rear plates $25

CONRAD-JOHNSON
Premier Seven Tube Preamplifier
Vacuum -tube preamp with FR 2-100.(XX) Hz and
0.25% THD. Two tape -processor loops and mov-
ing -coil input $8,950

Evolution 20 Tube Preamplifier
Two all -tube mono preamplifiers with separate
power supplies combined in single chassis.
Features zero -feedback design comprising
three gain blocks per channel: two in the phono
section and one in the line stage; 8 discrete
regulated ix' power supplies. Internal signal -
path wiring is solid silver. Gain (phonol 40 dB,
(line) 25 dB; max output 20 V rms: THD <0.5%
at 1.0 V output; FR 2-100,000 Hz; output imp
<200 ohms: tube complement: two 6CW4 nu-
vistors, eight 66K5 single triodes. 19 x 7 x 151/4
in; 37 lb ¶4.995

PV9 Tube Preamplifier
Uses low -noise precision metal -film resistors.
polystyrene capacitors in audio circuitry. Facil-
ities for 2 tape recorders; 2 -way dubbing; pho-
no. tuner. AUX inputs; 2 amp outputs; front -
panel mute control. FR 20-20.000 Hz ±0.25 dB
phono; S/N 70 dB below 10 mV phono, 84 dB
below 2.5 V high level output; THD 0.05%; nu
0.05%; gain 40 dB phono. 29 dB high level; max
output 25 V; phono overload 500 mV at I kHz;
14 x 41/4 x 111/4 in $2.950

PV I I Tube Preamplifier
Uses cathode follower outputs and solid-state
voltage regulator designed for minimal AC imp:
regulated filament power supplies. Audio cir-
cuits features 1% tolerance, mil -spec -deposited
tin -oxide resistors; capacitors are polystyrene:
volume control tracks within 0.5 dB; auto mut-
ing at turn -on, turn-off: 2 tape -recorder loops
with 2 -way dubbing: 5 -function mode switch.
Max output 40 V rms; FR 2-100,000 Hz: -run
<0.5%: im <0.5%: hum and noise (20-20,000
Hz): phono 72 dB below 10 mV input, high level
84 dB below 2.5 V output; output imp <200
ohms; 16 x 31/4 x 10 in; 15 lb $1.685

PH Preamplifier
All Err -design with distortion -canceling circuit.
All audio circuit and power -supply capacitors
are polypropylene or polystyrene; precision
metal -film resistors throughout. Input for pho-
no. tuner. CD. tape I, tape 2. ER 2-75,000 Hz
+0/ -3 dB; max output 10 V; THD 0.1%; IM
0.1%: line gain 21 dB: phono gain 40 dB. 19 x
31/2 x 121/2 in; 15.5 lb $1,295

PVIO Tube Preamplifier
Uses zero -feedback circuits in both line and
phono stages. Features 2 triode amplifiers sepa-
rated by passive RIAA EQ network; five vacu-
um tubes; discrete regulated power supply with
polypropylene and polystyrene capacitors.
Phono plus 5 line inputs; I tape loop; balance
bypass switch < 0.1% THD or im ; hum and noise
(20-20.000 Hz): phono 72 dB below 10 mV
input, line stage 84 dB below 2.5 V output:
output imp <500 ohms. 16 x 11 x 31/4 in .. $995

CONVERGENT AUDIO
TECHNOLOGY

SL -1 Preamplifier
All vacuum -tube design. Features twelve sepa-
rate regulators, one for each stage; adjustable

loading; external power supply: switched met-
al -film resistors for volume and balance con-
trols. Inputs for MM phono; Mc phono; tape;
aux; CD; tuner; video. FR 0.1-I MHz ±3 dB:
s/N 90 dB; Tito 0.0005%; MM phono sens 0.125
mV for 0.5 V output at 1.000 Hz; MM phono
input overload level 250 mV at I MOO Hz: sens
for line -level inputs 25 mV. 19 x 51/4 x 12'/- in;
external power 111/4 x 41/4 x 6 in: 28 lb.. $4,500

COUNTERPOINT
SA -11 Line -Level Tube Preamplifier
Full -featured Vne-level control center includes
industrial -grade stepper motors to control 2
custom-built 4 I -position attenuators. Features
full vacuum -tube power supply and audio cir-
cuitry; wireless remote control; isolinear design
for max isolation and linearity. Inputs for tape:
tape 2; aux; CD; tuner; video. FR 1.5-70.000 Hz:
THD 0.02% max: s/N 82 dB at 500 mV, 1 000 Hz;
17 x 71/4 x 20 in: 55 lb $6,995

SA -5000 1-1)hrid Preamplifier
Tube/solid-state preamp uses tubes for all ma-
jor audio amplification. Separate -chassis regu-
lated tube power supply. Absolute phase con-
trol; phono stage with RIAA EQ: buffered out
enable/disable. Inputs for MM phono, Mc phono
(user adjustable J-FET gain stage). tape, tape 2.
aux, CD, tuner. FR 4-60,000 Hz. ± 0.1 dB; THD
0.01%: 19 x 41/2 x 12% in: 39 lb $3,295
SA -3000. Similar to above. FR 8-40,000 Hz.
±0.1 dB; 22 lb $1,895
SA -2000. Similar to above, without RIAA pho-
no stage. EQ. 19 x 41/4 x 12% in; 22 lb $1,495

SA -2 Tube Preamplifier
Features two 6al8 vacuum tubes per channel.
Utilizes four tubes as rectifier. pass device.
reference voltage, and error amplifier. Bias
control; inputs for Mc phono. ER 0.5-350,000
Hz: THD variable as a function of bias control;
siN 93 dBA: 19 x 2 x in; 161b $1,145

SA -I000 Preamplifier
Features three-tube/solid-state hybrid circuit-
ry. Preamp with inputs for tam/mc phono. tape.
CD player, tuner. FR 2-170,000 Hz, ±0.1 dB:
THD 0.065%; s/N 83 dBA at 10-500,000 Hz; 19 x
41/2 x 12% in: 20 lb $835

Soild-8 Preamplifier
Line -level FET preamplifier without RIAA pho-
no stage. 6 line, 2 tape inputs w/dubbing. FR I-
500.000 Hz ± I dB: THD 0.03%; S/N 87 dB. 19 x
2'/4 x 10 in; 14 lb $595

DB SYSTEMS
DBR-156/2A Preamplifier System
Rack -mount preamplifier with power supply.
Combines DB-IB and DB-5 in a 19 -in rack unit;
tone control; auxiliary cable included.... $985
With oak cabinet $1,135

DB-14/2A Preamplifier System
Features separate DB-2A regulated power sup-
ply; gold-plated jacks; Alps 80 -dB tracking vol-
ume control. Tito ±0.0008% from 20-20.000
Hz: IM 0.001%; FR phono 10-40.000 Hz 0.07
dB. high-level 2-50.000 Hz +0. - I dB; S/N 89
dBA phono, 90 dBA line. Filters: low-cut flat.
20 Hz. 36 Hz at 6 dB/octave phono only, high -
cut flat. 5 kHz, 10,000 Hz at 6 dB/octave;
output imp I kilohm; max output voltage 6 V
into 10 kilohms/3,000 pF; input sens for I V
output: phono 2 mV into 50,000 ohms/I00 pF,
high-level 120 mV into 50 kilohms. 3 -year war-
ranty. 81/2 x 31/4 x 7 in $495
DB-16/2A. DB-IA with low -noise high-level
stage ( - 94 dB ref I V). Features reduced cross-
talk: gold-plated jacks; tight tracking volume

control; solid -oak cabinet with hand -rubbed
lung -oil finish. 12 x 3% x 7 in $700
DBR-IB. Same as DB-I B: mounted in I9 -in
rack. Includes DB-2 A power supply $645
DB-IA-HL/DB-2A. Similar to DB-IA with 5
high-level inputs and no phono section. Fea-
tures Alps 80 -dB tracking volume control; gold-
plated jacks. FR 1-250.000 Hz ± 3 dB; S/N 92 dB;
'ND 0.0006%: sens for line -level inputs 120 mV.
3 -year warranty $375
DB-IB-HL/DB-2A. Similar to DB-IA-HL with
lower noise ( -94 dB ref I V); Features reduced
crosstalk: gold-plated jacks: tight tracking vol-
ume control; loudness -compensation switch;
and solid -oak cabinet with hand -rubbed tung-
oil finish $530

Updates and Modifications

DB-IA to DB-111
Includes new lower -noise high-level stage. Alps
80 -dB tracking volume control, 6 dB better ch
sep, all gold-plated jacks, solid -oak cabinet
with new front panel and warranty extension to
3 years $200
Install Alps 80 -dB volume control on DB-I A,
DB-1A-HL, or DB-IB $65
Install gold-plated jacks on DB-1A $40

DB-I/DB-2 to DB-IA/DB-2A
Improved RIAA phono stage (0.04 dB): com-
plete retest. Upgrade includes gold-plated pho-
no input jacks and diamond -cut solid -aluminum
knobs $70

DB-2A. Features lower output impedance, 12
dB less ripple, and a soft turn -on circuit .. $15

dbx
CX-3Mli11 Preamplifier
Controls video or audio system with 2, 3, 4,
channels. Features isolated audio and video
circuits; Dolby Surround Sound circuitry: MM!
Mc: record -output selector; simulated stereo for
mono soundtracks; 2 tape decks, 2 video decks,
CD, tuner, videodisc inputs; remote $799

DENON
DAP -5500 Preamplifier
Preampfifier with digital section featuring 4x-
oversampling filter and push-pull Super Linear
Converter system: separate digital and analog
chassis; 3 digital inputs (one optical. 2 coaxial);
coaxial digital tape -monitor loop; optical isola-
tors; D/A converter output jacks. Audio section
features unity -gain interface amplifier: cannon -
type input/output; 2 RCA line -inputs; I RCA
line out. front -panel mounted RCA input/out-
put jacks: two tape -monitor loops: source -di-
rect switch: separate power supplies for digital
and analog sections; nonresonant, vibration -
resistant chassis. 171/4 x 51/4 x 15 in .... $1,500

DAP -2500 Digital Preamplifier
Preamplifier with digital section featuring 4x-
oversampling filter and 4 push-pull Super Lin-
ear converter system; 2 digital inputs ( I optical.
I coaxial); coaxial digital tape -monitor loop:
optical isolators; D/A-converter output jacks.
source direct switch; mwmc preamplifier; 2 vid-
eo inputs; I video output; system remote con-
trol for Denon power amps $1.000

PRA -1500 Preamplifier
MM and mc phono inputs. Features unity -gain
interface amplifier. 2 tape -monitor loops;
source -direct mode; balanced output connec-
tions; 2 video inputs; I video output; mono
wideband and subwoofer outputs. Includes
Denon system remote control and remote pow-
er control for Denon power amps $500
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PREAMPLIFIERS
DISCRETE TECHNOLOGY

LS III Preamplifier
Solid-state preamplifier with high -current sup-
ply. Features aluminum rack -mountable enclo-
sure; designed for one of 3 different amplifier
modules; direct -coupled circuit; volume and
power controls; switchable cartridge loading;
switchable gain; Distech cable; modular con-
struction; low -impedance main outputs. With
mc amplifier $2,995
With phono-amplifier module $2,495
With line -amplifier module $1,895

ELECTROCOMPANIET BY
MUSIC AND SOUND IMPORTS
EC -IA Preamplifier
Class A design featuring two -stage passive
RIAA network using 1% metal -film resistors
and 1% polypropylene film capacitors. FR 20-
20,000 Hz; THD (phono) <0.0025%. (line)
<0.003%; ch sep >90 dB. 171/4 x 31/2 x 101/4 in;
13 lb $1,795

ENCORE
DL 2010.1 Preamplifier
Features vacuum tubes for voltage amplifica-
tion of phono and line stages; solid-state
switching for connection of signal inputs to
circuit; internal filtering and surge protection of
power source; all -aluminum chassis; gold-plat-
ed input/output jacks; glass epoxy circuit
hoard. Six inputs, operate/standby switch to
reduce power consumption; blue LED indica-
tors. Bandwidth 5-65.000 Hz ± I dB; gain 40 dB
for phono. 10 dB for line at 1.000 Hz; phono
input imp 47 kilohms selectable between I. 100.
200, or 300 pF; tuner. aux, tape input imp 50
kilohms; CD input imp selectable between 20,
50, or 100 kilohms; THD < 0.025%. 19 x 41/4 x IS
in; 15 lb $1,995
DL 2010-L.I. As above, no phono stage $1,695

FORTE AUDIO
Model 2 Preamplifier
Dual -channel, noninverting hybrid topology,
low -noise, matched integrated gain devices en-
hanced with discrete pure Class A biasing.
active constant -current sourcing, and imp buff-
ering. Accepts input from high- and low- output
MC and MM cartridges; 4 high-level sources and
tape recorder. Record/monitor facilities for re-
corder allow listening to one source while re-
cording another; internal selection of resistive
and capacitive cartridge loading; selectable car-
tridge gain of 40. 50. 60 dB. External power
supply; gold-plated signal connectors; glass -
epoxy circuit boards. THD <0.02% at 3 V; noise
< 100 dBA referenced to I V input; gain +20
dB: input imp 25.000 ohm; output imp 470
ohms. 19 x 11/4 x 7 in $1,100

GOLDMUND BY
INTERNATIONAL AUDIO

Mimesis 2 Preamplifier
Features all relay -operated functions driven by
zero -consumption, zero -radiation circuit; bal-
ance control; mono/stereo switch; 5 line inputs;
phase inverter; optional phono stage; mute
switch; 2 power -supply outputs; full remote -
control capability; 2 grounding and earthing
lugs; main -line polarity switch. FR 0-150.000 Hz
±0.1 dB; s/N >85 dB; ch sep >90 dB. 19 x 11/4 x
151/2 in; 17.6 lb $7,890
without phono stage $6,290

Mimesis Preamplifier
Features I phono input; 3 line -level inputs; 2
full tape loops; optional 4th -line input instead of

phono stage; phase switch; muting switch; self-
adjusting mc phono input. FR 0-850,000 Hz ±3
dB; s/N >95 dB; Ch sep > 90 dB. 19x x 121/4
in; 13.2 lb $4,490
without phono stage $3,990

HAFLER
Iris Preamplifier
Integrated system with pure FET Class A design
utilizing c-mos switching and a passive fiber-
optic volume/balance control. 5 high-level in-
puts, two tape inputs; external -processor loop,
and patented mmtmc phono stage; outputs: rec-
ord I, record 2. external -processor out, line;
knob -control remote. FR 20-20,000 Hz ±0.1 dB;
THD 0.005% line. 0.002% MM. 0.009% MC; s/N MM
-87 dBA, mc -80 dBA, 94 dBA line; 17 x 3 x
81/2 in; 9 lb $900
Without remote $700

Herr Iris

SE -100 Preamplifier
All -discrete .1-FET devices in the signal path;
low -impedance power supply; power -on delay
circuit; optional mm/mc high gain; tape loop
features buffering. Volume, balance, bass. tre-
ble controls; tone -defeat switch; headphone
jack; 2 line -output switches; inputs: tuner. CD.
video, aux/phono. and tape outputs: tape out
and 2 line. FR 20-20.000 Hz ±0.1 dB; Tun
0.005% line. 0.002% MM. 0.009% mc; signal-to-
noise ratio: MM 87 dB, mc 80 dB $399
Optional phono board $100

HEATH
APW-2510 Preamplifier
RIAA equalization circuitry. Features MM/MC
switch; subsonic and high -cut filters; tape -copy
selector for dubbing between two tape decks or
recording from another input; tone defeat;
switchable bass/treble turnover frequencies; 6
inputs. FR 0.1-180.000 Hz; THD 0.006%; siN 83
dB MM phono. 80 dB sic phono. 92 dB aux. 92
dB tape. 171/2 x 4 x 133/4 in; 16 lb $200
AP -2150. Unassembled kit; 19 lb $175

HEYBROOK BY D'ASCANIO
AUDIO

C-3 Preamplifier
Hand -assembled preamplifier features special
circuitry for CD input to prevent overloading;
aluminum chassis; rear -panel power switch.
Inputs for moving -magnet and moving -coil pho-
no. tape. aux. CD player, tuner, and video. FR
10-50.000 Hz ± 3 dB; MM phono sens 85 mV for
0.5-V output at 1.000 Hz; line -level sens 160
mV. 17 x 3 x 13 in: 8 lb $798

HTG BY MUSIC & SOUND
IMPORTS

DCC-I D/A Preamplifier
Features 8x oversampling I8 -bit converter. Up-
gradable DAC's and filtering; separate power

supply for analog and digital section. Video
switching with Super VHS compatibility; 7 line
inputs; 3 digital inputs; switchable gain stage:
can record one source while listening to anoth-
er; optional balanced outputs; optional remote
control $1,195
ACC -I. Same as above w/o digital stage . $695

JRM
PEM Preamplifier/Equalizer/Mixer
Disco -type mixer made up of JRM preamplifier
and remote unit with cross -fade for master and
cue bus. Features 3 phono, 3 tape, 3 aux, 2 mic,
tuner, bus expander; defeat mic record; 3 -band

pre-EQ; 6 -band master EQ; 4 -band monitor
Eo; 2 -band mic and headphone EQ; 10 -step bi-
modal LED readout; buffered outputs: 3 tapes, 2
main. 2 monitor, 2 mono, 2 headphone jacks. 13
x 3 x 18 in $2,200

JRM Preamplifier
MM and mc phono inputs. Features all polypro-
pylene capacitors; gold-plated electromechani-
cal devices; 2 -stage RIAA ±0.1 dB conformity.
Separate input select for main, record and out;
inputs for tuner. 2 tapes. aux; 18 dB subsonic
filter; 10 W/ch headphone amplifier. 10 V max
output; SIN MM 87 dB, mc 76 dB; slew rate 20 V/
µsec; THD 0.001%; FR 0-50,000 Hz -1 dB 19 x
81/2 x 21/4 in $675

KENWOOD
L -100C Preamplifier
MMIMC phono selector. Features 6 inputs: I
balanced. 2 line. 2 tape, I phone; 4 outputs: I
balanced, I RCA preamp, 2 tape; motor -driven
volume control; LED indicators; remote control.
Frequency response 5-100,000 Hz +0. -3 dB;
total harmonic distortion 0.003% at I V; signal-
to-noise ratio 85 dB (phono), 100 dB (unbal-
anced). 171/4 x 31/4 x 151/4; 19.8 lb $1,100

Bask -C2 Preamplifier
MM/Mc phono and impedance selectors. Fea-
tures phono EQ amplifier with single negative
feedback loop; super -coupled volume control
for low noise; 4 -way filter system. 2 -way tape
dubbing with monitoring; source (rec out) tape
selector; 2 aux/video inputs; loudness switch;
mono/stereo switch; headphone jack with level
control; LED indicators. Frequency response 1-
350,000 Hz +0, -3 dB; total harmonic distor-
tion 0.001% at I V; signal-to-noise ratio 110 dB
(main). 94 dB (MM), 70 dB mc. Dimensions: 171/4
x 3 x 121/4 in; 9.9 lb $329

KINERGETICS
KDP-I00 Digital Preamplifier
Line -level preamp with AES/EBU standard in-
terface; 8x-oversampling DSP; four 18 -bit D/A
convertors; 2 digital inputs; 4 analog inputs; 2
video inputs. Features rhodium -plated RCA
jacks. 12 separate power supplies, full dual -
mono circuitry $1,895

KPA-2 Preamplifier
Line preamplifier with patented hysteresis dis-
tortion -canceling circuits. Features dual -mono
with 2 toroidal transformers; 1 processor loop;
servo loop to eliminate pc offset; no capacitors
in signal path. 7 audio inputs; I tape output; 1
positive and 1 inverted output. Slew rate 60 V/
µsec; 19 x 31/4 x 12,/4 in; 12 lb $995
KPA-2 Phono Option. Add-on to KPA-2.
Dedicated to phono-cartridge gain applica-
tions. Features military -grade epoxy circuit
boards; patented hysteresis distortion -cancel
ing circuits. MM/Mc capability; gain and
cartridge loading; adjustable with internal dip
switch $445
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Optional: RM-3 rack -mount adapters: white front panel & knobs

Shortly after it was introduced, the Adcom
GFP-555 preamplifier won widespread critical
acclaim for outperforming other preamps costing

two and three times more.
Never satisfied to rest on its reputation, Adcom has

upgraded this superior product to make it better than
ever. Born from the lineage of the affordable GFP-555
and inspired by the no -compromise GFP-565, the new
GFP-555 II, together with any of Adcom's power
amplifiers, will provide the serious music listener with
a new, higher level of musical performance at a very
reasonable cost.

Superior Dynamics
By increasing the size of its power supply and by

lowering the output impedance, musical contrasts are
dramatically detailed and lifelike.

Adcom's new custom -designed linear gain amplifiers
are many times faster than the frequency components in
musical signals, easily meeting the demands of the latest
digital recording technologies.

A new tone control circuit has also been created for
greater symmetry. And for audio purists, the tone
controls are out of the signal path except when needed.

Altogether, these improvements deliver the thrill of
an emotionally satisfying, live performance.

Improved Performance Features
The new GFP-555 II has been enhanced by several

improvements:
1. A front panel control for easy and instant use, on

demand, of signal processors.
2. 1% Roederstein resistors and film capacitors to

reduce noise and distortion to inaudible levels.
3. Front panel, six -source input controls allow

listening to one source while recording another.
4. Choice of two outputs: MAIN allows the use of

tone controls and filters with the protection of
coupling capacitors; or BYPASS (the purist's
approach), a direct coupled output for the
shortest, simplest gain path.

A Better GFP-555 or a
Less Expensive GFP-565?

The GFP-555 II is both. Designed to take the
place of the highly successful GFP-555, it is actually
an ingenious, less costly version of the GFP-565,
with undiminished musicality and sonic impact.

Ask your authorized Adcom dealer for a
demonstration of this remarkable stereo component.
You'll be glad that Adcom can never leave well enough
alone.

details you can hear

11 Elkins Road, East Brunswick, NJ 08816 U.S.A. (201) 390-1130 Distributed in Canada by PRO ACOUSTICS INC. Pointe Claire, Quebec H9R 4X5
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PREAMPLIFIERS
KLYNE AUDIO ARTS

7PX RIAA Phono Preamplifier
Stand-alone phono preamplifier with external
power supply. Can be used with line -level
preamp, digital preamp with an analog line -
level input, or with passive switchbox/control-
ler. Bandwidth 0.5-150,000 Hz; input imp ad-
justable 100-47 kilohm, output imp 300 ohm.
Finish with black -stained lacquered oak side-
bar, anodized, black. platinum, or gold face-
plate; black polyurethane paint for chassis. 19 x
2'/ x IVA in, preamp 20 Ib; and power supply
3.4 lb $2.750

System Six Preamplifier Series
6LX. 6 high-level inputs and optional user -
installable phono boards. Features external
power supply; independent listen and record
circuitry; inputs for phono, CD/aux. tape I,
tape 2. video/aux. Output imp 300 ohms: input
imp phono 0-47,000 ohms. 19 x 21/2 x 111/2 in: 10
lb $2,450
6L. Similar to 6LX without external power
supply $1,750
6PX. Similar to 6LX with phono board for mc
cartridges $995
6P. Similar to 6LX with phono board featuring
adjustable gain $595

KRELL
KBI, Preamplifier
Fully discrete, oc-coupled. Class A line pream-
plifier with dual -mono, double -regulated exter-
nal power supply. Two balanced inputs, bal-
anced output; 6 selectable high-level
inputs $4,250

KSP-7B Preamplifier
oc-coupled, Class A preamplifier with double -
regulated external power supply. Features se-
lectable phono MM/MC gain and impedance
matching; 4 high-level inputs. I phono input, I
tape -loop input $2,700

KSL Preamplifier
Fully discrete, Class A preamplifier with dou-
ble -regulated power supply. Features two bal-
anced inputs, one balanced output; 4 selectable
high-level inputs. I tape loop, optional phono
input $1,800

LAZARUS
Balanced Deluxe Hybrid Preamplifier
Features balanced differential circuitry; sepa-
rate chassis and power supply for balanced
differential circuitry; hybrid circuitry features
tubes and FET'S; phono stage for low -output
moving -coil cartridge. Six inputs; volume con-
trol with balance attenuators; AC power/stand-
by switching; auto -muting function; six -posi-
tion record selector; XLR output connectors;
Tiffany jacks for phono inputs, CD inputs and
main outputs. sens 0.2 -mV; input overload
(phono) 100 mV; input overload (line) 25 V;
noise -85 dB at 2 mV input; output imp 10
ohm $1,985

Balanced Classic Hybrid Preamplifier
Features balanced differential circuitry; two
separate chassis and power supply for balanced
differential circuitry; hybrid circuitry features
tubes and FE -Cs. Six inputs; volume control
with balance attenuators; AC power/standby
switching; auto muting function; six -position
record selector; XLR output connectors; Tiffany
jacks for phono inputs. CD inputs and main
outputs. Sensitivity 2.0 mV: -input overload
(phono) 600 mV; input overload (line) 25 V;
signal-to-noise ratio -85 dB at 2 mV input;
output impedance 10 ohms $1,695

Cascade Deluxe Hybrid Preamplifier
Hybrid design with vacuum tubes and HT'S.
Features mc input; 6 inputs; full switching capa-
bility: auto muting: front -panel mute; power
switching: Tiffany connectors for phono. CD.
and main outputs; slim -line chassis; black. an-
odized aluminum chassis; switchable phono
loading; output overload 75 V: line input over-
load 25 V; phono overload 3(X) mV; sens 0.2
mV; noise -85 dB at 2 mV input: output imp
648) ohm $1.2(X)

Cascade Classic Tube Preamplifier
Vacuum -tube preamp. Features 6 inputs; auto
muting; front -panel mute and power switching.
Other features similar to the above. Output
overload 75 V: line input overload 25 V: phono
overload 300 mV: sens 1.5 mV; noise -80 dB
at 2 mV input; output imp 6(8) ohms $950

Cascade Basic Tube Preamplifier
Tube design with inputs for MM phono; tape;
tuner. FR 10-32,000 Hz ±3 dB; sirt 90 dB; THD
1.2%: MM phono sens 1.5 mV for 0.5-V output
at 1.000 Hz; MM phono input overload level
>250 mV at 1,000 Hz; sensitivity for line -level
inputs 50 mV; 8 lb $650

LINN
LKI Preamplifier
Microprocessor -controlled preamplifier with
independently adjustable input -level matching.
Features keyboard lockout: all switching and
level adjustments electronic on board; remote
control. Inputs for MM and mc phono: tape; tape
2; aux; tuner. 101/2 x 3 x 101/2 in: 91b ... $1.195

LUXMAN
TP-I17 Preamplifier/Tuner/Remote Controller
Dual preamps in one chassis provide indepen-
dent source selection and volume control for
two sets of components. Features RF Tv modu-
lator; separate regulated power supplies: AMIN
tuner with computerized tuning and 4 -stage FM
front end. 20 AM/FM station presets with auto -
seek tuning; cable FM fine tuning (25 kHz
steps); motor -driven volume controls with auto
preset; multifunction remote control; pre -out/
signal processor jacks; video switching with
buffer amplifiers; CD -direct input. Amp sec-
tion: FR 20-20.000 Hz .0.5 dB; nip 0.006%; SiN
86 dB (phono). 96 dB (CD/tape/video). FM sec-
tion: 50 -dB quieting sens 38 dBf (stereo): cap
ratio 1.5 dB; alt-ch sel 68 dB. AM section: saq 50
dB. 171/4 x 41/2 x 13 in; 11.41b $1,250

TP-114 Preamplifier/Tuner
Features Duo -Beta feedback circuitry. Star -
circuit layout topology; voltage -driven amplifi-
cation. 20 random-access AM/FM station memo-
ries; auto -seek; preset scan AM/FM tuning; cable
ready FM fine tuning; multifunction remote con-
trol; motor -driven volume control; system re-
mote -control capabilities; remote repeater out-
put; local/remote sensor selector: fixed -level
pre -out jacks; phono/aux input switching.
Preamp section: FR (phono) 20-20,000 Hz I- 0.5
dB. (line) 5-160,000 Hz -±- 3 dB; S/N (phono) 78
dBA. (line) 95 dBA: THD 0.008% at I V output.
Tuner section: 50 -dB quieting sens (mono) 14.8
dBf. (stereo) 38 dBf; capture ratio 1.5 dB: alt-ch
sel 65 dB; FR 30-15,000 Hz - 1.0 dB; sir' (mono)
77 dBA, (stereo) 72 dBA. 11.2 lb $450

MADISON FIELDING
CA 700P Preamplifier/Equalizer
Features 7 -band, 24 -step digital Eo; electronic
volume control; digital remote control; on-
board microprocessor. FR 20-20,000 Hz; THD
0.01. 19 x 31/2 x 14% in $1,200

MARK LEVINSON BY
MADRIGAL

No 26 Preamplifier
High -gain preamplifier with matrix -style oc
switching. Features hermetically sealed silver
contacts with gold plating; 6 line -level inputs:
CD. tuner. aux-I, phono/aux-2. tapes I and 2; 2
tape inputs: nonbuffered tape outputs; absolute
phase of main outputs; stereo/mono operation
selectable on front panel: independent switch -
able gain for each channel; internal -gain adjust-
ment switches for each channel, gain 6. 12, or
18 dB at the unbalanced ouput. 12. 18, or 24 dB
at the balanced output; dual -mono design. PLS-
226 chassis with 3 power supplies. 2 for unregu-
lated oc current for 2 audio channels. 3rd sup-
plies power to relay control circuit; two
toroidal transformers; Faraday shields said to
reduce AC line coupled noise; 9 gold-plated
contacts for connecting cable; 4 discrete, inde-
pendent regulators: 3 -pin Neutrik XLR connec-
tors; all -aluminum chassis. Output imp 40
ohms; line input imp 14,000 ohms; phono input
imp mc 825 ohms. MM 47,000 ohms: phono gain:
MM 38/44 dB, mc 58/64 dB. Preamp: 17'/- x 2Y4 x
131/2 in: PLS-226 nit x 21/4 x 131/2 in: 32 lb $5.295
With low -gain phono $5.215
Without phono $4,470

MCINTOSH
C -34V A/V Preamplifier
AN control center with compander system for
controlling dynamic range. Features inputs for
videodisc, tape 1-3, VCR I and 2, Tv. tuner, and
phono; 3 switched. 2 unswitched outlets in
rear; provision for 2 sets of speakers; record
and listen selectors; 5 -band equalizer. Preamp
section: Frequency response 20-20,000 Hz +0.
-0.5 dB; total harmonic distortion <0.01%:
signal-to-noise ratio phono 90 dBA, high level
100 dB. Amplifier: 20 watts/ch with 0.01% max-
imum total harmonic distortion; FR 20-20.000
Hz +0. -0.2 dB; siN 100 dBA. 161/2 x 51/2 x 13
in; 26 lb $2,349

C-35 A/V Preamplifier
Features pair of cascoded KT'S to operate in-
put -switching system; nine inputs for CD. vid-
eodisc. TV, tuner, phono. aux I, aux 2. vat/TI,
vca/T2: tape -monitor switches for two audio
tape recorders; loudness control: five -band
equalizer; headphone jack; frequency response
20-20.000 Hz +0. -0.5 dB; total harmonic
distortion< 0.007%; signal-to-noise ratio phono
90 dB. high level 105 dB $1,995

MELOS
MA -222B Hybrid Preamplifier
Dual -mono construction with dual toroidal
transformers. Features heavy -aluminium chas-
sis; zero -feedback circuitry: 10 regulated power
supplies; gold-plated connectors; inputs for 2 -
CD's. phono. tuner. 2 aux; 2 tape -monitor
loops; 3 main outputs; phase -reversal switch.
Phono gain 65 dB: frequency response 2-
300,000 Hz :2: I dB: total harmonic distortion
0.07%: impedance 20 ohms: maximum overall
gain 85 dB $3,395

The listings are based on data
provided by the manufacturers. For
more product information. contact

an authorized dealer or the
manufacturer directly. Manufacturers'

addresses and phone numbers are
listed in the directory

beginning on page 231.
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PREAMPLIFIERS
MA -I 1 I Hybrid Preamplifier
Features heavy -aluminum chassis and external
toroidal power supply. FR 2-300.000 Hz ± I dB;
THD 0.07%; max gain 67 dB; line gain 27
dB 51.195

MA -I10 Hybrid Preamplifier
1 processor loop. FR 2-300.000 Hz ± I dB; THD
0.07%; max output 22V $995

MERIDIAN
Model 603 Preamplifier with D/A Converter
Features D/A conversion through 256x oversam-
piing. dual -differential PDM bit -stream circuitry.
Automatically matches source sampling rate
132 or 48 kHz); passive differential analog filter-
ing; connected two -box chassis eliminates elec-
trical interference. digital audio, computer con-
trol circuits and power supplies in one box, D/A
converters and analog audio circuitry in other;
8 regulated power supplies. 64 -step discrete FET
electronic volume control; two coaxial digital
and two optical digital inputs; three analog
inputs; remote control. SIN 106 dBA. Black
anodized finish with glass front and gold con-
trol keys. 121/4 x 4 x 123/4 in $2,500

Model 201 Preamplifier
Features 6 inputs; tape -to -tape dubbing for 2
decks; full source monitoring capabilities; 64 -
step volume control; user -programmable mute
level and volume offset between sources; PAM/
Mc inputs. Can be externally controlled as part
of Meridian Multiroom system. Includes re-
mote control. 121/4 x 4 x in; 10 lb $1,090
Model 202 Multiroom Preamplifier. As above
with 2 independent outputs for Meridian Multi -
room systems. Each preamplifier can indepen-
dently choose and distribute any of six inputs at
its own volume. Dimensions: 121/4 x 4 x 61/4 in;
I I lb $1,390

MFA
Luminescence B -IC Tube Preamplifier
Features discrete circuitry: high current (100
amps); regulated power supply. Phono section:
gain 44 dB; THD 0.01%, I kHz, 2 V rms out;
RIAA accuracy 20-20.000 Hz ±0.25 dB. Line
section: gain 28 dB; THD <0.015%. 2 V rms out:
frequency response 1.5-20.000 Hz; Tube com-
plement: two 6SN7/5692, two 6DN7. 19 x 15 x
31/2. in. 54 lb $4,460

Magus Tube Preamplifier
Features adjustable gain/output level; remote
power unit; steel construction: double -sided PC
board; Gold Aero tubes; user -adjustable phono
loading. Phono section: gain 42 dB; THD 0.03%.
I kHz. 2 V rms out; RIAA accuracy 20-20.000
Hz ±0.5 dB. Line section: gain 28 dB; total
harmonic distortion <0.01%, 2 V rms out; fre-
quency response 3-100,000 Hz; Tube comple-
ment: one 61118. 19 x 12 x 21/2 in. 16 lb .. $995

MOD SQUAD
Deluxe Line -Drive AGT Preamplifier
Passive system control center for line -level
sources; advanced grounding topology (ACT)
with star -center grounding throughout; non-
ferrous, nonmagnetic chassis. Five line -level
inputs and two tape loops; two main outputs
wired in parallel for biamplification; front -panel
input selector with mute position, volume, and
balance controls; switchable chassis shielding.
FR oc-200,000 Hz +0. -3 dB; THD 0.0001%;
input imp 12,000 ohms; output impedance vari-
able: channel separation 86 dB. 161/2 x 2'/ x 103/4
in; 4 lb $1,095
Standard. Same as above, except different inte-
rior circuitry $595

Phono Drive Preamplifier
Soild-state hybrid circuitry combining t.i-Er. bi-
polar. and most Er transistors: optional external
power supply; direct -coupled circuitry with
proprietary nc servo control: star -center
grounding and star -feed power lines: nonfer-
rous. nonmagnetic chassis. MM and mc car-
tridges inputs; front -panel -selectable loading
for MC input plus internal, user -definable load-
ing option; volume and balance control: direct
output. Gain at 1,000 Hz 46 dB (mtal. 66 dB
(MC); FR 20 > 200.000 Hz + 3 dB (MM), FR
20-120,000 Hz + 1.0/- 3.0 dB (MC); THD 0.06%
(MM). THD 0.08% (MC); SIN -80 dBA (MM). -66
dBA (mc). 161/2 x x 10 in; II lb $1.495

MOTIF BY CONRAD-JOHNSON
MPI I Preamplifier
All-FET design with RIAA equalization plus
gain for MM and mc cartridges. Line -level out-
put. All audio circuits and power -supply capac-
itors are polypropylene or polystyrene: preci-
sion, metal -film resistors used throughout.
Inputs for tuner. CD. aux. tape I. tape 2. FR 2-
75.000 Hz +01-3 dB; max output 10 V: total
harmonic distortion 0.1%; Ita 0.1%; gain 21 dB.
19 x 12 x 31/2 in; 15 lb $2.395

MCIO Preamplifier
All-FET design with line -level inputs. All audio
circuits and power -supply capacitors are poly-
propylene or polystyrene. Precision, metal -film
resistors used throughout. Inputs for phono I.
phono 2. phono 3. 19 x 31/2 x 12 in; 15.5 lb$2.395

MUSEATEX

Features selectable -fiber optic or coax digital
inputs; balanced outputs; polarity inversion; I

tape and processor loop. THD 0.01%; FR 1-

100.000 Hz $2.250

PA -61 Preamplifier
Features external power supply; wireless re-
mote; polarity inversion; moving -coil input; I

tape and processor loop. Total harmonic distor-
tion 0.01%; frequency response 1-100.000 Hz;
high-level sens 500 mV $2.220

Mellor Control Center Preamplifier
Features wireless remote; 4 tape and processor
loops; moving -coil input. Total harmonic dis-
tortion 0.01%: frequency response 1-100,000
Hz; high-level sensitivity 500 mV $1,950
Outboard phono stage (optional) $400

NAD
Model 1700 Monitor Series Preamplifier/Tuner
Features external processor loop. IF wide/nar-
row; 14 AM/EM random presets; motor -driven
volume control; semiparametric tone controls;
bass equalizer. 2 -way tape dubbing. Stereo sep-
aration 50 -dB; signal-to-noise ratio greater than
80 dB. Includes remote control. Rack mount-
able $799

Model 1600 Monitor Series Preamplifier/Tuner
Features external processor loop; FM blend; 14
random AM/FM presets; bass EQ; 2 -way tape
dubbing; includes remote control; rack mount-
able $399

Model 1300 Monitor Series Preamplifier
Features mc phono preamp; external processor
loop; infrasonic filter. Bass EQ; null switch;
semiparametric tone controls (bass switchable
to 50. 100, 250 Hz, treble switchable to 3,000,
6.000, or 12,000 Hz; ± 12 dB boost/cut); 2 -way
tape dubbing. Max output 12 V. Rack mount-
able $399

Model 1000 Monitor Series Preamplifier
Features external processor loop; bass E0; MM
Mc phono preamp; infrasonic filter; 2 -way tape
dubbing; rack mountable $299

NAIM
NAC 52 Preamplifier
Preamplifier with separate power supply. Fea-
tures dual -mono construction; rotary potenti-
ometer; separate power supply for each sec-
tion. Volume control; LED indicators built into
controls; remote for all functions. Input sens:
MM 2 mV at 47 kilohms; Mc 100 µV at 470
kilohms; input 2. 3. 4 75 mV at 100 kilohms:
main output sens 0.775 V at 47 kilohms; over-
load margin 40 dB. 163/4 x 3 x 111/2 in... $8.995

NAC 72 Preamplifier
Features matched and time -aligned filter. Two
tape, tape monitor, two phono, and CD inputs.
Input sens: MM 2 mV at 47 kilohms; mc 100 µV
at 470 kilohms; main outputs 0.775 V at 47
kilohms; overload margin 40 dB. 113/4 x 3 x 8
in $1,245

NAC 62 Preamplifier
Phono input accomodates different cartridges
or high-level boards. Tuner, tape, and auxiliary
inputs; mute/monitor switch. Input sens: MM 2
mV at 47 kilohms; mc 100 p.V at 470 kilohms;
main output 0.775 V at 47 kilohms: overload
margin 40 dB. 113/4 x 3 x 8 in $845

NAKAMICHI
CA -7A Preamplifier
Features wireless remote control of Nakamichi

tion of digital and analog sections; isolated
ground technology; acoustical fine-tuning sys-
tem; motor -driven volume control; inputs for
MM and lac phono. 2 tape. 2 aux. tuner, CD: 2
outputs; multiroom remote control with RS -7
remote sensor. FR 1-100,000 Hz +0. -3 dB; s/N
>94 dBA; THD <0,002% at 20-20,000 Hz; 171/4 x
31/4 x 121/4 in; 15.3 lb $2,595

CA -SAIL Preamplifier
Features 5 high-level inputs; phono input;
copies between 2 tape decks in either direction:
recording deck monitors copying procedure;
gold-plated inputs and outputs; MM- or tac-
cartridge phono input; output level; bass; bal-
ance; treble; low -noise FErs; bipolar transis-
tors; multiregulated isolated -ground power
supply; s/N >95 dBA: THD <0.002% at 20-
20,000 Hz; FR 1-100.000 Hz +0, -3 dB. 171/4 x
21/2 x I I4/4 in; 11.3 lb $1,095

ONKYO
Integra Series

Grand Integra P-308 Preamplifier
Features independent, magnetically shielded
power supplies for each amplification block.
Features short signal -path routing; subsonic
feedback loop to cancel tic components; signal
in -phase filters to reduce common -mode noise.
Defeatable tone controls; switchable Contra -
Bass control; high -cut sloping filter position on
treble control; 8 inputs including MM/Mc phono
jacks and 2 front -panel jacks for portable com-
ponents; dual record -output selector. FR 0.8-
170,000 Hz +0. -3 dB; THD 0.0005% (CD); s/N
101 dB (CD). Wood side panels included. 181/4 x
4 x 157/11 in; 19 lb $660

Integra ?-304 Preamplifier
Independent, magnetically shielded power sup-
plies for each amplification block. Features
Delta power supply with Real Phase transform
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er. Dual record -output selector; adjustable pho-
no gain and load imp; 8 inputs including mwmc
phono jacks. FR 0.8-170.000 Hz +0. -3 dB;
THD 0.0005% (tuner. CD); S/N 92 dB (mm). 181/4 x
4 x 157/K in; 17 lb $530

P-3200 Preamplifier
Features selective tone control; CD direct in-
put: simulated -stereo circuitry; direct play
function; motorized volume control; RI system
remote control compatible; side panels option-
al $270

PARASOUND
C/PT-1000R Preamplifier/Tuner
Class A FE. r design. Features gold-plated jacks;
2 pair line output; variable loudness contour;
mono switches; 16 AM/FM presets; remote con-
trol. FR 5-80,000 Hz; THD <0.004%; s/N 92 dB.
17V4 x 4 x 101/2 in, 17 lb $550

P/FET-900 Preamplifier
Class A FLT design. Features discrete transis-
tors; electronic logic switching; polypropylene
capacitors; regulated power supply; gold-plat-
ed jacks; muting relay; variable loudness con-
tour; 10 -amp power switch; 3 AC outlets; mono
switch; 2 tape monitors; bidirectional dubbing.
Separate CD. video inputs. FR 5-85.000 Hz

0.5 dB; THD <.005%; IM <0.005%; s/N 95 dB
high. 80 dB phono; 171/4 x 21/2 x 91/2 in, II
lbs $395

C/PT-600 Preamplifier/Tuner
Combines circuit and control of P/HP-750
preamp and TDQ-260 II Tuner. 17% x 4 x 10 in,
12 lb $175

P/HP750 Preamplifier
Features cmos switching for inputs, tape; vari-
able loudness contour; high- and low-pass fil-
ters; tape dubbing. Frequency response 5-
65,000 Hz: total harmonic distortion 0.006%;
intermodulation distortion 0.006%; signal-to-
noise ratio 92 dB; phono overload 200 mV. 171/4
x 3,44 x 9,/z in, 10 lb $265

PERFECTIONIST AUDIO
Pro -Reference 11b Tube Preamplifier
Vacuum -tube preamplifier with torroid trans-
former. Features platinum internal wiring;
polypropylene or polysytrene capacitors in sig-
nal path; output muting; low -impedance main
output; low -impedance tape output. THD
<0.1%; output imp <600 ohms; phono gain 43
dB; noise > 90 dB below rated output. $4,295
Upgrade from II to llb $650

C.P.R. Illa Preamplifier
Line, phono, and moving -coil amplifier. Fea-
tures no capacitors in signal path; high -current
power supply; platinum internal wiring; low
output impedance; user -adjustable gain and in-
put impedance $1.995

C.P.R. ila Preamplifier
Line and phono amplifier. Features no capaci-
tors in signal path; high -current power supply:
platinum internal wiring; low output imped-
ance; RIAA equalization. Gain 36 dB; input
imp 47 kilohm. $1,600

C.P.R. la Preamplifier
Line amplifier using basic gain-stage/buffer.
Features no capacitors in signal path; high -
current power supply: platinum internal wiring:
low output impedance. Gain 21 dB. ... $1,250

C.P.R. TIP Power Supply
Said to eliminate A/C interference and ground
loops for Perfectionist preamplifiers ... $1.250

PHILIPS
AV1001 Preamplifier
Features S -video inputs and outputs, Dolby Pro
Logic surround -sound decoder, digital sound
processor and Bitstream D/A converter: test -
tone generator: three center -channel modes
and preset rear -channel delay time of 20 µsec;
control adjustments for 5 hall sizes, adjustable
reverberation time, adjustable individual left -
rear and right -rear delay time: surround chan-
nels low-pass and high-pass filter. 9 audio in-
puts; 5 composite NTSC video inputs for CDV.
DRS. two VCR'S and one aux source; 5 S -type Vic
video inputs; AN recording outputs; master
switching matrix with display; video outputs;
52 -button universal programmable LCD learning
remote that controls AV 1001 and 9 other com-
ponents $2,000

PIONEER
C-91 Reference A/V Preamplifier
Features smart remote control: three different
power supplies; copper -foil PC boards; subsonic
filter, high/low filter; video enhancer; film con-
denser; honeycomb insulator feet. Motorized
rotary volume control; 5 audio inputs; 3 video
terminals for inputs and outputs; 3 video termi-
nals for input only: S -video connector; 2 video
outputs: I for display, I for recording selector;
recording selector, tape -dubbing switch; Uru-
shi-finished front panel; rosewood finished vi-
nyl -covered side panels. 18 x 51/4 x 15% in;
22.75 lb $1,300

C-72 Reference A/V Preamplifier
Motorized rotary volume control; local power
off; 5 audio inputs; 2 video terminals for inputs
and outputs; 3 video terminals for input only. 5 -
video connector; AN recording selector; two-
way video dubbing; multiroom capable with
optional MR -100; Urushi-finished front panel;
rosewood finished vinyl -covered side panels.
18 x 61/2 x 161/2 in: 31.88 lb $850

PROTON
AP -600T Preamplifier/Tuner
Features variable wattage amp to accommo-
date speaker selection; incorporates Schotz II
Tuner; 18 FM/9 AM presets; mono/stereo switch;
variable loudness control $600

Proton AP -001

AP -I000 A/V Preamplifier
Features separate record and listen selectors;
bass, presence, and treble controls with by-
pass; dual -mono construction with separate
power supplies for both channels; phono
preamp section with FET'S; selectable input ca-
pacitance for MM cartridges; multiple gain levels
for mc cartridges; bass-EQ switch; inputs for
phono, tuner. CD. video, tape I. tape 2; head-
phone jack. FR 20-20,000 Hz ±2 dB; THD
0.003%; video s/N 103 dB; mc phono s/N 70 dB.
161/2 x 31/4 x 131/2 in; 14.3 lb $350

PS AUDIO
Model 6.0 Preamplifier
Line -level preamp with 6 inputs. Straight -wire.
high-level bypass switch: touch -sensitive
switching $499

QUAD
Quad 66 Preamplifier
5 analog inputs and extensive filter and tone
controls. Tilt control offers flat, increasing, or
decreasing FR slopes in 7 steps of I dB each;
two steps of high -frequency filtering, rolloffs at
7.000 Hz. 5.000 Hz; bass control shelves bass
down 5 dB max with rolloffs at 50 Hz and 200
Hz. for control of low -frequency noise and
speaker boundary effects. All controls activat-
ed from remote control with rotary volume and
balance, push -buttons for other functions, op-
erates all Quad 66 series components. Frequen-
cy response (phono) 30-20,000 Hz ±0.5 dB;
frequency response (line) 20-20,000 Hz ±0.2
dB; total harmonic distortion <0.05%; sensitiv-
ity (phono) 3mV with options of 1 mV or 200
/AV, signal-to-noise ratio 75 dB; sensitivity (aux
I/aux 2) 300 mV. signal-to-noise ratio 93/99 dB;
sensitivity (CD) 300 mV, signal-to-noise ratio
99 dB; sensitivity (tuner) 100 mV, signal-to-
noise ratio 93 dB. 123/4 x 31/4 x 10 in; 7.5 lb$1,500

Quad 34 Preamplifier
Features tilt control as in Quad 66; bass con-
trol: inputs for disc, tape, tuner. aux; 3 push-
button filters; bass lift and step. Distortion, any
input. 0.5%. Residual noise. A-wtd volume
control at minimum - 105 dB; frequency re-
sponse ±0.3 dB any input (except phonol.
phono 2:0.5 dB $795

QUICKSILVER AUDIO
Quicksilver Tube Preamplifier
Features two I2AX7s, two 12FQ7s. two 6X4s
and I2AU7 vacuum tubes $1,595

ROTEL
RTC850 Preamp/Tuner
Dual -gate MOSFETS in tuner front end. Features
16 AM/FM station presets; digital -synthesis tun-
ing; direct signal paths; inputs for mwmc, CD,
tape, and video; multifunction remote; motor-
ized volume control. Tuner section: 50 -dB
quieting sens. mono 15.2 dBf. stereo 37.2 dBf;
AM rej 58 dB; cap ratio 1.0 dB narrow; maxi-
mum signal-to-noise ratio 75 dB stereo, 80 dB
mono; alt -channel selectivity 70 dB wide; AM
suppression 57 dB; IHF sensitivity 10.8 dBf
mono; channel separation 45 dB at 1.000 Hz;
total harmonic distortion 0.07% mono and
0.25% stereo. Preamplifier section: frequency
response 20-20.000 Hz ± 0.2 dB; total harmonic
distortion <0.004%; signal-to-noise ratio 100
dB. 171/2 x 33/4 x 1.33/g in; 12 lb $499

RC870BX Tube Preamplifier
MM and MC phono inputs. Features toroidal trans-
former: 4 electrolytic capacitors; metal film resis-
tors; metal -layer capacitors. Direct CD input
with its own level control; tape/video dubbing;
inputs for phono, CD, tuner, tape I, tape 2. Av/
aux I, Av/aux 2; frequency response 20-20.000
Hz 1:0.2 dB; total harmonic distortion <0.004%;
signal-to-noise ratio 95 dB: MM phono sensitivity
2.5 mV for 0.5 V output at 1,000 Hz; MM phono
overload 180 mV; MM phono signal-to-noise ratio
80 dB; Mc phono signal-to-noise ratio 80 dB. 171/2
x 2Y8 x I21/2; 10 lb $399

RC850 Tube Preamplifier
MM and Mc phono inputs. Features amplifier
stages in phono EQ; tone -defeat switch; inputs
phono. CD. tuner, tape I. tape 2. Av/aux I. AV/
aux 2. Frequency response 20-20.000 Hz ±0.2
dB: total harmonic distortion <0.004%: s/N 95
dB; MM phono sens 2.5 mV for 0.5 V output at
1.000 Hz; MM phono overload mV; MM phono
signal-to-noise ratio 80 dB; Mc phono signal-to-
noise ratio 70 dB. 171/2 x 21/2 x 101/2: 8 lb .. $249
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JEFF ROWLAND

Consummate Preamplifier
Class A FET preamplifier featuring Differential
Mode technology from input to output. Incor-
porates two -stage power -supply regulation:
separate power supply with dual toroidal trans-
former; mil -spec circuit -board material, with
oxygen -free copper traces and high -tempera-
ture mask; all signal switching is accomplished
with hermetically sealed. gold -contact signal
relays; AC power -line filter; all critical circuitry
is encapsulated in thermally conductive epoxy:
microprocessor -controlled volume and switch-
ing: digitally controlled resistor matrix provides
200 discrete steps for volume control. 3 unbal-
anced line inputs and 3 balanced line inputs:
balanced and unbalanced output: user -stored
level setting for all six inputs: fluorescent dis-
play: remote control: separate remote receiver.
ER 0.05-600.000 Hz -3 dB: gain 16 dB: Tim
<0.008%; input imp 100 kilohms. 10 kilohms or
600 ohms: output imp 150 or 300 ohms. 131/4 x
5'/ x 15 in: 28 lb $5.500
Consummate Phono Stage Preamplifier For use
with above. Utilizes balanced/unbalanced in-
puts and outputs. FR 0.15-250.0(8) Hz -3 dB;
gain 60 dB: UN 80 dB: urn <0.02%: input imp
adjustable 0-1.000 ohms: output imp 150 or 300
ohms. 131/4 x 2Y4 x 15 in; 10 lb ¶2.800
Consummate Phono Stage Preamplifier. With
power supply $4.800

Jeff Rowland Consummate

Coherence One Series II Preamplifier
Solid-state EFT prcamp with companion regulat-
ed power supply. Accepts all MM and mc car-
tridges directly. Direct -coupled design from in-
put to output. Split -passive RIAA EQ. Provides
inputs for I phono and 3 high-level inputs.
Tape-rec outputs selectable from any input.
Features phase reversal and full muting from
front panel; separate wt. -eh balance controls:
master volume; balanced outputs standard:
outputs mute upon power -up or error. Phono
stage: frequency response 0.15-220.000 Hz -3
dB: gain 61 dB: total harmonic distortion
<0.025%. Line stage: gain 19 dB: FR 0.06-
650.000 Hz -3 dB; THD <0.01%. 121/2 X 31/4 x 19
in: 29 lb $4,600

Consonance Preamplifier
Features microprocessor -controlled volume
and switching. 5 unbalanced line inputs and I
phono inputs; balanced and unbalanced output;
user -stored level setting for all inputs: fluores-
cent display: optional remote control; separate
remote receiver. Line section: frequency re-
sponse 0.08-600.000 Hz -3 dB; gain 16 dB:
total harmonic distortion <0.012%; input imp
100 kilohms. 10 kilohms or 600 ohms: output
imp 150 or 300 ohms. Phono section: ER 0.15-
220.000 Hz -3 dB: gain 60 dB; THD <0.04%.
131/4 x 21/4 x IS in: 14 lb $3,350

SHERWOOD
AP -7020 Hybrid Preamplifier
Discrete pure complementary amplifier:
switchable him/Mc phono gain amplifier: active

high and subsonic filter. Loudness switch:
crossover for subwoofer; gold-plated phono
jacks: switchable tone -control turn over fre-
quency; direct switch (tone bypass): rec-out
selector switch; 2 sets of pre amp output jacks:
external -processor in/out jack: muting switch:
balanced in/outs: 3 tape and processor loops; 2
tone controls. Frequency response 20-150,0(10
Hz +0.5, -3 dB: total harmonic distortion
0.005%; signal-to-noise ratio 80 dB (MM). 75 dB
(Mc) 171/4 x 41/1, x I I in ............ $359

SHURE
M64A Preamplifier
Fixed -gain preamp with switch -selected phono,
tape EQ. For use with unequalized amp inputs,
mic's, or as buffer amp in "flat" position: on -
off switch: two phono jack inputs; 120 V AC 50/
60 Hz. 5 W $125

SONOGRAPHE BY CONRAD-
JOHNSON

SCI FET Preamplifier
All-FET design with matched-FET, polypropyl-
ene and polystyrene capacitors for all audio
circuits: discrete power -supply regulation: in-
puts for phono, tuner, CD. video, tape I and 2.
Frequency response 5-100.0(X) Hz ±0.5 dB:
max output 10 V: total harmonic distortion
0.1%; tm 0.1%: phono overload 150 mV; 18 x
31/2 x 12 in $595

SONY
Elite Series

TA-E77ESD Digital Preamplifier
Features digital section with 4x-oversampling
filter and dual DiA converters. 91 -key program-
mable remote control; full A % switching: S -
video and composite video terminals; source -
direct switch: passive tone control:
independent record/out selector; adaptor termi-
nals; phono-input selection. im 0.001%; total
harmonic distortion 0.001%; separation greater
than 90 dB; frequency response 5-20.000 Hz
± 0.5 dB $1,000

SOUNDCRAFTSMEN
Pro -Control 422 Preamplifier/Equalizer
c-mos preamplifier/Eo with independent line and
tape switching for 8 inputs: CD. tuner, phono. 2
tape monitors. 3 AN monitors, signal -process-
ing loop. Allows independent listening and tape
recording or multiroom applications. Includes a
subsonic filter and direct mode to bypass all
tone controls. EQ. and unnecessary circuitry.
Dual 10 -band EQ featuring 15 dB control and
exclusive differential/comparator output bal-
ancing. Auto -Bridgeable amplifier. Frequency
response 20-20,000 Hz ±0.1 dB: total harmonic
distortion < 0.005%: phono signal-to-noise ra-
tio 97 dB: sit4 116 dB. Rack -mount front panel.
19 x 51/4 x 101/2 in $849
Pro -Control Four Preamplifier. As above, with-
out equalizer. Has 2 signal -processing loops. 19
x 31/2 x 101/2 in $849
Pro -Control Three Preamplifier. As above. with
only 2 tape monitors and one signal -processing
loop $549

Pro -PT Five R Preamplifier/Tuner
c-mos switching. Features infrared remote con-
trol; 16 station presets. 3 inputs: audio mute: 2
tape monitors: dubbing: variable loudness con-
trol: spectral gradient for CD. Frequency re-
sponse 20-20.000 Hz ±0.5 dB: signal-to-noise
ratio 80 dB for phono. 100 dB for high level.
Mono 50 dB quieting is 121/2 dB. Rack -mount
front panel. 19 x 31/4 x 111/4 in $599

Pro -Control One Preamplifier
c-mos switching. CD. phono. tuner. Aiv inputs
and 2 tape monitors with dubbing. Variable
loudness control; high and low filters: head-
phone output. Frequency response 20-20.000
Hz ±0.5 dB; total harmonic distortion
<0.008%: signal-to-noise ratio 80 dB for phono:
100 dB lior high level. Rack mount front panel.
19 x 3 x 10 in $329

SOUND ENGINEERING
PFM-2 Preamplifier
1 AoM -nu se. high -current Class A design $1,550

SOUNDSTREAM
C -I MK 11 A/V Preamplifier
System I series component featuring dual -
mono Class A circuitry and discrete component
signal path. Separate power supply for audio
and switching circuits to minimize noise in
audio signal; digital switching circuitry links
Soundstream products. Audio/video dubbing:
disc -to -tape or tape -to -tape; separate record
and listen circuitry permits simultaneous re-
cording and listening or viewing: inputs for
phono/aux. tape I. tape 2, CD, tuner. Audio/
video functions include VCR I, VCR 2. videodisc.
TV (output only): optional accessories: plug-in
dual -mono phono-preamp card, remote -con-
trolled ac power strip, and multiroom/simulta-
neous source network. Includes wireless re-
mote for control of C -I, T-1. and DA -I
components; programmable to control 10 sepa-
rate components. Frequency response 20-
20,000 Hz ±0.1 dB; total harmonic distortion
<0.05%: signal-to-noise ratio >100 dBA: input
imp 30,000 ohms; input sens <100mV for 0.5V
out. 17 R; 3YK x 111/2 in: 15 lb $1,495

SPECTRASCAN
LCA-10-MC Preamplifier
Features high -gain, high -voltage input buffer -
amplifier to eliminate cartridge interaction.
Features dual head amplifiers: toroidal power
transformer: dual line outputs: switchable input
cap for moving -magnet input; separate source
and record switches: low -noise moving -coil
head amp: input for moving -magnet, CD. vid-
eo, tuner, tape I and 2, and 2 sets of outputs.
Frequency response 3-250.000 Hz: total har-
monic distortion line amp 0.05% from 20-20.000
Hz: im 0.05%; signal-to-noise ratio 100 dB: sens
1(10 mV for 1.0 V output. 19 x 31/4 x 91/2 in; 17
lb ¶1.969
Without head amplifiers $1,569

Spertrasean LCA-I0

SUMO
ATHENA Preamplifier
Features built-in moving -coil head: discrete cir-
cuitry using I%i, metal -film resistors and metal-
ized polypropylene capacitors: gold-plated in-
put/output jacks: separate record/mode select
functions; subsonic filter; high-level bypass:
laser -trimmed volume control. Frequency re-
sponse 20-20,000 Hz ±0.1 dB: total harmonic
distortion/intermodulation distortion less than
0.01% below 18-V output: signal-to-noise ratio
mc 80 dBA, MM 85 dBA. high level 100 dB. 19 x
1Y. x 84 in $729
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SUPERPHON

Revelation II Preamplifier
mosFET preamp with 1-FET phono. MOSFET cur-
rent sourcing. Voltage regulated through 10
shunt regulators, adjustable bias setting for out-
put stage. Input for I phono. 4 high-level inputs
plus 2 complete tape loops; muting from panel
with automatic muting for line surge/drop pro-
tection. FR 2-175.000 Hz; THD >0.5 at 3 V rms;
S)N77 dB (phono): max output 5 V rms: 150 mV
MM phono overload: MM phono input imp 47
kilohms; phono gain 37 dB; line gain 20 dB$749

TANDBERG
3018 Preamplifier
Features passie FA) in both phono sections; Mc/
MM; uses passive high and low filters; separate
power supplies for left and right channels. FR
20-20,000 Hz; THD <0.09%; SIN 70 dB for MM. 74
dB for mc. 171/4 x 131/4 x 31/2 in $2.299

3080 Preamplifier/Tuner
Preamp section features MOSFET and bipolar
circuitry; Tandberg Thermic Servo Loop re-
places low-pass filter and negative feedback
loop. FR linear inputs 5-100,000 Hz. phono mm/
mc inputs 20-20,000 Hz; sin: 68 dB for Phono
72 dB for MM. Tuner: Cap ratio I dB; FR 0.5-I
dB Hz: IM 0.2% mono/stereo; S/N 82 dB mono.
78 dB stereo. 17,1/4 x 51/2 x 14 in $1.199

TARA LABS
Passage Preamplifier
Preamplifier constructed from aluminum alloy
with Class A power -supply regulator. Features
Space & Time internal wiring; Space & Time AC
power cable; rhodium and copper -plated RCA
connectors: 6 inputs and full tape -switching/
dubbing facilities $ I.498

TECHNICS
SU-A200 A/V Preamplifier
Features Class AA circuitry; active servo pow-
er supply; inputs for mmimc phono. tape I and
tape 2/vcg, aux; phono 2, CD player, tuner, and
video (Av I). Switches video signals from Aiv
inputs as well as audio signals from 8 inputs
with video output for monitor. FR 0.5-180,00(1
Hz +0. -3 dB. 17 x 5 x 141/4 in $1,200

SU-A6MK2 Preamplifier
Features infrasonic filter; shelving tone con-
trols; selectable turnover frequencies: audio
muting; inputs for ramimc phono. tape 3. tape 2.
aux 2, phono 2. CD player, tuner, computer.
VCR. DAT recorder. TV

SU-A40 Preamplifier
Features Class AA phono amp; output amp;
high-speed capacitors with electrolyte; active -
servo power supply; OFC wiring. 6 -position in-
put and recording selector; tape 3 monitor; MM,
mc phono selector; tone -defeat switch: subson-
ic filter: loudness; stereo/mono; muting switch-
es. THD 0.009% (mm), 0.01% (mc). 0.006% (other
sources); S/N 79 dB (MM). 74 dB (MC). 91 dB
(other sources): FR 30-15,000 Hz ± 0.2 dB (pho-
no). 20-20,000 Hz +0; ch sep 50 dB (aux. at
I .(X(0 Hz). 17 x 41/4 x 111/4 in; 8.81b $330

THRESHOLD
Model FET Ten/e High -Level Preamplifier
Dual-ch, high-level noninverting field-effect
transistor preamp dedicated to line -level signal
applications. Accepts 5 high-level sources and
2 tape decks with full flexiblity in record/moni-
tor signal routing. Single stereo input and pre-
amplifier output available in unbalanced or bal-

anced configuration. External power supply in
separate chassis. Input J-FETS operated in paral-
lel. doubling transconductance and lowering
noise and distortion. Secondary gain stages use
cascoded mosFErs to suppress voltage fluctua-
tions, allowing low distortion even when driv-
ing loads less than 500 ohms. Circuit boards are
miltary-grade glass -epoxy with gold -over -nick-
el -over -copper -plated paths. Gold-plated con-
nectors with Teflon insulation. Precision metal -
film and wirewound resistors used throughout.
Controls for program source selector; record
signal routing; monitor signal selection; mode;
balance; audio level. Bandwidth response DC -
125.000 Hz at -3 dB; THD 0.01% at 3 V rms
from 20-20,000 Hz into 1.000 -ohm load: cross-
talk < - 75 dB at 20,000 Hz with 1.000 -ohm
source: noise no greater than - 110 dBA refer-
enced to I V input. 19 x 1Y. x 11 in $3,200

Model FET Nine/e Preamplifier
Dual-ch noninverting field-effect transistor
preamp. Accepts inputs from high- and low-
level MC. MM. or other velocity -output phono
cartridges. 3 high-level sources, and 2 tape
decks with full flexiblity in record/monitor
signal routing. Cartridge section uses single
gain -variable preamplification stage for mc
and MM cartridges. Cartridge loading selected
by internal DIP switch assemblies. Signal -path
topologies and power -regulation circuits
derived from FET Ten/e research. External
power supply in separate chassis. Circuit
boards are military -grade glass -epoxy with
gold -over -nickel -over -copper -plated paths.
Gold-plated connectors with Teflon insula-
tion. Precision metal -film and wirewound re-
sistors used throughout. Controls for program
source selector; monitor signal selection; ch
balance; audio level. FR bandwidth oc-125.000
Hz at -3 dB dB: THD 0.01% at 3 V rms 20-
20.000 Hz into 10.000 -ohm load: high-level
input imp 25.000 ohms, nominal. 19 x 11/4 x 11
in $2.50()

Threshold FET Tenle

Model FET Ten/e Cartridge Gain Preamplifier
Dual -channel noninverting field-effect transis-
tor preamp designed for phono-cartridge gain
applications. Accepts inputs from high- and
low-level moving -coil, moving -magnet. or oth-
er velocity -output -characteristic phono car-
tridge and provides RIAA equalized output
suitable for preamp high-level inputs. Single
gain -variable high-performance stage provides
signal increase required by different cartridge
types. Combination of active low -frequency
and active and passive high -frequency equal-
ization make up RIAA equalization. Up to 16
different cartridge -loading characteristics may
be user selected with internal DIP switch assem-
blies. External power supply in separate chas-
sis. Gold-plated connectors with Teflon insula-
tion. Precision metal -film and wirewound
resistors used throughout. Crosstalk no greater
than -70 dB at 20.000 Hz with 1.000 -ohm
source; output available in unbalanced or bal-
anced configuration. 19 x I x II in ... $2,500

YAMAHA
CX-2000 A/V Preamplifier
Digital preamp with 8x-oversampling 18 -hit dig-
ital filter and dual D/A converters. Features auto
sampling frequency switching; direct output: 4

video inputs; 4 digital inputs; I optical and 2
coaxial digital audio rec outputs; 10 analog
audio inputs; 5 audio and 2 video rec outs; 12
position rec-out selector: source -direct switch;
provisions for simultaneous AA, recording on 2
VCR's; 6 -position MM or mc cartridge load selec-
tor. Continuously variable loudness control.
Titanium finish with wood side panels. 33
lb $1,499

CX-1000U AN Preamplifier
Digital preamplifier with built-in I8 -bit 8x -over -
sampling digital filter and dual DA converters.
Features 4 digital (coaxial and optical) audio
inputs and 4 video inputs; 5 audio rec outputs
and 2 video rec outputs; 12 -position rec-out
selector; provisions for simultaneous AA, re-
cording on two vcR's; I optical. 2 coaxial digital
audio rec outputs; auto sampling frequency
switching; 6 -position MM or mc phono cartridge
load selector; source -direct switch; audio mute.
Continuously variable loudness control; RS in-
tegrated system remote control. Black; 28
lb $1,199

CX-830Ti Preamplifier
Features 8 audio and 3 video inputs; 4 audio
and 2 video rec outputs; 8 -position rec-out
selector; source -direct switch; - 40 -dB contin-
uously variable loudness control; MM and mc
cartridge load selector; bass and treble con-
trols; subsonic filter: RS learning remote con-
trol with 82 keys: gold-plated inputs. Titanium
finish $699
CX-830. As above, black $699

CX-630Ti Preamplifier
Features 6 audio and 2 video inputs. 4 audio
and 2 video outputs; 2 audio and I video rec
output: 6 -position rec-out selector; source -di-
rect switch; provisions for simultaneous re-
cording on two VCR'S: -40 dB continuously
variable loudness control; MM and mc cartridge
switch; bass, treble, and midrange with fre-
quency turnover controls and defeat; subsonic
filter; 2 remote controlled AC outlets. Includes
RS integrated system remote with 33 keys.
Titanium finish $449
CX-630. As above, black $449

YBA BY MUSIC HALL
YBA Signature Preamplifier
Features two chassis (one for each channel)
with individual power supplies that use 200-W
transformers and about 80 capacitors. The re-
mote control has separate power supply. 1

phono input: 5 line inputs. Max output 8 V;
total harmonic distortion <0.05% at 1 V output:
signal-to-noise ratio: Imc) 85 dB. (MM) 90 dB.
(line) 100 dB $11.000

YBA I Preamplifier
Features no resistors in signal path. Custom-
made resistors, capacitors, transistors, and
nonmagnetic connectors. The Mc module uses
custom-made transformers and is encased in
metal. I phono input; 5 line inputs. Total har-
monic distortion <0.05% at I V; signal-to-noise
ratio (Mc) 85 dB $5,750

YBA 2 Preamplifier
Features separate power supply; integral pow-
er -line filtering; bypass switch for direct input
( phono or CD): low output impedance; no resis-
tors in signal path. Total harmonic distortion
<0.05% at I V; signal-to-noise ratio (mm) 90 dB,
(line) 100 dB $2.750
MC Module $600

YBA 3. Similar to YBA 2. Total harmonic
distortion <0.02%; signal-to-noise ratio 100dB;
RIAA 70 dB $1,800
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Harman Kardon's 3D Bit Stre D Players
THE WORLD SPEAKS 0

"NATURAL IMBRE"
"...natural timbre...' ansparency...the HD7500 sounds like an ultra -deluxe

CD player costin t least twice as much:' - N.Y. TIMES, Hans Fante42/11/90

"REFERE E SET"
"...Harman Kar HD7600 is now a full member of our reference set...

for testing spea crs and amplifiers:' - HOLLAND, HTV Map to

"TOP CLA
"The HD7500 has firmly pl ed itself in the distinguished top class?'

- GERMANY, I
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Real power has
always been in the
hands of the few.

a

I

ADCOM

dcom stereo components have
a loyal and devoted following,

having earned a reputation among
audiophiles, engineers and musicians
for extraordinary performance at
affordable prices. Now Adcom introduces

its newest amplifier, the no compromise GFA-565, for
those in pursuit of absolute power and sonic perfection,
but who prefer not paying a king's ransom.

The Evolution of Adcom's GFA-565
Adcom's new mono GFA-565 evolves from the design

of the critically acclaimed GFA-555, greatly extending
its capabilities. Representing brute strength, it delivers
300 watts at 8 ohms, 450 watts at 4 ohms and an awesome
850 watts at 2 ohms!, Most significantly, it will accurately
drive even esoteric loudspeakers which present loads as
low as 1 ohm.

Inspired by the GFA-555, the new GFA-565's
well -regulated, high -current power supply has an
enormous reserve capacity to meet tremendous dynamic
demands, resulting in distortion -free reproduction on a
continuous basis.

Why Use Two Mono Amplifiers?
The ability to deliver very high power into complex

loads is a prerequisite for superior sound reproduction.
Power supplies capable of delivering the energy necessary
for high power, high -current amplifiers are massive. But
there are practical limits to the size and weight of stereo
amplifiers designed for home use, as well as heat dissipation
and reliability constraints. Consequently. the use of two
Adcom GFA-565 mono amplifiers offers optimum sound
definition, detail and dynamics, satisfying even the most
demanding perfectionist.

More Sound, Less Money
Like the GFA-555, the new Adcom GFA-565 sounds

superior to amplifiers costing two and three times as much.
It is so powerful and pure that it may be the last amplifier
you ever buy, even if you upgrade your loudspeakers
several times over the years. And that makes the GFA-565
an extraordinary
bargain
considering
its exceptional
performance.

de tails you can hear

OR

8
*Continuous power output, 20 Hz -20 kHz <a02% THD, measured in accordance with Fit' specifications.

11 Elkins Road, East Brunswick, NJ 08816 U.S.A. (201) 390-1130 Distributed in Canada by PRO ACOUSTICS INC. Pointe Claire. Quebec H9R 4X5
CIRCLE NO 7 ON READER SERVICE CARD



POWER  AMPLIFIERS

ACCUPHASE BY MADRIGAL
P400 400-W/ch Amplifier
Features two sets of 7 parallel push-pull transis-
tor pairs for the output stage; two separate
power supplies for UR channel; cascode differ-
ential push-pull input stage; MOSFET cascode
push-pull and cascode push-pull drive stage.
400 W/ch into 2 ohms. 600 W/ch into 1 ohm.
Power meter; 40,000 -ohm balanced input,
20.000 -ohm unbalanced phono jack; mounting
provision for cooling fans. FR 20-20,000 Hz, ± 0
dB; THD 0.01%; s/N 125 dBA; IM 0.003%; damp-
ing factor 200 at 50 Hz. 19 x 91/4 x 191/4 in; 103.75
lb $12,500

M -I000 1,000-W Mono Amplifier
Two separate power units with push-pull drive
in bridged connection; each power unit em-
ploys 14 parallel push-pull pairs of wide -band
transistors. Low imp drive: 1.600 W into I ohm.
1.100 W into 2 ohms; cascode push-pull and
MOSFET drive stage. Digital power meter;
40.000 -ohm balanced input; 20.0(X) -ohm unbal-
anced phono jack; mounting provisions for
cooling fans. FR 20-20,000 Hz, ±0 dB; THD
0.01%; sir' 125 dBA; IM 0.003%; damping factor
200. 19 x 93/K x 191/4 in: 103.75 lb $12,000

P-500 250-W/ch Amplifier
Features power meters. Bridge connection al-
lows 1.000 W mono into 4 ohms, 500 W/ch into
2 ohms. 250 W/ch into 8 ohms. 19 x 81/4 x 171/2
in: 73.75 lb $8.600

P -300V 180-W/ch Amplifier
Features power meters. 180 W/ch into 8 ohms;
bridgeable for 500 W mono into 8 ohms. 300
watts mono into 2 ohms. 171/2 x 61/4 x 141/4 in;
50.75 lb $6.000

P-IO2 50-W/ch Amplifier
Features two all -stage push-pull power units in
bridged configuration, Class A MOSFET push-
pull output stage; cascode push-pull differential
input stage; twin mono construction using two
mono amplifiers and two separate power sup-
plies for UR channel; direct -coupled amplifier
with DC servo configuration; 80 W into 4 ohms.
70 W into 2 ohms. Power meter; 40.000 -ohm
balanced input and 20,000 ohm jacks. Fit 20-
20.000 Hz +0 dB, -2 dBalio <0.01%; s/N 120
dBA; tM 0.003%; damping factor 70. 181/4 x 61/4 x
16 in; 48.5 lb $4,400

ACOUSTIC RESEARCH
A-07 70-W/ch Amplifier
Features switchable side -chain feedback tone
control, filters, and provision for moving -mag-
net and moving -coil cartridges. Remote con-
trollable when linked to T -06/R tuner. FR 15-
20.000 Hz, -0.3 dB; THD 0.03%; SIN ratio 100
dBA; IM 0.03%; damping factor 100; 171/4 x 31/2 x
101/4 in; 25.1 lb $500
A-05. Similar to above, 40 W/ch $400

F
A-03. Similar to above. 30 W/ch $100
RC -03. Remote control for A-07 $25

ADCOM
GFA-565 300-W/ch Mono Amplifier
Features 20 discrete transistors in output stage.
Power supply included 1.25 KVA toroidal pow-
er transformer and 70,000 microfarads of filter
capacitance. LED on front panel is activated if
distortion exceeds 1%. 300 W at 8 ohms; 450 W
at 4 ohms: 850 W at 2 ohms; &1st 106 dBA:
dynamic headroom (at 4 ohms) 1.6 dB; input
imp 50-700 ohms; input sens 2.15 V: damping
factor >1.000 at 8 ohms. Black finish. 17 x 81/4 x
I 11/2 in: 45 lb $850
GFA-565W. As above with white front pan-
el $900

GFA-555 200-W/ch Amplifier
Able to drive I -ohm loads. Features low -nega-
tive -feedback design; constant damping
toroidal transformer: LED alert when distortion
exceeds Ph at speaker outputs; direct -coupled
design. 200 W'ch into 8 ohms: 350 W/ch into 4
ohms; THD <0.09% and IM <0.05%; constant
damping factor >100. 20-20.000 Hz $750
GFA-555W. As above with white front pan-
el $800
RM-7. Optional rack -mount adaptors for GFA-
555 $20/pr
RM-7W. As RM-7 in white $25/pr
RM-7S. As RM-7 in silver $25/pr

GFA-545 100-W/ch Amplifier
Able to drive I -ohm load. Features low -nega-
tive -feedback design; constant damping factor;
toroidal transformer; instantaneous distortion
alert when distortion produced higher than 1%
at speaker outputs; direct -coupled design. filo
<0.09%, 150 W/ch into 4 ohms; IM 0 008°/0. 51/2
x 17 x 121/2 in: 25 lbs $500
GFA-545W. As above with white front pan-
el $550
RM-5. Optional rack -mount adaptors for GFA-
546 $20/pr
RM-5W. As RM-5, in white $25/pr
RM-5S. As RM-5. in silver $25/pr

GFA-535 60-W/ch Amplifier
Able to drive I -ohm load. Features low -nega-
tive -feedback design; constant damping factor;
hookup for 2 sets of speakers; LED alert when
distortion exceeds 1% at speaker outputs; di-
rect -coupled design; separate power transform-
ers for each ch. Total harmonic distortion
<0.09%, 100 W/ch into 4 ohms: intermodula-
tion distortion 0.008%. 31/4 x 17 x 121/2 in . $330
GFA-535W. As above with white front pan-
el $380
GFA-535L. Same as GFA-535 with flush -
mounted gain controls for each channel . $370.
RM-3. Optional rack -mount adaptors for GFA-
535 $20/pr
RM-3W. As RM-3. in white $25/pr
RM-3S. As RM-3, in silver $25/pr

a/d/s/
PA4 150-W/ch Amplifier
Features all -discrete transistors; polypropylene
capacitors; metal -film resistors; 10 bipolor out-
put devices per ch; open -loop bandwidth of
<100 MHz to avoid rate limiting and stability
with complex speaker loads; toroidal trans-
formers for low noise and high current. Drives 2
pairs of speakers; power and speakers switched
from a/d/s/ CC4 control center or R4 receiver;
clipping LED'S. 150 W/ch into 4 or 8 ohms.
<0.05% THD: bridgeable to 250 W in mono. FR
20-20.000 Hz +0,-0.2 dB; signal-to-noise ratio
>110 dBA at LOW) Hz: dynamic headroom
>1.5 dB; damping factor >100. 4 ohms. 171/2 x
21/4 x 141/4 in: 27 lb $900

AIR TIGHT
ATM -2 80-W/ch Tube Amplifier

4 KT -88B for output stage, two
I2AX7A, two 12AU7A, and two 12BH7A. Fea-
tures OFC wiring; cathode follower direct drive:
no printed circuit boards; copper -plated chassis
and bottom plate; Tamura output transformers
with over 100-W input capability. Bias adjustor
meter; CD -direct input. FR 20-20,000 Hz ± 1
dB; Tiro <0.07% at 1.000 Hz. I W;SN 100 dBA:
input sens I V; input imp 100,000 ohms. 16YK x
8% x 151/4 in; 70.5 lb $5.950

ATM -1 36-W/ch Tube Amplifier
Utilizes 4 6CA7 for output stage. Features par-
allel -position 5A4R rectifier tubes; ow wiring;
Mullard phase inversion: no printed circuit
boards; Tamura output transformers. CD -di-
rect input. FR 20-20,000 Hz ± I dB: THD <0.1%
at 1.0(X) Hz, I W: S/N 100 dBA; input sens I V;
input imp 100.000 ohms. 141/4 x 111/4 x 91/4 in;
48.5 lb 53.450

ARAGON BY MONDIAL
DESIGNS

Model 4004 200-W/ch Amplifier
Features 2 torodial transformers; quad -array
transistor; gold-plated connectors; Monster
Cable output cables; convection air cooling. S'N
120 dB; damping factor >200 20-20.000 Hz. 19
x 14 x 61/2 in; 65 lb $1.695
Model 2004. Same as above, except 100 W/ch.
451b $1.250

ARCAM
Delta 120 100-W/ch Amplifier
Twin mono configuration. Each amp has sepa-
rate power supply and toroidal transformer; bi-
wired. 100 W into 8 ohms; 150 W into 4 ohms;
peak output current ± 25 amps $1,100

ATMA-SPHERE
MA -1 100-W/ch Mono Amplifier
Output transformerless: Class A operation; all
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POWER  AMPLIFIERS
triode: balanced differential design: zero nega-
tive feedback; standby switch; XLR and RCA
input connectors. Black and gold brushed -alu-
minum finish. 100 W/ch into 8 ohms; FR 1-

2(X).000 Hz ±0.5 dB. 47 lb/chassis .. $5,800/pr

AUDIO BY VAN ALSTINE
MT -Value 500 200-W/ch Amplifier
Features hybrid vacuum tube and Class A mos-
KT input circuitry. Low -amp drive capability.
200 W/ch into 8 ohms; iiio<0.01%; 17 x 141/2 x
71/2 in: 38 lb $1.995

Model 280E 160-W/ch Amplifier
Features low -impedance drive capability (I
ohm). 160 W/ch into 8 ohms; 0.01% THD. 17 x 10
x 5 in: 28 lb $775

Model 240E 120-W/ch Amplifier
Fully complementary raosFET circuitry. Fea-
tures precision metal resistors; precision film
capacitors; high -voltage, high -current semicon-
ductors. 120 W/ch into 8 ohms; itio<0.01%. 13
x 14 x 7 in: 27 lb $550

AUDIO DESIGN ASSOCIATES
PBA-500 800-W Mono Amplifier
Subwoofer amplifier with continuously vari-
able level, frequency, and bandwidth controls.
Features toroidal power transformer: fan -
cooled. Front -panel switch and fuse. 8(X) W
bridged mono from 20-200 Hz with no more
than 0.05% THD into 8 ohms; 1.200 W into 4
ohms; slew rate 10 V/µsec; imp 0.15% 19 x 81/4
x 16'/ in; 44 lb $2,520

PT -200 100-W/ch Mono Amplifier
Dual -mono amp capable of driving 2 -ohm
loads. Features dual toroidal power transform-
ers; soft -clipping circuit: fan -cooled. 44 -seg-
ment triangular LED output meters with peak
indication; stepped attenuator gain controls. 60
W/ch cont avg from 20-20.000 Hz with no more
than 0.06% THD into 8 ohms: 110 W/ch into 4
ohms: sir 102 dB; slew rate 12 V/µsec; imp
0.15%. 19 x 31/2 x 141/4 in; 27 lb $2395

PF-300 150-W/ch Amplifier
most+ r amplifier capable of driving 2 -ohm
loads continuously. Features dual mono design
with toroidal power transformers: fan -cooled.
Independent power switches. 160 W/ch from
20-20.000 Hz with no more than 0.07% nib into
8 ohms: 160 W/ch into 4 ohms; 240 W/ch into 2
ohms: S/N 95 dB slew rate 10 V/µsec; imp
0.07%. 19 x 51/4 x 16'/_ in; 37 lb $1,695

PBA-150 150-W Mono Amplifier
Subwoofer amplifier with continuously vari-
able level. frequency. and bandwidth controls.
Features toroidal power transformal; fan -
cooled. Front -panel switch and fuse; 20 -seg-
ment LED output meter. 200 W/ch cont avg from
20-200 Hz with no more than 0.06% itin into 8
ohms: 325 watts into 4 ohms; S/N 101 dB: slew
rate 10 V/µsec; imp 0.07%. 19 x 51/4 x 161/2 in: 32
lb $1.495

PF-200 100-W/ch Amplifier
MOSFET amplifier capable of driving 1/2 -ohm
loads continuously. Independent toroidal trans-
formers: fan -cooled. Front -panel power
swtches and fuse; 4 -segment LED output me-
ters. 60 W/ch cont avg from 20-20,000 Hz with
no more than 0.07% THD into 8 ohms: 110 W/ch
into 4 ohms; 240 W/ch into 1/2 ohms: S/N 95 dB:
slew rate 10 V/µsec; imp 0.07%. 19 x 51/4 x 15,/2
in: 37 lb $1,295

PBA-50 50-W Mono Amplifier
Subwoofer amplifier with continuously vari-

able level, frequency, and bandwidth controls.
Features toroidal power transformer: fan -
cooled. Front -panel switch; 10 -segment t.F.ti
output meter. 2(X) W/ch from 20-20.(10) Hz with
no more than 0.02 THD into 8 ohms: 80 W
bridged mono into 4 ohms; S/N 104 dB: slew rate
10 V/µsec; imp 0.04%. 19 x 11/4 x 13 in: 12
lbs $995

PT -50 25-W/ch Amplifier
Compact amplifier capable of handling 2 -ohm
loads. Features toroidal power transformer; fan
cooled; 10 -segment LED output meters: rear -
panel power fuse: front- panel gain controls; 25
W/ch cont avg from 20-20,000 Hz with no more
than 0.02% -rim into 8 ohms: 40 W/ch into 4
ohms: s/N 104 dB; imp 0.04%. 19 x 11/4 x 13 in:
10 lb $950

AUDIOLAB BY ARTECH
Model 80001' 100 W/ch Amplifier
Linear slew -free -design with ix. servo feed-
back. Features dual -tracking bias system: indi-
vidually regulated power supplies: electronic
auto -muting system: metal -film resistors; poly-
styrene and polypropylene capacitors: epoxy
glass printed circuit boards. s N > 90 dB: FR 20-
20,000 Hz ±0.3 dB: total harmonic distortion
<0.05%; power handling 100 W/ch into 8 ohms.
171/4 x 27/K x 111/4; 20 lbs $995

AUDIO RESEARCH
M300 Mk11 300-W Mono Amplifier
Hybrid design with rc.-r (front end) and vacuum
tubes (output stage): cross -coupled circuit:
front -panel replaceable line and screen voltage
fuses with LED indicators; 2 integral low -noise
cooling fans (switchable for Hi or Lo): standby
switch for warmup or interruptions: auto mut-
ing for silent shutdown: gold-plated inputs; out-
put taps for I. 2. 4. or 8 ohms; front and rear
handles. 300 min W cont avg from 16-25010 Hz
with <0.051% rim into 8 ohms; power at clip-
ping 330 W; FR 10-60,000 Hz -3 dB: sins 90 dB;
slew rate 25 V/p.sec; 19 x 10.5 x 16 in:
110 lb $5,495

Classic 150 140-W Hybrid Mono Amplifier
Hybrid mono amplifier with matched FET in
front end and vacuum tubes in triode configura-
tion output. Features tube protection circuit;
cross -coupled circuit. Standby switch: auto
muting: balanced output. 140 min W cont avg
into 1-2-4-8 ohms from FR 7-100.000 Hz -3 dB.
19 x 10'/_ x 161/2 in; 110 lb $4.995

D -I25 120-W/ch Hybrid Amplifier
Stereo hybrid amp rated at 121) W into 4-8-16
ohms. Input stage FE -r -based; output stage with
2 quad banks of 6,550 power -output tubes; self -
monitoring circuits; tube saver circuit; internal
fan cooling; automatic muting at shutdown. 19
x 81/4 x 161/2 in: 84 lb $4.450

Classic 60 60-W/ch Hybrid Amplifier
Stereo hybrid amplifier with matched HT front
end and vacuum tubes operating in triode con-
figuration. Features auto oc-balance servo cir-
cuit; driver -balance servo: automatic bias cor-
rection adjusts for incoming line voltage. Low -
noise fan; front -panel fusing for line and screen.
60 min W/ch cont avg from FR 12-40.000 Hz -3
dB. 19 x 7 x 151/4 in: 63 lb $3,295

Classic 120 115-W/ch Hybrid Mono Amplifier
Hybrid mono amplifier with matched EFT front
end and vacuum tubes operating in triode con-
figuration in output stage. Auto oc-balance ser-
vo circuit; driver balance servo; current sentry
automatic bias correction adjusts for incomimg
line voltage: cross -coupled circuitry: energy

storage 415 joules. Balanced output. FR 10-
80.000 Hz -±- 3 dB; SIN 92 dB; Tim <1%. 19 x 81/4
x 151/4 in. 61 lb $2,995

Classic 30 30-W/ch Hybrid Amplifier
Stereo hybrid amplifier with matched FET in
front end and vacuum tubes operating in triode
configuration in output. Features auto oc-bal-
ance servo circuit: automatic bias correction
adjusts for incoming line voltage. Front -panel
fusing for line and screen. 30 min W/ch cont avg
from FR 15-50.000 Hz -3 dB. 19 x 7 x 141/2 in; 46
lb $2.295

AUDIOSOURCE
AMP ONE 60-W/ch Amplifier
Stereo amplifier with toroidal power transform-
er. Features soft clipping output circuitry re-
duce distortion; dual analog power output me-
ters; separate UR output level controls; MOSFET
construction; switchable to 170 W mono. 60 W/
ch cont avg into 8 ohms; FR 20-20.000 Hz: THD
<0.04%. 16'/- X 21/4 x 11% in. 14.3 lb $300

AUDIRE
Crescendo 75-W/ch Amplifier
Features 32,000-mF/ch filter caps; circuit
breaker. FR 2-100.000 Hz - I dB; IM 0.01%:
slew rate 45 V/µsec; damping factor 300. 19 x 5
x 9 in; 'IS lb $475

Forte 125-W/ch Amplifier
Features 2 transformers. filter cap banks: 2
independent channels on one chassis. FR 2-
100.(X)0 Hz - I dB; IM 0,008%; slew rate 50 V/
/Awe; damping factor 475. 19 x 51/4 x 10 in;
44 lb $1,050

Forte II. Same as above, except 250 W/ch;
damping factor 600 ¶1.110

Noble 1 75-W Mono Amplifier
Features toroidal transformer: 8 outputs; com-
plementary push-pull Class A discrete circuit-
ry: convection air cooling; all ouput devices
matched to ensure linearity and thermal stabil-
ity. 3-yr warranty. FR 2-100,000 Hz - I dB: ist
0.005%: slew rate 50 V/µsec; damping factor
900 at 1.000 Hz. 111/2 x 16 x 4 in; 25 lb . $1,050
Noble II. Similar to above except 200 W; damp-
ing factor 1,000 at 1.000 Hz $1.100

Otez 250-W Mono Amplifier
Combination Class A and Class AB circuitry.
Features modular construction; large power
supply; combination circuit breaker and on/off
switch; I fuse per 2 output transisitors; amplifi-
er protection by current sensing devices out-
side of signal -path. 250 W into 8 ohms; FR 2-
100,000 Hz - I dB; IM 0.015%; slew rate 50 V/
µsec; damping factor 850 at 1,000 Hz. 19 x 8Y4 x
181/2 in: 85 lb $2,900

BEDINI
BA -803 250 W/ch Amplifier
Solid-state circuitry. 250 W/ch rms into 8 ohms
and 500 W/ch rms into 4 ohms; THD <0.15% into
8 ohms at rated power; im <1%; FR 20-20.000
Hz; S/N 105 dB; dynamic headroom 3 dB; damp-
ing factor 500; slew rate 55 V/µsec. 71/2 x 19 x
18% in; 501b $3,000
BA -801. Similar to above, 100 W/ch rms into 8
ohms; 140 W/ch rms into 4 ohms $1.500

BEL
Model 2002 100-W/ch Amplifier
Dual -mono construction with balanced output:
each channel consists of two Class A amplifi-
ers; independent power supply for each chan-
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POWER  AMPLIFIERS
nel. Features input shutdown and status/fault
indication of temperature. frequency, output.
and load faults in all four amplifiers. 1(10 W/ch
cont avg into 8 ohms; 2(X) W/ch cont avg into 4
ohms; input imp 22 kilohms; high-level sens
14(X) mV: gain 26 dB; bandwidth 3-250.0(X) Hz
with input filter. 5-yr warranty. 19 x 7Y4 x 141/4
in; 52 lb $3.395

Model 1001 P Mono Amplifier
Class A design; balanced output; temperature -
stabilizing circuitry: fault -sensing system; de-
signed to be used with low -imp speakers; op-
tional balanced input. 400 W mono into I ohm;
input imp 13.5 ohms; high-level sens 1.0(10 mV;
FR 5-200.0(X) Hz. 5-yr warranty. 171/4 x 121/4 x
71/4 in: 28 lb $1.595

Model 1001 50-W/ch Amplifier
Class A design: balanced output; temperature -
stabilizing circuitry; fault -sensing system;
bridgeable to 100-W mono amp; optional bal-
anced input. 50 W/ch cont avg into 8 ohms; 1(X)
W/ch cont avg into 4 ohms; input imp 27 kil-
ohms: high-level sens L(W) mV; bandwidth 5-
:200.000 Hz. 5-yr warranty. 171/4 x 121/4 x 71/4 in:
28 lb $1,495
Model FET1001. Same as above except with

circuitry $1.695

BELLES RESEARCH
OCM 500 250-W/ch Amplifier
Class AB 2 -channel amplifier utilizing isolinear
design. Clipping indicators, multiple input con-
nections. toroidal transformers. Input provides
monoblock operation at 1(X) W. FR -MAO

THD 0.2%; damping factor 200. 19 x 51/4 x 17
in; 65 lb $2,495
OCM 200. 125 W/ch amplifier. As above, with
balanced input/mono operation at 4(X) W. 19 x
51/4 x 10 in; 42 lb. $1.595

Belles 450 200-W/ch Amplifier
Solid-state design with dual complementary bi-
polar transistors and power mosEers. All com-
ponents are mounted on single circuit board.
Features Van den Hul cable wiring; toroidal
power transformer. 200 W/ch cont from 20-
20.000 Hz with <0.01% THD into 8 ohms; FR 0.2-
60010 Hz ± 3 dB into 8 ohms; damping factor
>2(X). 3 -year warranty. 17 x 10 x 13 in; 55
lb $1,595

Belles 150 100-W/ch Amplifier
Solid-state design with dual complementary cir-
cuitry. All components mounted on single cir-
cuit hoard and direct coupled to inputs and
outputs. FR 1-60.000 Hz; rim 0.1%; damping
factor 175. 17 x 7 x 81/2 in; 24 lb $749

BERNING
EA -210I 100-W/ch Tube Amplifier
Uses triode vacuum tubes. Features regulated
power supply; shutdown protection for brown-
out conditions and improper bias conditions on
tubes. 1(10 W/ch from 20-20.000 Hz; THD <2%
into 8 ohms: four output transformer windings
per channel. FR 10-60010 Hz. ± 1.5 dB; s/N 100
dB. 19 x 51/4 x 19 in: 40 lb ¶3.500

B & K COMPONENTS
PRO -600 250-W/ch Dual -Mono Amplifier
Dual -mono power amplifier with 250 W/ch cont
avg into 8 ohms and 4(10 W/ch cont avg into 4
ohms. Features Class A pre -driver circuitry
driving Class AB MOSFFT output stage: toroidal
transformers. FR 5-100.((X) Hz: mu <0.09% at
1,000 Hz; S/N 95 dB; tM 0.09%; slew rate 25V/
µsec; sons 1.8 mV: input imp 24.000 ohms;
damping factor 6(X) dB $1,298

Video -5 Sonata 5 -Channel 105-W/ch Amplifier
Features 5 discrete amplifier with gold-plated
input and output connectors. Designed for sur-
round sound or multiroom installations. FR 5-
45.000 Hz 3 dB; siN 90 dB: dynamic head-
room 0.9 dB; slew rate 20V/µsec; THD <0.09%
at 1,000 Hz. 17 x 6 x 15 in; 40 lb $1,298

M-200 Sonata 200-W Mono Amplifier
Mono amplifier with 2(10 W into 8 ohms and 400
W into 4 ohms. Features Class A pre -driver
circuitry driving Class AB MOSFFT output stage.
Toroidal transformers; balanced inputs. FR

1-100.(XX) Hz: THD <0.09% at 1,(100 Hz; siN 95
dB; tM 0.09%; slew rate 25V/p.sec: damping
factor 1000; dynamic headroom 1.4 dB 17 x 6 x
15 in: 35 lb ¶1.098
PRO -200. Same as above, without balanced
inputs ¶898

EX -442 200-W/ch Dual -Mono Amplifier
Dual -mono amplifier with gold-plated input and
output connectors. Dc coupled circuitry. FR !-
MOM Hz 3 dB: s/N 95 dB; dynamic head-
room 1.4 dB; slew rate 25 V/p.sec; THD 0.09%;
350 W into 4 ohms. 19 x 6 x 15 in; 35 lb .. $948

ST -202 PLUS 200-W/ch Amplifier
2(X) W/ch continuous average from 20-20,000
with < 0.09% THD into 8 ohms; dynamic head-
room 1.1 dB; s/N 95 dB: slew rate 12 V/µsec. 19
x 6 x 15 in: 32 lb $748

ST -202 150-W/ch Amplifier
Features gold-plated connectors and ability to
drive 8- and 4 -ohm loads. 150 W/ch continuous
from 20-20,000 Hz with no more than 0.09%
THD into 8 ohms; FR 5-45.0(X) Hz 1-.3 dB: s/N 95
dB; dynamic headroom 1.1 dB; slew rate 11 V/
µsec. 2(10 watts into 4 ohms. 19 x 6 x 15 in: 30
lb $698

ST -I40 Class A 105-W/ch Amplifier
Class A design up to MOSFET output stage. 105
W/ch continuous average from 20-20.(XX) Hz
with no more than 0.09% THD into 8 ohms. 150
W into 4 ohms; FR 5-45010 Hz -1- 3 dB; S/N 95
dB: dynamic headroom 1.4 dB; slew rate I I V/
µsec. 19 x 6 x 14 in; 251b $498
ST -I40 Mono. Same as above 150 W into 8
ohms $498

BOULDER
Boulder 500 150-W/ch Amplifier
Features two -stage amplification and output -
level controls. Toroidal power transformer:
shielded power cord; complete protection cir-
cuitry with visual indicators for short circuit.
ix offset. thermal warnings and thermal offset.
LED meter at -40. -20. -6 dB; LED clipping
indicators for + and - voltage; removable
rack -mount ears; screw -on feet; gold-plated
connectors (3 -pin input D3F. RCA phono. 5 -
way output); recessed panel controls. 150 W/ch
into 8 ohms. 250 W/ch into 4 ohms, 500 W mono
into 8 ohms: FR 20-20,000 Hz; rtiD 0.005%; slew
rate 35 V/p.sec stereo. 70 V/psec mono; imp
10.000 ohms; peak current 50 amperes. 17 x 5'/4
x 15 1/2 in; 51 lb ¶3.699
International version for 100/120/220/240 V AC,
50/60 Hz $3,999
Boulder 500AE. Similar to above, with bal-
anced outputs and no LED indicators $2,999
International version for 100/120/220/240 V AC.
50/60 Hz $3.299

Boulder 250AE 75-W/ch Amplifier
Balanced -input amplifier with clip -detection
circuitry. Features two -stage amplification.
and ground referencing at preamplifier. 75 W/
ch into 8 ohms, 125 W/ch into 4 ohms. 250 W
mono into 8 ohms; FR 20-20.000 Hz; THD

0.005%. slew rate 25 V/µsec stereo. 50 V/µsec
mono: inp 10.000 ohms; peak current 30 amps.
17 x 5 1/4 x 15 1/4 in; 30 lb $1,999
International version for 100'120.'220/240 V AC,
() 60 Hz $2,199

BRYSTON
6B 500-W/ch Amplifier
Bridgeable to mono with 1.0(X) W into 4 ohms
with avg current of 22 amps; 1.000 W into I

ohm with 35 amps average; ground -lift switch.
5(X) W/ch cont from 20-20,000 Hz; rim 0.005%;
siN 105 dB; slew rate 60 V/µsec; tM 0.(105%; 19 x
51/4 x 12 in; 55 lbs $1.895

4B 250-W/ch Amplifier
Class -AB design with bridging switch. Features
1 .500-sq in heat -sink area; regulated power sup-
ply to all voltage gain stages; ch sep back to line
cord; red LED clipping indicator. 2(X) W/ch, 800
W bridged into 8 ohms; FR 20-200)0 Hz: nip
0.01%; IM 0.01%; slew rate 60 V/µsec; power
bandwidth 1-100,000 Hz; damping factor 5(X) at
20 Hz, 8 ohms: input sens/imp 1.25 V/50k
ohms. 51/4 x 19 x 131/2 in $1,795
3B. Similar to 4B except 1(10 W/ch 400 W
bridged: input sens/imp I V/50k ohms; 500-sq in
heat -sink area; 51/4 x 19 x 9 in $1.195
213. Similar to 3B except 50 W/ch, 200 W
bridged. input sens/imp 0.75 V/50k ohms; 250-
sq-in heat -sink area; 31/2 x 19 x 10 in $695

CAMBRIDGE AUDIO
A100 110-W/ch Power Amplifier
Features dual -mono configuration; two over-
sized toroidal transformers coupled with four
large reservoir capacitors; high-pass filter in-
put. 4 -mm banana plug/binding post speaker
terminals; gold-plated input terminals. THD
<0.01% at 50% rated power; s/N 100 dBA: input
sens 1.I V $635
A70. Same as above. 60-W/ch $550

CARVER
Silver Seven 375-W Mono Tube Amplifier
Mono amplifier with fully balanced circuit to-
pology. Features 14 KT -88 power -output tubes;
A-450 Ultra Linear output transformers with
oxygen -free primary leads and pure silver sec-
ondaries; Wonder Cap capacitors; Van den Hul
silver interconnects; pure silver internal wiring
with Wonder Solder; polished granite anti -vi-
bration base with Simms aluminum machined
transformer end bells; I. 4. 8 -ohm taps. 375 W
into 8 ohms: 20-20.000 Hz with <0.5% mix
peak output current 35 amps; ER 1.5 Hz to
100.000 Hz ±0 dB. 150 lb $8,750

Silver Seven -t Mark II 550-W Mono Amplifier
Transfer Function modified amplifier features
shock -isolation mounting. Lighted analog pow-
er meter. Black finish. FR 20-20.000 Hz; THD
0.5%; s',1 >100 dB A -weighted. 7 x 111/2 x 141/2
in $1.000

TFM-45 375-W/ch Amplifier
Stereo magnetic -field amplifier with transfer
function calibration. Features voltage into 2. 4.
8 ohms; analog power meters. 375 W/ch into 8
ohms: $00 W/ch into 4 ohms; 1,000 W/ch
bridged mono; THD 0.5%; slew rate 180 V/µsec;
input imp 100 kilohms. 20 lb $950
TFM-42 375-W/ch Amplifier. Same as above
with LED "ladder"power meter $900

AV -64 Amplifier
Two stereo magnetic -field power amplifiers in
one chassis for surround sound. satellite/sub-
woofer systems. and multiroom applications.
Features 3 -/4 -channel modes; 18 dB/octave
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"In its price category,
the Adcom GFA-535
is not only an excellent choice;
it's the only choice:' Sam Tellig The Audio

Cheapskate

a00

The complete report:
Sometimes products are too cheap for their
own good, and people don't take them seri-
ously: the Superphon Revelation Basic Dual
Mono preamp, Rega RB300 arm, AR ES -1 turn-
table, Shure V15 -V MR cartridge, and the B&K
ST -140 power amp. They can't be any good
because they cost so little, right?

Wrong, of course.
Adcom appears to be having the same prob-

lem with their $299.95 GFA-535 amp. Credi-
bility.

Now if this amplifier were imported from
England and sold for $599.95, then maybe it
would be taken seriously. And highly praised,
no doubt.

For the baby Adcom is one of the finest
solid-state amps I have heard. No, not the best;
I'm not sure what is the best. But it's an
amplifier that is so good for so little money as
to be practically a gift.

Actually, when Rob Ain from Adcom called,
I was about as enthusiastic about the GFA-535
as you were before you finish reading this
piece. But Rob insisted, "You've gotta hear this
amp."

He brought it over the next day, along with
the GFP-555 preamp ($499.95), and we put
both pieces into the rest of the system: a Shure
Ultra 500 in a Rega RB300 arm on an AR ES -1
table, with Quad ESL -63 speakers on Arcici
stands. Then we chatted for a half hour or so
while the electronics warmed up.

And then, simultaneously, the two of us
decided to shut up and listen.
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Adcom GFA-535 power amplifier.

"I've never heard the Quad ESL -63 sound
better," Rob said. Of course, he was hardly an
impartial observer, but the sound was extraor-
dinarily clean, detailed, and musical. If it
wasn't the best sound I have ever heard from
Quads, it was pretty close.

This humble $300 amplifier was driving a
pair of very revealing $3000 speakers and giv-
ing a very good account of itself. (We listened
first to some Goran Sollscher classical guitar.)

"So how come this product isn't flying off
the dealers' shelves?" I asked Rob.

"I don't know. Everyone wants the GFA-555
with 200 watts per channel. Including people
who don't need it."

"Does the GFA-555 sound any better?" I
asked.

"It's our aim to have all our amps sound
pretty much the same. You pay more money,
you get more power."

Rob pointed out that while the GFA-535 is
rated at 60Wpc, it puts out more like 80. And
while I did not do any measurements, my ex-
perience with other amps tells me Rob's right.
I suppose Adcom doesn't want to steal sales
from its GFA-545, rated at 100Wpc and selling
for $200 more.

After a couple of hours, Rob left, grinning
from ear to ear, and I later sat down to listen
alone. True, when I tried certain Telarcs and
pushed hard I could get the amplifier to clip-
two LEDs quickly light up (very useful). But
the Quads were running out of the ability to
use the power anyway. My first impressions



were confirmed: the GFA-535 is one of the
best amplifiers around for driving Quads.
Spendor SP -1s, too.

Suddenly, it hit me what this meant. Con-
ventional wisdom had been dealt a severe
blow. You know, the old saw that you should
never power a good pair of speakers with a

"The GFA-535 reminds
me of ...amplifiers that
sell ...for about three
and five times the
price:'
cheap amplifier. Here was a cheap amp-one
of the cheapest on the market-that sounded
good with Quads, Spendors, later Vander-
steens. Probably Thiels, too-at least the CS1.
What it means is you can stretch your speaker
budget a bit and get the speakers you really
want, then economize by buying an Adcom
GFA-535 for $299.95. 'live, you may be a little
power shy, but probably not much. And to say
the least, the GFA-535 would make a decent
interim amp.

What does the GFA-535 sound like? (You
thought I'd forget that part, right?) Well, this
is one of the most neutral amps I've heard.
'' ...the baby Adcom is
one of the finest solid-
state amps I have
heard...so good for
so little money as to
be practically a gift:'
While it doesn't sound particularly tubelike,
it avoids the typical transistor nastier through
the midrange and into the treble. I wouldn't
call it sweet-there's no euphonic coloring-
but it isn't cold or sterile. What it is, is smooth.
And detailed. Far more detailed than I would
ever imagine a $300 amplifier could be. The
GFA-535 reminds me of the Eagle 2A and PS
Audio 200C, amplifiers that sell, respectively,
for about three and five times the price. Of
course, they have more power. And they are
more detailed. The point is, the Adcom comes
close. Very close.

The bass, like everything else, is neutral, cer-
tainly not fat and overdone. But it's here where

you notice that this amp is not a powerhouse.
You just don't get the solidity and extension
you get with a very powerful (and expensive)
solid-state amp. Nor do you get the breadth
and depth of soundstage that you often find
with a very powerful amp. The Adcom GFA-
535 sounds a wee bit small, which it is.

My only criticism, and it's more of a quib-
ble, is that the speaker connectors are non-
standard and unique (so far as I know). You in-
sert bared speaker wire into a hole and twist
the connector tight a quarter turn. Most speaker
cables will fit, but some will not. Certainly MIT
won't. Neither will the best Kimber, the kind
with eight clumps of strands. The less costly
four -clump Kimber will, and proved an ex-
cellent choice. My sample amp was quiet-

"This amplifier is so
good and so cheap that I
think any CD owner who
buys an integrated amp
is nuts:'
no hum-and ran cool. There are selectors for
two sets of speakers. And the 535 looks nice.

And talk about economy: If you're not in-
to LPs anymore, you could buy a Mod Squad,
dbx, or Old Colony line -level switching box
-or possibly a B&K Pro 5 preamp, with its
switchable line amp section (only $350), or the
Adcom SLC-505 passive preamp ($150)-and
run it with a CD player. In fact, if you are into
CD only (no tape, no tuner, no phono), you
could buy a CD player with a variable volume
output and run it directly into the Adcom. This
amplifier is so good and so cheap that I think
any CD owner who buys an integrated amp
is nuts.

In its price category, the Adcom GFA-535 is
not only an excellent choice; it's the only
choice. The real question is whether you
should buy one even if $299.95 is much less
than you planned to spend for an amp-ie,
whether you should put the money into a bet-
ter CD player or pair of speakers instead.

ADCOM®
tIne stereo components

11 Elkins Road, East Brunswick, NJ 08816
U.S.A. (201) 390-1130 Distributed in Canada by:

PRO ACOUSTICS INC. Pointe Claire, Quebec H9R 4X5
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POWER  AMPLIFIERS
electronic crossover with 75 Hz turnover point.
Rear -panel trim level controls. 4 x 60 W into 8
ohms, or 60 x 2 + 180 W mono suhwoofer
output: Tim 0.15%; FR 3-36.000 Hz -3 dB:
input imp 10 kilohms. 14 lb $780

TFM-25 225-W/ch Amplifier
Stereo magnetic -field amplifier with transfer
function calibration. Features voltage into 2, 4.
8 ohms: analog power meters. 225 W/ch into 8
ohms: 350 W/ch into 4 ohms: 350 W bridged
mono; Tim 0.5%: slew rate 180 V/µsec; input
imp 100 kilohms. 20 lb $670
TFM-22 225-W/ch Power Amplifier. Same as
above without power meter $600

TFM-I5 100-W/ch Amplifier
Transfer function modified amplifier featuring
dual analog meters with level selection. Aie
speaker switching: I/R input -level controls. ER
20-20.000 Hz: Tim 0.1%: siN 1(X) dB A -weight-
ed. 31/2 x 19 x 12 in $4(X)

CELLO
Performance 200-W/ch Mono Amplifier Pair
Features 2 mono amps which employ 8 driver
transistors and forty 250-W output devices per
amplifier; dual -choke power supplies; 2 electri-
cally conductive heat sink tunnels cooled by
two fans per chassis $16,(100
Bridging Kit. For use with above $340

Encore 60-W Mono Amplifier
Comprises two mono amplifiers in indepedent
chassis. Features dual -choke power supply:
copper. nickel -plated heat sink: 40 output de-
vices per channel. Can be used as dual -mono
amplifiers (mono kit required) $6.000
Bridging Kit. For use with above $250

CITIZEN
PAF-303 25-W/ch Amplifier
Class A operation. 25 W/ch cont; FR 40-20.((X)
Hz: Tim 0.5%; signal-to-noise ratio 85 dB 2% x
61/4 x 101/4; 71/4 lb $165

CONRAD-JOHNSON
Premier One B 150-W/ch Amplifier
Low -noise precision parts in audio circuitry;
t.F.D bias indicators. 150 W/ch into 4. 8. or 16
ohms: sIN 90 dB $5,750

Evolution 2000 200-W/ch Hybrid Amplifier
Hybrid/tube driver with MOSFVF output configu-
ration: zero feedback design. 125 lb $4,995

MV100 90-W Mono Tube Amplifier
Features low -imp power supplies and extensive
use of polystyrene capacitors: LED bias indica-
tors. 90 W into 8 ohms: SIN 94 dB: 19 x 9 x 201/2
in: 90 lb $2,950
MV52. Similar to above, 45-W into 8 ohms. 40
lbs $1,895

MF200 200-W/ch Amplifier
MOSFET output stage, II -ET input stage. Low
feedback circuit design. Features polypropyl-
ene and polystyrene capacitors in all circuits.
200 W/ch from 20-20,0(8) Hz: THD < 1.0% into 8
ohms; s N 98 dB. 19 x 12% x 81/4 in; 591b $1.995
MF80. Similar to above, but 80 W/ch $1,395

COUNTERPOINT
SA -4 160-W Mono Tube Amplifier
Capacitorless. transformerless output. ix. cou-
pled °TT monoblock. Servo feedback loop to
reduce tx and low -frequency offsets. Eight
6LF6 tubes employed in 'Totem Pole" configu-
ration. User -adjustable bias. Available in black

or sliver finish. FR 0.8-100,000 Hz: s 92 dB:
Dip 0.06%: Output imp 30 ohms. 19 x 61/4 x 19
in; 591b $6,595/pr

SA -220 220-W/ch Hybrid Amplifier
Tube input. mosTET output design featuring I

kV transformer and copper -plated chassis. An-
alog protection circuitry not in signal path:
bridgeable to 7(8)W mono; drives imp loads to I
ohm. Available in black or sliver finish. FR 1.2-
200.000 Hz; S/N 84 dB: Tilt) 0.02%,: output imp
12 ohms. 19 x 6-1/4 x 19 in; 691h $2,795

SA -I00 100-W/ch Hybrid Amplifier
Tube input. MOSFET output design featuring I
kV transformer and copper -plated chassis. 3 dB
headroom: drives min imp loads of 4 ohms.
Available in black or sliver finish. FR 5-100,000
Hz: sim 92 dB: THD < 1.0%. 19 x 4'', 12", in: 28
lb $1,295

Solid -1 100-W/ch Amplifier
Features FET signal path, 3 dB headroom;
drives min imp loads of 4 ohms. 19 x 4'/- x 121/4
in; 18 lb $795

CROWN
MA -10000 Mono Amplifier
Mono amplifier 7.600 W into 0.5 ohms; ground-
ed bridge circuitry: balanced xI.R input connec-
tors; front -panel level controls: variable input
sensitivity: voltage and input input indicators:
forced -air cooling: FR 20-20.0(X) Hz 0.25 dB:
mu <0.1% 50-4.500 Hz: IM <0.05%: slew rate
40 V/µsec: damping factor >1.00; 3 phase. 208
V ± 50 Hz; 19 x 101/7 x 171/4 in: 128 lb .. $9.995

Macro Reference 750-W/ch Amplifier
High excursion. 20 -bit digital range amplifier.
Features multiple plug-in input configurations;
grounded bridge circuitry; front -panel level
controls: 2 input sensitivities: bridged mono
and parallel mono modes; ground -isolation
switch: convection cooling with variable -speed
forced -air cooling: FR 3-100.(X10 Hz: damping
factor >200.0(X); 19 x 7 x 16 in; 62 lb $3,500

PSA-2 275-W/ch Amplifier
275 W/ch into 8 ohms: 460 W/ch into 4 ohms:
700 W/ch into 2 ohms or 915 W/ch into 8 ohms
mono; input -level controls: multimode AB + B
circuitry: bridged mono mode: signal and
standby indicators: ground isolation jumper:
low -frequency protection: 2 -speed forced -air
cooling; FR 3-20.000 Hz ±0.1 dB; Tim <0.05%
20-20.000 Hz; tM <0.015%: slew rate 30 volts/
p.sec; damping factor >7(X): 90 W draw at idle.
19 x 7 x 141/4 in $1,995

MA -2400 520-W/ch Amplifier
520 W/ch into 8 ohms: 820 W/ch into 4 ohms:
1,100 W/ch into 2 ohms or 2.020 W/ch into 4
ohms mono: level controls: dual power sup-
plies; grounded bridge circuitry: balanced X1.R
input connectors: front -panel level controls: 2
input sensitivities; bridged mono and parallel
mono modes: ground -isolation switch; forced -
air cooling; FR 20-20.000 Hz ±0.1 dB; Tim
<0.1% 20-20010 Hz; IM <0.05%: slew rate 13
V/p.sec; damping factor >1.000; 60 W draw at
idle: 19 x 31/2 x 16 in: 51.75 lb $1,995

MA -I200 320-W/ch Amplifier
320 W/ch into 8 ohms: 495 W/ch into 4 ohms:
7(8) W/ch into 2 ohms or 1.315 W/ch into 4 ohms
mono: input -level controls; dual power sup-
plies; grounded bridge circuitry: balanced X I.R
input connectors; front -panel level controls: 2
input sensitivities; bridged mono and parallel
mono modes: ground -isolation switch; forced -
air cooling; FR 20-20.000 Hz ±0.1 dB: Tim
<0.l'%,: IM <0.05%; slew rate >13 volts/µsec:

damping factor >1.000: 60 W draw at idle. 19 x
31/2 x 16 in: 44.6 lb $1,565

MA -600 235-W/ch Amplfier
235 W/ch into 8 ohms; 340 W/ch into 4 ohms:
410 W/ch into 2 ohms or 775 W/ch into 4 ohms
mono: input -level controls: dual power sup-
plies; grounded bridge circuitry: balanced XLR
input connectors; front -panel level controls: 2
input sensitivities: bridged mono and parallel
mono modes: ground -isolation switch; forced -
air cooling; FR 20-20,000 Hz- 0.1 dB IM < 0.1%
20-20.000 Hz: slew rate 13 V/µsec: damping
factor > I.000; 60 W draw at idle. 19 x 3'/ x 16
in: 39.6 lb $1.295

MT -1200 320-W/ch Amplifier
320 W/ch into 8 ohms: 465 W/ch into 4 ohms:
600 W/ch into 2 ohms or 1.200 W/ch into 2 ohms
mono: input -level controls; grounded bridge
circuitry: dual power supplies: 2 input sensitiv-
ities: bridged mono and parallel mono modes:
supply indicators; ground -isolation switch;
forced -air cooling; FR 20-20.000 Hz ±0.1 dB;
THD <0.1% 20-20.000 Hz: IM <0.05%; slew rate
13 V/µsec: damping factor >1.000; 60 W draw
at idle. 19 x x 16 in; 40.6 lb $1,295

DC -300A II I75-W/ch Amplifier
175 W/ch into 8 ohms: 305 W/ch into 4 ohms or
610 W/ch into 8 ohms mono: input -level con-
trols: stereo -mono switch; convection cooling:
FR 0-20,000 Hz ±0.15 dB: THD <0.05% 20-
20.000 Hz; IM <0.01%; slew rate 16 V/µsec:
damping factor >750:40 W draw at idle: 19 x 7
x 91/4 in; 45 lb $1,095

PS -400 190-W/ch Amplifier
190 W/ch into 8 ohms: 330 W/ch into 4 ohms or
660 W/ch into 8 ohms mono: independent input
level controls; multimode AD +13 circuitry: ste-
reo/mono switch; ground -isolation jumper;
low -frequency protection; convection cooling;
FR 3-20.000 Hz ±0.1 dB; Tim <0.05% 20-20.000
Hz: IM <0.01%; slew rate 16 V/µsec; damping
factor >400; 30 W draw idle. 19 x 7 x 101/4 in: 55
lb $1,069

MT -600 235-W/ch Amplifier
235 W/ch into 8 ohms: 325 W/ch into 4 ohms or
680 W/ch into 4 ohms mono; input -level con-
trols; grounded bridge circuitry; dual power
supplies: 2 input sensitivities; bridged mono
and parallel mono modes; supply indicators:
ground -isolation switch; forced -air cooling; FR
20-20,000 Hz ± 0.1 dB; THD <0.1% 20-20.000
Hz; tM <0.05%; slew rate 13 V/µsec; damping
factor >1,000; 60 W draw at idle. 19 x 31/2 x 16
in: 39.61b $1,049

PB-2 320-W/ch Amplifier
320 W/ch into 8 ohms: 400 W/ch into 4 ohms or
960 W/ch into 8 ohms mono: input -level controls;
grounded bridge circuitry; 2 input sensitivities;
bridged mono and parallel mono modes; forced -
air cooling; FR 20-20.(X)0 Hz =0.1 dB: THD
<0.01% 20-20.000 Hz; IM <0,05%: slew rate 13
V/µsec; damping factor >1,000; 60 W draw at
idle; 19 x 31/2 x 16 in: 32 lb $1,049

PS -200 100-W/ch Amplifier
100 W/ch into 8 ohms: 170 W/ch into 4 ohms or
345 W/ch into 8 ohm mono; input -level con-
trols: multimode AB + B circuitry: stereo/
mono switch; ground -isolation jumper; low -fre-
quency protection: convection cooling; FR 3-
20.000 Hz ±0.1 dB; THD <0.05% 20-20.0(10 Hz;
IM <0.01%; slew rate 16 V/µsec; damping fac-
tor >400: 30 W draw at idle. 19 x 51/4 x 101/4 in:
25 lb $859

D-75 40-W/ch Amplifier
40 W/ch into 8 ohms; 55 W/ch into 4 ohms or
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110 W/ch into 8 ohms mono; input -level con-
trols; stereo/mono switch; convection cooling;
FR 20-20,000 Hz ±0.1 dB; THD <0.05% 20-
20,000 Hz; IM <0.01%; slew rate 6 V/µsec:
damping factor >400; 15 W draw at idle. 19 x 9
x 11/4 in; 10 lb $524

PB-I 205-W/ch Amplifier
205 W/ch into 8 ohms: 230 W/ch into 4 ohms or
430 W/ch into 8 ohms mono; input -level con-
trols; grounded bridge circuitry; 2 input sensi-
tivities; bridged mono and parallel modes;
forced -air cooling: FR 20-20.000 Hz ±0.1 dB;
THD <0.01% 20-20,000 Hz; on <0.05%; slew
rate 13 V/µsec; damping factor >1,000: 60 W
draw at idle; 19 x 31/2 x 16 in; 30 lb $799

D -150A II 95-W/ch Amplifier
95 W/ch into 8 ohms; 150 W/ch into 4 ohms or
310 W/ch into 8 ohms mono; input -level con-
trols; stereo/mono switch; convection cooling;
FR 0-20.000 Hz ±0.15 dB; THD <0.05% 20-
20,000 Hz; IN <0.01%; slew rate 6 V/p.sec:
damping factor >400: 30 W draw at idle; 19 x
51/4 x 81/4 in; 241b $795

DB SYSTEMS
DB-6A 40-W/ch Amplifier
Stable into I -ohm loads. Features I2-dB/octave
infrasonic filter; peak -clipping LED's; electronic
clamp. Output power 40 W/ch continuous into 8
ohms from 20-20,000 Hz at 0.003% THD; THD
0.0008% at 1,000 Hz; IN <0.002%; FR 20-40,000
Hz +0, - 1 dB; input sens/imp 1 V/50 kilohms;
s/N 112 dB at I V A-wtd; slew rate 15 V/µs:
damping factor >400. 20-1.000 Hz. 16 x 47/i x
121/4 in $795

DB-6A-M. Similar to DB-6A except bridged
mono amp at 140 W continuous with 0.008%
THD; slew rate 30V/p.sec $795
19 -in rack adaptor $55
Mono version of DB-6A to DB-6A-M $39
DB-6A-M(2). Similar to DB-6A-M except pair
of mono amplifiers $1,545

Updates and Modifications
DB-6A. Modification increases power supply
capacitance to 126.0(X) µF $200
Power -Supply Increase. Improvement triples
power supply capacitance to 42,000 ;IF for
cleaner clipping. Gold-plated binding posts and
jacks; warranty extension to 2 years $160
Stereo -to -Mono Conversion. Conversion from
40 W stereo amplifier to 140 W mono amplifi-
er $39

dbx
BX-3Mk11 400-W/ch Amplifier
2 -/3 -/4 -channel power amplifier able to power 8
speakers at one time. Features oc configuration
with a dual-FET input stage; separate volume
controls for each channel. Power output into 2/
3/4 channels: 400 W/ch into 8 ohms. 125 W/ch
plus 400 W into third subwoofer channel: 125 W
x 4; ch; 0.003% THD. Dark-cherrywood side
panels $1,299

DENON
POA-6600A 260-W A Mono Amplifier
Mono amplifier featuring Class A circuitry.
Control signal is optically coupled to bias regu-
lator; dynamic power output of 1.100 W into 1
ohm; high-speed protection circuit with reset -
table circuit breaker; self -diagnostic circuit
with LED status indicators. Balanced xLR-type
input or phono-type input selected with front -
panel switch; front -panel input -level control;
A/B speaker control; peak -signal meter; remote
power switching from compatible Denon

preamp. FR 1-300.000 Hz -3 dB; SIN 123 dBA;
THD <0.002% $750
POA-4400A. Similar to POA-6600A. except 150
W into 8 ohms: FR 1-300,000 Hz; S/N 120 dBA;
THD <0.0O2% $500

POA-2400A 200-W/ch Amplifier
Features Class A circuitry. Control signal is
optically coupled to bias regulator; dynamic
power output 750-W/ch into I ohm; high-speed
protection circuit with resettable circuit break-
er; self -diagnostic circuit with LED status indica-
tors. Phono-type level -controlled and direct in-
puts selected with front -panel switch: /UR
speaker control; peak -signal meter. FR 1-

300,000 Hz -3 dB; SIN 123 dBA: THD
<0.002% $750

POA-800 50-W/ch Amplifier
Bridgeable stereo amplifier with discrete mos-
Fur output transistors. Features 3 -way speaker
terminals: peak -signal indicator; remote power
control from Denon preamps. 50 W/ch into 8
ohms; 120 W into 8 ohms (bridged); THD
<0.05% $300

DISCRETE TECHNOLOGY
LSIIa 140-W Mono Amplifier
Mono amplifier with dual tracking, thermal
coupled matched front-end transistors. Fea-
tures cascode voltage section; I% metal -film
resistors; polystyrene and polypropylene ca-
pacitors. Power rating 140 W rms into 8 ohms
from 20-20,000 Hz at <0.05% THD; FR 2-100.000
Hz -3 dB; s/N 100 dB below 10 W output; 04
<0.05% (SMPTE) at any power level up to 140
W into 8 ohms; slew rate 60 V/p.sec: damping
factor 200 at 50 Hz: dynamic headroom 4.2 dB
at 8 ohms $ I ,500/pr

LSIIa 140-W/cb Amplifier
Stereo amplifier with dual tracking. thermal
coupled matched front-end transistors. Fea-
tures cascode voltage section; I% metal -film
resistors; polystyrene and polypropylene ca-
pacitors; platinum interconnect cable. Power
rating 140 W/ch rms into 8 ohms from 20-20.000
Hz >0.09% THD; FR 3-100.000 Hz -3 dB; s/N 90
dB below 10 W output; IM <0.09% using
(SMPTE) at any power level up to 140 W into 8
ohms; slew rate 45 v/ms; damping factor 100 at
50 Hz; dynamic headroom 3.2 dB at 8

ohms $1,250

ELECTROCOMPANIET BY
MUSIC & SOUND IMPORTS

Ampliwire 250 250-W/ch Amplifier
Class A amplifier features 1.000 VA toroidal
transformer and separate power supply with
60.000 µF per channel. FR 20-20.000 Hz; s/N 97
dB; THD <0.003%; input imp 47 kilohms; input
sens I V. 19 x 81/4 x 171/4 in; 65 lb $3.995

Ampliwire 100 100-W/ch Amplifier
Class A amplifier features toroidal transformer.
and separate power supply per channel. ER 20-
20.000 Hz; s/N 97 dB; THD <0.003%; input imp
47 kilohms; input sens I V. 171/4 x 51/4 x 141/4 in;
35 lb $2,195

Ampliwire 75 75-W/ch Dual Mono Amplifier
Class A dual -mono amplifier featuring separate
toroidal transformer and separate power supply
per channel. FR 20-20.000 Hz; sIN 100 dB; THD
<0.007%; input imp 47 kilohms; input sens I V.
17 x 51/4 x 141/4 in; 35 lb $2,195

FENTON AUDIO
Stereobate II 300-W Mono Amplifier
Class A and AA3 operation. Features MOSFET

circuitry; water-cooled; optional balanced in-
puts. Power 300 W/ch cont avg into 8 ohms, 600
W/ch cont avg into 4 ohms; THD 0.0022 %; slew
rate 500 V/µs; FR 20-150.000 Hz $2,300/pr

FORTE AUDIO
Model la 50-W/ch Amplifier
Dual -channel, noninverting power amp using
FET/bipolar front-end topology and operating in
pure Class A throughout front-end and power -
output stages. Input stage is direct coupled and
biased with regulated constant -current sources.
Output stage employs 20 high-speed power de-
vices and uses no active protection circuits.
Does not impose a fuse or isolation inductor at
the output and maintains constant damping
over the full frequency band. Gold-plated input
and output connectors. Glass -epoxy circuit
boards. Custom toroidal power transformer.
Rated power 50 W/ch at 0.1% THD into 8 ohms;
FR 20-20,000 Hz; bandwidth -3 dB at 7 and
100.000 Hz; slew rate 40 V/psec; imp 75,000
ohms. 19 x 7 x 11 in; 361b $1,250

Model 3 200-W/ch Amplifier
Similar to Model la except higher power with
output stage operating in high -bias Class AB.
Rated power 200 W/ch at 0.01% THD into 8
ohms: FR 20-20,000 Hz; bandwidth -3 dB at 7
and 100.000 Hz; slew rate 40 V/µsec; imp
75.000 ohms. 19 x 7 x 11 in; 36 lb $1,250

FOSGATE-AUDIONICS
S -I50 125-W/ch Amplifier
Amplifier designed for use with surround audio
systems. Features discrete fully complemen-
tary circuitry; defeatable bass filter; input -level
control; soft -clipping circuit. FR 20-20,000 Hz;
125 W/ch into 8 ohms; 200 W/ch into 4 ohms;
THD and IM <0.05%. $849
T-150. 3 channel version of above: 125 W x
3 $999

M-60 Mk11 35-W Mono Amplifier
Mono amplifier with discrete fully complemen-
tary circuit designed for A/V system. Features
input -level control; designed for center ch am-
plification in surround audio systems. 60 W at 4
ohms; 35 W at 8 ohms; THD and IM <0.2% at
rated output from 20-20,000 Hz: FR 20-20.000
Hz -± 1 dB. 81/2 x 23/4 x 7'/: 61b $199

GOLDMUND BY
INTERNATIONAL AUDIO

Mimesis 9.2 250-W Mono Amplifier
Employs a mechanical grounding principle to
reduce noise. Features separate ground for
each channel: floating chassis; switch for cou-
pling ground signal; oc. overload, and thermal
protection; Ac line fuse. FR 0-150,000 Hz ±.I
dB; S/N > 115 dB; slew rate >100 V/µsec. 19 x
10 x 19 in. 143.3 lb $9,990
Mimesis 9. Same as above, 175-W/ch $9,990

Mimesis 3 100-W/ch Amplifier
Features Pc coupled. low group -delay circuitry:
proprietary self -compensating symmetrical
configuration; 4 separate toroidal transformers
molded in double -shielded box with special
epoxy compound to minimize radiation and
vibration transmission; 8 power supplies;
standby switch: safety circuits protect against
thermal overload, short-circuit, oc offset, high -
frequency oscillation, and current overload. FR
0-150,000 Hz .1 dB; S/N >105 dB; slew rate
>100 V/µsec; 19 x 151/4 x I Y4 in; 34.2 lb $5,950

Mimesis 25-W/ch Amplifier
Employs mechanical grounding principle de-
signed to minimize noise. Features mounted
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output stage and transformers: oscillation and
ix' offset protection: asymmetrical and sym-
metrical inputs: 2 power keys for protection
against accidental power off. FR 0-400.0(8) Hz

I dB: s N >100 dB: slew rate 100V/µsec. 3-yr
parts and labor warranty. 19 x 6 x 19 in: 77
lb $4.990

Mimesis 6 80-W/ch Amplifier
Features proprietary self -compensating sym-
metrical circuitry: protection circuits. s N >80
dB: slew rate >100 V/µsec. 19 x 131/4 x 23/4 in:
27.6 lb 53.390

HAFLER
XL -600 305-W/ch Amplifier
Excelinear near -zero -phase -shift circuit with
.1-11.11 double -differential push-pull cascoded
'tube -like' input and current -mirroring in 2nd
stage. 16 mosErr outputs; direct coupled: stable
into all loads: high capacitance 172.000 mFc11:
gold-plated inputs and outputs: mono bridging
switch: variable -speed DC fan cooling. 305 W/ch
into 8 ohms with 'Dip < 0.08% from 20-20,000
Hz: < (1.04% ita from 1-305 W: 450 W/ch into 4
ohms: 900 W mono into 8 ohms: input sens 1.8
volts for 305 W at 8 ohms: FR 10-50,0(X) Hz
-0.1 dB: s/N > RIO dB at 305 W; slew rate 100
V/µS; damping factor >200 at 1.000 Hz. 19 x 7
x 13 in: 51 lb 51.249

XI. -280 I 45-W/ch Amplifier
ri yr double -differential input and 12-siosEvr
output. Excelinear speaker tweaking adjust-
ment: gold-plated inputs: mono bridging
switch: speaker protection fuses. 200 W/ch into
4 ohms. 4(X) W/ch mono into X ohms. I It 10-
50.(X)(1 Hz c 0.1 dB; TIM <0.05'5: IM 0.04%:
s/N >11X1dB: slew rate 75 V/µS; damping factor
300 at 1.000 Hz. 17 x 51/ii x 101/2 in: 27 Ib:
assembled $725
XL 281. Sculpted rack panel w/handles $60
XL -282. Sculpted non -rack mount panel .. $45
XL -285. Flat rack panel $15

SE -240 I 20-W/ch Amplifier
J.EFT double -differential push-pull cascoded in-
put stage. 8 lateral MOSFET outputs: bridging
switch; gold-plated input jacks: five -way bind-
ing posts for speaker connections. Power han-
dling 120 W/ch into 8 ohms from 20 to 20.000
Hz: 175 W/ch into 4 ohms: 350 W bridged mono
into 8 ohms; FR 4-40.(M Hz X0.5 dB; THD
0.025%; IM 0.005%: slew rate 45 V/µsec; s N
>100 dB: damping factor 3(81 at 1.000 Hz into 8
ohms: 200 at 10.000 Hz into 8 ohms. 17 x 53/4 x
101/2 in: 27 lbs $549

SE 120 60-W/ch Amplifier
Features four lateral mosFET outputs: all -dis-
crete drive circuitry: bridging switch: gold-plat-
ed input jacks and five -way binding posts for
speaker connections. 60-W/ch into 8 ohms from
20 Hz -20.000 Hz: 1(X) W bridged mono into 8
ohms: UK 10-40.000 Hz =0.5 dB: THD < 0.009%;
1 \ 111.005%: S,N > 100 dB: damping factor 100-
1.(XX) Hz into 8 ohms: 50-10010 Hz into 8
ohms. 17 x 31/4 x 91/2 in: 18 lbs $149

HEATH
A.AW-2500 100-W/ch Amplifier
Features four dual -polarity power supplies and
protection circuit to shield speakers from turn -
on transients and prevent short circuit by mut-
ing audio when IM drops below 2 ohms. Fea-
tures toroidal power transformer; high-grade
capacitors: high instantaneous current capabili-
ty 60 amps. 100 W/ch cont into 8 ohms; FR 10°-
170010 Hz: -rim <0.06%: signal-to-noise ratio
98 dB. 171/2 x 4 x 131/4 in: 30 lb $.2'S
AA -2500. Unassembled kit: 33 lb $2'5

HEYBROOK BY D'ASCANIO
AUDIO

P-3 100-W/ch Amplifier
Hand -assembled with toroidal transformer ca-
pable of 30 -amp output. Features circuits de-
signed with close -tolerance. high -quality com-
ponents. Thick aluminum chassis acts as a heat
sink over entire surface. 1(X) cont average W/ch
from 20-20010 Hz into 8 ohms with no more
than 0.05% Tim. 120 W into 4 ohms: s/N 60 dB:
IM 0.05%: instantaneous peak current 30 A.
17 x 4 x 12 in: 18 lb 51.398

HTG BY MUSIC & SOUND
IMPORTS

SPA -I00 100-W/ch Amplifier
Low -feedback, oc-coupled design. 2 sets of
speaker binding posts for hiwiring: optional
balanced inputs. FR 20-40.000 Hz: -rim <0.05%:
input sens I V: s N 95 dB: slew rate 50 V/µsec:
input imp 20 kilohms. 17 x 5 x 9 in: 23 lb . $849
SPA -50. Similar to above, 5(1 W/ch $649

JEFF ROWLAND
Model 7 350-W Mono Amplifier
Solid-state mono amp with FET front-end cir-
cuitry and bipolar outputs. Features direct -
coupled zero -negative -feedback circuitry to
eliminate all capacitors and inductors from sig-
nal path: separate power supplies for front-end
circuitry: toroidal power supplies with 132010-
microfarad capacitance for over 5(X) joules of
energy: remote AC power switching: internal
voltage switching (100 V-240 V AC). Balanced
or unbalanced inputs standard with xi.it connec-
tor. Adjustable input imp for optimum input
cable termination 350 W/700 W/I 100 W RMS into
8/4/2 ohms. Class A operation to over 50 watts.
FR 0.15-160.000 -3 dB: THD <0.015%. LOW)
Hz. 20 W; sons 136 mV, I W. 8 ohms; slew rate
50 V/µsec; damping factor >3(X). 20-20,(XIO Hz:
19 x 81/4 x24 in; 141 lb $5.65()

Model 5 150-W/ch Amplifier
Solid-state amp with EFT front-end circuitry and
bipolar outputs. Features direct -coupled zero -
negative -feedback circuitry: separate power
supplies: toroidal power transformer with
164.000-microfarad total capacitance: remote
AC power switching; internal universal voltage
switch: balanced or unbalanced inputs standard
with XI.R connector: adjustable input imp: Class
A operation to over 35 watts: ISO W/3130 W/475
W RMS into 8/4/2 ohms: bridgeable to 550 W
mono into 8 ohms. FR 0.15-250.00 Hz -3 dB:
Tim <0.03%. 1,000 Hz, 20 W: slew rate 75 V/
µsec: sens 136 mV. I W. 8 ohms: damping
factor >175. 20-20.000 Hz: input imp 100K.
20K or 3K ohms. 19 x 83/4 x 24 in: 117 lb $5.500

Model 1 60-W/ch Amplifier
Features differential mode and single -ended
inputs for a maximum preamplifier compati-
bility. single gain stage with no negative feed-
back; single -stage differential FF.T circuitry
utilizing no input, coupling or compensation
capacitors: 600 VA toroidal transformer to
power 24 150W bipolar output transistors: 60
W/120 W/215 W RMS into 8/4/2 ohms. bridge-
able to 240 W mono into 8 ohms. FR 0.3-
300.000 Hz -3 dB: THD <0.25%, 1010 Hz.
20W: slew rate 70 V/µsec: sons 136 mV. 1 W.
8 ohms: damping factor >200. 20-20.000 Hz:
input imp 100K. 20K or 3K ohms. 17 x 51/4 x 15
in: 48 lb $3,100

Model 3 100-W Mono Amplifier
Solid-state amp with bipolar outputs and FET
inputs. Features direct -coupled zero -negative -
feedback circuitry: separate power supplies for

front end; toroidal power transformer stable to
I ohm; remote power switching: balanced or
unbalanced inputs standard: adjustable input
imp: 100 W/200 W/320 W RMS into 8/4/2 ohms.
FR 0.15-175.000 Hz -3 dB; THD <0.03%. 1.000
Hz, 20W; slew rate 45 V/p.sec; sens 136 mV, I
W. 8 ohms; damping factor >120, 20-20.000
Hz: input imp 100K. 20K or 3K ohms. I51/4x 51/4
x 14 in: 46 lb $2,275

JRM
Power Tower 4-Channnel Amplifier
4-ch amplifier: 500 W x 2 plus 250 W x 2 rms
into 2 ohms. Features all polypropylene capaci-
tors; complementary/symmetry all-cascode
Class AB design: no V -I limiting: power fail:
high -temperature. DC clip. power-up/fail pro-
tection. 12 -step I.F.D readout per ch. Power sup-
ply 680 joule. 1000 volt -amp toroid. Slew rate
100 V/µsec: s/N 102 dB: THD 0.02%; FR 0.6-
75.(X10 Hz. 241/2 x 16 x 141/2 in; 65 lb $3,000
Power Tower Power Amplifier/B. As above,
each ch bridgeable (8 amplifier modules total);
min imp 4 ohms. 75 lb $4.000

KENWOOD
I. -10181M 130-W/ch Amplifier
Features balanced transformerless transmis-
sion system: balanced voltage and buffer ampli-
fiers. Illuminated power switch and speaker
selector. 130 W/ch min rms into 8 ohms; FR 20-
20,000 Hz: Tim 0.006%: sit.' 125 dB balanced.
17%, x 61/2 x 171/2: 59.5 lb $1.300

Bask-M2A 220-W/ch Amplifier
Features low -impedance drive capability: 616-
W/ch into 2 ohms. Full -circuit protection via
thermostat -controlled fan cooling. FL peak -
power meters with selectable peak -hold and 2
hold times; gold-plated inputs: headphone jack:
power indicator; muting relay. 220 W/ch min
rms into 8 ohms: FR 20-20,000 Hz; Tito 0.004%;
siN 120 dB: damping factor 1,000 at 50 Hz. 171/4
x 61/4 x 141/4; 34.1 lb $679

Basic MID 125-W/ch Amplifier
Features Voltage Interface Gate (VIG) circuit-
ry to maintain fidelity during power -supply
fluctuations, low -impedance drive capability:
310 W/ch into 2 ohms. Full -circuit protection.
FL peak -power meters: power indicator: head-
phone jack: muting relay. 125 W/ch min rms
into 8 ohms: FR 20-20,000 Hz: THD 0.008%: siN
120 dB: damping factor 1.000 at 50 Hz. 171/4 x
51/4 x 03'/:21.6 lb $429

KINERGETICS
KBA-202 250-W Mono Amplifier
Features 50W Class A operation: 250W into 8
ohms, 3 dB headroom: 500W into 4 ohm Class
B; I-kVA toroidal transformer with 42.000 µf
capacitance power supply: military grade cir-
cuit boards and components. Imp 100.000
ohms: 65V/µsec slew rate: FR 1-100,000 Hz:
voltage gain 20. 13 x 17 x 51/2 in, 55 lb
each $2,590/pr

KBA-75 Platinum Series 75-W/ch Amplifier
Features Class A operation: 75 W/ch into 8
ohms. 150 W/ch into 4 ohms. 300W into 2 ohms:
I-kVA power supply: dual -mono construction:
multiple high -power output transistors with
wide linear region, servo -controlled oc output.
Low impedance drive capability: slew rate 65
V/µsec: 19 x 17 x 151/2 in $1.795

KRELL
KRS-200 325-W Mono Amplifier
Class A, oc-coupled balanced input mono am -
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Adcom would
like to make

this perfectly
clear.

Regardless of how sophisticated your stereo
and video system is, it may never achieve

its full performance if plugged directly into an
AC outlet. Raw and unprocessed AC power can
severely diminish the clarity of audio signals and
reduce the resolution of your video picture.

ADCOM's ACE -515 AC Enhancer significantly
improves the performance capabilities of your
system by filtering and processing raw AC power,
unveiling a pure, noise -free power source.

Listen To The Critics
.. the effective suppression of AC 'RF hash' by the

ACE -515 improved clarity and lowered noise in all three CD
players. . . .the significant improvements in instrumental and
vocal harmonic retrieval and hall ambience are superb. . . .

it simply appears to allow musical information to be passed
through to the listener with less veil and electronic 'haze.' "

-Lewis Lipnick, Stereophile, Vol. 11 No. 4, April 1988.

Recommended accessory in Stereophile, Vol. 12 No. 4,
April 1989.

Line Protection: It Pays For Itself
The ACE -515 also protects your valuable

equipment from harmful high -voltage spikes and
surges. And, its sequential turn-on/turn-off
control circuit guards your speakers from
disturbing, damaging thumps.

Again, The Critics Agree
"Electronic equipment (especially digital audio gear) is

vulnerable to both annoying and catastrophic power -line
problems. Your stereo gear should have line spike and
surge protection, with hash filters thrown in too. Line
protection-you can pay a little for it now, or you can
pay a lot for it later"

-Ken Pohlman, AUDIO, November 1987.

For a modest investment, the ADCOM ACE -515
enhances both audio and video clarity while
protecting your equipment from damaging line
voltage disturbances. Once again, ADCOM
lives up to its reputation of offering superior
performance at a reasonable cost. For complete
technical data, please visit your Adcom dealer.
You'll discover the ACE -515 is more than an
accessory. It's a necessity.

ADCOM®
details you can hear

11 Elkins Road, East Brunswick, NJ 08816 U.S.A. (201) 390-1130 Distributed in Canada by PRO ACOUSTICS INC. Pointe Claire, Quebec H9R 4X5 © 1989 ADCOM

CIRCLE NO 3 ON READER SERVICE CARD



POWER  AMPLIFIERS
plifier. 325 W into 8 ohms. 650 W into 4 ohms.
1.300 W into 2 ohms. 2,600 W into I

ohm $18,000/pr

KRS-I00 150-W Mono Amplifier
Class A, oc-coupled balanced input mono am-
plifier. 150 watts into 8 ohms, 300 watts into 4
ohms. 600 watts into 2 ohms. 1.200 watts into I
ohm $14,000/pr

KSA-250 250-W/ch Amplifier
Class A. oc coupled, auto biasing, auto oc-
offset correcting, balanced -input amplifier with
4.500 VA power supply. 250 W/ch into 8 ohms.
500/ch W into 4 ohms. 1,000 W/ch into 2 ohms,
2.(XX) W/ch into I ohm $5,700

KSA-I50 150-W/ch Amplifier
Class A. oc coupled. auto biasing, auto ric-
offset correcting, balanced -input amplifier with
1,8(0 VA power supply. 150 W/ch into 8 ohms.
300/ch W into 4 ohms. 600 W/ch into 2 ohms.
1.200 W/ch into I ohm $3,950

KST-I00 100-W/ch Amplifier
Class AB. oc-coupled, balanced input amplifier
with 900 VA power supply. Bridgeable into 400
W. 100 W/ch into 8 ohms. 200/ch W into 4
ohms. 400 W/ch into 2 ohms $2.500

LAZARUS
H -I A 50-W/ch Hybrid Power Amplifier
Pure (not sliding scale) Class A tube MOSFET
hybrid power amp can operate as mono amp or
as stereo amp. May be configured as Class A or
Class A/B. 625 W toroidal transformer. 100 W
into 4 ohms: bridgeable to mono 200 W into 8
ohms; dynamic headroom 3 dB: s/N 80 dB; It.t
0.2%. 19 x 31/2 x 161/2 in: 35 lb $3 840/pr

Model 50/50 50-W Mono Amplifier
Pure Class A amplifier. 50 W into 8 ohms; 100
W into 4 ohms: 200 W into 2 ohms. Wire both
channels in parallel for 400 W into I ohm.
monobloc design $1,920

Model 200/200 200-W/ch Hybrid Amplifier
Features vacuum tubes in the driver stage with
mosFET in output stage: separate transformer
and oc voltage regulator for MOSFET and tube
stages; zero negative feedback design. 350 W
into 4 ohms; sens 600 mV; input imp 47 kil-
ohms: 35 lb $1.750

LINN
LK280 80-W/ch Amplifier
80 continuous average W/ch from 20-20.000
Hz: companion to LKI preamp. 123/4 x 3 x 101/2
in; 19 lb $1.595
LK280 Spark. Dual -mono version of
above $2,790

LUXMAN
M-117 200-W/Ch Amplifier
Bridgeable amplifier with low -impedance drive
capability. Features dual-EET per channel input
stage: high -current bipolar output transistors:
Duo -Beta dual feedback -loop circuitry to widen
bandwidth and improve transient response;
STAR circuit topology to reduce noise and
distortion; high-energy power supply. Peak -
clip indicators; gold-plated speaker binding
posts and input terminals: variable and fixed
inputs. 200 W/ch from 20-20.000 Hz into 8
ohms; 820 W/ch into 2 ohms: 550 W/ch into 4
ohms. 300 W/ch into 8 ohms; bridged output
700 W; Tuo0.03% at rated power; IirN 120 dB; IM
0.007%; slew rate 20 V/Asec: damping factor
130 (50 Hz. 8 ohms). 171/4 x 61/2 x 171/2 in: 52
lb $1.250

M -I13 50-W/ch Amplifier
Amplifier with low -impedance drive capability.
Features dual-FET per channel input stage: high -

current bipolar output transistors; Duo -Beta
dual feedback -loop circuitry to widen band-
width and improve transient response: STAR
circuit topology to reduce noise and distortion;
high-energy power supply. Peak -clip indica-
tors: gold-plated input terminals; 5 -way speak-
er terminals; adjustable input sens. 50 W.'ch
from 20-20.000 Hz into 8 ohms: 180 W/ch into 2
ohms: 140 W/ch into 4 ohms, 90 W/ch into 8
ohms; bridged output 700 W; THD 0.03°A, at
rated power; S'N 116 dB; im 0.005%; slew rate 15
V/iAsec; damping factor 100 (50 Hz. 8 ohms).
171/4 x 5Y14 x 141/2 in; 19 lb $600

MADISON FIELDING
PA 700 150-W/ch Amplifier
Features dual mono design; 150 W/ch mosFET
amplifier with tube type sound. FR 20-20,000
Hz: Tun 0.01: imp 4 ohm min. 19 x 31/2 x 141/4
in $1,350
PA 750. As above. 75 W/ch: no dual -mono
design. $800

MARCHAND
PM2 50-W/ch Amplifier
Features integrated circuit -driver chip: two
complementary Darlington power transistors:
output safe -operating area current limiter: tem-
perature sensor; Class AB but adjustable to
Class A with output power limited to 10 W rms.
FR 5-50.(XX) Hz ± I dB: THD < 0.1% at 1.000 Hz:
min power supply ± 15 volts; max power sup-
ply ±45 V; 50 W/ch rms into 8 ohms in Class
AB. 10 W/ch rms into 8 ohms in Class A. Also
comes in kit form $70

MARK LEVINSON BY
MADRIGAL

No. 20.5 100-W Mono Amplifier
Class -A highly biased mono amp with fully
regulated power to all audio stages: internal
spike and surge suppression; RF filtering of raw
AC from outlet to reduce noise: separate posi-
tive and negative supply rails each with individ-
ual toroidal power transformer; full -wave
bridge rectification, and filter capacitors to pre-
vent cross modulation between rails; electronic
regulation to refine power used by signal -carry-
ing circuits: 3 high -current devices to drive
output stage: electronic protection against
abuse; all gain stages controlled at clipping:
balanced inputs with Camac connectors; Neu-
trik-xt.R connector: internal switching to adjust
for operation at 90-240 V AC. 100 W/ch into 8
ohms. 200 W into 4 ohms. 171/2 x 81/4 x 22 in: 90
lb. Faceplate available in I9 -in width .. $6.000

No. 23 100-W/ch Dual -Mono Amplifier
2 separate mono amps in single chassis; AC
mains filtering: film capacitors; surge limiting; 2
power supplies for each I. R channel: ()Ft: bars
supply output stage with + 84-V oc rails: triple
bypassing; output supply capacitance of
146.0(X) µf and 2-1.2 kVA transformers produce
240 joules of stored energy; full -wave bridge
rectifier: independent tracking for + and -
rails: only bipolar devices in gain stages; invert-
ing input for full balanced connection: 50-kil-
ohm imp through audio bandwidth: output
stage operates in class AB; controlled clipping:
external line and internal fuses; thermal sen-
sors. 1(X) W/ch into 8 ohms. 2(X) W/ch into 4
ohms. 350 W/ch into 2 ohms; damping factor
>700 (50 Hz ref to 8 ohms) $5.295

No. 27 100-W/ch Dual Mono Amplifier
Two separate mono amps on one chassis; raw

AC current filtered by two separate circuits to
remove unwanted frequencies and reduce
transformer core saturation and mechanical
hum; surge limiting circuit; 729 VA toroidal
transformer in each channel: separate power
supplies: audio signals processed through two
Class A cascaded voltage gain stages and three
current gain stages: cascoded differential input
stage: Class AB output stage. Camac connector
or three -pin Neutrik X1.R connector input. 200
W/ch into 4 ohms, 350 W/ch into 2 ohms; sens
141 mV; voltage gain 26 dB. 171/2 x 61/4 x 113 in:
75 lb. Faceplate also available in 19 -in w $3.795

No. 29 50-W/ch Dual Mono Amplifier
Two separate mono amps on one chassis: raw
AC current filtered by two separate circuits to
remove unwanted frequencies and reduce
transformer core saturation and mechanical
hum; surge limiting circuit: 320 VA toroidal
transformer in each channel; separate power
supplies: audio signals processed through two
Class A cascaded voltage gain stages and three
current gain stages: cascoded differential input
stage; Class AB output stage. Camac connector
or three -pin Neutrik XLR connector input. 100
W/ch into 4 ohms. 175 W/ch into 2 ohms: sens
141 mV; voltage gain 26 dB. 171/2 x 67/N x ICA in;
601b $3.795

MCINTOSH
MC -2600 600-W/ch Amplifier
Features Power Guard circuitry to eliminate
amplifier clipping due to overdrive. Auto -tem-
perature -controlled low -noise fans. Large pow-
er output meter; large gold-plated output termi-
nals; balanced and RCA inputs. Bridgeable to
1.200 W mono. FR 20-20.000 Hz +0. -0.25 dB:
s/N 105 dBA: THD 0.005%; IM 0.005%; dynamic
headroom 1.7 dB: damping factor >40: input
sens 1.4 or 2.5 V. 17 x 10 x 18 in; 1301b $4,995

MC -7200 200-W/ch Amplifier
Features Power Guard circuitry to eliminate
amplifier clipping due to overdrive; Sentry cir-
cuit monitors output signal to prevent overload
of output transistors: thermal shutdown: delay:
direct -current -failure protection; power -line
transient surge protection: bridgeable to 600 W
mono. Peak power output meter; meter hold
control: 1./R gain control. FR 20-20.0(8) Hz +0.
-0.25 dB; THD 0.005%; S/N 105 dBA: tM

0.005%: damping factor >200. 141/4 x 51/4 x 151/4
in; 53 lb $2,595

MC -7270 270-W/ch Amplifier
Features autotransformer: 1.R channel gain
control: bridgeable to 540 W mono. Peak -read-
ing. peak -locking power meters: meter selec-
tor. Power output: 270 W/ch both channels
driven from 20-20.000 Hz with less than 0.02%
THD; im <0.02% if instantaneous peak power
output is less than 600 W/ch both channels
driven: FR 20-20.000 Hz +0, -0.25 dB: damp-
ing factor >30; input impedance 20,000 ohms:
switchable input sensitivity. 0.75 or 2.5 V (level
control provided for higher input voltages).
Power Guard: THD<2% with up to 20 dB over-
drive at I kHz. 161/4 x x 141/2 in; 82 lb $2,499

MC -754 100-W/ch Amplifier
Features Power Guard to eliminate amplifier
clipping due to overdrive: digital sonic overload
corrector to prevent excess of 0.3% distortion;
bridgeable to 200 W mono. FR 20-20.000 Hz + 0.
-0.25 dB: THD 0.02%; S/N 110 dB: um 0.02%:
damping factor >90 $1,049

MELOS
Triode 400 Plus 400-W Mono Amplifier
Features triode configuration throughout all
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gain stages. Proprietary shielded toroidal trans-
formers; Class A operation to 50 W; 3 dB
dynamic headroom: separate regulation for all
gain stages and ix heater supply. Balanced
input: auto bias with LED indictors for all output
tubes: front -panel fuses with LED indictors for
each fuse $5,495/pr

Triode 200 Plus 200-W Mono Amplifier
Features triode configuration throughout all
gain stages. Proprietary shielded toroidal trans-
formers; Class A operation to 50 W: 3 dB
dynamic headroom: separate regulation for all
gain stages and ix heater supply. Balanced
input: auto bias with LED indictors for all output
tubes; front -panel fuses with LED indictors for
each fuse $3.995/pr

Triode 200 Plus 200-W/ch Amplifier
Features triode configuration throughout all
gain stages. Proprietary shielded toroidal trans-
formers; Class A operation to 25 W: 3 dB
dynamic headroom: separate regulation for all
gain stages and DC heater supply. Auto bias
with LED indictors for all output tubes: front -
panel fuses with LED indictors for each
fuse $2,995

Triode 125 Plus 125-W/ch Amplifier
Features triode configuration throughout all
gain stages. Proprietary shielded toroidal trans-
formers: Class A operation to 25 W: 3 dB
dynamic headroom: separate regulation for all
gain stages and ix heater supply. Auto bias
with LED indictors for all output tubes: front -
panel fuses with LED indictors for each
fuse $1,995

MERIDIAN
Model 205 100-W Mono Amplifier
Class AA mono amplifier with toroidal high -
current power supply. Features fully comple-
mentary circuit design: music sense circuit
turns on amplifier when signal is detected. 100
W into 8 ohms. 14 x 61/4 x 4 in ea. ... $1,790/pr

MFA
M200C Mono -Block Amplifier
Features Class A operation; regulated power
supply; gold aero tubes; rel cap. wonder cap.
and solen fast cap coupling and bypass capaci-
tors. Power handling 335-500 W; FR .5-220,000
Hz; srN 95 dB: damping factor 20: Tim 0.015%
at I W (I kHz). 0.3% at 200 W ( 1 kHz); Tube
complement: one 5691. one 6BL7. two 0A2.
six 6550/KT88. 181/2 x 8'/- x 141/2 in. 84 lb $5,960
M120B. As above, with 220-325 W; THD:
0.015% at I W (I kHz). 0.15% at 120 W ( [kHz):
Tube complement: two 12AX7. two 6 FQ7. two
0A2. four 6550. I5'/- x 81/4 x 12 in. 60 lb $3.960
D-75. Same as above, dual channel. Power
handling 220-350 W; THD: 0.03% at I W (I kHz),
0.25% at 75 W 1 I kHz). 151/2 x 81/4 x 12 in. 64
lb $2.120

MOTIF BY CONRAD-JOHNSON
Motif MS2001 200-W/ch Amplifier
MOSFET output stage: extensive use of large -
value polystyrene capacitors. 200 W/ch cont
avg into 8 ohms: THD <1.0%: FR 20-20.000 Hz
±0.1 dB; siN 100 dB; input imp 100.00() ohms.
19 x 7 x 181/2 in.; 63 lb $4.395
MS1001. Similar to above. 100 W/ch 53.295

MUSEATEX
MTR-I01 100 -Watt Mono Amplifier
Class AB mono amplifier with float charge
supply. THD 0.25%: slew rate 75 V/Asec; high-
level sensitivity 1000 mV: 100 W cont avg into 8

ohms, 200 W cont into 4 ohms; FR 20-20.000 Hz.
21 lb S3.400/pr

Melior 100-W/ch Amplifier
Class AB power amplifier with float charge
supply. THD 0.25%: slew rate 75 V/Asec; high-
level sensitivity 1.000 mV; W cont avg into
8 ohms. 180 W cont avg into 4 ohms: FR 20-
20.000 Hz. 23 lb $1.995

STR-55 50-W/ch Amplifier
Class AB power amplifier with float charge
supply. THD 0.25%: slew rate 75 V/Asec: high
level sensitivity 1000 mV: power 50 W/ch cont
into 8 ohms, 95 W/ch cont into 4 ohms: FR 20-
20.000 Hz. 18 lbs $1,590

NAD
Model 2600A Monitor Series 150-W/ch Amp
Bridgeable amplifier with power envelope cir-
cuitry. Features high voltage: high -current ca-
pacity; close -tracking soft -clipping circuit.
Speaker -impedance selector; input -level con-
trols: normal/lab inputs. 150 W/ch rms; dynam-
ic headroom +4 dB. Rack mountable ... $799

Model 2400 Monitor Series 100-W/ch Amplifier
Bridgeable amplifier with power envelope cir-
cuitry. Features soft -clipping circuit. Input lev-
el controls. 100 W/ch rms; +5.7 dB dynamic
headroom. Rack mountable $599

Model 2100X Monitor Series 60-W/ch Amplifier
Bridgeable amplifier with power envelope cir-
cuitry. Features soft -clipping circuit. Input -lev-
el controls: normal/lab inputs; A. B. A + B
speaker switching. 60 W/ch rms; dynamic head-
room +5.3 dB. Rack mountable $429

NAIM
NAP 250 70-W/ch Amplifier
Features toroidal transformers; four regulated
power supplies each rated at 40 V and able to
deliver more than 15 amps: shuts down if heat -
sink reaches 70° C. 70 W/ch cont into 8 ohms:
input imp '22 kilohms; FR 3-40.000 Hz ±3 dB.
161/4x 3 x 111/4in $2.795

NAP 135 75-W Mono Amplifier
Features toroidal transformers: four regulated
power supplies each rated at 40 V and able to
deliver more than 15 amps; shuts down if heat -
sink reaches 70° C: fan -cooled. 75 W cont into 8
ohms: input imp 22 kilohms; FR 3-40.000 Hz ± 3
dB. 161/4 x 3 x 111/4 in $2,795

NAP 140 45-W/ch Amplifier
Features dual power supply rectification: each
audio channel has own pair of smoothing ca-
pacitors: thermal trip protection. 45 W/ch cont
into 8 ohms: input imp 22 kilohms: FR 5-40.000
Hz ±-3 dB. 8 x 3 x 11'/4 in $1,245

NAP 90 30-W/ch Amplfier
Features protection circuitry to measure power
dissipation in output stage. 30 W/ch cont into 8
ohms; input imp 22 kilohms: FR 5-40.0(X) Hz ± 3
dB. 8 x 3 x 111/4in $795

NAKAMICHI
PA -7A11 225-W.ch Amplifier
Features Stasis topology; utilizes two internal
amplifiers for high- and low -impedance
sources. 700-W toroidal power transformer;
bridge rectifiers: electrolytic filters; 18 tran-
sistors per ch; Rib Framework chassis. 225
W/ch cont avg from 20-20,0(X) Hz with no
greater than 0.05% THD into 8 ohms; 340 W/ch
max into 8 ohms; FR 20-20.000 Hz +0,-0.2
dB: s/N >120 dB: damping factor >60: dynam-

ic headroom 1.7 dB; power bandwidth 5-
50.000 Hz (8 ohms. 112.5 W. 0.05% THD). 171/4
x 7Y. x 16% in; 62.7 lb 52.195
PA -5A11. Similar to above but ISO W/ch. 171/4 x
61/4 x 16". in: 47.4 lb $1,550

NELSON -REED
Suhwooler-Controller 400-W/ch Amplifier
Integrated subwoofer crossover and bass pow-
er amplifier. Features bipolar transistor amplifi-
er: soft -clipping circuit; discrete active or op-
tional passive crossover. Lighted buttons
indicate controller status; controls for mono or
stereo subwoofer output; option to bypass sub -
woofers. Power output 400 W/ch rms into 2
ohms. Black finish. 5-yr warranty. 17 x 6 x 17
in; 35 lb $2.750

NRG
401S 400-W/ch Amplifier
Class A.AB amplifier with Class A in every
stage except output stage. Features protection
circuitry: regulated power supply. FR 0.4-
100,0(X) Hz: THD <0.05%; slew rate 800 V/µs;
damping factor 20-20.000 Hz: 500 min: max
current 97 amps/ch. 5 -year warranty. 19 x 101/2
x 27 in. 120 lb $5.990
A201S. As above. 200 W/ch and Class A ampli-
fier only Slew rate 600 V/As; max current 125
amps/ch. 55.990
A40IM. Same as 401S except Class A mono
amplifier with max current 195 amps/ch. 55.600

NUMARK
SA3200 510-W/ch Amplifier

circuitry; ix -coupled bipolar technology:
forced -air cooling system with thermostati-
cally controlled two -speed fan; fast -tripping
circuit breaker power switch: two indepen-
dent heat sink thermal signal cutoffs; self -
resetting dual thermals inside power trans-
former; bridging switch. Includes phone and
RCA phono jacks: 5 -way binding post for
bare -wire and banana- plug connections:
front -panel features LED clipping indicators
and removable air filters. FR 20-20.000 Hz ± I
dB: slew rate 50 V/µsec; THD 0.035%: s/N 106
dB 51.195

OCTAVE RESEARCH
OR -1 85-W/ch Amplifier
Feature Class A operation; separate amplifiers
for left and right channels: four independent
power supplies; can updgrade to monoblocks
using bridging adaptor. tM <0.02"/0: s N >95 dB.
19 x 91/. x 19% in. 66 lb 53.650

ONKYO
M-5200 150-W/ch Amplifier
Features 150 W/ch rms: dynamic power 210 W/
ch into 8 ohms; Delta power supply: 4 way
speaker selector: side panels optional ... $360

Integra Series

Grand Integra M-510 300-W/ch Amplifier
Dual -mono with I -ohm impedance -drive ca-
pability. Features power supply with Real -
Phase transformer to eliminate current fluctu-
ations: high -current capability; 3 separate
power supplies (left, right. aux for lights.
meters. etc.). Calibrated power meters w/accu-
racy to I dB; adjustable meter sens. 300 W/ch
min rms into 8 ohms: FR 20-20,000 Hz; total
harmonic distortion 0.005%; siN 120 dB: Ira
0.003%. 400 W/ch into 8 ohms: 500 W/ch into
4 ohms. Dynamic power 750 W/ch into 4 ohms.
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I .300 W/ch into 2 ohms. 2.100 W/ch into I ohm.
20 x 101/2 x 21 in; 165 lb $4.500

Grand Integra M-508 200-W/ch Amplifier
Dual -mono design with low -impedance drive
capability. Features Real -Phase transformer to
eliminate current fluctuations: high -current ca-
pability. Calibrated high-speed power meters;
peak -power meters; variable inputs with left/
right channel level controls. 200 W/ch min rms
into 8 ohms: FR 20-20.000 Hz: Tito 0.003%;
SiN 120 dB: um 0.003%: damping factor 140.
Dynamic power 460 W/ch into 4 ohms. 685 W/
ch into 2 ohms. 860 W/ch into I ohm. 181/4 x 71/4
x 16'/4 in; 55 lb $1,200

Integra M-504 165-W/ch Amplifier
Dual -mono design with low -impedance drive
capability. Features Real -Phase transformer to
eliminate current fluctuations: high current ca-
pability. High-speed peak -power meters;
heavy-duty speaker terminals. 165 W/ch min
rms into 8 ohms; frequency response 20-20.0(X)
Hz; total harmonic distortion 0.003%: signal-to-
noise ratio 120 dB: intermodulation distortion
0.003%; damping factor 140. Dynamic power
350 W/ch into 4 ohms. 530 W/ch into 2 ohms.
181/4 x 71/4 x I6Y14 in; 46 lb $830
CW-M504. Wood sidepanels for above ... $85

Integra M-502 140-W/ch Amplifier
Dual -mono design with low -impedance drive
capability. Features 4 -way speaker selector.
140 W/ch min rms into 8 ohms; FR 20-20.000 Hz:
Tim 0.005%; mkt 120 dB: IM 0.004%; damping
factor 140. Dynamic power 290 W/ch into 4
ohms. 425 W/ch into 2 ohms. 17% x 71/4 x 16%
in; 41 lb $650

PARASOUND
HCA2200 200-W/ch Amplifier
High -current discrete amplifier. Features 24
output devices; 1.000 V toroidal transformer:
90 amps peak current; bridgeable to 50k) W
mono. Gold-plated input jacks; 5 -way termi-
nals. FR 5-100.000 Hz: dynamic headroom 1.5
dB $1.385
HCA-1200-17. Same as above, but with 171/2 -in
panel $1.335

HCA-1200 200-W/ch Amplifier
High -current discrete amplifier. Features toroi-
dal transformer; 57 amps peak current: 5 -way
terminal; 60 -MHz output transitor; gold-plated
input jacks; front -panel level controls FET driv-
er; mono BTL switchable. FR 8-90.000 Hz; THD
<0.08% $775
RMK-1000. Rack mount kit for above; 19-in$29

HCA-80011 90-W/ch Amplifier
High -current discrete amplifier. Features 60 -
MHz output transistors; gold -deposited 36.000 -
II electrolytic capacitors: mono bridging with
rear -panel switch; gold-plated RCA jacks:'/4-in
phone jack: 5 -way terminals; front -panel level
controls; speaker A/B terminals: headphone
jack; relay protection; 19 -in rack mountable. FR
20-20.000 Hz ±0.5 dB; total harmonic distor-
tion <0.1%; signal-to-noise ratio >104 dB; in-
termodulation distortion <0.1%; damping fac-
tor >120. 171/4 x 31/4 x 111/4 in $395
RMK-800. Rack -mount kit for above: 19 -in $24

HCA-500 45-W/ch Amplifier
High -current discrete amplifier. Features no
integrated circuits; oversized power transform-
er; RCA jacks; 1/4 -in phone jacks: 5 -way termi-
nals: front -panel level controls: relay protec-
tion indicator; 19 -in rack mountable. ER 20-
20.000 Hz =0.5 dB; total harmonic distortion
<0.25% sag >100 dB; IM <0.2%: damping fac-
tor >85. 171/4 x 31/4 x 111/4 in $285

PHILIPS
AV 1002 6 -Channel Amplifier
100 W x I. 100 W x 2 plus 50 W x 2. or 100 W x
3. Discrete amplifier featuring three separate
heat sinks. $1,000

PIONEER
M-91 200-W/ch Amplifier
Features independent L'It mono construction;
finned, twin cast-iron enclosed transformers:
honeycomb insulator feet; copper transformer
plate: honeycomb heat sink: film condensor:
regulated power supply: copper foil PC board:
nonswitching circuit: two pairs of speaker out-
puts: CD -direct input with volume control;
Urushi-finish front panel; rosewood finished
vinyl -covered side panels. 2(81 W/ch into 8
ohms: ER 20-20.0(8) Hz: THD 0.003%. 18 x 61/2 x
17 in; 601b $1,400

M-72 100-W/ch Amplifier
Features 2/4-ch configuration. 100 W/ch x 2 or
50 W/ch x 4. auto output selector: 3 inputs
(processing front, center, and rear) for 4 -chan-
nel configuration: 2 or 4 speaker outputs: Uru-
shi-finish front panel: rosewood -finished vinyl -
covered side panels. 100 W/ch x 2 or 50 W/ch x
4 into 8 ohms: FR 20-20.000 Hz; mu 0.01%. 18 x
61/2 x 16-1/4 in; 53.9 lb $1.000

VSA-I000 100-W/ch Amplifier
100 W/ch cont avg from 20-20.000 Hz into 8
ohms with no more than 0.005% Tim. 161/2 x 6%
x 161/2 in $1,000

A-757 120-W/ch Amplifier
120 W/ch cont avg from 20-20.000 Hz into 8
ohms with no more than 0.003% THD $750

PRODIGY
150-W Mono Amplifier
Monoblock amplifier with Teflon power -con-
nect wiring and military -grade components. 150
W into 8 ohms: FR 4-50,0(X) Hz flat: slew rate 35
V/Asec. 171/2 x 12 x 191/2 in; 100 lb ... $7.000/pr

PROTON
D1200 100-W/ch Amplifier
Dynamic Power on Demand (DPD) circuit, de-
livers up to 1.500 W/ch (2 ohms) at peak de-
mand with 6 dB headroom. Features one -touch
bridging and wide -range power -output meters.
161/2 x 41/4 x 91/4 in; 33 lb $700

AA -1150 S0-W/ch Amplifier
Dual -mono amplifier with Dynamic Power on
Demand (DPD). delivers up to 450 W/ch at peak
demand, with 7 dB headroom. Features sepa-
rate power supplies/ch; dual peak -level power
meters; LED DPD indicator: protection circuit-
ry; gold-plated connectors: high -current capac-
ity. SiN 115 dB; THD 0.02%: IM 0.02%; damping
factor >150. 19 x 41/4 x 14% in: 25.3 lb ... $500

PS AUDIO
100C 120-W/ch Amplifier
Class AB outputs. Features 5 -way binding
posts: gold-plated input jacks. 120 W/ch into 8
ohms. 200 W/ch into 4 ohms: Tito 0.02%; S/N
- 100 dB; slew rate 250 V/Asec; damping factor
200. 19 x 6 x 15 in: 35 lb $1.195

QUAD
Model 606 140-W/ch Amplifier
Power amplifier with feed -forward error cor-
rection (current dumping) combines Class A
operation with Class B. Protection circuitry

uses sensor on AC -input side of power supply to
integrate current over time. No fuses or relays
located in signal path. THD (continuous in 8 ohm
resistive load, any level up to 130 W): <0.01%
at 20 Hz. <0.01% at 1.000 Hz. <0.03% at
20.000 Hz; FR 20-20.000 Hz -0.25 dB. 121/4 x
51/2 x 91/2 in; 27 lb $1.295

Model 306 60-W/ch Amplifier
Power amp with feed -forward error correction
(current dumping) combines Class A operation
with Class B. Protection circuitry uses sensor
on AC input side of power supply to integrate
current over time. No fuses or relays located in
signal path. THD (continuous in 8 ohm resistive.
load any level up to 50 W): <0.01% at 20 Hz.
<0.01% at 1.000 Hz. <0.03% at 20.000 Hz: FR
20-20.000 Hz -0.25 dB. 121/4 x 2'/4 x 81/4 in: II
lb $695

QUICKSILVER AUDIO
Model 8417 60-W Mono Tube Amplifier
Hand -wired, tube design using no transistors or
circuit boards; matched pair 8417s. I2AX7.
12AU7, two 5AR4s. 60 W cont from 20-20,000
Hz into 8 or 4 ohms. Can drive 0.5 ohm loads.
91/4 x 6 x 14% in: 30 lb ea $1,575/pr

KT -88 60-W Mono Tube Amplifier
Hand -wired, tube design using no transistors or
circuit boards: matched pair KT88s. two
12FQ7s. two 5AR4s. 60 W cont from 213-20.000
Hz into 8 or 4 ohms. Can drive 0.5 ohm loads.
91/4 x 6 x 141/4 in: 30 lb ea $788 ea

ROTEL

Class AB amplifier: bridgeable with RA870 (in-
tegrated amp) for 300 watts mono. Power han-
dling 100 W/ch into 8 ohms. FR 4-100.000 +0.5
dB - 3.0 dB: THD <0.03% from 20-20.000 Hz;
sIN 110 dB: tm <0.03%; damping factor 180:
input imp 22.000 ohms. 171/2 x 4% x 13%; 20
lb $499

RB850 50-W/ch Amplifier
Class AB design: bridgeable to 150 W mono.
Power handling 50 W/ch into 8 ohms. Frequen-
cy response 4-100.000 Hz +0.5 dB, -0.3 dB:
total harmonic distortion <0.03%; signal-to-
noise ratio 110 dB; intermodulation distortion
<0.05%: damping factor 180: input imp 25 kil-
ohms. 171/2 x 3% x 12% in; 19 lb $299

SHERWOOD
AM -7040 200-W/ch Amplifier
Amplifier with high-speed MOSFET output stage
with high instantaneous current capacity. Fea-
tures Class AB design; complete relay protec-
tion: independent left and right power trans-
formers: variable and fixed inputs:
complementary symmetry input stage with
matched transistor pairs: overload protection:
heavy gauge conductors. Power -level indica-
tor; video sound input; loudness control. 200
W/ch min rms into 8 ohms: frequency response
20-20.000 Hz: total harmonic distortion <
0.025%; intermodulation distortion 0.015%;
damping factor 170 dB; s'N 125 dBA; sep at
1.000 Hz 70 dB. 17Y14 x 6YR x 151/4 in $699

SONANCE
Sonamp 260x3 180-W/ch Amplifier
Features 60 W x 3 output: capability to select
and activate single pair or any combination of
three speaker pairs $375

Sonamp 260 60-W/ch Amplifier
Toroidal power transformer: discrete output
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power devices. Features automatic turn on/off
function: automatic muting when switching on/
off. Black -satin finish: 161/4 x 31/4 x 13 in . $325

SONOGRAPHE BY
CONRAD-JOHNSON

SA 120 120-W/ch Amplifier
Features most -ET output stage. 120 W/ch into 8
ohms. 18 x 51/4 x 12 in $895

SONY
Elite Series

TA-N77ES 270-W/ch Amplifier
Features spontaneous twin -drive power sup-
ply: low -impedance drive capability: mono op-
eration at 580 W/ch into 8 ohms from 20-20.000
Hz with 0.(107%, THD: chimney -style heat sinks:
fixed and variable inputs: 2 independent protec-
tion circuits: peak -level power meters: 2 sets of
speaker terminals. 270 W/ch cont into 4 ohms.
20-20.0(X) Hz with 0.006% Trio; damping factor
100: slew rate 150V/µsec, 300V/µsec . $1.200

TA -N110 45-W/ch Amplifier
Features 3 built-in digital delay modes: variable
delay times: built-in video switching capability:
input attentuator: 3 -way input switch: 2 sets of
speaker terminals. 100 W/ch continuous into 8
ohms. 20-20.000 Hz with 0.08% Tito $300

SOUNDCRAFTSMEN
Pro -Power Ten 2/3/4 -Channel Amplifier
Two. three. or four channel configurable MOS.
FET amplifier. 205 W/ch at 8 ohms. 300 W/ch at
4 ohms. 20-20,0(X) Hz at < 0.05% Tito. 600 W x
2 at 8 ohms. 20-20010 Hz at <0.05% Tito. Each
channel has power -output meters and clipping
indicator. 19 x 51/4 x 12 in $1 399

A5002 250-W/ch Amplifier
Class II Vari-Proportional circuitry and auto -
buffer for continuous operation into 2 ohms. 4
ohms, and 8 ohms. Features auto crowbar -
protection circuit for output protection without
current limiting: 20 LED/ch indicators: front -
panel switching for 2 pairs of speakers: clipping
indicators: input -level controls. Output power
250 W/ch into 8 ohms, 375 W/ch into 4 ohms
continuous rms. 20-20.000 Hz at <0.09% THD:
S'N >105 dB; slew rate >50 V/µs; tM <0 02%:
dynamic headroom >2 dB $949

Pro -Power Four 205-W/ch Amplifier
mosFET amp with dual 20 -segment I.ED clipping
indicators. 2 -pair speaker switching. 205 W/ch
cont avg from 20-211.o00 Hz into 8 ohms with no
more than 0.05% Tito. 30) W/ch into 4 ohms.
450 W/ch into 2 ohms: S'N 105 dB: slew rate 40
\t/µs: im 0.05%. 19 x 51/4 x 11 in; 28 lb $849

Pro -Power Three. As above without level con-
trols and LED meters $749

Pro -Reference Two 100-W/ch Amplifier
Most I I amp with 20-1.ED power meters. Fea-
tures switching for 2 pairs of speakers: clipping
indicators: charcoal finish -rack -mount front
panel. 1(X) W/ch into 8 ohms. 200 W/ch into 4
ohms. cont rms. 20-20.000 Hz at <0.05% i
s s 105 dB $699
Pro -Reference One. Same as above without LED
meters S599

P( -R800 205-W/ch Amplifier
Phase -control -regulated mosFET amp. 205 W/ch
cont rms: 20-20.(XX) Hz into 8 ohms: THD 0.05%;
ss > 105 dB: 18 lb: 81/4 x x 12 in $499
Pro -Power. Same as above except high -current
circuitry added for 3(X) W/ch at 4 ohms: 450 W/
ch at 2 ohm $579

Pro-Pa2x200 125-W/ch Amplifier
High -current mosEET amplifier. 125 W/ch at 8
ohms. 190 W/ch at 4 ohms. 20-20.0110 Hz
<0.05% THD. FR 20-20,00(1 Hz 0.1 dB: S'N 105
dB. Damping factor >2(X). Rack mount 19 x
51/4 x I01/2 in $499

SOUND ENGINEERING
PFM-3 150-W/ch Power Amplifier
150 W/ch MOSFET amplifier. Features high
damping. $1.850

SOUNDSTREAM
DA -1 MK II 200-W/ch Amplifier
System I series component features fully dis-
crete Darlington transistor circuitry to mini-
mize need for current limiting: bridgeable to
6(X) W mono into 8 ohms: 90 amp peak. Drives
up to 4 pairs of speakers simultaneously: dual
front -panel overload indicators: optional RSS-2
speaker selectors can be used individually or
daisy -chained. allowing up to 4 pairs of speak-
ers to be controlled by R-1 remote. FR 20-20.000
Hz -_0.1 dB: sIN >110 dBA ; TIM <0.1%: slew
rate >35 V/µsec. 17 x 57At x 14 in: 35 lb $1.195

SPECTRASCAN
BPA-10IB 100-W/ch Amplifier
Features proprietary nested. multiple feedback
loops: ix -coupling with highly regulated power
supply; protection circuit: UR ch clipping indi-
cator. 100 W/ch into 8 ohms. 174 W/ch into 4
ohms; switchable to bridged operation for 350
W mono into 8 ohms FR 2-120,000 Hz: THD
0.07%: S'N 98 dB; IM 0.07%; Slew rate 40/
Vµsec; damping factor 2(X). 51/4 x 19 x 14 in:
40 lb $1.895

SUMO
Andromeda II 200-W/ch Amplifier
Class AB mosEFT design, fully balanced from
input to output. Operation pure Class A except
Class AB output stage. 4(X) W/ch into 4 ohms:
Tim 0.05% into 8 ohms. 0.1% into 4 ohms: im
0.05%; rise time 2µsec: slew rate 115 V/µsec:
damping factor >5(X). 19 x 7 x 161/4 in: 55
lb $1.499

The Nine Plus 65-W/ch Amplifier
Class A design with no active bias circuits or
thermal tracking networks. Balanced -bridge
configuration: push-pull quadrature feedback
circuits; discrete Darlington output stage: di-
rect -coupled circuitry from input to output. 65
W/ch into 8 ohms from 20-20.0(X) Hz with
<0.1% total harmonic distortion: 120 W/ch into
4 ohms from 20-20.000 Hz with <0.2% total
harmonic distortion: intermodulation distortion
0.05% from 0.25 watts to rated output: input
sensitivity for rated output 1.0 V rms; damping
factor >150. 19 x 81/4 x 7 in SI.299

Polaris 100-W/ch Amplifier
Class AB design operates in Class A except
Class AB output stage. stosFET output devices.
175 W/ch into 4 ohms; Tito 0.05% into 8 ohms.
0.1% into 4 ohms: IM 0.05%: rise time 2 µsec;
input imp 47.0(X) ohms: damping factor >500.
19 x 51/4 x 81/4 in $749

Ulysses 60-W/ch Amplifier
Class AB MOSFET design. Proprietary lineariz-
ing circuit pure Class A gain stage: bridgeable
to 180 W mono into 8 ohms: 64) W/ch into 8
ohms; frequency response 20-20.00(1 Hz: total
harmonic distortion <0.05%; input imp 47.0(X)
ohms: damping factor >501); slew rate 85 V/
µsec; rise time <2 µsec. 19 x 13 x 31/? in: 25
lb $549

SUPERPHON
Model 400S 200-W/ch Amplifier
mosFET solid-state power amplifier utilizing in-
dependently regulated input and large signal
stages through separate transformer. Input
stage employs active current -sourcing, voltage
gain is Class A MOSFET. 350 W/ch into 4
ohms $1.499

TANDBERG
3016 250-W/ch Amplifier
Features mosFET circuit: two mono amplifiers:
AC electronic governed fan: capable of deliver-
ing max of 148) ampere; thermic servo loop for
oc stability. 210-2.5(X) W: FR 20-20.000 Hz; si
92 dB; sens 100 mV W/8 ohms/1 kHz. 171/4 x 83/4
x 13'/4 in, 62 lb $3.799

3026 150-W/ch Amplifier
Features MOSFET circuit: zero feedback: feed -
forward driver design: thermic servo loop for
ix stability. 110-830 W: FR 20-20.000; SIN 96 dB:
rim >0.02%. 171/14 x 5V4 x 131/4 in: 31.5 lb $2.199
3036 100 W/ch. As above. 50-500 W; FR 20-
31000: SiN 90 dB: Tito <0.08%. 171/4 x 51/4 x 13Y4
in; 23.5 lb. $1,199

TARA LABS
Space & Time 100-W Tri-Class Mono Amplifier
Utilizes 807 transmission tubes and permits
switching between three different amplification
configurations. Features 3 power outputs:
Space & Time internal wiring: Space & Time
AC power cable for each mono block: triode.
tri-tet and tetrode configurations. Power
100 W in Class A: 160 W in tri-tet: 240 W in
tetrode. $i 800/pr

Space & Time 100-W/ch Twin -Class Amplifier
Utilizes 807 transmission tubes and permits
switching between triode and tetrode configu-
rations. Features 2 power outputs: Space &
Time audio cable internal wiring: Space & Time
AC power cable. 45 W/ch in Class A: 100 W/ch
in tetrode $2,990

TECHNICS
SE-A1OC 170-W/ch Amplifier
Features I voltage and I current amplifier per
ch: Class AA bridge circuitry: massive power
supply; 3 transformers (left-ch current amp.
right-ch current amp. 1..R voltage amps) using
c-oFc windings: 91.200-µF filtering: magnetic

isolation; vibration damping. 170 W/ch into 8
ohms: dynamic headroom 0.7 dB. 17 x 81/4 x
181/4 in: 701b $1,900

SE-ASMK2 150-W/ch Amplifier
Features computer drive to neutralize transient
crossover distortion: parallel 3 -stage Darling-
ton output; power -linear circuit to compensate
for speaker impedance variation: power -output
meters. 150 watts per channel into 8 ohms:
frequency response oc--150.1X( Hz + 0/ -3 dB:
intermodulation distortion 0.002%; damping
factor 100. 17 x 7 x 16YK: 40.6 lb $1.100

SE -M 100 115-W/ch Amplifier
8x oversampling digital filter and four 20 -bit D A
converters. Features digital -direct drive with
unity -gain circuitry; twin -mono construction.
Optical and coaxial digital outputs. Amp: 115
W/ch min rms into 8 ohms: total harmonic
distortion 0.005%: frequency response 20-
20.000 Hz: damping factor 110; signal-to-noise
ratio 98 dB. Digital section: total harmonic
distortion 0.(105% at 1.(X) Hz: signal-to-noise
ratio 100 dB:1122-20.000 Hz ±0.3 dB. 17 x 61/4 x
157/K in: 35.2 lb $1.1(1)
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83-PAM800 270-W/ch Amplifier
Features 400 W/ch into 4 ohms; 270 W/ch into 8
ohms; 800 W/ch into 8 ohms mono; oc-overload
arid thermal protection. FR 10-50,000 Hz; THD
<0.05%; S/I41105 dB. 32 lb $1,943

83-PAM500 160-W/ch Amplifier
Features 250 W/ch into 4 ohms; 160 W/ch into 8
ohms; 500 W into 8 ohms mono; oc-overload
and thermal protection. FR 10-20,000 Hz; THD
<0.05%; SIN 105 dB. 28 lb $1,598

83-PAC200 100-W/ch Amplifier
Features 150 W/ch into 4 ohms; 100 W/ch into 8
ohms; 300 W into 8 ohms mono; oc-overload
and thermal protection. FR 7-50.000 Hz; THD
<0.05%; SIN 105 dB. 19 lb $822

THRESHOLD
SA/12e Stasis 275-W Mono Amplifier
Noninverting complementary -symmetry mono
amp with 3-FET in front-end signal path and
proprietary Stasis output stage; binary topol-
ogy in pure Class A voltage amp connected
directly to loudspeaker load and operated with
high -amperage current mirror also in pure Class
A; output -stage bias accuracy maintained
through Threshold's proprietary optical -bias
technology. oc-coupled front-end gain stages
are biased for Class A operation at all signal
levels; subject to cascade shielding and two
stages of current regulation; power supply: two
1.200 -watt toroidal transformers. 250,000 AF
capacitance. 62,000 AF of front-end decou-
pling; output stage: 64 high-speed. 250 -watt.
200 -volt, 20 -ampere devices. Input imp switch-
able between 50.000 ohms unbalanced through
RCA connectors and 600 ohms balanced
through locking XLR connectors; thermal pro-
tection circuitry. 275 watts pure Class A opera-
tion 20-20,000 Hz into 8 ohms, at 0.1% distor-
tion; slew rate 50 VlisS; current capability 70
amps cont. 200 amps peak; noise <100 dB;
output imp <0.03 ohm at 20-20.000 Hz 19 x 81/4
x 27; 120 lb $7,200

SA/4e Stasis 100-W/ch Amplifier
Dual channel version of SA/6e with two 800-W
toroidal transformers. 186,000 -AF capacitance,
31.000 -AF front-end decoupling/ch. Output
stage 24 high-speed 250-W. 200 V. 20 -amp de-
vices/ch. 100 W/ch pure Class A. 20-20,000 Hz,
both ch. driven into 8 ohms at 0.1% distortion;
current capability 35 amps/ch cont, 120 amps/
ch peak. 19 x 8Y4 x 23'/4 in; 97 lb $6,300

S/550e Stasis 250-W/ch Amplifier
Dual -channel version of S/1600e with two 800
W toroidal transformers. 186,000 -AF capaci-
tance, 31.000 -AF front-end decoupling/ch. Out-
put stage 24 high-speed 250-W, 200-V, 20 -amp
rated devices/ch. 250 W/ch. 20-20,000 Hz. both
ch. driven into 8 ohms at 0.1% distortion; slew
rate 50 V/As; current capability 30 amp/ch cant,
100 amp/ch peak; output imp <0.03 ohm at 20-
20.000 Hz. 19 x 81/4 x 23Y4 in; 97 lb 36,300

SA/10e Stasis 175-W Mono Amplifier
As SA/12e except lower power and power sup-
ply with single I ,200-W toroidal transformer,
186.000 -AF capacitance, 62.000 -AF of front-
end decoupling. Output stage: 44 high-speed
250-W, 200-V. 20 -amp rated devices. 175 W
pure Class A operation, 20-20,000 Hz into 8
ohms at 0.1% distortion; current capability 60
amps cont, 200 amps peak. 19 x 8Y4 x 171/4 in; 79
lb $5,200

S/450e Stasis 200-W/ch Amplifier
As S/550e except lower power and power sup-

ply with single 1,200 -toroidal transformer.
186.000 -AF capacitance. 31.000 -AF front-end
decoupling/ch. Output stage: 22 high-speed
250-W. 200-V. 20 -amp rated devices/ch. WO W/
ch 20-20.000 Hz, both ch driven into 8 ohms at
0.1% distortion; current capability 30 amps/ch
cont, 120 amps/ch peak. 19 x 8Y4 x 171/4 in; 79
lb $5.200

SA/6e Stasis I25 -W Mono Amplifier
As SA/10e except lower power and power supply
with single 800-W toroidal transformer. 124.000-
AF capacitance; 1,900 -AF front-end decoupling.
Output stage: 28 high-speed 250-W. 200-V, 20-
amp rated devices. 125 W pure Class A operation
20-20.000 Hz into 8 ohms at 0.1% distortion;
current capability 50 amps cont. 135 amps peak.
19 x 81/4 x 131/4 in; 56 lb $3.950

SA/3.9e Stasis 60-W/ch Amplifier
As SA/4e except lower power and power sup-
ply with single 800-W toroidal transformer.
124.000 -AF capacitance, 9513 -AF front-end de-
coupling/ch. Output stage: 14 high-speed 250-
W, 200-V, 20 -amp rated devices/ch. 60 W pure
Class A operation 20-20.000 Hz driven into 8
ohms at 0.1% distortion; current capability 30
amps/ch cont. 95 amps/ch peak. 19 x 8Y4 x 131/4
in; 56 lb $3,950

S/350e Stasis 150-W/ch Amplifier
As S/450e except lower power and power sup-
ply with single 800-W toroidal transformer.
124,000-µF capacitance. 950 -AF front-end de-
coupling/ch. Output stage: 14 high-speed 250-
W, 200-V. 20 -amp rated devices/ch. 150 W/ch
20-20,000 Hz, both ch driven into 8 ohms at
0.1% distortion; current cap 25 amps/ch coot,
1011 amps/ch peak $3,950

S/200 Stasis 100-W/ch Amplifier
Class A amplifier featuring power supply with
single 400-W toroidal transformer, 30,000 -AF
capacitance. Output stage: 8 high-speed 250-W.
200-V. 20 -amp rated devices/ch. 75 W/ch 20-
20,000 Hz into 8 ohms with THD <0.15%; cur-
rent capability 8 amps/ch cont. 50 amps/ch
peak. 19 x 81/4 x 91/4 in; 441b $2,100

Threshold SAII2e

YAMAHA
mx-2000 130-W/ch Amplifier
Class A design uses 8 MOSFET and hyperbolic
conversion amplification (HCA) power circuit-
ry. Three independent power supplies; direct
error -correction system; pure copper/copper-
plated anti -magnetic, vibration -resistant chas-
sis construction; two -box chassis contruction;
analog vu peak meters. 130 W/ch into 8 ohms.
20-20.000 Hz at 0.003% THD; 600 W/ch into I

ohm. Titanium finish with wood side pan-
els $1899

MX -1000U 250-W/ch Amplifier
600,000 AF x 2 power -supply capacitance. Fea-

tures hyperbolic conversion amplification cir-
cuit; A + B +C speaker switching; 26 -segment
LED power -level meters; independent left and
right level controls; 4 -digit numerical power -
output display; LED meter and digital peak -hold
display; meter display load selectors; compati-
ble with banana plugs. 260 watts per channel
into 8 ohms; frequency response 20-20,000 Hz;
THD <0.003% $1,199

MX-830Ti 170-W/ch Amplifier
Features hyperbolic conversion amplification
circuit. Advanced Power Supply (APS);
A + B + C speaker selector; independent left
and right level controls; individual left- and
right -channel clipping indicators; compatible
with banana plugs; rounded front -panel design.
170 W/ch into 8 ohms; 600 W into I ohm; FR 213-
20,000 Hz; THD < 0.003%. Titanium finish $699
MX -830. As above, black $699

MX-630Ti 135-W/ch Amplifier
Features hyperbolic conversion amplification
circuit. A + B speaker selector; independent
left and right level controls; individual left- and
right -channel clipping indicators; compatible
with banana plugs; rounded front -panel design.
135 W/ch into 8 ohms; 500 W into 1 ohm; FR 20-
20,000 Hz; THD < 0.003%. Titanium finish $499
MX -630. As above, black $499

MX-35/Ti 40-W/ch Amplifier
2- or 4 -channel design featuring independent
level controls. 40 W/ch min rms x 2 into 8 ohms;
FR 20-20,000 Hz; itio0.05%. 20 W x 4 rms into 8
ohms; FR 20-20,000 Hz; THD 0.07%; 13 lb. Tita-
nium finish $299
MX -35. As above, black $299

YST-ASTi 50-W/ch Amplifier
Active -servo technology design compatible
with active -servo or conventional loudspeak-
ers. Front -panel clipping indictor; banana -plug -
compatible speaker connectors; standard
speaker cartridge included. Titanium finish $249
YST-A5. As above, black $249

MX-M70Ti 50-W Mono Amplifier
For use as center -channel amp in Dolby Pro-
Logic systems or in pairs as stereo amplifier.
Clipping indictor; input -level control. 70/85/110
W max into 8/6/4/ ohms; FR 20-20.000 Hz; THD
<0.03%; s/N 117 dB. Titanium finish $199
MX -M70. As above, black $199

YBA BY MUSIC HALL
YBA Signature 100-W/ch Amplifier
Features decoupled power supply; capacitors
and input modules mechanically damped. 100
W/ch into 8 ohms; FR 5-80,000 Hz -3 dB; S/N
>100 dB $10,000

YBA 1 85-W/ch Amplifier
Features 2 mono amplifiers with separate pow-
er supplies in one chassis. Output transistors
mounted on mica and copper to reduce capaca-
tive effects; pure crystal copper internal wiring.
85 W/ch at 8 ohms; FR 5-80,000 Hz -3 dB; sit.'
>100dB $6,000
High -current version. $7,000

YBA 2 70-W/ch Amplifier
Features separate power supply for each chan-
nel. Protective fuses in the feedback loop to
eliminate audible effect. 70 W/ch into 8 ohms;
FR 5-80.000 Hz -3 dB; S/N >100 dB $3,100
High -current version. $3,750

VBA 3 50-W/ch Amplifier
Similar to above. 50 W/ch into 8 ohms; FR 5-
'00,000 Hz -3 dB; S/N >100dB 31 ,800
Dual mono power -supply version. $2,250
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The performance you've waited for is powerful.
Dynamic. Expressive. The instrument that brings
performance to life is the Optimus° STAV-3200
stereo audio/video receiver.
You get 100 watts of pure power per channel for
music that's alive with energy. Dolby Suround'"
brings you dramatic "3 -dimensional" movie theater
presence. There's even a motor -driven master
volume control, plus a wireless remote.

The Optimus brand is designed, crafted, and tested
to the toughest quality standards in consumer
electronics. It's technoogy that performs for you.
Experience it today. Available at

Dolby  Laboratories Licenstng Corp Power measured per FTC rules



TUNERS

V A

ACCUPHASE BY MADRIGAL
T -I06 AM/FM Tuner
Quartz -locked synthesis; 14 -station random
memory: pulse tuning; double -tuned front end;
FM stereo demodulator; AM synchronous detec-
tor: signal -strength meter; peak -modulation
meter; MPX filter; sel switch; muting switch. FM:
50 -dB quieting sens. mono 17 dBf. stereo 17
dBf: S/N 83 dB stereo. 79 dB mono (at 80 dBf A-
wtd): FR 10-60.000 Hz +0, 0.5 dB: cap ratio 1.5
dB; AM sup 80 dB at 65 dBf. AM: sens 20 µV/m
at 20 dB: 171/2 x S x 141/2 in ¶2.750

T-107 FM Tuner
Electronic tuning: 12 -station random memory;
auto sweep for FM reception: double -tuned
front end rejects interference and um: differen-
tial -gain linear FM detector; IF filters with flat
group -delay characteristics; resonator -con-
trolled stereo demodulator; multipath and sig-
nal -strength meter: MPX filter; muting switch.
FM section: 50 -dB quieting sens. 17 dBf: s/N
stereo 85 dB; FR 10-16,000 Hz, ± 3 dB; cap ratio
1.5 dB: AM sup 80 dB; adj-ch rej 30 dB. Cham-
pagne -gold or anodized -black finishes 171/2 x
4Yx x 13 in: 13 lb $1,800

ACOUSTIC RESEARCH
T -06/R AM/FM Tuner
Built-in infrared receiver can be linked to A-07
amplifier and/or RD -06 cassette deck. FM sec-
tion: 50 -dB quieting sens, mono 14.6 dBF, ste-
reo 37.2 dBF: AM rej 60 dB; cap ratio 1.5 dB: sfri
78 dB mono. 73 dB stereo (at 65 dBF A-wtd): FR
30-15.0(1) Hz. ± 1.0 dB; sep 45 dB. AM section:
s/N 50 dB. 171/4 x 31/2 x 101/4 in: 13.38 lb... $400
T-06. Same as above, without remote -control
facility $110
RC -03. Remote control for T -06/R $25

ADCOM
GFT-55511 AM/FM Tuner
Features quartz -referenced digital -synthesis
tuning. Buffered output stages using Class A
amplifier: 1% Roederstein metal -film resistors
and metal -film capacitors Auto up/down scan:
instant -recall preset tuning; fluorescent digital-
frequency display: 8 AM/FM presets: 5-t.F.D sig-
nal -strength display; switchable high -blend cir-
cuit: mono/mute switch: tuning accuracy of
0.0(X)25%. THD O. I% at 1.000 Hz: 50 -dB quiet-
ing sens 36 dBf; s/N 78 dB stereo: FR 30-15,(100

±3Hz dB: cap ratio 1.7 dB: AM suppression 70
dB. 17 x 31/4 x 121/2 in $300
GFP-55511W. As above with white front pan-
el $150

a/d/s/
Atelier T2 AM/FM Tuner
AM/FM synthesis tuner with 16 station presets
and auto FM search tuning. Features flywheel
manual tuning: fine-tuning control; switchable

muting: high -blend control; LED frequency dis-
play: center tuning plus signal -strength dis-
plays: AC outlets. FM section usable sens mono
1.0 µV (11.0 dBf) stereo 5.5 µV (26.1 dBfl:
stereo 50 -dB quieting sens 15µV (34.8 dBf); sN
mono >70 dB. stereo >65 dB; FR 10-14.500 Hz,
+0, - I dB: ch sep >38 dB at 10,000 Hz; cap
ratio <1.8 dB. AM quieting sens <5 µV. 171/2 x
23/4 x 14Y4 in 13.25 lb $539

ARAGON BY MONDIAL
DESIGNS

4T2 AM/FM Tuner
Features 16 station presets: seek mode: gold-
plated connectors; copper -shield -encased cir-
cuit board: steel -enclosed transformer. Cap ra-
tio I: alt-ch sel 66 dB; separation 50 dB. 19 x 3
14 in: 15 lb $695

ARCAM
Delta 80 AM/FM Tuner
Analog tuner with digital frequency display and
6 AM/FM presets. Features flywheel -assisted ro-
tary knob: 3 -color FM tuning indicator and loga-
rithmically scaled signal -strength meter; auto-
matic frequency control (AFC) switch: mono
switch. FM section: sens 1.4µV; stereo SrN 70
dB: cap ratio 1.5: AM section: S/N 50 dB refer-
ence 30% modulation. Black finish. 17 x 21/4 x
101/4 in: 101b. Black $600

Alpha 2 AM/FM Tuner
Features birdie filter: single glass -fiber PC
board. 14.4w4.w reception; automatic -frequency-

control (AFC) switch: mono switch: red LED
beacon; rotary flywheel tuning control with
analog tuning scale. FM section: sens 1.4µY;
stereo s/N 68 dB; FR 20-12,000 Hz ± 0.5 dB. -2
dB at 15,000 Hz; ch sep at 1.000 Hz >40 dB:
cap ratio 1.5 dB; alt-ch sel >60 dB; AM >50 dB.
AM section: PAW - 5300-16,000, t.w - 1.600-2,7(X)
Hz: SIN 50 dB reference 30% modulation. Char-
coal finish. 17 x 9 x 3YN in: 5 lb. $330

AUDIO BY VAN ALSTINE
Transcendence Series Two AM/FM Tuner
AM/FM tuner with discrete audio stage. Features
isolated active output circuits; all -metal film
resistors and capacitors: Class -A current -
sourced predrivers: separate shunt -regulated
and filtered power supply. Electronic signal
seeking: digital readout: 5 nonvolatile station
presets: mono/stereo switching; variable be-
tween -step tuning. 17 x 3 x 9 in: 10 lb $795

Omega AM/FM Tuner
FM tuner with FET integrated circuitry in audio
stages to prevent overloads. Features film cou-
pling capacitors; optimized power supply de -
coupling circuits. Electronic signal -seeking and
tuning: digital readout: nonvolatile station pre-
sets; mono/stereo switching: variable tuning:
headphone jack. 17 x 3 x 9 in: 9 lb $495

AUDIO DESIGN ASSOCIATES
MT -3000 AM/FM Tuner
Multi -tuner with 3 independent tuner modules
capable of playing different stations simulta-
neously in different rooms; includes 10 station
presets per module. Features programmable 4 -

digit code for each preset station; stereo lock
indicators; mute control; stereo dynamic noise
blend; 2 FM stereo tuner modules: I AM stereo
tuner module; modules can be upgraded inde-
pendently: one output capable of accessing all
three tuner modules; 3 RF inputs. I per module:
3 stereo line -level outputs. I per tuner module;
1 stereo line -level output with access to all 3
tuners: remote -control inputs: three 5 -volt
pulse inputs, I per tuner module: one 5 -volt
pulse input with access to all three tuners: AC
power can be switched from 120 V/60 Hz to 240
V/50 Hz: includes options for multifunction
remote control; IHF mono/stereo 8/14.5 dBf; cap
ratio 1.4: AM suppression 54 dB: alt-ch sel 80
dB; separation at 1.000 Hz 50 dB. max SIN
mono/stereo 74/69 dB; FR 30-50.000 Hz ±0.5
dB: THD mono/stereo 0.075% it 1.000 Hz; 50 -

dB quieting mono/stereo 13/34. 19 x 31/2 x 11 in;
8 lb $2,500

AUDIOSOURCE
TNR-ONE AM/FM Tuner
Quartz digital PLL tuning: 20 -station memory
presets; auto scanning and auto muting; digital
display. Alt-ch sel 65 dB: cap ratio 1.0 dB: SIN
76 dB stereo. 70 dB mono. 161/2 x 2YR x I I% in;
8.38 lbs $230

CARVER
TX -I lb AM/FM Tuner
Digital quartz -synthesis tuner with asymmetri-
cal charge -coupled FM detector circuit to reduce
multipath distortion. Features AM stereo sec-
tion with 35 dB separation and S/N 77 dB. LED
signal -strength meter; 13 random AM/FM pre-
sets: wide/narrow bandwidth selector: indoor
AM/FM antenna included. Stereo sens 16.3 dB
IHF: cap ratio 1.0 dB; AM suppression 75 dB:
stereo alt-ch sel 110 dB; stereo TIM 0.02% at
1.000 Hz: stereo s/N 82 dB. 11 lb $750

TX -12 AM/FM Tuner
Quartz -synthesis tuner with asymmetrical
charge -coupled FM detector circuit to reduce
multipath distortion. Features 20 random AM/
FM presets with preset scan: analog signal -
strength meter; wireless remote; indoor AM/FM
antenna included. Stereo sens 18.6 dBf 111F; cap
ratio 1.45 dB: AM suppression 72 dB: alt-ch scl
60 dB; THD 0.02% in stereo at 1.0(X) Hz: stereo
s/N 76 dB. 10 lb $400

TX -I0 AM/FM Tuner
Digital quartz -synthesis tuner with asymmetri-
cal charge -coupled FM detector circuit. 20 ran-
dom AM/FM presets with preset scan; digital
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signal -strength meter; wide/narrow bandwidth
selector; indoor AM/FM antenna included. Ste-
reo sens 23.5 dBf IHF; cap ratio 1.6 dB; AM
suppression 72 dB; alt-ch sel 58 dB; stereo THD
0.2% at 1,000 Hz; stereo s/N 74 dB. 9 lb .. $300

CREEK AUDIO BY
MUSIC HALL

T40 FM Tuner
FM tuner with auto mute. Features auto mute,
AFC. local/ox; narrow/wide switching .... $475

DAY SEQUERRA
Day Sequerra FM Studio Tuner
Features spectrum analyzer, audio vector oscil-
loscope; FM tuning with I -kHz accuracy, multi -
path display; RF frequency counter. Fully bal-
anced, dual -differential RF signal path with FET
circuitry. Modified Travis -Smith detector for
flat frequency response over 1.2 MHz deviation
bandwidth. 191/2 x 71/4 x 16 -in cabinet version;
19 x 7 x 151/4 in rackmount version; 45 lb $12,800

Day Sequerra FM Tuner
Analog FM tuner with 100 Hz tuning accuracy to
preserve ch seperation. Features multiple IF
processors with variable Q circuits; selectable
IF bandwidths for adj-ch sel; dual -mono servos
with balanced outputs; absolute phase and
phase -compensation circuitry. 35 lb ... $3,800

dbx
TX-3Mitil AM/FM Tuner
Tuner with Schotz NR for improved reception in
difficult conditions. Features 8 AM and 8 FM
presets; auto hi -blend to reduce noise; seek
mode. Frequency response 20-15,000 Hz
± 0.35 dB; THD 0.07% $599

DENON
TU-660 AM/FM Tuner
Features switchable wide/narrow IF bandwidth.
Audio deemphasis and noise filtering; switch -
able audio filter bandwidth. 30 station preset;
remote preset station selection from Denon Ary
amplifiers or PRA -1500 preamplifier; seek/ scan
and manual -step tuning; last -station -tuned
memory. FM section: usable sens 11.2 dBf; ste-
reo 50 dB sens 37.2 dBf; cap ratio 1.3 dB; FR 20-
15,000 Hz +0.5, - I dB; S/N stereo >80 dBA;
THD stereo <0.1%; separation 50 dB at 1,000
Hz; sel (wide) 50 dB, (narrow) 75 dB. AM
section: usable sens 18 µV; FR 85-7,500 Hz
+ 1.5, -3 dB (wide); S/N 53 dB $330

TU-460 AM/FM Tuner
Quartz -lock digital tuner with 30 station pre-
sets. Features last -channel memory; auto -scan
tuning; manual step tuning; RF attenuator
switching. Includes Denon Integral System re-
mote for control from Denon IS receivers,
preamps, and AN amps. FM 50 dB quieting sens
38.5 dBf stereo, 15.3 dBf mono; S/N 82 dB
mono, 78 dB stereo; cap ratio 1.5 dB; sep 45 dB
at 1,000 Hz $240

DUAL
CT5040 AM/FM Tuner
Digital -synthesis tuning and 40 AM/FM station
presets. Black $149

GOLDMUND BY
INTERNATIONAL AUDIO

TECHNOLOGIES
Mimesis 4 FM Tuner
FM tuner features analog constructon; manual
flywheel tuning; 6 station presets; adjustable

bandwidth for sonic optimization; automatic
frequency -control circuit; switchable mute cir-
cuit; LED tuning display; 3 separate power sup-
plies using 2 transformers; independent
grounds for chassis and signal; AC line polarity
switch; dual antenna connections; 600 ohms.
DC coupled output. 50 -dB quieting sens 2.5 µV.
stereo 27.5 ± V; cap ratio 1.5; image rejection
75 dB. 19 x 15-Y4 x 1 Y4 in; 22.1 lb $4,890

GRUNDIG
T-9000 AM/FM Tuner
Quartz -synthesis tuner with 29 station presets.
Features integrated automatic PLL decoder.
Fluorescent display; switchable automatic and
manual tuning; program scan; 2 LF-out jacks;
headphone jack. Sens at 75 ohms, mono < 0.6
µV, stereo 2.4 µV; dynamic selectivity, stan-
dard bandwidth, >65 dB at -a.- 300,000 Hz;
transmission range 30-15,000 Hz ± 1 dB. 17 x
33/4 x 123/4 in $1,199

T-903 AM/FM Tuner
Quartz -synthesis tuner with 19 station presets.
Features integrated automatic PLL decoder;
automatic or manual station search for FM and
manual search for AM; ceramic resonators in
PLL stereo decoder for better channel separa-
tion; Buffered LF outputs. Station presets mem-
orize functions, mono and stereo; muting
switch; memory scan; LCD panel. Sens at 75
ohms, mono < I µV, stereo < 35 IN; distor-
tion, stereo at 1,000 Hz < 0.4%; sal at 40,000
Hz shift, stereo, 73 dB; dynamic selectivity 70
dB ± 300 Hz; FR 10-15,000 Hz ± 3 dB .... $449

HAFLER
Iris FM Tuner
Digital -synthesis I'LL tuning system. 3 dual -gate
MOSFET; 5 tuned front-end circuits; triple -tuned
RF stage; auto DX; 5 station memory; auto -
search; digital readout; remote operation with
Iris preamp. usable sens 11.3 dBf; 50 -dB quiet-
ing sens 17.2 dBf mono. 37.2 dBf stereo; THD
0.1% mono, 0.18% stereo; cap ratio 1.5 dB; alt-
ch sep 60 dB; s/N 72 dB mono, 68 dB stereo. 17
x 3 x 81/2 in; 91b $450

SE -130 AM/FM Tuner
Digital -synthesis PLL tuner with 12 FM and 6 AM
presets; Delco Electronics signal -detection cir-
cuitry; AM section features a four-varactor di-
ode tuner; AGC-controlled dual -gate MOSFET RF
amplifier; noise -blanking circuit. 2 ceramic IF
filters and MPS filtering; bidirectional seek/scan;
signal -strength meter; muting; stereo/mono
switch; gold-plated output jacks; 10 -year lithi-
um battery. 17 x 3 x 81/2 in $349

HARMAN KARDON
All tuners feature seek and manual tuning.

Citation Twenty -Three AM/FM Tuner
Digital-sythesis, quartz -locking design with
high -selectivity (Hi Q) circuit. Features 16 AM/
FM presets; mono and mute buttons; LCD read-
out; analog fine-tuning; remote control. FM sec-
tion (w/ Hi Q): 50 -dB quieting sens 40.4 dBf
(stereo); AM rej 70 dB; cap ratio 1.75 dB; adj-/
alt-ch sel 30/75 dB; s/N 75 dB (stereo); stereo
sep 35 dB (a 1,000 Hz $699

TU9600 AM/FM Tuner
Features 24 presets; digital fine tuning; 2 anten-
na inputs; FM stereo pilot and subcarrier noise
reduction; 2 -volt output; hi -blend circuit; re-
mote control. Black or champagne finish . $429

TU9400 AM/FM Tuner
Features 24 presets; FM stereo pilot and subcar-

rier noise reduction; 2 -volt output; hi -blend
circuit $319

TU909 AM/FM Tuner
Digital -synthesis, quartz -locking design. Fea-
tures 6 AM/12 FM presets; black -out LCD. FM
section: 50 -dB quieting sens 38.2 dBf (stereo);
AM rej 45 dB; cap ratio 1.5 dB; adj-/alt-ch sel 5/
70 dB; SIN 72 dB (stereo); stereo sep 45 dB
1.000 Hz. Black metal finish. 171/4 x 23/4 x 145/8
in; 10 lb $229

HEATH
AJW-2520 AM/FM Tuner
Quartz -locked tuner with 16 AM/FM presets. Sta-
tion memory retained up to one week after
power failure. Features low group -delay IF sec-
tion; 3 -segment LED signal -strength meter; mut-
ing; manual up/down tuning; bidirectional tun-
ing; tuned indicator. FM section: 50 -dB quieting
sens, mono 37 dBf; cap ratio 1.3 dB; S/N 74 dB
stereo, 82 dB mono $125
AJ-2520. Unassembled kit $115

JVC
FX1010TN AM/FM Tuner
Quartz-Pti.. digital -synthesis tuner with Optica-
link system for reduced noise. Features 40 AM/
FM station presets; auto memory; preset scan;
variable stop level; dB signal -strength indica-
tor; 6 -column alphanumeric display; 2 antenna
inputs; program memory and monitor for re-
cording off air unattended; record calibration
signal generator $480
FX1100BK. Same as above in black $470

KENWOOD
L-10001 FM Tuner
Quartz-PLL tuner with distortion correcting cir-
cuit. Features offset tuning; quieting control;
remote control. FM: 50 -dB quieting sens 38.8
dBf stereo; AM rej 70 dB; capture ratio 1.0 dB;
alt-ch sel 70 dB $1,100

KT -5020 AM/FM Tuner
Quartz -synthesis tuner. Features 20 station
presets; preset scan; wide/narrow bandwidth
selector; remote control. FM: 50 -dB quieting
sens 38.8 dBf stereo; AM rej 76 dB; capture ratio
2.5 dB (narrow); alt-ch sel 60 dB. AM: sel 30 dB.
171/4 x 33/4 x 121/2 in; 7.91b $269

Spectrum Series

KT -89 AM/FM Tuner
Quartz -synthesis tuner with programmable 2 -
event, 60 -min sleep timer. Features 20 station
presets, 12 with station name; preset scan. FM:
50 -dB quieting sens 38.2 dBf stereo; AM rej 68
dB; cap ratio 2.0 dB; alt-ch sel 50 dB. AM: sel 23
dB. 171/4 x 3 x 101/2 in; 5.5 lb $169

LUXMAN
T-117 AM/FM Tuner
Digital -synthesis tuner with twin FM detectors:
Features computer -analyzed tuning system;
dual -gate MOSFET front-end circuitry. 24 AM/FM
presets: selectable FWIF bandwidth; record -cal-
ibration button; FM fine tuning (25 kHz incre-
ments); timer -program button; auto-seek/man-
ual tuning button with indicator; IF wide/narrow
indicators. FM section: 50 -dB quieting sens 36
dBf; AM rej 70 dB; cap ratio 1.5 dB; alt-ch sel 80
dB (narrow); sir,: 78 dB (stereo). AM section: sag
48 dB $600

T-111 AM/FM Tuner
Digital -synthesis tuner with computer -analyzed
tuning system. Features 20 AM/FM presets;
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fine tuning (25 kHz increments): unattended
program recording; auto-seek/stereo'mute but-
ton with indicator. FM section: 50 -dB quieting
sens 38 dBf; AM rejection 68 dB; capture ratio
1.3 dB; alt-ch selectivity 60 dB; signal-to-noise
ratio 70 dB (stereo). AM section: s/N 52 dB. 171/4
x 21/2 x 81/2 in; 5.1 lb $300

MAGNUM DYNALAB
Elude FM Tuner
Features analog tuning; isolated power -supply
switching; dual AGC stage monitors. Digital dis-
play; high/low level audio outputs: auto -blend
circuit with manual defeat; panel meters for
continuous monitoring of RF signal input, multi-
path interference level and center -tune condi-
tion; stereo/mono switch; noise -activated mut-
ing system with manual defeat; switchable
wide/narrow IF bandwidth. Audioquest OFC in-
tercabling and Solen/Chatereauoux polypropyl-
ene capacitors used throughout. WBT connec-
tors. Optional upgrade available including
Kimber Kable AG sliver intercabling. Usable
sens 10.3 dBf (mono), 11.2 dBf (stereo); 50 -dB
quieting sens 13.2 dBf (mono). 34.0 dBf (ste-
reo); cap ratio >1.5 dB; alt-ch sel >70 dB
(wide). >80 dB (narrow): adj-ch sel 12.0 dB
(wide). adj-ch sel 30.0 dB (narrow); stereo sep
60.() dB; AM rej -70 dB. 19 x 31/2 x 13 in: 15
lb $1.295

FT -101A FM Tuner
Features mosFET front end; group -delay ceram-
ic filtering; analog tuning; auto -blend circuit
adjusts stereo separation. Instant -on capability
keeps tuner circuitry in standby; on/off switch
controls panel lighting. frequency display and
audio output; stereo -blend defeat: switchable
wide/narrow IF bandwidth; noise -activated
muting system with manual defeat; stereo/
mono switching; manual/auto frequency -con-
trol switching; panel meters for continuous
monitoring of RF signal input. multipath inter-
ference level and center -tune condition; rotary
tuning. Rack mountable. Usable sens 10.3 dBf
(mono). 11.2 dBf (stereo): 50 -dB quieting sens
13.2 dBf (mono). 34.0 dBf (stereo): capture
ratio 1.5 dB; alt-ch selectivity 60 dB (wide). 80
dB (narrow): adj-ch selectivity 9 dB (wide). 25
dB (narrow); stereo separation 60 dB; AM rejec-
tion -70 dB. 19 x 3Y4 x 13 in; 12 lb. Black.
champagne gold, or brushed silver $775

FT -I1 FM Tuner
Features IF amplification; MP% decoding circuit-
ry; group -delay circuitry; analog tuning; se-
quential blend circuit adjusts stereo separation
automatically. 3 programmable station presets;
rotary flywheel tuning; stereo/mono switch;
noise -activated muting system with manual de-
feat; panel meters for continuous monitoring of
RF signal input and center -tune condition. Us-
able sens 12.1 dBf (mono); 50 -dB quieting sens
35.3 dBf (stereo): stereo separation 50 dB; cap
ratio 1.5 dB: alternate channel selectivity 70
dB; adj-channel selectivity 12 dB; AM rejection
70 dB. 17 x 21/2 x 7 in; 101b $449

MARANTZ
ST 54CG AM/FM Tuner
Quartz -locked digital frequency -synthesis tun-
er. Features 24 -station preset memory (16 FM/8
AM, plus bandwidth setting for each preset):
retains memory for 2 weeks without AC or bat-
tery; switchable wide/narrow bandwidth. Gold
finish; rosewood side panels MOO
ST 54 BL. As above. without gold color and
rosewood side panels $420

ST 35 BL AM/FM Tuner
Features dual -gate MOSFET front end; 16 FM/8

AM presets; LED signal meter $300

MCINTOSH
MR -7083 AM/FM Tuner
Features 8 AM/FM station presets; KA. Multiplex
decoder; Spatial audio processor; signal -
strength -activated noise suppression; low -im-
pedance loopstick antenna; scan or manual tun-
ing; auto center channel AM station tuning. 50-
dB quieting sens. mono 15 dBf. stereo 37 dBf;
usable sens 11.25 dBf; AM rej >78 dB; cap ratio
1.5 dB; alt-ch sel 70 dB; FR 20-15.000 Hz +0.
- I dB; separation 50 dB. 161/2 x x 13 in;
15.5 lb $1,699

MISSION ELECTRONICS
Cyrus AM/FM Tuner
Digital synthesis. quartz-Ft.t. tuner with 59 AM
and 50 FM presets. Features magnesium multi -
die -cast chassis; aluminum die-cast cover and
front; toroidal transformer. Full -function re-
mote; programmable I5 -dB- volume control;
display shutdown; direct station access; scan
mode; handset -disable option; 2 -mode opera-
tion; automatic storing; flip and browse facility.
Nextel grey or matte -black finish. 17 x 3 x 131/2
in; 15 lbs $649

MUSEATEX
Melior IRO) FM Tuner
Sens mono 10.2 dBf, stereo 11.2 dBf; 5() -dB
quieting sens mono 13.2 dBf. stereo 34 dBf; cap
ratio 1.5 dB wide. 2.0 dB narrow; alt-ch scl 50
dB wide. 75 dB narrow; sep, 53 dB at 1,000 Hz;
rim 0.15% mono. 0.25% stereo at 1,000 Hz.
100% modulation; S/N 70 dB mono. 65 dB ste-
reo. 22.5 lbs $1,150

NAD
Model 4300 Monitor Series AM/FM Tuner
Features digital frequency -synthesis tuning; 8
AM,FM presets; IF wide/narrow; FM NR. Stereo
separation 55 dB: sel 80 dB; image rej 120 dB;
S/N >80 dB. Rack mountable $499

Model 4225 AM/FM Tuner
Features IF filters: switchable blend circuit. 14
random meow presets. sit,' >75 dB $249

NAIM AUDIO
NAT 01 FM Tuner
Features automatic bandwidth selection;
switches progressively from mono to full ste-
reo: power from separate power supply. Digital
frequency display increases in brightness to
indicate better tuning. Output level 250 mV/ch
at 100% modulation. 11Y4 x 3 x 8 in $2,995
NAT 02 FM Tuner. As above, with simplified
frequency filtering and no separate power sup-
ply $1.725

NAKAMICHI
ST -7 AM/FM Tuner
Tuner with Schott noise reduction. Features 5-

segment signal/multipath meter: PLL circuitry;
16 station presets; output -level controls IR L
independent). FM 111F sensitivity mono 1.7 µV
(10 dBf). stereo 3.9 µV (17 dBfl: FM usable
sensitivity mono 1.7 µV (10 dBf). stereo 3.9µV
(17 dBf); 50 -dB quieting sensitivity mono 2.7
µV (14 dBfl. stereo 14 µV (28 dBf); THD stereo
0.08%. mono 0.06% at 1.000 Hz: signal-to-noise
ratio 76 dB stereo. KO dB mono; Frequency
response 20-15.(XX) Hz , -± 1 dB; capture ratio
1.9 dB; sep 55 dB at 1.000 Hz; AM suppression
>60 dB; alt-ch rejection >60 dB. 171/2 x 21/2 x
111/2 in; 101/2 lb $795

ONIX AUDIO BY MUSIC HALL
Onix BWDI FM Tuner
Analog FM tuner with digital display and auto
mute. Adjustable AFC: 10 -dB antenna to reduce
signal overloading; external power supply $885

ONKYO
T-4300 AM/FM 'tuner
40 random-access presets with battery -free
backup: automatic scan tuning; classified mem-
ory presets with up to six classifications; RI
system remote compatible $200

Integra Series

Grand Integra T -G10 FM Tuner
Features 5 -mode APR (Automatic Precision
Reception) system that can be operated auto-
matically or manually to optimize reception: A/
B antenna, RF (distant/local). IF bandwidth
(wide/narrow/S-narrow), hi -blend lon/oft), and
stereo/mono. Battery -free memory backup;
chassis damping. Dual antenna inputs; 20 sta-
tion presets with scan; FM fine tuning: timer
preset programming; RI remote compatible.
Controller included. Wood side panels... $850

Integra 1-909011 FM Tuner
Features dual -mode ELI. circuit and Sonic Filter
Circuit to improve tuning accuracy. Features
same APR reception system offered in T -G10
tuner; power -supply filter. Dual antenna in-
puts; 3I -key remote control; 20 station presets
with scan; auto strongest -station memory: mul-
tifunction digital display; digital signal -strength
readout; timer preset programming; adjustable
output -level; FM fine tuning. Wood side panels.
50 -dB quieting sensitivity 37.2 dBf (stereo); cap
ratio 1.0 dB; s/N 85 dB (stereo); stereo sep 55 dB
1,000 Hz. 181/4 x 4 x 151h in; 18.7 lb $750

Integra1-4700 FM Tuner
4 mode APR reception system with manual
override: 7-varactor/mosFrr RF section; Isohex
power supply; 6 -category classified scan with
programmable alphanumeric to; 40 random-ac-
cess presets; full or category preset scan; FM
fine tuning (25 or 50 kHz steps); dual antenna
inputs; variable output; RI system remote com-
patible with supplied controller. $450

Onkyo Integra T-4500

Integra 1-4500 AM/FM Tuner
3 -mode APR reception system: IF bandwidth
(wide/narrow), hi -blend (on/off), and stereo/
mono; all modes can be overridden. Features
RF section with 5 varactor diodes. Antenna
attenuator switch; local/distant switch; 8 -seg-
ment signal -strength indicator; 40 AM/FM station
presets with classified memory scan; battery -
free memory backup; RI system remote compat-
ible. FM: 50 -dB quieting sensitivity 36.1 dBf
(stereo); cap ratio 1.3 dB; mg 73 dB (stereo):
stereo sep 45 dB at 1,000 Hz. AM: S/N 40 dB.
171/2 x 31/4 x 141/2 in; 8.8 lb $320

PARASOUND
T/DQ-260 II AM/FM Tuner
Quartz referenced, digital -synthesis tuner with
16 presets, 8 AM/8 FM; scan/manual tuning:
mono switch; ELI. tuning; regulated power sup -
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Command
Performance.

Introducing the new Adcom G1113-500 II Tuner/Preamplifier.
Only a few years ago, Adcom announced the dawn
of a new era by introducing its GTP-500 tuner/

preamplifier. Together with any of Adcom's critically
acclaimed power amplifiers, this unique audio product
has given thousands of cost -minded, serious music
lovers a quality alternative far superior to the common
receiver. The new, evolutionary GTP-500 II offers
a meaningful expansion of convenient features and
sonic performance.

Full Command Of Your Music System
Control your system's power on/off, select

pre-programmed FM and AM stations, scan the FM
dial, adjust volume level and select different sources.. .
all with Adcom's wireless remote controller. With
optional Adcom remote sensors and additional
loudspeakers, you can also enjoy your Adcom music
system in other rooms throughout your home.

For total music system integration, the GTP-500 II
remote sensors will also receive and retransmit
commands to a majority of remotely controlled
components, regardless of brand. This remarkable
design gives you full command of your entire music
system throughout your home and offers the ultimate
flexibility of integrating the remote features of
components manufactured by others.

Value Measured By Performance
The overall performance of the new GTP-500 II is

demonstrably superior through its evolutionary design

and the use of state-of-the-art component parts.
Adcom's unique, low -impedance RIAA compensation

provides lower noise and distortion in the phono input
stage. To further reduce noise and distortion in all
stages, all switching devices are buffered.

Long term adherence to circuit design objectives is
accomplished by utilizing 1% Roederstein resistors in
all critical applications as well as a new low -loss, printed
circuit board.

Through a careful balance of sensitivity and selectivity,
the GTP-500 II optimizes FM performance whether
you're in an urban or rural area. Design parameters,
including an improved IF stage, have been optimized
to translate into lower distortion. In fact, the quality of
FM stereo reproduction through the GTP-500 II is as
good as the broadcast itself.

More Sound, Less Money
Adcom stereo components have established a

reputation for sounding superior to components costing
two and three times as much. The new GTP-500 II
promises to keep faith with this tradition of more
sound for less money.

Its ability to command your entire music system by
remote control, and its exceptional sonic performance
are why so many experts consider the GTP-500 II
to be Adcom's
command
performance.

details you can hear

II Elkins Road, East Brunswick, NJ 08816 U.S.A. (201) 390-1130 Distributed in Canada by PRO ACOUSTICS INC. Pointe Claire, Quebec H9R 4X5
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TUNERS
ply. 50 -dB quieting sensitivity 37.7 dBf; alt-ch
sel 66 dB; TIID <0.05% mono, <0.1% stereo; FR
20-15010 Hz ±0.5 dB; cap ratio 1.2 dB. 171/4 x
21/2 x 91/2 in $295

PHILIPS
FT -50 FM Tuner
Features four -gang FM front end with dual -gate
mosEET design and selectable IF bandwidth. 30
random presets; manual and auto scan; direct -
access tuning with 10 front -panel keys; can be
controlled by RC -5 remote -controlled amplifi-
er $259

PIONEER
Ellie F -9I AM/FM Tuner
Digital synthesis tuner. Features ARTS (Active
Real -Time Tracing System) with IF filter; digital
decoding; 4 -ganged tuning capacitor: MOSFET
circuit; 24 AM/FM station presets; 3 -position
muting level; remote compatible: honeycomb
chassis. THD 0.02%: alt-ch sel 85 dB: s/N 92
dB $600

F-656 AM/FM Tuner
FM section: 50 -dB quieting sens. mono 15.9 dBf.
stereo 37.3 dBf; cap ratio 1.0 dB; s/N (at 80 dBf)
mono. 86 dB. stereo, 81 dB: FR 20-15,000 Hz,
+0.4. - I dB. 161/2 x 3% x 121/2 in $315

F-447 AM/FM Tuner
Features silent servo circuit to reduce beat
noise between MI. and microprocessor clock
frequencies; computer -controlled tuning sys-
tem; AM servo circuit. Random presets for 36
AM/FM stations; tuning -mode memory: digital
signal -level readout: stereo/mono switch. 16%
x 3% x 121/2 in: 7.7 lb $200

PROTON
AT -670 AM/FM 'tuner
MI. synthesis circuitry with Schotz II tuning.
Features rotary knob; 2 -color display: 18 FM. 9
AM presets: remote capability. 50 -dB sens 32
µV mono. 30µV stereo; AM rejection 65 dB; cap
ratio 1.0 dB; s/N 83 dB mono. 74 dB stereo. 181/2
x 4% x 15Y14 in; 15.51b $400

440 AM/FM Tuner
Features Scholz Noise Reduction; digital sta-
tion readout; 12 station presets: memory back-
up holds station settings for 2 weeks when
unplugged; adjustable rear -panel output level.
FM section: 50 -dB quieting sons mono (15.3
dBO, stereo (33.2 dBf); AM sup 60 dB; cap ratio
1.5 dB; sep 45 dB at I,(100 Hz; FM usable sons
mono 1.8 µV (10.3 dBf); Tim stereo 0.2%. mono
0.05% at 1,000 Hz: s/N 70 dB stereo. 75 dB
mono; FR 20-20,000 Hz ±0.2 dB: alt-ch rej 55
dB: adj-ch rej 90 dB. AM section: sens 300 µV
with built-in antenna. 161/2 x 21/2 x 91/4 in; 15
lb $300

QUAD
FM4 FM Tuner
Designed for use with Quad 44 prcamp. No
controls except 8 pushbuttons to store/recall
station presets, tuning knob, power switch;
bar -graph meter to indicate signal strength.
center -channel tuning. Dedicated microproces-
sor recalls desired station from memory. tunes
it, automatically sets muting, automatic fre-
quency control levels. Stations stored in memo-
ry remain for up to 5 years with power discon-
nected. Available in anthraci4e grey. Mono
distortion 0.05%. stereo 0.1%; cap ratio 2.5 dB:
sel 53 dB; image/IF rejection 80/100 dB; fre-
quency response 20-150)0 Hz +0. - I dB:
crosstalk 40 dB at I kHz; pilot -tone suppres-

sion 60 dB: deemphasis switchable 50/75 µsec;
8 x I Yt x in; 6 lb $695

REALISTIC BY RADIO SHACK
TM -I50 AM/FM Tuner
Features Pit. tuning: stereo/mono indicator/
switch: FM stereo LH); illuminated tuning dial:
built-in AM and FM antennas: terminal inputs for
optional external FM antenna: mini compact
chassis. 9 x 21/z x 6 in $60

REVOX
11260-S FM Tuner
Stores 60 preset stations with reception modes
in nonvolatile memory, allows user to arrange
stored stations into separate groups for scan-
ning. Signal-to-noise ratio less than 80 dB; total
harmonic distortion 0.07%: FR 20-15.000 Hz
±0.5 dB: 171/4 x 41/4 x 13 in; 15.51b.... $1.675
8160 FM -Tuner. Similar to above, stores 30
preset stations $795

ROTEL
RT870 AM/FM Tuner
Quartz -I'LL tuner with AM/ FM FM presets. Fea-
tures 4 regulated power supplies: active filter
network: shielded dual -gate mown- front end:
FM noise -filter selector: digital signal -strength
readout. 50 -dB quieting sens 37.2 dBf stereo.
14.8 dBf mono: AM rej 58 dB: cap ratio 1.0 dB;
alt-ch se! 60 dB wide. 80 dB narrow; s/N 75 dB
stereo. 80 dB mono; FR 30-15,000 Hz ± 0.5 dB;
sep 48 dB at 1.000 Hz. 171/2 x 2% x 127/1, in: 8.5
lb $399

RT850A AM/FM Tuner
Quartz -synthesis tuner with microprocessor
circuitry. Features dual -gate mosEET front end:
6 AM/6 FM presets. manual and autoscan tuning.
FM section: usable sons mono 2 µV (11.2 dBf).
50 -dB quieting sensitivity mono 3µV (14 6
dBf). stereo 40 µV (37.2 dBf): total harmone
distortion stereo 0.2%. mono 0.08% at 1.000
Hz; signal-to-noise ratio 73 dB stereo. 75 dB
mono; Frequency response 30-15.000 Hz +
-2 dB: capture ratio 1.0 dB: separation 48 dB
at 1,000 Hz: AM suppression 58 dB: AM section:
sens 3(() µV/m; signal-to-noise ratio 50 dB. 17 x
21/2 x 111/2 in; 8 lb $299

SANSUI
TU-X7I1 AM/FM Tuner
Quartz-Rt.i. synthesis tuner with digital decod-
er. Features RE -mode selector: IF -bandwidth
selector: record calibrator: 2 separate antenna
inputs: 30 random presets and numeric keypad
for station recall: preset scan. Usable sensitiv-
ity 10.8 dBf: 50 -dB quieting sensitivity 16.2 dBf
(mono); total harmonic distortion <0.009%
(mono), 0.02% (stereo): signal -noise ratio 98 dB
(mono), 91 dB (stereo); alt-ch selectivity 60 dB
(wide),75 dB (narrow). 17'/4 x 37/N x 121/2 in: 11.2
lb. Black finish $5(X)

TU-X3011 AM/FM Tuner
Quartz-mt. digital -synthesis tuner with 30 Am/
FM station presets. Features numeric keypad
for instant recall; 5 -sec preset scan. FM section:
50 -dB quieting sens 18.0 dBf (mono). 38.0 dBf
(stereo): signal-to-noise ratio 79 dB (mono). 73
dB (stereo): total harmonic distortion 0.1's
(mono). 0.15% (stereo). 17 x 2/Ii x 101/$ in: 6.2
lb. Black -matte finish $221

Abbreviations used within this
buyers' guide air explained

on pages 239-245.

SHERWOOD
TD -7010R AM/FM Tuner
Quartz -cu. synthesis tuning system. Features 3
pairs of IF ceramic filters; mosFET front end.
Digi-Link remote system; digital display; auto/
manual scan: 30 station presets with scan:
switch: 10 -segment signal -strength meter: hi -

blend switch: FM mute switch; AM bar antenna.
Usable lens 9.8 dBf; 50 dB quieting sens 36.I
dBf (stereo). 19.2 dBf (mono); FR 10-15 Hz ± 3
dB: Tim 0.25% (stereo). 0.15% (mono): stereo
scp at 1.000 Hz 50 dB; cap ratio 1.5 dB; alt-ch
sel 70 dB. 17% x 31/4 x81/4 in $200

TD -1120 AM/FM Tuner
Quartz-K.t. synthesis tuning system. Features
MOSFET front end. Digital display: 24 station
presets; auto -tuning: AM loop antenna. Usable
sens 11.2 dBf: 50 dB quieting sens 39.2 dBf: TttU
0.4%; stereo sep 45 dB at 1.(X1) Hz; FR 10-15 Hz
± 3 dB; capt ratio 2 dB: alternate -channel sel 60

dB. 17% x 31/4 x 81/4 in $150

SONY
Elite Series

ST-S730ES AM/FM Tuner
Features radial power -supply design; automat-
ic microprocessor -exclusion -circuit master
clock: wave -optimized IF system; WODD
wave- optimized direct detector/digital stereo
decoder: direct comparator circuitry. s/N 92 dB
stereo. 100 dB mono: Tito 0.0075% stereo.
0.004", mono; sensitivity 10.3 dBf/0.9 µv: se-
lectivity (at 4(0 kHz) 70 dB; sep (at I kHz) 70
dB. 181/2 x 3% x 141/4 in; 12.6 lb $550

SOUNDCRAFTSMEN
l'ro-Tuner Four AM/FM Tuner
Digital quartz-ru. tuner with 16 station presets:
5 -digit station readout; auto -scan tuning; and
active high -blend filter. I9 -in rack -mount front
panel. int, sensitivity 1.6 µV; S'N 75 dB: distor-
tion 0.08%. 19 x 2% x 12 in $179

SOUNDSTREAM
T -I AM/FM Tuner
Features defeatable blend circuit to reduce ste-
reo background noise by 9 dB: knob in 50.0(X)
Hz steps for tuning off -frequency stations: sep-
arate audio and switching power supplies. Fly-
wheel -assisted manual tuning knob for fine ad-
justment: 16 presets and station search:
strength indicator: R-1 remote accesses major
tuner functions. 50 -dB quieting sens 14.8 dBf:
AM rejection 60 dB: cap ratio 1.5 dB: alt-ch sel
65 dB: stru >82 dB mono >79 dB stereo: Tim at
6.0(8) Hz: 0.12% mono: 0.2% stereo. AM sec-
tion: s/N 20 dB: Tito 0.5'7, $795

SUMO
Aurora AM/FM Tuner
Digital -synthesis tuner with rotary tuning. Fea-
tures auto seek forward/reverse; 8 FM, 8 AM
presets: tunes FM in 50.000 Hz increments for
fine tuning; dynamic impulse noise -reduction
system: linear -phase IF filters. Gold-plated out-
put jacks. 50 -dB quieting mono 16 dBf. stereo
34 dBf; usable sens 11 dBf mono: alternate -
channel selection 75 dB: cap ratio 1.0 dB:
signal-to-noise ratio mono 85 dB. stereo 82 dB.
19 x 11/4 x 81/4 in $749

TANDBERG
3001 FM Tuner
Digital tuner with 8 FM station presets: it selec-
tivity for wide, normal, narrow bandwidth; lim-

88 STEREO BUYERS' GUIDE 1991



TUNERS
iter for AM suppression and interference rejec-
tion. FR 30-I5,(XX) Hz; IM 0.1% for wide. 0.15%
for normal. 0.5% for narrow; cap ratio 0.4 dB
for wide. I dB for normal, 3 dB for narrow. 171/4
x 31/4 x 131/4 in. 16.3 lb $2.199

3031 FM Tuner
Digital tuner with 16 FM station presets: manual
and automatic tuning: remote control. Cap ratio
1 dB; s/N 82 dB mono, 78 dB stereo: FR 0.5 dB -I
dB mono and stereo: IM 0.2% mono and stereo.
171/4 x 31/4 x 131/4 in, 10.75 lb $999

TECHNICS
ST -670 AM/FM Tuner
Twin -tuner design with 39 AM/FM station pre-
sets. Features Class AA circuitry; oc twin -
quartz circuitry; ix. linear switching MPS filter:
auto IF -bandwidth selection. 10 -key random ac-
cess; auto -scan; FM signal -strength indica-
tor $380

ST -6460 AM/FM Tuner
Quartz -synthesis tuner with 39 AM/FM station
presets. Features ix circuit construction: ix.
linear switching MPS filter; 19.0(X) -Hz pilot sig-
nal auto canceler; wide -band quadrature detec-
tor. Multifunction FL display; FM -mode switch
FM specs: sens 10.8 dBf; 50 -dB quieting sens
18.1 dBf (mono), 38.1 dBf (stereo); TIM 0.05%
(mono). 0.1% (stereo); siri 80 dD (mono), 73 dB
(stereo); FR 4-18.000 Hz +0.5/- 1.5 dB; alt-ch
sel 65 dB; cap ratio 1.0; image rej 55 dB: AM rej
55 dB; stereo sep 50 dB at 1.000 Hz. 40 dB at
10,000 Hz $240

VECTOR RESEARCH
VU -1000 AM/FM Tuner
Quartz-PLi tuner with 16-AM/FM presets; memo-
ry back-up. auto scan. FR 30-15,000 Hz: THD
mono/stereo 0.08%/0.2%: S,N mono/stereo 82
dB/77 dB $220

YAMAHA
TX -2000 AM/FM Tuner
24 station presets. Features computer servo
lock tuning; digital fine tuning; multistatus sta-
tion memory; 2 -mode station display; RS re-
mote control compatibility: 4 tuning modes; 2
position ii -mode selector: ch sel 90 dB. In-
cludes remote control. Titanium finish with
side panels. $749

TX-930TI AM/FM Tuner
24 station presets. Features computer servo -
lock tuning; digital fine tuning; 2 -position IF
mode selector; 2 antenna inputs with selector
switch; high -blend function; high -gain AM loop
antenna; RF attenuator on/off switch. 24 -seg-
ment signal meter; 6 way multistatus station
memory; optional RS compatible remote con-
trol: rounded front -panel design. Titanium fin-
ish $399
TX -930. Same as above, but with a black fin-
ish $399

TX-530Ti AM/FM Tuner
PLL IF count synthesis tuning. Features 20 sta-
tion presets: 4 -way multistatus station memory;
high -blend switch: 24 -segment signal -quality

meter; : position 1F -mode selector with indica-
tors; low -impedance, high -gain AM loop anten-
na; auto search and manual tuning; RS system -
remote control compatibility. Titanium finish. 9
lb $329
TX -530. Same as above, but with a black fin-
ish $329

TX -540T1 AM/FM Tuner
PLL IF count synthesis tuning. Features 2 -posi-
tion IF -mode selector. 20 station presets; 4 -way
multistatus station memory; high -blend switch;
24 -segment signal -quality meter; low -imped-
ance, high -gain AM loop antenna; auto search
and manual tuning; RS remote control compati-
bility. Titanium finish. 9 lb $299
TX -540. Same as above, but with a black fin-
ish $299

TX-330Ti AM/FM Tuner
PLL-synthesis tuner with 16 station presets.
Features 3 -way multistatus station memory; 5 -
segment signal -quality meter; low -impedance,
high -gam AM loop antenna; auto search and
manual tuning; RS remote control compatibil-
ity. Titanium finish $249
TX -330. As above, black finish $249

TX340 AM/FM Tuner
PLL-synthesis tuner with I6 -station random ac-
cess presets. Features 3 -way multistatus sta-
tion memory; auto stereo or manual mono
mode selector; 5 -segment signal meter; auto
search; RS integrated system remote control
compatibilty; rounded front panel. Black fin-
ish $199

Noted audio critics agree
about the new PS3 Speaker System:

"The speakers that have caught my ear in the past fev,
months have been small and remarkably compact"

"..you can hear the bass evenly throughout the room
regardless of where you put the woofer."

"The sound was lively, full of punch and power, and
extremely true on the nuances.."
- Howard Blumenthal,

HI -TECH HOME
"Imaging was well focused.
The PS3 also sounded
startling for its dimin-
utive size, with lots of
presence and warm.
rich bass"
- CD Review

"..the PS3 satellites sound smooth
and natural. They do their job with
clarity.." "The woofer continues
the smooth work.."

"....mpressive imaging. All the instru-
ments and voices seem to be
in just the right place"

"If the PS3 speakers were sold
like magic elixirs, I would have
bought a case!"
- Rich Warren,

Chicago Tribune
"...any listener would assume that

another, larger system was playing.
The sound in our listening room was

smooth and well balanced.."
- Julian Hirsch, Stereo Review

Don't choose any speaker system without first hearing and
seeing the new PS3. Visit a Design Acoustics dealer near you.

DESIGN 
ACOUSTICS

nn,C0 COrlpony

1225 Commerce Dom Slow. OH 44224.(2161686-2600

Dial 1-800-933-9022
for dealer names, full reviews,
color brochure, and details on a
no -obligation home trial.
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COMPACT  DISC  PLAYERS

ACCUPHASE BY MADRIGAL
DP-SOL/DC-81E Dual -Chassis CD Player
20 -hit. 8x-oversampling digital filter per chan-
nel. 20 -bit discrete D/A converter in separate
processor section. Features Master clock prin-
ciple; linear motor -driven laser pickup with 8 -

bit microprocessor control accesses any track
in less than I second: nonresonant mechanism
construction with aluminum die-cast frame and
floating suspension: etc 3 -pole Butterworth -

type active filter; 21 optoisolators in each chan-
nel; three sampling frequencies and 6 inputs (3
optical, 3 coaxial); noise shaper and de -empha-
sis circuitry: direct -coupled output stage with
0 -dB gain buffer; two unbalanced and one bal-
anced outputs. Remote control RC -2 included.
FR 4-20.000 Hz. ±0.3 dB; THD 0.002%; S/N 120
dB; ch sep 112 dB; sampling freq 32. 44. 48
kHz. CD player: 181/4 x 51/4 x 141/4 in. Digital
processor: 181/4 x 51/4 x 141/4 in $13,000

DP -70 CD Player
4x oversampling. discrete D/A converter. 5 -pole
DIC Butterworth low-pass filters; isolating opto-
couplers: independent power supply for digital
and analog circuits: 4 optocouplers input digital
data, latch -clock signal deglitch signal to D/A
converter: directly coupled 0 -dB -gain buffer
amp as output stage with push-pull ix. servo
direct coupling: metal shielding; passive ele-
ments and buffer amp in de -emphasis circuit.
Play, track search, pause on front panel; num-
ber keypad. stop, repeat (all. I. phrase), index
search, display (track and index or time), scan,
and output -level controls behind panel; fixed
and variable RCA outputs: XI.R balanced out-
put: 75 -ohm coaxial cable output; optional
wide -band optical -fiber output; digital output
pins; track selection in <I sec with linear mo-
tor. Ceramic -composite resin -floating mount-
ing; legs lathed from pure brass bar: hairline-
finish golden panel and natural persimmon
sideboard. FR 4-20,000 Hz, _0.3 dB: THD
0.002%; S/N 115 dB; ch sep 110 dB; 181/4 x 51/4 x
141/4 in; 46.3 lb $7,600

ACOUSTIC RESEARCH
CD -06 CD Player
4x oversampling. I6 -bit dual D/A converters.
Computer -driven laser -swing arm: dual DA
converters: random-access programming of up
to 20 tracks; scanning. play, pause, and volume
performed by remote control. Fixed -level and
variable output: digital output. FR 4-20.000 Hz.
± 0.5 dB; 1-m0.007%; siN 105 dB; ch sep 92 dB.
171/4 x 3Yit x 97% in; 12.3 lb $500
RC -03. Remote control for above $25

ADC
CD Player

CD -1000E CD I'layer
I6 -bit linear D/A converter. Features multifunc-

tion remote control; random 16 -track program-
ming: skip forward/back; ff/rev; repeat track.
disc, or program; 7 -pole (7th -order) analog fil-
tering; 3 -beam laser. Displays current track
number, elapsed time of current track, remain-
ing time on disc, program on disc, program in
memory. Frequency response 20-20010 Hz,

0.5 dB; THE) 0.005%; signal-to-noise ratio 96
dBA. 17 x 31/2 x I I% in; 10.5 lb $249

CD Changers

Model 1440 CD Changer/Receiver
4x oversampling. 16 -bit DiA converter, 6 -disc
magazine and single -disc tray. built-in AM/FM
receiver. Features 3 -beam laser: two pairs of
inputs for tape and video sources: speaker and
headphone outputs; 32 -track programming:
programming for 10 magazines: random play;
LCD indicators; remote control; 16 FM/8 AM pre-
sets; black finish. 60 W/ch into 8 ohms: FR 20-
20,000 Hz -±-0.5 d13; situ 88 dBA: 17 x 41/4 x 14 in;
23 lb $700
Model 1446. As above, white finish $700
Model 1320. Similar to above. Black finish: 25
W/ch into 8 ohms; no single -disc tray. 81/2
lb $600

ADCOM
GCD-575 CD Player
4x oversampling. dual 16 -hit D/A converters.
Selectable analog frequency/phase contouring
circuitry, fixed and variable outputs, 3 -beam
laser, plays 3 -in CD's. Programs up to 24 tracks
in any sequence: repeats disc, track, program,
or any selected sequence or phrase; audible fast
scan and fast forward. Displays total tracks up
to 20. Timer display. Remote transmitter. FR 5-
20,000 Hz +0.1, -0.5 dB; siNi 105 dB; THD
0.0025%; ch sep 95 dB: IM 0.00018%: 17 x 3'/ x
111/4 in; 12 lb: black $600
GCD-575. White front panel $650

a/d/s/
Atelier CD4 CD Player
2x oversampling, I6 -bit D A converter. Features
3 -beam laser: multiple power supplies to isolate
digital and analog stages; servo laser -intensity
system adjusts focus intensity depending on
quality of disc to maximize performance; brick -
wall digital filter works with multiple -pole low-
pass filter: error correction uses variable -size
window. I6 -track programming; repeat disc,
track, phrase, or program: random access by
time within a track: access by index point;
audible fast search: displays elapsed time from
track start, remaining time to disc end. track/
program selection number, index, program in
memory; optional remote control via RC1. FR
20-20,000 Hz. ± 0.25 dB; inn < 0.01%. 20-
20.001) Hz, 0 dB: sii4 >102 dBA. 1000 Hz, 0 dB:
ch sep >86 dB, 20-20,000 Hz. 20 lb $850
RCI. Unified remote control: for above and
other a/d/s/ components $150

CD Players

AIWA

XC-005 CD Player
8x oversampling. dual I8 -bit u s converters.
Features optical/coaxial digital -outputs; 3 -

beam laser; auto blank system. 2 -way peak
search for recording: disc -file memory: 30 -

track programming; auto/manual 2 -way pro-
gram edit; 3 -way repeat; program time counter;
20 -selection music calendar; 3 -in CD compati-
bility: index search and timer standby mecha-
nism: random: repeat; headphone jack with
level control. Includes wireless remote control.
I It 4-20,000 ±0.3 dB:111)0.0025% at 1,000 Hz:
SN 110 dB; ch sep 100 dB at 1.000 Hz. 17 x 41/2 x
IPA in; 11.5 lb $550

XC-004 CD Player
4x oversampling, 18 -bit dual D/A converters.
Features linear bit shift system: 3 -beam laser;
auto blank system. 20 -track programming; 20-
selection music calendar; peak search; manual
program edit; 3 -way repeat; program time
counter; 3 -in CD compatibility; index search
and timer standby mechanism; random; repeat:
headphone jack with level control. Includes
wireless remote control. FR 20-20,000 ± 0.5 dB:
Tim 0.004% at 1,000 Hz; sm 105 dB; ch sep 90
dB at 1,000 Hz. 17 x 41/2 x 131/4 in; 10.6 lb $440

XC-002 CD Player
4x oversampling. Features 3 -beam laser; auto
blank system. Peak search; manual program
edit; 20 -track programming; 20 -selection music
calendar; 3 -way repeat; 3 -in CD compatibility;
index search and timer standby mechanism;
random: repeat; headphone jack. Includes
wireless remote control. FR 20-20,000 -20.5 dB;
THD 0.004% at 1.000 Hz; sits 100 dB; ch sep 90
dB at 1,000 Hz. 17 x 41/2 x 131/2 in: 10.41b $300

CD Changers

XC-M800 CD Changer
8x oversampling, dual 18 -bit D/A converters. 5-
disc carousel. Features optical digital output.
32 -track programming; 3 -in CD compatibility:
3 -way repeat; continuous playback; random
play; 10 -key music selection and 5 -key disc
selection; headphone jack with level control.
Includes wireless remote control. FR 2-20,000
11.5 dB; total harmonic distortion 0.005%:
signal-to-noise ratio 100 dB; ch sep 95 dB. 17 x
4 x 141/4 in: 12.1 lb $420

XC-M600 CD Changer
4x oversampling. dual D A converters. 5 -disc
carousel. Features 32 -track programming; 3 -in
CD compatibility: 3 -way repeat; continuous
playback; random play: 10 -key music selection
and 5 -key disc selection. Includes wireless re-
mote control. FR 2-20,000 1.5 dB: THD 0.04%;
sN 90 dB; ch sep 85 dB. 17 x 4 x 141/4 in; 12.1
lb $110
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Portable CD Systems

CA-DW8 Portable CD System
Dual cassette deck, digital -synthesis tuner. 4 -
hand EQ. detachable 5 -in speakers. 4 -in active
subwoofer. Features 16 -track programming; 3 -
in CD compatibility; CD -out terminals. Detach-
able speakers: 3.2 W/ch min rms into 4 ohms
from 200-10,000 Hz with <10% THD. Sub -
woofer: 10 W min rms into 4 ohms from 40-200
Hz <10%ino. 261/41x 7'/ x 11'/4 in; 17.6 lb $440
CA-DW6. As above, fewer non -CD fea-
tures $400

CSD-XW 505 Portable CD System
Dual cassette deck, digital -synthesis tuner. 4 -in
speakers. Features 20 -track programming/mu-
sic calendar; 3 -in CD compatibility; synchro
CD -to -tape dubbing; Amplifier section: 5.4 W/
ch min rms into 6 ohms from 200-10,000 Hz
with <10% THD. 251/4 x 7 x 101/2 in; 15 lb . $370

CSD-XW305 Portable CD System
Dual cassette deck, digital -synthesis tuner, 4 -in
speakers. Features I6 -track programming; 3 -in
CD compatibility; synchro CD -to -tape dub-
bing. Amp section: 2.4 W/ch min rms into 16
ohms from 200-10,000 Hz with <10% -rum 251/4
x 7 x 81/2 in; I I lb $302

CSD-XL205 Portable CD System
Cassette deck, digital -synthesis tuner. 4 -in
speakers. Features 16 -track programming; 3 -in
CD compatibility; synchro CD -to -tape dub-
bing; Amp section: 2.1 W/ch min rms into 5
ohms from 200-10,000 Hz with <l0%THD. 23 x
61/4 x 71/2 in; 8.4 lb $250
CSD-XL202. As above, fewer non -CD features.
7.9 lb $220

Aiwa CSD-X W505

ARCAM
Delta 170 CD Transport
For use with outboard digital -to -analog con-
verter. Features a fully -floating die-cast single -
beam laser mechanism mounted on damped
sandwich construction aluminum chassis; 64K
adaptive error correction; master oscillator
with dedicated transformer and power supply is
optically isolated from servo and microproces-
sor circuitry. Includes multifunction re-
mote $1,295

Delta 70.2 CD Player
4x oversampling. dual 16 -bit digital -to -analog
converters. Features 20 -track programming; 3 -
speed search; track skip; direct/variable audio
outputs; headphone output; digital output. Fre-
quency response 10-20,000 ±0.1 dB; signal-to-
noise ratio 105 dB: dynamic range 96 dB. 17 x
31/2 x 10% in; 14 lb. Black $1,195
Remote $100

Alpha CD Player
4x oversampling. dual I6 -bit digital -to -analog
converters. Features 3 -speed search; track
skip; 20 -track programming. Frequency re-
sponse 20-20.000 Hz ±0.1 dB; signal-to-noise
ratio 101 dB; dynamic range 96 dB. 17 x 34 x
11'/- in; 8.14 lbs. Black $799

ARISTON ACOUSTICS BY
EUROSOUND

Ariston CD Player
4x oversampling. 6 -bit dual D/A converters.
Swinging arm laser scanning assembly; error
warning and active functions: remote control:
track replay/skip: gold-plated outputs: digital
and analog outputs; headphone output; auto-
matic play of whole disc; 3 -in CD compatabi-
lity. FR 2-20.000 Hz; sag >100 dB; THD
<0.0025%. 12 x 3Y4 x 111/4 in $799

AUDIO BY VAN ALSTINE
Transcendence FET-Valve CD Player
4x oversampling and dual I6 -bit D/A converters.
Features Class -A compound hybrid vaccuum
tube/mosFE-r driver circuits; toroidal power
transformer; regulated power supply; exact -
channel phase -gain tracking. Drawer loading;
20 -track programming; repeat; shuffle play;
time and track display; 3 -speed music search
with cueing; CD -single compatibility; wireless
remote control. 161/2 x 3 x 11 in; 12 lb .. $1,195

Omega CD Player
4x oversampling and dual I6 -bit taiA converters.
Features custom hybrid output stages and film
coupling capacitors; filter drivers with 1/2 -amp
current drive at 200 V/Asec; exact channel
phase -gain tracking. Drawer loading; 20 -track
(and index number) programming; repeat; skip
forward/back; time/track display. Wireless re-
mote control optional. 161/2 x 3 x 111/2 in; 9
lb $495

Fet-3i CD Player
4x oversampling and dual I6 -bit o/A converters.
Features fast (30 V/Asec) integrated circuit au-
dio stages, and film -coupling capacitors; exact
channel phase -gain tracking. Drawer loading;
20 -track (and index number) programming; re-
peat; skip forward/back; time/track display.
Wireless remote control optional. 161/2 x 3 x
111/2 in; 91b $295

BANG & OLUFSEN
Beocenter 9500 CD System
Programmable, multiroom, remote -controlled
CD player, cassette deck, AM/FM receiver with
sensi-touch glass panels and large illuminated
displays. CD player: 4x oversampling; dual 16 -
bit D/A converters; track search; programming
facilities; 3 -in CD compatibility. Cassette deck:
automatic Dolby B. C NR; Dolby HX Pro;
autoreverse; auto -track search; auto rec level.
Frequency -synthesis tuner: 20 station presets.
General: line-in/out connectors; can send status
information for display on Beolink 7000 AA/
system controller. Includes Beolink 1000 wire-
less remote control. CD: FR 3-20.000 Hz ±0.3
dB; sits >100 dBA; THD 0.0025% at 0 dB; ch sep
>101 dB. Cassette deck: way <0.09% wrms; FR
30-18,000 Hz -1- 3 dB (chrome); ch sep >35 dB;
S/N Dolby B >64 dB, Dolby C >73 dB (metal);
Dolby B >65 dB, Dolby C >74 dB (chrome).
Amp: 30 W/ch cont rms into 8 ohms from 20-
20.000 Hz ± 1.5 dB with <0.1% THD; IM <0.1%;
damping factor 50; sits >78 (phono). >80 dB
(tape); ch sep >60 dB at 10.000 Hz. FM section:
usable sens 19 dBf (stereo); 50 -dB quieting sens
40 dBf (stereo); THD 0.2% (stereo); IM 0.1%
(stereo); S/N 70 dB (stereo); cap ratio 1.7 dB;
adj-ch sel 10 dB; alt-ch sel 70 dB: AM rej 57 dB:
ch sep 45 dB (stereo). 30 x 41/2 x 131/2 in; 31 lb.
Polished aluminum/glossy black $3,500

Beogram 6500 CD Player
4x oversampling. dual I6 -bit D/A converters.
Integrates into the Beosystem 6500. Features
wide range of programming capabilities; 3 -in

CD compatibility; displays: track time, elapsed
playing time, remaining time, track index and
number. FR 3-20.000 Hz ±0.3 dB; sit.' > 110
dBA: THD < 0.0025% at 0 dB; ch sep > 101 dB.
161/2 x 3 x 12Y4 in; 14.1 lb. Polished aluminum
with glossy black or glossy white $1,140

Beogram 4500 CD Mayer
I6 -bit oversampling, dual 13/A converters. Inte-
grates with Beosystem 4500 for full remote
control. Bessel elliptical analog filter; separate
power supplies for digital and analog sections.
Skip forward/back; direct access by track num-
ber; plays 3 -in CD without an adaptor. Black
and silver finish. FR 3-20,000 Hz. -1-0.3 dB; S/N
110 dBA; THD 0.0025%; ch sep >101 dB; dy-
namic range >96 dB. 161/2 x 3 x 121/4 in; 10

lb $800

CALIFORNIA AUDIO LABS
Aria Mk III CD Mayer
8x oversampling and 18 -bit hand -trimmed o
converter with hybrid analog output stage.
61/18 vacuum tubes, FET, and bipolar transistor
in analog stage; sprung suspension transport:
laser pickup with precision -ground optical
lenses; star grounding: separate power trans-
formers for electro-mechanical. analog, and
digital circuitry; 22 separate regulated local
power supplies. 28 -function remote control. FR
10-20.000 Hz +0, -1.8 dB; sit4 98 dBA at 1.000
Hz; THD 0.005% $2,395

Genesis CD Player
32x oversampling with I -bit MASH technology.
Pulse -width control circuitry; discrete FET ana-
log stages with balance output; optical digital
output; upgradable computer -grade plug-in
modules contains all digital electronics $1,695

Tercet MK Ill CD Player
8x oversampling and I8 -bit hand -trimmed Din
converter with dual orthogonal, optical -fast
asymmetrical power supply with gallium phos-
phide optical current source. DC coupled output
stage; 23 separate regulated power supplies;
Err input; 24 -bit digital filter; custom clock
module. EMI filter. 28 -function remote control;
options' plug-in digital out for either coaxial or
optical applications. FR 5-22,000 +0, -0.5 dB;
dynamic range 106 dB; sits 103 dB; Tim 0.01% at
1,000 Hz; ch sep 91 dB $1,295

Icon CD Player
8x oversampling and I8 -bit hand -trimmed DA
converter. 5 separate regulated power supplies;
24 -bit digital filter; FET input; custom clock
module: EMI filter. 28 -function remote control;
optional plug-in digital out for either coaxial or
optical applications. FR 5-22,000 +0. -0.5 dB;
dynamic range 105 dB; sin( 95 dB; mo0.005% at
1,000 Hz; ch sep 91 dB $750

CAMBRIDGE AUDIO
CD3 CD Player
I6 -bit. 16x oversampling digital filter. Utilizes
CDMI/mk2 fully suspended, die-cast aluminum
chassis and transport mechanism; toroidal
transformer; discrete power supplies for both
digital and analog stages; no analog filtering
stage: optical and digital output. 20 -track pro-
gramming; 3 -speed search; track and index
point selction; wireless remote control. Dy-
namic range % dB; sits >100 dB; ch sep >100
dB; MD 0.0025% at 1.000 Hz $1,860

CARRERA
CD-340DR CD Changer
4x oversampling, I6 -bit dual D/A converter, 6 -
disc capacity. Features fixed line outputs, and
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headphone jack; shows elapsed time for disc
and track. 32 programmable selections; repeat
disc, track, and program. FR 20-20,000 Hz ±0.5
dB; THD 0.009%; S/N 96 dB. 13 lb $250

CD -3200 CD Player
2x oversampling. I6 -bit D/A converter Features
fixed line outputs, and headphone jack; shows
elapsed time for disc start. Repeat disc, track
and phrase. FR 20-20,000 Hz ±0.5 dB; THD
0.01%; S/N 95 dB. 9 lb $200

CD -3300R CD Player
I6 -bit dual cm converter. Features remote con-
trol; music calendar; direct keyed access. 3 -in
CD compatible; shuffle play. FR 20-20,000 Hz;
siN 100 dB; THD <0.0004%. 17 x 31/4 x 12, 9.9
lb $200

CARVER
TLM-3600 CD Changer
8x oversampling, dual 18 -bit D/A converters.
Features Digital Time Lens sound enhance-
ment circuitry. 10 -disc magazine; 32 -track ran-
dom programming; intro scan; random play;
search, repeat, skip, scan functions; remote
control. FR 5-20.000 Hz ±0.2 dB; THD 0.005%;
stN 110 dB A -weighted. 19 x 4'/ x 131/4 in . $700

TL -3300 CD Player
8x oversampling and dual I8 -bit D/A converters.
Features Digital Time Lens circuitry for AAD
CD's to restore original ambient effects. 22-
track programming with dedicated keypads on
remote and panel; 3 -in CD capability; 3 -way
repeat; skip and scan functions; remote com-
patible with Carver receivers. FR 5-20,000 Hz
±0.2 dB; THD 0.002% at 1,000 Hz; sir; 100 dB;
ch sep 90 dB; dynamic range 100 dB. 8 lb $700

TL -3220 CD Player
8x oversampling, dual I8 -bit D/A converters.
Features Digital Time Lens sound enhance-
ment circuitry. 32 -track random programming;
intro scan; random play; search, repeat, skip.
scan function; remote control. FR 5-20,000 Hz
±0.2 dB; THD 0.003%; s/N 100 dB A -weighted.
19 x 31/2 x 12 in $530

TL -3200 CD Player
8x oversampling and dual I6 -bit D/A converters.
Features Digital Time Lens circuitry for AAD
CD's to restore original ambient effects. 32-
track programming with dedicated remote key-
pad; remote volume control; shuffle play with
delete option; intro scan; 3 -in CD capability; 3 -
way repeat; skip and 2 -speed scan functions;
remote compatible with Carver receivers. FR 2-
20.000 Hz ±0.2 dB; THD 0.005% at 1,000 Hz;
SIN 100 dB: ch sep 90 dB. 8.5 lb $450

TL -3100 CD Player
4x oversampling and I6 -bit D/A converter with
5th order analog filters. Features Digital Time
Lens circuitry for AAD CD's to restore original
ambient effects. 16 -track programming with
dedicated remote keypad; 3 -way repeat; skip
and scan functions; remote compatible with
Carver receivers. Frequency response 2-20,000
Hz ±0.2 dB; total harmonic distortion 0.005%
at 1.000 Hz; signal-to-noise ratio 96 dB; ch sep
80 dB; dynamic range 100 dB. 7 lb $350

CASIO
Portable CD Systems

CD -950 Portable CD System
Horizontal top -load CD player with AM/FM tun-
er; dual cassette deck; 2 -way. 4 -speaker de-
tachable system; 5 -band graphic equalizer; pro-
gramming capability; repeat, search, skip, and

pause CD functions. Power 3.5 W/ch. 25% x 91/2
x 91/4 in. 15.25 lbs. $340

CD -980 Portable CD System
Horizontal top -load CD player with AM/FM tun-
er; dual cassette deck; 3 -band graphic equaliz-
er; programming capability. Power 3.5 W/ch.
241/4 x 9'/N x 81/4 in. 11.25 lbs. $290

CITIZEN
Portable CD Systems

CBM 50001T Portable CD System
CD player with 2x oversampling. cassette play-
er/recorders. and AM/FM tuner. Features 30 -se-
lection programmable memory; 3 -beam laser;
accepts 3 -in CD's without adaptor. CD: FR 8-
20.000 Hz; THD 0.3%; S/N 85 dB; Tape: FR 125-
8.000 Hz; siN 55 dB: wiF 0.18%. 141/4 x 3 x 10 in;
5.25 lb $300

CBM System 777 Portable CD System
CD player with 2x oversampling, I3 -bit DA
converter, AC adaptor. earphones, and ASP 777
power speakers. Features 3 -beam laser. Play/
pause; skip/scan; forward/reverse; repeat:
headphone volume. CD: FR 20-20.000 Hz: THD
0.08% sir.' 80 dB. CD: 5% x 6% x I% in ... $190

Portable CD Players

CBM 8700 Portable CD Player
Features voice -cancel function to eliminate vo-
cals digitally; digital key controller to change
key of music maximum 4.5 semitones; can
change ± I octave from original voice; micro-
phone -mixing feature; comes with AC adaptor,
vocal mic; plays 3 -in CD's. 16 -function pro-
grammable memory; repeat; forward/reverse;
skip/scan; base -boost switch. FR 20-20,000 Hz

I dB; THD 0.04% at 1000Hz; S/N 90 dB; dy-
namic range 86 dB; ch sep 75 dB. 103/4 x 1 Yg x
71/4 in $299

CBM 50-CP/S Portable CD Player
2x oversampling, I6 -bit Din converter. Features
3 -beam laser; receives 5- or 3 -in CD compatibil-
ity; clear see-through case; antishock mecha-
nism; comes with 4 AA batteries. Play/pause;
stop; skip forward/back; repeat; hold. FR 20-
20,000 Hz; THD 0.07%; S/N 92 dB. 5 x 11/4 x 51/2
in; I lb $245

CBM 2200 Portable CD Player
2x oversampling, I6 -bit D/A converter. Features
antishock circuit that pauses after shock, then
automatically resumes play at point on disc
where disrupted. I6 -track random program-
ming; 3 -beam laser; memory clear; memory
back-up; skip forward/back; repeat track; auto
shut-off; headphone jack with adjustable output
and audio level; inputs/outputs for pc plug.
headphone jack; line-out jack; AC adaptor/
charger; earbuds; carrying belt; patch cord;
rechargeable battery pack. FR 20-20.000 Hz;
THD 0.07% at 1.000 Hz; S/N 92 dB. 5 1/4 x 1'/ x
5''/in; I lb $220

CONRAD-JOHNSON
DFI CD Player/Preamplifier
Dual D/A converters, built-in preamplifier. Fea-
tures noise -shaping circuitry that yields 16 -bit
resolution. Preamplifier features discrete FET
analog circuits with discrete regulated roc power
supplies. Level control; aux and tape inputs;
tape output. CD player: output 1.1 V; FR 5-
19,000 Hz ±0.5 dB; hum and noise >85 dB
below 1.0 V; total harmonic distortion <0.25%
at rated output. Preamplifier: gain 26 dB; max
output 5 V; frequency response 5-100,000 Hz;
hum and noise >82 dB below 1.0-V output;

total harmonic distortion <0.25% at rated out-
put. 19 x 3% x 12 in; 19 lb $1,595

CROWN
Portable CD Systems

CD -I0 Portable CD Player
CD player with 3 -beam laser pickup. Features
auto -power -off; battery indicator. Skip, pause,
search, and random -play functions; headphone
jack. AC adaptor or rechargeable battery. 3% x
11/4 x 37/K in; 0.63 lb $419

CD -500 Portable CD System
CD player with 3 -beam laser pick-up; AM/FM
stereo; dual autoreverse cassette decks. Fea-
tures I6 -track CD programming; repeat all
tracks or one; high-speed dubbing; built-in mic;
headphone jack; 3 -in CD adaptor. Powered by
AC or 8 D batteries. 28 x 5 x 7 in $360
CD -300. As above, with skip function; balance
control. 22 x 6 x 6 in; 8.75 lb $326
CD -S8100. As above with 3 -band EQ and DBSS
control; no random program, repeat tracks.
adaptor. 26 x 10 x 11 in; 15 lb $249
CD -560. As above with 3 -band graphic EQ,
random CD play. 23'/- x 8'/- x 8% in; 10.5 lb$219
CD -565. As above with skip function, balance
control; no random CD play. 23% x 7 x 8 in$199
CD -270. Same as CD -560, single cassette; no
adaptor. 221/4 x 61/2 x 61/4 in; 8.5 lb $179
CD -255. As above with skip function; no EQ,
random CD play. 22 x 61/4 x 61/4 in $149

DENON
DCD-3560 CD Player
20 -bit. 8x-oversampling digital filter, four 20 -bit
LAMBDA converters. Features four MSB lin-
earity adjustments per converter; optical isola-
tion between digital and analog stages; pick-up
chassis of nonresonant bulk molding com-
pound; 20 -track programming; random play;
remote volume control; direct track access;
index mode; time search; 3 -way repeat; auto
space; auto edit; timer play; dimmer display;
music -calendar program display; 3 -in CD com-
patibility; optical and coaxial digital outputs;
balanced analog outputs; Denon integral sys-
tem. FR 2-20,000 Hz ±0.2 dB; S/N 120 dB;
dynamic range 100 dB; THD 0.0015%; ch sep 110
dB at 1.000 Hz $1,500

DCD-2560 CD Player
20 -bit, 8x-oversampling digital filter, four 20 -bit
LAMBDA converters. Features MSB linearity
adjustments; I 6x-oversampling optical isola-
tion between digital and analog stages; pick-up
chassis of nonresonant bulk molding com-
pound; Digital pitch control with ±9.9% range
in 0.1% steps; digital fader: peak -search mode;
20 -track programming; random play; remote
volume control; direct track access; 3 -way re-
peat; auto space; auto edit; timer play; dimmer
display; music -calendar program display; 3 -in
CD compatibility; optical and coaxial digital
outputs; compatible with Denon integral sys-
tem. FR 2-20,000 Hz ±0.2 dB; S/N 116 dB;
dynamic range 100 dB; THD 0.0018%; ch sep 110
dB at 1.000 Hz $750

DCD-I560 CD Player
20 -bit, 8x-oversampling digital filter, dual 20 -bit
converters with MSB linearity adjustments. Op-
tical isolation between digital and analog
stages; pick-up chassis of nonresonant bulk
molding compound make. 20 -track program-
ming; random play; remote volume control: di-
rect track access; index search; time search; 4 -
way repeat; auto space; auto edit; timer play;
on/off display; music -calendar program display;
3 -in CD compatibility; optical and coaxial digital
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There's More to Monster Cable
Than Meets the Eye.

Interlink' 400
An Audiophile Best Buy

A lot of cables look alike on the outside, but it's what's on the inside that counts.
After all, that's what you hear, and that's what gives Monster Cable a reputation

for producing the highest quality audio cables made today.
For example, in our Interline 400 alone there are five Monster Cable innovations

that have been awarded three U.S. patents-like Bandwidth Balanced® conductors,
MicroFiber® dielectrics, Time Correct?" windings, and the beautiful Turbine?"
RCA connector.

And it's one of our least expensive cable designs.
It takes a lot of technology to

bring you great music.
But the effort is well worth it. MONSTER CPBLE®

Advancing the Art of Listening
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COMPACT  DISC  PLAYERS
outputs; compatible with Denon integral sys-
tem. FR 2-20.000 Hz ±0.2 dB; sin' 115 dB:
dynamic range 100 dB; THD 0.002%; ch sep 103
dB at 1.000 Hz $650

DCD-860 CD Player
20 -bit. 8x-oversampling digital filter, dual 18 -bit
converters with MSB linearity adjustments. ac-
tive analog filters: shock -isolated pick-up chas-
sis. Digital pitch control with ±9.9% range in
0.1% steps; digital fader; peak -search mode;
20 -track programming; random play: remote
volume control; headphone jack with level con-
trol; direct track access: 3 -way repeat; auto
space: timer play: music calendar program dis-
play: 3 -in CD compatibility; coaxial digital out-
puts: compatible with Denon integral system.
FR 2-20.000 Hz ±0.2 dB; siN 105 dB; dynamic
range 97 dB; THD 0.003%; ch sep 100 dB at 1.000
Hz $400

DCD-660 CD Player
20 -bit. 8x-oversampling digital filter, dual I8 -bit
converters with MSB linearity adjustments; ac-
tive analog filters; shock -isolated pick-up chas-
sis. Digital pitch control with ±9.9% range in
0.1% steps: digital fader: peak -search mode:20-
track programming: random play: headphone
jack with level control; direct track access; 2 -
way repeat: auto space; timer play; music cal-
endar program display; 3 -in CD compatibility;
combatible with Denon integral system. FR 2-
20,000 Hz ± 0.2 dB; S/N 103 dB; dynamic range
96 dB; THD 0.004%; ch sep 99 dB at 1,000
Hz $300

DCD-560 CD Player
20 -bit. 8x-oversampling digital filter, dual D/A
converters with MSB linearity adjustments. Fea-
tures shock -isolated pick-up chassis. 20 -track
programming; headphone jack with level con-
trol; direct -track access; auto space; 3 -in CD
compatibility. FR 2-20,000 Hz 1:0.2 dB; s/N 100
dB; dynamic range 96 dB; THD 0.005%; ch sep
94 dB at 1,000 Hz $250

CD Changers

DCM-777 CD Changer
8x-oversampling. 20 -bit D/A converters with
MSB linearity adjustments. 6 -disc magazine.
Features optical isolation between digital and
analog stages; shock -isolated pick-up chassis.
32 -track programming; random play; remote
volume control: headphone jack with level con-
trol; direct track access; 3 -way repeat; timer
play; remote control included; optional 3 -in CD
magazine: coaxial digital outputs; compatible
with Denon integral system. FR 4-20.000 Hz
± 0.2 dB: s N 106 dB; dynamic range 98 dB; rim
0.003%; ch sep 100 dB at 1.000 Hz $700

DCM-450 CD Changer
8x-oversampling. 20 -bit D/A converters with
MSB linear adjustments. 6 -disc magazine. Fea-
tures active analog filters; shock -isolated pick-
up chassis. Digital pitch control with ±9.9%
range in 0.1% steps; 20 -track programming; 3 -
mode random play; 6 -disc level memory; re-
mote volume control; headphone jack with lev-
el control; direct track access; 5 -way repeat;
coaxial digital outputs; remote control includ-
ed; compatible with Denon integral system. FR
4-20.000 Hz ±0.2 dB: S/N 105 dB; dynamic
range 97 dB:rim 0.005%; ch sep 100 dB at 1,000
Hz $450

DCM-350 CD Carousel Changer
8x-oversampling. 20 -bit DA converters with
Nisi; linear adjustments, 5 -disc carousel. Fea-
tures active analog filters; shock -isolated pick-
up chassis. Allows changing two discs while
third is playing; disc -skip button; 32 -track pro-

gramming: 3 -mode random play; headphone
jack with level control; 5 -way repeat; remote
control included; coaxial digital outputs; com-
patible with Denon integral system. FR 4-20.000
Hz 0.2 dB; S/N 100 dB: dynamic range 95 dB:
THD 0.01%; ch sep 90 dB at 1.000 Hz .... $350

Combi-Players

LA -3000 Combi-Player
8x-oversampling digital filter. 20 -bit LAMBDA D/A
converters. Plays CD's and videodiscs. Fea-
tures cx-decoding: 20 -track programming; auto
space; auto edit; random play; 24 -character by
10 -line on -screen display of control and pro-
gramming information; composite video. &vid-
eo, and audio output. Hor res 425 lines; video s
N 47 dB; Audio: FR 5-20.000 Hz ±0.3 dB; s/N
109 dB; dynamic range 100 dB; ch sep 103 dB;
THD 0.003%. Analog audio s/N >70 dB (cx on);
FR 20-20,000 Hz $1,000

LA -2000 Combi-Player
8x-oversampling digital filter. 20 -bit LAMBDA D/A
converters. Plays CD's and videodiscs. Fea-
tures cx-decoding: 20 -track programming; auto
space: auto edit: random play: on -screen dis-
play of control and programming information;
composite video and audio outputs. Hor res 425
lines; video S/N 47 dB; Audio: FR 5-20.000 Hz
±0.5 dB; S'N 106 dB; dynamic range 97 dB: ch
sep 98 dB; THD 0.004%. Analog audio S/N >70
dB (CX on): FR 20-20.000 Hz $700

Portable CD Players

DCP-100 CD Player
20 -bit. 8x-oversampling digital filter, dual D/A
converters. Features shock -mounted pick-up
chassis; 32 -track programming: headphone and
line output jacks: repeat modes: LCD display; 3 -
in CD compatible. Includes soft carrying case,
stereo connecting cable, and rechargeable bat-
tery. Optional second battery for 4 hrs of play-
ing time. FR 20-20.000 Hz ±0.2 dB: S/N 91 dB;
dynamic range 90 dB; THD 0.008% $399
AP -I2. Optional oc car adaptor $50
AP -11. Rechargeable battery pack $15
AP -10. Optional outboard battery charger $30

DCP-50 CD Player
4x-oversampling and dual D/A converters. Fea-
tures shock -mounted pick-up chassis; I9 -key
remote control: 16 -track programmability:
headphone and line -output jacks: intro play
mode: repeat modes: tin display: 3 -position
equalizer. 3 -in CD compatible. Includes soft
carrying case, stereo connecting cable, and
rechargeable battery. Optional second battery
for 4 hrs of playing time. FR 20-20.000 Hz: s/N 90
dB; dynamic range 89 dB; rim 0.004% ... $250
AP -I2. Optional nc car adaptor $50

DISCRETE TECHNOLOGY
LS1 MKV Signature CD Player
4x-oversampling and two 16 -bit 13/A converters.
Features 3 power supplies: I main inboard
supply operates digital and transport circuitry
assembles. 2 main outboard power supplies
operate Us ch analog circuitry: 2 fixed analog
outputs: I fixed analog input; 3 Powerbridge Ill
AC line cables; programmable remote. FR 2-
20.000 Hz; THD 0.001% at 1.000 Hz: s/N > 103
dB. 161/2 x 4,/s x 141/4 in; 35 lb $4,000

DUAL
CD 5070 CD Player
2x-oversampling. I6 -bit D/A converter. Features
gold-plated connectors: 16 -track random-access
programming; I2 -function remote: headphone
jack with adjustable level. FR 5-20.(XX) Hz: THD

0.006%: dynamic range >95 dB; S,N 94 dB (A
wtd). 181/s x 3Ys x 121/8 in: 10.5 lb $229

EMERSON
AC2503 Portable CD System
Programmable CD player with AM FM radio and
cassette recorder with CD -output jacks. Fea-
tures 2 -way speaker system; 3 -in CD compati-
ble: built-in condensor mic.. 20 -track program-
ming; 5 -band graphic ED; line out. LCD shows
track number, elapsed time. program number.
22 x 7 x 8 in $280

AD 2525 Portable CD Player
Portable CD player with random play; automat-
ic repeat: intro scan; bass boost: headphone
jack: line out. LCD shows track number. play
mode. Includes headphones; carrying case; ca-
ble. 51/4 x I .3/4 X 6-/1 in $200

FISHER
AD752 CD Player
I8 -bit, 8x-oversampling digital filter, dual 16 -bit
D/A converters. Features 20 -track program-
ming; I/all repeat: editing button: scan/search:
3 -in CD compatibility. Includes 25 -function
wireless remote. FR 20-20.000 Hz ±0.5 dB; s
>100 dB; ch sep > 95 dB: THD < 0.005% at
1,000 Hz. 17,/2 x 31/4 x 111/4 in; 8.4 lb $320

AD -743 CD Player
I8 -bit, 8x-oversampling digital filter, dual 16 -bit
D/A converters. Features 16 -function remote
control; 16 -track programming: 2 -way repeat:
2 -speed scan/search. FR 20-20,000 Hz ±0.5 dB:
S/N 105 dB; ch sep 95 dB; THD 0.03% at 1,000
Hz. 171/z x 3Yp x 117/s in: 6.8 lb $260

AD -742 CD Player
18 -bit. 8x-oversampling digital filter, dual 16 -bit
D/A converters. Features I6 -track programming:
2 -way repeat; scan/search; FR 20-20,000 Hz ± 0.5
dB: s/N 105 dB; ch sep 95 dB; THD 0.03% at 1,000
Hz. 171/2 x 3% x 11% in; 6.8 lb $250

CD Changers

DAC199B CD Changer
18 -bit. 8x-oversampling digital filter, dual 16 -bit
13/A converters.. 5 -disc carousel. Features 32 -
track programming; 31 -function wireless re-
mote: selection memory and title memory; 3 -in
CD compatibility: random play: intro scan:
scan, skip, repeat functions; headphone jack
with volume control. sin] > 90 dB; ch sep> 80
dB; THD <0.07% at 1,000 Hz $400

DAC-145 CD Carousel Changer/Turntable
18 -bit. 8x-oversampling digital filter, dual 16 -bit
D/A converters. 5 -disc top -loading carousel CD
changer/semiautomatic turntable. Features 30 -
function remote control; 32 -track program-
ming: disc loading during play; 3 -in CD com-
patibility; random play: intro scan; repeat play.
FR 20-20,000 Hz ±0.5 dB; rim 0.07% at 1,000:
dynamic range 90 dB; s/N 90 dB; ch sep 80 dB.
17% x x 137/ in; 12.1 lb $400
DAC-143. As above, no turntable 5350

Portable CD Systems

PH -D9000 Portable CD System
Portable CD system with double autoreverse
cassette deck; 8x oversampling, 16 -bit D/A con-
verter. Features quartz-ect, tuner: Dolby B NR:
4 -band graphic equalizer: bass booster; switch -
able surround sound; detachable 3-way/2-way
switchable surround -sound speaker system
with piezo-electric tweeters and tuned bass
reflex ports. I6 -function wireless remote con-
trol: 20 station presets; digital clock/timer plays
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or records at preset time; 16 -track CD program-
ming; high-speed tape dubbing; 3 -in CD com-
patibility; mic input; line out jacks; headphone
jack; Ac/Dc operation $470

P111/800 Portable CD System
Features dual autoreverse cassette recorder;
detachable 2 -way speakers; AM/FM tuner; high-
speed dubbing; surround -sound circuitry; 16 -
track programming; 4 -band graphic EQ; 3 -/5 -in
CD compatibility; CD -output jacks $400

PH -D8000 Portable CD System
8x oversampling, 16 -bit D/A converters. Fea-
tures dual cassette deck. AM/FM tuner; 4 -band
graphic EQ; bass boost; switchable surround -
sound; detachable 2 -way speakers. 16 -track
programming; high-speed dubbing; 3 -in CD
compatibility; mic input; line out and head-
phone jacks $350

PHD700 Portable CD System
Features surround -sound circuitry; detachable
2 -way speakers; AM/FM tuner; cassette record-
er; 16 -track programming; CD -output
jacks $350

GE
Model 3-7045 Portable CD System
Includes AM/FM tuner, cassette deck, two 2 -way
speakers. Features 16 -track CD programming;
tape dubbing; 5 -band graphic EQ; LCD panel;
balance controls; headphone jack; mic input;
RCA speaker jacks $300

Model 3-7037 Portable CD System
Includes AM/FM tuner, cassette deck, two full -
range 4 -in speakers. Features 16 -track CD pro-
gramming; tape dubbing; 3 -band graphic EQ;
1CD panel; condensor mic; headphone and CD
output jacks $149

GOLDSTAR
CD Players

GCD-646R CD Player
3 -beam laser and linear -skating loading mecha-
nism. Features remote control; 20 -track pro-
gramming; shuffle play; music search; repeat;
headphone jack; display showing elapsed/total
time, track number, repeat, and memory. $250

FH-682R CD Player
2x oversampling digital filter, 16 -bit D/A con-
verter; Features 3 -beam laser pickup; LCD digi-
tal track display; 3 -in or 5 -in CD's; 32 -track
programming; random play $180

Portable CD Systems

PCD-N71 Portable CD System
Includes AM FM radio and cassette recorder.
Features 2 full -range speakers; 16 -track CD
programming; 3 -in CD compatibility; CD -out
and headphone jacks $220

GRUNDIG
CD -9000 CD Player
4x-oversampling, 16 -bit D/A converter. Features
20 -program memory for track and index; track
delete; forward/reverse skip for track and in-
dex; bidirectional search; 3 search speeds; line
and headphone output. SM101 dB; FR 20-20,000
Hz -±- 0.065 dB $1,099

HAFLER
Iris CD Player
4x-oversampling, dual 16 -bit D/A converters.
Features Philips low -inertia swing -arm mecha-

nism controlled by servo motors; single -spot
laser. 20 -track programming; 3 -speed, bidirec-
tional search; track replay; skip up/down to
previous or following tracks; multifunction re-
mote control; gold-plated jacks for UR audio;
digital output jack. FR 20-20,000 Hz ±0.1 dB;
phase linearity ±0.5°; THD 0.0025%; int <
0.004%; S/N > 100 dB. 17 x 3 x 12 in $599

SE 150 CD Player
4x oversampling, dual I6 -bit D/A converters.
Features Philips low -inertia swing -arm mecha-
nism controlled by servo motors; single -spot
laser. 20 -track programming; 3 -speed, bidirec-
tional search; track replay; skip up/down to any
previous or following tracks; multifunction re-
mote control; 2 gold-plated jacks for UR audio;
digital output jack. FR 20-20,000 Hz ±0.1 dB;
phase linearity ±0.5°; THD 0.0025%; int <
0.004%; sini >100 dB $599

HARMAN KARDON
HD76001I CD Player
I -bit PWM D/A converter. Features separate pow-
er supplies for display, transport, analog, and
digital sections; 3 -beam laser pickup; fiber-op-
tic and coaxial digital input/output. 30 -track
programming; index search A/B repeat; audible
2 -speed cue/review; fixed and variable analog
outputs with gold-plated jacks; headphone
jack; remote control $699

HD750011 CD Player
I -bit PWM D/A converter. Features separate pow-
er supplies for display, transport, analog, and
digital sections; 3 -beam laser pickup. 30 -track
programming; index search; A/B repeat; audible
2 -speed cue/review; fixed and variable analog
outputs; headphone jack; remote control. $529

HD7450 CD Player
1 -bit PWM D/A converter. Features separate pow-
er supplies for display, transport, analog, and
digital sections; 3 -beam laser pickup. 30 -track
programming; remote control; audible 2 -speed
cue/review $429

HD7400 CD Player
4x oversampling, dual 18 -bit D/A converters.
Features direct coupling from D/A to audio out-
put jacks; 3 -beam laser pickup. 36 -track pro-
gramming; audible 2 -speed cue/review; remote
control $349
HD7300. As above, no remote $299

HEATH
ADW-2530 CD Player
3 -beam laser. Discrete Analog output section.
Features sample -and -hold processor; 36 -track
programming; 2 -speed audible cue and review;
track and index search; remote control. FR 4-
20,000 Hz, ±0.5 dB; THD 0.03%; sint 103 dB; ch
sep 83 dB $175

HITACHI
CD Players

VIP RX6EX Combi-Player
8x-oversampling, I -bit D/A converter. Plays
CD's and videodiscs. Multifunction remote
control; hor res 425 lines $699.00

DA8200SW CD Player
3 -beam laser pickup; vibration -free floating
suspension; 24 -track programming; random
play; 4 -way repeat; FL display. Includes remote
control. Rosewood end caps $280

DAMN CD Player
4x-oversampling. 3 -beam laser pick-up. 32 -

track memory, 3 -way repeat/play functions.
Dynamic range 90 dB; 0.03% THD; sag 96
dB $249

DA6500 CD Player
Features floating suspension system; 24 -track
memory; random play; skip search; 4 -way re-
peat; 10 -sec intro scan; index search; 2 -speed
search $170

CD Changers

DAC-70SW CD Changer
Features 2 six -disc magazines; direct program
remote with volume; independent magazine/
disc exchange; 32 -track programming; direct.
random, scan/repeat play; skip/manual search;
real-time counter; track -time counter; pro-
grammable timer; sleep timer; resume play/
standby; clock. Rosewood end caps. Dynamic
range 95 dB; THD 0.004% $550

HTG BY MUSIC & SOUND
IMPORTS

CDT -1 CD Transport. $749

JVC
CD Players

XLZIOIOTN CD Player
8x-oversampling, four I8 -bit D/A converters.
Features 3 -beam laser; optical/coaxial digital
outputs; double -floating independent suspen-
sion system. 32 -track programming; random
play; disc/track title indication; 3 -in CD compa-
tability; 4 -way repeat; index play; skip; search;
auto/manual search; remote control; intro scan;
headphone jack with level control $700

XLG512NBK CD Player
8x-oversampling, dual I8 -bit D/A converters.
Features graphics decoder for co -s discs; 3 -
beam laser pickup; optical/coaxial digital out-
puts; 32 -track programming; random play; 3 -
way repeat; index play; skip; search; auto/
manual search; remote control; intro scan;
headphone jack with level control $500

XLZ611BK CD Player
8a-oversampling, dual 18 -bit D/A converters.
Features optical/coaxial digital outputs; 32 -
track programming; random play; disc/track
title indication; 3 -way repeat; index play; skip;
search; auto/manual search; remote control;
intro scan; headphone jack with level control;
FL calendar display $480

XLZ431BK CD Player
8x-oversampling, 20 -bit D/A converter. Features
coaxial output; 32 -track programming; random
play; 4 -way repeat; index play; skip; search;
auto/manual search; remote control; intro scan;
headphone jack with level control $310

XLZ331BK CD Player
8x-oversampling, 20 -bit digital -to -analog con-
verter. Features 32 -track programming; coaxial
output; random play; three-way repeat; auto/
manual search; remote control; headphone
jack; FL calendar display $255

XLV23IBK CD Player
8x-oversampling, 20 -bit D/A converter. Features
32 -track programming; random play; 3 -way re-
peat; auto/manual search; headphone jack; FL
calendar display $255

XLVI3IBK CD Player
4x-oversampling, dual D/A converters. Features
32 -track programming; random play; 3 -way re-
peat; auto/manual search; I5 -track display $255
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CD Changers

XLM403BK CD Changer
8x oversampling. 20 -bit DA converter. 6 -disc
magazine and single -disc tray. Features 32 -
track random programming: 4 -way repeat, re-
peat all discs, all tracks, single track, and pro-
grammed tracks; random play: auto/manual
search: multifunction display: independent sus-
pension sys: remote: headphone jack .... $370

XLM303BK CD Changer
4x oversampling. 18 -hit DA converter. 6 -disc
magazine. Features 32 -track random program-
ming; 4 -way repeat, repeat all discs, all tracks.
single track, and programmed tracks: random
play: auto/manual search: multifunction Ft. dis-
play; independent suspension system .... $370

XI.R202BK CD Changer
4x oversampling, dual DA converters. 5 -disc
carousel. Features 32 -track random program-
ming: 2 -way repeat, repeat all discs, single
track: random play: auto/manual search; multi-
function Fl. display: independent suspension
system

Portable CD Systems

PCXI000J Portable CD System
4x oversampling. single DiA converter: 6 -disc
magazine. Features AM/FM tuner, dual -well au-
toreverse cassette deck, and dual 2 -way speak-
ers. CD section features 50 -track programming:

nchro-start recording: 3 -in CD compatibility:
bass boost. Cassette features synchro start
high-speed dubbing; relay plan; Dolby B NR:
metal compatibility. Other features: powered
subwoofer; 15 FM and 5 AM presets with multi-
color display; 5 -band graphic E:o; detachable
speakers with 4 -in cones. Includes remote con-
trol. 15 W/ch min rms into 4 ohms from 3(4)-
16.000 Hz with <10% TM: AC/DC power source.
29 x 121/2 x 131/2 in: 35.9 lb $750

PCX500 Portable CD System
4x oversampling. Features ANEEM tuner: dual
cassette deck: two full -range speakers. CD sec-
tion features 20 -track programming: synchro-
start recording: 3 -in CD compatibility. Cassette
features synchro start high-speed dubbing: re-
lay play: Dolby B NR: metal compatibility. Oth-
er features: powered subwoofer; 15 FM and 5 Am
presets with multicolor display: 5 -band graphic
EQ: detachable speakers with 4 -in cones. 3.5 W/
ch min rms into 8 ohms from 300-15.000 Hz. 12
watts min rms into 4 ohms from 50-150 Hz for
subwoofer. both with <10% THD: Acmc power
source. 261/2 x 9YK x 9'A in: 18.3 lb $SOO

PCX200J. Similar to above. single -well deck
and subwoofer with 9 watts min rms into 4
ohms from 30-180 Hz. with <10% -rim ... $400
PCX100J. Similar to above, no cassette player.
261/2 x 91/2 x 91/2 in; 17.4 lb Si50

KEN WOOD
All Kenwood CD players and changers feature
the company's Digital Pulse Axis Control
(MAO system to reduce jitter.

L -1000D CD Player
4x oversampling. dual 16 -bit 0 A converters.
Features optical and coaxial digital output: bal-
anced transmission design; servo control: dis-
crete power supplies for digital and analog cir-
cuits: remote control. FR 2-20.0110 Hz ± 0.5 dB:
s N 107 dB: Tim 00115% at 1.000 Hz. 171/4 x 51/4
x 151/4 in: 30.8 lb $1.200

DP -7020 CD Player
8x oversampling. dual 20 -bit DA converters.
Features optical digital output; vibration -damp-

ing design: remote control: random -track mem-
ory: 20 -track direct access: 3 -in CD compatibil-
ity. FR 2-20.000 Hz ± 0.5 dB: SIAl 110 dB; THD
0.0025°A, at 1.00(1 Hz. 171/4 x 5 x 121/4 in: 13
lb $469

DP -5020 CD Player
8x oversampling. dual 20 -bit D A converters.
Features optical digital output: vibration -damp-
ing design; remote control; random -track mem-
ory: 20 -track direct access: calendar display; 3 -
in CD compatibility. FR 2-20.000 Hz ± 0.5 dB; S
N 104 dB; THD 0.003% at 1.000 Hz. 171/4 x 41/2 x
13 in: 9.2 lb S349

DP -3020 CD Player
8x oversampling. dual 18 -bit D A converters.
Features CD -to -tape editing; remote control:
random play: 2(1 -track direct access: head-
phone output with volume control; calendar
display. FR 4-20.040 Hz ± I dB: sim 90 dB: THD
0.01% at 1.000 Hz. 171/4 x 41/4 x 101/4 in: 8.4
lb $259

DP -1520 CD Player
4x oversampling. dual 16 -bit DA converters.
Features remote control: random -track memo-
ry: random play: 10 -track direct access: head-
phone output. FR 4-20.000 Hz ± I dB: signal-to-
noise ratio 90 d B: Tit D 0.07% at 1.000 Hz. 171/4 x
41/4 x 101/4 in: 7.7 lb $229

DP -49 CD Player
4x oversampling. dual 16 -bit D'A converters.
Features 3 -beam laser: random -track memory:
random play; rf. display.' R 4-20.000 Hz ± I dB:
S N 90 dB: THD 0.07% at 1.000 Hz. 171/4 x 41/4 x
101/4 in: 7.7 lb $229

CD Changers

DP -M6620 CD Changer
8x oversampling. dual I8 -bit 0/A converters. 6 -
disc magazine and single CD tray. Features
computerized CD editing; one -touch disc selec-
tion: remote control; random play: 10 -track
direct access: Ft. display with music calendar
and disc indicator. FR 5-20.000 Hz ± I dB: SN 95
dB: -010 0.008% at I .000 Hz. 171/4 x 41/4 x 141/2
in: 13.8 lb $169

DP -M5520 CD Changer
8x oversampling. dual 18 -bit DA converters. 6 -
disc magazine. Features computerized CD edit-
ing: one -touch disc selection: remote control:
random play: Ill -track direct access: FL display
with music calendar and disc indicator. Fit 5-
20.000 Hz ± I dB; SIN 93 dB; Ttm 0.01% at 1.000
Hz. 171/4 x 5 x 141/2 in: 13.2 lb 5329

DP -R99 CD Changer
4x oversampling. dual 16 -hit DA converters. 5 -
disc carousel. Features 3 -beam laser: comput-
erized CD editing: one -touch disc selection:
remote control: random play; El. display with
music calendar and disc indicator. FR 20-20.(X10
Hz 2 dB: signal-to-noise ratio 90 dB: total
harmonic distortion 0.02% at 1.000 Hz. 171/4 x 5
x 151/2 in: 12.6 lb $279

Combi-Players

LVD-300 Comhi-Player
8x oversampling. dual 18 -bit DA converters.
Plays 3-. 5 -in CD's: 5 -in CDV's: 8-. I2 -in video-
discs. Features optical and S -VHS outputs;
computerized CD editing: 20 -track program-
ming: remote control; random play: fluorescent
display with music calendar and disc indicator.
Frequency response 4-20,000 Hz ±0.5 dB. - I
dB: signal-to-noise ratio 108 dB: total harmonic
distortion 0.003%, hor res 425 lines. 171/4 x 51/2 x
141/2 in; 25.4 lb $699

Portables

DPC-81 Portable Cl) Player
4x oversampling. dual I6 -bit DA converters.
Features digital output: remote control: 24-

track programming, search: skip/repeat; 4 -hr
operation with rechargeable battery. FR 20-
20.0(X) Hz -2.- I dB; s N 90 dB: Tim < 0.01% at
1.000 Hz. 5,1/4 x I1/4 x 51/4 in: 1.2 lb $179

DPC-6I Portable CD Player
2x oversampling. dual I6 -bit D A converters.
Features remote control: track/disc repeat: illu-
minated play key. FR 20-20.(X) Hz ± I dB: SN
90 dB; TIM < 0.04% at 1.000 Hz. 51/4 x I x 61/4
in: 1.1 lb $249

DPC-4I Portable Cl) Player
2x oversampling. dual 16 -hit D'A converters.
Features 15 -track programming; track/disc re-
peat; last -track recall: I.CD panel. FR 20-20,0(X)
Hz ± 1 dB; s s 90 dB; Pio < 0.04% at 1.000 Hz.
51/2 x I x 61/4 in: LI lb $199

KINERGETICS
KCD-40 Gold Series CD Player
8x oversampling. dual 18 -bit o A converters.
Features single -beam laser: fully balanced cir-
cuit topology: volume and balance controls: 7V
output level to drive power amplifier; multi-
function remote. 17 x 41/2 x 13 in. 21 lb . $2.295

KCD-20B. As above. 4x oversampling. 16 -bit
I) A converters: patented hysteresis distortion -
cancelling circuitry: 4-V output level. 17 x 41/2 x
13 in. 21 lb SI.495

KRELL
MD -I CD Turntable
Top -loading CD transport featuring the CDM-3
CD Rom drive utilizing Philips swing -arm laser
servo, proprietary circuitry; four -point isola-
tion, infinite leveling capability: remote con-
trol $5.400

MD -2 CD Turntable
Top loading CD transport featuring CDM- I MK
II Philips swing -arm laser servo: proprietary
circuitry: remote control $3.500

LUXMAN
The Mowing CD players and changers have
input and output jacks for Luxman's integrat-
ed -system remote control and carry a 5 -year
parts -and -labor warranty.

D-10511 Tube CD Player
8x overampling, dual I8 -bit 0/A converters.
Features BRID hybrid -circuit design using
twin -triode vacuum -tube amplfication in analog
output stages; Duo -Beta dual feedback -loop
amp circuitry to widen bandwidth and improve
transient response; optical and coaxial digital
outputs: metal chassis and component shield-
ing: high -mass magnetic disc damper: 3 -beam
laser pickup. 32 -track programming; random
play: auto edit/fade-out for CD taping: auto
scan/pause; timer/power-off memory; 9 -key re-
mote control. Frequency response 5-20.00 Hz.
= I dB; Tim 0.05%; sim 105 dB: dynamic range
92 dB; ch sep at 1,000 Hz 90 dB. 171/4 x 51/2 x
131/ in; 18.7 lb $1.200

D -I )3D CD Transport
CD transport designed for use with digital-

direct amplifiers. Features optical and coaxial
digital outputs; 3 -beam laser pickup; high -den-
sity magnetic disc damper. 16 -track program-
ming: 10 -key direct access: 9 -key remote con-
trol: fast -scan, skip, pause, and repeat buttons:
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multifunction display. Performance specifica-
tions said to depend on amplifier used. 171/4 x
3Y8 x 121/4 in; 9.7 lb $550

DZ-I 12 CD Player
8x oversampling. dual 18 -bit D/A converters.
Features Duo -Beta dual feedback -loop amp cir-
cuitry to widen bandwidth and improve tran-
sient response: coaxial digital output; metal
chassis and component shielding: high -mass
magnetic disc damper; 3 -beam laser pickup.
32 -track programming: random play: auto edit/
fade-out for CD taping; auto scan/pause; timer/
power -off memory: 9 -key remote control. Fre-
quency response 5-20,000 Hz. -_0.5 dB; THD
0.005%; S/N 106 dB; dynamic range 96 dB: ch
sep at 1,000 Hz 100 dB. 171/4 x 33/4 x 121/4 in; 10
lb $500

DZ-111 CD Player
4x oversampling. dual I6 -bit 0/A converters.
Features Duo -Beta dual feedback -loop amp cir-
cuitry to widen bandwidth and improve tran-
sient response; coaxial digital output; metal
chassis and component shielding: high -mass
magnetic disc damper; 3 -beam laser pickup.
32 -track programming; random play: auto scan/
pause: timer play: 9 -key remote control. Fre-
quency response 5-20,000 Hz. ±0.5 dB: total
harmonic distortion 0.005%; signal-to-noise ra-
tio 106 dB; dynamic range 96 dB: ch sep at
1.000 Hz 100 dB. 171/4 x 31/4 x 121/4 in .... $350

DZ-92 CD Player
4x oversampling. dual 16 -bit D/A converters.
Features 3 -beam laser: all -metal housing and
chassis; Duo -Beta dual feedback -loop audio
amplifier circuitry; Star circuit topology. 20 -
track programming: multifunction remote con-
trol. FR 5-20.000 Hz ±0.5 dB: S/N 105 dBA: THD
0.06%; ch sep 95 dB at I ,000 Hz. 171/4 x 31/4 x 91/4
in: 6.8 lb $280

CD Changer

DC -114 CD Changer
8x oversampling. dual 18 -bit 0/A converters. 6 -
disc magazine and single -disc tray. Features 3 -
beam laser; high -mass magnetic disc changer:
all -metal housing and chassis: dual mounting
system: Duo -Beta dual feedback -loop audio
amplifier circuitry: Star circuit topology. 24 -
track programming: random play; timer play:
multifunction remote control; system remote
control jacks. Frequency response 5-20.000 Hz

0.5 dB: siN 104 dBA: THD 0.005%; ch sep 95
d B at 1.000 Hz. 171/4 x 47/N x 131/2 in; 15.1 lb$800

DC -113 CD Changer
8x oversampling, dual I6 -bit 0/A converters, 6 -
disc magazine and single -disc tray $600

Luxman DC -I 14

MAGNAVOX
CD Players

CDB630 CD Player
4x oversampling, dual I6 -bit 0/A converters. 36 -
button infrared remote control; AIR repeat: dual
Fist FTS title: random play; edit mode: scan/fast
scan. 161/2 x 3 x 11 in $400

CDB624 CD Player
I -bit Bitstream DA converter. 31 -button infra-
red remote control; favorite -track selection;
headphone jack with volume control; scan/fast
scan: digital output: edit mode: direct program-
ming/play; random play: AS repeat play. 161/2 x
3x II in $300

CDB610 CD Player
4x oversampling, dual I6 -bit 0/A converters. 24 -
button infrared remote control; AS repeat; 20 -
track memory programming; track skip: ran-
dom play: 3 -speed music search w/cueing. 161/2
x 3 x II in $230

CDB502 CD Player
4x oversampling. dual I6 -bit digital -to -analog
converters. Fifteen -button infrared remote
control: shuffle play: twenty -track memory
programming: intro scan; 3 -in CD compatible.
161/2 x 4,/x x I I in $180

CDB500 CD Player
4x oversampling. dual I6 -bit 0/A converters;
CDM-4 laser -scanning assembly. Shuffle play:
20 -track memory programming: intro scan; 3 -in
CD compatible. 161/2 x 41/4 x II in $170

Combi-Player

CDV-305 CD Combi-Player
4x oversampling. dual I6 -bit 0/A converters.
Plays 3- and 5 -in CD's. 5 -in CDV's. 8- and I2 -in
videodiscs. cx NR system. 42 -button infrared
remote control: record edit feature: multifunc-
tion Fro display: 5 -mode repeat capability;
shuffle play; 20-chapter/track programming;
auto music scan: two -speed scan. Audio: FR 3-
20.000 Hz ±0.5 dB; signal-to-noise ratio 97 dB;
dynamic range 94 dB: total harmonic distortion
0.003% at 1.000 Hz. Video: hor res 425 lines:
signal-to-noise ratio 48 dB. 161/2 x 5 x 161/4
in $549

CD ('hangers

CDB586 I) Changer
4x oversampling. dual I6 -bit D/A converters. 6 -
disc changer. 26 -button infrared remote con-
trol; 30 -track memory programming: shuffle
play; 2 -speed music search w/cueing: repeat
play. 161/2 x 31/4 x 121/4 in $170

CDB583 CD Changer
4x oversampling. dual I6 -bit 0/A converters, 6 -
disc changer: CDM-4 laser -scanning assembly.
27 -button infrared remote control: 30 -track
memory programming; track skip: 2 -speed mu-
sic search w/cueing; shuffle play: I To display
with 6 -position matrix. 161/2 x 31/2x 12' in $350

CDC552 CD Carousel Player
4x oversampling, dual 16 -bit D A converters. 5 -
disc CD carousel player. Infrared remote con-
trol: 30 -track memory programming; 3 -speed
review w/cueing: shuffle play: disc changeable
during play: intro scan; 3 -in CD compatible.
161/2 x 41/2 x 1.51/4 in $300

CD13496 CD Changer
6 -disc changer; 30 -track programming; repeat
play: random play; next/previous track skip; 3 -
track memory: 3 -speed music search with cue-
ing: 5 -digit LCD display. Includes remote con-
trol. Optional single -disc magazine and 6 -disc
magazine for 3 -in CD's $300

CDC550 CD Carousel Changer
4x oversampling, dual 16 -bit 0/6 converters. 5 -
disc CD carousel player. 30 -track memory pro-
gramming: 3 -speed review wlcueing: shuffle
play: disc changeable during play: intro scan: 3 -
in CD compatible. 161/2 x 4,/2 x 151/4 in ... $250

MARANTZ
CD -94 CD Player
4x oversampling, dual I6 -bit converters. Fea-
tures digital outputs with link for optional
CDA-94 separate D/A converter: favorite -track
selection. memorizes over 200 disc programs:
shuffle play: random play; intro scan; three
independent power supplies for digital, analog.
and mechanical sections; wireless remote with
full programming capabilities; black rosewood
side panels $1.700
CD -94G. As above with rose -gold finish and
rosewood side -panels $1,800

CD 3577 CD Player
Dual I6 -bit D/A converters. Features 20 -track
music programming; synchro dubbing; coaxial
digital output; timer; 27 -key remote control; 3 -
in CD compatible. FR 4-20.000 Hz: nu) 0.005%:
s/N 100 dB $45()

CD 2474 CB CD Player
Features 16 -track random access program-
ming: unitary -triplex laser system; remote con-
trol $230

CD Changers

DC 3587 CD Changer
4x oversampling, dual 16 -bit D/A converters, 5 -
disc carousel. Features biaspheric glass lens in
unitary laser: linear motor transport; 20 -step
random-access programming: repeat/random
play; 2 -color FL display: 25 -key remote. FR 2-
20,000 Hz: THD 0.05%; s/N 95 dB $180

DC 2484 CB CD Changer
6 -disc magazine. Features 3 -beam laser pickup:
remote control $330

MCINTOSH
MCD 7007 CD Player
4x oversampling. dual 16 -bit D/A converters. 18 -
bit dynamic range: antijamming motorized
front -loading tray. Programmable directly from
short scan of each track; three -speed search:
remote control: damaged disc/mute error cor-
rection indicator: digital output jack; head-
phone jack with volume control. Frequency
response 20-20.000 Hz +0. -0.3 dB: total
harmonic distortion 0.0012% at 1.000 Hz: sig-
nal-to-noise ratio 107 dBA; ch sep 102 dB at
1.000 Hz. 161/4 x .51/2 x 13 in: 18 lb $1,995

MELOS
CD -T Bitstream CD Player
Vacuum tube, I -bit D/A converter, dual -chassis
design. Features toroidal transformer -regulated
power supplies in aluminium chassis. Gold-
plated Tiffany connectors. FR 20-20.000 Hz
± 0.2 dB:it-A.07%; Sig 90 dB; output 3 V rms:
output imp 100 ohm $1,695
CD -T Bitstream CD Player/Preamplifier. As
above with line-level/phono preamp. 6 inputs,
two tape monitors and two main outputs $2,395
With line -level only $1.995

MERIDIAN
Model 208 CD Player/Preamplifier
256x oversampling dual -differential POM bit -
stream ohs conversion. Passive differential ana-
log filters; high -stability master clock: high-
speed tracking servo; circuit built on computer -
grade 4 -layer Pc boards: connected two -box
construction separates transport and electron-
ics. Analog preamp with three inputs and 64 -
step volume control; two optical digital output;
coaxial digital output; analog input convertible
to phono preamp with optional mcmta board;
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LED display; lighted control keys; remote con-
trol included. FR 20-20,000 Hz; siN >106 dBA;
THD <0.004%. Matte -black finish with glass
front. 121/4 x 4 x 12% in $2,950

Model 602 CD Transport
Features microprocessor control with propri-
etary microcode for control and tracking func-
tions. High-speed servos employ analog and
digital elements; user -adjustable track -select
settling time assures any digital processor has
time needed to lock onto digital data. Meridian
"Optical Comms" inter -unit communication
system transfers commands/information be-
tween 600 Series components without ground
loops or interference; two -box chassis design.
Fully compatible with Meridian 200 Series,
multiroom, and digital -active loudspeaker com-
ponents which utilize optical and/or coaxial
connections; LED indictors and gold control
keys. Black -anodized finish with glass front.
121/4 x 4 x 121/4 in $2,500

Model 206 CD Player
2 -piece player with 4x oversampling. I6 -bit DiA
converters. Units are linked and provide physi-
cal and electrical isolation between transport.
power supply, and digital and analog electron-
ics. Features single processor; passive analog
filter. Next/previous track and index; continue
button which restarts CD to last location; dis-
play of track, index, track/disc time, disc re-
maining time; optical and coaxial digital out-
puts. 121/2 x 4 x 12 in; 20 lb $1,690

MISSION
Cyrus PCM II CD Player
4x oversampling, dual I6 -bit D/A converters
with post -DA filter. Features 5 separate internal
power supplies for analog and digital circuits;
analog stages can be driven externally by op-
tional Cyrus PSX power supply; digital output
with 100 -ohm removable loading plug. 29 func-
tion remote with display shut down; absolute
phase inversion; low -loss 60 x I -dB stepped
volume control; 20 -track programming with re-
call; 3 -speed search; 3 -mode time display; scan:
program; direct -track access; index selection.
FR 20-20.000 Hz; S/N % dB; THD 0.003% at 0 dB.
17 x 3 x 131/2. in; 16 lb $849

MITSUBISHI
M -C6010 CD Changer
8x oversampling, dual 18 -bit D/A converters, 5 -
disc magazine. Features 20 programs per maga-
zine for 50 magazines; on -screen display; tape
edit; audible scan; index search; random play;
remote control. 3 -in CD compatibility; video
input for co.G decoder; video output; optical
and coaxial outputs and headphone jack . $899

M -C4030 CD Changer
4x oversampling, dual 18 -bit D/A converters. 5 -
disc magazine. Features 20 -step programming:
audible scan; index search; random play; re-
mote control. 3 -in CD compatibility; head-
phone jack $449

M -C2050 CD Player
1 -bit D/A converters. Features 20 -track pro-
gramming; calendar display; audible scan; intro
scan: random play; remote control. 3 -in CD
compatibility; headphone jack $349

MOD SQUAD
Signature CD Player
4x oversampling and dual 16 -bit D/A converters.
Features fast -setting. current -summing amplifi-
er stage; proprietary zero -feedback voltage reg-
ulation for analog section and D/A converter

voltage reference; all direct -coupled circuitry:
Dc servo amplifier; upgradable. Absolute phase
inversion from front panel or from remote.
Wireless programmable remote with motorized
volume; 20 -track random programming with
Favorite Track Selection; indexing: music
search; A -B loop; coaxial and optical digital
outputs; fixed and variable line outputs. FR 0.1-
20,000 Hz ± 0.5 dB; siN - 100 dB; Tim 0.005%;
output level 4 V rms $2,995

Prism II CD Player
4x oversampling and Philips I6 -bit digital pro-
cessing. Remote control; digital data and clock
lines timed for current synchronization and
minimal jitter; fast -setting, current -summing
amplifier stage; proprietary zero -feedback volt-
age regulators for analog section and for DA -
converter voltage reference; all direct -coupled
circuitry; Dc servo amplifier. 20 -track random
programming; repeats disc, track, program.
and phrase (A -B repeat); digital -time -domain
alignment; fixed and variable line outputs; out-
put level 4 V rms; coaxial digital outputs. FR
0.1-20,000 Hz, ±0.05 dB; s/N -110 dB; THD
0.02%; I 1 lb $1,750

MUSEATEX
Meitner CD -3 CD Player
4x oversampling, I6 -bit D/A converters. Fea-
tures coaxial digital output; elapsed -time dis-
play; remaining time display; 99 programmable
selections; remote control; repeat functions. FR
20-20,000 Hz t 0.5 dB; S/N 100 dB; THD 0.005%.
38.25 lbs $3,050

Melior CD Deck CD Player
Features digital output filtration; coaxial and
fiber-optic outputs; elapsed -time display; re-
maining -time display; 99 programmable selec-
tions; remote control; repeat functions. THD
0.005%. 22.5 lbs $1,650

Museatex Meitner CD -3

NAD
CD Players

Model 5100 Monitor Series CD Player
4x oversampling. 16 -hit DiA converter. Features
dynamic -range circuit; 8 separate analog, digi-
tal, and mechanical power supplies. Variable
and fixed outputs; normal and delete mode
programming. Includes remote control with
volume. Rack mountable $499

Model 5340 CD Player
I8 -bit, 8x-oversampling digital filter. 16 -bit D/A
converter. Features serial digital output; vari-
able and fixed outputs. Includes remote control
with volume control $399

Model 5325 CD Player
18 -bit, 4x-oversampling 18 -bit digital filter. 16 -
bit D/A converter. Features pulse -width modula-
tion circuitry. Includes remote control. Linear-
ity I dB at 90 -dB level $299

CD Changer

Model 5170 Monitor Series CD Changer
4x oversampling, 16 bit D'A converter. 6 -disc
magazine, and single -play drawer. Features se-
rial digital output; intro scan; random play of all
discs; 32 -track programable memory. Includes
remote control with volume. Rack mount-
able $699

NAKAMICHI
CD Players

OMS-7Al1 CD Player
4x-oversampling, dual I6 -bit D/A converters.
Features 3 -beam laser: 24 -track random pro-
gramming; track, elapsed -time, and disc -time
display; track memory; sound audible ff/fast
rev;cancel; repeat disc, program; cue by track
number, index number: 7 -function remote con-
trol; headphone jack with adjustable level. Max
line output 2 V; headphone output 35 mW; total
harmonic distortion at 1.000 Hz 0.0025%; sig-
nal-to-noise ratio >104 dBA; channel separa-
tion >100 dB; FR 5-20,000 Hz ±0.5 dB. 171/4 x
31/4 x 121/4 in; 16.3 lb $1.995
OMS-5A11. Similar to OMS-7A11 without re-
mote and programming functions $1,650

CDPlayer2 CD Player
8x oversampling, 20 -bit D/A converter. Disc sta-
bilizer; linear -phase 3rd -order Bessel-type ana-
log filtering; digital de -emphasis; regulated
power supply; isolated ground topology; float-
ing disc -drive. Music Bank System; 3 -in disc
compatible; memory play; random play; syn-
chro recording; disc scan; repeat play; system
remote terminal; adjustable output level; digital
output; disc calendar; headphone output with
level control; wireless remote control. Fre-
quency response 5-20,000 Hz s 0.5 dB; signal-
to-noise ratio >105 dBA; THD 0.0025%; ch sep
>98 dB. 17 x 4 x 14% in; 12 lb $649

CDPlayer3 CD Player
8x oversampling, I8 -bit DiA converter. Disc sta-
bilizer; linear -phase 3rd -order Bessel-type ana-
log filtering; digital de -emphasis; regulated
power supply; isolated ground topology; float-
ing disc -drive mechanism. MusicBank System;
3 -in disc compatible; memory play; random
play; disc scan; repeat play; system remote
terminal; disc calendar; headphone output with
level control; wireless remote control. FR 5-
20,000 Hz ±0.5 dB; siN >103 dBA; THD
0.0035%; ch sep >97 dB. 17 x 4 x 141/4 in; 12
lb $499

CDPlayer4 CD Player
8x oversampling, 18 -bit D/A converter. Linear-
phase 3rd -order Bessel-type analog filtering;
regulated power supply; isolated ground topol-
ogy; floating disc -drive mechanism. 3 -in disc
compatible; memory play; repeat play; system
remote terminal; digital output terminal; head-
phone output with level control; wireless re-
mote control. FR 5-20.000 Hz -J-0.5 dB; sits:
>100 dBA; THD 0.0035%; ch sep >95 dB. 17 x 4
x 121/4 in; 11 lb $349

NUMARK
CD6020 CD Player
8x oversampling, 18 -bit D/A converter, and
dual transport. 2 -piece design features pitch
adjustment of up to 8% for each transport;
fading from one CD to other; LED indicators
for disc status information, plus rack location/
track number, and elapsed time; memory:
remote control. Fa 1-20,000 Hz ±0.5 dB; total
harmonic distortion 0.0028% at 1,000 Hz, 0
dB; siN ratio 106 dB. All -metal chassis;
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Any way you look at it,
Hafler advances the

state of the art while it reduces
the price of admission.

New Hafler SE Series. The SE Series embodies
the basic Hafler design philosophy: Innovative
circuitry, high reliability and, above all, soiic
excellence. The result is pure, unimpeded sound
at an affordable price.
SE100 J-FET Preamplifier. Based upon the
critically acclaimed reference standard DH 110
circuitry. The SE 100's all J-FET line stage
offers "tube -like" sound while maintaining ultra -
low noise and distortion.
SE130 AM/FM Tuner. Features Delco Electronics
receiver circuitry. This American -built tuner
incorporates sophisticated stereo blending and
superior interference immunity.
SE150 CD Player. Dual 16 -bit digital to analog
converters and quadruple oversampling capture all
the dynamics and low-level resolution you expect
from the latest in CD technology. A full -function
remote control is provided to allow easy access to
all of your favorite music.

SE120 MOSFET Amplifier. Featuring 60 watts
per channel of MOSFET output power. This con-
servatively rated power amplifier is based upon the
heralded DH 120 circuitry Utilizing a novel drive
circuit which is extraordinarily lineal, it achieves
ultra -low distortion without the use of high nei-
tive feedback. The result is: Ruggedness. Linearity.
High speed. And the "tube -like" characteristics of
smoother sound with less distortion.

The Haller SE line of products, hand built in
America, represents the affordable high end in
separates. 

Hafler Affindahle i light -find -

A DIVISION OF RXKFORD CORPORATION

CIRCLE ND :SON READER SEFRVI:E CARO



COMPACT  DISC  PLAYERS
control keys incorporated into separate unit.
Control unit: 19 x 31/2 x 61/2 in; 6 lb. Transport
unit: 19 x 51/4 x 9 in; 27 lb $1,995

ONKYO
The following CD players and changers are
compatible with Onkyo's RI integrated -system
remote control.

DX -2800 CD Player
Four AccuPulse D/A converters. Features opti-
cal digital output; special damping for transport
mechanism to eliminate vibrations; random
play; motorized volume control; 2 -mode dis-
play dimmer switch; 10 -key direct track access
on front panel $380

DX -I800 CD Player
8x oversampling. dual 18 -bit D/A converters
with individual mse calibration. 3 -beam laser
pickup; 3 -in CD capability; 20 -track program-
ming: fluorescent display; time edit function;
shuffle play; 4 repeat modes; timer play; vari-
able headphone output $230

DX -I400 CD Player
8x oversampling. dual 18 -bit D/A converters
with individual MSB calibration. 3 -beam laser
pickup; 3 -in CD capability; 20 -track program-
ming; fluorescent display; time -edit function; 3
repeat modes; timer play $200

CD Changers

DX -0510 CD Changer
8x oversampling, dual I8 -bit D/A converters
with MSB calibration. Features opto-coupling;
random playback; 3 -beam laser pickup; 10 pro-
gram memory for 340 discs; headphone jack
with level control; fluorescent display; single -
disc tray included $520

EMI
Onkyo DX -0510

DX -C310 CD Changer
8x oversampling, dual 18 -bit D/A converters
with MSB calibration. Features 3 -beam laser
pickup. Random play; 40 -track programming; 4
repeat modes; fluorescent with supplied con-
troller $420

DX -C200 CD Changer
4x oversampling, dual D/A converters. 5 -disc
carousel. Features 36 -track programming; fluo-
rescent music display; shuffle play; 5 repeat
modes $330

DX -C100 CD Changer
4x oversampling, dual D/A converters, 5 -disc
carousel. Features 36 -track programming; fluo-
rescent music display; shuffle play; 5 repeat
modes $330

Integra Series

Grand Integra DX -G10 CD Player
8x oversampling, dual 18 -bit D/A converters
with 4 MSB calibration. Features five -element
opto-coupling; cast -steel antivibration chassis;
high-speed linear -motor laser transport; 3rd -
order Gtc-type analog output filters; separate
transformers for digital and analog stages. Vari-
able -speed scan and cue; 4 -mode repeat; 16 -
track programming; 10 -key direct play; time -

search function; phase -reverse switch; coaxial
and optical digital outputs; fixed and variable
analog outputs; variable intensity display; re-
mote control $2.500

Integra DX -7500 CD Player
8x oversampling, dual 18 -bit D/A converters
with 4 MSB calibration. Features opto-coupling;
separate power transformers for digital and
analog stages; 3rd -order 0,c -type analog output
filters; Poly -Sorb spacers for vibration damp-
ing. 20 -track programming; shuffle/timer play;
optical and coaxial digital outputs; fixed and
variable analog outputs; remote control .. $700

Integra DX -5700 CD Player
8x oversampling, dual 18 -bit D/A converters
with individual 2 MSB calibration. Features
opto-coupling; 3 -beam laser pickup; linear mo-
tor laser transport; Poly -Sorb vibration damp-
ing. 3 -in CD capability; 20 -track programming;
20 -track random music calender display with 3 -
position dimmer control; time edit function;
shuffle play; 4 repeat modes; variable head-
phone output; fixed and variable analog out-
puts; coaxial and optical digital outputs .. $580

Integra DX -3800 CD Player
Eight AccuPulse D/A converters. Features lin-
ear motor transport; peak -search function; 20 -
track random music calendar; aluminum die-
cast disc tray; auto space; intro play; memory
reverse: auto fade; time edit: 5 -mode repeat. 2 -
mode shuffle play; 2 -mode high-speed
scan. $480

OPTIMUS BY RADIO SHACK
CD -6100 CD Changer
4x oversampling, 16 -bit D/A converter. 5 -disc
capacity. Features floating tray. Audio search;
sequence programming within and between
CD's; repeat play; shuffle play; digital display.
Frequency response 20-20,000 Hz ± I dB; s/N
> 100 dB; total harmonic distortion <0.05%.
1.000 Hz. 14 x 41/4 x 151/4 in; 11.31b $250

CD -1650 CD Player
2x oversampling and I6 -bit D/A converter. Fea-
tures 3 -beam laser. Memory programming;
automatic search; repeat play; random play;
pause and cue; audible search; digital display;
remote control. FR 5-20.000 Hz ± I dB; S/N 92
dB; THD 0.006%. 1,000 Hz $240

CD -1750 CD Player
2x oversampling and 16 -bit 0/A converter. Fea-
tures floating tray; 3 -beam laser tracking. Audi-
ble search; automatic search; index display;
random track programming; repeat play; digital
display; remote control. FR 20-20,000 Hz ± 1
dB; &iv 94 dB; THD 0.05%, 1.000 Hz. 131/4 x 21/4 x
I I in; 6.25 lb $220

CD -2450 CD Player
2x oversampling and I6 -bit D/A converter. Fea-
tures floating tray; 3 -beam laser tracking. Audi-
ble search; memory programming; repeat play;
digital display; remote control. FR 20-20.000 Hz
± 1.5 dB; S/N 85 dB; rim 0.008%, 1,000 Hz. 131/4
x x 10% in; 7 lb $ '00

PANASONIC
CD Player

SL-PS352 CD Player
4x oversampling. dual D/A converters. Features
high-speed linear -access system; large insula-
tion feet. Music matrix; 20 -track programming;
skip and search; track/disc/program repeat; FL
display; 3 -in CD compatibility; auto cue; multi-
function time mode $180

CD Changer

SL-PC363 CD Changer
4x oversampling. four 18 -bit D/A converters. 5 -
disc carousel. Features tape edit; high-speed
linear access system; 32 -track programming;
skip and search; track/disc/program repeat; FL
display; 3 -in CD compatibility $230

Portable CD Systems

RX-DT5 Portable CD System
Portable CD system with AM/FM tuner, dual -
well autoreverse cassette deck, and two 2 -way
speakers. CD features: tape edit; 36 -track pro-
gramming; LCD readout; remote control. Other
features: high-speed tape dubbing; clock/timer;
auto -tape selector; bass boost; 12 Am/I2 FM
presets; 5 -band graphic EQ $380

RX-DS660 Portable CD System
Portable CD system with AM/FM tuner. autore-
verse cassette deck, and two 2 -way speakers.
CD features: tape edit; 36 -track programming;
LCD readout; remote control. Other features:
auto -tape selector; bass boost; 10 Am/10 FM
presets; 5 -band graphic EQ $350

RX-DS620 Portable CD System
Portable CD system with AM/FM tuner. autore-
verse cassette deck, and two 2 -way speakers.
CD features: 36 -track programming; LCD read-
out. Other features: bass boost; 10 Am/I0 FM
presets; 5 -band graphic EQ $300

RX-DS20 Portable CD System
Portable CD system with AM/FM tuner, autore-
verse cassette deck. CD features: 36 -track pro-
gramming; LCD readout. Other features: 12 AM/
12 FM presets; 5 -band graphic EQ $280

Portable CD Players

SL-NP12 Portable CD Player
4x oversampling, dual D/A converters. Features
one -key wired remote control; I8 -track pro-
gramming; skip/search; bass -boost; track/disc/
program repeat; t.co display; 3 -in CD compati-
bility. Includes rechargeable batteries and AC
adaptor/recharger $230

SL-NPI Portable CD Player
4x oversampling. dual NA converters. Features
18 -track programming; skip/search; bass -
boost; track/disc/program repeat; LCD display;
3 -in CD compatibility. Includes AC adaptor$179

PARASOUND
C/DX-88 CD Player
8x oversampling, dual 18 -bit D/A converters.
Features 20 -track programming, programmable
repeat, 3 -beam laser: regulated power supply;
remote control. digital output. FR 5-20,000 Hz;
sini 110 dB; THD 0.002% $345

PHILIPS
CD Players

LHH1000 2 -Piece CD Plaayer
4x oversampling, 16 -bit D/A converter with se-
lect -grade TDA-1541 "AS -1" chips. Separate
CD transport and D/A converter.Transport fea-
tures Philips' CDM-I die-cast aluminum -alloy
mechanism with single -beam laser pickup. Fa-
vorite -track selection; single -disc tray; 20 -track
programmable memory; 4 -way repeat; disc/
track -time display; headphone jack with level
control; digital output; optical output; copper -
plated alloy castings. Includes remote control.
FR 20-20,000 Hz ±0.1 dB; sfri 101 dB; THD
0.0015%. 62 lb $4,000
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LHH500 CD Player
256x oversampling, dual I -bit Bitstream con-
verters. Favorite -track selection; track delete:
auto music scan: random/shuffle play: next/
previous track skip: repeat; pause and index
programming: digital outputs: balanced out-
puts. FR 20-20.000 Hz ± 0.5 dB; dynamic range
>96 dB; RN >96 dB: THD <0.0025% at 1,000
Hz: crosstalk >96 dB $2,000

CD -80 CD Player
4x oversampling, dual TDA-1541-A SI Gold
Crown 16 -bit D/A converters. Single -beam pi-
voted Radialinear laser mechanism with die-
cast frame; double thickness copper tracks on
the circuit boards; damped copper capacitors:
four independent power supplies. 35 -key re-
mote control; auto music scan; favorite -track
selection: optical and coaxial digital outputs:
fixed and variable analog outputs $799

CD -840 CD Player
I -bit Bitstream D/A converters with 256x over -
sampling. Favorite -track selection; rec synch
and edit: optical and coaxial digital outputs;
random play and programming; selectable 10 -
or 20 -second music scan with single -key pro-
gramming capability; 2 -speed selectable for-
ward and reverse music search; remote control;
headphone jack with volume control .... $599

CD -60 CD Player
4x oversampling, dual I6 -bit D/A converters.
Features Radialinear drive mechanism; motor-
ized volume control; digital audio output termi-
nal; optical and coaxial digital outputs; head-
phone jack with volume control; favorite -track
selection: auto music scan. Includes multifunc-
tion remote control $429

CD -50 CD Player
4x oversampling. dual 16 -bit D/A converters.
Features Radialinear transport. Favorite -track
selection; random music playback: auto music -
search preview $329

CD -40 CD Player
4x oversampling. dual I6 -bit D/A converters.
CDM-4 Radialinear composite laser mecha-
nism; high -impact polystyrene chassis. 24 -key
remote control; 20 -track random programming;
track skip: A -B repeat; 3 -in CD compatible $279

CD Changer

Model 875 CD Changer
4x oversampling. 16 -bit D/A converter, six -disc
changer with single -disc tray. Features alumi-
num front, metal chassis. 40 -track program-
ming with calendar -type display; favorite -track
selection; shuffle play; A -B repeat; scan play:
remote volume control; headphone jack with
volume control. Includes LCD remote. Optional
six -disc magazine for 3 -in CD's $499

Combi-Players

CDV-600 CD Combi-Player
I -bit Bitstream D/A converter with 256x over -
sampling. Plays 3- and 5 -in CD's. 5 -in CDV's,
8- and I2 -in video discs. Features CX noise
reduction; 50 -button jog/shuttle infrared re-
mote control; digital -frame memory with
freeze, strobe, and picture recall; record edit
feature; 5 -mode repeat; random play; shuffle
play; 20-chapter/track programming; auto mu-
sic scan: two -speed scan; S -video output: opti-
cal digital output. Audio: frequency response 2-
20,000 Hz ±0.5 dB; signal-to-noise ratio >100
dB: dynamic range >97 dB; total harmonic
distortion <0.002% at 1.000 Hz. Video: hor res
425 lines; signal-to-noise ratio 49 dB. 171/4 x 41/2
x 16 in $1,029

CDV-487 CD Combi-Player
Plays 3- and 5 -in CD's. 5 -in CDV's. 8- and I2 -in
LD's. Features high -resolution chroma/luma
processor: 10 -key pad: favorite -track selection;
20-chapter/track programming; headphone jack
with volume control: digital output. Includes
remote control $949

CDV-500 CD Combi-Player
I -bit Bitstream D/A converters with 256x over -
sampling. Plays 3- and 5 -in CD's, 5 -in CDV's.
8- and I2 -in videodiscs. Features cx noise re-
duction; 43 -button infrared remote control; re-
cord edit feature: 5 -mode repeat capability;
random play: shuffle play; 20-chapter/track
programming; auto music scan: two -speed
scan: S -video output: optical digital output.
Audio: FR 2-20.000 Hz ±0.5 dB: say >100 dB;
dynamic range >97 dB: THD <0.002% at 1.000
Hz. Video: hor res 425 lines; sag 48 dB. 173/4 x
41/2 x 16 in $829

CDV-400 CD Combi-Player
4x oversampling. dual I6 -bit D/A converters.
Plays 3- and 5 -in CD's. 5 -in CDV's. 8- and I2 -in
videodiscs. Features cx noise reduction; 42 -
button infrared remote control; record edit fea-
ture: favorite -track selection: 5 -mode repeat
capability; shuffle play; 20-chapter/track pro-
gramming; auto music scan; two -speed scan;
random play: bilingual/one-channel sound ca-
pability: S -video output; coaxial digital output.
Audio: FR 3-20.000 Hz ±0.5 dB: signal-to-noise
ratio 98 dB; dynamic range 94 dB: total har-
monic distortion 0.003% at 1,0(X) Hz. Video:
hor res 425 lines; signal-to-noise ratio 48 dB.
161/2 x 5 x 161/4 in $599

Portable CD Player

AZ6804 Portable CD Player
Features dynamic bass -boost circuitry. Built-in
rechargeable 3 -volt battery for six hours of
continuous playback on single charge; Acta.-
adaptor. 20 -track programming; CD intro scan;
next/previous track; music search with cue:
disc/single track repeat and hold: headphone
included; detachable shoulder strap: hard car-
rying case: optional wired remote $219

PIONEER
PD -93 CD Player
20 -bit. 8x-oversampling digital filter. 20 -bit
dual -balanced D/A converter. Features twin -
mono construction: linear motor drive; accu-
focus system: integrated low -loss laser pickup;
Class A FET buffer amp: isolated twin power
transformers: push-pull power supply: magnet-
ic -clamp disc stabilizer: multiresonance ab-
sorber; low -center -of -gravity pickup servo
mechanism; honeycomb insulators; honey-
comb chassis. Random play; index search: 3 -
mode repeat: 24 -track programming; time loca-
tion: optical and coaxial digital outputs: remote
control; optional timer. Lacquer -like finish
with rosewood side panel. 18 x 6 x 171/4 in; 38.25
lb $1.800

PD -73 CD Player
20 -bit, 8x-oversampling digital filter. 20 -bit DA
converter. Features linear motor drive; accu-
focus system: integrated low -loss laser pickup;
Class A FET buffer amp; push-pull power sup-
ply: magnetic -clamp disc stabilizer; multireson-
ance absorber; low -center -of -gravity pickup
servo mechanism: honeycomb insulators; hon-
eycomb chassis. Random play; index search: 3 -
mode repeat; random programmed play of 24
tracks; time location; optical and coaxial digital
outputs; remote control; optional timer. Lac-
quer -like finish with side panels in rosewood.
18 x 5 x 123/4 in: 20.88 lb $850

PD -8500 CD Player
Features 20 -bit. 8x-oversampling digital filter.
True 20 -bit dual -balanced zero -cross distortion
free D/A converter; accu-focus system; low -loss
laser pickup; Class A FET buffer amp: 4 -part. 7 -
regulator power supply with bifilar transform-
er: antiresonance and vibration designs. Ran-
dom play; index search; 3 -mode repeat; 24 -
track programming; CD -deck synchro; music
window display; time fade editing and auto
program editing; digital level control and one -
touch digital fader; headphone output; 20 -track
music calendar; optical and coaxial digital out-
puts; remote control; optional timer. 161/4 x 57/s
x 127/N in; 17.6 lb $620

PD -7500 CD Player
20 -bit. 8x-oversampling digital filter, D/A con-
verter with double -step noise shaping. Features
low -loss pickup; antiresonance and vibration
designs. Random play: index search: 3 -mode
repeat; 24 -track programming; CD -deck syn-
chro: music window display; time fade editing
and auto program editing; digital level control
and one -touch digital fader; auto space; head-
phone output with volume control; display dim-
mer; 20 -track music calendar; optical digital
outputs: remote control; optional timer. 161/4 x
41/4 x 12 ix in; 9.5 lb $450

PD -6500 CD Player
20 -bit. 8x-oversampling digital filter. D/A con-
verter with double -step noise shaping. Features
low -loss pickup; antiresonance and vibration
designs. Random play; index search: 3 -mode
repeat; 24 -track random play; direct track ac-
cess; CD -deck synchro; time fade editing and
auto program editing: digital level control and
one -touch digital fader; auto space; headphone
output with volume control; display dimmer;
20 -track music calendar: optical digital outputs;
remote control; optional timer. 161/4 x 41/4 x 127/4
in; 9.5 lb $370

PD -55011 CD Player
20 -bit. 8x-oversampling digital filter. DA con-
verter with digital bias. Features antiresonance
and vibration designs. Random play: 5 -mode
repeat; 24 -track programming; direct track ac-
cess; CD -deck synchro; auto program editing:
digital level control; headphone output with
volume control: 20 -track music calendar; re-
mote control: optional timer. 161/4 x 4 x 107/N in;
8 lb $250

PD -4550 CD Player
20 -bit, (x-oversampling digital filter. DA con-
verter with digital bias Features antiresonance
and vibration designs. Random play: 5 -mode
repeat; 24 -track programming: CD -deck syn-
chro: auto program editing; digital level con-
trol; headphone output with volume control;
20 -track music calendar: remote control; op-
tional timer. 161/4 x 31/4 x 101/4 in: 8 lb .... $225

PD -4500 CD Player
20 -bit, 8x-oversampling digital filter. D A con-
verter with digital bias features antiresonance
and vibration designs. Random play; 5 -mode
repeat; 24 -track programming: CD -deck syn-
chro: auto program editing: 20 -track music cal-
endar; remote control: optional timer. 161/4 x
33/4 x I Vs in; 8 lb $220

CD Changers

PD -M92 CD Changer
20 -bit. 8x-oversampling digital filter. 20 -bit DA
converter. 6 -disc magazine. Features accu-fo-
cus system; FET buffer amp; copper -plated hon-
eycomb chassis. Multi -memory for 20 maga-
zines; CD -deck synchro; time fade editing and
auto program editing for 6 discs: digital level
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control and one -touch digital fader: index
search: 7 -mode repeat; 40 -track programming:
delete play; 3 -way random play; time location;
I5 -track music calendar: last -disc memory:
headphone output with volume control; optical
and coaxial digital outputs; remote control;
optional timer. Lacquer -like finish with rose-
wood side panels. 18 x 41/4 x 13 in; 13.4 lb $800

PD -M730 CD Changer
20 -bit, 8x-oversampling digital filter. 20 -bit D/A
converter. 6 -disc magazine. Features accu-fo-
cus system; honeycomb chassis. Multi -memo-
ry for 20 magazines; CD -deck synchro: time
fade editing and auto program editing for 6
discs; digital level control and one -touch digital
fader: index search: 7 -mode repeat; 40 -track
programming; delete play: 3 -way random play:
I5 -track music calendar; last -disc memory:
headphone output with volume control: optical
digital outputs; remote control; optional timer.
16% x 41/4 x 127/N in: 12.13 lb $600

PD -M630 CD Changer
20 -bit, 8x-oversampling digital filter. 20 -bit D/A
converter. 6 -disc magazine. Features honey-
comb chassis; multi -memory for 20 magazines;
CD -deck synchro: time fade editing and auto
program editing for 6 discs; digital level control
and one -touch digital fader: 7 -mode repeat; 32 -
track programming; delete play: 3 -way random
play; last -disc memory: headphone output with
volume control; remote control; optional timer.
16% x 41/N x 127/K in; 10.25 lb $450

PD -M530 CD Changer
20 -bit, 8x-oversampling digital filter. 20 -bit D/A
converter, 6 -disc magazine. Features honey-
comb chassis. Digital level control and one -
touch digital fader: CD -deck synchro; memory -
hold function; auto power on; 6 -mode repeat;
32 -track programming: delete play: direct -disc/
track access; 2 -mode random play; headphone
output with volume control; remote control:
optional timer. 16% x 41/4 x 127/K in; 10.25 lb$335

PD -M435 CD Changer
20 -bit, 8x-oversampling digital filter. 20 -bit D/A
converter. 6 -disc magazine. Features honey-
comb chassis. Digital level control and one -
touch digital fader; CD -deck synchro; memory -
hold function; auto power on: 6 -mode repeat;
32 -track programming; delete play: direct disc/
track access; 2 -mode random play: headphone
output with volume control; remote control;
optional timer. 16% x 31/4 x Int in: 10.25 [WOO

PD -M430 CD Changer
20 -bit, 8x-oversampling digital filter, 20 -bit D/A
converter, 6 -disc magazine. Features honey-
comb chassis. Digital level control and one -
touch digital fader: time fade editing: CD -deck
synchro; memory -hold function; auto power
on: 6 -mode repeat; 32 -track programmimg; de-
lete play: 2 -mode random play; optional timer.

x 31/4 x 127/K in: 10.25 lb $275

Combi-Players

CLD-92 Combi-Player
Plays all laserdisc media: LD. CD. 3 -in CD.
CDV. Features 20 -bit. 8x-oversampling digital
filter. True 20 -bit zero -cross distortion -free D/A
converter. 8 -bit digital field memory; digital
time base corrector; 3 -line logical comb filter
for S -video output; copper -plated honeycomb
chassis; speedy alpha turn mechanism with
dual -centering mechanism. Plays both sides of
LD continuously: visual intro scan; picture -
window filing system; digital tilt and height
servo; S -video terminal: twin visual calendars:
20-chapter/track programmability; random play
for CD; remote control with jog and shuttle

dial; 10 -key direct access chapter/track search;
auto program edit for CD. 425 line hor res; 50
dB video smi ratio. 18 x 51/4 x 187/K in: 28.63
lb $2,000

CLD-3080 Combi-Player
Plays all laserdisc media: LD. CD, 3 -in CD.
CDV. Features 20 -bit. 8x-oversampling digital
filter. True 18 -bit zero -cross distortion -free D,A
converter. 8 -bit digital field memory; digital
time base corrector; 3 -line logical comb filter
for S -video output: honeycomb chassis; speedy
alpha turn mechanism with dual -centering
mechanism. Plays both sides of LD: visual
intro scan: picture -window filing system: digital
tilt and height servo; dynamic -extension switch
for deep black color reproduction; S -video ter-
minal; twin visual calendars: 20-chapter/track
programmability; random play for CD; remote
control with jog and shuttle dial; 10 -key direct -
access chapter/track search; auto program edit
for CD. 425 line hor res: 50 dB video S'N ratio.
16Y14 x 51/14 x 171/4 in; 28.63 lb $1.400

CLD-2080 Combi-Player
20 -bit, 8x-oversampling digital filter. D/A con-
verter with double -step noise shaping. plays
CD's and videodiscs. Features Honeycomb
chassis; dual -centering mechanism. Plays both
sides of videodiscs: digital tilt and height servo;
twin visual calendars: 24-chapter/track pro-
grammability; random play for CD; remote
control for CD: 10 -key direct access chapter/
track search. 25 line hor res; video s/N 49 dB.
16% x 51/x x 171/4 in: 23.75 lb $850

CLD-1080 Combi-I'layer
20 -bit. 8x-oversampling digital filter. D A con-
verter with double -step noise shaping. plays
CD's and videodiscs. Features Honeycomb
chassis; disc stabilizer. Digital tilt and height
servo; twin visual calendars; 24-chapter/track
programmability: random play for CD; remote
control for CD; visual intro scan: 10 -key direct
access chapter/track search; 2 sets of audio/
video outputs; headphone output. 425 line hor
res; video S'N 48 dB. 16% x 47/K x 16% in: 16 5
lb $600

CLD-980 Combi-Player
20 -bit. 8x-oversampling digital filter, dual I6 -bit
D/A converters. plays CD's and videodiscs. Fea-
tures disc stabilizer. Digital tilt servo: 24-chap-
ter/track programmability: remote control for
CD; 10 -key direct -access chapter/track search;
multispeed play; still/step play: multimode re-
peat functions: search function; audio/video
outputs. 425 line hor res; video sit,' 47 dB. 16% x
41/4 x 16% in; 16.4 lb $500

Pioneer CLD-92

PROCEED
PCD CD Player
8 -times oversampling. Burr -Brown I8 -bit D A
converters with glitch -free current output; two
electronically regulated master power supplies
feeding eleven distributed power supplies. Phil-
ips CDM I Mk11 transport mechanism; cast -
aluminum base plate: Hall -effect motor; sepa-
rate transformers for digital and analog sections
to minimize grounding noise. Audio and bal-
anced output; wireless remote control. Fre-

quency response 10-20.000 Hz +0. -0.2 dB:
Tim 0.004%; sq.' 105 dB; ch sep 120 dB; ist
0.006%. 8% x 81/8 x 131/4 in; 27 lb $1,650

PDT CD Transport
CD transport only, similar to the PCD CD
player with no D/A converters. Digital output via
RCA and XLR connectors $1.495

PROTON
A1.300011S CD System
4x oversampling. AM/FM tuner, and cassette
deck. Features single -beam laser; 20 -track pro-
gramming: bidirectional scan; 3 -speed search;
separated D A converter circuitry. 16 AM/FM pre-
sets: HT at -input stage; Dolby B NR; tape sen-
sor; remote control; headphone jack. FR 20-
20.000 Hz. 161/2 x 6 x 13 in $900

AC -620 CD Player
Dual -16 bit DA converters and programming
capabilities. FR 20-20.000 Hz ±0.3 dB: THD
0.003%; S/N 100 dB. 181/2 x 31/4 x 15% in: 17.2
lb $650

QUAD
Quad 66 CD Player
4x oversampling D/A converters handselected
for linearity/low noise. Fully remote controlled
player matches other Quad 66 series compo-
nents; operation from Quad 66 control panel.
RCA output and coaxial digital output. FR 20-
20.000 Hz ±0.I dB; THD <0.003%: dynamic
range >96 dB: ch sep >96 dB at 1.000 Hz:
signal-to-noise ratio >% dB. 121/4 x 31/4 x 10 in;
7.7 lb $1.200

QUASAR
LD9090 Combi-Player
8x oversampling. I8 -bit D/A converter. Plays 8 -
in. I2 -in and 5 -in CDV's; 3 -in and 5 -in CD's.
Features autoreverse; S -video output capabili-
ties; programmed and random playback; cus-
tom index function; vibration insulators. Fre-
quency response 4-20.000 Hz; total harmonic
distortion 0.003% 1.000 Hz; signal-to-noise ra-
tio 106 dB. 17 x 5 x 161/2 in; 20.3 lb $900

CD8990 CD Changer
5 -disc carousel. Features repeat play; random
play: remote control with 10 -key direct access
and 10 -key programming; 2 -color FL disc and
programming display: linear motor; dual-
aspheric glass lens. 167/N x 31/4 x 141/4 in; 8.6
lb $300

CD8949 CD Player
4x-oversampling. dual 16 -bit D/A converters.
Features 20 -step random-access programming;
edit guide; high-speed linear access; skip/
search/repeat; compatible with 3 -in CD's; re-
mote control capable. 161/14 x 3% x 10-1/4 in; 7.9
lb $200

CD8930 CD Player
4x-oversampling, 2 D/A converters. Features
high-speed linear access system; auto cue: syn-
chro recording capabilities; 20 -selection ran-
dom-access programming; 3 -in CD compatibil-
ity. 141/4 x 3'/K x 11 in; 7.5 lb $170

Portable CD Systems

GX90CD Portable CD System
Portable CD player with 36 -step random access
programming. multi -information LCD display
with music -matrix indication; 10 -key direct ac-
cess; reverse -mode selector; 10 Am/I0 FM sta-
tion presets. Uses 10 co batteries. 261/4 x 7% x 81/2
in; 14.9 lb $300
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CD8959 Portable CD Mayer
4x oversampling. Features bass boost; I -key
remote; resume play; random play; LCD infor-
mation display; I8 -track random-access pro-
gramming; repeat; skip/search; memory/recall;
3 -in CD compatible. Uses 2 AA batteries. In-
cludes remote; earphones; rechargeable NiCd
AA batteries; AC adaptor/charger: connection
cord. FR 20-20,000 Hz +0.5. - 1.5 dB; s/N 96
dB. 5 x x 51/4 in: 12.7 oz $230

REALISTIC BY RADIO SHACK
MD -1000 Combi-Player
4x oversampling. Plays 3 -in and 5 -in audio
CD's and 8 -in, I2 -in videodiscs. Features digi-
tal fluorescent display with music calendar;
search; intro scan; random play; repeat; still -
frame functions; headphone jack with volume
control; multifunction remote control. 161/4 x

41/4 x 151/2 in $500

CD -3350 Portable CD Mayer
2x oversampling, I6 -bit D/A converter. Features
3 -beam laser. Automatic search; audible
search; random -track programmming; repeat
play; pause/due; digital display; intro scan. FR
20-20,000 Hz ± 1.4 dB: s/N 90 dB; THD 0.08%.
1,000 Hz. 5% x 11/4 x 61/2 in; 0.75 lb $240

CD -3250 Portable CD Mayer
2x oversampling, 16 -bit D/A converter. Features
3 -beam laser. Automatic search; audible
search; random -track programmming: repeat
play; pause/due; digital display. FR 100-20,000
Hz -± 2 dB; S/N 80 dB; THD 0.05%, 1,000 Hz. 51/2
x I Yr x 61/2 in; 1.5 lb $200

CD -3500 Portable CD Mayer
2x oversampling. 16 -bit DiA converter and built-
in AM/FM stereo tuner. Features object -lens
drive system with optical pick-up. FR 20-20,000
Hz ±2 dB; sa.t 86 dB; THD 0.05%, 1,000 Hz. 6%
x 21/4 x 73/4 in; 1.5 lb $190

REVOX
B226 -S CD Mayer
4x oversampling. 16 -bit dual D/A converters.
Features display showing track number, time
remaining, time elapsed for both track and disc;
fixed and variable outputs; 2 digital outputs; 19 -
step programming by track/index access from
1-99: audible forward/reverse search: head-
phone jack with adjustable level; Revox sys-
tem -remote compatibility. FR 20-20.000 Hz
±0.1 dB; s/N >100 dB; total harmonic distor-

tion <0.005%; ch sep >90 dB; 17Y4 x 41/4 x 13 in:
18 lb, 11 oz $1,975
8126 CD Mayer. As above, cosmetic differ-
ences $995

ROTEL
RCD-855 CD Player
4x oversampling. dual 16 -bit D/A converter.
Features digital filter; standard line output and
digital output: servo -processor circuits; remote
control: shuffle play; scan; repeat; 3 -speed
search; automatic CD ROM switch; CD -3 com-
patibility; 20 programmable selections:
elapsed -time display from track start. FR 20-
20,000 ±0.05 dB; in D + noise 0.0025% at 1,000
Hz; sit./ 100 dB. 171/2 x 31/4 x 131/4 in: 15.4 114399

CD865 BX CD Player
4x oversampling, I6 -bit D/A converter. Analog -
plus -digital output filtration. Fixed -line output:
digital output: elapsed -time display from disc
start: 20 programmable selections; repeat for
entire disc and single tracks. FR 20-20,000
±0.05 dB; sins 100 dB: nip 0.0025% at 1.000 Hz.
171/2 x 31/4 x 13%; 15.4 lb $599

SAMSUNG
CD -20R CD Player
2x oversampling, 16 -bit D/A converter. Features
I5 -function wireless remote; 16 -track random
access memory; horizontal front -loading mech-
anism; 3 -in and 5 -in CD capability; slide vol-
ume control: track selector. FR 20-20.000 Hz ±
0.6 dB; s/N >90 dB. 161/2 x x 111/2 in; 11.2
lb $200

Portable CD Systems

RCD-2500 Portable CD System
2x oversampling. Features AM/FM radio, double
cassette deck, speakers. CD: 3 -beam laser
pick-up; I6 -track programming; CD -3 capabili-
ty. Tuner: digital tuning; 5 AM and 10 FM pre-
sets: memory scan. Cassette: high-speed dub-
bing; synchro-record and continuous play;
Dolby B NR; metal -tape capability. 3 -band
graphic EQ. 4 W/ch rms at 10% THD. 263/4 x 87/N x
67/K in; 12.1 lb $360

RCD-800 Portable CD System
2x oversampling. Features AM/FM tuner; double
cassette deck: detachable speakers. 3 -beam la-
ser pickup: I6 -track programming; CD -3 capa-
bility. Cassette: high-speed dubbing; synchro-
record and continuous play: Dolby B NR; metal
tape capability. 3 -band graphic EQ; stereo head-
phone jack. 4.5 W/ch rms at 10% THD. 251/4 x 10
x 81/2 in: 13.2 lb $330

RCD-1200 Pot table CD System
Features AM .I m tuner: double cassette deck.
Cassette: high-speed dubbing; synchro record
and continuous play mechanism; I -touch re-
cording system; metal tape capabilities. CD:
I6 -track random-access memory; LCD display
function/track/time; 3 -in and 5 -in CD compati-
bility. Headphone jack; mike mixing capability.
2.5 W/ch rms at 10% THD; S/N 85 dB. 237/4 x 81/2 x
71/4 in; 9.6 lb $280

RCD-950 Portable CD System
2x oversampling. Features AM/FM radio, cas-
sette deck, speakers. CD: 16 -track program-
ming; CD -3 capability. Tuner: digital tuning
with memory scan; 10 FM and 5 AM presets.
Cassette: synchro-dubbing CD -to -tape; one -
touch record; metal -tape capability; 3 -band
graphic EQ. 4 W/ch rms at 10% THD. 23 x 63/it x
61/14 in: 8.4 lb $280

RCD-900 Portable CD System
2x oversampling. Features AM/FM radio, cas-
sette deck, speakers. CD: 16 -track program-
ming: CD -3 capability. Tuner: FM -stereo LED
indicator. Tuner: synchro-dubbing CD to tape;
one -touch record; metal -tape capability. Vari-
able tone control; loudness control. 4 W/ch rms
at 10% THD. 23 x 61/4 x 6%; 8.4 lb $240

Portable CD Player

MY-CD2 Portable CD Player
Features forward/reverse; skip; repeat. 15 mW/
ch rms at ICP/o THD; 120 vim; 3.5 mm head-
phone jack; DC power and line-out jack .. $150

SANSUI
CD Players

CD -X711 CD Player
Four Locs I -bit D/A converters with third -order
noise shaping. Features FL display shutoff
switch to eliminate excess noise; free-floating
suspension made of 4 oil -damped coiled -spring
insulators: I optical and I coaxial digital out-
put. 20 -track random programming; 20 -track
program calendar; random play: variable -time

music scan; auto spacing; 4 -way repeat; auto
music -program search; timer start; index
search. Includes multifunction remote control.
FR Dc -200.000 Hz ± 0.3 dB; THD 0.003% at 1.000
Hz: s/N 103 dB. 17 x 5 x 15Y4 in; 22 lb. Black
finish $840

CD -X311 CD Player
Four LDcs 1 -bit D/A converters with third -order
noise shaping. Features FL display shutoff
switch to eliminate excess noise; 4 -sec space
between programs: program edit; time edit will
automatically scan disc being copied and se-
lects music matching selected time; headphone
output with volume control; 20 -track music
calendar: 10 -key direct selector/programmer;
auto music program search; music scan; coaxi-
al digital output. Includes 28 -key wireless re-
mote control. FR 4-20,000 Hz; s/N 100 dB; THD
0.006% at 1,000 Hz. 17 x 4 x II in; 12 lb . $500

CD -X211 CD Player
Four I -bit MASH D/A converters. Features mag-
netic damper in transport; springs and rubber
cushioning support pickup assembly; single-
lens laser; coaxial digital output. 20 -track pro-
gramming; output -level display; 4 -way repeat
play; program search; timer play; headphone
output with level control; 27 -key remote con-
trol. FR 4-20,000 Hz; siN >100 dB: THD
< 0.005%. 167/r x 37/s x 121/2 in; 8.8 lbs $300

CD -X111 CD Mayer
Four I -bit MASH 13/A converters. Features mag-
netic damper in transport; springs and rubber
cushioning support pickup assembly: single-
lens laser; coaxial digital output. I6 -track ran-
dom-access programming: 2 -speed manual
search; 3 -way repeat play: program search; 10 -
key remote control. FR 5-20,000 Hz; S/N >100
dB; THD <0.005%. Black. 167/4 x 31/4 x 10Y4 in;
8.13Ibs $270

CD -2701 CD Player
Four I -hit MASH D/A converters. Features mag-
netic damper in transport; springs and rubber
cushioning support pickup assembly; single-
lens laser. 16 -track random-access program-
ming. 3 way repeat play: program search; 3 -in
disc play without adaptor; 2 -speed manual
search. 10 -key remote control. Black. 161/N x

37/8 x 101/4 in; 8.13Ibs $250

CD Changer

CD -3100M CD Changer
4x oversampling, dual D/A converters, and 5 -
disc carousel. Features 30 -track random-access
programming; 5 -way repeat play; program
search; 22 -key remote control; 3 -in CD compat-
ible. 161/2 x 41/4 x 141/4 in; 10.88 lbs $350

SANYO
CP860 CD Player
2x oversampling and 3 -beam laser pickup. Fea-
tures 3 -in CD compatibility; I6 -track program-
mability; skip; search; repeat program: calen-
dar display. Includes 16 -key wireless remote
control FR 5-20,000 Hz: THD 0.03%; FR 90 dB at
1.000 Hz: ch sep 90 dB at 1.000 Hz $170
CP820. As above, no remote or calendar dis-
play $160

CD Changer

CPM900 CD Changer
10 disc magazine and 3 -beam laser pickup.
Features capacity for six full-size CD's and
four 3 -in CD's; 32 -track programmability; 10 -
key touch programming; random play: repeat
function; intro scan; forward/reverse search
and skip; LCD multifunction display; real time
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GOVERNMENT
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BLACK BOX TO

CONTROL HUMAN
EMOTIONS,

BODY MOVEMENTS,
FOR NINE HOURS.

4

Don't be alarmed, it's for your own good. Life's a

lot less stressful when you let a Pioneer Multi-Play

Cassette Changer take over.

The only deck with a six -cassette tray, it lets you

program up to nine hours of uninterrupted music

playback or recording. For advanced performance, it

has features like Dolby' HX Pro. Then, for advanced

convenience, there's CD Synchro. This allows you

to record six CDs onto six cassettes with the tot_ ci

of a single button when you're connected to ore :f
the latest Pioneer CD Changers.

The truth is, if you don't have a Pioneer Multi-Pay

Cassette Changer to move you throughout the day,

you're not playing with a full deck.
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COMPACT  DISC  PLAYERS
counter; headphone jack with level control. FR
5-20,000 Hz; THD 0.03%: sir.; 103 dB at 1,000
Hz $280

Portable CD Systems

MCD950 Portable Dual CI) System
CD system with 2 CD drawers, powered ex-
tended -bass sound system with passive radia-
tor. and AM/FM tuner. Features surround -sound
circuitry. Carbon -fiber speakers; 3 -band graph-
ic EQ. Dual CD section: 30 -track programmabil-
ity: CD -to -tape edit recording with synchro
start; continuous CD play; 3 -in CD compatibil-
ity: skip, search, and repeat; 10 -key remote CD
operation. Dual cassette section: autoreverse
playback/recording (deck B). autoreverse play-
back (deck A): auto music select system (deck
A); high-speed dubbing: continuous play; syn-
chro-start dubbing; Dolby noise reduction. In-
cludes 32 -key remote control. CD section: FR
20-20.000 Hz; dynamic range 90dB at 1.000 Hz:
ch sep 80 dB at 1.000 Hz $800

MCD650K Portable CD System
Portable CD system with top -loading horizontal
CD tray, double cassette recorder, and AM/FM
tuner. Features surround -sound circuitry. Car-
bon -fiber speakers: 4 -band radio. Cassette:
high-speed dubbing; 20 -track programming; 3 -
in CD compatibility. Includes rechargeable bat-
tery pack and AC line cord. FR 20-20.000 Hz:
dynamic range 85 dB at I.(0) Hz: ch sep 70 dB
at I MOO Hz $i(X)

MCD550K Portable CD System
Portable CD system with AM FM tuner cassette
recorder and remote control. Features sur-
round -sound circuitry: carbon -fiber speakers.
CD section: 16 -track programming: intro scan;
repeat; random play: 3 -in CD compatibility.
Cassette section: autoreverse recording and
playback: auto music -select system: built-in
quartz clock and timer. Includes AC cord. FR 20-
20.000 Hz; dynamic range 88 dB at 1.0(1() Hz: ch
sep 70 dB at I .1)(X) Hz $170

MCD-Z30 Portable CD System
Portable CD system features remote -controlled
CD player with 20 -program memory, double
cassette recorder with autoreverse play/record
(Deck B). and AM/FM tuner. Bass -boost; 3 -beam
laser tracking. Repeat and bidirectional skip/
search CD function; 10 -key remote control
(CD/vol) with motorized volume control: high-
speed tape -to -tape. CD -to -tape synchronous
dubbing; CD -to -tape back -skip edit recording;
continuous; 3 -in CD capability; LCD clock/CD
display: headphone jack: Acloc operation: re-
quires 8 u batteries (not included) for ix. opera-
tion $280

MCD450K Portable CD System
Portable Cl/system with top -loading horizontal
CD tray. cassette recorder, and 4 -band radio.
Features surround -sound circuitry: carbon -fi-
ber speakers: bass boost: CD section: sixteen -
track programming: one -touch synchro-start
dubbing from disc to tape: 2 -way CD repeat; 3 -
in CD compatibility. Includes AC cord. Fre-
quency response 20-20.((X) Hz: dynamic range
85 dB at I.(XX) Hz: channel separation 70 dB at
I ,O(X) Hz $250

MCD-ZIO Portable CD System
Portable CD system with CD player with 20 -
track memory, cassette recorder, and AM/FM
tuner. Bass boost: 3 -beam laser tracking. Re-
peat and bidirectional skip/search CD function;
CD to tape synchronous dubbing; 3 -in CD ca-
pability; [co clock/CD display: headphone
jack: Acitx: operation: requires 8 D batteries (not
included) for tx- operation $180

SCOTT
DA5001 CD Changer
4x oversampling. 16 -bit 0/A converter. 5 -disc
carousel. Features 3 -beam laser; 27 -key remote
control with memory, store, random play: 32 -
track memory: skip/search system: manual
search: 3 -way repeat playback; program selec-
tion display; CD -single ready; headphone jack
with volume control. Tub 0.05% at 1.00 Hz. 17
x 41/2 x 15 in $280

DA1000 Dual -Tray CD Player
Features 23 -key wireless remote control: 32 -
track programming; skip/search: index search;
2 -speed manual search; 3 -way repeat playback:
CD -3 compatibility. 171/4 x 41/4 x I1'/4 in: 13
lb $210

DA980 CD Player
3 -beam laser and digital filter plus 3rd -order
analog filter. Features 15 -track programming;
21 -key remote: 2 -speed manual search; index
search; 3 -way repeat playback: CD -3 compati-
bility. 171/4 x 31/x x 111/2; 91b $1 70
DA952. As above, no remote control $110

SHARP
CD Players

DX-R840BK CD Player
18 -hit. 8x oversampling. dual I) A converters: 3 -
beam laser pickup. 23 -key wireless remote con-
trol; 20 -track music schedule display: direct -
track selection; 20 -track programming; auto
program search. FR 5-20.000 Hz: s/N 100 dB:
dynamic range 95 dB: inn 0.005%17 x 31/4 x 9/4
in; 6.2 lb $240

DX -R777 CD Player
2x oversampling. 3 -beam laser pickup. 10 -key
wireless remote control: 2(1 -track random-ac-
cess programming: auto program -search sys-
tem: repeat. FR 5-20.000 Hz 3 dB. 17 x 31/4 x
91/4 in $200

DX -677 CD Player
2x oversampling. 3 -beam laser pickup. 20 -track
random-access programming: auto program -
search: repeat. FR 5-20.(XX) Hz ± 3 dB. I7 x 31/4 x
91/4 in $150

CD Changers

DX -05000 CD Changer
2x-oversampling. 6 -disc magazine. Features
32 -track random-access programming: memory
back-up function; single and repeat function; t 1.
display: auto program search: monitor search;
cushioned floating mechanism: remote con-
trol $460

DX-C4000BK CD Changer
4x-oversampling. 6 -disc magazine: 3 -beam la-
ser pickup. 20 -magazine memory hack -up: 32 -
step random access programming: random
playback: 6 -disc continuous play: 31 -key re-
mote control with numeric keypad: auto pro-
gram search: 3 -mode repeat play. FR 20-20.000
Hz; S'N 100 dB at 1.000 Hz: dynamic range 90
dB at 1.0(8) Hz: ch sep 88 dB at I .(XX) Hz; TOD
0.008%. 17 x 41/4 x 13Y4 in: 11 lb 539(1

DX -C3510 CD Changer
2x-oversampling. 6 -disc magazine. 3 -beam la-
ser pickup. 32 -step random-access program-
ming; random playback: 6 -disc continuous
play; 28 -key remote control: auto program
search: 2 -mode repeat play. FR 20-20.000 Hz: s
N 95 dB at 1.000 Hz: dynamic range 88 dB at
1.0(X) Hz: ch sep 88 dB at 1.000 Hz: rito 0.01%.
17 x 41/4 x 131/2 in: 11 lb $350

Portable CD Systems

Optonica CDX-17 Portable CD stem
Portable CD player features double cassette
deck with AM/FM tuner. CD: 2x-oversampling
digital filter; 3 -beam pickup; 20 -track program-
ming: random play; repeat play: continuous
play: FR 20-20.000 Hz ± I dB; S/N >90 dB.
Tuner: 10 AM/20 FM station presets; sin( 60 dB
stereo: alt-ch sel 55 dB. Cassette: full -logic
controls; autoreverse; one capstan; W&F 0.19%
wrms; sit( 62 dB Dolby B. Other features:
Dolby B noise reduction; bass -boost: 20 W/ch
amplifier; 35 -key wireless remote control: 2
tripod -mountable speakers with FR 70-20.000
Hz: matrix surround sound; digital clock timer;
4 -hand graphic equalizer $1,000

Optonica WQ-CD83 Portable CD System
Portable 2 -drawer CD player with double cas-
sette deck AM/FM tuner. CD: I6 -bit digital filter:
3 -beam pickup; 24 -track random programming:
random/repeat play: continuous play; FR 20-
20.000 Hz. Cassette: full -logic controls: high-
speed dubbing; autoreverse; one capstan; W&F
0.15% wrms; siN 60 dB Dolby B. Other fea-
tures: Dolby B noise reduction: bass -boost: 3
amplifiers; wireless remote control; 2 speakers:
super woofer; matrix surround sound: clock
timer; 4 -band graphic equalizer with LCD spec-
trum analyzer $700

GX-CD75BK Portable CD System
Features CD player, AM/FM synthesis tuner.
double cassette deck with autoreverse (tape I).
and wireless remote control. Bass boost: 3 -
band graphic equalizer: Dolby B NR system:
43/4 -in woofer and tweeter speaker system. CD:
20 -track programmable; auto program search:
random play. Tuner: 20 FM/10 AM station memo-
ry presets. Cassette: deck I for playback: deck
2 for playback and record; CD synchronous
dubbing: high-speed dubbing system .... $580

GX-CD63 Portable CD System
Features CD player, AM/FM quartz -synthesis
tuner and autoreverse cassette deck. Bass
boost; 3 -band graphic equalizer; loudness cir-
cuit: 4 -in 2 -way detachable speaker system.
CD: 20 -track programming: auto program
search. Tuner: 20 FM/ I0 AM station memory
presets: CD/tape synchronous dubbing .. $420

GX-CDIOBK Portable CD System
Features CD player, AM/FM synthesis tuner and
double cassette deck. Bass boost; 3 -band
graphic equalizer; 4 -in woofer and tweeter
speaker system. CD: 20 -track programmable
music selector: random play: auto program
search; Cassette: deck I for playback: deck 2
for playback and record; continuous play; CD
synchronous dubbing; high-speed dubbing sys-
tem: CD output jack $360

GX-CD56 Portable CD System
Features CD player. AM FM quartz -synthesis
tuner and cassette deck. Bass boost: 3 -band
graphic equalizer: 4 -in 2 -way detachable speak-
er system. CD: 20 -track programming; auto
program search; random and repeat play. Cas-
sette: CD/tape dubbing: CD output jack . $300

QT-CD26 Portable CD System
Features CD player. AM/FM quartz -synthesis
tuner and cassette deck. Bass boost: 3 -band
graphic equalizer; 4 -in woofer and tweeter
speaker system. CD: 20 -track programming:
auto program search: CD output jack .... $250

SHERWOOD
CD -1192R CD Player
8x oversampling. dual I8 -bit D A converter.
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Features I6 -track programming: random play:
disc/track elapsed -time display; 4 -way repeat;
headphone jack with level control; numerical
keys for direct search: can insert extra space
between tracks for auto -search -capable record-
ings; standalone remote or Digi-Link remote con-
trol. Frequency response 2-20,000 Hz dB;
sin] >110 dB; THD 0.0024%. 171/4 x 21/4 x 101/4 in:
II lbs $129

CD-I182R CD Player
8x oversampling. I6 -bit D/A converter. Features
16 -track programming; random play; disc/track
elapsed -time display; 4 -way repeat; headphone
jack with level control; Digi-Link remote con-
trol. FR 2-20.0(X) Hz ±0.5 dB; S/N > 95 dB: THD
0.(X4%. 11 lb $299

CD -1160R CD Player
2x oversampling. 16 -bit D A converter, and 3 -
beam laser pickup. Features motorized touch -
sensitive disc loading. Digi-Link remote capa-
bility; 20 -track programming; multifunction
Lot display: auto -space; 4 -way repeat; random
play. FR 20-20.000 Hz ±0.5 dB; signal-to-noise
ratio >90 dB; total harmonic distortion
<0.005%. 21/4 x 171/4 x 101/4 in $249

CD -1180C CD Player
8x oversampling. 16 -bit D/A converter. Features
I6 -track programming; random play; disc/track
elapsed -time display; 4 -way repeat: headphone
jack with level control. Digi-Link remote com-
patible. FR 2-20.000 Hz ±0.5 dB: S/N > 95 dB;
THD 0.004%. 10.7 lb $269

CD -1060C CD Player
4x oversampling, 16 -bit D/A converter. Features
I6 -track programming: disc/track elapsed -time
display: 4 -way repeat: headphone jack. Digi-
Link remote compatible. FR 2-20,000 Hz ±0.5
dB; S/N > 93 dB; nut 0.07%. 10.7 lb $229

CD Changer

CDM-1260R CD Changer
4x oversampling. I6 -hit DA converter. 6 -disc
magazine. 32 -track programming: disc/track
elapsed -time display; 4 -way repeat; remote
control. FR 20-20.000 Hz _0.5 dB; s/N 91 dB:
rim 0.001% $349

SONOGRAPHE BY
CONRAD-JOHNSON

SD -1B CD Player
4x oversampling. dual D/A converters. Features
discrete FET audio circuits and power supplies;
20 -track skip forward/skip back; fast forward/
fast reverse; repeat disc, program; headphone
jack; audible sound during fast scan. Cues by
track and index number. Displays current track
number, program in memory, elapsed time of
current track. 18 x 3'4 x 12 in; 8.5 lb $795

SONY
CD Players

CDP-990 CD Player
I6x oversampling. four 18 -bit D/A converters.
Features noise shaping; digital sync; servo sta-
bilizer; remote control: 20 -track calendar; re-
peat play; shuffle play; variable line output;
headphones with volume; optical digital output.
FR 2-20,000 Hz ±5 dB; SIN 110 dB; distortion
0.003%; 17 x 41/2 x I I in; 11.1 lb $470

CDP-790 CD Player
8x oversampling. dual 18 -bit D/A converters.
Features noise shaping: digital sync: servo sta-
bilizer; remote control: 20 -track music calen-
dar; repeat play: shuffle play: variable line

output: headphones with volume; optical digital
output. FR 2-20,000 Hz ±5 dB; s/N 104 dB:
distortion 0.003%: 17 x 41/4 x 11 in; 8.1 lb. $295

CDP-690 CD Player
8x oversampling. dual 18 -bit D/A converters.
Features noise shaping; servo stabilizer; re-
mote control: 20 -track music calendar; repeat
play: shuffle play; headphones with volume:
optical digital output. FR 2-20.000 Hz ±5 dB;
s/N 102 dB; distortion 0.005%. 17 x 4 x 11 in: 8
lb $280

CDP-590 CD Player
8x oversampling. dual 16 -bit D/A converters.
Features noise shaping; servo stabilizer; re-
mote control: 20 -track music calendar; repeat
play: shuffle play: headphones with volume. FR
2-20.000 Hz ±5 dB; sir+ 100 dB: distortion
0.008%. 17 x 4 x 11 in; 7.1 lb $225

CDP-390 CD Player
4x oversampling. dual 16 -bit D/A converters.
Features servo stabilizer; remote control; re-
peat play: shuffle play: headphones with vol-
ume. FR 2-20.000 Hz ± I dB; S/N 93 dB; distor-
tion 0.05%. 17 x4 x 11 in; 6.1 lb $190

CDP-290 CD Player
4x oversampling. dual 16 -bit D/A converters.
Features servo stabilizer: repeat play; shuffle
play; headphones with volume. FR 2-20.000 Hz
-± I dB; S/N 93 dB; distortion 0.05%. 17 x4 x II
in; 6.1 lb $165

ES Series

CDP-R1 CD Player and DAS-RI D/A Converter
45 -bit, 8x oversampling digital filter. I6 -bit DA
converter. Features twin optical link between
components; optical and coaxial digital out-
puts; noise shaping; servo stabilizer: frame and
beam construction; linear motor; aluminum
die-cast optical transport base; left/right-mono
circuit configuration; multistage power supply;
remote control: high-speed search; index
search; shuffle play: delete option: 5 repeat
modes. Player: 181/2 x 5 x 161/4 in; 37.7 Ib:
Converter: 181/2 x 5 x 161/4 in; 37.7 lb .. $8,000

CDP-X77ES CD Player
45 -bit, 8x oversampling digital filter. Features
optical and coaxial digital outputs: noise shap-
ing; digital sync: servo stabilizer; linear drive:
20 -track programming; repeat play; shuffle
play; direct access: index search; fader: remote
control. FR 2-20.000 Hz ±0.3 dB; S/N 117 dB;
distortion 0.0015%. 181/4 x 5 x 141/4 in. 37.6
lb $1,700

CDP-X55ES CD Player
45 -bit, 8x oversampling digital filter. Features
optical digital output; noise shaping; digital
sync; servo stabilizer; linear drive; 24 -track
programming; repeat play; shuffle play: direct
access: index search; peak -level search; auto
space; fader; remote control; 20 -track music
calendar. FR 2-20,000 Hz ±0.3 dB: s/N 115 dB;
distortion 0.0018%. 181/4 x 5 x 141/4 in: 27.7
lb $900

CDP-X33ES CD Player
8x oversampling, 18 -bit D/A converter. Features
optical digital output; noise shaping; digital
sync; servo stabilizer; linear drive; 24 -track
programming: repeat play; shuffle play: direct
access; index search; peak -level search; auto
space; fader: remote control; 20 -track music
calendar. FR 2-20,000 Hz ±0.3 dB; SIN 113 dB;
distortion 0.002%. 17 x 5 x 141/4 in; 24.3 lb $580

CUP-209ES CD Player
8x oversampling. 18 -bit D A converter. Features

optical digital output; noise shaping: servo sta-
bilizer: 24 -track programming; repeat play:
shuffle play; direct -access: index search; peak -
level search: auto space; fader; remote control;
20 -track music calendar. FR 2-20.000 Hz ±0.3
dB: S/N 110 dB; distortion 0.003%. 17 x 41/4 x
111/4 in; 10 lb $320

CD Changers

CUP -0900 CD Changer
8x oversampling, dual I6 -bit DA converters, 10 -
disc magazine. Features DiscJockey cartridge -
loading system, usable in car CD changers;
noise shaping; servo stabilizer: optical digital
output; 10 -key direct access playback; shuffle
play; repeat play; search; 32 -track program-
ming; multifunction remote control. 17 x 4'/ x
141/4 in; 14.2 lb $470

CDP-C705 CD Changer
8x oversampling. dual I8 -bit D/A converters. 10 -
disc magazine. Features noise shaping: servo
stabilizer; remote control; custom file; shuffle
play: repeat play; variable line out; 5-disc/20-
track direct access; headphones with volume
control. FR 2-20.000 Hz ±0.3 dB; S/N 105 dB;
distortion 0.0035%. 17 x 41/4 x 15 in; 13 lb $380

CDP-0505 CD Changer
8x oversampling. dual 16 -bit D/A converters. 5 -
disc carousel. Features DiscJockey cartridge -
loading system: noise shaping; servo stabilizer;
remote control; shuffle play: repeat play; head-
phones with volume control. FR 2-20.000 Hz
±0.5 dB; sit4 100 dB; distortion: 0.01%. 17 x 41/4
x 15 in; 13 lb $320

ES Series Changers

CDP-C9ESD CD Changer
8x oversampling, dual I8 -bit D/A/ converters,
10 -disc magazine. Features DiscJockey car-
tridge -loading system; optical digital outputs;
servo stabilizer: 10-disc/I0-track direct -access
remote control; 32 -selection random music sen-
sor, automatic music sensor; shuffle play: 4
repeat modes; music calendar. 17 x 4'/ x 141/4
in; 14.2 lb $500

CDP-C$5ES CD Changer
8x oversampling. 18 -bit D/A converter. 5 -disc
carousel. Features optical digital outputs; noise
shaping: digital sync: servo stabilizer; custom
file: 32 -track programming; repeat play; shuffle
play; direct access; peak -level search; fader:
remote control: music calendar. FR 2-20,000 Hz
± 0.3 dB; S/N 110 dB: distortion 0.0025%. 181/4 x
5 x 151/4 in; 18 lb

CDP-C75ES CD Changer
8x oversampling. I8 -bit D/A converter. 5 -disc
carousel. Features optical digital outputs; noise
shaping; digital sync: servo stabilizer; custom
file; 32 -track programming: repeat play; shuffle
play; direct access; peak -level search; fader:
remote control; music calendar. FR 2-20.000 Hz
± 0.3 dB; S/N 110 dB: distortion 0.003%. 171/4 x
5 x 151/4 in: 15.61b $400

Portable CD Players

D-555 Portable CD Player
8x-oversampling digital filter and dual I8 -bit D/A
converters. Features digital operation of the
following: 5 -band graphic F.o; dynamic -range
compression; surround -sound processing; bass
boost. 22 -track programming; 5 -way repeat;
random play: intro scan; digital optical output:
1.CD display. Optional remote available; Ac/Dc
power adaptor and rechargeable battery. FR 20-
20,000 Hz: THD < 0.007%; s/N 90 dB. 5 x x
51/4 in $450
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D-35 Portable CD Player
8x-oversampling digital filter and dual I8 -bit D/A
converters. Features music -calendar display:
22 -track programming: 5 -way repeat; random
play; intro scan; LCD display: remote control.
AC/DC power adaptor and rechargeable battery.
5 x I x 51/2 in $400

D-25 Portable CI) Player
4x oversampling, 16 -bit D/A converter. Features
22 -track random music programming; 5 -way
repeat; music search; key -hold switch; LCD dis-
play. Includes remote, stereo headphones.
adaptor, rechargeable battery, line-out cord.
carrying case, and strap $360

D -T66 Portable CD Player/Tuner
8x oversampling. dual D/A converters; AM/FM
tuner with 20 presets. Features 22 -track ran-
dom music programming; 5 -way repeat: music
search. Includes headphones, adaptor, re-
chargeable battery. 5 x 11/4 x 51/2 in $130

D-9 Portable CD Player
2x oversampling and 16 -bit D/A converter, bass-

boost. Features 22 -track random sampling; S-
way repeat; music search; wireless remote;
key -hold switch; back -lighted LCD display;
auto -tracking recovery. Includes AC adaptor.
rechargeable battery, line-out cord, carrying
case, and strap $250

D -T2 Portable CD Player/Tuner
2x oversampling, dual 16 -bit D/A converter, and
AM/FM tuner. Features 3 -way repeat: high-speed
music search; key -hold switch; LCD readout.
Includes AC adaptor, line-out cord, and carry
belt $250

D-66 Portable CD Player
8x-oversampling digital filter and dual D/A con-
verters. Features 22 -track programming; 5 -way
repeat; random play: LCD display. AC/DC power
adaptor and rechargeable battery. 5 x 11/4 x 51/2
in $230

D -I2 Portable CD Player
Oversampling digital filter and dual D/A convert-
ers. Features 3 -way repeat; bass boost; random
play; LCD display. Includes headphones 51/2 x
11/2 x 6 in $230

D-2 Portable CD Player
2x oversampling. I6 -bit D/A linear converter.
Features 3 -way repeat; high-speed music
search: key -hold switch; LCD display showing
track number and elapsed time. Includes AC
adaptor, line-out cord, and carry belt .... $200

D -I I Portable CD Player
Oversampling digital filter, dual D/A converters.
Features 3 -way repeat; bass boost; LCD display.
Includes headphones. 51/2 x 11/2 x 51/4 in .. $180

Portable CD Systems

CFD-770 Portable CD System
Portable CD player with AM/FM tuner and dual
cassette deck. Features Dolby B NR; 20 -track
programming; shuffle play; calendar display;
CD tape -edit function; repeat play; cue and
review; 20-AM/FM presets; 3 -band graphic equal-
izer; detachable 2 -way speakers. Includes AC
power cord; remote control. Uses 8 D batteries.
27 x 9Y4 x 9'/4in; 24 lb $500

CFD-760 Portable CD System
Portable CD player with AM/FM tuner and dual
cassette deck. Features 20 -track programming;
shuffle play; calendar display; CD tape -edit
function; repeat play; cue and review; 20-AM/FM
presets; 3 -band graphic equalizer; detachable 2 -
way speakers. Includes AC power cord; remote

control. Uses 8 D batteries. 271/2 x 9YN x 91/4
18 lb $400

CFD-750 Portable CD System
Portable CD player with AM/FM tuner and dual
cassette deck. Features 20 -track programming;
calendar display; CD tape -edit function; repeat
play; cue and review: 20-AM/FM presets: 3 -band
graphic equalizer; detachable 2 -way speakers.
Includes AC power cord. Uses 8 D batteries.
271/2 x 91/4 x 91/2 in: 18 lb $350

CFD-454 Portable CD System
Portable CD player with AM/FM tuner and cas-
sette deck. Features cassette recording and
playback; automatic music sensor; shuffle play;
repeat play; cue and review: 5 -band graphic
equalizer; detachable 2 -way speakers; stereo
headphone and CD output jacks; input jack.
Includes AC power cord. Uses 8 D batteries.
26'1 x 111/4 x 71/2 in; 161b. 12 oz $280

CFD-455 Portable CD System
Portable CD player with AM/FM tuner and cas-
sette deck. Features auto music sensor; ran-
dom play; repeat play: cue and review; 5 -band
EQ: detachable 2 -way speakers: headphone and
CD outputs; input. Includes remote control and
AC cord. Operates on 8 D batteries $230

CFD-68 Portable CD System
Portable CD player, AM/FM tuner, and autore-
verse cassette deck with search. Features re-
peat play; dual 4 -in speakers; CD output. In-
cludes AC cord. Operates on 8 D batteries. 231/4 x
7 x 7Y4 in; 10. I lb $230

CFD-60 Portable CD System
Portable CD player with AM/FM tuner and cas-
sette deck. Features search: repeat play: cue
and review on cassette deck; dual 4 -in speak-
ers; headphone and CD output jacks. Includes
AC power cord. Uses 8 D batteries. 23'/4 x 7 x 7Y4
in; 10.1 lb $220

CFD-50 Portable CD System
Portable CD player with AM/FM tuner and cas-
sette deck. Features search; repeat play; cue
and review on cassette deck; dual 4 -in speak-
ers; headphone jacks. Includes AC power cord.
Uses 8 D batteries. 231/4 x 7 x 71/4 in: 10.1 lb

$200

SOUND ENGINEERING
PFM-1R CD Player
CD player with Enhanced Resolution Decoding
System. Features wireless remote control; DC
output. $1,250

PFM-IM CD Player
CD player with Enhanced Resolution Decoding
System. Features DC output; favorite -track
memory $1,100

SYLVANIA
CD1552 Carousel CD Changer
4x oversampling, dual 16 -bit D/A converter, 5 -
disc carousel. 15 -key infrared remote control: 4
disc changeable during play: 50 -track program-
mability; shuffle play; 3 -speed cue/review; 3 -in
CD compatible. FR 2-20.000 Hz ±0.5 dB; S'N
100 dB; dynamic range 90 dB; THD 0.015% at
1,000 Hz; ita 76 dB. 161/2 x 41/2 x 15 in .... $300

CD1502 CD Player
4x oversampling, dual I6 -bit D/A converter. Piv-
oting laser scanning assembly. I5 -key infrared
remote control; 20 -track programmability:
shuffle play; 3 -speed cue/review: 3 -in CD com-
patible; headphone jack. FR 2-20.000 Hz ±0.5
dB; s/N 95 dB; dynamic range 92 dB; mu

0.015% at 1.000 Hz: IM 76 dB. 161/2 x 4 x II
in $180

TEAC
CD Players

AD -3 CD/Cassette Player
CD section features 16 -bit 4x oversampling; 16-
bit dual D/A converter; 3 -beam laser pickup: 16 -
track random -memory programming; 3 -way re-
peat; wireless remote control. FR 2-20,000 Hz
(chrome); s/N 94 dB at 1,000 Hz; THD 0.01%.
Cassette section features bidirectional autore-
verse rec/playback; Dolby FIX Pro: Dolby B
NR; 2 -color LED; sync dubbing: timer rec/play;
function selector (Tape/CD). W&F 0.08% wrms;
frequency response 30-15,000 Hz (chrome); sig-
nal-to-noise ratio 65 dB at 5.000 Hz (Dolby B).

x 5 x 101/4 in; 10.81b $400

AD -1 CD/Cassette Player
CD section features 3 -beam laser pickup; 16-
track random -memory programming; 3 -way re-
peat. FR 2-20.000 Hz (chrome); s/N 92 dB at
1.000 Hz; nip 0.02%. Cassette section features
one-way rec/playback; Dolby B NR; 2 -color
LED: sync dubbing; auto stop mechanism; met-
al- tape compatibility: function selector (tape
CD). W&F 0.09% wrms; FR 30-15,000 Hz
(chrome): s/N 65 dB at 5.000 Hz (Dolby B). 171/4
x 5 x 101/4 in; 10.8 lb $300

PD -P7 Portable CI) Player
2x oversampling. Features 3 -beam laser track-
ing; 16 -track programming: 2 -way repeat; LCD
display; 3 -in CD compatible: 3 -way power
source; AC adaptor; battery case. FR 20-20,000
Hz ±0.5 dB; distortion 0.01: dynamic range 84
dB. 5 x I 1/4 x 51/4 in; 1.4 lb $270

PD -365 CD Player
4x oversampling. I6 -bit dual D/A converter.
Features 3 -beam laser pickup; 4 -digit LED dis-
play: I6 -selection random memory program-
ming: 2 -way repeat; remote control. FR 20-
20,0(X) Hz ± I dB; THD 0.005% at I KHz:
dynamic range 92 dB; s/N 105 dB. 171/4 x x
111/2 in; 7Y4 lb $250
PD -265. As above, 4x oversampling. FR 5-
20.000 Hz ± I dB; THD 0.005% at 1,000 Hz;
dynamic range 92 dB; s/N 90 dB. 171/4 x 31/4 x
101/4 in; 7 lb $230

CD Changers

PD -700M CD Changer
4x oversampling, dual D/A converters, 6 -disc
magazine. 3 -beam laser pickup. Features 32 -
track multidisc random playback; multifunc-
tion fluorescent display; 3 -way repeat; front -

loading disc cartridge. Includes 10 -key remote
control. FR 5-20,000 Hz ± I dB; sir( 93 dB; THD
0.0I% at 1,000 Hz. 171/4 x 4 x 131/4 in; 11.4
lb $370

PD -C400 CD Changer
I8 -bit. 4x oversampling filter, 16 -bit dual D/A
converters, 5 -disc carousel. 3 -beam laser pick-
up. Features 32 -track multidisc random play-
back; 3 -way repeat; multifunction fluorescent
display. Includes 10 -key remote control. FR 20-
20,000 Hz ± I dB; s/N 96 dB; THD 0.07% at 1,000
Hz. 171/14 x 41/4 x 131/4 in; 9.25 lb $320
PD -C350. As above but with no 10 -key remote
control $280

TECHNICS
CD Players

SL -Z1000 CD Transport
CD transport with antivibration/resonance de -
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sign and construction. Features 4 -point floating
optical disc: magnetic -guide antivibration lin-
ear motor transport: 2 -mm -thick steel chassis;
2 -mm -steel plate base: 3 -mm -thick aluminum
top: 8 -mm aluminum extruded side panels:
high -torque brushless direct -drive spindle mo-
tor; 3 -in CD compatibility; speed -controlled
soft loading: 2 -way optical digital output. Sam-
pling frequency 44.1 kHz. 19 x 51/2 x 161/2 in;
44.1 lb $4,500
SH-X1000 Signal Processor. For the above. Fea-
tures 8 MASH I) A converters. 55 x 19 x 16 in: 44.1
lb $4.500

SL -P1300 CD Player
Xs oversampling. four MASII D/A converters.
Features separate digital and analog power sup-
plies: high-speed linear -motor access system. 
10 -button keypad; auto -cue: A'B repeat: ±8%
pitch control: optical and coaxial digital out-
puts: 2-spced search dial: audible pause: rocker
switch for mixing; cueing by CD time code:
balanced outputs: skip keys: 2 -speed audible
search: repeat track, disc, and program; head-
phone jack with level control; line out via un-
balanced 1phono) pin connectors; subcode out-
put; cue search: remote control. 161/2 x 6'/4 x
147/ii in $1,800

SL -P1200 CD Player
2x oversampling, dual un converters. Features
9th -order low-pass analog filter: I-beam laser:
high-speed rocker control for momentary ad-
vance or retard: quartz -locked pitch control

8%1: 2 -speed cueing; rear -panel remote jack
tor mixer: auto cue to first note of desired
track: FL display: locates track start in <I sec;
subcode output: skip forward/skip backward:
fast forward/reverse: audible sound during fast
scan: repeat track, disc, program: 20 -track pro-
gramming; headphone jack with level control;
cues by track number, index number, time;
track, time. and program displays; remote con-
trol. 17 x 7 x 15 in; 12 lb $1.500

SL-PS70 CD Player
Eight I -hit MASH D/A converters. Features opti-
cal digital output: linear motor transport: just
time edit: synchro editing; auto fader; peak -
level search: random play: auto cue; FL display
with music matrix. FR 2-20010 Hz 0.3 dB:
I IID 0.003%: 5/N 112 dB. 17 x 5 x 131/2 in; 11.4
lb $450

SL-PS50 CD Player
Four I -hit MASH D/A converters. Features multi-
stage noise shaping; antivibration/resonance
construction: linear motor transport: optical
digital output: edit guide: just time edit: syn-
chro editing: peak level search; skip/search
keys; remote control with digital attenuator. FR
2-20,188) Hz 0.5 dB: THD OL/03%; S/N 103 dB.
17 x -1'/7 x 13%. in; 9.9 lb $330

SL -P370 CD Player
Four I -bit MASH D/A converters. Features multi-
stage noise shaping: dual-aspheric glass lens:
linear motor transport: synchro editing; auto
cue: ri. display with music matrix; 10 -key di-
rect -access remote control. FR 2-20,000 Hz ± I
dB; -rim 0.005%; S N/ 96 dB. 17 x 31/2 x 71/2 in: 7.7
lb $200

SL -P170 CD Player
Four I -bit MASH 0/A converters. Features multi-
stage noise shaping: dual-aspheric glass lens;
linear motor transport: multifunction fluores-
cent display with music matrix; auto cue: ran-
dom-access programming; search: time mode
selector: repeat selector. Frequency response
2-20.000 Hz ± I dB: total harmonic distortion
0.005%: signal-to-noise ratio 96 dB. 17 x 31/2 x
71/4 in: 7.7 lb $180

CD Changers

SL-PC45 CD Changer
Four I -bit MASH D/A converters, 5 -disc carousel.
Features sequential play and repeat: direct disc
access: 32 -track random-access programming;
random play: edit guide: auto link: linear motor
transport; 25 -key direct access remote control.
FR 2-20.000 Hz ± I dB; THD 0.005%; S/N % dB.
17 x 47/s x 141/4 in: 10.8 lb $330

SL-PC33 CD Changer
Four I -bit MASH 0/A converters. 5 -disc carousel.
Features dual-aspheric glass lens: linear motor
transport; sequential play and repeat; direct -
disc access; 32 -track random-access program-
ming: random play: edit guide: auto link; 25 -
key wireless remote control. FR 2-20.000 Hz ± I
dB; m130.005%; s/N % dB. 17 x 4 x 14/, in; 13.2
lb $300

SL-PC25 CD Changer
Four I -bit MASH I) A converters. 5 -disc carousel.
Features dual-aspheric glass lens; linear motor
transport; sequential play and repeat; direct -
drive access; 32 -track random access program-
ming: random play: edit guide; auto link: 25 -
key wireless remote control. FR 2-20.000 Hz ± I
dB: Tim 0.005%; s/N % dB. 17 x 41/4 x 141/4 in; 9
lb $260

SL-PCI5 CD Changer
Four I -bit MASH D/A converters, 5 -disc carousel.
Features dual-aspheric glass; linear motor
transport; sequential play and repeat: direct
disc access: 32 -track random access program-
ming: random play: edit guide: auto link. FR 2-
20.000 Hz ± I dB; THD 0.005%: S/N % dB. 17 x
31/4 x 112/1 in: 8.6 lb $230

Portable CD Players

S1.-XP6 Portable CD Player
4x oversampling. Features normal, resume.
and random play mode: skip keys: memory
key: I8 -step random-access programming; AC
adaptor: auto power -off after 5 minutes; head-
phone jack with level control: repeat; search:
line-out jack: t.co display. I x 5 x 5 in: 13.4
OZ $380

SL-XP2 Portable CD Player
4x oversampling. dual 16 -bit D/A converters.
Features dual-aspheric glass lens; direct -drive
spindle motor. xns bass boost; resume play;
random play: Leo display: I8 -track random-
access programming; auto power -off: repeat
key; skip/search keys; memory recall key: line
out terminal: 3 -in CD compatibility. Powered
by internal NiCd rechargeable batteries or AA
batteries. Includes multifunction I -key remote
control, earphones, rechargeable NiCd AA bat-
teries. AC adaptor/recharger. SIN 88 dB. 5 x I x

51/4 in; 13.8 oz $250

Technics SL-PS70

TOSHIBA
Portable CD Players

XR-9459 Portable C'D Player
4x oversampling and digital surround sound.

Features 3 -beam laser pickup: rechargeable
battery: wireless remote: 16 -track program-
ming: headphone jack with volume: wired re-
mote: carry case $399

XR-9437 Portable CD Player
Compact CD player with AM/FM stereo. 9 FM/5
AM presets; 3 -beam laser pickup; 16 -track ran-
dom memory wirepeat: quick -program select;
uses 4 AA batteries or rechargeable NiCd . $350

Portable CD Systems

RT-8089 Portable CD System
Portable CD player with dual cassette deck.
tuner, and speakers. CD section features 16 -
track programming; search and skip; CD line
output. Cassette section features AM/FM stereo.
Deck features autoreverse $350

RT-8069 Portable CD System
Portable CD player with cassette deck, tuner,
and speakers. CD section features I6 -track pro-
gramming; CD line output. Deck features mi-
crophone jack: input line; metal/high-bias/nor-
mal switch. 3 -band graphic Eo: balance
control $299

VECTOR RESEARCH
vcD-420R CD Player
4x oversampling, dual D/A converter. Music cal-
endar; 3 -in CD compatible; 5 -way repeat; shuf-
fle play; 28 -function remote control. FR 20-
20,000 Hz 2:0.5 dB; s/N >100 dB; mu
<0.004%: ch sep >90 dB; dynamic range >95
dB. 17 x 31/4 x 12 in; 10 lb $300

VCD-410R CD Player
8x oversampling. dual 18 -bit D/A converter. 3 -in
CD compatible: 4 -way repeat; I5 -function re-
mote control. FR 20-20,000 Hz ± 0.5 dB; s/N >100
dB: THD > 0.004%; ch sep > 90 dB: dynamic
range > 95 dB. 17 x 31/4 x 12 in: 10 lb $260

CD Changers

VCD-628R CD Changer
8x oversampling, dual n/A converter. digital filter.
and 6-di.c magazine. Shuffle play; audible cue
and review: 4 -way repeat; 18 -function remote
control. FR 20-20,000 Hz 20.5 dB; s/N >96 dB:
Tim < 0.009%: ch sep > 86 dB; dynamic range
:_-- 92 dB. 17 x 4'% 12% in: 13 lb $350

WADIA DIGITAL
N T-2000 CD I ransport
Features glass -fiber-optic connections; propri-
etary circuitry: stabilizer clamp; floating sus-
pension system, shielded power supply; glass
and plastic fiber-optic/coaxial outputs . $5,595

WT -3200 CD Transport
Features glass fiber-optic connections: propri-
etary circuitry; glass and plastic fiber-optic/
coaxial outputs $1,995

YAMAHA
CD Players

CDX-2020 CD Player
8x oversampling mse D/A converters for 22 -bit
linearity. Features direct output; digital de -
emphasis circuitry: current isolation system:
shunt -regulated power supplies and indepen-
dent transformers; heavy-duty chassis with pin-
point damping system; high-speed linear motor:
floating suspension system: glass -lens 3 -beam
laser pickup with built-in head amplifier in die-
cast aluminum chassis. 20 -bit digital volume
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COMPACT  DISC  PLAYERS
control; optical and coaxial digital outputs; 3 -in
CD compatibility; 5 -way repeat; 24 -track pro-
gramming; direct -track access; 3 -way music
search; index search; calendar display; random
play; gold-plated terminals; RS integrated sys-
tem remote control compatibility. Includes 46 -
key wireless remote control. Titanium finish
with wood sidepanels. 39 lb $1,499

CDX-1120Ti CD Player
8x-oversampling 20 -bit digital filter, D/A con-
verters for 22 -bit linearity. Features direct out-
put; 20 -bit digital volume control; digital de -
emphasis circuitry; optical and coaxial digital
outputs; current isolation system; shunt -regu-
lated power supplies and independent trans-
formers; heavy-duty chassis with pinpoint
damping system; high-speed linear motor. 3 -in
CD single compatibility; 5 -way repeat play
(full/random/single/A-B/program); 24 -track
programming; 3 -way music search; index
search; calendar display; random play; gold-
plated terminals; RS integrated system remote -
control compatibility; 46 key wireless remote -
control; titanium finish $1,199
CDX-1120. As above, black $1,199

CDX-920T1 CD Player
8x-oversampling I8 -bit digital filter, D/A con-
verters for 22 -bit linearity. Features direct out-
put; digital de -emphasis circuitry; current isola-
tion system; heavy-duty chassis with ball-point
damping system; glass -lens 3 -beam laser pick-
up with built-in head amp in die -cast -aluminum
chassis. 20 -bit digital volume control; optical
and coaxial digital output; auto/manual tape
edit program; 3 -in CD compatibility; 5 -way re-
peat play; 24 -track programming; direct track
access; 3 -way music search; index search; cal-
endar display; random play; gold-plated termi-
nals; RS integrated system remote control com-
patibility. Includes 47 -key wireless remote
control. Titanium finish. 22 lb $749
CDX-920. As above, black $699

CDX-1030Ti CD Player
I -bit D/A converter featuring Yamaha S -bit tech-
nology. 3rd -order noise shaping; Class A audio
amplifiers; independent audio circuit boards;
large -capacity power transformer; low-pass fil-
ter; optical and coaxial digital outputs; remote
digital volume control (headphones and line
out); high-speed linear feed motor; double one -
point damping system. 43 -mode program play;
program file with file -save indicator and memo-
ry backup; 5 -mode repeat play; 25 -track pro-
gramming; index search; random play; auto
space insert; multimode timer playback; 3 -way
music search; 3 -in CD compatible; calender
display; front -panel headphone jack; RS inte-
grated system remote control with 34 keys;
titanium finish $699
CDX-1030. As above, black $699

CDX-930Ti CD Player
I -bit D/A converter featuring Yamaha S -bit tech-
nology. 3rd -order noise shaping; large -capacity
power transformer; active low-pass filter; opti-
cal and coaxial digital outputs; remote digital
volume control (headphones and line out);
high-speed linear feed motor; one -point damp-
ing system. Program file with file -save indicator
and memory backup; 5 -mode repeat play; 25 -
track programming; index search; random play;
auto space insert; multimode timer playback; 3 -
way music search; 3 -in CD compatible; calen-
der display function; front -panel headphone
jack; RS integrated- system remote control
with 34 keys; titanium finish $549
CDX-930. As above, black $549

CDX-730T1 CD Player
8x-oversampling with noise shaping, dual I8 -bit

D/A converters. Features I8 -bit data output
from digital filter; optical digital output. 3 -mode
program play; tape -edit function; program file;
4 -way repeat; 25 -track programming; calendar
display; 3 -way music search; front- panel head-
phone jack with level control; RS integrated
system compatible; 30 -key wireless remote
control; titanium finish $349
CDX-730. As above, black $349

CDX-530Ti CD Player
8x-oversampling dual 18 -bit D/A converters.
Features I8 -bit data output from digital filter; 3 -
mode program play; tape -edit function; 4 -way
repeat; 25 -track programming; calendar dis-
play; 3 -way music search; front -panel head-
phone jack; RS integrated system compatible;
20 -key wireless remote; titanium finish .. $279
CDX-530. As above, black $279

CD Changers & Combi-Players

CDV-1700Ti Combi-Player
8x oversampling, dual I8 -bit D/A converters.
Features front -panel controls; remote control;
S -VHS output; 440 lines horizontal res; on-
screen display; titanium finish $699
CDV-1700. As above, black $699

CDC -610U CD Changer
18 -bit, 4x-oversampling digital filter, 10 -disc
magazine. 3 -beam laser pickup; 3rd -order low-
pass analog filter. 36 -track programming; mem-
ory play; random play; disc scan; music scan;
3 -way repeat; index search; headphone jack
with adjustable level. Includes wireless remote
control. Black; 20 lb $599

CDC-805TI CD Changer
I -bit D/A converter, 5 -disc carousel. Features
PlayXchange mechanism that permits changing
4 discs while the 5th disc is playing; 5 -mode
digital equalizer (classical, vocal, rock, jazz,
flat); 2 -mode relay play between two CDC -805
changers; Yamaha S -bit technology; 3rd -order
noise shaping; optical digital output. Remote
digital volume control (headphone and line
out); 40 -track programming; random repeat/
play; index search; 3 -in CD compatible; 4 -mode
time display; RS integrated -system remote con-
trol with 45 keys; titanium $499
CDC -805. As above, black $499

CDC -705T1 CD Changer
I -bit D/A converter. 5 -disc carousel. Features
PlayXchange mechanism that permits changing
4 discs while 5th disc is playing; Yamaha S -bit
technology; 3rd -order noise shaping; optical
digital output; remote volume control; 20 -track
programming; repeat play; index search; 3 -in
CD compatible; 4 -mode time display; RS com-
patible 29 -key remote; titanium finish.... $399
CDC -705. As above, black $399

CDC -605T1 CD Changer
4x oversampling, dual 16 -bit D/A converter, 5 -
disc carousel. 32 -track programming; random
playback; 4 -way repeat playback; auto fade in -
out; 3 -in CD compatible; RS compatible I8 -key
remote control; titanium finish $299
CDC -605. As above, black $299

Yamaha CDX-1030
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CASSETTE DECKS & DAT DECKS

ACOUSTIC RESEARCH
RD -06 Cassette Deck
Features Dolby B, C, and HX-Pro. Brushless
direct -drive DC servo motor; rec/play sendust-
core head; ferrite -core erase head. Bias -adjust-
ment function; rec balance function; optional
remote control. S/N Dolby B 64 dB, Dolby C 73
dB. no Dolby 55 dB; w&F 0.2% DIN; FR 30-
20,000 Hz, ± 3 dB (metal tape). 17 x 43/4 x 13 in;
12.38 lb $500

a1c11s/

C4 3 -Head Cassette Deck
Microprocessor -controlled Dolby B,C NR, and
HX Pro cassette deck. Quartz -controlled PLL
capstan motor drive in die-cast metal chassis.
Digital recording -level and balance controls;
full status displays; remote control through
a/d/s/ R4 receiver or CC4 tuner/preamp; auto
bias/EQ for all
able -bias and level settings for each tape type;
displays elapsed or remaining time; record and
play timer; auto repeat; music search; mic/line
mixing; adjustable headphone output; LED rec-
level meters; rec-level range 80 dB in l -dB
steps. Speed deviation <0.5%; w&F <0.04%
wtd rms; FR 20-20,000 Hz, ±2 dB; sad Dolby C.
metal tape >74 dBA (optional outboard NR
system extends s/N to >93 dBA). 171/2 x 23/4 x
143/4 in; 22 lb $1,250

C2/3 2 -Head Cassette Deck
Microprocessor -controlled cassette deck with
Dolby B,C Nit and HX Pro. Two -motor, single -
capstan design with electronically controlled
capstan motor; separate winding motor; auto
biasing. Optional RC I remote control. FR 30-
18,000 Hz ±2 dB; sit4 (A-wtd, metal): no NR 58
dBA, Dolby B 66 dBA, Dolby C 74 dBA; W&F
<0.07% WRMS; ch sep >40 dB. 19.8 lb ... $800

AIWA
AD -F1000 3 -Head Cassette Deck
Dolby B, C. and dbx NIL Features Dolby HX
Pro; MPX filter; double -gap sendust erase head
and record/playback Super DX heads with PC-
OCC coils; bias shield head block; tape -stabiliz-
ing mechanism; dual -capstan configuration.
Manual bias and recording sensitivity; electron-
ic tape counter; headphone jack with adjustable
level. FR 20-18,000 Hz ±3 dB (normal). 20-
19,000 Hz ±3 dB (chrome), 20-20,000 Hz ±3
dB (metal); S/1.1 95 dB (dbx, metal), 80 dB
(Dolby C. metal, above 5,000 Hz); W&F 0.025%
wrms. 17 x 53/4 x 16% in; 17.8 lb $880

AD-WX999 Double Cassette Deck
Autoreverse deck featuring Dolby B. C
Dolby HX Pro; amorphous heads with PC-OCC
coils; tape -stabilizing mechanism. Fine bias
control; ic-logic feather -touch controls; high-
speed dubbing; continuous playback; record-
ing/playback timer standby: electronic tape

counter; headphone jack. Includes wireless re-
mote control. FR 20-14,000 Hz ±- 3 dB (normal),
20-15,000 Hz ±3 dB (chrome), 20.16,000 Hz
±3 dB (metal); sag 65 dB (Dolby B, metal), 78
dB (Dolby C. metal, above 5,000 Hz); wow and
flutter 0.055% wrms. 17 x 51/2 x 123/4 in; 11.9
lb $600

AD-WX888 Double Cassette Deck
Autoreverse deck featuring Dolby B. C
Dolby HX Pro; amorphous heads with PC-OCC
coils; tape -stabilizing mechanism. Fine bias
control; tc-logic feather -touch controls; high-
speed dubbing; continuous playback; record-
ing/playback timer standby; electronic tape
counter; headphone jack. FR 20-14.000 Hz 2.- 3
dB (normal), 20-15.000 Hz ± 3 dB (chrome), 20-
16,000 Hz ±3 dB (metal); sini 65 dB (Dolby B.
metal), 78 dB (Dolby C, metal, above 5.000
Hz); W&F 0.065% wrens. 17 x 5'/ x 123/11 in; 11.9
lb $470

AD -F800 3 -Head Cassette Deck
Dolby B, C NR. Features Dolby HX Pro; auto
tape selector: auto rec-mute; bias shield head
block; tape -stabilizing mechanism; dual -cap-
stan configuration; double -gap sendust erase
head and record/playback Super DX head with
PC-OCC coils; MPX filter. ic-logic feather -touch
controls; memory rewind and repeat; indepen-
dent L&R FL peak -level meters; recording/play-
back timer standby; manual bias and recording
sensitivity; headphone jack with level control;
direct -in CD/DAT inputs. FR 20-17,000 Hz ±3
dB (normal), 20-18.000 Hz ±3 dB (chrome), 20-
19,000 Hz ± 3 dB (metal); sitq 68 dB (Dolby B,
metal). 80 dB (Dolby C, metal, above 5,000
Hz); W&F 0.035% wrms. 17 x 51/2 x 121/2 in; 11.2
lb $450

AD-WX777 Double Cassette Deck
Autoreverse deck featuring Dolby B. C NR.
Tape -stabilizing mechanism; auto-rec mute.
Fine bias control; headphone jack; ic-logic
feather -touch controls; high-speed dubbing;
continuous playback; recording/playback timer
standby; headphone jack. FR 20-14,000 Hz -± 3
dB (normal). 20-15,000 Hz ± 3 dB (chrome), 20-
16,000 Hz ± 3 dB (metal); s/N 65 dB (Dolby B,
metal), 78 dB (Dolby C. metal, above 5,000
Hz); W&F 0.065% wrens. 17 x 51/2 x 123/4 in; 11.4
lb $370

AD-WX717 Double Cassette Deck
Autoreverse in deck I and Dolby B. C NR.
Features tape -stabilizing mechanism; auto-rec
mute; auto tape -type selector. ic-logic feather -
touch controls; high-speed dubbing; continu-
ous playback; music sensor; blank skip; rec/
play timer standby; bidirectional auto rewind;
headphone jack. Includes wireless remote con-
trol. FR 20-16,000 Hz (normal). 20-17,000 Hz
(chrome). 20-18,000 Hz (metal); signal-to-noise
ratio 78 dB (Dolby C, metal, above 5,000 Hz);
wow and flutter 0.065% wrms. 17 x 51/4 x 101/2
in; 9.7 lb $300

4D -R707 Cassette Deck
Autoreverse deck featuring Dolby B, C NIL
Dolby HX Pro; tape -stabilizing mechanism;
auto-rec mute; auto tape -type selector. tc-logic
feather -touch controls; electronic tape counter;
FL peak -hold level meter; fine bias control;
music sensor; blank skip; rec/play timer stand-
by; headphone jack. Includes wireless remote
control FR 20-16,000 Hz ±3 dB (normal), 20-
17,000 Hz ±3 dB (chrome), 20-18,000 Hz ±3
dB (metal); sit.' 78 dB (Dolby C, metal, above
5,000 Hz); W&F 0.065% wrms. 17 x 51/4 x 105/8 in;
8.8 lb $275

AD-WX616 Double Cassette Deck
Dolby B, C NR. Tape -stabilizing mechanism;
auto rewind/playback; auto-rec mute; auto
tape -type selector. ic-logic feather -touch con-
trols; remote -control capability; high-speed
dubbing; continuous playback; music sensor;
rec/play timer standby; headphone jack. FR 20-
16,000 Hz (normal), 20-17,000 Hz (chrome), 20-
18,000 Hz (metal); sit.' 78 dB (Dolby C, metal.
above 5,000 Hz); W&F 0.065% wrens. 17 x 51/4 x
101/2 in...9.7 lb $250

AD -R505 Cassette Deck
Autoreverse deck featuring Dolby B, C NR.
Dolby HX Pro; tape -stabilizing mechanism;
auto-rec mute; auto tape -type selector. ic-logic
feather touch controls; remote -control capabil-
ity; fine bias control; music sensor; blank skip;
peak -hold level meter; rec/play timer standby;
headphone jack. FR 20-16,000 Hz ±3 dB (nor-
mal). 20-17,000 Hz ±3 dB (chrome), 20-18,000
Hz ±3 dB (metal); S/N 78 dB (Dolby C, metal.
above 5,000 Hz); W&F 0.065% wrms. 17 x 51/4 x
10 -Ye in; 8.6 lb $230

AD -R40 Cassette Deck
Autoreverse deck featuring Dolby B. C Nit.
Dolby HX Pro. Bidirectional auto rewind. FR
20-18.000 Hz (metal); %ca. 0.065%; S/N 78 dB
(Dolby C) $230
AD -S37. As above, no autoreverse or bidirec-
tional auto rewind $230

AD -F400 Cassette Deck
Dolby B. C NR. Features Dolby HX Pro; au-
torewind playback; auto-rec mute; auto tape -
type selector. ic-logic feather -touch controls;
fine bias control; rec/play timer standby; head-
phone jack. FR 20-16,000 Hz (normal), 20-
17,000 Hz (chrome), 20-18,000 Hz (metal); stiv
78 dB (Dolby C, metal, above 5,000 Hz); war
0.065% wrms. 17 x 5 x 91/4 in; 7.1 lb $200

AD-WXSIS Double Cassette Deck
Dolby B, C NR. Features auto tape -type selec-
tor; tape -stabilizing mechanism. High-speed
dubbing; continuous playback; rec/play timer
standby; headphone jack. FR 20-15,000 Hz (nor-
mal), 20-16,000 Hz (chrome), 20-17,000 Hz
(metal): &iv 78 dB (Dolby C, metal, above 5,000
Hz); waF 0.09% wrms. 17 x 51/4 x 105/i in; 7.3lb....$200
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CASSETTE DECKS & DAT DECKS
AD-WX333 Double Cassette Deck
Dolby B NR. Tape -stabilizing mechanism; auto
tape -type selector. Peak -level meter; soft -
touch controls; high-speed dubbing; continu-
ous playback; headphone jack. FR 20-12,000 Hz
±3 dB (normal), 20-13,000 Hz ±3 dB
(chrome), 20-14,000 Hz ±3 dB (metal); $/(4 65
dB (Dolby B. metal); W&F 0.09% wrms... $170

AD -F300 Cassette Deck
Dolby B. C NR. Features auto tape -type selec-
tor. Fine bias control; FR 20-15.000 Hz (nor-
mal), 20-16.000 Hz (chrome). 20-17.000 Hz
(metal); wt.( 78 dB (Dolby C. metal, above 5.000
Hz); waLE 0.09% wrms. 17 x 5 x in:6.4 1b$140

BANG & OLUFSEN
Beocord 6500 Cassette Deck
Autoreverse deck with auto Dolby B. C NR.
Features sendust head; Dolby HX Pro; auto
search; auto record level. ER 30-18,000 Hz ±3
dB (chrome); waLE <0.09% wrms; speed devi-
ation < ± 1.5%; ff/rew 75 sec; S/N Dolby B >64
dB, Dolby C >73 dB (metal); Dolby B >65 dB.
Dolby C >74 dB (chrome); Dolby B >63 dB
(normal); ch sep >35 dB $1,140

Beocord 4500 Cassette Deck
Integrates with Beosystem 4500 for full remote
control. Features Dolby B and HX Pro; autore-
verse; auto -bias control. Sensi-touch capaci-
tive sensitive controls; auto search. FR 30-
18,000 Hz, ±3 dB (chrome); W&F < 0.09%
WRMS; S/N (metal) Dolby B 66 dB $800

CARRERA
CX-3250 Double Cassette Deck
Dolby B NR. Features 3 preset bias/ED posi-
tions; peak -level indicators; 2 mic inputs. FR 40-
14,000 ± 3dB; siN 52 dB; wea 0.08% .... $150

DENON
DRW-850 Double Cassette Deck
Twin recording mode makes two simultaneous
copies of external source program. Dual deck
autoreverse. Dolby B, C NR; Dolby HX Pro;
high-speed dubbing; dual power supply. Re-
mote has separate buttons for each deck; auto
tape selector; music -search system; rec balance
control; bias fine adjust; peak -reading level
meters; auto space; system remote -control ca-
pability; output -level control; headphone jack.
FR 20-19,000 Hz ±3 dB with metal tape; W&F
0.06%; S/N >74 dB (Dolby C) $500

DRM-800A Cassette Deck
Dolby B, C NR. Features Dolby HX Pro dual
capstan; amorphous alloy SF combination; dual
power supply. CD -direct switch; auto tape se-
lector; music -search system; rec balance con-
trol; bias fine adjust; peak -hold; rec return
mode; auto space; linear real-time counter; sys-
tem remote control capability; output -level
control; headphone jack. FR 20-20,000 Hz ± 3
dB with metal tape; W&F 0.038%; S/N >76 dB
(Dolby C) $475

DRM-700A Cassette Deck
Dolby B. C NR. Features Dolby HX Pro; dual
power supply. Music -search system; rec bal-
ance and output -level controls; bias fine adjust;
rec return mode; auto -space; system remote -
control capability; headphone jack. FR 20-
20,000 Hz ± 3 dB with metal tape; W&F 0.045%;
S/N >73 dB (Dolby C) $400

DRW-750A Double Cassette Deck
Dolby B, C NR. Features Dolby HX Pro; SF
hyperbolic heads; 2x high-speed dubbing; dou-
ble nonslip reel drive; dual power supply. Sin-

gle set of controls operates both decks through
deck -selector switch; auto tape selector; music-
search system; rec balance control; fine bias
adjust; peak -reading level meters; auto space;
output -level control; headphone jack. FR 20-
19,000 Hz ± 3 dB with metal tape; W&F 0.055%;
srt-i >74 dB (Dolby C) $400
DRW-650. Similar to DRW-750A. FR 20-18,000
Hz ±3 dB with metal tape; w&E 0.06%; S/N >74
dB (Dolby C) $300

DRR-680 Cassette Deck
Autoreverse, Dolby B, C NR. Features Dolby
HX Pro; amorphous alloy combination head;
dual power supply. Full auto stop: rec balance
control; fine bias adjustment; peak -reading FL
level meters; auto space; output -level control;
headphone jack. Includes Denon Integral Sys-
tem remote control. FR 20-19.000 Hz ±3 dB
with metal tape; W&F 0.06%: S/N>74 dB (Dolby
C1 $350

DRM-600 Cassette Deck
Dolby B. C NR. Features Dolby HX Pro; com-
puter -controlled 2 -motor transport; nonslip reel
drive; amorphous alloy SF head; dual power
supply. Full auto stop; rec balance control; fine
bias adjustment; peak -reading FL level meters;
auto space; real-time counter; output level con-
trol: headphone jack. Includes Denon Integral
System remote control. FR 20-20,000 Hz ±3 dB
with metal tape: w&E 0.055%; s/N>74 dB
(Dolby C) $350

DRM-500 Cassette Deck
Dolby B. C NR. Features Dolby HX Pro; SF
head; dual power supply. Full auto stop; rec
balance control; fine bias adjustment; peak -
reading FL level meters; rec return mode; auto
space; 3 -digit counter: headphone jack. In-
cludes Denon Integral System remote control.
FR 25-18,000 Hz ±3 dB with metal tape: W&F
0.055%; siN>74 dB (Dolby C) $275

DRM-400 Cassette Deck
Dolby B. C NR. Features SF head; full auto stop;
rec balance control; fine bias adjustment; peak -
reading FL level meters; rec return mode; auto
space; 3 -digit counter; headphone jack. In-
cludes Denon Integral System remote control.
FR 25-18,000 Hz ±3 dB with metal tape; W&F
0.057%; S/N >73 dB (Dolby C) $230

DAT Deck

DTR-2000 DAT Recorder
8x oversampling, 20 -bit digital filter and 20 -bit
LAMBDA D/A converter system. Sigma -Delta
type A/D converters. Helical -scan head assem-
bly with amorphous alloy heads. Optical and
digital inputs; fade-in and fade-out; ID -code
editing with 1/2 -speed fine -cueing; high-speed
search: display of time and level information;
peak -hold metering system. FR 2-22.000 Hz
±0.5 dB; sim 92 dB; dynamic range 90 dB$1,000

FISHER
CR-W905B 3 -Head Double Cassette Deck
Double autoreverse with Dolby B, C NR. Fea-
tures switchable MPX filter. Full -logic controls:
metal -tape capability; high-speed I -touch dub-
bing; sequential playback; introscan; blank
skip; digital tape counter. Includes remote con-
trol. W&F 0.06% wrms; s/N 62 dB Dolby B; FR 40-
15,000 Hz ±3 dB Cr02 $350

CR-W880B 3 -Head Double Cassette Deck
Autoreverse and Dolby B NR. Features 2 full -
logic autoreverse cassette mechanisms 11 re-
cord/play, I play only). Metal -tape capability;
auto search function; sequential play; high-
speed synchro dubbing; 5 -LED rec meters; auto

tape selector; timer standby; headphone
jack $10()

CR-W780B 3 -Head Double Cassette Deck
Autoreverse and Dolby B NE. Features 2 auto-

reverse cassette mechanisms (I record/play, I
play only); MPX filter. Metal -tape capability;
high-speed synchro dubbing; 5 -LED rec meters;
auto tape selector on deck I; timer standby;
mechanical tape counter; headphone jack. W&F
0.15% wrms; S/N 61 dB Dolby B: FR 40-15,000
Hz ±± 3 dB Cr02 $260

CR-W680B 3 -Head Double Cassette Deck
Autoreverse and Dolby B NR. Features 2 cas-
sette mechanisms; metal -tape capability; high-
speed synchro dubbing; 5 -LED rec meters; auto
tape selector on deck I; timer standby; me-
chanical tape counter; headphone jack. wad -

0.15% wrms; SIN 61 dB Dolby B; FR 50-14,000
Hz ±3 dB (chrome) $150

GRUNDIG
CCT-903 Double Cassette Deck
Autoreverse deck featuring Dolby B, C. 3 mo-
tors for each deck; switchable MPX filter: auto-
matic switching between tape types; electronic
switchover between recording and playback.
High-speed dubbing; adjustable line output;
headphone output. siN. Cr: 73 dB with Dolby C.
67 dB with Dolby B. 58 dB without Dolby; W&F
< ±0.09%; FR 30-18,000 Hz $899

HARMAN KARDON
All decks have an MPX filter and Dolby B and C
NR: FR spec for all types of tape unless other-
wise specified.

TD4800 3 -Head Cassette Deck
Dolby S NR. Features closed -loop, dual -capstan
transport; HX Pro; isotropic heads; bias tone -
generator. Record -calibration and output -level
controls; headphone jack; auto tape selector; 2-
key music search; introscan; record mute: re-
mote. FR 20-22,000 Hz ±3 dB $1,299
TD4600. 2 -head version of above with solenoid
transport. FR 20-21,000 Hz ±3 dB $799
TD4500. As TD4600. no Dolby S NR $549

TD4400 2 -Head Cassette Deck
Features 2 -head solenoid transport; HX Pro;
isotropic heads. Bias fine -trim control; record
mute; auto tape selector; 2 -key music search;
introscan. FR 20-20.000 Hz ±3 dB $419

TD4200 2 -Head Cassette Deck
Features 2 -head solenoid transport; hard perm -

alloy heads. Bias fine -trim control; record
mute; auto tape selector; I2 -LED meters. FR
(metal tape) 20-20.000 Hz ±3 dB $319

HEATH
ACW-2540 Cassette Deck
Dolby B, C NR. Features 7 -segment LED peak
meter: amorphous tape head; record mute;
memory search; MPX filter; solenoid transport;
Dolby HX Pro. FR 20-20,000 Hz, ±3 dB; THD
1%; smi no NR 57 dB. Dolby B 65 dB. Dolby C 73
dB; ch sep 45 dB; W&F 0.05% $175

JVC
TDVIOIOTN 3 -Head Cassette Deck
Dolby B, C NR in both decks. Features Dolby
HX Pro: closed -loop dual capstan with direct -
drive motor; full -logic transport; 210.000 Hz
high -bias circuit; MPX filter: half -shell stabilizer.
Bias control and record -level calibration; auto
tape selector; FL digital peak -metering; music
scan; auto rec mute $700
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CASSETTE DECKS & DAT DECKS
TDV7I IBK 3 -Head Cassette Deck
Dolby B and C NR. Features Dolby HX Pro;
computer -controlled design with 2 -motor full -
logic mechanism. Features monitor -capable
discrete 3 -head configuration; amorphous play
head; closed -loop dual -capstan drive with di-
rect -drive motor; 2 direct inputs; oxygen -free -
copper plating on circuit boards; separate cir-
cuit construction; DC configured amps on
separate PC boards; low -imp voltage -tracking
regulated power supply; high -rigidity chassis;
MPX filter; FL digital peak display; level meters
and digital counter; auto rec mute; music scan;
timer start; auto tape selector; headphone jack
with level control; bias control; gold-plated
terminals $620

TDW 90113K Double Cassette Deck
Dolby B, C NR. Dolby HX Pro; quick autore-
verse double cassette deck with full -logic trans-
ports. Features high-speed editing with syn-
chro-dubbing; auto tape selector; FL peak
meter: music scan; multifunction remote; timer
start $500

TDR53IBK 3 -Head Cassette Deck
Dolby B. C NR. Features Dolby HX Pro; MPX
filter: full -logic mechanism; direct CD input;
closed -loop dual capstan drive; FL digital peak;
auto rec mute; music scan; timer start; auto
tape selector: headphone jack $380

TDW803BK Double Cassette Deck
Full -logic transport and Dolby B and C NR.
Features high-speed editing with synchro-dub-
bing; auto tape selector; music scan; timer
start $370

TDW503 Double Cassette Deck
Autoreverse, full -logic transport. Dolby B and
C NR. Features Dolby HX Pro; high-speed edit-
ing with synchro-dubbing: auto tape selector:
music scan, mic inputs, pitch controls ... $295

TDR43111K Cassette Deck
Autoreverse, Dolby B, C, NR. Features Dolby
HX Pro; full -logic transport; FL peak metering;
auto rec mute; bias control: headphone output;
auto tape selector $255

TDX303BK Double Cassette Deck
Autoreverse, Dolby B, C NR. Dolby HX Pro;
high-speed dubbing; full -logic transport; auto
rec mute; auto tape selector; headphone out-
put $240

TDW331BK Cassette Deck
Dolby B, C NR. Dolby FIX Pro; full -logic trans-
port; auto rec mute; LED indicators; bias and
balance controls; auto tape selector $235

TDW203BK Double Cassette Deck
Dolby B, C NR. Features full -logic transport;
high-speed editing with synchro-dubbing; auto
tape selector; LED indicator; headphone out-
put $200

now 103BK Double Cassette Deck
Dolby B NR. Features high-speed editing with
synchro-dubbing; LED indicator $135

KENWOOD
KX-W4520 3 -Head Cassette Deck
Autoreverse, Dolby B, C NR. Features Dolby
HX Pro; hard-permalloy rec/play head; double -
gap ferrite erase head. Peak -level meter; auto
bias -adjustment; 16 -program search; MPX filter;
index scan; blank search; remote control. FR 20-
17.000 Hz ±3 dB (normal tape). 20-18,000 Hz
±3 dB (high -bias tape), 20-19,000 Hz ±3 dB
(metal tape); sasi (metal tape): no NR 58 dB.
Dolby B 66 dB, Dolby C 73 dB; THD <0.8% at

1.000 Hz (normal tape); W&F 0.08% wrms. 171/4
x 5 x IVA in; 11.7 lb $470

KX-W8020 2 -Head Double Cassette Deck
Autoreverse. Dolby B. C NR. Features HX Pro;
hard-permalloy rec/play head; double -gap fer-
rite erase head; full -logic controls; 2 -motors; 2 -
head tape drives. Bidirectional rec/playback in
both wells; peak -level meter; auto bias -adjust-
ment (deck B); high-speed dubbing; I6 -program
search; index scan (deck A): blank skip; auto
rec-mute. FR 30-14,000 Hz ±3 dB (normal
tape), 30-15,000 Hz ±3 dB (high -bias and metal
tape); sit4 (normal tape): no noise reduction 57
dB. Dolby B 65 dB, Dolby C 72 dB; THD < 0.6%
at 1,000 Hz (normal tape); W&F 0.08% wrms.
171/4 x 5 x 101/4 in; I I lb $399

KX-W6020 2 -Head Double Cassette Deck
Autoreverse, Dolby B. C NR. Features HX
Pro; hard-permalloy rec/play head; double -
gap ferrite erase head; full -logic controls; 2 -
motors; 2 -head rec/playback tape drive. Auto
bias -adjustment in deck B only; peak -level
meter; auto bias -adjustment (deck B); high-
speed dubbing; I6 -program search; index
scan (deck A); blank skip; auto rec-mute. FR
30-14,000 Hz ±3 dB (normal). 30-15,000 Hz
±3 dB (high -bias). 30-16,000 Hz ±3 dB (met-
al); sit4 (normal tape): no NR 57 dB, Dolby B 65
dB, Dolby C 72 dB; THD <0.6% at 1.000 Hz
(normal tape): W&F 0.08% wrms. 171/4 x 5 x
101/2 in: 10.4 lb $299

KX-W3510 Cassette Deck
Autoreverse, Dolby B, C NR. Features hard-
permalloy rec/play head; double -gap ferrite
erase head. Peak -level meter; auto bias -adjust-

search; index scan; blank
search. FR 30-16.000 Hz ±3 dB (normal tape).
30-17,000 Hz ± 3 dB (high -bias tape). 30-18,000
Hz ±3 dB (metal tape); siN (metal tape): no NR
58 dB, Dolby B 66 dB, Dolby C 73 dB; THD
<0.8% at 1,000 Hz (normal tape); WM' 0.08%
wrms. 171/4 x 5 x 12YR in; 10.6 lb $299

KX-W2520 Cassette Deck
Autoreverse, Dolby B. C NR. Features FIX -Pro;
hard-permalloy rec/play head; double -gap fer-
rite erase head. Peak -level meter; 16 -program
search; index scan; blank search. FR 30-14,000
Hz ±3 dB (normal tape). 30-15,000 Hz ±3 dB
(high -bias tape), 30-15,000 Hz ±3 dB (metal
tape); sm (metal tape): no NR 57 dB, Dolby B 65
dB, Dolby C 72 dB; THD <0.6% at 1,000 Hz
(normal tape); W&F 0.08% wrms. 171/4 x 5 x 101/2
in; 8.8 lb $249

KX-W2020 Cassette Deck
Dolby B. C NR. Features hard-permalloy rec/
play head; double -gap ferrite erase head. Peak -
level meter; (6 -program search; index scan;
blank search. FR 30-14,000 Hz ±3 dB (normal
tape), 30-15.000 Hz ± 3 dB (high -bias tape). 30-
15,000 Hz ±3 dB (metal tape); sit4 (metal tape):
no NR 57 dB, Dolby B 65 dB, Dolby C 72 dB;
THD <0.6% at 1.000 Hz (normal tape); w&F
0.08% wrms. 171/4 x 5 x 101/2 in; 8.8 lb .... $219

Spectrum Series

KX-69W 3 -Head Double Cassette Deck
Autoreverse, Dolby B NR. Features full -logic
controls; 2 motors: hard-permalloy rec/play
heads; double -gap ferrite erase head. Rec/play-
back in deck B peak -level meter; high-
speed dubbing; program search; index scan;
auto tape selector; remote compatible. FR 30-
14,000 Hz ±3 dB (normal tape), 30-15,000 Hz
±3 dB (high -bias and metal tape); srt4 (normal
tape): no NR 57 dB. Dolby B 65 dB; Too <0.6%
at 1,000 Hz (normal tape); w&F 0.08% wrms.
171/4 x 4Y4 x 101/2 in; 10.1 lb $229

KX-59W 3 -Head Double Cassette Deck
Autoreverse, Dolby B NR. Features full -logic
controls: 2 motors; 3 heads; hard-permalloy
rec/play heads; double -gap ferrite erase head.
Rec/playback in deck B only; peak -level meter:
high-speed dubbing; auto tape selector. FR 30-
14,000 Hz ±3 dB (normal tape). 30-15.000 Hz
±3 dB (high -bias and metal tape); SIN (normal
tape): no NR 56 dB. Dolby B 64 dB; THD <0.9%
at 1.000 Hz (normal tape); W&F 0.15% wrms.
171/4 x 41/4 x 101/2 in; 8.1 lb $199

KX-49C 2 -Head Cassette Deck
Autoreverse, Dolby B and C NR. Features full -
logic controls; I motor; 2 heads; hard-permal-
loy rec/play head; double -gap ferrite erase
head. Rec/playback in deck B only; peak -level
meter; remote compatible. FR 30-14,000 Hz ±3
dB (normal tape), 30-15.000 Hz ±3 dB (high -
bias and metal tape); sir,' (normal tape): no NR 56
dB. Dolby B 64 dB, Dolby C 72 dB; total
harmonic distortion <0.9% at 1,000 Hz (normal
tape); wow and flutter 0.15% wrms. 171/4 x 4-1/4 x
IOW in; 8.2 lb $169

LUXMAN
The following cassette decks carry a 5 -year
parts -and -labor warranty.

K -I12 3 -Head Cassette Deck
Dolby B. C NR. Features Dolby HX Pro. Fea-
tures Hexalam 3 -head assembly; 2 -motor, sin-
gle -capstan transport; logic controls; Duo -Beta
dual feedback -loop amp circuitry. Tape moni-
toring; auto space; 4 -digit electronic tape
counter with memory; output/rec-level, fine -
bias, rec balance controls; system remote con-
trol jacks. FR 20-21.000 Hz ±3 dB (metal tape),
20-20.000 Hz ± 3 dB (high -bias tape). 20-19,000
Hz ±3 dB (normal -bias tape); sn' (high -bias
tape): no NR 55 db, Dolby B 64 dB, Dolby C 72
dB; W&F 0.05% wrms. 171/4 x 41/4 x 121/2 in; 9.5
lb $600

K -110W Double Cassette Deck
Autoreverse. Dolby B. C NR. Features Dolby
HX Pro, high-speed dubbing; simultaneous
playback of 2 tapes; relay play $580

K-110 Cassette Deck
Autoreverse, Dolby B, C NR. Features Dolby
FIX Pro; bidirectional recording; logic con-
trols $480

K-111 2 Head Cassette Deck
Dolby B, C NR. Features Dolby HX Pro; Hexa-
lam 2 -head assembly with motor -driven cam; 2 -
motor, single -capstan transport; logic -controls;
Duo -Beta dual feedback -loop amp circuitry.
Rec-level control; UR mic and system remote
control jacks. FR 30-18.000 Hz ±3 dB (metal
tape), 30-17,000 Hz ±3 dB (high -bias tape), 30-
16,000 Hz -t.- 3 dB (normal -bias tape); sir.' (high -
bias tape): no NR 55 dB, Dolby B 63 dB, Dolby
C 70 dB; W&F 0.06% wrms. 171/4 x 41/4 x 101/2 in;
7.7 lb $380

MARANTZ
DL 3507 Cassette Deck
Dolby B, C. and HX Pro. Features two sets of
permalloy recording heads; ferrite erase heads:
dual constant -current drive amplifier; 20 -track
bidirectional automatic music search; auto bi-
asing; synchro-record capable with CD player.
Frequency response 20-20,000 Hz; W&F 0.06%:
signal-to-noise ratio 74 dB $400

DA 2452 Double Cassette Deck
Autoreverse on play deck only. Features Dolby
B NR; high-speed dubbing; auto tape selector
with LED $170
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MITSUBISHI

M -T5010 Double Cassette Deck
Autoreverse, Dolby B, C NR. Features Dolby
HX Pro; on -screen programming and displays;
high-speed synchronous dubbing; full -logic
controls; continuous playback of 2 cassettes.
Music search; repeat; blank skip; auto mute;
auto bias calibration; remote control; video
output $700

Mitsubishi M -T5010

NAD
Model 6300 Monitor Series Cassette Deck
3 -head, 3 -motor cassette deck with Dolby B
and C NR. Features full logic transport; Dolby
HX Pro; Dyneq range expansion; car processor
to boost level of soft passages 20 dB. NAD/
Dolby -developed Play Trim which optimizes
high -frequency playback characteristics; fine
bias tuning. Speed accuracy ± 1%; wow -and -
flutter 0.03% wrms; frequency response 30-
19,000 ±3 dB. Includes wireless remote con-
trol. Rack mountable $899

Model 6100 Monitor Series Cassette Deck
Features Dolby B and Dolby C NR; Dolby HX
Pro; Dyneq range expansion; full -logic trans-
port; car circuitry as in Model 6300. NAD/
Dolby -developed Play Trim which optimizes
high -frequency playback characteristics; fine
bias adjustment. Includes remote control Rack
mountable $499

Model 6340 Cassette Deck
Features Dolby B and Dolby C NR; Dolby HX
Pro; Dyneq range expansion; full logic trans-
port; car circuitry as in Model 6300. Fine bias
adjustment $399

Model 6325 Cassette Deck
Features Dolby B and Dolby C NR; full logic
transport; car circuitry as in Model 6300. Com-
patible with normal, chrome, and metal
tape $249

NAKAMICHI
Dragon 3 -Head Cassette Deck
Microprocessor -controlled. autoreverse deck
with Dolby B. C NR. Features auto azimuth
correction system; dual -gap ferrite/sendust
erase head; asymmetrical diffused -resonance
transport; Super Linear Torque direct -drive
motors; auto -retracting slot guides; tape -pad
lifter; auto tape -slack reducing mechanism.
Rec-level and bias -calibration controls with 2 -
tone oscillator; separate tape and EQ switches;
direct -coupled recording and playback amplifi-
ers; 2 -speed cueing; 2 -speed master fader; auto
rec pause; left, right, master input -levels con-
trol; output level -control; rec mute; high -output
headphone jack; defeatable infrasonic filter; 4 -
digit LED electronic counter with memory stop
and repeat; optional remote control via RM-20.
waF 0.019% wrms; FR 20-22,000 Hz, ±3 dB
with ZX tape; sIN Dolby B/C 66/72 dB (A-wtd.
ZX tape at 400 Hz, 0dB); sep/crosstalk 37/60dB
at 1,000 Hz. 0 dB; input sens/imp 50 mV/50
kilohms line; output level/imp I V/2.2 kilohms
line. 45 mW/8 ohm headphones; 171/4 x 51/2 x
111/4 in; 21 lb $2,295
RM-20. Remote control unit for above .... $50

CR 7A 3 -Head Cassette Deck
Asymmetrical diffused -resonance dual -capstan
transport, Dolby B. C NR. Features 3 motors;
auto bias/EQ; manual azimuth adjust; elasped-
time counter; remaining -time counter. Output-
level control; memory stop/play; LED meters;
soft -touch controls; headphone jack; rec mute;
wireless remote; auto and manual tape/equaliz-
er selection; auto fade; auto repeat. W&F
0.027% wrms; FR, ferric 18-21,000 Hz, -1- 3 dB;
sir( (A-wtd), metal 66 dB, Dolby B 72 dB; line -
input sens for 0 -dB reading 50 mV; line -output
level with 0 -dB indication 1,000 mV. 171/4 x 51/2
x 12 in; 19 lb, 13 oz $1,695

RX-505 3 -Head Cassette Deck
Unidirectional autoreverse to eliminate bidirec-
tional azimuth error, Dolby B, C NR. Mecha-
nism turns cassette over at end of side during
record or playback. Features asymmetrical
dual -capstan closed -loop transport; auto fade
(20 secs before end of tape); DC servo motors.
Auto record pause; LED peak -level meters read-
ing from -40 to + 10 dB; dual -speed master
fader; punch -in recording; memory stop/play;
soft -touch controls; Optional remote control
via RM- 15. w&F<0.04% wrms; FR 20-20,000
Hz, .3 dB, all tape types; SIN Dolby C and
metal tape >70 dB; THD <0.9% with ZX tape;
line -input sens for 0 -dB reading 50 mV; line -
output level with 0 -dB indication 1.000 mV;
171/4 x 51/4 x 111/4 in; 22 lb $1,395
RX-202. Similar to RX-505 with 2 heads. w&F
<0.06% wrms. 171/4 x 51/4 x 10 in; 19 lb, 13
OZ $795
RM-15. Remote control unit for above .... $50

CassetteDeckl Cassette Deck
Dolby B, C NR. Defeatable MPX filter. Azimuth
fine-tuning control; asymmetrical dual -capstan
diffused -resonance transport; DC servo capstan
motor; silent mechanism; pressure -pad lifter;
auto slack -tape takeup; integrated construction
of head and playback amp; multiregulated pow-
er supply. Bidirectional auto -search; bias fine-
tune control; auto repeat; timer rec/play; re-
cord mute; output -level control; tape selector
with interlocked EQ selection; system remote
compatibility; 4 -digital tape counter; gold-plat-
ed input/output jacks. FR 20-20,000 Hz ±3 dB;
s/tv(A-wtd, metal tape) Dolby C 72 dB. Dolby B
66 dB; W&F <0.035%; THD <0.9%. 17 x 4 x 121/4
in; 12.881b $799

CassetteDeck2 Cassette Deck
Dolby B. C NR. Defeatable MPX filter. oc servo
capstan motor; silent mechanism; pressure -pad
lifter; auto slack -tape take-up; multiregulated
power supply. Bidirectional auto -search; bias
fine-tune control; auto repeat; timer rec/play;
record mute; tape selector with interlocked EQ
selection; system remote compatibility;
4 -digital tape counter. FR 20-20,000 Hz ±3 dB;
S/N (A-wtd, metal tape) Dolby C 70dB, Dolby B
64 dB; W&F <0.06%; THD <1.0%. 17 x 4 x 12%
in; 11.88 lb $349

Nakamichi CassetteDeck2

DAT Deck

Model 1000 DAT Recorder
Features FAST (Fast Access Stationary Tape
Guide Transport) mechanism; 4 -head design for
off -tape monitoring; microprocessor -controlled
direct -drive reel motors. Full indexing and

high-speed program search; digital fader; Mod-
el 1000r wireless remote. Sampling frequencies:
48 kHz (rec/play), 44.1 kHz (play), 32 kHz (rec/
play); drum rotation: 2,000 rpm (rec/play); tape
speed: 0.32 ips; 75 -ohm coaxial/optical digital
input/output. Coaxial and optical cable includ-
ed. 171/14 x 51/4 x 14% in; 35.25 lb $5,900
Model 1000p Digital Audio Processor. Compan-
ion digital audio processor for above. 8x over -
sampling, 20 -bit calibrated D/A converters; 16-
bit auto -calibrated Ato converter with 2x-
oversampling digital filter; digital glitch
cancellation circuitry; 2 -speed twin -Pit, digital
audio interface. 32 -segment level meter; muting
circuitry; headphone jack; phono loudness con-
trol; cables included. D/A converter: sampling
frequencies 48, 44.1, 32 kHz; FR 5-20,000 Hz
10.5 dB; sir( >106 dB; dynamic range >100
dB; THD 0.0005% at 1,000 Hz; ch sep >106 dB.
AiD converter: sampling frequency 48 kHz: FR 5-
22,000 Hz ±0.5 dB; S/N >95 dB; dynamic range
>95 dB; -rim 0.001% at 1,000 Hz; ch sep >85
dB. 171/4 x 51/4 x 145/8 in; 38.5 lb $5,100

ONKYO
Integra TA -2090 3 -Head Cassette Deck
Computer -controlled deck with Dolby B, C,
and dbx. Features Dolby HX Pro; 3 heads; 3
motors; auto bias/EQ; dual capstans; bias fine
tuning; direct drive; sendust heads; MPX filter.
Elapsed -time counter; remaining -time counter;
music search; output -level control; memory
stop/play; mike input; headphone jack; rec
mute; record -calibration controls; 2 -color peak
hold meter. Remote control an4 side panels
optional. FR 25-17,000 Hz ±3 dB (normal -bias
tape), 25-19,000 Hz ±3 dB (high -bias tape). 25-
21,000 Hz ±3 dB (metal tape); S/N (metal tape):
no NR 60 dB, Dolby B 70 dB, Dolby C 80 dB,
dbx 87 dB; W&F 0.02% wrms. 171/4 x 4 x 151/2 in;
20 lb $950

TA -2800 3 -Head Cassette Deck
Computer -controlled deck with Dolby B, C NR.
Features 3 heads; Dolby HX Pro; 3 motors;
dual capstans; auto bias; record calibration.
Real-time counter; switchable MPX filter; RI re-
mote compatible. FR 20-21,000 Hz (metal tape);
sini 58 dB (metal tape, no Dolby); W&F 0.035%
wrms. 171/4 x 5'/4 x 141/4 in; 14 lb $650

TA-RW490 Double Cassette Deck
Dolby B, C NR. Features rec/playback, music
search, and autoreverse in both wells; Dolby
HX Pro. High-speed and real-time dubbing;
continuous recording; 2 real-time tape
counters; headphone jack; mike input; Remote
control $630

Integra TA -2700 3 -Head Cassette Deck
Closed -loop dual -capstan design with Dolby B
and C NR. Features HX Pro; 3 motors; 3 -head
configuration; isolated transformer; silent -tape
transport with microcomputer control; low im-
pedance linear -switching power supply; dis-
crete low impedance; low -noise regulators for
improved sound, transport, display, and signal-
path -independent power supplies; high -resolu-
tion fluorescent peak -hold level indicators; for-
ward AMCS; repeat function; RI remote
compatible $530

TA-RW470 Double Cassette Deck
Autoreverse deck with Dolby B, C NR. Fea-
tures 2 motors. Real-time tape counter; stan-
dard and high-speed dubbing; continuous play;
AMCS (Automatic Music Control System); RI
remote compatible $500

Integra TA -R500 Cassette Deck
Full -logic three -motor quick autoreverse trans-
port; Dolby B/C. Features HX Pro; automatic
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It stands to reason that the cassette decks
built most like studio tape recorders will produce
the highest quality home recordings.

Denon Studio A:
All our components
reflect lessons learned

in the recording studio.

The benefits of building home cassette decks with recording
studio technology are even greater when the technology is your own.

Since 1910, Denon has
been involved in every step of
sound reproduction: recording music,
making records and CDs, building
studio tape recorders and producing
open reel and cassette tape. In fact,
Denon built the world's first digital
studio tape recorder.

Denon builds this expertise
into every cassette deck. Denon's
proprietary clutchless Non -Slip Reel
Drive produces constant tape tension,
reduces distortion, wow and flutter and
maintains superior performance over
time. SF combination heads, in concert with
Dolby B, C and HX Pro,® extract the most
from today's digital sources by extending
headroom and eliminating noise.

Lest you fear that Denon reserves this tech-
nology for its esoteric models, all these features
are found for under $400 on the three -head
DRM-700, the DRW-750 Dual Cassette and the
DRR-680 Auto -Reversing Cassette Deck0

 DR!sI.700 slunk n w ith the optional side panels as.ulahle for most Iknon model.
Prices quoted are manufacturer's suggested retail pricer and nu!. s ars

Why do Denon cassette
decks sound better? Perhaps, it's because Denon
has been making only one thing for over 80 years.

Music.

DENON
CIRCLE NO 14 ON READER SERVICE CARD

Denon America. Inc . 222 Ness NJ 07054



CASSETTE DECKS & DAT DECKS
tape selector; three independent power sup-
plies; low -impedance linear -switching power
supply for audio path: switchable MPX filter;
real-time counter; high -resolution fluorescent
peak -hold level indicators; auto space record
mute; bidirectional AMCS (Automatic Music
Control System); block repeat; RI remote com-
patible $450

TA -W200 Cassette Deck
Dual full -logic two -motor transport with Dolby
B. C NR. Features Dolby HX Pro; automatic
tape selector; standard and high-speed dub-
bing; continuous play; auto space record mute;
RI remote compatible $250

TA -2600 3 -Head Cassette Deck
Computer -controlled cassette deck with Dolby
B. C NR. Features auto bias; HX Pro. Real-time
counter; switchable MPX filter; forward AMCS
(Automatic Music Control System); RI remote
compatible. FR 20-20,000 Hz (metal tape); S/N 58
dB (metal tape, no Dolby); w&F 0.045% wrms.
171/K x 51 x 141/4 in: 13 lb $480

TA -R300 2 -Head Cassette Deck
Computer -controlled autoreverse deck with
Dolby B. C NR. Features auto bias/tape selec-
tor; HX Pro. Electronic tape counter; switch -
able MPX filter; FL display; auto space; rec mute;
dual mode (block/full) repeat); forward AMCS
(Automatic Music Control System); RI remote
control included. FR 30-18,000 Hz ±3 dB (metal
tape), 30-17,000 Hz ± 3 dB (high -bias tape), 30-
16,000 ±3 dB (normal -bias tape); S/N 58 dB
(metal tape, no Dolby); W&F 0.07% wrms. 171/2 x
4,/s x 101/4 in; 10 lb $360

Onkyo Integra TA -2700

TA-RW400 Double Cassette Deck
Computer -controlled deck with Dolby B, C NR.
Features Dolby HX Pro; autoreverse in both
wells; 2 -motor tape transports; auto bias/tape
selector. Recording in deck B only; normal and
high-speed dubbing; continuous play; auto
space; rec mute; 8 -segment LED level meter; RI
remote compatible. FR 30-16.000 Hz ±3 dB
(metal tape), 30-15,000 Hz ±3 dB (high -bias
tape), 30-14.000 ±3 dB (normal -bias tape); sig-
nal-to-noise ratio 58 dB (metal tape, no Dolby);
wow and flutter 0.07% wrms. 17% x 41/2 7( 131/2
in; 10.6 lb $340

TA -2200 2 -Head Cassette Deck
Computer -controlled deck with Dolby B, C
noise reduction and Hx Pro. Features 2 heads;
2 motors; full -logic transport; auto bias/tape
selector. Electronic tape counter; fluorescent
display; switchable multiplex filter; forward
AMCS (Automatic Music Control System);
auto space; rec mute; dual mode (block/full)
repeat; RI remote compatible. FR 30-18,000 Hz

3 dB (metal tape), 30-17,000 Hz -± 3 dB (high -
bias tape). 30-16,000 ± 3 dB (normal -bias tape);
sm 58 dB (metal tape, no Dolby); w&F 0.07%
wrms. 17% x 41/R x 101/4 in; 10 lb $330

TA -R200 Cassette Deck
Computer -controlled autoreverse cassette deck
with Dolby B. C NR. Features auto bias/tape
selector; Dolby HX Pro. Auto space; rec mute:
dual mode (block/full) repeat); RI remote com-
patible $260

TA -2000 Cassette Deck
Computer -controlled deck with Dolby B. C NR..
Features Dolby HX Pro; full -logic transport:,
auto bias/tape selector. Auto space; rec mute;;
dual mode (block/full) repeat: RI remote com-
patible $2301

OPTIMUS BY RADIO SHACK
SCT-89 Double Cassette Deck
Autoreverse deck featuring Dolby B and C NR.
Features Dolby HX Pro; autotape selector;
high-speed dubbing. Repeat sequential play;
record mute; microphone jacks; auto -stop; log-
ic -controlled operation; recording -level control
meters. FR 30-15.000 Hz ±3 dB (normal bias),
30-17,000 Hz ±3 dB (metal); sm: Dolby B 62
dB. Dolby C 70 dB; w&F 0.06% wrms. 171/2 x 5 x
II% in; 11 lbs $300

SCT-88 Cassette Deck
Dolby B and C NR. Features Dolby HX Pro;
automatic tape selector; bias control. Auto-
stop; logic -controlled operation; record -mute
button; timer. FR 20-16,000 Hz ±3 dB (normal),
20-18,000 Hz ±3 dB (metal); S/N: Dolby B 63
dB. Dolby C 73 dB; w&F 0.05% wrms. 161/2 x 4%
x 11% in; 8.9 lbs $200

SCT-85 Double Cassette Deck
Dolby B and C NR. Features 4 -track high-speed
dubbing: can dub both sides of tape at once;
variable dubbing speed; continuous play; syn-
chro-start dubbing; tape selectors. FR 60-12,500
Hz ±3 dB (normal), 60-14,000 Hz ±3 dB (met-
al); sag: Dolby B 62 dB, Dolby C 70 dB; w&F
0.15% wrms. 161/2 x 4% x 8 in; 7.25 lbs $200

SCT-74 Double Cassette Deck
Dolby B and C NR; high-speed dubbing; com-
patible with normal, high -bias, metal tapes;
LED'S for power and recording; mic inputs;
headphone jack. High bias FR 60-12,000 Hz ± 3
dB; w&F 0.12% wrms $180

SCT-87 Double Cassette Deck
Dolby B NR. Features continuous play: syn-
chro-start dubbing; tape selectors. FR 60-12,500
Hz ±3 dB (normal), 60-14,000 Hz ±3 dB (met-
al); S/N: Dolby B 62 dB; w&F 0.15% wrms. 161/2
x 4% x 8 in: 7.25 lbs $150

SCP-32 Cassettte Deck
Autoreverse and Dolby B noise reduction. Met-
al/high-bias selector switch. 31/4 x 81/4 x 5%
in $100
SCP-31 Cassette Deck As above, no Dolby B;
autoreverse $50

SCT-86 Cassette Deck
Dolby B NR. Features right/left record controls;
tape -select buttons; full auto -stop. FR 60-12,500
Hz ±6 dB; sm, Dolby B 52 dB; w&F 0.15%. 9 x
41/4 x 5% in; 3 lb $90

PARASOUND
D/HX-550 Cassette Deck
Dolby B, C NR. Features Dolby HX Pro; play
trim; hard alloy head; polystyrene capacitors.
FR 20-19,000 Hz; sm 67 dB for Dolby B. 78 dB
for Dolby C; input imp 30 kilohms. output imp
600 ohms. 171/4 x 4% x 10 in. 12 lb $265

PHILIPS
FC-60 3 -Head Cassette Deck
Dolby B. C NR. Features Dolby HX Pro; elec-
tronic real-time counter; alpha text mode dis-
play; digital peak -level display with peak mem-
ory function; fine bias adjustment; rec
calibration controls. Compatible with Philips
RC -5 remote control $549

FCR-515 Double Cassette Deck
Dolby B. C NR. Features continuous playback
and recording with both decks for up to three
hours. Automatic two-way recording; simulta-
neous recording on both decks or sequential A'B
recording for up to three hours of taping; high-
speed dubbing. Music search; memo function;
blank skip; remote compatible with most Phil-
ips receivers and other products; remote con-
trols for decks A/B $499

FCR-50 Cassette Deck
Dolby B. C NR. Features Dolby HX Pro; logic-
controlled transport mechanism; alloy fly-
wheel: hard-permalloy head; switchable MPX-
filter. Music search; auto music scan: blank
skip; auto space record mute; Philips remote-
control compatible $399

FC-50 2 -Head Cassette Deck
Dolby B. C NR. Features Dolby HX Pro; dy-
namically balanced cast -alloy flywheel/capstan
mechanism; hard-permalloy head; electronic
real-time counter; alpha text mode display; dig-
ital peak -level display with peak -level memory
function; fine bias adjustment: music search;
auto music scan; blank skip; timer rec/play-
back. Compatible with Philips RC -5 remote
control $379

FCR-40 Cassette Deck
Dolby B, C NR. Features Dolby HX Pro; logic-
controlled mechanism; hard permalloy head:
switchable MPX filter. Autospace record mute;
auto tape selection; quick rewind jack ... $299

FC-40 2 -Head Cassette Deck
Dolby B. C NR. Features Dolby HX Pro; com-
puter -controlled logic transport; switchable
MPX filter; auto tape selector: fine bias adjust-
ment. Compatible with Philips RC -5 remote
control $299

PIONEER
CT -913 -Head Cassette Deck
Dolby B. C NR. Features full -logic controls;
Dolby FIX Pro; 3 heads; 2 motors; 3 power
supplies; bias fine tuning; antivibration design;
dual -capstan; amorphous head; FL display; sys-
tem remote compatible: electronic real-time
tape counter; power eject; FR 20-23.000 Hz; S/N
60 dB; w&F 0.022%. 18 x 51/2 x 14% in;
24.13Ib $950

CT-W83OR Double Cassette Deck
Dolby B, C NR. Features two autoreverse re-
cord/play cassette transports; Dolby FIX Pro.
Cassette stabilizer, honeycomb chassis: MPX
filter switch; OFC head wire. CD -deck synchro;
tape dubbing from deck to deck at normal or
double speed; relay recording/play; parallel re-
cording; music/skip search; blank skip; peak -
hold level meters; time counter; auto rec mute;
auto tape selector; optional timer record/play:
headphone output; system remote compatible.
16% x 5% x 12% in; 12.5 lb $500

CT -S707 3 -Head Cassette Deck
Dolby B. C NR. Features cassette stabilizer.
honeycomb chassis; rigid die-cast head base;
MPX filter switch; bias adjustment; Dolby HX
Pro. CD -deck synchro; 4 -digit electronic time
counter: music/skip search; auto monitor;
peak -hold level meters; auto rec mute; auto
tape selector: repeat play; optional timer re-
cord/play; headphone output with volume con-
trol; system remote compatible. 16% x 51/4 x
121/4 in; 12.5 lb $480

CT -S705 3 -Head Cassette Deck
Dolby B, C NR. FR 20-20.000 Hz; SiN 58 dB; wea-
0.05%. 16% x 51/2 x 121/4 in; 13 lb $480
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CASSETTE DECKS & DAT DECKS
CT-M6R Cassette Changer
6 -cassette tape changer featuring Dolby B, C
NR. Full -logic controls; Dolby HX Pro; record
and playback capability; synchronized record-
ing; programmed copy, and random copy; relay
recording up to 9 hours; relay play; cassette
scan; auto rewinder; 8 -segment FL meter; 4 -
digit electronic counter; music skip search up
to 15 selections forward and back; blank skip;
auto rec mute; auto tape selector. FR 25-18,000
Hz (metal tape); srisi 58 dB (without noise reduc-
tion). 16% x 5% x 14% in; 16.5 lb $450

CT-MSR Cassette Changer
6 -cassette autoreverse tape changer features
Dolby B, C NR with MPX filter. Record and
playback capability; CD -deck synchro (normal
and relay); cassette scan; auto rewinder; ran-
dom play; bar -graph remaining rec/play time
display; FL level meter with peak hold; 4 -digit
electronic time counter; music skip/search;
blank skip; auto rec mute; auto tape selector.
16% x 5% x 14% in; 16.38 lb $400

CT -S605 2 -Head Cassette Deck
Single cassette deck with Dolby B, C NR and
HX Pro. FR 25-17,000 Hz; snsi 58 dB; W&F
0.055%. 16% x 5% x 12% in; 11 lb $375

CT-W630R Double Cassette Deck
Dolby B, C NR. Features Dolby HX Pro; two
autoreverse cassette transports, play (deck I)
and record/play (deck 2). Cassette stabilizer,
honeycomb chassis; MPX filter switch. CD -deck
synchro; tape dubbing from deck to deck at
normal or double speed; music/skip search;
blank skip; peak -hold level meters; auto rec
mute; auto tape selector; optional timer record/
play; headphone output; microphone inputs;
System remote compatible. 16% x 5% x 10% in;
10.13 lb $360

CT-W53OR Double Cassette Deck
Dolby B, C NR. Features two autoreverse cas-
sette transports, play (deck I) and record/play
(deck 2). Honeycomb chassis; MPX filter switch.
CD -deck synchro; tape dubbing at normal or
double speed; relay play; music/skip search;
blank skip; peak -hold level meters; auto rec
mute; auto tape selector; optional timer record/
play; system remote compatible. 16% x 4'/s x
IGYR in; 10.13 lb $270

CT -S405 2 -Head Cassette Deck
Dolby B, C NR and HX Pro. Features dual
capstan; amorphous, playback head; tape
counter; music/skip search; auto monitor; 7 -
segment peak -hold level meters; auto monitor;
auto tape selector; headphone output; system
remote compatible. 16% x 4% x 10% in; 9.25
lb $230

CT -W430 Double Cassette Deck
Dolby B, C NR and HX Pro. Features tape
dubbing at normal or double speed; relay play;
peak -hold level meters; auto tape selector
(deck 1); optional timer record/play; Pioneer
system remote ready. 16% x 4% x 121/2 in; 8.63
lb $220

CT -W330 Double Cassette Deck
Dolby B. C NR. Features tape dubbing at nor-
mal or double speed; relay play; peak -hold
level meters; auto tape selector (deck I); op-
tional timer record/play; System remote com-
patible. 16% x 45/t x 121/2 in; 8.63 lb $200

PROTON
AD -630 Cassette Deck
Autoreverse cassette deck with Dolby B, C,
and dbx NR. Features 3 -motor is logic mecha-
nism; real-time counter; 2 -color LCD display;

MPX filter; 20 song programming; remote capa-
bility. FR 30-17,000 Hz ±3 dB (normal), 30-
18,000 Hz ±3 dB (high bias), 30-19,000 Hz ±3
dB (metal); S/N no NR 50 dB, Dolby B 60 dB.
Dolby C 70dB (normal tape); w&F 0.03%. 181/2 x
3% x 15% in; 18.7 lb $800

REVOX
B215 -S 3 -Head Cassette Deck
Cassette deck with 3 microprocessors for con-
trol of bias, level, EQ, transport, and real-time
counter. Features Dolby HX Pro. Dolby B, and
C; 4 motors; digital storage of bias, level, EQ
settings for 6 tape formulations; manual or auto
record -level setting; diecast transport chassis;
azimuth -stable pivoting headblock; 2 program-
mable locate buttons; loop mode; auto start -of -
record scan. Counter computes elapsed time on
partially wound tapes. W&F 0.1% wrms; FR fer-
ric 30-18,000 Hz ± 3 dB, high bias and metal 30-
20,000 Hz ±3 dB; SiN ratio (A-wtd) ferric: 55
dB no HR. 64 dB Dolby B. 70 dB Dolby C, high
bias: 57 dB no noise reduction, 65 dB Dolby B,
72 dB Dolby C, metal: 58 dB no NR, 66 dB
Dolby B. 72 dB Dolby C; line -input sens for 0 -
dB reading 50 mV; line -output level with 0 -dB
indication 775 mV; 17% x 6 x 13 in; 20 lb$2,900
B215. As above, cosmetic differences . $2,600

Revox B215-5

ROTEL
RD865 Cassette Deck
Dolby B, C, and HX Pro. Features 2 high -
torque DC motors; full -logic controls; remote;
manual continuously adjustable bias; 3 preset
bias/EQ positions memory and repeat functions;
FL bar graph meters; record mute; peak -level
indicator. FR 30-20,000 Hz ±3 dB (normal), 30-
19,000 Hz ±3 dB (high bias), 30-20,000 Hz ±3
dB (metal); signal-to-noise ratio without noise
reduction 55 dB, Dolby B 64 dB. Dolby C 73
dB. Wow -and -flutter 0.035%. 171/2 x 41/2 x 12 in;
11.5 lb $449

RD855 Cassette Deck
Cassette deck with Dolby B and C NR. Features
2 high -torque DC motors; full -logic controls;
remote; automatic tape bias and equalization;
memory and repeat functions; peak -level indi-
cator. Frequency response 30-18,000 Hz ± 3
dB (normal), 30-19,000 Hz ±3 dB (high bias),
30-20,000 Hz ±3 dB (metal); signal-to-noise
ratio without noise reduction 55 dB, Dolby B 64
dB. Dolby C 73 dB; wow and flutter 0.035%.
171/2 x 41/2 x 12 in; 11.5 lb $349

SANSUI
D -X3011 Cassette Deck
Dolby B, C, and HX Pro NR. Features comput-
erized control; auto program search; bidirec-
tional music scan; 2 repeat modes; fine bias
adjustment; switchable MPX filter; auto rec
mute; full logic controls; timer rec/playback;
peak meters; electronic tape counter. Remote
interface with other Sansui components. FR 30-
20,000 Hz ± 3 dB; SIN Dolby C 75 dB; W&F
0.05% wrms. 17 x 5 x 11% in; 10 lb. Black
finish $350

D-950WR Double Cassette Deck
Autoreverse deck with Dolby B NR. Features
autotape selector; high-speed dubbing; relay
play: soft -key eject; LED peak -level meters; bal-
ance controls. FR 62-13,000 Hz (metal); sin: no
NR 50 dB. Dolby B NR 60 dB. Black. 16% x 3% x
9% in; 11 lbs $220
D-750WR. As above with autoreverse in play
transport only $190
D-350WR. As D-950WR no autoreverse $170

D-X311WR Double Cassette Deck
Autoreverse (in both transports) with Dolby B.
C NR. Features Dolby HX Pro; MPX filter
switch; bias control; hard permalloy heads for
record and playback; double -gap ferrite head
for erase. High-speed dubbing; edit dubbing;
I6 -song program search; auto rec mute; rec
cancel; tape lead-in; memory stop; 8 -cycle re-
lay play; manual -recording level control; fluo-
rescent peak -level indicator; 4 -digit electronic
counter. timer record/play; headphone output;
auto tape selector. FR 20-21,000 Hz (metal);
W&F 0.06% wrms; SiN (metal): NR off 58 dB.
Dolby B 65 dB, Dolby C 75 dB. 167/8 x 4% x 10%
in; 10.9 lb $350

D-X211HXR Cassette Deck
Autoreverse deck with Dolby B and C NR.
Features OFC coil amorphous record/playback
head; double -gap ferrite erase head; MPX filter
switch; bias control. Tape lead-in; auto rec
mute; I -piece program search; rec cancel; re-
peat; timer record/play; LED peak -level meters;
headphone output; auto tape selector. w&F
0.06% wrms; FR 20-21.000 Hz; sit.' (metal):
Dolby NR off 58 dB, Dolby B NR 65 dB, Dolby C
NR 75 dB. 16% x 47/N x 10% in; 8.1 lb $300
D-XII1HX. As above no autoreverse $250

SANYO
RDW589 3 -Head Double Cassette Deck
Dolby B and C NR. Features 4 -track high-speed
dubbing, twice as fast as normal high-speed
dubbing; power loading; continuous playback;
metal -tape capability; 5 -segment LED peak -level
meters; 3 -digit tape counter; full auto -stop
mechanism. W&F 0.08% wrms; FR 40-15,000 Hz
(Cr02); sin' 65 dB (metal). 161/2 x 4% x 8 in $170

RDW489 3 -Head Double Cassette Deck
Dolby B and C noise reduction. Features syn-
chronized I -touch high-speed dubbing; power
loading: continuous playback; metal -tape capa-
bility; 5 -segment LED peak -level meters; 3 -digit
tape counter; full auto stop mechanism. W&F
0.08% wrms; FR 40-15,000 Hz (Cr02); S/N 65 dB
(metal). 161/2 x 5 x 7'/s in $150

RDW389 3 -Head Double Cassette Deck
Dolby B and C noise reduction. Features syn-
chronized I -touch high-speed dubbing; contin-
uous playback; metal -tape capability; 5 -seg-
ment LED peak -level meters; 3 -digit tape
counter; full auto stop mechanism. W&F 0.08%
wrms; FR 40-15,000 Hz (Cr02); S/N 65 dB (met-
al). 161/2 x 5 x 7Vii in $100

RDW414 2 -Head Double Cassette Deck
Features synchro dubbing; continuous play-
back; Dolby noise reduction; metal -tape capa-
bility; soft -eject doors; 5 -segment LED level me-
ters; 3 -digit tape counter; auto stop. W&F 0.08%
wrms; FR 60-13,000 Hz (Cr02); S/N 66 dB (met-
al). 161/2 x 5 x 8 in $80

SHERWOOD
DS -7000R 3 -Head Cassette Deck
Dolby B and C NR. Features microprocessor
supervised, full -logic control. Fine bias control;
digital readout; auto tape selector; separate left/

STEREO BUYERS' GUIDE 1991 117



DoAsille
If you share the beliefs of

the most serious audiophiles,
Audio magazine is something
you live by. And if you saw the
March 1990 issue, you must
surely see the wisdom of TDK.

But in case you missed it,
allow us to enlighten you.

In that issue, Audio re-
vealed the results of a massive
test it conducted among 88
blank audio cassettes. And all
it could do was praise TDK.

AUDIO MAGAZINE RATED
TDK AR -X = I OVERALL AMONG ALL

NORMAL BIAS CASSETTES.

The test began with Audio
evaluating and comparing
normal bias Type I cassettes
from virtually every conceiv-
able manufacturer.

After the data was polled,
Audio concluded TDK AR -X
was not only the best Type I
tape, but "... close to the
best for Type II as well."

A finding that isn't all that
surprising considering the
technology that goes into
AR -X, which results in the

highest high -frequency SOL.
AUDIO MAGAZINE RATED TDK SA -X

THE # 1 HIGH BIAS CASSETTE IN TERMS
OF DYNAMIC RANGE (S/N RATIO).

The next area tor review
was the high bias Type II seg-
ment. And in this highly

competitive arena, the
engineer Audio used found
the performance of TDK no
less impressive: TDK SA -X,
with its dual coating of Super
Avilyn particles, has the



BibleSa s.

widest dynamic range of any
high bias tape. Which per-
haps explains why serious
audiophiles have always
found CD recordings made
onTDK SAX to be so incred-

example a of which is the
MA-XG. And by the end of
the test, it was the chosen
tape of Audio.

After a close and exhaus-
tive scrutiny of Type IV tapes,
based on several parameters,
TDK MA-XG was not only
the choice as the best Type IV
tape, but also the best tape on
the market. Period.

So why not write to TDK
Reprints, P.O. Box 166, 70A
Greenwich Ave. , New York,

NY 10011, for a condensed re-
print of the ultimate tape test
from the ultimate authority.

If you're serious about your
sound, you'll practice what
Audio preaches, and use TDK.

c SCORP

ibly faithful to the origina .

AUDIO MAGAZINE RATED TDK METAL
MA-XG # 1 OF ALL 88 TAPES TESTED.

TDK has a long history of
innovation in metal tape

AsYouCanGet.technology, the most recent

AsSenbus



CASSETTE DECKS & DAT DECKS
right record -level adjustment; output -level con-
trol; mic and headphone jacks; 13 -segment rec-
level indicators; rec-mute button; timer switch;
2 -line input jacks with record cross fader. FR 30-
18.000 Hz; S/N 75 dB; ch sep at 1 kHz 40 dB;
w&F 0.05%. 171/4 x 5 x 11 in $469

DD -1230R Double Cassette Deck
Autoreverse and Dolby B and C NR. Features
microprocessor supervised, full -logic control.
Digital tape counter; normal/high speed dub-
bing; bidirectional auto music search; auto tape
selector; fully synchronized I -touch dubbing;
relay play with alternate playback deck; rec-
mute button: separate rec-level and balance
control; I3 -segment rec-level indicators: timer -
record and start: illuminated tape -direction in-
dicators; air -dampened soft -eject cassette
doors. FR 30-16,000 Hz: sir,' 75 dB; ch sep at
1,000 Hz 40 dB; W&F 0.12%. 171/4 x 41/4 x
in $299

DS -1630R Cassette Deck
Autorcverse, Dolby B and C NR. Features mi-
croprocessor -supervised, full -logic control.
Digital readout; auto tape selector: 2 -line input
jacks with record cross fader: auto music
search system; 3 playback modes; mic and
headphone jacks; rec-level and balance con-
trols; output -level control; 12 -segment rec-lev-
el indicators; rec-mute button; air -damped soft -
eject cassette door; timer switch. FR 30-18.000
Hz: S/N 75 dB: ch sep at 1.000 Hz 40 dB; w&F
0.09%. 171/4 x 5 x 11 in $289

DS -1135C Cassette Deck
Dolby B and C NR. Features Dolby HX Pro;
average/peak-level indicators; elapsed time in-
dicator; 1 mic input. FR 30-16.500 Hz ±6 dB;
W&F 0.08%; S/N 72 dB. Digi-Link remote com-
patible. 9 lb $199

DD -I130 Double Cassette Deck
Dolby B and C NR. Features high-speed dub-
bing; synchronized dubbing; relay play; contin-
uous play; normal, chrome, and metal -tape set-
tings; adjustable recording level; three -digit
tape counter: LED recording -level indicators;
air -damped soft -eject cassette doors. FR 30-
16,000 Hz; S/N 73 dB; ch sep at 1.000 Hz 37 dB;
W&F 0.2%. 171/4 x 41/4 x trAt in $159

DD -1032C Double Cassette Deck
Dolby B NR. Features average/peak-level indi-
cators; elapsed time counter. FR 30-15.500 ±6
dB; W&F 0.15%; s/ri 65 dB; remote compatible.
7.7 lb $140

DD -1030 Double Cassette Deck
Dolby B NR. Features relay/continuous play;
normal/high-speed dubbing; average/peak-level
indicators; elapsed -time counter. FR 30-15,000
Hz ±6 dB; sit-i 64 dB; ch sep at 1,000 Hz 37 dB;
W&F 0.2% $139

SONY
TC-WR820 Double Cassette Deck
Autoreverse, Dolby B and C NR. HX Pro; dual/
simultaneous record; high-speed dubbing; auto
music sensor; relay play; remote compatible.
FR 30-18.000 Hz; W&F 0.07%; S/N 58 dB. 17 x 5'1/4
x 111/4 in; 10.13 lb $470

TC-WR720 Double Cassette Deck
Autoreverse. Dolby B and C NR. HX Pro; high-
speed dubbing; automatic music sensor; relay
play; remote compatible. FR 30-15.000 Hz; W&F
0.07%; S'N 58 dB. 17 x 51/4 x 111/4 in; 10.3 lb $350

TC-WR620 Double Cassette Deck
Autoreverse, Dolby B and C NR. HX Pro; relay
play; high-speed dubbing; automatic music sen-

sor; remote compatible. FR 30-15,000 Hz: w&F
0.07%; stri 58 dB. 17 x 51/4 x I I V. in; 10 lb. $280

TC-WR520 Double Cassette Deck
Autoreverse, Dolby B and C NR. High-speed
dubbing; remote compatible; feather -touch
controls. FR 30-15.000 Hz: W&F 0.08%; S/N 58
dB. 17 x 47/8 x I 11/4 in; 10 lb $225

TC-RX420 Cassette Deck
Autoreverse, Dolby B and C NR. HX Pro; high -
density heads; remote compatible: auto music
search. FR 30-15,000 Hz; W&F 0.07%; wig 58 dB.
17 x x 1 IV. in; 8.14 lb $240

TC-W310 Double Cassette Deck
Dolby B and C noise reduction. Features high-
speed dubbing. FR 30-15.000 Hz; W&F 0.12%; sit4
58 dB. 17 x 41/4 x 111/4 in; 7 lb, 8 oz $190

TC-FX120 Cassette Deck
Dolby B and C NR. High -density heads; soft -
touch controls; drum counter tape; LED meters.
FR 30-15,000 Hz; W&F 0.09%; S/N 58 dB. 17 x 4%
x 111/4in; 7.12 oz $130

Elite Series

TC-K950ES 3 -Head Cassette Deck
Dolby B and C NR. Features HX Pro; Lc-occ
laser amorphous heads; closed -loop dual -cap-
stan transport; quartz -lock direct -drive 3 -motor
design; linear counter; record -level calibration;
variable bias; automatic tape type selection;
MPX filter switch; auto play; auto space/record
mute; timer record/playback; remote compati-
ble. FR 15-22,000 Hz ± 3 dB; w&F 0.024%; SM 61
dB. 181/4 x 51/4 x 15 in; 25.13 lb $900

TC-WR9OES Double Cassette Deck
Dolby B and C NR. Features HX Pro; laser
amorphous heads; 6 -motor (3 per transport)
design; single -drive capstans; autoreverse;
high-speed dubbing; relay play; auto pause;
linear real-time counter; automatic music sen-
sor; full -logic controls; blank skip; auto tape -
type selection; remote compatible; 210 kHz
super bias. FR 20-20,000 Hz ± 3 dB; w&F 0.06%;
snki 59 dB. 181/4 x 51/4 x 131/4 in; 15.141b ... $600

TC-K850ES 3 -Head Cassette Deck
Dolby B and C NR. Features HX Pro; laser
amorphous heads; direct -drive dual capstans;
linear tape counter; calibration bias adjust-
ment; full -logic controls; auto music search;
mulitplex filter switch; remote compatible. FR
15-21,000 Hz ± 3 dB; w&F 0.024%; sfr-i 59 dB. 17
x 51/4 x 1371/4 in: 15.41b $600

TC-WR8OES Double Cassette Deck
Dolby B and C NR. Features HX Pro; high-
speed dubbing; autoreverse; relay play; laser -
amorphous heads; auto MPX switch; linear
counter; auto music sensor; auto tape type;
auto focus recording; remote compatible. FR 20-
20,000 Hz ±3 dB; W&F 0.07%; siki 59 dB. 17 x
51/4 x 111/4 in; 10.13 lb $400

TC-K650ES 3 -Head Cassette Deck
Dolby B and C NR. Features HX Pro; laser
amorphous heads; single -drive capstans; fine
bias adjustment; full -logic controls; MPX switch;
linear tape counter; auto music search; FR 20-
21,000 Hz ±3 dB; w&F 0.09%; S/N 58 dB. 17 x
47/g x I I'/4 in; 10.3 lb $400

TC-RX7OES Cassette Deck
Dolby B and C NR. HX Pro: laser amorphous
heads; single -drive capstans; autoreverse; full -
logic controls; MPX switch; linear tape counter;
auto music search: auto focus recording; re-
mote compatible. FR 20-20.000 Hz ± 3 dB; w&F
0.06%; sag 58 dB. 17 x 5 x 111/4 in; 10.3 lb. $320

DAT Decks

DTC-75ES DAT Recorder
High density linear converter system compati-
ble with 32, 44.1, and 48 kHz sampling rates.
45 -bit noiseshaping digital filter; direct -digital
sync; 4 -stage feed -forward circuit; digital servo
tc; 4 -motor transport design; multiregulated
power supply stages; low -noise copper chassis;
vibration -resistant transport. Features high-
speed music search; music scan; 3 -way repeat:
10 -key direct -access track selection; 60 -track
programming; start/skip/end; 4 -hr record/play-
back mode; variable fader; optical and coaxial
digital input; wireless remote control; 3-yr
parts -and -labor warranty $950

DTC-700 DAT Recorder
High density linear converter system compatible
with 32. 44.1, 48 kHz sampling rates. 45 -bit
noiseshaping digital filter; direct digital sync; 4 -
stage feed -forward circuit; digital servo ic; 4 -
motor transport design; vibration -resistant trans-
port. Features high-speed music search; music
scan; 3 -way repeat; 10 -key direct -access track
selection; 60 -track programming; start/skip/end
ID; 4 -hr record/playback mode; variable fader:
optical and coaxial digital input; wireless remote
control; 3-yr parts -and -labor warranty .... $900

TEAC
R -919X 4 -Head Cassette Deck
Dolby HX Pro, dbx. and Dolby B and C NR.
Features 3 -motor ic-logic transport; double ac-
culign rotating head system; hystersis tension
servo -control system; bipolar power supply
and oc configuration circuit; autoreverse/re-
peat; multifunction FL display; electronic tape
index counter with tape -run time mode; 2 -color
UR peak program -level meter; fine -bias adjust-
ment; program search; direct selection; intro
check; blank scan; memory play/stop; block
repeat; auto monitor; master rec-level control;
output -level control; MPX filter; timer rec/play-
back capability. Optional wood side panels.
Includes multifunction wireless remote control.
W/F 0.029% wrms; FR 25-20,000 Hz ± 3 dB (met-
al); sit -480 dB at 1,000 Hz (Dolby C). 17% x 41/% x
101/4 in. 131/4 lb $830

W-990RX Double Cassette Deck
Dolby B and C and dbx NR. Features continu-
ous rec/playback, and parallel recording; 3 -
motor ic-logic control mechanism; bipolar pow-
er supply and oc configuration circuit; sync
reverse capability; I -touch high-speed and nor-
mal -speed dubbing; intro check memory dub-
bing system; random memory program dub-
bing; reverse -edit function; editing dubbing;
cobalt amorphous LC-OFC rec/play head; multi-
function FL display; independent electronic
counter for decks A and B; 2 -color UR peak
program level meter; program search; direct
selection; intro check; blank scan; timer rec/
playback; auto tape select; rec mute with auto
spacer; headphone jack. Includes multifunction
wireless remote control. WN 0.045% wrms; FR
30-19,000 Hz ± 3 dB; S/N 78 dB at 1.000 Hz
(Dolby C) $800

V -970X 3 -Head Cassette Deck
Dolby HX Pro. dbx. and Dolby B, C NR. Fea-
tures 3 -motor ic-logic transport; closed -loop
dual -capstan drive; independently micro -
aligned rec and play head with cobalt amor-
phous LC-OFC winding; hystersis tension servo -
control system; bipolar power supply and DC
configuration circuit: multifunction FL display;
electronic tape index counter with tape run
time mode; 2 -color L'R peak program -level me-
ter; fine -bias adjustment; UR level control; pro-
gram search; direct selection; intro check:
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blank scan; memory play/stop function; block
repeat; auto monitor; master rec level; output -
level control; MPX filter; timer rec/playback ca-
pability. Wood side panels optional. Includes
multifunction wireless remote control. wiF
0.028% wrms; FR 25-20,000 Hz ±3 dB (metal);
mg 80 dB at 1,000 Hz (Dolby C) $800

V-680 3 -Head Cassette Deck
Dolby B and C NR, Dolby HX Pro. Features 2 -
motor ic-logic control mechnaism; bipolar sup-
ply; direct -coupled circuitry; MPX filter; timer
rec/play; headphone jack; auto tape selector.
w&F 0.06% wrms; FR 20-21,000 Hz (metal); S/N
70 dB at 5,000 Hz (Dolby B). 171/4 x x 10/4
in, 11 lb $450

W -550R Double Cassette Deck
Features Dolby B and C NR, Dolby HX Pro. 2 -
motor ic-logic control mechanism; bi-polar sup-
ply; autoreverse; blank scan; sync reverse;
hard-permalloy heads; 2 -color LED meter; rec
mute; auto tape selector; headphone jack; !-
touch high-speed/normal dubbing; continuous
play; timer rec/play. System remote compati-
ble. W&F 0.07% wrms; FR 30-18,000 Hz
(chrome); wt.' 69 dB at 5,000 Hz (Dolby B) $360
V-580. Same as the above but with two heads
and no MPX filter. FR 20-18,000 Hz (chrome); S/N
69 dB at 5,000 Hz (Dolby B). 171/4 x 4'/s x 103/4
in, 11 lb. $350

R-540 Cassette Deck
Autoreverse, Dolby HX Pro, Dolby B and C
NR. Features 2 -motor ic-logic control mecha-
nism; bipolar power supply; hard-permalloy
heads; 2 -color LED meter; rec mute; auto tape
selector; headphone jack; timer rec/play. Sys-
tem remote compatible. W&F 0.07% wrms; FR
30-18,000 Hz (chrome); S/N 69 dB at 5,000 Hz
(Dolby B) $290

W -450R Double Cassette Deck
Autoreverse, Dolby HX Pro, Dolby B and C
NR. Features continuous playback and bidirec-
tional recording in deck B; sync reverse/sync
dubbing capability; I -program skip function in
deck B; auto tape selector. W&F 0.05% wrms; FR
30-17,000 Hz (metal); sitg 70 dB (Dolby C). 4'/s x
171/4 x 101/4 in. 10.1 lb $290
R455 CHX. Similar to above, single deck $220
V-285-CHX. Similar to above, single deck, no
autoreverse $150

W-470 Double Cassette Deck
Dolby B and C NR. Features ic-logic control
mechanism; bipolar power supply; hard -perm -
alloy heads; intro check; skip play; 2 -color LED
meter; rec mute; auto tape selector; headphone
jack; timer rec/play; I -touch high-speed/normal
dubbing; continuous play. System remote com-
patible. W&F 0.07% wrms; FR 30-17.000 Hz
(chrome); S/N 69 dB at 5,000 Hz (Dolby B). 171/4
x 5 x 11V2 in; 10.5 lb $250

R-445 Cassette Deck
Autoreverse, Dolby B and C NR. Features bi-
directional rec/play. I -program skip function;
repeat; 2 -color LED meter; rec mute; headphone
jack. W&F 0.06% wrms; FR 30-17,000 Hz
(chrome); sti4 65 dB at 5.000 Hz (Dolby B). 171/4
x 47/8 x 81/2 in; 6.6 lb $210

W -370C Double Cassette Deck
Dolby B and C NR. Features continuous play-
back from deck A to deck B; normal/high-speed
dubbing; fine bias adjustment; 2 -color LED me-
ter; full auto -stop mechanism; auto tape -type
selector; 3 -digit mechanical tape counter; met-
al -tape compatibility. Wow and flutter 0.095%
wrms; FR 30-15,000 Hz (chrome); signal-to-
noise ratio 65 dB at 5,000 Hz (Dolby B). 171/4 x
41/4 x 81/2 in; 7 lb $200

W-360HX Double Cassette Deck
Features Dolby B NR, Dolby HX Pro. Continu-
ous playback system; high-speed dubbing, 2 -
color LED meter; auto -stop mechanism; metal
tape capability. wiF 0.09% wrms; FR 30-15,000
Hz (chrome); S/N 65 dB at 5,000 Hz (Dolby B).
171/4 x 41/4 x 81/2 in, lb. $200

Teac W-360HX

V-480 Cassette Deck
Dolby B an C MR, Dolby HX Pro. Features ic-
logic control mechanism and bipolar power
supply. Features hard-permalloy heads; fine -
bias adjustment; 2 -color LED meter; rec mute;
auto tape -type selector; headphone jack; timer
rec/play. System remote compatibility. w&F
0.07% wrms; FR 30-17,000 Hz (chrome); siri 69
dB at 5,000 Hz (Dolby B). 171/4 x 5 x 111/2 in; 9.9
lb $200

W-350 Double Cassette Deck
Dolby B NR. Features continuous playback
from deck B to deck A; normal/high-speed
dubbing; 2 -color LED meter; auto -stop mecha-
nism; auto tape -type select; 3 -digit mechanical
tape counter; metal tape compatibility. W/F
0.095% wrms; FR 30-15,000 Hz (chrome); sag 65
dB at 5,000 Hz (Dolby B). 171/4 x 41/4 x 81/2 in; 7
lb $170

V -270C Cassette Deck
Dolby B and C NR. Features fine bias adjust-
ment; auto -stop mechanism; metal tape com-
patibility; 3 -position tape selector; 2 -color LED
meter; 1 -touch recording; 3 -digit mechanical
tape counter. wax 0.095% wrms; FR 30-15,000
Hz (chrome); sit./ 65 dB at 5,000 Hz (Dolby B).
171/4 x x 81/2 in; 6.4 lb $140

V-260HX Cassette Deck
Dolby B NR, Dolby HX Pro. Features 2 -color
LED meter; metal tape capability; auto stop
mechanism. W&F 0.09% wrms; FR 30-16,000 Hz
(metal); S/N 65 dB (Dolby B). 171/4 x 41/4 x 81/2 in,
61/4 lb. $140

V-250 Cassette Deck
Dolby B NR. Auto -stop; metal tape capability;
3 -position tape selector; I -touch recording.
W&F 0.09% wrms; FR 30-18,000 Hz (metal); S/N
65 dB (Dolby B). 171/4 x 4Y4 x 81/2 in; 6.4 lb $120

TECHNICS
RS -B965 3 -Head Cassette Deck
Dolby B, C NR. Features HX Pro; quartz -
locked direct -drive capstan motor; closed loop,
dual -capstan transport; cassette stabilizer;
amorphous head system; isolated circuit chas-
sis design; independent power supplies; dual -
range FL peak -hold meters; semiautomatic bias/
record level calibration; real-time electronic
tape counter, auto record mute; auto tape se-
lector; memory stop/repeat. FR 20-22,000 Hz
(chrome); S/N 66 dB (Dolby B, chrome); W&F
0.03%. 17 x 51/4 x 111/4 in; 14.1 lb $680

RS -B755 3 -Head Cassette Deck
2 -motor quartz -locked deck with Dolby B, C
NR. HX Pro high -torque direct -drive motor;
high -precision digital servo; 2 -motor full -logic
control; cassette stabilizer with power loading;
bias fine adjustment; record -level calibration;
dual -range peak -hold FL meters; dual mode

electronic counter with memory stop/repeat;
auto record mute; auto tape selector. FR 20-
20,000 Hz (chrome); sfri 66 dB (Dolby B,
chrome); W&F 0.05%. 17 x 5'/s x 11% in: 11.7
lbs $440

RS-BR465 2 -Motor Cassette Deck
Autoreverse deck with Dolby B and C NR.
Features xx Pro; solenoid operated full -logic
feather -touch controls; peak -hold FL meters;
electronic counter with memory stop; remote -
control capabilty; auto record mute; auto tape
selector, cue and review functions; master re-
cord -level and balance controls. FR 20-17,000
Hz (chrome); siti 66 dB (Dolby B, chrome); W&F
0.07%. 17 x 5 x 111/4 in; 9.5 lb $230

RS-TR555 Dual Cassette Deck
Dolby B and C NR. HX Pro; 2 -motor transport;
full -logic touch controls; dual -range FL peak -
level meters; metal compatibility; simultaneous
parallel recording; 3 -hr series recording; 24 -hr
series playback; high-speed editing; synchro
start/stop and rec mute; dual electronic tape
counters; remote -control capability; CD syn-
chro editing with selected Technics CD play-
ers; music select; auto tape select; UR indepen-
dent rec-level controls; timer rec/playback
capability; headphone jack. Brushed -aluminum
front panel. FR 20-18,000 Hz (chrome); stri 66
dB; war 0.07%. 17 x 53/8 x 11% in; 12.1 lb $440

RS-TR355 Dual Cassette Deck
Dolby B and C NR. HX Pro; full logic soft -touch
controls; dual -range FL peak -level meters; 2 -
speed oc servo -motors; metal tape compatibil-
ity; 24 -hr series playback; high-speed editing;
synchro start/stop and auto rec mute; CD syn-
chro editing; dual electronic tape counters; re-
mote control; auto tape select; cue and review;
UR independent rec-level controls; timer rec/
playback capability; headphone jack. Frequen-
cy response 20-18,000 Hz (chrome); stri 66 dB
(Dolby B, chrome); wow -and -flutter 0.1%. 17 x
51/4 x 11YR in; 10.6 lb $300

RS-TR265 Dual Cassette Deck
Dolby B and C NR. HX Pro; full -logic solenoid
feather -touch transports; 2 -color LED peak -lev-
el meters; 2 -speed Dc servo motors; metal -tape
compatibility; high-speed editing; synchro
start/stop editing; auto record mute; CD syn-
chro editing; 24 -hr series playback; remote con-
trol. FR 20-16,000 Hz (chrome); S/N 66 dB
(Dolby B, chrome); w&F 0.1%. 17 x 51/4 x 11%
in; 10.6 lb $250

RS-TR:65 Dual Cassette Deck
Dolby B and C NR. Features full -logic solenoid
feather -touch transports; 2 -color LED peak -lev-
el meters; 2 -speed DC servo motors; electronic
NR and reverse mode selectors; metal -tape
compatibility; autoreverse; high-speed editing;
synchro start/start editing; auto record mute;
18 -hr series playback; remote control capabili-
ty. FR M-16,000 Hz (chrome); s/N 66 dB (Dolby
B, chrome); w&F 0.1%. 17 x 53/4 x 11% in; 10.6
lb $230

RS-TRI55 Dual Cassette Deck
Autoreverse deck with Dolby B NR. Features
full -logic soft -touch controls; 2 -color LED peak -
level meters; 2 -speed oc servo motors; metal
compatibility; 18 -hr series playback; high-
speed editing; synchro start/stop and auto rec
mute; CD synchro editing; remote control ca-
pability; auto tape select; cue and review; UR
independent rec-level controls; 3 -digit tape
counter; timer rec/playback capability; head-
phone jack. Frequency response 20-16,000 Hz
(chrome); signal-to-noise ratio 66 dB (Dolby B,
chrome); wow and flutter 0.1%. 17 x 51/4 x 113/8
in; 10.6 lb $210
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UHER OF AMERICA

CR 1601 3 -Head Portable Cassette Deck
Compact front -loading portable cassette re-
corder with monitor facility featuring 8 hours
record time and built-in voice -actuating sys-
tem. Features 2 motors; direct drive; dual cap-
stans; manual azimuth adjust; elapsed -time
counter; output -level control; bias fine tuning:
memory stop/play; LED meters; soft -touch con-
trols; mike inputs; headphone jack; rec mute; 3
tape speeds: 1.88 ips, 0.94 ips and 0.16 ips with
ALC. FR 20-19,000 Hz (ferric) ±3 dB; w&F <2%
wrms. 91/4 x 21/4 x 71/4 in; 5 lb $1,890

CR 1600 3 -Head Portable Cassette Deck
Compact front -loading, fully electronic, autore-
verse, record/playback stereo cassette recorder
with Dolby B noise reduction. Features 8 hours
record time with built-in voice -activation sys-
tem; 2 -motors; 4 -tracks; A/v input capability;
switchable Al.(' with 2 -time constants; separate
channel record -level meters; I'/ and 1/2 ips;
remote; soft -touch solenoid controls with built-
in speaker; operates on dry cell. I2 -V car bat-
tery, or 110/220 V AC. FR 30-16,000 Hz; W&F

1%. 9 x 21/4 x 71/4 in; 5.75 lb $1,890

Accessories
F-423 Diapilot. Self-contained unit for synchro-
nized tape control operation of automatic slide
projector. DIN plug connector $270

Z-135. Power supply/charger unit for Uher cas-
sette recorders $112

VECTOR RESEARCH
VCX-270 Cassette Deck
Features Dolby B and C NR and HX-Pro; high -

frequency play trim; fine bias adjustment; 2
motor -logic tape transport; switchable MPX fil-
ter; headphone jack w/ volume. FR 30-17,000
Hz; signal-to-noise ratio Dolby C 75 dB, Dolby
B 67 dB; wow -and -flutter 0.05% wrms. 161/4 x
43/4 x 111/4 in, 12.5 lb $280

VCX-255 Cassette Deck
Dolby B and C NR. Features soft -touch con-
trols; fine -bias adjustment. UR channel mic in-
put; record -balance control; metal tape capabil-
ity. FR 30-17,000 Hz ±3 dB normal, 30-17,000
Hz ±3 dB high bias, 30-18,000 Hz ±3 dB
metal; signal-to-noise ratio Dolby B 67 dB.
Dolby C 75 dB; wow and flutter 0.05% wrms.
17 x 41/2 x 111/4in; 11.5 lb $180

YAMAHA
KX-1200Ti 3 -Head Cassette Deck
Dolby B and C NR. Features 28 -key wireless
remote; double dbx dynamic expansion;
closed -loop dual -capstan tape transport; OR-
BIT system with optical balance tuning indica-
tor; Dolby HX Pro headroom extension; amor-
phous head; full -logic control; optimum
recording -level indicator; RS -integrated system
remote compatibility. Titanium finish; 22
lb $749

KX-W900Ti Double Cassette Deck
Autoreverse. Featuring amorphous recording
and playback heads; play, record, and autore-
verse on both decks; relay play and record:
Dolby B and C noise reduction and Dolby HX
Pro; dubbing modes: high-speed, auto, skip.
random program, manual. cross -Dolby; simul-
taneous independent recording; 44 -key wire-
less remote -control; random program play(both
decks); music search (both decks); intro scan;
record return; auto record mute; blank skip;
auto tape selection; 4 -digit electronic linear
tape counter; I3 -segment peak -level meters on

both decks; remaining time indicator. Titanium
finish; 18 lb $699
KX-W900U. As above, black $699

KX-930T1 3 -Head Cassette Deck
28 -key wireless remote -control. Features dou-
ble-dbx dynamic -bias servo; double Dolby B
and C NR; closed -loop dual -capstan tape trans-
port; ORBIT system with optical balance tun-
ing system automatically sets bias and HF tape
sens; Dolby HX Pro headroom extension: auto
tape selector; auto monitor; direct music
search; 9 selection program playback; timer rec
and play; repeat; memory stop; intro scan; play
trim: bias adjust; 12 -layer amorphous heads; PC-
(X 'C coil winding; full -logic control; 19 segment
LCD meter with peak hold; master fader; 2 -
speed ff/rew; optimum rec-level indicator;
headphone jack with level control; RS remote
control with028 keys; RS -integrated system re-
mote compatibility; rounded front -panel de-
sign. Titanium finish $599
KX-930. As above, black $599

KX-W602Ti Double Cassette Deck
Autoreverse deck with rec and playback on
both decks. Features full -logic 2 -motor trans-
ports in each deck; amorphous rec/play heads;
Dolby B and C NR; Dolby HX Pro headroom
extension (deck A); I3 -segment peak -level me-
ter; 4 -digit linear counter; dubbing modes: man-
ual, normal, high-speed, auto, skip, random
program; remaining time display; relay play for
24 -hr cont play; relay rec; 9 -selection random
program play; RS -integrated remote -control
compatibility. Includes 3I -key wireless remote
control. Titanium finish; 13 lb $519
KX-W602. As above, black $519

KX-R730Ti Cassette Deck
Dolby B and C NR. Features Dolby HX Pro
dynamic bias servo; auto rev and playback with
optical sensor; 4 motor transport; microcom-
puter -controlled auto rec level with digital level
indictor; amorphous play head/rec head; 13 -
segment LCD peak -level meter; LCD linear time
counter; auto fader; MPX filter; two -speed fast
forward/rewind; bidirectional intro scan; auto
tape selector; auto rec mute; rec return; memo-
ry stop; remote -control eject -close; headphone
output with level control; music search; repeat;
RS -integrated system remote -control compati-
bility. Includes 27 -key wireless remote -control.
Titanium finish $499
KX-R730. As above, black $499

KX-630Ti 3 -Head Cassette Deck
Double Dolby B and C NR. Features Dolby HX
Pro headroom extension; hard permalloy rec
head; amorphous play head; double -gap ferrite
erase head; 13 -segment LCD peak -level meter:
LCD linear time counter; master fader; MPX fil-
ter; high-speed ff/rew; remaining time indica-
tor; random program; optimum rec level indica-
tor; bidirectional intro scan; manual bias
adjustment ±20%; play trim; auto tape selec-
tor; auto rec mute; rec return; memory stop;
output -volume control; headphone output with
level control; music search; repeat; RS inte-
grated system remote -control compatibility. In-
cludes remote. Titanium finish $469
KX-630. As above, black $469

KX-530Ti Cassette Deck
Dolby B and C NR. Features Dolby HX Pro
dynamic bias servo; amorphous play head/rec
head; double -gap ferrite -erase head; 16 -seg-
ment LCD peak -level meter; LCD linear time
counter; master fader; MPX filter; high-speed ff/
rew; play trim; remaining -time indicator; ran-
dom program; optimum rec-level indicator; bi-
directional intro scan; auto tape selector; rec
mute; rec return; memory stop: headphone out-

put with level control; music search: repeat; RS
integrated system remote -control compatibil-
ity. Includes 27 -key wireless remote -control.
Titanium finish $399
KX-530. As above, black $399

KX-W332Ti Double Cassette Deck
Autoreverse rec and playback on deck A and
playback only on deck B. Features full -logic 2 -
motor transport in each deck; 12 -layer amor-
phous rec/play heads (deck A); hard permalloy
playback head (deck B); Dolby B and C NR;
Dolby HX Pro headroom bias servo; 6 -segment
peak -level meter; one -touch dubbing: auto rec
mute: music search; full repeat: record return;
relay play; auto tape selector; headphone jack;
RS -integrated system remote -control compati-
bility. Optional wireless remote -control. Titani-
um finish $399
KX-W332Ti. As above. black $399

KX-R430 Cassette Deck
Autoreverse cassette deck with Dolby B and C
NIL Features amorphous head; bidirectional in-
tro scan; Dolby HX Pro headroom extension; 2
heads; 2 motors; music search; full, single, and
phrase repeat; rec return; auto rec mute; auto
tape selector; timer rec and play; headphone
jack; 7 -segment LED peak -level meter; MPX fil-
ter; blank skip; manual bias adjustment ± 20%;
integrated system remote compatibility. In-
cludes 11 -key wireless remote. Black. 11 lb$349

KX-230 Cassette Deck
Dolby B and C NR. Features hard-permalloy
head; 2 -motor transport; full -logic control: bi-
directional intro scan; full repeat and phrase
repeat; Dolby HX Pro headroom extension;
auto tape selector; rec return; auto rec mute; 7 -
segment peak -level meter; MPX filter; manual
bias adjustment ± 20%; timer rec/play; head-
phone jack; RS -integrated system remote -com-
patibility. Optional RS -K3 remote $269

KX-330Ti Cassette Deck
Dolby B and C NR. Features Dolby HX Pro
dynamic bias servo; 2 -motor transport; amor-
phous play head/rec head; 13 -segment LCD
peak -level meter; 3 digital LCD linear time
counter; MPX filter; play trim; bias adjust; re-
cord -level balance control; optimum-rec-level
indicator; bidirectional intro scan; auto tape
selector; memory stop; headphone output; mu-
sic search; repeat; RS -integrated system re-
mote -control compatibility. Includes I2 -key
wireless remote -control. Titanium finish . $299
KX-330. As above, black $299

KX-W232 Double Cassette Deck
Rec and playback on deck A and playback only
on deck B. Features full -logic 2 -motor trans-
port in each deck; hard permalloy rec/play
heads; Dolby B and C NR; 6 -segment peak -level
meter: one -touch dubbing; high-speed and nor-
mal dubbing; auto rec mute; music search;
record return; relay play; auto tape selector;
record -balance control; headphone jack; RS
integrated system remote -control compatibil-
ity. Optional wireless remote -control. Black
finish $299

KX-130 Cassette Deck
Dolby B and C NR. Features hard-permalloy
head; I motor transport; full -logic control; 6 -
segment peak -level meter; auto tape -type selec-
tion; rec mute/return; separate left/right level
controls: headphone jack. Black. 11 lb... $219

Abbreviations used within this
buyers' guide are explained

on pages 239-245.
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OPEN -REEL  TAPE  DECKS

OTARI
MX -5050 Series

MK 111-4 Open -Reel Tape Deck
Two speeds (15 and 71/2 ips) with'/ -in 4 -channel
format. Features 101/2 -in reel; built-in dual -fre-
quency test oscillator; ± 7% variable speed
control; 3 -head design; selective reproduce for
overdubbing: 3 motors. Frequency response
(record/reproduce) 15 ips (0 vu): 30-20,000 Hz
±2 dB, 71/2 ips ( - 10 vu): 20-16,000 Hz ±2 dB;
frequency response (selective reproduce) 15 ips
(0 vu): 30-18,000 Hz ±2 dB, 71/2 ips ( - 10 vu):
30-13,000 Hz -± 2 dB; signal-to-noise 69 dB for
15 ips, 70 dB for 71/2 ips; wow -and -flutter 0.04%
for 15 ips, 0.06% for 71/2 ips. 211/4 x 191/4 x 271/2
in; 77 lb $5,935
MK II1-8. As above with 8 -channel format.
Frequency response (record/reproduce) 15 ips

vu): 40-22.000 Hz ±2 dB, 71/2 ips ( - 10 vu):
30-18.000 Hz ±2 dB; signal-to-noise 68 dB for
1.5 ips, 67 dB for 71/2 ips. 211/4 x 171/4 x 263/4 in;
110lb $5,495
BQ II. Same as MK Ill with 1/4 -in 4 -channel
format. no motors. Frequency response (re-
cord/reproduce) 71/2 ips ( - 10 vu): 20-18.000 Hz

2 dB; frequency response (selective repro-
duce) 15 ips (0 vu): 30-20.000 Hz ±2 dB. 71/2 ips
( - 10 vu): 30-16,000 Hz ±2 dB; signal-to-noise
ratio 66 dB for 15 and 71/2 ips; wow -and -flutter
0.06% for 15 ips, 0.08% for 71/2 ips. 211/4 x 221/2 x
101/4 in; 66Ib $4,345

MK 111-2 Open -Reel Tape Deck
Two switchable speeds (15/71/2 and 71/2/31/4 ips)
with 1/4 -in 2 -channel format. Features 5, 7. 101/2 -
in reel; built-in dual -frequency test oscillator;

7% variable speed control; 4 -head design; 3
motors. Frequency response (record/repro-
duce) 15 ips (0 vu): 30-20,000 Hz ±2 dB, 71/2 ips

10 vu): 30-20.000 Hz ±2 dB; 33/4 ips ( - 20
t r 20-12,000 Hz ±2 dB; signal-to-noise ratio

68 dB for 15 ips, 71 dB for 71/2 ips; 69 dB for 33/4
ips; wow -and -flutter 0.04% for 15 ips, 0.07% for
71/2 ips. 0.08% for 33/4 ips. 211/4 x 181/2 x 28'/4 in,
105 lb $3,925
B II. As above with 53/4, 101/2 -in reel. FR (record/
reproduce) 15 ips (0 vu): 25-22,000 Hz ±2 dB,
71/2 ips ( - 10 vu): 20-20,000 Hz ±2 dB; 211/4 x
221/2 x 101/2 in; 60 lb $2,995

MX -55 Series

MX 55NM Open -Reel Tape Deck
Two switchable speeds (15/71/2 and NAY. ips)
with 1/4 -in 2 -channel format. Features or quartz
mi, capstan motor; 3 cue -point locator with LED
elapsed -time counter; Dolby HX-Pro; gapless
punch-in/out; 3 motor. FR 15 ips: 30-20,000 Hz
}2 dB. 71/2 ips: 20-18.000 Hz ±2 dB; 3Y4 ips:
20-10.000 Hz ± 2 dB; Stl,169 dB for 15 ips. 71 dB
for 71/2 ips; 64 dB for 33/4 ips. 173/4 x 191/2 x 9 in:
671b $4,995
MX 55N. As above, without HX-Pro and gap -
less punch -in out $3,895

MX -50 Open -Reel Tape Deck
Two switchable speeds (15/71/2 and 71/2/3% ips)
with 1/4 -in 2 -channel format. Features oc
quartz- et_t_ capstan motor; 3 motor; ± 7% vari-
able speed control. FR (record/reproduce) 15 ips
(0 vu): 30-20,000 Hz ±2 dB, 71/2 ips (- 10 vu):
30-18,000 Hz ±2 dB; 31/4 ips ( - 20 vu): 20-
10,000 Hz ±2 dB; signal-to-noise ratio 69 dB
for 15 ips, 70 dB for 71/2 ips; 66 dB for 3Y4 ips;
wow -and -flutter 0.6% for 15 ips, 0.8% for 71/2
ips, 0.12% for 33/4 ips. Dimensions: 171/4 x 18 x
71/2 in; 52 lb $2,495

REVOX
877 MK II Open -Reel Tape Deck
Features two speeds (3.75 ips and 7.5 ips); 101/2 -
in reel capacity; front -panel variable speed con-
trol ± 10%; integrated -drive -logic computer -
type push -point function keys; built-in tape
cutter; dual vt meters with peak -level indica-
tors; separate left/right record and input con-
trols; tape -monitor switch; provision for re-
mote control of all functions and electric -timer
operation; connectors for remote control of
variable tape speed and slide projector or cross -
fade unit. FR 30-16,000 Hz +2, -3 dB at 3.75
ips, 30-20,000 Hz at 7.5 ips; W&F no more than
0.1% at 3.75 ips, no more than 0.08% at 7.5 ips;
siN >64 dB at 3.75 ips, >67 dB at 7.5 ips; mic
input level/imp 0.15 mV/2.200 ohms (low posi-
tion. 50-600 ohm mics), 2.8 mV/110 kilohms
(high position. 20 kilohms mics). Available in
high-speed, low -speed, super low -speed, two -
and four -track versions. Dimensions: 161/4 x
171/2 x 81/2 in. Weight: 37.5 lb $2,450

TEAC
X-2000RBL Open -Reel Tape Deck
Two -speed (7.5 and 3.75 ips) 4 -track, 2 -channel
tape deck with dbx I NR and 101/2 -in reel capaci-
ty. Features 6 heads for bidirectional 3 -head
operation; cobalt amorphous heads; 3 -motor
transport; LS( full -logic control; tension servo
control; motion sensing; dual -capstan closed -
loop transport; pitch control; auto search; EE
tape switch; fine bias adjustment; mic/line mix-
ing; real-time counter. Optional remote control.
Frequency response 40-33.000 Hz ±3 dB (7.5
ips); wow -and -flutter 0.03% wrms (7.5 ips);
signal-to-noise ratio 100 dB (dbx). 17 x 18 x 101/4
in; weight 46.3 lb $2,069
X -2000R. Same as above, but with silver fin-
ish $2,055

X-2000 Open -Reel Tape Deck
Two -speed (7.5 and 3.75 ips) 4 -track. 2 -channel
tape deck with dbx 1 NR and 101/2 -in reel capaci-
ty. Features 3 cobalt amorphous heads; 3 -mo-
tor transport; Ls( full -logic control; tension ser-
vo control: motion sensing; dual -capstan
closed -loop transport; pitch control; auto -
search; EE tape switch; fine bias adjustment;
mic/line mixing; real-time counter; mute with
adjustable auto space; cue control; spooling

mode. Optional remote control. FR 40-33,000
Hz ±3 dB (7.5 ips); wow -and -flutter 0.03%
wrms (7.5 ips); signal-to-noise ratio 100 dB
(dbx). 17 x 18 x I0/s in; 46.3 lb $2,069

X300R Open -Reel Tape Deck
3 -head, 3 -motor system with 7.5-ips speed.
Features bidirectional playback; autoreverse;
auto repeat; light -touch transport controls; mic/
line mixing; rec mute; independent left and
right output controls; tape/source monitor se-
lector; 3 -mode tape selector; timer start; front -
panel mic and headphone jacks. FR 40-30,000
Hz ±3 dB (7.5 ips); W&F 0.04% wrms (7.5 ips);
S/N 65 dB with THD 3%. 161/2 x 127/8 x 91/2 in; 33
lb $1,280
X300. As above, no bidirectional playback.
autoreverse, or auto repeat $1,145

UHER OF AMERICA
Model 1200 Open -Reel Tape Deck
Synchro full -track tape deck with neo pilot.
Features 4 heads: built-in monitor speaker;
switchable roll -off filter; optional beep genera-
tor; pilot frequency device for picture -sync re-
cording. Tape speed 7.5 ips; frequency re-
sponse 40-16,000 Hz ±3 dB: signal-to-noise
ratio 62 dB: wow -and -flutter 0.15% wrms. 281/2
x 10 x 231/2 in; 8.4 lb $5,310

Model 6000 Open -Reel Tape Deck
Four -speed (3.75. 1.88. 0.94. 0.47 ips) tape
recorder. Records up to 24 hours on I tape.
Designed for monitoring, court reporting, sur-
veillance. Features four motors; 5 -in reel ca-
pacity: built-in dynamic noise reduction;
switchable auto level control; electronic tape -
deck tension control; switchable loudspeaker;
tape counter: Aiv input jack. 1 1 x 31/2 x 9 in: 8
lbs $2,260

Report -Monitor Series Tape Recorders
Report -Monitor decks feature 3 heads, LED
function indicators, integrated power supply,
electronic amplifier switching, battery or AC
operation. tape -tension regulators, die-cast
aluminum casings. All models can be used in
portable or stationary applications. Speeds 7.5,
3.75, I.88. 0.94 ips.

Model 4400 Report Monitor. 4 -track ste-
reo $1,870
Model 4200 Report Monitor. 2 -track ste-
reo $1,870
Model 4000 Report Monitor AV. Half-track
mono $1,750

Accessories
F-423 Diapilot. Self-contained unit for synchro-
nizing automatic slide projector with Uher
open -reel and cassette decks $270
F413 Acoustic Stop/Start Switch. Acoustic acti-
vated. For use with Uher decks $146
Z -125A Power Supply. Power supply and charg-
er for Uher Monitor Series decks $137
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ACOUSTIC RESEARCH
ES -I Manual Turntable
Manual belt -drive turntable with 24 -pole syn-
chronous motor. Features 33- and 45 -rpm
speeds. W&F 0.04% wrms; rumble -78 dB;
effective tonearm mass without cartridge 14.5
g; effective tonearm length 229 mm; max track-
ing error 2.6x. 181/4 x 7 x 151/4 in (dustcover
down); 18 lb. With tonearm $725
Without tonearm $550

EB-I01 Manual Turntable
Manual belt -drive pivoted -arm turntable with
fully isolated 3 -point suspension. Arm and plat-
ter on subchassis formed by pressed -steel T -bar
spring -suspended and damped at 3 points. 331/2
and 45 rpm. Features 12 -pole synchronous mo-
tor (500 rpm at 50 Hz, 600 rpm at 60 Hz); 3.9 -lb
platter: detachable carbon -fiber headshell with
clamping screw -on arm; base finished in oiled -
walnut veneer. W&F 0.05% DIN; rumble -72
dB DIN; effective tonearm mass without car-
tridge 12 g; cartridge weight range 3-9 g; effec-
tive tonearm length 229 mm; overhang 16 mm;
vertical and horizontal friction <100 mg; 181/4 x
7 x 151/4 in (dustcover down); 13.5 lb .... $500

a/d/s/
Atelier P4 Automatic Turntable
Quartz -crystal -controlled direct -drive design;
pivoted arm; low -mass tonearm; 331/2 and 45
rpm; variable -speed control with strobe; holds
platter and tonearm on subchassis that floats on
4 tuned mounts. Optional remote control if
connected to a/d/s/ R4 receiver or CC4 tuner/
preamp. W&F ±0.025% wrms, ±-0.035% DIN;
rumble - 75 dB DIN B, 53 dB DIN A; effective
tonearm length 8.69 -in; max tracking error
2.2x $600

ARISTON ACOUSTICS BY
EUROSOUND

Icon II Semiautomatic Turntable
Belt -drive turntable. Features remote power
supply; fitted acoustic mat; 4 isolating feet; full
spring suspension. 2 speeds (331/2 and 45 rpm).
W&F 0.08%; rumble 75 dB. Black finish .. $499

Q -Deck Mk II Semiautomatic Turntable
Belt -drive turntable. Features remote power
supply; flat antistatic mat; 4 isolating feet. 2
speeds (331/4 and 45 rpm). w&F 0.08%; rumble 75
dB. Black finish $369

BANG & OLUFSEN
Beogram 4500 Automatic Turntable
Integrates with Beosystem 4500 for full remote
control; built-in phono preamp; 3 -point leaf -
spring suspension; tangential tracking; accepts
B&O MMCI-5 cartridges. Black and silver fin-
ish. W&F 0.06%; DIN -weighted rumble >80 dB.
161/2 x 3 x 123/4 in; 11.7 lb $499

Beogram 6500 Turntable
Integrates with Beosystem 6500. Features
built-in preamplifier for B&O sow pickup car-
tridge; B&O tangential tonearm and suspended
subchassis. W&F <0.03% wrms; speed devi-
ation < ± 0.02%; rumble >80 dB DIN weight-
ed; FR 20-20,000 Hz ± I dB; STN >80 dBA; TttD
<0.02% at 1,000 Hz; max cable length 30 feet.
161/2 x 3 x 123/4 in; 11.7 lb. Polished aluminum in
glossy black or glossy white $499

Beogram 9500 Turntable
Integrates with Beosystem 6500. W&F <0.03%
wrms; speed deviation <±0.2%; rumble >80
dB DIN weighted. 161/2 x 3 x 123/4 in; 11.7 lb.
White $450

Beogram TX -2 Automatic Turntable
Tangential -tracking, belt -drive turntable: 33
and 45 rpm; fixed headshell. Recommended
tracking force 1-1.5 g; W&F 0.03% DIN; rumble
-80 dB. 161/4 x 3 x 123/4 in; 11.6 lb $399

Beogram RX-2 Automatic Turntable
Belt -drive turntable with pendulum -suspended
chassis and straight pivoting tonearm; 33 and 45
rpm; fixed headshell. Recommended tracking
force 1-1.5 g; W&F 0.035% DIN; rumble -75
dB; 161/2 x 21/2 x 18 in; 13 lb $299

CARRERA
LT -I20 Automatic Turntable
Belt -drive turntable with linear tonearm. Fea-
tures fixed -mount cartridge; two speeds (331/4,
45). W&F 0.05%; rumble 69 dB; recommended
tracking force 11/4-3 g $170

CT -I155 Semiautomatic Turntable
Belt -drive turntable with pivoted tonearm. Fea-
tures P -mount cartridge; two speeds (331/2, 45).
W&F 0.07%; rumble 65 dB $100

DENON
All Denon turntables employ servo -speed con-
trol and are noncontact, microprocessor con-
trolled using magnetic speed detection.

DP -59L Semiautomatic Turntable. Features
massive wood base with isolation; 5.5 -lb platter
with high -torque direct -drive Ac motor. .. $695
DP 47F Semiautomatic Turntable. Features dy-
namic servo tracer; flat -twin direct -drive de-
sign; fully -auto; thick wood base $450
DP -23F Automatic Turntable. Full-size auto-
matic with dynamic servo tracer $275
DP -7F Automatic Turntable. P -mount automat-
ic with dynamic servo tracer. Black $200

DUAL BY ORTOFON
CS 7000 Semiautomatic Turntable
Belt -drive turntable with gold-plated finish.
Features optimum -pivot gyroscopic Gimbal
tonearm system; carbon -fiber headshell; metal

feet; full -floating subchassis; resonance -
damped die-cast aluminum platter; auto stop;
331/3, 45, or 78 rpm play speeds. W&F <0.025%;
signal-to-noise ratio 80 dB. 171/2 x 51/4 x 151/4 in;
25 lb $875

CS5000 Semiautomatic Turntable
Belt -drive turntable with hall -effect motor and
4 -point full -floating suspension system. Fea-
tures quartz -monitored 3 -speed electronic con-
trol; optimum -pivot tonearm design; acoustic
mat; cueing lever; 331/4, 45, and 78 rpm. W&F
0.015% wrms; rumble <56 dB DIN unwtd.
Black or walnut wood base $500

CS455 Automatic Turntable
Belt -drive automatic turntable with four -point
suspension. Features adjustable tracking force;
detachable '/--inch headshell; floating subchas-
sis; viscosity -damped cueing device. Wooden
base with black -satin finish $300
CS450. Same as above except semiautomatic
operation $270

CS43I Semiautomatic Turntable
Belt -drive turntable with 4 -point suspension.
Features low mass tonearm; headshell with'/ -
in mounting; floating subchassis; viscosity-

damped cueing device; wooden base in black
satin finish $219
CS410. Same as above with cartridge $279

ESOTERIC SOUND
Vintage Semiautomatic Turntable
Belt -drive turntable featuring P -mount car-
tridge; 6 -speeds (331/4, 45, 71.29, 76.69, 78, 80
rpm). w&F 0.045%; rumble 70 dB; pitch control
-± 8%. $299

Esoteric Sound Vintage

GOLDMUND BY
INTERNATIONAL AUDIO

TECHNOLOGIES
Goldmund Reference Manual Turntable
Belt -drive turntable mounted on steel -support
table with thick aluminum top. Features
damped spring suspension: 60 -lb aluminum
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subchassis damped by lead inserts; hard bronze
shaft receptacle; computer -controlled speed
regulation; resettable time counter; speed ad-
justment of ±4%; Metacrylate and brass plat-
ter; illuminated gold-plated touch -control pan-
el. Finished in gold-plated brass. black -
anodized aluminum, black Metacrylate and'
satin -black paint. All mounting tools provided.
Production limited to 300 units. 29 x 23 x 21 in;
250 lb with packaging $27,400

Goldmund Studio Turntable
Features full Metacrylate construction; wall -
mounted pc adaptor; heavy-duty motor with
built-in electronic quartz -aligned speed control
and regulation; adjustable suspension with
built-in bubble leveler; power-on/off switch;
power- on indicator; speed selection/indicator;
spring -loaded acrylic dust cover. 20 x 8Y.; x 20
in; 52 lb $3,750

Studletto MK2 Turntable
Features tonearm mounted on anodized -alumi-
num armboard; protection against overload and
voltage surge $2,295

HEYBROOK BY D'ASCANIO
AUDIO

TT -3 Series II Manual Turntable
Hand -assembled belt -drive 331/3- and 45- rpm
armless manual turntable with removable arm -
board. Features on -board power supply; low -
speed synchronous motor to drive large 2 -piece
platter; adjustable 3 -point cast aluminum
spring -suspension system; laminated arm -
board; large wood base. Finished in walnut or
gloss black. war <0.1% DIN peak wtd; rumble
-73 wtd DIN -B. 171/- x 61/4 x 141/4 in; 26
lb $898

JA MICHELL ENGINEERING
BY ARTECH ELECTRONICS

GyroDec MK II Turntable
Belt -drive turntable with platter composed of
black acrylic compound containing graphite
and vinyl; six gold-plated brass weights hang
below at perimeter producing gyroscopic ef-
fect; ribbed lead -weighted chassis cast from
aluminum; 3 speeds. waif. 0.05%; rumble (DIN
B) 80 dB. 20141 x 6 x 161/4 in, 42 lb $395

Syncro Turntable
Belt -drive turntable with bearing, platter, and
tonearm supported by rigid cast -aluminum
chassis; tonearm cable clap is built on base-
board; sixteen -pole Ac syncronous motor;
transparent glass; 33, 45 rpm speeds. W&F
0.05%; rumble 75 dB. 181A3 x 51/4 x 131/4 in; 21
lb $1,395

JVC
ALFQ555BK Automatic Turntable
Direct -drive turntable with cordless pc servo
direct -drive motor. Features automatic record -
size and speed selector; low -mass straight tone -
arm; high -stability cabinet support system;
large insulators; arm cueing control; double -
servo quartz control $240

ALF353BK Automatic Turntable
Turntable with automatic record -size and speed
selector. Features oc servo motor; arm cueing
control; plug-in cartridge connector system;
low -mass straight tonearm $175

ALAISIBK Semiautomatic Turntable
Semiautomatic turntable with automatic tone -
arm return. Features oc-servo motor; arm cue-
ing control; low -mass straight tonearm; plug-in
cartridge connector $100

KENWOOD
KD-4020 Automatic Turntable
Automatic quartz-mt. direct -drive turntable
with plug-in phono cartridge. 331/4 and 45 rpm;
linear -tracking; straight tonearm. W&F >0.05%;
rumble 70 dB (DIN -weighted); effective tone -
arm length 51/4 in; tracking error ±5°. Car-
tridge: FR 20-20.000 Hz; output voltage 2.5 mV.
171/4 x 41/B x 131/4 in: 8.6 lb $249

Spectrum Series
KD-49FC Automatic Turntable. Automatic
belt -drive turntable. T4P cartridge includ-
ed $119
KD-39RC Semiautomatic Turntable. Auto -re-
turn belt -drive turntable. T4P cartridge includ-
ed $79

LINN
LP12 Manual Turntable
Belt -drive 331/4 -rpm turntable with manual
tonearm; 24 -pole synchronous motor; 12 -in

zinc -aluminum alloy die-cast platter with felt
mat: hardened tool -steel spindle; adjustable 3 -
point spring -suspension subchassis; heavy -
gauge stainless -steel base plate; solid hardwood
base; optional 45 -rpm adaptor. W&F 0.04%
wrms; rumble -60 dB unwtd; speed accuracy
±0.04%. 171/2 x 51/2 x 14 in S 1 ,295

Axis Manual Turntable
Belt -drive manual turntable with pivoted arm.
Plays 331/4 -rpm LP's and 45 -rpm singles. Speed
accuracy 0.1%; W&F 0.05%; rumble -75 dB
DIN; effective tonearm length 284 mm; 16
lbs $895

Linn Basik

Basik Turntable. Two -speed belt -drive turnta-
ble with Akitu tonearm $550

MARANTZ
TT-2462CB Semiautomatic Turntable
Belt -drive turntable featuring semiautomatic
oc-servo motor; P -mount cartridge $90

MUSEATEX
AT -2 Turntable
Belt -drive turntable. Features pivoted arm;
anti -skating adjustment; changeable wand car-
tridge. Tracking force 0.5-5.0 grams; speed ad-
justment range ± 5%; three speeds (331/4, 45
and 78 rpm). 131/4 x 81/2 x 131/4 in. $2500

ONKYO
CP-1500F Automatic Turntable
Direct -drive, quartz -servo turntable with 2
speeds. Features straight tonearm; triple -stage
isolation system; die-cast aluminum platter. RI
remote compatible. $259

CP-1200A Semiautomatic Turntable
Direct -drive, quartz -servo turntable with triple -
stage isolation system, and die-cast aluminium
platter. Smoked dust cover $130

Integra Series

Integra CP-1057FB Automatic Turntable
Computer -controlled, direct -drive turntable
with quartz -locked I'LL motor. Features single -
band stroboscope for 331/4- and 45 -rpm speeds;
triple -stage isolation system with shock -absor-
bent feet. floating chassis, and dense cabinet;
separate tonearm motor; gimbal tonearm sup-
port; Polysorb record mat and cabinet feet;
gold -hued. diecast aluminum platter. Front -
panel controls; antiskating mechanism with dial
control; 2 -speed search; repeat play; remote -
control connector. Black finish. W&F 0.023%
wrms; SIN 80 dB (DIN B); max tracking error
+3°, - 10; effective tonearm length 87/e -in $360

OPTIMUS BY RADIO SHACK
LAB -2250 Automatic Turntable
Belt -drive turntable. Features linear -tracking
tonearm; power -failure protection; elliptical di-
amond stylus; cue button; 2 speeds; aluminium
diecast platter. war 0.1%; RN 55 dB; effective
tonearm length 132 mm; FR 20-20,000 Hz; track-
ing force 2-3 g. 141/4 x 31/4 x 131/4 in; 8.6 lb $150

LAB -460 Automatic Turntable
Belt -drive turntable. Features 2 speeds; alumi-
num die-cast platter; straight -pipe tonearm;
dual -magnet cartridge; diamond stylus. W&F
0.1%; signal-to-noise ratio 55 dB; effective
tonearm length 205 mm; tracking force 1.5
±0.5 g; frequency response 20-20,000 Hz. 133/4
x33/ex 131/2 in; 6.3 lb $120

ORACLE
Premiere Mark IV Manual'turntable
Belt -drive turntable without tonearm. Remote
control power drive module, 331/4 and 45 rpm;
variable -speed control; strobe; high -torque AC
motor; adjustable spring -suspension system;
record -coupling system; tonearm cartridge pro-
tractor. strobe disc included. 20 x 61/2 x 15 in; 33
lb $3,150
Premiere Mark III. As above, with aluminum
and 24k gold plating. 43 lb $3,670

Delphi MK IV Manual Turntable
Belt -drive turntable without tonearm. Avail-
able in dual speed (331/3 and 45 rpm) and single
speed (331/4 rpm only); high -torque Ac motor;
adjustable spring -suspension; record -coupling
system: tonearm/cartridge protractor and
strobe disc included. 19 x 6 x 141/2 in; 28 lb. Dual
speed $1,950
Dephi Aluminum. Aluminum/24k gold plating.
Dual speed $2,495
Delphi Black. 24k gold plating Dual
speed 32,695

Alexandria Mark IV Manual Turntable
Belt-dr ve turntable without tonearm. Features
331/4 and 45 rpm; high -torque AC motor; adjust-
able spring suspension; record -coupling sys-
tem. Black piano finish. 191/4 x 6 x 14% in $1,195

Paris Turntable
Belt-dnve turntable without tonearm. Features
331/4- arid 45 -rpm play speeds; AC type motor;
tri-point suspension. 15 lb. White finish $695
Black finish $720

PIONEER
Elite PL -90 Automatic Turntable
Direct -drive turntable featuring coreless,
quartz-PLL oc servo motor with stable hanging
rotor. Features straight tonearm made of alumi-
num and ceramics; 331/4- and 45 -rpm play
speeds; 14 -inch platter. war 0.018%. 231/2 x 81/2
x 17 in $950
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PL -910 Automatic Turntable
Belt -drive turntable with DC servo -motor. Fea-
tures statically balanced linear tracking tone -
arm; 331/4- and 45 -rpm play speeds; 0.6 -mm
diamond stylus. Wow -and -flutter 0.06%. 161/2 x
4 x 14 in; 6.21b $400

PL-670(BK) Automatic Turntable
Direct -drive turntable with stable hanging ro-
tor. Features dynamic resonance absorber; T4P
P -mount cartridge adaptor; polymer/graphite
straight tonearm design; automatic disc -size
selector. Wow -and -flutter 0.025%. 4% x 16% x
14% in $175

PL -600 Automatic Turntable
Belt -drive turntable with oc servo -motor. Fea-
tures statically balanced straight tonearm; 33'1 -
and 45 -rpm play speeds; MM cartridge; 0.6 -mm
diamond stylus. w&F 0.06%. 161/2 x 33/4 x 14 in;
6.2 lb $140

REALISTIC BY RADIO SHACK
LAB -340 Semiautomatic Turntable
Belt -drive turntable. Features straight tone -
arm; dual -moving magnet cartridge; diecast-
aluminum platter; 0.6 -mil diamond stylus. W&F
0.15%; tracking error +3°, -1°; S/N 45 dB; ef-
fective tonearm length 203 mm; rec tracking
force 2.5 g.131/4 x 4 x 13% in; 5.75 lb $100

REVOLVER BY MUSIC HALL
Revolver 21 Turntable
Features Revolver Super arm, Bullet cartridge.
Ringo platter stabilizer. Matching pillar stand.
All finished in high -gloss, red -stained, birdeye
maple $1.195

Revolver Turntable
Split -plinth belt -drive turnable. Features medi-
um -density fiberboard platter with and self -
damping material; AC synchronous motor with
2 -speed stepped pulley; ethylene propylene
drive belt; 3 molded non adjutable feet. In-
cludes grip clamp; starmat; lubricating oil; Re-
volver tonearm. Rosewood or redwood high -
gloss finish $670
Black -ash veneer $595

Revolver Rebel Turnable
Includes tonearm and cartridge. Blue marble
finish $425
Black -satin finish $399

REVOX
B291 -S Automatic Turntable
Tangential tracking turntable features Lina-
track tonearm. Variable -speed capability
(± 10% on increments of 0.1%). Included
ELAC ESG 796H30 phono cartridge; serial
port allows all IR remote functions including
multiroom operation using Revox's B208 wire-
less remote control or B2I0 smart remote$2.500

Revox 829/-S

SCOTT
PS60C Semiautomatic Turntable
Semiautomatic belt -drive turntable with low -
mass P -mount tonearm. Features frequency -
governed oc motor; strobe light; pitch control;
fully damped cueing; shock absorbing feet;
auto return and shutoff; hinged, adjustable
dustcover. 161/2 x 33/4 x I3in; 71/2 lb $80
PS60 Same as PS60C without cartridge $70

SHERWOOD
PF-1170R Automatic Turntable
Direct -drive turntable featuring DC servo motor
and pitch control with strobe. Features front -
panel operating controls; fully automatic start,
stop, and return; repeat; diecast alloy platter;
45 rpm center adaptor; 2 speeds. Max tracking
error + 2.6°. W&F 0.06%. 17% x 4% x 15
in $159

PM -1270 Automatic Turntable
Belt -drive turntable with straight-line tonearm
system. Features 2 speeds; auto stop; die-cast
alloy platter; pitch control with strobe; cueing
control; straight-line tubular static balanced
tonearm. Max tracking error + 2.6° -1°; W&F
0.08%. 13 x 3 x 9 in $149

SONOGRAPHE
BY CONRAD-JOHNSON

SG -3A Manual Turntable
Belt -drive turntable with Sumiko tonearm.
Tuned suspension, resonance -free polymer
platter. W&F <0.02% wrms; rumble 65 dB; 181/4
x 6-1/4 x I41/2 -in (dustcover down); 23 lbs $795
SG -3. Same as above without tonearm $595

SONY
PS-FL711 Automatic Turntable
Front -loading linear -tracking automatic turnta-
ble. Features direct drive, PLL quartz -lock oper-
ation; P -mount compatibility; 331/4 and 45 rpm;
remote control capability, stackable top. W&F
0.03%; s/N 75 dB; effective tonearm length 3 -in;
max tracking error ±0.1°; 17 x 37/x x 151/4 in; 20
lb $350

PS-LX520 Automatic Turntable
Fully automatic linear -tracking turntable. Fea-
tures direct drive, PLL quartz -lock operation; P -
mount compatibility, 331/4 and 45 rpm; gel -filled
feet; remote control capable. W&F 0.035%; 0.1
75 dB; effective tonearm length 3 inches; max
tracking error ±0.1°. 17 x 3% x 14% in; 13
lb $270

PS-LX430 Automatic Turntable
Belt -drive P -mount turntable with pivoted arm.
Features 331/4 and 45 rpm, cueing lever, anti -
resonance base, disc -size selector, remote -con-
trol capability. W&F 0.046%; rumble 70 dB. 17 x
41/2 x 14 in; I I lb $180

SOTA
Cosmos Turntable
Belt -drive turntable with 12 -lb platter on 22 -lb
subassembly. Features inverted sapphire bear-
ing, 4 -point corner weights and matching 4-
spring design; regulated oc-drive, fully
damped, fully isolated motor; vacuum hold-
down; rigid arm support; one -piece -design plat-
ter block; motor hard -mounted to subassembly.
Comes with vacuum, reflex clamp, electronic
flywheel, and deluxe tonearm board. W&F
0.03%wrms; rumble - 88.2 dB; speed accuracy
±0.02%; speed adjustment 5%. 201/4 x 71/2 x
161/2 in. Gloss matrix $4,000
High -gloss black $4,500

Deluxe Star Sapphire 111 Turntable
Manual 2 -speed belt -drive turntable with vari-
able speed control and strobe. Features 22 -lb
subassembly for maximum isolation; exclusive
inverted bearing with sapphire disc; single -
piece 11 -lb platter, rim drive; vacuum hold-
down system: low-level pressure, continuous
through play, adjustable vacuum; acrylic vacu-
um supermat; all -wood top; speed control pan-
el; heavy-duty dustcover with oak finish. rum-
ble -88.2 dB; speed accuracy ±.02%; speed
adjustment 5%. Available in oak or black -wood
finish. 201/4 x 71/2 x 161/2 in; 44 lb $1,795
African rosewood $2,095
Black satin finish, ebony, Brazilian rose-
wood $2,200

Deluxe Sapphire III Turntable
Turntable with inverted sapphire bearing. Fea-
tures 12 -lb platter on 22 -lb subassembly; 4 -
point corner weights and matching 4 -spring
design; regulated oc drive, fully damped, fully
isolated motor. Wow -and -flutter 0.03% wrms;
rumble -88.2 dB; speed accuracy ±0.02%;
speed adjustment 5%. 201/4 x 71/2 x 161/2 in. Oak
finish $1,350
Blackwood $1,450
African rosewood $1,650

Jewel Turntable
Turntable with inverted bearing system. Fea-
tures bearing thrust platter; one-piece cast -alu-
minum turntable platter; mechanically imped-
ance matched and damped record mat; four -
point suspension; variable, 2 -speed electronical
motor. Oak finish $800

Options

Vacuum Conversion Kit. For any Sapphire $695
Electronic Flywheel. Line conditioner for Sap-
phire and Star turntables only. Isolates and
regulates motor/drive from all outside interfer-
ence (voltage shifts, EMI, RFI, hash) $250
Series III Upgrades. New platter or motor or
subassembly $225 ea
All three upgrades $675
Vacuum Acrylic Supermat. For Star or vacuum
Sapphire. Designed for optimal coupling.
matched impedance, extreme damping $150
Reflex Clamp. Couples record to platter (in
conjunction with Supermat) with reflex action.
One part grabs spindle while the second motion
presses record against mat. Simple level action;
aluminum casting; decoupled from record with
foam $135
Composite Arm Board. For SME, ET -2, Linn,
The Arm. Premier FT -3. MMT, and MMT-
VTA turntables $135

Grove Damper Mat. Universal $40

TARA LABS
Aura
Belt -drive turntable constructed from alumi-
num alloy. Features self -centering carbide piv-
ot -and -thrust pad; high rotational inertia; spring
suspension with user adjustable selection; 33 -
and 45 -rpm with pitch adjustment..... $4,650

IT aiIlTal la I

1114404,

Tara Labs Aura
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TECHNICS

SL-1200MK11 Manual Turntable
Direct -drive quartz -controlled manual turnta-
ble with 331/4- and 45 -rpm speed control. Fea-
tures gimbal -suspended tonearm with height
adjustment; brushless oc motor; ±8% quartz -
locked pitch control; quick start and stop; pop-
up stylus light; aluminum die-cast cabinet; anti -
resonant viscoelastic base. war 0.025% .. $550

SL-MA1 Automatic Turntable
Direct -drive turntable with P -mount cartridge
and phase -locked -loop quartz lock. 331/4- and
45 -rpm speed control; war 0.012% wrms; rum-
ble -80 dB; effective tonearm length 230 mm;
max tracking error + 0 x 32° (inner groove).
+2 x 32° (outer groove). 171/4 x 61/4 x 16 in; 19.8
lb $490

SL-QD33 Automatic Turntable
Direct -drive turntable with P -mount cartridge.
Features 2 motors; quartz lock; ultra -low -speed
hrushless oc motor for platter drive; pivoting
arm; end -of -disc detection; soft -touch front -
panel controls. Remote -control compatible
through some Technics receivers. 331/4- and 45 -
rpm; strobe. W&F 0.012% wrms; rumble -78
dB; effective tonearm mass 7.5g. length 230
mm; max tracking error ±2°. 17 x 4'/- 143/4 in;
10Ib $200

SL -L20 Automatic Turntable
Belt -drive linear -tracking turntable with P -
mount cartridge. Features front -panel soft -
touch controls; cueing; 2 -speed search; auto
disc-size/speed detection to prevent tonearm
from lowering on empty mat. Remote -control
compatible through some Technics receivers.
331/4- and 45 -rpm; w&F 0.045% wrms; rumble
- 70 dB; effective tonearm length 105 mm; max
tracking error ±0.1°. 17 x 31/4 x 131/4 in; 8 lb $190

SL-DD22 Semiautomatic Turntable
Direct -drive turntable with 2 motors and P -
mount cartridge. Features PLL quartz lock; low -
speed oc brushless motor. End -of -disc detec-
tion; pivoting arm; strobe; front -panel
electronic soft -touch controls. 331/4- and 45 -
rpm; war 0.012% wrms; rumble - 78 dB; effec-
tive tonearm mass 7.5g. length 230 mm; max
tracking error -± 2°. 17 x 41/2 x 141/4 in; 10 lb$160

SL-BD22 Semiautomatic Turntable
Belt -drive turntable with aluminum die-cast
gimbal pivot aluminum tonearm. Features P -
mount cartridge; vibration -isolation base;
front -panel cueing control. 331/4- and 45 -rpm.
W&F 0.45% wrms; rumble -70 dB (DIN B):
effective tonearm mass 7.5g, length 230 mm;
max tracking error +2°. 17 x 41/2 x 143/4 in; 8
lb $140

SL-BD20 Semiautomatic Turntable
Belt -drive turntable with tx servo motor and P -
mount cartridge -connector system. Features
gimbal -suspension tonearm; vibration -absorb-
ing base; front -panel operation; hinged detach-
able dustcover; 45 -rpm adaptor. Turntable:
331/4 and 45 rpm; W&F 0.045% wrms ±0.06%;
rumble - 70 dB. Tonearm: tracking error angle
+0 x 32° (inner groove). +2 x 32° (outer
groove); effective mass 13.5 g; tracking force
1.25 g; cartridge weight 6 g. 17 x 31/4 x 14'/4 in;
7.9 lb $120

Turntables Without Tonearms

SP -I OMK3 Turntable
Quartz -synthesis direct -drive turntable with
high torque for full speed in 30° of rotation.
Features electronic, mechanical braking for
speed change in 0.3 sec; high -precision integral

rotor -platter quartz motor; quartz -locked pitch
control (0.1% steps to ± 9.9% all speeds); sepa-
rate power supply in remote -control unit with
numeric LED speed, pitch displays; soft -touch
switches (start/stop duplicated on turntable).
33/45/78 -rpm; W&F 0.015% wrms -i-0.001%.
141/4 x 41/2 x 141/4 in. Turntable: 40 lb. Power
supply/control unit: 13.2 lb $2,700
SH-10B7. Optional base $950

SP-10MK2A Turntable
Quartz -synthesis direct -drive turntable with
high torque for full speed in 25° of rotation.
Features electronic, mechanical braking for
speed change in 0.3 sec; separate power sup-
ply. Includes remote -control unit. 33/45/78 -
rpm; W&F 0.025% wrms +0.035%; rumble - 70
dB (DIN B); speed drift within ±0.002%. 141/2 x
4 x 141/2 in; 20.9 lb $1,400
SH-10B7. Optional base $950

SP -15 Turntable
Quartz -synthesis direct -drive turntable that
reaches full speed in 0.4 sec (40° of rotation
and stops in 0.4 sec (40° of rotation) at 331/4 rpm.
Features ± 9.9% quartz -locked pitch control.
33/45/78 -rpm waF 0.025% wrms; rumble 56 dB
(DIN A). 78 dB (DIN B) $900
SP -25. Similar to SP -I5, no 78 rpm speed, ±6%
pitch control $570
SH-1562. Heavy rubber base with simulated
wood for SP -25 and SP -I5 $500
SH-1563. Similar to above, rubber base
only $500

THORENS BY BLR
ELECTRONICS

All Thorens turntables are belt -driven, single -
play units with straight tubular tonearms for
maximum rigidity: gimbal suspension: anti -
skate control; 9.12 -in effective tonearm length;
tracking error <0.1elcm (<0.46°Iin.).

Prestige Turntable
Features quartz -reference speed control. 18 lb
platter; iron -granule -filled chassis and tonearm
platform walls; twin independently height -ad-
justable tonearms platforms with motor driven
cuing. Finish in anthracite black enamel and
mahogany with gold-plated metal parts. Sold
without tonearm $12,000

Phantasie Turntable
Belt -driven 33 and 45 rpm turntable features
chassis carved from 40 -mm -thick solid block of
clear plexiglass. 16 -pole synchronous motor;
twin solid -core chassis; 3 -point leaf -spring sus-
pension; frictionless velocity -sensing auto
shutoff trigger. W&F 0.04%: rumble - 50 dB
unwtd. - 70 dB unweighted. 17 x 6 x 14 in $450

TD 520 Semiautomatic Turntable
Belt -drive wish automatic tonearm lift, motor
shutoff. Features 331/4, 45. 78 rpm; electronic
speed selection; It 6% pitch control; strobo-
scope; velocity -sensing auto shut-off trigger;
frictionless magnetic antiskating; twin solid -
core chassis and 3 -point leaf -spring suspension.
W&F 0.035%; rumble -72 dB unwtd $1,300
TD 521. Same as above, no tonearm $1,100

TD 2001 Turntable
Belt -driven 33- and 45 -rpm turntable features
auto lift and auto shut-off. Frictionless magnet-
ic antiskating; removable cartridge mount on
Thorens TP-90 tonearm $1,200

TD 320 Mark II Semiautomatic Turntable
Belt -drive 33'1- and 45 -rpm turntable. Features
16 -pole synchronous motor: twin solid -core
chassis and 3 -point leaf -spring suspension; fric-
tion -free velocity sensing auto shut-off trigger-

ing. war 0.35%. rumble - 52 dB unwtd. - 72
dB wtd; 171/4 x 6Y4 x 131/4 in $740
11) 321. Armless version of TD -320 $500

TD 318 Mark II Semiautomatic Turntable
Belt -drive 331/4- and 45 -rpm turntable with 16 -
pole synchronous motor. Features twin solid -
core chassis; 3 -point leaf -spring suspension;
frictionless velocity -sensing auto shut-off trig-
ger. W&F 0.04%; rumble -50 dB unwtd, -70
dB unweighted; 17 x 6 x 14 in $550
TD 316 Mk II. Manual turntable similar to TD
318 without auto lift and shut off $440

TD 280 Mark 11 Semiautomatic Turntable
Belt -drive 331/4- and 45 -rpm with 24 -pole syn-
chronous motor. Features I -piece solid -core
chassis and spring damping elements in feet;
frictionless velocity -sensing auto shut-off trig-
ger. W&F 0.045%; rumble -48 dB unwtd, -70
dB wtd; 17 x 51/4 x 14 in $330

Nur

Thorens TD 520

VECTOR RESEARCH
VT -320 Automatic Turntable
2 -speed. belt -drive fully automatic turntable
featuring platter -drive oc servo motor; Platter
111/4 -in diam, die-cast; speed 331/4 and 45 rpm;
linear -tracking tonearm w/cartridge; automatic
record -size switching, manual override. 15 -

track programming; random and access play;
tonearm muting. war 0.05 wrms; s/N >65 dB
(DIN B). 161/4 x 31/4 x 14% in; 9 lb $200

VT -185 Semiautomatic Turntable
Features quick-start/high-torque oc-servo mo-
tor; traditional plug-in head -shell with standard

mounting centers; front -panel controls;
aluminum -alloy platter; auto -return and shut-
off; auto -start function; separate pitch controls
for 33 and 45 rpm (± 3%); strobe. SIN 68 dB
(DIN B). 171/4 x 41/2 x 141/4 in; 11.5 lb $190

VT -I55 Semiautomatic Turntable
Features oc-servo motor; P -mount cartridge
compatibility; front -panel controls; aluminum -
alloy platter; auto -return and shut-off; pitch
control stroboscope. W&F 0.07% wrms; sIN 65
dB (DIN B). 17 x 3%/8 x 13 in; 8 lb, 12 oz $96

YAMAHA
TY-5000 Automatic Turntable
Direct -drive turntable with RS integrated re-
mote system compatibility. Features straight
tonearm design; resonance -absorbing turntable
mat; disc damper. Black; 15 lb $269

TT -400U Automatic Turntable
Belt -drive turntable with RS integrated remote
system compatibility. Features straight tone -
arm design; resonance -absorbing turntable
mat; disc damper. Black; 15 lb $199
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ADCOM
SXC van den Hul Moving -Coil Phono Cartridge
High -output cartridge with tubular sapphire
cantilever and van den Hul stylus. Features
3.5 -micron contact radius; vertical groove ex-
tended to 85 microns; aluminum cantilever;
cross -coil armature. Output 2.3 mV at 5 cm/
sec; FR 20-20.000 Hz + 3, -0 dB; tracking force
1.8 g; square -wave rise time 7 ms; channel
separation 20 dB at 200-20.000 Hz; 4.7 g . $500

XC-MRII Moving -Coil Phono Cartridge
High -output cartridge with nude -mounted
square -shank stylus. Features thin -walled alu-
minum cantilever; cross -coil armature. Output
2.3 mV at 5 cm/sec; FR 20-20,000 Hz. ± I dB:
channel separation 28 dB at 1,000 Hz; tracking
force 1.8 g; 4.7 g $360

XC-LTII Moving -Coil Phono Cartridge
High -output cartridge with line -trace stylus.
thin -wall aluminum cantilever, cross -coil arma-
ture. Output 2.3 mV at 5 cm/sec; FR 20-20.000
Hz. ± I dB; ch sep 28 dB at 1,000 Hz; tracking
force 1.8 g; effective tip mass 0.35 mg; 4.7
g $290

HC van den 11'1111 Moving -Coil Phono Cartridge
High -output cartridge with van den Hul stylus.
Features thin -wall aluminum cantilever; cross -
coil armature. Output 2.3 mV at 5 cm/sec; FR
20-15.000 Hz + 1.5. - 1 dB, 20-20,000 Hz
+2.5, - I dB; ch balance within 1.5 dB: track-
ing force 2 g; 4.7g $250
HC -E II. As above, except with elliptical sty-
lus $160

ARCAM
Cartridges
The following applies to all Arcam cartridges:
tracking weight 1.6-2 g: output 4 mV at 5 cml
sec; FR 20-20,000 Hz: standard weight 6 g.
magnesium weight 6.3 g. Available in both
magnesium- and plastic -bodied formats. Black
finish.

P77Mg Cartridge. Profiled stylus $150
E77Mg Cartridge. Elliptical stylus $120
C77Mg Cartridge. Conical stylus $80

Stylus Replacements
PN7 $90
EN7 $60
CN7 $25

Loading Modules
ULM/M. Moving magnet $25
ULM/C. Moving coil $25

AUDIO BY VAN ALSTINE
Longhorn Z Phono Cartridge
internally damped and externally stabilized
phono cartridge. FR 10-60,000 Hz; sep 30 dB;

output 4 mV: tracking force 1.5 g $99

AUDIOQUEST
Mono Cartridges

AQ 7000 Moving -Coil Phono Cartridge
Uses single layer 6N copper coil. Unique body
geometry makes body inherently nonresonant.
Line -contact stylus; tracks at 1.9 grams; output
0.3 mV. 9.5 grams $1,295

AQ B-200 Moving -Coil Phono Cartridge
Features machined -aluminum sandwich body;
hollow -boron cantilever; line -contact stylus.
Available with 1.2 mV or 0.5 mV output . $850

AQ 4041 Moving -Coil Phono Cartridge
Features cast -aluminum body; hollow -boron
cantilever; line -contact stylus. Available with
1.2 mV or 0.5 mV output 5550

AQ MC -5 Moving -Coil Phono Cartridge
High -output 1.4 -mV mc cartridge with line -con-
tact stylus; nonresonant polymer body; FR 20-
30.000 Hz; aluminum cantilever $125

AQ MC -4 Moving -Coil Phono Cartridge
High -output 2.5 -mV moving -coil phono cartridge
with elliptical stylus. Features direct- phono in-
put; compliance 10; nonresonant polymer body;
FR 20-20,000 Hz; aluminum cantilever .... $250

AQ MC -3 Moving -Coil Phono Cartridge
Dynamic high -output 3 -mV Mc cartridge with
elliptical stylus. Features nonresonant polymer
body; compliance 8; tracks 2 g; FR 20-20,000
Hz: aluminum cantilever $150

AQ M -I Phono Cartridge
Induced magnetic cartridge with elliptical sty-
lus. Features compliance 15; FR 20-20,000 Hz;
tracks 1.5 g $95

Tonearms

AQ PT -5+ Tonearm
Straight tonearm features LC-OFHC internal wir-
ing. Adjustable viscous damping at pivot point;
pivot to stylus length 229 mm; precision bear-
ing; nonresonant aluminum/polyolefin struc-
ture; nondetatchable headshell. Audioquest FPC
copper/teflon plug in tonearm cable $425
AQ PT -5. As above, except with normal -grade
plug-in cable $350

AUDIO-TECHNICA
All cartridges feature a dual moving -magnet
design.

ATMLI70 Phono Cartridge
Square -shank nude -mounted stylus. Features
paratoroidal PCOCC coils. Output 4.0 mV; track-
ing force 1.25 + 3 dB; FR 5-40,000 Hz; channel
separation 31 dB at 1,000 Hz: 7.0 g $345

ATI4OMI. Phono Cartridge
Square -shank nude -mounted stylus. Features
paratoroidal oxygen -free copper coils. Output
5.0 mV; tracking force 0.8-1.6 g; FR 5-32,000
Hz: ch sep 30 dB at 1.000 Hz; 6.4 g $195

ATI30E/T Phono Cartridge
Biradial nude -mounted. Features 0.2 x 0.7 -mil
stylus; paratoroidal oxygen free -copper coils.
Tracking force 0.8-1.8 g; FR 10-30.000 Hz; ch
sep 30 dB at 1,030 Hz; 6.4 g $135

AT12SLC/T Phono Cartridge
Linear -contact titanium -bonded stylus. Fea-
tures paratoroidal oxygen -free copper coils.
Tracking force 1.0-1.8 g; FR 10-28.000 Hz; ch
sep 29 dB at 1,000 Hz; 6.4 g $150

AT120E/T Phono Cartridge
Titanium -bonded stylus. Features 0.3 x 0.7 -mil
stylus; oxygen -free copper coils. Output 5.0
mV; tracking force 1.0-1.8 g; FR 15-25.000 Hz;
ch sep 29 dB at 1.000 Hz; 6.4 g $95

ATI 10E Phono Cartridge
Bonded biradial stylus. Features 0.4 x 0.6 -mil
stylus; oxygen -free copper coils. Output 4.5
my; tracking force 1.0-2.0 g; frequency re-
sponse 20-22,000 Hz; channel separation 29 dB
at 1.000 Hz; 7.0 g $70

ATM Phono Cartridge
Bonded uniradial stylus. Features 0.6 -mil sty-
lus; oxygen -free copper coils. Output 4.5 mV;
tracking force 1.5-2.5 g; FR 20-20.000 Hz; ch sep
26 dB at 1,000 Hz; 7.0 g $55

P -Mounted Series

AT152MLP Phono Cartridge
Square -shank nude -mounted stylus. Features
paratoroidal oxygen -free copper coils. Output
5.0 mV; tracking force 1.0-1.5 g; FR 5-35.000
Hz; ch sep 31 dB at 1,000 Hz $250

AT231LP Phono Cartridge
Linear -contact bonded stylus. Output 5.0 mV;
tracking force 1.0-1.5 grams; FR 10-30.000 Hz;
ch sep 31 dB at 1,000 Hz $145

ATI32EP Phono Cartridge
Biradial, nude -mounted stylus. Features 0.2 x
0.7 -mil stylus; paratoroidal oxygen -free copper
coils. Output 5 mV; tracking force 1.0-1.5 g; FR
10-30,000 Hz; ch sep 30 dB at 1.000 Hz .. $150

AT221EP Phono Cartridge
Biradial nude -mounted square -shank stylus;
Features 0.2 x 0.7 -mil stylus. Output 5 mV;
tracking force 1.0-1.5 grams; FR 10-28,000 Hz;
ch sep 31 dB at 1,000 Hz $135

AT2I6EP Phono Cartridge
Biradial nude -mounted stylus. Features 0.3 x
0.7 -mil stylus. Tracking force 1.0-1.5 g; FR 15-
27,000 Hz; ch sep 29 dB at 1,000 Hz $100
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AT211EP Phono Cartridge
Biradial bonded stylus. Features 0.4 x 0.7 mil
stylus. Output 5 mV; tracking force 1.0-1.5 g:
FR 15-25,000 Hz; ch sep 29 dB at 1,000 Hz. $75

AT20IEP Phono Cartridge
Biradial bonded stylus. Features 0.4 x 0.7 mil
stylus. Output 5 mV; tracking force 1.0-1.5 g;
FR 20-25.000 Hz; ch sep 26 dB at 1,000 Hz. $65

AT20IP Phono Cartridge
Uniradial bonded stylus. Features 0.6 -mil sty-
lus. Output 5 mV; tracking force 1.0-1.5 g; FR
20-22.000 Hz; ch sep 26 dB at 1.000 Hz ... $55

BANG & OLUFSEN
MMC Series Phono Cartridges
All MMC cartridges feature an armature
mounted perpendicularly to a crystal sapphire
cantilever: multiradial diamond; four high -out-
put, low -imp coils.
MMC-1. Diamond contact line 0.1 x 0.1 mm
sqr.; stylus bonding nude; sapphire -tube canti-
lever; rec tracking force 10 mN/I gram; FR 20-
20,000 Hz. -± 1 dB; 1.6 g $500
MMC-2. Diamond contact line 0.12 x 0.12 mm
sqr.; stylus bonding nude: sapphire -tube canti-
lever; rec tracking force 10 mN/I g; FR 20-
20,000 Hz, 2:1.5 dB; 1.6 g $270
MMC-3. Diamond elliptical 0.15 x 0.15 mm
sqr.; stylus bonding nude; tapered aluminum -
tube cantilever; rec tracking force 10 mN/I g;
FR 20-20,000 Hz, ±2 dB; 1.6 g $170
MMC-4. Diamond elliptical 0.20 mm round;
stylus bonding titanium: tapered aluminum -
tube cantilever; rec tracking force 12 mN/1.2 g;
FR 20-20.000 Hz, ± 2.5 dB; 1.6 g $100
MMC-5. Diamond elliptical 0.25 mm round;
stylus bonding titanium: tapered aluminum -
tube cantilever; rec tracking force 15 mN/I .5 g;
FR 20-20,000 Hz, ± 3 dB; 1.6 g $70

DENNESEN
ELECTROSTATICS

ABLT-1 Tonearm
Air -bearing lateral -tracking tonearm includes
air pump. Entire arm -tube removable. Stylus
overhang 0 mm; overall length and effective
length adjustable. 1.5 lb (with pump) .. $2,000

DENON
DL -I000 Moving -Coil Phono Cartridge
Output 0.12 mV at 50 mm/sec; FR 20-110,000
Hz; sep 30 dB at 1.000 Hz; tracking -force range
0.8 ±0.1 g. Cartridge weight 6 g $859

DL -305 Moving -Coil Phono Cartridge
Features twin -radius, boron cantilever. Output
0.2 mV at 50 mm/sec; FR 20-75,000 Hz; sep 28
dB at 1.000 Hz: 5.8 g $559

DL -304 Moving -Coil Phono Cartridge
Moving -coil phono cartridge features boron
cantilever; high compliance $395

DL -302 Moving -Coil Phono Cartridge
Features boron cantilever. Output 0.25 mV at
50 mm/sec; FR 28-70,000 Hz; separation 28 dB
at 1,000 Hz; tracking -force range 1.4 ±0.2
grams. Cartridge weight 6 g $260

DL -301 Moving -Coil Phono Cartridge
Output 0.3 mV at 50 mm/sec; FR 20-60,000 Hz;
sep 28 dB at 1,000 Hz; tracking force 1.4 g.
± 0.2 g. Cartridge weight 4.7 g $160

DL -I60 Moving -Coil Phono Cartridge
Output 1.6 mV at 50 mm/sec; FR 20-50.000 Hz;
sep 28 dB at 1,000 Hz; tracking -force range 1.6
± 0.3 g. Cartridge weight 4.8 g $115

DL -110 Moving -Coil Phono Cartridge
Output 1.6 mV at 50 mm/sec; FR 20-45,000 Hz;
sep 25 dB at 1.000 Hz; tracking -force range 1.80
±0.30 grams. Weight: 4.8 g $85

DIRECT SOUND
Diamond Moving -Coil Phono Cartridge
Parabolic nude diamond stylus. Features dia-
mond cantilever; solid -sapphire mounting base:
one -point suspension system with two -shoul-
der damper. Output 0.2 mV at 5 cm/sec; FR 10-
50,000 Hz; ch sep 30 dB at 1.000 Hz; channel
separation 25 dB at 10,000 Hz; tracking force
1.8-2.2 g. Cartridge weight 8 g $ 1 ,200

Replacement stylus $600
MC -110. As above with line -contact nude dia-
mond stylus and titanium cantilever $300
Replacement stylus $120

MC-500HR Moving -Coil Phono Cartridge
Hyper -elliptical ruby stylus. Features one -
point suspension system with two -shoulder
damper. Output 1.9 mV at 5 cm/sec; FR 10-
50,000 Hz; ch sep 25 dB at 1.000 Hz; ch sep 20
dB at 10,000 Hz; tracking force 1.8-2.2 g. Car-
tridge weight 7 g $300
Replacement stylus $150
MC-500HS. As above, but with sapphire design
stylus $260
Replacement stylus $130

MC -500H Moving -Coil Phono Cartridge
Parabolic nude diamond stylus. Features boron
cantilever; one -point suspension system with
two -shoulder damper. Output 1.9 mV at 5 cm/
sec: FR 10-40,000 Hz; ch sep 25 dB at 1,000 Hz;
ch sep 20 dB at 10,000 Hz; tracking force 1.8-
2.2 g. Cartridge weight 7 g $200
Replacement
MC 300. As above with output 0.1 mV at 5 cm/
sec $150
Replacement stylus $60
MC 310. As above with elliptical nude diamond
stylus and aluminum cantilever. Output 0 1 mV
at 5 cm/sec $100
Replacement stylus $40

EMINENT TECHNOLOGY
Model 2 Straight Tonearm
Straight -line -tracking, air -bearing tonearm with
adjustable %me. SRA over arc while playing re-
cord. Features air pump; adjustable height;
interchangeable arm tube with preset geome-
try; decoupled counterweight in horizontal
plane; interchangeable preset counterweights;
headshell and tonearm manufactured as I

piece. Tracking -force range 0-5 g; effective
mass 5-20 g vertical, 20-30 g horizontal. Overall
length 290 mm; effective length 180 mm; total
mass 400 g $950

EPOCH BY STANTON
Epoch II Series Model HZ9S Cartridge
MM cartridge with Stereohedron II stylus. Out-
put 0.8 mV; FR 10-25,000 Hz; sep 35 dB at 1,000
Hz. 22 dB at 10,000 Hz: tracking force 0.75-1.5
g. Cartridge weight 4 g $250

LZ9S Phono Cartridge
Includes Stereohedron II stylus. Output 0.04
mV; FR 10-50,000 Hz. individually calibrated to
20,000 Hz; sep 35 dB at MOO Hz, 22 dB at
10,000 Hz; tracking force 0.75-1.5 g. Cartridge
weight 3.8 g $250

HZ8S Phono Cartridge
Includes Stereohedron II stylus. Output 0.8
mV; FR 10-20,000 Hz: separation 35 dB at 1,000
Hz. 22 dB at 10,000 Hz; tracking force 0.75-1.5
g. Cartridge weight 4 grams $190

LZ8S Phono Cartridge
Includes Stereohedron II stylus. Output 0.04
mV; FR 10-20,000 Hz; sep 35 dB at 1,000 Hz, 22
dB at 10,000 Hz; tracking force 0.75-1.5 g.
Cartridge weight 3.8 g $190

HZ7S Phono Cartridge
Includes Stereohedron II stylus. Output 0.8
mV; FR 10-20,000 Hz; sep 30 dB at 1.000 Hz, 15
dB at 10.000 Hz; tracking 0.75-1.25 g. Cartridge
weight 4 g $120

HZ6E Phono Cartridge
Includes elliptical stylus. Output 0.8 mV; FR 10-
20,000 Hz; sep 30 dB at 1,000 Hz, 15 dB at
10,000 Hz; tracking force 0.75-1.25 g. Cartridge
weight 4 g $95

G & B TOOLS BY ARTECH
Zeta Tonearm
C -shaped tonearm. Includes two 10 -mm and
15 -mm allen-head mounting bolts with nuts
and washers; six 13 -mm and 20 -mm alien -
head arm -mounting bolts and washers; 5 alien
keys; aluminum alignment protractor. Low -
frequency resonance: 8.5 Hz using and 8 g
cartridge with 15 cc compliance; headshell
offset angle 23.75'; stylus overhang 18 mm;
bearing S ball cone and cup x 4; rear overhang
behind pivot 55 mm; arm weight including
counterweight 545 g $925

GOLDMUND BY
INTERNATIONAL AUDIO

TECHNOLOGIES
T3F Straight -Line Automatic Tonearm
Short -length tube with internal damping. Fea-
tures ultra -low lateral inertia; adjustable fluid
damping. 3 different lead counterweights:
tracking -error detection by infrared sensor; v-rA
adjustment. Overall length 200 mm; tonearm
weight 1.700 g $4,990

GOLDRING BY MUSIC HALL
Excel Mcving-Coil Phono Cartridge
Van den Hul I stylus. Neodymium magnet.
rosewood frontpiece, aluminum sideplates and
rigid body. FR 20-30,000 Hz ±2 dB; ch sep 25
dB at 1,000 Hz; tracking force 1.7 g $1,195

Elite Moving -Coil Phono Cartridge
Gyger I stylus. FR 20-30,000 Hz ±2 dB; ch sep
25 dB at 1,000 Hz; tracking force 1.7 g $495

Eroica Phono Cartridge
Available in high- and low -output versions.
Low output: FR 20-30,000 Hz ±2 dB; ch sep 25
dB at 1,000 Hz; tracking force 1.7 g $325
High output: FR 20-22,000 Hz ±3 dB; ch sep 25
dB at 1,000 Hz; tracking force 1.7 g $275

Epic 11 Phono Cartridge. FR 20-20.000 Hz ± 3
dB; ch sep 20 dB at 1,000 Hz; tracking force
1.75 g $99

Elan Phono Cartridge. FR 20-20.000 Hz ±3 dB;
ch sep 20 dB at 1,000 Hz; tracking force 2.0
g $60

1000 Series
Moving -magnet cartridges with interchange-
able styli

Model 1062 Gyger S Stylus. FR 20-20,000 Hz ±2_
dB; ch sep 25 dB at 1,000 Hz; tracking force
1.75 g $250

Model 1022 Gyger II Stylus. FR 20-20,000 Hz ± 2
dB; ch sep 25 dB at 1,000 Hz; tracking force
1.75 g $175
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Model 1012 Gyger I Stylus. FR 20-20.000 Hz 2
dB; ch sep 25 dB at 1.000 Hz; tracking force
1.75 g $125

GRADO
Joseph Grado Signature Series

MCZ Phono Cartridge
not cartridge with hybrid design and 4 separate
magnetic gaps around cantilever. Features
compatibility with light -to -medium -mass tone -
arms and standard 47 kilohm MM inputs; user -
replaceable stylus. Output 1.5 mV; resonance
8-12 Hz; torsional resonance approximately
25,000 Hz; resistance 70 ohms $300

8MZ Phono Cartridge
MM cartridge with user -replaceable stylus. Fea-
tures compatibility with standard 47 kilohm MM
inputs. Output 3.5 mV; electrical resistance 475
ohms; inductance 45 mH $200

Professional Series
Designed for high output and stability in
changers or arms that will not track at 1 g.
Recommended tracking force 2-3 g. Output 4
mV at 3.54 cmlsec (45°): sep 20 dB FR 10-20,000
Hz.
ZCE+. Elliptical diamond stylus $45
ZTE+. Elliptical diamond stylus $30

Specifications for following models: 0.5 -in
mounting centers (or optional P -mount for
some: input load 47 kilohms; inductance 45
mH: Ix resistance 475 ohms: pickup weight 5 g.

Super Flux-Bridger Series
With 0.5 -in or P -mount. Recommended track-
ing force 0.75-2 g. Output 4 mV at 3.54 cm/sec
1450); sep 25 dB. 10-30,000 Hz.
Z2+. True ellipsoid stylus $265
ZI + . True ellipsoid stylus $180
Z+. Grado diamond stylus $130
ZFI +. Grado diamond stylus $110
ZF2 + . Elliptical diamond stylus $86
ZF3E+ . Elliptical diamond stylus $69

Flux-Bridger Series
0.5 -in or P -mount: elliptical diamond stylus:
Recommended force 1-2 g. Output 4 mV at 3.54
cm/sec (450): sep 20 dB, FR 10-30,000 Hz.
ZCE + 1 $55
ZTE + 1 $25

Replacement Styli
For standard 0.5 -in and P -mount cartridges:
spherical styli for 78 -rpm records additional $4.
Z2 + /S $1 10
Z1 +/S $75
Z+/S $55
ZFI +/S $45
ZF2+/S $36
ZF3E + /S $33
ZCE+ $30
ZCE + /S $28
ZTE+ I/S $21
ZTE+/S $17

HEYBROOK BY D'ASCANIO
AUDIO

The Heybrook Tonearm
Pivoted -tracking magnesium -tube straight
tonearm with adjustable vertical tracking angle
and fixed headshell. Statically balanced with
fixed headshell and locking counterweight.
Tracking -force 0-3 g $549

KOETSU
Koetsu cartridges are constructed of samarium
cobalt, neodymium, and platino-ferric magnets

with an iron core and stress free copper wind-
ings.

Rosewood Pro IV Cartridge $3,500
Urnshi. As above $2,500

Series 90 M/C Cartridge
Rosewood Signature $1,950
Retipping service $1.200
Rosewood $1,250
Retipping service $700
Black Goidline $795
Retipping service $575

JOHN MAROVSKIS
JMAS MIT -1 Phono Cartridge
Van den Hul stylus. Features moving -coil
mechanism; standard mounting. Output 0.25
mV at 1,000 Hz and 5 cm/sec; FR 10-10,000 Hz
2: I dB, 10.000-20,000 Hz ±3 dB; ch sep 25 dB
at 1000 Hz; tracking force 2.25-2.5 g. Cartridge
weight 5.5 g $550
Replacement stylus $275

MONSTER CABLE
Sigma Genesis 2000 Moving -Coil Cartridge
Induced symmetrical -field -canceling circuitry;
unique symmetrical coil construction; diamond
carbon -coated boron cantilever with air -re-
sponse damper and MK II stylus $1,250

Alpha Genesis 1000 Mk II MC Cartridge
Low -output; diamond -sputtered cantilever;
phase -corrected coils $800
Alpha Genesis 500. Step-down version of Alpha
Genesis 1000 Mk II $500

MUSIC HALL
Bullet Phono Cartridge
Highly modified Audio-Technica cartridge with
elliptical stylus $125

NAIM
ARO Tonearm
Features outrider and balanced weight assem-
bly; adjustable arm height. comprises fused
headshell and arm tube, bearing housing, and
low -slung counterweight; bias compensation
adjusted by thread and falling weight. Effective
length 230 mm; overhang 18 mm; cartridge
weight 5.5-12 g; cartridge -mounting height 40-
55 mm $1,495
ARO Arm Top $795
ARO Arm Bottom $735

ORACLE AUDIO
Beta Tonearm
Pivoting design. Features static tracking -force
adjustment; spring antiskating method. No de-
tachable headshell; adjustable VTA. Effective
length 229 mm; effective mass 9.5 g; cartridge
weight range 4-9 g $150

SME/345 Tonearm
Pivoting design. Features static tracking -force
adjustment; spring antiskating method. Detach-
able headshell; adjustable vrA. Effective length
233 mm; effective mass 9.5 g; cartridge weight
range 5-10 g; Silver $1,395
Black $1,535

ORTOFON
Ortophase Moving -Coil Phono Cartridges

MC300011
Low -mass (0.25 mg) moving -coil system. Fea-
tures proprietary Ortofon Fg Replicant 100 sty-

lus mounted on rigid aluminum conical cantile-
ver; carbon -fiber armature wound with pure
silver coils and neodymium permanent magnet.
Aluminum -oxide, ceramic cartridge housing
with Moh scale hardness factor of 9. Output
voltage at 1.000 Hz 5cm/sec 0.1 mV; ch sep at
1.000 Hz >25 dB; FR 5-90.000 Hz +4,- 1 dB:
tracking ability. 315 Hz at recommended track-
ing force >80 gm; weight 9.5 g $1,500

MC30 MKII
Extruded aluminum body, carbon -fiber support
system, and silver -coil windings. Stylus repli-
cant 80. Output 0.25 mV at 1,000 cm/sec; FR 20-
40.000 Hz; sep >25 dB at 1,000 Hz; tracking
ability at recommended tracking force 90 Am;
weight 9 g $600

MC20 Super
Extruded aluminum body. Features van den
Hul stylus; carbon -fiber support system. Out-
put 0.25 mV at 1,000 cm/sec; FR 15-40.000 Hz;
sep >25 dB at 1,000 Hz; tracking -force range
1.5-1.9 g; cartridge weight 9 g $350

MCIO Super
Elliptical nude stylus. Vertical tracking angle
20x. output 0.25 mV at I kHz. 5 cm/sec; FR 20-
20,000 Hz -± 1 dB; tracking force 1.5 g; 7 g$120

High -Output Moving -Coil Cartridges

X5MC
High -output cartridge for direct connection to
MM phono input. Features Fg type 2 nude dia-
mond stylus. High-output/low-moving mass
achieved through focused magnetic field and
230 coil windings per pole piece. Output 2 mV
at 5 cm/sec. FR 15-40,000 Hz +4 - 1.5 dB; sep
>25 dB at 1.000 Hz. weight 4.1 g $300

X3 -MC
High -output cartridge connects directly to MM-
phono input. Features focused magnetic field
for high output with low -moving mass (230 coil
windings per pol piece) and nude fine -line dia-
mond. Output 2 mV at 5 cm/sec: FR 20-40,000
Hz +4. -1.5 dB; sep >25 dB at 1,000 Hz;
tracking -force range 1.8-2.2 g; cartridge weight
4.1 g; vertical tracking angle 23° $200
X3 -MCP. P -mount version of X3 -MC $200

XI -MC
High -output cartridge with low -moving mass
aluminum cantilever and elliptical diamond.
Output 2 mV at 5 cm/sec; FR 20-30,000 Hz +4,
-1.5 dB; sep >22 dB at 1,000 Hz; tracking -
force range 1.75-2.2 g; cartridge weight 4.1 g;
vertical tracking angle 23° $100
X1 -MCP. P -mount version of XI -MC $100

Diamond Collection 500 Series MM Cartridges

Model 540
MM cartridge using proprietary slotted -pole pin
construction for improved high -frequency re-
sponse. Patented locking stylus guard to secure
stylus to cartridge body, avoiding unwanted
resonances. Square -shank nude diamond Fg
type I. Output at 3 mV at I kHz per 5 cm/sec.
FR 20-28 kHz +4, - I dB; sep >25 dB; tracking
force range from 1-1.5 g; weight 5 g 300
530. Similar to 540. square -shank nude fine -line
diamond. FR 20-25,000 Hz $225
520. Similar to 530. square -shank nude elliptical
diamond. Sep 23 dB; FR 20-23,000 Hz $150
510. Similar to 520, elliptical stylus $75

Optimum -Mass Phono Cartridges

OM -40 Gold
Variable -magnet -shunt cartridge with individ-
ually calibrated van den Hul stylus. Output 3.5
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mV at 1.000 cm/sec; FR 20-30,000 Hz; sep 25-
1.000 dB at 1,000 Hz; tracking -force range 1-1.5
g; cartridge weight 5 or 2.5 g $300

OM -30
Low -mass variable -magnet -shunt phono car-
tridge. Features plastic cartridge body for rigid-
ity and low weight; copper coils; nude fine -line
diamond stylus; tracking force 1.25 grams; FR
20-27.000 Hz; output voltage at 1.000 Hz (5 cm/
sec) 3.5 mV; ch sep at 1,000 Hz >25 dB . $225
OMP-30. P -mount version of above; 6 g.. $225

OM -20
Similar to OM -30 except for a more rectangular
nude elliptical -diamond stylus; designed for
medium -weight tonearms; FR 20-22,000 Hz;
output voltage at 1.000 Hz (5cm/sec) 4 mV$175
OMP-20. P -mount version of above: 6 g.. $175

0M-10
Similar to OM -20 except designed for use with
heavier tonearms; tracking force 1.5 gram; FR
20-20,000 Hz; output voltage at 1.000 Hz (5 cm/
sec) 4 mV; ch sep at 1.000 Hz 22 dB $95
OMP-10. P -mount version of above; 6 g $95

OM -SE. Similar to 0M-10 except for use with
heavier tonearms. Tracking force 1-5 g; FR 20-
20.000 Hz. $65
OMP-5E. P -mount version of above $65
OM -3E. Similar to OM -5E $35

Pro Series Moving -Magnet Cartridge Kits

Concorde
MM cartridge kit with one Concorde integrated
pro body and two spherical pro styli. FR 20-
20,000 Hz; output 5 mV at 1,000 Hz 5 cm/sec:
sep/balance at !kHz 20/2 dB; weight 16 g $100

OM Pro
MM -cartridge kit with one OM Pro body and 2
pro styli. Features spherical stylus and alumi-
num cantilever. Output 5 mV at 5 cm/sec; FR 20-
18,000 Hz ±3 dB: sep 20 dB at 1,000 Hz:
tracking 3-5 g; cartridge weight 5 g $50
Stylus Pro. Replacement stylus for above $22

Universal Series

TM2OU Phone Cartridge
Variable -magnetic -shunt cartridge with square -
shank nude elliptical diamond and universal
mount. Output 4 mV at I kHz, 5 cm/sec; FR 20-
25.000 Hz; bal/sep. 1.5/25 dB; weight 6 g. $129

TM14U Phono Cartridge
Elliptical diamond stylus and universal mount.
FR 20-20,000 Hz; output 4.5 mV; sep/balance
25/1.5 dB at I kHz; equivalent stylus tip mass
0.5 mg; tracking force 1.25 g $89

TM7U Phono Cartridge
Elliptical diamond stylus and universal mount.
FR 20-20,000 Hz; output 5 mV at I kHz, 5 cm/
sec; sep/balance 22/2 dB at 1 kHz; tracking
force 1.25 g; equivalent tip mass 0.5 mg; recom-
mended load 47 kilohms/200 pF $60

FF15XE Mk11 Phono Cartridge
Variable -magnetic -shunt cartridge with 8-1.im
elliptical -diamond stylus tip. Output 3.2 mV at
1 kHz. I cm/sec; FR 20-20,000 Hz; balance/sep 2
dB/20 dB at I kHz; compliance 20 Am/mN
(horizontal, vertical); tracking -force range 1.5-
3 g;5 g $50

PICKERING
XLZ/7500S Phono Cartridge
Cartridge with nude Stereohedron diamond sty-
lus tip. Sens 0.06 mV/cm/sec ±2 dB; FR 10-

50,000 Hz; sep 35 dB; tracking force 0.5-1.5 g.
Includes Dustamatic brush; replacement stylus
D7500 $275

XSV/5000 Phono Cartridge
Cartridge with nude Stereohedron diamond sty-
lus tip. Output 3.8 mV; FR 10-50,000 Hz; track-
ing force 0.5-1.5 g; sep 35 dB. Includes Dusta-
matic brush. Replacement sylus 05000 .. $275
XSV/4000. Similar to XSV/5000 except FR 10-
36.000 Hz; tracking force 0.75-1.5 g; replace-
ment stylus D5000 $200

XV-15/1200 Phono Cartridge
Output 4.4mV at 5.5 cm/sec; FR 10-30,000 Hz:
0.2 x 0.7 -mil elliptical stylus: tracking force
0.75-1.25 g; sep 35 dB. Includes Dustamatic
brush; replacement stylus D1200 $170

XV-I5/757S Phono Cartridge
Stereohedron stylus, output 4.4 mV; tracking
force 0.75-1.5 g; FR 10-25.000 Hz. Includes re-
placement stylus D757S $140

XSV/3000 Phono Cartridge
Output 5 mV at 5.5 cm/sec; FR 10-30,000Hz;
Stereohedron stylus tip; tracking force 0.75-1.5
g; sep 35 dB. Includes Dustamatic brush; re-
placement stylus D3000 $130

XV-15/625E Phono Cartridge
Output 4.4 mV at 5.5 cm/sec: FR 10-25.000 Hz;
0.3 x 0.7 -mil elliptical stylus; tracking force
0.75-1.5 g: sep 35 dB. Includes Dustamatic
brush; replacemant stylus $110

XV-15/625DJ Phono Cartridge
Designed for disco use. Output 0.8 mV/cm/sec;
sep 30 dB; tracking force 1-4 g; 0.3 x 0.7 -mil
elliptical stylus $82

XV-15/400E Phono Cartridge
Output 5.5 mV at 5.5 cm/sec; FR 10-25.000 Hz;
0.4 x 0.7 -mil elliptical sylus; tracking force .75-
1.25 g; sep 35 dB. Includes features Dustamatic
brush; replacement stylus D400 $95

XV-15/150DJ Phono Cartridge
Extra -high -output (8 mV) cartridge; designed
for amateur and home DJ's. FR 10-20.000 Hz; ch
sep 28 dB; stylus tip 0.7 mil spherical; tracking
force 2-4 g; replacement stylus D150DJ $79

P -Mount Phono Cartridges
TLZ/7500S. High-performance low -imp car-
tridge with 4 -coil. high-energy samarium -cobalt
magnet. Nude stereohedron stylus; output 0.06
mV/cm/sec; tracking force 0.75-1.5 g; FR 10-
50,000 Hz $275
XSP/4004. Stereohedron stylus. Output 3 8mV;
tracking 0.75-1.5 g; FR 10-36,000 Hz $200
TL -4S. 4 -coil induced magnet. Stereohedron
stylus, output 4.4 mV, tracking force 0.75-1.5 g,
FR 10-25,000 Hz $170
TL -3S. Stereohedron stylus. Output 4.4 mV;
tracking 0.75-1.5 g: FR 10-25.000 Hz $140
XSP/3003. Stereohedron series P -mount car-
tridge with output 3.3 mV. Fie 10-30.000 Hz;
tracking force 0.75-1.5 g. ± .25 g $130
TL -2S. Stereohedron stylus. Output 4.4 mV;
tracking 0.75-1.5 g; FR 10-22,000 Hz $110
TL -2E. Elliptical stylus. Output 4.4 mV; track-
ing 0.75-1.5 g: FR 10-22.000 Hz $95
V-15/Series U -S. Stereohedron stylus; FR 10-
25,000 Hz; output 3.5 mV. Replacement stylus
DSR-S $88
TL625DJ. P -mount cartridge. FR 20-20.000Hz,
output 4.4 mV. tracking force 3.5-4 g. Replace-
ment stylus DJL $82
TLE Type 2. Elliptical stylus. Output 3.0 mV;
tracking force 0.75-1.5 g; FR 10-22.000 Hz . $60
TLE. Elliptical stylus. Output 4.4 mV; tracking
force 0.75-1.5 g; FR 10-20.000 Hz $55

V-15/Series II -EE. Elliptical stylus: FR 10-20.0(X)
Hz; output 3.5 mV. Replacement stylus DSR-
EE $55

V-15/Series II -E. Elliptical stylus; FR 10-18,0(8)
Hz; output 3.5 mV. Replacement stylus DSR-
E $50
IL -1. Standard P -mount. 2 -coil moving mag-
net. Tracking 0.75-1.5 g. Elliptical stylus. FR 10-
20,000 Hz. output 4.4 mV $37

VI5-DJ Phono Cartridge
Spherical cartridge (standard .5 -in mount); out-
put 4.4mV: tracking 2-5 g; 5.5 g $43

PIONEER
PC -295T Phono Cartridge
T4P P -mount cartridge; induced -magnet de-
sign. FR 10-33.000 Hz; output voltage 2.5 mV:
tracking force 1.25 g $80
PN-2957. Replacement stylus for above $35

PC -300T Phono Cartridge
T4P P -mount cartridge; induced -magnet de-
sign. FR 10-33,000 Hz; output voltage 2.5 mV;
tracking force 1.25 g $80
PN-300T. Replacement stylus for above $30

PC -290T Phono Cartridge
T4P P -mount cartridge; induced -magnet de-
sign. FR 10-33.000 Hz; output voltage 2.5 mV;
tracking force 1.25 g $70
PN-290T. Replacement stylus for above $30

PC-SMC Moving -Coil Phono Cartridge
High -output mc cartridge. FR 10-32,000 Hz; out-
put voltage 2 mV; tracking force 1.7-2.3 g . $54
PN-SMC. Replacement stylus for above $32

PC -250T Phono Cartridge
T4P P -mount cartridge. FR 10-30.000 Hz; output
voltage 2.5 mV; tracking force 1-1.5 g $50
PN-250T. Replacement stylus for above .. $20

REALISTIC BY RADIO SHACK
v15 Realistic/Shure Phono Cartridge
Cartridge features stabilizer; viscous damping
for tracking warped records. Tracking force
1.25-1.75 g; FR 5-30,000 Hz $80

RXT6 Realistic/Shure Phono Cartridge
Telescope stylus with dynamic stabilizer. P -
mount adaptor and installation kit. Tracking
force 1.25-1.75 g $50

RXP3 Realistic/Shure Phono Cartridge
P -mount; elliptical diamond stylus; tracking
force 1.25 g $20

R47XT Realistic/Shure Phono Cartridge
Elliptical diamond stylus (10 x 18 microns);
tracking force 1.75-2.25 g; sep 20 dB $27

RS500DJ Realistic/Stanton Phono Cartridge
Pro Series cartridge features back -cues and
scratch mixes; tracking force 2.5 g $30
RSOODJ. Replacement stylus $20

RXI500 Phono Cartridge
Dual -magnet cartridge with diamond elliptical
stylus; tracking force 1-1.5 g $10

R25XT Realistic/Shure Phono Cartridge
Elliptical diamond stylus (10 x 18 microns):
tracking force 2.5-3.5 g $20

Replacement Styli
R8X. Diamond stylus for R1000. Shure M90.
M75. 1-2 series $25
RTI500. Diamond elliptical stylus for RX1500,
Audio-Technica AT -102P, 102, 112, 122EP car-
tridges; tracking force 1-1.5 g $30
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RS3P. Diamond stylus for RXP3 and Shure
M92E, M99E, M104E $20
RS50E. Diamond elliptical stylus for ADC,
QLM34 MK 111, P32, K5E cartridges $20
RSX. Diamond stylus for R47, Shure M70, and
M75 series $18
R3X. Diamond stylus for R25, Shure M7I $15
42-2772. Diamond conical stylus $15
DAT-2. Diamond conical stylus for Pickering
V15/AT-1/2, KLH, similar cartridges $12
RSK8C. Diamond conical stylus for QLM30
and ADC K series cartridges $11
PS -203. Diamond stylus for Clarinette 14/15/16
and 13-1117/1118 $6

REVOLVER BY MUSIC HALL
Revolver Super Tonearm
Similar to Revolver Straight Tonearm, but with
larger zero -free -play bearings $550

Revolver Straight Tonearm
Statically balanced pivoted direct -coupled
tonearm with zero -free -play precision ball
races. Features decoupled counterweight.
Tracking force 2-10 grams; offset angle 23.5°.
stylus overhang 18 mm. Overall length 285 mm;
effective length 228 mm; 393 grams $220

SHURE
ULTRA 500 Phono Cartridge
Similar to VI5 type V/MR (below), plus other
features. Total effective mass 0.165 mg; dy-
namic vertical stylus compliance at 10 Hz 20
µcm/dyne; output at 1,000 Hz; 5 cm/sec peak
velocity; 3.2 mV $415

V I5VMR Phono Cartridge
MM cartridge with improved low -distortion Mi-
cro -Ridge stylus tip and beryllium stylus shank
for increased trackability. Features viscous -
damped Dynamic Stabilizer and Side -Guard
stylus protection system; includes Duo -Point
Alignment Gauge and computer performance
printout. Output 3.2 mV at 1,000 Hz (5 cm/sec
peak velocity); FR 10-28.000 Hz; sep 25 dB at
1,000 Hz; tracking force 1.0 g; replacement
stylus VN5MR $297

VI5 Type V -B Phono Cartridge
MM cartridge with hyperelliptical tip, beryllium
stylus shank, dynamic stabilizer and Side -
Guard stylus protection system. Includes indi-
vidual computer performance printout. Output
3.2 mV at 1 kHz (5 cm/sec peak velocity); FR 10-
28.000 Hz; sep 25 dB or greater at 1,000 Hz;
tracking force 1.0 g; replacement stylus
VN5HE; VN5MR upgrade $237

V15 Type V -P Phono Cartridge
Designed for P -mount tonearms. Features hy-
perelliptical tip; beryllium stylus shank; com-
puter performance printout. Same specs as VI5
type V -B. Replacement stylus VN5P $221

VST V Phono Cartridge
Features beryllium, telescoped stylus shank;
hyperelliptical stylus tip; dynamic stabilizer;
Side -Guard stylus -protection system. Frequen-
cy response 10-35,000 Hz; trackability at 10.000
Hz 72 cm/sec; ch sep at 1,000 Hz 25 dB .. $180

MI IIHE Phono Cartridge
Features telescoped stylus shank. hyperellipti-
cal tip, dynamic stabilizer. Side -Guard stylus
protection system; rigid, low -mass converter
allows mounting to either conventional 0.5 -in -
mount tonearms or most P -mount tonearms;
output 5.0 mV at I kHz (5 cm/sec peak veloci-
ty); FR 20-20,000 Hz; sep 25 dB at I kHz;
tracking force 1.25 g. Replacement stylus
NIIIHE $150

MI IOHE Phono Cartridge
Features telescoped stylus shank. hyperellipti-
cal tip, and Side -Guard stylus protection sys-
tem; rigid, low -mass converter allows mounting
to either conventional 0.5 -in -mount tonearms
or all P -mount tone -arms; same specs as
MIII HE. Replacement stylus NIIOHE . $123

M105E Phono Cartridge
Features 0.2 x 0.7 mil elliptical tip and thin -
walled, reinforced aluminum shank. Also fea-
tures Destaticizer brush to clean dust from
record grooves and remove static electricity;
Side -Guard stylus -protection system. Fits most
P -mount tonearms, includes rigid 0.5 -in -mount
converter. Output 5.0 mV at I kHz (5 cm/sec
peak velocity); FR 20-20,000 Hz; sep 25 dB at I
kHz; tracking force 1.25 g. Replacement stylus
N105E $111

VST III Phono Cartridge
MM cartridge. Features beryllium stylus shank;
hyperelliptical stylus tip; telescoped stylus
shank; dynamic stabilizer; Side -Guard stylus -
protection system. FR 10-20,000 Hz; trackabi-
lity at 10,000 Hz 56 cm/sec; ch sep at 1.000 Hz
25 dB $105
VST III -P. As above. P -mount $95

M104E Phono Cartridge
Cartridge with 0.2 x 0.7 mil elliptical stylus -tip
and tubular heat -treated aluminum stylus
shank. P -mount compatible and includes rigid
0.5 -in -mount converter. Output 5.0 mV at I

kHz (5 cm/sec peak velocity); FR 20-20.000 Hz;
sep 25 dB; tracking force 1.25 g. Replacement
stylus N104E $78

SC39EJ Phono Cartridge
Features biradial stylus; Side -Guard stylus -
protection system; output voltage 4 mV; FR 20-
20,000 Hz; ch bal within 2 dB; ch sep 20 dB at
1,000 Hz; tracking force 1.5-3 g; beige stylus
grip $78.30
SC39B. As above, spherical stylus; green stylus
grip $70

M55E Phono Cartridge
MM cartridge. Output 6.2 mV at 5 cm/sec peak
velocity (I kHz); FR 20-20,000 Hz; tracking
force 0.75-2 g; sep 20 dB (1 kHz); 0.2 x 0.7 -mil
biradial (elliptical) stylus; replacement stylus
N55E $73

M44E Phono Cartridge
MM cartridge. Output 9.5 mV at 5 cm/sec peak
velocity (I kHz); FR 20-20,000 Hz; tracking
force 1.75-4 g; sep 20 dB (I kHz); 0.4 x 0.7 -mil
biradial (elliptical) stylus; replacement stylus
N44E $64

M44G Phono Cartridge
Features flip -down stylus guard; IS -micron
spherical stylus tip. Tracking force 0.75-
1.25grams; FR 20-20,000 Hz; ch bal within 2 dB:
ch sep at 1.000 Hz 20 dB; output 6.2 mV 559

M44C Phono Cartridge
Features flip -down stylus guard; 15 -micron
spherical stylus tip. Tracking force 3-5 grams;
FR 20-20,000 Hz; ch bal within 2 dB; ch sep at
1,000 Hz 20 dB; output 6.2 mV $57

M447 Phono Cartridge
Features flip -down stylus guard; 15 -micron
spherical stylus tip. Tracking force 1.5-3 grams;
FR 20-20,000 Hz; ch bal within 2 dB; ch sep at
1.000 Hz 20 dB; output 6.2 mV S57

M99E Phono Cartridge
Heat -treated tubular -aluminum stylus shank
and 0.2 x 0.7 mil elliptical stylus tip. P -mount
compatible; fits conventional 0.5 -in -mount

tonearms with rigid converter. Output 5.0 mV
at I kHz (5 cm/sec peak velocity); Frequency
response 20-20,000 Hz; channel separation 20
dB at I kHz; tracking force 1.25 g. Replacement
stylus N99E $56

SC35C Phono Cartridge
Features spherical stylus; output voltage 5 mV;
FR 20-20.000 Hz; ch bal within 2 dB; channel
separation 20 dB at 1,000 Hz; tracking force 4-5
grams $50

M92E Phono Cartridge
Heat -treated tubular -aluminum stylus shank
and 0.4 x 0.7 mil elliptical stylus tip. P -mount
compatible and fits conventional 0.5 -in -mount
tonearms with rigid converter. Output 5.0 mV
at I kHz (5 cm/sec peak velocity); frequency
response 20-18,000 Hz; channel separation 20
dB at 1.000 Hz; tracking force 1.25 g. Replace-
ment stylus N92E $34

SIGNET
Analog Master Series

AMSOs Phono Cartridge
Bench -crafted, standard -mount, twin -flux de-
sign featuring pcocc wire; gold-plated beryllium
cantilever; square -shank MicroLine stylus. FR
5-37,000 Hz; output 5.0 mV at 1.000 Hz, 5 cm/
sec; tracking -force range 0.8-1.8 g. Cartridge
weight 6 g $350

AM4Os Phono Cartridge
Bench -crafted, standard -mount, twin -flux de-
sign featuring PCOCC wire; tapered beryllium
cantilever; nude straight -line -contact stylus. FR
5-35,000 Hz; output 5.0 mV at 1,000 Hz, 5 cm/
sec; tracking -force range 0.8-1.6 g. Cartridge
weight 6 g $275

AM3Os Phono Cartridge
Bench -crafted, standard -mount, twin -flux de-
sign featuring Pcocc wire; thin -wall alloy ta-
pered cantilever; 0.3 x 0.7 nude elliptical stylus.
FR 5-30.000 Hz; output 5.0 mV at 1.000 Hz. 5
cm/sec; tracking -force range 0.8-1.6 g. Car-
tridge weight 6 g $225

AM2Os Phono Cartridge
Bench -crafted, standard -mount, twin -flux de-
sign featuring cocc wire; thin -wall alloy ta-
pered cantilever; 0.3 x 0.7 nude elliptical stylus.
FR 10-30,000 Hz; output 5.0 mV at 1.000 Hz, 5
cm/sec; tracking -force range 0.9-1.9 g. Car-
tridge weight 6 g $195
AM20p. P -mount version of above $195

AM lOs Phono Cartridge
Bench -crafted, standard -mount, twin -flux de-
sign featuring PCOCC wire; thin -wall aluminum
cantilever; 0.3 x 0.7 mil miniature nude ellipti-
cal diamond stylus. FR 15-25,000 Hz; output 5.0
mV at 1,000 Hz, 5 cm/sec; tracking -force range
1.3-2.3 g. Cartridge weight 6.g $125

MK Micro -Coil Series

AT -0C9 Moving -Coil Phono Cartridge
Features dual MicroCoil design; 0.2 x 0.7 mil
biradial nude diamond stylus; gold-plated be-
ryllium cantilever; PCOCC coils. Output 0.4 mV
at 1,000 Hz 5cm/sec; Frequency response 15-
50,000 Hz; tracking -force 1.25-1.75 g; cartridge
weight 7.8 g $400

MK55e Moving -Coil Phono Cartridge
Features dual MicroCoil design; 0.2 x 0.7 mil
biradial nude diamond; beryllium cantilever;
PCOCC coils. Output 0.3 mV at 5 cm/sec; FR 15-
50,000 Hz; tracking -force range 1.25-1 75 g;
cartridge weight 5 g $250
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CARTRIDGES & TONEARMS
Standard Series

Model 107 Phone Cartridge
Universal -mount, linear -contact stylus. Output
3.0 mV at 1.000 Hz; sep 31 dB at 1,00 Hz; FR 10-
30.000 Hz; tracking force 1.6 g $150

Model 105 Phono Cartridge
Universal -mount, 0.3 x 0.7 -mil elliptical stylus;
output 5.0 mV at 1,000 Hz at 5 cm/sec; sep 29
dB at 1,000 Hz: FR 15-27,000 Hz; tracking force
1.6g $110

Model 103 Phono Cartridge
Universal -mount, 0.4 x 0.7 -mil elliptical stylus;
output 5.0 mV at 1,000 Hz at 5 cm/sec; FR 15-
25,000 Hz; sep 29 dB at 1,000 Hz; tracking
force 1.6 g $90

Model 101 Phono Cartridge
Universal -mount; 0.6 -mil stylus; output 5.0 mV
at 1,0(X) Hz at 5 cm/sec; FR 20-20.000 Hz: sep 24
dB at 1.000 Hz; tracking force 1.6 g $60

Model 100 Phono Cartridge
0.5 -in mount: 0.4 x 0.7 -mil elliptical stylus;
output 4.2 mV at 1.000 Hz at 5 cm/sec; FR 20-
22,000 Hz; sep 22 dB at 1.000 Hz; tracking
force range 1.5-2.5 g $60

SUMIKO
Kiseki Series

Lapis Lazuli Moving -Coil Phono Cartridge
sic cartridge with hyper -elliptical stylus, made
of lapis lazuli. Diamond cantilever. Output 0.4
mV. Cartridge weight I 1 g $5,600

Blackheart Moving Coil Phono Cartridge
Special hyper -elliptical stylus; boron cantilever.
I R 20-50.000 Hz: output 0.4 mV; ch sep 30 dB;
tracking force 1.8 g; total weight 7.5 g $2,500

Agaat Ruby Moving -Coil Phono Cartridge
Mc cartridge with hyper -elliptical stylus. Ruby
cantilever. Output 0.4 mV; FR 20-50,000 Hz; ch
sep 30 dB; tracking force 2 g. Cartridge weight
II g $1,250
Purple Heart Sapphire. As above, sapphire can-
clic er; sendust armature. Cartridge weight 7.5
g $975
Blue Gold. As above, aluminum body; boron
overlay cantilever. Cartridge weight II g. $600

Virtuoso Series

Virtuoso DTi Moving -Coil Phono Cartridge
MC cartridge with diamond -titanium cantilever.
van den Hul stylus. Output 1.8 mV; FR 15-
32,000 Hz; tracking force 1.8-2.2 g. Cartridge
weight 7.5 g $1,200
Virtuoso Boron. As above. boron cantile-
% cr $850

4Ichemist Series

Alchemist IIIS Moving -Coil Phono Cartridge
Samarium -cobalt magnet; zinc body; sapphire
rod cantilever and van den Hul stylus. Output
1.8 mV; FR 10-60.000 Hz; ch sep 30 dB; tracking
force 1.8-2.2 g. Cartridge wt 6.7 g $495
Alchemist 11B. As above, boron cantilver. FR
I 5-32 MOO Hz; ch sep 35 dB $475

Alchemist IAT Moving -Coil Phono Cartridge
Aluminum/magnesium cantilever and elliptical
stylus. FR 20-40.000 Hz: ch sep 25; tracking
force 1.5-2.1 g. Cartridge weight 6.7 g $300

Talisman Series
Talisman SvdH Moving -Coil Phono Cartridge
Van den Hul stylus. Sapphire -tube cantilever.

Output 0.26 mV; FR 10-60,000 Hz; ch sep 30 dB;
tracking force 1.8-2.2 g. Wt 6.3 g $235
Talisman BvdH. As above, boron cantilever. FR
10-50,(X)0 Hz: tracking force 1.5-2.1 g $195
Talisman AT. Similar to above, aluminum/mag-
nesium cantilever and elliptical stylus. Output
0.20 mV; FR 20-40,000 Hz; ch sep 25 dB $225

Sumiko Blue Point MC Phono Cartridge
Elliptical stylus. Standard or P -mount. Output
3 mV: FR 15-35,000 Hz; ch sep 32 dB; tracking
force 1.25-1.7 g. Cartridge wt 5.9 g $125

Pearl Phono Cartridge
Elliptical stylus. Output 5 mV; FR 12-30.000 Hz:
ch sep 30 dB: tracking force 1.5-2.0 g. Cartridge
weight 6 g $75

Black Pearl Phono Cartridge
Elliptical stylus. Output 5 mV: FR 18-27.000 Hz;
ch sep 28 dB: tracking force 1.5-2.0 g. Cartridge
weight 6 g $50

Oyster Phono Cartridge
MM cartridge with spherical stylus. Output 4
mV; FR 30-20.000 Hz; ch sep 25 dB; tracking
force 1.5-2.5 g. Cartridge weight 5.3 g $30

Tonearms
Each of the tonearms have cueing. antiskating
and vertical -tracking -angle adjustment.

SME Series V Straight Tonearm
Pivoted tonearm with I -piece magnesium cast-
ing from headshell to rear of counterweight
rails. Features captive ball -race bearings; all
silver wiring. Tracking force 0-3 g; overall
length 11 YI I in $2,250

Series IV. Similar to Series V except Asec-3
bearings; static balanced vertical tracking;
manually adjusted arm height $1,500

SME 309 Tonearm
Pivoted tonearm with fixed cartridge mount.
Tracking force 0-3 g; effective length 91/4 in;
overall length 111/4 in $950

Premier F11-4. Pivoted tonearm with fixed
mount features azimuth -adjustable damped
tube; VTA lift base: silver wiring. Tracking force
0-3 g: overall length 12 in $550
Premier FT -3K. As above, no vTA lift base, OFC
wire $395

Premier Studio Tonearm
Pivot design with azimuth adjustable remov-
able headshell. Internally damped armtube: sil-
ver wire. overall length 12 in $400

Premier MMT Tonearm
Pivoted tonearm with removable shell mount.
Features adjustable azimuth. Tracking force 0-
3 g; overall length 12 in $290

TECHNICS
EPA 250 S -Shaped Tonearm
Balanced tonearm with decoupled counter-
weight. Tracking force range 0-2 g; effective
mass 14 g; stylus overhang 15 mm: overall
length 343 mm: effective length 250 mm $800

EPC-P550 Phono Cartridge
0.3 x 0.7 -mil elliptical diamond and ultra -low -
mass cantilever. Output 2.5 mV at 5 cm/sec;
sep 25 dB at 1.000 Hz: tracking force range 2.5
g ± 0.25 g: cartridge weight 6 g $140

EPC-P540 l'hono Cartridge
Output 2.5 mV cm/sec; sep 25 dB at 1.000 Hz;
tracking force 1.25 ±0.25 grams; cartridge
weight 6 grams $110

EPC-P530 Phono Cartridge
Output 2.5 mV at 5 cm/sec: sep 25 dB at I kHz:
tracking force 1.25 ±0.25 grams: cartridge
weight 6 grams $80

THRESHOLD
Renaissance Moving -Coil Phono Cartridge
Features neodymium -iron -boron magnet, pro-
prietary coil winding; stylus configuration is
miniature microridge diamond in ultra -thin bo-
ron rod. Body reinforced nonresonant resin
compound. FR 8-75.0(X) Hz: ch sep >30 dB at
1.000 Hz. input loading 100-1,000 ohms; track-
ing force 1.9 grams: 5 grams $1,400

VAN DEN HUL
MM -I System Phono Cartridge $350

Moving -Coil Phono Cartridges
The generator. suspension system, super -hard-
ened boron cantilever, and stylus are designed
by A.J. van den Hul and appear in the following
cartridges. Aluminum housing has reference
lines for adjustments and each cartridge comes
with a 2 -point alignment gauge and a spit -level
balance to adjust azimuth: mounting holes are
threaded for quick set up.

Grasshopper $2,700

MC -One Moving -Coil Phono Cartridge
For use with high-performance preamps. Fast
action/reaction between stylus/record groove.
Output 0.6 mV; tracking force 1.3-1.5g $1.075
Available in 47-kilohm version $1,175

VECTOR RESEARCH
VPM-105 Phono Cartridge
Diamond stylus: dual moving -magnet; low
mass; premounted in VTI85 head shell ... $60

VPM-103 Phono Cartridge
Diamond stylus; dual moving -magnet; low
mass; plug-in P -mount T4P $50

WHEATON MUSIC
Tri-Planar II Tonearm
Features mono -crystal wiring from headshell to
output -box chassis mounts; handmade. pol-
ished needle cones; lead -insert at headshell.
Stylus -to -pivot distance 250 mm: offset angle
22'; overhang 16.5 mm $1.795

YAMAHA
MC -100 Moving -Coil Phono Cartridge
Features cross -matrix air -core moving -coil sys-
tem: pure -beryllium tapered -tubular cantilever;
metal housing for high magnetic -flux density;
equalizing damper; high-energy samarium -co-
balt magnet. 0.5 lb $300

MC -I0 Moving Coil Phono Cartridge
Features cross -matrix moving -coil system: alu-
minum -tapered tubular cantilever; equalizing
damper; metal housing assembly; one -point
suspension. 0.5 lb $120

MC -21 MC/MM Phono Cartridge
Features MC/MM phono input compatibility;
cross -matrix MC system; aluminum tapered -tu-
bular cantilever; equalizing damper; one-piece
housing. Cartridge weight 0.5 lb $70

Abbreviations used within this
buyers' guide are explained

on pages 239-245.
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SPEAKERS

ACOUSTIC INTERFACE
All Acoustic Interface speakers have a I5 -year
limited warranty.

Sound Prism 3 -Way Powered Speaker
Vented -horn speaker with 24 x 52 -in compres-
sion woofer, 13 x 22 -in horn midrange. 71/4 x 3 -
in horn tweeter, built-in triamplification (1.500
W/woofer, 300 W/midrange, 100 W/tweeter).
Features infrared or fiber-optic transmitter
from preamplifier to speaker; tweeter transient -
overload protection; over -voltage, over -cur-
rent, thermal overload, clipped, and oc signal
protection. Midrange, tweeter -level controls;
oiled walnut or oak finish. FR 10-20,000 Hz ± I
dB; sens 105 dB sn./W/m; 0.09% THD at 100 dB
from 10-20.000 Hz; crossovers points 550 and
5,000 Hz; imp 8 ohms; 27 x 80 x 36 in; 500 lb
ea $30,000/pr

Sound Portal 3 -Way Speaker
Vented -horn speaker with 24 x 32 -in compres-
sion woofer. 19 x 7 -in horn midrange. 5 x 5 -in
horn tweeter. Features tweeter transient -over-
load protection; midrange -tweeter level con-
trols; oiled walnut or oak cabinet. FR 15-20,000
Hz ±2.5 dB; 0.1% Tim at 100 dB from 15-
20.000 Hz; crossover points 800 and 5.000 Hz:
sens 101 dB sm../W/m; min power 15 W; imp 8
ohms; 251/2 x 72 x 24 in; 175 lb ea... $10.000/pr

Studio Reference 3 -Way Speaker
Vented speaker with 12 -in woofer, 15 x 4 -in
horn midrange; 51/4 x 2 -in horn tweeter. Fea-
tures tweeter transient -overload protection;
midrange, tweeter -level controls; oiled walnut
or oak cabinet; black cloth grille. FR 22-20.000
Hz ±2.5 dB; 0.3% THD at 100 dB from 22-
20,000 Hz; crossover points 880 and 5.000 Hz:
sens 98 dB sPUW/m; min power 15 W; imp 8
ohms; 181/2 x 48 x 16 in; 102 lb ea.... $3,180/pr

Tremor Subwoofer
Vented subwoofer with 2 woofers in separate
subenclosures. Features oiled walnut or oak
cabinet; black cloth grille. FR 29-200 Hz ±2.5
dB: 1% THD at 100 dB; sens 96 dB sPL/W/m; min
power 15 W; imp 8 ohms; 27 x 631/4 x 16 in; 150
lb $1.090 ea
With 800 W/ch internal amplifier $1,790 ea

Professional Series II 3 -Way Speaker
Vented speaker with I2 -in woofer; 2 -in dome
midrange: I -in dome tweeter. Features mid-
range -tweeter -level controls; oiled walnut or
oak cabinet; black cloth grille. FR 29-20,000 Hz
± 2.5 dB: 0.9% THD at 100 dB from 29-20,000
Hz: crossover points 800 and 6.600 Hz; sens 95
dB sm../W/m; min power 15 W; imp 8 ohms; 181/2
x 36 x 16 in; 80 lb ea $1,780/pr

Transcendent 2 -Way Speaker
Vented speaker with I2 -in woofer, 11/4 -in dome
midrange/tweeter. Features midrange -tweeter -
level controls; oiled walnut or oak cabinet;

black cloth grille. FR 38-20,000 Hz 2.5 dB; 1%
THD at 100 dB from 38-20.000 Hz; crossover
point 1.900 Hz; sens 94 dB sPL/W/m; min power
15 W; imp 8 ohms; 16 x 24 x 141/2 in; 51 lb
ea $980/pr

Intimate 2 -Way Speaker
Acoustic -suspension speaker with 10 -in woof-
er, I -in dome tweeter. Tweeter -level control;
oiled walnut or oak cabinet; black cloth grille.
FR 49-20.000 Hz 2:2.5 dB: 2% total harmonic
distortion at 100 dB from 49-20,000 Hz, cross-
over point 5,000 Hz; sens 93 dB sPUW/m;
minimum power 15 W; impedance 8 ohms; 12 x
19 x 12 in: 29 lb ea $580/pr

Shadow 2 -Way Speaker
Acoustic -suspension speaker with 8 -in woofer,
I -in dome tweeter. Features cylindrical cabinet
covered with black cloth grille. FR 69-20,000 Hz

2.5 dB; 2% filo at 100 dB from 69-20,000 Hz;
crossover point 5.000 Hz; sens 91 dB sPt./W/m;
min power 15 W: imp 8 ohms; 241/2 high x 81/4 in
diameter $380/pr

Angstrom 2 -Way Speaker
Acoustic -suspension speaker with 61/2 -in woof-
er. I -in dome tweeter. Features charcoal enam-
el cabinet; black cloth grille. FR 78-20,000 Hz
-172.5 dB: 2% THD at 100 dB from 78-20,000 Hz:
crossover point 5.000 Hz; sens 90 dB spiJW/m;
min power 15 W; imp 8 ohms. 71/2 x 1271/4 x 61/2
in; 9 lb ea; walnut or oak finish $350/pr
Charcoal -enamel finish $251)/pr

ACOUSTIC RESEARCH
STC 660 Subwoofer/Satellite System
Series Tuned Cavity system featuring two 6 -in
woofers; enclosure uses two tuned cavities in
series configuration. Satellites feature magneti-
cally -shielded -drivers in black cabinet with
choice of oak or walnut trim $588/sys

IMS 660 Subwoofer/Satellite System
Acoustic -suspension satellite system: sub -
woofer uses 2 tuned cavities in series configura-
tion. Crossover point 5,000 Hz. Power handling
75-180W; sens 92 dB; FR 55-40,000 Hz. Black
finish $500/sys

AR 102 2 -Way Speaker
Acoustic -suspension system consists of I -in
polycone tweeter with liquid cooling and 6 -in
polypropylene long -throw woofer; tetra -helix -
like tweeter. Max power 65W; frequency re-
sponse 72-25.000 Hz: sens 88 dB; imp 6 ohms.
Metallic gray cabinets and black trim. 71/2 x 121/4
x 61/2 in; 6.3 lbs ea $200/pr

TSW-A Series
Features polypropylene woofers and midrange
drivers.

TSW 910-A 4 -Way Speaker
Floor -standing acoustic -suspension column

speaker with Tetra -Helix tweeter -mounting
plate. Features two 12 -in woofers (one front -

firing, one rear -firing); 8 -in lower -midrange
driver; two 61/2 -in midranges; I -in titanium -
dome liquid -cooled tweeter with acoustic lens;
split crossover network. Power handling 35-400
W; imp 4 ohms; Fs 28-32,000 Hz -3 dB; cross-
over points 200, 550, 5,500 Hz; sens 90 dB with
2.83 V rms input at I meter on axis. Solid
walnut or oak top/bottom with cloth -covered
black -vinyl -veneer cabinet and black grille
cloth. 153/4 x 523/4 x 181/2 in: 140 lb ... $2.200/pr

TSW 710-A 3 -Way Speaker
Floor -standing acoustic -suspension column
speaker with Tetra -Helix tweeter -mounting
plate. Features two 8 -in filled polypropylene -
cone long -throw woofers: 61/2 -in filled polypro-
pylene -cone midrange in subenclosure;
titanium -dome liquid -cooled tweeter. Power
range 15-175 W; imp 4 ohms; FR 40-40,000 Hz
-3 dB; crossover points 250, 5.000 Hz; sens 90
dB SPL with a 2.83 V rms drive level input at 1
meter on axis. Solid hardwood top and bottom
(walnut or oak) with black -vinyl -veneer cabinet
and black grille cloth; 14'/4 x 381/2 x IVA in; 46
lb $1,200/pr

TSW 610-A 3 -Way Speaker
Floor -standing acoustic -suspension speaker
with Tetra -Helix tweeter -mounting plate. Fea-
tures 12 -in woofer; 61/2 -in midrange; Y4 -in titani-
um -dome liquid -cooled tweeter with acoustic
lens. Power range 15-175 W; imp 4 ohms; FR 40-
40,000 Hz -3 dB; sens 90 dB with 2.83 V rms
input at 1 meter on axis. Solid walnut or oak top
and bottom with black -vinyl -veneer cabinet
and black grille cloth. 14 x 321/4 x 131/4 in; 57
lb $1,000/pr

TSW 510-A 3 -Way Speaker
Floor -standing acoustic -suspension speaker
with Tetra -Helix tweeter -mounting plate. Fea-
tures 10 -in woofer; 61/2 -in midrange; 1/4 -in titani-
um -dome liquid -cooled tweeter with acoustic
lens. Power range 15-150 W; imp 4 ohms; FR 44-
40.000 Hz -3 dB; sens 90 dB with 2.83 V rms
input at I meter on axis. Solid walnut or oak top
and bottom with black -vinyl -veneer cabinet
and black grille cloth. 14 x 301/4 x 131/4 in; 49
lb $800/pr

TSW 410-A 3 -Way Bookshelf Speaker
Bookshelf acoustic -suspension speaker with
Tetra -Helix tweeter -mounting plate. Features
8 -in woofer; 61/2 -in midrange; 1/4 -in titanium -
dome liquid -cooled tweeter with acoustic lens.
Power range 10-100 W; imp 4 ohms; FR 46-
40,000 Hz, -3 dB; sens 89 dB with 2.83 V rms
input at I meter on axis. Solid walnut or oak top
and bottom with black -vinyl -veneer cabinet
and black grille cloth. 121/4 x 241/2 x 11% in; 30.5
lb $600/pr

TSW 3I5 -A 3 -Way Bookshelf Speaker
Bookshelf acoustic -suspension speaker with
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By making our speakers available to you

directly from our factory, we can offer them at

half the price the same speakers would cost

in a store, saving you hundreds of dollars.

Icon speakers are built from the world's

finest components. These include metal dome

tweeters from Norway, polypropylene

woofers from Denmark, audiophile -grade

polypropylene capacitors from France, by-

passed with our own proprietary polystyrene

capacitors made in the U.S., internal wiring

from AudioQuestTM, and two pair of gold Tiffany

bindinc posts set up for optional bi-wiring.

The 43200 Minute, No Pressure Audition.

At Icor we give you the chance to audition

our speakers in the one place that really

matters: your own home. Just call our toll -

free number and we'll ship a pair of Icon

speakers directly to you via Federal Express:

at our expense. Once you receive your

speakers, you'll have 30 days to try them,

without a salesman looking over your

shoulder, without any pressure, and without

risk. If after 30 days you're not happy, just

give us a call and we'll send Federal Express'

out to retrieve the speakers at your home,

again at our expense. It's that simple.

- - 6 - E. 6 2

Shown: The Parsec, $1495 per pair, also available, The Lumen, $695 per pair.
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Overwhelming envy could interfere with

their listening pleasure when you play a few

of your favorite tracks for them.

Your friends will remember the great

sounding receivers we built back in the

Sixties that reproduced the music of Clapton,

Jimi Hendrix and The Doors. You can just

imagine what our FM sounds like now with

improvements such as balanced mixers and

a MOSFET front end. A heavy duty power

Don't 1
Frienc

Expens
supply, bypassable tone controls and a low

noise motorized volume control help ensure

the cleanest, most distortion free amplification

whatever the signal source.

Because you demand that your receiver

is your Audio/Video command center, we

provide input jacks for CD, Phono, Video 1

and 2. Tape 1 and DAT/Tape 2. To enhance

your home theater experience our engineers

have added Dolby® Surround and a remote

control to harness all this power from the

best seat in the house.

Yes, the RV -13,10R does look expensive.

That's because we haven't gone away from
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How
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an all -aluminum cabinet or cheapened the Too much for your friends to believe?

faceplate with seldom used features, instead Well, we include a Certificate of Performance

we neatly concealed them behind a smoothly to verify that we test every unit to guarantee

articulated fold -down thxr. that they meet or exceed every specification.

So after you've installed your Sherwood

RV -1340R, cranked up the volume, and

impressed your most critical friends with your

sound judgement, please don't tell them how

expensive it is.

Sherwood
The Music lc Right On The Money
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SPEAKERS
Tetra -Helix tweeter -mounting plate. Features
61/2 -in woofer; 61/2 -in woofer/midrange: Y4 -in ti-
tanium -dome liquid -cooled tweeter with Tetra -
Helix mounting plate. Power range 10-100 W:
imp 4 ohms; FR 48-40,000 Hz -3 dB; crossover
points 450. 3,800 Hz; sens 89 dB with 2.83 V
rms input at I meter on axis. Solid walnut or
oak top and bottom with black -vinyl -veneer
cabinet and black grille cloth. 12'/4 x 221/2 x II Y4
in; 30.5 lb $550/pr

TSW 210-A 2 -Way Speaker
Bookshelf acoustic -suspension speaker with
Tetra -Helix tweeter -mounting plate. Features
8 -in woofer; -1/4-in titanium -dome liquid -cooled
tweeter with acoustic lens. Power range 10-100
W; imp 8 ohms; FR 54-40,000 Hz -3 dB; sens 87
dB with 2.83 V rms input at 1 meter on axis.
Solid walnut or oak top and bottom with black
vinyl -veneer cabinet and black grille cloth. 9Y4
x 173/4 x 81/4 in; 15.3 lb $380/pr

TSW 110-A 2 -Way Speaker
Bookshelf acoustic -suspension speaker with
Tetra -Helix tweeter -mounting plate. Features
61/2 -in woofer; Y4 -in titanium -dome liquid -
cooled tweeter with acoustic lens. Power range
10-75 W; imp 8 ohms; FR 68-40,000 Hz -3 dB;
sens 88 dB with 2.83 V rms input at I meter on
axis. Solid walnut or oak top and bottom with
black -vinyl -veneer cabinet and black grille
cloth. 9Y4 x 15 x 831 in; 14 lb $280/pr

Spirit Series

Model 162 3 -Way Speaker
Acoustic -suspension design with coupled car-
bon -loaded polypropylene woofer and I -in
treated -cloth dome liquid -cooled tweeter. OFC
internal wiring; gold-plated 5 -way binding
posts; high-speed film, caps in HF networks;
biwire and biamp capabilities; frameless grille:
walnut or black -ash woodgrain vinyl finish.
Power handling 10-175 W; frequency response
45-22.000 Hz -3 dB; sens 91 dB: imp 4 ohms.

x 363/4 x 131/4 in; 43.3 lb $ I ,200/pr

Model 152 2 -Way Speaker
Acoustic -suspension speaker for close -to -wall
mounting. Features 8 -in polypropylene -cone
woofer and I -in cloth -dome tweeter; dual -den-
sity baffle; OFC internal wiring; gold-plated 5 -
way binding posts; high-speed film caps in HF
networks; biwire capability; walnut -veneer fin-
ish. Power handling up to 125 W; FR 55-22,000
Hz 1-.3 dB. 9 x 171/2 x 11 in; 19.5 lb .... $950/pr

Model 142 3 -Way Speaker
Acoustic -suspension design with carbon -load-
ed polypropylene woofer and liquid -cooled
tweeter; direct -coupled woofer and midbass;
OFC internal wiring; gold-plated 5 -way binding
posts; high-speed film caps in HF networks;
biwire and biamp capabilities; frameless grille.
Walnut or black -ash woodgrain vinyl finish.
Power handling 10-100 W; FR 52-25.000 Hz -3
dB; sens 90 dB; imp 4 ohms. 9'/s x 25541 x 11 in;
23.3 lb $800/pr

Model 132 2 -Way Speaker
Acoustic -suspension design with carbon -load-
ed polypropylene woofer and I -in treated -cloth
dome liquid -cooled tweeter; direct -coupled
woofer; OFC internal wiring; gold-plated 5 -way
binding posts; high-speed film caps in HF net-
works; frameless grille. Walnut or black -ash
woodgrain vinyl finish. Power handling 10-100
W; FR 55-22,000 Hz -3 dB; sens 90 dB; imp 8
ohms. 91/4 x 171/2 x 10 in; 16 $500/pr

Model 122 2 -Way Speaker
Acoustic -suspension design with carbon -load-
ed polypropylene woofer and liquid -cooled

tweeter; direct -coupled woofer; OFC internal
wiring; gold-plated 5 -way binding posts; high-
speed film caps in HF networks; frameless
grille. Walnut or black -ash woodgrain vinyl
finish. Power handling 10-80 W; FR 62-25,000
Hz -3 dB; sens 90 dB; imp 8 ohms. 71/2 x 15% x
8Y4 in; 11.25 lb $350/pr

Model 112 2 -Way Speaker
Acoustic -suspension design with treated paper
woofer and liquid -cooled tweeter; direct -cou-
pled woofer; OFC internal wiring; gold-plated 5 -
way binding posts; high-speed film caps in FIE
networks; frameless grille. Walnut or black -ash
woodgrain vinyl finish. Power handling 10-60
W; FR 65-25,000 Hz -3 dB; sens 90 dB; imp 8
ohms. 71/2 x 14 x 73/4 in; 9.25 lb $300/pr

Partners Series

AR Powered Partners 850 2 -Way Speaker
Powered bookshelf acoustic -suspension speak-
er. Features 8 -in polypropylene woofer and 11/4 -
in liquid -cooled cone tweeter. Acbc inputs;
power on/off; LED power -on indicator; concen-
tric rotary volume control; 3.5 -mm stereo re-
ceptacle for audio input; two -pin DIN plug for
audio output to passive speaker. Black -vinyl -
veneer finish, black cloth grille. 17 lb .. $475/pr

AR Powered Partners 570 2 -Way Speaker
Self-contained powered speaker system with
shielded drive units and versatile mounting sys-
tem. Features 5 -in long -throw woofer and I -in
liquid -cooled tweeter. Power on/off; LED pow-
er -on indicator; rotary volume, bass and treble
control; crossover at 5.000 Hz. Frequency re-
sponse 40-25,000 Hz; amp power 35 W $475,pr

Rock Partner 2 -Way Speaker
Acoustic -suspension floor -standing or book-
shelf speaker with 8 -in long -throw woofer and
I'/4 -in liquid -cooled cone tweeter. Triangular
shape with versatile mounting options. FR 65-
22.000 Hz .3 dB; max power MO W rms; sens
88 dB sPL/W/m; crossover point 4.000 Hz; imp
8 ohms. Black -vinyl -veneer $300/pr

Powered Partners 420 2 -Way Speaker
Self-contained powered speaker system with
magnetic shielding; versatile mounting system.
Features 4 -in long -throw woofer and liquid -
cooled 2 -in tweeter; AC/IX' power supply. Amp
power 24 W; FR 60-20,000 Hz; crossover point
5,000 Hz. 5 lb $275/pr

Patio Partners 2 -Way Speaker
Features a 4 -in polypropylene woofer and I -in
liquid -cooled polymer tweeter. Plastic case;
cloth grille available in assorted colors. Power
handling 7-75 W; FR 90-25,000 Hz -3 dB. sens
91 dB SPI. 2.83 V/W/m; crossover point 4,000
Hz; imp 4 ohms. 4 lb $220/pr

ADC
Soundlmage 5502/5504 3 -Way Speaker
8 -in woofer; 8 -in passive radiator; 4 -in mid-
range: two '/-in tweeters. Power handling 200
W; FR 44-20,000 Hz ±3 dB; sens 90 dB; imp 6
ohms; crossover points 500 and 4,000 Hz.
Black or walnut. 29Y4 x 14 x 11'/4 in $700

Soundlmagu 5202/5204 3 -Way Speaker
61/2 -in woofer: 61/2 -in passive radiator; 31/4 -in
ferrofluid cooled midrange; two 1/2 -in tweeters.
Power handling 150 W; FR 49-20.000 Hz -± 3 dB;
sens 90 dB; imp 6 ohms; crossover points 1.800
and 4,500 Hz. Black or walnut finish. 28 x 113/4
x 71/4 in; 25 lb $500

Soundshaper 3025 Subwoofer/Satellite System
2 -way model 3010 bookshelf -size speaker and

Model 3015 subwoofer. Model 3010 features 4 -in
woofer and 1/2 -in dome tweeter, ferrofluid-cooled
tweeter; wall -mounted bracket. FR 85-24,000 Hz
± 3 dB; sens 88 dB -± I dB st.t./W/m; imp 6 ohms;

power handling 50 W rms, 150 W max; crossover
point 5,000 Hz. Model 3015 subwoofer features
8 -inch woofer. FR 41-165 Hz ±3 dB; sens 88 dB
-± I dB sinJW/m; imp 4 ohms ± 10%; power
handling 50 W rms, 150 W max; crossover point
110 Hz. Satellites 11 x 7 x 57/s in, 5.5 lb; sub -
woofer 71/2 x11 x 17 in. 15.5 lb $500
Soundshaper 3010. Satellite pair from
above $$270
Soundshaper 3015. Subwoofer from Model 3025
system $230

Soundlmage 5002/5004 3 -Way Speaker
Vented bookshelf speaker with 61/2 -in woofer:
3 -in ferro-fluid cooled midrange; two 1/2 -in

tweeters. Power handling 100 W; FR 65-20.000
Hz ± 3 dB; sens 89 dB; imp 6 ohms; crossover
points 1,800 and 4,500 Hz. Black or walnut
finish. 11Y4 x 15 x 73/4 in; 13 lb $400

Soundlmage 3160/3166 Subwoofer/Satellite
Satellite pair with 31/4 -in woofers. 4 -in passive
radiators. ferrofluid cooled 1/2 -in tweeters. 8 -in
subwoofer with dual voice coil, vented design.
Wedge-shaped satellites are shielded and de-
signed for imaging within 90 degrees. Power
handling 100 W; frequency response 45-18.000
± 3 dB; imp 6 ohms; crossover points 200 and
500 Hz. Subwoofer in black finish; satellites in
black or white finish. Subwoofer: 81/2 x II x 17
in; satellites 71/2 in high. 30 lb $400

Ant .Somitlhaper 3025

a/ci/s/
Monitor Series

M15/90 3 -Way Speaker
Vertically aligned drivers (two 10 -in woofers
and 5 -in midrange in separate subenclosure. I -
in dome tweeter); woofers near floor, midrange
at top, to control boundary effects. Features
copolymer diaphragms; 4th -order (24 dB per
octave) Linkwitz-Riley crossovers at 200 and
2.000 Hz; stainless -steel voice -coil former:
magnetic cooling fluid in midrange and tweeter;
biwire compatible. Frameless perforated -
steel grilles; walnut -veneer or black finish.
Power handling 300 watts continuous; fre-
quency response 26-22.000 Hz ± 3 dB; sensitiv-
ity 87 dB sound-pressure-level/watts/meter;
impedance 4 ohms. 111/2 x 471/4 x 15Y4 in:
110 lb ea $2,600/pr
M12/90. Similar to M15/90 except 8 -in woofers.
Power handling 250 watts continuous; frequen-
cy response 34-22,000 Hz ±3 dB; sensitivity 87
dB set/W/m; 101/2 x 431/4 x 141/4 in; 83 lb
ea $ I ,800/pr
M9/90. Similar to M12/90 except 11/2 -in mid-
range and one 8 -in woofer; crossover points 700
Hz and 6,000 Hz. Power handling 150 W cont;
FR 38-22.000 Hz ± 3 dB. 111/2 x 371/4 x 13 in; 40 lb
ea $1,000/pr
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SAT Series

SAT7 3 -Way Speaker
7 -in woofer. 11/4 -in copolymer dome midrange,
and I -in polypropylene dome tweeter; 4th -or-
der Linkwitz-Riley crossover network; acousti-
cally isolated floating -baffle design. Can be
intergrated with a/d/s/ SUBIO or SUBI2 sub -
woofer. Power handling 150 watts continuous;
frequency response 40-20.000 Hz; crossover
points 700. 4.000 Hz, 24 dB/octave; imp 4
ohms. Walnut -veneer and black finish. 81/4 x
171/4 x 10% in $1,400/pr

SAT6 2 -Way Speaker
Features cabinet designed by Frogdesign; 6 -in
woofer and I -in polypropylene -dome tweeter;
4th -order Linkwitz-Riley crossover network;
acoustically isolated floating -baffle design. Can
be intergrated with a/d/s/ SUBIO or SUBI2
subwoofer. Power handling 100 W cont; FR 50-
20.000 Hz; crossover point 2.000 Hz, 24 dB/
octave; imp 4 ohms. Walnut -veneer and black
finish. 73/8 x 13 x 9 in 5800/pr

SATS 2 -Way Speaker
Features cabinet designed by Frogdesign; 5 -in
woofer and 1 -in polypropylene -dome tweeter;
4th -order Linkwitz-Riley crossover network;
acoustically isolated floating -baffle design. Can
be intergrated with a/d/s/ SUBIO or SUBI2
subwoofer. Power handling 75 W cont; FR 60-
20,000 Hz; crossover point 2.000 Hz, 24 dB/
octave; imp 4 ohms. Walnut -veneer and black
finish. 117/Kx 171/4 x 103 in $650/pr

Compact Monitor Series

I.9e 3 -Way Bookshelf Speaker
Vertically aligned drivers (81/4 -in Stifflite woof-
er. 11/4 -in midrange, and I -in copolymer soft -
dome tweeter): woofer driven by wet wound,
two -layer, oxygen -free copper voice coil
wound on stainless -steel former; tweeter driven
by oxygen -free copper voice coil wound on
Kapton former. Linkwitz-Riley crossover at
2.000 Hz. Glass fiber damping, acoustic -sus-
pension enclosure with diffraction -corrected
front baffle and flush driver mounting; black
fabric grille: walnut -veneer or matte -black lam-
inate finish. Power handling 125 W cont: FR 38-
22.000 Hz -± 3 dB: sens 92 dB sPUWm; imp 4
ohms; 111/4x 211/4 x 101/4 in; 40 lb ea 5800/pr
Itle. Similar to above, lacks midrange driver.
Walnut or matte -black laminate finish. Power
handling 125 W cont; FR 44-22,000 Hz ± 3 dB;
sens 91 dB sPUW/m; imp 4 ohms; II x 19% x
101/4 in; 25 lb ea $550/pr
L7e. Similar to above except 71/4 -in woofer.
Matte -black finish. Power handling 100 W cont;
FR 46-22,000 Hz ft.- 3 dB; sens 89 dB sPUW/m;
imp 4 ohms; 10 x 171/4 x 91/4 in; 19 lb ea 5400/pr

Miniature Speakers

lA00e 2 -Way Speaker
Acoustic -suspension design with 7 -in long -ex-
cursion Stifflite woofer. I -in copolymer tweet-
er. Features aluminum enclosure (black tex-
tured urethane with convex -steel grille): wall
mountable. Power handling 100 W cont; FR 60-
20,000 Hz w 3 dB; crossover 2.000 Hz with 12
dB/octave slope: sens 88 dB sPuW/m; imp 4
ohms. Black or white finish. 7YK x 111/4 x 71/4
in S650/pr

L300e 2 -Way Speaker
Acoustic -suspension design with 51/4 -in long -
excursion Stifflite woofer. I -in copolymer
tweeter. Features aluminum enclosure (black
textured urethane with convex -steel grille):
wall mountable. Power handling 75 W cont; FR
60-20.000 Hz ±3 dB; crossover 2.000 Hz with

12 dB/octave slope; sens 88 dB sPuW/m; imp 4
ohms. Black or white. 6 x 81/4 x 6 in ...S510/pr

L200e 2 -Way Speaker
Acoustic -suspension design with 4 -in long -ex-
cursion woofer, I -in copolymer tweeter:
brushed -aluminum enclosure (textured ure-
thane with convex -steel grille); wall mountable.
Power handling 50 W cont; FR 85-20,000 Hz -± 3
dB; crossover 2,000 Hz with 12 dB/octave
slope; sens 86 dB sPUW/m; imp 4 ohms. 41/4 x
61/4 x 87/K in 5400/pr

Subwoofer Systems

SUBI2 Powered Subwoofer
I2 -in woofer in bandpass enclosure. Features
350-W amplifier with auto/manual turn -on; bal-
anced -bridge driver -control system; 4th -order
Linkwitz-Riley active crossover network: se-
lectable crossover points adjust low and high-
pass simultaneously. Compatible with SAT
speaker series. Subwoofer level adjustable
from - 12 to +6 dB; crossover points 63, 80.95
Hz low pass and high pass. Walnut veneer and
black finish. 19 x 17% x 19 in $1,500 ea

SUBIO Power Subwoofer
10 -in woofer In bandpass enclosure. Features
150-W amplifier with auto/manual turn -on: bal-
anced -bridge driver -control system: 4th -order
Linkwitz-Riley active crossover network; se-
lectable crossover points adjusts low and high
pass simultaneously. Compatible with SAT
speaker series. Subwoofer level adjustable
from - 12 to +6 dB: crossover points 63.80, 95
Hz low pass and high pass. Walnut -veneer and
black finish. 19 x 211/4 x 19 in 5900 ea

SW5 Powered Subwoofer
I2 -in subwoofer with active crossover network
and dedicated 350-W amplifier. Linkwitz-Riley
crossover wish adjustable crossover points;
level control $1.000 ea

SW4 Subwoofer
10 -in subwoofer in bandpass enclosure $600 ea
SW2 Subwoofer. Similar to above; designed to
fit between floor or ceiling $400 ea

In -Wall Speaker

7501L 3 -Way In -Wall Speaker
In -wall speaker with infinite -baffle design. Fea-
tures 7 -in long -excursion copolymer woofer.
11/4 -in dome midrange, and I -in copolymer -
dome tweeter. 4th -order Linkwitz-Riley 3 -way
crossover network: biwired capability with
dual isolated grounds; dual remote mount; mag-
netically isolated high- and low -pass -network
enclosures: zero -diffraction isolated flush baf-
fle design; cast -aluminum mounting system.
Power handling 60 W cont; FR 45-20.000 Hz;
crossover points 1.000, 4,000 Hz, 24 dB/octave;
imp 4 ohms. Walnut or black finish. 91/4 x 171/4 x
7/4 in $1.200/pr

Model 4001/s 2 -Way In -Wall Speaker
Features 6 -in copolymer woofer and I -in copol-
ymer -dome tweeter in minimum -diffraction -
baffle enclosure. Power handling 100 W cont;
FR 42-20,000 Hz s 3 dB; sens 91 dB sPUW/m;
crossover frequency 2.000 Hz; imp 4 ohms. 71/4
x 10'4 x 41/4 in; 5 lb ea $520/pr

Model 300i/s 2 -Way In -Wall Speaker
Features 51/4 -in copolymer woofer and I -in co-
polymer -dome tweeter in minimum diffraction -
baffle enclosure. Power handling 100 W cont;
frequency response 50-20.000 Hz ± 3 dB; sensi-
tivity 92 dB sPUW/m; crossover frequency
2.500 Hz: impedance 4 ohms. 81/4 x 101/4 x 5 in;
I% lb ea $380/pr

ADVANCED ELECTRO-
DYNAMIC SYSTEMS

Cybele DLS-73 2 -Way Speaker
Infinite -baffle speaker with I2 -in woofer; two 6 -
in tweeters. Min power handling 40 W; FR 30-
20.000 Hz; S/N 87 dB spUW/m; crossover point
1,500 Hz; imp 8/7 ohms nom/min. Cloth finish
and knit grille. 15 x 44 x 10 in; 50 lb . $2,195/pr

ADVANCED SOUND
All cabinets are hand -built using 3/4 -in industri-
al -grade particleboard veneered on both sides.
and internal bracing. 3 -year limited warranty.
Certain models are available in kit or assem-
bled form.

Megolith 3 -Way Speaker
Floor -standing, tuned -port speaker. Features
3 -in ferrofluid-cooled polycarbonate dome
tweeter; two 8 -in ferrofluid-cooled polycarbon-
ate- treated cone midranges in isolation cham-
bers; two 10 -in long -throw woofers in separate
chambers. FR 32-22.000 Hz: sens 91 dB sPUW/
m: crossover at 900 and 3,000 Hz: imp 4/6
ohms. Oak, or walnut veneer 11/4 -in top and 11/4 -
in black base, wrapped in black or brown cloth.
17 x 50 x 23 in. 250 lb $2.700/pr

Bi-Polar 3 -Way Speaker
Floor -standing dipole, omnidirectional speak-
er. Features biamp capability; 3 -in ferrofluid-
cooled polycarbonate dome tweeter; 41/4 -in fer-
rofluid-cooled polycarbonate-treated cone
midrange; two 8 -in midbass driver; 12 -dB
crossover network. FR 100-22.000 Hz ± 3 dB;
sens 94 dB sPUW/m; crossover points at 1,000
and 6.000 Hz; imp 6/4 ohms. Oak, or walnut -
veneer sides, pedestal and base. Black formica
slate top. Recessed grill with black or brown
grille cloth on front and rear of cabinet $2.500/pr

Iii -Polar Powered Subwoofer
Floor -standing, vented speakers with two 10 -in
long -throw woofers in separate tuned -port
chambers; 100 W/ch built-in amplifier with lev-
el controls for each channel. FR 30-100 Hz ±3
dB; sens 94 dB sPUW/m; crossover point at 100
Hz: imp 3/4 ohms. Oak or walnut -veneer sides,
pedestal and base. Black formica slate top.
Recessed grille with black or brown grille cloth
on front of cabinet only. $2.200/pr

Ziggurat 3 -Way Speaker
Floor -standing pedestal, tuned -port, sloping
front -baffle speaker. Features 3 -in ferrofluid-
cooled dome tweeter; 41/4 -in ferrofluid-cooled
polypropylene -treated cone midranges in isola-
tion chambers; 10 -in long -throw woofer. FR 32-
20,000 Hz ± 3 dB: sens 91 dB sPUW/m; cross-
over points at 900 and 6,000 Hz; imp 6/8 ohms.
Oak or walnut -veneer sides, pedestal, and
base. Black formica slate top. Removable grille
with black or brown cloth. 18 x 41 x 16 in, 150 lb
ea 51.900/pr
Available in kit form S1,300/pr
Campanile. As above with mirror image and
two 8 -in long -throw woofers. FR 38-20,000 Hz
±3 dB; sens 92 dB sPUW/m; imp 6/4 ohms.
Oak or walnut -veneer 11/4 -in top and 11/4 -in

black base, wrapped in black or brown cloth. 13
x 36 x 13 in. 801b ea $1,500/pr
Available in kit form 51,050/pr

Monolith Powered Subwoofer
Floor -standing, tuned -port, mono subwoofer
with 10 -in long -throw woofer; built-in 100 W
amplifier, with level controls. Frequency re-
sponse 27-100 Hz ± 3 dB: sens 91 dB sPUW/m;
crossover point at 100 Hz. Oak. or walnut -
veneer 1'1 -in top and 11/4 -in black base.
wrapped in black or brown cloth. Designed to
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complement Campanile. 20 x 22 x 20 in, 70 lb
ea $1,300/pr
Kit form $950/pr
Active crossover $250
Black formica slate top banded in oak or walnut
veneer $1,400
Monolith Mono Subwoofer. As above, no ampli-
fier. FR 32-150 Hz; sens 91 dB set./W/m; cross-
over point 150 Hz; imp 6/8 ohms $900/pr
Kit form $CSO/pr

Cornerstone 12P Powered Subwoofer
Floor -standing, tuned -port speaker features
two I2 -in long -throw woofers in tuned -port en-
closure; built-in 50 W/ch amplifier, with level
control for each channel; dual stereo inputs. FR
38-150 Hz ±3 dB; sens 91 dB sPUW/m; cross-
over at 150 Hz; imp 6/8 ohms. Oak, or walnut -
veneer PA -in top and I'/4 -in black base,
wrapped in black or brown cloth. Designed to
complement Cornerstone Satellites. 20 x 22 x
20 in; 80 lb $750 ea
Active crossover $250
Black formica slate top banded in oak or walnut
veneer $100
Cornerstone 8P. As above, with 8 -in long -throw
woofers. FR 45-150 Hz ±3 dB. $675 ea
Cornerstone 8 Stereo Subwoofer. As above,
with no amplifier $475 ea

Cornerstone 2 -Way Bookshelf Speaker
3 drivers in vented enclosure; 3 -in ferrofluid-
cooled polycarbonate-dome tweeter; two 41/2 -in
ferrofluid-cooled polypropylene treated -cone
full -range drivers. FR 120-20,000 Hz ±3 dB;
sens 94 dB set/W/m; crossover point 6,000 Hz;
imp 4/6 ohms. Oak or walnut -veneer I -in top
and 1 -in base, wrapped in black or brown cloth.
8 x 18 x 12 in; 23 lb ea $425/pr

ADVENT
Advent Heritage 2 -Way Speaker
Floor -standing speaker with I -in parabolic -
dome tweeter and two 8 -in high excursion
woofers. Features aluminum -coil form woofer
and ferrofluid-filled tweeter; midrange frequen-
cies directed to center -positioned woofer. Pow-
er handling 150 W rms; FR 42-23.000 Hz ± 3 dB;
sens 89.5 dB/2.83 volts/m; imp 6 ohms; cross-
over point 3.500 Hz; THD < 0.5% above 75 Hz
at I W; resonance 55 Hz ±5 Hz. Oiled pecan
finish. 101/2 x 373/4 x 13 in; 46 lbs ea ....$700/pr

Advent Maestro 3 -Way Speaker
Acoustic -suspension floor -standing speaker
with 10 -in black cone and surround woofer. 2 -in
mica -filled black polypropylene -dome mid-
range in subenclosure, and I -in ferrofluid-filled
soft -dome tweeter. Features solid -pecan top
and base with beveled edges; antidiffraction
baffle cover; grille with rounded edges. Power
handling 150-750 W rms; FR 40-23.000 Hz t 2.5
dB; sens 90 dB spilW/m; imp 6 ohms. 16 x 331/4
x 91/4 in; 50 lb $700/pr

Advent Legacy II 2 -Way Speaker
Floor -standing speaker with I -in parabolic -
dome tweeter and 10 -in woofer. Features ferro-
fluid-filled tweeter and aluminum -coil woofer.
Power handling 100 W rms; FR 38-23,000 Hz ± 3
dB; sens 90 dB spiJW/m; imp 6 ohms; cross-
over point 2,000 Hz; THD < I% above 100 Hz at
10 W; resonance 51 Hz :t 3 Hz. Oiled pecan top
and base; black -textured vinyl over fiberboard.
16 x 281/4 x 9Y4 in; 46.5 lbs ea $460/pr

Mini -Advent Subwoofer/Satellite System
Compact system featuring 2 Mini -Advents (be-
low) and bass -module with two 51/4 -in woofers.
Power handling 55 W rms. 165 W peak; FR 60-
21,000 Hz ±3 dB; imp 6 ohms $389/sys
Subwoofer only $189

Advent Prodigy Tower 2 -Way Speaker
Floor -standing speaker with 8 -in woofer and'/4-
in polyimide ferrofluid-filled tweeter. Min pow-
er 75 W rms. Oiled pecan top and base. 281/2 x
10 x 83/4 in; 25.25 lb $160/pr

Advent Prodigy II 2 -Way Bookshelf Speaker
Bookshelf or floor -standing speaker with 8 -in
woofer and Y4 -in polyimide ferrofluid-cooled
soft -dome tweeter. Features solid pecan end -
caps. Power handling 75 W rms; FR 45-23.000
Hz ±3 dB $360/pr

Advent Baby II 2 -Way Bookshelf Speaker
Bookshelf speaker with 61/2 -in woofer and 1/2 -in
polycarbonate ferrofluid-filled hard -dome
tweeter. Min power 50 W rms; FR 60-21,000 Hz
± 3 dB; imp 6 ohms. Cabinet with oiled solid-
wood top and black textured -vinyl over fiber-
board. I 1 x 161/2 x 61/4 in; 13 lb $250/pr

Mini -Advent 2 -Way Speaker
Compact speaker with 51/4 -in woofer and 1/2 -in
polycarbonate ferrofluid-cooled tweeter. Min
power 40 W rms; frequency response 110-
21,000 Hz ± 3 dB; imp 6 ohms. Oiled pecan top
with black polystyrene cabinet. 61/2 x 11 x 51/4
in; 10 lb $200/pr

Indoor/Outdoor Mini -Advent 2 -Way Speaker
Compact weather -resistant speaker with 51/4 -in
woofer and 1/2 -in polycarbonate ferrofluid-
cooled tweeter. Compatible with Mini -Advent
brackets and subwoofer. Power handling 40 W
rms; FR 110-21.000 Hz s 3 dB. Black molded
cabinet $200/pr
Mini -Advent Bracket. Water-resistant stand for
above $60/pr

AES
All AES speakers are water-resistant products
designed for in -wall installation: pre -installed
mounting brackets are not required.

AES-4 Subwoofer
6 x 9 -in polypropylene woofer with dual voice
coil. FR 28-90 Hz; power handling 10-60 W; imp
8 ohms. 8 x I IY4 x 31/4 in $590/pr

AES-3 Subwoofer
6 x 9 -in polypropylene woofer. FR 28-90 Hz;
power handling 10-103 W; imp 8 ohms 8 x 113/4
x 31/4 in $460/pr

AES-2 2 -Way Speaker
61/2 -in polypropylene woofer and I -in ferrofluid-
cooled tweeter. Includes auto -reset speaker
protection. FR40-20,000 Hz; power handling 10-
80 W; imp 8 ohms. 8 x I I'/4 x PA in .... $360/pr

AES-1 2 -Way Speaker
61/2 -in polypropylene woofer and 21/4 -in tweeter.
Includes auto -reset speaker protection. FR 55-
20,000 Hz; power handling 10-60 W: imp 8
ohms. 8 x 113/4 x 31/4 in $250/pr

AES-5 2 -Way Speaker
61/2 -in polypropylene woofer and 21/4 -in tweeter.
Includes auto -reset speaker protection. FR 65-
20,000 Hz; power handling 10-30 W; imp 8
ohms. 8 x x 31/K in $200

AIWA
SC -B10 Powered Bookshelf Speaker
Bass -reflex -design speaker. BBE high-EQ con-
trol system; volume control; flexible angle
mounting; magnetic shielding; RCA jacks: 20-m
cord. 15-W output; 5 x 8 x 7 in; 5 lb ...$250 ea

ET -700 Bookshelf Speaker
Features 31/2 -in driver flanked by two 31/4 -in

drivers. Volume control; magnetic shielding; 6 -
ft connection cord. RCA -to -mini -stereo plug;
flexible angle mounting; auto power off Output
IOW; x 12 x 71/2in; 10Ib $150 ea

SC -A70 Powered Speaker
Bass -reflex speaker with 3 -in full -range driver.
Features auto power on/off switching. Separate
bass and treble controls; variable loudness con-
trol; LED power indicator; volume control. In-
cludes Ac adaptor and 59 -in v -type for portable
stereos accepting mini -plug. Power handling 3
W; FR 150-20.000 Hz; sens 86 dB spiJW/m. 7 x
4VN x 41/4 in; 19.2 oz $I20/pr

SC -A50 Powered Speaker
3 -in full -range speaker. Features auto power
on/off switch. Separate bass and treble con-
trols; variable loudness control; volume con-
trol; LED power indicator; direct -in terminal.
Power handling 2.5 W into 4 ohms at 1.000 Hz
with 10% THD; frequency response 150-18.000
Hz; sens 86 dB set/W/m. Optional AC adaptor. 4
x 63/K x 4 in $90/pr

SC -A40 Powered Speaker
2 -in full -range speaker. Features auto power
on/off switch. Slim design: LED power indica-
tor. Power handling 400 mW into 8 ohms at
1,000 Hz with 10% THD; FR 400-20,000 Hz; sens
83 dB sPUW/m. 27/N x 4 x 11/2 in; 4 oz $50/pi

SC -A30 Powered Speaker
2 -in full -range speaker. Features slide -in
mount; LED power indicator; slim design. FR
400-20,000 Hz; power handling 400 mW; sens
83 dB set../W/m. Includes 39 -in mini -cord plug.
Runs on AA batteries. 3 x 4 x 11/2 in; 4 oz $45/pr

ALLISON ACOUSTICS
IC -20 Image -Control Speaker
Triangular acoustic -suspension tower speaker
with two 10 -in woofers, four 31/2 -in convex
midranges. four I -in convex tweeters. Features
adjustable relative output of mids and tweeters;
3 channel settings; bidirectional woofer setting;
separate biamping inputs for woofers. mids,
tweeters; auto -resetting resistors in each cross-
over; cabinet panels Y4 -in to 11/4 -in thick, braced
front -to -back and between panels; interior
damped with glass fiber. Crossover points 350
and 3.750 Hz; FR -3 dB at 28.5 Hz, -8 dB at 21
Hz; imp 6 ohms nominal, 8 average, 5 min;
power handling 30-400 W/ch; sens 87 dB set/
2.83 V/m. Oak, walnut, or black finishes. 21 x
48 x 12 in: 100 lb $5.200/pr

IC -I0 Image -Control Speaker.
Triangular acoustic -suspension tower speaker
with two 8 -in woofers, two 31/2 -in convex mid-
ranges, four I -in convex tweeter. Features ad-
justable relative output of mids and tweeters:
3 channel settings; auto -resetting Power Shield
device in crossover section; separate biamping
inputs for woofers. mids. tweeters; auto -reset-
ting resistors in each crossover; cabinet panels
Y4 -in to 11/4 -in thick, braced front -to -back and
between panels; interior damped with glass
fiber. 20-200 W/ch; crossover points 350 and
3,750 Hz; sens 87 dB set/W/ch; imp 6 ohms
nominal. Lacquered walnut or black veneer. 19
x 40 x I I in; 73 lb $2,200/pr

IC -9 3 -Way Speaker
Two 8 -in woofers in push-pull arrangement.
31/2 -in convex midrange. I -in convex tweeter on
angled baffle for image enhancement. Dual in-
put for biamping or biwiring; crossover points
350. 3.750 Hz; auto -resetting Power Shield;
switch for corner or wall placement. 6 ohms
nominal. Power handling 20-200 W/ch; sens
90 dB set/2.83 V/m: FR - 3dB at 32 Hz.
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Can you think of any rock and roll
song that actually sounds better at a
low volume?

(Well, okay, maybe Sugar, Sugar
by the Archies).

Simply, for most of us, great rock
and roll is best when it's played loud.
And clear.

Which is precisely where we come
in. At Cerwin-Vega, we build loud-
speakers so you, and your neighbors,
can hear everything from booming

bass to guitars
gently weeping.

In fact, our
three series of
loudspeakers
(the AT, SE, and
D -Series) can
reproduce bass
all the way down
to a throbbing

There are 6 models in our 30 Hertz. And all
high-tech SE Series (above). the way up to

Cerwin-14.ga AT -Series
loudspeakers (left) 28,000 Hertz.

are available in 4 models. What's more,
every Cerwin-Vega speaker can run on
as little as 5 watts. On the other hand,
our 15" models
can handle up to
400 watts of con-
tinuous power.

And reach a
volume level of
127 very loud
decibels.

Of course, in
this magazine,
every speaker

louct;sepenIr*sagare availablein
sounds exactly 5 models. From the 8"/2-u

the same. Silent. D- I to the 15"/3 -way D-9.

So we suggest you take your favorite
discs to your favorite store and ask to
listen to Cerwin-Vega speakers.

Tell them you'd just like to hear the
sound of a little live ammunition.

Cerwin-Vegati
For more information please write or call Cenvin-tiga:
555 Eag Easy St., Simi Wiley. CA 93065 805.584-9332

Cerwin-trga Canada: 2360 Midland Air., Scarborough,
Ontario M1S4A9 Cenvin-Wga Europe: Grynderupvej 12,

P. O. Box 40, DK-9610 Norager. Denmark

If rock and roll is rebellion,
this is live ammunition.

CIRCLE NO 13 ON READER SERVICE CARD
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-8 dB at 23.5 Hz. Walnut or black veneer. 16 x
40xI1in $1,500/pr
IC -S. As above, with 10 -in woofers; frequency
response -3 dB at 34 -8 dB at 25 Hz; 16 x 36 x
I I in $1,000/pr

IC -7 2 -Way Speaker
Floor -standing system with 8 -in woofer, I -in
convex midrange; crossover at 2,000 Hz; Pow-
er -Shield speaker protection; angled baffle for
image enhancement; switch for corner or wall
placement; 6 ohms nominal, 4 min. Power han-

dling 15-150 W/ch; sens 90 dB sm./2.83 V/m;
frequency response - 3dB at 39 Hz. -8 dB at
29 Hz. Lacquered walnut or black veneer. 1 1 x
27 x 11 in $700/pr
IC -6. As above, only bookshelf system, angled
sides for image enhancement and placement
versatility. Frequency response -3 dB at 46
Hz, -8 dB at 34 Hz; sens 90 dB sm./2.83 V/m.
12 x 12 x II in. $500/pr
IC -5. Minature version of IC -6 with 4 -in woof-
er. Power handling 15-75 W/ch. FR -3 dB at 90
Hz. -8 dB at 62 Hz. 7 x 7 x 8 in. . $300/pr

Listen!
A reputation for exceptional performance and
best value have earned PSB loudspeakers a
solid position in the highly competitive North
American marketplace.

Paul Barton. -the dean of Canadian speaker
designers". as described by the audio press. is
the founder and chief designer of PSB Speakers
- Canada's premier loudspeaker company. PSB
designs have won the respect of leading audio
critics around the world.

PSB's broad selection of models have been
satisfying customers for almost twenty years. By
buying PSB speakers you'll get the best of
Canadian craftsmanship and technology.
resulting in a sound quality that is always
associated with much higher priced brands.

LET'S TALK

SPEAKERS

Call or write
PSB Speakers, 633 Granite Court, Pickering,
Ontario, Canada L1W 3K1 (416) 831-6333

PSB Stratus Gold
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AL Series
All AL Series speakers feature Allison's Power
Shield speaker -protection circuitry, and earn a
5-yr warranty.

AL -130 3 -Way Speaker
Acoustic -suspension speaker with two 8 -in
push-pull woofers, 3'/ --in midrange, I -in con-
vex tweeter. Power handling up to 200 W with
clipping 10% of the time; sens 90 dB spiJ2.83 V/
m; 6 ohms nomimal, min 4 ohms; crossover
points 450. 3,750 Hz; suggested amplifier pow-
er 15-200 W. Oak, walnut, black woodgrain
vinyl. 12'/- x 371/8 x 141/K in; 571b. ... $1.100/pr
AL -125. As above, with two 6 -in push-pull
woofers. I I1/4 x 307/8 x I 11/2 in, 40 lb ... $900/pr

AL -I20 2 -Way Speaker
Acoustic -suspension speaker with two 6 -in
woofers. 1 -in convex tweeter. Power handling
200 watts clipping 10% of the time; sensitivity
90 dB sm./2.83 V/m; 6 ohms nominal, minimum
4 ohms; crossover points 100, 2000 Hz; sug-
gested amplifier power 15-200 watts per ch.
Oak, walnut, black woodgrain vinyl. 111/8 x 237A
x 111/2 in, 33.2 lb. $600/pr
AL -115. As above, with 8 -in woofer, power
handling 150 W; crossover point 2.000 Hz;
suggested amplifier power 15-150 W/ch. 111/4 x
20 x 10 in; 22 lb. $440/pr
AL -I10. Same as AL -I 15 with 6 -in woofer. 91/2
x 157/8 9 in, 16 lb. $340
AL -I05. As above, with I -in copolymer -dome
tweeter. Crossover point 2,500 Hz. 91/2 x 141/4 x
81/4 in, 13 lb $240
AL -100. Same as AL -105 with simpler cross-
over and slightly smaller cabinet. Power han-
dling 15-75 W/ch. 91/4 x 131/4 x 71/4 $200/pr

Compact Speakers

MS -205 Woofer/Satellite System. Three-piece
system comprising Mini ISW and two MS -200
speakers. Power handlingl5-100 W/ch. $500

Mini ISW Stereo Woofer
Compact 2 -channel bass system for satellite
speakers. Dual -voice coil 8 -in woofers; 2 150-
Hzcrossover networks; 12 dB per octave; Pow-
er Shield woofer -protection circuit. FR -3 dB
at 55 and 150 Hz; power handling 10-100 W/ch;
sens 90 dB sm/2.83 V/m; 6 ohms nominal, 4
min. Black lacquer $300

MS -200 Miniature Speaker
2 -way system with 4 -in long -throw woofer. I -in
convex tweeter; crossover 2,500 Hz with Pow-
er -Shield speaker -protection circuit. 6 ohms
nominal, 4 min; power handling 15-75 W/ch; FR
-3 dB at 95 Hz. -8 dB at 70 Hz; sens 90 dB
sm./2.83 V/m. Black lacquer $250/pr

ALTEC LANSING
Bias 550 5 -Way Powered Speaker System
Six -speaker, floor -standing system with two 10-
in carbon -fiber subwoofers, 8 -in carbon -fiber
woofer, 6 -in carbon -fiber midrange, diamond-
coated/polyimide 2 -in upper midrange, and 1 -in
tweeter. Power: subwoofer 250 W into 4 ohms.
woofer 125 W into 8 ohms. midrange 125 W into
8 ohms, upper midrange 125 W into 8 ohms.
tweeter 75 W. into 8 ohms. 5 -way Butterworth
crossover; each driver is enclosed in separate
acoustic -suspension chamber; active EQ with
remote; swiveling mid and high frequency driv-
ers. FR 20-22,000 Hz ± 2 dB; sens 90 dB sm/W/
m; imp 8 ohms; crossover points 80, 450, 150.
1,5011 and 4.500 Hz. 19 x 71 x 24 in $12.000/pr

Model 512 4 -Way Powered Speaker
Acoustic -suspension floor -standing speaker
with two 10 -in woven carbon -fiber woofers, 61/2
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midbass of the same material. polyimide/dia-
mond coated 2 -in midrange and I -in tweeter.
Features control panel on top of speaker for
built-in triamplifier; automatic on/off switch. FR
20-22,000 Hz ±3 dB. Power: 250 W into 4
ohms. 75 W into 8 ohms. 75 W into 8 ohms; sens
90 dB sm../W/m; imp 8 ohms. 13 x 57 x 131/2 in;
120 lb/ea $4.500/pr

Model 511 4 -Way Speaker
Acoustic -suspension design with two 10 -in
long -throw woven carbon -fiber woofers, 61/2 -in
woven carbon -fiber midbass. 2 -in polyimide/
diamond -coated -dome midrange. and 1 -in dia-
mond -coated -dome tweeter with ferrofluid
cooling. Features single/bi/tri/quad amplifier
capability. FR 24-20,000 Hz s 3 dB; sens 92 dB
sm./W/m; power handling 150 W cont. max 300
W. 13 x 57 x 131/2 in; 110 lb $3,000/pr

Model 510 3 -Way Speaker
Acoustic -suspension design with two 10 -in car-
bon -fiber woofers, 2 -in midrange, I -in dome
tweeter, each with polyimide vacuum -deposit-
ed titanium. Features bi-amp capability and and
adjustable crossosver. Power handling 150 W
nom. 300 W max; sens 93 dB sptJW/m; imp 4
ohms; 12 x 46 x 131/2 in $1,600/pr

Model 508 3 -Way Speaker
Acoustic -suspension tower speaker with two 8 -
in woven carbon -fiber cones. 2 -in midrange, I -
in tweeter, each with polyimide vacuum -depos-
ited titanium. FR 40-20,000 Hz ± 3 dB; sens 90.5
dB sm./W/m; power handling 125 W nom, 250
W max; imp 4 ohm; walnut -veneer cabinet 101/2
x 40x 11 in $1, I 00/pr

Model 505 3 -Way Speaker
Acoustic -suspension design with 10 -in long -
throw woofer with woven carbon -fiber cone.
31/2 -in midrange of same material, I -in polyi-
mide/titanium tweeter with ferrofluid cooling.
frequency response 35-20.000 Hz ±3 dB: sens
92 dB smJW/m; power handling 100 W nom.
200 W max. Walnut veneer or black finish. 12 x
34 x 133/4in $850/pr

PSW-10 Subwoofer
10 -in carbon -fiber woofer; powered by a 100 W
amplifier. FR 26-150 Hz ± 3dB. Input imp line 8
ohms; 171/2 x 171/2 x 171/2 in $850/pr

Model 305 3 -Way Speaker
Acoustic -suspension design with 10 -in carbon -
fiber woofer; 2 -in midrange; I -in tweeter. Pow-
er handling 125 W nom, 250 W max; sens 93 dB
spi/W/m; imp 8 ohms; 141/2 x 27 x 12 in $800/pr

Model 205 3 -Way Speaker
Acoustic -suspension design with 8 -in carbon -
fiber woofer, 2 -in midrange and I -in polyimide/
titanium tweeter. Power handling 75 W nom,
150 W max; sens 91 dB sPt./W/m; imp 6 ohms 12
x 22 x 9 in $600/pr

System 3 Subwoofer/Satellite System
Features two satellites, each with two 3 -in car-
bon -filled polypropylene drivers and one 1/2 -in
dome tweeter with ferrofluid cooling. Sub -
woofer module has two 8 -in long -throw carbon -
filled polypropylene woofers. Power handling
80 W nom, 160 W max; FR 32-20,000 Hz 1: 3 dB;
sens 90 dB; imp 4 ohms; crossover points 180
Hz. 4,500 Hz. Satellites 4 x 81/2 x 33/4 in; sub -
woofer 4 x 93/4 x 33/4 in. $600/sys

ITW 260 Subwoofer
61/2 -in long -throw woofers. Power handling 80
W nom.I60 W max; frequency response 32-250
Hz ±3 dB; sensitivity 90 dB; impedance 4
ohms; crossover frequency 180 Hz, 18 dB/
octave. 121/4 x 193/4 x 31/2 in $400/ea

Model 105 2 -Way Bookshelf Speaker
2 -way acoustic -suspension speaker with 6 -in
carbon -fiber woofer and I -in polyimide/titani-
um tweeter. FR 50-20,000 Hz -± 3 dB; power
handling 50 W nom, WO W max; sens 91 dB sm./
W/m; imp 6 ohm; 91/2 x 17 x 81/2 in $375/pr

ITW 265 2 -Way In -Wall Speaker
61/2 -in and 3/4 -in polyester -dome tweeters. Pow-
er handling 40 W nom, 100 W max; FR 40 Hz -
20,000 Hz ± 3 dB; sens 90 dB; imp 6 ohms;
crossover frequency 3,500 Hz. 12 dB/octave:
87/ex 111/B x 37/B in $300/pr

Model 95 3 -Way Bookshelf Speaker
Acoustic -suspension speaker with 8 -in carbon -
filled polypropylene woofer; 4 -in midrange;'/. -
in polyimide-dome tweeter. FR 35-22,000 Hz;
power handling 75 W nom. 150 W max; sens 92
dB snAV/m; 12 x 22 x 9 in $300/pr

Model 85 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 61/2 -in car-
bon -filled polypropylene woofer; 3/4 -in polyi-
mide-dome tweeter. FR 35-22,000 Hz; power
handling 50 W nom.I00 W max; sens 92 dB SPL;
91/2 x 17 x 81/2 in $200/pr

Model 55 2 -Way Indoor/Outdoor Speaker
Compact indoor/outdoor speaker. 2 -way
acoustic suspension design with 4 -in carbon -
fiber woofer reinforced with epoxy, 3/4 -in polyi-
mide-dome tweeter. FR 85-20,000 Hz ±3 dB
power handling 40 W nom, 80 W max; imp 4
ohm; 7 x 91/4 x 51/2 in $250/pr

ALTERNATIVE AUDIO
SOLUTIONS

Klearnote Tweeter
3% -in domed add-on tweeter. Power handling
max 75 W; FR 1.000-40,000 Hz; sens 91 dB sm./
W/m; imp >1,000 ohms at 1.000 Hz and >20
ohms at 40,000 Hz. Speaker wire included.
Clear acrylic construction. Available through
mail order only. 5 x 9 x 5 in $80

AMBLE
Liberty 3 -Way Speaker
Floor -standing tower speaker with 12 -in poly-
propylene woofer, 51/4 -in midrange, 1 -in soft -
dome tweeter. Internally braced tuned -port
cabinet with heavy-duty gold-plated input ter-
minals. Hand -oiled oak -veneer finish. FR 37-
20,000 Hz ± 3 dB; power range 20-200 W; sens
91 dB sm./W/m. imp 8 ohms. 15 x 39 x 12 in; 60
lb $1,295/pr

Viola 2 -Way Speaker
Aperiodic-design bookshelf speaker with 61/2 -in
woofer, 1 -in soft -dome tweeter. Internally
braced cabinet with heavy-duty gold-plated in-
put terminals. Computer designed crossover
system. Gloss -black lacquer or hand -oiled oak -
veneer finish. me 45-20,000 Hz ± 3 dB; power
range 20-100 W; sens 88 dB sm../W/m; imp 8
ohms. 10 x 14 x 12 in; 22 lb $650/pr

Encore II 2 -Way Speaker
Floor -standing speaker with 8 -in polypropylene
woofer. 1 -in soft -dome tweeter. Tuned -port
cabinet with 5 -way binding -post terminals.
Oak -veneer finish. FR 42-20.000 Hz ±3 dB;
power range 10-100 W; sens 89 dB spiJW/m;
imp 8 ohms. 10 x 25 x 12 in; 32 lb $495/pr

Bravo 2 -Way Speaker
Bookshelf speaker with 61/2 -in woofer. I -in soft -
dome tweeter. Tuned -port cabinet with 5 -way
binding post terminals. Oak -veneer finish. FR
53-18,000 Hz ±3 dB; power range 10-75 W;
sens 92 dB spL/W/m; imp 8 ohms $375/pr

SW -1200 Subwoofer
Acoustic -suspension subwoofer featuring 12 -in
paper -cone woofer. 5 -way binding -post termi-
nals. Oak -veneer finish. FR 39-100 Hz ±3 dB;
power range 20-150 W; sens 91 dB sPiJW/m;
imp 6 ohms. 18 x 19 x 18 in; 541b $395 ea

AMERICAN ACOUSTICS
DS Series

DS 1212 3 -Way Speaker
Bass -reflex speaker with two I2 -in woofers,
61/2 -in ferrofluid-cooled midranges. I -in soft -
dome tweeter. Power handling 275 W rms; FR
23-22.000 Hz; sens 95 dB sm./W/m; imp 4 ohms.
151/2 x 44 x 17% in $1,000/pr

DS 1010 3 -Way Speaker
Bass -reflex speaker with two 10 -in woofers. 5 -
in ferrofluid-cooled midrange, and I -in soft -
dome tweeter. Power handling 200 W rms: FR
34-22,000 Hz; sens 94 dB spiJW/m; imp 4 ohms.
14 x 371/4 x 14% in $750/pr

DS 88 2 -Way Speaker
Bass -reflex speaker with two 8 -in woofers and
I -in soft -dome tweeter. Power handling 125 W
rms; FR 38-22,000 Hz; sens 93 dB spiJW/m; imp
4 ohms. 12 x 261/4 x 12% in $500/pr

DS 66 2 -Way Speaker
Bass -reflex speaker with two 61/2 -in woofers
and I -in soft dome tweeter. Power handling 85
W rms; FR 42-22,000 Hz; sens 93 dB sm./W/m;
imp 4 ohms. 10V2 x 211/2 x 10% in $300/pr

D Series

D9550E 5 -Way Speaker
Speaker with 12 -in polymer woofer, two 5 -in
sealed -back ferrofluid-cooled midranges; I -in
soft -dome tweeter; 3 -in cone tweeter. Power
handling 205 W rms; frequency response 32-
22,000 Hz; sens 99.5 dB W/m; imp 8 ohm;
crossover point 600 Hz. Oak or black -ash fin-
ish. 15 x 407/s x 141/2 in $880/pr

D5550E 4Way Speaker
Vented speaker with I5 -in polymer -coated
woofer, 5 -in sealed -back ferrofluid-cooled mid-
range, 1 -in soft -dome ferrofluid-cooled tweet-
er, 3 -in dome ferrofluid cooled tweeter. Power
handling 120 W rms; FR 43-22,000 Hz; sens 96.5
dB W/m; imp 4/8 ohm; crossover points 1.700,
6,000 Hz. 151/2 x 27 x 101/4 in $520/pr

D4550E 3 -Way Speaker
Vented speaker with 10 -in polymer woofer, 5 -in
sealed -back ferrofluid-cooled midrange, I -in
soft -dome ferrofluid-cooled tweeter. Power
handling 80 W rms; FR 45-22,000 Hz; sens 95.5
dB W/m; imp 4/8 ohm. 15 x 24 x 10 in.. $420/pr

D3550E 2 -Way Bookshelf Speaker
Vented speaker with 8 -in polymer woofer, I -in
ferrofluid-cooled and damped soft -dome tweet-
er. Power handling 45 W rms; FR 60-22,000 Hz;
sens 94.5 dB W/m; imp 4/8/ ohm. I I'/4 x 181/2 x 8
in $280/pr

D2550E 2 -Way Bookshelf Speaker
Vented bookshelf speaker with 61/2 -in polymer
woofer, I -in ferrofluid-cooled soft -dome tweet-
er. Power handling 40 W rms; Fit 65-22,000 Hz;
sens 91.5 dB W/m; imp 4/8 ohm. 91/4 x 123/4 x 7
in $230/pr

ML Series
AAL series speakers carry a 10 -year warranty.

AAL 154 4 -Way Speaker
Vented speaker with I5 -in fiber -cone woofer, 4 -
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in and 3 -in ferrofluid-cooled midranges. and
31/4 -in round horn -loaded quartz tweeter. Power
handling 125 W rms; frequency response 40-
20,000 Hz: sens 92 dB sPUW/m; imp 4 ohms.
181/2 x 29 x 15 in $500/pr

AAL 124 4 -Way Speaker
Vented speaker with 12 -in fiber -cone woofer. 4 -
in and 3 -in ferrofluid-cooled midranges. and
31/4 -in round horn -loaded quartz tweeter. Power
handling 100 W rms: FR 50-20.000 Hz; sensitiv-
ity 90 dB sPL/W/m; imp 4 ohms. 151/2 x 27 x 101/4
in $400/pr

AAL 103 3 -Way Speaker
Vented speaker with 10 -in fiber -cone woofer. 4 -
in ferrofluid-cooled cone midrange, and 31/4 -in
round horn -loaded quartz tweeter. Power han-
dling 75 W rms; FR 55-20,000 Hz; sens 91.5 dB
sPL/W/m; imp 4 ohms. 15 x 24 x 101/2 in $360/pr

AAL 83 3 -Way Bookshelf Speaker
Vented bookshelf speaker with 8 -in fiber -cone
woofer. 3 -in ferrofluid-cooled cone midrange,
31/4 -in round horn -loaded tweeter. Power han-
dling 50 W rms; FR 75-20.000 Hz; sensitivity 92
dB sm../W/m; imp 4 ohms. 111/4 x 181/2 x 81/2
in $230/pr

AAL 62 2 -Way Bookshelf Speaker
Vented bookshelf speaker with 61/2 -in fiber-

cone woofer and 33/4 -in round horn -loaded
tweeter. Power handling 38 W rms; FR 90-
20.000 Hz; sensitivity 90 dB sptJW/m: imp 4
ohms. 91/2 x x 71/2 in $200/pr

ANALOG ONE
Modular Powered Subwoofer System
Features sixteen I2 -in subwoofers with Class A
amplifiers. Hybrid filters and Dynaudio driv-
ers. Min power 200 W; FR 20-200 Hz; sens 102
dB sPL/W/m; imp 8 ohms. Custom fin-
ish $12.500/sys

Reference Set 3 -Way Powered Speaker System
Six I2 -in woofers, three 3 -in dome midranges.
three I -in dome tweeters. Features hybrid
crossovers and discrete processing. Processor
provides three discrete outputs and subwoofer
output; 4 Class A amplifiers and processor
included. min power 50 W; FR 18-18.000 Hz;
sens 92 dB spiJW/m; crossover points 350 and
4.000 Hz; imp 8 ohms. Oak finish. 10 -year
warranty. 16 x 35 x 16 in; 220 lb .. $11,500/sys

Audio Mirrors Subwoofer/Satellite System
12 -in woofer, three 41/2 -in cone midranges,
three I -in dome tweeters. Features hybrid
crossovers and discrete processing. Processor
provides three discrete outputs and subwoofer
output: 4 Class A amplifiers and processor
included. Min power 50 W; FR 30-16.000 Hz:
sens 92 dB sPL/W/m; crossover points 80 and
2.000 Hz; imp 8 ohms. Oak finish and blue
cotton silkscreen grille. Five-year warranty. 28
x 40 x 7 in; 70 lb $2.400/sys

Super Sub Subwoofer
Features four 12 -in aperiodically damped dipo-
lar subwoofers. Hybrid filters and Dynaudio
drivers. Min power 100 W; FR 20-200 Hz; sens
92 dB sin../W/m; imp 8 ohms. Oak finish. 36 x 48
x 12 in; 160 lb $3,400/pr

APOGEE
Diva 3 -Way Ribbon Speaker
Full -range ribbon speaker with adjustable
crossover. Features trapezoidal ribbon woofer;
separate midrange and tweeter ribbons. An-
thracite. taupe or custom finishes. Power han-
dling 200 watts continuous; frequency response

20-25.000 Hz; SPL 115 dB; impedance 4 ohms.
31 x 73 x 3 in: 150 lb ea $8,995/pr

Duetta Signature 2 -Way Ribbon Speaker
Midsize 2 -way ribbon speaker. Utilizes trape-
zoidal woofer ribbon; combination midrange/
tweeter ribbon: internal crossovers. Anthra-
cite, taupe or custom finishes. Power handling
200 W cont: FR 30-20.000 Hz; SPL 100 dB; imp 4
ohms. 26 x 58 x 3 in: 115 lbs ea $3.995/pr

Caliper Signature 2 -Way Ribbon Speaker
Midsize 2 -way ribbon speaker. Features trape-
zoidal woofer ribbon; narrow -canted combina-
tion midrange/tweeter ribbon; crossover cir-
cuitry. Anthracite, taupe or custom finishes.
Power handling 150 W cont; FR 30-20.000 Hz;
SPL 105 dB: imp 3 ohms. 24 x 48 x 2 in; 70 lb
ea $2.995/pr

Stage 2 -Way Ribbon Speaker
2 -way ribbon speaker. Features trapezoidal
woofer ribbon; combination midrange/tweeter
ribbon; internal crossover. Anthracite with
basswood or mahogany trim, taupe with ma-
hogany trim. Power handling 150 W cont; FR 35-
20.000 Hz; SPL 107 dB; imp 3 ohms. 26 x 36 x 2
in: 60 lb ea $1.995/pr
Stand. For the above $295/pr

Centaur 2 -Way Hybrid Speaker
Hybrid speaker features a dipole midrange-

tweeter ribbon and an 8 -in long throw polypro-
pylene woofer in acoustic suspension enclo-
sure. Power handling 150 W cont; FR 38-20.000
Hz: SPL 107 dB; imp 5 ohms. Black grille with
agate or walnut fascia. 15 x 46 x II in; 65 lb
ea $1.495/pr

DAX. Dedicated active crossover for Diva,
Duetta Signature and Caliper Signature. Com-
patible with balanced amps or single -ended
amps. LED display indicates levels of woofers
and midrange/tweeter; separate regulated pow-
er supply $3.995
DAX 11. Similiar to the above with internal
power supply and no LED display $1,995

ARANT
A-200 3 -Way Speaker
Features 10 -in woofer. 41/2 -in dome midrange,
and I -in dome tweeter in vented enclosure. Min
power 15 W; frequency response 34-22,000 Hz
-± 3 dB; sensitivity 92 dB sei/W/m; crossover
points 800 and 3.500 Hz; impedance 6 ohms.
Oiled walnut finish and black knit grille 16 x 26
x 12 in: 40 lb ea $770/pr

A-140 2 -Way Speaker
Features 61/2 -in woofer, and I -in dome tweeter
in passive -radiator enclosure. Min handling 12
W; FR 32-22.000 Hz -± 3 dB; sens 93 dB spiJW/
m; crossover frequency 2,700 Hz; imp 8 ohms.
Oiled walnut finish and black knit grille. 1 1 x 19
x II in; 49 lb/pr $550/pr

A-80 2 -Way Speaker
Features 8 -in woofer, and I -in dome tweeter in
vented enclosure. Min power 12 W: FR 38-
22,000 Hz ±3 dB; sens 91 dB sPL/W/m; cross-
over frequency 2.000 Hz; imp 6 ohms. Oiled
walnut finish and black knit grille. II x 19 x 10
in; 38 lb/pr $490/pr

A-60 2 -Way Speaker
Features 61/2 -inch woofer, and I -inch dome
tweeter in vented enclosure. Minimum power
12 watts; frequency response 49-22.000 Hz ± 3
dB; sensitivity 89 dB spiJW/m; crossover fre-
quency 2.500 Hz; impedance eight ohms. Oiled
walnut finish and black knit grille. Dimensions:
91/2 x 17 x 71/2 in; weight: 30 lb/pr $300/pr

ARCAM
One + 2 -Way Speaker
Reflex -loaded cabinets with Medite front baf-
fles. Features polymer -cone midbass driver;
dome tweeter. Crossovers may be biwired. fre-
quency response 35-20,000 Hz: power handling
100 W; impedance 8 ohms. Genuine wood ve-
neers. optional walnut or black finish. 101/s x
201/4 x 121/2 in $800

Two+ 2 -Way Speaker
Reflex -loaded cabinets with Medite front baf-
fles. Features polymer -cone midbass driver;
dome tweeter. Crossover may be biwired. FR
42-20,000 Hz; power handling 70 W; imp 8
ohms. Genuine wood veneers, optional walnut
or black finish. 8Y4 x 141/4 x 11 in $600

Three + 2 -Way Speaker
Reflex -loaded cabinets with Medite front baf-
fles. Features polymer -cone midrange:dome
tweeter; 8 -element crossover. FR 47-20,000 Hz;
power handling 50 W; imp 8 ohms. Vinyl ve-
neers, optional walnut or black finish. 71/4 x 131/2
x 103/4 in $350

ARISTON ACOUSTICS BY
EUROSOUND

"Q" 2 -Way Speaker
Acoustically dead cabinet features truncated
pyramid design. 6 -in glass -fiber midbass driv-
er;11/2-in soft -dome tweete. Imp 8 ohms; sens
85 dB; biwired. Black finish. $970/pr

Image II 2 -Way Speaker
Bass -reflex design ported in back. 67/8 -in poly-
propylene midbass driver; 1/4 -in metal -alloy
dome tweeter; 3rd -order acoustic crossover.
Power handling 100W; FR 60-20,000 Hz; sens 88
dB: imp 6 ohms. Black finish. 81/2 x 161/2 x 101/2
in. $499/pr

ASB
SR -II 3 -Way Speaker
Transmission -line speaker with two 8 -in woof-
ers; two 2 -in dome midranges; I -in dome tweet-
er. FR 28-20.000 Hz ±3 dB; sens 91 dB sptJW/
m; imp 8 ohms; crossover frequencies 400.
5,000 Hz. Oiled walnut finish; black knit grille.
12 x 60 x 16 in; 45 lb ea $4,500/pr

SR -I 3 -Way Speaker
Transmission -line speaker with two 6 -in woof-
ers; 2 -in dome midranges; I -in cone tweeter. FR
32-20,000 Hz ± 3 dB; sens 90 dB sPUW/m; imp
8 ohms; crossover frequencies 400. 5,000 Hz.
Oiled walnut finish: black knit grille 12 x 44 x
14 in: 401b ea $2,800/pr

AB -750 3 -Way Speaker
Acoustic -suspension speaker with 8 -in woofer;
41/2 -in cone midrange; I -in cone tweeter. FR 38-
20.000 Hz -± 3 dB; sens 90 dB spi.JW/m; imp 8
ohms; crossover frequencies 100. 2.000 Hz.
Oiled walnut finish; black knit grille 15 x 25 x
12 in; 40 lb ea $1,000/pr

AB -650 2 -Way Speaker
Acoustic -suspension speaker with 6 -in woofer,
I -in cone tweeter. FR 45-20,000 Hz ± 3 dB; sens
90 dB sPIJW/m; imp 8 ohms; crossover frequen-
cy 2.000 Hz. Oiled walnut finish; black knit
grille. 10 x 16 x 8 in; 30 lb ea $800/pr

AB -250 2 -Way Speaker
Acoustic -suspension speaker with 6 -in woofer,
I -inch dome tweeter. FR 60-20,000 Hz ±3 dB;
sensitivity 90 dB spt../W/m; impedance 8 ohms:
crossover frequency 2,000 Hz. Oiled walnut
finish; black knit grille $400/pr
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The Big Klipsch Sound Is
Now Small In Size And Price

You've always expected
KLIPSCH to give you a big,
dynamic sound. Yet KLIPSCH has
never been known for making
small speakers.

Well allow us to introduce
the new KLIPSCH kg'*. Here
is absolute proof that big perfor-
mance can come from a very small
speaker system. The kg' fills your
listening room with the presence
and dynamics of a live performance.
Yet it's so small that it sits comfort-
ably (and inconspicuously) on a
bookshelf. Technology is the
reason why.

The woofer cone, for
example, is carbon graphite filled

to set a new standard for bass
quality and authority in a system
of this size. The voice coil of this
woofer is vented for increased
power handling and effortless
reproduction of dynamic musical
passages.

The tweeter uses a special
ferrofluid cooling system to give
you increased output, power
handling, dynamic range, and
reliability.

And the elegantly -styled
cabinet of the kg' is hand finished
in your choice of genuine wood
veneers to make this speaker as
beautiful as the music it repro-
duces. In this price range, the

cabinet of virtually every competi-
tive system is wrapped with vinyl
which merely imitates wood. The
kg' gives you the real thing.

Yes, though quite small in
size and price, the kg' is very big in
performance and value. Your
investment in this system will he a
lasting one. Hear and see the new
KLIPSCH kg' at your nearest
KLIPSCH dealer.

To find him, look in the Yellow Pages.
Or call toll free 1-800- 395-4676.

N7fo'klipsch
A LE:END A SOUND

PO BOX 689  HOPE ARKANSAS USA 71801

CIRCLE NO le ON READER SERVICE CARD



SPEAKERS
AB -150 2 -Way Speaker
Acoustic -suspension speaker with 6 -in woofer.
I -in dome tweeter. FR 70-20,000 Hz ±3 dB:
sens 88 dB sptlW/m; imp 8 ohms; crossover
frequency 2.000 Hz. Oiled walnut finish; black
knit grille. 15 lb ea $250/pr

AUDIO CONCEPTS
Speakers are available in kit or assembled
form. Full kits include everything needed to
build a speaker. Refer to the 1990 Audio Con-
cepts catalogue for more details.

Premier I Subwoofer/Satellite System
System includes woofer modules, satellites,
and stands. Power handling 200 watts rms: FR
35-20,000 Hz -± 3dB; sens 88.5 dB spiJW/m.
Natural, black, or white -lacquered -oak finish.
Satellites 13 x 7 x 13 in. woofer modules 13 x 24
x 14 in $1.999 sys

Saphire II 2 -Way Speaker
Hybrid aperiodic 7 -in kevlar-cone woofer and
aperiodic inverted -dome tweeter. Power han-
dling 125 W rms; FR 65-20.000 Hz ±3 dB: sens
89 dB W/m. 10 x 16 x 10 in $699/pr

Saturn Subwoofer
Dual hybrid I2 -in subwoofer. Power handling
200 W rms; FR 22-200 Hz, ±3 dB: sens 88 dB
W/m. 13 x 44 x 121/2 in $699/pr

G2R 3 -Way Speaker
Features aperiodic 10 -in woofer. Power han-
dling 200 W rms; FR 36-20.000 Hz, ±3 dB; sens
89 dB W/m. 28 x 14 x 13 in $499/pr

Compact Monitor R 2 -Way Speaker
Features aperiodic 7 -in woofer. Power handling
125 W rms; FR 43-20.000 Hz, -± 3 dB; sens 87 dB
W/m. 10 x 16 x 8 in $499/pr

Little V Satellite 2 -Way Speaker
Mini -speaker with 5 -in woofer and I -in alumi-
num -dome tweeter. Power handling 100 watts
rms; FR 10-20,000 Hz ±3 dB: sens 89 dB.
Natural, black, or white -lacquered -oak finish. 7
xllx I0 in $399/pr

S2R 2 -Way Speaker
7 -in woofer and I -in aluminum -dome tweeter.
Power handling 100 W rms; FR 65-20,000 Hz.
-L- 3 dB; sens 89 dB W/m. 10 x 16 x 10 inS299/pr

Little V Subwoofer
Sealed I2 -in dual -voice -coil subwoofer. 100Hz
crossover; max power 150 W/ch rms; FR 35-100
Hz ±3 dB; sens 89 dB. Natural, black, or white -
lacquered -oak finish. 13 x 25 x 14 in .... $269 ea

Premier In -Wall Speaker
7 -in woofer and 1 -in dome tweeter. Power han-
dling 100 W rms; frequency response 60-20,000
Hz. ±3 dB: sens 89 dB W/m. Tweeter -level
control. Includes mounting brackets 12 x 8 in
(flush mount) $249/pr

AUDIRE
Image I Ribbon Speaker
Full -range ribbon speaker with line -source -ar-
ray driver arrangement. Center -driver section
covered in black grille cloth lined with finished
walnut. Minimum power 50 W; FR 30-20,000
Hz: imp 1.9 ohms. 3-yr warranty. 36 x 72 x 21/2
in; 150 lb ea $6,500/pr
Image 2 Ribbon Speaker. Same as above. Min
power 75 W; FR 35-20.000 Hz; imp 2.8 ohms. 32
x 72 x 21/2 in; 125 lb ea $4.500/pr
Image 3 Ribbon Speaker. Same as above. Min
power 75 W; FR 40-20,000 Hz: imp 7.6 ohms. 24
x 60 x 13/4 in; 60 lb ea $2.700/pr

Image 4 Ribbon Speaker. Same as above. Min
power 75 W: FR 50-20.000 Hz; imp 3.8 ohms. 24
x 60 x 11/4 in: 501b ea $1.500ipr

AUDIOSOURCE
LS -One 2 -Way Shielded Speaker
Acoustic -suspension speaker with 4 -in poly-
propylene woofer. I -in ferrofluid cooled soft
dome tweeter. Magnetic shielding for hi-fi vid-
eo application. FR 100-20.000 Hz; power han-
dling 40 watts: imp 4 ohms; sens 87 dB spiJW/
m; crossover point 2.500 Hz. Black cast -alumi-
num enclosure with metal grille; available in
walnut, oak, black metal or weather -tight fin-
ishes; 41/2 x 71/4 x 41/2 in: 5.5 lb $200/pr

LS-Two/A 2 -Way Speaker
2 -way acoustic -suspension speaker with 5 -in
polypropylene woofer. I -in ferrofluid cooled
soft -dome tweeter. Magnetic shielding for hi-fi
video application. FR 60-20.000 Hz: power han-
dling 50 watts; imp 4 ohms: sens 89 dB spiJW/
m. Black cast -aluminum enclosure. 51/2 x 81/2 x
41/2 in; 51/2 lbs $240/pr
Weathertight version; white finish $260/pr
Optional mounting brackets: available in black
or white $30/pr

AVALON ACOUSTICS
Ascent MKII Speaker
Power handling 50-300 W: FR 36-24.000 Hz ±
1.5 dB: imp 6 ohms; sens 88 dB. 13 x45 x 18 in;
crossover 12 x 32 x 12 in $15,000/pr

Eclipse Speaker
Power handling 30-200 W; FR 45-24.000 Hz
1.5 dB: imp 6 ohms; sens 86 dB. 39 x II x 15 in:
105 lb $7,200/pr

AVID
Model 232CP 3 -Way Speaker
Features 10 -in polypropylene woofer. 41/2 -in
integral edge cone midrange, and I -in soft dome
tweeter in a bass -reflex enclosure. Ferrofluid-
cooled voice coils in tweeter and midrange.
Power handling 150 W cont: FR 40-20.000 Hz
-3 dB; sens 90 dB sPL/W/m; crossover fre-
quencies 650 and 5,000 Hz: imp 8 ohms 15 x 28
x101/4 in $600/pr

Model 102CP 2 -Way Speaker
Features 10 -in polypropylene woofer. and I -
in soft -dome tweeter in acoustic -suspension
enclosure. Ferrofluid-cooled voice coils in
tweeter. Power handling 100 W cont: frequen-
cy response 43-20.000 Hz -3 dB: sens 89 dB
spt../W/m; crossover frequency 2.500 Hz: imp
8 ohms. 15 x 25 x101/8 in $360/pr

Model 80CP 2 -Way Speaker
Features 8 -in polypropylene woofer, and I -in
soft -dome tweeter in acoustic -suspension en-
closure. Ferrofluid-cooled voice coils in
tweeter. Power handling 70 W cont: FR 53-
20.000 Hz -3 dB; sens 88 dB sPL/W/m; cross-
over frequency 3,000 Hz: imp 8 ohms. 12 x
191/2 x 83/4 in $300/pr

Model 60CP 2 -Way Speaker
Features 61/2 -in polypropylene woofer, and I -
in soft -dome tweeter in acoustic -suspension
enclosure. Ferrofluid-cooled voice coils in
tweeter. Power handling 60 W cont; FR 70-
20.000 Hz -3 dB: sens 87 dB sPtJW/m; cross-
over frequency 3.500 Hz; imp 8 ohms. 8Y4 x 14
x 8 in $240/pr

AXIOM
AX 5 2 -Way Speaker

10- and 5 -in woofers and I -in dome tweeter. FR
29-22,000 Hz ±2 dB; sens 87 dB; imp 4 ohms:
crossover points at 180 and 3.000 Hz. Dark.
natural, or black oak finish with black knit
grille. 12 x 36 x 12 in: 80 lb/pr SI .699/pr

AX Subwoofer/Center-Channel Speaker System
Two I0 -in woofers, one 5 -in woofer and I -in
dome tweeter. FR 29-22,000 Hz ±3 dB: sens 87
dB: imp 4 ohms; crossover points 120. 250. and
3,000 Hz. Dark, natural, or black oak finish with
black knit grille. 15 x 33 x 16 in: 90 lb eaSI.449 ea

AX Subwoofer
Two 10 -in woofers and active crossover. FR 29-
'20 (or 250) Hz ± 3 dB; sens 87 dB: imp 4 ohms:
crossover points 120 and 250 Hz. Dark, natural.
or black -oak finish with black knit grille. 15 x 33
x 16 in: 80 lb ea 51.099 ea

AX 3 2 -Way Speaker
8- and 5 -in woofers. and I -in dome tweeter. FR
36-22.000 Hz ±2 dB; sens 88 dB: imp 4 ohms:
crossover points 180 and 3.000 Hz. Dark, natu-
ral, or black -oak finish with black knit grille. 10
x 36 x 10 in: 66 lb/pr $899/pr

AX I 2 -Way Speaker
Tuned port speaker with 5 -in woofer and I -in
dome tweeter. FR 70-22.000 Hz ±2 dB; sens 87
dB: imp 4 ohms: crossover point 3,000 Hz.
Dark, natural, or black -oak finish with black
knit grille. 6 x II x 6 in: 30 lb/pr S599/pr

AX 2 2 -Way Speaker
Tuned port speaker with 8 -in woofer and I -in
dome tweeter. FR 40-22.000 Hz ±2 dB; sens 89
dB: imp 6 ohms: crossover point 3.200 Hz..
Dark, natural, or black -oak finish with black
knit grille. 10 x 24 x 10 in; 50 lb/pr S569/pr

AX 2 2 -Way Bookshelf Speaker
Tuned port speaker with 8 -in woofer and I -in
dome tweeter. FR 43-22.000 Hz ±2 dB; sens 89
dB; imp 8 ohms: crossover point 3.200 Hz.
Dark, natural, or black -oak finish with black
knit grille. 10 x 19 x 10 in; 44 lb/pr $459/pr

AX 1.5 2 -Way Speaker
Tuned port speaker with 61/2 -in woofer and 1/4 -in
dome tweeter. FR 45-22.000 Hz ±2 dB; sens 89
dB: imp 6 ohms: crossover point 3.500 Hz.
Dark. natural, or black oak finish with black
knit grille. 8 x 19 x 8 in; 36 lb/pr $349/pr

AX 1.5 In -Wall 2 -Way Speaker
Features 61/2 -in woofer and 1/4 -in dome tweeter:
choice of 18 grille colors. FR 45-22.000 Hz ±2
dB; sens 89 dB: imp 6 ohms: crossover point
3,500 Hz. Black knit grille. 14 x 19 x I in; 16 lb/
pr $328/pr

AX 1.5 Bookshelf Speaker
Tuned port speaker with 61/2 -in woofer and 3/4 -in
dome tweeter. FR 50-22.000 Hz ±2 dB; sens 89
dB: imp 6 ohms; crossover point 3.500 Hz.
Dark, natural, or black -oak finish with black
knit grille. 8 x 15 x 8 in: 30 lb/pr $299/pr

BANG & OLUFSEN
Beovox Penta 3 -Way Speaker
Five -sided bass -reflex speaker. Features four
5 -in woofers. four 3 -in midranges, one I -in
dome tweeter (vertically aligned). Finished in
brushed stainless steel with black grille. FR 40-
20.000 Hz +4, -8 dB. 5 x 59 x 5'/ in: 37.5
lb ea $2,200/pr

Beovox 5000 2 -Way Speaker
Bass -reflex speaker with two 5 -in woofers and
one I -in dome tweeter. Power handling 60 W
cont: imp 8 ohms; FR 60-20.000 Hz; sens 89 dB

146 STEREO BUYERS' GUIDE 1991



SPEAKERS
sinJW/m; crossover frequency 3.500 Hz; THD
<0.2% from 250-6,000 Hz. 17% x 331/2 x 3 in;
24.5 lb. Available in blue and gray .. $1,096/pr

RL 140 3 -Way Speaker
Floor -standing bass -reflex speaker with two
61/2 -in woofers, 5 -in midrange, I -in dome tweet-
er in grey plastic enclosure with black grille. FR
40-20.000 Hz; sens 93 dB sPL/W/m; power han-
dling 140 W cont; imp 8 ohms; crossover fre-
quencies 800,3,000 Hz. 20 x 28 x 91/2 in; 33 lb
ea $990/pr

Beovox 3000 2 -Way Speaker
Bass -reflex speaker with one 5 -in woofer and
one I -in dome tweeter. Power handling 45 W
cont; imp 8 ohms; FR 75-20,000 Hz; sens 87 dB
sptiWim: crossover frequency 3.500 Hz; THD
<I% from 250-6,000 Hz. 15 x 173/4 x 3 in; 11.2
lb. Available in blue and gray $696/pr

RL 60.2 2 -Way Speaker
Floor -standing speaker with I -in dome tweeter,
two 5 -in cone woofers, tuned port: charcoal -
black finish. Frequency response 45-20.000 Hz;
power handling 60 W cont; sens 93 dB sinJW/
m; imp 8 ohms: crossover frequency 2,500 Hz.
16 x 211/4 x 7 in: 19.75 lb ea $550/pr

Beovox Cona Subwoofer
Drum -shaped bass -reflex subwoofer with 8 -in
driver, dual voice coil, concave top. Power
handling: 60 W cont rms imto 6 ohms from 40-
195 Hz; sens 89 dB spi/W. 101/2 x 17 in diam:
16.5 lb. White. black, gray finishes ... $395 ea

RL 35 2 -Way Bookshelf Speaker
Bass -reflex speaker. Features 5 -in woofer:'/4-in
tweeter. Power handling 35 W cont; FR 48-
20.000 Hz: imp 8 ohms; sens 92 dB sPL/W/m;
crossover frequency 3,500 Hz; bitumen blocks
on inside of curved backplate; thermoplastic
cabinet. 121/2 x 151/4 x 5 in; 7.8 lb ea.... $380/pr

Beovox CX100 Bookshelf Speaker
Black, white, gray. or brushed -aluminum book-
shelf box speaker with two 4 -in woofers, I -in
dome tweeter. Power range 10-110 W; sens 89
dB spL/W/m; imp 6 ohms; 4 x 12 x 8 in;
13.5 lb $380/pr
Beovox CX50. Black finish: 8 lb ea $280/pr

Powered Speakers
Beolab Penta 113 -Way Speaker
Powered, 5 -sided, bass -reflex, floor -standing
speaker with 150-W amplifier in each cabinet.
Features four 5 -in woofers, four 3 -in mid-
ranges, one I -in dome tweeter (vertically
aligned); dynamic clipping attenuator. 3 -posi-
tion bass -level switch: auto turn on/off when
used with Beosystem 5500: digital display
shows source, volume, recording, status. over-
load. Finished in brushed stainless steel with
black grille. Speaker section: power handling
150 W cont; FR 40-20,000 Hz: sens 92 dB spL/W/
m: crossover frequency 700,5000 Hz; imp 8
ohms. Amp section: FR 20-20,0()0 Hz; THD
<0.015%; damping factor 150: s/N >100 dB. 5 x
65 x 5Ypi in; 53 lb ea $3,295/pr

Beolab 5000 2 -Way Wall/Hanging Speaker
Bass -reflex 2 -way speaker with 55-W amplifier
in each cabinet. Features two 5 -in woofers and
one I -in dome tweeter. Automatic bass -level
switching; auto turn on and off when used with
B&O Beolink system; digital display shows
source, volume, recording status. Finished in
brushed stainless steel and blue or grey grille
cloth. Speaker section: power handling 60 W
cont; FR 60-20,000 Hz +4. -8 dB; sens 89 dB
sPL/W/m; imp 8 ohms; crossover frequency
3.500 Hz. Amp section: FR 20-20,000 Hz: total
harmonic distortion <0.1%: signal-to-noise ra-

tio >97 dBA. 171/4 x 39.1/4 x 3 in; 33.5 lb
ea $2,095/pr

Beolab 3000 2 -Way Wall/Hanging Speaker
Bass -reflex speaker with 55-W amplifier in each
cabinet. Features one 5 -in woofer and one I -in
dome tweeter. Automatic bass -level switching:
auto turn on/off when used with B&O Beolink
system: digital display shows source, volume.
recording status. Finished in brushed stainless
steel and blue or grey grille cloth. Speaker
section: power handling 45 W cont: FR 75-

20.000 Hz: sens 87 dB sPOW/m; crossover
frequency 3,500 Hz: imp 8 ohms. Amp section:
FR 20-20,000 Hz: THD <0.1%; S/N >97 dBA. 171/4
x 213/4 x 3 in; 20 lb ea $1.695/pr

B&W LOUDSPEAKERS
LM -1 2 -Way Speaker
Mini speaker with 4 -in Kevlar woofer and 3/4 -in
tweeter. Features cast -magnesium enclosure;
protection against overload: switchable to 8 or
4 ohms. For home and car use. Sens 85 dB sPIJ

FINALLY, YOU DON'T
NEED A DUAL INCOME

TO AFFORD DUAL WOOFERS.
The new Advent® Heritage loudspeakers offer handcrafted pecan

cabinetry and digital -ready, dual -cone technology.
Two 8 -inch, high -excursion woofers produce low frequencies, while

the ferrofluid filled, polyamid tweeter provides wide dispersion and
imaging of higher frequencies.

So when you get a pair you won't spend a fortune. It will only sound
like you did. THE HERITAGE BY

For free literature and the name of

///A DV E \l"your nearest dealer, call 1-800-4SPEAKR
OWN. 1 800-477-3257

C 1990 Intemabdnal Jensen Inc Sound as it was meant to be heard
A0.00' n a regoslered trademark olInternaeonal Jensen Inc

MGM
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THE MONOLITH III
The Monolith Ill stands alone. Powerful. Imposing. Thrusting you into a world of harmony and purity that

both caresses and assaults you in its beauty, truth and timelessiess.
The challenge was to maintain the famous Martin -Logan electrostatic purity and still deliver uncompromised

levels of power and frequency response. This was achieved by incorporating a massless transducer in a
perfectly linear field with no crossovers in the critical music range, yet dispersing energy in a controlled
wavepath.

By seamlessly integrating this advanced ESL technology to a tailored superfast subwoofer, a new standard
has beer achieved.

The challenge now is for you to determine our success. Go, hear, experience the Monolith Ill for yourself.

MARTIn.LOGAR LTD.
The electrostatic loudspeaker technology company

913-749-0133  lawrence, kansas 66044



SPEAKERS
W/m; power handling 20-75 W; imp 4/8 ohms;
crossover 3000 Hz. Colored Nextel and beige
finish. 61/4 x 91/2 x 81/2 in $600/pr
1.M-1/PM. Panel -mount version $550/pr

Matrix 800 Series

Matrix 800 3 -Way Speaker
Dynamic, passive radiator design with dual
111/4 -in woofers, dual 5 -in cone midranges. and
11/4 -in gold -dome tweeter. Features modular
cabinets with matrix construction. Sens 93 dB
sPL/W/m; power handling 100-800 W; imp 4
.ohms; FR 20-20,000 Hz ±2 dB. 242 lb$18,000/pr

Matrix 801 Series 2 Speaker
Floor -standing 6th -order Butterworth vented
system. Features I2 -in polymer woofer, 51/4 -in
Kevlar midrange and I -in metal -dome tweeter.
Electronic bass -alignment filter. Walnut, black -
ash, white, natural -oak finishes. Power han-
dling 600 W. FR 20-20,000 Hz, ±2 dB; sens 87
dB (2.83V, I m); crossover points 380 and 3,000
Hz; imp 8 ohms. 17 x 391/4 x 22 in ... $5,500/pr
STAV 801. Stand for above, $200/pr
801 Hood. Hood for Matrix 801 (black or
brown) $300/pr

Matrix 802 Series 2 3 -Way Speaker
Floor -standing 6th -order Butterworth vented
system with vertically aligned drivers. Features
two 8 -in polymer woofer, one 5 -in Kevlar mid-
range, one I -in metal -dome tweeter; electronic -
bass alignment filter. Walnut, white, natural -
oak, or black -ash finishes; power handling 50-
500 W; FR 27-20,000 Hz, ±2 dB; sens 90 dB
12.83V, 1 m); crossover points 400 and 3,000
Hz; imp 8 ohms. 111/4 x 41 x 141/2 in... 4.000/pr

Matrix 803 2 -Way Speaker
Bass -reflex, dynamic speaker with 71/4 -in woof-
er and I -in dome tweeter. Bass alignment filter;
matrix cabinet. Sens 90 dB spiJW/m; power
handling 90-200 watts; imp 8 ohms; FR 30-20,000
Hz ±2 dB $3,000/pr

CM2 Matrix Mini 2 -Way Speaker
Floor -standing 4th -order Butterworth vented
system consisting of CMI head module crossing
over at 150 Hz into subwoofer section. Matrix
enclosure design. Overload protection circuit.
Column finish in black, white, nextel gray.
walnut. Power handling 200 W; imp > 4 ohms.
61/4 x 391/4 x 81/2 in; base 10 x 91/2 in .. $1,750/pr
CM2-SW Subwoofer Col. Similar to CM2 with-
out high -frequency driver $1.100/pr
CM-WB. Wall -mounting bracket for the CM2
and the CM2-SW $40/pr

CM -I 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 5 -in Kevlar
woofer and I -in metal -dome tweeter. Features
matrix construction. Sens 85 dB spi../W/m; pow-
er handling 120 W max; FR 90-20.000 Hz ± 11/2
dB; imp 8 ohms. White, black or nextel grey
finishes. 61/2 x 91/2 x 81/4 in; II lb $800/pr

Digital Monitor 600 Series

DM 640 3 -Way Speaker
Bass -reflex speaker with dual 71/4 -in woofers,
61/4 -in cone midrange, and I -in metal -dome
tweeter. Features biwiring; separate internal
enclosure for midrange. Sens 91 dB spiJW/m;
power handling 25-150 W; imp 4 ohms; FR 46-
20,000 ±2 dB. 91/4 x 372/3 x ISVH in ... $1,300/pr

DM 630 2 -Way Speaker
Bass -reflex speaker with dual 71/4 -in woofers
and I -in metal -dome tweeter. Features biwir-
ing. Sens 91 dB spiJW/m; power handling 25-
150 W; imp 4 ohms; FR 53-20,000 Hz ± 2 dB. 91/4
x 331/4 x 157/8 in $1,000/pr

DM 620 2 -Way Speaker
Bass -reflex speaker with 71/4 -in woofer and I -in
metal -dome tweeter. Features biwiring. Sens
91 dB spiJW/m; power handling 25-150 W; imp
4 ohms; FR 58-20,000 Hz ± 2 dB $800/pr

DM 310 2 -Way Speaker
Bass -reflex speaker with 73/4 -in woofer and I -in
metal -dome tweeter. Features biwiring. Sens
91 dB sPIJW/m; power handling 20-100 W; imp
4 ohms; 70-20,000 Hz ±2 dB $800/pr

Wall -Mount Series

CWM 6 2 -Way In -Wall Speaker
Acoustic -suspension, speaker with 71/4 -in woof-
er and I -in tweeter. Sens 90 dB sPt/Wim; power
handling 20-100 W; imp 4 ohms; FR 35-20,000
Hz ±3 dB. 14x 103/4 x 31/3 in $600/pr

CWM 8 2 -Way In -Wall Speaker
Acoustic -suspension, speaker with 71/4 -in woof-
er and I -in tweeter. Sens 91 dB sPL/W/m; power
handling 20-70 W; imp 6 ohms; FR 45-20,000 Hz
+ 3 dB. 9 x I21/2 x 3 in $400/pr

200 Series

V202 2 -Way Speaker
Bass -reflex, speaker with 71/4 -in woofer and t-
in tweeter. 4th -order vented. Sens 90 dB sPt./W/
m; power handling 20-120 W; imp 6 ohms; FR
48-20.000 Hz ±3 dB $350/pr

V201 2 -Way Speaker
Bass -reflex, speaker with 71/4 -in woofer and I -
in tweeter. 4th -order vented. Sens 90 dB sm../W/
m; power handling 20-100 W; imp 6 ohms; FR
66-20,000 Hz ± 3 dB $250/pr

BEST
CT72 Series Ceiling -Tile Transducers
CT72 drivers are omnidirectional and designed
to be ceiling mounted. Dimensions: 231/2 x 231/2
x3 in.
CT72DT32. Dual driver, with 32W/70V trans-
former $300
CT72DT8. Dual driver, with 8wn0v trans-
former $279
CT72D. Dual driver; 40-19,000 Hz: 75W; 8
ohms $263
CT72ST32. Same as CT72S, with 32W/70V
transformer $261
CT72ST8. Same as CT72S, with 8W/70V trans-
former $240
CT72S. Single driver; 50-10.000 Hz; 60 W; 8
ohms $224

CT62 Series Omnidirectional Transducers
CT62 drivers are designed for a variety of
indoorloutdoor mounting schemes. Dimen-
sions: 231/2 x 171/2 x 3 in.
CT62DT8. Dual driver, with 8W/70V trans-
former $254
CT62D. Dual driver; 40-19,000 Hz; 75W; 8
ohms $238
CT62DT32. Same as CT62D, with 32W/70V
transformer $233
CT62ST32. Same as CT62S, with 32W/70V
transformer $233
CT62ST8. Same as CT62S, with 8W/70V trans-
former $212
CT62S. Single driver; 50-10,000 Hz; 60 W; 8
ohms $196

CT62 Modified Series Transducers
Designed for mounting on sheetrock walls. Di-
mensions: 171/2 x 231/2 x 3 in.
CT62DMT32. Same as CT62DM. with 32W/
70V transformer $295
CT62DMT8. Same as CT62DM, with 8W/70V
transformer $274

CT62DM. Dual driver; 40-19.000 Hz; 75W; 8
ohms . $258
CT62SMT32. Same as CT62SM. with 32W/70V
transformer $253
CT62SMT8. Same as CT62SM, with 8W/70V
transformer $232
CT62SM. Same as CT62SM; single driver; 50-
10.000 Hz; 60W; 8 ohm $216
PRPBB2.I. Plaster ring and 1.26 cu. ft. back -
box $150
PR60.I. Plaster ring for 1/2 -in or 1/4 -in sheet -
rock $80

BT82 Series Omnidirectional Transducer Systems
BT82s syNtems are designed for indoor/outdoor
use. They can be free-standing or hung by a
pendant. Dimensions: 19 x 25 x 41/4 in.

BT82T32. Same as BT82, with 32W/70V trans-
former $408
BT82T11. Same as BT82, with 8W/70V trans-
former $387
BT82. Dual driver. 40-19,000 Hz; 75W; 8 ohms.
For outdoor use $371
BT82IT32. Same as BT821, with 32W/70V
transformer $378
BT821T8. Same as BT821, with 8W/70V trans-
former $357
BT82I. Dual driver, 40-19.000 Hz. 75W, 8
ohms. For indoor use $34I
QUAD -M. L brackets and hardware necessary
for central cluster mounting $165
STND-HDL. U bracket, knobs, and additional
hardware necessary for stand mount $135
STND-U. U brackets, knobs, and additional
hardware necessary for tilt/swivel mount-
ing $65
STK-M. L brackets with hardware required for
truss/beam mounting $61

BKT-T. T bracket with hardware necessary for
tripod mounting $59
BKT-L. L brackets and hardware required for
pole mounting $22
EBLT-M. Hardware required for pendant
mounting $3.40

BIB
Point -4 2 -Way Speaker
Four -inch woofer and 21/2 -in tweeter in eight -
inch sealed enclosure. Swivel mounting brack-
ets included. Power handling 50 watts; frequen-
cy response 45-20,000 hertz; sensitivity 85.5
decibels; impedance four ohms; crossover
point 4,000 hertz. Dimensions: 41/2 x 8 x 5 in;
weight: 5.7 lb $130/pr

BOSE
01 Series

Model 901 Series VI Speaker
Features Direct/Reflecting Acoustic -Matrix de-
sign with active equalizer and eight rear -facing.
one front -facing 41/2 -inch full -range drivers.
Pentagon -shaped cabinet with injection -molded
core; walnut -veneer cabinet panels; active
equalizer with midbass/midtreble slide control
and tape -monitor switch; five-year warranty.
Power handling unlimited in noncommercial
application; impedance eight ohms; dynamic
range 106 dB. Equalizer: 13 x 23/4 x 41/4 in.
Speaker: 121/4 x 21 x 13 in. Price includes
equalizer $1.499/pr

Model 601 Series III Direct/Reflecting Speaker
Floor -standing speaker system with tweeters
and one woofer mounted above main enclosure
in free -space -array configuration. Two 8 -in
cone woofers; four 3 -in cone tweeters; subport
enclosure system with slotted port. Power han-
dling 200 watts continuous; impedance 8

ohms $999/pr
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Model 501 Series IV Direct/Reflecting Speaker
Floor -standing speaker system with two 3 -in
tweeters and 10 -in woofer. Teak -grain vinyl
finish; five-year warranty. Power handling 115
W cont; imp 8 ohms. 16 x 25 x 14 in; 40 lb
ca $699/pr

Model 401 Direct/Reflecting Speaker
Floor -standing, column -type enclosure with
two 61/2 -in woofers and 2 -in magnetic liquid -

cooled tweeter. Features Stereo Space array
design; thermal -system protection circuit. Wal-
nut- or black -vinyl finish; five-year warranty.
Power handling 100 W max rms; nominal imp 4
ohms. 12 x 30 x 12 in; 31 lb ea $599/pr

Model 301 Series II Direct/Reflecting Speaker
Ported bookshelf speaker system with 8 -in
woofer, two 3 -in tweeters. Features dual -fre-
quency crossover; tweeter -protection circuit.
Particleboard cabinet with walnut -grain or
black -vinyl finish; five-year warranty. Power
handling 75 W max rms; impedance 8 ohms;
101/2 x 17 x 91/2 in; 18.5 lb ea $199/pr

Model 201 Series II Direct/Reflecting Speaker
Bookshelf speaker with 6 -in woofer. 2 -in tweet-
er. Features dual -frequency crossover net-
work; auto tweeter protection. Available in
rosewood -vinyl finish; five-year warranty.
Power handling 60 W max; imp 8 ohms; 7Y4 x
141/2 x 9 in; 19 lb ea $269/pr

Model 101 Indoor/Outdoor Full -Range Speaker
Indoor/outdoor ported speaker. Features high-

impact water-resistant polystyrene cabinet for
environmental applications; 41/2 -in full -range
driver. Optional multipurpose mounting arms
and brackets available at extra cost; finished in
black or white with white, blue, red, or green
grilles. Power handling 60 W max rms; imp 4
ohms. 6 x 9 x 6 in; 10 lb/pr $219/pr

Point Two Series

Model 10.2 Direct/Reflecting Speaker
Floor -standing ported speaker with 8 -in mid-
range driver, two 2 -in tweeters. and 8 -in woof-
er. Features Acoustimass technology; automat-
ic protection. Hardwood -veneer finish; five-
year warranty. Power handling 180 W cont:
sensitivity 88 dB; impedance 8 ohms. 12 x 38 x
12 in: 46 lb ea $1,299/pr

Model 6.2 Direct/Reflecting Speaker
Bookshelf speaker with controlled -dispersion -

pattern design. Features 8 -in woofer; two 3 -in
tweeters; dual -chamber sub -ported bass sys-
tem; interactive crossover network. Hard-
wood -veneer with teak finish; five-year warran-
ty. Power handling 100 W cont; imp 4 ohms. 10
x 20 x 9s/K in: 19 lb, 8 oz ea $599/pr

Model 4.2 Direct/Reflecting Speaker System
Compact bookshelf speaker with 8 -in woofer.
21/2 -in axial -mounted tweeter. Features dual -
chamber bass system with slot -port design;
auto tweeter protection circuit. Teak -vinyl fin-
ish; five-year warranty. Power handling 75 W
max rms; imp 8 ohms. 91/2 x 18 x 10 in; 15 lb
ca $399/pr

Model 2.2 Direct/Reflecting Speaker System
Compact bookshelf speaker with 6 -in long -ex-
cursion woofer, 2 -in magnetic -fluid -cooled
tweeter. Slot -port bass tuning system. Teak -
vinyl finish; five-year warranty. Power han-
dling 60 W cont; imp 8 ohms $269/pr

Acoustimass Series

Acoustimass 5 Subwoofer/Satellite System
Compact modular system with Acoustimass

bass module and Direct/Reflecting cube speak-
er arrays. Each array features 2 separate cube
enclosures that can be adjusted for direct or
reflecting configuration. Bass module has two
61/2 -in drivers. Features automatic protection
circuitry. Scratch -resistant black -satin finish
for bass module, black or white finish for cube
speaker; five-year warranty. Optional accesso-
ries include wall/ceiling mount brackets. Power
handling 100 W cont. Cube speaker: 31/4 x x
41/4 in. Bass module: 12 x 20 x 8 in; 33 lb . $799

Acoustimass SE -5 Subwoofer/Satellite System
Compact modular system with Acoustimass
bass module and Stereo Targeting satellite
speaker arrays. Each array includes two 21/2 -in
magnetically shielded drivers in black enclo-
sure. Bass module has two 6 -in drivers. Fea-
tures automatic protection circuitry. Scratch -
resistant black -satin finish for bass module.
black -polymer finish for satellites; five-year
warranty. Power handling 100 W cont; imp 6
ohms. Array: 47/s x 81/4 x 31/4 in. Bass module:
7Y8 x 12YK x 201/4 in; 331b $799

Acoustimass 3 Subwoofer/Satellite System
Acoustimass bass module and two magnetically
shielded cube enclosures. Features 51/4 -in woof-
er and two 21/2 -in wide -range speakers that
operate above 200 Hz. Black or white finish;
optional accessories include wall/ceiling mount
brackets. Power handling 50 W cont. Cube
enclosure: 41/2 x 31/2 x 41/2 in. Bass module: 14 x
8 x 8 in $599

Free -Style Full Range Speaker System
European -styled compact system with Bose
patented curved and flared port design. Fea-

white finish. Power handling 60 W max 91/2 x
51/2 x 6 in $339

RoomMate II Portable Powered Speaker System
Features built-in stereo amp that accepts out-
put of personal stereo and portable CD players.
Acioc compatible. 41/2 -in full -range driver with
helical voice coils. Features 2 -stage active
equalization network; distortion -limiting cir-
cuitry. Aerodynamically tuned ports, high -im-
pact polypropylene cabinet. Sens 102 dB. 61/2 x
91/2 x 61/2 in; 10 lb. Black finish $339/pr
Power Case. Includes rechargeable battery,
charger, travel bag, car adapter $219
TB -II. Travel bag $100
Car adapter $24.95
WB-I0. Wall brackets $24.95/pr
MMA4. Mounting arms $60/pr
WC -5. Wall/ceiling brackets $60/pr

Video RoomMate Powered Speaker
Bass -reflex bookshelf speaker for use with Wit.
Tv. or videodisc player. Features 41/2 -in shield-
ed full -range helical -voice -coil driver; amplifi-
cation/active-equalization system; dual -tuned
ports; 6 -ft RCA cable: volume control. Gray
enclosures with black baffle and silver/gray
grille. 6 x 9 x 6 in; 11.5 lb $339/pr

BOSTON ACOUSTICS
T Series

T1030 3 -Way Speaker
Floor -standing acoustic -suspension speaker
with two 8 -in copolymer woofers. 61/2 -in copol-
ymer midrange in subenclosure, and I -in CFT 5
ferrofluid-cooled tweeter. Features tapered-
grille design to reduce sonic diffraction. Power
handling 15-150 W rms; frequency response 40-
20.000 Hz .3 dB; sensitivity 90 dB sptJW/m;
impedance 8 ohms; crossover frequencies 250
Hz, 2,500 Hz. Tall slender enclosure. 101/4 x
421/2 x 121/4 in.

Walnut veneer.
Black vinyl

$1.200/pr
. . $ 1 .000/pr

T930 3 -Way Speaker
Floor -standing acoustic -suspension speaker
with 10 -in copolymer cone woofer. 61/2 -in co-
polymer cone midrange, and I -in CFT 5 dome
tweeter. Power handling 15-125 W/ch rms; fre-
quency response 42-20,000 Hz ± 3 dB; sens 90
dB sFUW/m; imp 8 ohms; crossover points 350
and 2,500 Hz. Comes in hand -finished walnut
veneer, woodgrain vinyl, and black -ash vinyl.
361/4 x 101/2 x 12 in.
Walnut veneer $800/pr
Vinyl $700/pr

T830 3 -Way Speaker
Floor -standing acoustic -suspension speaker
with 8 -in copolymer -cone woofer, 31/2 -in copol-
ymer -cone midrange, and I -in dome tweeter.
Power handling 15-100 W rms; FR 45-20,000 Hz
-1- 3 dB; sens 88 dB spiJW/m; imp 8 ohms:
crossover points 800 and 4.000 Hz. Comes in
woodgrain vinyl and black -ash finishes. 10 x
321/2 x 93/4 in $500/pr

Designer In -Wall Speaker Series
Intended for flush mounting in walls or ceil-
ings. Each speaker is water resistant and has a
matte -white finish that can be painted to match
room decor. Includes mounting hardware; op-
tional brackets available for installation in new
construction.

SW -I0 Powered Subwoofer
10 -in subwoofer in compact vented enclosure.
System features internal 100 -watt amplifier
with electronic crossover. Auto -on, auto -off:

-3 dB; 24 dB/octave
high filter at 95 Hz. Black -ash vinyl finish. 11'/4
x 191/2 x 161/4 in $600

Model 380 2 -Way Speaker
Flush -mount speaker with 8 -in copolymer
woofer and I -in ferrofluid-cooled soft -dome
tweeter. Power handling 5-75 W rms; Frequen-
cy response 48-20.000 Hz ±2 dB; imp 8 ohms;
sens 90 dB sm/W/m. 91/2 x 121/2 in; mounting
depth 3Y4 in $500/pr

SubSat Six Subwoofer/Satellite System
Three-piece system with 2 small satellite speak-
ers and I compact subwoofer. Each satellite
features Y. -in ferrofluid-cooled tweeter and 4 -in
midrange; subwoofer uses two drivers in sealed
and vented chambers. Power handling 15-150
W rms; imp 8 ohms; sens 87 dB sm/W/m.
Satellites available in black or white finishes.
subwoofer in black. Satellite: 5 x 8 x 4 in;
subwoofer: 161/2 x 131/2 x 71/4 in... $500/system

Model 360 2 -Way Speaker
Flush -mount speaker with 61/2 -inch copolymer-
cone woofer and I -inch ferrofluid-cooled soft -
dome tweeter. Woofer designed to provide full
bass without enclosure. Power handling 5-60
watts rms; FR 58-20,000 Hz ± 2 dB; imp 8 ohms;
sens 90 dB sist./W/m. 12 x 81/4 in; mounting
depth 31/4 inches $400/pr

Model 350 2 -Way Speaker
Flush -mount speaker with 51/4 -in copolymer
woofer and I -in ferrofluid-cooled soft -dome
tweeter. Power handling 5-50 W rms; Fit 68-
20.000 Hz ±2 dB; imp 4 ohms. 91/2 x 6Y4 in:
mounting depth 21/4 in $300/pr

PowerVent 12 Subwoofer
Two drivers in sealed and vented chambers.
Features auto -on, auto -off. Frequency re-
sponse 46-150 Hz; impedance 8 ohms: sens 87
dB srtiW/m; power range 15-100 W rms. Black -
ash finish.I61/2 x 131/2 x 71/4 in $250 ea

150 STEREO BUYERS' GUIDE 1991



SPEAKERS
Model 325 2 -Way Speaker
Compact flush -mount speaker with 51/4 -in woof-
er and in -line mounted 3/4 -in cone tweeter. Pow-
er handling 5-25 W rms; FR 68-20,000 Hz ±3
dB; imp 8 ohms; sens 90 dB sPt../W/m Matte -
white finish; steel perforated grille 63/4 in
square; mounting depth 21/4 in $200/pr

Model 305 2 -Way Speaker
Compact 51/4 -in dual -cone full -range loudspeak-
er. Power handling 5-50 W rms; frequency re-
sponse 70-16,000 Hz ±3 dB; imp 8 ohms; sens
90 dB sin/W/m. Matte -white finish; matte -
white steel perforated grille. 63/4 in square;
mounting depth 21/4 $130/pr

A Series

A120 2 -Way Bookshelf Speaker
Vented enclosure with 10 -in passive radiator,
61/2 -in midrange, I -in CFT 3 ferrofluid-cooled
dome tweeter. Tapered grille to reduce sonic
diffraction. Power handling 15-150 W rms; FR
40-20,000 Hz ±3 dB; imp 8 ohms; sens 90 dB
sPL/ W/m. 125/8 x 24'/- x 93/. in $420/pr

A70 Series II 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 8 -in copoly-
mer woofer and I -in CFT 5 ferrofluid-cooled
soft -dome tweeter. Power handling 15-75 W
rms; FR 45-20,000 Hz ± 3 dB; sens 90 dB sPL/W/
m; imp 8 ohms. Woodgrain-vinyl finish with
charcoal grille. 121/2 x 23 x 81/4 in $320/pr

A60 Series II 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 8 -in copoly-
mer -cone woofer and I -in ferrofluid-cooled
dome tweeter. Power handling 15-75 W rms; FR
52-20,000 Hz ± 3 dB; sens 90 dB sm./W/m; imp
8 ohms. Woodgrain-vinyl finish with charcoal
grille or matte -black vinyl finish with back
grille. 111/4 x 181/4 x VA in $240/pr

A40V Series II 2 -Way Shielded Speaker
Acoustic -suspension bookshelf speaker with
61/2 -in copolymer -cone woofer and 1/4 -in ferro-
fluid-cooled tweeter. Features magnetic shield-
ing to allow placement near a TV or video moni-
tor. Power handling 5-50 W rms; FR 65-20,000
Hz ±3 dB; sens 90 dB sPIJW/m; imp 8 ohms.
Matte -black finish with black grille. 81/4 x 131/2 x
71/4 in $190/pr

HD Series

HD7 2 -Way Speaker
7 -in copolymer woofer and 1/4 -in ferrofluid-
cooled dome tweeter. Features structural rib-
bing to reduce metallic vibrations. Available in
woodgrain vinyl with gray grille and black -ash
vinyl with black grille. 9 x 14 x 7 in .... $200/pr

HD5 2 -Way Speaker
51/4 -in copolymer woofer and 1/4 -in ferrofluid-
cooled dome tweeter. Structural ribbing re-
duces metallic vibrations. Available in wood -
grain vinyl with gray grille and black -ash vinyl
with black grille. 61/4 x 93/4 x 7 in $150/pr

CAMBER
"ti" Series

Camber 6.0ti 3 -Way Speaker
Bass -reflex speaker with two 8% -in woofers,
81/4 -in cone midrange, and I -in titanium -dome
tweeter. Biwirable. Power handling 250 W
cont: FR 30-23.000 Hz ±2 dB; sens 91 dB sm../
W/m: imp 8 ohms. 10% x 48 x 151/4 in; 77.2 lb
ea $1,499/pr

Camber 5.0ti 2 -Way Speaker
Bass -reflex speaker with 81/4 -in woofer, 8% -in

passive radiator, and I -in titanium -dome tweet-
er. Biwirable. Power handling 200 W cont; FR
40-23,000 Hz ±2 dB; sens 90 dB sPL/W/m; imp
8 ohms. 10Y14 x 36 x 111/4 in; 55 lb ea ... $899/pr

Camber 3.56 2 -Way Speaker
Bass -reflex speaker with 81/4 -in woofer and I -in
titanium -dome tweeter. Biwirable. Power han-
dling 175 watts continuous; frequency response
45-23,000 Hz ±2 dB; sensitivity 90 decibels
sPL/W/m; impedance eight ohms. 10/s x 241/4 x
113/8 in; 35.3 lb ea $699/pr

Camber 3.0ti 2 -Way Speaker
Bass -reflex speaker with 81/4 -in woofer and 1/4 -
in titanium -dome tweeter. Biwirable. Power
handling 150 W cont; FR 50-20,000 Hz ± 2 dB:
sens 90 dB spi../W/m; imp 8 ohms $549/pr

Camber 2.0ti 2 -Way Speaker
Bass -reflex speaker with 71/8 -in woofer and 1/4 -
in titanium -dome tweeter. Biwirable. Power
handling 125 W cont; FR 55-20,000 Hz ±2 dB:
sens 90 dB sPUIV/m; imp 8 ohms. Ws x 161/4 x
II% in; 221b ea $429/pr

LINE OF HYBRID SPEAKERS FROM TI -E CUTTING EDGE

r-JSEE FICOUSTICS
CONTACT APOGEE ACOUSTICS FOR THE CeNTAURUS CEALER NEAREST YOU.

AND AUDITION THE CENTAUR AT SI 495 FER PAIR

APOGEE ACOUSTICS. INC.. 35 YORK INDUSTRIAL PARK. YANDOLPH, MA 02368

TEL 1617 963 0124  FAX 617, 963 E1567
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Camber 1.0ti 2 -Way Speaker
Bass -reflex speaker with 61/2 -in woofer and 1/4-

in titanium -dome tweeter. Power handling 100
W cont; FR 60-20,000 Hz 2 dB: sens 90 dB
spUW/m; imp 8 ohms. 81/4 x 14Y4 x 11% in: 17.6
lb ea $349/pr

Camber 0.7ti 2 -Way Speaker
Bass -reflex speaker with 61/2 -in woofer and 1/2-

in ferrofluid-damped tweeter. Power handling
75 W coot: FR 65-20.000 Hz -± 2 dB; sens 90 dB
sPOW/m; imp tt ohms. 81/4 x 131/4 x 91/4 in: 15.4 lb
ea $269/pr

"Laser" Series

Camber LS9 2 -Way Speaker
Acoustic -suspension speaker with two 81/4 -in
woofer and 1/4 -in ferrofluid-damped, titanium -
dome tweeter. Power handling 250 W cont; FR
38-22,000 Hz ±2 dB; sens 91 dB sPUW/m; imp
8 ohms. 91/4 x 36'/N x I 11/4 in; 55 lb ea... $599/pr

Camber 1S7 2 -Way Speaker
Bass -reflex speaker with 8% -in woofer and %-
in ferrofluid-damped, titanium -dome tweeter.
Power handling 200 W cont; FR 40-20.000 Hz
± 2 dB; sens 90 dB spUW/m; imp 8 ohms. 91/4 x

241/4 x 111/4 in; 35.3 lb ea $399/pr

Camber LS3 2 -Way Speaker
Bass -reflex speaker with 61/4 -in woofer and 1/2-

in ferrofluid-damped, titanium -dome tweeter.
Power handling 100 W cont: FR 50-20,000 Hz
-± 2 dB; sens 90 dB sPUW/m; imp 8 ohms. 8 x 16
x 91/4 in; 17.6 lb ea $249/pr

"BSM" Series

Camber Series 12 3 -Way Speaker
Bass -reflex speaker with I2 -in woofer, 4 -in
cone midrange, and 2 -in cone tweeter. Power
handling 200 W cont; FR 30-20,000 Hz; sens 95
dB sPUW/m; imp 8 ohms. 151/2 x 411/4 x 121/4 in;
38.8 lb ea $398/pr

Camber Series 7 3 -Way Speaker
Acoustic -suspension speaker with I2 -in woof-
er, 4 -in cone midrange, and 2 -in cone tweeter.
Power handling 200 W cont; FR 30-20.000 Hz;
sens 94 dB sPUW/m; imp 8 ohms. 111/2 x 151/2 x
121/4 in: 26.9 lb ea $278/pr

Camber Series 4 3 -Way Speaker
Acoustic -suspension speaker with 10 -in woof-
er. 3 -in cone midrange, and 2 -in cone tweeter.
Power handling 130 W cont; FR 40-20.000 Hz;
sens 93 dB sPUW/m; imp 8 ohms. 141/4 x 241/4 x
1 I in; 17.9 lb ea $238/pr

Camber Series 3 3 -Way Speaker
Acoustic -suspension speaker with 8 -in woofer,
3 -in cone midrange. and 2 -in cone tweeter.
Power handling 100 W cont; FR 48-20.000 Hz;
sens 92 dB sPUW/m; imp 8 ohms. I I1/2x 243/4 x 9
in; 15 lb ea $198/pr

CAMBRIDGE PHYSICS
G-66 I13 -Way Speaker
Features two 8 -in woofers. 3 -in dome mid-
range. I -in dome tweeter. FR 26-22,5(X) Hz; sens
92.5 dB; crossover points 450, 4,000 Hz. 18 x 44
x 12 in; 90 lb ea $1,000 ea

G-33 11 2 -Way Speaker
Features 10 -in and 8 -in woofers and 1 -in dome
tweeter. FR 36-22,500 Hz; sens 91 dB; imp 6
ohms; crossover point 1,500 Hz. 16 x 291/2 x 9
in: 34 lb ea $525/pr

G-11 112 -Way Speaker
Features 8 -in woofer. I -in dome tweeter. Pow-

er handling I(X) W cont: FR 44-22.500 Hz: sens
90 dB; imp 6 ohms; crossover point 1.500 Hz.
12 x 191/z x 81/2 in; 20 lb ea $400/pr

G-7 II 2 -Way Speaker
Features 61/2 -in woofer. 1/4 -in dome tweeter.
Power handling 60 W cont; FR 60-20.000 Hz:
sens 90 dB: imp 6 ohms; crossover point 2.500
Hz. 12 x 16 x 6 in; 15 lb ea $300ipr

CAMBRIDGE SOUNDWORKS
The following products are available through
mail order Only.

Model Eleven by Henry Kloss
Transportable. 3 -way powered component sys-
tem featuring 3 -channel 36-W integrated ampli-
fier and pair of mid/high-frequency speakers.
Caning case acts as subwoofer cabinet when
empty and closed. 12 -volt car/lighter adaptor
included. Optional rechargeable 3- and 6 -hr
batteries $749
3 -hr rechargeable batteries $69
6 -hr rechargeable batteries $99

Ensemble by Henry Kloss
3 -way subwoofer/satellite system consisting of
2 subwoofers and 2 satellites. Each satellite
features 31/2 -in ferrofluid-cooled cone midrange
(170 Hz to 2.300 Hz), and 11/4 -in direct radiator
with an integral 1/4 -in ferrofluid-cooled dome
tweeter (2.300 Hz to 20,000 Hz); cabinet is
high -density particle board finished in dark
gray Nextel; metal grilles. Each low -frequency
module features 8 -in long -throw woofer; cabi-
net is made of high -density particleboard with
internal bracing, and is finished in black high-
pressure laminate with metal grilles. Nom imp 6
ohms; power range 25-100 W. Subwoofer: 12 x
21 x 41/2 in. Satellite: 51/2 x 8 x 4 in $599
With utility cabinets $499

Ambiance by Henry Kloss
Two-way acoustic -suspension speaker with
61/2 -in long -throw woofer and I -in ferrofluid-
cooled tweeter. Crossover point 1,800 Hz: sens
83 dB sPU W/ m; nom imp 8 ohms; min power
15 W/ch. Available in Nextel; solid oak; or
primed for painting. 7x II x 51/2 in ....$109 ea
Solid oak $129ea

CANTON
Floor -Standing Speakers

Ergo 120 4 -Way Speaker
Bass -reflex speaker features two 10 -in woofers;
61/4 -in midbass; cone midrange; I -in aluminum/
manganese -dome tweeter. Imp 4 ohms; FR 18-
30,000 Hz; sens 94 dB sPUW/m; crossover
points 300, 3.500, 7,000 Hz. Black and white -
ash, matte -mahogany. oak, or walnut finish. 13
x 51 x 17 in: 110 lb each Si 000/pr
Ergo 100. Same as Ergo 120, with two 9 -in
woofers; 61/4 -in midbass. FR 24-30,000 Hz; sens
93 dB sPUW/m; crossover points 300, 3,500 Hz.
11 x 45 x 14 in; 79 lb $3,500/pr
Ergo 90. Same as Ergo 120. with two 8 -inch
woofers; 61/4 -in midbass. Frequency response
20-30.000 Hz: sensitivity 93 decibels sPUWim;
crossover points 300. 3,500 Hz. 10 x 40 x 12 in:
50 lb $2,500/pr
Ergo 80. Same as Ergo 120. with 8 -in woofer; 8 -
in midbass. FR 22-30,000 Hz; sens 92 dB sptJW/
m; crossover points 3011 3.500 Hz. 9 x 37 x 11
in; 42 lb $2,000/pr

Fonum 600 3 -Way Speaker
Bass -reflex speaker features 9 -in woofer. 11/2 -in
fabric -dome midrange, and Y4 -in fabric -dome
tweeter. Black grille. Power handling 90/130 W;
imp 4 ohms; FR 30-26.000 Hz; crossover points

900. 5.000 Hz. black finish. 101/4 x 311/2 x II
in $900/pr

Bookshelf Speakers

Karat 980 3 -Way Speaker
Bass -reflex speaker featuring I2 -in woofer; 4%-
in cone midrange; I -in aluminum/manganese-
dome tweeter. Imp 4 ohms; FR 20-30,000 Hz;
sens 94 dB sPUW/m; crossover points 400,
4.000 Hz. Oak. walnut, mahogany, white, or
black finish. 14 x 26 x 13 in; 46 lb ... $2,000/pr
Karat 960. Same as Karat 980, with 10 -in woof-
er. FR 24-30.000 Hz; sens 93 dB sPUW/m; cross-
over points 450. 3,500 Hz. 12 x 23 x 12 in; 36
lb $1,500/pr
Karat 940. Same as Karat 980, with 9 -in woof-
er. FR 26-30.000 Hz; sens 92 dB sPUW/m; cross-
over points 450. 3,500 Hz. 11 x 20 x 11 in; 29
lb $1,250/pr

Karat 930 2 -Way Speaker
Bass -reflex speaker featuring 9 -in woofer; I -in
aluminum/manganese-dome tweeter. Imp 4
ohms; FR 30-30,000 Hz; sens 92 dB sPUW/m;
crossover point at 2.800 Hz. Oak, walnut, ma-
hogany. white or black finish. 10 x 17 x 10 in; 22
lb each $1.000/pr

Fonum 400 3 -Way Speaker
Bass -reflex speaker featuring 9 -in woofer. I'1-

in fabric -dome midrange and 1/4 -in fabric -dome
tweeter. Black grille. Power handling 70 W;
Imp 8 ohms; FR 35-26,000 Hz; crossover points
900. 5,000 Hz. Black finish. 101/4 x 181/4 x 93/4
in $600/pr

Karat 920 2 -Way Speaker
Bass -reflex speaker featuring 8 -in woofer. 1 -in
aluminum/manganese-dome tweeter. Power
handling 50 W cont; imp 4 ohms. FR 36-30,000
Hz; sens 91 dB spUW/m; crossover point 2,800
Hz. Oak, walnut, mahogany, white, or black
finish. 9 x 13 x 10 in; 12 lb $750/pr

Fonum 300 2 -Way Speaker
Bass -reflex speaker features 8 -in woofer. I -in
fabric -dome tweeter. Black grille. Power han-
dling 50/80 W; imp 8 ohms: FR 38-26,000 Hz;
crossover point 2.500 Hz. Black finish. 81/4 x
131/4 x T'At in $450/pr
Fonum 250. Same as Fonum 300. with 6 -in
woofer. ER 42-24,000 Hz. Black -vinyl finish. 7 x
12 x 8 in; 10 lb ea $300/pr

In -Wall Speakers

InWall 9 2 -Way Speaker
Features 9 -in woofer and I -in aluminum/man-
ganese-dome tweeter. White grille. Power han-
dling 80/110 W: imp 4 ohms. 101/4 x 31/4 x 101/4
in $600/pr
Framing kit (for new construction) $10/pr

InWall 6 2 -Way Speaker
Features 6 -in woofer and 1/2 -in aluminum/man-
ganese-dome tweeter. White, brass, or chrome
grille. Imp 8 ohms; FR 45-22.000 Hz; sens 89 dB
sPUW/m; crossover point 2,500 Hz. 7 x 3 x 7 in:
5 lb each $450/pr

InWall Sub Subwoofer
Features 9 -in woofer with white, brass, or
chrome grille. Imp 8 ohms; FR 25-150 Hz; sens
89 dB sPUW/m; crossover point 150 Hz. 10 x 3
x 10 in; 7 lb each $350/pr

Mini Speaker

GL 300 F 2 -Way Speaker
Acoustically tuned for wall mounting. Features
I -in dome tweeter (fabric); long -throw 61/4 -in
cone woofer cone. Enclosure surfaces black or
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white; steel plate perforated grille; color to
match enclosure; Permafix spring clamps; 5-m
connecting cable; removable grille. imp 4
ohms; power handling 40/60 W; FR 48-30,000
11z; crossover point 1.700 Hz; sens 87.3 dB sett
W/m. 81/2 x 131/2 x 31A in; 7 lb. II oz $500/pr
With walnut finish $550/pr

GL 260 2 -Way Speaker
6Y11 -in woofer. I -in dome tweeter. Features
wall -mounting suitability; perforated metal
grille. FR 42-30,000 Hz; crossover point 1,700
Hz; power handling 45/70 W; sens 87.3 dB sPIJ
W/m; imp 4 ohms. White or black finish. 71/2 x
1(11/2 x 4Y4 in; 71b, 8 oz $500/pr
CF 70. Speaker stand for GL 260 $250/pr
Cantomount 1. L-shaped mounting bracket for
GL 26(1 $30/pr
Cantomount 2. Ball -joint mounting bracket for
GL 260 $50/pr

Plus S 2 -Way Speaker
Suitable as satellite in connection with Canton
Plus Beta and Plus C subwoofers. Features 41/4 -
in cone woofer; I -in dome tweeter; flush wall
mount; removable grille. FR 45-30,000 Hz; pow-
er handling 40/70 W; sens 87.2 dB spiJW/m; imp
4 ohms. Black, white, or brown finish. 41/4 x 8 x
4 in; 5 lb $350/pr
Walnut finish $495/pr
CF 70. Speaker stand for Plus S $250/pr
Cantomount 2. Ball joint mounting bracket for
Plus S $50/pr
Cantomount 1. L-shaped mounting bracket for
Plus S $30/pr

HC 100 2 -Way Speaker
41/2 -in cone woofer, I -in dome tweeter. Fea-
tures Permafix spring clamps; 5-m connecting
cable; one -point mounting fixture; removable
grille. FR 48-30.000 Hz; power 35/60 W; imp 4
ohms; sens 87.2 dB spiJW/m. Black, white, or
bronze finish. 71/- x 43/4 x 51/4 in; 4 lb ...$290/pr

Subwoofers

Plus Beta Powered Subwoofer
Floor -standing biamplified woofer system con-
taining amplification for satellites and sub -
woofer. Features 123/2 -in cone woofer: signal -
correction circuit; thermal overload: short-
circuit protection; bass -level control;
adjustable crossover; adjustable input sens;
auto on/off; terminals and switching for up to 4
satellite speakers. FR 20-70/90/120 Hz, ±3 dB;
output power 140 W; THD and <0.1%. Black,
white, or walnut finish. 13% x 151/2 x 15 in; 42
lb $2,000 ea

Plus E Subwoofer
Acoustic -suspension speaker features I2 -in
woofer. Imp 4 ohms; FR 18-120 Hz; crossover
point 120 Hz; sens 91 dB sPIJW/m. Black,
white, or walnut finish. 14 x 22 x 14 in; 60 lb
ea $900 ea

Plus C Subwoofer
Compact passive I2 -in -cone subwoofer. FR 22-
120 Hz; power handling 75(2x) W; sens 89.9 dB
sPtJW/m; imp 4 ohms. Black, white, or walnut
finish. 141/4 x 131/2 x 131/4 in; 26.25 lb ... $600 ea

CARRERA
CSP-230 Subwoofer/Satellite System
3'/ --in woofer, 2 -in tweeter in magnetically
shielded satellite enclosures. Power handling
15-75 W; frequency response 140-20.000 Hz;
sensitivity 89 dB W/m; imp 8 ohms. 41/2 x 81/4 x
4'/- in. 21/4 lb. Bass module contains 8 -in woof-
er. Power handling 25-125 W; frequency re-
sponse 28-150 Hz. 51/4 x 123/4 x 101/2 in, 15.2
lb. $500

CARVER
The Amazing Loudspeaker, Platinum Edition
11/2 -in -thick planar speaker with 60 -in full -range
ribbon driver and integral subwoofer section
consisting of 4 long -throw I2 -in cone woofers.
FR 23-40.000 Hz -3 dB; sens 89 dB: max SPL
121 dBA; power handling 800 W. Available in
piano -lacquer black and oak finishes 30 x 66 x
10 in (at base); 110 lb ea $2.200/pr

The Amazing Loudspeaker, Silver Edition
I1/2 -in -thick planar speaker with 40 -in full -range
ribbon driver and integral subwoofer section
consisting of 3 long -throw I2 -in -cone woofers.
FR 23-40,000 Hz -3 dB; sens 89 dB: max SPL
119 dBA; power handling 600 W. Available in
piano -lacquer black and oak finishes 22 x 54 x
10 in (at base): 75 lb ea $1.800/pr

CDE
Colossus Satellite/Subwoofer System
Infinite -baffle system with ported subwoofer;
two 8 -in and six 10 -in woofers. 61/2 -in cone
midrange, I -in dome tweeter. FR 15-32,000 Hz;
sens 91 dB; power 50 W. Four pieces; black -
lacquer finish: black knit grille. ... $55,000/sys

Reference Satellite/Subwoofer System
Infinite -baffle system with ported subwoofer;
two 10 -in woofers, two 61/2 -in cone midranges,
I -in dome tweeter. FR 20-32.000 Hz; sens 90 dB;
power 50 W. Four pieces; black -lacquer finish;
black knit grille. $35 000/sys

Mini Tower/Subwoofer System
Infinite -baffle system with ported 8 -in woofers.
61/2 -in cone midrange. I -in dome tweeter. FR 22-
32,000 Hz: sens 91 dB; power 40 W. Four
pieces; black -lacquer finish; black knit
grille. $4,800/sys

Tower 1 3 -Way Speaker
Passive radiator with 8 -in woofer, 61/2 -in cone
midrange, I -in dome tweeter. FR 40-20,000 Hz;
sens 91 dB; power 20 W. 8 x 37 x 12 in; black -
lacquer finish; black knit grille. $2,700/pr

Mini Monitor V 2 -Way Speaker
Infinite -baffle speaker with 61/2 -in woofer. I -in
dome tweeter. FR 60-32.000 Hz; sens 88 dB:
power 20 W. 15 x 6 x 9 in; teak -lacquer finish:
black knit grille. $950/pr

Mini Monitor IV 2 -Way Speaker
Infinite -baffle speaker with 61/2 -in woofer. I -in
dome tweeter. FR 60-20,000 Hz; sens 90 dB:
power 20 W. 7x II x9 in: teak -lacquer finish:
black knit grille. $650/pr

CELESTION
SL700 2 -Way Speaker
Sealed -box speaker with metal -dome tweeter
and 2 -part roll woofer surround. Features
braced Aerolam cabinet of 12 -liter volume.
Power handling 120 W. With integral
stand $3,299/pr

Celestion 7000 3 -Way Speaker
Floor standing system with 8 -in polyolefin
woofer, 8 -in polyolefin midbass, and patented
ribbon midrange/tweeter. Cabinet has three
separate, figure 8 braced, chambers for bass,
bass/low midrange and ribbon. Bass system
uses TBL alignment technique $3,199/pr

System 6000 Subwoofer
Double dipole low -frequency array with two
12 -in long -throw woofers in each of 2 systems.
Features electronic section with crossover and
eo; variable gain controls $2,999/sys

Celestion 5000 2 -Way Speaker
Stand mounted speaker features 8 -in polyolefin
woofer and patented ribbon/midrange tweeter.
Uses separate chambers for bass and ribbon
unit with twin figure -8 cabinet braces. Walnut -
veneer finish $2,099/pr
Celestion 3000. As above with black -wood -ef-
fect finish $1,799/pr

SL600 Si 2 -Way Speaker
Speaker with metal -dome tweeter and 6 -in plas-
tic woofer. Features cabinet with Aerolam. an
aluminum honeycomb construction . $1,999/pr

SL12 Si 3 -Way Speaker
Speaker with metal -dome tweeter. 6 -in bass/
midrange, 6 -in woofer. Features cabinet with
figure -8 bracing; woofers with separate enclo-
sures $1.599/pr

SL6 Si 2 -Way Speaker
Speaker with one piece metal -dome tweeter
and 6 -in plastic woofer. Features figure -8 brac-
ing in bass cabinet and fully locked rear panel:
gold-plated connectors $999/pr

DLI2 Series 2 2 -Way Speaker
Floor -standing speaker with two 8 -in woofers
and I -in pure -titanium tweeter. Features trans-
fer bass -loading enclosure $899/pr

DLS Series 2 2 -Way Speaker
Sealed -cabinet design with 8 -in celoprene-cone
woofer and I -in metal tweeter. Uses a figure -8
cabinet bracing. Available in simulated Ameri-
can walnut or black finish $569/pr

DL6 Series 2 2 -Way Speaker
Sealed -box design with 8 -in woofer and I -in
metal -dome tweeter. Available in simulated
American walnut and black finish $449/pr

Celestion 5 2 -Way Bookshelf Speaker
Features 6 -in woofer and I -in pure -titanium
tweeter. Designed for use near wall ... $400/pr

DL4 Series 2 2 -Way Bookshelf Speaker
Sealed -box design with 6 -in woofer and I -in
metal -dome tweeter $359/pr

Celestion 3 2 -Way Bookshelf Speaker
Features 5 -in woofer and I -in pure -titanium
tweeter. Designed for use near wall ...$280/pr

CELLO
Amati 3 -Way Speaker
Compact speaker for wall, shelf, or stand
mounting. Features four tweeters. four mid-
ranges, and one woofer housed in a braced
cabinet; tweeter, midrange, and woofer cross-
overs are separate for tri-wiring, but can be
bussed together for 2 -wire connection. Sens 90
dB at 2.83 V; imp 4 ohms. 2 ohms above 5.000
Hz. Oak finish. 20 x 27 x 10 in $8,000/pr

CERCA
All Cerca speakers are omnidirectional, are
housed in ceramic vase enclosures, and feature
a 5 -year warranty on all electronic compo-
nents.

Victoria 200 3 -Way Speaker
Floor -standing speaker with 8 -inch Cobex
woofer, 5 -inch polypropylene midrange, and 1 -
inch metal -dome tweeter. Features biampable
gold-plated binding posts; twelve -element
hard -wired crossover. Power range 20-220 W:
frequency response 36-20,000 Hz ± 3 dB; sensi-
tivity 86 decibels spiJW/m; crossover points
400 and 2.500 Hz. Antique finish with gray or
brown glaze. 351/4 x 13Y4 in; 33 lb.... $3,500/pr
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Victoria 120 3 -Way Speaker
Floor -standing speaker with 6'/ --in cobex woof-
er, 5 -in polypropylene midrange. and I -in met-
al -dome tweeter. Features biampable, gold-
plated binding posts; 12 element hard -wired
crossover. Power range 20-180 W; frequency
response 41-20,000 Hz ±3 dB; sensitivity 86
dB sPL/W/m; crossover points 500 and 2,500
Hz. Antique finish with gray or brown glaze.
121/4 x 331/2 in; 22 lb $2,500/pr

Classic 120 3 -Way Speaker
Floor -standing speaker with 6'/ --in cobex woof-
er, 5 -in polypropylene midrange, I -in metal -
dome tweeter. Features biampable, gold-plated
binding posts; 12 element hard -wired cross-
over. Power range 20-180 W; FR 42-20,000 Hz
±3 dB; sens 86 dB spiJW/m; crossover points
500 and 2,500 Hz. Lead-free glazes in black.
gray, and silky white. 341/2 x 131/2 in; 28
lb $2.500/pr

Hi -I50 Subwoofer/Satellite System
System includes Hi -150 subwoofer and Hi -150
satellite. Power range 20-220 W; FR 34-20,000
Hz; sens 86 dB sn./W/m; crossover points 500
and 2.500 Hz $1,000/sys

HI -150 Subwoofer
Subwoofer with two 10 -in polypropylene woof-
ers in one enclosure. Crossover frequency 500
Hz. 18 x 141/4 in $600 ea

Hi -I50 2 -Way Speaker
Features 5 -in polypropylene midrange and I -in
metal -dome tweeter. FR 500-20.000 Hz. 12'/- x
I 1 in $400/pr

CERWIN-VEGA
Digital Series

D-9 3 -Way Speaker
3 -way, 4 -driver, floor -standing speaker with 15 -
in woofer, dual 6 -in midranges and I -in tweeter.
Features Helmholz/Theile enclosure fabricated
from high -density pressed board with wood -
grain vinyl finish and brown stretch grille. Pow-
er range 5-350 W; FR 29-20,000 Hz; sens 101 dB;
imp 4 ohms; crossover frequencies 500 and
3.500 Hz; 18 x 35'/- x I71/4 in; 85 lb .. $1,050/pr

Q-1 2 -Way Speaker
2 -way Horn -flex cabinet. 1 -in polyfoam dia-
phragm tweeter and 10 in woofer. FR: 30-20,000
Hz ±2 dB; max power handling 400 W; sens
100 dB/W/m; imp 4 ohms; walnut veneer with
black grille. $799

D-5 3 -Way Speaker
Floor/shelf 3 -way speaker with I2 -in woofer. 6 -
in cone midrange, I -in horn tweeter. Features
circuit protection; tweeter -level controls. Max
power 150 W; FR 32-20.000 Hz ±3 dB; cross-
overs 700 and 3,500 Hz; sens 96 dB sPL/W/m;
imp 8 ohms $660/pr

D-3 3 -Way Speaker
3 -way shelf speaker with 10 -in woofer, 6 -in
cone midrange, I -in horn tweeter. Features
circuit protection; midrange, tweeter -level con-
trols; FR 30-20.000 Hz ±3 dB; crossovers 700
and 3.5 kHz; sens 94 dB sptjW/m; imp 8 ohms;
finished in hickory woodgrain vinyl w/brown
stretch cloth grille $580/pr

D-2 2 -Way Speaker
2 -way speaker system with 10 -in woofer in a
cast -aluminum frame and I -in voice -coil horn.
Features high -frequency protection circuit
breaker; direct -radiating vented enclosure.
Power handling 5-125 W; FR 30-20.000 Hz; sens
94 dB; imp 8 ohms; crossover frequency 3.000

Hz. Woodgrain vinyl finish with brown stretch
cloth grille. 14 x 231/2 x 10 in; 38 lb ....$440/pr

D -I 2 -Way Speaker
2 -way system with an 8 -in woofer and I -in
voice -coil high -frequency horn. Features reset -
table high -frequency -protection circuit break-
er; vented cabinet; FR 30-20,000 Hz; power min/
max 5/100 W; sens 92 dB W/m; 8 ohms imp;
crossover frequency 3,000 Hz; hickory wood -
grain vinyl with cloth grille. I 1 x 20 x 10 in; 49
lb/pr $340/pr

SW -12B Subwoofer
Vented direct -radiating subwoofer compatible
with most 4/8 ohm speakers. Features I2 -in
floor -facing woofer built on a diecast aluminum
frame with 7 lb magnet. Power range 5-125 W;
sens 92 dB W/m. Woodgrain vinyl finish. 131/4 x
251/2 x 161/4 in; 48 lb $320 ea

AT Series

AT -IS 3 -Way Speaker
3 -way bass -reflex speaker includes two -fuse
protection. Features I5 -in woofer; 2 5 -in mid-
ranges; dome tweeter. Power 5-400 W; sens 102
dB spL/W/m; imp 4 ohms; 19 x 36'/- x 181/2 in; 85
lb $1,080/pr

AT -I2 3 -Way Speaker
Similar to AT -I5 with 12 -in woofer; one 5 -in
midrange. Power handling 5-200 W; sens 97 dB
W/m; imp 6 ohms; 16 x 30 x 14 in; 55 lb $690/pr

AT -10 3 -Way Speaker
Similar to AT -I2 with 10 -in woofer; internal
self -resetting circuit breaker. Power handling 5-
150 W; sens 95 dB; imp 6 ohms. 14 x 281/2 x 131/2
in; 40 lb $620/pr

Sat -6 Subwoofer/Satellite System
61/2 -in 2 -way satellites, with 10 -in dual voice -
coil bass driver. CT3 dome tweeter; 61/2 -in cone
midrange. Power handling 200 W; FR 40-20,000
Hz; sens % dB; imp 8 ohms. Woodgrain vinyl.
fabric grilles. Satellites 91/2 x 123/4 x 81/2 in:
woofer 17 x 17 x 17 in $599 ea

AT -8 2 -Way Speaker
2 -way version of above with 8 -in woofer, dome
tweeter. Power handling 5-100 W; sens 94 dB:
imp 6 ohms. 12 x 21 x 10 in; 26 lb $410/pr

SE Series

380SE 3 -Way Speaker
Floor -standing bass -reflex speaker with 15 -in
cone woofer. Features two 7 -in cone mid-
ranges; I -in VC elliptical tweeter. Power han-
dling 5-405 W; FR 29-20.000 Hz ±3 dB; sens 102
dB sPL/W/m; imp 4 ohms. Finished in black
vinyl. 17'/- x 36 x 191/2 in; 90 lb $1.080/pr

300SE 3 -Way Speaker
Floor -standing bass -reflex speaker with I2 -in
cone woofer. Features 7 -in cone midrange; I -in
VC horn -loaded elliptical -dome tweeter. Power
handling 5-255 W; FR 25-20,000 Hz ±3 dB: sens
98 dB sptJW/m; imp 6 ohms. Finished in black
vinyl. 141/2 x 32 x 161/4 in; 65 lb $900/pr

2/10SE 3 -Way Speaker
Floor -standing bass -reflex speaker with I2 -in
cone woofer. Features 6 -in cone midrange; I -in
VC horn -loaded elliptical -dome tweeter. Power
handling 5-155 W; FR 32-20,000 Hz ±3 dB; sens
96 dB spLW/m; imp 6 ohms. Finished in black
vinyl. 141/2 x 251/2 x I I'/- in; 45 lb $690/pr

250SE 3 -Way Speaker
Floor -standing bass -reflex passive speaker
with 10 -in cone woofer. Features Hemholtz

Thiele enclosure with sound -absorbent baffle:
circuit -breaker protection; 6 -in cone midrange;
I -in VC horn -loaded elliptical -dome tweeter.
Power handling 5-125 W; FR 32-20,000 Hz ±3
dB; sens 95 dB spiJW/m; imp 6 ohms; Black
vinyl. 12'/- x 28 x I I'/- in; 41 12 $600/pr

200SE 2 -Way Bookshelf Speaker
8 -in woofer; I -in tweeter; vented design. Power
handling 5-100 W; FR 32-20.000 Hz 1.- 3 dB; imp
6 ohms. 101/2 x 22 x 121/4 in $410/pr

CHAPMAN SOUND
T9 4 -Way Speaker
Air -suspension speaker in standard biwired.
biampable configuration. Features two 10 -in
polylaminate cone woofers, 7 -in cone mid-
range. 5 -in polylaminate midrange, and I -in
dome tweeter. FR 25-20.000 Hz ±3 dB; min
power 50 W rms; max power 500 W rms; sens
88 dB spiJW/m; imp 2 ohms. Oak finish. 22 x 45
x 14 in; 150 lbs ea $2,695/pr

111 3 -Way Speaker
Modified dual -port transmission line design
Features 10 -in polylaminate fiber cone woofer;
7 -in fiber -composite midrange; I -in ferrofluid
damped dome tweeter. FR 28-20,000 Hz ± 3 dB;
power handling 50-250 W/ch; sens 89 dB spiJW/
m; imp 4 ohms; crossover 150 Hz at 6 dB/oct.
3,250 Hz at 18 dB/oct. Oak finish, black grill. 13
x 44 x 10 in. 80 lbs. $1,495/pr

CICENA
Billie Jean 2 -Way Bookshelf Speaker
Features internal neon tubes which can be lit
constantly, flash with the music, or turned off.
Power handling 60 W cont; FR 80-15,000 Hz:
imp 8 ohms. 81/2 x 17 x 5 in $349/pr

Cleo 2 -Way Bookshelf Speaker
Pyramid speaker features two neon tubes
which can be lit constantly, flash with the
music, or turned off. Power handling 60 W
cont; FR 80-15.000 Hz; imp 8 ohms. 12 x 15 x 91/2.
in $349/pr

CITIZEN
31) System Powered Speaker
Two remote speakers and a subwoofer. 20 W/
ch $155

SSP 303A Powered Speaker
3 -in speakers. 5 W/ch $75

ASP 777
3 -in speakers available in white or black. 21/2 W/
ch $60

CLEMENTS
Reference RT-7 2 -Way Speaker
Compression -line bass -loaded speaker featur-
ing 8 -in polypropylene cone woofer with Kap-
ton voice coil and diaphragm. 7 -in direct -induc-
tance planar -ribbon midrange/tweeter.
Frequency -tilt control. Power handling 20-200
W/ch; FR 26-40,000 Hz ±3 dB; sens 88 dB/W/
m; imp 6.5 ohms; crossover point 1,575 Hz.
Rosewood finish. Adjustable spiked feet in-
cluded. 101/2 x 451/2 x 19 in $3,000
Zebrawood $2,900
Mahogany ¶2.800
Oak, black lacquer, walnut finish.... $2.595.00
RB-8.0 Mark 11. As above, power handling 30-
200 W/ch; FR 26-40,000 Hz. Optional biamp
version. Walnut finish, adjustable spiked feet
included. 13'/- x 35'/- x 13 in $1.650/pr
Oak veneer, black oak $1.600/pr
RB-6.5 Mark II. As above, with 6'/ --in polypro-
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pylene-cone woofer. FR 36-40.000 Hz ±3 dB;
sens 90 dB/W/m; power handling 20-150 W; imp
6.5 ohm. 131/2 x 241/2 x 131/4 in $1,250/pr
Oak or black oak $1,200
RB Stand. RB models; heavy -gauge metal, sand
fillable. $140/pr

Little "d" Wood 2 -Way Speaker
Compression -line bass -loaded speaker system
with 51/4 -in polypropylene -cone woofer, 5 -in
direct -inductance planar -ribbon midrange/
tweeter. 3rd -order woofer slope. FR 42-40,000
Hz ±3 dB; sens 87 dB sPL/W/m; imp 6 ohms;
power handling 20-100 W; crossover point
2,400 Hz. Oak or black finish. 8 x 17 x 111/2
in $995/pr
Little "d". As above, with black, white, gray, or
red finish. 7 x 16 x 10 in $795/pr
Little "d" stand. For all "d" models; heavy -gauge
metal, sand fillable $160/pr

Clements Reference RT-7

CREEK AUDIO BY
MUSIC HALL

LSSO 2 -Way Speaker
Reflex front -ported speaker featuring 8 -in
visco-elastic damped pulp -cone with 11/4 -in

high -temperature voice coil, vented magnet,
and 1/4 -in textile soft -dome tweeter. 2nd -order
crossover. Power handling 75 W cont; sens 89
dB sm../W/m. 9% x 181/2 x 81/4 in $500/pr
Matching stands $165/pr

CSI
MDM-TA3 3 -Way Speaker
Time -align 3 -way, dual -woofer monitor, port-
ed. Features switches for different settings
used to monitor original recordings and final
product; switch and fuse plate for bass, mid-
range, and treble drivers. Power handling 100
W/ch min; sens 82 dB; FR 45-20,000 Hz ± 3 dB.
16 x 19 x 113/4 in $1,590/pr

MDM-TA2 2 -Way Speaker
Time -aligned and ported. Features program/
position switch which allows upper range re-
sponse to be adjusted; polarity switch. Power
handling 100 W/ch min; sens 78 dB; FR 60-
20,000 Hz ± 3 dB. 113/4 x 16 x VA in $1,290/pr

MDM-4 Speaker
Dual woofer, ported design with high-pass fil-
ter. Power handling 100 W/ch min; FR 60-17,000

Hz ± 3 dB; sens 80 dB; imp 8 ohm. Rosewood
laminate; aluminum trim; brown grille; 13 x 19 x
93/4 in $1,190/pr

DAHLQUIST
DQ-20 3 -Way Speaker
Vertical -phase -array design intended for floor
placement with 10 -in cone woofer, 8 -in cone
midrange, 3/4 -in dome tweeter. Min power 70 W
rms; imp 4 ohms. Oak with black or white
grille $2,000/pr

DQ-12 3 -Way Speaker
Vertical -phase -array design with long -throw 8 -
in woofer, 5 -in cone midrange, and I -in aligned -
fiber dome tweeter. Woofer operates in sealed
enclosure and midrange operating in aperiodic
cylinder. Min power 40 W rms; imp 8 ohms.
Black grille $1,200/pr

DQ-8 2 -Way Speaker
Vertical -phase -array design with long -throw 8 -
in woofer, and I -in aligned -fiber dome tweeter.
Woofer operates in vented enclosure and
tweeter is mounted on separate time -aligned
baffle. Min power 30 W rms; imp 8 ohms. Black
with black knit grille $850/pr

M Series

M-909 3 -Way Speaker
Floor -standing speaker with dual cast -frame
woofer, 5 -in midrange. and I -in dome tweeter.
Features quasi -phase -array design; genuine
wood enclosure, spaced grill with solid -wood
trim, flocked antidiffraction baffle. Sens 92 dB;
power handling 20-250 W; FR 30-24,000 Hz. 131/2
x 391/2 x 101/4 in $1,500/pr

M-907 3 -Way Speaker
Acoustic -suspension speaker with 10 -in woof-
er, 5 -in midrange, 1 -in dome tweeter in a
damped enclosure. Sens 88 dB; power handling
40-150 W; FR 30-24,000 Hz. Genuine walnut
enclosure, spaced grille with solid -walnut trim.
141/2 x 28 x 121/2 in $1,000/pr

M-905 2 -Way Speaker
Front -firing tuned -port speaker with cast frame
8 -in woofer and 1 -in dome tweeter. Power han-
dling 20 W min to 125 W max; sens 91 dB; imp 8
ohm. Genuine walnut or oak enclosure, spaced
grille with solid -walnut trim. 131/2 x 24 x 12
in $680/pr

M -905L 2 -Way Speaker
Front -firing tuned -port speaker with cast -frame
8 -in woofer and I -in dome -tweeter. Power
range 20 W min to 125 W max; sens 91 dB; imp
8 ohms. Black woodgrain-laminate enclosure
with grille. 131/2 x 24 x 12 in $580/pr

M-903 2 -Way Speaker
Front -firing tuned -port with 61/2 -in cast -frame
woofer; I -in dome tweeter. Features 5 -way
binding posts; accepts banana plugs. Power
handling 20-70 W; FR 48-24,000 Hz; sens 90 dB;
imp 8 ohms. Available in black- or oak -wood -
grain laminate. 81/2 x 17 x 10 in; 16 lb ea . . $450

Accessories

ST -9 Speaker Stand
Nonresonant floor stand for Dahlquist M series
speakers; provides rigid mounting, 3.5° upward
tilt; matte black finish; capacity 100 lb. I I 1/4 x
14 x 12 in; 7.5 lb $100/pr

DANA AUDIO
Model 1 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with (.1/2 -in 1,s()of-

er, 3/4 -in titanium tweeter. Features gold bind-
ing posts. Power handling 100 W; FR 63-20,000
Hz ±3 dB; imp 8 ohms; crossover 3,150 Hz.
High -density fiber wood finished in black,
scratch -resistant vinyl. 3 -year warranty. 83/4 x
143/4 x 71/2 in $179/pr

DCM
Time Window 3
Folded transmission -line speaker with 8 -in
cone woofer, 61/2 -in cone midrange, and two'/4-
in soft -plastic -dome tweeters. Features time -
coherent point -source configuration for more
accurate off -axis sound reproduction. Adjust-
able high -and middle -frequency output, nar-
row/wide image control; utilizes acoustic anti -
diffraction lenses. FR 24-20,000 Hz; Power
handling 10-500 W; sens 90 dB; imp 8 ohms.
Dark oak with brown grille. 161/4 x 391/4 x 121/4 -
in; 45 lb $1,499/pr

Time Frame TFI000 3 -Way Speaker
Tapered transmission -line speaker with 8 -in
woofer, 4 -in midrange, 3/4 -in soft -plastic -dome
tweeter. Features acoustic antidiffraction lens.
Power handling 10-300 W; 8 ohm imp; sens 91
dB. 191/2 x 49 x 8 in; 49 lb $ I ,099/pr

Time Window IA Speaker
Hybrid transmission -line speaker intended for
floor placement; two 61/2 -in cone woofers with
acoustic lens; two 3/4 -in soft -plastic -dome
tweeters with acoustic lens. Features wide-
angle sound distribution; pinpoint imaging
properties; cylindrical back and triangular -
prism front; optimized for min time -dispersion
error. Power handling 10-200 W: sens 91 dB;
imp 8 ohms; dark oak with brown grille 15 x 36
x I IN in; 32 lb $949/pr

TimeFrame TF600 3 -Way Speaker
Floor -standing speaker with 61/2 -in polyproy-
lene midbass coaxially mounted 3/4 -in dome
tweeter with acoustic lens for point- source
imaging, 61/2 -in woofer, 2 rear -firing 3/4 -in dome
tweeters. Staggered transmission -line enclo-
sure terminates in one rear vent. FR 30-20,000
Hz; power handling 10-250 W; sens 92dB; imp 6
ohms. Dark oak with brown grille. 17 x 41 x 83/4
in,47 lb $699/pr.

Time Frame TF350 2 -Way Speaker
Floor -standing transmission -line speaker with
61/2 -in magnetically -shielded cone woofer and
3/4 -in dome tweeter. Features antidiffraction
lens. Frequency response 42-20,000 Hz; power
handling 10-100 watts rms; sensitivity 89 dB;
impedance 8 ohms. Dark oak with brown fabric
grille. IS x 37 x 7 in; 31 lb $499/pr

CX-27 3 -Way Speaker
Floor -standing speaker with transmission -line
enclosure. 61/2 -in midbass with coaxially
mounted 3/4 -in dome tweeter, acoustic lens for
point source imaging, 61/2 -in woofer, two rear
firing ports. FR 35-20,000; power handling 10-
150 W; sens 93 dB; imp 6 ohms. 10 x 27 x 11 in,
25 lb $499/pr

TripleTnne 3 -Piece System
Two Halftime satellites with bass module.
Dual vaice coil. 61/2 -in woofer dual in transmis-
sion -line cabinet. Frequency response 48-
20,000 Hz; power range 20-100 watts; sensitiv-
ity 91 dB; impedance 8 ohms. 8 x 173/4 x 8 in, 47
lb/system $429/sys

FullTime Bass System
Two transmission -line cabinets each with one
61/2 -in woofer. Power handling 50-150 W: FR 50-
150 Hz: imp 8 ohms; sens 91 dB. 101/4 x 303/4 x
101/4 in; 19 lb ea $429/pr
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SPEAKERS
Time Frame TF275 2 -Way Speaker
Floor -standing speaker with 61/2 -in cone woofer
and coaxially mounted Y4 -in dome tweeter. FR
50-20.000 Hz ±3 dB; power handling 10-50 W;
sens 91 dB spi/W/m; imp 8 ohms. Dark oak
with dark brown grille. 13 x 34 x 6 in .. $399/pr

CX-17 2 -Way Speaker
Bookshelf speaker with transmission -line en-
closure, 61/2 -in woofer with coaxially mounted
1/2 -in dome tweeter; acoustic lens for point -
source imaging, rear firing port. FR 45-20.000
Hz; power handling 10-100 W; sens 92 dB; imp
8 ohms. 9 x 17 x 10 in, 15 lb $349/pr

TimePiece 2 -Way Speaker
Bookshelf speaker with 61/2 -in cone woofer and
Y4 -in dome tweeter. Power handling 15-100 W;
FR 60-20.000 Hz; sens 90 db sPiJW/m: imp 8
ohms. Dark oak with brown grille. 73/4 x 16 x 73/4
in; 12.5 lb ea $299/pr

Halftime 2 -Way Speaker
Bookshelf acoustic -suspension speaker with
61/2 -in woofer and 1/4 -in dome tweeter. Features
anti -diffraction lens. FR 90-20,000 Hz; sens 90
dB sPt/W/m; power handling 10-80 W: imp 8
ohms. 8 x 91/4 x 8 in. 9 lb $249/pr

DEFINITIVE TECHNOLOGY
BP -I0 2 -Way Speaker
Bipolar radiating speaker with two 61/2 -in min-
eral -filled cast -basket midranges. two I -in dual -
chamber dome tweeters. Features aluminum
voice coil; ferrofluid-cooled tweeters: Link-
witz-Riley crossover design. Black grille cloth
with real -wood or black -lacquer finish. Five-
year parts -and -labor warranty. FR 20-28,000
Hz; imp 6 ohms. 9 x 42 x 111/2 in $550

DENNESEN
ELECTROSTATICS

Dennesen Class A 3 -Way Speaker
Floor -standing slot -loaded bass module/elec-
trostatics hybrid speaker with 10 -in downward
firing woofer; 61/2 -in midrange; four 3 -in elec-
trostatic tweeters. Phase corrected and time
aligned. Power handling 200 W cont: FR 25-
35,000 Hz 2.5 dB; sens 90 dB sPi./W/m; imp 8
ohms. Oiled walnut finish. 14 x 54 x 12 in; 80
lb $1 500/pr
Electronic crossover for biamping $175

Dennesen Class B 2 -Way Speaker
Floor -standing, electrostatic hybrid speaker
with 61/4 -in woofer/mid: four 3 -in electrostatic
tweeters. Power handling 200 W cont; FR 35-
20.000 Hz: sens 89 dB sPL/W/m; imp 8 ohms.
Oil walnut finish. 14 x 48 x 8 in; 601b $1,600/pr

Dennesen 2 -Way Bookshelf Speaker
Acoustic -suspension, electrostatic hybrid
speaker with 5 -in woofer/midrange and three 3 -
in electrostatic tweeters. Phase corrected and
time aligned. Power handling WO W cont: FR 55-
20.000 Hz; sens 92 dB spilW/m; imp 8 ohms.
Oiled walnut finish. 10 x 16 x 9 in; 20 lb $950/pr

DESIGN ACOUSTICS
Point Source Series

PS -3 Subwoofer/Satellite System
2 oak -veneer satellites and slot -loaded bass
module. Satellite has'/4-in polycarbonate-dome
tweeter and 31/2 -in midrange. Bass module has
two downfiring 61/2 -in high -compliance, long -
throw woofers. Crossovers in each cabinet with
frequencies at 200 and 3.000 Hz. Sens 88 dB
sPOW/m; FR 50-20.000 Hz: power handling 20-
100 W $600/sys

PS -10A 3 -Way Speaker
Acoustic -suspension speaker with downfiring
10 -in long -throw woofer. 51/4 -in midwoofer, I -in
ferrofluid-cooled soft -dome tweeter. Acousti-
cally treated baffle; crossover points 200 Hz
and 2,800 Hz: sens 91 dB; FR 45-22,000 Hz:
power handling 15-300W $600'pr

PS -9 3 -Way Speaker
Acoustic -suspension speaker with downfiring
8 -in long -throw woofer. 51/4 -in midwoofer,
ferrofluid-cooled soft -dome tweeter. Acousti-
cally -treated baffle; crossover points 2(10 and
3.000 Hz; sens 90 dB: FR 47-20.000 Hz; power
handling 15-250 W $ SOO:1.)r

PS -8C 2 -Way Speaker
Acoustic -suspension speaker with 8 -in woofer.
I -in ferrofluid-cooled soft -dome tweeter.
Acoustically treated baffle; crossover point
2,800 Hz; sens 90 dB: FR 50-20.000 Hz: power
handling 15-2(10 W pr

PS -6A 2 -Way Speaker
Acoustic -suspension speaker with 61/2 -in woof-
er and 1/4 -in ferrofluid-cooled soft -dome tweet-
er. Shielded for video use. Acoustically treated
baffle; crossover point 3,000 Hz; sensitivity 88
dB: frequency response 55-20,000 Hz; power
handling 10-100 W S280ipr

PS -55 2 -Way Speaker
Bass -reflex speaker with 51/4 -in woofer and 1/4 -
in ferrofluid-cooled soft -dome tweeter. Tuned
rear port; crossover point 4.0(10 Hz: sensitivity
88 dB: FR 65-20.000 Hz; power handling 10-75
W $220ipr

DESKTOP
DLS-3x Intimate Satellite/Subwoofer System
4 -piece system consisting of 2 DM -3x satellites
with 31/4 -in cone woofer, 1/4 -in titanium tweeter.

supertweeter; 2 subwoofer modules with
four 7 -in drivers and four 8 -in passive radiators.
Power handling 20-200 W; FR 18-35.0(X) Hz ±3
dB: sens 87.5 dB spi./W/in: imp 4 ohms. Black
or walnut finish $2.399/sys

DES -2B Intimate Satellite/Subwoofer System
4 -piece system consisting of 2 DM -1 satellites
with 31/4 -in cone woofer, 7/s -in dome tweeter: 2
BMW -2 subwoofer modules with 61/2 -in cone
driver and two 8 -in passive radiators. Power
handling 20-250 W: FR 39-19.000 Hz ±3 dB;
sens 87 dB spi/W/m; imp 4.6 ohms. Black or
walnut finish. Satellites 71/2 x 41/2 x 31/2 in: subs
10 x 121/2 x 81/2 in: 38 lb $899/sys

DLS-I Euro Royale Satellite/Subwoofer System
3 -piece system. 2 DM -I satellites with 31/4 -in
cone woofers. Vs -in dome tweeter; I small
BMW -I subwoofer with two 61/2 -in cone driv-
ers. Utilizes gold Tiffany connectors 14 prs).
Power handling 20-175 W: FR 47-18.000 Hz -2.- 3
dB: sens 86 dB sm/W/m: imp 4.6 ohms. Rose
gold finish. Satellites 71/2 x 4 x 3 in: subwoofer
51/2 x 16 x 8 in: 29 lb ea $799/sys

DLS-IB Intimate Satellite/Subwoofer System
3 -piece system. 2 DM -I satellites with 31/4 -in
cone woofer. 7/x -in dome tweeter: I small
BMW -I suhwoofer with two 61/2 -in cone driv-
ers. Power handling 20-175 W; FR 47-18,000 Hz
-_3 dB: sens 86 dB stit/W/m; imp 4.6 ohms.
Walnut, golden oak, or black finish; satellites
71/2 x 41/2 x 31/2 in; subwoofer 51/2 x 16 x 8 in: 28
lb $649/sys

BMW -2 Intimate Subwoofer
Floor -standing suhwoofer with 61/2 -in cone
driver, two 8 -in passive radiators. Power han-
dling 20-150 W: FR 39-175 Hz ±3 d3; sens 86

dB spt/W/m; imp 5 ohms. Black finish. 9 x 9 x 9
in; 10Ib 5525/pr

DM -1 Intimate 2 -Way Bookshelf Speaker
Bookshelf speaker with 31/4 -in cone woofer, 7/K -
in dome tweeter. Power handling 20-125 W; FR
175-18.000 Hz ±3 dB; sens 85 dB sPUW/m; imp
8 ohms. Walnut. golden oak. or black finish. 41/2
x 71/2 x 31/2 in; 4.51b $300/pr

S -I Speaker Stand
For use with stereo TV or audio system. Phase
aligned; flat black finish; invisible wiring track.
8 x 17 x 8 in: 22 lb $70/pr

ELITE
Elite 2 -Way Speaker
6 -in midbass driver, two I -in metal dome tweet-
er. one planar tweeter. Power handling 100-500
W/ch; frequency response 38-45.0(1) 2 dB;
sensitivity 95 dB $4,600/pr
Model I. As above but with four 6 -in driver and
no dome or planar tweeter $3,500/pr
Model .5 As above but half the height of Model
I. Power handling 75-150 W/ch; sens 89
dB $2,160/pr

Model 2 2 -Way Speaker
Two 5 -in polycone midbass drivers with cast -
magnesium frames and one metal -dome tweet-
er. Power handling 50-150 W/ch: FR 41-26.000
Hz: sens 89 dB $2. 160/pr

EMINENT TECHNOLOGY
LIT -VI Planar Doublet Speaker
Single -diaphragm Linear Field Transducer; di-
aphragm remains within constant magnetic -flux
field over entire displacement range: push-pull
operation: soft-foil/mylar diaphragm with very
thin traces and narrow gaps between each trace
driven directly by amplifier: recommended
placement at least 2 ft from rear wall; dia-
phragm area 410 -in; peak -to -peak displacement
0.3 -in. FR 38-20.000 Hz ±4 dB: power range
100-250 W: sens 83 dB sPt./W/m: imp 6 ohms. 18
x 78 x 2 in: 75 lb ea $2,900/pr

LiT-IV. As above, with diaphragm area 270 -in.
FR 45-20.000 Hz ±4 dB: sens 78 dB sm./W/m:
imp 8 ohms. 18 x 60 x 12 in: 55 lb ea $1,850/pr

LFT-VIII Planar Doublet Speaker
Single -diaphragm Linear Field Transducer
combined with 8 -in woofer: magnetic field re-
mains constant as diaphragm moves between
magnets. Features rigid steel frame: low -mass
foil/mylar diaphragm. Max power handling 200
W: FR 180-10.0(X) Hz: sens 84 dB sPOW/m; imp
8 ohms $1.500/pr

ENERGY
22 Series

Veritas 3 -Way Speaker
Multichamber vented enclosure featuring time -
aligned configuration; incorporates two 8 -in
quadcentric subwoofers in separate chambers.
two 61/2 -in midbass drivers and 1/4 -in dual-hy-
perdome tweeter. Biampable. Power handling
3(1) W; FR 30-23,000 Hz: sens 85 dB: imp 6
ohms. Contemporary dark -gray gloss finish
with black grille cloth. 15 x 60 x 15 in: 156 lb
ea $6,000/pr

Model 22.3 3 -Way Speaker
Floor -standing 3 -way front -vented enclosure.
Features spherex-front baffle supporting two
61/2 -in woofers with 1/4 -in dual-hyperdome
tweeter. Biampable: adjustable spiked feet in-
cluded. Power handling 150 W cont: FR
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30-23,000 Hz; sens 87 dB; imp 6 ohms. Walnut
or black -ash veneer finish with black grille
cloth. 10 x 40 x 16 in; 67 lb ea $2,000/pr

Model 22.2 2 -Way Speaker
2 -way bass -reflex enclosure. Features a

spherex front baffle; 7 -in quadcentric woofer;
dual-hyperdome tweeter. Biampable;

spike metal stand included. Power handling 125
W cont; frequency response 32-23.000 Hz; sen-
sitivity 86 dB; imp 6 ohms. Walnut or black -ash
veneer finish with black grille cloth. 10 x 27 x 12
in; 45 lb ea $1 ,400/pr

Model 22.1 2 -Way Bookshelf Speaker
2 -way front vented enclosure. Features
spherex front baffle; 61/2 -in quadcentric woofer;
1/4 -in dual-hyperdome tweeter. Biampable.
Power handling 110 W cont; FR 40-23,000 Hz;
sens 85 dB; imp 6 ohms. Walnut or black -ash
veneer finish with black grille cloth. 10 x 16 x 12
in; 27 lb ea $1,000/pr
SST -21. 2I -in stand for above $ I 20/pr

E -Series
All speakers except Model 1.1 e feature a baffle
made of spherex, a nonresonant material.

Model 5.1e 3 -Way Speaker
Floor -standing 3 -way front -vented speaker fea-
turing two 7 -in quadcentric woofers and I -in
tweeter. Adjustable spiked feet included. Pow-
er handling 150 W cont; FR 35-20,000 Hz ±3
dB; sens 89 dB; imp 6 ohms. Walnut or black -
ash finish. 10 x 33 x 16 in $1,000/pr

Model 4.1e 2 -Way Speaker
Front -vented speaker featuring 7 -in quadcen-
tric woofer and I -in tweeter. Power handling
100 W cont; FR 35-20,000 Hz ± 3 dB; sens 87
dB; imp 6 ohms. Walnut or black -ash finish. 10
x 24 x 12 in $750/pr
SST -13. I3 -in stand for above $110/pr

Model 3.1e 2 -Way Bookshelf Speaker
Front -vented speaker featuring 8 -in quadcen-
tric woofer and 3/4 -in tweeter. Power handling
100 W cont; FR 40-20,000 Hz ± 3 dB; sens 87
dB; imp 6 ohms. Walnut or black -ash finish. 10
x 19 x 10 in $550/pr
SST -21. 21 -in stand for above $120/pr

Model 2.1e 2 -Way Bookshelf Speaker
Front -vented speaker featuring 61/2 -in quadcen-
tric woofer and 3/4 -in tweeter. Power handling
80 W cont; FR 45-20,000 Hz -± 3 dB; sens 86 dB;
imp 6 ohms. Walnut or black -ash finish 10 x 16
x 10 in $300/pr
SST -25. 25 -in stand for above $130/pr

Model 1.1e 2 -Way Bookshelf Speaker
Features 51/ -in woofer and 3/4 -in tweeter. Pow-
er handling 75 W cont; FR 55-20,000 Hz ± 3 dB;
sens 86 dB; imp 6 ohms. Walnut or black finish.
8 x 13 x 8in $200/pr
SST -25. 25 -in stand for above 5130/pr

EPI
All EPI speakers carry a fire -year warranty.

Model 150 Series 2 3 -Way speaker
Features 10 -in woofer. Power handling 120 W/
ch continuous; imp 8 ohms; sens 91.5 dB.
Wood -trimmed base and a pewter grille. 38 -in
high, 16.5 -in wide $499/pr

Model 120 Series 2 3 -Way Speaker
Features 8 -in woofer; low -mass design; wide -
dispersion dome tweeter. Power handling 120
W/ch continuous; imp 8 ohms; sens 90.5 dB.
Charcoal grille with dark slate -textured veneer
enclosure. 3 I -in high. 11 -in wide $379/pr

O

E".

Disc.

Discotheque.

Get out your dancing shoes. Now your portab e disc player can easily fill
a whole room with music. Plug Powered Partners amplified speakers
into it or into your portable cassette's headphone jack, and feel the room
come alive. After all, it ta<es more than one to tango Free literature. call
1-8C0-288-AR4U Powered Partners. Superior Sound Simplified.

ACOUSTIC
RESEARCH

CIRCLE NO. I ON READER SERVICE CARD

Transport
Yourself.
The IRS 690 cordless
headphone system.

Escape to a deeply personal
world of sonic pleasure. The
Beverdynamic IRS 690 system.
With the warmth and intimacy
that is distinctively Bever. Advanced
infrared technology for cordless, 360 -degree
movement without static or interference. And
the same diffuse -field design as the DT 990's-
the world's most critically -acclaimed dynamic
headphones-for superior imaging and
startling accuracy.

Let the IRS 690 system transport
vou. Experience them at your
local Beyer headphone dealer.

ltc er, %mimic 5-05 Burns Avenue, !lick, \ ilk. \Y 1 lf,01 'Id. (516) 95 7,S000. Fax i 516)935-8018

CIRCLE NO 12 ON READER SERVICE CARD



SPEAKERS
Model 110 Series 2 2 -Way In -Wall Speaker
Features 61/2 -in midbass transducer; low -mass
design. Power handling 60 W continuous: im-
pedance 8 ohms; sensitivity 90 dB. Neutral
gray grille with optional off-white or rose-col-
ored wrap $299/pr

Model 100 Series 2 3 -Way Bookshelf Speaker
Features 8 -in midbass transducer; low -mass
design; wide -dispersion dome tweeter. Power
handling 80 W continuous; imp 8 ohms; sens 90
dB. Neutral gray grille with slate -textured en-
closure. 20 -in high, I2 -in wide $249/pr

Model 70 Series 2 2 -Way Speaker
Features 6.5 -in midbass transducer; low -mass
design. Power handling 60 W continuous; imp 8
ohms; sens 90 dB. Charcoal grille with dark
slate -textured veneer enclosure. I5 -in high. 10 -
in wide $168/pr

EPIK MONITOR SYSTEMS
Epik Coherent Monitor Powered System
Satellites features cast frame midbass drivers;
band-pass of 100-25.000 Hz; Edison amplifier
connectors at base of stand; Kevlar sandwich
diaphragms; high -frequency driver with ceram-
ic diaphragm. 52 x 13 x 16 in; 225 lb. Subwoofer
utilizes transmission -line loading; two 10 -in
Kevlar cast -frame woofers: 30-W amplifiers.
One stereo subwoofer $8,500
Two mono woofers $11,500/pr

Epik line Source -Monitor Speaker
Floor -standing speaker with transmisson-line
bass loading. Constrained layer damping; cast
frame Poly-Kelvar drivers. Power handling 75-
100 W. FR 30-18,000 Hz. 12 x 72 x 30 in; 160
lb $4.450

Epik Monitor Speaker
Features small, high -resolution speakers. FR 35-
30010 Hz. $1,295/pr

Epik Micro Monitor Speaker
Aperiodic loading polypropylene diaphragm for
phase -coherent response. Ash or oak fin-
ish $750/pr
Walnut finish $795/pr

EPOS BY MUSIC HALL
ES 14 2 -Way Speaker
8 -in woofer and aluminum tweeters. No cross-
over. natural rolloff from woofer at 2,0(X) Hz.
Black -ash or walnut veneer. 8 x 191/2 x 111/2
in $1.195/pr
Matching stands $220/pr
Optional grilles $45/pr

ESS
AMT Series

AMT -Monitor 2 -Way Speaker
Floor -standing speaker with 211/2 x 2I1/2 -in Heil
air -motion transformer with mylar diaphragm.
Features I2 -in -cone passive radiator; I2 -in
cone woofer. Power handling 35-400 W; FR 35-
23.000 Hz ±3 dB; sens 91 dB sPUW/m; imp 6
ohms. Oiled walnut finish. 181/2 x 41 x 12 in: 82
lb $1,250/pr

AMT ID 2 -Way Speaker
Floor -standing 2 -way speaker with 12 -in poly-
propylene woofer, I2 -in passive radiator. Fea-
tures 211/2 x 21'/ -in Heil air -motion transformer
with mylar diaphragm; brilliance controls; Max
power handling 400 watts; FR 35-23,000 Hz ± 3
dB; crossover 800 Hz; imp 6 ohms; sensitivity
91 dB sptJW/m. Oiled -walnut finish; black -
brown grille. 161/2 x 351/4 x 16'/4 in ... $1,150/pr

Performance Series

Mini Monitor 620 2 -Way Bookshelf Speaker
Two-way mini bookshelf speaker. Features 51/4 -
in long excursion woofer; 11/4 -in dome tweeter:
5 -in passive radiator. Power handling 10-60 W:
FR 60-20,000 Hz ±4 dB; sens 87 dB sPUW/m;
imp 8 ohms. Oiled walnut -veneer finish. 7 x 12
x 71/2 in; 161/2 lb/pr $160/pr

PS -1220 3 -Way Speaker
Floor -standing passive -radiator speaker with
I2 -in woofer. Heil air -motion transformer
tweeter with 101/4 x 103/4 -in radiating area. 4 -in
midrange with hi -temp voice coil. Power han-
dling 10-200 watts; FR 28-23,000 Hz ± I dB;
sens 93 dB sPUW/m; imp 4 ohms. Solid walnut
finish. 12 x 141/4 x 34 in; 65 lb $598/pr

PS -1020 2 -Way Speaker
Floor -standing passive -radiator speaker with
I2 -in woofer, Heil air -motion transformer
tweeter -midrange. 103/4 x 101/4 -in radiating area.
Power handling 10-150 watts; FR 28-23.000 Hz
± I dB; sens 93 dB SPL W/m; imp 4 ohms. Solid
walnut finish. 14 x 25 x 13 in. 44 lb .... $498/pr

PS -920 2 -Way Bookshelf Speaker
Passive -radiator speaker with 8 -in woofer, Heil
air -motion transformer tweeter -midrange with
101/4 x 103/4 -in radiating area. Power handling 5-
100 FR 38-23,000 Hz ± I dB: sens 91 dB SPU
W/m: imp 4 ohm. Solid -walnut finish. 111/2 x 22
x I I in: 37 lb $438/pr

PS -820 2 -Way Bookshelf Speaker
Passive -radiator speaker with 6 -in woofer, Heil
air -motion transformer tweeter -midrange with
10Yx x 10 -Vs -in radiating area. Power handling 5-
125 W; FR 42-23.000 Hz ± I dB; sens 89 dB sm../
W/m; imp 4 ohm. Solid -walnut finish. 91/2 x 171/4
x 91/2 in; 54 lb $356/pr

EUROSTAT
Mondrian 3 -Way Speaker
Features matched crossover components in
1st -order, phase -correct, line -source array;
QB3 bass alignment with separate laminar vent-
ing. Power handling: 500 W (non -clipping). 180
W DIN (sine wave). 1200 W at 10 ms at 127 dB;
FR 38-22,000 Hz: sens 88 dB W/m. 2.83 V; imp
linear 6.8. conjugate load matched; distortion
<0.5%. 13 x 26 x 14 in; 52 lb 600ipr

FISHER
STV420M 3 -Way Shielded Speaker
Floor -standing bass -reflex speaker with 12 -in
woofer. 4 -in midrange, 2 -in tweeter. Magneti-
cally shielded. Power handling 100 W/ch rms
into 8 ohms; sens 91 dB spiJW/m; FR 45-20,000
Hz. Baldwin -oak vinyl finish. 141/4 x 291/4 x 12%
in $320,pr

FMS
FMS Studio -2 2 -Way Speaker
Aperiodic speaker with 8 -in polymer -cone
woofer and 11/4 -in dome tweeter. FR 42-22,000
Hz -± 2 dB; sens 89 dB sPUW/m; power han-
dling 30-150 W; crossover point 1.800 Hz; imp 5
ohms nominal. Optional finish. 12 x 25 x 131/2
in; 70 lbs $4,900/pr

FOCUS
High -Definition Tower 2 -Way Speaker
2 -way staggered -transmission -line speaker with
11/4 -in inverted-Kevlar-dome tweeter with 3 -lb
magnet; two 8 -in woofers. Features phase -
aligned drivers; lead -lined cabinet made of 14 -
layer epoxy -pulp: internal bracing; rounded

baffle; subenclosure for tweeter; solid -oak
base, tops, side rails. 1st -order crossover at
1,000 Hz: matched to better than 1% tolerance.
FR 35-20,000 ±2 dB; group delay better than
± 0.2 µsec; nominal imp 4 ohms. min imp 3.2
ohms; sens 92 dB sPUW/m; power handling 30-
200 W/ch. 14 x 64 x 161/2 in; 115 lb... $2,950/pr

High -Definition 2 -Way Speaker
Floor -standing speaker with 8 -in woofer, 11/4 -in
tweeter. Features cabinets made of 14 -layer
Pox -Pulp; internal bracing: solid -oak end
pieces; phase -aligned drivers in separate sub -
enclosures to improve imaging. FR 32-20,000 Hz
± 2 dB; sens 89 dB sPUW/m; imp 8 ohms:
power handling 30-200 W/ch. 12 x 47 x 12
in $1,450/pr

Model .7 High -Definition 2 -Way Speaker
Contoured -port speaker with 8 -in woofer and l -
in dome tweeter. Features computer -matched
time -alignment; Pox -Pulp; internally braced
cabinet. FR 37-19,000 Hz ±2 dB; nominal imp 8
ohms; power handling 30-150 W/ch; sens 90 dB
sPUW/m. 12 x 28 x 12 in; 37 lb $880/pr
Matching stands $195/pr

Model .5 High -Definition 2 -Way Speaker
Bookshelf speaker with Pox -Pulp cabinet; 8 -in
woofer; I -in dome tweeter. FR 45-20,000 Hz ±3
dB; nominal imp 8 ohms, min imp 4.8 ohms;
power handling 30-150 W/ch; sens 90 dB spUW/
m; 12 x 19 x 12 in; 27 lb $650/pr

FOSGATE-AUDIONICS
Architectural Speakers

AS -802 2 -Way In -Wall Speaker
Sealed, flush -mount speaker with 8 -in polypro-
pylene woofer and I -in ferrofluid-coupled soft -
dome tweeter. Designed for center channel and
full -system application. Features 18 dB/octave
crossover with air -core inductor: 250 V -low -
loss film capacitors. Variable tweeter control.
FR 40-22.000 Hz: imp 8 ohms; sens 89 dB sPUW/
m $995/pr
DS -802. In -room version of AS -802. Available
in black lacquered oak, natural oak, or walnut.
101/z x 19 x 12 in: 25 lb $695/pr

LF-212 Subwoofer
Subwoofer with dual -voice -coil I2 -in polypro-
pylene woofer. Features direct input or cross-
over: internal crossover for use with AS -602,
AS -802, or DS -802. FR 22 Hz; imp 4 ohms. 18 x
20 x 18 in: 48 lb $595

AS -602 2 -Way Speaker
Flush -mount speaker with 61/4 -in polypropylene
woofer/midrange and I -in soft -dome tweeter.
Designed for main, surround, and extension
applications; compatible with LF-212 sub sys-
tem. Features 12 dB/octave crossover with air -
core inductors; automatic reset tweeter protec-
tion circuitry. FR 75-22,000 Hz; power range 10-
100 W. 81/2 x 12 x 21/4 in $425/pr

AS -502 2 -Way Speaker
Flush -mount speaker with 51/4 -in polypropylene
woofer/midrange with Y4 -in mylar-dome tweet-
er. Designed for surround and extension appli-
cations. Features weather -resistant design;
first -order crossover. FR 85-18,000 Hz; power
range 10-75 W. 71/2 x II x 21/2 in $295/pr

FRIED
G/3 3 -Way Speaker
Moor -standing transmission -line speaker with
10 -in polypropylene woofer: 61/2 -in midrange:
1/4 -in dome tweeter. With series crossover net-
works and duocone drivers; transmission -line
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loading of midrange aperiodic-design principles
for linearity and dynamic range. FR 23-22.000
Hz ±3 dB; power range 10-200 W rms; sens 91
dB sPIJW/m; imp 8 ohms. Walnut and oak
finishes. 16 x 44 x 18 in; 100 lb $2,660/pr

D/2 Subwoofer
Dual -channel transmission -line subwoofers in
column configuration with 8 -in woofer. Fea-
tures normal input for use with Fried satellite
speakers; biamp input for use with other satel-
lites; fuse protection. FR 28 Hz at ± 3 dB; power
range 20-200 W. 101/2 x 36 x 151/2 in .... $2,500
As above in kit form $650
0/4 Subwoofer Kit. Similar to D/2; 10 -in woofer
with FR 23 Hz -2:3 dB. 131/2 x 36 x 23 in . $750

C/3 -L 2 -Way Speaker
Full -transmission -line -loaded speaker with 61/2 -
in duocone woofer; 1/4 -in dome tweeter. For use
alone or as satellite. Features series networks;
pyramid shape. Frequency response 60-22,000
Hz ±3 dB; power range 10-250 W rms; sens 91
dB spi.JW/m; imp 8 ohms. 101/2 x 13'/- x 151/2 in;
20 lb $1,450/pr assembled
C/3 -L Kit. As above except, in kit form $450/pr

Studio IV 2 -Way Speaker
"Flow -resistance" floor -standing speaker with
8 -in duocone woofer; 2 -in duocone midrange;
I% -in dome tweeter. Features and series net-
works. FR 26-22,000 Hz ±3 dB; power range
10-1,000 W; sens 91 dB sptJW/m; imp 8 ohms.
Walnut finish. 12 x 39 x 18 in; 75 lb .. $1,560/pr

R/4 3 -Way Speaker
Column loudspeaker with 10 -in polypropylene
woofer with vented pole piece; 51/4 -in polypro-
pylene midrange with vented pole piece; I -in
dome tweeter with ferrofluid damping. Fea-
tures built-in tilt -back pedestal with line loading
for midrange and line -tunnel loading for bass.
FR 32-20,000 Hz ± 3 dB power range 25-100 W/
ch; sens 90 dB; imp 8 ohms. 12 x 32 x 101/2 in; 35
lb ea $1,195/pr

Fried R/4

A/3a 2 -Way Speaker
Speaker with 8 -in polypropylene woofer with
filet damping for smooth response; I -in damped
dome; multilayer damping and computer -
aligned line tunnel for improved bass. FR 32-
20,000 Hz ±3 dB; power handling 25-100 W:

imp 8 ohms; sens 89 dB. Walnut veneer finish.
13 x 23 x 101/2 in $680/pr

Q/4 2 -Way Speaker
Speaker with 8 -in polypropylene woofer with
filet damping for smooth response; I -in damped
dome; multilayer damping and computer -
aligned line tunnel for improved bass. FR 37-
20,000 Hz ±3 dB; power handling 25-100 W;
imp 8 ohms; sens 89 dB. Walnut or black -ash
vinyl. 103/4 x 20 x 9 in $490/pr

Beta 2 -Way Bookshelf Speaker
Bookshelf speaker with 61/2 -in polypropylene
woofer; composite tweeter with 2 -in cone and
`-in dome. Features polypropylene cones; se-
ries filter crossover; distributed bass -loading
free -flow filter system. Walnut or black -ash. 8 x
131/2 x 8 in $345/pr

Duo Subwoofer
Floor -standing subwoofer with 10 -in cone
woofer. Features dual -voice -coil polypropyl-
ene driver. FR 30-100 Hz ±3 dB; power range
20-200 W; sens 90 dB sinJW/m; imp 8 ohms.
Walnut or black -ash finish $150 ea

GNP
Valkyrie 4 -Way Speaker
Sealed system with two 61/2 -in woofers, 2 -in
dome midrange, and I -in dome tweeter. Fea-
tures level controls for midrange and tweeter.
FR 34-24,000 Hz ± 3 dB; sens 90 spiJW/m; min
power 50 W/ch; crossover points 125, 800,
3,000 Hz; imp 12 ohms nominal. Oak, walnut.
or black finish; black -knit grille. 12 x 481/2 x 141/2
in; 48 lb $2,295/pr

Model 25 3 -Way Speaker
Sealed speaker with 61/2 -in woofer. 2 -in dome
midrange, and 1 -in dome tweeter. Features lev-
el controls for midrange and tweeter. FR 58-
20,000 Hz -± 3 dB; sens 90 dB sPUW/m; min
power 20 W/ch; crossover points 800 and 3,000
Hz; imp 8 ohms nominal. Oak, walnut, or black
finish; black -knit grille. 9 x 18 x 81/2 in; 48 lb/
pr $799/pr

Model 10 2 -Way Speaker
Sealed speaker with 61/2 -in woofer and I -in
dome tweeter. Features level control for tweet-
er. FR 68-20,000 Hz ±3 dB; sens 90 dB sit./W/
m; min power 10 W/ch; crossover point 3,000
Hz; imp 8 ohms nominal. Oak, walnut, or black
finish; black -knit grille. 8 x 12 x 7 in; 30 Ib/
pr $399/pr

Model S 2 -Way Speaker
Sealed speaker with 51/4 -in cone midrange/
woofer and I -in dome tweeter. Features level
controls for tweeter. FR 100-20,000 Hz ±3 dB;
sens 89 dB spi./W/m; min power 10 W; cross-
over point 3,000 Hz; imp 4 ohms nominal. Oak.
walnut, or black finish; black -knit grille. 7 x II
x 51/2 in; 19 lb/pr $329/pr

Subwoofers

Model 2 Subwoofer
Sealed subwoofer with two 61/2 -in woofers. FR
34-125 Hz ±3 dB; sens 90 dB spt./W/m; min
power 30 W/ch; crossover point 125 Hz; imp 12
ohms nominal. Oak, walnut, or black finish;
black -knit grille. 12 x 25 x 141/4 in; 48 lb $600/pr

Model I Subwoofer
Sealed subwoofer with 8 -in woofer. Frequency
response 40-125 Hz ±3 dB; sensitivity 89 dB
sin../W/m; minpower 20 W/ch; crossover point
125 Hz; impedance 4 ohms nominal. Oak. wal-
nut, or black finish; black -knit grille. 12 x 25 x
111/2 in; 36 lb ea $450/pr

The NEW
Generation
MAGNEPLANARS
ARE
HERE!

See
Dealer List
on Page 247 N
III MAGNEPAN
1645 9th Street
White Bear Lake, MN 55110
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GOLDMUND BY

INTERNATIONAL AUDIO
Apologue Speaker System
2 -speaker system designed as a "work of art" by
an Italian painter and designer, only 300 pro-
duced. Features 4 -level, passive crossovers;
electronically time -aligned sections; pseudo -in-
finite baffles which cancel more than 98% of
back -radiated energy. 33 x 72Y4 x 421/4
in $55,000/pr

GOLD SOUND
All Gold Sound speakers are kits comprised of
speaker components, crossovers, grille and
dumping materials, and 18 pages of plans and
instructions.

Model 144 -Way Speaker Kit
Brown vented -enclosure speaker system with
I8 -in woofer, 10 -in cone midbass, titanium mid -
horn, and biradial-horn tweeter. Separate mid-
range and tweeter controls. FR 28-21,000 Hz =3
dB; sens 95 dB; min power 5 W; crossover
points 200, 1,200, 5,000 Hz; optional oiled wal-
nut. 29 x 46 x 19 in $2,249/pr

Pro Double 18 2018 4 -Way Speaker Kit
Brown vented -enclosure speaker system with
two I8 -in JBL woofers, 10 -in JBL cone mid -
bass, titanium JBL midrange, and JBL biradial
horn tweeter. Features level controls for top 3
drivers. FR 28-21.000 Hz ±3 dB; sens 101 dB;
min power 5 W; crossover frequencies 200,
2,000, 8,000 Hz; imp 8 ohms; max power 1,200
W. Optional oiled walnut finish. 29 x 46 x 19
in $2.998/pr

Model 11 3 -Way Speaker Kit
15 -in JBL woofer, 71/2 -in JBL midrange. JBL
biradial horn tweeter. Features level controls
for upper drivers. FR 28-21,000 Hz ±3 dB; sens
93 dB spiJW/m; power range 5-300 W rms;
crossover points 300. 5,000 Hz; imp 8 ohms;
dispersion 100° horizontal and vertical at 20,000
Hz $1,449/pr
With 44 x 18 x 14 -in cabinets $1,939

Pro 154 -Way Speaker Kit
Brown vented -enclosure speaker system with
15 -in JBL woofer, 7'/ --in JBL midrange JBL
horn tweeter. FR 39-21,000 Hz ±3 dB; sens 93
dB sm/W/m; power range 5-600 W rms; cross-
over points 300.5.000 Hz; imp 8 ohms$1.048/pr

Pro Double 154 -Way Speaker Kit
Speaker with two I5 -in JBL cast -frame woof-
ers, two 71/2 -in European cast -frame midranges,
and titanium exponential -horn tweeter. FR 32-
21,000 Hz = 3 dB; sens 100 dB sPL/W/m; power
range 5-1200 W rms; crossover points 300,
2000, and 8,000 Hz; imp 4 or 8 ohms. 46 x 29 x
19 in $899/pr

Model 7 4 -Way Speaker Kit
Speaker with two 12 -in polypropylene woofers,
two 61/2 -in European cast -frame midranges, Eu-
ropean 1 -in dome tweeter. FR 35-25.000 Hz;
sens 95 dB sPIJW/m; power range 5-400 W rms:
crossover points 50, 200, 4.000 Hz; imp 4 or 8
ohms $799/pr
With 18 x 44 x I4 -in cabinet $1,289/pr

M -I5 4 -Way Speaker Kit
Speaker with 15 -in cast -frame dual -voice coil
woofer, 71/2 -in European cast midrange, and
one -inch horn tweeter. Frequency response 32-
25.000 Hz ±3 dB; sensitivity 95 decibels sptJ
W/m; power range 5-300 watts rms; crossover
points 60. 200. 4.000 Hz; impedance 4 or 8
ohms $499/pr
With 18 x 44 x 14 -in cabinets $989/pr

Model 4 4 -Way Speaker Kit
Speaker with 12 -in polypropylene dual -voice
coil woofer, two 6'/. -in polypropylene mid-
ranges and European I -in ferrofluid-cooled
dome tweeter. FR 35-25,000 Hz ± 3 dB; sens 93
spt./W/m; power range 5-200 W rms; crossover
points 70, 200. and 4.000 Hz; imp 4 or 8
ohms $399/pr
With 14 x 37 x II -in cabinets $749/pr

Model 3 3 -Way Speaker Kit
I2 -in polypropylene woofer, 51/4 -in polypropyl-
ene midrange, and I -in dome tweeter. FR 39-
25.000 Hz ± 3 dB; sens 93 sptJW/m; power
range 5-200 W rms; crossover points 80, 200,
4.000 Hz; imp 4 or 8 ohms $299/pr
With 14 x 25 x II -in cabinets $499/pr

Model 2 4 -Way Speaker Kit
8 -in polypropylene woofer, 41/2 -in midrange.
and ferrofluid-cooled titanium -dome tweeter.
FR 45-25,000 Hz ±3 dB; sens 92 dB spiJW/m;
power range 5-100 W rms: crossover points 90.
300. 6,000 Hz; imp 4 or 8 ohms $218/pr
With 12 x 19 x 10 -in cabinets 5348

Model 1 2 -Way Speaker Kit
10 -in European bextrene woofer and I -in ferro-
fluid-cooled linen -dome tweeter. FR 48-20,000
Hz ± 3 dB; sens 93 dB sptJW/m; power range 5-
60 W rms; crossover point 3.000; imp 8
ohms $169/pr
With 14 x 25 x I I -in cabinets $369/pr

Model .6 2 -Way Speaker Kit
Sealed 2 -way speaker with 6'G -in polypropyl-
ene woofer and I -in European ferrofluid-cooled
linen -dome tweeter. Frequency response 58-
20.000 Hz ±3 dB; sens 92 dB sPt./W/m; power
range 5-60 W rms; crossover point 3,000 Hz;
imp 4 or 8 ohms $98/pr
With 10 x 16 x 8 in cabinets $198/pr

Model .2 2 -Way Speaker Kit
Sealed speaker with 51/4 -in polypropylene woof-
er and 1/4 -in European ferrofluid-cooled dome
tweeter. FR 68-20,000 Hz ± 3 dB; sens 91 dB
spiJW/m; power 5-60 W rms; crossover 3.000
Hz; imp 4 or 8 ohms $79/pr
With 8 x 12 x 7 -in cabinets $149

Subwoofer Kits

18 -in Compound Load Subwoofer Kit
Two 18 -in JBL subwoofer. FR 23-200 ±3 dB;
sens 92 dB sm/W/m; power range 40-1.200 W
rms; imp 8 ohms $799 ea
With 24 -dB adjustable crossover .... $1,199 ea
With -I50 Hz passive crossover $72 extra

15 -in Compound -Load Subwoofer Kit
Two IS -in JBL subwoofers. Frequency re-
sponse 23-200 Hz ± 3 dB; sensitivity 90 dB sPtJ
watts per meter; power range 40-600 watts rms;
impedance 8 ohms $499 ea
With 24 -dB active crossover $898 ea
With 18 x 44 x I4 -in cabinet $289 extra
With 150 -Hz passive crossovers .... $72 extra

18 -in Subwoofer Kit
I8 -in JBL subwoofer. FR 28-200 Hz ±3 dB;
sens 95 dB spiJW/m; power range 20-600 W
rms; imp 8 ohms $409 ea
With 24 -dB adjustable crossover $809 ea

15 -in Compound Load Subwoofer Kit
Two 15 -in subwoofers with cast frames. 80
ounce magnet. Frequency response 24-200 Hz
± 3 decibels; sensitivity 92 dB sPL/W/m; power
range 40-600 W rms; impedance 4 or 8
ohms $399 ea
With 18 x 44 x 14 -in cabinet $678 ea
With 150 -Hz passive crossover $72/pr

12 -in Compound Load Subwoofer Kit
Two I2 -in subwoofers with polypropylene
cones. FR 25-200 Hz ± 3 dB; sens 90 dB sPIJW/
m; power range 40-400 W rms; imp 4 or 8
ohms $129 ea
With 18 x 18 x 16 -in cabinet $299 ea
With 150 -Hz passive crossover $72

15 -in Subwoofer Kit
IS -in JBL subwoofer. FR 29-200 Hz ±3 dB:
sens 93 dB spiJW/m; power range 20-300 W
rms: imp 8 ohms $259 ea
With 24 -dB active crossover $639
With 18 x 44 x 14 -in cabinet $249

15 -in Subwoofer Kit
Cast dual -voice coil IS -in subwoofer with 80 -
ounce magnet. FR 32-200 Hz ±3 dB; sens 95 dB
sptlW/m; power range 20-300 W rms; imp 4 or 8
ohms $159 ea
With 18 x 44 x 14 -in cabinet $398
With 150 -Hz passive crossover $72

12 -in Subwoofer Kit
I2 -in subwoofer with polypropylene cone. FR
32-200 Hz ± 3 dB; sens 93 dB sPtJW/m; power
range 20-200 W rms; imp 4 or 8 ohms ... $69 ea
With 18 x 18 x 16 -in cabinet $199 ea
With 150 -Hz passive crossovers $72

In -Wall Installation Series
All Gold Sound in -wall speakers are designed
for flush -mounting, and have water-resistant
polypropylene cones and white grilles, which
have removable fiihric and are painahle.

Model 844 In -Wall Subwoofer
8 -in subwoofer with 40 -oz magnet. FR 32-2,000
Hz; sens 92 dB sPL/W/m; power range 20-150 W
rms; imp 4 ohms. Includes grilles $134 ea
848 In -Wall Subwoofer. As above with imp 8
ohms $139 ea

Model SAC In -Wall 2 -Way Speaker
Speaker with 8 -in woofer and 2 -in polypropyl-
ene ferrofluid-cooled dome tweeter. FR 32-
20.000 Hz ± 3 dB: sens 92 dB sPL/W/m: power
range 5-100 W rms; crossover point 3,000 Hz;
imp 4 or 8 ohms; 60° dispersion ± 3 dB to 15.000
Hz $134 ea

Model 824 In -Wall Subwoofer
8 -in subwoofer with 20 -oz magnet. Features
dual voice coils that allow one 824 to act as
subwoofer for two smaller speakers. FR 32-
2,000 Hz ±3 dB; sens 92 dB sPIJW/m; power
range 20-100 W rms; imp 4 ohm/voice coil.
Includes grilles $99 ea
828 In -Wall Subwoofer. As above with imp 8
ohm/voice coil $99 ea

Model 8C 2 -Way In -Wall Speaker
Speaker with 8 -in woofer and I1/4 -in ferrofluid-
cooled polymid dome tweeter. Frequency re-
sponse 40-25,000 Hz ±3 dB; sensitivity 92
decibels sPL/W/m; power range 5-70 W rms:
crossover point 4.000 Hz; impedance 4 or 8
ohms; 60 degree dispersion ±3 dB to 16,000
Hz. Including grilles $99 ea

GOODMANS OF ENGLAND
High -Impact Monitor Series

H.I.M. 880 3 -Way Speaker
Bass -reflex speaker with I5 -in woofer. 8 -in
midrange and 1 -in soft -dome tweeter. Features
infinite baffle design; level controls for woofer
and midrange. Min power 10 W; frequency
response 30-20,000 ±5 dB; sensitivity 95 dB
sPL/W/m: impedance eight ohms; crossover
points 500, 4.000 Hz. Black finish. Dimensions:
18 x 40 x 17 in; 88 lb ea $1,299/pr
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H.I.M. 440 3 -Way Speaker
Bass -reflex speaker with 12 -in woofer. 4 -in
midrange, and I -in tweeter. Features infinite
baffle design; level controls for midrange and
tweeter. Min power 10 W; FR 30-20,000 Hz;
sens 98 dB spUW/m; imp 8 ohms; crossover
points 1,000, 4,000 Hz. Black finish. 15 x 35 x
17 in; 66 lb ea $899/pr

H.I.M. 220 2 -Way Speaker
Bass -reflex speaker with 10 -in woofer and I -in
soft -dome tweeter. Features level control for
tweeter. Min power 10 W; FR 40-20,000 Hz;
sens 98 dB spUW/m; imp 8 ohms; crossover
point 4,000 Hz. Black finish. 13 x 30 x 16 in; 44
lb ea $699/pr

H.I.M. 110 2 -Way Speaker
Bass -reflex speaker with 8 -in woofer and I -in
soft -dome tweeter. Features level control for
tweeter. Min power 10 W; FR 45-20.000 Hz;
sens 98 dB spiJW/m; imp 8 ohms; crossover
point 4,000 Hz. Black finish. 10 x 20 x 12 in; 24
lb ea $499/pr

The Maxim Collection

The Maxamp 2 -Way Powered Speaker
Bass -reflex, 25-W powered speaker with 5 -in
woofer and 1/4 -in dome tweeter. FR 65-20,000
Hz; sens 86 dB sPUW/m; imp 8 ohms. Black
finish. 7 x 10 x 7 in; 18 lb/pr $329

The Maxim 2 -Way Speaker
Bass -reflex speaker with 5 -in woofer and Yein
dome tweeter. Min power 15 W; FR 65-20,000
Hz; sens 86 dB sPUW/m; imp 8 ohms. Black
finish. 7 x 10 x 7 in; 18 lb/pr $249

B -Max Subwoofer
Subwoofer with two 6 -in drivers. FR 30-150 Hz;
impedance 8 ohms; crossover 150 Hz. 8 x 24 x 9
in; 22 lb/ea $249 ea

Bookshelf Monitor Series

MS 2 -Way Bookshelf Speaker
Bass -reflex speaker with 8 -in woofer and 3/4 -in
polyimide-dome tweeter. MM power 15 W;
sens 88 dB spiJW/m; impedance 8 ohms. 10 x 16
x 8 in; 28 lb/pr $349/pr

M3 2 -Way Bookshelf Speaker
Bass -reflex speaker with 61/2 -in woofer and 1/4 -
in polyimide-dome tweeter. Min power IS W;
sens 88 dB; imp 8 ohms. 9 x 15 x 7 in; 22 lb/
pr $249/pr

Ml 2 -Way Bookshelf Speaker
Bass -reflex speaker with 5 -in and Y4 -in poly-
mide-dome tweeter. Min power 15 W; sens 86
dB spt/W/m; imp 8 ohms. 8 x 10 x 7 in; 18 lb/
pr $189/pr

GUSS ENTERPRISES
Custom Monitor
Speaker system with 204 drivers in 8 enclo-
sures: twenty-four 15 -in woofers; forty-eight 5 -
in midranges; thirty-two I -in tweeters; 100 cus-
tom piezos. Power handling 100-900 W rms. 4
cabinets 30 x 72 x 20 in; 4 cabinets 22 x 72 x 16
in $100.000/sys

System I-Guss Monitor Speaker
Speaker system with 102 drivers in 4 enclo-
sures. Features twelve 15 -in cone woofers;
twenty-four 5 -in dual -diaphragm dome mid-
ranges; sixteen I -in dome tweeters; 50 custom
piezoelectric supertweeters. Controls for mid-
range, tweeter, rear -ambience, satellite. FR re-
sponse 15-30,000 Hz ±3 dB; power handling
30-600 W; sens 92 dB spiJW/m; imp 6 ohms.

Walnut oak. 2 cabinets 30 x 72 x 20 in and 2
cabinets 22 x 72 x 16 in $50,000/sys

System 2-Sympl'ony Speaker System
Floor -standing speaker system with 26 drivers
in 4 enclosures and 3-D Focus control. Fea-
tures four I5 -in cone woofers; six 5 -in dual -
diaphragm dome midranges; four I -in dome
tweeters; 12 custom piezoelectric su-
pertweeters. Controls for midrange, tweeter,
rear -ambience, and satellite. FR 20-30,000 Hz
±3 dB; power handling 30-300 W; sens 92 dB
sptiW/m; imp 4 ohms. Walnut and oak finishes.
2 cabinets 22 x 54 x 20 in and 8 x 25 x 8 in; 165
lb, 12 lb $15.000/sys

System 3 -Concerto Speaker System
Floor -standing speaker system with 22 drivers
in 4 enclosures. Features four 12 -in cone woof-
ers; six 5 -in dual -diaphragm dome midranges;
four I -in dome tweeters; 8 custom piezoelectric
supertweeters. Controls for midrange, tweeter,
rear -ambience, and satellite. FR 30-30,000 Hz
±3 dB; power handling 30-300 W; sens 92 dB
spilW/m; imp 4 ohms. Walnut and oak finishes.
2 cabinets 22 x 54 x 20 and 8 x 25 x 8 in; 150 lb,
12 lb $9,000/sys

System 4 -Sonata Speaker
Floor -standing speaker system with 12 drivers
in 4 enclosures. Features two I2 -in woofers;
two 5 -in dual -diaphragm dome midranges; 6
custom piezoelectric supertweeters. Controls
for midrange, tweeter, satellite. FR 30-30,000
Hz ±4 dB; power handling 30-200 watts; sens
90 dB sPUW/m; imp 8 ohms. Walnut and oak; 2
cabinets 17 x 28 x 15 in and 2 cabinets 6 x 6 x
12 $4,000/sys

HAFLER
Model 400 3 -Way Speaker
Floor -standing speaker with tuned transmis-
sion -line design: mirror -image array consisting
of I -in soft dome tweeter, two 61/2 -in midrange
woofers, and 8 -in rear mounted woofer; sloping
baffle; rear -mounted ports; pedestal base.
Gold-plated 5 -way input jacks; spike feet. FR
30-20.000 Hz; sens 92 dB spilW/m: nom imp 8
ohm; min power 20 W/ch. Dark -oak veneer
finish with black grille. 101/2 x 401/4 x 12 in; 58 lb
ea $1,095/pr

Model 300 2 -Way Speaker
Floor -standing speaker with tuned transmis-
sion -line design; mirror -image array consisting
of I -in soft -dome tweeter, and two 61/2 -in mid-
range woofers; sloping baffle; rear -mounted
port; pedestal base. Gold-plated 5 -way input
jacks; spike feet included. FR 35-20.000 Hz;
sens 91 dB sPUW/m; nom imp 8 ohm: min
power 20 W/ch. Dark -oak veneer w/black
grille. 91/2 x 36 x 111/2 in; 45 lb ea $795/pr

Model 200 2 -Way Bookshelf Speaker
Features mirror -image array with I -in soft
dome tweeter, and 61/2 -in midrange woofer;
sloping front baffle; rear -mounted port. Gold-
plated 5 -way input jacks. FR 50-20,000 Hz; sens
88 dB sPUW/m; nom imp 4 ohm; min power 20
W/ch. Dark -oak veneer w/black grille. 81/2 x
101/4 x 141/4 in $450/pr

HALES AUDIO
System II Signature 2 -Way Speaker
Sealed -box speaker with two 7 -in midranges.
I -in titanium -tweeter. Features computer -op-
timized, biwirable crossover network; poly-
propylene capacitors; 14 -gauge air -core in-
ductors; crossover housed in an external,
sand -filled and spiked enclosure. FR 40-26.000
Hz ± 3 dB; sens 90 dB sPUW/m; imp 4 ohms;

crossover frequency 2,000 Hz. 11 x 48 x 21 in;
181 lb $4,850/pr

System II 2 -Way Speaker
Sealed box speaker with two 7 -in midbass, I -in
titanium -dome tweeter. Features computer -op-
timized, biwirable crossover network; polypro-
pylene capacitors; 14 -gauge air -core inductors.
FR 45-26,000 Hz ±3 dB; sens 89 dB sPUW/m;
imp 4 ohms; crossover frequency 2,000 Hz. 11
x 36 x 121/2 in; 67 lb $2,700/pr

HARTLEY PRODUCTS
The Reference 4 -Way Speaker
Floor -standing speaker with 24 -in woofer, 10 -in
midrange. two 7 -in tweeters. Crossovers points
125, 3,000, 8.000 Hz; FR 16-25.000 Hz; power
handling 25-300 W; imp 5-8 ohms. Wood cabi-
net with removable knit grille. 36 x 501/4 x 24
in $5,195/pr
The Concertmaster. As above, 18 -in woofer.
Wood cabinet with removable black grille. 29 x
41 x 18 in $3,995/pr

The Reference Tower 2 -Way Speaker
Floor-staading speaker with four 61/2 -in thermo-
plastic woofers and four I -in dome tweeters.
Crossover point 3,600 Hz; power handling 5-
300 W; imp 4 ohms at 100 Hz, 5 ohms at 1,000
Hz; FR 2425,000 Hz. Wood cabinet w/remov-
able knit grille. 44'/ x 171/2 x 18 in .. $1,500/pr
Mini -Tower. As above, two 61/2 -in thermoplas-
tic woofers and I -in hybrid dome tweeter.
Crossover point 3.100 Hz; power range 5-150
W; imp 4 ohms; FR 32-25,000 Hz $660/pr
The Compact Reference. Same as the Mini -
Tower but with 5.000 Hz crossover; power
handling 10-100 W; imp 8 ohms; FR 25-45,000
Hz. 131/- x 171/2 x 131/2 in $400/pr

Subwoofers
All Hartley subwoofer cabinets are constructed
with oak and walnut veneers and internally
lined with a 3/4 -in thick cellulose -wadding mate-
rial.

SW -24 Subwoofer
Infinite -baffle enclosure. Power range 25-300
W; imp 5 ohms; FR 16 Hz -± 3 dB. 36 x 501/4 x 22
in; 250 lb $1,295

SW -I8 Subwoofer
Infinite -baffle enclosure. Power range 25-300
W: imp 5 ohms; FR 16 Hz ± 4 dB. 29 x 411/2 x 18
in: ISO lb $990

SW -I0 Subwoofer
Air -column enclosure. Power range 15-100 W;
imp 6 ohms; FR 25 Hz ± 3 dB. 18 x 24 x 18 in; 70
lb $525

HEATH
Heath/JBL ASW-1230 3 -Way Speaker
Ported speaker with 12 -in Aquaplas woofer, 5 -
in high -polymer midrange, and I -in pure titani-
um -diaphragm tweeter. FR 60-20,000 Hz, -3
dB; sens 91 dB; impedance 8 ohms; crossover
points 800 and 4.000 Hz. Walnut -veneer finish.
14 x 40 x 101/2 in; 58 lb $400/pr
AS -1230. Unassembled kit $350/pr

Heath/JBL ASW-1082 2 -Way Bookshelf Speaker
Ported bookshelf speaker with 1 -in polymer
woofer and I -in titanium -diaphragm tweeter. Pa
80-20,000 Hz, -3 dB; sens 90 dB; imp 8 ohms;
crossover at 3,000 Hz. Walnut vinyl veneer
finish. 131/4 x 23 x 9 in; 28 lb $160/pr
AS -1082. Unassembled kit; 29 lb $130/pr

ASW-24 Surround -Sound Speaker
Ported surround -sound speakers with 4 -in driv-
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Cr. i s 18-40,000 Hz, ±0.5 dB. front; Trio 0.05%
front, 0.38% surround. 61/4 x 9 x 41/4 in ..$50/pr

HEYBROOK BY D'ASCANIO
AUDIO

All Hevhrook speakers come with a limited 5 -
year warranty.

HB-3 3 -Way Speaker
Hand -assembled acoustic -suspension speaker
with 10 -in doped -cone woofer; 41/2 -in doped -
cone midrange and 1/4 -in soft -dome tweeter;
removable rear panel for bi- and triamping;
walnut or black -ash finish. FR 35-20,000 Hz ±3
dB; power range 15-200 W. 133/4 x 25 x II% in;
46 lb $1,598/pr

HB-200 2 -Way Speaker
Dual -reflex -tuned speaker with 61/2 -in woofer
and metal -dome tweeter. Black -ash or walnut
finish. FR 34-22.000 Hz; sens 88 dB; nom imp 8
ohms; power range 15-100 W. 1 1 x 18 x 9
in $999/pr

HB-150 2 -Way Speaker
Dual -reflex -tuned speaker with 61/2 -in woofer
and metal -dome tweeter. Black -ash or walnut
finish. Frequency response 40-22,000 Hz; sens
88 dB; nominal impedance imp 6 ohms; power
range 15-100 W. 9 x 16 x 9 in $799/pr

HB-100 2 -Way Speaker
Infinite -baffle speaker with 8 -in woofer and
metal -dome tweeter. Features black or wood -
grain finish. FR 50-20.000 Hz: sens 89 dB; nom
imp 8 ohms; power range 15-100 W. 11 x 19 x 10
in $649/pr

Solo 2 -Way Speaker
Infinite -baffle speaker with 61/2 -in woofer and
metal -dome tweeter. Features black finish. FR

45-24.000 Hz; sens 87 dB; nom imp 6 ohms;
power range 15-75 W; 9 x 16 x 9 in .... $449/pr

Point Five 2 -Way Bookshelf Speaker
Hand -assembled infinite -baffle speaker with
61/2 -in doped -cone woofer; '/4 -in dome tweeter:
structurally rigid cabinet; black finish. Fre-
quency response 50-20,000 Hz ±3 dB; power
range 15-75 W; sensitivity 87 dB; nominal im-
pedance 6 ohms. 9 x 14 x 9 in $329/pr

HITACHI
HSA 4020 4 -Way Speaker
8 -in dual woofer, 6 -in woofer, 5 -in midrange,
Y4 -in tweeter. Tall -boy style for use with 46 -in
projection TV's, magnetically shielded; detach-
able cloth grill. Power handling 150 W . $700/pr

HSW50 3 -Way Speaker
3 -way slimline acoustic -suspension speaker
with 8 -in woofer, 5 -in midrange, and'/4-in dome
tweeter. Power handling 70 W. Matte -black
finish. 91/4 x 30 x 97/s in $500/pr

HSA 3055 3 -Way Speaker
Bass -reflex speaker with 10 -in woofer, 3 -in
midrange, and 2 -in tweeter. Features circuit
breaker. Custom -designed wood cabinet; de-
tachable. Power handling 60 W $300/pr

HS40 2 -Way Bookshelf Speaker
2 -way acoustic -suspension speaker with 61/2 -in
woofer and 1/2 -in polycarbonate-dome tweeter.
Power handling 50 W. Matte -black finish. 8Y4
141/4 x 9'/- in $290/pr

HSA2029 2 -Way Speaker
Bass -reflex speaker with 8 -in woofer and 2 -in
tweeter. Features wood cabinet. Power han-
dling 45 W $200/pr

ICON ACOUSTICS
Icon Parsec 3 -Way Speaker
Floor -standing speaker with I -in metal -dome
tweeter. 61/2 -in polypropylene midrange, and
10 -in graphite -impregnated woofer. Features
crossovers utilizing only polypropylene and
polystyrene capacitors; internal wiring from
AudioQuest; 2 pairs of gold-plated 5 -way bind-
ing posts for optional biwiring. Recommended
power 50-350 W; FR 25-22.000 Hz ±3 dB; sens
87 dB si.t./W/m; imp 8 ohms: crossover points
350 Hz, 1500 Hz. Comes in braced cabinets
finished in walnut, oak, or black oak veneer
finish. Optional carpet spikes. 12 x 47 x 16 in;
95 lb ea $1 .495/pr

Icon Lumen 2 -Way Speaker
Bookshelf speaker with I -in metal -dome tweet-
er and 61/2 -in polypropylene woofer. Features
crossovers utilizing only polypropylene and
polystyrene capacitors: internal wiring from
AudioQuest; 2 pairs of gold-plated 5 -way bind-
ing posts for optional biwiring. Recommended
power 20-150 W; FR 55-22.000 Hz -1- 3 dB; sens
87 dB spiJW/m; imp 8 ohms; crossover frequen-
cy point 1.500 Hz. Walnut. oak, or black oak
veneer finish. 91/2 x 18 x 10'/ in: 26 lb ea $695/pr

INFINITY
IRS Series

IRS Series V Reference 3 -Way Speaker
Modular 4 -piece 3 -way floor -standing speaker.
Features 2 woofer modules with six 12 -in woof-
ers in feedback loop with servo amp (two 2.000-
W woofer amps): 2 midrange/tweeter modules

in dipole arrange-
ment: 36 tweeters in dipole line -source array
(24 front/I2 rear -facing); variable low-pass fil-
ters; low-pass variable damping; woofer -level
controls; selectable input imp midrange/tweet-
er amp control; woofer phase switch; servo -
bass on/off switch; Monster Cable for all inter-
nal wiring. FR 15-45,000 Hz, ±2 dB. Crossover
frequencies: 70. 4,500 Hz. Midrange/tweeter
amp input range 100-500 W/ch; imp 4 ohms;
oiled and Brazilian rosewood finish; 100 -ft ca-
ble for hookup of high -frequency drivers to
midrange/tweeter amp. Woofer modules: 203/4 x
90 x 283/4 in; midrange/tweeter modules: 47 x 90
x 17 in; base footprint: 38 x 12 in; 1,500
lb $50.000/sys

IRS Beta 5 -Way Speaker
Includes (per side) four servo -controlled I2 -in
woofers, each with polylpropylene/graphite in-
jection -molded cones; 2 upper bass/midrange
planar push-pull drivers which act as dipole:
low -mass EMIT transducer with neodymium
magnets for upper midrange: low mass/neo-
dymium EMIT's from IRS V (in dipole configu-
ration) for lower treble: SEMIT (smaller aper-
ture EMIT) which extends response beyond 44
kHz. The system operates in bi-amp mode and
includes the IRS V servo control unit; active
and passive crossover control. Monster Cable
for all internal wiring. Power handling 75-300 W
cont (mid/tweeter). 150-500 W cont (bass); imp
4 ohms; FR 15-45.000 Hz. ±2 dB. Crossover
frequencies: 100, 750, 4.500. 10,000 Hz. Woof-
er module: 161/2 x 641/4 x 14'/- in; mid/tweeter
module: 17 x 641/4 x I in; base footprint 18 x 17
in; 215 lb $11 ,950/sys

Kappa Series

9 Kappa Reference Standard 5 -Way Speaker
Features two I2 -in cast frame woofers; 5 -in
polypropylene/graphite midbass; 3 -in
edgewound midrange; rear -firing EMIT k
tweeter: SEMIT k supertweeter. Internal

crossovers; biampable. Monster Cable for all
internal wiring. Oak solids and veneer high -
density particle board with furniture -grade lac-
quer finish. FR 29-45.000 Hz. ± 3 dB; crossover
frequencies 80, 800, 4,500 Hz; power handling
60-340 W/rms; sens 89 dB sptJW/m; imp 4-6
ohms. 211/2 x 59'/- x 8 in $2,998/pr

8 Kappa Reference Standard 4 -Way Speaker
Similar to 9 Kappa without supertweeter. Mon-
ster Cable for all internal wiring. FR 33-45,000
Hz. ±3 dB; power handling 50-250 W/rms;
sens 89 dB sm../W/m; imp 4-6 ohms. 201/2 x 471/2
x 8 in $1,998/pr

7 Kappa Reference Standard 3 -Way Speaker
Similar to 8 Kappa with 12 -in woofer. 3 -in
midrange, and EMIT k tweeter. Monster Cable
for all internal wiring. Power handling 40-200 W
rms; imp 4-6 ohms: FR 37-45.000 Hz. +3 dB;
crossover frequencies 800, 4,500 Hz; sens 88
dB sin../W/m. 17 x 37 x 12 in $1 .498/pr

6 Kappa Reference Standard 3 -Way Speaker
Similar to 7 Kappa except with 10 -in woofer.
Monster Cable for all internal wiring. Power
handling 30-150 W/rms; imp 4-6 ohms; FR 39-
45,000 Hz. +3 dB; sens 88 dB spiJW/m; cross-
over frequencies 800, 4,500 Hz. 15 x 25 x 10'/.
in S1,:198/pr
Kappa Oak Pedestal Base. Pedestal base for 6
Kappa Reference Standard speaker ... $129/pr

5 Kappa Reference Standard 2 -Way Speaker
Bookshelf design featuring 61/2 -in graphite
woofer and EMIT k tweeter. Monster Cable for
all internal wiring. Power handling 20-100 W
rms; FR 49-45,000 Hz.. 3 dB; sens 87 dB sPIJ
W/m; imp 4 ohms; crossover frequency 4,500
Hz. Oak hardwood solids and veneers. 101/2 x
17 x9in $798/pr

SM Series
SM 153 3 -Way Speaker
Floor -standing bass -reflex design with 15 -in
woofer, two 41/2 -in midranges, and 2 -in Polycell
tweeter. Power handling 300 W cont; FR 44-
25,000 Hz ± 3 dB; sens 102 dB sptJW/m; cross-
over frequencies 500 and 5.500 Hz; imp 8 ohms.
Walnut vinyl finish. 173/4 x 40 x 121/2 in $1,198/pr

SM 122 3 -Way Speaker
Floor -standing bass -reflex design with front -
mounted high- and mid -level controls. Features
I2 -in cone woofer. 41/2 -in polypropylene -coated
midrange, and I -in Polycell tweeter. Power
handling 200 W cont; FR 49-25.000 Hz ±3 dB;
sens 100 dB spiJW/m; imp 8 ohms. Walnut
vinyl finish. 143/4 x 351/4 x 12'/- in $918/pr

SM 112 2 -Way Speaker
Floor -standing bass -reflex design with front -
mounted high- and mid -level controls. Features
10 -in cone woofer, and I -in Polycell tweeter.
Power handling 150 W cont; FR 65-25.000 Hz
±3 dB: sens 100 dB spiJW/m; imp 8 ohms.
Walnut vinyl finish. 12 x 21 x 12 in $538/pr

SM 82 2 -Way Bookshelf Speaker
Features 8 -in cone woofer, and 1 -in Polycell
tweeter. Power handling 125 W cont; FR 72-
25,000 Hz -.± 3 dB; sens 98 dB spiJW/m; imp 8
ohms. Walnut vinyl finish. 111/4 x 18 x 101/2
in $438/pr

RS Series

RS 6001 3 -Way Speaker
Floor -standing design features two 8 -in graph-
ite woofers, 2 -in polyspherite midrange, and
EMIT k tweeter. Power handling 200 W cont;
FR 42-45,000 Hz, ±3 dB; sens 89 dB spilW/m;
imp 6 ohms; crossover frequencies 600, 4,200
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Hz. Chatsworth -oak vinyl or black -oak vinyl.
111/2 x 37 x 9% in $1,058/pr
RS 5001. Similar to above, single 8 -in woofer;
power handling 125 W cont $738/pr

RS Powered Subwoofer
Features 10 -in graphite woofer; 100-W servo -
driven amplifier. Crossover -frequency control;
switchable high-pass satellite filter. Bass re-
sponse down to 30 Hz $600 ea

RS 4001 3 -Way Speaker
Features 8 -in graphite woofer, 2 -in polyspher-
ite midrange, and %-in polyspherite tweeter.
Power handling 125 W; FR 44-22,000 Hz, t 3
dB; sens 89 dB sm../W/m; imp 6 ohms; cross-
over frequencies 600, 4,000 Hz. Chatsworth -
oak or black -oak vinyl. 111/2 x 221/2 x 9%
in $538/pr

RS 3001 2 -Way Speaker
Features 8 -in graphite woofer and 1/4 -in poly-
spherite tweeter. Power handling 100 W cont;
FR 45-22,000 Hz. -1.- 3 dB; sens 89 dB sPIJW/m;
imp 6 ohms; crossover frequency 4,000 Hz.
Chatsworth -oak vinyl or black -oak vinyl. 111/2 x
201/4 x 9% in $398/pr

RS 2001 2 -Way Speaker
Features 61/2 -in graphite woofer and 1/4 -in poly-
spherite tweeter. Power handling 75 W cont; FR
55-22,000 Hz, ± 3 dB; sens 89 dB sPL/W/m; imp
6 ohms; crossover frequency 4,800 Hz. Chats-
worth -oak vinyl or black -oak vinyl. 81/2 x 141/4 x
71/4 in $238/pr

RS 1001 2 -Way Speaker
Features 41/2 -in graphite woofer and'/ -in poly-
spherite tweeter. Power handling 50 W cont; FR
70-22.000 Hz, ± 3 dB; sens 89 dB sm/W/m; imp
6 ohms; crossover frequency 4,500 Hz. Chats-
worth -oak vinyl or black -oak vinyl. 71/2 x 121/4 x
6% in $170/pr

Environmental Reference Standard Series

ERS 800 2 -Way In -Wall Speaker
Features 8 -in graphite woofer and EMIT k
tweeter; tweeter control $600/pr

ERS 600 2 -Way In -Wall Speaker
Features 6 -in graphite woofer and polyspherite
tweeter; independent tweeter control $350/pr

ERS 500 2 -Way In -Wall Speaker
Features 51/4 -in coaxial speaker $275/pr

Modulus System

Modulus 2 -Way Bookshelf/Wall-Mount Speaker
Modulus speakers can be used as bookshelf/
satellite speakers or walUpedistal mounts. Fea-
tures 51/4 -in graphite woofer and EMIT tweeter.
Triangular iso-tip ft; wall bracket/self-damping
isolation mounting plate $1,000/sys
Pedestal. 25 -in pedestal for Modulus speaker
system $300/pr
Modulus Wall Brackets $129/pr

Modulus Powered Subwoofer
Integrates with Modulus system. Features 12 -in
graphite woofer; 200-W servo -driven amplifier.
Separate subwoofer control box includes vari-
able low -frequency cut-off. 2 -position rumble
filter; low -frequency -level control; absolute
phase switch; active high-pass satellite control.
Bass response extends to 22 Hz .... $2,000 ea

INTEGRAL AUDIO
Point Source 2 Speaker
3 -way air -suspension speaker with mirror -im-
aged cluster as driver configuration. Features

I2 -in polycone woofer, two 61/2 -in polycone
midrange drivers; I -in soft dome tweeter. Pow-
er handling 20-200 W/ch; FR 30-20.000 Hz ± 2
dB; sens 91 dB W/m. High -gloss black -laminate
finish. 3 -year warranty. 16 x 42 x 101/2 in. 68
lb $995/pr

INTERNATIONAL
COMPONENTS

BHP -1062 2 -Way Speaker
2 -way mini speaker with 51/4 -in long -throw
woofer with 30 -oz magnet and I -in soft -dome
tweeter with I5 -oz magnet. Features circuit
breaker; crossover network. Recessed, quick -
connect speaker terminals; black, snap -on,
open -weave grilles. FR 50-21,000 Hz; imp 8
ohms. Simulated walnut enclosures $ I 39/pr

MS-500AV Powered Speaker
Pocket -sized acoustic -suspension speaker with
power booster for use with mini -stereo sys-
tems. Uses 4 penlite batteries or 6 V DC power
supply, not included $32/pr

JACKSON
Auralight Series

AU -6 3 -Way Speaker
8 -in driver, 61/2 -in woofer, I -in aluminum -dome
tweeter, 1/2 -in polycarbonate-dome super
tweeter. Features radiused pyramidal enclo-
sure: critically damped, slot loaded; 26 -element
crossover features additonal resonance, beam
filtering, and imp compensation. FR 48-20.000
Hz ± 3 dB; sens 87 dB W/m. Navajo white with
camel grille or black on black. 28 lb . $1,799/pr

AU -3 3 -Way Speaker
51/4 -in woofer. I -in polyimide-dome tweeter,'/ -
in polycarbonate-dome supertweeter. Features
radiused pyramidal enclosure; 17 -element
crossover features additonal resonance, beam
filtering, and imp compensation. FR 85-20.000
Hz -2:3 dB; sens 87 dB W/m. Navajo white with
camel grille or black on black. 71/2 x 131/2 x 41/4
in; 10.5 lb $929/pr

AU -20 Subwoofer
15 -in passive dnver. 10 -in subwoofer. Features
radiused slant -faced enclosure; critically
damped, slot loaded; Crossover self -adjusts at
125 Hz for AU -3 or 90 Hz for AU -6 as satellite.
Patented interior enclosure treatment. FR 0-33
Hz ± 3 dB; sens 90 dB W/m. Navajo white with
camel grille or black on black. 18 x 171/2 x 181/2
in; 59 lb $899 ea

JAMO
S-100 2 -Way Bisikshell Speaker
Bass -reflex speilker %kith I -in dome tweeter and
5 -in woofer. Power handling 60 W cont; FR 45-
20.000 Hz; crossover point 3.500 Hz; imp 8
ohms. Black or white finish. 62/1 x 101/4 x 81/4 in;
8 lb $298/pr

Jamo Outdoor 2 -Way Speaker
Water-resistant speaker with'/4-in dome tweet-
er and 4 -in woofer. Power handling 50 W;
frequency response 80-20,000 Hz; crossover
point 4,500 Hz: imp 8 ohms. Black or white
finish. 51/4 x 7% x 31/4 in; 3 lb $238/pr

S-60 2 -Way Speaker
Bass -reflex speaker with 2 -in cone tweeter and
4 -in woofer. FR 70-20,000 Hz; crossover point
3,000 Hz; imp 6 ohms. Black or white finish. 51/4
x 71/4 x 7 in: 4 lb $198/pr

Professional Series
Professional Series speakers feature 3 -way

bass -reflex design and incorporate Jamo's pro-
prietary Controlled Dispersion array of multi-
ple horn -mounted tweeters. Other highlights
include XLR connectors and screw terminals for
large cables: removable wire -mesh grilles:
black finish: rollers: reinforced corners, and a
self-locking fixture for easy stacking.

Professional 400
Features 15 -in woofer: 5 -in horn midrange; five
I -in horn tweeters. Peak power handling 560
W. continuous power handling 400 W; sens 95
dB sPL/Wint; FR 25-20,000 Hz ± 3 dB; crossover
points 900 and 4.000 Hz; imp 8 ohms; max SPI
121 dB. 2u'/- x 351/2 x 16%; 93 lb I 798/pr

Professional 300
Features I2 -in woofer; 5 -in horn midrange:
three I -in horn tweeters. Peak power handling
420 W; continuous power handling 300 W; sens
94 dB sptlW/m; FR 30-20,000 Hz 3 dB; cross-
over points 1,000 and 5,000 Hz; imp 8 ohms;
max SPL 118 dB. 17% x 291/2 x 13%; 57 Ib1,198/pr

Professional 200
Features 10 -in woofer; 5 -in horn midrange; I -in
horn tweeter. Peak power handling 280 W:
continuous power handling 200 W; sens 93 dB
SPLAV/M; FR 35-20,000 Hz ±3 dB; crossover
points 1,200, 6.000 Hz; imp 8 ohms; max sin.
116 dB. 141/4 x 26 x 111/2 in; 42 lb $798/pr

Concert Series

Concert VII 3 -Way Speaker
Bass -reflex speaker with I -in dome tweeter,
61/2 -in midrange and 61/2 -in woofer. Power han-
dling 300 W cont; 300 W peak power; FR 24-
22.000 Hz ± 3 dB; crossover points 150, 4.000
Hz; impedance 8 ohms. 11% x 36'/i x 121/4 in; 62
lb $1,698/pr

Concert V 3 -Way Speaker
3 -way bass reflex speaker with 61/2 -in woofer
and I -in dome tweeter. Power handling 110 W
cont; 160 W peak; sensitivity 93 dB spUW/m;
frequency response 30-22,000 Hz s 3 dB;
crossover points 150, 3,500 Hz; imp 6 ohms;
overload protection; 24K gold-plated binding
posts. White. mahogany, or black -ash finish. 14
x 311/2 x II in; 42 lb $1 ,I98/pr

Concert 11 2 -Way Bookshelf Speaker
Bass -reflex speaker with 61/2 -in woofer and I -in
dome tweeter. Power handling 80 W cont; 120
W peak; sens 91 dB SPLAV/M; FR 40-20.000 Hz

3 dB; crossover point 2,000 Hz: imp 8 ohms;
overload protection; 24 gold-plated binding
posts. White mahogany. or black -ash finish. 91/2
x 16 x 10 in; 20 lb $750/pr

BX Line
All BX speakers feature black finish and de-
tachable, fabric cover.

BX-200 3 -Way Speaker
Bass -reflex speaker with I2 -in woofer, 3 -in
midrange and I -in horn tweeter. Power han-
dling 250 W cont; 350 W max; FR 30-20.000 Hz;
crossover points 2,000. 3,000 Hz; imp 8 ohms.
17 x 28 x 13 in; 39Ib $698/pr

BX-150 3 -Way Speaker
Bass -reflex speaker with 10 -in woofer, 3 -in
midrange and I -in horn tweeter. Power han-
dling 150 W cont. 250 W max; FR 35-20,000 Hz;
crossover points 2,300, 5,000 Hz; imp 8 ohms.
15 x 25 x 12 in: 30 lb $598

BX-100 3 -Way Speaker
Bass -reflex speaker with 8 -in woofer. 3 -in mid-
range, and I -in horn tweeter. Power handling
100 W cont, 150 W max; FR 40-20,000 Hz;
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crossover points 2,000, 4.000 Hz; imp 8 ohms.
12 x 21 x II in; 22 lb $498

Classic Series

CL -30 3 -Way Speaker
Bass -reflex, floor -standing speaker with I -in
dome tweeter, 4 -in midrange, and 8 -in woofer.
Power handling 120 W cont; crossover points
2,500. 5,000 Hz; FR 40-20,000 Hz; sens 92.5 dB
sPt/W/m; imp 8 ohms. Black finish. 103/4 x 331/4
x 101/4 in; 29 lb $598/pr

CL -25 3 -Way Speaker
Bass -reflex, bookshelf speaker with I -in dome
tweeter, 4 -in midrange, and 8 -in woofer. Power
handling 120 W cont; FR 37-20.000 Hz; cross-
over points 2.500. 5,000 Hz; sens 92.5 dB spit
W/m; imp 8 ohms. Black finish. 101/4 x 211/4 x
101/4 in; 25 lb $498

CL -20 2 -Way Speaker
Bass -reflex, bookshelf speaker with I -in dome
tweeter and 8 -in woofer. Power handling 40 W
cont; FR 35-20,000 Hz; crossover point 3,500
Hz; sens 92 dB; imp 8 ohms. Black finish. 10Y4
x 181/4 x ION in; 18 lb $398/pr

Wall -Mount Speakers

Art 2 -Way Speaker
Flat panel, wall -hanging speaker works as full -

range or satellite unit. Features 5 -in woofer. I -
in dome tweeter; power handling 90 W; 60 W
continuous power; sens 88 dB/W/m; FR 40-
20.000 Hz. -2.- 3 dB; crossover point 3.000 Hz;
imp 8 ohms. Black, white, and grey lacquer
finishes. 13% x 153/4 x 3'/- in: 1 I lb $498/pr

Converts 2 -Way Speaker
Dish -shaped wall mount/hanging speaker with
4 -in woofer and 2 -in tweeter. Power handling 50
watts continuous; frequency response 80-
20,000 Hz; crossover point 2,500 Hz; imped-
ance 8 ohms. Comes in black, white, steel, mint
green, pink, and violet finishes. 91/4 -in diame-
ter; 4.5 lb $398

Magic Series

Magic 103 -Way Speakers
Bass -reflex system with 8 -in woofer, 31/4 -in
midrange, and I -in dome tweeter. Power han-
dling 100 W cont; max power 140 W; frequency
response 43-20,000 Hz; crossover points 1.500.
4,000 Hz; imp 8 ohms. Black finish. 11 x 18Y4 x
81/4 in $398/pr

Magic 8 3 -Way Speakers
Bass -reflex system with 61/2 -in woofer. 2 -in
midrange, and I -in dome tweeter. Power han-
dling 80 W cont; max power 120 W; FR 47-
20.000 Hz; crossover points 1.500. 5,000 Hz;
imp 8 ohms. Black finish. 91/4 x 16% x 81/4
in $298/pr

Magic 6 3 -Way Speakers
Bass -reflex system with 5 -in woofer. 2 -in mid-
range, and Yein tweeter. Power handling 90 W;
FR 55-20.000 Hz; crossover points 4,000. 8.000
Hz; imp 8 ohms. Black finish. 71/2 x 12 x 81/4
in $198/pr

Subwoofer Series

SW -300 Subwoofer
Subwoofer with dual 8 -in woofers. Features
push-pull coupling between woofers. Includes
individual adjustment of bass level up to 4 dB.
Power handling 100 watts continuous; frequen-
cy response 30-20.000 Hz; crossover point 200
Hz; impedance 8 ohms. Black or white finish.
81/4 x 131/4 x 181/8 in $349 ea

SW -300 System. Two SAT -300 satellites and
one SW -300 subwoofer $S99/sys
SAT -300 2 -Way Speaker
Bookshelf or wall -mount speaker with 4 -in
woofer and 1/4 -in dome tweeter. Power handling
50 W cont; FR 80-20.000 Hz; crossover point
3,500 Hz; imp 8 ohms. Black or white finish;
mounting kit included. 51/4 x 8 x 3 in ... $260/pr

SW -I0 System. Two S-10 satellites and one SW -
10 subwoofer $499/sys
S-10 2 -Way Speaker
Bookshelf or wall -mount speaker with 4 -in
woofer and 2 -in cone tweeter. Power handling
50 W cont; FR 80-20.000 Hz; crossover point
4,500 Hz; imp 8 ohm. Black or white finish;
mounting kit included. 51/4 x 71/4 x 31/4 in$198/pr

SW -10 Subwoofer
Subwoofer with dual 61/2 -in woofers. Features
push-pull coupling between the woofers. Power
handling 100 watts continuous; frequency re-
sponse35-20,000 Hz: crossover point 300 Hz;
impedance 8 ohms. Black or white finish. Di-
mensions: 131/4 x 71/4 x 187/8 $349 ea

ST -5I Speaker Stand. Stand for S -I0 and SAT -
300 satellite speakers. Brushed aluminum fin-
ish $ I49/pr

Compact -Line Series

C120 3 -Way Bookshelf Speaker
Bass -reflex speaker with 8 -in dual -magnet
woofer, 5 -in midrange, and I -in dome tweeter.
FR 38-20,000 Hz ±3 dB; 140 W peak; 120 W
power handling; sens 92 dB sP1JW/m; cross-
over points 1.200 and 5.000 Hz; imp 8 ohms.
Black or white finish. 101/4 x 161/2 x 81/4; 14.3
lb $338/pr

C90 3 -Way Bookshelf Speaker
Bass -reflex speaker with 8 -in cone woofer, 31/4 -
in cone midrange, and I -in dome tweeter. FR 40-
20,000 Hz -± 3 dB; 120 W peak; contpower
handling 90 W; sens 91.6 dB spilW/m; cross-
over points 1,200.4,000 Hz; imp 8 ohms. Black
or white finish. 9 x 141/2 x 8Y4 in; II lb.. $278/pr

C70 2 -Way Bookshelf Speaker
Bass -reflex speaker with 6'/ --in woofer and I -in
dome tweeter. FR 45-20.000 Hz ±3 dB; 90 W
peak; cont power handling 70 W; sens 90 dB
spiJW/m; crossover point 2,500 Hz; imp 8
ohms. Black or white finish. 7'/- x 12 x 81/4; 8.4
lb $ I98/pr

JBL
Model 250 Ti 4 -Way Speaker
I4 -in woofer. 8 -in lower midrange, 5 -in poly-
propylene midrange, and I -in titanium -dia-
phragm tweeter. Features symmetrical -field -
geometry magnet structure. Power 400 watts
continuous; impedance eight ohms; crossover
points 400. 1.400, 5,200 Hz; sens 90 decibels
sptlW/m. Black lacquer finish. 221/2 x 52 x 141/4
in; 126 lb ea $2.499

Harbor Series

250Ti Sanibel 4 -Way Speaker
Titanium -dome tweeter, polypropylene mid-
range in mirror imaged pairs. Features symmet-
rical -field -geometry magnet structure. Power
handling 400 watts $2,499 ea

S119 Catalina 2 -Way Speaker
Omnidirectional speaker. Features four 1/2 -in

titanium -laminate woofer. 8 -in high -polymer
laminate woofer. Power handling 100 watts;
sensitivity 88 decibels; impedance eight ohms.
40 lb $849 ea

S118 Mackinac 3 -Way Speaker
Bookshelf speaker with I -in titanium dome
tweeter. 5 -in high -polymer mid -bass; 8 -in poly-
mer -laminate woofer. Power handling 150 W;
sens 81 dB; imp 8 ohms. 42 lb $579 ea

5116 Montauk 2 -Way Speaker
Bookshelf speaker with I -in titanium dome
tweeter, 61/2 -in high -polymer woofer. Power
handling 125 W; sens 91 dB; imp 8 ohms. 33
lb $349 ea
51 15 Newport. As above, with 1/2 -in titanium -
dome tweeter. 51/4 -in high -polymer woofer.
Power handling 80 W; sens 88 dB. 16 lb $249 ea

S-4 2 -Way Wall -Mount Speaker
Features I -in titanium -dome tweeter and 61/2 -in
polymer -laminate woofer. Flush -mounting ca-
pability; can he used with S -I subwoofer. Pow-
er handling 100 W cont, 120 W max; imp 8
ohms; sens 88 dB sPt./W/m; FR 125-22,000 Hz.
81/4 x 12 x 35/4 in; 16 lb $329/pr
S-3. As above, with 51/4 -in polymer -laminate
woofer. Power handling 120 W cont; sens 86 dB
SPL/W/m; FR 125-22,000 Hz. 71/4 x 101/2 x 31/4 in;
14 lb $269/pr

L Series

L200t3 3 -Way Speaker
Floor -standing speaker with 2 -in titanium dia-
phragm tweeter, 8Y4 x 7Y4 in horn, I2 -in aqua-
plas-laminate die-cast woofer. Max power han-
dling 400 W; sens 94 dB: imp 8 ohms. 96
lb $1,998/pr

LI00t3 3 -Way Speaker
Floor -standing speaker with I2 -in aquaplas-
laminate woofer. 5 -in polymer -laminate mid-
range, and I -in titanium -diaphragm tweeter.
Power handling 400 W cont; FR 35-27,000 Hz:
crossover points 800 and 4,500 Hz; sens 91 dB
sPIJW/m; imp 8 ohms. Oak- or walnut -veneer
finish. 141/- x 361/4 x 153/4 in; 58 lb/ea . $1,458/pr

L80t3 3 -Way Speaker
Floor -standing speaker with 10 -in aquaplas-
laminate woofer; 5 -in polymer -laminate mid-
range; I -in titanium -diaphragm tweeter. Power
handling 300 W cont; FR 40-27,000 Hz: cross-
over points 800 and 4.500 Hz; sens 90 dB sPt./
W/m; imp 8 ohms. Oak- or walnut -veneer fin-
ish. 121/4 x 32 x 141/4 in; 44 lb ea $1,158/pr

L40t3 2 -Way Bookshelf Speaker
Features 8 -in polymer -laminate woofer and I -in
titanium -dome tweeter. Power handling 250 W
cont; FR 45-27.000 Hz; sens 88 dB spiJW/m; imp
8 ohms; crossover point 2,500 Hz. Oak- or
walnut -veneer finish. 111/4 x 21 x 91/4 in; 24 lb
ea $838/pr

L20t3 2 -Way Bookshelf Speaker
Features 61/2 -in polypropylene woofer and I -in
titanium -dome tweeter. Power handling 100
watts cont; FR 55-27.000 Hz; crossover point
3,000 Hz; sens 88 dB spiJW/m; imp 8 ohms.
Oak- or walnut -veneer finish. 91/4 x 151/2 x 81/4
in; 14 lb ea $638/pr

XPL Series

XPL 200 4 -Way Speaker
Floor -standing with I -in titanium -dome tweet-
er. 3 -in titanium midrange, and 61/2. -in polypro-
pylene die-cast mid -bass. I2 -in aquaplas-lami-
nate woofer. Power handling 800 W; sens 90
dB; imp 6 ohms. Black -lacquer finish. 90
lb $1.699 ea

XPL 160 3 -Way Speaker
Floor -standing with I -in titanium -dome tweet-
er, 3 -in titanium mid -bass. 10 -in aquaplas-lami-
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nate woofer. Power handling 600 W; sens 90
dB, imp 6 ohms. Black -lacquer finish. 62

lb $1,249 ea
XPL 140. As above, with 8 -in diecast polymer
lamninate woofer. Power handling 400 W; sens
87 dB. 55 lb $999 ea

XPL 90 2 -Way Bookshelf Speaker
Features I -in titanium -dome tweeter. 61/2 -in
polypropylene woofer. Power handling 400 W;
sens 87 dB; imp 6 ohms $649 ea

LX Series

LX55 3 -Way Speaker
Floor -standing speaker with 10 -in polymer -
laminate woofer, 5 -in midrange and I -in titani-
um -dome tweeter. Power handling 200 W cont;
FR 40-20,000 Hz; sens 92 dB spiJW/m; imp 8
ohms; crossover points 800, 4,000 Hz. Walnut
or black finish. 13Y4 x 261/4 x 12 in $838/pr

LX44 3 -Way Speaker
Floor -standing speaker with 8 -in polymer -lami-
nate woofer. 5 -in mid -range and 1 -in titanium -
dome tweeter. Power handling.150 W cont; FR
45-20,000 Hz; sens 91 dB sPUW/m; imp 8 ohms;
crossover points 800, 4,000 Hz. Walnut or
black finish. IPA x 231/2 x 12 in $598/pr

LX22 2 -Way Bookshelf Speaker
Features 61/2 -in polymer -laminate woofer and I -
in titanium -dome tweeter. Power handling 125
W cont; FR 45-20,000 Hz; sens 90 dB srt./W/m;
imp 8 ohms; crossover point 3,000 Hz. Walnut
or black finish. 10 x 151/4 x 83/4 in $378/pr

ProPerformer Series

Pro Ill Plus 3 -Way Shielded Speaker
AN monitor with I -in titanium -dome tweeter, 5 -
in polymer midrange, and 8 -in dual voice coil
woofer. Features magnetic shielding Power
handling 100 W max; sens 90 dB spUW/m; imp
8 ohms $659/pr
MTC-3. Bracket for mounting Pro III to variety
of surfaces. 3.13 lb $99/pr

ProPerformer Plus 3 -Way Speaker
3 -piece shielded AN system. 4.5 -in fiber cone,
8 -in dual voice -coil polymer woofer. Power
handling 100 W; imp 8 ohms. 88 dB. Mounting
hardware, black- or white -matte finish . $439/pr
ProPerformer. As above, with 2 -piece AN sys-
tem without 8 -in woofer. Power handling 60 W;
sens 88 dB $199/pr

Pro VIII 2 -Way Shielded Speaker
Wall -mount speaker with I -in titanium -dome
tweeter, 61/2 -in high -polymer -laminate woofer;
optional wall and ceiling -mounting hardware;
magnetic shielding. Power handling 150 W
cont; sens 90 dB spiJW/m; FR 55-27,000 Hz; imp
8 ohms; crossover point 3,000 Hz $429/pr
MTC-5I. Wall -mounting system for Pro VIII 2 -
way speakers. Black. 12 lb $199/pr

Pro III 2 -Way Speaker
,vv monitor with I -in titanium -dome tweeter, 5 -
in polymer mid -bass. Features magnetic shield-
ing; die-cast enclosure. Power handling 100 W
max; sens 87 dB spt./W/m $299/pr
MTC-2. WalUceiling mount system. Allows Pro
III to be mounted on any rigid surface aimed in
almost any direction. Includes MTC-1 $69 ea

JBL Series

JBL3800 3 -Way Speaker
Floor -standing speaker with 8 -in polymer -lami-
nate woofer, 5 -in midrange and 1/2 -in titanium -
dome tweeter. Power handling 150 W cont; FR
50-23.000 Hz; sens 89dB srt./W/m; imp 8 ohms;

crossover points 800 and 4,500 Hz. Oak fin-
ish $558/pr

JBL2800 2 -Way Bookshelf Speaker
Features 8 -in polymer -laminate woofer and 1/2 -
in pure -titanium dome tweeter. Power handling
125 W cont; FR 55-23,000 Hz; sens 89 dB srt./W/
m; imp 8 ohms; crossover frequency 2,500 Hz.
Oak finish. I t x 221/2 x 91/2 in; 20 lb ea $358/pr
JBL2600. As above, with 61/2 -in woofer. Power
handling 100 W cont; FR 60-23,000 Hz; cross-
over point 3,000 Hz $258/pr
JBL2500. As above, with 51/4 -in woofer. Power
handling 80 W cont; FR 90-23,000 Hz; sens 88
dB sPtJW/m $178/pr

Subwoofers

B460 Subwoofer
Bass system consists of JBL 2245H 18 -in driver
mounted in 8 cu ft vented enclosure. 3rd -order
quasi -Butterworth design featuring die-cast
aluminum frame; foam surround; edge -wound
voice coil with 4 -in diameter; 20 -lb high -flux
symmetrical -field -geometry magnet structure
to reduce second -harmonic distortion; I -in -
thick density -compressed wood enclosure. Min
recommended power 200 W; imp 8 ohms;
crossover point 63 Hz (external crossover);
sens 94 dB sPIJW/m. 243/4 x 381/4 x 241/4 in$2,150

B380 Subwoofer
Bass system with I5 -in woofer and 4 -an ribbon -
wire voice coil in a vented alignment. Features
hand-crafted oiled black -walnut -veneer cabi-
net; biamp option with BX63A; max recom-
mended power 600 W; crossover frequency 63
Hz; sens 90 dB srt/W/m; 201/4 x 271/2 x 17 in $899

BX63A Dividing -Summing Network
Electronic network designed to match charac-
teristics of JBL B380 and B460 subwoofers.
Features active low-pass filter with adjustable
crossover frequency (63 to 125 Hz.) Passive
high-pass will bridge stereo amp to provide
single-ch drive. Adjustable imp compensation
for different amps. S/1.1 95 dB; Tim 0.01%; max
outputs 18 dBV (10,000 ohm output load) $375

JENSEN
Model 3152 3 -Way Speaker
Bass -reflex design. I5 -in woofer, 5 -in cone mid-
range, and 3 -in ferrofluid-filled cone tweeter.
Power handling 80 W rms; sens 94 dB sn../W/m;
FR 33-21,000 Hz; imp 8 ohms. Hickory finish.
181/2 x 32 x 111/2 in; 351/2 lbs ea $400/pr

Model 3080 2 -Way Speaker
Floor -standing, bass -reflex design with 8 -in
dual woofers and 3 -in ferrofluid-filled dynamic
cone tweeter. Power handling 60 W rms; sens
91 dB sPUW/m; FR 43-21,000 Ilz; imp 6-8ohms.
Hickory finish 101/2 x 381/2 x 13 in 5360/pr

Model 3122 3 -Way Speaker
Bass -reflex speaker with I2 -in woofer. 5 -in
cone midrange, 3 -in ferrofluid-fiNed cone
tweeter. Power handling 60 W rms; sens 91 dB
spiJW/m; FR 43-21,000 Hz; imp 8 ohms. Hicko-
ry finish. 151/2 ac 29 x 91/4 in; 281/2 lbs ea . $285/pr

Model 3100 3 -Way Speaker
Features 10 -in woofer, 5 -in cone midrange, and
3 -in cone tweeter. FR 43-21,000 Hz; power han-
dling 50 W rms; sens 90 dB sptJW/m; imp 8
ohms. Hickory finish. 13 x 26 x 101/2 in. $220/pr

Model 2650 2 -Way Bookshelf Speaker
Bookshelf speaker with 61/2 -in woofer and 3 -in
cone tweeter. FR 55-21,000 Hz; power handling
50 W rms; sens 90 dB srt/W/m; imp 8 ohms.
Hickory finish. I I x 15 x 6 in; 11 lbs ea . $150/pr

JPW LOUDSPEAKERS
AP3 2 -Way Speaker
Infinite -baffle design with 8 -in woofer, 14 -in
dome tweeter with ferrofluid damping. FR 55-
20,000 Hz ±3 dB; min power 10 W rms; max
power 100 W rms; sens 100 dB sPUW/m; imp 8
ohms. Walnut. black ash, blonde ash or teak
finishes. 101/4 x 201/2 x 111/2 in $549/pr

AP2 2 -Way Speaker
Infinite -baffle design with 8 -in woofer, 1/4 -in

dome tweeter with ferrofluid damping. FR 60-
20,000 Hz ±3 dB; min power 10 W rms; max
power 80 W rms; sens 80 dB srt./W/m; imp 8
ohms. Walnut, black, blonde ash and teak fin-
ishes. 101/4 x 171/4 x 101/4 in $399/pr

P1 2 -Way Speaker
Floor -standing infinite -baffle speaker with 8 -in
woofer and 1/4 -in dome tweeter with ferrofluid
damping. FR 65-20,000 Hz ± 3 dB; min power 10
W rms; max power 70 W rms; sens 90 dB wt./
W/m; imp 8 ohms. Walnut and black finishes.
101/4 x 171/4 x 101/4 in $349/pr

JRM
Monitor Powered Subwoofer/Satellite System
3 -piece system with 4 -way stereo configura-
tion. Subwoofer: two 12 -in polypropylene driv-
ers; satellite: three 61/2 -in midbasses. 3 -in mid-
range, and two piezo-horn tweeters. Subwoofer
module houses 7 -way active crossover with 7
level controls and 7 amplifier modules at 350 W
rms into 2 ohms. Time -align drivers; protection
circuit. FR 18-20,000 Hz $4,300
4 -piece system with dual subwoofer/enclo-
sures $5,800
12 V DC, 21,000 Hz power -supply option .. $75

Transparency Satellite Tower 3 -Way Speaker
Sealed, vertical -line -source speaker with six
61/2 -in polypropylene midbass, 3 x 27 -in diffrac-
tion -horn midranges; 17/s -in horn -tweeter. Fea-
tures adjustable time -aligned drivers; uniform
140° horizontal dispersion. Requires crossover
and subwoofer. FR 20-20,000 Hz; min amplifier
power I K 200 W. 2 x 50 W $2,400 ea
HLS Pro Satellite. As above, horizontal -line -
source with six 10 -in midbasses, larger mid-
range drivers, 2 tweeters $3,300 ea

Transparency Subwoofer
QB3 vented subwoofer with I8 -in woofer. FR
30-8250 Hz ± 1.5 dB; sens 95 sptJW/m; min
amp power 200 W rms; nominal imp 8 ohms. 8
cu. ft box; 150 lbs $1,100 ea

Transparency Powered Subwoofer SI8B-5
Proprietary alignment powered version of
S 18B. Features 2 -way active crossover with
bass/midbass EQ. Woofer section: FR 20-200 Hz;
amplifier section: power handling 200 W rms;
slew rate 100 V/psec; stig 102 dB; THD 0.02%;
power FR 0.6-75,000 Hz; crossover section: SIN
94 dB; THD 0.001%. 8 cu. ft box $2,500 ea

Transparency Subwoofer Sl5A
QB3 vented subwoofer features I5 -in woofer.
FR 30-300 Hz -2.- 1.5 dB; 92 sptJW/m; min amp
power 200 W rms; nominal imp 8 ohms. Option-
al finish and grille. 6 cu ft box; 130 lbs . $875 ea

Transparency Powered Subwoofer SISA-5
Proprietary alignment powered version of
SI 5A. Features 2 -way active crossover with
bass/midbass EQ. Woofer: FR 20-250 Hz; ampli-
fier: power handling 200 W rms; power supply
340 joules. 1,000 volt -amp toroid; slew rate 100
V/psec; &Tv 102 dB; Tam 0.02%; power FR 0.6-
75,000 Hz; crossover: &iv 94 dB; Tun
0.001% $2.200 ea
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Transparency Powered Subwoofer DI5A-5
Proprietary alignment powered subwoofer with
two IS -in polypropylene woofers. Features 2 -
way active crossover with bass/midbass equal-
izer; woofer section: FR 19-300 Hz; amplifier
section: power handling 500 W rms; slew rate
100 V/Asec; sisz 102 dB: THD 0.02%; power FR
0.6-75,000 Hz; crossover section: stri 94 dB;
Tito 0.001%; 10 cu. ft box $2.200 ea

Transparency Subwoofer DI2A
QB3 vented subwoofer with two I2 -in woofers.
FR 27-450 Hz ± 1.5 dB: 89 sPUW/m; min amp
power 200 W; nominal imp 2/4/8 ohms. Option-
al finish, grille. 9 cu ft box $800 ea

Transparency Subwoofer DI2A-5
Proprietary alignment; powered version of
DI2A. Features 2 -way active crossover with
bass-midbass equalizer. Woofer: FR 19-400 Hz;
amplifier: power handling 500 W rms; slew rate
100 V/Asec; sir( 102 dB; THD 0.02%; power FR
0.6-75,000 Hz; crossover section s/N 94 dB; THD
0.001%: 6 cu ft box $2,000 ea

J.S. ENGINEERING
Model 4 4 -Way Speaker
Floor -standing speaker with two 10 -in cone
woofers, 7 -in cone midrange, 2 -in dome upper
midrange,'/4-in dome tweeter. Features round-
ed trapezoidal shape; patented phase -shift bass
loading and Infinite Slope crossover; front and
side of speakers angled 8°; uniform horizontal
output to 90° off axis. Imp 8 ohms. 19 x 481/2 x
22 (bottom) in; 16 x 61/2 (top) in; 150 lb. Walnut.
oak, black oak $4.700/pr

Model 2A
12 -in and 10 -in cone woofers. 61/2 -in cone and 2 -
in dome midranges. and I -in dome tweeter.
Front of speaker is angled 8°. FR 25-24.000 Hz
:2 dB; power handling 50-350 W; sens 90 dB
sPIJW/m; imp 8 ohms. 18 x 47 x 16 in at bottom.
11 in at top; 150 lb $2,700/pr

Infinite Slope Model I.8A 3 -Way Speaker
Phase -shift bass -loading speaker with 8 -in and
10 -in cone woofers 6 -in, cone midrange, and I -
in dome tweeter. FR 35-20,000 Hz ±3 dB; mini-
mum power 20 W rms, max power 300 W rms;
sens 90 dB sPUW/m; imp 8 ohms. Oak, walnut.
black gloss. 16 x 38 x 16 in; 100 lb $1,950

Infinite Slope Model 1.2 2 -Way Speaker
Sealed, floor -standing speaker with 7 -in and 8 -
in cone woofers and I -in dome tweeter. Fea-
tures Infinite Slope crossover; patented phase -
shift bass loading; front of speaker angled 15°.
Available in oak, walnut, black gloss. FR 40-
20.000 Hz -± 2 dB; power range 10-150 W; imp 8
ohms; sens 90 dB spUW/m. 13 x 29 x 141/2 in:
55lb $1,250/pr

Infinite Slope Model .8A 2 -Way Speaker
Floor standing speaker with two 8 -in cone
woofers and I -in dome tweeter. Features pat-
ented phase -shift bass loading and Infinite
Slope crossover. Imp 8 ohms. Walnut, oak,
black -lacquer finish $995/pr

Infinite Slope Model .6A 2 -Way Speaker
Floor -standing ported speaker with 8 -in cone
woofer; I -in dome tweeter. Features Infinite
Slope 100 dB/octave crossover. FR 40-20.000
Hz ±3 dB; power range 5-150 W; sens 91 dB
sPUW/m; imp 8 ohms. Walnut, oak, black lac-
quer. 11 x 23 x 13 in; 35 lb $670/pr

Infinite Slope Model .5A 2 -Way Speaker
Bookshelf speaker with 8 -in cone woofer: one -
inch dome tweeter. Features Infinite Slope 100
dB/octave crossover. FR 40-20,000 Hz ±3 dB;

power range 5-150 W; sens 91 dB sPUW/m; imp
8 ohms. Black lacquer. 1 I x 18 x 9 in ..$549/pr

Subwoofer
12 -in dual -voice -coil woofer. FR 30-60 Hz: sens
90 dB. Available in oak and walnut. 18 x 18 x 16
in; 50 lb $549 ea

j VC
SX9I1WD 3 -Way Speaker
Floor -standing speaker with I2 -in cross -carbon
woofer; 41/2 -in cross -carbon midrange; I._2 -in
amorphous -diamond coated tweeter. Features
3 -part crossover network; low-resonanace/vi-
bration diecast aluminum speaker frames; high -
density particleboard enclosure: round -cor-
nered front baffle. 300 W max power
handling $720 ea

SX-A3 2 -Way Shielded Bookshelf Speaker
Passive -radiator speaker with 8 x I2 -in passive
radiator; 8 -in cone woofer; I -in soft -dome
tweeter. Features self -resetting protection cir-
cuit for tweeter. LED overload indicator; mag-
netically shielded. FR 35-23,000 Hz ±3 dB;
power handling 130 W/200 W (max); sens 88 dB
spUW/m; imp 6 ohms. Wood finish. 13'/- x 241/2
x 111/4 in; 31 lb ea $400/pr

SPXS5WD Full -Range Speaker
Floor -standing speaker with one full -range 5 -in
driver. Features column design; woodgrain fin-
ish $ I 80/pr
SPXS65BK. As above, black finish $180/pr

KEF
Reference Series

Model 107/2 3 -Way Speaker
Floor -standing system. Coupled cavity bass
system uses two 10 -in woofers, each rear -load
with sealed enclosure. feeding common ported
enclosure and venting to room through top of
bass enclosure. Woofers joined by force -can-
celing rod to eliminate enclosure vibrations.
Pivoting midrange/tweeter head assembly con-
tains 5 -in polypropylene -cone midrange driver
and I -in aluminum -dome tweeter with ferro-
fluid cooling. Contoured midrange and tweeter
enclosures. Conjugate load -matching network
gives speaker uniform resistive impedance;
separate mid/tweeter and woofer input termi-
nals for biamplifying and biwiring. The KUBE
107/2 active equalizer provides fixed mid- and
high -frequency equalization and adjustable
equalization of bass extension, LF response
shape and LF boost or cut. Power handling 300
W cont; frequency response 20-20.000 Hz 2 2
dB; sensitivity 90 dB sPU2.83V/m; impedance
4 ohms. Genuine walnut, black -ash, or rose-
wood -veneer finish. 13 x 46 x 171/4 in; 99 lb
ea $5.000/pr

Model 105/3 4 -Way Speaker
Floor -standing 6 -driver system features Uni-Q
upper-midrange/tweeter driver with Yein soft -
dome tweeter located at apex of 61/2 -in upper -
midrange driver's cone. Two 61/2 -in lower mid-
range drivers, above and below Uni-Q driver:
two 8 -in woofer in coupled cavity configuration
with 61/2 -in output port; force -canceling rod
joining woofers eliminates enclosure vibra-
tions; conjugate load -matching network gives
speaker uniform resistive impedance; separate
mid/tweeter and woofer input terminals facili-
tates biamplifying or biwiring. Power handling
300 watts continuous; frequency response 49-
20.000 Hz ±2.5 dB; sensitivity 93 dB sPU2.83
V/m; impedance 4 ohms. Genuine walnut or
black -ash veneer finish. I 1 x 431/2 x 16 in; 93 lb
ea S3.500fpr

Model 104/2 3 -Way Speaker
Floor -standing speaker with cone woofers ver-
tically aligned, coupled -cavity bass -loading
technique, chassisless drivers, conjugate load
matching. Two 8 -in cone woofers, two 41/2 -in
cone midranges, and I -in ferrofluid-cooled
dome tweeter. Power handling 200 W max; FR
35-20,000 Hz. -± 2 dB; sens 92 dB sPIJW/m; imp
4 ohms; I I x 351/2 x 161/4 in; 70.5 lb. Walnut.
rosewood, or black ash $2,200/pr
104/2 KUBE. Active bass EQ with controls for
contour and extension $200

Model 103/3 3 -Way Bookshelf Speaker
Coupled -cavity bass -loading speaker with
woofer operating resonant chamber vented at
bottom of enclosure. Features 8 -in cone woof-
er; 6 -in polypropylene -cone midrange; I -in fer-
rofluid-cooled soft -dome tweeter; hybrid cross-
over network with built-in passive crossover
and outboard active bass equalizer with con-
trols for contour and extension. Conjugate
load -matched passive crossover presents amp
with uniform imp at all frequencies. Power
handling 200 W max; FR 50-20,000 Hz, -1- 2 dB;
sens 92 dB sPUW/m; imp 4 ohms. Walnut.
black -ash, or rosewood finish. Includes feet for
shelf mounting. 101/R x 221/4 x 121/2 in; 37.5 lb
ea SI.490/pr
KS 103/3. Optional floor stands for free-standing
placement $109/pr

Model 102/2 3 -Way Speaker
Features Uni-Q driver with 61/2 -in polypropyl-
ene -cone midrange and YR-in soft -dome tweet-
er. Bass system employs 61/2 -in long -excursion
woofer in single coupled cavity enclosure.
Boundary -assisted alignment provides flat re-
sponse when system is placed against a wall;
conjugate load -matching network gives speaker
uniform resistive impedance. Power handling
150 W continuous; FR 50-20,000 Hz ±2.5 dB;
sens 89 dB sPU2.83 V/m; imp 4 ohms. Genuine
walnut or black -ash veneer finish. 8'/- x 20 x
101/4 in; 24 lb ea $1.000/pr

Model 101/2 2 -Way Bookshelf Speaker
Uni-Q driver with 61/2 -in polypropylene -cone
woofer in sealed enclosure and YR-in soft -dome
tweeter. Bass system enclosure employs
boundary -assisted alignment for flat response
when system is placed against wall. Power
handling 150 W cont; FR 50-20,000 Hz ± 2.5 dB;
sens 88 dB sPU2.83 V/m; imp 4 ohms. Walnut
or black -ash veneer finish $750/pr

Reference Series Option

KUBE 200 Equalizer. Active equalizer goes
between preamp and power amp, or in tape -
monitor loop, to provide bass extension and
equalization. User -adjustable LF equalization
(below 160 Hz) and HF equalization (above
1,000 Hz). Extends response of models 105/2.
102/2, and 101/2 $390

C Series
Features polymer woofer diaphragms: fluid -
cool tweeters: gold-plated input terminals. Ter-
minals accept heavy -gauge wire. 4 -mm banana
plugs. and dual banana plugs on'/. -in centers.

C95 3 -Way Speaker
Floor -standing speaker featuring Uni-Q 2 -way
driver. 8 -in woofer and I -in polymer -dome
tweeter; coupled -cavity bass loading: 8 -in unit
mounted vertically inside cabinet is loaded at
front by tuned cavity; conjugate load matching;
separate set of connecting terminals for bi-
amplification. Power handling 250 watts contin-
uous; FR 50-20,000 Hz ± 3 dB; sens 90 dB sPU
W/m; imp 4 ohms. Walnut or black -ash finish.
93/4 x 341/4 x 121/4 in; 41.6 lb ea $1,298/pr
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C85 3 -Way Speaker
Floor -standing speaker with Uni-Q two-way
tweeter/midrange driver and 8 -in polyproylene-
cone woofer in vented enclosure. Uni-Q com-
bines I -in soft -dome tweeter and 8 -in polyproy-
lene-cone midrange; separate mid/tweeter and
woofer terminals for biamplifying or biwiring.
Power handling 250 W cont; FR 40-20.000 Hz
±3 dB; sens 90 dB spiJ2.83 V/m; imp 4 ohms.
Simulated walnut or black -ash finish. 93/4 x 341/4
x 121/4 in; 41 lb ea $998/pr

C75 3 -Way Speaker
Floor -standing, sealed design uses same Uni-Q
driver as C95; second 8 -in bass unit in matching
die cast chassis. Power handling 150 W cont; FR
57-20,000 Hz. ± 3 dB; sens 91 dB sPt/W/m; imp
4 ohms. Simulated walnut or black -ash finish.
93/4 x 281/4 x 101/4 in; 28.5 lb ea $795/pr

C65 2 -Way Speaker
Floor -standing speaker with 8 -in polyproylene-
cone woofer in vented enclosure; Y4 -in alumi-
num -dome tweeter with ferrofluid cooling and
8 -in passive radiator. Power handling 150 W
cont; FR 55-20,000 Hz ±3 dB; sens 90 dB SPL/
2.83 V/m; imp 4 ohms. Simulated walnut or
black -ash finish. I 1 x 281/4 x 101/4 in; 26 lb
ea $698/pr

C55 3 -Way Bookshelf Speaker
Uni-Q driver with polymer cone 8 -in passive
radiator which extends bass to 48 Hz and 14 -in
polymer -dome tweeter. Passive radiator enclo-
sure; clip -on injection moulded grille to mini-
mize tunnel effects. Power handling 150 W
cont: FR 60-20.000 Hz. ±3 dB; sens 90 dB sPt./
W/m; impedance 4 ohms. Simulated walnut or
simulated black -ash finish. 93/4 x 187/x x 101/N in;
15.9 lb ea $598/pr

C45 2 -Way Bookshelf Speaker
Boundary -assisted alignment yields bass exten-
sion to 38 Hz when place against wall. Features
8 -in polyproylene-cone woofer in sealed enclo-
sure: Y4 -in aluminum -dome tweeter. Power
handling 125 W cont; FR 45-20,000 Hz ±3 dB;
sens 90 dB sptJ2.83 V/m; imp 4 ohms. Simulat-
ed walnut or black -ash finish. 11 x 181/2 x 93/41/4
in; 20 lb ea $498/pr

C200SW Subwoofer System
For C25 or C15 speakers; employs 8 -in poly-
propylene woofer in single -coupled -cavity de-
sign. Contains passive 120 -Hz crossover for
satellite; satellites can be mounted directly to
C200SW to make floor -standing system. Power
handling 150 W cont; FR 40-120 Hz ±3 dB; sens
90 dB sPt./2.83 Vim; imp 4 ohms. Simulated
walnut or black -ash finish. 93/4 x 191/4 x 93/4 in; 17
lb ea $498/pr

C35 2 -Way Bookshelf Speaker
Uni-Q driver with 8 -in polymer woofer and %l -
in polymer -dome tweeter; can be placed up-
right or on its side with no effect on horizontal
dispersion: sealed enclosure. Power handling
ISO W cont; FR 64-20,000 Hz, ±3 dB; sens 88
dB spiJW/m; imp 4 ohms. Simulated walnut or
simulated black -ash finish. 93/4 x 141/4 x 81/4 in;
10.6 lb ea $398/pr

C25 2 -Way Bookshelf Speaker
Sealed enclosure with 61/2 -in cone driver with
lightweight polymer diaphragm and 3/4 -in dome
tweeter. Power handling 110 W cont; Pa 65-
20,000 Hz. ±3 dB; sens 87 dB spilW/m; imp 4
ohms. Simulated walnut or simulated black
ash. 81/4 x 1314 x 67/11 in; 9 lb ea $328/pr

C15 2 -Way Bookshelf Speaker
Sealed enclosure with 5 -in polymer woofer and
3/4 -in metal -dome tweeter. Gold-plated termi-

nals. Power handling 80 W; FR 68-20.000 Hz.
±3 dB: sens 85 dB sPUW/m; imp 4 ohms.
Simulated walnut or simulated black ash. 71/e x
101/4 x 51/4 in; 7 lb ea $248/pr

KENWOOD
LS -P9100 4 -Way Speaker
Floor -standing 5 -speaker system with 17 -in
passive radiator. Features 101/2 -in polypropyl-
ene woofer; 4 -in polypropylene midrange; 11/4 -
in flat -leaf -diaphragm supertweeter. 2 cone
tweeters: crossover network. Max power han-
dling 250 W: FR 20-48.000 Hz; sens 91 d B/W/m;
imp 8 ohms; crossover points 900. 5.500, 10.000
Hz. Simulated woodgrain finish. 171/4 x 441/2 x
131/4 in; 62 lb ea $700/pr

LS -P5100 4 -Way Speaker
Floor -standing 4 -speaker system with I3 -in
passive radiator. Features 81/2 -in polypropylene
woofer; 4 -in polypropylene midrange; 11/4 -in

flat -leaf -diaphragm supertweeter; 2 cone tweet-
ers; crossover network. Max power handling
150 W: FR 25-48,000 Hz: sens 90 d B/W/m; imp 8
ohms; crossover points 800. 5.000. 10.000 Hz.
Simulated woodgrain finish. 141/2 x 351/2 x 10-1/4
in; 40 lb ea $470/pr

Spectrum Series

LSK-904 3 -Way Speaker
Bass -reflex enclosure with I2 -in woofer; 5 -in
midrange; 2 -in tweeter. Max power handling
160 W; FR 35-20.000 Hz; sens 92 dB/W/m;
crossover points 2.000, 5.000 Hz; imp 8 ohms.
Simulated teak finish. IPA x 367/lix 101/4 in; 27.6
lb ea $279/pr

LSK-704 3 -Way Bookshelf Speaker
Acoustic -suspension enclosure with 12 -in

woofer; 5 -in midrange; 2 -in tweeter. Max pow-
er handling 160 W; FR 40-20.000 Hz; sens 91 dB/
W/m; crossover points 2,000, 5,000 Hz; imp 8
ohms. Simulated teak finish. 141/4 x 263/4 x 101/4
in; 22.5 lb ea $285/pr

LSK-504 3 -Way Bookshelf Speaker
Bass -reflex enclosure with 10 -in woofer; 4 -in
midrange; 2 -in tweeter. Max power handling
130 W; FR 45-20.000 Hz: sens 90 dB/W/m;
crossover points 2.000. 5.000 Hz: imp 8 ohms.
Simulated light -teak finish. 14 x 241/4 x 101/2 in;
19.4 lb ea $220/pr

ISK-304 2 -Way Bookshelf Speaker
Acoustic -suspension enclosure with 8 -in woof-
er; 2 -in tweeter. Max power handling 100 W; FR
50-20,000 Hz; sens 90 dB/W/m; crossover point
5,000 Hz; imp 8 ohms. Simulated light -teak
finish. 127/4 x 221/4 x 8 in; 13.9 lb ea .... $145/pr

LSK-06S Rear Surround Speaker
Full -range speaker for rear -channel sound.
Features acoustic -suspension, wedge-shaped
enclosure: 4 -in driver. Max power handling 40
W; FR 80-20.000 Hz; sens 90 dB/W/m; imp 8
ohms. Simulated light -teak finish. 73/4 x 107/N x
51/4 in; 3.5 lb ea $99/pr

LSK-02S Rear Surround Speaker
Full -range speaker for rear -channel sound.
Features acoustic -suspension enclosure; 4 -in
driver. Maximum power handling 20 W; FR 80-
20.000 Hz; sens 90 dB/W/m; imp 8 ohms. Simu-
lated light -teak finish. 51/2 x 71/2 x 5 in; 2.75 lb
ea $69/pr

Super Woofer Series
LS -W9010 Subwoofer/Satellite System
Dual -tuned port bass -resonator subwoofer with
two 8 -in cone drivers. Two 2 -way acoustic -
suspension satellite, each with two 41/2 -in mid-

ranges and one I -in dome tweeter. Max power
handling 180 W; FR 30-20.000 Hz; sens 89 dB/
W/m: imp 8 ohms. Simulated woodgrain finish.
Subwoofer: 914 x 231/4 x 141/4 in; 28.6 Ib; Satel-
lite: 101/4 x 401/4 x II in; 15.4 lb $759/sys

LS -W7010 Subwoofer/Satellite System
Dual tuned -port bass -resonator subwoofer with
two 61/2 -in cone drivers. Two 2 -way acoustic -
suspension satellites, each with two 41/2 -in mid-
ranges and one I -in dome tweeter. Max power
handling 140 W; FR 30-20.000 Hz; sens 89 dB/
W/m; imp 8 ohms. Simulated woodgrain finish.
Subwoofer: 81/4 x 161/4 x 151/4 in; 22 Ib; Satellite:
101/4 x 4014 x 1 I in; 15.4 lb $699/sys

LS -W5010 Subwoofer/Satellite System
Dual tuned -port bass -resonator subwoofer with
two 8 -in cone drivers. Two 2 -way acoustic -
suspension satellites, each with two 41/2 -in mid-
ranges and one I -in dome tweeter. Max power
handling 180 W; FR 30-20,000 Hz; sens 89 dB/
W/m; imp 8 ohms. Simulated woodgrain finish.
Subwoofer: 91/4 x 231/4 x 14% in; 28.6 Ib; Satel-
lite: VA x 121/4 x 61/4 in; 6.6 lb 5499/sys

LS -W3010 Subwoofer/Satellite System
Dual tuned -port bass -resonator subwoofer with
two 61/2 -in cone drivers. Two 2 -way acoustic -
suspension satellites, each with two 41/2 -in mid-
ranges and one I -in dome tweeter. Max power
handling 140 W; FR 30-20,000 Hz; sens 89 dB/
W/m; imp 8 ohms. Simulated woodgrain finish.
Subwoofer: 81/4 x 161/4 x 151/8 in; 22 Ib; Satellite:
81/4 x 12% x 61/4 in; 6.6 lb $439/sys

KINDEL
P -I05 2 -Way Speaker
Sealed -box design with 8 -in polypropylene
woofer with dual voice coil and I -in soft -dome
tweeter. Features 250 -Hz crossover to roll off
one woofer voice coil winding; conventional
2,500 Hz crossover (first order) for tweeter. FR
40-20,000 Hz ±2.5 dB; imp 4 ohms; minimum
power 20 W. 10 x 20 x 9 in $495/pr

P-55 2 -Way Speaker
Sealed -box design with 6 -in polypropylene
woofer and I -in dome tweeter. FR 55-20,000 Hz
±2.5 dB; crossover point at 3.000 Hz; imp 8
ohms; minimum power 20 W. Black -gloss fin-
ish. 8 x 14 x 8 in $299/pr

The Purist Series

Purist LT 2 -Way Speaker
Floor -standing speaker using 2 pi/4 pi configu-
ration with two 61/2 -in polypropylene woofers
and I -in dome tweeter. Features bass loading
via 8 -in passive radiator in loaded -line configu-
ration. FR 35-20,000 Hz ±2 dB; imp 4 ohms. 13
x 43 x 61/2 in; 60 lb $895/pr

MQLS Modular System
Consists of either the MQLS-1 or MQLS-2
speaker fixed to top of MQLS subwoofer.

MQLS-1 Modular Speaker
Full -range speaker with four 61/2 -in midbasses
and 1 -in soft -dome tweeter. Features centered
tweeter configuration; 3rd -order crossover for
two center woofers. 81/2 x 34 x 141/4 in; 48
lb $1,700/pr

MQLS-2 Modular Speaker
Similar to MQLS- I but with two 61/2 -in woof-
ers, two 4 -in midranges, 1'/ -in dome mid -
tweeter, and 21/2 x 1/2 -in ribbon super tweet-
er $1,425/pr

MQLS Subwoofer
Two vented, compression -loaded 10 -in woofers
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in bandpass-type enclosures. 16 x 23 x 18 in; 57
lb $1,125

KINERGETICS
SW -800 Subwoofer System
2 woofer towers. Each tower contains five 10 -in
long -throw drivers; pair of 400 W -amplifiers;
passive/active crossover circuit with selectable
frequency and slopes; patented compusound
circuit to reproduce bass transients. .... $439
Oak finish $4.995

SW -I00 Subwoofer System
Cabinet with two 10 -in SW -100 long -throw
woofers. Includes SW -200 150-W/ch passive
amplifier/crossover and patented compusound
circuit; crossover point 100 Hz; Oak. walnut.
or black finish $1,532
SW -200 Amplifier. 5 x 171/4 x 10 in; 20 lb . $754
SW -100 Subwoofer FR - 3 dB at 17 Hz; efficien-
cy 95 dB; SPL 113 dB at 30 Hz, I meter. I I x 24 x
16 in; 50 lb $439

KINETIC AUDIO
Titan/Trapezium 6 -Way Speaker
Floor -standing ported speaker with 12 -in poly-
propylene subwoofer. I2 -in polypropylene
woofer. 61/2 -in polypropylene midbass, 2 -in tex-
tile -dome midtweeter, 1,/a -in synthetic -dome
tweeter, Y4 -in synthetic -dome supertweeter.
Features interconnecting harness with color -
coded speaker cables; 5 -way heavy-duty bind-
ing posts; linear -phased driver arrangement in
mirror -image pairs. Front -mounted fuse and
noninductive level controls. Crossover points
60, 90. 500 Hz; frequency response 12-22.000
Hz ± 1.5 dB; power handling 35-250 W; sens 90
dB sm../W/m; imp 4 or 8 ohms. Walnut veneer;
black grille with non -resonant frame. Stands.
and casters included. 18 x 60 x 22 in; 245
lb $5.000/pr

Trapezium 5 -Way Speaker
Ported speaker with 12 -in polypropylene woof-
er, 61/2 -in polypropylene -cone midrange, 2 -in
textile -dome midtweeter, 11/4 -in synthetic -
dome tweeter, 3/4 -in synthetic -dome su-
pertweeter (tweeters have magnetic -fluid cool-
ing/damping). Features interconnecting
harness with color -coded speaker cables; S-
way heavy-duty binding posts. Linear -phased
driver arrangement in mirror -image pairs;
front -mounted fuse and level controls. Cross-
over points 90, 500. 3.000. 7.000 Hz; frequency
response 12-22,000 Hz ± 1.0 dB; power han-
dling 45-200 W; sens 90 dB sPUW/m; imp 6
ohms. Walnut veneer. Black grille with non -
resonant frame. Includes stands, and casters.
16 x 60 x 20 in; 205 lb $4,000/pr

Labyrinth 4 -Way Speaker
Floor -standing ported speaker with I2 -in poly-
propylene woofer, 61/2 -in polypropylene mid-
range, 2 -in textile -dome midtweeter, 11/4 -in syn-
thetic -dome tweeter (both tweeters have
magnetic -liquid cooling/damping). Features in-
terconnecting harness with color -coded speak-
er cables; 5 -way heavy-duty binding posts. Lin-
ear -phased driver arrangement in mirror -image
pairs; front -mounted fuse and level controls.
Crossover points 90. 500. 3,000 Hz; frequency
response 16-22,000 Hz ± 1.5 dB; power han-
dling 35-200 W; sens 91 dB sPi../W/m; imp 6
ohms. Walnut veneer. Black grille with nonres-
onant frame. Includes stands, and casters. 16 x
48 x 18 in: 185 lb $3,000/pr

Trapezoid 4 -Way Speaker
Floor -standing, ported speaker with 12 -in poly-
propylene woofer, 61/2 -in polypropylene mid-
range. 11/2 -in synthetic -dome tweeter with mag-

netic -liquid cooling/damping, Y.1 -in synthetic -
dome supertweeter with magnetic -liquid
cooling/damping. Features interconnecting har-
ness with color -coded speaker cables; 5 -way
heavy-duty binding posts. Linear -phased driv-
er arrangement in mirror -image pairs; front -
mounted fuse and level controls. Crossover
points 90, 2,000, 7,000 Hz; frequency response
18-22,000 Hz ± 1.5 dB; power handling 20- 200
W; sens 92 dB sPEJW/m; imp 8 ohms. Walnut
veneer. Black grille with nonresonant frame. 16
x 40 x 14 in; 115 lb 52,000/pr

Impulse 3 -Way Speaker
Floor -standing or large bookshelf, ported
speaker with I2 -in polypropylene woofer. 61/2 -
in polypropylene midrange, 11/4 -in synthetic -
dome tweeter with magnetic -liquid cooling/
damping. Features interconnecting harness
with color -coded speaker cables; 5 -way heavy-
duty binding posts; linear -phased driver ar-
rangement in mirror -image pairs. Front -mount-
ed fuse and level controls. Crossover points 90,
2,000 Hz; frequency response 18-22.000 Hz

1.5 dB; power handling 15-200 W; sens 93 dB
sPL/W/m; imp 8 ohms; Walnut veneer. Black
grille with nonresonant frame. 141/2 x 26 x 14 in;
95 lb S1.200/pr

Stat Miniature Monitor 2 -Way Speaker
Ported speaker with 61/2 -in polypropylene woof-
er; I1/4 -in synthetic -dome tweeter with magnet-
ic -liquid cooling/damping. Features intercon-
necting harness with color -coded speaker
cables; 5 -way heavy-duty binding posts; linear -
phased driver arrangement in mirror -image
pairs. Front -mounted fuse and level controls.
Crossover point 2.000 Hz; frequency response
38-22,000 Hz ±2 dB; power handling 5-150 W;
sens 93 dB sPL/W/m; imp 8 ohms; Walnut ve-
neer. Black grille with nonresonant frame. 9 x
15 x 9 in; 30 lb $900

Subwoofers

Trapezoid Subwoofer
Floor -standing subwoofer with 12 -in polypro-
pylene driver. Features 180 -Hz passive cross-
over; separate direct -to -woofer terminals; in
mirror -image pairs; interconnecting harness
with color -coded speaker cables; 5 -way heavy-
duty binding posts. Frequency response 16-
2.000 Hz ± 1.5 dB; power handling 25-350 W;
sens 92 dB sm.../W/m; imp 8 ohms. Black grille
with nonresonant frame. 16 x 40 x 14 in; 95
lb $800/pr

Stat Subwoofer
Ported subwoofer with 12 -in polypropylene
driver. Features 180 -Hz crossover; separate
direct -to -woofer terminals; interconnecting
harness with color -coded speaker cables; S-
way heavy-duty binding posts. Frequency re-
sponse 18-2,000 Hz ±2 dB; power handling IS -
350 W; sens 93 dB spiJW/m; imp 8 ohms.
Walnut veneer; black grille with nonresonant
frame. 141/2 x 26 x 14 in; 85 lb $600/pr

KLH
6V 3 -Way Speaker
Tuned -ported design with two 61/2 -in woofers.
41/2 -in midrange, I -in soft -dome tweeter. FR 29-
20.000 Hz ±3 dB; crossover points 300, 500,
1,900 Hz; sens 88 dB sptJW/m; min power 25
W/ch; imp 6/4 nom/min ohms. Black lacquer or
oak -veneer finish with black -knit grille. 9 x 39 x

1 I in; 40 lb ea $1,190/pr

17 V 2 -Way Bookshelf Speaker
Tuned port speaker with 61/2 -in woofer, I -in
dome tweeter. FR 40-20,000 Hz ±3 dB; cross-
over point 1,800 Hz; sens 88 dB sptJW/m; min

power 25 W/ch; imp 6/4 nom/min ohms. Black -
lacquer or oak -veneer finish with black -knit
grille. 9 x 19 x 11 in; 43 lb/pr $580/pr

Illusions 3 Satellite System
3 -piece system with bandpass woofer design.
Features two 41/2 -in woofers, two 6'/ in woof-
ers. I -in dome tweeter, black knit grille. FR 45-
20,000 Hz ±3 dB; crossover points 150. 3,000
Hz; sens 86 dB sPIJW/m; min power 50 W/ch;
imp 5/4 nom/min ohms. Black -lacquer or oak -
veneer finish. Satellite 6 x 9 x 5 in; woofer
module 9 x 15 x 8 in; 32 lb/sys $499/sys

CS -2503 Satellite System
3 -piece system with two 51/4 -in woofers, two
41/2 -in woofers. Ms -in poly -dome tweeter. FR 50-
20,000 Hz ±3 dB; crossover points 200, 4,000
Hz; sens 86 dB sPL/W/m; min power 40 W/ch;
imp 6/4 nom/min ohms. Black-nextel finish with
black -knit grille. Satellite 5 x 5 x 81/2 in; woofer
module 12 x 17 x 8 in; 33 lb /sys $499/sys

AV -3001 2 -Way Bookshelf Speaker
Ported speaker with 8 -in woofer, 1 -in dome
tweeter. FR 40-22,000 Hz ±3 dB; crossover
point 2,800 Hz; sens 90 dB sPi../W/m; min power
5 W/ch; imp 10/8 nom/min ohms. Oak -vinyl
finish with brown -knit grille. 15 x 17 x 12 in, 47
lb $399/pr
7201. As above, sens 89 dB sPt../W/m; imp 8/6
nom/min ohms. 12 x 19 x 12 in; 52 lb . 5399/pr

K-831 Satellite System
3 -piece with 8 -in dual voice coil woofer, two 5 -
in woofers, Y4 -in poly -dome tweeter. FR 50-
20.000 Hz ±3 dB; crossover points 250 4,000
Hz; sens 86 dB sin../VV/m; min power 40 W/ch;
imp 6/4 nom/min ohms. Oak -vinyl finish with
black -knit grille. Satellites 5 x 5 x 8 in; woofer
module 12 x 12 x 10 in; 29 Ib/sys 5399/sys

AV -50013 -Way Speaker
Passive -radiator tower design with 12 -in woof-
er, 5 -in midrange cone driver, 1 -in dome tweet-
er. FR 20-22,000 Hz ±3 dB; crossover points
900, 2.800 Hz; sens 91 dB set./W/m; min power
5 W/ch; imp 10/8 nom/min ohms. Oak -vinyl
finish with black -knit finish. IS x 43 x 12 in; 50
lb ea 5299 ea
7701. As above, sens 90 dB sPt/W/m. IS x 43 x
10 in; 48 lb ea S289 ea

7101 2 -Way Bookshelf Speaker
Ported speaker with 61/2 -in woofer. 1 -in dome
tweeter. FR 50-22,000 Hz ± 3 dB; crossover
point 2,800 Hz; sens 88 dB sPIJW/m; min power
5 W/ch; imp 8/6 nom/min ohms. Oak vinyl
finish with brown -knit grille. 9 x 17 x 10 in; 36
lb/pr $289/pr
AV -200I. As above, sens 89 dB spiJW/m. 9 x IS
x 9 in; 33 lb/pr $279/pr

AV -4621 3 -Way Speaker
Ported mini -tower speaker with two 61/2 -in
woofers, 5 -in midrange driver, I -in dome tweet-
er. Frequency response 40-22,000 Hz ±3 dB;
crossover points 1000 and 3,000 Hz; sensitivity
90 dB spiJW/m; minimum power 5 watts per
channel; impedance 10/8 nom/min ohms. Oak -
vinyl finish with brown -knit grille. 9 x 39 x 10
in; 36 lb ea. 5269 ea
7621. As above, with 38 lb ea 5259 ea

Model 7001 2 -Way Speaker
Ported mini -bookshelf speaker with 5 -in woof-
er, 1 -in dome tweeter. FR 80-22,000 Hz ±3 dB;
crossover point 2.800 Hz; sens 86 dB spiJW/m;
min power 5 W/ch; imp 8/6 nom/min ohms. Oak
vinyl finish with brown -knit grille. 6 x 11 x 6 in;
151/2 lb/pr $260/pr
AV -1001. As above, 87 dB spiJW/m. 6 x 11 x 7
in; 16 lb/pr 5260/pr
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AV -4001 3 -Way Speaker
Ported jumbo bookshelf speaker with 12 -in

woofer, 5 -in midrange driver, 1 -in dome tweet-
er. FR 24-22,000 Hz -± 3 dB; crossover points
900 and 2,800 Hz; sens 91 dB sPL/W/m; min
power 5 W/ch; imp 10/8 nom/min ohms. Oak
vinyl finish with brown -knit grille. 15 x 29 x 12
in; 37 lb ea $249 ea
7501. As above, sens 91 dB spijW/m. 15 x 31 x
10 in; 39 lb ea $239 ea

62C Speaker
Ported tower speaker with 61/2 -in woofer, 1 -in
dome tweeter. FR 50-20,000 Hz ±3 dB; cross-
over point 2,800 Hz; sens 88 dB sptlW/m; min
power 5 W/ch; imp 8/5 nom/min ohms. Oak -
vinyl finish. 11 x 38 x 10 in; 36 lb ea $249 ea

SA -450 Satellite System
Powered mini -system consisting of powered
satellites with 11/2 -in tweeter and passive 41/2 -in
woofer. FR 40-20,000 Hz ±3 dB; imp 50 kil-
ohms. Black -plastic finish with metal grille. 8 x
11 x 8 in; 22 lb/sys $99/sys

KL I PSCH

Klipschorn 3 -Way Speaker
Horn -loaded floor -standing speaker features K-
33 -E woofer. K -55-M midrange, and K -77-M
tweeter. Power handling 100 W cont; FR 35-
17,000 Hz. ± 3 dB; sens 104 dB sin../W/m; imp 8
ohms. 311/4 x 52 x 281/2 in; 167 lb. Priced de-
pends on finish, from $2,798/pr

Belle Klipsch 3 -Way Speaker
Horn -loaded floor -standing design utilizing
same components as Klipschorn. Power han-
dling 100 W cont; FR 45-17,000 Hz, -± 5 dB; sens
104 dB spiJW/m; imp 8 ohms. 301/4 x 351/4 x 183
in. Priced depends on finish, from $2,638/pr
La Scala. Similar to the above but available
only in natural birch, stained birch, or black
finishes. 233/4 x 351/2 x 241/2 in. Price depends on
finish, from $1,876/pr

Chorus II 3 -Way Speaker
Floor -standing speaker featuring I5 -in sub -
woofer (K -48-E). horn -loaded tractrix mid-
range (K -61-E) and horn -loaded tweeter (K-79-
KI. Vented box enclosure; built-in riser base.
Power handling 100 W cont; FR 39-20,000 Hz.
± 3 dB; sens 101 dB sptJW/m; imp 8 ohms. 181/2
x 39 x 151/2 in; 89 lb ea. Prices depends on finish.
from $1,698/pr

Forte II 3 -Way Speaker
Floor -standing speaker featuring horn -loaded
tractrix drivers for midrange (K -61-K) and
horn -loaded tweeter (K -75-K); 12 -in voice coil
vented woofer (K -25-K); 12 -in sub bass radia-
tor (KD-I5). Vented box enclosure; built-in
riser base. Power handling 100 W cont; FR 32-
20,000 ±3 dB; sens 99 dB sptJW/m; imp 8
ohms. 161/2 x 35% x 121/4 in; 56 lb ea. Price
depends on finish, from $1,198/pr

Quartet 3 -Way Speaker
Floor -standing speaker featuring horn -loaded
tractrix drivers for midrange (K -61-K) and
horn -loaded tweeter (K -76-K); 10 -in voice coil
vented woofer (K -10-K); 12 -in sub bass radia-
tor (KD-13). Vented box enclosure; built-in
riser base. Power handling 100 W cont; FR 38-
20,000 ±3 dB; sens 97.5 dB sptJW/m; imp 8
ohms. 15% x 311/4 x 121/4 in; 52 lb ea. Price
depends on finish, from $990/pr

Heresy II 3 -Way Speaker
Features 12 -in woofer (K -24-K). horn -loaded
compression midrange (K -53-K) and tweeter
(K -76-K). Sealed enclosure. Power handling
100 W continuous; FR 50-20,000 Hz, ±3 dB;

sensitivity 96 dB sn/W/m; impedance 8 ohms.
151/2 x 217/8 x 131/4 in; 37 lb ea. Price depends on
finish, from $818/pr

Kg4 2 -Way Speaker
Floor -standing speaker with I2 -in rear -mount-
ed sub -bass radiator (KD-12), two 8 -in poly-
mer -cone woofers (K-8), and horn -loaded
tweeter (K-74). Vented box enclosure; bulit-in
riser base. Power handling 100 W cont; FR 38-
20,000 Hz, ±3 dB; sens 94 dB sPIJW/m; imp 6
ohms. 153/4 x 241/4 x 103/4 in; 40 lb ea. Price
depends on finish, from $618/pr

Kg' 2 -Way Speaker
Features rear -mounted sub bass radiator (KD-
10), 8 -in polymer woofer (K -9-K), and a horn
tweeter (K-72). Vented box enclosure. Power
handling 65 W cont; FR 35-20,000 Hz, ±3 dB;
sens 901/2 dB sinJW/m; imp 4 ohms; crossover
frequency 1,800 Hz. 131/4 x 187/s x I1'/ in; 28 lb
ea. Price depends on finish, from 5438/pr

KORT
All Kort Audio speakers feature custom finish
and metal grille.

Proxy 3 2 -Way System
Transmission -line speaker featuring two 12 -in
woofers; six 2 -in cone tweeters. Power han-
dling 100 W; FR 17-22,000 Hz; smt 96 sPL/W/m;
crossover point 550 Hz; imp 4/1.9 ohms nom/
min. 4 piece. 800 Ib/sys $4,500/sys

CC-IE 2 -Way Speaker
Transmission -line speaker featuring 10 -in

woofer; three 3 -in cone tweeters. Power han-
dling 60 W; FR 30-20,000 Hz; S/N 93 spUW/m;
crossover point 900 Hz; imp 6/5 ohms nom/min.
12 x 44 x 31 in, 158 lb ea $1,495/pr

CC -2 2 -Way Speaker
Transmission -line speaker featuring two 5 -in
woofers; 21/2 -in cone tweeter. Power handling
35 W; FR 55-20,000 Hz; S/N 92 spiJW/m; cross-
over point 4,000 Hz; imp 4 ohms. 6 x 44 x 20 in,
658 lb ea $625/pr

CC -B Speaker
Transmission -line speaker featuring 4 -in woof-
er. Power handling 5 W; FR 100-17,000 Hz; S/N
84 sptJW/m; imp 8/7.5 ohms nom/min. 5 x 16 x 9
in. 15 lb ea $235/pr

2 -Way Surround Speaker
Acoustic -suspension speaker featuring 3 -in

woofer; 1/2 -in dome tweeter. Power handling 5
W; FR 200-20.000 Hz; sm 88 spiJW/m; crossover
point 4.000 Hz; imp 8/7 ohms nom/min. White
primed finish. 3 x 4 x 3 in $80/pr

LANCER
LE -150A 3 -Way Speaker
Vented speaker with 10 -in woofer; 4 -in cone
midrange driver; I -in dome tweeter. FR 28-
20,000 Hz; smt 89 dB sPIJW/m; crossover points
800 and 4.000 Hz; impedance 8 ohms. Black -
knit grille and oak -lacquer finish. 14 x 39 x 11
in, 48 lb ea $1,000/pr
LE -I10. As above. FR 32-20,000 Hz. 15 x 26 x 12
in, 45 lb ea $750/pr

LE -75 3 -Way Speaker
Vented speaker with two 61/2 -in woofers; I -in
dome tweeter. FR 42-20.000 Hz; stri 89 dB sPi../
W/m; crossover 3.200 Hz; imp 8 ohms. Black -
knit grille and oak- lacquer finish. 8 x 29 x 10 in,
30 lb ea $500/pr

LE -50 2 -Way Speaker
Vented speaker with 61/2 -in woofer; 14 -in dome

tweeter. FR 49-20,000 Hz; S/N 88 dB sptjW/m;
crossover point 3,000 Hz; imp 8 ohms. Black -
knit grille and oak -lacquer finish. 9 x 14 x 8 in.
30 lb ea $250/pr

LE-ISW Subwoofer
Bandpass design with two 61/2 -in woofer. FR 38-
160 Hz; S/N 88 dB sPL/W/m; crossover point
3,000 Hz. imp 8 ohms. Black finish. 9 x 14 x 8
in. 30 lb ea $250/pr

LE -25 2 -Way Speaker
Vented speaker with 4 -in woofer; 1/4 -in dome
tweeter. FR 55-20,000 Hz; S/N 87 dB sptlW/m;
crossover point 3,500 Hz; imp 8 ohms. Black
knit grille and oak -lacquer finish. 8 x 10 x 8 in,
7'/ lb ea $220/pr

LAZER-TECH
LT12 Tower Monitor 3 -Way Speaker
I2 -in polypropylene woofer, 41/2 -in extended -
range driver, I -in soft -dome tweeter. Features
separate isolation chambers for bass and mid-
range drivers; extensive internal bracing; 18°
sloped -front sound plane; twin rear -firing tuned
ports; 3 -way computer -matched crossover net-
work. FR 32-25,000 Hz; imp 8 ohms; sens 93 dB
spiJW/m: crossover points 700, 4,000 Hz; pow-
er handling 10-250 W. Rosewood or teak finish
with removable black grilles. 90 lb ea $1,395/pr
LTIO. As above with 10 -in polypropylene
woofer. 68 lb ea $1,195/pr

LP8 3 -Way Speaker
46 -in tall twin -ported panel system with two 8 -
in translucent -cone with 30 -oz magnets; 41/2 -in
extended -range driver, two I -in soft -dome
tweeter. Features separate midrange, bass, and
tweeter isolation chambers; 3 -way computer
designed crossover network; fuse protection
circuit; black removable grilles; input connec-
tions for cable. FR 25-25,000 Hz; imp 8 ohms;
sens 93 dB. Oak, teak, rosewood, walnut,
white rosewood or black -formica finish. 191/2 x
28 x 51/2 M; 55 lb $1,250/pr
LPSA. A short, wide version of the LP8 two I -
in soft -dome tweeters on front panel; slightly
sloped stand. 191/2 x 28 x 51/2 in; 55 lb $1,195/pr
WD 803 3 -Way Wedge Speaker
Features computer matched 8 -in polypropylene
woofer, 41/2 -in poly extended -range, I -in soft -
dome tweeter. Midrange isolation chamber;
computer matched 3 -way crossover network;
fuse protection circuit; twin ports. Power han-
dling 10-150 W; sens 92 dB; imp 8 ohms; FR 32-
25,000 Hz. Walnut, white rosewood, black -
formica finish; stands included. 13 x 40 x 13 in.
48 lb (stands included) $695/pr

LENOXX
SP -200 Mini Pocket -Stereo Speakers
Features metal mesh grille; Alnico drivers. 21/2
x 31/2 x 11/4 in $15

LINN
DMS Isobarik 3 -Way Speaker
Isobarik-loading floor -standing speaker with
12 -in and 9 -in woofers, 5 -in midrange, two 1/4 -in
dome tweeters. Can be triamped. FR 25-20.000
Hz ± 1.5 dB; crossover points 375 and 3.0(X)
Hz; imp 4 ohms; power range 50-500 W; 15 x 30
x 161/2 in $5,795/pr

Kaber 2 -Way Speaker
Floor -standing tower speaker with two 5 -in
woofers and 1/4 -in tweeter. Woofers operate at
different enclosure resonance and crossover
points. Can be triwired, or passively triamped.
Includes integral base stand. Walnut or black -
ash finish $1,995/pr
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Nexus LS 250 2 -Way Speaker
Ported system, 8 -in carbon -loaded polypropyl-
ene woofer, 3/4 -in soft -dome tweeter. Molded
front baffle and port of structural foam poly-
mer. Built-in I4 -in pedestal stand. 4th -order
Linkwitz-Riley crossover, phase aligned at
2.500 Hz. Frameless grill cloth over baffle. Can
he biwired. sens 88 dB sPtJW/m. 10 x 22 x 12 in:
depending on finish, from ....51.195-51,395/pr

Helix II 2 -Way Bookshelf Speaker
Ported speaker with 8 -inch woofer and 1/4 -inch
dome tweeter. Can be biwired or passively
hiamped. 10 x 20 x 11 inch. Simulated black -ash
finish $895/pr

K.A.N. II 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 5 -in woofer,
3/4 -in dome tweeter. FR 70-20,000 Hz ±3 dB;
imp 8 ohms; 71/2 x 12 x in $875/pr

Index II 2 -Way Bookshelf Speaker
Acoustic -suspension design with 6 -in woofer,
I -in dome tweeter. 50 -strand 20 -amp cable. FR
60-20.000 Hz ±3 dB; power range 15-50 W;
sens 87 dB sptJW/m; imp 8 ohms. 11 x 17 x 8 in;
17 Ib; black woodgrain $595/pr

LRS ELECTRONICS
Model 88441 3 -Way Speaker
Air -suspension speaker with two 8 -in woofers.
two 4 -in midbasses. I -in dome (concave) tweet-
er. Power handling 500 W; FR 28-26,000 Hz.
Oak or rosewood finish. $2,350/pr
Model 881. As above, with 1 -in inverted dome
tweeter. Power handling 300 W; FR 30-26,000
Hz. Black or oak finish. $900/pr
Model 661. As above, two 6 -in woofers. Power
handling 190 W; FR 38-26,000 Hz. $600/pr
Model 61. As above, 6 -in woofer, one -inch
tweeter. Power handling 95 watts; frequency
response 40-26,000 Hz $320/pr

Model 81.5 2 -Way Speaker
Passive -aligned system with 8 -in woofer. I -in
driver, 10 -in passive tweeter. Power handling
135 W; FR 25-26,000 Hz. Black, oak, rosewood
finish. $450/pr

LUXMAN
S-505 2 -Way In -Wall Speaker
Flush -mount speaker for installation in walls or
ceilings. Features 8 -in woofer with long -throw
11/2 -in voice coil and graphite/polypropylene
cone; one -inch soft -dome tweeter with auto -
resetting overload protector. Tweeter -level
control; mounting provision for RC -50I re-
mote -control sensor; integral clamps and
mounting brackets. Frequency response 50-
22,000 Hz ± 2.5 dB; sensitivity 89 decibels sm./
W/m; nominal impedance 8 ohms. Outside
frame: 10'/- x 141/2 x 3% in $500
RC -501. Remote sensor $100
PB-SI. Rough -in brackets $70/pr
MG -81A. Speaker grilles $30/pr
MG -81B. Speaker grilles with opening for re-
mote sensor $30/pr

S-503 2 -Way In -Wall Speaker
Flush -mount speaker faetures 61/2 -in carbon-
fiber -impregnated polypropylene woofer and l-
in soft -dome tweeter. 2 -position tweeter -level
switch; optional remote sensor grilles. Power
handling 120 W peak; frequency response 60-
22,000 Hz ± 2.5 dB; sensitivity 89 dB sPi.JW/m;
crossover frequency 7,000 Hz; impedance 8
ohms. 91/4 x 123/4 x 3'/s in $300/pr
PB-61. Rough -in brackets $70/pr
MG -61A. Speaker grille $30
MG -61B. Speaker grille with opening for re-
mote sensor $30

MAGNEPAN
Magneplanar Tympani-IVa 3 -Way Speaker
Combination planar -magnetic and ribbon
tweeter with biamplifcation option. FR 30-
40,000 Hz ±3 dB; power handling 300 W max;
sens 87 dB sPtJW/m; imp 4 ohms bass, 3 ohms
midrange/tweeter; crossover frequencies 400.
3,000 Hz. Off-white, black, or brown panel
with oak trim; bass section: 1254 sq. in planar
magnetic, midrange section: 168 sq. in planar
magnetic, tweeter section: 1/4 x 55 x 0.0001-
0.00015 in; 260 lb/pr 53.800/pr

MG 3.3 3 -Way Speaker
Combination planar-magnetic/ribbon speaker
featuring 628-sq-in bass section, 3 -in x 57 -in
midrange section, and Vs -in x 60 -in ribbon -

tweeter section. Power handling 200 W cont; FR
32-40,000 Hz ±3 dB; sens 85 dB sPL/W/m;
crossover frequencies 250. 1,000 Hz; imp 4
ohms. Blonde or black -oak side rails; white,
black, gray, or brown grille cloth. 24 x 71 x 13/4
in; 130 lbs/pr $2,850/pr

MG 2.6/R 2 -Way Speaker
Combination planar-magnetic/ribbon speaker
featuring 609-sq-in bass section and 1/4 -in x 40 -
in ribbon -tweeter section. Power handling 200
W cont; FR 37-40,000 Hz ±3 dB; sens 87 dB
sriJW/m; crossover frequency 1.000 Hz; imp 4
ohms. Blonde or black -oak side rails; white,
black, gray or brown grille cloth. 22 x 71 x 13/4
in; 110 lbs/pr $1,950/pr

MG 1.4 2 -Way Speaker
Full -range planar -magnetic speaker featuring
428-sq in bass section and I /--in x 45 -in tweeter
section. Power handling 200 W cont: FR 40-
18,000 Hz ± 3 dB; sens 87 dB sPI.JW/m; cross-
over frequency 1,000 Hz; imp 5 ohms. Blonde
or black -oak side rails; white, black, gray, or
brown grille cloth. 22 x 60 x 13/4 in; 85 lbs/
pr $980/pr

SMGa 2 -Way Speaker
Full -range planar -magnetic speaker featuring
370-sq in bass section and 11/2 -in x 38 -in tweeter
section. Power handling 100 W cont; FR 50-
18,000 Hz ±3 dB; sens 85 dB sPL/W/m; cross-
over frequency 2,400 Hz; imp 4 ohms. Blonde
or black -oak side rails; white, black, gray, or
brown grille cloth. 19 x 48 x 11/4 in; 60 lbs/
pr $575/pr

M&K
MX-I000CC Subwoofer System
Center -channel system with two 5 -in polypro-
pylene midranges, three I -in soft -dome tweet-
ers and powered subwoofer with two 12 -in
drivers. Designed for surround -sound systems.
Features two inputs for center channel; inde-
pendent level control for bass; upper roll -off
frequency control 51,995

MX -2000 Powered Subwoofer
Two 12 -in push-pull drivers. Features 300-W
control amp; separate continuously variable
upper roll -off frequency. FR 20-125 Hz ±3 dB;
imp preamplifier input 15.000 ohms, amplifier
input 600 ohms. 181/4 x 23 x 251/2 in .... $1,695

MX -1000 Pedestal Powered Subwoofer
Acoustic -suspension pedestal design with two
12 -in drivers. Magnetic shielding for use as Tv
stand. 26 x 28 x 22 in; 115 lb $1,495

V-100 Powered Subwoofer
Features 200 W rms power amp to drive 12 -in
dual voice -coil polypropylene subwoofer. Ex-
ternally mounted filter adjustment. FR 20-125
Hz. Black -oak finish. 151/4 x 16 x 181/4 in. $995

V IB Powered Subwoofer
12 -in polypropylene driver. Features preampli-
fier, power amplifier inputs; active filtering at
24 dB/octave with adjustable roll -off point. FR

18-125 Hz ±3 dB. Walnut, oak or black -oak
finish with black grille. 173/4 x 183% x 15% in; 50
lb $875 ea
V2B. Similar to V I B, less power. 43 lb $725 ea
V3B. Similar to V2B, less power and black
enclosure. 171/2 x 171/2 x 14'/- in; 43 lb $625 ea

VX-4 Subwoofer
12 -in driver. Features adjustable low-pass fil-
ter. FR 40-125 ±3 dB; 50 W cont. Black fin-
ish $475 ea

VX-7 Subwoofer
Acoustic -suspension design with
50-W amplifier and 8 -in woofer. FR 40-125 Hz

3 dB. Black finish. 10 x 113/4 x 91/2 in; 25
lb 5395 ea

S-100 2 -Way Speaker
Satellite speaker with two 5 -in polypropylene
midranges and three I -in soft -dome tweeters.
Features two back -panel switches to adjust
midrange and treble. Satin -graphite lacquer fin-
ish $995
Glass -bead black finish $850/pr
Magnetic shielding add $125/pr

Satellite IB 2 -Way Speaker
Acoustic -suspension speaker with two 5 -in
polypropylene woofers and two I -in soft -dome
tweeters. Features selector for 36 tonal bal-
ances; midrange/treble character switches. FR
70-22.000 Hz ±3 dB; power range 71/2-400 W;
impedance 4 ohms. Walnut -oak or black -oak
finish with black grille. Dimensions: 73/4 x 21 x
7% in. Weight: 19 lb $750/pr
S-IB TV. As above but magnetically shielded.
Walnut, oak or black -oak finish $850/pr

Satellite 2B 2 -Way Speaker
Acoustic -suspension speaker with 6'/ --in poly-
propylene woofer and I -in soft -dome tweeter.
Features selector for 36 tonal balances; mid-
range/treble character switches. Frequency re-
sponse 65-20,000 Hz ±3 dB; power range 15-
100 W. Walnut, oak or black -oak finish with
black grille. Dimensions: 61/2 x 101/2 x 7 in;
weight: 9 lb $575/pr

SX-4 2 -Way Speaker
Acoustic -suspension speaker with two five -
inch woofers and two one -inch soft -dome
tweeters. Features selector for four tonal bal-
ances. Frequency response 70-20,000 Hz ±3
decibels. Black finish $525/pr

Satellite 3B 2 -Way Speaker
Acoustic -suspension speaker with 5 -in poly-
propylene woofer and I -in soft -dome tweeter.
Features selector for 4 tonal balances. Fre-
quency response 100-20,000 Hz ±3 dB; power
range 15-100 W. 7 x 101/2 x 61/2 in; 9 lb. Black
finish, with black grilles $450/pr
Walnut -veneer with black grilles $495/pr
S -3B TV. Same as above, magnetically shield-
ed. Black finish $495/pr
Walnut finish $550/pr

SX-7 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 4 -in paper-

cone midrange; 3/4 -in soft -dome tweeter. Fea-
tures cast -aluminum box with perforated metal
grille; circuit -breaker protection. Frequency
response 100-20,000 Hz ±- 3 dB; power range 5-
100 watts; sensitivity 87 decibels sPL/W/m; im-
pedance 4 ohms. Black finish. 41/2 x x 41/2 in;
6 lb $250/pr
SX-7. Mounting brackets for above; black met-
al $15/set
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MARANTZ

SP 1515 3 -Way Speaker
Ported, floor -standing speaker with I5 -in woof-
er; 5 -in cone midrange; 3 -in cone tweeter;
sculptured furniture -style cabinet. Max power
165 W; sens 92 dB spiJW/m; imp 8 ohms.
Bartonwood vinyl finish. 18 x 321/2 x 161/2 in; 47
lb $360/pr

SP 2010 3 -Way Speaker
3 -way speaker with 10 -in Tri-Q bass driver; 2 -in
liquid -cooled dome midrange; I -in liquid -
cooled polymer -dome tweeter. FR 38-20,000
Hz; sensitivity 89 dB; impedance 8 ohms; pow-
er handling 10-120 W/ch. Autumn oak wood -
grain cabinet, black knit fabric grille; 141/4 x
271/4 x 111/4 in. 5300/pr

SP 1200 3 -Way Speaker
Ported, floor -standing speaker with 12 -in woof-
er; 4 -in cone midrange; 3 -in cone tweeter. Max
power 165 W; sens 90 dB spUW/m; imp 8 ohms.
Bartonwood vinyl finish. 15 x 291/2 x 11'/- in; 32
lb S240/pr

SP 1000 3 -Way Speaker
Ported speaker with 10 -in woofer; 4 -in cone
midrange: 3 -in cone tweeter. Max power 130
W; sens 89 dB sPUW/m; imp 8 ohms. Vinyl
finish. 13 x 27 x 11 in; 25 lb $200/pr

SP 2008 2 -Way Speaker
Features 8 -in Tri-Q bass driver; I -in liquid -
cooled polymer -dome tweeter. FR 42-20,000
Hz; sens 89 dB; imp 8 ohms; power handling
10-100 W/ch rms. Oak woodgrain cabinet;
black knit grille; 13% x 17% x 9% in ...$200/pr

SP 800 3 -Way Speaker
Ported speaker with 8 -in woofer; 4 -in cone
midrange: 2 -in cone tweeter. Max power 60 W;
sens 89 dB spUW/m; imp 8 ohms. Bartonwood
vinyl finish. 13 x 26 x 81/2 in; 15 lb $140/pr

SP 2006 2 -Way Speaker
Featuring 61/2 -in Tri-Q bass driver; 1/4 -in liquid -
cooled polycarbonate tweeter. FR 48-20.000 Hz;
sens 88 dB; imp 8 ohms: power handling 10-80
W/ch rms. Autumn -oak woodgrain cabinet;
black knit grille. 10 x 16 x 85/8 in. SI40/pr

SP208 2 -Way Speaker
Ported. 2 -way speaker system with 8 -in woofer
and 2 -in tweeter. Max power 50 W; sens 90 dB
sPUW/m; imp 8 ohms. Oak vinyl finish. 10% x
181/4 x 8% in: 101/2 lb 5120/pr

SP 2005 2 -Way Speaker
Featuring 51/4 -in Tri-Q bass driver; 1/4 -in liquid -
cooled polycarbonate tweeter. FR 55-20,000 Hz;
sens 85 dB; imp 8 ohms; power handling 10-50
W/ch rms. Autumn -oak woodgrain cabinet;
black -knit grille. 9 x 141/4 x 7% in. .... $100/pr

JOHN MAROVSKIS
Janis System 3a Powered Subwoofer
12 -in slot -loaded subwoofer. Amp section:
bass -level adjust; continuously variable woofer
phase: 50 W rms into 8 ohms; Tim < 0.05% at 20
Hz and 50 W; &iv 90 dB for 50 W. Woofer
module: FR 30-100 Hz ± 1.0 dB; sens 85 spilW/
m; crossover point 100 Hz; imp 8 ohms. Oiled
walnut or white -oak finish; wood grille. Woofer
module: 18 x 18 x 18 in. Amp: 14 x 31/2 x 9 in. 87
Ibs/sys $950/sys

Janis WI Subwoofer
I5 -in slot -loaded subwoofer. FR 30-100 Hz ± I
dB: sens 87 sPUW/m; recommended min power
60 W/ch; crossover point 100 Hz: imp 8 ohms.
Oiled walnut or white -oak finish: wood grille.

18 x 22 x 22 in. 100 lbs 5850 ea
Coca Bola or Brazilian Monarch rose-
wood SI .000 ea
Black 5900 ea

Janis W3 Subwoofer
I2 -in slot -loaded subwoofer. FR 30-100 Hz ± I
dB; sens 85 sPUW/m; recommended min power
60 W/ch; crossover point 100 Hz; imp 8 ohms.
Oiled walnut or white -oak finish; wood grille.
18 x 18 x 18 in. 67 lbs 5600 ea
Coca Bola or Brazilian rosewood $750 ea
Black 5650 ea

Interphase IA Dedicated Crossover/Amp
For Janis WI or Janis W3. Features 2 indepen-
dent high-pass filters and I low-pass filter;
Crossover section: input imp 200.000 ohms;
output imp 50 ohms; high pass Pa 200-80,000 Hz
±0.1 dB; low-pass frequency response 1-50 Hz
±0.1 dB; amp: 100 W/ch rms; THD <0.05% at

20 Hz and MO W; sag 90 dB at 100 W. 31/2 x 14 x
13 in: 24 lbs 5750 ea

MARTIN-LOGAN
The Statement Electrostatic Speaker System
Floor -standing system consisting of 2 visually
transparent curvilinear electrostatic panels,
two woofer towers, and electronic crossover.
Each electrostatic element measures 3 x 6 in
and is curved and housed in massive frame;
each woofer tower houses four I2 -in woofers
mounted in individually sealed antiresonant
chambers; dual -mono crossover with four sepa-
rate chassis. 2 contain power supplies and 2
contain crossover using proprietary discrete
Class -A differential FET buffer topology; 120 -
dB output. Power handling 1,000 W cont; FR 16-
25,000 Hz, ± 1.5 dB; sens 93 dB sPUW/m; imp
6 ohms. Electrostatic section: 391/2 x 84 x 6 in.
Woofer towers: 15 x 84 x 30 in. Available in
variety of finishes. I ton S40.000/sys

The Monolith III Hybrid Electrostatic Speaker
Floor -standing curvilinear electrostatic panel
speaker mounted atop tuned subwoofer box.
Designed for wide dispersion without use of
lenses. Constant voltage crossover provides
phase coherency. Features 2 -ft x 4 -ft electro-
static cell for 100-24.000 Hz and a I2 -in low -
mass cone subwoofer with 2 -in voice coil that is
down 3 dB at 24 Hz; electronic crossover.
Power handling 500 W cont; FR 28-24.000 Hz.
±2 dB; sens 90 dB spi.../W/m; imp 6 ohms.
Available in variety of finishes. 25 x 75 x 131/2
in; 165 lb ea 57.000/pr
With passive crossover 56.500/pr

The CIS 11 Electrostatic Speaker
Floor -standing curved visually transparent
electrostatic speaker. Features wide -dispersion
format for full -range reproduction; 2 -ft x 4 -ft
electrostatic cell to reproduce all frequencies
from 50-22.000 Hz; 30° seamless horizontal dis-
persion; invertical line -source format; arc -free
diaphragm. Power handling 150 W cont; FR 50-
22.000 Hz. ± 2 dB: sens 85 dB sPUW/m; imp 6
ohms. Available in variety of finishes. 26 x 48 x
2 in; 75 lb ea 53,500/pr

The Sequel 11 Hybrid Electrostatic Speaker
Floor -standing electrostatic/subwoofer system.
Features visually transparent electrostatic
transducer that operates from 200-24,000 Hz;
30° seamless horizontal disperson in a vertical
line -source format; 1 -ft x 4 -ft electrostatic cell;
10 -in subwoofer in tuned chamber with matrix
voice coil. Power handling 300 W cont; fre-
quency response 26-24.000 Hz ± 3 dB; sensitiv-
ity 89 dB sPUW/m; impedance 6 ohms. Avail-
able in oak and black finish. 141/2 x 74 x 131/2 in;
110 lb ea $2,500/pr

MB QUART
Quart Aera 3 -Way Speaker
4 -in spherical tweeter, 2 -in aluminum -dome
midrange. 10 -in cast frame woofer. Passive sys-
tem uses magnetostriction technology in tweet-
er. FR 20-50.000 Hz. Piano lacquer black or
white. 13 x 48 x 16 in; 65 lb 56,000/pr

Quart Pure 3 -Way Speaker
Floor -standing speaker with I -in titanium -
dome tweeter. 2 -in aluminum -dome midrange,
8 -in butyl -rubber -surround woofer. Power han-
dling160 W cont; FR 28-32.000 Hz. Oak. walnut,
white -matte, black -matte finishes; special fin-
ishes include cherry, pine -raw oak. 12 x 44 x 14
in; 82 lb 53,000/pr

Quart 990MCS 4 -Way Speaker
Floor -standing system with I -in titanium- dome
tweeter, 2 -in aluminum -dome midrange, two 8 -
in cast -frame woofers. Power handling 120 W
cont; FR 30-32,000 Hz. Oak, walnut, black or
white lacquer finishes; special finishes include
piano -lacquer black or white. 10% x 391/4 x 111/2
in; 50 lb $2,700/pr

Quart 690MCS 2 -Way Speaker
Tower design with I -in titanium -dome tweeter.
8 -in woofer. Power handling 100 W cont; FR 35-
32,000 Hz. Oak, walnut, black or white lacquer
finishes; special finishes include pine, cherry,
granite, marble, raw oak, and high -gloss black
or white 10% x 33Ys x 111/4 in; 391b . S I ,500/pr

Quart 390MCS 2 -Way Speaker
2 -way mini tower design with I -in titanium -
dome tweeter. 8 -in woofer. Power handling 100
W cont; FR 38-32,000 Hz. Black lacquer finish.
91/4 x 311/2 x 11 in; 32 lb $1,100/pr

Quart 490MCS 2 -Way Bookshelf Speaker
I -in titanium -dome tweeter, 8 -in woofer. Power
handling 100 W cont; FR 37-32,000 Hz. Oak.
walnut, black or white lacquer finishes; special
finishes include pine, cherry. raw oak. I I x 17%
x 111/2 in; 22 lb $899/pr

MB 310 Subwoofer
12 -in woofer; FR 25-100 Hz: sens 87 dB sPUW/
m; min. amp power 50 W; crossover frequency
100 Hz. Walnut, oak, black or white lacquer
finishes. 16 x 19 x 15 in; 40 lb. $849

Quart 290 2 -Way Bookshelf Speaker
I -in titanium -dome tween woofer. Power han-
dling 90 W cont; FR 40-32,000 Hz. Oak, walnut.
black or white lacquer finishes; special finishes
include pine, cherry. raw oak. 11 x 17 x 111/2 in;
22 lb 5699/pr

Quart 190 2 -Way Bookshelf Speaker
I -in titanium -dome tweeter, 61/2 -in woofer.
Power handling 90 W max: FR 46-32.000 Hz.
Oak. walnut, black or white lacquer finishes;
special finishes include pine, cherry, raw oak.
91/2 x 134 x 10in $599/pr

Quad 9SM 2 -Way In -Wall Speaker
Features I -in titanium -dome tweeter, 8 -in
woofer. Power handling 100 W cont; FR 46-
32,000 Hz. White matte finish; 10% x 12 x 31/4
in; 5.7 lb 5599/pr

MCINTOSH
XR 240 3 -Way Speaker
12 -in woofer. 61/2 -in midrange, and I -in dome
tweeter in sealed cabinet.Solid-state current -
sensor protector for tweeter; overload -protec-
tion fuses; Power Guard circuit prevents clip-
ping. Power handling 300 W max; FR 20-20,000
Hz; sens 86 dB sPUW/m; crossover points 375
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Hz. 1,200 Hz; imp 8 ohms. Oak, walnut, or
black -on- ash veneer finish. 15 x 431/4 x 131/4
in $2.298/pr

XR 230 3 -Way Speaker
10 -in woofer. 5 -in midrange, and I -in dome
tweeter in sealed cabinet. Solid-state current -
sensor protector for tweeter; overload -protec-
tion fuses; Power Guard circuit prevents clip-
ping. Power handling 300 watts max; frequency
response 20-20,000 Hz; sensitivity 86 dB sm./
W/m; crossover points 375 Hz. 1.200 Hz; im-
pedance 8 ohms. Oak, walnut, or black -on -ash
veneer. Dimensions: 13 x 401/4 x 111/4 in; 56.6
lb $1.898/pr

XRT 22 Subwoofer/Satellite System
Bass cabinet containing two I2 -in woofers and
8 -in midrange, and column containing 23 I -in
tweeters. Oak finish. Bass cabinet: 253/4 x 40% x
121/4 in; tweeter column: 101/2 x 791/2 x I% in; 258
lb $8,000/pr
Walnut finish $8,500/pr
CS 22. Stands for tweeter column. Walnut or
oak. 37 lb $799/pr

XRT 18 Subwoofer/Satellite System
Bass cabinet containing I2 -in woofer and 6 -in
midrange and column containing sixteen 1 -in
dome tweeters. Features 3 -ampere fast -acting
fuse for woofer and midrange and 1.25 -ampere
fuse for tweeters. Cabinet constructed of high -

density fiber board with walnut -veneer exteri-
or. FR 20-20,000 Hz; sens 86 dB sptlW/m; pow-
er handling 150 W cont, 500 W peak; min power
30 W; imp 8 ohms; crossover points 350, 1.500
Hz. Bass cabinet: 171/2 x 271/4 x I I'/4 in, tweeter
column: 101/2 x 571/4 x I% in; 108 lb .. $4,998/pr
CS 18. Stands for XRT 18 tweeter column. Oak
or walnut. 47 lb $649/pr

XR 1052 3 -Way Speaker
10 -in woofer with copper voice coil; 5 -in mid-
range isolated from woofer; I -in dome tweeter
with copper -wire voice coil centered and sus-
pended with custom surround; I5 -in passive
radiator with accurately adjusted moving mass;
crossover points 55, 450, and 1,300 Hz; high -
density particleboard cabinet; imp 8 ohms. FR
30-20.000 Hz; max power handling 250 W. Wal-
nut finish. 16 x 471/2 x 111/8 in; 94 lb .. $2.500/pr

XL 10 2 -Way Speaker
8 -in woofer. I -in dome tweeter, and 10 -in con-
trolled -mass passive radiator. Tweeter protect-
ed by 0.6 -amp fuse. Power handling 100 W
max; imp 8 ohms; FR 45-20,000 Hz; sens 89 dB
sptJW/m; crossover points 90 and 1,000 Hz.
Walnut finish. 141/4 x 25 x 71/4 in: 27.5 lb $858/pr

XL 1W Subwoofer
Dual -voice -coil subwoofer designed to comple-
ment and extend performance of McIntosh XL
I speaker. Features 12 -in woofer; two 1.5 -am-
pere fast -acting fuses; walnut -veneer cabinet
with hand -rubbed lacquer finish. FR 20-150 Hz;
sens 85 dB sriJW/m; power handling 100 W
max; min power 30 W; crossover point 90 Hz.
171/2 x 271/4 x 111/4 in; 62 lb $549 ea

XL 1 2 -Way Bookshelf Speaker
6 -in woofer, 1 -in dome tweeter, and 1.000 -Hz
crossover. Features 0.6 -ampere fast -acting
fuse. FR 70-20,000 Hz; max power handling 80
W; min power 30 W; imp 8 ohms; sens 85 dB
sPL/W/m. 3/4 -in high -density particleboard cabi-
net with internal bracing. Walnut finish. 81/4 x
12'/N x 7 in; 35 lb $599/pr

McNEILL
McNeill 2 -Way Speaker
Acoustic -suspension infinite -baffle design with

Audax I -in soft -dome tweeter; 8 -in Rockford
woofer. Features heavy-duty 5 -way binding
posts. Power handling 100 W/ch; FR 31-25,000
Hz; sens 90 dB. 1 1 x 20 x 12 in. $319/pr

MDS

S-2000 Subwoofer/Satellite System
Four 2 -way satellites and one subwoofer with 6
drivers. Features built-in crossover network in
subwoofer. Power handling 130 W max; FR 30-
20,000 Hz; sens 92 dB; crossover points 120,
3,000 Hz. Satellites 61/4 x 61/4 x 21/2 in; sub-
woofer: II x 44 x II in $1,101

KP-800 Subwoofer/Satellite System
Subwoofer with two 10 -in dual -voice -coil driv-
ers; satellites with 4 -in midrange and 11/2 -in
polycarbon ferrofluid-cooled tweeters. FR 28-
20,000 Hz; sens 92 dB; crossover points 120.
6,000 Hz. Subwoofer: 161/2 x 161/2 x 161/2 in;
satellites: 14 x 14 x 14 in $799

KP-600 Subwoofer/Satellite System
Subwoofer with two 51/4 -in and one 8 -in dual -
voice -coil drivers; satellites with 4 -in midrange
and 11/2 -in polycarbon ferrofluid-cooled tweet-
er. FR 30-20,000 Hz; sens 92 dB; crossover
points 120. 6.000 Hz. Subwoofer: 34 x 12 in at
base, 5 in at top $699

S -I000 Subwoofer/Satellite System
Two 2 -way satellites and one subwoofer with 4
drivers. Features built-in crossover network in
subwoofer. Power handling 110 W max; FR 35-
20,000 Hz; sens 92 dB; crossover points 125.
3,500 Hz. Satellites 61/4 x 61/4 x 21/2 in; sub -
woofer: 9 x 32 x 9 in $699

KP-500 Subwoofer/Satellite System
Subwoofer with two 51/4 -in and I x 61/2 -in dual -
voice -coil drivers; satellites with 4 -in midrange
and 11/2 -in polycarbon ferrofluid-cooled tweet-
er. Frequency response 30-20,000 Hz; sensitiv-
ity 92 decibels; crossover points 120, 6,000 Hz.
Subwoofer dimensions: 34 x 9 in at base. five
inches at top $599

KP-700 Subwoofer/Satellite System
Subwoofer with one 10 -in dual -voice -coil driv-
er; satellites with 4 -in midrange and 11/2 -in poly -
carbon ferrofluid-cooled tweeter. FR 30-20.000
Hz; sens 92 dB; crossover points 120.6.000 Hz.
Subwoofer: 141/4 x 141/4 x 141/4 in at base, 12 x 12
x 12 in at top $499

K-200 2 -Way Speaker
Two-way speaker with 4 -in midrange and 11/2 -in
polycarbon ferrofluid-cooled tweeter. FR 30-
20,000 Hz; sens 92 dB; crossover points 120.
6,000 Hz. 41/4 x 7 x 5 in $199

MERIDIAN
D6000 Digital Powered Speaker System
Multiamplifier active speaker with digital signal
processor. Features four 8 -in woofers side -fir-
ing in sealed -box bass enclosure; 61/2 -in mid-
range, and I -in aluminum -dome tweeter with
silver voice wire in separate, asymmetrically
shaped "head". All crossovers, tone controls,
and speaker time and frequency equalization
computed in digital domain with output to four
separate 256x-oversampling. dual -differential
PDM bitstream DA converters. 75 W x 4 amplifi-
er; 2 coaxial digital and 2 optical digital inputs;
proprietary PLL digital -input circuitry. Built-in
Leo display shows CD track/time information.
volume level, tuning/preset info from Meridian
204 tuner; remote control included. Frequency
response 20-20,000 Hz; max output 112 dB sit.
Piano -black finish on head, black -glass front,
top on woofer enclosure with black -cloth side

grilles $12,000/pr
D600 Digital Powered Speaker System
Triamplified vented -box design with built-in 4x-
oversampling digital filter and 16 -bit D/A con-
verter. Features 61/2 -in woofer, 61/2 -in midbass,
and 1 -in metal -dome tweeter. Selects between
digital and analog inputs; 2 analog, 2 digital. and
I digital/optical input. Display gives informa-
tion about source and volume number and
when connectionto 200 Series components;
also shows CD track number and FM preset
number and frequency. Includes wireless re-
mote control that controls D600 loudspeakers
and other Meridian components. Remote unit
controls frequency shaping and tilt controls to
optimize response. 70 W x 3; FR 36-20.000 Hz;
SPL 110 dB. 81/4 x 351/2 x 111/4 in; 70 lb ea.
Rosewood, walnut, or black ash .... $5,000/pr
M60. As above without digital processor, ana-
log preamp, and display. 60 lb ea.... $3,000/pr

M20112 -Way Powered Speaker
Biamplified vented -box design with twin 70-W
internal amplifiers, two 5 -in Bextreme cone
midbass drivers, and I -in metal -dome tweeter.
Features electronic crossover; balanced/unbal-
anced inputs; "music sense" circuit that auto-
matically turns on system upon receipt of sig-
nal. SPL 109 dB; FR 40-20,000 Hz. Walnut or
black ash $2,490/pr

M30112 -Way Powered Speaker
Biamplified vented -box design with twin 70-W
internal amplifiers, 61/2 -in midbass driver and l-
in metal -dome tweeter. Features PVC surround;
balanced/unbalanced inputs; "music sense"
circuit that automatically turns on system upon
receipt of design. FR 40-20,000 Hz; SPL 106 dB.
Walnut or black -ash finish $1,990/pr

M200 Powered Subwoofer
Floor -standing coupled -cavity design with two
8 -in woofers. Woofers each rear -loaded by
sealed enclosures, share common, ported out-
put chamber; electronic crossover with stereo
high-pass preamp-level outputs plus 175-W am-
plifier; high -density particleboard enclosure
with internal bracing. Balanced low-level and
high-level inputs; selectable crossover point. FR
18-50 Hz; max output >110 dB SPL. Genuine
black -ash finish with black -glass top 103/4 x
26c/4 x 167/4 in $1,600

MIRAGE BY API
MI 4 -Way Speaker
Floor -standing bipolar radiator utilizing propri-
etary transducers. Features two 8 -in polyflex-
treated carbon -filled polypropylene woofers (I
front, I rear) with 11/2 -in voice coil; two 41/2 -in
tri-laminated carbon -filled polypropylene cone
midranges ( I front, I rear); two'/4-in hyperbolic
dome tweeters (I front. I rear). Biwire or biamp
hookup. Power handling 400 W cont; FR 25-
23.000 Hz ± 2 dB; sens 83 dB sPL/W/m; cross-
over frequencies 100, 300, 2,300 Hz; imp 6
ohms. 20 x 50 x 10 in; 185 lb ea $5,000/pr

M3 3 -Way Speaker
Floor -standing bipolar radiator utilizing propri-
etary transducers. Features 10 -in polyflex-
treated carbon -filled polypropylene woofer
with 11/2 -in voice coil; two 41/2 -in tri-laminated
carbon -filled polypropylene cone midranges (I
front, I rear); two 3/4 -in cloth -dome tweeters (I
front. I rear). For biwire or biamp hookup.
Power handling 250 W cont; FR 25-23,000 Hz
-± 2 dB; sens 85.5 dB spiJW/m; crossover fre-
quencies 400. 2,200 Hz; imp 6 ohms. 19 x 53 x 9
in; 130 lb ea $2,500/pr

Model 760 2 -Way Speakers
Flour -standing, bass -reflex design with two 8 -in
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carbon -filled polypropylene woofers with
stitched butyl -surround. and 1 -in ferrofluid-
cooled soft -dome tweeter. Power handling 200
W cont; FR 20-20.000 Hz ±3 dB; sens 89 dB
sPUW/m; imp 6 ohms. Black -ash or walnut -
vinyl veneer finish. 12 x 37 x 15 in; 62 lb
ea $1,000/pr

Model 460 2 -Way Bookshelf Speaker
Bass -reflex design with 8 -in carbon -filled poly-
propylene with stitched butyl-stirround woofer,
and I -in soft -dome ferrofluid-cooled tweeter.
Power handling 100 W cont; FR 35-20,000 Hz
±3 dB; sens 87.5 dB sPUW/m; crossover fre-
quency 2,500 Hz; imp 8 ohms. Black -ash or
walnut -vinyl veneer finish. 10 x 25 x II in; 32 lb
ea S600/pr

Model 360 2 -Way Bookshelf Speaker
Bass -reflex speaker design with 8 -in carbon -
filled polypropylene with stitched butyl -sur-
round woofer, and I -in soft -dome ferrofluid-
cooled tweeter. Power handling 100 W cont; FR
40-20,000 Hz ±3 dB; sens 88 dB sPUW/m;
crossover frequency 2,800 Hz: imp 8 ohms.
Black -ash or walnut -vinyl veneer finish 10 x 20
x 8 in 5400/pr

Model 260 2 -Way Bookshelf Speaker
Front -vented, bass -reflex speaker features 61/2 -
in carbon -filled polypropylene with stitched bu-
tyl -surround woofer, and'/4-in soft -dome ferro-
fluid-cooled tweeter. Power handling 80 W
cont: FR 45-20,000 Hz It 3 dB; sens 87 dB sPU
W/m; crossover frequency 3,000 Hz; imp 8
ohms. Black -ash or walnut -vinyl veneer finish.
9 x 15 x 8 in $260/pr

MISSION
Mission 767 3 -Way Powered Speaker
Tower speaker with two powered 81/4 -in miner-
al -loaded polymer woofers, two 61/2 -in mineral -
loaded polypropylene midbasses, I -in super -
elliptical dome tweeter. Features low -
frequency active filter; low -frequency; high -
current power amplifier; passive midrange and
upper bass crossover; I -in medium -density fi-
ber board cabinet with rounded corners; 3 sepa-
rate internal enclosures; 5 -way binding posts;
controls for low -frequency roll off and contour;
biamping and biwiring capability. Power han-
dling 250 W rms; FR 20-20,000 Hz -± 3 dB; sens
91 dB spL/W/m; imp 8 ohms. I x 551/4 x 161/4
in; 220 lb ea; high -gloss wood finish and piano
finish (extra cost) $4,499/pr

Mission 7651 2 -Way Speaker
Floor -standing column. Two 8 -in polypropyl-
ene midbass drivers with 2 -in voice coils; I -in
super elliptical dometweeter with ferrofluid
cooling. I1/2 -in MDF. Sealed box, adjustable and
removeable carpet piercing spikes; biamping/
biwiring connectors. Crossover point 2,500 Hz;
93 dB sn.; FR 35-20,000 Hz ± 3 dB; imp 4 ohms;
power 250 W rms. Natural rosewood and black -
ash wood veneers. 101/2 x 40 x 14 in; 110 lbs
ea $1,999/pr

Mission 764i 2 -Way Speaker
Floor -standing column. 81/4 -in mineral -loaded
polymer midbass; 1 -in super elliptical dome
tweeter with ferrofluid cooling. 3/4 -in MDF. Re-
flex -bass loading. Flared tuned port, adjustable
and removeable carpet piercing spikes; biamp/
biwiring connectors. Crossover point 3,000 Hz;
sensitivity 88 dB; frequency response 38-20,000
Hz ± 3 dB; imp 8 ohms; power 200 W rms.
Natural rosewood and black -ash veneer finish.
97/i x 3 3 Vs x 131/4 in; 44 lb $1,099/pr

Cyrus 782 2 -Way Speaker
Two 61/2 -in mineral -loaded polymer midbasses

1/4 -in ferrofluid-cooled fabric -dome tweeter. %-
in MDF baffle board. biwiring/biamp connectors.
Crossover point 3,200 Hz: sens 911/2 dB; FR 49-
20,000 Hz ± 3 dB; imp 4 ohm; 150 W rms.
Black ash and rosewood veneers and nextel
grey. 91/4 x 191/4 x 131/4 in; 301/4 lb 5899/pr

Mission 763 2 -Way Speaker
Bass -reflex speaker with 8 -in polypropylene
midbass and 1/4 -in ferrofluid-cooled fabric -
dome tweeter. Features flared tuned port; '1/4 -in
medium -density fiber board cabinet; remove -
able carpet -piercing spikes; biamping and bi-
wiring posts. Power handling 150 W rms; FR 42-
20,000 Hz ±3 dB; sens 89 dB spL/W/m; nom
imp 8 ohm; crossover point3.200 Hz. Simulated
rosewood, walnut, and black -ash veneers. 91/4 x
301/4 x 131/4 in; 35 lb ea 5699/pr

Cyrus 781 2 -Way Speaker
Bass -reflex speaker with 61/2 -in mineral -loaded
polymer midbass and Ms -in ferrofluid-cooled
fabric -dome tweeter. Features Yein medium -
density fiber board cabinet; 5 -way post; biamp-
ing and biwiring; flared tuned -port. Power han-
dling 25-100 W; FR 47-20,000 Hz; sens 90.5 dB
sPUW/m; nom imp 6 ohms; crossover point
3,500 Hz. Available in rosewood veneer, nextel
gray, and black -ash finishes. 9 x 17 x 11 in; 20 lb
ea $599/pr

Mission 762 2 -Way Bookshelf Speaker
Bass -reflex speaker with 8 -in plastiflex midbass
and 3/4 -in ferrofluid-cooled fabric -dome tweet-
er. Features 1/4 -in fiber board cabinet; flared,
tuned port; 5 -way binding posts. Power han-
dling 125 W rms; FR 50-20,000 Hz ± 3 dB; sens
93.5 dB spiJW/m; imp 8 ohms; crossover point
4.300 Hz. Simulated blackash veneer finish. 97/s
x 161/4 x 111/4 in; 21 lb ea $449/pr

Cyrus 780 2 -Way Speaker
51/4 -in plastiflex midbass. I'1 -in ferrofluid-
cooled soft -dome tweeter. Transverse folded
cabinet; inverted drive unit geometry; 1'/ -in
polypropylene injection -molded baffle board;
four 5 -way binding posts for biwiring/biamping.
Crossover point 5,000 Hz; sens 90 dB SPl.: FR
60-20,000 Hz ± 3 dB; imp 6 ohm; power han-
dling 80 W rms. Black -ash, rosewood veneers
or nextel gray. 71/4 x 111/2 x 10 in; 15 lb . $379/pr

Mission 761 2 -Way Bookshelf Speaker
2 -way speaker with 61/2 -in midbass,1/4-in ferro-
fluid-cooled soft -dome tweeter. Features trans-
verse -folded cabinet; 5 -way binding posts.
Power handling WO W rms; FR 58-20,000 Hz ± 3
dB; sens 89 dB spUW/m; nom imp 6 ohms;
crossover point 4,200 Hz. Simulated black -ash
veneer. 81/4 x 15 x 81/4 in; 13 lb $289/pr

Mission 760 2 -Way Speaker
51/4 -in plastiflex midbass driver, 11/4 -in ferro-
fluid-cooled soft -dome tweeter. Transverse
folded cabinet; I1/2 -in polypropylene injection
molded baffle board. Crossover point 5,000 Hz;
sens 90 dB SPL; FR 65-20,000 Hz ± 3 dB; imp 6
ohm; power 80 W rms. Black -ash simulated
veneer. 71/4 x 111/2 x 8 in; I I lbs $229/pr

Speaker Stands

Mission Designer
Rigid Z -shaped, tubular steel stand with carpet
pirecing spikes. Matches with 761 and 762
speaker systems. Satin -black finish.... S149/pr

Cyrus
Rigid 3 column, tubular -steel stand. Heavy-
duty carpet piercing spikes, optional short -
coned upward facing top plate spikes. Textured
matte- black finish. Matches with 781 and 782
systems $ I 99/pr

MITSUBISHI
M -S8010 Subwoofer
Ported design with I2 -in polymer -laminate
weaker cone and 2 -in voice coil. Features mag-
netically shielded cabinet; high- and low-level
inputs; volume control; satellite speaker con-
nections. Power handling 100 W rms; FR 20-120
Hz; Tim < 1%; imp 8 ohms; variable crossover
point 60-120 Hz. Black finish $800

MONITOR AUDIO
Studio Series

Studio 10 2 -Way Bookshelf Speaker
Anodized gold metal -dome tweeter. 6 -in anod-
ized aluminium -ceramic woofer. FR 40-30,000
Hz ± 3 dB; imp 8 ohms; sens 88.5 dB sPUW/m;
power 20-200 W. Rosewood, black -ash, wal-
nut, oak finishes. 8 x 16 x 10 in 53,000/pr

Gold Series

MA1800 Gold 2 -Way Speaker
Floor -standing, double -ported speaker with
two 6 -in polypropylene woofers and 1 -in gold
metal -dome tweeter. Features "balanced
Sow" design; cabinet allows for sand filling. FR
30-30.000 Hz ±3 dB; imp 8 ohms; sens 89 dB
sptlW/ra; power range 20-300 W. Black -ash.
oak, walnut, rosewood finishes. 15 x 46 x 12
in $3,600/pr

MA1200 Gold 2 -Way Speaker
Floor -standing, ported design with 6 -in poly-
propylene woofer and 1 -in gold metal -dome
tweeter. Cabinet allows for sand filling. FR 35-
30,000 Hz ±3 dB; imp 8 ohms; sens 89 dB;
power range 15-200 W. Black -ash, oak, walnut.
rosewood finishes. 8 x 36 x 10 in .... 52.200/pr

MA952 Gold 2 -Way Speaker
Floor -standing, infinite -baffle design with two
6 -in polypropylene woofers and I -in gold metal -
dome tweeter. FR 45-30,000 Hz ±3 dB; imp 8
ohms; sens 89 dB spiJW/m; power range 15-120
W. Black -ash, Kenya -black, oak, walnut finish-
es. 9 x 31 x 13 in $1,800/pr

MA852 Gold 2 -Way Speaker
Floor -standing speaker with 8 -in polypropylene
woofer and 1 -in gold metal -dome tweeter. Fea-
tures internally braced cabinet; infinite baffle
design. FR 50-30,000 Hz ±3 dB; imp 8 ohms;
sens 89 dB sPUW/m; power range 15-120 W.
Black -ash. Kenya -black, oak, walnut finishes.
10x 18 x 11 in $1,400/pr

MA700 Gold 2 -Way Bookshelf Speaker
I -in anodized gold metal -dome tweeter, 6 -in
polypropylene woofer. Features biwiring op-
tion. FR 45-30.000 Hz ±3dB; imp 8 ohms; sens
89 dB spUW/m; power handling 20-100 W.
Rosewood, black- ash, walnut, oak finishes. 81/2
14 x 10 in SI ,100/pr

Monitor Series

Monitor 14 3 -Way Speaker
Floor -standing system configured similar to
Monitor I I. Internal chamber can be filled with
sand for mass loading. Biwireable crossover.
Spiked feet included. FR 60-20,000 Hz ± 3 dB:
imp 8 ohms; sens 88 dB sPUW/m; power han-
dling 15-100 W. 100% MDF construction; rigid
bracing; black double-laquer finish. 8 x 30 x 9
in $999/pr

Monitor 11 3 -Way Speaker
1 -in metal dome tweeter, two 61/2 -in woofers
with low-pass filter on one. FR 60-20,000 Hz ± 3
dB; imp 8 ohms; sens 88 dB sPIJW/m; power
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handling 15-100 W. 100% MDF construction;
black laquer finish. 8 x 221/2 x 9 in $799/pr

Monitor 9 2 -Way Bookshelf Speaker
I -in metal -dome tweeter, 61/2 -in impregnated
woofer. Infinite -baffle design. FR 55-20.000 Hz
± 3 dB; imp 8 ohms; sens 88 dB set/W/m;
power handling 15-100 W. 100 % MDF cabinet
construction. 8 x 141/2 x 81/4 in $499/pr

Monitor 7 2 -Way Bookshelf Speaker
5/4 -in metal -dome tweeter, 41/2 -in impregnated
woofer. Features rear port. FR 60-20.000 Hz
3 dB; imp 8 ohms; sens 88 dB set/W/m; power
handling 15-70 W. 100% MDF cabinet construc-
tion. 61/2 x 131/2 x 7 in. $399/pr

Speaker Stands
STIO. Welded, lead -filled, 66 lb. each. Black
powder -coat finish; suits Studio 10. $750/pr
MAMS 7. Rigid metal stand, sand fillable; suits
Monitor 7. Monitor 9, MA -700 Gold, MA -852
Gold, Studio 10. $175/pr
MAMS 11. Rigid metal stand, sand-fillable;
suits Monitor 11. $175/pr

MORDAUNT-SHORT
System 442 3 -Way Speaker
Reflex speaker with two 7 -in woofers and I -in
titanium -dome tweeter. Power handling 300 W
cont; frequency response 50-20,000 Hz t 5 dB;
sens 87 dB sPUW/m; imp 6 ohms; crossover
points 250 and 5,000 Hz. Black -ash. mahogany.
walnut, or light ash finishes. 10 x 37 x 15 in; 55
lb/ea $2,900/pr

MS 3.50 2 -Way Speaker
Transmission -line speaker with 8 -in woofer and
I -in aluminum -dome tweeter. Min power 15 W;
FR 45-22,000 Hz ±5 dB; sens 90 dB sPUW/m;
imp 8 ohms; crossover ooint 4,000 Hz. Black -
ash finish. 9 x 35 x 15 in; 40 lb ea $899/pr

MS 3.40 2 -Way Speaker
Reflex speaker with 8 -in woofer and I -in alumi-
num -dome tweeter. Min power 15 W; FR 50-
22,000 Hz -± 5 dB; sens 90 dB set./W/m; imp 8
ohms; crossover point 4,000 Hz. Black -ash fin-
ish. 9 x 23 x 15 in; 21 lb ea $549/pr

MS 3.30 2 -Way Speaker
Reflex speaker with 8 -in woofer and I -in alumi-
num -dome tweeter. Min power 15 W; FR 60-22
Hz 2.- 5 dB; sens 90 dB sPUW/m; imp 8 ohms;
crossover point 4,000 Hz. Black -ash finish. 9 x
18 x 11 in; 18 lb ea $449/pr

MS 3.20 2 -Way Speaker
Reflex speaker with 5 -in woofer and 5/4 -in alu-
minum -dome tweeter. Min power 15 W; FR 70-
22.000 Hz ± 5 dB; sens 88 dB sPUW/m; imp 8
ohms; crossover pt 5,000 Hz. Black -ash finish.
7x 14 x 8 in;9Ibea $349/pr

MS 3.10 2 -Way Speaker
Reflex speaker with 5 -in woofer and 1/2 -in alu-
minum -dome tweeter. Min power 15 W; FR 75-
20,000 Hz -5 dB; sens 88 dB spiJW/m; imp 8
ohms; crossover point 5,000 Hz. Black -ash fin-
ish. 7x II x8 in $249/pr

Model 3.1S Stand. Adjustable polypropylene
stand for all Mordaunt-Short speakers . I29/pr

MOREL
Duet 2 -Way Speaker
6 -in woofer and 11/2 -in ferrofluid-cooled soft -
dome tweeter. Features Hexatech winding (alu-
minum wire wound hexagnally) in tweeter:
double -magnet woofer Hexatech voice coil.
Power handling 150 W rms; FR 40-22.000 Hz ± 2

dB. Black lacquer finish. 8 x 15 x 12 in; 20
lb $995/pr
Blond Oak veneer $945/pr

Encore Satellite/Subwoofer System
2 -way satellites with 6 -in woofer and 1.1 -in
dome tweeter. Power handling 120 W rms; FR
90-22.000 Hz. 7 x 11 x 9 in; 16 lbs. Black -
lacquer finish. Subwoofer contains dual 9 -in
woofers in push-pull configuration; built-in 90-
Hz crossover point. Power handling 150 W
rms; FR 30-90 Hz. matte -black finish. 12 x 20 x
14 in; 32 lb $990
Satellites $495/pr
Subwoofer $495 ea

MLP-403-II 3 -Way Speaker
Ported floor -standing speaker with 9 -in free -
edge paper -cone woofer. 3 -in dome midrange.
and 11/2 -in dome tweeter. Power range 10-125 W
rms; FR 38-25.000 Hz ± 3 dB; sens 88 dB sptJW/
m: imp 4-8 ohms. Finished in walnut, teak, or
black. 12 x 21 x 10 in: 261b $695/pr

MPL-203 2 -Way Speaker
Linear -phase speaker with 6 -in woofer and 11/2 -

in ferrofluid-cooled soft -dome tweeter. Fea-
tures sealed cabinet: woofer with double mag-
net. 3 -in voice coil. Power handling 150 W; FR
45-28.000 Hz ± 3 dB. Walnut. red walnut, teak.
or black finish. 8 x 16 x 91/2 in; 18 lb $640

MPL-307 2 -Way Speaker
Speaker with two 9 -in woofers and a I1/2 -in
dome tweeter. Power handling 200 W; FR 33-
25,000 Hz -± 3 dB. Walnut veneer. 13 x 23 x 12
in; 32 lb $400

MLP-202 II Bookshelf Speaker
Acoustic -suspension linear -phase bookshelf
speaker. Power range 10-150 W rms; FR 60-
28,000 Hz w 3 dB: sens 89 dB set/W/m; imp 4-6
ohms. Available in walnut, teak, or black. 8 x
13 x 10 in $545/pr

CR-7 2 -Way Bookshelf Speaker
Acoustic -suspension bookshelf speaker with 6 -
in treated paper -cone woofer with metal grille
and I -in soft -dome tweeter with metal grille to
eliminate internal standing waves and improve
dispersion and flatness of frequency response.
Features an asymmetrical cabinet design; avail-
able in mirrored pairs. Power range 20-200 W
rms; FR 70-25.000 Hz ± 3 dB; sens 90 dB sPUW/
m; imp 4-8 ohms. Black finish. 45/4 x II x 7'/2
in; 10 lb ea $498/pr

MLP-201 II 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 9 -in free -
edge paper -cone woofer and 11/2 -in dome tweet-
er. Power range 10-100 W rms; FR 48-20,00() Hz
±3 dB; sens 89 dB sPUW/m; imp 8 ohms.
Walnut finish. 10 x 16 x 10 in $395/pr

Speaker Accessories
B-7. Mounting bracket for CR-7 or Encore
satellites $40/pr
ST -2.4 -in black wooden stands $30/pr
ST -4. 9 -in black lacquer stands $135/pr
ST -6. 19 -in black-laquer stands $145/pr

MUSEATEX
Mellor One Speaker
Full -range planar speaker. FR 30-20,000 Hz ± 5
dB; sens 90 dB; power 30 W. Mahogany finish
with black grille; 60 lbs ea. $2,250/pr

NAIM
NA SBL 2 -Way Speaker
8 -in woofer and 1/2 -in dome tweeter. featuring
external, detachable crossover; decoupled

tweeter. FR 30-20,000 Hz ± 3 dB; sens 88 dB
set/W/m; imp 6 ohms; power handling 75 W
max. Black -ash or walnut finish; comes with
stand. 101/2 x 341/2 x 101/2 in $2,895/pr

NA IBL 2 -Way Speaker
6 -in woofer and 1/2 -in dome tweeter. Features
active crossover. FR 45-20,000 Hz ±3 dB; sens
86.5 dB sptJW/m; imp 6 ohms; power handling
65 W max. Black -ash and walnut finish; comes
with stand. 95/4 x 311/2 x 101/2 in $1,490/pr
NA PXO. Passive crossover for above ... $235

NEAR
CS-410CL Concert Grand 3 -Way Speaker
Four woofers. 2 midranges. and 8 tweeters in
array. Power range 60-350; imp 8 ohms. Classic
style cabinet. 36 x 52 x 19 in $6,990/pr
CS -410M. Same as above, except Moorish -

style cabinet $6,990/pr
CS -310B. Same as CS-410CL, contemporary
style $6,490/pr

Symphony No. 1 CS -4000 CL 3 -Way Speaker
2 woofers, 61/2 -in midrange, and eight 2 -in
tweeters in array. Features infinite -baffle de-
sign. Max power 250 W; imp 8 ohms; crossover
points 400 and 2,500 Hz. Classic styling. 261/4 x
441/2 x 151/2 in $4,180/pr
CS -4000M. Same as above, Moorish styl-
ing $4,180/pr
CS -4000A. Same as CS -4000 CL, comtempor-
ary style $3,499/pr

Concerto V CS -302 M 3 -Way Speaker
I2 -in woofer. 6 -in midrange, and two 2 -in
tweeters. Features infinite -baffle enclosure.
Max power handling 150 watts; imp 8 ohms;
crossover points 400 and 2.500 Hz. Walnut
finish. 26 x 28 x 15 in $2,200/pr
CS -300M 2 -Way Speaker. Same as above, 2-
way: upgrade to 302M available $1,500/pr

NEAR Series Speakers
All speakers are covered by 10 -year warranty;
cabinets covered by 2 -year warranty.

NEAR -80 4 -Way Speaker
Floor -standing speaker with 12 -in multiple -fi-
ber woofer, 6 -in metal -alloy midrange, 2 -in up-
per -midrange, and 5/4 -in dome tweeter. Fea-
tures infinite -baffle enclosure. Power handling
20-250 watts; FR 33-22,000 Hz ±3 dB; cross-
over points at 400, 2,500, and 12,000 Hz. 151/2 x
41 x 123/4 in; 69 lb $1,598/pr

NEAR -50M 3 -Way Speaker
Tuned -port, floor -standing speaker with 8 -in
metal -cone woofer; 4 -in metal -alloy midrange;
and 1/2 -in metal -dome tweeter. Power handling
20-150 watts; FR 32-25.000 Hz ± 1.5 dB; cross-
over points 250 and 4.000 Hz; sens 89 dB sm../
W/m; imp 8 ohms nom. Walnut $1,540/pr

NEAR -60 3 -Way Speaker
Ported speaker with I2 -in woofer, 4 -in metal-
alloy midrange, and 1 -in soft -dome tweeter.
Power range 25-100 W; FR 35-22,000 Hz t 3 d13;
imp 8 ohms; crossover points 800 and 3,000 Hz.
Vinyl. 151/2 x 27 x II in; 48 lb $799/pr
Dark oak $998/pr

NEAR -40M 2 -Way Speaker
Tuned -port, floor -standing speaker with 8 -in
metal -cone woofer and 1 -in metal -dome tweet-
er. Power handling 20-250 W; FR 32-28,000 Hz

2dB; crossover point 800 Hz. Walnut. 101/2 x
343/4 x 111/2 in; 36 lb $899/pr

NEAR -30M 2 -Way Bookshelf Speaker
Piston speaker with 1 -in aluminum -dome tweet-
er and 8 -in metal woofer. FR 46-25,000 Hz; :I:2
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dB: sens 88 dB sPL/W/m; crossover point
1.800 Hz. 101/z x 17 x II in; 32 lb $720/pr

NEAR -20 3 -Way Speaker
Ported speaker with two 8 -in polypropylene -
cone woofers and 1/4 -in dome tweeter. Power
range 25-75 W: FR 38-23,000 Hz ±3 dB; imp 8
ohms; crossover points 500 and 3,000 Hz. Dark
oak or vinyl. 10 x 34 x 101/4 in; 38 lb $560/pr

NEAR -I0 2 -Way Speaker
Ported speaker with 8 -in polypropylene -cone
woofer and 1/4 -in soft -dome tweeter. Power
range 25-75 W; FR 38-23,000 Hz ± 2.5 dB; imp 8
ohms; crossover point 3,500 Hz. Dark oak or
vinyl. 101/4 x 20 x 10 in; 17 lb $330/pr

Weather -Resistant Speakers

A.E.S. 2.0 2 -Way Outdoor Speaker
8 -in metal -alloy -cone woofer and 2 -in metal -
cone tweeter. Power range 25-150 W: FR 40-
18.000 Hz; imp 8 ohms; crossover point 2.500
Hz. Fiberglass -resin finish. 13 x 20 x 12 in; 24
lb $699/pr

A.E.S. 1.5 2 -Way Outdoor Speaker
6 -in metal -alloy -cone woofer and 2 -in metal -
cone tweeter $499/pr

NELSON -REED
Model 8-04/C 3 -Way Speaker
Floor -standing speaker with two 8 -in fiber cone
woofers. 3 -in dome midrange, and 1/4 -in soft -
dome tweeter. Features proprietary, hand -
tuned crossover; biampable: 3 -amp fast -blow
fuse for low -frequencies and 2 -amp fast -blow
fuse for high-frequencies/thermal protection.
Adjustable bass -loading. FR 32-20.000 Hz ± 3
dB: sens 97 dB sm../W/m; imp 8 ohms nominal;
power handling 500 W max, 75 W rms from 250-
4.000 Hz; crossover points 320 and 4,000 Hz.
Oiled oak, walnut, or diamond -black lacquer
finish. 5-yr warranty. 12 x 47 x 15 in; 100
I b $3,250/pr

Model 8-02/B 3 -Way Speaker
Floor -standing. slot -loaded speaker with 8 -its
Bexetrene-cone woofer. 4 -in cone midrange.
and 1/4 -in soft -dome tweeter. Features propri-
etary 22 -element crossover; biampable; 3 -amp
fast -blow fuse for thermal protection. Ajustable
bass loading. Frequency response 32-20,000 Hz
± 2 dB; sens 92 dB sPL/W/m; imp 8 ohms
nominal; power handling 250 W; crossover
points 150 Hz and 4500 Hz. Oiled -oak. walnut.
or diamond -lacquer finish. 5-yr warranty. 12 x
16 x 15 in: 60 lb $1,290/pr
Model 8 -Sand. Base for above $150/pr

Model 6-02/B 2 -Way Bookshelf Speaker
Ported speaker with 61/2 -in Bexetrene-cone
woofer, 1/4 -in soft -dome tweeter. Features pro-
prietary 14 -element crossover; 2 -amp fast -blow
fuse for thermal protection. FR 32-20,000 Hz ± 3
dB: sens 84 dB sPIJW/m; imp 8 ohms nominal;
power handling 50 W: crossover point 3,500
Hz. Oiled -oak. walnut, or diamond -black -lac-
quer finish. 5-yr warranty. 12 x 19 x II in; 25
lb $620/pr

Model 5-02B 2 -Way Mini -Speaker
Acoustic -suspension speaker with 5 -in bexe-
trene-cone woofer, and 1/4 -in soft- dome tweet-
er. Features proprietary I4 -element crossover;
2 -amp fast -blow fuse for thermal protection.
Frequency response 70-20.000 Hz ± 3 dB; sen-
sitivity 90 dB sPL/W/m; impedance 8 ohms
nominal; power handling 40 W; crossover point
3,500 Hz. Oiled- oak, walnut, or diamond -black
lacquer finish. 5-yr warranty. 8 x 12 x 8 in; 12
lb $550/pr

Subwoofers

Model 1204 Active Powered Subs rifer
Comprised of 1204/P subwoofer and AC -1204
active crossover. Acoustic -suspension sub -
woofer features four I2 -in fiber -cone drivers.
two facing forward and two facing back: may be
used with either mono or stereo amplifier; two
3 -amp fast -blow fuses. Crossover features qua-
druple -slope filter with both bypass and mono -
bass modes; adjustable level. FR 16-62,000 Hz
±3 dB; sens 93 dB sn../W/m; imp 8 ohms
nominal: power handling 300 W rms; crossover
point 62 Hz. Oiled -oak, walnut, or diamond -
black lacquer finish. 5-yr warranty. HI x 39 x 18
in; 100 lb $1,770/sys
Model 1204/P. Extra subwoofers $1.200 ea
Model AC -I204. Separate crossover ... $570 ea

Model 1201 Mono Subwoofer
12 -in fiber cone woofer for use with model 5-02
or 6-02/B speaker, or most any 2 -way planar
speaker; no external crossover required; 3 -amp
fast -blow fuse. FR 32-120 Hz ± 3 dB; sens 84 dB
sPtJW/m; imp 8 ohms nominal; power handling
100 W rms; crossover point 120 Hz. Oiled -oak,
walnut or diamond -black lacquer finish. 5-yr
warranty. 18 x 18 x 18 in; 40 lb $S90 ea
Model 1202. Stereo version of above. 15 x 25 x
12 in $890/pr

NHT
Model Two 3 -Way Speaker
Sealed with two 61/2 -in woofers. 61/2 -in mid-
range. I -in dome tweeter; angled baffle; mag-
netic shielding. FR 40-22,000 Hz ±3 dB; nom
imp 8 ohms; min power 35 watts. Black, white.
oak finish: black or white grilles. 7 x 37 x 12 in:
45 lb ea $900/pr

MI00 3 -Way Speaker
Vented speaker with 10 -in 4 -layer voice coil
woofer, 61/2 -in midrange. I -in ferrofluid-cooled,
fabric -dome tweeter. Max power 450 W/ch; FR
29-24.000 Hz 3 dB; nom imp 8 ohms; sens 88
snJW/m. Matte black finish. 13 x 31 s 16 in; 60
lbs ea $600 ea

Model 1.3 2 -Way Speaker
Sealed speaker with 6'/ --in polypropylene woof-
er and I -in ferrofluid-cooled dome tweeter.
Features angled baffle. Frequency response 50-
25,000 Hz ± 3 dB; nom imp 8 ohms; sens 86 dB
sm_./W/m. Black, white, or oak finish. 7 x 16'/_ x
10 in: 15 lb $480/pr

Model One 2 -Way Speaker
Sealed speaker with 61/2 -in woofer, 6'/ --in mid-
range. I -in dome tweeter. Features angled baf-
fle; magnetic shielding. FR 63-22,000 Hz ± 3 dB:
nom imp 8 ohms; min power 20 watts. Black or
white and grille. 7 x 12 x 10 in: 1 1 lb ea $340/pr

Model Zero 2 -Way Speaker
Sealed speaker with 4'/ --in woofers. I -in dome
tweeter; angled baffle; magnetic shielding. FR
85-21.000 Hz ±3 dB: nom imp 8 ohms; min
power 15 watts. Black finish and grille. 6 x 9 x 5
in: 45 lb ea $200/pr

Model IC 2 -Way Speaker
Sealed speaker with 61/2 -in woofer, I -in tweet-
er. magnetic shielded, designed for center -
channel use. FR 63-22,000 Hz ± 3 dB; nom imp 8
ohms: min power 20 W/ch. Black finish. 7 x 12
x 81/2 in; I I lbs ea $170ea

Subwoofers

Model SW2 Subwoofer
Vented enclosure with 10 -in high -excursion
woofer. Features built-in passive crossover and

direct input. FR 22-130 Hz (network). 22-350 Hz
(direct); nom imp 8 ohms; sens 89 dB spL/W/m:
max power 200 W/ch. Black, white, oak finish.
16 x 16x 16 in; 40 lbs $700/pr

Model SW -I Subwoofer
Sealed speaker with dual 6'/ --in woofers. FR 40-
100 Hz ±3 dB: nom imp 8 ohms; min power 35
watts. Black, white, or oak finish: black or
white grilles. 8 x 19 x 12 in; 27 lb ea $250

NILES
Model 300 2 -Way In -Wall Speaker
8 -in polypropylene woofer with rubber edge
and I -in soft -dome tweeter. Features slide
switch crossover. Min power 10 W/ch; FR 40-
20,000 Hz ±3 dB; sens 89 dB sm_./W/m; imp 8
ohms; crossover point 2.500 Hz. Pearl -white
finish and grille cover. ION x 141/4 x in; 12 lb/
pr $460/pr

Model 200 2 -Way In -Wall Speaker
6"1 -in polypropylene woofer with rubber edge
and I -in soft -dome tweeter. Features assign-
able jumper on crossover. Min power 10 W/ch;
FR 55-20,000 Hz ± 3 dB; sens 88 dB sPL/W/m;
imp 8 ohms; crossover point 2,800 Hz. Pearl -
white finish and grille cover. 83/4 x 111/4 x 31/2 in:
9 lb/pr $330/pr

Model 100 2 -Way In -Wall Speaker
6/2 -in polypropylene woofer with treated foam
edge and I -in dome tweeter. Features assign-
able jumper on crossover. Min power 15 W/ch:
FR 55-20.000 Hz ±3 dB; sens 87 dB sPIJW/m:
imp 8 ohms; crossover point 4.000 Hz. Pearl -
white finish and grille. 81/4 x 11'/4 x 31/4 in; 6.5 Ib/
pr $220/pr

NOVAK
MR 7 2 -Way Bookshelf Speaker
7 -in Kevlar woofer and I -in Kevlar inverted -
dome tweeter. Features polypropylene capaci-
tors; air -core inductors; internal bracing. Pow-
er range 10-250 W; FR 48-22.000 Hz ±3 dB;
sens 90.5 dB spt./W/m $1.090/pr

Model 2X 2 -Way Speaker
61/2 -in plastic -cone woofer and ferrofluid-
cooled dome tweeter. Features 4th -order But-
terworth loading; 1st -order crossover with my-
lar capacitors; nondiffraction baffle;
nonallergenic antistatic black -foam grille. Pow-
er range 5-75 W; FR 44-24,000 Hz ±3 dB: sens
91 dB sPL/W/m $400/pr
Black laminate $449/pr

ODEON
Point One 3 -Way Speaker
Floor -standing, speaker with two 10 -in woof-
ers, two 51/4 -in midranges, and one I -in dome
tweeter. Features truncated -pyramid shape;
I'/ --in fiberboard construction; fourth -order
bandpass enclosure for subsection: acoustic -
suspension enclosure for midranges. FR 18-
35,000 Hz ± 3 dB; sens 89 dB spUW/m; power
handling 100-400 W/ch: imp 4 ohms nominal:
crossover points 90, 2,500 Hz. 32 x 72 x 19 in;
165 lbs ea. Zolatone finish $3.899/pr
Gloss lacquer $4,899/pr
Marble $12.000/pr

Point Three 2 -Way Speaker
Floor -standing, bass -reflex speaker with one
61/2 -in polypropylene woofer and one I -in dome
tweeter. Features damped vented enclosure;
truncated -pyramid shape; 1/4 -in fiberboard con-
struction; FR 58-40.000 Hz ±3 dB; sens 87 dB
spt./W/rs; power handling 10-120 W/ch: imp 8
ohms; crossover point 2,000 Hz. Zolatone fin -
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ish; other finishes available at different prices.
19 x 36 x 61/2 in; 36 lbs ea $799/pr

Zero Three Subwoofer
Four 61/2 -in polypropylene woofers. Features
fourth -order bandpass design; 3/4 -in fiberboard
construction; truncated -pyramid shape. FR 22-
100 Hz ±3 dB; sens 89 dB sn/W/m; power
handling 10-300 W/ch; imp 4 ohms nominal.
Zolatone finish; other finishes available at dif-
ferent prices. 24 x 32 x 161/2 in; 90 lbs ea $699 ea

Point/Zero Five Subwoofer/Satellite System
Subwoofer module with two 51/4 -in polypropyl-
ene woofers; two acoustic -suspension satellites
with two 4 -in polypropylene midranges and two
3/4 -in dome tweeters. Each satellite features
truncated -pyramid shape; 1/2 -in and Mt -in fiber-
board construction. FR 39-24.000 Hz ± 3 dB;
sens 86 dB sPt/W/m; power handling 10-150 W/
ch; imp 8 ohms nominal; satellite crossover
point 7.000 Hz. Zolatone finish; other finishes
available at different prices. Sat: 141/2 x 7 x 141/2
in; sub: 71/4 x 9 x 41/2 in; 20 Ibs/sys 5549/sys

Zero Four Subwoofer
Subwoofer with two 61/2 -in woofers. Features
truncated -pyramid shape; bandpass design; 3/4 -
in and 1/2 -in fiberboard construction. FR 32-120
Hz ± 3 dB; sens 88 dB sn/W/m; power han-
dling 10-200 W/ch; imp 8 ohms nominal. Zola -
tone finish; other finishes available at different
prices. 151/4 x 24 x 123/4 in; 30 lbs ea $399 ea

Point Four 2 -Way Speaker
Bass -reflex shelf- or stand -mount speaker with
one 51/4 -in polypropylene woofer and one Y4 -in
soft -dome tweeter. Features damped vented
enclosure; truncated -pyramid shape; 1/2 -in and
3/8 -in fiberboard construction. FR 58-40.000 Hz
± 3 dB; sens 87 dB sPIJW/m; power handling
10-120 W/ch; imp 8 ohms nominal; crossover
point 2,500 Hz. Zolatone finish; other finishes
available at different prices. I I 1/4 x 141/2 x 61/2 in;
5 lbs ea $349/pr

OHM
Walsh 5 Vented Speaker
Features coherent -line source (CLS) Walsh
driver; 3 controls for lows, perspective (mid-
range), and highs, each with 3 positions; gold-
plated 5 -way binding posts; gold internal con-
nectors; Monster Cable internal wiring. Power
handling 500 W cont; FR 25-25,000 Hz ±4 dB;
imp 4 ohms. Available in walnut, oak and rose-
wood finishes or teak/white/black lacquer. 95
lbs; 171/2 x 171/2 in bottom tapering to 15 x 15 in
at top; 43 in tall; 95 lb ea. 56.000/pr

XO Line

4X0 Inverted -Cone Speaker
Bass -reflex speaker features coherent -line
source (CLS) conical -surface driver; gold:plat-
ed 5 -way binding posts; gold internal connec-
tors; lead -lined cabinet; Monster Cable internal
wiring; casters; ferrofluid cooled; protection
circuits. Standard finish walnut and oak, avail-
able in rosewood, black, or white lacquer. Pow-
er handling 500 W cont; FR 32-23.000 Hz ±4
dB; imp 8 ohms. 151/2 x 40 x 151/2 in $2,500/pr

3X0 Inverted -Cone Speaker
Bass -reflex speaker features coherent -line
source (CLS) inverted cone driver; press -con-
nector inputs accept banana plugs or up to 12 -
gauge wire; lead -lined cabinet; casters; ferro-
fluid cooled; protection circuits. Standard
finish walnut and oak, available in rosewood.
black, or white lacquer. Power handling 200 W
cont; FR 36-22,000 Hz ±4 dB; imp 8 ohms. 131/2
x 36 x 131/2 in. at base $1,650/pr

2X0 Inverted -Cone Speaker
Bass -reflex speaker features coherent -line
source (CLS) inverted -cone driver; press -con-
nector inputs accept banana plugs or up to 12 -
gauge wire; sub -bass activator; ferrofluid
cooled; protection circuits. Standard finish wal-
nut and oak, available in rosewood. black. or
white lacquer. Power handling 120 W cont. FR
44-21,000 Hz zt 4 dB; imp 8 ohms. 11'/ x 321/2 x
11'/- in 5I.150/pr

I XO Inverted -Cone Speaker
Bass -reflex speaker featuring coherent -Line
source (CLS) inverted -cone driver; press -con-
nector inputs accept banana plugs or up to 12 -
gauge wire; ferrofluid cooled; protection cir-
cuit, circular metal grille. Walnut finish. FR 48-
20,000 Hz w 4 dB; power range 10-90 W; imp 8
ohms. 111/2 x 321/2 x 111/2 in at base tapering to
91/4 x 91/4 in at top; 24 lb $900/pr

Full Room Stereo Line

FRS 15 Inverted -Cone Speaker
Features inverted -cone, coherent -line source
(CLS) driver; ferrofluid-cooled driver and pro-
tective circuits; bass -reflex enclosure heavily -
braced and lead -lined; sub -bass activator; S-
way binding posts. Power handling SOO W peak;
FR 30-22,000 Hz -2:4 dB; sens 91 dB sn/W/m;
imp 8 ohms. Finished in oak -vinyl veneer. 111/4
x 54 x 113/4 in SI .400/pr

FRS II Inverted -Cone Speaker
Features inverted -cone, coherent -line source
(CLS) driver; ferrofluid-cooled driver and pro-
tective circuits; bass -reflex enclosure, heavily
braced and lead -lined; sub -bass activator; S-
way binding posts. Power handling 250 W peak;
FR 35-22,000 Hz t4 dB; imp 8 ohms. Finished
in oak -vinyl veneer SI .100/pr

FRS 9 2 -Way Speaker
Features corner -mounted tweeter, 8 -in woofer
and rear -mounted I2 -in passive radiator; ferro-
fluid-cooled driver; sub -bass activator; 5 -way
binding posts; protection circuits. Power han-
dling 225 W peak; FR 36-20,000 Hz ±4 dB; imp
8 ohms. Finished in oak -vinyl veneer 113/4 x
351/4 x 111/4 in 5800/pr

FRS 7 2 -Way Speaker
Features corner -mounted tweeter, 6 -in woofer
and rear -mounted 10 -in passive radiator; ferro-
fluid-cooled driver; sub -bass activator; 5 -way
posts; protection circuits. Power handling 175
W peak; FR 40-20,000 Hz ±4 dB; sens 91 dB
spiJW/m; imp 8 ohms. Finished in oak -vinyl
veneer 5650/pr

FRS 5 2 -Way Bookshelf Speaker
Corner -mounted tweeter. 6 -in woofer. ferro-
fluid-cooled driver. Sub -bass activator; 5 -way
binding post; protection circuits. Power han-
dling 125 W peak; FR 48-20.000 Hz -± 4dB; imp8
ohms. Finished in oak -vinyl veneer. 113/4 x 11 3/4
X 113/4 in $450/pr

Sound Cylinders Line

Pro 250 Sound Cylinder Speaker
Coherent line source cylindrical speakers. Fea-
tures lead lining; Monster Cable wirings. Power
handling 250 W cont; FR 35-20,000 Hz; sens 91
dB; imp 8 ohm. 451/2 -in h x 111/2 -in dia $1 ,400/pr
Pro 200. Similar to above, but power handling
200 W cont; FR 39-20,000 Hz; sens 91 dB; imp 8
ohm. Oak or black -vinyl finish. 39 -in h x 11 1/2 -in
dia 51100/pr
Pro 150. Similar to Pro 250, but power handling
150 W cont; frequency response 42-20,000 Hz;
sensitivity 91 dB; impedance 8 ohms. 341/2 -in h
x 111/2 -in diameter $850/pr

Coherent Audio Monitors Series

CAM 42 SBA 2 -Way Bookshelf Speaker
Features 3/4 -in polycarbonate-dome tweeter
system; 8 -in polypropylene woofer; ferrofluid-
cooled tweeter; 12 -in passive radiator, and pat-
ented sub -bass -activator. Peak power handling
300 W; FR 39-20,000 Hz ±4 dB; sensitivity 90
dB spt/W/m; imp 8 ohms. Oak or black -vinyl
finish. 143/4 x 261/2 x I I in $680/pr

CAM 32 SBA 2 -Way Bookshelf Speaker
Features 3/4 -in polycarbonate-dome tweeter
system, 61/2 -in woofer, 10 -in passive radiator.
Polyswitch circuit breaker; protection circuit;
patented sub -bass activator. Peak power han-
dling 175 W; FR 39-20.000 Hz ±4 dB; sens 90
dB; imp 8 ohms. Brushed bronze vinyl. 123/4 x
221/4 x 11 in $520/pr

CAM 16 SBA 2 -Way Bookshelf Speaker
Two-way vented speaker. Features rotatable
tweeter system mounted on cabinet; bevelled
cabinet; frameless grilles; 61/2 -in woofer. Peak
power handling 125 W; FR 46-20.000 Hz ±4 dB;
sens 89 dB; imp 8 ohms. Brushed bronze vinyl.
9 x 171/4 x II in 5400/pr

OPTIMUS BY RADIO SHACK
Mach Two 3 -Way Speaker
Vented, ferrofluid-cooled with I5 -in woofer. 5 -
in cone midrange. 4 -in dual -radial superhorn
tweeter. Level controls for midrange and
tweeter. Max power 160 W; sens 94 dB spt../W/
m $520/pr

Model 1050 3 -Way Speaker
Bass -reflex speaker with 15 -in woofer, 5 -in
midrange, and 3 -in ferrofluid-cooled tweeter.
Features tuned -port design; removable grille.
Frequency response 60-20,000 Hz; power han-
dling 100 W; sens 90 dB sptJW/m; imp 8 ohms.
Oiled walnut finish. Dimensions: 173/s x 291/4 x
11 Ys in; 44 lbs $400/pr

Model 950 2 -Way Speaker
Bass -reflex speaker with IS -in woofer and fer-
rofluid-cooled tweeter. Features tuned -port de-
sign; removable grille. FR 50-20,000 Hz; power
handling 100 W; sens 90 dB sit/W/m; imp 8
ohms. Oiled walnut. 191/2 x 231/4 x 111/4 in5340/pr

Model 650 3 -Way Speaker
Bass -reflex speaker; I2 -in woofer; 4 -in mid-
range; 21/2 -in cone tweeter; 100 W; sens 91
dB $240/pr

OWI
2300 2 -Way Weather -Resistant Speaker
Walkeiling-mount, weatherized flat -wave sys-
tem with 5 x 5 -in dynapleat woofer. 11/2 -in dyna-
ribbon tweeter. Features woofer with strontium
magnet. Power handling 30 W rms, 60 W max;
FR 50-20.000 Hz; sens 85 dB sPLW/m; imp 4
ohms; crossover point 5,000 Hz. Available in
ivory or black. 9 x 9 x 11/:., in; 22/4 lb ea . $450/pr

OW1-503 3 -Way Weather -Resistant Speaker
High-fidelity speakers. Features 51/4 -in woofer,
2 -in tweeter, I -in tweeter, 10 -oz magnet. Power
handling 60 W rms, 120 W max; FR 60-22,000
Hz; sens 93 dB sn./W/m; imp 8 ohm; crossover
points 6,000, 9,000 Hz. Aluminum diecast;
black or cream. 63/4 x 10 x 6 in; 7 lb ea . 5350/pr

Thindy II Model 2301 Wall/Ceiling Speaker
Wall/ceiling, flush mount speaker with 51/2 -in
Honeycomb -Ring speaker; 81/2 -oz strontium
magnet. Power handling 30 W rms, 60 W max;
FR 65-20.000 Hz; sens 90 dB sPt/W/m; imp 6
ohm. Black or ivory. 9 x 9 x 13/4 in; 21/41b$350/pr
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INVESTING IN SOUND?
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Here's how to make it pay off!

Stereo Review is written for people
who want to make smart buying
decisions. We'll help you find the
right stereo equipment-the first
time you buy-and show you how to
use it the right way. Because sound
information is the key to getting
an audio system that will
give you what you really
want.

We test over 70 stereo
products in all price
ranges each year. Stereo
Review's product evalua-
tions tell you how the com-
ponents sound ... identify
unique features ...compare
models to others in the
same price bracket. We
warn you about design
quirks, distortion, potential problems.

We make the components suffer-
so you don't have to.

Stereo Revi%
AMERICAN .1

CLASSICS
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You'll appreciate our straightforward
explanations of audio technology. Tell-

ing you how to get more out of your
equipment. Announcing important

breakthroughs. Clueing you in on pro-
fessional maintenance tips. The kind

of inexpensive know-how that can
make a million -dollar dif-

ference in how your system
sounds.

Even if you already have
the perfect system, you'll

value Stereo Review's
record reviews. An average
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OW1-900 Weather -Resistant Subwoofer
Weatherized subwoofer with 51/4 -in speaker and
10 -oz magnet. Power handling 30 W rms, 60 W
max; FR 40-450 Hz; imp 8 ohms; sens 93 dB sit/
W/m; crossover point 430 Hz. Aluminum die-
cast cabinet; black. 6Y4 x 10 x 6 in $225/pr

OWI-203 3 -Way Weather -Resistant Speaker
Mini -loudspeakers featuring 4 -in polypropyl-
ene woofer. 2 -in mylar tweeter. and 1/2 -in mylar
tweeter; 10 -oz strontium magnet. Power han-
dling 50 W rms; 100 W max; FR 90-22.000 Hz;
imp 8 ohm; sens 92 dB sPUW/m; crossover
frequencies 6,000 and 9,000 Hz. Aluminum die-
cast cabinet; autumn gray, black, or cream. 41/2
x 7 x 4 in; 51/2 lb ea $190/pr

OW1-202 2 -Way Weather -Resistant Speaker
Mini -loudspeakers featuring 4 -in polypropyl-
ene woofer, 2 -in mylar tweeter, 10 -oz strontium
magnet. Power handling 40 watts rms. 80 watts
maximum; FR 90-20.000 Hz; nom imp 8 ohms;
sensitivity 92 dB sPIJW/m; crossover frequency
6.000 Hz. Autumn gray. black. or cream finish.
41/2 x 7 x 4 in; 41/4 lb $170/pr

PARADIGM
Studio Monitor 3 -Way Speaker
Floor -standing design. Features twin 8 -in woof-
ers with diecast chassis, mineral filled copoly-
mer polypropylene cone. Kapton voice -coil
former; I -in laminated textile -dome tweeter.
ferrofluid cooled and damped. Individually cali-
brated, phase corrected 2nd and 3rd -order
crossovers. Medite baffle. FR 28-20,000 ± 2 dB;
sens 91.5 dB; power range 15-200 W at 10%
clipping. Triwirable and triampable. Walnut.
oak- or black -ash wood finish. 111/2 x 421/2 x 161/2
in; 90 lb $1,950/pr

I IseMk11 2 -Way Speaker
Twin 8 -in woofers with high-pressure diecast
chassis, mineral -filled copolymer polypropyl-
ene cones, aluminum/Kapton voice -coil
formers; I -in laminated textile -dome tweeter,
ferrofluid cooled and damped. Phase -corrected
3rd -order crossover. Frequency response 33-
20,00 Hz ± 2 dB; sens 93 dB; power 15-160 W.
Walnut or black -ash vinyl finish. 113/4 x 393/4 x
141/2 in; 60 lb $870/pr

Export Monitor 2 -Way Speaker
8 -in woofer with high-pressure diecast chassis.
mineral -filled laminated copolymer polypropyl-
ene cone. Kapton voice -coil former: I -in lami-
nated textile -dome tweeter, ferrofluid cooled
and damped. Individually calibrated, phase -

corrected 4th -order crossover. Medite baffle.
FR 28-20.000 Hz ± 2 dB; sens 88.5 dB; power
range 15-100 W. biwirable and biampable. Wal-
nut. oak, or black -ash wood finish. 103/4 x 24 x
14; 35 lb $840/pr

Control Monitor 2 -Way Speaker
8 -in woofer with high-pressure diecast chassis,
mineral -filled laminated copolymer polypropyl-
ene cone, Kapton voice -coil former; I -in lami-
nated textile -dome tweeter, ferrofluid cooled
and damped. Individually calibrated. phase -

corrected 3rd -order crossover. Medite baffle.
FR 39-20,000 Hz ± 2 dB; sens 90 dB: power
range 15-100 W. Biwirable and biampable. Wal-
nut, oak, or black -ash wood finish. ... $700/pr

Compact Monitor 2 -Way Speaker
6 -in woofer with high-pressure diecast chassis.
mineral -filled laminated copolymer polypropyl-
ene cone, Kapton voice -coil former; I -in lami-
nated textile -dome tweeter, ferrofluid cooled
and damped. Individually calibrated, phase -
corrected 3rd -order crossover. Medite baffle.
FR 40-20.000 Hz -± 2 dB; sens 88 dB: power

range 15-100 W. biwirable and biampable. Wal-
nut, oak, or black -ash wood finish. 81/2 x 151/2 x
12; 23 lb 5600/pr

9se 2 -Way Speaker
Twin 8 -in woofers with high-pressure diecast
chassis. copolymer polyproylene cones, alumi-
num voice -coil formers; I -in polyimide dome
tweeter. ferrofluid cooled and damped. Phase -
corrected 2nd -order crossover. FR 38-20.000
Hz; sens 95 dB; power range 15-150 W. Walnut
or black -ash vinyl finish. 111/2 x 28 x 133/4 in; 39
lb $650/pr

Ise 2 -Way Speaker
8 -in woofer with high-pressure diecast chassis.
copolymer polypropylene cone, Kapton voice -
coil former; I -in polyimide dome tweeter. fer-
rofluid-cooled and damped. Phase -corrected
2nd- order crossover. FR 32-20.000 Hz ± 2 dB;
sens 91 dB; power range 15-100 W. Walnut or
black -ash vinyl finish. 101/2 x 24 x 1P/41; 28
lb $490/pr

Sse 2 -Way Speaker
8 -in woofer with high-pressure diecast chassis,
co -polymer polypropylene cone, aluminum
voice -coil former; I -in polyimide dome tweeter,
ferrofluid cooled and damped. Phase -corrected
2nd -order crossover. Frequency response 38-
20,000 Hz ± 2 dB: sensitivity 90 dB: power range
15-100 W. Available in walnut or black -ash vinyl
finish. 10 x 201/2 x 113/4; 24 lb $370/pr
AMS-200 In -Wall Speaker
One-piece main housing/woofer chassis made
from high-pressure diecast aluminum. 6 -in woof-
er with mineral -filled copolymer polypropylene
cone. Kapton voice -coil former. I -in laminated
textile -dome tweeter, ferrofluid cooled and
damped. Phase -corrected 3rd -order crossover.
Matching AMS-KIT mounting bracket made of
high-pressure diecast aluminum and can be used
for both retrofit and new -home installation. FR
55-20.000 Hz -2: 2.5 dB: sens 88 dB; power range
15-80 W. Bone -white enamel finish. 8 x 12 x 4; 18
lb $350/pr

3se 2 -Way Speaker
8 -in woofer with high-pressure chassis, copoly-
mer polypropylene cone. aluminum voice -coil
former; I -in polyimide dome tweeter. ferrofluid
cooled and damped, phase -corrected 2nd -order
crossover. FR 45-20.000 Hz ± 2 dB: sens 91 dB;
power range 15-100 W. Walnut or black -ash vinyl
finish. 91/2 x 191/4 x 103/4 in: 22 lb $300/pr

3se-Mini 2 -Way Speaker
8 -in woofer with high-pressure chassis. copoly-
mer polypropylene cone, aluminum voice -coil
former; I -in polyimide dome tweeter. ferrofluid
cooled and damped, phase -corrected 2nd -order
crossover. FR 45-20,000 Hz ± 2 dB; sens 91 dB:
power range 15-100 W. Walnut or black -ash
vinyl finish. 91/2 x 191/4 x 103/4 in: 22 lb .. $300/pr

PA RASOUND
Design One Subwoofer/Satellite System
3 -piece system with pedestal -styled subwoofer
with 4 drivers: two 61/2 -in plus two 51/4 -in. 4 -
layer aluminum voice coil; built-in 2nd -order
network. Cabinet stands 36 -in tall. $599
Design Two. As above, with woofer pedestal
and two 61/2 -in drivers. $199

C -300A 2 -Way Speaker
Features 61/2 -in polypropylene woofer; I -in po-
lycarbon-dome tweeter. Power handling 15-60
W; FR 45-20.000 Hz; sens 90 dB W/m; imp 8
ohms min. Perforated metal grille. 81/2 x 12 x
in $370/pr
AWM-380 2 -Way Weather Outdoor Speaker
Air -suspension bass design, diecast-enclosure

system with weather -resistant parts. Features
51/4 -in carbon -fiber -reinforced polyproplyene
woofer. I -in dome tweeter which uses ferro-
fluid damping; I -in coils. Power handling 10-80
watts continuous; FR 48-20,000 Hz 3 dB; sen-
sitivity 88 dB/W/m; impedance 8 ohms; cross-
over point 2,400 Hz. 12 dB/oct slope. White
finish $325/pr
AW-S380/T. For above, 70-V line transformer
with 8 -ohm bypass $180 ea

AWS-280. Same as above, but with 2 -in dome
tweeter and no reinforced polyproplyene and
coils. Power handling 10-70 W; frequency re-
sponse if needed 55-20.000 Hz -± 3 dB; cross-
over 3.000 Hz. 6 dB/oct slope. 61/2 x 91/4 x 61/4
in. $255/pr

C -200A 2 -Way Speaker
51/4 -in polypropylene woofer. Y4 -in polycarbon-
dome tweeter. Power handling 10-50 W; FR 60-
20,000 Hz; sens 89 dB W/m; imp 4 ohms min.
Perforated metal grille. 81/2 x II x 23/4 in.$240/pr

AW-S360 2 -Way Speaker
Same as AMW-380, 4 -in woofer and no coils.
Power handling 10-60 W; FR 65-20,000 Hz ±3
dB: crossover point 2,600 Hz. 41/2 x 71/4 x 41/2
in. $200/pr
AW-S360/T. For above. 70-V line transformer
with 8 -ohm bypass $180 ea

PEGASUS AUDIO
Quartet Speaker
Vented design with 61/2 -in woofer, 41/2 -in cone
midrange driver, Y4 -in dome tweeter. FR 46-
24,000 Hz; sens 92 dB sPUW/m; crossover
points 150. 5.000 Hz; nom/min imp 8/7. Brown
or black grille cloth and walnut or black -lacquer
finish. Four piece; 70 lb/sys .. $1,299/sys
Deluxe kit $899/sys
Basic kit $600/sys
Trio. As above with sealed speaker. FR 50-
24.000 Hz; nom/min imp 8/6.8. Three piece, 67
Ib/sys $1 .099/sys
Deluxe kit $799/sys
Basic kit $500/sys

Rock Master 2 -Way Speaker
Vented speaker featuring I2 -in woofer. 4 x 11 -
in horn tweeter. FR 39-18.000 Hz; sens 92 dB
sPUW/m; crossover point 3.500 Hz; nom/min
imp 8/5.8. Black metal grille and black paint
finish. 16 x 26 x 17 in; 75 lb ea $900 ea
Basic Kit $500 ea
Rock Master Jr. As above, with I5 -in woofer.
FR 58-20,000 Hz; sens 97 dB sPUW/m; nom/min
imp 8/6.3. 20 x 32 x 13 in; 70 lb ea. 5650 ea
Basic Kit $350 ea

Classic 1200 3 -Way Speaker
Vented speaker with 12 -in woofer. 5 -in mid-
range driver. I -in horn tweeter. FR 46-20,000
Hz: sens 95 dB sPIJW/m; crossover points 800.
5000 Hz; nom imp 8. Brown grille and walnut-

!amber finish. 20 x 32 x 13 in; 70 lb ea.. $800 ea
Basic kit $400 ea
Classic 1000. As above with 10 -in woofer; I -in
dome tweeter. FR 32-20.000 Hz: sens 94 dB sPU
W/m. 67 lb ea $600 ea
Basic kit $300 ea

Delta 2 -Way Speaker
Vented speaker with 61/2 -in woofer; I -in dome
tweeter. FR 37-22,000 Hz; sens 88 dB sPUW/m;
crossover point 4000 Hz; nom/min imp 6/4.
White or brown grille and walnut or ivory wood
finish. 13 x 20 x 9 in; 27 lb ea $390 ea
Basic kit $275 ea
Alpha IIA. As above, with FR 48-20 000 Hz;
sens 80 dB spUW/m; crossover point 5 000 Hz;
nom/min imp 8/6.6. Brown grille and walnut
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lamber finish; 25 lb ea $250 ea
Basic kit $150 ea

PHASE TECHNOLOGY
PC Series

PC -8.5 3 -Way Speaker
Unicell acoustic treatment with 10 -in solid- pis-
ton woofer, 51/4 -in solid -piston midrange, 1 -in
soft -dome tweeter. Power handling 25-120 W;
FR 35-20,000 Hz ±2 dB; sens 89 dB; imp 4
ohms. Dark oak, walnut, black; 13 x 391/2 x 111/4
in; 90 lb ea $1,200/pr

PC -6.5 3 -Way Speaker
Unice!l acoustic treatment with 8 -in solid- pis-
ton woofer, 51/4 -in solid -piston midrange, I -in
soft -dome tweeter. FR 42-20,000 Hz ±2 dB:
sens 89 dB; power handling 25-100 W; imp 4
ohms. Dark oak, walnut, black; II x 36% x 9 in;
58 lb ea 5900/pr

PC -80 2 -Way Speaker
Unicell acoustic treatment with 61/2 -in solid -
piston woofer. I -in soft -dome tweeter. FR 50-
20.000 Hz ± 3 dB; sens 88 dB; power handling
25-100 W; imp 6 ohms. Dark -oak, light -oak.
walnut, and black finishes; 91/2 x 151/2 x 111/4 in;
32 lb ea $650/pr

PC -90 Subwoofer
Acoustic -suspension design with 10 -in cone
dual voice coil driver. FR 27-90 Hz ± 3 dB; sens
88 dB; power handling 25-150 W; imp 6 ohms.
161/2 x 20 x 151/- in; 57 lb ea $550 ea

PC -60 Mk 112 -Way Bookshelf Speaker
Acoustic -suspension phase -coherent speaker
with 6 -in solid -piston woofer and I -in soft -
dome tweeter. Accepts banana plugs. Power
range 15-1013 W; FR 55-20,000 Hz ±3 dB; sens
87 dB sm../W/m; imp 4 ohms. Walnut. stained -
oak, and light -oak finishes. 8 x 131/2 x 8 in; IS
lb $480/pr

PC -40 Mk 11 2 -Way Bookshelf Speaker
Acoustic -suspension phase -coherent speaker
with 51/4 -in solid -piston woofer; I -in soft -dome
tweeter. Accepts banana plugs. Power range
15-80 W; FR 70-20,000 Hz ±3 dB; sens 89 dB
spuW/m; imp 4 ohms. Walnut, stained -oak.
and light -oak finishes. 61/2 x 93/4 x 51/4 in; 10
lb $380/pr

PC -50 Subwoofer
Down -firing floor -loaded acoustic-supension
subwoofer with 10 -in solid -piston woofer. Fea-
tures polypropylene bypass capacitors; internal
passive crossover; feet extenders for heavy
carpeting. Power range 25-203 W; FR 30-150 Hz
± 3 dB; sens 87 dB srt/W/m; imp 8 ohms.
Walnut, light -oak, stained -oak finish. 13 x 14 x
15 in; 33 lb 5350 ea

ES Series

730 -ES 3 -Way Tower Speaker
Tower speaker with 10 -in bass/midrange driver.
51/4 -in cone midrange, I -in ferrofluid-cooled
soft -dome tweeter. Features asymmetrically
mounted tweeter and midrange. Power han-
dling 120 watts; FR 36-20,000 Hz ± 3 dB; sens 93
dB sm/W/m; nominal imp 8 ohms; crossover
points 250 and 3,000 Hz. Black -ash or dark -oak
vinyl finish. 121/2 x 34 x 103/4 in 5630/pr

530 -ES 2 -Way Bookshelf Speaker
10 -in bass/midrange and 1 -in ferrofluid-cooled
soft -dome tweeter. Features asymmetrically
mounted tweeter. Power handling 100 watts; FR
40-20,000 Hz ±3 dB; sens 93 dB srt/W/m;
nominal impedance 8 ohms; crossover point

2,200 Hz. Black -ash or dark -oak vinyl finishes.
13 x 221/2 x 101/4 in 5420/pr

435 -ES 2 -Way Bookshelf Speaker
8 -in bass/midrange and I -in ferrofluid-cooled
soft -dome tweeter. Features asymmetrically
mounted tweeter. Power handling 80 watts; FR
45-20.000 Hz ±3 dB; sens 92 dB stn../W/m;
nominal imp 8 ohms; crossover point 2,500 Hz.
Black -ash or dark -oak vinyl Finish. 12 x 221/2 x
101/4 in $300/pr

335 -ES 2 -Way 3ookshelf Speaker
Rear -vented enclosure with 61/2 -in cone woofer
and I -in soft -dome tweeter. Fit 65-20,000 Hz
3 dB; sens 90 dB; power handling 5-60 W. 81/4 x
131/4 x 81/2 in; 25 lb/pr 5240/pr

Subwoofer/Satellite Systems

PC -60/50 Subwoofer/Satellite System
3 -piece system consisting of 2 PC60 satellites
and PC50 subwoofer. Power handling 25 -ISO
watts; FR 30-20.000 ± 3 dB; sens 87.5 dB sPi../W/
m; imp 8 ohms; crossover points ISO and 1,200
Hz $830/sys

PC -40/50 Subwoofer/Satellite System
3 -piece system consisting of 2 PC40 satellites
and PC50 subwoofer. Power handling 15-100 W
rms; FR 30-20,000 Hz ± 3 dB; sens 89 dB srt./W/
m; imp 8 ohms; crossover points 150 and 1,500
Hz $710/sys

CI Series

CI -60 2 -Way In -Wall Speaker
6 -in solid -piston woofer. I -in soft -dome tweet-
er. Features auto -resetting thermal breakers; 5 -
way binding posts; screened woofer back; 5 -
year warranty. FR 40-20,000 Hz; power
handling 15-80 W; imp 4 ohms. 5480/pr

CI -40 2 -Way In -Wall Speaker
51/4 -in solid -piston woofer. I -in soft -dome
tweeter. Features auto -resetting thermal break-
ers; 5 -way binding posts; screened woofer
back; 5 -year warranty. FR 55-20,000 Hz; power
handling 15-80 W; imp 4 ohms. $380/pr

CI -20 2 -Way In -Wall Speaker
6 -in cone woofer with 21/4 -in cone tweeter. Fea-
tures auto -resetting thermal breakers; 5 -way
binding posts; screened woofer back; 5- year
warranty. FR 55-18.000 Hz; power handling 15-
60 W; imp 8 ohms. $280/pr

Cl-SUB In -Wall Subwoofer
In -wall subwoofer with 6 x 9 -in damped fel-
cone woofer. FR 20-90 Hz; power handling 25-
100 imp 4 ohms. $225 ea

PHILIPS
FBI000 3 -Way Speaker
Two woofers and two patented Isophase ribbon
drivers (midrange and tweeter). Cast -aluminum
frame; cone material made of polypropylene
and carbon fibers; voice -coil is two -layer poly-
ester varnished wire construction; Isophase
midrange/tweeter low mass push-pull design
utilizing patented rear damping chamber.
Biwired or biamp. Power handling 300 W cont;
40-40.000 Hz. Satin -gloss varnished natural
rosewood -veneer cabinet and black piano -lac-
quer front panel $4.000/pr

FB825 3 -Way Speaker
8 -in soft -coated woofers. 51/2 -in soft -coated
midrange and Isophase planar ribbon tweeter.
Rounded edge closed -box enclosure with two
separate woofer enclosures; MDF acoustic -
damping baffle with solid -wood edge trim; pow-

er -overload -protection system. Banana -plug -
compatible input connectors. Power handling
250 W cont. Dark -walnut foil -finished cabi-
net 5800/pr

FB820 3 -Way Speaker
Two 7-ir soft -coated woofers, 4 -in soft -coated
midrange and 2 -in Supronyl soft -dome tweeter
with ferrofluid damping and cooling. Rounded -
edge closed -box with two separate woofer en-
closures power overload protection system.
Banana -plug -compatible input connectors.
Power handling 200 W cont. Dark -walnut foil -
finished cabinet 5600/pr

FB-815 3 -Way Speaker
8 -in soft -coated woofers, 4 -in soft -coated mid-
range and 6 -in Supronyl soft -dome tweeter with
ferrofluid damping and cooling. Rounded -edge
closed -box enclosure; power- overload protec-
tion system. Banana -plug -compatible input
connectors. Power handling 150 W cont. Dark -
walnut, finished cabinet $500/pr

Philips FR /000

High -Efficiency Series
FB-795 3 -Way Bookshelf Speaker
Two 8 -in soft -coated woofers. One woofer pro-
vides deep bass and lower midrange up to 1.000
Hz, other midrange covers midrange up to
5,000 Hz; I -in ferrofluid-cooled soft -dome
tweeter; computer -optimized tuned ducted
port, auto overload -protect system. Power han-
dling 120 W cont; FR 38-20.000 Hz; sens 88 dB
spL/W/m; imp 8 ohms. Dark -walnut foil finish.
10YR x 25 x 101/2 in; 17.6 lb ea $400/pr

FB-790 3 -Way Bookshelf Speaker
8 -in soft -coated woofers. I -in ferrofluid-cooled
soft -dome midrange. ferrofluid-cooled
soft -dome tweeter; computer -optimized tuned
ducted port, auto overload -protect system.
Power handling 90 W cont; FR 37-20.000 Hz;
sens 89 dB srt/W/m; crossover points 3,000
Hz, 10,000 Hz; nom imp 4-8 ohms. Dark -wal-
nut foil finish. 12 x 23 x 9 in; 15.4 lb ea . $300/pr

FB-770 3 -Way Bookshelf Speaker
Features 8 -in soft -coated woofers with extend-
ed voice -coils, I -in ferrofluid-cooled soft -dome
midrange. ferrofluid-cooled soft -dome
tweeter; computer -optimized tuned. ducted
port; auto overload -protect system. Power han-
dling 70 W cont; FR 40-20,000 Hz; sens 89 dB
spt../W/m; crossover points 3.000 Hz. 5,000
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Hz; nom imp 4-8 ohms. Dark -walnut foil finish.
12 x 22 x 81/2 in; 14.3 lb ea $250/p:

FB-750 2 -Way Bookshelf Speaker
7 -in soft -coated woofers. 1/4 -in ferrofluid-cooled
soft- dome tweeter; computer -optimized tuned.
ducted port, auto overload -protect system.
Power handling 50 W cont: FR 46-20,000 Hz;
sens 87 dB sPUW/m; crossover point 5,000 Hz;
nom imp 4-8 ohms. Dark -walnut foil finish. 101/2
x 16 x 8 in; 10 lb ea $200/pr

PINNACLE
All Pinnacle bookshelf speakers feature a 7 -
year parts and labor warranty.

PN 8+ 2 -Way Bookshelf Speaker
Vented bookshelf speaker with patented Dia-
duct ports, 8 -in black polypropylene woofer.
and I -in polymer- dome tweeter. Power han-
dling 10-125 W rms cont, 375 W peak; FR 30-
21,000 Hz: sens 90 dB sPUW/m; imp 6 ohms;
crossover points 1,000 and 6.000 Hz. Black -oak
veneer with contrasting solid oak trim. 111/2 x
191/2 x 111/4 in: 35 lb/pr $429/pr

PN 7+ 2 -Way Bookshelf Speaker
Vented bookshelf speaker with patented Dia-
duct ports, 61/2 -in black polypropylene woofer
and I -in polymer -dome, tweeter. Power han-
dling 10-80 W rms cont, 240 W peak: FR 38-
21.000 Hz; sens 91 dB sptlW/m; imp 6 ohms;
crossover point3,300 Hz. Black -oak veneer
with contrasting solid -oak trim. 91/2 x 151/4 x 81/4
in: 35 lb/pr $299/pr

PN Sub+ Subwoofer
Tuned subwoofer with patented Diaduct port,
two 61/2 -in downward -firing woofers. Features
rigidly braced, partitioned enclosure with non-
parallel internal walls; switchable first -order
crossover; compatibility with 4-8 ohm book-
shelf speakers. Power handling 100 W rms. 131/4
x 19'/- x 11'/- in $279/ea

PN 6+ 2 -Way Bookshelf Speaker
Front -mounted Diaduct-port design. 61/2 -in
polypropylene woofer; 1/4 -in dome tweeter.
Power handling 10-70 W rms cont. peak 210 W:
FR 40-21,000 Hz; sens 90 dB sPUW/m; imp 6
ohms; crossover point 4.500 Hz. Oak accent
finish. 91/4 x 151/4 x 67/4 in; 25 lb/pr $229/pr

PN 5+ 2 -Way Bookshelf Speaker
Diaduct-port design. 51/4 -in polypropylene
woofer: 1/4 -in polycarbonate tweeter. Power
handling 10-50 W rms cont;. 150 W peak; FR 50-
21.000 Hz: sens sPUW/m 86 dB; imp 6 ohms:
crossover point 5.000 Hz. 61/4 x 111/4 x 67/4 in; 17
lb/pr $179/pr

PN 2+ 2 -Way Mini -Speaker
Diaduct-port design. 4 -in cone woofer. 1/4 -in

polycarbonate tweeter. Power handling 5-40 W
rms cont, peak 120 W; FR 65-21,000 Hz; sens 86
dB sptJW/m; imp 6 ohms; crossover point5,500
Hz. Black -oak vinyl finish. 61/4 x 101/4 x 6% in;
14 lb/pr $139/pr

PIONEER
TZ-9 3 -Way Speaker
Two horizontally -mounted 10 -in woofers
(front, rear). 21/4 -in dome midrange, and I -in
ceramic -graphite dome tweeter in bass -reflex
enclosure. Inner baffle isolates midrange and
tweeter from woofers; gold-plated binding
posts. Biamplification and biwiring capability.
Power handling 300 W max; FR 20-40.000 Hz;
sens 91 dB spiJW/m; imp 4 ohms. 14% x 471/4 x
163/. in; 143.4 lb ea $2.(X)0 ea
TZ-9LTD. As above, different finish $2,500 ea

TZ-7 3 -Way Speaker
Two horizontally -mounted 8 -in woofers (front.
rear). 4 -in cone midrange, and I -in ceramic
graphite -dome tweeter in bass -reflex enclo-
sure. Gold-plated blinding posts. Biamplifica-
tion and biwiring capability. Power handling
250 W max; FR 20-40,000 Hz; sens 89 dB sPIJW/
m; imp 4 ohms. 12% x 401/4 x 141/4 in; 77.25 lb
ea $1.000 ea
TZ-7LTD. Same as above, different finish-
es $1.256 ea

CS -V910 3 -Way Speaker
Magnetically shielded. Features 12 -in cone
woofer; 41/4 -in titanium -dome midrange; I -in
titanium -dome tweeter: aluminum diecast
woofer and midrange frame; round -cornered
baffle. FR 25-30.000 Hz: imp 6 ohms; sens 90 dB
sptJW/m: 150 W max power handling. Dark
oak -veneer finish. 161/4 x 351/4 x 15% in; 75
lb $1,040/pr

S -T500 3 -Way Speaker
Two front -/rear -firing 8 -in woofers, one 4 -in
midrange. one I -in ceramic carbon dome tweet-
er in bass -reflex enclosure; Power handling 200
max; FR 20-40.000 Hz; sens 88 dB sPUW/m: imp
6 ohms. Oak -grain vinyl finish. 12% x 401/4 x
141/4 in; 70.5 lb ea $1.000/pr

S -T300 2 -Way Speaker
Two 8 -in woofers, one I -in ceramic/carbon-
dome tweeter in bass -reflex enclosure. Power
handling 180 max; FR 25-40,000 Hz; sens 88 dB
spUW/m; imp 6 ohms. Oak -grain vinyl finish.
101/4 x 351/4 x 12% in; 44 lb ea $700/pr

S-WI000 Powered Subwoofer
12 -in woofer with switchable amplifier. Sub -
woofer: FR 20-140 Hz; 70 W power output; imp
6 ohms; THD5%. Subwoofer/center-channel: FR
70 Hz; 30 W at 6 ohms; THD 5%. Center channel
only: FR 20-20,000 Hz: 25 W at 6 ohms; Tim 1%.
Rounded corner black cabinets $500 ea
CS -C300 Center -Channel Speaker. Comple-
ments above; 71/2 -in cone woofer: 21/2 -in cone
tweeter. FR 50-20.000 Hz; 60 W power han-
dling $70 ea

S -T100 2 -Way Speaker
Two 7 -in woofers, one I -in ceramic/carbon-
dome tweeter in bass -reflex enclosure. Power
handling 150 max: FR 30-40,000 Hz: sens 88 dB
sPUW/m; imp 6 ohms. Oak -grain vinyl finish.
101/4 x 221/4 x 12% in; .307/4 lb ea $500/pr

CS -G403 3 -Way Speaker
16 -in woofer, 41/4 -in midrange, and 21/2 -in tweet-
er in bass -reflex enclosure. Power handling ISO
max; FR 30-20.000 Hz: sens 92 dB sriJW/m; imp
6 ohms. Oak- grain vinyl finish. 171/4 x 291/4 x
121/4 in: 36.38 lb ea $180/pr

CS -G303 3 -Way Speaker
12 -in woofer. 41/4 -in midrange, and 21/4 -in tweet-
er in bass -reflex enclosure. Power handling 120
max; FR 35-20,000 Hz; sens 91 dB sPUW/m; imp
6 ohms. Oak- grain vinyl finish. 15 x 261/2 x 13
in $380/pr
CS-G303K. Same as above, black vinyl fin-
ish $380/pr

CS -203 3 -Way Speaker
10 -in woofer, 3 -in midrange, and 21/4 -in tweeter
in bass -reflex enclosure. Power handling 100
max; FR 40-20,000 Hz; sens 90 dB sPUW/m: imp
6 ohms. Oak -grain vinyl finish. 131/4 x 24 x 111/4
in $220/pr
CS-G203K. Same as above, black vinyl fin-
ish $220/pr

CS -G103 2 -Way Speaker
10 -in woofer and 2% -in tweeter in sealed enclo-

sure. Power handling 50 max; FR 55-20,000 Hz:
sens 90 dB spUW/m; imp 6 ohms. Oak -grain
vinyl finish. 13 x 231/2 x 71/4 in $160/pr

S -X7 Full -Range Speaker
Compact bass -reflex speaker designed for sur-
round -sound applications. Features 31/2 -in driv-
er; sens selector switch; black- vinyl finish.
Imp 16 ohms; sens 90 dB spiJW/m; max power
30 W. 53/i x 71/2 x 41/2 in $130/pr

CS -X5 Surround -Sound Speaker
For surround -sound applications. Features 4 -in
cone driver: imp 8 ohms; 30 W max power
handling: sens 90 dB spUW/m. 51/2 x 71/2 x 5 in; 3
lb $60/pr

POLK AUDIO
SRS Series

SRS 1.2 TL Signature Reference 3 -Way Speaker
Incorporates proprietary Stereo Dimension Ar-
ray technology for improved imaging. Features
15 -in planar sub -bass radiator; eight 61/2 -in tri-
laminate-polymer midbassdrivers; four SL3000
I -in trilaminate polymer- dome tweeters. FR 10-
26.000 Hz; power handling 1,000 W cont; imp 6
ohms. Oiled oak, and walnut finish. 21 x 631/2 x
131/4 in: 185 lb $3,400/pr

SRS 2.3 TL Signature Reference 3 -Way Speaker
Smaller floor -standing version SRS 1 .2TL.
Features proprietary Stereo Dimension Array
technology for improved imaging. Features I5 -
in planar sub -bass radiator; six 61/2 -in trilami-
nate-polymer midbass drivers; three 513000 I -
in trilaminate polymer -dome tweeters. Power
handling 750 W cont; frequency response 12-
26.000 Hz; nominal impedance 6 ohms. Oiled
oak or walnut finish. 201/4 x 55 x 131/4 in; 155
lb $2.500/pr

SRS 3.1 TL Signature Reference 3 -Way Speaker
Tower -style speaker with proprietary Stereo
Dimensional Array technology for improved
dimaging. Features five 61/2 -in trilaminate-poly-
mer midbass drivers; one SL3000 I -in trilami-
nate-polymer/metal dome tweeter; one I2 -in
planar, sub -bass radiator. Power handling 500
W/ch: FR 35-20,000 Hz; imp 8 ohms. Oiled oak
or walnut finish. 151/4 x 48 x 131/4 in $2,000/pr

SRS 4.1 TL Signature Reference 3 -Way Speaker
Bookshelf speaker featuring Stereo Dimension-
al Array technology for improved imaging. Two
61/2 -in trilaminate-polymer midbass drivers; one
10 -in planar, sub -bass radiator; one SL 3000 I-
in trilaminate-polymer/metal-dome tweeter.
Power handling 200 W/ch; FR 42-20.000 Hz; imp
8 ohms. Genuine walnut or oak -veneer finish.
121/4 x 20 x 101/4 in. 36 lbs. $1.000/pr

RTA Series

RTA I5TL Monitor 3 -Way Speaker
Real -Time -Array speakers with two 10 -in sub -
bass radiators, four 6'/ --in trilaminate-polymer
midbass drivers; one SL3000 I -in trilaminate-
polymer/metal-dome tweeter. Power handling
250 W/ch; FR 27-25.000 Hz: imp 8 ohms. Natu-
ral, black oak, and walnut finishes. 43 x 121/2 x
151/2 in; 77 lb $1,400/pr

RTA I ITL Monitor 3 -Way Speaker
Real -Time -Array speakers with two 8 -in low -
resonance subwoofers, two 61/2 -in trilaminate-
polymer midbass drivers, and I -in polymer -
dome tweeter. Power handling 350 W cont: FR
22-26.000 Hz: nom imp 6 ohms. Black -ash.
walnut, and oak -vinyl finish. Genuine walnut
and oak -veneer finish available at extra cost.
101/2 x 39 x 141/: in: 581b $1.000/pr
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RTA 8TL Monitor 3 -Way Speaker
Real -Time -Array floor -standing speaker with two
61/2 -in trilaminate-polymer midbass drivers. and
I -in silver -coil polymer -dome tweeter. Power
handling 250 W cont; FR 30-26,000 Hz: nom imp 6
ohms. Black -ash, walnut, and oak -vinyl finish.
Genuine walnut and oak -veneer finish available at
extra cost. 16 x 28 x 91/4 in; 48 lb $650/pr

RM Series

RM3000 Satellite Subwoofer System
Three-piece system featuring two satellites
with 1/4 -in dome tweeter and 31/2 -in driver. Pat-
ented subwoofer has two 61/2 -in drivers and one
10 -in sub -bass radiator.Power handling 125 W/
ch: FR 42-18,000 Hz; imp 8 ohms. Available in
Black matrix, piano black, and white finishes.
Satellites: 7 x 41/4 x 51/2 in. Woofer: 121/2 x 201/4 x
13 in; 46 lb total $750/pr

Monitor Series 2

Monitor 12 Series 2 3 -Way Speaker
Features four 6'/ in trilaminate-polymer midbass
drivers: one SL 2500 I -in polymer -dome tweeter;
one 10 -in sub -bass radiator. Power handling 400 W/
ch: imp 8 ohms: FR 35-20,000 Hz. Black, oak and
walnut -vinyl finishes. 153/4371/4 x 12 in. $500/pr

Monitor 10 Series 2 3 -Way Speaker
Revised version of Monitor 10. Features two
61/2 -in trilaminate polymer midbass drivers; one
SL 2500 I -in polymer -dome tweeter; one 10 -in
sub -bass radiator. Power handling 250 W/ch; 8
ohms; FR 37-20,000 Hz. Black, oak and walnut -
vinyl finishes. 15 x 28 x 12 in $740/pr

Monitor 7 Series 2 3 -Way Speaker
Features one 61/2 -in trilaminate-polymer mid -
bass driver; one SL 2500 I -in polymer -dome
tweeter; one 10 -in sub -bass radiator. Power
handling 150 W/ch: imp 8 ohms; FR 40-20,000
Hz. Black, oak and walnut -vinyl finishes. 13 x
24 x 10 in. 33 lbs. $580/pr

Monitor 5 Series 2 3 -Way Speaker
Features one 61/2 -in trilaminate-polymer mid -
bass driver; one SL 2500 I -in polymer -dome
tweeter; one 8 -in sub -bass radiator. Power han-
dling 125 W/ch; imp 8 ohms; frequency re-
sponse 43-20,000 Hz. Black, oak and walnut -
vinyl finishes. 24 lbs. $450/pr

Monitor 5 Jr. + Series 2 3 -Way Speaker
Bookshelf speaker with one 61/2 -in trilaminate-
polymer midbassdriver; one SL 2500 I -in poly-
mer -dome tweeter; one 61/2 -in sub -bass radia-
tor. Power handling 125 W/ch; imp 8 ohms; FR
46-20.000 Hz. Black, oak and walnut -vinyl fin-
ishes. 9 x 191/2 x 10 in. 20 lbs. $350/pr

Monitor 4.6 Series 2 2 -Way Bookshelf Speaker
Features one 61/2 -in trilaminate-polymer mid -
bass driver; one SL 2500 I -in polymer -dome
tweeter. Power handling 100 W/ch; imp 8 ohms;
FR 48-20,000 Hz. Black, oak and walnut -vinyl
finishes. 81/2 x 17 x 10 in. 171 lbs. $280/pr

Monitor 4 Series 2 2 -Way Bookshelf Speaker
Features one 61/2 -in trilaminate-polymer mid -
bass driver; one SL 1500 I -in polymer -dome
tweeter. Power handling 100 W/ch; imp 8 ohms:
FR 53-20.000 Hz. Black, oak and walnut -vinyl
finishes. 81/2 x 141/2 x 71/2 in. 121 lbs $200/pr

In -Wall Speaker

AB -900 Architectural Reference Speaker
Two in -wall satellites speakers with one 2'/ in
driver and one 1/4 -in tweeter; satellites: 61/2 x 4 x
31/4 in ; one subwoofer with two 6'/ in drivers: 41/4
x 31/4 in. Power handling 150 W/ch: imp 8 ohms; FR

40-20,000 11/ $800/sys

AB -800 Architectural Reference 2 -Way Speaker
In -wall speaker featuring two 61/2 -in trilaminate-
polymer midbass drivers, and I -in silver -coil
polymer -dome tweeter. Power handling 150 W
cont; FR 52-20.000 Hz; nom imp 6 ohms. Off-
white finish. 61/4 x 151/2 x 3 in $550/pr

AB -700 Architectural Reference 2 -Way Speaker
In -wall speaker featuring 61/2 -in trilaminate-
polymer midbass driver, and I -in silver -coil
polymer -dome tweeter. Power handling 125 W
cont; FR 30-26.000 Hz; nom imp 6 ohms. Off-
white finish. 61/4 x 93/4 x 3 in $400/pr

AB -500 Architectural Reference 2 -Way Speaker
1n -wall speaker featuring one 51/4 -in trilaminate-
polymer midbass driver and one'/4-in polymer -
dome tweeter. Power handling 100 Wich; FR 56-
20,000 Hz; imp 8 ohms. Off-white paintable
finish. 61/2 x 91/4 x 3 in $250/pr

PORTLAND
System 510 Satellite/Subwoofer System
Satellite features Y4 -in dome tweeter. FR 54-
20.000 Hz; sens 88 dB; power handling 20-80
W/ch; imp 6 ohms. Subwoofer features 8 -in
dual -voice -coils driver. FR 28-1110 Hz; sens 91
dB; power handling 20-120 W/ch: imp 4 ohms.
Oak caps with black grille $799/sys

rr3.0 3 -Way Speaker
Mirror -imaged 3 -way speaker with I -in dome
tweeter; 61/2 -in polypropylene midrange; 61/2 -in
polypropylene woofer. FR 32-20.000 Hz; sens 91
dB; power handling 20-300 W/ch; imp 6 ohms.
Oak caps with black grille $699/pr

System 330 Satellite/Subwoofer System
Satellite features 1/2 -in dome tweeter, 51/4 -in
midrange. FR 100-17.000 Hz; sens 89 dB; power
handling 20-50 W/ch; imp 6 ohms. Subwoofer
features 8 -in dual voice -coil driver. FR 37-100
Hz; sens 91 dB; power handling 10-100 W/ch;
imp 6 ohms. Gray and black finishes.. $499/sys

PT2.7 2 -Way Speaker
Floor -standing speaker with 61/2 -in polypropyl-
ene woofer, 1/4 -in dome tweeter. FR 40-20,000
Hz; sens 89 dB; power handling 20-200 W/ch;
imp 6 ohms. Oak caps with black grille $499/pr

Posh 52&I Ceiling Speaker
Injection -molded styrene cabinet; 8 -in felted
paper cone with 1/4 -in Audax tweeter. FR 58-
22,000 Hz -± 4.25 dB; sens 88.6 dB. ..$450/pr

Granite 377B Outdoor Omnispeaker
Designed for outdoor use with 2 -in piezo tweet-
er. 8 -in Bozak woofer. Features weatherproof
rigid -aluminum cone; 360 degree dispersion. FR
40-17.000 Hz; sens 95 dB; power handling 20-
150 W/ch. White granite marble finish . $320 ea

GS3ALT-1/P1688AR Outdoor Omnispeaker
Designed for outdoor use with 3 -in moving -coil
tweeter, 8 -in woofer. Features waterproof,
rust -resistant enclosure; 360 -degree dispersion.
FR 50-12,000 Hz; sens 93 dB; power handling
20-80 W/ch. Shrub -green finish $230 ea

D -350/D -350T Outdoor Omnispeaker
Designed for outdoor use with 3 -in moving coil
tweeter, 8 -in woofer. Features waterproof,
rust -resistant enclosure; 360 -degree dispersion
FR 60-12,000 Hz; sens 93 dB: power handling
20-80 W/ch. Shrub -green finish $162 ea

GS-350/GS-3T Outdoor Omnispeaker
Designed for outdoor use with 2 -in piezo tweet-
er, 8 -in woofer. Features waterproof. rust -re-

sistant enclosure; 360 -degree dispersion. Fre-
quency response 80-17,000 Hz; sensitivity 88
dB; power handling 20-100 watts per channel.
Shrub -green finish $143 ea

PS -300 2 -Way Speaker
Designed for placement in hanging planter or
floor planter with 2 -in piezo tweeter, 8 -in woof-
er. Features water-resistant enclosures; 360 -
degree dispersion. Frequency response 80-
17,000 Hz; sensitivity 88 dB; power handling
20-100 watts per channel. Beige finish. Dimen-
sions: 15 x 13 x 13 in $89 ea
PS -300S. Similar to above. Dimensions: 13 x 42
x13 in $119 ea

P-652 2 -Way In -Wall Speaker
Polypropylene woofer, 1/2 -in polycarbonate-dome
tweeter. FR 50-24,000 Hz; power handling 25 W;
imp 8 ohms; sens 90 dB. White finish. .. $1 I4/pr

P-552 2 -Way In -Wall Speaker
Polypropylene voice -coil woofer,'/ -in polycar-
bonate-dome tweeter. FR 65-24,000 Hz; power
handling 20 W; imp 8 ohms; sens 89 dB. White
finish. $102/pr

P -653-S 2 -Way In -Wall Speaker
Paper woofer. polycarbonate-dome tweeter.
Frequency response 80-24,000 Hz; power han-
dling 15 watts: impedance 8 ohms; sensitivity
92 dB. White finish. $84/pr

Tech 6 -IC In -Wall Subwoofer
Single -channel subwoofer plate with crossover;
2 required for stereo. Frequency response with-
out crossover 50-3,500 Hz; power handling 120
watts rnis; sensitivity 92 dB; impedance 4
ohms. Paint -ready frame $90
Oak frame. $93

Tech 6-2C In -Wall Subwoofer
Two -channel subwoofer plate with crossovers.
FR without crossover 38-3,500 Hz; power han-
dling 60 W/ch rms; sens 91 dB; imp 4 ohms.
Paint -ready frame $107
Oak frame. $110

PRECISE ACOUSTICS
Beta Line Series

600 BL 3- Way Speaker
Floor -standing, bass -reflex speaker system
with I -in tweeter. 61/2 -in midrange. 10 -in woof-
er. Ebony or graphite grille. Black satin or
walnut finish. $1500/pr

400 BL 2 -Way Speaker
Floor -standing, bass -reflex system with I -in
tweeter, 8 -in woofer. Ebony or graphite grille.
Black satin or walnut finish. $1200/pr
300 BL. Same as above, except in bookshelf
size. $750/pr
200 BL. Same as 300 BL, but with 61/2 -in woof-
er. $500/pr

Monitor Series

Monitor 10 3 -Way Speaker
Bass -reflex speaker with 10 -in woofer, 61/2 -in
midrange, and I -in soft -dome tweeter. Features
tuned -port design. FR 20-35.000 Hz; power han-
dling 250 W max $1,500/pr

Monitor 9 2 -Way Speaker
Floor -standing speaker with 8 -in woofer, I -in
tweeter, and 10 -in passive radiator. Power han-
dling 150 W max; sens 91 dB sPL/W/m; imp 6
ohms $699/pr

Monitor 7 2 -Way Speaker
Bass -reflex speaker with 8 -in woofer and I -in

STEREO BUYERS' GUIDE 1991 181



SPEAKERS
tweeter. Frequency response 28-35,000 Hz;
power handling 100 watts max; sensitivity 91
dB sPUW/m: imp 6 ohms $499/pr

Monitor 5 2 -Way Speaker
Bass -reflex speaker with 8 -in woofer and I -in
dome tweeter. Features 9 -element crossover.
FR 32-45.000 Hz: power handling 80 W
max $399/pr

Monitor 3 2 -Way Speaker
Bass -reflex speaker with 61/2 -in woofer and I -in
tweeter $299/pr

PROAC
All speakers available in teak, walnut, and
black -ash finishes.

Response Three 2 -Way Speaker
Features 61/2 -in polypropylene woofer; I -in
dome tweeter. Power handling 20-250 W; FR 20-
25,000 Hz; nom imp 8 ohms; sens 88 dB W/m.
I I x 47 x 12 in. $6,000/pr
Response Two. As above with 1/4 -in dome tweet-
er. Power handling 20-100 W; FR 30-30.000 Hz:
sens 86 dB W/m. 9 x 18 x 11 in. $2,800/pr
Response One. As above with 41/2 -in carbon
polypropylene woofer; Y4 -in dome tweeter. FR
45-30.000 Hz; sens 83 dB W/m. 61/2 x 11 x 9'4
in. $1,600/pr

Studiotower 3 -Way Speaker
Floor -standing design with spike. Features 3 -in
midrange with 3 -in ribbon -wound coil; 10 -in
pulp -cone with 3 -in ribbon -wound coil; double
suspension:'/4-in tweeter with ferrofluid damp-
ing. Power handling 40-500 W; FR 20-25.000 Hz:
nom imp 8 ohms; sens 90 dB W/m. 12 x 42 x 13
in. $5,300/pr

Supertower 2 -Way Speaker
Floor -standing design with spike. Features two
7 -in magnesium -frame midbass drivers; I -in
dome tweeter. Power handling 40-250 W; FR 30-
22.000 Hz; nom imp 8 ohms; sens 90 dB W/m. 8
x 42 x 10 in. 58 lb S2,550/pr

Minitower 2 -Way Speaker
Floor -standing. Features two 41/2 -in -diameter
midbass drivers loaded with reflex port; 1/4 -in
dome tweeter. Power handling 20-100 W; FR 40-
30,000 Hz; nom imp 8 ohms; sens 88 dB W/m. 6
x 36 x 93/4 in. 29 lb $1,700/pr

Studio One Speaker
Stand mounting. Features 61/2 -in midbass driv-
er; I -in dome tweeter. Power handling 30-150
W; FR 40-30,000 Hz; nom imp 8 ohms; sens 88
dB W/m. 8 x 16 x 10 in. 25 lb. $1.250/pr

Super Tablette 2 -Way Bookshelf Speaker
41/2-in-midbass driver; 1/4 -in dome tweeter.
Power handling 25-100 W; FR 45-20,000 Hz:
nom imp 8 ohms; sens 87 dB W/m. 6 x 101/2 x 91/4
in, II lb. $750/pr

PSB SPEAKERS BY LENBROOK
Stratus Gold 3 -Way Speaker
10 -in long -throw woofer. 6 -in midrange, I -in
aluminum -dome tweeter. Power handling 10-
250 W; crossover point 2.200 Hz; woofer cross-
over point 250 Hz; FR 36-20.000 Hz ± 1.0 dB:
sens 88 dB; imp 4 ohms. Black, light or dark
oak finish. $2,000/pr

New Stratus 2 -Way Speaker
8 -in long -throw woofer, I -in aluminum- dome
tweeter. Power handling 10-200 W; crossover
point 1.800 Hz; FR 40-20.000 Hz ± 1.5 dB; sens
88 dB; imp 6 ohms. Black, light or dark oak
finish. $1,400/pr

CS 260 Tower 2 -Way Speaker
Dual 6 -in polypropylene woofers and I -in treat-
ed cloth -dome tweeter. FR 40-20,000 Hz ± 1.5
dB. Black- or dark -oak finish $1, I 00/pr

CS 180 Tower 2 -Way Speaker
8 -in polypropylene woofer and I -in treated
cloth -dome tweeter. FR 40-20.000 Hz ± 1.5 dB.
Black- or dark -oak finish $900/pr

PSB 50 MKII 2 -Way Speaker
8 -in polypropylene cast- basket woofer and I -in
textile -dome tweeter. Rated imp 6 ohms. Black
or brown finish $550/pr
PSB 50 MKIIW. As above, with dark -oak ve-
neer finish $700/pr

PSB 40 MKII 2 -Way Speaker
8 -in polypropylene woofer and 3/4 -in textile -
dome tweeter. Rated impedance 6 ohms. Black
or brown finish $440/pr

HW-I 2 -Way In -Wall Speaker
61/2 -in polypropylene woofer, Y4 -in textile -dome
tweeter. Power handling 5-75 W; crossover
point 2,400 Hz; FR 56-20.000 Hz ± 2 dB; sens
89 dB; imp 8 ohms. Off-white finish $350/pr

PSB 30 MKII 2 -Way Speaker
61/2 -in polypropylene woofer and Y4 -in textile -
dome tweeter. Rated impedance 6 ohms. Black
or brown finish $330/pr

PSB 20 MKII 2 -Way Speaker
61/2 -in woofer and'/ -in polydome tweeter. Im-
pedance 6 ohms. Available in black or brown
finish $225/pr

QUAD
ESL -63 US Monitor Electrostatic Speaker
Full -range electrostatic design with dipole
source. Features 2 protection circuits. Power
handling 150 W; sens 86 dB sm../W/m; imp 8
ohms; axis band limits -6 dB at 35 Hz, third -
order. -6 dB at 20,000 Hz. Black finish. 28 x 36
x 11 in: 46.5 lb $3,995/pr
ESL -63 Pro. Professional version with carrying
handles $4,400/pr

QUANTA
Great Pyramid 3 -Way Speaker
Vented speaker with I_ -in woofer; 61/2 -in mid-
range driver; cone midrange; 11/4 -in tweeter. FR
25-20,000 Hz; sens 92 dB sPUW/m; crossover
points 75, 2.000 Hz; imp 8/5.1 nom/min ohms.
Brown knit grille. Four enclosures; optional
wood finish. 500 Ib/sys $78,000/sys

Full Pyramid 3 -Way Speaker
Vented speaker with 10 -in woofer; 51/4 -in cone
midrange driver; 11/4 -in dome tweeter. FR 27-
20.000 Hz ±3 dB; sens 91 dB sPL/W/m; cross-
over point 75, 2,000 Hz; imp 8/5.2 nom/min
ohms. Gray knit grille. Four enclosures; matte -
black finish. 400 Ib/sys $38,000/sys

The Pyramid 2 -Way Speaker
Vented speaker with 8 -in woofer; 11/4 -in dome
tweeter. sens 93 dB sPUW/m; crossover point
2.000 Hz; nom imp 8 ohms $8,500/pr

IX 3 -Way Speaker
Hybrid line speaker with 8 -in woofer; I'/s-in
and Ys -in dome tweeters. FR 28-35,000 Hz ±3
dB; sens 91 dB sPUW/m; crossover points 2000,
19,000 Hz; nom/min imp 8/5.2 ohms. Matte -
black finish and gray knit grille. 17 x 38 x 14 in,
58 lb ea $4.990/pr

Baby Pyramid MK HI 2 -Way Speaker
Vented speaker with 51/4 -in woofer: I Vit-in dome

tweeter. FR 50-20.000 Hz ±3 dB: sens 91 dB
sPUW/m; crossover point 2.000 Hz: nom imp 8
ohms. Black -lacquer finish and gray knit grille.
I I x 15 x 10 in: 23 lb ea $4.500/pr

Baby Pyramid MK 112 -Way Speaker
Vented speaker with 51/4 -in woofer; 11/4 -in dome
tweeter. FR 54-20.000 Hz ±3 dB; sens 91 dB
sPUW/m; crossover point 2000 Hz; nom/min
imp 8/5.3 ohms. Matte- black finish and gray
knit grille. I I x 15 x 10 in: 22 lb ea.... $3250/pr

VII MK -II 2 -Way Speaker
Hybrid line speaker with 8 -in woofer; I''/s-in
dome tweeter. FR 29-20.000 Hz ± 3 dB; sens 91
dB sPUW/m; crossover point 2.000 Hz; Matte -

black finish and gray knit grille. 18 x 34 x 11 in.
58 lb ea. $2.990/pr
Kit form $2,350/pr

III MK -II 2 -Way Speaker
Hybrid line speaker with 61/2 -in woofer: I -in
dome tweeter. FR 47-20,000 Hz ±3 dB; sens 89
dB sPUW/m; crossover point 2,000 Hz; Matte-

black finish and gray knit grille. 13 x 20 x 9 in;
28 lb ea $1,490/pr
Kit form $999/pr

Amazing 2 -Way Mini -Speaker
Vented speaker with 51/4 -in woofer; I -in dome
tweeter. FR 54-22,000 Hz ±3 dB; sens 88 dB
sPUW/m; crossover point 2500 Hz; Matte -black
finish and gray knit grille. I I x 17 x 7 in; 16 lb
ea S997/pr
Kit form $650/pr

Subwoofers

C-Subwoofer
Vented speaker with two 10 -in woofers. FR 26-
200 Hz ±3 dB; sens 92 dB sPUW/m; nom/min
imp 8/5.2 ohms. Matte -black finish and black
knit grille. 24 x 24 x 37 in; 175 lb ea $6,500 ea
C-Subwoofer. As above with one 8 -in woofer.
FR 30-200 Hz ±3 dB; sens 89 dB sPUW/m; nom/
min imp 8/5.3 ohms. 17 x 25 x I I in; 45 lb
ea $1 .290 ea

B-Subwoofer
Hybrid line speaker with 10 -in woofer. FR 25-
200 Hz; ±3 dB; sens 92 dB sPUW/m; nom/min
imp 8/5.2. 24 x 34 x 14 in: 78 lb ea ... ¶3,250 ea
Kit form $2.450

REALISTIC BY RADIO SHACK
Nominal imp of all Realistic speakers is 8
ohms.

Nova 18 2 -Way Speaker
Bass -reflex speaker with 10 -in woofer and 3 -in
tweeter. Features tuned -port; removable grille.
FR 65-20,000 Hz; power handling 100 W; sens 90
dB sPUW/m; imp 8 ohms. Oiled walnut. 121/4 x
22% x 8'/s in; 17.5 lb $200/pr

Nova 16 2 -Way Speaker
Bass -reflex speaker with 8 -in woofer and 21/2 -in
tweeter. Features tuned -port; removable grille.
FR 60-20,000 Hz; power handling 60 W; sens 88
dB sPUW/m; imp 8 ohms. Oiled walnut. 101/4 x
161/2 x 61/2 in; 14 lb $160/pr

MC -1800 2 -Way Bookshelf Speaker
Acoustic -suspension, bookshelf speaker with
8 -in woofer and 21/2 -in tweeter. FR 70-20,000 Hz
±3 dB; maximum power 50 W rms; imp 8
ohms $120/pr

Model 40-1365 2 -Way In -Wall Speaker
Speaker with 5'/ -in woofer and I -in soft -dome
tweeter. FR 60-20,000 Hz. Includes mounting -
bracket hardware. 71/4 x II Vic x 21/2 in ...$50/pr
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Model 40-165 Mini Speaker
21/2 -in square drivers. Features attached cable
with mini plug. Max power I W; 3 x 31/2 x I'/4
in $20/pr

Model 40-155 Mini Speaker
Single enclosure with two I'/ -in drivers with
mini plug. 33/4 x 31/4 x 11/4 in $ 10/pr

Minimus Series

Model 77 2 -Way Speaker
5 -in woofer and I -in dome tweeter. Features
diecast aluminium cabinet. FR 50-20.000 Hz;
power handling 55 W max; impedance 8 ohms.
51/2 x 81/4 x 41/4 in; 5.3 lb $160/pr

Model 7W 2 -Way Speaker
4 -in woofer; I -in soft -dome tweeter; spring ter-
minals. Max power 40 W $ I 20/pr

Model 7 2 -Way Speaker
Diecast metal enclosure; 4 -in woofer; I -in soft -
dome tweeter; crossover; hanger slots and re-
cessed spring connectors for wall mounting.
Max power 40 W; 41/14 x 7 x 41/4 in $100/pr

Model 26 2 -Way Speaker
Acoustic -suspension speaker with 5 -in woofer
and 21/2 -in tweeter. FR 90-20.000 Hz; power
handling 40 W; sens 87 dB set/W/m; imp 8
ohms. 63/4 x II x 43/4 in; 5 lb $70/pr

Model 18 Speaker
4 -in driver; spring terminals. Walnut -vinyl fin-
ish. 5Y4 x 933/4 x 43/4 in $50/pr

Model 3.5 Speaker
Molded enclosure with steel grille; spring ter-
minals. Max power handling 15 W; 33/4 x 53/4 x 3
in $48/pr

Model 2.5 Speaker
4 -in driver. Max power 10 W. Walnut -vinyl
finish. 5 x 63/4 x 3 in $40/pr

Model 3 Speaker
5 -in driver. Max power 7 W. Walnut -vinyl fin-
ish. 81/2 x 10 x 51/2 in $32/pr

Model 0.3 Speaker
Cube speaker with 3 -in driver. Max power 7 W.
Walnut veneer. 4 x 4 x 31/2 in $30/pr

Model 0.4 Powered Speaker
Features built-in amplifier with 1.5 W/ch; tone
booster: bass +6 dB at 125 Hz, treble +6 dB at
8.000 $30/pr

Superriveeters
Dynamic. Mounts in or outside speaker cabinet;
FR to 40,000 Hz ;max power 50 W; 4 -in H $25
Piezo. FR to 27,000 Hz. Max power 75 W; sens
96 dB set/W/m $13

Accessories
Mounting Brackets. Models 7W and 7 $18/pr
Mounting Brackets. Model 77 $20/pr

REEL TO REAL DESIGNS
Legacy Signature II 3 -Way Speaker
Biamp capable speaker with three 10 -in carbon/
polypropylene woofers, two 61/2 -in midrange.
11/4 -in metallized -dome and ribbon tweeter.
Rear -firing ambience tweeter maintains bipolar
response above 5,000 Hz; slot -loaded woofer.
Power handling 45-600 watts; frequency re-
sponse 16-30,000 ±2 dB; sensitivity 93.5 dB
set/watts per meter; impedance 4 ohms; cross-
over points 80, 200, 1,850. and 8.000 Hz. Oiled -
oak, walnut. rosewood. or black -lacquer fin-
ish $2,696/pr

Legacy Signature -Satellite. Compact version of
the Signature II without woofers. 101/4 x 20 x
101/4 in; 40 lb $1,496

Legacy -14 -Way Speaker
10 -in and 8 -in polypropylene woofers, 61/2 -in
polypropylene midwoofer, 1'/4 -in metallized
midrange, and samarium -cobalt ribbon su-
pertweeter. Slot -loaded subwoofer section with
double -magnet structure; dual pairs of tiffany
binding posts; biampable: hand -tuned cross-
over; 5 -chamber cabinet braced to 11/2 -in wall
thickness. Power handling 45-400 W; FR 20-
30,000 Hz ± 2 dB; sens 91.5 dB set../W/m; imp 4
to 8 ohms; crossover points 120. 2.200, and
8,500 Hz. Oiled -oak, walnut, rosewood. or
black -lacquer finish $ 1 .696/pr

Legacy -2 PLUS 3 -Way Speaker
10 -in polypropylene woofer; 61/2 -in polypropyl-
ene midrange; I -in ferrofluid-cooled aluminum -
dome tweeter. Gold-plated tiffany binding
posts. Power handling 30-200 W; frequency
response 28-22,000 Hz ±2 dB; sens 90.5 dB
sPIJW/m; imp 6 ohms; crossover points 180 and
2,800 Hz. Oiled- oak, walnut, rosewood. or
black -lacquer finish $1,196/pr

Legacy -3 3 -Way Speaker
9 -in polypropylene woofer. 61/2 -in cast -frame
midbass, and I -in ferrofluid-cooled dome
tweeter. Features double -reflex bass align-
ment; gold-plated tiffany binding posts. Power
handling 30-200 W; FR 34-22,000 Hz ±2 dB;
sens 91.5 sPUW/m; imp 4 ohms; crossover
points 200, 2.800 Hz. Oak. walnut, rosewood,
or gloss -black lacquer finish $896/pr

Legacy -Super 2 -Way Bookshelf Speaker
Two 61/2 -in polypropylene midwoofers. I -in
ferrofluid-cooled aluminum -dome tweeter.
Features gold-plated tiffany binding posts.
Power handling 30-200 W; FR 38-22,000 Hz ±2
dB; sens 94.5 dB setJW/m; imp 4 ohms; cross-
over point 2.000 Hz. Oiled -oak, walnut, rose-
wood, or gloss -black lacquer finish $750/pr
Optional T -braced stands with spiked hard-
wood base $120/pr

Legacy Dual 12 Subwoofer
Dual -channel subwoofer with carbon -filled
polypropylene 12 -in woofer. Features 6th -or-
der alignment, variable crossover point and
slope. Power handling 30-500 W; FR 16-100 Hz
±2 dB; sens 91.5 dB set./W/m; imp 4 ohms;
crossover 55 or 95. Oiled oak, walnut, rose-
wood, or gloss black -lacquer finish $748 ea

Legacy Dual 10 Subwoofer
Dual -channel subwoofer with 10 -in woofers.
Features assisted 4th -order alignment; variable
crossover point and slope. Power handling 30-
400 W; FR 22-120 Hz ± 2 dB; sens 91 dB set/W/
m; imp 8 ohms; crossover point 55 or 95 Hz.
Oiled -oak, walnut. rosewood. or gloss black -
lacquer finish $548 ea

Legacy 2 -Way Bookshelf Speaker
61/2 -in polypropylene woofer and I -in alumi-
num -dome tweeter. Features braced cabinet
stuffed with polyester fiber; gold-plated tiffany
binding posts. Power handling 30-150 W; FR 40-
22,000 Hz ±2 dB; sens 90 dB set/W/m; imp
ohms; crossover point 2,800 Hz. Oiled -oak,
walnut. rosewood. or gloss black -lacquer fin-
ish $548/pr
Optional T -braced stands with spiked hard-
wood bases $120/pr

Legacy Mini -Monitor 2 -Way Speaker
Compact speaker with 51/4 -in Bextrene midbass
and I -in aluminum -dome tweeter. Features
gold-plated tiffany binding posts. Power han-

dling 30-125 W; FR 59-22,000 Hz ±2 dB; sens 90
dB set/W/m; imp 4 ohms; crossover point 2.200
Hz. Available in oiled -oak, walnut, rosewood.
or gloss black. 16 lb ea $448/pr
Optional T -braced stands with spiked hard-
wood bases $120/pr

REVOX
Agora B MK II Powered 3 -Way Speaker
Floor -standing triamplified ported speaker in-
corporating three 100-W amps with active di-
viding networks in each enclosure. Designed to
be driven from preamp or direct from high-level
sources such as CD player. Features push-pull
dual woofer design with one woofer facing into
enclosure to eliminate even -order harmonic
distortion. Two 9 -in cone woofers; 41/4 -in cone
midrange; 3/4 -in titanium -dome tweeter. Low -
frequency amp utilizes feedback to compensate
for EMF. 4 -step bass and treble controls; bass -
blend switch; auto power on/off. FR 30-21.000
Hz ±3 dB; sens 110 dB set../W/m; walnut -
veneer finish with brown grille or polished -
ebony finish with black grille $5,900/pr
Black Lacquer finish $6,900/pr

Power Cabe Powered Speaker
Incorporating 2 additional amps to power any
pair of satellite speakers. 121/4 -in woofer, 150-W
amp for bass speakers; two 100-W amps for
satellites. Can be connected to outputs of either
preamp or amp. FR 35-22.000 Hz -3 dB; sens
100 dB sptJW/m. Black or white matte finish.
151/2 x 161/2 x 141/2 in; 42 lb $1.600 ea

Duetto 2 -Way Speaker
Single -enclosure speaker with two sets of three
drivers mounted on either side of wedge shape
enclosure. May be used with Power Cube or
Piccolo Bass. Features two 4 -in midranges; I -in
dome tweeter. FR 90-22,000 Hz; sens 89 dB set/
W/m; nominal imp 4 ohms. Black or white
lacquer finish. 14 x 14 x 14 in $995/pr
Black or white matte finish $695/pr

Piccolo Satellite/Subwoofer System
Satellite speakers may be used with or without
companion subwoofer. Satellites feature 41/4 -in
midrange driver; 1/4 -in dome tweeter. Sub -
woofer features 101/4 -in woofer. Power handling
70 W coot; FR 48-22.000 Hz ±3 dB; sens 86 dB
sptJW/m; imp 4 ohms; black finish. Satellite:
51/2 x 83/4 x 53/4 in, 5 lb, 8 oz. Subwoofer: 141/2 x
151/4 x 141/4 in. 32 lb.
Satellites $390/pr
Subwoofer. $400 ea

RH LABS
SB-3a Powered Subwoofer
150-W amplifier and 12 -in driver. Features con-
tinuously variable 40-120 Hz. 18 dB/octave
electronic crossover; phase -reversal control.
20 x 23 x 20 in $995 ea

SB-4a Powered Subwoofer
100-W amplifier and 10 -in driver. Features con-
tinuously variable 40-120 Hz, 18 dB/octave
electronic crossover; phase -reversal control.
161/4 x 191/z x 16 in S695 ea

ROCKUSTICS
Rockustic speakers feature natural -looking
stone -like enclosures; they are water- and
weather -resistant for outdoor applications and
feature positive, negative. and ground connec-
tion terminals.

Stonehenge 3 -Way Outdoor Speaker
8 -in woofer, 51/2 -in midrange, and I -in dome
tweeter. FR 54-18,500 Hz ±3 dB; power han-
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dling 150 W; imp 4 ohms; sens 90 dB spiJW/m.
85 lb $1.500/pr

Hillside 3 -Way Outdoor Speaker
8 -in woofer. 51/2 midrange, and I -in dome
tweeter. FR 54-18.500 Hz ±3 dB; power han-
dling 150 W: imp 4 ohms: sens 90 dB sptJW/m.
120 lb 51.500/pr

Subrock Subwoofer
Dual voice 15 -in weather -resistant subwoofer
features 4 -cubic -ft enclosure tuned to 35 Hz.
Power handling 300 W into 8 ohms. Gray gran-
ite. brown sandstone, burnt rust, or custom
colors available $849

Rocky Jr 2 -Way Outdoor Speaker
2 6'L -in long -throw polypropylene -cone woof-
er. I -in ferrofluid-cooled soft -dome tweeter.
and 3rd -order crossover point 3.000 Hz. FR 58-
18.5(X) Hz ±2' dB; imp 5 ohms nominal. 3.7
ohms min: sens 90 dB sPiJW/m $699/pr

Octorock 2 -Way Speaker
Features matrix cabinet. All stainless mounting
hardware. Power handling 100 W cont; FR 54-
20.000 Hz ±3 dB; imp 4 ohms. Gray granite.
brown sandstone. burnt rust. or custom colors
available $629/pr

Rocky Too 2 -Way Speaker
Features matrix cabinet. All stainless mounting
hardware. Power handling 100 W cont; FR 55-
20.000 Hz ±3 dB: imp 8 ohms. Gray granite.
brown sandstone, burnt rust, or custom colors
available $549/pr

Soundstone 2 -Way Speaker
Features matrix cabinet. All stainless mounting
hardware. Power handling 100 W cord; FR 55-
20.000 Hz ±3 dB; imp 8 ohms. Gray granite.
brown sandstone, burnt rust, or custom colors
available $496/pr

ROGERS
All speakers come with a 5 -year warranty.
Cones are polypropylene and tweeters are met-
al dome unless otherwise specified.

PM510a 2 -Way Reflex Speaker
Features biwireable crossover network. Power
handling 200 W; imp 8 ohms; FR 40-16.000 Hz
±3 dB; sens 92 dB sPt/W/m. 18 x 30 x 151/4 in:
78 lb. Walnut. teak, or black $3,495/pr

P-24 Speaker
Power handling 250 W; FR 40-20,000 Hz ± 2 dB:
imp 8 ohms: sens 88 dB sPt./W/m. 12 x 32 x 12
in: 62 lbs. Black. walnut, white ..... $3.000/pr

LS5/9 2 -Way Speaker
Power handling 100 W: FR 50-16.000 Hz ±3 dB;
imp 8 ohms: sens 87 dB sptJW/m. II x 181/4 x
101/4 in; 38 lb. Walnut, teak, or black $2,595/pr

Studio la 2 -Way Speaker
Features aluminum -dome tweeter and biwir-
able crossover. Power handling 220 W; FR 45-
20,000 Hz ± 3 dB; imp 8 ohms; sens 89 dB sPt./
W/m. 12 x 25 x 12 in: 40 lb. Walnut. teak, or
black $1,399/pr

LS7t 2 -Way Speaker
Features titanium -dome tweeter and biwirable
crossover. Power handling 200 W; FR 55-22.000
Hz ±2 dB; impedance 8 ohms; sensitivity 88
dB spi/W/m. 101/2 x 22 x 11 in; 38 lb. Walnut.
teak, or black $949/pr

LS6a 2 -Way Speaker
Features biwirable crossover. Power handling
150 W; FR 50-20.000 Hz ±2 dB; imp 8 ohms:

sens 89 dB sptlW/m. 101/4 x 20 x 11 in; 45 lb.
Walnut. teak, or black $699/pr

LS3/52 2 -Way Bookshelf Speaker
Power handling 75 W; frequency response 70-
20.000 Hz ±3 dB; impedance 11 ohms; sensi-
tivity 82.5 dB sPIJW/m. 71/2 x 111/4 x 61/4 in; 25 lb.
Walnut, teak, or black finish $649/pr

LS4a 2 -Way Bookshelf Speaker
Power handling 1(0 W; frequency response 55-
20.000 Hz ± 2 dB; impedance 8 ohms; sensitiv-
ity 88 dB sptlW/m. Dimensions: 10 x 17 x 91/4 in.
Black/walnut vinyl $549/pr

LS2a 2 -Way Bookshelf Speaker
Power handling 100 W; FR 60-20.000 Hz ± 2 dB;
imp 8 ohms: sens 87 dB sptJW/m; 29 lb. 9 x 14 x
8 in. Black/walnut vinyl $399/pr

Speaker Stands
All stands are supplied with fully -adjustable.
carpet -piercing spikes.

S40. For use with the Studio la, LS6a, and
LS7t speakers. 40 lb. Black $129
S55. For use with the LS2a and the LS3,5a
speakers. 35 lb. Black $129
S59. For use with the LS5/9 and the LS4a
speakers. 44 lb. Black $129

ROHRER
Reference Line Source 2 -Way Speaker System
Features twelve 6 -in woofer -midranges. 16 rib-
bon tweeters in line -source array. FR 40-40.0(X)
Hz; sens 99 dB spiJW/m. 141/2 x 80 x 12
in $20.0(X)
Additional double cabinets 55.800
Additional single cabinet, walnut -burl fin-
ish $9.400
Additional dual cabinet, walnut -burl fin-
ish 517.8(X)
Additional single cabinet. Ferrolam steel lami-
nate $1,600
Additional dual cabinet, Ferrolam-steel lami-
nate finish 54,800

Reference Tower Subwoofer Speaker System
System consists of 4 units, two I5 -in sub-
woofers per unit. Frequency response 10-
100.000 Hz; sensitivity 96 db sPL/W/m. 80 -
inches tall. 25 -inch diameter $12,600
Additional solid -wood enclosures $18.300

Monitor Series
RM2902R. 2 -way speaker with two 9 -in ribbon
tweeters; black stand 52.7(8)
RM902R. 2 -way system with 9 -in ribbon tweet-
er; black stand $1.800
RM702R. 2 -way system with 7 -in ribon tweet-
er: black stand 51.600
RM702D. Same as above, with dome -tweeter;
oak stand 51,2(X)/pr

Europa Series
RES28. System with two 8 -in subwoofers.
black 52.400
RE2602D. 2 -way system with two titanium -
dome tweeters, black 52.400
RE:602D. 2 -way system with 6 -in titanium -dome
tweeter, black 51,600

Tower Subwoofers
RT215E. Two 15 -in woofers, stratified damp-
ing. 80 -in tall. 25 -in diameter; stratified damp-
ing $6,300
RT212E. Two I2 -in subwoofers: stratified
damping; 80 -in tall; black $4,200
RT212.5E. Two I2 -in subwoofers; stratified
damping: 44 -in tall. black $2.400
RT212.5. Same as above, without stratified
damping 52.400

RT212. Two I2 -in subwoofers; 80 -in tall:
black $2,400
RT1201. Same as above. one subwoofer 51.6(X)

ROSSMAN
SA.8 2 -Way Powered Speaker
Bass -reflex speaker with 61/2 -in woofer. I -in
dome tweeter. Driven by 30 W amp. Frequency
response 42-20,000 Hz ±3 dB; imp 100 kil-
ohms; crossover frequency 2.3(X) Hz. 10 x 17 x
12 in: 601b $500/pr

SA.5 2 -Way Powered Speaker
Bass -reflex speaker with 5 -in woofer. I -in
dome tweeter. Driven by 30 W amp. FR 55-
20,000 Hz ±3 dB; imp 100 kilohms: crossover
point 2,300 Hz. 12 x 13 x 9 in; 48 lb.... $400/pr

SANSUI
Vintage SP -100i 2 -Way Shielded Speaker
Magnetically shielded bass -reflex speaker.
Features 81/4 -in filament -carbon woofer with
twin magnets; I -in titanium -dome tweeter with
diamond plating; diecast aluminum tweet-
er base. FR 40-30,000 Hz; crossover point 1,500
Hz: sens 88 dB spt./W/m; imp 6 ohms: max
power handling 120 W. I I x 171/4 x 13'/ in: 41.9
lb. Titanium finish $1 .500/pr

SP-X5U 3 -Way Speaker
61/2 -in woofer. 51/4 -in carbon -filled polypropyl-
ene cone midbass with butyl rubber surround
and aluminum diecast frame, I -in liquid -cooled
tweeter. Features rounded baffle edges: gold-
plated 5 -way binding posts. FR 45-23.000 Hz -±- 3
dB; power handling 75 W/ch rms; sens 88 dB
spiJW/m; imp 6 ohms; crossover points 350 and
7.0(X) Hz. 111/2 x 371/2 x 11'/- in. Oak or black
woodgrain finish $440/pr

SP-X3U 3 -Way Speaker
Acoustic -suspension design with 10 -in carbon -

filled polypropylene woofer. 5 -in carbon -filled
polypropylene midrange. 1/4 -in ferrofluid-
cooled dome tweeter; gold-plated 5 -way bind-
ing posts. FR 35-23.000 Hz ±3 dB; max power
handling 250 W; imp 8 ohms. 14 x 211/4 x I03A in;
17 lb. Oak cabinets $380/pr

SW-S7.7U 3 -Way Subwoofer/Satellite System
Two SP-XO.7U acoustic -suspension satellites
with 5 -in polypropylene midrange and 1/2 -in

soft -dome tweeter, and one SP-W7U sub-
woofer with two 6 -in woofers in ported cabinet.
Power handling 60 W/ch rms into 6 ohms: FR 5.5-
22.000 II,': sens 88 dB sptJW/m. Crossover
point at 200 and 6.000 Hz. Satellites: oak grain
or black wood grain. 7 x 111/4 x 71/4 in: 10 lb.
Subwoofer: black textured finish. 91/4 x 19 x
111/4in; 26Ib $170/sys

S -75U 3 -Way Speaker
Floor -standing speaker with I5 -in cone woofer.
4 -in cone midrange. and 3 -in cone tweeter.
Features auto -reset overload protector. Power
handling 150 W max; FR 25-20.000 Hz; imp 8
ohms: sens 91 dB sPEJW/m. 18 x 34 x 111/4 in; 38
lbs $160/pr

SP-X2U 2 -Way Speaker
Acoustic -suspension design with 8 -in carbon -

filled polypropylene woofer with butyl rubber
surround, Ys -in ferrofluid-cooled dome tweeter.
Gold-plated 5 -way binding posts; rounded cabi-
net baffles. FR 40-23.000 Hz ± 3 dB; max power
handling MO W: imp 8 ohms. 111/4 x 211/4 x 10'A
in: 28 lb. Oak cabinets $300/pr

S -65U 3 -Way Speaker
Floor -standing speaker with 12 -in cone woofer.
4 -in cone midrange. and 3 -in cone tweeter.
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Features auto -reset overload protector. Power
handling 130 W max: imp 8 ohms: sens 90 dB
spUW/m: FR 35-20.000 Hz. 141/2 x 30 x 11% in;
30 lbs $270/pr

S -45U 3 -Way Speaker
Floor -standing speaker with 10 -in cone woofer.
4 -in cone midrangc. and 3 -in cone tweeter.
Features auto -reset overload protector. Power
handling 85 W max: imp 8 ohms; sens 89 dB
sPOW/m; FR 45-20.000.Hz. 14 x 26 x 101/4 in; 25
lbs $220/pr

SP-XIU 2 -Way Speaker
Acoustic -suspension design with 61/2 -in carbon -
filled polypropylene woofer with butyl rubber
surround. 1/2 -in ferrofluid-cooled dome tweeter.
Nickel -plated 5 -way binding posts: rounded
baffles. FR 50-22,000 Hz = 3 dB; max power
handling 150 W; imp 8 ohms. 91/2 x 141/2 x 91/4 in;
17 lb. Oak cabinets $200/pr

S -35U 2 -Way Bookshelf Speaker
8 -in cone woofer and 2 -in cone tweeter. Power
handling 65 W max: imp 8 ohms; sens 89 dB
spiJW/m: FR 55-20,000 Hz. 12 x 23 x 91/4 in; 19
lbs $140/pr

S -25U 2 -Way Bookshelf Speaker
61/2 -in cone woofer and 2 -in cone tweeter. Pow-
er handling 35 W max; imp 8 ohms; sens 88 dB
sm../W/m: FR 70-20.000 Hz. 8 x 14 x 71/4 in: 9
lbs $115/pr

SAVARD
Phase XXII 4 -Way Speaker
Features biamp circuit; 15 -in woofer: 10 -in mid -
base driver: PZT midrange driver mounted to 4 x
10 horn; two multicellular PZT tweeter. FR 25-
30.000 Hz; imp 4 ohm; crossover points 200.
3.000, 8,000 Hz; sens 105 dB W/m. 211/2 x 521/2 x
18 in: 170 lb $779 ea

Phase VII 3 -Way Speaker
I5 -in woofer: midrange driver mounted to a 4 x
10 horn; muticellular Pz-r tweeter. Power han-
dling 5-400 W/ch; FR 25-30.000 Hz; imp 4 ohm;
crossover points 7(X). 3.000 Hz: sens 104 dB W/
m. 21 x 301/4 x 18 in: 75 lb $574 ea

Phase XXVII 3 -Way Speaker
I2 -in woofer; two midrange drivers mounted to
an 800 CPS diffraction horn; two muticellular piT
tweeter. Power handling 5-300 W/ch; FR 30-
30.000 Hz; imp 4 ohm; crossover points 700.
5.000 Hz; sens 105 dB W/m. 171/4 x 311/2 x 15 in.
59 lb S413 ea

Phase 1 Subwoofer/Satellite System 6
Dual 8 -in woofers. Power handling 5-2(10 W/ch:
IR 30-200 Hz; crossover point 200 Hz: I x 23
x 14 in $324 ea

Phase I Satellite System 6 2 -Way Speaker
61/4 -in midbass driver; 3 x 4 multicellular PTr
horn tweeter. Power handling 5-200 W/ch; FR
2(10-30.000 Hz; crossover points 200. 3.000 Hz:
9 x 13 x 7 in $322 ea

Phase XV 3 -Way Speaker
10 -in woofer; 2 x 6 -in horn; two Pzr tweeter.
Power handling 5-250 W/ch: FR 36-30,000 Hz;
imp 4 ohm; crossover point 2,000 Hz; sens 105
dB W/m. 171/4 x 311/2 x 15 in, 59 lb $286
Series 303. As above but with one PZT tweeter.
131/2 x 201/4 x 9, 27 lb $189 ea

Phase I 3 -Way Bookshelf Speaker
8 -in woofer, 61/4 -in midbass driver. 3 x 4 PZT
multicellular PZT tweeter. Power handling 5-250
W/ch; FR 38-30.000 Hz; crossover points 200.
3.000 Hz. 1 1 x 1.3`/K x 13 in $241 ea

SCOTT
AS-IB 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 61/2 -in woof-
er; I -in textile soft -dome tweeter. Features pas-
sive tweeter protection; air -core crossover
coils. 3 -way binding posts: oak -vinyl finish. FR
55-22.000 Hz -= 4 dB; power range 15-120 watts
rms; sens 90 dB sPOW/m; imp 4 ohms 81/it x 15
x 71/2 in: 14 lb each $240/pr

Model I0.3a 3 -Way Bookshelf Speaker
Acoustic -suspension speaker with 10 -in woof-
er; ferrofluid-cooled 41/2 -in midrange; 11/4 -in

center -mounted tweeter; hickory -vinyl finish.
FR 45-20.000 =4 dB; power range 10-100 W
rms; sens 92 dB spt./W/m; imp 8 ohms: 121/2 x
231/4 x 87/1, in: 20 lb ea $200/pr

Model 8.2a 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 8 -in woofer;
I1/4 -in ferrofluid-cooled tweeter; hickory -vinyl
finish. FR 55-20.000 Hz ± 4 dB; power range 5-
70 W rms: sens 92 dB sPt../W/m; 101/4 x 18 x 71/2
in: 12 ea $160/pr

Model 6.2a 2 -Way Bookshelf Speaker
Acoustic -suspension speakers with 61/2 -inch
woofer: 11/4 -in ferrofluid-cooled tweeter. Hick-
ory -vinyl finish. FR 60-18,000 Hz = 4 dB; power
range 5-60 watts rms; sens 90 dB sPL/W/m. x

15 x 7'L in: 9 lb $140/pr

SP38B 3 -Way Bookshelf Speaker
Acoustic -suspension speaker with 8 -inch woof-
er: 2 -inch midrange: 2 -inch tweeter. FR 50-
19.000 Hz: 75 watts maximum power handling.
11 x 211/4 x 8,/2 in: 14l6 each $ I 20/pr

SP28A 2 -Way Bookshelf Speaker
Features 8 -inch woofer: 3 -inch tweeter: FR 50-
19.00 Hz: Power handling 40 W max 11 x 18 x
81/4 in $100/pr

SHAHINIAN ACOUSTICS
Diapason Speaker
Asymmetric prism with four 51/4 -in curved poly -
cone rubber -edge drivers and six 1/4 -in W-
shaped titanium -dome tweeters. Features I -in
aluminum voice -coil: 20 -oz ceramic magnet:
unequal rakes in each direction made of 13 -ply
Finland birch: 2 optional input filter choices or
direct bypass for bi-amp use filters; 2 optional
roll -off filters to facilitate exact matching or by-
pass; lamb's -wool damping. FR 125-22.000 Hz
-3 dB; power handling 250 W average. Brown.
black beige, bone, double-knit polyester grille.
35 lb $4.650/pr

Obelisk 3 -Way Speaker
Folded double -prism 50 -in hybrid transmission -
line speaker with 8 -in asymmetrically placed
high -temperature voice -coil poly woofer. 10 -in
mass -loaded -membrane polypropylene passive
radiator, two 11/4 -in cambric -dome midranges,
four Yx-in W-shaped dome tweeters. Power
handling 50-500 W; imp 6 ohms nominal. Wal-
nut and oak standard finishes; optional finishes
available. 141/2 x 29 x 121/2 in; 55 lb .. $2.050/pr

Hawk Subwoofer
Folded transmission -line enclosure, essentially
half of the Double Eagle. Feature 8 -in -high
temperature voice -coil woofer with dynamic
damping: 10 -in passive radiator. Inputs for sat-
ellite included, multiple crossover points for
low- and high-pass filters. FR - 3dB/25Hz uni-
form 250/500Hz; imp 6 ohms; power handling
150 W. 141/2 x 30 x 111/4 in, 601b .... $1,400/pr

ARC 3 -Way Speaker
Vertical transmission -line speaker with 8 -in

high -temperature voice -coil polylpropylene
woofer: I 0 -in mass -loaded -membrane viscous -
damped passive radiator: 11/2 -in cambric -dome
midrangc, and I -in titanium supertweeter. Fea-
tures lime -aligned phase -correct driver place-
ment. Power handling 30- 350 W: imp 4 ohms
nominal. Natural, medium, or dark -oak finish
on 1/4 -inch fiberboard. 14 x 271/2 x 91/4 in; 42
lb $1.200/pr

LYRE 2 -Way Speaker
8 -in high -temp voice -coil poly -woofer, I -in tita-
nium -deposit poly -dome supertweeter. and 10 -
in passive radiator. FR 30-18,000 Hz -3 dB.
Dark- or light -oak veneer; 111/2 x 231/2 x 111/4 in;
43 lb $950/pr

ELF 2 -Way Speaker
Tuned -damped vent enclosure, 51/4 -in polypro
pylene woofer with rubber edge. I -in polypro-
pylene -dome tweeter. FR 55-18,000 Hz -3 dB;
power handling 25-150 W; imp 6 ohms nominal.
Natural -medium- or dark -oak finish. 6% x 121/2
x 71/4 in; 26 lb/pr $450/pr

Double Eagle Stereo Subwoofer
One enclosure with two acoustically separated
8 -in polypropylene rubber -edged high -tempera-
ture voice -coil woofers and two 10 -in mass -
loaded -membrane polypropylene passive radia-
tors. FR 26-1.0000 Hz -3 dB; max power, short
duration peaks 1.000 W: imp 6 ohms nominal/
ch; crossover 18 dB/oct at 140 Hz. Walnut
finish on Finland birch. Optional finishes avail-
able. 23 x 30 x 14 in: 105 lb $1,150 each

SHURE
HTSSOCF Center -Channel Speaker System
Acoustic -suspension speaker for use as cen-
ter front speaker in surround system. Fea-
tures two 61/2 -inch woofers; I -inch dome
tweeter: curved polymer diaphragm; magneti-
cally shielded, polypropylene drivers; fluid -
cooled, fused tweeter. FR 55-18.000 Hz; sens
88 dB spt./W/m; imp 5.6 ohms. Walnut -veneer
finish: molded plastic grille. 131/2 x 20 x 81/4 in;
37 lb $599

HTS5OSW Subwoofer
Subwoofer for use in surround system with
heavy damped cone. Features shielded double -
magnet structure, and 12 -inch woofer; curved
polymer diaphragm. FR 33-80 Hz; sens 91 dB
srt./W/m; imp 8 ohms. Walnut -veneer finish. 18
x 23 x 14 in: 65 lb $499

HTS5OLRS Surround .Sound Speaker
Acoustic -suspension speaker for use as front
left, right, and/or surround speaker in surround
system. Features 61/2 -inch woofer. I -inch dome
tweeter; curved polymer diaphragm; magneti-
cally shielded, polypropylene drivers; fluid -
cooled. fused tweeter. FR 60-18,000 Hz; sens 85
dB sPt/W/m; imp 5.6 ohms. Walnut -veneer fin-
ish. 10 x 131/2 x Mk in $299

SIGNET
SL280 2 -Way Speaker
Includes 8 -in polypropylene woofer with rub-
ber surround and injection -molded magnesium
frame and I -in ferrofluid-cooled aluminum -
dome tweeter. Features vented enclosure;
biwired option: crossover with air -core induc-
tors, polypropylene capacitors, and OFC wire.
Power handling 20-150 W; FR 40-25,000 Hz;
sens 89 dB 2.83 V/m; nominal imp 8 ohms:
crossover point 3,000 Hz. Oak veneer 91/4 x 25
x in: 37 lb $900/pr

SL260 2 -Way Speaker
Includes 6 -inch polypropylene woofer with rub -
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her surround and injection -molded magnesium
frame and 1/4 -inch ferrofluid-cooled aluminum
dome tweeter. Features vented enclosure;
biwired option; crossover includes air -core in-
ductors, polypropylene capacitors, and OFC
wire. Power handling 20-125 W; FR 45-25,000
Hz: sens 88 dB 2.83 V/m; nominal imp 8 ohms;
crossover point 3,000 Hz. Oak veneer. 81/N x
151/2 x 12'/s in: 23 lb $650/pr

SI.230 3 -Way Subwoofer/Satellite System
Satellite contains 31/2 -inch injection -molded
midrange driver and 1/4 -inch ferrofluid-cooled
dome tweeter; subwoofer utilizes two down -
firing. slot -loaded 6 -inch drivers. Crossover
features film capacitors and protection circuits
for satellites. Power handling 100 watts contin-
uous: FR 50-20.000 Hz; sens 88 dB sinJW/m:
crossover points 200 and 3.000 Hz. Satellites
finished in oak veneer. subwoofer in black
vinyl. Satellites: 47/8 x 81/4 x 4' in: subwoofer:
13 x 21 x 61/4 in; 35 Ib/sys $600/sys

SNELL
Type A-Illi 4 -Way Speaker
Floor -standing, acoustic -suspension speaker
with curved baffle to eliminate diffraction, me-
chanically isolated midrange enclosure. floor -
loaded woofer, and rear -loaded supertweeter
for accurate room response. Hand -adjustment
of crossover values for specific drivers assures
acoustic performance virtually identical to ref-
erence speaker. Features 12 -inch high -power
long -excursion mass -loaded mechanically -iso-
lated cone woofer; 5 -inch mechanically -isolat-
ed cone midrange: 1 -inch individually adjusted
controlled -dispersion dome tweeter; 3/4 -inch
low -mass ferrofluid-cooled dome supertweeter.
Dual gold-plated inputs allow biwiring or
biamping with or without electronic crossover.
Power handling 250 watts rms; FR 24-26.000 Hz

3 dB. 38-18.(X0 I dB; nominal imped-
ance 8 ohms; crossover points 275, 2.700.
10.000 Hz. Hand -sanded, hand -rubbed match-
ing oak, dark oak, walnut, or black -finished
veneers. 231/2 x 501/4 x 14 in: 160 lb .. $4.680/pr

Type C -1113 -Way Speaker
Floor -standing, bass -reflex speaker system.
Features 10 -inch long -throw woofer; 5 -inch
midrange: I -inch aluminum -dome tweeter: .1/4 -
inch switchable rear tweeter; 4th -order 24 dB/
octave filters; biwirable or biampable. Power
handling 250 watts rms; FR 34-22.000 Hz 1-3
dB; stns 88.5 dB srt./W/m; nominal imp 8
ohms: crossover points275. 2,700 Hz. Hand -
sanded, hand -rubbed matching oak, dark oak,
walnut, or black -finished veneers. 141/2 x 46 x
111/4 in; 95 lb each $1.990/pr

LCR-500 2 -Way Speaker
Features two 61/2 -in cast frame polypropylene
woofers and two'/4-in aluminum- dome shield-
ed tweeter. Designed for front placement in
home theater systems; utilizes a special driver
configuration to limit horizontal directivity and
maximize voice intelligibility. FR 80-20.000 Hz:
imp 8 ohms. High -gloss black -veneer finish. 91/2
x 22 x 7 in; 35 lb ea $1.598/pr

SUR-500 2 -Way Speaker
Compact dipole speaker features two 61/2 -in
cast frame, polypropylene woofers, and two t-
in aluminum -dome tweeters. Suitable for sur-
round channel in home theater system. Pro-
duces an enveloping, nonlocalized surround
field through use of driver application and sepa-
rate rear and front responses. Power handling
150 watts continuous; frequency response 125-
20,000 Hz: impedance 4 ohms. High -gloss -
black veneer finish. 91/2 x 161/2 x 7 in; 60 lb/
pr $1.598/pr

Type EMI 2 -Way Speaker
Floor -standing bass -reflex speaker with 8 -inch
polymer -treated woofer. I -inch soft -dome
tweeter, and ultra -low -mass, 1/4 -inch ferrofluid-
cooled. rear -loaded dome supertweeter de-
signed for flat early -arrival of sound and accu-
racy of listening -room response. Hand -
adjusted crossover for specific drivers assures
acoustic performance virtually identical to ref-
erence speaker. Dual gold-plated inputs allow
biwiring or biamping. Features rear -loaded port
for optimim low -frequency room loading. Pow-
er handling 150 watts rms: FR 39-20.000 Hz
± 1.75 dB; sens 91 dB sPIJW/m; nom imp 6
ohms: crossover points 2.700 Hz. Oak. dark
oak. walnut, and black -finish veneer. 13 x 35 x
I I in: 50 lb ea $990/pr

Type Q 2 -Way Speaker
2 -way bookshelf speaker designed for stand
placement. Each speaker individually adjusted
to match a reference speaker within a fraction
of a dB. Features 61/2 -inch polypropylene cone
woofer; 1 -inch rear -firing textile -dome tweeter
and a 1/4 -inch rear -firing tweeter; flush grille to
eliminate diffraction. Power handling ISO watts
rms; FR 75-20.000 Hz ± 3 dB; sens 86 dB srUW/
m: nom imp 8 ohms; crossover point 2.200 Hz.
Oak. dark oak, walnut, or black -finished ve-
neers. 101/2 x 151/2 x 6%; 23 lb. 8 oz ea.. $780/pr
Type Q Stand. Speaker stand designed for use
with Type Q speakers. Bolts directly to Type
Q's. Can he mass -loaded with sand or lead and
incorporate spikes on the bottom. Black -fin-
ished veneer. 32 in high: 20 lb/pr $120/pr

Type J/III 2 -Way Bookshelf Speaker
Bass -reflex speaker designed to maximize ac-
curacy of early -arrival sound and listening -
room response. Hand -adjusted crossover val-
ues. Features 8 -inch polymer -treated
curvalinear cone woofer: I -inch soft -dome
tweeter; dual gold-plated inputs for optional
biwiring and biamping. Power handling 150
watts rms; FR 49-20.000 Hz 2 dB; sens 91 dB
sri./W/m; nom imp 6 ohms; crossover point
2.700 Hz. Oak. dark oak, walnut, and black -
finished veneer. 13 x 23 x 10 in $650ipr
Type J Stand. Speaker stand designed for use
with Type J speakers. Can be mass -loaded with
sand or lead and incorporate spikes on the
bottom. Black -finished veneer. 15 lb/pr . $98ipr

Type K -112 -Way Bookshelf Speaker
Acoustic -suspension speaker with 8 -inch poly-
propylene woofer and one 1/4 -inch ferrofluid
cooled soft -dome tweeter. Hand -adjusted
crossover values. Dual inputs for optional
biwiring or biamping. Power handling 100 watts
rms; FR 70-20.000 Hz 4- 2 dB; sens 90 dB spi./W/
m; nom imp 8 ohms: crossover point 2,700 Hz.
Oak, dark oak, walnut, or black -finish veneer.
I I x 18 x 9 in: 26 lb each $465/pr
Type K Stand. Speaker stand designed for use
with Type K speakers. Can be mass -loaded
with sand or lead and incorporate spikes on the
bottom. Black veneer. 15 lb $98/pr

Subwoofer

SUB -500 Subwoofer
Shielded subwoofer features a 10 -in cast frame
woofer. Fouth-order bass -reflex enclosure
tuned to 22 Hz. FR 20-80 Hz: imp 8 ohms. Gloss -
black veneer. 181/4 x 23 x 15 in: 60 lb ...$499/ea

SONANCE
All Sonanee speakers are flush
rope.

in Nall

Sonance 45 2 -Way Speaker
8 -in polypropylene woofer and I -in soft -dome

tweeter. Features woofer with butyl rubber
surround, cast frame, and treated -fabric dust
cap. Tweeter with acoustic chamber and pole
piece. 4th -order crossover at 2,700 Hz with 24
dB/oct. Besse! slopes, realized with low -loss
capacitors and high -current chokes. Power
handling 5-100 W; FR 35-22,000 Hz ± 2 dB; sens
90 dB; imp 8 ohms. Available in white ABS with
choice of cloth or metal grille, new construc-
tion, or retrofit brackets. 12 x 16 x 31/2 in. 12
lb $650/pr

Sonance 40 2 -Way Speaker
8 -in polypropylene woofer and I -in soft -dome
tweeter. Features woofer with treated urethane
surround and protective screens on basket win-
dows; three- position level control on tweeter.
Power handling 5-75 W; FR 40-20,000 Hz ± 3
dB; sens 89 dB: crossover 18 dB/oct at 2.800
Hz; imp 8 ohms. Available in white ABS with
choice of cloth or metal grille, new construc-
tion. or retrofit bracket. 12 x 16 x 31/2 in. $499/pr

PSW2 Subwoofer
Subwoofer with 2 -channel dual -voice coil 8 -
inch driver. Features crossover with 3- position
level control. FR 30-125 ±3 dB; power handling
25-75 W; sens 87 dB sptJW/m; nom imp 6 ohms:
crossover point 125 Hz. White with cloth or
metal grilles. 12 x 16 x 31/2 in; 14 lb .... $450 ea

Sonance Ilk 2 -Way Speaker
61/2 -in polypropylene woofer and I -in soft -dome
tweeter. Features woofer with treated urethane
surround and protective screens on basket win-
dows; two -position level control on tweeter,
crossover 12 dB/oct at 3,000 Hz. Power range
5-75 W; FR 45-20.000 -± 2 dB; sens 89 dB; imp 8
ohms. Available in white ABS with choice of
cloth or metal grille, new construction, or retro-
fit bracket. 9 x 12 x 31/4 in; 9 lb. $175/pr

M30 2 -Way Speaker
4 -inch polypropylene woofer and I -in polycar-
bonate, ferrofluid-damped propietary dome
tweeter. Power handling 5-75 watts; FR 70-
20,000 Hz ±2 dB: sens 86 dB SPL/W/m; nom
imp 8 ohms; crossover point 4.500 Hz. White
with metal or cloth grille $300/pr

Sonance SB30 2 -Way Speaker
Mini speaker with 4 -in woofer and I -in tweeter
in molded Noryl enclosure. Features 4 -in low -
resonance woofer with polypropylene cone and
urethane surround. Tweeter has impregnated
fabric dome. Supplied with nail -hanger mount,
and fitted for optional pivot or C brackets. FR
75-20,000 Hz ± 2 dB; imp 6 ohms; crossover 12
dB/oct at 3.500 Hz; sens 87 dB. 51/2 x 81/2 x 51/4
in $299/pr

Sonance II 2 -Way Speaker
61/2 -in polypropylene woofer and I -in propri-
etary tweeter. Woofer features treated ure-
thane surround and protective screens on bas-
ket windows; tweeter is ferrofluid damped with
polycarbonate diaphragm. Power handling 5-50
W; FR 55-20.000 Hz -± 3 dB: sens 90 dB; imp 8
ohms; crossover 6 dB/oct at 3,200 Hz. Avail-
able in white ABS with choice of cloth or metal
grille, new construction, or retrofit bracket. 9 x
12 x 31/4 in: 8 lb $245/pr

Sonance IA 2 -Way Speaker
61/2 -in polypropylene woofer and 2 -in cone
tweeter. Mounts in same bracket system as
Sonance 111c and Sonance 2. Power handling 3-
35 watts; frequency response 70-17.000 Hz ± 5
dB: sensitivity 89 dB; crossover is 6 decibels
per octave at 3,000 Hz; impedance 8 ohms.
Available in white ABS with choice of cloth or
metal grille, new construction, or retrofit
bracket. 9 x 12 x 3 in $185/pr
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Sonance SBIO Speaker
4 -in full -range polypropylene driver with paper
whizzer. Features rugged, weather -resistant
enclosure. FR 90-15.000 Hz ± 5 dB: sens 85 dB;
imp 8 ohms. Available with choice of double-
knit or metal grille. 51/2 x 81/2 x 51/4 in ...$150/pr

Sonance M10 Speaker
4 -in full -range polypropylene speaker. Driver
features urethane surround and paper wizzer
for extended range. Mounts into same bracket
as Sonance M30. FR 75-15,000 Hz 5 dB; imp 8
ohms: power handling 3-45 W; sens 87 dB.
Available in white ABS with choice of cloth or
metal grille, new construction, or retrofit
brackets. 61/2 x 91/4 x 21/2 in $130/pr

In -Wall Subwoofer Systems

SAM1 Powered Subwoofer
Down -firing 15 -in woofer in compact enclo-
sure. Stand-alone module features driver with
heavy doped pulp cone, butyl edge, and long -
throw voice coil. FR 26-50.75 or 1(X) Hz ± 3 dB.
set at VCAI amplifier; imp 4 ohms; sens 94 dB.
Available in white or black woodgrain vinyl
with matching grill cloth on toe -kick. 15 x 191/2 x
191/2 in $399 ea

ASW I Powered Subwoofer
Subwoofer module for use with dedicated cir-
cuitry in VCAI amplifier. Features 8 -inch cast -
frame dual voice -coil driver: selectable 50, 75.
100 Hz crossover points. FR 20-100 t- 2 dB; sens
87 dB spt./W/m: nom imp 8 ohms. White with
cloth or metal grille. 9 x 16 x 31/2 in: 15 lb$260 ca
VCAI Remote -Control 60-W/ch Amplifier. 3 -
channel integrated amplifier for above, and
SAM1 subwoofer.Features active bass -boost
circuitry: amplifier protection system; 3 select-
able roll-otT frequencies. 60 watts/ch into 8
ohms with 0.05% Trio 1(X) watts/ch into 4 ohms
with 0.05% THD: FR 20-20.000 at rated power
+0 dB. -02 dB: im 0.025% at I watt to rated

power. 31/2 x 161/4 x 131/4 in: 3() lb $815

SONY
SRS-D3K Powered Subwoofer/Satellite System
Features separate subwoofer: 25 W amp max
power; shielded. Bass, volume, and balance
controls. FR 20-20.000 Hz. Satellites: 31/2 x 31/4 x
3'/4 in: subwoofer 6 x 17'/4 x 101/2 in $100

SRS -200 Powered Speakers
Features 27 W/ch amp: shielded. Bass, volume
and balance controls. FR 45-20.000 Hz. 81/4 x 20
x 131/4 in $100

SRS -170 Powered Speakers
Features I5 W/ch amp; shielded. Volume con-
trol: input selector switch. FR 45-20010 Hz. 51/4
x 81/4 x 61/2 in $250

SRS -150 Powered Speakers
Features 20 With max amp: shielded. FR 45-
20.000 Hz. 51/4 x 8 x 71/2 in $200

SRS -77G Powered Speakers
Features 5 W/ch amp: water-resistant design.
Volume control. FR 100-20,0(X) Hz. 4'/4 x 71/4 x
51/4 in $200

SRS -67 Powered Speakers
Features S W/ch amp: shielded. Volume con-
trol. FR 80-20.00 Hz. 47/x x 71/4 x 51/4 in... $180

SRS -57 Powered Speakers
Features 3 W/ch amp: shielded. Volume con-
trol. FR 100-20.000 Hz. 21/4 x 71/4 x 5 in ... $130

SRS -55 Powered Speakers
Features 3.5 W/ch amp: shielded. Volume and

bass -boost controls. FR 100-20.000 Hz. 51/2 x 7 x
71/2 in $100

SRS -37 Powered Speakers
Features built-in amp. Volume control. FR 180-
20.000 Hz. 31/2 x 51/4 x 31/4 in $80

SRS -27 Powered Speakers
Features built-in amp. FR 250-20.0(X) Hz. 21/4 x
41/4 x 11/4 in $50

SRS -17 Powered Speakers
Features built-in amp. FR 300-20.000 Hz. 2'/4 x

x 21/2 in $40

SRS -8 Speakers
Features 50 -mm drivers. 31/4 x 5 x 3'/4 in .. $20

SRS -5 Speakers
Connects to headphone jack of portable com-
ponents. 21/4 x x 9'/ in $10

SOTA INDUSTRIES
Panorama 2 -Way Speaker
7 -inch woofer: I -inch hard -dome tweeter. Fea-
tures bass extension 0145 Hz 1-3 dB; truncated
pyramid enclosure: 11/4 -inch walls: hard; soft
structural damping on woofers. Maximum pow-
er handling ISO watts/ch: FR 45-22.000 Hz ±3
dB: sens 90 dB dB spi./W/m: imp 6 ohms:
crossover point 3.200 Hz. 12 x 18 x 6 in: 35 lb.
Oak finish 51,595/pr
Brazilian rosewood. ebony $1 895/pr
Blackwood $1.795/pr
Bass Extender Module. Oak finish ... $1,995/pr

SOUND DYNAMICS
TI Series

SD 500ti 3 -Way Speaker
Floor -standing bass -reflex design with two 8 -in
carbon filled polypropylene woofers. 41/2 -in
polypropylene -cone midrange. and 1/4 -in titani-
um -dome tweeter. Biwirable and biampable:
adjustable spiked feet are provided. Power han-
dling 275 W cont: FR 27-22,0(10 Hz ±2 dB: sens
89 dB; crossover at 1.000 Hz and 3,(881 Hz: imp
6 ohms. Black -ash or oak finish $ I .050/pr

SD 400ti 3 -Way Speaker
Floor -standing bass -reflex design with I0 -in
carbon -filled polypropylene woofer. 41/2 -in
polypropylene -cone midrange, and 1/4 -in titani-
um -dome tweeter. Biwirable and biampable;
adjustable spiked feet are provided. Power han-
dling 250 W cont; FR 30-22.000 Hz ±2 dB: sens
88 dB: crossover point 900 Hz and 3.0(X) Hz:
imp 6 ohms. Black -ash or oak finish. 13 x 33 x
11 in $800/pr

SD 300ti 3 -Way Speaker
Floor -standing bass -reflex design with 8 -in car-
bon -filled polypropylene woofer. 4,/z -in poly-
propylene -cone midrange, and 1/4 -in titanium -
dome tweeter. Power handling 175 W cont; FR
34-22,000 Hz ±2 dB: sons 87 dB; crossover
point 900 Hz and 3.000 Hz: imp 6 ohms. Black -
ash or oak finish. 11 x 24 x 11 in .... 56(10/pr
SST -I3. 13 -in stand for the above $100/pr

SD 200ti 2 -Way Bookshelf Speaker
Bass -reflex design with 8 -in carbon -filled poly-
propylene woofer. and 1/4 -in titanium -dome
tweeter. Power handling 150 W cont: FR 40-
21,000 Hz -1- 2 dB; sens 87 dB: crossover point
1.800 Hz: imp 6 ohms. Black -ash or oak finish.
11 x 20 x 9 in $450/pr

SST -2I. 21 -in stand for the above $120/pr

SD 100ti 2 -Way Bookshelf Speaker
Bass -reflex, front -vented design with features

s in carbon -filled polypropylene woofer. and
'/4 -in titanium -dome tweeter. Power handling
125 W cont: FR 45-21.000 Hz ± 2 dB: sens 86
dB: crossover point 1.9(X) Hz: imp 6 ohms.
Black -ash or oak finish. 10 x 16 x 9 in ..$300/pr
SST -25. 2s -in stand for the above $ I 30/pr

SD 50ti 2 -Way Bookshelf Speaker
Bass -reflex. rear -vented design with features
51/2 -in carbon -filled polypropylene woofer. and
1/4 -in titanium -dome tweeter. Power handling 80
W cont: Fit 55-20.00 liz ±2 dB: sens 85 dB:
crossover point 2.0(X) Hz: imp 6 ohms. Black-
asb or oak finish. 7 x 12 x 8 in 5200/pr
SST -25. 25 -in stand for the above $130/pr

SPEAKERLAB
Auricle 57 3 -Piece Speaker System
Two 8 -in band-pass woofers, 5 -in x 57 -in planar
dipole ribbon midrange. and 5 -in x 57 -in planar
dipole ribbon tweeter. Min power 30 W: FR 23-
20 (XX) Hz: sens 90 dB si.i./W/m; crossover
point 150 Hz: nom imp 8 ohms. Oiled oak
finish: black knit grille. 13 x 71 x 6 in: 35
lb $1.8()0/sys

DAS Super 7 3 -Way Speaker
Two 12 -in woofers, two 61/2 -in cone midranges.
and four I -in dome tweeters in infinite -baffle
enclosure. Min power 30 W: FR 25-21,000 Hz:
sens 94 dB spt./W/m; crossover points 7(X).
3.500 Hz: nom imp 8 ohms. Oiled oak finish:
black knit grille. 14 x 39 x 16 in; 105 lb$1,600/pr

Auricle 38 3 -Way Speaker
8 -in woofer. 5 -in x 38 -in planar dipole ribbon
midrange. and 5 -in x 38 -in planar dipole ribbon
tweeter. Min power 30 W; FR 23-20.000 Hz:
sens 88 dB st'iJW/m: crossover point 150 Hz:
nom imp 8 ohms. Oiled oak finish: black knit
grille. 13 s 71 x 16 in: 60 lb 51.200/pr

DAS 7 4 -Way Speaker
12 -in and 10 -in woofers. 61/2 -in cone midrange.
and I -in dome tweeter in bass- reflex enclosure.
Mm power 20 W: FR 25-20,(XX) Hz: sons 93 dB
sr ./W/m: crossover points 180. 350. 4.00 Hz:
nom imp 4 ohms. Oiled oak finish: black knit
grlle. 14 x 39 x 16 in; 86 lb 51.018/pr
Kit $729/pr

DAS 6 3 -Way Speaker
8 -in and 10 -in woofers. and 1 -in dome tweeter
in bass -reflex enclosure. Min power 10 W: FR
30-20.000 Hz: sens 93 dB sPOW/m; crossover
points 180. 2.500 Hz; nom imp 4 ohms. Oiled
oak finish: black knit grille. 12 x 36 x 14 in: 62
lb 5818/pr
Kit $600/pr

ST5 3 -Way Speaker
Two 8 -in woofers. 61/2 -in cone midrange. and I -
in dome tweeter in bandpass enclosure. Min
power 40 W: FR 20-21.000 Hz: sens 92 dB spt./
W/m; crossover points ISO. 3.000 Hz: nom imp
4 ohms. Oiled oak finish: black knit grille. 12 x
42 x 14 in; 75 lb $799/pr

ST4 3 -Way Speaker
8 -in woofer. 5 -in cone midrange, and 1/4 -in

dome tweeter in bandpass enclosure. Min pow-
er 40 W: FR 25-20.000 Hz: sens 89 dB sPi./W/m;
crossover points ISO, 3,000 Hz: nom imp 8
ohms. Oiled oak finish: black knit grille. 10 x 37
x 12 in: 60 lb $650/pr

DAS 5 3 -Way Speaker
61/2 -in and 8 -in woofers, and I -in dome tweeter
in bass -reflex enclosure. Min power 10 W: rR
34-20,000 Hz: sens 92 dB sm./W/m; crossover
points 180. 2.500 Hi: nom imp 4 ohms. Oiled
oak finish; black knit grille. 11 x 31 x 13 in; 47
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lb $618/pr
Kit $450/pr

DAS Point Eight 3 -Way Speaker
61/2 -in cone woofer, 3 -in midrange, and 1 -in
dome tweeter in infinite -baffle enclosure. Min
power 10 W; FR 42-21,000 Hz; sens 91 dB sm../
W/m; crossover points 800, 5,000 Hz; nom imp
4 ohms. Oiled oak finish; black knit grille. 8 x 21
x 10 in; 30 lb $518/pr

ST3 3 -Way Speaker
61/2 -in woofer. 5 -in cone midrange, and 1/4 -in
dome tweeter in bandpass enclosure. MM pow-
er 40 W; FR 30-20,000 Hz; sens 86 dB sPUW/m;
crossover points 150. 3,000 Hz; nom imp 4
ohms. Oiled oak finish; black knit grille. 9 x 33
x 11 in; 50 lb $499/pr

DAS 4 2 -Way Speaker
8 -in woofer and 1/4 -in dome tweeter in bass -
reflex enclosure. Min power 10 W; FR 36-20,000
Hz; sens 90 dB sPUW/m; crossover point 2,500
Hz; nom imp 4 ohms. Oiled oak finish; black
knit grille. 10 x 28 x 12 in; 39 lb $418/pr
Kit $325/pr

DAS 3 2 -Way Speaker
61/2 -in woofer and 1/4 -in dome tweeter in bass -
reflex enclosure. Min power 10 W; FR 42-20,000
Hz; sens 89 dB sm../W/m; crossover point 2,500
Hz; nom imp 4 ohms. Oiled oak finish; black
knit grille. 8 x 21 x 10 in; 23 lb $318/pr
Kit $240/pr

DAS 2 2 -Way Speaker
5 -in woofer and 1/4 -in dome tweeter in bass -
reflex enclosure. Min power 10 W; FR 50-20,000
Hz; sens 88 dB sPUW/m; crossover point 2,500
Hz; nom imp 8 ohms. Oiled oak finish; black
knit grille. 7 x 13 x 9 in; 13 lb $228/pr
Kit $189/pr

SL3 2 -Way In -Wall Speaker
61/2 -in woofer and'/4-in dome tweeter. Min pow-
er 10 W; FR 40-20,000 Hz; sens 90 dB sPUW/m;
crossover point 3.000 Hz; nom imp 8 ohms.
White finish; white steel grille. 9 x 12 x I in; 5
lb $200/pr

Subwoofers

SL2I0 Subwoofer
Bandpass subwoofer system featuring two 10 -
in subwoofers. Min power 20 W; FR 22-150 Hz:
sens 92 dB sPUW/m; nom imp 4 ohms. Oiled
oak finish. 16 x 18 x 26 in; 90 lb $499 ea

SL88 Subwoofer
Bandpass subwoofer system featuring two 8 -in
subwoofers. Min power 10 W; FR 22-150 Hz;
sens 91 dB sPUW/m; nom imp 8 ohms. Oiled
oak finish. 16 x 14 x 23 in: 701b $350 ea

DAS/SW Subwoofer
10 -in subwoofer in bass -reflex enclosure. Min
power 10 W; FR 25-180 Hz; sens 91 dB sPUW/m;
nom imp 8 ohms. Oiled oak finish; black knit.
18 x 18 x 18 in; 621b $319 ea
Kit $240 ea

SPECO
SP -602 2 -Way Speaker
6 -in polypropylene woofer, I -in mylar tweeter.
Power handling 50 W; FR 50-20,000 Hz; sens 90
dB; crossover point 3,000 Hz. 81/4 x 12 x 31/4 in.
4 lb $150 ea

DMS-6 3 -Way Speaker
5 -in woofer with high temperature voice coil, 2 -
in cone tweeter, 1 -in dome tweeter. Plastic
wire -mesh grille. Power handling 60 W; FR 55-

22,000 Hz. Black finish. 61/4 x 81/4 x 51/4 in, 5 lb
ea $140/pr

DMS-3 3 -Way Speaker
Mini -speaker with 41/4 -in polypropylene woof-
er, 2 -in cone midrange, and 1 -in dome tweeter.
Power handling 50 W; frequency response 55-
20.000 Hz. Black or almond finish. 41/2 x 71/4 x
41/4 in $108/pr

DMS-3P 4 -Way Speaker
Mini -speaker with 41/4 -in polypropylene woof-
er, 2 -in midrange, 2 -in tweeter, and I -in dome
tweeter. Power handling 100 W; frequency re-
sponse 55-20.000 Hz. Black or white finish. 41/2
x 71/4 x 4% in $120/pr
DMS-3TS. As above, but 2 -in cone tweeter and
dual built-in line transformer $90/pr

DMS-2 2 -Way Speaker
Mini -speaker with 31/2 -in polypropylene woof-
er, 2 -in cone tweeter. Power handling 30 W/ch;
FR 60-20,000 Hz. Black finish. PA x 51/4 x 31/4
in $80/pr

SP502 2 -Way Speaker
51/4 -in polypropylene woofer. mylar tweet-
er. Power handling 30 W; FR 40-20,000 Hz; sens
90 dB; crossover point 2,500 Hz. 81/4 x 12 x 31/4
in, 3 lb $75 ea

SPICA
Angelus 2 -Way Speaker
2 -way mirror -imaged system with 8 -inch plas-
tic -cone midbass driver and I -inch soft -dome
tweeter. Features computer -optimized cross-
over; adjustable carpet spikes. FR 35-17.500 Hz
-± 3 dB (90-15,000 Hz ± 1.5 dB); recommended
power 50-200 watts; nominal impedance 8

Spica Angelus

ohms; crossover 3,400 Hz ( -6 dB). Walnut or
oak finishes. 21 x 46 x 101/4 in. 57 lb . $1,275/pr

TC-50 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 6 -inch cone
woofer and I -inch dome tweeter. Features tri-
angular shape allowing system to be within 15°
of absolute phase from 350-5,000 Hz. FR 58-

16,500 Hz ±3 dB; power handling 25-50 watts,
100 watts peak; sens 83 dB sPUW/m; imp 4
ohms. Available in oak, walnut, or black finish-
es. 13 x 151/2 x 11% in. 21 lb each $550/pr

SC -30 2 -Way Bookshelf Speaker
Features 8 -in woofer and 11/2 -in polypropylene -
cone tweeter in a I -cubic -foot sealed enclosure.
Computer -optimized 3rd -order crossover -net-
work; internal wiring by Striaght Wire. Input
terminals are 5 -way binding posts. Power han-
dling 100 W cont; frequency response 54-27,000
Hz -3 dB. Walnut or black vinyl. 10 x 23 x 11Y4
in; 28 lb ea $399

SUMO
Samson Bass -Reflex Subwoofer
Floor -standing subwoofer with 15 -inch com-
posite -cone woofer, 18.5 -lb magnet assembly,
4 -inch edge -wound copper voice coil; symmet-
rical magnetic -field motor structure. Solid (-
inch butcher -block oak top. FR 20-120 Hz ± I
dB; power handling 1.000 watts cont; sens 91
dB spUW/m; imp 8 ohms $749

SYMDEX
Epsilon Signature 3 -Way Speaker
Vented speaker with 10 -inch Neoflex cone
woofer, 7 -inch dual -voice -coil Neoflex mid-
range. and I -inch aluminum ferrofluid-cooled
dome tweeter. Features cross -bracing; poly-
propylene capacitors; Symdex Omega internal
wiring; computer matched within 0.5 dB. Pow-
er range 30-250 watts; FR 25-20,000 Hz; sens 88
dB sPUW/m; imp 8 ohms; crossover points 100
and 2,300 Hz. Available in oak or black lacquer
formica. 13 x 481/2 x 13 in $3,000/pr

Gamma Signature 2 -Way Speaker
Vented speaker with 7 -inch dual -voice -coil
Neoflex cone woofer and I -inch aluminum fer-
rofluid-cooled dome tweeter. Features cross -
bracing; polypropylene capacitors; Symdex
Omega internal wiring; computer matched
within 0.5 dB. Power range 30-150 watts; FR 45-
20.000 Hz; stns 88 dB sPIJW/m; imp 8 ohms;
crossover point 2,300 Hz. Available in oak or
black -lacquer formica $1.600/pr

SYNTHESIS BY
CONRAD-JOHNSON

Reference Speaker System
Five -piece system with two subwoofer columns
leach with two 10 -inch woofers), two midrange/
high -frequency units (with 7 -inch midranges. (-
inch dome tweeters. leaf supertweeter); golden -
oak finish; active crossover supplied. Power
handling 250 W cont; FR 22-32.000 Hz ±2 dB;
sens 91 dB sPUW/m; impedance 8 ohms. Sub -
woofer columns: 14 x 69 x 14 in; satellite: 10 x
44 x 10 in $7.350/sys

LM 310 3 -Way Speaker
10 -inch woofer; 7 -inch midrange; I -inch dome
tweeter. Light or dark oak cabinet with ra-
diused hardwood edges. FR 25-20,000 Hz ±2
dB; Power handling 200 W cont; sens 91 dB sm./
W/m; imp 8 ohms; 131/4 x 451/2 x 141/2 in; 70 lb
ea $3,250/pr

LM 260 2 -Way Speaker
Features 8 -inch polypropylene woofer and 1 -
inch dome tweeter in ported enclosure. Light or
dark oak cabinet with radiused hardwood
edges. Power handling 100 W cont; FR 41-20,000
Hz ±2 dB; sens 91 dB sPUW/m; imp 8 ohms; 12
x 391/2 x I I in.; 501b ea SI ,695/pr

LM 210 2 -Way Speaker
Ported speaker with 61/2 -inch polypropylene
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woofer; I -in dome tweeter. Light or dark oak
cabinet with radiused hardwood edges. Power
handling 80 W cont; FR 46-20.000 Hz ±2 dB;
sens 90 dB sPUW/m; imp 8 ohms; 101/2 x 331/2 x
101/2 in. $1,195/pr
CM 205 2 -Way Bookshelf Speaker. Similiar to
above. FR 54-20,000 ± 3 dB. 101/2 x 16 x 10 in: 20
lb ea $1.195/pr

TADDEO
Domestic Monitor One 2 -Way Speaker
Patented bass -loaded speaker with 6 -inch poly-
propylene -cone woofer and I -inch ferrofluid-
cooled soft -dome tweeter. Features crossover
with 1st -order slope; all wiring is discrete and
uses heavy -gauge wire; all connections are
hand -soldered with silver solder; 5 -way binding
posts. Power range 20-100 watts rms; FR 44-
22.000 ±3 dB: sens 92 dB sptlW/m; imp 8
ohms; crossover point 2,000 Hz. Natural or
black oak. 9 x 401/2 x 101/4 in; 47 lb... $1,095/pr

Domestic Subwoofer One
Patented stereo design. Internal passive cross-
over at 55 Hz with 8 -in long -throw polypropyl-
ene woofers. Power handling 50-150 W; sens 92
dB sPL/W/m; imp 4 ohms. natural or black -oak
finish. 15 x 27 x 15 in: 52 lb $995/pr

TANNOY
Prestige Series

Westminster 3 -Way Speaker
Floor -standing, dual -concentric speaker with
Sync -Source Time Alignment; compound horn
enclosure: I5 -inch cone woofer; 2 -inch com-
pression -horn tweeter. Power handling NO
watts rms; FR 18-20,0(X) Hz ±2 dB; sens 96 dB
sPL/W/m; imp 8 ohms; crossover points 300,
1.000 Hz. Walnut finish. 253/4 x 371/2 x 151/4 in;
253.5 lb ea $ I 1,000/pr

RHR 2 -Way Speaker
Floor -standing, dual -concentric, high -compli-
ance speaker with Sync -Source Time Align-
ment. Features rear folded -horn rectangular
exponential section; direct -radiating front sec-
tion; 250 watts maximum power handling; sens
92 dB sPL/W/m: nominal imp 8 ohms; FR 35-
20.000 Hz ±4 dB: hard -wired passive cross-
over point 1.000 Hz. Walnut finish. 271/4 x 481/4
x 221/4 in; 165.3 lb ea $9,000/pr

Guy R. Fountain Memory 2 -Way Speaker
Floor -standing, dual -concentric speaker with
Sync- Source Time Alignment: quadruple -duct-
ed -port enclosure: I5 -inch cone woofer; 2 -inch
compression -horn tweeter. Power handling 200
watts rms: FR 29-20.000 Hz ±3 dB; sens 95 dB
sptJW/m: nominal imp 8 ohms; crossover point
I.(XX) Hz. Walnut finish. 31 x 43 x 19 in: 136 lb
ea $7,000/pr

Edinburgh 2 -Way Speaker
Floor -standing, dual -concentric speaker with
Sync -Source Time alignment; distributed -port
reflex enclosure; I2 -inch cone woofer; 2 -inch
compression -horn tweeter. Power handling 180
watts rms: FR 30-20,000 Hz ±3 dB: sens 92 dB
spifW/m: imp 8 ohms: crossover point 1,200
Hz. Walnut finish $5,500/pr

Stirling 2 -Way Speaker
Floor -standing, dual -concentric speaker with
Sync -Source Time Alignment; dual variable -
distributed enclosure; 10 -inch cone woofer; 2 -
inch compression -horn tweeter. Power han-
dling 150 watts rms; FR 35-20,000 Hz ±3 dB:
sens 93 dB spt./W/m; imp 8 ohms; crossover
frequency 1.200 Hz. Walnut finish. 201/2 x 331/2
x 15 in; 48 lb. 8 oz each $4.500/pr

Series 90

DC3000 3 -Way Speaker
Floor -standing speaker with coupling spikes.
Features 8 -inch dual -concentric driver; 8 -inch
woofer, driven below 400 Hz; slotted -port sys-
tem. Biwired. gold terminals; cross -braced
driver and cabinet: wired with van den Hul
cable. Power handling 175 watts rms: frequen-
cy response 30-25.0(X) Hz ±3 dB; sensitivity 92
dB sptlwatts per meter: impedance 6 ohms;
crossover points 400 and 2,300 Hz. Black -ash
or rosewood veneers. Dimensions: 61/2 x 221/4 x
71/2 in; 59 lb ea $1,499/pr

J95 3 -Way Speaker
Floor -standing speaker with coupling spikes.
Features 8 -inch polyolefin copolymer woofer.
8 -inch polyolefin copolymer bass/mid driver,
driven below 40(1 Hz, and a I -inch aluminum -
dome tweeter. Biwired, gold terminals; closed -
box system: cross -braced driver and cabinet:
van den Hul cable. Power handling 125 watts
rms; frequencu response 30-20.(X)0 Hz ±3 dB:
sensitivity 9() dB sptJW/m: nominal impedance
8 ohms: crossover points 400. 3.(XX) Hz. Black -
ash or rosewood veneers. Dimensions: 61/2 x
221/4 x 71/2 in: 52 lb ea $1,299/pr

DC2000 3 -Way Speaker
Floor -standing speaker with coupling spikes.
Features 8 -inch dual -concentric driver: 8 -in
woofer, driven below 400 Hz; closed -box sys-
tem. Biwired, gold terminals; cross -braced
driver and cabinet. Power handling ISO watts
rms; FR 44-25.000 Hz ± 3 dB; sens 92 dB spi../W/
m; imp 6 ohms; crossover points 400. 2,300 Hz.
Black -ash veneer. 61/2 x 177/K x 61/4 in; 44 lb
ea $899/pr

J30 3 -Way Speaker
Floor -standing speaker with coupling spikes.
Features 8 -inch polyolefin copolymer woofer.
8 -inch polyolefin copolymer Auxiliary Bass Ra-
diator (ABR). and I -inch aluminum -dome
tweeter; closed -box system. Biwired, gold ter-
minal; cross -braced drivers and cabinet; wired
with van den Hul cable. Power handling 110
watts rms: FR 40-20.000 Hz ±3 dB; sens 90 dB
sPL/W/m; nominal imp 8 ohms; crossover point
3.000 Hz. Black -ash or rosewood finish. 6'/- x
171/4 x in: 35 lb ea $799/pr

M20 2 -Way Speaker
Floor -standing speaker with 8 -inch polyolefin
copolymer woofer. and I -in aluminum -dome
tweeter; ducted -port system. Biwired. gold ter-
minals; cross -braced drivers and cabinet; wired
with van den Hul cable. Power handling 100
watts rms; FR 48-20,000 Hz ±3 dB; sens 89 dB
spUW/m; nominal imp 8 ohms; crossover point
3,000 Hz. Black -ash or rosewood veneers. 61/4 x
121/4 x 51/4 in; 18.5 lb ea $599/pr

DC 1000 2 -Way Speaker
8 -inch dual -concentric driver; single -point
source; rigidly braced driver; ducted -port sys-
tem. Biwired. gold terminals. Power handling
120 W rms: frequency response 48-25,000 Hz
±3 dB; sensitivity 90 dB sm../W/m; nominal
impedance eight ohms; crossover point 2.300
Hz. Black -ash or rosewood finish. 61/4 x 121/4 x
51/4 in: 18 lb ea $599/pr

MI5 2 -Way Speaker
8 -inch polyolefin copolymer woofer, and I -in
aluminum -dome tweeter; ducted -port system.
Biwired. Power handling 100 watts rms: fre-
quency response 48-20,000 Hz ± 3 dB; sensitiv-
ity 89 decibels spilW/m; nominal impedance
eight ohms; crossover point MOO Hz. Black -
ash or rosewood finish. 61/4 x 121/4 x 51/4 in; 15.5
lb ea $499/pr

Ell 2 -Way Speaker
Features 61/2 -inch polyolefin copolymer woof-
er, and 1 -inch aluminum -dome tweeter; ducted -
port system. Biwired. Power handling 90 watts
rms: FR 20,000 Hz ±3 dB; sens 88 dB spilW/m;
nominal imp 8 ohms; crossover point 3,000 Hz.
Black -ash finish. 51/4 x 91/4 x 51/4 in; 10.5 lb
ea $349/pr

Comet Series

C-10 2 -Way Speaker
10 -inch polycone woofer; I -inch dome tweeter:
high -density particleboard cabinet. Power han-
dling 125 watts rms; FR 47-20.000 Hz ±3 dB;
nominal imp 8 ohms; sens 91 dB spilW/m;
crossover point 2,300 Hz. 12 x 24 x 111/2 in; 27 lb
ea $499/pr

C-8 2 -Way Speaker
8 -inch polycone woofer; I -inch dome tweeter;
high -density particleboard cabinet. Power han-
dling 100 watts rms; FR 55-20.000 Hz ±3 dB;
nominal imp 8 ohms; sens 90 dB sPt/W/m;
crossover point 2,400 Hz. 101/4 x 19 x 9 in; 17.5
lb ea $399/pr

C-6 2 -Way Speaker
Features 61/2 -inch polycone woofer; 1/4 -inch

dome tweeter; high -density particleboard cabi-
net. Power handling 100 watts rms; FR 59-20,000
Hz; nominal imp 8 ohms; sens 87 dB sPL/W/m;
crossover frequency 2,600 Hz. 8 x 1 x 81/2 in;
10 lb each $299/pr

TARA LABS
Timekeeper Model 2.0 2 -Way Speaker
Infinite -baffle design with two ribbon tweeters;
four midbass drivers. Power handling 30-200
W; FR 20-25.000 Hz; sens 86 dB; imp 7 ohms.
Walnut, rosewood, and New Zealand Rimu
finishes $4,200/pr

Timekeeper Model 1.0 2 -Way Speaker
Infinite -baffle design with two ribbon tweeters:
two midbass drivers. Power handling 30-150 W;
FR 20-25,000 Hz; sens 86 dB; imp 7 ohms.
Walnut, rosewood, and New Zealand Rimu
finishes $2,850/pr

Timekeeper Model 0.5 2 -Way Speaker
Infinite -baffle design with ribbon tweeter, mid -
bass driver. Power handling 30-100 W; FR 20-
25,000 Hz; sens 86 dB; imp 7 ohms. Walnut,
rosewood. and New Zealand Rimu finish-
es. $1,495/pr
Optional white and black finishes $100/pr

TC AUDIO
Model IA Subwoofer/Satellite System
Sub IA subwoofer and Sat IA satellites. In-
cludes S28 stands. Clear or black -satin lac-
quered -oak finish $997 ea

2 Subwoofer/Satellite System
Sub 2 black -finish subwoofer and Sat 2 satel-
lites in clear or black -satin lacquered -oak fin-
ish $738 ea

TC 55 3 -Way Tower Speaker
10 -in flaired-neck copolymer -resin -cone woof-
er, 5 -in treated midrange, and I -in liquid -cooled
dome tweeter. Features 10 -in subwoofer radia-
tor. Power handling 15-200 W rms; FR 30-20.000
Hz ±3 dB; sens 91 dB sptlW/m; imp 4 ohms.
Oak cabinets. Clear or black -satin lacquered -
oak finish. 32 x 13 x 137/4 in $718/pr

TC 35 3 -Way Speaker
Floor -standing speaker with 8 -in Haired -neck
copolymer -resin -cone woofer, 5 -in treated mid -
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range, and I -in liquid -cooled dome tweeter.
Power handling 15-200 W rms: FR 44-20.000 Hz
± 3 dB; sens 91 dB set./W/m; imp 4 ohms. Oak
cabinets. Clear or black -satin lacquered -oak
finish. 12 x 24 x 10 in $558/pr

Sat IA Satellite System
Two 5 -in treated midranges and I -in liquid -
cooled dome tweeter. Power handling 20-200 W
rms: FR 175-20,000 Hz ±3 dB; sens 93 dB set/
W/m; imp 4 ohms. Clear or black -satin lac-
quered -oak finish. 6 x 16 x 51/4 in $499 ea

TC 30 2 -Way Bookshelf Speaker
8 -in flaired-neck copolymer -resin -cone woofer
and I -in liquid -cooled dome tweeter. Power
range 15-150 W rms; FR 53-20.000 Hz ±3 dB;
sens 92 dB set../W/m; imp 4 ohms. Oak cabinets.
Clear or black -satin lacquered -oak finish. 11%
x 157/K x 91/2 in $429/pr

Sub IA Subwoofer
10 -in flaired-neck copolymer -resin -woofer and
10 -in subwoofer radiator. Power handling 20-
2(X) rms: FR 32-175 Hz ±3 dB; sens 93 dB
set../W/m; imp 4 ohms. Clear or black -satin
lacquered -oak finish. 16 x 171/2 x 171/2 .. $399 ea

Sat 2 Satellites
51/4 -in poly midbass and I -in liquid -cooled dome
tweeter. Power handling 20-150 W rms; FR 175-
20,000 Hz ±3 dB: sens 92 dB set/W/m; imp 4
ohms. Clear or black -satin lacquered -oak fin-
ish. 61/4 x 91/4 x 51/4 in $399/pr

Sub 2 Subwoofer
10 -in dual coil copolymer -resin -cone woofer in
4th -order enclosure. Power handling 20-200 W
rms; FR 32-175 Hz ± 3 dB; sens 92 dB setJW/m:
imp 4 ohms. Clear or black -satin lacquered -oak
finish. 16 x 18 x 16 in $339 ea

TC 15 2 -Way Bookshelf Speaker
61/2 -in flaired-neck copolymer -resin -cone woof-
er and 21/2 -in tweeter. Power handling 10-100 W
rms; FR 58-19.000 Hz = 3 dB; sens 92 dB set/W/
m; imp 4 ohms. Oak cabinets. Clear or black -
satin lacquered -oak finish. 10 x 12 x 7 in $279/pr

TCS 10 2 -Way Bookshelf Speaker
51/4 -in polymer woofer and 21/2 -inch liquid -
cooled tweeter. Power handling 10-75 W rms;
FR 65-19.000 Hz ±3 dB; sens 93 dB spiJW/m:
imp 4 ohms. Finished in textured black. In-
cludes brackets for wall -mounting. 61/4 x x
81/4 in $229/pr

Speaker Stands
S28. 28 -inch -high oak pedestals for SAT IA.
TC 15 or TC 30 $99
SI5. I5 -inch -high oak pedestals fot TC 15. or
TC 30 $59
SSAO. Angled stands for TC 30 or TC 35 $39

TDL
Reference Standard 4 -Way Speaker
Floor -standing, dual transmission -line bass. 6 -
sided speakers feature two 6 -inch midranges
loaded by their own transmission -line: two 12 -
inch x 8 -inch woofers: two I -inch tweeters
mounted symmetrically in -line around the cen-
tral 1/4 -inch supertweeter; two sets of input
terminals for bass and mid and upper frequen-
cies. FR 16-35.000 Hz: minimum power 50
watts: imp 8 ohms; sens 87 dB/W/m: crossover
points 200. 3.500. 13.000 Hz. Black or walnut
finish. 14 x 301/4 xI21/4 in; 154 lb $6.995/pr

Monitor 4 -Way Speaker
Floor -standing, transmission -line design. Fea-
ture full transmission -line loading around 12 -
inch x 8 -inch biradial woofer; solid polystyrene

diaphragm with glass -fiber reinforcing: 6 -inch
doped polymer -cone midrange; I -inch magne-
sium -alloy metal -dome tweeter: 3/4 -inch chemi-
cal -dome ferrofluid controlled supertweeter;
magnets have vented poles; 2 pairs of input
terminals for bass frequencies and for mid and
high frequencies. FR 18-35.000 Hz: minimum
power 40 watts: imp 8 ohms: sens 87 dB set./W/
m; crossover points 300. 3.500.13.000 Hz. Wal-
nut with gold trim and brown grille, or black
with silver trim and black grille. 71/2 x 291/4 x
111/4 in; 104 lb $4,595/pr

Studio 3 2 -Way Speaker
Transmission -line design. Features two doped
Cobex cones. 8 -inch vented -pole woofers; 1 -

inch magnesium -alloy, suspended metal -dome
ferrofluid tweeter with separate rear chamber.
FR 20-20,000 Hz; minimum power 30 watts; imp
8 ohms; sens 87 dB/W/m; crossover point3.(XX)
Hz. Walnut or black finish. 71/2 x 241/4 x ION in:
59.5 lb $2,345/pr
Studio 2. Similar to Studio 3 except I Cobex
cone woofer: FR 24-20,000 Hz: 61/4 x 221/4 x 91/2
in; 44.9 lb $1,845/pr
Studio I. Similar to Studio 2. 6Y4 -inch bass/
midrange unit. FR 28-0.000 Hz; sens 86 dB set./
W/m. 51/4 x 181/4 x 81/4 in $1,445/pr

Studio 0.5 2 -Way Speaker
Transmission -line design. Features 51/4 -in

doped -polypropylene -cone woofer, phase plug.
Kapton former, vented -pole magnet, and cast -
alloy chassis; I -in magnesium -alloy suspended
metal -dome tweeter with ferrofluid-controlled
separate rear chamber. Biwirable: biampable.
Power handling 1(X) W cont; FR 30-20.000 Hz:
sens 84 dB; crossover point 30)0 Hz: imp 6
ohms. Black finish: 59.5 lb $995/pr

TEAC
ST -X5 3 -Way Speaker
Floor -standing acoustic -suspension speaker
with 10 -in polypropylene. carbon -filled cone
woofer. 5 -in polypropylene, carbon -filled cone
midrange, and 1/4 -in titanium -dome ferrofluid-
cooled tweeter. Power handling 90 watts; imp 6
ohms; SPL 90 dB/W/m; crossover points 1,2(10,
6,000 Hz: Flt 45-22,000 Hz ± 3 dB. 131/4 x 29'12 x
81/4 in; 29 lb $480/pr

ST -X3 2 -Way Bookshelf Speaker
Acoustic -suspension speaker with 8 -in poly-
propylene, carbon -filled cone woofer and 3/4 -in
titanium -dome ferrofluid-cooled tweeter. Pow-
er handling 65 W; nominal imp 6 ohms: SPI. 89
d B/W/m; crossover frequency 1.500 Hz; FR 55-
22,000 Hz ±3 dB. 111/2 x 191/2 x 71/2 in, 16
lb $300/pr

TECHNICS
SST -1 2 -Way Horn Speaker
Twin -load horn speaker with 51/2 -in cone woof-
er. 2 -in horn tweeter. Features narrowed cen-
tral chamber; computer -designed folded horn.
Power handling 80 W: FR 55-20,000 Hz; imp 6
ohms. 221/4 x 251/2 x 71/2 in; 26.46 lb .. $1.250 ea
SST -35 Hz. Subwoofer $2.500 ea
SST -60 W. Amplifier for above 5500 ea

SB-CX700 3 -Way Speaker
12 -in Mica -cone woofer. 4 -in midrange. I -in
Mica -dome tweeter. and I3 -inch passive radia-
tor. Featutas rigid nondiffractive cabinet: ver-
tical in -line speaker alignment; tweeter attenua-
tor: auto reset thermal relay protection for
tweeter. Power handling 200 W. 100 W DIN:
sens 90 dB SPOW/M; FR 25-45.000 Hz (at 16 dB
below average level): imp 6 ohms: crossover
points 400 Hz and 3,500 Hz. 141/4 x 351/2 x 121/4
in: 51.8 lb $7(XYpr

SB-CX500 3 -Way Speaker
10 -in Mica -cone woofer, 4 -in midrange, I -in
Mica -dome tweeter, and I I -in passive radiator.
Features vertical in -line speaker alignment.
Power handling 150 W. 75 W DIN: sens 89 dB
set/w/m: FR 28-45.000 Hz (at 16 dB below aver-
age level): imp 6 ohms; crossover points 500 Hz
and 3.500 Hz. 121/4 x 321/4 x 121/4 in: 37 lb $600/pr

SB-C250 2 -Way Speaker
Compact speaker with 7 -inch crystallized Mica/
polypropylene -cone woofer and I -inch dome
tweeter. Power handling I(X) W. 91/4 x 141/4 x 8
in $330/pr

SB-L80 3 -Way Speaker
Bass -reflex speaker with 12 -in cone woofer, 4-
in cone midrange, 21/4 -in cone tweeter. Features
aluminum bobbins: heat -resistant voice coils:
nonresonant dust cap. Power handling 150 W;
FR 38-22,000 Hz; imp 8 ohms; crossover points
3.500 Hz and 5.000 Hz. 14 x 27 x 121/2 in; 23.8
lb $230/pr

SB-CX300 2 -Way Speaker
8 -in Mica woofer, I -in Mica -dome tweeter.
Features rounded baffle: bass -reflex design. FR
38-45,(XX) Hz; imp 6 ohms: crossover point
1,500 Hz. 101/4 x 181/2 x 13 in: 17.2 lb $2(X) ea

SB-L60 3 -Way Speaker
Bass -reflex speaker with 10 -in cone woofer. 4-

in cone midrange. 21/4 -in cone -tweeter. Fea-
tures aluminum bobbins; heat -resistant voice
coils: nonresonant dust cap. Power handling
120 W; FR 40-22.0(X) Hz: imp 8 ohms; crossover
points 3,500 and 5.000 Hz. 121/4 x 251/2 x 101/2 in:
18.7 lb $180/pr

SB-L40 2 -Way Speaker
Bass -reflex speaker with 10 -in cone woofer.
21/4 -in cone -type tweeter. Features aluminum
bobbins; heat -resistant voice coils: nonreso-
nant dust cap. Power handling 100 W: FR 42-
22,000 Hz; imp 8 ohms: crossover point 4,50()
Hz. 121/4 x 23 x 9 in; 16.3 lb $130/pr

SB-S25 2 -Way Speaker
4 -in cone woofer and 2 -in cone tweeter. Simu-
lated woodgrain cabinet: rounded baffle design.
FR 68-22.000 Hz; output power 88 dB/W: power
handling 40 W. 61/2 x 9 x 51/2 in $ I 00/pr

TERPSICHORE IMPORTS
The Subwoofer
I2 -in paper -cone woofer; power handling 5(X)
W: FR 15-200 Hz: sens 92 dB set/W/m. 15 x 24 x
72 in $2,500 ea

QT -2 2 -Way Speaker
7 -in treated paper -cone woofer; 31/4 -in dome
tweeter. Power handling 150 W; FR 30-25.000
Hz = 3 dB: sens 92 dB set/W/m. 10 x 46 x 15
in $2,500/pr

Bifocal 2 -Way Speaker
Two 8 -in dual -voice -coil woofer. Power han-
dling 150 W: FR 20-1.200 Hz ± 3 dB; sens 92 dB
set/W/m 20 x 41 x 10Y4 in $2.400/pr

QT -I 2 -Way Speaker
51/2 -in dual -voice -coil woofer; 31/4 -in dome
tweeter. Power handling 90 W: FR 35-25.000 Hz
±3 dB: sens 90 dB set/W/m. 8 x 401/4 x 10
in $2,000/pr

THIEL
CS 5 Coherent Source 6 -Way Speaker
Floor -standing speaker utilizing sloping baffle
and electronic correction to achieve proper
time alignment and synthesized first -order
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acoustic crossover system. Features three 8 -
inch woofers, 5 -inch midrange driver, 2 -inch
upper midrange metal -dome drivers, and tweet-
er; three-dimensional marble/polymer compos-
ite casting baffle; driver diaphragms made of
aluminum Kevlar or Kevlar/foam sandwich.
Power handling 400 watts rms; FR 20-22,000 Hz
± I dB; sens 87 dB sPL/W/m; impedance 2
ohms. Teak, gloss -black laminate, rosewood.
walnut, or oak finish. 13 x 64 x 17 in; 180 lb
ea $9,200/pr

CS 3.5 Coherent Source 3 -Way Speaker
Floor -standing speaker with 10 -inch cone woof-
er, 4 -inch cone midrange, and I -inch dome
tweeter. Features complete time coherence via
sloping baffle; complete phase coherence via
synthesized first -order crossover system; 3 -di-
mensional sculpted antidiffraction baffle: elec-
tronic bass equalizer; magnetic distortion -re-
ducing drivers; cast -magnesium driver chassis;
polypropylene crossover capacitors; 30 -mm -
thick cabinet panels: genuine wood veneer.
Power handling 250 watts rms; FR 23-20,000 Hz
± 2dB; sens 89 dB spiJW/m; imp 4 ohms. Teak.
oak, walnut, black. rosewood finishes. 13 x 42 x
13 in. 75 lb each $2,650/pr

CS 2 Coherent Source 3 -Way Speaker
Floor -standing, ported speaker with 8 -inch
cone woofer, 3 -inch cone midrange. and I -inch
dome tweeter. Time coherence achieved with
sloping baffle; phase coherence achieved with
synthesized first -order crossover networks.
Features antidiffraction grille; cast -magnesium
driver baskets; polypropylene crossover capac-
itors. Power handling 250 watts rms; FR 38-
20,000 Hz ±2 dB; sens 87 dB sPL/W/m; imp 6
ohms. Oak. walnut, black. rosewood. teak fin-
ishes. 12 x 39 x 12 in; 62 lb ea $1 .650/pr

CS 1.2 Coherent Source 2 -Way Speaker
Floor -standing speaker with sloping baffle.
Features metal -dome tweeter. Woofer features
cast -magnesium chassis: polypropylene dia-
phragm; sculpted speaker grille. Power han-
dling 150 watts rms; Fr 52-18,000 Hz 1:2 dB;
sens 87 dB sPt/W/m; impedance 8 ohms; heavy
internal bracing. Finished with teak, walnut.
oak, rosewood, or black laminate. 11 x 37 x 11
in. 47 lb each $ I ,250/pr

3A AUDIO DESIGN
BY EUROSOUND

Audiophile Series
All Audiophile -series speakers use hyperexpon-
ential cone drivers which allows for a direct
coupling of the woofer to the amplifier without
crossover. Woofer is situated at the top of the
front baffe with the tweeter below.

Adagio 3 -Way Speaker
100,, carbon -woven cone subwoofer: soft -
dome tweeter with back chamber; Medite front
panel. FR 30-25,000 Hz ±3 dB on axis, 30-
20.000 Hz ± 3 dB at 30° off axis: power han-
dling 160 W rms; sensitivity 94 dB; impedance 8
ohms $1.299/pr

Allegretto 2 -Way Speaker
Hyperexponential 8 -in woofer with double
coating; soft -dome tweeter with back chamber;
Medite front panel. FR 45-25,000 Hz ± 3 dB on
axis. 45-20,000 Hz ± 3 dB at 30 degrees off axis;
power handling 90 W rms: sens 92 dB: imp 8
ohms $799/pr

Andante 2 -Way Speaker
Polypropylene woofer with distortion <0.5% at
94 dB; soft -dome tweeter; Medite front panel.
FR 50-25,000 Hz ±4 dB on axis, 50-20,000 Hz
1:4 dB at 30 degrees off axis: power handling 60

W rms; sens 90 dB; imp 4 ohms $599/pr
Triphonic Series

TR-100 Satellite/Subwoofer System
3 -way triphonic system. 8 -in woofer: dome
tweeter; 4 -in polypropylene midrange. Power
handling 100 W/ch; FR 40-25,000 Hz .. $1299 ea
TR-60 Similar to above $899 ea

Les Masters Generation II
The Generation II Master Series uses hyperex-
ponential. carbon -fiber cone drivers.

M5D 4 -Way Speaker
Symmetrical loading uses two 8 -in push-pull
woofers; truncated pyramidal cabinet for deep
bass reproduction without standing waves or
vibrations; two 4 -in midrange drivers: ferro-
fluid-damped soft -dome tweeter. Power han-
dling 180 W rms; FR 30-25,000 Hz; sens 89 dB;
imp 4 ohms $3,999
MSS. Similar to above $3,999

M3 3 -Way Speaker
Carbon -woven woofer with vitrified surround;
soft -dome tweeter with back chamber. Power
handling 120 W rms; FR 30-25,000 Hz; sens 92
dB; imp 8 ohms $1.999

Ml 2 -Way Speaker
Carbon -woven woofer with vitrified surround;
soft -dome tweeter with back chamber. Power
handling 100 W rms; FR 40-25,000 Hz; sens 92
dB; imp 8 ohms $1.299

MM 2 -Way Speaker
Carbon -woven with vitrified surround: soft -
dome tweeter with back chamber. Power han-
dling 80 W rms: FR 50-25.000 Hz; sens 91 dB;
imp 8 ohms $1,099

TRIAD SPEAKERS
System Seven Woofer/Satellite System
Consists of System Seven Satellite and System
Seven Woofer. Features 1 -inch ferrofluid-
cooled dome tweeter and 5 -inch cast -basket,
treated paper -cone midrange for each satellite;
I2 -inch polypropylene -cone woofer for the
woofer system with built-in 70-W (into 8 ohms)
amplifier. Satellites: power handling 100 watts
continuous; FR 140-20.000 Hz ±2 dB; sens 88
dB spiJW/m; imp 8 ohms; crossover point 2.500
Hz. Woofer: FR 28-110 Hz ±3 dB; input imp of
speaker level 1.000 ohms; input imp of line level
47 kilohms. Black, white, and exotic veneer
available at extra cost. Satellite: 51/2 x 10 x 51/2
in. Woofer: 13 x 13 x 13 in $1,000/sys
System Seven Satellites $500/pr
System Seven Woofer $500 ea
System Seven Stands. 28 in high. Spike feet.
Black or white finish $100/pr

System Six Woofer/Satellite System
Consists of System Six Satellite and System Six
Woofer. Features 1/4 -inch ferrofluid-cooled my-
lar-dome tweeter and 31/2 -inch treated paper -
cone midrange for each satellite; 8 -inch poly-
propylene -cone woofer for the woofer system
with built-in 70-W (into 8 ohms) amplifier. Sat-
ellite: power handling 70 watts cont; FR 165-
20,000 Hz ±2 dB; sens 89 dB sPL/W/m; imp 8
ohms: crossover point 3,200 Hz. Woofer: fre-
quency response 40-140 Hz ±3 dB; input im-
pedance of speaker level 1.000 ohms; input
impedance of line level 47 kilohms. Black.
white, and exotic -veneer finish available at ex-
tra cost. Satellite: 4 x 7 x 4 in. Woofer: 101/4 x
101/4 x 101/2 in $750/sys

System Six Satellites $100/pr
System Six Woofer $300 ea
System Six Stands. 27 in high. Spike feet. Black
or white finish $70/pr

In -Wall Speakers

System Seven In -Wall Woofer/Satellite System
Consists of In -Wall System Seven Satellite and
In -Wall System Seven Woofer. Features I -in
ferrofluid-cooled. fabric -dome tweeter. 5 -in
cast basket, treated paper -cone midrange for
satellite. 12 -inch polypropylene -cone woofer
with built-in 70-W amplifier for the woofer unit.
Satellite: power handling MO W continuous; FR
120-20,000 Hz; sens 89 dB sPL/W/m; nom imp 6
ohms; crossover point 2,500 Hz. Woofer: FR 38-
120 Hz ±3 dB; nom imp 8 ohm. Satellite: 71/4 x
101/4 x 4 in. Woofer: 141/4 x 197/s x 6 in . $900/sys
System Seven In -Wall Woofer $450 ea

System Six In -Wall Woofer/Satellite System
Consists of In -Wall System Six Satellite and In -
Wall System Six Woofer. Features 1/4 -inch fer-
rofluid-cooled mylar-dome tweeter, 31/2 -inch
treated -paper -cone midrange for satellite. 8 -
inch polypropylene -cone woofer with built-in
70-W amplifier for woofer. Satellite: power
handling 50 watts cont: FR 160-20,000 Hz; sens
89 dB sPi../W/m; nom imp 6 ohms; crossover
point 3,200 Hz. Woofer: FR 42-160 Hz ±3 dB;
nom imp 8 ohm. Satellite: 51/4 x 71/4 x 4 in.
Woofer: 141/4 x 141/4 x 4 in $600/sys
System Six In -Wall Woofer $300

VANDERSTEEN
Model 4A 5 -Way Powered Speaker
Floor -standing speaker includes dedicated
WX-4 electronic crossover and two amplifiers
in biamp mode. Features two I2 -in diecast
baskets with subwoofers mounted in tandem
push-pull configuration; 8 -in diecast basket
with curvilinear woofer; 41/2 -in diecast basket,
linear -surround and curvilinear polycone mid-
range with ferrofluid voice -coil cooling; I1/4 -in
textile -dome tweeter with ferrofluid voice -coil
cooling and vented pole piece; 1/4 -in poly -dome
tweeter with ferrofluid voice coil cooling. Uti-
lizes Fast Fourier Transform analysis during all
stages of assembly. Power handling (upper sec-
tion) 70-150 W into 8 ohms. (subwoofer) 200-
400 W into 4 ohms; FR 26-30,000 Hz ±3 dB:
sens 88 dB sptJW/m; imp (upper section) 8
ohms, (subwoofer) 4 ohms; crossover frequen-
ices 80 Hz, 600 Hz, 5,000 Hz, 13,000 Hz. 18 x
52 x 17 in; 150 lb $4,250/pr

Model 3 3 -Way Speaker
Floor -standing speaker featuring 10 -in diecast
basket with curvilinear cone -acoustic coupler;
8 -in diecast basket with curvilinear polycone
woofer; 41/2 -in diecast basket, curvilinear poly -
cone with ferrofluid voice -coil cooling; I -in
critically damped, metal -alloy, dual -chamber
dome tweeter with ferrofluid voice -coil cooling.
Utilizes Fast Fourier Transform analysis during
all stages of assembly. Biwirable. Power han-
dling 100-200 W into 8 ohms; FR 26-30,000 Hz
± 3 dB; sens 88 dB spt../W/m; imp 4 ohms;
crossover frequenices 600 Hz, 5,000 Hz. 16 x 48
x 101/4 in 97 lb $2,395/pr

Model 2W Powered Subwoofer
Features three 8 -in long -fiber cone woofers
with butyl rubber surrounds; 300-W amplifier
with adjustable sensitivity to match main
speakers with 82 dB to 94 dB efficiency; utilizes
Fast Fourier Transform analysis during all
stages of assembly; second order, slot loaded;
0.5 Q; pulse overshoot <1/2. cycle, -3 dB at 24
Hz and 80 Hz. Crossover point 80 Hz. 18 x 181/2
x 17 in; 90 lb $1.250 ea

Model 2Ci 3 -Way Speaker
Floor -standing speaker featuring 10 -in long -fi-
ber cone -acoustic coupler; 8 -in diecast basket
with curvilinear polycone woofer: 41/2 -in die -
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cast basket, linear surround, curvilinear poly -
cone with ferrofluid voice -coil cooling: 1/4 -in

critically damped. metal -alloy, dual -chamber
dome tweeter with ferrofluid voice -coil cooling.
Utilizes Fast Fourier Transform analysis during
all stages of assembly. Biwirable. Power han-
dling 40-160 W: FR 28-29,125 Hz 3 dB; sens 88
dB sPL/W/m: imp 7 ohms: crossover frequen-
ices 600 Hz. 5,000 Hz. 16 x 361/2 x 101/4 in; 63
lb $1 , I 95/pr

Model I B 2 -Way Speaker
Floor -standing speaker featuring 8 -in die-cast
basket with curvilinear polycone woofer and I -
in dual -chamber polymer -dome tweeter. Woof-
er system includes rear slot -loading with 4th -
order filter. Utilizes Fast Fourier Transform
analysis during all stages of assembly. Power
handling 20-100 W; FR 38-20.000 Hz ±3 dB;
sens 90 dB spt./W/m; imp 6.8 ohms: crossover
point 2,800 Hz. 12 x 36 x 10 in; 50 lb...5650/pr

VECTOR RESEARCH
All Vector Research speakers feature anti -reso-
nant one-piece woofer baskets: soft -dome
tweeters: bars -reflex design: 8 -ohm imped-
ance: light -oak finish.

VSP-230 Subwoofer/Satellite System
2 -way satellite uses 31/2 -in shielded woofer: 21/2 -
in tweeter. Power handling 15-75 W; FR 140-
20,000 Hz: imp 8 ohms; sens 89 dB W/m. 41/4 x
81/4 x 41/2 in, 2.75 lb. Bass module uses 8 -in
woofer. Power handling 25-125 W; imp 6 ohms;
sens 90 dB W/m; FR 28-150 Hz. 51/4 x 121/4 x 201/2
in. 15.25 lb $500 ca

VSP-1230 3 -Way Speaker
I2 -in woofer, 5 -in midrange. I -in tweeter. Pow-
er handling 250 W; sens 92 dB sPt/W/m. 141/2 x
271/z x 111/2 in; 37 lb ea $400/pr

VSP-82 2 -Way Speaker
8 -in woofer. 2 -in tweeter. Power handling 60
W; sens 89 dB spL/W/m. 101/4 x 183/4 x 81/4 in; 15
lb ea $160/pr

VELODYNE
ULD-18 Powered Subwoofer
Floor -standing subwoofer with servo -con-
trolled long -throw I8 -inch driver with 1/4 -inch
peak -to -peak linear travel; 400-W amplifier.
Level control. FR 15-85 Hz 3 dB: crossover
point 85 Hz. Walnut, oak, or black finish.
Cabinet: 23 x 31 x 22 in: amp: 31/2 x 17 x II
in $2.595 ea
ULD-15. As ULD-I8 but with I5 -inch driver
and 17 x 22 x 18 in cabinet. output capability
109 dB at 32 Hz $1,795

ULD-12 Powered Subwoofer
I2_ -inch servo -controlled down -firing driver
with 100-W rms Class B amplifier. Passive
crossover point 85 Hz. Line- or speaker -level
connection: subsonic filter -3 dB at 15 Hz: FR
18-85 Hz ± 3 dB. Walnut, oak veneer, or black
finish. Cabinet: 16 x 17 x 21 in; controller 11/2 x 8
x 6 in: 32 lb $1,195

Servo 1200 Powered Subwoofer
Powered subwoofer features integrated Class
AB amp: I2 -inch woofer. Passive crossover
point 85 Hz: active crossover adjustable from
60 Hz to 1(X) Hz. Power handling 100 watts
cunt; FR 25-100 Hz; THD <.5%. Black finish.
161/4 x 181/4 x 181/4: 60 lb $895

Servo 1200 Powered Subwoofer
Powered subwoofer featuring integrated Class
AB amp; 12- and 10 -inch drivers. Power han-

dling 100 W cant: FR 25-I(X) Hz: THD
crossover point 45 Hz. Black. vinyl-wtx)dgrain
finish. 181/4 x 16'/4 x 181/4: 40 lb $645

Accessory

Passive Crossover/Bypass
High-pass crossover with bypass capabilities
for ULD- 18 ULD-I5. 7 x 11/2 x 6 in $195

VENTURI BY BIC AMERICA
All Venturi speakers are vented and have hori-
zontal cross -bracing. 5 -way gold binding posts,
5 -rear warranty. and are finished in medium
oak.

Venturi V830 3 -Way Speaker
Speaker with 8 -inch carbon -impregnated poly-
propylene woofer, 6 -inch cast -frame polycar-
bonate midrange. and I -inch ferrofluid-cooled
polylaminate soft -dome tweeter. Features seg-
mented cabinet: spikes for floor coupling. Pow-
er handling 20-250 watts; FR 40-22.000 Hz .3
dB: sons 91 dB srt/W/m: imp 8 ohms: cross-
over points 1.000 and 5.000 Hz. 101/4 x 40 x 111/2
in: 45 lb ea $799/pr

Venturi 630 3 -Way Speaker
Speaker with 6 -inch woofer. 6 -inch polycarbon
midrange, and I -inch polylaminate soft -dome
tweeter. Power handling 15-150 watts: FR 49-
22.000 Hz s 3 dB: sens 90 dB sin.,W in: imp 6
ohms; crossover points 1.5(X) and 5.000 Hz. 9 x
34 x I I in; 37 lb ea $599/pr

Venturi V820 2 -Way Speaker
Speaker with 8 -inch woofer and 1 -inch polyla-
minate soft -dome tweeter. Power handling 15-
150 watts: FR 40-22,000 Hz ± 3 dB: sons 91 dB
sPt/W/m; imp 8 ohms: crossover point at 2.500
Hz. 10 x 27 x 12 in: 29 lb ea $439'pr

Venturi V620 2 -Way Speaker
Speaker with 6 -inch w oofer and 1/4 -inch polyla-
minate soft -dome tweeter. Power handling 10-
120 watts: FR 49-20,000 Hz ±3 dB: sens 90 dB
sPL/W/m; imp 8 ohms: crossover point 3.000
Hz. 9 x 23 x II in: 24 lb/ea $329/pr

Venturi V62 2 -Way Bookshelf Speaker
Bookshelf speaker with 6 -inch woofer and
inch polylaminate tweeter. Min power 10 walk;
FR 52-20.000 Hz 1: 3 dB: sens 90 dB spi./W
imp 8 ohms: crossover 4.(XX) Hz. 9 x 14 x 9 in;
14 lb each $219'pr

WATERWORKS ACOUSTICS
ThePllowing products hate a 3 -year warranty.
and are mounted in a pipelike structure.

Soundpipe Two Speaker
Two 5 -in poly -cone woofers: 1/4 -in tweeter.
Power handling 10-120 W: nom imp 4 ohms; FR
80-20.0(8) Hz --3 dB; sens 90 dB sit Wrm.
Black or white. 6 x 211/2 x 81/2 in. 11 lb . $649'pr

Soundpipe Subwoofer
10 -in dual -voice coil poly -cone woofer. Power
handling 10-120 W; nom imp 3 ohms; FR 30-100
Hz -3 dB: sens 90 dB sPL/W/m. Black or
white. 40 lb ea $449 ea

Soundpipe One Speaker
5 -in poly -cone woofer: 1/2 -in tweeter. Power
handling 10-60 W: nom imp 8 ohms: FR 80-
20.000 Hz 3 dB: sens 88 dB spt/W/m. Black
or white. 6 x 13 x 81/2 in. 12 lb/pr $149,'pr

Dedicated Accessories
Speaker stands $ I69/pr
4 x 48 -in mounting pipe $119!pr

2 x 48 -in mounting pipe .. $99/pr
4 x 36 -in mounting pipe $89/pr
4 x 36 -in mounting pipe $69/pr
4 x 24 -in mounting pipe $59/pr
4 x 24 -in mounting pipe $19/pr
Brackets ISP1 only) $19/pr
Mounting pipe adapter $19/pr
Banana plugs $9.95/pr

WESTLAKE AUDIO
SM-1F Five Amp 5 -Way Speaker
Ported speaker with two I8 -in woofers. 12 -in
midbass driver. 2 -in horn -loaded compression
midrange, I -in horn -loaded compression tweet-
er.'/ -in compression tweeter. Includes SM- I X
active crossover, MRX-2 crossover. 2 pedes-
tals. FR 20-20.000 Hz: crossover points 200.
800. 3.2(8). 10.000 Hz $S0 (K8)/pr
SM-1F. As above, without crossover. 49 x 39 x
32 in. 450 lb ea. $45.0(8)/pr
SM-IF. As above, with MRX-2, two HLX-
SM I's. $40.000/pr

HR-IVF Four Amp 4 -Way Speaker
Ported speaker with two I5 -in woofers. 10 -in
midbass driver, 2 -in horn -loaded compression
midrange. I -in horn -loaded compression tweet-
er. Includes HR -IX active crossover. Frequen-
cy response 34-16.000 Hz ±3 dB: 34 x 48 x 21.
375 lb $26,500/pr
HR-IVF Bi Amp. As above. with 2H LX -1K and
MRX-2. HR -IX not included. 44 x 31 x 21 in.
365 lb S23.(810/pr

HR -71, Four Amp 4 -Way Speaker
Ported speaker with two I2 -in woofers, 10 -in
midbass driver. I -in horn -loaded compression
midrange. 1/2 -in horn -loaded compression
tweeter. Includes HR -7X active crossover. FR
48-20,000 Hz ±3 dB: 24 x 38 x 18 in. 185 lb.

$19.(X)0/pr
HR -7F Bi Amp. As above, with HLX-HR-7
installed, MRX-2. HR -7X not includ-
ed $17.0(8)/pr

TM-3VF 3 -Way Speaker
Ported speaker with two I5 -in woofers. 2 -in
horn -loaded compression midrange. I -in horn -
loaded compression tweeter. Includes active
crossover. FR 34-16.000 Hz 3 dB. 34 x 44 x 21
in. 370 lb $18.500/pr
TM-3VF Single Amp. As above, with pair
HLX-8(X) installed. 31 x 44 x 21 in. 346
lb $17,000 pr

BBSM-I5FP 3 -Way Speaker
Ported speaker with dual IS -in woofer. 10 -in
midrange driver in integral nonresonant enclo-
sure, 2 -in horn -loaded compression tweeter.
Power handling 150-3(X) W: FR 50-15.00(1 Hz 3
dB; crossover points 350, 1.6(8) Hz: nom imp 4
ohms. 41 x 271/4 x 25 in. 345 lb $10.0(8)/pr
BBSM-15FP. Pair of walnut pedestals for
above $1.800

BBSM-I2VF 3 -Way Speaker
Ported speaker with two I2 -in woofers. 61/2 -in
midrange driver in integral nonresonant enclo-
sure. 1'/4 -in dome tweeter. Power handling 5°-
180 W; FR 40-16010 Hz ± 3 dB: crossover point
5(8). 4.0(X) Hz: sens 89 dB sPt/W/m; nom imp 4
ohms. 301/2 x 48'/ x 181/4 in. 2401b .. S5.000/pr
BBSM-12F Bi-wire. As above, power handling
50-180 W; FR 50-16,000 Hz -3 dB. 19 x 34 x 23
in. 160 lb 14.700/pr

BBSM-10VF 3 -Way Speaker
Ported speaker with two 10 -in woofers, 61/2 -in
midrange driver in integral nonresonant enclo-
sure. I1/4 -in dome tweeter. Power handling 50-120
W: FR 45-16.000 Hz ±3 dB; crossover points
600. 4,000 Hz: sens 87 dB srt./W/m; nom -
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imp 4 ohms. 27 x 441/2 x 17 in, 240 lb $4.300/pr
BBSM-10F Bi-Wire. As above. 30 x 16 x 211/2 in,
115 lb $4,000/pr

BBSM-8F 3 -Way Speaker
Ported speaker with dual 8 -in woofers, 31/2 -in
midrange driver, 1 -in dome tweeter. Power
handling 50-100 W; FR 65-18,000 Hz ±3 dB;
crossover points 600. 5.000 Hz; nom imp 4
ohms. 13 x 26 x 161/2 in. 90 lb $3,200/pr

BBSM-6F 3 -Way Speaker
Ported speaker with dual 6 -in woofers. 31/2 -in
midrange driver, I -in dome tweeter. Power
handling 50-60 W; FR 60-20,000 Hz ±3 dB;
crossover points 600, 6,000 Hz; nom imp 4
ohms. 101/2 x 22 x 13 in. 55 lb $2,200/pr

BBSM-4F 2 -Way Speaker
Ported speaker with dual 4 -in woofers. 31/4 -in
dome tweeter. Power handling 25-50 W; FR 65-
20,000 Hz ±3 dB; crossover point 1.500 Hz;
nom imp 4 ohms. 8 x 15 x 10 in. 25 lb $1,400/pr

WHARFEDALE
Coleridge 2 -Way Speaker
8 -in mineral -filled polypropylene woofer, I -in
titanium -dome tweeter in alloy housing. Fea-
tures cast -aluminum chassis; sandwich mount-
ed bass units; down -firing flared -reflex port.
Gold-plated 4 -way speaker terminal with biwir-
ing option. Power handling 100 W cont; FR 45-
20,000 Hz; sens 89 dB sPtJW/m; nom imp 8
ohm. Black -ash and wood veneers .. $1,600/pr

2130 Subwoofer/Satellite System
Subwoofer uses two 8 -in woofers with push-
pull configuration. Satellite uses 4 -in midrange
drivers; two 1/4 -in metal -dome tweeter. Satel-
lite: FR 40-200,000 Hz ±3 dB; sens 89 dB sPtJ
W/m; crossover point 150 Hz. Subwoofer: FR
150-20.000 Hz ± 3 dB; sens 89 dB spiJW/m;
crossover point 5,500 Hz. Black -vinyl finish.
Subwoofer: 8 x 13 x 20 in; 27.5 lb. Satellite: 5 x
9 x 5 in; 13.25 lb $700 ea

Model 505.2 2 -Way Speaker
Acoustic -suspension enclosure with 8 -in woof-
er. and 1/4 -in metal -dome tweeter. Power han-
dling 100 W continuous; FR 42-22.000 Hz ±3
dB; sens 87 dB spiJW/m; crossover point 5,000
F1z; nom imp 8 ohms. Black finish. 17 x 10 x 9
in: 12 lb ea $560/pr

Series 4

440 2 -Way Speaker
Fwo 8 -in woofers, I -in metal -dome tweeter. FR
30-20.000 Hz: nom imp 8 ohms. Black -vinyl
finish. 10 x 38 x 11 $ I 200/pr
430. As above. FR 35-20.000 Hz. 10 x 29 x II
in $900/pr

Wharl.edale Diamond IV

420 2 -Way Speaker
Ported design with 8 -in woofer. 7 -in metal -

dome tweeter. FR 40-20.000 Hz; sens 90 dB sm../
W/m; crossover point 5.000 Hz. Black -vinyl
finish. 10 x 19 x 11 in. 44 lb $700/pr

410 2 -Way Speaker
Ported design with 63/4 -in woofer, 7 -in metal -
dome tweeter. FR 45-20,000 Hz; sens 89 dB sPtJ
W/m; crossover point 3,500 Hz. Black -vinyl
finish. 9 x 14 x 9 in. 26.5 lb $500/pr
Diamond IV. As above with 43/4 -in woofer. 1/4 -in
metal -dome tweeter. II x7 x7 in $400/pr

Delta Series

Delta 90 3 -Way Speaker
10 -in woofer. 4 -in cone midrange. and 1/4 -inch
polyimide, soft -dome tweeter; tuned -port en-
closure. Power handling 100 watts cont; FR 35-
20,000 Hz ± 3 dB; sens 89 dB spiJW/m; cross-
over points 1.000 and 5.000 Hz; nom imp 8
ohms. Black -oak vinyl finish. 12 x 27 x 9 in; 33
lb ea $700/pr

Delta 70 2 -Way Speaker
8 -in woofer and 3/4 -in polyimide, soft -dome
tweeter. Features tuned -port enclosure. Power
handling 100 W continuous; FR 40-20.000 Hz

3 dB; sens 89 dB sPL/W/m; crossover point
3,500 Hz; nom imp 8 ohms. Black -oak vinyl
finish. 11 x 21 x 8 in; 16.5 lb ea $450/pr

Delta 50 2 -Way Speaker
8 -in woofer and 1/4 -in polyimide, soft -dome
tweeter; infinite -baffle design. Power handling
100 W; FR 45-20.000 Hz ± 3 dB; sens 89 dB sPiJ
W/m; crossover point 5,000 Hz; nom imp 8
ohms. Black -oak vinyl finish. 10 x 18 x 8 in;
13.2 lb ea $350/pr

Active Diamond Plus 2 -Way Speaker
41/2 -in woofer and 1/4 -in tweeter; built-in 20-W
amp with 3rd -generation monolithic devices;
tuned -port enclosure; 5th -order crossover. On/
off switch; volume control. FR 50-20.000 Hz;
crossover point 3.500 Hz. Black -oak vinyl fin-
ish. 7 x 9 x 8 in. 18 lb ea $350/pr

Diamond MK III 2 -Way Speaker
Features 41/2 -in woofer and 1/4 -in tweeter; fifth -
order crossover; tuned -port enclosure. Power
handling 100 W cont; FR 50-20,000 Hz; 86 dB
sPL/W/m; imp 8 ohms. Black- or white -oak
vinyl finish. 7 x 9 x 8 in; 15.5 lb ea $300/pr

Delta 30 2 -Way Speaker
61/2 -in woofer and 1/4 -in polyimide, soft -dome
tweeter; tuned -port enclosure. Power handling
75 W cont; FR 45-20.000 Hz ±3 dB; sens 89 dB
spi../W/m; crossover point 5,000 Hz; nom imp 8
ohms. Black -oak vinyl finish $270/pr

WOLCOTT
MDH Omnisphere Speaker
Floor -standing bass -reflex speaker with four
61/2 -in polypropylene -cone. butyl -surround
woofers, 11/4 -in soft -dome tweeter. Features a
vertically aligned tweeter; closely spaced 6 -in
radius sphere and semisphere forms a radial
horn; auto electronic tweeter protection. Power
handling 20-250 watts rms; FR 30-20,000 Hz ± 3
dB sens 90 dB spiJW/m; imp 6 ohms. Unit on
casters with floor -loaded ports. high -gloss
black -lacquer finish. 21 (at base) x 49 x 21 (at
base): 110 lb $4,950/pr
MDF. Same as above, oak veneer $4.500/pr

YAMAHA
Monitor Speakers

NS -1 2 -Way Speaker
Acoustic -suspension speaker; aluminum, nick-

el. cobalt magnets in woofer and tweeter. 61/4 -
inch mica -impregnated polypropylene woofer
and I' -inch soft, resin -coated, cotton -dome
tweeter. Features magnetic shielding; tweeter -
level control. Polyurethane -coated birch cabi-
net. Power handling 60 watts $998/pr

NS -10M 2 -Way Bookshelf Speaker
7 -inch single -sheet white -cone woofer. 13/8 -inch
soft -dome tweeter, acoustic -suspension enclo-
sure, high -efficiency max -sound -dispersion de-
sign. Power handling 100 watts; sensitivity 90
dB sPL/W/m. 81/2 x 15 x 7% in; 30 lb ... $398/pr

Active -Servo Speakers

YST-S1 2 -Way Speaker
2 -way field -isolation system with 6 -inch poly-
propylene multirange driver and I -inch soft -
dome tweeter. FR 28-20,000 Hz. Black . $700/pr

YST-SF50 2 -Way Speaker
Features four 4 -in polypropylene multirange
drivers, one 11/4 -in soft -dome tweeter, and
onel1/4-in air woofer; bass response down to 25
Hz; flat design for wall mounting; shelf/floor
placement with optional stands; magnetic
shielding. active -servo cartridge $658/pr

YST-S300A 2 -Way Speaker
Features 61/2 -in multirange driver. I3/4 -in air
woofer, and 1/4 -in soft -dome tweeter; compati-
ble with all active -servo amplifiers. Power han-
dling 60 W cont; FR 25-40,000 Hz. Black oak
finish. 9 x 171/4 x 10% in $350/pr

YST-SW100 Powered Subwoofer
Features two 7 -in cone drivers, 11/4 -in air woof-
er; line -input and speaker -input connection;
magnetic shielding; continuously variable high -
cut filter. 70 W into 5 ohms; FR 21-180 Hz;
Black finish $399 ea

YST-SEIO Full Range Speaker
Designed for use with DSP-A700 & DSP-E300
for surround -sound applications. Can be
mounted on wall vertically or horizontally or
used free standing with supplied stand. FR 45-
20,000 Hz $158/pr

Sabwoofers

NS -W2 Subwoofer
Features 10 -inch woofer; built-in 40 -watt ampli-
fier with volume control; magnetic shielding. 14
x 177/r x 12% in; 32 lb $578/pr

Surround -Sound Speakers

NS -C70 Full -Range Speaker
Center channel speaker. Features two 4 -in full -
range drivers; magnetic shielding; slanted front
panel. FR 70-20,000 Hz; imp 6 ohms. Black
finish. 53/4 x 171/2 x 61/4 in $129/ea

NS -A95 2 -Way Surround -Sound Speaker
Acoustic -suspension surround/effects speaker
with 41/2 -inch long -throw woofer and 2 -inch
wide -dispersion cone tweeter. Includes mount-
ing bracket and speaker wire. Power handling 5
watts min, 30 watts max; imp 4 ohms; sens 91
dB sPL/W/m. 9 x 9 x 31/2 in. Black. 4.4 lb $70/pr
NS -A90. As above, white $70/pr

YANKEE
FPR-72 Speaker
Planar ribbon design with foil ribbons. Features
crossoverless design; gold-plated 5 -way bind-
ing posts; litz cable for internal wiring. FR 29-
20,003 Hz ± 2 dB; power handling 50-75 W;
imp 3 ohms. 72 x 291/2 x 31/2 in; 135 lb ea.;
natural. medium, or dark oak finish . $5,800/pr
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AIWA
HP -X80 Headphones
Closed -type headphones with coiled cord. Sa-
marium -cobalt drivers, I'/4 -in carbon -disc flat
diaphragms. 180° turn ear pad, 24k gold-plated
plug and plug adaptor $95
HP -X50. As above, double -dome I1/4 -in driver
units. Straight cord $70
HP -X30. As above, fixed ear pad $50

HP -V88 Earphones
Ear bud's with samarium -cobalt drivers, dou-
ble -dome 4 diaphragms, 21/4 -in bass resonator
ducts. 24k gold-plated plug and plug adaptor.
Cord -winding carrying case $80
HP -V57. As above with 11/4 -in resonator ducts.
no plug adaptor. In -line volume control $35
HP -V53. As above, no volume control $28
HP -V25. As above. 1/4 -in- diameter drivers. 3
pairs of carpads $22
HP -V 12. As above, no case $ 12

HP -X35 Headphones
26 -ft ore cord and 24k gold-plated mini phone
plug. 11/4 -in -diameter drivers. Features in -line
volume control and stereo/mono switch. In-
cludes phone -plug adaptor. FR 5-23,000 Hz;
sons 102 dB: imp 40 ohms. 4.9 oz $60

HP -J7 Earphones
3.9 -ft oFc cord and 24k gold-plated mini phone
plug. Features 1/4 -in, U-shaped bass resonator
ducts. Includes cord -winding carrying case. FR
8-25,000 Hz: sens 105 dB: imp 16 ohms. 0.2
oz $50

HP -A550 Open -Air Headphones
11/4 -in -diameter double -dome driver units. '/4 -in
bass -resonator ducts, copper -clad aluminum -
wire voice coils. 24k gold-plated plug and plug
adaptor. Double earpad $33
HP -A350. As above, no double earpad $27

HP -A300 Open -Air Headphones
41/4 -ft me cord with mini phone plug. 11/2 -in -

diameter drivers. Features copper -clad alumi-
num -wire voice coils. Includes phone -plug
adaptor. FR 10-20,000 Hz; sens 97 dB: imp 32
ohms. 1.7 oz $20

HP -V250 Open -Air Headphones
Walkman -type headphones with 11/4 -diameter
driver units. Copper -clad aluminum wire. Dou-
ble -folding headband; plug adaptor $17
HP -A150. As above. w/o headband $12

AKG
K1000 Headphones
Dynamic transducer with a Ventilated Linear
Dynamic I VLDI magnet system. Oxygen -free
copper cable with XL connector and gold-plat-
ed contacts: soft leather temple pads; connects
directly to headphone jack of receiver or ampli-
fier or across speaker output terminals. FR 20-

20,000 Hz: sens 74 dB; nominal impedance 120
ohms: power 1.000 mW. $895

K340 Headphones
Two-way electrostatic/dynamic headphones
with fixed -charge electrostatic dynamic mov-
ing -coil transducer and passive diaphragms in
each earcup. Connects directly to headphone
jack of receiver or amplifier or across speaker
terminals. FR 15-25,000 Hz; SPL 117 dB at 0.1%
THD; nom imp 400 ohms; maximum continuous
input 200 mW/channel at 117 dB SPL; includes
10 -ft 4 -conductor cables with 3 -conductor 1/4 -
inch stereo phone plug. 13.5 oz less cable $235

K280 Headphones
Features parabolic -type, dual -transducer de-
sign in each earcup: low -imp electrical circuit;
matches 4-75 ohm outputs. Includes 91/4 -ft ca-
ble. standard stereophone plug. 8.7 oz . $195

K260 Open -Air Headphones
Open-air, circumaural headphones with dy-
namic Mc transducers. Matches 4-600 ohm out-
puts. 10 -ft cable; standard stereo plug. 9.2
oz $170

K240 DF Headphones
Designed with flat frequency response based on
European requirements for reference monitor
headphones. FR 20-20.000 Hz ± 2 dB; max input
11 V; matches 4-600 ohm outputs; max SPL 95
dB at <0.3% THD; With 8.2 -ft cable and stan-
dard stereo phone plug; 8.5 oz $150

K240M Headphones
Free -field headphones: dynamic Mc transducer
and 6 passive radiators in each circumaural
cup. FR 15-20,000 Hz; imp 600 ohms; max SPL
119 dB at 0.3% THD: supplied with 10 -ft 4 -
conductor cable and 1/4 -in phone plug; 7.8
oz $120

K145S Electrostatic Headphones
Two-way semi -open design. FR 25-24.000 Hz.

3 dB; imp 150 ohms: phone connector; 10 -ft.
long cord; 6 oz $110

K -141M Headphones
Semi -open pro monitoring headphones with Mc
transducers. FR 20-20.000 Hz; max SPI. 120 dB at
0.5% THD, imp matches 4-600 ohms; 10 -ft 4 -
conductor cable and standard 3 -conductor ste-
reo phone plug; 6.8 oz $100

K135S Headphones
Semi -open headphones. FR 25-18.000 Hz. 3
dB; imp 150 ohms: phone connector; 51/4 oz.;
cord 10 ft. long $85

K45 Headphones
Lightweight supra -aural headphones with sic
transducers. FR 30-18,000 Hz; max SPI. 117 dB at
0.9% THD; matches 4-200 ohm outputs; 10 -ft 4 -
conductor cable; combination standard/mini
stereo phone plug: 2.7 oz $60

K55 Headphones
CAD/CAM designed supra -aural headphone with
wire -headband construction. Matches 4-150
ohm ouputs. Comes with 91/4 -ft cable; combina-
tion standard/mini stereo phone plugs. 3.2
oz $50
K2ITV. As above, with cable -mounted control
box for left/right level adjustment, stereo/mono
switch, and dual -channel mode for SAP broad-
casts $60

K2 Mini Headphones
2 Mc dynamic transducers; adjustable earcups
with washable cushions; matches 4-200 ohm
outputs; 941 cable; combination standard/mini
stereo phone plug; 3.2 oz $45

ARKON
1R-500 Cordless Headphone System
6 -oz headset and infrared transmitter. Features
mic adapter; on/off volume control on head-
set.

IR-200 Cordless Headphone System
Headphone works with any TV. Features mi-
crophone adapter; cushioned, lightweight ear -
pads; FR 30-18.000 Hz; on/off volume control on
headset; monaural mode or synthesized stereo
sound $80

AUDIO-TECHNICA
ATH910 Headphones
Closed -back headphone with 44 -mm samarium -
cobalt drivers and oxygen -free copper cable.
1/4 -in plug. FR 20-22.000 Hz: cord length 9.8 ft:
imp 4-16 ohms; sens 100 dB sPi/m/W; 7.2
oz $100

ATH909 Headphones
Open -back headphone with 44 -mm samarium -
cobalt drivers and oxygen -free copper cable.
Frequency response 20-20,000 Hz; cord length
9.8 ft; 1/4 -in plug; imp 4-16 ohms: sens 100 dB
spt./m/W: 6.9 oz $80

ATH908 Headphones
Open -back headphone with 44 -mm samarium -
cobalt drivers. FR 20-20,000 Hz; cord length 9.8
ft; 1/4 -in plug; imp 4-16 ohms; sens 100 dB sPt/
m/W: 7.2 oz $70

ATH6I 1 Headphones
Open -back headphone with acoustically opti-
mized oval earpieces. Frequency response 20-
23,000 Hz; cord length 10 ft; 1/4 -in plug; imped-
ance 4-16 ohms; sensitivity 101 dB sPUW/m;
9.5 oz w/o cord $70

ATH610 Headphones
Closed -back headphone with acoustically opti-
mized oval earpieces. Frequency response 20-
22.000 Hz: cord length 10 ft;'/4-in plug; imp 4-16
ohms; sensitivity 1110 dB sinJW/m; 9.5 oz w/o
cord $60
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ATH609 Headphones
Open -back headphone with acoustically opti-
mized oval earpieces. FR 20-20.000 Hz: cord
length 10 ft; 1/4 -in plug; imp 4-16 ohms; sens 98
dB spt../W/m; 9.5 oz w/o cord $50

Sound Guard Series

SG440. "Over the ear" hanging earbud. FR 35-
20,000; cord length 45 -in; mini plug w/ 1/4 -in
adaptor; 0.3 oz w/o cord $25
SG600CD. Mid -size with closed back. Full -
range 40 -mm mylar drivers; FR 20-20,000; mini -
plug with 1/4 -in adaptor. 2.8 oz $20
SG450. Bass -vent design; fully adjustable head-
band; FR 20-20,000 Hz; mini connector with 1/4 -
in adaptor; 0.5 oz $15
SG430. Micro earbuds with full -range drivers;
FR 35-20.000 Hz; mini connector with 1/4 -in

adaptor and extra earpiece covers. 0.3 oz . $13
SG410. Ultra -lightweight mini headphones with
polymer -dome drivers; FR 40-20,000 Hz: mini
connector with'/4-in adaptor; 1.0 oz $10

AZDEN
DM90 Headphones
Features 11/4 -in drivers; samarium -cobalt mag-
nets; I6 -micron polymer and copper -clad alu-
minum voice coils; gold-plated mini plug; gold-
plated adaptor plug for standard jacks. FR 4-
26,000 Hz; max input 800 mW; sens 105 dB/
mW $100
DM -70. Similar to above, FR 4-24,000 Hz: max
input 500 mW; sens 103 dB/mW $80

DSR-48 Headphones
Features polymer drivers: gold-plated mini -
plug with gold -plug adaptor. FR 15-24.000 Hz;
max input 100 mW: sens 97 dB/mW $70

DSR-18 Headphones
Full-size headphone with coiled cord and gold-
plated mini plug with gold -plug adaptor. FR 15-
22,000 Hz; max input 200 mW $70

DSR-12 Headphones
Full-size headphone with 1/4 -in plug. FR 20-
20,000 Hz; max input 100 mW: sens 105 dB/
mW $60

DSR-88 Headphones
In -ear design with samarium -cobalt magnets;
gold-plated mini -plug with gold adaptor. FR 18-
20.000 Hz; max input 100 mW; sens 104 dB/
mW $50

DSR-42 Headphones
Less than 4 oz; mini plug. FR 30-20,000 Hz; max
input 100 mW; sens 102 dB/mW $40

BANG & OLUFSEN
Form 1 Headphones
Semi -open headphones with mini and phone
connector. Features lightweight self-adjusting
earpads with tension -relief pads to remove
pressure from ear. FR 20-20.000 Hz ± 3 dB; imp
35 ohms $120

Form 2 Open -Air Headphones
Mini and phone connector. Features light-
weight self-adjusting earpads. FR 20-20,000 Hz
-± 3 dB; imp 30 ohms $60

BEYER DYNAMIC
IRS 690 Wireless Headphone System
Wireless headphone system comprising DT 690
headphones. IS 690 infrared transmitter, and
LG-690 power supply. Built-in rechargeable 9V
battery, mono/stereo switch, volume control.
FR 20-20,000 Hz $399

DT 48A Headphones
Audiometric -calibration, reference headphones
for acoustical measurements. FR 16-20.000 Hz;
max power 200 mW; imp 5 ohms $300

DT 48 Headphones
Features removable ear cushions and 10 -ft
coiled cable. FR 16-20.000 Hz ±2 dB; imp 200
ohms: sens 105 dB SPL with I-mW input at 1.000
Hz; max power 96.8 mW: phone plug: 14 oz
without cord $290

DT 990 PRO Headphones
Circumaural design with large, low -mass -dia-
phragm design; heavy-duty construction. Fre-
quency response equalized to diffuse sound -
field method. FR 5-35.000 Hz ±3 dB; imp 600
ohms: max power 100 mW; sens 96 dB at I mV/
ch at 1.000 Hz. Includes 1/2 -in connector. 8
OZ $260
DT 990 Headphones. As above, regular con-
struction $210

DT 770 PRO Headphones
Circumaural design with bass -reflex system;
heavy-duty construction. FR equalized to dif-
fuse sound -field method. Features very large.
low -mass -diaphragm design. FR 15-30.000 Hz
±3 dB: imp 600 ohms: max power 100 mW;

sens 96 dB at 1 mV/ch at 1.000 Hz. Includes 1/2
in connector. 9 oz $239
DT 770 Headphones. As above. regular con-
struction $189

Beyer Dynamic DT 770

DT 109 Headphones with Microphone
Headphones with dynamic boom microphone.
Features rugged modular construction, avail-
able with straight or coiled 10 -ft cord in numer-
ous mic and headphone impedances. FR 30-
20.000 Hz ±3 dB; imp 400 ohms; sens 94 dB
SPL with I-mW input at 1,000 Hz; max power
1,000 mW: phone plug: 14'/- oz with cord $233

DT 880 Headphones
Semi -open circumaural design using rare-earth
magnets; highly cushioned. FR 5-35,000 Hz ±3
dB; imp 600 ohms; sens 94 dB SPL with I-mW
input of 1.000 Hz; max power 100 mW; phone
plug; 10 -ft cord length $230
DT 880 Headphones. Same as above less cush-
ioning. FR 5-25.000 Hz ±3 dB $173

DT 108 Headphones with Microphone
Single -muff headphone with dynamic boom mi-
crophone. Features rugged modular construc-
tion, straight or coiled cord with numerous mic
and headphone impedances; designed for ex-
tended wearing. FR 30-20.000 Hz ±3 dB: imp

400 ohms standard; sens 94 dB spi. with I-mW
input at 1,000 Hz: max power 1.000 mW; phone
plug; cord length 10 -ft coiled or straight; 10.75
oz with cord $188

DT 100 Headphones
Studio headphones for production and post -
production. Features detachable straight or
coiled 10 -ft cord; available in numerous imped-
ances, modular construction. FR 30-20,000 Hz
-± 3 dB; imp 400 ohms: sens 94 dB SPL with I-
mW input at 1.000 Hz; max power 1,000 mW;
phone plug: 12'/- oz with cord $173

DT 96A Headphones
Can be used with or without circumaural ear
cushions. Features detachable straight or
coiled 10 -ft cord. FR 30-17,000 Hz ±3 dB: imp
400 ohms; sens 94 dB SPL with I-mW input of
1,000 Hz: max power 360 mW; phone plug: 4 oz
without cord $155

DT 550 Headphones
Semi -open. circumaural design. Lightweight.
adjustable suspension, 10 -ft coiled cord. FR 10-
22.000 Hz ±3 dB: imp 600 ohms; sens 95 dB

with I-mW input at 1,000 Hz; maximum
power 100 mW; phone plug; 7 oz withoutcord...$145
DT 220 Headphones
Lightweight. closed design: soft circumaural
ear cushions. FR 20-20.000 Hz ± 3 dB: imp 400
ohms: sens 102 dB SPL with I-mW input at 1.000
Hz; max power 100 mW; phone plug; 10 oz
without cord $129

DT 102 Single -Muff Headphones
For broadcast. recording, and disco cueing.
Features detachable straight or coiled 10 -ft
cord; available in numerous impedances; mod-
ular construction. FR 30-20,000 Hz 3 dB: imp
400 ohms; sens 94 dB SPL with I-mW input at
1.000 Hz; max power 1.000 mW; phone plug; 9
oz without cord $123

DT 330 MK II Headphones
Semi -open circumaural rare-earth magnets. FR
15-18.000 Hz ±3 dB: imp 40 ohms; sens 85 dB
SPL with I-mW input at 1.0(X) Hz; max power
100 mW; phone plug: cord length 10 ft; 6.75 ozs
without cord $93
DT 340TV. As above with 22 -ft cable and UR
volume control $90

DT 320 MK II Headphones
Semi -open. circumaural design. FR 20-20.000
Hz ±3 dB; imp 40 ohms; sens 88 dB SPL with I-
mW input at 1.000 Hz; max power 1(10 mW:
mini -connector; 1/2 -in phone plug adapter: 10 -ft
cord length; 31/4 oz without cord $83

DT 303TV Headphones
Lightweight design which features UR volume
controls $69

DT 325 Headphones
Designed for portable applications. FR 20-
20,000 Hz: imp 40 ohm; mini -connector with '/--
in phone adaptor $68

THE BOOTHE COMPANY
Sweatband Headphones. Sweatband with in-
ear- headphones. Features inside pocket

CALIBRON
Pro 60 Headphones
Features 11/4 -in titanium diaphrams. 8 -ft OFC
cord with volume control. 1/4 -in gold-plated
plug. Fk 5-30010 Hz; sens 105 dB: imp 400
ohms $80
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Pro 40 Headphones
Features I% -in titanium diaphrams. 8 -ft cord
with'/4-in plug;'/4-in gold-plated adaptor includ-
ed. FR 5-30.000 Hz: sens 105 dB; imp 40
ohms $60

Pro 50 Earphones
Features 40 -in cord with volume control. 1/4 -in
plug: 1/4 -in gold-plated adaptor and carry case
included. FR 16-22.000 Hz; sens 104 dB: imp 16
ohms $40

Pro 30 Headphones
Features I'/4 -in titanium diaphrams. 8 -ft cord
with 1/4 -in plug;'/4-in gold-plated adaptor includ-
ed. FR 18-22.000 Hz; sens 102 dB: imp 32
ohms $40

Model 65200 Headphones. FR 20-22,000 Hz: sens
98 dB/mW $26
Model 65060 Headphones. Features samarium -

cobalt drivers. FR 18-22.0(M) Hz; sens 102 dB/
mW $24
Model 65030 Open -Air Headphones. 1/4 -in gold-
plated adaptor included. FR 18-20.000 Hz; sens
102 dB/mW SI9.99
Model 60100 Headphones $19.99
Model 65020 Earphones. 1/4 -in gold plated adap-
tor: extra ear cushions included. FR 20-22.000
Hz: sens 100 dB/mW $18.99
Model 60200 Open -Air Headphones. Samarium-
cobalt element $14.99
Model 60750 Headphones. 1% -in external
speaker included with headphones $12.99
Model 60111 Earphones. Carry case includ-
ed ;10.99
Model 60085 Earphones. Carry case includ-
ed $10.99
Model 60150 Headphones. 1/4 -in adaptor and
extra ear cushions included $9.99
Model 60040 Headphones $6.99
Model 60030 Earphones $5.99
Model 60025 Headphones. Cassette head clean-
er included $5.99
Model 60015 Headphones $4.99

DENON
AH-D900 Headphones
Titanium 40 -mm diaphragm: samarium -cobalt
magnet. Low -resonance plastic housings; soft.
oval ear pads; reversible ear cup. FR 3-31.000
Hz: sens 106 dB/mW; max input 1.200 mW: imp
32 ohms. 7.7 oz $140
AH-D700. Similar to above, diaphragm is high -
polymer film. Input 1.000 mW $120

AH-D500 Headphones
High -polymer -film 40 -mm diaphragm: samari-
um -cobalt magnet. Low -resonance housings:
orc voice coils. FR 4-28.000 Hz: sens 105 dB/
mW: imp 32 ohms. 5.25 oz $80
AH-D300. Similar to above. voice coil is cop-
per -clad aluminum wire $70
AH-D100. Similar to above $60

AH-C6 Earphones
I5 -mm diaphragm and samarium -cobalt mag-
net. FR 16-22.000 Hz; sens 106 dB/mW; imp 16
ohms $25

GE
Model 3-57565 Open -Air Headphones
60 -in cord with 3.5 -mm stereo plug. Samarium -
cobalt drivers: swivel earpieces: 1/4 -in adaptor
jack. FR 20-20.0(10 Hz; sens 100 dB: imp 32
ohms $20

Model 3-57545 Earphones
45 -in cord with 3.5 -mm stereo plug. Polyure-
thane insulation: winder case. FR 20-20.000 Hz;
sens 105 dB: imp 32 ohms 49.95

Model 3-5752S Open -Air Headphones
47 -in cord with 3.5 -mm stereo plug. Swivel
earpieces:'/. -in adaptor jack: extra earpads. FR
20-20.0(81 Hz: sens 1(81 dB: imp M71111

HEATH
TE-400 Headphones
Closed -hack headphones with titanium ele-
ments. Features in -line volume/balance con-
trol: full-length coiled cord; 1/4 -in plug. FR 20-
30,000 Hz. I lb S35

TE-200 Open -Air Headphones
Titanium elements. Features in -line volume/
balance control; full-length coiled cord; 1/4 -in
plug. FR 20-20.000 Hz. 2 lb S25

INTERNATIONAL
COMPONENTS

SHP-600 Headphones
Samarium -cobalt magnets and mylar-cone dia-
phragm $11

SHP-400 \ Headphones
Ultra -slim headphones with 6 -ft coiled cord and
1/4 -in phone plug. Features individual left/right
volume controls. Brushed black -aluminum ear -
cups with chrome trim: leather padded cush-
ions and adjustable headband. FR 20-21,000 Hz;
40 -mm mylarcon drivers: max input power 0.5
W; 8 oz $25

SHP-500 Headphones
Ultra -slim headphones with 6 -ft coiled cord and
1/4 -in phone plug. Features brushed black -alu-
minum ear -cups with chrome trim; leather pad-
ded cushions and adjustable headband. FR 18-
22.000 Hz; 40 -mm mylarcon drivers: max input
power 0.5 W: 7 oz: $22

SHP-300 Headphones
Lightweight mini folding headphones. Features
samarium -cobalt drivers; 1/4 -in stereo adaptor.
Sens 101 dB/W/m (at 1.000 Hz); FR 20-19,90(1
Hz: imp 4-32 ohms $15

SHP-65 Headphones
Mini, lightweight headphones with 13 -mm my-
lar speakers. Frequency response 20-20,000
Hz. Extra carpads $8

SHP-55 Earphones
Open-air, lightweight, bud -type earphones.
Frequency response 20-20.000 Hz: impedance
32 ohm $6

J ASCO
HE+ Headphones
Features oxygen -free copper litz-type cord:
soft leatherette earpads:'/4-in adaptor ... $28

HE+ 456 Convertible Headphones/Earphones
Features two-way design, home stereo adaptor,
and 4 -ft cord with mini plug $9.49

HE+ 436 Turbo Earphones
Features extra car pads, storage case. 4 -ft cord
and 3.5 -mm mini plug $7

HE+ 472 Headphones
Features 4 -ft cord with 3.5 -mm mini plug .. $4

HE+ Neon Headphones
Features 4 -ft cord. 3.5 -mm mini plug and soft -
foam earpads. Available in different neon col-
ors $4

HE+ 435 Earphones
Features extra ear pads, storage case. 4 -ft cord
and 3.5 -mm mini plug $4

JvC
HAD990 Headphones
Large -diameter driver units with samarium -co-
balt magnets $120

HAD700 Headphones
High -sensitivity coils made from copper -clad
aluminum wire. FR 5-28.000 Hz. Weight with
cord 8.8 oz $80

HAD600 Headphones
Features moving -coil driver: gold-plated plug.
adaptor, and 3-m cord. FR 5-26.000 Hz. Weight
with cord 5.6 oz $$0

HAD500 Headphones
Features moving -coil driver: gold-plated plug,
adaptor, and 3-m cord. FR 10-23,000 Hz. Weight
with cord 5.3 oz $40

HACD7 Headphones
Lightweight design with moving -coil driver:
gold-plated plug, adaptor, and 3-m cord. FR 15-
22.000 Hz. Weight with cord 2.9 oz $40

HAD300 Headphones
Moving -coil driver and 3-m cord. Includes'/4-in
and 3.5 -mm adaptors. FR 20-20.000 Hz. Weight
with cord 4.2 oz $20

HACD4 Headphones
Lightweight design with moving -coil driver and
61/2 -ft cord. FR 18-20.0(X) Hz. Weight with cord
1.9 oz $20

KENWOOD
KH-500 Foldable Headphones
Open-air design with fold -up headband ... $30

KH-D9 Earphones
Lightweight earhud design with detachable,
fold -up headband $20

KOSS
JCK/300 Kordless Headphone
Battery -powered infrared cordless system with
transmitter and modulator. FR 20-20.000 Hz:
left carrier frequency. 95,0(X) Hz. right 250.000
Hz $275

Pro/450 Headphone
Features dual -clement driver and neodynim
magnet. FR 10-30.000 Hz $175

JCK/200-S Kordless Headphones
Circumaural cordless headphone system with
transmitter and AC adaptor. FR 20-20.000 Hz 3
dB $160

Pro/4XL Headphones
Features titanium -coated diaphragm, copper-
clad aluminum voice coil. FR 10-25.000 Hz $130

SST/10 Headphones
Sens 0.36 V rms at 100 dB SM. $120

Pro/99 Headphones
Features anisotropic-ferrite magnet. FR 10-
20.000 Hz; sens % dB sPt./W/m: imp 100 ohms.
10.8 oz $99

Pro/4AA Headphones
For home and professional use. Features over-
sized I -in voice coil. Frequency response 10-
22,000 Hz $99

Pro/4X Plus Headphones
Dual -element design combines rare-earth mag-
net with piezoelectric element. FR 10-40.000 Hz

3 dB $90
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TNT/88 Headphones
Circumaural design and titanium -nitride dia-
phragm. Features gold -plug and adapter. FR 15-
30.000 Hz: sens 94.5 dB sPUW/m; imp 60
ohms $90

Pro/75 Headphones
Features 4 -layer voice coil. Frequency re-
sponse 10-20,000 Hz. $75

HV/Pro Headphones
Features dual -suspension. 8 feet of oxygen -free
cord with volume/balance control, 1/4 -in adap-
tor. $75

Pro/4AAA Plus Headphones
Features large voice coils; oversized dia-
phragm. FR 10-22,000 Hz ±3 dB $70

TNT/77 Headphones
Open-air design has titanium -nitride diaphragm
with adjustable temporal pad design. Features
gold-plated plug and adaptor. Frequency re-
sponse 15-20.000 Hz: sens 91.5 dB sm/W/m;
impedance 60 ohms $70

PortaPro Headphones
Supra -aural folding headphones for portable or
home use. Features Comfort Zone multi -pivot-
ing earcup adjustments. Mini plug and 1/4 -in
phone plug; 5 ft. cord. 2.5 oz w/cord $50

TNT/66 Headphones
Circumaraul design with titanium -nitride dia-
phragm. Features gold-plated plug and adaptor.
FR 20-20,000 Hz; sens 93.5 dB sPL/W/m; imp 60
ohms $50

HV/1A Plus Headphones
Features low -mass Decilite drivers. FR 15-

30,000 Hz 3 dB; THD 0.5% at 100 dB SPL: sens
0.9 V rms for 100dB SR.. Acoustical -sponge ear
cushions; extendable headband with self-ad-
justing pivoting yokes, soft padded -vinyl cover;
10 -ft cord; 10.1 oz $50

Porta/Pro Jr. Headphones
THD <0.2% at 100 dB sm, I kHz $40

K4OLC Plus Headphones
Features balance control; Rated at 100 ohms
and 104 dB sin../W/m input $40

SST/5 Headphones
Circumaural design. Features adjustable leath-
er headband and foam -filled ear cushions. FR
20-20.000 Hz -±- 3 dB $40

TNT/55 Headphones
Features titanium -coated diaphragm, self-sup-
porting voice coil. FR 15-25.000 Hz. Includes 1/4 -
in adaptor $40

K6X Plus Headphones
Lightweight. 100 dB sPi.: imp 100 ohms; 6.3
OZ $32

SST/4 Headphones
FR 20-20,000 Hz ± 3 dB; imp 35 ohms; sens 100
dB; 6.3 oz $32

CS/2 Earphones
In -ear design. Features gold-plated plug and
adaptor: matte black carrying case. THD
<1% $30

CS/I Earphones
White earbud. Features gold-plated plug and
adaptor; carrying case. THD <I% $30

TD/50 Headphones
8 -ft cord for stereo, vcR, or TV. Features self-
adjusting slide bars; washable cushions; mini -

mono adaptor: spare cushions. FR 18-20,000
Hz; imp 100 ohms $25

TD/60 Headphones
Lightweight home or portable circumaural de-
sign. Features pivoting earcups; pivoting ear -
plates; adjustable headband. FR 18-20,000
Hz $20

TD/40 Headphones
Portable supra -aural headphones. Features vol-
ume and balance controls; screw -on adaptor.
FR 20-20.000 Hz; imp 32 ohms. 2.34 oz .... $20

CR/9 Earphones
Sidewinder in -ear design. Features collapsible
headband. -rim <1% $20

TD/30 Headphones
Adjustable headband; pivoting earcups; spare
cushions; 1/4 -in adaptor; imp 32 ohms. 1.9 oz$16

CR/8 Headphones
Lightweight sidewinder design. Features ad-
justable headband. Tito< I% $15

CR/7 Earphones
Sidewinder earbud design. Features detachable
headband. nip< I% $15

CR/6 Earphones
In -ear design. Features wind-up spool carrying
case. THD< i% $12

TD/20 Headphones
Pivoting earcups; 1/4 -in adaptor. 1.7 oz $10

LENOXX
CD -700 Headphones
Samarium -cobalt speaker elements. Features
1/4 -in adaptor. FR 20-20,000. 2 oz $20

Model 876 Foldable Headphones
In -ear or over -ear headphones. Features Alnico
alloy magnets; mini -mono plug for -ry '/4 -in

plug; FR 100-15.000 Hz $10

Model 884 Headphones
Features mylar diaphragms; 1/4 -in adaptor; 4 -ft
cord. FR 100-15.000 Hz. 0.75 oz $8

Model 883 Earphones
In -ear, lightweight headphones that fit all per-
sonal -portable stereos. Features dynamic my-
lar diaphragms; roll -up storage case. 0.5 oz. $8

MEMOREX BY MEMTEK
EDM-770 Headphones
FR 5-30.000 Hz; sens 107 dB sPL/W!m; imp 70
ohms $120

PSS-I00 Headphones
4 speaker elements and 25 -ft cord. Features 2
gold-plated jacks $100

EDM-550 Headphones
FR 5-25,0(X) Hz; sens 102 dB sm../W/m; imp 60
ohms $85

EDM-330 Headphones
FR 15-22.000 Hz; sens 102 dB sPtJW/m; imp 40
ohms $60

EDM-I10 Headphones
FR 5-25.000 Hz; sens 100 dB sm../W/m; imp 25
ohms $50

SLS-9 Headphones
Designer -styling available in arctic white.
champagne, and metallic charcoal. Fit 20-20,000
Hz; sens 96 dB sPLAV/m; imp 32 ohms .... $30

D1-100 Headphones
FR 18-22,000 Hz; sens 102 dB spt./W/m; imp 32
ohms $20

Senk-Lite Series

SL -88 Earphones
In -ear design with samarium -cobalt magnets.
Features contoured shape; gold-plated connec-
tors; mini -connector and mini -to -1/4 -in adaptor.
FR 20-20,000 Hz ±3 dB; imp 16 ohms; max
power 30 mW; sens 106 dB at I mV/ch at 1.000
Hz. 2 oz $15

SL -90 Headphones
Samarium -cobalt magnets. Features gold-plat-
ed connectors; mini -connector and mini -to -1/4 -
in adaptor. FR 20-20.000 Hz ±3 dB; imp 32
ohms; max power 100 mW; sens 100 dB at I

mV/ch at 1,0(0 Hz. 0.5 oz $15

SL -60 Headphones
Lightweight design with adjustable headband.
Features soft -ear cushions; 45 -in cord: mini
plug; mini -to -1/4 -in adaptor. FR 50-18.000 Hz
=3; imp 32 ohms; max power 100 mW; sens 92
dB at I mV/ch at 1,000 Hz. 1.75 oz $10

SL -40 Headphones
Lightweight design with adjustable headband.
Features flexible -pivot earpiece mounts; 45 -in
cord; mini plug; mini -to -1/4 -in adaptor. FR 50-
16.000 Hz ± 3 dB; imp 32 ohms; max power 50
mW; sens 80 dB at I mV/ch at 1,000 Hz. 1.5
OZ $5

NAKAMICHI
SP -7 Headphones
Lightweight design utilizing 25 -micron -thick
polyester film with 40.5 -mm diameter and 18.3 -
mm voice coil. FR 20-20.000 Hz; imp 45 ohms;
max power 100 mW; 10 -ft cable: standard'/ -in
phone plug $100

PANASONIC
EAH-X250 Headphones
Closed -back, 2 -way headphones with I3/4 -in

dome woofers and 11/4 -in dome tweeters. Fea-
tures neodymium woofer magnets; 10 -ft cord:
1/4 -in stereo plug; mini stereo -plug adaptor. FR 2-
30.000 Hz; sens 106 dB; imp 55 ohms at 1.000
Hz. 10.6 oz $180

EAH-X i 50 Headphones
Closed -back headphones with I 1/2 -in dome driv-
ers. Features polyethylene naphthalate dia-
phragms; neodymium magnets; 10 -ft cord:'/4-in
stereo plug; mini stereo -plug adaptor. FR 5-
35,000 Hz; sens 107 dB; imp 63 ohms at 1,000
Hz. 4.8 oz $130

EAH-X120 Headphones
Closed -back headphones with 11/2. -in dome driv-
ers. Features polyethylene naphthalate dia-
phragms; neodymium magnets; 10 -ft cord; mini
stereo plug with adaptor; 1/4 -in stereo plug. FR 8-
33,000 Hz; sens 107 dB; imp 45 ohms at 1.000
Hz. 4.6.oz $95

EAH-X80 Headphones
Closed -back headphones with 11/2 -in dome driv-
ers. Features rare-earth magnets; polyethylene
naphthalate diaphragms; 10 -ft cord; mini ste-
reo -plug adaptor. FR 8-30,000 Hz; sens 105 dB;
imp 45 ohms at 1,000 Hz. 4.4 oz $55

EAH-S24 Open -Air Headphones
Lightweight headphones with adjustable head-
band. Features 4 -ft cord; mini stereo plug; 1/4 -
in -plug adaptor. Sens 100 dB; imp 32 ohms at
1.000 Hz. I'/- oz $20
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EAH-Z9 Earphones
Lightweight earphones with folding headband
and removable speaker units. Features 31/2 -ft
cord; mini stereo plug. Frequency response 30-
20.000 Hz; sens 102 dB: imp 16 ohms at 1,000
Hz. 0.7 oz $18

EAH-S14 Open -Air Headphones
Features adjustable headband; 4 -ft cord; mini
stereo plug;'/4-in-plug adapter. Sens 98 dB; imp
32 ohms at 1,000 Hz. 2 oz $13

PICKERING
CD -5 Headphones
Lightweight. Features high -velocity element
with polyester -film diaphragm and samarium -

cobalt magnets. FR 20-20,000 Hz: sens 110 dB
sPOW/m; 71/2 -ft cord with gold-plated stereo
plug and mini stereo adaptor $80

CD -4 Headphones
Lightweight. 71/2 -ft cord with gold-plated plug.
FR 20-20.000 Hz; sens 110 dB sPt/W/m $66

PC2 + 2 Earphones
Features dual samaruim-cobalt magnet drivers
12 per bud): 1/4 -in gold-plated adaptor plug and
roll -up storage -case. Imp 35 ohms at 1.000 Hz;
sens 106 dB sPtJmW at 1.000Hz; Frequency
response 10-25.000 Hz; max input 50 mW: 4 -ft
cord; 12 g $60

CD -2 Headphones
Lightweight. Features samarium -cobalt driv-
ers. FR 20-20.000 Hz; 71/2 -ft cord with standard
stereo plug; Y -type 4 -conductor cord $50

Featherfone 108 Earphones
Features volume control. FR 20-20.000 Hz; sens
105 dB SPL 0.25V at 1.000 Hz for each chan-
nel $45

CD -I Headphones
Intermediate -size elliptical -shaped head-
phones. FR 20-20,000 Hz; sens 105 dB; 7 -ft Y -
type cord with gold-plated mini stereo plug and
standard stereo adaptor $35

0A -99P Earphones
5 -ft cord with mini stereo plug and mini '/4 in
stereo adaptor. FR 20-20.000 Hz: sens 105 dB
sPL/W/m $30

Featherfone 104 Earphones
FR 20-20.000 Hz; sens 98 dB $30
Featherfone 102. Similar to above. sens 92
dB $25

0A-88 Headphones
Headband or in -ear wear. High -velocity samar-
ium -cobalt drivers: lightweight adjustable
headband with replaceable foam cushions. FR
20-20.000 Hz; distortion <0.5% at 100 dB SPL:
imp 32 ohms at 1.000 Hz; sens 98 dB SPL with 1-
mW input at 1,000 Hz; max power 0.05 mW;
mini stereo plug; 4 -ft cord; 0.5 oz without
cord $25

PC 100 Earphones
Features extra ear cushions; 1/4 -in gold-plated
plug; roll -up storage case: imp 35 ohms at 1.000
Hz; sens 100 dB at I mW at 1.000 Hz; FR 20-
20.000 Hz: 4 -ft cord: max input 50 mW. 0.25
oz $20

OA -66P Earphones
Features strontium -ferrite magnets; lightweight
adjustable headband with replaceable foam ear
cushions. FR 20-20,000 Hz; distortion <0.5%;
imp 32 ohms; sens 92 dB SPL with 1-mW input at
1.000 Hz; mini plug; 1/4 -in adaptor plug; I oz
without cord $15

OA -44 Open -Air Headphones
Lightweight open-air design. FR 20-18,000 Hz;
distortion <1/2%; sens >90 dB sPi./W/m; input
imp 32 ohms; max power 100 mW $3.95

PIONEER
sE-m90 Headphones
Midsize with 32 -ohm nom imp. Features ce-
ramic -titanium diaphragm; 1,000-mW max
power input per channel; FR 3-50.000 Hz: 16 -ft.
5 -in connection cord; 9 oz $125

SE -M70 Headphones
32 -ohm nom impedance. Features ceramic -tita-
nium diaphragm; 1,000 mW max power input
per channel; FR 3-50,000 Hz; 16 -ft, 5 -in connec-
tion cord: 9 oz $100

SE -72 Headphones
I .9-g samarium -cobalt magnet drivers; 1% -in
polyethylene diaphragm $75

SE -M50 Headphones
32 -ohm nom impedance. Features ceramic -tita-
nium diaphragm; 1.000 mW max power input
per channel; FR 3-50.000 Hz; 16 -ft, 5 -inch con-
nection cord; 8.1 oz $70

SE -62 Headphones
Closed -ear -design with 32 -mm diaphragms. Y -
type connector; 3-m OFC litz-type cord; nickel -
coated, 2 -way plug type; adjustable headband.
FR 8-25.000 Hz; imp 28 ohms; sens 103 dB. 4.2
oz $60

SE -205 Headphones
Rounded -cup with 10 -ohm nom imp. Features
500 mW max power input per ch; FR 20-20,000
Hz; 8 -ft. 2 -in cord: I lb $45

SE -52 Headphones
0.55-g samarium -cobalt magnet driver; 1 2 in
polyethylene diaphragm $45

SE -05P Headphones
Open -ear -design with 38 -mm diaphragms. Y -

type connector; 2-m OFC litz-type cord; nickel
coated, 2 -way plug type; adjustable headband.
Ea 12-22,000 Hz; imp 40 ohms; sens 100 dB. 2.6
oz $40
SE-CSY. Same as above. Pink $40

Pioneer SE-CSY

SE -32 Headphones
3.6-g ferrite -magnet driver; 1% -in polyethylene
diaphragm $35

SE -22 Headphones
Open -ear -design with 38 -mm diaphragms. Y -

type connector; 2-m OFC litz-type cord: nickel -
coated. 2 -way plug type; adjustable headband.
FR 30-18.000 Hz; imp 36 ohms: sens % dB. 2.2
oz $30

SE -12 Headphones
Open -ear -design with 28 -mm diaphragms. Y -type

connector; 1.5-m OFC litz-type cord; nickel coat-
ed, 2 -way plug type: adjustable headband. FR 80-
22.000 Hz; imp 30 ohms; sens 94 dB. 2.1 oz $22

REALISTIC BY RADIO SHACK
PRO.70 Headphones
Soft -cushioned earcups; volume control built-
in to cord. FR 15-25.000 Hz; OFC 8 -ft cable . $70

PRO -60 Headphones
Variable -density ear cushions with 10 -ft coiled
cord. Includes 1/4 -in phone plug. THD <0 5%;
<8 oz $50

PRO -25 Headphones
OFC cable; in -line volume control; cushioned
cups; 6 -ft cord. Pa 15-25.000 Hz $40

LV-I0 Headphones
Vented -back with 2 -in drivers and 10 -ft coiled
cord. Features foam earpieces; soft vinyl -cov-
ered headband with self-adjusting yokes; THD
0.5%; imp 4-16 ohms;'/4-in plug $40

Nova -66 Headphones
Features in -line volume/balance control: foam
ear -cups. adjustable headband; 10 -ft coiled
cord;'/4-in plug. Frequency response 20-20.000
Hz $35

Nova -55 Headphones
Samarium -cobalt magnets: mini plug. FR 20-
20.000 Hz ±3 dB; imp 3.2-600 ohms; max
power 5 V. 3 oz $30

Nova -40 Headphones
3'/ --in drivers and 10 -ft coiled cord. Imp 4-16
ohms; soft -cushion earcups: padded adjustable
headband;'/4-in plug $25

Nova -45 Headphones
1/4 -in plug adaptor and rare-earth magnets and
61/241 cord. FR 20-20,000 Hz ± 10 dB; imp 32
ohms: max power 40 mW. 3.3 oz $25

Nova -53 Headphones
High -compliance diaphragms: 61/2 -ft cord,
plug. FR 50-20.000 $20

Nova -10 Headphones
2 -in drivers; adjustable vinyl headband with
cushioned earpads. 61/2 -ft cord, 1/4 -in plug . $17

Nova -16. Similar to Nova -10 level control . $20

Nova -37 Headphones
Folding headband; samarium -cobalt magnets;
mini plug $16

Nova -33 Headphones
Portable headphones with 4 -ft cord. Foam ear
cushions and Vs -in plug. 11/4 oz $12

Nova 36 Headphones
Fold -up headphones with foam pads; flexible 4-
ft. 2 -oz cord with Vs -in mini plug $9

Nova -34 Headphones
Imp 32 ohms: FR 40-20.000 Hz :t.- 3 dB; max
power 100 mW; mini plug; 4 -fl cord; 3 oz $6

The listings are based on data
provided by the manufacturers. For
more product information, contact

an authorized dealer or the
manufacturer directly. Manufacturers'

addresses and phone numbers are
listed in the directory

beginning on page 231.
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RECOTON

Pro -90 Headphones
Rosewood headphone features titanium ele-
ments $150

Pro -60 Headphones
Features 40 -mm titanium elements, positive -
lock headband, and OFC cord with volume con-
trol. FR 5-30,000 Hz $80

Pro -40 Headphones
Features 40 -mm titanium elements with posi-
tive -lock headband $60

Pro -50 Earphones
Features 16 -mm clement and 6 -microns thin.
OFC cord with volume control. Storage case
included. FR 16-22,000 Hz $40

Pro -30 Headphones
Features 30 -mm titanium elements. FR 18-

22,000 Hz $40

Stereo -I07 Headphones
Large cup style with samarium -cobalt magnets
and polyester -film diaphragm $30

Stereo -200 Headphones
Features high -output samarium -cobalt ele-
ments $19.95

Stereo -97 Headphones
Features samarium -cobalt magnet and polyes-
ter -film diaphragm $19.95

RHAPSODY BY ALARON
RY-251 Headphones
Compact headphone buds; coil -up storage and
carrying case; standard stereo jack and mini -
plug adaptor. FR 12-24.000 Hz; sens 108 dB sit/
W/m; imp 18 ohms at I KHz $15

RY-252 Headphones
Adjustable and folding headband; standard ste-
reo plug and mini -plug adaptor. FR 16-22,000
Hz $15

R Y-245 Headphones
1/4 -in stereo adaptor plug; 31/2 -mm mono adaptor
plug; 2 extra sets of earpads $10
RY-242. As above without accessories $5

SENNHEISER
HD 540 Gold Open -Air Headphone
Limited -edition design. 10 -foot stranded -steel
cable with 24 -karat gold 1/4 -inch stereo plug.
Matte -black design. FR 16-25,000 Hz; sens 94
dB sptJW/m; Tim <0.4%; 8.7 oz $349

HDI 234 HiDyn Wireless Headphone
Features volume slide controls for UR chan-
nels; three -position switch for stereo, mono
channel I and mono channel 2. HiDyn noise -
reduction system. Notch-ajustable headband.
FR 20-20.000 Hz $289
SI 234. Transmitter for HDI 234. 12 infrared
diodes and overmodulation display. Compati-
ble with any hi-fi unit and stereo Tv via univer-
sal plug connector PX-I. Frequency response
20-20,000 Hz $295

HD 560 Ovation Open -Air Headphone
Features neodymium -ferrous magnet system:
aluminum driver coil; dome damped silk dia-
phragm; 3-m steel cable. FR 16-30.000 ±3 dB:
imp 300 ohms; sens 84 dB SPL/W/M: THD
<0.2%. 8.75 oz $269

HD 250 Headphones
Closed -cushion headphone with resonance -free

transmission. FR 16-25.000 Hz; sens 94 dB srtJ
W/m; Tim <0.2%; imp 600 ohms. 8.7 oz . $225

HD 25 Headphones
Features supra -aural design; 10 -ft cord; FR 16-
30,000 Hz: sens 105 dB SPLAWM; THD 0.5%:
imp 70 ohms. 5 oz $2I9

HD 540 Open -Air Headphones
Features integral acoustical silk damping dia-
phragm; FR 16-25.000 Hz; sens 94 dB sPiJW/m;
Tito <0.4%; imp 600 ohms. 8.7 oz $199

HD 530 Headphones
Features supra -aural design; 10 -ft cord; FR 20-
25,000 Hz; sens 94 dB spt/W/m; THD <0.3%;
imp 600 ohms. 8.3 oz $179

HDI2S 405 Wireless Headphones
Features transmitter that plugs into headphone
jack of any receiver or amplifier for wireless
transmission. Has individual volume controls;
rechargeable battery. FR 50-8,000 Hz. 2.9
oz $169
SI2S. Transmitter for HDI2S. FR 40-12,000
Hz $169

HD 520 Open -Air Headphones
Features neodymium -ferrous magnet structure.
FR 18-22,000 Hz; sens 94 dB SPLAWM: THD
<0.3%; imp 600 ohms. 7.5 oz $159

HD 490 Headphones
Features supra -aural design; 10 -ft cord; FR 18-
22,000 Hz; sens 94 dB srt/W/m; Tim 0.1%: imp
70 ohms. 4.8 oz $119

HD 480 Open -Air Headphones
Features neodymium iron magnets; cushioned
headband; 10 -ft steel -stranded cable; 1/4 -in

phone adaptor. FR 18-22.000 Hz; sens 94 dB sPU
W/m; Tito <1%; imp 70 ohms. all components
are user replaceable. 4.6 oz 5109

HD 450 Studio Headphones
Features supra -aural design; 10 -ft cord; FR 20-
20,000 Hz; sens 94 dB sPUW/m; THD 1%; imp
600 ohms. 4.8 oz $99

HD 450 Headphones
Features neodymium iron magnets; 10 -ft
stranded -steel cable; 1/4 -in adapter; FR 20-20,000
Hz; sens 94 dB sPiJW/m; Tito <1%; imp 70
ohms. Components user replaceable. 4.6 oz$89

HD 40 Headphones
Features supra -aural design; 4 -ft cord; FR 22-
18,000 Hz; sens 90 dB SPL/W/M: THD <1%; imp
50 ohms. 2.1 07 $59

SIGNET
TK44 Headphones
Electret-condenser headphones with adaptor
box; low -mass diaphragm; double -headband
system; LED overload indicator; 8 -ft OFC cord.
Frequency response 10-22,500 Hz ±3 dB;
matching imp 4-16 ohms; sens 100 dB at I V/ch
at 1,000 Hz $300

EP700 Open -Back Headphones
Circumaural design; samarium -cobalt magnets;
OFC voice coil. FR 20-23.000 Hz; matching imp
4-16 ohms. 7.5 oz $150

EP500 Closed -Rack Headphones
Circumaural design; samarium -cobalt magnets;
OFC voice coil. FR 20-22.000 Hz: matching imp
4-16 ohms. 7 oz $125

EP400 Headphones
Samarium -cobalt magnets; moving coil. FR 20-
22.000 Hz. 5.75 oz $100

EP350 Headphones
Samarium -cobalt magnets; gold-plated mini -
plug with phono plug adapter. FR 20-25,000 Hz;
matching imp 4-16 ohms $60

EP300 Headphones
Samarium -cobalt magnets; double -headband
system; dual -swivel earpads; 1/4 -in phono plug
with mini -plug adapter; Frequency response
20-20,000 Hz; matching impedance 4-16 ohms.
6 oz $45
EP100 Headphones
Samarium -cobalt magnets; gold-plated mini -
plug with 1/4 -in phono-plug adaptor: Frequency
response 20-20.000 Hz; matching imp 4-16
ohms. 1.75 oz $30

SONY
MDR -RIO Headphones
Digital reference headphones made of bio-cel-
lulose and Japanese Zelkova wood. Features
Greek sheepskin earpads. Available through
special order only $4,000

MDR-CD999 Headphones
Circumaural design $250

MDR-1F5K Cordless Headphones
Cordless headphones using infrared technol-
ogy. Features built in NiCd battery and arc -
shaped transmitter/recharger. Includes AC pow-
er adaptor; mini/phone plug adaptor; stereo
RCA/miri adaptor $200

MDR -V7 Headphones
Closed -ear monitor headphones with 40 -mm
driver unit; gold-plated Unimatch plug. FR 5-
30,000 Hz; sens 106 dB I mV/ch; imp 63 ohms.
8 oz $120

MDR -V6 Headphones
Closed -ear -type headphones with folding head-
band; 40 -mm driver unit; oval earpads; Uni-
match plug; OFC litz cord. Imp 63 ohms; sens
106 dB/raW; rated power 0.3 W; power han-
dling I W; FR 5-30.000 Hz $100

MDR -V5 Headphones
Closed -ear headphones with 30 -mm driver unit;
gold-plated Unimatch plug. Frequency re-
sponse I0-26.000 Hz; sens 104 dB I mV/ch; imp
45 ohms. 5.8 oz $100

MDR-CD6 Headphones
Supra -aural headphones with sealed -ear de-
sign; 30 -mm -dome driver units; spring -loaded
soft -touch eliptical earpads; independent left/
right side click -sliders; Unimatch plug; gold -
coated double -layer high -molecule film dia-
phragm and copper -clad aluminum voice coil.
Imp 45 ohms at 1,000 Hz; sens 110 dB/mW:
rated power 0.1 W: power handling 0.5 W:
frequency response 2-25,000 Hz; cord length
9.8 ft; 3.9 oz 5120
MDR -M66. As above with less bass re-
sponse $95

MDR -V4 Headphones
Closed -ear -type headphones with rugged fold-
ing headband: 30 -mm driver unit; one-sided
cord; Unimatch plug; OFC litz cord. Imp 45
ohms: sens 104 dB/mW; rated power 0.1 W;
power -handling 0.5 W; FR 10-25.000 Hz. In-
cludes case
MDR -V2. Similar in design to MDR -V4 $50
MDR -VI. Similar in design to MDR -V4 $30

MDR -E484 Earphones
In -ear headphones with Acoustic Twin Turbo
Circuit; Unimatch plug; reel -type case. FR 10-
30.000 Hz; sens 108 dB I mV/ch; imp 18 ohms.
2 oz $80
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MDR -S505 Open -Air Headphones
Volume and tone controls; large earpads; 30 -
mm -dome driver units; one-sided cord; Uni-
match plug. Imp 45 ohms; sens 104 dB/mW;
rated power 0.04 W: power handling 0.1 W;
frequency response 15-24,000 Hz; 9 -ft, 10 -in
cord; 2.1 oz $70

MDR -A60 Earphones
Vertical in -ear -type headphones with Acoustic
Turbo -Circuit; 16 -mm sapphire driver units:
curved headband design with 3 -point folding
mechanism; oFc litz wire; Unimatch plug. Imp
18 ohms at 1.000 Hz; sens 108 dB/mW: rated
power 0.03 watts; power handling 0.05 watts;
FR 10-25.000 Hz; cord length 47.2 -in; 0.7 oz $70

MDR-M33A Headphones
Elliptical earpads; one-sided cord; Unimatch
plug; 23 -mm dome driver units. Imp 25 ohms at
1.000 Hz; sens 100 dB/mW; rated power 0.05
W; power handling 0.1 W: FR 15-14.000 Hz;
cord length 9.8 ft; 1.7 oz $60

MDR -M22 Headphones
With Unimatch plug and one-sided cord. FR IS -
24.000 Hz; sens 100 dB I mV/ch $60

MDR -S303 Open -Air Headphones
Large -size earpads: 30 -mm -dome driver units;
one-sided cord: stereo Unimatch plug. Imp 45
ohms: sens 104 dB/mW: rated power 0.04 W:
power handling 0.1 W; FR 15-22.000 Hz: cord
length 9 ft. 10 in; 1.9 oz $50

MDR -E464 Earphones
1n -ear -type headphones with gold-plated L-
shaped mini plug: Acoustic TurboCircuit. Imp
13.5 ohms at 1.000 Hz: sens 104 dB/mW: fre-
quency response 18-22.000 Hz; cord length 391/4
in: 0.17 oz $40

MDR -62 Open -Air Headphones
30 -mm drivers; Acoustic Turbo Circuitry: Uni-
match plug. FR 14-24.000 Hz: sens 104 dB I mV/
ch: imp 45 ohms $40

MDR -S101 Open -Air Headphones
23 -mm -dome driver units: large earpads: Uni-
match plug adaptor. Imp 32 ohms; sens 98 dB/
mW; rated power 0.04 W: power handling 0.1
W; FR 20-20.000 Hz; cord length 6.5 ft: 1.9
oz $10

MDR -32 Open -Air Headphones
23 -mm drivers; Acoustic Turbo Circuitry; Uni-
match plug. FR 16-22.000 Hz; sens 100 dB I mV/
ch; imp 25 ohms $30

MDR-SIOIMKII Open -Air Headphones
23 -mm -dome driver units: Unimatch plug. FR
20-20.000 Hz; sens 98 dB I mV/Ch; imp 32
ohms. 1.9 oz $30

MDR -A I5L Earphones
Water-resistant in -ear headphones with mini
plug. FR 18-22.000 Hz; sens 104 dB I mV/ch:
imp 16 ohms 0.5 oz $25

MDR -E225 Headphones
Water-yesistant headphones with neck -chain
cord: mini plug: carrying case. ER 18-22.000 Hz;
sens 104 dB I mV/ch: imp 16 ohms. 0.18 oz $25

MDR -022 Headphones
Lightweight with plug and adaptor. FR 20-
20.000 Hz: sens 98 dB I mV/ch; imp 32 ohms.
1.1 oz $23

MDR -E434 Earphones
In -ear headphones with mini plug and carrying
case; Acoustic Twin Turbo Circuit. FR 16-
22.000 Hz; sens 104 dB I mV/ch $20

MDR -PI Open -Air Headphones
23 -mm driver units; Unimatch plug. FR 20-
20.000 Hz: sens 96 dB I mV/ch; imp 32 ohms.
3.2 oz $20

MDR -012 Headphones
Lightweight with plug and adaptor. FR 20-
20.000 Hz; sens 98 dB I mV/ch; imp 32 ohms.
0.9 oz $14.95

MDR -E424 Earphones
In -ear headphones with mini plug and carrying
case. FR 20-20.00() Hz: sons 104 dB I mV/ch:
imp 16 ohms. 0.18 oz $15
MDR -006L Headphones
Lightweight with mini plug. FR 30-17.000 Hz;
sensitivity 96 dB I mV/ch; impedance 32 ohms.
I oz $9.95

MDR -E414 Earphones
In -ear headphones with mini plug. FR 20-20.000
Hz; sens 104 dB I mV/ch: imp 16 ohms.
Weight: 0.4 oz $9.95

MDR-WO5L Earphones
Lightweight in -car headphones with I3.5 -mm
driver unit; Acoustic Twin Turbo Circuit; mini
plug. FR 18-22.000 Hz: sens 104 dB I mV/ch:
imp 16 ohms. 0.42 oz $9.95

MDR -006 Headphones
Lightweight with plug and adaptor. FR 30-
17.000 Hz; sens % dB I mV/ch; imp 32 ohms. I

OZ $7.95

STAX
SR -Lambda + SRM-TI Powered Headphone
Includes amplifier. SRM-TI is 2 -stage driver
unit incorporating dual FET'S and twin 6FQ7/
6CG7 triode output tubes; the earspeaker's
transducing diaphragm is I micron thick: 8 -ft
pure crystal cast cord. SR -Lambda: FR 7-41.000
Hz; imp 129.000 Hz at 10.000 Hz; sens 101 dB/
100V rms at 1.000 Hz. SRM-TI: FR oc-20.000
Hz - I dB: gain 60 dB: THD 0.02% at 1.000
Hz $2.000
SRE-Signature. 5 -meter extension cord for the
above. ()cc cable $200

SR-Lambda/SRM-I Mk2 Powered Headphones
Panoramic -imaging professional system with
Class -A direct -drive amp. Connects to pre -out
or record outputs. Frequency response oc-
20.000 Hz ± I dB; impedance 50,000 ohms:
sensitivity 102 dB SPL with I-mW input of 1.000
Hz; min power 0.00005 mW; cord length 7 ft;
15.1 oz with cord $1.200
SRE-16. Five -meter extension cord for SR -
Lambda $100

SR-Lambda/SRD-7 Electrostatic Headphone
Panoramic -imaging professional electrostatic
system with energizing adaptor that connects to
amp outputs. Features circumaural design. FR
8-20,0(X) Hz ± I dB: imp 8 ohms: sens 102 dB
SPI. with I W input of 1.000 Hz: max power
10.000 mW: cord length 7 ft: 15.1 oz with
cord $750

SR -Lambda Electrostatic Headphones
Panoramic -imaging electrostatic system with
energizing adaptor. Frequency response 8-
35.000 Hz ±.- 2 dB; impedance 8 ohms: sensitiv-
ity 102 dB SPL with I-mW input of 1.000 Hz;
maximum power 10.000 mW: cord length 7 ft:
15.1 oz with cord $600

SR -Gamma Electrostatic Headphones
Circumambient-imaging electrostatic ear -
speakers system with energizing adaptor. FR 10-
35.000 Hz; sens 102 dB/I00 V rms: max output
109 dB T4(10

SR-5/NB Electrostatic Headphones
Electrostatic system with energizing adaptor.
FR 25-25.000 Hz ± 2 dB; imp 8 ohms; sens 97 dB
SPL with 1-mW input of 1.000 Hz; max power
10,000 mW; special connector; cord length 7 ft;
13.9 oz with cord $350

SR -84 Lambda Jr. Pro Headphones
Electret system with energizing adaptor. FR 20-
20.000 Hz 2 dB; imp 8 ohms; sens 95 dB SPL
with I-mW input of 1.000 Hz: max power
10,000 mW; cord length 7 ft; 7.5 oz with
cord $100

SR -34 Pro Headphones
Electret system with energizing adaptor. FR 25-
20.000 Hz ± 2 dB; imp 8 ohms; sens 95 dB SPL
with I-mW input of 1,000 Hz; max power
10,000 mW: cord length 7 ft; 8 oz with cord $200

Accessories

SRD-P Adaptor
Portable adaptor for Professional Series Elec-
trostatic headphones. Connects to preamp out-
puts or directly to output of portable CD player
or tape player. Operates on batteries or AC
power. Gain control; FR 20-25,000 Hz.... $300

SRD-X Adaptor
Portable adaptor that allows Stax electrostatic
and electret earspeakers to be connected to a
headphone jack. Operates on batteries or AC
power adaptor. Features gain control. FR 25-
25.000 Hz ± 3 dB; imp 300 ohms; max power
0.03 mW ¶2(X)

SRE-15/N. 5 -meter extension cord $40

TECHNICS
EAH-X15 Headphones
Features flat -disc diaphragm: copper -clad
voice coils; samarium -cobalt magnets; stereo
mini -plug; standard stereo headphone adap-
tor $120

UHER OF AMERICA
W765A Headphones
Half -open -design stereo headphones with 3-m
cable. Features automatic strap adjustment:
gimballed earcups. Frequency response 16-
20.000 Hz; SPL 94 dB sm../W/m; impedance 600
ohms; nom loading capacity 200 mW: total
harmonic distortion 1.0%. 330 g $96

W 766A Headphones
Lightweight headphones with 8 -ft coiled cord.
Adjustable headband. FR 20-20.000 Hz; imp 200
ohms at 1,000 Hz. 2.2 oz $96

YAMAHA
YHD-I Headphones
Foldable headphones. Features mini connec-
tor; phone connector. FR 20-20.000 Hz 3 dB:
imp 125 ohms; max power 1.000 mW: SPL 100
dB/W/m (109 dB/V); $80
YHD-2. Similar to above. 97 dB/W/m $60
YHD-3. Similar to above, 97 dB/W/m $40

The listings are based on data
provided by the manufacturers. For
more product information. contact

an authorized dealer or the
manufacturer directly. NI: facturers'

addresses and phone numbers are
listed in the directory

beginning on page 231.
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ACCUPHASE BY MADRIGAL
G -I8 33 -Band Graphic Equalizer
Third -octave stereo graphic equalizer with sep-
arate power supply for each ch; fully balanced
inputs and outputs; 66 individual filter amps.
Champagne -gold or black -anodized finish. S/N

110 dB. 171/2 x 61/2 x 143/4 in; 261b, 6 oz. $5,450

FI5L Active Crossover
For stereo bi- or triamplification; plug-in
boards select crossover frequencies and slopes;
0.5 dB -per -step level controls from 0 dB to 20.5
dB for passbands. S/N 100 dB $4,200

ACE AUDIO
6500 -SF Active Crossover
Designed for subwoofers to provide extra bass
below 100 Hz. Crossover frequencies from 40-
200 Hz slope 12 dB/octave. Distortion 0.002%
at 2 V output; includes I frequency module$200
6500-DSB. As above, no filter $175

6000 -SF Active Crossover
Designed for bi- or triamp systems. Features
built-in subsonic filter (18 dB/octave below 15
Hz) plug-in frequency module; low IS Hz); 15
possible crossover frequencies from 200-10.000
Hz at 12-dB/octave; 2 tweeter -level controls.
THD and IM 0.002%; input imp 220 kohms; out-
put imp 100 ohms; hum and noise <90 dB $200
6000. As above, without subsonic filter .. $175

6000-6 Active Crossover
Features interchangeable frequency module. 6
dB/octave slope, dual level controls. Distortion
0.002%; noise -95 dB $194

ADC
Soundshaper 910 I2 -Band Equalizer/Analyzer
Graphic EQ with slider controls and spectrum
analyzer. Center frequencies at 25, 40.63, 100,
160, 250. 500. 1,000, 2,000, 4,000. 8,000. 16,000
Hz; l2 -dB boost/cut range. Remote control; 4
EQ presets; tape -monitor loop; EQ record and
defeat buttons. FR 20-20,000 Hz -.L- I dB; THD
<0.01%; S/N 90 dB $400

Soundshaper 310 10 -Band Equalizer/Analyzer
Graphic EQ with slider controls and spectrum
analyzer. Center frequencies at 31.5. 63, 125,
250, 500, 1,000, 2,000, 4,000, 8,000, 16,000 Hz;
I5 -dB boost/cut range. Sensitivity control;
pink -noise generator; tape -monitor loop; sub-
sonic filter. FR 20-20.000 Hz ± 1 dB; THD
<0.03%; S/N 100 dB $200

Soundshaper 200 10 -Band Graphic Equalizer
Graphic EQ with slider controls and spectrum -
analyzer display. Center frequencies at 31.5,
63, 125. 250. 500. 1.000, 2.000. 4.000. 8,000,
16,000 Hz; 15 dB boost/cut range. Sensitivity
control; subsonic filter. FR 20-20,000 Hz ± I
dB; THD < 0.03%; wt.' 100 dB $150

Soundshaper 90 10 -Band Graphic Equalizer
Graphic EQ with slider controls and spectrum -
analyzer display. Center frequencies at 31.5,
63, 125, 250. 500. 1,000. 2.000. 4,000. 8.000.
16.000 Hz; 12 dB boost/cut range. Sensitivity
control; tape -monitor loop; EQ record and de-
feat buttons. FR 20-20.000 Hz ± 1 dB; THD
0.03%; S/N 90 dB $130

ANODYNE GROUP
ADAPT D/A Converter
Vacuum Tube Hybrid Digital Audio Processor;
8x oversampling; 18 -bit DAc's; discrete bipolar
Class A current to voltage circuits; 6D38 push-
pull cathode followers in final filter and output
drive; phase -inversion switch; muting for digi-
tal and analog circuits; 2.5 V output level; one
coax digital input; auto -selection of 32. 44.1.
and 48k sampling frequency; fixed and variable
line outputs; FR 4-20,000 ±0.3 dB; sag 112 dB;
THD 0.03%; 171/2 x 31/4 x 12 in; 261b . $2,295
FET-ADAPT. As above, but with high -current
Hexfets instead of vacuum tubes in final stages;
fixed outputs; 2.7 V output level $1,695

ARAGON BY MONDIAL
DESIGNS

D2A D/A Converter
I8 -bit D/A converter with 2 separate internal
circuit boards: Class A dual -mono analog
board. Features compatibility with CD, DAT,
video: phono circuit topology; II separate oc
power supplies; removable ic's. FR 2-20.000
±0.3 dB; mo0.009%; siN 110 dB $995

ARCAM
Arcam Delta D/A Converter
Features 4x oversampling; I6 -bit dual D/A con-
verters; shared power supplies. Absolute
phase -reversal switch; gold-plated phono sock-
ets. 17 x 105/s x 21/4 in; 11 lb. Black $650
Black Box 2. As above, dealer may install opti-
cal input to Delta Black Box. Auto switching
from 44.1 -to -48 kHz for DAT players $800

ARCHER BY RADIO SHACK
Archer Surround -Sound Decoder/Amplifier
Stereo synthesizer; tone control; front/rear and
left/right balance controls. Three selectable in-
puts; tape output. 5 W/ch; THD 0.5% at 1,000
Hz. 2W; FR, front. 40-20,000 Hz ±3 dB; FR,
rear. 80-7.000 Hz ±3 dB; sim 70 dB $130

AUDIO CONTROL
C-131 30 -Band Equalizer
30 -band, constant -Q mono equalizer. Can oper-
ate in tape monitor loop or between preamp and
amplifier; 18 dB/octave subsonic filter with
user-switchable rolloff frequencies. THD
0.005%; S/N 105 dB; FR 10-85,000 ±0.5 dB. 5-yr
warranty $549

C -I01 Series Two 10 -Band Equalizer/Analyzer
10 -band stereo graphic equalizer with slider
controls, 101 -LED spectrum -analyzer display.
Center frequencies at 32, 60, 120, 240, 480, 960.
1.920, 3.840, 7,680, 15,500 Hz; ± 15 dB boost/
cut range; 18 dB/octave subsonic filter with - I
dB subsonic roll off at 25 Hz, -3 dB rolloff at
20 Hz. - 21 dB rolloff at 10 Hz; phase correla-
tion, rumble -reduction circuit. Selectable peak -
reading modes (fast/slow); horizontal LED's in-
dicate sPL; switchable calibration levels from 2
to 4 dB. Variable input sens; auto mic/line input
switching; pink -noise generator; FR 3-100.000
Hz ±0.75 dB; distortion 0.009%; sny 116 dB;
input/output imp 100/150 ohms $429

Richter Scale III Crossover/Bass EQ/Analyzer
Combines programmable Linkwitz-Riley 24-
dB/octave electronic crossover. 6 -band half -
octave bass equalizer, and warble test -tone
analyze'. Center frequencies at 22.5. 31.5. 45.
63, 90 and 125 Hz; ± 12 dB boost/cut range.
Source/tape monitoring; mono and inverted
mono outputs for bridging; gold-plated jacks.
FR 3-100.000 Hz ± I dB; THD 0.005%; input imp
100,000 ohms; output imp 150 ohms, sag 120 dB.
5 -year warranty $349

Ten Plus Series Two 10 -Band EQ/Analyzer
10 -band stereo equalizer with slider controls;
LED indicators in slide controls and warble tone -
analyzer. 8 dB/octave subsonic filter; tape EQ

with LED indicator. FR 3-100,000 Hz -± 1 dB;THD
0.07%; SiN 120 dB. 5 -year warranty $329

Phase -Coupled Crossover/Bass Restorer
Active crossover with patented bass restora-
tion circuitry. 18 dB/oct subsonic filter; 18 dB/
oct crossover with output level control. Pro-
grammable electronic crossover; in/out switch;
tape monitor; rack mount. FR 5-100,000 Hz ±3
dB; S/N 118 dB; THD 0.005%; IM 0.01% $259

Ten Series Two 10 -Band Graphic Equalizer
10 -band graphic equalizer with slider video
sound input, and switching. Center frequencies
31.5, 63, 125, 250, 500, 1.000, 2,000, 4.000.
8,000, 16,000 Hz; boost/cut range max 12 dB;
18 dB/octave subsonic filter. Features LED'S in
slide controls. FR 3-100,000 Hz ± I dB; THD
0.005%; sag 120 dB. 17 x 31/4 x 71/4 in $229

The Architect In -Wall -Speaker Equalizer
6 -band equalizer with center frequencies and
filter Q's set to match frequency response char-
acteristics of in -wall speakers. User -adjustable
boost and cut controls for all 6 bands; subsonic
filter with programmable rolloff frequency. THD
0.005%; S/N 110dB; FR 5-50.000 Hz ±3 dB$189

Octave 10 -Band Equalizer
10 -band equalizer with paired -octave slider
controls; tape-record EQ. 18 dB/octave subson-
ic filter. FR 3-100,000 Hz ± I dB; S/N 118 dB;
total harmonic distortion 0.008%. 21/2. x 17 x 6
in; 6 lbs $159
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EC22 Active Crossover
Two-way, solid-state design. Can be reconfi-
gured for various crossover points and slopes
(6. 12 or 18 dB/octave). Mute switch, auto
muting and level matching. FR 0.02-450,000 Hz
-3 dB; siN 120 dB. 19 x 51/4 x 101/4 in .. $1,995

AUDIOSOURCE
EQ-Ten Graphic EQ/Analyzer
12 -hand -per -channel touch controls. Center
points 25, 40, 63. 100, 160. 250, 500 Hz/I .000,
2.000. 4.000, 8.000, 16,000, ± I dB. 32 -function
wireless remote control; pink -noise generator.
Computer controlled listening -room acoustics
and equalization curve. 4 frequency -response
curve presets. 2 tape connections; dubbing 1-2
and 2-1 with or without EQ; LED display for left
and right channells; 12 LED indicators for spec-
trum analyzer. FR 5-120,000 Hz, ± I dB; THD
0.008% at IV output; 161/2 x 3'/- x 83/4 in; 7.75
lb $430
EQ-Nine. As above, no remote $300

SS -Three Surround -Sound Processor
Features Dolby -Pro -Logic; built-in 30-W rear-
ch amp with line out for center and subwoofer
channels plus additional line for surround for
higher -power amplifiers; toroidal power trans-
former; switchable subwoofer crossover; vari-
able subwoofer output -level control; switch -
able time delay; auto balance and auto
calibration for left/right input signals; wireless
remote control: rear, center, and master vol-
ume. FR 20-20,000 Hz -± 3 dB s/N 90 dB ... $400

SS-One/II Surround -Sound Processor
Dolby Surround processor with variable sur-
round -sound effects and 30-W rear-ch amp.
Features variable time delay; LED audio -level
indicators; preamp outputs; synthesis and ma-
trix stereo/surround for non -Dolby -encoded
software; 100. 10,000 Hz boost circuits. FR 20-
20,000 Hz, ±3 dB; s/N 85 dB $200
SS -Two. Similar to above with remote $250

EQ-Eleven Graphic EQ/Analyzer
10 -band stereo graphic equalizer. Center points
30, 60. 120. 240, 500. 1,000. 2,000, 4,000, 8.000.
16,000 Hz; ± 12 dB. Unity gain capability:
switching capabilities include video/audio in-
puts and two complete tape loops: front -panel
LED indicators; spectrum analyzer $200

EQ-Eight/11 Graphic Equalizer
10 -band equalizer with 90 -LED spectrum dis-
play. Features LED's on slide controls; control
range ± 12 dB; audio inputs plus second set of
inputs for video audio or other high -output
sources; EQ-rec switch; EQ defeat; tape -monitor
switch. FR 5-100,000 Hz, ± I dB; s/N -80 dB;
THD 0.03%. 5 lb; 161/2 x 23/i x 71/i in; 5 lb .. $160

AZDEN
AVS-20 Audio/Video Selector
Features 4 AN line inputs, I AN line output, and
I monitor output. Microphone input: S -VHS
jacks; mixing balance control. FR 10-100.000
Hz; ch sep 80 dB at 1.000 Hz $140
AVS-20. As above, no mic input/balance con-
trol $120

BBE
Sonic Maximizer

Designed to correct phase and amplitude dis-
tortion inherent in all speakers. Unlike many
equalizers or exciters. BBE processors are said
not to add extra harmonics or noise to the

original material.
BBE-422A. Dual -channel. rack -mountable for
- 10 dBu unbalanced line -level uses $349
BBE-322. Dual -channel. rack -mountable for
- 10 dBu unbalanced line -level uses $259
BBE-1002. For home audio systems. Separate
low -contour control; definition control. . $229

BRYSTON
10B Active Crossover
Front -panel switching controls filter settings,
rolloff frequency, and slope. Discrete amplifi-
cation buffer and filter stages. Passive filter
components 1% metal -film resistors and poly-
styrene capacitors. Fully balanced (in and out)
or unbalanced. Balanced $1.295
Unbalanced $1,095

BPG Phono Preamplifier
Preamplifier with only phono stage; available
with balanced outputs; inverts polarity. MM
phono sens 1.25 mV for 0.5-V output at 1,000
Hz: MM phono overload 200 mV: MM phono
input capacitance 220 pF; MM phono s/N 80 dB;
MC phono S/N 80 dB $650

TF-I MC Cartridge Step -Up Transformer
Preamplifier with only Mc stage; designed to
provide sufficient voltage to any preamplifier
from low -output Mc cargridges; does not invert
polarity. Frequency response 5-30,000 Hz
±0.5 dB; Mc phono signal-to-noise ratio >85
dB unweighted. 2 x 3 x 4 in $500

CARVER
DPL-33 Dolby Pro Logic Decoder/Amplifier
Features Dolby Pro Logic decoding with auto-
matic balance adjustment; 25 W for rear left/
right and center channels; 2 delay settings; 24 -
LED display and volume controls for front left/
right, center, and surround channels; remote
control. FR 1-60,000 Hz +0, -0.03 dB; THD
0.05%; S/N 85 dB A -weighted. $400

H-9AV Sonic Hologram Generator
Vocal Zoom circuitry; includes additional 1.-R
and L + R outputs. THD 0.01%; tTt 5-60,000 Hz
- 0.3 dB; s/N 100 dB $300

ECS-U Speaker -Enhancement System
Signal processor with Sonic Hologram Genera-
tor. high frequency trim equalization, bass "Q"
equalization, Gundree Perspective presence
equalization and sub -bass restoration circuitry.
Connects in tape monitor or outboard proces-
sor loop of any receiver, preamplifier, or inte-
grated amplifier. THD 0.01%; FR 5-60,000 Hz
- 0.3 dB; sir( 100 dB $300

MCt Moving -Coil Transformer
Matches low output of moving -coil cartridge to
standard moving -magnet phono stage. Selector
switch for 3.9, 39, 110 ohms for virtually any
moving -coil cartridge. Gain 24 dB; 1.5 lb. $225

Z -I Wide -Band Z Coupler
Impedance -matching device enables Carver
Magnetic Field power amplifier to be used with
receiver or integrated amplifier. Presents non -
inductive load to the amplifier in the receiver or
integrated amplifier $49

CARY AUDIO
CAD -500 CD Audio Processor
Class A two -stage line amplifier. Features re-
verse phase canceling, 2 separate paths after
entering CAD -500: (I) resistive voltage divider
time -sequence network. (2) ceramic RF trimmer
capacitors tuned to pass audio and RF signals
above human audibility $1,295

CELLO
The Audio Palette 6 -Band Equalizer
Equalizer featuring Class A discrete circuitry;
comprised of 48 discrete amplifiers: nine 59 -
notch rotary controls. Center frequencies at IS.
120, 500, 2,000, 5.000, 25,000 Hz; max boost or
cut 24 dB; sep input controls for L and R;
controls for absolute phase; EQ (out, in, blend).
and output level ( + 10 to < - 40 dB) .. $10,500
Master Power Supply. For above; 120 V
AC $2,400

Palette Preamplifier/6-Band Equalizer
6 -band line -level preamp/equalizer with center
frequencies at 20. 120. 500, 2.000, 5,000, 20,000
Hz. Controls: inputs 1-5, left/right input level,
EQ in/out; output level. 5 RCA line -level inputs:
2 RCA record outputs $5,995

CERWIN-VEGA
DB-IOB Bass Turbocharger
Bass equalizer with subsonic filter below 20
Hz. Features switchable 5/l0 -dB bass boost in
30-45 Hz range; tape monitor connections; THD
< 0.025%; rated output 2 V rms $59

COUNTERPOINT
SA -9 Tube Phono Preamplifier/Equalizer
Vacuum -tube phono-cartridge preamplification
and equalization system with independent Mc
and MM circuits. lsolinear design for max isola-
tion and linearity. Input for MM and Mc phono.
FR 1-180,000 Hz, :± 3 dB; Tim <0.1% at 2V rms
output level. 19 x 41/2 x 141/2 in; 20 lb ... $3,995

DB SYSTEMS
DB-3-36 In -Phase Crossover
2 -way crossover with power supply. Features
high and low outputs always in phase with one
another; diode -protected inputs. THD
<0.0008%; input imp 90,000 ohm3; output imp
1.400 ohms max; rated output 3 V into 10.000
ohms with 3-V input $565

DB-3 2 -Way Active Crossover
Fixed -frequency active crossover with 6 or 12
dB/octave slopes. Features separate power
supply; screwdriver -adjustable output -level
controls. Fit 10-100,000 Hz ±3 dB; sag 100 dB;
Tim 0.003%. 81/2 x 31/4 x 7 in. 2.5 lb $292
3 -way, 18 dB/octave $539
2 -way, 18 dB/octave $384
2 -way, 100 Hz, 18 dB/octave $322
DB-2A. Power supply $85
DBP-1. Auxiliary cable $18

DB-3-24 In -Phase Crossover
2 -way, 24 dB/octave crossover minimizes irreg-
ularity in radiation pattern through crossover
region. High- and low-pass outputs always in
phase with one another. 6 dB down at cross-
over frequency. Requires DB-2A power supply
or DBP- I cable. User specifies frequency $490
DB-3-24-100. As above, set at 100 Hz.... $405

DB-5 Tone Control
Tone control with 3 high- and 3 low -break
frequencies; low -frequency -boost switch and
outputs for sum and difference signals. FR 10-
100,000 Hz ± 3 dB; mg 96 dB; THD 0.0008%; DA
0.001%. Requires DB-2A power supply or
DBP- I aux cable if used with DB Systems
equipment. 81/2 x 31/4 x 7 in; 2.8 lb $380
DB-5AU. As above, with oak cabinet and gold-
plated jacks $465

DB-4B Moving -Coil Pre -Preamplifier
Mc -cartridge pre-preamp with low -noise cas-
code amps, diode -protected inputs. Features
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"BBE, is the most hearable
advance in audio technology

since high-fidelity itself."
- Music Connection Magazine

The BBE 1002 for Home Audio / Video Systems

BBEgprofessional systems are used around the world in major broadcast
corporations. recording studios and at concerts of world famous musicians.

The BBE system dynamically compensates for phase and amplitude distortion in
electronically amplified sound. We could tell you how wonderful it can make your

system sound. but instead we'll let some of the world's most respected
consumer audio and professional music magazines tell you:

"The difference in processed audio

and non -processed audio is like the
difference between high-fidelity speakers
with and without pillows placed in front of

them." - Radio World

"There was no doubt the BBE
processor added more spatial quality, more

transients and more clean highs. This is the
first black box that actually helped make my
music sound the way that I knew it should.
The effect is shattering!

- Music Technology

"Everything we heard from it

sounded good, and it had no discernible
flaws. Not too many products we test can
justify the same conclusions."

- Julian Hisch, Stereo Review

"The sonic maximizer provides an

audio system with a clearer spatial
relationship between instruments. Plus, it
seems to restore a recording's original
depth.... Music seems brighter and more
alive.... Particularly interesting is how good

a cassette recording sounds when
processed through the BBE."

- Hedor G. La Torre, Audo Magazine

For your car's sound system, the
88E' 3012 will provide the same dra-
matic improvement. Available at
Rockford Fosgate,Perfect Interface
& Haller dealers across the US and
Canada. For the dealer near you
call: (800) 366-2349

This p ece is impressive. The

system sounded cleaner, a lot crisper,
brighter, and -simply put- better. The
improvement on compact discs, is
indescribable. I am not going to tell you that

the signal sounded live, but it sure got pretty
close." - w Times

To us. the sound was immediately
brighter, airier. and more sparkling, with

added punch and snap to transients, more
bite to sharp attacks, and more sheen to

strings and vocals.... The result is nothing
short of - using the term literally - sensa-
tional." - Car Stereo Review

"Forgive us if we rave unabashedly

about BBE Scund's Sonic Maximizer... And
what does it do? Well, it makes just about
everything sound marvelous. With viivally
no effort. No kidding."

- Keyboard Magazine

"BBE restores a proper stereo
imaging and separation. As much as 15-
20% increase in apparent openness and
separation... brighten almost any input
source and move the soundstage forward."

Stereophile Magazine

All BBE products are backed by a
full year's warranty on all parts and
labor. Measuring 16 1/2" x 9" x 1 3 4". BBE fits
perfectly into your audio rack. Then Just plug it
into your wall socket and a standard tape loop

The BBE 1002 is available at these
and other famous stores:

Marys -New York, New Jersey and

the Southeast

Leo's Stereo -So. Calif.

ABC Warehouse -Michigan

Sound City-Kinnelon, NJ

Harry's Music Store -Honolulu

Union Premium -Las Vegas

DBE®
Sound Inc.
5500 Balsa Ave Suite 245. Huntington Beach, CA
92649 (714) 897-6766. In Canada. contact Korbon
Trading. 5600 Kitimat Dr . Mississauga. Ontario L5N 5MI
(416) 567-1920
If you don't live near a BBE dealer. you can buy from us.
Call us at 1-800-233-8346 or in CA 1-800-558-3963. OR
complete and send us the coupon below

Send me BBE 1002 unit(s) at $229 each.

(US currency only California residents add applicable
sales tax Pnce includes UPS ground shipping charges.
For UPS overnight shipping, add $19. For UPS 2nd day

shipping, add $9.I

Enclosed is a check for $
Or please charge to my:

Visa l MasterCard Li American Express I:I

Card it_

Exo. Date

Signature

Name (print)

Address

City State Zip

Area Code Phone No.

L
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internal low/medium/high-gain switch. THD
0.0008%; 20-20,000 Hz at 1 V; noise - 86 dB at
I mV: FR 10-100,000 Hz +0/-0.1 dB; input/
output imp 9,000 ohms, 2,000 pF/220 ohms;
max load 10 kilohms, 3,000 pF $205
With DBP-4 coupler, DB-2A power supply $275
DB-4B. As above. 5 dB more gain, 4 dB less
noise, and gold-plated phono jacks $160
Gain increased by 3 dB and 2 dB less noise $28
DB-6. As above, capacitance 42,000 µF. Gold-
plated binding posts/jacks $160

DB-7 Phase Inverter
Phase inverter and bridging adaptor with super-
sonic and subsonic filters (18 dB). FR 10-100,000
Hz -2:1.5 dB; siN 109 dB; THD 0.003%: Ira
0.003%. Requires DB-2A power supply or
DBP- I aux cable if used with DB equipment.

x 21/4 x 41/2 in; I lb $195

DBP-I1 Phono Capacitance Switch Box
Features front-panel-switchable I0()-400-pF
loading for 2 MM phono cartridges. Phono jacks.
plugs are gold-plated $80
DBP-I IMC. As above, with resistive values.
Includes 5 ohm load $80

DBP-2J/5 Passive Switch Box
Switching module with 10 inputs and 2 outputs
for switching 5 turntables, tape decks, amps.
signal processors, etc. Selectable cartridge
loading with DBP-6 or 6MC. A -B comparisons
possible with 2 Y -Adaptors. Can be used for
switching baseband video $70
DBP-2JAU/5. As above, gold-plated jacks $90
Optional Alps volume control $40

DBP-6 Phono Equalization Kit
Adds 100-4(X) pF capacitance to phono input of
preamp or receiver. 2 Y Adaptors, gold-plated
phono plugs with polystyrene capacitors wired
to 100. 150. 200, 300. 400 pF. Resistive load
(I%1 included $37
DBP-6MC. As above, with mc cartridge. Loads
are 1% 10-, 20-, 50-, 100-, 200- metal -film resis-
tors. Two empty plugs included $37

dbx
3BX-DS Dynamic -Range Controller
Expands dynamic range 50% and cuts noise
level Features 3 -band expansion/compression
level control; ambience control. 0 to - 50%
(2.1) compression; impact restoration gain 0 to
+ 10 dB for each band; dynamic range > 107

dB; 0.15% THD; FR 20-20,000 Hz $499
IBX-DS. As above, no expansion/compression
control $279

120X -DS Subharmonic Synthesizer
Restores bass frequencies between 54-110 Hz
and synthesizes corresponding frequencies I

octave lower. Includes low-pass crossover
that's variable between 50-200 Hz; THD 0 05%;
+9 dB subharmonic synthesis $299

SNR-1 Single -Ended Noise -Reduction System
Reduces hiss from program sources by 20-40
dB. Features variable -frequency signal -pass
device to eliminate high -frequency noise, sur-
face noise, tape hiss, and background noise:
source/tape switch; pre/post and bypass
switches. dynamic range 105 dB: THD 0.1%$279

DECOURSEY
Crossover components: sold separately or
packaged info a crossover system

Model 120 Active Crossover. Assembled cross-
over using part described above. Comes in
variety of configurations. Price range $126-490
Model 120 Crossover Cabinets

Wired and fitted with filter sockets, output
jacks, and regulated power supply for specified
crossover system
Model 120-Q8 5105
Model 120-T8 $97.50
Model 120-B4 $85

Active Filters
Plug-in Filter Module. Single high-pass and low-
pass. Matched pair $46.50
Dual pair. 6, 12, or 18 dB/octave $41.25
Dual pair. 18 or 30 dB/octave $56.25
Socket $1.25
Model 500 Filter. Dual; plug-in capability; holds
high-pass and low-pass filter. 6, 12, or 18 dB/
octave $43.50
SS Filter, Plug-in subsonic or ultrasonic filter.
Installed $24
Uninstalled $22.74
SSB Filter. Plug-in subsonic with bass -boost
filter. Installed $24
Uninstalled $22.75
Model 15T050 Power Supply. Features internal
thermal shutdown. Supplies ± 14.5-15.5 volts;
loads 0-50 mA $34

Plug-in Summers and Amplifiers. Can be sup-
plied in any gain up to 20 dB. Installed into
cabinet $20
Uninstalled $18
Level Control. $7.50

ESOTERIC SOUND
Re -Equalizer
Passive equalizer with separate bass and treble
equalization. FR 20-20.000 Hz ± 0.5 dB; THD <
0.02%; hum and noise 85 dB below output;
turnovers: flat, 300 Hz. 400 Hz (AES), RIAA
(NAB). LP. 700 Hz; maximum input 3.5 V rms.

$265

EXPRESSIVE TECHNOLOGIES
SU-1 Phono Preamplifier
Step-up transformer for Mc cartridges. FR 0.7-
150.000 Hz ±0.1 dB; siN 100 dB; gain 28 dB
fixed; phono overload 1,000 mV. 19 x x 81/4
in; 35 lb $2,500

FISHER
ASR -975 Surround -Sound System
Dolby Surround Sound processor with Pro
Logic circuitry, amplifier. and speakers.
Switchable surround modes: Dolby. simulated
stadium and concert hall. I4 -bit switchable time
delay: 15, 20 or 30 msec; built-in calibration
signal source. S -VHS terminal: tone control;
multiple AA/ inputs. 3 full -range speakers in -
chided. 20 W x 3 ch into 8 ohms from 20-20,0(X)
I I/ v. ith <0.4% THD $600

FOSGATE AUDIONICS
DSL-2 Surround Processor
Similar to model one, but includes multifunc-
tion remote control and advanced version of
Digital Servo Logic. Other standard features
include proprietary surround processing:
Dolby Pro Logic; Dolby Time Link; autoba-
lance: internal pink -noise generator for quick
setup and calibration; 7 channels plus mono
and stereo subwoofer outputs. FR 5-100,000 Hz:
THD <0.05% $1,199

DSL-1 Surround Processor
Incorporates proprietary Digital Servo Logic.
Includes 9 operating modes for music and mo-
tion -picture surround processing. Features in-
clude internal surround amplifier, bass equaliz-
er, and pink -noise generator for quick setup
and calibration: 5 output channels plus sub -

woofer. Frequency response 5-100,000 Hz; to-
tal harmonic distortion <0.05% $699

GOLDMUND BY
INTERNATIONAL AUDIO

TECHNOLOGIES
Mimesis 10 D/A Converter
Outboard upgradable D/A converter. Features 6
digital source inputs (expandable to 14); 2 digi-
tal tape loops for DAT machines; remote -control
capability; option for conversion to full digital
peamplifier; power switch with LED indicator;
lock/rec switch with LED display of frequency
locking; optional dual channel 2 -digit display of
level in dB for remote volume and balance
adjustment; analog RCA output connectors. 19
x 151 x in; 15.5 lb $6,400

GOLD SOUND
30M8 30 -Band Spectrum Analyzer
Portable VA octave, 30 -band real-time spectrum
analyzer with 8 memory presets. Features LED
monitor to measure 25-20,000 Hz FR from 32 to
128 dB: flat. A and C weighting; line and mic
input; calibrated, omni, detachable microphone
with internal I 2-V rechargeable battery and
external recharger $679
Pink -noise generator $79
High-sm model measures 52-153 dB $879

GS424 Active Crossover/Equalizer
Features 4-ch bi-amp design; fixed -bass EQ:
subsonic filter; mono -bass output; stereo out-
put; 12 high-pass, low-pass, and midrange con-
trols; Linkwitz-Reilly filters. SIN 108 dB: THD
0.05%; input 0.75 V. Black aluminum front
panels and smoked plexiglass $559
GS424 SEQ. As above, bass outputs $599

GS424 Active Crossover
4 -channel biamp; stereo output; variable fre-
quency setting; 12 high-pass, low-pass. and
midrange controls; Linkwitz-Reilly filters. siN
108 dB; total harmonic distortion 0.02%; input
0.75 V. Rack -mount unit with black anodized -
aluminum front panels and smoked-plexiglass
security covers $499

GS224 Active Crossover/Equalizer
Features fixed -bass equalization; subsonic fil-
ter; stereo output; variable frequency setting;
mono subwoofer output; 6 high-pass and low-
pass controls; Linkwitz-Reilly filters. siN 102
dB: THD 0.002%; input level 0.75 V; 24 dB
slope. Rack -mount unit with black -aluminum
front panels and plexiglass covers $459
GS224 SEQ Active Crossover. As above with
stereo bass outputs $499

GS224 Active Crossover
Features stereo output; variable frequency set-
ting; 6 high-pass and low-pass controls. s/N 108
dB; THD 0.005%; input level 0.75 V; 24 dB
slope. Rack -mount unit with black aluminum
front panels and plexiglass covers $199

HEATH
AD -2550 Surround Sound Processor
Six audio outputs and two stereo inputs. Dolby
Surround, music surround, and mono -enhance;
20-W amplifier; one-step adjustment; Dolby B
NR. FR 18-40,000 Hz ± 0.5 dB; THD 0.05% front,
0.38% surround $200

HTG BY MUSIC & SOUND
IMPORTS

DCS-I D/A Converter. 8x oversampling. I8 -bit
DIA converter. Upgradable DAC'S and filtering: 3
digital inputs $749
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INTERNATIONAL

COMPONENTS
VSP3600 A/V Surround Processor/Decoder
AN surround processor/decoder with built-in
10-W surround amplifier and dynamic NR. Fea-
tures surround -compatible matrix -decoding cir-
cuitry. Variable time delay; stereo synthesizer/
expander; surround output jack; master volume
control; tape -output jacks; input -level indica-
tors; gold-plated connectors $207

VSP2400 A/V Surround Processor/Decoder
Hooks up to main front -channel amp and rear -
channel amp to provide surround processing.
Features 10 -µsec time delay; input -level LED
indicators; gold-plated connectors $113

VSSI800 A/V Surround Simulator
Compatible with any solid-state amplifier; ex-
tracts simulated surround ambience from any
stereo source. Features surround -level control;
noise eliminator. 6 x 21/2 x 43/4 in $35

JRM
Model 3PBP/X8 Active Crossover
Crossover with 2. 3. 4 -way stereo modes. Fea-
tures 18-dB/octave crossover slopes; all -poly-
propylene capacitors; electromechanical de-
vices gold-plated; sub- and ultrasonic filters;
independent high-, low-pass frequency selec-
tion; plug-in modules for frequency setting;
stereo/mono subwoofer outputs; s/N ratio 94
dB:nu:10.001% $1,125 ea
3PBP/X4. As above, 2 -way stereo $750

Remote Equalizer
EQ with 6 bands/ch and separate tfit controls.
Features gyrator circuits; 2% polypropylene
capacitors; gold-plated electromechanical de-
vices; continuously variable loudness range
- 35 dB; switched resistor EQ and balance con-
trols; unity gain control. Requires JRM pream-
plifier or 3PBP crossover as base unit. S/N 98
dB; THD 0.001%; FR 4-50,000 Hz -3 dB .. $625

JvC
XPAIOIOTN Digital Acoustics Processor
Features t.si for digital -signal 16 -hit quantiza-
tion and 48 kHz sampling rate; 4x-oversampling
DA converter; 64x-oversampling A/D converter;
direct digital inputs and outputs (optical and
coaxial): 20 programmed sound -field patterns;
20 user -programmable sound -field patterns;
compensation for ambience of listening room
and source program; 4/6-ch configuration se-
lectable; motor -driven remote -controlled with
volume control; FL display; multifunction re-
mote control $1.200
XPA1000BK. Same as above, in black $1,200

SEAM770BK 7 -Band Graphic Equalizer
Features wireless remote control. 7 EQ bands
per channel; 6 user -preset EQ curves; 6 pro-
grammed -preset EQ curves; computer -con-
trolled electronic equalization. Remote func-
tions include recalling curves, adjusting
volume; fade/muting sound. preset scan, select-
ing transfer, reverse, or flat response .... $400

SUA400 A/V Surround -Sound Processor
Features wireless remote; front and rear vol-
ume control. Dolby Surround; hall: simulated
surround; left -right calibration and delay -time
controls; headphone jack. Built-in power amp
with 10 W/ch into 8 ohms from 40-20,000 Hz
with <0.5 THD $305

SUA30 A/V Surround -Sound Processor
Three surround effects including Dolby Sur-
round, hall. and simulated surround. Features

built-in amplifier; left/right calibration and de-
lay -time controls; volume control for rear
speakers; preamp output; heaphone jack. Pow-
er output: 10 W/ch into 8 ohms from 40-20,000
Hz with <0.5% THD $235

KENWOOD
GE -I100 12 -Band Graphic EQ/Analyzer
Features I2 -hand spectrum analyzer, built-in
reverb. Center frequencies for each channel at
16, 32, 64, 125. 250. 500. 1,000, 2.000, 4,000,
8,000. 16,000. and 32,000 Hz; ±- 12 dB boost/cut
range; UR or R display selector; LED slide
controls; time delay and depth controls; two
tape monitors; normal/reverse EQ selector; -6
dB attenuator. FR 10-50.000 Hz +0. -1 dB;
THD 0.005%; S/N 105 dB. 171/4 x 61/2 x 133/4 in;
13.6 lb $449

GE -5010 7 -Band Graphic EQ/Analyzer
Featuring 7 -band spectrum analyzer. 10 -curve
memory, and two FL displays. Center frequen-
cies for each channel at 60, 150. 400, 1,000.
2,400, 6,000, and 15,000 Hz with switchable
6 and ± 12 dB boost/cut range. FR 10-100.000
Hz + I. - 3 dB; mio 0.006% at 1,000 Hz; STN
100 dB. 177/x x 31/2 x 103/4 in; 8.51b $249

SS -78 A/V Surround -Sound Processor
Features Dolby Surround, theater. hall effects;
adjustable front/rear delay time; 15 W/ch amp
for rear speakers; FL display; 2 -way video dub-
bing; tape -monitor switch. FR 40-6.000 Hz ± 3
dB (Dolby): s/N 62 dB at 1.000 Hz. 1778 x x
107/4 in; 7.7 lb $249

Spectrum Series

GE -48 7 -Band Graphic Equalizer
Center frequencies for each channel at 60, 150.
400, 1,000, 2,400, 6,000, 15.000 Hz; ± 10 dB
boost/cut range. Features EQ on/off switch; FR
10-35.000 Hz + 0.5, - 3 dB; S/N; Tim 0.006% at
1,000 Hz $99

KINETIC AUDIO
3 -Point Crossover/Level Control
Mono passive crossover/level-control system
with 65. 90. 180 Hz crossover points. Can be
built into Kinetic speakers. Features mid/high-
pass filter: crossover level control $150

4 -Point Low-Pass/Crossover
Mono passive subwoofer crossover with 60, 90.
180, and 350 Hz crossover points. Can be built
into Kinetic subwoofers. Imp 6-8 ohms .. $150

KRELL
SBP-64X D/A Converter
Features proprietary "Waveform Replicator"
upgradable software; Mx oversampling utiliz-
ing 24 -bit coefficients, discrete, Class A. high -
bias analog output stage; three independent.
discrete, double -regulated power supplies con-
tained in one external chassis. Balanced out-
puts through discrete phase splitters... $8,950

SBP-32X D/A Converter
Features proprietary "Waveform Replicator"
upgradable software; 32x oversampling utiliz-
ing 24 -bit coefficients, discrete, Class A. high -
bias analog output stage; two independent pow-
er supplies; balanced outputs $3,500

KPA Phono Preamplifier
Fully discrete, ix -coupled. Class A phono am-
plifier with selectable RIAA trim at 20 Hz and
20,000 Hz. Power directly off KBL preamp. or
separate power supply $2,700
Power supply. For use with the above ... $600

MARK LEVINSON
LNC-2 Active Crossover
Modular system for crossover of line -level sig-
nals; 4 active filters (2 high pass, 2 low pass):
on/off switch for each filter; internal stereo/
mono switch; Camac connectors; 18 dB/octave
slopes, optional 6 -dB or 12 -dB slopes for 3 -way
stereo operation; output level controlled by 10 -
turn locking potentiometer on front panel. THD
0.002%; wideband noise <102 dBV unwtd; ac-
curacy within 5% of specified crossover point;
separate PLS-151 power supply; load regula-
tion 0.05%; wideband noise output 18 µV.
LNC-2: 21/4 x 19 x 77/s in. PLS-151: 41/4 x 4 x 101/4
in: 12 lb $3,700

LEXICON
CP-I Digital Environment Processor
Digital processor with auto azimuth -error cor-
rection for Dolby Surround. Features ambience
extraction; ambience synthesis; reverb; 32 -
character alphanumeric display; I2 -segment
headroom display; 2 back -lit mute indicators.
sit+ 85 dB; imp, input 50.000 -ohms, 500 -ohm
output. 17 x 21/2 x 121/2 in; 11 lb $ 1.395

CP-2 Digital Surround Processor
Digital processor with auto azimuth and auto
input balance. Features music logic; 6 outputs;
remote control; 16 -bit D/A converters; polypro-
pylene capacitors; I2 -segment parametric dis-
play. s/N 85 dB; 50-kilohm input. 500 -ohm out-
put. 17 x 2 x 12 in; I I lb $895

LT SOUND
RV -2 Stereo Reverberation Unit
Reverb unit for line -level inputs only. Features
-6 dB and peak -amplitude LED; 3 EQ controls;
send -receive bus. FR 2-40.000 Hz ± .5 dB. re -
verb 20-5,500 Hz; reverb time 2.5 sec; input
imp 47 kilohms; output imp 200 ohms for 2k
ohms; s/N 90 dB (direct). 19 x 2 x 7 in .... $895

PEQ-2 Parametric Equalizer
Dual 4 -band parametric EQ with rumble filter.
selectable peak -dip or shelving response on
upper and lower bands, bypass switch, peak
indicator, balanced/unbalanced inputs and out-
puts. FR 20-20,000 Hz; input imp 47 kilohms;
output imp 47 ohms; THD 0.007% $595
PEQ-I. Single -channel version of above with
no rumble filter. 19 x 71/4 x 31/2 in; 5 lb $349

ECU -2 Active Crossover
Universal crossover network capable of stereo
biamping and triamping. Crossover points con-
tinuously variable ranging from 70-11.000 Hz.
Slopes 12 dB/oct Butterworth response. Fea-
tures summed -mono output for subwoofer op-
eration; individual phase -inversion switches on
mid and high bands; high -tolerance capacitors
and potentionmeters; available with RCA or'/4-
in jacks. FR 20-20,000 Hz 2-.0.5 dB $295

NR -2 Noise Reducer/Range Enhancer
2 -channel unit provides 2:I compander noise -
reduction system and dynamic -range enhance-
ment; dual or independent tracking. FR 20-
20,000 Hz; s/N 90 dB; input imp 47 kilohms,
output imp 200 ohms for 2 kilohms load. 123/4 x
2 x 61/4 in $275

LUXMAN
F -I16 Digital Surround .Sound Processor
Features AID converter at inputs and digital -
analog converter at outputs. Dolby Pro Logic
decoder; proprietary decoding logic program
for mono film soundtracks; Center -channel out-
put; subwoofer output; parameter adjustments;
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balance control; rear delay adjustment (0-32
msec). FR 10-16,000 Hz + I, -3 dB; S/N >80
dBA: Tito <0.05%. 17 x 2V2 x 121/2 in; I 1 lb$950

LE -I09 Phono Preamplifier
Features MC/MM inputs; variable gain and im-
pedance switches; mc straight circuit; subsonic
filter; 3 -step attenuator selector. FR 20-20.000
Hz ±0.3 dB; THD 0.005% (2 Vat 1.000 Hz); S/N
100 dB. 171/4 x 21/2 x 121/4 in: 101b $500

M&K
LP -IS Active High -Pass Crossover
Line -level electronic high-pass filter for bi-
amping with M&K subwoofers. Available in
81/2 -in front panel or 19 -in rack mount. 100 Hz
crossover point at 18 dB/octave. With bypass
switch $325
Without bypass switch $300

VF -I00 High -Pass Filter
Features inputs, high-pass outputs for main
amp, and high-pass outputs for subwoofer's
preamp-level inputs. Available in versions for
amps with imp <37,500 ohms. imp 37,500-
75.000 ohms, and imp >75.000 ohms 6 dB/
octave filter slope (o 100 Hz $75 ca

MARANTZ
EQ 2292CB 7 -Band Graphic Equalizer
Tape monitor; low -noise circuit design ... $90

MARCHAND
XM6 Active Crossover
Features fourth -order constant -voltage design;
provides low-pass and high-pass outputs. Ad-
justable frequency from 20-5000 Hz; LED dis-
play of crossover frequency; remote control
with 15 -ft cable; level controls for left/right
channels; damping control. FR 2-100,000 Hz ±3
dB; THD <0.01% at 1.000 Hz; output imp 10
ohms; stm >110 dB. 17 x 81/2 x r/ii in $495
XM6-RS. RS232 interface for above $70

WM8 Equalizer
Employs 4 -amplifier quadratic filter with addi-
tional op -amps; rumble filter: 20 -Hz subsonic
filter; bypass switch; tape -monitor switch. Cir-
cuit comprises high-speed op -amps; film capac-
itors; metal -film resistors. Rotary control for
each channel. 17 x x 81/2 in $85

XM I Active Crossover
Features fourth -order constant -voltage design:
provides low-pass and high-pass outputs. Ad-
justable frequency from 20-5000 Hz. FR 10-
100.000 Hz ±:0.2 dB; no) < 0.01% at 1.000 Hz;
output imp 10 ohm: S/N > 110 dB $24

McINTOSH
MQ 107 Custom Equalizer
Features 14 programmable filters. 7 per chan-
nel. 9.5 lb $650

MELOS
Vacuum -Tube D/A Converter
I -bit, 256x-oversampling D/A converter features
three inputs and dual -chassis design. Designed
for CD, DAT and future FM broadcast. FR 20-
20,000 Hz ±0.2 dB; THD 0.07%: s N 90 dB:
output 3 V rms; output imp 100 ohms .. $2,395
W/preamp (line. phono) $3,095
W/preamp (line) $2,795

MA -I00 Phono Preamplifier
Features zero negative -feedback circuitry.
High-grade capacitors, resistors: toroid trans-
former; separate power supply; heavy alumi-

num chassis. Sens 0.4 mV; gain 41 dB; stii 75-85
dB (cartridge dependent) $895

MEMOREX BY MEMTEK
DSS-I00 Dolby Surround -Sound System
Home theater system with DS -10 amplifier and
pair of Memorex Series 10 speakers. Includes
audio patch cables and speaker wire $250

DS -I0 Surround -Sound Processor/Amp
Dolby Surround decoder. Features 20 watts/
channel for rear speakers, or 5 W/ch to front
and rear speakers; input balance control. Flat-
black finish with gold lettering $130

Cordless -Headphone Adaptor
Infrared transmitter beams any audio source to
a special receiver module that can accept all
mini -plug headphones $70

MERIDIAN
Model 203 D/A Converter
Features 256x oversampling. dual -differential
PDM bit -stream D/A converters. Passive differen-
tial analog filtering: PLI. detection circuit; auto-
matically matched source sampling rate from 32
to 48 kHz; computer -grade, four -layer PC board
construction with ground -plane design; sepa-
rate transport electronics and audio circuitry.
Coaxial and optical digital inputs; Leo indictors.
S/N >106 dBA. Matte -black finish with glass
front. 61/4 x 4 x 12Y4 in $990

MUSEATEX
Melior D/A Converter
Features analog output filtration; fixed -line out-
puts. s/N 100 dB; FR 20-20.000 Hz ± 0.2 dB: THD
0.005 %. 10 lbs $750

NAIM
NAXO3-6 3 -Way Crossover
18 dB/octave fixed -frequency crossover for 3 -
way speaker. Matched individually to speaker;
designed for flat -response speakers. Input imp
>10 kilohms; output imp 47 ohms $1.075
NAXO2-4 2 -Way Crossover. As above for 2 -
way speaker $1,075

ONKYO
EQ-240 7 -Band Graphic Equalizer
7 bands for each channel and spectrum -analyz-
er display. Center frequencies at 64, 160. 400.
1,000, 2,500. 6,300. and 16,000 Hz; ± 12 dB
boost/cut range. Features Leo level controls:
EQ-bypass. and monitor/tape-source switches.
Too 0.01%; S/N 100 dB $240

EQ-I00 7 -Band Graphic Equalizer
7 bands per channel with I.ED level indicators:
EQ bypass: tape -monitor switch. $150

Integra Series

Integra EQ-540 12 -Band Graphic Equalizer
12 bands for each channel and test -tone genera-
tor. Center frequencies at 16. 32. 64. 125. 250,
500. 1,000, 2.000. 4.0(X). 8.000, 16,000. 32.000
Hz; switchable ± 12 or t 6 dB boost/cut range.
Features LED level controls; fixed and stepped -
sweep test -tone modes; peak -hold mode: cali-
bration microphone: input attenuator. THD
0.0i%; S/N 100dB. 17,/i x 31/2 x 141/4 in; 101115400

Integra EQ-35B 12 -Band Graphic Equalizer
12 bands for each channel and test -tone genera-
tor. Center frequencies at 16. 32. 64. 125. 5(X).
1,000. 2.000. 4,000. 8,000. 16,000, and 32.000
Hz: switchable ± 12 dB or ±6 dB boost/cut

range. Features LED level controls; signal gen-
erator for all center frequencies except 16 and
32.000 Hz: step or sweep test -tone modes;
operation mode display; Delta power supply.
Black finish. Tito 0.01%; sin' 100 dB $330

ES -300 Surround -Sound Processor/Amp
30 W/ch rms; discrete output stages; master
volume control; separate volume for left and
right speakers; 3 surround modes: Dolby, hall.
and theater; adjustable time delay $280

OPTONICA BY SHARP
SM-A75 Surround -Sound Processor/Amp
16 -bit digital -delay system with four -channel
amplifier. Features Dolby Surround circuitry.
Four sets of video input/output jacks; 8 audio
inputs; 4 audio outputs $400

PANASONIC
SY-DSI Surround -Sound System
Digital signal processor with adjustable rever-
beration time from 0.9 to 2.4 sec; 10 effects
settings. Includes two 4 -in speakers; head-
phone jack: line -input jacks: input high/low
level switch; phase switch $280

PHILIPS
DAC 960 D/A Converter
Outboard D/A converter optically coupled to
digital filters. Features 3 separate power sup-
plies with 3 individual transformers; copper
heat sinks; ceramic power capacitors; outputs
with 2 -stage muting; diecast chassis. DAT com-
patibility: optical digital input with supplied
fiber-optic cable; phase -inverter control;
shock -absorbing feet; headphone amplifier
with volume control. FR 2-20,000 Hz; amplitude
linearity ±0.01 dB; signal-to-noise ratio >101
dB; dynamic range >96 dB: ch sep >100 dB at
1.000 Hz; total harmonic distortion
<0.00 I5Vat 1,000 Hz; tM -90 dB (at maxi-
mum output level). 31/2 x 167/8 x 131/4 in. 18.7
lb $949

RV -450 Surround -Sound Amplifier
Features Dolby Pro Logic circuitry with digital
audio delay; 2 center -channel modes (normal
for Tv speakers and wide for full -range speak-
ers): switchable center -channel outputs (dis-
crete or phantom mode); input calibration con-
trols to match decoder to source; matrix and
hall surround modes; test -tone generator; 2 sets
of surround outputs; master volume, surround
volume controls; left/right input level controls.
Rear -channel amp: 15 W/ch into 8 ohms . $379

PIONEER
VSP-555 Surround -Sound Processor/Amp
Built-in amplifier and remote control. Features
Dolby, stadium, and simulated surround
modes; digital delay; audio/video switching and
connections; 38 watts/ch into 8 ohms from 30-
7,000 Hz with 5% rim $375

GR-777 10 -Band Graphic Equalizer
Center frequencies of 32, 63. 125, 250, 500.
1,000. 2.000. 4,000, 8,000. and 16.000 Hz; 10-
dB boost/cut range. Features remote control;
10 -band spectrum analyzer; 5 programmable EQ
patterns; 5 resident EQ patterns $370

EX -9000 Dynamic -Range Expander
Features noise -reduction effect: El. level indica-
tor: input -level control; tape monitor switch:
black finish. Center crossover points 50. 500,
5,000 Hz: attack time 4.7 ms; release time 2.7
ms/6.8 ms switchable. Dimensions: 21/4 x 161/2 x
3Yi inches $270
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GR-555 7 -Band Graphic Equalizer
Center frequencies of 60, 150, 400, 1.0(X). 2.400.
6.000. and 15.000 Hz; 10 -dB boost/cut range.
Spectrum analyzer; tape monitor $225

GR-470 7 -Band Graphic Equalizer
Center frequencies at 60, 150, 400. 1.000.2,400,
6,000, and 15.000 Hz. Features slide controls
and LED indicators $120

PORTLAND
Model 135 Surround -Sound Processor
Digital sound processor featuring Dolby Sur-
round; adjustable time delay; mono -enhance; 2
inputs. THD 0.05%; power 20 W/ch; S/N 85 dB.
21/4 x 17 x 81/2 in. $269

PROCEED
PDP D/A Converter
8x-oversampling, 18 -bit Burr -Brown D/A con-
veners featuring fast -setting current output.
low -noise Schmitt trigger logic input circuitry.
Auto select 38 -kHz, 44 -kHz. or 48 -kHz sam-
pling frequencies. Three inputs via DAS RCA -
type connectors, one female connector. FR 10-
20,000 Hz +0 dB, -0.2 dB; THD 0.004% at
1,000 Hz; dynamic range >98 dB; signal-to-
noise ratio 105 dB: ch sep 120 dB. 8% x 3% x
15% in; 22 lb $1,295

PS AUDIO
Digital Link D/A Converter
Outboard processor with 8x oversampling and
I8 -bit Burr -Brown D/A converter. Features
plug-in modules; coaxial inputs $799

QUICKSILVER
Moving -Coil Transformer
Provides 23 dB gain for any phono cartridge
with output impedance from I to 40 ohms. No
external cables or power required $'435

REALISTIC BY RADIO SHACK
31-2020 10 -Band Equalizer/Analyzer
I0-band/ch EQ with spectrum analyzer; Rix spa-
tial expander; tape I and 2 in/out. si 95 dB.
161/4 x 2% x 8'/- in; 61b $140

ROGERS
AF5I0. Mono active crossover. Black ... $599

SANSUI
DS -77 Surround -Sound Processor/Amp
Provides amplification for rear channel and
center front for A/V sound. Features super -bass
synthesizer; peak attacker; simulated stereo;
built-in amp delay memories. Fat 20-20.000 Hz
-± 3 dB; rim 0.09%; delay time (theater and hall
modes) 20 m/sec; 10 W/ch for rear speaker
drive. 17 x 3 x 97/8 in; 8.6 lb $400

SE -2000 7 -Band Graphic Equalizer
Center frequencies at 60, 150, 400, 1,000. 2.400,
6,000. 15,000 Hz; ± 12 dB boost/cut. Features
EQ on/off switch. THD 0.03%; s/N 95 dB. 17 x 3%
x 8% in; 5.5 lb $110

SE -1000 7 -Band Graphic Equalizer
Center frequencies at 60, 150. 400. 1.000, 2.400.
6,000, 15.000 Hz; ± 12 dB boost/cut. Tito
0.03%; S/N 75 dB; 31/4 x 17 x 8% in; 4.9 lb .. $90

SHERWOOD
ES -1280 Surround .Sound Processor/Amp
Features Dolby Surround; delay time 15-30
µsec; 4 hall/room simulations; stereo simula-

tion. 20-W/ch; THD 0.3%; signal-to-noise ratio
86 dB $229

EQ-1330 9 -Band Graphic Equalizer
Features 12 -dB boost/cut; tape monitor; vari-
able center frequencies. THD 0.025%; signal-to-
noise ratio 95 dB $129

SONOGRAPHE BY
CONRAD-JOHNSON

SXI Active Crossover
Consists of 24-dB/octave low-pass and I2 -dB/
octave high-pass filters set at 110 Hz. Features
high-pass filter with FET design; polystyrene
and polypropylene capacitors with metal -film
resistors $495

SONY
Elite Series

SDP-777ES Digital Surround -Sound Processor
Combines digital -delay circuitry with Dolby
Pro Logic decoding. Features 16 -bit quantiza-
tion digital processing; switch -selectable
speaker configuration; built-in pink noise gen-
erator; stereo -simulator delay modes: video
switching capability; audio outputs $850

SOUND CONCEPTS
SSD550 Ambience-Processor/Surround System
Matrix decoder derives accurate rear channel
from surround -sound films and video sources.
Provides two front and two rear -channel out-
puts with stereo delay for music or surround
decoding. Features stereo audio delay system;
delay, 5-100 msec; high -frequency rolloff from
-3 to +6 dB: front mix level 0-100%. rear level
0-100%; input imp 60 kilohms min; output imp
300 ohms max; FR 20-10,000 Hz +I. -3 dB
with 5 msec delay; dynamic range 90 dB min. s/
N 85 dB min. 90 dB wtd; 1% max distortion at
1.000 Hz. I Vrms $869

IR2100 Image -Restoration System
Expands stereo image to create sonic image of
original recording. continuously adjustable
speaker/listener angle 20-100°; connects in tape
loop or between preamplifier and power ampli-
fier; handheld with I5 -ft remote cable. s/N 80
dB; distortion 0.1% max $300
IR2200. Nonremote version of above. ... $189
KIR-I. Kit $95

VSP-1 Stereo Synthesizer
Creates simulated stereo from mono sources.
Features 10 -band harmonically related frequen-
cy divisions. sag 80 dB $159
KVSP-1. Kit $90

SX-80 Peak Expander/CX Decoder
Adds 20 -dB dynamic range to cx-encoded re-
cords and videodiscs. 6-9 dB of upward expan-
sion to nonencoded sources; connects into tape
loop, provides recorder connections. Features
tricolor LED for 0 -vu calibrations with standard
record supplied. s/N 80 dB; rim 0.1% .... $119
KSX-1. Kit $76

SOUNDCRAFTSMEN
Pro-EQ 44 21 -Band Graphic Equalizer
Stereo EQ with differential/comparator unity
gain circuitry; digital c-mos switching for tape
monitor. EQ tape record and EQ defeat; center
frequencies at 'A octaves below 1.000 Hz and Y
octaves above 1,000 Hz; filter controls are ± 15
dB. THD >0.01%; S/N 114 dB $549

DC 2215 10 -Band Equalizer
Equalizer with differential/comparator true -

unity -gain circuitry for input to output balanc-
ing accuracy to within 0.1 dB. Equalizer filter
circuits use precision wire -wound passive -coil
inductors for high gain, low noise, and distor-
tion. Front -panel controls include tape moni-
tor, LED defeat/En defeat and EQ tape record;
boost/cut range ± 15 dB. Includes spectrum -
analyzer lest record, computone charts, cables.
Front panel is rack mountable, brushed alumi-
num with charcoal finish. THD and tia 0.01% at 2
V; S/N 114 dB at 10 V $449

Pro-EQ 22 10 -Band Equalizer
EQ with differential/comparator unity- gain cir-
cuitry and digital c-mos switching for monitor.
tape record. and EQ defeat; filter controls are
-± 15 dB. THD <0.0196; S/N II4dB $349

SOUND ENGINEERING
PFM-8 EQ/Tape-Deck Interface
Features meters; switchable pre/post-EQ tape
outputs. $2,050

PFM-9 Active Crossover
Features 2-way/3-way configuration; linear -
phase, high -current Class A design. ... $1.750

PFM-0 Moving -Coil Head Amplifier
Pre -preamplifier for moving -coil phono car-
tndge. Features low noise: 0.5 dB. $850

SSI

System 4500 Surround -Sound Processor
Features proprietary steering -logic circuit; re-
mote control; 2 pairs surround outputs; AC
switched outlet; 4 A/V inputs; variable delay;
center -channel balance; trim pots to balance
external amplifiers; master volume; auto Dolby
B NR; subwoofer outputs: 3 -position center -
channel distribution: 4 -surround modes; avail-
able in rack mount configuration. Front -to -rear
sep 65 dB; UR sep 70 dB; FR 18-50.000 Hz; THD
0.03% from 20-20.000 Hz. 17 x 31/4 x 13 in $599

System 4000 II Surround -Sound Decoder
Features proprietary steering -logic circuit; 45-
W-rms amplifier; switchable center or rear am-
plification; remote control; 4 AN inputs; vari-
able delay; center -channel balance; master
volume; auto Dolby B NR; subwoofer outputs:
separate line -level surround outputs; 3 -position
center -channel distribution; 4 surround modes.
Front -to -rear sep 65 dB; UR sep 70 dB; FR 18-
50.000 Hz; THD 0.03% from 20-20,000 Hz. $549
System 3000. As above except with Dolby Pro -
Logic; 25 W rms amplifier: 3 surround modes. 4
A v inputs. UR sep 45 dB; FR 18-20,000 Hz; THD
0 25% from 20-20.000 Hz. 17 x 21/4 x 91/2 in. $349

Cinema 500 Surround -Sound System
Features 20-W-rms amplifier for surround
channel; Dolby Surround; variable delay; mas-
ter volume; auto Dolby B NR; center and sub -
woofer outputs; separate line -level surround
output; 3 surround modes. Includes 2 surround
speakers. Front to rear sep 50 dB; UR sep 35
dB; FR 18-40.000 Hz ±0.5 dB: THD 0.05% from
20-20.000 Hz. 17 x 21/4 x 8.5 in $249
System 1000. As above, no speakers $199

SUMO
Delilah 2 -Way Active Crossover
Features front -panel user -selectable frequen-
cies and slopes; 12-dB/octave high-pass slope;
12- or I8-dB/octave switchable low-pass filter
with level control; stereo and mono low-pass
outputs with built-in bridging circuitry: inde-
pendent low -/high-pass frequency controls. FR
5-200.000 Hz ±3 dB; THD <0.007%: input imp
50,000 ohms; output imp <100 ohms; high- and
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low-pass frequencies 50. 63, 80, 100. 120 Hz
with bypass. 19 x 13/4 x 10 in; 10 lb $549

TEAC
EQA-22 10 -Band Graphic Equalizer
Equalizer with full monitoring capability during
recording. Center frequencies 30, 60. 120. 250.
500, 1.000. 2,000, 4,000. 8.000. and 16.000 Hz;

12 dB boost/cut. Features 2 tape inputs with
dubbing facility; switchable EQ-defeat; pre/post
EQ switch; multicolor spectrum display $170

EQA-6 10 -Band Graphic Equalizer
Equalizer with switchable EQ-defeat. Center
frequencies 30, 60. 120. 250, 500. 1,000, 2.000.
4.000. 8.000, and 16.000 Hz; -1- 12 dB boost/cut.
Features tape monitor; LED's on sliders. 171/2 x
2 x 77/H in; ti s/N I b $120

EQA-3 10 -Band Graphic Equalizer
Equalizer with switchable EQ-defeat and tape
monitor. Center frequencies 30. 60. 120. 250.
500, 1,000. 2,000. 4,000. 8.000, and 16.000 Hz;

12 dB boost/cut. 171/2 x 21/2 x Thi in; 61/2 lb MO

TECHNICS
SH-8066 12 -Band Graphic Equalizer
Sets EQ curves according to line traced on front
panel by fingertip. Remembers 8 preset curves;
auto EQ compensates for system frequency re-
sponse and room acoustics. S/N 107 dB $600

SH-AV40 Surround -Sound Amp
20 W/ch amplifier with Dolby Surround and 3
A/V modes. 4 video inputs; I audio input; large
FL display; rear-level/input-level displays; UR
independent calibration control. FR 5-50,000
Hz; sit,190dB. 17 x 3 x 8 in $220

SH-GE70 7 -Band Graphic Equalizer
Features dual spectrum analyzers. Center fre-
quencies at 63. 160. 400. 1.000. 2.5(X). 6.300,
12.500 Hz; ± 12 dB boost/cut range. Tape re-
cord EQ switch; 12 -curve memory. FR 5-100.0(10
Hz -3 dB; THD 0.005%; szst 105 dB $200

SH-8038 7 -Band Graphic Equalizer
Features slider controls and 2 -channel display.
Center frequencies at 63, 160. 400. 1.00, 2.500.
6300. 16,000 Hz; ± 12 dB boost/cut range. LED
indicators; low-noise/distortion ic-op amp: cali-
brated decible scale; reverse switch for equal-
ized tape. FR 5-100.000 Hz -3 dB; rim 0.005%;
sag 110 dB. 17 x 3 x 71/2 in $120

SH-8017 7 -Band Graphic Equalizer
Features slider controls and 2 -channel display.
Center frequencies 63, 160. 400, 1,00. 2.5(X).
6,300, 16,000 Hz; ± 12 dB boost/cut range.
Low -noise op amps; calibrated decible scale:
reverse switch for equalized tape. FR 5-100,000
Hz -3 dB; rim 0.005%; S/N 110 dB $90

TEI ELECTRONICS
83-FAP2 2 -Way Active Crossover
Features selectable 12 or 18 dB/octave slope;
frequency selection: balanced inputs. FR 10-
50,000 Hz. 7 lb $675

83-QEM102 10 -Band Equalizer
Features octave EQ with constant -Q topology.
Back -lit gain controls w/green LED; FR 20-20,000
Hz; THD <0.05%; s/r4 110 dB. 5 lb $S88

THETA DIGITAL
DS Pre Generation II D/A Converter
Outboard converter and preamplifier with vol-
ume, balance, and input switching controls.
Features digital and analog inputs; source/mon-

itor switch; phase switch; left/right outputs for
each ch may be independently adjusted with
front -panel controls. Bridged -mono operation
possible with normal and inverted summed -
mono low-pass filter outputs. Uses fully dis-
crete, direct -coupled 1 -FED. MOSFET, and bipolar
devices. Military -grade, glass -epoxy circuit
boards with gold -over -nickel -over -copper -plat-
ed paths. FR low-pass filter oc to cutoff slope
initiation, high-pass filter cutoff slope entry to
100.000 Hz: THD <0.01% from 20-20,000 Hz;
input imp 20.000 ohms; output imp 1.500 ohms.
nominal. 19 x 1 x 61/2 in $1,800

VECTOR RESEARCH
VQ-125 10 -Band Graphic Equalizer
Spectrum analyzer and pink -noise generator.
Features independent left/right EQ controls; 2
tape monitors: dubbing -direction selector; rec
EQ; 2 line inputs; peak -hold display; subsonic
filter; input sens switch. Center frequencies:
32, 64. 125, 250. 500. 1.000.2,000, 4,000, 8,000,
and 16.000 Hz; boost/cut range ± 12 dB. S/N 109
dB; rim 0.009%. 17 x 4 x 91/2 in; 10.5 lb .. $250

VQ-115 10 -Band Graphic Equalizer
Features master level with peak LED indicator.
Independent left/right EQ controls; tape moni-
tor: EQ-defeat switch. Center frequencies: 32,
64. 125. 250, 500, 1,000, 2,000, 4,000. 8,000,
16.000 Hz; boost/cut range -± 12 dB. siN 109 dB;
THD 0.009%. 17 x 4 x 91/2 in; 91b. 8 oz $130

WADIA DIGITAL
Model 2000 D/A Converter
Outboard 18 -bit converter with proprietary
conversion algorithms and circuitry; 64x over -
sampling. Features shielded and buffered pow-
er supply; glass -fiber-optic, two coaxial, and
one plastic -fiber-optic inputs; programmable
computer chips. Includes DigiLink 40. an out-
board. 4 -channel glass -fiber-optic connection
box $7,995

Digimaster X-64.4 D/A Converter
Outboard I8 -bit converter with proprietary
conversion algorithms and circuitry; Mx over -
sampling. Features shielded and buffered pow-
er supply; glass -fiber-optic, two coax, and one
plastic -fiber-optic inputs; programmable com-
puter chips $4,995

Digimaster X-32 D/A Converter
Outboard 18 -bit converter with proprietary
conversion algorithms and circuitry; 32x over -
sampling. Features two coax, and one plastic -
fiber -optic inputs $1.995

YAMAHA
DSP-3000 Surround -Sound Processor
Surround -sound processor with 4x-oversam-
pling I8 -bit digital filter and dual D/A converters.
Features built-in pink noise generator. 20 pre-
set acoustic modes, including Dolby surround;
35 variations, including many U.S. concert
halls: 20 user -presets; 5 variable parameters per
mode; 10 -channel output capability: digital in-
put (32 kHz. 44.1 kHz, 48 kHz); master vol-
ume; on -screen display: adjustable front to rear
balance and effect -level; effect and main mute.
Includes remote. Titanium finish $1 ,899

DSP-A700Ti Digital Signal Processor
Seven channel ATV amplifier/processor features
12 preset programs including Dolby Pro -Logic.
21 program variations; DSP test -tone generator;
Dolby Pro Logic test tone generator; remote
control operated via AVS-700Ti: mic-mixing
function with level control and individual UR
mic inputs; woofer terminal with low-pass fil-

ter; DSP front and rear level controls; Dolby Pro
Logic rear- and center -level controls; pre -main
outputs for all channels. 60 W/ch into 8 ohms at
FR 20-20,000 Hz with THD <0.018%; 15 W/ch x 5
into 6 ohms at 1,000 Hz. Titanium finish $1,099

DSP-E300Ti Digital Signal Processor
Five -channel AP., amplifier/processor features
12 preset programs including Dolby Pro -Logic.
21 program variations; DSP test -tone generator;
Dolby Pro Logic test -tone generator; woofer
terminal with low-pass filter; rotary master vol-
ume control with digital indicator: DSP front and
rear level controls; Dolby Pro Logic rear- and
center -level controls; preamp outputs for all
channels. 15 W/ch x 5 into 6 ohms at 1.000 Hz.
Titanium finish $799
DSP-E300. As above, black $799

EQ-1100U 10 -Band Graphic Equalizer
Graphic equalizer with automatic room EQ.
Features 12 dB boost/cut; pink -noise generator;
10 -band spectrum analyzer; independent left -
and right -channel controls; 3 factory -preset EQ
curves; 4 user -preset EQ curves; electret con-
denser microphone; EQ recording capability.
Includes mulifunction remote control. Black
finish; 11 lb $599

EQ-630T1 10 -Band Graphic Equalizer
Features 12 -dB boost/cut; independent left- and
right -channel controls; 8 EQ-curve presets; mul-
tifunctionhold; EQ reverse mode switch: rocker -
type EQ controls; tape -monitor switch; EQ rec
capability; RS integrated system remote con-
trol compatibility. Includes I7 -key wireless re-
mote control. Titanium finish; 10 lb $469
EQ-630. As above, black $469

EQ-500U 10 -Band Graphic EQ/Analyzer
Features 12 -dB boost/cut: pink -noise genera-
tor: independent left- and right -channel con-
trols; meter -level adjustment; electret condens-
er mic; EQ recording capability. Black $399

AVS-700Ti AN Selector
Features 10 audio and 5 video inputs, 4 audio
and 2 video outputs. 4 S -video terminals; DSP
interface (fixed and variable output); video
monitor output with S -video terminal; front -
panel auxiliary inputs with S -video terminal;
20 -dB audio muting; wireless remote control
unit. Titanium finish $299
AVS-700. As above, black $299

DSR-70PROTi Dolby Pro -Logic Decoder
Features digital -delay control of 20 or 30 msec.
Built-in test -tone generator; Dolby Pro Logic
bypass switch; 5 -gang master volume control.
Input -balance control; center -mode switch;
center -channel level control; rear -channel level
control; tape -monitor switch $249
DSR-70PRO. As above, black $249

EQ-70 Graphic Equalizer
Features 10 -band independent left- and right -
channel equalization; ± 12 dB per band; out-
put -level control; tape monitor with EQ record
function; EQ on/defeat switch; LED illuminated
EQ slide controls. Black finish $159

LA -I Level Attenuator
Improves S/N of effects -channel output by ap-
proximately 9 dB. Connects between speaker
output terminals of amp/receiver and surround -
sound processor's main inputs. I lb $30

Abbreviations used within this
buyers' guide are explained

on pages 239-245.
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WIMPY
CAR STEREOS

NEED
CAR STEREO

REVIEW.
Tired of wimpy woofers, tinny
tweeters, and hissing cassette
decks?

Want to upgrade your car
stereo to a state-of-the-art
system with all the bells and
whistles?

Then look no further. Turn
to Car Stereo Review and
tune in studio -quality sound.
No other magazine brings you:

CAR STEREO
REVIEW

MI I OSOIIND
VS

moo 30011, SYSI
EIA

GEARING UP
POR

SOUND-OVES 
1001 NERD

WS

SPEAKER
WING GUIDE

 LINEM1
POWER IPA?

More no -holds -barred test reports on tuners,
cassette decks, CDs, speakers, amps, equaliz-
ers, security systems and cellular phones.
More in-depth features on installations,
wiring, acoustics, troubleshooting, and
upgrading your system.

PLUS...you get more new product reviews
and head -to -head comparisons on all the latest
car stereo equipment.

So, before you plunk down
your hard-earned cash, check
out Car Stereo Review and
you're sure to come out with
the best possible system. At
the best possible price.

Shift into high gear and save!
One Year just $14.9&

To get home delivery of Car
Stereo Review, simply detach

and mail the attached card!'

You'll get a one-year subscription (6 issues in
all) at our Special Discount Rate of just
$14.98. That's a full 15% off the annual
newsstand cost. If ycu're not absolutely
delighted, we'll send you a full refund on all
unmailed copies. Sounds like a great offer...
and it is!
* If someone already beat you to the attached card,
send your order to: Car Stereo Review, P 0. Box
57316, Boulder, CO 80322-7316.
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ACCESSORIES

ACE AUDIO
Model 4l00 -X -24b Subsonic/Ultrasonic Filter
Active filter designed to eliminate subsonic
(turntable and record) noise and ultrasonic Ow,
high -frequency noise. etc. interference. Sub-
sonic filter 24 dB/octave below 20 Hz; ultrason-
ic filter 12 dB/octave above 20,000 Hz. Distor-
tion 0.002% at 2 V output $142

Model 4100 Subsonic/Ultrasonic Filter.... $108

Model 4000-X-24 Subsonic Filter
Combined active Besse' and passive filter sec-
tions provide low phase shift and sharp 24 dB/
octave cutoff; removes all subsonic distur-
bances; individually hand -calibrated. Distor-
tion 0.002%; response <3 dB at 20 Hz ... $132

Model 4000b Subsonic Filter $98

ACOUSTIC SCIENCES
Tube -Trap Acoustic -Improvement Systems
Tube traps are sound -absorbing material used
to control wall and corner sound reflections
and room resonances. Available as track -
mount tubing, and cylinder sets $20-$983

ACROTEC
Model 6N -I010 Speaker Cable
Features 99.99997% copper with two conduc-
tors (14 gauge each) in PVC liner and outer
jackets. Imp 9.2 ohms; capacitance 101 pF/
m $15/ft

ADCOM
GFS-6W. As GFS-6 with white front panel$210
GES-6S. With silver front panel $210
GFS-6. Similar to above except handles up to 6
pairs of speakers $160
GFS-3 Speaker Selector
Handles up to 3 pairs of speakers with built-in
load protection for low -imp loads; headphone
output; Twist 'n' Lock speaker connectors for
heavy -gauge speaker wire. Can be used with
amps rated up to 200 watts per channel. 7 x 2Y4
x 51/4 in $100
RM-3. Rack -mount adaptors for GFS-6 . $20/pr
RM-3W. RM-3 in white $25/pr
RM-3S. RM-3 in silver $25/pr

GFS-4 Speaker Selector
Gold-plated, brass 5 -way binding posts, glass -
fiber epoxy printed circuit board. Oxygen free -
copper internal jumpers made with 12-guage
stranded cable. Handles 4 pair of speakers;
white $200
GFS-4. Black $150

SLC-505 Straight -Line Controller
,vv switch box with inputs for 2 vat's (with
dubbing capability), aux tape, DAT tuner, and
CD. Level and balance switch; single master

circuit board with copper plating; ground
screw; white $290
SLC-505. Black $160

ACE -515 Line Enhancer
7 AC inputs. 2 switched 3 -prong OW watts
max. I unswitched 3 -prong 300 watts max. 4
unswitched 2 -prong 300 watts max. Protection
reset circuitry. Output amplifiers 10 amps max
per pole continuous, accessories 2.5 amps max
continuous; white $230
ACE -515. Black $180

aki/s/
83 Storage Module
Stackable wooden cube divided into 3 sections
by 2 vertical dividers. Tambour door in front
slides up into top of unit. Each section holds
about 33 LP's (about 99 total per unit). With
optional 12 -slot trays, each section holds 24
compact discs (72 total per unit) or 36 cassettes
(108 total per unit). Single unit can hold 33 LP's
in first section. 24 CD's in second, and 36
cassettes in third. Length and width matches
Atelier components. Black or white $249
B4. As B3; open front; adjustable shelf $169

ALLSOP
Sonic -Enhancement Series

Model 72500 Audio Isolators
Isolates audio components from vibration for
improved sonic performance; 4/pack .. $29.95

Model 51040 CD Protective Stabilizers
Dampens vibration and balances CD; adds a
ridge of protection around circumferance of
CD; works in single and multiple CD players;
24/pack $27.95
Model 51040. As above, 12/pack $14.95
Model 51030. As above, 3/pack $4.99

Audio Cassette -Deck Cleaning Systems

Model 74000 Cassette -Deck Cleaning System
Wet system for autoreverse cassette decks;
cleans heads, capstan, and pinch roller; refill-
able; includes refill kit and storage pouch $19.95
Model 73000. Same as above with storage base
instead of refill kit and storage pouch .. $11.95

Model 71000 Cassette -Deck Cleaner
Wet system for autoreverse cassette decks.
Cleans heads. capstan, and pinch roller; nonre-
fillable $7.95
Model 70000. As above, mini -pack $6.95

Model 71010 Refill Kit
For 73000 and 74000: with fluid, cartridges, and
tweezers $5.95

Model 79100 Universal Cleaning Solution
Audio, video and CD cleaning solution; 2 -oz
bottle on hang card $4.95

Compact Disc Cleaning System

Model 51000 CD Cleaner
Radial cleaning; uses lint -free cotton pads and
solution; gear -driven disc rotation $14.95
Model 51050. Compact disc replacement pads
for 51000 $2.95

AMERICAN RECORDER
TECHNOLOGIES

S -7I I Professional Head Cleaner. Halogenated
hydrocarbon compound; zero alcohol content.
2 oz bottle $7.95

CS -I. Cotton/Swabs; pkg of 100 $2.95

Cassette Cleaners and Demagnetizers

D-501 Tape Head Demagnetizer. Uses DC -DC
converter with 1.5 V power source .... $24.95

D -5I I Wand Demagnetizer. Removes magne-
tism from heads, tape guides and other metal
objects $24.95

C -911B Cassette Cleaner
Dual -reservoir design; runs for 15 sec; 2 pairs of
capstan/roller cleaning pads, one for each cap-
stan position; S-711 is used to dampen reser-
voirs; cleaning pad is made of nonabrasive
woven nylon $14.95
C -912B. Replacement pad kit for above . $3.95
K-161. Pro recorder care kit $35
K -I41. Cassette cleaner w/case $19.95

Compact Disc Cleaners $16.95-$39.95

R. B. ANNIS
Demagnetizers and Magnetometers
Used to register the magnetism in tape record-
er components and demagnetize them when
necessary. The kits include the Han-D-Mag,
pocket magnetometer, a clip -on extension
probe, a set of steel strips, and instruc-
tions $50-$97

APATURE
CL -2-16 Custom Installation Wire. Meets U.S.
construction requirements; 16 guage.
4 -conductor $1.25/ft
2 -conductor $ 60/ft

SP -518 Speaker Cable. Seven -wire rope -type
design; 12 -gauge; 21 pF per foot Si/ft
SP -134. Same as above. I6 -gauge $ 50/ft
SP -87. 18 -gauge wire $ 25/ft

Speaker -Cable Connectors
Dual Solderless Banana. Gold $10.00
Solderless Spade. Gold $4.00
Single Solderless Banana. Gold $4.00
Lock -Notch Solderless Pin $2.50
Single Banana. With Insulator (crimp):
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gold $2.00
Spade. With insulator (crimp); gold $.75
Lock -Notch Pin. With insulator (crimp);
gold $.75

Interconnect Cables
Black Beauty Digital. 8 -conductor silver wire
with Teflon dielectric; shielded with drain
wire $5/ft
Audio/Video 30 Strand. OFC copper with air
dielectric. 19.2 pF $2/ft
Audio/Video 19 Strand. As above, without
shielding $1/ft

Interconnect Connectors
Rainbow RCA. Gold; 5 micronsingle body$5.00
Black Beauty RCA. Gold; strain relief .. $5.00
Solderless RCA. Gold; for AN $3.00
F -to -RCA Adaptor. Gold $2.50
Large RCA. Gold; with insulators $2.50
Female RCA. Gold 5.75

ARCAM
DIN Connectors. DIN-to-phono and DIN -to -
DI N $14.95

AUDIO ACCESS
PX-6 Remote -Control System
Multiroom remote -control system with wall -
mounted controller and handheld remote con-
trol. Features five AN inputs; volume control;
infrared input/output; four, AP/ outputs . $1,000

AUDIO COMMAND SYSTEMS
Model CT -8300 Multiroom Switching Unit
Used as a central switching unit in conjunction
with model 8300 series (see below). Includes all
necessary audio inputs and outputs, AC outlets.
and control circuitry. Options: front -panel face-
plate to act as master system control panel;
speaker or line -level volume control for room
speakers; infared wireless control; spare but-
tons for custom requirements. Available in
rack -mount and non -rack -mount versions.
Black -anodized finish. 19 x 3'/- x II 1/2 in $1,695

Remote -Control Panels
All models are designed for use with CT -8300
switching unit and provide the following fea-
tures unless otherwise noted: master system
power onloff; source select between radio.
disc, and tape: remote select 7 preset radio
stations: remote access to multiplay CD chang-
ers; remote control of autoreverse cassette
decks; control of local room speaker volume
level and on/off; visual status of system func-
tions. Faceplate finishes include brushed solid
brass, black anodized aluminum, clear anod-
ized aluminum, and white laqueur.

Model 8300-3SP. Includes 3 buttons to control
any device within room or home. Price depends
upon pre-existing system layout. 61/4 x 4'/ x 3
in 5695-895
Model 8300-6SP. As above. 6 buttons $695-895

Model 8300 -DV. Has an additional volume con-
trol for additional speakers. 634 x 41/2 x 3 in$750

Model 8300. Only basic features. 41/4 x 41/2 x 3
in $695

Model 8300-EV. Includes an electronic 2 -input
volume control. Price depends on pre-existing
system layout. 41/4 x 4'/ x 3 in 5595-795

Model $300A -DV. Excludes basic features; for
use with panels above. On/off and volume control
of local room speakers; status indicator; addition-
al speaker -volume control. 41/4 x 4'/ x 3 in . $295

Model 8300A. As above without the additional
speaker level control. 23/4 x 41/2 x 3 in $195

AUDIO CONTROL
The Director Speaker -Level Zone Switcher
6 -zone output v, ith independent volume control
over main zone; impedance protected. Dual
input sources available to main zone with si-
multaneous primary sourcing to 5 outlying
zones; bypass switch for main -zone volume
control $299

AUDIO DESIGN ASSOCIATES
IMC-85 Integrated Media Controller
Capable of passing 8 audio/video inputs across
eight audio/video outputs simultaneously; ca-
pable of switching 3 RF inputs across 5 RF
outputs. Features 8 x 8 matrix audio/video
switching; 3 x 5 matrix RF switching. Inputs: 8
stereo audio inputs; input imp > 47,000 ohms;
max input level ±2 V. 8 RCA video inputs; 75
ohms terminated. 3 F -connector inputs; 75
ohms; input level 300 µV to 10 mV ( - 10 to
+20 dBmV). Outputs: 8 stereo audio outputs;
output imp < 1,000 ohms; S/N > 100 dB; FR 0 to
100,000 Hz ±0.25 dB; THD 0.05%; crosstalk
>100 dB; max output level 2 V rms. 51/4 x 19 x
121/4 in; 101 lbs $1,995

AS -I000 Auto Scanalizer
Audio display featuring 10 bands per channel.
Shows peak hold, level input, and max lev-
el $995

ISO -2 Line -Level Isolation Amplifier
Active, differential unity -gain amplifier with
differential input with ground isolation between
the RCA inputs and outputs. Can be used to
eliminate audible hum due to ground loops and
is capable of driving long line -level wire runs. 2
x 3 x 4 in $299

CCS-2 Speaker Source Selector
AC current -sensing device that provides a
switched outlet and allows a pair of speakers to
be used with two amplifiers. Current sensitivity
level is adjustable $299

LLSM-6 Line -Level Audio Switcher
Audio switching device featuring 6 line -level
inputs for both open and closed and switches
between them to 6 line -level outputs. Features
adjustable delay to avoid popping sound. Can
be used to switch common amplifiers from
music preamp to surround -sound decoder. Can
also be used to delay line -level signal from
reaching amplifiers during initial surge. Trig-
gers relay when supplied with 12 V oc ... $299

ACS -2 AC Controlled Speaker Switcher
Allows a pair of speakers to he used with two
amplifiers. AC triggers switching device .. $269

ACC -1M Low -Voltage AC Controller
Power switching device for any component.
Features two grounded; switched outlets and
two control inputs. Allows two separate sys-
tems to share common component. Component
turns on when either system is turned on. Pro-
vides switched AC for local source via low -
voltage control run. Switched outlets get trig-
gered by either of two 3-24 volt AC or DC
inputs $269

CSM-6 Consecutive Power Module
Supplies low voltage to 6 ACC- I M's. one at a
time. Features push -on termination plug. Al-
lows multiple amplifier to be used on one circuit
without overloading circuit during initial surge.
Triggers various ACC- 1 M's when receiving a
I2 -V DC signal $269

System Series
Switching systems for multiroom applications.
Facilitates control of system use from remote
areas.

System 8000
Multisource, multiroom, audio/video remote -
control system covering up to 8 zones per
mainframe. Capable of playing up to 8 sources
simultaneously. Features central and remote
control of source selection; one function con-
trol per source; volume, bass, and treble con-
trol; room off, and system off. LED indicators
give system status. Includes MR -808 integrated
amplifier: works for six rooms $21,158

System Omega
Highly expandable multisource, multiroom, au-
dio/video remote -control system. Capable of
playing up to eight sources simultaneously.
Features central and remote control of source
selection. one function control per source; vol-
ume, bass, and treble control; room off and
system off. LED indicators give system status.
Includes either CR-8A or CR-A integrated am-
plifier; works for six rooms $14.514
Opto-Link Infared Repeater System. Infared re-
peater which can be used with System Omega
and System 8000 $575
CIC-16 Computer Interface Controller. RS -232
interface for System Omega and System 8000.
Includes software. Capable of controlling up to
sixteen zones per unit via personal comput-
er $1,658

System 100
Central audio remote -control system covering
up to 8 rooms per mainframe. Features individ-
ual room on/system on; selection of 8 sources;
system tone controls; record power switch:
room off and system off. From remote rooms
can select one of three sources (2 fixed/I vari-
able); one function control per source; room
volume control; room off and system off. LED
indicators give system status. Includes amp and
preamp; works for eight rooms $5,990

System 699
Highly expandable central audio remote -con-
trol system. Features an all-room-on/system-on
and system -off control from central location.
From remote rooms: room on/system on. one
function control per source, room off and sys-
tem off, and local volume control. LED indica-
tors tell whether room or system is on. Local
source can feed speaker. Operates with any
receiver. integrated amplifer, amp/preamp. and
sources $975

AUDIOPRISM
AudioPrism APPA-8500 FM Antenna
Features'/ -wavelength phased array; 3 switch -
able levels attenuation: 0 -dB, 12 -dB, & 18 -dB; 4
reception positions. Gain 8.1 dB; imp 75 ohms;
connector. Coarse -weave decorator -fabric tube
finish; semigloss black lacquer base $450
Optional hand -rubbed solid -oak base $50

AudioPrism 7500 FM Antenna
Features coaxial, twin -tuned. 1/4 -in -diameter.
pure -aluminum 1 -Pole -configured elements.
Black or beige fabric $190

Ultima Cable
Features 100% Teflon insulation; 100% RI -
shielded cable; OFC, silver -coated wire: preci-
sion -machined connectors with solderless com-
pression fit. 0.5-3 m $160/pr

High -Q 6500 FM Antenna
Indoor FM antenna. Features'/4-wave. C -loaded
design; ultra high -Q design; horizontal, 360 -
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degree omnidirectional; vertical, directional;
direct 75 -ohm F connector $90

PinPoints Spikes
Transfer and eliminate unwanted harmonic vi-
bration and excessive resonance from compo-
nents. cabinetry, and speakers. Support 25 lb
ea.; 4 pack $11

AUDIO QUEST
AQ Sorbothane Big Feet. Set of four 21/2 -in -
diameter. I -in -high vibration -absorbing feet$40
AQ Sorbothane Record Mat. 1/10 -in thick re-
cord mat for turntables; absorbs vibrations
from the vinyl $39
AQ Sorbothane CD Feet. Four 2 -in -diameter.
3/4 -in -high vibration -absorbing feet for CD play-
ers $25
AQ Record Brush. Features one million con-
ductive carbon fibers small enough to enter
record groove of the record $15

CDR -60 CD Stabilizer Rings
Set of 60 adhesive rings designed to stabilize
compact discs and prevent distortion from er-
ror -correction circuitry. Includes locater de-
vice for proper placement on discs $59
CDR -30 CD Stabilizer Rings. Same as above.
set of 30 $35
CDR -6 CD Stabilizer Rings. Same as CD -60. set
of 6 $9

AudioQuiet Sound Paneling. Fiberglass panel
covered in fabric. Any size up to 5 x 10 ft; 54
fabrics available $8.50/sq ft

AQ DM -1004) Phono Cartridge Demagnetizer
Demagnetizes and restores life in most phono
cartridges $80

Interconnect Cable
Lapis Hyperlitz. 6N pure copper strands sepa-
rated by Teflon rods wrapped around a solid
Teflon core. Available with welded gold-plated
RCA plugs or XLR plugs. I -meter pair $450.
Other lengths, add or subtract $300/meter-pair

Emerald Hyperlitz. FPC (Functionally Perfect
Copper) strands separated by polypropylene
rods wrapped around a teflon core. Available
with welded gold-plated RCA plugs or XLR
plugs. I -meter pair $250.
Other lengths $100/meter-pair

Quartz Hyperlitz. Four solid, polypropylene
insulted 6N pure copper conductors. Available
with welded gold-plated RCA plugs or XLR
plugs. I -meter pair $150
Other lengths, add or substract $60/meter-pair

Ruby Hyperlitz. Four soil& polypropylene in-
sulated FPC (Functionally Perfect Copper)
conductors. Available with gold-plated RCA
plugs or XLR plugs. I -meter pair $90
Other lengths, add or subtract . $24/meter-pair

Topaz Hyperlitz. Four solid, polypropylene in-
sulated OFHC copper conductors. Gold-plated
RCA plugs. I/meter-pair $50
Other lengths, add or substract $10/meter-pair

Turquoise Hyperlitz. Four solid insulated OFHC
copper conductors. Gold-plated RCA plugs. 1

meter pair $30
Other lengths, add or subtract .. $6/meter-pair

Speaker Cable
Clear Hyperlitz. Twenty-four spiraled solid,
foam polyethylene insulated 6N pure copper
conductors $50/ft ( + $95/pr. prep)
Green Hyperlitz. Six spiraled Hyperlitz conduc-
tors $25/ft ( + $85/pr. prep)

Cobalt Hyperlitz. Six spiraled Hyperlitz OFHC
copper conductors S15/ft ( + $75/pr. prep)

Midnight Hyperlitz. Twenty-four spiraled solid
polyethylene insulated OFHC copper conduc-
tors $6/ft ( + $50/pr. prep)

Indigo Hyperlitz. Ten spiraled solid. polyethyl-
ene insulated oxygen free copper conduc-
tors $2.50/ft ( + $40/pr. prep)

F -I8. Eight solid OFHC copper conductors in a
flat cable (brown or white) $1.50/ft

Type 4. Four spiraled solid, polyethylene insu-
lated OFHC copper conductors $1.50/ft

Type 2. Two spiraled conductors each with 3
strands of OFHC copper $0.98/ft

F-14. Four solid OFHC copper conductors in a
flat cable (blue or white) $0.75/ft

AUDIOSOURCE
LLC-1 CD Laser Lens Cleaner
Digitally encoded CD with built-in carbon -fi-
ber -impregnated cleaning brush that cleans CD
player's lens $29.95

AUDIO-TECHNICA
AT605 Audio Insulator System
Vibration -damping feet for use under speakers
or turntables to prevent acoustic feedback: in-
dividually adjustable height. 4 pk 540

AT6015 TechniClean
Record -maintenance system cleans record sur-
face and reduces static $26
AT613. TechniClean record -cleaner replace-
ment fluid. Removes dust, dirt, and oily finger-
prints without promoting static. 60 cc .. $4.50

AT6078 Wet/Dry CD -Lens Cleaner
Eight brushes provide cleaning action over en-
tire surface of laser lens. Includes fluid ... $25

AT6090 Rotary CD Cleaner
Mechanical system cleans disc quickly and uni-
formly. Rotary top transfers finger motion via
gears to cleaning rings inside unit. Includes
cleaning fluid $25

AT609 Headshell Wire Set
Upgrades original headshell wiring. Set of 4
color -coded silver Litz wire with gold-plated
connectors $11.95

AT6058 Wet/Dry CD Cl
Squeegee system cleans discs thoroughly with-
out leaving streaks. Includes cleaning flu-
id $11.95

AT607 Stylus Cleaning Formula
Cleaning solution dissolves foreign material on
stylus without harming known stylus adhe-
sives; in bottle with stylus brush $4 95

AUDIO TECHNOLOGY
Model 510B Peak -Response LED Display
Monitors power output from amplifier. Uses
both positive and negative peak detectors.
Measures in I -dB increments around 0 dB
point. Frequency response 20-20.000Hz; dis-
plays attack time 750 -microseconds for 45 -dB
rise to less than 50 microseconds for 20 dB rise;
accuracy V. dB in I dB steps. 71/2 x I x 51/2
in; 2.21 lb $169
Model 511 Peak -Response LED Display. Same
as above but includes peak -hold capability cali-
brated by the user $235

BANG & OLUFSEN
Beolink 7000 A/V Controller
Multiroom 2 -way wireless A/V system controller
with built-in microprocessor. Provides full in-
teractive operation with Beosystem 6500, Beo-
system 4500, and Beocenter 9500; also works
as I -way control with newer B&O AN products.
Automatically configures its controls and dis-
plays to match audio or video source being used
(no extraneous controls); simultaneously dis-
plays complete operational status and provides
helpful prompts. Features touch panels; tilting
motorized operating panel which is raised and
lowered by linear cam; timer programming:
rechargeable long -life NiCd battery and back-
up battery. Polished aluminum and black
glass $1,000

BASF
Ferro Extra I Cassette Case
Cushioned, fully lined vinyl case holds 10 cas-
settes. Features protective shell able to with-
stand temperature extremes of -22°F to
185°F $9.95

BELDEN WIRE AND CABLE
All connectors and adaptors are made by Neu-
kik USA and feature screwless composition: 3-
prong internal strain relief: expanding exterior
boot: 0 -ring design.

3 -Contact Right -Angle Female XLR Connectors
SXLRFBG. Gold-plated; black chrome . $9.43
SXLRFNS. Silver contacts; nickel -plated $9.03

XLR Adaptors
9ADTFFI. Female to female $8.87
9ADTMMI. Male to male $7.93
9ADTFMI. Female to male $7.93

3 -Contact Right -Angle Male XLR Connectors
SXLRMBG. Gold-plated; black chrome . $8.67
SXLRMNS. Silver contacts; nickel -plated $8.34

3 -Contact Female XLR Connectors
9XLRFHD. Silver contacts; nickel/rubber-boot
shell; heavy duty $7.82
9XLRFBG. Gold-plated; black chrome $3.87
9XLRFNS. Silver contacts; nickel -plated $2.00

3 -Contact Male XLR Connectors
9XLRMHD. Gold-plated; stainless shell; heavy
duty $7.60
9XLRMBG. Gold-plated; black chrome $3.45
9XLRMNS. Silver contacts; nickel -plated $2.34

Quarter -Inch Phone Plugs
9PBB001. Long frame; 3 contacts; black pow-
der coated $6.22
9PBRO01. Long frame; 3 contacts; red powder
coated $6.22
9PQ3ONS. 3 contacts; nickel -plated $3.34
9PQ30BG. 3 contacts; black chrome $3.34
9PQ20BG. 2 contacts; black chrome.... $3.01
9PQ2ONS. 2 contacts; nickel -plated .... $2.86

3 -Contact Female XLR Receptacles
9RCPFBG. Gold-plated; black chrome.. $4.34
9RCPFNS. Silver contacts; nickel -plated $3.33

3 -Contact Mak XLR Receptacles
9RCPMBG. Gold-plated; black chrome . $3.72
9RCPMNS. Silver contacts; nickel -plated $3.16

BELL'OGGETTI
Model S-100 Audio/Video Rack
Features metal stand designed to accomodate
complete audio component system; tempered
glass shelves; high -impact thermal finish; holds
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up to 35 -in TV; spins on 360 degree angle;
adjustable in height from 24 -in to 30 -in. Italian
design. Black $1,200

Model B-705 TV/VCR/Audio Rack
Features all -metal construction; tempered glass
shelves; high -impact thermal finish. 36 x 22 x
21'/s in. Italian design. Black $450

Model B-600 TV/VCR/Audio Rack
Features all -metal construction, high -impact
thermal finish. 191/4 x 251/2 x 17 in. Italian
design. Black $300

BENJAMIN
Professional Bulk Tape Erasers 5295-595

Hand -Held Bulk Tape Erasers
Erasers feature momentary switch; I min. on/
20 min. off cycle $39.50-$59.50

Cordless Audio -Cassette Eraser $9.95

BIB
A-639 CD Laser Lens Cleaner. Special disc with
optical -grade cleaning brush $35
A-648 Laser -Disc Polish. Anti -static formula;
removes light scratches. Includes polishing
cloth, storage case $20
A-616 CD Cleaner. Features molded disc tray;
chamois -covered cleaning pad/wheel; cleaning
fluid; disc -eject lever: cleaning brush $20
A-625 Cassette -Deck Cleaner. Auto gear -driven
cleaner. Cleans tape heads, capstans, and pinch
rollers. Includes storage album and cleaning
fluid $16.95
A-636 CD Care System. Includes cleaning fluid,
polish and chamois polishing cloths $14.95
A-640 CD Polish Applicator. Premeasured CD
polish applicator; treats up to 500 CD's $14.95
A-632 Audio -Cassette Care System. Includes
head cleaner, cleaning fluid, and tools to re-
move contaminants $14.95
A-634 Record and Stylus Care System. Includes
antistatic. carbon -fiber brush; stylus -cleaning
fluid $14.95
A-660 CD Storage Strips. Self-adhesive strips
for converting drawers, cabinets, or shelves for
CD storage $14.95
A-621 CD Storage Album. Holds six discs$12.95
A-616RP. Replacement cleaning pad and fluid
for A -6I6 $9.95
A-629 Cassette -Deck Cleaner. With demagnetiz-
er $9.95
A-635 CD Polish. Applies antistatic protec-
tion $9.95
A -61I CD Storage Module. Holds 20 CD's in
jewel boxes; touch release; modular design;
wall or shelf mounting. Two modules $5.95
A-612 Disposable Tape -Head Cleaner. Wet -type
cleaner good for two applications $2.99

BMI
Model 03036 Sportpak
Nylon case with adjustable, removable shoul-
der strap and carry handle; outside zippered
pocket for Walkman -type portables and acces-
sories; holds 36 boxed or 54 unboxed audio
cassettes. Black, blue, gray. and red .. $14.99

Avant/ Series
All Avanti cassette cases have adjustable, re-
movable shoulder straps and carry handles,
have removable hard plastic insert(s), and
come in a range of colors, including blue, gray.
and teal green.
Model 40072. Holds 72 boxed or 108 unboxed
audio cassettes $24.99
Model 40036. Holds 36 boxed or 54 unboxed
audio cassettes $16.99

Model 40016. Holds 16 boxed or 24 unboxed
audio cassettes $11.99

Design 2000 series
Oak -wood cabinets with glide drawers.
Model 25042. 3 -drawer cabinet which holds 42
single or 21 double compact discs $19.99
Model 05042. 3 -drawer cabinet which holds 42
audio cassettes $14.99

BOULDER
Balanced Cables
Gold-plated 3 -pin male to 3 -pin female in
lengths from 6-75 ft $132/pr-$336/pr

Speaker Cables
For use with Boulder power amps only. Also
available with gold spade connectors on one or
both ends. In lengths from 6-25 ft, stacking
banana both ends, co -axial . . $l92/pr-$432/pr.

Interconnect Cables
With gold-plated RCA connectors. 8 -in to 6 -
ft 569-599

BRETFORD
Model 5579 Americana Audio/Video Rack
Features height -adjustable roll -out, removable,
and fixed shelves; full-length glass doors with
wood trim. Accommodates TV's up to 27 -in
wide. Lower storage area contains wire -formed
dividers. Hand -rubbed lacquer finish; slotted
back panel for cable management. Dark/medi-
um/new-black oak. 49Y4 x 46 x 19 in $499

Model 5577 Americana Audio Cabinet
Features height -adjustable roll -out, removable,
and fixed shelves; full-length glass doors with
wood trim. Lower storage area contains wire -
formed dividers. Hand -rubbed lacquer finish;
hidden casters; slotted back panel for cable
management. Available in dark/medium-black
oak. 23 x 47 x 17 in; 88 lb $296

BRYSTON
Switch Boxes
Designed for high -current applications.
4 -Way. With headphone jack $225
3 -Way. With headphone jack $225
2 -Way. With headphone jack $135

BUFF STUFF
CD Saver
Compact disc restorer eliminates audible pops
and clicks caused by light scuffs and scratches
on CD's and videodiscs; 30 -milliliter bottle;
good for dozens of applications; harmless to
plastic coating on CD's $9.95

BUSH
Jamestown Collection
Features golden brown oak finish, solid -oak
dentil molding. raised panel doors and draw-
ers, soft -shaped pilasters, and brass hardware.
AV786. Aiv center. 2 storage drawers; 4
shelves; tempered -glass doors. 50% x 53 x 201/4
in $420
AV763. Ant center. Features 4 -shelf component
area; tempered -glass doors; enclosed storage
area. 481/4 x 53 x 161/4 in $315
A667. Audio cabinet. Features one fixed three
adjustable component shelves; tempered -glass
doors; casters. 471/2 x 221/4 x 161/4 in $190

Furniture Systems Series
With rounded corners, soft -shaped tops, fully
radiused shelf fronts with decorative accent
lines, oak finish, full-length solid -oak door

pulls, cord openings in rear, 72 in.
LI24WS. Wood doors; 151/4 in $180
LI23WS. Open shelving; 151/4 in $150

AVI375 Entertainment Center
Audio/video home entertainment center with 25
x 27 -in Pt compartment; adjustable VCR shelf;
glass -enclosed storage with adjustable shelf;
201/4 -in glass -enclosed audio area with 3 adjust-
able shelves; silk-screen pattern on glass doors
with wood frames. Solid oak and oak laminates
with lacquered finish. Rounded edges; soft
shapes. 491/2 x 471/4 x 19 in. 180 lb $450

AV774 Room Divider/Entertainment Center
2 drawers below TV compartment; 4 adjustable
bottom doors: wooden door handles; rounded
edges on frame; shelving; drawers and doors.
Oak finish. 49 x 691/2 x 151/2 in; 180 lb .... $285

AV760 A/V Center
Tv compartment for 26/19 -in TV; tempered glass
door; 3 adjustable shelves; enclosed space for
accessories; pedestal base; adjustable shelf
above Tv compartment. Oak finish. Soft -
shaped tops and rounded edges $250

B0829 Armoire A/V Center
Designed for bedroom. Features rear -cord ac-
cess; I set of double doors; can also be used for
clothing. Oak finish; wood handles with brass
end caps. 59 x 30 x 203/8 in $280

AI365 Audio Cabinet
22 -in interior glass -enclosed facade with silk-
screen pattern and wood frames; 2 adjustable
interior shelves; hand -stained and chiseled ac-
cent lines: rounded edges and soft -shaped de-
sign. Solid oak and oak laminates with lac-
quered finish. 231/2 x 421/4 x 161/2 in $225

AVM A/V Center
Adv entertainment center. Features space for
several audio components. VCR and Tv; tem-
pered -glass doors; enclosed storage area . $205

A641 Audio Cabinet
TempereC glass door; 2 adjustable shelves;
soft -shaped lift top; 2 -wheel casters $135

Artisan Plus Series

AV1340 Entertainment Center
Sculpted edges and corners; 3 adjustable
shelves, tempered glass door; 3 finished draw-
ers, with lock; oak handles, top and side rails;
for 31 -in TV's $470

A1342 Audio Cabinet
3 adjustable shelves, 1 drawer, tinted glass
doors, hidden casters. 23'/- x 421/4 x 161/2 in$250

V1344 TV/VCR Cart
One drawer. VCR shelf; holds 27 -in rvs; hidden
casters. Oak finish. 22'/- x 281/2 x 201/4 in . $175

Presidential Collection
Cabinets feature rounded edges, and are avail-
able in light oak veneer. Fastening parts are
pre -installed, and panels screw together.

AV2440 Entertainment Center
Features CD disc flip -storage space; adjustable
pull-out shelf for turntable or disc player; 3
adjustable component shelves; drawer for ac-
cessories; recessed doors cover Tv compart-
ment; 2 tempered glass doors cover component
shelves. Fits 20 -in and most 27 -in Tv sets. $550

AV2442 Audio Cabinet
Features CD flip -storage space; pull-out shelf
for audio components; two adjustable interior
shelves; glass doors. 45 x 211/4 x 161/4 in .. $260
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V2444 TV/VCR Cart
One drawer, VCR shelf; holds 27 -in rv's; hidden
casters. Oak finish. 221/2 x 281/2 x 201/4 in . $180

Innovations Collection

AV0410 Entertainment Center
Features tempered, tinted glass doors; 4 -door
storage space; VCR shelf; 3 interior shelves. For
20 -27 -in Tvs. Black $340
AV0810. As above, light -oak veneer $320

V0420 TV Swivel Stand
Features adjustable shelf behind tempered
glass doors; swing -open side panels. Accom-
modates 35 -in TV's. Black $250

A0412 Audio Cabinet
Features pull-out shelf and 3 adjustable interior
shelves; tempered, tinted glass doors. Black
finish. 411/4 x 211/4 x 163/8 in $200
A0812. As above, light -oak veneer $190

V0806 Media Cabinet
Storage cabinet with doors has space for audio
and videocassettes. Features flip -storage rack
for CD's; shelves on interior of doors. Finished
in light -oak veneer. 32 x 23 x 151/4 in $170

A0411 Audio Cabinet
Rounded edges; 3 adjustable shelves behind
tinted, tempered glass; dual -wheel casters. Sat-
in black finish. 211/4 x 411/4 x 161/4 in. .... $170

Ventura Collection

AV2517 Entertainment Center
Features component compartment behind glass
door; 3 adjustable shelves, I fixed shelf; stor-
age behind 2 -door compartment; 2 drawers;
solid -wood door handles. Oak finish $350
AV2617. As above, satin black $350

Harvest Oak Collection
Units feature overhang top, dentil molding,
and brass -finished hardware. Also feature hid-
den storage behind 2 embossed doors.

AV1730 Entertainment Center
3 adjustable shelves behind tempered -glass
doors; doors hide 3I -in TV's $460

AV1710 Entertainment Center
2 adjustable shelves, I fixed shelf behind tem-
pered -glass doors: holds 27 -in rvs $260

Fall River Collection

AV1208 Entertainment Center
Features 3 component shelves, 2 -door com-
partment, I drawer for hidden storage. I VCR
shelf; holds 27 -in Tv.s. Walnut finish $160

American Contemporary Collection

V1006 Media Cabinet
Lockable storage cabinet with 4 shelves, door
panel racks hold over 120 VHS tapes or 300
CD's; designed to fit into an existing arrange-
ment. Oak finish. 351/4 x 20 x 121/4 in .... $130
VI007. As above, satin black finish $130

CALIBRON
The manufacturer offers a fall line of CD,
cassette, and record -maintenance kits: tape -
head demagnetizers, storage units, intercon-
nects and cable $1.99-$38

CANTON
CF -1 Speaker Feet
Set of 8 sound -adsorbing feet for speakers $125

Cantosweep
Record -care brush with antistatic carbon bris-
tles. Removes static charges, dirt particles from
grooves before play $30

Connect Series Switchboxes

Connect 50. Handles one to four pairs of speak-
ers. Features volume controls for adjusting
channels 2 and 4; connections to amplifier out-
put; DIN speaker jacks $125
Connect 20. Switchbox for 1-3 tape decks or 2
decks and I high-level signal source. Features
left/right regulators to reduce signal levels be-
fore recording; 5 -pole DIN jacks $80
Connect 10. Similar to Connect 20 except de-
signed for 1-3 pairs speaker switching. Features
standard DIN speaker jacks $70

Cantolink Speaker Cable
Model 60. 60 -mm $2.74/ft
Model 40.40 -mm $1.52/ft
Model 25. 25 -mm $1.07/ft
Model IS. I5 -mm $0.88/ft

CASE LOGIC
Solid -Oak Racks
Designed to hold cassettes, CD's, and video-
tapes in combination.
DCD-250. Five -level rack holds 250 CD's $100
DCD-150. Three -level rack holds 150 CD's $60

Oak CD Cabinets
OCD-100. Holds 100 discs $60
OCD-50. Holds 50 discs $40

Oak Tape Cabinets
Available in horizontal or stacked construction.
0C-60. Holds 60 cassettes $35

Nylon Cassette Carrying Cases
Cases have foam padding and plastic trays.
Black, grey, red. electric blue, black, teal.
CL -120. Holds 120 tapes $39.95
CL -60. Holds 60 tapes $24.95
PSC-30. Holds 30 tapes; zippered pocket$18.95
CP-30. Holds 30 tapes; zippered pocket $16.95
CIS -30. Holds 30 tapes $14.95
CP-20. Holds 20 tapes $12.95
CL -15. Holds 15 tapes $9.95
CS -14. Holds 14 cassettes singles $6.95
CL -10. Holds 10 tapes $6.95

Nylon CD Carrying Cases
Construction and color selection same as cas-
sette version above.
CD -60. Holds 60 discs $35.95
PSCD-30. Holds 30 discs $24.95
CD -30. Holds 30 discs $19.95
CD -15. Holds 15 discs; pocket $14.95
CD -8. Holds 8 discs $6.95

Plastic CD and Cassette Cases
PD -30. Holds 30 CD's; black $14.95
MC -20. Holds 20 cassettes; available in black.
gray. rasberry $8.95
TCD-30. Holds 30 CD's; black $8.95
1-30. Holds 30 cassettes; black 54.95

Pine CD Cabinets
PCD-I00. Holds 100 CD's; solid pine .. $39.95
PCD-75. Holds 75 CD's; solid pine .... $34.95
PCD-50. Holds 50 CD's; solid pine .... $24.95

Pine Cassette Cabinets
PC -100. Holds 100 cassettes; solid pine $34.95

Accessory Cases
DM -1. For portable CD players $19.95
BP -1. Belt pack/case for personal stereos,
tapes, and accessories. Available in black,
blue, pink $11.95

CATALOG IT
CD Racks
Solid -wood construction. $7.99 ea
Set of 3 $21.95

CELLO
Cables
20 -ft Speaker Harness Cables $250/ea

Adaptors 580-$620

CLIK CASE BY OUTER CIRCLE
PRODUCTS

C-36 Cassette Case
Holds 36 tapes. Polyprom lime. 10 colors . $15
C-16. As above, holds 16 tapes $9

Clik CD Case
Weather -resistant case holds 16 CD's Angled
display; black or gray $13.50

COAST
Audiocassette Cases
AC -I20. Holds 120 cassettes. Adjustable shoul-
der strap/handle. Nylon fabric; red, navy, gray,
black $35.95
AC -60. As above, holds 60 cassettes $19.95
ACP-30. As above, holds 30 cassettes; zipper
pocket for accessories and carry handle $14.95
AC -30. As AC -60, holds 30 cassettes. . $12.95
AC -I5. As above, holds 15 cassettes with wrist
strap. $9.95
AC -10. As above, holds 10 cassettes with
shoulder strap, doubles as a belt. $6.95

CD Cases
CD -60. Holds 60 CD's with adjustable shoulder
strap that doubles as handle. Nylon fabric,
room for 8 double CD's, available in gray,
black $31.95
CD -30. As above, holds 30 CD's with room for
4 double CD's. $17.95
CD -I0. Holds 10 CD's. Nylon fabric, available
in red, gray, navy, black. $9.95

Trays
CDT -30. Has 30 -CD tray for standing or wall
mount $6.95
CT -30. As above, has 30 -cassette tray. $4.95

CREATIVE WOODWORKING
Model 115 Barrister Case
Has framed glass door; holds 43 CD's or 26
audio tapes; price depends on type of wood:
oak, walnut, and teak. 21 x 7 x 10 in . $149-199

Model 120 Rolltop Storage Unit
Rolltop cover; holds 43 CD's. 26 audio tapes, or
10 videotapes; solid oak. 24 x 4 x 5 in $89

Model 140 Stacking Shelf
Holds 51 CD's. 31 audio tapes, or 20 video-
tapes; price depends on type of wood: oak and
walnut. 24 x 4 x 5 in $35-43

Model 170 CD/Combo Rack
Stores compact discs at an angle; racks are
stackable (adhesive strip is supplied); holds 56
CD's. 34 audiotapes, or 20 videotapes; solid
oak. 241/2 x 91/2 x 61/2 in $25

Model 160 DiscFlipper
Holds ten compact discs; price depends on type
of wood: oak, walnut, teak finsh $12-17

Model 150 DiscHolder
Holds I CD; price depends on type of wood:
oak, walnut, teak. 6 x I x 3 in $5-8
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Multimedia Display Cabinets
Prices depend on type of wood selected.

Model 131
Shelves can be adjusted up or down in '/--in
increments; adjustable bookends; holds 300
CD's, 186 audiotapes, or 80 videotapes; oak,
walnut, teak, or cherry. 231/2 x 391/2 x 7'/.
in 5229-289
Model 131UF. Sanded/unfinished version of
model 131 in oak $219
SGD31. Smoked -glass doors for Model 131 $69
CGD31. Clear -glass doors for Model 131 .. $59

Model 130
Like Model 131 in appearance, but smaller;
holds 250 CD's, 155 audiotapes, or 60 video-
tapes; walnut, teak, or cherry. 231/2 x 35 x 71/2
in S209-269

Model 135
Half -height of Model 131; holds 150 CD's. 93
audiotapes, or 40 videotapes; oak, walnut,
teak, or cherry. 231/2 x 20 x 71/2 in .. $129-$169
Model 135 UF. Sanded/unfinished version of
model 135 in oak $119
SGD35. Smoked -glass doors for Model 135 $39
CGD35. Clear -glass doors for Model 135.. $29

CROWN INTERNATIONAL
Plug -In Panel Accessories
The following list is a representative sampling.
Several optional modules are available.

PIP-XOV Crossover
Mono crossover/filter features multiple formats
such as biamping, triamping with 12 dB or 18
dB/octave high/low-pass filters $95

PIP-CLP Overload Detector
Features two female xLR-type connectors;
compressor range 13 dB nominal; input imp 20k
ohms balanced; FR 20-20,000 Hz ±0.2 dB . $75

PIP-FXT Transormer
Balanced -to -balanced transformer with isolat-
ed input from source to amplifier. Features
plug-in panel with female XLICS and 1:1 trans-
formers; center taps of transformers oriented to
accommodate jumpers; one low-pass and one
high-pass filter. 61/4 x x in; 8'/- oz $65

PIP-FMX Bridging Module
Plug-in panel with female -to -male XLR balanced
connectors. Features one low-pass and one
high-pass filter. 6'/N x I% x 31/4 in; 81/2 oz $25

CUSTOM WOODWORK &
DESIGN

Woodmore Series
All CWD Woodmore cabinets are handcrafted
of select hardwood solids and veneers. Avail-
able in natural oak, dark oak, natural Ameri-
can walnut, black oak, pewter (gray), almond.
white and ebony (black) with matching high -
capacity, fully adjustable shelves. All CWD
Woodmore cabinets are modular in design.
Prices vary based on finish.

Magic Lowboy Audio Cabinet
Concealed audio cabinet rises to user height
with remote control. Stores audio equipment in
totally enclosed cabinet $2,700-$3,300

Woodmore Glass -Lid Audio
Includes 2 adjustable shelves, hinged lid, and
casters. 42 x 24 x 19 in $460-$690

Woodmore Lowboy Audio Cabinet
Includes 4 adjustable shelves and casters. 30 x
471/4 x 19 in $4204640

Woodmore Record Cabinet
Includes 4 adjustable shelves, wood veneer/
solid back, and stacking accessory 42 x 471/4 x
19 in $390-$650

Woodmore Audio Cabinet
Includes I adjustable shelf and casters. 21 x 24
x 19 in $210-$350

Software Cabinet
Includes a matching stacking/base rail and five
fully adjustable shelves to accommodate 342
CD's. 84 videotapes, or 198 audiocassettes.
Optional wood or glass doors available. 42 x 24
x9in. S230-$350

Woodmore Audio Cabinet
Includes 2 adjustable shelves and casters. 30 x
24 x 19 in $260-$430

Woodmore Audio Cabinet
Includes 3 adjustable shelves and casters. 42 x
24 x 19 in $330-$550

Woodmore Smallboy Audio Cabinet
Includes 2 adjustable shelves and casters. 21 x
471/4 x 19 in $320-$510

Woodmore Entertainment Table
Finished on all four sides, includes wood base.
16 x 471/4 x 19 in $320-$510

Woodmore Doors
Roll Wood Doors. Made of wood -veneered,
razor -sliced slats, on precision -engineered
wood track. Glides down over cabinet front to
conceal components. $190-$240

Wood Doors, Solid wood with contoured han-
dles and fully adjustable European hinges.

$102-$208

Glass Doors. Bronze tempered glass doors are
available with chrome, black, or gold hard-
ware. $40-$140

Storage Drawers
Large Drawer. Holds open -reel tapes or file
folders. Includes removable hanging file folder
rails. Height is 111/4 in $124-$176
Medium Drawer. Holds up to 120 DAT's, 36
VHS or Beta tapes. Height is 71/4 in $116-$162
Small Drawer. Holds up to 108 DAT's, 90
cassettes. Height is 43/4 in $114-S136
Tiny Drawer. Holds up to 108 DAT's. Height is
31/2 in $110-$134
Storage Rails. Self-adhesive rails for storage of
audiocassettes, videocassettes, or compact
discs $3.80/pr

Accessories
Rack -Mount Kit. Includes wood rails, metal
channels, and hardware to mount five compo-
nents 5104-5118

Speaker Stands. Rigid stands available in 9 -in.
I5 -in, and 30 -in to accomodate wide range of
speaker sizes. Includes stick -on wire ties to
route speaker cables out of sight, rubber feet
for hard -floor applications and nonslip pads for
under speakers 594-5134

Drop -Leaf Door. Wood door drops down for
use as serving counter or work space. For use
with 2I -in Woodmore or on one side of Wood -
more Smallboy 570-592

Slim Cabinet Lights.'/4-in tall incandescent strip
light. Comes complete with matching valance
rail, cord switch, and removable plug. 548-556

Wood -Veneer Backs. Matching oak and walnut -
veneer backs, for use when cabinet interior is to

be highlighted. Available with cut-outs on a
custom basis 542-572

Wood Bases. Matching solid hardwood 13/4 x
in base easily attaches to bottom of any cabi-
net 538-558

Stacking Accessories. Matching solid Y. x
rail easily attaches to the bottom of any cabinet
to be stacked 528-540

Solid Backs. For use with black -oak, gloss -
black cabinets when back with no (or custom)
cut-outs desired 528-536

Fineline Stacking Kit
Ircludes 12 leveling feet, associated hardware.
and rubber bumpers to protect cabinet tops
when stacked. Hardware is included to stack 6
modules $28
Shelf. Additional adjustable audio -width shelf
with hardware $26

Strip Light. A functional strip of light utilizing
"grain of wheat" bulbs. Press -on attachment.
Includes switch $24

Grouping Bases
Entertainment Grouping Bases. Designed to
group two or three 24 -in wide cabinets next to
one another. Other cabinets may be stacked on
top $148-$168

Entertainment -Center Bases. Designed to group
one or two 24 -in wide cabinets on either side of
301/2 -in wide cabinet. Other cabinets may be
stacked on top $148-$168

Hardwood Bases. 13/4 x 3/4 -in solid -hardwood
bases will level and support up to eleven Wood -
more cabinets. Gives individual cabinets ap-
pearance and stability of one-piece wall
unit $116-$136

Outlet Strips
Remote Switched Eight -Outlet Strip
Filtered and spike -protected outlet strip pro-
vides four sets of isolated outlet banks, with
two outlets on each bank. Peak capacity of
13,000 amps; rated current and load handling of
15 amps maximum. Includes lighted remote
switch with 6 foot cable, stick -on wire ties, and
mounting hardware for switch and outlet
strip $160
Duplex Outlet Box. Similar to above, but with
two unswitched outlets for "always on" appli-
cations. Mounts to existing wall outlet. LED
indicators for power on and protection -circuit
operation. Rated current and load handling of
15 amps maximum. High -frequency noise
suppression >30 dB from 5 MHz to
100 MHz $70

Fineline Series
Fineline furniture systems are available in me-
dium oak "Protec" and satin -black oak.

Audio + Video System. Includes one fixed and
one adjustable video shelf, one fixed and two
adjustable audio shelves, record dividers, stor-
age drawer, glass door, and slide -out tray. 421/4
x 49Y4 x 21 in $538
Audio 4- Audio Module. Includes 2 adjustable
shelves, record dividers, glass doors, and con-
cealed casters. 211/4 x 201/2 x 21 in $328
Tall Audio Module. Includes I fixed shelf, 2
adjustable shelves, record dividers, glass door.
and concealed casters. 421/4 x 201/2 x 21 in $300
Short Audio Module. Includes I adjustable
shelf, wood door, record dividers, and con-
cealed casters. 2I'/4 x 201/2 x 21 in $224
Software Cabinet. Includes an integral stacking
base and five fully adjustable shelves. Cabinet
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can accomodate 282 compact discs. 68 video-
tapes. or 168 audio cassettes. Dimensions: 421/4
x20'/ x 7 in $159

DAY SEQUERRA
Day Sequerra FM Urban Antenna. Half -wave-
length, shunt -fed design: said to reduce RF noise
and multipath distortion $285

DB SYSTEMS
DBP-12X Audio Cable
10 -meter length of low -capacitance (400 pF)
interconnect cable: gold plugs $95
I -meter length $49

Gold -Plated Connectors
DBP-I3JR. 1/4 -in gold-plated phono jacks (8
pk) $29.95
DBP-I3PM. Gold-plated phono plugs. 4 red. 4
black $29.95
DBP-9AU. Banana plugs. 8 gold-plated, solder -

$24.50
$19.95
$17.95
$17.95
$17.95

jacks (8
$15.95
SI2.95
$12.95
$12.95
$5.95

less

DBP-I3PX. Phono plugs (2 pk)
DBP-13P. Phono plugs (8 pk)
DBP-9P. Dual banana plugs (2 pk)
DBP-9J. Dual banana jacks (2 pk)
DBP-13J. 1/4 -in gold-plated phono
pk)
DBP-I5. Y -Adaptors (2 pk)
DBP-16. I2 -dB input attenuator
DBP-17. Phono coupler (2 pk)
DBP-14. Spade lugs (8 pk)
DBP-9H. Banana handles. 4 red. 4 black $3.50

DBP-I0 Phono Alignment Protractor
Measures lateral tracking error of phono car-
tridges to within 0.25 degrees: with case $29.95

DBP-CK Cramolin Audio Kit
Dissolves corrosion and prevents oxide forma-
tion on connectors $19.95

DBP-VSP Voltage -Spike Protector
Plug-in power -line adaptor limits voltage
surges $14.95

DBP-SC Souther Clever Clamp
Lightweight, clear record clamp. 23 g $15

dbx
Model 400X6 Remote Selector
Rack -mountable powered switching box has
inputs and outputs for 3 sound processors. I

noise -reduction unit, 3 tape decks. Dubbing can
be interrupted by sound processors and/or en-
code -side of noise -reduction unit. Illuminated
push buttons show program route $299

DENON
RC -615 Room -to -Room Remote Control Kit
Enables any infrared remote -controlled audio
or video equipment to be operated remotely.
Basic system includes the RC -616 retransmit-
ter/power supply. RC-6I7S stand-alone sensor.
and RC -6I8 subtransmitter with 100 feet of
cable. Other pieces optional $200
RC -617W. Wall -mount sensor $40
RC -6175. Stand-alone sensor $45
RC -618. Subtransmittcr $20

RC -605 Programmable Remote Control
130 programmable keys: stores signals of other
remote controls $120

DENNESEN
ELECTROSTATICS

Sound Tracter
Phono-cartridge alignment protracter; gives

distance and offset angle of stylus $110
Pivotram. Locates proper spot for tonearm
mounting. Made of aircraft aluminum. I lb$100
Polaris FM Antenna. Passive indoor FM anten-
na. Includes coaxial cable. 18 x 2 x 2 in; I lb$40

DESIGNTECH
Soundwedge
Automatically lowers stereo's volume when
phone rings: runs on 9 V -battery $30

DISCRETE TECHNOLOGY
Diamond Reference Speaker Cable
Uses 8 individual cables made of both multiH-
gauge and multistranded silver-plated OFC con-
ductors per run: Teflon insulation: with oxy-
gen -free spade lug. 6-12 ft $1,000-$1.750

Platinum -Plus Speaker Cable
Uses 7 individual cables for each speaker; fea-
tures spiral twist: protective braided tubing:
silver-plated OFC conductors: assembled by
hand: minimum of 30 amperes DC current han-
dling capacity. 6-12 ft $650-$ I .010

Dreadnaught Speaker Cable
Made with pure silver-plated, oxygen -free cop-
per wire. Each cable consists of two cables with
total of 20 multigauge individually insulated
solid conductors. 6-12 ft $321-$524

Diamond Interconnect Cable
Made with 4 multistranded OFC conductors per
tube and 2 Teflon tubes per cable with external
pure -silver shield wire. 0.5 m -I0 m . $270-$840

Power Bridge AC Line Cable
Filters broad -band RF from being fed back into
the AC lines and then into other components.
20 silver-plated oxygen -free conductors: PVC
jacket; 2 -prong male plug. 6-20 ft .. $1704400

3I2C Speaker Cable
Phase -aligned multigauge speaker cable. Fea-
tures silver-plated copper inner conductor; Tef-
lon insulation: spiral twist. 6-25 ft .. $1504387

Platinum Interconnect Cable
Made with pure -silver. multistranded. braided
shield and pure silver-plated oFc inner conduc-
tors.
RCA 0.5 m -I0 m $135-$420
XLR 0.5 m -I0 m $458

Satin Interconnect Cable
Made with oxygen -free copper wire and fea-
tures Teflon insulation.
RCA 0.5m-10 m $68-$209
XLR 0.5m-10 m $103-245

CL 2P Interconnect Cable
Made with oxygen -free copper wire and fea-
tures Teflon insulation.
0.5m -10m $16 25-$107

The Lug Speaker Connector
High-performance lug for use with speaker ca-
bles. Features oxygen -free long -molecular cop-
per plate with conductivity -enhancing alloy: 35°
angle; color coding $7

DISCWASHER
DiscKit Record Care System
Contains D4 + record -care system. Zerostat
antistatic instrument. SC -2 stylus -care system
housed in DiscOrganizer $60

Zerostat-3
Antistatic instrument neutralizes static charges
on virtually any surface; works by showering

surface with millions of positive and negative
ions $30

CDL2 CD Laser -Lens Cleaner
Safely removes contaminants from CD player's
laser lens with wet/dry cleaning action. In-
cludes 10 ml. CDL2 cleaning solution, cleaning
discs, and one replacement pad $28
Discwasher CDL2 CD Laser -Lens Cleaner Refill
Three replacement wet/dry cleaning pads and
10 ml. CDC cleaning solution in blister pack-
age $4.99

Discset
Essentials of record and stylus care; includes
D4 + record -care system. SC -2 stylus -care sys-
tem in milled walnut base $25

Discwasher Compact Disc Cleaner
CD cleaning unit. CD -I cleaning fluid. cleaning -
pad grooming brush, and replacement cleaning
pad. 14 oz $19.95
CD -I. 6 -oz. fluid refill $10.95
Compact Disc Cleaner Refill Kit
Two self-adhesive replacement pads and I -

ounce refill of CD -I fluid $6.95

CD Storage System
Lightweight, durable unit stores up to 20 CD's
in jewel boxes. Can be wall mounted. 6 x 2 x
141/4 -in $19.95

D4+ Record -Care System
Remove contaminants without reducing record
fidelity. Consists of D4+ fluid that lifts, sus-
pends contaminants; soft -fiber pad with hand-

milled walnut handle to remove debris and dry
record; DC -I pad -cleaner brush $16.50
16 -oz replacement fluid $16.95
6 -oz replacement fluid $9.95
1.25 -oz replacement fluid $2.50

Discwasher CD -2 Polish and Scratch Remover
Removes minor scratches and blemishes from
CD surface. Includes I oz. CD -I fluid. I oz.
CD -2 polish. 6 applicator swabs, and 4 polish-
ing wipes in blister pack $12.95

CD Storage Unit
Holds 10 CD's $12.95
Holds 5 CD's $8.95

SC -2 Stylus -Cleaner System
Includes scientifically safe cleaning fluid, preci-
sion nylon -fiber brush designed to safely re-
move stylus contamination. Brush has stylus -
inspection magnifying mirror $8.50
SC -2 refill fluid $2.50

D'Stat II Mat
Turntable mat reduces static charges on con-
tact; provides cushion to reduce sonic, me-
chanical feedback between record and turnta-
ble platter $8.50

CD Replacement Jewel Boxes. 2 -pack ... $3.99

V.R.P. Record Sleeves
Scratch -free record liner sleeves that prevent
static -charge buildup during record storage and
removal from sleeve. Super -smooth surface
will not ooze plastic additives onto record; 10-

pack $3.50

Cables
Gold -Ens Speaker Cables
3(1 -ft speaker cable with oxygen -free copper.

Abbreviations used within this
buyers' guide are explained

on pages 239-245.
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Features clear. Pvc-jacket; polarized and color -
coded connector ends. 14 gauge $29.95
16 gauge $18.95

Gold -Ens A/V Cables
Provides ultra -low capacitance with heavy
gold-plated connectors and molded nylon insu-
lating sleeves.
2 -meter triple strand $23.95
1 -meter triple strand $21.95
5 -meter double strand $19.95
4 -meter double strand $17.95
3 -meter double strand $16.95
2 -meter double strand $15.95
1 -meter double strand $13.95
0.5 -meter double strand $12.95

Gold -Ens Interconnect Cable
Double -strand RCA -style cable with gold-plat-
ed ends and pure -copper conductors. Available
in both 2- and 3 -strand sets from 0.5 m to 5
m $12.95-$23.95

Tape -Deck Accessories

Discwasher DAT Cleaning Cassette
Safely removes tape oxides and contaminants
from delicate DAT tape deck components and
tape path. Includes custom storage case $29.95

D'Mag Cassette Deck Demagnetizer
Demagnetizes tape heads, capstans, and entire
tape path. Requires no batteries or power
cords $19.95

Discwasher Tape -Deck Care Set
Includes Perfect Path cassette head cleaner and
C.P.R. capstan pinch roller cleaner $12.95

System II Cassette -Care Kit
Nonabrasive dry -fiber matrix tape safely re-
moves dust and oxide buildup on heads and
along entire tape path. Capstan, pinch -roller
cleaner with an advancable fiber -grid surface
and specially formulated fluid removes tacki-
ness and contamination. With carrying case. 4
x 21/2 x 01/2 in $11.95
System II. As above w/o carrying case $11.95

C.P.R. Capstan/Pinch-Roller Cleaner
Cleaning system for cassette decks designed to
safely scrub pinch rollers. capstans with clean-
ing fabric and harmless fluid $8.95
C.P.R. fluid refill $1.95

Perfect Path Cassette Head Cleaner
Nonabrasive -dry cleaning system for cassette
decks. Designed to remove oxides and gummy
residue: cleans along tape path and on tape
heads $5.95

DYNASOUND ORGANIZER
45000 Storage System. Holds forty-five compact
discs. twelve videotapes, or thirty audio cas-
settes. Satin gloss finish. 19% x 17% x 131/2 in.
20.8 lb $34.99

45100 CD Browser
Storage tray holds 30 compact discs. Con-
structed of high -impact plastic resin with gloss
finish $12.99

Carry Cases 56.99419.99

ELECTRONIC SPECIALISTS
ISO -17 Power Isolator
Spike and surge suppression, background pow-
er -line -NR. Four isolated channels, each chan-
nel handles 1.000 watt load. 5-yr warran-
ty $291.95
ISO -IS. As above, two isolated channels . $238

ESOTERIC AUDIO
Speaker Connectors

T-Lok Speaker Connectors
Does not require crimping tools: 24k gold plat-
ing: color band polarity identification. Avail-
able in single -banana or dual -banana construc-
tion $22/pr

Inter-Lok Speaker Connectors
Does not require crimping tools: 24k gold plat-
ing: interchangeable tip for banana, and bi-pin
design. For 11-15 guage wire. 4 pk $25 pack
Inter-Lok XL As above, for 5-8 guage wire. 4
pack $32

Ultra -Cable Series Speaker Cables

Premier
Expanded twin symmetry 5 -wire network.
1.200 strands, oxygen -free -copper $2/ft

Signature
Expanded twin symmetry 5 -wire network. 600
strands oxygen -free -copper $I .10/ft

Reference
Standard twin symmetry 5 -wire network. 520
strands pure -grade copper $ 85/ft

Interconnect Cable

Technology 3
Oxygen -free -copper windings, with Teflon,
free -air. and air -cellular polypropylene dielec-
trics. 24 -karat, gold-plated locking RCA con-
nectors $100/1m pr

Technology 2
250 -strand enamel-litz center conductor. Oxy-
gen -free -copper windings, 5 -wire network. Tef-
lon. free -air, and air -cellular polypropylene di-
electrics. 24 -karat, gold-plated locking RCA
connectors $100/1m pr

Ultra -Path 2 +2
8 guage with 1.200 strands oxygen -free -copper
in polyethylene $4/1m pr

EUPHONIC TECHNOLOGY
AP -4 Power -Line Filter
Patented, four -channel isolating power -line fil-
ter and surge/spike suppressor for audio com-
ponents. Features four independent channels of
AC power; each filtered output channel atten-
uates RFI and EMI by 70 dB: surge/spike suppres-
sion circuitry has better than I picosecond
response time: peak spike current 39.000 surge
amps: energy dissipation 413 surge joules for 20
p.sec, 280 surge joules for I millisecond: han-
dles up to 1.875 W (1.550 W/ch max); construct-
ed of heavy gauge steel. Black finish. 17 x 31/2 x
10 in: 10 lb $549

EXPRESSIVE TECHNOLOGIES
IC -1 Interconnect Cable
Balanced component interconnect featuring ca-
ble grounding system: 2 -ft pr $345
Additional ft $70

GENEVA
The manufacturer offers a complete line of
system -maintenance accessories, storage
units. and cables $2-$112

GOLDSTAND
All Goldstand speaker stands come in satin
black -lacquer finish, and include de -coupling

pads which sit between the bottom of speaker
and top of the stand. Available in single- and
multiple -pedestal format $25/pr-$175/pr

GUSDORF
Model 5945 Audio Cabinet
Features oak moisture/scratch-resistant finish:
lift -up top; 3 shelves: push -to -open tempered
glass doors. 431/2 x 19 x 15Yx in $230

Model 4440 Formula Speaker Enclosures
Speaker enclosures featuring dark -oak finish
and adjustable shelf to accommodate speakers
up to 39 x 191/2 x 21'1 in. Matches Model 445()
entertainment center $210/pr
Model 5901). Similar to above except in light oak
with solid -wood trim; matches Model 5950 en-
tertainment center and 5945 audio rack. Holds
speakers up to 381/2 x 211/4 x 14 in $240/pr
Model 6600. Similar to Model 5900; matches
Model 6550 entertainment center. Holds speak-
ers up to 38 x 191/2 x 14 in SI 80/pr

Model 4572 Audio Cabinet
Ready -to -assemble cabinet: tempered glass
doors with magnetic catches; lift -up top for
turntable: hooded dual -wheel casters; 2 adjust-
able upper shelves, I fixed lower shelf; remov-
able record dividers. Oak finish. 151/4 x 181/4 x
371/4 in $108

Model 3370 Audio Cabinet
Ready -to -assemble cabinet featuring chrome
trim; tempered safety -glass doors with magnet-
ic catches; lift -up top for turntable; concealed
casters; two adjustable shelves. Tools, hard-
ware. and instructions included. Black finish.
39 x 19 x 18 in $159
Model 3375. Similar to above, except in oak
finish $149

Model 6503 Storage Cabinet
Ready -to -assemble cabinet; magnetically se-
cured plank doors with key lock; shelves an-
gled to keep tapes secure; holds up to 200
videotapes or 300 audio cassettes and 500
CD's. 141/4 x 25 x 461/2 in $180

HEYBROOK BY D'ASCANIO
AUDIO

TPS Power Supply
Two-way electronic speed switcher with volt-
age line stabilizer and filter. For use with Hey -
brook turntable or others using synchronous
motors. 2 x 41/2 x 9 in; 4 lb $249

HBS-3 Speaker Stand
For stable, rigid support. 4 adjustable pointed
spike feet on top and bottom. 13% x 10 x 11%
in; 181b $139/pr
HBS-1. Similar to HBS-3. IS -in tall $179/pr
HBS-P5. 20 -in speaker stand $129/pr

WB-2 Wall -Mount Speaker Stand
Features facilities for bolts: black finish; 9 x 9 -
in mounting area for speaker: 9 x 8 -in wall -
mounting area $100

P-35 Speaker Stand
For stable, rigid support. 3 legs with adjustable
spikes top and bottom. 18 -in height .... $99/pr

HILL PRODUCTS
Various -storage units 520-$79

HI -PRO -TECH
ldentadisc H.D. CD Protecter
System for impressing identifying marks on
CD's. Features warning labels for CD boxes,
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car windows, and CD players; registration in
national reporting system $90
Identadisc. As above, for small collections $50

INOUYE ENTERPRISES BY
ARTECH ELECTRONICS

Synergistic Power Supply
Features on/off switch; high -current power
cord; 1,800-W capacity; external resettable cir-
cuit breaker; user -replaceable transient -protec-
tion fuse; nonaluminum chassis with baked ep-
oxy finish; double -sided, mil spec., glass epoxy
circuit board; low insertion loss; low output
impedance; reduces normal and common -mode
noise; instantaneous response to high voltage
and high-energy transients. Visual indication of
transient protection circuitry status. 5-yr war-
ranty $750

JASCO
HE+ One Control VIII Universal Remote. Con-
trols 8 devices. Upgradable $128
HE + One Control IV Universal Remote Con-
trols 4 devices $77
HE+ FM Booster. Reduces multipath distor-
tion, amplifies weak FM signals. Omnidirection-
al or directional $50
HE+ Roll -Top Drawer Storage Units. Oak ve-
neer and black finishes. Available in 36 and 72
count $13.49-40
HE+ Compact Disc Storage Racks. 30- or 60-
count capacity. Woodgrain or black finishes$25
HE + Total Audio Maintenance System. Fea-
tures antistatic carbon fiber record brush; sty-
lus cleaning fluid with brush; wet audio clean-
ing cassette; tape -head cleaning fluid $22
HE+ Audio Cassette Racks. Wood -grain finish;
36 and 72 count $13.99-22
HE + Drawer Storage Units. Stackable audio
storage cabinet in 36 or 42 count. Oak -veneer
finish $12.99-13.49
HE+ Audio Storage Cabinets. Stackable front-
drawer cabinet hold up to 36 cassettes. Oak-
veneer or black finishes $10.49
HE+ CD Flip File. CD storage system features
oak construction, adhesive pads. Hold up to 32
CD's $8.99

JvC
RMS1 Programmable Remote Control
Able to learn commands for 11 components.
Features touch -sensitive LCD panel; program-
mable menus $250

KENWOOD
RC -I00 Programmable Remote Control
Universal wireless remote with control keys for
Kenwood components. Learns commands
from other manufacturer's remote controls; 58
programmable keys $79

LB -4. Rechargeable battery for portable CD
players $25
NB -3. Rechargeable battery for portable CD
players $20

KIMBER KABLE
Interconnects $68/pr-$650/pr

Speaker Cabk $1/ft-$ I 80/ft

KINETIC AUDIO
Cabinets
Furniture -styled equipment/record/tape cabi-
nets. Stackable with adjustable -height shelves
or rack rails; walnut -veneer over particleboard
side panels.

EC -XL. 48 x 21 x 18 in. Features Plexiglas door
and black dual -wheel casters $500
EC -L. 48 x 21 x 18 in $300
EC -M. 38 x 21 x 14 in $200
EC -S. 24 x 21 x 14 in $150

Speaker Stands
Straight or tilted speaker stands feature dual-
angle up/down adjustability and black -satin fin-
ish.
S -L. Large $250/pr
S -M. Medium $200/pr
S -S. Small $175/pr

Stereo Amplifier/Line-Level Control
For bi- and multiamp applications; 10,000-
25,000-50,000 ohm imp. Features phono jacks;
connectors; mounting hardware $150

Stereo Amplifier/Speaker Selector
Switches 2 stereo amplifiers into single pair of
speakers or 2 pairs of speakers from single
stereo amplifier $150

KOETSU
All cable can be made to custom lengths.

SF -I0 Interconnect Cable
Shielded, 2 -conductor cable with male RCA
phono plugs. 0.3m-1.5m/pr $200-$450
SF -20 Interconnect Cable
Shielded, single -conductor cable with male
RCA phono plugs. 0.3m-1.5m/pr $188-$350
Speaker Cable $17/ft-$87/ft

LASERLINE BY CREATIVE
POINT

CD Storage Units $9.95460
Cassette Storage Units $20440

THE LAST FACTORY
SC012. Full-size bottles of SF100 and SF200 in
combination kit $39.95
SCO23. Full-size bottles of SF200 and SF300 in
combination kit $34.95
SF010 #10. Tape preservative $29.95
SL123. Trial size of SFI00, SF200. SF300 in
combination kit $24.95
SF900 #9. Interlast tape -head treatment $24.95
SF200 #2. Record preservative $23.95
SF100 #1. Extra -strength record cleaner$21.95
SF500 #5. Stulast stylus treatment $19.95
SF300 #3. All-purpose record cleaner $15.95
SF400 #4. Stylus cleaner $13.95

LEBO
Voyager Carry Cases
Voyager -series nylon carry cases are water
resistant and suitable for a variety of personal
accessories. Features include zippered open-
ings; padded construction; adjustable straps.
Various colors are available $7.95-$36

Storage Cabinets

Model 58120 Oak Storage Unit
Oak storage unit for 120 regular CD's or 60 twin
CD's. Features horizontal viewing for easy se-
lection. Solid oak with hand -rubbed finish . $67

Model 58860 Oak Storage Cabinet
Oak roll-top cabinet for 60 CD's. Features sol-
id -oak and oak -veneer with hand -rubbed fin-
ish $67

Model 58900 Oak Storage Cabinet
Oak roll-top cabinet holds 51 audio cassettes.
Features solid -oak and oak -veneer with hand -
rubbed finish $56

Model 58090 Oak Storage Unit
Holds 90 regular CD's or 45 twin CD's. Solid -
oak with hand -rubbed finish $56
Model 58060. As above, oak storage unit for 60
CD's or 30 twin CD's $45

Model 58290 Oak Storage Unit
Oak storage unit holds 90 audiocassettes. Solid -
oak with hand -rubbed finish $45

LESLIE DAME
CD Storage Units

CD-576KD Storage Unit
Solid -oak combination CD and audiocassette,
videocassette storage unit. Holds 576 CD's or
345 audiocassettes in any combination, 56 vid-
eocassettes on 2 top tiers $179.95
CD-260KD. As above but with 260 CD'sor 160
audiocassettes in any combination. Holds 20
videocassettes on top tier $80
CD-260KDB. As above, in black $79.95
CDV-80KD. As above, but with 80 video cas-
settes, 212 CD's, or 128 audiocassettes in any
combination. No top tiers $79.95
CD-150KD. As above, 159 CD's or 96 audiocas-
settes, 20 videocassettes on top $49.95
CD -100A. As above but with 106 CD's or 64
audiocassettes $39.95

23096 CD Storage Rack. Oak -grain -finish CD
rack holds up to 96 CD's. Stackable $50
23860. As above, with solid -teak unit with tam-
bour door, holds 60 CD's $50
CD -232 CD Storage Unit. Deluxe solid-oak
wood, handcrafted finish, stackable, lazy-Su-
san construction. Turns completely around.
Holds 32 CD's $42
CD -236 CD Storage Unit. Deluxe handcrafted
solid -oak, stackable to 72 pieces, holds 36
CD's $40
CD -48 CD Storage Unit. Solid -hardwood con-
struction CD storage unit. Holds 48 CD's.
Stained and lacquered finish $37
23064 CD Storage Rack. Oak -grain finish rack
holds up to 64 single CD's or 32 twin box CD's.
Stackable $37
23760 CD Storage Rack. Solid -teak rack holds
up to 60 CD's $34
CD -20 Deluxe CD Case. CD carrying case holds
20 CD's $28
23836 CD Storage Unit. Solid -teak unit with roll
top; holds 36 CD's $28
CD -24 CD Storage Unit. CD storage unit of
solid -hardwood construction. Handcrafted.
stained, and lacquer walnut finish. Holds 24
CD's vertically $25
CD -60 CD Storage Unit. 3 -drawer deluxe wal-
nut woodgrain finished cabinet holds 60
CD's $25

CD -48E CD Storage Unit. Plywood construc-
tion. Holds 48 CD's vertically $22
CD -40 CD Storage Unit. 2 -drawer, deluxe wal-
nut-woodgrain finished cabinet holds 40
CD's $17.95
CD -24E CD Storage Unit. Vertical unit; ply-
wood construction. Holds 24 CD's $12.95
CD -10 CD Storage Unit. Holds 10 CD's; 4 sides
interlocking design; wall/shelf mounting or free
standing $3.95
CD -12 CD Storage Unit. Dual unit holds 12
CD's or 6 doubles; 4 -sided interlocking plastic
modular design; wall/shelf mounting or free
standing $3.95

Cassette Storage Units $12.95-40

Cleaners
CD -21I. CD cleaner $9.95
TA -79. For head and capstan. Wet/dry $5.95
TA -39. Audio head and capstan cleaner $4.95
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MADISON FIELDING

The t011owing components are designed for
multiroom A/V systems.

MC 1000 Multiroom Controller
Can connect up to 12 rooms/areas; up to 8
amplifiers. 2 FM tuners, 2 CD players, 2 tape
decks, I phono, 3 video (one main -two local).
19 x 3'/ x 14'/4 in. Includes AS 1000 audio
selector with digital remote control. 111/4 x 3 x
111/4 in.
12 rooms $5,190
8 rooms $3,990
6 rooms $3,600
4 rooms $3,200

TT7 Table -Top Control
For use with MC 1000. Featues 7 inputs; 31
commands. Includes a lacquer custom box. 3 x
1/4 x 5 in $500
TT4. As above but with 4 inputs and 28 com-
mands $450

WP7 Wall Plate Control
For use with MC 1000. Features 7 input wall
plate; 31 commands. 61/4 x 41/2 in $470
WP4. As above but with 4 inputs and 28 com-
mands $400

Cables
CLI2 Room Control Cable
6 pair 22 -gauge; 12 -conductor cable. 9 conduc-
tors required; 3 spare $725/1,000 ft
1C9 Interconnect Cable. DIN plugs 9 foot .. $75
106. As above. 6 foot $65

M&K
Satellite Speaker Stand
Stand for M&K satellite speakers. Allows for
permanent attachment of satellite to stand.
Walnut. oak, black or black oak finish $135/pr

MARCHAND
PSI I Power Supply. Dual 40 -volt power supply
with up to 2 amps of current per output .. $105

PSIO Power Supply. Dual 15 -volt power supply
with 250 mA of current per output $45

MAXELL
Demagnetizer
HE -44. Electronic demagnetizer $30

Head Cleaners
R -CL. DAT head cleaner $12.99
RCT. Dry head cleaner $3.59

Cassette Boxes
P -Case. 3 replacement cassette boxes . . $1.49

MCINTOSH
Component Cabinets
L 62. Hand -rubbed, polished walnut -veneer
cabinet for units with 57/x -in high front panel.
16 lb $140
I. 60. Hand -rubbed, walnut -veneer cabinet for
compact components. 11 lb $119
1. 52. Walnut -veneer cabinet for units with 51/4 -
in high front panel. 16 lb $89
1 54. Walnut -veneer cabinet for units with 71/4 -
in high front panel. 17 lb $89
1 50. Walnut -veneer cabinet for compact com-
ponents. I I lb S69

MEMOREX BY MEMTEX
CP8 Universal Remote Control
Learns functions of eight remote controls. Fea-

tures patented sequencing operation that per-
forms multiple remote commands with one
touch; time/day-of-week clock; booster for
more powerful signal; back -lit liquid -crystal
display panel $79

Electronic Tape -Head Demaganetizer
Battery -powered demagnetizing system. Elimi-
nates residual magnetism from heads in cas-
sette deck. Works in less than I sec . $25
Auto Lighter DC Power Adaptor
For powering battery -operated radio, tape
player, or personal portable through car lighter
socket. Features 6 plug types; 5 voltages; 2
polarities $15

CD Cleaner. Includes cleaning solution; pad;
bristle brush; storage case $15

CD Player Dustcover. Vinyl dustcover with
clear front panel. Available in medium (14 x
12.5 x 3 in) and large (18 x 14 x 3 in) sizes .. $6

Graphite Filament Record Cleaner
Cleans and neutralizes static electricity. Uses
electrically conductive graphite microbristles
that reach into bottom of record grooves ... $6

FM Dipole Antenna
Features folded dipole design; optimum wave-
length for FM radio $2

Tape and Record -Care Products
X -CD. Cassette head cleaner/demagnetiz-
er $6.99
Record care kit $5.99
Cassette cleaning Kit $2.99
Record cleaner $2.99
Record cleaning fluid $2.69
Cassette head cleaner $1.89

Headphone Accessories
Infrared Cordless Headphone Adaptor. AC
powered transmitter and battery -powered re-
ceiver provides cordless reception for head-
phones with mini -plug jack $70

Headphone Extension. 20 -ft lightweight stereo
extension cable $6
Y -Adaptor. Dual -headphone adaptor $3
Mono Adaptor. Mono adaptor for stereo head-
phones $2

MISSION
Cyrus Isoplat. 1/4 -in MDF isolation platform for
CD players and solid-state (Cyrus One and
Two) or tube amplifiers. Steel -cup terminated
sorbothane feet. Nextel grey finish $79 ea
Cyrus Speaker Cable. 0.95 -mm solid -core OFC
cable: polypropylene and polyurethane insula-
tion $3/ft
Mission Speaker Cable. 690 -strand OFC cable;
polypropylene insulation $2/ft

MIT
Speaker Cable

MH-750 CVT Shotgun Terminators
8-45 ft S$3,900/pr-$6,900/pr

750 CVT
8-45 ft $2,400/pr-$5,400/pr
MH-750E
8-30 ft $795/pr-$2,465/pr
MH-750SG Shotgun Series
8-25 ft $%5/pr-S2.105/pr
Music Hose
8-30 ft $45041,320/pr
WBT banana/WBT banana $392
Spade/WBT banana $196
Biwire jumpers on speaker cable end $140

PC -Squared PC -18
8-20 ft $185-$390/pr
Bulk $8.50/ft
Custom term bananas $85/pr
Custom term spades or pins $50/pr
Banana term $35/pr

Zapeord
8-20 ft $98-S195/pr
Bulk $3.95/ft
Bananas on both ends $69
Spades or pins to bananas $52
Spades or pins on both ends $35

Interconnect Cable

MI -3301M1.500 CVT Shotgun Terminators
1 m-35 ft $1,700/pr-$3,675/pr
MI.330SG Shotgun
0.5 m-50 ft $460/pr-$3,730/pr
330SG/S00SG CVT
1 m-35 ft $ I ,100/pr-$3,075/pr
Balanced Proline
0.5 m-30 ft $310/pr-$1.590/pr
Custom lengths $24/ft
Custom term $ I 50/pr

MI-330/MI-500 Interconnect Cable
0.5 m-25 ft $125/pr-$730/pr
RCA's $30/pr
Custom lengths $12.75/ft
Custom term $78/pr

Zapcord Interconnect Cable
0.5 m-25 ft S125/pr-$180/pr

PC -Squared PC -2
05. m-2 m $70/pr-S140/pr
Bulk $7.75/ft
RCA's $10/pr

Connectors
WBT bananas load & source $392
Fischers-amp end MH $ I 70/pr
Tonearrr box $170
RCA to IILIt $110/pr
CAMAOCAMAC $110/pr
WBA RCA/CAMAC $85/pr
WBA RCA $62/pr
RCA/CAMAC $55/pr
%LB to %CR $55/pr
Flex section $35/pr

Finyl Optical Impedance Matching Fluid
Treatment said to enhance playback of CD's.
Treats approximately 200 CD's; kit contains
dispenser bottle, white paper, support ring,
buffing pad, and jewel -case stickers $30
Refill kit $22

MITSUBISHI
M -X2541 Programmable Remote Control
Wireless remote can control 8 components.
Features LCD panel; preset for Mitsubishi com-
ponents can learn commands from other infra-
red remote controls $150

M.M. NEWMAN
Hell -Tube Wire Protector/Organizer
Spirally cut, industrial grade, expandable,
black polyethylene cable wrap applies like tape
to protect/organize wires. 1/4 -in, Ys -in, /--in-
sizes for bundles up to 4 -in dia; 8 ft lengths; 1/2 -
in $2.25

$1.60
1/4 -in $1.45

MOD SQUAD
Tonearm Junction. Interface for connecting
tonearm to phono electronics $150
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Y Connector. To increase outputs of a compo-
nent; biamp or tape -dubbing application $35

Tiptoes Cartridge Coupler $15

Cartridge Clip Kit. Includes beryllium copper
cartridge clips and heat shrinks $10

Soft Shoes. Component damping feet made
from mil -spec material $12

Tiptoes
Component platforms made of machined alu-
minum cones; designed to provide mechanical
grounding between component and surface be-
neath it.
Tall Tiptoes. With special threads or studs $15
Tall Tiptoes. For under speakers. 1'/. -in ... $10
Short Tiptoes. For under components, 1/2 -in $6

MONSTER CABLE
Tranquility Base 2 Plus
Microvibration audio -component base features
double -construction layer damping. For rack -
size equipment or large pieces; footers not
included. 17 x 11/4 x 231/2 in $250
Tranquility Base 2. As above. 19 x 11/4 x 14
in $200
Tranquility Base I. As above with footer. 18 x I
x 14 in $150

Footers
Microvibration isolation system. Advanced
tuned suspension decouples low frequencies;
IsoTec high-energy absorption material ab-
sorbs and dissipates low- and high- frequency
vibrations.
Footers $125
Heavy duty footers $100
CD footers; 4 pack $50
All purpose footers; 4 pack $50
Basic footers; 4 pack $50

CD SoundRing
Vibration stabilizer mounts on outer edge of
CD. High -density material provides weight and
dampening to stablize CD. Includes centering
device.
50 rings $50
12 rings $14.95
I ring Sampler $1.50

Interconnect Cable
M Sigma 2000
Features balanced impedance, multiconductor
construction; MicroFiber: 12 -cut Trubine cin-
nectors. Designed for high-energy transfer.
0.5 m -20 -ft pr $67541,500
With ground control connection. 1-m pr . $875
Female XLR to male XLR. 20 -ft pr $1,650
Female XLR to male XLR. 2-m pr $1,050
Female XLR to male XLR. 1-m pr $900
2 male RCA's to male XLR. 20 -ft pr $1,700
2 male RCA's to male xxL. 2-m pr $1,100
2 male RCA's to male XLR. 1-m pr $950

M1500
Features balanced -impedance design; 12 -cut
Turbine connectors.
0.5 m -6-m pr $450-5980
With ground control connection. 1-m pr . $450

MI000 MK II
Phase -aligned bandwidth -balanced design with
12 -cut Turbine connectors: MicroFiber.
0.5 m -6-m pr S120-5500
With ground control connection. 1-m pr . $235

Interlink Reference II
3 -wire multiple -gauge network for each con-
ductor. Thick core wire designed for frequen-
cies below 300 Hz. 4 medium conductors for

midrange, hair -thin woven stranded wires
made for 700+ Hz. Turbine connector.
0.5 m -6-m pr S75-5290

Interlink 800
1 multiple -gauge, bandwidth -balanced wire
network. Features Isotec insulating layer; Mi-
croFiber dielectric on selected conductors; 12-
cut Turbine connectors.
From spool $6/ft

Interlink 500
Bandwidth -balanced construction; dual con-
ductors with MicroFiber.Precut.
0.5 m-6 m S40-5180
From spool $4/ft

Interlink 400
Same design as Interlink Reference; Microfiber
unterminated.
0.5 m-6 m pr $30-S88
From spool $1.25/ft

Interlink CD Cable
I m-6 m pr $30-$76
From spool $1.50/ft

Genesis Lightspeed Tonearm Interconnect. For
connecting cartridge to preamp $175

Speaker Cable

M Sigma 2
Features balanced -impedance technology. Ad-
vanced network wrapped around a magnetic
flux core; high -current capacity; includes new
cold -welded solderless connection.
8-20 ft 5750/pr-S I ,500/pr
Bulk 535/ft
Bi-wire. 20 -ft pr $1.700
Bi-wire. 12 -ft pr $1,200
Bi-wire. 8 -ft pr $950

MI.5
Features balanced impedance design; com-
bined MicroFiber technology with Magnetic
Flux Tube construction: uses special solderless
compression spade connector.
8-25 ft $400/pr-$1,000/pr

MI
MicroFiber dielectric insulation designed to
eliminate intertransient noise, reduce transient
interference. Intended to preserve power and
dynamics; primary and secondary grouped net-
works; carrying case; X -Terminators.
4.5 m-9 m $400/pr-$650/pr
From spool $9/ft
With M -Spades
4.5 m-9 m $325/pr-S600/pr

Powerline II Plus
Bass -control conductor for even distribution of
magnetic fields; directly addresses magnetic
behavior of audio signals; time -aligned audio
signal.
4.5 m-7.5 m $150/pr-$200/pr

Powerline II
Designed to eliminate phase inaccuracies.
aligns highs and lows for improved frequency
response.
Untcrminated $3.75/ft

Powerline III
Smaller version of Powerline
Unterminated $2/ft

New Monster Cable
Utilizes multigauged conductors and special
winding configuration; separate high and low
conductor networks for biwiring or biamping:
terminated with OmniFlex angled 24k -gold pin

connectors.
3 m -I5 m $35/pr-$129/pr
From spool $1.25/ft

Original Monster Cable
Improved version of original Monster Cable
with new strand configuration designed for
midrange clarity, faster transient response.
and extended low- and high -frequency re-
sponse. Precut, with universal gold pin connec-
tors with lock -notch.
4.5 m -I5 m $35/pr-S100/pr
From spool S I /ft

Supetfies 2
Uses specially sized multigauge wire combina-
tions in each conductor. Flat profile, wide cen-
ter web lies under carpets and can be tacked
along walls for easy installation.
From spool $0.80/ft

Connectors, Adaptors

Gold Pin Connectors
For push -pin terminal connections; 24k -gold
plated.
M. series, 4 pk $10
Regular, 4 pk $6

Angled Gold Pin
Patent -pending 60 -degree angle reduces stress
between pin and cable; lock -notch design; Om-
niFlex connector.
M. series, 4 pk $12
Regular, 4 pk S8
Mini -4 pk $8/pk
Gold Spade Connectors
M. series -4 pk $20
Regular -4 pk $10
Mini -4 pk $8

Monster Tips
Banana connector features nine beryllium -cop-
per leaf springs; 24k gold plated.
M. series -2 pk $14
Regular -2 pk $12
Mini -2 pk SI 2/pk

Precision Gold Banana Conectors
Patented solid -shaft design; expanding shaft
construction.
Component series connector -2 pk $100
X -Terminator -2 pk $60
Powerconnect 2-2 pk $34

Phonolink Precision Turbine -Cut RCA Connec-
tors
M -Terminator T connectors fit Interlink M1000
Mk 2: Phonolink reference 2T fits Interlink
reference 2; Phonolink 500 T connectors fit
Interlink 500; Phonolink 400 T fits Interlink 400,
Interlink CD.
M -Terminator T connector -2 pk $70
Phonolink reference T-2 pk $50
M -Terminator T Connector -24 pk $35
Phonolink 500 T-2 pk $30
Phonolink 400 T-2 pk $28
Phonolink reference T $25/pr

Phonolink Precision Gold RCA Connectors
Phonolink 300 connector fits Interlink 300, In-
terlink 301, and Interlink CD: Phonolink 2a
connector fits Interlink 2.
Phonolink 2a-2 pk $34
Phonolink 300-2 pk $16

Phonolink Right -Angle Turbine RCA Connector
Fits Interlink 500. Interlink 400, Interlink
300 S20/pr

Y Adaptor
Male -to -two female RCA Y -Adaptor; 24k -gold
plated. $12/pr

220 STEREO BUYERS' GUIDE 1991



ACCESSORIES
Right -Angle RCA Adaptor
Male -to -female RCA adaptor with 90 -degree
angled bend: 24k -gold plated $I2/pr

Crimp Rings
M. series $0.20/pc
Regular S0.10/pc.

Cable Pants
MI $2/pr
Powerline 2 Plus SI/pr
Powerline 3 Plus SI/pr

MUSIC & SOUND IMPORTS
Carry Disc. Wallet -type CD storage case; holds
up to 14 CD's $15.95

NAIM
NA G23. FM antenna $405
NA G17. FM antenna $255

NACA5 Speaker Cable
Multistrand cable consisting of two separate 4 -
mm square conductors $8.95/m

NILES
CPM-31 Patching Matrix
6 x 6 patching matrix to connect tape decks.
equalizers, and NR units. Allows component's
output to be fed to another component's input.
9 x 4 x 81/4 in: 6 lb $180

ADA-6 Audio Distribution Amplifier. Line lev-
el. Single input can be distributed to 6 destina-
tions $140

1RP-1 Power Supply. For IR repeater sys-
tem $140

SV-5 Auxiliary Selector
Expands auxiliary input to accommodate five
different sources; passive attenuator provides
volume control over each source $90

TSB -3 Tape -Deck Switch Box
Record, playback, and dub can be chosen from
any of three tape decks. Features RCA jacks;
optional rack -mount ears $80

IRR-1 & IRC-1 Infrared Receiver/Controler
Wall -mount infrared receiver. When connected
to IRP-1 and IRC-I controller enables you to
control almost any infrared remote control
component; up to 30 IRR- I units can be con-
nected to the IRP-1 power supply $70
I RC -1 controller $20

SVC-1. Table -top speaker volume control for
remote speakers. Volume adjustment indepen-
dent from main speakers. Uses autoformer vol-
ume control instead of L -pad $75

SCW-1 Volume Control. Wall -mounted stereo
volume controls for remote speakers. Uses au-
totransformers instead of L -pad $48
SCW-2A. Similar to above but has selector
switch for 2 amplifier inputs $66
SCW-2. Similar to SCW-I with stereo head-
phone jack $66
SCW-2HP. High -power version of SCW-I .
Power handling 15 W/ch $70

UPS -1 Amplifier/Speaker Selector
Permits either of 2 amps to power single pair of
speakers, or single amplifier to power either of
2 pairs of speakers. Features high -power A -B
selector switch box: handles 300 W/ch $65

AXP-1 Auxiliary Input Selector
5 -input. I -output stereo selector box for 5 line -

level signal sources . $55
PS -1 Phono A -B Switcher
For connecting 2 turntables to receiver with
one phono input. 4Y4 x x 4 in: 0.5 lb ... $50

DPS-IW Amplifier/Speaker Selector
High -power wall -mount design $50

LVW-I Volume Attenuator. Wall -mount line -
level attenuator $48

SJ-1 Wall -Mount Connector
Contains two 5 -way binding posts for speaker
connections. Mounts like electrical outlet plate.
Bone, brass, stainless steel, white $6.30

Speaker Selection Systems

MSA-6R
Remote -controlled, 6 -position speaker -switch-
ing system. Works from central location or
remotely using optional wall controls. Turns on
AC power to main system as well as speakers in
individual rooms. 6 locations can be played at
once. Maintains nominal 8 -ohm load .... $599

MSA-I0
Enables play of up to 10 pairs of 4-.6-, or 8 -ohm
speakers off of any stereo amp. Features high -
power imp matching transformers; logic circuit-
ry; 10 front -panel controls: rear connector ac-
cepts 14 -gauge speaker wire; separate t. + R ch
grounds for use with bridged amps. Power han-
dling 250 W/ch $550

SVC-4
For 4 pairs of speakers. Features individual
volume controls; connection for second amp:
autotransformers; separate L + R ch ground
connections for bridged amps $280
SVC-4W. Same as SVC-4 except for flush
mounting into wall. Preconstructed and retrofit
versions available $325

SVC-2. For 2 pairs of speakers. Individual vol-
ume controls; autotransformers $150

SPS-1. Accommodates I4 -gauge speaker wire;
power handling capacity 100 W/ch. Genuine
walnut side panels $80

HDS-6
For up to 6 pairs of speakers. Accommodates 8 -
gauge wire: power handling 250 W,'ch; head-
phone jack; works with any amplifier .... $200
HDS-4. As above. for 4 speaker pairs .... $150

NITTY GRITTY
Mini -Pro 2 Record -Cleaning System
Automatic operation wets, scrubs, and vacu-
ums both sides simultaneously; slide -out waste -
fluid tray. Solid -oak cabinet $700
As above, vinyl-woodgrain cabinet $630

Hybrid 2 CD/Record-Cleaning System
Semiautomatic; mechanical fluid application,
automatic scrubbing, auto rotation, slide -out
out waste fluid tray for record cleaning. Motor-
ized CD cleaner. Solid -oak cabinet $610
Hybrid I. As above. vinyl-woodgrain cabi-
net $550

Model 2.5 Fi Record Cleaning System
Mechanical fluid application, automatic scrub-
bing. automatic rotation. slide -out waste fluid
tray. Solid -oak cabinet $500
Model 1.5 Fi. As above, vinyl cabinet $440

Model 2.5 Record Cleaning System
Auto scrubbing on one side, auto rotation.
slide -out waste fluid tray. Solid -oak cabi-
net $420

Model 1.5. As above, vinyl-woodgrain cabi-
net $360

Model 2.0 Record Cleaning System
Record brush, turner and 4 -oz of Pure 2. Solid -
oak cabinet $270
Model 1.0. As above, vinyl-woodgrain cabi-
net $220

CD2 CD Cleaning System
Motorized; solid -oak cabinet $230
CDI. As above, vinyl-woodgrain cabinet $170

Record Cleaning Fluids $9.95-$12.95

NORSE
CD Storage Cabinets 519.95440

Wood -Crate Storage Cabinets $2.99- I 4.95

Cassette Carrying Cases
Model 212. Holds 12 audiocassettes .... $7.95
Model 224. Holds 24 audiocassettes ... $10.95

Soft -Sided Traveler Cases $7.95-$10.95

ONKYO
RC-AV2OM Universal Remote Control
Can be programmed to operate variety of au-
dio/video components. 100 programmable
functions; full control of more than 10 compo-
nents; AN operation modes. Preprogrammed
with Onkyo RI command codes $100

ORA
Studio Spec Series

SDX1 Stereo TV Decoder. Decodes stereo Tv
audio signal for playback through hi-fi sys-
tem $100
CD -2K Compact Disc Cleaning Kit. Includes
cleaning brush. chamois pad. base/box, clean-ing solution$13
CDSIO CD Holder. Stores 10 CD's $13
CD900 CD Storage Case. Holds 6 CD's in soft.
protective sleeves $1I
CD -4. CD jewel -box storage boxes; 2 pack . $4
MK -I16 Tape -Head Maintenance Kit. Includes
brush, mirror probes, cleaning solution .... $4
ATC-DC-113 Cassette Deck Cleaner. Dual -cap-
stan wet -type head cleaner $4
OFX RCA -to -RCA Cable. OFC cable; 1-.3-,
12,15, 20 -ft 57-18

OFT Series Cable
Oxygen -free copper cable with thanium-uni-
lenco connectors.
017-22/ISTV. For audio and video . 557.95/2 m
OFT-220ST. For audio $S3 95/2 m
OFT-58STV. For audio and video 549.95/0.5 m
OFT-55ST. For audio $43.95/0.5 m

PARSEC
Model 2000 AM/FM Antenna
Features omnidirectional or unidirectional re-
ception: dual MOSFET circuitry. FM range 88
MHz to 108 MHz; FM gain - 20 dB to 40 dB; FM
noise <1.5 dB; AM range 500.000-1700,000 Hz:
AM gain 15 dB; AM noise 1.5 dB $90

The LS -4 Indoor FM Antenna
Features GASFET design. Displays omnidirec-
tional characteristics when placed in vertical
position: displays directional characteristics
when placed in horizontal position $50

Stealth FM Antenna. Designed to hide away.
Range 88 MHz to 108 MHz; amplifier gain 32
dB min, noise < I.5 dB $50
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FM Antenna/Booster
Free-standing design; omnidirectional recep-
tion when vertical and directional when hori-
zontal. Features Schotz mosFE-r amplifier; vari-
able output gain to maximize weak signals and
eliminate saturation from strong stations .. $30

Wavecatcher AM/FM Antennar
Reduces distortion due to reflected and over-
lapping signals; omnidirectional reception
when vertical and directional when horizontal.
FM range 88 MHz to 108 MHz; FM gain 3 dB; FM
noise 0 dB; AM range 500,000-1700.000 Hz; AM
noise 0 dB $25

Scratch Out. Removes dirt, dust, oily residues.
surface blemishes, and scratches from
CD's $9.95

PER MADSEN
Rackit System Storage Racks
CD -I80. Holds ISO CD's. Oak finish $200
Birch finish $180
Audio -cassette. Holds 108 DAT. 8mm video or
VHS -C tapes. Oak finish $110
Birch finish $100
"45". Holds 30045 -rpm records. Oak finish$ I 10
Birch finish $100
CD -90. Holds 90 CDs. Oak finish $110
Birch finish $100
Record Rack. Holds 100 12 -in LPS or video
discs $40
Dolly. Holds 300 lbs weight $40
Tabletop $25

PFANSTIEHL
CD -LC Cleaner. For CD -player's laser
lens $29.95
UCACL Cassette Link. Permits playback of any
portable through any cassette player $29.99
PCHC Tape -Head Cleaner. Scrubs head and
capstan/pinch roller $12.49

PHANTOM ACOUSTICS
The Shadow
Active system for controlling low -frequency
room characteristics. Incorporates electronic/
acoustic servo design; two separate and inde-
pendent suppression modules, each with sens-
ing condensor mic, servo electronics, and
acoustic transducer; external supply $2,500/pr

PHILIPS
AK9033GY01 "Smart One" Remote Control
Preprogrammed/programmable universal re-
mote control operates 5 different AN compo-
nents; learns functions of any infrared remote
model; back-up memory $85

AK9133GY01 "Smart One" Remote Control
Can be programmed to learn an unlimited num-
ber of features from other remote controls.
Controls 3 different infrared remote -controlled
products at one time; back-up power source$80

PHOENIX GOLD
Speaker Cable

STS Series
Triple -shielded: sapphire -blue jacket with 24 -
karat -gold omega -red RCA's.
6 in -20 ft S60-$110
ZeroPoint Reference Series
ZeroPoint Reference II interconnects utilize PC-
occ copper; unidirectional single -crystal struc-
ture; Teflon jackets: 24 -karat gold-plated con-
nector. 0.5m-2m/pr $55-$85
Speaker cable $2.50/ft

MQR Series
4 -conductor triple shield: remote turn -on leads
using PRO -TS RCA's. 4 -I6 -ft $36-$70
Bulk cable $2 50/ft

SiC Series

2 -conductor triple shield: remote turn -on lead
using PRO -TS RCA's. 20 in -I6 ft . . . . $30448
"Y" adaptor. $18 ea
Bulk cable $1.25/ft

Connectors and Adaptors
Omega -Ref. RCA with Teflon; 24 -karat gold-
plated and semi -locking feature $20/pr
Pro-426S/L. 24 -karat gold-plated pro -series; 90 -
degree right-angle solder -type RCA's $ I6/pr
Pro-416S/L. 24 -karat gold-plated; 90 degree an-
gle RCA adaptor $ I4/pr
Pro-TS/TL. 24k gold-plated; male RCA ..$9/pr
PRO -400. 24 -karat gold-plated; Pro -series; dou-
ble female adaptor S8/pr
PRO -401. 24 -karat gold-plated; Pro -series; dou-
ble male adaptor $8/pr
Pro -419L. 24 -karat gold-plated; 90 degree angle

adaptor in a connector $8 ea
AA -408. 24 -karat gold-plated crimp on banana
with boots $8/pr
AA -401. 24 -karat gold-plated: double male
adaptor $5/pr
AA -400. 24 -karat gold-plated; double -female
adaptor $4/pr

PIONEER
BSS -F1 Bodysonic Surround -Sound Chair
Swiveling black -leather chair designed for sur-
round -sound applications. Features 31/4 -in -dia-
phragm stereo speakers in headrest: dynamic -

damper bass -drive unit mounted in seat; remote
control mounted under seat; RCA jack; head-
phone jack. 40 x 38 x 38 in $2.000

CU-AV200 Smart Remote Control
Learns control codes from almost any infrared
remote control. Features programmable LCD
panel; up to 20 continuous key operations from
single key $175
CU-AV100 Smart Remote Control $I25
CU-AV70 $85

PLATEAU CAMBER
17000 Speaker Stands. Includes I -in spike feet
and isolation pads. 111/4 x 23 x 101/2 in.. $40-80

PORTLAND
CD/MATE CD Carrying Case. Holds 20
CD's $30
Holds 10 CD's $19

REALISTIC BY RADIO SHACK
Hickory -Grained Audio Cabinet
Full-length tempered glass doors; hinged top: 3
adjustable shelves; storage space for LP's and
tapes; metal supports; heavy-duty swiveling
casters: unassembled; hickory -grained vinyl
finish $120
Tape Control Center
Connects to tape -monitor loop to allow use of
three tape decks for monitoring, recording, and
dubbing; illustrated manual $26

Audio Source -Control Center
Allows the connection up to three line -level
audio sources to auxiliary input of receiver/
amplifier. 51/4 x 21/4 x 131/4 in: 0.5 lb $15

General Tape Accessories $0.79-$17.95

Tape -Recorder Maintenance
Lighted Demagnetizer. 3.5 in; for all tape

decks $15.95
Tape -Head Demagnetizer. In cassette shell;
works in I sec; with battery $10.95
Universal Demagnetizer. For all tape decks; 2
angled tips $9.95
Demagnetizer/Cleaning Kit. Demagnetizer cas-
sette. probe, mirror, solution, cloth $5.95
Head -Cleaning Kit. With 6 -gram bottle of sol-
vent and 6 foam swabs $3.79
Pro -Style Solvent. Dissolves dirt and oxides on
heads; 2 oz $3.59
Cleaner Cassette. Felt pads clean heads, pinch
roller, capstan; with 0.5 oz of fluid $2.89
Cleaning Swabs. Reusable lintless foam; 10-
pac k $2.29
Recorder -Cleaning Kit. 2 I.25 -oz bottles of
cleaner and lubricant: 10 swabs $2.19
Head -Cleaning Spray. Removes dirt and oxide
without residue $1.99
Cleaning Cloths. General use: 4 -pack $1.99
Cassette Head Cleaner. Removes oxide from
head and capstan; with fluid $1.89
Cleaning Sticks. Cotton -tipped 6 -in wood
sticks; 100 pack $1.69
Head -Cleaner Solution. Cleans heads, tape
guides, capstans, metal parts; 2 oz $0.99
Nonslip Solvent. Reduces slipping of idler
wheels. belts. etc.; fast drying $0.99

Cassette Accessories
Tape Splicer. Chrome cut/trim lever; with splic-
ing tape and instructions $6.99
Index Cards. Fits standard cassette boxes: 20
pack $1.29
Tape Housing. With 24 -in leader tape and in-
structions $1.19
Cassette Boxes. Hinged; clear plastic; 3
pack $1.39
Index Labels. Adhesive; 6 each of red. yellow.
blue, green; total 24 $0.99
Molded Mailers. Meets first-class postal regula-
tions; 3 pack $0.99
Budget Mailers. Cardboard boxes with labels;
meets first-class postal regulations; 6 pk $0.89

RECOTON
Powerwave 600 Amplified Antenna. Features 3
stage UHF amplifier; adjustable gain control:
swivel tilt adjustment. I.ED indicator $90
Powerwave 200 Amplified Antenna. Features
low -noise, high -gain amplifier circuitry. 30 -dB
gain throughout FM band; adjustable gain $80
CD22 DC Power Adaptor. Allows portable CD
players to be powered via car cigarette lighter.
For Sony. Technics. Panasonic. and JVC . $35
CD20 CD Adaptor. Permits portable CD player
to be played through any cassette player; uses
cassette -shaped adaptor $30

REVOX
B210 Bi-directional A/V System Controller
8 -bit controller designed to operate complete
multiroom Revox music system. Learns infra-
red signals of other manufacturers' video and
audio components $995

B209 Easyline Infrared Multiroom Remote
Multiroom remote system allows individual
control of volume, treble, bass, and balance in
multiple rooms. While one source plays in main
listening area, different source can play simul-
taneously in remote rooms. Allows connection
of independent source in each room; system
requires power amp, speakers and B209 mod-
ule in each room $595
Connector box $195

R.F. ENGINEERING
Speaker Switches
Automatic switches that connect various audio
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sources to single pair of speakers. All models
have power requirements of 12 V1100mA; pow-
er consumption 2 W max; contact resistance
0.05 ohms; line imp 25 kilohms min.
Model SI-3-BG. Features 5 -way binding post
gold plating. 12 AWG. 3 x 4 x 2 in $160
Model SI-3-B. Features 5 -way binding post tin
plating; 16 AWG. 3 x 4 x 2 in; 15 oz $115
Model SI-3-A. Handles 3 audio sources max
450 W per channel. 3 x 4 x 11/2 in $90
Model SI-2-A. Handles 2 audio sources. Max
120 W per channel. 3 x 4 x 11/2 in; 14 oz $70

TAS-20 Series Speaker Switches
Similar to SI series, except television input
passes through 20 W amplifier. All models have
power requirements of 110 V AC. 60 Hz; power
consumption 60 W max; contact resistance
0.050 ohms: line imp 25 kilohms min: 4 x 6 x 3
in; 4.5 lbs.
Model TAS-20-3BG. 5 -way binding post, gold
plating $210
Model TAS-20-3B. 5 -way binding post, tin plat-
ing $210
Model TAS-20-3A. Handles three audio
sources; spring connectors $190
Model TAS-20-2A. Same as above except han-
dles two audio sources $170

Current Sensors
Dual current -sensing power panels used for
surge suppression and line filtering. All models
have power input of 110 V AC. 60 Hz; power
consumption 10 W max: current rating 15
amps: voltage suppresion 10.000 volts; surge
suppresion 200 amps: 6 x 10 x 3 in: 6 lbs.
Model AC -8 -CS. Features 8 externally con-
trolled programmable outlets $290
Model AC -8-S. Features 8 sequentially pro-
grammable outlets $270
Model AC -8-C. Features 8 externally controlled
outlets $270
Model AC -8-A. Features 8 programmable out-
lets $250

RUSSOUND/FMP
Switch Boxes $55-$425
Tape -Recorder Selector Systems SI 35-$205
Source Selectors 5135-5205
Remote, Wall -Mount Volume Controls . 532-585
25 -Volt Attenuators 534-571
70 -Volt Attenuators $36471

SANSUI
1R -1000U RemoteRemote Multiroom Remote
Allows you to operate the main audio or video
system from anywhere in house using system's
regular remote. Infrared sender is affixed to top
or bottom of main equipment in line with main
unit's remote sensor. Uses hard wire to trans-
mit signal. Includes receptor for installation at
remote location: infrared sender; 50 feet of
wire; 9V -power supply $60

SANUS
Basic Foundations
Speaker stands made of!/. -in mot: steel -spiked
feet and Neoprene isolation pads.
SI7. I7 -in tall. Black satin finish $44
SIO. 10 -in tall. Black satin finish $40

Natural Foundations
Speaker stands made of/4-in mot; steel spiked
feet and steel isolation studs; hand -sanded
black -lacquer finish: hardwood pillars; and
concealed cable path.
NF28. 28 -in tall. Black -lacquer finish $85

NF2I. 2I -in tall. Solid -oak pillars $80
Solid -walnut pillars $80
Black lacquer finish $70

NFI4. I4 -in tall. Solid -oak pillars $75

Solid -walnut pillars $75

Black -lacquer finish $65
NF7. 7 -in tall. Black -lacquer finish $50

Steel Foundations
Speaker stands made of heavy steel: adjustable
spiked feet and isolation studs: nonconductive
wire path; may be filled with sand or shot.
SF28. 28 -in tall. Black -lacquer finish $130
SF20. 20 -in tall. Black -lacquer finish $125
SF12. I2 -in tall. Black -lacquer finish $120

Reference Foundations
Speaker stands with triangular fountain -head
bases: heavy -steel pillar/top plate construction:
adjustable spiked feet and isolation studs: noncon-
ducive wire path: may be filled with sand or shot.

RF28. 28 -in tall. Mineral/acrylic base .... $170
RF20. 20 -in tall. Mineral/acrylic base .... $165
RFI2. 12 -in tall. Mineral/acrylic base . . $160

Model 80 Audio/Video Storage Rack. Holds 84
CD's. Black, anodized aluminum $35
Walnut. anodized aluminum $45

Oak. anodized aluminum $45

SERVICE MANUFACTURING
CD Carrying Cases
CD3316 16 -Disc Carrying Case $35
CD2219 18 -Disc Carrying Case . $29
CD2206 10 -Disc Carrying Case . $17

Cassette Carrying Cases
Model 1860 60 -Cassette Soft Case $35

Model 2233 30 -Cassette Soft Case $32
Model 2042 24 -Cassette Attache Case $14
Model 2045 12 -Cassette Soft Case $1 I

Model 1800 10 -Cassette Pouch $9

SHURE
TTR-117 Test Record. Test record for testing
phono-cartridge response $16.50
SFG-2 Stylus -Force Gauge
Allows precise setting of optimum stylus force
for maximum trackability and sharply reduced
wear on records and stylus tip $9.25

SIGNET
SK485. LC-OFC headshell wire set $15
SK302RCA. RCA cleaning tools only $10

Speaker Stands
ST -280. Contoured wood columns, steel top -
plate, black -lacquer base. spike feet. I8 -in
high $159/pr
ST -260. As above. 27 -in high $ I 59/pr
ST -230. All -steel stands, black -enamel finish.
37 -in high $75/pr
WB-1. Wall bracket for speakers up to 12 lb $70/pr

Cleaners
SK3I0 Record -Cleaning System $30
SK312 Comport Disc Cleaner $25
SK307 Tape -Head Cleaner $15

Speaker Cable
MLU-250. PCOCC; individually insulated dual -
gauge design $5/ft
MLA -500. Multiple -strand ore $1.15/ft
MLS-I000. Multiple -strand OFC conductor

35/ft
ML14. 14-guage single -conductor OF(' cable;
multiple -strands; black, blue. red, white $.34/ft
HTIS. 18 gauge I6/ft

Interconnect Cables
AT6A54/1.0. Ceramic/polyethylene insulation:
Pcocc dual -center conductors: unidirectional

ground configuration; female XLR to male XLR.

I -meter pair $200
AT6D51/1.0. Quartz fiber-optic interconnect;
ceramic/polyethylene insulation; gold-plated
connectors: I -meter cable $200
AT6A52/1.0. Ceramic/polyethylene insulation;
PCOCC dual -center conductors; unidirectional
ground configuration; solid PCOCC RCA plug. I -
meter pair $175
MTU. High -density PCOCC braided shield; gold-
plated solid brass RCA connectors; 6 -ft pr $150
3 -ft pr $125
1'/ -ft pr $100
MTP. PCOCC pure -copper continuous -cast con-
ductor; OFC braided shield; gold-plated RCA
connectors; 6 -ft pr $85
3 -ft pr $70
11/4 -ft pr $60
MTP-200. MTP cable sold in bulk $4/ft
MTA. OFC conductors and braided shield: gold-
plated RCA connectors; 6 -ft pr $57
3 -ft pr $45
11/2 -ft pr $40
MTS. OFC conductors; gold-plated RCA con-
nectors; braided shield; I2 -foot pair $48
6 -ft pr $36
3 -ft pr $30
11/2 -ft pr $27
MTS-300. MTS above sold in bulk $ I/ft

SIMPLY PHYSICS
Isostand Floor Stand
Used as isolation platform for CD player or
turntable. Also includes internal shelves for
preamplifiers, tape decks, tuners, power ampli-
fiers. Features three-point triangular design
with 19 -in equilateral cross section; welded -
steel construction $640
Innerspace shelf $40 ea

Isodrive Compact Disc Stabilizing System
Locks CD into center of hub. Features upper
single -point clamping bearing; machined poly-
mer clamp/stabilizing disc 5100

Large Tonecone Spike
Features polymer body; removable stud; rigid
alloy point; santiprene pads which rise from
cone. Comes in a variety of thread sizes and
adaptors $15
Medium Tonecone. As above without santi-
prene pads $7.50
Small Tonecone. Smaller version of above .. 54
Isopod. Features multicoiled vinyl ribs: to he
attached to Small Tonecone $10
Conecup. Flat polymer disc with concave re-
ceptacle for any Tonecone $4

SONANCE
SDS Speaker -Distribution Systems

SDS4-VC
Dual -source speaker -switching system which
incorporates four volume controls; four source -
selector switches: four speaker on/off switches:
protection switch. Power handling 80 W (sine
wave). 160 W (program) $440

SDS-4x2
Dual -source speaker -switching system that
switches four pairs of stereo speakers; each
pair can access either source A or B by pressing
button. Power handling 200 W (sine wave). 400
W (program) $300

SDS-4AB
Dual -source speaker -switching system that
switches four pairs of stereo speakers; system
is configured to present load of no less than 4
ohms to amplifier. Power handling 200 W (sine
wave), 400 W (program) $240
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SDS-4
Switches up to four pairs of stereo speakers
connected to one source: keeps load above 4
ohms. Power handling 200 W (sine wave). 400
W (pfogram) $210

SDS-4MP
Switches up to four pairs of stereo speakers
connected to one source; keeps load above 4
ohms. Power handling 100 W (sine wave), 200
W (program) $180

VC5OB Volume Control
Dual autoformers; modular construction; strip
terminal connectors on printed circuit board.
For up to 50-W amplifiers $99

ABB1 Box -Style Speaker Switcher
For switching of speaker pair or source selec-
tion. Features high -capacity, push-button con-
tacts. Power handling 200 W $75

VC50 In -Wall Volume Control
In -wall 50-W volume control mounts in stan-
dard light switch plate or P -ring. Features non -

shorting wafer switch. FR 20-20,000 Hz -2 dB;
attenuation -31.5 dB; -3 dB/step, 10 steps.
White. ivory, brown, brass $55
Decor." style $63

VC50A In -Wall Volume Control
In -wall 50-W volume control mounts in stan-
dard light switch plate or P -ring. Features mod-
ular construction; terminal block connectors
mounted on printed circuit boards; input/ouput
separated on top and bottom $58
Decora style $63
VC100A. As above with MO W power handling:
standard ring or open back for mounting $69
Decora style $78

ABW IA In -Wall Speaker Switcher
Can be used as on/off switch or speaker switch-
er. Features separately UR ground circuits; self-
cleaning switch. Stereo 4 pole, double throw.
Power handling 200 W. Mounting requires sin-
gle -gang P -ring or open -back box with standard
light switch wall plate. Wall plates and buttons
come in white, ivory, brass, and brown ... $32

Speaker Terminals
Designed as connection points for conventional
enclosed speaker systems while maintaining
basic in -wall signal -distribution system. Fea-
tures direct entry, screw clinching, gold-plated
5 -way binding posts. Available in white, brown.
ivory, brass, and stainless -steel finishes.
ATI2. Single -gang, 2 -post wall plate for single
speaker $59
AT8. Single -gang, 4 -post wall plate for pair of
speakers $43
AT4. Double -gang. 8 -post wall plate for two
pairs of speakers $24
AT2. Double -gang, I2 -post wall plate for 3 pairs
of speakers $15

Speaker! Amplifier Terminals
Designed as connection point for speaker or
amplifier wiring. Feature internal screw -con-
nect terminals; gold-plated brass barrels jacks.
Available in white. ivory, and brown wall
plates.
AJ4. Two channel speaker/amp connection $26
Decora style S27
AJ2. Connection for single -channel $15
Decora style $26

Speaker Cable
Features tin-plated copper conductors and pink
PCV jacket.
14/4. 14 -gauge. 4 -conductor cable $0.72/ft
16/4. 16 -gauge. 4 -conductor cable $0.58/ft
14/2. I4 -gauge, 2 -conductor cable $0.38/ft

18/4. I8 -gauge. 4 -conductor cable $0.36/ft
16/2. 16 -gauge. 2 -conductor cable $0.32/ft
22/4. 22 -gauge, 4 -conductor cable $0.31/ft
18/2. 18 -gauge, 2 -conductor cable $0.20/ft
OP -2 Z -Couplers
Designed to bring source signal from receiver
or similar device with no preamp output to
separate power amplifier. Adaptor can take
signal from one amplifier's speaker output.
drop voltage, and match impedance so signal
can be easily fed into separate amplifier at input
RCA jacks. Power handling up to 100 W $20
OP -3 Z -Couplers. Similar to above with power
handling 100-200 W $20

SONEX BY ILLBRUCK
SONEX Acoustic Foam
Sound -absorbing foam sheets used to control
room acoustics by absorbing frequencies
caused by standing waves. resonances, slap
echoes. etc.
Juniors. 2 -in -thick 24 -in x 24 -in sheets. 4 sheet
box $54

SON RISE
Cabinets available in oak, black -walnut. iced-
oak, black -satin oak. or rosewood finish.
SG-IIDL Stacking CD Holder. One-sided unit
holds 40 CD's. 9 x 21 1/2 x 6 in $92
SG-11LP Stacking Holder. Holds 75 discs or
LP'S vertically. 141/2 x 141/2 x 13 in $92
SG -11D Swivel CD Holder. Stores 40 CD's hori-
zontally: may be ordered without the swivel for
stacking purposes. 10 x 111/4 x 111/4 in $92
SG -DI Stacking CD Holder. Holds 45 CD's. or
mix of single, double, and triple CD's. 61/4 x
211/2 x 51/2 in $64

Systems below have l -in thick shelves at 131/2-
in. with fins to accomodate LP's. and hidden
casters.
SA -5 Audio Cabinet. 4 adjustable shelves; I
fixed shelf: exterior height of 573/4 in; 24 -in
depth: partial solid oak $1,100
SA -4 Audio Cabinet. 3 adjustable shelves: I

fixed shelf: exterior height of 49 in $580
SA -3 Audio Cabinet. 2 adjustable shelves. I

fixed shelf: exterior height of 421/2 in $510
SA -2 Audio Cabinet. Adjustable shelf and fixed
shelf; exterior height 341/2 in $450

SOUND ANCHORS
Equipment Racks $875

Amplifier Stands $225-$249

Speaker Stands $ I 48/pr-$485/pr

SOUNDSTREAM
SN-I Simul-Source
For use with System I Series CI preamplifier.
Allows the user to simultaneously access any of
the preamplifier's available audio/video play-
back components in as many as five individual
zones (rooms); 600 -ohm balanced line audio
and 75 -ohm composite video run to remote
amplifiers in each zone $995
R -I Remote Control
Programmable remote control allows infrared
control of up to 10 multibrand AN components.
Remote speaker switching when use with other
System -I Series components $200

RSS-2 Remote Speaker Selector
Allows 2 pairs of speakers to be connected to
RA -I00 and DA -I amplifier. Two RSS-2's can
be joined to allow remote control switching of
up to 4 pairs of speakers. Heavy-duty terminal -
block connectors accept 8 -gauge wire $125

BD -100 Remote Sensor
The BD -100 transmits infrared signals from a
remote listening location. via multi -conductor
cable, to either System I Series C -I preamp or
SN-I Simul-Source network. Standard single -
gangs Decora-style wall plate $120

KP-I00 Keypad
Remote control for Soundstream T -I tuner and
compact disc changer in Simul-Source installa-
tion. Fits standard Decora-style wall plate; col-
ors: facias-creme, white, grey $120

RPS-6 Remote Power Strip. Allows 6 compo-
nents to be switched on and off from System I
Series C -I preamp and R-1 remote $75

Interconnect Cable

SL -1 Silver -Teflon
Utilizes two silver -coated 22-guage fine strand-
ed center conductors; OFC; nitrogen filled Tef-
lon dielectric coating: 24k -gold plated RCA
conectors. 0.5m -2m $36/pr-S60/pr
Bulk $2/ft

DL -I Dual Audio Cable
Features OFC with multiple fine -strand center
conductor; polyethylene dielectric coating: PVC
jacket; 24k -gold-plated RCA connectors. 0.5m-
5m $28/pr-$60/pr
Bulk $1.25/ft

Speaker Cable
SP -I. Four 14 -gauge multistranded conductors
of OFCH wire with polyethylene dielectric $3/ft

Speaker 120. I2 -gauge $0.75/ft
Speaker 160. 16 -gauge $0.40/ft

SOUND RUNNER
Oxygen -Free Speaker Cable
Unplated. high -density copper -strand cables.
Uses 2 nonadjacent wires for plus side and
other 2 wires for negative side.
8108. 8 gauge; stranding 133 x 29 $1.50/ft
8416. 13 gauge quad; 4-105 x 36 $1.19/ft
8110. 10 gauge; stranding 238 x 34 $0.99/ft
WPI012. 12 gauge: stranding 168 x 34 $0.88/ft
WPI016. 16 gauge; stranding 65 x 34 $0.39/ft

STRAIGHT WIRE
Interconnect Cable
Maestro. Features microporous Teflon dielec-
tric; symmetrical coaxial geometry; gorilla -grip
plugs; clear PVC jacket over polymer fiber braid.
Available in balanced configuration with Neu-
trik Gild XLR's. I -meter pr $272
Addt'l meter pr length $164
Rhapsody. Features symmetrical coaxial/star
quad geometry, polymer coated (oFc) strand-
eds. Teflon dielectric. Gorilla -grip phono plugs.
I -meter pair $152
Addt'l meter pr length $60
LSI-Encore. Features symmetrical coaxial/twin
axial geometry Teflon dielectric; red textile
braid jacketed with clear PVC. Balanced -line
ready; gold phono plugs. I -meter pr $90
Addt'I meter pr length $30
Laser -Link. Low density Teflon dielectric and
individually insulated OFC strands. Gold plugs.
Turquoise PVC jacket. I -meter pr $50
Addt'l meter pr length $20
Silver -Link. 75 -ohm coaxial with silver-plated
0142 conductors and cross -linked polyethylene
foam dielectric. I -meter cable $44
Addt'I meter length $14
Flexconnect. Solid Teflon dielectric. OFC tubular
braided conductors. Red PVC jacket with gold
plugs. I -meter pr $36
Addt'l meter pr length $12
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Speaker Cable
Maestro. Symmetrical coaxial design with mi-
croporous Teflon dielectric. 9 gauge; 0.6 -in in
dia. Clear PVC jacket over pearlscent-white tex-
tile braid. 10 -ft pr $680
Bulk $30/ft
Rhapsody. Teflon dielectric, individually insu-
lated strands. 10 guage; 0.5 -in dia: blue textile
braid with clear PVC jacket. 10 -ft pr $360
Bulk $15/ft
Encore. Symmetrical coaxial conductor geome-
try. 12 guage; 0.4 -in dia; clear PVC jacket over
red textile braid. 10 -ft pr SI92
Bulk
Pro 12 Signature. Concentric tubular I2 -gauge
cable. Teflon dielectric and black Hytrel jacket;
0.3 -in dia. 10 -ft pr $152

Bulk $6/ft
Music Ribbon 32. 9 -gauge, 32 polypropylene -
insulated OFC conductors. Flat (1.9 -in wide x
0.06 -in thick); tan or white jacket. 10 -ft pr $125
Bulk $5/ft
Waveguide 8. OFC conductors insulated with
white and gray polypropylene. 12 gauge; clear
Pvc jacket. 10 -ft pr $100
Bulk S4/ft
Musk Ribbon 16. 12 -gauge. 16 polypropylene -
insulated oFc conductors. Tan or white colored
jacket $70/10 -ft pr
Waveguide 4. I3 -gauge, 4 polypropylene -insu-
lated OFC conductors in electrically optimized
helical array; clear PVC jacket $55/10 -ft pr
Bulk $2/ft
Waveguide 2. I4-guage, 4 -conductor helical ar-
ray. Beige PVC jacket. UL-CL2 rating SI/ft
Waveguide 1.5. I6-guage. 2 -conductor helical
array. Beige PVC jacket. UL-CL2 rating $0.80/ft
Wareguide I. I8-guage, 2 -conductor helical ar-
ray. Beige Pvc jacket. UL-CL2 rating ..$0.60/ft

SYMDEX

Speaker Cable
Features solid -core, 24 -gauge conductors
made from high -conductivity, oxygen free cop-
per. Each conductor is insulated with Telfon.
Omega $20/ft
Beta $10/ft
Alpha $5/ft

TANTRUM TRADING
WCR-42. Wire free-standing/wall-mountable
cassette rack; holds 42 cassettes $14.99
CD -IS. Vinyl case with see-through window;
holds IS CD's $9.99
FRM-1. Album/video disc -display frame $9.99
SP -3 Sacpac. 3 -piece nylon belted sports
pack $9.95
C -II. Universal vinyl case with see-through
window; holds II cassettes $6.99
CD -12. Stackable CD bricks; each holds 12
CD's $4.99

TARA LABS
Temporal Continuum Interconnect Cable
0.6 m-2 m $120/pr-S635/pr
Additional lengths $240/pr

Space & Time Interconnect Cable
Pandora
0.6 m-2 m $275/pr-S475/pr
Additional lengths S180/m
Original
0.6 m-2 m $180/pr-$310/pr
Additional lengths $115/m
Analog Standard
0.6 m-2 m $115/pr-$245/pr
Additional lengths $100/m
Standard
0.6 m-2 m $79/pr-S162/pr
Additional lengths $65/m

Phase II
0.6 m-2 m $64/pr-$139/pr
Additional lengths S60/m
Astral Blue
0.6 m-2 m $48/pr-$110/pr
Additional lengths $45/m
Paradox
0.6 m-2 m $40/pr-S83/pr
Additional lengths $33/m

Space & Time Phono Cables
5 -pin universal tonearm plug fitted to 8 -in
Space & Time tonearm cable, hard -wired to
Space & Time interconnect. Pricing does not
include cost of interconnect cable.
Phono cable 0.2 m (Original. Pandora. Tempo-
ral Continuum interconnect $150
Phono cable 0.2 m (Astral Blue or Phase II
interconnect) $90

AC Power Cable

AC Affinity. 6 -ft length SI95
Phase II. 6 -ft length $95

Speaker Cable

Temporal Continuum Speaker Cable
I pair of temporal controllers; Tara labs termi-
nation charges, instructional demo CD .. $195
Cable; 6 -ft, 8 -ft. 10 -ft & 12 -ft are usually avail-
able in stock $16.98/ft

Phase II/TFA Return Speaker Cable Sets
Phase II for the positive run and TFA return for
the negative run $8.75/ft
Phase II. Positive and negative run each
side $6.95/ft
Linear foot off roll $3.50/ft
TFA Return. Negative run only; linear foot off
roll $5.25/ft
Astral Blue. Positive and negative run $2.95/ft
Amber. Positive and negative run $0.98/ft

TDK
HD -30 Tape -Head Demagnetizer
Red LED; continuous audible tone while operat-
ing; beeper signifies termination $25

RCL-11. Dry -type DKr head cleaner $15
HCW-01. Wet -type cassette head cleaner .. $9
HCL-II. Dry -type tape -head cleaner S2

TEAK -TECH DESIGNS
CDP-72 CD Pop -out. Holds up to 72 CD's.
Natural -grain finish. 15'/r x 16% x 61/2 in $84.95
CDP-48. As above, holds 48 CD's. 157/3 x 111/2 x
61/2 in $64.95

CD -64 CD Cabinet. Holds up to 64 CD's. Natu-
ral -grain finish. 17 x 111/2 x 71/2 in $64.95
CDX-38. As above, holds 38 CD's. 111/2 x 7'/- x
111/4 in $49.95
CDT -32. As above, holds 32 CD's. 121/2 x I x
191/2 in $17.95

AC -45 Audio -Cassette Cabinet. Holds up to 45
cassettes. Natural -grain finish (hand sanded).
141/2 x 141/2 x 14 in $49.95

CDR -I20 CD Rack. Holds up to 120 CD's.
Natural -grain finish. 20:1/4 x 9 x 61/2 in $49.95
CDR -60. As above, holds up to 60 CD's. 151/2 x
I 11/2 x 5'/ in $44.95
ACT -44 Audio -Cassette Tray. Holds up to 44
cassettes $17.95

TECHNICS
SH-R500 Learning Remote Control. Multifunc-
tion LCD display shows 9 screens: 275 -function

capability; learning capability for major func-
tions of most AN equipment $120

SH-90S Universal/P-Mount Headshell Adaptor
Head shell/adaptor allows use of P -mount car-
tridges in universal headshcll arms $12

TEI ELECTRONICS
79-V E220N Compact Speaker Stand. $52
79-VE2500 Speaker Stand. Made of impact -
resistant ABS; matte -black color $46
79-VE3000 Speaker Stand. Allows speakers to
be tilted backwards at any angle $45
79-DU0220 Speaker Mount. Speaker -clamping
bracket designed for motional feedback speak-
ers whose rear panel is unsuitable for mount-
ing; rotates horizontally $37
79-BEK1110 Speaker Mount. Bracket is hidden
behind speaker and enables it to be adjusted
both horizontally and vertically $26
79 -MINORS. As above, for speaker weighing
up to I lb $13.15

TERK
AS560i Speaker Stand/Amplifier
120-W/ch amplifier built into speaker stand.
Incorporates IR-5 remote control; inputs and
outputs; volume, balance, and tone controls:
headphone jack $550
AS530i. As above, with 60 W-ch $450

MC 4000 AMP System. Provides remote control
of speaker if used in conjunction with AS530i or
AS560i $260

HPS500 Headphone/Amplifier
10 W stereo headphone/amplifier incorporates
volume control; speaker outputs. Receives sig-
nal from wiring in house or apartment ... $260

MC 1000 Wireless Speaker Interface
Permits speakers to operate without hard wir-
ing. Plugs into AC outlet and connects to tape
loop or line-out of preamp. Remote control is
possible via AS530i or AS560 $180

1R-4 Infrared Sensor
Plugs into AC outlet in same room as audio
system. Receives infrared signal from remote -
control unit and transmits it to components$120
1R-5. Companion to IR-4. transmits infrared
signals to IR-4 from any location $80

9800 Series Powered Indoor Antenna
FM antenna with Schotz amplifier. Gamma -loop
element for directional and omnidirectional re-
ception. multipath and noise rejection. Amplifi-
er 38 dB gain; 110 V or 220 V $85

9400 Series Powered Indoor FM Antenna
FM tower -shaped antenna. Directional or omni-
directional operation; 360 -degree range. 75 -
ohm imp adaptable to 300 ohms with matching
transformer (included); operating band 88-108
MHz; amplifier gain adjustable 9 to 33 dB; twin -
tone modulation distortion <1.0% at 100 mV;
110Vor 22 V. Black. 5 x I x 5 in $50
9300. As above with amplifier gain adjustable 0-
25 dB. Base: 3 x 41/4, Height: 171/4 -in $40

2000 Series FM+ Indoor Antenna
5 -in square antenna. Features unidirectional
and omnidirectional applications; 360 -degree
range. 75 ohms imp adaptable to 300 ohms with
matching transformer (included); operating
band 88-108 MHz. 5'/ x 13/4 in $20

TICE AUDIO
Power Block AC Powerline Conditioner
AC power -line conditioning system features 12 -
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gauge primary and secondary wiring. Floating -
ground system isolates equipment from ground
noise; user -adjustable filter parameters; six 15 -
amp nylon -faced outlets; I5 -amp dual -element
fuse. Input voltage 120 V.60 Hz; output voltage
122 V (variable), 60 Hz; wattage capacity 1.875
W (15 amps). 75 amp peaks; voltage correction
-± 10% $1,250
Titan Energy Storage System. For above. Dou-
bles Power Block's instantaneous peak current
to 150 amps $1,000

VVC-125 Variable Voltage Controller
Allows vacuum -tube power amps and preamps
to be turned on slowly over controlled period of
time and at controlled rate of speed to reduce
thermal shocks of vacuum tubes $750

Micro Block AC Powerline Conditioner
Features similar to the Power Block except
power capability up to 250 W. 2 amp. Metalized
film polypropylene capacitors used throughout;
8 -ft, 14 -gauge line cord. Desiged for CD player,
tuner, tape deck, or turntable; 3 -position phase
control; output indictor $575

TRACKMATE
TM 351 CD Cleaner. Cleans CD's inside stor-
age case. Features patented, nonabrasive
brush $19.95
TM 451 Record Cleaner. Dual -brush record
cleaner removes dust, oils, and static electric-
ity. Includes stylus cleaner $19.95
TM161 Cassette Cleaner/Demagnetizer. Fea-
tures cleaning -solution pen; cleaner/demagne-
tizer; jewelbox storage case $14.95
TM301 CD Shield. Used to protect the recorded
side of a CD from damage. Contains 10 shields
and free CD case $14.95
TM 151 Tape -Head Cleaner. Brushes clean
above, below, and on tape path $9.95

TREE DIMENSIONS
CD -550 Cassette/CD Storage Unit. Holds 552
CD's or 336 cassettes. Honey -oak $190
CD -250 Cassette/CDNideo Storage Unit. Capac-
ity of 260 CD's, or 160 cassettes. Honey -oak or
black -matte $90
SP-10/SP-10B Speaker Stands. 3 -in to 24 -in ad-
justable stands. Includes spikes for carpet.
Honey -oak or black -matte $90/pr
SP- 10B Black -matte $100
V-75 Cassette/CDNideo Storage Unit. Capacity
of 208 CD's, 128 cassettes, or 80 videotapes.
Honey -oak or black -matte $90
CD -130 Cassette/CDNideo Storage Unit. Capac-
ity of 133 CD's. 80 cassettes, or 17 videotapes.
Honey -oak or black -matte $50
CD -80 Cassette/CDNideo Storage Cabinet Ca-
pacity of 88 CD's, 53 cassettes, or 17 video-
tapes. Removable sliding divider panel. Solid -
oak $40
SR -02 Audio/Video Stack Racks. Component
rack system with ventilation to insure equip-
ment cooling $40
V-30 Cassette/CDNideo Storage Unit. Capacity
of 88 CD's, 54 cassettes, or 34 videotapes;
Solid -oak $40
V -I5. Capacity for 44 CD's,or 26 cassettes $20

VAMPIRE WIRE
Connectors & Adaptors

PBP. Binding post. Brass -base metal, silver
plated then gold plated. Includes mounting
blocks. Two pairs $30/set
PY. Y adaptor, one male to two female; Teflon
dielectric with deep contact tube. Gold plat-
ed $20/pr
P90A. Right-angle adaptor. Telfon dielectric

with deep contact tube. Gold plated $17/pr
P558. Gold-plated banana plug can be soldered
or used with screws. Includes color -coded
caps. For up to 8 -gauge cables $12/pr
PM2F. Female RCA chassis -mount connec-
tors. Brass -base metal, silver plated then gold
plated. Telfon dielectric. Inside mount $12/pr
Outside mount $15/pr
PDF. Double female coupler; Teflon dielectric
and 1 -piece contact tube. Gold plated $15/pr
PPP7. Gold-plated, black -barrel. 1/4 -in phono
plug. For up to 6.5 -mm dia. cable $15/pr
PSO. 4% silver solder $10/oz

Interconnects
Vampire Wire CC Series 11 Interconnect. Bal-
anced design with 41 strands of copper conduc-
tors. Shielding is braid and continuous foil.
0.5 m-7 m $30/pr-$100/pr
Vampire Wire CC Series Interconnect. Coaxial
design with 20 -gauge, 154 -strands copper con-
ductor. Braided copper shield.
0.5 m-7 m $18/pr-$60/pr

Speaker Cable
Model 2100 C. 10 -gauge wire with 1,050 strands
of copper per conductor $2/ft
Model 826 C. Features 12 -gauge wire with 413
strands copper per conductor $1/ft
Model 210 C. Features 16 -gauge wire with 105
strands of copper per conductor $0.55/ft

Interconnect Cable Connectors

Sound Connector Series
Strain relief is made by compression, 360'
around the cable. Brass metal, silver plated
then gold plated.
4mm-9mm diameter $15/pr-$17/pr

Speaker Cable Connectors
Black body with gold-plated contacts and
strain -relief springs.
5 -mm diameter $10/pr

VAN DEN HUL
Interconnect Cable

MC Silver. Coaxial cable features crystal -
stranded, silver -clad copper -center conductor.
The dielectric is rrn tape wound to be concen-
tric. Shielding is braid and silver-plated copper
ribbon. 0.5 m-7 m $650/pr-$9, I 00/pr
MC Gold. Balanced cable with two matched
crystal -stranded conductors of silver -clad cop-
per that have had each strand clad with gold.
Shielding is braid and continuous foil clad.
0.5 m-7 m $200/pr-$2,800/pr
Thunder Line. Balanced cable with two
matched crystal -stranded conductors of
silver -clad copper in PTFE dielectrics. Shielding
is braid and continuous foil clad.
0.5 m-7 m $180/pr-5900/pr
D-102 Mk III. Balanced cable with two
matched crystal -stranded conductors of silver -
clad copper. Shielding is braid and continuous
foil. 0.5 m-7 m $I00/pr-$235/pr
D-300 Mk III. Coaxial design with solid 22 -
gauge center conductor. Conductors are crys-
tal -stranded and made of silver -clad copper.
Shielding is braid and continuous foil.
0.5 m-7 m $50/pr-$130/pr

Speaker Cable
SCS-2. 2 -gauge, 665 -strand matched -crystal sil-
ver -clad copper, rrn-insulated $120/ft
SCS-6. 6 -gauge, 133 -strand matched -crystal sil-
ver -clad copper, rrn-insulated $50/ft
Magnum. 8 -gauge, parallel, spaced, matched -
crystal silver -clad copper $15/ft
D-352. 10 -gauge, parallel, spaced, matched -
crystal silver -clad copper $8/ft

CS -122. 12 -gauge, parallel, spaced, matched -
crystal silver -clad copper $4/ft
Clearwater. I4 -gauge, parallel, spaced,
matched -crystal silver -clad copper $3/ft

VECTOR RESEARCH
VRC-I25 Universal Remote Control
Programmable remote; 102 functions $80

VIDEOLINK
Remote -Control Extension Products

270 Missing Link
Remote -control system; sends infrared signals
over UHF radio frequency to any room in house.
Includes one 271 infrared receiver/uHF trans-
mitter and one 272 UHF receiver/blast-nt. Sys-
tem operates up to 200 feet away from main
audio/video location $100
271 Missing Link IR Receiver/UHF. Individual
expansion unit for linking 270 system to multi-
ple, secondary rooms $60
272 Missing Link UHF Receiver/Blast-IR. Same
as above, only to main AN center $50

480 Dinky Link. Miniature receiver that re-
quires power supply and emitter. Works in
normal 3- wire or 2 -wire phantom mode. 2 -wire
phantom mode requires 792 power module $80
170 Xtra Link. Sends infrared control signals
over existing coaxial cable. Includes 2 sender/
emitters and power supply $75
780 Xtra Link. As above, housed in standard I-
box for mounting directly in wall. Requires
power supply and emitter $70
288 Hidden Link Custom. Works in 3 -wire
mode or 2 -wire phantom mode. 2 -wire phantom
mode requires 792 power module. Separate eye
and electronics; can interface with 780 -type
receiver. Requires power supply and emit-
ter $75
298 Hidden Link. As above, no separate eye
and electronics $65
290 Hidden Link. Small, shelf -mounted receiv-
er. Sends infrared control signals over 2 -con-
ductor cord. Requires power supply and em-
mitter $40
390 Blast-IR. Shelf -top sender/emitter. Fea-
tures 3 high -current infrared Leos; output jack
for external 179-95 or 281-00 emitters. Can be
used with the 79000 connecting block. Requires
power supply and emitter $40
380 Blast-IR. As above but housed in standard
1 -box for mounting directly in wall 540

WEBER WORKS
Weber Wire Speaker Cable
Ribbon speaker cable features 10 -gauge wire
with impedances set at ratios of I. 1.41, and
1.73; made of 684 individual strands of oxygen-

free copper coated with pure silver. Current
capacity of 100 amps rms. 500 amps peak.
Available in 3 lengths; custom lengths avail-
able. 8-20 ft $650/pr-$1,350/pr

YALE AUDIO
"Set -It -to -Here" Position Markers
Adhesive vinyl appliques indicate desired com-
ponent -control settings. Graphic elements in-
clude straight and curved arrows; arrows point-
ing to lines; pointing hands; switches; buttons
in; buttons out. Useful for tone controls, etc.
Black, red, or white $6.49

Abbreviations used within this
buyers' guide are explained

on pages 239-245.
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BASF

Digital Audio Tapes
Ultra -fine metallic pigment developed for heli-
cal -scan recording.
DAT C120. 120 min $11.99
DAT C90. 90 min $10.99
DAT C60. 60 min $9.99

Metal Maxima IV Cassettes
Metal -particle tape formulation.
C120. 120 min

Chrome Maxima II Cassettes
High -density chrome tape formulation.
C90. 90 min
C60. 60 min

$6.49

$4.29
$3.29

Chrome Extra II Cassettes
Pure -chrome tape formulation.
C100. 100 min $3.29
C90. 90 min $2.99
C60.60 min $2.69

Ferro Maxima I Cassettes
Dual -layered and "micro -coated" tape formu-
lation with proprietary megadum iron oxide.
Provides MOL of almost 4 dB.
C90. 90 min $2.89
C60.60 min $2.59

Ferro Super 1 Cassettes
Iron -oxide formulation with high frequency
sensitivity for extended response.
C90. 90 min $2.54
C60.60 min $1.94

Ferro Extra I Cassettes
Iron -oxide formulation with extended S/N.
CI00. 100 min $1.89
C90. 90 min $1.69
C60. 60 min $1.49

CERTRON
Certron CTX. High -bias tape; 90 minutes.
2 -pack $15

5 -pack $7

DENON
All Denon cassettes feature a lifetime warranty
and head -cleaning leader.

DAT Series
Ultrafine metallic -particle formula with special
hack -coating and precision mechanism.
R -I20 DT. 120 min $12.99
R-90 DT. 90 min $10.99
R-60 DT. 60 min $8.99

HDM Metal Cassettes
Pure -metal formulation featuring residual
magnetic flux density of over 3,500 gauss and
coercivity of I ,200 oersted.
HDM-100. 100 min $5.99

HDM-90. 90 min $5.50
HDM-75. 75 min $4.99
HDM-60. 60 min $4.50

11138 High -Bias Cassettes
High -density formulation combining metal par-
ticles with cobalt -doped ferric oxide to achieve
residual flux density of 3.000 gauss. mot of
-4.5 dB at 10 kHz.
111)8-100. 100 min $4.99
HD8-90. 90 min $4.75
HD8-75. 75 min $4.25
HD8-60. 60 min $3.75

HD7 High -Bias Cassettes
Features extended high -frequency response
and low noise. Residual flux density 1.850
gauss, mot - 6.5 dB at 10 kHz.
HD& -100. 100 min $4.25
HD7-90. 90 min $4
HD7-75. 75 min $3.50
HD7-60. 60 min $3

HD6 High -Bias Cassettes
Features extended high frequency response.
Residual flux density 1.700 gauss, mot -5.7 dB
at 10 kHz.
HD6-100. 100 min $3.50
HD6-90. 90 min $3.25
HD -75. 75 min $2.75
HD6-60. 60 min $2.50

S -Port 100 -Min Cassettes
Metal formulation with 20% thinner case and
rounded corners and edges.
S -Port Metal. 2-pk $6.99
S -Port High. 2-pk $4.99

DX4 Ferric Normal -Bias Cassettes
Residual flux density 2,000 gauss, MOL - 5.0 dB
DX4-90. 90 min. $4
DX4-60. 60 min. $3

DXI Ferric Normal -Bias Cassettes
Features -7.5 dB mot at 10 kHz
DX1-90. 90 min $2.25
DX1-60. 60 min $1.75

DIC
R-DAT Cassettes
Fabricated with densely packed, ultra fine-
grained magnetic metal particles.

120XR. 120 mm $12
90XR. 90 min $10
60XR. 60 min $9
46XR. 46 min $8
30XR. 30 min $7

I5XR. 15 min $6

FUJI
Digital Audio Tape
Super -Fine Metallix ultrafine metal magnetic -
particle formulation.

DAT (R-120). 120 min $12.95
DAT (R-90). 90 min $11.95
DAT (R-60). 60 min $10.95

FR Metal Series Cassettes
Metal tape with 70-p.sec EQ.
FR (C -90k 90 min $5.99
FR (C-60). 60 min $5.49

FR -11 PRO Series Cassettes
High -bias tape featuring a temperature -resis-
tant cassette shell.

FR -I1 Pro (C-100). 100 min $5.49
FR -II Pro (C-90). 90 min $4.99
FR-Il Pro (C-60). 60 min $4.49

FR -11x Series Cassettes
High -bias tape with 70-p..sec EQ.
FR -11x (C-90). 90 min $3.99
FR -11x (C-60). 60 min $3.49

DR-il Series Cassettes
High -bias tape with 70- µsec EQ.
DR -II (C-100). 100 min $3.49
DR-lI (C-90). 90 min $2.99
DR -11 (C-60). 60 min $2.49

DR -I Series Cassettes
Normal -bias tape with I20-psec EQ.

DR -I (C-90). 90 min $1.99
DR -I (C-60). 60 min $1.49

GE
All GE tapes carry a lifetime warranty.

GE -HO Series
Normal -bias tape.
5 -pack. 90 min $8.95
2 -pack. 90 min $3.58
2 -pack. 60 min $2.98

GE-HBX Series
High -bias cobalt tape.
2 -pack. 90 min $6.98

GE-HFX Series
Normal -bias ferric -oxide tape.
2 -pack. 90 min $5.98
2 -pack. 60 min $4.98

JVC
Digital Audio Tape
R-120. 120 -min $14
R-100. 100 -min $12.80
R-90. 90 -min $12
R-60. 60 -min $10

Metal Cassettes
XFIV90. 90 -min; EQ 70-ps $3.90

High -Bias Cassettes
AFII90. 90 -min; EQ 70 -MS $2.50
AFII60. 60 -min $2.20
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BLANK  TAPE
GI Normal -Bias Cassettes
GI90. 90 min $1.55
GI60. 60 min $1.30

LASER BY SWIRE MAGNETICS
Laser XL Plus Normal -Bias Cassettes
C-90/10.90 min; 10 pk $I4.49
C-90. 90 min; 5 pk $7.29
90 min; 2 pk $2.89
C-60. 60 min; 2 pk with stereo head-
phones $6.49
60 min; 5 pk $5.99
60 min; 2 pk $2.39

Laser XL Plus High -Bias Cassettes
C -I00. 100 min; 2 pk $3.89
C-76. 76 min; 2 pk $3.29

Laser XL Normal -Bias Cassettes
C-90. Includes personal stereo; cassette wallet;
3 pk $8.99
C-90 Cassettes. Includes case; 3 pk $7.99
C-90. Includes hip pouch $7.99

Laser XL Cassettes
C-90. 20-pk $10.99
C-60. 20-pk $8.19
C-60. 12-pk $4.99
C-90. 8-pk $4.99
C-60. 3-pk $1.49
C-90. 2-pk $1.49
C-90. 3-pk $I.79

LORAN
Pro-DAT Cassettes
Made to custom lengths with /0 -piece order.
Pro-DAT. 120 -min $10.50
Pro-DAT. 60 -min $7.50
Pro-DAT. 30 -min $6
Pro-DAT. 10 -min $5
Pro-DAT. 5 -min $4.75

ESQ Series
High bias; polycarbonate shell.
ESQ-90. 90 min $4.99

High -Bias Series
High bias: polycarbonate shell: cobalt -doped
magnetic formulation.
HB-90. 90 min $3.99
HB-60. 60 min $3.49
HB-46. 46 min $2.99

MAXELL
Digital Audio Tape
Features Ceramic -Armor metal -particles.
R-120DM. 120 min $14.99
R-90DM. 90 min $12.99
R-60DM. 60 min $10.99
R-46DM. 46 min $8.99

Metal Vertex
MV -90. 90 min $14.99

MX Metal Cassettes
MX -100.100 min $5.99
MX -90. 90 min $5.29
MX -60. 60 min $4.39

Epitaxial Cassettes
High bias. 70- µsec EQ
60 min -l00 min $3.59-$4.99

XL -II Epitaxial Cassettes
Chrome type; high bias. 70 -wee EQ.
46 min -90 min $3.2944.39

UD-II Epitaxial Cassettes
High bias. 70-issec EQ.
46 min -90 min $2.49-$3.29

XU -S Epitaxial Cassettes
Normal bias, 120-12sec EQ.
60 min -90 min $3.59-S4.39

UD-I Epitaxial Cassettes
Normal bias, 120 -µsec EQ.
46 min -90 min $2.49-53.29

UR Cassettes
Normal bias, 120 -µsec EQ.
60 min -120 min S1.49-52.79

XL! Back -Coated Open -Reel Tapes
XLI 35-180B. 3.600 ft, 101/2 -in reel $38.99
XLI 35-90B. 1,800 ft, 7 -in reel $13.99

Ultra -Dynamic Open -Reel Tapes
UD35-180. 3,600 ft. 101/2 -in reel $31.29
UD35-90. 1,800 ft. 7 -in reel $9.99

MEMOREX BY MEMTEK
CDX H High -Bias Cassettes
Metal tape for use with 70-psec setting.
C-90 $4.79

HBX High -Bias Cassettes
Ferricicobalt tape for use with 70-issec setting.
60 min -90 min $2.79-$3.69

HBS Il High -Bias Cassettes
HBS II. C -I00 $2.59
HBS II. C-90 $2.29
HBS 11. C-76 $1.99
HBS II. C-60 $1.79
HBS II. C-46 $1.59

MRX I Normal -Bias Cassettes
Full lifetime warranty: clear shell.
C-90 $2.29
C-60 $1.79

Normal -Bias Cassettes
Normal -bias tapes for general-purpose record-
ing. Features clear shell.

C-120 $1.99
C-90 $1.49
C-60 $1.19
C-46 $1.10

NIPPON
C60 -BAG. 60 -min; 3-pk $0.99
C90 -BAG. 90 -min; 2-pk $0.99
C60+2. 62 -min; plastic box. $0.99

REALISTIC BY RADIO SHACK
Open -Reel Tape
Supertape premium polyester base tape.
7 -in reel; 3.600 ft; 0.5 mil; 1-9 tapes ... $12.99
7 -in reel; 3.600 ft; 0.5 mil; 10+ tapes .. $10.39
7 -in reel; 1,800 ft; 1.0 mil; 1-9 tapes $6.99
7 -in reel; 1,200 ft: 1.5 mil; 1-9 tapes $5.99
7 -in reel; 1,800 ft: 1.0 mil; 10+ tapes $5.59
7 -in reel; 1,200 ft; 1.5 mil; 10+ tapes $4.79
5 -in reel; 900 ft; 1.0 mil; 1-9 tapes $3.99
5 -in reel: 900 ft; 1.0 mil; 10+ tapes $3.19

Concertape. Polyester base. 7 -in reel; 1.800 ft;
1.0 mil $2.99

Cassette prices may vary according o quanity
purchased, with lower prices for larger quantities.

MIV Metal Tape
Fine-grain metal particles; 5 -screw housing:
hinged storage box.
60 min -90 min $4.99-$5.99

Mil Metal High -Bias Tape
Metal tape for recording and playback with

Type II bias and EQ; head -cleaning leader.
MI1-100. I00 min $4.99
MII-90. 90 min $4.79
MII-76. 76 min $4.49
MII-60. 60 min $3.99

HD High -Definition Chrome -Equivalent Tape
High -bias tape with head -cleaning leader:
hinged storage box: index card.
HD -100.100 min $3.69
HD -90. 90 min $2.99
HD -76. 76 min $2.79
HD -60. 60 min $2.49
HD -46. 46 min $2.39

LN Low -Noise Standard Ferric Tape
Hinged storage box with index card.
LN-I20. 120 min. 2-pk $3.49
LN-90. 90 min. 2-pk $2.39
LN-60. 60 min. 2-pk $1.99
LN-30. 30 min. 2-pk $1.69

XR Type I Premium Ferric Tape
Hinged storage box with index card.
XR-120.120 min $2.79
XR-90. 90 min $ I.99
XR-60. 60 min $1.49
XR-46. 46 min $1.39

SCOTCH BY 3M
Scotch XSM IV. Metal. 90 min $6
Scotch XS 11. High bias. 90 min $4.20
Scotch CX. Normal bias. 90 min $3
Scotch BX. Normal bias. 90 min $2

SONY
Metal Master -90. 90 min $11.99

ES Metal Series Cassettes
Metal (70-p.ree Lc).
ES -90. 90 min $9.99

SR Metal Series Cassettes
SR -60. 60 min $3.49
SR -90. 90 min $3.99
SR -100.100 min $4.49

UX Series Cassettes
High bias. 70 µsec EQ.

UX-Pro (C-90). 90 min $7.99
UX-Pro (C-60). 60 min $5.99
UX-ES (C-90). 90 min $5.49
UX-ES (C-60). 60 min $3.99
UX-ES (C-100). 100 min $4.59
UX-S (C-90). 90 min. $3.99
UX (C-90). 90 min $3.29
UX-S (C-60). 60 min $2.99
UX (C-60). 60 min $2.49

HF-S Series Cassettes
Normal bias. 120 -µsec EQ.
HF-S 90. 90 min $2.69
HF-S 60.60 min $1.99

HF Series Cassettes
Normal bias. 120-p.sec EQ.
HF 120. 120 min $2.99
HE 90.90 min $2.29
HF 60. 60 min $1.79
HF 46. 46 min $1.49

DT Series Digital Audio Tape
DT -90R. 90 min $15.20
DT -60R. 60 min $12.60
DT -120R. 120 min $18

TDK
MA-XG Metal -Alloy Cassettes
Metal bias: 70-issec EQ: dual -layer metal Fina-
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BLANK  TAPE
vinx particles: RS -III 5 -piece mechanism to
eliminate modulation noise.
MA-XG 90.90 min $15
MA-XG 60. 60 min $18

MA -X Metal -Alloy Cassettes
Metal bias: 70-p.sec EQ; ultrafine Finavinx met-
al magnetic particles: 2 -layer. antiresonance
mechanism.
MA -X 90.90 min $5
MA -X 60. 60 min $4.25
MA -X 46.46 min $4.25

MA Metal -Alloy Cassettes
Metal bias: 70-psec EQ; Finavinx metal mag-
netic formulation: dual -layer, antiresonance
mechanism.
MA -I10. 110 min $5.25
MA -90. 90 min $5
MA -60. 60 min $3.50

SA -X High -Bias Cassettes
Dual -coated Super-Avilyn formulation: 2 -layer
antiresonance mechanism.
SA -X 100. 100 min $4.50
SA -X 90. 90 min $3.50
SA -X 60. 60 min $3

SA -X 46. 46 min $3

SA High -Bias Cassettes
Super Avilyn magnetic particles: dual -layer,
antiresonance cassette shell.
SA 100. 100 min $4
SA 90. 90 min $3

SA 80. 80 min $2.75
SA 60. 60 min $2.50
SA 46. 46 min $2.50

SD High -Bias Cassettes
Avilyn magnetic particles: H -type multiface
shell to reduce resonance.
SD 100. 100 min $3.00
SD 90.90 min $2.50
SD 60. 60 min $2.25
SD 46.46 min $2.25

AR -X Normal -Bias Cassettes
Dual -coated Avilyn formulation: two -layer.
antiresonance cassette shell to reduce vibra-
tion.
AR -X 90. 90 min $3

AR -X 60. 60 min $2.50

AR Normal -Bias Cassettes
Ferric magnetic particles.
AR -100. 100 min
AR -90. 90 min
AR -60. 60 min

$3.50
$2.75
$2.50

AD Normal -Bias Cassettes
Ferric particles.
AD -90. 90 min $2.50
AD -60. 60 min $2.25

D Normal -Bias Cassettes
Ferric magnetic particles.
D-120.120 min $2.50
D -90.90 min $2
D-60. 60 min $1.75
D-46.46 min $1.60
D-30. 30 min $1.50

DA Digital Audio Tape
Super Finavins pure -metal particle formula-
tion.
DA -R120. 120 min $14
DA -R90. 90 min $12
DA -R60. 60 min $10

THAT'S
Suono Metal Series Cassettes
Metal -coated shell contains rubber and metal

to absorb modulation and vibrations.
Suono 90. 90 min $13.10
Suono 74. 74 min $11.49
Suono 60. 60 min $9.44
Suono 46.46 min $8.10
CD -IV Metal Cassettes
Metal -coated: shell contains rubber and metal
to absorb modulation and vibrations.
CD -IV 100. 100 min $7.35
CD -IV 90.90 min $5.99
CD -IV 74. 74 min $5.79

CD -MR High -Bias Cassettes
Made of pure metal: AVR shell dampens any
vibration or excess noise.
CD-MH 100. 100 min. $5.79
CD -NH 90.90 min $5.31
CD -NH 74. 74 min $4.75

AS -IV Metal Cassettes
AS -IV 100. 100 min $5.37
AS -IV 90. 90 min. $4.93
AS -IV 60. 60 min $4.38

CD -11 High -Bias Cassettes
CD -11 100. 100 min. $5.10
CD -II 90.90 min. $4.51
CD -11 74. 74 min. $4.13

CD Normal -Bias Series Cassettes
CD 100. 100 min. $3.95
CD 90. 90 mm. $2.83
CD 74. 74 min. $2.91

AS -11 High -Bias Series Cassettes
AS -II 100. 100 min $3.57
AS -II 90. 90 min $3.15
AS -1160. 60 min $2.91

3M BLACK WATCH
DAT Digital Cassettes
Series 7707 tape features proprietary pure -met-
al -particulate magnetic formulation.
DT -120. 120 min $20
DT -100. 100 min $17
DT -50. 50 min $15

1007 Open -Reel Studio Mastering Tape
101/2 -in reel, (1.0 mil, 3,600 ft) $25
7 -in reel, (1.0 mil, 1.800 ft) $15

1006 Open -Reel Studio Mastering Tape
101/2 -in open -reel mastering tape(I.5 mil. 2.5(X)
ft) $20
7 -in open -reel mastering tape( 1.5 mil, 1,200
ft) $10

Audio Cassettes
Series 4040 (Type IV) tape uses an oxide -free
extended range pure -metal -particulate mag-
netic formulation.
100 min $9
74 min $7

Series 2020 tape (Type II, high bias) uses a
metal -particulate suspension formulation that
combines pure metal particles with cobalt -
modified ferric oxide.
100 min $6
74 min $4

The listings are based on data
provided by the manufacturers. For
more product information, contact

an authorized dealer or the
manufacturer directly. Manufacturers'

addresses and phone numbers are
listed in the directory

beginning on page 231.
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STEREO EQUIPMENT

800-621.8042

JVC RX-703VBK 0/4

Surround Sound Receiver
 AM,FM Stereo Digital Receiver  200
war (100x2)  Dolby Surround Sound
 Built-in Synthesizer -Tuner  40 memory
presets  7 band EC  2pr speaker I.
connections CALL FOR PRICE

II

JVC XLM403BK
CD Multi -Changer

 o 1 CD Changer Player  Remote
Control  Random Access Program up to
32 steps  20 bit DAC  8. oversampling
 Digital Filter CALL FOR PRICE

gi=NI .6,1-=61_615.171

JVC TDR-431
Auto Reverse Cassette Deck

 fliDirectional Record Playback
 Auto reverse  Dolby' B&C NR
 FIX Pro  Timer rec play

CALL FOR PRICE

-IPARME)
Mj_6111=1.3
P14.0.111111NR=111.. 7,11111r1

TECHNICS SL -P370
Programmable

Compact Disc Player
 A new generation of CD player using
the MASH Digital -to -Analog converter

inear Motor transport  10 key direct
access on front panel & remote control

CALL FOR PRICE

Win .41

.Wtanrisese .. ..........

Rotary Compact Disc Changer
11/  Chonge discs during play with top -loading.

disc  rotary design  Completely program.el -noble. repeat and random play for 5 discs
II Mf_itnfunction. 25 key wireless remote control
 Quadruple oversampling  20 step random

II,_,c.?ss programming CALL FOR PRICE

111

II
SHERWOOD CD -1182 II

Remote Control Compact Disc Player .-
..I  Full function remote control with 10 key
!Pi dad  3 beam laser  8X oversampiing

el 4 way repot function

1:1 65. 5269 95 SALE $139.95

Pia.audio
12 E Delaware Pl.. Chicago 60611

II

Il

I
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$239
$279
$399
5299

$359
$469

5569
5729

WHOLESALERS
1160 HAMBURG TPK., WAYNE, N.J. 07470

Convenient FAX tt (201) 633

COMPETITIVE PRICING . . . CALL NOW
FOR YOI BEST DELIVERED min!

Miniature CAMCORDERS

NEW
MODELS

IN
STOCK!

HI-FI CAMCORDERS/STILL VIDEO
STEREO

The LATEST MODELS at the BEST VALUE:
 CANON H680  CANON E640  RCA CC520  PANASONIC PV610

 CANON E06 *OLYMPUS VXH804  JVC GRS707  RCA CC311

 CANON A1 Al II RCA CC560 MINOLTA V20 GE CG911

- MOST POPULAR FEATURES -
  8mm 4 LUX FLY ERASE (WIRELESS REMOTE(  nirEnR8,i-10j1OICZFLY ERASE

HI-FI SOUND (CANON E30)

 VHS PRO EDIT 8:1 ZOOM FLY
ERASE (w CASE)

. VHS 6x ZOOM
$569  8mm 10:1 ZOOM

(INCLUDES ALL ACCESSORIES!)
HI BAND STEREO EDIT SEARCH

SUPER VHS
8mm & BETA
-VHS HI-FI STEREO PLAYER
-2 HD HI-FI MTS
-PANASONIC 4 HD VHS

w FLY ERASE HD

-FISHER 4.2 HD Hi-Fi ST MTS
-QUASAR 4n2 HD Hi -Ft ST MTS

w FLY ERASE

-SUPER VHS Hi-Fi MTS
-4.2 SUPER VHS HI -F1 MTS

SUPER d FLY ERASE

-4.2 SUPER VHS Hi-Fi MTS
DIGITAL w FLY ERASE

VIDEO BRAIN Titter d Date recording
Synchro Edit Feature Shuttle Jog Control

-SUPER VHS TIGHT PRO -EDITS
FOR VIDEO ARTISTS S JOURNALISTS

Automatic assemble insert editing
Character generator Eight scene edit program
Field Accurate adding Synchro edit
Tape time remaining indicator

-BETAMAX $299
-8mm PLAYER $299
-SONY T6120 CV (2 Hour, 8mm) $5.99
-FUJI ST120 (SUPER VHS) s7.99
-JVC CGV 60U

CHARACTER GENERATOR TITLER $179

AUDIO RECEIVERS &

VIDEO DISC
PLAYERS

DIGITAL STEREO

- LASER DISC w SPECIAL
EFFECTS& OPTICAL OUTPUT $780

- 100 WATT A V DOLBY
SURROUND AMP

-PANASONIC 3" COMBO
VHS & TV (7--13--20--27-)

$699

$799

$1199

VIDEO
EDITING PROCESSOR 16 WIPES

BY COMBINING
5 BASIC PATTERNS COLOR BALANCING

w JOYSTICK CONTROLLER 8 BACKGROUND
COLORS.

PLUS COLOR
BAR CHART

 VIDEO ENHANCER
 INDEPENDENT

A V FADERS $ VIDEO PROCESSOR
LOP

SA,e,,, HEADPHONE MONITORO

JX-SVS5
CAR

SINTEREos

 AM FM
CD in DASH

.
.

 CAR CD CHANGER.
 RADAR DETECTORSREMOTE

40"'00 LINE
HI -RESOLUTION

STEREO

35" 700 LINE
DIRE'2T VIEW

MTS MONITOR
RECEIVER

STEREO
SUPER VHS

30" TV

$795
20" REMOTE
CO _OR TV

MTS STEREO

700 LINE 50"
w/MTS SURROUND

46" PNP SVHS
TOSHIBA,

PIONEER
SONY
JVC

NEW 32"
SUPER TUBE
by TOSHIBA

CX 3288
CF3254
CALL

26" SUPER
INPUT
WHITE

BALANCE
MTS

FAX MACHINES
 TOSHIBA 3200 s399
 TOSHIBA 3750 5749

DISC PLAYERS
 DORTABLE CD
 NALKMAN
STARTING AT

 ,   call WE WILL MATCH OR BEAT ANY LEGITIMATE PRICE

tsZ14" Vidij Call Toll -Free:
(201) 696-6531

Orders:
1 (800) 444-6300
1 (800) 247-4654 us War,anty AN

ulactu,e, s slandaml aCCOS.
C. quoted mcnnla man.

-m- units we factory sealed We

I 111.11110
mean AUTHORIZED DEALER
to, ALL NAME BRANDS WE

MoilerCa,d 666E6 GMEIZIMZ1
is

SELL' ,ODAv EXCHANGE

S d H NON REFUNDABLE'
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Accuphase (see Madrigal)

Ace Audio
532 5th St.

East Northport, NY 11731
(5161757-8990

Acoustic Interface
Box 6632
Santa Barbara. CA 93160
(8051 964-0247

Acoustic Research
330 Turnpike St.
Canton. MA 02021-2703
(6171821-2300

Acoustic Science
245 Jackson. Box 1189
Eugene, OR 97440
(5031343-9727

Aerobe
10201 Torre Ave.. Ste. 245
Cupertino, CA 95014
(4081446-5313

ADC
707 E. Evelyn
Sunnyvale, CA 94086
(4151266-8551

Adcoon
II Elkins Rd.
East Brunswick. NJ 08816
(2011390-1130

a/d/s/
One Progress Way
Wilmington, MA 01887
(800) 522-4434

Advanced Electrodynamic Systems
860 N. Cypress St.
Orange, CA 92667
(7141639-7690

Advanced Sound
711 E. Magnolia Ave.
Knoxville. TN 37917
(6151637-6694

Advent
25 Tri-State Intl Office Ctr.
Lincolnshire, IL 60069
(8001 323-0707

AES
22 Parsons Dr.
Swampscott. MA 01907-2930
(6171592-4966

Air Tight
611B Santa Clara Ave.
Venice, CA 90291
(2131392-2927

Mwa
35 Oxford Dr.
Moonachie, NJ 07074
(201) 440-5220

AKG Acoustics
1525 Alvarado St.
San Leandro, CA 94577
14151351-3500

Almon
185 Park St., Box 550
Troy. MI 48099
(3131585.8400

Allison Acoustics
1590 Concord St.
Framingham, MA 01701
(8001 225-4791

Albop
4201 Meridian St.. Box 23
Bellingham. WA 98227
(8001426-4303

Altec Lansing
Rt. 6 & Rt. 209
Milford. PA 18337-0277
(7171 29(-4434

Alternative Audio Solutions
Box 36359
Cinncinnati, OH 45236
1513) 861-4213

Amble Loudspeakers
200 Butler St.
Milpitas, CA 95035
(408) 263-2379

American Acoustics
555 W. Lamm Rd.
Freeport, IL 61032
(8151232-2000

American Recorder Technologies
4395 Valley Fair St.
Simi Valley. CA 93063
18051527-9500

Analog One
Box 7202
St. Paul, MN 55107-0202
(612)649-0632

Anodyne Group
Box 6227
High Point. NC 27262
(919)884.7394

Apature

Groton. CT 06340
(2031449-9772

Aft#844
35 York Ave.
Randolph. MA 02368
1617) 963-0124

Aragon (see Mondial)

Arrant
Fisk Complex, Box 192
Marlboro, NH 03455
1603)876-4400

Aram
Box 381
Highland Lakes. NJ 07422-0381
12_011764-8958

Archer see Tandy)

Ariston
12 Ri. 17 N.. Ste. 309
Paramus, NJ 07652
1201) 845-9265

Arkon
11627 Clark St., Ste. 101
Arcadia, CA 91006
(818)358.1133

Artech
Box 1165
Champlain. NY 12919
(5141631-6448

ASB
11605 Basswood Dr.

Laurel. MD 20708
(3011498-5709

Alma -Sphere
160 S. Wheeler St.
St. Paul, MN 55105
1612) 690-2246

Audio Access
26046 Eden Landing Rd.. Ste. 3
Hayward. CA 94545
(1151293-0183

NTIT
Audio by Van Aldine
2202 River Hills Dr.
Burnsville. MN 55337
(6121890-3517

Audio Command Systems
46 Merrick Rd.

Rockville Center, NY 11570
(516)761-5055

Audio Concepts
901 S. Fourth St.
La Crosse. WI 54601
(608) 784-4570

Audio Control
22313 70th Ave
Mountlake Terrace, WA 98043
(206) 775-8461

Audio Design Associates
610 Mamaroneck Ave.
White Plains. NY 10605
(9141946-9595

Audio Research
6801 Shingle Creek Parkway
Minneapolis, MN 55430
1612) 566-7570

Audio Technology
Box 68487
Schaumburg. IL 60168
(7081240-5113

Audio-Technica

Stow, OH 44224
(2161686-2600

Audiolab (see Artech)

Audioprism
Box 1124. Issaquah. WA 98027
12061 392-0399

AudioQuest/Livenire
Box 3060
San Clemente, CA 92674
(7141498-2770

AudioSource
1327 N. Carolan Ave.
Burlingame. CA 94010
(415) 3411-8114

AudioStream
Box 2410
Niagra Falls, NY 14302
(4161632-0180

Audire
9576 El Tambor Ave.
Fountain Valley. CA 92708
(7141968.1236

Avalon Acoustics
2800 Wilderness Pl.
Boulder. CO 80301
(3031440-0422

Avid
Box 192. Marlboro. NH 03455
(6031876-4400

Axiom Audio
Box 82. Hwy #60
Dwight. Ontario
Canada POA 1H0
(7051635-2222

Aides
147 New Hyde Park Rd.
Franklin Square. NY 11010
(5161328.7500

B&K Components
1971 Abbott Rd.
Lackawanna. NY 14218
(7161822-8488

B & W
Box 653, Buffalo, NY 14240
(4161 751-4520

Bang & Olufsen
1150 Feehanville Dr.
Mount Prospect, IL 60056
(7081299-9380

BASF
Crosby Dr.. Bedford, MA 01730-1471
(6171271-4000

BBE
5500 Bolsa Ave. Ste. 245
Huntington Beach. CA 92649
(1300)233-8346

Bead
13410 Sayre St.
Sylmar, CA 91342
(8181367-7922

BEL
2530 Berryessa Rd.. #126
San Jose, CA 95132
(4081259-8648

Belden
Box 1980
Richmond, IN 47375
(3171983-5200

Bell'Oggetti
711 Ginesi Dr.
Morganville. NJ 07751
(2011972-1333

Belles
1237 E. Main St.
Rochester, NY 14609
(7161482-8850

Beniamin
1460 Old Country Rd.
Plainview, NY 11803
(5161753-0700

Benda,
12430 McCrossin Lane
Potomac. MD 20854
(3011926-3371

BEST
3202 S. Shannon St.
Santa Ana. CA 92704-6353
(7141556-2378

Beyer Dynamic
5-05 Burns Ave.
Hicksville. NY 11801
(5161935-8000

Bib
Box 27682, Denver, CO 80227
(3031972-0110

BIC America
895-E Hampshire Rd.
Stow, OH 44224
(2161928-2011

BLR
84-03 Cuthbert Rd.
Kew Gardens. NY 11415
(718)441-2696

BMI (Beaux Merton)
4916 Maspeth Ave
Maspeth, NY 11378
(7181381.1303

The Boothe Company
Box 6184
Honolulu, HI 96818
18081422-8764

Boat Corporation
The Mountain
Framingham, MA 01701
15081879-7330
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Boston Acoustics
70 Broadway
Lynnfield. MA 01940
1617) 592-9000

Boulder
4850 Sterling Dr.
Boulder. CO 80301

CDE
7700 Old Branch Ave.. Ste. C102
Clinton. MD 20735
13011868-7059

Celestion
89 Doug Brown Way
Holliston, MA 01746

Custom Woodwork & Design
5200 W. 73rd St.
Bedford Park. IL 60638
(708) 563-1745

D'Ascanlo Audio
11450 Overseas Highway
Marathon, FL 33050

Electrocompaniet
(see Music & Sound Imports)

Electronic Specialists
171 South Main St.
Natick, MA 01760
(508)655-1532

1303) 449-8220 (508) 429-6706 13051743-7130 Emerson
One Emerson Lane

Bretford Cello Dahlquist North Bergen. NJ 07047
9715 Soreng Ave. 315 Peck St. 601 Old Willets Path 12011854-6600
Schiller Park. II. 60176 New Haven, CT 06513 Hauppauge. NY 11788
;708 678-2545 (203) 865-1237 15161234-5757 Eminent Technology

225 E. Palmer St.
Brown Electronic Labs Cerca Dana Audio Tallahassee, FL 32301
2530 Berryessa Rd. #126 11572 Donovan Rd. Box I. Austin. TX 78767 19041575-5655
San Jose. CA 95132 Los Angeles. CA 90720 (512) 251-7701
(4081 259-8648 1213) 596-9540 Encore

Day Sequerra 7105 E. 132nd St.
Bryston Limited Central Box 95707 Grandview, MO 64030
57 Wedmore Dr. 1651 S. State College Blvd. Hoffman Estates. IL 66195 1816) 763-8057
Rexdale. Ontario Anaheim. CA 92806 (708) 843-1797
Canada M9V 3Y6 1714) 634-4280 Energy
(416)764.1800 DB Systems 3641 McNicoll Ave.

Cmvin-Vega Main St.. Box 460 Scarborough, Ontario
Buff Stuff 555 E. Easy St. Rindge Center. NH 03461 Canada MIX IG5
Box 43128 Simi Valley, CA 93065 1603) 899-5121 1416) 321-1800
Montclair. NJ 07043 (805) 584-9332
1201) 509-9355 dbx (PI

Chapman Sound 707 Evelyn Ave. 8400 Balboa Blvd.
Bush Box 140 Sunnyvale, CA 94086 Northridge, CA 91325
One Mason Dr. Vashon. WA 98070 1408) 720-9800 (8181892.3224
Jamestown. NY 14702 12061 461-3008
1716)665-2000 DCM Epik Monitor Systems

Cicena 670 Airport Blvd. 1720 Lilac Dr.
Calibron 584 Broadway #901 Ann Arbor, MI 48108 Walnut Creek. CA 94595
2950 Lake Emma Rd. New York, NY 10012 13131994-8481 1415)930-9104
Lake Mary. FL 32746 1212)941-6767
1407) 323-2400 Decoursey Epoch 1 see Stanton)

Citizen 11828 W. Jefferson Blvd.
California Audio Labs 2020 Santa Monica Blvd.. Ste. 410 Culver City. CA 90230 Epos (see Music Hall)
7231 Garden Grove Blvd Ste 7 Santa Monica. CA 90404 (213)397.9668

Esoteric AudioGarden Grove. CA 92641
1714) 894-9747

1213) 828-8245

Classe Audio
Definitive Technology
11105 Valley Heights Dr.

R.R. 3, Box 262
Winder, GA 30680

Camber 9414 Cote de Liesse Rd. Baltimore. MD 21117 (4041 867-6300
4946 Bourg
Montreal. Quebec
Canada 4HT 112
1514)738-3225

Montreal, Quebec. Canada H8T 1A1
(514)636-6384

Clements
76th St. Clair Ave. W.. 4th Fl.

(800) 228-7148

Dennesen Electrostatics
715 Hale Si . Beverly. MA 01915
(508) 927-2521

Esoteric Sound
4813 Wallbank Ave
Downers Grove. IL 60515
(708)960-9137

Cambridge Audio
22 Parsons Dr.
Swampscott. MA 01907
1617) 5924966

Toronto. Ontario. Canada M4V W2
1416) 967-1622

Clik Case (see Outer Circle)

Demon

222 New Rd.. Parsippany. NJ 07054
(2011575-7810

ESS

11415 Folsom Blvd.
Rancho Cordova. CA 95742
(916) 852-0906

Cambridge Physics
Fisk Mill Complex. Box 192
Marlboro. NH 03455
1603) 876-4400

Coast
200 Corporate Blvd. S.
Yonker. NY 10701
12121324-46%

Design Acoustics
1221 Commerce Dr.
Stow. OH 44224
(2161686-2600

Euphonic Technology
19 Danbury Rd.
Ridgefield, CT 06877
1204)431.6434

Cambridge Soundworks
154 California St.
Newton, MA 02158
(80012524434

Conrad -Johnson
2800R Dorr Ave.
Fairfax. VA 22031
1703)698-8581

Designteeh
7401 Fullerton Rd.
Springfield, VA 22153
1703) 866-2000

Eurasound
1060 Main St.
River Edge. NJ 07661
(201) 489-2772

Canton
915 Washington Ave. S.
Minneapolis. MN 55415-1245
(612)333-1150

Convergent Audio Technology
24 Falcon Dr.
West Henrietta. NY 14586
17161 159-2700

Desktop Loudspeaker Systems
Box 14526, Wm. Chick Station
Kansas City. MO 64124
(8161 231-1983

Eurostat
1132 East Ave.
Rochester, NY 14607
(7161473-2571

Carrara
1230 Calle Suene
Camarillo. CA 93012
1805)987-1312

Counterpoint
261(1 Commerce Dr.
Vista, CA 92083
1619) 598.9090

DIC
2 University Plaza
Hackensack. NJ 07601
(201) 487-4605

Expressive Technologies
Box 6401
Holliston, MA 01746
1508)42_9-8911

Carver
Box 1237
Lynnwood, WA 98046
1206)775.1202

Creative Point
4045 Clipper Ct.
Fremont, CA 94538
1415) 659-8222

Digital Supply Corporation
222 Bridge Plaza S.
Fort Lee. NJ 07024
(201) 224-9344

Fenton Audio
Box 212
Yellow Springs, OH 45387
(513)767-2761

Cary
101 J Woodwinds Industrial Ct.

Creative Woodworking
Box 747

Direct Sound
150 Fifth Ave.. Ste. 845 Fisher (see Sanyo)

Cary. NC 27511
1919) 481-4494

Nutley. NJ 07110
18001432-8005

New York. NY 10011
12121691-9050 FMS

319 A St  Boston, MA 02210
Case Logic Creek Audio (see Music Hall) Discrete Technology 1617) 542-8161

6930 Winchester Circle
Boulder. CO 80301
1303)530.3800

Crown
Box 1(190
Elkhart. IN 46515-1000

3395 Long Beach Rd.
Oceanside. NY 11572
(516)764.1121

Focus
120 S. Patterson Blvd.
Dayton, OH 45402

Casio 1219) 294-8(00 Discwasher (513) 222-3946

570 Mt. Pleasant Ave.
Dover, NJ 07801
(2011361-5400

Crown Japan by UCM
19300 S. Susana Rd.
Compton, CA 90221

4310 Transworld Rd.
Schiller Park, 11. 6)176
1708)678-9600

Forte Audio (see Threshold)

Fosgate/Audionles
Box 70. Heber City. UT 84032

Catalog It (213)639-5055 Dual (see Ortolon)
18011654-4046

1000 S. Main St.. Ste. 603
Salinas, CA 93901
(408)442-0613

CSI
Box 2727
Oakland. CA 94602

Dynasound Organizer
1775 Old Highway 8. Ste. 109
New Brighton, MN 55112

Fried
7616 City Line Ave.
Philadelphia. PA 191511415)531-8725 1612)635-0828
12151473-7474
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Fuji
555 Taster Rd.
Elmsford. NY 10523
1914) 789-8100

G&B Tools (see Artechl

GE
Box 1976
Indianapolis. IN 46206
(3171267-5000

Geneva
9909 South Shore Dr.
Plymouth. MN 55441
1612)546.5620

GNP
1244 East Colorado Blvd.
Pasadena. CA 91106
1811)577-7767

Goidring (see Musk Hall)

Gold Sound
Box 141
Englewood. CO 80151
13031761-6483

Goldmund
(see Intl Audio Technology)

Goldstands
229 Nassau Rd.
Huntington, NY 11743
(516) 427-4813

Goldstar
1000 Sylvan Ave.
Englewood Cliffs. NJ 07632
(2011816-2000

Goodman of England/Teamco
1225 17th St.. Stc. 143(1
Denver. CO 80202
(3031 293-9737

Grado
4617 7th Ave.
Brooklyn, NY 11220
(718) 435-5340

Gran Prix Electronics
108 Madison St.
St I.ouis, MO 63102
(8001621-3314

Grundig/Lextronix
3520 Haven Ave.. Unit L
Redwood City. CA 94063
14151361-1611

Gustier(
11440 Lackland Rd.
Si. Louis. MO 63146
13141567-5249

Goss Enterprises
215 W. 92nd St.
New York. NY 10025
(2121580-7401

Haller
613 S. Rockford Dr.
Tempe. AZ 85281
1602)967-3565

Hales Audio
43272 Christy St.
Fremont, CA 94538
1415)623-0790

Harman Kardon
240 Crossways Park W.
Woodbury, NY 11797
1516) 496-5400

Hartley
1200 North 23rd St.. Ste. 105
Wilmington, NC 28405
(919) 763-7422

Heath
Hilltop Rd.
St. Joseph, MI 49085
1616) 982-5642

Heybrook (see D'Ascanio Audio)

H.H. Scott
5601 Westside Ave.
North Bergen. NJ 07047
(2011 662-2000

Hi -Pro -Tech
Box 1357
Lansdale. PA 19446
(2151822-2114

Hitachi
401 W. Artesia Blvd.
Compton, CA 90220
12131537-8383

HPI
Box 1015. Hillsboro, NH 03244
(6031464-3999

HTG (see Music & Sound Imports)

Icon
13 Fortune Dr.
Billerica. MA 01821
(800)669-9662

Illbruck
5155 E. River Rd. NE. Ste. 413
Minneapolis. MN 55421
(612) 521-3555

Infinity
9409 Owensmouth Ave
Chatsworth. CA 91311
18181407-0228

Integral
1165 Catlin St.
Simi Valley. CA 93065
(8051583-5270

International Audio Technology
13897 Willard Rd., Ste. .1
Chantilly, VA 22021
17031 378-1515

International Components
105 Maxess Rd.
Melville. NY 11747
(516) 293-1500

Inouye Enterprises Isee Artecin

Jackson
1326 N. 32nd St.

85008
(6021 220-0440

Jame
425 Huehl Rd., Bldg 3A
Northbrook. IL 60062
17(8) 498-4648

Jasco
Box 466
Oklahoma City. OK 73101
1800)654-8483

JBL
240 Crossways Park W.
Woodbury. NY 11797
1516) 496-3400

Jeff Rowland
Box 7231
Colorado Spnngs. CO 80933
(7191473-1181

Jensen
25 Tri-State Intl Office Ctr.
Lincolnshire. IL 60069
(800) 323-0707

John Marovskis
2889 Roebling Ave.
Bronx. NY 10461
1212) 892-7419

JRM
3716 Broadway NE
Knoxville. TN 37917-3120
(6151688-6501

J.S. Engineering
519 East Middle Turnpike
Manchester, CT 06040
12031643-2160

JVC
41 Slater Dr.

Elmwood Park. NJ 07407
(2011794-3900

KEF
141213-K Sullyfield Circle
Chantilly. VA 22021
(7031830-7625

Kenwood
Box 22745
Long Beach. CA 90801-5745
1213) 639-9000

Kevro
Box 1355
Buffalo. NY 14205
1416) 831-4741

/Umber Kabk
2675 Industrial Dr.
Ogden. UT 84401
18011 621-5530

1

Lexicon
100 Beaver St.
Waltham, MA 02154
1617) 891-6790

Lincolnwood
575 University Ave.
Norwood. MA 02062
(6171762-0202

URA
8709 Castle Park Dr.
Indianapolis, IN 46256
1317) 849-7103

Kindel Audio Loran
961 Calle Negocio 10-411 Clark St.

San Clemente, CA 92672 Warren. PA 16365

(7141492-6056 (8001633-0455

Kinergetics
6029 Reseda Blvd.
Tarzana, CA 91356
1818)345.2851

Kinetic Audio
Box 215
Arlington Heights, IL 60006
1312)625-9322

KLH
11131 Dora St.. Box 1085
Sun Valley. CA 91352
1213) 875-0480

Klipach
Box 688
Hope, AR 71801
1501) 777-6751

Klyne Audio Arts
828 7th Ave. SE
Olympia, WA 98501
12_06)943-5420

Koelsu
712 S. Military Trail
Deerfield, FL 33442
1305) 698-6102

Kurt Audio
1530 S. 6th St.. C608
Minneapolis. MN 55454
(6121341-3115

Koss
4129 N. Port Washington Ave.
Milwaukee, WI 53212
(4141964-5000

Krell
20 N. Plains Industrial Rd.
Wallingford. CT 06492
(2031874-3139

Lancer
12340 McCann Dr.
Santa Fe Springs. CA 90670
(2131941-3509

Laserline (see Creative Point)

The Last Factory
2015 Research Dr.
Livermore, CA 94550
14151449-9449

Lazarus
8130 Coldwater Canyon
N. Hollywood. CA 91605
1818)982-6477

Later -Tech
W. 522 Regina Dr.
Spokane. WA 99218
(509) 467-9369

Lebo/Peerless
60 West St.
Bloomfield. NJ 07003
12_011429-8600

Lenoxx
140 43rd St.
Brooklyn. NY 11232
(7181499-400S

Leslie Dame Enterprises
111-20 73rd Ave.
Forest Hills, NY 11375
(7181261-4919

LRS
6 Grove St.
Dover, NH 03820
(603) 749-1904

LT Sound
7980 LT Parkway
Lithonia. GA 30058
(404) 482-4724

Luxman
Box 2859
Torrance. CA 90509
(8001421-2284

Madison Fielding
200 William St.
Port Chester, NY 10573
1914)939-4600

Madrigal
Box 781. 2081 S. Main St.
Middletown, CT 06457
1203)346.0896

Magnavox
I Philips Dr.. Box 14810
Knoxville, TN 37914
1615)521-4316

1645 Ninth St.
White Bear Lake. MN 55110
(612) 426-1645

Magnum Dynalab
6509 Transit Rd. H -I
Bowmansville, NY 14026
1716)684.0460

Marantz
700 N. Commerce St., Box 2066
Aurora. IL 60507.2066
1708) 820-4800

Marchand
1334 Robin Hood Ln.
Webster, NY 14580
(7161265.4930

Mark Levinson (see Madrigal)

Marshall
Box 2027
Culver City, CA 90230
1213) 390-6608

Martin -Logan
2001 Delaware St.
Lawrence, KS 66046
1913)749-0133

Mizell
22-08 Rte. 208 S.
Fair Lawn. NJ 07410
1201) 794-5900

MB Quart
25 Walpole Park S.
Walpole, MA 02081
1508) 668-8973

McIntosh
2 Chambers St.
Binghamton. NY 13903-2699
(607)723.3512

McNeill
417 Temple Rd.
Monaca, PA 15061-2843
1412) 375-9203
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MDS NAIM Outer Circle Products PSB445 E. 17th St. 1748 N. Sedgwick St. Box 3667. Chicago, IL 60654 633 Granite Ct. Pickering, OntarioCosta Mesa. CA 92627 Chicago, IL 60614 (312) 266-8820 Canada LI W 3KI1714)675.3832 1312) 944-0255
(416) 831-6333Owl

Melos Audio Nakamichi 1160 Mahalo PI. Quad723 Bound Brook Rd. 19701 S. Vermont Ave. Compton. CA 90220 14120-K Sullyfield CircleDunellen, NJ 08812 Torrance. CA 90502 (800) 638-1694 Chantilly, VA 220211201) 968-4748 1213) 538-8150
(703)6314618Panasonic

Memorex by Memtek Nelson -Reed One Panasonic Way Quanta (see Rayeo Sound)Box 901021 15810 Blossom Hill Rd. Secaucus, NJ 07094
Fort Worth. TX 76101 Los Gatos, CA 95032 (201) 348-7000 Quasar
1817)354-8247 1408)356.3633 1325 Pratt Blvd.

New England Audio Resource
Paradigm (see AudioStreaml Elk Grove Village. IL 60007Meridian

(708) 228-6366
(NEAR)

679 Lisbon Rd.14120-K Sullyfield Circle Parasouad
Chantilly, VA 22021 Lisbon Falls. ME 04252 950 Battery St. Quicksilver Audio
(703) 818-3028 (207) 353-7307 San Francisco, CA 94111

i 8001 822-8802
4119 Coronado
Stockton, CA 95204MFA Niles
(209) 462-77112518 Seaboard Ave. 12331 SW 130th St. Pegasus Audio (see Rayco Sound)

San Jose, CA 95131 Miami. FL 33186
Per Madsen Design Radio Shack (see Tandy)

(408) 274-5679 (305)238-4373
Box 330101. San Francisco. CA 94133 Rayeo Sound

JA Michell Engineering (see Attach) Nippon 1415)928-4509 9141/9145 Arbuckle Dr.
210 Hanse Ave. Gaithersburg, MD 20877-1428Miller & Kreisel (M&K) Freeport. NY 11520 Perfectionist Audio

13011 840-074710391 Jefferson Blvd. (516)623-7400 172 Ocean Ave.. Lynbrook, NY 11563
Culver City. CA 90232 (5161887.6009 R.B. Muth
(213) 204-2854

Mirage

Nifty Gritty Record Care
4650 Arrow Highway. #F4
Montclair, CA 91763

Pfanstiehl
33(8) Washington St.

1101 N. Delaware St.
Indianapolis, IN 46202
(317) 637-92823641 McNicoll Ave. (714) 625-5525 Wauke gan. IL 60085

Scarborough. Ontario (708) 623-1360 Realistic (see Tandy)
Canada MIX 1G5
(416) 321-11300

Norse Products
10525 Florida Ave.. Ste. 123 Phantom Acoustics (see Threshold) Recoton

46-23 Crane
Mission
440 Discovery Park
Burnaby. BC Canada V5G 4M I
(604) 432-7727

Bloomington. MN 55438
(612) 944-5012

Novak
Memtts Island Road

Phase Technology
6400 Youngerman Circle
Jacksonville, FL 32244
(9041 777-0700

Long Island City, NY 11101
1718) 392-6442

Reel to Real Dodos
3021 Sangamon Ave.MIT Pine Island, NY 10969 Philips
Springfield, IL 62702

(see Transparent Audio Markellag)
1914) 258-4363 1 Philips Dr.. Box 14810

(8001 283-4644
Now Hear This (NM) Knoxville,. TN 37914-1810

Mitsubishi 536 Stone Rd., Ste. H 16151521.4316 Revolver (see Music Hall)
5757 Plaza Dr., Box 6007 Benicia, CA 94510 Phoenix Gold Root (see Studer Resat)Cypress, CA 90630-0007
(714) 220-2500

(7071747-0151 1170 N.E. 63rd St.
Portland, OR 97213 R.F. Engineering

MM Newman
NRG Control

1503) 288-2008 9215 Lowell Blvd.Box 389
Westminster, CO 8003024 Tioga Way, Box 615 Walled Lake. MI 48088 Pickering (303) 430-8281Marblehead. MA 01945 (313) 624-6670 101 Sunnywide Blvd.(617) 631-7100

Plainview, NY 11803 RH Labs
Modern Audio Consultants

Numark
1516) 349-0200 6844 SW 60th Ave.

112 Swanhill Ct.
503 Newfield Ave., Raritan Ctr.

Portland. OR 97219Edison, Ni 08837 Pinnacle (503) 245-8666Baltimore. MD 21208
(3011486-5975

(201) 225-3222 517 Rt. 111. Hauppauge. NY 11788

Octave Research 1516) 360-9410 Rhapsody (see Alarm)
Mod Squad 183.08 Camden Ave. per Rockustics542 N. Highway 101 St. Albans, NY 11412 2265 E. 220th St 15400 E. Batavia Dr.Leucadia, CA 92024
(619) 436-7666

1718) 454-5739

Odeoa

Long Beach.
.

CA 90810
(213) 835-6177

Aurora, CO 80011
(303)363.6161

Mondial 12461 Tibbetts St. Plateau Camber Rogers2 Elm St.. Ardsley, NY 10502 Sylmar, CA 91342 4946 Bourg St. Box 38119141693-7199
(818) 367-3379 Montreal. Quebec Highland Lakes, Ni 07422-0381

Monitor i see Kevro) Ohm Canada H4T 112 (201) 764-8958
(315) 474-7508

Monster Cable 241 Taaffe P1. Rohrer Acoustic Design
274 Wallis Way Brooklyn, NY 11205 PIA Box 884411
S. San Francisco. CA 94080 (718) 783-1111

5601 Metro Dr.. Baltimore, MD 21215 San Francisco. CA 94188
14151871-6000 Onix (see Music Hall) 1301) 358-3600 (415) 822-8228

Mordaunt-Short Onkyo Portland Rosman
1225 17th St.. Ste. 1430 200 Williams Dr. 110IA Air Way. Glendale, CA 91201 597 W. Hillside Ave.
Denver, CO 80202 (800) 999-5260 State College, PA 16803
1303)293-9737

Ramsey, NJ 07446
(201) 825-7950 Precise Acoustic Laboratories

(814) 234-2004

Morel 200 Williams Drive. Ste. B Rom
414 Harvard St.

Option= (see Tandy)
Ramsey, NJ 07446 Box 653. Buffalo, NY 14240

Brookline. MA 02146 Optonica (see Sharp) (201) 934-1335 1416) 751-4525
(617) 2774663

Ora Prow Russound/FMP
112 Swanhill CourtMotif (see Conrad -Johnson) 9410 Owensmouth Ave. 10 Forbes Rd.

Chatsworth, CA 91311 Baltimore, MD 21208 Newman, NH 03857
Museatex (818) 772-2700 1301)486-5975 (603)659-5170
6605 Thimens Ville St.
Laurent, Quebec Oracle Proceed (see Madrigal) Samsung
Canada H4S I W2
1514) 333-6661

355 Power Rd., Edmundston,
New Brunswick, Canada E3V 3K6
(5061735-1080

Prodigy Audio Labs
4337 Lindberg, Addison, TX 75244

301 Mayhill St.
Saddle Brook, NJ 07662
(201) 587-9600

Musk & Sound Imports
450B Pike Rd.
Huntingdon Valley, PA 19006

Ortofon
122 Dupont St.

(214) 980-2628

Proton
5630 Cerritos Ave.. Cypress, CA 90630

Samna
1250 Valley Brook Ave.
Lyndhurst, NJ 070711215) 953-9222 Plainview, NY 11803

1516) 349-9180
(7141952-8282 (201) 460-9710

Musk Hall
PS Audio Saints108 Station Rd.. Great Neck, NY 11023 Otari
302 S. 13th St. 3178 Ryan Lane1516)487.3663

NAD (see Lincolnwood)

378 Vintage Park Dr.
Foster City, CA 94404
(4151 141-5900

Grover City, CA 93433
(805)481-4844

Little Canada, MN 55117
(612)482-1019
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Sanyo Sound Engineering Toady Transducer Developments

21350 Lassen St. Box 12538. Rochester, NY 14612 700 One Tandy Center 652 Glenbrook Rd.

Chatsworth, CA 91311-2329 (716) 865-2818 Fort Worth, TX 76102 Stamford, CT 06906

(818)998-7322 (817) 390-3900 (203) 324-7269
Soundcraftsmen

I

Savard 2200 S. Ritchey St. Tenney Transparent Audio Marketing

477 Live Oak Blvd. Santa Ana, CA 92705 300 Gage Ave.. Kitchener. Ontario Rt. 202, Box 117

Baton Rouge, LA 70806 (714) 556-6191 Canada N2M 2C8 Hollis, ME 04042

(5041336.0905 (519) 745-2364 (2071929-4553
Sound Runner (see Marshall)

Tree DimensionsScotch ( see 3M) Tantrum Trading
Box 609Soundsinith 11232 Vanowen St.. Ste. R03

Scott (see H.H. Scott) 5058 El Cajon Blvd., Ste. A N. Hollywood. CA 91605 Boone. NC 28607
San Diego. CA 92115 (818) 762.1783 (704) 262-0220

Sennheiser (6191286-8430
6 Vista Dr.. Box 987 Tara Labs Triad Design
Old Lyme, CT 06371 Soundstroun 2567 Siskiyou Blvd. 490 NE 219th
1203) 434-9190 120 Blue Ravine Rd. Ashland, OR 97520 TroutIdale. OR 97060

Folsom, CA 95630 (503)488-6465 (800) 525-4018
Service Manufacturing (916)351-1288
3 W. Main St. TC Audio Ulter of America
Elmsford. NY 10532 Speakerlab Factory Box 59, Thurston, OR 97482 7067 Vineland Ave.
(914) 592-4777 6307 Roosevelt Way NE (50317262027 North Hollywood, CA 91605

Seattle, WA 98115-6616 (8181764-1120
Shahinian Acoustics (2061523-2269 TDK
33 A&B Cedarhurst Ave. 12 Harbor Park Dr. Vampire Wire
Medford, NY 11763 SPeco Pori Washinton. NY 11050 203 Flagship Dr.
(516) 736-0033 1172 Rte. 109, Box 624 (516) 625-0100 Lutz, FL 33549

Lindenhurst, NY 11757 (8131948-2907
Sharp (5161957-8700 TDL
Sharp Plaza 652 Glenbrook Rd. von den Hul
Mahwah. NJ 07430-2135 Spectrasain Stamford. CT 06906 (see Sound Couneetion)
(2011529-8200 1110A Elkton Dr. (2031324-7269

Colorado Springs, CO 80907 Vandersteen
Sherwood (303) 599-9254 TEAC 116 W. 4th St.
14830 Alondra Blvd. 7733 Telegraph Rd. Hanford, CA 90230
La Mirada. CA 90638 Spica Montebello, CA 90640 (2091582-0324
(800) 962-3203 3425 Bryn Mawr NE (213) 726-0303

Albuqurque, NM 87107 Vector Research
Shure Brothers 15051883.6120 Teak -Tech 1230 Calle Suerte
222 Hartrey Ave. 2543 Irving Blvd.. Dallas, TX 75207 Camarillo, CA 93012
Evanston, IL 60202 SSI Products (2141638.3017 (805) 987-1312

(8001257-4873 400 S. Date Ave.
Alhambra. CA 91803 Technics Velodyne Acoustics

Signet 1818) 282-9419 One Panasonic Way 1746 Junction Ave.
4701 Hudson Dr. Secaucus. NJ 07094 San Jose. CA 95112
Stow. OH 44224 Stanton Magnetics (201) 348-7000 (408) 436-0688

(2161688-9400 101 Sunnyside Blvd.
Plainview, NY 11803 TEI Venturi (see Bic America)

Simply Physics 15161349-0235 570 W. 18th St.. Hialeah, FL 33010
13158 Veterans Memorial Dr. (8001327-8811 Video Link

Houston. TX 77014 Stan Kogyo 12950 Bradley Ave.

(713) 537-5083 940 E. Dominguez Teri Sylmar, CA 91342

Carson, CA 90746 56 Harrison St.. New Rochelle, NY 10801 (818) 362-0353
Snell (2131538-5878 (914)633-4448
143 Essex St. Wadia Digital

Haverhill, MA 01832 Straight Wire Terpsichore 511 Second St.

(508) 373-6114 1909 Harrison St., #208 Rt. 24. Chester, NJ 07930 Hudson. WI 54016

Hollywood, FL 33020 (201) 879-6889 (7151 386-8100
Smoke (305)925-2470
961 Calle Negocio That's Waterworks Acoustics

San Clemente. CA 92672 Studer Revox 1983 Marcus Ave.. Ste. 201 3365 Fernside Blvd.

(800) 582-7777 1425 Elm Hill Pike Lake Success, NY 11042 Alameda. CA 94501

Nashville, TN 37210 (516) 3261122 (415) 522-0374
Suns.% I see Illbruck ) (6151254-5651

'Meta Digital Weberworks (see Threshold)
Sumneraphe Sundko 5330 Derry Ave. #12
(see Conrad -Johnson) Box 5046. Berkeley, CA 94705 Agoura Hills. CA 91301 Westlake Audio

Sunrise
(415)843.4500 (818)597-9195

2696 Lavery Ct., #18
Newbury Park, CA 91320

110 E. 43rd St. Sumo Thiel (805) 499-3686
Boise, 1D 83714 21300 Supenor St. 11142 Nandino Blvd.
(800) 231-8663 CA 91311 Lexington. KY 40511 WharfedaleChatsworth,

Sony (818) 407-2427 (606) 254-9427
1230 Calle Suerte
Camarillo. CA 93010

Sony Dr. Superpboo Thorn's i see RINI (805) 987-1312
Park Ridge. NJ 07656 1035 Conger. #3. Eugene, OR 97402
1201) 930-7669 345-4226

3A Audio Design (see Eurosound) Wheaton Music
(503) 11230 Grandview Ave.

Sofa Swift Magnetics 3M Wheaton, MD 20902
954 86th Ave. 301 E. Alondra Blvd. 3M Center. St. Paul, MN 55144 (301)949-1262
Oakland. CA 94621 Gardena, CA 90248 (612) 738-2770

(415)632-0394 Wolcott Audio

Sound Anchors

12131 515-0494

Sylvania

3M Black Wald,
One Appletree Sqr., Ste. 1031

2250 N. Bigelow Ave.
Simi. CA 93065

2835 Kirby Ave.. Unit #110 1-40 & Straw Plains Pike Bloomington, MN 55425 (8051527-8842
Palm Bay. FL 32905 Knoxville, TN 37914 1612) 854.845

(407) 951-4349 Yale Audio
16151521-6316 Threshold 2702 Azeele St.

Sound Concepts Spades
12919 Earhart Ave., Auburn. CA 95603 Tampa, FL 33609

27 Newell Rd. Box 359, Gloucester, MA 01930 (9161888-0600 (8131876-6789
Brookline, MA 02146 (508)281-1115
(619) 566-0110

Tice Yamaha

Synthesis (see Cosirad-Jobasoa)
16 Shorewood Ln. 6722 Orangethorpe Ave.

Sound Connections Centerport. NY 11721 Buena Park. CA 90620
203 Flagship Dr. Taddeo 15161757-5046 (714) 522-9105
Lutz. FL 33549 2604 Elmwood Ave.. Ste. 105

Toshiba
(813)948-2707 Rochester, NY 14618 Yankee Audio

(716) 244-6027 82 Totowa Rd.. Wayne. NJ 07470 Box 1575
Sound Dynamics (201) 628-8000 Fallbrook, CA 92028
3641 McNicoll Ave. Tandberg (619) 728-4488
Scarborough, Ontario. Canada MIX 1G5 1060 Main St. Trackinate

(4161 321-1800 River Edge, NJ 07661 IDA Enterprise Centre YBA (see Music Hall)

(201)489-2772
E. Wall Rd. Dublin 3., Ireland
1617) 353-1143
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PRICE PER PAIR
ADS CMS'
ADVENT MAESTRO
ALLISON CD6
ALLISON CD9

SPEAKERS
1,1131. LX -55
"i  3 WAY FLOORSTANDING

 TITANIUM TWEETER
 5 YR MANUFACTURER'S

USA WARRANTY

$56
INFINITY RS -6001' 696

476 INFINITY KAPPA 5' . 596
499 JBL L20T3 OAK 346
346 JBL L100T3 OAK 846

CALL JBL 2600 196
AR POWER PARTNERS 266 JBL 2800 276
AR TSW-510A 496 JBL S3/S4 ...... . .... IN - WALL
AR TSW-910A CALL KEF C35 326
BOSE 22 196 KEF C55 ........ ................ .. 466
BOSE AM3 449 KEF C95 896
BOSE SE5 749 NHT FULL LINE IN STOCK
B. ACOUSTIC 360' CALL OHM FULL LINE CALL
B. ACOUSTIC A70S11* 256 PINNACLE PN5. CALL
B. ACOUSTIC T830' 396 PINNACLE PN84- 346
CELESTION 3 TOP RATED POLK AUDIO 5JR. 276
CELESTION DL -4 SII 236 POLK MONITOR 108 CALL
CELESTION SL -651 ..... ...... CALL SONANCE IN -WALL CALL
D. ACOUSTICS P5-10 CALL YAMAHA NS1OM 276
INFINITY RS -3001' 266 WARFDALE DIAMOND111* ...166

TAPE DECKS

AIWA ADF-800
 3 -HEAD TAPE DECK
 DOLBY B&C  HX-PRO
 TOP -RATED
AIWA ADE 1000 4%
AIWA ADWX- 707 1%
AIWA ADWX 777 236
AIWA ADWX 8043 2%
APO ADWX 888 2%
AIWA ADWX 999 386
CARVER TD 1700' 466
DI NON DRM700' CAI I.
DE NON DRAT 800' 396
DENON CIRW 850' 426
H KARDON ED 262 396
JVC TOW 303 CALL
LUXMAN K112* 426
NAT) 6300 686
NAD 6340' CALL

$256
NAKAMICHCASSE111 DECK1'CAl I
NAKAMICHI CR 2A' 296
NAKAMICHI CR 3A' 596
NAKAMICHI CR 7A* 1396
NAKAMICHI DRAGON' CAll
ONKYO TA2800' 486
ONKYO TARW 490' 486
PHILIPS FC 60
PIONEER CIS 707
PIONEER COW 5308
PIONEER CM 8308
TEAC V970
YAMAHA KX-630'
YAMAHA 10111 700'
YAMAHA KXW 900"

546
326
166
316
466

CALL
466
526

NAXAFAICHCASSET LE DECK2* 266 YAMAHA KX 1200' 566

SEPARATES

YAMAHA MX830e*
 170 WATTS PER CHANNEL 474 96
 POWER AMPLIFIER
ACCOM GFA 555' 626
ACCOM GFA 565* 616
010191 IN STOC
CARVER CI17' 72K6

CARVER TIM 42' CAI I
CARVER TEM 45 686
DI NON TU460* 196
CE NON PMA-920' 466
TX NON AVC 3000' CALL
LE XICON CPT CALL

NAD 1700' 636

ONKYO 1 9090 MKII' 646
YAMAHA A%-630' 386
YAMAHA AX -900' 536
YAMAHA DSP A700' GAIL
YAMAHA DSP-1300' 636
YAMAHA CX 630' 376
YAMAHA MX -1000' 896
YAMAHA TX -540' 216

RECEIVERS

YAMAHA RX-1130
 125 WATT PER CHANNEL $
 SURROUND SOUND
 FULL FUNCTION REMOTE
CARVER HR722' 466 ONKYO IX 844'
CARVER HR 752' 546 ONKYO 1X-866'
CARVER If 77T CALL ONKYO IX SV90 PRO'
DENON DRA 625RA 386 PHILIPS FR 50
DENON ORA 1025RA" CALL PIONEER VSX 4510S
JVC RX 703VE1( 326 PIONEER VSX 57NOS
JVC RX 803VRK 396 PONFER VSX 9700S
JVC 1010VIN CALL SONY SIR AVM!'
I UXMAN R113' 316 SONY SIR AV52C
lUXMAN R115' 646 SONY SIR AV1020'
lUXMANR117' 946 SONY SIRD2020'
MARANI? RS3559 10P RATED SONY SIR G0411S
NAD 7240PE 386 SONY SIR GX801S
NAD 7400PE 7% YAMAHA 330"
NAD 7600PE 946 YAMAHA RX 530'
NAKAMICIII FIE CE KR 3' 266 YAMAIMRX 730'
NAKAMICHIKCEIVIR 1' 6% YAMAHA RX 830'
NAKAMICHI TA 4A 946 YAMAXA RX 930'

266
CAI L

8%
296
396
466
666
286
356
426

GAIL
286
696
216
316
366
466
666

CD PLAYERS
wllffwwffwfwggfm7"'wo

DENON DCD-1560
 DUAL DA CONVERTER $516 20 BIT 8 X OVERSAMPLING

 LAMBDA CIRCUITRY
AMOM GDC 575' 446
CARA R TIM 3600' 586
DI NON DCD 620' 226
DT NON DCD 920' 346
IX NON DCD 1570' CALL

KARDON liD7500 CALL
UXMAN D1112' 396

NAD 5340' 316
NAKAMICHI CD PLAYER r 516
ONKYO DX 7500' CAI L
ONKYO DX 5703" 416
P1111 IPS 11111500 Reference Series
SCNY CDP 209ES 266
SCNY CDP 990' 336
YAMAHA CDX 530' 236
YAMAHA CDX 930' GAIL

*

CD -CHANGERS
DI NON DCM444'
DE NON DCM777'
JVC XI M40319(
LUXMAN DC113'
NAD 5170'
NAKAMICHI CDC3A'
ONKYO DXC 200'
ONKYO DXC 500'
Plill IPS CDC 875
PIONEER PEN 530
PIONEER PDM 630
MONIER POM 730
SONY CDPC 505'
SONY CDP COSTS'
YAMAHA CDC 805-

346
586
266
586
566
666

CAI I.

396
446
216
286
386
256
396
366

TURNTABLES
TECHNICS
SL -1200 MKII
 DIRECT DRIVE  PITCH
CONTROL  DISCO DUTY

$356
MUSE 446
AR 18-101 336
ARISION 0 -DECK N IN STOCK
RAO RX r 176
11301X-2* 286
DUAL CS 5000' 2%
IF CIINICS SI BD 22 96
TECHNICS SLOD-33 156
IHC4(NS10280 MKN 276
111011 NS 10318 HMI 396

V.1.CARTRIDGESer
AUDIO ll Cli SCC.51 C 146
NAGAOKA MP11 146
RAO CARIRIGES CAI I
ORIOT ON X1 MC 66
OR 10111N X3 MC
OR 10ION X5 MC
OR101 ON CONCORDE
SHORE V15 IV MR

116

166

CAI l
CAI I

SHURE V15 V MR CAI I.

STANTON 500AL IN SIOCK
SIANION68011 CAI I

CALL FOR PRODUCT
NOT LISTED

d-r_tT I
ft

ALPINE 7294* SONY CDX-A30
 PUI 1-0U I DESIGN  160 40VER SAMPLING

 AU T
 MUSIOREVERSE

 TRUNCK MOUC

SENSOR $436 10 CD -CHANGER gojo36
NT '..7

HEAD UNITS CD PLAYERS
ALPINE 7192' 266 ALPINE 5903S' 386
ALPINE 7293' 346 ALPINE 5952S' 476
ALPINE 7288' 376 ALPINE 7903S 436
ALPINE 7289* 386 ALPINE 7904S* 396
ALPINE 7390' 466 CLARION 5631CD 316
CLARION 9731RT 196 DENON OCC-8970' 546
CLARION 9772RT 216 DENON MC -1570' 486
DENON X95470 366 JVC XL-MK1200 396
DENON DCR7870* 546 KENWOOD KDC-C200* 416
H KARDON CR151 446 KENWOOD KDC-93R' CALL
JVC KS-RG5 296 NAKAMICHI CD760' 986
KENWOOD KRC-410' ... ..... 226 NAKAMICHI CDC101* 686
KENWOOD KRC-610' ... ..... 2% PIONEER CDXM50 . CALL
NAKAMICHI RD460 ... ..... 436 SONY CDX6020 ....... ........ 286
NAKAMICHI TD560* 686 SONY CDX7580 3%
PIONEER KEH-8100AR ....CALL 40$ / XOYERS
PIONEER KEH-6100AR ....CALL ADS 642CSI* 186
SONY XR5500 236 ALPINE3321* 206
SONY XR7180 286 CLARION 711E0 216
SONY XR7070* .. 296 H KARDON C010 196
S.ST REAM TC303' 326 NAKAMICHI EC200/200H 186
YAMAHA VCR -705' 426 SONY X190 MKII' 176

*ADS**BOSTON ACOUST CSINF INITY*KEF*POLK IV/
 PROTON `SONY  YAMAHA' ADC OWDUAL *B

 THESE PRODUCTS COME WITH A 1 YEAR 6Th AVENL

" 6TH AVE ELECTRONICS IS NOT AN A
MERCHANDISE AND THE MANUFA

NEIE/TAFOF4R,EY

Rt.4 WEST
PARAMUS, NJ

HOURS: 6 DAYS A WEEK MON THRU SAT 10-9

201-489-0666

10 -DAY MONEY -BACK
RETURN POLICY

lietans actxpteo *thin 10 Oays (mug be called in lor prior auniontation)
Products must be in original condition. REIUMS subject to re trop lee.

s^,nn,c a^C ^rdhng not islundable

COD ORDERS ACCEPTED
THE SAFEST WAY TO

BUY MAIL-ORDER

GUARANTEED DELIVERY
ON ALL ADVERTISED ITEMS

We do our best to have sufficient inventory on ell advertised
products. If demand exceeds supply, rain checks will be issued

on out of stock merchandise.

30 -DAY SPEAKER TRIAL
We want you to be acoustically satisfied. 11 the

speakers you buy don't sound as good as we said they
would, then lust send them back for an exchange.

PICTURES ARE FOR ILLUSTRATION ONLY. NOT RESPONSIBLE FOR TYPOGRAPHICAL ERRORS. AD REPRE



9

SOCtAqH0

ASK ABOUT
6TH AVENUE'S

TENDED WARRANTY
aSMMUMTI

NNIIRMNIPMPRNIMPI.Pr

ADS 320 IS* ROCK. FOSGATE
 2 WAY DISCRETE SYSTEM PUNCH 150*
 5
 1' T

17WEETER -4' WOOFER  B1R50ID x

GIABa
2WAT IS $396

SPEAKERS AMPLIRERS
ADS 300IE 276 ADS P0-8' 156
ALPINE 6368' 136 ADS P0-20 566
ALPINE 6396' 196 ADS PH -15' 516
AR GPS400 116 ALPINE 3552 306
AUDIOPHILE 2.5 296 ALPINE 3542" 236
B. ACOUSTICS 761" 186 CARVER M2120' 296
B. ACOUSTICS 763 216 CARVER M4060' 376
B. ACOUSTICS PRO 4.2" .266 CLARION 1610A 336
B ACOUSTICS PRO 6.2'CALL DENON DCA-3400' 286
CLARION 5E9451 136 H KARDON TC 600 CALL
INFINITY RS52r 96 HIFONICS ...Authorized Dealer
INFINITY RS63K 156 JVC KSA 154 196
INFINITY RS693K 176 KENWOOD KAC-821' . .. .. 246
JBL T-602 146 NAKAMICHI PA202' 246
JBL 1500-GTI CALL NAKAMICHI PA304* 366
JVC LS -X6936 106 ORION 280GX 416
MB QUART CALL PIONEER GM3000 CALL
NAKAMICHI SP1010' 146 PROTON CA490' 416
NAKAMICHI SP8O 186 PRECISION POWER CALL
PIONEER TS6995 CALL S. STREAM D1001I' 266
S.STREAM 5510' 176 S STREAM D20011* 386
ULTIMATE PW1035 76 S STREAM MC 140' CALL

:*CARVER*DE NON*LU XM AN*NA O'N AK AM ICHI*ON K YO
WOOD'ALPINE*SOUND STREAMMB QUART*
'RONICS WARRANTY ONLY -NOT THE MANUFACTURER'S

RIZED DEALER OF BOSTON ACOUSTICS
ER'S WARRANTY DOES NOT APPLY

ettgi
CHARGE ITT

CAMCORDERS
SONY
CCD-V101
 HI -8  HI-FI STEREO
 2 LUX LOW/LIGHT
 8:1 ZOOM
 WIRELESS REMOTE

$ 1 SONY CCOF55 796
SONY CCDF77 NEW 1026

I CANON AIMKII 1456
CANON E06 IN STOCK
MINOLTA V1OU 896

PANASONIC PV610 736 OLYMPUS VX-804 CALL
PANASONIC PV10 CALL JVC GRC-60 696
PANASONIC PVS140 926 JVC GR-AX7U CALL
SONY CCDTR5 . 776 PENTAX PVC900A 1286
SONY CCDTR6 CALL YASHICA KDH-150 .1596

FULL MANUFACTURERS USA WARRANTY

VCR'S

4_1111111111
a1=1:141! 4S- aCiacpoom neJeeeosesimai

PANASONIC PV -4060
 4 HEAD HI-FI STEREO $346 ON SCREEN PROGRAMABLE
 FULL FUNCTION REMOTE
JVC HRD 660U 296 PANASONIC PV 2004 . 236
JVC HRD 850U 496 PANASONIC FY 4010 276

JVC HRD 870U CAI 1. PHII IPS VR 6605 546

JVC HRS 5500U 696 PHILIPS VR 6995 CALI

JVC HRS 6600U 766 SHARP VC -5610U 246

JVC HRS C1000U CAI L RCA V11685HE CALL

HITACHI VIM -121A 246 RCA VR 74081 CALL

MITSUBISHI HS -1132 356 TOSHIBA M-641 386
MITSUBISHI HS U52 466 TOSHIBA SV-E990 1396

MITSUBISHI HS U61 696 SONY SI V 575 CALL

MITSUBISHI HS U71 866 SONY SLV 676
,,

FULL MANUFACTURERS USA WARRANTY

LASER PLAYERS

O 25A. Ej r ,T4

PIONEER CLD1080
 18 BIT 8x OVERSAMPLING
 5 IN 1 COMBO PLAYER
 CD / CLD / CDV
PIONEER CLD2080 CAL YAMAHA CDV1600 CALL
PIONEER CLD3070 716 I PHILIPS CDV487 746
PIONEER CLD3080 CALL PHILIPS COV600 NEW 1 BIT
MAGNAVOX CDV 485 . 5% SONY MOP -510 CALL

FULL MANUFACTURERS USA WARRANTY

HI -END SPEAKE 
BOSE 10.2 II
 ACOUSTIMASS DESIGN
 FLOOR STANDING
 STEREO EVERYWHERE
 TOP RATED
 5 YEAR MANUFACUTER'S

USA WARRANTY

$8
As good re cash. Low monthly payments
that you can afford. Deferred payments and
interest. Immediate approval for qualified
customers. Details available from any
of our salespeople.

WE ME PLEASED TO ACCEPT THESE MAJOR CREDIT CARDS

TELEVISION
SONY
KV27X6R50
 27 STEREO MTS
 REMOTE CONTROL
 FUZZY LOGIC

$996
JVC AV -2080S 396
JVC AV -2779S 616
JVC AV -3189S CALL
JVC AV -3589S 1896
HITACHICT-1386 246
HITACHICT-2088 346
MITSUBISHI CS207OR 396
MITSUBISHI CS2720F, 596
MITSUBISHI CS3520R CALL
PHILIPS 27K221 796
PHILIPS 27K272 1096
PHILIPS 27K291 ID TV
PHILIPS 31K371 PIP 1796
PROTON VT210 .................596
PROTON VT296 996
RCA 120700 ,, ......10P RATED
RCA 131395 1696
SONY KV-13TR24 . .256

SONY 10/-191820 .316
SONY KV-19TS20 .356
SONY KV-20EXRIO
SONY 107-27TS30 626
SONY 101-27HSR10 766
SONY KV-27XBR10 796
SONY KV-27XBR15 1096
SONY KV-32XBR10 1596
SONY KV-32XBR50 1696
TOSHIBA CX3254J CALL
TOSHIBA CX3288J CALL

PROJECTION TV's
MISTUBISHI 4501R 2196
PHILIPS 46KP30SA 2496
PIONEER SDP403K 1796
PIONEER SDP503S0 2396
TOSHIBA TP4688J 2596

FULL MANUFACTURERS USA WARRANTY

PORTABLES
SONY D-25
 4 X OVERSAMPLING
 PORTABLE CD PLAYER
 SLIM LINE DESIGN

$236
SONY D2 .

SONY D12
SONY D35
SONY 0180
SONY D555
DENON DCP-100
CITIZEN CBM2200KfT
CITIZEN CBM3000K:T .
PANASONIC SLP11
PHILIPS AZ6804BK
TOSHIBA XR9459 NIT

SPORTABOUTS
SONY WMD3 226
SONY WMD6C ......... 346
SONY WMAF605 166
SONY WMF701C . 246
SONY WMAF67 ... 106
TOSHIBA KT -4868 146
AIWA HSJ900 166

HEADPHONES
AZDEN DM -90 TOP -RATED
SONY MDR -VS 76
SENNHEISER HT -520 126

FULL MAN JFACTURERS USA WARRANTY

156
166
286
226
346
256
186
226
1%
246
316

HI -END SYSTEM
PROTON A1300011* $796
 AM/FM, CASSETTE,

CD PLAYEF1,
REMOTE SYSTEM

NAKAMICHI TM1' 116
NAKAMICHI CP-1' 316
PROTON RS -420 126

DE NON DT -400' 296
YAMAHA YST-C10' 786
PHILIPS AZ8590BK 446

STATE-OF-THE-ART

SHARPVISION xv-loo
 20 - 100" ADJUSTABLE
 VEIWING FROM ANY ANGLE
 EASILY TRANSPORTED CALL'

CORPORATE ACCOUNTS
WELCOME

We cater to your corporate needs

CUSTOMER SERVICE
201 489-1792

HOURS: MONDAY - FRIDAY 10 AM  6 PM
PLEASE DO NOT CALL THIS NUMBER FOR PRICES

NEWA
LL
YORK

1024 &1030
6th AVENUE, NY

HOURS: 7 DAYS A WEEK MON-SAT 10-6:30 SUN 11-5

212-391-2777
'S A SMALL PERCENTAGE OF INVENTORY. CONSUMER AFFAIRS LICENSE NEW YORK 4/ 805697 A a 816928.

CIRCLE NO 32 ON READER SERVICE CARD



WDS
A CUT ABOVE THE REST.

1.800.356E9514
VISA or COD If you find a better price - CALL US.

Some items closeouts. Some items limited quantities.

DISC PLAYER

Knowledgeable
Friendly

10 Day Return*

30 Day No Lemon
Any problem in the
first 30 days will be
repaired within 48
hours or we will
replace it with a
brand new unit.

PORTABLE CD

Harmon Kardon 1-10800 . $239
Three Separate Power Supplies
BELOW NORMAL DEALER COST

MAGNAVOX CDC552 $197
5 Disc Carousel, 20 Track
4 Discs Changeable in Play

JVC XLZ431 SPECIAL
8X, Remote Volume, Coax Out
Top Rated, 32 Track Program

RECEIVER

SONY D66 SPECIAL
8X. Dual Damper, Dual D/As
Mega Bass, Headphones

JVC PCX200 $297
Portable with CD, Hyper Bass
5 Band EQ, A/R, Dolby

SONY CFD50 $144
Portable with CD, 16 Track
Shuffle Play, Sony Quality

CASSETTE DECK
SHERWOOD RV1340 S238
100 Wts +20 Wts/Ch, 5 Band EQ
Dolby Surround, Video Enhancer

JVC RX903 SPECIAL
100+ 15 Wts/CH, Dolby Pro Logic
Computerized 7 Band EQ

SHERWOOD RA1240 $159
70 Wt/Ch, Surround Sound
5 Band EQ, 30 Presets

CAMCORDER

TEAC V680 $239
3 Head, 2 Motor, Fine Bias
Dolby B/C/HX Pro. Headphone

JVC TDV531 SPECIAL
3 Head, Full Logic, Closed Loop
CD Input, Dolby B/C/HX Pro

TEAC V970X $459
3 Motor, 3 Head, Dual Capstan
Remote, Dolby B/C/HX Pro

MISC VIDEO SPECIAL
SONY 8mm CAMCORDER
6X, 1 Page Digital Titler
Date/Time, Auto Focus

JVC GRA1 $588
6X, High Speed Shutter
Compact Design, All 4 HQ

PANASONIC PV602 $629
Switch Hitter, 6X Zoom
Edit Search, High Speed Shutter

$629 JVC AV2750S
27", Brand New, 600 Lines
Master Remote, A/V In/Out

RCA VHS CAMCORDER $629
6x, 3 lux, f1.2
Time lapse, 250K pixels

SONY VIDEO . SPECIAL
WE WON'T BE

UNDERSOLD - CALL!

$529

'10 -Day Return Polley: Return items accepted within 10 days of purchase. (Must
get prior authorization.) Onginal Condition. 10% restocking fee. Shipping and handl-
ing not refundable. For return authorization call: 1-608-2714889

CAR STEREO MISC SPECIAL

CLARION 9772RT $219
Din, Removeable, High Power
A/R, Dolby, 18 Presets

ALPHASONIC PMA4050 . SPECIAL
50 Watt X 4 Channel Amp
Best Car Amp Brand Made

CLARION 9731RT $199
Din, 18 Presets, NR, Dolby
High Power, 18 Presets

TEAC X2000M $949
2 Track Reel to Reel, SPECIAL
4 Track Play, dbx, Black

JVC GRS7OU $899
SUPER VHS Camcorder, 8X, 2.6 lbs
Flying ERase Head, 4 Page Titler

JVC AV3589S $1929
35", 700 Lines, Learning Remote
180 Ch, AN In/Out, Best Buy

SPEAKERS MISC HIGH END
BOSE 901 VI CALL
One of the best speakers
Unlimited Power Handling
CELESTION DL8II . $169 ea.
British, 1" Metal Tweeter
8" Celoprene Wcofer, SPECIAL
DESIGN ACOUSTICS PS3 SPECIAL
Subwoofer / Satellite System
Dual 61/2" Long Throw Woofers

6 Football Fields
of Warehouse

Brand New
Full Factory Sealed

Warranty

HIFI VCR

HARMON KARDON PM665 $499
150 Wt/Ch Int Amp, Black
High Voltage, High Current
SOUNDCRAFTSMAN .... CALL
Made and Designed in the USA
We carry most models
PIONEER CLD1080 $399
Combination Laser/CD, AN Jacks
High Quality Digital Sound

Fast Delivery
In -stock orders
shipped next day.

1000's of Models
Widest Selection

Consistently
Low Price
Huge Volume
Low Overhead

CALL FOR
DEMO SPECIALS

ASK ABOUT THE
BEST EXTENDED
WARRANTY
HOURS:
M -F 8-8  Sat 8-5:30
Sunday Closed

HIFI VCR
NEC N5400
155 Ch, Digital Tracking
Unified Remote, 2/30 Day
JVC HRSCC1000 SPECIAL
Loads SVHSNHS/SVHS-CNHS-C
Jog Shuttle. Flying Erase Head
JVC HRS6600U $749
SVHS, Jog Shuttle, Editing
LCD Remote, Digital Tracking

$299 QUASAR HIFI $279
155 Ch, On Screen Program
MTS, 2/31 Day
JVC HRD860 S419
4 Head MTS Hifi, 181 Ch, 8/31
Real Time, Go -To, Duet Editing
PANASONIC PV4060 $339
4 Head MTS Hifi, 155 Ch, Double
Fine Slow, Memory Rewind

WDS * Wisconsin Discount Stereo * WDS
2417 W. Badger Rd., Madison, WI 53713

 Consistently Low Price
 Fast Delivery
 10 -Day Return Policy

 30 -Day No Lemon
 Widest Selection
 Friendly Knowlegeable Staff



Ill
Note: Words in italic's are defined
elsewhere in the glossary.

AC (alternating current): The current
available from the power outlets in
American homes; it alternates direc-
tion sixty times a second.

acoustic -suspension: A type of infi-
nite -baffle speaker that uses the air
pressure inside a sealed speaker box to
control driver motion.

AM (amplitude modulation): A tech-
nique commonly used in radio that
conveys information by varying the
strength of a high -frequency "carrier"
signal. Most AM broadcasts are in
mono, but many stations are adding
equipment to broadcast stereo AM

programs; you must have a stereo AM

tuner to receive them in stereo.

AM rejection (Am rej): A measurement
of a tuner's ability to suppress changes
in an FM signal's amplitude caused by
multipath and other types of interfer-
ence; higher figures are better.

amplifier: A separate component, or a
section built into an integrated compo-
nent, that strengthens the electrical
signal (increases its amplitude). A
power amplifier must be connected to
a preamplifier (or "control amplifi-
er") to switch and process the sound.
An integrated amplifier combines
power -amplifier and preamplifier
functions in the same unit; a receiver
adds a tuner to that configuration.

analog: A type of audio component or
recording medium that operates with
signals whose waveforms are directly
analogous to the sounds they repre-
sent; see digital.

antenna: A metallic wire or rod that
receives radio or television broadcast
signals over the air and sends them to
a tuner for processing.

automatic turntable: One that sets the
stylus onto a record to begin play and
removes it at the end of play without
the user having to touch the tonearm.

autoreverse: A feature of some cas-
sette decks that enables them to play
or record both sides of a cassette
without the user having to turn it over
manually.

AUX (auxiliary): An input jack found
on some receivers, integrated ampli-
fiers, and preamplifiers that can be
used to connect line -level source
components such as a CD player but
not turntables, which require special
phono inputs.

azimuth: The angle between the mag-
netic gap of a tape head and the edge of
the audio tape. Although the azimuth
angle is theoretically set at 90 degrees.
azimuth often varies from one tape
deck to another.

balance: A control found on most
receivers, integrated amplifiers, and
preamplifiers that changes the rela-
tive volume of the left and right chan-
nels.

band: A particular segment of a fre-
quency spectrum. For example, a
graphic equalizer may divide the au-
dio frequency spectrum into ten
bands, with one control to adjust the
relative volume of each band. The AM
and FM bands are distinct parts of the
RF (radio frequency) spectrum.

bass: The lower frequencies in the
audio spectrum, such as those pro-
duced by a string bass or bass guitar.
An instrument producing bass tones
vibrates air more slowly than one pro-
ducing treble tones.

bass reflex: A type of speaker system
that has an opening, called a vent or
port, in its enclosure so that the
sounds produced by the backward mo-
tion of the bass driver(s) reinforce
those produced by their forward mo-
tion, which come out of the front in a
hand near the bottom of their range.

belt drive: A method of rotating the
platter of a turntable by means of a
belt that connects the turntable's mo-
tor to the platter.

bias: A very high frequency signal
added to an audio signal being record-
ed on tape to reduce distortion. Type I
(normal or ferric) tape requires less
bias than Type II (chrome or chrome -
equivalent) or Type IV (metal) tape.

cantilever: The rod or tube in a phono
cartridge that supports the stylus and
transfers its motion to the cartridge's
signal -generating elements.

capstan: A rotating shaft in a tape
recorder that pulls the tape across the
heads. The tape usually travels be-
tween the capstan and a pinch -roller.
A dual -capstan machine has capstans
at each end of the head block; see
closed -loop.

capture ratio: An important specifi-
cation for an FM tuner, it indicates the
minimum ratio between the strengths
of two FM signals at the same frequen-
cy that enables the tuner to suppress
the weaker signal by 30 de. Smaller
numbers indicate better performance.

cardioid: A heart -shaped polar re-
sponse of a microphone that is sensi-
tive to sounds arriving from the front
and sides.

cartridge (phono cartridge): A small
component mounted on the end of the
tonearm in a turntable; it holds the
stylus, which vibrates in the record
groove. The cartridge converts the
vibrations into a changing electrical
voltage, or audio signal.

cassette: A kind of magnetic -tape
cartridge containing two reels.

cassette deck: An analog component
that uses standard -size audio cas-
settes for recording and playback;
also known as a tape deck. Audio
signals are recorded onto, or played
back from, the magnetic tape con-
tained in the cassette; see heads.

CD (compact disc): A 4.8 -inch metal-
ized plastic disc that stores up to 80
minutes of digitally recorded music.
The nonrecordable disc contains mi-
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croscopic pits that are read by an
optical laser pickup in a compact disc
player. Each pit represents digitally
encoded audio information.

CD (compact disc) player: A digital
audio component based on the PCM
recording system that plays back
compact discs. Unlike turntables,
which play back vinyl records, a CD
player has no stylus and therefore
makes no contact with the disc. Rath-
er, a laser mechanism optically reads
information contained on the CD.

CD -3 (CD single): A 3 -inch CD that
stores up to 20 minutes of digitally
recorded music.

CD video (ow): A compact disc that
combines as much as 20 minutes of
digital audio with approximately 5
minutes of video. cm's are gold -col-
ored to distinguish them from silver -
colored, audio -only CD's.

channel: A distinct path for an audio
signal. Stereo signals consist of two
channels, left and right, which are sent
to left and right speakers (or head-
phones), respectively (see separa-
tion). A surround -sound system adds
one or more additional channels, usu-
ally for the rear. Mono (or monopho-
nic) signals have only one channel.

closed -loop: A drive system used in
tape decks in which the tape is pulled
by dual capstans, one on either side of
the heads, so the part of the tape being
played or recorded is held taut and
fully isolated from the hubs.

compliance: A measurement of how
easily the stylus of a phono cartridge
can be moved by the grooves of a
record. A high -compliance cartridge
has a more flexible cantilever suspen-
sion than a low -compliance cartridge.

crossover (crossover network): A cir-
cuit that divides lower -frequency
sounds from higher -frequency ones. A
crossover is used in a speaker that has
more than one driver. In a two-way
speaker system, the crossover sends
the low frequencies to the woofer and
the high frequencies to the tweeter.
Crossovers are also available as sepa-
rate components.

crossover frequency (crossover
point): In a crossover network, the
frequency at which audio signals are
divided so they can be routed to the
appropriate driver (low frequencies to
a woofer and high frequencies to a
tweeter, for example).

D/A (digital -to -analog) converter: An
electrical circuit that converts a binary
code (or digital word) into an equiva-
lent analog voltage. Most CD players
use multibit converters with 16-, 18-,
or 20 -bit resolution. This type of con-
verter reconstructs an analog music
waveform sample by sample; the volt-
age of each sample is determined by
the sum of the values represented in a
digital word. In digital audio, a word
normally is 16 bits long. Some recent
players use I -bit converters.

damping: The application of mechani-
cal resistance, such as a rubber or
silicone material to the cantilever piv-
ot of a phono cartridge, to reduce the
amplitude of a resonance; also applied
in speakers.

DAT (digital audio tape): A cassette
that is about half the size of a standard
audio cassette. The cassette shell of
prerecorded DAT'S houses a reel of
magnetic tape that contains high -qual-
ity, digitally encoded audio informa-
tion; blank DAT's can be used for high-

quality recording at home.

DAT (digital audio tape) deck: A digi-
tal recording/playback component
that is based on the PCM recording
system. Digitally encoded audio infor-
mation is recorded onto, and retrieved
from, magnetic tape. DAT recorders
make tapes that rival the CD in sound
quality.

dB (decibel): The common unit used to
measure the difference between two
levels of sound or electrical signal.
The decibel is a logarithmic expres-
sion of the ratio of two such levels.
When sound -pressure level (sPL) is
measured in decibels, for example, a
whisper is about 40 dB and a jet engine
about 120 dB. An increase of 10 dB
represents a tenfold increase in power:
It takes ten times as much energy to
produce an SPL of 80 dB as one of 70
dB, even though 80 dB is subjectively
only about twice as loud as 70 dB.
Doubling the power raises the SPL by
about 3 dB; cutting the power in half
reduces the volume about 3 dB. Dou-
bling or halving the volume results in
an SPL change of about 10 dB.

dBf: One decibel referred to a stan-
dard power level of I femtowatt (one
quadrillionth of a watt).

dbx: Ordinarily, a noise -reduction
system-more precisely known as dbx
11-developed by dbx, Inc., and used
in some cassette decks. This system
reduces the dynamic range of the

audio signal during recording, making
the soft parts of the music louder and
the loud parts softer. During playback,
the processing is reversed, restoring
the original dynamic range and reduc-
ing the noise added by the tape. The
dbx I system is used in professional
studio tape recorders. Another type of
dbx noise reduction is used in the MTS
stereo -Tv broadcasting system.

DC (direct current): Electricity that
flows in one direction only; see AC
(alternating current).

de -emphasis: A formof equalization
used in FM tuners that is complemen-
tary to a pre -emphasis used in trans-
mission. The purpose is to improve the
overall SIN (signal-to-noise ratio)
while maintaining uniform frequency
response. Some compact discs also
are processed with a high frequency
preemphasis; these discs automatical-
ly engage de -emphasis circuits in the
player.

defeat: To bypass a signal -processing
feature, removing it entirely from the
circuit. Tone controls are sometimes
accompanied by a tone -defeat switch,
which enables the user to eliminate
their effects without changing their
settings, allowing easy comparisons of
the sound with and without tone -con-
trol modifications.

digital: A digit is a number, and digital
components use numbers in some
way. A digital tuner, for example,
may use numbers only on its front -
panel display, or it may use digital-
synthesis tuning circuits. Compact
discs contain a pattern representing a
series of binary numbers (strings of
ones and zeros); a CD player converts
these numbers into a continuously
changing voltage that represents the
sound of the master recording. Digital
audio tape (DAT) recorders turn analog
input signals into binary numbers and
record these on tape; for playback, the
numbers are read from the tape and
converted into an analog signal.

dipole: A type of speaker that radiates
as much sound from its rear as from its
front but with opposite polarity.

dipole antenna: A type of antenna
that receives radio broadcasts from
two directions. A T-shaped, folded
dipole antenna is often supplied when
you buy a tuner or receiver.

direct -drive: A method of rotating a
turntable platter by using the motor
shaft as the platter spindle.
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dispersion: The spread of a speaker's
output, measured in degrees.

distortion: An unwanted alteration in
an audio signal; also see THD (total
harmonic distortion), noise, and IM
(intermodulation distortion).

dither: Very low-level noise added to
a signal being digitized to reduce the
high -order distortion caused by quan-
tizing very low-level audio signals.
See quantization.

Dolby B and Dolby C: Noise -reduc-
tion (NR) systems designed and li-
censed by Dolby Laboratories for use
in consumer tape recorders. These
encode/decode systems work by mak-
ing high -frequency sounds stronger
during recording and softer during
playback. Dolby C is more effective
than Dolby B, but Dolby B is more
common.

Dolby HX Pro: A special circuit for
tape recorders-the HX stands for
headroom extension-that lowers the
amount of bias added during record-
ing when the signal being recorded
already has a lot of high frequencies.
This allows high frequencies to be
recorded at higher levels with less
distortion.

Dolby Surround: A system developed
for movie theaters, now available in
some signal processors, preamplifi-
ers, integrated amplifiers, and re-
ceivers, that adds two more audio
channels (center -front and rear) to the
ordinary stereo channels. To derive
the extra channels, a decoder adds the
left- and right -channel signals togeth-
er for the center -front channel and
subtracts them from each other for the
rear channel, usually sent to two rear
speakers.

driver: Any individual speaker within
a system, such as a woofer or tweeter.

dubbing: The process of making a
recording of another recording. A dub-
bing cassette deck can record from
one tape in one transport to another in
a second transport. Dubbing can be
done with two single -transport decks
or one dual -transport deck.

dynamic range: The difference, in
decibels (dB), between the softest and
the loudest possible sounds that a
component can produce. Higher rat-
ings are better because they indicate
that the component can more accu-
rately reproduce the full dynamics of
recorded music played through it.

effective mass: A measurement of
how a tonearm resists motion-its
rotational inertia at the distance from
the stylus to the pivot. The effective
mass of the tonearm and cartridge
together and the stylus compliance
determine the frequency of the arm/
cartridge resonance.

efficiency: The percentage of the elec-
trical input power to a speaker that is
converted to acoustic energy. Speaker
efficiency can range from a fraction of
I percent to as much as 10 percent or
more. Note that efficiency indicates
nothing about sound quality, only
quantity of acoustic energy fora given
input power.

electrostatic: Speakers and head-
phones that produce sound by moving
a thin, electrically charged diaphragm
suspended in a high -voltage electrical
field.

elliptical stylus: A stylus whose cross
section, as seen from above, is an
ellipse placed across the record
groove. This type of stylus traces the
fine high frequency modulations of a
record groove more accurately than a
spherical stylus.

EQ (equalization): The process of
changing the relative volume levels of
different segments of the audio fre-
quency spectrum to compensate for
losses at some stage of recording or
reproduction or to alter the tonal bal-
ance of the signal. Phono signals re-
quire a specific type of playback
equalization because of the equaliza-
tion built into the process of cutting a
record.

equalizer: A component, or part of a
component, that is used to equalize
(see EQ) an audio signal received from
a source component by dividing the
signal into various separately adjust-
able bands. The most common type is
the graphic equalizer, which divides
the audio band into individually con-
trollable fixed frequency bounds.

expander: A device used to restore
natural dynamic range. This is
achieved by counteracting the com-
pression of dynamic range that some-
times occurs when recordings are
made and when a signal is broadcast.

50-da quieting sensitivity: A tuner
spec measuring the level of an incom-
ing stereo or mono FM signal that's
required to produce a background
Hip -plus -noise level of - 50 dB; lower
figures are better.

filter: A circuit that removes or atten-
uates a specific part of an audio sig-
nal.

flutter: A wavering sound caused by
small, rapid variations in the speed of
electro-mechanical components such
as turntables and cassette decks. Ex-
pressed as a percentage of variation
from the correct speed, flutter mea-
surements are combined with wow
measurements in a single wow -and -
flutter (w&F) spec. Lower figures are
better.

FM (frequency modulation): A type of
radio broadcasting that encodes audio
waveforms as variations in the fre-
quency of the broadcast carrier sig-
nal. An FM station with center fre-
quency of 88.1 MHz will actually
broadcast a signal that changes from
slightly less than 88.1 MHz to slightly
more according to the amplitude of the
audio waveform.

frequency: Rate of vibration or oscil-
lation. Sounds are vibrations and can
be represented by electrical signals
that change at different rates; a low-
pitched sound is represented by a
slowly changing voltage, a high-
pitched sound by a quickly changing
voltage. Frequency is measured in cy-
cles per second, or hertz (abbreviated
Hz). Most people can hear notes as low
as 20 Hz and as high as 15,000 to 20,000
Hz. In radio, frequency refers to the
frequency of the carrier signal of the
station, such as 88.1 MHz for an FM
station or 1,010 kHz for an AM station.

frequency balance: The relative vol-
ume of different segments of the audio
frequency range, from bass to treble.

frequency response: This important
specification indicates how evenly a
component reproduces different fre-
quencies. A typical spec might be 20
to 20,000 Hz ± 3 dB, which means that
the component will reproduce sounds
as low as 20 Hz and as high as 20,000
HZ, and all those in between, not more
than 3 dB too loud or too soft. If a
frequency -response specification does
not include a tolerance (the plus -or -
minus decibel figure), it is essentially
meaningless.

graphic equalizer: see equalizer.

head amp: see MC (moving -coil).

heads: The parts of a tape deck that
impose a magnetic pattern on a tape
(for recording) or detect one that is
already there (playback). Most audio
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decks also have another head for eras-
ing tapes by randomizing the magnetic
pattern on the tape so that a new one
can be recorded. The heads of analog
recorders are stationary, but those of
digital audio tape (DAT) decks are on
rotating drums like those used in
VCR's.

HX Pro: see Dolby HX Pro.

Hz (hertz): The standard unit of fre-
quency, named after the German
physicist Heinrich Hertz. Measure-
ments in hertz represent cycles per
second-that is, changes away from a
basic state and back again. In audio,
the basic state is defined either as
ordinary air pressure (without sound)
or its electrical equivalent (a constant -
level DC signal).

IF (intermediate frequency) rejection:
The ability of a superheterodyne AM or
FM tuner's IF circuits to reject external
interference at the intermediate fre-
quency.

image rejection: The ability of a tuner
to ignore signals removed from the
desired frequency by twice the inter-
mediate frequency (10.7 wiz in home
FM receivers, 455 kHz in home AM
receivers).

tM (intermodulation distortion):
When a two-tone test signal is used,
distortion components appear at fre-
quencies that are sums and differ-
ences of multiples of the input fre-
quencies. Their magnitude is
expressed as IM, which is usually more
distressing to the ear than harmonic
distortion. As with all types of distor-
tion, lower figures are better.

impedance (imp): Measurement, in
ohms, of the total opposition (resistance
and reactance) that a component has to
the flow of electrical current; usually
found in discussions of speakers.

infinite -baffle: A type of speaker in
which the back wave produced by a
driver is prevented from interfering
with the front wave, usually by placing
the driver in a sealed enclosure. See
acoustic -suspension.

infrared: A part of the electromagnet-
ic spectrum that is just below the range
of frequencies visible to the human
eye. Infrared frequencies are used by
wireless remote controls to send sig-
nals to the components they control.

integrated amplifier: A component
that performs the functions of both a

preamplifier and a power amplifier.

isolation: The separation of a struc-
ture from everything surrounding it;
usually in reference to turntable tone -
arms and platters.

kHz (kilohertz): 1,000 Hz.

Laserdisc: A laser -read videodisc sys-
tem. Laserdisc players are similar to
CD (compact disc) players; combina-
tion units that play both kinds of discs
as well as cp videos are available.

LCD (liquid -crystal display): A type of
electronic readout that does not gener-
ate its own light and, therefore, uses
very little power.

LED (light -emitting diode): A semi-
conductor that produces light when an
electrical current is passed through it;
used as indicators on components.

linear -tracking tonearm: A type of
tonearm that moves in a straight line
across the radius of a record; see piv-
oted tonearm.

logic: In cassette decks, the ability to
switch from one transport function,
such as fast forward, to another, such
as rewind, without first pressing the
stop button; doing this in decks with-
out logic controls can damage the
tape. In a surround -sound system,
logic circuits are used to improve sep-
aration between multiple channels
derived from matrix -encoded stereo
signals.

loudness compensation: A form of
equalization that progressively em-
phasizes low frequencies (and some-
times high frequencies) as volume is
reduced. Loudness -compensation cir-
cuits, which appear in some preampli-
fiers and receivers, are designed to
offset the human ear's loss of low -

frequency sensitivity as the sound
level decreases.

magnetic cartridge: A phono car-
tridge that generates an audio signal
from the relative motions of a magnet-
ic field and a coil or coils. The output is
proportionate to the velocity of the
stylus motion. See Mc (moving coil)
and MM (moving magnet).

matrix: A type of circuit commonly
used in surround -sound processors to
encode three or more channels of in-
formation into two or to derive multi-
ple channels from an encoded stereo
signal. Also used to describe a similar
type of circuit that can synthesize a

rear channel for ambience even if the
original recording consists only of left
and right stereo channels.

mc (moving -coil): A type of phono
cartridge in which the magnets are
stationary and the coils where the sig-
nal is generated move in response to
the motions of the stylus in the record
groove. Some MC cartridges produce
very low voltages, and their output
must be amplified to standard levels
by a "head amp" or pre -preamplifier
before further processing by a phono-
preamplifer section.

MHz (megahertz): 1,000,000 Hz.

microphone: An electroacoustic pick-
up device that converts acoustical en-
ergy-such as live music or a voice-
into an electrical signal that is essen-
tially equivalent in shape and ampli-
tude to the acoustical input.

midbass: The segment of the audio
frequency spectrum covering sounds
produced in the upper bass and lower
midrange region; special midbass
drivers can be used to reproduce these
frequencies.

midrange: The segment of the audio
frequency spectrum between the bass
and treble frequencies. The midrange
includes most of the fundamental
tones of human voices and of many
musical instruments. Midrange driv-
ers reproduce sounds approximately
in this frequency range.

MM (moving magnet): The most com-
mon type of phonograph cartridge. A
moving -magnet cartridge has magnets
attached to the opposite end of the
cantilever from the stylus. The stylus
motion causes these magnets to move
near coils of wire, generating an electric
current representing the audio signal.

mono (or monophonic): An audio sig-
nal in which all the information is
combined in one channel; also, a com-
ponent that handles only one channel,
such as a mono amplifier (used in
pairs for stereo programs).

MPX (multiplex): A method of combin-
ing two or more signals into one.
Some tape decks have an MPX filter
that removes the 19,000 -Hz pilot tone
from stereo FM broadcasts.

MTS (multichannel television sound):
The encode/decode system devised by
Zenith and dbx for stereo Tv broad-
casting in the United States. An MIS
decoder, which may be built into an
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audio or video component, receives
stereo broadcasts and produces stereo
signals from them. See SAP.

multipath: A condition that occurs
when a broadcast radio signal reaches
the antenna over two or more paths of
different lengths. The result is interfer-
ence that causes distortion and a loss
of stereo channel separation.

my (millivolt): One thousandth of a
volt.

Rs (microsecond): One millionth of a
second.

Av (microvolt): One millionth of a
volt.

noise: An unwanted part of a pro-
cessed signal that is not related to the
original signal. Audio noise usually
sounds like hiss or hum.

NR (noise reduction): A system de-
signed to reduce the noise added to an
audio signal during recording. See
dbx and Dolby.

ohm: The basic unit of electrical resis-
tance.

1 -bit D/A converter: Converter that
translates the I6 -bit signal from a CD
into a I -bit output signal. The output is
generated using one of two basic meth-
ods-PDM (pulse -density modula-
tion) or PWM (pulse -width modual-
tion).

output level: A measure of how strong
a signal produced by a component is,
usually in relation to the strength of
the signal put into it.

oversampling: A digital filtering
technique used in some compact disc
players. Extra samples are mathemat-
ically interpolated between those read
from the disc, creating a signal at some
multiple of the standard 44.1 -kHz CD
sampling frequency (usually two,
four, or eight times), which raises the
frequencies of any spurious signals
created by the digital recording pro-
cess well above the audio range. The
spurious signals are then removed by
an analog filter with a gentle slope,
which is simpler, cheaper, and more
linear -phase than the sharp -cutoff fil-
ter required when oversampling isn't
used.

passive radiator: An unpowered
speaker assembly that is placed in the
port of a vented -enclosure system to
extend the bass response; the move-

ment of the powered assemblies
moves the passive radiator. Also
called a "drone cone" or "slave
cone."

PCM (pulse -code modulation): A sys-
tem of recording that encodes an audio
signal in a series of electrical or mag-
netic pulses representing binary num-
bers (ones and zeros). Compact disc
players, digital audio tape (DAT)
decks, and digital signal processors all
use PCM encoding.

PDM (pulse -density modulation): A
signal -generation method, used in
some 1 -bit D'A converters. Informa-
tion is represented by a pulse train in
which all of the pulses are of the same
amplitude and duration but may be
either positive or negative. In 1 -bit D/A
conversion, the variations in the rela-
tive densities of positive and negative
pulses is such that an analog audio
waveform can be recovered by filter-
ing out ultrasonic energy in the pulse
train.

peak indicator: Usually a flashing LED
on a tape recorder that indicates when
transient signal levels have exceeded
the recorder's ability to handle them
without distortion; a supplement to
recording -level meters.

peak -reading meter: A recording -
level meter that rises rapidly and de-
clines at a moderate speed so the user
can judge the levels of transient peak
waveforms.

phono: Abbreviation for "phono-
graph"; refers to the low-level signals
produced by a phono cartridge and to
the phono input where a turntable is
connected to a preamplifier, inte-
grated amplifier, or receiver. Phono
inputs use RCA connectors, some-
times called phono plugs.

piezoelectric cartridge: A phono car-
tridge with a ceramic or crystal gener-
ating element that produces electricity
when bent, twisted, or stressed. The
cartridge's output, which can be fairly
high, is proportionate to the amplitude
of the stylus motion, rather than stylus
velocity. See magnetic cartridge.

piezoelectric speaker: A speaker
principle used in some tweeters that
employs a ceramic element that ex-
pands or bends when fed a signal volt-
age. This deflection generates sound.

pivoted tonearm: The most common
type of tonearm, it swivels on a fixed
point so that the cartridge it holds can

track the record groove from edge to
center along a shallow arc. See linear -
tracking tonearm.

PLL (phase -locked loop): A type of
tuner circuit that locks the received
frequency to a synthesized reference
frequency, which is usually generated
by a quartz crystal.

P -mount: A standardized type ofpho-
no cartridge that plugs into a specific
kind of tonearm; it requires no adjust-
ment or calibration.

port: An opening in a bass -reflex
speaker system that allows the sound
wave from the back of a driver to
reinforce the sound wave from the
front, also called a vent.

power amplifier: A component that
takes the audio signal from a pream-
phfier and makes it strong enough to
drive speakers.

preamplifier: A component that
switches and processes audio signals
from source components. Typically,
preamplifiers amplify only the low-
level phono signals from turntables
(more precisely, from phono car-
tridges), raising them to the same
level as signals from other source com-
ponents (called "line level") and ap-
plying the necessary RIAA equaliza-
tion.

preset: On a tuner or receiver, a
memory position where the frequency
of a selected radio station can be en-
tered for instant recall.

programming: The process of enter-
ing in instructions for a component to
carry out at a later time. For instance,
many compact disc players can be
programmed to play selected tracks in
any order.

PWM (pulse -width modulation): A sig-
nal -generation method, used in some
1 -bit D/A converters, in which all of the
pulses in a pulse train are of the same
amplitude but of varying durations (or
widths). In 1 -bit D/A conversion, varia-
tions in the number and width of the
pulses are such that an analog audio
waveform can be recovered by filter-
ing out ultrasonic energy in the pulse
train.

quantization: In a digital audio sig-
nal, the number of possible values
available to represent various levels of
amplitude. In a CD (compact disc)
system, the resolution of the quantiza-
tion is 16 bits, which means that each

Mb  w 11./...Yan milk+ OAS!



sample can have any value between
zero and 65,535. Higher figures are
better because they allow for more
accuracy. See sampling frequency.

quartz -synthesis: See PLL.

random access: The ability to go di-
rectly to the beginning of a song, track,
or program without having to scan the
intervening material; the process is
usually initiated using numbered but-
tons on a component's front panel or
remote control.

RCA connector: The most common
kind of home -audio connector, using
small, one -pin phono plugs. The ca-
bles usually come in pairs, with the
right channel marked in red, the left in
black, gray, or white.

receiver: An audio component that
performs three basic functions: re-
ceiving radio broadcasts, switching
and processing audio signals, and am-
plifying the selected signal so it can
drive speakers.

record: A 12 -inch vinyl disc, also
known as an LP or long-playing record,
with intricate grooves that contain an-
alog audio information. By vibrating in
these grooves, the stylus of a phono
cartridge converts mechanical infor-
mation into a usable audio signal that
can be amplified and sent to a pair of
speakers. Seven-inch discs are called
45 -rpm records, or singles.

recording -level meter: An indicator
on a tape recorder that displays the
signal levels being recorded onto tape
from moment to moment; used to set
proper recording levels.

RE (radio -frequency): The high:fre-
quency electromagnetic signals used
to broadcast radio programs.

RFI (radio -frequency interference):
Noise created by interference from
strong, nearby radio broadcasts.

RIAA: The Recording Industry Asso-
ciation of America, which has set stan-
dards for the equalization used on
phonograph records. To minimize
noise and prevent overcutting, every
record has reduced bass and boosted
treble, and these characteristics must
be compensated for during playback
by the phono preamplifier.

ribbon speaker: A form of speaker
driver using a light ribbon suspended in
a magnetic field that generates sound
when current is passed through it.

rms (root mean square): A common
method of averaging power measure-
ment.

rpm: Revolutions per minute.

rumble: A measurement of how much
motor noise is transmitted through a
turntable to the cartridge. Lower fig-
ures are better.

sampling frequency (or rate): In digi-
tal audio, the number of times a signal
is sampled each second. The standard
sampling rate for the CD (compact
disc) format is 44.1 kHz, which means
each second of sound is encoded by
44,100 16 -bit numbers for each chan-
nel. The sampling rate must be at least
twice the highest frequency to be re-
corded.

SAP (separate audio program): A sep-
arate mono channel that is broadcast
along with the two stereo channels in
the MTS system for stereo TV. The sAP
channel can be used for various pur-
poses, such as providing an alternative
soundtrack in a language different
from that used on the primary chan-
nels.

saturation: A condition that occurs
when an audio tape becomes fully
magnetized and an increase in signal
input level does not produce a corre-
sponding increase in recorded level.
Saturation also can occur in the mag-
netic structure of the tape heads.

scan: A tuner feature used to move
quickly from one broadcast station to
another, stopping on each frequency
for a few seconds so the user can
sample it. On compact disc players,
the scan feature is used to move
around quickly within a track, much
like fast forward on a tape deck.

selectivity (sel): A specification that
tells how well a tuner or receiver can
differentiate between the selected
broadcast channel and other stations
using nearby frequencies. Adjacent -

channel selectivity (adj-ch sel) mea-
sures rejection of signals from stations
broadcasting on either side of the se-
lected station; alternate -channel se-
lectivity (alt-ch sel) measures rejec-
tion of signals from stations two
channels away from the desired one.
Higher numbers are better for both of
these specifications.

semiautomatic turntable: A kind of
turntable that lifts the tonearm from
the record automatically at the end of
a side; the cartridge's stylus must be

set onto the record by hand, however.

sensitivity (sens): A measurement
used for speakers that tells how much
sound is produced I meter away from
the speaker with an input of 2.83 volts
(1 watt into 8 ohms). Higher numbers
are better.

separation: The difference, measured
in decibels (de), between the outputs
of two channels when a signal is fed
to only one, indicating the amount of
leakage between channels in a compo-
nent. Higher figures are better.

servo control: A technique that forces
the speed or position of a moving
device into conformity with a desired
speed or position. The speed of a
servo -controlled turntable is estab-
lished by a precision voltage or fre-
quency standard to which it is com-
pared. Automatic adjustments are
made to minimize differences and in-
sure the correct rpm.

signal: An electrical current that is
modulated (changed) to represent au-
dio information.

S/N (signal-to-noise ratio): Measured
in decibels (de), the difference in level
between a signal (usually at a stan-
dard level) and the residual noise of
the component through which it is
passed. Higher figures are better.

source: The program signal that is
being recorded or played back. Com-
ponents (turntables, cassette decks,
compact disc players, etc.) provide
program signals either by playing a
recorded program (LP's, tapes, ces)
or receiving a broadcast program (tun-
ers and receivers).

speaker (or loudspeaker): A compo-
nent-typcially conical in shape-that
accepts audio signals from a receiver
or amplifier and converts them into
sound waves. Also called a driver.

specification (spec): A numerical mea-
surement of a component's perfor-
mance as provided by the manufactur-
er.

spherical stylus: A stylus whose
shape is conical; typically used in low-
price cartridges. The downward -fac-
ing point of the cone, which vibrates in
the record groove, is rounded to a
specified radius of curvature. See el-
liptical.

SPL (sound -pressure level): A mea-
surement of acoustic energy, usually

OA A CrrIsr,l 11%./C tIC' 'MC 1001



encountered in the sensitivity rating
of a speaker. See de.

stereo: The use of at least two separate
channels (signal paths) to create the
illusion that music is being produced in
the space between, and even beyond,
a pair of speakers.

stylus: The needle -shaped material,
usually diamond, at the end of the
cantilever of a phono cartridge; its
vibration as it traces the record
grooves is translated by the cartridge
into an electrical audio signal.

subwoofer: A separate speaker de-
signed to reproduce only low bass
frequencies. Powered subwoofer sys-
tems contain an amplifier and cross-
over.

supertweeter: A tweeter used to re-
produce only extremely high frequen-
cies; usually found in four- or five -way
speaker systems.

surround sound: See Dolby Sur-
round.

tape monitor: A switch on a tape
recorder or preamplifier that allows
the user to listen to a tape as it is being
recorded to insure proper recording;
on a preamp, it may also allow exter-
nal signal processors to be used.

THD (total harmonic distortion): The
percentage of an audio output signal
that consists of spurious harmonics, or
multiples of the fundamental frequen-
cies. These harmonics are introduced
by an amplifier or other component in
its handling of the original signal.
Lower figures are better.

tonearm: The rod on a turntable that
supports the phono cartridge. See
pivoted tonearm and linear -tracking
tonearm.

tracking: The ability of a CD player or
phono cartridge to follow the pattern
recorded on a CD or vinyl record.

tracking error: In playing a record,
the tonearm should hold the car-
tridge as nearly tangent to the record
groove as possible. Tracking error is
expressed as the number of degrees
away from tangency.

tracking force: The downward force
of a stylus on a record, measured in
grams.

transport: The parts of a tape deck
that move the tape, including the mo-

tor(s), hubs, capstan(s), pinch-
roller(s), and other mechanisms. In a
CD player or turntable, the transport
system rotates the CD or record.

treble: The upper part of the audio
spectrum; see bass and midrange.

tuner: A component that receives ra-
dio signals from an antenna, allows
the user to select a station, and demod-
ulates the audio signal from the RF
signal.

turntable: Also known as a phono-
graph or record player, a turntable ro-
tates records; see cartridge and stylus.

tweeter: A driver in a speaker system
that is designed to reproduce treble
sounds (high frequencies).

two-way, three-way: Refers to the
number of frequency bands a speaker
system's output is divided into. A
two-way system has a woofer and a
tweeter; a three-way system adds a
midrange speaker to that configura-
tion.

usable sensitivity: The minimum RF
signal level required for a tuner to
achieve a 30 -dB SIN in mono; lower
figures are better.

volume: usually expressed in decibels
(de), the strength of a sound wave or
audio signal.

W/ch (watts per channel): A specifi-
cation that indicates how much power
an amplifier or receiver will deliver to
each of a pair of speakers.

W&F (wow -and -flutter): A specifica-
tion indicating the speed accuracy of
mechanical components such as turn-
tables and cassette decks. Lower fig-
ures are better. See wow and flutter.

woofer: A driver in a speaker system
designed to reproduce the low, or
bass, part of the audio frequency
spectrum.

wow: A measurement of slow speed
variations; usually combined with
flutter, a measurement of fast speed
variations. Lower figures are better.

AC-alternating current
A/D-analog to digital
ADC-analog-to-digital

converter
AFC-automatic frequency

control
alt-ch-alternate channel
amp-amplifier
CIRC-cross interleave

Reed -Solomon code
Cr02-chromium dioxide
D/A-digital to analog
DAC-digital-to-analog

converter
DAT-digital audio tape
dB --decibel
dBf-decibel femtowatt
DC-direct current
EFM-eight-to-fourteen

modulation
EIA-Electronic Industries

Association
EIAJ-Electronic

Industries Association of
Japan

EQ-equalization
F-farad
FeCr-ferrichrome
FET-field-effect transistor
FR-frequency response
g-gram(s)
HD-harmonic distortion
HX-headroom extension
Hz-hertz (cycles per

second)
IC-integrated circuit
IEC-International

Electrotechnical
Commission

IEEE-Institute of

Electrical Electronic mW-milliwatt
Engineers tt-micro (one millionth)

IF-intermediate frequency NAB-National
IHF-Institute of High Association of

Fidelity Broadcasters
IM-intermodulation nWb-nanoweber

(distortion) NR-noise reduction
imp-impedance PCM-pulse-code
ips-inches per second modulation
k-kilo (one thousand) pF-picofarads
kHz-kilohertz (one PLL-phase-locked loop

thousand cycles per P-P-peak-to-peak, push
second) pull

LCD-liquid-crystal RF-radio frequency
display RIAA-Recording Industry

LED-light-emitting diode Association of America
UR-left/right rms-root mean square
LSB-least-significant bit RPM-revolutions per
LSI-large-scale integrated minute

(circuit) sel-selectivity
M-mega (one million) sons --sensitivity
Mb/sec-megabits per sep-separation

second SMPTE-Society of
MC-moving coil Motion Picture and
MM-moving magnet Television Engineers
MNOS-metallic nitrogen- S/N-signal-to-noise ratio

oxide semiconductor SPL-sound-pressure level
MOL-maximum output THD-total harmonic

level distortion
MOSFET-metal-oxide TIM-transient

semiconductor FET intermodulation
MPX-multiplex (distortion)
MSB-most-significant bit V-volt(s)
in-meter (as in sPuw/m) VU-volume unit
m-milli (one thousandth. W-watt(s)

as in msec) W 81F-wow-and-flutter
mH-millihenry Wb-Weber
mm-millimeter wrms-weighted root mean
ms-millisecond square
mV-millivolt wtd-weighted



CLASSIFIED
FOR MORE ADVERTISING INFORMATION CALL 1-800-445-6066

AUDIO VIDEO STORAGE

THE BEST RECORD RACK IN AMERICA. Stackable, porta-
ble, oak units hold LP's. CD's and tapes. Free Mailorder
Brochure, (please mention Stereo Review). Per Madsen
Design: (115) 928-4509. P.O. Box 330101. San Francisco,
CA 94133.

WANTED TO BUY

TOP DOLLAR PAID FOR
OUAUTY LP & CD COLLECTIONS!

Rock, Jazz. Classical (especially early Mercury, RCA.
London Stereo: Lynta, British EMI).

U S A ss largest used new collector shop,

Princeton Record Exchange
20 Tulane Street, Princeton, N.J. 08542

(609) 921-0881

PIONEER D-23. SPEC -2. SPEC -4. SXV-90. P -D70. FT -V70.
PL-88FS. SR -60. RG-60. SG -90. SG -60. CT -A9 LUXMAN
D-408. T-407. D-05 INFINITY QUANTUM I. II. STEREO
BUYERS GUIDES 1975-1985. AL. 1415 OAK NOB WAY. SAC-
RAMENTO. CALIF 95833

EQUIPMENT AUTHORIZED

SERIOUS
AUDIOPHILES

DESERVE
SERIOUS
SERVCE.

And that's what YOU

will get at Reference
Audio/Video . We offer
the best in high -end

audio and the best in

friendly service by our
knowledgeable staff.
From the latest CD
players to the finest
high -power amplifiers,
you'll like our surpris-
ingly affordable prices
and fast shipping.

Holiday Gift
Certificates
Available

COUNTERPOINT. L
REVOX  ACOUSTAT
MOD SOUAD  JSE
DAHLOUIST  BOSE
NEC  DBX. MELOS
HALFER  PROTON
PS AUDIO  ONKYO
CELESTION  PHIL
LEXICON  CREST
VELODYNE  STAX
FOSGATE  PRECIS
VPI  AUDIBLE ILL
DCM  OHM  TEAC
JBL- HARMAN MR
SUPFRPHON.AKG

iiimeie*ofire

Call us 01(213) 517-1700

18214 Dalton Ave, Dept. S, Gardena, CA 90248
Hours: M -F 9 to 6, Sot. 9 to 1 Pacific Time

STEREO WORLD' IS YOUR DISCOUNT MAILORDER
SOURCE WITH SUPER DEALS ON HOME AND CAR STE-
REO LINES INCLUDING KENWOOD. TECHNICS. PAN-
ASONIC. JVC. SONY. PYLE. PIONEER. SHERWOOD. JBL.
HIFONICS. BLAUPUNKT. AUTOTEK. ADVENT. AND MANY
OTHERS. CALL OR WRITE FOR FREE CATALOG FREE
UPS IN 48 STATES 10AM-6PM MON-FRI: VISA MC. COD
ACCEPTED OUR 4TH YEAR P 0 BOX 596. MONROE. NY
10950 (914) 782-6044

SINGERS!
REMOVE VOCALS

FROM RECORDS AND CDs!
...... :

-'ti
4 1 1 :.

s04 ' ....

...----
1 Trrirl, 411-' , v v tr

z l'.7U-: -" --- -
BIRO WITH THE WORLD'S BEST BANDS!

An Unlimited supply of Backgrounds from standard
stereo records! Record with your voice or perform live
with the backgrounds. Used in Professional Pertormanco
yet connects easily to a home component stereo. This
unique product is manufactured and sold Exclusively bj
LT Sound - Not sold through dealers. Call or write for a
Free Brochure and Demo Record.
LT Sound, Dept. SBG, 7980 LT Parkway
Lithonia, GA 30058 (404)482-4724
Manufactured and Sold Exclusively by LT Sound
24 HOUR PHONE DEMO UNE:14041482-248S

Audition in your home the gratilying McNEILL Loudspeakers
described in this directory To order 1-800-562-7525

High -end and hard -to -find audio components.
Low, low prices! AUDIO AMERICA (Virginia).
Call 1-703-745-2223.

FOR SALE

S. B. H. ENTERPRISE.
167E1. 53r0 St. Brooklyn, N.Y.11200 - Mat.-Fri.8.7, Sun 9
CALL (800) 451-5851 IN NYC (718) 438-1027

RADAR DETECTORS
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THE MINI AD WITH MAXI SAVINGS

&IP!

TIE DAT
DIGITAL AUDIO TAPS WORMS
MONDAY THRU FRIDAY:9:00-6:00 WEEKENDS:1:00-4:00

2.5 ELS--IN STOCK NOW!

& Introducing the smallest DAT to date:

THE AIWA HD -X1
DIRECT DIGITAL RECORDING MASH FILTERS
DIGITAL IN & OUT RECHARGEABLE BATTERY
256X OVERSAMPLING SUB -CODE EDITING

A D CONVERTER W WIRED REMOTE & CASE INC.

2624 WILSHIRE BOULEVARD
SANTA MONICA, CA 90403
(213)828-6487 FAX(213)470-6176

A.D.S.. ADCOM, BANG & OLUFSEN, B&W.
CARVER. DENON HARMON KARDON. NA-
KAMICHI, KEF, REVOX AND OTHER QUALITY
COMPONENTS. ALL PRODUCTS COVERED
BY MANUFACTURER'S U.S.A. WARRAN-
TIES. AMERISOUND SALES INC. 24 HRS.
EAST: (904) 262-4000. WEST: (818)
243-1168.

i
"The Quick Connection"

B.J. AUDIO
991 Beechmeadow

Cincinnati. OH 45238 t
(513) 451 0112

HOME

 CARVER  ADC  DESIGN ACOUSTICS  DENON  POLK
 CELESTION  ADCOM  NAD  PARADIGM

CAR
 ALPINE
 BOSTON ACOUSTICS
 AUDIO CONTROL
 POLK AUDIO
 NC
 KENWOOD
 CARVER
 SOUNDSTREAM
 NAKAMICHI
 PYRAMID
 AUTOTEK

 ADS
 COUSTIC
 BAZOOKA
 INFINITY
 PRECISION POWER
 MB QUART
 DENON
 SONY
 YAMAHA
 PYLE

 CLARION
M/C, Visa or COD

$ourld Seller
For the Musical Difference

Authorized Dealer For:

Acoustat
Audio Control
Nitty Gritty
M&K
Nakamichi
Oracle
Polk
PROAC
Proton
STAX
Thorens
Dahlquist
Hailer
Monster Cable
Citation
Velodyne
Pattern

NAD
Belles
CWD
dbx
Fried
Harman Kardon
JBL
Onkyo
Grado
Lexicon
Celestion
DCM
Niles
Kinergetics
Duntech
Carver

1706 Main St.
Marinette, WI 54143

(715) 735-9002



AM - PC IN STOCK
AX 300 13909 pc v55 LOW
AX 430 LOW PC9-88 LOWAA 500 85 W LOW PCR.200LOW
AX -700 LOW PC W-100 LOW

- TECHNICS -
SUV 660 90 WATTS LOW CLEIRMIMM
SLEv-460 50 WATTS LOW

Wm11.wmF2097
NEW

TECHNICS SLIV50 !NYEGo, ATE 702 LOW

apm..A7P WITH TUNER LOW WMF 2093
WINA r 604-
W19.1000LOW wA."F:67?

3 SPORTS

TX.300 129.99 WMAF.641111=1=11 WFF-46- - ww4D-6C PRO
EPA 1000 789 99 TCN,5000 ENV

TECHNICS- - HE A0PHoNE s
3HAv.40 DOLDY SURROUND -

1C K-300 KORDLIESS
7CK200 KORDLESS- CHNICS - - AMEN -

3j1.0017 7 OAHE, 41.imiWOW E

DIGITAL MONITOR
- PIONEER - DM70 DIGITAL

VSX01) 130W NEW MONITOR 4699
VSX.9700S 125w NEW - SONY -
VSX.3700S NEW MORCO6 77 99
vsX-3600 103K, NEW INDRv. 37.99
vSX 700S 7.:W.,VSX.4600 103W- SONY
956.37003 0300, HEW D.2 14999950 600 100w NEW 0 4 SAVE I
5X.2600 65../ 469 99 0.9 SAVE S- !VC - 0 555 NEW
HEW RX-10t0 02999 D.35 NEW
Rx 703 339.99 0.06 SAVE I
Rll 903 639.90 D-180 FOR ENE CAR LOW
RX 777 319 99 - TECHNICS -
RX 555 249.99 NEW MAP -2 LOW

FOCUS ELECTRONICS  4523 13th AVENUE. BROOKLYN. N.Y.
11219 1-800-223-3411 FOR INFO.. CUST. SERVICE OR N.Y.

ORDERS CALL 1.718-436-4646 VISA. MC. AMEX 6 CAD. AC.
CEPTED. 14 DAY RETURN POLICY. ALL UNITS ARE SHIPPED
NEW. IF RETURNED AFTER 14 DAYS A 15% RESTOCKING FEE
WILL APPLY. OPEN SUNDAY 10.6 MONDAY TO THURSDAY TO -7

FRIDAY 10.2. SUPER SAVINGS CLOSEOUT HOTLINE
I 1-718.854.5017 CALL 24 HOURS -,I

ELECTRONICS
4523 -13th AVE. D'KLYN. NY

018-436-4646  1.800-223-3411
COMIIPPICT INSC

Pt. AT (RS
- TECHNICS -

SLP-370 NEW LOW
SLI1.170 NEW LOW
SLPC- 30 MEW FRONT LOAD
3 DISC ROTARY CHANGER WITH
FULL FUNCTION RAT. LOW
SLP.222 18 BIT 4 TIMES
OVIRSAMPLEHG LOW
SL PC 20 5 DISC ROTARY
CHANGER WITH RFAT. LOW
SLPC0 LOW

- HAKAMICNI
OFAS-3A 649 99

- YAMAHA -

(DCC-490
LOW
LOW

CDC -610

- MAGNAVOX -
C1211492 LOW
C00-496 LOW
C00-586 LOW
C00610 LOW
COO.630 LOW

- PIONEER -
PDIA 730 LOW
PO/A-030 LOW
PDM-530 LOW
POT 303 LOW
POT -403 LOW
P0-7300 LOW
00 6300 LOW
P0.4350 LOW
PD4300 LOW

- IvC
01.21010NEW 489.9

XLV-231 139 09
XLZ-331 13999
X LFA-40.3 24999
JUR 202 5 DISC 21900
XLV.222 149 99
XL Z 431 199 99
XLZ 61. 31999
X LFA-303 219.99ME:=INIZEMTECHNICS
RSTR 155 (NE AL ONE AUTO
REVERSE LOW
RSTR 255 DULONE AUTO
RE VERSE LOW
RSTR ,65 NEW 16999
RSTR353 DUAL 00111 AUTO
RE VERSE LOW

- PIONEER
Clow OR MULTI TAPE
CHANGER NEW
CT W.300 T29 99
C TW.8300. DOLOY NEW
CTW-63OR DOE DT MX PROM.,
C W.33OR (SOL DV
CTW-430 00100
CIS -603
ctw 330

- IVC -
TC1w-144

NEW
MEW
LNOW
141w

11999
NEW TD94010 489 90
TOW 901 339 99
Tillw 999
TOW -803

259 99
249 90

TOW503 194 99
113.303 159 99
TOW 203
TOY 711

139 99
419 99

Mx- 331 139 99
TOR -431 169 99
TDV 321
TOW 501

249 99
199 99

- w -
ADE 4000 35999
ACER 630 219 99
AOWX 909 LOW
AOWX 800 29993
AOWX 707 19003
ADW X.505 .2LU:

n03 399 99
x .03 21999

- TECHNICS -
SAR-177 40 WATTS
REMOTE
SA -100 40 WATTS

LOW
LOWEST

SAR-477 TOO WATTS 43KEY
REMOTE LOW
SAR.377 00 WATTS 42 KEY
REMOTE LOW
SAR277 60 WATTS 32 KEY
REMOTE LOW
111FRRII RCE_MIII
SLIS0-20 DELT DRIVE LOW
SLISD-22 DELT DRIVE LOW

2 IN STOCK
NEW OUR WOOFER.,

PN
PM,
PIXY

PI -MONITOR

MAESTRO
LEGACY
PROD TOWER
DAD... II
MINI
suo wool

IN STOCK
LOW
LOW

200 LOW

LOW
LOW
LOW
LOW
LOW
LOW

CH140 $24999
- AUOIOVOR -

Av 235 AUTO REV 99 99
AV -3000 LOW 39 99
AV 216 PULL OUT Do 99
AV 226 AUTO REVERSE
PULL OUT lie 99
AV 236 40W ARIPU 139 90

- 00101E -
DC R 5320 5299 90
DCA 3500 POWER AmP249 99
DC A 3130 POWER AMP/19

- PIONEER -
1111.8.00 OR 11E46400 OR
K11460701 OR KEN 5100 OR
KE 3600 OR KE 2600 OR
KE 1600 OR KE 1330
KEN 9696 KIN 0606
KEN 7676 KEN 5656
KEH 4646 KEN 6070499
KE 5757 RE 4747
GM 4000 Gm 3000
GM 203 GM 43640 99

CALL FOR ALL SPEAKERS
=3:=212ZIZOLUDIMI

79? SPEAKERS LOW
(700 SPEAKERS LOW

- KENWOOD
510 KRC 410

KRC -676 KRC -640
KRC 4178 KRC 17 7
KDC.02 KRC3003
ROT 99K KDC92R

CTS -1100 WITH SPKRS LOw
- ALPINE -

71D0 189 99
7139 74999
7480 249 99
7280 279 99
3240 GRAPHIC to 79 99
3317 POWER AMP 9099
1:112=1213:121

JvC
pc -1000 NEw

w144F 605 LOW
LOW
LOW
LOW
LOW
LOW
LOW
LOW
PRO

189 09
LOW

RANGE
30 90

Authorized
MAGNEPLANAM Dealers
ALABAMA
Audition
Homewood
ARIZONA
HI F1 Sales
Mesa
CALIFORNIA
dB Audio
Berkeley
Shelleyt Stereo
Canoga Park
C & Mt Stereo
Fairfield
Absolute Audio
Orange
Audible Difference
Palo Alto
Stereo Design
San Diego
COLORADO
Listen Up
Denver & Boulder
CONNECTICUT
Take 5 Audio
New Haven
FLORIDA
Sound Components
Coral Gables
House of Stereo
Jacksonville
Audio Visions
Tampa
HAWAII

20/20 Inc
Honolulu
IDAHO

Stereo Shoppe
Boise & Moscow
ILLINOIS
Glenn Poor's Audio
Champaign & Normal
Paul Heath Audio
Chicago
Audio Consultants
Evanston. Hinsdale.
& Libertyville
INDIANA

Sound Pro
Indianapolis
IOWA

Audio Labs
Des Moines
Audio Room Ltd
Marion
KENTUCKY
Sound Gallery
Louisville
MAINE
Hi Fi Exchange
Falmouth
MARYLAND
Myer Emco
Rockville
MASSACHUSETTS
Goodwin Audio
Boston
MICHIGAN
Classic Stereo
Grand Rapids &
Kalamazoo
Audio Dimensions
Royal Oak
MINNESOTA
Audio Perfection
Minneapolis
MISSOURI
Flip's Stereo Place
St. Louis
Audioport Ltd
Kansas City
MONTANA
Rocky Mountain Hi Fi
Great Falls
NEBRASKA
Custom Electronics
Omaha & Lincoln
NEW JERSEY
Sounding Bowd
Ridgwood
Woodbridge Stereo
Woodbridge, Princeton
& West Long Branch

NEW MEXICO

Sound Ideas
Albuquerque
NEW YORK

Speaker Shop
Buffalo
Audio Den
Lake Grove
Lyric Hi Fi
New York &
White Plains
Sound Concept
Rochester
Clark Music
Syracuse & Latham
NORTH CAROLINA
Audio Advice
Raleigh
OHIO

Audio Encounters
Columbus
Paragon Sound
Toledo
OKLAHOMA
Audio Dimensions
Oklahoma City
& Norman
Phonograph. Ltd.
Tulsa
OREGON
Bradford's Hi Fi
Eugene
Hawthorne Stereo
Portland
PENNSYLVANIA
Hi Fi House
Harrisburg & Camp HI
Sassafras Audio
Bryn Mawr, Whitehall,
Montgomeryville.
Feaster vile
& Philadelphia
TENNESSEE

Opus 2
Memphis
TEXAS
Audio Systems
Austin
Beaumont Sound
Beaumont
Dallas Audio Concepts
Dallas
Sound Quest
El Paso
Audio Concepts
Houston
Concert Sound
San Antonio
UTAH

Audition
Salt Lake City
VIRGINIA
Myer Emco
Bailey's Crossroads
WASHINGTON
Defirvtive Audio
Seattle
Halt Stereo
Spokane
Tin Ear
Richland
WASHINGTON. D.C.

Myer Emco
WISCONSIN
Audio Emporium
Milwaukee

CANADA
K & W Audio Ltd.
Calgary. Alberta
Audio Ark
Edmonton, Alberta
Sound Plus
Vancouver, B.C.
Advance Audio & Video
Winnipeg. Manitoba
Stereo Factory
Thornhill & Toronto,
Ontario
C.O.R.A. Acoustique
Quebec, C.P.

UNMATCHED SERVICE...
...UNMATCHED SELECTION
EVERYTHING FROM A to Z...
AND ALL UNDER ONE ROOF
 AUDIO CONTROL
 ADC
 ADS
 ADVENT
 AUDIO DYNAMICS
 AIWA
 AKG
 ALPII+E
 ALTEC LANSING
 AM RICO
 AUDIO QUEST
 AUDIO SOURCE
 BANG & OLUFSEN
 B&W
 BAZOOKA
 BBE
 BEL
 BOS-ON ACOUSTICS
 BELL
 BUSH
 C.A. L
 CAMBER
 CANON
 CODE -A -PHONE

 CARVER
 CERWIN VEGA
 CELEST1ON

 CITIZEN
 CLIFFORD
 COE RA
 COUSTIC
 CWO
 DAL ME
 DB).
 DCM
 DELIVERY
 DEMON
 ECLIPSE
 FIS -1ER

 FOX
 FUJI
 GE
 GRADO
 GFtUNDIG
 HAFLER
 HIFONICS
 Hn ACHI
 INFINITY
 J1/".;

 K40
 KE NW000
 KOSS
 LEXICON
 LLXMAN
 MAGNADYNE

 MAXI LL
 MB QUART
 MEMOREX
 MINOLTA
 MISSION
 MITSUBISHI
 MONSTER CABLE
 NAD
 NILES
 OLYMPUS
 ONKYO
 ORION
 PANASONIC
 PARADIGM
 PHASE LINEAR
 PHOENIX GOLD

PHILIPS

 PINACLE
 PIONEER
 PRECISION

POWER

 PROTON
 QUASAR
 RCA
 ROCKFORD

FOSGATE

 ROYAL
 SAE
 SANSUI
 SCOTCH
 SOUNDCRAFTSMA
 SIGNET
 SNOOPER
 SANUS
 SANYO
 SONANCE
 SONY
 SURROUND SOUND
 SOUNDSTREAM
 STAX
 STILLWATER
 SUNPACK
 TARGA
 TOK
 TEAC
 TECHNICS
 THORENS
 TOSHIBA
 TRIAD
 UNIDEN
 VIDIK RON

 V.S.E.
 WHISTLER
 YAMAHA

 ZENITH

* -71

rn#ir 7/..!

- -r

Meadtown Shopping Center
Route 23 S. Kinnelon, NJ 07405

M -F: 10-9 Sat '3 6, Sun 11-5

201.838 *3444
We Accept All Major Credit Cards



FOR SALE

/NC

BACK TO SCHOOL SPECIALS

SONY D-555
 COMPACT DISC PLAYER

s359
YAMAHA AST -C11

 REMOTE  DUAL VOLTAGE
 SPACE SAVING MINI SYS $899

IN NYC DIAL: 145 W 26th St.
al -582a:5824 NYC.NY 10001

The "CALL'S on US"
1-800-443-4249

Sound Advice...
eceivers

JVC SUPERDIGIFINE XR1010VTN
 DOLBY  Prologic

"Call Us"
MARANTZ RS -3559B
 DOLBY  Prologic

"Call Us"
ADC COVER
 5 Disc Changer WI Receiver

s699

PIONEER VSX-9700 YAMAHA FtX1130

"Call Us" "Call Us"
HAFLER SE120/SE100 $439

HI-FI CITY is the first step in
"Hi -Fidelity Retail".

Sound Equipment...

Speakers
ADVENT HERITAGE

"Call Us"

NHT MODEL 2
5799

BOSE AM -5
PECF5Ar- 5589

TRIAD SYSTEM 6
"Call Us"

DANTAX 2000
s499

a/d/s M-9,DCM TF350
s799

AUTHCRIZED DEALER  DCM  COUNTERPONT  PS AUDIO  YBA  CZ-EK  MARANTZ
HARMON KARDON 0-JBL  HAFLER  CITATION  MISSION CYRUS  ADS  TANNOY 
GOODMAN  ACOUSTAT  MISSION  OHM  ENERGY  ODEON  'TAMS  AKG 
STUMM  JVC SUPERDGIFINE TERK  ADVENT  DANTAK  GOLINING LANIANA 
DUAL *REVOLVER. THORENB. SONANCE  SII-PEOSTONES  LADA.RUS and much more,

CABLE TV CONVERTERS AND DESCRAMBLERS DIS-
COUNT CENTER' ALL MAKES AND MODELS FREE CATA-
LOG' VIDEO -TECH. 3702 S VIRGINIA. #160.304. RENO. NV
89502 ORDER TODAY' VI,A MD

The Shortest Path BetweenYou And The M

What you get out of I
an audio component
depends on what
you put into it.

CALL US
LAST

WE WILL

BEAT ANY PRICE
PRINTED IN THIS MAGAZINE ON

AUDIO & CAR STEREO

The SOUND Approach
6067 Jericho Tpke Commack, NY 11725
FAST DELIVERY
FULL WARRANTY (516) 499-7680

WE SELL SECOND HAND high quality
Audio and Video with a money back
guarantee. We Modify quality compo-
nents Too! For a FREE monthly inventory
send your name and address to: ROSS'
EXCHANGE 3061 Clairemont Dr., San Die-
go, CA 92117 or call (619) 276-8235.

CAR STEREO

,.,AR STEREO. RADAr;
A,ilvi', AND ACCESSORIES PIONEER KI N',."()(JU

SONY. ALPINE. PYLE 8 OTHERS. CALL CARTUNES 1513)
424-0400

STOP! If You're Not Buying From Us. You're
Paying Too Much. Top Brand Names. Unbe-
lievable Prices. AUTOSOUND. 912-923-2236.
VISA MASTERCARD C.O.D.

N.1.1
WAift gelent, nleara,

43 Racal Court S.I.NY 10314
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COMPACT DISCS

DISPLAY your CD 0 in these solid wood racks.
$799 each or set of twee shown for $21.95. To order cal
1-800-443-0228. CK. MG Visa MC

Sound Deals!

CD -Players
JVC SUPERDIGIFINE M1-1010114

"Call Us"
ONKYO DX -5700 CD4

s499 s699
MARANTZ CD 94

5999
HARMON KARDON SONY
HD -7400 CDP-77ES

"Call Us" "Call Us"
WE ACCEPT

ALL MAJOR CREDIT CARDS'

COMPACT DISCS

Could you be missing the full impact of your
CDs? Our new product is guaranteed to en-
hance your CDs or well buy it back! Write us
today. Alternative Audio Solutions. Dept. S.
PO Box 36359. Cincinnati. Ohio 45236.
DO YOU OWN A PC" PROGRAM FEATURING OVER 50.000
RECORDS. TAPES. CD S MUST HAVE A HARD -DISK. FOR
MORE INFORMATION CALL 1305) 442-2122 OR SEND IN-
QUIRY TO TEMPO CORPORATION. 3191 CORAL WAY.
SUITE 630. MIAMI. FLORIDA 33145

RECORDS

Rare Records Ltd.

We IRIV and sell

139 West 72nd Street
New Thrk, N\' 1((123

(liemeen liroadw)Iy
and Columbus Ave.)

212 877-5020

LP vinyl records
( )ver 100,0110 titles in stock

Most major credit cards accepted

LASER VIDEO DISCS

NEW" KARAOKE LASER DISC CD - GRAPHICS AND CAS-
SETTE SYSTEMS FOR HOME AND COMMERCIAL USE
Convert Your Laser Disc Player. CD Player. Most VCRs or Your
Cassette Deck into A Karaoke Sing -Along System Just add
our low cost mixing amplifier and microphone. American song
titles 392 on LDs. 684 on CD G and 10.000 on cassettes.
Also Japanese. Korean. Chinese. Thai. Filipino and Spanish
titles. CALL KARAOKE SYSTEMS. INC (800) 996 -SING.
17141752-8756.VISA MC

LOUDSPEAKERS

A & S SPEAKERS imports the world's finest
speaker components, crossovers, and kits:
Dynaudio. Scan Speak. Focal. Morel. MB Elec-
tronics. Peerless. Polydax. SEAS. LPG. Eton.
We also ship VMPS systems and kits and
Parasound Amplifiers. Free literature. 3170
23rd Street. San Francisco. CA 94110. (415)
641-4573: Fax (4151 648-5306.



[yen If Your Best friend Breaks Them,

Well Repair Or ReplaceThem.

Koss Stereophones have become world-renowned for two

things: outstanding sound and extraordinary durability.

But nobody's perfect. That's why Koss is pleased to pre-

sent something literally unheard of in the audio business.

Introducing the industry's first lifetime warranty.
From now on, if any pair of Koss Stereophones should ever

fail for any reason, we'll repair or replace them. No

questions asked. From the smallest portable model right

up through Koss' infrared Kordless' systems.

And that's something to think about the next time
you're in the market for a pair of phones. After all, it'd

be a shame for a broken pair of stereophones to break
up a good friendship.

For more information and the name of your nearest

dealer, call toll free: 1-800-USA-KOSS. Or write: Koss

Stereophones, 4129 North Port

Washington Road, Milwaukee,

WI 53212.

Hoslo-Questions-Asked limited lifetime Warranty.

NKOSS%
stereophones

CIRCLE NO 19 ON READER SERVICE CARD



THIS MAN SUFFERS FRO

UNEXPECTED BILLS.

''''SZkisnarre'

iii

YOU DON'T HAVE TO.
The worst bills are always the ones
you don't expect.

Like when you suddenly have to
pay to repair products you depend on.

But with a ComponentGuard
Extended Warranty, you'll never have
to worry if your VCR starts turning
your tapes into confetti. Or your hifi
becomes nofi.

ComponentGuard offers complete
parts and labor protection for up

to 5 years on over 120 different kinds
of audio & video products, appliances,
tools, computers, cameras, and more.
Highly affordable protection today
against the high cost of repairs
tomorrow.

So, don't end up like this poor soul.
Get a ComponentGuard Extended

Warranty with your next purchase-
and get a peace of mind guarantee at
the same time.

DON'T FORGET YOUR WARRANTY!

COMPONENTGUARD
100 Summit Lake, Valhalla, N.Y. 10595 1.800-421-9820

CIRCLE NO 25 ON READER SERVICE CARD




