


The RTA Series

"Tho, provide smooth, fast and incredibly well detailed sound."



polk nude()
Th. Speaker Specialists 

"Polk's RTA Tower Loudspeakers Combine
Legendary Polk Performance with Contemporary Style."
Big speaker performance with an efficient use of space

RTA 11t
The OA Ill is the finest conventional (non-SDA)
speaker that Polk Audio manufacturers. Its ex-
tremely high power handling (250 watts) and high
efficiency (90dB) provide remarkable dynamic
range from both large and small amplifiers. The
RTA I It utilizes the same technologically advanced
fluid -coupled subwoofer design found in Polk's
flagship model. Dual 8" sub -bass radiators are cou-

pled to two 6' 1" mid bass drivers, resulting in a fast,
powerful. deep. and ultra -accurate bass response,
without the homily. undetailed sound of large
woofer systems.

RTA 8t
In a slightly smaller package, the RTA 8t offers the
same driver complement as the larger, more expen-

sive RTA I lt, and thus shares its benefits of superior

imaging. musicality, and detail.

THE PRINCIPLES OF COINCIDENT RADIATION

Both Polk RTA series loudspeakers achieve the extremely rare combination of good looks and state-
of-the-art performance. The tall, elegantly slender and deep "tower" design cabinets allow for
substantial internal volume for high efficiency and powerful bass, but only require less than one
square foot of floor space! The small baffle surface area around each driver minimizes diffraction
(sonic reflections), thereby insuring outstanding imaging and low coloration.

Positioning the 1" silver -coil dome tweeter between the two 61/2" trilaminate polymer bass/midrange
drivers achieves what is called "coincident radiation." This means that both the mid- and high -
frequencies appear to radiate from the same place on the baffle resulting in perfect blending at the

critical crossover point. (See illustration, below).

Polk RTA speakers have an uncanny ability to perfectly reproduce the human voice, pianos, guitars,
and every other instrument whose faithful reproduction demands superlative midrange and high -
frequency performance. Bass and percussion instruments are accurately reproduced with full
visceral power and realism, without the heaviness, boominess, or lack of detail that plague

lesser designs.

The discriminating listener who seeks state-
of-the-art performance and design will find
the quintessential combination of both in
Polk's RTA series loudspeakers.

ILL-- acoustic center

The perceived source of sound
of two identical drivers is
centered in the area be-
tween them.

In the Polk REA loudspeaker.
the tweeter is positioned at the
acoustic center of the drivers.

Drivers and tweeter appear to
operate together as an ideal
point source resulting in pre-
cise imaging, uniform disper-
sion and startling midrange
accuracy.

Polk Audio's InA K and KEA lit High Performance

Tower Speakers
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The Monitor Series

Monitor 10B

"The best high performance speaker value on the market today" oit



polk audio
The Speaker tiler mkt+

"Polk's Remarkable Monitors Redefine
Incredible Sound/Affordable Price"
"At their price, they're simply a steal" .Audiogram Magazine

Monitor 10B
Considered one of the worlds' best sounding loudspeakers
and, in the words of Audiogram magazine, "At the price
they are simply a steal." The Polk 10B utilizes dual trilami-

nate polymer drivers coupled to a built-in subwoofer for
accurate bass response and superior dynamic range. A 1"

dome tweeter perfectly complements the other drivers to
insure outstanding reproduction of every type of music.

Monitor 7C
Basically a smaller, less expensive version of the Monitor
10B. By offering superlative performance whether mounted

on a shelf or a speaker stand, the 7C is a highly versatile
addition to any audio system. How good does it sound?
Audio Ahernaiive magazine said. "It is amazing."

Monitor 5B
Similar in design and performance to the Monitor 7C,
however it utilizes an 8" subwoofer (rather than 10") and is

more compact. The 5B represents one of the best values of

the entire Monitor Series.

Monitor 5Jr. +
Called the best sounding speaker of its price in the world
regardless of size. It achieves life -like three-dimensional
imaging which 10 years ago was not available in any book-

shelf speaker at any price.

Monitor 4.5
Shares most of the high technology
components and rewarding musical
performance of the larger Polk
speakers at a surprisingly low price.
A critically tuned bass duct insures
high efficiency and great bass per-
formance despite its convenient com-

pact design.

Monitor 4A
Identical to the 4.5 in a smaller cabi-
net. Audio critic Lawrence Johnson
called it. "an all around star of great
magnitude." The 4A5 affordable price
means that no matter how small your

budget, you can afford the incredible
sound of Polk!

Matthew Polk's Vision: Superior Sound for Everyone
Polk Audio is an American company that was founded in 1972 by three Johns Hopkins University

graduates who were fanatical audiophiles with a common vision. They believed that it was possible

to make speakers that performed as well as the most exotic and expensive systems at a fraction of

the price. Starting with only $200, they began by designing and manufacturing the Monitor Series

loudspeakers. The Monitor Series combined the advantages of American high technology and

durability with European styling and refinement. Over the years an unending stream of rave reviews,

industry awards, and thousands of enthusiastic Polk customers have established the Monitor Series

as the choice for those looking for both incredible sound and an affordable price. There is no better

value in audio equipment today than a Polk Monitor series loudspeaker.

Uncompromising Standards at Every Price
A limited budget does not mean a limited ability to appreciate fantastic sounding music. That's why

we put our best engineering efforts and only the finest materials into every Polk product regardless

of price.

Every Polk Monitor Series speaker uses the same trilaminate polymer cone technology as the

flagship SDA-SRS 1.2. Every Polk Monitor utilizes a 1" polymer dome tweeter, and most use exactly

the same tweeter found in the SRS 1.2. All Polk Monitors employ costly multi -component crossover

networks and 3/4" thick high density, non -resonant cabinets. Pick up a Polk Monitor 4A, then pick up

a comparably priced but larger speaker from a different manufacturer. You'll notice that the Polk

is heavier, more solidly built, and sports a superior fit and finish. Now compare the sound. We are

sure you'll agree with Musician magazine, which said Polk Monitors are: "Vastly superior to the

competition."

Matthew Polk with his incredible sounding
affordably priced Monitor Series loudspeakers.
Front row (L to R) Monitor 5Jr. +, Monitor 4A,
Monitor 4.5 Back row (L to R) Monitor 108 Monitor
7C, Monitor 5B

The Thrilling Sound of Polk Monitors
Polk Monitors achieve open, bcodess, three-dimensional imaging

surpassed only by the SDA's. Their silky smooth frequency response

assures natural, non -fatiguing, easy to listen to sound, while their fast

transient response results in music that is reproduced with life -like

clarity and detail. In addition, dynamic bass performance, ultra -wide

dispersion, high efficiency and high power handling are all hallmarks

of Monitor Series performance.

There is a Polk Monitor Perfect for You
Each time you advance through the six Monitor Series models, you'll

immediately hear a remarkable improvement in efficiency, bass

response, and output volume. They are designed so that a smaller

Polk played in a small room will sound nearly identical to a larger

Polk played in a large room. A larger Polk in a small room will, of

course, play that much louder with even better bass. No matter what

price range fits your budget, there is a spectacular Polk Monitor

Series speaker waiting to fulfill your sonic dreams.

Where to buy Polk Speakers?
For your nearest dealer, see page 160
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Toy wonder Francis Goldwyn
has a new idea that's
150 million years old.

THE CHRISTIAN BROTHERS BRANDY ALC BY VOL tBORROOF1
1990 CB VINEYARDS MFNLO PARK. CA

He also prefers
Christian Brothers Brandy.

Founder, The Manhattan Toy Co., Ltd.
Prehistoric and modem toys.
Last year's sales: $5,000,000.

bristidliliBrothers.
When you know better.
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THE
END
OF
THE
COMPACT
RISK.

Most audiophiles think of CD changers as the station wagons of
the digital world. Convenient to be sure. But certainly not exciting.

Until now.

Because Onkyo's new DX -C300 and DX -0500 CD changers will
change your mind as well as your discs.

And they'll put an end to the risk of sacrificing musical enjoyment
for the ease of multi -disc operation.

Optional magazines allow your choice of single disc simplicity or
multi -disc convenience.

Onkyo's AccuBit technology is the reason.

AccuBit insures that even the quietest musical passages and
subtle nuances are reproduced with stunning clarity. How?

AccuBit starts with high precision Digital -to -Analog converters.
And individually calibrates each one for maximum accuracy. This

critical adjustment allows all the music on your discs to reach
your ears. And not get lost in the distortions that plague

conventional CD changers.

Until the DX -C300 and DX -0500,
only the finest single disc players

could claim such extraordinary
sophistication. But that's just

what you expect from Onkyo, the
company with an unparalleled

reputation for making high end
sound affordable.

Onkyo.

The End Of The Compact Risk.

OISTKYO
RISING ABOVE THE CO JUNGLE

200 Williams Drive, Ramsey, NJ 07446

In Canada: H. Roy Gray Ltd.
14 Laidlaw Blvd., Markham, Ontario AP 1W7



BULLETIN

by Christie Barter
and Rebecca Day

FORD FUTURES
The Ford audio division has

introduced new, improved
versions of the Ford JBL audio
systems available as options for
the new Lincoln Town Car, Ford
Taurus, and Mercury Sable. A
version of the system will also be
available for the 1991 Explorer, a
light truck described as a
"compact sport utility vehicle"
due in the spring of 1990.
Between 1988 and 1989 sales of
the Ford JBL system grew by
nearly 70 percent.

PLATINUM ALBUMS
Record sales justifying the

Platinum designation have been
certified by the Recording
Industry Association of America
for, among others, Aerosmith's
"Pump" (Geffen), Tracy
Chapman's "Crossroads"
(Elektra), Tears for Fears' "The
Seeds of Love" (Fontana), Don
Henley's "The End of the
Innocence (Geffen), and "New
Kids on the Block" (Columbia).

PRODUCT NEWS
Memtek Products, the

manufacturer of Memorex tape,
plans to market speakers ($300
to $600 per pair) carrying the
Memorex brand name in June....
Fujitsu Ten is introducing the
first digital signal processor for
cars. Price: $1,000.... Cambridge
SoundWorks has introduced an
easily portable three -speaker
satellite/subwoofer sound system,
the Model Eleven, which includes
a small integrated amplifier. The
carrying case, which can
accommodate the owner's CD or
tape player, functions as the
subwoofer. Price: $599 by direct
mail.... TDK, Maxell, and That's
America are among the
companies launching high -end
metal -particle audio tape
cassettes at premium prices ($12
and up) to compete with Sony's
metal line already on the market.
All of them feature sophisticated
high -quality shells. TDK claims
that its MA-XG Pro is the first
dual -layered metal tape. The

bottom layer is optimized for bass
frequencies, and the upper level
handles the highs. Price for a
C-60, $15; for a C-90, $18. For
details of That's America's Suono
line, see New Products, page 15.

NEEDS OF THE NINETIES
Picture tubes compatible with a

variety of high -definition
television (HDTV) broadcasting
systems will be produced at a new
$100 -million factory for which
North American Philips plans to
break ground this spring. The
HDTV tubes are for the United
States market, and the plant will
also produce standard color tubes
for domestic use and export. The
factory is expected to begin
production before the end of 1992,
and at press time location had
been narrowed down to Kentucky,
Michigan, Ohio, or Tennessee.

MUSICAL NOTES
RCA is reissuing its classic -

film -score series in Dolby
Surround beginning with the
January release of Gone with the
Wind and Laura (which also
includes Forever Amber and The
Bad and the Beautiful). . . . The
Ramones, back from a world tour
stretching from Scotland to
Australia, are playing dates in the
U.S. with a new bass player: C. J.
Ramon.... The Academy of St.
Martin -in -the -Fields, which
claims more recordings than any
other orchestra, is celebrating its
thirtieth anniversary this season
and will play ten concerts in the
United States in March and
April.... Look for March release
of a new RCA album recently
recorded by Cowboy Junkies in
Toronto.... Pavarotti Plus!, a
recital by operatic tenor Luciano
Pavarotti and his colleagues Carol
Vaness, Leona Mitchell, and
Harolyn Blackwell, will be
broadcast in the PBS series Live
from Lincoln Center on February
28. The series has a new
underwriter, General Motors.

HI-FI GUIDANCE
A guide to home entertainment

products, Understanding Audio
and Video by Michael Riggs, has
been published jointly by Pioneer

Electronics and STEREO REVIEW.
The book is aimed at both
enthusiasts and novice
consumers and is designed to help
them evaluate products as well as
understand technology. The
author is an Editor at Large for
this magazine. The book is
available through Pioneer
retailers for $5.95.

Maxell's Audio Tape Recording
Handbook provides information
cn audio cassettes and recording
techniques. To obtain a copy, send
750 postage to Maxell Audio
Guide Offer, P.O. Box 4623,
Monticello, MN 55363-4623.

OPERA ON THE AIR
This year marks the fiftieth

anniversary of Texaco's
sponsorship of the Saturday
afternoon radio broadcasts of live
matinee performances by the
Metropolitan Opera. It is the
longest continuous sponsorship
in broadcasting history, and by
the end of this season the total
number of Texaco-Metropolitan
radio performances will reach
990. The number of seductions,
kidnappings, and murders
enacted in those performances is
not available, but the one star
participating in all 990 is the
Texaco star.

This month's performances
include La Gioconda (February 3),
La Traviata (February 10),
Samson et Dalila (February 17),
and Rigoletto (February 24). For
a free broadcast guide with casts
and stories of the operas, call
1 -800 -MET -1989 or write to the
Met, Box 50, New York, NY 10023.
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LETTERS

The End ofAudio History?
Julian Hirsch's December "Technical

Talk" column, about the many irrele-
vant ideas in the audio industry, was
excellent. Mr. Hirsch admitted to dis-
criminating against differences that
don't "make a difference." Although his
honesty impressed me, the article left
me with a serious question. As an elec-
trical -engineering student with hopes of
entering the audio industry after grad-
uation, I would like to know if there is
any point in continuing research on
audio technology. It seems now that we
have everything. With transistors, digi-
tal sound, and acoustic processors, is
there any possibility of improvement?

Now that we have achieved perfec-
tion (I must also admit that I rarely dis-
tinguish quality between high -end sys-
tems), why continue researching acous-
tics and high-fidelity electronics? Are
we really finished in our quest of the
better mousetrap?

JAY KIRSCH
Binghamton, NY

Julian Hirsch replies: It is probably true
that specific circuit details have less to
do with a component's final perform-
ance than formerly; today's real im-
provements are more likely to come
from the creators of the semiconductor
devices that are the building blocks of
the product designer. But it would be
foolish to conclude that because most
current hi-fi products perform so well, no
further R&D efforts are justified. We are
a long way from perfection!

I suspect that the really significant
advances to come in audio will arise
from acoustic and psychoacoustic re-
search. Consider that the finest loud-
speakers do not yet remotely begin to
match the sound of a live performance.
Despite the efforts of hundreds of design-
ers, which have yielded considerable im-
provement over the past thirty -odd years.
today's speakers are fundamentally the
same as those of the 1920's. Surely there
is room for talented researchers in the
search for the audio Holy Grail (or "bet-
ter mousetrap," if you prefer). I don't
think we'll ever quite reach the goal, but
let's keep trying.

Fourier Footnote
Ironically, Ken Pohlmann conveyed

some misleading information in his De-
cember "Signals" column, "Just the
Facts, Please." If you take the date that
Fourier submitted his results on heat
diffusion to the Institut de France, De-
cember 21, 1807, as the date of his the-
orem on the Fourier series, then it was
twenty-two years before Dirichlet estab-
lished the precise conditions under
which a Fourier series could be used to

represent a periodic signal, not eighteen
years as stated by Mr. Pohlmann.

RANDY YATES
San Jose, CA

Ken Pohlmann replies: You are cor-
rect-the origin of Fourier's theorem is
properly placed in 1807 with his original
draft paper. I was referring to his 1811
paper, a significantly revised and ex-
panded version that won the prize of-
fered by the Institut de France and was
published and widely available in the
Memoires de l'Academie Royale des
Sciences de l'Institut de France.

The Basic Repertoire
My copy of Richard Freed's "The

Basic Repertoire on Compact Disc,"
which STEREO REVIEW published in
1987, is becoming rather worn. I'd cer-
tainly like to see an updated and
expanded edition; reliable, basic criti-
cism is even more important today as
CD'S continue the expansive phase.

TOM OLIVER
Amarillo, TX

Mr. Freed is currently at work on a 1990
edition of "The Basic Repertoire on
Compact Disc." and we expect to an-
nounce its availability in the next few
months.

CORE Remote Control
In the November "Systems" article

describing the Duncans' house, Rebecca
Day mentioned the CL -9 CORE univer-
sal remote control. After calling many
hi-fi stores in town and nationally, I
have been unable to find any that car-
ries it. Can you shed some light?

PIERO FAVRETTI
Atlanta, GA

The inventor of the CORE remote con-
trol, Steve Wozniak. decided to sell the
rights to the technology, but there has
been no buyer to date, and production
has ceased. Service on CORE remote
units is still being done by the CL -9
Service Center, 120 Beachview Ave.,
Santa Cruz, CA 95060, which is also
selling the few remaining units for $100
each. To obtain one, send a check for
$100, made out to the CL -9 Service Cen-
ter, to the above address-and be sure to
request an instruction manual.

Saint-Sains's Third
I was surprised to read in William

Livingstone's "Going on Record" col-
umn in November his description of
the Saint -Satins Third Symphony as "in
only two movements." It is true that the
symphony is composed of two large
parts, a form that Saint -Satins used, in
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ACHIEVEMENTS IN
1 E,CHNOLOGY.

In today's world of electronics there is high technology,

and there is Optonica-inspired technology.

Optonica televisions, VCRs and audio systems

are for the discriminating few who truly appreciate intel-

ligent design, superior engineering, and brilliant innova-

tion. Products for people to use-instead of master.

Take, for example, the award -winning Voice

Coach. This remarkable voice -synthesized

remote talks you through virtually every pro-

gramming step of

an Optonica VCR.

MODLLS SHOWN: 3IND798 TV. VCG990U VCR
SIMULATED PICTURE

©1989 Sharp Electronics Corporation

Optonica televisions have Super VHS inputs

for superior picture resolution and clarity. Every VCR

features an index search system that makes finding a

specific point on a cassette as simple as pressing a

button. And the Digital Sound Processing available on

our Surround Sound Amplifier simulates an array of

acoustic environments, ranging from a concert hall to

a stadium.

As you would expect, Optonica products can

only be previewed at select dealers. For the Optonica

dealer near you call 1 -800 -BE -SHARP

OPTONICA
SHARP

CIRCLE NO 161 ON READER SERVICE CARD
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ES

Sevenyears ago,
Sony made your turntable

obsolete.

Our Digital Signal
Processing is about to do

the same to the rest of
your system.



Sony proudly presents
theTA-E1000ESD Preamplifier,

incorporating the most advanced
Digital Signal Processing

in high fidelity.
Seven years ago, Sony engineers astonished the world

with the Compact Disc, the first giant step for digital high

fidelity. Now, the Sony ES Series is pleased to introduce the

second step: bringing the digital technology of the Compact

Disc to the rest of your system.

Sony's new TA-E1000ESD Preamplifier incorporates

Digital Signal Processing (DSP) to maintain the integrity of

Compact Disc sound from input to output. This incomparable
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Ten factory preset combinations of digital soundf field -plus -equalization are at your
disposal-ready to be adjusted for literally trillions of alternate settings.

circuitry not only handles digital sources in the digital domain,

it even converts analog sources to digital. So all your music

can receive the full DSP treatment, including digital expansion,

digital compression, digital parametric equalization, digital

reverberation, digital delay, and digital surround sound encom-

passing ten digital soundfield parameters. Now you can

heighten sonic performance digitally, obtaining optimum

ambience and brilliance without enduring the veil of convec-

tional signal processing.

n n.3mirs = ECfriPl cidE,

At last, you can take control of dynamic range.TheTA-E1000ESD offers both digital
dynamic expansion and compression.

Direct the Dynamics.

The numerical prowess of DSP puts you in full digital

control of dynamic range, with nine discrete steps of compres-

ES

sion or expansion. So you can finely do a proper job of fitting

live music within the limitations of analog cassettes. Or use

DSP expansion to bring your existng analog sources closer to

digital standards.

Bass and treble controls
were never like this.

Sony's DSP also accomplishes digital parametric equali-

zation. It's simple, effective, and free from the distortion,

phase shift, and noise of analog EQ. With any of 31 center

frequencies and four slope settings, you have a choice of over

three trillion EQ curves. Which is more than enough boosting,

peaking, shelving and tweaking to overcome even quite

severe acoustical deficiencies.

If you don't like your
listening room, change it.

Because listening rooms were never designed to contain

the Vienna Philharmonic, Sony's digital surround sound places

you in your cnoice of symphony hall, movie theater, stadium,

studio or small club. Unprecedented digital adjustments let you

choose room depth, width, wall absorbancy, reflection times-

even the row and number of you seat! You get acoustic envi-

ronments so detailed, so authentic, they have a palpable

presence. And for Dolby Stereo' movies, our six -channel Dolby

Pro Logic' Surround Sound projects a more vivid soundstage

than most sound stages.

.1.2.3322
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For the ultimate in surround sound processing of Dolby Stereo' movies, the TA-E1000E SD
incorporates six -channel Dolby Pro Logic. circuitry.

After all these digital attainments, Sony didn't forget

that the TA-E1000ESD is also a preamplifier. So we included

five low -noise audio inputs, three digital inputs, seven A/V

inputs, a programmable remote control and a three-year lim-

ited parts and labor warranty-the same one that covers ES

power amps, CD players, cassette decks and receivers!

All of which leads to one simple conclusion. The company

that wrote the book on digital audio has just inaugurated a

whole new chapter.

SONY
THE LEADER IN DIGITAL AUDIO"

CIRCLE NO. 106 ON READER SERVICE CARD

CO Copyright 1989, Sony Corporation of Americo. All Rights Reserved. Sony and The Leader in Digital Audio are trademarks of Sony. Dolbtt Dolby Pro Logicand Dolby Stereo an trademarks of Dolby Laboratories

Licensing Corp. 'For details on the warranty, see your authorized ES dealer. To locate that dealer and to receive a free White Paper on Sony DSP technology, call 2nI-9304136 during East Coast IMAMS hours.
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his words, to avoid "interminable repe-
tition." All the "traditional" move-
ments are accounted for, however. After
a brief adagio, an allegro moderato in
traditional sonata form (but without ex-
position repeat) follows; the second,
slow movement, poco adagio, follows
without pause. The third movement,
allegro moderato, begins the second
part; it is a traditional scherzo in ABA
form, with a slow bridge passage to the
triumphant fourth -movement finale.
Although the third movement is
marked "allegro moderato," the most
effective performances of the symphony
adopt tempos for it sounding anything
but "moderate."

Incidentally, Saint -Satins was antici-
pated by Schubert, who actually com-
bined all four movements into one con-
tinuous part in two of his fantasies, the
famous Wanderer and the F Minor
Fantasy for piano four -hands.

PAUL MADURA
Yonkers, NY

William Livingstone replies: As Mr.
Madura points out. Saint -Satins fol-
lowed essentially the traditional ground
plan of the symphony. and for the reason
Mr. Madura cites, he organized it to he
played in two movements. There are a
few symphonies by other composers that
were written to be played as only one
continuous movement.

CD Quality
I am getting fed up with the quality of

CD'S that are being put on the market. In
the last two weeks I have purchased sev-
eral CD'S, and two have been defective.
The first one didn't play at all, and the
second one made sounds as if the CD
were not aligned correctly with the spin-
dle or laser. The worst thing is that it
only happens on Tracks 1-3. Are there
any good (-D companies left, or was it all
a joke to begin with?

EVAN S. CHAPKIS
Tampa, FL

Your experience is unusual and proba-
bly a coincidence rather than evidence of
a widespread decline in the quality of
compact discs. There may also be a
problem with your CD player. especially
if it exhibits such symptoms with well -
maintained older discs that used to play
properly.

Rock Studio Levels
I concur with Craig Patterson's letter

in December regarding the October
"Signals" column by Ken Pohlmann. I
can assure Mr. Pohlmann that very few
engineers in rock studios listen to play-
back at "very high sound -pressure lev-
els." And it has been my experience that

you are most likely to find compression
horn drivers in the studio itself but very
rarely in the control booth.

Most near -field monitors use direct -
radiator cones or domes for midrange
and high -frequency reproduction. Re-
cording engineers recognize that direct -
radiator designs offer a smooth re-
sponse and a wide dispersion pattern.
You will find some compression driver/
horn combinations in studio monitors,
but generally they are used for tweeters
in three-way systems. In any case, near -
field monitors are seldom used for high
sound -pressure levels in any studio. I

also sincerely doubt that you will find a
rock engineer who listens to his moni-
tors 40 dB louder than home levels.

JAMES R. PIEL
Arcanum, OH

Ken Pohlmann replies: According to a
spokesman .for JBL, one of the largest
makers of professional monitors. "Nine-
ty percent of the main monitors in pro-
fessional recording -studio control rooms
use compression horn drivers because of
the extreme sound -pressure levels re-
quired." Yes, near -field monitors in con-
trol rooms use cones, but they are loud
too because of their proximity.

Alienate Takes
Concerning letters about unan-

nounced "alternate takes" in Columbia
jazz and popular -music CD's: Why not
call them what they are? They are
rejected takes that did not satisfy the
performers.

RICHARD SEBOLT
Springfield, MA

Computerized Cataloging
More than a year ago I offered to

share with other STEREO REVIEW read-
ers my computer program that organiz-
es information about a collection of
(-D's or other recordings, and hundreds
of readers took me up on the offer. I

recently revised the program to make it
faster and more visually appealing and
to add more features. It runs on any
computer using MS-DOS.

Once again, I am willing to share my
program with other readers. I will also
share my updated information base,
which includes hundreds of classical
CD'S that have been favorably reviewed
in STEREO REVIEW (this is not essential
to the program, and readers who prefer
other types of music can discard my list
and create their own). If you'd like a
copy, please send me $3 to cover the
cost of a computer diskette (51/4 inch)
and mailing.

MATTHEW M. FRANCKIEWICZ
88 Union Ave.

N. Versailles, PA 15137
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Starting with the first digital recording of
music in 1972, Denon has produced an unbroken
string of digital audio breakthroughs.

Denon's LAMBDA processor
bilaterally offsets the digital

' ------- 7 waveform to eliminate the
distortion that occurs whenr = low-level waveforms

cross the zero line.

The LAMBDA Super Linear Converter: Another significant
digital audio first from the first company to record music digitally.

Denon's CD
player innovations in-
clude the Super Linear Con-
verter, the 20 -bit digital filter, the
real 20 -bit converter and noise -shap-
ing filter circuitry.

Denon's latest digital advancement is the
LAMBDA Real 20 -Bit Super Linear Converter in
the DCD-1560. The LAMBDA system's digital
offset processor and dual 20 -bit converters elimi-
nate the most common source of distortion in CD
players: the zero crossings of low-level signals.

Denon's consistent leadership in digital audio
technology may explain why earlier generation

\St.

.$ Denons often sound better
. than current competitors' models.

And why a leading hi-fi journal
found that a moderately -priced Denon

equalled or outperformed all others tested,
including machines costing over $1800.

What makes Denon CD players better? Per-
haps it's that Denon performs every step in the
music chain from recording artists through press-
ing CDs. And that Denon has concentrated on
one thing and only o le thing for 80 years.

Music.

DENON
DCD-I560 shown with the optional side panels available for most Denon models.
Prices quoted are manufacturer', suggested retail prices and may vary.

CIRCLE NC 27 ON READER SERVICE CARD
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They said it was impossible
to build an AM/FM multi -play

CD controller and cassette deck
with a detachable face.

But Pioneer pulled it off.
Introducing the Premier' KEX-M800.
What's in a name? Everything if it's the
new Premier"' KEX-M800.

The world's first car stereo that not
only offers you a combination multi -play
compact disc player, AM/FM tuner, and
cassette deck. It also features an anti-
theft detachable face plate to help keep
your system safe from
prying eyes.

The only thing more exclusive than
the KEX-M800 is our dealer network.
Premier Installation Specialists are expert
craftsmen, so you know your system will
be custom installed with the utmost care.

So see your Pioneer Premier dealer.
And watch us pull off the impossible.iFor your nearest dealer

rri47/4011/Zik: call 1-800-421-1404

Premier!' Advanced technology from Pioneer. ©1989 Pioneer Electronics (USA) Inc., Long Beach. CA

CIRCLE NO. 31 ON READER SERVICE CARD



NEW PRODUCTS

QUAD
The Quad Model 66 preamplifier and

the Quad CD player are designed for
operational simplicity and reliability,
with all functions remotely controlled.
The preamplifier's accompanying table-
top Model 55 Control Panel operates
both components, as well as other Quad
equipment; the CD player also comes
with its own hand-held remote unit (not
shown). The preamplifier has no front -
panel controls at all, just a display, and
the only controls on the player's chassis
are for opening and closing the disc
drawer and for starting play.

The Model 66 has seven line -level
inputs, one of which can be matched to
any phono cartridge by a plug-in circuit

The audio/video input and one

auxiliary input feature floating -ground
circuits to eliminate ground loops from
connection to a Tv set or VCR. Instead
of tone controls, there is a "tilt" feature
that can be used to slope the entire
response curve up or down by various
degrees. The "bass step" control cuts
response at either 75 or 150 Hz to
reduce the effect of room modes.

The CD player has a four -times -over -
sampling digital filter and dual 16 -bit
digital -to -analog converters. Prices:

odel 66 preamplifier with Model 55
ntrol Panel, $1,500; CD player,

$1,200. Distributed by Tovil Distribu-
tors of America, Dept. SR, 14120-K
Sullyfield Circle, Chantilly, VA 22021.
Circle 120 on reader service card

ADC
The three-piece Soundshaper 3025

speaker system from ADC includes two
full -range satellite speakers and a sub -
woofer. The satellites and subwoofer
can also be purchased separately. Fre-
quency response of the system is rated
as 45 to 20,000 Hz ± 3 dB and sensitivi-
ty as 88 dB sound -pressure level at
1 meter with a I -watt input. Dimen-
sions are 111/4 x 7 x 51/2 inches for the
satellites and 11 x 71/2 x 17 inches for the
subwoofer. The subwoofer is available
in a charcoal black finish, the satellites
in charcoal black or "contemporary
white." Prices: $269.95 a pair for the
Model 3010 satellite speakers;
$229.95 for the Model 3015 subwoofer.
Circle 121 on reader service card

PIONEER
Pioneer's SP -700D sound -field pro-

cessor is a 50 -bit digital signal processor
with Dolby Pro Logic circuitry. It has
seven programmed surround modes,
including two theaters, a stadium, and a
studio, as well as two simulated -stereo
modes. There are sixteen prepro-
grammed sound -field parameters and
sixteen user -programmable options, in-
cluding initial delay, room size, live-

ness, reverb time, and high -frequency
reverb, to customize a listening room's
ambience. The SP -700D can be
switched between four- and six -channel
configurations, and it comes with a fif-
ty -one -key remote control. Price: $700.
Pioneer Electronics, Dept. SR, 2265 E.
220th St., P.O. Box 1720, Long Beach,
CA 90801-1720.
Circle 122 on reader service card

THAT'S AMERICA
Suono is the top brand in That's

America's audio cassette tape line. It
uses metal tape housed in a special
domed shell made of high -density resin;
together, the material and design are
said to reduce modulation noise and
vibration. An improved friction sheet is
claimed to insure smoother rotation of
the tape and hubs for less wow and flut-
ter. The tape's magnetic material has a
homogeneous structure for close, uni-
form contact with the recorder's heads,
and a new binder system is used to
improve durability and heat resistance.
Suono cassettes are available in 90-, 46-,
and 74 -minute lengths, priced at
$11.99, $8.50, and $9, respectively.
That's America, Dept. SR, 1983 Marcus
Ave., Suite 201, Lake Success, NY
11042.
Circle 123 on reader service card



NEW PRODUCTS

TEAC
The Teac V-480 cassette deck has an

is logic -controlled transport, a bipolar
power supply, two hard permalloy
heads, and a pc servomotor. Operating
features include Dolby HX Pro head-
room extension, Dolby B and Dolby C
noise reduction, bias fine-tuning, re-
cording mute, auto tape selection, and a
timer for recording and playback. It can
be controlled remotely as part of a Teac
Unified Remote (UR) system. Price:
$199.95. Teac America, Dept. SR, 7733
Telegraph Rd., Montebello, CA 90640.
Circle 124 on reader service card

SPARKOMATIC
The Sparkomatic SR600 is an afford-

ably priced car stereo CD receiver. The
player uses a three -beam laser pickup
and can be programmed for up to twen-
ty tracks of a disc. The amplifier section
is rated at 20 watts per channel with 0.1
percent distortion, 25 watts with 10%

 ON VOLUME -Ptni

distortion. Two RCA line-out jacks can
connect the unit to external amplifiers
for additional speakers. The tuner sec-
tion has twelve FM and six AM presets.
Price: $399. Sparkomatic, Dept. SR,
Milford, PA 18337.
Circle 125 on reader service card

A/D/S/
The a/d/s/ SW5 powered subwoofer

has an electronic crossover network
based on Linkwitz-Riley topology, a
350 -watt amplifier, and a long -excur-
sion I2 -inch driver. Crossover points
and output level are variable so that
users can match the SW5 to a variety of
satellite speakers. It can be used with

any amplifier or with a receiver that has
preamp-out/main-amp-in jacks, and it
can be daisy -chained with additional
SW5's. Dimensions are 171/2 x 161/2 x
141/2. Finish is black or gray. Price:
$1,000. a/d/s/, Dept. SR, One Progress
Way, Wilmington, MA 01887.
Circle 126 on reader service card

DAHLQUIS'I'
The Dahlquist DQ-12 is a three-way

Phased Array speaker system. Its 8 -inch
long -throw woofer operates in a sealed
enclosure, and the 5 -inch cone mid-
range operates in a separate dual -cylin-
der structure with aperiodic loading.
The I -inch, aligned -fiber dome tweeter
has magnetic fluid in its gap for high
power handling. Frequency response is
rated as 35 to 20,000 Hz and sensitivity
as 86 dB. Power handling is given as 40
watts minimum, 125 watts maximum.
Nominal impedance is 8 ohms. The
DQ-I2 is finished in black with a black
cloth grille. Dimensions are 42 x 16 x 9
inches. Price: $1,200 a pair. Dahlquist,
Dept. SR, 601 Old Willets Path, Haup-
pauge, NY 11788.
Circle 127 on reader service card



Tears For Fears.
The Seeds Of Love
33653

aila Abdul: Forever
ci.r Girl 00933

Milli Vanilli. Gil You
Know It's True 01048

Goateful Dead: Built To Last  Foolish Heart.
V/1 Can Run. etc. Ar sta 72230
Belinda Carlisle: Runaway Horses  _eave A
Light On. title song. etc MCA 73667
Wiltesnake: Slip Of The Tongue  Fool For
Your Lovin , etc. Geffen 01147
Madonna: Like A Prayer  Title smash. Ex-
press Yourself, etc. Sire 01029
Edutf Z 'Nutf  New Thing. Fly High Michelle.
For Now, etc. Atco 64257*
Alabama: Southern Star  Song Of The
South. title song, etc. RCA 00914
L A. Guns: Cocked And Loaded I Wanna
Be Your Man. etc. Vertigo 64121

The Judds: River of Time  One Man Woman.
Young Love, etc. RCA 01027
Randy Travis: No Holdin' Back It's Just A
Matter of Time. etc Warner Bros 34766

Ziggy Marley And The Melody Makers: One
Bright Day  Virgin 54093
Beastie Boys: Paul's Boutique  Hey Ladies.
Cgg Man etc Capitol 53976*
3arry Manilow  Please Don't Be Scared, etc.
Arista 01049

Anderson, Bruford,
Wakeman, Howe  Brother
3f Mine, etc. Arista 01115

Led Zeppelin IV (Runes)
Stairway To Heaven. etc.
Atlantic 12014

K.T. Oslin: This Woman
Hold Me, Money, title song,
more. RCA 00579
Horowitz Plays Mozart
Concerto No. 23 in A. more.
DG Digital 15436*
Bon Jovi: New Jersey  III Be There For You.
others. Mercury 00516
ZZ Top: Afterburner  Sleeping Bag. Woke
Up With Wood. etc. Warner Bros. 64042
Billy Idol: Vital Idol  Mony Mony. White Wed-
ding. etc. Chrysalis 54038
Great White: TWice Shy  Once Bitten Twice
Shy. etc. Capitol 01100

Rickie Lee Jones: Flying Cowboys  Satel-
lites. etc. Geffen Digital 94110*
Love And Rockets  So Alive, I Feel Speed.
others. RCA 01083

The Duke Ellington Orchestra: Digital Duke
Satin Doll, etc.  GRP Digital 63356
George Strait: Beyond The Blue Neon  Title
hit. etc. MCA Digital 01025
Prince: Batman/Sdtk.  Batdance, Electroc
Chair, etc. Warner Bros 60344

TWIN Double the music
SETS Count as one!

U2: Rattle And Hum  When Love Comes To
Town, more. Island 00596
The Jimi Hendrix Experience: Electric
Ladyland  Vcodoo Chile. etc. Reprise 23362
Sting: Nothing Like The Sun  We'll Be
Together. etc. A&M Digital 73965
The Beach Boys: Made In U.S.A.  Good
Vibrations, etc. Capitol 64143

Dokken: Beast From The Ear.  Unchain The
Night, etc. Elektra 00717

Nitty Gritty Dirt Band: Will The Circle Be
Unbroken, Vol 2  Universal 93648
The Who: Who's Better, Who's Best  My
Generation, etc. MCA 00790

'Selection marked 1I not available on record.

Motley Crue
Dr Feelgood

33928 A Great offer just got better!

Reba McEntire:
Reba Live 44602

Tom Petty: Full Moon Fever I Wor t Back
Down. Free Fallin , etc. MCA 53911

Roy Orbison: Mystery Girl  She's A My itery
To Me Virgin 00842
The Traveling Wilburys: Volume One  Han-
dle With Care. etc. VVarner/Wilbury 00711

Debbie Gibson: Electric Youth  Lost In Your
Eyes. etc. Atlantic 00827
Pavarotti: Passione Title song, Era de Mag-
gio. more. London Digital 15441

Ghostbusters II/Soundtrack  Bobby Brown.
Run -D WC., more. MCA 51964

Jerry Lee Lewis: Great Balls Of Fire
(Original Soundtrack)  Polydor 54320
Van Haien: OU812  Feels So Good, Cabo
Wabo. etc. Warner Bros 50913

The Empire Brass: A Bach Festival  Jesu.
Joy of Man's Desiring, etc. Angel Digital 64211
Great Love Songs of The '50s & '60s, Vol. 1
Original hits, Laurie 20768
Winger  Headed For A Heartbreak, Seven-
teen. more. Atlantic 00830
Rock, Rhythm & Blues  Rick James, Elton
John, Randy Travis. etc. Warner Bros. 92499

Big Daddy Kane: It's A Big
Daddy Thing  Smooth Oper-
ator, etc. Cold Chaim' 34675*

Janet Jackson s
Rhythm Nation

72386

COMPACT DISCS,
CASSETTES OR RECORDS

FQFLTHE
PRIcE01

...with nothing
more to buy ever!

PLUS 2 MORE CDs FREE
IF YOU SELECT CDs!-SEE OTHER SIDE

Elton John: Sleeping With The Past  Heal-
ing Hands, etc. MCA Digital 10469

Bobby Brown: Don't Be
Cruel  Don't Be Cruel, Roni,
etc MCA 00621

The Statler Brothers:
Live And Sold Out
Mercury 70440

The B -52's: Cosmic Thing
Channel Z. Dead Beat Club,
etc. Reprise 14742*
The Dooble Brothers: Cy-
cles  The Doctor. One Chain.
more. Capitol 73187

Perlman: French Violin Showpieces  New
York Phil. 'Mehta. DG Digital 15457

Starship: Love Among The Cannibal4s4481
Not Enough, etc. RCA
White Lion: Big Game  Atlantic 30143

Melissa Manchester: Tribute  Walk On By,
Tenderly, etc. Mika 70403*
Highway 101: Paint The Town  Who s Lonely
Now. etc Warner Bros Dig 14820

Edie Brickell & New Bohemians: Shooting
Rubber Bands At The Stars  Geffen 00789
Def Leopard: Hysteria  Armageddon It,
Animal. Rocket. etc. Mercury 00927
Anne Murray: Greatest Hits, Vol. 2  If !Never
Fall In Love Again, etc. Capitol 33332
10,000 Maniacs: Blind Man's Zoo  Troubte
Me. Headstrong, etc. Elektra 30236
Earl Klugh: Solo Guitar  Its Orly A Paper
Moon. etc. Warner Bros 63942*
Kiss: Hot In The Shade  Mercury 534,5

DJ Jazzy Jeff & The Fresh Prince And In
01020This Corner  Jive

Richard Marx.
Repeat Offender

01118

Dirty Dancing/Original Motion Picture
Soundtrack  RCA 82522
The Cult: Sonic Temple  Fire Woman, Sun
King, etc. Sire Reprise 01015

Ronnie Milsap: Stranger Things Have Hap-
pened  Houston 01028

Dolly Parton, Linda Ronstadt, Emmylou
Harris: Trio  Wildflowers, etc. Warner
Bros 14804

Tors Tore: Surprise Attack  Welkin Shoes,
28 Days. etc ABM 44197*
Olivia Newton -John: Warm And Tender
Reach Out For Me. etc. Geffen 21993

Heifetz: Decca Masters, Vol. 2  Summer-
time. more. MCA 00605
Neil Young: Freedom  Rockin In The Free
World. more. Reprise Digital 54012*
Poco: Legacy Original  Call It Love. When It
All Began. etc. RCA 54060*

YOUR SAVINGS START HERE-Complete Aid Mail This Card Today!

YES, please accept my membership in the BMG Music Service and send me the four hits I've
indicated here, billing me for just shipping and handling under the terms of this ad. I need buy just
one more hit at regular Club prices during the next year-after which I can choose a 6th hit FREE!
And, if I select compact discs, I also get to choose 2 extra CDs free. (A shipping & handling charge
is added to each shipment.)

SEND MY SELECTIONS
ON (check one only)'.

COMPACT DISCS"
CASSETTES

RECORDS

RUSH ME
THESE 4 HITS

(Indicate by number

1E11

&A 11 Its
11V1 a,  lb

SERVICE=

I am most interested in the
musical category checked here-

but I may always feel free to
choose from any
cheek one only

}
1 EASY LISTENING (Instrumental vocal Roods)

2 COUNTRY 3 HARD ROCK

4 POP SOFT ROCK 5 L CLASSICAL

MR.

MRS
MISS

Address

City

Telephone

Signature

First Name

Area Code

inrriai Last Name

State Zip

API

(PLEASE PRINT)

Have you bought anything else by mail in last 6 months year never

"Members who select compact discs will be serviced by the BMG Compact Disc Club, current BMG CD Club
members not eligible Full membership details will follow
with same 10 -day, no -obligation privilege

 Selections marked (.) not available on record.
We reserve the right to request additional information or reject any application Limited to new members,
continental U.S .A only One membership per family Local taxes. if any, will be added

UST BUST



Enjoy Spectacular Savings On Tracy Chapman.
Crossroads 42496Compact Discs, Cassettes Or Records!

COMPACT DISCS,
CASSETTES OR RECORDS

F AI TESP

PLUS 2 MORE CDs FREE
IF YOU SELECT CDs!-SEE BELOW j

Guns N' Roses: Appetite For Destruction
Sweet Child 0 Mine. etc Geffen 70348
Herb Alpert: My Abstract Heart  Wish You
Were Here. etc A&M 64339*
Genesis: Invisible Touch In Too Deep.
Tonight Tonight Tonight. etc. Atlantic 53740
Phil Collins: Buster/Original Motion Pic-
ture Sdtrk.  Big Noise. etc. Atlantic 00517
Melissa Etheridge: Brave And Crazy  No
Souvenirs, title song. etc Island 10503*
Kathy Mattes: Willow In The Wind Title
song. etc. Mercury 60075
George Harrison: Best Of Dark
Horse 1976-1989 Dark Horse 80307
Tina Turner: Foreign Affair  The Best,
Steamy Windows. etc. Capitol 32900
Raffi: In Concert With The Rise And Shine
Band  Shoreline 54361*
Expose: What You Don't Know  When I

Looked At Him, etc Arista 00937
Fine Young Cannibals: The Raw And The
Cooked  Good Thing. etc. I R S 01068
Tchaikovsky, 1812 Overture; more.  Solti
Chicago London Digital 25179
Kenny G: Silhouette Arista 00603
Jive Presents:  Yo, MTV Raps De La Soul.
Salt N Pepa. etc. Jive 64407
The Glenn Miller Orchestra: In The Digital
Mood  GRP Digital 43293
The Cure: Disintegration  Lullaby. Plain-
song. Lovesong. etc. Elektra 01109

Cinderella: Long Cold Winter  Gypsy Road.
more Mercury 14780
Jermaine Jackson: Don't Take It Personal
Title song, etc. Arista 43344*
Black Sabbath: Headless Cross  Devil &
Daughter. title song. etc. I R S. Metal 50234
Red Hot Chili Peppers: Mother's Milk
Knock Me Down. etc EMI 24694*
Cher: Heart Of Stone If I Could Turn Back
Time. etc Geffen 42874

Guns N' Roses: GN'R Lies  Patience.
Reckless Life. etc Geffen 00805
Don Henley: The End Of The Innocence 
Will Not Go Quietly. etc. Geffen 01064
Dwight Yoakam: Just Lookin'  Long White
Cadillacs. Sin City. etc Reprise 74052
Pops in Space  The Boston Pops Williams.
Close Encounters. etc. Philips Digital 05392
Jody Watley: Larger Than Life  Real Love.
Friends. etc. MCA 01104

Dion: Yo Frankie King Of The New York
Streets. etc. Arista 00825
R.E.M.: Green  Orange Crush. Pop Song 89.
etc. Warner Bros 00715
Classic Old & Gold, Vol. 1  Chiffons, Guy,
others. Laurie 34627
Kingdom Come: In Your Face  Do You Like
It. Who Do You Love. etc. Polydor 01093
Kenny Rogers: Something Inside So
Strong  Planet Texas, etc. Reprise 82493
Nell Diamond: The Jazz Singer  Love On
The Rocks. etc Capitol 32877

Stevie N'cks: The Other Side Of The Mirror
Cry Wolf. etc Modern 70946

Linda Ronstadt.
Cry Like A Rainstorm.
Howl Like The Winc 52221

Keith Whitley: I Wonder Do You Think Of Me
I m Over You. etc RCA 33768
The Sugarcubes: Here Today, Tomorrow,
Next Week  Regina. etc. Elektra 73922*
The Jets: Believe  You Better Dance. Under
Any Moon. etc. MCA 54453*
The New Tradition Sings The Old Tradition
Warner Bros 24450
Soundgarden: LoJder Than Love  Loud
Love. Ugly Truth, Gun. etc. A&M 54337*
Dr. John: In A Sentimental Mood  Makin.
Whoopee,. etc Warr er Bros 42500*
Allman Bros. Band: Eat A Peach  Melissa.
Blue Shy, etc. Polydcr 63353*
Beethoven, Sym. No. 9 (Choral) Nor-
nngton conducts Angel Digital 00467
Holly Dunn: The Blue Rose Of Texas  Thun-
der And Lightnin etc. Warner Bros 10461

John Cougar Mellervcamp: Big Daddy  Pop
Singer. etc. Mercury 80064
Soul II Soul: Keep On Movin'  Title song.
Back To Life. etc Virg, 14823*

compact discs,
Start with cassabas or records now!

pay stadia* andbandling withmembeni.p

Buy just 1 smash hit in one year's line.

Then get 1 album of your choice.

6 albums for theEnjoy price of one.

PLUS 2 FREE CDs SEE DETAILS

"3009 EVERt.
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Skid Row 0103i,

AerW,M111, Purnp

Clint Black:
K:Ilin Time 01112

GREATEST HITS ON CD!
Scorpions: Worldwide Live 6006:
Pat Benatar: Best Shots 44315.
Billy Ocean. Greatest Hits 2451(
Fleetwood Mac. Greatest Hits 0079(
Dire Straits: Money For Nothing 0071:
Best Of The Doob e Brothers 43731
Eric Clapton: Time Pieces 23381
20 Years 01 Jethro Tull 008'1
Pointer Sisters: Greatest Hits 539';
Hank Williams. Jr: Gt. Hits, Vol. 3 0084(
Air Supply: Greatest Hits 3442/
Eagles: Greatest Hits, Vol. 1 23481
Oak Ridge Boys: Gt. Hits, Vol. 3 736OC.

James Galway: Greatest Hits 7323:
Simon 8 Gartunke : Concert 4400(
Alabama: Greatest Hits 2024;
Elvis Presley: 18 No. 1 Hits 7219:
Police: Every Breath You Take 73921
Dave Grusin: Collection 00925
20 Million Dollar Memories Vol. 2 5443(
New Classic Wayloi Jennings 3380:

HERE'S HOW YOU SAVE!
Start Now With 4 Compact Discs
Cassettes Or Records! You need buy Just -
more hit at regular Club prices (usuall
$8 98-$9.98 for tapes or records. $14 98-
$15 98 for CDs). .and take up to one year tc
do it Then you can choose another alburr
FREE! And there's more! If you selec
compact discs, you can choose 2 addi
tional CDs FREE, That's 8 CDs or 6 tapes
or records for the price of 1 with nothinc
more to buy ever,

No Further Obligation Whatsoever! YcL.
buy what you want when you want it Its al
up to you!

Exciting "Members -Only" Benefits!
You'll receive the Clubs exclusive magazine
about every three weeks It will feature the
Main Selection in your favorite music
category, plus hundreds of other hits-
many at bargain prices In all, you ll have 19
convenient, shop -at-home opportunities a
year. Send no money when you order .we ll
bill you later (A shipping, handling charge is
added to each shipment )
It's Easy To Get Your Favorite Hits! If you
want the Main Selection, do nothing It will
be sent to you automatically If you want
other hits, or none, lust say so on the card
always provided and mail it back by the
date specified You'll always have at least 10
days to decide. But if you don't, you may
return your Main Selection at our expense
Cancel your membership by writing to us
whenever you wish upon completing your
enrollment agreement. Or remain a member
and keep on saving!
FREE 10 -Day Trial! Listen to your 4 in-
troductory hits for a ful; 10 days. If not
satisfied, return them without obligation Sc
don't delay. Mail this card today!

MS379A BMG Music Service. 6550 E 30th St
Indianapolis. IN 46219-1194 TRADEMARKS USED
IN THE ADVT ARE PROPERTY OF VARIOUS
TRADEMARK OWNERS

*Selection marked Hoot available on record.



AIWA
Aiwa's XC-005 compact disc player

features an eight-times-oversampling
digital filter, dual 18 -bit linear digital -
to -analog converters, and a three -beam
laser pickup. Features include Disc
Memo, which displays up to ten alpha-
numeric characters of a disc title or art-
ist's name; Program Memo, which

AUDIO RESEARCH
The Audio Research LSI preampli-

fier features a Direct Gain Path circuit
so users can bypass the balance, mode,
input, and tape -switching controls for a
single .nput source. It is said to be as
close to a "straight wire with gain" as
the company has ever produced. There
are six normal line -level inputs, includ-
ing CD. tuner, video, tape, and two aux-
iliary inputs. The LSI uses oxygen -free -

NEW PRODUCTS

- oallEllali ;76
war INO,

stores a programmed selection of tracks
on a specific disc; memory for up to
thirty random-access tracks; three-way
repeat; index search; and auto blank. A
remote control is supplied. Price: $550.
Aiwa America, Dept. SR, 35 Oxford
Dr., Moonachie, NJ 07074.
Circle 128 on reader service card

copper Litz wire in critical circuit paths
and features Audio Research's hybrid
tube/solid-state technology. Power re-
quirements are 50 watts maximum.
Price: $1,495 in brushed -aluminum fin-
ish, $1,595 in anodized black as shown.
Audio Research, Dept. SR, 6801 Shin-
gle Creek Parkway. Minneapolis, MN
55430.
Circle 130 on reader service card

PARADIGM
Paradigm's Control Monitor loud-

speaker has a two-way bass -reflex de-
sign with a quasi -third -order resistive
port. It features the company's LF2I0
bass/midrange drive unit, which has a
die-cast aluminum chassis designed for
minimal rear reflection. The I -inch HF
26 tweeter is a highly damped treated -
textile dome. Frequency response is
rated as 55 to 20,000 Hz ± 2 dB, sensi-
tivity as 90 dB. Nominal impedance is 8
ohms. The cabinet is finished in natural
oak, walnut, or black -ash veneer and
measures 20 x 10 x 131/2 inches. Stands
like those shown are recommended.
Price: $700 a pair; stands, $120. Made
in Canada, Paradigm speakers are dis-
tributed by AudioStream, Dept. SR,
Box 2410, Niagara Falls, NY 14302.
Circle 129 on reader service card

OPTONICA BY SHARP
The VC-G990U Super VHS Hi-Fi

VCR is part of Sharp's Optonica line. It
includes a Voice Coach remote control,
which has a synthesized fifty -phrase,
five -hundred -word vocabulary to guide
users through programming steps, and
an index -search system that permits
quick location of particular points in
home -recorded tapes. Price: $995.95.
Sharp Electronics, Dept. SR, Sharp Pla-
za, Mahwah, NJ 07430-2135.
Circle 131 on reader service card
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WHEN THERE'S NOTHING ON AT THE MOVIES,

Today, people are faced with more entertainment op-

tions than ever before. Movies, concerts, television,

talk radio, arranging your CD's in alphabetical order

Making it tougher and tougher to decide what you

want to do tonight. Fortunately, our new E-5200

audio system can ease the pressure by putting a variety

of entertainment forms at your fingertips. When connected to one of our big screen

TV's, its main front speakers and two surround sound speakers will literally turn your

living room into a movie theater. With a 150 -watt amplifier, it has more than

enough power to makeyour living room sound like a concert hall. The digital tuner/

preamp, CD changer and dual cassette deck are standard. The interactive program-

mable remote has an LCD readout that is constantly updated with a signal from the

tuner/preamp, giving you a complete visual report at all times. And all the compo-

nents are designed to aesthetically match many of our new TV's. Leaving your living

room looking like what you wanted it to be in the first place. A living room.
I. Amplifier with 1504watts per channel minimum RMS,ftinn 20Hz to 2Hz, with no more than 008% THD. 2 Digital tuner/
preamp with Dolby Surround:" 7 -band graphic equalizer and 3 video inputs. 3. Fite -disc CD changer with digital optical output.
4. Dual auto -reverse Cassette Deck with Dolby' B/C and FIX Pro:" 5. Optional semi -automatic turntable. 6. Four-way
speaker system with dome super tweeters. 7 CS -3120R 31" Stereo TV 8. Programmable interactive remote. ©1989 Mitsubishi
Electric Sales America, Inc. For an authorized dealer, call (800) 527-8888 ext. 245. Dolby, Dolby Surround and HX Pro are
trademarks of Dolby Laboratories Licensing Corp.

NM MITSUBISHI ELECTRONICS
TECHNICALLY, ANYTHING IS POSSIBLE

CIRCLE NO. 22 ON READER SERVICE CARD

A
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SIGNET
The Signet SL230 three-piece speaker

system consists of two Ps x 47' x 41/2 -
inch satellites and a 21 x 13 x 6%'4 -inch
subwoofer. Each satellite has a N4 -inch
ferrofluid-cooled, titanium -dome tweet-
er and a 31/2 -inch midrange, and the sub -
woofer has two downward -firing 6 -inch,
slot -loaded, long -throw drivers. System
frequency response is rated as 50 to

MUSEATEX AUDIO
The Melior Digital Center from Mu-

seatex includes separate 19 -bit digital -
to -analog converters with eight -times
oversampling for each channel and
switching facilities for as many as four
digital source components. The correct
sampling frequency and de -emphasis
are selected automatically for each
source. There are two sets of digital tape
outputs for direct digital dubbing, and
volume and balance for the analog line
outputs can be adjusted digitally, mak-
ing a separate preamplifier unnecessary.
The supplied remote control duplicates
all front -panel functions of the Digital
Center; it can also be used to program
the liquid -crystal display with names
for source components and to invert the
output signal's absolute phase. Price:
$1,995. Museatex Audio, Dept. SR,
6605 Thimens, Ville St. Laurent, Que-
bec H4S I W2, Canada.
Circle 134 on reader service card

NEW PRODUCTS

20,000 Hz and sensitivity as 88 dB.
Crossover frequencies are 200 and
3,000 Hz. The satellites are finished in
hand -rubbed, oiled oak veneer, and the
subwoofer is matte black on all sides
except for the acoustic foam in the load-
ing slot. Price: $700. Signet, Dept. SR,
4701 Hudson Dr., Stow, OH 44224.
Circle 132 on reader service card

PARSEC

ENERGIZED
FM ANTENNA

o Caphome nook omoll fr.re yolo

EPAPAApPormsAA,
Morgieb*SouYo A.M.*

o orAPAP..P.

.11Clareerm
Pyraderr
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PARSEC
Parsec's Stealth powered FM antenna

was designed for optimal performance
even when it is placed close to other
electronic equipment. Reception is om-
nidirectional when the antenna is
mounted vertically and directional
when it is mounted horizontally. Its gal-
lium -arsenide field-effect transistor,
which boosts broadcast signals as much
as 36 dB, is said to add less noise than
silicon transistors. The variable -gain
control knob enables users either to
increase power so as to pull in weak or
distant stations or to reduce power for
lower noise from strong local stations.
Price: $44.95. Parsec of Delaware, Dept.
SR, 400 W. 9th St., Wilmington, DE
19801.
Circle 133 on reader service card
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HEAR DIGITAL MASTERPIECES
THE SAME WAY THEY WERE MASTERED.

No claim Sony could make for these headphones could con-

ceivably be more impressive than this simple statement: this year, in

the production of nearly 100 state-of-the-art compact discs, the

headphones used as a quality control reference during the critical

mastering stage were the Sony MDR-CD999.

In fact, chief mastering engineer Bob Ludwig of the renowned

Masterdisk studios explains, "The 999's superior isolation allows me

to experience the full dynamic range of these digital master tapes

for the first time. They're also comfortable enough to wear for

extended listening sessions."As Bob neatly summarized: "Everything

sounds as I intended."

So audition the Sony MDR-CD999, CD771, and CD555 Digital

Monitor Series headphones. And hear digital masterpieces the same

way they were mastered. SONY
THE LEADER IN DIGITAL AUDIO"

CIRCLE NO. 106 ON READER SERVICE CARD



SPEAKER
OF THE HOUSE.

When they call the roll for the finest in bass -
specialized speaker systems - the majority in
your "house" will vote for kni LoudSpeakers, inc.

Smooth, deep bass . . . unparalleled dynamic
range and minimum distortion.

Quite simply ...
The System Works.

Call today for a free brochure.

To order factory direct, contact:

kni LoudSpeakers. inc.

141
588 McKnight
West Fork, Arkansas 72774
Phone: 1-800-637-5753

1-800-637-5753
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Audio's electronic

control center --

fifth in a series on

the basics of audio.

BY IAN G. MASTERS

A

ANaudio system can be put
together in a vast number of
different ways, depending
on what signal sources are

chosen, how many and what kinds
of output devices (speakers or head-
phones) are required, and what sig-
nal processors, if any, are included.
But every system needs a central
control unit to choose between the
available sources, tailor the signal to
individual tastes, and (usually)
power the speakers that actually
generate the sound.

In some systems, these functions
are performed by two separate com-
ponents. Input selection, level ad-
justment, equalization, and so forth
are the job of a preamplifier, less
commonly but perhaps more accu-
rately called a control amplifier. The
output of this device, like that of
most of the sources feeding it, is at
what is loosely termed line level. To
increase this very small voltage to
something strong enough to drive
speakers, a power amplifier is
needed. This may also be called a
main amplifier or a basic amplifier.
In mans systems, the functions of
preamp and power amp are com-
bined in a single component called
an integrated amplifier.

North Americans are unusual in

Of TII

that most of us prefer to buy our
central hi-fi electronics in the form
of a receiver, which combines an
integrated amplifier with an AM/FM
tuner on a single chassis. A tuner is
really an input device rather than a
part of the central control, and some
systems do use free-standing tuners,
but because of the receiver's con-
tinuing popularity it makes sense to
deal with the tuner along with the
rest of the electronic core.

Out of the Air
Before we can consider the FM

tuner itself, it is important to exam-
ine what sort of signal it will have to
process; this is a function of the
antenna. In many urban areas,
where the stations are nearby and
have strong signals, a small piece of
wire attached to the tuner's antenna
terminals is often enough to pull in
an adequate signal. But tall build-
ings or a hilly landscape can make

VAT'
FM signals bounce around, causing
duplicate information to arrive at
the antenna at slightly different
times. This multipath reception can
cause very annoying distortion.

Although the effects of multipath
can be minimized by a low capture
ratio in the tuner-its ability to
respond only to the stronger of two
signals on the same frequency-the
best solution to multipath is usually
a good antenna. Sometimes all you
need is the T-shaped dipole antenna
supplied with most tuners and re-
ceivers. A dipole is directional to
some extent and can often be posi-
tioned in such a way that it favors
one of the competing signals over
the others. If you listen to stations
from several directions, however,
the dipole will usually work only for
some of them, and you may need to
step up to a small indoor antenna
that can be aimed at whichever sta-
tion you wish. If your multipath
problem is really severe, or if you
live in a "fringe" location, near the
reception limits for the strongest
stations, a rooftop antenna may be
required; sometimes a television
aerial can do double duty for FM. In
some cases, only a feed from your
local cable company will do.

One of the most basic things to
consider when you are looking at
FM tuners is sensitivity. The weaker
an FM signal is, the noisier it will be,
so sensitivity is specified as the sig-
nal strength required to achieve a
particular quieting level. The origi-
nal standard called for a rating
based on the signal strength needed
to obtain a signal-to-noise ratio
(s/N) of 30 dB, and the much quieter
mono figure was always quoted.
Few people would want to listen to
a signal that poor, however, so
measurement standards now call for
ratings based on the signal strengths
at which total harmonic distortion
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THE BASICS
(THD) plus noise is 50 du below full
output (50 -du quieting sensitivity)
as well as 30 dB below full output
(usable sensitivity). Sensitivity is
important mainly when you want to
listen to distant stations; most local
signals are more than powerful
enough for even the most modest
tuner section.

In fact, the local stations may well
be a nuisance if you want to hear
distant ones. In that case, selectivity
is often a consideration. Selectivity
is the ability to reject signals on
channels other than the one tuned.
The FM band is divided up into
channels 200 kHz wide; to minimize
the opportunities for interference,
broadcast regulations require at
least one empty channel between
stations in a -particular area. The
closest local stations can be is on
alternate channels, 400 kHz apart.
But a distant station might well be
on an adjacent channel only 200
kHz from a local one. Almost all
tuners offer good alternate -channel
selectivity; fewer do well in terms of
adjacent -channel selectivity.

Another relatively uncommon
problem is interference between sta-
tions on the same frequency. Again,
such stations are usually well spaced
geographically, but if you are in
range of two that operate on the
same frequency and wish to listen to
one of them, such interference
could be annoying. If the competing
signals have exactly equal levels,
there's not much hope unless you
have a good directional antenna;
but if one is slightly stronger than
the other, the tuner should be able
to reject the weaker one. The level
difference required for the tuner to
respond only to the stronger signal
and ignore the weaker is the capture
ratio, which we mentioned earlier.

Distant stations are often weak
and therefore noisy, but you may
want to listen to some of them any-
way; if so, your tuner should be
switchable for mono operation, as
this tends to be much quieter. A
compromise solution provided in
many tuners is high blend, which
reduces channel separation at high
frequencies to achieve some of the
same effect. And if you do a lot of
tuning back and forth, FM muting is
important, as it squelches every-
thing below a certain level, includ-
ing interstation noise.

Switches and Knobs
The clearing house of an audio

system is its preamplifier. Practical-
ly everything is connected to it,
either internally (in the case of
receivers and integrated amplifiers)
or by means of external cables and
jacks. The flexibility of a system-
what it will do, as opposed to how
well it will do it-is largely deter-
mined by the preamp.

A preamplifier's foremost func-
tion is to select which of the various
signal sources at your disposal is to
be fed to the rest of the system. The
input selector is a rotary knob or a
series of pushbuttons that simply
routes the signal from the source
you choose to the next stage in the
proceedings. Three distinct types of
inputs funnel through this part of
the preamp: high-level, phono, and
video. The most common type of
input is for high-level signals, usual-
ly marked "aux" (for "auxiliary") or
"tuner" or "CD." These signals need
only to pass through the input
switch and on to the next step; the
positions are labeled for conve-
nience, but there's no reason a CD
player couldn't be connected to a
"tuner" input, for example.

Some recent components-pri-
marily integrated amplifiers-have
a special input switch labeled CD
Direct that bypasses all the pream-
plifier circuitry except the volume
control and sometimes the balance.
The idea is to put as few circuit ele-
ments as possible between the CD
player's output and the power am-

plifier's input. Usually, however,
the CD signal is also available from
the normal input selector to enable
dubbing CD's to tape and to permit
use of tone controls and the like
when that is desirable.

Normally, one or sometimes two
inputs are dedicated to the signals
from phono cartridges. In this case,
not only does the input selector con-
nect the phono input, but the
preamp must also process the in-
coming signal. The output of a typi-
cal moving -magnet (MM) cartridge
is much lower than that of other
components, so the phono section
must add a stage of amplification to
bring this signal up to line level. In
the case of moving -coil (Mr) car-
tridges, the signal is lower still, and
many preamplifier sections include
either switchable phono gain or yet
another stage of amplification to ac-
commodate Mc inputs. With both
sorts of cartridge, equalization is
necessary to reverse the RIAA curve
applied in the production of every
vinyl record; this is also a function
of the phono-preamp section.

Occasionally, input selectors will
include positions for tape machines,
which are thus treated like any other
high-level sources. But since a tape
deck can also record, it is more
commonly connected to a pream-
plifier's tape -monitor loop. One or
more of these loops are usually
inserted after the input selector but
before the rest of the preamp's cir-
cuitry. Whichever input source has
been chosen at the main selector is
fed to a pair of tape -out jacks con-
nected to the tape deck's inputs, so
the selected program can be re-
corded at any time. The deck's out-
puts are fed to a pair of tape -in (or
tape -monitor) jacks.

The tape -monitor circuit's control
is usually a switch marked "source"
and "tape." In the former position,
the selected input signal is sent
directly to the subsequent stages of
the preamplifier for normal listen-
ing (although it is still being fed to
the tape deck as well). In the moni-
tor (tape) position, the later stages
of the preamplifier are connected to
whatever signal is coming from the
tape deck while the tape deck con-
tinues to receive the signal from the
main selector. This enables you to
monitor the signal passing through
the tape deck's electronics or, in the
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A SOUND INVESTMENT!

8 CDs FOR 14
AND A CHANCE TO GET ONE MORE FREE!

plus shipping/handling. with membership. Details on other side

Aerosmith-Pump. Love In An Elevator.
James Got A Gun. etc (Geffen) 388.009
Bob Dylan -Oh Mercy. Everything Is
Broken, more (Columbia) 389.262

Belinda Carlisle -
Runaway Horses (RCA)

400.788

Yo -Yo Ma -Great Cello
Concertos (CBS Master)

A01.604
Are -Truth In A Structured
Form (IrnaqIn 401.539
Joan Baez -Speaking Of
Dreams (Ciolc Castle)

401.216

Bruce Willis -If It Don't
Kill You, II Just Makes You
Stronger iMo,owri) 401.182
Do The Right Thing -
Original Sound Track
Featuring Branford
MersaIts )Columbia)

401.117

Bros -The Time (Epic)
400895

 v

Brahma: Violin Concerto;
Bruch: Concerto No 1
Nadia Salerro-
Sonnenberg Edo De
Waart and Minnesota
OrchlAnyrr 400135

Joe Satrianl-Flying In A
Blue Dream Relativity)

400655
Best Of The Grateful
Dead (Warner Bros

291.633
Best Of The Doobie Bros.
(Warner Bros 291.278

The Very Best of Poco
(Epic) 367.623
Pat Benatar-Best Shots
(Chrysalis) 401.646

Paul Simon -Negotiations
And Love Songs
(Warner Bros 1

400.721

Tracy Chapman -Crossroads. Titlecu plus
Material World. more (Elektra) 383.951

Billy Joel -Storm Front. We Didn I SMrt
The Fire, Shameless etc (Columbia) 387.902

Eagles -Live IE lektra)
400.713

Yo -Yo Ma/Stephane
Grapelli-Anything Goes
Mostly Cole Porter Tunes
(CBS) 387845
George Clinton -The
Cinderella Theory
(Paisley Park) 387.134
Les Rittenour-Color Rit
(GRP) 400051
Dave Grusin -Migration
(GRP, 400044
Molly Hatchet -Lightning
Strikes Twice

389.346
The Best Of Tim Curry
(AMA, 388.926
Barry White -The Man Is
Back, ABM) 388.843
Liszt: Piano Sonata.
3 Petrarca Sonnets, more
Vladimir Feltsman, Piano
(CBS Master I 388538
Jethro Tull -Rock Island

388.157
The Best Of The Dregs -
Divided We Stand

386979
Paul Shatter -Coast To
Coast (Caw') 386276
Boogie Down
Productions -Ghetto
Music: Blue Print Of Hip
Hop (JiveiFICA) 386193
Babyface-Tender Love
(Epic) 386177

Janet Jackson -Rhythm
Nation 1814 (ABM) 388.918

The Best Of Luther
Vandross-The Best Of
Love if to

400473/390476

Michel CamIlo-On Fire
IE I 389999
Marshall Crenshaw -
Good Evening
(Warner Bros I 386-110
Steve Stevens Atomic
Playboys (Wan, f, Bros )

386.086
Jefferson Airplane (Epic)

385.906
Rippingtons-Tor rest In
Paradise (GRP) 385.658
Reba McEntire -Live
(MCAi 400739
N.R.B.O.-Wild Weekend

389.882

r

Rolling Stones -Steel Wheels. Owed
Emotions, etc I lolling Stones Rec )387.738
Grateful Dead -Built To Last. Foolish
Heart, plus more (Arista) 388.025

Linda Ronstadt-Cry Like
A Rainstorm. Howl Like
The Wind (EleKtra) 389.874
Youssou N' Dour -The

384.362
Anderson, Bruford,
Wakeman, Howe (Arista)

384115
Tin Machine IEMI)

383.976
Billy Squler-Hear And
Now (Capitol) 383.760
Loverboy -Big Ones
(Columbia) 401661
Terence Trent D'Arby-
Neither Fish Nor Flesh
(Columbia) 389726

Ziggy Marley 8 The Melocy Makers -
One Bright Day. (Virgin) 386.987
Tom Petty -Full Moon Fever. I Won
Back Down. Free Fallin etc (MCA) 382.184

Gold 8 Platinum Volume
Six iRealm) 388-355
Spyro Gyra-Point Of
View (MCA) 383.737
Queen -The Miracle
(Capitol) 383.547
Jean Luc Ponty-In The
Fast Lane (Coloriii,,,,)

383.521
Bonham -The Disregard
Of Timekeeping
tWTG) 383.497

Foreigner -Records
(Atlantic) 318-055
Rickle Lee Jones -Flying
Cowboys . 388.199

Yellowjackets-The Spin
(MCA) 388.173

Mozart: Flute Concer-
tos. Adante Rondo
Jean-Pierre Rampal And
Zubin Mehta. Israel Phil
(CBS Master) 383-364
Haydn: Piano Sonatas
33, 38, 58, 60 Emanuel Ax
(CBS Master) 383.331

Berlioz: Symphonie Fan-
tastrque Norrinton,
London Classical Players
(Angel) 382747

Taylor Dayne-Can't Fight
Fate ,Ar ',1 388.017

BUSINESS REPLY MAIL
FIRST CLASS PERMIT NO 66C TERRE HAUTE, IN

POSTAGE WILL BE PAID BY ADDRESSEE

CBS/Columbia House
1400 NORTH FRUITRIDGE AVENUE

TERRE HAUTE, IN 47812-9202
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v. 11. yr;
t 4t.

Jk,rMelissa Etheridge- Harry onnic
Pat Metheny Group -When Harry Met Sally -Brave And Crazy (Island) Letter From HomeOriginal Soundtrack'ik h 090

(Columbia) 366 b21 'Geffen, 3k) .

ANY 8 CDs FOR A PENNY
Elton John -Sleeping
With The Past (MCA)

387.993
Rachmaninoff: Piano
Concerto No. 3. Rhapsody
On Theme Of Paganini.
Vladimir Feltsman. Zubin
Mehta, Israel Philhatm
(CBS Master) 383.315

Liza Minnelli-Results
(Epic) 382.333

Squeeze -Frank (A&M)
388058

L.L. Cool J -Walking With
A Panther
(Der Jan, Columbia)

381.988

Don Henley -The End Of
The Innocence (Geffen)

383.802
Branford Marsalis-Trio
Jeepy (Columbia) 381.830
Todd Rundgren-Nearly
Human (Warner Bros )

381.780
Miles Davis-Amandla
(Warner Bros) 381.756

k.d. lang And The
Reclines -Absolute Torch
& Twang (Sire) 381.624

Placido Domingo -The
Unknown Puccini
(CBS Mir -,ter I 387.829

10)

Cher -Heart Of Stone
Graft, 383 991

Richard Marx -Repeat
Offender (EMI, 380 915

AND A CHANCE TO GET
ONE MORE CD -FREE!
plus shipping handling with membership

Sugarcubes-Here Today,
Tomorrow, Next Week
(Elektra) 388.900
Max 0 (Atlantic) 400.077
The Residents -The King
And Eye (Enigma) 400.036

Kate Bush -The Sensual
World (Columbia) 401.232
Camouflage -Methods Of
Silence (Atlantic) 400929
Jonathan Richman
(Rounder) 400.861
Jane Siberry-Bound By
The Beauty (Reprise)

400.804
The Psychedelic Furs -
Book Of Days (Columbia)

400.689
The Alarm -Change
(I R S ) 400.465
Indigo Girls -Strange Fire
(Epic) 400.333

On The Cutting Edge
Joe Strummer -
Earthquake Weather (Epic)

400.010
Nick Lowe -Basher: The
Best OF Nick Lowe
(Columbia) 400.002
Vitamin 2 -Sharp Stone
Rain (Geffen) 389.601
David Byrne -Ref Momo
(Sire) 389.494
Red Hot Chili Pers-
Mother's Milk (EMI)ppe

389.205
Debbie Harry-Def,
Dumb & Blonde
(Sire/Repriiie) 389.130
Thompson Twins -Big
Trash (Warner Bros )

389.114

Big Audio Dynamite-
Megatop Phoenix
(Columbia) 388.215
John Hiatt -rail Caught
(Geffen) 388.116
Camper Van Beethoven
-Key Lime Pie (Virgin)

388.074
Syd Straw -Surprise
(Virgin) 386.995
Chris Isask-Heart
Shaped World (Reprise)

386.144
Paul Kelly And The
Messengers -So Much
Water So Close To Home
(MM) 384.321
Bryan Ferry / Roxy Music
-Street Life (Reprise)

384 230

Bodeans-Home
(Reprise/Slash) 384.206

The Call -Let The Day
Begin (MCA) 384156

The 13 -52's -Cosmic
Thing (Reprise) 383.877
Peter Gabriel -Passion
(Geffen) 383.810
Lloyd Cole & The
Commotions-1984-1989
(Capitol) 383.778
Pixies -Doolittle (Elektra)

382.887
The Cure -Disintegration
(Elektra) 382.093
10,000 Maniacs -Blind
Man's Zoo (Elektra)

382.077
Indigo Girls (Epic) 381.269
R.E.M.-Green
(Warner Bros) 375.162

Canadian Brass -The
Best Of The Canadian
Brass (CBS Masterworks)

401.596
Joe Cocker -One Night
Of Sin (Capitol) 387.084
Best Of Cher (EMI)

381.509
Jody Watley -Larger
Than Life (MCA) 381061
Steve Reich: Different
Trains - Kronos Quartet I
Electric Counterpoint  Pat
Metheny(Nonesitch)

380.071
The Chick Cores
Akoustic Band (GRP)

379.891
Bo Diddley Is A
Gunslinger (Chess)

379.677
Warrant -Dirty Rotten
Filthy Stinking Rich
(Columbia) 379.644
Skid Row (Atlantic)

379.602
Madonna -Like A Prayer
(Sire) 379.594
Soul II Soul -Keep On
Molars' (Vir 386.037

Pete Townshend-The
Iron Man (Atlantic) 385.724

Creedence Clearwater
Revival -20 Greatest Hits
(Fantasy) 308.049

Hooters-Zig-Zag
(Columbia) 379.396
Enrico Caruso -Opera
Arias and Songs. Milan
1902-1904 (Angel) 379.255
Crosby, Stills, Nash and
Young -So Far (Atlantic)

378.745
Portrait Of Vladimir
Horowitz -Mozart.
Beethoven, Chopin, etc.
(CBS Master) 378.604
Roy Orbison-The All -
Time Hits, Vols. 1 & 2
(Columbia Special Prod )

377.945
Cyndl Lauper-A Night To
Remember (Epic) 377.887
Debbie Gibson -Electric
Youth (Atlantic) 377.275

Dr. John -In A
Sentimental Mood
(Warier Bros) 384.040

Batman -Original
Soundtrack (Warner Bros )

383-885
The Best Of Emerson,
Lake & Palmer (Akantm)

306-969
The Who -Who's Better,
Who's Best (MCA) 376-657
Guns N' Roees-GN'R
Lies (Geffen) 376-087
Journey's Greatest
Hits(Columbia) 375.279
.38 Special -Rock 8 Roll
Strategy (A&M) 375.139
U2 -Rattle And Hum
(Island) 374.017
Luciano Pavarotti-
Pavarotti in Concert
(CBS Master) 373.548
Living Colour -Vivid
(Epic) 370.833
Van Halen-OU812
(Warner Bros) 369.371
REO Speedwegon-
Greatest Hits (Epic)

367.672

Eleastie Boys -Paul's
Boutique (Capitol) 383.786

SEND NO MONEY -JUST MAIL POSTPAID CARD

CBS/Columbia House, 1400 N. Fruitridge Ave.
P.O. Box 1129, Terre Haute, IN 47811-1129
Please accept my membership application under the terms outlined in this
advertisement. Send my 8 Compact Discs and bill me only A plus shipping
and handling. I agree to buy six selections at regular Club prices in the coming
three years -and may cancel membership at any time after doing so.
My main musical interest is (check one): (But / may always choose from any category)

Hard Rock . . Soft Rock Modern Rock . Pop
Rolling Stones. Tina Turner, Sugarcubes, Big Barbra Streisand,
Aerosmith Gloria Estefan Audio Dynamite Barry Manilow

Heavy Metal Black Music : lEasy Listening Country
Motley Cri.m. Babyface. Johnny Mathis, Jazz
Skid Row Soul II Soul Ray Connif f Classical'
Mr
Mrs
Miss ; -'
Address Apt

City

State Zip
Do you have a VCR? (04) ID Yes ON° 175/S90
Do you have a credit card? (03)  Yes ON*
Note we ,ene,e In. 'Kg., to 'pied, any app.Cabon a Cancel any rnernbershp These ollecs nor aya.lable en APO. FPO

aM Puertc nice 'vole no, Cleta.IS M alle,natnoe Otter CanaClan ,esodents sconce,' II0111 Toronto APp..Cade
Salt, rat added to all ade.5 'ClaSSoc al rnecnbe, se, v.CeC Cry the CBS Ciasscai Cab

Send these 8 CDs for 1x

Gloria Estefan-Cuts
Both Ways (Epic) 382.341
Billy Ocean -Greatest
Hits (Jive/RCA) 400.879
The Beach Boys -Still
Cruising (Capitol) 387.092

Joni Mitchell -Court and
Spark (Asylum) 367.102
Traffic -John Barleycorn
Must Die (Island) 364.935
The Babys-The Babys
Anthology (Chrysalis)

312.256
Van Morrison -Saint
Dominic's Preview
(Warner Bros) 364.927
Little Feat -Dixie Chicken
(Warner Bros) 363.515
Pretenders -The Singles
(Sire)

362.541Best Of The Doors
(Elektra) 357.616/397-612
Rolling Stones -Exile On
Main Street
(Rolling Stones Rec

350.652
Milli Vaniiii-Girl You
Know It's True (Arista)

379.610

Fine Young Cannibals -
The Raw And The Cooked
(1 R S ) 379.214

Rolling Stones -Sticky
Fingers (Rolling
Stones Rec) 350.645
The Police -Every Breath
You Take. The Singles
(A&M) 348.318
Jethro Tull -Aqualung
(Chrysalis) 345157

Paula Abdul -Forever
Your Girl (Virgin) 374.637
Best Of Procol Harum
(ASM) 344.457
Kid Tit Kanawa-Verdi
Puccini Arias (CBS Master

343.269

Motley CrUe-Dr.
Feelgood (Elektra) 387.944

The Byrds-Greatest Hits -
(Columbia) 342.501
Bad Company -10 From 6
(Atlantic) 341.313
A Decade Of Steely Dan
(MCA) 341.073
The Cars -Greatest Hits
(Elektra) 339.903
Best Of Kansas'
(CBS Assoc) 327.742
Joe Cocker -Greatest
Hits (A&M) 320.911
Elton John -Greatest Hits
(MCA) 319.541

ic) 1990 CBS Records Inc
Anytime you can get 8 CDs for a penny -that's a sound investment!

I That s right -as your introduction to the Club. you can choose any 8
CDs listed in this ad -all 8 are yours for only 14 plus shipping and
handling. And in exchange. you simply agree to buy 6 more CDs (at
regular Club prices) in the next 3 years -and you may cancel your
membership anytime after doing So

How the Club works About every four weeks (13 times a year) you II
receive the Clubs music magazine, which describes the Selection of
the Month -plus many exciting alternates. new hits and old favorites
from every field of music. In addition, up to six times a year. you may
receive offers of Special Selections, usually at a discount off regular
Club prices, for a total of up to 19 buying opportunities.

If you wish to receive the Selection of the Month, you need do
nothing -it will be shipped automatically If you prefer an alternate
Selection. or none at all, fill in the response card always provided and
mail it by the date specified. You will always have at least 10 days in
which to make your decision lt you ever receive any Selection without
having 10 days to decide, you may return it at our expense

The CDs you order during your membership will be billed at regular
Club prices, which currently are $1298 to 51598 -plus shipping and
handling (Multiple -unit sets may be somewhat higher) After complet-
ing your enrollment agreement you may cancel membership at any
time: if you decide to continue as a member, you tl be eligible for our
bonus plan. It lets you buy one CD at half price for each CD you buy at
regular Club prices

10 -Day Free Trial: Well send details of the Clubs operation with your
introductory shipment. If you are not satisfied for any reason. return
everything within 10 days and you will have no further oblgation
Extra Bonus Offer As a special offer to new members. take one
additional CD right now for only $695 This discount purchase entitles
you to choose an extra CD as a bonus FREE And you'll receive your
discounted CD and your bonus CD with your 8 introductory selections
-that s 10 CDs in all, Send no money now -lust mail the postpaid card

Selections with two numbers contain 2 CDs and count as 2 -so write in both numbers

CBS/COLUMBIA HMS& ThrreHaute.Iti-17811

xtra =onus a er.
LJ also send one more CD
right now. for which I will be
tilled only $6 95

..and I'm entitled to get
this extra CD FREE!
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case of a three -head deck, the signal
coming off the tape (as long as the
source/tape switch on the deck is
also in the "tape" position). Ordi-
narily, the tape -monitor switch is
also used for regular tape playback,
although a few models use the nor-
mal input selector for this; in such
cases, there is usually a separate
record -out switch that duplicates the
input selector, enabling you to re-
cord one source while listening to
another.

Most preamplifier sections pro-
vide more than one tape -monitor
loop, permitting the use of more
than one tape deck. In such cases,
provision is also made for copying
from one deck to another using the
preamp's internal switching. Some
models also offer a similar circuit
called an external -processor loop for
connecting equalizers, surround -
sound decoders, and the like, al-
though a tape -monitor loop can be
used for that purpose as well.

A few integrated amps and receiv-
ers have a set of jacks marked pre -
out and main -in, which provide ac-
cess to the preamp outputs and the
power -amplifier inputs. Normally
these are connected together, but
the jumpers linking them can be
removed to permit the insertion of
another component. And, naturally,
the same thing can be achieved with
a separate preamp and power amp.

Increasingly, preamplifier sec-
tions provide for the control of vid-
eo as well as audio components. In
most cases this is simply a switching
function, although some models in-
clude video processing.

Besides switching, the other main
function of a preamplifier is to offer
a measure of control over the signal
itself, both in level and frequency
response. Although some high -end
models make a point of omitting
them, most preamplifier sections
include tone controls for bass and
treble, and occasionally for the mid-
range as well. Tone controls are
simple equalizers for adjusting mi-
nor spectral imbalances in record-
ings or speakers; in most cases the
effects of the tone controls can be
eliminated either by turning them
to a center-detent position or by
switching them out of the circuit
altogether. Small left -right level dif-
ferences caused by equipment or lis-
tener positioning can be similarly

corrected by means of a balance
control, again usually provided with
a center detent or some sort of
defeat.

Finally, the overall program level
is set by a volume control. In sys-
tems using separate components,
this is occasionally duplicated on
the power amplifier, but a power -
amp level control is normally pro-
vided mainly to match one compo-
nent to another.

The Power Plant
Most of the audio chain is con-

cerned with very low levels, but
when it comes to turning the electri-
cal signals back into sound, more
muscle is needed. A power amplifier
uses the line -level audio signal it
receives from the preamp to modu-
late the much greater voltage and
current derived by its power supply
from house current, ending up with
a replica strong enough to drive a
pair of speakers. A power amplifier
has no other function than to take a
small signal and turn it into a large
one; any other features a separate
power amplifier may offer, such as
level controls or output meters, are
merely embellishments.

The traditional audio virtues-
flat frequency response, low distor-
tion, good noise performance, and
so forth-are as important for am-
plifiers as for other components,
and it is rare to encounter one that
doesn't excel in these respects.
Where amplifiers do differ is in the

critical attribute of output power:
the amount of work the unit is capa-
ble of doing, measured in watts. The
way this characteristic is specified is
rigorously standardized, at least for
home equipment. The basic figure
normally given is the amount of
power the amplifier can put out
continuously over a period of time.
Most amplifiers can deliver consid-
erably more power during brief mu-
sical peaks-how much more is
called dynamic headroom. Power
specifications must also include the
maximum amount of total har-
monic distortion (THD) and the fre-
quency range that apply for the
power level specified as well as the
impedance, in ohms, of the load
being driven. In addition, both
channels must be driven simulta-
neously for stereo amplifiers, be-
cause this reflects the capacity of the
power supply.

Practically all amplifiers sold to -
0 day are stereo, although some allow

the interconnection of the two chan-
nels to produce a higher -power
mono signal, a process called bridg-
ing or strapping. For the average
amplifier, however, a typical speci-
fication would be "60 watts per
channel into 8 ohms from 20 to
20,000 Hz with no more than 0.01
percent total harmonic distortion,
both channels operating." The
amount of power required for any
specific application is critical.

Another important consideration
is the load impedance the amplifier
will drive. Too low an impedance
will increase the current flow in the
amplifier's output stages, possibly
to levels that could damage them.
Most home speakers have a nomi-
nal (rated) impedance of 8 ohms,
and virtually all amplifiers are hap-
py with that, but a few are specified
at 4 ohms, and the actual imped-
ance of almost any speaker varies
considerably with frequency, the
rated value representing only an ap-
proximation. Using more than one
set of speakers in parallel also re-
duces total impedance. Amplifiers
vary widely in their ability to han-
dle low impedances, and this must
be considered when choosing both
amplifier and speakers.

NEAT: The critical components
that turn the audio into sound-
speakers and headphones.
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Die reine Musik, Pure Music, La musica pura, La pure musique.
If you are looking for loudspeakers with the sound, the fit, the fin-
ish of German precision technology, Canton is your clear choice.

For fifteen years Canton has been dedicated to the notion that the
best sound color is no sound color. So whether it's Brahms or Berry,
Miles or Mozart, you can count on Canton to provide the music, the
whole music and nothing but the music.

To achieve this our German craftspeople build every component
that goes into a Canton loudspeaker. Our engineers investigate
every possible technological improvement, but don't innovate
merely for innovation's sake. Our designers and cabinet-makers
assure that Canton loudspeakers have a look of unparalleled
sophistication and timelessness.

Argentina Australia Austria Belgium Canada Denmark Dominican Republic Finland France Great Britain Greece Hong Kong Italy Japan



Time and again critics have agreed: "The absolute hit of the
entire test... is the small Canton GL 260. Everyone who hears
it... shakes his head with astonishment..7 "(The CA 30) was
the sure winner in the newly introduced premium class... (It)
stands in the reference class as no super -speaker before
"With its Pullman Set 400... Canton has scored a smash hit:'

For a brochure on Canton home and automotive loudspeakers, please
contact: Canton North America, Inc., 915 Washington Avenue South,
Minneapolis MN 55415-1245, telephone (612) 333-1150.

g RON
CIRCLE NO. 3 ON READER SERVICE CARD

Netherlands Norway Saudi Arabia Singapore Spain Sweden Switzerland Tahiti Thailand Turkey U.S A. West Germany
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Variable Output
My CD player has both fixed -level
and variable -level output jacks, the

latter adjustable either by a front -panel
control or by the wireless remote. The
manual instructs me to decide whether I
prefer the simpler signal path of the
fixed output or the convenience of a vol-
ume -controlled output. Will the player's
signal suffer if I choose convenience over
simplicity?

JAMES P. WEBSTER
Newark, DE

A It may in theory, but you're unlike-
ly to hear the difference. Direct

connections of various sorts arc becom-
ing increasingly popular, on the princi-
ple that the fewer circuit elements there
are between the source and the ampli-
fier, the cleaner the sound, particularly
with a signal as good as that provided
by a co player. Many amplifier and
preamplifier makers now offer direct CD
inputs that bypass most of the control
circuitry, for instance. The benefits
gained by such a practice may indeed be
measurable, but they are rarely audible
in normal listening circumstances.

On the other hand, an output level
control can be extremely useful, partic-
ularly if it can be operated remotely.
Because of the wide dynamic range of
compact discs, it is not uncommon for
potentially damaging musical peaks to
catch us unawares. The ability to cut the
level from the listening position, rather
than having to walk across the room,
can sometimes make the difference be-
tween a momentarily annoying level
and a blown tweeter. Even if you never

use this feature, however, it is often
helpful to be able to match the level of
your CD player (or any other compo-
nent) to your other signal sources to
prevent unpleasant jumps in level when
you switch from one input to another.

Video Recording Hook -Ups
Would 1 obtain better recording
quality by connecting the outputs

of my stereo television set to the inputs of
my stereo icit or by having the vcR con-
nected directly to the cable feed? Also,
when I'm dubbing from one rCR to
another, should they be connected
through the 7'1' set or directly to one
another?

RICHARD A. MASSO
Brownsville, TX

There's no single answer when it
comes to taping broadcasts. The

main consideration is the quality of the
tuner, and either your VCR or your Tv
set may have the edge. At one time, vid-
eo recorders generally had tuners that
outperformed most television sets, but
that is not necessarily so today, particu-
larly when it comes to "monitor/receiv-
er" models. The only way you can really
tell whether there is any difference, and
which hook-up is better, is to find a pro-
gram that will be broadcast more than
once and record it both ways (check the
listings for your local PBS station; PBS
affiliates often show the same program
several times during the same week).

As for dubbing, it is usually preferable
not to put anything more in the signal
path than you have to, so direct connec-
tion will probably yield the best results,
although the difference may be so subtle
that it can be ignored if patching
through your Tv set is more convenient.
Again, try it both ways.

Combined Impedances
1 have an amplifier that will accept
loads from I to 8 ohms, driving sev-

eral pairs of speakers. How do I figure
out the overall load of the speakers when
the various units have diffrent imped-
ance ratings?

DENISE ADAMS
Brooklyn, NY

That's an important question, be-
cause the more speakers you con-

nect in parallel to an amplifier, the low-
er the total impedance will be and the
more difficulty the amplifier will have
driving it. If you are running only two
speakers per channel, you can get a
close approximation of the total load by
multiplying the two impedances to-
gether, then dividing the result by their
sum. Thus, if you have an 8 -ohm speak-
er and a 4 -ohm speaker connected,

divide 32 (that is, 8 x 4) by 12 (8 + 4);
the result is 2.7 ohms.

The arithmetic is slightly more com-
plicated if you plan to use more than
two speakers per channel. In that case,
you must use the following formula:

RT R, 122 R3 R.

where RT is the total load and RI, R2,
etc. are the individual impedances. For
instance, suppose you have four speak-
ers, two rated at 8 ohms, one at 16
ohms, and one at 4 ohms. The sum of

+ Vs + 1/16 + 1/4 is *I6. Invert that
fraction and convert it to a decimal,
which gives a total impedance of 1.78
ohms. Bear in mind, however, that
impedance ratings are nominal only.
The actual impedance may well be
much lower at certain frequencies.

Salt Damage
QMy wife and I are considering

moving to the Virgin Islands. We
are both disc jockeys and are concerned
about the effects salt air might have on
our equipment. Are there any parts of a
system that are particularly susceptible
to such damage? And are there any pre-
cautions we might take?

JIM ROVELLO
Portland, OR

Short of hermetically sealing your
1-1 components, there's no way to
avoid the effects entirely. Eventually,
the salt may cause corrosion of wiring
and switch contacts within your equip-
ment, particularly if there is also a lot of
humidity. In most cases, this will take a
long time to happen, perhaps only after
years of operation. When the jacks and
plugs show evidence of degradation,
there will probably be some internal
corrosion as well.

You can minimize the problems by
making sure that the equipment comes
into contact with salt -laden air as little
as possible. If your home is air-condi-
tioned, keep everything inside when it's
not being used. And if the vehicle you
use to transport the equipment has air
conditioning, use it (but don't store
your gear there-the air conditioning
doesn't do much good when the car is
not running). Also, regularly clean
everything you can reach to prevent the
salt from building up. With these pre-
cautions, you should be able to prolong
the life of your system at least until you
want to replace it.

If you have a question about hi-fi.
send it to Q&A, Stereo Review,
1633 Broadway. New York. NY
10019. Sorry, only questions chosen
for publication can be answered.
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In search of sonic perfection,
Adcom has taken the path of least resistance.



Introducing
theAdcom
GFP-565

direct-pth
preamplifier



Precision 1% tolerance Roederstein
metal -film resistors and polycarbonate-film
capacitors - For infinitesimally low distortion
and long-term stability.

Low ESR bypass
capacitors - Insure
purest DC to each
stage and eliminates
"crosstalk:'

Separate and switchable
tone -control amplifiers -
Assures superior signal
fidelity and maintains
symmetry.

Buffered tape outputs -
To prevent any degradation
of source signals by tape
recorders connected to the
recording circuit.

All gold-plated input and
output jacks - Eliminates
corrosion; direct mounting
avoids unreliable wiring,
hum and noise.

High -current, low -impedance
regulated power supply - Uses
programmable regulators and
low ESR capacitors; avoids
voltage drops and current losses.

Low -impedance RIAA
network with Roederstein
capacitors - For minimal
noise and distortion; purest
sound with highest RIAA
accuracy.

Direct, on -chassis switching -
Switches audio signals close
to their input source eliminating
long signal traces and wires.

High-grade potentiometers -
For long-term accuracy and
ideal channel balance.

Massive bus -bars - Carry DC
to each stage without power
loss; keeps source impedance
low and current capability high.

Glass epoxy board,
copper -plated on both
sides - Provides a shield/
ground plane to block
hum and interference.

High-speed linear gain
amplifiers - The "heart"
of the Adcom preamp,
individually selected for
low noise and DC offset.
Assure peak performance
(with no sonic deterioration)
over a long period of time.

High current output
buffers - For superior
dynamic performance
and total isolation of
circuits.



Audio designers have long known that the fewer
circuits and electronic components a musical signal
encounters on its way to your loudspeaker system,
the greater its musical purity will be when it gets there.
Ideally, if a signal could travel directly from its source
(CD, tape, record or FM broadcast) through your
preamplifier and your power amplifier without the
need for amplification or tonal adjustment, it would
sound exactly as it did when it was recorded. Now,
through obsessive attention to detail and design
ingenuity, Adcom creates the GFP-565-the world's
first affordably priced preamplifier that boasts direct,
linear gain path circuitry.

Direct Gain Path: Pure And Simple

From input to output, Adcom has made every effort
to make the signal path as direct, pure and simple as
possible. Starting by gold plating all input and output
jacks, and then directly mounting all jacks, switches,
potentiometers and other laboratory grade components
on a double copper -plated, glass epoxy printed circuit
board, signal losses and noise are greatly reduced.

Through a uniquely innovative approach which
minimizes the number of components and wiring
harnesses, waveform distortion is reduced while
dynamic contrasts are preserved. All of this translates
into superior, more lifelike sound.

Design Ingenuity You Can Hear

Having earned a reputation for providing high
performance at reasonable cost with its power
amplifiers, preamp/tuners and CD player, Adcom
designers set out to establish a new reference standard
in value among the very best preamplifiers on the
market. In every area of design, a no -compromise
approach was taken with respect to quality of
components and construction. Its performance -to -cost

relationship marks a significant breakthrough into a
whole new category of audiophile -grade components:
super performance that doesn't cost a king's ransom.

All stages operate in pure Class -A mode. To prevent
interaction and maintain absolute signal integrity, each
stage is buffered and has its own individually bypassed
source of power. This resolute design approach
achieves complete decoupling between all stages for
extraordinarily low distortion.

A high -current, very low impedance, regulated DC
power supply delivers an abundance of reserve current
for musical peaks with instantaneous recovery. To keep
power supply source -impedances low, heavy bus -bars
feed power to each individual stage rather than the
usually thin "hook-up" wiring.

Direct coupling, which does not use capacitors in
the signal path, eliminates the "veiling" of low-level
detail and extends frequency response. To reduce the
loading effects of connecting cables and associated
equipment, an extraordinarily low impedance was
developed for the outputs.

This combination of Class -A operation, linear gain
path, very low -impedance power supply, direct coupling,
buffered stages and low output impedance all add up
to a preamp capable of maintaining absolute signal
integrity with full dynamics.

Even the tape outputs are buffered to prevent the
impedance of a tape recorder from loading down or
otherwise distorting the signal through "diode" effects.
Precision 1% Roederstein metal -film resistors and
metallized -film capacitors are used throughout.

Perhaps most impressive of all is the application of
Adcom's proprietary linear -gain amplifier circuits,
which undergo a relentless testing and quality control
procedure. Less than 6% of manufactured devices meet
Adcom's stringent quality acceptance specifications. As
an end result, every Adcom preamplifier produced not
only sounds as good as its designers intended, but
maintains its uniform standard of excellence.
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These high-speed, state-of-the-art linear amplifiers
are specially selected for the lowest DC offset voltage
and lowest noise of any comparable components
currently available. The virtual elimination of DC offset
allows the GFP-565 to be direct -coupled, providing
superior frequency response from 5 Hz to almost
100,000 Hz! Noise is astonishingly low, with a typical
noise floor, even in phono, comparable only to the
finest digital studio equipment.

Three Sets Of Outputs For The Perfect
Balance Of Performance And Flexibility

Traditionally, audiophiles have had to choose between
two opposing preamplifier designs. One offered the
flexibility of tone, balance and input controls but with
some inherent signal degradation; and the other, more
purist approach, offered little more than an on/off
switch and volume control. The GFP-565 resolves
this dilemma and satisfies the needs of not only the
most demanding perfectionists, but all other music
lovers as well.

You can choose one or more of three sets of
outputs: 1) BYPASS: direct -coupled output before tone
controls, filters, etc. This provides the musical signal
its most straightforward and direct path to your power
amplifier while retaining control of volume and
balance. 2) LAB: direct -coupled output with no
output -coupling capacitors in the signal path. This
mode provides in addition to volume and balance,
switchable tone controls, filter, loudness contour
and mono modes. 3) NORMAL: identical to LAB
output but utilizing the highest quality metallized
polycarbonate output -coupling capacitors for operation
with amplifiers requiring the extra protection of
low -frequency bandwidth limiting. Bi-amplified and
tri-amplified systems are easily accommodated with
this remarkably flexible arrangement.

listening

Convenience Made Simple

At first glance, the minimalist style of the GFP-565 is
deceptive in its simplicity. However, it is this carefully
considered lack of complexity which makes the
GFP-565 so convenient and user friendly. It will
cosmetically and electronically match the rest of your
Adcom components whether you're buying them now,
or adding to an Adcom system you've started a couple
of years ago.

Without unnecessary complications, you may listen to
one input (phono, CD, tape, VCR) while recording from
another. And for total system integration and control,
there are five high level inputs (tuner, CD, tape 1, tape 2,
video/aux) as well as a phono input with enough gain
for any high -output moving -coil, moving -magnet, or
induced -magnet cartridge.

A highly sophisticated loudness contour helps
augment the bass range to compensate for perceived
aural reduction of these frequencies at low listening
levels, while maintaining musical integrity as the
volume level is increased. And, when needed, separate
bass, treble and hi -filter functions can be activated to
provide adjustment for the often less than perfect
characteristics of loudspeakers, program material and
room acoustics.

To take advantage of today's new signal processors,
a separate front panel switch allows processor in/out
operation while leaving both tape circuits free for tape
deck use. If you have an equalizer or surround -sound
processor, for example, you can switch it into the
sound path only when appropriate to the program.

And for optimum performance with today's superior
headphones with impedances of 100 to 2000 ohms, a
separate, high quality headphone amplifier has been
incorporated into the GFP-565.

(over please)



Why Is Adcom Dearly
SupenorTo Other Brands?

RIM
GFP-565/GFA-535 (60 watts/ch)*

Adcom stereo components have
repeatedly won critical acclaim for
offering audibly superior performance
even when compared to components
costing two and three times more.
Indeed, Adcom's reputation has been
built by offering exceptional quality
at realistic, uninflated prices. How
can this achievement of creating so
much consumer value, year after year,
be possible?

To begin with, Adcom has clearly
identified its need to lead the market
rather than follow it, concentrating
on the development of a small number
of highly innovative products, easily
differentiated from the vast array of
equipment generally offered. By
choice, Adcom is not part of a larger
multi -national conglomerate, nor does
Adcom set out to produce redundant
models for every taste and pocketbook.

Adcom's designers are free to
imaginatively explore new and exciting
ways of bringing great sound into the
homes of more and more people,
unrestricted by any rigid bureaucracy.

Adcom's philosophy that a
well -engineered product should
remain viable for years to come is
common among premium priced
manufacturers, yet rare among those
companies making affordable
components.

While other manufacturers were
promoting their third and fourth
generation of CD players with "features"
which added little or no benefit in
terms of musical enjoyment, Adcom
painstakingly went about developing
the one model which became the
critically acclaimed GCD-575. Its
Class -A analog circuitry is still
unrivalled for sonic perfection.

GFP-365/GFA-545 (100 watts/ch)*

Specifications
Output Impedance

Main Out: 100 ohms
Tape Out: 475 ohms

Output Level (Rated)
Main Out: 2.0 V

Output Level (Maximum)
Main Out: 10.0 V

Frequency Response (±0.5 dB)
High Level: 5 Hz - 90 kHz
Phono: 5 Hz - 70 kHz

THD + Noise ((ilp Rated Output, 20 Hz - 20 kHz)
High Level: 0.0025%
Phono: 0.009%

IMD (SMPTE, @ Rated Output)
High Level: 0.0025%
Phono: 0.0025%

Signal -to -Noise (qz Rated Output,
"A" Weighted)

High Level: >I00 dB
Phono: >95 dB

Input Impedance
High Level: 22 kohms
Phono: 47 kohms

Input Sensitivity (fl. Rated Output)
High Level: 205 mV
Phono: 23 mV

RIAA Accuracy (20 Hz - 20 kHz): ±0.1 dB
Tape Output THD + Noise
(a) 2.0 V, 20 Hz - 20 kHz): 0.003%
Tape Output IMD (SMPTE) (a 2.0 V: 0.002%
Tone Controls

Bass (20 Hz): ± 10 dB
Treble (20 kHz): ±9 dB

Loudness (Volume Control @ 9:00 o'clock)
100 Hz: +5 dB
20 Hz: +10 dB

Crosstalk (1 kHz): -105 dB
Separation (1 kHz, IP Rated Output): >75 dB
Hi Filter (20 kHz): -2.7 dB

General
Power: 120 VAC/50-60 Hz (available in other

voltages on special order)
Power Consumption: 10 watts
Chassis Dimensions: 17" (432 mm) x

II 3/8" (289 mm) x 3" (76 mm)
Maximum Dimensions: 17" (432 mm) x

12 9/16" (319 mm) x 3 1/4" (83 mm)
Weight: 11 lbs. (5 kg)
Weight, Packed: 14 lbs. (6.4 kg)

Adcom components also available with
optional white front panel.

Specifications subject to change
without prior notice.

GFF565/GFA-555 (200 watts/ch)*

Adcom has also been extremely
selective in choosing its dealer network,
limiting it to include only the nation's
best, most professional audio retail
organizations. By relying on the
knowledgeable, intelligent presentation
of its product and the enormous
benefits of positive word-of-mouth
advertising from enthusiastic music
lovers, Adcom can optimize its
marketing expenditures. These savings
are important in keeping costs down to
the end user of Adcom products.

Listen To The Difference
You are cordially invited to audition

the new GFP-565 direct -path preamplifier
at your Authorized Adcom Dealer.
Don't hesitate to compare it to the most
expensive preamp on your dealer's
shelves. You'll echo the words of one
perfectionist critic who, hearing the
GFP-565 through a pair of GFA-565
amplifiers for the first time, said, "I've
never heard my speakers 'sing' like this!"

In their search for the optimum
preamplifier concept, Adcom took the
path of least resistance. Why not do the
same? Of course, you could spend more
...but should you? Consider the new
Adcom GFP-565. It's your best choice
in preamplifiers. Pure and simple.

*Power output, watts/channel, continuous
both channels driven into 8 ohms,
20 Hz - 20 kHz <0.09% THD.

ADCOM®
details you can hear

11 Elkins Road, East Brunswick, NJ 08816
U.S.A. (201) 390-1130
Distributed in Canada by PRO ACOUSTICS INC.
Pointe Claire, Quebec H9R 4X5
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GOING ON RECORD

JAPAN MEETS
THE WEST

by VVilliam Livingstone

and American
musicians who have per-
formed in Japan have of-
ten been surprised to find

the Japanese public so enthusiastic
and so knowledgeable about the
standard classical repertoire. Ex-
perts on culture in Japan point
out, however, that no one should
be surprised, because European in-
struments were introduced in Ja-
pan at about the same time as the
samisen in the sixteenth century.
After the Meiji Restoration of
1868, the diffusion of Western
music was actually encouraged by
the government, and by the end of
the nineteenth century in such cit-
ies as Tokyo and Osaka there were
cultivated audiences for the music
of the French Impressionists as
well as Bach, Beethoven, and
Brahms.

Although the Japanese did not
produce many world -class per-
formers of Western music until
after World War II, they are catch-
ing up fast. Among the first to
achieve international prominence
was the conductor Seiji Ozawa.
Trained in Japan, he later studied
further with Herbert von Karajan
in Germany and Charles Munch
in the United States. He was the
conductor of orchestras in Toron-
to and San Francisco before as-
suming his current post as music
director of the Boston Symphony
in 1973.

The delicacy, subtlety, and re-
finement usually associated with
Japanese artists have made Ozawa
a noted interpreter of French mu-
sic. But Japanese art is not all
moss gardens, miniature poetry,
and woodblock prints. There is
plenty of emotion in the Kabuki
theater and no lack of blood and
guts in Japanese films about the
feudal warriors known as samurai.
Perhaps it is this artistic strain that
makes Ozawa also an outstanding
interpreter of the big nineteenth -
and twentieth-century showpieces
of the German repertoire.

Recently Ozawa received raves
in this magazine for his very excit-
ing performance of Strauss's Elek-
tra with the Boston Symphony
(Philips 422 574-2, two CD's) and
for his large -gestured, vital reading
of Orff's Carmina Burana (Philips
422 363-2). I recommend both.

In the 1930's Shinichi Suzuki
developed a radically different
method for teaching young string
players, which may account for the
number of Japanese violinists now
in symphony orchestras around
the world. The Tokyo String Quar-
tet (formed by four Japanese stu-
dents at the Juilliard School in
New York) is celebrating its twen-
tieth anniversary this season. After
a number of years on Deutsche
Grammophon and CBS, the quar-
tet is now under contract to RCA,
recording music of Schubert.

No longer a child prodigy, the
violinist Midori is now eighteen
and well along in a dazzling inter-
national career, performing in Eu-
rope, America, and the Orient and
recording for CBS Masterworks
(now, officially, Sony Classical).
Her first CBS release was a live
performance of Dvoilk's Violin
Concerto in A Minor with the
New York Philharmonic under
Zubin Mehta (CBS MK 44923),
which prompted John Rockwell,
of the New York Times, to call her
"an artist of inspiring gifts." Her
next recording, Paganini's Twen-
ty-four Caprices for Solo Violin
(CBS MK 44944), leaves no doubt
about her gifts.

The most prominent of Japa-
nese pianists is Mitsuko Uchida,
who won important competitions
with her interpretations of Bee-
thoven and Chopin but has be-
come best known as a Mozart spe-
cialist. For Philips she is recording
a cycle of Mozart's piano concer-
tos with the English Chamber Or-
chestra conducted by Jeffrey Tate.
All her Mozart recordings deserve
serious attention, and I have par-
ticularly enjoyed her readings of
Concertos Nos. 13 and 14 (Philips
422 359-2).

The guitarist Kazuhito Yama-
shita shows delicacy and charm in
his recordings of Cimarosa and
Debussy, and with the bravery of a
samurai he has transcribed and

recorded Mussorgsky's Pictures at
an Exhibition (RCA AREI-4203,
cassette only). It's an interesting (if
not totally successful) venture.
More pleasing is "Italian Sere-
nade" (RCA 5679-2), recorded
with flutist James Galway, and I
recommend Yamashita's "Music
of Spain" (RCA 5913-2), a lovely
program that ends with Jose
Villas's Fantasia Original.

Although audiences in Japan
love opera, the only singers from
that country to perform much
abroad have been sopranos who
sang the title role in Puccini's
Madama Butterfly. The current
one is Yasuko Mayashi, who gives

Mitsuko Shirai. Harimut H011

a dramatic and moving portrayal
in a performance of Butterfly vid-
eotaped in 1986 at La Scala in
Milan. Available on videodisc
(Pioneer Artists PA 87-203), it is a
beautifully effective realization of
this opera.

Perhaps the most exotic of Japa-
nese performers of Western music
is the mezzo-soprano Mitsuko
Shirai, a specialist in French art
songs and German lieder. Her
warm voice, perfect intonation,
and unmannered interpretations
are well displayed in an album of
Schubert lieder (Capriccio 10 171)
in which she is accompanied by
her husband, the pianist Hartmut
Hall. East and West can meet in
artistic collaborations like theirs
and in the response of Western
audiences to Eastern artists of Shi-
rai's quality.
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"Cambridge SoundWorks
HaveTheBest Value

In The World. Aw,aga.isr:
Cambridge SoundWorks has

created Ensemble, a speaker sys-
tem that can provide the sound
once reserved for the best speakers
under laboratory conditions. It vir-
tually disappears in your room.
And because we market it directly,
Ensemble costs hundreds less than
it would in stores.

Henry Kloss, creator of the dommant speaker
models of the '50s (Acoustic Research), '60s
(KLH) and '70s (Advent), bfingsyvu Cambndge
SoundHbrks, a genuinefr new kind of speaker
company for the '90s.

The best sound comes in
four small packages.

Ensemble consists of four
speaker units. 1Wo compact low -
frequency speakers reproduce the
deep bass, while two small satellite
units reproduce the rest of the
music, making it possible to repro-
duce just the right amount of
energy in each part of the mu-
sical range without turning
your listening room into a
stereo showroom.

No matter how well a spea-
ker performs, at home the lis-
tening room takes over. Room
acoustics emphasize and de-
emphasize various parts of the
musical range, depending on

"Very much
in the
Henry Kloss
tradition...
another ni-h

milestone:'
FIES%/1431011

where the speaker is placed in the
room. If you put a conventional
speaker where the room can help the
low bass, it may hinder the upper
ranges, or vice -versa.

Your listening room works
with Ensemble, not against it.

Ensemble, on the other hand,
takes advantage of your room's
acoustics. The ear can't tell where
bass comes from, which is why
Ensemble's bass units can be
tucked out of the way-on the floor,
atop bookshelves, or
under furniture. The satel-
lites can be hung directly
on the wall, or placed on
windowsills or shelves.
No bulky speaker boxes
dominate your living
space, yet Ensemble re-
produces the deep bass
that no mini speakers can.

Unlike seemingly similar satellite
systems which use a single large

subwoofet; Ensemble uses two
separate, compact bass units.

They fit more gracefulfr into your
living environment, and help

minimize the effects of the
listemiw room's stand4 waves.

"Ensemble & Ambianc2 ie trademarts of Cambridge SouidWorks, Inc.



Not all the differences are as
obvious as our two subwoofers.

Unlike seemingly similar three-
piece systems, Ensemble uses pre-
mium quality components for
maximum power handling, individ-
ual crossovers that allow several
wiring options and cabinets rug-
gedly constructed for proper acous-
tical performance. At even gold-plate
all connectors to prevent corrosion.
An even bigger difference is how
we sell it.

Itu can put Ensemble's low frequency units
exactly where they should gofer superb bass.
You can't do this with conventional speakers
because you have to be concerned about the
upper frequencies comingfrom the same
enclosures as the low ones.

Thousands agree: the best
showroom is your living room.

Choosing a loudspeaker after a
brief listen at a dealer's showroom is
like deciding on a car after one
quick trip around the block. So we
make it possible to audition Ensemble
the tight way-in your own home.
In fact, Ensemble is sold only by
Cambridge SoundWorks directly
from the factory.

"They were
designed to play

muss and make
it sound like music.

This they do very
well, in a most
unobtrusive way,

at abargairl price...

it's hard to imagine
inggo wrong

vvith Ensemble'?

Stereo Review

You get to listen for hours with-
out a salesman hovering nearby.
If after 30 days you're not happy,
return Ensemble for a full refund
(we'll even reimburse the original
UPS shipping charges in the conti-
nental U.S.).

At only $499-complete with
all hardware and 100' of speaker
cable-Ensemble is the value on
today's speaker market.

"You get a month
to play with the
speakers before
you have to either
return them or
keep them. But

you'll keep them:'

Coctubtic

Introducing Ambiance
by Henry Kloss.

Ambiance- is an ultra -compact
speaker that proves high perfor-
mance, small size and low cost
need not be mutually exclusive.
Ambiance is ideal for bedrooms,
dens, dorm rooms...or for use as
an extension speaker or in sur-
round -sound systems. While no
speaker of its size can provide the
same low bass and total volume as
our Ensemble system, Ambiance
has more output in the 40Hz region
than any "mini speaker" we've
encountered. Indeed we know of
no compact speaker that outper-
forms Ambiance, including those
costing hundreds more. Ambiance
is only $109 per speaker in Nextel
or primed for painting; $129 in solid
oak,* and comes with our 30 day
money -back guarantee.

"A listening test
left no doubt
that this system

ranks with the
best in its

price range!

al) c Nott I Jo rk Er.inics

Try them risk -free for 30 days.
Call 1-800-AKA-HIFIt

(1-800-252-4434)
Our toll -free number connects

you to a Cambridge SoundWorks
audio expert. He or she will answer
all your questions, take your order
(you can use Visa, MasterCard or
American Express) and arrange
surface shipment via UPS. Your
Cambridge SoundWorks audio
expert will continue as your per-
sonal contact with us. We think
you'll like this new way of doing
business.

tIn Canada, call 1-800-525-
4434. Audio experts are on duty
9 AM to Midnight, Eastern lime,
seven days a week. Fax #: 617-
332-9229.

rCAMBRIDGE SOUNDWORKS
Suite 102F 154 California St., Newton, MA 02158

O Send more information and test reports.

Li Send Ensemble risk -free for 30 days, for $499?

0 Send ____ (qty) Ambiance (Nextel), for $109 ea!

0 Send (qty) Ambiance (Primed), for $109 ea?

El Send ____ (qty.) Ambiance (Oak), for $129 ea!

I'm paying by  Check  MC Ci Visa El AmEx

Acct. Number Exp

Signature

Name

Address

City State Zip

Phone (Area Code) Number

FOR IMMEDIATE SERVICE: I -800-AKA-HIFI
MA residents add 5% sales tax.
*Plus freight (Ensemble $7-$25, Ambiance $2-$12)

L Delivery time usually 2-7 days.

CIRCLE NO. 157 ON READER SERVICE CARD



TECHNICAL TALK

byJulian Hirsch

t ,
.t

--"

designers. Each has its advantages
and disadvantages in respect to
acoustic performance and compati-
bility with the acoustic environ-
ment and driving amplifier. There
are also trade-offs in size and cost
within each category, although full-
range dipole speakers are normally
both large and expensive. The corn-
mon box speaker comes in every

The most promising end to this
quest is the in -wall speaker, which
takes advantage of the fact that the
walls of almost every home or
apartment are hollow, divided by 4-
inch wooden studs at 16 -inch inter -
vals. Generally about 8 feet high,
the walls themselves are usually
made of plaster or gypsum board
about 1/2 inch thick. Such walls pro-,fsize and price range, from tiny vide, in effect, a large number of

accessories for portable tape and CD potential speaker enclosures at 16-
i players to huge, multidriver systems inch intervals, the space between

that will not fit in an ordinary -size the studs being used to contain and
room or in the budgets of any but a conceal speakers and provide the
few wealthy people. necessary baffling for them.

In the last few years, another cate- Of course, not every speaker is
1

gory of home speaker has appeared,
and its popularity is growing by

suitable for wall installation. Some
are too deep or too wide. The

leaps and bounds. The incentive for enclosed volume between a typical
its creation was the simple fact that pair of studs is slightly less than 3
many people who wish to enjoy cubic feet, which mitigates against
good music reproduction lack the the use of large drivers that require
room for a pair of speakers-let a greater enclosure volume for best
alone two or three pairs in the case results. Also, there is little opportu-

BOX LESS SPEAKERS of a full-fledged audio/video instal- nity to use "cut -and -try" or other
PlIgliall&PAdaa, ...I lation. Also, difficult as it may be experimental methods of installa-

for a true audiophile to accept, not tion. Few people would be willing to
everyone finds a pair of wooden have their living -room walls fall vie -OME loudspeaker systems

can be classified accord- boxes, regardless of the quality of tim to an unskilled system designer
ing to their physical struc- their finish, to be an attractive part or installer.
ture (as distinct from the of a room's decor. Small box speak- The obvious answer is a prede-

specific techniques and materials ers can sometimes be hidden suc- signed and preassembled speaker
used in the construction of their cessfully, but they cannot produce system, optimized for the known
drivers or cabinets). The great ma- the caliber of sound that is desired. constraints of the inter -stud wall
jority of speakers used in hi-fi sys- The three-piece systems currently space, that can be installed easily
tems consist of boxes, either sealed manufactured by many established and will give reasonably predictable
or ported and usually made of hi-fi companies can go a long way results. The first such products of
wood, in which are several drivers toward solving that problem, as- which I am aware came from a Cal -
of different sizes that radiate differ- suming that the bass module can be ifornia company, Sonance, which
ent parts of the audio frequency concealed successfully. Neverthe- had specialized in custom installa-
range. less, there are many cases where tions and developed a line of in -wall

A relatively small number of what is wanted is a speaker that speaker systems for more general
speakers are planar or dipole radia- takes up no room space but still use. Subsequently a number of corn -
tors (it is possible for a given speak-
er to fall into both of those catego-

sounds reasonably good. panies, including many well-known
speaker manufacturers, introduced

ries) employing either electrostatic ' competitive in -wall speakers.
or electromagnetic principles. A di-
pole radiates equally to the front
and the rear and not at all from the

Tested This' Month Because of their specific installa-
tion requirements, these products
tend to be very similar in their phys-

sides; most full -range electrostatic Miqnavox CDB630 ical design. Typically, they consist
speakers are dipoles. There is also a Compact Disc Player of a baffle plate, designed to be
category consisting of only one
speaker-the Klipschorn. This is a KEF C55 Speaker System installed through a cutout in the

wall, containing, at a minimum, a
folded -horn system designed for use Grunck Fine Arts small bass driver (6 to 8 inches in
in a room corner, where the walls
and floor form an extension of the CCT-90 3 Dual diameter) and a small dome tweeter

together with the required crossover
complex internal structure of the Cassette Deck components. Since there is no tight
speaker, resulting in very high effi-

i ciency in the bass range.
Within these groupings, there are

Polk Audio RM-3000
Reference Monitor

constraint on the vertical dimen-
sion of the system, some companies
provide two woofers that are verti-

as many configurations as there are Speaker System cally aligned.

TEREO REVIEW FEBRUARY 1990



Say "No"
To Oatmeal
I've been a studio drummer for eight
years. So, I'm very critical about
speakers, mostly because I know what
drums are supposed to sound like.
Most speakers make a kick drum
sound like someone's playing a bowl
of oatmeal. I don't even like the way
oatmeal tastes, let alone how it
sounds.

One day, a friend and I stopped
at a hi-fi store to pick up some
cassette tapes. Off in one of the
listening rooms, I heard some music
that sounded live. It was the drums I
noticed first. Forget oatmeal, what I
heard was a really tight, clean,
punchy sound.

We strolled into the room
halfway expecting to find a jam going
on. But it was a recording. I looked
at one of the speakers. It was a
KLIPSCH° CHORUS®.

This was a new KLIPSCH
I speaker. A speaker with professional

drivers in a real dressy cabinet. A
speaker with a surprisingly good
price. A speaker good enough to
qualify for the home of a most
critical musician. Good enough for
me. And that's very, very good.

For your nearest KLIPSCH dealer,
look in the Yellow Pages or call toll
free, 1-800-395-4676.

A LEGEND IN SOUND'

P.O. BOX 688  HOPE, ARKANSAS USA 71801
CIRCLE NO. 2 ON READER SERVICE CARD



SO YOU WANT FIRST -RUN

MOVIES, TOP-NOTCH

CONCERTS, FULL-BLOWN

OPERAS AND THE LATEST

MUSIC VIDEOS,

REPRODUCED WITH

UNMATCHED SOUND

AND DELIVERED RIGHT TO

YOUR DOOR?

JOIN THE CLUB.

For the biggest selection o' laserdiscs
avarable aN you have to do is pick up
the phone. Isn't technology wonderfur?

1800 322 2285
LaserDisc Fan Club"

C lowDito F dub 1970

MOST LASERDISC PLAYERS

ARE MISSING

AN IMPORTANT COMPONENT.

Now housalds of moyies,concerts, and
operas. are lust a phone call away. Find
out what's m s3ing. Pick up the pnone.

1 800 322 2285
LaserDisc Fan Club'

TECHNICAL TALK

The speaker is usually provided
with a removable grille that can be
colored to match the wall or meet
any other decorative requirements.
Level adjustments for the tweeter, if
provided, are located behind the
grille. Wiring, of course, is in the
wall. Obviously, installation of an
in -wall speaker system is no job for
an amateur. There is a world of dif-
ference between connecting a pair of
box speakers to an amplifier (and
moving them around for the best
sound and imaging) and cutting a
pair of highly visible holes in a wall
for speakers whose sound qualities
must be right the first time!

When the job is done correctly,
the results can be highly satisfacto-
ry. No doubt a dedicated "high -
end" enthusiast would not be satis-
fied with a system like this, but,
almost by definition, he does not
approve of 99 percent of the speak-
ers on the market. Probably the
most fundamental difference be-
tween the sound of a good in -wall
system and that of a comparably
priced conventional system is the
inability to optimize the spatial
qualities of the sound by moving
the speakers away from the wall,
adjusting their height from the
floor, or angling them toward the
listening area. On the other hand,
many conventional systems don't
benefit much from those procedures
either.

What about the bass response of
an in -wall system, with its limited
enclosure volume and cone size, to
say nothing of walls that certainly
cannot match the rigidity of a well-
built wooden cabinet? If you are a
bass enthusiast, you will probably
need some help from a subwoofer
(the same goes for most convention-
al box speakers). But this compro-
mises the system's invisibility,
doesn't it?

Not necessarily. Several manufac-
turers also make subwoofers for
their in -wall systems. One interest-
ing design from Polk Audio man-
ages to conceal the subwoofer in the
wall, radiating its sound through a
covered outlet about the size of a
standard wall switch plate. Others
use a more conventional approach,
offering low-rise, standalone sub -
woofers that can be located any-
where without drawing attention to
the concealed main speakers.

One unarguable limitation of in -
wall speakers is that they cannot be
tried out in your own home before
making a purchase. But any dealer
handling these speakers should
have a demo room that can give you
an idea of their capabilities.

There is no doubt in my mind
that in -wall systems are here to stay.
They are already very good and will
probably get even better. And after
all, what can be less conspicuous
than no box at all? 0

The 'rear apron? Well, you lost me, paL"

C ItoorDec Fon Club 1990
CIRCLE NO. f73 ON READER SERVICE CARD
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INVESTING IN SOUND?
1 in 0 0 0 0 0 0 0 0
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Here's how to make it pay off!

Stereo Review is written for people
who want to make smart buying
decisions. We'll help you find the
right stereo equipment-the first
time you buy-and show you how to
use it the right way. Because sound
information is the key to getting
an audio system that will
give you what you really
want.

We test over 70 stereo
products in all price
ranges each year. Stereo
Review's product evalua-
tions tell you how the com-
ponents sound ... identify
unique features ...compare
models to others in the
same price bracket. We
warn you about design
quirks, distortion, potential problems.

We make the components suffer-
so you don't have to.

You'll appreciate our straightforward
explanations of audio technology. Tell-

ing you how to get more out of your
equipment. Announcing important

breakthroughs. Clueing you in on pro-
fessional maintenance tips. The kind

of inexpensive know-how that can
make a million -dollar dif-

ference in how your system
sounds.

Even if you already have
the perfect system, you'll

value Stereo Review's
record reviews. An average
of 30 a month, in all cate-

gories of music. They'll
ensure that your system's

power isn't wasted on
inferior recordings.

Subscribe to Stereo
Review at up to 62% OFF. It's one of

the best sound investments you'll
ever make!

1 YEAR (12 issues) JUST $13.94 -SAVE 54%
2 YEARS (24 issues) JUST $24.94 -SAVE 59%
3 YEARS (36 issues) JUST $34.94 -SAVE 62%

STEREO REVIEW P.O. BOX 52033, BOULDER, COLORADO 80322-2033
Orders outside the U.S.: in Canada please add SS per year for postage; foreign orders

add $8 per year. Payment in U.S. funds must accompany order. Annual newsstand cost is $30.45.
The full one-year subscription price is $13.94. Please allow 30 to 60 days for delivery of first issue.

GREAT BUYS -AT A GREAT BUY: SAVE UP TO 62%!



OHM'SFULL
ROOM STEREO

Ohm FRS Series
$450 to $1,400 per pair

Instruments
recorded left stay

left... no matter
where you move

in the room

At last.

Speakers designed for the way
you listen to music.

Speakers that
provide a fully -
balanced, 3 -dimen-
sional stereo image no
matter where you sit
or stand in the room.
Speakers that deliver
exceptional overall
sound reproduction.
Speakers you can

response and the patented
inverted cone Coherent Line
Source driver, pioneered by Ohm.

Coherent Audio
Monitors

$300 to $575 a pair

Ohm Sound
Cylinders

$650 to $1,200 a pair $750 to $7,100 a pair

Ohm XO Series

afford. Speakers you'll love.

We've engineered the output at
the highest frequencies to be
louder along an axis pointing
diagonally across the listening
area and softer directly in front of
the speaker. The technique is
called "Controlled Directivity."
The results are simply spectacular
as a perfect, 3 -dimensional image
of the concert hall or studio fills the
entire room, not just an extremely
restricted "sweet spot."

Now, Ohm offers you a full
family of speakers that make Full
Room Stereo a reality. Just as
important, they incorporate
advanced technology such as our
Sub -Bass Activator Circuit for
even deeper, distortion -free bass

From the new, compact FRS 5 to
the top -of -the -line Walsh 5, the
Ohm speakers pictured here offer a
selection designed to deliver the
performance you want at a price
you can afford.

Full Room Stereo.

Our advanced technology
created it. Our full family of
speakers make it easy for you to
enjoy. Visit your Ohm retailer soon
and hear the difference Full Room
Stereo can make in the way you
listen to music.

241 Taaffe Place, Brooklyn, NY 11205

You'll find Ohm products at the following locations:
ABC Warehouse, FEDCO, Hammond Electronics, Highland Super Stores, McDuff Electronics, Macy's (Northeast)

Sight in Sound, Video Concepts, West Coast Sound and many selected independent dealers.
Call 718-783-1111 for other locations.
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TEST REPORTS

MAGNAVOX CDB630
COMPACT DISC PLAYER

Julian Hirsch, Hirsch Houck Laboratories

THE moderate -price Magna-
vox CDB630, manufac-
tured in Belgium by Philips,
is the most feature -laden CD

player we have tested. Even a
sketchy description of its special ca-
pabilities and how they are used
would require more space than we
have available. Its front panel car-
ries thirty-six buttons, about twice
the usual number for a CD player.
Nevertheless, its basic operation is,
if anything, more straightforward
than that of most players today, so
that a user need not master more
procedures than are actually
needed. Moreover, the instruction
manual deals with the various fea-
tures in logical groupings and
enough detail that anyone should be
able to master them with a little
practice.

Basically, the CDB630 is a con-
ventional player with quadruple-
oversampling ( I 76.4 -kHz) digital fil-
ters and dual 16 -bit digital -to -ana-
log (D/A) converters. The disc trans-

port accommodates both standard
CD's and 3 -inch discs. The front
panel has a fixed -level headphone
jack, and the rear apron contains
separate fixed -level and variable -
level analog audio outputs, a coaxial
digital output, and digital control
jacks for interfacing with a compati-
ble Philips cassette recorder.

When the CDB630 is used with a
connected tape deck, its Record
Sync feature provides precise synch-
ronization for dubbing, including a
pause for automatic end -of -tape re-
verse and continued recording in
the reverse direction. The Edit fea-
ture automatically fits the maxi-
mum number of complete tracks on
a cassette side.

The CDB630's operating controls
are especially convenient. The play/
replay button not only initiates
playing the disc, for instance, but a
second touch during play returns
the laser pickup to the beginning of
the current track. The familiar for-
ward and reverse track -skipping

controls are marked PREVIOUS and
NEXT, logical nomenclature for con-
trols that return the pickup to the
beginning of the previous track (not
the current track, as most such con-
trols do) and move it to the next
track. The stop button is marked
STOP/CM, referring to its added
function of clearing the program
memories on a second operation.

Many of the other control mark-
ings are self-explanatory, or at least
similar to those on other CD players.
The fast -forward and reverse scan-
ning controls, however, marked
CURSOR» and «CURSOR, are a
bit unusual. They operate much like
the scanning controls of other
players, with audible sound, except
that unlike most others they do not
increase the rate of scan after a few
seconds of operation. Instead, press-
ing the FAST button between them
before pressing one of the scan but-
tons provides a greatly accelerated
scan rate (without sound) that
moves the pickup across the disc in
a matter of seconds. A keypad pro-
vides direct access to any track, and
the player can be programmed to
play up to thirty tracks in any
order.

The display window of the
CDB630 provides considerably
more information than most, with -
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out looking cluttered. Not only does
it show the status of every operating
mode and feature, the usual track
and index numbers, and the elapsed
or remaining time on track and disc,
but it can show up to twelve alpha-
numeric characters across the top.
This readout serves as an "Active
Info" feature that not only describes
the player's operating status but also
presents messages to guide the user
and warn of incorrect operation of
the controls.

The CDB630 also has the Philips
FTS (Favorite Track Selection) sys-
tem, which allows the user to store
preferred playback sequences for
specific discs. This information re-
mains in the player's nonvolatile
memory, so that at any later time
loading a programmed disc and
pressing the FTS button will play

the same sequence of tracks. In fact,
the CDB630 has two separate FTS
memory banks, allowing two differ-
ent programs to be stored for any
given disc. If eight tracks per disc
are programmed, the double FTS
memory will store dual programs
for up to sixty discs.

A Title Memory permits the user
to store titles or other information
of up to twelve characters for specif-
ic discs and tracks on discs so that
the titles are displayed automati-
cally during play. Another feature of
the CDB630 is a Personal Presets
memory that allows the user to cus-
tomize the player, storing his own
preferences in respect to display
brightness, starting sound level,
fade-in and fade-out times (up to 20
seconds each), and the default start-
up playing mode (entire disc, FTS1

FEATURES

O Quadruple-oversampling
(176.4 -kHz) digital filters

O Dual I6 -bit D/A converters
O Direct keypad track selection
O Direct access to indexed sections

through remote control
O Programmable to play up to

thirty tracks in any order
O Fast scan in both directions with

sound, extra -fast scan without
smind

O .1 -rack stepping in both
directions

O Repeat of entire disc,
programmed sequence, or
selected passage

O Scan mode to play first 10 or 20
seconds of each track

O Double FTS (Favorite Track
Selection) to store one or two
independent programs per disc
in nonvolatile memory

O Multifunction display with
adjustable brightness; includes
twelve -digit alphanumeric strip

for titles and status messages:
shows elapsed or remaining time
on track and disc, all operating
settings

El Personal presets for customizing
display brightness, initial
volume, fade-in and fade-out
times (up to 20 seconds), play
mode (whole disc, random,
F'1'S-1, FTS-2)

O Record Sync output to control
compatible Philips cassette deck
for automatic copy of disc to
tape without unfinished or
interrupted tracks

0 Wireless remote control
duplicates most front -panel
functions, plus index selection
and volume control

O Front -panel headphone jack
(fixed level)

O Fixed -level and variable -level
rear analog outputs and coaxial
digital output

LABORATORY MEASUREMENTS

Maximum output level: 1.92 volts
Total harmonic distortion at

1,000 Hz: 0.0053% at 0 dB,
0.0024% at -20 dB, 0.0012% at
-80 dB

Signal-to-noise ratio (A -weighted):
112.3 dB

Channel separation: 120 dB at 100
Hz, 115 dB at 1,000 Flz, 97 dB at
20,000 Hz

Maximum interchannel phase
shift (5,000 to 20,000 Hz):
-0.35 degree at 5,000 Hz

Frequency response: +0.04,
-0.01 dB from 11 to 20,000 Hz

Low-level linearity error (without
dither): less than -1 dB down to
-80 dB, -4 to -5 dB at
-90 dB

Cueing time: 3 to 4 seconds
Cueing accuracy: A
Impact resistance: top and sides,

B+
Defect tracking: tracked

1,000 -micrometer defects on
Pierre Verany #2 test disc

or FTS2 programs, or random play).
The CDB630 comes with a compact
wireless remote control that dupli-
cates virtually all the front -panel
controls. In addition, it has up and
down volume buttons that control
the player's variable analog outputs
and index -stepping buttons as well
as the track and search controls.
The buttons are grouped by func-
tion and identified by different
sizes, shapes, and colors.

The Magnavox CDB630 is fin-
ished in black with white markings.
It measures 161/2 inches wide, 11

inches deep, and 4 inches high, and
it weighs just under 9 pounds. Price:
$400. Magnavox, Dept. SR, One
Philips Dr., P.O. Box 14810, Knox-
ville, TN 37914-1810.

Lab Tests
The playback frequency response

of the Magnavox CDB630 varied
only 0.05 dB overall from 11 to
20,000 Hz (the variation consisted
of cyclic ripples in the output above
1,000 Hz). The maximum level
from either analog output was 1.921
volts from a 0 -dB recorded track on
a test disc; the channel levels dif-
fered by only 0.1 dB. The minimum
level available from the variable
outputs was 0.17 volt. The de -
emphasis error was between 0.01
and 0.07 dB from 1,000 to 16,000
Hz. The channel separation was
very good, reading 114 to 124 dB at
low frequencies and still an excel-
lent 95 to 100 dB at 20,000 Hz.

The low-level linearity of the D/A
converters was good down to - 70
dB, with increasing error at lower
levels. At -80 dB the output was
down about 1 dB from nominal, and
the error increased to -4 to -5 dB
at -90 dB. The total harmonic dis-
tortion (THD) plus noise at a 0 -dB
level was between 0.006 and 0.002
percent from 20 to 11,000 Hz, rising
to 0.18 percent at 20,000 Hz, largely
because of nonharmonically related
image responses. At 1,000 Hz the
distortion ranged from a maximum
of 0.0053 percent at 0 dB to 0.00125
percent at -90 dB.

The A -weighted noise output was
an excellent -112.3 dB. The dy-
namic range of the player was about
98.7 dB (EIAJ), and quantization
noise while it was playing a 0 -dB,
20 -Hz test track was -95.3 dB. A
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Engineered for the sophisticated audio enthusiast, the Coustic CD -3 represents a
-emarkable achievement in advanced mobile audio technology and system design.
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4260 Charter Street
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Transport
Yourself.
The IRS 690 cordless
headphone system.

Escape to a deeply personal
world of sonic pleasure. The
Beyerdynamic IRS 690 system.
With the warmth and intimacy
that is distinctively Beyer. Advanced
infrared technology for cordless, 360 -degree
movement without static or interference. And
the same diffuse -field design as the DT 990's-
the world's most critically -acclaimed dynamic
headphones-for superior imaging and
startling accuracy.

Let the IRS 690 system transport
von. Experience them at your
local Beyer headphone dealer.

nos

Ecstacy in Audio beyerdynamic)
&yet -dynamic 5-05 Burn, Avome, Hicksville, NY I1801 'Id. I 516) 935-S000. I,t lb '1 -tiilIN
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FREE A DIFFERENT KIND
OF MUSIC CLUB

TREMENDOUS SAVINGS
INCLUDING COMPACT DISCS ...

on every record, tape and CD in print-
no "agree -to -purchase obligation of any kind.

DISCOUNTS OF 20% TO 73%
off mgf. suggested list ..  special DMC catalog

lists thousands of titles and hundreds
of artists in all musical interests ...

Super Sale Specials!

MOST LABELS AVAILABLE
including most imports

-satisfaction guaranteed

DISCOUNT NEEDLE GUIDE
most mfg. replacements available.

CUSTOM ORDERING & SEARCH SERVICE
Thru our special custom service you can order
any title or artist whether listed in our catalog
or not .. We'll search and custom order for

you if available!

QUICK SERVICE
same day shipping on many orders ..
rarely later than the next several days.

100% IRON -CLAD GUARANTEES
on all products and services-your total
satisfaction is unconditionally guaranteed

Discount Music Club is a no -obligation mem-
bership club that guarantees tremendous dis-
counts on all stereo records, tapes and CD's
and lets you buy what you want ... when you
want . . . or not at all if you choose.
These are just a few of the money -saving
reasons to write for free details. You can't lose
so why not fill out and mail the coupon below
for immediate information.

den DISCOUNT MUSIC CLUB, INC. 009-0290
481 Main Street, New Rochelle, N.Y. 10801

Name

Address

City

State Zip

"Shure's most recent
version of its top model,
the V15 Type V -MR...

strikes this listener

as perhaps the most
musical -sounding

phono cartridge
ever made."

Hans Fantel

The New York Times

SNUB)
For product literature, cal11-800-257-4873

(In Illinois, 1-800-624-8522)
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TEST REPORTS

spectrum 'analysis of the noise dur-
ing an "infinity zero" (unmodu-
lated) track showed a noise level
between -120 and -130 dB. The
interchannel phase shift varied a to-
tal of less than 0.5 degree from
5,000 to 20,000 Hz. The frequency
(speed) error was +0.0015 percent.

The slew time of the tracking ser-
vo in the player was typically a max-
imum of 3 to 4 seconds between any
tracks on a disc. Its cueing accuracy
was excellent. There were no audi-
ble dropouts or noises while it was
playing a 1,000 -micrometer error on
the Pierre Verany #2 test disc. Al-
though there were one or two mo-
mentary dropouts at the onset of
higher error levels on this disc, there
was no sustained audible noise or
mistracking at error levels as high as
2,400 micrometers, indicating an
exceptional ability to cope with al-
most any error likely to be encoun-
tered in actual use.

The CDB630's ability to with-
stand physical impact without mis-
tracking was quite good. A fairly
hard finger tap on the top or side of
the cabinet was required to induce a
momentary dropout.

Comments
Even if you don't need many of

its special features (and probably
few people will use all of them), the
Magnavox CDB630 is a first-rate
CD player in its own right. Having
direct access to specific tracks and
indexed segments (the remote con-
trol is required for the latter) is an
unusual feature that could be im-
portant to some people. (We found
index access to be very convenient
when using some of our test discs.)
Although we tried almost all of the
machine's operating features-
which worked as claimed, though
they were not always as easily mas-
tered as we would have wished-
we also enjoyed simply playing
CD's. The more you use the
CDB630's basic operating controls,
the more comfortable and conve-
nient it seems.

At its price, the CDB630 is cer-
tainly a good value in a CD player,
offering a remarkable combination
of operating features and playing
performance. All in all, it is an
impressive product.
Circle 140 on reader service card
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TAPE HEAD
RAISES &
LOWERS 4

Simple Impression.
Ergonomically simple, technologically impressive.
Our new 700 Series car radio;

cassettes epitomize Coustic's
commitment tc PRODUCT
EXCELLENCE. A balanced syn-
thesis of technology, functionality
and ergonomics aptly describes
the 700 Series, which is the best
selection of car radio/cassettes
ava lable today.

A full range of models boast-
ing The techno ogically Advanced
FM Optimizer IV Circuitry incor-
porating a QUASI 4 -GANG
HI -GAIN, LOW NOISE TUNED
FRONT END. This circuitry
continuously monitors FM signal
strength to selectively adjust
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RX-728 CAR RADIO'CASSETTE
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RX-738 CAR RADIO CASSETTE

and delivers a 3 -dimensional
"life -like" sonic performance.

THERE IS MORE ...

Cellular Phone Interrupt - You
will never miss a call on your

tam

2 -CO oGb

3-T PS

stereo separa:ion and audio
bandwidth. Automatically
eliminating sicnal overload and
the picket -fencing effect of multi-
pati interference to produce the
best stereo performance and
leanest FM reception possible.

The Auto- AUTO
Aligned Azi- ALIGNED
muth (A3)1" n I 'T" vcTEM

System is staidard on all 700
Series auto -reverse cassette
mechanisms. This unique A3
System employs a 2 -track (in-

stead of
a fixed
four -
track,
crosstalk

prone) tape head that shifts
linearly (up cr down) into perfect
azimuth alignment whenever
tape directior is changed. This
minimizes hich frequency loss

.12 VOLTS

iii
BLUE'
YELLOW
WIRE

CALL
ALERT
FEATURE

RELAY
(NOT PROVIDED)

El
 M
111

IN II

MOBILE
CELLUAR

PHONE

CELLULAR PHONE INTERRUPT

mobile phone (with "Call Alert")
again! Our new I-SENS Cir-
cuitry instantaneously mutes the
audio system when it detects an
incoming call.

CD P SCAN NAND AvnAo )),)LOU0 MEM

1111111111111111
RX-738 MULI-FUNCTION CONTROLS

Blending technology and sim-
plicity the 700 LaurIr-I 'DOLBY BC NRI
series feature
Preset Scan, Dolby B & C Noise
Reduction Systems, Tape Pro-
gram Search (TPS), Metal Tape
Equalization (MTL), CD/AUX
Input for digital pro-
gram source, Radio
Monitor (R.MON), DIGITAL AUDIO

Active Bass & Treble Tone
Controls, Front/Rear Pre -Amp
Outputs for flexible system
expansion and removeable
chassis option.

A custom oversized Liquid
Crystal Display (LCD) provides
easy
identifi-
cation
day or
night
of fre-
quency
settings and each accessed
function such as TPS. MTL,
CD, etc.

The 700 Series - simply
impressive!

PSCAN

FM2 riu
LOUD ST

ME

RX-738 LCD DISPLAY

....a sound investment.

4260 Charter Street
Vernon, CA 90058-2596
213-582-2832

Dolby is a registered trademark of
Dolby Laboratories

Coustic 1989
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KEF C55 SPEAKER SYSTEM
Julian Hirsch, Hirsch -Houck Laboratories

KEF refers to its Uni-Q
loudspeaker driver as a
"coincident drive unit"
because its separate bass

and treble drivers are mounted
coaxially and are time -aligned so
that their outputs are generated in
the same plane and propagate
acoustically in the correct time and
phase relationship. The Uni-Q driv-
ers also radiate symmetrically about
their common center axis, main-
taining the same 90- to 100 -degree
dispersion angle over their full fre-
quency range. This property is the
source of the driver's name, since
"Q" is a measure of loudspeaker
directivity.

The Uni-Q design was made pos-
sible by the availability of neodymi-
um -iron -boron magnets, which are
eight to ten times stronger for a giv-
en volume than conventional ferrite
magnets. With the help of a com-
puter -designed magnetic structure
said to be 50 percent more efficient
than conventional structures, KEF
was able to create a powerful tweet-
er magnet in only one -tenth the vol-
ume of a ferrite equivalent.

The new tweeter, including its

magnetic structure, voice coil, and
dome radiator, actually fits within
the voice coil of the woofer; the
tweeter's dome and the apex of the
woofer cone lie in the same plane.
Although the crossover frequency is
not specified, it appears to be about
3,000 Hz. A protective mesh grille
over the tweeter dome is located
where the dust cap of a convention-
al cone driver is usually found.

Several models in the KEF C
Series of speaker systems employ
the Uni-Q driver. In respect to size
and price, the C55 falls in the mid-
dle of the group. It is a bookshelf -
size speaker measuring about 19
inches high, 91'4 inches wide, and 10
inches deep. Two 8 -inch cones oc-
cupy almost all of the front panel,
the upper one being the Uni-Q coin-
cident driver. Below it is a passive
radiator to extend the bass response
and increase the system's efficiency.
The two cones and the tweeter
dome are made of polymers, and
the supporting frames are die-cast.
The tweeter voice coil is cooled by
ferrofluid, which conducts heat to
the magnet structure and eventually
to the air surrounding the drivers.

The basic listening benefit
claimed for the Uni-Q design is that
the driver's sound quality is bal-
anced and smooth and essentially
independent of the loudspeaker an-
gle or listening position. In addi-
tion, the smaller Uni-Q models, in-
cluding the C55 and the C35, can be
placed on their sides without affect-
ing their sound, since the Uni-Q
driver radiates symmetrically. Be-
cause of this property, they are
among the very few bookshelf
speakers that can actually be used
on a bookshelf without a perform-
ance sacrifice.

The C55 has a rated sensitivity of
90 dB sound -pressure level (sPL) at 1
meter with an input of 2.83 volts.
According to KEF, the tweeter por-
tion actually has a sensitivity of 100
dB, so it is padded down to match
the woofer's sensitivity. The rated
frequency range at the -3 -dB points
is 60 to 20,000 Hz; bass response
extends to 48 Hz at -6 dB. The
nominal impedance is 4 ohms, and
the C55 is recommended for use
with amplifiers rated between 20
and 150 watts into 4 ohms.

The KEF C55's grille of black
cloth on a light plastic frame is held
in place by an unusual snap design
that requires the use of a screwdriv-
er blade or a similar object to pry it
off. With the grille removed, how-
ever, there are no visible signs of the
fasteners, and the speaker's appear-
ance is exceptionally attractive. The
cabinet is available in simulated
walnut or black -ash finishes, and a
pair of gold-plated binding posts on
the rear accepts wires or banana
plugs (either single or dual). Each
C55 speaker weighs just under 16
pounds. Price: $550 a pair. KEF
Electronics of America, Dept. SR,
14120-K Sullyfield Circle, Chantil-
ly, VA 22021.

Lab Tests
We installed the KEF C55's on

26 -inch stands a couple of feet in
front of a wall. Close-miked bass -
response measurements (from both
cones) were spliced to averaged
room -response measurements to
form a composite frequency -re-
sponse curve, which sloped down-
ward gently above 200 Hz, reaching
-4 to -6 dB at the top of the audio
range. The curve was notably free of
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Impress your system. 
And your system will impress you! 

Impress you- car audio system 
with our Power _ogic series of 

component speakers and your 
system WILL impress the discrimi- 
natirg you. 

From 15" monstrous subwoof- 
ers, to powerfu mid,woofers. to 

super tweeters 
speaker systems, our Power 

Log c component speakers are 
ready for any frequency response 

and sound pressure level (SPL) 
requirements with minimum 

distortion. 

60 30 

noun. 

Your system will be wowed by 
our SYMMETRICAL WAVE 

LOADING TECHNIQUE on the 
Power Logic compo- 

nent tweeters which 
produces crisp high 
frequency perorm- 

ance even when 
mounted -off-axis". 

Your power amplifier will 
be pleasantly surprised to 

find that POL YMIDE DIA- 
PHRAGMS are built into the 

tweeters to ensure structural 
integrity and significantly 

minimize distortion when 
subjected to high power. 

Your system will 
concur with our research 

findings that HIGH 
DENSITY, POLYPRO- 
PYLENE -LAYERED, AIR- 

DRIED, DOUBLE -RIGID PA- 
PER CONE carries the lowest 

second and third harmonic 
distortion characteristics, 

manifesting 
the best 
sound quality. 

This cone 
is 

standard on all 
Power Logic 

component 
speakers. 

Your power 
amplifier sys- 

tem will cer- 
tainly appreciate the combination 

of HIGH TEMPERATURE ALU- 
MINUM VOICE COIL and HI -EN- 

ERGY STRONTIUM MAGNET 
STRUCTURE built for maximum 

heat dissipation and extreme 
power handling capability, with 
more accurate cone displacement 

resulting in faster transient re - 
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sponse and lower distortion. 
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quency response, sumptuous 
midrange, tight and distortion -free 

low bass, superb instantaneous 
power handling and precise 
stereo imaging. In short, the illu- 

sion of life -like musical perform- 
ance with superior clarity and 

3 -dimensional imaging. 
Our Power Logic component 

speakers will no doubt impress 
your system. All it takes is for your 

system to impress YOU. 
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TEST REPORTS

the usual variations caused by
room -boundary effects. The woofer
output was flat within 1 dB overall
from 70 to 200 Hz, falling off to -3
dB at 51 Hz and -6 dB at 46 Hz
referred to the average mid -band
level.

Quasi-anechoic FFT response
measurements were made at a 2 -
meter distance from the speaker
(the same distance used by KEF for
specifying the speaker's perform-
ance). The response on the axis of
the tweeter was smooth up to 3,000
or 4,000 Hz, dipped a few decibels at
5,000 Hz, and showed what ap-
peared to be a large resonance with
a dip surrounded by two peaks at
11,000 to 12,000 Hz. Alarming as
this resonance might seem, we were
advised by a KEF representative
prior to our testing the speakers that
it was normal. The effect results
from the change in radiation load
on the tweeter because of the prox-
imity of the round edge of the woof-
er cone to the adjacent square edges
of the box, which introduces a
comb -filter response above 10,000
Hz. It appears only in anechoic mea-
surements on the axis of the speak-
er. We were further advised that the
effect disappears rapidly a few de-
grees off -axis, and this was con-
firmed by our Fn. measurements.
Since a listener is rarely directly on
a speaker's axis, and never in an
anechoic environment, we consider
this effect trivial for normal use of
the speaker.

Our directivity measurements,
both on -axis and 45 degrees off -axis,
showed that the two response
curves were spaced an almost uni-
form 6 to 7 dB apart from 1,500 to
9,000 Hz. Above 9,000 Hz there was
the comb -filter response explained
previously, followed by the usual
divergence between the two curves
beyond 13,000 to 14,000 Hz. In oth-
er words, the subjective frequency
response of the system was relative-
ly constant over a wide range of lis-
tening angles and across the full
musical frequency range.

The group delay between 700 and
10,000 Hz varied less than 0.1 milli-
second. Except for a couple of jogs
between 10,000 and 13,000 Hz
(measured on the tweeter's axis at 2
meters distance), the same variation
tolerance extended to 20,000 Hz.

Clearly, the transition from woofer
to tweeter took place without any
significant time error, as would be
expected from the design of the
Uni-Q driver.

The system sensitivity was a rela-
tively high 91.5 -dB SPL at 1 meter
with a 2.83 -volt pink -noise input
signal. Distortion was measured
with a 2.38 -volt input, correspond-
ing to a 90 -dB SPL. At the driven
cone, it was 7.5 percent at 30 Hz, I
percent at 65 Hz, and between 0.8
and 1.2 percent from 65 to 750 Hz.
The passive cone, whose major con-
tribution to the bass output was at
frequencies below 100 Hz, produced
1 percent distortion at 36 and 130
Hz and a minimum of 0.55 percent
at 60 Hz.

The impedance of the KEF C55
was about 4 ohms from 150 to 700
Hz, 5 ohms at 50 Hz, and a mini-
mum of barely 3 ohms between
10,000 and 20,000 Hz. The maxi-
mum readings were 13 ohms at 20
and 80 Hz and 14 ohms at 1,600 Hz.
Driven by a 1 -cycle burst at 100 Hz,
the woofer cone bottomed harshly
at 200 watts into its 6.3 -ohm imped-
ance. At higher frequencies, howev-
er, the amplifier clipped before the
C55 distorted, reading 1,100 watts
into 6.5 ohms at 1,000 Hz and 2,000
watts into 3 ohms at 10,000 Hz.

Comments
Although the appearance of the

KEF Uni-Q driver is reminiscent of
the Tannoy coaxial speakers of thir-
ty years ago, the differences are fun-

damental. For one thing, the Tan-
noy driver used a horn -loaded
tweeter concentric with the woofer,
placing its source several inches be-
hind the woofer's. By all the tests we
could apply, the drivers in KEFs
Uni-Q design are coincident in their
point of origin (time alignment) and
direction of propagation and have
radiation patterns that are symmet-
rical about their common axis.

The effect of these features on the
C55's sound is hard to confirm, if
for no other reason than that no two
speakers ever sound identical in any
case. Compared with other avail-
able speakers, the C55 had an un-
questionably smooth sound, with-
out any obvious colorations (the up-
per bass was notably free of empha-
sis), and an extended and somewhat
forward -sounding upper midrange
and high end. The bass was clean
and surprisingly deep, although this
is not a window -rattling speaker by
any means. The spatial qualities of
the system's sound were good but
not unusual in any sense.

In other words, the KEF C55 does
essentially what is claimed for it,
having a wide range, excellent dis-
persion, high sensitivity, and low
distortion, all with compact dimen-
sions, attractive styling, and a very
moderate price. That combination
of qualities is not too common and
would seem to justify KEFs efforts
in designing the Uni-Q driver and
this system. We found it a very easy
speaker to listen to.
Circle 141 on reader service card

". . As I understand it, it's a new speaker company
started by three Harvard Law School graduates. . . ."
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Is in
the dictionary

next to the
word "flavor."

Okay, so it isn't. But it should be. Because
Merit's flavor is richer and more satisfying than you'd ever expect in

a light cigarette. And Merit has even less tar than
other leading lights, too. Look it up.

Enriched Flavor,' low tar. A solution with Merit.

MERIT
Filter

SURGEON GENERAL'S WARNING: Quitting Smoking

Now Greatly Reduces Serious Risks to Your Health. Philip Morris Inc. 1989
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END OF
CONVERSATION.

Close your eyes, put on your
favorite CD and listen. That's the
best way to appreciate the natural,
accurate musical reproduction of
the new Elite TZ Series reference
loudspeakers from Pioneer.

Designed by the same
engineering team that de-
veloped Pioneer's renowned
TAD studio monitors, the
TZ Series speakers are de-
signed to accommodate
the extended dynamic
range, superb clarity and
depth of digital source materials.

Pioneer began by developing
two entirely new diaphragm mate-
rials-ceramic graphite and ceramic
carbon. These unique low -mass
materials are used to construct
midrange and high -frequency
dome -type diaphragms that virtu-
ally eliminate spurious resonance
while providing lightness, stiffness
and excellent signal propagation
speed. Now critical midrange fre-
quencies and delicate highs will
sound clearer and more natural
than ever before.

To reproduce the extended
low frequencies found on digital
recordings, Pioneer developed a
twin woofer system that packs a
punch you'll feel as well as hear.
Opposite -mounted bar -jointed

pique bar -jointed twin-wookr system.

woofers placed in the center of the
TZ's cabinet minimize standing
waves while providing accurate low -
frequency response to 20 Hz.

The cabinet of the 143 -lb. TZ-9
is specially con-
structed, using
1" -thick high -
density board
and a separate
inner baffle that
isolates the nega-
tive influence of
low -frequency

vibration. Corners are specially
rounded to eliminate diffraction and
drivers are arranged for optimum
sound -field intensity The result is
imaging and clarity that bring
performances alive with smooth,
true-to-life sound.

But enough conversation. If
you're interested in hearing more
about Pioneer's new TZ Series
speakers, call 1-800-421-1404 for a
technical white paper and the Elite
dealer nearest you.

And let the speakers do
the talking.

ELITE
BY PlONE

A' 1989 Plower Electronics (USA) Inc.. [A* Beach. CA
Akxlel shown: TZ-9. Also available: Tz.-.

CIRCLE NO 31 ON READER SERVICE CARD



TEST REPORTS

GRUNDIG FINE ARTS CCT-903
DUAL CASSETTE DECK

visideRVIOVIR 41.

Craig Stark, Hirsch -Houck Laboratories

UTOREVERSE, two -speed tape
copying, and both Dolby B
and Dolby C noise reduc-
tion are the most notable

features of the Grundig Fine Arts
CT -903 cassette deck. Designed to

make cassette copying as conve-
nient as possible, the CCT-903
houses two separate tape transports
in a single case and provides the
connections and level setting for
deck -to -deck dubbing at the touch
of a button. Since both transports
re bidirectional, it is not necessary

to turn cassettes over for side two.
Deck A in the CCT-903 is a play-

back -only unit. Deck B provides
both recording and playback facili-
ties, although since the same head is
used for both functions, it is not
possible to make instant compari-
sons between the signal input and
the taped result. In both decks,
when the tape direction is reversed
the head assembly is physically ro-
tated by 180 degrees. This positions
its left- and right -channel head ele-

ments properly for the side -two tape
tracks, which are, of course, re-
corded in the opposite direction and
along the other tape edge.

Mechanically, the two tape trans-
ports are nearly identical. The chief
difference between them is that in
Deck A the autoreverse mechanism
is triggered by the physical end of
the tape, whereas Deck B has an
optical detector that "sees" through
the translucent leader and provides
a much more rapid turnaround.
Both transports embody a single -
capstan drive design and use a belt -
coupled DC motor. (There is a sec-
ond capstan for each transport, but
it is engaged only for reverse -direc-
tion drive, not to create a dual -cap-
stan, closed -loop system.) A second
motor controls the head assembly
and brakes.

The tape type in use is sensed
when a cassette is loaded, and the
bias and equalization are set auto-
matically. The cassette wells are not
illuminated and do not provide la-

bel visibility, but they have a mir-
rored back that enables the user to
see how much tape remains on a
side. The cassette -well door panels
are not removable, which makes it
awkward to clean and degauss the
heads.

Record levels are indicated on an
eight -segment -per -channel fluores-
cent display, which is calibrated
from +6 to -20 dB. The indicators
read 0 dB with our IEC standard -
level tapes, but since the minimum
display increment is ± 3 dB, precise
level setting is not possible. A three -
digit fluorescent counter, calibrated
in arbitrary units, can be switched
to read the tape position in either
deck. A MEMO (memory) button
permits rapid relocation of a specif-
ic place on a tape during fast -for-
ward or rewind. Either deck can be
set to play both sides of a cassette
sequentially, either once or contin-
uously, and an AUTO position is
provided to play both sides of the
tape in Deck A followed by both
sides of the one in Deck B.

A master control and two individ-
ual -channel controls are used to set
recording levels, and there's a rear -
mounted playback -level control.
Record levels are automatically set
in either the single -speed or the dou-
ble -speed dubbing mode, but to
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TEST REPORTS

monitor the tape in Deck A prop-
erly the relevant Dolby system
should be selected. The front -panel
headphone jack has its own level
control. Besides Dolby selection,
switches are provided for defeating
the FM -multiplex filter and for tim-
er -activated operation.

Overall, the Grundig Fine Arts
CCT-903 measures 1814 inches
wide, 41/2 inches high, and 14 inches
deep, and it weighs a little over 18
pounds. Price: $899. Grundig, Dept.
SR, 3520 Haven Ave., Redwood
City, CA 94063.

Lab Tests
Because of its double transport

and bidirectional capabilities, we
made many more measurements on
the CCT-903 than on most cassette
decks. In general, the performance
of both decks and in both directions
was quite consistent.

We obtained the flattest playback
response with both our ferric and
Cr02 IEC-standard BASF tapes in
the forward direction using Deck A,
where the -3-dB points corre-
sponded to the 31 -Hz and 18 -kHz
limits of the tape. Deck B showed
some playback treble loss (a little
more than 3 dB at 14 kHz) in both
tape directions with the ferric tape;
the loss was less pronounced with
the Cr02 test tape.

The overall record -playback re-
sponses from our center -line sam-
ples of TDK AD (ferric), TDK SA
(chrome equivalent), and TDK MA
(metal) tapes can be compared in
the graph at left. At the bass end, the
-3-dB point was approximately 33
Hz throughout our tests. Only the
metal tape could reach 18 kHz; the
effect of the lower treble equaliza-
tion used by Dolby C is clearly
marked in the 0 -dB curve for TDK
MA. The -3-dB points for the SA
and AD cassettes ranged from 13 to
16 kHz at the usual -20-dB record-
ing level. Top-quality decks routine-
ly exceed this performance, but they
also lack the convenience of built-in
dubbing facilities and bidirectional
operation.

Signal-to-noise ratios were sur-
prisingly high for both the ferric and
Cr02-type tape but somewhat dis-
appointing for the metal -particle
formulation. The latter may be un-
important, however, as few users

FEATURES

 Dual transport with dubbing
facilities at normal and double
speed

O Manual or autoreverse play in
both transports; switchable for
sequential playback and
continuous loop

O Dolby B and Dolby C noise
reduction

 Separate level controls for
playback and headphone jack

O Three -digit fluorescent tape
counter
Multisegment fluorescent
record -level indicators

 Switchable FM -multiplex filter
O Facilities for external timer

operation

LABORATORY MEASUREMENTS

Fast -forward time (C-60): Deck A,
95 seconds; Deck B, 96 seconds

Rewind time (C-60): Deck A, 97
seconds; Deck B, 98 seconds

Speed error: Deck A, + 1.3%
forward, +0.46% reverse; Deck
B, - 1.1% forward, -0.99%
reverie

Wow -and -flutter: Deck A, forward,
0.049% wrms, 0.095% DIN
peak -weighted; Deck A, reverse,
0.045% wrms, 0.087% DIN
peak -weighted; Deck B, forward,
0.048% wrms, 0.094% DIN
peak -weighted; Deck B, reverse,
0.038% wrms, 0.080% DIN
peak -weighted; normal -speed
dubbing, 0.079% wrms, 0.132%
DIN peak -weighted;
double -speed dubbing, 0.063%
wrms, 0.104% DIN
peak -weighted

Line input for indicated 0 dB:
55 my

Line output at indicated 0 dB:
Deck A, 701 my; Deck B,
670 inv

Meter indication at IEC-standard
0 dB: both decks,+0 de

Tape: TDK AD (Type 1, ferric)
IEC 0 -dB distortion: 0.85%
Meter indication at 3% THD

noise: +6 dB
Signal-to-noise ratios (in decibels):

Unwld. A-wld. CCIR/ARM
NR off 55.8 59.7 56.6
Dolby B 60.4 68.8 66.8
Dolky C 62.7 76.6 77.2

0 Tape: TDK SA (Type II,
chrome -equivalent)

IEC 0 -dB distortion: 0.80%
Meter indication at 3% THD

noise: +6 dB
Signal-to-noise ratios (in decibels):

Unwid. .4-wid. CCIRIARM
NR off 56.4 60.6 57.4
Dolby B 60.4 69.5 67.6
Do/k C 62.1 78.1 77.8

0 Tape: TDK MA (Type IV,
metal)

IEC 0 -dB distortion: 1.8%
Meter indication at 3% THD 4

noise: +3 dB
Signal-to-noise ratios (in decibels):

Unwid. CCIR/ARM
NR off 53.4 57.6 54.5
Dolby B 56.3 66.4 64.8
Dolby C 58.4 74.8 74.7

2
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TEST REPORTS

will be tempted to use a premium -
priced formulation for making tape -
to -tape copies.

Wow -and -flutter is traditionally
the most serious problem with dub-
bing decks, and the CCT-903
proved to be no exception. Both on
a wrms and on a DIN peak -
weighted basis the wow -and -flutter,
in either direction and in either
transport, was approximately twice
as high as we would expect from a
single -purpose deck in this price
class. Mechanics far outweigh elec-
tronics in terms of manufacturing
cost, and the need to put two bidi-
rectional decks in one affordable
package apparently dictated an
inexpensive, single -capstan drive
system. Basic tape speed accuracy
was also only fair.

Comments
The Grundig CCT-903 is the first

dubbing deck that we felt performed
well enough to be seriously consid-
ered as part of a home taping sys-
tem. It is well equipped with record-
ing and playback features, and it is
built extremely well considering all
the moving parts it employs.

Listening to prerecorded tapes as
well as tapes we recorded and cop-
ied on the CCT-903, however, did
confirm most of the problems we
found in our measurements. Wow -
and -flutter, while not audible as dis-
tinct pitch variations, produced an
overall graininess, a somewhat

edgy -sounding quality in the upper
midrange, and a lack of focus and
depth in the sound image. Although
hiss was not a problem, response at
the extreme high frequencies was
perceptibly lacking when compared
with that of our reference deck. We
could not judge tapes either re-
corded or dubbed on this machine
to be fully satisfactory sonically.

We were, however, pleasantly sur-
prised to find that the high-speed
copying mode lost very little more
in the way of high -frequency re-
sponse than the normal -speed copy-
ing mode, and it even added slightly
less wow -and -flutter.

If your purpose is copying tapes
for use in the car, of course, these
considerations may mean very lit-
tle, but they do, in our judgment,
debar the CCT-903 from considera-
tion as an audiophile's main home
deck. This is not to say that the
CCT-903 is not an adequate music
source for noncritical listening; it is
a fair performer, better than other
dubbing decks we've encountered.
But to my mind, in terms of both
detailed, high -quality sound and
dollars spent, the cost of its conve-
niences is rather high.

Audiophile -quality dubbing decks
are still a dream for many of us, but
the Grundig CCT-903 is evidence of
how good some of today's decks can
be, and it bodes well for the future
of this type of product.
Circle 143 on reader service card

"Gentlemen. 1 have astonishing news! A miracle has taken place at our
Chicago plant. 1 have been informed that the 127,000 gallons of LP cleaner

in our storage tanks has miraculously changed into CD cleaner!"

I Crutchfield Park, Dept. SR, Charlottesville. VA 22906
.1
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33,868,800
times per second.

That's
new

technolo

The most remarkable breakthrough in digital
technology since the introduction of compact disc
players. That's 3D Bit Stream. Exclusively from
Harman Kardon.
3D Bit Stream turns digital data into musical
experience at 33,868,800 times per second.
(100 times faster than conventional CD players.)

.DBIT STREAM

The 3D Bit Stream CD players offer unsurpassed
linearity, low-level accuracy, and freedom from
phase irregularities. Or, quite simply, 3D Bit
Stream lets the music flow.
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From the delicate sound of a classical Spanish
guitar to the driving rhythm of a bass, 3D Bit
Stream captures all the dynamics, dimension, and
drama of a live performance.
Harman Kardon has a history of firsts:
from the world's first high fidelity receiver.
The first cassette deck to incorporate Dolby*.
The introduction of the active tracking tuner.
And now, bit stream technology with totally
discrete analog circuitry in compact disc players.
That's Harman Kardon. Pioneering technology for
people who love music.

Take your favorite CD to your Harman Kardon
dealer. Listen. And experience the music as you
never have before.

Also ask for a detailed explanation of 3D Bit
Stream, or write: Harman Kardon, Engineering
Dept., 240 Crossways Park West, Woodbury,
NY 11797.

harman / kardon

CIRCLE NO

II A Harman laernational Company
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TEST REPORTS

POLK AUDIO RM-3000
REFERENCE MONITOR
SPEAKER SYSTEM

Julian Hirsch, Hirsch -Houck Laboratories

pOLK Audio's three-piece Ref-
erence Monitor speaker sys-
tem, the RM-3000, consists
of two small satellite speak-

ers and a subwoofer module. Al-
though this general configuration is
currently enjoying increased popu-
larity, Polk's version differs from
the others in many of its design
details.

Each of the satellite speakers is a
miniature two-way system with a
31/2 -inch "woofer" operating above
200 Hz and crossing over at approx-
imately 4,000 Hz to a 314 -inch dome
tweeter. The tweeter is protected
against burnout by an internal auto-
reset protection device that cuts off
its signal until the power has been
reduced to a safe level. The tweeter
is stepped back about 11/4 inches
from the plane of the woofer to pro-
vide proper time alignment of the
outputs of the two drivers.

The satellite enclosure is made of

a high -density, nonresonant poly-
mer aggregate similar to the materi-
al used for high -quality kitchen
countertops. The smooth, glassy ex-
terior is resistant to physical dam-
age, and each of the satellites-
which measure only 6*4 inches high,
41/4 inches wide, and 5 inches deep,
including the molded plastic
grilles-weighs a surprisingly heavy
41/2 pounds. The crossovers contain
second -order low-pass and high-
pass sections designed to comple-
ment the time alignment of the
drivers. In addition to its crossover
network, each satellite also contains
a 200 -Hz high-pass filter that pro-
tects it from being damaged by high-
level low -frequency signals.

The subwoofer, which is based on
a ten -year -old Polk Audio patent,
contains two 61/2 -inch cone drivers,
each driven by one stereo channel.
For each channel, the appropriate
satellite, the subwoofer, and the am-

plifier are simply wired in parallel.
The subwoofer enclosure, which
measures 201/4 inches wide, 13
inches deep, and 10 inches high, is
supported 2 inches above the floor
on four rubber feet. Its interior is
divided into two separate sections
of different volumes, with the driv-
ers mounted on the dividing parti-
tion. The rear surfaces of the two
driver cones face the sealed volume,
which provides the necessary stiff-
ness for their proper operation. In
the other section, the pressure gen-
erated by the drivers is coupled to a
10 -inch passive radiator mounted
on the bottom of the cabinet, facing
the floor.

According to Polk, the passive -
radiator coupling reproduces the
low frequencies more efficiently
than a simple port radiator, while
the mass and size of the passive
cone (called the "sub -bass" radia-
tor) attenuate the higher frequen-
cies, providing an 18 -dB -per -octave
rolloff matching the low -frequency
rolloff of the satellites. Since each
driver is connected to one of the
stereo channels, the two channels
are acoustically blended throughout
the subwoofer's operating frequency
range (which contains virtually no
directional information). Although
the subwoofer's response rolls off
naturally above 170 Hz, the unit
also contains a first -order low-pass
filter to avoid wasting amplifier
power above its operating range.

The specifications for the RM-
3000 include a frequency response
of 42 to 18,000 Hz at the -3 -dB
points, a nominal impedance of 6
ohms, and a sensitivity of 88 dB
sound -pressure level (sPL) at 1 me-
ter with an input of 2.83 volts. The
system is recommended for use
with amplifiers rated for 10 to 125
watts per channel.

Our test system was a prototype,
but it is essentially representative of
regular production models. The sat-
ellites were finished in a dark gray
with white speckles and a black
grille, but other colors may be of-
fered in the future. The subwoofer is
finished in black vinyl. The termi-
nals on all the units are multiway
binding posts spaced to accept dual
banana plugs. Price: $750. Polk Au-
dio, Dept. SR, 5601 Metro Dr., Bal-
timore, MD 21215.
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Lab Tests
Measuring the frequency response

of a three-piece speaker system is
somewhat more complicated than
measuring that of a conventional
single -unit design. Since there is no
fixed spatial relationship between
the satellites and the subwoofer, it is
not practical to specify an overall
frequency response that will be real-
ized in all environments. Fortunate-
ly, the technique we use to form a
composite frequency response-in-
volving measurement of the room
response of the speakers from a few
hundred hertz to the limits of audi-
bility along with separate close-
miked woofer measurements that
are essentially independent of the
speaker's surroundings-is well
suited to three-piece systems. In
fact, a variation of this method is
used by Polk for measuring the
response of the RM-3000.

We placed the satellites about 8
feet apart on 26 -inch stands (not the
Polk stands designed for them,
which were not yet available), with
the subwoofer midway between
them and, like the satellites, about 2
feet from the back wall. The aver-
aged room response of the two satel-
lites, with the usual minor irregular-
ities, was an excellent ± 3 dB from
350 to 19,000 Hz. At lower frequen-
cies the room's standing -wave pat-
terns produced larger variations.

Polk states that the subwoofer's
response must be measured in its
normal placement, with the micro-
phone on the floor next to the edge
of the box, since the proximity of
the floor plays a strong role in deter-
mining the final bass response. In
addition, to measure the combined
satellite/subwoofer response in the
crossover region, around 200 Hz, we
also placed a satellite on the floor,
with the microphone as before but
equidistant from the center of the
subwoofer's passive radiator and
the front edge of the satellite.

This measurement produced a re-
sponse curve with peaks at 65 and
180 Hz and a 7.5 -du dip at 110 Hz,
rolling off at 6 dB per octave from
180 to 400 Hz. Splicing this to our
room curve produced a composite
response of ± 3 dB from 75 to
19,000 Hz, rising an additional 4 dB
at 65 Hz and falling off steeply at

lower frequencies. The -3 -dB re-
sponse frequencies were 45 and
19,000 Hz, approximately as rated.

Our quasi-anechoic FFT frequen-
cy -response measurements (and
close-miked swept measurements as
well) showed approximately the
same pattern of frequency response
as the room -response curves. They
also revealed a large undamped
tweeter resonance at 16,000 Hz that
did not appear in the room -
response measurement but was
present in test curves provided by
Polk. The horizontal dispersion of
the tweeter was excellent up to
10,000 Hz over a 45 -degree angle.
The group -delay variation was less
than 1 millisecond from 180 to
15,000 Hz and less than 0.1 millisec-
ond over the tweeter's range above
4,000 Hz. In the range of 16,000 to
18,000 Hz, there were a couple of

jogs in the group -delay plot corre-
sponding to the tweeter resonance.

The satellite's impedance was a
minimum of 5.2 ohms in the 600- to
900 -Hz range and rose to a maxi-
mum of 18 ohms at 2,800 Hz. Its
high-pass filter (a series capacitor)
produced a rising impedance below
170 Hz, reaching about 55 ohms at
20 Hz. With the satellite connected
to the subwoofer, the combined im-
pedance reached a minimum of 4
ohms at 170 Hz and averaged 5 to 6
ohms from 60 to 1,500 Hz. In addi-
tion to the 2,800 -Hz peak, the im-
pedance reached 15 ohms at 40 Hz;
it returned to 6 ohms at 20 Hz.

The system's sensitivity, with a
2.83 -volt pink -noise signal, was 88 -
dB SPL at 1 meter. With a 3.5 -volt
input, corresponding to a 90 -dB ref-
erence SPL, the subwoofer's distor-
tion was 4 percent at 40 Hz, 1 to 2
percent from 45 to 70 Hz, and
between 0.5 percent and 1 percent
in the octave from 100 to 200 Hz.

Peak -power tests produced a rat-
tle from the subwoofer at 100 Hz
with an input of 1,350 watts into its
4.5 -ohm impedance. The satellite's
woofer and tweeter outputs did not
distort significantly up to the clip-
ping point of our amplifier, 1,150
watts at 1,000 Hz and 860 watts at
10,000 Hz.

Comments
The Polk RM-3000 had an open,

airy sound that compared very fa-
vorably with some much more ex-
pensive conventional speakers. Its
spectral balance was excellent-
smooth and seamless, and giving no
hint of its three spatially separated
sound sources. There was no audi-
ble brightness from the 16,000 -Hz
peak (much too high a frequency to
affect the tonal qualities of music),
but the peak was probably responsi-
ble for the slight crispness we heard
on high -frequency transients, which
we generally found to be an en-
hancement to the overall sound.

The subwoofer was not audible as
a separate source with the central
placement we used, though moving
it completely to one side of the
room sometimes produced a lateral
shift in the apparent bass origin. For
best results it should probably be
located somewhere between the sat-
ellites. Moreover, although it was
exceptionally free of upper -bass em-
phasis, it could deliver a potent out-
put down to nearly 40 Hz.

Summing up, the Polk Audio
RM-3000 is one of the best exam-
ples of a three-piece speaker system
that we have yet heard. Its satellites
are not only very small but are
unusually attractive as well. Best of
all, they sound excellent, and when
you are listening to the system there
is no clue that the sound is coming
from the two tiny boxes, normally
its only visible parts. The subwoof-
er, however, while not unusually
large, is considerably bulkier than
most others we've tested.

if you are considering a three-
piece speaker system, or lack the
space for a conventional system, try
listening to the RM-3000. It might
eliminate some common miscon-
ceptions about how large (and ex-
pensive) a speaker has to be to pro-
vide plenty of high -quality sound.
Circle 90 on reader service card
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PHILIPS LHH1000.
THE PREMIER CD PLAYER FROM

THE COMPANYTHAT

PREMIERED CD TECHNOLOGY.

This limited edition Reference Series LHH 1000 is a
direct descendant of Philips' broadcast -standard CD
recording and mastering equipment. In fact, it's the first
consumer model with the professional LHH des:gnation.

With this breeding, no wonder the LHH 1000 is of
exceptional quality, inside and out. For complete
isolation, the transport and D/A converter are housed
separately. This dual -chassis design virtually eliminates
inter -component interference and thoroughly
dampens vibration. And with coaxial or optical fiber
cable connecters between the two units, you get virtually
error -free transmission. The result is pure sound with
absolutely no distortion.

As a fitting complement to this elegant architecture,
its construction is uncompromised. No expense was
spared in utilizing the materials best suited for sound.

For example, Philips' top CDM-1 transport and all
critical chassis components are made of solid diecast
aluminum zinc alloy.

Further, the LHH1000 features Philips' premier
creation -16 -bit, four times oversampling. And
the heart of the separate digital -to -analog converter is
Philips' Special Select Grade TDA-1541A-S1 chip,
widely regarded as the premier DAC technology.

The LHH 1000 delivers a high degree of sonic accuracy.
In fact, it has been "recommended...in Class A of
Stereophile's 'Recommended Components' listing:'*

Experience firsthand the outstanding stereo
imaging, the articulation and resonance of this
remarkable instrument and our complete line of CD
players. Call 1-800-223-7772 for your nearest Philips
audio specialist. Stereeptule, Vol 12, No 6, June 1989

WORLD -CLASS TECHNOLOGY. EUROPEAN EXCELLENCE.

PHILIPS



Conceived in total dedication to the pursuit of ex-
cellence, the time required to develop the research
program for this system has spanned at least two
decades. The elusive combination of variables re-
quires lo yield a uniform field has been tantalizing
researchers for many years. Finally, after McIntosh
built one of tie most advanced and best instru-
mented acoustical laboratories in the world was it
possitle to follow the many theoretical leads to
their conclusion. Then, after this extensive effort
of analyzing so many different approaches to uni-
form ty of field, was it possible to snythesize all of
this tncwledge and in one flash of intuitive genius
the director off' our acoustical :aboratory saw a
seem ngly simple solution in the correct matching
of diameters, masses
and ccmplian.:es and
what evolved is a new
measure of accuracy
and fe',3NSM. The in-
tellec:ial and emotional
experierce of listening
to the XR 1052 is
somefhiig you simply
must enjoy in your own
home.

for information on McIntosh proc u: Is
and product reviews please send your
r ame, addrz....ts and phone number .0:

McIntosh Laboratory Inc.
Dr partment 290S

PO BON 941 East Side Station
Binghaist.m. NY 13904-00.96

C F CLE NO ?) ON READER SERVICE :CFC

STEINWAY & SONS. STEININFY and tit LYRE Device are
Registered Trademarks of Steinway, In:. and Steinway &
Sons, and are used with permission ol Steinway, Inc.

Handcrafted with pride in the United States by dedicated. highly trained craftspeople.
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STEREO REVIEW'S

R.ID OF I

AR. AWARDS

HE twelve recordings that the
editors and critics of STEREO
REVIEW have voted the best of
1989 are announced in the fol-
lowing pages, along with the

two dozen runners-up selected for
Honorable Mention. As in previous
years, we have chosen these Records of

1140- the Year for their high degree of mu-
sical interest, for integrity of perform-
ance, and for exemplary recorded
sound.

Only one of the six winners in the
pop field is by a new or relatively new
artist (Syd Straw, going solo for the
first time), which is a switch from last
year, when half of them were. The oth-
er five 1989 pop winners are seasoned

veterans who have clearly earned new
stripes with their latest releases. And
just about the same can be said for our
top classical choices. American sopra-
no Dawn Upshaw and British conduc-
tor Roger Norrington are relatively
new to record buyers, while the more
established artists, who are in the ma-
jority, have brought us fresh new in-
sights in the records they produced last
year. The six pop albums are available
in the usual three formats, but it's a
sign of the times that only two of the
classical recordings are-the Upshaw
and Norrington. The Hanson sym-
phonies and Richard Strauss's Elektra
are available on compact disc only.

Christie Barter

ILLUSTRATION BY LIZ PYLE
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SYD STRAW: Surprise. VIRGIN. "A
voice driven by a heart, informed by
an attitude of artfulness, and
reflecting an intelligent mind."

NEIL YOUNG: Freedom. REPRISE.
"A great album, even for Neil
Young, who has recast his varied
musical talents to say something
about the way we are now."

OF AO* THE

:ft.4.4....c.,,I,Nat

BARBER: Knoxville: Summer of
1915. HARBISON: Mirabai Songs.
MENOTTI, STRAVINSKY: Arias.
Dawn Upshaw; Orchestra of St.
Luke's, David Zinman conducting.
NONESUCH. "Imaginative repertoire,
incredibly touching performances."

HAYDN: Keyboard Sonatas Nos. 33,
38, 58, 60. Emanuel Ax. CBS.
"Interpretations of four remarkable
works combining freshness of spirit
with an illuminating balance of
warmth and humor."

Alkik
HONORABLE_

BACH: English Suites. Andras
Schiff. LONDON.

BARTOK: String Quartets Nos. 1-6.
Emerson String Quartet. DEUTSCHE
GRAMMOPHON.

BEETHOVEN: Piano Concertos No.
2 and 4. Anthony Newman; New
York Philomusica Antigua, Stephen
Simon cond. NEWPORT CLASSIC.

TRACY CHAPMAN: Crossroads.
ELEKTRA.

CHAVEZ: Sinfonias. REVUELTAS:
Caminos; Masica para charlar;

YEAR AIM
Susannah McCorkle

No More Blues

SUSANNAH McCORKLE: No More
Blues. CONCORD. "A glorious album
from one of the finest jazz singers on
the scene today."

LOU REED: New York. SIRE. "One
of the angriest blasts in rock-and-roll
memory, and the best -sounding Lou
Reed record ever."

MENTIONS

Ventanas. Royal Philharmonic,
Mexico City Philharmonic, Enrique
Batiz cond. ASV/HARMONIA MUNDI
USA.

ROSEMARY CLOONEY: Show
Tunes. CONCORD.

MILES DAVIS: Aura. COLUMBIA.

K.D. LANG AND THE RECLINES:
Absolute Torch and Twang. SIRE.

MARTINO: Piano Sonata; Les
Ritournelles; Fantaisie et toccata;

Etudes and Polkas. Rudolf Firkuin
RCA.

BRANFORD MARSALIS: Trio
eepy. COLUMBIA.

WYNTON MARSALIS: Majesty of
the Blues. COLUMBIA.

MOZART: Le nozze di Figaro.
Haan Hagegard, Barbara Bonney,
Petteri Salomaa, Alicia Nafe;
Drottningholm Court Theatre
Orchestra, Arnold Ostman cond.
L'OISEAU-LYRE.
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TOM PETTY: Full Moon Fever.
MCA. "Smart, tuneful, and witty
rock-and-roll, the finest record
Petty's made in ages, with some
brilliant studio touches."

GERSHWIN: Porgy and Bess.
Willard White, Cynthia Haymon;
London Philharmonic, Simon Rattle
conducting. EMI/ANGEL. "Porgy and
Bess completes its amazing ascent
from show -biz to world -class opera."

INSON 
ONIES-

 o 1 "Nordic"
te, 2 "Romantic"
als:y in Memory of

'serge Koussevitky

The Seattle
Symphony

Gerard
Schwarz

HANSON: Symphonies Nos. I and
2. Seattle Symphony, Gerard
Schwarz conducting. Dews.
"Performances that stand up to the
very best, resplendently recorded. A
major achievement."

BEETHOVEN
9 Sinfon en  Symphonies
The Lonclkm < Iissical Players

ROGER NORRINGTON

BEETHOVEN: Symphonies Nos. 1-9.
London Classical Players, Roger
Norrington conducting. EMI/ANGEL.
"Readings of exhilarating spirit and
fabulous agility, a new and
invigorating way to hear Beethoven."

WILL THE CIRCLE BE
UNBROKEN. VOLUME TWO. The
Nitty Gritty Dirt Band, Emmylou
Harris, Ricky Scaggs, Bruce Hornsby,
Chet Atkins, others. UNIVERSAL.
"Marked by heart, genius,
innovation, generosity, and restraint."

R. STRAUSS: Elektra. Hildegard
Behrens; Boston Symphony, Seiji
Ozawa conducting. PHILIPS. "A fully
realized performance of Strauss's
mightiest score, unsurpassed by any
other on discs."

RACHMANINOFF: Piano Concerto
No. 2; Etudes -tableaux. Evgeny
Kissin; London Symphony, Valery
Gergiev cond. RCA.

BONNIE RAITT: Nick of Time.
CAPITOL.

THE REPLACEMENTS: Don't Tell
a Soul. SIRE.

MARCUS ROBERTS: The Truth Is
Spoken Here. Novus.

ROSSINI: La Cenerentola. Agnes

Baltsa, Francisco Araiza; Academy of
St. Martin -in -the -Fields, Neville
Marriner cond. PHILIPS.

ROSSINI: L'Italiana in Algeri.
Agnes Baltsa, Ruggero Raimondi;
Vienna Philharmonic, Claudio
Abbado cond. DEUTSCHE
GRAM MOPHON.

DIANE SCHUUR: Talkin"Bout
You. GRP.

MICHELLE SHOCKED: Short,
Sharp. Shocked. MERCURY.

SHOSTAKOVICH: Symphony No. 8.
St. Louis Symphony, Leonard
Slatkin cond. RCA.

SHOSTAKOVICH: Symphony No.
II Helsinki Philharmonic, James
DePreist cond. DELOS.

SIBELIUS/NIELSEN: Violin
Concertos. Cho-Liang Lin;
Philharmonia Orchestra, Swedish
Radio Symphony, Esa-Pekka
Salonen cond. CBS.

TAKE 6. REPRISE.
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HOW TO CARE FOR

BY REBECCA DAY

IN the early days of the compact disc, the notes included with
some discs said that proper handling and storage would make clean-
ing unnecessary.

If you store your discs safely inside their jewel boxes, away from
extreme heat or cold, handle them exactly the right way, and never
spill anything on them, you probably won't ever have to clean them.
But we don't live in a perfect world, and your discs and CD players-
especially portable and car players-are bound to attract dust and
other impurities that could affect performance.

If a disc skips or won't play, look for dust on the playing surface.
In many cases you can simply blow away any dust that impedes
play. If the skipping or other malfunction occurs with many discs,
there may be dust or dirt on the player's lens. Equipment manufac-
t urers recommend using a dust blower such as those used for cam-
eras, and some accessories manufacturers make cleaners specifically
designed for a CD player's lens.

There are times when oily fingers leave their mark on a disc or a
splash of Coke somehow lands on one side or the other. When that
happens, clean the disc. Left alone, oils and other corrosive sub-
stances could eventually eat a hole in the label side's protective lac-
quer coating, oxidizing the aluminum data layer and making the CD
unplayable. The polycarbonate surface on the playing side is tougher
but still not invulnerable.

Do not use LP cleaners, solvents such as benzine or paint thinner,
abrasives, or car polish to clean your CD's. Instead, first use a soft,
dry, lint -free cloth to wipe off any contaminants. If that isn't
enough, try mild soap and water or use one of the commercial CD
cleaners sold by well-known accessories manufacturers.

If you follow a few guidelines, your cD's should last a lifetime.

qyz.,14.
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Do not bend the disc
when you remove it from
the jewel box. Repeated
bending could cause the
protective lacquer to
crack, thus ruining the
disc. To get the disc out,
put your thumb on the
spindle of the jewel box
and your index or middle
finger on the edge of the
disc. Pull gently on the
disc until it is free.



If you need to clean a co,
forget, for now, every-
thing you know about
cleaning LP'S. Do not
wipe in a circular motion;
start at the center and
move out to the edge in a
straight line. Cleaning in
a circle could etch a
harmful groove in the co.
A player is less likely to
be stopped by a radial
scratch than by one that
follows the spiral of re-
corded data.

When placing a disc back
in its jewel box, be sure
that it fits snugly around
the center spirdle so
that it doesn't bounce
around when you carry
the box or fall out when
you open the box the next
time.

IAlways handle a disc with
your fingers around the
edge or through the cen-
ter hole. When you load a
disc, place it gently into
the player's tray, using
only the inside hole and
outer edges.

If you suspect that the
Iplayer's lens needs dust-
ing, use a blower like the
one shown and squeeze
gently toward the lens. If
that doesn't clean the
lens, try one of the com-
mercial lens cleaners.

PHOTOS BY DAVID KELLEY
..4000141braftti



WM/EXCELLENCE DEFINED

OPTIVILIS*
The New, Quality Name in State -of -the -Art Audid

New Optimus brand audio equipment offers
you the very best combination of high technol-
ogy, innovative features and superb styling-
backed by in-depth lab testing and quality
control that's second to none.

Flagship of the new Optimus line is our
STAV-3200 digital -synthesized stereo receiver
with Dolby/Hall Effect Surround*. Its high -
power main amplifier is rated 100 watts per
channel at 0.05% THD, and there's a separate
25 -watt amplifier for the rear channel.

Built-in Dolby Surround brings you thrilling
"movie theater" presence from encoded video
tapes and discs. Hall Effect adds auditorium -
style ambience to nearly any stereo source.
You also get wireless remote, 30 -station mem-
ory, high-tech alphanumeric LCD display and
dubbing facilities for two VCRs and two tape
decks. For only $549.95. See and hear the
new Optimus components today.

Price applies at participating Radio Shack stores and dealers 'TM, Dolby
Laboratories Licensing Corp. Receiver power measured per FTC rules.

Exclusively at Radio /Melt
The Technology Store"

A DIVISION OF TANDY CORPORATION



SUMP Sil

SKILLS

Some tips from the pros on dealing with the dealers

N audio shopping, as in many
other life experiences, there is a
critical moment of truth. a time
when you must summon knowl-
edge, courage, and good judg-
ment all at once, when you must

end deliberation and just act. For
the audio shopper, that moment ar-
rives not on the high diving board
or the top of the slope but in a stereo
store, which is perhaps no less
intimidating. Days, even weeks, of
anticipation and preparation have
passed; the magazines have been
read, the friends consulted, the ad-
vertisements compared, the bank
account checked and rechecked.
Now all that remains is to act, final-
ly to say, "I'll take it." Simple,
right?

Not quite. Those somewhat irre-
trievable words are too often ut-

tered at the wrong time, in front of
the wrong piece of equipment, to
the wrong person, perhaps even in
the wrong store-and this in spite of
all the homework. Face to face with
equipment and the people who sell
it-in other words, at the moment
of truth-even the most well-
informed audiophile can collapse
under the pressure of having to con-
tend with all those features, all those
prices, and all that smooth sales
talk.

The solution? The audio shopper
must develop in-store survival
skills. Such skills-which include
knowing what questions to ask,
what personal information to share,
how to sort through the retail clut-
ter, how to size up a salesman, and
how to spot a snow job-could eas-
ily be obtained by hanging around

dg Warren Berger



an audio store for, say, ten years.
But to save some time, we've picked
the brains of a half -dozen people
who've been hanging around audio
stores even longer than that.

We asked sales pros from the
Tweeter stores of Boston, Audio
Craft of Cleveland, Florida's Abso-
lute Sound, Minneapolis's Best Buy,
Listen Up of Denver, and Oregon's
Chelsea Audio/Video-all re-
nowned for their quality and serv-
ice-to put themselves in the shoes
of their customers. The dealers did
just that, and they offered STEREO
REVIEW readers some "inside" tips
on what they'd ask and how they'd
shop in their own stores.

OT surprisingly, there
was considerable dis-
agreement on some mat-
ters, such as what to ask
about when buying a CD
player. But on the larg-
er issues, like matching
equipment to personal
needs, evaluating the re-

liability of a salesman and a store,
and getting the straight scoop on
brands, the pros tended to see eye to
eye. And though you get the feeling
that these guys would be their own
toughest customers on the sales
floor (they'd have no qualms, for
instance, about asking for compli-
cated special hook-ups during dem-
onstrations or for a salesman's
home phone number), you can also
surmise that they'd never, ever
leave a store with anything less than
precisely the right piece of audio
equipment.

The Right Person
In the Right Place

Almost all of the dealers agreed
that smart shopping begins with
finding the right salesperson in the
right store. Naturally, these dealers
hold their own operations in high
regard, but they advise you to ask
an impartial source. Ask friends and
co-workers about their audio shop-
ping experiences: Good word of
mouth is the best indicator of a
dependable audio store. You can
also check with the local chapter of
the Better Business Bureau to find
out how many complaints have
been lodged against a particular
dealer.

A good specialty audio store will
tend to have a well -trained sales
staff though there are no guaran-
tees. You'll have to evaluate the
salesperson before you evaluate

equipment. Dealers say that the first
thing to look for is a salesman who
asks you the right questions. "If a
salesman doesn't immediately ask
you detailed questions about your
personal listening needs, that's a
bad sign," said Dana Carlson, a
veteran store manager at Tweeter.
"Sometimes they go right into mak-
ing a recommendation-but a rec-
ommendation doesn't make any
sense if they don't understand your
situation."

Some of the questions a salesper-
son should ask include the follow-
ing: What kind of equipment do you
presently own? What's your listen-
ing room like? What type of music
do you listen to? Which equipment
features do you tend to find useful
or important? What type of com-
plete system do you plan to put
together over the next few years?

Customers can, at times, grow
wary or impatient when asked such
questions-they may be anxious to
start looking at equipment-but
dealers say this "qualification" pro-
cess is essential in enabling the
salesperson to help you make the
right purchase. And the process
doesn't work unless you're fairly
straightforward with the salesman
about such matters as your budget
and your knowledge of audio.

"Far too often, customers feel
they need to be evasive-they try to
hold back certain information from
the salesman," said Charles O'Mea-
ra, president of Absolute Sound.
"This immediately breaks down the
rapport with the salesman. You
have to be honest and tell him what
he needs to know. If he's a good
salesman, you can trust him."

And if he's not a good salesman,
you can identify him by some of the
tell -tale signs. One is a failure to lis-
ten. "If you tell him what you're
looking for, and he then recom-
mends something that just doesn't
fit, you may have a problem," said
Ford Montgomery, president of
Chelsea Audio/Video. As Mont-
gomery pointed out, such a sales-
man is probably operating on his
own agenda (he may, for example,
be trying to push certain high -com-
mission items) and cares little about
yours.

Techno-babble from the salesman
should raise a red flag. "If the sales-
man tries to, shall we say, inundate
your aural sensibility with a pletho-
ra of polysyllabic terminology-
watch out!" explained O'Meara.
"Either he's trying to confuse you or

he's a techie who can't relate to oth-
er human beings. The salesman
should talk technical only if the cus-
tomer wants to talk technical-
otherwise, he should be trying to
simplify."

Also, watch out for audio snobs
and gossips. The snobs will tend to
disparage all but the most elite
brands; the point they're missing is
that elite brands aren't for everyone
(if they were, they wouldn't be elite).
The gossips, meanwhile, like to tell
sordid tales about brands that "al-
ways break down" or "are made
with cheap parts." They may even
tell you that the company behind
the brand is discontinuing a certain
line or going out of business. The
aim, of course, is to sour you on a
brand they either don't carry or
don't wish to sell. "A good salesman
will never run down other brands,"
said Chuck Zelig, product manager
for Listen Up. "He'll talk about the
strengths and weaknesses of the
products he has available in the
store, and that's all."

Asking the Right Questions
Once you've latched onto the

right salesperson, it's important to
ask the right questions. It's not easy
coming up with a comprehensive
query list, however; different cus-
tomers' concerns will naturally vary
depending on the type of equipment
they want and their personal needs
and tastes. A sophisticated shopper
in the market for a CD player might
inquire about low-level linearity or
ask for details about the player's
digital -to -analog converters; on the
other hand, the answers to such
questions might serve only to con-
fuse some shoppers.

OR the most part, deal-
ers advise ordinary
shoppers-and, indeed,
even experienced audio-
philes-to concentrate
more on fundamentals
than technicalities. "A
lot of times, customers
get caught up in jargon,"

said Wayne Puntel, president of Au-
dio Craft. "When they're buying a
CD player, they think they should
ask about 18 -bit or 20 -bit oversam-
pling, but they ought to concentrate
on their application and needs. For
instance, do they need a CD chang-
er? How would they use random
access? Are they looking for a re-
mote capability that's interactive
with the rest of their system?"

Charles O'Meara advises custom -
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ers to "make a conscious decision
about whether you're more con-
cerned with sonic integrity or con-
venience features-you may have
to lean toward one or the other. You
can get both, but it will be costly."

O'Meara said he's found that cus-
tomers "get too hung up on brand
names and specs. If you're buying
from a high -quality dealer, you can
be fairly confident that the brands
are good. And you know that if
there's a problem, that quality deal-
er will take care of it-you won't
have to deal with the manufacturer
at all. As for specs, they can be
almost useless. You're dealing with
music, and it's hard to qualify that
with numbers. It's much more im-
portant to listen."

That's why the in-store demon-
stration is so important. The dealers
say you should not feel shy about

making special demands when it
comes to the demo. "There's noth-
ing wrong with asking the dealer to
hook up the equipment to other
components that are similar to what
you'll be using at home," said
O'Meara. "They should even be
willing to let you hook up your own
amp from home when you want to
try out speakers."

The dealers also advise listening
to a variety of music, both familiar
and unfamiliar, during the demo.
And the salesman "should allow
you to get involved in the demo,"
according to Tom Mack, corporate
trainer for Best Buy. "You should
be operating the controls to see if
you're comfortable with the de-
sign-after all, you're the one who's
going to have to live with this
equipment."

Avoid demos involving compli-

"The biggest mistake

customers make is

trying to save a few

bucks on a deal. You're

going to have to live

with this equipment

long after you've

forgotten you saved

thirty bucks on it'."

cated switching systems and walls of
speakers designed to compare ten
items at once; with demos, less is
more. The dealers say you should
never compare more than two
pieces of equipment at a time. Do a
series of runoffs between two pieces;
each time, take the winner and com-
pare it with the next component.
But don't try to compare too many
different pieces in one day; "demo
overload" comes on quickly.

If you do care about specs, our
dealers say that you should ask for
proof that the equipment lives up to
the manufacturer's claims. Many
high -end stores have test centers on
the premises; hooking up an ampli-
fier for a spec test is fairly easy. If
you're buying a turntable, ask the
dealer if there's an in-store calibra-
tion center for the tonearm and car-
tridge.
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SHOPPING CHECKLIST

Check out the store's reputation. Ask around, call the

Better Business Bureau, or ask the dealer to refer you to

customers. Word of mouth is everything in selecting a dealer.

.**44 Make sure the salesman asks you the right questions. If

he really cares about selling you the right equipment, he'll

take the trouble to find out about your needs. If he's more

interested in his own pitch than in your life story, walk away.

Be honest. Don't try to 'outfox the salesman; give him

all the information he needs to help you.

Watch out for techies (who talk over your head), snobs

(who sneer at anything costing less than $3,000), and gossips

(who like to tell nasty stories about brands they're not trying
to sell).

Talk features and applications over specifications.

Numbers are only part of the story, and they won't tell you

whether a component makes sense for you. If you do place

emphasis on specs, ask the store to make sure equipment is

up to spec before you buy it.

*"..." Don't rush through the demo. This is the most important

part of the selection process, so take it slow. Make sure the

salesman uses components comparable with what you'll be

using at home. Don't try to listen to more than a couple of

models at a time. Trust your own ears to decide what's best
for you.

Beware of the "deal of the week." There's nothing

wrong with looking for a bargain, but don't let price distract

you from the other important issues: quality, compatibility,

convenience. and reliability.

Ask about service. Who'll fix the equipment if it breaks?

How long will it take? How much will it cost?

-' Think long-term. The component you buy today should

Ifit in with your system of tomorrow. If you don't have a

long-range plan, work one out before you buy.

'`.,

fr

Think About the Future
Our dealers say that audio shop-

pers often think short-term when
they should be looking farther down
the road. "The biggest mistake cus-
tomers make is trying to save a few
bucks on a deal of the week," said
Ford Montgomery. "You're going
to have to live with this equipment
for a long time-long after you've
forgotten that you saved thirty
bucks when you bought it."

Shoppers should be looking for
quality equipment that will stand
the test of time. "Look for simplici-
ty in design and quality of construc-
tion," said Chuck Zelig. "And keep
in mind that brands with a solid,
long-standing reputation for quality
are the ones that are least likely to
give you trouble."

o guard further against
after -sale woes, make
sure that the dealer pro-
vides reliable back-up
service. As Montgomery
cautioned: "If some-
body tells you, 'We ser-
vice everything, don't
worry about it,' ask him

about their service department. Is
the service work done in the store,
or is your component shipped to a
factory where it may sit for six
weeks?" Also, find out about ex-
tended -service contracts-they're
particularly worthwhile for CD
players, which have a relatively high
breakdown rate compared with, say,
amplifiers and speakers.

Forward -thinking hi-fi shoppers
should also consider whether the
components they're buying will sat-
isfy future needs. "Don't just think
about what you want right now-
think about the kind of system
you'd like to own a few years from
now," O'Meara said. "You might
eventually want to create a full sur-
round -sound entertainment system.
Make sure your purchase is adapt-
able to that. The beauty of compo-
nent stereo is that you can take a
building-block approach-as long
as all your purchases make sense."

Sensible purchases are, of course,
what all shoppers are really seeking,
though they sometimes get dis-
tracted by fire sales, high-pressure
salesmen, or seductive advertising.
When the pressure's on, do the right
thing: Find a salesman who'll listen,
explain your needs (short-term and
future), and choose the product that
makes sense for you. 171
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phase liner

The new Phase Linear PLC2525 Separates
System brings astounding applications flexibility to
the road. Perfect sound. Precise stereo imaging. Plus
the "Graphite Difference."

Two ferrofluid-filled polycarbonate W dome
tweeters offer you three mounting options. You'll

also find installation versatility
with two U.S.-made 51/4" Graphite

mid -woofers thin enough
(1'3/161 for door, panel or deck
placement. The compact
crossovers feature internal, GRAPHITE'

continuously variable tweeter-

DIRECT
MOUNT

EYEBALL
MOUNT

FLUSH
MOUNT

level control and fuseless tweeter -protection circuitry.
With the "Graphite Difference' you'll enjoy a

quicker, more accurate response than you could ever
get from paper cones. There's less coloration and
distortion-at all power levels. Just the true range
of your music.

PLC2525 conquers the barriers to great sound.
And that's a major musical victory for you.

Making the best of sound technology.
01989. Phase Linear! a Division of International Jensen, Inc Phase Linear!. a registered trademark of International Jensen, Inc
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HOOSING au-
dio components is a juggling act.
You must be able to balance the
performance level and the features
you want with prices you can afford
and the size limitations dictated by
your listening room. STEREO RE-
VIEW'S buying guide, providing
specifications, features, and prices
for a wide range of components,
should be a helpful starting point
for your shopping.

Many new audio components are
introduced each month, and our
guide is necessarily selective, con-
centrating on major categories of
home audio equipment from com-
panies whose products are generally
widely distributed. If a particular
model does not appear, that is not a
reflection on its quality. Upcoming
issues will provide guides to cassette
decks, tape, and other categories.

All the information in the guide,
including suggested retail prices,
was provided by the manufacturers
of the equipment. Although we
have tried to make sure that models
listed are current and that prices
were correct as of press time, prices
are subject to change because of cur-
rency fluctuations. Remember, ac-
tual retail prices are usually set by
the individual dealer.

For more information about any
product, contact an authorized deal-
er or the manufacturer. For manu-
facturers' addresses, see page 137.

TUNERS, PAGE 106

TURNTABLES, PAGE 111

SPEAKERS, PAGE 115
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RECEIVERS
ACOUSTIC RESEARCH
X-07 70-W/ch Receiver
Receiver with infrared remote to control power.
volume, tuning, input selection, and AR CD -
player functions. Features audio and video dub-
bing; close -tolerance metal -film resistors and
film capacitors; concealed bass, midrange, tre-
ble, balance, loudness, mono, tape, VCR, tun-
ing, and speaker -switching controls; 8 AM/8 FM
station presets; gold-plated phono inputs. Inputs
for MM phono; Mr phono; tape; Aux; CD play-
er; video sound source; VCR I; VCR 2; optional
remote. Amp section: 70 continuous average W/
ch from 20-20,000 Hz into 8 ohms with less
than 0.03% THD, 80 W into 4 ohms;
s/N 100 dBA. Tuner section: FM section 50 -dB
quieting sens stereo 40 µV (37.2 dBf); FM S/N (at
65 dBf) 75 dB stereo, 80 dB mono; THD stereo
0.3%; capture ratio 1.0 dB; AM rejection 60 dB;
alt-ch sel 70 dB. 31/4 x 17 x 151/2 in; 25 lb, 2
oz $800
RC -03. Remote control for the above .... $25

A/D/S/
R4 70-W/ch Receiver
Features alphanumeric display on front panel
indicating input source or received radio sta-
tion. Digital -synthesis tuner with 30 memory
presets for AM or FM stations; digital volume
and tone controls; optional remote control; RS-
232 port allows control through personal com-
puter; optional remote capable of multi -room
control. Amp section: 70 W/ch into 8/4 ohms,
<0.07% THD; FR 20-20,000 Hz +0,-0.5 dB.
Tuner section: IHF sens 26 dBf stereo; signal
strength for 50 -dB quieting 35 dBf stereo; cap-
ture ratio 1.5 dB; alt-ch sel 65 dB; max s/N 75
dB mono, 70 dB stereo. 21'4 x 171/2 x 141/4 in; 23
lb $1,000
RCI Unified Remote. For use with the above
and other a/d/s/ components $150

BANG & OLUFSEN
Beomaster 6500 50-W/ch Receiver
Includes Master Control Panel remote control;
presets for 20 AM/FM stations; Auto Power Han-
dling Control; double-acting auto gain control
in FM; volume, bass, treble, and balance con-
trolled from knob on MCP remote; works with
other Beosystem 6500 components for multi -
room remote control; direct selection of any sta-
tion by frequency; station search; silver and
black finish. Amp section: FR 20-20,000 Hz,
± 1.5 dB; THD <0.09%; s/N 80 dB. FM tuner

section: 50 -dB quieting sens 40 dBf stereo; FR
20-15,000 Hz, ± 1.0 dB; S/N 65 dBf; capture ra-
tio 1.7 dB. 161/2 x 3 x 124'4 in; 191/4 lb... $2,220

Beomaster 4500 20-W/ch Receiver
Remote controlled with Beolink 1000 terminal;
digital tuner with 20 AM/FM presets; multiroom
capability; optional wall -mounting brackets;
programmable volume and tone levels; pro-
grammable inputs; integrates with B&O video

Bang & Olufsen Beomaster 4500

products. Black and silver finish. Amp section:
FR 20-20,000 Hz, ±1.5 dB; THD <0.1%; s/N
>77 dB. FM tuner 50 -dB quieting sens 19 dBf
mono, 40 dBf stereo; FR 20-15,000 Hz, ± 1.0
dB; s/N 65 dBf; cap ratio 1.7 dB. 244's x 23/4 x 9%
in; 15 lb, 6 oz $1,098

CARVER
HR -752 100-W/ch Receiver
AM/FM receiver with wireless remote and Sonic
Holography. Features asymmetrical charge -cou-
pled FM detection circuit; magnetic -field power
amplifier section. A/B speaker outputs; B -speak-
er -system matrix surround -sound synthesizer.
20 AM/FM presets with preset scan; 5 audio in-
puts; CD direct; motorized volume control; 3 -
band tone controls; dual tape monitors with
dubbing; pre/main outputs. 100 W/ch; 4.7 dB
dynamic headroom; 0.5% THD; 85 dB MM pho-
no S/N; 1.5 dB cap ratio; 0.2% FM stereo THD; 52
dB alt-ch sel; 78 dB stereo FM S/N. 35 lb. $650

Carver HR -752

HR -722 60-W/ch Receiver
AM/FM receiver with wireless remote and Sonic
Holography. Features asymmetrical charge -cou-
pled FM detection circuit; magnetic -field power
amplifier section. 20 AM/FM presets with preset
scan; 5 audio inputs; CD direct; motorized vol-
ume control; A/B speaker outputs; 3 -band tone
controls; dual tape monitors with dubbing. 60
W/ch; 4.7 dB dynamic headroom; 0.5% THD; 85
dB MM phono S/N; 1.5 dB cap ratio; 0.2% FM
stereo THD; 52 dB alt-ch sel; 78 dB FM S/N. 35
lb $550

DENON
DRA-1025R 120-W/ch Receiver
AM/FM receiver with remote control. Features
inputs for turntable, 2 tape decks, CD player,
and VCR; pre -out main jacks; 5 -way speaker
terminals; 16 station tuner preset; FL display;
preset FM scan; variable loudness EQ; simulcast
copy function; simulated stereo circuit. 120 W/
ch into 8 ohms; THD 0.006% -3 dB; IM 0.005%;

FR 20-50,000 Hz ± 11/2 dB; S/N 110 dB 63/s x
171/sx 151/2 in; 261/2 lb $950
DRA-825R. Similar to above, 90 W/ch $800

DRA-625R 65-W/ch Receiver
AM/FM receiver with integral system remote
control. Features liquid -cooled heat sinks; vari-
able loudness EQ; 1 -touch source selection; pre -
out jacks; 3 -way speaker terminals; I6 -station
random preset memory tuning; auto scanning;
last -channel -tuned memory. THD 0.0095%; IM
0.025%; FR 20-50,000 Hz ± I.5dB; S/N: phono
88 dB, FM 82 dB, CD/tuner/tape 98 dB 5411 x
171/2 x 1344 in; 21 lb $550
DRA-425R. Similar to above, 50 W/ch $450

DRA-325R 40-W/ch Receiver
Class A amplifier with integral system remote
control. Features electronic input switching;
non -switching amp. I6 -station preset tuning;
auto seek; variable loudness control; last -chan-
nel memory; A/v in/out $350

FISHER
RS627B 100-W/ch Receiver
AM/FM receiver with Class All circuitry. Fea-
tures quartz PLL synthesis tuner; 24 station pre-
sets; FM mute; source direct switch; CD record
switch; remote -controlled motorized volume
control; 5 -band graphic equalizer. Includes 38 -
function wireless remote control. 100 W/ch min
rms into 8 ohms; FR 20-20,000 Hz; THD
<0.05%; S/N 55 dB. 173 x 53/4 x ION in; 20
lb $500

RS625B 120-W/ch Receiver
AM/FM receiver with 38 -function wireless re-
mote control. Features 5 -band graphic equaliz-
er; motorized volume control; 24 AM/FM station
presets; autoscan tuning; FM muting; loudness
switch; FL display. 120 W/ch rms into 8 ohms;
FR 20-20,000 Hz; nitv<0.09% $450

RS615B 60-W/ch Receiver
AM/FM receiver with 37 -function wireless re-
mote control. Features 5 -band graphic equaliz-
er; motorized volume control; 24 AM/FM station
presets; autoscan tuning; FM muting; loudness
switch; FL display. 60 W/ch rms into 8 ohms; FR
20-20,000 Hz; -rtiro<0.09% $350

HARMAN KARDON
hk990 Vxi 90-W/ch Receiver
AM/FM receiver with digital -synthesis quartz -
locked tuning and remote. Features high-cur-
rent/high-voltage design; Active -Tracking tuner
circuitry. 6 Am/12 FM presets; seek tuning; LED
signal -strength meter; two tape and two A/v
monitors; interactive video switching; high-lev-
el CD inputs; ext. processor jacks; mc head
amp; subsonic filter; mono and loudness but-
tons; tape -copy selector. Amp: 90 W/ch cont
avg into 8 ohms from 20-20,000 Hz with
<0.08% THD; S/N 98 dB (high-level inputs).
Tuner 50 -dB quieting sens 36 dBf; AM rej 55
dB; cap ratio 1.0 dB; adj-ch sel 30 dB; alt-ch sel
80 dB $1,099

hk880 Vxi 60-W/ch Receiver
AM/FM receiver with digital -synthesis quartz -
locked tuning and remote control. Features
high-current/high-voltage design. 6 Am/12 FM
presets; seek tuning; LED signal -strength meter;
two A/V tape monitors; interactive video
switching; high-level CD inputs; external pro-
cessor jacks; subsonic filter; mono and loudness
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RECEIVERS
buttons; tape copy selector. Amp section: 60 W/
ch cont avg into 8 ohms from 20-20,000 Hz
with <0.08% THD; S/N 98 dB (CD, video). Tun-
er section: 50 -dB quieting sens 36 dBf; AM rej 55
dB; cap ratio 1.0 dB; adj-ch sel 5 dB; alt-ch sel
70 dB. 17% x 51/4 x 141/2 in; 22 lb $799

Harman Kardon hk880 Vxi

hk550 Vxi 45-W/ch Receiver
AM/FM receiver with digital -synthesis quartz -
locked tuning. Features high-current/high-volt-
age design. 6 AM/12 FM presets; seek tuning; two
tape monitors; CD, video, and high-level aux
inputs; loudness button. Amp section: 45 W/ch
cont avg into 8 ohms from 20-20,000 Hz with
<0.09% THD; S/N 98 dB (CD, video). Tuner sec-
tion: 50 -dB quieting sens 37 dBf; AM rej 55 dB;
cap ratio 1.0 dB; adj-ch sel 5 dB; alt-ch sel 70
dB. 17% x 4 x 141/2 in; 15 lb $499

hk440 Vxi 30-W/ch Receiver
AM/FM receiver with digital -synthesis quartz -
locked tuning. Features high current/high volt-
age design. 6 Am/12 FM presets; seek tuning; two
tape monitors; high-level CD and video inputs;
loudness button. Amp section: 30 W/ch cont
avg into 8 ohms from 20-20,000 Hz with
<0.09% THD; S/N 98 dB (CD, video). Tuner sec-
tion: 50 -dB quieting sens 37 dBf; AM rej 55 dB;
cap ratio 1.0 dB; adj-ch sel 5 dB; alt-ch sel 70
dB. 17% x 4 x 141/2 in; 14 lb $399

JVC
RX1010VTN 120-W/ch Receiver
AM/FM receiver featuring Dolby Pro -Logic with
adjustable digital delay. Features 3 video inputs;
digital tuning with 40 presets; auto memory; 7 -
band graphic EQ; mc and MM phono inputs; in.
display; programmable A/v remote with LCD.
120 W/ch at THD 0.007% into 8 ohms; 360 W/
ch into 2 ohms $1,500
RX901VBK 100-W/ch Receiver. Same as above
with 48 -key programmable remote. 100 W/ch at
Trio 0.007% into 8 ohms; 300 W/ch into 2
ohms $950

RX801VBK 100-W/ch Receiver
AM/FM receiver with digital Dolby Surround.
Features 2 video inputs; digital tuning with 40
tuner presets; auto memory; 7 -band graphic EQ;
2 pr of speaker connections; FL display; pro-
grammable A/v remote with 48 keys $630
RX701VBK 80-W/ch Receiver. Same as above
with 80 W/ch $540

11330111K 65-W/ch Receiver
AM/FM receiver with matrix
Features digital tuning with
memory; 7 -band graphic EQ;
connections; LCD display; full
mote
RX401BK 50-W/ch Receiver
with 50 W/ch

surround sound.
40 presets; auto
2 pr of speaker
function A/v re -

$430
Same as above

$380

KEN WOOD
KR -V9010 130-W/ch Receiver
A/v receiver with 130 W/ch front and 20 W/ch
rear, 7 -band graphic EQ/spectrum analyzer, and
video dubbing. Features Dolby Pro -Logic cir-
cuitry with Normal/Wide/Phantom modes,
test -tone, center channel, and rear preouts; The-
ater/Hall surround -sound modes. Adjustable
digital delay; programmable remote control; 5 -
VHS connector, 4 video inputs; 20 AM/FM sta-
tion/name presets; 10 EQ presets; on -screen dis-
play capability; digital input. FR (line to
speaker) 10-200,000 Hz +0, -3 dB; THD
0.008%; S/N 100 dB. 50 -dB quieting sens 37.2
dBf stereo; AM rej 62 dB; capture ratio 1.0 dB;
set 55 dB at 400 Hz. 171/4 x 644 x 161/2 in; 32.3
lb $850

KR -V8010 100-W/ch Receiver
A/V receiver with 100 W/ch front and 20 W/ch
rear, 7 -band graphic EQ, and video dubbing.
Features Dolby Surround, Theater -Hall sur-
round -sound modes. Remote control; 3 video
inputs; rear preouts; 20 AM/FM station/name
presets; 10 EQ presets; EQ recording switch; digi-
tal input. FR (line to speaker) 10-200,000 Hz
+0, -3 dB; THD 0.008%; S/N 100 dB. 50 -dB
quieting sens 37.2 dBf stereo; AM rej 62 dB; cap-
ture ratio 1.0 dB; set 55 dB at 400 Hz. 171/4 x 6I/4
x 161/2 in; 27.5 lb $650

KR -V7010 80-W/ch Receiver
A/v receiver with 80 W/ch front and 10 W/ch
rear, 7 -band graphic EQ/spectrum analyzer, and
video dubbing. Features Dolby Surround and
digital -delay modes. 2 video inputs; rear
preouts; 20 AM/FM station/name presets; 10 EQ
presets; EQ recording switch. Includes remote
control. FR (line to speaker) 10-200,000 Hz +0,
-3 dB; THO 0.008%; S/N 100 dB. 50 -dB quieting
sensitivity 37.2 dBf stereo; AM rejection 57 dB;
capture ratio 1.2 dB; selectivity 53 dB at 400
Hz. Int x 51/4 x 12W in; 18.1 lb $499

KR -V6010 70-W /ch Receiver
A/v receiver with 70 W/ch front and 5 W/ch
rear, 5 -band graphic EQ, and video dubbing.
Features Dolby Surround and digital -delay
modes. Remote control; 2 video inputs; 10 AM/
FM station/name presets. FR (line to speaker)
10-70,000 Hz +0, -3 dB; THD 0.009%;
S/N 100 dB. 50 -dB quieting sens 41.2 dBf stereo;
AM rej 70 dB; capture ratio 1.2 dB; sel 53 dB at
400 Hz. 171/4 x 51/4 x 114 in; 15.9 lb .... $399

LUXMAN
R-117 160-W/Ch AM/FM Receiver
Receiver with full -function system remote con-
trol. Features low -impedance drive capability;
triple -shielded power transformer; 5-varactor,
dual -gate mosFET FM front end; Duo -Beta dual
feedback -loop amp circuitry; STAR circuit to-
pology to reduce noise and distortion. 20 AM/FM
station presets; cable FM fine tuning (25 kHz
steps); CD -direct, 3 video, mm/mc-phono in-
puts; 3 -position loudness compensation; signal-
strength/multipath indicators; subsonic filter,
FM IF-bardwidth selector; pre-out/main-in and
signal -processor jacks. Amp section: 160 W/ch
from 20-20,000 Hz into 8 ohms with 0.03%
THD; S/N: MC 70 dB, MM 88 dB, CD/tape/video
100 dB; IM 0.03%. FM section: 50 -dB quieting
sens 36.6 dBf (stereo); cap ratio 1.5 dB; alt-ch sel
75 dB (narrow IF). AM section: S/N 50 dB. 171/4 x
51/2 x 161/4 in; 35 lb $1,200
R-115. Similar to above except 75 W/ch; 2 vid-
eo inputs: no MC phono input. s/N: phono 88

dB. CD/tape/video 98 dB. 25.5 lb $850
R-113. Similar to above except 35 W/ch and no
remote control. THD 0.08% $480

MCINTOSH
MAC 4300V 100-W/ch Receiver
Features MPX filter; 6 AM/FM station presets; sig-
nal -strength indicator; LED display of station
frequency; I unswitched outlet; loudness con-
trol; I, 2, and 1+2 speaker selector; 5 -band
equalizer, scan; headphone jack. Includes re-
mote control. Amp: THD 0.02%; IM 0.02%; FR
20-20,000 Hz +0, -0.5 dB; SN 100 dBA. Tuner
s/N 75 dB stereo; FR 20-15,000 Hz +0, -1.0 dB
stereo; THD 0.08% at 1,000 Hz. 181/2 x 6 x 14 in;
34 lb. 8 oz $2,995

MAC 4280 75-W/ch Receiver
Features MPX filter; 5 AM/FM station presets; sig-
nal -strength indicator; LED display of station
frequency; Power Guard circuit; I unswitched
outlet; loudness control; I, 2, and I +2 speaker
selector, 3 -band equalizer; scan; headphone
jack. Amplifier section: total harmonic distor-
tion 0.03%; intermodulation distortion 0.03%;
frequency response 20-20,000 Hz +0, -0.5 dB;
100 dBA. Tuner section: signal-to-noise ratio 75
dB stereo; frequency response 20-15,000 Hz,
±0.5 dB stereo; total harmonic distortion 0.1%
at 1,000 Hz. 181/4 x 544 x 151/2 in; 25 lb . $1,995
MAC 4275. Similar to the above; without re-
mote control $1,798

McIntosh MAC 4280

MARANTZ
SR3600BL 120-W/ch Receiver
Receiver with Dolby Surround Sound. Features
remote control; 40 AM/FM presets; preset scan;
vcR-to-vcR dubbing; 3 tone controls; speaker
A/B switch; center channel output $879

SR3500BL 110-W/ch Receiver
Receiver with 40 AM/FM station presets. Fea-
tures remote control; preset scan; vcR-to-vcR
dubbing; 3 band tone control; speaker A/B
switch; cable FM input; mm/mc phono input se-
lector, matrix sound $749

TA -100 100-W/ch Receiver
Am/Frvt receiver with 16 presets. Features re-
mote control; 5 -band EQ; inputs for MM phono,
tape, CD, 2 video sources; vat dubbing; 100 W/
ch; 0.1% THD. 16% x 5% x 123% in $500

SR3300BL 35-W/ch Receiver
Receiver with 32 AM/FM presets. Features VCR-
to-vCR dubbing; 3 -band tone control; speaker
A/B switch; audio/video integration; matrix
sound $449

Century Collection
RS 3559 125-W/ch Receiver
AM/Fm receiver with five independent amplifi-
ers and 64 -key remote. Features thermal tunnel
heat sink; oversized industrial power transform-
er; Dolby Surround; 6 -sector alphanumeric in-
formation center, CD direct; 10 -channel multi -
scan AM/FM memory; 30 station presets; 3 video
inputs $1,000
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RS 3557 100-W/ch Receiver
AM/FM receiver with four independent amplifi-
ers and 44 -key remote. Features oversized in-
dustrial power transformer; Dolby Surround; al-
phanumeric information center; 30 station
presets; 3 video inputs $700

RS 3555 50-W/ch Receiver
AM/FM receiver with four independent amplifi-
ers and 36 -key remote. Features oversized in-
dustrial power transformer, CD direct; 2 -color
alphanumeric information center; station char-
acter generator $500

MITSUBISHI
M-AV1 125-W/ch Receiver
4 -channel AM/FM receiver with Dolby Surround
and matrix circuitry. Features 125 W/ch front
and 25 W/ch rear. Remote control; motorized -
volume, bass, and treble controls; tone defeat;
audio mute; preamp loudness; subsonic/high-
cut filters; rec selector; on -screen displays of all
functions; adjustable LCD display; 16 FM presets
with scan; FM muting; headphone jack; 4 audio/
video, 3 audio inputs; 1 video, 2 audio, and
monitor outputs; pre -amp loop. 125 W/ch min
rms into 8 ohms from 20-20,000 Hz; THD
0.05% $1,200

M-AV2 80-W/ch Receiver
4 -channel AM/FM receiver with Dolby Surround
and matrix circuitry. Features 80 W/ch front
and 20 W/ch rear. Remote control; motorized -
volume, bass and treble controls; tone defeat;
audio mute; preamp loudness; subsonic/high-
cut filters; rec selector; 16 FM presets with scan
and menu switching; FM muting; on -screen dis-
play of all functions; adjustable LCD; headphone
jack; 4 audio/video, 3 audio outputs; I video
output; monitor outputs; pre -amp loop.
80-W/ch min rms into 8 ohms from 20-20,000
Hz; THD 0.05% $1,000
M-AV3. Similar to above except no rec selector,
menu switching of tuner presets, on -screen dis-
play, and adjustable LCD $800

NAD Monitor Series 7400

NAD
Monitor Series 7600 150-W/ch Receiver
Bridgeable AM/FM stereo receiver with power
envelope circuitry. Features high -current output
stage; high -resolution phono preamp; MC pre-
preamp; close tracking soft -clipping circuitry.
Bass EQ; semi -parametric tone controls; wide/
narrow IF mode; speaker impedance selector.
150 W/ch rms; +4 dB dynamic headroom. In-
cludes wireless remote control with motor -driv-
en volume. Rack mountable $1,599

Monitor Series 7400 100-W/ch Receiver
Bridgeable AM/FM stereo receiver with power
envelope circuitry. Features soft -clipping cir-
cuit. 14 random AM/FM presets; MM/MC switch
on discrete 4 transistor phono preamp; semi -
parametric tone controls; bass EQ; preamp out/
main in. 100 W/ch rms; +5.7 dB dynamic
headroom. Includes remote control with motor -
driven volume. Rack mountable $999

Monitor Series 7100X 60-W/ch Receiver
Bridgeable AM/FM stereo receiver with power
envelope circuitry. Features soft -clipping cir-
cuit. 14 random AM/FM presets; MM/MC switch
on discrete 4 transistor phono preamp; bass EQ;
preamp out/main in. 60 W/ch rms; +6 dB dy-
namic headroom. Rack mountable $749

7240PE 40-W/ch Receiver
AM/FM receiver featuring soft -clipping circuit;
high -current output stage; low -noise phono pre -
amp. Speaker imp selector; bass EQ. 40 W/ch
rms; +6 dB dynamic headroom $499

7225PE 20-W/ch Receiver
AM/FM receiver featuring power envelope cir-
cuitry; soft -clipping circuitry. Preamp out/main
in; bass EQ; 5 -way speaker binding posts. 20 W/
ch rms; +4.4 dB dynamic headroom.... $329

Nakamichi TA -3A

NAKAMICHI
TA -4A 100-W/ch Receiver
Features Stasis power amplifiers (two internal
amplifiers). Multi -regulated isolated -ground
power supply; four high -Q twin-varicap diode
tuner; Fur differential
loudness and mute controls; MM/MC phono
preamp with defeatable subsonic filter; quartz
PLL tuner with 10 presets; 5 audio and 3 video
inputs; system remote control with multi -room
expansion capability. Amp section: 100 W/ch
cont avg into 8 ohms (135 W/ch max); FR 20-
20,000 Hz ±0.5 dB; THD <0.1% at 20-20,000
Hz; s/N >100dB. Tuner section: 50 -dB quieting
sens 37.5 dBf stereo; cap ratio 2.0 dB; alt-ch sel
65 dB ,±400,000 Hz. 17 x 5 x 14% in; 33
lb $1,295
TA -3A 75-W/ch Receiver. Similar to above but
75 W/ch; lacks remote multi -room expansion
capability; 4 audio and 3 video inputs; 17 x 4 x
14% in; 24 Ib, 4 oz $895
TA -2A 50-W/ch Receiver. Similar to above but
50 W/ch; 4 audio inputs; 17 x 4 x 14% in; 18 Ib,
15 oz $595

NIKKO AUDIO
R-550 55-W/ch Receiver
AM/FM receiver with Class AB power amplifier.
Features video image dubbing; automatic re-
cord out; optional rack mounting ears. Amplifi-
er section: FR 5-100,000 Hz at I W; THD
<0.06%; S/N 95 dB. Tuner section: 50 -dB quiet-
ing sens 37.2 dBf stereo; capture ratio 2.0 dB; al-
ternate -channel selectivity 75.8 dB. 1731 x 54s x
13; 32 lb $500
R-400. Identical to R-550 except for 40 W/ch,
processor feature, and single direction video
dubbing $350

ONKYO
TX-SV7 40-W/ch Receiver
Audio/video AM/FM receiver with 40 W/ch
front and 20 W/ch rear. Features MTS decoder
for stereo Tv broadcasts; processor with Dolby,
matrix, hall surround -sound effects, and simu-

lated stereo. Universal remote control that oper-
ates a variety of different brand audio and video
components; 36 AM/FM station presets; FM
mute; 4 speaker terminals; bass, treble, and bal-
ance controls; pre-out/main-in jacks; 2 video, 4
audio inputs $1,000

TX -860 80-W/ch Receiver
Receiver with discrete output circuitry and low -
impedance drive capability. Features AM/FM
tuner with 4 -mode APR (Automatic Precision
Reception) system: distant/local, IF bandwidth
(wide/narrow), hi -blend (on/off), and stereo/
mono. Video dubbing; 20 station presets with
battery -free backup; Selective Tone Control
with 50 -Hz boost; digital input; simulated -ste-
reo processor, stereo image, dynamic bass ex-
pander modes; sleep timer; RI remote compati-
ble. Controller included. 80 W/ch min rms into
8 ohms; dynamic power 185 W/ch into 2
ohms $500

TX -840 60-W/ch Receiver
Receiver with discrete output circuitry and low -
impedance drive capability. Features AM/FM
tuner with 3 -mode APR (Automatic Precision
Reception) system: IF bandwidth (wide/nar-
row), hi -blend (on/off), and stereo/mono. Video
dubbing; 20 station presets with battery -free
backup; Selective Tone Control with 50 -Hz
boost; digital input; simulated -stereo processor;
sleep timer; RI remote compatible. Controller
included. 60 W/ch min rms into 8 ohms; dy-
namic power 155 W/ch into 2 ohms .... $380

Integra Series
Integra TX -890 125-W/Ch Receiver

output circuitry and low -
impedance drive capability. Features FM tuner
with 5 -mode APR (Automatic Precision Recep-
tion) system to optimize reception: A/B anten-
na, RF (distant/local), IF bandwidth (wide/nar-
row/S-narrow), hi -blend (on/off), and stereo/
mono; dual FM antenna inputs. 20 station pre-
sets with battery -free backup; cable FM fine tun-
ning (25 kHz steps); dynamic bass expander; Se-
lective Tone Control with 50 -Hz boost; digital
input; MM/MC phono inputs; simulated -stereo
processor; video dubbing; alternate audio dub-
bing; rec out selector; sleep timer, pre-out/main-
in jacks; RI remote compatible. Controller and
side panels included. 125 W/ch min rms into 8
ohms; dynamic power 380 W/ch into 2

ohms $820

Onkyo TX-SV7

Integra TX -870 105-W/ch Receiver
Receiver with discrete output circuitry and low -
impedance drive capability. Features AM/FM
tuner with 4 -mode APR (Automatic Precision
Reception) system: distant/local, IF bandwidth
(wide/narrow), hi -blend (on/off), and stereo/
mono. 20 station presets with battery -free back-
up; Selective Tone Control with 50 -Hz boost;
cable FM fine tuning (25 kHz steps); digital in-
put; simulated -stereo processor; video dubbing;
alternate audio dubbing; sleep timer; pre -out/
main -in jacks; RI remote compatible. Controller
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included. 105 W/ch min rms into 8 ohms; dy-
namic power 310 W/ch into 2 ohms .... $680

Philips FR780
PHILIPS
FR980 4 -Ch Receiver
4-ch A/V receiver with Dolby Surround. Fea-
tures surround mode switch with matrix, spa-
tial, stereo, mono; digital synthesis AM/FM tuner
with 19 presets; 7 -band graphic EQ with pro-
grammable acoustic memory; motor -driven ro-
tary volume control for both channels; video
split screen with video noise reduction; record
selector with parallel recording capability; MM
or mc phono settings; ambience control switch;
9 audio inputs; 4 audio outputs; 4 video inputs;
3 video outputs; AM and FM antennas; head-
phone jack; function display; pre-set scanning
function for AM/FM tuner; re -modulator output
jack for optional re -modulator. Includes fifly-
key universal audio/video remote control with
liquid -crystal display. 125 W/ch (front); 15 W/
ch (rear); S/N 75 dB; THD 0.1%. x 167/s x 151/4
in; 35 lb $999

FR880 4 -Ch Receiver
4-ch A/V receiver with Dolby Surround. Fea-
tures surround mode switch with matrix, spa-
tial, stereo, mono; digital -synthesis AM/FM tuner
with 19 presets; motor -driven rotary volume
control for both channels; 9 audio inputs; 4 au-
dio outputs; 4 video inputs; 3 video outputs; AM
and FM antennas; headphone jack; function dis-
play; preset scanning function for AM/FM tuner;
re -modulator output jack for optional re -modu-
lator. Includes forty -four -key universal A/v re-
mote control with liquid -crystal display. 75
W/ch (front); 15 W/ch (rear); signal-to-noise ra-
tio 75 dB; total harmonic distortion 0.1%. 431t x
167/s x 151/4 in; 25 lb $649

FR780 70-W/ch Receiver
Features motorized volume control; 19 pro-
grammable station presets; alpha text mode dis-
play; separate bass EQ function; A/v tape -to -tape
dubbing. Includes wireless remote control. 70
W/ch min rms into 8 ohms; FR 20-20,000 Hz;
THD <0.05% $549

PIONEER
VSX-9500S 125-W/ch Receiver
A/V receiver with Dolby Pro Logic Surround
processor and digital delay. Features type II
non -switching amp rated at 125 W/ch front, 30
W/ch rear, 30 W/ch center; motor -driven vol-
ume control; 5 audio inputs; video adaptor
loop; 6 video inputs; stadium sound; simulated
surround sound; FL display; programmable
multi -room remote control; video enhancer
with split-screen monitoring; VCR noise filter; 5 -
position remote -operated acoustic tonal setting
memory; pre -outs and main input terminals; 30
AM/FM presets; memory scan; manual, automat-

ic, and direct -access tuning; HITS (Hyper Intel-
ligent Tuning System) enables memory display
by radio -station call letters and user -selected
categories $1,050

VSX-7500S 125-W/ch Receiver
A/V receiver with Dolby Surround processor.
Features type II non -switching amp rated at 125
W/ch front, 30 W/ch rear; programmable re-
mote; 6 video inputs; 5 audio inputs; video
adaptor loop; simulated stereo; split-screen vid-
eo enhancer; video recording enhancer; VCR
noise filter; 30 AM/FM presets; auto dimmer; 60/
30 -minute sleep timer $900

VSX-5400 100-W/ch Receiver
A/V receiver with Dolby Surround processor
and digital delay. Features type II non -switching
amp rated at 100 W/ch front, 15 W/ch rear; 4
audio inputs; 3 video inputs; stadium sound;
simulated surround sound; FL display; 30 AM/
FM presets; video enhancer with split-screen
monitoring. Includes programmable remote
control $650

VSX-3300S 80-W/ch Receiver
A/V receiver with Dolby Surround processor,
digital delay, and remote control. Features type
III non -switching amp rated at 80 W/ch; 3 au-
dio inputs; 2 video inputs; 5 -band graphic EQ;
FL display. programmable remote control; 24
AM/FM presets $445
VSX-3300. As above with normal Pioneer SR
remote control $395

PROTON
AV -646 60-W/ch Receiver
Receiver with Dynamic Power on Demand cir-
cuitry. Features Aphex Aural Exciter circuitry;
Schotz II tuner; remote control; 18 FM and 9 AM
presets; rotary tuning; PLL synthesis; 2 -color
LCD display. Amplifier section: 60 W/ch into 8
ohms; frequency response 20-20,000 Hz ±3 dB;
total harmonic distortion 0.02% at rated power.
Tuner section: 50 -dB quieting sens 32µV mono,
30µV stereo; cap ratio 10 dB; AM rej 65 dB. 81/2
x 441 x 15%; 15.5 lb $900

D940 40-W/ch Receiver
Receiver with Dynamic Power on Demand
(DPD) circuitry and Schotz NR. Features 4 -gang
FM front end; 2 -gang AM front end; selectable
phono section for MM and mc phono; speaker
EQ; separate low -noise sic amp; active volume
control; infrasonic filter. Inputs for MM, MC
phono; phono 2; tape; aux; extra aux; CD; video
sound source. Amp section: 40 continuous aver-
age W/ch from 20-20,000 Hz with less than
0.02% THD into 8 ohms; dynamic headroom 6
dB; IHF IM 0.008%; FR 20-20,000 Hz ±0.2 dB.
FM section: alt-ch sel 55 dB; adj-ch sel 90 dB;
50 -dB quieting sens 33.2 dBf stereo; S/N 70 dB
stereo; Tito stereo 0.2%; sep 45 dB at 1,000 Hz;
capture ratio 1.5 dB. 161/2 x 4 x 10% in; 20
lb $489

REALISTIC
STA-785 50-W/ch Receiver
Quartz digital tuning; search up or down; feath-
er -touch controls; 6 AM/6 FM presets; FM mut-
ing; 5 -LED signal -strength meter; loudness con-
trol. Inputs for MM phono; tape; aux; CD player.
Amp section: 50 W/ch into 8 ohms. FM section:
capture ratio 2 dB; FR 40-20,000; S/N 56 dB, 67
aux; AM rej 45 dB; alt-ch sel 50 dB $200

-7.

- imnosims

Pioneer VSX-9500S
REVOX
B285 70-W/ch Receiver
AM/P11 stereo receiver with two microproces-
sors for control of input sensitivities, output
levels, and operating functions. Features alpha-
numeric multi -mode LCD display; 29 AM or FM
presets; level and reception mode (mono/stereo,
blend) separately programmable for each preset
station; programmable volume limit; -20 dB
mute button; subsonic filter; loudness contour;
programmable output levels for A and B speak-
er pairs; comprehensive speaker protection cir-
cuits, serial data bus for external control de-
vices; wireless infrared remote control
(transmitter optional). Inputs for phono, tape,
CD player, tape 2. Amp section: frequency re-
sponse 20-20.000 +0,-0.3 dB; total harmonic
distortion 0.005% (1,000 Hz, 90 W, 4 ohm); dy-
namic headroom 2.5 dB; s/N 96 dB line, 80 dB
phono. FM section: 50 -dB quieting sens 15.2 dBf
mono, 36.8 dBf stereo; alt ch sel 96 dB; S/N 78
dB; capture ratio 0.8 dB. AM section: S/N 60 dB.
1714 x 6 x 13 in; 33 lb $2,995

ROTEL
RX855 50-W/ch Receiver
AM/FM receiver with dual -mono power supply.
Features direct signal paths; 8 AM and 8 FM pre-
sets; inputs for MM and mc phono, CD. tuner,
video, tape I, tape 2. Amp section: 50 W/ch into
8 ohms; FR 20-20,000 Hz; THD <0.03%; S/N 102
dB. Tuner section: 50 -dB quieting sens 37.2 dBf
stereo, 15.2 dBf mono; cap ratio 1.0 dB. 17 x 4%
x 13% in; 25 lb $549

RX850A 30-W/ch Receiver
AM/FM receiver with 16 station presets. Features
protection circuitry; remote mounted switches;
hard -wired direct speaker terminals; direct sig-
nal paths; inputs for mm/mc phono, CD, tuner,
video/aux, tape. Amp section: 30 W/ch into 8
ohms; FR 20-20,000 Hz ±3 dB; THD <0.3%; s/
N 95 dB. Tuner section: 50 -dB quieting sens
37.2 dBf stereo, 15.2 dBf mono; cap ratio 1.0
dB. 171/2 x 2% x 13 in; 26 lb $399

SANSUI
RZ-7000 70-W/ch Receiver
AM/FM receiver with quartz-PLL synthesizer tun-
er and 5 -band graphic EQ with 5 factory -set pat-
terns. Features 3 extra -large heatsinks; low -im-
pedance capability; 30 random station presets;
preset scan; station call memory; memory for 30
user -set patterns for tuner, and 5 other user -set
patterns; vcit and cassette dubbing capability;
connections for AM loop and indoor/outdoor
FM antennas; inputs for CD, phono, tape, VCR I,
VCR 2/vDP, and processor; outputs for head-
phones, A, B, and A + B speakers; motorized
volume control; pale -blue FL display. Includes
36 -key multi -function integrated system remote
control. Amp: 70 W/ch into 8 ohms; THD
<0.02%; S/N 76 dB. Tuner: FM usable sens 11.2
dBf mono; S/N 70 dB; THD <0.2%. 5 x 17 x 131/4
in; 22 lb. Matte -black finish $570

Ri-5000 60-W/ch Receiver
AM:FM receiver with quartz-PLL synthesizer tun -
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er and 30 random station presets. Features pre-
set scan; station call memory; extra -large heat -
sink; low -impedance capability; VCR and
cassette dubbing capability; connections for AM
loop and indoor/outdoor FM antennas; inputs
for CD, phono, tape, VCR I, VCR 2/vDP, and
processor; outputs for headphones, A, B, and
A + B speakers; motorized volume control; pale -
blue FL display. Includes 36 -key multi -function
integrated system remote control. Amp: 60 W/
ch into 8 ohms; THD <0.05%; S/N 76 dB. Tuner.
FM usable sens 11.2 dBf mono; S/N 70 dB; THD
<0.25%. 5 x 17 x 1344 in; 21 lb. Matte -black fin-
ish $430

Scorr
RS500 50-W/ch Receiver
Receiver with remote control. Features 7 -band
graphic equalizer; electronic volume control;
power meter; loudness control; high filter; 8 AM/
8 FM station presets. Inputs for MM phono, tape,
CD/DAT, video sound source. Amp section: 50
W/ch into 8 ohms. FM section: usable sens 5µV
(19.2 dBf) $250

RS250 25-W/ch Receiver
Quartz digital -synthesizer tuning section; pow-
er -output meter, high filter; presets for 8 AM/8
FM stations. Inputs for MM phono; tape; CD/
DAT. Amp section: 25 W/ch into 8 ohms. FM
section: usable sens 5 AV (19.2) S 150

SHARP
SA-R55AV 55-W/ch Receiver
Receiver with RCA type video input terminal
and monitor output. Features 34 -key infrared
remote control; 30 presets (20 Pm/10 AM); ma-
trix surround sound; bass boost; 5 -band graphic
equalizer; LCD frequency display. 55 W/ch from
20-20,000 Hz; THD 0.08%. 17 x 5 x 11 in $380

SHERWOOD
RV -1340R 100 W/ch Receiver
4-ch A/v receiver with Dolby Surround. Fea-
tures dual -gate MOSFET; quartz -locked comput-
erized tuning. 5 -band graphic EQ; 2 video in-
puts; video enhancer; direct switch; 30 station
presets; preset scan; auto tuning; tape monitor,
headphone jack. Includes full -function infrared
wireless remote control. Amp section: 100 W/ch
into 8 ohms (front), 20 W/ch into 8 ohms (rear);
FR 20-20,000 Hz; THD 0.04%; IMD 0.04%; S/N 79
dBA (phono), 100 dBA (aux). Tuner section: us-
able sens 9.8 dBf; 50 dB quieting sens 36.1 dBf
(stereo), 17.2 dBf (mono); THD 0.15% (mono),
0.25% (stereo); 50 dB stereo sep at 1,000 Hz; alt-
ch sel 70 dB. 5 x 174% x 15 in $499

RA -1240R 70-W/ch Receiver
A/v receiver with surround sound. Features
dual -gate MOSFET; quartz -locked computerized
tuning. 5 -band graphic EQ; 30 preset stations;
video sound input; preset scan; auto tuning;
tape monitor; headphone jack. Includes full -
function infrared wireless remote control. Amp
section: 70 W/ch into 8 ohms; FR 20-20,000 Hz;
THD<0.08%; IMD 0.05%; S/N 75 dBA (phono),
95 dBA (aux). Tuner section: Usable sens 10.8
dBf; 50 -dB quieting sensitivity 19.2 dBf (mono),
36.8 dBf (stereo); total harmonic distortion
0.2% (mono); stereo sep at 1,000 Hz 45 dB; fre-
quency response 10-15,000 Hz; cap ratio 2 dB;
alt ch sel 60 dB. 5 x 173% x 15 in $329

SONY
STR-D2010 130-W/ch Receiver
AM/FM receiver with digital signal processing
and programmable remote control. Features
digital parametric equalizer; Dolby Surround
processor with digital delay and digital noise re-
duction; tuner EQ link; index tuning; direct com-
parator tuning with direct access tuning; 3 video
inputs with 5 -video capability; built-in demon-
stration mode. Tuner section: S/N 84 dB mono,
78 dB stereo; THD 0.2% mono, 0.4% stereo; sel
60 dB; sep 45 dB (at 1,000 Hz). 17 x 57 x 14 in;
26 lb, 7 oz $1,100

STR-AV1010 120-W/ch Receiver
Audio/video receiver with programmable re-
mote control. Features 120 W/ch into 8 ohms;
tuner EQ link; Dolby Surround -sound processor
with digital delay and digital noise reduction;
dynamic bass feedback; 7 -band electronic
graphic equalizer; spectrum analyzer display; in-
dex tuning. Tuner section: S/N 84 dB mono, 78
dB stereo; THD 0.2% mono, 0.4% stereo; sel 60
dB; sep (at 1,000 Hz) 45 dB. 17 x 51/4 x I Ds in;
21 lb, 3 oz $700

STR-AV910 100-W/ch Receiver
Audio/video receiver with remote control. Fea-
tures 100 W/ch into 8 ohms; Dolby Surround -
sound processor with digital delay; 7 -band elec-
tronic graphic equalizer; spectrum analyzer
display; index tuning; direct comparator tuning
with direct access tuning; tuner EQ link; dynam-
ic bass feedback. Tuner section: S/N 80 dB
mono, 74 dB stereo; THD 0.3% mono, 0.5% ste-
reo; sel 60 dB; sep (at 1,000 Hz) 45 dB. 17 x 544
x 1374 in; 21 lb $480

STR-AV710 55-W/ch Receiver
Audio/video receiver with remote control. Fea-
tures 55 W/ch into 8 ohms; matrix surround
sound; index tuning; direct comparator tuning
with direct access tuning; tuner EQ link; dynam-
ic bass feedback; 5 -band electronic graphic
equalizer; spectrum analyzer display. Tuner sec-
tion: S/N 80 dB mono, 74 dB stereo; THD 0.3%
mono, 0.5% stereo; selectivity 60 dB; separation
(at 1,000 Hz) 45 dB. 17 x 51/8 x 1144 in; 14 lb, 13
oz $350

ES Series
STR-GX1OES 150-W/ch Receiver
Audio/video receiver with programmable re-
mote. Features 150 W/ch cont into 8 ohms, 20-
20,000 Hz, with 0.007% THD; spontaneous twin
drive power supply design; copper -plated G -
Chassis design constructed with non-metallic
compound; separate power supplies for system
control and audio circuit stages; audio/video
switching capability (3 video sources); video
and tape dubbing capability; S -video terminals;
defeatable subsonic filter; 3 -band, low noise,
high -gain negative feedback type tone controls;
source direct switch; quartz frequency -synthe-
siser tuning; wave optimized digital stereo de-
coder, 20 station presets. Tuner section: S/N 84
dB; THD .08%; sel 90 dB; sep (at 1,000 Hz) 60
dB $1,200

STR-GX9ES 130-W/ch Receiver
Audio/video receiver with programmable re-
mote control. Features 130 W/ch continuous
into 8 ohms, 20-20,000 Hz, with 0.008% THD;
spontaneous twin drive power supply design; G -
Chassis design constructed with non-metallic
compound; separated power supplies for system
control and audio circuit stages; audio/video
switching capability (3 video sources); video

and tape dubbing capability; S -video terminals;
defeatable subsonic filter; 3 -band, low noise,
high -gain negative feedback type tone controls;
source direct switch; quartz frequency -synthesis
tuning; wave optimized digital stereo decoder;
20 station presets. Tuner section: S/N 84 dB;
THD .08%; sel 90 dB; sep (at 1,000 Hz) 60
dB $1,000

Sony STR-GX7ESII

STR-GX7ESII 120-W/ch Receiver
Audio/video receiver with programmable Re-
mote Commander. Features 120 W/ch continu-
ous into 8 ohms, 20-20,000 Hz, with 0.008%
THD; spontaneous twin drive power supply de-
sign; G -chassis design constructed with non-me-
tallic compound; separate power transformers
for the system control and audio circuitry;
switching for three video sources; S -video ter-
minals; low -noise, negative -feedback type tone
controls; source -direct switch; quartz frequency -
synthesis tuning; 20 station presets. Tuner sec-
tion: s/N 76 dB; THD 0.2%; sel 65 dB; sep (at
1,000 Hz) 50 dB $750

STR-GX5ESII 80-W/ch Receiver
Features 80 W/ch cont into 8 ohms, 20-20,000
Hz, with 0.08% THD; spontaneous twin drive
power supply design; separate power transform-
ers for the system control and audio circuitry;
A/V switching capability; source direct switch;
adaptor input/output; 30 station presets. In-
cludes remote control. Tuner section: S/N 74 dB;
THD 0.5%; sel 60 dB; sep (at 1,000 Hz) 45
dB $500

TEAC
AG -75 75-W/ch Receiver
AM/FM receiver with quartz PLL synthesized
tuning. Features high -current discrete circuit.
Matrix surround; rec selector; variable loudness
control; CD direct; motorized volume; CD/vat
and Tape/DAT inputs; 16 -station memory; auto
tuning; stereo/mono switch; FL display. In-
cludes 28 -key wireless remote control. Amp sec-
tion: 75 W/ch rms into 8 ohms; FR 40-20,000
Hz; THD 0.05%; S/N 80 dB (phono), 92 dB (CD/
aux, tuner, tape). FM tuner section: usable sens
11.2 dBf (mono); AM rej 55 dB; cap ratio 2 dB;
image rej 47 dB; THD at 1,000 Hz 0.2% (mono),
0.5% (stereo); stereo sep at 1,000 Hz 40 dB; S/N
78 dB (mono), 72 dB (stereo) $400

AG -55 55-W/ch Receiver
AM/FM receiver with 7 -band graphic EQ with
± 10 dB boost/cut. Features Quartz synthesized
PLL tuner. LED power meters; CD, aux and Tv/
vat inputs; high cut filter and bass boost EQ
switch; dual speaker terminals; 8 AM/FM ran-
dom access station memory; auto station
search; LED frequency display. Amp section: 55
W/ch min continuous rms into 8 ohms; FR 20-
20,000 Hz; THD 0.5%; S/N 70 dB (phono). Tuner
section: FM usable sens 11.2 dBf (mono); image
rejection 45 dB; THD at 1,000 Hz 0.25% (mono),
0.5% (stereo); stereo sep 40 dB $300
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TECHNICS
SA -R530 100-W/ch Receiver
A/v receiver with quartz digital tuner and
Dolby -Surround processor. Features rear -
mounted thermally triggered fan; 7 -band graph-
ic EQ/spectrum analyzer with 5 factory preset
curves and 5 user assignable curve memories;
24 preset channel memory; auto -simulcast tun-
ing; motor -driven volume control; 3 A/v inputs;
6 audio inputs; video output for monitor; full -
function FL display; 6 digital A/v surround
modes including Dolby and stereoplex simulat-
ed stereo. Includes 96 -key intelligent remote
control. 100 W/ch into 8 ohms; THD<0.007%;
FR 20-20,000 Hz $695

SA -R477 100-W/ch Receiver
A/V receiver with quartz synthesizer tuner,
Dolby Surround, digital delay circuit, and 7 -
band graphic EQ. Features 2 -color FL display; 4
audio inputs; 2 VCR inputs; internal cooling fan;
preamp out; main -amp in; A + B speaker termi-
nals; loudness switch. Includes 45 -key A/v re-
mote control. Amp section (front ch): 100 W/ch
min rms into 8 ohms; THD 0.008%; FR 20-
20,000 Hz; /S/N 70 dB. (Rear ch) 5 W/ch into 8
ohms; THD 0.8% at 1,000 Hz. FM tuner section:
sens 11.2 dBf; 50 dB quieting sens 20.2 dBf
(mono), 40.2 dBf (stereo); THD 0.2% (mono),
0.3% (stereo); S/N 75 dB (mono), 70 dB (stereo);
FR 20-15,000 Hz +1/-2 dB; alt-ch sel 65 dB;
cap ratio 1.0 dB; AM rej 50 dB; stereo sep 40 dB
(at 1,000 Hz), 30 dB (10,000 Hz). 17 x 5/13 x 1174
in; 18.1 lb $530

SA -R377 80-W/ch Receiver
A/V receiver with quartz synthesizer tuner and
7 -band graphic EQ/spectrum analyzer. Features
internal cooling fan. 2 -color FL display; remote -
controllable rotary type volume; 4 audio inputs;
2 VCR inputs; preamp out; main -amp in; A + B
speaker terminals; loudness switch. Includes 42 -
key A/v remote control. Amp section: 80 W/ch
min rms into 8 ohms; THD 0.008%; FR 20-
20,000 Hz; /S/N 70 dB. FM tuner section: sens
11.2 dBf; 50 dB quieting sens 20.2 dBf (mono),
40.2 dBf (stereo); THD 0.2% (mono), 0.3% (ste-
reo); S/N 75 dB (mono), 70 dB (stereo); FR 20-
15,000 Hz +1/-2 dB $380

SA -R277 60-W/ch Receiver
AM/FM quartz synthesis tuner with 7 -band
graphic EQ. Features internal cooling fan. 2 -col-
or FL display; 24-ch preset memory; remote-
cOntrollable rotary type volume; 4 audio inputs;
2 video inputs; A+ B speaker terminals; loud-
ness switch. Includes 32 -key A/V remote control.
Amp section: 60 W/cli min rms into 8 ohms;
THD 0.05%; FR 20-20,000 Hz; S/N 70 dB. FM tun-
er section: sens 11.2 dBf; 50 -dB quieting sens
20.2 dBf (mono), 40.2 dBf (stereo); THD 0.2%
(mono), 0.3% (stereo); S/N 75 dB (mono), 70 dB
(stereo); FR 20-15,000 Hz +1/-2 dB; alt-ch sel
65 dB; cap ratio 1.0 dB; AM rej 50 dB; stereo sep
40 dB (at 1,000 Hz), 30 dB (10,000 Hz). 17 x 41/2
x 117/8 in; 15.6 lb $330

VECTOR RESEARCH
VRX-9200R 120-W/ch Receiver
Features 8 discrete output transistors; Dolby
Surround; quartz sythesis tuning. 4 x 40 W pre-
out/main-in jacks; video signal routing; A/v
processing loop; video monitor output; dedic-
tated CD input; 20 station presets; preset scan;
mono/stereo switch; motorized rotary volume
control; A/B RF antenna inputs; FM autoscan; 2
tape monitors with dubbing in either direction;

Vector Research VRX-5200R

2 A/v monitors with dubbing; MC head amp;
high and subsonic filters; parallel speaker
switching; surround level, front/rear balance; re-
mote control. Amp: FR 10-50,000 Hz; THD
0.03%; IM 0.03%; damping factor 120. Tuner:
50 -dB quieting 14.6 dBf mono, 35.5 dBf stereo;
cap ratio I dB; alt-ch sel 65 dB. 17 x 51/2 x 151/2
in; 26 lb $850

VRX-8200R 110-W/ch Receiver
Features 8 discrete output transistors. Pre -out/
main -in jacks; video signal routing; A/v process-
ing loop; video monitor output; dedicated CD
input; quartz -synthesis tuning; 20 station pre-
sets; preset scan; mono/stereo switch; A/B RF
antenna inputs; FM autoscan; 2 tape monitors
with bi-directional dubbing; mc head amp; high
and subsonic filters; parallel speaker switching;
motorized rotary volume control; remote. Amp:
FR 10-50,000 Hz; THD 0.03%; IM 0.03%; damp-
ing 120. Tuner 50 -dB quieting sens 14.6 dBf
mono. 35.5 dBf stereo; cap ratio I dB; alt-ch sel
65 dB. 17 x 51/2 x 151/2 in; 24 lb $660

VRX-5200R 50-W/ch Receiver
Features discrete output transistors; quartz syn-
thesis tuning. 20 random AM/FM presets; dedi-
cated CD inputs; A/v processing loop; 2

switched/unswitched outlets; separate FM mute
and mono; video monitor out; rotary volume
control with LED; pre -out main -in jack; video
signal routing; 75 -ohm connector, AM/FM auto -
scan. Amp: THD 0.07%; IM 0.07%; FR 10-50.000
Hz. Tuner: 50 -dB quieting sens 15.6 dBf mono.
37.6 dBf stereo; cap ratio 1.3 dB; alt ch sel 60
dB. 17 x 41/2 x 131/2 in; 17 lb $370

YAMAHA
RX-1130Ti Receiver
4-ch AM/FM A/v receiver with 5 -mode surround
including Dolby, natural, hall, simulated stereo.
live and continuously variable delay time (10
ms to 30 ms). Features computer servo lock tun-
ing system; 24 -segment signal -strength meter;
high dynamic power low -impedance drive capa-
bility; 8 audio, 3 video inputs; rear level control;
front/rear pre -main coupling terminals; banana
plug compatible speaker connection terminals;
center defeat bass, mid, and treble controls; 8 -
position rec out selector; 16 -station random ac-
cess preset tuning with multi -status memory;
sleep timer; continuously variable loudness;
motor driven volume control with LED indica-
tor. Includes learning capable multi -function re-
mote control with RS integrated system remote
control pre-programmed. Front ch: 125 W/ch
min rms into 8 ohms; FR 20-20,000 Hz; THD
0.015%. Rear ch: 30 W/ch into 8 ohms at 1,000
Hz; THD 0.08%. Titanium finish.; 37 lb . $1,199

RX1100U 125-W/ch Receiver
AM/FM receiver with RS integrated system re-
mote control. Features digital tuner; absolute
linear amplification; high dynamic power; low -
impedance drive capability; I6 -station random
access preset tuning; digital fine tuning; continu-
ously variable loudness control; dual tape moni-

tor inputs; pre -main coupling terminals; 3 video
source inputs; audio and video rec out selectors;
video enhancer with level and detail control;
switching for 3 pairs of speakers, LED indicator
on volume knob. 125 W/ch min rms into 8
ohms; FR 20-20,000 Hz; THD<0.015% Black
finish; 30 lb $999

RX-930Ti 4 -Ch Receiver
4-ch AM/FM receiver with 3 -mode surround
sound including Dolby, natural, and simulated
surround. Features direct PLL IF count synthesis
tuning; 16 -station random access preset tuning
with multi -status memory; 12 -segment signal -
strength meter; center defeat bass, and treble
controls; rear level control; 8 -position rec out
selector; front/rear pre -main coupling terminals;
high dynamic power low -impedance drive caps-
bilitv; 8 audio. 3 video inputs; motor -driven
volume control with LED indicator; sleep timer;
continuously variable loudness. Includes learn-
ing capable multi -function remote control with
RS integrated system remote control pre-pro-
grammed. Front ch: 85 W/ch min rms into 8
ohms; FR 20-20,000 Hz; THD<0.15%. Rear ch:
25 W/ch into 8 ohms at 1,000 Hz; THD 0.08%.
Titanium finish; 26 lb $849
RX-930. As above, black $849

Yamaha RX-1130Ti

FtX-830Ti 4 -Ch Receiver
4-ch AM/FM receiver with 3 -mode surround
sound including Dolby, natural, and simulated
surround. Features rear -level control; direct PLL
IF count synthesis tuning; 16 -station random ac-
cess preset tuning with multi -status memory;
I 2 -segment signal -strength meter; 6 -position rec
out selector, 6 audio. 2 video inputs; high dy-
namic power low -impedance drive capability;
motor driven volume control with LED indica-
tor; sleep timer; center defeat bass, and treble
controls; continuously variable loudness. In-
cludes learning capable multi -function remote
control with RS integrated system remote con-
trol pre-programmed. Front ch: 70 W/ch min
rms into 8 ohms; FR 20-20,000 Hz;
Ti -o<0.015%. Rear ch: 15 W/ch into 8 ohms at
1.000 Hz; THD 0.1%. Titanium finish; 20 lb$599
RX-830. As above, black $599

RX-730 70-W/ch Receiver
AM/FM receiver with RS integrated system re-
mote control. Features high dynamic power
low -impedance drive capability; digital tuner;
16 -station random access preset tuning; contin-
uously variable loudness; 2 video source inputs;
tone bypass switch; CD -direct switch; 12 seg-
ment signal -quality meter; high -gain AM loop
antenna; 6 position rec out selector; sleep timer;
A +B speaker selector; LED indicator on motor-
ized volume control; pre -main coupler. 70 W/ch
min rms into 8 ohms; FR 20-20,000 Hz;
THD<0.02%. Black; 15.5 lb $499
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POWERAMPLIFIERS

ACCUPHASE BY MADRIGAL
P-102 50-W/ch Amplifier
Features two all -stage push-pull power units in
bridged configuration. Class A MOSFET push-
pull output stage; cascode push-pull differential
input stage; twin mono construction using two
mono amplifiers and two separate power sup-
plies for L/R channels; direct -coupled amplifier
with DC servo configuration; capable of driving
80 W into 4 ohms and 70 W into 2 ohms. Power
meter; 40.000 ohm balanced input and 20,000
ohm unbalanced phono jack. FR 20-20.000 Hz
+0, -2: THD <0.01%; S/N 120 dBA; IM
0.003%; damping factor 70. 181/4 x 61/4 x 16 in:
48 lb, 6 oz $4.400

ACOUSTIC RESEARCH
A-07 70-W/ch Amplifier
Features switchable side -chain feedback tone
control, filters and provision for moving mag-
net and moving -coil cartridges. Remote control-
lable when linked to the T -06/R tuner. Frequen-
cy response 15-20,000 Hz, -0.3 dB; THD 0.03%;
signal-to-noise ratio 100 dBA; IM 0.03%; damp-
ing factor 100; 171/4 x 31/2 x 101/4 in; 25 lb. 2
oz $500
A-05. Similar to above but 40 W/ch $400
A-03. Similar to above but 30 W/ch $300
RC -03. Remote control for the A-07 $25

AUDIO DESIGN ASSOCIATES
PF-300 100-W/ch Amplifier
MOSFET power amplifier capable of driving 1/2 -
ohm loads continuously. Features front panel
power switches, indicators and fuses; dual mono
design with independent toroidal transformers.
100 W/ch from 20-20.000 Hz with no more
than 0.09% THD into 8 ohms; 160 W/ch into 4
ohms; slew rate 15 Vhisec; IM 0.07%. 19 x 51/4 x
151/2 in; 37 lb $1,695

arSIMMINIA
CI=

MEM
Audio Research Classic 60

ADCOM
GFA-555 200-W/ch Amplifier
Able to drive I -ohm loads. Features low -nega-
tive -feedback design; constant damping factor;
toroidal transformer; instantaneous distortion
alert when distortion produced higher than 1%
at speaker outputs; direct -coupled design. 200
W/ch into 8 ohms; 350 W/ch into 4 ohms; THD
<0.09% and IM <0.05%; constant damping fac-
tor >100. 20-20,000 Hz $750

GFA-545 100-W/ch Amplifier
Able to drive 1 -ohm load. Features low -nega-
tive -feedback design; constant damping factor;
toroidal transformer; instantaneous distortion
alert when distortion produced higher than 1%
at speaker outputs; direct -coupled design. 100

W/ch into 8 ohms, THD <0.09%, 150 W/ch into
4 ohms: IM 0.008%. 51/2 x 17 x 121/2 in; 25
lbs $500

GFA-535 60-W/ch Amplifier
Able to drive I -ohm load. Features low -nega-
tive -feedback design; constant damping factor;
hookup for 2 sets of speakers; instantaneous dis-
tortion alert when distortion products higher
than 1% at speaker outputs; direct -coupled de-
sign; separate power transformers for each ch.
THD <0.09%. 100 W/ch into 4 ohms; IM
0.008%. 31/4 x 17 x 121/2 in $300

A/D/S/
PA4 150-W/ch Amplifier
Features all discrete transistors; polypropylene
capacitors: metal -film resistors; 10 bipolar out-
put devices per ch; open -loop bandwidth of
<100 MHz to avoid rate limiting and stability
with complex speaker loads; toroidal transform-
ers for low noise and high current. Drives 2
pairs of speakers; power and speakers switched
from a/d/s/ CC4 control center or R4 receiver;
clipping LED's. 150 W/ch into 4 or 8 ohms.
<0.05% THD; bridgeable to 250 W in mono. FR
20-20,000 Hz +0,-0.2 dB; s/N >110 dBA at
1.000 Hz; dynamic headroom >1.5 dB; damp-
ing factor >100, 4 ohms; slew rate >30 V/Ads.
21/4 x 171/2 x 1414 in; 27 lb $900

AUDIO BY VAN ALSTINE
Transcendence 200-W/ch Amplifier
Hybrid power amplifier with MOSFET's. Fea-
tures low -imp drive capability. 200 W/ch into 8
ohms; THD<0.01%; 17 x 141/2 x 71/2 in; 38
lb $1,995

Model 280D 160-W/ch Amplifier
Features low -impedance drive capability. 160
W/ch into 8 ohms; 0.01% THD. 17 x 10 x 5 in; 28
lb $775

AUDIO RESEARCH
M300 Mk11 300-W Amplifier
Hybrid mono design with FET (for front end)
and vacuum tubes (in output stage); cross -cou-
pled circuit; front -panel replaceable line and
screen voltage fuses with LED indicators; 2 inte-
gral low -noise cooling fans (switchable for "Hi"
or "Lo"): standby switch for warmup or inter-
ruptions; auto muting for silent shutdown; gold-
plated inputs connect ground before hot; output

taps for I. 2, 4, or 8 ohms; front and rear han-
dles. 300 min W cont avg from 16-25.000 Hz
with <0.051% THD into 8 ohms; power at clip-
ping 330 W; FR 10-60,000 Hz -3 dB; S/N 90 dB;
slew rate 25 Vhisec; 101/2 x 19 x 16 in; 110
lb $5.495

Classic 150 140-W Amplifier
Hybrid mono power amplifier with matched
FET in front end and vacuum tubes in triode
configuration in output. Features tube protec-
tion circuit; cross -coupled circuit. Standby
switch; auto muting; balanced output. 140 min
W cont avg into 1-2-4-8 ohms from FR 7-
100,000 Hz -3 dB $4,995

Classic 60 60-W/ch Amplifier
Stereo hybrid power amplifier with matched
FIT in front end and vacuum tubes operating in
triode configuration in output. Features auto IR'
balance servo circuit; driver balance servo:
automatic bias correction adjusts for incoming
line voltage. Low noise fan; front -panel fusing
for line and screen. 60 min W/ch cont avg from
FR 12-40,000 Hz -3 dB. 7 x 19 x 15N in; 63
lb $3,295

B&K COMPONENTS
Pro -600 250-W/ch Amplifier
Dual -mono power amplifier with 200 W/ch
cont avg into 8 ohms and 350 W/ch cont avg
into 4 ohms. Features Class A pre -driver circuit-
ry driving a Class AB MOSFET output stage; to-
roidal transformers; digital audio compatibility:
balanced inputs. FR 1-100.000 Hz; THD <0.09%
at 1.000 Hz; s/N 95 dB: IM 0.09%; slew rate 24V/
µsec; damping factor 600; dynamic headroom
1.1 dB $1,698

ST -202 150-W/ch Amplifier
Power amplifier with gold-plated connectors for
driving 8- and 4 -ohm loads. 150 continuous W/
ch from 20-20,000 Hz with no more than 0.09%
THD into 8 ohms; frequency response 5-45.000
Hz ± 3 dB; signal-to-noise ratio 95 dB; dynamic
headroom 1.5 dB; slew rate II V/Asec; IM
0.09%; 200 W into 4 ohms. 6 x 19 x 15 in; 25
lb $648

BEDINI
BA -803 200-W/ch Amplifier
Solid-state stereo amplifier. 200 W/ch rms into
8 ohms and 400 W/ch rms into 4 ohms;
THD<0.15% 8 ohms rated power; im< 1%; FR
20-20,000 Hz; SIN 105 -dB; dynamic headroom 3
dB; damping factor 500 min; slew rate 55 V/
µsec. 71/2 x 19 x 181/4 in; 50 lb $3,000
BA -801. Similar to above. 100 W/ch rms into 8
ohms; 140 W/ch rms into 4 ohms $1,500

MK Components ST -202

BELLES RESEARCH
450 200-W/ch Amplifier
Solid-state power amplifier with dual comple-
mentary bipolar transistor circuitry and power
mosEET's. All components are mounted on a
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a.

-Leonard Feather, Celebrated Jazz Critic
for th., L A Times, Washington Post News
Service and Author of many books including
"The Jazz Years- Earwitness to an Era"

"BBE made my
audio system sound better
than I ever dreamed possible!"

"Listening to music has been my

vocation and avocation for a lifetime. I've spent

countless hours sitting in front of bandstands

while some of the world's greatest musicians

mesmerized me with their artistry.

"Listening to recorded music, of course,

falls short of the delights of listening to a live

performance. I was therefore skeptical when told

that BBE could make a dramatic improvement to

virtually all audio systems and I had to hear it

for myself.

"I was amazed at how much better the

BBE 1002 made my music system sound! There

was a presence, a being there sense of excite-

ment. The rich textures of the instrumental

sounds, the subtle nuances and details in the

music come through with clarity and authenticity.

"BBE is clearly one of the most

important advances in the electronic

reproduction of music to come along in my

lifetime. Bravo, BBE! Encore!"

The Great Professional
Music Magazines Love BBE

"The difference in processed audio

and non -processed audio is like the

difference between high-fidelity speakers with

and without pillows placed in front of them."

-Radio World

"There was no doubt the BBE

processor added more spatial quality, more

transients and more clean highs. This is the

first black box that actually helped make my

music sound the way that I knew it should.

The effect s shattering!"

-Music Technology

BBE Really Fits In
Measuring 161/2" x 9" x 13t4", BBE fits

perfectly into your audio rack. Then just plug

it into your wall socket and standard tape loop.

Full Money -Back Guarantee
If you're not completely satisfied

with the BBE 1002, return it w.thin 30
days. We'll refund your money. No
questions asked.

Full Warranty
All BBE products are backed by

a full year's warranty on all parts and
labor-and by our reputation for
innovation and leadership in the audio
and electronics industries.

Easy to Order
It's as easy as one, two, or three.

1. Call us. Toll free. 1-800-233-8346.

In California, 1-800-558-3963.

2. Or, complete and send us the coupon

at right.

3. Or, if you're in New York, New Jersey,

Connecticut, Pennsylvania, Delaware,

Maryland, District of Columbia, Atlanta,

Houston, New Orleans, Birmingham,

Miami or Dallas, pick up your BBE 1002 in

any MACY's audio department.

DUE
Sound Inc.

5500 Bolsa Ave . Suite 245. Huntington Roaoh CA
92649. i 714) 897-6766 (800) 233-82-15 In (.11ifn,,,,a,
IRO 558-3963 In Canada. contact Dayrrn Aein 3241
Kennedy Road, #22. Scarborough. Ontario MN/ 19 of
call 14161298.9644 BBE is a trarIornark of 8°F Snnnrl. Inc

Imn. 11. immor

Send me RnE. Inc? -
iu rs, c.,t.r,rioonecy, nunvIsy gl,.,11:1,n,rin a

night Vaipping. add 414 i nt 11' 2."' ' ' : :' '1
Canadian residon,s &pc° wr.r, - r ,.

t

I.:' .$. '0'

information)

Enclm:ed is a check for $
Or please charge to my

U Visa U MasterCard

U American Express

card#CELIIIIIFFTTITI
Exp. Date

Signatue

Name Vint)

Address

City/State/zip

Area Cade/Phone No ITo tacilitate sniooinqI

5500 Bolsa Ave., Suite 245. Huntington F10-i-h, CA
92649 (714) 897-6716 (8001 731 P141 In Cnlifoo-ia.
(8001`,58-3963
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AMPLIFIERS
single circuit board. Features Van den Hul cable
wiring; high -quality capacitors and resistors; to-
roidal power transformer. 200 W/ch cont from
20-20.000 Hz with <0.01% THD into 8 ohms;
FR 0.2-60.000 Hz ± 3 dB into 8 ohms: damping
factor >200. 3 -year warranty. 10 x 17 x 13 in;
55 lb $1.595

BERNING
EA -2101 100-W'/ch Amplifier
All -triode stereo vacuum -tube power amp. Fea-
tures high -frequency resonant regulated power
supply; shutdown protection for low -line
brown -out and improper bias conditions on
tubes. 100 W/ch continuous from 20-20.000 Hz
with <2% THD into 8 ohms; four output trans-
former output windings per channel. ER 10-
60.000 Hz, ± 1.5 dB; s/N 100 dB. 51/4 x 19 x 19
in: 40 lb $3,500

Carver TE.11-25

BOULDER AMPLIFIERS
Boulder 250AE 75-W/ch Amplifier
Balanced input stereo amplifier with clip detec-
tion circuitry. Features two -stage amplification.
and ground referencing at the preamplifier. 75
W/ch into 8 ohms. 125 W/ch into 4 ohms. 250
mono into 8 ohms; FR 20 - 20,000 Hz; total har-
monic distortion .005%: slew rate 25 V/osec ste-
reo. 50 V/osec mono; imp 10,000 ohms; peak
current 30 amps. 17 x 5 1/4 a 15 1/4 in; 30
lb $1.995

BRI'STON
6B 500-W/ch Amplifier
Mono power amp with 1.000 W into 4 ohms
with avg current of 22 amps; 1.000 W into I

ohm with 35 amps average; ground lift switch.
500 W/ch cont from 20-20.000 Hz; THD 0.005%;
s/N 105 dB; slew rate 60 V/osec; Ho 0.005%; 514
x 19 x 12 in: 55 lbs $1.895

4B 250-11./ch Amplifier
Class -AB power amp with bridging switch. Fea-
tures I,500-sq-in heat -sink area; regulated pow-
er supply to all voltage gain stages; ch sep back
to line cord; red LED clipping indicator. Output
power 200 W/ch, 800 W bridged into 8 ohms;
FR 20-20.000 Hz: '1111) 0.01%: tM 0.01%; slew
rate 60 V/osec; power bandwidth 1-100.000 Hz:
damping factor 500 at 20 Hz. 8 ohms. 544 x 19 a
131/2. in $1,695

CAMBRIDGE AUDIO
A100 100-W'/ch Amplifier
Stereo power amplifier with power -on switch
only. FR 5-50.000 Hz <1 dB; 100 W/ch into 8
ohms: S/N> 100 dB; THD 0.5%. 21/2 x 171;2 x 11 -
in; 21 lb. $699

A70 60-W/ch Amplifier
Separate power amplifier with power -on switch
only. Can be connected for bridge mono opera-
tion by rear -panel switch. 60 W/ch into 8 ohms:
mono 150 W into 8 ohms (clipping at 200 W):
peak current capability of 35 amps; S/N > 100
dB: T111) >0.5% $499

CARVER
Silver Seven 375-W Amplifier
Mono amplifier with fully balanced circuit to-
pology. Features 14 KT -88 power -output tubes:
A-450 Ultra Linear output transformers with
oxygen -free primary leads and pure silver sec-
ondaries; Wonder Cap capacitors; Van den Hul
silver interconnects: pure silver internal wiring
with Wonder Solder; polished granite anti -vi-
bration base with Simms aluminum machined
transformer end bells; 1. 4, 8 -ohm taps. 375 W
into 8 ohms; 20-20.000 Hz with THD <0.5%;
peak current output 35 amps: FR 1.5 Hz to
100,000 Hz ±0 dB. 150 lb $8,750

Silver Seven -t 575-11' Amplifier
Solid-state mono power amplifier with Transfer
Function Calibration. Features magnetic -field
power amplifier design; analog power meter.
575 W into 8 ohms; 900 W into 4 ohms: 100(), W
into 2 ohms; THD 0.5%; slew rate 300 V/osec;
input impedance 100.000. 16 lb $899

TFM-45 375-W/ch Amplifier
Stereo magnetic -field amplifier with Transfer
Function Calibration. Features voltage into 2, 4.
8 ohms; analog power meters. 375 W/ch into 8
ohms; 500 W/ch into 4 ohms; 1000 W/ch
bridged mono; Tim 0.5%; slew rate 180 V/osec:
input impedance 100.000. 20 lb $839

TFM-25 225-W/ch Amplifier
Stereo magnetic -field amplifier with Transfer
Function Calibration. Features voltage into 2. 4.
8 ohms: analog power meters. 225 W/ch into 8
ohms; 350 W/ch into 4 ohms; 350 W bridged
mono: total harmonic distortion 0.5%; slew rate
180 V/osec; input imp 100,000. 20 lb ... $650

CELLO
7000-00 200-W/ch Amplifier
Features two mono amps which employ 8 driv-
er transistors and forty 250-W output devices
per amplifier; two mono dual choke input de-
sign power supplies; two electrically conductive
heat -sink tunnels cooled by two fans per chas-
sis $16,000

Encore 50-W/ch Amplifier
Dual mono amplifiers in independent chassis.
Features dual choke power supply; copper, nick-
el -plated heat sink. Can be separated with mono
kit $6,000

CON RAD-JOH NSON
Premier One B 150-W/ch Amplifier
Low -noise parts in circuitry; LED bias indica-
tors. 150 W/ch into 4. 8, or 16 ohms; S/N 90
dB $5.750

Evolution 2.000 200-W/ch Amplifier
Hybrid stereo amplifier with zero -feedback de-
sign. Features tube driver with MOSFET output
stage. 125 lb $4.995

NIV100 90-W Amplifier
Low -imp power supplies and extensive use of
polystyrene capacitors: LED bias indicators. 90
W into 8 ohms; signal-to-noise ratio 94 dB; 9 x
19 x 201/2 in; 90 lb $1 750
N1V50. Similar to above. 45-W into 8 ohms; S/N
94 dB: 40 lbs $1.685

COUNTERPOINT
SA -220 220-W/ch Amplifier
Hybrid power amp with tube front end and

MOSFET output stage. Features non -audible cir-
cuit protection; no overall loop feedback; warm-
up and shut-off auto speaker muting; internal
switching to operate as a bridged mono amp for
3x power. Includes vacuum -tube rectification.
220 continuous average W from 20-20.000 Hz
into 8 ohms with no more than 0.5% THD, 420
W into 4 ohms; FR 0.2-32,000 Hz; s/N 84 dB:
slew rate 0.6 V/osec; damping factor 60; IMD
0.02%. 19 x 614 x 19 in; 69 lb $2.795/pr

SA -I00 100-W/ch Amplifier
Hybrid power amp with tube front end and
MOSFET output stage. Features no overall loop
feedback; warm-up and shut-off automatic
speaker muting. 100 continuous average W/ch
from 20-20,000 Hz with no more than 1% THD
into 8 ohms; FR 5-100.000 Hz, ±0.2 dB; S/N 92
dB; damping factor 8.9 at 1.000 Hz dynamic
headroom 2 dB; 19 x 41/4 x 121/2 in $1,295

DB SYSTEMS
DB-6A 40-W'/ch Amplifier
Stereo power amplifier able to drive I -ohm
loads. Features 12-dB/octave infrasonic filter:
peak -clipping LED's; electronic clamp. Output
power 40 W/ch continuous into 8 ohms from
20-20.000 Hz at 0.003% THD; THD 0.0008% at
1,000 Hz; tM <0.002%; FR 20-40.000 Hz +0/
-1 dB; input stns/imp I V/50 kilohms; s/N 112
dB at 1 V A-wtd; slew rate 15 V/os; damping
factor >400. 20-1,000 Hz. 47/6 x 16 x 121w

in $795

DBX
BX-3Mk11 400 W/ch Amplifier
Configurable 2 -/3 -/4 -channel power amplifier
able to power 8 speakers at one time. Features
Du configuration with a dual -ELI input stage;
separate volume controls for each channel.
Power output into 2 channels: 400 W/ch into 8
ohms, 125 W/ch and 400 W into third channel
with subwoofer output: 125 W/4 ch; 0.003%
THD. Dark-cherrywood side panels $1,299

41111111111111111M

Cello Encore

DENNESEN ELECTROSTATICS
Antares II 75-W/ch Amplifier
75 W/ch into 8 ohms, MOSFET power amp. Fre-
quency response 10-100,000 Hz ± I dB; THD <
0.1%; signal-to-noise ratio 90 dB; IM 0.1%; slew
rate 30 V/osec; 51/4 x 19 x 8 -in; 30 lb.... $595
Orion. As above, 150 W mono $1.500

DENON
POA-2400A 200-W/ch Amplifier
Stereo amplifier with Denon optical design and
twin pure current supply. Features high-speed
protection circuits. Bar -line multi display; self
diagnostic function. 200 W/ch into 8 ohms;
THD<0.01%; 1M <0.002%; frequency response
1-300,000 Hz +0/-3 dB at 1.000 Hz; signal-to-
noise ratio 123 dB. 7.S x 171/4 x 161/4 in; 38.5
lb $750
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AMPLIFIERS
POA-6600A 250-W Amplifier
Mono power amplifier with Dual Super Non-
NFB circuit for high-speed signal transmission.
Features pure current power supply; separate
power supply block chassis; high-speed reset -
type protection circuit. Cannon type balance in-
put connector; conventional RCA input jack
with selector switch; front -panel level control;
extra -large speaker terminals; peak indicators;
remote power on/off switching from DAP -
5500/2500 or PRA -I200 preamps. 250 W min
rms into 8 ohms; FR 20-20,000 Hz;
THD<0.02%; IM 0.002%; S/N 123 dB; slew rate
±500 V/µsec $750

POA-800 50-W/ch Amplifier
Bridgeable stereo amplifier with discrete mos-
FET output transistors. Features 3 -way speaker
terminals; peak -signal indicator; remote power
control from Denon preamps. 50 W/ch into 8
ohms; 120 W into 8 ohms (bridged);
THD<0.05% $320

DISCRETE TECHNOLOGY
LS1la 140-W/ch Amplifier
Stereo amplifier with dual tracking, thermal
coupled matched front-end transistors. Features
cascode voltage section; 1% metal -film resistors;
polystyrene and polypropylene capacitors; dis-
tech platinum interconnect cable. Power rating
140 W/ch rms into 8 ohms from 20-20,000 Hz
>0.09% THD; FR 3-100,000 Hz -3 dB; S/N 90 dB
below 10 W output: Est <0.09% using SMPTE
method at any power level up to 140 W into 8
ohms; slew rate 45 v/ms; damping factor 100 at
50 Hz; dynamic headroom 3.2 dB at 8

ohms $1,250

FORTE AUDIO
Model la 50-W/ch Amplifier
Dual -channel, non -inverting power amp using
FET/bipolar front-end topology and operating in
pure Class A throughout front-end and power
output stages. Input stage is direct coupled and
biased with regulated constant -current sources.
Output stage employs 20 high-speed power
devices and uses no active protection circuits.
Custom toroidal power transformer. Rated
power 50 W/ch at 0.1% THD into 8 ohms; FR 20-
20,000 Hz; bandwidth -3 dB points of 7 and
100,000 Hz; slew rate 40 V/msec; imp 75,000
ohms. 19 x 7 x 11 in; 36 lb $1,100

Fosgate-Audionics T-100

FOSGATE-AUDIONICS
T -I00 mk11 80-W/ch Amplifier
Amplifier designed for use with surround audio
systems. Features discrete full complementary
circuit. Input level control; defeatable bass fil-
ter. 80 W/ch x 3 into 8 ohms; 120 W/ch into 4
ohms; THD and HA <0.2%; FR ± I dB from 20-
20.000 Hz. 171/4 x 23/4 x 12 in; 17 lb $599

S -I00 mk11 80-W/ch Amplifier
Stereo amplifier with discrete full complemen-
tary circuit. Features input level; defeatable bass
filter. 80 W/ch into 8 ohms; 120 W/ch into 4
ohms; THD and IM <0.02%; FR ± I dB from 20-
20,000 Hz. 171/4 x 21/4 x 12 in; 16 lb $499

HAFLER
XL600 305-W/ch Amplifier
Excelinear near -zero -phase -shift circuit with 1-
FET double differential push-pull cascoded
"tube -like' input and current -mirroring 2nd
stage. 16 MOSFET outputs; direct coupled; stable
into all loads; high capacitance (72,000 mfd);
Excelinear speaker -tweaking adjustment: gold
inputs and outputs; mono bridging switch; vari-
able speed Dc fan cooling. 305 W/ch into 8
ohms with <0.08% THD, 20-20.000 Hz;
<0.04% im from 1-305 W; 450 W/ch into 4
ohms; 900 W mono into 8 ohms; input sens 1.8
volts for 305 W at 8 ohms; FR 10-50.000 Hz
±0.1 dB; signal-to-noise ratio >100 dB at 305
W; slew rate 100 V/µS; damping factor >200 at
1,000 Hz. 19 x 7 x 13 in; 51 lb $1,195

XL280 145-W/ch Amplifier
.1-FET double differential input and 12 MOSFET
output. Excelinear speaker tweaking adjust-
ment; gold inputs; mono bridging switch; speak-
er protection fuses. 200 W/ch into 4 ohms, 400
W/ch mono into 8 ohms. FR 10-50.000 Hz ±0.1
dB; total harmonic distortion <0.05%; HA
<0.04%; signal-to-noise ratio >100 dB; slew
rate 75 Was; damping factor 300 at 1.000 Hz.
17 x 51/s x 101/2 in; 27 Ib; assembled $675

HARMAN KARDON
Citation Twenty -Two 200-W/ch Amplifier
Amplifier with selectable high -current and high -
voltage output. Features dual -voltage design;
dual power transformers; gold-plated input
jacks and speaker terminals: eight 130 W/ch
power transistors per channel. Clipping indica-
tors; LED power meters; anodized brushed alu-
minum blue/black finish with rubber trim. 200
W/ch into 8 ohms from 20-20.000 Hz with
<0.08% THD; S/N 100 dB (at 1 W); slew rate 160
Vhsec; damping factor 120; current capability
± 120 amps. Bridged power 400 W into 8 ohms
from 20-20,000 Hz with <0.12%. 171/4 x 61/s x
153/4 in; 45 lb $1,149
Twenty -Four. Similar to above except 100 W/
ch: current capability ± 60 amps; four 130 W/ch
power transistors per ch; damping factor 75; 33
lb $699

HEATH
AAW-2500 100-W/ch Amplifier
Stereo power amplifier with four dual polarity
power supplies and a protection circuit to shield
speakers from turn -on transients and prevent
short circuit by muting audio when a < 2 -ohm
load is placed across speaker terminals. Features
toroidal power transformer; high-grade capaci-
tors; high instantaneous current capability, up
to 60 amps. 100 W/ch continuous into 8 ohms;
FR 0.1-170.000 Hz; TIID <0.06%; S/N 98 dB.
171/2 x 4 x 131/4 in; 30 lb $499
AA -2500. Unassembled kit; 33 lb $449

HEYBROOK BY D'ASCANIO AUDIO
P-3 100 W/ch Amplifier
Hand -assembled power amp with toroidal
transformer capable of 30 -amp output. Features
circuits designed with close -tolerance, high -

quality components. Thick aluminum chassis
acts as a heat sink over entire surface, equalizing
temp within the case and maintaining a stable
relationship between internal components. 100
continuous average W/ch from 20-20,000 Hz
into 8 ohms with no more than 0.05% THD, 120
W into 4 ohms; S/N 60 dB; 04 0.05%: instanta-

neous peak current ± 30 amps. 17 x 4 x 12 in; 18
lb $1,398

Holler XL600

KEN WOOD
Basic-M2A 220-W/ch Amplifier
Features low -impedance drive capability: 616-
W/ch into 2 ohms. Full circuit protection via
thermostat -controlled fan cooling. FL peak -pow-
er meters with selectable peak -hold and 2 hold
times; gold-plated inputs; headphone jack; pow-
er indicator: muting relay. 220 W/ch min rms
into 8 ohms; frequency response 20-20.000 Hz;
THD 0.004%; S/N 120 dB; damping factor 1.000
at 50 Hz. 171/4 x 61/4 x 143/4; 34.1 lb $679

KINERGETICS
KBA-75 Gold Series 75-W/ch Amplifier
Features I-kVA power supply; dual -coil toroidal
transformer; auto servo -controlled Dc offset ad-
justment; high -power output transistors with
wide linear region; hysteresis -distortion cancel-
ling circuit. 75 W/ch into 8 ohms: headroom 3
dB; input imp 100.000 ohms; slew rate 65 V/
µsec; voltage gain 20 (absolute); power band-
width 1-300,000 Hz. $1,495

KLYNE AUDIO ARTS
SKX 120 120-W Amplifier
Dual -mono power amplifier with balanced and
unbalanced inputs. Features solid-state con-
struction; separate power supplies for each
channel; high -current complementary bipolar
outputs: Class A/AB. 120 W into 8 ohms; FR
0.5-200.000 Hz. 17 x 43,4 x 181/2 in; 45 lb. Ap-
pros $4.000

LAZARUS ELECTRONICS
Model 50/50 50-W/ch Amplifier
Pure Class A amplifier. 50 W into 8 ohms; 100
W into 4 ohms: 200 W into 2 ohms. Wire both
channels in parallel for 400 W into I ohm,
monobloc $1.920

Model 200/200 200-W/ch Amplifier
Features vacuum tubes in the driver stage with
MOSFET in the final output stage: separate trans-
former and Dc voltage regulator for MOSFET and
tube stages: zero negative feedback. 350 watts
into 4 ohms: sens 600 my; input impedance
47,000 Hz; 35 lb $1.750

LEXICON
525 I05-W/ch Amplifier
Amplifier with 5 -channel discrete circuitry. Fea-
tures Class A. AB. and MOSFET in output stages.
103 W/ch; THD <0.1%; slew rate II V/µsec;
headroom 1.5 dB. 38 lb $1,295
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LINN PRODUCTS
LK280 80-W/ch Amplifier
80 continuous average W/ch from 20-20.000
Hz; companion to LKI preamp. 3 x 1244 x 101/2
in; 19 lb $1.495

LUXMAN
M-117 200-W/Ch Amplifier
Bridgeable amplifier with low -impedance drive
capability. Features dual-FET per channel input
stage; high -current bipolar output transistors;
Duo -Beta dual feedback -loop circuitry to widen
bandwidth and improve transient response;
STAR circuit topology to reduce noise and dis-
tortion; high-energy power supply. Peak -clip in-
dicators: gold-plated speaker binding posts and
input terminals: variable and fixed inputs. 200
W/ch from 20-20.000 Hz into 8 ohms; dynamic
power 820 W/ch into 2 ohms; 550 W/ch into 4
ohms. 300 W/ch into 8 ohms; bridged output
700 W; THD 0.03% at rated power: signal-to-
noise ratio 120 dB; intermodulation distortion
0.007%; slew rate 20 V/µsec; damping factor 130
(50 Hz, 8 ohms). 171/4 x 61/2 x 171/2 in; 52
lb ¶1.250

M-113 50-W/ch Amplifier
Amplifier with low -impedance drive capability.
Features dual-FET per channel input stage: high -
current bipolar output transistors: Duo -Beta
dual feedback -loop circuitry to widen band-
width and improve transient response; STAR
circuit topology to reduce noise and distortion;
high-energy power supply. Peak -clip indicators:
gold-plated input terminals; 5 -way speaker ter-
minals; adjustable input sens. 50 W/ch from 20-
20.000 Hz into 8 ohms; dynamic power 180 W/
ch into 2 ohms; 140 W/ch into 4 ohms, 90 W/ch
into 8 ohms; bridged output 700 W; Tim 0.03%
at rated power; signal-to-noise ratio 116 dB: in-
termodulation distortion 0.005%; slew rate 15
V/µsec; damping factor 100 (50 Hz, 8 ohms).
1714 x 51/4 x 141/2 in; 19 lb $600

NAD Monitor Series 2400

MARK LEVINSON BY MADRIGAL
No. 23 100-W/ch Amplifier
Two separate mono amps in single chassis: M.
mains filtering; film capacitors: surge limiting: 2
power supplies for each L/R channel; oxygen -
free copper bars supply output stage with +84-
V DC rails; triple bypassing; output supply ca-
pacitance of 146.000 µfarads and 2-1.2 KVA
transformers produce 240 joules of stored ener-
gy: full -wave bridge rectifier; independent track-
ing for + and - rails; only bipolar devices in
gain stages; inverting input for full balanced
connection; 50-kilohm imp through audio
bandwidth; output stage operates in class AB:
controlled clipping: external line and internal
fuses; thermal sensors. 100 W/ch into 8 ohms,
200 into 4, 350 into 2; gain 26 dB; damping fac-
tor >700 (50 Hz ref to 8 ohms) $4.975

ML -11 50-W/ch Amplifier
All discrete circuitry; Class -A operation in volt-
age gain and driver stages; Class AB2 operation
in output stage. Power supply of 320 VA toroi-
dal power transformer. 2 12 -ampere bridge rec-

tificrs. 4 10.000 µF filter capacitors, for separate
rectification and 20 joules of energy storage for
each ch. Six 200 W. 15 ampere power transistors
per ch enable ML -I I. when pulsed, to develop
25 volts peak, at peak currents up to 12.5 am-
peres (312.5 W peak) perch. Optional externally
programmable voltage -limiting circuit reduces
voltage output to protect speakers; gold-plated
binding posts for output connections and Ca -
mac input connectors; hand -brushed black an-
odized front plate. 50 W/ch into 8 ohms.100 W/
ch into 4 ohms, 140 W into 8 ohms bridged. 81/4
x 19 x 12 in; 25 lb $2,100

McIntosh .IK '-754

MCI NTOSI I
MC -2500 500-W/ch Amplifier
Features Sentry Monitoring circuit which con-
stantly monitors the signal to the output transis-
tors to protect them from damage: bridgeable to
1,000 W mono; Left and right channel gain con-
trol; speaker on/off switch: peak -reading. peak -
locking power meters; meter range selector:
headphone jack. Power output: 500 W/ch both
channels driven from 20-20.000 Hz with less
than 0.02% 'nip; IM <0.02% if instantaneous
peak power output is less than 1.000 W/ch both
channels driven; FR 20-20,000 Hz +0, -0.25
dB; s/N 95 dB; damping factor >30: input imp
50,000 ohms: input sens switchablc, 0.75 or 2.5
V (level control provided for higher input volt-
ages). Power Guard: nip not to exceed 2% with
up to 20 dB overdrive at I kHz. Standard I9 -in
rack mounting: 17 x 10 x 17 in; 129 lb . $3.495

MC -7200 200-W/ch Amplifier
Features Power Guard circuitry to eliminate
amplifier clipping due to overdrive; Sentry
Monitor circuit constantly monitors the output
signal and instantly reacts to prevent overload
of the output transistors; thermal shut -down;
turn -on delay: direct current failure protection;
power line transient surge protection: bridgeable
to 600 W mono. Peak responding power output
meter; meter hold control: L/R gain control.
Frequency response 20-20,000 Hz +0, -0.25 dB;
total harmonic distortion 0.005%; s/N 105 dBA;
IM 0.005%; damping factor >200. 1444 x 544 x
1554 in; 53 lb $2,595

MC -754 100-W/ch Amplifier
Features Power Guard to eliminate amplifier
clipping due to overdrive; digital sonic overload
corrector to prevent the amplifier from exceed-
ing an average of 0.3% distortion for overload
stresses up to 10 dB; bridgeable to 200 W mono.
Frequency response 20-20.000 Hz +0. -0.25
dB; THD 0.02%; signal-to-noise ratio 110 dB; IM
0.02%; damping factor >90. 131/4 x 91/4 x 51/2 in;
21 lb $995

MELOS AUDIO
TM -90 ST S0-W/ch Amplifier
Stereo power amplifier with toroidal power
transformer, regulated power supplies using

tubes and transistors. Wide bandwidth output
transformers; triple triode driver tubes: TED in-
dicators. 80 W/ch; THD <0.5%; FR 8-45,000 Hz
± 1.5 dB; S/N 85 dB; sens at rated power 1.5 V.
1742 x 71/2 x 131/2 in; 50 lb $1.595

MERIDIAN
205 Model 100-W Amplifier
Class AA mono amplifier with toroidal high
current power supply. Features full complimen-
tary circuit design: "music sense" which turns
on amplifier when music is detected. 10 W into
8 ohms. 4 x 61/4 x 14 in ea; 13 lb ea. $1.790/pr

MOTIF BY CONRAD-JOHNSON
Motif MS200 200-W./eh Amplifier
With MOSFET output stage: extensive MC of
large -value polystyrene capacitors. 200 continu-
ous average W/ch from 20-20.000 Hz with no
more than 0.1% THD into 8 ohms: FR 20-20.000
Hz ±0.10 dB: S/N 100 dB; 7 x 19 x 1842 in: 45
lbs $5.000
MSI00. As above with 100 W/ch $3.250
MS50. As above with 50 W/ch $2.350

NAD
Monitor Series 2600A 150-W/ch Amplifier
Bridgeable amplifier with power envelope cir-
cuitry. Features high voltage: high -current ca-
pacity: close tracking soft clipping circuit.
Speaker impedance selector; input level con-
trols; normal/lab inputs. 150 W/ch rms: +4 dB
dynamic headroom. Rack mountable ... $799

Monitor Series 2400 100-W/ch Amplifier
Bridgeable amplifier with power envelope cir-
cuitry. Features soft clipping circuit. Input level
controls: normal/lab inputs. 100 W/ch rms:
+ 5.7 dB dynamic headroom. Rack mount-

able $599

NAKAMICHI
PA -7A11 225-W/ch Amplifier
Features Stasis topology: utilizes two internal
amplifiers. 700-W toroidal power transformer:
bridge rectifiers: electrolytic filters; 18 transis-
tors per ch; Rib Framework chassis. 225 contin-
uous average W/ch from 20-20.000 Hz with no
greater than 0.05% THD into 8 ohms: 340 max
W/ch into 8 ohms; FR 20-20,000 Hz +0.-0.2
dB; S/N > 120 dB; damping factor >60; dynam-
ic headroom 1.7 dB; power bandwidth 5-50,000
Hz (8 ohms. 112.5 W, 0.05% Till)). 171/4 x 774 x
1654 in; 62 lb, 13 oz $2.195

Motif 11S100

NEC
M-50 50-W Amplifier
Single -channel power amp with 3 switch -select-
ed inputs. Features variable -frequency low- and
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high -cut filters; vibration -free construction;
large FL power meter; separate circuit construc-
tion; industrial -grade twin -crossbar relays with
gold-plated contacts; sculptured brass terminals;
heavy-duty speaker terminals. Rated power out-
put 50 W into 8 ohms from 20-20,000 Hz with
0.004% THD. 100 W into 4 ohms with 0.006%
THD; dynamic power 240 W into 2 ohms, direct
input; frequency response 5-300,000 Hz; signal-
to-noise ratio >115 dB (direct input). 8.3 x 4.7
x 15 in; 18 lb $375

NHT
VA -1 20-W/ch Amplifier
Designed to accept audio signals from stereo
TV's and drive stereo speakers. Features Class
AB output; balanced line- and high-level inputs;
stereo speaker outs; power and volume switch-
es. Delivers 20-W/ch cont avg into 8 ohms, 30 -
watts per channel continuous average into 4
ohms from 20-25,000 Hz with 0.01% total har-
monic distortion. High gloss black cabinet. 31/2 x
17 x 81/4 in; 7 lb $150

NIKKO AUDIO
Alpha -2000 330-W/ch Amplifier
Amplifier with XLR cannon connectors for di-
rect connections with mixing boards and to
eliminate noise generating converters. Features
horizontal back -lit meters; gold-plated termi-
nals; 4 -way protection circuits that shut down
amplifier when heat, shorting, clipping, and
stray DC problems occur. Frequency response 5-
100,000 Hz +0 dB, -0.5 dB; total harmonic
distortion 0.001% at rated power at 1,000 Hz;
signal-to-noise ratio 120 dB; damping factor
200; dynamic headroom 1.8 dB. 19 x 71/4 x 181/4
in; 571/4 lb $1,800

Alpha -600 180-W/ch Amplifier
Amplifier with Class AB circuits. Features mag-
netic -flux -ring; anoxic -copper coils. Frequency
response 5-100,000 ±0 dB; THD 0.004% at rated
power at 1,000 Hz; signal-to-noise ratio 110 dB;
damping factor 100; dynamic headroom 1.6 dB.
181/4 x 51/2 x 141/4 in; 301/4 lb $760

ONKYO
M-5160 150-W/ch Amplifier
Amplifier with Delta power supply and A/B
speaker selector. 150-W/ch min rms into 8
ohms; frequency response 20-20,000 Hz; total
harmonic distortion 0.09%; signal-to-noise ratio
100 dB; intermodulation distortion 0.09%;
damping factor 40. 174 x 64 x 111/4 in; 21
lb $360

Integra Series
Grand Integra M-510 300-W/ch Amplifier
Dual -mono power amp with I ohm impedance
drive capability. Features power supply with
Real -Phase transformer to eliminate current
fluctuations; high -current capability; 3 separate
power supplies (left, right. aux for lights, meters
etc.). Calibrated power meters w/ accuracy to 1
dB; adjustable meter sens. 300 W/ch min rms
into 8 ohms; frequency response 20-20,000 Hz;
total harmonic distortion 0.005%; signal-to-
noise ratio 120 dB; intermodulation distortion
0.003%. 400 W/ch into 8 ohms; 500 W/ch into 4
ohms. Dynamic power 750 W/ch into 4 ohms,
1,300 W/ch into 2 ohms, 2,100 W/ch into 1

ohm. 20 x 101/2 x 21 in; 165 lb $4,500

Grand Integra M-508 200-W/ch Amplifier
Dual -mono power amp with low -impedance

drive capability. Features Linear Switching
power supply with Real -Phase transformer to
eliminate current fluctuations; high -current ca-
pability. Calibrated high-speed power meters;
peak -power meters; variable inputs with left/
right channel level controls. 200 W/ch min rms
into 8 ohms; frequency response 20-20,000 Hz;
total harmonic distortion 0.003%; signal-to-
noise ratio 120 dB; intermodulation distortion
0.003%; damping factor 140. Dynamic power
460 W/ch into 4 ohms, 685 W/ch into 2 ohms,
860 W/ch into I ohm. 181/4 x 71/4 x 1644 in; 55
lb $1,200

Integra M-502 140-W/ch Amplifier
Dual -mono power amp with low -impedance
drive capability. Features Linear Switching
power supply; 4 -way speaker selector. 140 W/ch
min rms into 8 ohms; frequency response 20-
20,000 Hz; total harmonic distortion 0.005%;
signal-to-noise ratio 120 dB; IM 0.004%; damp-
ing factor 140. Dynamic power 290 W/ch into 4
ohms, 425 W/ch into 2 ohms. 171/4 x 744 x 161/4
in; 41 lb $650

Onkyo Grand Integra M-508

PARASOUND
HCA-800I1 90-W/ch Amplifier
High -current discrete amplifier. Features 60 -
MHz outputs; gold -deposited 36.000µF electro-
lytic capacitors; mono bridging with rear -panel
switch; gold-plated RCA jacks; 1/4 -in phone jack;
5 -way terminals; front panel level controls;
speaker A/B terminals; headphone jack; relay
protection I9 -in rack mountable. Frequency re-
sponse 20-20,000 Hz ±0.5 dB; total harmonic
distortion <0.1%; signal-to-noise ratio >104
dB; intermodulation distortion <0.1%; damp-
ing factor >120. 1744 x 33/4 x 111/4 in.... $395

PIONEER
Elite M-91 200-W/ch Amplifier
Features honeycomb heat sink; film condenser;
CD -direct input; 200 W/ch into 8 ohms; fre-
quency response 20-20,000 Hz; total harmonic
distortion 0.003% $1,400

PROTON
D1200 100-W/ch Amplifier
Stereo amplifier with Dynamic Power on De-
mand (DPD) to deliver as much as 1,500 W/ch
(2 ohms) at peak demand, with 6 dB headroom.
Features one -touch bridging and wide -range
power -output meters. 164 x 444 x 944 in; 33
lb $699

PS AUDIO
200CX 200-W/ch Amplifier
Stereo amplifier with Class AB outputs. Fea-
tures large 5 -way binding posts; gold-plated in-
put jacks. 200 W/ch into 8 ohms, 400 W/ch into
4 ohms; total harmonic distortion 0.02%; signal-
to-noise ratio -100 dB; slew rate 250 V/t4sec;

damping factor 200. 19 x 6 x 19 in; 69.9
lb $1,950

QUAD
Model 606 140-W/ch Amplifier
Power amp with feed -forward error correction
(current dumping) combines clarity of Class A
operation with efficiency of Class B. Protection
circuitry uses a sensor on AC -input side of power
supply to integrate current over time. No fuses
or relays located in signal path; total harmonic
distortion (continuous sine wave in 8 ohm resis-
tive load any level up to 130 W) <0.01% at 20
Hz, <0.01% at 1,000 Hz, <0.03% at 20,000 Hz;
frequency response 20-20,000 Hz -0.25 dB.
121/4 x 51/2 x 91/2 in; 27 lb $1.295

Model 306 60-W/ch Amplifier
Power amp with feed -forward error correction
(current dumping) combines clarity of Class A
operation with efficiency of Class B. Protection
circuitry uses a sensor on AC input side of power
supply to integrate current over time. No fuses
or relays located in signal path; total harmonic
distortion (continuous sine wave in 8 ohm resis-
tive load any level up to 50 W) <0.01% at 20
Hz, <0.01% at 1,000 Hz, <0.03% at 20,000 Hz;
frequency response 20-20,000 Hz -0.25 dB.
123'4 x 244 x 81/4 in; II lb $695

REVOX
B242-8 200-W/ch Amplifier
High -output power amp capable of driving
loads from 2-8 ohms at rated levels. Features
dual independent power supplies; DC voltage
control; electronic short-circuit protection; tem-
perature sensor to activate fan cooling; auto on/
off switching responds to signal from preamp;
4/8 ohm speaker output switch; LED bar -graph
output meter; heavy-duty output connectors.
200 continuous average W/ch from 20-20,000
Hz with no more than 0.03% total harmonic
distortion, 300 W into 4 ohms; frequency re-
sponse 20-20,000 Hz +0, -0.3 dB; dynamic
headroom 2.5 dB into 8 ohms; signal-to-noise
ratio 117 dB unbalanced, 114 dB balanced;
damping factor 200 (at 1,000 Hz into 8 ohms);
sep 80 dB at 1,000 Hz. 171/4 x 6 x 141/4 in; 371/2
lb $3,500

ROTEL
RB870BX 100-W/ch Amplifier
106 W/ch stereo amplifier bridgeable with
RA870 (integrated amp) for 300 watts mono.
Frequency response 4-100,000 Hz +0.5 dB,
-3.0 dB; total harmonic distortion <0.03%
from 20-20,000 Hz; signal-to-noise ratio 110 dB;
intermodulation distortion <0.03%; damping
factor 180. 171/2 x 41/4 x 131/4; 20 lb $499

SAE
A502 200-W/ch Amplifier
Stereo amplifier with automatic bridging circuit.
Features dual -speaker system switching; peak
and average LED power display; rack mountable.
200 cont avg W/ch from 20-20,000 Hz with no
more than 0.025% total harmonic distortion
into 8 ohms; 600 W mono operation; frequency
response 20-20,000 Hz ±0 dB; S/N 110 dB: dy-
namic headroom 1.2 dB; IM 0.025%. 19 x 544 x
14 in; 48 lb $799

SANSUI
B-2102MOS 110-W/ch Amplifier
Features diamond differential circuit with a cas-
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code configuration; X -balanced circuitry; mos-
EET's; rapid switching speed; pure copper insula-
tors; low output impedance. 5 pair of inputs (3
variable, 2 fixed); speaker A, B. 110 W/ch min
rms into 8 ohms; total harmonic distortion <
0.008%; frequency response oc-300.000 Hz +0/
-3 dB; signal-to-noise ratio >110 dB; damping
factor 100 at 8 ohms; slew rate ± 150 V/Asec;
rise time 0.5 Asec. 173/4 x 674 x1844 in; 77 lb.
Black -matte finish $3,750

B-3000 120-W/ch Amplifier
Features Dc servo circuit; separate heat sinks for
left and right channels; short detection; zero
voltage detection; thermal detection. 2 power
meters; range control; headphone jack; outputs
for 2 speaker systems. 120 W/ch into 8 ohms;
frequency response 20-20.000 Hz; total harmon-
ic distortion 0.05%; IM 0.01%; signal-to-noise ra-
tio 120 dB $260

SHERWOOD
AM -7040 200-W/ch Amplifier
Amplifier with high-speed MOSFET output stage
with high -instantaneous -current capacity. Fea-
tures complete relay protection; independent
left and right power transformers; variable and
fixed inputs; complementary symmetry input
stage with matched transistor pairs; overload
protection; heavy gauge conductors. Power -lev-
el indicator. 200 W/ch min rms into 8 ohms;
frequency response 20-20,000 Hz; total harmon-
ic distortion < 0.025%; IMD 0.015%; damping
factor 170 dB; S/N 125 dBA; ch sep at 1,000 Hz
70 dB. 648 x 174's x 1544 in $699

SONOGRAPHE BY
CONRAD-JOHNSON
SA120 120-W/ch Amplifier
Features MOSFET output stage; 120 W/ch into 8
ohms; signal-to-noise ratio 100 dB; 5314 x 18 x 12
in. $995

SONY
TA-N77ES 270-W/ch Amplifier
Features spontaneous twin -drive power supply;
low -impedance drive capability; mono opera-
tion at 580 W into 8 ohms from 20-20,000 Hz
with 0.007% total harmonic distortion; chim-
ney -style heat sinks; fixed and variable inputs 2
independent protection circuits; peak -level pow-
er meters; 2 sets of speaker terminals. 270 W
continuous into 4 ohms, 20-20,000 Hz with
0.006% THD; damping factor 100; slew rate
150V/psec, 300V/Asec (inside) $1.200

TA -N110 45-W/ch Amplifier
Features 45 W/ch into 8 ohms from 20-20,000
Hz with 0.08% total harmonic distortion; 3

built-in digital delay modes; variable delay
times; built-in video switching capability; input
attentuator; 3 -way input switch; 2 sets of speak-
er terminals. 100 W continuous into 8 ohms,
20-20,000 Hz with 0.08% total harmonic distor-
tion $300

SOUNDCRAFFSMEN
A5002 250-W/ch Amplifier
Power amplifier with Class H Vari-Proportional
circuitry and autobuffer for continuous opera-
tion into 2 ohms, 4 ohms, and 8 ohms. Features
auto crowbar -protection circuit for output pro-
tection without current limiting; 20 LED/chan-
nel indicators: front -panel switching for 2 pairs

of speakers; clipping indicators; input level con-
trols. Output power 250 watts per channel into
8 ohms, 375 watts per channel into 4 ohms con-
tinuous rms, 20-20,000 Hz at <0.09% total har-
monic distortion; signal-to-noise ratio > 105
dB; slew rate >50 V/A/S; TIM <0.02%; dynamic
headroom >2 dB $949

Pro -Reference Two 100-W/ch Amplifier
MOSFET stereo power amp with 20 -LED power
meters. Features switching for 2 pairs of speak-
ers; clipping indicators; brushed aluminum with
charcoal finish rack -mount front panel. Output
power 100 W/ch into 8 ohms, 200 W/ch into 4
ohms, continuous rms, 20-20,000 Hz at <0.05%
total harmonic distortion; signal-to-noise ratio
>105 dB; damping factor 200 $699
Pro -Reference One. Same as above without LED
meters $599

SOU N DSTREA M
DA -I 200-W/ch Amplifier
System 1 component features fully discrete Dar-
lington transistor circuitry to minimize need for
current limiting; bridgeable to 600 W mono into
8 ohms. Drives up to 4 pairs of speakers simul-
taneously; dual front -panel overload indictors;
optional RSS-2 speaker selectors can be used
singly or daisy -chained, allowing up to 4 pairs of
speakers to be controlled by the R -I remote.
Frequency response 20-20,000 Hz ±0.1 dB; sig-
nal-to-noise ratio > 110 dBA; total harmonic
distortion <0.1%; slew rate >35 V/Asec. 17 x
57/4 x 14 in; 35 lb SI,195

Sumo Andromeda II

SUMIKO
BA3 50-W/ch Amplifier
Amplifier with 50 W/ch into 8 ohms; 90 W/ch
into 4 ohms; frequency response 20-20,000; to-
tal harmonic distortion < 0.1%; dynamic head-
room 2 dB $1,800

SUMO
Andromeda II 200-W/ch Amplifier
Class AB MOSFET amp, fully balanced from in-
put to output. Operates as a pure Class A ampli-
fier except at the Class AB output stage. 400 W/
ch into 4 ohms; THD 0.05% into 8 ohms, 0.1%
into 4 ohms; IM 0.05%; rise time 2Asec; slew rate
115 Vhisec; damping factor >500. 19 x 7 x 1644
in; 55 lb $1,499

The Nine Plus 65-W/ch Amplifier
Class A power amp without any active bias cir-
cuits or thermal tracking networks. Features
balanced -bridge configuration; push-pull quad-
rature feedback circuits; discrete Darlington
output stage; direct -coupled circuitry from input
to output. Power output 65 W/ch into 8 ohms
from 20-20,000 Hz with <0.1% total harmonic

distortion; 120 W/ch into 4 ohms from 20-
20.000 Hz with <0.2% total harmonic distor-
tion; intermodulation distortion 0.05% from
0.25 W to rated output; input sensitivity for rat-
ed output 1.0 V rms; damping factor >150. 19 x
844 x 7 in SI,299

Polaris 100-W/ch Amplifier
Class AB amp that operates in Class A except at
the Class AB output stage. mown output de-
vices. 175 W/ch into 4 ohms; total harmonic
distortion 0.05% into 8 ohms, 0.1% into 4 ohms;
intermodulation distortion 0.05%; rise time 2
Asec; input imp 47,000 ohms; damping factor
>500. 19 x 544 x 844 in $749

TECHNICS
SE -MOO 170-W/ch Amplifier
Features I voltage and I current amplifier per
ch; Class AA bridge circuitry; massive power
supply; 3 transformers (left-ch current amp,
right-ch current amp, L/R voltage amps) using
LC-OFC windings; 91,200 -AF filtering; magnetic
isolation; vibration damping. 170 W/ch into 8
ohms; dynamic headroom 0.7 dB. 17 x 81/4 x
1844 in; 701b $1,900

SE-A5MK2 150-W/ch Amplifier
Features computer drive to neutralize transient
crossover distortion; parallel 3 -stage Darlington
output; power -linear circuit to compensate for
speaker imp variation; power -output meters.
150 W/ch into 8 ohms; frequency response oc-
150,000 Hz +0/-3 dB; intermodulation distor-
tion 0.002%; damping factor 100. 17 x 7 x 16*
40.6 lb $1,100

THRESHOLD
S/1600e Stasis 800-W Mono Amplifier
Noninverting complementary -symmetry mono
amp with J-FET in front-end signal path and
proprietary Stasis output stage; binary topology
in pure Class A voltage amp connected directly
to the loudspeaker load and operated in con-
junction with a high -amperage current -mirror
amp operated in very high -bias Class AB. allow-
ing for pure Class A operation to 20% of rated
power; output -stage bias accuracy is maintained
through Threshold's proprietary optical -bias
technology. DC -coupled front-end gain stages
are biased for Class A operation at all signal lev-
els and are subject to cascode shielding and two
stages of current regulation. Power supply: two
1,200-W toroidal transformers. 312,000 µF ca-
pacitance. Output stage: 64 high-speed 250-W,
200-V, 20 -amp rated devices. Inputs arc switch -
able between 50,000 ohms unbalanced through
RCA jacks and 600 ohms balanced through
locking XLR connectors; thermal -protection
circuitry. 800 W/ch into 8 ohms 20-20,000 Hz
with 0.15% distortion. Bandwidth: direct cur-
rent to -3 dB at 100,000 Hz. Slew rate: 100 V/
AS. Current capability: 35 amperes continuous,
200 amps peak. Noise: < -100 dB. Output im-
pedance: <0.1 ohms 20-20,000 Hz. 19 x 844 x
27 in., 120 lb $7,200

SA/1 Stasis 160-W Mono Amplifier
As S/1600e except lower power and not DC -
coupled. Power supply: single 1,000-W toroidal
transformer. 120,000 AF capacitance. Output
stage: 40 high-speed 250-W, 200-V. 20 -amp rat-
ed devices. Input impedance: 75.000 ohms un-
balanced. Standard five -way output -terminal as-
semblies and illuminated peak -level output
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meter. 160 W 20-20,000 Hz into 8 ohms with
0.15% distortion. Current capability: 40 amps
continuous, 150 amps peak. 19 x 81/4 x 17,/. in;
79 lb $4,400

S/500 Stasis 250-W/ch Amplifier
As S/1600e except lower power and dual chan-
nel and not Pc coupled; no front-end specified
decoupling. Power supply: single 1,000 toroidal
transformer, 120,000 µF capacitance. Output
stage: 20 high-speed 250 W, 200 V, 20 amp rat-
ed devices/ch. 250 W/ch 20-20,000 Hz both ch
driven into 8 ohms with 0.15% distortion; band-
width -3 dB at 7 and 100,000 Hz; current capa-
bility 12 amps/ch cont, 100 amps/ch peak. Di-
mensions: 19 x 844 x 171/4 in. Weight: 79
lb $4,200

SA/2 Stasis 100-W Amplifier
As SA/1 except lower power and no peak -level
meter. Power supply: single 700 W toroidal
transformer, 60,000 µF capacitance. Output
stage: 28 high-speed 250 W, 200 V, 20 amp rat-
ed devices. 100 W 20-20,000 Hz into 8 ohms
with 0.15% distortion; current capability 30
amps cont, 100 amps peak. 19 x 84'4 x 131/4 in; 56
lb $3,150

S/300 Stasis 150-W/ch Amplifier
As S/500 except lower power and power supply
with single 700 W toroidal transformer, 30,000
AF capacitance. Output stage: 8 high-speed 250
W, 200 V, 20 amp rated devices/ch. 150 W/ch
20-20,000 Hz both ch driven into 8 ohms with
0.15% distortion; current capability 10 amps/ch
cont, 80 amps/ch peak. 19 x 844 x 131/4 in; 56
lb $3,150

S/200 Stasis 100-W/ch Amplifier
As S/300 except lower power and power supply
with single 400 W toroidal transformer, 30,000
pF capacitance. Output stage: 8 high-speed 250
W, 200 V, 20 amp rated devices/ch. 100 W/ch
20-20,000 Hz both ch driven into 8 ohms with
0.15% distortion; current capability 8 amps/ch
cont, 50 amps/ch peak. 19 x 81/4 x 91/4 in; 44
lb $2,150

VECTOR RESEARCH
VA -1450 75-W/ch Amplifier
Features high -current design, 8 -output transis-
tors; dual transformers; bridgeable to 200 W
mono; phase inverted line-out; 100 continuous
average W/ch 20-20,000 Hz <0.08% total har-
monic distortion into 4 ohms; frequency re-
sponse 10-40,000 Hz ± I dB; dynamic head-
room 2.5 dB; IHF intermodulation distortion
0.08%. 17 x 3 x 12 in; 21 lb $349

YAMAHA
MX -10000 250-W/ch Amplifier
Power amplifier with dual -amp Class A opera-
tion. Features hyperbolic converting non -
switching circuitry; power MOSFET's. High -pre-
cision analog dB scale peak -level meter. 250
watts per channel minimum rms into 8 ohms;
frequency response 20-20,000 Hz; THD <
0.0005%. Titanium gray with high luster walnut
end panels; 120 lb $7,000

MX -1000U 250-W/ch Amplifier
Power amplifier with hyperbolic conversion
amplification circuit. Features A +B+C speaker
switching; 26 -segment LED power -level meters;
independent left and right level control; 4 -digit
numerical power -output display; LED meter and
digital peak -hold display; meter display load se-

lectors; compatible with banana plugs. 260
watts per channel into 8 ohms; FR 20-20.000 Hz;
THD < 0.003%. 600,000 gF x 2 power -supply
capacity $1,199

MX-55/Ti 35-W/ch x4 Amplifier
Features independent left and right channel
power supplies; vibration -resistant chassis con-
struction. 70 W/ch x 2 into 8 ohms; frequency
response 20-20,000 Hz; total harmonic distor-
tion 0.003%. 35 W/ch x 4 into 8 ohms; frequen-
cy response 20-20,000 Hz; total harmonic dis-
tortion 0.005%. Ch sep 110 dB (2 ch), 90 dB (4
ch); 26 lb. Titanium finish $599

PREA MPLIFIERS

ACCUPHASE BY MADRIGAL
C202 Preamplifier
Features four separate cascode Class A push-
pull amplifiers for L/R channel and CD/line; 8
inputs with one balanced and two unbalanced
sets of outputs for the CD section; logic control
relay signal path; separate power transformer
windings and rectifier circuits for L/R channels
and separate voltage regulators for each amplifi-
er unit. FR 20-20,000 Hz +0, -0.2 dB; THD
0.005%; s/N 110 dBA. 18*4 x 54's x 144'4 in; 24.2
lb $4,100
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Audio Research SP -9

ADCOM
GFP-555 II Preamplifier
Features two-sided copper -plated circuit board
for low noise and hum; switchable phono-input
capacitance; switchable gain on phono input;
tape dubbing; separate headphone amp; 2 sets of
outputs (Ac coupled, DC coupled); signal -proces-
sor loop; 5 pairs of high-level inputs. Can record
from one input while listening to another input.
Inputs for MM phono; MC phono; tape; tape 2;
CD player; tuner; video. FR DC -400,000 Hz
±0.5 dB; THD 0.005%; MM phono sens 0.4 mV
for 0.5-V output at 1,000 Hz; sens for line -level
inputs 40 mV. 17 x 31/4 x 121'4 in $500

GTP-400 Preamplifier/Tuner
Preamplifier with built-in tuner. Phono stages
operate in full Class A operation; RIAA equal-
ization circuit is use in high -output moving -coil
or MM phono cartridges. Separate recording se-
lector allows listening to one source while re-
cording another; feedback tone control; eight FM
stations and eight AM stations memory. Preamp
section: THD <0.01%; IM 0.005%; it 20-20,000
Hz, ±0.1 dB; s/N: phono 80 dB, line >95 dB.
Tuner section: -50 dB quieting mono 13.5 dBf,
stereo 37 dBf; IHF sens mono II dBf; cap ratio
1.7 dB; THD stereo 0.1% at 1,000 Hz; s/N mono
80, stereo 75 dB; FR 30-15,000 Hz, ±0.5 dB. 17
x 344 x 1244 in; 15 lb $400

AUDIO BY VAN ALSTINE
Transcendence Preamplifier
Features compound hybrid construction; toroi-

dal power transformer; regulated power supply.
RIAA phono inputs; 2 sets of tape inputs with
tape -to -tape monitoring; 3 sets of line -level in-
puts for digital and analog sources; volume/bal-
ance controls; separate bass and treble controls
for each channel; 2 pairs of audio outputs; amp -
driven headphone jack. Power bandwidth
>800,000 Hz; 200 W rated speaker selector
switch. 131/2 x 121/2 x 41/2 in; II lb $1,195

AUDIO DESIGN ASSOCIATES
ADP -8 Preamplifier
Preamplifier with 8 -input capability. Features 5
stereo source inputs; 3 stereo tape inputs; I ste-
reo signal -processor loop input; input imp
<47k ohms; max input level ±8 volts; 3 main
outputs; 3 tape outputs; I processor loop out-
put; volume, balance, bass, mid, treble, and
source selection controls; I switched outlet.
Output imp >100 ohms; max output level ± 12
volts; frequency response 20-20,000 Hz ± 0.25
dB; THD 0.05%; S/N -85 dB. 31/2 x 19 x 131/2 in;
9 lb $995

AUDIO RESEARCH
SP -9 Mk11 Preamplifier
On -board power supply: auto mute circuit for
warmup, voltage drop; switchable muting; 2
tape inputs, 2 ape outputs; 2 -position tape -
monitor switching; gold-plated input/output
jacks connect ground before hot, disconnect hot
before ground; shielded toroidal power trans-
former; internally adjustable phono-section
imp; 2 6DJ8 vacuum tubes ( I -in phono stage. 1 -
in line stage); compatible with many MC car-
tridges. FR (high level. ±0.5 dB) 5-50,000 Hz;
magnetic phono, ± 0.3 dB of RIAA, 30-40,000
Hz; max output 2 V rms; distortion <0.01% at
2 V rms out; input imp 50k ohms (all high lev-
el); phono 47k ohms (changeable) $1,795

BSA COMPONENTS
Sonata Series MC -I01 Preamplifier
MM/Mc switchable preamp. 2 tape loops; 2 tone
controls; MM sens 0.8 mV; MM S/N 80 dB; MC
S/N 80 dB; FR 1-150,000 Hz -0, +0.5 dB; THD
0.02%; Titian% balanced connectors.... $1,098

B&K Components Pro -5

Pro -S Preamplifier
Preamp features 5 high-level imputs. 1 phono
stage with 59 dB gain; balance, volume, bass,
treble controls; gold-plated RCA connectors;
moving -coil capacity. Inputs for MM phono,
tape, aux, CD player, tuner, video. FR 1-100,000
Hz ± dB; S/N 100 dB; MM phono sens 0.7 m V
for 0.5-V output at 1,000 Hz; MM phono imput
overload levle 105 mV at 1,000 Hz; sens for
line -level imputs 63 mV $398

BEDINI
BC -866 Preamplifier
Class A flat preamp with inputs for phono, tun-
er, tape, CD, aux. Balance and volume controls.
FR 1-110,000 Hz +0, -3 dB; THD <0.15%; IM
<0.05%; RIAA phono deviation 20-25,000 Hz
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±.25 dB; S/N phono to rec out -90 dB, line in
to preamp out -100 dB $960

BELLES RESEARCH
Belles 55 Preamplifier
Stereo preamplifier with complementary cir-
cuitry and Class A power MOSFET outputs. Fea-
tures phono section with internal DIP switch for
MM and sic cartridges; 2 settings for gain; 2 set-
tings for cartridge loading. External high-energy
power supply with DIN connector in rear. 5 in-
puts; 2 tape monitors; volume; balance; subson-
ic filter. FR 10-100,000 Hz ±3 dB $649

CAMBRIDGE AUDIO
C70 Preamplifier
Stereo preamplifier with connections for 4 input
sources plus tape. Features segmented passive
RIAA EQ. Passive tone controls with tone by-
pass switch and two outputs, one being a pas-
sive direct output after the volume control and
the other a normal output; MM or mc switchable
phono inputs with discrete circuitry. THD
0.005%. Sold only as a combination with the
A70 power amp, combination price $999

C100 Preamplifier
Preamp with inputs for MM/Mc phono (switch -
able), tape, tape 2. Features dubbing capabili-
ties; straight-line design. FR flat within 0.1 dB
20-80,000 Hz; THD 0.005% from 20-20,000 Hz;
max output 12 V; MM input 2.6 mV at 47,000
ohms; MC input 0.3 mV at 47,000 ohms; S/N MM
82 dB, line 96 dB. $699

CARVER
C-19 Preamplifier
Stereo preamplifier with 5 inputs including MM
and sic phono and CD direct. Features 6DJ8
tubes; Wonder Caps; wide circuit traces; no ICs
in the primary signal path. Dual external pro-
cessor loops; dual tape monitor loops with dub-
bing; Spectral Tilt overall frequency balance EQ;
individual L/R tone controls with variable turn-
over, headphone output with speaker defeat
switch; subsonic filter; absolute phase switch. FR
1-60,000 Hz -0.3 dB; THD 0.07%; MM phono
sens 1.5 mV; MM phono s/N 86 dB; MC phono S/
N; max output 7 V. 12 lb $1,199

CT -17 Preamplifier/Tuner
Combination Asymmetrical Charge Coupled
Detection AM/FM tuner and Sonic Holography
preamplifier with remote. Preamplifier features
Dolby Pro Logic 5-ch surround -sound processor
with rear volume, hall and stadium ambient ef-
fects; 7 inputs including CD direct, 2 video
sound; simulated -stereo synthesis for mono vid-
eo; 3 -way tone controls; dual tape monitors;
high -cut filter; remote with separate input/re-
cord selector and extra remote volume control
for room -to -room capability. Tuner features 20
AM/FM presets with preset scan; stereo/mono;
auto/manual controls. Preamplifier section:
Frequency response 1-60,000 Hz ±0.3 dB; THD
0.01%; max output 7 V. Tuner section: stereo
quieting sens 36.1 dBf; stereo sens 20.1 dBf; ste-
reo cap ratio 1.4 dB; AM suppression 73 dB; alt-
ch sel 58 dB; FM stereo THD 0.02%; stereo S/N 79
dB. 16 lb $800

C-11 Preamplifier
Preamplifier with Sonic Hologram Generator.
Features video sound Precognition circuit; 5 in-
puts including MM and MC phono; external pro-
cessor loop; dual tape monitor loops with dub-

bing. Individual L/R tone controls with variable
turnover; loudness EQ; headphone output with
speaker defeat switch; subsonic filter; adjustable
MM phono capacitance. FR 1-60,000 Hz -0.3
dB; THD 0.05%; max output 7 V. 6 lb ... $580

Caner C'T-17

CELLO
Audio Suite
Open -architecture mainframe accepts up to 10
slide -in vertical modules for phono, tape, C'D,
video, DAT, and tuner inputs; houses pro mod-
ules including mic preamp/mixers. tape head re-
cording and mastering amplification, digital -to -
analog converters, monitor amps for headphones
or speakers. Can control multi -room and multi-
media systems.
P101. MC phono input module $3,500
P301. Output module $3,200
1002. Mainframe chassis $1,800
P100. MM phono input module $2,000
P201. CD input module $2,500
P201. DAT input module $2,500
P201. Digital processor input module $2,500
P100. High -gain MM phono module.... $2,000
B301. Output module $1.800
P200. Tape input module $1,500
P200. CD input module $1,500
P200. Tuner input module $1,500
P200. Aux input module $1,500
P200. Video input module $1,500
P200. DAT input module $1,500
B100. MM phono input module $1,500
B100. sic phono input module $1,500
B200. RCA line input module $800

CONRAD-JOHNSON
PV9 Preamplifier
With low -noise precision metal -film resistors;
polystyrene capacitors in audio circuitry; facili-
ties for 2 tape recorders; 2 -way dubbing; phono,
tuner, AUX inputs; 2 amp outputs; front -panel
mute control. FR 20-20,000 Hz ± 0.25 dB pho-
no; S/N 70 dB below 10 mV phono, 84 dB below
2.5 V output high level; THD and IM 0.05%; gain
40 dB phono, 29 dB high level; max output 25
V; phono overload 500 mV at I kHz; 444 x 14 x
I 11/4 in $2,950

PV8 Preamplifier
With cathode follower outputs and solid-state
voltage regulator designed for minimal AC imp;
regulated filament supplies virtually eliminate
infrasonic noise resulting from AC line fluctua-
tions. Features 1% tolerance, mil -spec deposited
tin -oxide audio circuit resistors; audio circuit
capacitors are polystyrene dielectric; volume
control tracks within 0.5 dB; auto muting at
turn -on, turn-off; 2 tape -recorder loops with 2 -
way dubbing; 5 -function mode switch; precision
tracking volume control. Max output 40 V rms;
FR 2-100,000 Hz; <0.5% THD and IMD; hum
and noise (20-20,000 Hz): phono 72 dB below
10 mV input, high level 84 dB below 2.5 V out-
put; output imp <200 ohms; 10 x 16 x 341i in;
15 lb $1,685

PVIO Preamplifier
Stereo preamplifier with zero -feedback circuits

in both line and phono stages. Features 2 triode
amplifiers separated by a passive RIAA EQ net-
work; five vacuum tubes; discrete regulated
power supply with polypropylene and polysty-
rene capacitors. Phono plus five line inputs; 1

tape loop; balance bypass switch. >.1% THD or
IM; hum and noise (20-20,000 Hz): phono 72 dB
below 10 mV input, line stage 84 dB below 2.5
V output; output imp <500 ohms. 16 x 341i x II
in; 12 lb $995

CONVERGENT AUDIO
TECHNOLOGY
SL -1 Preamplifier
Preamplifier with all vacuum -tube design. Fea-
tures twelve separate regulators, one for each
stage; adjustable loading; external power supply;
switched metal film resistors for volume and
balance controls. Inputs for MM phono; Mc pho-
no; tape; aux; CD; tuner; video. FR 0.1-1 MHz
±3 dB; S/N 90 dB; THD 0.0005%; MM phono

sens 0.125 mV for 0.5 V output at 1,000 Hz; MM
phono input overload level 250 mV at 1,000
Hz; sens for line -level inputs 25 mV. 19 x 51/4 x
121/4 in; power 111/4 x 41/4 x 6 in $4,500

COUNTERPOINT
SA -11 Line -Level Preamplifier
Full -featured line -level control center includes
industrial -grade stepper motors to control 2 cus-
tom-built 4I -position attenuators. Features full
vacuum -tube power supply and audio circuitry;
wireless handheld remote control; Isolinear de-
sign for max isolation and linearity. Inputs for
tape; tape 2; aux; CD player; tuner; video. FR
1.5-70,000 Hz; THD 0.02% max; s/N 82 dB at
500 mV, 1,000 Hz; 17 x 711 x 20 in; 55 lb$6,995

SA -1000 Preamplifier
Features three -tube hybrid circuitry. Preamp
with inputs for MM/Mc phono, tape, CD player.
tuner. FR 2-170,000 Hz, ±0.1 dB; THD 0.065%;
s/N 83 dBA at 10-500,000 Hz; 19 x 41/4 x 121/4 in;
20 lb $835

Conrad -Johnson PV 10

DB SYSTEMS
DB-1A & 2A Preamplifier System
Stereo preamplifier with separate DB-2A regu-
lated power supply. Features gold-plated jacks;
Alps 80 dB tracking volume control. THD
±0.0008%, 20-20,000 Hz; IM ± 0.001%; FR pho-
no 10-40,000 Hz ±0.07 dB, high-level 2-50,000
Hz +0/-1 dB; s/N A-wtd 89 dB phono, 90 dB
line; filters: low-cut flat, 20 Hz, 36 Hz at 6 dB/
octave phono only, high -cut flat, 5 kHz, 10,000
Hz at 6 dB/octave; output imp 1 kilohm; max
output voltage 6 V into 10 kilohms/3,000 pF;
input sens for I V output: phono 2 mV into
50,000 ohms/100 pF, high-level 120 mV into 50
kilohms. 3 -year warranty extension. 81/4 x 7 x
3141 in $495

DBX
CX-3Mk11 Preamplifier
Control center for a video or audio system with
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2, 3, or 4 channels. Features isolated audio and
video circuits; Dolby Surround, matrix, Hall
surround; record output selector; simulated ste-
reo for mono soundtracks; inputs for MM/Mc
phono, 2 tape decks, 2 VCR'S, CD, tuner, video-
disc player; remote control $799

DENNESEN ELECTROSTATIC
Sirius Preamplifier
Straight-line preamp with split passive RIAA
and FET input. Inputs for MM phono, tape, tape
2, aux. FR 5-100,000 Hz ±0.1 dB; THD 0.01%;
max output 10 V; IM 0.01%; sens for line level
inputs 125 µV. 19 x 2 x 8 in; 7 lb $750

Haller Iris with remote control

DENON
DAP -5500 Preamplifier
Preamplifier with 4x oversampling D/A convert-
er. Digital section features 4 D/A push-pull Su-
per Linear Converter system; separate digital
and analog chassis; 3 digital inputs (one optical,
2 coaxial); coaxial digital taps. -monitor loop; op-
tical isolators; D/A converter output jacks. Au-
dio section features Unity Gain Interface ampli-
fier; Cannon -type input/output; 2 RCA line -in;
I RCA line out; front -panel mounted RCA in-
put/output jacks; two tape -monitor loops;
source -direct switch; separate power supplies for
digital and analog sections; nonresonant, vibra-
tion -resistant chassis. 51/4 x 171/8 x 15 in $1,500

PRA -1500 Preamplifier
Stereo preamplifier with MM and mc phono in-
puts. Features Unity Gain Interface amplifier. 2
tape -monitor loops; source -direct mode; bal-
anced output connections; 2 video inputs; I vid-
eo output; mono wideband and subwoofer out-
puts. Includes Denon Integral System remote
control for full -system remote and remote pow-
er control for connected Denon power
amps $500

DISCRETE TECHNOLOGY
Pro -Reference Preamplifier
Solid-state preamplifier with high -current sup-
ply. Features aluminum rack -mountable enclo-
sure; designed to be matched with one of 3 dif-
ferent amplifier modules; direct -coupled circuit;
volume and power controls; switchable car-
tridge loading; switchable gain; Distech cable;
modular construction; low impedance main
outputs. With MC amplifier $2,995

FORTE AUDIO
Model 2 Preamplifier
Dual -channel, non -inverting hybrid circuitry
employs low -noise, matched integrated gain de-
vices enhanced with discrete pure Class A bias-

ing, active constant -current sourcing, and imp
buffering. Accepts direct input from high- and
low- output mc and MM cartridges; 4 high-level
sources and tape recorder. Record/monitor fa-
cilities for recorder allow listening to one source
while recording another; internal selection of re-
sistive and capacitive cartridge loading; selecta-
ble cartridge gain of +40, 50, 60 dB. External
power supply in separate chassis; gold-plated
signal connectors; glass -epoxy circuit boards.
THD <0.02% at 3 V; noise < -100 dBA refer-
enced to I V input; gain +20 dB; input imp
25,000 ohm; output imp 470 ohms. 19 x 13/4 x 7
in $990

HAFLER
Iris Preamplifier
Infrared remote integrated system with pure FET
Class A design utilizing c-mos switching and a
passive cyber-optic volume/balance control. 5
high level inputs, two tape inputs; external -pro-
cessor loop, and patented mm/mC phono stage;
outputs: record I. record 2, external -processor
out, line; knob control remote. FR 20-20,000 Hz
±0.1 dB; THD 0.005% line, 0.002% MM, 0.009%
mc; S/N MM -87 dBA, mc -80 dBA, 94 dBA
line; 17 x 3 x 842 in; 9 lb $800
Without remote control $650

HARMAN KARDON
Citation Twenty -Five Preamplifier
Preamplifier with remote control. Features pas-
sive equalization in open -loop mode; moving -
coil head amp with resistance trim; moving -
magnet capacitance trim. Inputs for CD, A/v1,
A/V 2, tape I, tape 2, VCR I. VCR 2, and phono;
high -cut filter; subsonic filter; switchable bass
and treble turnover; tone defeat; mono switch;
headphone jack. FR 0.25-250,000 Hz +0, -3
dB (aux at 0.5 V output); THD 0.002% (aux at I

V output): slew rate 120 V/Assec; rise time 1.4
Awe; S/N 91 dB (CD, video input); RIAA EQ
(20-20,000 Hz) ±0.2 dB; $899

Citation Twenty -One Preamplifier
Preamplifier with fully discrete circuitry. Fea-
tures low negative feedback; active/passive
symmetrical RIAA EQ. Inputs for CD, CD -di-
rect, video sound, tuner, phono, 2 tape decks;
gold-plated jacks; mono switch; low -noise tran-
sistors; discrete Mc head amp; subsonic filter (6-
dB/octave. -3 dB at 15 Hz); phase -correct
loudness ( +10 dB at 50 Hz, +3 db at 250 Hz);
10 -dB bass and treble boost/cut; tone defeat.
Max output 10 V $629

HEATH
APW-25I0 Preamplifier
Stereo preamplifier with dual RIAA equaliza-
tion circuitry. Features MM/Mc switch; subsonic
and high cut filters; tape copy selector for dub-
bing between two tape decks or recording from
another input; tone defeat; switchable bass and
treble turnover frequencies; 6 inputs. Frequency
response 0.1-180,000 Hz; THD 0.006%; signal-
to-noise ratio 83 dB MM phono, 80 dB mc pho-
no, 92 dB aux, 92 dB tape. 1742 x 4 x 1349 in; 16
lb $399

HEYBROOK BY DASCANIO AUDIO
C-3 Preamplifier
Hand -assembled preamplifier features special
circuitry for CD input to prevent overloading;
aluminum chassis; rear -panel power switch. In-

puts for moving -magnet and moving -coil pho-
no, tape, aux, CD player, tuner, and video. Fre-
quency response 10-50,000 Hz ±3 dB; MM
phono sens 85 mV for 0.5-V output at 1,000 Hz;
line -level sens 160 mV. 17 x 3 x 13 in... $798

JRM
JRM Preamplifier
Stereo preamplifier with MM and sic phono in-
puts. Features all polypropylene capacitors;
electromechanical devices gold-plated; 2 -stage
RIAA ±0.1 dB conformity. Separate input se-
lect for main, record out; inputs for tuner. 2
tapes, aux; 18 dB infrasonic filter; 10 W/ch
headphone amplifier. 10 V max output; S/N MM
87 dB, MC 76 dB; slew rate ±20 V/usec; THD
0.01%; FR 0-50,000 Hz -I dB. 21'4 x 81/2 x 19
in $450

KENWOOD
Basic -C2 Preamplifier
Preamplifier with mm/mc phono and imped-
ance selectors. Features phono EQ amplifier
with single negative feedback loop; super -cou-
pled volume control for low noise; 4 -way filter
system. 2 -way tape dubbing with monitoring;
source (rec out) tape selector; 2 aux/video in-
puts; loudness switch; mono/stereo switch;
headphone jack with level control; LED indica-
tors. FR 1-350,000 Hz +0. -3 dB; MD 0.001%
at I V; S/N 110 dB (main), 94 dB (MM), 70 dB
mc. 171/4 x 3 x 12% in; 10 lb $329

KINERGETICS
KPA-2 Preamplifier
Line preamplifier with patented hysteresis dis-
tortion cancelling circuits. Features dual mono
with 2 toroidal transformers; I processor loop;
servo loop to eliminate DC offset; no capacitors
in signal path. 7 audio inputs; I tape output; I
positive and I inverted output. Slew rate 60 V/
usec; voltage gain 13 dB. 19 x 34'4 x 124's in; 12
lb $895

KLYNE AUDIO ARTS
SK -5A Preamplifier
Full -function stereo preamplifier with control to
invert absolute phase. Features balanced differ-
ential outputs. Inputs for tuner; CD/aux; tape;
MM/Mc phono. Output imp 600 ohms; input
imp phono 0-47,000 ohms. 21/2 x 19 x 121r: in; 12
lb . $3.250

Harman Kardon Citation Twenty -Five

LINN PRODUCTS
LK1 Preamplifier
Stereo microprocessor preamplifier with inde-
pendently adjustable input -level matching. Fea-
tures keyboard lockout; all switching and level
adjustments electronic on board; remote con-
trol. Inputs for MM and mc phono; tape; tape 2;
aux; tuner. 3 x 101/2 x 101/2 in; 9 lb $1,050

LUXMAN
TP-117 Preamplifier/Tuner/Remote Controller
Dual preamps in one chassis provide source
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selection and volume control for two sets of
components. Features RF Tv modulator;
separate regulated power supply; AM/FM tuner
with computerized tuning and 4 -stage FM front
end. 20 AM/FM station presets with auto -seek
tuning; cable FM fine tuning (25 kHz steps);
motor -driven volume controls with auto preset;
multifunction remote control; pre-out/signal
processor jacks; video switching with buffer
amplifiers; CD -direct input. Amp section: FR
20-20,000 Hz ± 0.5 dB; THD 0.006%; S/N 86 dB
(phono), 96 dB (CD/tape/video). FM section:
50 -dB quieting sens 38 dBf (stereo); cap ratio
1.5 dB; alt-ch sel 68 dB. AM section: S/N 50 dB.
1744 x 41/4 x 13 in; 11.4 lb $1,250

LE -109 Phono Preamplifier
Features MC/MM inputs; variable gain and
impedance switches; mc straight circuit; sub-
sonic filter; 3 -step attenuator selector. FR 20-
20,000 Hz ±0.3 dB; THD 0.005% (2 V at 1.000
Hz); S/N 100 dB. 1744 x 21/2 x 1244 in.... $500

MARK LEVINSON BY MADRIGAL
No. 26 Preamplifier
High -gain preamplifier with matrix -style Dc
switching. Features relay hermetically sealed bi-
furcated contacts of silver with gold plating; 6 -
line level inputs; CD; tuner; aux-I; phono/aux-
2; tapes I and 2; 2 tape inputs; non -buffered
tape outputs; absolute phase of main outputs or
stereo/mono operation selection on front panel;
independently switchable gain for each channel;
internal gain adjustment provided through PC
mount switches for each channel providing gain
of 6, 12, 18 at the unbalanced output or 12, 18.
or 24 dB at the balanced output; custom-made
Penny and Giles conductive plastic volume po-
tentiometer; dual mono design with separate
circuitry for each channel; two power supplies
provide unregulated DC current for 2 audio
channels, third power supply separately rectifies
and filters power to relay control circuit; two to-
roidal transformers; Faraday shields reduce AC
line coupled noise; 9 gold-plated contacts for
connecting cable; pos, neg, and ground for each
audio channel; 4 discrete, independent regula-
tors; 3 -pin Neutrik XLR connectors; all alumi-
num chassis. Output imp 40 ohms; line input
imp 14,000 ohms; phono input imp mc 825
ohms, MM 47,000 ohms; line gain: single -ended
6/12/18 dB, balanced 12/18/24 dB; phono gain:
MM 38/44 dB, mc 58/64 dB. 71/4 x 21/4 x 131/4 in;
32 lb $4,995

MCINTOSH
C -34V A/V Preamplifier
A/V control center with compander system for
controlling sources' dynamic range. Features in-
puts for laser, tape 1-3, vat I and 2. Tv, tuner,
and phono; 3 switched, 2 unswitched outlets in
rear, provision for 2 sets of speakers; record and
listen selectors; 5 -band equalizer. Preamp sec-
tion: FR 20-20,000 Hz +0, -0.5 dB; THD
<0.01%; s/N phono 90 dBA, high level 100 dB.
Monitor amplifier section: 20 W/ch with 0.01%
max total harmonic distortion; FR 20-20,000 Hz
+0, -0.2 dB; signal-to-noise ratio 100 dBA. 161/4
x 51/2 x 13 in; 26 lb $2,195

C-35 A/V Preamplifier
Features a pair of cascoded FETs to operate the
inputs switching system; nine inputs for com-
pact disc, laser disc, Tv, tuner, phono, aux I,
aux 2, vcR/TI, vat/T2; tape -monitor switches
for two audio tape recorders; loudness control;

five -band equalizer; headphone jack. FR 20-
20,000 Hz +0, -0.5 dB; THD <0.007%;
S/N phono 90 dB, high level 105 dB. 161/4 x 51/2 x
13 in; 16 lb, 8 oz $1,995

MELOS AUDIO
CD-T/B Preamplifier
Preamplifier with Melos CD-Tll/B CD player
for systems using CD as the primary music
source. Heavy aluminum chassis; toroidal trans-
former; Tiffany connectors; CD input, tuner,
video aux, aux phono; tape monitor loop; 2
main outputs; remote. FR 20-20.000 ± 0.2 dB;
THD 0.07%; s/N 90 dB $1.595

Mark Levinson No. 26 and power supply

MA -110 Preamplifier
Hybrid preamplifier with I processor loop.
FR 2-300,000 Hz ± 1 dB; THD 0.07%; max out-
put 22V $995

MERIDIAN
Model 201 Preamplifier
Features 6 inputs; tape -to -tape dubbing for 2
decks; full source monitoring capabilities; 64 -
step volume control; user -programmable mute
level and volume offset between sources; MM/
mc inputs. Can be externally controlled as a part
of the Meridian Multiroom system. Includes re-
mote control. 4 x 644 x 1244 in; 10 lb... $1,090
Model 202 Multiroom Preamplifier. As above,
with 2 independent outputs for Meridian Mul-
tiroom systems. Each preamplifier can indepen-
dently choose and distribute any of 6 inputs at
its own volume. 4 x 61/4 x 1244 in; II lb $1,390

MOD SQUAD
Line Drive AGT Preamplifier
Passive system control center for line -level
sources; advanced grounding topology (AGT)
with star -center grounding throughout; non-fer-
rous, non-magnetic chassis. Five line -level in-
puts and two tape loops; two main outputs
wired in parallel for bi-amplification; front pan-
el input selector with mute position, volume
and balance controls; switchable chassis shield-
ing. FR oc-200,000 Hz +0, -3 dB; THD
0.0001%; input imp 8200; output imp variable;
ch sep 86 dB. 161/2 x 21/2 x 1044 in; 3 lb . $1,095

MOTIF BY CONRAD-JOHNSON
MC7 Preamplifier
Dual -mono all-FET preamp with remote power
supply. Features precision -matched FET for ch-
to-ch balance; exclusive use of polystyrene ca-
pacitors throughout audio circuits and power
supply regulators. Inputs for mm/mc, tape, tun-
er. FR 5-100,000 Hz ±0.5 dB; max output 10 V;
THD 0.1%; 04 0.1% IHF; MM phono sens 0.35
mV for 0.5-V output at 1,000 Hz; MM phono in-
put overload level 150 mV, sensitivity for line -

level inputs 50 mV; 31/2 x 19 x 12 in.; 15
lb $3,500

MC8 Preamplifier
Similar to MC7 except stereo with internal pow-
er supply. Inputs for MM/Mc; tape; tape 2; CD
player; tuner. FR 5-100,000 Hz ±3 dB; THD
0.1%; MM phono sens 0.35 mV for 0.5-V output
at 1,000 Hz; sens for line -level inputs 50 my;
MM phono input overload level 150 mV at
1,000 Hz. 31/2 x 19 x 12 in; 15 lb $2,250

MC9 Stereo Preamplifier. Line -level only
preamp $1,295

NAD
Monitor Series 1700 Preamplifier/Tuner
Features external processor loop. IF wide/nar-
row; 14 AM/FM random presets; motor -driven
volume control; semi -parametric tone controls;
bass EQ; 2 -way tape dubbing. Stereo sep 50 -dB;
s/N>80 dB. Includes remote control Rack
mountable $799

Monitor Series 1300 Preamplifier
High -resolution phono preamp. Features mc
preamp; external processor loop; infrasonic fil-
ter. Bass EQ; null switch; semi -parametric tone
controls (bass switchable to 50, 100, 250 Hz, tre-
ble switchable to 3,000, 6,000, or 12,000 Hz;
± 12 dB boost/cut); 2 -way tape dubbing. Max
output 12V. Rack mountable $399

NAKAMICHI
CA -7A Preamplifier
Preamp with full -system wireless remote control
of Nakamichi series 7 or 5 components. Fea-
tures total isolation of digital and analog sec-
tions; isolated ground technology; acoustical
fine-tuning system; motor -driven volume con-
trol; inputs for MM and mc phono, 2 tape, 2 aux,
tuner, CD; 2 outputs; multi -room remote con-
trol with RS -7 remote sensor. Frequency re-
sponse 1-100,000 Hz +0, -3 dB; S/N >94 dBA;
THD <0.002% at 20-20,000 Hz; 171/4 x 31/4 x
1244 in; 151/4 lb $2,595

Mod Squad Line Drive

CA -SAIL Preamplifier
Features 5 high-level inputs; phono input;
copies between 2 tape decks in either direction;
recording deck monitors copying procedure; all
inputs and 2 -sets of output terminals are gold-
plated; remote power connector optional (SPC-I
power strip); MM- or mc-cartridge phono input;
output level; bass; balance; treble; low -noise
FETS; bipolar transistors; multi -regulated isolat-
ed ground power supply; s/N >95 dBA; THD
<0.002% at 20-20,000 Hz; FR 1-100,000 Hz +0,
-3 dB. 171/4 x 21/2 x 111/4 in; 111/4 lb.... $1,095

NIKKO AUDIO
Beta 600 Preamplifier
Stereo preamplifier with two -band parametric
equalizer with variable level, variable band-
width, and selectable frequency turnover con-
trols. Features CD direct circuit isolated from

92 STEREO REVIEW FEBRUARY 1990



other analog circuitry; 2 -output terminals; gold-
plated pin jacks; 2 record -out selectors; mechan-
ical switches; MM/MC selector. THD 0.002%; s/N
100 dB; channel sep Hz 76 dB at 1,000 Hz; FR 5-
100,000 Hz +0 dB, -1 dB. 19 -in rack mount-
able with black diecast aluminum front
plates $600
Beta 400 Preamplifier. As above with FR 5-
100.000 +0 dB, -2 dB $440

ONKYO
Grand Integra P-308 Preamplifier
Preamp with independent, magnetically -shield-
ed power supplies for each amplification block.
Features short signal -path routing; subsonic
feedback loop to cancel DC components; signal
in -phase filters to reduce common -mode noise.
Defeatable tone controls; switchable Contra -
Bass control; high -cut sloping filter position on
treble control; 8 inputs including mm/mc phono
jacks and 2 front -panel jacks for portable com-
ponents; dual record -output selector. FR 0.8-
170,000 Hz +0, -3 dB; THD 0.0005% (CD); S/N
101 dB (CD). Wood side panels included 181/4 x

4 x 1571 in: 19 lb $660

Integra P-304 Preamplifier
Preamp with independent, magnetically -shield-
ed power supplies for each amplification block.
Features Delta power supply with Real -Phase
transformer. Dual record -output selector; ad-
justable phono gain and load imp; 8 inputs in-
cluding MM/MC phono jacks. FR 0.8-170.000 Hz
+0, -3 dB; THD 0.0005% (tuner, CD); S/N 92
dB (mm). 1844 x 4 x 157/s in; 17 lb $530

PARASOUND
P/FET-900 Class A Preamplifier
FET Class A preamplifier. Features FET discrete
transistors; electronic logic switching; polypro-
pylene capacitors; regulated power supply; gold-
plated jacks; muting relay; variable loudness
contour; 10 -amp power switch; 3 AC outlets;
mono switch; 2 -tape monitors; 2 -direction dub-
bing; separate CD. video inputs; FR 10-80,000
Hz ±0.5 dB; THD <.005%; IM <0.005%; S/N 95
dB high, 80 dB phono; Ins x 21/2 x 91/2 in $395

PIONEER
Elite C-91 A/V Preamplifier
Features wireless learning remote control; mo-
torized rotary volume control; 5 audio inputs: 3
video input/outputs, 2 video inputs; 3 different
power supplies for audio (left and right), and
one video channel; copper -plated chassis; 2 vid-
eo outputs; recording selector/tape-dubbing
switch; subsonic and high/low filters: loudness.
muting, and tone controls; video enhancer (de-
tail, sharpness, and noise reduction). Includes S -
connector. 18 x 51/4 x 16 in $1.300

PROTON
AP -I000 Preamplifier
Stereo preamplifier with separate record and lis-
ten selectors. Features bass, presence, and treble
controls with bypass circuitry; dual -mono con-
struction with separate power supplies for both
channels; two discrete preamplifiers; phono
preamp section with FET's; selectable input ca-
pacitance for MM cartridges; multiple gain levels
for sic cartridges; bass EQ switch; inputs for
phono, tuner. CD. video, tape I, tape 2; head-
phone jack. FR 20-20.000 Hz ±2 dB; THD

AMPLIFIERS

Pioneer Ellie C -9I

0.003%; IMD 0.003%; video S/N 103 dB; tape
play S/N 103 dB; MM phono s/N 91 dB; MC pho-
no s/N 70 dB. 161/2 x 344 x 131/2 in $399

1100 Preamplifier
Stereo preamplifier with separate MC phono in-
put; built-in headphone amp; bass EQ switch;
listen/record selector. High-level pre -out 18 V;
FR 20-20.000 ±2 dB; THD 0.003% (20-20,000
Hz, 2 V output). 161/2 x 21/2 x 13 in $259

PS AUDIO
5.5 Preamplifier
Full -function preamplifier with all MOSFET cir-
cuitry. Features dual -mono power regulation;
extra -large transformer; MM and sic phono sec-
tions; 5 gain selections for phono cartridge; car-
tridge loading; high-level bypass; remote power
supply. THD <0.01%; IMD <0.01%; MM noise
-82 dB; sic noise -78 dB. 19 x 244 x 121/2 in:
15 lb $1,195

4.6 Preamplifier
Full -function preamplifier with MM and mc
phono sections. Features 5 gain selections for
phono cartridge; cartridge loading; high-level
bypass; remote power supply. THD <0.01%; IM
<0.01%; MM noise -82 dB; sic noise -78 dB.
19 x 244 x 81/2 in; 15 lb $699

QUAD
Quad 44 Control Unit
Preamp/control system with lift/step bass con-
trol to boost low -frequency output of small
speakers, attenuate bass output when operating
as filter to give 5 dB drop at 2 frequencies; .± 2
dB tilt control that shifts tonal balance; variable
filter slope control at 5,000, 7,000, 100,000 Hz;
all tone controls have defeat positions; balance/
mono switch; radio, aux, disc, tape I. tape 2 in-
put selectors with optional microphone or sic
phono inputs available. Input sens/imp 1 mV at
35 mV in/47,000 ohms phono. 100 mV at 5 V
in/39,000 ohms tape, 1,000,000 ohms radio and
aux; FR 30-20,000 Hz ±0.5 dB phono RIAA,
30-20.000 Hz -0, + I dB; high-level distortion
0.02%; residual noise -104 dBA: 8 x 21/2 x 51/8
in $995

Quad 34 Control Unit
Preamp control unit with tilt control: bass con-
trol; inputs for disc, tape, tuner, aux; 3 push-
button filters; bass lift and step. Distortion
worst case any input 0.5%. Residual noise A-
wtd volume control at minimum -105 dB; FR
±0.3 dB any input except phono, FR phono
RIAA ±0.5 dB $795

QUICKSILVER AUDIO
Preamplifier
Preamplifier with on/off power switch. Band-
width 1-650,000 Hz; max input 30 V rms from
20-20,000 Hz; max output 65 V rms from 20-
20,000 Hz. 3 year warranty on parts and labor.
17x 10 x 44a in; 21 lb $1,495

REVOX
11252 Preamplifier
Microprocessor -controlled preamp with input
sensitivities programmable into nonvolatile
memory and infrared remote control. Inputs for
MM phono; MC phono: tuner; tape; tape 2: aux;
phono 2; CD player; external equalizer. FR 20-
20,000 Hz +0, -0.2 dB; THD <0.01%: S/N 96
dB (line input), 75 dB (phono input); MM phono
sens 1.6-23 mV for 5 -mV output; sens for line -
level inputs 160 mV to 2.3 V. 171/4 x 6 x 13 in;
15 lb, 7 oz $1,750

ROTEL
RTC850 Tuner/Preamplifier
Tuner preamplifier with dual gate MOSFETS in
tuner front end. Features 16 AM/FM station pre-
sets; direct signal paths; inputs for MM/Mc, CD,
tape, and video; full function remote; motorized
volume control. Tuner section: 50 -dB quieting
sens, mono 14.8 dBf, stereo 37.2 dBf; AM rej 58
dB: cap ratio 1.0 dB: s/N 75 dB stereo, 80 dB
mono; alt-ch sel 70 dB. Preamplifier section: FR
20-20,000 Hz ±0.2 dB; total harmonic distor-
tion <0.004%; signal-to-noise ratio 100 dB. 171/2
x 31s x 133/s in; 12 lb $499

JEFF ROWLAND DESIGN GROUP
Coherence One Series II Preamplifier
Solid-state FET preamp with companion regulat-
ed power supply. Accepts all MM and sic car-
tridges directly. Direct -coupled design from in-
put to output. Split -passive RIAA EQ. Provides
inputs for I phono and 3 high-level inputs.
Tape-rec outputs selectable from any input.
Features phase reversal and full muting from
front panel; separate R/L-ch balance controls;
master volume; balanced outputs standard: out-
puts mute on power up or error. THD-E noise
<0.04% at 1,000 Hz. Line stage: gain 20 dB; FR
0.2-500,000 Hz -3 dB; THD+ noise <0 015% at
I kHz $4,600

SAE
P102 Preamplifier
Computer direct -line preamplifier with 3 digital
tone memories, electronic volume and balance
controls. Features sequential audio muting for
cross -fading between input sources. Inputs for
MM phono, mc phono, tape. tape 2, aux, phono
2, CD player, tuner, external processor. FR 20-
20,000 Hz ±0.5 dB; THD 0.025%; IM 0.025%
IHF; max output 7.5 V; MM phono sens 160 mV
for 0.5-V output at 1,000 Hz; MM phono input
overload level 240 mV $449

SANSUI
C-1000 Preamplifier
Preamplifier with full -function remote. Features
multiple audio inputs: 2 video inputs; motor -
driven volume control; delay -line video en-
hancer; monitor output; keyboard instrument
input: variable loudness; mute. Preamp output
1,000 mV/I.5 kilohms: FR 10-100,000 Hz. 17 x

x 94% in: 7.1 lb $190

SHERWOOD
AP -7020 Preamplifier
Features discrete pure complementary flat am-
plifier: switchable mm/mc phono gain amplifier;
active high and subsonic filter. Loudness
switch; crossover frequency for subwoofer; gold-
plated phono jacks; switchable tone control
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turn -over frequency; direct switch (tone bypass);
rec-out selector switch; 2 sets of pre -amp output
jack; external processor in/out jack; muting
switch; balanced in/outs; 3 tape and processor
loops; 2 tone controls. FR 20-150,000 Hz +0.5/
-3 dB; THD 0.005%; S/N 80 dB (MM), 75 dB
(Mc) 173/8 x 41/8 x I I in $359

SONOGRAPHE BY
CONRAD-JOHNSON
SCI FET Preamplifier
All-FET preamplifier with matched-FET polypro-
pylene and polystyrene capacitors for all audio
circuits; discrete power -supply regulation; in-
puts for phono, tuner, CD, video, tape I and 2.
FR 5-100,000 Hz ±0.5 dB; max output 10 V;
THD 0.1%; IM 0.1%; phono overload 150 mV;
3.5 x 18 x 12 in $649

SONY
TA-E77ESD Preamplifier
Preamplifier with built-in D/A section featuring
4x-oversampling filter and dual D/A converters.
Features 91 -key programmable remote control;
full A/V switching capability; S -video and com-
posite video terminals; source direct switch;
passive tone control; independent record/out se-
lector; adaptor terminals; phono input selection.
Intermodulation distortion 0.001%; THD
0.001%; separation >90 dB; FR 5-20,000 Hz
±0.5 dB $1,000

SOUNDCRAFTSMEN
DX 4200 Preamplifier/Equalizer
Combination preamp/equalizer with digital au-
dio and video inputs. Features in/out balancing
to 0.1 dB; phono preamp has variable cartridge
loading (50-800 pF, 100/47,000 ohm) adjustable
±20 dB gain moving coil or moving magnet
cartridge inputs; 3 -way tape dubbing; 2 external
signal -processor loops; conventional line out-
puts plus separate autobridge line outputs for
auto mono bridging of most amps; EQ signal-to-
noise ration 114 dB; passive -coil filters with 15
dB boost or cut for each octave; differential/
comparator circuitry for true 0.1 dB unity -gain
equalizer balancing; 19 -in rack -mount front
panel; includes frequency spectrum analyzer
test record and instant reset Computone charts.
9 x 544 x I I in $749

Pro -Control Four Preamplifier
Digital c-mos. Features five tape monitors for
audio or video tape, CD, tuner, and phono in-
puts. Two signal processor loops, subsonic filter,
and direct mode to bypass all processing. Head-
phone jack, auto -bridge circuit to triple amplifi-
er output. Frequency response 20-20,000 Hz
±0.I dB; total harmonic distortion <0.005%;
signal-to-noise ratio: phono 97 dB, high-level
116 dB. Rack mount front panel. 19 x 31/2 x 101/2
in $699

Pro -PT Two Preamplifier/Tuner
Combination tuner/preamplifier features c-mos
digital switching for phono, CD, tuner, video/
audio, two tape monitors with dubbing; variable
loudness control; high and low filters. FR 10-
80,000 Hz ±0.5 dB; THD <0.005%; s/N 95 dB
high, 80 dB phono. Tuner section: FM sens 10.3
dBf; cap ratio 1.2 dB $449

SOUNDSTREAM
C -I A/V Preamplifier
System I component; dual mono Class A cir-

cuitry features discrete component signal path;
each remote -controlled component has a sepa-
rate power supply for audio and switching cir-
cuits to minimize noise in the audio signal;
unique digital switching circuitry links Sound -
stream products. Audio/video dubbing: disc -to -
tape or tape -to -tape; separate record and listen
circuitry permits simultaneous recording and
listening or viewing; audio connections include
phono/aux, tape I, tape 2, CD, tuner; audio/
video functions include vat 1, vcR 2, video-
disc, Tv (output only); optional accessories:
plug-in dual mono phono preamp cards, re-
mote -controlled Ac power strip, and infrared re-
mote; includes R -I remote control: Controls all
functions of the C -I, T -I, and DA -I, or control
11 separate components, 8K byte memory di-
rects operation of all components, 6 addition
unassigned user -selectable functions. Frequency
response 20-20,000 Hz ±0.1 dB; total harmonic
distortion <0.05%; signal-to-noise ratio >100
dBA; input impedance 30,000 ohms; input sen-
sitivity <100mV for 0.5V out. 17 x x 111/2
in; 15 lb $1,495

Sumo Athena

SUMIKO
YBA3 Preamplifier
Preamplifier with moving magnet phono input
and optional moving coil input. FR 5-400,000
Hz ±0.2 dB; THD 0.05%; S/N 83 dB.... $1,800

SUMO
Athena Preamplifier
Stereo preamp with built-in moving -coil head
amp. Features discrete circuitry utilizing I%
metal -film resistors and metalized polypropyl-
ene capacitors; gold-plated input/output jacks;
separate record/mode select functions; linear -
phase subsonic filter; high-level bypass; laser -
trimmed volume control. FR 20-20,000 Hz
± 0.1 dB; THD/intermodulation distortion
<0.01% below 18 V output; S/N (moving coil)
80 dBA, (moving magnet) 85 dBA, high-level
100 dB. 19 x x 81/4 in $729

SUPERPHON
Revelation II Preamplifier
MOSFET preamp with J-FET phono, MOSFET cur-
rent sourcing. Voltage regulated through 10
shunt regulators, adjustable bias setting for out-
put stage. Input for I phono, 4 high-level inputs
plus 2 complete tape loops; full muting from
panel with automatic muting for line surge/drop
protection. Frequency response 2-175,000 Hz;
THD >0.5 at 3 V rms; signal-to-noise ratio 95
dB (line), 77 dB (phono); max output 5 V rms;
150 mV MM phono overload; MM phono input
imp 47,000 ohms; phono gain 37 dB; line gain
20 dB $799

TECHNICS
SU-A200 A/V Preamplifier
Features Class AA circuitry; active servo power
supply; inputs for mm/mc phono, tape I and
tape 2/vcR, aux; phono 2, CD player, tuner, and

video (AV I). Switches video signals from A/V
inputs as well as audio signals from 8 inputs
with video output for monitor. FR 0.5-180,000
Hz +0/-3 dB. 17 x 5 x 141/4 in; 20 lb . $1,200

SU-A6MK2 Preamplifier
Stereo DC preamplifier with infrasonic filter.
Features shelving tone controls; selectable turn-
over frequencies; audio muting; inputs for MM/
mc phono, tape 3, tape 2, aux 2, phono 2, CD
player, tuner, computer, vcR, DAT recorder,
Tv. Max output 8 V. 17 x 37/8 x 141/4 in.. $800

THRESHOLD
Model FET ten/h1 Preamplifier
Dual-ch, high-level noninverting field-effect
transistor preamp dedicated specifically to line -
level signal applications. Accepts 5 high-level
sources and 2 tape decks with full flexibility in
record/monitor signal routing. External e series
power supply in separate chassis. Input J-FETS
operated in parallel, doubling transconductance
and lowering noise and distortion. Secondary
gain stages use cascoded mosFETs to suppress
voltage fluctuations, allowing low distortion
even when driving loads less than 500 ohms.
Circuit boards are military -grade glass -epoxy
with gold -over -nickel -over -copper -plated paths.
Gold-plated connectors with Teflon insulation.
Precision metal -film and wirewound resistors
are used throughout. Bandwidth response 1.5
Hz and 125,000 Hz at -3 dB points; THD 0.01%
at 3 V rms from 20-20,000 Hz into 1,000 -ohm
load; crosstalk no greater than -75 dB at
20,000 Hz with 1,000 -ohm source; noise no
greater than -110 dBA referenced to I V input;
input imp 25,000 ohms, nominal; output imp
100 ohms. Controls for program source selector;
record signal routing; monitor signal selection;
mode; balance; audio level. 19 x x 61/2

in $2,500

YAMAHA
CX-I0000 Preamplifier
Digital preamplifier with hi -bit 4 -times over -
sampling digital filter and digital -to -analog con-
verter. Features digital direct input/output; inte-
grated surround -sound processor; parametric
equalizer; 16 memory presets combining sur-
round -sound processor and/or parametric
equalizer. Includes wireless remote control; Ti-
tanium finish with high luster walnut side pan-
els. 65 lb $7,500

CX-1000U Preamplifier
Digital preamplifier with built-in 18 -bit, 8-
times-oversampling digital filter and hi -bit twin
digital -to -analog converters. Features 4 digital
(coaxial and optical) audio inputs and 4 video
inputs; continuously variable loudness control;
5 audio rec outputs and 2 video rec outputs; 12 -
position rec out selector; provisions for simulta-
neous A/V recording on two vcR's; I optical, 2
coaxial digital audio rec outputs; auto sampling -
frequency switching; 6 -position moving -magnet
or moving -coil phono cartridge load selector;
source -direct switch; audio mute. Includes RS
integrated system remote control. Black; 28
lb $1,199

CX-800U Preamplifier
Preamplifier with 8 audio and 3 video inputs.
Features 4 audio and 2 video rec outputs; 9 -po-
sition rec out selector; provision for simulta-
neous A/V recording on two VCR'S; source -direct
switch; phase invert switch; continuously vari-
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able loudness control; 6 -position moving -mag-
net and moving -coil cartridge load selector; bass
and treble controls; subsonic filter. Includes RS
integrated system remote control. Black; 15

lb $699

AVC-70Ti Preamplifier
A/v preamplifier with 4 -mode digital surround
including Dolby Surround. Features 4 -position
digital delay (15, 20, 25, 30 ms); 10 audio and 5
video inputs; 2 S -VHS inputs and 2 outputs;
video monitor outputs; A/V inputs for cam-
corder; 2 sets of front channel outputs and I set
of rear channel outputs; bass, midrange, treble,
and balance controls; bass extension; separate
rear channels volume control; 10 position rec
out selector; motorized master volume control;
Includes learning -capable 37 -key multi -function
remote control and RS integrated system re-
mote control. Titanium finish; 13 lb $529
AVC-70. As above, black $529 

INTEGR ATEDAMPLIFIERS
ACCUPHASE BY MADRIGAL
E-205 80-W/ch Integrated Amplifier
Parallel push-pull output stage driven by mos-
FET devices; direct -coupled circuitry with DC
servo; high -gain equalizer; mc input imp selec-
tor; 9 inputs; turnover selector switch; tape
monitor and dubbing switches; subsonic filter;
outputs for 2 pairs of speakers; mono switch. In-
puts for MM phono; MC phono; tape; tape 2; CD
player; tuner; 3 line -level inputs. Champagne -
gold or black -anodized finish. 80 W/ch into 8
ohms, 100 W/ch into 4 ohms. 171/2 x 53'4 x 141/2
in; 30 lb, 12 oz $2,275

ARCAM
Delta 90-2 70-W/ch Integrated Amplifier
Features toroidal power transformer. Alumi-
num casing; MM/MC, CD, tuner, 2 tape rec in-
puts; independent listen and rec controls; mono
switch; headphone input. 70 W/ch into 8 ohms;
THD 0.02% at 1,000 Hz. 17 x 1 13ti x 31/2 in; 18 lb.
Black $750

AUDIO BY VAN ALSTINE
CA -150 Plus 75-W/ch Integrated Amplifier
Stereo integrated amplifier with Van Alstine FET
Three Plus hybrid preamplifier circuitry. Fea-
tures 240D full complementary power mower
amp circuits driven from high -current toroidal
power transformer; 2 -stage power supply with
isolated regulated preamp sections. Volume/
balance controls; phono, CD, and tuner inputs;
dual tape -to -tape monitoring and dubbing capa-
bility; drives two pairs of speakers simulta-
neously or separately; headphone jack. 75
W/ch into 8 ohms; THD <0.01%. 131/2 x 121/2 x
41/2 in; 15 lb $795

AUDIO DESIGN ASSOCIATES
MRA-808 40-W/ch Amplifier
Contains 8 integrated amplifier modules. Fea-
tures each module with digitally controlled vol-
ume, bass and treble. 40 W/ch cont from 20-
20,000 Hz into 8 ohms with no more than
0.03% THD; 60 W/ch into 4 ohms; slew rate 10
vhisec; im 0.02%. 19 x 121/2 x 141/2 in; 50
lb $8,295

AUDIO DYNAMICS
CA -2000E 100-W/ch Integrated Amplifier
Features CD -direct switch; infrasonic filter; CD,
tuner, AUX, and 2 tape inputs; two phono
preamps; separate low -noise Class A moving -
coil preamp; dubbing capability; separate pow-
er -supply regulators; CD and phono jacks are
gold-plated; wireless universal remote control
for Audio Dynamics products. Frequency re-
sponse 20-20,000 Hz, ±0.5 dB; signal-to-noise
ratio MM phono 76 dB, line 83 dB; THD <0.1%;
ch sep 65 dB at 1,000 Hz; damping factor 100 at
50 Hz; slew rate 50 V/Asec. 17 x 4 x 14Vs in; 22
lb $799

CAMBRIDGE AUDIO
P70 60W/ch Integrated Amplifier
Stereo amplifier with tone controls and direct/
tone switch $699

CREEK AUDIO BY MUSIC HALL
5050 80-W/ch Integrated Amplifier
80 W/ch. Multifunction amplifier with inputs
for MM and mc phono, video, CD, tuner, 2 tape -
to -tape in and outs. Features preamplifier out/
preamplifier in; tape monitor; tape -to -tape dub-
bing; active/passive tone controls, 4 -speaker
switching (A, A and B, B). Amp also bridgeable
to mono unit to provide 2 mono amps, 200 W/
mono amp $995

DENON
AVC-2000 75-W/ch Integrated Amplifier
Features Dolby Pro Logic decoder with 5 ampli-
fier channels (stereo front and rear, mono center
channel); line -level preamplifier outputs; hall
and stadium ambience -enhancement effects;
sharpness/detail video enhancement; adjustable
rear -channel delay time (15-30 msec); 17 audio
inputs for phono (MM), CD, tuner. aux, 3 audio
tape decks. 3 VCR's; 2 VDP's; TV. Includes
learning remote which controls other audio
components. 75 W/ch into 2 ohms (front), 20
W/ch into 2 ohms (rear), 20 W/ch into I ohm
(center); FR 20-20,000 Hz +0,-1 dB; THD
0.009% at 1,000 Hz; S/N CD 83.2 dBA, phono
75.5 dBA; sens CD 18.5 mV, phono 0.35 mV.
171/8 x 644 x 153/4 in $1,000

Audio Dynamics CA -2000E

PMA-1520 130-W/ch Integrated Amplifier
Optical Class A integrated amplifier with 4
push-pull super linear D/A converters and 4x-
oversampling digital filter. Features pure -cur-
rent power supply; compatibility with low -im-
pedance speakers; digital multi -interface
decoder. 7 sets of audio inputs; CD -direct
switch provides shortest CD signal path. 130 W/
ch into 8 ohms; FR 20-20,000 Hz; THD 0.005%;
S/N aux 107 dB, MM 95 dB, Mc 77 dB. 171/8 x 644
x 154.4 in $1,000
PMA-920. Similar to PMA-1520, 115 W/ch. No
CD -direct switch or D/A converters $600
PMA-720. Similar to PMA-920, 90 W/ch $450
PMA-520. Similar to PMA-720, 70 W/ch $350

DUAL
PA5060 60-W/ch Integrated Amplifier
60-W/ch integrated amplifier with high -current
output capability and mc phono input.
Black $400

Creek Audio Model 5050

HARMAN KARDON
HE6900 170-W/ch Integrated Amplifier
High-voltage/high-current integrated amplifier
with discrete components in signal path. Fea-
tures electronic front -panel function switches
that control analog switches at rear inputs to
create short signal paths; selectable power -sup-
ply voltage; interactive A/V switching; active/
passive phono section; mm/mc phono inputs; 2 -
way tape copy; 2 VCR/tape monitors; rec out
selector; tone defeat; mono switch; subsonic and
high -cut filters; separate preamp-out/main-in
jacks. 170 W/ch from 20-20,000 Hz into 4/8
ohms with <0.08% THD; S/N 80/76 dB (mm/
Mc); slew rate 280 V/µsec; damping factor 70;
negative feedback 12 dB; high -current capability
±90 amperes $1,299
HE6800. Same as above except 120 W/ch.
High -current capability ± 70 amperes ... $949

HE6600 90-W/ch Integrated Amplifier
High-voltage/high-current integrated amplifier
with discrete components in signal path. Fea-
tures selectable power -supply voltage; active/
passive phono section; MM/Mc phono inputs; 2 -
way tape copy; rec out selector; tone defeat;
mono switch; subsonic and high -cut filters; sep-
arate preamp-out/main-in jacks. 90 W/ch from
20-20,000 Hz into 4/8 ohms with <0.08% THD;
S/N 80/76 dB (mm/mc); slew rate 180 Vhisec;
damping factor 65: negative feedback 12 dB;
high -current capability ± 50 amperes.... $699

JVC
AXZ911BK 100-W/ch Integrated Amplifier
Digital stereo amp with Pure -A circuitry for
Class -A operation. Features D/A converter with
4x-oversampling filter; separate layout for digi-
tal and analog circuits; gold-plated terminals; 3
digital connections: 1 optical, I coaxial, 1 input/
output for DAT; high -gain phono EQ for MM/MC
cartridges; bass -response control; wireless re-
mote. 100 W/ch into 8 ohms from 20-20,000 Hz
with <0.003% THD $1,100

KENWOOD
KA-V7000 105-W/ch Integrated Amplifier
Features Dolby Pro -Logic, Theater, Stadium,
and Synthetic Surround effects. Dolby Pro -Log-
ic has normal/wide/phantom modes, test tone,
center channel, subwoofer and rear preouts;
Voltage Interface Gate (VIG); digital input; ad-
justable delay; 3 surround -sound memory pre-
sets; video dubbing; 6 video and 6 audio inputs;
programmable remote control; S -VHS inputs
and outputs; built-in visual enhancer with 3
memory presets; on -screen display capability.
105 W/ch min rms into 8 ohms (front), 20 W/ch
(rear); FR 20-20,000 Hz; THD 0.05%; S/N 100 dB;
IM 0.01% $999
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LINN PRODUCTS
Intek 50-W/ch Integrated Amplifier
Amplifier with MM and MC phono inputs. Fea-
tures separate play and record paths; switchable
speaker outputs: power amplifier driven head-
phone output. 50 W/ch into 8 ohms .... $995

LUXMAN
LV-117 110-W/ch Integrated Amplifier
Digital -direct integrated amplifier with dual 16 -
bit D/A converters and 4x-oversampling filter.
Features low -impedance drive capability; 3 dif-
ferential FET input and predriver stages per
channel; dual -paralleled power transistor output
stages; Duo -Beta dual feedback -loop to widen
bandwidth and improve transient response;
STAR circuit topology to reduce noise and dis-
tortion. Line -straight switch for all source in-
puts; video switching; signal processor/pre-out
jacks; optical and coaxial digital inputs. 110 -WI
ch cont avg from 20-20,000 Hz into 8 ohms; dy-
namic output 300-W/ch into 2 ohms, 250-W/ch
into 4 ohms; 160-W/ch into 8 ohms; THD
0.05%; S/N 97 dB (line -straight); IM 0.02%; slew
rate 12 Vnisec; damping factor 50 (50 Hz, 8
ohms) $1,200

LV-112 55-W/ch Integrated Amplifier
Integrated amplifier with discrete driver/power-
amp stages and bipolar output devices. Features
low -impedance drive capability; high-energy
power supply; Duo -Beta dual feedback -loop to
widen bandwidth and improve transient re-
sponse; STAR circuit topology to reduce noise
and distortion. Line -straight, subsonic filter
switches; 6 inputs including front -panel aux-in-
put; DAT/tape select/dubbing, DAT/tape moni-
tor, loudness compensation buttons. 55-W/ch
cont avg from 20-20.000 Hz into 8 ohms; dy-
namic output 150-W/ch into 2 ohms, 120-W/ch
into 4 ohms; 80-W/ch into 8 ohms; THD 0.05%;
S/N 84 dB (MM phono), 95 dB (other analog in-
puts); tm 0.02%; slew rate 20 V/asec; damping
factor 30 (50 Hz. 8 ohms). $550

MARANTZ
PM -94G 100-W/ch Integrated Amplifier
100-W/ch integrated amp features Quarter -A
design; AVM (Automatic Voltage Supply Shift);
matched complementary MOSFET output de-
vices; CD/phono direct switch; tone -defeat
switch; ceramic damped capacitors; copper -plat-
ed chassis; separate monitor/dubbing selectors
for 2 tape decks plus vCR; built-in MC step-up
transformer; switches for mono mode, subsonic
filter, muting, speakers on/off; THD 0.015%;
black with rosewood side panels $1,360

NAD Monitor Series 3400

PM-74DBL 105-W/ch Integrated Amplifier
105 W/ch black integrated amp features Quar-
ter -A design; Avss (Automatic Voltage Supply
Shift); CD/phono direct switch; tone defeat
switch; ceramic damped capacitors; copper -plat-
ed chassis; separate monitor/dubbing selectors
for 2 tape decks; tone defeat; switches for mono
mode, subsonic filter, muting, speakers on/off;
IM 0.03%; total harmonic distortion 0.03%. 131/s x
191/2 x 161/2 in; 23.1 lb $699

MCINTOSH
MA -6200 75-W/ch Integrated Amplifier
Features 100 W/ch into 4 ohms. 42 lb.. $1.795

MISSION ELECTRONICS
Cyrus II 60-W/ch Integrated Amplifier
Stereo amplifier with high peak current deliv-
ery. Features nonmagnetic, precision -fabricated
die-cast alloy case and chassis; metal -film resis-
tors; polypropylene capacitors; polystyrene ca-
pacitors; separate listen and record selectors; in-
puts for CD, tuner, hi-fi, video, tape recorder,
and MM and mc phono cartridges; direct -con-
nected, front -panel -mounted headphone socket
without loudspeaker switching; drives any loud-
speaker load; fully compatible. 60 W/ch; FR 20-
20,000 Hz: THD 0.003% at 1,000 Hz into 8
ohms; S/N 83 dB; slew rate 10 Vhisec; damping
factor 100. Available in matte black and nextel
gray. 81/2 x 3 x 131/2 in; 11 lb $799
Cyrus PSX External Power Supply. Optional
power supply for Cyrus II integrated amplifier.
Features VA custom toroidal transformer; 4 x
15,00014F Cyrus Slit -foil capacitors; electrically -
transparent, die-cast magnesium chassis. Avail-
able in matte black and nextel gray. 81/2x 3 x
131/2 in; 19 lb $699

NAD
Monitor Series 3400 100-W/eh
Integrated Amplifier
Bridgeable stereo amplifier with power envelope
circuitry. Features soft clipping circuitry.
Preamp out/main in; semi-parametic tone con-
trols; bass equalizer. Includes full -function re-
mote control. 100 watts/channel rms; +5.7 dB
dynamic headroom. Rack mountable ... $799

3240PE 40-W/ch Integrated Amplifier
Features power envelope circuitry; soft clipping
circuitry; high current. Bass EQ; speaker imped-
ance selector. 40 W/ch rms; +6 dB dynamic
headroom $399

NEC
AVA-505 222-W/ch Integrated Amplifier
Integrated amplifier designed for dynamic sur-
round -sound and Dolby Pro -Logic. Features 3 -
or 5 -channel amplification; high dynamic power
(222 W total); all is construction; separate vol-
ume controls for front, surround, and center;
built-in speaker protection relay. 5 -channel am-
plification: 30 W x 4 and 60 W x I (center). 3 -
channel wri-mode amplification: 60 W x 3;
0.03% THD; S/N 90 dB. 17 x 41/4 x 134k in; 20 lb,
5 oz $449

NIKKO AUDIO
IA -600 120-W/ch Integrated Amplifier
Integrated amplifier that permits any source t:,
be routed to all 4 outputs and allow the listening
to one source while recording from another.
Features Class AB circuitry; gold-plated input
jacks; anoxic copper coils; magnetic flux ring;
RCA connectors for pre -out and main -in; sub-
sonic filter; inputs for CD, tuner, MM or MC
phono, aux, tape I and 2, video 1 and 2, signal
processor, CD direct. 20 -dB muting; stereo/
mono switch; bass, treble and balance knobs are
back lit. 1.76 dB headroom; 5-60,000 Hz power
bandwidth; THD .003%; S/N 94 dB; FR 5-
100,000, Hz +0, -1.5 dB $660

IA -400. Similar to IA -600 but 80 W/ch into 8
ohms; power bandwidth 10-70 k II/ $530

Onkyo A-8700

ONKYO
A-8800 100-W/ch Integrated Amplifier
Integrated amplifier with dual 18 -bit linear D/A
converters, 4x oversampling digital filter. Fea-
tures oversized power -supply block to drive
low -impedance loads; proprietary Opto-Drive
D/A converters and current converter in differ-
ential amp stage; discrete output section; high-
speed switching power supply with split chemi-
cal -capacitors. Optical and coaxial digital
inputs; 10 inputs; pre-out/main-in terminals.
100 W/ch min rms into 8 ohms; FR 20-20,000
Hz; THD 0.008%; S/N 107 dB (CD); IM 0.005%;
damping factor 100; dynamic power 310 W/ch
into 2 ohms. 174s x 61/2 x 151/2 in; 32 lb.. $850

A-8700 105-W/ch Integrated Amplifier
Integrated amplifier with Anti -Electromagnetic
Interference (AEI) transformer. Features low -
impedance discrete outputs; switching power
supply with tri-terminal regulators; proprietary
Opto-Drive current converter in differential
amp stage; shielded four -block design; Super
Servo power and equalizer stages. Source -direct
mode to bypass preamp section; mm/mc inputs;
switchable subsonic filter. 105 W/ch min rms
into 8 ohms; FR 20-20,000 Hz; THD 0.008%; S/N
107 dB (CD); IM 0.005%; damping factor 150;
dynamic power 305 W/ch into 2 ohms. 174s x
6411 x 1541 in; 29.7 lb $530

A-RV400 100-W/ch Integrated Amplifier
Integrated A/v amplifier featuring discrete out-
put circuitry and switching power supply. Selec-
tive Tone Control with 50 -Hz boost; 3 video in-
puts; source -direct mode to bypass preamp
section; simulated -stereo switch for video
soundtracks; FL panel display. 100 W/ch min
rms into 8 ohms; FR 20-20,000 Hz; THD 0.08%;
S/N 102 dB (CD); IM 0.08%; damping factor 40;
dynamic power 190-W/ch into 4 ohms. 171s x
53/s x 1144 in; 20 lb $400

PARASOUND
C/HD650 65-W/ch Integrated Amplifier
High -current -discrete control amplifier. Fea-
tures variable loudness contour; bass, treble
turnover selectors; c-mos switching for input,
record out; 2 tape monitors; tone defeat;
preamp output jacks; speaker A.B selector. FR
20-40,000 Hz; THD <0.1%; IM <0.1%; S/N 90
dB; dynamic headroom 1.5 dB; damping factor
>120; phono overload 200 mV. 1744 x 4 x 11V4
in $365

PHILIPS
FA960 100-W/ch Integrated Amplifier
Integrated amp with high current/low imped-
ance drive capability. Features dynamic power
supplies and heat sinks for each channel; high
accuracy phono amplifier for either Mc or MM
cartridges; muting/protection circuit. CD direct
and 6 other inputs; rec selector for parallel re -
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cording; tone -defeat key to bypass bass and tre-
ble controls; gold-plated terminals for CD direct
and phono inputs; EQ curve to IEC standard; ac-
tive tone control; parallel, selectable loudspeak-
er outputs for each channel; source and tape se-
lected display; metal cabinet: headphone jack:
gold-plated speaker relays; loudness and mono
switches; 2 tape monitors; tape copy keys; slide
balance control; bipolar push-pull output stages.
100 W/ch into 8 ohms at 1,000 Hz; THD 0.008%;
DA 0.03%; frequency response 18-70.000 Hz
± 1.0 dB (line inputs); FR 40-20,000 Hz ±0.5
dB (phono input); S/N 106 dB (CD Direct). Pk x
1642 x 131/4 in $549

PIONEER
Elite A -91D 120-W/ch Integrated Amplifier
Features digital circuit for CD's; line -direct
switch; nonswitching type III circuit; separate
voltage- and current -amplifying stages; 2 high -
capacity, magnetically -shielded transformers;
independent digital conversion circuitry; dual
D/A converters; 4x-oversampling digital filter;
analog low-pass filter; five digital inputs (two
optical); three digital outputs (one optical). 120
W/ch cont avg min rms into 8 ohms; FR 20-
20.000 Hz; THD <0.003% $1,600

A-757 100-W/ch Integrated Amplifier
Nonswitching integrated amplifier with separate
voltage- and output -amplifying stages. Features
line direct switch, honeycomb chassis, insula-
tors, and heat sink; separate circuit blocks;
nonswitching type III circuit; direct connection
II; 6 inputs. 100 W/ch cont avg into 8 ohms;
135 W/ch cont avg into 4 ohms; FR 20-20.000
Hz; THD 0.003%. 16$13 x 658 x Its in . : $750

PROTON
AM -656 60-W/ch Integrated Amplifier
Features Dynamic on Demand Power circuitry;
Aphex Aural Exciter circuitry; tone -bypass con-
trol; motorized volume control; 2 -color LCD dis-
play; remote capability. FR 20-20,000 Hz ± 0.3
dB; THD 0.02%; IM 0.01%; damping factor
>150; dynamic headroom 6 dB. 181/2 x 375 x
15$5 in; 26.6 lb $700

D540 40-W/ch Integrated Amplifier
High -current, high -dynamic -power amplifier
with Dynamic Power On Demand (DPD) cir-
cuitry. Features phono section with mc and MM
phono selections; active volume control; anti -
clipping circuit. 40 continuous W/ch from 20-
20,000 Hz; FR 20-20,000 Hz 0.2 dB; s/N 85 dB
(unweighted), 105 dB (A-wtd); dynamic head-
room 6 dB; dynamic power rating: IHF 20 ms at
8 ohms is 160 W, 4 ohms 280 W, 2 ohms 380
W; 100 ms duration 8 ohms is 150 W, 4 ohms
220 W, 2 ohms 230 W; 200 ms 8 ohms is 150 W,
4 ohms 190 W, 2 ohms 200 W. 161/2 x 31/2 x 121/2
in; 19.14 lb $319

REVOX
B250 -S 150-W/ch Integrated Amplifier
Preamp section has 2 separate circuits for simul-
taneous listening and recording from 2 different
sources. 6 inputs for tuner tape I and 2, aux,
CD and phono MM (moving coil input as an op-
tion). Each input level adjustable and can be
stored in non-volatile memory. Optional video-
switcher provides 4 video inputs ( 2 VCR, video-
disc, Tv) for both sound and picture, controlled
via the 8208 hand-held I.R. remote; Bright FL
display varies in intensity with ambient light.

Sansui ALT-X9IIDG

150 W/ch into 4 ohms; THD <0.015%; MM pho-
no signal-to-noise ratio 80 dB. 17}4 x 41/4 x 13 in;
13 lb $2,500
B150. Similar to B250 -S. 90 W/ch into 4
ohms $1,275

ROTEL
RA840BX3 50-W/ch Integrated Amplifier
50 W/ch amplifier with triple differential Class
A front end. Features 3 gain stages in front end;
protection circuitry; direct -signal paths; hard-
wired speaker terminal; direct close tolerance
selected components; inputs for MC/MM. CD,
tuner, Av/aux, tape. Frequency response 20-
20.000 Hz ±0.2 dB; total harmonic distortion
<0.3%; signal-to-noise ratio 95 dB: IM <0.3%;
damping factor 100. 1741 x 358 x 1354 in; 16
lb $399

SANSUI
AU-X911DG 100-W/ch Integrated Amplifier
Integrated amp with LDCS I -bit D/A converter.
Features independent circuitry for the left and
right amplifiers; Alpha X -balanced and super
feedforward circuits; direct -access rotary switch-
ing at the point of input; motor -driven remote
switching; separate digital and analog trans-
formers. Digital -direct and source -direct opera-
tion; separate record selector; 5 pair of gold-
plated analog inputs; 4 pair of gold-plated
digital inputs; record selector; subsonic filter;
loudness; speaker A, B, A + B. 100 W/ch min
rms into 8 ohms; FR 10-20,000 Hz; THD 0.005%.
17 x 61/2 x 17*4 in; 40 lb $1,250

AU-X6I1AV 80-W/ch Integrated Amplifier
Features low -impedance drive capability; high
gain phono EQ; motor driven volume control;
video inputs; signal processor loop; source -di-
rect switch; separate transformer coil windings;
rec selector; gold-plated headphone output. 80
W/ch min rms into 8 ohms; FR 20-20,000 Hz:
THD<0.008%; damping factor (at 8 ohms) 100:
S/N 87 dB (MM), 75 dB (MC), 95 dB (all other
sources). Includes remote control. 17 x 658 x 17
55 in: 24.3 lb $750

SHARP
Optonica SM-A75 25-W/ch
Integrated Amplifier
Features 11 surround effects: 3 user -program-
mable modes; 25 watts x 4; 2 monitor output
controls; FL display; Super Bass; AN cross play-
back; wireless remote control; adjustable time
delay; adjustable feedback level; dubbing selec-
tion; 9 audio inputs/5 video inputs; 3 audio out-
puts/4 video outputs. S/N 89 dB (75 dB phono);
IM 0.8%; CD FR 15-30,000 Hz (front), 15-17,000
Hz (rear) $600

SHERWOOD
A1 -1210R 100-W/ch Integrated Amplifier
Features surround sound; low -noise phono am-
plifier; subsonic filter. Video sound input; loud-

ness control; direct switch; headphone input
jack; peak -power indicator; mute switch. In-
cludes full -function wireless remote control. 100
W/ch; DA 0.04%; s/N 79 dB; frequency response
8-70,000 Hz. 51/13 x 1748 x 13 in $349

SOUNDSTREAM
RA -100 50-W/ch Remote -Room Amplifier
Bridgeable to 100 W mono. Features include
built-in remote electronic volume. balance, sys-
tem on/off. bass and treble, and master level
controls, variable line outputs; input for a local
audio source. Wall -mounting brackets included.
Frequency response 20-20,000 Hz; signal-to-
noise ratio >95 dB; THD <0.1%. 9 x 12 x 154 in;
5 lb $650

TECHNICS
SU-V9OD 100-W/ch Integrated Amplifier
Digital integrated amplifier with D/A converter
and Class AA circuitry. Features four I8 -Bit D/A
converters; 4x-oversampling digital filter; auto
switching between sampling frequencies; sub-
sonic filter. Optical/coaxial digital inputs; loud-
ness control; muting; direct digital operation
mode. Amp section: 100 W/Ch into 8 ohms;
THD 0.003%; FR 20-20.000 Hz; damping factor
60. Digital section: THD 0.003% at 1,000 Hz; S/N
110 dB; FR 2-20.000 Hz ±0.3 dB. Preamp sec-
tion: FR 30-15.000 Hz (phono), 20-20,000 Hz
+0/ -0.1 dB (other sources); S/N 79 dB (MM),
74 dB (Mc), 91 dB (other sources. $1,050

SU-AV55 50-W/ch Integrated Amplifier
A/V integrated amplifier with Dolby Surround -
sound. Features digital low -bass synthesis with
level control; S -VHS input/output terminals; 3
A/v inputs; 7 audio inputs; video out and S -
VHS video out; FL display: stereoplex simulated
stereo. Includes wireless remote control. Front
section: 50 W/ch into 8 ohms; FR 20-20,000 Hz;
total harmonic distortion <0.02%. Rear 10
W/ch into 8 ohms; FR 20-20,000 Hz: THD
<0.09% $800

TOSHIBA
XB-1000 I25-W/ch Integrated Amplifier
Amplifier with A/V digital surround -sound pro-
cessor and controller. Features 10 audio inputs;
4 video inputs; numerous A/v cross -play op-
tions; inputs include 2 tape decks, 2 von, CD
player. DAT deck, television; remote control; 12
digital sound effects including concert hall,
night club, cathedral, stadium, and theater. 125
W/ch stereo. 50 W/ch Dolby Surround .. $949

YAMAHA
AX -900U 130-W/ch Integrated Amplifier
Integrated amplifier with independent preamp/
power amp configuration. Features absolute lin-
ear amplification; high dynamic power; low -im-
pedance drive capability. Continuously variable
loudness control; preamp in/main amp out ter-
minals; dual rec-out selectors. 130 W/ch min
rms into 8 ohms; FR 20-20.000 Hz; THD
<0.005%. Black; 42 lb $749

AX -700U 110-W/eh Integrated Amplifier
Features absolute linear amplification; high dy-
namic power; low -impedance drive capability.
CD -direct position; continuously variable loud-
ness control; rec-out selector; accessory output
loop: 3 tape inputs. 110 W/ch min rms into 8
ohms; FR 20-20.000 Hz; THD<0.005%. Black:
29 lb $599

STEREO REVIEW FEBRUARY 1990 97



SE
T

T
L

E
FO

R
M

O
R

E
!

Speakers are the m
ost im

portant part of your stereo system
. It is the speaker that turns am

plifier signal into
sound

and so ultim
ately determ

ines w
hat you hear. If your speakers do not perform

 w
ell, your

stereo system
 w

ill sim
ply not sound like m

usic.

T
he search for m

usically satisfying speakers, how
ever, can lead to

som
e very expensive products. A

nd if you have already bought those
high priced speakers, then you better not listen to Paradigm

s. B
ut if

you haven't, better not m
iss them

. W
hy? B

ecause
from

 the tim
e they

w
ere first

introduced, Paradigm
's sheer m

usical
ability

utterly
am

azed listeners.... but w
hat caused even m

ore am
azem

ent w
as the

unprecedented low
 price.

N
ow

 you can settle for m
ore.... w

ithout m
ore expense. V

isit your
authorized Paradigm

 dealer.... and listen.

T
he critics agree:

"... the Paradigm
 is no m

ore colored than speakers costing up to tw
o or

three tim
es its price, and gave a consistently m

usical perform
ance...

C
onclusion: the Paradigm

 offers excellent perform
ance..."

Stereophile M
agazine

".
natural, open and clear...excellent depth... lots of hall sound... big.

expansive soundstage... w
ell defined... a rare achievem

ent for any
loudspeaker, but w

hen the price is taken into account the Paradigm
's

perform
ance m

ust be considered as nothing short of rem
arkable."

- Sound &
 V

ision M
agazine
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V
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COMPACT DISC PLAYERS
ACOUSTIC RESEARCH
CD -06 CD Player
16 -bit, 4x oversampling CD player. Computer -

driven laser swing arm; dual D/A converters (an-
alog circuitry employs a Gaussian filter for elim-
ination of filter delay); random-access program-
ming of up to 20 tracks in any order; scanning,
play, pause and volume control can be per-
formed by remote control. Fixed level and re-
mote variable audio outputs as well as separate
digital output. Frequency response 4-20,000 Hz,
±0.5 dB; total harmonic distortion 0.007%; sig-
nal-to-noise ratio 105 dB; ch sep 92 dB. 174 x
3413 x 97/8 in; 12 lb, 6 oz $500

ADCOM
GCD-575 CD Player
Dual digital -to -analog, 4x oversampling. 16 -bit
linear converters. Selectable analog frequency/
phase contouring circuitry; fixed and variable
outputs; 3 -beam laser; plays 3 -in CD's. Pro-
grams up to 24 tracks in any sequence; repeats
disc, track, program, or any selected sequence or
phrase; audible fast scan and fast forward. Dis-
plays simultaneously total tracks up to 20. Tim-
er display. Remote transmitter. Frequency re-
sponse 5-20,000 Hz +0.1, -0.5 dB; S/N 105 dB;
THD 0.0025%; ch sep 95 dB; IM (SMPTE)
0.00018%; 17 x 31/2 x 111/4 in; 12 Ib; black $600
GCD-575. White front panel $650

Arcam Delta 170

A/D/S/
Atelier CD4 CD Player
Features I6 -bit 2x oversampling D/A converters;
3 -beam laser; multiple power supplies to isolate
digital and analog stages for minimum interac-
tion and noise generation; servo -laser intensity
system switches focus intensity depending on
quality of disc to maximize performance; brick -
wall digital filter works in conjunction with ad-
vanced multiple -pole low-pass filter; error cor-
rection uses variable -size window. Program-
ming of 16 tracks in random order; repeat disc,
track, phrase, or program; random access by
time within a track; access by index point; audi-
ble fast search; displays elapsed time from track
start, remaining time to disc end, track/program
selection number, index, program in memory;
optional remote control via RCI. FR 20-20,000
Hz, ± 0.25dB; THD <0.01%, 20-20,000 Hz, 0
dB; s/N >102 dBA, 1,000 Hz, 0 dB; ch sep >86
dB, 20-20,000 Hz. $850

AIWA
XC-005 CD Player
8x oversampling and 18 -bit D/A converter. 3 -
beam laser, compatible with CD -3 without
adaptor. 30 -second peak search, or real-time
peak search during playback; memo file for 116
discs stores 10 characters/file, playback pro-
gram, peak level; wireless remote 20 -key track
selection; 30 -selection random programmable
memory; index search; auto blank; time
counter; optical and coaxial digital output;
headphone jack with volume control. FR 4-
20,000 Hz ±0.3 dB; THD 0.0025%; S/N 110 dB;
ch sep 100 dB. 17 x 4 Vs x 14; 11.5 lb ... $550

ARCAM
Delta 170 CD Transport
For use with outboard D/A converter. Features a
fully -floating diecast single -beam laser mecha-
nism mounted on a damped sandwich construc-
tion aluminum chassis; full 64K adaptive -error
correction, master oscillator with a separate
dedicated transformer and power supply that is
optically isolated from the servo and micro-
processor circuitry. Includes full -function re-
mote $1,295

AUDIO BY VAN ALSTINE
FET-Three-Plus CD Player
Drawer -loading CD player with 4x oversam-
pling and dual I6 -bit digital -to -analog convert-
ers. Features custom hybrid module output
stages and film coupling capacitors; filter driv-
ers with 1/2 -amp current drive at 200 V/usec; ex-
act channel phase -gain tracking. 20 -track (and
index number) programming; repeat; skip for-
ward/back; time/track display. Infrared remote
control optional. 161/2 x 111/2 x 3 in; 9 lb . $550

AUDIO DYNAMICS
CD -2000E CD Player
Slide -drawer -loading CD player with full -func-
tion remote control and advanced error -pro-
cessing circuitry. Features 3 -beam laser pickup;
I6 -track random programming; 16 -bit D/A con-
verter with 4x-oversampling digital filter; CD -
single compatible. 16 -track programmability.
Frequency response 10-20,000 Hz, ±0.5 dB; to-
tal -harmonic distortion 0.005% at 1,000 Hz; dy-
namic range 96 dB; ch sep 90 dB; S/N 96 dBA.
17 x 2 x 1241 in; 8 lb, 3 oz $399

Audio Dynamics CD -2000E

BANG & OLUFSEN
Beogram 4500 CD Player
Integrates with Beosystem 4500 for full remote
control. 16 -bit 4x oversampling; Bessel elliptical
analog filter; 2 D/A converters; separate power
supplies for digital and analog sections. Skip

forward and back; direct access by track num-
ber; plays 3 -in CD without an adapter. Black
and silver finish. Frequency response 3-20,000
Hz, ±0.3 dB; signal-to-noise ratio 110 dBA; to-
tal harmonic distortion 0.0025%; ch sep >101
dB; dynamic range >96 dB. 161/2 x 3 x 121/4 in; 9
Ib, 14 oz $800

CAMBRIDGE AUDIO
CD3 CD Player
I6x oversampling and I6 -bit D/A converter.
Features 64k of error correction; power supplies
for digital and analog stages. THD 0.0025%; dy-
namic range >100 dB $1,749

CARVER
TL -3300 CD Player
8x oversampling and dual I8 -bit D/A converter
with Digital Time Lens circuitry for AAD CD's
to restore original ambient effects. Features 22 -
track programming with dedicated keypads on
remote and panel; 3 -in CD capability; 3 -way re-
peat; skip and scan functions; remote compati-
ble with Carver receivers. FR 5-20,000 Hz ± 0.2
dB; 0.002% THD at 1,000 Hz; 100 dB s/N; 90 dB
ch sep; 100 dB dynamic range. 8 lb $700

TL -3200 CD Player
8x oversampling and dual 16 -bit D/A converter
with Digital Time Lens circuitry for AAD CD's
to restore original ambient effects. Features 32 -
track programming with dedicated remote key-
pad: remote volume control; shuffle play with
delete option; intro -scan; 3 -in CD capability; 3 -
way repeat; skip and 2 -speed scan functions; re-
mote compatible with Carver receivers. FR 2-
20,000 Hz ±0.2 dB; 0.005% THD at 1,000 Hz;
100 dB S/N; 90 dB ch sep; 100 dB dynamic
range. 8.5 lb $550

- t (":,..t..fr:t:i:J

Conrad -Johnson DI I

CONRAD-JOHNSON
DF1 CD Player/Preamplifier
CD player with preamplifier and digital filter-
ing. CD player features noise -shaping circuitry
that yields I6 -bit resolution; dual D/A convert-
ers. Preamplifier features discrete FET analog
circuits with discrete regulated DC power sup-
plies; level control; aux and tape inputs; tape
output. CD player: output 1.1 V; FR 5-19,000
Hz ±0.5 dB; hum and noise better than 85dB
below 1.0 V; THD <0.25% at rated output. Pre-
amplifier gain 26 dB; max output 5V;
frequency response 5-> 100,000 Hz; hum and
noise better than 82 dB below 1.0V output; THD
>0.25% at rated output. 2 -year limited warran-
ty. 19 x 33/4 x I2 in; 19 lb $1,385

DENON
DCD-3520 CD Player
8x oversampling and dual 20 -bit super -linear 0/
A converters. Features MSB; LC-OFC analog filter;
optical isolator; 5 -independent power supplies;
separate digital and analog circuits; bulk mold-
ing compound pickup chassis; digital -output
terminal; optical digital output terminal. Head-
phone jack; 20 -track random programming; 10 -
key direct selection; index search; time search;
repeat function; auto space; timer play; remote
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COMPACT DISC PLAYERS
control; emphasis display; 8 -digit FL dis-
play $1,500

Harman Kardon HD7600

DCD-1520 CD Player
8x oversampling and dual 20 -bit super linear D/
A converters. Features MSB; OFC analog filters;
optical isolation between digital and analog
stages; pickup chassis made of non -resonant
bulk molding compound; dual -construction
chassis. Optical and coaxial digital outputs; 20 -
track programmability with normal and pro-
gram random play; remote volume control;
headphone jack with level control; direct track
access; index/time search; 3 -way repeat; auto
space/edit; timer play; 8 -digit FL display with
music calendar; direct play of 3 -in CD's. In-
cludes Denon Integral System remote control
for control from Denon IS receivers and
preamps. FR 2-20,000 Hz ±0.2 dB; S/N 115
dB $750

DCD-1420 CD Player
8x oversampling and dual 20 -bit super linear D/
A converters. Features MSB; OFC analog filters;
optical isolation between digital and analog
stages; isolated pick-up chassis. Optical and co-
axial digital outputs; 20 -track programmability
with normal and program random play; remote
volume control; headphone jack with level con-
trol; direct track access; index search; 3 -way re-
peat; auto space/edit; timer play; 8 -digit FL dis-
play with music calendar, direct play of 3 -in
CD's. Includes Denon Integral System remote
control for control from Denon IS receivers and
preamps. FR 2-20,000 Hz ± 0.2 dB; signal-to-
noise ratio 108 dB $600

DCD-620 CD Player
20 -bit, 8x oversampling digital filter and dual
16 -bit super -linear D/A converters. Features
MSB; noise shaping; active analog filters; isolat-
ed pick-up chassis. 20 -track programmability
with normal and program random play; head-
phone jack with level control; direct track ac-
cess; 2 -way repeat; auto space/edit; timer play;
6 -digit FL display with music calendar; direct
play of 3 -in CD's. Includes Denon Integral Sys-
tem remote control for control from Denon IS
receivers and preamps. FR 2-20,000 Hz ±0.2
dB; S/N 100 dB $300

DCM-777 CD Changer
6 -disc magazine with 8x oversampling and dual
20 -bit super linear D/A converters. Features
MSB; optical isolation between digital and ana-
log stages; isolated pick-up chassis. Optical and
coaxial digital outputs; 32 -selection program-
mability with normal, program, and disc se-
quential random play; remote volume control;
headphone jack with level control; direct track
access; 3 -way repeat functions; timer play; 7 -
digit FL display. Includes Denon Integral Sys-
tem remote control for control from Denon IS
receivers and preamps. Optional magazines for
3 -in CD's. FR 2-20,000 Hz ±0.2 dB; signal-to-
noise ratio 103 dB $700

FISHER
DACI99B CD Changer
5 -disc capacity with 8x oversampling, 18 -bit

digital filter and dual 16 -bit D/A converters. Fea-
tures 32 -selection programmability; 31 -function
wireless remote; selection memory and title file
memory; 3 -in CD compatibility; random play;
intro scan; scan, skip, repeat functions; head-
phone jack with volume control. signal-to-noise
ratio > 90 dB; ch sep> 80 dB; total harmonic
distortion <0.07% at 1,000 Hz. 1711 x 51/4 x 1 IN
in; 12.1 lb. Black $400

HARMAN KARDON
HD7600 CD Player
CD player with pulse -width modulated bit -
stream D/A converter operating at 33.8 MHz to
improve linearity and low-level accuracy. Fea-
tures 3rd -order analog filter to improve S/N; dis-
crete -component buffer stage, differential amp,
and low-pass filter; separate transport, analog,
and digital power supplies; 3 -beam laser pickup;
optical and coaxial digital input/output. 27 -key
remote control with intro scan and autospace;
music calendar; A/B repeat; audible 2 -speed cue
and review; output -level controls; fixed and
variable analog outputs; headphone jack. Fre-
quency response 4-20,000 Hz ±3 dB; THD
0.003%; S/N 106 dB; dynamic range 96 dB; ch
sep 95 dB; overall linearity within 0.02 dB at
-90 dB $599
HD7500. Same as above without optical and co-
axial digital input/output $449

HD7400 CD Player
4x oversampling and dual I8 -bit D/A converters.
Features sample -and -hold processor; discrete
analog -output section; direct coupling from D/A
to audio output jacks; separate transport, ana-
log, and digital power supplies; 3 -beam laser
pickup. 36 -track programming; audible 2 -speed
cue and review; display shows track/program
number and elapsed time or total number of
tracks, total time, and time remaining; 19 -key
remote. Frequency response 4-20,000 Hz 0.02
dB; THD 0.008%; S/N 100 dB; dynamic range 96
dB; ch sep 88 dB $349
HD7300. Same as above w/out remote con-
trol $299

Ken wood DP -7010

HITACHI
DA8200SW CD Player
Features oversampling digital filter; 3 -beam la-
ser pickup; vibration -free floating suspension;
24 -program track search system; random play;
4 -way repeat; FL display. Includes remote con-
trol. Rosewood end caps $280

DA6500 CD Player
Features floating suspension system; 24 -pro-
gram random memory; random play; skip
search; 4 -way repeat; scan automatically sam-
ples the first 10 seconds of each track: index
search; 2 -speed manual search $170

DAC-70SW CD Changer
Twin cartridge CD changer with 2 six -disc mag-
azines. Features oversampling digital filter. Di-
rect program remote with volume; independent

magazine/disc exchange; 32 -program random
memory track search; direct, random, scanner,
and repeat play; skip/manual search; real time
counter; track time counter; programmable tim-
er; sleep timer, resume play standby; clock.
Rosewood end caps. Dynamic range 95 dB; to-
tal harmonic distortion 0.004% $550

JVC
XLZIOIOTN CD Player
8x-oversampling digital filter with four 18 -bit D/
A converters. Features coaxial and optical digi-
tal output. 32 -track programming; 20 -track cal-
endar display; 4 -way repeat; remote volume
control; remote control $700

XLZ6I IBK CD Player
4x-oversampling digital filter with dual 18 -bit D/
A converters. Features coaxial and optical digi-
tal output. Disc and track title memory; disc
program memory; thirty -two -track program-
ming; twenty -track calendar display; four-way
repeat; remote control $480

XLM70IBK 7 -Disc CD Changer
6 -disc magazine changer with separate single -
disc drawer, 4x-oversampling digital filter and
dual 18 -bit D/A converters. Features coaxial dig-
ital output; three -beam laser pickup; disc stabi-
lizing clamp. Additional features: magazine and
disc title memory with indicator for eleven mag-
azines; magazine program memory; thirty -two -
track programming; two-way editing; four-way
repeat; timer play. 3 -in -disc magazine available.
Includes remote control $570

KENWOOD
DP -8010 CD Player
8x oversampling and dual 18 -bit D/A converters.
Laser pickup features linear motor mechanism
with low center of gravity; optical and coaxial
digital outputs; multi -point vibration insula-
tion; remote control with volume; random track
memory; 20 -track direct access. Frequency re-
sponse 4-20,000 Hz; signal-to-noise ratio 112
dB; total harmonic distortion >0.0015% at
1,000 Hz. 171/4 x 414 x 141/4 in; 21.2 lb... $650

DP -7010 CD Player
8x oversampling and dual 18 -bit D/A converters.
Features optical and coaxial digital outputs;
multi -point vibration insulation; remote control
with volume; random track memory; 20 -track
direct access. Frequency response 4-20,000 Hz;
S/N 108 dB; total harmonic distortion >
0.0025% at 1,000 Hz. 171/4 x 434 x 121/4 in; 13
lb $449

DP -M6010 CD Changer
8x oversampling, dual 16 -bit D/A converters,
and 6 -disc magazine/single CD tray. Features
computerized CD editing; one -touch disc selec-
tion; remote control; random play; 10 -track di-
rect access; FL display with music calendar and
disc indicator. Frequency response 10-20,000
Hz ± I dB; S/N 102 dB; THD >0.006% at 1,000
Hz. 171/4 x 4Xi x I Rs in; 15 lb $449

KINERGETICS
KCD-40 Gold Series CD Player
8x oversampling digital filter, 4 D/A converters,
and I-beam laser pickup. Features spring -isolat-
ed transport; patented hysteresis distortion can-
celling circuit; no capacitors in signal path; ser-
vo loop used for eliminating DC offset. Program
memory from 226 discs; volume and balance
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COMPACT DISC PLAYERS
controls; 19 -in rack mount. 19 x 344 x I24% in;
15 lb $1,995

KRELL
MD -1 CD Player
Top -loading CD turntable with custom -de-
signed toroidal transformers and 2 -stage regula-
tion limit. Features Philips single -beam CDM-3
swing arm motor drive mechanism and glass
lens; 4 -point suspension with solid -aluminum
components and base play; optical and coaxial
outputs $4,000

LUXMAN
D -105U Hybrid CD Player
8x oversampling and dual I8 -bit D/A converters.
Features BRID hybrid -circuit design using twin -
triode vacuum tube amplification in analog out-
put stages; Duo -Beta dual feedback -loop amp
circuitry to widen bandwidth and improve tran-
sient response; optical and coaxial digital out-
puts; metal chassis and component shielding;
high -mass magnetic disc damper; 3 -beam laser
pickup. 32 -track programming; random play;
auto edit/fade-out for CD taping; auto scan/
pause: timer/power-off memory; 9 -key remote
control. FR 5-20,000 Hz, ± I dB; THD 0.05%; S/N
105 dB; dynamic range 92 dB; ch sep at 1,000
Hz 90 dB. 171/4 x 51/2 x 131/2 in; 183/4 lb . $1,200

D -113D CD Player without D/A Converter
CD player with no D/A or analog circuitry. De-
signed for use with digital -direct amplifiers.
Features optical and coaxial digital outputs; 3 -
beam laser pickup; high -density magnetic disc
damper. 16 -track programming; 10 -key direct
access; 9 -key remote control; fast -scan, skip,
pause, and repeat buttons; multi -function dis-
play. Performance specifications depend on am-
plifier used. 1744 x 3411 x 123/3 in; 944 lb.. $550

DZ-111 CD Player
4x oversampling and dual 16 -bit D/A converters.
Features Duo -Beta dual feedback -loop amp cir-
cuitry to widen bandwidth and improve tran-
sient response; coaxial digital output; metal
chassis and component shielding; high -mass
magnetic disc damper; 3 -beam laser pickup. 32 -
track programming; random play; auto scan/
pause; timer play; 9 -key remote control. Fre-
quency response 5-20,000 Hz, ± 0.5 dB; total
harmonic distortion 0.005%; signal-to-noise ra-
tio 106 dB; dynamic range 96 dB; ch sep at
1,000 Hz 100 dB $350

Luxman D -105U

MADRIGAL
Proceed CD Player
Burr -Brown I8 -bit D/A converters featuring very
fast settling, glitch -free current output; 8 -times
oversampling digital filter; two master power
supplies feed into eleven distributed power sup-
plies are electronically regulated; employs Phil-

ips CDM 1 Mk!l transport mechanism, cast alu-
minum base plate, Hall -effect motor; separate
transformer used for the digital and analog sec-
tion to minimize grounding noise. Audio and
balanced output; wireless remote control. Fre-
quency response 10-20,000 Hz +0, -0.2 dB;
total harmonic distortion 0.004%; signal-to-
noise ratio 105 dB; ch sep 120 dB; IM
0.006% $1,650

Krell MD -I

MAGNAVOX
CDB496 CD Changer
Features 6 -disc changer; 30 -track memory pro-
gramming; repeat play; random play; next/pre-
vious track skip; 3 -track memory; 3 -speed mu-
sic search with cueing; 5 -digit LCD display.
Includes I I -function remote control. Optional
single -disc magazine and 6 -disc magazine for 3 -
in CD's $300

CDB492 CD Player
Features dual 16 -bit digital-to-anaiog convert-
ers; random play; 3 -in CD compatibility; 20 -
track memory programming; repeat play; next/
previous track skip; 3 -speed music search with
cueing; headphone jack; 4 -digit LED display. In-
cludes 9 -function remote control S180
CDB490. As above, no remote control $170

MARANTZ
CD 94 CD Player
CD player with 4x oversampling and dual 16 -bit
converters. Features digital outputs with opti-
cally coupled link to optional CDA-94 separate
D/A converter; favorite track selection memo-
rizes over 200 disc programs; shuffle play; ran-
dom -track programming; intro scan; three inde-
pendent power supplies for digital, analog, and
mechanical sections; wireless remote with full
programming capabilities; black rosewood side
panels $ 1,700

CD 3577 CD Player
CD player with dual D/A converters. Features
20 -track music calendar; synchro dubbing capa-
bility; coaxial digital output; timer; 27 -key re-
mote control; 3 -in and 5 -in CD compatible. Fre-
quency response 4-20,000 Hz; THD 0.005%;
signal-to-noise ratio 100 dB $450

CD 3587 CD Changer
5 -disc top -loading CD changer with 4x over -
sampling and dual 16 -bit D/A converters. Fea-
tures high resolution digital filter, biaspheric
glass lens in unitary laser; linear motor trans-
port; 20 -step random access programming; re-
peat; random play; 2 -color FL display; 25 -key re-
mote. Frequency response 2-20,000 Hz; total
harmonic distortion 0.05%; signal-to-noise ratio
95 dB $380

MCINTOSH
MCD 7007 CD Player
Features I6 -bit D/A converters with 4x oversam-

pling: D/A converter chip incorporates separate
converters for L/R channels, eliminates multi-
plexing and delay time between channels; anti -
jamming motorized front -loading tray. Pro-
grammability directly from a short scan of each
track: three -speed search; remote control; dam-
aged disc/mute error correction indicator; digi-
tal output jack; headphone jack with volume
control. Frequency response 20-20,000 Hz +0, -
0.3 dB; total harmonic distortion 0.0012% at
1,000 Hz; s/N 107 dBA; ch sep 102 dB at 1,000
Hz. 161/4 x 51/2 x 13 in; 18 lb $1,995

MERIDIAN
207 CD Player/Preamplifier
16 -bit 2 -unit CD player with 3 -input preamplifi-
er. Features 4x oversampling; passive analog fil-
ter; high -mass suspended transport; physical
and electrical isolation between all critical cir-
cuits. 64 -step volume control; display of track,
index, track/disc time, disc remaining time, and
volume number; indicators for phase, EQ, mute,
and errors. Optional remote control for all CD
and preamp functions. Optional phono input
for 84m/84c cartridges. Two units, each one mea-
sures: 4 x 61/4 x 121/4 in; 22 lb $1,990

206 CD Player
16 -bit 2 -unit CD player with 4x oversampling.
The units are linked and provide physical and
electrical isolation between transport, power
supply, and digital and analog electronics. Fea-
tures single processor; passive analog filter.
Next/previous track and index; continue button
which restarts CD to last location; display of
track, index, track/disc time, disc remaining
time; optical and coaxial digital outputs. 4 x
121/2 x 12 in; 20 lb $1,650

MISSION ELECTRONICS
Cyrus PCM II CD Player
4x oversampling, dual 16 -bit D/A converters
with post-DAc filter. Features 5 separate internal
power supplies for analog and digital circuits;
analog stages can be driven externally by op-
tional Cyrus PSX power supply; digital output
with 100 -ohm removable loading plug. 29 func-
tion remote with display shut down; absolute
phase inversion; low loss 60 x 1 dB stepped vol-
ume control; 20 track random programming
with recall; 3 -speed search; 3 -mode time dis-
play; scan; program; direct track access; index
selection. Frequency response 20-20,000 Hz; S/N
96 dB; total harmonic distortion 0.003% at 0
dB. 17 x 31/4 x 12 in; 14 lb $999

Mission Cyrus PCM II

MITSUBISHI
DP -311R CD Player
4x oversampling and dual 16 -bit D/A converters.
Features 3 -beam laser pickup. 36 -track random-
access programming; one -touch skip; forward/
reverse search; repeat; wireless remote con-
trol $599

M -C4100 CD Changer
2x oversampling, dual 16 -bit D/A converters,
and 5 -disc tray. Features single master -clock fre-
quency for all digital circuits; anti -resonant
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chassis. 20 -track programming; audible scan; in-
troscan; random play; 3 -in disc compatibility;
headphone jack with level control; remote con-
trol $499

MOD SQUAD
Prism CD Player
Drawer -loading CD player with Philips I6 -bit
digital processing. Features internal disc damp-
ing system; 4x oversampling; wireless infrared
remote control; digital data and clock lines
timed for current synchronization and minimal
jitter; fast settling, current summing amplifier
stage; proprietary zero -feedback voltage regula-
tors for analog section and for DA converter
voltage reference; all direct -coupled circuitry;
Dc servo amplifier. 20 -track random program-
ming; repeats disc, track, program, and phrase
(A -B repeat); digital time -domain alignment;
fixed line outputs; output level 4 V rms; digital
outputs. Frequency response 0.1-20,000 Hz,
± 0.05 dB; S/N 110 dB; THD 0.02%; 8 lb $1,495

NAD
Monitor Series 5300 CD Player
4x-oversampling digital filter, dual discrete D/A
converters, and 3 -beam laser pickup. Features
ambience circuit. Serial digital output; error dis-
play; skip/scan forward and back; displays track
number and elapsed/remaining time; repeat;
programmability. Includes wireless remote con-
trol with volume control $899

Nakamichi CDC -4A

Monitor Series 5100 CD Player
Features I6 -bit 13/A conversion; 4x oversam-
pling; dynamic range circuit; 8 separate analog,
digital, and mechanical power supplies. Vari-
able and fixed outputs; normal and delete mode
programming. Includes remote control with
volume control. Rack mountable $499

Monitor Series 5170 CD Changer
CD changer with 6 -disc magazine and single
play drawer. Features 16 bit D/A conversion; 4x
oversampling. Multiple play; serial digital out-
put; intro scan; random play of all discs; 32 -
track programmable memory. Includes remote
control with volume control. Rack mount-
able $699

NAKAMICHI
OMS-7AII CD Player
Drawer -loading CD player. Features 3 -beam la-
ser; 4x-oversampling digital filter; dual I 6 -bit,
glitch -free D/A converters. Programming of 24
tracks in random order; display of current track
number, elapsed time of current track, remain-
ing time on disc, program stored in memory;
sound audible during fast forward and fast re-
verse; skip forward; skip back; fast forward; fast
reverse; cancel; repeat disc, program; cue by
track number, index number; 7 -function remote
control; headphone jack with adjustable level.

Max line output 2 V; headphone output 35 mW;
total harmonic distortion at 1,000 Hz 0.0025%;
s/N >104 dBA; ch sep >100 dB; Frequency re-
sponse 5-20,000 Hz ,±0.5 dB. 171/8 x 37/8 x 121/4
in; 16 lb, 5 oz $1,995
OMS-5A11. Similar to OMS-7All without re-
mote and programming functions $1,650

CDP-2A CD Player
Mid -level CD player featuring I6 -bit 4x over -
sampling with digital filtering; dual D/A con-
verters; third order bessel analog filter; multi -
regulated isolated -ground power supplies. 24 -
memory programming function; wireless
remote control with 24 -key transmitter; head-
phone jack with level control; 3 -beam laser
pickup; frequency response 20-20,000 Hz
+0.5,-1.0 dB; signal-to-noise ratio >100 dBA
total harmonic distortion 0.0025% at 1000 Hz.

x 27/8 x 105/8 in; I 1 lb, 4 oz $549

CDC -4A CD Changer
6 -disc changer with single -disc tray. Features 8x
oversampling; dual I6 -bit D/A converters; 3 -
beam laser; 3rd -order high -cutoff bessel output
filters; multi -winding multi -regulated power
supply with isolated ground topology; floating
disc -drive mechanism; coaxial digital output;
fixed and variable analog outputs. 50 -program
memory; memory/time data backup; 3 -way ran-
dom play of programmed selections; headphone
output with adjustable level; gold-plated output
and headphone jacks. Includes RM-4CDC 37 -
key wireless remote. FR 5-20,000 Hz, ±0.5 dB;
S/N > 103 dBA; THD 0.002% at 1,000 Hz. 17 x 4
x 13411 in; 15 lb, 10 oz $1.195

CDC -3A CD Changer
6 -disc changer with single -disc tray. Features
quadruple-oversampling; dual 16 -bit D/A con-
verters; 3 -beam laser; 3rd -order high -cutoff bes-
sel output filters; multi -winding multi -regulated
power supply with isolated ground topology;
floating disc -drive mechanism; coaxial digital
output. 50 -program memory; memory/time
data backup; 3 -way random play. Includes RM-
3CDC 32 -key wireless remote. Frequency re-
sponse 5-20,000 Hz, ±0.5 dB; s/N >102 dBA;
THD 0.0025% at 1,000 Hz. 17 x 4 x 1348 in; 13
lb, 4 oz $795

NEC
Renaissance Series
CD -830 CD Player
Features I6x transversal filtering circuit; four
uni-polar D/A converters; digital servo -tracking
system; optical D/A coupling; A/D separate pow-
er supplies; digital output. Disk/tape edit func-
tion; auto/manual edit; digital auto fade out;
auto space; tape remaining time indication; 24 -
track random programming; 3 -way repeat; vari-
able intro scan; random play; 2 -speed search;
wireless remote control and headphone output
with volume control. Frequency response 5-
20,000 Hz, ±0.5dB; signal-to-noise ratio 105
dB; total harmonic distortion 0.0025% at 1,000
Hz; ch sep 103 dB at 1,000 Hz. 17 x 443 x 13 in;
25 lb, 6 oz $999

MEM
NEC CD -730

CD -730 CD Player
Features I 6x transversal filtering circuit; four
uni-polar, 16 bit 13/A converter; optical D/A cou-
pling; A/13 separate power supplies; two digital
outputs; plays 3 -in CD without an adaptor;
auto/manual edit; digital auto fade out; auto
space; 24 -track random programming; 3 -way re-
peat; variable into scan; 2 -speech search; ran-
dom play; headphone output with volume con-
trol; wireless remote control. Frequency
response 5-20,000 Hz, ±0.5 dB; s/N 105
dB;THD 0.0025% at 1,000 Hz; ch sep 103 dB at
1,000 Hz. 17 x 47 x 12 in; 12 lb, 6 oz... $399

1111111i
NAD Monitor Series 5170

CD -530 CD Player
Features 4x oversampling; digital filter; dual D/
A converters. 24 -track random programming;
two-way repeat function; wireless remote con-
trol $229

ONKYO
Grand Integra DX -G10 CD Player
8x oversampling, dual 18 -bit Opto-Drive D/A
converters with absolute level and 4 MSB cali-
bration. Features five -element opto-coupling;
cast -steel anti -vibration chassis; high-speed lin-
ear -motor laser transport; 3rd -order Gic-type
analog output filters; separate transformers for
digital and analog stages. Variable -speed disc
scan and cue; 4 -mode repeat; 16 -track program-
ming; 10 -key direct play; time -search function;
phase -reverse switch; coaxial and optical digital
outputs; fixed and variable analog outputs; vari-
able intensity display; full -function remote con-
trol $2,500

Integra DX -7500 CD Player
8x oversampling, dual I8 -bit Opto-Drive D/A
converters with 4MSB calibration. Features
opto-coupling; separate power transformers for
digital and analog stages; 3rd -order Gic-type an-
alog output filters; Poly -Sorb spacers for vibra-
tion damping. 20 -track random music calendar;
shuffle/timer play; optical and coaxial digital
outputs; fixed and variable analog outputs; re-
mote control $700

DX -3500 CD Player
8x oversampling, dual 16 -bit Opto-Drive digi-
tal -to -analog converters. Features 3 -beam laser
pickup; opto-coupling. 20 -track random music
calendar; 10 -key direct play; shuffle/timer play;
3 -in CD compatibility; optical and coaxial digi-
tal outputs; remote control $420

DX -0500 CD Changer
I8 -bit 8x oversampling, dual 16 -bit D/A convert-
ers with individual MSB calibration, and 6 -disc
magazine. Features Opto-Coupling; 3 -beam la-
ser pickup. 40 -track programming with editing
capability; Music File memory for up to 340
discs; 3 -mode random music calendar; 4 repeat
modes; 10 -key direct play; 3 -in CD compatibil-
ity; remote control $530
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DX -C-300 CD Changer
I8 -bit 8x oversampling. dual 16 -bit D/A convert-
ers with individual MSB calibration, and 6 -disc
magazine. Features 3 -beam laser pickup. 40 -
track programming with editing capability; 3 -
mode random music calendar; 4 repeat modes;
3 -in CD compatibility; remote control... $430

L_ n.no

11 111D

Pioneer Elite PD -71

PANASONIC
SL-P3800C CD Changer
4x-oversampling, dual 16 -bit D/A converters.
and 6 -disc magazine. Features high-speed linear
access system. Direct access system; 36 -track
programming; skip and search; 2 -way random
play; independent disc selection; multifunction
10 -key remote control S380

SC-SLPS352 CD Player
4x oversampling and dual D/A converters. Fea-
tures high-speed linear access system; large insu-
lation feet. Music matrix; 20 -track program-
ming; skip and search; track/disc/program
repeat; FL display; 3 -in CD compatibility; auto
cue; multi -function time mode $230

PHILIPS
CD960 CD Player
4x oversampling, I6 -bit D/A converter. Features
single -beam pickup; optical coupler; diecast alu-
minum nonmagnetic main- and subchassis. Fa-
vorite -track selection; fast track access; copy
pause; 2 -motor front- loading drawer; keypad
track selection; 20 -track random-access pro-
gramming; information display; search forward/
reverse keys with 3 -speed search; repeat key;
scan key. Includes infrared full -function remote
control. FR 2-20,000 Hz; S/N >105 dB; dynamic
range >96 dB; ch sep 105 dB; THD 0.0015%. 4 x
167/s x 1541 in; 21.1 lb $949

CD60 CD Player
4x oversampling, dual 16 -bit D/A converters.
Features Philips' exclusive Radialinear drive
mechanism; motorized volume control; digital
audio output terminal; optical digital output ter-
minal; headphone jack with volume control; fa-
vorite -track selection; auto music scan. Includes
full -function remote control $429

CDC1175 CD Changer
Six -disc changer with single -disc tray, 4x over -
sampling, and I6 -bit D/A converter. Features
aluminum -front, metal chassis. 40 -track pro-
gramming with calendar -type display; favorite
track selection; shuffle play; A -B repeat; scan -
play remote volume control; headphone jack
with volume control. Includes LCD remote. Op-
tional six -disc magazine for 3 -in CD's... $499

PIONEER
Elite PD -91 CD Player
CD player with 8x-oversampling digital filter

and dual 18 -bit D/A converters. Features 3rd -or-
der low-pass analog Butterworth filter; laser
pickup with integral buffer amplifier, 24 -track
random-access programming; music window
search; random play; digital fader with variable
fading time; auto program edit; time edit; digital
output jacks; coaxial and optical outputs; head-
phone jack with adjustable level; FL display; 4
separate power supplies; laminated iron plate
coated with polyacetal and copper -plated hon-
eycomb plates; coil springs with rubber dampers
to support subchassis SI,400

Elite PD -711 CD Player
CD player with 8x-oversampling digital filter
and dual 18 -bit D/A converters. Features fluo-
rescent display; 24 -track random access pro-
gramming; random play; direct wire connec-
tions; bi-filar power transformer; multi -floating
system; remote control $850

PD -7300 CD Player
Features digital output. Frequency response 2-
20,000 Hz; signal-to-noise ratio 106 dB; ch sep
110 dB. 168 x 44'4 x 12518 in S550

PD -T503 Dual -Tray CD Player
Double -disc CD player; can remove one disc
while other is playing. Features honeycomb
chassis; magnetic -clamp disc stabilizer; non -re-
peating random play; 24 -track programming; 3 -
way repeat; timer start; dual 15 -track music cal-
endars; status memory; 3 -in CD compatible;
remote control; headphone output with volume
control S330

PD -M710 CD Changer
Magazine -type CD changer with 6 -disc capacity
and remote control. Can play CD -3's with op-
tional magazine. Features 8x oversampling;
dual D/A converters; magnetic clamp disc stabi-
lizer; 40 -track non -repeating random play;
multi -memory for up to 20 magazines; 15 -track
calendar; index search; status memory; time -
fade editing; four-way repeat; digital level con-
trol; random play; delete play; headphone out-
put jack with volume control $650

PD -M510 CD Changer
Magazine -type CD changer with 6 -disc capacity
and remote control. Features 4x oversampling;
dual D/A converters; honeycomb chassis; 32 -
track programming; 4 -way repeat; non -repeating
random play; optional magazine for 3 -in
CD's $390

PROTON
AC -620 CD Player
Dual -16 bit D/A converters and programming
capabilities Frequency response 20-20,000 Hz
± 0.3 dB; THD 0.003%; s/N 100 dB. 181/2 x 348 x
154.8 in; 17.2 lb S700

AC -300 II CD Player
4x oversampling with wireless remote control.
Features one -beam laser pickup; 20 -track pro-
grammable memory; 3 -speed music search; pre-
cise audible cueing at two lower speeds; real-
time digital display of total tracks, total playing
time, track number, and elapsed time of each
track; repeat disc, track, and program; head-
phone jack with adjustable level. Frequency re-
sponse 20-20,000 Hz ±3 dB; dynamic range 96
dB; S/N 96 dB; ch sep (at I kHz) 94 dB; THD (at
I kHz) 0.003%; IM 0.003%. 161/2 x Pit x 1144 in;
7.9 lb $430

REALISTIC
CD -6000 CD Player
CD changer with 2x oversampling. Plays up to 6
discs automatically; 32 tracks; 3 -beam laser, 3 -
way repeat; remote control; dual -mode LED
display; autosearch; bi-directional audible
search $360

CD -1600 CI) Player
CD player with 3 -beam laser features skip for-
ward and back; floating disc tray. 2 -speed search
forward and reverse; programs 16 tracks; 3 -way
repeat; index search; repeat tracks; music eaten -
der to show program contents; wireless remote
needs 2 AA batteries $250

REVOX
B226 -S CD Player
Drawer -loading CD player with Revox system -
remote compatibility. Features 4x oversampling
16 -bit dual D/A converters; display shows track
number, time remaining, time elapsed for both
track and disc; fixed and variable outputs; 2 -dig-
ital outputs; I9 -step programming by track/in-
dex access from 1-99; audible forward/reverse
search; locate function; headphone jack with ad-
justable level; FR 20-20,000 Hz ±0.1 dB; s/N
>100 dB; THD <0.005%; ch sep >90 dB; 173/4 x
41/4 x 13 in; 18 lb, 11 oz S1,895
B126 CD Player. As above, cosmetic differ-
ences $1,275

Revox B226 -S

ROTEL
RCD-855 CD Player
4x-oversampling, dual l6 -bit D/A converters.
Features digital filter; standard line output and
digital output; servo processor circuits; remote
control; shuffle play; scan; repeat; 3 speed
search; automatic CD ROM switch; CD -3 com-
patibility. Frequency response 20-20,000; THD
+ noise 0.0025% at 1,000 Hz; S/N 100 dB. 171/2
x 348 x 1341 in; 15.4 lb $349

SANSUI
CD -X711 CD Player
Features 4 of Sansui's exclusive LDCS I -bit D/A
converters with third -order noise shaping. Fea-
tures FL display shutoff switch to eliminate any
excess electronic noise; free-floating suspension
made up of 4 oil -damped coiled -spring insula-
tors; I optical and I coaxial digital output; 20 -
track random programming; 20 -track program
calendar; random play; variable -time music
scan; auto spacing; 4 -way repeat; auto music
program search; timer start; index search. In-
cludes full -featured remote control. Frequency
response Dc -200,000 Hz ±0.3 dB; THD 0.003%
at 1,000 Hz; S/N 103 dB. 17 x 5 x 1541 in; 22 lb.
Black finish S1,100

CD -X311 CD Player
Features 4 of Sansui's exclusive LDCS I -bit D/A
converters with third -order noise shaping. Fea-
tures FL display shutoff switch to eliminate any
excess electronic noise; 4 -sec space between pro-
grams; program edit; time edit that will auto-
matically scan the disc being copied and select
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music matching the selected time; headphone
output with volume control; 20 -track music cal-
endar; 10 -key direct selector/programmer; auto
music program search; music scan; coaxial digi-
tal output. Includes 28 -key wireless remote con-
trol. Frequency response 4-20,000 Hz; signal-to-
noise ratio 100 dB; total harmonic distortion
0.006% at 1,000 Hz. 17 x 4 x 11 in; 12 lb $500

CD-X510M CD Changer
2x oversampling, dual D/A converters, two 6 -
disc magazines, and a single -play tray. 3 -in CD
compatibility; random programming; variable
music/intro scan; 3 repeat modes; remote con-
trol. Frequency response 5-20,000 Hz; dynamic
range >95 dB; S/N 100 dB; THD 0.004% at 1,000
Hz. 53/4 x 17 x 12% in $630

SHARP
DX -R830 CD Player
CD player with 8x-oversampling; dual D/A con-
verters; FL multi display with music schedule; 3 -
beam laser pickup; 10 -key direct program;
search up/down; auto program search; auto pro-
gram -locate device; repeat; digital time counter
and mode indicator; infrared remote control
with 10 keys $430

DX -05000 CD Changer
Magazine -type compact disc changer with 6 -disc
capability. Features 32 -track random-access
programming; memory backup function; single
and all repeat function; 2x-oversampling digital
filter; FL display; APSS (Auto Program Search
System); monitor search; cushioned floating
mechanism; remote control $460

SHERWOOD
CD -1182R CD Player
8x oversampling with I6 -bit digital -to -analog
converter. Features I6 -track programmability;
random play; disc/track elapsed -time display;
four-way repeat; headphone jack with level con-
trol; Digi-Link remote control. Frequency re-
sponse 2 to 20,000 Hz ±0.5 dB; signal-to-noise
ratio >95 dB; total harmonic distortion 0.004%.
I I lb S299

CDM-1260R CD Changer
6 -disc CD changer with 4x oversampling and
16 -bit digital -to -analog converter. 32 -track pro-
gramming; disc/track elapsed -time display; 4 -
way repeat; remote control. Frequency response
20-20,000 Hz ±0.5 dB; signal-to-noise ratio 91
dB; total harmonic distortion 0.001% ... $349

SONOGRAPHE BY
CONRAD-JOHNSON
SD -1B CD Player
Drawer -loading CD player with discrete FET au-
dio circuits and power supplies designed by
Conrad -Johnson. Features programming of 20
tracks in any order; skip forward; skip back; fast
forward; fast reverse; repeat disc, program;
headphone jack; digital filtering; dual digital -to -
analog converters; sound audible during fast
scan. Cues by track and index number. 4x over -
sampling at 176.4 kHz. Displays current track
number, program in memory; elapsed time of
current track. 344 x 18 x 12 in; 81/2 lb.... $795

SONY
CDP-970 CD Player
CD player with remote. Features Unilinear con-

verter/digital filter; dual digital -to -analog con-
verters; envelope differential detection system;
noise shaping; 5 power supply stages; aspheric
optical pickup; I6 -bit digital filter with 4x over -
sampling; 20 -key direct music selector and de-
lete shuffle play capability; 20 -selection music
calendar; Custom File; variable line output; op-
tical outputs; CD -3 capability $500

CDP-770 CD Player
Features IS -bit 8x-oversampling digital filter;
dual I6 -bit digital -to -analog converters; noise
shaping; optical digital output; 20 -key direct ac-
cess; servo stabilizer circuit; 20 -track musical
calendar; shuffle play; repeat play; search; pro-
gram edit; full function remote control. 17 x 344
x 1048 in: 7 lb, 5 oz $350

MIR
Sony CDP-C8ESD

ES Series
CDP-Rl CD Player and DAS-RI Converter
CD player with twin optical link between the
two components. Features 45 -bit 8x-oversam-
pling digital filter; noise shaping; 4 I6 -bit digi-
tal -to -analog converters; optical and coaxial dig-
ital outputs; servo stabilizer circuit; frame and
beam construction; linear motor; aluminum
diecast optical transport base; left/right twin -
mono circuit configuration; multiple stage pow-
er supply; Custom File; 20 -key direct access re-
mote control; 20 -selection random music
sensor; high-speed search; index search; shuffle
play; delete option; 5 repeat modes. Player. 181/2
x 5 x 1644 in; 37 lb, 7 oz; Converter: 181/2 x 5 x
161/4 in; 37 lb, 7 oz $8,000

CDP-X7ESD CD Player
CD player with digital sync. Features 45 -bit 8x-
oversampling digital filter; noise shaping; dual
18 -bit linear digital -to -analog converters; optical
and coaxial digital outputs; balanced outputs;
servo stabilizer circuit; frame and beam con-
struction; linear motor; discrete left and right
twin -mono circuit; multiple -stage power supply;
twenty -selection random music sensor; high-
speed search; index search; six repeat modes;
shuffle play; delete option; music calendar. In-
cludes 20 -key remote contro1.181/4 x 5 x 141/4 in;
37 lb, 8 oz $2,000

CDP-608ESD CD Player
CD player with digital sync. Features 45 -bit 8x-
oversampling digital filter; noise shaping; dual
I8 -bit linear digital -to -analog converters; optical
and coaxial digital outputs; servo stabilizer cir-
cuit; frame and beam construction; linear mo-
tor; left/right twin -mono circuit configuration;
Custom File; 20 -key direct access remote con-
trol; 20 -selection random music sensor; auto-
matic music sensor; high-speed search; index
search; 6 repeat modes; shuffle play; delete op-
tion; music calendar. 181/4 x 5 x I47/3 in; 25 lb, 6
oz $900

CDP-508ESD CD Player
Compact disc player with digital sync. Features
45 -bit 8-times-oversampling digital filter; noise
shaping; dual I8 -bit linear digital -to -analog con-
verters; optical digital outputs; servo stabilizer
circuit; monocoque chassis; linear motor; left

and right twin -mono circuit configuration; Cus-
tom File; 20 -selection random music sensor;
automatic music sensor; high-speed search; in-
dex search; five repeat modes; shuffle play; de-
lete option; music calendar. Includes 20 -key di-
rect access remote control. 181/4 x 4% x 131/2 in;
14 lb, 5 oz $550

CDP-C15ESD CD Changer
10 -disc magazine CD changer with DiscJockey

cartridge -loading system. Features 18 -bit 8x-
oversampling digital filter; dual I8 -bit linear
digital -to -analog converters; optical and coaxial
digital outputs; error prediction logic; L/R twin
mono circuit configuration; multi -stage power
supply; Custom File; 10-disc/10-track direct ac-
cess remote control; 60 -selection random music
sensor, automatic music sensor; high-speed
search; shuffle play; 4 repeat modes. 181/4 x 4% x
141/4 in; 14 lb, 9 oz $800

CDP-CSESD CD Changer
5 -disc carousel CD changer. Features 18 -bit 8x-
oversampling digital filter; noise shaping; dual
18 -bit linear digital -to -analog converters; optical
digital outputs; servo stabilizer circuit; mono-
coque chassis; Custom File; 5-disc/I0-track di-
rect access remote control; 32 -selection random
music sensor, automatic music sensor; shuffle
play; 5 repeat modes; music calendar. 181/4 x 5 x
1544 in; 15 lb, 7 oz $500

CDP-C800 CD Changer
5 -disc carousel CD changer with DiscJockey
cartridge -loading system. Features I8 -bit 8x-
oversampling digital filter; dual I8 -bit digital -
to -analog converters; noise shaping; servo stabi-
lizer circuit; optical digital output; variable line
output; Custom File; 5 + 10 key direct access
playback; music calendar display: shuffle play;
repeat play; search; 32 -track programming; full
function remote control. 17 x 5 x 1544 in; 13 lb,
4 oz $500

CDP-C900 CD Changer
Ten -disc magazine compact disc changer with
DiscJockey cartridge -loading system. Same
magazine can be used in car compact disc
changers. Features 18 -bit 8-times-oversampling
digital filter; dual 16 -bit digital -to -analog con-
verters; noise shaping; servo stabilizer circuit;
optical digital output; ten -key direct access play-
back; shuffle play; repeat play; search; 32 -track
programming; full function remote control. 17 x
41/4 x 141/4 in; 14 lb, 2 oz $470

SOUNDCRAFTSMEN
CD750 CD Player
CD player with differential/compander circuit-
ry. Features high dynamic range; optional ten-
ing; spectral gradient circuit; both circuits by -
passable; indexing; digital filter; all -metal
chassis; audible scan; random; passage -repeat;
3 -beam laser; full function infrared remote;
oversampling; multi -function fluorescent dis-
play; headphone jack; gold-plated output jacks;
shock -resistant disc -handling $599

TEAC
PD -480 CD Player
8-times-oversampling and dual digital -to -analog
converters. Features 20 -selection random mem-
ory programming; three-way repeat; program
delete; ten -key pad on front panel; memory pro-
gram calendar; auto space; multi -function eight -
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digit fluorescent display. Includes 30 -key full
function remote control. Frequency response 2-
20,000 Hz ± 0.5 dB; signal-to-noise ratio >100
dB; total harmonic distortion 0.008%; channel
separation >98 dB. 171/4 x 31/2 x 111/s in; 8.4
lb $400

PD -700M CD Changer
Six -disc compact disc changer with 4-times-
oversampling, dual digital -to -analog converters,
and three -beam laser pickup. Features 32 -track
multi -disc random playback; multi -function flu-
orescent display; three-way repeat; front -loading
disc cartridge. Includes ten -key remote control.
Frequency response 5-20,000 Hz ± I dB; signal-
to-noise ratio 93 dB; total harmonic distortion
0.01% at 1,000 Hz. 171/8 x 4 x 131/4 in; 11.4
lb $499

Vector Research VCD-420R

TECHNICS
SL -P1300 CD Player
8-times-oversampling digital filter and four 18 -
bit digital -to -analog converters. Features sepa-
rate digital and analog power supplies; Class AA
sample -and -hold circuitry; high-speed linear -
motor access system. 10 -button keypad; auto-
cue; A/B repeat; ± 8% pitch control; optical and
coaxial digital outputs; 2 -speed search dial; au-
dible pause; rocker switch for mixing; cueing by
direct CD time code; balanced outputs; skip
keys; 2 -speed audible search; repeat track, disc,
and program; headphone jack with adjustable
level; line out via unbalanced (phono) pin con-
nectors; subcode output; full -function fluores-
cent display; cue search. Includes remote con-
trol. 61/4 x 161/4 x 147/8 in $1,800

SL -P999 CD Player
Four 20 -bit D/A converters and 8x-oversampling
digital filter. Features Class AA circuitry; dis-
crete low -noise active servo power supply; anti-
vibration/resonance multi -layer chassis con-
struction; high-speed linear motor access
system; dual aspheric glass lens. 32 -track ran-
dom access programming; skip and index skip;
20 -key direct -access system; auto cue; auto
space; optical digital output; sample -and -hold
noise suppression; edit guide; random play;
search play; window search; peak -level search;
FL display; timer play; 3 -in CD compatibility.
Includes 43 -key remote control. Frequency re-
sponse 2-20,000 Hz ±0.3 dB; signal-to-noise ra-
tio 113 dB; THD 0.0013%. 17 x 5 x 131/4 in; 13.2
lb $600

SL -P770 CD Player
4x-oversampling digital filter and four I8 -bit D/
A converters. Features separate digital and ana-
log power supplies; OFC wiring; high-speed lin-
ear -motor access system. Optical and electrical
digital outputs; auto -cue; signal output meters;
full -function FL display; linear matrix track and
programming indicator; 20 -key direct access;
random play; headphone jack with adjustable
level; disc window; 2 -speed audible search;

peak -level search for taping; CD edit; music
scan; A/B repeat; track repeat; dimmer switch;
gold-plated output jacks; 32 -track program-
ming; timer play; remote control $580

SL-PC20 CD Changer
5 -disc CD changer with revolving disc platform.
Features 4x oversampling digital filter; dual 16 -
bit D/A converters. Sequential play; 20 -step ran-
dom access programming; direct -disc access; re-
peat; random play; 2 -color FL display. Includes
25 -key wireless remote control. Frequency re-
sponse 2-20,000 Hz ± I dB; S/N ratio 96 dB;
THD 0.05%. 17 x 31/4 x 141/4 in; 81/2 lb.... $330

TOSHIBA
XR-9037 CD Player
2x oversampling and remote control with/vol-
ume. Features digital peak search; 20 -program
random memory; digital filter $359

XR-9058 CD Changer
CD changer with 6 -disc capacity and single -play
drawer. Features 2x oversampling; 3 -beam laser
pickup; 32 -track random programming; 32 -key
wireless remote control; intro scan; random
play; 9 -digit multi -function display; cumulative
time display; 10x audible search; fast forward
and reverse; integrated system remote capabili-
ty $499

VECTOR RESEARCH
VCD-420R CD Player
Features 4x oversampling, dual converters;
digital filter. Music calender; CD -3 compatible;
5 -way repeat; shuffle play; 28 -function remote
control. Frequency response 20-20,000 Hz ± 0.5
dB; S/N >100 dB; THD <0.004%; ch sep >90
dB; dynamic range >95 dB. 17 x 31/4 x 12 in; 9
lb, 15 oz $350

VCD-610R CD Changer
CD changer with 4x oversampling, dual D/A
converters, and 6 -disc capacity. Shuffle play; au-
dible cue & review; 4 -way repeat; I8 -function
remote control. Frequency response 20-20,000
Hz ±0.5 dB; s/H>96 dB; THD <0.009%; ch sep
>86 dB; dynamic range >92 dB. 17 x 41/4 x 121/4
in; 131b $400

YAMAHA
CDX-2020 CD Player
Hi -bit 8x-oversampling digital filter and 4 hi -
bit, MSB digital -to -analog converters; this pro-
duces 22 -bit linearity. Features hi -bit switchable
direct output; digital de -emphasis circuitry; cur-
rent isolation system; shunt -regulated power
supplies and independent transformers; micro-
computer controlled 2 -way servo system; heavy-
duty chassis with pinpoint damping system;
high-speed linear motor; floating suspension
system; glass lens 3 -beam laser pickup with
built-in head amplifier in high -precision die-cast
aluminum chassis. 20 -bit digital volume con-
trol; optical and coaxial digital output connec-
tors; 3 -in CD compatibility; 5 -way repeat play;
24 -track random access programmable play; di-
rect track access; 3 -way music search; index
search; calendar display; random play; gold-
plated terminals; RS integrated system remote
control compatibility. Includes 46 -key wireless
remote control. Titanium finish with wood side
panels. 39 lb $1.499

CDX-920Ti CD Player
Hi -bit 8x oversampling I8 -bit digital filter and

twin hi -bit D/A converters which produce 22 -bit
linearity. Features hi -bit switchable direct out-
put; digital de -emphasis circuitry; current isola-
tion system; microcomputer controlled 2 -way
servo system; heavy-duty chassis with ballpoint
damping system; glass lens 3 -beam laser pickup
with built-in head amplifier in high -precision
diecast aluminum chassis. 20 -bit digital volume
control; optical and coaxial digital output con-
nectors; auto/manual tape edit program; 3 -in
CD compatibility; 5 -way repeat play; 24 track
random access programmable play; direct track
access; 3 -way music search; index search; calen-
dar display; random play; gold-plated terminals;
RS integrated system remote control compati-
bility. Includes 47 -key wireless remote control.
Titanium finish. 22 lb $699
CDX-920. As above, black $699

CDX-820Ti CD Player
Hi -bit 8x oversampling I8 -bit digital filter and
twin hi -bit D/A converters. Features hi -bit
switchable direct output; current isolation sys-
tem: microcomputer controlled 2 -way servo sys-
tem; glass lens 3 -beam laser pickup with built-in
head amplifier in high -precision diecast alumi-
num chassis. Coaxial digital output; auto/man-
ual tape edit program; 3 -in CD compatibility; S-
way repeat play; 24 track random access
programmable play; index search; calendar dis-
play. 4 -mode program (random, tape edit, de-
lete, manual); 8 -digit multi -function fluorescent
display; headphone jack with level control; anti -
resonance, anti -vibration design; RS integrated
system remote control compatibility. Includes
45 -key wireless remote control. Titanium finish.
15 Ili $599
CDX-820. As above, black $599

CDX-420 CD Player
Double -resolution 16 -bit digital filter and twin
high-speed 16 -bit D/A converters. Features mi-
crocomputer controlled 2 -way servo system;
glass lens 3 -beam laser pickup with built-in head
amplifier in high -precision diecast aluminum
chassis. 4 -way repeat play; 24 track random
play, 3 -in CD compatibility; auto/manual tape
edit program; 3 -mode program (random, tape
edit, manual); three-way music search; calendar
display; six -digit multi -function LCD; head-
phone jack; direct track access. Black ... $279

Yamaha CDX-920

CDC -610U CD Changer
CD changer with 10 -disc magazine. Features 18 -
bit, 4x-oversampling digital filter; D/A convert-
er; three -beam laser pickup; microcomputer -
controlled 2 -way servo system; 3rd -order low-
pass analog filter. 36 -track random access
programming; memory play; random play; disc
scan; music scan; three-way repeat; index
search; headphone jack with adjustable level.
Includes wireless remote control. Black; 20
lb $599
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TUNERS
ACCUPHASE BY MADRIGAL
T-106 AM/FM Tuner
Quartz -locked synthesis; I4 -station random
memory: pulse tuning; double -tuned front end;
FM stereo demodulator; AM synchronous detec-
tor; signal -strength meter; peak -modulation me-
ter; MPX filter; sel switch; muting switch. FM
section: 50 -dB quieting sens mono 17 dBf. ste-
reo 17 dBf; S/N 83 dB stereo, 79 dB mono (at 80
dBf A-wtd); FR 10-60,000 Hz +0, 0.5 dB; cap-
ture ratio 1.5 dB; sep 50 dB at 1,000 Hz; AM sup
80 dB at 65 dBf. AM section: sens 20 AV/m at 20
dB S/N: 171/2 x 5 x 141/2 in $2,750

T-107 FM Tuner
Electronic tuning; I 2 -station random memory;
auto sweep for FM reception; double -tuned front
end to reject interference and IM; differential -
gain linear FM detector; IF filters with flat group -
delay characteristics; resonator -controlled stereo
demodulator; multipath and signal -strength me-
ter; MPX filter; muting switch; champagne -gold
or anodized -black finishes. FM section: 50 -dB
quieting sens 17 dBf; S/N stereo 85 dB; FR 10-
16,000 Hz, ± 3 dB; capture ratio 1.5 dB; sep 50
dB at 1,000 Hz; AM sup 80 dB: adj-ch rej 30 dB.
171/2 x 41/4 x 13 in; 12.8 lb $1,800

ACOUSTIC RESEARCH
T -06/R AM/FM Tuner
Features a built-in infrared receiver which can
be linked to the A-07 and/or RD -06. FM sec-
tion: 50 dB quieting sent, mono 14.6 dBF, ste-
reo 37.2 dBF; AM rej 60 dB; cap ratio 1.5 dB; s/
N 78 dB mono, 73 dB stereo (at 65 dBF A-wtd);
FR 30-15,000 Hz, ± 1.0 dB; sep 45 dB. AM sec-
tion: s/N 50 dB. 1744 x 31/2 x 101/4 in; 13.5 lb$330
T-06 AM/FM Tuner. Same as above, without
remote control facility $400
RC -03. Remote control for the T -06/R $25

ADCOM
GFT-555 II AM/FM Tuner
Features quartz -referenced digital -synthesis tun-
ing; auto up/down scan; instant -recall preset
tuning; fluorescent digital -frequency display; 8
AM/FM presets; 5 -LED signal -strength display;
switchable high -blend circuit; mono/mute
switch; tuning accuracy of 0.00025%. THD stereo
0.07% at 1,000 Hz; 50 -dB quieting sens stereo
35.5 dBf: s/N 78 dB stereo; FR 30-15,000 Hz ±3
dB; capture ratio 1.5 dB; sep 53 dB at 1,000 Hz;
AM suppression 70 dB. 17 x 31/4 x 121/2 in $300

A/D/S/
CC4 AM/FM Tuner/Preamp
Features microprocessor operating system for
remote -control operation, digital volume and
tone controls, and alphanumeric display. Re-
mote IR receiver capability for multi -room re-
mote control; digital -synthesis tuning with 30
AM or FM stations; optional remote control via
RC!. Preamp section: max output >7 V rms
into 10,000 ohms/1,000 pF; volume and bal-
ance control range 80 dB in I -dB steps; bass and
treble control range ± 10 dB in 2 -dB steps; low
bass 0 to +6 dB in I -dB steps. FM section; sens
<13 dBf mono; 50 -dB quieting sens <40 dBf
stereo; capture ratio <1.5 dB; sel >65 dB; spu-
rious rejection >100 dB; stereo S/N >70 dB;
sep at 1,000 Hz >47 dB. AM section; sens for 6 -
dB S/N <10 µV; IF rejection >50 dB; S/N 44 dB.
21/4 x 171/2 x 1444 in; 15 lb $850

Atelier T2 AM/FM Tuner
AM/FM synthesized tuner with 16 station presets
and auto FM search tuning. Features flywheel
manual tuning; fine-tuning control; switchable
muting; high -blend control; LED frequency dis-
play; center tuning plus signal -strength displays;
AC outlets. FM usable sens mono 1.0 AV (11.0
dBf) stereo 5.5 AV (26.1 dBf); stereo 50 -dB
quieting sens 15 AV (34.8 dBf); S/N mono >70
dB, stereo >65 dB; FR 10-14,500 Hz. +0,-1 dB;
ch sep >38 dB at 10,000 Hz; capture ratio <1.8
dB; AM quieting sens <5 AV for 6 dB S/N; image
rejection >55 dB; S/N (with I,000 -Hz 5 -mV sig-
nal) >44 dB; 244 x 171/2 x 1444 in; 13.2 lb $539

ARCAM
Delta 80 AM/FM Tuner
Analog tuner with digital frequency display and
6 AM/FM presets. Features flywheel -assisted ro-
tary knob; 3 -color FM tuning indicator and loga-
rithmically -scaled signal strength meter; auto-
matic frequency control (AFC) switch; mono
switch. FM section: sens 1.4AV; tuning range
87.5-108 MHz; stereo S/N 70 dB; stereo s/N 68
dB; cap ratio 1.5 dB. AM section: MW, 5300-
16,000, LW, 1.600-2,700 Hz: signal-to-noise ra-
tio 50 dB ref 30% modulation. 17 x 101/4 x 21/4
in; 10 lb. Black $600

Alpha 2 AM/FM Tuner
Features birdie filter single glass -fiber Printed
Circuit Board. MW/LW reception; automatic -
frequency -control (AFc) switch; mono switch;
red LED beacon; rotary flywheel tuning control
with analog tuning scale. FM section: sens
1.4AV; stereo S/N 68 dB; FR 20-12,000 Hz ±0.5
dB. -2 dB at 15,000 Hz; ch sep at 1,000 Hz
>40 dB; cap ratio 1.5 dB; alt-ch sel >60 dB; AM
suppression >50 dB. AM section: MW, 5300-
16,000, LW, 1,600-2,700 Hz; signal-to-noise ra-
tio 50 dB reference 30% modulation. 17 x 9 x
31/4 in; 5 lb. Charcoal finish $330

AUDIO BY VAN ALSTINE
Transcendence Series Two FM Tuner
FM tuner with discrete audio stage. Features iso-
lated active output circuits; all metal -film resis-
tors and capacitors; Class A current -sourced
predrivers; separate shunt -regulated and filtered
power supply. Electronic signal seeking; digital
readout; 5 nonvolatile station presets; mono/
stereo switching; variable tuning with between
step capability. 17 x 9 x 3 in; 10 lb $825

FET Three FM Tuner
FM tuner with Overload -Immune FET integrated
circuitry in the audio stages. Features film cou-
pling capacitors; optimized power supply de -
coupling circuits. Electronic signal -seeking; tun-
ing; digital readout; nonvolatile station presets;
mono -stereo switching; variable tuning; head-
phone jack. 17 x 9 x 3 in; 9 lb $525

AUDIO DESIGN ASSOCIATES
FM -600A FM Tuner
Analog FM tuner with 6 presets and digital fre-
quency readout. Features servo -lock circuitry;
15 -pole IF filter; AFC tuning; muting; stereo -
blend noise filter; stereo/mono mode all front
panel switchable; signal strength/multipath LED
meter; rear -panel left- and right- output -level
controls; standard EIA rack -mountable. FM sec-
tion: IHF usable sens stereo 14.5 dBf, mono 8
dBf; 50 -dB quieting sens stereo 34 dBf, mono 13
dBf; THD 0.15% at 1,000 Hz; S/N 65 dB; FR 15-
15,000 Hz ±3 dB; capture ratio 1.4 dB; sep 47

dB at 1,000 Hz; adjacent-ch rejection 90 dB. 19
x 544 x 13 in; 12 lb $2,395

AUDIO DYNAMICS
T2000E AM/FM Tuner
Programmable AM/FM tuner. Features remote -
control capability; Schotz noise reduction; inter-
ference rejection; 10 Am/10 FM station presets.
50 -dB quieting sens: mono 16.2 dBf, stereo 40
dBf: S/N: FM 70 dB. AM 40 dB; FR 20-15,000 Hz.
± I dB; alt-ch sel 67 dB, capture ratio 1.5 dB. 17
x 21/4 x 121/4 in $349

CAMBRIDGE AUDIO
T50 AM/FM Tuner
Analog tuner with FM and two AM wavebands.
Features dual MOSFET tuning head; dual FM de-
modulator with linear IF strip; pilot tone cancel-
ling stereo decoder; linear -phase birdie fil-
ter $449

CARVER
TX -I lb AM/FM Tuner
Digital -quartz -synthesized tuner with asymmet-
rical charge coupled FM detector circuit to re-
duce multi -path distortion. Features AM stereo
section with separation 35 dB and S/N 77 dB.
LED signal -strength meter; 13 random AM/FM
presets; wide/narrow bandwidth selector; in-
door AM/FM antenna included. Stereo sens 16.3
dB IHF; cap ratio 1.0 dB; AM suppression 75
dB; stereo alt-ch sel 110 dB; stereo
THD 0.02% at 1,000 Hz; stereo signal-to-noise
ratio 82 dB. 11 lb $750

TX -12 AM/FM Tuner
Quartz -synthesis tuner with asymmetrical
charge coupled FM detector circuit to reduce
multipath distortion. Features 20 random AM/
FM presets with preset scan; analog signal -
strength meter; wireless remote; indoor AM/FM
antenna included. Stereo sens 18.6 dBf IHF; cap
ratio 1.45 dB; AM suppression 72 dB; alt-ch sel
60 dB; THD 0.02% in stereo at 1,000 Hz; stereo
s/N 76 dB. 10 lb $400

CREEK AUDIO BY MUSIC HALL
T40 FM Tuner
FM tuner with auto mute. Features AFC, local/
DX; narrow/wide switching $475
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Anyway you look at it, or listen to it.

Sculpted for dramatic impact, and designed for
ease of use, Proton's 600 Series components fit
elegantly into any environment. Seldom used
controls are concealed, yet revealed at the touch
of a button. Cables, hidden by rear panel covers,
disapixrar into the pedestal of this sleek, free-
standing unit.

And naturally, the sound is pure Proton. With
high performance technologies like Dynamic
Power on Demand (DPD), the new Schotz H
tuner circuitry and the exclusive Aphex® Aural
Exciter;" 60() Series components provide
absolute clarity and realistic reproduction for
incomparable listening pleasure.

The series includes the AM -656 Integrated
Amplifier, the AT -670 Timer, the AV -646 AM/FM
Receiver, the AD -630 Auto Reverse Cassette
Deck, the AC -620 Compact Disc Player and the
matching AB -600 pedestal. Each component can
be controlled with the versatile AH-681 remote,
which also controls select Proton video products.

Proton's new 600 Series. A rewarding
investment for the discerning listener.
From every point of view.

For a free brochure and the
1"riitolt retailer nearest you,
call (800) 772-0172 -
In California, (800) 428-1006.
Or write to 5630 Cerritos Ave.,
Cypress, CA. 90630.

CLEARLY THE B E

Sphcx and Aural Exciter are trademarks of Aphcx System:at&
GOO induurial design-Reinhold Wrim Design, Inc,Chitapo
CIRCLE NO. 93 ON READER SERVICE CARD



DBX
TX-3Mk11 AM/FM Tuner
Tuner with Schotz NR for superior reception in
difficult conditions. Features 8 AM and 8 FM
presets; auto hi -blend eliminates excessive
noise; seek. FR 20-15,000 Hz ±0.35 dB; 0.07%
THD $599

DENON
TU-800 AM/FM Tuner
Features twin -drive PLL circuits; digital -synthe-
sis tuning; low -impedance output. 3 -step IF
bandwidth selection; 30 -station random preset
memory; MPX/NR switch; auto -scan tuning;
manual tuning; step manual tuning; last -chan-
nel -tuned memory; FL display. FM 50 dB quiet-
ing sens 20 AV (37.2 dBf) stereo, 1.6 AV (15.3
dBf) mono; S/N 96 dB mono, 86 dB stereo; cap-
ture ratio 1.2 dB; AM sup 70 dB. 31/2 x 17% x
12% in $500

TU-550 AM/FM Tuner
Features digital -synthesis tuning. 2 -step IF band-
width selection; 20 -station random preset mem-
ory; MPX filter; auto -scan tuning; quick manual
tuning; manual step tuning; last channel memo-
ry; FL display. Low imp of approximately 600
ohms; FM section: sens 0.9 AV (10.2 dbf); THD
stereo 0.15%, mono 0.08%; S/N stereo 78 dB,
mono 84 dB; FR 20-15,000 Hz +0.5/-1.0 dB;
stereo sep 45 dB at 1,000 Hz. AM sens 18 AV.
17% x 27/8 x 111/2 in; 6.8 lb $300

TU-460 AM/FM Tuner
Quartz -lock digital tuner with 30 station presets.
Features last -channel tuned memory; auto -scan
tuning; quick manual tuning; manual step tun-
ing; RF attenuator switching. Includes Denon
Integral System remote control for control from
Denon IS receivers, preamps, and A/V amps. FM
50 dB quieting sens 38.5 dBf stereo, 15.3 dBf
mono; S/N 82 dB mono, 78 dB stereo; cap ratio
1.5 dB; sep 45 dB at 1,000 Hz $240

HAFLER
Iris FM Tuner
Digital -synthesis PLL tuning system. 3 dual -gate
MOSFET; 5 tuned front end circuits; triple -tuned
RF stage; auto DX; Hafler handshake system. 5
station memory; auto -search; digital readout; al-
lows remote operation with Iris preamp. usable
sens 11.3 dBf; 50 -dB quieting sens 17.2 dBf
mono, 37.2 dBf stereo; THD 0.1% mono, 0.18%
stereo; cap ratio 1.5 dB; alt ch sep 60 dB; S/N 72
dB mono, 68 dB stereo. 17 x 3 x 81/2 in . $450

HARMAN KARDON
Citation Twenty -Three AM/FM Tuner
Digital -synthesis quartz -locked tuner with Ac-
tive Tracking high -selectivity (Hi Q) circuit.
Features 16 AM/FM presets; seek and manual
tuning; mono and mute buttons; LCD readout;
analog fine-tuning; flywheel -stabilized tuning
knob; remote control; anodized brushed alumi-
num blue/black finish with molded rubber trim;
heavy -gauge metal chassis. FM specs (w/ Hi Q):
50 -dB quieting sens 40.4 dBf (stereo); AM rej 70
dB; capture ratio 1.75 dB; alternate -channel se-
lectivity 75 dB; adjacent -channel selectivity 30
dB; S/N 75 dB (stereo); stereo separation 35 dB
at 1,000 Hz. AM section: S/N 55 dB. 17% x 21'4 x
14% in; 15 lb $699

TU920 AM/FM Tuner
Digital -synthesis quartz -locked tuner with Ac -

TUNERS
live Tracking high -selectivity (Hi Q) circuit.
Features 16 AM/FM presets; muting; 2 -way seek;
manual up/down tuning; 5 -LED signal -strength
meter; tuned indicator; metal chassis. Available
in black or champagne. FM specs (w/ Hi Q): 50 -
dB quieting sens 37.3 dBf (stereo); AM rej 55 dB;
cap ratio 2.0 dB; alt-ch sel 75 dB; adj-ch sel 30
dB; S/N 74 dB (stereo); stereo sep 50 dB at 1,000
Hz. AM sectior: S/N 53 dB. 17% x 241 x 145's in;
10 lb $399
TU9I1A. Similar to above except lacks Active
Tracking circuitry. 3 -LED signal -strength meter.
FM specs: 50 -dB quieting sensitivity 37 dBf (ste-
reo); AM rej 55 dB; cap ratio 1.3 dB; alt-ch sel 60
dB; adj-ch sel 5 dB; S/N 74 dB (stereo); stereo
sep 50 dB at 1,000 Hz $299

JVC
FX1010TN AM/FM Tuner
Computer -controlled quartz-PLL digital -synthe-
sis tuner with Opticalink system for reduced
digital noise. Features 40 AM/40 FM station pre-
sets; auto memory; preset scan; variable stop
level; dB signal -strength indicator; 6 -column al-
phanumeric display; 2 antenna inputs; program
memory and monitor for recording off the air
unattended; record calibration signal generator;
titanium finish $480
FX1100BK. Same as above in black $470

Harman Kardon Citation Twenty -Three

KENWOOD
KT -990D AM/FM Tuner
Quartz -synthesis AM/FM tuner with Direct Lin-
ear Loop Detector (DLLD) to preserve dynamic
range. Features Direct Linear Reception Circuit
(DLRC) to reduce digital noise; Direct Pure De-
coder (DPD) to increase stereo separation; pen-
tacle power supply; digital rotary tuning. 20 sta-
tion presets; auto quieting control; manual/auto
FM/IF bandwidth selectors; RF selector; rec cali-
brator; 3 -station timer programming. FM: 50 -dB
quieting sens 38.8 dBf stereo; AM rej 76 dB; cap -
lure ratio 1.0 dB; alt-ch sel 60 dB. AM: sel 30 dB.
171/4 x 3 x 13 in; 8.8 lb $375

KINERGETICS
KBT-1 AM/FM Tuner
AM/FM tuner designed to correct for hysteresis
errors in electronics of broadcast station (adjust-
able correction). Features circuit designed to
compensate for components used in broadcast
station's electronics; remote power supply; digi-
tal -synthesis tuning. 5 AM, 5 FM presets; scan
tuning; selectable IF bandwidth; inputs for 300 -
and 75 -ohm antennas. FM specs: 50 -dB quieting
sens 36.0 dBf (stereo); THD 0.05% (wide), 0.10%
(narrow) at 1,000 Hz; S/N 75 dB (mono), 70 dB
(stereo); ch sep 40 dB (wide), 45 dB (narrow);
cap ratio 1.5 dB; alt-ch sel 70 dB (narrow), 50
dB (wide); image rej 75 dB. Black or silver an-
odized brushed aluminum $795

LUXMAN
T-117 AM/FM Tuner
Digital -synthesis tuner with twin FM detectors:
high S/N pulse -count detector for strong signals
and PLL detector for weak signals. Features
computer -analyzed tuning system that continu-
ously samples radio signal -levels to optimize re-
ception; dual -gate MOSFET front-end circuitry.
24 AM/FM presets; selectable FM/IF bandwidth;
record -calibration button; cable FM fine tuning
(25 kHz increments); unattended program re-
cording; timer -program button; auto-seek/man-
ual tuning button with indicator; IF wide/nar-
row indicators. FM section: 50 -dB quieting sens
36 dBf; AM rej 70 dB; cap ratio 1.5 dB; alt-ch sel
80 dB (narrow); S/N 78 dB (stereo). AM section:
S/N 48 dB. 17N x 21/2 x 121/4 in; 10 lb.... $600

T-111 AM/FM Tuner
Digital -synthesis tuner with computer -analyzed
tuning system that continuously samples radio
signal -levels to optimize reception. Features 20
AM/FM presets; memory scan; cable FM fine tun-
ing (25 kHz increments); unattended program
recording; auto-seek/stereo mute button with
indicator. FM section: 50 -dB quieting sens 38
dBf; AM rej 68 dB; cap ratio 1.3 dB; alt-ch sel 60
dB; S/N 70 dB (stereo). AM section: S/N 52 dB.
171/4 x 2,t x 85b in; 5.1 lb $300

MAGNUM DYNALAB
Etude FM Tuner
Features analog tuning; isolated power supply
switching; dual ACC stage monitors. Digital dis-
play; high -/low-level audio outputs; auto -blend
circuit with manual defeat; panel meters for
continuous monitoring of RF signal input, mul-
tipath interference level, and center tune condi-
tion; stereo/mono switch; noise -activated mut-
ing system with manual defeat; switchable wide/
narrow IF bandwidth. Usable sens 10.3 dBf
(mono), 11.2 dBf (stereo); 50 -dB quieting sens
13.2 dBf (mono), 34.0 dBf (stereo); cap ratio
<1.5 dB; alt ch >70 dB (wide), >80 dB (nar-
row); adj ch 12.0 dB (wide), adj ch 30 dB (nar-
row); stereo sep 60.0 dB; AM rejection -70 dB.
19 x 13 x 31/2 in; 14 lb $1,195

FT -101A FM Tuner
Features MOSFET front end; group -delay ceramic
filtering; analog tuning; sequential blend circuit
adjusts stereo separation automatically. Switch -
able wide/narrow IF bandwidth; noise -activated
muting system with manual defeat; stereo/
mono switching; manual auto frequency control
switching; panel meters for continuous monitor-
ing of RF signal input, multipath interference
level, and center tune condition; rotary tuning.
Usable sens 10.3 dBf (mono), 11.2 dBf (stereo);
50 -dB quieting sens 13.2 dBf (mono), 34.0 dBf
(stereo); cap ratio 1.5 dB; alt ch 55.0 dB (wide),
75.0 dB (narrow); adj ch 6.0 dB (wide), 20.0 dB
(narrow); stereo sep 60.0 dB; AM rej - 70 dB. 19
x 13 x 344 in; 121b. Optional remote control.
Black, champagne gold, or brushed silver $805

MARANTZ
ST 54 AM/FM Tuner
Quartz -locked digital -synthesis tuner. Features
24 -station preset memory (16 FM/8 AM plus
bandwidth setting for each preset); retains mem-
ory for 2 weeks without AC or battery; switch -
able wide/narrow bandwidth $780

ST 54 CG AM/FM Tuner
Features dual -gate MOSFET/analog priority;
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TUNERS
wide/narrow if bandwidth sw; 16 AM/FM pre-
sets. Gold color with rosewood side panels$500
ST 54 BL. As above, black with rosewood side
panels $420

MEM
NAD Monitor Series 4300

MCINTOSH
MR -7082 AM/FM Tuner
AM/FM tuner with Signal Locked Loop tuning
system. Features electronic memory for 7 AM
and 7 FM stations; digital frequency readout:
CMOS-FET RF amplifier; double -balanced mixer:
PLL MPX decoder; audio -output suppression cir-
cuits for 19 kHz and 38 kHz carrier; LED tuning
meter; electronically regulated power supply: in-
ternal audio processor; memory search; wide -
band AM; remote control interface. FM section:
sensitivity mono 13 dBf (1.3 V) for 30 dB of
quieting; signal strength for 50 dB of quieting,
18/36 dBf mono/stereo; capture ratio 1.5 dB; IM
0.08% from 20-15,000 Hz with 100% modula-
tion or less; alt ch sel 55 dB; sep 50 dB at I kHz;
FM suppression 60 dB; image rejection 90 dB.
AM section: sensitivity 35 V; signal-to-noise ra-
tio 55 dB IHF, 65 dB at 100% modulation; total
harmonic distortion 0.2% at 30% modulation;
sel 40 dB IHF; IF response 90 dB. 16 x 51/2 x 13
in; $1,499

MERIDIAN
204 FM Tuner/Timer
FM tuner with quartz synthesis tuner and 18
preset memories. Features built-in timer com-
patible with entire Meridian system; battery
backup. Search/step tuning in 50 kHz steps; nu-
merical signal -strength meter; sliding separation
stereo decoder that maintains 50 dB min signal-
to-noise ratio on weak signals. Can be con-
trolled by multiroom system. 4 x 61/4 x 121/4 in.
10 lb $1,090

MISSION ELECTRONICS
Cyrus AM/FM Tuner
Digital -synthesis, quartz -Pit. tuner with 59 AM
and 59 FM presets. Features magnesium diecast
chassis; aluminum diecast cover and front; to-
roidal transformer. Full -function remote; pro-
grammable 15 dB volume control: display off
direct station accessing; scan; handset disable; 2 -
mode operation; automatic storing; flip and
browse facility. 81/2 x 31/2 x 131/2 in $649

NAD
Model Monitor Series 4300 AM/FM Tuner
Features digital frequency synthesis tuning; 8
AM/FM presets; IF wide/narrow; FM NR. Stereo
separation 55 dB; selectivity 80 dB; image rej
120 dB: s/N >80 dB. Rack mountable... $499

Model 4225 AM/FM Tuner
Features ultralincar IF filters: switchable blend
circuit. 14 AM/FM presets. S/N 75 dB .... $249

NAKAMICHI
ST -7 AM/FM Tuner
Tuner with Schotz noise reduction. Features 5 -
segment signal/multipath meter; PLL circuitry;

16 station presets; output level controls (R + L
independent). FM IHF sens mono 1.7 µV (10
dBf), stereo 3.9 AV (17 dBf); FM usable sens
mono 1.7 AV (10 dBf), stereo 3.9 µV (17 dBf);
50 -dB quieting sens mono 2.7 µV (14 dBf), ste-
reo 14 iiV (28 dBf); THD stereo 0.08%, mono
0.06% at 1,000 Hz; s/N 76 dB stereo, 80 dB
mono; FR 20-15,000 Hz ,± I dB; capture ratio
1.9 dB; sep 55 dB at 1,000 Hz; AM suppression
better than 60 dB; alt-ch rejection >60 dB. 171/4
x 21/2 x 111/4 in: 10.3 lb $795

NIKKO AUDIO
Gamma -600 AM/FM Tuner
Tuner with IF detection changing circuitry to as-
sure minimum tuning deviation. Features MPX
hold circuitry: oversized display; ceramic filter;
differential IF amplifier circuitry. Variable high
blend; memory can; stereo muting switch; IF
band selector. 50 dB quieting sens, mono 13.5
dBf, stereo 38.2 dBf; AM rej 70 dB; cap ratio,
wide 1.0 dB, narrow 2.0 dB; alt-ch sel, wide 40
dB, narrow 80 dB; s/N 79 dB stereo, 86 dB
mono; FR 30-15,000 Hz ± I dB. 19 x 31/4 x 131/4
in; 944 lb $440
Gamma 400. Similar to above. 171/4 x 31/4 x 131/4
in $420

ONKYO
Grand Integra T -G10 FM Tuner
FM tuner with 5 -mode APR (Automatic Preci-
sion Reception) system that can be operated
automatically or manually to optimize recep-
tion: A/B antenna. RF (distant/local), IF band-
width (wide/narrow/S-narrow), hi -blend (on/
off), and stereo/mono. Battery -free memory
backup; high sensitivity and selectivity; chassis
damping. Dual antenna inputs; 20 station pre-
sets with scan; cable FM fine tuning; timer preset
programming; RI remote compatible. Controller
included. Wood side panels $850

Grand Integra T -90901I FM Tuner
FM tuner with dual -mode PLL circuit and SFR
(Sonic Filter Circuit) to improve tuning accura-
cy. Features same APR reception system offered
in T -G10 tuner; power -supply filter. Dual an-
tenna inputs; 31 -key remote control; 20 station
presets with scan; auto strong -station memory;
multi -function digital display; digital signal -
strength readout; timer preset programming; ad-
justable output -level; cable FM fine tuning.
Wood side panels. 50 -dB quieting sens 37.2 dBf
(stereo); cap ratio 1.0 dB; S/N 85 dB (stereo); ste-
reo sep 55 dB (at 1.000 Hz). 181/4 x 4 x 1544 in;
18.7 lb $750

Integra T-4087 AM/FM Tuner
AM/FM tuner with 4 -mode APR (Automatic Pre-
cision Reception) system: distant/local, IF band-
width (wide/narrow), hi -blend (on/off), and ste-
reo/mono; all modes except distant/local can be
overridden. Features PLL demodulator; separate
power supplies/ground wiring for all major sec-
tions; RF amp with dual -gate MOSFEE. 5 -segment
signal -strength indicator; 20 AM/FM station pre-
sets with scan; battery -free memory backup.
Black finish. FM: 50 -dB quieting sens 36 dBf
(stereo): cap ratio 1.0 dB; S/N 77 dB (stereo);
stereo sep 45 dB (at 1,000 Hz). AM: S/N 40 dB.
171/4 x 3 x 141/4 in; 9.5 lb $420

PIONEER
Elite F-91 AM/FM Tuner
Digital -synthesis AM/FM tuner. Features ARTS
(Active Real -Time Tracing System) with active

IF filter; digital decoding; 4 -gang tuning capaci-
tor; MOSFET circuit; 24 AM/FM station presets; 3 -
position muting level; remote compatible; hon-
eycomb chassis. THD 0.02%; alt ch sel 85 dB: S/N
92 dB_ $600

F-656 AM/FM Tuner
FM section: 50 -dB quieting sens, mono 15.9 dBf,
stereo 37.3 dBf; cap ratio 1.0 dB; s/N (at 80 dBf)
mono. 86 dB, stereo, 81 dB; FR 20-15,000 Hz,
+0.4, -1 dB. 161/2 x 31/4 x 121/2 in $325

PROTON
AT -670 AM/FM Tuner
PLL synthesis AM/FM tuner with Schotz II tun-
ing. Features rotary knob; 2 -color display: 18 FM
and 9 AM presets; remote capability. 50 -dB sens
32-0, mono, 30 -NV stereo: AM rejectiOn 65 dB;
cap ratio 1.0 dB; 5/N 83 dB mono, 74 dB stereo.
181/2 x 41/4 x 151/4 in; 15.5 lb $400

QUAD
FM4 FM Tuner
FM stereo tuner designed to be used with Quad
44 preamp. Features 8 pushbuttons to store/re-
call station presets, tuning knob, power switch;
bar -graph meter to indicate signal strength, cen-
ter -channel tuning; dedicated microprocessor
that recalls desired station from memory, tunes
it, automatically sets muting, automatic -fre-
quency -control levels. Stations stored in memo-
ry remain there for up to 5 years, even with
power disconnected. Available in grey. Mono/
stereo 50 -dB quieting sens 2.7/25µV; mono/ste-
reo signal-to-noise ratio 76/70 dBA at I kHz, 1

mV; mono/stereo distortion 0.05%/0.10% ste-
reo; capture ratio 2.5 dB; sel 53 dB; image/IF re-
jection 80/100 dB; frequency response 20-
15,000 Hz +0,-I dB; crosstalk 40 dB at I kHz;
pilot -tone suppression 60 dB; de -emphasis
switchable 50/75 At sec; 8 x 11/4 x 51/4 .... $695

REALISTIC
TM -150 AM/FM Mini Tuner
PLL toning; stereo/mono switch; FM stereo LED;
illuminated tuning dial; built-in AM and FM an-
tennas; terminals for external antenna. 9 x 21/2 x
6 in $60

Revox 8260-S

REVOX
B260 -S FM Tuner
FM stereo tuner stores 60 preset stations with re-
ception modes in non-volatile memory. allows
user to arrange stored stations into separate
groups for scanning. Maximum S/N >80 dB;
THD 0.07%; alternate -channel selectivity; FR 20-
15,000 Hz ±0.5 dB; 171/4 x 444 x 13 in; 15.5
lb $2,500
B160 FM Tuner. Similar to B260 -S but stores
up to 30 preset stations $990

ROTEL
RT870 AM/FM Tuner
Quartz-PLL tuner with 16 AM or FM presets. Fea-
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tures 4 regulated power supplies; active filter
networks; shielded dual gate MOSFET front end;
FM noise filter selector. 50 -dB quieting sens 37.2
dBf stereo, 14.8 dBf mono; AM rej 58 dB; cap ra-
tio 1.0 dB; alt-ch sel 60 dB wide, 80 dB narrow;
s/N 75 dB stereo, 80 dB mono; FR 30-15,000
±0.5 dB; sep 48 dB at 1,000 Hz. 171/2 x 21/4 x
121/4 in; 8.5 lb $399

RT850A AM/FM Tuner
Quartz -synthesis tuner with microprocessor cir-
cuitry. Features dual -gate MOSFET front-end; 6
AM/6 FM presets, manual and autoscan tuning.
FM section: usable sens mono 2 µV (11.2 dBf),
50 -dB quieting sens mono 3µV (14.6 dBf), ste-
reo 40 AV (37.2 dBf); THD stereo 0.2%, mono
0.08% at 1,000 Hz; s/N 73 dB stereo, 75 dB
mono; FR 30-15,000 Hz +0, -2 dB; capture ra-
tio 1.0 dB; sep 48 dB at 1,000 Hz; AM suppres-
sion 58 dB; AM section: sens 300 AV/m; s/N 50
dB. 21/2 x 17 x 111/2 in; 8.5 lb $299

Sansui TU-X7 I I

SAE
T102 AM/FM Tuner
Computer direct -line digital tuner with 16 sta-
tion presets. Features auto and manual tuning;
IF narrow; high blend. FM section: 50 -dB quiet-
ing sens 34µV; cap ratio 1.2 dB; alt-ch rejection
-100 dB narrow; adj-ch rejection -15 dB nar-
row: IHF sens stereo 4.1 AV; THD stereo 0.08% at
1,000 Hz; s/N 70 dB stereo; FR 30-18,000 Hz
+1, -2 dB; sep 55 dB at 1,000 Hz. 19 x 31/2 x
121/2 in $349

SANSUI
TU-X711 AM/FM Tuner
Quartz PLL synthesis tuner with Super Linear
Digital decoder. Features RF-mode selector; IF -
bandwidth selector; record calibrator; 2 separate
antenna inputs; 30 random presets and a nu-
meric keypad for instant station recall: preset
scan. Usable sensitivity 10.8 dBf; 50 dB quieting
sensitivity 16.2 dBf (mono); total harmonic dis-
tortion at 85 dBf<0.009% (mono), 0.02% (ste-
reo); signal-to-noise ratio 98 dB (mono), 91 dB
(stereo); alternate channel selectivity 60 dB
(wide), 75 dB (narrow). 171/4 x 31/4 x 121/2 in; 11.2
lb. Black finish $625

TU-X301i AM/FM Tuner
Quartz PLL digital synthesis tuner with 30 AM/
FM station presets. Features numeric keypad for
instant recall; 5 -sec preset station scan; pale blue
indicators. FM section: 50 -dB quieting sensitiv-
ity 18.0 dBf (mono). 38.0 dBf (stereo); signal-to-
noise ratio 79 dB (mono), 73 dB (stereo); total
harmonic distortion 0.1% (mono), 0.15% (ste-
reo). 17 x 21/4 x 101/4 in; 6.2 lb. Black -matte fin-
ish $250

SHERWOOD
TD -7010R AM/FM Tuner
Quartz PLL synthesis tuning system. Features 3
pairs of IF ceramic filters; MOSFET front end.
Digi-Link remote system; digital display: auto/
manual scan; 30 station presets; preset scan
switch; 10 -segment signal -strength meter; hi -

blend switch; FM mute switch; AM bar antenna.
Usable sensitivity 9.8 dBf; 50 dB quieting sensi-
tivity 36.1 dBf (stereo), 17.2 dBf (mono); fre-
quency response 10-15 Hz ±3 dB; total har-
monic distortion 0.25% (stereo), 0.15% (mono);
50 dB stereo sep at 1,000 Hz; capture ratio 1.5
dB; alternate -channel selectivity 70 dB 344 x
173/3 x 8*4 in $200

SONY
ST-S730ES AM/FM Tuner
Features radial power -supply design; automatic
microprocessor exclusion circuit master clock;
SST Super Sound Tracking; Wave Optimized IF
system; Wave Optimized direct detector; Wave
Optimized digital stereo decoder; direct com-
parator circuitry. Signal-to-noise ratio 92 dB ste-
reo, 100 dB mono; total harmonic distortion
0.0075% stereo, 0.004% mono; sensitivity 10.3
dBf/0.9 Ay; selectivity (at 400 kHz) 70 dB; ste-
reo separation 70 dB at 1,000 Hz. 31/4 x 181/2 x
141/4 in; 12 lb, 6 oz $550

SOUNDCRAFTSMEN
Pro -Tuner Four AM/FM Tuner
Digital quartz-PLL tuner with 16 station presets.
5 -digit station readout, auto -scan tuning, and
active high -blend filter. 19 -in rack -mount front
panel. IHF sensitivity 1.6µV; S/N 75 dB; distor-
tion 0.08%. 19 x 21/4 x 12 in $379

SOUNDSTREAM
T-1 AM/FM Tuner
System I component features full frequency de-
featable blend circuit to reduce stereo back-
ground noise by 9 dB; knob moves in 50,000 Hz
steps for tuning off frequency stations: separate
audio and switching power supplies. Flywheel -
assisted manual tuning knob for fine reception
adjustment; 16 presets and complete station
search; strength indicator; R -I remote accesses
major tuner functions. 50 -dB quieting sensitiv-
ity 14.8 dBf; AM rejection 60 dB; capture ratio
1.5 dB; alternate channel selectivity 65 dB; sig-
nal-to-noise ratio >82 dB mono; >79 dB ste-
reo; total harmonic distortion at 6,000 Hz:
0.12% mono; 0.2% stereo. AM section: sensitiv-
ity, 20 dB signal-to-noise ratio 30% modulation
10 mV; max quieting, 30% modulation 50 dB;
total harmonic distortion at 1,000 Hz 0.5%. 17 x
31/4 x 111/2 in; 15 lb $795

SUMO
Aurora AM/FM Tuner
Digital synthesis AM/FM tuner with rotary tun-
ing. Features auto seek forward/reverse; 8 pre-
sets for both AM/FM; tunes FM in IA increments
(50,000 Hz spacing), allowing fine tuning; dy-
namic impulse noise reduction system; linear -
phase IF filters. Auto seek forward/reverse; 8
preset for both AM/FM: gold-plated output jacks.
50 -dB quieting mono 16 dBf, stereo 34 dBf; us-
able sensitivity 11 dBf mono; alternate -channel
selectivity 75 dB; capture ratio 1.0 dB; signal-to-
noise ratio mono 85 dB, stereo 82 dB. 19 x 81/4 x
11/4 in $729

TECHNICS
ST -G70 AM/FM Tuner
Stereo tuner with 39 AM/FM station presets. Fea-
tures class AA circuitry; DC twin quartz circuit-
ry; DC linear switching MPX filter; auto IF -band-
width selection; twin tuner design. 10 -key

random access; auto -scan; FM signal -strength
display $380

ST -G460 AM/FM Tuner
Quartz -synthesis tuner with 39 AM/FM station
presets. Features DC circuit construction; DC lin-
ear switching MPX filter; advanced FM front-end
circuitry; 19,000 Hz pilot signal auto canceller;
wide -band quadrature detector. Multi -function
FL display; auto -scan tuning and auto memory;
FM -mode switch (auto/mono). FM specs: sensi-
tivity 10.8 dBf; 50 dB quieting sensitivity 18.1
dBf (mono), 38.1 dBf (stereo); total harmonic
distortion 0.05% (mono). 0.1% (stereo); signal-
to-noise ratio 80 dB (mono), 73 dB (stereo); fre-
quency response 4-18,000 Hz +0.5/-1.5 dB;
alternate -channel selectivity 65 dB; cap ratio 1.0
dB; image rej 55 dB; AM rej 55 dB; stereo sep 50
db (at 1,000 Hz), 40 dB (at 10,000 Hz) .. $240

TOSHIBA
ST -5528 AM/FM Tuner
Features 16 presets; digital display; preset mem-
ory recall; preset scan; automatic digital tuning
lock -in for each available station; system remote
control $170

YAMAHA
TX -2000 AM/FM Tuner
AM/FM tuner with 24 station presets. Features
computer servo lock tuning; digital fine tuning;
multi -status station memory; two -mode station
display; RS remote control compatibility; four
tuning modes; two position IF -mode selector.
Includes remote control. Titanium finish with
side panels. Channel selectivity 90 dB... $749

TX -1000U AM/FM Tuner
Digital AM/FM stereo tuner with computer -ser-
vo -lock tuning. Features absolute linear phase IF
amplifier "Alpha" circuitry. Digital fine tuning;
2 -position IF -mode selector; 4 tuning modes; an-
tenna -selector switch; 24 -station random access
memory presets; multi -status memory; 4 -letter
station name display; 24 -segment signal -quality
meter: remote control; RS optical integrated
system remote compatible. Channel selectivity
90 dB. 14 lb $549

Yamaha TX-530Ti

TX -900U AM/FM Tuner
AM/FM tuner with 20 -station presets. Features
integrated system remote compatibility; digital
fine tuning; 3 -position auto/manual IF -mode se-
lector; 4 -way station memory; high blend: inte-
grated multi -function LCD display. Black finish.
9 lb $399

TX-530Ti AM/FM Tuner
AM/FM tuner with PLL IF count synthesis tuning.
Features 20 station presets; 4 -way multi -status
station memory; high blend switch; 24 segment
signal quality meter; 2 position IF -mode selector
with indicators; low impedance, high gain AM
loop antenna; auto search and manual tuning;
RS remote control compatibility. Titanium fin-
ish. 9 lb $329
TX -530. As above, black $329
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ACOUSTIC RESEARCH
ES -I Manual Turntable
Manual belt -drive turntable with 24 -pole syn-
chronous motor. Features 33 and 45 rpm
speeds. w&F 0.04% wrms; rumble -78 dB; ef-
fective tonearm mass without cartridge 14.5 g;
effective tonearm length 229 mm; max tracking
error 2.6°. 7 x 181/8 x 151/4 in (dustcover down);
18 lb. Natural cherry finish, with tone -
arm $725
Natural cherry, without tonearm $550

EB-101 Manual Turntable
Manual belt -drive pivoted -arm turntable with
fully isolated 3 -point suspension. Arm and plat-
ter on subchassis formed by pressed -steel T -bar
spring -suspended and damped at 3 points. 331/2
and 45 rpm. Features 12 -pole synchronous mo-
tor (500 rpm at 50 Hz, 600 rpm at 60 Hz); 3.9 lb
platter; detachable carbon -fiber headshell with
clamping screw on arm; base finished in oiled
walnut veneer. w&F 0.05% DIN; rumble -72
dB DIN; effective tonearm mass without car-
tridge 12 g; cartridge weight range 3-9 g; effec-
tive tonearm length 229 mm; overhang 16 mm;
vertical and horizontal friction <100 mg; 7 x
181/4 x 151/4 in (dustcover down); 131/2 lb . $500

Acoustic Research ES -I

A/D/S/
Atelier P4 Automatic Turntable
Features quartz -crystal -controlled direct drive;
pivoted arm; ultra -low -mass tonearm; 331/2 and
45 rpm; variable speed control with strobe;
holds platter and tonearm on a subchassis that
floats on 4 tuned mounts. Optional remote con-
trol if connected to a/d/s/ R4 receiver or CC4
tuner/preamp. W&F 0.025% wrms, ± 0.035%
DIN; rumble -75 dB DIN B. 53 dB DIN A; ef-
fective tonearm length 8Y1 in max tracking error
2.2° $600

BANG & OLUFSEN
Beogram 6500 Automatic Turntable
Short tangential tonearm; 33 and 45 rpm; silver
and black; remote controlled by B&O Master
Control Panel; built-in phono preamp; leaf -
spring suspension; compatible with B&O Mi-
crocross cartridges; auto record -size sensing;
auto interior light. Black and silver finish. Wow
& flutter no more than 0.06% DIN, ± 0.03%
wrms; tracking error no more than ± 0.05%;
DIN -weighted rumble >80 dB; 161/2 x 3 x 121/4
in; 11 lb, 12 oz $499

Beogram 4500 Automatic Turntable
Integrates with Beosystem 4500 for full remote
control; built-in phono preamp; 3 -point leaf -
spring suspension; tangential tracking; accepts
B&O MMCI-5 cartridges. Black and silver fin-
ish. w&F 0.06%; DIN weighted rumble >80 dB.
161/2 x 3 x 123/4 in; I 1 lb, 11 oz $499

Beogram 9000 Automatic Turntable
Turntable with tangential tracking tonearm;
331/2 and 45 rpm; Optimum Pivot Point tone -
arm suspension; 3 -point leaf -spring and pendu-
lum suspension system; integrated low -mass
tonearm/cartridge combination; accepts all
B&O MMCI-5 cartridges; servo -controlled DC
motor. Wow & flutter <0.03% wrms. 161/2 x 3 x
124'4 in; 1 1 lb, 12 oz $450

Beogram TX -2 Automatic Turntable
Tangential -tracking, belt -drive turntable; 33 and
45 rpm; fixed headshell. Recommended track-
ing force 1-1.5 g; wow & flutter 0.03% DIN;
rumble -80 dB. Dimensions: 161/2 x 3 x 121/4 in;
11 pounds. 10 ounces $399

DENON
All Denon turntablei employ servo speed control
and are noncontact, microprocessor controlled.
Motor servo by magnetic speed detection.
DP -59L Semiautomatic Turntable
Features massive wood base with isolation; 5.5 -
lb platter with high -torque direct -drive AC mo-
tor. Lift only $695

DP -47F Semiautomatic 7urntable
Features dynamic servo tracer; flat -twin direct
drive design; fully -automatic locate function;
thick wood base $450

DP -23F Automatic Turntable
Full-size automatic turntable with dynamic ser-
vo tracer. Black $275

DP -7F Automatic Turntable
P -mount automatic turntable with dynamic ser-
vo tracer. Black $200

DUAL BY ORTOFON
CS 7000 Semiautomatic Turntable
Belt -drive turntable with 24k gold-plated finish.

Bang & Olufsen Beograin 4500

Features Optimum Pivot gyroscopic gimbal
tonearm system; carbon -fiber headshell; metal
feet: full -floating subchassis; resonance -damped
die-cast aluminum platter; auto stop; 331/2. 45,
or 78 rpm play speeds. w&F <0.025%; s/N 80
dB. 171/2 x 51/4 x 151/4 in; 25 lb $875

CS 5000 Semiautomatic Turntable
Belt -drive turntable with hall -effect motor and
4 -point full -floating suspension system. Fea-
tures quartz -monitored 3 -speed electronic con-
trol; optimum -pivot tonearm design; acoustic
mat; cueing lever; 331/2, 45, and 78 rpm. w&F
0.015% wrms; rumble <56 dB DIN unwtd.
Black or walnut wood base $500

CS 505-3 Semiautomatic Turntable
Belt -drive, heavy mass platter, and acoustic
mat. Features floating chassis design; variable
pitch; carbon -fiber headshell on uLm tonearm.
Walnut or black wood base $360

CS 455 Automatic Turntable
Belt -drive automatic turntable with four -point
suspension. Features adjustable tracking force;
detachable 1/2 -inch headshell; floating sub -chas-
sis; viscosity -damped cueing device. Wooden
base with a black satin finish $300

Dual CS 7000

HEYBROOK BY D'ASCANIO AUDIO
TT -3 Series II Manual Turntable
Haad-assembled belt -drive 331/2 and 45 rpm
arm -less manual turntable with removable arm -
board. Features on -board electronic power sup-
ply; low -speed synchronous motor to drive large
2 -piece platter; adjustable 3 -point spring -sus-
pension subchassis of cast aluminum; laminated
armboard; large wood base. Finished in real
walnut or gloss black. Wow & flutter <0.1%
DIN peak wtd; rumble -73 dB wtd DIN -B. Di-
mensions: 61/4 x 171/2 x 141/4 in; 26 lb .... $898

JVC
ALFQ555BK Automatic Turntable
Direct -drive turntable with coreless DC servo di-
rect -drive motor. Features automatic record size
and speed selector; low -mass straight tonearm;
high -stability cabinet support system; large insu-
lators; arm cueing control; double -servo quartz
comrol; illuminated strobe on platter perimeter;
plug-in cartridge connector $240

ALF353BK Automatic Turntable
Turntable with automatic record size and speed
selector. Features DC servo motor; arm cueing
control; plug-in cartridge connector system;
low -mass straight tonearm $175

KENWOOD
KD-5010 Automatic Turntable
Automatic quartz PLL direct -drive turntable
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with plug-in phono cartridge. 331/2 and 45 rpm;
straight tonearm. Wow & flutter no more than
0.05%; rumble 75 dB (DIN -weighted); effective
tonearm length 83/4 in; tracking error 0-3°. Car-
tridge: frequency response 20-20,000 Hz; output
2.5 mV. 171/4 x 5 x 141/2 in; 10.8 lb $249

LINN PRODUCTS
Linn Sondek LPI2 Manual Turntable
Belt -drive 331/2 -rpm turntable with manual
tonearm; 24 -pole synchronous motor; 12 -in
zinc -aluminum alloy die-cast platter with felt
mat; hardened tool -steel spindle; adjustable 3 -
point spring -suspension subchassis; heavy -
gauge stainless -steel base plate; solid hardwood
base; optional 45 rpm adapter. Wow & flutter
0.04% wrms; rumble -60 dB unwtd; speed ac-
curacy ±0.04%. 51/2 x 171/2 x 14 in $1,165

Axis Manual Turntable
Belt -drive manual turntable with pivoted arm.
Plays 331/3 -rpm LP's and 45 rpm singles. Speed
accuracy 0.1%; wow & flutter 0.05%; rumble
-75 dB DIN; effective tonearm length 284 mm;
16 lb $795

Basik Turntable
Two -speed turntable with tonearm $495

MARANTZ
TT-285CTBL Automatic Turntable
Belt -drive fully automatic turntable features lin-
ear tracking; P -mount cartridge $279

TT 275CTBL Semiautomatic Turntable
DC -servo direct -drive semiautomatic turntable
with P -mount cartridge $199

TT-185CTBL Semiautomatic Turntable
Belt -drive turntable features semiautomatic DC -
servo motor; damped cueing; P -mount car-
tridge; straight low -mass tonearm; front panel
controls. 37/s x 161/2 x 131/2 in; 9.5 lb $139

NUMARK
TT3000 Manual Turntable
Direct -drive Pc motor with S-shaped, 4 -way
ball -bearing tonearm. I 74's x 51/2 x 141/2; 27
lb $880

Numark TTI600

TT1600 Manual Turntable
Direct -drive DC motor with S-shaped, static bal-
anced tonearm, 9 -in effective length. Features 2
speeds (33 and 45 rpm); quartz lock and lock
defeat switch; pitch -control slider; headshell
with light. W&F 0.007% wrms; rumble 56 dB;
tracking force 0-6 g. 174's x 5 x 141/2; 26 lb $709

ONKYO
Integra CP-1057FB Automatic Turntable
Computer -controlled, direct -drive turntable
with quartz -locked PLL motor. Features single -

band stroboscope for 331/2 and 45 rpm speeds;
Triple -Stage Isolation system with shock -absor-
bent feet, floating chassis, and dense cabinet;
separate tonearm motor; gimbal tonearm sup -

Linn Sondek LPI2

port; Polysorb record mat and cabinet feet; gold -
hued, diecast aluminum platter. Front -panel
controls; anti -skating mechanism with dial con-
trol; 2 -speed search; repeat play; remote -control
connector. Black finish. Wow and flutter
0.023% wrms; signal-to-noise ratio 80 dB (DIN
B); max tracking error +3°, -1°: effective tone -
arm length 87/s in $360
CP-1500F Automatic Turntable
Direct -drive, quartz -servo turntable with 2

speeds. Features straight tonearm; Triple -Stage
Isolation system; diecast aluminum platter.
Front panel controls; RI remote compati-
ble. $259

CP-1200A Semiautomatic Turntable
Direct -drive, quartz -servo turntable with Tri-
ple -Stage Isolation system, and diecast alumi-
num platter. Features front -panel controls.
Smoked dust cover $130

ORACLE AUDIO
Premiere Mark IV Manual Turntable
Belt -drive turntable without tonearm. Remote
control power drive module, 331/2 and 45 rpm;
variable -speed control; strobe; high -torque AC
motor; adjustable spring -suspension system;
record -coupling system; tonearm cartridge pro-
tractor, strobe disc included. 20 x 61/2 x 15 in; 33
lb $2,995
Gold Plated. Premiere Mark III aluminum and
24k gold plating. 43 lb $3,495

Delphi MK IV Manual Turntable
Belt -drive turntable without tonearm. Available
in dual speed (331/2 and 45 rpm) and single
speed (331/2 rpm only); hi -torque Ac motor, ad-
justable spring -suspension system; record -cou-
pling system; tonearm/cartridge protractor and
strobe disc included. 19 x 6 x 141/2 in; 28 lb.
Dual speed $1,895
Single speed $1,595
Dephi Aluminum. Aluminum/24k gold plating.
Dual speed $2,395
Delphi Black. 24k gold plating Dual
speed $2,595

Alexandria Mark III Manual Turntable
Belt -drive turntable without tonearm. Features
331/2 and 45 rpm; hi -torque AC motor; adjustable
spring -suspension system; record -coupling sys-
tem. Black piano finish. 191/4 x 6 x 14ft in $995

Paris Turntable
Belt -drive turntable without tonearm. Features
331/2 and 45 rpm play speeds; AC type motor; tri-
point suspension. White finish. 15 lb.... $550

PIONEER
Elite PL -90 Automatic Turntable
Direct -drive turntable with coreless, quartz PLL
DC servo motor with stable hanging rotor. Fea-
tures straight aluminum/ceramic tonearm 331/2
and 45 rpm play speeds; 14416 -inch platter. W&F
0.018%. 81/2 x 231/2 x 17 in $950

PL -910 Automatic Turntable
Belt -drive turntable with DC servo -motor. Fea-
tures statically balanced linear tracking tonearm
with DRA; 331/2 and 45 rpm play speeds; 0.6
mm diamond stylus. Wow & flutter 0.06%. 161/2
x 4 x 14 in; 6.2 lb $400

PL -L550 Automatic Turntable
Direct -drive turntable with stable hanging rotor.
Features dynamic resonance absorber; T4P-
mount plug-in cartridge connector; linear track-
ing; 8 -times repeat. Wow & flutter 0.025%. 161/2
x 41/4 x 144t in; 10.5 lb $270

REALISTIC
LAB -89 Turntable with Phono Preamp
Semiautomatic turntable with switchable stereo
preamplifier for compatibility with moving -
magnet inputs, ceramic phono inputs, or high-
level tape or aux inputs. Features Realistic/Au-
dio-Technica cartridge; straight tonearm; belt
drive; neon strobe. Pitch control; damped cue-
ing; rubber mat; auto changer stacks 4 records;
45 adaptor; 331/2 and 45 rpm. Rumble -55 dB;
wow & flutter <0.1% $90

REVOLVER BY MUSIC HALL
Revolver Turntable
Split -plinth belt -drive turntable with plinth and
platter of medium -density fiberboard and self -
damping material. Features AC synchronous
motor with 2 -speed stepped pulley; ethylene
propylene drive belt; 3 molded non-adjustable
feet. Includes Precision Instant Grip clamp,
Starmat, lubricating oil; Revolver tonearm.
Redwood high -gloss finish $595
Black -ash veneer $545

Revolver Turntable

Revolver Rebel Turntable
Includes tonearm and cartridge. Black -satin fin-
ish $399

REVOX
B291 Automatic Turntable
Quartz -controlled direct -drive turntable with
patented Revox Linatrack system. Features
short linear -tracking tonearm; pitch control reg-
ulation of ±9.9% in precise 0.1% steps, with
LED display showing the variation; P -mount
cartridge adaptor; channel balance; automatic
start; front -panel -mounted controls. w&F
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<0.05%; rumble >50 dB (DIN 45539 A). >52
dB (DIN 45539 A with 20 Hz high-pass filter),
>72 dB (DIN 45539 B); tracking error <0.5%;
tracking force 1/4-2 g. I71/4 x 555 x 151/4 in; 20
lb $1,500

Sansui P -900E

SANSUI
P-2000 Automatic Turntable
Cartridge stylus 0.6 mil diamond. Features ix'
servo motor; I -touch start/stop. Remote control
compatibility. Signal-to-noise ratio 72 dB. 17 x
41/4 x 14 in; 7.3 lb $180

P -900E Semiautomatic l urntable
Belt -drive turntable with low -mass straight
tonearm. Features auto return and power on/
stop: cue; cut; pitch control and stroboscope. No
cartridge. w&F<0.1% wrms: s/N>72 dB. 31/4 x
161/2 x 13 in; 8.8 lb $90

Scorr
PS70C Semiautomatic Turntable
Semiautomatic belt -drive turntable with low -
mass P -mount tonearm. Features frequency -
governed ix' motor: strobe light; pitch control;
fully damped cueing; shock absorbing feet; auto
return and shutoff hinged, adjustable dustcov-
er. 161/2 x 13 x 43/0 in. 71/2 lb $100

SHERWOOD
PF-117OR Turntable
Direct -drive turntable featuring ix' servo motor
and pitch control with strobe. Features front -
panel operating controls; fully automatic start.
stop, and return; repeat; die-cast alloy platter; 45
rpm center adaptor; 2 -speeds. Max tracking er-
ror +2.6°, -I°: W&F 0.06%. 41/4 x 171/4 x 15

in $159

SONOGRAPHE BY
CONRAD-JOHNSON
SG -3A Manual Turntable
Belt -drive turntable with Sumiko tonearm.
Tuned suspension. resonance -free polymer plat-
ter. w&F <0.02% wrms; rumble -65 dB; 6.75 x
18.25 x 14.5 -in (dustcover down); 23 lb.. $795
SG -3. Same as above without tonearm $595

SONY
PS-FL7II Automatic Turntable
Front -loading linear -tracking automatic turnta-
ble. Features direct drive, PLL quartz -lock oper-
ation; P -mount compatibility; 331rt and 45 rpm;
remote control capability, stackable top. WS&
0.03%; s/N 75 dB; effective tonearm length 3 -in;
max tracking error ±0.1°; 17 x 31/4 x 151/4 in; 16
lb $350

PS-LX520 Automatic Turntable
Fully automatic linear -tracking turntable. Fea-
tures direct drive, mt. quartz -lock operation; P -
mount compatibility, 331/4 and 45 rpm; gel -filled
feet: remote control capable. W&F 0.035%; s/N
75 dB; effective tonearm length 3 inches: max
tracking error ±0.1°. 17 x 31/4 x 141/4 in; II
lb $270

SOTA INDUSTRIES
Cosmos Turntable
Belt -drive turntable with 12 lb platter on 22 lb
subassembly. Features inverted Sapphire bear-
ing. 4 -point corner weights and matching 4 -
spring design; regulated ix -drive, fully damped.
fully isolated motor; vacuum hold-down; rigid
arm support: one -piece -design platter block;
motor hard -mounted to subassembly. Comes
with vacuum, reflex clamp, electronic flywheel,
and deluxe tonearm board. W&F 0.03 wrms:
rumble -88.2 dB; speed accuracy ±.02%; speed
adjustment 5%. 201/4 x 161/2 x 71/2 in. Gloss ma-
trix $4,000
High -gloss black $4,500

Deluxe Star Sapphire Turntable
Manual 2 -speed belt -drive turntable with vari-
able speed control and strobe. Features heavy-
weight (22 lb) subassembly for maximum isola-
tion; exclusive inverted bearing with sapphire
disc; single piece ( I I Ib) platter. rim drive; vacu-
um hold-down system: low-level pressure. con-
tinuous through play, adjustable vacuum; acryl-
ic vacuum supermat; all -wood top; speed
control panel: heavy-duty dustcover with oak
finish. w&F 0.03 wrms; rumble -88.2 dB; speed
accuracy ±.02%; speed adjustment 5%. 201/4 x
161/.. x 71/2 in; 44 lb. Oak, black wood .. $1,795
African rosewood $2.095
Ebony. Brazilian rosewood $2,200
Black -satin finish $2.200

Deluxe Sapphire Turntable
Turntable with incited Sapphire bearing. Fea-
tures 12 -lb platter on 22 -lb subassembly; 4 -point
corner weights and matching 4 -spring design;
regulated ix' drive, fully damped. fully isolated
motor. W&F 0.03 wrms; rumble -88.2 dB:
speed accuracy ±0.02%; speed adjustment 5%.
201/4 x 161/2 x 71/2 in. Oak finish, black
wood S1.350
African rosewood S1.650

SYSTEMDEK
Model IV E Turntable
Belt -drive turntable with 331/4 and 45 rpm; pi-
voted tone -arm; anti -skate adjustment; fixed
cartridge mount. Wow & flutter 0.06%: rumble
-78 dB; speed inaccuracy ±0.01%; speed ad-

justment range ± 2%; cable capacitance 300 pF.
Dimensions: 191/2 x 6 x 151/4 in $899

TECHNICS
SL-1200Mk11 Manual Disco Turntable
Direct -drive quartz -controlled manual turntable
with 331/4- and 45 -rpm speed control. Features
gimbal -suspended tonearm with height adjust-
ment; brushless Pc motor; ± 8% quartz -locked
pitch control; quick start and stop; pop-up sty-
lus light; aluminum die cast cabinet; anti -reso-
nant viscoelastic main base. Wow & flutter
0.025% $530

SL-MA1 Automatic Turntable
Direct -drive turntable with P -mount cartridge
and phase -locked loop quartz lock. 331/4 and 45
rpm speed control; wow & flutter 0.012% wrms;

rumble -80 dB; effective tonearm length 230
mm; max tracking error +012' (inner groove).
+212' (outer groove). Dimensions: 171/4 x 63/4 x
16 in (dustcover down). Weight: 19.8 lb . $490

SL -.133 Automatic Turntable
Direct -drive linear tracking turntable with P -
mount cartridge. Allows up to 8 tracks to be
played in any order. Indicates number of tracks
on album side and which track is playing. Fea-
tures programmable phase -locked loop quartz -
lock front -panel feather -touch controls: cueing:
auto stylus muting. Remote controlled through
some Technics receivers. 331/4 and 45 rpm; wow
& flutter 0.012%; rumble -78 dB; effective
tonearm length 105 mm; max tracking error
± 0.1'. 121/4 x 4 x 121/4 in (dustcover down); 9
lb $250

Technics SL-1200Mk11

SL -L20 Automatic Turntable
Belt -drive linear -tracking turntable with P -

mount cartridge. Features front -panel soft -touch
controls; cueing; 2 -speed search; auto disc -size/
speed detection to prevent tonearm from lower-
ing on empty mat. Remote -control compatible
through some Technics receivers. 331/4 and 45
rpm: w&F 0.045% wrms; rumble -70 dB; effec-
tive tonearm length 105 mm; max tracking error
-±0.1*. 17 x 33/4 x 131/4 in (dustcover down); 8lb.. -$190
Turntables without Tonearms
SP -1011110 "turntable
Quartz -synthesis direct -drive turntable with
high torque for full speed in 30° of rotation. Fea-
tures electronic, mechanical braking for speed
change in 0.3 sec: high -precision integral rotor -
platter quartz motor; quartz -locked pitch con-
trol (0.1% steps to ±9.9% all speeds); separate
power supply in remote -control unit with nu-
meric LED speed, pitch displays; soft -touch
switches (stars/stop duplicated on turntable).
33/45/78 -rpm; W&F 0.015% wrms ± 0.001%.
141/4 x 141/4 x 41/2 in. Turntable weight: 40 lb.
Power supply/control unit: 13.2 lb $2.700
SH-10B7. Optional turntable base $950

SP -15 Turntable
Quartz -synthesis direct -drive turntable that
reaches full speed in 0.4 sec (40* of rotation) and
stops in 0.4 sec (40° of rotation) at 331/4 rpm.
Features ± 9.9% quartz -locked pitch control.
33/45/78 -rpm w&F 0.025% wrms; rumble 56 dB
(DIN A). 78 dB (DIN B) $900
SP -25. Similar to SP -15. no 78 -rpm speed. ± 6%
pitch control $570

THORENS BY EPI
.4/1 Thorens turntables are belt -driven. single -
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TURNTABLES
play units with straight tubular tonearms for
maximum rigidity gimbal suspension; antiskate
control; 91/4 effective tonearm length; tracking er-
ror <0.187cm (<0.467in.).
TD 520 Semiautomatic Turntable
Belt -drive with automatic tonearm lift, motor
shut-off. Features 3343, 45, 78 rpm; electronic
speed selection; ±6% pitch control; strobo-
scope; velocity -sensing auto shut-off trigger;
frictionless magnetic antiskating; twin solid -
core chassis and 3 -point leaf -spring suspension.
W&F 0.035%; rumble -72 dB unwtd $I,100
TD 521. Same without tonearm $1,000

TD 320 Semiautomatic Turntable
Belt -drive 331/3 and 45 rpm turntable with solid -
core chassis. Features 16 -pole synchronous mo-
tor; twin solid -core chassis and 3 -point leaf -
spring suspension; friction -free velocity sensing
auto shut-off triggering. w&F 0.35%, rumble
-52 dB unwtd, -72 dB wtd; x 1774 x 137/s
in $600
TI) 321. Armless version of TD -320 $500

TD 318 Semiautomatic Turntable
Belt -drive 3343 and 45 rpm turntable with 16 -
pole synchronous motor. Features twin solid -
core chassis; 3 -point leaf -spring suspension; fric-
tionless velocity -sensing auto shut-off trigger.
Wow & flutter 0.04%; rumble -50 dB unwtd,
-70 dB unweighted; 6 x 17 x I4 -in $450
TD 316. Manual turntable similar to TD 318
without auto lift and shut off $350

TD 280 Semiautomatic Turntable
Belt -drive 331/3 and 45 rpm with 24 -pole syn-
chronous motor. Features I -piece solid -core
chassis and spring damping elements in feet;
frictionless velocity -sensing auto shut-off trig-
ger. Wow & flutter 0.045%; rumble -48 dB
unwtd, -70 dB wtd; 5.3 x 17 x I4 -in $275

TOSHIBA
SR -5638 Automatic Turntable
Automatic, belt -driven turntable. Features
front -panel cueing; power select; speed select;
T4P magnetic cartridge; 45 and 3316 rpm play
speeds SI 29

VECTOR RESEARCH
VT -320 Automatic Turntable
2 -speed, belt -drive fully automatic turntable fea-
tures platter drive DC servo motor; Platter I I hi -

in diam, die-cast; speed 331/3 and 45 rpm; linear -
tracking tonearm w/cartridge; automatically
switched record size, manual override. I 5 -track
programming; random and access play; tonearm
muting. Wow & flutter 0.05 wrms; S/N >65 dB
(DIN B). 16% x 3% x 147/s in; 9 lb $200

WELL -TEMPERED LAB
Well -Tempered Arm and Table
Belt -drive turntable with Fountainhead base

CD -BINDER 4OTM

"THE ORGANIZER"

The CD -Binder 401m is the answer to jewel box clutter. No more
jumbled, uncooperative, and broken plastic molded boxes. Enjoy
the convenience of 40 CDs organized in an attractive, light-
weight arrangement. The CD -Binder stores on the shelf next to
your CD player or your LP collection in less than 2 inches of shelf
space. Carry the CD -Binder whenever and wherever you go, in
the car, on vacation, to school, work or play. ONLY $33.95 OR-
DER TODAY AND ASK ABOUT THE 2 DAY DELIVERY OPTION. CALL...

1-800-992-8262
UNIVENTUR E

P.O. Box 570  Dublin, Ohio 43017  FAX (614) 793-0202

and platter. Features separate damping and azi-
muth controls and adjustments for vertical -
tracking, anti -skating, and tracking -force. 19 x
151/2 x 7 in; 43 lb $1,795
Well -Tempered Table $1,075
Well -Tempered Arm $825
Dustcover $100

The Well -Tempered Record Player
Belt -drive turntable with fluid -damped arm.
Features three -layer board base construction;
arm with vertical tracking adjustment and azi-
muth; zero -clearance damped turntable bearing;
zero -clearance damped arm bearing; isolated,
damped motor assembly $895
Well -Tempered Record Player Arm $525
Well -Tempered Record Player Table $460
Dustcover $ I 00

YAMAHA
1T-5001.1 Automatic Turntable
Direct -drive turntable with RS integrated re-
mote system compatibility. Features straight
tonearm design; resonance absorbing turntable
mat; disc damper. Black; 15 lb $269

TT -400U Automatic Turntable
Belt -drive turntable with RS integrated remote
system compatibility. Features straight tonearm
design; resonance absorbing turntable mat; disc
damper. Black; 15 lb $199

Are you CD - literate?
Do you know

 why CDs sound better than LPs?
 the fundamentals of digital audio?
 how information is encoded and stored on CDs?
 how oversampling chip sets improve performance?
 how optical pickups are used for playback?
 how discs are manufactured?
 how to choose a CD player and detect a defective disc?

Ken Pohlmann's new book contains virtually everything you need to
know about this revolutionary technology. Written with the clarity,
expertise, and humor that has made Ken Pohlmann a favorite among
Stereo Review readers, this book is the only source for people who
are serious about CD technology and its applications.

The Compact Disc
A Handbook of Theory and Use

A W.1
 MI

1

IM I
I=I II 1

MI MI I

by Ken Pohlmann
Stereo Review Contributing Editor

"This book is an invaluable source for anyone - layman and professional alike
- who wants to be fully informed about the medium that is revolutionizing the
consumer electronics industry."
Michael Smolen
Stereo Review Executive Editor
Order this book and enclose payment-well pay postage and mail it within 24 hours!

Yes! Send me copies @ $29.95 each for a total of $ (WI and CA
residents add sales tax.) My check for full payment is enclosed.

Name

Address

City

State Zip

Send to:
A -R Editions, Inc., 801 Deming Way, Box P, Madison, WI 5371716081836-9000

CIRCLE NO. 84 ON READER SERVICE CARD
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SPEAKERS

ACOUSTAT
Spectra 33 Electrostatic Speaker
Speaker utilizing three electrostatic elements
and Symmetric Pair Electrically Curved Trans-
ducer (SPECTRA); each speaker contains a nar-
row -line source sector operating at all frequen-
cies, adjacent sectors handle midrange and low
frequencies, and the remaining panel area repro-
duces bass only. Compatible with the SPW-I
woofer, crossover at 100 Hz. Recommended
amplifier power >100 W/ch; nom imp 4 ohms.
Dark oak finish and black, beige, or gray grille;
natural oak or black oak finish at additional
cost. 331/4 x 66 x 17 in $2,250/pr

Spectra 22 Electrostatic Speaker
Speaker utilizing two electrostatic elements and
Symmetric Pair Electrically Curved Transducer
(SPECTRA); each speaker contains a narrow -
line source sector operating at all frequencies,
adjacent sectors handle midrange and low fre-
quencies. Compatible with the SPW-I woofer,
crossover at 100 Hz. Recommended power
>100 W/ch; nom imp 4 ohms. Dark oak finish
and black, beige, or gray grille; natural oak or
black oak finish at additional cost. 23 x 66 x 17
in S1,850/pr

ACOUSTIC RESEARCH
TSW-A Series
TSW 710-A 3 -Way Speaker
Floor -standing acoustic -suspension column
speaker with Tetra -Helix tweeter mounting
plate. Features two 8 -in filled polypropylene
cone long -throw woofers; 61/2 -in filled polypro-
pylene cone midrange in its own subenclosure:
44 -in titanium -dome liquid -cooled tweeter.
Power range 15-175 W; imp 4 ohms; FR 40-
40,000 Hz. -3 dB; crossover point 250, 5,000
Hz; sens 90 dB SPL with a 2.83 V rms drive level
input at I meter on axis. Solid American hard-
wood top and bottom (walnut or oak) with
black -vinyl -veneer cabinet and black cloth
space frame grille; 3842 x 1414 x 134'1 in; 46
lb $1,300/pr

TSW 510-A 3 -Way Speaker
Floor -standing acoustic -suspension speaker
with Tetra -Helix tweeter mounting plate. Fea-
tures 10 -in woofer; 61/2 -in midrange; 44 -in titani-
um -dome liquid -cooled tweeter with acoustic
lens. Power range 15-150 W; imp 4 ohms; FR
44-40.000 Hz, -3 dB; sent 90 dB with 2.83 V
rms input at I meter on axis. Solid walnut or
oak top and bottom with black -vinyl -veneer
cabinet and black cloth grille. 3014 x 14 x 131/4
in; 49 lb $800/pr

TSW 315-A 3 -Way Bookshelf Speaker
Bookshelf acoustic -suspension speaker with
Tetra -Helix tweeter mounting plate. Features
61/2 -in woofer; 61/2 -in woofer/midrange; 4/4 -in ti-
tanium -dome liquid cooled tweeter with Tetra -
Helix mounting plate. Power range 10-100 W;
imp 4 ohms; FR 48-40,000 Hz, -3 dB; cross-
over point 450, 3,800 Hz; sent 89 dB with 2.83
V rms input at I meter on axis. Solid walnut or
oak top and bottom with black -vinyl -veneer
cabinet and black cloth grille. 221/2 x 1244 x 11314
in; 30 lb. 8 oz $550/pr

Spirit Series
Model 162 3 -Way Speaker
Acoustic -suspension, three-way with dual cou-
pled woofer. Features carbon -loaded polypro-
pylene woofer and I -in treated -cloth dome
liquid -cooled tweeter; dual -density baffle; lami-

nated iron -core chokes crossover to minimize
distortion and DC resistance; frameless grille;
walnut or black -ash woodgrain vinyl finish.
Power handling 10-175 W; FR 45-22,000 Hz,
-3 dB; sens 91 dB; imp 4 ohms. 363/4 x 91/4 x
133/4 in; 43 lb, 5 oz $1,200/pr

Model 142 3 -Way Speaker
Features carbon -loaded polypropylene woofer
and liquid -cooled tweeter; direct -coupled woof-
er and mid/woofer; dual -density baffle; frame-
less grille; acoustic -suspension enclosure. Wal-
nut or black -ash woodgrain vinyl finish. Power
handling 10-100 W; FR 52-25.000 Hz, -3 dB;
sent 90 dB: imp 4 ohms. 2541 x 91/4 x 11 in; 23
lb, 5 oz $800/pr

Model 122 2 -Way Speaker
Features carbon -loaded polypropylene woofer
and liquid -cooled tweeter; direct -coupled woof-
er; dual -density Wile; frameless grille; acoustic -
suspension enclosure. Walnut or black -ash
woodgrain vinyl finish. Power handling 10-80
W; FR 62-25,000 Hz, -3 dB; sent 90 dB; imp 8
ohms. 151/4 x 71/2 x 8E4 in; 11 lb. 4 oz.. $350/pr

11
Acoustic Research TSW-A Series

STC 666 Subwoofer/Satellite System
New STC (Series Tuned Cavity) system. The
STC subwoofer is small enough to be hidden
leaving only the satellites visible. AR's propri-
etary enclosure uses two tuned cavities in a se-
ries configuration. Uses a newly developed set
of enclosure parameters to eliminate unwanted
high frequencies that would allow the ear to pin-
point the position of the subwoofer. The first

cavity works to increase efficiency of the loud-
speaker in the bass frequencies and minimizes
distortion by limiting woofer excursion near res-
onance. The second cavity acts as a high -fre-
quency output from the two 6 -in woofers. The
satellites feature a black cabinet with a choice of
oak or walnut wood trim. Satellites are shielded
for use in video systems $580/system

ADC
Soundshaper 3025 Subwoofer/Satellite System
2 -way model 3010 bookshelf size speaker and
model 3015 subwoofer. Model 3010 features 4 -
in woofer and 1/2 -in dome tweeter; ferrofluid-
cooled tweeter; wall -mounted bracket. FR 85-
24,000 Hz ± 3 dB; sens 88 dB ± I dB SPL W/m;
imp 6 ohms; power handling 50 W rms, 150 W
max; crossover point 5000 Hz. Model 3015 sub -
woofer features 8 -inch bass enhancement. FR
41-165 Hz ± 3 dB; sens 88 dB ± I dB SPL W/m;
imp 4 ohms ± 10%; power handling 50 W rms,
150 W max; crossover point 110 Hz. Satellites
II x 7 544 in, 51/2 Ib; subwoofer 11 x 71/2 x 17 in.
1542 lb $500

A/D/S/
MI5 3 -Way Speaker
Vertically aligned "unison' drivers (two 10 -in
woofers and 544 -in midrange in separate suben-
closure, I -in dome tweeter); woofers near floor,
midrange at top, to control boundary effects; co-
polymer diaphragms; 4th -order (24 dB per oc-
tave) Linkwitz-Riley crossovers at 200 and
2,000 Hz; stainless -steel voice -coil former; mag-
netic cooling fluid in midrange and tweeter for
high power handling and linearity; frameless
perforated -steel grilles; walnut veneer or black
finish. Power handling 300 W max; FR 26-
22,000 Hz, ±3 dB; sent 87 dB sPL/W/m; imp 4
ohms. 4744 x 111/2 x 153/4 in $2,600/pr
M12. Similar to MIS except 81/2 -in woofers.
Power handling 250 W max; FR 34-22,000 Hz,
±3 dB; sens 87 dB sPL/W/m; 431/4 x 101/2 x 141/4
in; 83 lb $1,600/pr
M9. Similar to MI2 except 11/2 -in midrange and
one 81/2 -in woofer; crossover at 700 Hz and
6,000 Hz. Power handling 150 W max FR 38-
22,000 Hz, ± 3 dB; sent 88 dB sPL/W/m. 334'4 x
111/2 x 13 in; 40 lb $1,100/pr

CM7 3 -Way Speaker
Features 73/4 -in woofer, 11/2 -in dome midrange,
I -in dome tweeter; copolymer diaphragms; 4th -
order Linkwitz-Riley crossovers at 700 and
2.000 Hz; voice -coil formers of stainless steel
for woofer and Kapton for midrange and tweet-
er; magnetic cooling fluid in midrange and
tweeter for high power handling and dynamic
linearity; enclosure molded from polymer resin
filled with metallic mineral for high density and
inertness; frameless perforated steel grille; black
or grey finish. Power handling 150 W max; FR
40-22,000 Hz, ±3 dB; sent 88 dB sPL/W/m;
imp 4 ohms; 163/4 x 83/4 x 1074 in ... $1.400/pr
CM6. Similar to CM7 except 2 -way, with 6 -in
wooter and I -in tweeter; power handling 100 W
max: 2,000 -Hz crossover. FR 50-20.000 Hz. ± 3
dB; 124'4 x 71/4 x 87/8 in; 22 lb $900/pr

L9e 3 -Way Bookshelf Speaker
Vertically aligned -unison' drivers (81/2 -in Stif-
flite woofer, 11/2 -in midrange and I -in soft -co-
polymer dome tweeter); woofer is driven by wet
wound, two layer, oxygen -free copper voice coil
wound on stainless -steel former; tweeter is driv-
en by oxygen -free copper voice coil wound on
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a/d/s/ L8e

Kapton former, high magnetic cooling fluid for
efficient thermal transfer; Linkwitz-Riley cross-
over at 2,000 Hz. Glass fiber damping, acoustic
suspension enclosure with diffraction -corrected
front baffle and flush driver mounting construc-
tion; black fabric ABS grille; walnut veneer or
matte black laminate finish. Power handling
125 W max; frequency response 38-22,000 Hz.
± 3 dB; sens 88.5 dB sPL/Wm; imp 4 ohms; 211/4
x 111/4 x 1044 in; 40 lb $800/pr
L8e 2 -Way Bookshelf Speaker. Similar to
above, lacks midrange driver. Walnut or matte -
black laminate finish. Power handling 125 W
max; FR 44-22.000 Hz, ± 3 dB; sens 88.5 dB
sPL/W/m; imp 4 ohms; 1944 x 111/4 x 1044 in; 25
lb $600/pr
L7e 2 -Way Bookshelf Speaker. Similar to
above except 73/4 -in woofer. Matte -black finish.
Power handling 100 W max; FR 46-22,000 Hz,
±3 dB; sens 89 dB sPL/W/m; imp 4 ohms; 171/4
x 10 x 91/4 in; 19 lb $500/pr

ADVENT
Maestro 3 -Way Speaker
Acoustic -suspension floor -standing speaker
with 10 -in black cone and surround woofer, 2 -in
mica -filled black polypropylene -dome midrange
in subenclosure, and I -in ferrofluid-filled soft -
dome tweeter. Features solid -pecan top and
base with beveled edges, anti -diffraction baffle
cover, and grille with rounded side edges. Power
range 150-750 watts rms; frequency response
40-23,000 Hz ±2.5 dB; sens 90 dB sPL/W/m;
imp 6 ohms. 3344 x 16 x 91/4 in; 50 lb . $700/pr

Prodigy Tower 2 -Way Speaker
Floor -standing speaker with 8 -in high excursion
woofer and 44 -in polyamide ferrofluid-filled
tweeter. Min power 75 W rms. Finished in an
oiled solid pecan wood top and base. 281/2 x 10 x
844 in; 2544 lb $350/pr

Baby 11 2 -Way Bookshelf Speaker
Bookshelf speaker with 61/2 -in woofer and 1/2 -in
polycarbonate ferrofluid-filled hard dome tweet-
er. Min power 50 W rms; FR 60-21,000 Hz ±3
dB; imp 6 ohms. Cabinet with oiled solid wood
top with black texture vinyl over dense fiber-
board. 161/2 x 11 x 61/4 in; 13 lb $250/pr

ALLISON ACOUSTICS
CD9 3 -Way Speaker
Stabilized -radiation -loading speaker with 10 -in
woofer, 31/2 -in convex -diaphragm midrange, I -
in convex -diaphragm tweeter, designed for
placement against single wall. Lc half -section
crossover network; switches to select system

acoustic power response (flat to concert -hall bal-
ance slope); walnut or oak -veneer cabinet with
hand -rubbed lacquer finish; steel base. FR down
3 dB at 35.5 Hz; crossovers 350 and 3.750 Hz;
imp 4 ohms; efficiency 0.7% at floor/wall inter-
section; power range 30-200 W; 371/2 x 121/2 x
1044 in $1,300/pr

CD8 3 -Way Speaker
Stabilized -radiation -loading speaker with 8 -in
woofer, 31/2 -in convex -diaphragm midrange, I -

in convex -diaphragm tweeter. Lc half -section
crossover network with switches to select acous-
tic response from flat to concert -hall slope. Wal-
nut or oak -veneer cabinet with hand -rubbed lac-
quer finish. Crossover frequencies 450 and
3,750 Hz; efficiency 0.7%; power range 30-200
W; response -3 dB at 39 Hz; 281/4 x 101/2 x 101/2
in. $950/pr

MS -205 Subwoofer/Satellite System
Acoustic -suspension system with two satellites
with 4 -in long -throw woofer, I -in convex -dia-
phragm tweeter and one separate bass unit with
8 -in woofer and 11/2 -in dual -winding voice coil.
Impedance 4 ohms nom, 3.5 min; low frequen-
cy performance -3 dB at 55 Hz; sens 90 dB
sPL/2.83 V/m; suggested amplifier power 10-100
W/ch; crossover points at 150 Hz, 2,500 Hz.
Satellites 10 x 5 x 544 in; woofer 1144 in . $500

AL Series
AL -130 3 -Way Speaker
Acoustic -suspension speaker with two 8 -in
push-pull woofers, 31/2 -in midrange. I -in con-
vex -diaphragm tweeter. Power handling up to
200 W with clipping 10% of the time; sens 90 dB
sPL/2.83 V/m; imp 6 ohms;
100 Hz, 450 Hz, and 4.000 Hz; suggested ampli-
fier power 15-200 W. 371/4 x 121/2 x 141/4 in; 57
lb. Oak, walnut, black vinyl $ 1. I 00/pr

AL -I25 3 -Way Speaker
Acoustic -suspension speaker with two 6 -in
push-pull woofers, 31/2 -in midrange, I -in con-
vex -diaphragm tweeter. Power handling up to
200 W with clipping 10% of the time; sent 90 dB
sPL/2.83 V/m; imp 6 ohms; crossover points at
100 Hz, 450 Hz, and 4,000 Hz; suggested ampli-
fier power 15-200 W/ch. 301/4 x 111/4 x 111/2 in;
40 lb. Oak, walnut, black vinyl $900/pr

AL -I20 2 -Way Speaker
Acoustic -suspension speaker with two 6 -in
woofers, I -in convex -diaphragm tweeter. Power
handling 200 W clipping 10% of the time; sens
90 dB sPL/2.83 V/m; imp 6 ohms; crossover
points at 100 Hz and .2000 Hz; suggested ampli-
fier power 15-200 W/ch. 2344 x 111/4 x 1142 in;
33.2 lb. Oak, walnut, black vinyl $600/pr

AL -I15 2 -Way Speaker
Acoustic -suspension speaker with 8 -in woofer
and I -in convex -diaphragm tweeter. Power han-
dling 150 W clipping 10% of the time; sensitiv-
ity 90 dB SPL/2.83 V/m; imp 4 ohms; crossover
point 2,000 Hz; suggested amplifier power 15-
150 W/ch. 20 x 111/4 x 10 in; 22 lb. Oak, walnut.
black vinyl $440/pr

ALTEC LANSING
Model 511 4 -Way Speaker
Acoustic -suspension speaker with two 10 -in
long -throw woven carbon -fiber woofers, 61/2 -in
woven carbon -fiber mid -bass. 2 -in polyimide/
diamond coated dome midrange, and I -in dia-
mond -coated dome tweeter with ferrofluid cool-
ing. Features single/bi/tri/quad amplifier capa-

bility. FR 24-20,000 Hz ± 3 dB; sens 92 dB sPL/
W/m; power handling cont 150 W, max 300 W.
57 x 13 x 131/2 in; 110 lb $3,000/pr

Model 510 3 -Way Speaker
Acoustic -suspension speaker with bi-amp capa-
bility and adjustable crossover with two 10 -in
carbon -fiber woofers, 2 -in midrange. I -in dome
tweeter, each with polyimide vacuum -deposited
titanium. Power range 150 W nom. 300 W max;
sent 93 dB sPL/W/m; imp 4 ohm; 46 x 12 x 131/2
in $1,600/pr

AMERICAN ACOUSTICS
D9550E 5 -Way Speaker
12 -in polymer foam surround woofer, two 5 -in
sealed -back ferrofluid-cooled midranges: I -soft-
dome polymer tweeter; 3 -in cone tweeter. Power
handling 205 W rms; FR 32-22,000 Hz; sens 99.5
dB W/m; imp 8 ohm: crossover at 600 Hz.
Warm oak or black -ash finish. 401/4 x 15 x 141/2
in $880/pr

DS 1010 3 -Way Speaker
Bass -reflex speaker with two 10 -in woofers. 5 -in
ferrofluid-sealed midrange, and I -in soft -dome
tweeter. Power handling 200 W rms; FR 34-
22.000 Hz; sens 94 dB sPL/W/m; imp 4 ohms.
14 x 3744 x 1474 in $750/pr

D5550E 4 -Way Speaker
Vented speaker with 15 -in polymer -coated
woofer. 5 -in sealed -back ferrofluid-cooled mid-
range. soft -dome polymer ferrofluid tweeter, 3 -
in dome ferrofluid cooled tweeter. Power han-
dling 120 W rms; FR 43-22,000 Hz: sens 96.5 dB
W/m; imp 4/8 ohm; crossover frequency 1,700
Hz, 6,000 Hz. 27 x 151/2 x 1044 in $520/pr

DS 88 2 -Way Speaker
Bass -reflex speaker with two 8 -in woofers and I -
in soft -dome tweeter. Power handling 125 W
rms; FR 38-22,000 Hz; sens 93 dB sPL/W/m;
imp 4 ohms. 12 x 2644 x 121/4 in $500/pr

Allison Acoustics AL Series

ANALOG ONE
Audio Mirrors Subwoofer/Satellite System
A 3 -speaker set with controller, using 3 Monitor
2-D speakers and a dipole subwoofer. Specifica-
tions of controller not available $2,400

Monitor One 3 -Way Speaker
28 -mm liquid -cooled dome tweeters in a floor
standing speaker. 3 -in midrange voice coils with
hexagonal windings. Power handling 180 W
cont $1,800/pr

APOGEE ACOUSTICS
Diva 3 -Way Ribbon Speaker
Full -range ribbon speaker with adjustable seam-
less crossover. Features trapezoidal woofer rib-
bon; separate midrange and tweeter ribbons.
Anthracite, taupe or custom finishes. Frequency
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response 30-25.000 Hz; impedance 4 ohms. 73 x
31 x 3 in; 150 lb ea $8,250/pr

Duetta Signature 2 -Way Ribbon Speaker
Midsize 2 -way full -range ribbon speaker. Uti-
lizes ribbon transducers for both midrange/
tweeter and woofer; trapezoidal woofer ribbon;
combination midrange/tweeter ribbon; internal
seamless crossovers. Anthracite, taupe or cus-
tom finishes. Frequency response 30-20,000 Hz;
imp 4 ohms. 58 x 26 x 3 in $3,750/pr

Caliper Signature 2 -Way Ribbon Speaker
Midsize 2 -way full -range ribbon speaker. Fea-
tures trapezoidal woofer ribbon; narrow -canted
combination midrange/tweeter ribbon; seamless
crossover circuitry. Anthracite, taupe or custom
finishes. Frequency response 30-20.000 Hz: imp
3 ohms. 48 x 24 x 2 in; 100 lb ea... $2,745/pr

ARCAM
One+ 2 -Way Speaker
Reflex -loaded cabinets with medite front baf-
fles. Features genuine wood veneers; polymer
coned midbass drivers; proprietary dome tweet-
ers. Element crossovers may be biwired using
separate cable runs from the amplifier to the
bass/midrange and treble sections to improve
imaging. FR 35-20,000 Hz; 100 W power han-
dling; imp 8 ohms. Optional walnut or black
finish. 101/4 x 121/2 x 201/4 in $800

Two+ 2 -Way Speaker
Reflex -loaded cabinets with medite front baf-
fles. Features genuine wood veneers: polymer
coned midbass drivers; proprietary dome tweet-
ers. Element crossover may be biwired using
separate cable runs from the amplifier to the
bass/midrange and treble sections to improve
imaging. FR 42-20.000 Hz; 70 W power han-
dling; imp 8 ohms. Optional walnut or black
finish. 81'4 x II x 1474 in $600

AUDIOSOURCE
LS -Twelve 2 -Way Speaker
Floor-standing/bookshclf speaker with 61/2 -in

polypropylene woofer and I -in soft -dome fcrro-
fluid-cooled tweeter. FR 40-20,000 Hz; scns 93
dB sm/w/m; imp 4 ohms; power handling 90 W;
crossover frequency 3.000 Hz. Available in oak
walnut, veneer, black or white enamel over
high -density particle board with metal grill; 81/4
x 2274 x 774 in; 17 lb, 8 oz $360/pr

IS -Eleven 3 -Way Shielded Speaker
Compact acoustic -suspension speaker with two
4 -in polypropylene woofers and I -in ferrofluid-
cooled soft -dome tweeter. Video shielding for
hi-fi video applications. FR 60-20,000 Hz; sens
89 dB SPL/W/M; imp 4 ohms; power handling 80
W; crossover frequency 600/3.000 Hz. Avail-
able in oak or walnut veneer, or black or white
enamel over high density particle board with
metal grill. 5 x 141/2 x 544 in; 81/2 lb ... $230/pr

AXIOM AUDIO
AX 5 2 -Way Speaker
Dual -enclosure speaker with 10- and 5 -in woof-
ers, and I -in dome tweeter. FR 29-22,000 Hz ±2
dB; sens 87 dB; imp 6 ohms; crossover at 3,000
Hz. Dark, natural, or black oak finish with black
knit grille. 12 x 36 x 12 in; 80 lb/pr. . $1,699/pr

AX Sub Center -Channel 4 -Way Speaker
Subwoofer and center channel speaker with two
10- and one 5 -in woofer, and I -in dome tweeter.

FR 29-22,000 Hz ±3 dB; sens 87 dB; imp 6
ohms; crossover at 120, 250. and 3.000 Hz.
Dark, natural, or black, oak finish with black
knit grille. 33 x 15 x 16 in; 90 lb/ea. $1,449/ca

AX 3 2 -Way Speaker
Dual -enclosure speaker with 8- and 5 -in woofer,
and I -in dome tweeter. FR 36-22.000 Hz ±2 dB:
sens 88 dB: imp 6 ohms; crossover at 3,000 Hz.
Dark, natural or black oak finish with black
knit grille. 10 x 36 x 10 in; 66 lb/pr $849/pr

AX 1 2 -Way Speaker
Tuned port speaker with 5 -in woofer, and I -in
dome tweeter. FR 70-22,000 Hz ±2 dB; sens 87
dB; imp 6 ohms; crossover at 3,000 Hz. Dark.
natural, or black oak finish with black knit
grille. 6 x 11 x 6 in: 30 lb/pr $599/pr

AX 1.5 In -Wall 2 -Way Speaker
Wall -mounted speaker with 61/2 -in woofer, and
4'4 -in dome tweeter. FR 45-22,000 Hz ±2 dB;
sens 89 dB: imp 8 ohms; crossover at 3.500 Hz.
Black knit grille. 19 x 14 x I in $139/pr

Bang & 011(fsen Beolab 3000

B&W LOUDSPEAKERS
Matrix 801 Series 2 Speaker
Floor -standing 6th -order Butterworth vented
system with vertically aligned drivers to mini-
mize time delays. Features a 12 -in polymer cone
bass. 51/4 -in Kevlar cone midrange and a I -in
metal -dome high frequency. Electronic bass -
alignment filter. Walnut or black -ash finishes.
Power handling 600 W. FR 20-20,000 Hz, ±2
dB; sens 87 dB (2.83V, I m): crossover point
380 and 3.000 Hz; imp 8 ohms. 304 x 17 x 22
in; 110 lb ea $5,000/pr

Matrix 802 Series 2 3 -Way Speaker
Floor -standing 6th -order Butterworth vented
system with vertically aligned drivers. Features
two 8 -in polymer cone bass. one 5 -in Kevlar
cone midrange, one I -in metal -dome high fre-
quency; electronic -bass alignment filter. Walnut
or black -ash finishes; power 500 W; FR 27-
20,000 Hz, ±2 dB; sens 90 dB (2.83V, I m);
crossover point 400 and 3.000 Hz; imp 8 ohms.
111'4 x 41 x 141/2 in; 70 lb $3,600/pr

CM2 Matrix Mini 2 -Way Speaker
Floor -standing 4th -order Butterworth vented
system consisting of CMI head unit crossing

over at 150 Hz into subwoofer section forming
the stand. B&W matrix enclosure is employed
in both stand and head module. Overload pro-
tection circuit. Column finish in black, white,
Nextel gray, walnut. Power handling 200 W;
imp > 4 ohms. 391/4 x 61/4 x84 in; base 10 in
wide, 91/2 in deep $1,750/pr

Matrix 2 2 -Way Speaker
Bookshelf speaker with 8 -in cone woofer; I -in
polyimide-dome tweeter. Walnut and black ash
finishes. No upper power limit due to overload
protection; FR 80-25,000 Hz, ±2 dB; sens 87 dB
sFi/Wfm; imp 4 ohms. 231/2 x 101/4 x 121/4 in; 35
lbs $1.600/pr

Matrix 1 2 -Way Speaker
Bookshelf speaker with 6 -in cone woofer, I -in
polyimide-dome tweeter. Walnut and black ash
finishes. No upper power limit due to overload
protection; FR 80-25,000 Hz, ±2 dB; sens 85 dB
sFi/W/m; imp 4 ohms. 16 x 9 x 121/4 in; 35
lbs $1,200/pr

BANG & OLUFSEN
Beovoz Penta 3 -Way Speaker
Five -sided bass reflex speaker. Features four 5 -
in woofers, four 3 -in midranges. one I -in dome
tweeter (vertically aligned). Finished in brushed
stainless steel with black grille. FR 40-20.000 Hz
+4, -8 dB. 5 x 59 x 51/4 in; 371/2 lb $2,200/pr

Beolab 3000 2 -Way Wall -Hanging Speaker
Bass -reflex speaker with 55-W amplifier in each
cabinet. Features one 5 -in woofer and one I -in
dome tweeter. Automatic bass -level switching;
auto turn on and off when use with B&O Beo-
link system; digital display shows source, vol-
ume, recording status. Finished in brushed
stainless steel and blue or gray grille cloth.
Speaker section: power handling 45 W cont; FR
75-20,000 Hz: sens 87 dB sn/W/m; crossover
frequency 3.500 Hz; imp 8 ohms. Amp section:
FR 20-20,000 Hz; Tim) <0.1%; S/N >97 dBA.
171'4 x 211/4 x 3 in; 20 lb/ca $ I,695/pr

RL 140 3 -Way Speaker
Floor -standing bass -reflex speaker with two 61/2 -
in woofers, 5 -in midrange, I -in dome tweeter in
gray plastic enclosure with black grille. FR 40-
20,000 Hz +4, -8 dB; sens 93 dB SFL/W/m;
power handling 140 W cont; imp 8 ohms; cross-
over frequency 800/3,000 Hz. 28 x 20 x 91/2 in;
33 lb/ea $990/pr

RL 60.2 2 -Way Speaker
Floor -standing speaker with I -in dome tweeter.
two 5 -in cone woofers, tuned port; charcoal
black finish. Frequency response 45-20,000 Hz
+4, -8 dB: power handling 60 W cont; sens 93
dB sFL/W/m; imp 8 ohms; crossover frequency
2,500 Hz. 2114 x 16 x 7 in; 191/2 lb.... $550/pr

BOSE
Model 901 Series VI Speaker
Direct/Reflecting acoustic -matrix speaker with
active EQ and 8 rear -facing, I front -facing 41/2 -in
full -range drivers. Features pentagon -shaped
cabinet with multi -cell injection -molded core
panels of hardwood veneer and walnut finish;
active equalizer with fixed EQ; midbass and
midtreble shelf control; tape monitor switch;
five-year warranty. Power handling unlimited;
imp 8 ohms; dynamic range 106 dB. Equalizer:
13 x 21/4 x 41/4 in. Speaker: 21 x 121/4 x 13 in; 35
lb/ea. Price includes EQ $ I ,499/pr
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The most powerful expression
of unique technology.

The Bose 10.2TM Series II
Direct/ Reflecting system with
Acoustimass speaker technology.
Inside and out, it's a speaker unlike any other.
The Bose 10.2 Series II speaker successfully harnesses
a series of audio technologies, taking the listener one
step closer to the goal for all speakers: the realism of live
music. The 10.2 Series II speaker combines the most
powerful Acoustimass speaker designed for the home
with the proven, critically -acclaimed benefits of a Bose
Direct!Reflecting® system. The result: a musical listening
system with no compromises-one that's at home in any
environment.

Technology in harmony with home
aesthetics.
The 10.2 Series II system brings lifelike sound into
the living environment without overwhelming it. Each
speaker's genuine wood veneer, hand-crafted enclo-
sure produces the bass necessary to make even the
most demanding music come to life, yet requires just
one square foot of floor space. The system's Stereo
Targeting® arrays precisely shape and control sound,
providing listeners-regardless of where they stand or
sit-with full, balanced stereo sound from both speakers.
Where the speakers look
best is also where they
sound best.

Greater musical
realism with any
sound source.
Like all Bose Direct/
Reflecting speakers,
the 10.2 Series II system
is designed to accurately
reproduce much of the
clarity and spaciousness of
live music. This strict atten-
tion to sonic detail is carried
through to the lowest notes,
where Acoustimass
speaker technology pro-
vides much of the realism
and impact normally expe-
rienced only in the concert
hall. The system provides
the dynamic range and
high power capability
required for optimum
results with any audio or
video system and soft-
ware-especially digital.

How an Acoustimass® speaker works.

I )))/i
Acoustimass Speaker

I
Conventional Speaker

Improving speaker performance means first reducing distortion. The design of
an Acoustimass® speaker substantially reduces distortion (see diagrams and
graph). The benefits of this patented speaker technology are purer sound and
an increase in the dynamic range of bass performance.
Left: An Acoustimass speaker launches sound into the room using two masses
of air working like pistons (BBC, darker blue), rather than by a surface vibrating
directly into the room. The sound launched into the room by the Acoustimass
speaker's air pistons is the purest sound that can be produced by present
technology
Right: A vibrating cone radiating directly into the room (D) produces unfiltered
sound.

Cone Excursion Comparison.
(lower excursion means lower distortion)

Graph: The distortion
produced by any speaker
rises dramatically w th
its cone motion, or ex-
cursion. At port -tuned
frequencies, a typical
Acoustimass speaker's
cone (A) has less than
1/16 the maximum
distortion -producing ex-
cursion' of sealed and
ported cones. Inside an
Acoustimass speaker.
the interaction of the air
springs with the air
masses in the ports
produces a very high
pressure at the surface
of the cone. This greatly
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reduces the cone's excur-
sion, and therefore reduces distortion. The air springs act with their respective
masses to form low-pass filters, removing any small distortion components
generated by the cone.

Judge for yourself.
Ask your authorized Bose dealer to demonstrate the
Bose 10.2 system with Acoustimass speaker technology
against any other speaker-and hear the difference for
yourself. For more information or a product brochure,
call 1-800-444-2673 between 9 AM and 5 PM EST

"If music is important in your life,
sooner or later you will own a Bose system."DOSE

Better sound through research.
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SPEAK ERS
Model 10.2 3 -Way Speaker
Floor -standing ported speaker with an 8 -in mid-
range driver, two 2 -in tweeters and an 8 -in sub -
woofer. Features Acoustimass system technol-
ogy; Stereo Everywhere; Stereo Targeting; auto-
matic system protection: Syncom 11 computer
quality control. Hardwood veneer finish; five-
year warranty. Recommended power 10-360 W/
ch: sens 88 dB; imp 8 ohms. 383/4 x 1144 x I13/4
in; 46 lb/ea $1,299/pr

Model 601 Series III 3 -Way Speaker
Moor -standing Direct/Reflecting speaker sys-
tem with all tweeters and one woofer mounted
above main enclosure in free -space -array con-
figuration for lifelike stereo imaging. Features
two 8 -in Digital Dynamic Range cone woofers:
four 3 -in cone tweeters: subport enclosure sys-
tem with slotted port. Hardwood veneer with
walnut finish: five-year warranty. Crossover
points at 1.500 and 2,500 Hz; recommended
power 10-400 W/ch; imp 8 ohms. 121/2 x 30 x
121/2 in: 45 lb/ca $999/pr

Model 401 3 -Way Speaker
Floor -standing Direct/reflecting speaker system
with two 61/2 -in woofers and a 2 -in magnetic liq-
uid -cooled tweeter. Features Stereo Space array
design; column -design enclosure; thermal -sys-
tem protection circuit. Vinyl veneer with walnut
or black finish; five-year warranty. Recom-
mended power 10-200 W/ch; nominal imp 4
ohms. 12 x 12 x 30 in; 31 lb/ea $599/pr

Model 6.2 2 -Way Speaker
Bookshelf speaker with controlled -dispersion -
pattern design with Direct/Reflecting speaker

3 -in
tweeters; Stereo Targeting system; dual -cham-
ber sub -ported bass venting system; interactive
crossover network. Hardwood veneer with teak
finish; five-year warranty. Recommended pow-
er 10-200 W/ch; imp 4 ohms. 20 x 10 x 91/4 in;
19 lb. 8 oz ea. Optional speaker stand (AS -I )
available at extra cost $599/pr

Acoustimass 5 Subwoofer/Satellite System
Compact modular system with Acoustimass
bass module and Direct/Reflecting cube speaker
arrays. Each array features 2 separate cube en-
closures that can be adjusted for direct or re-
flecting configuration. The bass module has two
61/2 -in drivers and a patented Acoustimass en-
closure. Features positive -temperature coeffi-
cient resistor to compress overloading input sig-
nals. Scratch -resistant black satin finish for the
acoustimass module, black polymer finish for
the cube speaker arrays; five-year warranty.
Power handling 200 W max rms. Cube speaker
array: 31/2 -in per side plus grille. Bass module:
12 x 20 x 8 in; 33 lb $799

BOSTON ACOUSTICS
T Series
T1000 Series II 3 -Way Speaker
Moor -standing acoustic -suspension speaker
with 2 active 8 -in copolymer -cone woofers, 61/2 -
in copolymer -cone midrange in an internal sub -
enclosure, and I -in CFT5 ferrofluid-cooled
tweeter. Features tapered -grille design to elimi-
nate sonic diffraction; tall slender enclosure for
minimum floor space; genuine walnut veneer,
black -ash vinyl, or woodgrain vinyl. Power
range 15-150 W rms; FR 46-20.000 Hz ±3 dB:
sens 87 dB sPL/W/m; imp 8 ohms; crossover
frequencies 250 and 2,500 Hz. 101/4 x 421/2 x 1248
in. Wood veneer $1,200/pr
Vinyl $ I ,000/pr

T930 3 -Way Speaker
Floor -standing acoustic suspension speaker with
10 -in copolymer cone woofer, 61/2 -in copolymer
cone midrange, and I -in CFT5 dome tweeter.
Features genuine walnut veneer, hand finished
on 5 sides, woodgrain vinyl, or black -ash vinyl.
Power range 15-150 W/ch rms; FR 40-20,000 Hz
±3 dB; sens 90 dB sPt./W/m; imp 8 ohms:

crossovers at 250 and 2,500 Hz. 101/2 x 36314 x 12
in $800/pr
Vinyl $700/pr

T830 3 -Way Speaker
Floor -standing acoustic -suspension speaker
with 8 -in copolymer -cone woofer, 31/2 -in copoly-
mer -cone midrange. and I -in dome tweeter.
Features woodgrain or black -ash vinyl finishes.
Power range 15-100 W rms; FR 45-20.000 Hz
±3 dB; sens 88 dB sPi./W/m; imp 8 ohms;

crossover frequencies 800 and 4.000 Hz. 93/4 x
321/2 x 10 in $500/pr

Bose 901 Series 11

Model 360 2 -Way In -Wall Speaker
Flush -mount speaker with 61/2 -inch copolymer -
cone woofer and I -inch CFT4 ferrofluid-cooled
soft -dome tweeter. Woofer is specially designed
to provide full bass without needing a special
enclosure. Power range 5-60 watts rms: frequen-
cy response 58-20,000 Hz ±2 dB; impedance 8
ohms; sensitivity 90 dB sPL/W/m. 12 x Ps in;
mounting depth 31/4 inches $450/pr

SubSat Six Subwoofer/Satellite System
Three-piece system with 2 small satellite speak-
ers and I compact subwoofer. Each satellite fea-
tures a 3/4 -in ferrofluid-cooled tweeter and a 4 -in
midrange with copolymer diaphragm. Sub -
woofer features two bass drivers with both
sealed and vented chambers. Power range 15-
150 W rms; frequency response 46-20,000 Hz
±3 dB; imp 8 ohms; sensitivity 87 dB sPL/W/
m. Satellite 5 x 8 x 4 in; Subwoofer 161/2 x 131/2 x
71/4 in $500/system

A120 2 -Way Speaker
Bookshelf speaker in vented enclosure with 10 -
in passive radiator. 6 -in midrange, I -in CFT 3
ferrofluid-cooled dome tweeter. Features ta-
pered grille design to eliminate sonic diffraction;
woodgrain and black -ash vinyl finishes. FR 39-
20.000 Hz ± 3 dB; imp 8 ohms; sens 87 dB SPL/
W/m; power range 15-75 W rms. 241/2 x 91/4 x
121/2 in $420/pr

A70 Series 11 2 -Way Speaker
Acoustic -suspension bookshelf speaker with 8 -

in copolymer -cone woofer and I -in CFT5 ferro-
fluid-cooled soft -dome tweeter. Power range 15-
75 W rms; frequency response 45-20.000 Hz ± 3
dB; crossover at 2.500 Hz: sensitivity 90 db
W/m; imp 8 ohms. Woodgrain vinyl finish with
charcoal grille. 23 x 121/2 x 87/8 in $320/pr

CAMBRIDGE SOUNDWORKS
Ensemble by Henry Kloss Subwoofer/Satellite
Full speaker system consisting of 2 subwoofers
and 2 satellite units. Each satellite features 31/2 -
in ferrofluid-cooled cone midrange (170 Hz to
2,300 Hz), and 13 -in direct radiator with an in-
tegral 1/4 -in ferrofluid-cooled dome tweeter
(2.300 Hz to 20,000 Hz); cabinet is high -density
particle board finished in dark gray Nextel; met-
al grilles. Each low -frequency unit features 8 -in
long -throw acoustic -suspension driver; cabinet
is made of high -density particle board with in-
ternal bracing, and is finished in black high-
pressure laminate with metal grilles. Nom imp 6
ohms: power range 25-100 W. Subwoofer: 12 x
21 x 41/2 in. Satellite: 51/2 x 8 x 4 in $499

Ambiance by Henry Kloss 2 -Way Speaker
Acoustic -suspension speaker with 61/2 -in long -
throw woofer and a I -in ferrofluid-cooled tweet-
er. Crossover at 1.800 Hz; sens 83 dB sm./ W/
m; nom imp 8 ohms; min power 15 W/ch.
Available in Nextel, solid oak, or primed for
painting. 7 x II x 51/2 in $109-$129 ea

CANTON
CT 100 4 -Way Speaker
Bass -reflex speaker features 10 -in woofer: 6 -in
bass/midrange; I -in
num/manganese-dome tweeter. Power handling
180 W continuous/300 W peak; imp 4 ohms; FR
24-30.000 Hz; sens 94.8 dB sPL/W/m; crossover
frequencies 250/1.100/4,600 Hz. Black and
white ash, matte mahogany, oak or walnut fin-
ish. 121/4 x 4114 x 131/4 in: 79 lb. 6 oz $3,500/pr

CT 80 3 -Way Speaker
Bass -reflex speaker features 81/2 -in woofer; 5 -in
midrange; I -in aluminum/manganese-dome
tweeter. Power handling WO W continuous/I50
W peak: imp 4 ohms: FR 24-30,000 Hz; sens
93.4 dB sn/W/m; crossover frequencies 450/
4.000 Hz. Black and white ash, matte mahoga-
ny. oak or walnut finish. 11 x 2274 x 111/4 in; 41
lb. 14 oz $1,650/pr

Karat 60 3 -Way Bookshelf Speaker
Bass -reflex speaker featuring 10 -in woofer; 5 -in
midrange: I -in aluminum/manganese-dome
tweeter. Power handling WO W continuous/I 50
W peak; imp 4 ohms; FR 24-30.000 Hz; sens
93.9 dB sm/W/m; crossover frequency 450/
4.000 Hz. Oak, walnut, mahogany, white or
black finish. 121/4 x 2274 x 121/4 in; 36 lb. 6
oz $1,590/pr

Karat 40 3 -Way Bookshelf Speaker
Bass -reflex speaker featuring 9 -in woofer; 5 -in
midrange; I -in aluminum/manganese-dome
tweeter. Power handling 90 W continuous/130
W peak: imp 4 ohms; FR 24-30,000 Hz; sens
92.6 dB sPL/W/m; crossover frequency 450/
4.000 Hz. Oak. walnut, mahogany, white or
black finish. 101/4 x 20141 x 101/4 in: 28 lb, II
oz $1,290/pr

Karat 20 2 -Way Bookshelf Speaker
Bass -reflex speaker featuring 8 -in woofer; I -in
aluminum/manganese-dome tweeter. Power
handling 50 W continuous/80 W peak; imp 4
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ohms. FR 36-30,000 Hz; sens 91.9 dB sPL/W/m.
crossover frequency 2,500 Hz. Oak, walnut, ma-
hogany, white or black finish. 81/4 x 131/4 x 71/4 in;
12 lb, 2 oz $690/pr

CARVER
The Amazing Loudspeaker, Platinum Edition
I41 -in -thick planar design speaker with 60 -in
full -range ribbon driver and integral subwoofer
section consisting of 4 long -throw 12 -in cone
woofers. FR 23-40,000 Hz -3 dB; sens 89 dB;
max set. 121 dBA; power handling 800 W.
Available in piano -lacquer black and genuine
oak finishes. 30 x 66 x 10 in (at base); 110 lb/
ea $2,195/pr

The Amazing Loudspeaker, Silver Edition
11/2 -in -thick planar design speaker with 40 -in
full range ribbon driver and integral subwoofer
section consisting of 3 long -throw I2 -in cone
woofers. FR 23-40,000 Hz -3 dB; sens 89 dB;
max SPL 119 dBA; power handling 600 W.
Available in piano -lacquer black and genuine
oak finishes. 22 x 54 x 10 in (at base); 75 lb/
ea S I,795/pr

CELESTION
SL700 2 -Way Speaker
Sealed -box design speaker with metal -dome
tweeter and 2 -part roll surround on the woofer.
Features Aerolam cabinet with integral stand;
12 -liter volume. Power handling 120 W. 8 x 15
x 9 in; 14 lb $3,300/pr

SL600Si 2 -Way Speaker
Speaker with metal -dome tweeter and a 6 -in
plastic bass unit. Features cabinet made from
Aerolam, an aluminum honeycomb construc-
tion. 8 x 14 x 9 in $2,000/pr

SL12Si 3 -Way Speaker
Speaker with metal -dome tweeter, 6 -in bass/
midrange, 6 -in woofer. Features cabinet with a
complete figure -8 bracing; bass units with sepa-
rate enclosures. 8 x 21 x 11 in $ I ,500/pr

DL12 Series 2 2 -Way Speaker
Floor -standing speaker with two 8 -in woofers
and I -in pure -titanium tweeter. Features Trans-
fer Bass Loading enclosure $850/pr

DL8 Series 2 2 -Way Speaker
Sealed -cabinet, stand -mountable speaker with
8 -in celoprene cone woofer and 1 -in metal
tweeter. Uses a figure -8 cabinet brace. Available
in simulated American walnut or black finish-
es $570/pr

Celestion 3 2 -Way Speaker
Bookshelf speaker with 5 -in woofer and I -in
pure -titanium tweeter $269/pr

CERCA
Classic 120 3 -Way Speaker
Floor -standing speaker with 61/2 -in cobex woof-
er, 5 -in polypropylene midrange, 1 -in metal -
dome tweeter. Features bi-ampable, gold-plated
binding posts; 12 element hard -wired crossover.
Power range 20-180 W; FR 42-20,000 Hz ±3
dB; sens 86 dB sPL/W/m; crossover pts at 500
and 2,500 Hz. Lead free glazes in black, gray,
and silky white. 341/2 x 131/4 in S1,700/pr

CERWIN-VEGA
380SE 3 -Way Speaker
Floor -standing bass -reflex speaker with I5 -in

cone vkooler. Features two 7 -in cone midranges;
I -in VC elliptical tweeter. Power handling 5-405
W; FR 29-20,000 Hz ± 3 dB; sens 102 dB sin./
W/m; imp 4 ohms. Finished in black vinyl. 36 x
171/2 x 191/2 in; 90 lb $1,080/pr

D-9 3 -Way Speaker
3 -way, 4 -driver, floor -standing speaker with 15 -
in woofer, dual 6 -in midrange and I -in tweeter.
Features Helmholz/Theile enclosure fabricated
from high -density pressed board with wood -
grain vinyl finish and brown stretch grille. Pow-
er range 5-350 W; FR 29-20,000 Hz; sens 101
dB; imp 4 ohms; crossover frequencies 500 and
3,500 Hz; 18 x 351/2 x 171/4 in; 85 lb. $1,050/pr

D-5 3 -Way Speaker
Floor/shelf 3 -way speaker with I2 -in woofer, 6 -
in cone midrange, I -in horn tweeter. Features
circuit protection; tweeter level controls. Max
power 150 W; frequency response 32-20,000 Hz
± 3 dB; crossovers 700 and 3,500 Hz; sensitivity
96 dB SPL/W/m; impedance 8 ohms .. $660/pr

291SE 3 -Way Speaker
Floor -standing bass -reflex passive speaker with

Cerwin-Vega Sat -6 System

10 -in cone woofer. Features Hemholtz Thiele
enclosure with sound -absorbent baffle; circuit
breaker protection; 6 -in cone midrange; I -in VC
horn -loaded elliptical dome tweeter. Power han-
dling 5-125 W; FR 32-20,000 Hz ± 3 dB; sens 95
dB SPL/W/m; imp 6 ohms; Finished in black vi-
nyl. 28 x 121/2 x 1 142 in; 41 lb $600/pr

D-3 3 -Way Speaker
3 -way shelf speaker with 10 -in woofer, 6 -in cone
midrange. I -in horn tweeter. Features circuit
protection; midrange, tweeter level controls; FR
30-20,000 Hz ±3 dB; crossovers 700 and 3.5
kHz; sens 94 dB sPL/W/m; imp 8 ohms; fin-
ished in hickory woodgrain vinyl w/brown
stretch cloth grille $580/pr

Sat -6 Subwoofer/Satellite System
61/2 -in 2 -way satellites, with a 10 -in dual voice -
coil bass driver. CT3 dome tweeter, 61/2 -in cone

midrange. Power handling 200 W; FR 40-20,000
Hz; sens 96 dB; imp 8 ohms. Woodgrain vinyl,
fabric- grilles. Satellites 91/2 x 121/4 x 81/2 in, woof-
er 17 x 17 x 17 in $850

CLEMENTS
RB-8.0 2 -Way Speakers
Speakers feature 8 -in polypropylene cone woof-
er and 7 -in direct -inductance planar -ribbon mi-
drange. Features compression -line bass loading;
frequency -tilt control. 200 W/ch; FR 32-40,000
Hz ± 3 dB; sens 88 dB/W/m; max power rating
200 W; imp 6.5 ohms; crossover frequency at
1,575 Hz. High density fibre wood with oak ve-
neer and walnut. 26 x 131/2 x 151/2 in $1,600/pr

RB-63 2 -Way Speakers
Speakers with 61/2 -in high power polypropylene
cone woofer and 7 -in direct -inductance planar -
ribbon midrange. Features compression -line
bass loading; frequency -tilt control. FR 38-
40,000 Hz ±3 dB; sens 80 dB/W/m; max power
rating 150 W; imp 6.5 ohm; compression line
bass loading; crossover frequency at 1,575 Hz.
High density fiber wood with oak veneer. 241/2 x
131/2 x 131/4 in $1,200/pr

DAIILQUIST
DQ-20 3 -Way Speaker
Vertical -phase -array speaker intended for floor
placement with 10 -in cone woofer. 81/4 -in cone
midrange, 1/4 -in dome tweeter. Min power 70 W
rms; imp 4 ohms. Oak with black or white
grille $2,000/pr

M-909 3 -Way Speaker
Floor -standing speaker with dual cast -frame
woofer, 5 -in midrange, and I -in dome tweeter.
Features quasi -phase array; genuine wood en-
closure, spaced grill with solid wood trim.
flocked anti -diffraction baffle. Sens 92 dB; pow-
er range 20-250 W; FR 30-24.000 Hz 391/4 x 131/2
x 101/4 in SI,500/pr

DQ-2 3 -Way Speaker
Vertical -phase -array speaker with long -throw 8 -
in woofer, 5 -in cone midrange, and I -in aligned -
fiber dome tweeter. Features woofer operating
in sealed enclosure and midrange operating in
aperiodic cylinder. Min power 40 W rms; imp 8
ohms. Black grille S1,200/pr

M-907 3 -Way Speaker
Acoustic -suspension speaker with 10 -in woofer.
5 -in midrange, I -in dome tweeter, damped en-
closure. Sens 88 dB; power range 40-150 W; FR
30-24,000 Hz. Real -wood walnut enclosure,
spaced grille with solid walnut trim 28 x 141/2 x
121/2 in $ 1,000/pr

M-915 2 -Way Speaker
Front -firing tuned -port speaker with cast frame
8 -in woofer and 1 -in dome tweeter. Sens 91 dB;
power range 20 W min to 125 W max; imp 8
ohm. Real wood walnut or oak enclosure,
spaced grille with solid walnut trim. 24 x 131/2 x
12 in $680/pr

DANA AUDIO
Model 1 Bookshelf Speaker
Acoustic -suspension speaker with 61/2 -in woofer,
3/4 -in titanium tweeter. Features gold binding
posts. Power handling 80 W cont; FR 63-20,000
Hz ± 3 dB; imp 8 ohms; crossover at 3,150 Hz.
Finished in black, scratch -resistant vinyl. Three-
year warranty. 81/4 x 141/4 x 71/2 in $155/pr
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DBX
Soundfield 50 5 -Way Speaker
Two vented, floor -standing enclosures each
with 10 -in woofer, 61/2 -in midrange, 4 -in upper
midrange, and 3 wide -dispersion 1/2 -in tweeters.
Phased arrangement produces both measurably
flat response (34-20,000 Hz ± 2.5 dB) and con-
sistent stereo imaging throughout room. Sens 91
dB sPL/2.83 V/m; imp 4 ohms nominal, 2.5
ohms min; power range 40-400 W; phased -ar-
ranged crossover 200 Hz, 800 Hz, 3,150 Hz,
main axis. Walnut or black base and lop with
matching grilles 52,000/pr

Soundfield 150 3 -Way Speaker
Vented, floor -standing speaker with 10 -in woof-
er; 41/2 -in midrange; 21/2 -in tweeters. Features
phased -arrangement; 360* imaging; wrap-
around speaker grilles. FR 39-20,000 Hz ±3 dB;
sens 91 dB; nom imp 4 ohms; power range 30-
250 W/ch; 201/2 x 16 x 391/2 in; 60 lb. Available
in gray/black or beige/walnut I.500/pr

Soundfield 2500 3 -Way Speaker
Vented, floor -standing speaker with 61/2 -in

woofer; 21/2 -in midrange; two 1/2 -in tweeters.
Features phased -arrangement; 360* imaging;
wrap -around speaker grilles. FR 49-20,000 Hz;
sens 90 dB; nom imp 6 ohms; power range 25-
150 W/ch at 4 ohms. 12 x 8 x 29 in; 21 lb. Avail-

able in charcoal gray/black or beige/wal-
nut $580/pr

Design Acoustics PS -3

DCM
Time Window IA 2 -Way Speaker
Hybrid transmission -line speaker intended for
floor placement with two 61/2 -in cone woofers
with acoustic lens; 2N -in soft plastic -dome
tweeter with acoustic lens. Features wide-angle
sound distribution; pinpoint imaging properties;
with cylindrical back and triangular -prism
front; optimized for min time -dispersion error.
Min power 10 W, max power 200 W; sens 91
dB; imp 8 ohms; dark oak with dark brown fab-
ric. 15 x 36 x 113'4 in; 32 lb $949/pr

Time Frame TF500 2 -Way Speaker
Mirror -imaged floor -standing loudspeaker with
61/2 -in cone woofer; 1/4 -in soft -plastic -dome
tweeter with acoustic lens. Features folded, ta-
pered transmission -line bass loading. FR 34-
20,000 Hz; power range 10-100 W; sens 90 dB
sPL/W/m; imp 8 ohms. Dark oak finish with
dark brown fabric grille. 17 x 41 x 61/4 in; 42
lb $649/pr

Time Frame TF275 2 -Way Speaker
Floor -standing coaxially mounted speaker with
61/2 -in cone woofer and 1/4 -in dome tweeter. FR
50-20,000 Hz ±3 dB; min power 10 W rms;
max power 50 W rms; sens 91 dB sPL/W/m:

imp 8 ohms. Dark oak with dark brown grille.
34 x 13 x 6 in $399/pr

DENNESEN ELECTROSTATICS
Dennesen Nine 3 -Way Speaker
Floor -standing bass-reflex/electrostatic hybrid
speaker with 8 -in bextrene woofer; 61/2 -in mid-
range; six 3 -in electrostatic tweeters. Phase cor-
rected and time aligned. Includes electronic
crossover for bi-amping in stereo. Power han-
dling 50-200 W; FR 20-35,000 Hz ±3 dB; sens
89 dB sPL/W/m; imp 8 ohms. Oiled walnut fin-
ish. 35 x II x 15 in; 60 lb $1,800/pr

DESIGN ACOUSTICS
PS -3 Subwoofer/Satellite System
Consists of 2 oak veneer satellites and a slot -
loaded bass module. Satellite has 1/4 -in polycar-
bonate dome tweeter and 31/2 -in midrange. Bass
module has two downfiring 61/2 -in high -compli-
ance, long -throw woofers. Crossovers are
housed in each cabinet with frequencies at 200
Hz and 3000 Hz. Sens 88 dB sPL/W/m; FR 50-
20,000 Hz; power handling 20-100 W $600

PS -I0 3 -Way Bookshelf Speaker
Acoustic -suspension 3 -way speaker with down-
ward -firing 10 -in long -throw woofer, 5 -in mid -
woofer, I -in soft -dome tweeter. Features tweet-
er -level control; mirror -image driver placement;
acoustically treated baffle; walnut -vinyl finish;
brown cloth grille. FR 48-20,000 Hz; crossovers
190 and 2,000 Hz; sens 90 dB sPL/W/m; power
range 15-200 W; imp 8 ohms; 14 x I Piz x 11
in S520/pr

PS -8b 2 -Way Bookshelf Speaker
Acoustic -suspension speaker. Features 8 -in
woofer; I -in soft -dome tweeter; mirror -image
drivers; acoustically treated baffle; crossover at
2,000 Hz; FR 50-20,000 Hz; sens 90 dB sPL/W/
m; power range 15-200W; 94/2 x 13 x 111/2

in $370/pr

DESKTOP LOUDSPEAKER
SYSTEMS
DLS 26 Satellite/Subwoofer System
4 -piece satellite speaker system. 2 DM -I satel-
lites with 31/4 -in cone woofer, 74 -in dome tweet-
er; 2 BMW -2 subwoofers house 61/2 -in cone
driver and 2 61/2 -in passive radiators. Power
handling 20-250 W; FR 39-19,000 Hz ±3 dB;
sens 87 dB sPL/W/m; imp 41's ohms. Black or
walnut finish. Satellites 71/2 x 41/2 x 31/2 in; subs
121/2 x 10 x 81/2 in; 38 lb $899/system

EMINENT TECHNOLOGY
LFT-VI Planar Doublet Speaker
Single -diaphragm Linear Field Transducer; dia-
phragm remains within constant magnetic -flux
field over entire displacement range; push-pull
operation; soft-foil/mylar diaphragm with very
thin traces and narrow gaps between each trace
driven directly by amplifier; recommended
placement at least 2 ft from rear wall; dia-
phragm area 410 -in; peak -to -peak displacement
0.3 -in. FR 38-20,000 ±4 dB; power range 100-
250 W; sens 83 dB sPL/W/m; imp 6 ohms. 78 x
18 x 2 in; 75 lb ea 52,900/pr

ENERGY
Reference Connoisseur 2 -Way Speaker
2 -way bass -reflex speakers, matched 0.12 dB left

and right. 7 -in polypropylene cone woofer with
PVC -stitched suspension; 11/2 -in dual hyper -
dome tweeter. Power range 20-200 W; FR 25-
20,000 Hz ± 11/2 dB off axis; sens 86 dB; imp 8
ohms. 3543 x 11 x 14 in; 80 lb. Prices vary de-
pending on finish; 6 matched wood veneers
available S1,60043,300/pr

Reference 2 -Way Speaker
Bass -reflex front -port monitors matched within
0.12 dB left and right. 7 -in polypropylene cone
woofer with PVC -stitched suspension; 11/2 -in

dual hyperdome tweeter; includes stands; black
vinyl veneer finish. power range 20-200 W; FR
34-20,000 Hz ± 11/2 dB off axis; sens 86 dB; imp
8 ohms. 203 x 101/2 x 12 in; 34 lb .. SI,200/pr

ESM-Is 2 -Way Speaker
Bass -reflex speaker pair with 8 -in woofer; I in
ferrofluid-dome tweeter, phase -corrected cross-
over at 2,000 Hz; walnut or black ash vinyl.
Power range 11/2-120 W; FR 30-22,000 Hz ±3
dB; sens 86 dB; imp 8 ohms; 24 x 101/2 x 11 in;
35 lb each 5500/pr

EPICURE
Model 1 System 4 -Way Speaker
System consists of Model I speakers and a
Speaker Placement Equalizer (SPEQ). Floor -
standing speakers have an electronically rein-
forced 8 -in woofer in a vented cabinet, an 8 -in
midbass in an isolated chamber. Two 4 -in mid-
ranges and a 1 -in tweeter are mounted in a sepa-
rate narrow baffle cabinet. The air mass loaded
vent is integrated into the cabinet base. Inter-
nally wired with Monster Cable. FR 32-20,000
Hz ± 3 dB; and 2,500 Hz;
recommended amplifier power 20-200 W; imp 6
ohm. 42N x 12 x 13 in $1,400

Model 2 4 -Way Speaker
Floor -standing speaker with an 8 -in woofer in a
vented cabinet, 8 -in mid -woofer in an isolated
chamber, 4 -in midrange and I -in tweeter. The
air mass loaded vent is integrated into the cabi-
net base. Internally wired with Monster Cable.
FR 38-20,000 Hz ± 3 dB; crossovers at 190, 500
and 2,500 Hz; recommended power 10-175 W;
imp 6 ohm. 351/4 x 12 x 13 in 5900/pr

Model 3 3 -Way Speaker
Floor -standing speaker with an 8 -in woofer in a
vented cabinet, a 4 -in midrange and a I -in
tweeter. The air mass loaded vent is integrated
into the cabinet base. FR 42-20,000 Hz ±3 dB;
crossovers at 500, 2,500 Hz; recommended
power 10-150 W; imp 6 ohm. 30 x 12 x 13
in S700/pr

Model 4 2 -Way Speaker
Bookshelf speaker with an 8 -in woofer in a vent-
ed cabinet and a I -in tweeter. The flared cabinet
vent is integrated into the cabinet base. FR 48-
20,000 Hz ±3 dB; crossover at 2,000 Hz; rec-
ommended power 10-100 W; imp 8 ohm. 20 x
114s x 12 in 5450/pr

ESS
AMT -Monitor Speaker
Floor -standing passive radiator speaker with
211/2 x 2I1/2 -in Heil air -motion transformer with
mylar articulated diaphragm. Features I2 -in
cone passive rad; 12 -in cone woofer. Power han-
dling 35-400 W; FR 35-23,000 Hz ±3 dB; sens
91 dB sPL/W/m; imp 6 ohms. Oiled walnut fin-
ish. 181/2 x 41 x 12 in; 82 lb 51,140/pr
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AMT ID 2 -Way Speaker
Floor -standing passive -radiator 2 -way speaker
with I2 -in polypropylene woofer, 12 -in passive
radiator. Features 211/2 x 211/2 -in Heil air -mo-
tion transformer with mylar articulated dia-
phragm; brilliance controls; maximum power
handling 400 watts; frequency response 35-
23,000 Hz ± 3 dB; crossover 800 Hz; impedance
6 ohms; sensitivity 91 dB sPk/W/m. Oiled -wal-
nut finish; black -brown grille. 351/4 x 161/4 x 1644
in; 85 lb $1,040/pr

PS -1220 3 -Way Speaker
Floor -standing passive radiator speaker with 12 -
inch woofer. Heil air -motion transformer tweet-
er with 10215 x IO2/s-inch radiating area, 4 -inch
midrange with hi -temp voice coil. Power han-
dling 10-200 watts; frequency response 28-
23,000 Hz ± 1 dB; sensitivity 93 dB sPk/W/m;
impedance 4 ohms. Solid walnut finish. 1444 x
12 x 34 in; 65 pounds $420/pr

FISHER
STV-440M 3 -Way Shielded Speaker
Bass -reflex with I5 -in woofer, 5 -in ferrofluid
midrange, 3 -in ferrofluid tweeter. Magnetic -
field compensated. 150 W/ch rms into 8 ohms;
sens 93 dB SPL/W/m; FR 38-20,000 Hz. Baldwin
oak vinyl veneer finish. 172/r x 383 x IVA
in $600/pr

STV-410M 3 -Way Shielded Speaker
Bass -reflex with 10 -in woofer, 4 -in midrange, 3 -
in tweeter. Magnetic -field compensated. 60 W/
ch rms into 8 ohms; sens 90 dB sr.k/W/m; FR
50-20,000 Hz. Baldwin oak vinyl veneer finish.
123/8 x 2544 x 102Ar in $200/pr

FOCUS SPEAKER SYSTEMS
High -Definition 2 -Way Speaker
Floor -standing speakers 8 -in woofer, 144 -in

tweeter. Features cabinets constructed from 14 -
layer Pox -Pulp sleeve braced inside, wrapped
with 1/4 -in foam on outside and capped with sol-
id -oak end pieces; phase -aligned drivers in sepa-
rate sub -enclosures to improve imaging; adjust-
able and removable spiking system couples
speakers to any type of floor. FR 32-20,000 Hz
±2 dB; sens 89 dB sPL/W/m; imp 8 ohms; amp
power 30-200 W/ch. 47 x 12 x 12 in $1,450/pr

Model .7 2 -Way Speaker
Contoured -port speaker with 8 -in woofer and I -
in dome tweeter. Features computer -matched
time -alignment; Pox -Pulp internally braced cab-
inet; hard -wired crossovers. FR 37-19,000 Hz
±2 dB; nominal imp 8 ohms; power range 30-
150 W/ch; sens 90 dB sPk/W/m. 12 x 28 x 12 in;
37 lb $880/pr

FOSGATE-AUDIONICS
AS -802 2 -Way In -Wall Speaker
Sealed, flush -mount speaker with 8 -in polypro-
pylene woofer and I -in ferrofluid-coupled soft -
dome tweeter. Features 18 dB/octave crossover
with air -core inductor; 250 V low -loss film ca-
pacitors. Variable tweeter control. FR 40-22,000
Hz; imp 8 ohms; sens 89 dB sPk/W/m $995/pr

LF-212 Subwoofer
Subwoofer with dual -voice coil I2 -in polypro-
pylene woofer. Features direct input or cross-
over; internal crossover for use with AS -602,

AS -802, or [)S-802. FR 22 Hz; imp 4 ohms. 20 x
18 x 18 in; 48 lb $595

FOSTEX
H-3 2 -Way Speaker
Bookshelf speaker system with patented regular
phase (RP) tweeter which operates in piston
motion and two 8 -in woofers. 30 x 11 x 10

in $499

FRIED PRODUCTS
G/3 3 -Way Speaker
Floor -standing transmission -line speaker with
10 -in polypropylene-duoconc woofer; 61/2 -in

midrange; 3/4 -in dome tweeter. Features series
crossover networks and duocone drivers; full -
free -flow transmission -line loading of midrange
and aperiodic-dcsign principles for linearity and
dynamic range. FR 23-22.000 Hz ±3 dB; power
range 10-200 W rms; sens 91 dB sPi/W/m; imp
8 ohms. Walnut and oak finishes. 16 x 44 x 18
in; 100 lb $2,400/pr

Studio IV 2 -Way Speaker
"Flow -resistance" floor -standing speaker with
8 -in duocone woofer; 2 -in duocone midrange;
IN -in dome tweeter. Features series networks.
FR 26-22,000 Hz ±3 dB; power range 10-1,000
W; sens 91 dB sPL/W/m; imp 8 ohms. Walnut
finish. 12 x 39 x 18 in; 75 lb $1,400/pr

A/3 2 -Way Speaker
Speaker with 8 -in polypropylene woofer, I -in
soft -dome tweeter. Features edge -on free -flow
filters; line tunnel. FR 45-20,000 Hz ±3 dB;
power range 25-100 W; imp 8 ohms; crossover
frequency 2,000 Hz; sens 89 dB srk/W/m. 23 x
13 x 101/2 in $650/pr

GOODMANS OF ENGLAND
H.I.M. 880 3 -Way Speaker
Bass -reflex speaker with I5 -in woofer, 8 -in mid-
range and I -in soft -dome tweeter. Features an
infinite baffle; separate level controls for the
woofer and midrange. Min pwr 10 W; FR 30-
20,000 ±5 dB; sens 100 dB sPL/W/m; imp 8
ohms; crossover pts at 500 and 4,000 Hz. Black
finish. 40 x 18 x 17 in $1,149/pr

H.I.M. 440 3 -Way Speaker
Bass -reflex speaker with 12 -in woofer, 4 -in mid-
range, and I -in tweeter. Features an infinite baf-
fle; separate level controls for the midrange and
tweeter. Min power 10 W; FR 30-20,000 Hz;
sens 98 dB sPL/W/m; imp 8 ohms; crossover
points at 1,000 and 4,000 Hz. Black finish. 35 x
15 x 17 in; 66 lb/ea $749/pr

The Maxamp Remote 2 -Way Powered Speaker
Bass -reflex, 25 W powered speaker with 5 -in
woofer and 1/4 -in dome tweeter. FR 65-20,000
Hz; sens 86 dB SPL/W/m; imp 8 ohms. Black.
10 x 7 x 7 in $475/pr

B -Max Subwoofer
Subwoofer with two 6 -in drivers. FR 30-150 Hz;
impedance 8 ohms; crossover 150 Hz. 24 x 8 x 9
in; 22 lb/ea $225/ea

HAFLER
Model 400 3 -Way Speaker
Floor -standing speaker with tuned transmission
line design; mirror image array consisting of I -
in soft dome tweeter, two 61/2 -in midrange woof-

ers. and 8 -in rear mounted woofer; sloping baf-
fle; rear mounted ports; pedestal base; gold S-
way input jacks; spike feet. FR 30-20.000 Hz;
sens 92 dB sPk/W/m; nom imp 8 ohm; min
power 20 W/ch. Dark oak veneer, black grille.
101/2 x 40314 x 12 in; 58 lb $1,095/pr

Model 300 2 -Way Speaker
Floor -standing speaker with tuned transmission
line design; mirror image array consisting of I -
in soft dome tweeter, and two 61/2 -in midrange
woofers; sloping baffle; rear mounted port; ped-
estal base. Gold 5 -way input jacks; spike feet in-
cluded. FR 35-20.000 Hz; sens 91 dB sPi/W/m;
nom imp 8 ohm; min power 20 W/ch. Dark oak
veneer w/black grille. 91/2 x 36 x 111/2 in; 45 lb
ea $795/pr

HEYBROOK BY DIASCANIO AUDIO
HB-200 2 -Way Speaker
Dual -reflex -tuned speaker with 64/2 -in woofer
and metal -dome tweeter. Black ash or walnut
finish. FR 34-22,000 Hz; sens 88 dB; nom imp 8
ohms; power range 15-100 W. 18 x II x9
in $999/pr

HB-100 2 -Way Speaker
Infinite -baffle speaker with 8 -in woofer and
metal dome tweeter. Features black or wood -
grain finish. FR 50-20,000 Hz; sens 89 dB; nom
imp 8 ohms; power range 15-100 W. 19 x II x
10 in $599/pr

Hevbrook HB-200

HITACHI
HSW50 3 -Way Speaker
3 -way slimline acoustic -suspension speaker with
8 -in woofer, 5 -in midrange, and 1/4 -in dome
tweeter. Power handling 70 W. Matte -black fin-
ish. 30 x 948 x 944 in $500/pr

IMAGE
Concept 200 2 -Way Speaker
Ported speaker with two 61/2 -in woofers; 44 -in
damped hyperbolic cotton -dome tweeter; cross-
over at 2,100 Hz; Italian black -walnut vinyl.
Power range 35-200 W; FR 30-23,000 Hz ±2
dB; sens 87 dB sm/W/m. 43 x 10 x 15 in; 66 lb
each $1.000/ pr

Concept 100 2 -Way Speaker
Ported speaker with 61/2 -in woofer; 44 -in damped
hyperbolic cotton -dome tweeter; crossover at
2,100 Hz; Italian black walnut vinyl. Power
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range 35-100 W; FR 45-23.000 Hz ±2 dB; sens
87 dB sPL/W/m. 16 x 9 x II in; 23 lb. $650/pr

Reference Two 2 -Way Speaker
Ported speaker with 8 -in polypropylene damped
woofer; I -in polyester soft -dome tweeter; cross-
over at 2,100 Hz; lagos-hickory vinyl. Power
range 20-100 W; frequency response 35-20,000
Hz ±3 dB; sensitivity 88 dB sPL/W/m. 24 x 11
x 12 in; 31 lb each $450/pr

INFINITY
IRS Beta 5 -Way Speaker
Includes (per side) four I2 -in woofers with ser-
vo -controlled polylpropylene/graphite fiber in-
jection molded cones; 2 upper bass/midrange
planar push-pull drivers which act as a dipole;
low -mass EMIT with neodymium magnets for
upper midrange; low mass/neodymium EMIT's
from IRS V (in a dipole configuration) for the
lower treble; SEMIT (a smaller aperture EMIT)
which extends response beyond 44 kHz. The
system operates in a bi-amp mode and includes
the IRS V servo control unit; active and passive
crossover control. Monster Cable for all internal
wiring. Power handling 75-300 W cont (mid/
tweeter). 150-500 W cont (Bass); imp 4 ohms;
FR 15-45.000 Hz, ±2 dB; crossover frequency
100/750/4.500/10,000 Hz. Woofer module: 161/2
x 641/4 x 141/2 in; midrange/tweeter module. 17 x
641/4 x I in, base footprint: 18 x 17 in; 215
lb $ I 1,950/system
IRS Gamma. As above, but only two woofers
and I bass driver, accelerometer, and servo sys-
tem $6.950/system
IRS Delta. Similar to Gamma with accelerom-
eter; can be updated to Gamma with addition of
servo unit (below) $5,500/system
IRS Servo Control Unit $1,450

9 Kappa Reference Standard 5 -Way Speaker
Features two I2 -in cast frame L/C tuned woof-
ers; SEMIT k supertweeter; rear -firing EMIT k
tweeter; 3 -in polydome rear radiator; polygraph
k composite polypropylene/graphite 5 -in mid -
bass dome; 3 -in edgewound polydome k mid-
range; internal crossovers; bi-ampable. Monster
Cable for all internal wiring. Oak solids and ve-
neer with high -density particle board with a fur-
niture -grade lacquer finish. FR 29-45,000 Hz.

3 dB; crossover frequencies 80, 800. and
4,500 Hz; power rating 60-340 W/rms; sens 89
dB sPL/W/m; imp 4-6 ohms. 211/2 x 591/2 x 8
in $2.898/pr

8 Kappa Reference Standard 4 -Way Speaker
Similar to 9 Kappa without supertweeter and ra-
diator, and I woofer. Monster Cable for all in-
ternal wiring. FR 33-45,000 Hz, ±3 dB; power
rating 50-250 W/rms; sens 89 dB srt./W/m; imp
4-6 ohms. 201/2 x 471/2 x 8 in $1,998/pr

7 Kappa Reference Standard 3 -Way Speaker
Similar to 8 Kappa with I2 -in woofer. 3 -in poly -
dome k midrange, and EMIT k tweeter. Mon-
ster Cable for all internal wiring. Power rating
40-200 W rms; imp 4-6 ohms; FR 37-45,000 Hz.
+3 dB; crossover frequency 800/4,500 Hz; sens
88 dB sm/W/m. 17 x 37 x 12 in ... $1,498/pr

SM 152 3 -Way Speaker
Floor -standing bass -reflex speaker with I5 -in
cone woofer, two 4 -in midranges, and I -in poly -
cell dome tweeter. Power handling 300 W; FR
44-25,000 Hz, ±3 dB; sens 101 dB sPL/W/m;
imp 8 ohms; crossover frequency 500/5,500 Hz.
Rosewood vinyl finish. 1744 x 40 x 131/4

in $1,198/pr

SM 122 3 -Way Speaker
Floor -standing bass -reflex speaker with front -
mounted high- and mid -level controls. I2 -in
cone woofer; 41/2 -in cone midrange; I -in poly -
cell -dome tweeter. Power handling 200 W; FR
49-25,000 Hz; sens 98 dB sm/W/m; imp 8
ohms; crossovers 750 and 5,500 Hz. Rosewood
vinyl finish. 141/4 x 351/4 x 131/4 in $918/pr

RS 4001 3 -Way Speaker
Features 8 -in graphite woofer, 2 -in polyspherite
midrange, and a /*in polyspherite tweeter.
Power handling 125 W; FR 44-22,000 Hz, ±3
dB; sens 89 dB sPL/W/m; imp 6 ohms; cross-
over frequency 600/4,000 Hz. Chatsworth oak
vinyl or black oak vinyl. 111/2 x 221/2 x 91/4

in $538/pr

RS 3001 2 -Way Speaker
Features 8 -in graphite woofer and a 3'4 -in poly-
spherite tweeter. Power handling 100 W cont;
FR 45-22,000 Hz, ±3 dB; sens 89 dB sPL/W/m;
imp 6 ohms; crossover frequency 4.000 Hz.
Chatsworth oak vinyl or black -oak vinyl. 111/2 x
201/4 x 91/4 in $398/pr

ERS 800 2 -Way In -Wall Speaker
Features 8 -in graphite woofer and EMIT k
tweeter; independent tweeter control .. $552/pr

Modulus 2 -Way Speaker
Modulus speakers can be used as bookshelf
speakers. wall -mounted speakers, pedestal -
mounted system, or a satellite/subwoofer sys-
tem. Features a 51/4 -in graphite woofer and
EMIT k tweeter. Triangular "iso-tip" feet; wall
bracket/self-damping isolation mounting plate;
high -gloss black or white finish $1,000/sys
Pedestal. 25 -in pedestal for the Modulus speak-
er system $129/pr

Modulus Powered Subwoofer
Integrates with Modulus system. Features I2 -in
graphite woofer; 250 W servo -driven amplifier;
separate subwoofer control box includes vari-
able low -frequency cut-off, rumble filter. low -
frequency -level control, absolute -phase switch,
and active high-pass satellite control. Bass re-
sponse to 22 Hz. High -gloss black or white fin-
ish. $2,000 ea

JAMO
Concert VII 3 -Way Speaker
3 -way speaker with 1 -in dome tweeter. FR 24-
23.000 Hz ± 3 dB; impedance 8 ohms. 11 x 36 x
12 in; 62 lb $1,698/pr

Concert V 3 -Way Speaker
3 -way bass reflex speaker with 61/2 -in woofer and
I -in dome tweeter. Continuous power 110 W;
peak power 160 W; sens 93 dB sPL/W/m; FR 30-
22,000 Hz ±3 dB; crossover frequencies 150/
3.500 Hz; imp 6 ohms; overload protection;
24K gold-plated binding posts. Mahogany or
stained black ash finish. 311/2 x 14 x I 1

in $1,198/pr

Concert II 2 -Way Bookshelf Speaker
2 -way bass -reflex speaker with 61/2 -in woofer
and I -in dome tweeter. Continuous power 80
watts; peak power 120 watts; sensitivity 91 dB
srt./W/m; frequency response 40-20,000 Hz ± 3
dB; crossover frequency 2,000 Hz; impedance 8
ohms; overload protection; 24 gold-plated bind-
ing posts. Mahogany or stained black ash. 16 x
91/2 x 10 in; 20 lb $750/pr

Art 2 -Way Wall Speaker
2 -way, flat panel, wall -hanging loudspeaker
which works as full -range or satellite unit. Fea-
tures 5 -in woofer, I -in dome tweeter; peak pow-
er 90 W; continuous power 60 W; sens 88 dB/
W/m; FR 40-20.000 Hz, ±3 dB; crossover fre-
quencies 3,000 Hz; imp 8 ohms: overload pro-
tection. Neutral -black and white lacquer finish-
es. 131/4 x 153/4 x 31/2 in; 10.6 lb $500/pr

SW -3 Subwoofer Satellite System
Features 4 -in midrange and includes S-3 satel-
lites. FR 35-20.000 Hz; crossover frequency 200/
4,500 Hz; imp 8 ohms. 131/4 x 8 x 19 in; 29
lb $499
SW -3. Without S-3 satellites $349

Magic 14 3 -Way Speaker
3 -way bass -reflex system with 10 -in woofer, 31/2 -
in midrange, and I -in dome tweeter. Max power
200 W; FR 40-20,000 Hz; crossover frequencies
1,200/1,400 Hz; imp 8 ohms; 201/4 x 12 x 81/4
in $499/pr

JBL
LIO0t3 3 -Way Speaker
Floor -standing speaker with 12 -in aquaplas-
laminate woofer. 5 -in high -polymer -laminate
midrange, and I -in pure -titanium -diaphragm
tweeter. Power handling 400 W cont; FR 35-
27,000 Hz; crossovers 800 and 4,500 Hz; sens
91 dB sPL/W/m; imp 8, ohms. Oak or walnut ve-
neer finish. 141/2 x 361/4 x 153/4 in; 58 Ib/
ea $1.398/pr

JBL L4013

L80t3 3 -Way Speaker
Floor -standing speaker with 10 -in aquaplas-
laminate woofer; 5 -in polymer -laminate mid-
range; I -in pure -titanium -diaphragm tweeter.
Power handling 300 W cont; FR 40-27,000 Hz;
crossovers 800 and 4,500 Hz; sens 90 dB SPL/
W/m; imp 8 ohms. Oak or walnut veneer finish.
121/4 x 32 x I444 in; 44 lb ea $1.098/pr
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L4013 2 -Way Bookshelf Speaker
Features 8 -in polymer -laminate woofer and I -in
pure -titanium dome tweeter. Power handling
250 W cont; FR 45-27,000 Hz; sens 88 dB sm./
W/m; imp 8 ohms; crossover frequency 2,500
Hz. Oak or walnut veneer finish. 111/4 x 21 x 9N
in; 24 lb ea $798/pr

L20t3 2 -Way Bookshelf Speaker
Features 61/2 -in filled -polypropylene woofer and
I -in pure -titanium -diaphragm tweeter. Power
handling: 100 watts continuous; frequency re-
sponse 55-27,000 Hz; crossover 3.000 Hz; sensi-
tivity 88 dB sm./W/m; impedance 8 ohms. Oak
or walnut veneer finish. 91/4 x 151/2 x 81/8 in; 14 lb
ea $598/pr

Pro VIII 2 -Way Shielded Speaker
Wall -mount speaker with I -in titanium -dome
tweeter, 61/2 -in high -polymer -laminate woofer;
spatial identification dividing network; optional
wall and ceiling -mounting hardware; magneti-
cally shielded to prevent video interference.
Power handling 120 W cont; sens 90 dB sPL/W/
m; FR 55-27,000 Hz; imp 6 ohms: crossover
3.000 Hz. 91/2 x 15 x 9 in; 26 lb $429/pr
MTC-51. Wall -mounting system $ I 95/pr

S-4 2 -Way Wall -Mount Speaker
Features I -in titanium dome tweeter and 61/2 -in
high -polymer -laminate woofer. Can be flush -
mounted; designed for use with an external sub -
woofer. Power handling 100 W cont; imp 8
ohms; sens 88 dB sPL/W/m; FR 125-22,000 Hz;
100 W max power. 8N x 12 x Pit in; 16

lb $299/pr

LX Series
I.X.55 3 -Way Speaker
Floor -standing speaker with 10 -in high -poly-
mer -laminate woofer. 5 -in high -polymer -lami-
nate midrange and I -in pure -titanium dome
tweeter. Power handling 200 W cont; FR 40-
20.000 Hz; sens 92 dB srL/W/m; imp 8 ohms:
crossover frequency 800/4,000 Hz. Walnut or
black finish. I 3N x 261/4 x 12 in; 62 lb. $798/pr

LX44 3 -Way Speaker
Floor standing speaker with 8 -in high polymer
laminate woofer, 5 -in high -polymer -laminate
midrange and I -in titanium dome tweeter. Pow-
er handling 150 W cont: FR 45-20,000 Hz; sens
91 dB sm/W/m; imp 8 ohms; crossover fre-
quency 800/4,000 Hz. Walnut or black finish.
I IN x 231/2 x 12 in; 33 lb ea $558/pr

LX22 2 -Way Bookshelf Speaker
Features 61/2 -in high -polymer -laminate woofer
and I -in titanium dome tweeter. Power han-
dling 125 W cont: FR 50-20,000 Hz; sens 90 dB
sm./W/m; imp 8 ohms; crossover frequency
3,000 Hz. Walnut or black finish. 10 x I 5N x 83/4

in; 42 lb ea $358/pr

JIM Series
JBL3800 3 -Way Speaker
Floor -standing speaker with 8 -in high -polymer -
laminate woofer. 5 -in high -polymer -laminate
midrange and 1/2 -in titanium dome tweeter.
Power handling 150 W cont; FR 50-23,000 Hz;
sens 89 dB sm/W/m; imp 8 ohms; crossover
frequency 800/4.500 Hz. Oak. 11 x 32 x 91/2 in;
29 lb ea $558/pr

JBL2800 2 -Way Bookshelf Speaker
Features 8 -in high -polymer -laminate woofer
and a 1/2 -in pure -titanium dome tweeter. Power
handling 125 W cont: FR 55-23.000 Hz; sent 89

SPEAK ERS
dB sm/W/m. imp 8 ohms; crossover frequency
2,500 Hz. Oak finish. 11 x 221/2 x 91/2 in; 20 lb
ea $338/pr

JENSEN
Model 3150 Concert Series 3 -Way Speaker
Speaker with 15 -in woofer, 5 -in midrange, and
3 -in cone tweeter. FR 33-21,000 Hz: imp 8
ohms. 32 x 181/2 x 111/2 in $350/pr

Model 3120 3 -Way Speaker
Features 12 -in cone woofer. 5 -in midrange, and
3 -in tweeter. FR 48-21,000 Hz; max power 150
W. 60 W continuous; imp 8 ohms. 29 x 151/2 x
101/2 in; 30 lb $280/pr

JPW LOUDSPEAKERS
AP3 2 -Way Speaker
Infinite -baffle speaker with 8 -in doped -paper -
cone woofer and 44 -in soft -plastic dome tweeter
with ferrofluid damping. Features wiring for bi-
amp capabilities. FR 55-20,000 Hz ± 3 dB; min
power 10 W rms ; max power 100 W rms; sent
100 dB sm/W/m; imp 8 ohms. Available in
walnut, black ash, blonde ash or teak finishes.
101/4 x 201/2 x 111/2 in; 5338 lb/pr $549/pr

KEF Model C95

JRM
Monitor Powered Subwoofer/Satellite System
Powered 3 -piece system with 4 -way stereo con-
figuration. Subwoofer has two 12 -in polypropyl-
ene drivers; Satellite has three 61/2 -in polypro-
pylene midbass, 3 -in polypropylene midrange,
and two piezo-horn tweeters. Subwoofer fea-
tures 7 -way mono bass electronic crossover with
7 level controls; 7 amplifier modules at 350 W
rms into 2 ohms. Satellite features time -align
drivers; protect mechanism. FR 18-20,000 Hz.
Optional cabinet finish and grille $2,500

Transparency Satellite Tower 3 -Way Speaker
Sealed, vertical -line -source speaker with six 642 -
in polypropylene midbass, 3 x 27 -in diffraction -
horn midrange; horn -tweeter. Features
user -adjustable time -align driver; uniform 140
degree horizontal dispersion. Requires external

crossover and subwoofer. FR 20-20,000 Hz; min
amplifier power I at MO W. 2 at 50 W. Optional
finish and grille. 66 x 16 x 8 in $1,300 ea

J. S.. ENGINEERING
Infinite Slope Model 1.8A 3 -Way Speaker
Phase -shift bass -loading speaker with 8 -in and
10 -in cone woofers 6 -in, cone midrange, and I -
in dome tweeter. FR 35-20,000 Hz ±3 dB; mini-
mum power 20 W rms. max power 300 W rms;
sens 90 dB sm./W/m; imp 8 ohms. Oak. walnut,
black gloss. 16 x 38 x 16 in; 100 lb . $1,795/pr

Infinite Slope Model .8 2 -Way Speaker
Floor -standing speaker with two 8 -in cone
woofers and I -in dome tweeter. Features patent-
ed phase -shift bass loading and Infinite Slope
crossover. Imp 8 ohms. Walnut, oak, black -lac-
quer finish $899/pr

Infinite Slope Model .6 2 -Way Speaker
Floor -standing ported speaker with 8 -in cone
woofer; I -in dome tweeter. Features Infinite
Slope crossover 100 dB octave. FR 40-20,000 Hz
±3 dB; power range 5-150 W; sens 91 dB sm./
W/m; imp 8 ohms. walnut, oak, black lacquer.
11 x 23 x 13 in: 35 lb $599/pr

JVC
SX91 tWD 3 -Way Speaker
Floor -standing speaker with I2 -in cross -carbon
woofer; 41/2 -in cross -carbon midrange; I.2 -in
amorphous -diamond coated tweeter. Features
3 -part crossover network; low-resonanace/vi-
bratioa diecast aluminum speaker frames; high -
density particle -board enclosure; round -cor-
nered front baffle. 300 W max power
handling $720 ca

KEF
Reference Series
Model 107 3 -Way Speaker
Floor -standing coupled -cavity bass -loading
speaker uses 2 woofers operating into a resonant
chamber vented at top of enclosure to combine
sensitivity of bass reflex with accuracy and bass -
extension of acoustic suspension. Features two
10 -in cone woofers; 4 -in polypropylene -cone
midrange; I -in ferrofluid-cooled soft -dome
tweeter; pivoting midrange/tweeter head assem-
bly with individual contoured enclosures for
minimum diffraction, reduced off -axis color-
ation, and optimum stereo imaging; hybrid
crossover network with built-in passive cross-
over and outboard active bass EQ with controls
for contour, damping, and extension. Conjugate
load -matched passive crossover presents amp
with uniform imp at all frequencies. Power han-
dling 300 W cont; FR 20-20,000 Hz, ±2 dB; sens
90 dB sm./W/m; imp 4 ohms. Walnut, black -
ash, of rosewood finish. 13 x 46 x 173 in; 99 lb
ea $4,800/pr

Model 104/2 3 -Way Speaker
Floor -standing speaker with cone woofers verti-
cally aligned, coupled -cavity bass loading tech-
nique. chassis -less drivers, conjugate load
matching. Two 8 -in cone woofers, two 41/2 -in
cone midranges and I -in ferrofluid-cooled dome
tweeter. Power handling 200 W max; FR 35-
20,000 Hz, ±2 dB; sens 92 dB sm/W/m; imp 4
ohms; 11 x 351/2 x 164% in; 701/2 Ib; walnut, rose-
wood or black ash $2,200/pr
104/2 KUBE. Active bass EQ with controls for
contour and extension $200
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N1odel 102 2 -Way Bookshelf Speaker
Features 6 -in polypropylene -cone woofer and l -
in ferrofluid-cooled soft -dome tweeter; hybrid
crossover network with built-in passive cross-
over and outboard active bass EQ with controls
for contour and extension. Conjugate load -
matched passive crossover presents amp with
uniform imp at all frequencies. Power handling
200 W cons; FR 65-20,000 Hz. ±2 dB; sens 92
dB sPL/W/m; imp 4 ohms. Walnut. black -ash,
or rosewood finish available. 81/4 x 13 x 101/4 in;
15 lb/ea $890/pr

C Series
C95 3 -Way Speaker
Floor -standing speaker features KEF Uni-Q 2 -
way driver; 8 -in woofer and I -in polymer -dome
tweeter; coupled cavity bass loading: 8 -in unit
mounted vertically inside cabinet is loaded at
the front by a tuned cavity; conjugate load
matching; separate set of connecting terminals
allows to bi-amplify driving the bass unit sepa-
rately. Power handling 250 W cons; frequency
response 50-20,000 Hz; sensitivity 90 dB sin./
W/m; impedance 4 ohms. Grain -match real
walnut or black ash finish. 97/4 x 341/4 x 121/4 in;
41 lb, 10 oz ea $1.290/pr

C75 3 -Way Speaker
Floor -standing loudspeaker just over 47 a square
foot: uses the same KEF Uni-Q driver as C95;
second 8 -in bass unit on matching diecast chas-
sis; sealed enclosure. Power handling 150 W
cons; FR 57-20.000 Hz, ± 3 dB; sens 91 dB sPL/
W/m; imp 4 ohms. Simulated walnut or simu-
lated black ash finish. 91/4 x 281/4 x 101/4 in; 28 lb,
7 oz ea $750/pr

C55 3 -Way Speaker
Small enough for bookshelf or free standing.
Features KEF Uni-Q driver with polymer cone
8 -in passive radiator which extends bass to 48
Hz -6 dB and a 3/4 -in polymer -dome tweeter.
Passive radiator enclosure: clip -on injection
molded grille made to minimize 'tunnel' effects.
Power handling 150 W cont; FR 60-20,000 Hz.
± 3 dB; sens 90 dB sPE/W/m; imp 4 ohms. Sim-
ulated walnut or simulated black ash finish. 93/4
x 187/3 x 101/4 in; 15 lb. 13 oz ea $550/pr

Custom Series
CR250SW In -Wall Subwoofer
Features 10 -in subwoofer extends bass response
of CR200 or CR160 by 1 octave. Power han-
dling 150 W cons; FR 32-150 Hz, ± 2 dB; sens 90
dB sPE/W/m; imp 4 ohms. 13 x 13 x 31/4 in.
Price not including installation $550

CR200F 2 -Way In -Wall Speaker
Features 8 -in bass driver mounted to 1 -in soft -
dome tweeter with fluid cooling; self -resetting
tweeter protection circuit; power handling 100
watts continuous; frequency response 55-22,000
Hz, ± 2 dB; sensitivity 90 dB sPL/W/m; imped-
ance 4 ohms. 13 x 10 x 31/2 in. Price not includ-
ing installation $450/pr
CRI6OR. As above but round frame $400/pr

KEN WOOD
1 -S -P9100 4 -Way Speaker
Floor -standing 5 -driver system with I 7 -in pas-
sive radiator. Features 101/2 -in polypropylene
woofer; 4 -in polypropylene midrange; 11/4 -in

flat -leaf -diaphragm supertweeter; 2 cone tweet-
er. Max power handling 250 W; FR 20-48.000
Hz; sens 91 dB/W/m; imp 8 ohms; crossover
points 900, 5.500. 10,000 Hz. woodgrain finish.
171/4 x 441/2 x 131/4 in; 62 lb ea $700/pr

KINDEL AUDIO
Purist LT 2 -Way Speaker
Floor -standing speaker using a 2 pi/4 pi configu-
ration with two 61/2 -in polypropylene cone woof-
ers and I -in dome tweeter. Features bass load-
ing via an 8 -in passive radiator in a loaded -line
configuration. FR 35-20,000 Hz ±2 dB; imp 4
ohms. 13 x 43 x 61/2 in; 60 lb $895/pr

KINETIC AUDIO
Trapezoid 4 -Way Speaker
Floor -standing, ported speaker with I2 -in poly-
propylene -cone woofer. 61/2 -in polypropylene -
cone mid -range, 11/4 -in synthetic -dome tweeter
with magnetic -liquid cooling/damping, 3/4 -in

synthetic -dome supertweeter with magnetic -liq-
uid cooling/damping. Features interconnecting
harness of color -coded high-performance speak-
er cables; 5 -way heavy-duty binding posts. Lin-
ear -phased driver arrangement in mirror -image
pairs; front -mounted fuse and noninductive lev-
el controls. Crossover points 90, 2,000, 7,000
Hz; FR 18-22,000 Hz ± 1.5 dB; min power 20
W, max 200 W; sens 92 dB soL/W/m; imp 8
ohms: Mirror -matched high-grade walnut ve-
neer. Black grille with non -resonant frame. 16 x
40 x 14 in: 115 lb $2.000/pr

KIRKSAETER
Monitor 141 3 -Way Bookshelf Speaker
Acoustic -suspension speaker with a 10 -in long -
excursion polypropylene woofer. 5 -in polypro-
pylene midrange in an acoustic -sealed alumi-
num chamber, and Es -in titanium -dome tweeter
with ferrofluid. Power handling 10-140 W; sens
93 dB sm/W/m; imp 4-8 ohms; FR 25-32.000
Hz. 13 x 1044 x 213/4 in; 30 lb. 4 wood finish-
es $1.299/pr

Omega Satellite/Subwoofer System
Includes 2 lacquered acoustic -suspension speak-
ers each with a 51/2 -in polypropylene woofer/
midrange and 2 polypropylene 21/2 -in tweeters;
ported subwoofer has two 7 -in polypropylene
lower bass drivers (made of fiberboard). Power
handling 20-100 W; sens 89 dB sPL/W/m. Sub -
woofer frequency range 40-180 Hz, satellites
180-20.000 Hz. Satellites 51/4 x 81/4 x 31/4 in; 4 lb/
ea. Subwoofer 111/4 x 19 x 87/4 in; 21 lb. Black or
white finish $799/system

Concept 100 2 -Way Bookshelf Speaker
Ported enclosure speaker with a 7 -in long -excur-
sion polypropylene woofer and I -in textile -
dome tweeter. High-class fiberboard with front
trim panels of black oak, walnut, or antique oak.
Power handling 10-100 W; sens 90 dB sPL/W/
m; imp 4-8 ohms; FR 29-22,000 Hz. 81/4 x 101/4 x
171/4 in; 19 lb $599/pr

KLH
Model 7700 3 -Way Speaker
Tuned -port speaker with 12 -in copolymer/fiber
woofer. 4 -in midrange, and I -in dome tweeter.
Features 12 -in passive radiator. Power 5-175 W
rms; FR 22-22.000 Hz ±6 dB; sens 92 dB sEL/
W/m; imp 8 ohms; crossover pts 900 and MOO
Hz $578/pr

1203D 3 -Way Speaker
Tuned -port speaker with 12 -in copolymer/fiber
woofer. 4 -in hemi-dome midrange, I -in soft -
dome tweeter. Pwr range 3-150 W; FR 24-22,000
Hz ±6 dB: sens 94 dB sEL/W/m; imp 8 ohms;

crossover points 900 and 4,000 Hz. 151/4 x 311/4
x 10 in $498/pr

Model 1500 3 -Way Speaker
Tuned -port speaker with 12 -in woofer, 51/4 -in
midrange, and 3 -in tweeter. Power range 5-85 W
rms; frequency response 42-22,000 Hz ±8 dB;
sensitivity 91 dB sPL/W/m; impedance 8 ohms;
crossover points 900 and 4,000 Hz. Oak vinyl
finish. 31 x 151/4 x ION in $438/pr

Klipsch Chorus

Model 602 2 -Way Speaker
Tuned -port speaker with 61/2 -in polypropylene
woofer and 3 -in ferrolluid-cooled tweeter. Fea-
tures shielded magnets for positioning next to a
TV without disrupting the picture. Power range
8-65 W rms; FR 50-22.000 Hz ±6 dB; sens 90
dB sPL/W/m; imp 8 ohms; crossover point at
4,000 Hz. 9 x 161/2 x 91/4 in $258/pr

KLIPSCH
Klipschorn 3 -Way Speaker
Fully horn -loaded floor standing speaker fea-
tures K -33-E woofer. K -55-M midrange and K-
77 -M tweeter. Power handling 100 W cont; FR
35-17.000 Hz. ±3 dB; sens 104 dB sPs/W/m:
imp 8 ohms. 311/4 x 52 x 281/2 in; 167 lb. Priced
depending on finish, from approx 53.598/pr

Chorus 3 -Way Speaker
Floor -standing speaker featuring 15 -in woofer
(K -48-E), horn -loaded compression drivers for
midrange (K -57-K) and tweeter (K -79-K). Vent-
ed box enclosure: built-in riser base. Power han-
dling 100 W cont; ; FR 45-20.000 Hz. ±3 dB;
sens 101 dB sm/W/m; imp 8 ohms. Walnut or
oak finish. 181/2 x 39 x 151/2 in; 89 lb ca. Priced
according to finish, from approx $1.630/pr

Forte II 3 -Way Speaker
Floor -standing speaker featuring horn -loaded
compression drivers for midrange (K -6I -K) and
tweeter (K -75-K); 12 -in woofer (K-25); I2 -in
passive radiator (KD-I 5) mounted on rear of
cabinet. Vented box enclosure; built-in riser
base. Power handling WO W cont; FR 32-20.000.

3 dB; sens 99 dB srL/W/m; imp 8 ohms. 161/2
x 351/4 x 12 in; 56 lb ea. Priced according to fin-
ish, from approx 51.180/pr
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Heresy II 3 -Way Speaker
Features I2 -in woofer (K -24-K), horn -loaded
compression midrange (K -53-K1 and tweeter
(K -76-K). Sealed enclosure. Power handling 100
W continuous: FR 50-20.000 Hz, ±3 dB; sensi-
tivity 96 dB sPL/W/m; impedance 8 ohms.
Available in exotic woods. 151/2 x 21% x 131/4 in;
37 lb ea. Priced depending on finish, from ap-
proximately $930/pr

KW 2 -Way Speaker
Floor -standing speaker with 12 -in rear -mounted
passive radiator (KD-12). two 8 -in polymer -
cone woofers (K-8). and horn -loaded tweeter
(K-74). Vented box enclosure: bulit-in riser
base. Power handling 100 W cont: FR 38-20.000
Hz. ±3 dB; sens 94 dB sPT/W/m; imp 6 ohms.
Oak or walnut finish. 153/4 x 241/4 x ION in; 40 lb
ca. From approx $672/pr

Koss
M/100 Plus Powered Speaker
Built-in 20 -watt amp allows amplification from
the headphone jack of Tv. portable tape. or CD
player. FR 50-30.000 Hz; sit,) 80 dB; n) <5%
at I kHz; 4 ohm imp. 27 lb/pr $260/pr

M/90 Plus 2 -Way Speaker
Features two 41/2 -in woofers and I -in dome
tweeter. FR 50-30,000 Hz; sens 88 dB sPT/W/m;
4-6 ohm imp; max power 20 W continuous. 100
W peak. 121E x 51/4 x 51/2 in: 30 lb/pr.. $220/pr

LINN PRODUCTS
DMS Isobarik 3 -Way Speaker
Isobarik-loading 3 -way floor -standing speaker
with I2 -in. 9 -in woofers. 5 -in midrange, two %-
in dome tweeters. Can be triamped. FR 25-
20.000 Hz ± 1.5 dB: crossovers at 375 and 3
kHz: instantaneous dynamic range 54 dB; imp 4
ohms; power range 50-500 W: 30 x 15 x 161/2

in $5.385/pr

Kaber 2 -Way Speaker
Floor -standing tower speaker with two 5 -in
woofers and %-in tweeter. Woofers operate at
different enclosure resonance and crossover
points. Can be tri-wired. or passively tri-amped.
Includes integral base stand. Walnut or black
ash finish $1,995/pr

Nexus LS 250 2 -Way Speaker
Ported 2 -way system. 8 -in carbon -loaded poly-
propylene woofer. 1/4 -in soft -dome tweeter.
Molded front baffle and port of structural foam
polymer. Built-in 14 -in pedestal stand. 4th order
Linkwitz-Riley crossover, phase aligned, at
2.500 Hz. Frameless grill cloth stretches over
baffle. Can be bi-wired. sens 88 dB sPL/W/m. 10
x 22 x 12 in $1,0954 I .295/pr

Helix 2 -Way Speaker
Bookshelf or floor mounting. ported speaker
with 8 -in woofer and hi -in dome tweeter. Can be
hi -wired or passively bi-amped. 20 x 10 x II in.
Simulated black ash finish $795/pr

LUXMAN
5-505 2 -Way In -Wall Speaker
Flush -mount system designed for custom instal-
lation in walls or ceilings. Features 8 -in woofer
with long -throw I 1/2 -in voice coil and graphite/
polypropylene cone; I -in soft -dome tweeter
with auto -resetting overload protector. Tweeter -
level control: mounting provision for optional

Linn Nexus LS 250

RC -50I remote control sensor; integral clamps
and mounting brackets. FR 50-22.000 Hz ±2.5
dB: sens 89 dB sPL/W/m; nom imp 8 ohms.
Outside frame: 141/2 x 101/2 x 31/46 in .... $500

MAGNEPAN
Magneplanar Tympani-IVa 3 -Way Speaker
Combination planar -magnetic and ribbon
tweeter with bi-amplification option. FR 30-
40,000 Hz ±3 dB: power handling
sens 87 dB sPL/W/m; imp 4 ohms bass, 3 ohms
midrange/tweeter; crossover frequency 400/
3,000 Hz. Off-white. black, or brown panel with
oak trim. Bass section, 1254 sq. in planar mag-
netic: midrange section. 168 sq. in planar mag-
netic: tweeter section. 1/4 x 55 in ribbon; 260 lb/
pr $3,800/pr

Magneplanar MG-IIIa 3 -Way Speaker
Combination planar -magnetic and ribbon
tweeter with bi-amp option. FR 37-40.000 Hz
±3 dB: power handling 200 W max: sens 85 dB
sPL/W/m; imp 4 ohms bass, 3.4 ohms mid-
range/tweeter; crossover pts 500/3.000 Hz. Off-
white, black or brown panel with oak trim. Bass
section. 620 sq. in planar magnetic; midrange
section, 170 sq. in planar magnetic: tweeter sec-
tion. 1/4 x 55 in ribbon $2.195/pr

Magneplanar MG1.4 2 -Way Speaker
Floor -standing 2 -way speaker with planar mag-
netic woofer and tweeter. Features oak side
rails; off white fabric grille. Power handling 200
W cont: FR 40-18.000 Hz, ± 3 dB; crossover fre-
quency 1,000 Hz; sens 87 dB sPL/W/m; imp 5
ohms purely resistance. 22 x 60 x 2 in. $980/pr

Magneplanar SMGa 2 -Way Speaker
Full -range speaker with 0.5 -mil diaphragm driv-
en by Magneplanar magnetic field. Power han-
dling 100 W cont; FR 50-18,000 Hz ±4 dB. sens
85 dB sPL/W/m; imp 4 ohms; crossover 2.400
Hz. Bass. midrange section. 370 sq. in: tweeter
section, 58 sq. in. 191/4 x 48% x IN in . $495/pr

M&K
MX -1000 Pedestal Powered Sub000fer
Magnetic -shunt powered pedestal acoustic -sus-
pension with two I2 -in drivers. Magnetically
shielded design and pedestal shape allow use as

stand for large monitor television sets. 26 x 28 x
22 in; 115 lb $1,495

Satellite 1B 2 -Way Speaker
2 -way acoustic -suspension speaker with two 5 -
in polypropylene woofers and two I -in soft -
dome tweeters. Features 36 tonal balances
through midrange; tweeter character switches.
FR 70-22,000 Hz ± 3 dB: power range 71/2-400
W; imp 4 ohms. Walnut or oak finish with black
grille. 21 x 7% x 75b in; 19 lb $725/pr

Satellite 2B 2 -Way Speaker
Acoustic -suspension speaker with 61/2 -in poly-
propylene woofer and I -in soft -dome tweeter.
Features selector for 36 tonal balances; mid-
range. treble character switches. FR 65-20.000
Hz ±3 dB: power range 15-100 W. Walnut or
oak finish with black grille. 101/2 x 61 x 7 in; 9
lb $550/pr

MARANTZ
SP 1515 3 -Way Speaker
Ported, floor -standing speaker with 15 -in woof-
er: 5 -in ferrofluid cone midrange; 3 -in ferrofluid
cone tweeter; sculptured furniture -style cabinet.
Max power 165 W; sens 92 dB sPL/W/m; imp 8
ohms. Bartonwood vinyl finish. 18 x 321/2 x 161/2
in; 47 lb $400/pr

MARTIN-LOGAN
Monolith III Hybrid Electrostatic Speaker
Floor -standing curvilinear electrostatic panel
speaker mounted atop a tuned subwoofer box.
Designed for wide dispersion without the use of
delay lines of lenses. Features 2 -ft x 4 -ft electro-
static cell for 100-24.000 Hz and a I2 -in high-
speed subwoofer with 2 -in voice coil that is
down 3 dB at 16 Hz. Power handling 250 W
cont; FR 28-24.000 Hz. ± 2 dB; sens 90 dB sPT/
W/m; imp 4 ohms. Available in a variety of fin-
ishes. 25 x 75 x 131/2 in $6,500/pr
With electronic crossover $7.000

CIS II Electrostatic Speaker
Floor -standing curved electrostatic speaker.
Features wide -dispersion format for full -range
reproduction; 2 -ft x 4 -ft electrostatic cell to re-
produce all frequencies from 50-22,000 Hz; 30
degrers seamless horizontal dispersion; 4 -ft line -
source vertical; arc -free diaphragm; see-through
appearance. Power handling 150 W cons; FR 35-
22,000 Hz ±2 dB; sens 85 dB sPL/W/m; imp 4
ohms Available in a variety of finishes. 26 x 48
x 2 in; 75 lb ea $3,500/pr

Martin -Logan Sequel II
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Sequel II Hybrid Electrostatic Speaker
Floor -standing electrostatic/subwoofer system.
Features visually transparent electrostatic trans-
ducer that operates from 200-24,000 Hz; 30*
seamless horizontal disperson in a vertical line -
source format; I -ft x 4 -ft electrostatic cell; super -
low -mass 10 -in subwoofer. Power handling 200
W cont; FR 26-24,000 Hz ±3 dB; sens 89 dB
sPL/W/m; imp 6 ohms. Oak and black finish.
1442 x 74 x 1342 in; 110 lb ea $2,500/pr

MB QUART
MB 650S 3 -Way Speaker
3 -way acoustic -suspension column loudspeak-
ers. Features I -in multilayered, compressed
wood; ceramic magnets; fluid cooled tweeter;
computer optimized bass response; I -in titani-
um -dome tweeter; 2 -in supronyl dome mid-
range; 8 -in butyl suspension, long -throw woofer;
power handling 100 W cont; FR 39-32,000 Hz;
sens 88 dB/W/m; crossover frequency 400/
2.900 Hz; imp 4 ohms. 103/8 x 337/8 x 101/4 in; 38
lb 10 oz ea. Genuine walnut or oak, white, black
or gray lacquer S1,499/pr

MB Quart 390

MB 390 3 -Way Bookshelf Speaker
Acoustic -suspension speaker. Features I -in tita-
nium -dome tweeter; 4 -in butyl suspension
midrange; 10 -in butyl suspension, long -throw
woofer. Power handling 130 watts continuous;
frequency response 40-32,000 Hz; sensitivity 88
dB sPL/W/m; impedance 4 ohms; crossover fre-
quencies 400 Hz/1,800 Hz. 12 x 201/2 x 12 in; 28
lb 10 oz ea. Genuine walnut or oak, matte lac-
quer white or black finishes $939/pr

MB 220 2 -Way Bookshelf Speaker
Acoustic -suspension speaker. Features I -in tita-
nium -dome tweeter; 61/2 -in butyl suspension.
long -throw woofer; power handling 60 W cont;
FR 60-32,000 Hz; sens 87 dB SPL/W/m; cross-
over frequency 1.500 Hz; imp 4 ohms. 9 x 12 x
8 in; 11 lb ea. Genuine walnut or oak, matte lac-
quer black or white finishes $499/pr

MCINTOSH
XR 1052 4 -Way Speaker
Features 10 -in woofer with copper voice coil; 5 -
in midrange isolated from woofer; 1 -in dome
tweeter with copper -wire voice coil centered and
suspended with custom surround; I5 -in passive
radiator with accurately adjusted moving mass;
built-in crossover with points at 55. 450. and
1,300 Hz; cabinet made of high density particle
board: imp 8 ohms. FR 30-20,000 Hz; power
handling 250 W max. Walnut finish 16 x 471/2 x
114s in; 94 lb $2,504/pr

XD 717 3 -Way Speaker
3 -way speaker with I2 -in woofer. 61/2 -in mid-
range, and I -in dome tweeter. Sens 87 dB sPL/
W/m; power handling 100 W max; imp 8 ohms;

crossover frequencies 350 and 1.000 Hz. Cabi-
net constructed of N -in high -density particle
board with internal bracing and airtight assem-
bly. Walnut veneer protected by hand -rubbed
lacquer finish $ I .598/pr

XL 10 3 -Way Speaker
Features I -in dome tweeter, 8 -in woofer, and a
10 -in controlled -mass passive radiator. Tweeter
is protected by an 0.6 -amp fuse. Power handling
100 W max; imp 8 ohms; FR 45-20.000 Hz; sens
89 dB sPL/W/m; crossover frequency 90 and
1,000 Hz. Walnut finish. 141/4 x 25 x Pis in; 27
lb. 8 oz $858/pr

MERIDIAN
D600 3 -Way Powered Speaker
Tri-amplified vented -box active loudspeaker
with 61/2 -in woofer, 61/2 -in bass/midrange, and I -
in metal -dome tweeter. Features select between
digital and analog inputs; 2 analog. 2 digital,
and I digital/optical input. Display gives infor-
mation about source and volume number, and
when connected to Meridian 200 series compo-
nents, also shows CD track number and FM pre-
set number and frequency. Includes infrared re-
mote control that controls D600 loudspeakers
and other Meridian components. Remote unit
controls frequency shaping and tilt controls to
optimize loudspeaker response. 70 W x 3; FR
36-20,000 Hz; sPL 110 dB. 351/2 x 81/4 x 114>a in;
70 lb ea. Rosewood, walnut, or black ash finish-
es $5.490/pr

MIRAGE
MI 3 -Way Speaker
Floor -standing speaker with two 8 -in polypro-
pylene woofers (I front I rear) with 38 -oz mag-
nets crossing over to two 4 -in cone midranges ( I
front, I rear) at 300 Hz; 2 1/4 in soft -dome tweet-
ers (I front, I rear); black lacquer, white, or oak
finish. Power range 100-400 W; FR 20-22.000
Hz ±3 dB; sens 86 dB sPL/W/m; imp 6 ohms;
60 x 191/2 x 9 in; 120 lb ea $5,000/pr

Model 760 2 -Way Speaker
Bass -reflex speaker with two 8 -in carbon -filled
polypropylene midbass units with butyl sur-
round; crossover pt 2,200 Hz; I -in ferrofluid-
cooled soft -dome tweeter. Black vinyl or walnut
finish. Power range 30-200 W; FR 30-20,000 Hz
±3 d; sens 89 dB sPL/W/m; imp. 6 ohms: 37 x

I 1 x 14 in; 62 lb ea $1,000/pr

Model 460 2 -Way Speaker
8 -in woofer; I -in dome tweeter; black vinyl or
walnut finish. Power range 15-120 W; FR 35-
20,000 Hz ± 3 dB; sens 88 dB SPL/W/m; 25 x 10
x 11 in; 32 lb ea $600/pr

MISSION ELECTRONICS
Mission 765 2 -Way Speaker
Reflex speaker with two 8 -in polypropylene
midbass drivers and I -in super elliptical imp
transformer tweeter with ferrofluid cooling. Fea-
tures bass -reflex loading; flared spikes; full time
alignment; flared, tuned port; 5 -way terminal
posts. Power handling 200 W rms; FR 40-20,000
Hz ± 3 dB; nom imp 4 ohms; crossover point at
3.200 Hz. Available in natural walnut and black
ash wood veneers. 101/4 x 3741 x 1341; 50.6 lb
ea SI.299/pr

Mission 764 2 -Way Speaker
Reflex speaker with 81/4 -in mineral -loaded ho-
mopolymer midbass driver and I -in dome su-

per elliptical imp transformer tweeter with fer-
rofluid cooling. Features bass -reflex loading:
flared tuned port; bi-amping and bi-wiring con-
nectors; 5 -way terminal posts. Power handling
200 W rms; FR 38-20,000 Hz ± 3 dB; nom imp 8
ohms; crossover frequency 3,200 Hz. Available
in natural walnut and black ash wood veneers.
97/8 x 33 7/8x 131/4 in; 44 lb ea $999/pr

Cyrus 782 2 -Way Speaker
Sealed speaker with two 61/2 -in mineral -loaded
polypropylene midbass drivers and 44 -in ferro-
fluid-cooled fabric dome tweeter. Features
flared reflex -port; 1 -in medium -density fiber
board; floor spikes; 5 -way binding posts; bi-
amping and bi-wiring. Power handling 25-150
W rms; FR 49-20,000 Hz ±3 dB; sens 91.5 dB
sPL/W/m; nom imp 4 ohms; crossover frequen-
cy 3,200 Hz. Walnut. black ash, and rosewood
finishes. 10 x 204'4 x 13 in; 31 lbea $799/pr

Cyrus 781 2 -Way Speaker
Reflex speaker with 61/2 -in mineral -loaded poly-
mer midbass driver and 1/4 -in ferrofluid-cooled
fabric -dome tweeter. Features *4 -in medium -
density fiber board: 5 -way post; bi-amping and
bi-wiring; flared tuned -port. Power handling 25-
100 W; FR 47-20,000 Hz; sens 90.5 dB SPL/W/
m; nom imp 6 ohms; crossover point 3,500 Hz.
Available in walnut and black ash finishes. 9 x
17 x 11 in; 20 lb ea $499/pr

MONITOR AUDIO
MA952 Gold 2 -Way Speaker
Floor -standing, tuned cabinet speaker with two
6 -in polypropylene woofers and I -in gold metal -
dome tweeter. Features infinite baffle. FR 45-
30,000 Hz ±3 dB: imp 8 ohms; sens 89 dB sPL/
W/m; power range 15-120 W. Black ash. Kenya
black oak, and walnut finishes available. 9 x 31
x 13 in $1,599/pr

R352/MD 2 -Way Speaker
Reflex speakers with 8 -in woofer and 44 -in met-
al -dome tweeter. Feature foam -lined cabinet. FR

Mission Cyrus 782 (lei) and 781

50-20,000 Hz ±3 dB; imp 8 ohm; sens 91 dB/
W/m; power range 15-120 W. Walnut. oak.
black ash. 251/4 x 10 x 121/2 in; 57 lb... $799/pr

R100 2 -Way Speaker
Sealed -enclosure speakers with 8 -in woofer and
I -in soft -dome tweeter. FR 60-20,000 Hz ±3 dB;
imp 8 ohm; sens 89 dB/W/m; amp power 15-60
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HELP US HELP YOU!

PARTICIPATE IN
THE STEREO REVIEW
BUYER POLL
Stereo Review wants to know more about our read-
ers. How much equipment you buy (and how
often), how much you spend on it, what sort of
product features you like. That will help us create a
better, more informative magazine, specially geared
to your tastes and preferences.

To gather this important information, we've
created the Stereo Review Buyer Poll. And we need
your help to make it work.

If you've bought any equipment
within the past 30 days, we'd like you to
participate (see instructions below). We'll
use the information you give us to keep
manufacturers up to date on the buying
habits of stereo enthusiasts-the most
knowledgeable group of audio buyers in the
country. And in the long run, that will mean
better service for you.

HOW TO PARTICIPATE
You can participate in the Stereo Review
Buyer Poll by sending in the Reader Service
Card appearing next to this page. We've pro-
vided space for you to list any equipment
purchased in the past 30 days. Any kind of
audio/video equipment qualifies.

For example:

Home Audio Components
 Amplifier  Receiver/Tuner
 Speakers  Turntable
 Cassette Deck  Equalizer
 CD player

Portable Stereo
 Portable Cassette Player
 Portable CD Player
 Headphones

Car Stereo
 Tuner  Cassette Deck
 Speakers

Home Video
 VCR  Camcorder
 Videodisc Player
 Stereo TV

Fill in the type of equipment, manufacturer,
model number, and price you paid. Include all the
equipment you bought this month. Then print your
name and address and drop it in the mail (we pay
the postage). It's that simple!
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Ins issue
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PLEASE PRINT
CLEARLY

LOOK FOR THE BUYER POLL
EVERY MONTH
The Stereo Review Buyer Poll will appear in every
issue-just check the Table of Contents for that
month's location. You can participate in any month
in which you purchased audio/video equipment.
Of course, even if you don't join our Poll, you can
still send in the Reader Service card to get informa-
tion about products advertised in that month's issue.

We hope you'll participate regularly in the
Stereo Review Buyer Poll. Your answers are impor-
tant to us-and you'll find the resulting benefits
important to you.

Thanks for helping .is out!

Stereo Review
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W. Black ash or walnut finish. 151/4 x 10 x 7 in;
25 1/4 $319/pr

MORDAUNT-SHORT
System 442 3 -Way Speaker
Reflex speaker with two 7 -in woofers and a 1 -in
titanium -dome tweeter. Power range 40-300; FR
50-20,000 Hz ± 5 dB; sens 87 dB sPL/W/m; imp
6 ohms; crossover points at 250 and 5,000 Hz.
Black ash, mahogany, walnut or light ash finish-
es. 37 x 10 x 15 in; 55 lb/ea $2,900/pr

MS 3.50 2 -Way Speaker
Transmission -line speaker with 8 -in woofer and
I -in aluminum -dome tweeter. Min power 15 W;
FR 45-22,000 Hz ±5 dB; sens 90 dB SPL/W/m;
imp 8 ohms; crossover point at 4,000 Hz. Black
ash finish. 35 x 9 x 15 in; 40 lb/ea.... $899/pr

MS300G 2 -Way Speaker
Sealed speaker with two 6$1 -in woofer/mid-
ranges and a Vs -in ferrofluid-cooled and damped
titanium-dome/cone tweeter. Features a Vs -in
high -density board cabinet with full circumfer-
ence brace. Power range 30-150 W; FR 70-
20,000 Hz -3 dB; sens 89 dB sPL/W/m; imp 8
ohms; crossover point at 5,000 Hz. Mahogany,
black ash, or walnut finishes. 9 x 211/4 x 93/4 in;
19.1 lb ea $725/pr

MSIOOG 2 -Way Speaker
Sealed speaker with 61/4 -in woofer/midranges
and a 1/4 -in ferrofluid-cooled and damped titani-
um-dome/cone tweeter. Features a Vs -in high -
density board cabinet with full circumference
brace. Power range 20-80 W; FR 77-20,000 Hz

crossover point at 5,000 Hz. 9 x 13 x 8 in; 10 lb
ea $425/pr

Series 2
MS55Ti 2 -Way Speaker
Sealed speaker with two 7N -in woofer/mid-
ranges and a 3/4 -in ferrofluid-cooled and damped
titanium-dome/cone tweeter. Features a Vs -in
high -density -board cabinet with full -circumfer-
ence brace. Power range 25-150 W; FR 50-
20,000 Hz -3 dB; sens 90 dB sPL/W/m; imp 8
ohms; crossover at 4,000 Hz. Black-ash/walnut
finishes. 101/4 x 323/4 x 11N in $769/pr

MS45Ti 2 -Way Speaker
Sealed speaker with two 71/4 -in woofer/mid-
ranges and a 1/4 -in ferrofluid-cooled and damped
titanium-dome/cone tweeter. Features a ;g -in
high -density board cabinet with full circumfer-
ence brace. Power range 25-150 W; FR 55-
20,000 Hz -3 dB; sens 90 dB sPL/W/m; imp 8
ohms; crossover at 4,000 Hz. Black ash or wal-
nut finishes. 101/4 x 2544 x 11N in .... $569/pr

MOREL ACOUSTICS
Duet 2 -Way Speaker
Speaker with 6 -in woofer and 11/4 -in ferrofluid
cooled soft -dome tweeter. Features the Hexa-
tech technique winding in tweeter; double -mag-
net woofer also using the Hexatech voice coil.
Power handling 150 W rms; frequency response
40-22,000 Hz ±2 dB. 8 x 15 x 12 in; 20
lb $995/pr

MLP-403-II 3 -Way Speaker
Ported floor -standing speaker with 9 -in free -
edge paper -cone woofer, 3 -in dome midrange,
and 11/4 -in dome tweeter. Power range 10-125 W
rms; FR 38-25,000 Hz ±3 dB; sens 88 dB sPL/

Near Model 40M

W/m; imp 4-8 ohms. Finished in walnut, teak.
or black. 21 x 12 x 10 in; 26 lb $795/pr

NEAR
Symphony No. I CS -4000 CL 3 -Way Speaker
Speaker with 2 woofers, a 61/2 -in midrange and
eight 2 -in tweeters in an array. Features an infi-
nite baffle. Max power 250 W; imp 8 ohms;
crossover points at 400 and 2,500 Hz. Classic
styling. 441/2 x 261/4 x 151/4 in $4,200/pr

Concerto V CS -302 M 3 -Way Speaker
3 -way speaker with 12 -in woofer, 6 -in midrange,
and two 2 -in tweeters. Features an infinite baf-
fle. Maximum power handling 150 watts; nomi-
nal impedance 8 ohms; crossover points at 400
and 2,500 Hz. Walnut finish. 28 x 26 x 15
in $2,200/pr

NEAR -60 3 -Way Speaker
Ported speaker with 12 -in woofer, 4 -in metal -al-
loy midrange, and a 1 -in soft -dome tweeter.
Power range 25-100 W; FR 35-22,000 Hz ±3
dB; imp 8 ohms; crossover points at 800 and
3,000 Hz. Vinyl. IPA x 27 x 11 in; 48 Ib$898/pr
Dark oak $998/pr

NEAR -40M 2 -Way Speaker
Tuned -port, floor -standing speaker with 8 -in
metal -cone woofer and I -in metal -dome tweet-
er. Power range 20-150 W; FR 32-28,000 Hz
±2 dB; crossover at 2,500 Hz. Dark oak finish.
101/2 x 34N x I I 1/4 in; 36 lb $898/pr

NHT
Model Two 3 -Way Speaker
Sealed speaker features two 61/2 -in woofers, 61/2 -
midrange, 1 -in dome tweeter, angled front baf-
fle; video shielding. FR 40-22,000 Hz ±3 dB;
nom imp 8 ohms; min power 35 watts. Black,
white, or oak finish; black or white grilles. 37 x 7
x 12 in; 45 lb ea $850/pr

Model One 2 -Way Speaker
Sealed speaker features 61/2 -in woofers, 1 -in

dome tweeter; angled front baffle; video shield-
ing. Frequency response 63-22.000 Hz ± 3 dB:

nom imp 8 ohms; min power 20 watts. Black or
white and grille. 12 x 7 x 10 in $350/pr

OHM ACOUSTICS
Walsh 5 Vented Speaker
Features coherent -line source (CLS) Walsh driv-
er, 3 controls for lows, perspective (midrange),
and highs, each with 3 positions; gold-plated S-
way binding posts; gold internal connectors;
Monster Cable internal wiring. Power handling
500 W cont; FR 25-25,000 Hz ± dB; imp 4
ohms. Available in walnut, oak and rosewood
finishes or teak/white/black lacquer] 71/2 x 171/2
in at bottom tapering to 15 x I5 in at top; 43 in
tall; 95 lb ea $5,800/pr

3X0 Inverted -Cone Speaker
Bass -reflex speaker features CLS inverted coni-
cal surface driver; press -connector inputs accept
banana plugs or up to 12 -gauge wire; lead -lined
cabinet; casters; ferrofluid cooled; protection
circuits. Standard finish walnut and oak, avail-
able in Scandinavian rosewood, black, or white -
lacquer. Power handling 200 W cont; FR 36-
22,000 Hz ±4 dB; imp 8 ohms. 131/2 x 36 x 1342
in. at base $1,500/pr

SCT+ Inverted Cone Speaker
Features inverted -cone, coherent line source
(CLS) controlled -directionality driver; ferrofluid
cooled drivers; protection circuits; 5 -way post.
Power handling 225 W peak; FR 37-20,000 Hz
±4 dB; sens 91 dB sPL/W/m; imp 8 ohms. Fin-
ished in Scandinavian light oak, New England
walnut and black matador vinyl veneer. I IN x
42 x 111'4 in $1.100/pr

SCS Inverted Cone Speaker
Features inverted -cone, coherent line source
(CLS) controlled -directionality driver; ferrofluid
cooled drivers; protection circuits; 5 -way post.
Power handling 125 W peak; FR 44-20.000 Hz
±4 dB; sens 90 dB SPL/W/m: imp 8 ohms. Fin-
ished in Scandinavian light oak. New England
walnut and black matador vinyl veneer. I x

3142 x I I in $650/pr

CAM 42 SBA 2 -Way Bookshelf Speaker
Two-way bookshelf speaker. Features rotatable
egg -shaped 1/4 -in polycarbonate dome tweeter
system; 8 -in polypropylene woofer; ferrofluid-
cooled tweeter; 12 -in passive radiator and
Ohm's patented sub -bass -activator; lower han-
dling 300 watts peak; FR 39-20,000 Hz ±4 dB;
sensitivity 90dB sPL/W/m; impedance 8 ohms.
Brushed bronze vinyl finish. 14N x II x 261/2
in $575/pr

CAM 32 SBA 2 -Way Bookshelf Speaker
Two-way bookshelf speaker. Features rotatable
egg shaped N -in polycarbonate-dome tweeter
system; polyswitch circuit breakers: protection
circuits; 61/2 -in woofer; 10 -in passive radiator;
and patented sub -bass activator. Power han-
dling 175 W peak; FR 39-20.000 Hz ±4 dB; sens
90 dB: imp 8 ohms. Brushed bronze vinyl. 121/4
x II x 22114 in $450/pr

ONKYO
S-91 4 -Way Speaker
Bass -reflex system with 12 -in polypropylene
woofer, 5 -in midrange, I -in ferrofluid-cooled
polycarbonate dome tweeter, and 1/2 -in dome su-
pertweeter. Features auto overload protection.
Max power 150 W; FR 32-22.000 Hz; sens 93 dB
sPL/W/m; imp 8 ohms. Oak veneer. 157A x 393/4
x 101/4 in; 40 lb $480/pr
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Phase Technology 435 -ES

PARADIGM
Studio Monitor 3 -Way Speaker
Features dual 8 -in woofers; 6 -in midrange; I -in
ferrofluid-cooled tweeter. FR 28-20,000 Hz ±2
dB; sens 91.5 dB. Triampable. Walnut, oak, or
black -ash wood finish. 111/4 x 421/2 x 161/2; 90
lb 51,900/pr

Export Monitor 2 -Way Speaker
Features 8 -in woofer; I -in ferrofluid-cooled
tweeter. FR 28-20,000 Hz ±2 dB; sens 88.5 dB.
Biampable. Walnut, oak, or black -ash wood fin-
ish. 1044 x 24 x 14; 35 lb 5840/pr

Control Monitor 2 -Way Speaker
Features 8 -in woofer; I -in fen-ofluid-cooled
tweeter. FR 39-20,000 Hz ±2 dB; sens 90 dB.
Biampable. Walnut, oak, or black -ash wood fin-
ish. 10 x 20 x 131/2; 28 lb $700/pr

Model 5se 2 -Way Speaker
Features 8 -in woofer; 6 -in midrange; I -in feffo-
fluid-cooled polyimidc-dome tweeter. FR 38-
20,000 Hz ±2 dB; sens 90 dB. Walnut or black -
ash vinyl. 10 x 201/4 x 1144; 24 lb $360/pr

Model 3se 2 -Way Speaker
Features 8 -in woofer; I -in ferrofluid-cooled po-
lyimide-dome tweeter. FR 45-20,000 Hz ±2 dB;
sens 91 dB. Walnut or black -ash vinyl finish. 91/2
x 1944 x 1044; 22 lb $300/pr

PHASE TECHNOLOGY
PC -60/50 Subwoofer/Satellite System
3 -piece satellite/subwoofer system consists of
PC60 satellite and PC50 subwoofer. Power han-
dling 25-150 watts; frequency response 30-
20,000 ± 3 dB; sensitivity 87.5 dB sm/W/m;
impedance 8 ohms; crossover points 150 and
1,200 Hz 5830/system

730 -ES 3 -Way Tower Speaker
Tower speaker with 10 -in bass/midrange driver,
51/4 -in cone midrange, I -in ferrofluid-cooled
soft -dome tweeter. Features asymmetrically
mounted tweeter and midrange. Power handling
120 watts; frequency response 36-20,000 Hz ± 3
dB; sensitivity 93 dB SPL/W/m; nominal imped-
ance 8 ohms; crossover points at 250 and 3,000
Hz. Black -ash or dark -oak vinyl veneer. 34 x
121/2 x 104 in 5630/pr

PC -40 2 -Way Speaker
Bookshelf acoustic -suspension phase -coherent
speaker with 51/4 -in solid -piston woofer; I -in
soft -dome tweeter. Accepts banana plugs. Power
range 15-80 W; FR 70-20,000 Hz ±3 dB; sens 89
dB sPL/W/m; imp 4 ohms. Walnut. stained -oak,

and light -oak finishes. 61/2 x 94 x 544 in; 10
lb $380/pr

435 -ES 2 -Way Bookshelf Speaker
Bookshelf speaker with 8 -in bass/midrange and
I -in ferrofluid-cooled soft -dome tweeter. Fea-
tures asymmetrically mounted tweeter. Power
handling 80 watts; frequency response 45-
20,000 Hz ±3 dB; sensitivity 92 dB sPL/W/m;
nominal impedance 8 ohms; crossover point
2,500 Hz. Black -ash or dark -oak vinyl veneer.
221/2 x 12 x 101/4 in $300/pr

PINNACLE
PN 8+ 2 -Way Bookshelf Speaker
Acoustic -suspension bookshelf speaker with
dual patented front -mounted Diaduct ports. 8 -
in black polypropylene woofer, and I -in high
gloss polymer, double -chamber, liquid -cooled
dome tweeter. Power handling 10-125 W rms
cont, 375 W peak; FR 30-21,000 Hz; sens 90 dB
SPL/W/m; imp 6 ohms; crossover points 120
and 6,000 Hz. Black -oak veneer with contrast-
ing solid oak wood trim. 191/4 x 111/4 x 114 in;
35 lb/pr $399/pr

PN 7+ 2 -Way Bookshelf Speaker
Vented bookshelf speaker with dual patented
front -mounted Diaduct ports, 61/4 -in black poly-
propylene woofer and a 1 -in polymer -dome, liq-
uid -cooled tweeter. Power handling 10-80 W
rms cont, 240 W peak; FR 38-21,000 Hz; sens 91
dB sPL/W/m; imp 6 ohms; crossover frequency
3,300 Hz. Black -oak veneer with solid oak trim.
151/4 x 944 x 84 in; 35 lb/pr $309/pr

Sub + Subwoofer
Tuned -passive subwoofer with patented Dia-
duct port, two 61/4 -in down -firing woofers. Fea-
tures rigidly braced, partitioned enclosure with
non -parallel internal walls; switchable first -or-
der crossover; compatibility with 4-8 ohm book-
shelf speakers. Power handling 100 W rms. 2
year warranty. 134 x 191/2 x 1142 in... $229/ea

PIONEER
Elite TZ-9 Speaker
Integrated twin -bass drive system with horizon-
tally opposite -mounted twin woofers. Features
ceramic graphite diaphragm in dome midrange
and dome tweeter $2,000 ea

Elite TZ-7 Speaker
Features ceramic carbon dome tweeters; inte-
grated twin -bass drive system with horizontally
opposite -mounted twin woofers .... $1,800/pr

Pinnacle PN 7+

POLK AUDIO
SDA-SRS 1.20 3 -Way Speaker
Incorporates Polk's proprietary Stereo Dimen-

sion Array technology for 3 -dimensional imag-
ing. Features 15 -in planar sub -bass radiator;
eight 61/2 -in trilaminate polymer bass/midrange
drivers; four SL3000 I -in trilaminate polymer
dome tweeters. Fa 10-26,000 Hz; power han-
dling 1,000 W cont; imp 6 ohms. Oiled oak, or
walnut 'finish. 21 x 631/4 x 131/4 in; 185 lb
ea 53,400/pr

Pioneer Elite TZ-9

SDA-SRS 2.3t1 3 -Way Speaker
Floor -standing smaller -version SRS I.2t1. Fea-
tures Polk's proprietary Stereo Dimension Ar-
ray technology for 3 -dimensional imaging. Fea-
tures I5 -in planar sub -bass radiator; six 61/4 -in
trilaminate polymer bass/midrange drivers;
three SL3000 1 -in trilaminate polymer dome
tweeters. Power handling 750 W cont; FR 12-
26,000 Hz; nom imp 6 ohms. Oiled oak or wal-
nut finish. 2044 x 55 x 131/4 in; 155 lb $2,500/pr

SDA-IC 3 -Way Speaker
Floor -standing speaker. Features four 61/4 -in tri-
laminate polymer bass/midrange drivers; two 1 -
in silver -coil polymer -dome tweeters; 12 -in pla-
nar sub -bass radiator. Power handling 500 W
cont; FR 15-26,000 Hz; nom imp 6 ohms. Oiled
walnut or oak cabinet. Black studio version at
lower cost. 161/4 x 431/4 x 12 in; 95 lb 51,800/pr

SDA-2B 3 -Way Speaker
Similar to SDA-1B except two 61/4 -in trilaminate
polymer bass/midrange drivers; I -in silver -coil
polymer -dome tweeters; I2 -in planar sub -bass
radiator. Power handling 350 W cont; FR 20-
26,000 Hz; nom imp 6 ohms. Oiled walnut or
oak cabinet. Black studio version at lower cost.
161/2 x 391/4 x 12 in; 87 lb 51,300/pr

RTA ilt Monitor 3 -Way Speaker
Real -Time -Array speakers with two 8 -in low -
resonance subwoofer, two 61/4 -in trilaminate
polymer bass/midrange drivers, and I -in poly-
mer -dome tweeter. Power handling 350 W cont;
FR 22 26,000 Hz; nom imp 6 ohms. Black -ash,
walnut, and oak vinyl finish. Genuine walnut
and oak veneer finish available at extra cost.
101/2 x 39 x 141/4; 58 lb $950/pr

Monitor 10B 3 -Way Speaker
Sub -bass radiator/sealed floor -standing speaker
with 10 -in fluid -coupled subwoofer, two 61/2 -in
trilaminate polymer bass/midrange drivers, and
I -in polymer dome tweeter. Power handling 250
W cont; FR 25-26,000 Hz; nom imp 6 ohms.
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Black -ash, walnut, and oak vinyl finish. Genu-
ine walnut and oak finish available at extra cost.
16 x 28 x 111/2 in $740/pr

RTA 8t Monitor 2 -Way Speaker
Real -Time -Array floor -standing speaker with
two 61/2 -in trilaminate polymer bass/midrange
drivers, and I -in silver -coil polymer -dome
tweeter. Power handling 250 W cont; FR 30-
26,000 Hz; nom imp 6 ohms. Black -ash, walnut,
and oak vinyl finish. Genuine walnut and oak
veneer finish available at extra cost. 16 x 28 x
91/4 in; 48 lb $650/pr

Monitor 7C 3 -Way Speaker
Sub -bass radiator/sealed bookshelf speaker with
10 -in fluid coupled subwoofer, 61/2 -in trilamin-
ate polymer bass/midrange driver, and I -in
polymer dome tweeter. Power handling 150 W
cont; FR 25-26,000 Hz; nom imp 6 ohms. 14 x
24 x 91/4 in $580/pr

AB -800 Architectural Reference 2 -Way Speaker
In -wall speaker features two 61/2 -in trilaminate
polymer bass/midrange drivers, and I -in silver -
coil polymer -dome tweeter. Power handling 150
W cont; FR 28-26,000 Hz; nom imp 6 ohms.
Off-white finish. 61/4 x 151/2 x 3 in .... $550/pr

AB -700 Architectural Reference 2 -Way Speaker
In -wall speaker features 61/2 -in trilaminate poly-
mer bass/midrange driver, and I -in silver -coil
polymer dome -tweeter. Power handling 125 W
cont; FR 30-26,000 Hz; nom imp 6 ohms. Off-
white finish. 61/4 x 91/4 x 3 in $400/pr

Precise Monitor 10

PRECISE ACOUSTIC
LABORATORIES
Monitor 10 3 -Way Speaker
Bass -reflex speaker with 10 -in woofer, 61/2 -in
midrange, and I -in soft -dome tweeter. Features
tuned -port design. FR 20-35,000 Hz; power han-
dling 250 W max. Natural -oak -veneer fin-
ish $1,800/pr

Monitor 9 2 -Way Speaker
Floor -standing speaker with 8 -in woofer, I -in
tweeter, and 10 -in passive radiator. Power han-

dling 150 W max; sens 91 dB sm./W/m; nom
imp 6 ohms $700/pr

Monitor 7 Speaker 2 -Way Speaker
Bass -reflex speaker with 8 -in woofer and I -in
tweeter. FR 28-35,000 Hz; power handling 100
W max; sens 91 dB sPL/W/m; nom imp 6
ohms $500/pr

PSB
Stratus Tower 2 -Way Speaker
2 -way speaker with 8 -in woofer with focused
magnetic gap and cloth -dome tweeter. Power
handling 30-200 W; crossover at 1,800 Hz; FR
40-20,000 ± 1.5 dB; sens 91 dB; imp 6 ohms.
Light/dark oak or black finishes.... $1,500/pr

CS 180W 2 -Way Speaker
2 -way speaker with 8 -in polypropylene woofer
and I -in treated cloth -dome tweeter. FR 40-
20,000 Hz ± 1.5 dB. Black or dark oak fin-
ish $800/pr

50 MK11 2 -Way Speaker
2 -way speaker with 8 -in polypropylene cast bas-
ket woofer and I -in textile -dome tweeter. Imp 6
ohms. Black or brown finish $500/pr

QUAD
ESL -63 US Monitor Electrostatic Speaker
Full -range electrostatic double speaker with di-
pole source. Features 2 protection circuits. Pow-
er handling 150 W; sensitivity 86 dB sPL/W/m;
impedance 8 ohms; axis band limits -6 dB at
35 Hz, third -order, -6 dB at 20,000 Hz. Black
finish. 28 x 36 x 11 in; 46.5 lb $3,995/pr

REALISTIC
Mach Two 3 -Way Speaker
Vented ferrofluid-cooled speaker with I5 -in
woofer, S -in cone midrange, 4 -in dual -radial su-
perhorn tweeter. Level controls for midrange
and tweeter. Max power 160 W; sens 94 dB sm./
W/m $520/pr

RECOTON
Wireless 100 Powered Speaker System
System consisting of transmitter and 2 powered
speakers enabling listening to stereo in any
room in house. Transmitter plugs into any au-
dio component or AC outlet, speakers plug into
that room's AC outlet. Features 41/2 -in full -range
driver; volume control; FR 60-15,000 Hz; sep 90
dB, S/N 80 dB; 12 W/ch amp. Available in black
or white $270

REvox
Duetto Speaker
Single -enclosure speaker with two sets of three
drivers mounted on either side of wedge shape
enclosure. May be used with Power Cube or Pic-
colo Bass. Features two 4 -in midranges; I -in
dome tweeter. Frequency response 90-22,000
Hz; sens 89 dB sm../W/m; nominal impedance 4
ohms. Black lacquer finish. 14 x 14 x 14

in $1,095
Black or white matte finish $795

Piccolo Satellite/Subwoofer System
Satellite speakers may be used with or without
companion subwoofer. Satellites feature 41/4 -in
midrange driver; 4'4 -in dome tweeter. Subwoofer
features 101/4 -in subwoofer. Power handling 70

Revox Duetto

W cont; frequency response 48-22,000 Hz ±3
dB; sensitivity 86 dB sm../W/m; imp 4 ohms;
black finish. Satellite: 5.5 x 8.75 x 5.75 in, 5 lb. 8
oz. Subwoofer. 15.25 x 14.25 x 14.5 in. 32 lb.
Satellites $390/pr
Subwoofer $450 ea

ROGERS
PM510a 2 -Way Reflex Speaker
Features bi-wireable crossover network. Power
handling 200 W; imp 8 ohms; FR 40-16,000 Hz
±3 dB; sens 92 dB sPL/W/m. 30 x 18 x 154t in;
78 lb. Walnut, teak, or black S3,495/pr

IS7t 2 -Way Speaker
Features titanium -dome tweeter and bi-wirable
crossover. Power handling 200 W; FR 55-22,000
Hz ±2 dB; imp 8 ohms; sens 88 dB SPL/W/m.
22 x 103/4 x II in; 38 lb. Walnut, teak, or
black $949/pr

LS6a 2 -Way Speaker
Features bi-wirable crossover. Power handling
150 W; FR 50-20,000 Hz ±2 dB; imp 8 ohms;
sens 89 dB sPL/W/m. 20 x 104'4 x 11 in; 45 lb.
Walnut, teak, or black $699/pr

LS2a 2 -Way Bookshelf Speaker
Power handling 100 W; FR 60-20.000 Hz ±2
dB; imp 8 ohms; sens 87 dB sPL/W/m; 29 lb. 14
x 9 x 8 in. Black/walnut vinyl $399/pr

SANSUI
SP-X5U 3 -Way Speaker
61/2 -in low woofer, 51/4 -in midbass with a carbon -
filled polypropylene cone with butyl rubber sur-
round and an aluminum diecast frame, and a I -

in liquid -cooled tweeter with a silk diaphragm
dome. Features rounded baffle edges; gold-plat-
ed 5 -way binding posts. FR 45-23,000 Hz ±3
dB; power handling 75 W/ch rms; sens 88 dB
spi/W/m; imp 6 ohms; crossover freq at 350
and 7,000 Hz. 371/2 x 111/2 x 111/2 in. Oak or
black wood -grain finish $500/pr

SW-S7.7U 3 -Way Subwoofer/Satellite System
2 SP-XO.7U acoustic -suspension satellites and
1 SP-W7U tunable acoustic post subwoofer.
The subwoofer (SP-W7U) is a 61/2 -in twin drive
mechanism mounted in a cabinet with a tune-
able port. The 5 -in midrange in the satellites has
a carbon -filled polypropylene cone. The satellite
tweeter is a 1/2 -in ferrofluid cooled polycarbon-
ate soft -dome. Power handling 60 W/ch rms

132 STEREO REVIEW FEBRUARY 1990



SPEAK ERS
into 6 ohms; FR 55-22,000 Hz; sens 88 dB sPL/
W/m. Crossover frequencies at 200 and 6,000
Hz. Satellites: oak grain or black wood grain. 7 x
I x 71/4 in; 10 lb. Subwoofer black textured
finish. 19 x 91/4 x 111/4 in; 26 lb... $380/system

Scorr
Model 10.3a 3 -Way Bookshelf Speaker
Acoustic -suspension speaker with 10 -in woofer;
ferrofluid-cooled 41/2 -in midrange; 1N -in center -
mounted ferrofluid-cooled tweeter; hickory vi-
nyl finish. FR 45-20,000 ±4 dB; power range 10-
100 W rms; sens 92 dB sPL/W/m; imp 8 ohms;
231/4 x 121/2 x 87/s in; 20 lb ea $260/pr

SHAHINIAN ACOUSTICS
Obelisk 3 -Way Speaker
3 -way folded double -prism 50 -inch hybrid
transmission line speaker with 8 -inch asymmet-
rically placed high -temperature voice -coil poly
woofer, 10 -inch mass -loaded -membrane viscous
damped polypropylene passive radiator, two
I4 -inch cambric ultra light exposed dome mid-
ranges, four 1/4 -inch W-shaped polymid-dome
tweeters. Minimum power handling 50 watts;
maximum power handling 500 watts; imped-
ance 4 ohms nominal. Walnut and oak standard
finishes; finishes available. 29 x 141/2 x 121/2 in;
55 lb $2,050/pr

Arc 3 -Way Speaker
Vertical transmission -line speaker with 8 -inch
high -temperature voice coil polylpropylene
woofer; 10 -inch mass -loaded -membrane vis-
cous -damped passive radiator; 11/4 -inch cambric
ultra -light exposed dome midrange, and I -inch
titanium super -tweeter. Features time -aligned
phase -correct driver placement. Minimum pow-
er 30 watts; maximum power 350 watts; imped-
ance 4 ohms nominal. Natural, medium or dark
oak finish on 1/4 -inch fiberboard. 271/2 x 14 x 91/4
in; 42 lb $1,200/pr

Lyre 2 -Way Speaker
Forward -firing speaker with 8 -inch high -temp
voice coil poly -woofer, I -inch titanium -deposit
poly dome super -tweeter, and 10 -inch passive
radiator. Frequency response 30-18,000 Hz -3
dB. Dark or light oak veneer; 231/2 x 111/4 x 111/4
in; 43 lb $950/pr

Shure HTS50CF

Elf 2 -Way Speaker
Forward -firing small monitor with tuned -
damped vent enclosure, 51/4 -inch polypropylene
woofer with rubber edge, I -inch polypropylene -

dome tweeter. Frequency response 55-18,000Hz
-3 dB; minimum power 25 watts; maximum
power 150 watts; impedance 6 ohms nominal.
Natural medium or dark oak finish. 121/2 x 61/4 x
71/4 in; 26 lb/pr $450/pr

SHURE
HTS50CF Center -Channel Speaker System
Acoustic suspension speaker for use as center
front speaker in surround system setup with two
61/2 -inch woofers and I -inch dome tweeter. Fea-
tures curved polymer diaphragm; magnetically
shielded, polypropylene drivers; fluid -cooled,
fused tweeter. Frequency response 55-18,000
Hz; sensitivity 88 dB SPL/W/m; impedance 5.6
ohms. Walnut -veneer finish; molded plastic
grille. 20 x 131/2 x 81/4 in; 37 lb $750

HTS50SW Subwoofer
Subwoofer for use in surround system setup
with heavy damped cone, shielded double mag-
net structure, and 12 -inch transducer. Features
curved polymer diaphragm; polypropylene driv-
ers. Frequency response 33-80 Hz; sensitivity 91
dB SPL/W/m; impedance 8 ohms. Walnut ve-
neer finish. 18 x 23 x 14 in; 65 lb $625

HTSSOLRS Surround -Sound Speaker
Acoustic suspension speaker for use as front
left, right, and/or surround speaker in surround
system setup with 61/2 -inch woofer and I -inch
dome tweeter. Features curved polymer dia-
phragm; magnetically shielded, polypropylene
drivers; Fluid -cooled, fused tweeter. Frequency
response 60-18,000 Hz; sensitivity 85 dB sPL/
W/m; impedance 5.6 ohms. Walnut -veneer fin-
ish; molded plastic grille. 131/2 x 10 x 81/4 in; 24.2
lb $500

SIGNET
SL230 3 -Way Subwoofer/Satellite System
Satellite contains a 31/2 -inch injection -molded
midrange driver and a 1/4 -inch ferrofluid-cooled
dome tweeter; subwoofer utilizes two down -fir-
ing, slot -loaded 6 -inch drivers. Power handling
100 watts continuous; frequency response 50-
20,000 Hz; sensitivity 88 dB sPL/W/m; cross-
over frequency 200/3,000 Hz. Satellites are fin-
ished in oak veneer and the subwoofer in black
vinyl. Satellites: 47h x 81/4 x 41/4 in, subwoofer: 13
x 21 x 61/4 in; 35 lb/system $700/system

SNELL ACOUSTICS
Type A -III 3 -Way Speaker
Floor -standing acoustic -suspension speaker
with curved baffle to eliminate diffraction, me-
chanically isolated midrange enclosure, floor -
loaded woofer, and rear -loaded supertweeter for
accurate room response. Hand -adjustment of
crossover values for specific drivers assures
acoustic performance virtually identical to ref-
erence speaker. Features 12 -inch high -power
long -excursion mass -loaded mechanically -iso-
lated cone woofer; 5 -inch mechanically -isolated
cone midrange; I -inch individually adjusted
dome tweeter; 1/4 -inch low -mass ferrofluid-
cooled dome supertweeter. Dual gold-plated in-
puts allow bi-wiring or bi-amping with or with-
out electronic crossover. Power handling 250
watts rms; frequency response 24-26,000 Hz ±3
dB, 38-18,000 Hz ± 1 dB; nominal impedance 8
ohms; crossover frequency 275/2,700/10,000
Hz. Hand -sanded, hand -rubbed matching oak,
dark oak, walnut, or black -finished veneers.
231/2 x 501/4 x 14 in; 160 lb each .... $4,680/pr

Snell Type EH!!

Type C -ill 3 -Way Speaker
Floor -standing bass reflex speaker system. Fea-
tures 10 -inch long -throw woofer; 5 -inch mid-
range; 1 -inch ferrofluid-cooled metal dome
tweeter; 1/4 -inch switchable rear tweeter; 4th -or-
der 24 dB/octave filters; bi-wirable or bi-ampa-
ble. Power handling 250 watts rms; frequency
response 34-22,000 Hz ±3 dB; sensitivity 88.5
dB sPL/W/m; nominal impedance 8 ohms;
crossover frequency 275/2,700 Hz. Hand -sand-
ed, hand -rubbed matching oak, dark oak, wal-
nut, or black -finished veneers. Includes tweeter
level control. 141/2 x 46 x 111/4 in; 95 lb
each $1,990/pr

Type EMI 2 -Way Speaker
Floor -standing bass -reflex speaker with 8 -inch
polymer -treated woofer, I -inch soft -dome
tweeter, and ultra -low -mass 3/4 -inch ferrofluid-
cooled rear -loaded dome supertweeter designed
for flat early -arrival of sound and accuracy of
listening -room response. Hand -adjusted cross-
over for specific drivers assures acoustic perfor-
mance virtually identical to reference speaker.
Dual gold-plated inputs allow bi-wiring or bi-
amping. Features rear -loaded port for optimim
low -frequency room loading. Power handling
150 watts rms; frequency response 39-20,000 Hz
± 1.75 dB; sensitivity 91 dB SPL/W/m; nom
imp 6 ohms; crossover frequency 2,700 Hz.
Hand -sanded, hand -rubbed matching oak, dark
oak, walnut, and black -finish veneer. Includes
tweeter level control. 13 x 35 x 11 in; 50 lb/
ea $990/pr

Type K41 2 -Way Speaker
Bookshelf acoustic -suspension speaker with 8 -
inch polypropylene cone woofer and I -inch fer-
rofluid cooled soft -dome tweeter. Hand -adjust-
ed crossover values for specific drivers assures
acoustic performance virtually identical to ref-
erence speaker. Dual inputs for optional bi-wir-
ing or bi-amping. Power handling 100 watts
rms; frequency response 70-20,000 Hz ±2 dB;
sensitivity 90 dB sPL/W/m; nominal impedance
3 ohms- crossover frequency 2,700 Hz. Oak,
dark oak, walnut, or black -finish veneer. In-
cludes tweeter level control. 11 x 18 x 9 in; 26 lb
each $465/pr
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SON A NCE
S45 2 -Way In -Wall Speaker
Speaker with 8 -inch polypropylene cone woofer
and I -in polycarbonate dome tweeter. Features
woofer with butyl rubber surround and special
compliant dust cap; tweeter with acoustic cham-
ber and bored pole piece; crossover with solid
capacitors, polypropylene bypasses, and heavy -
gauge chokes. Power handling 5-100 watts; fre-
quency response 35-22,000 Hz ±2 dB; sensitiv-
ity 90 dB sPL/W/m; nominal impedance 8
ohms; crossover point at 2,500 Hz. Available in
white with cloth or metal grille. 16 x 12 x 31/2 in;
II lb $675/pr

PSW2 In -Wall Subwoofer
Subwoofer with 2 -channel dual -voice coil 8 -
inch driver. Features crossover with 3 position
level control. Frequency response 20-125 ±3
dB; sensitivity 87 dB sPL/W/m; nom imp 6
ohms; crossover 125 Hz. White with cloth or
metal grilles. 16 x 12 x 31/2 in; 14 lb... $450 ea

S3C 2 -Way In -Wall Speaker
Speaker with 61/2 -inch polypropylene cone woof-
er and I -inch soft dome tweeter. Features woof-
er with treated urethane surround and protec-
tive screens on basket windows; tweeter with
two positions: flat and +2.5 dB; crossover with
solid dielectric capacitors, air core choke on HP,
and ferrite core on LP circuit. Power handling 5-
75 watts; frequency response 45-20,000 Hz ±2
dB; sensitivity 89 dB sPL/W/m; nom imp 8
ohms; crossover point 2,500 Hz. Available in
white with cloth or metal grilles. 12 x 9 x 31/2 in;
9 lb $375/pr

M30 2 -Way In -Wall Speaker
Speaker with 4 -inch polypropylene cone woofer
and I -in polycarbonate, ferrofluid-damped pro-
pietary dome tweeter. Power handling 5-75
watts; frequency response 70-20,000 Hz ±2 dB;
sensitivity 86 dB sPL/W/m; nominal impedance
8 ohms; crossover point at 4.500 Hz. Available
in white with metal or cloth grille. 91/2 x 61/2 x 21/2
in $300/pr

SONOGRAPHE BY
CONRAD-JOHNSON
SW 1000 Stereo Subwoofer
Two side -firing magnetically shielded 10 -inch
woofers in golden oak cabinet. FR 25-110 Hz
± 2 dB; power range 10-200 watts; sensitivity 90
dB sPL/W/m; impedance 8 ohms; 191/2 x 36 x 18
in $849 each

SL 21 Mini -Monitor Satellite Speaker
Vented; 61/2 -inch polypropylene woofer; I -inch
dome tweeter; golden oak cabinet with brown
grille. Frequency response 52-20.000 Hz ±2 dB;
power range 10-80 watts; sensitivity 90 dB sPL/
W/m; impedance 8 ohms; 141/2 x 101/2 x 101/2
in $695/pr

SONY
APM-22ES 2 -Way Speaker
Bass -reflex speaker with APM (Accurate Pis -
tonic Motion) driver technology that incorpo-
rates a light, rigid, flat -diaphragm design. Fea-
tures 45 sq-inch APM woofer; 1.4 sq-inch APM
tweeter; built -inch circuit breaker for tweeter
protection; heavy-duty cabinet construction
with rounded edges. Includes speaker cord. Fre-
quency response 40-20,000 Hz; sensitivity 88

Sumo Aria

dB seL/W/m; power capacity 80 watts nominal;
111/2 x 2048 x 1248 in $500/pr

SOTA INDUSTRIES
Panorama 2 -Way Speaker
Time -Domain speaker with 7 -inch woofer; 1 -

inch hard -dome tweeter. Features bass exten-
sion of 45 Hz ± 3 dB; truncated pyramid enclo-
sure; 144 -inch walls; hard/soft structural
damping on woofers. Maximum power han-
dling 150 watts/ch; frequency response 45-
22.000 Hz ± 3 dB; sensitivity 90 dB dB sPL/W/
m; nominal impedance 6 ohms; crossover at
3,200 Hz. 12 x 18 x 6 in; 35 lb. Oak ... $1,595

SOUND DYNAMICS
Model 700 2 -Way Speaker
Computer -tuned bass -reflex pair with matched
parts. I in horn -loaded soft -dome tweeter with
free-floating suspension; 12 -inch woofer with
high -gauss linear forced motor and epoxy pot-
ting; black ash vinyl veneer. Power handling 15-
200 watts; frequency response 30-22,000 Hz ± 3
dB; sensitivity 101 dB sPL/W/m; nominal im-
pedance 8 ohms. 271/2 x 142/3 x 12 in; 45 lb
each $750/pr

SPICA
Angelus 2 -Way Speaker
2 -way mirror -imaged speaker system with 8 -
inch plastic cone bass/mid driver and I -inch
soft -dome tweeter. Features computer opti-
mized crossover; built-in adjustable spikes. Fre-
quency response 35-17,500 Hz ±3 dB (90-
15,000 Hz ± 1.5 dB); recommended power 50-
200 watts; nominal impedance 8 ohms; cross-
over 3,400 Hz (-6 dB). Walnut or oak finish.
21 x 46 x 1044 in; 57 lb each $ I,275/pr

SPL
Model 4000 2 -Way Speaker
Bass -reflex speaker with two 10 -inch woofers; 1 -
inch tweeter; crossover at 2,200 Hz. Power
range 20-150 W; frequency response 25-22.000
Hz ±3 dB; sensitivity 98 dB SPL/W/m. 43 x 13
x 15 in; 65 lb each $1,000/pr

Model 2000 2 -Way Speaker
Passive -radiator speaker with 8 -inch woofer; I -
inch tweeter; crossover at 2.200 Hz. Power
range 10-100 watts; frequency response 35-
22,000 Hz ±3 dB; sensitivity 95 dB SPL/W/m.
33 x 12 x 9 in: 33 lb each $500/pr

Model 1000 2 -Way Speaker
Bass -reflex speaker with two 51/2 -inch woofers;
4'4 -inch tweeter; crossover at 3,000 Hz. Power
range 10-100 W; FR 40-20,000 Hz ±3 dB; sensi-
tivity 90 dB sPL/W/m. 21 x 10 x 12 in; 21 lb
each $350/pr

SUMO
Aria Planar Speaker
Floor -standing panel speaker. Full -range, di-
pole, single -element, point -source design; uti-
lizes tensioned mylar as the membrane; no
crossover components; no equalization; no de-
lay lines. Power handling 200 watts continuous
average; frequency response 40-20,000 Hz ±3
dB; sensitivity 86 dB sPL/W/m; nominal imped-
ance 4 ohms. Medite construction. 30 x 60 x 31/2
in; 65 lb $3.000/pr

Samson Bass -Reflex Subwoofer
Floor -standing subwoofer with I5 -inch compos-
ite -cone woofer, 18.5 -lb magnet assembly. 4 -
inch edgewound copper voice coil; symmetrical
magnetic -field motor structure. Solid I -inch
butcher -block oak top. Frequency response 20-
120 Hz ± I dB; power handling 1.000 watts con-
tinuous; sensitivity 91 dB sPL/W/m; impedance
8 ohms. 29 x 22 x 19 in; 140 lb .... $749 each

SYNTHESIS BY CONRAD-JOHNSON
Reference Speaker System
Five -piece speaker system with two subwoofer
columns (each with two 10 -inch woofers), two
midrange/high-frequency units (with 7 -inch mi-
dranges, I -inch dome tweeters. leaf su-
Pertweeter); golden oak finish with radiused sol-
id -hardwood edges; active electronic crossover
supplied. Frequency response 22-32.000 Hz ±2
dB; power handling 10-250 watts; sensitivity 91
dB sound pressure level/W/m: nominal imped-
ance 8 ohms. Dimensions: subwoofer columns
69 x 14 x 14 inches; satellite speakers 44 x 10 x
10 inches $6,800/system

LM 310 3 -Way Speaker
10 -inch woofer; 7 -inch midrange; I -inch dome

tweeter. Light or dark oak cabinet with radiused
solid hardwood edges. Frequency response 25-
20,000 Hz ±2 dB; power range 10-200 watts;
sensitivity 91 dB sPL/W/m; impedance 8 ohms:
451/2 x 133/4 x 1442 in; 70 lb S3.250/pr

LM 260 2 -Way Speaker
Ported; 8 -inch polypropylene woofer; I -inch
dome tweeter. Light or dark oak cabinet with ra-
diused solid -hardwood edges. Frequency re-
sponse 41-20,000 Hz ±2 dB; power range 10-
100 watts; sensitivity 91 dB sPL/W/m;
impedance 8 ohms; 3942 x 12 x II in; 50
lb $ 1 .695/pr

LM 210 2 -Way Speaker
Ported speaker with 61/2 -inch polypropylene
woofer; I -in dome tweeter. Light or dark oak
cabinet with radiused solid -hardwood edges.
Frequency response 46-20,000 Hz ±2 dB; pow-
er range 10-80 watts; sensitivity 90 dB SPL/W/
m; impedance 8 ohms; 3312 x 101/2 x 101/2

in. $1,195/pr
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TANNOY
DC3000 3 -Way Speaker
Floor -standing speaker with coupling spikes.
Features 8 -inch dual concentric DMT driver; 8 -
inch bass unit, driven below 400 Hz; slotted -
port system. Bi-wired, gold terminals; cross -
braced driver and cabinet; wired with Van den
Hul cable. Power handling 175 watts rms; fre-
quency response 30-25,000 Hz ± 3 dB; sensitiv-
ity 92 dB sPL/W/m; nominal 6 ohms; crossover
frequency 400/2,300 Hz. Black -ash or rosewood
veneers. 61/2 x 221/4 x 71/2 in; 58 lb, 14 oz
ea SI,900/pr

DC2000 3 -Way Speaker
Floor -standing speaker with coupling spikes.
Features 8 -inch dual concentric DMT driver; 8 -
inch bass unit, driven below 400 Hz; closed box
system. Bi-wired, gold terminals; cross -braced
driver and cabinet. Power handling 150 watts
rms; frequency response 44-25,000 Hz ±3 dB;
sensitivity 92 dB sPL/W/m; nominal 6 ohms;
crossover frequency 400/2,300 Hz. Black -ash
veneers. 61/2 x 177/8 x 61/4 in; 43 lb, 14 oz
each $1,300/pr

M20 2 -Way Speaker
Floor -standing speaker with 8 -inch polyolefin
co -polymer bass driver, and I -inch DMT alumi-
num -dome tweeter; ducted -port system. Bi-
wired, gold terminals; cross braced drivers and
cabinet; wired with Van den Hul cable. Power
handling 100 watts rms; frequency response 48-
20,000 Hz ±3 dB; sensitivity 89 dB sPL/W/m;
nominal impedance 8 ohms; crossover frequen-
cy 3,000 Hz. Black -ash or rosewood veneers. 61/4
x 121/4 x 51/4 in; 18 lb, 8 oz each $900/pr

C -I0 2 -Way Speaker
Features 10 -inch polycone woofer; I -inch dome
tweeter; high -density particle -board cabinet.
Power handling 125 watts rms; frequency re-
sponse 47-20.000 Hz ±3 dB; nominal imped-
ance 8 ohms; sensitivity 91 dB sri/W/m; cross-
over frequency 2,300 Hz. 12 x 24 x 111/2 in; 27 lb
each $569/pr

TDL
Studio 3 2 -Way Speaker
Transmission -line speakers. Feature two doped
Cobex cone, 8 -inch vented pole woofers; I -inch
magnesium alloy, suspended metal -dome, ferro-
fluid tweeter with separate rear chamber. Fre-

Thiel CS 5

quency response 20-20.000 Hz; minimum pow-
er 30 watts; nominal impedance 8 ohms;
sensitivity 87 dB/W/m; crossover frequency
3,000 Hz. Walnut or black finish. 71/2 x 241/4 x
101/4 in; 59 lb. 9 oz each S I,995/pr
Studio 2. Similar to Studio 3 except I Cobex
cone woofer; frequency response 24-20,000 Hz;
61/4 x 221/4 x 91/4 in; 44 lb, 9 oz each . $1,545/pr
Studio I. Similar to Studio 2. 61/4 -inch bass/
midrange unit. Frequency response 28-20,000
Hz; sensitivity 86 dB sm./W/m. 57/5 x 181/4 x 81/4
in $ I,445/pr

TEAC
ST -X5 3 -Way Speaker
3 -way floor -standing acoustic -suspension speak-
er with 10 -inch polypropylene, carbon -filled
cone woofer. 5 -inch polypropylene, carbon -
filled cone midrange, and 1/4 -inch titanium
dome ferrofluid-cooled tweeter. Power handling
90 watts; impedance 6 ohms; SPL 90 dB/W/m;
crossover frequencies at 1,200 and 6,000 Hz;
frequency response 45-22,000 Hz ± 3 dB. 131/4 x
291/2 x 81/4 in; 29 lb $480/pr

TECHNICS
SB-CX700 3 -Way Speaker
3 -way speaker with composite Mica cone -type
12 -inch woofer, pure Mica cone -type 4 -inch
midrange, pure Mica I -inch dome tweeter, and
13 -inch cone -type passive radiator. Features rig-
id non -diffractive cabinet; vertical in -line speak-
er unit alignment; tweeter attenuator; auto reset
thermal relay protection for the tweeter. Power
handling 200 watts, 100 watts DIN; sensitivity
90 dB sm/W/m; frequency response 25-45,000
Hz (at 16 dB below average level); nominal im-
pedance 6 ohms; crossover frequencies 400 Hz
and 3,500 Hz. 141/4 x 351/2 x 121/4 in; 51.8
lb $700/pr

SB-CX500 3 -Way Speaker
3 -way speaker with composite Mica cone -type
10 -inch woofer, pure Mica cone -type 4 -inch
midrange, pure Mica I -inch dome tweeter, and
11 -inch cone -type passive radiator. Features
vertical in -line speaker unit alignment. Power
handling 150 watts, 75 watts DIN; sensitivity 89
dB sPL/w/m; frequency response 28-45,000 Hz
(at 16 dB below average level); impedance 6
ohms; crossover frequencies 500 Hz and 3,500
Hz. 121/4 x 321/4 x 1244 in; 37 lb $600/pr

SB-RX30 2 -Way Bookshelf Speaker
Bass -reflex speaker with 9 -inch flat -diaphragm
woofer and 141 -inch flat -diaphragm coaxial
tweeter. Features magnetic shielding for place-
ment near TV'S. Power 120 watts; frequency re-
sponse 44-30,000 Hz at 16 dB below average
level; sensitivity 88 dB sPL/W/m; impedance 6
ohms. 101/4 x 15 x 9 in; 16.5 lb. Wood fin-
ish $550/pr

SB-CX300 2 -Way Speaker
Bass -reflex speaker with 8 -inch composite Mica
cone -type woofer and I -inch pure Mica cone -
type dome tweeter. Features in -line speaker unit
alignment. Power handling 120 watts, 60 watts
DIN; sensitivity 88 dB sPL/W/m; frequency re-
sponse 38-45,000 Hz (at 16 dB below average
level); impedance 6 ohms; crossover frequency
1,500 Hz. 101/4 x 181/2 x 10 in; 17.2 lb . $400/pr

THIEL
CS 5 Coherent Source 5 -Way Speaker
Floor -standing speaker incorporates the coher-

A

Triad System Six

ent source design, utilizes a sloping baffle and
electronic correction to achieve proper time
alignment and a synthesized first -order acoustic
crossover system; three 8 -inch woofers. 5 -inch
midrange driver. 2 -inch upper midrange metal -
dome driver, and a tweeter; three-dimensional
marble/polymer composite casting baffle; driver
diaphragms are made of either aluminum Kev-
lar or Kevlar/foam sandwich. Power handling
400 watts rms; frequency response 20-22,000 Hz
± I dB; sensitivity 87 dB sPL/W/m; impedance
2 ohms. Teak, gloss -black laminate, rosewood.
walnut or oak finish. 13 x 64 x 17 in; 180 lb
each. $9,200

CS 33 Coherent Source 3 -Way Speaker
Floor -standing electronic -bass -equalized speak-
er wits 10 -inch cone woofer, 4 -inch cone mid-
range. and I -inch dome tweeter. Features com-
plete time coherence by sloping baffle; complete
phase coherence by synthesized first -order
crossover system; 3 -dimensional sculpted anti -
diffraction baffle; electronic bass system; mag-
netic distortion -reducing drivers; cast -magne-
sium driver chassis; polypropylene crossover
capacitors; 30 -mm thick cabinet panels; real
wood veneer. Power handling 250 watts rms;
frequency response 23-20,000 Hz ± 2dB; sensi-
tivity 89 dB SPL/W/m; impedance 4 ohms.
Teak, oak, walnut, black, rosewood finishes. Di-
mensions: 13 x 42 x 13 in. Weight: 75 lb
each $2,450/pr

CS 2 Coherent Source 3 -Way Speaker
Floor -standing ported speaker with 8 -inch cone
woofer, 3 -inch cone midrange, and I -inch dome
tweeter. Completely time and phase coherent.
Time coherence achieved with sloping baffle;
phase coherence achieved with synthesized first -
order crossover networks. Features anti -diffrac-
tion grille; cast magnesium driver baskets; poly-
propylene crossover capacitors. Power handling
250 watts rms; frequency response 38-20,000 Hz
±2 dB; sensitivity 87 dB sPL/W/m; impedance
6 ohms. Oak, walnut, black, rosewood, teak fin-
ishes. 12 x 39 x 12 in; 62 lb each ... $1,650/pr

CS 1.2 Coherent Source 2 -Way Speaker
2 -way floor -standing speaker with sloping baf-
fle. Features metal dome tweeter. Woofer fea-
tures cast magnesium chassis; polypropylene di-
aphragm; sculpted speaker grille; Power
handling 150 watts rms; frequency response 52-
18,000 Hz ±2 dB; sensitivity 87 dB sound pres-
sure level/W/m; impedance 8 ohms; heavy in-
ternal bracing. Finished with teak, walnut, oak.
rosewood, or black laminate. Dimensions: 11 x
37 x 11 in. Weight: 47 lb each $1,090

TRIAD DESIGN
System Four Woofer/Satellite System
System consisting of two System Four satellite

STEREO REVIEW FEBRUARY 1990 135



SPEAK ERS
units and two System Four woofer units. De-
signed for floor placement with satellites on top
of woofers. Features 1 -inch fen-ofluid-cooled
dome tweeter and 8 -inch polypropylene -cone
woofer for each satellite, two 8 -inch polypropyl-
ene -cone drivers and a built-in 100 -watt (into 4
ohms) amplifier for each woofer unit. Satellite
units: power handling 100 watts continuous; fre-
quency response 70-18,000 Hz ±3 dB; sensitiv-
ity 90 dB sPL/W/m; impedance 8 ohms; cross-
over frequency 2,000 Hz. Woofer units:
frequency response 39-110 Hz ±3 dB; imped-
ance of speaker input 1,000 ohms; impedance of
line -level input 47,000 ohms; magnetic shield-
ing available at extra cost. Available finishes:
light or medium oak, walnut, rosewood, teak, or
zebrawood veneers; black or white. Satellite
units: 11 x 18 x 10 in. Woofer units: 141/2 x 14 x
13 in $1,550/system

System Seven In -Wall Woofer/Satellite System
System consisting of two in -wall System Seven
satellite units and one in -wall System Seven
woofer unit. Features I -inch ferrofluid-cooled.
fabric -dome tweeter, 5 -inch cast basket, treated
paper -cone midrange for the satellites; 12 -inch
polypropylene -cone driver with a built-in 70 -
watt amplifier for the woofer unit. Satellites:
power handling 100 watts continuous; frequen-
cy response 120-20,000 Hz; sensitivity 89 dB
sPL/W/m; nom impedance 6 ohms; crossover
frequency 2,500 Hz. Woofer: frequency re-
sponse 38-120 Hz ±3 dB; nom impedance 8
ohms. Satellite units: 71/4 x 10314 x 4 in. Woofer
unit: 141/4 x 194 x 6 in $975/system

System Six Woofer/Satellite System
System consisting of two System Six satellite
units and one System Six woofer unit. Features
44 -inch ferrofluid cooled mylar dome tweeter
and 31/2 -inch treated paper -cone midrange for
each satellite, 8 -inch polypropylene -cone driver
for the woofer unit with a built-in 70 -watt (into
8 ohms) amplifier. Satellite units: power han-
dling 70 watts continuous; frequency response
165-20,000 Hz ±2 dB; sensitivity 89 dB sPL/W/
m; impedance 8 ohms; crossover frequency
3,200 Hz. Woofer unit: frequency response 40-
140 Hz ±3 dB; impedance of speaker input
1,000 ohms; impedance of line -level input
47,000 ohms. Light -oak, medium -oak, or wal-
nut veneer or black, white, red, yellow, blue, or
green finish; rosewood, teak, zebrawood and
other exotic veneers are available at extra cost.
Satellite units: 4 x 7 x 4 in. Woofer unit: 1044 x
1044 x 101/4 in $675/system

VECTOR RESEARCH
VSP-124 4 -Way Speaker
Features I2 -inch woofer; 5 -inch midrange; 1 -

inch tweeter; I2 -inch passive radiator. Power
handling 250 watts continuous; sensitivity 92
dB sPL/W/m. 141/2 x 391/4 x 121/2 in; 47 lb
ea $520/pr

VSP-123 3 -Way Speaker
Features I2 -inch woofer; 5 -inch midrange; 1 -

inch tweeter. Power handling 250 watts continu-
ous; sens 92 dB sPL/W/m. 141/4 x 271/2 x 111/2
in $400/pr

VELODYNE ACOUSTICS
ULD-18 Powered Subwoofer
Floor -standing subwoofer with servo -controlled
long -throw I8 -inch driver with 44 -inch peak -to -
peak linear travel; 400-W amplifier. Level con-

trol to match subwoofer output to satellite
speaker output. Frequency response 15-85 Hz

3 dB; crossover at 85 Hz. Walnut, oak, or
black finish. Cabinet: 23 x 31 x 22 in; amp: 17 x
31/2 x 11 in $2,595
ULD-15. As ULD-18 but with I5 -inch driver
and 17 x 22 x 18 in cabinet, output capability
109 dB at 32 Hz $1.795

ULD-12 Powered Subwoofer
12 -inch servo -controlled down -firing driver
with 100-W rms Class B amplifier. Passive
crossover at 85 Hz. Line- or speaker -level con-
nection; subsonic filter -3 dB at 15 Hz; fre-
quency response 18-85 Hz ±3 dB. Walnut, oak
veneer or black finish. Cabinet: 16 x 17 x 21 in;
controller 8 x 11/2 x 6 in; 32 lb $1,195

VA -1012 Powered Subwoofer
Powered subwoofer features integrated Class A/
B amp; 12- and 10 -inch drivers. Passive cross-
over. power handling 100 W cont; FR 25-100
Hz; Tno<0.5%; crossover at 45 Hz. Black or vi-
nyl woodgrain finish. 181/4 x 16 44 x 181/4; 40
lb $645

Wharfedale Model 505.2

VENTURI BY BIC AMERICA
Venturi V830 3 -Way Speaker
Speaker with 8 -inch carbon -impregnated poly-
propylene woofer. 6 -inch cast -frame polycar-
bonate midrange, and a I -inch ferrofluid cooled
polylaminate soft -dome tweeter. Features a seg-
mented cabinet with 11/2 -inch high -density di-
viding plate; spikes for floor coupling. Power
handling 30-250 watts; frequency response 40-
22,000 Hz ±3 dB; sensitivity 91 dB sn/W/m;
impedance 8 ohms; crossover points 1,000 and
5,000 Hz. 1044 x 40 x 111/2 in; 45 lb... $799/pr

WHARFEDALE
Model 512.2 4 -Way Speaker
Features two 8 -inch woofers, 4 -inch midrange
woofer, and 3/4 -inch metal -dome tweeter; tuned -
port enclosure. Power handling 150 watts con-
tinuous; frequency response 30-22,000 Hz ±3
dB; sensitivity 90 dB sPL/W/m; crossovers at
1.000 and 5.000 Hz; nom impedance 8 ohms.
Mahogany or black -ash veneer. 11 x 35 x 11 in;
53 lb. 14 oz each $1,900/pr

Coleridge 2 -Way Speaker
Features 8 -inch mineral filled homogenous of
polypropylene 2 (MFHP 2) woofer in two mov-
ing coil in alloy housing, I -inch titanium -dome
in alloy housing; cast -aluminum chassis; sand-
wich mounted bass units; down firing flared re-
flex port. Gold plated 4 -way speaker terminal

with bi-wiring option. Power handling 100 watts
continuous; frequency response 45-20,000 Hz;
sensitivity 89 dB SPL/W/m; nom impedance 8
ohm. Black ash and real wood veneers. 10 x
184 x 101/2 in $1,400/pr

Model 510.2 3 -Way Speaker
Features 8 -inch woofer, 4 -inch midrange woof-
er, and 44 -inch metal -dome tweeter; tuned -port
enclosure. Power handling 100 watts continu-
ous; frequency response 35-22,000 Hz ±3 dB;
sensitivity 90 dB sPL/W/m; crossovers at 1,000
and 5,000 Hz; nom impedance 4 ohms. Mahog-
any veneer or black finish. 11 x 24 x 11 in; 30 lb,
13 oz each $1,400/pr

Delta 90 3 -Way Speaker
Features 10 -inch woofer, and 4 -inch cone 'mid-
range, and 44 -inch polyimide. soft -dome tweet-
er; tuned -port enclosure. Power handling 100
watts continuous; frequency response 35-20.000
Hz ±3 dB; sensitivity 89 dB sPL/W/m; cross-
overs at 1.000 and 5.000 Hz; nom impedance 8
ohms. Black oak vinyl finish. 12 x 27 x 9 in; 33
lb each $700/pr

Model 505.2 2 -Way Speaker
Features 8 -inch woofer, and 44 -inch metal -dome
tweeter; acoustic suspension enclosure. Power
handling 100 watts continuous; frequency re-
sponse 42-22,000 Hz ±3 dB; sensitivity 87 dB
sPL/W/m; crossover at 5,000 Hz; nom imped-
ance 8 ohms. Black finish. 10 x 17 x 9 in; 12 lb
each $560/pr

Ritz Diamond 2 -Way Speaker
Features 61/2 -inch woofer, and 44 -inch polyi-
mide. soft -dome tweeter; tuned -port enclosure.
Power handling 100 watts continuous; frequen-
cy response 40-22,000 Hz ±3 dB; sensitivity 90
dB sPL/W/m; crossover at 5,000 Hz; impedance
8 ohms. Black -oak vinyl finish. 9 x 14 x 8 in; 17
lb, 10 oz each $450/pr

Delta 50 2 -Way Speaker
Features 8 -inch woofer, and 44 -inch polyimide,
soft -dome tweeter; infinite -baffle design. Power
handling 100 W; frequency response 45-20,000
Hz ±3 dB; sensitivity 89 dB SPL/W/m; cross-
over at 5,000 Hz; nom impedance 8 ohms.
Black -oak vinyl finish. 10 x 18 x 8 in; 13 lb, 3 oz
each $350/pr

YAMAHA
NS -1 2 -Way Speaker
2 -way acoustic -suspension speaker with alumi-
num, nickel, cobalt magnets used in both woof-
er and tweeter. 644 -inch mica impregnated poly-
propylene woofer and 144 -inch soft, resin -
coated, cotton -dome tweeter. Features magnetic
shielding; tweeter -level control. Polyurethane
coated natural birch cabinet. Power handling 60
watts $998/pr

YST-S1 2 -Way Speaker
Two-way field -isolation system with 6 -inch
polypropylene multirange driver, 1 -inch soft -
dome tweeter; features Active Servo Technol-
ogy. Frequency response 28-20,000 Hz.
Black $700/pr

NS -10M 2 -Way Bookshelf Speaker
Bookshelf speaker with 7 -inch singlesheet white -
cone woofer, 13g -inch soft -dome tweeter, acous-
tic -suspension enclosure, high -efficiency max -
sound -dispersion design. Power handling 100
watts; sensitivity 90 dB sPL/W/m. 81/2 x 15 x 73/4
in; 30 lb $398/pr
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Acoustat, 613 S. Rockford Dr.,
Tempe, AZ 85281
(602) 967-3565

Acoustic Research, 330 Turnpike
St., Canton, MA 02021
(617) 821-2300

ADC, 707 E. Evelyn, Sunnyvale,
CA 94086
(408) 720-9800

Adcom, II Elkins Rd., East
Brunswick, NJ 08816
(201) 390-1130

a/d/s/, One Progress Way,
Wilmington, MA 01887
(508) 658-5100

Advent, 25 Tri-State Intl Office
Center, Lincolnshire, IL 60069
(800) 323-0707

Aiwa, 35 Oxford Dr., Moonachie.
NJ 07074
(201) 440-5220

Allison Acoustics, 1590 Concord
St., Framingham, MA 01701
(617) 237-2670

Altec Lansing, Rt. 6 & Rt. 209,
Milford, PA 18337
(717) 296-4434

American Acoustics, One Mitek Pl.,
Winslow, IL 61089
(815) 367-3000

Analog One, P.O. Box 7202,
St. Paul, MN 55107
(612) 649-0632

Apogee Acoustics. 35 York Ave.,
Randolph, MA 02368
(617) 963-0124

Arcam, P.O. Box 381, Highland
Lakes, NJ 07422
(201) 764-8958

Audio by Van Alstine, 2202 River
Hills Dr., Burnsville, MN 55337
(612) 890-3517

Audio Design Associates, 602-610
Mamaroneck Ave., White Plains,
NY 10605
(914) 946-9595

Audio Dynamics, 707 E. Evelyn,
Sunnyvale, CA 94086
(408) 720-9835

Audio Research, 6801 Shingle Creek
Parkway, Minneapolis, MN 55430
(612) 566-7570

AudioSource, 1327 N. Carolan Ave..
Burlingame, CA 94010
(415) 348-8114

Axiom Audio, Box 82, Hwy. #60,
Dwight, Ontario POA I HO
(705) 635-2222

B&K Components, 1971 Abbott
Rd., Lackawanna, NY 14218
(716) 822-8488

B&W of America, P.O. Box 653,
Buffalo, NY 14240
(416) 751-4520

Bang & Olufsen, 1150 Feehanville
Dr., Mount Prospect, IL 60056
(312) 299-9380

Bedini, 13410 Sayre St., Sylmar,
CA 91342
(818) 367-7922

Belles Research. 1237 E. Main St.,
Rochester, NY 14609
(716) 482-8850

Berning, 11007 Candlelight Lane,
Potomac, MD 20854
(301) 299-8970

BIC America, 895-E Hampshire
Rd., Stow, OH 44224
(216) 928-2011

Bose, The Mountain, Framingham,
MA 01701
(508) 879-7330

Boston Acoustics, 70 Broadway,
Lynnfield, MA 01940
(617) 592-9000

Boulder Amplifiers, 4850 Sterling
Dr., Boulder, CO 80301
(303) 449-8220

Bryston, 57 Westmore Dr., Rexdale,
Ontario M9V 3Y6
(416) 764-1800

Cambridge Audio, 89 Doug Brown
Way, Holliston, MA 01746
(617) 429-6706

Cambridge SoundWorks, 154
California St., Newton, MA 02158
(800) 252-4434

Canton, 915 Washington Ave. S.,
Minneapolis, MN 55415
(612) 333-1150

Carver, P.O. Box 1237, Lynnwood,
WA 98046
(206) 775-1202

Celestion, 89 Doug Brown Way,
Holliston, MA 01746
(508) 429-6706

Cello, 315 Peck St., New Haven,
CT 06513
(203) 865-1237

Ceres, 5816 Corporate Ave.. Suite
170, Cypress, CA 90630

(714) 821-3875

Cerwin-Vega, 555 E. Easy St.. Simi
Valley, CA 93065
(805) 584-9332

Clements, 76th St. Clair Ave. W.,
Toronto, Ontario M4V 1N2
(416) 967-1622

Conrad -Johnson, 2800R Dorr Ave.,
Fairfax, VA 22031
(703) 698-8581

Convergent Audio Technology,
24 Falcon Dr., West Henrietta,
NY 14586
(716) 359-2700

Counterpoint, 2610 Commerce Dr.,
Vista, CA 92083
(619) 598-9090

D'Ascanio Audio, 11450 Overseas
Highway, Marathon, FL 33050
(305) 743-7130

Dahlquist, 601 Old Willets Path,
Hauppauge, NY 11788
(516) 234-5757

Dana Audio, P.O. Box I, Austin,
TX 78767
(512) 251-7701

DB Systems, P.O. Box 460, Rindge
Center, NH 03461
(603) 899-5121

dbx, 707 Evelyn Ave., Sunnyvale,
CA 94086
(408) 720-9800

DCM, 670 Airport Blvd., Ann
Arbor. MI 48108
(313) 994-8481

Dennesen Electrostatics, 715 Hale
St., Beverly, MA 01915
(508) 927-2521

Denon, 222 New Rd., Parsippany,
NJ 07054
(201) 575-7810

Design Acoustics, 1225 Commerce
Dr., Stow, OH 44224
(216) 686-2600

Desktop Loudspeaker Systems.
3300 E. 10th St., Kansas City,
MO 94124
(816) 231-1983

Discrete Technology, 3395 Long
Beach Rd., Oceanside, NY 11572
(516) 764-1121

Dual (see Ortofon)

Eminent Technology, 225 E. Palmer
St., Tallahasse. FL 32301
(904) 575-5655

Energy, 3641 McNicoll Ave.,
Scarborough, Ontario MIX 105
(416) 321-1800

Epicure Products/EP!, 25 Hale St..
Newburyport, MA 01950
(508) 462-1000

ESS, 2575 El Presidio St., Long
Beach, CA 90810
(213) 537-2037

Fisher, 21350 Lassen St.,
Chatsworth, CA 91311
(818) 998-7322

Focus Speaker Systems, 1101 E.
Second St., Dayton, OH 45403
(513) 222-3946

Fosgate-Audionics, P.O. Box 70,
Heber City. UT 84032
(801) 654-4046

Fostex, 15431 Blackburn Ave.,
Norwalk, CA 90650
(213) 921-1112

Fried, 7616 City Line Ave.,
Philadelphia, PA 19151
(215) 473-7474

Goodman of England, 1225 17th
St., Denver, CO 80202
(303) 293-9737

Haller, 613 S. Rockford Dr.,
Tempe, AZ 85281
(602) 967-3565

Harman Kardon, 240 Crossways
Park West, Woodbury, NY 11797
(516) 496-3400

Heath, Hilltop Rd., St. Joseph,
MI 49085
(616) 982-5642

Hitachi, 401 West Artesia Blvd.,
Compton, CA 90220
(213) 537-8383

Image, 3641 McNicoll Ave.,
Scarborough, Ontario MIX 105
(416) 321-1800

Infinity, 9409 Owensmouth Ave.,
Chatsworth, CA 91311
(818) 709-9400

Jamo, 425 Huehl Rd., Bldg 3A,
Northbrook, IL 60062
(312) 498-4648

JBL, 240 Crossways Park West,
Woodbury, NY 11797
(516) 496-3400

Jensen, 25 Tri-State Inel Office
Center, Lincolnshire, IL 60069
(800) 323-0707

JPW Loudspeakers, 3450 E. Lake
Rd. #206-6, Palm Harbor, FL 34685
(813) 786-1983

JRM, 3716 Broadway N.E.,
Knoxville, TN 37917
(615) 688-6501

J. S. Engineering, 519 E. Middle
Turnpike, Manchester, CT 06040
(203) 643-2160

JVC, 41 Slater Dr., Elmwood Park,
NJ 07407
(201) 794-3900

KEF, 14120-K Sullyfield Circle,
Chantilly, VA 22021
(703) 818-3028

Kenwood, P.O. Box 22745, Long
Beach, CA 90801
(213) 639-9000

Kindel Audio, 32992 Calle Perfecto,
San Juan Capistrano, CA 92675
(714) 661-7321

Kinergetics, 6029 Reseda Blvd.,
Tarzana, CA 91356
(818) 345-2851

Kinetic Audio, P.O. Box 31075,
Chicago, IL 60631
(312) 625-9322

Kirksaeter, 4648 Evansdale Rd.,
Woodbridge, VA 22193
(703) 680-5548

KLH, 11131 Dora St., P.O. Box
1085, Sun Valley, CA 91352
(213) 875-0480

Klipsch, P.O. Box 688, Hope,
AR 71801
(501) 777-6751

Klyne Audio Arts, 828 7th Ave.
S.E., Olympia, WA 98501
(206) 943-5420

Koss, 4129 N. Port Washington
Ave., Milwaukee, WI 53212
(414) 964-5000

Krell Digital, 20 North Plains
Industrial Rd., Wallingford,
CT 06492
(203) 294-1213
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DIRECTORY OF MANUFACTURERS
Lazarus, 8130 Coldwater Canyon,
North Hollywood, CA 91605
(818) 982-6477

Lexicon, 100 Beaver St., Waltham,
MA 02154
(617) 891-6790

Linn Products, 18720 Oxhard St.,
Tarzana, CA 91356
(317) 849-7103

Luxman, P.O. Box 2859, Torrance,
CA 90509
(800) 421-2284

Madrigal, P.O. Box 781,
Middletown, CT 06457
(203) 346-0896

Magnavox, I Philips Dr., P.O. Box
14810, Knoxville, TN 37914
(615) 521-4316

Magnepan, 1645 Ninth St., White
Bear Lake, MN 55110
(612) 426-1645

Magnum Dynalab, 255 Great Arrow
Ave., Buffalo, NY 14207
(716) 873-9475

M&K, 10391 Jefferson Blvd.,
Culver City, CA 90232
(213) 204-2854

Marantz, 700 N. Commerce St.,
P.O. Box 2066, Aurora.
IL 60507
(708) 820-4800

Mark Levinson (see Madrigal)

Martin -Logan, P.O. Box 741, 2001
Delaware St.. Lawrence, KS 66044
(913) 749-0133

MB Quart, 25 Walpole Park South,
Walpole, MA 02081
(508) 668-8973

McIntosh, 2 Chambers St.,
Binghamton, NY 13903
(607) 723-3512

Melos Audio, 723 Bound Brook
Rd., Dunellen, NJ 08812
(201) 968-8771

Meridian (see Madrigal)

Mirage, 3641 McNicoll Ave.,
Scarborough, Ontario MIX 1G5
(416) 321-1800

Mission Electronics, 440 Discovery
Park, Burnaby, British Columbia
V5G 4M1
(604) 432-7727

Mitsubishi, 5757 Plaza Dr.,
Cypress, CA 90630
(714) 220-2500

Mod Squad, 542 N. Highway 101,
Leucadia, CA 92024
(619) 436-7666

Monitor Audio, P.O. Box 1355,
Buffalo, NY 14205
(416) 831-4741

Mordaunt-Short, 1225 17th St.,
Suite 1430, Denver, CO 80202
(303) 293-9737

Morel Acoustics, 414 Harvard St.,
Brookline, MA 02146
(617) 277-6663

Music Hall, 108 Station Rd.,
Great Neck, NY 11023
(516) 487-3663

NAD, 575 University Ave.,
Norwood, MA 02062
(617) 762-0202

Nakamichi, 19701 S. Vermont Ave.,
Torrance, CA 90502
(213) 538-8150

Near, 679 Lisbon Rd.,
Lisbon Falls, ME 04252
(207) 353-7307

NEC, 1255 Michael Dr.,
Wood Dale, IL 60191
(312) 860-9500

NHT, 536 Stone Rd.,
Suite H, Benicia, CA 94510
(707) 747-0151

Nikko, 5816 Corporate Ave.,
Suite 170, Cypress,
CA 90630
(714) 821-3875

Numark, 503 Newfield Ave.,
Raritan Ctr., Edison, NJ 08837
(201) 225-3222

Ohm Acoustics, 241 Taaffe Pl.,
Brooklyn, NY 11205
(718) 783-1111

Onkyo, 200 Williams Dr.,
Ramsey, NJ 07446
(201) 825-7950

Oracle, 505 Boul Industrial,
Sherdrooke, Quebec JIL I X7
(819) 566-5566

Panasonic, One Panasonic Way,
Secaucus, NJ 07094
(201) 348-7000

Paradigm, distributed by
AudioStream, Box 2410,
Niagara Falls, NY 14302
(416) 632-0180

Parasound. 950 Battery St.,
San Francisco, CA 94111
(415) 397-7100

Phase Technology, 6400
Youngerman Circle, Jacksonville,
FL 32244
(904) 777-0700

Philips, I Philips Dr., P.O. Box
14810, Knoxville, TN 37914

(615) 521-4316

Pinnacle, 517 Route III,
Hauppauge, NY 11788
(516) 360-9410

Pioneer, 2265 E. 220th St.,
Long Beach, CA 90810
(213) 835-6177

Polk Audio, 5601 Metro Dr.,
Baltimore, MD 21215
(301) 358-3600

Precise Acoustic Laboratories,
Suite B, 200 Williams Dr.,
Ramsey, NJ 07446
(201) 9341335

Proton, 5630 Cerritos Ave., Cypress,
CA 90630
(714) 952-8282

PS Audio, 302 S. 13th St.,
Grover City, CA 93433
(805) 481-4844

PSB (see NAD)

Quad, 14120-K Sullyfield Circle,
Chantilly, VA 22021
(703) 631-8618

Quicksilver Audio, 4119 Coronado,
Stockton, CA 95204
(209) 462-7711

Realistic, 1700 One Tandy Center,
Fort Worth, TX 76102
(817) 390-8330

Recoton, 46-23 Crane St..
Long Island City, NY 11101
(718) 392-6442

Revox, 1425 Elm Hill Pike,
Nashville, TN 37210
(615) 254-5651

Rogers, 64 Rambling Rd..
East Amherst, NY 14051
(201) 764-8479

Rotel, P.O. Box 653, Buffalo.
NY 14240
(416) 751-4525

Jeff Rowland Design Group,
P.O. Box 7231, Colorado Springs,
CO 80933
(719) 473-1181

SAE, 1703 Stewart St.,
Santa Monica, CA 90404
(213) 829-2222

Sansui, 1250 Valley Brook Ave..
Lyndhurst, NJ 07071
(201) 460-9710

Scott, 5601 Westside Ave.,
North Bergen, NJ 07047
(201) 662-2000

Shahinian Acoustics, 33 A&B
Cedarhurst Ave., Medford, NY
11763
(516) 736-0033

Sharp, Sharp Plaza, Mahwah,
NJ 07430
(201) 529-8200

Sherwood, 14830 Alondra Blvd.,
La Mirada, CA 90638
(800) 962-3203

Shure HTS, 222 Harvey Ave.,
Evanston, IL 60202
(312) 866-2532

Signet. 4701 Hudson Dr., Stow.
OH 44224
(216) 688-9400

Snell Acoustics, 143 Essex St.,
Haverhill, MA 01832
(508) 373-6114

Sonance, 32992 Calle Perfecto,
San Juan Capistrano, CA 92675
(714) 661-7558

Sony, Sony Dr., Park Ridge.
NJ 07656
(201) 930-7669

Sota, P.O. Box 7075, Berkeley.
CA 94707
(415) 527-1649

Sound Dynamics, 3641 McNicoll
Ave.. Scarborough, Ontario
MIX 1G5
(416) 321-1800

Soundcraftsmen, 2200 S. Ritchey
St., Santa Ana, CA 92705
(714) 556-6191

Soundstream, 120 Blue Ravine Rd.,
Folsom, CA 95630
(916) 351-1288

Spica, 3425 Bryn Mawr N.E.,
Albuquerque, NM 87107
(505) 883-6120

SPL, 3641 McNicoll Ave.,
Scarborough, Ontario MI X 1G5
(416) 321-1800

Sumiko, P.O. Box 5046, Berkeley,
CA 94705
(415) 843-4500

Sumo, 21300 Superior St.,
Chatsworth, CA 91311
(818) 407-2427

Superphon, 1035 Conger, #3,
Eugene, OR 97402
(503) 345-4226

Systemdek, P.O. Box 1049,
Hightstown, NJ 08520
(609) 448-7752

Tannoy, 300 Gage Ave., Kitchener.
Ontario N2M 2C8
(519) 745-2364

TDL, 652 Glenbrook Rd.,
Stamford, CT 06906
(203) 324-7269

Teac, 7733 Telegraph Rd.,
Montebello, CA 90640
(213) 726-0303

Technics, One Panasonic Way.
Secaucus, NJ 07094
(201) 348-7000

Thiel, 1042 Nandino Blvd.,
Lexington, KY 40511
(606) 254-9427

Threshold, 12919 Earhart Ave.,
Auburn, CA 95603
(9 I 6) 888-0600

Toshiba, 82 Totowa Rd., Wayne,
NJ 07470
(201) 628-8000

Triad Design, 490 N.E. 219th.
Troutdale, OR 97060
(800) 525-4018

Vector Research, 1230 Calle Suerte,
('amarillo, CA 93010
(805) 987-1312

Velodyne Acoustics. 1746 Junction
Ave., San Jose, CA 95112
(408) 436-0688

Well -Tempered Lab, 3108
McKinley Way, Costa Mesa.
('A 92626
(714) 549-9878

Wharfedale, 1230 Calle Suerte,
('amarillo, CA 93010
(805) 987-1312

Yamaha, 6722 Orangethorpe Ave..
Buena Park, CA 90620
(714) 522-9105
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BEST RECORDINGS OF THE MONTH

Stereo Review's critics
choose the outstanding
current releases

MICHELLE
SHOCKED COMES
OUT SWINGING

Ach
NYONE familiar with Mi-

elle Shocked's first two
Mercury albums knows that
the Texas feminist -anar-

chist -picker -poet is anything but
predictable and that each new rec-
ord from her is likely to be an Olym-
pic -size broad jump from the last
one. And yet, I came away from her
latest record, "Captain Swing,"
wide-eyed and a bit unsteady on the
feet: Who would have thought she
would move so quickly away from
her roots in folk and oral tradition
and electric roadhouse rock? And
who would have guessed that un-
derneath her spiky haircut Shocked
was a jazz baby after all?

But, of course, jazz takes many
forms, from the swing bands of the
1930's to the fusion performers of
the past several decades. In
Shocked's vocabulary, "swing" in-
corporates both pre -World War II
jazz-with the ambience of an old
78 recording-and the beatnik folk
of Maria Muldaur and Rickie Lee
Jones. And when things run the risk
of sounding camp, Shocked em-
ploys a modern turn on Fifties rock-
and-roll and country/Delta blues
(augmented by Bonnie Raitt's old
tuba player, Freebo) to frazzle up
the edges.

Even within these stylistic con-
fines, Shocked, working again with
imaginative producer Pete Ander-
son and his reliable, elastic rhythm
section, remains her joyously eccen-
tric self, floating along in free -form
creativity and projecting with ease.
If "Captain Swing" is yet another
attempt to explore the roots of na-
tive American music, it is in some
ways her most diffuse album to
date, yet clearly her most ambitious
and important one.

Still, those early fans who were
mesmerized by Shocked's Southern

story songs, political conscience,
and plaintive folkie acoustic -guitar
framework will be surprised here to
find big -band horns and clarinets
and full-bodied arrangements flesh-
ing out her songs, as well as a lyrical
sidestep from her usual personal
mythology and her favorite themes
of racism, the environment, and
housing. In an upbeat album of un-
abashedly romantic emotions and
comic lyric and instrumental flour-
ishes, only one song, Streetcorner
Ambassador, which offers a mod-
ern -jazz, peephole view of the com-
munity of the homeless, inflames an
angry heart.

Instead, Shocked busies herself
with a variety of pastimes, from the

whimsical musings of God Is a Real
Estate Developer to a psychoanaly-
sis of the Mona Lisa (in Looks Like
Mona Lisa)-who, in Shocked's
view, would let it be a photograph
with a wide grin, and not a painting
with a strange smile, if she had it to
do over again. But as amusing as
these lyrical portraits may be,
Shocked is more compelling musi-
cally in songs like Sleep Keeps Me
Awake, The Cement Lament, and
(Don't You Mess Around with) My
Little Sister.

In a sense, of course, Shocked is
concerned with eradicating musical
dividing lines, or at least the kind
that pigeonhole an artist as many-
sided and starkly original as she. If



BEST RECORDINGS OF THE MONTH

Sinopoli: involved

anyone can do it, Shocked may be
the one, as long as she keeps
expanding her goals and turning out
records as consistently fascinating
as "Captain Swing." "I'm taking/
The liberty to/Liberate myself," she
sings in Too Little Too Late. She is,
after all, the Captain of her album's
title. And of her own considerable
fate. Alanna Nash

MICHELLE SHOCKED: Captain
Swing. Michelle Shocked (vocals,
acoustic guitar); Pete Anderson (electric
guitar); Freebo (tuba); Zachary Richard
(accordion); other musicians. God Is a
Real Estate Developer; On the Greener
Side; Silent Ways; Sleep Keeps Me
Awake; The Cement Lament; (Don't
You Mess Around with) My Little Sister;
Looks Like Mona Lisa (Smells Like
Tuna Fish); Too Little Too Late; Street -
corner Ambassador: Must Be Luff MER-
CURY 838 878-1, © 838 878-4, © 838
878-2 (31 min).

A PASSIONATE,
DRAMATIC NEW
"TANNHAUSER"

HE new Deutsche Grammo-
phon recording of Wagner's
Tannhauser conducted by
Giuseppe Sinopoli is his

most successful opera recording to
date. He brings to the score his
usual high degree of preparation,
attention to detail, and emotional
involvement, but in allowing Wag-
ner's lyrical drama to sing for itself
he eschews the overdriven intensity

that mars some of his other opera
recordings. The result is that the
opera moves with passion and dra-
ma and at the same time with
pointed musical effect.

Sinopoli is aided in this accom-
plishment by a fine cast of artists
who sing with both beauty and
accuracy. They perform, too, as if
they have given uncommon atten-
tion to the dramatic facets of their
roles-something that's not always
true of Wagner performances, in
which the very length of individual
passages tends to obscure for listen-
er and performer alike the personal-
ity of the "speaker."

To the role of Tannhauser, Placi-
do Domingo brings a free and seem-
ingly well -rested tenor, musical au-
thority, and a rounded characteriza-
tion, at once sensual and devout,
caught between physical demand
and idealistic quest. His perform-
ance makes Wagner's difficult and
self-contradictory creation believ-
able, and while his handling of the
German text is not totally idiomat-
ic, it is expressive, well articulated,
and readily understandable.

Cheryl Studer's Elisabeth is
youthful and noble, deeply caring
and affectingly vulnerable. The her-
oine is here delineated by a soprano
whose instrument is right for the
part-neither too small for Wag-
ner's scoring nor too large to convey
convincingly a maiden -like quality.
It is a clear and expressive voice. As
Studer sings it, the joy of Elisabeth's

It Bites: fun and fireworks

entrance is in poignant contrast to
her disillusionment following Tann-
hauser's paean to physical love, and
her Prayer in Act III is equally mov-
ing. As Venus, Agnes Baltsa, too,
achieves a high level of perform-
ance, one that is musically secure,
vocally limpid, and dramatically
telling, from her opening passages
as amorous siren through her scenes
as jealous and imperious goddess to
her final defeat and womanly sor-
row as she feels herself abandoned.

Matti Salminen is sonorously no-
ble -voiced as the Landgraf, and he
brings to his role a warm humanity
that contributes materially to the
effectiveness of the drama. Andreas
Schmidt delivers Wolfram's cele-
brated apostrophe to the evening
star with telling simplicity and
beauty of tone. The other members
of the accomplished cast acquit
themselves handsomely.

A word must be added in praise of
the Chorus of the Royal Opera
House. Its singing throughout, but
especially in Act II, is no less than
thrilling, as is the sensitive, glowing
performance of London's Philhar-
monia Orchestra. Bravi tutti! This is
a Tannhauser recording that opera
enthusiasts will long esteem.

Robert Ackart

WAGNER: Tannhiiuser. Placido Do-
mingo (tenor), Tannhauser; Cheryl
Studer (soprano), Elisabeth; Agnes Balt-
sa (mezzo-soprano), Venus; Matti Sal-
minen (bass), Landgraf Hermann; An-
dreas Schmidt (baritone), Wolfram;
Kurt Rydl (bass), Biterolf; Barbara Bon-
ney (soprano), Junger Hirt; others. Cho-
rus of the Royal Opera House, Covent
Garden; Philharmonia Orchestra, Giu-
seppe Sinopoli cond. DEUTSCHE GRAM-
MOPHON 427 625-2 three CD'S (206
min).

PROGRESSIVE
ROCK FROM
IT BITES

pROGRESSIVE rock, that ma-
ligned stepchild of the Sev-
enties, gets a face lift from a
British foursome called It

Bites. Think positive (as in Yes, the
most obvious comparison), and you
will find their "Eat Me in St. Louis"
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Handley: a splendid achievement

as thrilling and as much fun as a
bobsled ride down an icy mountain.
The operative concept in progres-
sive rock is instrumental reach. For
some reason, well -thought-out gui-
tar solos, bracing keyboard chases,
and impeccably coordinated meter
changes annoy many critics, who
seem to prefer word play to instru-
mental fire, but It Bites has such a
fine melodic touch that there's no
reason not to sit back and enjoy the
fireworks.

There's a powerful emotional un-
dercurrent to the music, from the
pulsating sense of longing and de-
sire coursing through Underneath
Your Pillow to the raw -throated out-
rage of Murder of the Planet Earth.
Such songs as Calling All the Heroes
and Still Too Young to Remember
have a fabulistic quality, unfolding
in suite -like sections that build to
rich instrumental crescendos. Mid-
night imagines the terror of a kid
drafted into battle with the repeated
chant "living on the edge of my
nerves."

Leader Francis Dunnery speaks
commandingly through his guitar;

vocally, he recalls Peter Gabriel in
Genesis's early days, with a touch of
Steely Dan's Donald Fagen. As an
instrumental ensemble, It Bites
shines like chromium and dazzles
with the fire of a cut diamond.

"Eat Me in St. Louis," incidental-
ly, reprises four songs from two ear-
lier records-probably because no
one was paying attention the first
time around. Here's your chance to
redress that oversight.

Parke Puterbaugh

IT BITES: Eat Me in St. Louis. It Bites
(vocals and instrumentals). Calling All
Heroes; All in Red; Kiss Like Judas;
Midnight; Positively Animal: Under-
neath Your Pillow; Sister Sarah; The Ice
Melts into Water; Still Too Young to
Remember; Murder of the Planet Earth.
GEFFEN GHS-2426 I, © M5G-2426 I , ©
24261-2 (47 min).

VERNON
HANDLEY'S
WALTON

0 V ER the past decade or so,
the conductor Vernon
Handley, recording with a
variety of British orches-

tras and labels, has created a solid
reputation as one of the foremost
interpreters of his country's main-
stream twentieth-century reper-
toire-notably the works of
Vaughan Williams, Elgar, Bax, Wal-
ton, and, among the more recent
names, Robert Simpson. The latest
Handley offering is again top draw-
er in terms of both repertoire and
interpretation, not to mention sonic
splendor.

In his new EMI recording of Wil-
liam Walton's richly Neoromantic
First Symphony of 1935, Handley
not only far surpasses his own pre-
vious recording of the work (issued
here by Nonesuch in 1981), but he
fully measures up to the wonderful
recording made in 1967 by Andre
Previn. The response of the Bourne-
mouth Symphony players is alert
and passionate, and the warm and
spacious recorded sound benefits
from an acoustic surround that
comfortably accommodates the
huge climaxes of the symphony's

first and last movements. (The engi-
neers used a medium -distant micro-
phone pickup in a hall that provides
finely focused orchestral detail to-
gether with a sense of space for the
blockbuster climaxes.)

Handley's reading particularly ex-
cels in the two central move-
ments-the con malizia scherzo,
which communicates all the spite
and savagery one could wish for,
and the deeply poignant con malin-
conia slow movement. In the ex-
pansive outer movements, which
can seem too much of a good thing
at times, the conductor keeps every-
thing under unerring rhythmic and
dynamic control while letting the
melodies sing out in strong, unsenti-
mental fashion.

Fine as the symphony is, my
greatest pleasure in this disc came
from the coupler piece, Walton's
seldom -heard Variations on a
Theme by Hindemith, a 1963 trib-
ute to the fellow composer who in
1929 played the world premiere of
Walton's early masterpiece, the
Viola Concerto. The stately theme
comes from the slow movement of
Hindemith's 1940 Cello Concerto,
and around it Walton has woven a
set of nine variations and a finale
that are sparkling, solemn, tender,
and majestic by turns. That the
theme also shares elements with the
"St. Anthony" movement of Hin-
demith's Mathis der Maler Sym-
phony is subtly exploited by Wal-
ton. A high point is the moving len-
to molto variation, which echoes a
bit of the Britten War Requiem as
well as the slow -movement dirge of
Hindemith's Symphony in E -flat.
Walton's finale, with its elaborate
fugue, sounds as though it might
end in a blaze of fireworks, but
instead we get an exquisite valedic-
tory coda. The orchestral texture
and coloration represent Walton at
the top of his form. In short, the
piece is a gem-and would in itself
be ample justification for purchase
of the disc. But the whole recording
is a splendid musical, interpretive,
and sonic achievement. David Hall

WALTON: Symphony No. 1, in B -flat
Minor; Variations on a Theme by Hin-
demith. Bournemouth Symphony Or-
chestra, Vernon Handley cond. EMI/
ANGEL © CDC 49671 (66 min).
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CheckYour
Sneakers For Holes.

If you're looking for great bass,
we suggest you look behind your speakers.

For a hole about the size of a Q -ball.

Ora tortilla.
Because a speaker that's tuned and

"ported" to, say, 30 Hertz, is a full 3
decibels louder in the low frequency range.
Which may not sound like much. On paper.

But an increase of 3 decibels is equal
to doubling the amplifier power at the tuning
frequency (30 Hertz).

And reduces what's known as "cone
excursion'? Because with the added sen-
sitivity, the woofer requires less cone move-
ment to generate low frequency sounds.

So what you'll hear is clean, loud
and, yes, throbbing bass.

Of course, with a
vented speaker, there is
one thing you'll miss.

Distortion.
Simply, a vented

Cerwin-Vega speaker
can reproduce more
undistorted bass than
a comparable "sealed
system' Using less input
power and thus, putting less
stress on the woofer. And
your amplifier.

Now remember, this is
science, so there's more here

than just drilling holes.
Cerwin-Vega engineers fine tune each port for

Now that you know
what to look for in a speaker,

this is the speaker
you should be looking for.

optimum bass performance and efficient air
movement. Not to mention, the best sound.

All of which means that if your speakers don't
have holes, you might want to talk to a Cerwin-
Vega dealer.

And get the hole truth.

Cerwin-Vega!
For more information contact Cerwin-Vega, 555 East Easy Street, Simi Valley, CA 93065 805.584.9332

CIRCLE NO. 168 ON READER SERVICE CARD



POPULAR MUSIC

Discs and tapes reviewed bv
Chris Albertson, Plal Garland,
Ron Givens, Rov Hemming,
Alanna Nash, Parke
Puterba ugh, Steve Sint&

ANIMAL LOGIC. Animal Logic (vo-
cals and instrumentals); instrumental
accompaniment. There's a Spy (in the
House of Love); Someday Well Under-
stand; Winds of Santa Ana; I'm
Through with Love; As Soon as the Sun
Goes Down: and five others. I.R.S./
MCA IRS -82020, IRSC-82020,
IRSD-82020 (39 min).

Performance: Irresistible
Recording: Excellent

Animal Logic is further proof that you
cannot create a rock band according to a
formula-musical chemistry doesn't
follow textbook logic. Who would have
thought to combine a reggae -rocking
drummer, a jazz -fusion bassist, and an
unknown country -folk singer -songwrit-
er? Whoever it was, I'd like to thank
him. "Animal Logic" is a terrific debut,
full of great energy and fresh ideas.

Two members of the trio have im-
peccable credentials. Stewart Copeland
was the relentless drummer for the Po-
lice, and since that group dissolved, he
has written movie and Tv scores as well
as an opera, Holy Blood and Crescent
Moon, that had its premiere at the
Cleveland Opera last fall. Stanley
Clarke was the revolutionary bassist of
the fusion supergroup Return to Forev-
er and has made a number of solo
albums while also performing regularly
with keyboardist George Duke.

But who is Deborah Holland? Well,
she's a former piano teacher and club
singer who has a bell -clear voice and a
crisp vision of life and love. Imagine
Loretta Lynn singing the thoughts of
Edie Brickell, and you'll have a rough
approximation. Holland, who is also
the band's songwriter, has a tough,
melodramatic way of phrasing her viv-
idly sketched lyrics. She may be the
least -known member of the band, but
she is the one most on display here.
Holland makes it clear, in I'm Through
with Love and I Still Feel for You, that
she can't live with romance but can't
live without it. In Someday Well Un-
derstand she sings, "Love is not a con-
stant state/It has to ebb and flow/One

EXPLANATION OF SYMBOLS:

- DIGITALLY RECORDED I.P
Co - TAPE CASSETTE
O = COMPACT DISC (TIMINGS ARE

TO NEAREST MINUTE)

WARREN ZEVON

WARREN ZEVON iS a splen-
did rocker, but you cannot
appreciate the guy fully on
strictly musical terms. His

songs go far beyond the traditional sub-
ject matter of rock: falling in and out of
love. His songs even go far beyond the
traditional subject matter of smart rock:
how bad things have become and what
we can do about it. Warren Zevon
writes about this world, and alternative
worlds, with savage humor, fed -up wit,
a crooked smile. He is a visionary who
can kick out the jams. If Jonathan Swift
were alive today, and musically inclined
to an informed backbeat, he might be
nearly this good.

The new "Transverse City" is, to my
mind, Zevon's best album since "Excit-
able Boy." Its lyrics plunge into such
diverse territory as cyberpunk, evolu-
tionary dissolution, Russian imperi-
alism, computer heads, gridlock, and
love. And his music has the snap and
crackle to make his narratives pop.

Take the title cut. Zevon evokes a
techno-nightmare, a not -very -distant
world in which artificial ingredients
have taken over. In a headlong rush, he
slams through one excruciating detail
after another "Here's the hum of des-
peration/Here's the test-tube mating
call/Here's the latest carbon cycle/
Here's the clergy of the mall." The
description goes on and on, past the
point where you'd think even Zevon
must run out of breath. He is proclaim-

ing the end of humanity and the new era
of technocracy-and he's not happy
about it. Pushing him further into the
rant is the insistent noodling of Jerry
Garcia's guitar, a sweet sound that repli-
cates like a synthesized double helix out
of control. On other tracks, the guitars
of David Gilmour, Neil Young, and
Waddy Wachtel punch out the lights.

But they never overpower the words.
Who else but Zevon looks at the world
from such a sardonic perspective? Tur-
bulence gives us the viewpoint of a
Soviet soldier in Afghanistan: "Well,
you can talk about perestroika/And
that's all right for you/But, Comrade
Schevardnadze, tell me/What's a poor
boy like me to do?" Zevon takes net-
working to its ultimate bit -byte extreme
and rails against gridlocked traffic. He
uses the word "entropy," and it doesn't
sound a bit forced. You get the feeling
that Warren Zevon could produce good
short stories or riveting novels if he
wanted to. Instead, he writes good songs
and sings them. Rock-and-roll needs
more people like him. Ron Givens

WARREN ZEVON: Transverse City.
Warren Zevon (vocals, keyboards, gui-
tar); other musicians. Transverse City;
Run Straight Down; The Long Arm of
the Law; Turbulence; They Moved the
Moon, Splendid Isolation; Networking:
Gridlock; Down in the Mall; Nobody's in
Love This Year. VIRGIN 91608-1, ©
91608-4, 91608-2 (42 min).
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of us will pull/And the other one they
must let go." Even Elijah, which seems
to be about a pet, describes a one-sided
relationship.

All of this might have been maudlin if
not for Copeland and Clarke. They
make a splendid rhythm section: Cope -
land's straight -ahead pounding and
Clarke's dazzling pointillism gallop to-
gether with abandon. Playing on all of
the tracks, but not officially a member
of the band, is Michael Thompson,
whose silvery guitar and clucking banjo
provide a needed release from some of
the tension created between Holland's
ennui and the dynamism of Copeland
and Clarke. R.G.

KATE BUSH: The Sensual World.
Kate Bush (vocals, piano, keyboards);
Trio Bulgarka (background vocals);
Dave Gilmour (guitar); Davey Spillane
(uilleann pipes); vocal and instrumental
accompaniment. The Sensual World;
Love and Anger; The Fog; Reaching
Out; Heads We're Dancing; Deeper Un-
derstanding; and five others. COLUMBIA
OC 44164, ©OCT 44164, CD CK 44164
(46 min).

Performance: Histrionic
Recording: Excellent

On the cover of her sixth studio album,
Kate Bush, wide-eyed as a waif and with
naked shoulders, peers out from behind
a flowering rose to find a world that is
clearly more confusing than sensual.
Neither New Wave nor art rock, the
thirty -one -year -old English songstress
has been confounding and enthralling
audiences since her first album, in 1977,
and "The Sensual World," with eleven
songs that alternately shimmer with in-
vention and sink with pretension, fol-
lows that pattern. Bush, who wrote and
produced the album with the same un-
restrained license that leads her to com-
bine music, dance, mime, and magic in
concert, could have used a more disci-
plined hand at the wheel. It is one thing
to write a seductive, if sexually explicit
song (The Sensual World) based on
James Joyce's Ulysses. But it is quite
another to record a lonely -hearts love
song to a computer (Deeper Under-
standing), and still another to chronicle
dressing up as a rocket ("with my tail on
fire") to please your boy friend. With a
host of ear -tweaking foreign instru-
ments, the otherworldly Trio Bulgarka
chanting in the background, and at least
two songs that seem to start in the mid-
dle of a confrontation-the listener's
nose pressed against the window-Bush
knows how to seek and keep our atten-
tion. Whether she knows how to com-
municate, in what she calls "my most
personal and female album so far," is
yet another question. A.N.

DAVID BYRNE: Rei Momo. David
Byrne (vocals, guitars); vocal and in-
strumental accompaniment. Indepen-
dence Day; Make Believe Mambo; The
Call of the Wild; Dirty Old Town; The

Animal Logic: Deborah Holland, Stanlei(Parke, Stewart Copeland

Rose Tattoo; The Dream Police; and six
others. SIRE 25990-I, © 25990-4,
25990-2 (52 min).

Performance: Schizoid
Recording: Very good

David Byrne plays tourist in "Rei
Momo," and the vacation is one of
those do -it -all excursions. From the
Caribbean to South America, Byrne
covers a lot of ground musically and
stylistically, including a loping meren-
gue, a soft cha-cha, and an effervescent
samba. Over these relaxed, exotic in-
strumental tracks, Byrne sings his usual
discursive lyrics in a tight, squeaky
voice, close to the chirpy vocal style of
"Talking Heads '77," that clashes with
the sweet -and -easy music behind him.
In a couple of instances, Make Believe
Mambo and The Call of the Wild, he
sings in English, and a chorus responds
in Spanish-a kind of Pan-American
antiphony in which the vocals do mesh
with the syncopation behind them. But
elsewhere Byrne seems at odds with his

musicians. That may have been inten-
tional; he may have thought it aestheti-
cally dishonest to pretend to be a Latin
musician. If so, he's succeeded too well.
"Rei Momo" sounds like the work of a
man on holiday who can't wait to get
home. R.G.

IT BITES: Eat Me in St. Louis Isee
Best of the Month, page 140)

JEFFERSON AIRPLANE. Marty Bal-
in, Grace Slick (vocals); Jorma Kaukon-
nen (vocals, guitar); Paul Kantner (vo-
cals, guitar); other musicians. Planes;
Freedom; Solidarity; Madeleine Street;
Ice Age; Summer of Love; The Wheel;
and six others. EPIC OE 45271, ©OET
45271, EK 45271 (55 min).

Performance: Not so hot
Recording: Okay

According to usually reliable sources,
the recently reunited Jefferson Airplane
gave the most interesting performances
of any of the veteran rock acts that hit
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the road in 1989. Speaking as somebody
who frequently saw God during late -
Sixties Airplane shows, that wouldn't
surprise me particularly. But on the oth-
er hand, however heartening it may be
to have them back, their new album is
pretty lame. Superficially, at least, these
oldsters still sound like the Airplane of
yore, with their signature three -lead -
vocals -in -search -of -a -harmony appar-
ently unscathed by time. But the rest of
what made the band unique and excit-
ing-the interplay of a thundering
rhythm section, stinging psychedelic
guitar leads, and ominous twelve-
string-has been smothered here be-
neath a host of faceless guest musicians
and a production job tailored to some-
body's idea of what's acceptable for
radio play. Meanwhile, the songs are in
equal measure generic and mediocre:
With few exceptions-the self-con-
sciously soaring Planes and Jorma Kau-
konnen's bluely Ice Age-they inhabit
an aesthetic space somewhere between
obvious throwaways and clumsy agit-
prop. A major disappointment. S.S.

JETHRO TULL: Rock Island. Jethro
Tull (vocals and instrumentals). Kissing
Willie; The Rattlesnake Trail; Ears of
Tin; Undressed to Kill; Rock Island; and
five others. CHRYSALIS F I -21708, ©F4-
21708, © F2-21708 (50 min).

Performance: Sui generis
Recording: Exemplary

Tull honcho Ian Anderson claims not to
have understood the fuss over his
band's beating out Metallica for last
year's Heavy Metal Grammy. "Tull has
always been a sort of heavy-metal band
with mandolins," he's said, and he's got
a point, although he might have been
more accurate if he'd said "heavy metal
with flute." "Rock Island," the band's
first post -Grammy album, finds them
still dispensing their inimitable mixture
of Teutonic guitars and Celtic folk
styles, with the usual vague smuttiness
(Kissing Willie) and pseudomysticism
(everything else) thrown in for good
measure. For what it is, it's very skillful-
ly done (kudos, as usual, to bassist Dave
Pegg), and to give Anderson and com-
pany their due, they sound as if they
mean the music they're making. Most-
ly, though, this is fodder for "classic
rock" stations that want to play some-
thing current without throwing their lis-
teners too big a curve. S.S.

BILLY JOEL: Storm Front. Billy Joel
(vocals, keyboards); vocal and instru-
mental accompaniment. That's Not Her
Style; We Didn't Start the Fire; The
Downeaster "Alexa"; I Go to Extremes;
Shameless; and five others. COLUMBIA
OC 44366, © OCT 44366, © CK 44366
(45 min).

Performance: Has its moments
Recording: Good

For years, Billy Joel has been a sort of
musical equivalent of Woody Allen's

Zelig, changing styles from album to
album as an actor changes wardrobe.
This time, it seems, he wants to rock.
For "Storm Front," he chose Mick
Jones, Foreigner's guitarist, as his pro-
ducer, and they've come up with a hard -
edged set, the subtleties of Joel's Tin
Pan Alley songwriting often yielding to
a big, beefy backbeat. The drums have
never been louder or the beat more
metronomic in a Billy Joel album.

Not surprisingly, the rocking manner-
isms seem a mite strained, particularly

when Joel growls like Jagger in That's
Not Her Style or inserts swaggering
brass into the title track. As a whole,
"Storm Front" is less unified than a typ-
ical Joel album; taken song by song,
though, it has its moments. One of the
best is the hit We Didn't Start the Fire,
which effectively uses an accumulation
of headline -making buzzwords from
1949 to the present to illustrate that the
world has always been a messed -up
place.

When Joel drops the rock mask, he

The sound of Jensen car speakers won't just blow you away. It will blow you to
smithereens. It's sound that splinters. Sound that explodes. With enough power
to turn your car into an earthquake of rock and roll.

JXL-653 61/2" TRL4XIAL SPEAKERS. 135 watts peak/65 watts continuous power.
Polycarbonate dynamic cone tweeters. Long throw woofers. CLASSIC BLUES"
JCX-220 6" x 9" COAXIAL SPEAKERS. 130 watts peak/55 watts continuous
power. Dynamic cone tweeters. Long working woofers. Hot new cosmetics.
AMERICAN CLASSICS JTX-340 6"x 9" TRIA)UAL SPEAKERS. 150 watts peak/
60 watts continuous power. Dynamic cone tweeters. Long throw woofers,
Bass optimized design. M speakers made in the USA Write for a free brochure.

COINACT DISC

((4P

' 1989 Intemational Jensen Inc.
4136 N. United Parkway
Schiller Park, IL 60176 Dept B

JENSEN*
The most thrilling sound on wheels.

JENSEN
ykaa.

.(A.9(/

STEREO REVIEW FEBRUARY 1990 145



MICHAEL PENN

ICHAEL PENN is a thinking
person's pop musician who
has seemingly digested all
that's good about the music

of the past twenty-five years and pro-
cessed it through his own very interest-
ing perceptive filters. In his debut
album, "March," on RCA, there are
echoes of the adventurous but ton -
trolled spin the Beatles put on conven-
tional forms in "Revolver" and "Rub-
ber Soul," along with a dash of fun -
house -mirror pop a la Big Star.

Penn writes elliptically of love and
loss, couching his fatalistic thoughts in
tantalizingly obscure metaphors that
scan well even when the meanings
aren't exactly clear. He is part of a gen-
eration that never had a shot at inno-
cence, the way the baby boomers of the
Beatles -bred Sixties did. Consequently,
"March" is full of disillusionment and
yearning. As he sings in Brave New
World, a driving track whose lyrics hit
with Costello-esque bile, "This may not
be my best day/But this ain't no golden
age/You looked pretty on the freeway/
Let's drive into the brave new world."
In other words, get it when you can,
while you can.

"March" is a musical treat, with
mint -fresh melodies and nifty, limber
arrangements that surprise at every
crooked turn. Half Harvest has the
open, bluesy feel of vintage Traffic
(compare it with Feelin' Alright), but
it's given a baroque turn through the
use of marimba, stumbly rhythms, and
some delightfully off-the-wall guitar.
Bedlam Boys sounds like a Bowie/
Mott/T. Rex glam-rock homage, and
Evenfall celebrates and laments night-
time's call of the wild with a Fifties
jukebox groove. Yes, Michael Penn is in
control of what he's doing, but his
technical mastery is supported by real
soul and enlivened by real daring.

Parke Puterbaugh

MICHAEL PENN: March. Michael
Penn (vocals, guitar, bass, drum pro-
grams); Patrick Warren (keyboards);
vocal and instrumental accompani-
ment. No Myth; Half Harvest; This &
That; Brave New World; Innocent One;
Disney's a Snow Cone/Bedlam Boys;
Invisible; Cupid's Got a Brand New
Gun; Big House: Battle Room; Evenfall.
RCA 9692-1-R, © 9692-4-R, 9692-2-
R (43 min).

can put across a ballad with the best of
them. Leningrad, a poignant number
about a man he met in Russia, and The
Downeaster "Alexa", about a Long Is-
land fisherman whose livelihood is
threatened from all sides, are sung with
tenderness and passion. The album
closes with Joel alone at the piano in
And So It Goes. The honesty and integ-
rity of such performances, in contrast
with the overreaching ardor of the rock-
ier numbers, serve to underscore where
Billy Joel's real strengths lie. P.P.

THE KENTUCKY HEADHUNTERS:
Pickin' on Nashville. The Kentucky
Headhunters (vocals and instrumen-
tals); instrumental accompaniment.
Walk Softly on This Heart of Mine;
Dumas Walker; Rag Top; Rock 'n' Roll
Angel; Smooth; and five others. POLY -
GRAM 838 744-1, C 838 744-4, 838
744-2 (34 min).

Performance: Blues to bluegrass
Recording: Good

The folks at PolyGram are calling the
Kentucky Headhunters "the country
band of the Nineties," and whether or
not that prophecy proves correct, the
five -man group, made up of two sets of
brothers and a cousin, has distinguished
itself in this major -label debut as one of
the most seamless and naturally inte-
grated hybrid bands in the history of
country-rock-a timeless mixture of
blues, jazz, bluegrass, and soul. It's a
sound, the band is fond of saying, that
falls somewhere between "Bill Monroe
Meets Cream" and "Psycha-Billy
Blues."

In truth, both tags come fairly close to
the mark, capturing not only the band's
musical influences but the wit that per-
meates its work. A cover version of Bill
Monroe's Walk Softly on This Heart of
Mine, for example, becomes less of a
plea than a threat, kicking off with
churning rhythm guitar followed by
Fred Young's hard -pounding drums
and Greg Martin's searing Eric Clapton-
style guitar solo.

No matter what they do for, or to, the
Father of Bluegrass, though, the Head-
hunters will likely forge their reputation
on their original tunes, on the Southern
Boogie Meets Country approach of Du-
mas Walker and the Everly Brothers Do
Z.Z. Top approach to Rag Top.

But where the band truly shines is in
its classic white -trash anthems, My
Daddy Was a Milkman and the brag-
gadocious High Steppin' Daddy, where
Doug and Ricky Lee Phelps let fly twan-
gy vocals like, "I'm a high-steppin',
home-wreckin', low-down daddy/I like
the feelin' when the women get to
squealin' in the back of my Caddy."
Wanton heathenism has never sounded
so good.

Doubtless, some will still argue that
the Kentucky Headhunters isn't a coun-
try band at all. "It's country because
we're country," insists rhythm guitarist
Richard Young. And a guy who calls his
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publishing house Head Cheese Music
really ought to know. A.N.

CYNDI LAUPER: A Night to Remem-
ber. Cyndi Lauper (vocals); vocal and
instrumental accompaniment. I Drove
All Night; Primitive; My First Night
Without You; Like a Cat; Heading
West; A Night to Remember: and five
others. EPIC OE 44318, © OET 44318.

EK 44318 (40 min).

Performance: Iconoclastic
Recording: Very good

Back in 1983, Cyndi Lauper hit the
music scene like a thrift -shop dynamo.
Singles from her album "She's So Un-
usual" took MTV and the charts by
storm. The album was one of the best-
selling debuts ever, and it made Lauper
an overnight icon. But three years later
her follow-up, "True Colors," was
greeted with less enthusiasm. Maybe
people were tired of Lauper after the
media onslaught for "She's So Un-
usual,' or maybe "True Colors" was a
little too different, a little too subtle. Or
maybe it simply didn't have another
Girls Just 14 'ant to Have Fun.

Well, "A Night to Remember" may
not have a megahit either, but it has the
same quirky mix of rock riffs, dance
rhythms, and vocal mannerisms that

made Lauper a success the first time
out. For an iconoclast, Lauper seems
perversely consistent, always drawing
from the same well of influences. A lit-
tle hard rock here, a little drum ma-
chine there, a few heart -on -sleeve lyrics
here, a few skewed observations there.
Nevertheless, she puts everything to-
gether in a way that no one else has.
You won't mistake Cyndi Lauper for
another singer. "A Night to Remem-
ber" offers a mix of moods and a mod-
est variety of different sounds. but all
within a certain narrow range. Even
while you enjoy what you're hearing,
you get a mild sense of déjà vu.

Sailing above it all is that voice. In
Primitive, her Kewpie-doll vocals
swoop along to a steady rocking groove.
In Like a Cat, her offbeat delivery fits
neatly into a crazy -quilt arrangement.
The fever -pitch singing in A Night to
Remember cuts like a razor. Of course,
Lauper occasionally pushes her instru-
ment too far-she goes too quickly
from a whisper to a scream in My First
Night R'itinna You-but few other per-
formers in pop music can do what she
does so well. R.G.

MICHELLE SHOCKED: Captain
Swing (see Best of the Month, page
139)

WESLIA WHITFIELD: Nobody Else
But Me. Weslia Whitfield (vocals);
Mike Greensill Quartet. If I Had You;
Give Me the Simple Life; But Beautiful;
Not a Care in the World: In the Wee
Small Hours of the Morning: I'm Shoot-
ing High; This Could Be the Start of
Something Big; Confessin'; and six oth-
ers. MYOHO WW 3797, ©WW 3797,
WW 3797 (53 min). From Myoho Rec-
ords, 128 Bayview Circle, San Francis-
co, CA 94124.

Performance: Stardom -bound
Recording: Bright and clean

Weslia Whitfield has been building a
fiercely devoted following on the West
Coast, and it's easy to see why. The gen-
erous fourteen tracks here showcase
Whitfield's warm, clear voice in inti-
mate ballads as well as swinging, up -
tempo songs. This is a lady who clearly
means every word she sings and who
(unlike some other young, so-called jazz
singers) won't sacrifice any of them for
the sake of a dubious stylistic effect. She
gets right to the heart of such goodies as
Fats Waller's Confessin', the Van Heus-
en-Burke But Beautiful, the Duke-
LaTouche Not a Care in the World, and,
best of all, the Kern -Hammerstein song
that gives the album its title and sums
up Whitfield's winning style. R.H.
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JAZZ

Don Cherry: keeping the tradition

DON CHERRY: Art Deco. Don Cherry
(trumpet); James Clay (tenor saxo-
phone); Charlie Haden (bass); Billy Hig-
gins (drums). Art Deco; When Will the
Blues Leave; Body and Soul; Bemsha
Swing; Malik and five others. A&M
SP -5258, © CS -5258, CD -5258 (58
min).

Performance: Mellow mainstream
Recording: Very good

Although Don Cherry was a musical
revolutionary thirty years ago when he
helped Ornette Coleman introduce
"free jazz," this new album presents
him in a comfortably mainstream quar-
tet setting. While Cherry has always
been known for his unpredictability and
his affinity for non -Western musical
concepts, his respect for traditional jazz
comes through clearly in his treatment
of selections ranging from the standard
I've Grown Accustomed to Your Face to
Thelonious Monk's classic Bemsha
Swing and modified versions of Cole-
man's Compute and When Will the
Blues Leave. Playing his tiny, high-
pitched pocket trumpet, Cherry
punches out whimsical solos that some-
times state the melody explicitly but
more often toy with it in keeping with
the tradition. Similarly, bassist Charlie
Haden and drummer Billy Higgins,
who are also known for their venture-
some natures, restrain themselves,
holding to the straight line but with no
sacrifice of imagination. Tenor saxo-
phonist James Clay, however, all but
steals the show with his inspired and
sensitive interpretation of the unforget-
table Body and Soul. It takes courage for
any tenorman to tackle this anthem of
his instrument given the definitive
treatments of the past, but Clay is fully
up to the challenge. This is a very
satisfying set. P.C.

ROBIN EUBANKS AND STEVE
TURRE: Dedication. Robin Eubanks
(trombones, keyboards, bells); Steve

Turre (trombone, synthesizers, percus-
sion); Mulgrew Miller (keyboards); oth-
er musicians. The New Breed; V.0.;
Red. Black and Green Blues; Trance
Dance; and four others. POLYGRAM
JMT 834 433-I, © 834 433-4, 834
433-2 (50 min).

Performance: Smooth
Recording: Quite good

Although the trombone played an im-
portant role in traditional jazz bands
and fostered its share of Swing Era
heroes, as a solo instrument it seems to
have been relegated to a kind of twilight
zone since the late Fifties and early Six-
ties. But for the past three years, Steve
Turre and Robin Eubanks (brother of
guitarist Kevin) have been, as they put
it, working to "help improve the per-
ception of the trombone in contempo-
rary music." Turre, who just turned for-
ty, owes his flexible style to a career that
has taken him through a wide range of
musical experiences, ranging from
stints with Van Morrison and Ray
Charles to Art Blakey and the Thad
Jones -Mel Lewis orchestra. Eubanks
also played in Blakey's Jazz Messengers
group, but he grew up listening to rock;
groups like the Mahavishnu Orchestra
and individuals like McCoy Tyner
helped turn him toward jazz.

The new Eubanks-Turre album de-
rives its title from the fact that it is dedi-
cated to the late Woody Shaw, in whose
group both leaders played. It serves
splendidly to remind us of how well the
mellifluous, versatile trombone plays in
a duet mode and of how thoroughly
contemporary it can sound. Discreetly
used synthesizers help somewhat to
give the album an up-to-date feel, but
the overall sound owes more to straight
jazz than to fusion, and the set's most
striking attribute is its high level of
musicianship from start to finish. Eu-
banks and Turre are a champion duo,
and if their tasteful efforts don't bring
the jazz trombone back into proper
focus, nothing will. C.A.

THE KINGDOM OF SWING & THE
REPUBLIC OF OOP BOP SH'BAM.
Warren Vache (cornet); Joe Wilder
(trumpet); Urbie Green (trombone);
Buddy Tate (clarinet and tenor saxo-
phone); Derek Smith, Dick Hyman
(piano); Milt Hinton (bass); Butch
Miles (drums). Lester Leaps In; On
Green Dolphin Street; Blue Creek;
You'd Be So Nice to Come Home To;
and four others. MUSICMASTERS © MC
40200, CIJD 60200A (60 min).

Performance: Superb
Recording: Fine remote

The idea of pitting Swing against Bop is
not new. The "hot versus cool" concept
was considered a novelty a few decades
ago, but it was then, and remains, a gim-

mick. With this new album, however,
pianist Dick Hyman brings the idea suc-
cessfully into the Nineties, even though
time has all but obliterated the vast dif-
ferences that once seemed to divide the
two jazz styles. This concert set, organ-
ized by Hyman, is not so much a battle
as it is an affirmation of compatibility,
and if the title is somewhat contrived,
the music is the real thing-a thorough-
ly delightful, swinging romp.

Against a solid rhythmic foundation
laid down by veteran bassist Milt Hin-
ton and drummer Butch Miles, such
star soloists as saxophonist Buddy Tate,
trombonist Urbie Green, and trumpeter
Joe Wilder make individual statements
that stunningly reflect the beauty and
fervor that is inherent in all good jazz.
Pianist Derek Smith and cornetist War-
ren Vache are two relative newcomers
whose stylistic flexibility underlines the
folly of placing jazz in little boxes.
Hyman also performs here, with charac-
teristic skill and taste, but it's his work
as organizer that deserves the highest
praise. Don't miss this loving tribute to
Swing and Bop. C.A.

PAUL MOTIAN: On Broadway, Vol.
1. Paul Motian (drums); Joe Lovano
(tenor saxophone); Bill Frisell (guitar);
Charlie Haden (bass). Liza; Somewhere
over the Rainbow; They Didn't Believe
Me; What Is This Thing Called Love;
My Heart Belongs to Daddy; and four
others. POLYGRAM JMT 834 430-1,
834 430-2 (44 min).

Performance: Excellent
Recording: Very good

Drummer Paul Motian has always been
an interesting musician, and part of the
appeal is his versatility. Here he leads a
superb quartet through a program of
standards first heard on the Great
White Way, though not necessarily in a
musical stage production (Somewhere
over the Rainbow didn't hit the boards
until 1987, and that was in London).
The tunes are all familiar enough, but
the quartet approaches them with a
wonderful freshness and varies its style
from one track to the next. It's evident
that these four musicians relish playing
together and, more important, enjoy a
strong rapport. They could have played
it safe and just played it straight with
songs like They Didn't Believe Me, I
Concentrate on You. and So in Love,
but that would have been out of charac-
ter for this superb group.

Kicking things off, tenor saxophonist
Joe Lovano gets Liza off the ground
and soaring with a rhythmic velocity
that clearly inspires guitarist Bill Frisell,
bassist Charlie Haden, and Motian. The
rest of the album is a smooth ride
through different styles, ranging from
the hauntingly beautiful to the intrigu-
ingly intellectual. C.A.
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Technics SLP-999

1X-oversampling. remote . . . $429"

Pinnacle PN5 +
Two Way Speaker System

 Patented choduct port for superb bass
response from a very compact enclosure  5
1 4" polypropylene woofer  50 watt power
handling  Beautiful oak trim

ow
Pair

Prue 9149 (PINI PN5 /OAK)
Technics Sill -56
I0" 3 -way boss -reflex speakers . Pair 929"
Technics SIL-96
15" 3 -way boss refies speakers . .Pair 519993

Gemini MB -420
15- woofer & 15"X 7" horn. disco . each 999°'
Celeslion DL -411
.65" 2 -way. block or walnut . . Pen '249"
Bose Freestyle
Twin 4.5" driven, curved flared port palt 829995

Bose AM5 Acoustimas System
Acoustlmos subwoofer & two modules . /4Y"'

1 EO RECORDERS/COLOR 'TE
NAL COMPUTERS/BUSINESS

ITY/VIDEO MOVIES/TELE
PONENTS ATCHES ELE

.

Tkiz INteatit Supvt Specittb!
LPs, Cassettes and Compact Discs

GRP: The Digital Master Company
HAPPY ANNIVERSARY,

CHARLIE BROWN!

101 69..

Also Available... .
The Fabulous Baker Boys:

Soundtrack (GRP 2002)
11.99 Per CD  7.99 oicassette

Dave Grusin: Migration (GRP 9592)
10.99 Per CD  6.99 LPiCassette

Davld Benoit: Waiting For Spring
(GRP 9595)

10.99 Per CD 6.99 LP,Cassette
Lee Ritencur: Color Rit (GRP 9592)

10.99 Per CD  6.99 LP;Cassette
Nelson Rangel!: Playing For Keeps

(GRP 9593)
10.99 Per CD  6.99 LP,Cassette

Compact Disc Changers

Technics SL-PC2O
Remote 5-Dise Rotary CD -Changer

 Motorized rotary platter recuires no
magazines  4 -times oversampling  Duol D A
converters  20 -step random access
programming  25 -key wireless remote

oar

L°' $26995pirs (TEC SLPC20)

Magnavox CD5-486
.6 -disc magazine. 16-bd, remote . . . 999"
Teac PD -700M

magazine. 32 -track programming 999"

Technics SL-PC10
5610c rotary changer, 4X.sompling . . /39"
Magnavox CD11-586
.6 -disc magazine. 4X -sampling. remote $249.4
JVC XLM-401
.6 -disc magazine, 18 -bit. 4X.sompling . . CALL
Technics SL-PC30
.5 -disc rotary changer. remote . . 199"

Turntables and Mixers

Dual CS -5000/X3 -MC
Turntable with °doh:in Cartridge

 A turntable for the serious record collector
combining auto -stop convenience with high
performance  33. 45 & 78 speeds - Belt dnve
 High output moving coil cartridge
Om 5

Y(DUA C 55000/X314C)
Scott PS -60C
Serntouto. belt -drive. Includes cartridge 559"
Atus AM -I00
Mixer/prearrellher. 2-phono. 2 -Aux. cueing $7995

Gemini MX -3300
Mixer. 3-phono inputs. 19' rock -mount . $139"
Technics SLJ-33K
Direct -drive, fullyouto. programmable . 979"
Gemini MX-5500SE
Mixer. 7 -band EQ, 3-phono, . . 139"
Gemini XL1110019
Monuol. direct -drive. standard -mount . $299"

Copyright 1990

Cassette Deck Specials

Teac V-670
3 -Head Stereo Cassette Deck

 Hear your actual recording as you ore
making it  2 motor logic transport  Dolby it
& C plus HX Pro extension for top quality
recordings  Fine bias  Black finish

Our

',Z. 522495 (TEA V670)
Teac V-250
Dolby I. auto -stop. one -touch recording . $79"
Teac V-2115CHX
Dolby I/C & 1X -Pro, bias fine tuning . . '99°5
Teac
Auto -reverse. Dolby 1/C. son -touch . . $119"
Teac V-570
.2 -Motors. Dolby I/C & HX-Pra. bias adlust $149"

Sherwood DS -7000R
34eads/2-mators. Dolby I/O & 14X-Pra $249"
SAE 1/4:402
Dolby I/C. auto bias, 19" rackmountable$249"

Phono Cartridges

Shure V-15 Type V -MR
Deluxe Micro Ridge Phono Cartridge

 Micro ridge stylus tip  Excellent trockobility
 Dynamic stabilizer  Side -guard stylus
protection  Duo-pcint alignment gauge  Top
rated design

Our
voce 512995Y (SHU V15VMR)

Audio Technica AT -2111P
Boadial stylus. univenalynount . . . . $19"
Stanton 500AL
Spnencalstylus. standard -mount . . . . 990'
Shure ME-95ED
Elliptical-stylut standardmount . . . . $19"
Audio Technica AT-231LP
Linear -contact stylus. unlversaldnount . '39%
Shure M-111HE
Hyperellipticcestylus. standard -mount . . 14905
Stanton 630EL
Ellipticalstylus, standard -mount . . . 554"

JAR Music World

Amplifiers and Tuners

tw

Sherwood AM -7040
Stereo Power Amplifier

 High instantaneous current & MOSFET output
stage for the purest sound with true life
dynamics  200 watts channel  Relay
protection  Len right gain control

LO c 110
$19905

Pri (SHE AM7040)
Sherwood TD 70101
AM/FIA quartz synthesized tuner . . . $149"
Sherwood AP -7020
Preamplifier with CD direct switch . . $249"
SAE A-202
100-wons/ch power amp,19" rack-rnount$249

SAE P-102
*Procne direct -line switching. 19" rim! 149"

Nikko 11-400
Preomplifier, 2 in/out selectors, dont . $299"
Nikko A-400
120-walls/oh power amp, 19" raclurnount$399

Double Cassette Decks

Teac W -450R
Auto -Reverse Double Cassette Deck

 High-speed dubbing  Accurate rotary head
auto -reverse  Continuous cassette playback
 Dolby B C  Dolby HX-Pro headroom
extension

Our

1,Z, .vloy'5 (TEA W450R)

Scott DD -660
Dolby I, highspeed dubbing. soft -touch '99"
Tem W -370C
Dolby I/C. continuous play. bias -adjust 92995

Technics RS-TR155
Doloy B. series ploy. feather -touch . . $169"
Teac W-6609
Dual auto -rev. Dolby I/C, continuous ploy$249"

Technics RS79355
Dual auto -rev, Dolby I/C & HX.Pro . . $269"
JVC TDW-901
Dual auto -rev, Dolby I/C & alto, remote$349"

Equalizers

ADC SS -525X
Computerized Graphic Equalizer

 Custom tailor your sound the professional
way  Automatic analyzer equalizes room for
precise flat response  12-bandsichannel
 Microphone  Pink noise  Wireless remote

Ourlow $.25995
pri6 shP (ADC SS525X)

Technics SH-11017
7.bonds per channel input selector . . 579"
ADC SS-100SL
10bands/chi real -lime analyzer display 599"
AudloSource EQ-811
10-bands/ch, LED spectrum analyzer . . '99"
ADC SS310
.10-bonds/ch. real-time analyzer w/rnic $159"

ADC SS -325X
12-bands/ch. analyzer, 5 -memories . . $279"
AudloSource EQ-10
Computerized remote control equalizer 5349"

CIRCLE NO 39 ON READER SERVICE CARD

J&R Music Wand, Dept. SR0290, 59-50 QueensMidtown Expressway, Maspeth, Queens, NY 11378

ORDER TOLL -FREE
1-800-221-8180 Outside U.S.A Call:

1-718-417-3737
Mall Order Hours: Monday To Friday 8 AM to 8 PM, Saturday 9 AM to 6 PM, Sunday 10 AM to 4 PM
Dealer & institutional Inquiries Call Toll -Free 1-800-221-3191 - In New York 1-718-417.3747
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Video Recorder Specials

Panasonic PV -2900
VHS Video Cassette Recorder

 On -screen display  Cable ready  140 ode:,
recording system  One touch recording
 1 -month 4 -event timer  38 -function remote
control  Audio video muting system

ic:fiv $2 9 9 5 (PAN PV2900)

Samsung VP -2309
0115 3speed player midsize search . S179"
Samsung VR-3309
Picture search. 20 key remote . $229°5
Sharp VC -210
On screen mulb-lunction remote $239"
RCA VR-290
2 Heads onscreen remote picture searcr5249°5

Toshiba M-220
On screen remote 1 year/Bevent . , $289"
Panasonic PV -4920
4 Heroes bar code unified remote . . $349"

Video Add-0ns

AudioSource SS-ONE/11
Sunound Sound Processor

 Choose matrix. hail and Dolby Surrround
modes  Digital time delay  Varaible
calibration controls  Contour boost circuit
 30 -watts channel  Front -to -rear radar

our

'" $12995Puce (ASO SS.ONEII)

Recoton V-623
Stereo TV decoder. MIS/SAP & cable . . $4905

Video Link Copycam
A/V enhancer tor camcorder to VCR . . 54955

AudioSource SS -TWO
Dolby Surround Sound processor, remote 5199"

Videonics Direct -Edit+
elorne editing system with ()whits . . CALL
JVC JXS-900
A/V selector 7inputs & outputs, remote 149"

Sony XVC-900
Color Corrector, video on erects. . $849"

11111.1.1:1.1i1:111±2:11

Franklin LM -4000
Pronouncing Dictionary & Thesaurus

 PhOnetiC spelling of over 83 000 words
 Thesaurus with over 470000 synonyms
 Pronounces writ word correctly  Typewriter
style keyboard  Alphabetized keyboard

Our

'47. $29995 (FRO 1M4000)

Seiko WP -1000
85K vocabulary. scrolls, phonetic correction $24"

Seiko TR-1400
Sponish/English 80K word translator . . 569"
Selectronics WF-224
100K vocabulary 220K synonyms . . . $79"
Franklin WM-1100
805 words 35K thesaurus 4705 synonyms $109°5

Hexoglot Translator
trionguages 6000 word vocabulary . . 119°5
Franklin LM -3000
805 speller/dictionary 4 -line display . $17905

HiFi Video Recorders

Panasonic PV -4860
4 -Head VHS HI -Fl Video Recorder

 Four video heads for grecs, ,oecial effects
 MIS stereo cable ready tuner  HI Fr stereo
sound  30 -Day 8 -event timer  44 -function
remote control

$3999$Price (PAN PV4860)

Sony SL -14F360
S.iperbeta beta playback. remote c ohne CALL

General Electric VG -7980
.4 Heads remote flying erase head . $399"
Panasonic PV -4960
4 Hoods frying erase hood. remote . $49905

JVC HRD-750
.1 reads unified remote onscreen . . $49995

RCA VR-640HF
Super VHS 4 -heads MIS/SAP tuner . . $499"
Toshiba SV-970
eloper 0115 Beads digital effects . . 199°'

Calculator Specials

Royal 2100PD
Heavy Duty Printing Calcuator

 Designed for heavy duty office use  12 -digit
display  2 -color printing  Fast -3 lines per
second  Gross profit margin key  4 -key
memory system  LED display

Puce $7995Puce (RYL 2100PD)

Royal CLF-5
Solor powered &digit. battery back up .

Sharp EL -557
Screntilic 2S2 functions. 8 memories . .

Sharp EL -1611
Porlable plain paper printing calculator 5

Casio FX-4000P
Scientific programmable 26 -memories .

Texas Instruments 2800
Poperless printing retains 99 entries . . S399,
Hewlett Packard HP -178
.Programmable financial 65K memory .

$796

22°'

24°

3405

57995

'MINN

Panasonic K X -T4200
Cordless Telephone Answering System
 Beepertess remote two digit LED call
counter  10. speed dialer  Coll screening
from remote  Automatic message transfer

ou,

$148"P,IC (PAN KXT4200)

Panasonic KXT-3807
 Cordless phone wall/desk paging . . $59"
Code -A -Phone 5500
Remote answering machine, loll sayer . $69"
PhoneMate 6560
*Phone 6 answering machine. 101 mornory$69"

PhoneMate 7210
Rernote answering machine, date/time . $81355

Sony SPP-50
Cordless phone upright design. paging $999$

Panasonic KXT-2432
one & answer rrocn1ne speakerphOne513495

Camcorders & Televisions

INCLUDES
CARRY c ASE

Panasonic PU-460
Lis VHS HQ Camcorder

 Electronic Image Stabilization  High-speed
shutter (I 1000th. 1 500th. 1 250th sec.
 10 1 power zoom with macro  Flying erase
head  Auto date time generator

Our

low $104 9 95Price (PAN PV460)

Sony KV-13TR30
13' color IV remote A/V input . . . $299"
JVC GR4OU
VMS.0 camcorder. digital supenmpose, $74905

Panasonic PV -500
VHS camcorder flying erase head . . S849"
Sharp VU -250
VHS camcorder 121 zoom edit ng . $849"
Toshiba CF -3048
30" stereo tv/Monitor Free Stand . 5999°5
Sony CCD-F70
8rnm camcorder 4page superimpose. CALL

Databank Specials

Sharp OZ -7000 'Wizard"
Electronic Organizer

 Seven MO Or functions in one calendar
schedule. phone address book, memo pad
clock. & calculator  Stores up to 700
names numbers  Application ICs optional

Our

Pica $22 9 95 (SHA WIZARD)

Selectronics 80000
85 databank, 20 -character LCD -display . 519"
Sharp EL -6250
Dolobonir/outociloiet 111( memory . . . $4981

Casio SF -4500
325, 18 -character X &line display . . 119°

Casio SF -7500
SAK 32 character X &dine display . . '169"
Psion Organizer U
32K. expand to 128K, diary & ncrlebook $249"

Casio SF -9000
645. business car and memo 'unctions . CALL

Business Phones/Accessories

GTE 4275
2 -Line Home/Small Business System

 2 -line system with conterercing  Intercom
 Page & all Page  Speakerphone  Hands
..ec::::.pagie response  Drol.right display
 40 number auto dialer

Low $15995
(GTE 4275)

Panasonic KP-110
EleCfriC auto stop pencil sharpener . . . $19"
Panasonic KXT-3250
.1nterCOm paging phone speakerphone $149"

Panasonic KXT3170
3 line phone 488 dialer speakerphone 1149"

Excelle Executold
ectric desktop Mere loicter, Infolds . $159"

AT&T System 2000 -Master
klaster 2 line phone intercom & paging $229"

Plantronics Phonebeam
i,i,oino speakerphone with remote rific$2599$

Tlo *id
LPs, Cassettes & CDs

[L SERLGHT
DIGITAL

Pk.

1.1.ti ELKS
OF

CI.svowSI(

91,0,,
Vols.! -V LAS 35800/CD  34800/Cassette
Vols. VI - X LAS 35810/CD  34810/Cassette
Also Available
17 99 5 CD Set  9.99 5 Cassette Sel
Beethoven Collection Symphonies I 9
LAS 15900/CD  79850/Cassette
The Jazz Collectors Edition
LAS 15910/CD  79910/Cassette
Also Available All Digital
MOZART MASTERPIECES. (5CD Cass)

(CDCPR 10900. CASS CPR 45900;
3595 CD  1495 CASS

BEETHOVEN MASTERPIECES (5CD Cass Set)
(CDCPR 10910, CASS CPR 27910)

3495 CD  1495 CASS
TCHAIKOVSKY MASTERPIECES. (5CD Cass

Set) (CD CPR 10920. CASS CPR 27920)
3495 CD  1495 CASS

 THE WORLD OF THE SYMPHONY VOL.1:
Beethoven. Dvorak Ichokovsky, Schubert
Mendelssohn (5CD/Cass Set)

(CD LAS 351320. CASS. LAS 34820)
17.99 CD  999 CASS

Facsimile Machines

Murata M-1400
Facsimile/Telephone & Copier

 5.page feeder  02 & 3 compatibrlity
 lb level greyscale  Delayed dialing
command  100 autodioler English or
sponish operation

Our 699"8.44 $ (MTA MI400)
Panasonic KXF-80
G 3 remote answering machine copier 555995

Sharp UX-110
G 3 Spage auto document feeder . . 5579"
Epson FAX -1000
G 3 8 grey tones auto papery tuner . 175955

Panasonic KXF-120
G 2 & 3 Spage feeder 1109 memory . 579955

Canon FAX -23
G 3 auto paper Culler, 15page feeder $929°5

Panasonic KXF220
G 2 & onswer machine 1301memory 9079°5

manDJ ORDER TOLL -FREE
Outside U.S.A Call:
1-718-417-3737

Mall Order Hours: Monday To Friday 8 AM to 8 PM, Saturday 9 AM to 6 PM, Sunday 10 AM to 4 PM
Dealer 8 Instttunanal Inquiries Call Toll -Free 1-800-221.3191 - In New York 1-718.417-3747
J&R Music **I, Dept. SR0290, 59.50 Queens-Midtwn Expressway, Maspeth, Queens, NY 11378

1-800-221-8180 1i ,1* -747°)

711



S/VI B 0 PROCESSORS/CA 0.  DERS/VIDEO CAMERAS/BLANK VIDEO TAPES
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CHINES/TELEPHONE BUSINESS SYSTEMS/HOME SECURITY/PER
CULATORS  ITERS RECORDS COMPACT DISCS PRE-

' .11118:

;SupelSpeeitteM
VHS Video Movies

Yids Roc", & Roll

 ahpf,
71rA

Also Available . . . for 18.95 Each
. The Compleat Beatles Girl
Groups Hair The Last Waltz
Motown 25: Yesterday, Today,
Forever Pink Floyd: THe Wall
Prince's Trust All -Star Rock
Concert

Also For February for 19.95 Each
Indiana Jones & The Last
Crusade Lethal Weapon 2

Personal Stereos

Panasonic RX-SR39
Personal Stereo Radio Cassette Recorder
 AM FM stereo tuner  One -touch recording
 Built-in speaker  Built-in mic  Headphones
belithp & rechargeable battery  Requires 2
X AA batteries

Our

57995 (PAN R X SR39)
Sony WMAF-48
AM/FIA auto reverse cassette . . . %Ws
Toshiba RP -33
Supersrnall. AM/FM stereo radio . . . 54995
Sony WPAAF-64
AN autoreverse Dolby. Mega -Bass. glirs
Toshiba KT -45611
Digital AM/FM auto reverse Dolby . . $99"
Panasonic ROV-340
AM/FM auto rev cassette. XBS. Dolby . . 19"
Sony WMAF-604
AM/FM auto rev Mega Boss Dolby . . $129"

Audio Add-0ns

Teric FM -950C
Indoor FM Electronic Antenna

 Perfect for the apartment or office  Modem
high tech style  24 -dB s of gain  Omniclorect
ionol pick-up  LED display  One year
warranty  Block tonosh

O.,

Leri:e $29" (1121( 9500)
Teak FM -2000
Omnidirectionial or directional FM ontenno519"

Parsec LS3
Omnidirectional variable gain FM a 'tonna 52995

Audloquest Feet
Sorbothane isolation feel . . . K.Peek

5
349s

Memorex CP-11
oUnivenol programmable remote control 5699'
Parsec ARC
AM/FM electronic antenna upto 32d3 pc:1,15149"

DBX SNRI
Noise reduction unit reduces noise & russ523995

Musical Instruments

Casio DH -100
Digital Horn

 Amazing Digital woodwind performance
with 6 -preset tones  Midi output  Porlomento
effect  Built in speaker  Breath sensitive  Key
transpose  Requires 5 AA batteries

Our
sow 58888

(CAS DH100)
Yamaha DD -5
Digital drum set 4 louct sensitive Peas . $88"
Yamaha PSS-460
49 mid size keys 100 sounds B rhythms . $88"
Yamaha PS5-2110
49 Midsize keys MO -preset voices . S99"
Casio SK100 
49 name keysprOgram sampling . . . $99"
Casio MT -520
49 midsize keys drum pad. 12 voices . 918"
Yamaha PSS-330
419 mid size keys 100 voices & rhythms 9299S

Portable CD Players

Sony D-2
Portable Compact Disc Player

 Ultra -compact design  High speed music
search  3 -way repeat  LCD display
 Undone°, convener  Carry bet & line-out
cord  AC adaptor  Requires 4 X AA bananas

'o ?,:e $159"
Technics $1.-XP2
49 oversompling wired remote . /Mrs
Toshiba XR-9437
AM/FM/CD player rechargeable bchery5199"
Technics SLAPS
40-oversornpling rechargeable battery 5239"
Toshiba XR-9459
Surround sound and remote control . $279"
Sony D-25
40 sampling. remote rechargeable batteryCALL

Sony D-555
BX sampling 16-bn digital signal procesengCAU

(SON DT)

headphone Specials

Sony MDR-IFSK
Wireless Stereo Headphones

 Infrared system  Response 18 20kHz
 90dB dynamic range  Convenient
combinatkan transmitter & recharger  Digital
ready  UraernOtCh plug

Our

1:"Ictir nig Y "5 (SON MDRIF5K)

Sony MDR -E414
In -the ear cosign. acoustic turbo cicuit . 5r5
Sony MDR -E434
Intheear cosign includes carry cese . . grs
Sony MDR -E225
Water resistant inthe ear design . . . . strs
Sony MDR -1464
Dicetal ready inane ear design . . . . $29"
Sony MDR -M22
igroviiiqr digrtal-ready one sided cord $3995
Sony MDR-CD6
Sealed ear design digital ready . . . $79"

Car Stereo Specials

Clarion 977ORT
ETR AM/FM Stereo Cassette Receiver

 Quartz -locked PLL tuning I 2.FM 6 -AM
presets  Auto -reverse  Dolby B 25
wattsichannel  4 -way balance  Boss & treble
 Mph! illumination  DIN chassis

Our

1.°7. 522888 (CLA 977051)
Clarion 200A
25rratts channel car stereo amplifier . S4495
Uniden RD9XL
.Suaertnet radar detector, ultra . 93$4.
BEL 977 Vector 3R
Remote roars, detector. X. K. Ko bands 938"
Clarion 1000A
SO watts channel amp 100-walls bridged gr"

BEL 944 Express 3
Super small 3 -band radar detector . S199's
Whistler Spechum 3
uwa small radar Oetector..dtgitel display $218"

Portable Audio

Sony CFD-60
AM /FM Cassette CD -Player

 AM FM Vero tuner  Top loading CD -player
 Auto music sensor & search on CD  2-vay
repeat  Cue & review  Microphone morng
 AC cord  Requires 8 X D batteries

Our

517995 (SON CF D60)
Panasonic RX-FS400
*Compact ssze AM/NA cassette auto slop $4 vs

Sony CFS-1000
1 -Piece AM/FM cassette. 5band Fo . . 55995
Sony CFSD-960 *Outback"
AM/FM auto -fey water resistanl Mega Bass$129"

JVC PCV-55
3 Piece aulo rev Hyper Bass. Sbond 10 94995

Panasonic RXDT-50
AM/FM dual cassette B CD player . $229"
JVC PCX200J
.)Piece AM/FM cassette. CD player E0 534995

Audio Accessories

Recoton W-100
Wireless Stereo Speaker System

 Eliminate the need for room to room wires
 Ernoy true stereo anywhere you choose
 Speakers plug into convenient wall AC
outlets anywhere

0.,
517495 (REC WIOO)

Monster Cable CDSR-12
I2 pack of compact disc stabilizer rings . $9"
Recoton CD -20
Portable CD player to car stereo adoprot grs
Recoton CD -1
CD radial cleaner maintenance kit . . grs
Recoton CD -25
Compact disc player laser lens cleaner . Sir
AudioSource LLC-1
Compact disc player loser lens cleaner S24's
Monster Cable ILCDIM
High -resolution CD cables I meter . Pau 52995

lank Audio Tape

'9 0

Sony UX-PRO 90
High Bias Audio Cassettes

 The ultimate high t3105 cassettes horn Sony
 Clear Cassette shell  A profession°,
reference tape designed for digital audio or
live music  90 minutes

our $2190 10 -Pack
Proc (SON U X PRO90)

Denon HD6/100
High -bias 100 minute cassettes . 2-Poys

5349

Denon HDM/100
Metal bias 100 -minute cassettes . 2 -Pock 55"

TDK DC -90
Dynornic normaltios 90 minute . 10Pock 5890

Maxell XLII90
olighblos 90 -minute cassettes . 10-poci $160

0

TDK SA -100
origh Dios 100 minute cassettes . 10Pays 52100

Massa MX -90
Metal bias 100 minute cassettes 10 -Pock 5269°

MR ,- ' 1,-, -
gt....---.,....,

"t.
16.10

ciri4

-...t cr- _

FREE CATALOGUE
For a FREE catalogue call toll -tree
800-426-6027. or Write
J&R Music World
Department SR0290
59-50 Queens -Midtown Expressway
Maspeth. NY 11378

Name

Address

City State Zip

ADER S RVICE CARD
TO ORDER BY MAIL

SEND MONEY ORDER. CERTIFIED OR CASHIER'S CHECK, MASTERCARD. VISA, AMERICAN EXPRESS or DISCOVER CARD (Include interbank No,
expiration date and signature.) TO- JAR MUSIC WORLD, DEPT. SR0290, 59-59 QUEENS -MIDTOWN EXPRESSWAY, MASPETN, QUEENS, NY
Pan Personal and businisu checks must clear our Authorisation Center before proceuing. Shipping, Handling lk insurance Charge
Is 5% of Total Onder vett) a $4.95 minimum. (Canadian Orders Add 15% Shipping. with a $9.95 minimum charge) For shipments by alr,
please double Mese charges $25 MINIMUM ORDER. DO NOT SEND CASH. SORRY, NO C.O.D.'s. NEW YORK RESIDENTS PLEASE ADD SALES TAX.

ALL MERCHANDISE SHIMMED BRAND NEW, FACTORY FRESH, AND 100% GUARANTEED. Copyright 1990 JAR Music World
I
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ALL :SON AODUSTICS T EAC SHARP

TOSHIBA --:,60s1o.,

AUTHORIZED DEALER
I id

AiSONY THORNS
GE non rxwc--
fector research If
a

Seattle Sound AA -4.01'11) PHILIPS 7
mAGNAyox harman/kardon

11 4:1:41;1111

PoqqFs896
 ACOUSTIMASS DESIGN
 HIGH POWER HANDLING
 BEST RATED SPEAKER
 STEREO EVERYWHERE

*PRICE PER RILE. DEM SOUNDFIELD SMC CALL

ADVENT HERITAGE .CALL DESOEPCCuSTICS PS -10 7A
ADVENT LEGACY II CALL NFINITY RS2001 1116

ADVENT BABY II CALL NFINITY RS4001 306

ALLISON LC120 316 NFINITY RS51301

ALLISON C06 346 NFINITY KAPPAS

ALLISON CO9 CALL NFINITY KAPPA 7

AR TSW-410 496 ELL 24011

AR S10660 TOP PASEO JBL L10013
AR POWER PARTNERS 266 JBL LX55

BOSE AM3 CALL JBL 2800
BOSE SD CALL JBL 4800
BOSE 2 2 196 KEF C25

B ACOUSTIC A60 SIII 196 KEF C35

B ACOUSTIC 1830 CALL KEE C55

CELESTION 3 CALL KEE C95

GEL ESL ION OLIO II 696 MISSION /63
019( SOLADHELD 150 CALL WARE DALE ORMOND/ E,

1,U
11

546
CALL
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CLASSICAL MUSIC

Discs and tapes reviewed by
Robert Ackart, Richard Freed,
David Hall, Stoddard Lincoln,
Eric Salzman, and
David Patrick Stearns

BEETHOVEN Symphony No. 9, in D
Minor, Op. 125 ("Choral"). Josephine
Barstow (soprano); Linda Finnie (con-
tralto); David Rendall (tenor); John
Tomlinson (bass); City of Birmingham
Symphony Chorus and Orchestra, Wal-
ter Weller cond. CHANDOS G ABRD
1389, ABTD 1389, CHAN 8750
(66 min).

Performance: Solid
Recording: Full-blooded

Viennese -born Walter Weller, whose
career as chamber musician and con-
ductor has been divided between Eng-
land and the Continent, hews closely in
this Beethoven Ninth to the traditions
of his native city. It is a solid and well -
considered reading-a big -orchestra af-
fair more in the mold of Bruno Walter
than Herbert von Karajan. The soloists
are well matched, and if John Tomlin -
son's rendition of the famous bass solo
in the final movement lacks the magis-
terial quality of a Matti Salminen or
Richard Mayr, he does a thoroughly
creditable job, as do the other soloists.
The chorus projects the Schiller text
with will and vitality, and the Birming-
ham orchestral players respond particu-
larly well to the lyrical aspects of the
score. The full-bodied recording in the
ample acoustics of the Birmingham
Town Hall is a major asset. D. H .

BOCCHERINI: Cello Concerto in G
Major (G. 480); Sinfonia in B -flat Ma-
jor (G. 497); Cello Concerto in D Major
(G. 483); Sinfonia in D Minor ("La casa
del diavolo," G. 506). Anner Bylsma
(cello); Tafelmusik, Jean Lamon cond.
DEUTSCHE HARMONIA MUNDI/BMG
7867 -2 -RC (67 min).

Performance: Splendid
Recording: Lovely

Here is a particularly well-chosen mix-
ture of Boccherini symphonies and con-
certos that are exquisitely performed on
authentic period instruments by a group
of musicians who know how to render
the delicate little details so essential to a
full realization of this composer's frag-

EXPLANATION OF SYMBOLS:

 = DIGITALLY RECORDED LP = TAPE. CASSETTE
 = COMPACT DISC (TIMINGS ARE.

TO NEAREST MINUTE)

REVIVING BUSONI

Garrick Ohlsson

/CAN'T resist quoting one of the Ber-
lin reviews that greeted Ferrucio
Busoni's remarkable Piano Concer-
to of 1904: ". . . a flood of cacoph-

ony . .. the joys of barbarians lusting in
war . . . the orgies of absinthe drinkers
and harlots. . . . It was frightful."

Busoni conceived the work, his only
piano concerto, on the hugest scale: five
movements, an hour and a quarter in
length, male chorus in the finale. It's
ambitious, dramatic, humorous, philo-
sophical, warm, brilliant, moving, wit-
ty, sublime. Right up there with the
Beethoven Ninth and the Mahler sym-
phonies? Well, close!

Where has it been all this time? The
piece has, from the start, had its vehe-
ment admirers and violent detractors. It
almost did not recover from its initial
savaging at the hands of the German
critics. Periodic attempts to revive it
(notably by the late pianist John Ogden
a number of years back) have spurred
enthusiasm, but the welcome mat has
never stayed out. Perhaps Garrick Ohls-
son's new recording will do it.

Ohlsson's live performance in Cleve-
land last season generated a lot of buzz;
in the recorded version you can hear

why. The idea that this is a pretentious
and bombastic work is immediately dis-
pelled as soon as you sit down to listen.
Ohlsson, Christoph von Dohnanyi, and
the Cleveland Orchestra and Men's
Chorus take the work at face value-as
a serious, monumental epic but also
music full of humor and charm. The
German philosophy is there all right,
but the piece is also (as one movement
title puts it) all7taliana. What better
combination?

The clarity and scale of the perform-
ance, but also its intimacy, energy, and
good humor, are well caught by Telarc's
superb recording. Roll over in your
grave, Herr Berlin Tagliche Rundschau
Critic! Contrary to what you and your
colleagues wrote about it, Busoni's con-
certo is a work of great mastery and
vision. And it has, as this performance
clearly demonstrates, the power to
speak to our time. Eric Salzman

BUSONI: Piano Concerto in C Major,
Op. 39. Garrick Ohlsson (piano); Cleve-
land Orchestra Men's Chorus; Cleve-
land Orchestra, Christoph von Doh-
nanyi cond. TELARC CD -80207 (72
min).

z
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Helmuth Ming: Requiem for Rossini

ile, Rococo sensibility. The sympho-
nies, which seemed so monochromatic
in Raymond Leppard's Philips set,
sparkle and charm without being pre-
cious. What can sound like empty
though athletic note -spinning on con-
ventional instruments shimmers with
color and bristles with excitement in
original -instrument performances like
these. As an ideal cross section of Boc-
cherini's music, the recording should
appeal both to those who are just dis-
covering him and to those who think
they know his work well. D.P.S.

CHOPIN: Preludes, Op. 28; Ballade
No. 1, in G Minor, Op. 23; Fantaisie in
F Minor, Op. 49; Scherzo No. I, in B
Minor, Op. 20. Gabriel Tacchino
(piano). PIERRE VERANY/HARMONIA
MUNDI USA 0 PV.78909 I (75 min).

Performance: Clear-eyed
Recording: Very good

Gabriel Tacchino is best known in this
country for his recordings of twentieth-
century music-particularly his out-
standing ones of various works by Pou-
lenc and of all the Prokofiev concertos.
His way with Chopin may not suit
every taste, but he brings some provoc-
ative and refreshing ideas to the music.
He takes a very clear-eyed view of it;
there is nothing of the saloniste in his
playing, no gossamer veils, and yet the
effect is far from stark or aloof. There is
no lack of subtlety, no withholding of
warmth or tenderness where such ele-
ments are indicated. One of the tiniest
of the preludes, No. 7, is unostenta-
tiously realized as the exquisite little
poem it is, and in the more extended
reverie of No. 13 and in the beloved No.
IS, Tacchino seems to be not so much
understating as simply guarding against
the overripeness we still hear in too
many performances of these pieces. The
effect, in any event, is especially con-
vincing. The three larger pieces at the
end of the recital provide more telling

evidence of the sense of proportion and
regard for clarity that contribute so
much to his effectiveness in the pre-
ludes. The sonic focus itself is very
much attuned to these qualities and is
indeed ideally judged to set them off to
best advantage-almost as if the record-
ing engineer were a chamber -music
partner to the performer. R.F.

DVOAAK: Piano Trio No. I. in B -flat
Major, Op. 21; Piano Trio No. 2, in G
Minor, Op. 26. Raphael Trio. NEW-
PORT CLASSIC NCD 60074 (63 min).

Performance: Excellent
Recording: Big and bold

This somewhat belated follow-up to the
Raphael Trio's outstanding Nonesuch
LP of Dvotak's great Op. 65 Piano Trio
fulfills all the expectations that record-
ing created. The two early trios here are
performed splendidly; there is passion,
there is commitment, there is absolute
immersion in the style, and there is (by
no means incidentally) first-rate playing
throughout in terms of both individual
performance and interaction among the
three players. It is just the sort of spirit
one wants in chamber music, and in
Dvotak's in particular.

In the Denon CD of the same two
works performed by the Suk Trio, vin-
tage 1977 (when Jan Panenka was that
group's pianist), the Czechs take the big
first -movement repeat in Op. 21; the
Americans do not. Apart from that, the
performances are very much in the
same style and on the same level, with
perhaps a slightly higher degree of vital-
ity and tension from the Raphael Trio,
an arguably higher degree of subtlety
from the Suk-impressions that may
have to do with sonic considerations.
The Newport disc has a bigger, bolder
sonic frame, rather close-up, while the
Denon has a somewhat more discreet
focus; both are realistic and comfort-
able. For the listener, choosing between
them is a no -lose situation; if pressed, I
would incline ever so slightly toward
the Raphael. R.F.

MENDELSSOHN: Piano Concerto
No. 1, in G Minor, Op. 25; Piano Con-
certo No. 2, in D Minor, Op. 40; Capric-
cio brillant in B Minor, Op. 22. Sergei
Edelmann (piano); Bamberg Symphony
Orchestra, Claus Peter For cond. RCA
C) 7988 -4 -RC, 0 7988 -2 -RC (62 min).

Performance: Expansive
Recording: Rich

For the last two or three years I've been
enjoying these three works on an espe-
cially economical Pantheon CD that also
includes Mendelssohn's Rondo brillant,
Op. 29, all in bright-eyed, vivacious per-
formances by Cristina Ortiz with the
Stuttgart Radio Orchestra under Moshe
Atzmon. Sergei Edelmann and Claus
Peter Flor benefit here from conspicu-
ously richer sound, but their more ex-
pansive approach tends to sound just a
little underanimated-and a little more

so on the second hearing than the first.
Both the Kalichstein/Laredo perform-
ances on Nimbus and the Perahia/Mar-
riner on CBS are more persuasive in
that respect, and the Nimbus CD is even
more impressive sonically than the new
RCA. But Ortiz and Atzmon work
together so beautifully, exude such a
sense of spontaneity and joyous in-
volvement with the music, that theirs is
the disc I'd want. R.F.

MESSA PER ROSSINI. Gabriela Be-
naekova-Npova (soprano); Florence
Quivar (mezzo-soprano); James Wag-
ner (tenor); Alexandru Agache (bari-
tone); Aage Haugland (bass); Gachinger
Kantorei; Prague Philharmonic Choir;
Stuttgart Radio Symphony Orchestra,
Helmuth Rilling cond. HANSSLER/
KOCH IMPORT SERVICE (120 98.949 two
CD'S (110 min).

Performance: Excellent
Recording: Very good

Program notes for Verdi's Requiem of
1874 frequently tell us that the "Libera
me' in that grand work in memory of
Alessandro Manzoni is an adaptation of
the concluding section Verdi had com-
posed a few years earlier as his contribu-
tion to a composite Requiem for Ros-
sini, a work that was never performed.
No matter how often that information
was presented, it seems to have created
very little curiosity on anyone's part,
and it was less than two years ago, near-
ly 120 years after the work was com-
posed, that the Messa per Rossini was
actually performed for the first time-
and recorded.

Verdi initiated the idea for this work
four days after Rossini's death in 1868;
he wrote to his publisher, Tito Ricordi,
proposing that several of "Italy's most
eminent composers should write a Re-
quiem Mass to be performed on the
anniversary of his death." He proposed
further that there should be a single per-
formance in Bologna, following which
the score should be sealed away except
for later Rossini commemorative occa-
sions. In addition to Verdi himself, a
dozen other composers took part, and
the composite score was ready in time
for the anniversary in 1869, but, for var-
ious reasons (not entirely musical ones),
the performance never took place.

The musicologist David Rosen came
across the original material for the Mes-
sa per Rossini in 1970, but it was not
until 1986, in the course of an Interna-
tional Bach Academy in Stuttgart, that
further scholarly activity was initiated
that led at last to the first performance
of the work, under the direction of Hel-
muth Rilling, at a festival in that city in
September 1988. Rilling and his Stutt-
gart forces actually taped the work for
television a few weeks before the public
premiere; he has since performed it in
Parma and, last October, with the New
York Philharmonic. It is a long work,
nearly two hours, but it does sustain
interest. Antonio Buzzolla's "Introit us"
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Miniature CAMCORDERS

KYOCERA
KD-S530

Finernovie 8
 4 HEAD
 HI-FI
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 1 lb 12 oz
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COMPETITIVE PRICING CALL NOW
FOR YOUR BEST DELIVERED Plum
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AUTHORIZED
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JVC
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 PANASONIC
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 RICOH
 MUCH MORE!

rtr,
 i

CANON 8mm Al

- MOST POPULAR FEATURES -
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 SUPER VHS 8:1 ZOOM w/FLYING ERASE HEAD $895
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w/DIGITAL EFFECTS
S11 99

 PVS 445
*1079

 8mm/SPECIAL EFFECTS 420 PIX, SLOW MO.
HI-FI, 1:2000 SHUT

$899

 VHS -C 6:1 ZOOM 5 LUX FLY ERASE

 8mm 4 LUX FLY ERASE HI-FI SOUND

 VHS FULL-SIZE CAM TIME/DATE 6:1 ZOOM

 VHS FULL-SIZE CAM TIME/DATE/8xZCOM

 VHS 8:1 ZOOM FLY ERASE w/CH GEN

BEST VALUE:
 PANASONIC PVS550

 PANASONIC PV520
 CANON H460 H660

 OLYMPUS VXS405KU

*CANON E808

 RCA CC320
 JVC GRS707
 JVC GR6OU
 CANON A1
 RICOH R800H

SUPER PRICE REDUCTIONS:

 MINOLTA 881
KYOCERA K D330

 HITACHI VM2250
 RCA CC310
GE GE9825

 RICOH R650
 CANON E440
CANON E80
 JVC GRS77
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VCR's- VHS&BETA
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I
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EDITING PROCESSOR
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20" REMOTE
COLOR TV

MTS STEREO
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S- VHS Editor w Special Effects Mike Mix $299
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RILEY'S COUNTERREVOLUTION

a

The Kronos Quartet

TERRY RILEY'S Salome Dances
for Peace, a two-hour, five -part,
twenty -three -movement string
quartet with references both to

the Biblical legend of Salome and to
Native American mythology, has just
been released by Nonesuch in a per-
formance by the Kronos Quartet. It
consolidates Riley's return to notated
music after a decade of (mostly) impro-
visation. He did write some pieces for
the Kronos back in the early Eighties,
but they often seemed like postmini-
malist trifles most suitable for New Age
music listeners. Salome firmly estab-
lishes Riley as an important, imposing
talent who has clearly given a counter-
revolutionary new identity to the string
quartet with his tonal but completely
individual style. Salome Dances for
Peace may eventually be counted
among the great works composed in the
Eighties.

It has more than length in common
with Mahler, with whom Riley shares a
strong narrative sense. The music de-
picts Salome's being called by the Great
Spirit to combat the war demons, who
have stolen peace from the world.
Though Riley's scenario may sound sil-
ly, he has translated it into music that is
as convincing as a Stravinsky ballet.
Indeed. the infectiously rhythmic Sa-

lome often sounds like a ballet score,
but it needs no choreography-it is
complete in itself.

Structurally, the work lacks the integ-
rity of a Mahler symphony, but there's
such a strong sense of motivic develop-
ment among its many movements that
it never seems to sprawl. Aside from the
motif representing the Great Spirit,
which appears in amazingly diverse
forms throughout the piece, Riley rarely
develops anything in a logical, fluid
style; his writing is more sporadic and
freewheeling, almost Brucknerian in the
mercurial way he splinters and juxta-
poses musical ideas.

That style perfectly suits the compos-
er's highly pictorial, sometimes phan-
tasmagorical imagination, the force of
which carries the listener through even
the later parts of the quartet, where the
narrative thread threatens to unravel
completely. By then, programmatic de-
tails cease to matter much. Riley has
created a sound world so full of entranc-
ing effects, so vividly realized by the
Kronos Quartet, that it's a highly enjoy-
able place to spend two hours.

David Patrick Stearns

RILEY: Salome Dances for Peace.
Kronos Quartet. NONESUCH 79217-2
two cp's (121 min).

gets it off to a very good start; Antonio
Bazzini's "Dies irae" turns out to be
strikingly similar to the more concise
and forceful one Verdi himself created
for his own Requiem; Alessandro Nini's
"Ingemisco," like Verdi's later setting,
gives the spotlight to the solo tenor, but
it is an utterly and intriguingly different
sort of piece; Carlo Coccia's a cappella
setting of the "Lacrimosa" impresses
with its sense of uncontrived dignity
(though the attached "Amen" is a little
overextended for its substance); Gae-
tano Gaspari's elaborately operatic
"Domine Jesu" is charming in its use of
color; Pietro Platania's "Sanctus" is
agreeably sonorous if rather empty, and
the same may be said of Teodulo Ma-
bellini's "Lux aeterna." If none of these
comes up to the level of Verdi's familiar
piece, which concludes the work, there
is much to invite more than a single
hearing.

The performance could hardly be bet-
ter, and the recording itself is both rich
and well defined. The name of the
soprano Gabriela Benakova-Npova
has been reduced to "Benakova-Cap"
in the labeling, and the absence of any-
thing in the set to key the respective sec-
tions to track numbers is a major frus-
tration. But the indispensable parts of
the documentation of this unique work
are well executed. R.F.

NIELSEN: Symphony No. 2, Op. 16
("The Four Temperaments"); Sympho-
ny No. 5, Op. 50. Royal Danish Orches-
tra, Paavo Berglund cond. RCA ©7884-
4 -RC, © 7884 -2 -RC (69 min).

Performance: In classic tradition
Recording: Good

NIELSEN: Symphony No. 2, Op. 16
("The Four Temperaments"); Pan and
Syrinx, Op. 49; Aladdin, Suite. Swedish
Radio Symphony Orchestra and Cho-
rus, Esa-Pekka Salonen cond. CBS ©
MT 44934, MK 44934 (65 min).

Performance: Brilliant
Recording: Bright, clean

There are no fewer than four Carl Niel-
sen orchestral cycles currently under
way, and these two discs represent gen-
erous samplings of the RCA and CBS
projects. Paavo Berglund's reading of
the Second Symphony, The Four Tem-
peraments, is in the classic mold of such
Danish conductors as Thomas Jensen,
for whom Nielsen in the flesh was living
memory and whose 1947 recording of
the work was the first of the composer's
symphonies to be commercially re-
leased. The approach is strong and sin-
ewy in the outer movements, and the
performance achieves special eloquence
and intensity in the "Melancholic" slow
movement. The dramatic points in the
"Choleric" and "Phlegmatic" move-
ments are tellingly made. The Fifth
Symphony under Berglund lacks the
sheer dynamism of the recordings by
Blomstedt and Bernstein, but again the
performance is in the classic Danish tra-
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SHERWOOD CRD350
Car Stereo with Cassette Deck

 AM Stereo FM Stereo Receiver  Full Logic
Controlled  Dolby B C NR  Auto Re-
verse  Built -In Amp w Balance & Fader
 Local Dist Switch  Preset Scan  Clock
 Secunly Cover

OI. List S329 QS SALE: $i79.00r
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SONY WM-AF604
Sony Super Walkman
 AMFM Stereo Cu,
Player  X.tra Small .

 Auto Reverse  Cu:.
Charger  Dolby B NR
List 516995

SALE $116.95

111116414,WOO (800) 621-8042 f (312) 664-0020

12 E. DELAWARE PLACE  CHICAGO, IL 60611
LOUDSPEAKERS

TECHNICS SBL-36
Powerful

Loudspeaker System
i-iase 2

System  large Diam tL
Woofer  Anti-resononci.
cabinet  Attractive
Woodgrain Finish

CALL FOR PRICE

E.P.I. CD55
3 -Way Speaker

System
 12 Bass Dover  Wide
Frequency Response
 Constant Dispersion
Design  Specially De-
signed High Efficiency
Cabinet

SALE $99.00 ea.
TECHNICS SBS407

3 -Way Speaker
System

 12' Woofer  Horn Super
tweeter  High Heat Res,
lance  Efficiency Bass
Reflex Design  Heavy
Duly Anti -Resonance
Cabinet

CALL FOR PRICE

JENSEN 3120
 12 .3 -Way  12' low
frequency driver  150
Watts peak power 60
watts continuous
 Barton hickory finish

List 5139 95 ea

SALE: $74.95 ea.

PORTABLES
SONY WM-AF57

AM/FM Stereo Radio
Cassette Player

 Dolby B NR  Auto -
reverse with direction
and mode selectors
 Variable Mega Bass
 Ultra -tight MDR
headphone,
List 594 95

SALE: $62.95

95,

SONY D-25
Discman Portable
CD Player
 Ultra Small & LightWt 
21 -Track Random Music -
Sensor  4 -Repeat Modes
 Unilinear Converter
wiDigital Filter

CALL FOR PRICE

SONY ES -S92
6" x r 2 -Way Car Speakers

 Co.Akial  Hi -Power  Oval Shape
 80 Watts Mar Power Handling

LIST 579 95 SALE: $39.95

0 0 0

CASSETTE DECKS

TEAC V-285CHX
Stereo Cassette Deck

 Dolby C& HX PRO NR  Bias Fine Tuning
 Full Auto Stop Mech  Metal Tape Com-
patible  3-Pos Tape Select  3 -Digit Tope
Counter
List 149 95 SALE: $99.95
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TEAC R455X
Auto Reverse Cassette Deck

 Si Drrectlondl record playback  Auto
,,erse  Repeat  Dolby B&CNR  HX Pro
 Timer Rec. Play

isT 5219 95 SALE: $139.95

TECHNICS RS-TR555
Double Quick Auto Reverse

Cassette Deck
 Auto Reverse on both tape decks  24 hour
Conlin playback  Hi-spd editing  Synchro
start & stop & mute  Dolby HX-Pro

CALL FOR PRICE

TEAC W660R
Double Auto Reverse

Cassette Deck
 Dolby B & C  One touch high speed
dubbing  Continuous Play  Memory
play search dubbing  Full logic control

SALE $289.95

HEADPHONES
KOSS PRO/450

d isolating  Dual
dynamic driver

 Precision performance
 Perfect for digital music

List 5175.00 SALE: $138.00

SENNHEISER HD480
 (CI zi

Perfect

List.

Air f`,

List 59900 SALE: $69.95

SONY MDR C D6
Adjustable  OP*, -
 Digital Ready

iS. dr- SALE $79.00

RECEIVERS

TECHNICS SA -160
Quartz Synthesizer

AM / FM Stereo Receiver
 80 Wart (40%2)  24 preset station file
 5 Band Graphic Equalizer
LIST 520995 SALE: $147.95

sseus Ptoq CC

TECHNICS SAR377
Quartz Synthesized

Remote Controlled Receiver
 AM FM Stereo Receiver  160 Wont
(80 RMSx2)  Full Remote Control  24
Presets  7 -Band EQ w Spectrum Analy,
 4 Aud Inputs plus 2 Aud. Vld. Inputs
 Station File

CALL FOR PRICE

r-

JVC RX701VBK
Surround Sound Receiver

 AM FM Sterec Digital Receiver  160
Watts (80r2)  Dolby Surround Sound
 Built -In Synthesizer -Tuner  40 Memory
Presets  7 -Band EQ  2 PR Speaker
Connections

CALL FOR PRICE

CI .1 -10.74!. -w.. -

a t1513SLE
JVC RX-901BVK

Remote Controlled Receiver
 200 Watts (100x2)  Dolby' Pro -logic
with adjustable digital delay  3 Video in
puts  Progromm 7 band EQ  Dig. Synth.
Tuner  80 presets  Preset Scan

CALL FOR PRICE

AUDIO TAPE
MAXELL XLII-100

 100 minutes pert.- '

CD recording  Imp -
performance hibias

10 for $24.95
SONY SR -90

Top of the line metal
cassette tape

10 for $20.00

TIN( MA -90
 Metal alloy cassette
 Hi -bias
 Hi coercivity

10 for $22.00
MAXELL MX -90

Metazial 90 min cassette

+0 $28.95

SHURE M111HE
 Precision crafted hyparel
leptical diamond tip
 Dynamic stab, re r
 Side guard pi '

Lis' 5149 95 SALE: $49.95
AT 122LP

Dual Magnet  Plug.In
Connector  Linear C,- ,

Diamond Stylus'
List 5125 00 SALE: $49.95

SHURE V15VMR
Ulric, Accurate Tracking
 Cynarnic Slabalizer  Side
guard Protection
L-sl $27500 SALE: $129.95

Mina/ audio
12 E. Delaware Pl., Chicago 60611

16 YEARS OF MEETING THE NATION'S STEREO NEEDS WITH
THE ABSOLUTE BEST PRICES ON TOP NAME NATIONAL BRANDS
Call Mon. thru Sat. 10 to 5 (312) 6640020  1 (800)621-8042

Prices in this ad are for mall -order orly.
Freight charges not included in prices. All
merchandise shipped brand new, factory
fresh with full warranty. Not responsible for
typographical errors.

NOTE: This is just a partial listing of ou extensive
inventory, please call for quotes on acditional items
or to request a free price list.

 Remote cc- capable 111
 Repeat run,' on
 Front panel operation 111
 Anti -vibration

CALL FOR PRICE

DUAL 503.1 --
Top Class, Audiophile

Semi -Automatic
Turntable

 Belt driven  Low
resonance. anti -vibration
design  Electronic speed
control  Auto switch off
 Gimbal mount low mass lonearm
LIST 525000 SALE: $129.95
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CD PLAYERS

SHERWOOD CD -1162R
Remote Control Compact Disc Player
 Pull function remote control with 10 key
pad  3 beam laser  2X oversampling

4 way repeat function

List 526995 SALE: $129.95

TECHNICS SL -P555
Programmable Compact Disc

Player with Remote Control
 4X oyersampfing  18 bit  4-DACS (2 per
channel)  Peak Level Search  Optical
Digital Output  20 track programming
 31 Key Remote w volume
List 5409 95 SALE: $279.95

TEAC PD -700M
6 -Disc CD Changer with Remote

 4X oversampling  16 bits  2 DA Converia.
 32 frock random programming
 10 key remote

List 6409.95 SALE: $249.95

TECHNICS SL-PC20
Rotary Compact Disc Changer

 Change discs Outing ploy with top-looding.
5 -disc rotary design  Completely pro-
grammable: repeat and random play for 5
discs  Multi -function. 25 key wireless
remote control  Quadruple oversampling
 20 step random access programming
CALL FOR PRICE

JVCXLM701BK
CD Multi -Changer

 6,1 CD Changers player  Remote
control  Random Access program up to
32 steps  18 bit DAC  4 X oversomplings

 Digital Filter
CALL FOR PRICE

TECHNICS SU33
Programmable
Quartz Linear

Tracking Turntable
 8 -Band random pro-
gramming  Auto high
speed listing  Remote
control capable  14P
cart connector system
CALL FOR PRICE

TECHNICS SLL25
Fully Automatic
Linear Tracking

Turntable
1.1
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dition. The 1,500 -seat Odd Fellow Hall
in Copenhagen, essentially a converted
Baroque ballroom, yields a very bright
sound, but there's also a midrange reso-
nance that tends to shadow the highest
frequencies. Having attended many
concerts there in the mid -Fifties, I feel
that large orchestras are a bit much for
the space.

Not so Stockholm's Berwald Hall,
which is clean and brilliant to a fault,
tending to emphasize the ferocious
qualities of Esa-Pekka Salonen's treat-
ment of The Four Temperaments. But
compared with Berglund, the young
Finnish conductor seems to be skating
on the surface rather than getting to the
musical heart of the matter. He certain-
ly does not make his dramatic points as
effectively as his senior compatriot. In
the colorful Aladdin suite, on the other
hand, Salonen is very much in his ele-
ment. And the brief Pan and Syrinx, a
kind of Scandinavian "afternoon of a
faun," is a real charmer in Salonen's
hands. D.H.

SHOSTAKOVICH: Symphony No. 15,
in A Major, Op. 141; October, Sym-
phonic Poem, Op. 131; Overture on
Russian and Kirghiz Folk Themes, Op.
115. Gothenburg Symphony Orchestra,
Neeme Jarvi cond. DEUTSCHE GRAM-
MOPHON @ 427 616-1 (66 min).

Performance: Superb
Recording: Stunning

This last of the Shostakovich sympho-
nies, dating from 1971, is a haunted and
haunting work, inhabited by ghosts of
music past, including Rossini's William
Tell Overture and Wagner's Ring, not
to mention fleeting wraiths from Shos-
takovich's own extensive oeuvre. The
opening movement, full of sass and wit,
is followed by a profound in memoriam
adagio. An acerbic scherzo paves the
way for a variation finale in which the
Fate motive and timpani figure drawn
from Siegfried's Funeral Music play a
major role. The heart of the movement
is the passacaglia built around a spectral
variant of the march tune in Shostako-
vich's own Leningrad Symphony, lead-
ing to a gut -wrenching climax that sub-
sides into a coda of reminiscences, full
of clicking, clucking, chiming sounds
evocative of the remorseless passage of
time.

Maxim Shostakovich (the composer's
son), Eugene Ormandy, and Bernard
Haitink all made memorable early re-
cordings of this score. Now Neeme
Jarvi, with the Gothenburg Symphony,
has given us the first digital recording,
and it is on an equally high interpretive
level. Complementing an orchestral
performance of superb power and fi-
nesse is the recording itself, made at
Gothenburg's famous concert hall; it
does the music and the players proud.
Most of the symphony's scoring is of
the utmost transparency, drawing on
the full range of the instrumental spec-
trum, from highest to deepest, including

metalophones, wood percussion, and
snare drum. The dynamics range from
deathly stillness punctuated by eerie
woodwind chords to floor -shaking tut-
tis. In short, one could hardly ask for a
more ideal demonstration vehicle for
the CD medium.

I only wish that more interesting filler
material had been chosen. October is
more substantial than a lot of civic
Shostakovich but veers toward being a
patriotic rabble-rouser with its quote of
a partisan song from one of the compos-
er's early film scores. The Overture on
Folk Themes is an entertaining pops -
concert affair. Jarvi and his Swedish
players nonetheless give their all, and
the level of music -making throughout
reinforces the fine impression that this
conductor has made with his previous
Shostakovich recordings. D.H.

STRAVINSKY: Le Sacre du printemps;
Apollo. City of Birmingham Symphony
Orchestra, Simon Rattle cond. EMI/
ANGEL 4DS-49636, CDC -49636 (65
min).

Performance: Bursting, exploding
Recording: Brilliant

STRAVINSKY: Le Sacre du printemps;
Petrouchka. Royal Philharmonic, Yuri
Temirkanov cond. RCA C) 7985 -4 -RC,

7985 -2 -RC (71 min).

Performance: Stodgy
Recording: Colorful

Being Russian doesn't mean that you
were born to conduct Stravinsky. I'll
take the "provincial" English version
led by Simon Rattle, not only over its
Russian -led competitor here but over a
lot of other recent Stravinsky. Timing
will do it every time. Both of these are
well -made English recordings with lots
of color. But in Le Sacre, the rhythm
piece of all time, timing is everything,
and Rattle nearly always has it right. As
he conducts it, the piece is bursting at
its seams, exploding at its edges. But it
is also a subtle music drama full of sus-
pense and surprise, and he catches all
that too. Listen to the drama of the
"Sacrificial Dance"-not just disso-
nant, disconnected modern music but
real music theater. And then he turns
around and delivers a finely tuned Neo-
classical performance of the ballet Apol-
lo, almost a trifle next to the Sacre but
engaging nevertheless.

It takes some effort to turn Le Sacre
and Petrouchka into stuffy, conserva-
tive enterprises, but Yuri Temirkanov
manages it. Just because Stravinsky lat-
er turned from Russian "barbarism"
to Francophile Neoclassicism doesn't
mean you can Neoclassicize the Sacre
and get away with it! E.S.

WAGNER: Tannhiiuser (see Best of the
Month, page 140)

WALTON: Symphony No. 1; Hinde-
mith Variations (see Best of the Month,
page 141)
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Gabriel '  San Jose
 San Lurs Obispo  Santa Bar-
bara  Santa Cruz sot Wave 

Santa Maria  Santa Monica:
 Stockton  Thousand

Oaks  Upland
Ventura .  Viclnrville
S  Visalia ' '  Westminsler
V

CO Boulder  Colorado Springs:
Sin  Denver A Suburbs: Soundtrack
 Glenwood Springs r riled  Grand
Junction
A  Pueblo
CT Avon  Danbury
 Fairfield  Greenwich .

 Hartlord '  New Haven o

 Newington  New Lon-
don  Norwalk  Water-
bury "
DE Wilmington
FL Daytona Beach .  Ft Myers
0*  Fl Lauderdale .

Ft. Pierce  Ft Walton Beach:
A ,  Gainsville World

 Jacksonville "vile Thea-
ti  Key West '  Lakeland:
o  Mary Esther ^m Video
Merritt Island  Miami: Her-
r  Naples

 Panama City ..

Pensacola  Sunrise
 SI Petersburg

 Tallahassee  Tampa
 W Palm Beach

GA Athens  Atlanta & Suburbs:-'

 Augusta  Brunswick. -SIT
 Columbus'.'  Gainsville:

 Macon '.' c  Sa-
vannah '  Valdosta' Stereo

HI Honolulu
IA Davenport  Des Moines A.,-

-Dodge City '.  Dubuque:
Iowa City .  Mason City:

 Sioux City  Water-
loo
ID Boise

 Sandpoint

IL Alton  Aurora: Stereo Systen..
 Carbondale Stereo  Champaign:

 Chicago 8 Suburbs: United Audio 
Decatur  Highland Park- rn

 Joliet  Kankakee -iii
 Lansing TN,

Naperville  Normal
 Peoria  Rockford

Springfield  Spring
Valley  Sterling
IN Bloomington'  Bluffton

 Evansville .  Ft.
Wayne - Indianapolis shrat,On 
Lafayette  Marion r Slereo

 Moscow. .otereo
i"  Twin Falls:

MA Boston
 Fitchburg 0'  N Dartmouth:
Snor :  Pittsfield  Worceeler

°CEndM ligor.  Camden  ntor
Audio  Portland 0 ''
MO Baltimore  Gaithersburg.
Audio Bu,
MI Ann Arbor  Birmingham
H i  Dearborn '  Farmington
Hills '  Flint  Grand
Rapids  Iron Mountain
N, s  Kalamazoo  Lansing
Midland  Petoskey "
Saginaw  Traverse
City -

MN Alexandria  Duluth ' '

Audio  Grand Rapids '

Rapids  Mankato. -  Minneapolis di
Suburbs: A  Rochester ,
St. Paul: Audio tong
MO Cape Girardeau: Stereo One  Columbia:

Audio  Kansas City Brands Mad 
Springfield: Harvey s Sri -  Si Louis: Sound

MS  Halt isburg .  Jackson:
,  Pascagoula
MT Billings  Bozeman:

 Great Falls '.' i F

Kallispell  Missoula A oen

NC Boone  Chapel Hill !
Charlotte . ConoverutiHenderson-

villa:
City  Greensboro
villa: Pro Soon  Kinston
Moorehead City' Bern:
Ann- A  Raleigh
S  Rocky Mount '  Wil-
mington ' .  Wilson "
 Winston-Salem
NO Bismarck  Fargo today

NE Kearney " .  Lincoln s

 Omaha '.  York ' '

NH Concord'. '  Laconia
---------North Hampton .

 Salem
NJ East Brunswick  Maple
Shade: Bryn Man  Montclair
dio Paramus :  Raritan
Audio  Ridgewood  Shrews-
bury: Monmou,  Toms River.
Caeria  Wall Twp '.'  West
Caldwell ,
NM Alamogordo ..e Electronics  Albuquer

MIs'. Jta Farisem'i' *

NV Elko
Reno

NY Albany: co ,  Amherst
'  Batavia: Unicorn Aud,  Buffalo .

 Coming: Chemung  Elmira
Forest Hills: Continental Sours:  Fredonia

 Glens Falls: Audio Ir  Goshen
s Stereo  Ithaca: r-

 Jamestown:  Manhasset
 Massena

Newburgh  New Hartford
 New York City

 Rochester
 Syracuse
 While

 Las Vegas
 South Shore Lake Tahoe

Plattsburgh
Sows!  Scarsdale.
Clark Ne  Vestal

Plains  Woodbury

OH Akron '  Canton
Cleveland 8 Suburbs  Cincinnati
Sri,  Columbus  Dayton
SD,.. ,  Findlay ' i'  Lima
C A  Toledo '

OK Lawton  Oklahoma City '
D  Shawnee rids  Stillwater.
Cr  Tulsa '

OR Eugene: Un  Grants Pass
ke  Medford'  Salem:

PA Allentown: '.'  Blakely. Hart
E,  Bryn Mawr .' s  Camp
Hill . Slave  Chambersburg
E  Erie. - Harrisburg ,

NI,.  Johnstown
Kingston Lancaster

 Longhorns  Montgomery-
ville  Natrona Heights.

 Philadelphia & Suburbs: Bryn Mawr
 Pittsburgh it '.on  Quaker-

town '. e  Reading: G n
Selinsgrove  State College:

.  Stroudsburg: Ma
 Wexford  Williamsport

- '

PUERTO RICO Rio Piedras
RI Middleton '  N Providence

SC Anderson '." '  Charleston '

 Columbia  ".'
Greenville '.".'  Greenwood

 Spartansburg
SO Aberdeen '  Rapid City:
E-E  Sioux Falls
TN Chattanooga  Cookeville
'hr  Jackson '.  Kings-
port '  Knoxville
McMinnville .',

fX'Amarillo
'  Nashville

 Arlington
 College

Station '  Corpus Christi ,
 Dallas El Paso  Ft.

HWorth:urst  Laredo "
 Houston

Longview  Lubbock
 McAllen '.'  San An-

tonio '.'  San Marcos . '

.  Sherman .'  Temple Au-
'  Texarkana  Victoria.

- Waco
UT Logan  Sall Lake City:
- SI George Houleard Home

VA Bristol '  Charlotterdille: HoldrenS 
Falls Church Manassas A ..  Buys  Har-
'Isenberg ' 0", lextronCS  Richmond:

 Roanoke: Holdrens Virginia
BeachT
A/Brattleboro '  Essex Junc-
tion .  Rutland '' o Music
WA Bellingham .  Chelan '.' ic Store
 Oak Harbor .  Seattle Bell-
vue Lynnwood '.' .  Spokane '.,:rail

WI Appleton old  Eau EMI
 Fond Du Lac: bud a Plus  Green

Bay ',5' i

 Oshkosh
 Wausau so

Madison
 Milwaukee

 Ripon

WV Barboursville
 Clarksburg

Huntington
mont .

WY Cheyenne
Sheridan

Beckley, Charleston: A ed
. . r Concepts 

Nrenouse  Pled -
Wheeling: clereo Lab

 Gillette/

polk audio
I he Speaker St NH. Nil

RETAIL MART
AN EXCLUSIVE MEDIUM FOR ALL RETAILERS

OF AUDIO AND VIDEO EQUIPMENT
The STEREO REVIEW Retail Mart is an ideal forum to reach interested audio/video enthusiasts
who are active buyers themselves, and who advise others on stereo and video purchases.
The Retail Mart is an exclusive section designed to showcase your advertising in STEREO
REVIEW, and since the manufacturers of many of the brands you sell consistently advertise in
STEREO REVIEW, your impact is even greater!

CALL US TODAY TO PLACE YOUR AD
IN THE STEREO REVIEW RETAIL MART . . .

AND MAKE STEREO REVIEW READERS YOUR CUSTOMERS!
(800) 445-6066



BEST SERVICE, SELECTION & VALUE ...

Sound gllUir " .

INC :1i:

:.:.= ...Of Course!
iillii

  Just a Sample of Our Everyday Low Pricing!
HAFLER
DH -120
 Mosfet Design Amplifier
 High Current Design SALE
 62 Watts / Channel
DH -100

Super Sale

$275
 Hafler Pre -Amplifier
 Low Impedance Power Supply

SAE

a/d/s/ Best Value
The atelier system ORIGINALLY 54700 NOW

PA4
 150 Watts/channel Power Amplifier
CC4 - 6 6 ADS Tuner/Pre-Amplifier °

$2499

SALE $149 CD4
 Compact Disc Player
 16 Track MemorySuper Savings

A-502 POWER AMP
 600W W/Mono-200 W/Ch

P102 PRE -AMP
 Computer Direct

T102 TUNER
 Computer Direct Tuner

A 1
sag I

I= .1. F l 1=1 I. J
.4. .... -a). .1. - 1. 1 - I .1- I tl I.

4=1. 4, -_d 4.  - .1. 4: r-.0.

=I

1 I.

D102 CD PLAYER
C102 CASSETTE DECK
 Full Logic Dolby 13/C

VCR'S

HRD850U SALE $48995
"1.

IJ
"a',

Choose from JVC, Toshiba,
Philips, Mitsubishi and more

PROTON
Clearly the Best

0
.......  -........
0 0 0 0 0 0

n

S0 -N.
444s,.

0940
Digital Receiver
with DPD''

0540
Integrated
Amplifier
With DPD

01200
Stereo Power
Amplifier with
DPD''
with P110C
Stereo Pre -Amp

CALL

FOR
PRICE

TV'S
Largest
selection of
portable
Color TV's
as well as
Projection TV
on Display

SL DL

C4

V, ttt. 0

0
0

,r1 0
0 as eevo 0

 ADS Cassette Deck
 Dolby B & C Noise Reductioi

I d6X'

0 0 .t

0 0

Dynamic Savings
I1BX-DS

 Expand Dynamic Range 50%

SNR-1
icansamm

 Noise Reduction Up to 4 Times More Th n Dolby

3BX-DS
 Dynamic Range Controller
 Expansion & Impact Recovery
SAE...Super Savings

Select From Najor

Brand Names Mtn

Over 650 Lints of
Resolutior

PROTON

SUMS 511111SIVIO

CELESTION
"OUR INSPIRATION FOR

CLEARER SOUND"

"Special of the
Month"

CELESTION 3
CALL

FOR PRICE

AS LOW AS

4,456N9MODE

CAMCORDER'S
44 '";:l0

ffr

Best Prices on
Olympus, Panasonic, Minolta, GE,

RCA, Hitachi and more

FM Stereo
Antenna

MODEL 9600, 9800

Per.ea for -
Strround

Pi4VICLE*
PN2+

$55
EACH

Sound Mrir ROUTE 23 SOUTH
KINNELON, NJ 07405

Ma t rCord

 ALL MERCHANDISE BRAND NEW
 FULL MANUFACTURERS WARRANTY
 CAR STEREO INSTALLATIONS

(201) 838-3444
THE ONLY NUMBER YOU'LL EVER NEED
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THE FINEST IN HOME AUDIO,

CAR STEREO & VIDEO EQUIPMENT

AUTHORIZED DEALER FOR
ADS MONSTER CABLE
ADVENT  MISSION
AIWA
AKG
ALTEC LANSING
AUDIO CONTROL
AUDIO SOURCE
CERWIN-VEGA
CITIZEN
CWD
dbx
DCM
DENON
HAFLER
INFINITY (car)
KENWOOD
KICKER
MITSUBISHI

 ONKYO
 ORION CAR AMPS
 PHILIPS
 PINNACLE AUDIO
 POLK AUDIO (car)
 PROTON
 SAE
 SANSUI
 SONANCE
 SONY
 SOUNDCRAFTSMEN
 STAX
 TOSHIBA
 TRIAD
 YAMAHA

Sound (gt
Meadtown Shopping Center
Route 23 South
Kinnelon, N.J. (201)838-3444

CLASSIFIED ADVERTISERS:
You can reach millions of prime prospects for
your mail order products or services through
low-cost Marketplace Classified advertising in
this or other titles of the

DCI CLASSIFIED MAGNET

To place an ad, or for further Information
including rates, ad styles, sizes and multi -title
discounts, call Toll -Free:

(800) 445-6066

O
Jo

STEREO REVIEW

CLASSIFIED
FOR MORE ADVERTISING INFORMATION CALL 1-800-445-6066

RECORDS

RECORD COLLECTORS' SUPPLIES. REPLACEMENT
JACKETS, inner sleeves, 78 RPM sleeves. CLD boxes. etc.
COMPLETE CATALOG. Cabco, Box 8212, Room 640. Co-
lumbus. Ohio 43201.

A.S.Q.SOUNDTRACKS,O.C. DISCOUNT PRICES, QUALITY
GUARANTEED, FAST DEPENDABLE SERVICE. SEND FOR
FREE MONTHLY CATALOG: A.S.Q. DEPT. A. P.O. BOX 404.
SEELYVILLE, IN 47878. (812) 299-4154.

FREE RECORD, CASSETTE AND COMPACT DISC CATA-
LOG: Features a tremendous selection of remaindered LP new
releases at discount prices. Many imports and smaller labels
offered. Prompt delivery. Rose Records, Dept. SR. 214 SO
Wabash Avenue, Chicago. IL 60604.

COLLECTORS' SOUNDTRACKS MINT. Top titles, speedy
service. list $1 (Refundable). JEMMS. BOX 157. Glenview
60025

FOR SALE

LOW PRICES -HIGH END EQUIPMENT: Carver, Nakamichi.
Infinity, Haller, Luxman, ADS, B&K, Bose, Onkyo, Proton.
Phillips and much more! (414) 725-4431.

WE SELL SECOND HAND high quality audio -video with mon-
ey back guarantee! Send your name and address for FREE
monthly inventory. Ross Stereo. 2423 Morena Blvd. San Diego.
CA 92110. (619) 275-3632.

THE BEST RECORD RACK IN AMERICA. Stackable, porta-
ble, oak units hold LP's, CD's and tapes. Free Mailorder Bro-
chure, (please mention Stereo Review). Per Madsen Design:
(415) 928-4509. P.O. Box 330101, San Francisco, CA 94133

BUY AND SELL used audion equipment through telephone
classified. No charge to buyer. Call (609) 927-2152 anytime

BEWARE CONSUMERS. PLAN ON PURCHASING AUDIO
VIDEO EQUIPMENT? YOU NEED THE FACTS! BEWARE OF
BAIT -SWITCH TACTICS. GREY MARKET! BUY WITH CON-
FIDENCE. CALL (201) 838-3444.

BUY SELL IN THE MONTHLY AUDIO VIDEO TRADER. $15
YR. SAMPLE $1 r SASE. FREE ADS! 330 S MAIN. WAKE
FOREST, NC 27587

BROTHERS DISCOUNT STEREO -Your Electronics Audio -
Video Hotline. Major Brands 8. Accessories At LOW DIS-
COUNT PRICES. (201) 462-9008 & (201) 591-9008 or FAX US
AT (201) 690-5407.

AM WfirtkESALE
To order -Call: 615 244-6121

Audio -Video - Car Stereo
Telephone - Radar Detector

Accessory - Audio -Video Tape
At Low Discount Prices

 AIWA
 AKG
 Advent
 Bose
 Blaupunkt
 Bazooka
 Cerwin Vega
 Cobra
 Denon
 JVC
 Jensen
 Kenwood
 Maxon

 Minolta
 MTX
 Panasonic
 Phase Linear
 Pioneer
 Sherwood
 Sony
 Soundstream
 Technics
 Toshiba
 Uniden
 Whistler
 Ya-ahi &

CALL FOR PRICES & MODELS

A&S Wholcsac



All items include
Compare ads! Would you se

manufacture
tie for less?

s U.S.A. warranty,
SONY VCR

factory complete and new!
INFINITY PIONEERCAMCORDERS

RELIABLE AUDIO/
VIDEO

SLV757 729

SLV555 475

SLNF970D 739

& VIDEOS BY
PANASONIC

SON Y

:(:FAIPA9 999A8 779
KAPPA7 479
KAPP

nX55)15X95005
VSX7508S

5"629
529

1-800-525-9922  U.S.A. SALES
SLHF360 349

CAMCORDER Jvc KAPPA5A6

359

279

VSX5400X55005

VS

429

389

JVC AUDIO JBL HARMON CCDF45 819
RCA

RICOH
RS6001 349 vskssoos 369

FIX1010 STOCK LlOOTBO 449 KARDON CCDV9 799 NIKON RS5001 249 VSX4400 339

XLI1010 STOCK L8OTBQ CALL HK990 699 CCDF50 875 SHARP R54001 199 PDM710 389

TDV1010STOCK L6OTBQ CALL HK880 509 CCDVII 979 MITSUBISHI RS3001 CALL PDM610 285

XPA1010STOCK L2OTB0 CALL TU920 269 CCDTR5 1029 TOSHIBA RS2001 CALL PD7300 329

AXZ1010STOCK JBL L20T3 189ea HD7500 299 SONY AUDIO CGNAANOV N SM150 269 PDT503 209

FX1010 STOCK JBL L40T3 269ea HD7600 399 STRAV910 339
MA OX SM120 189 CTW9'OR 389

RX901 569 JBL L8073 349ea HD800 359 STRAV1010 459 OLYMPUS DESIGN acousnc CTW7*OR 275

RX801 369 JBL L100t3 439ea TD302 329 STRAV2010D689 VIDEO CALL CTS705 289

RX701 309 JBL PROvill 389pr HK6900 819 CDPC700 289
pPS535 CALL CTS605 235

RX501 259 JBL LX44 199ea CITATION23 449 CDPC900 319 TAPES PS1O CALL SP7007 425

XLM701 339 JBL 4800 249ea BOSE CDPC100 389 SONY ACOUSTIC RSCH CLD3070 819

XLM401 229 JBL 3800 199ea AM5 CALL CDPC970 319 MAX ELL PROTON CALL CLD2070 659

XLZ611 289 ADVENT/EACH SE5 CALL TCWR810 339 T DK YAMAHA CALL CLD1070 419

XLG512 319 MAESTRO 249ea 10.2 STOCK CERVAN VEGA FUJI DENON CALL LD870 335

TDV711 369 LEGACY II 149ea 62 STOCK D1H 99ea BASF PROLINE CALL

TDV621 309 PRODIGY 8115ea 42 STOCK D2H 119ea ...............,......0 s........,.. . s..)..........1
TDW901 299 TOWERS 115ea 22 STOCK D3H 149ea "4jr,;"::":tro-w----t" -.1-9.1-:::.-_--
TDW801 229 BABY2 69ea 901 wiequil CALL D9H 279ea ' ii..E.7.1.111/24:714910:1t0t4 SA 19 ' -
TDW501 189 iNOuTDOOR 65ea 101 STOCK SW12B 159 MIAMI AUOKINI0E0 01.1CONER BLAND AVE., runt MY 112111

THE MINI AD WITH MAXI SAVINGS

ENTIMPRINEN
1678 - 53rd SL, BKLYN, NY 11204  MON-FRI 8-1, SUN 9-6
CALL 1-800-451-5851 / IN NYC ;718) 438-1027

MZIIIIEMIIMICIBM CI=
719.120 944 1 -press RI 194.93 1119 Irk 641.113

157.03 977 ST 161.711 N. 00661o 50046 187.11

111.45 976 lkoor 01 15100 1a, 1.4610 (010 137 .III

9115 SHERWOOD 566 FronDuo Win 2/7.117

9. .. 100 Rao 11310 Isom (0077 219.00

EMEIIEIM (11"' fi')tit-,.-'; 751.95
171 It D 7 c,:,.
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111 0140 91. 01401 219 MI (5 IN.
119 119441131 NI. 0409 /11 In 23 1149.

SONY (AR RIMS

(7107

(05431

0030
117101

11/050

11312

016111

116010

795

411

381.

465.

711

445

351

51!

(70071

111401

011110

IRMO

000057

119310

11.61,1

11171

17PIWRiTERS WORD 9900 15

ID 4600 169

ID 5600

lo 1600 259

9447 011 544

MVP MOO 511.

9X93000 415.

PWP SOOD 512

19011001 SU
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ADS., NAKAMICHI, CARVER, BANG
OLUFSEN, REVOX, B&W, KEF, HARMON/
KARDON, N.A.D., LUXMAN, HAFLER, TAND-
BERG, ADCOM, DENON, KLIPSCH, YAMAHA,
D.B.X., INFINITY, J.B.L. AND OTHER QUALI-
TY COMPONENTS. BEST PRICES -LIVE PRO-
FESSIONAL CONSULTATION WEEKDAYS -
AUTOMATED PRICING AND INFORMATION
AVAILABLE 24 HOURS. ALL PRODUCTS COV-
ERED BY MANUFACTURER'S U.S.A. WAR-
RANTY. AMERISOUND SALES INC., EAST:
(904) 262-4000 WEST: (818) 243-1168.
SHOP SMART & MAKE THE RIGHT CHOICES! SAVE $S!
NEW BOOKLETS AVAILABLE: "HOW TO SELECT AND BUY
HOME AUDIO- (VOL. 1); "CAR STEREO" (VOL. 2); & "PER-
SONAL COMPUTERS" (VOL. 31 $3.95 EACH PLUS $1.00
P H. ILLINI PUBLICATIONS, BOX 335, OREGON, IL 61061.

BEST FM ANTENNA! NO DRILLING OR SOLDERING. SEE
AUDIO, JULY 1989. $27.50, RIVERA-DEPT. SR. 1845 -52ND
ST. BROOKLYN. NY 11204 (718) 837-3203

***SOUND FIELD CREATIONS***
Alternative to expensive processors using
second set of speakers & special crossover.
Includes MANUAL & parts for 12dB CROSS-
OVER. Send 515.00 to: SCA. Sox 175.
Lanham. MD 20703.

WECD3
The mark of a true Denon.

This sticker tells you who is an authorized
Denon dealer and who isn't.

Some people who offer Denon products are
not authorized dealers. That can lead to problems.

First, only authorized dealers offer you the
protection of a Denon warranty with your
purchase: at other dealers, you may have no
warranty at all.

Authorized Denon dealers stock only
components designed for the U.S.. and have the
training to help you select the one right for you.

Authorized dealers know Denon technology
inside and out and stock factory parts for your
Denon to preserve true Denon sound.

So before you buy your Denon, look for this
Denon Authorized Dealer Sticker.

It assures you of the authentic Denon tech-
nology and support you expect. And nothing less.

To find your nearest AUTHORIZED Denon Deal,
1-201-575-7810
(9:00am-5:00 pm EST) DENON

AUTHORIZED

LOWEST PRICES
On over 125 brands
Car - Home - Video

For Specials List -800-233-8375
Audio Unlimited

HIGH QUALITY BRANDS -Car. Home. Vdeo Including eso-
teric. Audio Unlimited. 1203D Adams Ave., La Grande. Oregon
97850. (503) 963-5731.

LOUDSPEAKER COMPONENTS -KITS. Eton, Dynaudio, Fo-
cal. Eclipse. Catalog $1. Meniscus, 2442 28th St. S.W. Wyo-
ming. MI 49509.1616) 534-9121.

High -end and hard -to -find audio components.
Low, low prices! AUDIO AMERICA (Virginia).
Call 1-703-745-2223.

SERIOUS
AUDIOPHILES

DESERVE
SERIOUS
SERVCE.

And that's what you
will get at Reference
AudioNideo . We offer
the best in high -end

audio and the best in
friendly service by our
knowledgeable staff.
From the latest CD
players to the finest
high -power amplifiers,

you'll like our surpris-
ingly affordable prices
and fast shipping.

Holiday Gift
Certificates
Available

COUNTERPOIN
REVOX  ACM,
MOD SOUAD 
DAHLOUIST 8
NEC  DBX  ME.
HALFER  PRO
PS AUDIO  ON'
CELESTION 1

LEXICON CI,
I/ELODYNI

1 1",

111Referaire)
Call us at (213) 517-1700

18214 Dalton Ave, Dept. S, Gardena, CA 90248
Hot,rs, M -F 9 to 6, Sat. 9 to 1 Pacific Time

LOW PRICES!! NAKAMICHI, CARVER, BOS-
TON ACOUSTICS, LUXMAN, HAFLER, ADS,
B&K, KEF, ONKYO, PROTON, BOSE, SNELL,
DCM, M&K, PS AUDIO & OTHERS!! SOUND
ADVICE: (414) 727-0071.
CABLE TV DESCRAMBLERS-FREE CATALOG!
1-800-648-7938. Jerrold. Oak, Hamlin, etc. Guaranteed Low-
est Prices. Warranties. Immediate Delivery. MC. VISA COD.
Republic Cable Products. Inc., 4080 Paradise Road. #15,
Dept. 703 Las Vegas. NV 89109.

audio-technica
YOUR SEARCH IS OVER!

.0011E1

specializing In hard to find phono cartridge
and original replacement styli onlyil

CALL TOLL -FREE FOR FREE PRICE
QUOTES AND VISA/ MC ORDERS ir
N.V. STATE 016) 599 I I I 2

SEND SELF ADDRESSED STAMPED /
ENVELOPE FOR OUR FREE CATALOG.

Phones Open Mon Sat 9 am -8 pm

LYLE CARTRIDGES
Dept. SR, Box 158

Valley Stream, N.Y. 11582

I

OrrOfOn LAsc 800) 221-0906

' STEREO) WORLD" IS YOUR DISCOUNT MAILORDER
SOURCE WITH SUPER DEALS ON HOME AND CAR STE-
REO LINES INCLUDING: KENWOOD, TECHNICS. CON-
CORD, PANASONIC, JVC. SONY. PYLE. PIONEER, SHER-
WOOD. 111-FONICS, BLAUPUNKT. AUTOTEK, BAZOOKA.
ADVENT,AND MANY OTHERS. CALL OR WRITE FOR FREE
CATALOG. FREE UPS IN 48 STATES, LOAM-6PM MON-FRI:
WEDNESDAY TIL 6:30PM VISA MC: COD EXTRA, "CELE-
BRATING OUR 3RD YEAR' PO. BOX 596, MONROE, NY
10950. (914) 782-6044.



HIGH -END LOUDSPEAKER systems, speaker kits and the
widest selection of raw drivers from the world's finest
manufacturers. For beginners and audiophiles. Free catalog.
A&S SPEAKERS, 3170 23rd St., San Francisco, CA 94110.
3(415) 641-4573

CALL US
LAST

WE WILL

BEAT ANY PRICE
PRINTED IN THIS MAGAZINE ON

AUDIO & CAR STEREO

The SOUND Approach
6067 Jericho Tpke . Commack, NY 11725
FAST DELIVERY
FULL WARRANTY (516) 499-7680

SINGERS!
AraREMOVE VOCALS

FROM RECORDS AND CDs!

SING WITH TM WORLD'S BEST BANDS!
An Unlimited supply of Backgrounds from standard

stereo records! Record with your voice or perform live
with the backgrounds. Used in Professional Performance
yet connects easily to a home component stereo. This
unique product is manufactured and sold Exclusively by
LT Sound - Not sold through dealers. Call or write for a
Free Brochure and Demo Record.

LT Sound, Dept.SR-3,7980 LT Parkway
Lithonia, GA 30058 (401448821.1-,"7 24
Manufactured and Sold Exclusively

_
LT

24 HOUR PHONE DEMO LINE: /404 2405

PHILIPS, AUDAX, PEERLESS. FOCAL. AND DYNAUDIO
LOUDSPEAKERS in stock with good prices and competent
service. Crossover components also. MADISOUND SPEAK-
ER COMPONENTS. 8608 University Green, Box 4283. Mad-
ison. WI 53711. (608) 831-3433.

SAVE 40% ON HIGH -END home speakers.
subwoofers. amplifiers. FREE CATALOG!
RTRD, 3021 Sangamon Ave., Springfield, IL
62702. (217) 529-8793.
CABLE TV CONVERTERS DESCRAMBLERS Guaranteed
lowest prices in U.S.. Jerrold. Hamlin. Zenith -many others!
Lowest dealer prices! Orders shipped within 24 hours!
MasterCard-Visa-C.O.D. accepted. Free catalog -call
(800) 345-8927 only! Pacific Cable Co., Inc., 7325 1 2 Reseda
Blvd.. 1359. Reseda, CA 91335. All other information, call (818)
716-5914.

EXPERIENCED, FRIENDLY ADVICE! AUDIRE, PS, CWD,
STAX, KINERGETICS, THORENS, MIRAGE, GRADO,
FRIED, MONSTER CABLE, QUAD, SPICA, STRAIGHT -
WIRE, more. Immediate, FREE Shipping! READ BROTH-
ERS STEREO, 593-B King Street, Charleston, South Caro-
lina 29403. (803) 723-7276.

CALL TOLL FREE! 1(800) 826-0520.
ONKYO * NAD * HARMAN KARDON *
PROTON * AUDIO CONTROL * CITATION
* JBL * LEXICON * HAFLER * M&K * STAX
* CELESTION * KINERGETICS * NITTY
GRITTY * PROAC * DAHLQUIST * BELLES
* dbx * FRIED * ORACLE * THORENS * CWD
* THORENS * MONSTER CABLE * DCM
* GRADO * NILES * SOUND SELLER, 1706
MAIN ST., MARINETTE, WI 54143. FAX
#(715) 735-5838, PHONE (715) 735-9002.

WE SELL MORE HIGH PERFORMANCE SPEAKER KITS
than anyone in the U.S. FREE CATALOG: 1 (800) 346-9183
AUDIO CONCEPTS Dept. A. 901 S. 4th St.. LaCrosse. W
54601.

COMPACT DISCS

OVER 8000 USED CD's. $5.99 to $9.99. Buy Sell, 5th Year
Shipping $2.50 UPS. Visa MC. Send $2 for sample of monthly
24 page catalog. Audio House CD Club. 4304 Brayan, Swartz
Creek. Michigan 48473. (313) 655-8639.

COMPACT DISCS -At low warehouse prices. Now in our 5th
year. CATALOG: Send $2.00, OZ ENTERTAINMENT, 1575 P
Highway 29, Lawrenceville, GA 30244.

LOW COMPACT DISC paces-Schwann CD and COLOR
CATALOGS $7.00 -Mini -Catalogs $2.00-DUWARS. P.O.
Box 6662-D. Greenville. SC 29606.

LIKE -NEW CD S $4.99. UP. We pay you up to $6.00! FREE
STOCKLIST: CCM, 1105 Webster. Sandy. Utah 84094-3151.
(801) 571-9767.

SAVE MONEY ON NEW CD's. Free Details.
WILBUR TANSTAAFL COMPANY, Box 308G,
Middlefield, CT 06455-0308.
COMPACT DISC PRICES STARTING AT $5.99. SEND $1
FOR CATALOG. REFUNDABLE WITH ORDER. HARRIS
HOUSE OF MUSIC, BOX 388759. DEPT. SR. CHICAGO, IL
60638.

CD -SINGLES. CD-EP'S CD PICTURE DISCS-EPS AND
RARE CD'S. For catalog call (305) 594-1811. Music Seriice.
P.O. Box 561751. Miami. FL 33256-1751.

NEW CD'S. TAPES & LP'S. ORIGINAL ARTISTS. LABELS
2 -FOR -1 WITH COUPON. 20 COUPONS BOOK. NO EXPIRA-
TION DATE. COUPON BOOK $7. PHOENIX PROMOTIONS.
411 S. EUCLID, #242, PARK RIDGE, IL. 60068. (708)
696-3266.

WHICH ONE GOT THE RAVES? Catalog of Award -Winning
Classical CDs. Your handiest guide to outstanding record ngs
$10.00. (Sample pages available) KEN'S KOMPENDIUM.
2400 Hawthorne Dr.. Atlanta. GA 30345.

OVER 19.000 COMPACT DISC TITLES at UNBEATABLE
PRICES! VISA MC. 200 -Page Catalog. Factory New DIGITAL
ENCOUNTERS (708) 759-9565.

COMPACT DISCS AT LOW DISCOUNT PRICES. FOR A
FREE CATALOG CALL (201) 359-4439 OR WRITE: LASER
LOCKER. BOX 8611 -SR. SOMERVILLE. NJ 08876

IMPORT RARE COMPACT DISCS. Send $1.00 for 4000 title
catalog. AB -CD. Dept. SR. 18 W 23rd Street. New York NY
10010.212.645-2409.

NEW INFORMATION!

Call 1-800-828-7685
and get a FREE
copy of the booklet:
COMPACT DISC UPDATE:
Sound Quality and
Technical Evolution from
Philips & DuPont Optical.

INSTRUCTION

FREE CATALOG. Institute of AudioNideo En-
gineering. 1831 Hyperion (SR), Hollywood,
CA 90027. RECORDING SCHOOL. (800)
551-8877, (213) 666-2380. Approved for In-
ternational Students. Member of NATTS.
TIVERTON AUDIO $29.95 "HOW-TO' video tape shows all
aspects of design, installation for built-in speaker systems plus
catalogue of products. We II help you save up to 50% Call Us -
800 -234-7976

BE A RECORDING ENGINEER. Train at home
for High Paying -Exciting Careers. FREE in-
formation. AUDIO INSTITUTE, 2174 Union
St., Suite 22AJ, San Francisco, CA 94123.

TAPES

495 SHIPPING ANY SIZE ORDER. UPS 1-800.245-6000
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CONON neirs. TOMO OAT CALL

TEN AMPEX 1800 REELS -USED ONCE, $25.00 Sample:
$2.50. Also: New MAXELL Reels Cassettes. AUDIO
TAPES, Box 9584-A, Alexandria, VA 22304. (703) 370-5555
VISA. MC.

LASER VIDEO DISCS

LASERDISC NATIONWIDE! Discount Sales - Fast U.P.S.
Rentals. WIDESCREEN, IMPORT, NEWEST RELEASES.
Free "FRESH VIEWS" Laser Newsletter. HOLLYWOOD
NORTH ENTERTAINMENT SERVICES. 840 Piner Rd., Santa
Rosa, Ca. 95403. (707) 575-1225.

COMPACT DISCS & LASER VIDEO DISCS. Huge inventory.
domestic & import. Lowest prices! Used disc trade-ins. Pioneer
Laserdisc Players in stock. FREE catalog. SIGHT & SOUND.
1275 Main Street. Waltham, MA 02154 (617) 894-8633. Fax:
1617)894-9329.

INVENTIONS WANTED

A NEW IDEA? Call NATIONAL IDEA CENTER of Washington
D.C. FREE INFORMATION -1(800) 247-6600. Ext. 150
Come see THE INVENTION STORE!!

INVENTIONS NEW PRODUCTS IDEAS WANTED' Call TLCI
for free information 1-800-468-7200. 24 hours day -USA
CANADA.

MOVIE/FILM/VIDEO TAPE

CABLE TV CONVERTER BARGAIN HEADQUARTERS. ZE-
NITH. TOCOM. JERROLD, HAMLIN. OAK. SCIENTIFIC AT-
LANTA, ETC. VISA MC COD CALL (800) 327-8544.

CABLE TV WIRELESS REMOTE CONVERTERS
DESCRAMBLERS SALE USE REGULATED BY FEDERAL
LAW T J. SERVICES. (3131 979-8356.

1.000.000 Videomovies Soundtracks -Broadway LPs. Video
catalogue -$1.00. Soundtracks -$1.00. RTSR2, Box 750579.
Petaluma. California 94975.

MISCELLANEOUS

TERMPAPER assistance 15.278 papers available! 306 -page
catalog -rush $2.00. Research. 11322 Idaho 206SX. Los An-
geles 90025. TOLL FREE HOTLINE: (800) 351-0222 (Califor-
nia: (213) 477-8226).

WATCH REPLICAS! LOWEST PRICES GUARANTEED! NA-
TIONWIDE! Warranty! Exact weight & color! 18KT Goldplated!
CALL (404) 963-3USA.

CLASSICAL MUSIC LOVERS' EXCHANGE '. Nationwide link
between unattached music lovers. Write CMLE. Box 31. Pel-
ham. NY 10803

CONFISCATED CARS. trucks. boats. 4 wheelers. mo-
torhomes. by FBI. IRS. DEA. Available in your area now. Call
(805) 682-7555 Ext. C-1005.

BUSINESS OPPORTUNITIES

MAILORDER OPPORTUNITY! Start profitable home business
without experience or capital. Information Free. Mail Order
Associates, Inc.. Dept. 571. Montvale. NJ 07645.

EASY WORK! EXCELLENT PAY! Assemble Products At
Home. Call for Info. 504-641-8003 Ext. 9542.

RETAIL MART

WE HAVE THE FINEST SHOWROOM in our area with the best
selection of audio video components available. We represent
Adcom, Infinity. Thorens. NAD. Polk. Yamaha. Canton.
Luxman. Klipsch. SONY ES. and more. CONTINENTAL
SOUND. 98-77 Queens Blvd.. Forest Hills. NY 11375 (718)
459-7507.

AUDIO VIDEO STORAGE

ARCHITECTURALLY DESIGNED CLASSICAL CD CABI-
NETS. Solid oak or cherry. FREE brochure. ZEAL HARD-
WOOD DESIGN CO. Dept. SR2. 4 Benjamin Road. Lexington.
MA 02173. 1617) 861-1705.



CAR STEREO

i

6 -10 -mm- B.J. AUDIO
01 -

"The Quick Connection"

3230 Vatmer Ave <

Cincinnati, OH 45238 8S"
1513)6623351

HOME
 NAKAMICHI' WIC  WHARFEDALE  V/RESEARCH

' LUXMAN  CARVER' AIWA  DESIGN ACOUSTICS
 KENWOOD ' CELESTION  ADCOM YAMAHA' ADS

CAR
' ALPINE ' ADS
' BOSTON ACOUSTICS  COUSTIC

ALTEC LANSING  BAZOOKA
 POLK AUDIO ' INFINITY
 ROCKFORD FOSGATE ' CONCORD
 KENWOOD ' MB QUART

H/K  DENON
' SOUNDSTRF.AM ' SONY
 NAKAMICHI ' YAMAHA

lio11 I.
P.O. Box 1628. S.I. N.Y. 10314
RADIO'S AMP'S EO'S SPKR'S
kiewood NOS BOSTON ACOUSTICS
KRC 353 , $235 PO 8  $160 751 $150
KRC 555  5290 P0 10 S390 761 $160
KRC 676 $350 PO 20 5540 793. 0230
KRC 717 , $380 PH 12.$250 797 - $140
KRC 878.$400 PH 15  $515 0700  $150
ALPINE NIFONICS ADS
7179 - 1250 Vulcan S190 2001 5195
7180-$300 Tlso/ $360 300 1 . $230
7280 $330 Zeus - $552 320 I 1400
7288 CALL Demme  $379 JAL - CALL
7390  $440 Olympus , $550 PYLE DRIVER
RENON ALPINE WL 8 40 4 . S55
DCR 5220  $220 3552 5290 WL 10 70 4 $80
DCR 5370 - $300 3554 , $398 WL 12 70 4 595
DCR 5470  $360 3321 S195 KP 69400 - $135
NARAMICNI CARVER KP 52160 - 880
RD 260  $250 M 4120- CALL INRINTY
RD 360  CALL M 2120 . CALL CS II K $255
RD 460 - $440 CS I K $245

ALSO BAZOOKA. HARMON KARDON
M B OLIART, SOUND STREAM PRECISION POWER

ALL BRANDS OF C D PLAYERS
CALL FOR PRODUCTS NOT LIST IN AD

11111 718 370-1303 , 705

WANTED TO BUY

TOP DOLLAR PAID FOR QUALITY LP 8 CD COLLEC-
TIONS! ROCK, JAZZ, CLASSICAL (especially Early MER-
CURY. RCA, LONDON Stereo; LYRITA, British EMI).
U.S.A.'s LARGEST USED/COLLECTOR SHOP! PRINCE-
TON RECORD EXCHANCE, 20 TULANE STREET, PRINCE-
TON. N.J., 08542. (609) 921-0881.

SCASHS FOR USED AUDIO EQUIPMENT. THE
STEREO TRADING OUTLET, 320 OLD YORK
RD., JENKENTOWN, PA 19046 215-886-1650.

SERVICES

SPEAKER REPAIR & RECONING. Highest quality, lowest
prices. NORTHWOODS AUDIO. 4078 Church Rd.. Conover.
Wisc. 54519. Ph. (715) 479-7532.

CLASSIFIED ADVERTISERS:
You can reach millions of prime prospects for
your mail order products or services through
low-cost Marketplace Classified advertising in
this or other titles of the

DCI CLASSIFIED MAGNET
To place an ad, or for further information
induding rates, ad styles, sizes and multi -title
discounts, call Toll -Free'

(800) 445-6066

THIS MAGAZINE IS
AVAILABLE IN MICROFORM

DIRECT INQUIRIES TO
MICRO PHOTO DivisionJ BELL E, HOWELL

-. 4404
/,/,fine Ems

eee 18001 3219881
in 011.o co,I12161 2646666 co11ec1

Aig CP"
I.T 4111 I 1 1

NEW YORK WHOLESALE

 Prices subject to
change

 Prices exclude
shipping charges

 Not responsible for
typographical errors

FOR FASTEST (212) 684-6363 °RAX (212) 684-8046
SERVICE CALL F

HOURS: MONDAY -FRIDAY. 9AM-7PM EST  SATURDAY 10AM-5PM
or Write Direct: 2 PARK AVENUE, DEPT. 15, NEW YORK, N.Y. 10016

We sell authorized U.S. branded merchandise and parallel imports. All produGs covered by manufacturer's warranty or New
Wholesaler's exclusive limited warranty. Manufacturer's rebates may not apply Ask for full details at the time of purchase
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by Christie Barter
& Ron Givens

REMEMBER the Japanese
percussion group Kodo?

A few years ago they had a
popular demonstration disc
in "Heartbeat Drummers of
Japan" on the audiophile la-
bel Sheffield Lab. Well,
they're back. They have made
a new CBS album called
"Ubu-suna" (which means
"guardian of the earth"), and
they are currently in the Unit-
ed States on their "One Earth
Tour." Their performances
on traditional Japanese
drums have been described as
having "the natural strength
and violence of a hurri-
cane."

After opening in Detroit
and Ann Arbor, Michigan,

Kodo: on tour

Kodo will swing through the
Northeast and tour until the
end of March, finishing up
with appearances on univer-
sity campuses in Palo Alto,
Berkeley, and Los Angeles,
California. 0

ALSO touring is the Aus-
tralian rock group Mid-

night Oil, known for their
successful mixture of political
statements with rock in such
best-selling albums as "10, 9,
8, 7, 6, 5, 4, 3, 2, 1" and "Die-
sels and Dust." Recorded last
summer in Sydney, their
newest album is "Blue Sky
Mining" on CBS. The band's
1990 tour, which begins early
this spring in England, will
take them to Continental Eu-
rope, the United States, and
Australia and bring them
back to the U.S. in the fall.

The Oils have shown their
support for the environment
in a nonmusical way. Last
year the group's very tall lead

R 1) M A

Midnight Oil: mixing politics and rock

singer, Peter Garrett, became
president of the Australian
Conservation Foundation, a
major lobby group, and he
has been busy with a series of
lectures and political appear-
ances.

WHEN the singer Basia
made her debut in

1987, it was decided that her
last name was too difficult for
record buyers outside her na-
tive Poland. The album was
"Time and Tide," on Epic,
which sold a million copies
and made the singer a star,
billed simply as Basia.

Born and raised in Poland,
Basia spent some time in the
United States and now lives
in London. Her new Epic al-
bum, "London, Warsaw,
New York," reflects her mul-
tinational life and her multi-
national approach to music.
One of the album's ten songs
is Astrud, a tribute to the Bra-
zilian singer Astrud Gilberto.
Another, Until You Come
Back to Me, is a bow to Are-
tha Franklin, who had a hit
with it in 1973.

Basia's last name, by the
way, is Trzetrzelewska. 0

AMONG American artists
active in support of

environmental issues is
Chip Davis, president of
American Gramaphone. Best
known for its Fresh Aire se-
ries of recordings by Mann-
heim Steamroller, American
Gramaphone released "Sav-
ing the Wildlife" in 1986. The
company's newest release,
"Yellowstone, the Music of
Nature," is the latest of Dav-
is's efforts to help repair the

damage done to Yellowstone
National Park by extensive
forest fires last summer.

In addition to composi-
tions by Davis, "Yellow-
stone" includes pieces by De-
bussy, Ferde Grote, Respighi,
and Vivaldi. Performers are
Mannheim Steamroller, the
Yellowstone Symphony, the
London Symphony, and the
Cambridge Singers.

Davis says, "After all the
success I've had with Fresh
Aire, which is based on na-
ture, I felt I should give some
energy back to nature." A
portion of the proceeds of
sales of the new recording on
CD and cassette will go to-
ward fire recovery in Yellow-
stone.

Basia: multinational

Additional support will be
provided by sales of a $15
poster showing a landscape of
Yellowstone. For ordering in-
formation for the new album,
the poster, or other records,
call American Gramaphone
at 1-800-446-6860. 0

K E R

N support of wildlife con-
/ servation, Whitney Hous-
ton, whose new (as yet unti-
tled) album is due for release
by Arista in May, has paid for
two lion cubs acquired by the
Bronx Zoo in New York City.
The cubs, a male and a fe-
male, were born last May and
have been named George and
Gracie. Their care and feed-
ing have also been underwrit-
ten by the singer for a year's

AMAN who likes to take
his time is Billy Idol. His

new Chrysalis album, "Char-
med Life," comes three years
after "Whiplash Smile." And
that best seller came three
years after "Rebel Yell."
Speaking of his activities be-

tween albums, Idol said,
"Around the time of 'Whip-
lash Smile,' I got caught up
in being a rock star in Amer-
ica. Being that heady took
me out of reality. There has
to be a place to come home
to, and that's oneself. Now, I
just want to be me." 0

AMONG the first compact
discs being released this

month on the new Koch In-
ternational Classics label is
Leonard Bernstein's Airs and
Barcarolles, which received
its concert premiere in New
York last fall. Producer Mi-
chael Fine recorded the new
song cycle immediately fol-
lowing that first performance
by soprano Judy Kaye and
baritone William Sharp with
Michael Barrett and Steven
Blier as the duo -piano ac-
companists.

Koch will also occasionally

2

0
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CO
release recordings of histori-
cal interest. The first of these
is a 1953 performance of Mo-
zart's Sinfonia Concertante
(K. 364) and Divertimento in
E -flat (K. 563) by musicians
of the Prades Festival under
Pablo Casals.

Bill Cosby has signed on
for a series of albums for

PolyGram Jazz called "Bill
Cosby Presents." The first re-
lease, "Where You Lay Your
Head," features five composi-
tions by Cosby (who does not
perform) and his regular mu-
sical collaborator, Stu Gard-
ner. Among the big -name jazz
artists playing on various
tracks are John Scofield, Da-
vid Murray, Jack DeJohn-
ette, and Al Foster.

THE end of the 1980's was
marked by the loss of

such towering musical giants
as the conductor Herbert von
Karajan and the pianist Vla-
dimir Horowitz. Appropriate-
ly, the start of the new decade
brings a crop of musicans at
the beginning of promising
recording careers.

Among them is the young
Italian violinist Rodolto Bo-
nucci, who is featured in a
new ASV recording of music
by Faure. The highlight of the
album is the recently discov-
ered first movement of a con-
certo that Faure began in

Idol: taking his time

Bernstein flanked by Barrett, Blier, Kaye, and Sharp

1889 but never finished. It
receives its first recording on
this disc by Bonucci with the
Mexico City Philharmonic
under Enrique Bitiz.

The American pianist
Thomas Lorango plays works
by Brahms and Schumann in
the recently released "Thom-
as Lorango, the Debut Al-
bum" on Newport Classic.
Scheduled for early spring re-
lease by Deutsche Grammo-
phon is the debut recording
by the twenty -four -year -old
Russian pianist Lilya Zilber-
stein, winner of the 1987 Bu-
soni Competition. The re-
cording includes composi-
tions by Rachmaninoff and
Shostakovich.

The American Wagnerian
soprano Cheryl Studer, heard
in the Angel recording of Die
Walkare, has made her
Deutsche Grammophon de-
but in Tannhduser (see "Best
of the Month"). She also ap-
pears in that company's new
Gotterdammerung, due for
release later this year. DG's
future plans for Studer in-
clude recordings of The Fly-
ing Dutchman and Richard
Strauss's Salome.

Among current debut art-
ists on RCA Records is the
American classical harmoni-
ca virtuoso Robert Bonfiglio,
whose first Red Seal record is
devoted entirely to music of
Heitor Villa -Lobos. It in-
cludes Villa-Lobos's Har-
monica Concerto, which

Bonfiglio performs with the
New York Chamber Sympho-
ny conducted by Gerard
Schwarz. 0

Koko Taylor, who has
been called the Queen

of the Blues, maintains such
a busy schedule of perform-
ances that she has difficulty
finding time for recordings.
She interrupted sessions for
her sixth Alligator release to
film a cameo appearance in a
movie starring Nicolas Cage,
Willem Dafoe, Isabella Ros-
sellini, and Harry Dean Stan-
ton. Called Wild at Heart, the
picture is scheduled for re-
lease later this year.

After shooting her scene in
Los Angeles, Taylor em-
barked on a West Coast tour
before finishing her new al-
bum. Tentatively titled
"Jump for Joy," it includes a
duet with Lonnie Brooks, It's

Bonucci: Nineties newcomer

41,

K

a Dirty Job (But Somebody's
Got to Do It). Also included is
Taylor's version of Ted Nu -
gent's Hey Baby. Six of Tay-
lor's last seven albums have
been nominated for Grammy
awards. CI

Janet Jackson's "Rhythm
Nation 1814," "Blind

Man's Zoo" by 10,000 Ma-
niacs, and the all-star "Rain-
bow Warriors" album were
winners of the annual Par-
ents' Choice Awards in the
category of rock-and-roll.

For a mail-order catalog of
children's records, tapes, and
videos on both major and mi-
nor labels, write to Music for
Little People, P.O. Box 1460,
Redway, CA 95560. You can
also request the catalog by
calling a toll -free number, 1-
800-346-4445. 0

GRACENOTES. Virgin has
released "Lake Wobe-

gon Loyalty Days," a live re-
cording by author and radio
personality Garrison Keillor

Taylor: jumping

and the Minnesota Orchestra.
Taped last July 4, it's subti-
tled "A Recital for Mixed
Baritone and Orchestra." . . .

Jive/RCA has released three
albums of jazz by South Afri-
can musicians Ezra Ngcuka-
na, Barney Rachabane, and
McCoy Mrubata. They were
produced by Koloi Lebona,
who played on Paul Simon's
"Graceland" album.... RCA
and Pioneer LDCA are work-
ing on a long -form video spe-
cial starring jazz pianist Mar-
cus Roberts. . . . The one
American album reportedly
most sought after when East
Berliners breached the Wall
and had their first crack at
West Berlin record bins in
November was RCA's hit
soundtrack album of 1987,
Dirty Dancing. 0
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THE HIGH END

by Ralph Hodges
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IMPROVING
ROOM ACOUSTICS

REFLECT1ON, absorption,
and diffusion are the three
characteristics of a listen-
ing environment and its

furnishings that govern its influence
on sound produced and reproduced
in it. As audio equipment continues
to become more accurate and acces-
sible, it is increasingly these three
factors that separate a merely com-
petent sonic presentation from a
vividly exceptional one.

For most audiophiles, reflections
are the bane of the small -room envi-
ronment, accounting for everything
from standing waves to amorphous
stereo imaging to migraine -inducing
glare and shriek in the upper mid-
range. Reflections are normally sin-
gle or double bounces of sound
energy from a room's walls or ceil-
ing to opposing surfaces (in the case
of standing -wave formation) or to
the listener (in the cases of stereo -
image confusion and midrange
harshness). As with light reflections,
a sound wave's angle of reflection
tends to equal its angle of incidence.
Thus, for higher frequencies at least,
geometrical analysis can reveal
where a bounce is occurring and
where it's going to go. In a good con-
cert hall, sonic reflections are bene-

ficial, because the path lengths are
long enough to delay the bounces so
that they reinforce desired aural
cues rather than interfere with
them. In a small, spartanly fur-
nished room, however, reflections
are too early, too dense, and too lit-
tle modified by a spacious, flattering
acoustic to enhance listening plea-
sure. Usually they degrade it.

The direct antidote to reflection is
absorption: At identified bounce
points, place or hang something that
soaks up sound-at least that is one
frequently mentioned cure. For
higher frequencies you could use
panels of acoustical fiberglass of the
sort sold for lining speaker cabinets
or a decorative rug hung on the wall,
perhaps with a lining of fiberglass or
hair felt to increase its efficacy.

For lower frequencies the choices
are less plentiful and attractive.
Gone are the days of the really
heavy overstuffed sofa with quanti-
ties of lovely absorptive wadding.
Today's substitute is a framework of
a few sticks topped with lightweight
foam pillows, and that accom-
plishes very little in the low -fre-
quency region. Mark Levinson of
Cello recommends futons, the Japa-
nese floor mattresses, as something
that could conceivably be hung on a
(sturdy) wall for this application.
Futons are thick, heavy, inexpen-
sive, and widely available.

Full -band absorption is another
thing, however. Any absorber imag-
inable is frequency selective to
some degree, and the acoustics texts
in your local library will reveal just
how selective most materials are.
Sometimes it's possible to clean up
a room with just high -frequency ab-
sorption, addressing low -frequency
problems with speaker placement.
But luck has to be with you for this
to work, so people have begun look-
ing quite seriously into the tech-
nique of diffusion instead. Diffu-
sion puts an irregular room surface
where there was formerly a smooth
one, which scatters reflections so
that their energy is much less con-
centrated (and therefore much less
apparent) than before. It also con-
verts a single reflection into multi-
ple ones spread over a broader time
base; subjectively, this more closely
simulates a live music experience in
a good, if small, auditorium.

The superior acoustics of many
older concert halls are often attri-
buted in part to the baroque detail-
ing of their interiors, which afford
many opportunities for diffusion.
Economic realities tend to make the
modern hall a sparer, leaner place,
and the usual apartment dweller's
listening room is sparer and leaner
still. Diffusion can be added with
bookcases (which afford some
worthwhile lower -frequency absorp-
tion as well), open bric-a-brac shelv-
ing, and room dividers. Still, an
optimum amount of diffusion may
be difficult to get without clutter.

Acoustics experts have two main
reasons for approving diffusion
over absorption in some home set-
tings. First, although practical diffu-
sor devices for living rooms cannot
be equally effective at all audio fre-
quencies, they tend to be less fre-
quency selective than absorbers.
Second, whereas absorption suffi-
cient to treat specific problems may
ultimately make the room too dead,
diffusion does not soak up sound
energy, just redirects it. In the end, a
good -sounding room will probably
be found to have significant compo-
nents of both diffusion and absorp-
tion. Achieving the right mix is the
trick.

Commercially available devices
for home room -acoustics treatment
have been proliferating recently. In
absorbers, the Sonex foam panels
are well established and known to
most audio dealers, as are both pas-
sive and active "tube traps." A com-
pany called RPG Diffusor Systems
is now marketing surface -mounting
and free-standing modules created
by Peter D'Antonio and John Kon-
nert. Many of the modules provide
both diffusion and absorption, and
they have considerable visual ap-
peal for those who appreciate hand-
somely finished utilitarian architec-
ture. The products have won the
virtually unreserved recommenda-
tions of such audio luminaries as
Dan D'Agostino (Krell), Jack Ren-
ner (Telarc), and Mark Levinson.
Details can be had from RPG's
home office at 12003 Wimbleton
St., Largo, MD 20772. Unfortunate-
ly, the minimum factory order is
$1,200 worth. Fortunately, some
dealers willing to break up a set are
beginning to stock the modules. 
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Warning: If you read this ad -.-ou'll wind up at your Sherwood dealer.
Why? Well, it wont be the ftct that our current line of home components is the finest we've

ever built. Or because our engineers didn't cut corners to assure excellent, long lasting performance.
Or because you'll have enough jack to handle an entire home entertainment cen:er.

No, the reason you'll see your Sherwood dealer is to listen to
these components for yourself. Because putting our sensibly priced tl4c

components to the-tesis-a-teck ca lot more important than
L(5" MOCKIR)anything yo -till find in an ad.

If you think they sound good now, wait until you hear them. LIVE PERFORMANCE SOUND'
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RX-1130 RECEIVER

125 watts per channel into 8 ohms from 20-20,000
Hz at no more than am% THD
Low impedance drive capability provides 360 watts
per channel into 2 ohms dynamic power

Additional amplifier section for two rear channels
with rear channel evel control

Five digital Surround Sound modes (Dolby,®
Natural, Hall, Simulated Stereo, Live)

Computer Servo Lock tuning

MI i/MC Phono Selector

Banana plug compatible speaker connection
terminals
24 -segment signal quality meter

Continuously variable loudness control

Learning -capable multi -function remote control

Eight audio inputs, three video inputs

Four audio outputs, three video outputs

S -VHS compatible

Separate front and rear pre -main coupling
terminals

Eight -mode REC OUT selector

Continuously variable delay time control

CD Direct switch

Motor -driven volume control with LED indicator

Sleep timer

Center defeat bass/mid-range/treble tone controls

16 -station random access preset tuning with multi -
status memory

Absolute Linear Amplification (ALA) circuitry

Preset indicators with preset number and station
frequency
Front panel headphone jack

Tone bypass switch

High -gain AM loop antenna

Manual or auto IF Mode selector (wide or narrow)

Auto search tuning
Manual up/down tuning

If any ofthese features compromised its sound, this is the first thing we'd move: YAMAHA'
c 1989. Yamaha Electronics Corp.. USA. For the dealer nearest you, call 1-800-662-6800. Dolby. Surround is a registered trademark of Dolby Lalxwatories.


