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The perfect complement to your home 

> 

A high performance tape recorder with nothing stinted—that's the 
Simon Mlnstrelle. At last here's a tape recorder that is designed 
without compromise both as a piece of furniture to grace your home. 
and a fine instrument to do Justice to your music. 
So easy to use New features like the drop-on magazine loading 
(no tape threading or fuss) make its operation simple enough for the 
youngest member of the family. Recording is simple too, 
no trailing wires, no 'microphone shyness'—the microphone is built-in. 
So attractive too In a handsome cabinet of polished sapele mahogany, 
the Mlnstrelle is a piece of fine furniture, 
and its superb tone matches this elegant appearance. 

the simon MINSTRELLE tape recorder 

39 gns 

* Magazine Loading * Built-in speech microphone * Straight-through amplification 
♦ Full tone Control * Triode push-pull Amplifier * Superimposition * Mixing 

Table cabinet or Portable optional 
inc. built-in microphone 

At your local dealer or write to SIMON EQUIPMENT LTD. 46/50 George Street Portman Square London W1 WELbeck 2371 
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sound reasons for choosing 

frnm the TAPE RECORDER CENTRE 

NO-INTEREST TERMS 

\ on all orders over £30 

\[/. FREE ILLUSTRATED 72-PAGE CATALOGUE] 

the most detailed publication of its kind 

HUGE STOCKS OF ALL MAKES 

ensuring quick delivery to all parts of the country 

HONEST, INFORMED ADVICE 

from enthusiastic tape-recording and Hi-Fi specialists 

^COMPREHENSIVE MAINTENANCE SERWCJ 

^ and inexpensive maintenance contract if desired 

Tape Recorders 
Grundig Elizabethan 
Ferrograph 
Vortexion Walter 
Brenell 
Retleclograph 
Simon 
Harling Tclefunkcn 
Philips Spectone 
Vcrdik 

Veritone 
Stuzzi-Magncltc 
Fi-cord 
Truvox 
Kurland 
Reps 
Rcvox 
Wyndsor 
Rcgentone 
Perth-Saja 
Elektron 
Minivox 
Korting 

Hi-Fi- 
Equipment 

Microphones 
Speakers, etc. 
Leak 
Quad 
Rogers 
Armstrong Jason 
Dulci 
Pamphonic 
Stentorian 
Avantic 

Pilot Collaro 
Elpico 
Decca 
Philips 
Wright & Weaire 
G.E.C. 
Goodmans 
C.Q. 
Wharfcdale 
Elac B.J. 
Garrard 
Connoisseur 
Goldring 

T.S.L. 
Stirling Tuners 
Acos Lustraphone 
Elpico-Geloso 
Simon-Cadenza 
Reslo 
Record Housing 
Linear 
Tannoy 
Ortofon 
R.C.A. Lowther 
Film Industries Audioraaster 

You can choose with confidence from the leading Specialists 

Tape 
Emitapc 
Scotch Boy 
BASF 
Grundig 
Tclefunkcn 
Elpico 
Soundrite 
Gcvacrt 
Philips Agfa 
All Accessories, 
Tapes, etc. by 
return of post. 
All makes in slock. 

XV 

V 

Tht 

THE TAPE RECORDER CENTRE 
LCOr 'Or I 

For free Catalogue send this coupon to: 
The Tape Recorder Centre Ltd., 
Dept. R, 75 Grand Parade, Green Lanes, Harringay, London, N.4. Telephone: Stamford Hill 1146 

(BLOCK LETTERS PLEASE) 
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The 'Masters' of your 

favourite LP records 

are made on 

■A?- 

i*" 

Amid the wealth of skill that goes into modern 

LP recordings is one vital factor—Emitapel 

For today the great majority cf original 'master' 

recordings are made on Emitape magnetic 

recording tape .. . Emitape is used because 

it offers the highest possible standards 

in recording quality, consistency and 

durability. Emitape is chosen by world-famous 

recording companies—like 'H.M.V.', Capitol, Columbia, 

Paxlophone—for recording the greatest artistes of our 

time ... It is also the choice of the B.B.C. and I.T.V. 

for recording every kind of programme every day and of 

the research worker for countless applications in industry 

and science. And, of course, Emitape is made by E.M.I, 

—leaders in sound recording for over 60 years . . . 

Here then is good reason for you to choose Emitape 

for your own tape recordings. With Emitape you can always 

be sure of the finest possible recording quality—remember, 

the Emitape you buy is the same .0015" PVC base Emitape 

used by professionals the world over. 

E.M.I. SALES & SERVICE LTD (recording materials 

212 

www.americanradiohistory.com

www.americanradiohistory.com


the complete tape range 

EMIT APE "44" 
Popular (Acetate) 

EMIT APE "77" 
' Pen-tested ' for 
professional use 

EMIT APE "88" 
General purpose 

EMITAPE "99" 
Long play 

EMITAPE "100" 
Double play (Polyester) 

Mr 

EDITING AND LEADER TAPE PACK 

New, colourful plastic 
containers of high impact material, 
are now being used for 
EMITAPE on 3' and 3i' Spools, 
Empty Spools and Leader Tapes. 
The Leader Tape container 
(illustrated) has a specially 
designed inner section which 
enables it to be used as 
a non-spill dispenser. 
Prices are unchanged. 

D/v/s/ON) HAYES MIDDLESEX Tel: SOUthall 2468 
ulhllOl 
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Details on request Patents pending 

1 

Lo<* 

tAe/V£M/ 

MOTEK 

3 SPEED 

Incorporating many new features 
and a greater frequency response 

Now rest/led in two tones of grey — you 
must see the new, attractive Motek K. 10 
Frequency response better than 40 c/s — 
12,000 c/s at 7.5' per sec. with extremely 
low htm pick-up 
Enlarged drive wheel on the rev. counter 
ensures accurate tape positioning 

S'Qgns 

MOTEK 

rf 
s 

Wedmore Street, London, N.I9. Tel; ARChway 3114 

/Vlore and more manufacturers are 
installing Motek Tape Decks in 
their recorders 
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Only with FI-CORD can you have it both 

ways-really HI-FI and really portable 

Don't be misled by the compact size. 
The fi-cord Is a high fidelity instru- 
ment of advanced scientific design — 
assuring true-to-life recordings. 

Frequency 50-12,000 c.p.s. ± 3db. Tape 
speeds 7i i.p.s. and Ij i.p.s. Twin track 
record/playback, using standard Si" 
spools. 

Wherever you go, you can take your 
fi-cord with you, it is ideal for adding 

the realism of sound to movie films. 
The fi-cord weighs only 4i lbs., 

measures 91" x 5" x 2i", operates in any 
position (lid open or shut) and requires 
no power point. It runs on 4 batteries, 
rechargeable from the automatic charger 
supplied. 

Built-in speaker. Full playback volume. 
Extension speaker socket. Dynamic 
microphone with stop/start switch. 

CATCH IT- 

AND KEEP IT- WITH FI-CORD 

Write for name and address of i/our nearest stockist to:— 
FI-CORD Ltd • 40a Dover St ■ London • W1 
T«l: HYDE PARK 3448 

Complete with 
Microphone, Tape, 

Batteries and Charger 
^orwlth Grampian DP4/M 

Microphone 
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HP! 

YOU PAY THE 

CASH PRICE 

ONLY-OVER 

18 MONTHS! 

We sell and stock more Tape Recorders than any other dealer in England, 
Wales, Scotland or N. Ireland. Why do thousands of people buy from us? 
Because we give the best terms—terms which include No-Interest Charges at 
all—Only Is. in the £ deposit any make—Up to 2 years to pay—Free Servicing— 
Free Delivery—No Purchase Tax—Free Tape offers—Commission on Sales—and 
lots more besides. 

If you want to know why it will pay you to buy from us, write, phone or call 
in NOW for full details of all our terms, and free brochures on all the best makes: 

HOWARD 

photographic 

218 HIGH ST. B ROM LEY,KENT. RAV.4477 

CUT OFF HERE 1 

Name  

ER/I 

Please rush me full details of your terms and tape recorder brochures: 

Add below any models you are particularly interested in : 
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Going for Britain's most 
popular tape recorders 
It's happening everywhere. Suddenly 
everyone is seeing the sense of buying 
a British tape recorder. Finding that 
British electronics, British engineer- 
ing have no equals in this world. And 
finding that nowhere else do electronics 
and precision engineering combine so 
effectively as in the Elizabethan range. 
No other tape recordersavallable today 
offer such advanced features, such 
sheer technical accomplishment at 
such ridiculously reasonable prices. 
This isn't wishful thinking. It's plain, 
hard fact. 

OOINO FOR THE MAJOR I 
Without exaggeration, this superlative new 
machine offers a standard of performance and a range of facilities only found pre- 
viously In highest grade professional 
equipment. Specially fitted 3 micron gap 
recording head gives phenomenal frequency 
response and the 6 watts push-pull output 
ensures sound reproduction of a uniquely high order. 
Supplied with T reel of giCZ. 
2,400' double-play tape V# CJ ll S 

Microphone optional extra 
• Phenomenal frequency response 

50-20,000 c/s at 7) ips ± 3dB 
50-14.000 c/s at 31 Ips ± 3dB 
50-7,000 c/s at li Ips ± 3dB • Six watts push-pull output 

• Professional type meter level Indicator 
• Large 10" x 6" high flux speaker with 4" tweeter 
• Built-in superlmposltlon and mixing 
• Separate bass and treble controls 

■ 

a 
Of 

m o 

% 

'r 
— f 

GOING FOR THE PRINCESS I 
Going for tremendous performance ... 
terrific value... and getting both. 3 speeds. 
7' spools, four hours' playing time. Facili- 
ties for mixing and superimposing. 

39 gns complete 
ELIZABETHAN (Tape Recorders) LTD. 

GOING FOR THE AVON I 
Going for today's most astonishing tape 
recorder value, A first-class machine with 
excellent recording quality and sound 
reproduction, With facilities for sound mixing and superimposing. With simple 
controls, elegant styling—and all at a 
record low price. 

27 gn» complete 
ROMFORD, ESSEX. Tel: Romford 62366/7 
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ELIZABETHAN 

TARE RECORDERS 

FILL IN AND POST TODAY I 

To Elizabethan (Tape Recorders) Ltd., 
Bridge Close, Romford, Essex 

I'd like to know more about the Elizabethan range .Please 
send me your free Illustrated leaflets by return of post 

NAME  

ADDRESS. 

— — — — —             

www.americanradiohistory.com

www.americanradiohistory.com


YOU GET ^2^ REALISM... 

...with the 

wonderful 

m 

l 

r Wl 

TAPE RECORDER 

Speech, music, sound effects ... you get VIVID REALISM every time 
with this fine tape recorder. This Isn't surprising when you consider Its 
many 'professional' features. What Is surprising is that such a quality 
machine should be so modestly priced. Hear It at your dealer's 
and you'll realize that "His Master's Voice" offers TODAY'S 
FINEST TAPE RECORDER VALUE I 

* Two speeds: l/s and 3} l/s 
3* Frequency response: 50-10,000 c/s at 

71 l/s ± 3dB 
* Takes 7' spools 
* Half-track operation 
* Three-motor drive 
* Separate record and playback amplifiers 
9(6 Three head system for Instantaneous 

playback 
9(6 Pause control for instantaneous 

stop/start 

r 

' i-j 

H v; 

mti <4 

\ 
A-. 
/ \ 

ONLY £50 

Complete with 1,200' Emitape, spare spool and 
crystal microphone. 

HIS MASTERS VOICE 

THE GRAMOPHONE COMPANY LIMITED ■ HAYES ■ MIDDLESEX 
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Owo Hears Quaranice 

Not mass produced but virtually 
handmade for reliability and consistently 
high standard of performance. 

1. If ips can be fitted for an 
extra 3 gns. 

2. Superimposing fitted as 
standard. 

3. Mixing facilities. 
4. Provision is made for the 

addition of a STEREO 
HEAD. 

TECHNICAL 
SPECIFICATION 

The R.40. 
1J ips 70—4,500 ± 3dbs. 
3J ips 60—8,000 ± 3dbs. 
7i ips 50—15,000 ± 3dbs. 
15 ips 40—20,000 ± 3dbs. 
(signal noise ratio at 7J ips— 
47dbs.) 
Separate record amplifier. 
Push-pull bias erase oscillator 
for low tape hiss. 
Separate bass and treble con- 
trols i 15 dbs at 14 kc/s— 
15dbs at 40 c/s' 
Supplied complete with Acos 39/1 microphone, 
Radio Record lead and 1,200' P.V.C. Tape. 

FURTHER FACTS 

It is not generally known that the Tape Deck mechanism is 
virtuaiiy re-built in the REPS machines. It is standard 
procedure to remove all rubber wheels—i.e., re-wind, idle 
and pinch—and re-grind them to a closer tolerance. Also 
the Capstan is skimmed to less than ± 0.0001*. This has 
resulted in a very low " wow " factor, especially at 3} ips 
which has lead to the logical introduction of ips in place 
of the 15 ips. The principal cause of " flutter " is due to 

Fully illustrated literature available on request to— 

REPS (TAPE RECORDERS) LTD. 
118 Park Road North, South Acton, London, W.3. 

Phone : Acorn 4141 

MODEL R30/R40 

% 

- 

MODELS 

R20 62 GNS. with magic eye record indicator 
R30 66 GNS. with meter record level indicator 
R40 70 GNS. as R30 but with push/pull sound 
output. 

the eccentricity of the three-step pulleys which control the 
tape speed. This eccentricity occurs when the pulley is 
locked to the motor shaft and is due to the off-setting action 
of the fixing screws. This difficulty has been overcome by 
manufacturing pulleys over-size and machining to the correct 
diameter when fitted to die motor shaft. By this method a 
total variation of less than 0.0001' has been achieved at 

ips. Initial measurement indicate total " flutter " content 
at 1} ips to be of a lower order than previously associated 
with 3i ips. 

1  
i Please send me without obligation full details of 
j your range of Tape Recorders. I am particularly 
I Interested In Model R  
I 
j Mr  
  

I 
I   
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TAPE 

RECORDER 
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Editor MILES HENSLOW 
Technical Editor   John Berwick 

Assistant Editor  Julian Berrisford 

Editorial Offices - - - - 99 Mortimer Street, London, W.l 

Telephone MUSeum 3967 to 3969 

EDITORIAL 
T\ TT are, frankly, amazed at (he apparent disinterest of the 
' * Record Manufacturers in the big potential market which 

exists for music on tape. We know that a record is. traditionally, 
a black disc with a hole in the middle, and we also know that 
its daily users can be numbered in thousands against every indi- 
vidual user of tape; nevertheless, the writing of the words Tape 
Records is now so large upon the wall that, surely, even the most 
short-sighted diehard cannot fail to see it. 

We have heard many arguments against tape records. It has 
been said, for example, that unscrupulous people will borrow 
them and copy them. We cannot accept such an unsoundly 
based reason. Are people more likely to pirate tape records than 
discs or radio performances? We have been told that tape 
records are uneconomical to make, compared with discs. Maybe 
that can be so, but quite large combines in America seem to be 
getting around that economy barrier. We have also heard it said 
that people don't want tape records. Don't they? On what 
experience is such a statement based? 

Much more reasonable is the far less heard statement that the ideal 
form of a tape record has still to be discovered. But even that is 
without good sense, because " the ideal tape record " may be 
twenty years distant, and in the meantime there are probably a 
million owners of tape recorders in the U.K. whose machines will 
take tape spools of 5-in. diameter, playing at 31 i/s, and that 
number is increasing at the rate of several thousands each week. 

There is no doubt whatsoever that the modern microgroovc 
disc, properly used, can yield to its owner a far better quality 
of music, per pound spent upon playing equipment, than can a 
tape recorded at 3J- i/s; and there is still less doubt that the 
modern disc has a long life ahead of it. However, that does not 
alter the fact that the multitudes who own tape recorders are 
more than content with the quality of music that their machines 
are capable of giving them. The record manufacturing companies 
must be the very first to admit that their economy is not based 
upon the orders from the Hi-Fi Few, but upon the demand of 
the millions; and that, far from encroaching seriously upon the 
sales of discs at this comparatively early stage, tape records would 
establish their own demand. For many years yet, tape records 
and discs with holes in them could live happily and profitably 
side by side. Households with disc players and tape recorders 
would surely buy both types of record, according to the whims 
of the moment. 

We could continue to question and answer ourselves in this 
vein, but it is more interesting to assume that the record manu- 
facturers have already done so, and to hope that holes in the 
sand and holes in the disc are not inseparable phenomena. 

Usually—almost inevitably—when there is the slightest opening 
for business advantage in everyday life, we are being sold things 
almost before we know they are available. Who has overlooked 
what? 

CONTENTS 

Here, There and Everywhere 
Four pages of news and photos ... 

Teaching Tape 
(I) Choosing a machine 

By I. W. Jar man ... 
Building and Using a Reflector 
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Reviewing Tape Recorders 
(4) Measuring Signal to Noise Ratio 
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Readers' Problems   
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Sound and Cine 

Your Sound Track, Part 4  
Tape Recorder Workbench 
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COVER PICTURE 
A FINE old London scene is the subject of this month's cover 

*• picture. It was quite unrehearsed. Our photographer was 
out with one of our reporters, on the way to the Thameside 
with the Stuzzi portable, in search of sound and pictures—and 
this overseas visitor took an interest. We hope you will like 
the result as much as we do. 

1 NEXT MONTH 

A, 
VERY interesting and un- 

• usual " do-it-yourself " 
feature is one of the highlights 
of next month's Tape Recorder. 
It is a twin-clock time switch 
for use with recorders and other 
electric devices. The author is 
R. E. Steele. Full constructional 
details will be given, together 
with all the necessary diagrams, 
sketches and photos, and the 
complete feature will extend over 
the July and August numbers. 
Reviews of tapes and equipment, 
Readers' Problems, Pages of 
news and pictures, are only part 
of the month's lively contents 
list. But please be warned—The 

Tape Recorder has Sold Out completely during the past 4 
months. To be sure of your copy, please place a firm order 
with your supplier. 

The Tape Recorder for July—On Sale June 24. 

SUBSCRIPTION RATES 
The subscription rale to The Tape Recorder is 21/- per 
annum (U.S-A. S3.00) from The Tape Recorder, 99 
Mortimer Street. London, W.I. Subscription * Index, 24/- 

(U.S.A. S3.25). 
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It is surely a sign that Tape Recording has 
" arrived " as a useful pursuit, and not just 
as a time-absorbing hobby, that people are 
prepared to give up lime and money to 
attend five or six day training courses on 
Tape. We give below an account of the 
recent Third National Tape Recording 
Course held at the Rose Bruford Training 

College, Sidcup, Kent. 

To caler for all levels of experience the Rose Bruford Course 
was divided into a number of groups, and beginners were soon 
operating tape recorders with as much gusto as their more 

experienced colleagues. 

Third National Tape Recording Course 
LIKE its two predecessors, this Easter's course at the Rose 

Bruford Training College, Sidcup, Kent, was over-subscribed, 
and a waiting list had to be drawn up well in advance. Fifty 
students attended, and it was again noticeable that the majority 
had some interest in the educational uses of tape recorders. How- 
ever, most other kinds of interest were represented too, including 
medic'al, Youth Clubs, drama recording, music, tape club members, 
etc. The course commenced on Tuesday, 19th April, and wound 
up with a playback of recordings made, and a lively free-for-all 
discussion on Sunday, 24th April. 

The line-up of tutors contained many names familiar to readers, 
Jack Singleton, Richard Burwood, I. W. Jarman, and Desmond 
Briscoe (BBC), Geoffrey Hodson (Organiser), Graham Jones, 
F. C. Judd, and John Borwick. A newcomer was Miss Daphne 
Oram, who superintended two quite different types of session. 

Musique Concrete 
Firstly, for those members who had indicated a preference and 

who were felt not to be of " a nervous disposition ", she organised 
practical exercises and demonstrations in Musique Concrete for 
special effects. As we mentioned in these pages last month, when 
describing Miss Gram's recent TV appearance, she distils her 
special brand of electrophonic brew in a workshop built into her 
oast-house known as " Tower Folly ", and the groups of students 
drove over by car for these occult seances. 

Miss Gram's other contribution was a discussion and demon- 
stration of the methods of obtaining a good microphone balance 

HERE JHERE AND 

EVERYWHERE 

of music in different acoustic conditions. This also was an outside 
event, and featured a choir of young voices, an orchestra, and a 
recorder band, in the nearby Hurstmere Secondary School. As is 
often the case, the acoustics were over-lively, and Miss Oram had 
distributed a number of Films Industries ribbon, and Acos crystal 
microphones so that the most useful positions could be shown by 
quick comparisons. The young musicians gave of their best, and 
greatly enjoyed the whole proceedings, especially listening to the 
tapes afterwards. 

The rough division of the Time-Table was 3 days learning, 
followed by 2i- days doing, but it would be fairer to describe the 
afternoons of the first three days as " learning by doing ". Based 
on information supplied on the students' application forms, they 
had been divided into 3 groups as possessing much, little, or 
negligible previous recording experience. 

Gaining experience 
These 3 groups were then shuttled during the 3 afternoons 

between various rooms where they could practice under three 
main headings—" Basic controls—how and why they operate ", 
" Studio and recording operations ", and " Tape editing ". 

For the first of these, F. C. Judd—in a room full of tape 
recorders of every description—introduced newcomers to the 
vagaries of winding back, magic eyes, pause and superimposing 
controls. With more advanced groups he demonstrated bias and 
azimuth adjustment, and the measurement of noise levels, response 
curves, etc. 

John Borwick began his sessions with a reminder that, as in 
car-driving or using a sewing machine, being able to operate the 
equipment smoothly and well is every bit as important as knowing 
its technical workings. To give practice in the operation of the 
recorder and a mixer, and introduce microphone technique and 
the playing in of discs and tapes on a cue, two short scripts had 
been prepared. In separate studios, the students recorded and 
re-recorded these scripts in real professional manner. Graham 
Jones supervised one of these—a news programme on the lines of 
the BBC's Radio Newsreel—and produced results nearly up to 
Light Programme standards! 

r-' 

Great concentration was needed to identify exact syllables on 
the tapes, both during editing and the putting together of 

composite feature programmes. 
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HERE. THERE AND EVERYWHERE 

The Rose Bruford Training 
College of Speech and 
Drama is situated in 
attractive grounds at Lam- 
borbey Park, and the 
buildings themselves are 
some 200 years old. On 
the normal course students 
must combine drama and 
leaching. Special courses 
are under the direction of 

Geoffrey Hodson. 

The third practical department was Tape Editing. I. W. Jarman's 
illustrated articles will be remembered by readers, and he found 
that most of the students had acquired a copy of his How to 
Splice Tape booklet, which enabled him to get straight down to 
brass tacks—or should we say steel razor blades. Of course, the 
main technique to be developed in editing is not simply that of 
making neat and accurate splices, but the ability to move the 
tape to and fro easily and identify recorded syllables, etc., 
immediately. I. W. Jarman had a large (expendable) supply of 
short tapes on which coughs, and other defects had to be excised. 
And if the words were sometimes cut out and the coughs left in 

. . . well? 
Learning tape recording on the B3.C. 

I. W. Jarman has given hints on editing on a number of 
editions of the BBC's programme " Sound " on Network Three, 
and as regular listeners will know, he is at present broadcasting 
a series of beginner's lessons in tape recording entitled " Teaching 
Tape " His pupil on these programmes is Angela Jeffreys, who 
was a student on an earlier Rose Bruford course. 

Armed with all the technical and operational skills of the first 
3 days, some of the students were then turned loose on an 
unsuspecting Kent County to perpetrate all manner of outdoor 
interviews, " atmosphere" recordings, etc., for assembling into 
composite magazine programmes. Meanwhile, their colleagues 
were acting and producing High Radio Drama in the College's 
well-equipped studios, with a full battery of sound effects. To 
say that this well-planned courae contained something for everyone 
to do, would be a gross under-statement, since everyone found 
himself or herself working " flat out" over most of the 5i days, 
but it must surely give the lie to those who say there is nothing 
creative in using a tape recorder to find so many people willing 
to give up time and money to learning how to use a tape recorder 
better. 

• • • 
BASF News Letter 

VLJE draw our readers' attention to a very useful and well- 
** produced booklet, " BASF News Letter", which is distri- 

buted in England by F. A. Hughes and Co., Ltd., 4 Stanhope 
Gate, London, W.l. In its 18 pages are such interesting facts as: 
High Frequency Magnetism: What is Double Play Tape?; Playing 
a Trick on Time; Letter to all New-Comers; and possibly most 
interesting of all is a two-page feature entitled Stage Effects, with 
eleven practical examples, from rain and waves to footsteps in 
the snow! We have checked with the distributors that they still 
have a limited number of copies available for our readers, and 
that they may be obtained, free, from the above address while 
stocks last. We therefore recommend a quick request! 

Tr. 
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British Products at Hanover 
With all the current talk about the Common Market, the Inner 

Six, and the Outer Seven, it is good to note that the British 
Electronic Centre's exhibit at the recent Hanover Trade Fair 
attracted considerable interest for the third year running, and 
that it brought promise of important orders. The exhibit was 
the combined effort of ten British manufacturers, all of them 
members of the R.E.C.M.F. 

• • • 
R.B. Tapes open Manchester Branch 

A catalogue list of 147 models of tape recorders is announced 
by R.B. Tapes Co. Ltd., who have recently opened a big new 
branch at 89/91 Great Ancoats, Manchester, 4. Here, they claim, 
enthusiasts can see and hear any of the range that they stock. 

• • • 
Three Gnrodig News Items 

Grundig (Great Britain) Ltd., have sent us the following three 
items of news. First, is the announcement that (as from July 1st) 
they are extending their guarantee period for tape recorders from 
6 months to 1 year. This will include all registered guarantees 

HP* 

1 

Our readers can obtain a copy of this free booklet. See next 
column. 
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s 
" Elizabethan " scored a big publicity hit with their Elizabethan 
lady, who is seen here beside Julie, My-Fair-Lady, Andrews just 

after the opening ceremony of the fifth London Audio Fair. 

on or after 1st January, 1960. Second, a new recording lead— 
the SL 142 R—with built-in resistive attenuator has been specially 
designed for use with the " Cub It is being issued with all 
new "Cubs" in addition to the existing lead (SL 154). Price, if 
bought separately, 8s. 6d. Finally, negotiations are proceeding for 
the formation of a new company in Northern Ireland. If success- 
fully concluded, it is hoped to manufacture Grundig electronic 
products on a large scale in that Country. 

Trading Name Changes 
The manufacturers of the Elizabethan range of tape recorders, 

formerly known as E.A.P. (Tape Recorders) Ltd., have now 
changed their company name to Elizabethan (Tape Recorders) 
Ltd. The management, the address, and the telephone numbers 
remain unchanged. 

The trading name of Taplin-Hirst & Co., Ltd., the manufacturers 
of Balmoral tape recorders, has now been changed to Balmoral 
Electronics Limited. The office address and telephone number 
remain unchanged—Oxford Circus House, 245 Oxford Street, 
London, W.l. Tel.: REGent 3311. 

Tape club notes 
Stereo has spread its twin arms to embrace the Acton Tape 

Recording and Hi-Fi Club. It all began on 16th March, when 
the club organiser, Hilda " Rusty" Chapman, took delivery of 
her Philips stereo machine, which arrived just two hours before 
the club was due to demonstrate to the Willesden and District 
Motor-cycle club. Recorded tapes were used, including the Ampex 
stereo demonstration tape. The evening was a great success, and 
it seems that several motorcyclists will be taking up tape as a 
result. A second evening—this time taking in a first attempt at 
amateur dramatics in stereo recording—was equally successful. 

TAPE NEWS FROM 

THE CLUBS 

except for the recording itself, which was acknowledged to be the 
world's worst! None the less, this is important news. 

• • • 
The Coventry Tape Recording Club has been busy as usual. On 

March 31st, with 49 members present, the Rugby Amateur Tape 
Recording Society was entertained, and the main event was an 
exhibition of a wide range of recorders and equipment. Some 
fifteen models were on view, including the new Philips stereo, 
the Korting 4-track, the Vher Universal, Simon Minstrelle, Steel- 
man Transitape, Wyndsor, and Timbra—a new Dutch machine. 
The following week's meeting was slack, on account of the Easter 
Holidays, but on April 28, with visitors from the Warwick and 
Leamington Amateur Tape Recording Society, the attendance 
was up to 56! On this occasion the main event was an address 
by L. W. Saunders of E.M.I. Sales & Service, when " print- 
through " and " tape storage " were discussed. 

• « • 
A talk on Loudspeakers was the feature of the April 4 meeting 

of the Crawley and Sussex Tape Recording Club, and on this 
occasion a new, regular 30-minute event was introduced— 
" Technical Queries and Answers ". As the club becomes better 
known, it is receiving more and more requests to undertake 
recording dates. On April 10, recordings were made on the 
occasion of a farewell lunch to Sir Thomas Bennett, the retiring 
Chairman of the Crawley Development Corporation. Another 
appointment for May was to record the Duke of Norfolk during 
a visit to Crawley. 

• • # 
Doncaster and District Tape Recording Club also have plenty 
to report. One item (which makes us shiver slightly, remembering 
the " don't ever do it" warnings!) was a lecturette on how to 
take a feed from a TV speaker. Another; " how to construct a 

TiT 

i •- 
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Barely I S-monlhs old, this was only the Tape Recorder's 2nd 
London Audio Fair appearance. Bui Hi-Fi News and the "Fair" 

began life together in the Spring of 1956. 
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The new REFLECTO- 
GRaph deservedly 
allracled a lot of 
attention. Here, L. 
Cunningham -Sands, 
its designer, ex- 
plains some of the 
finer details to a 

visitor. 
bulk eraser, using an old mains transformer". On March 24 a 
tape was played, sent by a member's son from Christmas Island, 
which included a native arrangement of Tipperary. On April 2 
the Tandberg stereo recorder was demonstrated. On April 14, 
members were invited to bring their recorders and some spare 
tape. With everything at the ready, scripts were unexpectedly 
handed out and a First Tape Play was being produced before 
anyone knew what was happening! The Chairman visited the 
Audio Fair in London and returned with such a load of catalogues 
that a decision was taken to organise a trip to the Southport Fair 
this Autumn. 

♦ • • 
Grantham and District Tape Recording Club held another of 

its " monthly demonstrations " on April 14, and a Nottingham 
dealer brought with him a range of Telefunken equipment, 
including the M23 recorder which aroused great interest. A visit 
by a party of members to the London Audio Fair had its 
moments. One member, having taken a newly imported foreign 
recorder into the demonstration room bearing its name, had con- 
siderable difficulty in taking it out again! Another, who went to 
a friend's car to collect something, spent about 10 minutes with 
a policeman who thought he was stealing! 

• • » 
The Ipswich Tape Recording Club reports that its meetings are 

now being held fortnightly, and three new models of tape recorders 
have recently been demonstrated by members—Philips EL 3542 A: 
E.M.I. TR 52: Steelman Transilape. 

* * * 
Demonstrations of portables, including the Stuzzi Magnetle, 

are noted in the report from Leeds and District Tape Recorder 
Club. A 35 mm. colour slide show (presumably with tape accom- 
paniment) is on the list of future events. 

• * « 
One of the Rugby Amateur Tape Recording Society's recent 

events, as reported above, was a visit to the Coventry Club. On 
May 5, the club had a visit from Messrs. Wells and Adams of 
Cosmocord Ltd., with a talk on the growing of crystals and a 
demonstration of stereo and the Acos stereo microphone. 

• * • 
More news of a tape-and-tyre evening. This time the tyre was 

on the other wheel, however, and it was the Leamington Scooter 
Club which entertained the Warwick and Leamington Amateur 
Tape Recording Society. The visit included a short recording of 
the History of Sound, demonstrations of stereo sound, and of 
battery-operated portables. 

* * • 
From the Stereo Tape Club in Africa we learn that these 

columns of our magazine have brought them letters from all parts 
of the world. They send us a further request. Will Mr. H. Lang, 

of Tokio, Japan, please write again because his full address was 
indistinct, and they wish to thank him for his interest, 

• ♦ « 
From Pete Rogers, Secretary of the Royal Air Force Tape 

Recording Society, we learn that the R.a'f.T.R.S. enrolled its 
50lh member at the beginning of March. Membership has also 
been opened to members of the Commonwealth and Nato Air 
Forces. Address: Cpl. Rogers, P. J., Royal Air Force, Waterbeach, 
Cambridge, England. 

West Middlesex Tape Recording Club reports a highly technical 
evening on April 14, with Solarlron 'scope, Advance sig genny, 
and a transistorised amplifier with several faults " built in ", so 
that they could be switched in and out, and their effects observed. 

» * • 
Walthamstow and District Tape Recording Society should just 

about have completed their play The Butcher's Revenge. This 
photo, taken in March, shows it in production. All sound effects 
ate by members, and they include public bars, greyhound track, 
kitchen at breakfast time, office, breaking china, etc. We await 
further news with interest, because the Society were considering 
its possible entry for a national competition. 

* « • 
Useful Booklet 

A useful booklet has been received from The County Library, 
East Fergus Place, Kirkcaldy, Fife, Scotland. It is the latest in 
the " Readers' Guide" scries (number 57), and is the Readers' 
Guide to Books on Radio, Radar, Television and Sound Reproduc- 
tion. Its price is Is. plus 2d. postage from the above address. 

* 

' The Butcher's Revenge " in preparation! 
Photo—Walthamstow Guardian. 

225 

www.americanradiohistory.com

www.americanradiohistory.com


> O 

The y&wQ 

belvuul 

ti^e 

It is nearly twelve years since we introduced 
Britain's first Tape Recorder—the Ferrograph. 

Twelve exciting years during which its 
outstanding reputation has encircled the world. 

Yes, it is quite true that last year 47% of our 
output was sent overseas. Having designed 

and built such an exceptional instrument we 
might excusably have rested on our laurels. 

But that would have been short-sighted and 
foolish. Instead, we devoted those twelve 

rewarding years to intensive and unceasing 
improvement. Month by month a team of 

engineers—each of whom is literally dedicated 
to the advancement of sound recording on 

tape—assesses each new development as it 
emerges from the world's laboratories. No 

matter its source—whether it be a new trend 
from the U.S.—an electronic application 

from the Continent—a significant new British 

t 
W 

u. 

engineering technique—each is 
closely studied with an eye to the 

future and its possible incorporation in 
the Ferrograph. This painstaking and often 

unspectacular research programme exists for 
one purpose only—to ensure that the 
Ferrograph maintains its lead in the field of 
magnetic tape recording. No matter which 
Ferrograph model you choose—whether mono 
or stereo—you can be certain that its many 
advanced mechanical and electrical features 
will confirm your shrewd judgement that in 
Tape Recorders—as in most other things— 
the best is always cheapest in the end. 

Stereo 808 
Two speads 3}/?^ i.p.s. For us* 
with external Hi Fi amplifiers, 
and Loud Speakers. The all- 
purpose machine for Monaural 
or Stereo Recording/Playback. 

I0S Gns. 

Series 4A 
4A/N Two speeds 31/7^ l.pj. 
Monaural Recording/Playback. 

81 Gns 

Three Independent Motors ■ Synchronous Capstan Motor ■ Recording Level Meter ■ Brief Stop ■ Interchangeable Plug-in Heads 
Switched Speed Change with Compensated Correction Network • Separate Tone Controls ■ High Fidelity 2i Watts Output Stage 
UsesBi' Tape Spools ■ Gear-Driven Turns Counter ■ Automatic Switch Cuts Motors at End of Spool ■ Endless Loop Cassette (Optional Extra) 

BRITISH FERROGRAPH RECORDER CO. LTD. 
/A subsidiary of the Ferrograph Company Ltd.) 

131 SLOANE STREET, LONDON, S.W.I • Tel: SLOane 1510, 2214 and 2215 
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By E. D. H. Johnson 

DESIGNING 

AND USING A 

REFLECTOR 

FOUR RECORDING IN THE FIELD 

CO far in this series, I have dealt almost entirely with the 
equipment with which the amateur can record the songs and 

calls of wild birds in the field, and little has been said of its 
actual handling and use. I propose, therefore, to relate a few of 
my personal experiences as a bird-recordist and to explain some 
of the technical and tactical problems which arose and how they 
were met and overcome. First, however, I would like to discuss 
in brief some of my views on the approach to the recording of 
bird sounds. I know from personal contacts that there is a thirst 
for " know-how " on the subject, and anybody who has followed 
me so far in the construction and purchase of equipment for so 
specialised a field of work must by now be looking around for 
material on which to practice and a line of approach to adopt. 

For many years the broadcasts of Ludwig Koch and Eric Simms 
have proved beyond doubt that the public has an enormous 
interest in the sounds of nature, and whilst these recordings have 
been frequently played by the BBC similar programmes of bird 
song and animal sounds have been enjoyed in most other 
European countries, the United States of America and many 
other parts of the world. The arrival of the tape recorder has 
taken much of the mystery and difficulty out of the technique of 
recording, but so far those people who would most benefit by 
the ability to record the sounds of nature have been slow to 
take advantage of the fact. 

Vast field of opportunity 
To date the recording and broadcasting of bird-song must be 

regarded as having progressed little beyond the realms of 
entertainment, except in the hands of a few scientists who have 
used the tape recorder as a means of studying learning, behaviour, 
and the variations of song patterns between different populations 
of common birds. Between these two extremes lies a vast field 
of virtually unexplored opportunity. 

The person who is first and foremost a recordist can find new 
and challenging problems to overcome in a field where no two 
situations will ever be the same. The collector's instinct can be 
satisfied by a steadily mounting list of species recorded. The bird- 
watcher will find that his powers of perception and appreciation 
of bird-song will be heightened, to say nothing of the amount of 
new voices he will leam. 

The ornithologist who is studying a particular bird will be 
able to record its calls for comparison and study later, and his 
colleague who is concerned with broader issues will gather 
evidence to help him find the answer to such problems as the 
reasons for mimicry in birds. This last subject has figured in 
several broadcasts in Britain alone, both as entertainment and as 
a serious scientific discussion. On the last occasion a panel of 
eminent ornithologists were quite unprepared to commit them- 
selves on the function of mimicry, so the field remains open for 
a bright lad, or lass, with the equipment, basic knowledge and 
an infinite capacity for taking pains. 

A good bird recording is seldom produced on the spur of the 
moment, except in cases of extreme good fortune. It is usually 
achieved by deciding on the subject and then setting out systemati- 

'4 
The SlonechaTs vocabulary is a special study of the author. 

cally to overcome, one by one, all the obstacles which stand in 
the way of perfection. The result will be a compromise which 
will usually fall short of perfection, and which will perhaps 
please you less than it will please and delight other people. The 
belter you understand the bird you are recording, the greater will 
be the value of your recording and whilst, for the pure collector, 
it may only be considered necessary to make one typical recording 
for each species, the real interest comes when we begin to under- 
stand the language of birds and to record their actual vocabularies. 

As I mentioned in an earlier article, I began bird-recording a 
few years ago when 1 wanted to study the vocabulary of the 
Stonechat, which breeds near my home in Jersey, amongst the 
marram grass on the windswept coastal dunes. Over the years I 
had compiled a long series of notes from which I had tabulated 
its calls throughout the year, together with descriptions of the 
situations in which the various combinations of its " whit" and 
" chack notes were uttered. But, as every bird-watcher knows, 
such sounds are almost impossible to express on paper in a 
manner which will represent them as they really are, and a tape 
recorder was to provide the only really satisfactory answer. 

From the outset it was obvious that to approach too closely 
to the birds themselves, even though the Stonechat is not a 
particularly shy bird, would disturb them to the extent that I 
could not be sure that their behaviour was entirely uninfluenced 
by my presence. I therefore decided that I required to record 
their calls from distances of from thirty to seventy yards, and 
this, of course, made the use of a parabolic reflector essential, 
especially as it was necessary for me to follow the birds about 
their territories, from perch to perch. 

Using the parabola 
I quickly set up the parabola on its tripod and sighted it on 

to the male, who had taken up a conspicuous stance on the 
highest part of a clump of sea-radish at the top of a bank. His 
calls consisted of an irregular mixture of "whit" and "chack" 
notes—" Whit-chack-chack, Whit-chack-Chack-chack-whit Chack- 
chack-chack-Whit "—and so on. 

They were loud and urgent when I first arrived, and later they 
steadily diminished when I presented no further threat to the 
hidden young. I continued the recording for some ten minutes 
and then played it back, The male bird's calls were perfectly 
recorded. In fact I had succeeded beyond my wildest dreams, but 
there were a few most important lessons for me to learn at the 
very start. 

Just as a telephoto lens on a camera may " flatten " perspective 
by reducing the apparent distance between an object and its 
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A TRULY REMARKABLE 

* BRITISH INVENTION! 

ram deck 

GRAMOPHONE TAPE RECORDER 

a 

i 

9t* 

Turns any gramophone into 

a superb TAPE-RECORDER! 

£I3.I2S. 
Special moving-coil microphone and tape extra. 
EASY TERMS 
★ Uses standard tape 
★ Play at TJ" per sec. 

or three other speeds 
★ Records direct from 

radio or microphone 
★ Erase and fast rewind 

MADE BY THE FIRM 
THAT MAKES RADAR 
EQUIPMENT FOR 
VISCOUNTS AND 
BRITANNIAS f 

V/. 

—and back into a 
record-player in a moment 
Graiudeck is completely new ... a revolutionary 
invention that instantly turns your gramophone into 
a lapc-rccordcr and back into a gramophone at will! 
You simply slip it on to your luratablc and you arc 
ready to record direct from radio or microphone . . . 
the voices of your family . . . radio programmes . . . 
your favourite music—and you can instantly play it 
back through your own gramophone or radio with 
Lifelike Fidelity. The amazing Gramdeck brings full 
tape recording and playing facilities to every gramo- 
phone owner, at little extra cost. 

Send for informative free book 
This wonderful new invention means that any gramo- 
phone owner can now add superbly good tape- recording facilities to existing equipment at a fraction 
of the usual cost. Full details, photos, specifications. 
Easy Terms, etc., are given in the Gramdeck Book. 
Send for your copy today—FREE and entirely without 
obligation. 

PRAISE FROM THE PRESS 
" Real hi-fi results ... reproduction excellent."—Radio & 
T/V Retailers' Review* " Provides the same recording 
and playback quality as many high priced tape recorders." 
—Radio Review. Results belter than those obtainable 
from many tape recorders in the £50-£60 price range."— 
Amateur Stage. '* Better than many so-called hi-fi 

—Amati recorders.' ateur Cine World. 

FREE BOOK—POST NOW ! 

I would like to know how to turn my gramophone 
into a first-class tape-recorder... please send me 
the Gramdeck Book—FREE and without 
obligation. (Write if you prefer not to cut page.) 
NAME  
ADDRESS   

mdeok 
GRAMOPHONE TAPE RECORDER 

(Dept. TA/811), 29, WRIGHT'S LANE, LONDON, W.8 

TOKKS A TOCWMLE A WE-KS 

USING THE REFLECTOR—(continued) 

background, the parabolic reflector may give undue prominence 
the distant sounds which lie in a straight line behind the main 
subject. I was surprised to find that my Stonechat was accom- 
panied by a chorus of Blackbirds and Thrushes, Robins and 
Chaffinches from a wood over a quarter of a mile away, which 
lay directly behind him from the position of the parabola. As 
I followed him around from perch to perch the murmur of the 
sea became equally obtrusive in another position, and in that 
direction wind noise spoiled the recording completely. 

In a second run I overcame these defects by siting the micro- 
phone as low as possible so that no background sounds of any 
prominence were in line with the male bird's principal perches, 
and a grassy bank served to shelter the parabola from the wind 
and the sound of the sea. 

The next recording, lasting about twenty minutes, was as near 
perfect as I could have wished and was one of the many that 
I have since used in analysing the Stonechat's language. 
Different combinations of its two notes are used for a whole 
variety of situations, and it appears as if the " Whit" call is 
used to draw the intruder's attention to itself and away from the 
young, whilst the " Chack " is used as a communication between 
the adults and to give warnings to the fledglings. 

Later, in that first summer of my bird-recording career, and 
soon after I had acquired my vibrator convertor, I decided to 
see just how mobile my equipment could be. With a friend,. 
Roderick Dobson, author of "Birds of the Channel Islands", I 
took the recording gear in a small boat to a rocky islet a mile 
and a half from the Jersey coast and we set up our camp in an 
old Martello tower. The reef, only about sixty yards across, was 
the breeding place of Common Terns, Oystercatchers, Herring— 
and Greater Black-backed Gulls and Rock Pipits, and the site of 
our only small colony of Storm Petrels. 

When we arrived there was no sign of occupation in any of 
the petrels' burrows, and prolonged sniffing failed to reveal their 
characteristic musty smell, so we busied ourselves with the calls 
of the terns as they wheeled around the tower, first in some 
confusion at our presence and later with more purpose as we 
concealed ourselves in the doorway, high up at the top of an 
iron ladder. An earth wire ran from the recorder to a copper pin 
in a patch of damp sand at the foot of the ladder, and the 
vibrator, powered by a 12-volt car battery which we had brought 
with us, was housed in a little room which also served as a 
kitchen. There was little wind, and with the bare microphone on 
the top of the parapet of the lower I soon had some good 
examples of the general din of the colony and of the sudden 
silences as all the adult birds suddenly departed for a few minutes 
in one of their characteristic " dreads 

The parabola was essential 
Fixing the microphone into the reflector. I then held it across 

my chest and followed a few individual birds until I had recorded 
a series of their flight calls as they circled above my head. Then 
I singled out a few which were feeding young in order to record 
the sounds they made as they came in with food for their chicks; 
harsh grating calls repeated rapidly, by which the young appeared 
to recognise the parents and emerged from the rock crevices to 
be fed. The parabola was essential for this kind of work, as it 
isolated the calls from the general pandemonium of the wheeling 
terns. 

That night it was calm and starlit and at low tide the sea 
made hardly a murmur as, with a microphone on the top of a 
pinnacle of rock, I recorded the sounds of the Oystercatchers 
calling and piping all around us. Suddenly, at about eleven 
o'clock, the rocks around us began to vibrate with the harsh 
churring, grunting song of the Storm Petrels. They were there, 
after all, in their burrows in the crevices between the boulders 
and in the small scree of nibble left from the building of the 
tower a hundred and fifty years before. 

The equipment had worked well and I was able to look 
forward to recording trips which were to extend later to some 
of the more remote parts of Europe. Next month I will describe 
the use of the recorder from the car. 
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By James Moir 

REVIEWING 

TAPE RECORDERS 
& 

PART FOUR MEASURING SIGNAL/NOISE RATIO The Fi-Cord popular battery recorder 
was reviewed in September 1959. 

FJ Part Three (March, 1960) we defined the property known as 
signal/noise ratio, and showed how it depends to some extent on 

frequency. 
After our rather long introduction we can now consider how 

signal/noise ratio is measured. Clearly two measurements are 
required, one of signal and one of noise. Measurement of signal 
is not difficult when the signal/noise ratio is above about 20dB, 
a simple valve voltmeter reading of the constant frequency signal 
(generally 1,000 c/s) being all that is necessary. However, it is 
difficult to decide at what level the signal is to be recorded. 
Quite clearly the higher the signal the higher the signal/noise 
ratio, but if a meaningful answer is to be obtained, then the 
signal must not produce magnetic overloading of the tape. 
Depending on the usage, signal levels that produce distortions 
of 5%, 2% and 1% have been used as the permitted maximum 
in professional work, 2% being the most usual figure. 

Maximum Permissible Signal 
Measurement of the distortion produced by a tape recorder 

is, however, a tedious and troublesome problem, and in the 
reviews published in The Tape Recorder, the permissible peak 
signal is taken to be that producing the volume indicator deflec- 
tion quoted in the Instruction Book as the maximum. This has 
the inherent danger that the designer may well have allowed the 
distortion to rise to say 10% at maximum volume indicator 
deflection. This point is always checked, and the review notes 
where the distortion is high at the indicated maximum recording 
level. Apart from simplification of the testing procedure, this 
choice of maximum level has the practical advantage that it is in 
fact the level at which the user of a machine would take as his 
maximum. If the designer has made the wrong choice, recording 
quality is below average. 

The measurement of residual noise involves an arbitrary choice 
of standards, for none of the international standardising bodies 
have as yet issued any standards for the measurement of the sort 
of noise that characterises a tape recorder. There are several 
problems, but we will deal first with the choice of a suitable 
measuring instrument, for this is a point on which some guidance 
is available. The human hearing system has a frequency response 
that varies with the level of the sound which is presented to the 
ears. For sounds that have a loudness in the excess of roughly 
80 phon, the ears' response is substantially uniform over the 
frequency range from 100 to 5,000 c/s, but at lower loudness 

- o 
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Fig. 2. Weighted characteristic at the 40 phons selling. 

levels the ears' response falls away at both low and high fre- 
quencies. Loudness levels between 80 and 90 phon are about 
the maximum preferred by the ordinary listener when listening to 
orchestral music in the ordinary living room. However, unless 
the tape recorder is intolerably bad, machine and tape noise 

will be somewhere in the same region as room noise, roughly 
40 phon. 

At these low levels the ears' response is greatly reduced at 
both low and high frequencies, and for this reason the measuring 
instrument should have a frequency response that approximates 
that of the hearing system at the loudness levels at which the noise 
is heard. There are several standard instruments having response 
characteristics weighted in various ways to simulate the ears' 
performance, but the sound level meter standardised by the 
American Standards Association appears to be the most appro- 
priate, and is used when measuring " noise " from tape recorders. 

" Weighted " Noise 
The response curve in the 40 phon setting is indicated in 

fig. 2. Readings taken on the 40 phon scale are referred to as 
" weighted " readings to distinguish them from the " unweighted " 
readings taken on the 100 phon (i.e., flat) setting. Weighted 
readings are always higher than unweighted readings, the difference 
being a measure of the energy spectrum of the noise being 
measured. When the noise includes a significant amount of mains 
frequency hum there is a large difference (10-20 dB) between 
weighted and unweighted readings, but when mains frequency 
components are low there may only be 2-3 dB difference between 
weighted and unweighted readings. 

From the earlier discussion it will be appreciated that a cheap 
equipment, having a restricted frequency range, may well have a 

w o- 

ar 

.. 4-track azimuth adjuster. 
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TSL 

T 

(First with 4-Track Stereo 

Recorders in this country) 

present 

KORTING 4-TRACK STEREO RECORDER 
Single speed 4-Track Stereo Recorder de-luxe and the best 
you can buy at anywhere near the price. Used as mono up to 
8 hours playing is possible from a 7' reel of tape. Separate bass 
and tone controls on all playback. True double hi-fi amplifier 
system with transistorised pre-amps. 30-16,000 c/s ± 2 dB. 
Superimpose/mix, etc. 60 GNS 

HARTING HM8 4-TRACK STEREO, 2 SPEED 
2 Speeds, 2 Speakers, 4 Tracks. This is the recorder that will 
stay modern for years. Every requirement for the exacting 
user is provided for. Response at Vj ips 30-20,000 c/s ± 3 dB. 
No serious user should overlook this model. 06 GNS 

TSL " VEDETTE " 
For Popular Requirements 
Designed to provide high domestic standards of reproduction. 
2 speed model, easy operation. Superimpose/mix control; 
built-in speaker; TSL MX3 Microphone. Very smart 
appearance. Complete. 2914 GNS 

TSL MICROPHONES 
Three types are available, each designed to provide the finest 
possible standards in its class. 
TSL Dynamic MI. For table or hand use, Very sensitive. 

4gns 
TSL Dynamic stereo S2. Stand mounting. Gives true studio 
standards. Double Cardioid pattern. 17J gns 
TSL Crystal MX3. Stick type, with stand. Omnidirectional. 

45/- 

TELEFUNKEN HEADS (Half-Track) 
Convert your recorder to Continental standards with a genuine 
Telefunken Type F.402A Half-track Record/Playback head. 
Easily fitted. Frequency range 30-20,000 c/s; gap—0.00014". 
Guaranteed brand-new from factory at third usual price. 

2 GNS 
TSL "SOUND SPECTRUM" 
Specially designed two-unit loudspeaker enclosure employing 
a superb high-flux bass unit exclusive to TSL together with a 
TSL-Lorenz Tweeter. Solidly built cabinet with beautiful 
piano finish in walnut veneers. Broad " panorama " front, with 
four modern legs. Loads up to 8 watts; extra broad frequency 
response from 40 to 17,500 c/s. A true high fidelity reproducer 
with excellent transient response suitable in size for even small 
rooms. Excellent for stereo. -■ a 

ISf GNS 
FROM LEADING STOCKISTS EVERYWHERE 

LEAFLETS ON REQUEST 

TECHNICAL SUPPLIERS LTD. 
HUDSON HOUSE, 63, GOLDHAWK RD.. LONDON, W.I2 

Telephone—SHEpherds Bush 2581 and 4794 

■ 
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REVIEWING TAPE RECORDERS—(continued) 

good signal/noise ratio, for the frequency range restrictions 
introduced to reduce costs actually help in improving the signal/ 
noise ratio. For this reason, the frequency response curves dis- 
cussed in the first instalment of this series should be studied in 
conjunction with signal/noise ratio figures. 

Measuring Procedure 
In the absence of an agreed standard, it is advisable to describe 

the measuring procedure in some detail to allow comparisons 
with advertisers' claims. A two-minute recording of a 1,000 c/s 
tone is made at the level indicated as the maximum in the 
instructions, and using the tape recommended by the designer of 
the machine. Half the recording is then erased, by running 
the tape through on " record" but without any input signal. 
The tape is then rewound and replayed with the gain control set 
to give an output in the region of one volt on the recorded tone. 
Three readings are taken, the first being the level of the tone, 
the second being the level of the residual signal on the erased 
section of the tape, the final reading being the noise on the virgin 
(unrecorded) section of the tape following the erased section. 

This is an embracing procedure for it lakes into account any 
lack of erase energy, poor waveform in the erase oscillator, and 
mains frequency ripple on the erase supply. It is not uncommon 
to find a machine in which erasing a virgin tape increases the 
residual noise level by 8-10 dB, a sure sign of the defects listed 
above. The signal/noise ratio quoted by an advertiser is likely 
to be higher than the value obtained from the above test, for 
experience suggests that they tend to measure the noise level on 
virgin tape, and thus fail to include the effects of an inadequate 
erase signal. 

Other methods 
There are several alternative procedures that are worth noting 

in that they are commonly used. The figure for signal/noise 
ratio may well be the ratio (in dB) of the noise power to a 
reference output power level of I watt, or to the rated power 
output of the machine. One watt is an arbitrary choice of 
reference level made with some justification. Manufacturers of 
machines of high power output will generally take advantage of 
their higher power by quoting the signal/noise ratio as the ratio 
of noise power to rated output power. In this way a machine 
having a power output of ten watts achieves a signal/noise ratio 
10 dB higher than a machine having the same noise level but a 
power output of one watt. This is not entirely unreasonable, 
though in domestic situations it is unlikely that power outputs 
in excess of one or two watts would be used, and thus the claimed 
signal/noise would not be achieved in normal use. 

None of the methods of quoting signal/noise ratio are entirely 
free from criticism but that used for The Tape Recorder reviews 
is thought to be the most reasonable, and to reflect most accurately 
the performance achieved in domestic use. 

Finally, a few words about desirable values of signal/noise 
ratio. If noise is to be inaudible under quiet conditions, then 
a weighted signal/noise ratio in the region of 70 dB is required. 
This is a policy of perfection, for it cannot be achieved even in 
a studio type recorder. A figure of 60 dB, weighted, will satisfy 
all but the most critical listeners in very quiet locations. 50 dB 
is very good indeed, and is achieved in a few domestic machines. 
40 dB is a performance that is good enough for the average 
domestic user, while 30 dB is the standard of the old 78 rpm 
records and is, or is not, acceptable depending on your tolerance. 

J. Moir 

CAPE SUBAMPLIFIER UNITS 
coupling Tape head. Microphone, Pick-up. etc., to preamplifier with 
additional gain. Frequency correction; monaural or stereo. Ten Models, 

from £3.10.0. Write for data sheet S.A. 
CAPE ELECTROPHONICS LTD. 

43-45 SHIRLEY HIGH STREET, SOUTHAMPTON 
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Headers9 Problems 

* Do you have any questions on tape recording—technical or 
otherwise? If so, send them to our Editorial Office and we will 
find the answer or invite readers to help. But please limit each 
letter to a single query to help us in answering. 

Magnetised heads 
Dear Sir:—A friend of mine, who knows much more about 

tape recording than I ever hope to do, recently insisted on what 
he called degaussing my tape heads before he would even allow 
me to play-back one of his recordings. Now I'm sure he's right, 
but I want to know if 1 ought to get one of these degaussers, 
defluxers, depolarisers, or whatever you call it? And do you 
think I would be able to operate it correctly with my limited 
knowledge? 

He seemed to wave the thing in a mysterious manner which 
it would be difficult for anyone to copy without knowing what 
he was doing. Magnetism is such a vague thing, that I'm not 
even clear how heads become magnetised in the first place, and 
how you notice when yours are badly in need of a " clean 

Yours faithfully, P. K., Kingston-on-Thames. 
To try and answer your last sentence first, heads can all too 

easily become magnetised in practice, i.e., the metal core of the 
head is given a slight polarity (either in the North or South sense) 
instead of being completely neutral. Most people will have 
noticed, for example, that after only a short use around electrical 
apparatus, our screwdrivers and pliers become accidentally mag- 
netised, and will pick up pins, etc., quite easily. 

Indeed, bringing tools of this kind close to Record/Replay 
heads is a frequent cause of the latter being magnetised in their 
turn. Other causes are disconnecting the head or removing 
valves in the Record position, testing the head with a voll- 
ohmmeter, surges from the motor system if switching is too 
abrupt, and occasionally a fault in the bias oscillator. 

The signs of magnetisation of the heads are increased noise 
and a tendency to lose high frequencies. Since the recording on 
the tape itself is liable to be permanently spoilt, owners of tape 
records and high fidelity recordings will be naturally loath 
to lend these to anyone whose heads are " an unknown quantity 

There are a number of effective depolarisers on the market, 
and the correct method of using them is not at all complicated. 
They should be switched on when still a fair distance from the 
head, and then slowly passed over the head and gradually with- 
drawn. Switching off should be delayed until the Unit is 
again several inches away from the head. In this way, the 
head will be subjected to 50 c/s alternating magnetic impulses 
which first become increasingly strong and are then diminished 
gradually so as to leave the head in a demagnetised slate. 

Finally, if you consult your friend, you will probably find that 
he occasionally gives the above treatment to other odds and 
ends such as tape guides and pillars as a further precaution 
against noisy tapes. 

Magic Eye Circuitry 
Dear Sir:—For some time now, I have been puzzled why tape 

recorder circuits have the magic eye fitted across the record head 
network. When we make a recording we want about 30 dB's treble 
boost, yet the magic eye is adjusted for a modulation level for a certain 
record head current at all frequencies. If this is the situation, then 
how do we get our treble boost, if we have to reduce the record gain 
control to keep our magic eye at a certain position, at high frequencies? 

Why is the magic eye not fitted before the treble boost part of the 
record amplifier, where it would give a true indication of a level 
frequency response input? Yours faithfully, A.W.A., Ashtead. 

The sensitivity of a magic eye level indicator is adjusted so that the 
target shadow will just" close "for the chosen limiting value of recording 
current. This maximum distortion-free current—it may have a value 
of 200\iA or more, depending on the head of the tape—is fixed by 
the overall design, but remember that the magic eye itself takes no 

account of the precise frequency content of the signal. On average, 
therefore, the movements of the eye will give as accurate an indication 
of the total modulation current in the system after pre-emphasis as 
before it. 

If your suggestion was followed, we would control our input signals 
by reference to the magic eye, and yet the top boost added subsequently 
might, on certain high-pitched sounds, introduce overload distortion. 

• • • 
Tape Storage 

Dear Sir:—The problem of tape stoiage must surely have received 
some attention in view of the ephemeral nature of magnetic recordings 
and I should be glad to know if there are any containers on the market 
which can shield a tape from any extraneous fields. Such a container 
would be particularly desirable for ensuring the safe arrival of a 
recording sent over long distances, in view of the likelihood of the 
electrical equipment being encountered on the way. 

There are some queries arising from 4-track machines which were 
touched on in a recent letter. Presumably the normal width of tape is 
used, but is not something lost—e.g. signal/noise ratio? If narrower 
tracks can be used on 4-track machines without loss, why cannot 
narrower tapes be used on 2-track machines. With many thanks for 
an interesting and informative magazine. 

Yours faithfully, R.E.S., Bilton. 
Professional tapes are indeed sealed in metal screening cans on occasion, 

during transit or archive storage, but we know of no source of suitable 
containers for amateur tapes. 

Answering your second question, everything else being equal, the 
signal to noise ratio on a A-track recording will be degraded by ap- 
proximately 6 dB referred to that of a 2-track recording. It would be 
possible to accommodate two tracks of the new A-lrack width on i in. 
wide tape, but the strength and " manageability " of such thin tape would 
be well below the standards now enjoyed. 

• • • 
Tapes at 60 c/s 

Dear Sir:—I should be grateful for your advice in the 
following matter. My son, who is at a Canadian University, 
has sent us a 5-inch tape of his experiences since he emigrated, 
but we can't play it back properly on any standard machine 
here as at 3i i/s, it is far too slow and at 1\ i/s the speed 
is unintelligible. 

He expected some difficulty and wrote the following: the 
recorder is German and in Germany at 50 c/s the tape 
runs at 9 centimetres per second. However, Canadian Elec- 
tricity is 60 c/s, so you'll have to get somone with technical 
knowledge to figure things out. As it is of great sentimental 
value, and so far unheard, so as to be able to understand it, 
I should greatly appreciate any valued help you may be able 
to give. Yours faithfully, L. F., Birmingham. 

If your son was in fact using a tape recorder designed for 
50 c/s mains on a 60 c/s supply then his tapes may well 
have been recorded at 20 per cent, above the nominal speed. 
The nine centimetres per second which you mention corresponds 
to our 3i i/s standard speed, and you will indeed obtain a 
20 per cent, slow effect on playback at this setting. Except 
for discovering a source of variable AC mains, we can only 
suggest that you get in touch with someone who has a 
Reflectograph tape recorder. This has a continuously variable 
running speed and could be used to make a fair copy of your 
tape at any specified standard speed. 

TAPE RECORDERS . AUDIO EQUIPMENT . DISC 
CUTTING STD & LP FROM TAPE STUDIO 
FACILITIES . HIRE SERVICE . SALES . EXCHANGES 

HAGNEGRAPH 
I Hanway Place, London, W.I Tel: LAN 2IS6 
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TAPE AT THE LONDON AUDIO FAIR 

" Some designs spoke for themselves." 
As predicted, the Fifth London Audio Fair was the best ever 

on the subject of tape. Out of a total of 74 exhibitors, 
close on 40 had some aspect of tape recording to show and 
demonstrate, and the proportion of tape-minded visitors was 
just about as high. Manufacturers and overseas importers had 
certainly risen to the occasion, and in many cases the new 
components which they had announced just prior to the Fair 
proved to be part of their carefully maintained security " smoke- 
screen " hiding even more exciting new products, uncovered 
on the day. 

Two examples of this technique were Walters and Chitnis. 
The former had announced the first viewing of their new " 404 " 
recorder, but went one better by showing in addition an entirely 
new battery-cum-mains model. Chitnis too had cleared through 
the Customs literally hours before the Fair opened a completely 
new semi-professional machine, and a really exciting variable- 
speed deck. 

Instead of describing the exhibits in alphabetical or numerical 
order, I propose to escort readers on my own conducted tour, 
as being perhaps the most realistic way to show non-visitors 
what they missed. 

Accompanied by Alan Watling, the cartoonist, I made " a 
clean start" by walking over from The Tape Recorder stand, 
which we shared with Hi-Fi New, to look at the WAL Bulk 
Eraser. This will completely erase a 7-inch spool of tape in 
a matter of seconds, and costs £7 18s. 6d. Other Wellington 
Acoustic Laboratories items were the Mono and Stereo Wal 
Gain transistor pre-amplifiers and an entirely new pocket audio 
oscillator. The latter is called the Wallrak, produces a 1,000 c/s 
sine wave at 1, 0.1, and 0.01 volt tappings, and costs £6 10s. 
The next door stand featured the Cosmocord Ltd. range of 
pickups and inexpensive microphones, including the ubiquitous 
Mic. 39. 

The Verllone representative gave us a complete description 
and demonstration of the new Venus de-luxe recorder. Although 

v'Vk: 
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the retail price is fairly high, £69 6s., the fact that this machine 
incorporates practically every popular facility is bound to make 
a wide appeal. At the Truvox stand, and later in their demon- 
stration room upstairs, I asked for the R6 and R1 recorders, and 
Mark 6 deck to be sorted out, as I was a little vague as to 
which was which. They soon straightened me out and produced 
excellent playback quality on the R6 which uses the new Mark 
6 deck. Where it is desired to build the recorder into a cabinet, 

DEMONSTRATION room 311 

SmiHAN 
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Wilmex Ltd. were showing Irish tape and a new splicer. 

19 ^ -ri 
The well-known battery recorder on the Telec Tronic Ltd. stand. 

etc., the deck may be purchased separately, and the Type M 
amplifier is supplied to match. The R7 recorder is a fairly new 
machine, and tracks in both directions. 

We next gazed enviously at the mixer units and recorders 
on the Vortexion stand, and I was intrigued by a new device 
known as an erase fade unit. This consists of one of the familiar 
Vortexion faders mounted in a screened box, with a wander 
lead which you simply plug into the erase sockets to give efficient 
fading of pre-recorded signals, e.g., in sound-track and super- 
imposition applications. At £93 13s. the recorder now has 
provision for stereo plug-in replay heads. 

Magnetophon recorders 
At the Welmec Corporation's display and demonstration of 

Telefunken Magnetophon recorders we followed everyone's 
example and ran our fingers over the keys of the M24 profes- 
sional machine. The 4-track Magnetophon 76 is extremely small 
in size (and price, at 64 guineas) considering the facilities included, 
and a new stereo recorder is known as the Magnetophon 77. 

We had an enjoyable time at the Trix Electrical stand, 
remembering that they had appeared at last year's Audio Fair 
with a new machine—the Trixette Companion—which incorpor- 
ated the BSR Monardeck (so soon after its d6but that we cast 
several friendly aspersions as to whether the box contained any 
" works" or not!) The Trixette range now comprises three 
recorders, the Companion, the Everest and the Comet, using the 
BSR, Collaro Studio and Garrard decks respectively, and the 
representative took our leg-pulling in good part and turned the 
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tables on us (literally) by opening up each machine to show us 
the neatly laid out chassis. 

There was news of a terrific price reduction at the Technical 
Suppliers, Ltd., stand. Their 4-track stereo Electron recorder is 
now to cost 62 guineas instead of 77 guineas. The reason for 
this change, we were informed, is that a large North American 
order, for which T.S.L. are also the distributors, has meant 
increased production and a selling price reduction of some 19%. 
A new microphone was also on show. It is the MX3, a small 
crystal microphone, and costs 45s. with a wire table stand 
included. 

Grundig add stereo 
The largest and most recent addition to the Grundig series of 

recorders—the stereo TK60—was reviewed in our May issue. It 
has its own amplifier and twin detachable loudspeakers, and 
heads a list of complete recorders as follows:— TK60 (128 gns), 
TK55 (92 gns), TK35 (82 gns). TK30 (72 gns). TK25 (62 gns), 
TK20 (52 gns). 

The Steelman Transilape battery recorder is now supplied by 
Telec Tronic Ltd., in 4 colours, black, tan, white, or red. We gave 
full marks to the clever layout of their upstairs demonstration 
room. Each of the four walls carried a different thematic use 
of the recorder. On one side, for example, we had " In the 
Office ", with a typist's desk, foot-operated switch, and earphones. 
The other three themes, equally aptly illustrated were " In the 
Car ", " In the Lecture Hall", and " Out and About 

Reffeclograph deck 
There were enough samples of the new Refiectograph deck on 

display to allow a whole octopus of outstretched hands (ours 
included) to get the professional feel of the controls. The speed 
control on the Fast Wind and Rewind function has a centre zero 

Julie Andrews performed the opening ceremony and received 
a charming bouquet from Prudence Hassan, daughter of the 

Fair's organiser, while Mr. Berry of Trix Electrical looks on. 

position, and we were able to send the spools purring happily 
in one direction then the other as we edited whole imaginary 
tape programmes in the space of seconds. Following on the 
heels of the Type A 2-track recorder was the first viewing of 
the Type B. This will give replay of 2-track or 4-track stereo 
tapes, and of course flexible mono record/replay. The manu- 
facturers are Multimuslc Ltd. 

The demonstrators of the German Butoba battery machine at 
the Deobam and Moriey Ltd. stand swung this remarkable re- 
corder through all angles to show its ability to maintain the 
correct running speed in any position. We are very much looking 
forward to the Field Trial of the 3i,li i/s, 5-inch spools, push- 
button controlled Butoba, and will publish this next month if 
time allows. 

Up to the demonstration rooms 
At this point, although we had only half completed our circuit 

of the Ground Floor, we climbed to the three Demonstration 
Floors, knowing that most firms were represented there too. 
Our first call was at the Recording Devices Ltd., room. Along- 
side the familiar Sluzzi Magnette and Tri-corder (3 speeds in- 
cluding 15/16ths i/s) was the attractive Sluzzi "Mannequin". 
This employs the BSR Monardeck in an extremely shallow case, 
and produced fantastic volume, for its size. Incidentally, in last 
month's issue, we omitted to mention that the price of the 
Magnette is £72 9s., and the new address of Recording Devices 
Ltd., is 44 Southern Row, London, W.ll. To prove that even 
tape recorder manufacturers occasionally smoke the pipe of 
peace, we found Mr Simon of Simon Equipment Ltd., chatting 
in the Recording Devices room, and joined in congratulating him 
on the unique success of the Minstrelle table-top recorder (see 
Review in this issue). There is now a portable version. 

We next found ourselves admiring three sets of microphones in 
succession. The ribbon and moving coil types of Standard Tele- 
phones and Cables suit every kind of professional application 
in and out of doors, for Public Address work, commentating or Lustra phone Ltd. showed microphones to suit all tastes. 
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MORE DETAILS OF THE FAIR 

.. : ■ S 
" I know we had one 
here somewhere, sir." 

interviewing. A.K.G. (Vienna) through their agents Polilechna 
(London) Ltd., have surely the widest range imaginable from the 
studio condenser types C12 and C28 down to the more lowly D9 
at about £4, and an attractive new moving coil cardioid, the Dll 
at just over £5. We were not lucky enough to find anyone on 
duty at the Reslosound room, but their neat bi-directional and 
cardioid ribbons and easy-to-use stands were much admired. 

The Ferrograph 808 
The British Ferrograph Recorder Co. were giving continuous 

stereo demonstrations on the Model 808 equipment. This machine 
omits the usual output stages and speakers, and allows pur- 
chasers a useful area of choice in employing existing good 
quality gear. Ferrograph's adjoining technical query room was 
under permanent siege, and stereo conversion was naturally a 
leading topic. 

New Ampex recorders and tapes 
Ampex, and their U.K. distributors Rank Cintel Ltd., showed 

an appealing array of high-performance recorders of which the 
present writer most covets the 601. This is a leather-cased i/s 
two-track portable. The famous 3-track stereo professional 
equipment could also be heard, and some of the i/s 4-track 
stereo tape records from the U.S.T. catalogue which we were 
assured are due for vigorous marketing over here. Indeed we 
were subjected to a taste of this vigorous marketing, and, far 
from buying up every tape record in sight, the present writer 
was prompted to the following note of heresy:— " How do 
you hope to sell tapes which will produce a meaningless jumble 
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The Brenell range extends from the Three Star portable to 
complete Stereo versions of the Mark 5. 

on existing 2-track machines, when the owners of the said 
machines have not exactly been queueing up to buy 2-channel 
tapes? ". It's the old story of selling conversion kits so that you 
can sell the tapes, or vice versa. 

Lustraphone Ltd., have microphones and accessories to suit 
all tastes, stereo or mono. Their newest low-price model is the 
LD.66 moving coil at £4 2s. 6d. Scotch Brand introduced the new 
No. 200 Double Play tape last year and their current surprise 
item is a special mailbag 3-in. spool of this. It is called the 
"One-Five Special", costs 5s. 3d., and gives 15 minutes 2-track 
recording at 3J i/s. The manufacturers are Minnesota Mining 
and Manufacturing Co. 

More new machines 
At the next three rooms to be visited we found new machines 

operating alongside established models. These were the Spectone 
171, using the Garrard deck (£40 19s.); the Elizabethan Major, 
using the Collaro Studio Deck (£68 5s.): and the Walter 404, 
using their own joy-stick type mechanism (£44 2s.). In the last- 

V/ 
■n 
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Scotch brand tape displayed the record sleeves of many companies. ' Excuse me, did it wiggle up and down or left and right?" 
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The Grundig demonstrations were particularly well attended, and 
the interest in buying or converting to stereo was very evident. 

named room we were intrigued by a brand new battery/mains 
recorder—not yet christened—which is sure to prove popular. 
We found it light and easy to handle, and admired the safety 
window preventing you from using batteries and mains together! 
One of the first production models has been promised for 
review. 

The Fi-Cord 1A miniature battery recorder needs no description 
to readers and the main point to note is that the Grampian 
DP41VI microphone—previously an optional extra—has proved 
so popular that it is now listed at the competitive all-in price of 
£69 6s. Visitors to the Brencll room saw how the Brenell Mark 
5 Deck, interchangeable heads, and Mark 5 amplifier can be 
used to build up a versatile mono or stereo recorder in stages. 

Three- impressive displays of recording tape and accessories 
were those of Irish Tape (Wilmex Ltd); B.A.S.F. (F. A. Hughes 
6 Co. Ltd.,) who showed their prize-winning colour film " The 
Magic Tape and M.S.S. Recording Co. Ltd's popular grades 
of Masterlape. 

As we mentioned earlier, a novel Chilnls exhibit was a newly- 
arrived German deck. The drive is applied via a pressure roller 
to the under surface of a large flywheel. The point of contact 
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' Other designs had 
to be labelled." 
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may be moved along a radius of the wheel to give continuously 
variable speeds between the pre-set limits of 7i and 3J i/s. 

Handling the tape magazines on the Garrard easy-loading deck 
is certainly child's play, but it has been said that locating parts 
of a recording takes a longish time, etc. With our ears more 
than usually close to the ground (we had by this time negotiated 
these three flights of stairs 3° limes!) we heard a rumour of a 
handy clock-type indicator which will fit on the magazine and 
render this operation as easy as timing an egg, or easier. Well 
done, Garrard. 

The Challen Instrument Co., have produced a new version of 
their battery portable recorder, to be known as the Minivox Type 
C. This has a greater power output, loudspeaker, and (dare we 
say it) a 5-guineas higher price. As dusk and the combined 
spirits of Alan Watling and myself were by now falling fast, the 
Cha. Inst. Co. rep. made us his friend for life by giving us 
comfortable chairs, little Pisa towers of packing cases for foot- 
rests and played us some Mozart from a Minivox Type C that 
sounded as if it came from Heaven. 

J.N.B. 

ft 

>-    
1 Yes. Tape Hiss has that smooth, silky quality . 

The new battery!means recorder, being demonstrated by- 
Mr. J. F. Parringlon ol Walter Instruments Ltd. 
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Part 4- -Effects and Music 

The Bell and Howell 640 is a fascinating machine for 16mm work. Equipped for 
optical and magnetic sound tracks, and supplied with plug-in magnetic heads, two 
supplementary sound tracks can be laid down on Zonal stripe, after the first has 

been recorded. 

THE past three articles of this series have described the making 
of " Cue Tape " and " Cue Sheetthe planning, writing, 

and recording of the commentary, and the editing and padding 
of the commentary tape so as to tailor it to the measure of the 
cine film. The next stage is the addition of sound effects as 
desired. From this point onward, the actual selection and in- 
clusion of sound effects is very much in the hands of the indi- 
vidual worker, for it must depend (a) upon the nature of the film 
and its suitability for effects, and (b) the existence of real " effects 
shots " or the possibility of creating synthetic ones. 

Effects are often unwanted 
It can happen that sound effects which were shot specially for 

a film may seem unnecessary and even out of place when one 
tries " to edit them in In such cases it is usually advisable to 
leave them out; and the experimenter can congratulate himself 
on having produced such a good commentary! Some shots really 
seem to ask for sound effects, however, and such effects are then 
usually as important as commentary, and they should be given 
the same treatment. For example, assume that the film is made 
around an apiary. Commentary will hold all the general shots 
together; .but if a hive of bees is opened, perhaps to show a 
close-up of bees on the combs, then a good sound sequence of 
buzzing is worth more than all the words that could be written. 
A parallel example would be a close-up of running machinery— 
anything similar in fact, provided that the sound pattern is of 
a broad nature, and not one which suggests an attempt at rhyth- 
mic synchrony. 

" Editing-In " the Sections 
Referring back to last month's article, and the description of 

" editing-in" blank lengths of tape to space out the sections of 
commentary, the relevant film sequences should first be timed 
from the cue tape and noted on the cue sheets. The sound effects 
will presumably have been recorded on separate spools of tape, 
so the next job is to select the best and most suitable sections, 
and to cut them out with scissors. And here, to save any trouble 
and confusion, make a mark on extracted tape lengths, so 
as to indicate which is the beginning and the end in each case. 

Next, consult the cue tape and note the exact points of time 
at which the effects should begin and end. For example, assume 
that the picture sequence in question begins three seconds after 
the closing word of a commentary section, and that it lasts for 
4 seconds. Therefore, at a 7i i/s tape speed, the " effects tape " 

length will have to be cut to 7Jx4 = 30 inches, and a similar 
length must be cut from the blank " padding" tape to accom- 
modate it. 

In the example chosen, the first cut in the blank padding tape 
will have to be made at 3x7) =22} inches from the preceeding 
commentary section. Splice in the 30-inch effects tape and play 
the tape, using the slop watch to check that the effects cue in 
and out in accordance with the cue sheet. 

The foregoing technique applies also to sound effects which 
are of equal value and comparative volume to the commentary. 
In some cases, of course, the overall plan of sound and pictures 
might indicate a background treatment of effects, in which case 
they would take their place on a level with the music (if any), 
and be blended in and out by superimposition or mixing. 

The Music 
The results of the foregoing, and the editing described in the 

previous article, will be a sound track of alternating sequences 
of silence, commentary and effects; and its overall length, in time, 
will correspond to the running time of the film. So far so good; 
and the next stage is the addition of the music. This should 
always be left till last if there is any " lifting or dubbing " to be 
done, because whereas it is often possible to transfer speech and 
effects more than once without serious audible deterioration of 
quality, music does not lend itself to such treatment, except by 
machines of really high professional standards. 

There are several alternative methods of arriving at the desired 
objective of music, effects and commentary blended as one on 
the finished sound track. Direct superimposition may be the 
first thought; and so it is advisable to point out its greatest 
hazard—that of misjudgments; these can wreck all the good 
work already done in the preparation of the track so far. If 
superimposition is to be attempted, it is advisable to make a 
copy of the commentary effects tape, and to practice on that. 

Warning—copyright! 
If two recorders are available, plus a disc player, it is some- 

times possible to add music to the commentary without even the 
use of a mixer, by mixing the inputs through interconnection of 
the leads, and by use of the volume control on the disc player. 
It is assumed, however, that readers who are equipped with tape 
recorders, cine cameras and projectors, will also have provided 
themselves with some form of mixer! And please note here that 
if music is to be lifted from disc, for use on film, the question 
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WHY NOT BIND THEM? 

•* 

Semi-permanent binders for The Tape Recorder keep your 
copies clean and ready for easy reference. Each case Is gold 
blocked on spine with the name and volume number, will take 
twelve copies plus index, and will open flat at any page. 

Price 15 Shillings 

Available post free from: 

THE TAPE RECORDER, 
99, Mortimer Street, London, W.I. 

DO YOU SPLICE TAPE? 

:•< 

II " "Oft 'Ji . 

S5S 

HOW TO SPLICE TAPE 
•fa If you use tape, sooner or later you will need to 
know how to splice tape—how to repair simple or 
complicated breaks—how to edit your material— 
how to cut out words or syllables, etc. All this is 
described in this well-illustrated booklet, in which 
stage-by-stage photos and text provide the complete 
answer to professional tape splicing. 

Price 2/6 .. . Postage paid 

THE TAPE RECORDER 
99 Mortimer Street, London, W.I 

YOUR CINE SOUND TRACK—(continued) 
of Copyright arises. It is essential to request permission from 
the Mechanical Copyright Protection Society (MCPS), and the 
cost will not be unreasonable. 

When it comes to the actual blending of music and com- 
mentary, it should be remembered that the commentary must 
not be altered in level, or faded in and out. It is the music 
which must be brought up and down in level in order to achieve 
the marriage. Avoid sudden volume cuts at all costs. It is good 
practice to establish a maximum music level, and to rehearse 
with the fader knob until this level can be regained almost auto- 
matically. The average minimum level should also be decided 
upon and rehearsed before serious recording work begins. 

In practice it will generally be found that the background 
music level is considerably lower than might at first be thought 
necessary. This is because the fades, from music to commen- 
tary and back, should be as unnoliceable as possible; and they 
must therefore be as slight as possible. It is not good to have 
a considerable drop in music level before each section of com- 
mentary, because this results in an irritating warning to listener 
that " commentary is coming ". Only when particular emphasis 
is required should such a sudden change of level be made. 

Watch it and cue it 
By using the cue sheet and stop watch it is possible to anti- 

cipate the points at which commentary is about to cut in and 
out; and this may be made even easier by maiking the tape 
with Chinagraph pencil, or even by cue-ing it by means of 
coloured Arrowtabs—possibly three of these tabs (different 
colours) at pre-arranged intervals. 

It is a good technique to lime the fading of music as the final 
words of the commentary are spoken. This helps the illusion of 
continuity because the mind is instantly alert to the spoken words, 
and is thus less receptive to the changing music level. Similarly, 
the fading up of music at the end of a commentary section 
should begin slightly before the last words are spoken. Carefully 
done, this is most effective and pleasing. 

Zonal stripes and three tracks 
For those who are so fortunate as to possess Bell and Howell 

projectors with magnetic track facilities, the final operation of 
marrying commentary and music is, of course, as fascinating as 
it is simple. For those who may be contemplating such a pur- 
chase, a few explanatory remarks may be welcome. The film 
will of course have been sent to Zonal for striping, and a full 
magnetic stripe will run throughout its length along the un- 
sprocketted edge. 

The Bell and Howell projector is supplied with two plug-in 
magnetic head assemblies—one for full-stripe: the other for 
edge-stripe. Immediately preceeding the record/reply positions 
of the beads are the erase heads—full-stripe or edge-stripe, as 
the case may be. It is therefore possible to make a full track 
recording, using the full width plug-in lead; and then to make 
a second recording, using the edge-stripe head. In which case 
the edge-stripe erase component of the head wipes off a thin 
section of the first recording, (about i of it), and this erased 
strip receives the new recording. 

Changing the language 
A third head, obtainable as an extra, is also an " edge-stripe 

assembly", but with its erase and record/replay components 
positioned to operate on the inner edge of the full stripe. Thus, 
as can be appreciated, two subsidiary sound tracks can be re- 
corded after the initial full track has been put down—one on 
either side of the remaining central -J—giving three separate 
tracks. The first to go down can be the commentary: the second 
can take any effects or extra sounds: the third can take the 
music. 

The beauty of this really flexible system is that either of the 
edge tracks can be replayed separately, via the appropriate head— 
or erased and re-recorded; or the three can be played together, 
using the full stripe head. Or again, by using on of the edge 
tracks for commentary, this can be changed as desired, or even 
recorded in another language, without disturbing the other two 
tracks. 

SEE THE CINE SOUND SECTION OF HI-FI YEAR BOOK 
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... . tape recorder workbench 

Practical suggestions for the tape hand/man by A. Bartlett Still 

No. 13. FADE ERASE 

A BOUT nine months ago—in the fourth of the present series, 
to be exact—I wrote on the subject of Superimposition. 

After discussing the facilities that were offered to the tape 
recorder user, I tried to give some assistance to any who 
might wish to modify their own machines. 

It does seem that a number of enthusiasts have found this 
device useful in editing and programming tapes when only one 
machine is available, and I have been glad to learn that in 
several instances my remarks have been of assistance. 

This month I shall try to describe a logical development of 
the idea of superimposition—Fade Erase. By replacing the 

TO ERASING ♦ SUPPLY 

DUMMY 
LOAD 

SR 
R 

   

FIG 1 

ERASE HEAD (R) 
SEE TEXT 

10 ERASING SUPPLY. 

DUMMY LOAD 
FIG 2 

ISR 

; R s| ERASE HEAD (R) 

switch with a variable control, the programme material that 
has already been recorded can be faded in and out as re- 
quired. This means that, with a little practice, the operator 
can perform some of the functions of the recording gain con- 
trol after the recording has been made. 

In my previous article I made the point that, in order to 
maintain constant loading on the bias oscillator—important for 
correct feed to the record head—the erase cut-out switch had 
to replace the erase head by a suitable dummy load resistor. 
For a suitable Fade Erase system, it is equally necessary to 
keep the loading within limits as far as possible, and so we 
have to provide a gradual transfer of the oscillator output 
from the Erase Head to the Dummy Load. This is, unfortu- 
nately, one of those things easier said than done, and almost 
any circuit will suffer from theoretical disadvantages. Happily 
the average machine is usually prepared to ignore one or other 
of these, and I think it will be found that one of the three 
circuits can be used as a basic design for almost any model. 

Erase head impedances 
It will be seen that in every case the resistance of the 

potentiometer is related to the resistance (R) of the Dummy 
Load, which should itself be equal to the impedance of the 
Erase Head at the oscillator frequency. For the assistance of 
newer readers 1 will repeat the list of approximate values I 
gave before; 

Collaro 270 ohms, Brenell 270 ohms, Truvox 4:7 K ohms, 
Lane 4-7 K ohms, Grundig I K ohm. Further guidance can 
doubtless be obtained from the appropriate manufacturers. 

Fig. I shows the circuit of one of the simplest forms of 
fade erase. Neglecting the inclusion of a switch for the 
moment, it will be readily seen that, with the slider at 
either end of the potentiometer, the bulk of the erasing 
power is fed either to the head or to the dummy load. When 
the slider is at the dummy load end, however, the power 
in the erase head has been reduced, but not removed entirely. 
If, on your machine, it still has an erasing effect, a switch 
should be used. This can most conveniently be the type of 

potentiometer switch often used as a mains switch on volume 
and tone controls. 

Fig. 2 is a variation of the first circuit using a double-gang 
control. It will be seen that increased resistance is put in 

DUMMY 
LOAD r 

FIG. 3. 

TO ERASING SUPPLY 

IOR IOR 
ERASE HEAD (R) 

series with the Erase Head to reduce further the power supplied 
to it. A double-gang potentiometer is used again in fig. 3. 
This time it is wired to ensure that no power can reach the 
erase head in the " off" condition because it is shorted out 

To what extent power must be removed from the head will 
depend on the erasing efficiency of a particular machine. This 
can be determined, from the point of view of this application, 
by using an ordinary resistorfs) instead of a potentiometer for 
a quick check, putting the slider connection first to one end 
and then the other to try both extremes. With all three cir- 
cuits the loading on the oscillator is slightly below the normal 
impedance at each end, and a little above in the middle, it 
is not expected that trouble, due to changes in record head 
biasing, will be experienced unless the potentiometer values 
are changed radically from those given. 

There now remains the small amount of erasure due to the 
record head bias. While there are several ways of dealing 
with this electrically, they all run the risk of increasing the 
hum level when the head is switched to playback. I there- 
fore suggest that if the fade erase system is being used to 
" fade in" a programme, in order to clean up a recording, 
the tape be kept just clear of the record head by means of 
a shield made of postcard material. It will be found that 
quite a small separation is sufficient for the purpose. 

  

ii.*- 

4?/ 

BfCY A HAwar c"- 
SufERSONu: BIAS TEST 
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Enjoy Your 

CONTINENTAL HOLIDAY 

AND LEARN A LANGUAGE IN 30 

DAYS WITH A TAPE RECORDER 

complete elementary courses, 15 lessons 
3 gns. Full comprehensive courses 6 gns. 
Including handbook published by G. G. 
Harrap & Co. Ltd. You can HIRE a new 
tape recorder for £6 per month including 

language tape. 

write for particulars to :— 

TUTOR-TAPE Co. 

32, ORKNEY ST., LONDON, S.W.I I 
Telephone: MACauley 3999 

.V 
LD/66 

British-made 

high quality 

dynamic 

microphone 

This LUSTRAPHONE Dynamic (Mov- 
Ing-coil) MICROPHONE has been 
produced specially Co meec the 
demand for a model embodying 
firu-class design, robust construction 
and professional standards of repro- 
duction. MODEL LO/66 is available 
as a Hand/Table model or with special 
swivel for stand mounting. In high or 
low Impedance for direct connection 
to all types of recorders. With 6' 
cable. In cream colour polystyrene 
housing. 
LEAFLET ON REQUEST 

c 

$ 

• RESPONSE-Substantially 
flat, 70-12,000 c/i 

• impedance-Low. Line, 
High, Condenser 

• Siie-3fc* X 2J- X I- 
ACCORDtNC TO IMPEDANCE AND MOUNTINC FROM 

£4-2-6 

BRITISH IN DESIGN AND MANUFACTURE 

LUSTRAPHONE LTD. 
ST GEORGE'S WORKS, 
REGENTS PARK ROAD, 
LONDON. N.W.I 

©if 
★ 

★ 

0 The Centre for Prompt Personal 

NO EXTRA FOR CREDIT 
Minimum deposit* and no interest or charges on HP up to 18 months 

FREE SERVICE WHILST UNDER GUARANTEE 
HIRE SERVICE 

Tope Recorders available on hire from 45/- per week 
MICROPHONES AND MIXERS £ s. d. 
Lustraphone LD/66 New Dynamic   4 2 6 
Luatraphone " Lustrette " M/C  3 7 6 
Lustraphone VR/64 Ribbon ...   7 17 6 
Lustraphone LFV/59 Dynamic   8 18 6 
Simon " Cadenza" Dynamic  10 10 0 
Simon " Cadenza" Crystal   3 13 6 
Reslo Ribbon  8 15 0 
TSL MX3 Crystal   2 5 0 
TSL 3-Channel Mixer   2 2 0 
Grundig Mixer  16 16 0 
A/so by Ronette, Acos, etc. We will gladly advise on the type best suited to your 

reauirements. 
HI-FI & ASSOCIATED EQUIPMENT 
(AT 181 STREATHAM HIGH ROAD) 
Rogers Junior FM 

Tuner ... ... 
Armstrong ST.3 
Decca ffss P.U. 
Duki AM/FM Jason FM ... 
Jason JTV/2  
Jason "Monitor" Garrard 4HF 
Quad Amplifier 
Quad II Control Unit 

TAPE TO DISC AND TAPE COPY SERVICE 

COMPLETE T.R. SPECIALISTS 

LARGEST SELECTION OF 

LATEST MODELS 

* SEPARATE HI-FI DEPT. 

Attention and respect for your Pocket 

£ s. d. £ s. d. 
Collar© 4T200 18 13 0 

24 13 5 Lenco GL/58 less 
26 gns. cartridge   19 17 6 

20 91 5 Garrard 301   22 7 3 
23 15 8 Garrard 301/strob ... 23 18 4 
22 15 8 Jason J2.I0/MKIII ... 37 10 0 
25 7 3 Leak Stereo 20 30 9 0 
19 16 3 Tannoy Cartridges 
18 9 9 Loudspeakers by— 
22 10 0 Goodmans, Expert. C.Q., W.B.. 
25 0 0 Pye, Wharfedale, etc. 

•Brenell Mk. V 64 gns. 
Brenell 3 star  58 gns. 
•Brencll 3 star Stereo... 89 gns. 
Cossor 4 Track 37 gns. 
Cossor 4 Track Stereo PB 59 gns. 
Cossor 4 Track Stereo 92 gns. 
Crown  39 gns. Elizabethan Avon ... 27 gns. 
Elizabethan " Princess " 39 gns. 
Elizabethan Major ... 65 gns. 
Elpico TR.400   26 gns. 
•Ferrograph 4AN ... 81 gns. •Ferrograph 4AN/H ... 86 gns. 
•Ferrograph 4AN/S ... 88 gns. 
•Ferrograph 808 ...105 gns. 
Fidelity Argyll 29 gns. •Grundig TK60 Stereo 128 gns. 
Grundig TK20   52 gns. 
•Grundig TK25   62 gns. 
•Grundig TK30   72 gns. 
•Grundig TK35   83 gns. •Hartlng 4 Track Stereo 86 gns. 
H.M.V  £50 0 0 •Korting 4 Track Stereo 68 gns. 
Magnafon ... ... 49 gns. 
Philips 4 Track 37 gns. 
Philips 4 Track 59 gns. 
ALSO Pre-Recorded Tapes by Saga and 
and type by leading makers ready for 

Philips 4 Track Stereo... 92 gns. 
•Reflectograph A-j Tr. 95gns. 
•Reflectograph B-j Tr. 95 gns. 
•Saba  79 gns. 
•Simon SP4  95 gns. 
Simon Minstrelle ... 39 gns. 
Spectone 161  49 gns. 
Spectone 171  39 gns. 
•Telefunken 76 4 Track 64 gns. 
•Telefunken KL85 ... 75 gns. 
•Telefunken 85K ... 79 gns. 
•Telefunken 75/15 ... 54 gns. 
Uhcr Universal ... 79 gns. 
•Uher 4 Track Stereo... 102 gns. •Vortexlon WVA £93 13 0 
•Vortexlon WVB £110 3 0 
Walter 505   57 gns. 
Wyndsor Victor ... 45 gns. 

TRANSISTOR MODELS 
Butoba ... ... ... 76 gns. 
Grundig " Cub " ... 26 gns. 
Clarion 25 gns. 
Minivox 37 gns. 
Fi-Cord 59 gns. 
Stuzzi " Magnette " ... 69 gns. 
Stuzzi de luxe 75 gns. 
Steel man 55 gns. 

" Music on Tape."«ce. Tapes of every size, 
prompt despatch •M/crophone extro. 

169-171 STREATHAM HIGH ROAD, LONDON, S.W.I6 
Hi-Fi Dept. 181 STREATHAM HIGH ROAD, S.W.I6 

STReatham 0466/0192 Between St. Leonard's Church 
and Stseathom Stmion 
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FIRST REVIEWS OF TAPE RECORDS 

* Indicates a stereo recording 

*Bach. Brandenburg Concertos. The Hamburg Chamber 
Orchestra, conducted by Harry Newstone. Saga STF 4012-3. 
7i i/s. £8 8s. 

Full marks to Saga for having made this performance available 
on tape; I confess to having awaited its arrival with impatience. 
Nor indeed was I in the least disappointed, and I can recommend 
^ with but a few minor reservations. Essentially, it is a cheerful 
reading; the Hamburg orchestra rise to the occasion with evident 
gusto, and the soloists not only give good account of themselves 
technically but manage to blend themselves into the fabric, each 
yielding to the other when the moment of maximum musical 
interest has passed them by. There are several anxious moments, 
to be sure, and credit must be given here to the firm continuo 
line, which, if somewhat over-recorded in the stereo version, 
prevents the complex contrapuntal superstructure from coming 
to grief. 

Certain sections are outstanding, particularly on the second 
tape. The fugal finale in No. 4 is the most delicately balanced 
I have yet heard, while No. 5, which is marginally the most 
successful here, is distinguished by some dashing harpsichord 
playing in the cadenza to the 1st movement (even if Herr Grebe 
loses an ounce or two of momentum in his anxiety to provide 
maximum variety), and some truly marvellous chamber music 
playing in the slow movement. On the debit side, the last move- 
ment Allegro of No. 3 is little more than a scamper for home, 
and the Minuet in No. 1 is even more dreary than usual. 

The recording is much more full-blooded than the disc version, 
if inclined to over emphasise the lower parts. Stereophony saves 
the day in No. 6, by alleviating the thickness of the texture, but 
produces some curious effects in its wake, such as the cellist in 
the slow movement of No. 5. who seems to have deserted his 
colleague on the harpsichord in favour of the flute. One final 
point: Saga have a passion for putting items in the wrong order, 
which can be fascinating on occasions, but is usually slightly 
tedious. This set starts off with No. 2, followed by 3, I, 4, 5, 6. 

★Offenbach. Gaiele Parisienne, abridged. The Philharmonia 
Orchestra, conducted by Herbert von Karajan. Columbia BTB 
307. 7J i/s. 47s. 6d. 

This selection, which first appeared on disc late in 1958, is 
a welcome addition to the tape catologues, or indeed to any 
catalogue. Many, the present writer included, find the full score 
of this remarkable ballet just a shade too much of a good thing 
in its entirety, and this would seem a case for judicious cutting, 
as exercised here. The effervescence, curious subtlety and delicate 
poise of the score are all enhanced by a recording, which if 
lacking in bite, otherwise does full justice to the performers. 
The clarity imparted by stereo is quite remarkable, though with 
the treble boost necessary certain instruments, notably the 
piccolo, are apt to obtrude to an uncomfortable degree. 

★Tchaikovsky. Piano Concerto No. 1 in B flat minor, Op. 23. 
Sergio Fiorentino with the Hamburg Pro Musica Orchestra, 
conducted by George Hurst. Saga STE 3006. i/s. 70s. 

This new arrival faces fairly steep competition from Geza 
Anda, albeit in mono, on CAT 259 (84s.) and the potential 
purchaser will thus be presented with a healthy dilemma. The 
Columbia version, which was recorded some six years ago now, 
is in many ways a brilliant performance, intensely musical and 
almost spell-binding, even if Anda never quite reached the 
pinnacles of sheer pianism that later exponents have sat atop. 
Fiorentino, by contrast, attempts nothing rash, puts nothing in 
that is not there already, and is inclined to detach himself 
emotionally while the surrounding orchestra are busy blowing and 

scraping with great fervour. The result is that while the perform- 
ance is fluent and musically fairly satisfactory, the molto maestoso 
is lost, the essential nobility gone with the wind, and we are 
left with what can only be described as an adequate, if 
unexceptional recording. In fairness I must add that the final 
allegro has a fair ration of fuoco about it, and that although 
the brass remain quite monstrously timid, the performance ends 
with a flourish. Thus I would still recommend Anda to those 
who seek a fine performance, but Fiorentino to those with stereo 
decks and who are less fussy and content with mildly diluted 
Tchaikovsky. A.R.B.B. 

A Nicht wi' Bums. A selection of songs, verse and fiddle solos 
by Robert Burns. Music on Tape SV 167. 7J i/s. 

Scotsmen have a reputation, deserved or otherwise, for being 
careful when it comes to laying out cash. The number of excerpts 
included on this tape—27 in all—would appear at first sight, 
however, to be pretty good value, and justify the " bawbees". 
The selection too has been sensible enough. A fiddle solo of John 
Anderson my Jo, John, follows the narrator's hearty rendering of 
My Love she's but a Lassie yet, and is followed in its turn by a 
baritone singing O' a' the Airls; and there's Tae the Unco' Guid, 
Afton Water, The DeJil's awd wi' the Exciseman, Ye Banks and 
Braes, and many more favourites. 

Unfortunately, it is the musical performances that might make 
our bawbees remain with the moths in our sporrans. The bari- 
tone's voice I can only describe as plummy and suggestive, and 
although the female singer produces sounds which listeners to 
the BBC Scottish Home Service can tune in any night—in their 
Highland fastnesses, safe as yet from the detergent advertise- 
ments—she might have made a braver attempt at some of the 
highest and lowest notes. The recording is blameless enough, with 
the impression of being in an inn atmosphere only sketchily con- 
veyed. The violinist is repeatedly referred to as " our fiddler in 
the corner", but the closeness of the solos suggested rather that 
his elbow was right in the foreground. 

A redeeming feature of this tape is undoubtedly the verse 
reading, and the female reader's Tarn Glen is excellent Returning 
to an I.p. disc, "An Evening with Robert Burns", Columbia 
33CX1317, one found a very similar choice of musical items, and 
a much higher, if more long-haired, standard of musical perfor- 
mance. The formal presentation of the disc will please musicolo- 
gists better, but pointed most clearly the tape's essential quality— 
an informal style such as you and I might rise to sifter the 
mellowing influence of a Burns Supper. J.N.B. 

•5 CP 
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BOGEN 

TAPE HEADS 

TRACK MONO 
AND STEREO 2 & 4 

Bogen Tape Heads are found in fine recording equipment all over the 
world. They are made by Bogen of West Germany who specialise 
exclusively In the manufacture of magnetic heads to extraordinarily high standards of design and performance. Many new and original 
techniques are used in their production, the results of which are 
instantly apparent In use. Particular attention is drawn to Bogen 
4-track heads for stereo and other multi-channel requirements. 
These arc suoplied In sets for record/replay and erase. Two-track 
stereo and mono heads are also available. 

# FREQUENCY RESPONSE: 30-16,000 
c/$ at 3J Ips; 30-10,000 c/s at l{ Ips. using high quality tapes and amplifiers. 

Q MAGNETS: Finished to micro-precision 
standards of accuracy. 

% GAP: 3.5 microns (0.0001375') ground 
and lapped (twice as good as normally 
accepted standards). 

# SCREENING: All heads mu-meta 
shielded. 

# CONSTRUCTION- To very small 
site, with screened leads. Mono heads 
faced with special plastic surround to 
ensure perfect contact. 

# USEFUL LIFE: 10,000 working hours 
(about 10 years under average conditions). 
Ser of A-Track Heads for ■£ one 
Record/Replay and Erase retail 

TRADE ENQUIRIES INVITED 
SPECIAL TERMS TO MANUFACTURERS 

Details on request from the sole distributors for U.K. and the Commonwealth 

GOPALCO, LTD., u'otiSSS.^ 
Phone : CO V 2052 

A 
OUT 

YOU 

mm 

1^1 
Prices from £6 10s. 

■ T 

With a Valradio DC/AC converter you 
can really start enjoying the full use from your 
tape recorder. Take it with you in the car to 
record outdoor events or dictation; or in the 
caravan when you go on holiday: or in the 
country cottage you visit. Now you can lake 
it anywhere, even though there's no mains 
lighting. 

Valradio converters step up the DC 
voltage from your car battery enabling you to 
make your tape recorder really mobile. 

We have an interesting leaflet we'd like to 
send you. Why not write for it today? 

VALRADIO LIMITED 
(Dept. TR/C) Browclls Lane • Feltham • Middx. 

Felt ham 4242 
London Office; 57 Forcess Road. N.W.5 GULiver 5145 

\ 

You only want one 

- but which \ 

There are so many makes of tape recorders that the choice 
seems unlimited, there is however one that meets your needs 
in both price and reproductive qualities. The Recorder Co. 
who sell all makes of tape recorders from £25 to £155 can 
demonstrate side by side any models so that you can be 
sure the machine you buy will be the one you seek. 

Philips 
lyre EL3542 4 (rack 
59 «ns. 

Simon SP/4 
Automatic 

95 ens. 

We are mail-order specialists—free catalogues and lull 
information on request. 
Free Insurance Policy covering your payments in the 
event of sickness, accident or unemployment, etc, 
Generous part-exchange allowance. 
Open all day Saturday. Fridays until 6-30 p.m. 

ic INTEREST FREE H.P. TERMS 

RECORDER 

(Dept. R) 188, West End Lane, 
WEST HAMPSTEAD, LONDON, N.W.6 
 'Phone; SWI 4977   

pteai* au&t tftwr 

i: R t t r^ 

in the 

TAPE CLUB 
GREAT BRITAIN'S ONLY PRE-RECORDED TAPE CLUB 
Great Britain's only Tape Club of 
pre-recorded sound and music is 
limited to a small number of private 
members. It will shortly open its 
doors to a wider membership. Our 
repertoire (shows, classics, opera. 

Up to 

LESS than 
to-day's lowest 
prices In U.K. 
Tape Club prices 
for pre-recorded 
tapes are realistic and 
fair, and therefore 
threat cash savers. 

jazz, sound effects, etc.) is one of the 
largest in the world. 
If you arc interested, and would like 
advance membership information, 
please fill in the coupon below which 
carries no obligation whatsoever. 

•Send AV) Money 
■ To: THE TAPE CLUB, 

55 Great Western Rd.. London, W.9. 
I I am interested in future membership of TAPE 

CLUB and would like to receive complete 
information as quickly as possible. 
NAME - - 
ADDRESS     

I My tape recorder speeds are /|. if. 7\, 15. 
| (Kindly circle those which apply.) My make and 
■ model of tape recorder is   - 
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EQUIPMENT REVIEWED 

SIMON 

M1NSTRELLE 

TABLE-TOP 

RECORDER 

-w 

Manufacturer's Specification: Garrard magazine loading deck. 
Tape speed: 3i i/s. Spool size: 4 in. or magazine-type. Magic 
eye level indicator. Built-in microphone. Facilities for mixing 
and straight through amplification. Size: 18i x Hi x 8 in. 
Weight: 27i lbs. Price £40 19s. 

Manufactured by Simon Equipment Ltd., 48, George Street, 
London, W.l. 

* • • 
THE " Minstrelle" is the first recorder to be reviewed which 

uses the new Garrard Magazine tape deck. Double play tape 
is used giving a playing time of a little over 30 minutes on each 
track at a fixed tape speed of 3J i/s. The magazine or cassette 
can be literally thrown on to the machine, and is as easy to 
change or turn over as a gramophone record. The deck will be 
the subject of a separate review so that further details will not 
be elaborated here. Suffice it to say that the wow and flutter on 
this particular sample was quite exceptional for this speed. 
Measured on a G. B. Kalee wow and flutter bridge the figures 
were; wow 0.08 per cent, flutter 0.13 per cent, and total wow 
and flutter 0,14 per cent. 

This was a good start, so the playback response was next tested 
using a calibration tape with a surface induction characteristic 
corresponding to a time constant of 200 micro-seconds. This is 
the C.C.I.R. recommendation which is not yet an official standard, 
but seems to be the recording characteristic generally used in 
this country and the Continent for the sub-standard speed of 3f 
i/s. The response is shown in Fig. 1, and is seen to be sensibly 
level from 100 c/s to 7,500 c/s, the top frequency of the test tape. 

Head was " spot on " 
It was noted that the azimuth adjustment of the head was 

" spot on " which assures wide range response from pre-recorded 
tapes, or tapes recorded on other properly set up machines. The 
tone control range is shown by the dotted curves of Fig. I. The 
most level response is obtained with the control turned back a 
quarter from the fully clockwise or maximum bass cut position. 
A little top cut allows American pre-recorded tapes, with 
N.A.R.T.B. characteristics, to be reproduced with a level response. 
Note that the tone control is only effective on " monitor" or 
" playback ", and does not affect the recording characteristic. 

The hum and noise was — 32dB on the test tape level, which was 
-l2dB below theoretical peak recording level where the tape 
distortion should be 2 per cent. Before accepting the resultant 
peak signal to noise ratio as 44dB a check was made that the 
machine would record a level + 12dB on the test tape level, 
without visible distortion on a C.R.T. It did, and I was pleased 
to see that when recording at this level the light bands of the 
magic eye just reached the edges of the green band as described 

in the instruction book. As a further check, the recording level 
was turned up a further 3dB so that the magic eye indicated 
overload, and on replay the recorded waveform was just visibly 
distorted indicating about 5 per cent distortion. 

/ may say in passing that many Continental machines with very 
wide frequency response specifications would not pass this lest, 
cs the wide response is ofen obtained by deliberate under-biasing 
which causes recorded distortion to show up only a few dB above 
test tape level with a resultant " muddy" quality which rather 
takes the gloss off the much vaunted frequency response. 

I feel rather strongly about this fetish of very wide frequency 
response claims at low tape speeds. Frequency response in itself 
is almost the least important quality factor at this speed, much more 
important are such things as " under signal" noise, intermodulation, 
and " drop outs all of which are aggrevaled by under-biasing. 
It is these faults which have given 3i i/s the label " substandard ", 
in quality rather than speed, which is its true connotation. 

TTie record replay response of Fig. 2 shows that it is still 
possible to record a wide response with adequate bias, if proper 
pre-emphasis equalisation is used. While doing these tests it was 
noticed that the high note pre-emphasis used for recording could 
be heard on the monitor speaker, it could however be reduced 
to normal balance by turning down the tone control a little from 
the level position. As noted earlier this does not affect the 
recorded response. A little bass rise is also used in recording, 
amounting to 3dB at 100 c/s, and 6dB at 40 c/s. It will be seen 
from the loudspeaker response, shown later that this modification 
in response is not likely to be audible on the internal loudspeaker, 
but it does improve the overall response, and is worth while if 
the excellent output of this machine is fed to a large wide-range 
speaker. 

3 watts output 
The overload point of the push-pull output stage occurred at 

3 volts R.M.S. across the 3 ohm loudspeaker; this corresponds 
to a power output of 3 watts. It was found that a peak recorded 
tape generated peak power output with the playback volume 
control three quarters on. the remaining quarter allowed a margin 
of about 4dB for tapes which were slightly under-recorded. This 
shows evidence of careful design, and means that properly 
recorded tapes can be played at full gain with only momentary 
clipping on loud peaks. 

lire machine was next loaded with a White Noise test tape and 
the overall response, including the loudspeaker and cabinet, 
measured on a calibrated microphone. This response is shown in 

dB O 
-s 

-to 
+ 5 

dB O 

+ 5 

-5 
-IO 

S^CCIR TAPE 
" ** •"X - ^ 

* 
'full bass cut 

N SFULL TOP CUT 
\ \ 

RECORD -REPLAY RADIO INPUT 

N 
ACOUSTIC RESPONSE 
Z' V-v_/ 

/ 
/ 

FIG.I 

FIG. 2. 

FIG. 3. 
40 100 500 1.000 5000 10,000 

FREQUENCY CPS. 
Fig. 3, and shows that the acoustic response over the middle and 
high frequency range is level within ±3dB limits from 200 c/s 
to 8,000 c/s. If you are not used to assessing speaker responses this 
may not look very impressive, but, in fact, for a cabinet this size 
the response is remarkably good. It is a sad fact that to reproduce 

245 

www.americanradiohistory.com

www.americanradiohistory.com


QUALITY TAPE RECORDER 

SPECIALISTS 

Officially Appointed Agents for:— 
* FERROGRAPH 
★ REFLECTOGRAPH 
* SIMON 
★ GRUNDIG 

ALSO IN STOCK 
TEUEFUNKEN 
STUZZI-MAGNETTE 
SPECTONE 
MAGNAFON 
REGENTONE 
SOUND 

* REPS 
★ BRENELL 
★ TANDBERG 
* VORTEXION REPS 

Tape Recorder (Hi-Fi) 
from 63 gns. 

FERGUSON 
BALMORAL 
SABA 
CLARION 
KURLAND 
PERTH-SAJA 

ELECTRON 
HARTING 
TRUVOX 
VER1TONE 
FI-CORD 
ARGYLL 

NO INTEREST TERMS! 
With Free Insurance on your Payments 

ISO MODELS ON DISPLAY - FREE MAINTENANCE 
2/- IN THE £ DEPOSIT 

BEST PART EXCHANGE 
on your Tape Recorder, Record Player 

DC W EARLSFIELD LTD,545Garratt Lane,S.W.I8. WIM0709 
" ■ ■ 10 mint, from Tooling Broadway 100 yds. from Earlsfield Station 

LEARN your foreign languages with our 
Syncrotapes, full elementary courses consisting 
of 25 lessons, each on a full recorded spool 
together with text-book 25/-. 

CHILDREN'S CLASSICS, one hour record- 
ings in English of (Hans Andersen, Grim, 
Russian Fairy Tales, Chinese classics etc.) — 
these dramatised classics certainly give a breath 
taking entertainment for children aged 5-10 
years. 

Please write to us for details, enclosing a stamped 
addressed envelope or enquiries at your nearest dealer. 

SYNCROTAPE 

FISHER ELECTRONICS CO., LTD. 
NATIONAL HOUSE, WARDOUR STREET, W.I 

what goes on J 

in tape? % R. B. TAPES KNOWI The best recorders 
of today are always in stock 

and our organisation is in the forefront 
of the latest developments 

in this exciting field. 
All our machines may be bought on very convenient terms 

under our own 12-months guarantee 
and our famous free after-sales service 

We specialise in conversions. Write or call for free booklet 
with details of over 100 models! 

y AGENTS FOR V 

WYNOSOR GRUNDIG 
ELEFUNKEN ELIZABETHAN 

ABBEY SIMON 
SPECTONE VERITONE 

SABA SOUND 

post NOW for Free Literature 

NAME 

ADDRESS 

THE SIGHT AND SOUND CENTRE 

179 STOKE NEWINGTON HIGH ST 
LONDON N 1 6 CLISSOLD 9477 

ALSO AT 89-91 GT. ANCOATS STREET, MANCHESTER 4 
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EQUIPMENT REVIEWS—(continued) 

the bottom few octaves within the same limits necessitates a large 
and bulky cabinet with an internal volume of some 8 to 10 cu. ft., 
together with a 12 in. or 15 in. speaker with adequate magnet and 
coil length. Subjectively the response sounds smooth and 
uncoloured, and has a forward unobstructed quality which is the 
result of good equalisation, a level speaker and amplifier response, 
and an almost complete lack of the usual cabinet resonance or 
" boom" which spoils the sound quality of so many portable 
recorders. 

Acoustic output 
Finally, the peak acoustic output of the output stage and 

loudspeaker was measured on the 1,000 c/s noise band at a distance 
of 1 ft. from the speaker fret, and found to be 28dB above 1 dyne 
per sq. cm., or 100 dB above threshold. As the measurement was 
done at 1,000 c/s it can be expressed as 100 Phons. I have given 
this figure for comparison with other equipment to be reviewed 
later, as I feel that in a self-contained recorder such as this it docs 
not matter much whether the acoustic power is produced by a 
small output stage, and an efficient speaker, or conversely by a 
powerful output stage and a less efficient speaker. The important 
thing is how much "din" it produces. The 1,000 c/s acoustic 
output must of course be considered in conjunction with the 
speaker response curve to get an idea of the programme level 
obtainable. 

I have described the tests on this recorder at some length so 
as to establish a pattern for future reviews. Briefly the sequence 
will be; wow and flutter, replay response and effect of tone controls, 
record/replay response, peak recording level referred to a standard 
test tape level and its relation to the volume indicator reading, 
peak signal to noise ratio, overall acoustic response, electrical 
power output, and acoustic power output 

General impressioas 
Now for a few subjective impressions and opinions on this unit. 

Some mechanical noise was noticed from the deck, on first 
switching on after a rest period. This seems to be due to a " flat " 
developing on the capstan drive idler wheel. It disappears after 
a few minutes running, and even at its worst has no audible effect 
on reproduction. The wow and flutter bridge also failed to show 
any increase, and the noise only really mattered when recording 
from the internal microphone. 

My only complaint is really a criticism of the deck rather than 
the recorder which incorporates it It concerns the lack of a fast 
rewind; the only fast spooling provided is in the forward direction, 
and I found it a bit frustrating, after doing a brief test recording, 
to have to reverse the magazine, spool forward, and then turn the 
cassette over again to see if I had rewound by the required amount. 
However if the magazine is used to record a half hour's programme 
which can be played as easily as a gramophone record by the 
rest of the family, and turned over for a second helping, then the 
fast spooling facility comes into its own to skip unwanted items 
or to wind quickly to the end of a reel before changing programmes. 

Apart from this minor criticism I have nothing but praise for 
this well designed, and well proportioned unit, and I think it will 
soon make its mark as a family recorder. The cabinet and styling 
certainly has " woman appeal," and the magazine loading will 
undoubtedly endear it to the less technical members of the family. 
On the other hand, the well laid out controls offer every facility 
desired by the recording enthusiast; fading, mixing, monitoring, and 
superimposing can soon be mastered with only a very little practice. 

A. Tutchings. 

RAPID RECORDING SERVICE 
78s & LPs from your own tapes 

Master discs and pressings 
Recording Studio equipped with Bechstein Grand 
Mobile Recording Van — " Off the Air " Service 

Practising studios with or without accompanist 
21 Bishops Close Church Lane, E.17 COP 3889 

★ 
MAGNAFON 

TR60 
GENERAL 
PURPOSE 

RECORDER 

★ 

Manufacturer's Specification 
Mains voltage: 200-230 volts, 50 c/s; or 100-130V, 60 c/s. 

Consumption: 90 watts. Tape speeds: 1\, 3}, li i/s. Recording 
sense: half track standard. Wow and flutter: less than 0.2 per 
cent. Equalisation: C.C.I.R. Monitor volume control; bass and 
treble controls. Mixing, superimposing, straight through amplifier. 
Outputs: from preamplifier, and 15 ohms speaker outlet. Loud- 
speaker: 8 x 5 in. elliptical. Dimensions: I5| x 16i x 7i in. 
Weight: 30 lbs. Price, including Acos Mic. 40, and recording 
lead, £51 9s. 

Manufactured by Magnafon Record Co., sole distributors: 
Market Developments, 221, Bishopsgate, London, E.C.2. 

• * • 

CONE'S first impression of this machine, which is large by 
some present-day standards, measuring I6| x 15} x 7} in., 

is of a very clean design with quite an attractive appearance. 
Full marks must be given not only for the provision of a 

recording lead that is so often an annoying extra on the price, 
but also for arranging a pocket in the cabinet that will house 
it, together with the microphone and, most important, the 
usefully long mains lead complete with plug. Again, I fear, 
this machine is a succession of contrasts. No marks at all 
can be given for the Instruction Leaflet. It is, admittedly, 
difficult for your reviewer to assess how great would be the 
assistance it offers to the complete novice, but as in places it 
is not only ambiguous, even flatly contradictory, one must sug- 
gest the idea of a complete re-write. There are still many 
prospective purchasers to whom a tape recorder is a thing of 
absolute mystery, the process of initiation should, above all, 
inspire confidence in its use. 

Motek K10 deck 
This machine was the first that has come my way using the 

new Motek K10 tape deck, similar, though smarter, in appear- 
ance to the earlier K9. The Specification of this tape recorder 
quotes a Wow and Flutter figure of less than 0.2 per cent. On 
the model reviewed this was unfortunately not true. While the 
flutter level was extremely good, Wow as high as 0.5 per cent! 
was traced, it is believed, to the Pressure Roller. This is doubt- 
less an unfortunate and isolated example, but it serves to show 
that if a tight specification is to be applied to a mass production 
item, rigid inspection and testing is called for. It must also 
be noted that the azimuth adjustment of the Rec/Playback head 
was incorrect as received, some 8dB increase of playback signal 
at 8 Kc/s from a standard Test Tape was obtained by realign- 
ing the head. 

Playback of an E.M.I. Test Tape TBT1 is shown in Fig. 1, 
which displays the effect of the Treble and Bass controls. While 
this is an excellent indication of performance when replaying 
a tape record, it is largely the overall response, record and play- 
back, that is of interest. The other curves plotted show the 
response at the three tape speeds, replaying with the tone 
controls at maximum Bass and Treble and metering from the 
" amplifier" output socket. The recordings were made at a 
level 20dB down from full modulation. 

The provision of an "Amplifier" output socket, in addition 
to an outlet for the connection of a 15 ohm extension loud- 
speaker, is to be commended. It is felt that the output avail- 

247 

www.americanradiohistory.com

www.americanradiohistory.com


Brown Band 195 
(Acetate base) 

600' 5' spool 17/- 
850' SJ' spool 23/- 
1,200' 7" spool 27/6 

Green Band 211 4= 
(Acetate base) 

600' 5- spool 21/- 
850' 5f" spool 28/- 
1,200' 7" spool 35/- 

Long Play 601 * 
(Mylar base) 

225' 3" spool 91- 
900' 5' spool 28/- 
1,150' SJ' spool 35/- 
1,800' 7' spool 50/- 

Double Play 724 * 
(Tensilized Mylar base) 
300' 3" spool 13/9 
600' 4' spool 25/- 
1,200' 5' spool 45/- 
1.650' Si* spool 52/6 
2,400' 7" spool 80/- 

♦ Ferro-sheen process 

irish 

A M E R I C A* S 

FAVOURITE TAPE 

Optimum fidelity is ensured by the exclusive Ferro-Sheen 
process—an integral part of the tape manufacture—which 
offers the following distinct advantages: 

Exceptional high frequency response, due to 
intimacy of contact between tape and heads. 

Minimum head wear. 

Freedom from head contamination by 
oxide build-up. 

Considerable reduction in back- 
ground noise. 

Minimum drop-outs 
(temporary loss of sig- 
nal). 

IRISH Brand Tapes are produced 
by Orr Industries Inc.— a division 
of the AMPEX CORPORATION— 
thus a combination of the Masters 
of Tape Manufacture and the 
Masters of Sound Equipment cannot 
fail to produce a tape of the highest 
quality. 

IRISH BRAND SP-3 TAPE 
SPLICER. The only Tape Splicer 
available incorporating twin cutting 
devices. Produces professional-style 
splices in a few seconds, without 
scissors or razor blades. Price 67/6. 

Sole Distributors: 
WILMEX LTD • 70 ST. STEPHEN'S HOUSE • BRIDGE ST • WESTMINSTER • LONDON S.W.I 

NUSOUND RECORDING CO 

TAPE RECORDER SPECIALISTS 

(Appointed Dealer) 

asfw.. 

IN STOCK 
Recorders by: FERROGRAPH * VORTEXION * SIMON 
H.M.V * REFLECTOGRAPH * GRUNDIG ★ KORTING 
COSSOR * MINIVOX * HARTING * WYNDSOR * Etc. 
TAPES * MICS * STANDS 
MIXERS * TUNERS * Etc. 

MAIL ORDERS 
by return 

Send for lists 

Continuous 
demonstrations 

After Sales Service 

Deferred Terms 

RECORD HOUSING 
Equipment and L.S. 
Cabinets 

LONDON SHOWROOM 

35 Craven Street, 
Trafalgar Square, 
W.C.2. 
Telephone : TRA. 2080 

THORNTON HEATH 
(CROYDON) SHOWROOM 
(1st Floor) 
3/8 Brigstock Parade, 
London Road, 
Thornton Heath, Surrey 
Telephone : THO. 7609 
(Opp. Thornton Heath Bus Depot) 

YOU ARE INVITED TO VISIT US 

Amplifiers by: LEAK * QUAD * ROGERS * Etc. 
Speakers by: WHARFEDALE ★ GOODMAN ★ TANNOY 
V1TAVOX * LOWTHER *• ACOUSTA-TWIN AND 

ACOUSTA * QUAD 
ELECTROSTATIC Etc. 
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MAGNAFON REVIEW—{continued) 

able (up to 15 volts RMS) is rather high, particularly in view 
of the fact that a large proportion of the noise signal is 
" standingi.e., unaffected by the playback gain control. 
This means that the signal/noise ratio (which is extremely good 
at high volume levels) worsens as the playback level is reduced. 
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The addition of a simple resistive attenuator to reduce both 
signal and noise to a level more readily acceptable by the 
average amplifier would also permit the output impedance to 
be reduced and would, under certain conditions, improve the 
treble response through external apparatus. 
 Table 1   

Signal/Noise Ratio 7{ i/j 33 i/s 
Unweighted 48dB 42dB 
Weighted 52dB 45dB 

Full Modulation Distortion—3 per cent, at 1 kc/s. 
Sensitivity at 1 kc/s—Mic. 1.3-mV. 

Gram. 160 mV. 

13 Us 
38dB 
40dB 

Concerning treble response, the writer has gone on record 
elsewhere as holding the opinion that today too much store is 
set by frequency response figures, indeed, a far more respected 
personage than your reviewer has remarked that " The more 
you open the window, the more the muck flies in". The 
Magnafon TR 60 cannot be said to have an impressive per- 
formance in terms of frequency response, but it has got a 
good signal/noise ratio and a good distortion level for a fully 
modulated tape. What does this mean? Quite simply that I 
have been able to make and replay recordings that have sounded 
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cleaner than other, supposedly better, machines, and that my 
impressions of its overall performance run counter to the 
suggestion of the measured results. 

Summing up, therefore, I do feel that one or two improve- 
ments could be made at little, if any, cost. As far as performance 
is concerned, while there may well be room for improvement 
in certain respects, I still come back to the fact that, replaying 
its own recordings of varying types it sounds to offer value for 
money better than other machines at both higher and lower prices. 

A.B.S. 

LETTER FROM NEW YORK 

A FTER all I have written about tape developments, with the 
accent on recorded cartridges, I hardly dare give you the 

latest lowdown. But here it is. And while thanking you for 
your Audio Fair details let me tell you that it was at the New 
York IRE show that these events took place. No fewer than 
three new tape " opportunities " are now with us. From Armour: 
from Zenith, through Minnesota: from Ampex. Let me fake 
them in that order. 

You have probably heard a lot about the Armour Foundation 
who have long been associated with magnetic recording research. 
Their plan is for a cartridge that can be used for existing tape 
recorders, and which can also be played on specially designed 
changer-type systems. This cartridge uses standard i-in. tape with 
a tapered leader, suitably terminated to operate with an auto- 
matic threading device. Tapes can be used for recording, erasure 
and replay in the normal way, or can be merchandised as tape 
records, ready recorded. 

In a demonstration at the IRE show, this cartridge was shown 
in semi-automatic operation. When placed in position in the 
player, a shaft engaged with the cartridge hub, turning it until 
a plastic leader in the machine connected with the tapered leader. 
The tape was then drawn past the head and capstan to the take-up 
spool, and play commenced after a few seconds of automatic 
threading. 

Next comes Zenith's device, intended to play cartridges of 
the CBS-Minnesota type. Though it is predicted that instruments 
will not be available for some months, the cartridges are very 
thin and hold tape of only 1 /7 in. width instead of the customary 
3 in. The running speed is 13 i/s and the engineers claim (and 
I repeat claim) that its playing curve is as good as flat from 50 to 
15,000 cycles. This they say is obtained with a new one-micron 
record/playback head. But that is not all. The cartridges which 
are 33 in. square will contain more than one hour of music, 
recorded in one direction, and will have a rewind time of 20 
seconds. There are three tracks, for this is stereo of course, and 
the third track " can be used to add color to left and right 
channels, according to whether the recording companies decided 
to use it or not 

The Armour cartridge uses four tracks, two each way, and 
can be used at 33 or 13 i/s. It measures 33 in. in diameter and 
is naturally thicker, using standard width tape; as stated, it 
can be used normally as well as on automatic changers. The 
Zenith-CBS narrow tape system, for which the Zenith machines 
are planned, will not be suitable for normal recorders. The idea 
here is for auto-changer use, giving up to six hours of replay. 

Ampex also announce a new cartridge, but while admitting 
that it is two or three years distant as a commercial proposition, 
they offer it to the industry on a Royalty-free basis " when 
the industry can agree on its standards ". This cartridge system 
covers a 13 i/s speed on standard i-in. tape. 

So there you have it. And I expect you will be asking just 
the same questions as I have been asking—and what a large slice 
of the industry is already asking: " where is it all leading? " 
Many are frankly skeptical about the advantages of the very 
slow speed, and seem to see it as a medium for low cost sound 
for the not particular user. This, despite the claims made for 
it. Others are outspoken about 73 i/s as the accepted speed for 
the quality needed by hi-fi users. They maintain that this speed 
on standard i-in. tape has now really dug itself in after un- 
necessary setbacks caused by too much talk of slower speeds 
and non-standard devices. 

I prefer not to pass comment at this stage, though I have yet 
to have it proved to me that these ullraslow speed moves can 
really do what is claimed at this period of tape development. 
I think that you are fortunate, where you are, to have relatively 
few tape complications! 

One thing emerges from all these moves however. The accent 
is undeniably upon tape music for the home. The idea of the 
tape record player has quite a firm root in commercial minds. 
But so far these minds still seem to differ quite a bit when it 
comes to realities. Yours sincerely. 
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Notice to Manufacturers 

Whatever your product, and whatever its state of development, a photographic 

record can be invaluable — for future reference — for publicity — and for 

sales. We specialise in the photography of industrial products — particularly 

electronics — in black-and-white (as above) or in colour, for showcards and 

catalogues. We are the official photographers for Hi-Fi News and The Tape 

Recorder. Our prices are very competitive, and we invite your enquiries. 

COLOUR PRINTERS (LONDON) LTD. 

29 GEORGE STREET LONDON W.I HUNter 177 1 
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our readers write 

... about a second TV set 
From:—K. Oglesby, 40 Arncliffe Gardens, West Hartlepool, Co. 
Durham. 

Dear Sir:—The advantages of a second television to the 
recording enthusiast are obvious, and an adequate old single- 
channel set can be acquired for a few shillings. The great 
snag is the trouble and expense of a second aerial, and for 
years I was told by experts that it was impossible to run two 
sets from one aerial. However, I found that by simply fitting 
the ends of the two cables into one plug both sets worked at 
once, with no loss of performance by either. The two inner 
and two outer wires must be entwined before the plug is fitted 
together again. Yours faithfully. 

* * • 

... about clockwork motors 
From:—J. Kemp, 76 Charlton Road, Sfaepperton, Middx. 

Dear Sir:—I was interested in the specification mentioned by 
P. M. Brown (October last). I too feel that clockwork drive 
has real advantages in a portable job. In fact I aim to build 
one, and wonder if any reader knows of a supplier of new 
clockwork gramo motors. Some provision for earphone play 
back is, I think, desirable, e.g., the monitor should be usable 
on its own. Certainly a loudspeaker is uncalled for, and I do 
feel that one should be able to go " outback " without a crate-full 
of spare batteries. Yours truly. 

• * • 

... about tape in the Southern Hemisphere 
From:—C. V. Hougaard, 66 Chamberlain Road, Vincent, East 
London, South Africa. 

Sir:—I wish to express my appreciation, as an overseas reader, 
for your stimulating magazine, and as you state in your current 
Editorial that your policy is to make your paper the most 
interesting and reliable information journal of its kind in the 
world, I trust you will accept a few suggestions from a reader— 
south of the equator! Recently you have reviewed a series 
of " mains free " miniature recorders, with an explanatory preface 
that a technical review with emphasis on performance is out 
of place, since these small machines do not claim high fidelity, 
but here I disagree, as any review not assessing at least the 
quality of the recording makes such a review of interest only 
to the dilettante who is prepared to pay for a toy. Your review 
of the Steelman "Transitape" gave very little information. I 
heard this machine at a demonstration and was very favourably 
impressed, and considered it good enough for my amateur 
requirements, but the price is a bit too high here. Why it 
should cost over £100 in South Africa I do not know. Other 
battery sets in the lower price bracket have not all impressed 
me: I wish to plead, therefore, that in future you report on 
the quality as it seems to me that it should not be assumed 
that all battery recorders necessarily give mediocre results. 

So far I do not recollect that you have reviewed recording 
amplifiers, and I trust that you will give some attention to this 
omission, particularly as many recordists seem to be buying 
proprietary decks and assembling their own machines. Some 
tips as to matching amplifiers, heads, and mikes would be greatly 
appreciated. I have scanned your advertising pages in vain for 

an integrated stereo recording amplifier, and have written to 
several firms without success. It seems—unless I am mistaken— 
that manufacturers in the U.K. are very slow in producing such 
a piece of equipment: I have in fact written to several manu- 
facturers by air mail, but in all cases they state they are not 
interested. These integrated stereo recording amplifiers have been 
freely obtainable in the United States for many years, and it 
now rather seems that my requirements will have to be directed 
to America, although the dollar exchange is against us. 

I very much appreciated your reviews of tape decks and 
regretted the discontinuance of the all too short series. 

Finally I would like to see the reviews of battery sets confined 
to one page and the other page devoted to the review of a 
mains machine, so as to give all the new machines—particularly 
4 tracks—a turn at being reviewed, ere they become obsolete 
owing to the effluxion of time! Yours tapefuNy. 

• • • 

... about learning to talk 
From:—John Conway, 29a Kent Road, West Wlckbam, Kent. 

Dear Sir:—If any of your readers have children around the age of 
two years or less, and have a H i/s tape recorder, I would be very 
grateful for some recordings of their infants' vocal activities. I am 
helping a professional speech therapist with some investigations into 
the general pattern of speech development. This starts right from 
birth and goes through many subtle changes before speech is 
established. I have collected a good deal of material already but 
progress is very slow: good quality recording in domestic surroundings 
is not easy anyway, and where the principal part is taken by an 
unpredictable baby or toddler, it can be very difficult to get suitable 
results. So, if anyone is interested I shall be pleased to give them 
more details, send some tape and cover any postal expenses. 

Yours faithfully 
» » • 

... about parabolas and Fi-Cords 
From:—Ralph E. Gough, General Manager, Fl-Cord Limited, 
40a Dover Street, London, W.l. 

Dear Sir:—We are repeatedly being asked by Fi-Cord users 
to advise them where they can obtain a parabolic reflector to 
use with their Fi-Cord recorders. We. ourselves, have been 
unable to discover any manufacturer of reflectors and would 
be interested to learn from any of your readers whether they 
are able to recommend a manufacturer of a portable reflector 
suitable for use with the Fi-Cord. Yours faithfully. 

Can any readers be of assistance? We have been going into 
this question with John Kirby, compere of the BBC's "Sound" 
programme and he recommended the Elland Metal Spinning 
Company, South Lane, Elland, Yorkshire. Unfortunately they 
do not produce a complete reflector ready for use, but only 
spin the parabola. 

• • • 

... tape record players 
From;—A R.A.F. reader, Morpeth, Northumberland. 

Dear Sir:—Your March Editorial has prompted me to claim a case 
for the " tape machine " as simple a successor to the gramophone. 
There must be many others like myself who use a tape recorder as a 
recorder, but feel the need for a " tape player " for a specific purpose, 
for example in a car. There, a gramophone is unsuitable, and with 
a radio one is subject to, or should it be, at the mercy of the BBC's 
programme planners? The pleasure of having ones own choice of 
music as a background to motoring is easily imagined. 

Unfortunately available battery operated recorders are very 
expensive and/or have spools that are too small to avoid frequent 
repetition. I visualise a transistorised machine using its own batteries 
(picnics too?). It would have two playing heads and play in both 
directions, but have no record or erase facilities. Even rewind might 

(continued on page 253) 

Ex SERVICES ""STOP WATCHES 
SWISS • SPLIT ACTION 

12 MONTHS' GUARANTEE 
1/Sch second, 3 pressure crown, split on side button. Continuous 
action. Normally over £20, unrepeatable at OUR PRICE Sgna. 

Posuge and packing 1/6. 
UNITED TECHNICAL SUPPLIES LTD., 

Dept. TR. 29 Tottenham Court Road, London, W.l. LANgham 1116 
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READERS' LETTERS—(continued) 

not be essential. There would only be two controls, easily 
recognisable, and suitable for operation by feel alone. One an on/off/ 
volume control, the other a manual direction of play control which 
would save the complication of automatics. The size would be little 
greater than, say, the Clarion, but with four- or even five-inch spools. 
A small loudspeaker and playing speed of 3} i/s would be acceptable 
for " pop " music. In any case it is doubtful if " hi-fi " could be 
appreciated whilst competing with the noise in the average motor car. 

I should be grateful for your comments on this idea, and for any 
suggestions as to where, as I am considering assembling such a machine, 
I might obtain suitable components. Yours faithfully 

We have received a number of letters which suggest that a battery- 
operated playback-only tape machine would prove extremely popular 
for car use, picnics, etc. How about it manufacturers ? 

* * • 

... about tape In Malta 
From:—Thomas Galeo, 10 Psaila Street, B'Kara, Malta, G.C. 

Dear Sir;—I am very keen on science and what not, and about 
six months ago I bought a new British Ferrograph tape recorder. 
In all these six months I've always recorded music with, every 
now and then, a joke or a short play. 

I wish now to use my recorder much more widely thus 
developing a very interesting, educational and mind-easing hobby. 
In Malta there aren't any clubs for tape recorder owners, or if 
there exists its only one; so I wish to enroll into some such 
club in England. I would be more than obliged if any readers 
could help me in this matter. Yours sincerely. 
P.S. Could you please give me at least one name of an 
"Inventors' Club" if such a club exists in England? 

* « • 

... about useful hints 
From:—A. E. Jordan, " Highfield", Duke Street, Settle, 
Yorkshire. 

Dear Sir:—I hope the following ideas will prove useful to 
all tape enthusiasts. Experience may have shown that the piano 
is one of the most difficult instruments to record. Even on 
expensive recorders, playback sounds muffled; however, this can 
be overcome by doing the following. 

Using a suitable recorder (my own) Grundig TK20, etc., you 
record through the Mic. in the usual way, but instead of pressing 
the Mic. input button, press all three:—Mike, P/U, and Diode. 
Playback normally, and you will be surprised at the difference. 
Every note can now be heard clearly. 

Some tape recorder owners, such as myself, are unfortunate 
enough to have no superimpose button on their deck, this too 
can be overcome by placing a strip of anything smooth, such 
as stiff card, etc., in front of the erase head when recording 
over pre-recorded tape, thus preventing the first recording from 
being erased. The results are similar to those produced on any 
recorder equipped for superimposing. Yours faithfully. 
Thank you for your suggestions. We are a little mystified by 
the piano recording hint, and feel sure that results will be 
disastrous on some machines. 

» » • 

... about learning French by tape 
From:—Robert Cooper, 2S Silverdale Road, Busbey, Herts. 

Dear Sir:—When in Paris last week, my friends Suzanne and 
Ren6, both retired from teaching, asked me whether they could 
be of service to those who are interested in their language in 
this country. 

After discussing ways and means, we came to the conclusion 
that it would be more practical if I made their kind offer known 
to as many Tape recorder enthusiasts as possible and also tell 
them that they should specify what text they wish to have 
recorded. I know that our friends are willing to oblige, on 
the other hand, one would hesitate to put them to great 
inconvenience and especially expense. I would therefore suggest 
that, before they are approached, people interested should write 

to me joining a self-addressed stamped envelope and tell me 
what text, story, etc., they wish to have. We can then decide 
the best course to adopt. Yours sincerely. 

S * • 
... about a Hong Kong recorder 

From:—Cpl. D. Garbult, c/o 20 Indep. Recce Fit., Army Air 
Corps, Sha-Tin, N-T, Kowloon, Hong Kong. 

Dear Sir:—Being a reader and a stereo ham I would like to 
thank you for a magazine that has helped me a great deal, but 
being abroad does not give me the scope and news I require. 
I have a Stereo/Monaural tape recorder, which I think would be 
of interest to your readers. It is an Akai. Specifications are 
as follows: Frequency Response: 30-15,000 c/s at 7j- i/s; S/N 
ratio: more than 50 dB; Usual 3 speeds; Stereo (in line) and 
monaural double track system; NARTB curve; wow and flutter 
is under 0.2 %, Total; it has, of course, a half side playback 
and recorder unit separate. 

I would like to join a Club with interests in this sphere of 
sound. Thanking you again for your magazine, which I get 
every month. I remain, yours sincerely. 

• • • 
... about tape threading 

From:—D. L. Cockayne, 49, Liniol Road, Walsall, Staffs. 
Dear Sir:—I was interested to hear how Wm. A. C. C. Smith 

overcomes tape threading problems. I do not thread any tape at 
all; this may seem hard but 1 find it easy. The secret is that 
there is now available double-sided sticky cellulose tape, and 
1 simply fit a piece around the spool hub. This method is very 
useful when speed is essential as the tape has only to be pressed 
on. Yours faithfully. 

« « • 
... about exchanging tapes 

From;—Mrs. M. E. Waterfall, 11 Sussex Road, Pelersfleld, Hants. 
Dear Sir:—In reply to H. W. G. of Parracombe (in the May 

issue) my husband and I have regularly exchanged tapes without 
any trouble at all. He is at sea on a tanker and has a Stuzzi- 
Magnetle with him—I have a Grundig TK25 at home. We use 
the 3 in. and 3i in. spools and send them to and from the 
Continent, the Persian Gulf and Australia. 

The only difficulty is the postage cost which is 7s. 6d. or 9s. 
to Australia by air—usually more than the tape costs in the first 
place. On the Customs declaration label we always add the 
words " family affairs only ", but that probably only eases our 
minds and does not influence the Customs in the least. 

We have found exchanging tapes a wonderful way of keeping 
in touch, and hope that H. W. G. will find as much pleasure 
himself. Yours faithfully. 

• » • 
. . . Irish pals in South Africa 

From:—G. P. Kelly, 51 de Beers Terrace, Kimbcrley, C. P. 
South Africa. 

Dear Sir:—A tape pal of mine in England has just sent me a 
complimentary copy of your very fine magazine. I have found 
your magazine to be everything that my friend has told me, on 

JUNE 

N UMBER 

* 
Contents include: 

Stereophonic Broadcasting 
Systems—a full discussion; 

Understanding HI-FI: 
Reviews of discs and tapes: 

Hi-Fi in America. 
* 

NOW ON SALE 

Hi-Fi News 

Iff a^m 
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PART EXCHANGE 

Your unwanted Tape Recorder, Hi-Fi 
equipment and Classical LP records taken 
against new equipment. Send details and 

we will quote. 
H.P. TERMS AVAILABLE 

★ 
In consequence, we always have a selection of used 

items in first class condition— 

Call or send for list 

★ 

H. C. HARRIDGE 

8 MOOR STREET, CAMBRIDGE CIRCUS, W.I 
GERrard 7108 

★ 

Open daily except Thursday 
LATE NIGHT FRIDAY 

That reminds me 
For feature films 
or documentaries 

ZONASTRIPE 
is the basis of all 
the best magnetic 

recordings 

Sole Concessionaires in U.K. for PYRAL 
ZONAL FILM FACILITIES LIMITED 

THE TOWER. HAMMERSMITH BROADWAY. W 6 Tel: Riverside 6741 

READERS- LETTERS—(continued) 

previous tapes. Here in Kimbcrley, well for that matter in South 
Africa itself there are no magazines set aside for Tape Recording, 
and I notice that the B.B.C. has programmes set for the Tape 
Recording fan, well I can't say as much for our South African 
Broadcasting Corporation. 

I am the South African Rep., for the Irish Tape Pals 
Association, with its headquailcrs in Limerick, Ireland, and 
organised by Eddie O'Niell, and to help me there is a chap in 
Cape Town, Jan. A. de Villiers, who looks after the Cape area 
of South Africa, and we have quite a number of members who 
form the South African group, and continually I am receiving 
enquiries of the Irish Tape Pals Association, and its aims and 
objects. Yours tapefully. 

* • • 
.. . about taking up Cine 

Since the commencement of our current Tape and Cine series 
of articles, we have received a great many letters on the general 
subject of Home Movies. A frequent question from newcomers to 
Cine relates to the film size, 8 millimetres, or 16 millimetres. 
Accordingly we have asked one of our contributors to give an 
omnibus reply, and this appears below. 

• • • 
IF you are among the many hundreds of potential cine enthusiasts 

who are planning to take up this new and exciting hobby in the 
coming Summer months, you are more than likely asking yourself 
the dozen-and-one questions about the equipment you should buy. 
There is, however, one vital point that should be settled before anything 
else is considered; and the object of this article is to present all the 
facts, fairly and squarely, to enable you to make that decision. It is 
simply this: " IV/iat size? 16 mm. or 8 mm0." 

The writer was rather shocked, recently, to notice this all-important 
question dismissed in a sentence of about 50 words; for the surrounding 
informative material spoke almost entirely about 8 mm. cine, inviting 
the inference (however unintentionally) that the choice of equipment 
lay between the available types of 8 mm. This, of course, is very far 
from the truth; and though the cost of an 8 mm. outfit is far less than 
that of a 16 mm. outfit, the eventual cost could be considerably higher 
if the newcomer found—much too late—that he had bought unwisely 
in the first place. The amount of the initial outlay, and the cost of 
films, is naturally very important; but the potential purchaser is the 
one to decide what he can afford, in terms of what he wants—not the 
manufacturer of the most popular products. So, leaving the question 
of relative costs till the end, here are the facts. 

There is no basis of comparison whatsoever between changing from 
one size of still photography to another, and changing from one size 
of cine to another. In case some readers have had no previous ex- 
perience in photography, and plan to start right in with cine, this 
statement should be clarified. You may buy a sub-miniature camera 
(Minox) which takes a picture of 8 x II mm., or a miniature (Contax) 
with picture size approximately 25 x 37 mm. or one of the many 
standard " 120 " models with picture size 3i X 2j inches. You may 
change from one camera whenever you like, and all your previous 
pictures remain with you for ever. You can have new prints made at 
any time. But with cine photography, all your work with 16 mm. film, 
or with 8 mm. film, is useless if you change—unless you are prepared 
for the alternative of keeping and using two separate projectors. 
And do not forget that the earlier pictures you take are likely to be 
the ones that will be treasured most, if they are family pictures. 

Your requirements 
The deciding factor, apart from cost, is the job to be done with the 

equipment. If you want cine to provide you with a " living photo 
album "—a record of the family, or friends, pets, or life about the 
house, seaside and picnic parties—of close, intimate shots, etc.; and 
if you intend to show these pictures in average-sized rooms, with a 
picture size of about 3 feet wide; and if you have no further ambitions, 
then without any doubts or second thoughts buy 8 mm. 

If your ideas of moving pictures include scenery—distant and detailed 
subjects—or if you have any ambition for doing serious work—or if 
you are thinking in terms of making sound films of really good quality 
—then you have no choice. You must buy 16 mm. 

Since these are drastic statements, qualification is essential. First, 
consider " Definition". All photography is based upon the fact that 
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certain chemicals are affected by light, and will register changes when 
light falls upon them. These chemicals are spread in the form of an 
" emulsion "—on an acetate base, for negatives and reversal trans- 
parencies—on paper for prints. Today, with highly advanced manu- 
facturing techniques, these chemicals are produced of microscopically 
small particles—but they we particles, none the less, am! if you magnify 
them sufficiently you can see them', and magnification, or " enlargement", 
is the begin-all and end-all of cine photography. 

The grain 
You do not notice " the grain " of the chemicals in photographic 

prints, because the average print rarely exceeds x2 enlargement. But 
when sub-miniature cameras are used, an enlargement of xlO or 15 is 
necessary for a convenient print, and special " fine grain " films must 
be used, or the grain begins to show. A strand of your child's hair 
might be registered on many tiny chemical grains in a negative 
measuring 3 J x 2i inches; but on a miniature negative the same strand 
of hair would be focused down on to far fewer grains. If you enlarged 
to the same size from the two negatives, the larger negative would 
obviously yield belter detail, because there would be more available 
particles (fragments of grain) to carry it. If you enlarge any picture to 
the extent at which the grain begins to show, you are breaking up the 
" latticework " into dots and gaps—and there can be no detail where 
there is none to enlarge. 

Translate all the above into everyday, understandable cine film 
sizes, and you will appreciate its limitations. The approximate area 
of a single 8 mm. " frame," or picture, is 17 square millimetres. The 
area of a 16 mm. frame is about 78 square millimetres—i.e., about 41 
limes the area available on 8 ram. This means, on the one hand, that 
you must enlarge on 8 mm. film 41 times as much as a 16 mm. film in 
order to get the same picture size on the screen. On the other hand, it 
means that an 8 mm, film has to be asked to register the same wealth 
of detail as a 16 mm. film which has 45 times the area to accomodate 
the same picture when filming. And, as already explained, it cannot 
do it. 

Distant scenery, really fine detail, etc., are beyond the limitations of 
8 mm. cine. If they are required, the answer is 16 mm. cine. There 
must be no hedging on this point. But, equally fairly, if, only everyday 
moving snapshots are the aim, on a par with good, ordinary everyday 
still pictures, in black-and-white or colour, then 16 mm, cine could be 
a waste of the extra money it involves. 

In terms of quality of sound, 16 mm. film running at a filmed speed 
of 24 frames per second is about the same speed as the tape recorder's 
75 i/s. Comparably, 8 mm. film running at 24 f.p.s. is at about the 
same speed as the tape recorder's 3? i/s. 

The question of cost 
Now for cost. 8 mm. cameras, with single lens, can be bought for 

as little as £18 new, or £10 good secondhand, and projectors for 
about £25 new, and £20 good secondhand. In the top flight, cameras 
with three lenses cost about £180, plus projector for magnetic sound, 
about £160. Total £340, 25 ft. double run spools of colour film, 
running time at silent speed, 4 mins. 10 sees., price £1 5s. 5d. (inclusive 
of processing). 

New 16 mm. cameras, single lens, from about £80 new, or £35 good 
secondhand. Projectors cost from £52 new, to £30 good second- 
hand. In the top flight, camera with three lenses, £300. Projectors 
for optical and magnetic sound, with recording facilities, £350. Total 
£650. 100 ft. spools of colour film (running time at silent speed 
4 mins. 10 sees.) price £3 12s. lOd. (including processing). 

The above prices are approximate, but fair. It will be seen that 
cine costs about twice as much to instal in its 16 mm. version as in 
8 mm., and the films cost nearly three times as much to buy in the 
larger size. However, the top flight equipment listed in the 16 mm. 
class is that which is used professionally for industrial work and much 
TV. 

This is by no means intended as a summary in favour of 16 mm. 
The writer is quite unbiased. He contemplated 8 mm., but decided 
that he would eventually change to the larger gauge, and so bought 
a 16 mm. outfit. Those who expect to end up with 16 mm. can begin 
with a modestly priced 16 mm. camera, and go up the price ladder 
later! Those who know that 8 mm. will do all they want will be very 
happy indeed with the truly beautiful colour that is available, and the 
very adequate domestic quality sound, for commentary and musical 
background, that a good tape recorder can add for them. 

  YOUtt TAPE PEALEit 

Specialists in Hi-Fi Equipment and Tape Recorders 

CHELSEA RECORD CENTRE 
203 KINGS ROAD, S.W.3 FLA 2596 

Open till 8 p.m. (except Thursdays) 

LONDON AREA, W.I 
0 Stockists of leading makes of Tape Recorders 
0 Comparative demonstrations at any time 

H. C. HARR1DGE 
8 MOOR STREET W.l Telephone: GERrard 7108 

lASKYS 

jlADJO 

ALL LEADING MAKES IN STOCK 
Cash or Easy Terms 

LONDON'S FINEST SERVICE 
207 EDGWARE ROAD, W.2, 

PAD 3271/2 
42 TOTTENHAM COURT ROAD, W.l MUS 2605 

LONDON AREA 
HUSICRAFT 

20/22 HIGH ST., SOUTHALL, MIDDX. SOU 3828 
13 KING ST., RICHMOND, SURREY RIC 6798 
80-82 UXBR1DGE ROAD, BALING, W.13 EAL 6995 
Hours of business: 9.00 a.m.-6 p.m. Mon.-Sat. (Wad. earlj closing) 

ESSEX TAPE RECORDER and HI-FI CENTRE 
PART EXCHANGE SPECIALISTS 

APPROVED DEALERS 
FERROGRAPH, BRENELL, SIMON, GRUNDIG, REPS. 

PHILIPS ETC.. ETC. and ALL HI-FI EQUIPMENT 
2 MARYLAND STATION, STRATFORD, E.I5 MARyland 5879 

Disc and Tape Reproducing Equipment and Tape Recorders 
by Leading Manufacturers 

CUSTOM BUILT INSTALLATIONS 
All High Fidelity Requirement and Services Available 

Estimates Free Personal Service 
Custom High Fidelity 

371 Green Lanes. Palmers Green, London, N.I3 Tel.- PALmers Green S228 

R.E.S. of COVENTRY 
SPECIALISTS IN HIGH FIDELITY 

and all makes of Tape Recorders 
All leading makes of High Fidelity Equipment stocked and demon- 
strated under ideal conditions. * The Best Selection—Terms and 
After Sales Service in the MIDLANDS, 
R.E.S. (Coventry) Ltd. 128 Far Gosford St. Coventry 60913 

PtlMERS ^ 

MIDDLESBROUGH 

DARLINGTON 
JASON . LEAK . ROGERS . PAMPHONIC . W.B. 
WHARFEDALE . R.C.A. . GOODMANS . GRUNDIG Call or send for lists:— 

3 East Street, Darlington or 106 Newport Road, Middlesbrough 
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yOUR TAPE DEALER — 

BEXLEYHEATH NORTH KENT 

leading TAPE RECORDER stockists 

ALL DEMONSTRATION 
FACILITIES 

BROADWAY RADIO. 
228 BROADWAY, 
Bexleyheach 4184 

BIRMINGHAM 
TAPE RECORDERS on "NO-INTEREST" Terms! 
NO EXTRA CHARGES FOR EXTENDED CREDIT. You pay the Retail Price only. 
Grundig, British Ferrograph. Philips. Vortexion, Telefunken, etc. Comparative 
daily demonstrations of all Leading Makes of Stereo Hi-Fi Equipment and Recorders. 

JEWKES & CO. LTD. 
The Midlands Hi-Fi and Tape Recorder Specialists 

285 BROAD STREET, BIRMINGHAM I. MID 4829/20 

ACOUSTIC PRODUCTS 
HI-FI Stereo Tape Recorders 

Specialised Loudspeaker enclosures and 
Equipment Cabinets Designed to order 

Write or ask for Mr. Pendreich 
54 ELM ROW, EDINBURGH, 7. Tel.: WAV 6338 

FARNHAM, SURREY 
•jlr Stockists of all the leading makes of High-Fidelity Equipment 
it Comparative Demonstrations 
* Cabinet Manufacturers and Designers 
it Personal service and satisfaction guaranteed 

LLOYD & KEYWORTH LTD, The Record Shop 
26/7 Downing Street, Farnham, Surrey Telephone: Farnham 5534 

SURREY AND HAMPSHIRE'S HI-FI SPECIALISTS 

Tape Recorder Centre (Halifax) 
Yorkshire's Leading Tape Recorder Specialists 

Comparative Demonstrations Daily # Official Telefunken Service Agents 
HI-FI Stockists 

SOUND INSTALLATIONS 
17 Rawson Street, Halifax Phone: Halifax 44832 

LEICESTER 
ALL YOUR HI-FI REQUIREMENTS 
QUAD . LEAK . B.T.H. . ALTOBASS . DULCI . PAMPHONIC 

Speakers by WHARFEDALE . LOWTHER . ROGERS . W.B. . PAMPHONIC 
Tape Recorders FERROGRAPH . BRENELL . GRUNDIG . HARTING 

RECORD DEPT . COMPARATOR 
LEICESTER CO-OPERATIVE SOCIETY LTD. 
HIGH STREET Telephone; 20431 

LIVERPOOL' 
TAPE SPECIALISTS. 

(OGHIAH & ROBINSON 1TD. 

Offer unique sales and 
service facilities throughout the 
Northwest. 
Stockists of FERROGRAPH. 
REFLECTOGRAPH, GRUNDIG, 
etc., etc. 
FREE H.P. up to 12 MONTHS 
18 HACKINS HEY, (off Dale 
St.,) L'POOl 2. CEN: 5245 

MANCHESTER The Tape Specialists 
FERROGRAPH • BRENELL 
PHILIPS • TELEFUNKEN 

and all other good makes 
8 DEANSGATE • MANCHESTER 

Next to Grosvenor Hotel 

CLASSIFIED ADVERTISEMENTS 

Advertisements for this section must be pre-paid, and 
accompanied by a postal order, money order, or cheque, made 
payable to " The Tape Recorder ", 99 Mortimer Street, London, 
W. 1. They must be clearly written or typed, and must be in the form 
of a separate sheet of paper if included with a letter dealing with 
other subjects. 

The rate is 6d. per word, with a minimum charge of 7s. 6d. Box 
numbers may be used for an extra charge of Is. 6d. The trade 
rate is 9d. per word, plus 2s. for a box number, conditions on 
application. 

No responsibility will be accepted by the editor, the publishers, 
or the printers of " The Tape Recorder ", for the quality of any 
goods offered, bought, or exchanged through the medium of these 
columns, or for any failure in payment, etc., though the greatest 
care will be taken to ensure that only bona-fide advertisements are 
accepted. 

For Sale 
Tape Recorders. Large selection of used models, most as new with 

three months guarantee. Part exchanges with Cameras, Binoculars, 
Radios, etc. Good quality Recording Tape at compciitive prices. Cooks 
Store, 159 and 187 Praed Street, W.2. (both opposite Paddington 
Station) PAD. 6464. 

A binder will keep your copies of The Tape Recorder clean and 
ready for easy reference, price 15s. posted from 99 Morlimcr Street, 
London, W.I. 

Tape/Disc/Tape transfer, editing, copying. If quality and durability 
mailer (especially with LP's from your precious tapes) consult Britain's 
oldest transfer service. (LP's from 16s.). Limited quantity 1,800 ft. 
American super LP tapes 32s. 6d. Sound News, 10, Clifford Street, 
London, W.I. 

WAL GAIN Transistor pre-amplifier, £5; Wal Gain Stereo Trans- 
istor pre-amp. £7 10s.: Wal Bulk Tape Eraser, Cleans reel in 30 tecs. 
£7 18s. 6d.: Wal Trak, pocket oscillator £6 10s. Ask your dealer for 
details, or send to us for full descriptive leaflets. Wellington Acoustic 
Laboratories Ltd., Farnham, Surrey. (6461 or 4961). 

Use up those odd lengths of tape, splice them together professionally 
after reading " How to Splice Tape" price 2s. 3d. posted from The 
Tape Recorder, 99 Mortimer Street, London, W.I. 

Find dial review you want—get a copy of the index to volume one 
Tape Recorder. Price 2s. posted. 

Telefunken 8SKL. 2 speed, 6 watt output. Mike, Tape and 40 ft. 
mike ext., cable and transformer. Cost £93. Month old, as brand new 
£65. F. Riddle, 113 Church Road, Northoll, Middx. Viking 4734. 

Tapes? Transfer? consult Sound News for better rates. See above. 
Minifon P55 Recorder, 150 mins. wire, +25 mins. battery lead for 

car, microphone, etc. £65 o.n.o. Box (Midlands) No. 244. 
Reflectograph Tape Recorder type 500. £69. Ferrograph series 3 

mono record stereo replay with Slere-Ad unit complete. £90. Thomson, 
112, Alccsler Road, South, Birmingham, 14. HIGhbury 1314. 

AUDIO FAIR SELECTION Any Equipment taken in 
PART EXCHANGE 

Inscallations and Repairs a speciality 
Grundig Cub Port 
Grundig Mains Unit 
Ferguson 
Crown Audio 
Simon Minstrelle 
Sound Studio 
Philips 4 Track 
Brenell M5 
Grundig TK20 
Brenoll 3 Star 
Korting Stereo 
Harting Stereo 
Ferrograph 808 Stereo 
Grundig TK35 

26 gns. 
7 gns. 

28 gns. 
39 gns. 
39 gns. 
42 gns. 
59 gns. 
64 gns. 
52 gns. 
58 gns. 
68 gns. 
86 gns. 

105 gns. 
82 gns. 

Quad II Amp. 
Quad II Control 
Quad Stereo Control 
Quad FM. Tuner 
Garrard 301 
Garrard 4 H.F. 
Viking Enclosure 
Super HI-FI Cabinet 
E.M.I. Chassis 10 Watts 
Tannoy Canterbury 

£22-10-0 
£19-10-0 
£25-0-0 

£28-17-6 
£22-7-3 
£10-9-9 

£10-10-0 
£19-19-0 
£25-0-0 

£43-15-0 
Free Brochures Free Delivery 

H.P. Terms up to 3 Years 
Deposits 10% 

Write or call to— 
RAPP TAPE RECORDERS, LONDON 

181 Dalston Lane, E.8. AMHerst 5253-2238 
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Model Gns. 
Philips 3515   ... 32 Sagatone   ... 33 Elizabethan Princess ... 39 
Simon Minstrelle ... 39 
Perth Saja   ... 45 
Wyndsor Victor   ... 45 
Electron  ... 47* 
Magnafon   ... 49 
Spectone Ex Tape   ... 49 H.H.V  ... ISO 
Grundig TK20 52 
Telefunken 75 with MIc ... 56 
Perth Saja Deluxe 56 
Brenell 3 Star ... ... 58 
Veritono ... 58 
Mobile  ... 58 
Ficord ... ... 59 
Grundig TK2S*   62 
Telefunken Deck*   ... 63 
Korting Stereo*   ... 68 
Telefunken 4 track with Mic ... 68 
Stuzzi-Magnetic   ... 69 
Brenell MKV with Mic ... 69 
Grundig TK 30*   ... 72 
Brenell M.V. with meter, Mic ... 74 
Electron Stereo*   ... 77 
Telefunken 85KL* ... 79 
Sabafon Automatic* ... ... 79 
Harting Stereo*   ... 86 Timbra*... ... 89 
Simon SP4*   ... 95 

the FINEST TAPE RECORDERS 

on INTEREST FREE TERMS... 

Write, Plionc or Call today. You can buy by post with perfect confidence 
Deposit from 20% 12 months to pay 

I know how difficult it is lo choose the Tape Recorder. That is why more and more people 
come to the Royal Opera Arcade, because my advice, personal attention, and help are freely 
given. Full demonstrations at any time and you can always examine and bear the latest and 
most interesting machines. Remember—I am hero to help you. Laurence Dickinson. 

Leaflets gladly sent if you are unable to call. 

NEW ! 4 Track Monaural Recorders 
PHILIPS 59 gns. TELEFUNKEN 64 gns. 
4 Track STEREO/MONAURAL Recorders 
PHILIPS HARTING KORTING ELEKTRON 
92 gns. 86 gns. 68 gns. 77 gns. 

SERVICING. Wo undertake Rapid and 
Efficient Servicing of all Tape Recorders. 
TAPES. Audio, Agfa. B.A.S.F., E.M.I. 
GELOSO, Scotch Boy, Telefunken, etc. 
Send for lists. 

ACCESSORIES. We carry a wide range of microphones, 
earphones, leads, telephone adaptors, etc., etc. 

CAMERAS. By Zeiss, Agfa, Eumig, 
Voigtlander, etc. Send for lists. 

READ the all-in-one Tape Recorder Book, 
12s. 6d. Packed with Information. 
TELEFUNKEN DA CAPO RADIO, 
39 gns. Call and Hear this fine instrument. 
TELEFUNKEN TAPE DECK, 63 gns. 
Use it with your Amplifier or with the 
Telefunken Radio. 

Dickinsons of Pall Mall Ltd. SS3SS5 
11 ROYAL OPERA ARCADE, PALL MALL, S.W.I TRA. 2881 from Piccadilly Circus or 

Trafalgar Square.) 

"[apeitfrom herel 

Ton FEATURES 
Top QUAi-lTV 

♦ 3 speeds (1.7/8,3.3/4,71 l.g.s.). Takes 7" spools. 
♦ Twin track—one way—last rewind—pause control. ♦ Rev. Counter. 
♦ 4 watts output. 
♦ Frequency response 50—10,000 c.p.s. ±3db. 
♦ Luminous column recording level Indicator. 
♦ Erase safety circuit. 
♦ Tone control—treble boost with base cut—bass 

boost with treble cut. 
♦ Radio and Gram/Microphone Inputs. 
♦ Extension speaker and monitor outputs. 
♦ Provision tor superimposing. 
♦ Switch (or use as a separate amplifier. 
♦ High quality 8'x 5'speaker. 
^ Strong laminated wood case — attractive two-tone 

rexine covering—heavy gilt fittings—storage space 
for tapes and microphone. 

True-to-life 'professional' sound 
plus real 'professional' dependability, 

TopVAtUE 

only 

gns. 
including microphone, 
tape and spool. 

Also available 
MONOTAPE 
single track 3.3/4 l.p.s. 
29 gns. Incl. microphone and tape. 

Mm 

m 

4/ 

(ii- 

To: Portogram Radio Electrical Industries Ltd., "Audio 
Works", Paxton Rd., Tottenham, N.I7. Tel. TOT 7683 

MARK 2 

or post coupon for 
at your DEALER'S NOW! 

FREE 12 p. brochure of tape recorders and record reproducers ^ 
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YOUR TAPE DEALER 

MANCHESTER 
THE NORTH'S TAPE RECORDER CENTRE 

Stockists of Forrosraph, Rofloctograph, Brcncll, Grundig, Elizabeth, Tandberg, Telefunken, Wyndsor, etc., etc. 
HIGH FIDELITY DEVELOPMENTS LTD. 

8 DEANSGATE • MANCHESTER 3 
{Next to Crosvenor Hotel) 

WESTWOOD'S of 

46 GEORGE STREET 
PHONE: 47783 OXFORD 

PETERBOROUGH, NORTHANTS Tel: 2759 
Hi-Fi Equipment and Record Specialists 
Tape Recorders - - Record Players 

Comparative demonstrations of all leading makes of Audio equipment 
CAMPKIN'S RECORD SHOP 

12 PARK ROAD 
also at KP Camera Shop, Kings Parade, Cambridge 

SOUTHAMPTON — SALISBURY 
★ All the best makes of Tape Recorders 
★ Hi-Fi Systems and Records 
★ Expert knowledge and advice 

The West of England High Fidelity Specialists 
I p CIIXXON 421 SHIRLEY ROAD, SOUTHAMPTON J. F. 0\J I I WIN |5.|8 QUEEN STREET. SALISBURY 

FOR ALL YOUR HI-FI REQUIREMENTS 
UNIVERSITY CAMERAS 

of 
SOUTHAMPTON 

12 BARGATE STREET Telephone: 28547 

WORTHING, SUSSEX 
We Stock Hi-Fi Equipment by Leak, Quad, Goodsell, 
RCA, Acos, Garrard, Collaro, Tannoy, Wharfedale and 
Goodman and give fully comparative Demonstrations 

BOWERS & WILKINS LTD. 
I Becket Bldgs., Littlehampton Road Worthing 5142 

RECORDING TAPE SPLICER 

FOR EASIER AND ECONOMICAL TAPE EDITING 

The euy-to-lift clamps on the new- 
Mark II Bib Recording Tape Splicer 
arc both hinged on the lame side of the 
splicer, making the jointed tapes easy 
to remove. Precise, rapid tape jointing 
is ensured, and because you can use 
all the odd lengths of tape, you toon 
save the cost of the splicer. 

18/6 each (subject) 
If you have difficulty obtaining 
a Bib splicer, let us know the name 
and address of your dealer. 

I Ltd.. Multioora Works, Hamal HimpitMd, Harts. Tal: Boimoor 3MB 

Everyone who uses a tape recorder 
will need this little tool. It is indispens- 
able. P. WUaon.,'The Gramophone." 
Send a stamped addressed envelope 
for a helpful leafiet on tape editing. 

CLASSIFIED ADVERTISEMENTS—(continued) 

For Sale—(continued) 
Grundig TK8; Tapes. 18 months. 85 gns., accept 45, Buyer collects. 

Write Goodall, 137 Barnbygate, Newark. 
Ferrograph 4S/N with stereo Unit. Condition as new, £95. 

No. 245. 
Box 

Miscellaneous 
Tape to Disc—all speeds s.a.e. for leaflet, Omega Recording Company, 

112 Sunnybank Road, Potters Bar, Middx. Tel: 6428 (evenings only). 
HIRE the Grundig " Cub " battery portable—£3 3s. weekly. Book 

now for your holiday. BM/DNKD, W.C.I. 
TAPE RECORDER need repairing? Let the specialists do it for 

you at an economical price. Sec page 218. ESSEX TAPE 
RECORDER CENTRES. 

Tape to Dl»c—Compreheouve 78-45-33 service available from 
Rendezvous Records, 19 Blackfriari Street. Manchester 3. 

Holv Mass. Recording with commentarv, for the sick room. Single 
track. BM/RTDW, London. W.C.I. 

Wanted 
Tape Recorders, players, radios etc. (modern) wanted for cash. 

Callers or particulars, Cooks Store, 159 and 187 Praed Street, W.2. 
(opposite Paddington Station). PAD 6464. 

Wanted. Fi-Cord recorder. Reasonable. Pack. Ascot 1102. 

LANE S ^ LTD0^ 

The largest Hi-Fi <fi Recorder Stockists 
serving Sussex and the S. Coast 

0 FREE DELIVERY 
WITHIN 25 MILES 

0 EQUIPMENT BY 
LEADING MAKERS 

0 COMPONENTS, 
BOOKS. ETC. 

• DEPENDABLE SERVICE 
0 SHOWROOM WITH 

DEM CONTROL PANEL 

LANE'S Tr 
Half-day Wads. 

TAPE RECORDERS • AMPLIFIERS 
TUNERS • LOUDSPEAKERS ETC. 
LEADING MAKES ALWAYS IN STOCK 

Enquiries welcomed without obligation 
Write. Phone or Call 

II GARDNER ST., BRIGHTON 
(Between North St. and North M.) 
Phone; BRIGHTON 20773 

ADVERTISERS' INDEX 

British Ferrograph Recorder Co. 
Cape Eleccrophonics Ltd.   Colour Printers (London) Ltd  
Dickinsons of Pall Mall Ltd  
Elizabethan (Tape Recorders) Ltd. 
E.M.I. Sales & Service Ltd  
Essex Tape Recorder Centres  
Fi-Cord Ltd  Fisher Electronics Co. Ltd. (S/ncrotape) 
Francis of Streatham   
Gopalco Ltd. Gramdeck... 
Gramophone Co. Ltd., The Grundig (G.B.) Ltd. 
Harridge H.C  
Hi-Fi Year Book  
Hi-Fi News   
Howard Photographic 
Lanes (Radio) Ltd.   
Lustraphone 
Magnegraph   
Modern Techniques   
Multicore Solders Ltd  
Nusound Recording Co.   Portogram Radio Electrical Industries Ltd 
R.B. Tapes Co. Ltd  
R.E.W. Earlsficld ... Rapid Recording Service 
Rapps Tape Recorders (London) Ltd. ... 
Reps (Tape Recorders) Ltd  Recorder Co. The 
Simon Sound Ltd. 
Tape Club, The ... Tape Recorder Centre Ltd. 
Tape Recorders (Electronics) Ltd. 
Technical Suppliers Ltd.   
Tutor Tapes Co. ... 
United Technical Supplies   
Valradio Ltd  
Welmec Corporation Ltd  
Wllmex Ltd  
Zonal Film Facilities   
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GRURDIG 

;:; 

• '■•'S 
m 

GUINEAS ■- 

(including Microphone and 
pick-up lead. Batteries extra) 

THE 

GuJb 

J 
MINIATURE, PORTABLE, BATTERY-OPERATED 

Now^ou can own a Grundig tape recorder! 
Now, for only 26 guineas (or the easiest of H.P. terms) the wonderful 
new Grundig battery-operated 'Cub' can be yours. 
Completely self-contained, entirely independent of mains supply, the 
Grundig 'Cub' works anywhere. You can take it to parties, on trips, 
on weekends away. You can record sounds indoors and outdoors: 
music, friends' voices, birdcalls, important occasions, visiting 
celebrities—anything, anywhere. 
Simple to operate, complete with its own microphone and built-in 

• speaker, the 'Cub' weighs only 5 lbs. and yet plays for as long as 30 
minutes. Plugged into a radio or radiogram by means of the special 
lead provided, it will give you reproduction better than machines 
twice its size. 

FULLY 
TRANSISTORISED 
EASY TO OPERATE 
GOOD TO LOOK AT 

4ett6e*«s(o«t46je 

STAit BOilR 

GET A GRUNDIG Gob 

Post this coupon for a free fully illustrated 
leaflet givino all the details 

• • . anat'gojbfaceif 

I'd like a copy of the leallel lelling me all the lun I can 
have with the Grundig 'CUB' Portable Tape Recorder. 

GRUNDIG (GL Britain) 
Advertising & Showrooms: 30/41 New Oxford Street, London, W.C.I 
Trade enquiries to: Newlands Park, Sydenham, London, S.E.26 
(Electronics Division. Gas Purification & Chemical Company Limited) 

NEAREST TOWN 
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HI-FI News 

rt 
V 

" i 'ITT.L" 

Hi-Fi News 

HI-FI NEWS 

is a reliable magazine 

for everyone who needs 

reliable reviews, news 

and information about 

all audio matters. From 

bookstalls at 2/- monthly, 

or posted direct—12 copies 

plus annual index, for 27/- 

HI-FI NEWS 

99 Mortimer Street • London * W.I. 

Hi-Fi News 

V, ^4/, 
r>. 

Hi-F News 

u 

Hi-Fi News 

M' 

— - 
Hi-Fi News Hi-Fi News ! Hi-Fi News 

- i ▼ 

a 

■ 

Published by Miles Henslow Publications, 99 Mortimer Street, London. W.l. 
Printed by Staples Printers Ltd., [Incorporating P. Howard Doulton) Warton Road, Stratford, London, E.15. 
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