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TRADE NAME: 

SUPPLIER. 

PHOTOFACT® 

Automatic Models: 
ACP-3044, CTP-3004 (63 Comet) 
F-3016, FA-3056, FP-3017, FPA-3057 (63 Ford) 
FAN-3058, FAR-3018 (63 Fairlane) 
FNP-3015, FNP-3015A, FPA-3055 (63 Falcon) 
FUP-3080 (63 Falcon Futura) 
MAP-3063, MT-3023 (63 Mercury) 

Automatic Radio Mfg. Co., Inc. 
122 Brookline Ave., Boston 15, Mass. 

TYPE SET: 5 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: . 8 Amp. 012.6 VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

1. 

2, 

e. «. 
e. e. 

em. 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 

Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT 08606, 86061,, 8869 
WALSCO 02543, 2544, 2588 

A5, A6, A7 GENERAL CEMENT 08290, 8868, 9087 
WALSCO 02525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC A5, A6, 
A7 

„ 

With radio installed in car and antenna fu ly extended, tune in a weak station near 1400KC and adjust A7 for maximum output. 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

I 30 
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ANTENNA 
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OV 
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4 
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5 
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.01 
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CONTROL 
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800mae—ffe"' 
INPUT 

/7777 

#1891 

e See parts list for alternate value or application. 
1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
S. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 
OHoword W. Some & Co., Inc. 1964 

2 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FAGS for the most up-to-date replacement. 

TRANSISTORS 

ITEM 
No 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

AUTOMATIC 

PART No. NOTES 
DELCO 

PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 8P404T 

RF Aini1I• 
Converter 
IF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-26 
DS-520 

GE - 1 
GE- 1 
GE • 1 
GE-2 
GE.3 

2N1837 
2141639 
2N1638 
2N591 
2N301 

6-60 
6-81 
6-62 
6-83 

PNP 
PNP 
PNP 
PNP 
PNP(Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. 
Tighten mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 

No: 

RATING REPLACEMENT DATA 

CAP. VOLT. 
AUTOMATIC 

PART No. 
AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C IA 
B 
C 

C2 
C3 

a 500 
•300 
100 
25 
5 

16) 
16 
16 
15 
15 

20-2653 

20-256 
20.505 

A FH3-00-94.5 

PTT69 
CRE454A 

NLW25-15 
NLW5-15 

MTI-10 
MT1-3 

MLV25-15 
MLV5-15 

FP-300.83 

TT15X25 
TT25X5 

PCLS-3026.11 
• 

TE••1157.1 
TE -1152 

• Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIO #28-800-2L 
CI1A 028A-1332 

B 
D 

C12 270 DI-270 DD-271 LAIOT27-C4 CCD-271 GP327 5GA-T25 
C13 100 N750 N750-DI 100 DTN-100 C 1OTIU CCTN-I01 CN7-310 10TCU-T10 
C14 .01 BPD-01 DD- 103 BYAIOS1 CCD-103 B-110 5HK-S10 
CI5 .22 3V UK20-204 HCC25224Z HY-325 
C16 .1 18V TTD-1 CK-104 H8 TA-010 TO-P10 
C17 .05 50V TTD-05 CK-503 H5 TA- 150 TG-S50 

Automatic Part Number. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

AUTOMATIC 
PART No. 

CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

R1A 
B 

Tone 
Volume Fe Switch 

Fader 

10K 
75000 
Tap® 
sown 
400 

80A2239B © 

80A2621 ® 

• QJ-1689A 

• "CONCENTRIKIT" Equivalent: K-8 Kit with base elements and shafts: B11-116, P17-123 (Panel) 
" SNAPTROL" Equivalent: HUB ® , CFO, CR48T, SF14, SR513, GC B21- 115X, R9-202 (Rear) 

C1.;) Cut 1/ 8" from bushing. S-81 (Bushing) 
e Cut 3/ 8" from bushing. 78-1 (Switch) 
e F a t r I a n e Models. Part 080A2658 used in Ford and Mercury. Part 080A2182C used in Falcon, Futura and Comet. 
1Not used in some versions. 

COILS (RF-IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

L 1 
L2 
L3 
L4 
L5 
L6 

RF Choke(6.2uh) 
Ant. 
RF 
Osc. 
Input IF 
Output IF 

14-6.2 

/ 
/ 
/ 

14-2654 
14-2655 

BC-565 4610 

8570 
8571 

RTC-8520 T859 a) Part of MI. 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 

(Measured) 
DC RES. 

INDUCTANCE 
10 CURRENT 

1000-) 

AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L7 600ma .U1 10MH 75A1269 C-4095 TC-2 TE-155 TY17XT 

8 



PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

Ti 8: 1 75A2635 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. 

T2 240 TapC) 81) 75A2636 TR-169 

SPEAKER 

ITEM 
No. 

TYPE 

i REPLACEMENT DATA 

NOTES ' AUTOMATIC 

I PART No. 

QuAm 

PART No. 

SPI 5" x 7" PM 6-80 
6" x 9" PM 6-8C1 
5" x 7" PM 6-82 

I73B2786 
73812724 

I 73B2660 

Falcon, Futura, Comet 
Ford, Mercury 
Fairlane, Meteor 

COMPONENT COMBINATIONS 

ITEM 

No. 
USE DESCRIPTION 

AUTOMATIC 

PART No. 
REPLACEMENT DATA 

K1 X1 Bias 39011, 1000H, 82K, . 05mfd, 
.05mfd, Imfd 

89A2582C (I) 

K2 X2 Bias 150Q., 10000, 470012, 47K, 
.005mfd, . 015mfd, . 02mfd 

89A2583 

K3 X3 Bias 56012, 560012, 47K, . 05mfd, 
.05mfd, . 05mfd 

89A2584B 

1C4 AVC 56000, 1.130mmf 89A2701 

K5 Audio Bias 47011, 82011,4700R 12K, 27K, 
270K, . 002mfd 

89A2585A 

(1 Some versions may use Part # 89A2582B 

MISCELLANEOUS 

ITEM 
No. PART NAME 

AUTOMATIC 
PART No. NOTES 

M1 Tuner 78B2236 Fairlane; Push-Button 
Tuner 78B26113 Ford; Push-Button (Used in some Mercury Models) 
Tuner 78B2708 Ford; Manual 
Tuner 78B2175 Falcon, Futura, Comet; Push-Button 
Tuner '78B2670 Mercury; Push-Button 

1,62 AVC (1GD2) 
M3 Det. (1GD2) 
M4 Spark Plate 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

KNOBS 

Tuning, Volume - Fairlane 
Tuning, Volume - Falcon 
Tuning, Volume - Ford 
Tuning, Volume - Meteor, Mercury 
Tuning, Volume - Comet 
Tone - All except Mercury 
Tone - Mercury 
Dum_ny - All Models when used 

47-52B 
47-52W 
48B2650 
54A1714 
48A2225 
48A1522 
48A2247B 
48A1522-1 

ITEM PART No. 

PUSH BUTTON 

Fairlane 
Ford 
Meteor, Mercury 

DIAL GLASS  

Fairlane, Meteor 
Ford 
Mercury 
Falcon, Comet 

55A2183 
55A2183NV 
55A2179NV 

39-94 
39-85 
39-85A 
39-33 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available 11112 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 

Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) Bonding Strap 
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TRADE NAME: 

SUPPLIER 

TYPE SET: 

POWER SUPPLY: 

RATING: 
TUNING RANGE• 

Automatic Models 
BP-3081 (63 Buick) 
C-3001, CA-3041, CAP-3042, CP-3002 (63 Chevrolet) 
CAE-3064, 0E-3024 (63 Oldsmobile) 
CY-3010, CYP-3009, YAM-3050, YP-3049 (63 Chevy 14 
PAC-3067, PC-3027 (63 Pontiac) 
SAB-3071, SB-3032, SBP-3033, SPA-3072 (63 Special) 
TA-3073, TAP-3074, TC-3035, TPC-31AT, 
TPC-42AT, TPC-3036 (63 F-85, Tempest) 

Automatic Radio Mfg. Co., Inc. 
122 Brookline Ave., Boston 15, Mass. 

5 Transistor AM Receiver 

12 Volt Storage Battery 

.8 Amp. ® 12. 6 VDC 

BROADCAST 540 - 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al tbru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST 

' 
REMARKS 

High side thru . lmfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq, 
End Stop, 

Output Meter 
across voice coll. 

Al, A2, 
A3, M 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC It 
" A5, A6, 

A7 

tf 

With radio installed in car and antenna fu ly extended, tune in a weak station near 1400KC and adjust A7 for maximum output. 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

I 30 

  ANTENNA 
SIGNAL o ( I MMF TO 
TO 

GENERATOR ji 

I 
I I 7 ,  -I- 30 i -II 

RECEPTACLE 

TMMF I 

 J 
I 

FIG.1 

kiDwAR D W. SAN'S & CO  , IN Indianapolis 6, Indiana 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE USE 

REPLACEMENT DATA 
AUTOMATIC 

PART No. NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 8P404 

RF Amp. 
Conn. 
IF Amp. 
Driver 
G utput 

DS.25 
DS-25 
IDS-25 
DS-26 
DS.520 

GE- 1 
GE- 1 
GE- 1 
GE-2 
GE-3 

2N1637 
2N1639 
2N1638 
2N591 
2N301 

640 
6-131 
6-62 
6-63. 

PNP 
PNP 
PNP 
PNP 
PNP(Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. 
Tighten mounting screws securely. 

• Alternate Part 08-53. 

ELECTROLYTIC CAPACITORS 

ITEM 

No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
AUTOMATIC 

PART No.  AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C lA 
B 
C 

C2 
C3 

• 500 
• 300 
100 
25 
5 

16 
16 
16 
15 
15 

) 20-2653 

20-256 
20-505 

AFH3 HO 94.5 

PTT69 
CRE454A 

NLW25-15 
NLW5-15 

MT1-10 
MT1-3 

MLV25-15 
MLV5-15 

FP-300.83 

T'r15X25 
TT25X5 

PCLS-3026.11 

TE -1157.1 
TE - 1152 

Not normally in distributor's stock. Available Uiru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
RATING No.REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALA8 
PART No. 

CORNELL-
DUSKIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C9 lmfd UK- 105 HCC3105P NY- 135 
C10 28-800-2L 
Cl1A 28A1332 
CUB 

D 
C12 270 DI-270 DD-271 LAIOT27-C4 CCD-271 GP327 5GA-T25 
C13 100 N750 N750-DI 100 DTN-100 CIOTIU CCTN-101 CNT-310 10TCU-T10 
C14 .01 BPD-01 DD- 103 BYA IOSI CCD-I03 B- I10 5HK-S10 
C15 .22 UK20-204 HCC25224Z HY-325 
CI6 .1 18V TTD-I CK-104 1113 TA-010 TG-P10 
CI7 .05 50V TTD-05 CK-503 115 LA- 150 TG-S50 

# Automatic Part Number. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST- 

ANCE 

REPLACEMENT DATA 

AUTOMATIC 
PART No. 

CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

R IA 
B 

R2 

Tone 
Volume Fa Switch 

Fader 

10K 
7500)2 
Tap® 
510011 
40R 

80A2772© 

80A2879 ® 

T QJ-1687A 

-#. QJ-1688A 

• UE44598 

Chevy 11 Models use Part # 80A2736. Tempest, F85 and Special Models use Part # 80A2886. 
(1 Some versions may use Part # 80A2774. Chevrolet Models use Part 080A2685. 
e Cut 3/32" from bushing. 
® Cut 1 5/32" from bushing. 
• "CONCENTRIKIT" Equivalent: K-8 Kit with tase elements and shafts) B11-118, P17-129 (Panel) 
"SNAPTROL" Equivalent: BUB® , CF9, CR48T, SEIB, SR51, GC B21- 115X, R9-208 (Rear) 

#"SNAPTROL" Equivalent: BUB® , WF18, SF5 S-9© (Bushing) 

78-1 (Switch) 

COILS ( RF-IF) 

ITEM 
N o. USE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 

PART No. 

Li 
L2 
L3 
IA 
L5 
1.6 

RF Choke(6.2uh) 
Ant. 
RF  
Doc. 
Input IF 
Output IF 

14-8.2 

./ 

/ 
14-2654 
14-2655 

BC- 585 4610 

6570 
6571 

RTC-8520 T859 (r) Part of MI. 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) DC RES. 

INDUCTANCE 
(0 CURRENT 

1000 - 1 

AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L7 800ma .59 10M11 75A1289 C-4095 TC-2 TR-155 TY17XT 

S3
11
I3
S 
W
O
I
S
M
 
W
O
 
D
u
v
w
o
i
n
v
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ANTENNA 

CAI 251 

GRN 

PURPLE 

X  
ImId 

RF AMP 

NOMINAL VALUE 
MAY VERY 

10.8V 

2/Omml 

COLOR 
XI, X28 X3 DOT COLOR DOT 

TERMINAL GUIDE LS TERMINA GUIDE L6 TERMINAL GUIDE 

V 

1.12.6V 
INPUT • t 
800ma o 

t77-17 

SW ON 
VOLUME 
CONTROL 

* NOT USED IN SOME VERSIONS 

e See parts list for alternate value or application. 
I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set tor normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintai ned al rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 
*Howard W. Sams & Co.. leo. 1964 

12 4V 
SOURCE 

10.8V 

3m SOURCE 

mId 

9.4V 

SOURCE 

0 8 
VOLUME 

75000 

coe--
NOMINAL VAWE 
MAY VARY 

r-

1.8Q 

-7z-

8 

COOL? 

/0.8V 

4 

BIG 

AUTOMATIC GM CUSTOM SERIES 

NC 

262KC 

et TONE 
Ilk 

351I 

5 
98V 

8 

IF AMP 

10V 

OV 

NOMINAL VALUE 
MAY VARY 

4 

5600 

5 

10.8V 

OUTPUT 
®8P404 

C.7y,  

BLUE 

L42 
GRN  

NOMINAL VALUE 
MAY VARY 

1600 12.4V 

KEY 

X4 TERM I NAL GUIDE 

6 

bmfd 

94V 

25 TERMINAL GUIDE 

NC NC 

262KC -----------
g 

CATH 

COU 

10.8V I0.8V 

/0.8V 

REAR SEAT SPEAKER 

JUMPER 



AUTOMATIC GM CUSTOM SERIES 

DM49Z DASL9L DMIL9L 



PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No, 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
'ART No. 

PRI. SEC. 
Ti 8 1 75A2635 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. 

T2 240 Tap® 6-8G 75A2693 TR-169 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

GUAM 
PART No. 

SPI 4" x 10" PM 6-80 73E27371 410A2Z8 1 Part 073B2671 used in Chevrolet Models. 

COMPONENT COMBINATIONS 

ITEM 

No. 
USE DESCRIPTION AUTOMATIC 

PART No. 
REPLACEMENT DATA 

KI X1 Bias 2900, 100052, 82K, . 05mfd, 
.05mfd 

89A2582A cr 

K2 X2 Bias 15010, noon, 470051,47K, 
.005mfd, . 015mfd, . 02mfd 

89A2583A 

K3 AVC 56000, 180mmf 89A2701 
K4 X3 Bias 560Q., 56000, 47K, . 05mfd, 

.05mfd, . 05mfd 
89A2584B 

X5 Audio Bias 47012, 8200, 41000, I2K, 27K, 
270K, . 002mfd 

89A2585A 

_ 
Chevrolet Models may use Part 089A2582B or C. 

MISCELLANEOUS 

ITEM 
No. PART NAME 

AUTOMATIC 
PART No. NOTES 

MI Tuner 78B2808 Buick, Push-button 
Tuner 78B2712 Chevrolet, Manual 
Tuner 78B2689 Chevrolet, Push-button 
Tuner 78B2290B Chevy II, Push-button 
Tuner 78B2739 Chevy II, Manual 
Tuner 78B2769 Oldsmobile, Push-button 
Tuner 78B2777 Pontiac, Push-button 

M2 AVC ( 1GD2) 
M3 AF Del. ( 1GD2) 
M4 Spark Plate 

CABINETS & CABINET PARTS 
When Ordering Specify Model, Chassis It Color) 

ITEM PART No, 

KNOBS 

Volume, Tuning - Buick 
Volume, Tuning Chevrolet, Chevy II 
Volume, Tuning - Oldsmobile 
Volume, Tuning, - Pontiac 
Fader, Tone - Buick 
Fader, Tone - Chevrolet 
Fader, Tone - Chevy II 
Fader, Tone - Oldsmobile 
Fader, Tone Pontiac 
Dummy - Chevy II 

48A2854 
54A1714 
48B1841 
48A2761 
48A2857 
48A2692 
48A1063- I 
48B1872 
48A2760 
48A1063- 1A 

ITEM PART No. 

PUSH BUTTON 

Buick, Chevy II 
Chevrolet 
Oldsmobile, Pontiac 

DIAL GLASS 

Buick 
Chevrolet 
Oldsmobile 
Pontiac 

55A1748 
55A2682 
55A2775 

39-86A 
39-86 
39-96 
39-91 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 ( 3/8 In.) or 8670 (3/4 In.) 
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TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY 

RATING: 

PHOTOFACT 

Automatic Models CPA-3047, CR-3006, 
CRA-3046, CRP-442A/ AT, CRP-3007 
(1963 Corvair)..CTP-792AT(1962 Comet) 
FNP-452AT ( 1962 Falcon) 

Automatic Radio Mfg. Co., Inc. 
122 Brookline Ave. , Boston 15, Mass. 

5 Transistor AM Receiver 

12 Volt Storage Battery 

525MA012.6VDC (Less Lamp) 

TUNING RANGE:BROADCAST 540 — 1615KC 

64 6. 
, . 

40 11, 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, Al GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point K , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC " ' A5, A6, 
Al 

" 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KC and adjust A7 for maximum output. 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

r-I 30 
TO I MME 

SIGNAL 0-  
GENERATOR --*-7-1I I ( ..1._ 

1 

--

0— 

FIG. 1 

30 , 
MINF 

TO 
) ANTENNA 
RECEPTACLE 

o 

-0 

o 

o 
o 
o 

o 
o 

HOWARD 



1--Q? ANTENNA 

ê 2.2Q 

GRN 

6.50 

WH 

1 SW ON +2.6V 
NPUT VOLUME I  
@ 73ma CONTROL 
4 fp  

_L (;;;\ 
TM Z.) 

.5Q 

RF AMP 

O  

9.4 V 
BRN B 

PURPLE  

lmfd 
3300 f. 051 

9.6V 

10V 

A6I 

820Q 

600mfd ® CLJ 100mfd 
#1891 

270mmf 

X1 & X3 
TERMI NAL GUI DE 

72.3V 

SOURCE 

10V 
SOURCE 

* NOT USED IN SOME-  VERSIONS 

e See parts list for alternate value or application. 
1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOPACT STANDARD NOTATION SCHEMATIC 
()Howard W. Sams & Co., Inc. 1964 

AUTOMATIC MODELS CPA-3047, CR-3006, CRA-3046, 
CRP-442A/AT, CRP-3007, CTP-792AT, FNP-452AT 

8.7V 

SOURCE 

e 

OB 
VOLUME 

10K 
TAP @ 
5000Q 

. 22 

8 7V 

CONV 

100 r 
mmf 
N750 

10V 
1.60 

_J 

NC 

262KC 

RrA-3-1 

)1( 

YEL 

1.8V BLUE 

4700Q 

8.7V 

10V COLOR 
DOT 

X2 & X4 TERMINAL GUIDE 

3000 

C)A 
TONE 
10K 

56000 

NC 

IF AMP 

9V 

.05 

OUTPUT 
®8P404T 

.6V 
GRN 11.8V 

5S7 1W 

8.20 DA/ 
1600 11.001 

5W 12.3V 

C 
®E 

o 

oB 

X5 TERMINAL GUIDE 

180mmf 

5600 

10V 

56000 

25mid 

.05 

COLOR COLOR DOT 
DOT 

L.5 TERMINAL GUIDE L6 TERMINAL GUIDE 

NC 

262KC 

rA7IF 

10V 

JUMPER 

FAbER 
100Q 

5 

10V 

REAR SEAT SPEAKER 
CIRCUIT USED IN 
SOME VERSIONS 

'1 

777 

1 6 4 
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PARTS LIST AND DESCRIPTION 

Rear Seat Speaker Extension Cable   
Bonding Strap   

WIRING DATA 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 

TRANSISTORS 
REPLACEMENT DATA 

ITEM ORIG. GENERAL 
No. TYPE 

USE DELCO 
ELECTRIC 

RCA AUTOMATIC 
PART No. 

PART No. 
PART No. PART No. NOTES 

X1 RF Amp. DS-25 GE- 1 2N1637 6-60 PNP 
X2 Cony. DS-25 GE- 1 2NI639 6-61 PNP 
X3 IF Amp. DS-25 GE- 1 2N1638 6.62 PNP 
X4 Driver DS-26 GE-2 2N591 6-53 PNP 
X5 8P404T Output DS-520 GE-3 2N301 PNP (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator 
Tighten mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 

N.. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
AUTOMATIC 
PART No. 

AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C IA 
B 
C 

Cl 
Cl 

.1300 
• 300 
100 
25 
5 

15 ) 
15 
15 
15 
15 

20-327 

20-256 
20-505 

AFH3-00-95.4 

PTT69 
CRE454A 

NLW25-15 
NLW5-15 

MT1-10 
MT1-3 

MLV25-15 
MLV5-15 

WP-300.87 

TT15X25 
TT25X5 

PCLS-3026.10 
• 

TE - 1157.1 
TE. .1152 

• Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 #28-800-2L 
C11 Imfd (.05) t UK- 105 HCC3105P ITY-135 
C12 .05 100V P288N-05 PM2S5 1DP-2-503 PVC-215 2PS-S50 
Cl3A D #28A1332 

B 
C14 270 DI-270 DD-271 LAIOT27-C4 CCD-271 GP327 5GA-T25 
C15 .02 200V BPD-02 DD-203 BYA6S2 CCD-203 B-120 511K-S20 
C16 .005 200V P288N-005 DD-502 DPMS6D5 6DP-1-502 PVC-625 6TM-D50 
C17 .015 200V P288N-015 WMF2S15 4DP-1-153 PVC-2115 4PS-S15 
C18 100 N750 N750-DI 100 DTN-100 C1OTIU CC TN- 101 CNT-350 10TCU-T10 
C19 .05 100V P288N-05 PM2S5 1DP -2-503 PVC-215 2PS-S50 
C20 .1 16V TTD-1 GK- 104 116 TA-010 TG-P10 
C21 .05 100V P288N-05 r M2S5 1DP -2-503 PVC-215 2PS-S50 
C22 180 DI-180 DD- 181 LAIOT18-S3 CCD-181 GP318 5GA-T18 
C23 .01 50V TTD-01 CE-103 112 TA- 110 TG-SIO 
C24 .22 50V UK20-204 HCC25224Z HY-325 
C25 .05 50V T'TD-05 CK-503 115 TA- I50 TG-550 

f Automatic Part Number. 
t Alternate Value. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

RIA Tone 
Volume te Switch 

10K 
10K 
Tap ® 
5000E2 

AUTOMATIC 

PART No. 

80A22041 

CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

T QJ-1690A UE4388-S 

Corvair Models may use Part #80A2291. Falcon, Comet Models use Part 080A2182. 
• "STA-LOC ' Equivalent: FE14L, RU14T53, 0S625, IS1312, US-42 

  • Cut 1 3/4" from bushing. 
t "CONCENTRIKIT" Equivalent: K8 Kit with base elements and shafts: B11-116, PI4-019 (Panel) B19- 116X, R16-106 (Rear) 
"SNAPTROL" Equivalent: BU10., CF9, CR49T, SF2, SR40, GC S-37 (Bushing) 76-1 (Switch) 

COILS (RF-IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES 
AgPIM Ie/.1C 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

LO RF Choke(6.2uh) 14-6.2 BC-565 4610 RTC-8520 T859 1 Part of MI. 
L2 Ant. / 
L3 RF 0 
IA Our. / 
L5 Input IF 14-270(B) BC-690 6570 
L6 Output IF 14-271(B) BC -691 6571 TF606 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) DC RES 

INDUCTANCE 
10 CURRENT 

1000-) 

AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No . 

L7 525ma .5TI 10MH 75A1269 C-4095 TC-2 TR-155 TY17XT 

CHOKE (AUDIO OUTPUT) 

ITEM 
No. 

INDUCTANCE 
REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L8 27M11 75A2189 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 
Ti 8: 1 75A1859 TR-184 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

QUAM 
PART No. 

SPI 6" x 9" PM 20D 73B2221 (I) 69A3Z20 il Falcon, Comet Models use Part # 73B2210 

MISCELLANEOUS 

ITEM 
No. PART NAME 

AUTOMATIC 
PART No. NOTES 

MI Tuner 78B2290 Corvair Models, Push-button 
Tuner 78A2221 Cor van' Models, Manual 
Timer 78B2175 Falcon, Comet Models 

M2 AVC 
M3 AF Det. 
M4 Spark Plate 

CABINETS 8( CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No 

KNOB  

Volume or Tuning, Corvair 
Volume or Tuning, Falcon 
Volume or Tuning, Comet 
Tone, Corvair 

54A1714 
47-52W 
48A2225 
48A1063 

ITEM PART No. 

Tone, Falcon-Comet 
Dummy, Corvair 
Dummy, Falcon -C omet 

48A1522 
48A1063- 1A 
48A1522-1 



TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

PHOTOFACT®  

Automatic Models N-3028, NA-3068, 
NAP-3069, NP-3029(63 Rambler Amer.) 
Automatic Radio Mfg. Co., Inc. 
122 Brookline Ave., Boston 15, Mass. 

5 Transistor AM Receiver 

12 Volt Storage Battery 

.6 Amp. ® 12. 6 VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

s. St 

1. 

2. 

:.AMPW" 
mier— 

I*. 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6,A7  GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC " A5, A6, 
A7 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KC and adjust A7 for maximum output. 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

SIGNAL 0  
GENERATOR - 

0-, 

30 
TO I MMF 

1( 1  
30 
MMF 

FIG. 1 
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ANTENNA 

©§ 2 213 

I GRN i 

e 

10.6v 

BRN 8 

3 

RF AMP 

BLUE 

39X1 

NOMINAL VALUE 
MAY VERY 

10.8V 

-1-
i '0 

270mmf 

47K 

9.6V 

B 

CONY 

cl OV 

9.8V E 

NC 

262KC 

.015 

NOMINAL VALUE 
MAY VARY 

COLOR 
1 6 4 

Xl. K2& X3 DOT COLOR DOT — — —  

TERMINAL GUIDE L5 TERMINAL CUIDE L6 TERMINAL GUIDE 

100 
mmt 
N750 

10=1 

r.r  5 3i] I0.8V 

r-

Lr 

1.80 

ELI 

.80 

BLK 

YE 

IF AA1P 

9.8V 

SW ON 
VOLUME 

.12. 6V 0 CONTROL 

INPUT  
@ 600ma. 7 1/2  

AMP 
1,1891 

e See parts list for alternate value or application. 
1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation. no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 
0Howord W. Sorns 8. Co., Inc. 1964 

2 

12.4V 

SOURCE 

10 8V 

SOURCE 

9.4V 
SOURCE 

NOMINAL VALUE 
MAY VARY 

e 

0 B 
VOLUME 

10K 

TAP 
50 

I0.8V 

5 B 

1 

OV 

10v E 

NOMINAL VALUE 
MAY VARY 

4 

5600 

5 

I0.8V 

NC NC 

262 KC 

2 

mmf 
180 0 1GD2 

2; 14 
I CATH 

5600 

25mfd 

I0.8V 

*-1 
.01 

9 4 V 

12X I 

3__ 

10.8V 

DRIVER 

9.2V 

94V 

5Mfd 

270K 

.002 

27E 

4700St 

70.8V 

1.5V 

94V 

AUTOMATIC MODELS N-3028, NA-3068, NAP-3069, NP-3029 

BLUE 

o 

4000 <D, 

e 131 
OA 
TONE 

101E 

OUTPUT 

08P404T 

I1605'2 
SW 

KEY 

X4 TERMINAL GUIDE 

NOMINAL VALUE 
MAY VARY 

72.4V 

X5 TERMINAL GUIDE 

CATH 

1GD2 

REAR SEAT SPEAKER 

USED IN SOME 
VERSIONS 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

TRANSISTORS Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

ITEM 
No. 

ORIG. 
TYPE USE 

REPLACEMENT DATA 
AUTOMATIC 

PART No. NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 

PART No. 

X1 
X2 
X3 
X4 
X5 8P404T 

RF Amp. 
Cone. 
IF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-26 
DS-520 

GE-1 
GE- 1 
GE- 1 
GE-2 
GE-3 

2311637 
2N1639 
2N1638 
2N591 
2N301 

6-60 
6-61 
6 -62 
6-53 

PNP 
PNP 
PNP 
PNP 
PNP (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. 
Tighten mounting screws securely. 

ELECTROLYTIC CAPACITORS 
RATING REPLACEMENT DATA 

ITEM AUTOMATIC CORNELL- GENERAL GENERAL 
No. CAP. VOLT. PART No. 

AEROVOX 
DUBILIER ELECTRIC INSTRUMENT 

MALLORY SPRAGUE 
PART No. 

PART No. PART No. PART No. 
PART No. PART No. 

C IA 
B 

•500 
• 300 

16 
16 

)20-2653. AFH3-00-94.5 Fp300. 83 PC LS 3026 . ll 
• 

C 100 16 
C2 25 15 20-256 PTT69 NLW25-I5 MT1-10 MLV25-I5 TT15X25 TE. 1157. 1 

C3 5 15 20-505 CRE454A NLW5-15 MT1-3 MLV5-15 TT25X5 TE-1152 

Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

. 
RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 28-800-2L 
C 11A 28A1332 
B 

D 
C12 270 DI-270 DD-271 LA10T27-C4 CCD-271 GP327 5GA -T25 
C13 100 N750 N750-DI 100 DTN-100 C TOTIU CCTN-101 CN7-310 TOTCU-T10 
C14 .01 BPD-01 DD- I03 BYA10S1 CCD-103 B-110 511K-S10 
C15 .22 1611 UK20-204 HCC25224Z HY-325 
C16 .1 16V TTD-I CK-104 H6 TA-010 TG-P10 
C17 .05 50V TTD-05 CK-503 H5 TA- 150 TG-S50 

Automatic Part Number. CONTROLS 
All wattages 1/2 watt, or less, unless otherwise I sted. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

AUTOMATIC 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

Tone 
Volume & Switch 

10K 
10K 
Tapce 
500011 

80A2205Q) El- 10K, 
R18-10K, 
FFS108, 
RFS115,AK28, 
KR-4 

T QJ-1637A 

cp Some versions may use Part II80A2205B (750011 Volume). 
"CONCENTRIKIT" Equivalent: K-8 Kit with base elements and shafts: B11-116, P22-115 (Panel) 

"SNAPTROL" Equivalent: BU10", CF9, SF12,CR49T, SR11, GC B19-116X,R16-127 (Rear) 
(" Cut to required length) 514 (Bushing) 

76-1 (Switch) 
COILS (RF-IF) 

ITEM 
No. 

USE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
IA 
L5 
L6 

RF Choke(6. 2uh) 
Ant. 
RF 
Ose. 
Input IF 
Output IF 

14-6. 2 

/ 
/ 
/ 

14-2654 
14-2655 

BC-565 4610 

6570 
6571 

RTC-8520 T859 Q) Part of M2 

Rear Seat Speaker Extension Cable   
Bonding Strap   

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) DC RES. 

INDUCTANCE 
(0 CURRENT 
1000-) 

AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No . 

TRIAD 
PART No. 

L7 450ma .51-1 10MH 75A1269 C-4095 TC-2 TR-I55 TY17XT 

HOKE AUDIO 

ITEM 
No. 

INDUCTANCE 
REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

LE 27MH 75A2I89 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. SEC. 

Ti 8: 1 75A2635 

OMPONENT COMBINATIONS 

ITEM 

No. 
USE DESCRIPTION AUTOMATIC 

PART No. 
REPLACEMENT DATA 

K1 X1 Bias 390f1, 100011, 82K, . 05mfd, 89A2582C (1) 
.05mfd, lmfd 

K2 X2 Bias 15031, 100011, 47002, 47K, 89A2583 
.005mfd, . 015mfd, . 02mfd 

K3 X3 Bias 5600, 560011, 47K, . 05mfd, 89A2584B 
.05mfd, . 05mfd 

K4 AVC 560011, 180mmf 89A2701 
K5 Audio Bias 47011, 82011, 47002, 12K, 27K, 89A2585A 

270K, . 002mfd 

(1) Some versions may use Part # 89A2582B. 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 

AUTOMATIC 
PART No. 

LITTELFUSE 
PART No. 

BUSS 
PART No. 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 

M1 SFE 7 1/2 12Al2-1912B 30707. 5 15507. 5 SFE 7 1/2 HME 

CELLANEOUS 

ITEM 
No. PART NAME 

AUTOMATIC 
PART No. 

M2 Tuner Push Button 78B2820 
Tuner Manual 78B2896 

M9 AVC (1G02) 
M4 Det. (1002) 
M5 Spark Plate 

CABINETS itt CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Knob, Tuning or Volume 47A1514 
Kn9b, Tone 48A1509 

Knob, Dummy 48A1510 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

GUAM 
PART No. 

SPI 5" x 7" PM 2011 73B2210 57A21Z20 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 



TRADE NAME : Automatic Models NAY-3052, NY-3012 
(1963 Chrysler) 

SUPPLIER: Automatic Radio Mfg. Co., Inc. 
122 Brookline Ave., Boston 15, Mass. 

TYPE SET: 

POWER SUPPLY 

RATING: 

5 Transistor AM Receiver 

12 Volt Storage Battery 

.68 Amp. C)12. 6 VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

2. 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 

Use only enough generator output to provide a usable indication. 

Suggested Alignment Tools: Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5,A6,A7 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . lmfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615K ,,C A5, A6, 
A7 

With radio installed in car and antenna fully extended, tune in a weak station near 1000KC and adjust A7 for maximum output. 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 
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ANTENNA 

§2.20 

°  GRO 

e 
Ir 

6.50 

WH 

SW ON 
.12.6V 

VOLUME 
INPUT 
wm., CONTROL 

-«  

.5Q 

RF AMP 

0 

9.4V 
BRN B 

39212 

10V 

1.50  

BLUE() REDO 

270mmf . 02 

CONY 

tson 

COLOR DOT 

toyc3 

XIIHRU /61 
TERMINAL GUIDE 

12.3V 

SOURCE 

10V 
SOURCE 

8.7V 
8200 SOURCE 

e0A 11 1(560000Z 80CieriTOOmfd 

/1891 

o 

wlw 

e See parts list for alternate value or application. 
1. Voltage measurements taken with vacuum tube voltmeter. 
2. All COntrOIS Set for normal OPeration, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
A. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC. 
°Howard W. Donn & Co, Inc. 1964 

(DB 
VOLUME 

75000 
TAP e 
55oon 

NC 

262 KC 

4 EH 

3 

AUTOMATIC MODELS NAY-3052, NY-3012 

9V 

5 

NC 

IF AMP 

NC 

262KC 

X7 
5 

T . CATH 

0 
2  

0 

. 01 

87V 

COLOR 
COLOR 001 M

I5 
ETRMINAL 
GEUID 
L6 
TERMIAL N
G UIDE 115 

TEMLRINA 
GDEUI 

UATOMATIC MODELS NAY-,3052 NY-031 2 



PARTS LIST AND DESCRIPTION 

TRANSISTORS 

Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FAGS for the most up-to-date replacement. 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 
AUTOMATIC 

PART No. NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 8P404 

RF Amp. 
Cons. 
IF Amp. 
Driver 
Output 

EM.-25 
DS-25 
DS-25 
DS-26 
DS-520 

GE- 1 
GE-1 
GE-1 
GE-2 
GE-3 

2N1837 
2N1639 
2N1838 
2N591 
2N301 

6-60 
6-61 
8-62 
6-53 

PNP 
PNP 
PNP 
PNP 
PNP (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. Tighten mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 

No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
AUTOMATIC 

PART No. 
AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIA 
B 
C 

C2 
C3 

• 500 
•300 
100 
25 
5 

16 
16 
16 
15 
15 

20-2653 CD 

20-256 
20-505 

AFH3-00-94.5 

PTT69 
CRE454A 

NLW25-15 
NLW5-15 

MT1-10 
MT1-3 

MLV25-15 
MLV5-15 

FP-300.83 

TT15X25 
TT25X5 

PCLS-3026.11 
» 

TE-1157.1 
TE-1152 

® Some vers ons may use 600-300-100mfd (Part 020-327). 
O No normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AFRO VOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
OUBLIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 #28-800-2L 
C11 lmfd UK- I05 HCC3105P HY-135 

C12 .05 100V P288N-05 PM2S5 113P -2-503 PVC-215 2PS-S50 

Cl3A D #28A1332 
B 

C14 270 DI-270 DD-271 LA10T27-C4 CCD-27I GP327 5GA-T25 

C15 .02 BPD-02 DD-203 BYA8S2 CCD-203 B-120 5HK-S20 

CI6 .005 BPD-005 DD-502 BYA 10D5 CCD-502 B-250 5HK-050 

C17 .015 200V P288N-015 WMF2S15 ADP-1-153 PVC-2115 4PS-S15 

C18 100 N750 N750-DI 100 DTN-100 C 10T1U CCTN-101 CN7-310 10TCU-T10 

C19 .05 100V P288N-05 PM2S5 1DP -2-503 PVC -215 2PS-S50 

C20 .05 100V P288N-05 PM2S5 IDP-2-503 PVC-215 21'S-S50 

C21 .05 100V P288N-05 PM2S5 1DP-2-503 PVC-215 2PS-S50 

C22 180 DI- 180 DD- I81 LA10T18-S3 CCD-I81 GP318 5GA-T18 

C23 .01 50V TTD-01 CE-103 H2 TA- 110 TG-SIO 

C24 .22 3V UK20-204 HCC25224Z HY-325 

C25 .002 BPD-002 DD-202 BYA 10D2 CCD-202 B-220 51-1K-1320 

C26 .1 16V TTD-1 CK-104 H6 TA-010 TO-P10 

C27 .05 100V P288N-05 PM2S5 1DP-2-503 PVC-215 2PS-S50 

if Automatic Part Number. CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

AUTOMATIC 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

R1A 
B 

R2 

Tone 
Volume & Switch 

Fader 

10K 
750051 

Tap® 
55oon 
40Q 

80A2402C 

80A1791C 

El- 10K, 
R14-7500, 
FFS113, RFS205, 
KR-7, AK-28 

t QS- 1686A 

+ QJ-1685A 

"CONCENTRIKIT" Equivalent: K-8 Kit with base elements and shafts: B11-116, P17-123 (Panel) 
"SNAPTROL" Equivalent: 131.110® , CF9, CR48T, SF15, SR15, WF 1321-115X, R26-206 (Rear) 

S-50 (Bushing) 
76-2 (Switch) "SNAPTROL" Equivalent: BU10a) , WF18, SF4 

a) Cut 1 13/32" from bushing. (2) Cut 9/16" from bushing. 

COILS RF-IF) 
ITEM 
No. USE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
IA 
L5 
L6 

RF Choke(6.2uh) 
Ant. 
RF 
Ose. 
Input IF 
Output IF 

14-6.2 

/ 
/ 
/ 

14-270B 
14-271B 

BC-565 

BC-690 
BC-691 

4610 RTC-8520 T859 

TF606 

a) Part of MI 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) DC RES, 

CE INDUCTAN 
(0 CURRENT 

1000-) 

AUTOMATIC 

PART No. 

, 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L7 500ma .5Q 10ME 75A1269 C-4095 TC-2 TE-155 TY17XT 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES 
AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. SEC. 

T1 8 1 75A2635 a) (1) Some versions may use 
Part 075A1859 

TRANSFORMER AUDIO OUTPUT 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. 

T2 2431 Tap (:) 6 8S3 75A2693 CD TR-169 1 Some versions may use 
Part 075A11360 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

GUAM 
PART No. 

SPI 6" x 9" PM 6- sa 73B2671 69A3Z8 

MISCELLANEOUS 

ITEM 
No. PART NAME 

AUTOMATIC 
PART No. NOTES 

MI 
NI2 
M3 
M4 

Tuner 
AVC 
AF Get. 
Spark Plate 

78B2403 

CABINETS & CABINET PARTS 

(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Dial Glass 
Knob - Tuning, Volume 

39-88 
54BI738 

ITEM PART No. 

Knob - Tone, Fader 40646 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 

8524 (Stranded) Available in 12 Colors 
Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8681 ( 3/8 In.) or 0670 (3/4 In.) 



PHOTOFACT® 

TRADE NAME : Automatic Models NU-63-AT, NU-3107, 
PUT-3108 

SUPPLIER: Automatic Radio Mfg. Co., Inc. 
122 Brookline Ave., Boston 15, Mass. 

TYPE SET: 5 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: 530 MA C)12. 6 VDC 

TUNING RANGE:BROADCAST 540 — 1615KC 

1. 

2. 

GENERATOR 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage, 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 nENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7  GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 

A3, A4 
Adjust for maximum. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1615KC ,, , 
A5, A6, 
A7 

With radio installed in car and antenna fully extended, tune in a weak station near 1000KC and adjust A7 for maximum output. 
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ANTENNA 

POLARITY PLUG SHOWN IN 
NEGATIVE GROUND 
POSITION. ROTATE 900 
C. C.W. FOR POSITIVE 
GROUND POSITION 

10.8V 

SW ON 

C.) —0  CONTROL 
VOLUME 

+12.6V  
INPUT .5Q 
Ift 530Ma 7 B2A 

/7777 

41892 

gNOMINAL VALUE 
MAY VARY 

POLARITY SOCKET 

9.8V 

NOMINAL VALUE 
MAY VARY 

777 

1 6 4 
— — Xl, X2 & X3 DOT COLOR DOT 

TERMINAL GUIDE LS TERMINAL GUI DE L6 TERMINAL GUIDE 

2 

Oc 
3 

mid 

* NOT USED IN SOME VERSIONS 

e See parts list lor alternate value or application. 
I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 
*Howard W. Some & Co., Inc. 1964 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

TRANSISTORS Kaye your local distributor check Sams COUNTER FAGS for the most up-to-date replacement. 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

AUTOMATIC 

PART No. 
NOTES DELCO 

PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 8P404 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 

DS- 25 
DS-25 
DS-25 
DS-26 
DS-520 

GE- 1 
GE- 1 
GE - I 
GE 2 
GE- 3 

2N1637 
2N1639 
2N1638 
2N591 
2N301 

6-60 
6-61 
6-62 
6-53 

PNP 
PNP 
PNP 
PNP 
PNP (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. Tighten 
mounting screws securely. 

ELECTROLYTIC CAPACITORS 
RATING REPLACEMENT DATA 

ITEM AUTOMATIC CORNELL- GENERAL GENERAL 
N.. CAP. VOLT. PART No. 

AEROVOX 
DUBILIER ELECTRIC INSTRUMENT MALLORY SPRAGUE 

PART No. 
PART No. PART No. PART No. 

PART No. PART No. 

C IA • 500 18 20.2653 a) AFH3-00-94.5 FP-300.83 PC LS-3026.11 
B 300 16 

C 100 16 
C2 25 15 20-256 PTT69 NLW25-15 MT1-10 MLv25-15 TT I5X25 TE - 1157.1 
C3 5 15 20-505 cRE454A NLW5-15 MTI-3 MLV5-15 TT25x5 TE-1152 

e Some versions may use 600-300-100mfd ( Part #20-327). 
Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

COO 
C11 
C12 
C13 
C14 
C15 

270 

.01 

.47 200V 

#28-800-2L 
028-431A 

#28-461 
D1-271 

BPD-01 
P288N-47 

DD-271 

DD-103 

LA10T27-C4 

BYA10S1 
WMFIP47 

CCD-271 

CCD-103 
1DP -4-474 

GP327 

B-110 
PVC-1047 

5GA-T27 

511K-S10 
2P5-P47 

Automatic Part Number. CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

AUTOMATIC 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

R1 Volume fe Switch 750010 80A29I6A y F2-10K,SFS212, 
AK-31, KR-4 

1313-116,TM8, 
S45(1), 76-11), 
or (BU14® , 
CF61,SS4,GC). 

e Use instead of TM plate in TM. COILS (RF-IF ) Use switch with metal housing. 
t Part # 80A2056 used in Model NU-63-AT ' 

© Cut to proper length. "SNAPTROL" 

ITEM 
N o.  USE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 

PART No. 

Li 
L2 
L3 
L4 
L5 
L6 

RF Choke (6.2uh) 
Ant. 
RF 
Ose. 
Input IF 
Output IF 

14-6.2 

CD 
(II 
(I) 

14-27013 
14-27113 

BC-690 
BC-691 

6570 
6571 TF606 

OD Part of M2 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES. 
INDUCTANCE 
(0 CURRENT 

1000-) 

AUTOMATIC 

PART No. 

MERIT 

PART No. 

STANCOR 

PART No. 

THORDARSON 

PART No. 

TRIAD 

PART No. 

L7 450ma .541 10M11 75A6001 

TRANSFORMER (DRIVER) 

ITEM 
l'in. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. SEC. 

Ti 6.5: 1 75A1810 TR-183 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. 

T2 242 Tap(4) 841 75A2638 TR-169 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

GUAM 
PART No. 

SPI 5" PM 8" 73A2163 5A05Z8 

COMPONENT COMBINATIONS 

ITEM 

N o. 
USE DESCRIPTION 

AUTOMATIC 

PART No. 
REPLACEMENT DATA 

K1 RF Amp. Bias 22041, 100012, 82K, . 05mfd, 89A2582-C a) 
Irufd 

K2 Converter Bias 15011, 100011, 470017, 47K, 89A2583B 
.005mfd, . 015mfd, . 02mfd 

K3 IF Amp. Bias 560R, 560017, 47K, . 05mfd, 89A258413 
.05mfd, . 05mfd 

K4 AVC 5600R 180mmf 89A2701 (g) 
K5 Audio Bias 47041, 82017, 470012, 12K, 27K, 89A2585A (3) 

270K, . 002mfd 

® Part #89A258213 used in Model PUT-3108; Part # 139A2582 used in Model NU-63-AT. 
® May be separate items in Model NU-63-AT. 
() Part # 89A2585 used in Model NU-63-AT. FUSES 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 
AUTOMATIC 
PART No. 

LITTELFUSE 
PART No. 

BUSS 
PART No. 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 

MI SFE 7 1/2 30707.5 15507.5 SFE 7 1/2 HME 

MISCELLANEOUS 

ITEM 
No. PART NAME 

AUTOMATIC 
PART No. NOTES 

M2 
M3 
M4 
M5 

Tuner 
AVC ( 1GD2) 
AF Dei, (1GD2) 
Spark Plate 

78A2615 

CABINETS 8e CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Escutcheon 54C1233 

ITEM PART No. 

Knob, Tuning or Volume 47A1235 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 

8524 (Stranded) Available in 12 Colors 
Shielded Bock-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 



TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

TUNING RANGE: 

1. 

2. 

Automatic Models PA-85, PA-3285 

Automatic Radio Mfg. Co., Inc. 
122 Brookline Ave., Boston 15, Mass. 

6 Transistor Auto-Portable Receiver 

12 Volt Storage Battery (Auto) 
9 Volts DC (Portable) 
.27 Amp. ® 12. 6VDC (or' 
23MA C) 9VDC 

BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7, A8 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . lmfd to 
point , low side to 
ground. 

262KC 
(40K Mod.) 

High Freq, 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Loosely coupled to 
loopstick. 

1615KC " A5, A6, 
A7 

' 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KC and adjust AB for maximum output. 

DIAL CORD STRINGING 

5 1/2 
TURNS 

A
U
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O
M
A
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C 
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4 
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OR 
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7V 

EXTERNAL SPEAKER 

.003 

ANTENNA 
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e ZTem. 7 112 AMP 

SUPPLY UNIT 

1 7 
POLARITY SOCKET 

.5 

DENOTES CHASSIS 

POLARITY PLUG SHOWN IN 
NEGATIVE GROUND POSITION. 

ROTATE Se CON FOR POSITIVE 
GROUND. 

10000 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 
°Howard W. Sams 8. Co., Inc. 1964 

1 

2 

 0 3 0  

DENOTES 
GROUND 

COLOR DOT COLOR DOT 

L7 TERMINAL GUIDE 1.8 TERMINAL GUIDE 

4 D  

D 0 

a- 9 V 

/la 

CONTACT IS BROKEN 
WHEN PLUG IS INSERTED 

SW ON 
VOLUME 
CONTROL 

9V TOTAL 

@ A 
300mM 

81891 

 • 9V 

SOURCE 

 • iv 
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OB 
30007d 

NC 

6 2V 

6.5V 

6.7V E 

5mfd 

IF AMP 

C DV 

2701 

002 

27K 

6 

DRIVER 

8 
C ? V 

BLUE 

6.2V 
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--i-470053 

7 V 

YEL 

.03 
8.6V 
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C 0V 

8.8V E 
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8.8V E 

8.6V 

1.0 

0 V 
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BL 
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.50 
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6.2V 
83020 1 SOURCE VOLTAGES MEASURED 

OC 101010 WITH INTERNAL BATTERY 

* NOT USED IN SOME VERSIONS 

COLOR DOT 

1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are front socket pin or terminal to common ground. 
4. All terminals viewed from bean unless othenvise designated. 
5. Numbers assigned to terminals may no( be found on the unit. 
6. Supply voltage maintained at rated value tor voltage readings. 
T. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

X58 56 
TERMINAL GUIDE 

AUTOMATIC MODELS PA-85, PA-3285 



AUTOMATIC MODELS PA-85, PA-3285 
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9V 



PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA AUTOMATIC 

PART No. NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 
X6 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 
Output 

DS-25 
DS-25 
DS-25 
DS-26 

GE- 1 
GE- 1 
GE- I 
GE-2 

2N1637 
2N1639 
2N1638 
2N591 

6-80 
6-61 
6-62 
8-53 
6-88 
6-88 

PNP 
PNP 
PNP 
PNP 
PNP 
PNP 

ELECTROLYTIC CAPACITORS 

RATING REPLACEMENT DATA 

ITEM AUTOMATIC CORNELL- GENERAL GENERAL 

N. CAP. VOLT. PART No. 
AEROVOX 

DUBILIER ELECTRIC INSTRUMENT 
MALLORY SPRAGUE 

PART No. 
PART No. PART No. PART No. 

PART No. PART No. 

C IA • 500 18 20-2653 A FH3-00-94.5 FP-300.83 PC LS-3026.11 

B • 300 16 • 

C 100 18 
C2 25 15 20-256 PTT89 NLW25-15 MTL•10 MLV25 15 TT15X25 TE - 1157.1 

C3 5 15 20-505 CRE454A NLW5-15 MT 1-3 MLV5-15 TT25X5 TE -1152 

Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMEN CO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CO #28-800-1L 
CIO .01 50V BPD-01 DD- 103 BYA10S1 CCD-103 B-110 5HK-S10 

C11 .05 TTD-05 CE-503 H5 TA- 150 TG-S50 

C12 lmfd 3V UK- 105 HCC3105P HY-135 

C13 4128-431A 
C14 270 DI-270 DD-271 LA10T27-C4 CCD-271 GP327 5GA-T27 

C15 028-481 
C16 .01 50V BPD-01 DD- 103 BYA10S1 CCD-I03 B-110 510K-SOC 

C17 .01 50V BPD-01 DD- 103 BYA10S1 CCD-103 B-110 5H1C-SIO 

C18 .01 50V BPD-01  "')-103 BYA10S1 CCD-103 B-110 5HK-S10 

C19 .03 100V P288N-03 DD-303 DPMS6S3 1DP-1-303 PVC-613 4PS-S30 

C20 .003 DI-3000 DD-302 LA10D3 -C4 CCD-302 GP230 5GA-D30 

C21 .01 50V BPD-01 DO- 103 BYA10S1 CC D-103 B-110 5HIS-S10 

C22 .5 200V P288N-5 DPMS2P5 2DP-5-504 PVC- 105 2TM-P50 

* Automatic Part Number. 

CONTROLS 
All wattages 1/2 wart, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

AUTOMATIC 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-1RC 
PART No. 

MALLORY 
PART No. 

RI Volume & Switch ,10K 80A21347 F2-10K,SFS212, 
KR-4, or(AB-15, 
AK-33, KR -4) 

A47- 10K-Z, 
RS-3/ 16, 
SWE - 13 

B13-116, SK-9, 
76-1 or 

.BU 1, CFO', 
SS4, GC)* 

UA14A, SD3500, 
US-4I or(RU14A, 
151312, SL35, US41) 
or (U113, DS-37, 
US-26) 

"SNAPTROL" 

COILS (RF-IF) 

ITEM 
No. 

USE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
IA 
L5 
L6 
L7 
L8 

RFChoke(8.2uh) 
Ant. 
Loopstick 
a F Choke (13.2uh) 
RF 
Osc. 
Input IF 
Output IF 

14-6.2 

a) 
10A2962 
14-6.2 

/ 
/ 

14-2874 
14-2875 

BC-585 

BC-565 

4810 

4610 

RTC-8520 

RTC-8520 

T859 

T859 

>I) Part of M3 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) DC RES. 

INDUCTANCE 
(0 CURRENT 

1000-) 

AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L9 270ma .531 10MH 75A13001 C-4005 TC-2 TE-155 TY17XT 
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PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Nave your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES 
AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI SEC. 

Ti 5; 1 75A2798 

TRANSFORMER AUDIO OUT 

ITEM 
No. 

IMPEDANCE 

, 

REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. SEC. 

T2 24SECT 6-13D 25A2797 

SPEAK 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

GUAM 
PART No. 

SPI 4" PM 6-80 73A2665 

COMPONENT COMBINATIONS 

ITEM 

No. 
USE DESCRIPTION AUTOMATIC 

PART No. 
REPLACEMENT DATA 

KI RF Coupling - Bias 15m, wow, 47000, 47K, 89A2583B 
.005mfd, . 015mfd, . 02mfd 

K2 IF Amp. Bias 5600, 56000, 47K, (3) . 05mfd 89A2584B 
K3 AVC 56000, 180mmf 89A2701 
K4 Audio Bias 47012, 820B., 47000, 12K, 27K, 89A2585A 

270K, . 002mid 

FUSES 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 

AUTOMATIC 
PART No. 

LITTELFUSE 
PART No. 

BUSS 
PART No. 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 
MI SFE 7 1/2 12A1912H 30707.5 15507.5 SFE 7 1/2 H ME 

BATTERIES 

ITEM 

No. 
VOLTAGE AUTOMATIC 

PART No. 
REPLACEMENT DATA 

NOTES BURGESS EVEREADY MALLORY 

M2 9V 130 (or AL- I) 835 (or E93) M- 14R (or MN1400) 6 Required 

MISCELLANEOUS 

ITEM 
No. PART NAME 

AUTOMATIC 
PART No. NOTES 

M3 
M4 
M5 
M6 

Tuner 
AVC (10E12) 
Del. ( 1GD2) 
Bias ( 10D1) 

78B2646 Includes Tuning Coils and Gang 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Dial Glass 
DUI Pointer 

39-99 
84A2930 

ITEM PART No. 

Knob - Tuning, Volume 47-50C 

WIRING DATA 

General-use Unshielded flook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 

8524 (Stranded) Available in 12 Colors 
Shielded Hook-up Wire   Use BELDEN No. 8885 

Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 
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PHOTOFACT® 

TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

Automatic Model RP-3097 
(1963 Rambler) 

Automatic Radio Mfg. Co., Inc. 
122 Brookline Ave. , Boston 15, Mass. 

5 Transistor AM Receiver 

12 Volt Storage Battery 

. 55 Amp. C) 12. 6VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7  GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq, 
End Stop, 

Output Meter 

across voice coil. 
Al, A2, 

A3, A4 

Adjust for maximum. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1615KC A5, A6, 
A7 

30 
TO I MmF 

SIGNAL _a  
GENERATOR - I( I 

30 II 
0-- TMMF 

FIG. 1 

TO 
 I ANTENNA 

RECEPTACLE 

PUSH-BUTTON ADJUSTMENT 

1. Push button up. 
2. Tune manually to desired station. 
3. Press button down firmly. 
4. Repeat for remaining buttons. 

HOWARD W. SAM S if& CO., INC. Indianapolis 6, Indiana 
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PARTS LIST AND DESCRIPTION 

TRANSISTORS 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FAGS for the most up-to-date replacement. 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 
AUTOMATIC 

PART No. NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X9 
X4 
X5 8P404T 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-26 
DS-520 

GE-I 
GE-1 
GE-1 
GE-2 
0E-3 

2N1637 
2N1639 
2N1638 
2N591 
2N301 

6-60 
6-61 
8-62 
6-53 

PNP 
FN? 
FN? 
FN? 
FN? (Note 1) 

Note 1 When replacing, apply silicone grease to both sides of Insulator. 

Tighten mounting screws securely. ELECTROLYTIC CAPACITORS 

ITEM 

No: 

RATING REPLACEMENT DATA 1 

CAP. VOLT. 

AUTOMATIC 

PART No. 
AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C lA 
B 
C 

C2 
C3 

a 500 
j 300 
100 
25 
5 

16 
16 
18 
15 
15 

20-2653 

20-256 
20-505 

AFH3-00-94.5 

PTT69 
CRE454A 

NLW25-15 
NLW5-15 

MT1-10 
MT1-3 

MLV25-15 
MLV5-15 

FP-300.83 

TT15X25 
TT25X5 

PCLS-3026.1.1• 

TE .4157.1 
TE• 1152 

Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL 
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CM #28-800-2L 
CllA #28A1332 
B 

C12 270 DI-270 DD-271 LAIOT27-C4 CCD-271 GP327 50A-T25 

C13 IGO N750 N750-DI 100 DTN-100 ClOT1U CC TN-101 CN7-310 10TC U -T10 

C14 .01 BPD-01 DD- 103 BYAIOSI CCD-103 B-110 5HK-S10 

C15 .22 3V UK20-204 HCC252242 HY-325 

C18 .1 16V TTD-1 CE-104 H6 TA-010 TG-P10 

C17 .05 50V TTD-05 CE-503 H5 TA- 150 TG-850 

C18 .047 TTD-05 CK-503 H5 TA-150 TG-e0 

# Automatic Part Number. 

All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No . 
USE 

RESIST. 

ANCE  

REPLACEMENT DATA 

AUTOMATIC 
PART No. 

CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

Tone 
Volume 8: Switch 

10K 
75000 
Tap ® 
50000 

80A2951 El- 10K, 
R14-7500, 
FFS011,RFS103, 
AK-28, KR-4 

V QI-1636A 

"CONCENTRIKIT" Equivalent: K-8 Kit with base elements and shafts: B11-116, P22-021 (Panel) 

"SNAPTROL" Equivalent: BU10., CF9, SF3, CR48T, SR3, GC B21- 115X, R1-103 (Rear) 
(5 Cut to required length) 511 (Bushing) 

76-1 (Switch) 

COILS (RF—IF) 

ITEM 
No. 

USE 

REPLACEMENT DATA 

AUTOMATIC 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

NOTES 

L 1 
L2 
L3 
L4 
L5 
L6 

RF Choke (6.2uh) 
Ant. 
RF 
Ose. 
Input IF 
Output IF 

14-6.2 

CD 

14-2654 
14-2655 

BC-565 4610 

6570 
6571 

RTC-8520 T859 (I) Part of M2 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES. 
INDUCTANCE 
(0 CURRENT 

1000 - ) 

AUTOMATIC 

PART No. 

MERIT 

PART No. 

STA NCOR 

PART No. 

THORDARSON 

PART No. 

TRIAD 

PART No. 

L7 450ma .551 10MH 75A 1269 C-4095 TC-2 TR-155 TY17XT 

TRANSFORMER DRIVER 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

Ti 8: 1 75A2635 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. 

T2 240 Tap® 6-8i1 75A2636® TR-169 (I) Alternate Part # 75A2693 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

GUAM 
PART No. 

SP 1 6" x 9" PM 6 ea 7382671 69A3Z8 

COMPONENT 

ITEM 

No. 
USE DESCRIPTION 

AUTOMATIC 

PART No. 
REPLACEMENT DATA 

K1 X1 Bias 39001, 100012, 82E, . 05mfd, 89A2582C ® 

.05mfd, lmfd 

K2 X2 Bias 15011, 100012, 470012, 47E, 89A2583B 

.005mfd, . 015mfd, . 02mfd 

K3 X3 Bias 58031, 560013, 47K, . 05mfd, 89A2584B 
.05mfd, . 05mf d 

K4 AVC 560001, 180mmf 89A2701 

K5 Audio Bias 4700., 132011, 470013, 12K, 27E, 9A2585A 

270E, . 002mfd 

a) Some versions may use Part # 89A2592B. 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 

AUTOMATIC 
PART No. 

LITTELFUSE 
PART No. 

BUSS 
PART No. 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 

MI SFE 7 1/2 12A2864 30707.5 15507.5 SFE 7 1/2 HME 

MISCELLANEOUS 

ITEM 
No. PART NAME 

AUTOMATIC 
PART No. 

M2 
M3 
M4 
M5 

Tuner 
AVC ( 1GD2) 
Det. ( 1002) 
Spark Plate 

7882945 

(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Dial Glass 39-8 
Knob, Tuning or Volume 47A1514 

Knob, Tone 47A1509 

WIRING DATA 

General-use Unshielded Hook-up Wire Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 

Use BELDEN No. 8661 (3/8 In. ) or 8670 (3/4 In.) Bonding Strap 

L60E-d21 13CIOW Duvwoinv 
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2TOmml 
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1 47K 
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mmf 
N750 

Loo 
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YEL 

NC NC NC 

262 KC  IF AMP 262 KC 

9V 

2 

5 
8.2V 

8.4 V 

OV 

E 

NOMINAL VALUE 
MAY VARY 

4 

560Q 

5 

9V 

,® 

SW ON 
VOLUME 

+12.6V CONTROL 

INPUT 
@ 550ma. I 1,2A A•p\   

#1892 

2 

3 

12 4V 
SOURCE 

9V 
SOURCE 

8V 
SOURCE 

VOLUME 

6 

mmf 
180 1GD2 

2; 14 
CATH 

56005, 

1_1 

25mfd 

9V 

a  390 311 

2 

8V 

(Do. 

8 

.01 

CATH 

1GD2 

3__J 

9V 

_75041Q  _  
TAP 13 5mfd 
5000Q 

@Pm 
NOMINAL VALUE 

* NOT USED IN SOME VERSIONS MAY VARY 
O See parts list ter alternate value or application. 
I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 
CHoward W. Some & Co., Inc. 1964 
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TRADE NAME: 

SUPPLIER: 

Automatic Models W-84, W-3040,WP-21, 
WP-3039 ( 1958-63 Volkswagens) 

Automatic Radio Mfg. Co., Inc. 
122 Brookline Ave., Boston 15, Mass. 

2, 

TYPE SET: 6 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: 1. 2 Amp. ® 12. 6 VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7  GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(4001, Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC " A5, A6, 
A7 

" 

With radio installed in car and antenna fully extended, tune in a weak station near 1000KC and adjust A7 for maximum output. 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

30 
TO I MMF 

GENERATCR I(  SIGNAL   
 I.0 

0---

30 I 

MINF 

FIG. I 

TO 
  ANTENNA 

RECE PTACLE 

HOWARD W. SAMS 8c CO., INC. Indianapolis 6, Indiana 

40 0 1964 Howard W. Sams & Co., Inc. Printed in U. S. of America PD429 



PARTS LIST AND DESCRIPTION 

TRANSISTORS 

Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 
AUTOMATIC 

PART No. NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 
X6 8P404 

RF Amp. 
Cony. 
IF Amp. 
AF Amp. 
Emitter Follower 
Output 

DS-25 
DS. 25 
DS. 25 
DS-26 
DS-26 
DS-520 

GE- 1 
GE 1 
GE- I 
GE-2 
GE-2 
GE-3 

2NI637 
2N1639 
2NI638 
2N591 
2N591 
2N301 

6-60 
6-61 
6-62 
6-53 
6 53 

PNP 
PNP 
PNP 
PNP 
PNP 
PNP (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. Tighten mounting 

"r"""urely. ELECTROLYTIC CAPACITORS 
RATING REPLACEMENT DATA 

ITEM CORNELL- GENERAL GENERAL 

No. CAP. VOLT. 
AUTOMATIC 
PART No. 

 AEROVOX 
PART No. 

PART No. 
ELECTRIC 
PART No. 

INSTRUMENT 
PART No. 

MALLORY 
PART No. 

DUBILIERSPRAGUE 
PART No. 

CIA 
B 

• 250 
250 

15 
15 

)20-328 PW113-00. 94 XC3-48. 1 PWP -300. 4A PCL-3026. 6 

C • 500 15 
C2 750 3 20-757 PRS1130 BR1000-6 QT1-32 BL2211 TC -910 TVAS-1097. 

C3 25 15 20-256 P TT89 NLW25-•15 MT1-10 MLV25-15 TT15X25 TE-1157. 1 

C4 25 15 20-256 PTT69 NLW25-15 MT1-10 MLV25-15 TT15X25 TE-1157. 1 

• Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C 10 1128-800-2L 

C 11 .05 50V TTD-05 CE-503 H5 TA- 150 TG-S50 

C12 lmfd UK-105 HCC3105P HY-135 

CM 
B -' 

C14 

D 
270 

28A1332 

DI 270 DD-271 LA10T27-C4 CCD-271 GP327 5GA-T27 

C15 .02 50V BPD-02 DD-203 BYA6S2 CCD-203 B-120 511K-520 

C16 .0047 BPD-0047 DD-472 BYA 10D47 CCD-472 B-247 5HK-D47 

C17 .01 200V P288N-01 CPR-10000J WMF2SI 4DP - 1-103 PVC-211 2TM-S10 

C18 100 N750 N750 -DI 100 D TN-100 C 10T1U CCTN-101 CN7-310 10TCU-TIO 

C19 .05 50V TTD-05 CE-503 H5 TA- 150 TG-S50 

C20 .05 50V TTD-05 CE-503 H5 TA- 150 TG -S50 

C21 180 DI 180 DD- I81 LA10T18-S3 CCD-181 GP318 5GA-T18 

C22 .05 50V TTD-05 CK-503 115 TA- 150 TG-S50 

C23 .1 18V TTD-1 CE-104 H6 TA-010 TG-P10 

C24 .0047 BPD-0047 DD-472 BYA10D47 CCD-472 B-247 5HK-D47 

C25 .47 3V UK10 -404 HCC 10474 Z HY-330 

C26 lmfd 3V UK-105 HCC3105P HY-135 

C27 Imfd 3V UK- I05 HCC3105P 

C28 .05 50V TTD-05 CE-503 H5 TA- 150 TG-S50 

it Automatic Part Number. CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

AUTOMATIC 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS—IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

Tone 
Volume 8: Switch 

10K 
100K 

80A1977 F1- 10K, 
RI- 100K, 
FFS111, 
RFS202, KR-4, 
AK -26 

P- 10K-S, 
R- 100K-S, 
CP-110, FR-202, 
SWE-13, XB-2 

T QJ-1644A • UE44585 

"CONCENTRIKIT" Equivalent: K-8 Kit with Base elements and shafts: B11-116, P17-118 (Panel) 
"SNAPTROL" Equivalent: BUB., CF9, CR8, SF13, SR13, GC B11-128, R1-130 (Rear) 

("Cut to required length) 

'STA-LOC" Equivalent: FF14L, RU15L, OS1687, IS2125, US41 

S8. (Bushing) 
76-1 (Switch) 

6E0C-dAA 11.Z-cIM '0170C-AA '178-M Sl3DOW DILI/WOJAV 

COILS (RF-IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
L4 
L5 
1.6 

RF Choke (6. 2uh) 
Ant. 
RF 
Oar. 
Input IF 
Output if 

14-6.2 

/ 
/ 
T 

14-274 
14-275 

BC -565 4610 ETC-8520 T859 1") Part of M2. 

FILTER CHOKE 

ITEM N 
o. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT  
(Measured) 

DC RES 
INDUCTANCE 
(0 CURRENT 

1000 —) 

AUTOMATIC 
PART No. 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L7 1.2A . 5n 10MH 75A1269 C-4095 TC-2 TE-155 TY-17XT 

CHOKE (AUDIO OUTPUT) 

ITEM 
No. 

INDUCTANCE 

REPLACEMENT DATA 

NOTES AUTOMATIC 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L8 20M1.1 75A2043 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES AUTOMATIC 
PART No. 

GUAM 

PART No. 

SPI 6 1/2" PM MI 73A1982 

FUSES 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 

AUTOMATIC 
PART No. 

LITTELFUSE 
PART No. 

BUSS 
PART No. 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 

M1 SEE 7 1/2 12A2079 30707.5 15507.5 SFE 7 1/2 HME 

MISCELLANEOUS 

ITEM 
No. PART NAME 

AUTOMATIC 

PART No. NOTES 

M2 Tuner 78B2406 Push Button 

Tuner 75A2512 Manual 

M3 AVC (1GD2) 

M4 AF Del. (1GD2) 
M5 Spark Plate 

CABINETS 8t CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Knob - Tuning, Volume 
Knob - Tone 

47-50 
48B393 

ITEM PART No. 

Knob - Dummy 
Push Button 

48B393-1 
55A1179 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In. ) or 8670 (3/4 In. ) 
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3300 iTh 47K 

• NOMINAL VALUE MAY VARY 

1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 
CHoward W Sams & Co., Inc. 1964 
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TRADE NAME : Chevrolet Models 985776 (1964 Chevelle) 
985832 (1964 Corvair) 
985958 (1964 Chevy 11) 

SUPPLIER: (Parts) United Delco Distributors 

1. 

2. 

41111P!tamiteurener 
_ 

_ 
_ 

TYPE SET 6 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: .56 Amp. (:) 12. 6'VDC (Less Lamp) 

TUNING RANGE: BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A5, A9, A10 GENERAL CEMENT #5009, 8728A, 8987 
WALSCO #2531X, 2536 

A6, A7, A8 GENERAL CEMENT #9087, 8290, 8868 
WALSCO #2525, 2528, 2587 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . lmfd to 
point , low side to 
ground. 

262KC 
(4001 Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Check setting of oscillator coil core (A5) Rear of core should be 1 3/ 8" from moun ing end of coil form. 

High side thru 82mmf to 
antenna receptacle, low 
side to ground. 

1615KC High Freq. 
End Stop, 

Output Meter 
across voice coil. 

A6, A7, 
A8 

Adjust for maximum. 

600KC 600KC Signal 
" A9, A10 

Adjust for maximum. Repeat step 2. 

With radio installed in car and antenna fully extended, tune in a weak station near 1000KC and adjust A8 for maximum output. 

REMOVAL INSTRUCTIONS 

RADIO  

1. Pull off knobs. 
2. Use 5/ 8" wrench and remove nuts from control bushings. 
3. Disconnect antenna lead and speaker connector. 
4. Use 3/ 8" wrench and remove metal screw from rear brace. 
5. Remove radio from under instrument panel. 

SPEAKER  

1. Disconnect "A" lead from speaker connector. 
2. Use 3/8" wrench and remove metal screw from speaker 

mounting plate. 
3. Remove mounting plate and speaker from under instrument panel. 

HOWAR D W. SAM S & CO., I N C. Indianapolis 6, Indiana 

44 0 1964 Howard W. Sams & Co., Inc. Printed in U. S. of America PD486 



PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FAGS for the most up-to-date replacement. 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 
X8 

DS-51 
DS-52 
DS-53 
DS-46 
DS-46 
DS-503 

RF Amp. 
Cony. 
IF Amp. 
1st AF Amp. 
2nd AF Amp. 
Output 

DS-25 
DS-25 
DS-25 
DS-46 
DS-46 
DS-503 

GE-1 
GE-1 
GE-1 
GE-6 
GE-8 
GE-3 

2N1837 
2N1839 
2N1638 

2N301 

PNP 
PNP 
PNP 
NPN 
NPN 
PNP (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. Tighten moon mg screws 
securely. Check bias adjustment. 

ELECTROLYTIC CAPACITORS 

ITEM 
No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
DELCO 
PART No. 

AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C IA 
B 
C 

C2A 
B 

C3 
C4 

n 850 
.400 
4 
100 
100 
30 
10 

16 
16 

11.5AC 
4 
4 
6 
12 

7282272 

7286539 

7279896 
7283834 

AFH3-54-30 

PTT27 
PTT53 

NLW30-15 
NLW1G-15 

XC 3-6. I 

MT1-13 
MT1-5 

MLV30-8 
BL1241 

WP -300.7A 

I 

TTEIX30 
TT12X10 

TVL-3021 

VUS-2120 0 

TE-1092 
TL- 1128 

Not normally in distributors stock. Available turn distributor on order to man ac urer. 
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A PHOTOFACT STANDARD NOTATION SCHEMATIC 

ZIEVIZEMII 
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72V 

SOURCE 

7 7.8V 

SOURCE 

5.8V 

SOURCE 

2.2V 

SOURCE 

e 

(DB 
.033 V021eME 

TAP @ 60000 

0 A 

TONE 
1031( 

lOmfd 

2.2V 

1ST AF AMP 

®DS-46 
C 8.47/ 

1.4V 

E 

.75V E 
20( 

BIAS 
6C1X3 

ADJUST BIAS (R3 
FOR 1.39 Ohl COLLECTOR 
OF X6 WI131 12 6V INPUT 

e S e parts list for alternate value or application. 

1. V Beige measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. M asurad values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
S. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because 0k the wide variation 

In internal resistance of transistor. 

72V 

E 

11.8V 

IF AMP 

®DS-53 

/0.4V 

10.6V 

47000 

cg 
1 . 8V 

168   
mot N80 

CATH 
DS- 27 

2060 AF AMP OUTPUT 

DS-46 ®DS-503 

11V C 1.3y 

// V 

/1.2V E 

5.8V 

12V 

X48 X5 
TERMINAL GUIDE 

2.2V 

.68E3 
FUSIBLE 

PART 17287430 

72V 

262KC 

2 

5 

26 TERMINAL GUIDE 

P-1 

CATH 

D5-77 

1000E1 

7 7 

1 6 4 

L5 8 L6 TERMINAL 
GUIDE 

REAR SEAT SPEAKER CIRCUIT 

CHEVROLET MODELS 985776, 985832, 985958 
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PARTS LIST AND DESCRIPTION (CONTINUED) 
co Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

FIXED CAPACITORS COMPONENT COMBINATIONS 

ITEM 
No. 

R ATING REMARKS 

REPLACEMENT DATA 

AEROTOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 #7281971 

C11 .047 75V P288N-047 WMF2S47 TDP-2-473 PVC-1147 2PS-S47 

C12 .047 75V P288N-047 WMF2S47 1DP -2-473 PVC - 1147 2P S-S47 

C13 07287935 

C14 200 N750 N750-DI 200 DTN-200 CTOT2U CCTN-201 CN7-320 TOTCU-T20 , 

C15 .0033 75V P288N-0033 CPR-3300J WMF1D33 6DP-1-332 PVC-4233 6PS-D33 

C16 .022 75V BE2S22 WMF 1S22 IDP - 1-223 PVC - 1122 2 PS-S22 

C17 .0047 BPD-0047 DD-472 BTATOD47 CCD-472 B-247 5HK-D47 

C18 K7281933 

C19 220 91470 
TOTCT-T22 

C20 .047 75V P288N-047 WMF2S47 1DP-2-473 PVC-1147 2PS-S47 

C21 .047 75V P288N-047 WMF2S47 LDP-2-473 PVC-1147 2PS-847 

C22 180 N80 
C23 .001 BPD-001 DD- 102 STAB:JOT CCD-102 B-210 511K-010 

C24 .033 75V P288N-033 WMFTS33 TOP- 1-333 PVC-1133 4PS-S33 

C25 .39 3V K7286580 

C26 .15 12V UK20-104 HO5P1 TA-010 HT-320 

# Delco Part Number. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

DELCO 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

R1A 
B 

R2 

Tone 
Volume & Switch 

Tone 
Volume & Switch 

Tone 
Volume & Switch 

Bias 

100K 
20K Tap 
0 s000n 

100K 
20K Tap 

®60oon 
100K 

20K Tap 
0 60000 

60011 

72858801 

7287453® 

728795312) 

7286601 

F1-100K,R14-25K, 
FFS011,RFS105, 
KR-4, AK-26 
F1-100K,R14-25K, 
FFS101, R FSUO, 
KR-4,AK-26 
F1-100K,R14-25K, 
FFS102, RES111, 
9191.4, AK-26 

1139-600 110-600 FL-600 

(D Used in Model 985776 2) Used in Model 985832. (D Used in Model 985958. 

COILS (RF—IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li RF Choke (6.2uh) 7281946 BC-565 4610 RTC - 8520 T859 

L2 Ant. 
L3 
L4 

RF 
Osc. 

)7287957 

L5 Input IF 1221856 TA653 

L6 Output IF 1221857 TA653 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES 
INDUCTANCE 
(0 CURRENT 

1000-) 

DELCO 

PART No. 

MERIT 

PART No. 

STANCOR 

PART No. 

THORDARSON 

PART No. 

TRIAD 

PART No. 

L7 560ma .60 8 MR 1221623 C-4095 TC-2 TE-154 TY17XT 

ITEM 

No. 
USE DESCRIPTION DELC O 

PART No. 
REPLACEMENT DATA 

KI Audio Couplate 10000, . 001mfd, . 001mfd 7287253 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 

REPLACEMENT DATA 

NOTES DELCO 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 

PART No. 
PRI. 

TI 200 Tap(a) 100 7282057 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GUAM 
PART No. 

SP 1 4" x 10" PM 100 
6" x 9" PM 1013 
4" x 10" PM ion 

7285771(1) 
72821582) 
7282159 2) 

4 10A2Z 10 
69A2Z10 
410A2Z10 

(1) Model 985776 
(D  Model 985832 
(2) Model 985958 

MISCELLANEOUS 

ITEM 
No. PART NAME 

DELCO 
PART No. NOTES 

MI Timer 7287957 
M2 AVC Del. DS-27 
M3 AVC Limiter DS-27 
M4 AF Del. DS-27 
M5 Spark Plate 7271564 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis di Color) 

ITEM PART No. 

MODEL 985776 

Knob - Tuning 
Knob - Volume 
Knob - Tone 
Push Button 
Pointer Assembly 
Escutcheon 

3839324 
3839323 
3850638 
7286625 
1221809 
7285769 

ITEM PART No. 

MODELS 985832, 985958  

Knob - Tone 
Push Button 
Escutcheon 
Knob - Dummy (985832), Tone(985958) 
Knob - Tuning, Volume 

3793636 
7270394 
7282218 
3793635 
7277055 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 



TRADE NAME : Chevrolet Model 985878 (1964) 

SUPPLIER: United Delco Distributors 

- 

TYPE SET: 6 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: 1.2 Amp. ® 12.6VDC (Less Lamp) 

TUNING RANGE: BROADCAST 540 — 1615KC 

1. 

2. 

3. 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 
Al thru A5, A9, Al0 eENERAL CEMENT #5009, 8728A, 8987 

WALSCO #2531X, 2536 
A6, A7, A8  GENERAL CEMENT #8290, 8868, 9087 

WALSCO 42525, 2528, 2587 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point A , low side to 
groun . 

262KC 
(4005 Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Check setting of oscillator coil core (A5) Rear of core should be 1 3/ 8" from mounting end of coil form. 

High side thru 82mmf to 
antenna receptacle, low 
side to ground. 

1615KC High Freq. 
End Stop, 

Output Meter 

across voice coil. 

A6, A7, 
A8 

Adjust for maximum. 

" - 600KC 600KC Signal " 
A5, 

A9, Ar0 Adjust for maximum. Repeat step 2. 

With radio installed in car and antenna fully extended, tune in a weak station near 1000KC and adjust A8 for maximum output. 

REMOVAL INSTRUCTIONS 
RADIO 

1. Pull off knobs. 
2. Use 5/ 8" wrench and remove nuts from control bushing. 
3. Disconnect speaker connector and antenna lead. 
4. Use 3/ 8" wrench and remove metal screw from bottom 

brace. 
5. Remove radio from under instrument panel. 

SPEAKER 

1. Disconnect "A" lead from speaker connector. 
2. Use 3/ 8" wrench and remove metal screw from rear 

of speaker mounting plate. 
3. Remove mounting plate and speaker from instrument 

panel. 
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ANTENNA 

30 

7 8 

M1 TERMINAL GUIDE 

+126V 
I NP UT la 
LOA -e—o 

LESS PILOT LAMP 

8 

70 

2 

3C/ 

PRINTED AMP 

CAP ups- 51 

2mml 

2 3 4 5 6 

SW ON 

VOLUME 0 

CONTROL Itz 

11.5V 

3.2Q 

20)mmf N750 

470(1 

1.8V 

680 1W 
1100Q) 

C)A 100mfd 

-1- 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

rmth EMBEECEI 

°Howard W. Socs P. Co Inc, 1964 

12V 

SOURCE 

11.8V 

SOURCE 

5.8V 

SOURCE 

2.2V 

SOURCE 

a 

e .0033 .°22 

k!— 

TONE 
11)3K 

11.8V 

COLOR DOT 

01, O2, & 03 
TERMINAL GUIDE 

2.2V 

CONO 

®DS-52 

10.4V 

220 
"nil 
1,147 

1 .8V 

5 

4.681 

1ST AF AMP 

®DS-46 

C 6.4 

BIAS 
600Q 

ADJUST BIAS 11221 
FOR 1.6V ON COLLECTOR 
OF X6 WITH 126V INPUT 

262KC 

IF AMP 

®DS-53 

10.4V 

10.6V E 

— 180   
mint 1683 

2ND AF AMP OUTPUT 

DS-46 ®DS-501 

11V C 1.6V 

21V 

R 

5.8V 

11.2V 
Ean 

I2V /2V 

E 

1. V Rage measurements taken with vacuum tube voltmeter. 
1. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed Ircm bottom unless otherwise designated. 
5. Numbers assigned to terminals may nd be found on the unit. 
A. Supply voltage maintained at rated value tor voltage readings. 
T. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 
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TERMINAL GUIDE 
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DS-27 

.4.„ 2.2V 

LOD 
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12v 4.7D 
6.601_ 

262KC 

1.5E2 

5 
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MOUNTING 
LUG GUIDE PIN 

E 

X6 TERMINAL GUIDE 

CHEVROLET MODEL 985876 
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DS-27 

1000C1 

P-1 

253 
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L5 & 16 TERMINAL 
GUIDE 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 
REPLACEMENT DATA 

ITEM ORIG. GENERAL 
No. TYPE USE DELCO 

ELECTRIC RCA NOTES 
PART No. 

PART No. PART No. 

xi ns-si RF Amp. DS#25 GE-I 2N1637 PNP 
X2 DS-52 Cony. DS-25 GE- 1 2NI839 PNP 
X3 DS-53 IF Amp. DS-25 GE- I 2N16313 FN? 
X4 DS-46 let AF Amp. DS-46 GE-8 NPN 
X5 DS-46 2nd AF Amp. DS-46 GE-8 NPN 
X6 DS-501 Output DS-501 GE-4 FN? 

ELECTROLYTIC CAPACITORS 

ITEM 

No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
DELCO 
PART No. 

AFRO VOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIA 
B 
C 

C2A 
B 

C3 
C4 

a 850 
• 400 
4 
100 
100 
30 
10 

16 
16 
11.5AC 
4 
4 
6 
12 

-N f282272 

1 
7288539 

7279896 
7283834 

AFH3-54-30 

PTT27 
PTT53 

NLW30-15 
NLWI0-15 

XC3-6.1 

MT1-13 
MTI-5 

MLV30-6 
BL1241 

WP -300.7A 

TT6X30 
TT12X10 

TVL-3021 

VLS-2120• 

TE -1092 
TL-1128 

• Not normally in distributors stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 #7281971 
C11 .047 75V P288N-047 WMF2S47 1DP-2-473 PVC-1147 2PS-S47 
C12 .047 75V P288N-047 WMF2S47 1DP-2-473 PVC-1147 2PS-S47 
C13 #7287935 
C14 200 N750 N750-DI 200 DTN-200 CIOT2U CCTN-201 CNT-320 10TCU-T20 
C15 .0033 75V P288N-0033 CPR-3300J WMF1D33 6DP-1-332 PVC-4233 6PS-D33 
C16 .022 75V BE2S22 WMF1S22 IDP-1-223 PVC- 1122 2PS-S22 
C17 .0047 BPD-0047 DD-472 BYAIOD47 CCD-472 B-247 5HK-D47 
C18 #7281933 
C19 220 N470 10TCT-T22 
C20 .047 75V P288N-047 WMF2S47 1DP-2-473 PVC-1147 2F5-S47 
C21 .047 75V P288N-047 WMF2S47 1DP-2-473 PVC-1147 2PS-S47 
C22 180 N80 10TCN-T80 
C23 .001 BPD-001 DD- 102 BYAIOD1 CCD-102 B-210 511K-010 
C24 .033 75V P288N-033 WMFIS33 1DP-1-333 PVC-1133 4PS-S33 
C25 .39 3V #7286580 
C26 .1 12V UK20-104 1405P1 TA-010 HY-320 

Delco Part Number. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

DELCO 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

R2 

Tone 
Volume & Switch 

Bias 

100K 
20K 
Tap® 
60000 
soon 

7287414 

7286601 

FI-100K,R14-25K, 
FFS009, 
RES-104, KR -4, 
AK-26 

U39-600 110-600 FL-600 

COMPONENT COMBINATIONS 

ITEM 

No. USE DESCRIPTION 
DELCO 

PART No. 
REPLACEMENT DATA 

K1 Audio Couplate l000q .001mfd, .001mfd 7287253 

COILS ( RF—IF) 

ITEM 
N o. USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
L4 
L5 
L6 

Ant. Load (6.2uh) 
Ant. 
RF 
Ose. 
Input IF 
Output IF 

7281946 

D7.957 
1221856 
1221857 

BC-565 4610 RTC- 8520 T859 

TA653 
TA653 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENTMERIT 
(Measured) 

DC RES. 
INDUCTANCE 
10 CURRENT 

1000-) 

DELCO 

PART No. PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L7 1.2 Amp .60 8MH 1221623 C-4095 TC-2 TR-154 TY17XT 

CHOKE (AUDIO OUTPUT 

ITEM 
No. 

INDUCTANCE 
REPLACEMENT DATA 

NOTES DELCO 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

LEI 29. 5MH 7282278 
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262KC 262KC 

PARTS LIST AND DESCRIPTION (CONTINUIED) 

600KC 600KC 

A9 

Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NO-ES 
DELCO 
PART No 

1 QUAM 
PART No. 

SPI 6" x 9" PM Ion 1222047 BM:BUD 

MISCELLANEOUS 

ITEM 
No. 

PART NAME 

DELCO 
PART No. NOTES 

MI Tuner 7287957 

M2 AVC Del. DS-27 

M3 AVC Limiter DE-27 

M4 AF Dot. DS-27 

M5 Spark Plate 7271564 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Knob - Tuning, Volume 
Knob - Tone 
Knob - Dummy 

3839323 
3823170 
3823169 

ITEM PART No. 

E scutcheon Assy. 
Pointer Assembly 
Push Button 

7282615 
1221809 
7286625 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Strandecer Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (StrandedI Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In. ) or 8670 0/4 In.) 

53 



TRADE NAME : Continental Model 4TMC (F) (C4VA-18806) 
(1964 Continental) 

SUPPLIER: Motorola Inc. 

9401 W. Grand Ave., Franklin Park, Illinois 

TYPE SET: 6 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: 1. 2 Amp. C)12. 6 VDC 

TUNING RANGE BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: PUSH-BUTTON ADJUSTMENT 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 1. Pull button out. 
WALSCO #2543, 2544, 2588 2. Tune manually to desired station. 

A5 thru A8  GENERAL CEMENT #8290, 8868, 9087 3. Press button in firmly. 
WALSCO #2525, 2528, 2587 4. Repeat for remaining buttons. 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . lmfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC ,, " A5, A6, 
A7, 
A8 

' 

Step 3 is not necessary unless tuner has been tampered with or associated components have been replaced. IF necessary, back 
tuning cores(A9,A10,A11,Al2)out of coils but not out of forms. Repeat step 2. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1000KC Tune to 
Signal, 

Output Meter 
across voice coil. 

A9, 
A10, 

All, Al2 

Adjust for maximum. Repeat steps 2 
& 3 until no further improvement is 
noted. 

With radio installed in car and antenna ful y extended, tune in a weak station near 1000KC and adjust A 8 for maximum output. 

REMOVAL INSTRUCTIONS 
RADIO 

1. Pull off radio knobs. 
2. Use Allen wrench and remove heater knobs. 
3. Use 9/16" wrench and remove nuts from radio control 

bushings. 
4. Remove 3 Phillips screws from each sun visor 

mounting. Remove visors. 
5. Remove 2 Phillips screws from windshield pillar 

mouldings. Remove mouldings. 
6. Remove 7 Phillips screws from upper instrument panel 

reinforcement bracket. Remove 5 Phillips screws from 
upper instrument panel bezel mounting. Remove 
reinforcement bracket. Remove 5 Phillips screws 
from lower instrument panel bezel mounting. Remove 
bezel. 

7. Remove 4 Phillips screws from upper front instrument 
panel. Lift panel and disconnect head-light dimmer 
lead. Remove panel. 

/ 30 
TO I MMF 

SIGNAL o  
GENERATOR  -1 

0--

_ _ _ 

FIG. 1 

r _ _ 
30 I TMMF 

TO 
 1 AN TE N NA 

RECE PTACLE 

8. Use 7/16" wrench and remove radio support mounting 
bolt from upper panel area. 

9. Remove 4 Phillips screws from face plate mountirg. 
Remove plate. 

10. Pull radio out front of instrument panel and disconnect 

antenna lead, speaker leads, and "A" lead. 

SPEAKER  

1. Remove radio (See steps 1 thru 10 above.) 
2. Remove 4 Phillips screws from speaker mounting. 

Remove speaker. 

HOWARD W. SAMS & CO., INC. Indianapolis 6, Indiana 
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220 
mm 

10-75 
mmf 

ANTENNA 

2 

r-

005 

3 

7.50 

*12.6V 
INPUT 
611.2A 

TO INSTRUMENT 
PANEL LAMPS 

RF AMP CONO 

® 2 SA 72 ®2SA72 

60-160mml B 
11V E 

0000 

D°2 I Imfd 
5600 

SW ON 
VOLUME 
CONTROL 

3 

• NOMINAL VALUE MAY VARY 

e See parts list for alternate value or application. 
I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
P. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

" 
°Howard W. Sams & Co, Inc, 1964 
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PARTS LIST AND DESCRIPTION 

TRANSISTORS 

Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 
X6 

2SA72 
2SA72 
2SA72 
NEN54. 
2N176 
2N176 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 
Output 

DS-25 
DS-25 
DS-25 
DS-44 
DS-520 
DS-520 

GE- 1 
GE- 1 
GE- 1 
GE-8 
GE-3 
GE-3 

2N1637 
2N1639 
2N1638 

2N301 
2N301 

PNP 
PNP 
PNP 
NPN 
PNP (Note 1) 
PNP (Note 1) 

• Alternate Type M54. 
Note 1 When replacing, apply silicone grease to both sides of insulator Tighten 

mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 

No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 

MOTOROLA 

PART No. 
AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIA 
B 

C2 
C3 

.500 
•500 
.Neg, 
16 
1.6 

16 
16 

16 
25 

23C40966A02 

23C41928A061 
23C41928A05© 

CRE609A 
CRE601A 

NLW15-25 
NLW2-50 

MT1-11 
MT1-1 

MLV15-25 
BL1160 

TT25X15 
TT50X2 

TL- 1156 
TL- 1201 

(1) Value% varies, replace with original value. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALA8 
PART No. 

DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 220 DI-220 DD-221 LATOT22-S3 CCD-221 GP322 TOTS-T22 
C11 10-75 #20B40944A02 
C12 .005 100V P288N -005 CPR-5000J DPMS6D5 1DP-1-502 PVC -625 6PS-D50 
C13 60-160 #20B40111A0E 
C14 .002 BP D-002 DD-202 BYAIOD2 CCD-202 B-220 5HK-D20 
CI5 .1 100V P288N-1 WMF1P 1 top-2-104 PVC -101 2PS-P 10 
C16 lmfd 3V I.1K-105 HCC3105P HY-135 
Cl7A 250-390 #20C40254A07 
B 220-330 

C18 .002 BPD-002 DD-202 BYATOD2 CCD-202 B-220 5HK-020 
C19 .005 100V P288N-005 CPR-5000J DPMS6D5 1DP-1-502 PVC-825 6P5-D50 
C20 150 N470 TOTCT-T15 
C21 lmfd 3V 1.1K-105 HCC3105P HY-135 
C22 220 DI-220 DD-221 LATOT22-S3 CCE-221 GP322 TOTS-T22 
C23 .01 BPD-01 DD-103 BYATOS1 CCD-103 B-110 5HK-S10 
C24 .01 BPD-01 DD-103 BYAIOS1 CCD-103 B-110 5HK-S10 
C25 lmfd 3V UK-105 HCC3105P BY-135 
C26 .47 3V UK10-404 HCC10474Z HY-330 
C27 .05 100V P288N-05 DPMS2S5 TDP-2-503 PV-215 2PS-S50 
C28 .05 100V P288N-05 DPMS2S5 top-2-502 PV-215 2PS-S50 
C29 .02 BPD-02 DD-203 BYA6S2 CCD-203 B-120 5HK-S20 
C30 .22 100V P288N-22 DPMS2P22 1DP-3-224 PVC-1022 2PS-P22 

otorola Part Number. 
CONTROLS 

All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

MOTOROLA 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS—IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

R2 

Tone 
Volume P. Switch 

Fader 

20K 
10K 
Tap® 
200012 
loon 2W 

18C41958A01 

/ 

18C42001A01 

(1) Alternate Part #18C41957A01 (5000G tap). 

COILS (RF—IF) 

ITEM 
No. 

USE 

REPLACEMENT DATA 

NOTES MOTOROLA 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
L4 
L5 
L6 
L7 

Image Trap(1.3uh 
15E Antenna 
2nd Antenna 
RF 
ose. 
Input IF 
Output IF 

24C40788A05 

1V42000A63 1 

24D40074A17 0 
24D40075A17 (11 

BC-562 

BC-638 
BC-639 

4604 RTC - 8516 T856 
OD Part of MT. 

0 Alt. Part #24D40074A15 

e Alt. Part #24D40075A15 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES 
INDUCTANCE 
(0 CURRENT 

1000—) 

MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L8 1.2 Amp. .4IT TOMH 25D42143A02 

/ 

C-4095 TC-2 TE-154 TY1.7XT ©Alt. Part II 
25D42032A04 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES 
MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

T1 7 1 25D42236A02 

I / 

1 Alt. Part I/25D42045A03 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. SEC. 

T2 dr/ CT 3-4G 25D42235A02 

/ 

(I) Alt. Part #25D42101A03 

MISCELLANEOUS 

ITEM 
No. PART NAME 

MOTOROLA 
PART No. NOTES 

MI Tuner (AT-442) 77D42148A01 
M2 Limiter ( 1N461) 48C40524A02 
M3 AVC ( 1N139) 48C134587 
M4 AF Det. (1N139) 48C134587 
M5 Spark Plate 64A41668A03 
M6 Spark Plate 64A41668A03 

CABINETS 8, CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM 

Dial Scale 
Dial Pointer 

PART No. 

34C41977A01 
52C42219A01 

ITEM PART No. 

Push Buttons 38C41994A01 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 



TRADE NAME : Firestone Model 3-D-8 

SUPPLIER: Firestone Tire & Rubber Company 
1200 Firestone Parkway, Akron, Ohio 

TYPE SET: 6 Transistor Auto-Portable AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery (Auto) 
9 Volt DC (Portable) 

RATING: . 27 Amp. C) 12. 6VDC (or) 
23MA ® 9VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

1. 

2. 

Mate mad! 

ALIGNMENT INSTRUCTIONS 

Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5,A6, A7, A8 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 

INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 

A3, A4 

Adjust for maximum. 

Loosely coupled to 

Loopstick. 
1615KC A5, A6, 

A7 

' 

With radio installed in car and antenna ful y extended, tune in a weak station near 1400KC and adjust Ai3 for maximum output. 

DIAL CORD STRINGING 

5 1/2 
TURNS 

HOWARD W. SAMS ellt CO., INC. Indianapolis 6, Indiana 

C) 1964 Howard W. Sams & Co., Inc. Printed in U. S. of America PD428R 59 



URN 

601 

.01 

BRN 

B"1 
4 

PURPLE 

EXTERNAL SPEAKER 

AMEN NA 

12.6V 
INPUT 
Z70ma 

3 

2.20 

7 112 AMP 

lit AMI' 

O  

15001 

821 

7 V 

SUPPLY UNIT 

7 
POLARITY SOCKET 
.01 .5 

DENOTES CHASSIS 

POLARITY PLUG SHOWN IN 

NEGATIVE GROUND POSITION. 
ROTATE 93. CENE FOR POSITIVE 
GROUND. 

1000Q 

2.00 .02 

270minf 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 
ONoward W. Sams 8 Co., Inc 1964 

01.02 & X3 
TERMINAL GUIDE 

471:0D 

CONY 

O 

VOLTAGES MEASURED 

WITH INTERNAL BATTERY 

* NOT USED IN SOME VERSIONS 

COLOR DOT 

6.5V 

100000 

7V 

OR 

7 7 7 253 

1 4 164 
COLOR DOT COLOR DOT 

LT TERMINAL GUIDE L8 TERMINAL GUIDE 

....„.....-------N. CONTACT IS BROKEN 

± 0 Y 0 5 1  WHEN PLUG IS INSERTED 

DENOTES 0 
GROUND  

II 

SW ON 
VOLUME 
CONTROL 

(DA 500mN 

W TOTAL 

80 

BL 

 • 9V 
SOURCE 

 • 7V 

YEL 

inc 

NC NC 
262 KC 262 KC 

7 V 

VOLUME 

10K 

5 

IF AMP 

O 

6.5V 

47051 

6.7V 

4 

7 V 

V 

1 

NC 

320 

2 

CATRE 

DRIVER OUTPUT 

8 

27001 

I 3G 
6.2V 

002 
BL 

ZIK 

--470047 

3 

7V 

04 TERMINAL GUIDE 

I. Voltage measurements taken with vacuum tube vottmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are front saket On or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for vane readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

X5 & 06 
TERMINAL GUIDE 

GRN 
wH CATH 

10510 .5n 1 

BLUE 

GEN 

in SL 

len 9 V 
8.4V E BRN 

OUTPUT 

FIRESTONE MODEL 3-D-8 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 
X6 

2N640 
2N642 
2N641 
2N591 
2N1184 
2N1184 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 
Output 

DS-25 
DS-25 
DS-25 
DS-26 

GE- 1 
GE- 1 
GE- 1 
GE-2 

2N1637 
2N11339 
2N1638 
2N591 

PNP 
PNP 
PNP 
PNP 
PNP 
PNP 

ELECTROLYTIC CAPACITORS 

ITEM 
No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
FIRESTONE 
PART No. 

AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C lA 
B 
C 

C2 
C3 

• 500 
• 300 
100 
25 
5 

16 
16 
16 
15 
15 

) 20-2653 
20-256 
20-505 

AFH3-00-94.5 

PTT69 
CRE454A 

NLW25-15 
NLW5-15 

MT1-10 
MT1-3 

MLV25-15 
MLV5-15 

FP-300.83 

TT15X25 
TT25X5 

PCLS-3026.0 

• 

TE - 1157.1 
TE - 1152 

• Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C9 #28-800-1L 
C10 .01 50V BPD-01 DD- 103 BYAIOSI CCD-103 B-110 511K-Sil 
C11 .05 TTD-05 CK-503 115 TA- 150 TG-S50 
C12 lmfd 3V UK- 105 HCC3105P HT- 135 
C13 #28-431A 
C14 270 DI-270 DD-271 LAIOT27-C4 CCD-271 GP327 5GA-T27 
C15 #28-461 
C16 .01 50V BPD-01 DD- 103 BYAIOS1 CCD-103 B-110 511K-Sil 
C17 .01 50V BPD-01 DD- 103 BYA 10S1 CCD-I03 B-110 511K-SIO 
C18 .01 50V BPD-01 7'1-103 BYA 10S1 CCD-103 B-110 511K-S10 
C19 .03 100V P288N-03 DO-303 DPMS6S3 1DP-1-303 PVC-613 4PS-530 
C20 .003 DI-3000 DD-302 LA10D3-C4 CCD-302 GP230 5GA-D30 
C21 .01 50V BPD-01 DD-103 BYAIOSI CCD-103 B-110 511K-510 
C22 .5 200V P288N-5 DPMS2P5 2DP-5-504 PVC- 105 2TM-P50 

E Firestone Part Number. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

FIRESTONE 
PART No. 

CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

R1 Volume & Switch ,10K 80A2647 F2-10ISSFS212, 
KR-4, or(AB-15, 
AK-39, KR-4) 

A47- 10K-Z, 
RS-3/ 16, 
SWE - 13 

B13-116, SK-9, 
76-1 or 

Bill, CF6I, 
SS4, GC) * 

UA14A, SD3500, 
US-41 or(RU14A, 
IS1312,SL35,US41) 
or (U18, DS-37, 
US-26) 

• "SNAPTROL" 

COILS ( RF—IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES FIRESTONE 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li RF Choke(6.2uh) 14-6.2 BC-565 4610 RTC-8520 T859 rt Part of M3 
L2 Ant. ICD 
L3 Loopstick 10A2962 
IA RF Choke (6.2uh) 14-6.2 BC-565 4610 RTC-8520 T859 

L5 RF I 
L6 °sc. (D 
L7 Input IF 14-2874 
L8 Output IF 14-2875 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES, 
INDUCTANCE 
10 CURRENT 

1000—) 

FIRESTONE 
PART No. 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L9 270ma .511 10M11 75A6001 C-4095 TC -2 TE-155 TY17XT 

62 



PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES FIRESTONE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

Ti 5: I 75A2796 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES FIRESTONE 
PART No. 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

T2 2411CT 6-811 25A2797 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES FIRESTONE 
PART No. 

GUAM 
PART No. 

SPI 4" PM 6-80 73A2665 

COMPONENT COMBINATIONS 

ITEM 

No. 
USE DESCRIPTION FIRESTONE 

PART No. 
REPLACEMENT DATA 

KI RF Coupling - Bias 15012, moon, 47000, 47K, 89A2583B 
.005mfd, . 015mfd, . 02:mid 

K2 IF Amp. Bias 5600, 56000, 47K, (3) . 05mfd 89A2584B 
K3 AVC 56002, 180mmf 89A2701 
K4 Audio Bias 47011, 82011, 47000, 12K, 27E, 89A2585A 

270K, . 002mfd 

FUSES 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 

FIRESTONE 
PART No. 

LITTELFUSE 
PART No. 

BUSS 
PART No. 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 

MI SFE 7 1/2 12A1912B 30707.5 15507.5 SFE 7 1/2 HME 

BATTERIES 

ITEM 

No. 
VOLTAGE FIRESTONE 

PART No. 

REPLACEMENT DATA 
NOTES 

BURGESS EVEREADY MALLORY 

MS 9V 130 (or AL-1) 635 (or E93) M- 14R (or MN1400) 6 Required 

MISCELLANEOUS 

ITEM 
No. PART NAME 

FIRESTONE 

PART No. NOTES 

M3 
M4 
M5 
M6 

Tuner 
AVC (10D2) 
Del. ( 1GD2) 
Bias ( 10010) 

78B2646 Includes Tuning Coils and Gang 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Dial Glass 
Dial Pointer 

39-99 
84A2930 

ITEM PART No. 

Knob - Tuning, Volume 47-50C 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap     Use BELDEN No. 8681 (3/8 In. ) or 8670 (3/4 In.) 

8
-
C
-
C
 
1
3
C
O
W
 
3
N
O
I
S
3
2
1
1
d
 

63 



TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

Ford Model 3TMF (C3AA-18806) 
(1963 Galaxie) 

Motorola Inc. 
9401 W. Grand Ave., Franklin Park, Ill. 

5 Transistor AM Receiver 

12 Volt Storage Battery 

.6 Amp. ® 12.6 VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7  GENERAL CEMENT # 8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

16I5KC ,, ' 
A5, A6, 
A7 

' 

Step 3 is not necessary unless tuner has been tampered with or associated components have been replaced. IF necessary, back 
tuning cores (AS, A9, A10) out of coils but not out of forms. Repeat step 2. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1000KC Tune to 
Signal, 

Output Meter 
across voice coil. 

AS, A9, 
A10 

Adjust for maximum. Repeat steps 2 
& 3 until no further improvement is 
noted. 

With radio installed in car and antenna fully extended, tune in a weak station near 1000KC and adjust A7 for maximum output. 

REMOVAL INSTRUCTIONS 

RADIO 

1. Pull off knobs. 
2. Use 9/16" wrench and remove 2 nuts from control 

bushings. Remove bezel. Use 9/16" wrench and 
remove 2 nuts from control bushings. 

3. Disconnect "A" lead, antenna lead, and speaker leads. 
4. Use 7/16" wrench and remove nut from back brace. 
5. Remove radio from under instrument panel. 

SPEAKER 

1. Remove 4 wing nuts from each corner of speaker. 
2. Remove speaker from under instrument panel. 

TO 

GENERATOR j   I I  
SIGNAL 0_  

30 
MMF 

30 I 
MMF 

FIG. 1 

TO 
 11 ANTENNA 

RECEPTACLE 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

64 
HOWARD W. SAMS St CO., INC. Indianapolis 6, Indiana 

© 1964 Howard W. Sams & Co., Inc. Printed in U. S. of America P13446 



A
M
C
 
1
3
G
O
W
 
0
1
1
0
1
 

65 



ANTENNA 

3 

NO 

7 

-o 

3 4 5 6 7 8 

Fo— c7- 8-8-1j—B— e— u-8"."8— 

MI TERMINAL GUIDE 

4 
LITERMINAL GUIDE 

• NOMINAL VALUE MAY VARY 

* NOT USED IN SOME VERSIONS 

I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, notional applied. 
3. Measured values are ?ran socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
T. Resistance measurements not given because of the wide variation 

in Internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

wo, = UM 
0Iimmord W. Soms & Co., Inc, 1964 
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PARTS LIST AND DESCRIPTION 

WIRING DATA 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. COILS ( RF—IF) 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 

Bonding Strap   Use BELDEN No. 8661 ( 3/8 In.) or 8670 (3/4 In. ) 
Rear Seat Speaker Extension Cable 

TRANSISTORS 
REPLACEMENT DATA 

ITEM 
No. 

ORIG. 
TYPE 

USE DELCO 
PART No. 

GENERAL 

ELECTRIC 

RCA 
PART No. 

NOTES 

PART No. 

X1 2SA72 RF Amp. DS-25 GE- 1 2N1637 PNP 

X2 2SA72 Cony. DS 25 GE- I 2N1639 PNP 

X3 25.472 IF Amp. DS-25 GE- 1 2N1638 PNP 

X4 2N573 Driver DS-26 GE-2 2N591 PNP 

X5 2N176 Output DS-520 GE-3 2N301 EN!' (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. Tighten 
mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 

N. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
MOTOROLA 
PART No. 

AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIA 
B 
C 

C2 

.500 
• 500 
100 
5 

16 
16 
16 
6 

23C405113A01 

23K565201 

PWH3-00-95 

PTT4 NLW5-15 MTI-3 MLV5-12 

P FP -300. 18 

TT6X5 

PC LS 3026.11 
• 

TE -1084 

• Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIO 5-60 #20B40746A03 

C11 .005 100V P288N-005 CPR-5000J DPMS6D5 IDE -1-502 PVC-625 6 PS-D50 

Cl2A 65-200 020C40254A06 

B 200-330 
C13 .002 BPD-002 DD-202 BYAIOD 2 CCD-202 B-220 5HK-D20 

C14 .05 100V P288N-05 DPMS2S5 1DP -2-503 PVC -215 2PS-050 

C15 lmfd 3V UK-105 HCC3105P HY-135 

C16 .025 TTD-025 C K-253 H4 TA-125 TG -S25 

Ci? 150 11470 10TCS-T15 

C18 .005 100V P288N-005 CPR-5000J DPMS6D5 1DP - 1-502 PVC-625 6PS-D50 

C19 .22 100V P288N-22 DP MS2P22 1DP-3-224 PVC- 1022 2PS-P22 

C20 lmfd 3V UK-105 HCC3105P HY-135 

C21 150 DI-150 DD-151 LA 10T15-S3 CCD-151 GP315 5GA-T15 

C22 .01 BPD-01 DD- 103 BYA 10S1 CCD-103 B-110 5HK-S10 

C29 .47 3V UK10-404 HCC10474Z HY-330 

C24 2.2mfd 3V 1.11C-225 HCC3225P HY-150 

C25 .05 100V P288N-05 DPMS2S5 1DP -2-503 PVC-215 2PS-S50 

C26 .1 100V P48811-1 DF-104 PM4 PI 4DP -3-104 GEM-401 4TM-P10 

If Motorola l'art Number. CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

MOTOROLP 

PART No. 

CENTRALA8 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

Tone 
Volume la Switch 

20E 
10K 
Tap 
soma 

18C41449A03 

ITEM 
N o. USE 

REPLACEMENT DATA 

NOTES MOTOROLA 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
LA 
L5 
L6 
L7 

1st Ant. 
Image Trap 
2nd Ant. 
RF 
Ose. 
Input IF 
Output IF 

/ 
24K565153 

/ 
24C41077A04 

/ 
24D40074A09 
24040075A01 

BC-561 

BC-638 
BC -639 

4602 RTC-8515 T855 

Part of MI or Coll Assembly Part # 1V41000A96 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES 
INDUCTANCE 
10 CURRENT 

I 000 - I 

MOTOROLA 

PART No. 

MERIT 

PART No. 

STANCOR 

PART No. 
THORDARSON 

PART No. 
TRIAD 

PART No. 

L8 600ma .611 13MH 25C40474A02 C-4095 TC-2 TR-154 TY l'TXT 

TRANSFORMER (DRIVER) 

ITEM 
No, 

TURNS 

RATIO 

REPLACEiP.,NT DATA 

NOTES MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCGR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 
Tl 18: 1 25C40473A07 TR-188 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 

REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

T2 50g Tap ® Elg 25C41238A01 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES MOTOROLA 
PART No. 

GUAM 
PART No. 

SPI 6" x 9" PM 8g 50D41723A01 

MISCELLANEOUS 

ITEM 
No. PART NAME 

MOTOROLA 
PART No. NOTES 

MI Tuner (AT-392) 77D41295A01 

M2 AVC ( 1N139) 48C134587 

M3 AF Det. ( 1N139) 48C134587 

M4 Spark Plate 64A41668A02 

M5 Spark Plate 64A41668A02 
Printed Board 84D41358A03 Less all Components 

CABINETS 8t CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Dial Scale 34C41227A01 
Knob - Tuning, Volume IB41722A01 

Knob - Tone, Dummy 36C41719A0I 

ITEM PART No. 

Push Buttons 
Pointer Assembly 

38B41229A01 
1B40939A02 



TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

FORD MODELS 
4TBD (C4DA-18805) 1964 Falcon 
4TBO (C40A-18805) 1964 Fairlane 

The Bendix Corp., Bendix Radio Div. 
Baltimore 4, Maryland 

6 Transistor AM Receiver 

12 Volt Storage Battery 

.68 Amp. ® 12. 6 VDC 

TUNING RANGE: BROADCAST 540 — 1605KC 

1. 

2. 

3. 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8806L, 8869 
WALSCO #2543> 2544, 2588 

A5, A6, A7 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262. 5KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1605KC II 
.. A5, A6, 

A7 

Step 3 is not necessary un ess tuner has been tampered with or associated components have been replaced. IF necessary, back 
tuning cores (A8, A9, A10) out of coils but not out of forms. Repeat step 2. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1000KC Tune to 
Signal, 

Output Meter 
across voice coil. 

A8, A9, 
A10 

Adjust for maximum. Repeat steps 2 
gt 3 until no further improvement is 
noted. 

With radio installed in car and antenna fully extended, tune in a weak station near 1000KC and adjust A7 for maximum output. 

30 
TO I P.1 IMF 

SIGNAL oGENERATCA - • 1( 

0— 

FIG. 1 

30 I 
MMF 

TO 
 ) ANTENNA 

RECE PTACLE 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

REMOVAL INSTRUCTIONS 
RADIO 

1. Pull off knobs. 
2. Use 9/16" wrench and remove 2 nuts from control 

bushings. Remove bezel. Use 9/ 16" wrench and 
remove 2 nuts from control bushings. 

3. Disconnect "A" lead, antenna lead, and speaker leads. 
4. Use 7/ 16" wrench and remove nut from rear brace. 
5. Remove radio from under instrument panel. 

SPEAKER 

1. Remove 4 Phillips screws from speaker grille. 
2. Lift off speaker grille. 
3. Use 3/ 8" wrench and remove 2 metal screws from 

each end of speaker. 
4. Remove speaker from top of instrument panel. 
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ANTENNA 

25-200mmf 

X1 & X3 THRU 55 
TERMINAL GUIDE 

52 TERMINAL GUIDE 

RF AMP 

3 10.3V 

4 220mmf 

E 10.5V 

2200 

19 

10.13V 

Ve•  
39K 

1257 TO 68te 

10.8V 
e See parts list for alternate value or application. 
1. Voltage measurements ta en with vacuum tube voltmeter. 
2. All controls set for norm I operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. SW ON 
7. Resistance measurements not given because of the wide variation VOLUME 

in internal resistance of transistor. CONTROL 

+1 2.6V 
INPUT mon 0 . n 1 
680ma 2 0 0 mml 

TO INSTRUMENT 
PANEL LAMPS 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

with MOM 
OHoword W. Sams & Co., Inc, 1964 

15197 
110OK 
TO 

220K) 

10.8V e 

IF AMP 

7 7 

1 6 4 

14 TERMINAL GUIDE 

262.5 KC 

1.6E1 

4700 

11V 

et3m74 SOURCE 

10.8V 
300 rod SOURCE 

10.6V 
SOURCE 

10.8V 
R30 PART 

262.5 KC 

1E41 6 5  

20E7 

5.5E/ c;i R5E7 

45K 

TAP N 
1 OK 

15 TERMINAL 

GUIDE 
10.8V 

A 

10.8v TONE 

1 0 OK 

VOLUM 

2ND AF AMP OUTPUT 

®2N1227 

C 9.2V We C 
1.50Q 1.3V j 

1220629-12 la 
E THERMISTOR c' . 70.7 

CI 11:1 11)110 COLD '+8 1.30 

1 

1111111i U U U X6 TERMINAL GUIDE 
1 2 3 4 5 6 7 8 

MI TERMINAL GUISE 

1ST AF AMP 

2.7meg 
Q. 7meg TO 6.8meg 

FORD MODELS 4TBD, 4TBO 



A Howard W. Sams CIRCIJITRACC Photo 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 
WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE USE 

REPLACEMENT DATA 
BENDIX 

PART No. NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

XI 
X2 
X3 
X4 
X5 
X6 2N1227 

RF Amp. 
Conn. 
IF Amp. 
1st AF Amp. 
2nd AF Amp. 
Output 

DS 25 
DS-25 
DS 25 
DS-26 
DS 44 
DS 520 

GE- 1 
GE 1 
GE- 1 
GE-3 
GE 8 
GE 3 

2N5637 
2N1639 
2N1638 
2N591 

2N301 

2091241-15A 
2091241-13 
2091241-14 
2090924- BA 
2092609-2 
2091859-8 

PNP 
PNP 
PNP 
PNP 
NPN 
PNP (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. Tighten 

mounting screws securely. ELECTROLYTIC CAPACITORS 
RATING 

ITEM 

No. 

REPLACEMENT DATA 

CAP. VOLT. 
BEND1X 
PART No. AEROVOX 

PART No. 

CORNELL-
DIMMER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIA • 400 16 
B • 300 16 

C2A 500 3 
B 50 3 

• Not normally in distributor's stock. 
Available thru distributor on order to manufacturer . FIXED CAPACIT 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

C ORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C8 220 D1-220 DD-221 LAIOT22 -S3 CCD-221 GP322 IOTS-T22 
C9 .005 BPD • 005 DD-502 BYAIOD5 CCD-502 B-250 5HK-D50 
CIO 25-200 02091504-6 
C11 .01 BPD-01 DD- 103 BYA 10S1 CCD-103 B-110 5HK-S10 
C12 .0082 100V 1 1288N-008 CPR-8200J DPMS6D82 6DP-2-822 PVC-628 6PS-D82 
C 13A 300-400 0219092-28 

B 180 
C 325-390 

C14 .01 100V BE2S1 CPR- 10000J WMF1S1 IDP-1-103 PV-211 4PS.S10 
C15 82 NI500 02091700 33 (I) 
C16 . I 10V TTD-1 CE-104 H6 TA -010 TG-P10 
C17 .05 100V P288N..05 DPIVIS2S5 1DP 2-503 PV-215 2PS-S50 
C18 330 DI-330 DD-331 LA 10T33 -C4 CCD 331 01333 IOTS-T33 
C19 .01 BPD-01 DD. 103 BYA 10S I CCD .-103 B-110 5HK-S10 
C20 .005 BPD-005 DD -502 BYAIOD5 CCD •502 B-250 SHE D50 
C21 .1 10V TTD-1 UK - 104 H6 TA 010 TG-P10 
C22 .05 100V P288N .05 DPMS2S5 1DP-2 503 PV-2I5 2PS-S50 
C23 
0 sari.,,a.. 

.1 10V 
n....., ,1......... ...nu.,  .... . ... • 

TTD 1 
• • 

UK 104 
— 

H6 TA 010 TG-P10 

.çpi luxactvalue oeterminen by Production. Replace with oirginal value. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST. 

ANCE 

REPLACEMENT DATA 

BENDIX 
PART No. 

CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 

PART No. 

MALLORY 

PART No. 

ROA 
B 

Tone 
Volume 8t Switch 

100K 
40K Tap 
0 10K 

2092097-6® 

-4 usen in Model 4 THU. 

2092983-1 PWH2-02-08 

2092246 1 BCD3X 50050 

PFP 300.65 

PET-290 

TVLS-2174. 

VLS..2116. 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES BE NDIX 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li Ant. 
L2 RF 2090131-66a) 
L3 One. 
L4 Input IF 2093163-2 
L5 Output IF 2093164-2 

(1) RCC Tuner. GIC Tuners use Part 02090131-64. 

CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) DC RES. 

INDUCTANCE 
(0 CURRENT 

1000-) 

BENDIX 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No . 

THORDARSON 
PART No. 

TRIAD 
PART No. 

LO 680rna .12 1.2MH 2092050-1 C-4095a) TU -1 (L  TR.-159 (D TY16XT(I: (DFabricate Mtg. 

TRANSFORMER AUDIO OUTPUT 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES BE NDIX 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No . 

TRIAD 
PART No. PR). 

Ti 120 Tap® en 2092138-6 TR-164 

A 

ITEM 
No. TYPE 

REPLACEMENT DATA 

NOTES BENDIX 
PART No. 

OUAM 
PART No. 

SPI 5" x 7" PM 811 2092988-0701 

1 
(D Part 02092051-1 used in Model 4THO 

72 



1605KC 62 5KC I OOKC 262.5KC 1000KC 

PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor chock Sams COUNTER FACTS for the most up-to-date replacement. 

MISCELLANEOUS 
ITEM 
No. PART NAME 

BE NDIX 
PART No. NOTES 

MI Tuner (RCC) 2093177-4 Complete, Model 4TRD 
Tuner (GIC) 2093177-2 Complete, Model 4THD 
Tuner (RCC) 2092753-12 Complete, Model 4TBO 
Tuner ( IC) 2092753-10 Complete, Model 4TBO 

M2 AVC 2092055-1 
M9 AF Del. 2092055-1 
M4 Spark Plate 220267-2$ 200mmi 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis á Color) 

ITEM PART No. 

MODEL 4TBD  

Escutcheon 81 Dial Glass 
Dial Glass 
Knob - Tuning, Volume 
Knob - Tone, Dummy 
Push Button 

2092717-1 
2093175-1 
2092989-0501 
2D92990-0001 
2093178-1 

ITEM PART No. 

MODEL 4TBO  

Escutcheon 8, Dial Glass 
Dial Glass 
Knob - Tuning, Volume 
Knob - Tone, Dummy 
Push Hutton 

2092718-1 
2093203-1 
2092034-2 
2092988-1 
2092045-2 
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2. 

3. 

PH0T0FACT® with CIRCUITRACe 

«do «AO 

TRADE NAME: 

SUPPLIER: 

TYPE SET 

POWER SUPPLY: 

RATING: 

Ford Model 4TMF (C4GA-18806) 
(1964 Galaxie) 

Motorola Inc. 
9401 W. Grand Ave., Franklin Park, Ill. 

5 Transistor AM Receiver 

12 Volt Storage Battery 

40 Amp. C)12. 6VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 

(400% Mod.) 
High Freq. 
End Stop, 

Output Meter 

across voice coil. 
Al, A2, 
Al, A4 

Adjust for maximum. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1615KC ,, " A5, A6, 
A7 

" 

Step 3 is not necessary un ess tuner has been tampered with or associated components have been replaced. IF necessary, back 
tuning cores (A8, A9, A10) out of coils but not out of forms. Repeat step 2. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1000KC Tune to 
Signal, 

Output Meter 
across voice coil. 

A8, A9, 
A10 

Adjust for maximum. Repeat steps 2 
& 3 until no further improvement is 
noted. 

With radio installed in car and antenna fully extended, tune in a weak station near 1600KC and adjust A7 for maximum output. 

REMOVAL INSTRUCTIONS 
RADIO 

1. Pull off knobs. 
2. Use 9/16" wrench and remove 2 nuts from control 

bushings. Remove bezel. Use 9/ 16" wrench and 
remove 2 nuts from control bushings. 

3. Disconnect "A" lead, antenna lead, and speaker leads. 
4. Use 7/16" wrench and remove nut from back brace. 
5. Remove radio from under instrument panel. 

SPEAKER 

1. Remove 4 wing nuts from each corner of speaker. 
2. Remove speaker from under instrument panel. 

30 TO I MMF 
GSENI GN ERA TOR °- «1 I ( 

30 I 1-141114f i 
FIG. 1 

TO    ANTENNA   RECEPTACLE 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 
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262KC 262KC 

PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS fer the most up-to-dote replacement. 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 

PART No. 

X1 
X2 
X3 
X4 
X5 

2SA72 
2SA72 
2SA72 
M54 
2N176 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 

DS-25 
DE-25 
DS-25 
DS-44 
DS-520 

GE-1 
GE-1 
GE I 
GE-8 
GE-3 

2N1637 
2N1639 
2N1638 

2N301 

PNP 
PNP 
PNP 
NPN 
PNP (Note if 

Note 1. When replacing, apply silicone grease to both sides of insulator. Tighten 

mounting screws securely. 

ELECTROLYTIC CAPACITORS 

RATING REPLACEMENT DATA 

ITEM MOTOROLA CORNELL- GENERAL GENERAL MALLORY SPRAGUE 

No. CAP. VOLT. PART No. 
AEROVOX 

PART No. 

DUBILIER 
PART No. 

ELECTRIC 
PART No. 

INSTRUMENT 
PART No. 

PART No. PART No. 

C IA a 500 16 23C41979A0 I PW112-02-40 PFP200.65 PCLS-2177 . 

13 • 500 16 
C2 16 16 23C41928A06 CRE609A NLW 15-25 MT1-11 MLV 15-25 TT25X 16 TL-1156 

C3 1.6 25 23C41928A05(1) C RE601A NL W2 50 MT1-1 BL1160 TT50X2 TL .1201 

Value Varies. Replace with original Value. 
• Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

R ATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 5-47 #201340748A05 

Cil .005 100V P288N-005 CPR-5000J DPMS6D5 1DP-1-502 PVC-625 695-D50 

C I2A 65-200 1120C40254A05 

13 200-330 
C13 .002 BPD-002 DD-202 BYAIOD2 CCD-202 B-220 5HK-D20 

C14 .5 100V BE2P5 DPME2P5 1DP-4-504 PVC-105 298-PEO 

C15 lmfd 3V UK-105 HCC9105P HY-135 

C16 .025 TTD-025 CK-259 H4 TA- 125 TG-S25 

Cl? 150 N750 N750-DI 150 DTN-150 CIOT15U CCTN-151 CN7-3I5 10TCU-T15 

M
i
l
t
 
1
3
0
0
W
 
0
2
1
0
d
 

75 



ANTENNA 

6 5 4 3 2 I 

MI TERMINAL GUIDE 

2 3 

1.4 TERMINAL GUIDE 

• NOMINAL VAWE MAY VARY 

G See parts list for alternate value or application. 
1. Voltage measurements taken with vacuum tube voltmeter. u 400ma .8t1 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. TO INSTRUMENT 
7. Resistance measurements not given because of the wide variation PANEL LAMPS 

in internal resistance of transistor. 

XI, X2, 6X3 x4 TER•INAL * TERMINAL GUIDE 
TERMINAL GUIDE GUI DE 

16 TERMINAL GUIDE 

vii 6V cm®   

SW ON 
VOLUME 

CONTROL 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

ekHoword W. Sams & Co, Inc, 1964 

0 
VOLUME 

1014 
TAP 6 5000O 

± 47 

I  (DA TONE 
20K 

/1891 
/1891 

500m10 

12V 

SOURCE 

toy 

SOURCE 

10V 

10V 

9.2V 

IF AMP 

0 2SA72 

OUTPUT 

02N176 

11.2V 

262KC 

3 

L7 TERMINAL GUIDE 

R30 PART Il7K739323 
.68/1 1W ROT PART 117C40259A02 

R32 PART 117640754A02 
R33 PART /17E40756AM 

12V 

FORD MODEL 4TMF 

10V 



FORD MODEL 4TMF 

0404d .3DVd1111D211) sums •pA pomoil y 

DAME 

91/ 
DM5191 



PARTS LIST AND DESCRIPTION (CONTINUED) 
FIXED CAPACITORS (cont) 

ITEM 
No. RATING REMARKS REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C18 .005 100V P28821-005 CPR-5000J DPMS6D5 1DP-1-502 PVC-625 6PS-D50 
C19 .22 100V P288N- 22 DP MS2P22 1DP-3-224 PVC- 1022 2PS-P22. 
C20 lmfd 3V UK- I05 HCC3105P HY-135 
C21 150 D1-150 DD- 151 LAIOT15-S3 CCD-151 GP315 5GA-T15 
C22 .01 BPD-01 DD-103 BYAIOSI CCD-103 B-110 5HK-SIO 
C23 .47 3V UKI0-404 HCCI0474Z HY-330 
C24 .1 100V P288N-1 WMFIP1 1DP-2-104 PVC-101 2PS-P10 
C25 .033 100V BE4S33 WMF1S33 1DP -1-333 PVC-1133 4PS-833 

# Motorola Part Number. 
CONTROLS 

All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

MOTOROLA 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

R IA 
B 

Tone 
Volume & Switch 

20K 
10K Tap 
® 5cloon 

18C41449A03 

RESISTORS (Power and Special) 

ITEM 

No. RATING 

REPLACEMENT DATA 
ITEM 

No. 
RATING 

REPLACEMENT DATA 

IRC 
PART No. 

WORKMAN 
PART No. 

REMARKS IRC 
PART No. 

WORKMAN 
PART No. 

REMARKS 

R31 750 4W PW5-75 5W-SQ-75 

COILS ( RF-IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES MOTOROLA  
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
L4 
L5 
L6 
L7 

lot Ant. 
bd Ant. 
Image Trap ( 1.3u1)24C40788A05 
RF 
°sc. 
Input IF 
Output IF 

(1) 
(I) 

24C41077A05 e 
ij.) 

24D40074A16 e 
24D40075A16 ® 

BC-562 

BC -638 
BC-639 

4604 RTC-8516 T856 

1 Part of M1 or Coll 
Ass'y. Part M1V41000A96 
® Includes C16, R13,1114, 
R15. 
® Alternate Part 

1124040074A15. 
(4) Alternate Part 

#24040075A15. 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES. 
INDUCTANCE 
10 CURRENT 

I 000 - I 

MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No 

THORDARSON 
PART No 

TRIAD 
PART No 

L8 40Orna .80 11ME 25042032A01 C 4095 TC-2 TR-154 TY17XT 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

Ti 15 I 25D42045A06 TR-187 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. 

T2 4012 Tap® 851 25C41878A01 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 
OUAM 

PART No. 

SP 1 6" x 9" PM 812 50D41723A01 

MISCELLANEOUS 

ITEM 
No. PART NAME 

MOTOROLA 
PART No. NOTES 

MI Tuner (AT-456) 77D41295A03 
M2 AVC ( 1N139) 48CI34587 
M3 Det. ( 1N139) 48C134587 
M4 Spark Plate 64A41668A02 
M5 Spark Plate 64A41668A02 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis á Color) 

ITEM PART No. 

Dial Scale 
Knob - Tuning, Volume 
Knob - Tone, Dummy 

34C41776A01 
1042286A01 
36C41719A01 

ITEM PART No. 

Push Buttons 
Pointer Assembly 

38B41229A01 
52C420132A05 

WIRING DATA 

General-use Unshielded Nook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 
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TRADE NAME : 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

Ford Models: 
4TMS(C4SA-18806-.1), 
4TMS (F) (C4SA-18806-1I) 
(1964 Thunderbird) 
Motorola Inc. 
9401 W. Grand Ave., Franklin Park, 111. 

5 Transistor AM Receiver 

12 Volt Storage Battery 

.44 Amp. ® 12.6 VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

1. 

2. 

3. 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, AS, A7  GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

PUSH-BUTTON ADJUSTMENT 

1, Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(4001, Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 

A3, A4 

Adjust for maximum. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1615KC " ' AS, A6, 
A7 

" 

Step 3 is not necessary un esa tuner has been tampered with or associated components have been replaced. IF necessary, back 

tuning cores (A8, A9, A10) out of coils but not out of forms. Repeat step 2. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1000KC Tune to 
Signal. 

Output Meter 
across voice coil. 

A8, Al, 
A10 

Adjust for maximum. Repeat steps 2 
8z 3 until no further improvement is 
noted. 

With radio installed in car and antenna fully extended, tune in a weak station near 1600KC and adjust A7 for maximum output. 

I 30 
TO I WO' 

SIGNAL 0  
GENERATOR - - e-

0-- 

- - —a 

30 I 
•I" ARM F 

FIG. 1 

TO 
 ) ANTENNA 

RECEPTACLE 

REMOVAL INSTRUCTIONS 
RADIO 

1. Pry off the right side console molding. Remove the 
right console molding retainers. 

2. Remove 2 Phillips screws from right side instrument 
panel chrome molding. 

3. Remove 4 Phillips screws and 2-7/16" bolts from 
lower finish panel. Pull finish panel away from 
instrument panel. Remove 3 Phillips screws from 
upper finish panel and remove panel. 

4. Pull off knobs. 
5. Use 9/16" wrench and remove nuts from control 

bushings. 

6. Remove trim plate. 
7. Repeat step 5. 
8. Use 7/ 16" wrench and remove bolts from rear braces. 
9. Disconnect "A" lead, antenna lead and speaker leads. 

10. Remove radio through right side. 

SPEAKER  

L Remove the 4 knobs and 4 Phillips screws from clock 
housing and position the clock housing down and out of 
the way. 

2. Remove 4 wing nuts from speaker mount. 
3. Remove speaker through clock opening. 
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MINNA 

-(5 

M1 TERMINAL GUIDE 

6 5 4 3 2 1 

COLOR 
DOT 

XI. X2 & 03 X4 TERMINAL X3 TERMIt4AL GUIDE 
TERMINAL GUIDE GUIDE 

4 
1 

14 TERMINAL GUI DE 

• NOMINAL VALUE MAY VARY 

e See parts list for alternate value or application. 
1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed trono bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internai resistance of transistor. 

• 12.6V 
INPUT 
440ma.u____i  

TD INSTRUMENT 
PAWL LAMPS 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

w"hatEREE1311 
OHoword W. Sams 6, Co., Inc, 1964 

LA TERMINAL GUIDE 

737 

1 6 4 

1.7 TERMINAL GUIDE 

a 
  000 

.8G 

SW ON 

VOLUME 

CONTROL 

/7717 

3300 

(DB 
VOLUME 

18E 
TAP A 2200U 

X0mfd 

12V 

SOURCE 

9.8V 

SOURCE 

• 

9 8V 

• DRIVER 

01454 

R29 PART /MA0259402 
R30 PART /17813754102 

R31 PART 117K739323 
R32 PART /17840756A01 

FORD MODEL 4TMS(F) 

IF AMP 

®25A72 

OUTPUT 

®2N176 

1/.2V 

12V 

262KC 

CATH 

REAR SEAT SPEAKER 

FADER 
1000 2I1 

9.8V 

TO CONTER TAP 
OF 72 

USED IN MODEI. 
WAS ONLY. 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 

REM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-44 
DS-520 

GE- 1 
GE- 1 
GE- 1 
GE-8 
GE-3 

2N1637 
2N1639 
2N1638 

2N301 

2SA72 
2SA72 
2SA72 
M54 
2N176 

PNP 
PNP 
PNP 
NPN 
PNP (Note 1) 

Note 1 When replacing, apply silicone grease to both sides of insulator 
Tighten mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 
No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
MOTOROLA 
PART No. 

AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 

PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C lA 
B 

C2 
C3 

is 500 
• 500 
16 
1.6 

- -• 

16—\23C41979A01 
16 _/ 
16 
25 

23C41928A06 (1) 
23C41928A05 ® 

PWH2-02-04 

CRE609A 
CRE601A 

NLW15-25 
NLW2-50 

MT1-11 
MT1-1 

MLV15-25 
BL1160 

PFP-200.65 

TT25X15 
TT50X2 

PCLS-2177. 

TL- 1156 
TL- 1201 

normaily in s ri tor s stock. Available thru distribt 
D  Value varies. Replace with original value. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

A ERO VOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CO 470 BPD-00047 DD-471 BYA10T47 CCD-471 B-347 lOTS-T47 
C10 10-75 #20B40746A04 
C11 .005 100V P288N-005 CPR-5000J DPMS6D5 1DP-1-502 PVC-625 6PS-D50 
Cl2A 65-200 D #20C40254A06 
B 240-350 

C 13 .002 BPD-002 DD-202 BYA 10D2 C C D-202 B-220 5HK-D20 
C14 .5 100V BE2P5 DPMS2P5 1DP-504 PVC- 105 2PS-P50 
C 15 lmfd 3V UK- 105 HCC3105P HY-135 
C16 .025 TTD-025 CE-253 114 TA- 125 TG-S25 
C17 150 N470 10TCT-T15 
C18 .005 100V P288N-005 CPR-5000J DPLYIS6D5 1DP - 1-502 PVC-625 6PS-050 
C19 .22 100V P288N-22 DPMS2P22 1DP-3-224 PVC-1022 2PS-P22 
C20 lmfd 3V UK- 105 HCC3105P HY-135 
C21 150 Note 1 DI- 150 DD- 151 LA10T15-S3 CCD-151 GP315 5GA-T15 
C22 .01 BPD-01 DD- 103 BYA10S1 CCD-103 B-110 511K-S10 
C23 .47 3V Note 1 UK10-404 HCC10474Z HY-330 
C24 .1 100V P288N-1 WMF1P 1 1D P-2-104 PVC- 101 2PS-P 10 
C25 .05 100V Note 1 P288N-05 DPMS2S5 1DP-2-503 PVC-215 2PS-S50 

Note 1. Value varies. Replace with original value. 
# Motorola Part Number. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST. 

ANCE 

REPLACEMENT DATA 

MOTOROLA 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS—IRC 

PART No. 

MALLORY 

PART No. 

R1A 
B 

R2 

Tone 
Volume & Switch 

Fader 

20K 
10K Tap 

® 2200R 
1000 21V 

18C41989A01 

18B41999A01 

COILS (RF—IF) 

ITE 
No.M  USE 

REPLACEMENT DATA 

NOTES MOTOROLA 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 

PART No. 

WORKMAN 

PART No. 

Li 
L2 
L3 
L4 
L5 
L6 
L7 

lot Ant. 
2nd Ant. 
Image Trap(1.3uh 
RF 
Ose. 
Input IF 
Output IF 

CD 
/ 

24C40788A07 
24C41077A05 (g) 
/ 

24D40074A17 ® 
24040075A17 ® 

BC-561 

BC-638 
BC-639 

4602 RTC-8515 T855 

TE638 

(D Part of M1 or Coll 
A ss' y. # 1V41000A96 

(Z) Includes C16,R13, R14 
R15. 

(DAIL Part #24040074A15 
®Alt. Part #24D40075A15 

CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES 
INDUCTANCE 
10 CURRENT 

1000 — 1 

MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L8 .44 Amp. .82 11MH 25D42032A02 C-4095 TC-2 TR-155 TY17XT 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART Nin. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 
Ti 15 1 25D42045A02 

TRANSFORMER AUDIO OUTPUT 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. 

T2 4013 Tap® 812 25D42101A02 
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1000KC 1000KC 

I A3 1 A4 1 
262KC 262KC 

Al 
1615KC 1615KC 

PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your kcal distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 

GUAM 
PART No. 

SP1 4" s 10" PM 8S1 50D42472A01 410A2Z8 

ITEM 
No. 

PART NAME 

MOTOROLA 

PART No. NOTES 

MI 'Tuner 77D42095A01 AT-441 Model 4TMS(F) 

Tuner 77D42095A02 AT-463 Model 4TMS 

M2 AVC 48C 134587 1N139 

M3 AF Det. 48C134587 1N139 

M4 Spark Plate 64A41668A03 

M5 Spark Plate 64A41668A03 

CABINETS & CABINET IAKI 

(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Knob - Tuning, Volume 
Knob - Tone, Fader 
Push Button 

361342471A01 
36C41992A01 
381341993A01 

ITEM PART No. 

Dial Glass 
Dial Scale 
Pointer Assembly 

61C41954A01 
34C 41970A01 
52C42062A04 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN Na. 8530 (Solid) Available M 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 
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PHOTOFACT® with CIRCUITRACE 1̀'-) 

• 
••• «. 

«. 
• gm' 

TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

Mercury Models: 
3TME (C3GA-18806) (1963 Comet) 
3TMY (C3YA-18806) (1963 Meteor) 

Motorola Inc. 
9401 W. Grand Ave., Franklin Park, III. 

5 Transistor AM Receiver 

12 Volt Storage Battery 

.6 Amp. 012. 6VDC 

TUNING RANGE:BROADCAST 540 — 1615KC 

:ekke 

ALIGNMENT INSTRUCTION 
Check for specified source voltage. 

Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, Al GENERAL CEMENT #8290, 8868, 9087 

WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING  

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400'1 Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 

A3, A4 
Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC ' " A5, A6, 
Al 

" 

Step 3 is not necessary un ess tuner has been tampered with or associated components have been replaced. IF necessary, back 
tuning cores (A8, A9, A10) out of coils but not out of forms. Repeat step 2. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1000KC Tune to 
Signal, 

Output Meter 
across voice coil. 

A8, A9, 
A10 

Adjust for maximum. Repeat steps 2 
gi 3 until no further improvement is 
noted. 

With radio installed in car and antenna fully extended, tune in a weak station. near 1000KC and adjust A7 for maximum output. 

REMOVAL INSTRUCTIONS 
RADIO 

1. Pull off knobs. 

2. Use 9/16" wrench and remove nuts from control 
bushings. 

2A. Remove radio trim plate. 
2B. Use 9/16" wrench and remove nuts from control 

bushing. 

3. Disconnect "A" lead, antenna lead and speaker leads. 
4. Use 7/ 16" wrench and remove nut from rear bracket. 
5. Remove radio from under instrument panel. 

SPEAKER  

1. Remove 4 Phillips screws holding speaker grille. 
2. Lift speaker grille up. 
3. Use 3/8" wrench and remove metal screws from 

speaker mounting. 
4. Lift speaker out top of instrument panel. 
5. Disconnect speaker leads. 

I 30 
TO I WAR 

I ( 
SIGNAL o  

GENERATOR 

0— j 

To 
 —7. 

- -,- RECEPTACLE ANTENNA 

30 , 
MINF I 

FIG. I 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

HOWARD W. SA M S & CO., INC. Indianapolis 6, Indiana 
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ANTENNA 

5mfd 47000 

10.6 V 

65-200mmf 

3 4 5 6 7 8 

0 

1 4 

14 TERMINAL GUIDE 

• NOMINAL VAWE MAY VARY 

* NOT USED IN SOME VERSIONS 

1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

w'h KI=51 
0Howard W Some 8. Co, Inc. 1964 

RF AMP 
®25A72 

C ov  

10V 

10.2V E 

10.6V 

MI TERMINAL GUIDE 

GIMMICK 

10.6V 
• 

KEY 

COLOR 
DOT 

Xl, 02603 04 TERMINAL 
TERMINAL GUIDE GUIDE 

16 TERMINAL GUIDE 

CONY 

0 2SA72 

200-333m ere 

150mmf N470 • 

05 TERMINAL GUIDE 

12V 
SW ON 

0 VOLUME 

-712. 6V 0 mal im CONTROL 
INPUT -•-----....--, 

/TM 
• 600ma .60 

TO INSTRUMENT 
PANEL LAMPS   

/71,17 

O 8 
VOLUME 

TAP N 5000Q 

• 

6110 

A 

f1891 

500mfd 

1 

12V 

SOURCE 

10.6V 

SOURCE 

262 KC 

2F> 

u 

380 

70.6V 

lmfd 

.22 

IF AMP 
0 2SA72 

OV 

9V 

9.2V E — 

10.6V 

AlLw eL 
10.6V 

563062 

150mmf 

262KC 

7 7 7 

1 6 4 

L7 TERMINAL GUIDE 

IN139 56600 

>17 CATE 

1N159 

.01 

DRIVER 
®2N 573 

OUTPUT 
(92N176 

URN 11v 

• 5.60 

e3.7Q f•D 
750 

C 1V 

MERCURY MODELS 3TME, 3TMY 

33. 
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PARTS LIST AND DESCRIPTION 

Rear Seat Speaker Extension Cable   
Bonding Strap   

WIRING DATA 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. COILS RF-IF) 
General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 

8524 (Stranded) Available in 12 Colors 
Shielded Hook-up Wire   Use BELDEN No. 8885 

Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Use BELDEN No. 8661 (3/8 In. ) or 8670 (3/4 In.) 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 

2SA72 
2SA72 
2SA72 
2N573 
2NI76 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-26 
DS-520 

GE- 1 
GE - 1 
GE - 1 
0E-2 
GE -3 

2N1637 
2N1639 
2N1638 
2N591 
2N301 

PNP 
PNP 
PNP 
PNP 
PNP (Note 1) 

No e 1. When replacing, apply silicone grease to both sides of insulator. Tighten 
mounting screws securely. 

ELECTROLYTIC CAPACITORS 
RATING REPLACEMENT DATA 

ITEM MOTOROLA CORNELL- GENERAL GENERAL 
No. CAP. VOLT. PART No. AEROVOX 

DUBILIER ELECTRIC MALLORY SPRAGUE 
PART No. 

PART No. PART No. 
INSTRUMENT 
PART No. 

PART No. PART No. 

CIA • 500 16 23C40516A01 PWH3-00-95 PFP -300.18 PC LS. 3026.11 
B • 500 16 v. 

C 100 16 
C2 5 6 23K565201 PTT4 NLW5-15 MT1-3 MLV5-I2 TT6X5 TE-1084 

Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 5-60 #20B40746A03 (1) 

C11 .005 100V P288N-005 CPR-5000J DPMS6D5 1DP - 1-502 PVC -625 6 PS -D 50 
Cl2A 65-200 #20C40254A0k 
B 200-330 

C13 .002 BPD-002 DD-202 BYA 10D 2 CCD-202 B-220 5HK-D20 
C14 .05 100V P288N-05 DPMS2S5 1DP -2-503 PVC-215 2PS -S50 
C15 lmfd 3V UK-105 HCC3105P HY-135 
C16 .025 TTD-025 CK-253 H4 TA- 125 TG-S25 
Cl? 150 N470 10TCS-T15 
C18 .005 100V P288N-005 CPR-5000J DPMS6D5 1DP -1-502 PVC-625 6 PS-D50 
C19 .22 100V P288N-22 DPMS2P22 IDP-3-224 PVC-1022 2P5-P22 
C20 lmfd 3V UK-105 HCC3105P HY-135 
C21 150 DI- 150 DD-151 LAIOT15-S3 CCD-15I GP3I5 5GA-TI5 
C22 .01 BPD-01 DD- 103 BYA 10S1 CCD-103 B-110 5HK-SIO 
C23 .47 3V UK10-404 HCC10474Z HY-330 
C24 2.2mfd 3V UK-225 HCC3225P HY-150 
C25 .05 100V P288N-05 DPMS2S5 1DP -2-503 PVC-215 2PS-S50 
C26 .1 100V P488N-1 DF-104 PM4P1 4DP-3-104 GEM-401 4TM-P10 

Model 3TME uses 10-75mmf Part 1120B40747A02) CONTROLS 
O Motorola Part Number, 

All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

MOTOROLA 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

R1A 
B 

Tone 
Volume & Switch 

20K 
10K Tap 
®5K 

1OC41341A01 

/ 

(1) Model 3TME. Part If 18C41449A01 used in Model 3TMY. 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES MOTOROLA 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

LI 
L2 
L3 
IA 
L5 
L6 
L7 

Sut Ant. 
Image Trap 
2nd Ant. 
RF 
Osc. 
Input IF 
Output IF 

/ 
24K565153 

/ 
24C41077A04 

/ 
24D40074A09 
24D40075A01 

BC-561 

BC-638 
Bd -639 

4602 RTC-8515 T855 

,(DI Part of M1 or Coil Assembly Part 01V41000A96 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 

(Measured) 
DC RES. 

INDUCTANCE 
(0 CURRENT 

1000-) 

MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No . 

TRIAD 
PART No. 

LO 1300ma .611 I3MH 25C40474A02 C-4095 TC-2 TR-154 TYI7XT 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 
RATIO 

REPLACEMENT DATA 

NOTES 
MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. SEC. 

TI 18 1 25C40473A06 TR.-188 

TRANSFORMER AUDIO OUTPUT 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

T2 5011 Tap ® till 25C41238A01 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 
GUAM 

PART No. 

SP1 5" x 7" PM 6-8i1 
5" x 7" PM 6-812 

50D40952A02 
50040952A01 

Model 3TME 
Model 3TMY 

MISCELLANEOUS 

ITEM 
No. PART NAME 

MOTOROLA 
PART No. NOTES 

M1 Tuner (AT-421) 77D40710A06 Model 3TME 
Tuner (AT-422) 7'TD40795A03 Model 3TMY 

M2 AVC (1N139) 48C 134587 
M3 Detector (1N139) 48C 134587 
M4 Spark Plate 64A41668A02 
M5 Spark Plate 64A41668A02 

Printed Board 84D41358A03 Less all Components 

(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

KNOB 

Volume, Tuning - Model 3TME 36B40072A01 
Volume, Tuning - Model 3TMY 1.1340948A01 
Tone, Dummy - Model 3TME 36B562974 
Tone, Dummy - Model 3TMY 36C40950A01 

ITEM PART No. 

Dial Scale - Model 3TME 
Dial Scale - Model 3TMY 
Push Button - Model 3TME 
Push Button - Model 3TMY 

34C40708A03 
34C40709A03 
36B40827A02 
36B40743A01 



TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

PHOTOFACT® with CIIRCUITRACE® 

Mercury Model 4TBM (C4MA-18805) 
(1964 Mercury) 

The Bendix Corp., Bendix Radio Div. 
Baltimore 4, Maryland 

6 Transistor AM Receiver 

12 Volt Storage Battery 

.68 Amp. C)12. 6VDC 

TUNING RANGE: BROADCAST 540 — 1605KC 

1. 

2. 

3. 

II ""ae-W;SIMniie 
ALIGNMENT INSTRUCTIONS 

Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7  GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262. 5KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1605KC " , A5, AS, 
A7 

' 

Step 3 is not necessary unless tuner has been tampered with or associated components .have been replaced. IF necessary, back 
tuning cores (A8, A9, A10) out of coils but not out of forms. Repeat step 2. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1000KC Tune to 
Signal, 

Output Meter 
across voice coil. 

A8, A9, 
A10 

Adjust for maximum. Repeat steps 2 
& 3 ultil no further improvement is 
noted. 

With radio installed in car and antenna fully extended, tune in a weak station near 1000KC and adjust A7 for maximum output. 

30 
TO I WIMP 

SIGNAL o  
GENERATOR - 

0-1 
30 I 
MNIF 

FIG. 1 

TO 
ANTENNA 
RECE PTACLE 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

REMOVAL INSTRUCTIONS 
NOTE: To replace transistors, remove radio. 

RADIO 

1. Pull off knobs. 

2. Use 9/ 16" wrench and remove nuts from control bushings. 
3. Disconnect "A" lead, dial lamp lead & ant. lead. 
4. Use 7/16" wrench and remove nut from rear of radio. Dislodge 

brace bracket. 
5. Remove radio from under instrument panel. 

SPEAKER 

1. Remove wing nuts from under instrument panel holding front of 
speaker grill. 

2. Lift front of speaker grill and slide back and remove. 
3. Use 3/ 8" wrench and remove metal screws at each end of 

speaker. 
4. Lift speaker out top of instrument panel. 

HOWARD W. SAM S die CO., INC. Indianapolis 6, Indiana 

C) 1964 Howard W. Sams & Co., Inc. Printed in U. S. of America PD437R 89 



ANTENNA 

3-200mmf 

1 

2. 40 

1 

X1 & 03 
TERMINAL GUIDE 

X2 TERMINAL GUIDE 

3 10.3V 

RF AMP 

O  

.2V 

20/ 
E 10.5V 

220m ml 

@8 Ti 0 mfd 

8 7 

.01 

33000 

e 

220K 

V•e•  
39K 

120K TO 6810 

300 
-400 
mm) 

/0.8V 
e See parts list for alternate value or application. 
1. Voltage measurements ta en with vacuum tube voltmeter. 
2. All controls set for norm I operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed froen bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. SW ON 
7. Resistance measurements not given because of the wide variation VOLUME 

in internal resistance of transistor. CONTROL 

+12.6V 
INPUT 

E.SOma 200mmf 0 . 10 

TO INSTRUMENT 
PANEL LAMPS 

A PHOTOEACT STANDARD NOTATION SCHEMATIC 

" 151= 
0Howord W Sams & Co, Inn, 1964 

CONO 

O  

150K 
(100K 
TO 

220K) 

262.5 KC 

1.60 

4700 
0/ 

10.8V 

11891 

.05 

10.8V 

11V 

4Wmid SOURCE 

10 8V 
m nfd SOURCE 

47000 

27K 

10.6V 
SOURCE 

IF AMP 

5 

7 7 

164 

L4 TERMINAL GUIDE 

262.5 KC 

CATH 

10.8 V 

160 6 

9.50 

4 

CATO 

VOLUME 

.005 

7 7 

1 6 4 

L5 TERMINAL 

GUIDE 
10.8V 

9.2 

27000 

@ A 
T1 00 0NKE 

150f7 

R30 PART 
1220629-12 la 
THERMISTOR E 

(I) 100Q COLD 

1111U11 UU 1J LI 
1 2 3 4 5 6 7 8 

Ml TERMINAL GUIDE 

10.8V 

11V 

OUTPUT 

®2N1227 

1.3V 

X5 TERMINAL GUIDE 

40K 

TAP 
10K 

70.8V 

1ST AF AMP 

1 OK 

10,6BV(e..3V 

13 33000 

E 

27000 
.05 

10.6V 

11V 

REAR SEAT 

SPEAKER 

MERCURY MODEL 4TBM 

06 TERMINAL GUIDE 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 
WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8870 (3/4 In.) 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE USE 

REPLACEMENT DATA 
BENDIX 

PART No. NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 
X6 2N1227 

RF Amp. 
Cony. 
IF Amp. 
1st AF Amp. 
2nd AF Amp. 
Output 

DS-25 
DS-25 
DS-25 
DS-26 
DS-44 
05-520 

GE- 1 
GE 1 
GE- 1 
GE-3 
GE- 8 
GE- 3 

2N1637 
2N1639 
2N16313 
2N591 

2N301 

2091241-15A 
2091241-13 
2091241-14 
2090924-8A 
2092809-2 
2091859-8 

PNP 
PNP 
PNP 
PNP 
NPN 
PNP (Note 1) 

ote 1. When replacing, apply silicone grease to both sides of insulator. Tighten 

mounting screws securely. ELECTROLYTIC CAPACITORS 

RATING REPLACEMENT DATA 
ITEM 

BENDIX 
AEROVOX 

CORNELL- GENERAL GENERAL 
No. CAP. VOLT. PART No . 

PART No. DUBILIER 
PART No. 

ELECTRIC 
PART No. 

INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIA •400 16 2092983-1 PWH2-02-08 PFP-300.65 PCLS-2174, I# 
B • 300 16 

C2A 500 3 2092246-1 BCD3X50050 PET-290 VLS-2116# 
B  50 3 

Available thru distributor on order to manu a turer FIXED CAP 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AE RO VOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUB I LI ER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CR 220 DI-220 DD-221 LA10T22-S3 CCD-22I GP322 lOTS-T22 
CO .005 BPD-005 DD-502 BYA 10D5 CCD-502 B-250 5HK-D50 
C10 25-200 #2091504-6 
C11 .01 BPD-01 DD-103 BYA 10S1 CCD-I03 B-110 5HK-S10 
C12 .0082 100V © P288N-008 CPR-8200J DPMS8D82 6DP-2-822 PVC-628 6PS-D82 
Cl3A 300-400 #219092-28 

B 180 
C 325-390 

C14 .01 10011 BE2S1 CPR- 10000J WMF1S1 1DP-1-103 PV-211 4PS-S10 
C15 82 N1500 #2091700-33(1) 
C16 .1 10V TTD-1 CE-104 H8 TA-010 TG-P10 
Cl? .05 100V P288N-05 DPMS2S5 IDP-2-503 PV-215 2PS-S50 
C18 330 DI-330 DD-33I LA 10T33-C4 CCD-331 GP333 IOTS-T33 
C19 .01 BPD-01 DD- 103 BYA 10S I CCD-103 B-110 511K-SIO 
C20 .005 BPD-005 DD-502 BYA 10D5 CCD -502 B-250 5HK-D50 
C21 .1 10V TTD-1 CE-104 H6 TA .0i0 TG-P10 
C22 .05 100V P288N-05 DPMS2S5 IDP-2-503 PV-215 2PS-S50 

..C23 
‘ n....u, 

.1 10V 
n..... kf .......,... ea, . 

TTD-1 CK-104 116 TA-010 TG-P10 

123 oxact valueermine y Production. Replace with oirginal value. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

BENDIX 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 

PART No. 

R1A 
B 

R2 

Tone 
Volume& Switch 

Fader 

100K 
40K Tap 
® 10E 
800 2W 

2092097-5 

2093287-0701 

COILS RF-IF 
ITE 
No.M  USE 

REPLACEMENT DATA 
NOTES BENDIX 

PART No. 
MERIT 

PART No. 
MILLER 

PART No. 
STANCOR 

PART No. 

WORKMAN 

PART No. 
L 1 Ant. 
L2 RF 2090131-66(D 
L3 Ose. 
L4 Input IF 2093163-2 
L5 Output IF 2093164-2 

RCC Tuner. GIC Tuners use Part # 209013I-64. CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) DC RES. 

INDUCTANCE 
(0 CURRENT 

1000 - I 

BENDIX 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No . 

TRIAD 
PART No. 

L6 680ma .12 1.2MH 2092050-8 C-4095(1) TC 1 (j) TN - 159 (D TY16XT(17, (DFabricate Mtg. 

TRANSFORMER AUDIO OUTPUT 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES BENDIX 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No . 

TRIAD 
PART No. PRI. 

Ti 1251 Tap® 812 2092138-6 TR-164 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES BENDIX 

PART No. 
GUAM 

PART No. 

SP1 6" x 9" PM 6-8S1 2092521-1 

92 



1605K 62.5KC 1 OOKC 262.5KC 1000KC 

PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

MISCELLANEOUS 

ITEM 
No. PART NAME 

BENDE4 
PART No. NOTES 

MI Tuner 2092511-8 
M2 AVC 2092055-1 
M9 Detector 2092055-1 
M4 Spark Plate 220265-25 200mmf 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Knob - Tuning, Volume 
Knob - Tone, Dummy 

2092041-1 
2092522-1 

ITEM PART No. 

Push Button 2092026-1 
Dial Glass 2092513-1 

W
I
U
V
 
1
3
0
0
W
 
A
l
l
f
1
D
U
3
W
 

93 
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TRADE NAME : Mercury Model 4T/vIE (C4AA-18806) 

(1964 Comet) 

Motorola Inc. 
9401 W. Grand Ave., Franklin Park, 111. 

SUPPLIER: 

TYPE SET: 5 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: . 40 Amp. 012. 6VDC 

TUNING RANGE:BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point t , low side to 
ground. 

262KC 
(400'1, Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 

A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC II " A5, AS, 
A7 

' 

Step 3 is not necessary unless tuner has been tampered with or associated components have been replaced. IF necessary, back 
tuning cores (A8, A9, A10) out of coils but not out of forms. Repeat step 2. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1000KC Tune to 
Signal, 

Output Meter 
across voice coil. 

A8, A9, 
A10 

Adjust for maximum. Repeat steps 2 
82 3 until no further improvement is 
noted. 

With radio installed in car and antenna fully extended, tune in a weak station near 1600Kc and adjust A7 for maximum output. 

REMOVAL INSTRUCTIONS 

RADIO 

1. Pull off knobs. 
2. Use 9/ 16" wrench and remove nuts from control 

bushings. 
3. Disconnect "A" lead, antenna lead and speaker leads. 
4. Use 7/ 16" wrench and remove nut from rear bracket. 
5. Remove radio from under instrument panel. 

SPEAKER  

1. Remove 4 Phillips screws holding speaker grille. 
2. Lift speaker grille up. 
3. Use 3/8" wrench and remove metal screws from 

speaker mounting. 
4. Lift speaker out top of instrument panel. 
5. Disconnect speaker leads. 

I 30 
TO I MMF 

GENERATOR   I(  SIGNAL   

1 

o— MMF I 

.11 
FIG. 1 

TO 
  ANTENNA 

RECE PTACLE 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

HowARD W. SAMS & CO., INC. Indianapolis 6, Indiana 

94 0 1964 Howard W. Sams & Co., Inc. Printed in U. S. of America PD438R 



262KC 262KC 

10OCKC 1000KC 1000KC 

A8 A10 

PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Hove your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 

2SA72 
2SA72 
2SA72 
M54 
21,1176 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-44 
DS-520 

GE-1 
GE-1 
GE -i 
GE-8 
GE-3 

2N1637 
2N1639 
2N1638 

2N301 

PNP 
PNP 
PNP 
NPN 
PNP (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. Tighten 
mounting screws securely. 

ELECTROLYTIC CAPACITORS 
RATING REPLACEMENT DATA 

ITEM MOTOROLA CORNELL- GENERAL GENERAL 
No. CAP. VOLT. PART No. AEROVOX 

PART No. PDAURBITINIEoR. 
ELECTRIC 
PART No. 

INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C IA e 500 
500 

16 
16 

 )23C41979A01 PWH2-02-40 pFp200.85 PCLS-2177 • 

B 
Cl 

• 
16 16 23C41928A06 CRE1309A NLW 15-25 MT1-11 MLV 15-25 TT25X15 TL-1156 

C9 1.6 25 23C41928A05(1) CRE601A 11L W2-50 MT1-1 BL11130 TT50X2 TL 1201 

a) Value Varies. Replace with original Value. 
• Not normally In distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 5-47 #20B40748A05 
C11 .005 100V P288N-005 C PR-5000J DPMS6D5 1DP-1-502 PVC-825 6PS-D50 
C 12A 65-200 1120C40254A05 
B 200-330 D 

C13 .002 BPD-002 DO-202 BYA10D2 CCD-202 B-220 511K-020 
C14 .5 100V BE2P5 DPMS2P5 1DP-4-504 PVC-105 2PS-P50 
C15 lmfd 3V 111C-105 HCC3105P 111/-135 
C16 .025 TTD-025 CK-253 114 TA-125 TG-S25 
C17 150 N750 N750-DI 150 DTN-150 ClOT15U CCTN-151 CN7-315 10TCU-T15 

a
w
e
 1

3
C
I
O
W
 
A
t
l
f
1
M
3
W
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ANTENNA 

L.   

6 5 4 3 2 1 

M1 TERMINAL GUIDE 

2 

4 
1 

L4 TERMINAL GUIDE 

• NOMINAL RATEE MAY VARY 

O See parts list for alternate value or application. 
I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are row socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to term inais may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

With KIMIZI 

°Howard W. Soon 8, Co., Inc, 1964 

RF AMP 

®2SA72 

10V 

470011 

10V 

DI@ 

15000 . 005 

CONV 

2SA72 

C 0 

200-330mmf 

f  
150mmf • 
N750 €) e SO 

Xl, 07, & 03 X4 TERMINAL X5 TERMINAL GUIDE 
TERMINAL GUIDE GUIDE 

1.6 TERMINAL GUIDE 

INPUT O' o 
400ma .8EL 

TO INSTRUMENT 
PANEL LAMPS 

SW ON 
VOLUME 
CONTROL 

B 
VOLUME 

10K 
TAP R 5000C 

• 

.47 IC)A 
TONE 20K 

11881 

1 

2 

5 

1.10 

o 

WV 
SOURCE 

• 

262KC 

O 

70V 

5 

10V 

IF AMP 

®25A72 

8.4V 

13 

8.6V 

lmfd 

3300O 

Ea 

12V 

SOURCE 

10V 

150mml 

262 KC 

7 7 7 

1 6 4 

17 TERMINAL GUIDE 

ni 

CA14  10V I N 09 

DRIVER OUTPUT 

9M54 ®2N176 

11.2V 

4.4 

.6811 1W 

12V 

MERCURY MODEL 4TME 

EL 

R30 PART 417K739323 
R31 PART /17C40259A02 
R32 PART /17840754A02 
R33 PART 117/140756A01 

10V 



MERCURY MODEL 4TME 
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PARTS LIST AND DESCRIPTION (CONTINUED) 
FIXED CAPACITORS (cont) 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL• 
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C18 .005 100V P288N-005 CPR-5000J DPMS6D5 1DP-1-502 PVC-625 6PS-D50 
C19 .22 100V P288N-22 DPMS2P22 1DP-3-224 PVC-I022 2PS-P29 
C20 Imfd SV UK-105 HCC3105P HY-135 
C21 150 DI-150 DD-151 LAIOT15-83 CCD-151 GP315 5GA-T15 
C22 .01 BPD-01 DD-103 BYAIOSI CCD-103 B-110 5HK-S10 
C23 .47 3V UK10-404 HCC10474Z HY-930 
C24 .1 100V P288N-1 WMFIPI 1DP-2-104 PVC-I01 2P8-P10 
C25 .093 100V BE4S33 WMFIS33 1DP-1-333 PVC-1133 4P8-833 

if Motorola Part Number. CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

MOTOROLA 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

Tone 
Volume & Switch 

20K 
10K Tap 
(î) 5K 

I8C41449A04 

RESISTORS ( Power and Special) 

ITEM 

No. 
RATING 

REPLACEMENT DATA 
ITEM 

No. RATING 

REPLACEMENT DATA 

IRC 
PART No. 

WORKMAN 
PART No. 

REMARKS 
IRC 

PART No. 
WORKMAN 
PART No. 

REMARKS 

R91 750 4W PW5-75 5W-SQ-75 

COILS (RF-IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES MOTOROLA  
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

LI 
L2 
L9 
IA 
L5 
1,6 
L7 

let Ant. 
2nd Ant. 
Image Trap ( 1. 3u1 
RF 
Osc. 
Input IF 
Output IF 

/ 
/ 

)24C40788A05 
24C41077A05 ce 
/ 

24D40074A16 0 
24D40075A16 (D 

BC-562 

BC -638 
BC-639 

4604 RTC-8516 T858 

(D Part of M1 or Coil 
Ass' y. Part I1V41000A96 
o Includes C16,R13, R14, 
R15. 
(I) Alternate Part 

#24D40074A15. 
(I) Alternate Part 

824D40075A15. 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES. 
INDUCTANCE 
(0 CURRENT 

1000-) 

MOTOROLA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L8 400ma .80 11MH 25D42032A01 C-4095 TC-2 TR-154 TY17XT 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES MOTOROLA 

PART No. 
MERIT 

PART No 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

Tl 15 1 25D42045A06 TR-187 

TRANSFORMER AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
'REPLACEMENT DATA 

NOTES MOTOROLA 
PART No. 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. 

T2 400 Tap(i) 811 25C41878A01 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES MOTOROLA 
PART No. 

GUAM 
PART No. 

SPI 5" x 7" PM 6-an 50D41685A03 

MISCELLANEOUS 

ITEM 
No. PART NAME 

MOTOROLA 
PART No. NOTES 

MI Tuner (AT-456) 77D41295A03 
M2 AVC (1N139) 48C134587 
M3 Det. (1N139) 48C134587 
M4 Spark Plate 64A41668A02 
M5 Spark Plate 64A41668A02 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM 

Knob - Tuning, Volume 
Knob - Tone, Dummy 
Push Button 

PART No. 

1B40948A01 
36C42355A01 
38C42185A01 

ITEM PART No. 

Dial Scale 
Dial Glass 
Dial Pointer 

34B42072A01 
61C42073A0I 
52C42062A03 

WIRING DATA 

General-use Unshielded Hook-up Wire Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire  Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (9/4 In.) 
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TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

MoPar Model 219 (1964 Dodge VD1, VD2) 
220 (1964 Plymouth VP1,VP2) 

Motorola, Inc. 
9401 W. Grand Ave., Franklin Park, 

5 Transistor AM Receiver 

12 Volt Storage Battery 

.56 Amp. ® 12. 6VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

1. 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, thru A7 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC ,, ' A5, A6, 
A7 

' 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KC and adjust A7 for maximum output. 

30 
TO I MF 

SIGNAL 0: I (-  
GENERATOR • 1 

0— 
I  30 

IMMF 

FIG.1 

TO 
) ANTENNA 
RECE PTACLE 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station,. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

REMOVAL INSTRUCTIONS 

RADIO  

1. Pull off knobs. 
2. Use 5/ 8" wrench and remove nuts from control bushings. 
3. Disconnect ant. , "A" , and speaker leads. 
4. Use 3/8" wrench and remove bolt from rear brace. 
5. Remove radio from under instrument panel. 

SPEAKER  

1. Use 3/ 8" wrench and remove 4 nuts from speaker 
mounting. 

2. Remove speaker from under instrument panel. 

o 

OWAR D W. SAM S & CO., INC. Indianapolis 6, Indiana 
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ANTENNA 

e® 

ANTENNA 

5-40mmf 
80 

.005 
27000 

1.• 

USED IN SOME VERSIONS 

• NOMINAL VALUE MAY VARY 
M1 TERMINAL GUIDE 

O See parts list or alternate value or application. 
1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are traen socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

In internal resistance of transistor. 

RF AMP 
C)2SA72 

D. 2mfd 
• 

5600 

10V 

TO X1 BASE 

& Rn 

1 2 3 4 5 6 7 8 
0  

A PHOMFACT STANDARD NOTATION SCHEMATIC 

with MBE= 
0Howord W. Sams 8, Co, Inc, 1964 

250-390 
mmf 

COLOR 
DOT 

Xl, X2, & X3 
TERMINAL GUIDE 

L5 TERMINAL GUIDE 

253 
1 6 4 

L6 TERMINAL GUIDE 

• 

1 .47 

@ A 
TONE 

10K 

47K 

@ B 
VOLUME 

10K 
TAP 1362000 

CONV 
2SA72 

150 
mmf 
N470 240_350mmi 

10V. 

3 

X4 TERMINAL GUIDE 

4 5 
1.5Q 

3  

DRIVER 
®M54 

C 8,8y 

X5 TERMINAL GUIDE 

262KC 

MOPAR MODELS 219, 220 

4 

IF AMP 
25A72 

2. 2mfd 
1.50K • 

T .05 
GRN 
1.5Q 

10 
262KC 

2 

2K3 

1 

680mmf 

o 
4 

380 

.-CA-TH141—.—W\--1C2139 158°K2 9 

5 

OUTPUT 
0 2N176 

11.2V 

SW ON 
VOLUME 
CONTROL 112. 6V 

INPUT • o  
560ma 0 _L 

/77T1 

.9V 

.680 1w 

19 

R32 PART 117C4025 9A03 
R33 PART 317840754A07 
R34 PART 11713e754A06 
R35 PART /17B40756A05 

 - 12V 

6 

10V 

CATFI  

El C139 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 

2SA72 
2SA72 
2SA72 
M54 
2N176 

RF Amp. 
Cono. 
IF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-44 
DS-520 

GE- 1 
GE- 1 
GE- 1 
GE- 8 
GE-3 

2N1637 
2N1639 
2N1638 

2N301 

PNP 
PNP 
PNP 
NPN 
PNP (Note 1) 

Note 1. When replacing, apply silicone grease to both side of insulator. Tighten mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 

No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
Motorola 
PART No. 

AERO VOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C lA 
B 

C2 
C3 

• BOO 
A 300 
6:4 
6.4 

16 D 
16 
40 
40 

 23C 40302A05 
23C41928A07 
23C41928A07 

PW2-02-60 

CRE755A 
CRE755A 

NLW6-50 
NLW6-50 

MT1-5 
MT1-5 

BL1471 
BL1471 

PE P 200.45 

TT100X6 
TT100X6 

PC LS- 2181v 

TE-1303.1 
TE -1303,1 

Not normally in distributors stock. Available thru distributor on order to manufacturer, 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 5-40 020E140903A02 
C11 .0033 100V P288N-003 CPR-3000J DPMS6D3 6DP-1-302 PVC-423 6PS-D30 

C12 .005 100V P288N-005 CPR-5000J DPMS6D5 1DP-1-502 PVC-625 6PS-D50 

C13 .05 100V P288N-05 DPMS2S5 1DP-2-503 PVC-215 2PS-S50 

C14 2.2mfd 3V UK-225 HCC3225P HY-150 

C 15A 250-390 420C40481A07 
B 240-350 

C16 .0068 DI-6800 DO-682 BYA10D68 CCD-682 GP268 IOTS-D68 

C17 .001 BPD-001 DD-102 BYAIOD1 CCD-102 B-210 5HK-D10 

CI8 .01 100V BE2S1 CPR-10000J WMFIS1 1DP-1-103 PVC-211 41'S-SbO 

C19 150 N470 10TCT-T15 

C20 :1 100V P288N-1 WMF1P1 1DP-2-104 PVC-101 2PS-P10 

C2I 2.2mfd 3V UK-225 HCC3225P HY-150 

C22 680 BPD-00068 DD-681 BYAIOT68 CCD-681 B-368 IOTS-T68 

C23 .001 BPD-001 DD- 102 BYA10D1 CCD-102 B-110 500K-D10 

C24 .005 BPD-005 DD-502 BYe 10D5 CCD-502 B-250 5IIK-D50 

C25 .02 BPD-02 DD-203 BYA6S2 CCD-203 B- I20 500K-S20 

C26 .47 3V UK10-404 HCC 10474 Z HY-330 

C27 .1 100V P288N-1 WMFIPI 1DP-2-104 PVC - 101 2PS-P10 

C28 .05 100V P288N-05 DPMS2S5 1DP-2-503 PVC-215 2PS-S50 

C29 .05 100V P288N-05 DPMS2S5 1DP-2-503 PVC-2I5 2PS-S50 

Motorola Part Number, 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST. 

ANCE 

REPLACEMENT DATA 

Motorola 
PART No. 

CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

R1A 
B 

Tone 
Volume 8, Switch 

10E 
10E Tap 
®6200D 

I8C41524A02 F1-10K1, 
R16-10K, 
FFS014, 
RES106, KR-4 

t QJ-1648A 

1 Use original spring mounting clip. 
"CONCENTRIKIT" Equivalent: K-8 , with base elements and shafts: 

B11-116, P21-029 (Panel) 
B19- 116X, R9-110 (Rear) 

76-1 ( Switch) 

COILS (RF—IF) 

ITEM 
No. 

USE 

REPLACEMENT DATA 

NOTES Motorola 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
L4 
L5 
L6 
L7 

Ant. 
RF 
Image Trap 
Ose. 

1V41300A31 cp 

24D40074A14© 
24D40075Al2© 
24K565244 

BC-638 
BC-639 
BC-552 6304 ETC-9253 T881 

1 Part of MI 

©Alt. Part #24D40074A13 

©Alt. Part #24D40075All 
Input IF 
Output IF 
10KC Filter (5MH) 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES 
CURRENT 
(Measured) 

DC RES. 
INDUCTANCE 
(0 CURRENT 

1000-) 

Motorola 

PART No. 

MERIT 

PART No. 

STANCOR 

PART No. 

THORDARSON 

PART No. 

TRIAD 

PART No. 

L8 480ma .512 10MH 25C41871A04 C-4095 TC-2 TE-154 TY17XT 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 
RATIO 

REPLACEMENT DATA 

NOTES Motorola 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

Ti 10 1 25040933A03 A-40941 TA-511 TE-185 TY4XT1 1 Fabricate Mounting 
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PARTS LIST AND DESCRIPTION (CONTINUED) 

1615KC 1615KC 

Rep«acement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES Motorola 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. 

T2 40S1 Tap î. BP 25C41878A02 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES Motorola 

PART No. 
GUAM 

PART No. 

5" x 7" PM 8R 50D42224A02 

MISCELLANEOUS 

ITEM 
No. PART NAME 

Motorola 
PART No. NOTES 

MI Tuner (AT-460) 77D42113A01 Model 220 
Tuner (AT-462) 77D42113A03 Model 219 

M2 AVC ( 1N139) 48C134587 
M3 Get. ( 1N139) 48C 134587 
M4 Spark Plate 64K530177 
M5 Spark Plate 64K530177 

CABINETS 84 CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Dial Glass 
Dial Pointer Assembly, Model 219 
Dial Pointer Assembly, Model 220 
Escutcheon, Model 219 
Escutcheon, Model 220 

61B42098A01 
11340514A04 
11340514A07 
13C42116A02 
I3C42116A01 

ITEM PART No. 

Knob - Tuning, Volume, Model 219 
Knob - Tuning, Volume, Model 220 
Knob - Tone, Dummy, Model 219 
Knob - Tone, Dummy, Model 220 

36D41517A03 
36D41516A01 
36C42222A0I 
36C42221A0I 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 
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.442. 

1. 

2. 

3. 

TRADE NAME: 

SUPPLIER (Parts) 

TYPE SET: 

POWER SUPPLY: 

RATING: 

TUNING RANGE: 

ALIGNMENT INSTRUCTIONS 

Pontiac Model 984076 ( 1964) 

United Delco Distributors 

6 Transistor AM Receiver 

12 Volt Storage Battery 

. 56 Amp. ® 12. 6VDC 

BROADCAST 540 — 1615KC 

Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A5, A9, A10 GENERAL CEMENT #5009, 8728A, 8987 
WALSCO #2531X, 2536 

A6, A7, A8 GENERAL CEMENT #9087, 8290, 8868 
WALSCO #2525, 2528, 2587 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Check setting of oscillator coil core (A5) Rear of core should be 1 3/ 8" from mounting end of coil form. 

High side thru 82mmf to 
antenna receptacle, low 
side to ground. 

1615KC High Freq. 
End Stop, 

Output Meter 
across voice coil. 

A6, A7, 
A8 

Adjust for maximum. 

, 
600KC 600KC Signal ,, A5, 

A9, A10 Adjust for maximum. Repeat step 2. 

With radio installed in car and antenna fully extended, tune is a weak station near 1000KC and adjust A8 for maximum output. 

REMOVAL INSTRUCTIONS 

RADIO  

1. Pull off Volume, Tone and Tuning knobs. 
2. Use Spanner wrench and remove nuts from control 

bushings. Remove dummy knob. 
3. Use Spanner wrench and remove nut from tuning bushing. 
4. Disconnect antenna lead, speaker connector and pilot 

lamp. 
5. Use 3/ 8" wrench and remove metal screw from bottom 

brace. 
6. Remove radio from under instrument panel. 

SPEAKER 

1. Disconnect "A" lead from speaker connector. 
2. Use 5/16" wrench and remove metal screws from 

speaker mounting brackets. 
3. Remove speaker from under instrument panel. 

HOWARD W. SAMS dit CO., INC. Indianapolis 6, Indiana 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-dote replacement. 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X9 
X4 
X5 
X6 

DS-51 
DS-52 
DS-53 
DS-46 
ES-46 
DS-503 

RF Amp. 
Cony. 
IF Amp. 
lut AF Amp. 
2nd AF Amp. 
Output 

DS-25 
DS-25 
DS-25 
DS-46 
DS-46 
DS-503 

GE- I 
GE- 1 
GE- 1 
GE - 8 
GE-8 
GE-3 

2N1637 
2N1639 
2N1838 

2N301 

PNP 
PNP 
PNP 
NPN 
NPN 
PNP (Note 1) 

Note 1. When replacing apply silicone grease o both sides of insulator. Tighten mounting screws 

securely. Check bias adjustment. 

ELECTROLYTIC CAPACITORS 

ITEM 
No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
DELCO 
PART No. 

AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C IA 
B 
C 

C2A 
B 

C9 
C4 

• 856 
e 408 
4 
108 
100 
30 
10 

16 
16 

11.5AC 
4 
4 
6 
12 

7282272 

7286539 

7279896 
7289834 

AFH3-54-30 

PTT27 
PTT53 

NLW30-15 
NLW10-15 

XC 3-6.1 

MT1-13 
MT1-5 

MLV30-6 
BL1241 

WP-300.7A 

TTSX30 
TT12X10 

TV L-3021 

VLS-2120. 

TE-1092 
TL-1128 

Not normally in distributors stock. Available thru distributor on order to manulacturer. 
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ANTENNA 

PRINTED RF AMP 

CAP ® DS-51 

.3 3.213 4 0033. . 0 

1500S1 

C.) 

200mml 11750 

1 2 3 1 5 6 

7 8 
M1 TERMINAL GUIDE 

012.6V 
INPUT N 
SEOrna 
LESS PILOT LAMP 

SW ON 
VOLUME 0 
CONTROL mcmaim 

11X/m1d 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

i16 WEIZEMEME 
øHoowwrd W Son,e 8. Co., Inc, 7964 

12V 

SOURCE 

11.8V 

SOURCE 

5.8V 

SOURCE 
2.2V 

SOURCE 

11.8V 

e-rj- .(eg 

COLOR DOT 

XI, 32. & 53 
TERMINAL GUIDE 

@° 
0_ 033 \ecru 

TONE 
100K 

2.2V 

CONY 

®DS-52 

11.8V 
5 

1ST AF AMP 

®DS-46 

C 6.4V 

1.4V 

4.45 

IS 

.75V E 

BIAS 
60OP 

ADJUST BIAS (RD 
FOR 1.39 ON COLLECTOR 
Of X6 WITH 126V INPUT 

262KC 

12V 

E 

I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation. no signal awned. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value tor voltage readings. 
7. Resistance measurements nd given because of the wide variation 

In Internal resistance of transistor. 

1 W AMP 

®DS-53 

a 

10.6V E 

— 183 
mort NITO 

2ND AF AMP OUTPUT 

DS-46 ®DS-503 

11V C 1.3V 

11V 
8 

11.2V 
4747 

5.8V 

X4 & 55 
TERMINAL GUIDE 

12V 

CATH 
DS- 27 

2.2V 

.6813 16 
FUSIBLE 
PART 4737480 

12V 

PONTIAC MODEL 984076 

262KC 

2 

X6 TERMINAL GUIDE 

P-1 

P-2 

CAIN 

DS-27 

IOW 

3 

/18V 

253 

1 6 4 

L5 & L6 TERMINAL 
GUIDE 

REAR SEAT SPEAKER CIRCUIT 

L. 
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PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 #7281971 
C11 .047 75V P288N-047 WMF2S47 IDP-2-473 PVC-1147 2PS-S47 
Cl2 .047 75V P288N-047 WMF2S47 1DP-2-473 PVC-1147 2PS-S47 
CI3 #7287935 
CI4 200 N750 N750-DI 200 DTN-200 C 10T2U CC TN-201 CNT-320 10TCU-T20 
C15 .0033 75V P288N-0033 CPR-3300J WMF1D33 6DP-1-332 PVC-4233 6PS-D33 
C16 .022 75V BE2S22 WMF1S22 1DP-1-223 PVC-1122 2PS-522 
C17 .0047 BPD-0047 DD-472 BYA10D47 CCD-472 13-247 5HK-D47 
C18 #7281933 
C19 220 N470 10TCT-T22 
C20 .047 75V P288N-047 WMF2S47 SDP-2-473 PVC- 1147 2PS-S47 
C21 .647 75V P288N-047 WMF2S47 1DP-2-473 PVC-1147 2PS-S47 
C22 180 N80 
C23 .001 BPD-001 DD- 102 BYA10D1 CCD-102 B-210 5HK-D10 
C24 .033 75V P288N-033 WNIF1S33 1DP-1-333 PVC- 1133 4PS-S33 
C25 .39 3V #7286580 
C28 .15 12V UK20-104 HO5P1 TA-010 HY-320 

# Delco Part Number. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

DELCO 
PART No. 

CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 

PART No. 

R1A 
B 

R2 

'Tone 
Volume 

Bias 

100K 
20K 
Tap® 
60000 

soon 

7286115 

7286601 

F1- 100K, 
R14-22K, 
FFS010, 
RFS105, 
KR-4, AK-26 

1.139-600 110-600 FL-600 

COILS (RF-IF) 

ITEM 
No. 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

MERIT 
PART No. 

MILLER 
PART No 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
IA 
L5 
Le 

RF Choke (6.2uh) 
Ant. 
RF 
Ose. 
Input IF 
Output IF 

7281946 

> 7287957 

1221856 
1221857 

BC-565 4610 RTC-8520 T859 

TA653 
TA653 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES. 
INDUCTANCE 
(0 CURRENT 

1000 - 1 

DELCO 

PART No. 
MERIT 

PART No 
STANCOR 
PART No. 

THORDARSON 
PART No 

TRIAD 
PART No. 

L7 560ma .60 8MH 1221623 C-4095 TC 2 TR-154 TY17XT 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES DELCO 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. 

Ti 200 Tap® 100 7282057 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GUAM 
PART No. 

SPI 4" x 10" PM 1012 7286462 410A2Z 10 

COMPONENT COMBINATIONS 

ITEM 

No. 
USE DESCRIPTION DELCO 

PART No. 
REPLACEMENT DATA 

K1 Audio Couplate 100013, . 001 mfd, . 001 mf d 7287253 

MISCELLANEOUS 

ITEM 
No. PART NAME 

DELCO 
PART No. NOTES 

MI Tuner 7287957 

M2 AVC Dei. DS-27 
M3 AVC Limiter DS-27 

M4 AF Det. DS-27 
M5 Spark Plate 7271564 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Knob, Tuning or Volume 9775398 
Knob, Tone 9773916 
Knob, Dummy 9773915 

ITEM PART No. 

Escutcheon Assembly 7286124 
Push Buttons 7276507 
Pointer Assembly 1221848 
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TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

TUNING RANGE: 

PHOTOFACT® with CIRCUITRACE® 

Riverside Models: 
FJB-16520A (1963 Chrysler) 
FJB-16521A (1963 Chevrolet) 
FJB-16522A (1963 Dodge) 
FJB-16523A (1963 Ford) 
FJB-16524A ( 1963 Mercury) 
FJB-16525A (1963 Oldsmobile) 
FJB-16526A ( 1963 Plymouth) 
FJB-16527A (1963 Pontiac) 

Montgomery Ward & Company 
619 Chicago Ave., Chicago 7, ill. 

10 Transistor AM-FM Receiver 

12 Volt Storage Battery 

.43 Amp. C) 12.6VDC 

BROADCAST 540 — 1615KC 
FREQ. MOD. 88 — 108MC 

262KC 

HOWARD W. SAMS & CO., INC. Indianapolis 6, Indiana 
0 1964 Howard W. Sams & Co., Inc. Printed in U. S. of America PD369R 109 
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ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A20 GENERAL CEMENT k5009, 8728A, 8987 
WALSCO #2531X, 2536 

AM ALIGNMENT — SELECTOR IN AM POSITION 

1. 

2. 

FIG. 2 

SIGNAL ' 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

362KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum, 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615K C ' A5, A6, 
A7 

1 With radio installed in car and antenna fully extended, tune in a weak station near 1000KC and adjust A7 for maximum output. 

FM ALIGNMENT USING AM SIGNAL GENERATOR - SELECTOR IN FM POSITION 

High side of generator thru . lmfd to point , low side to ground for IF. 
Across antenna input with 12OG carbon resistors in series with each lead for RF. 

GENERATOR 
FREQUENCY 

DIAL 
SETTING 

INDICATOR ADJUST REMARKS 

10. (7MC Unmod.) 
Point of non- 
interference. 

Diprobe of VTVM to point 
>; common to ground. 

A8 thru 
A16 

Adjust for maximum. 

DC probe to point <b\); 
common to ground. -.. 

Al? Adjust for zero reading. A positive or 
negative reading will be obtained on either 
side of the correct setting. 

108MC 108MC DÇ probe of VTVM to point 
C) ; common to ground. 

A18,A19 , 
A20 

Adjust for maximum. 

FM IF ALIGNMENT USING FM SIGNAL GENERATOR - SELECTOR IN FM POSITION 

High side thru . lmfd to point, low side to ground. 
Use 601 frequency modulated signal with 450KC sweep. Use 120% sawtooth voltage in scope for horizontal deflection. 

GENERATOR 
FREQUENCY 

DIAL 
SETTING 

INDICATOR ADJUST REMARKS 

10. ? MC 
(450KC Swp.) 

Point of non- 
interference. 

Vert. amp. of scope to point 
<g>; low side to ground. 

A8thru 
Al6 

Disconnect stabilizing capacitor C6 . Adjust 
for maximum gain and symmetry of response 
similar to Fig. 2 with marker as shown. 
Reconnect C 6 . 

, Vert, amp. to point ; low 
side to ground. 

Al? Adjust to place marker at center of crossover 
lines similar to Fig. 3. SLIGHTLY retouch 
A 8 for maximum amplitude and straightness 
of crossover lines. 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

30 
To I AR.IF i TO 

GENERATOR - -.- -* I I T ,___-- RECEPTACLE 
ANTENNA SIGNAL o - - ---.'  ( — 1 

I 

1 —'— --30  1-- 1 i 
i SWFJ 

, 
I 

0— 1 

FIG. I 

FIG. 3 
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FM RF AMP 
O2N2089 

Ht  
a 2,,,,,,/ FM CONS 

NPO O2N2089 

MUM& 

nmm 
(  

0 47mmf 

IN330 10% 
pPO 10% 

15mml 
I (--.-.-If--. 

5mfol NPO 

mi: 
j ION 

§ 2.2Q 

1-6mml 

---

OV 

78V 

0 2261 8 E 

O 

F /5 

B 

390E1 

3mml NPO 

17mmf N750 5% 
11.5mie 

NC 

telex 
2 

7.8V E C OV 

7.6V 13 

1-6 I 330mmf 
moi 

3311 

8.8V 

1.70 

lob O 
2.2mm 
NPO 
•.255 

:z 

15mmf 
N330 10% 

IL I 2 3 4 5 6 1 8 910 
° dionfi ° 

FM elgén o 6.64o•Ndiro AM 11 12 13 14 15 16 17 18 19 20 TI 
TERMINAI. GUIDE 
AM-FM SWITCH MI& 
SHOWN IN "FM" POSITION 

O 

'2ENER" 

11.-TIE LUG 

mid 

5600 

8.8V 

.0015 

1ST FM IF AMP 
®2N2089 r 

10.4 V 

XI GURU X6 
TERMINAL GUIDE 

COLOR DOT 

6, 1.9, 1.12, 
14, OLIO 
TERMINAL GUIDE 

TE 2 
1 3 11.- TIE LLIG 

LI TERMINAL GUIDE 

NC 

717 

1 6 4 

NERMINAL GUIDE L13 TERMINAL 

GUIDE 

GON 

O 

AM 

22000 

10V 

• 12.60 
430ma 

AU. VOLTAGES MEASURED IN "FM" POSITION UNLESS mewl SE DESIGNATED 
MEASURED IN "AM" POSITION 

* NOT USED IN SOME VERSIONS 

1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed lomo bottom unless othenvise designated. 
5. Numbers assigned to terminals may not te found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because ¡Atha wide variation 

In Internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

*Howard W. Soma & Co., Inc, 1964 

0 SW ON 
VOLUME 

18011 470 

®Aî O '1(31 .1 
600mM 08 3mfd 1. 

301/fold 

O 
i"--110 9 8 

FM 
0+12 

11891 01891 

330S) 

e 
330057 

12.4 V 

SOURCE 

10.4 V 
SOURCE 

10V 

SOURCE 

8.8V 

SOURCE 
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2ND FM IF AMP-AM RF AMP 

®2N2089 

9.4V 

3. 3mmt NPO 

05 

4700 

3 

10V 

NC 
10.7MC 

2 

Am 

5rnmf NPO 

BLUE 

10054 

10V 

VOLUME 
100K 

TAP M 40K 

10V 

20 

2713mml 

.05 

RED 

02 

2 

3RD FM IF AMP- A6^ CANA 

®2N2089 
.4 V 

C 

9.3V 

it  
3. 3mml NPO 

4700 

220XE 

10V 

 vv,  

E MIT T ER-FOLLOWER a 2,446 

I  
2_ 2mfd 

RIVERSIDE MODELS FJB-16520A thru /527A 

10.4V 

07 & 08 
TERMINAL GUIDE 

1N°;r 

2.40 

2m1mII 4TH FM IF AMP-AM IF AMP 

10.7MC  NPO ICA ® 2N2089,  

[ 4 
C ov 3 

3 
741 

560mmt 

162KC 

70.49 

OA 
TONE 

1147 

NC 

4870 

6 

2  , 

BLUE 

00 

X9 & X10 TERMINAL GUIDE 

9.2V 

9.4 V 

4700 

E 

10V 

OUTPUT 

0 8P404R 

10.7MC 

TOP 

11( 

r  
.1 ' 4 
CATH 

NC NC 

262KC CATH 14  

12V 

JUMPER 

4 3 

c  

08P404R 

OUTPUT 

10V 

10V 10.4V 

5 

330 
mmt 68000 

MOOD 

3 

NC 39337/ 

T..02 

(”.°5 

AM 

e . 047 

4 3 REAR SEAT SPEAKER 

FADER 

1000 

-1 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 
WIRING DATA 

General-use Unshielded Book-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wtre  Use BELDEN No. 8885 
Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 

Bonding Strap   Use BELDEN No. 8661 (3/8 in. ) or 8670 (3/4 In. ) 
Rear Seat Speaker Extension Cable 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES 
DELCO 

PART No. 

GENERAL 
ELECTRIC 
PART No 

RCA 
PART No. 

X1 2N2089 FM RF Amp. DS-41 2N1177 PNP 

X.2 2N2089 FM Converter DS-42 2N1179 PNP 

X3 2142089 let FM IF DS.34 2N1180 PNP 

X4 2N2089 2nd FM IF Amp. - DS-34 2141180 PNP 
AM RF Amp. 

X5 2N2089 3rd FM IF Amp. -AM Cony. D8-.35 2141180 PNP 

X6 2N2089 4th FM IF Amp. - 
AM IF Amp. 

DS-34 2N1180 PNP 

X7 Emitter Follower DS- 26 GE 2 214591 PNP 

X8 Driver DS-26 GE 2 291591 Pie 
X9 8P404R Output DS-520 GE. 3 2N301 PNP (Note 1) 

X10 8P404R Output DS-520 GE-3 2N301 PNP (Note 1) 

Note 1. When replacing, apply silicone grenue to both sides of insulator. 
Tighten mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 

No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
RIVERSIDE 
PART No. 

AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIA 
B 
C 

C2 
C3 
C4 
C5 
C6 
C/ 

a 600 
• 300 
100 
25 
25 
10 
25 
5 
25 

15 
15 
15 
15 
15 
15 
15 
15 
15 

) 20-327 

20-256 
20-256 
20-106 
20--256 
20-505 
20-256 

AFH3-00-95.4 

PTT69 
PTT69 
CRE457A 
PTT69 
CRE454A 
PTT69 

CC0008 

NLW25-15 
NLW25-15 
NLW10-15 
NLW25-15 
NLW5-15 
NLW25-15 

MT', 10 
MT1-10 
MT1-5 
MT1-10 
MT1-3 
MT1. -10 

MLV25-15 
AILV25-15 
MLV10-15 
MLV25-15 
MLV5-15 
MLV25-15 

WP300 . 87 

TT15X25 
TT15X25 
TT15X10 
TT15X25 
TT25X5 
TT151[25 

PCL5-3026.10', 

TE -1157. 1 
TE-1157.1 
TE-1155 
TE - 1157.1 
TE -1152 
TE -1157.1 

* Not normally in distributor's stock. Available thru distribu or on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNal.. 
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CO .0015 EF-001 MET-1000 CCF-102 CT280A 

C10 21 DI 22 DO-220 LA10Q22-51. CCD-220 GP422 5GA-Q22 

C11 47 NPO la NPO-DI 47 DTZ-47 CIOQ47C CCTO-470 CNO-447 IOTCC -Q47 

C12 15 N330 la 10TCS-Q15 

C13 1-6 829-6 CV-3 CT552 

C14 5 NPO NPO-DI 5 DTZ-4R7 CIOV47C CCTO-050 CNO-5.11 10TCC -V50 

C15 .1 TTD-1 CK-104 H6 TA-010 TG-P10 

C16 .0015 E F-001 MET-1000 CC F-102 CT280A 

Cl? 1-6 829-6 CV-3 CT552 

C18 17 N750 n (15) Y N750-DI 15 DTN-I5 C10Q15U CCTN-150 CN7-415 10TCC -Q15 

C19 3 NPO NPO-DI 3 DTZ-3R3 C 10V33C CC TO-3R3 CNO-533 10TCC -V30 

C20 2.2 NPO NPO-DI 2. 2 DTZ-2R2 C 10V22C CC10-2R2 CNO-522 10TCC -V22 

.21 330 DI-330 DD-331 LA10T33-C4 CCD-331 GP333 101H-T33 

C22 .0015 E F-001 MET-1000 CC F-102 CT280A 

C29 .0015 EF-001 MET-1000 CC F-102 CT280A 

C24 .0015 E F-001 M FT-1000 CC F-102 CT280A 

C25 6.2 DI-6. 8 DD-6R8 LA10V68-SL 3CCD-150 GP568 10TCC-V68 

C26 1-6 829-6 CV-3 CT552 

o 
col 

VLZS VOZS9L-1:11A siiaow 
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Ert: PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 
FIXED CAPACITORS(cont) 

ITEM 
No. 

RATING REMARKS REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

OUBLIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C27 15 N330 101 10TCS-Q15 
C28 2.2 NPO +. 25% 10TCC -V22 
C29 .0015 - EF-001 MF T-1000 CCF-102 CT280A 
C30 .1 TTD-1 CK-104 H6 TA-010 TG-P10 
C31 560 
C32 .02 TTD-02 CK-203 H3 TA-120 TG-S20 
C33 3.3 NPO NPO-DI 3.3 DTZ-3R3 C 10V33C CC TO-3R3 CNO-533 10TCC -V33 
C34 560 
C35 100 10% 1459-100 CD10F101J DM-19-101 MC235 MS-31 
C36 10-80 
C37 3.3 NPO NPO-DI 3.3 DTZ-3R3 CIOV33C CCTO-3R3 CNO-533 10TCC-V33 
C38 5 NPO NPO-DI 5 DTZ-4R7 CIOV47C CC TO-050 C NO-547 10TCC-V50 
C39 100-400 
C40 270 1459-270 CD10F271J DM-19-271 MCB-240.5 MS-327 
C41 3.3 NPO NPO-DI 3.3 DTZ-3R3 CIOV33C CC TO-3R3 CNO-533 10TCC-V33 
C42 .03 100V 10% TTD-03 CE-303 TG-530 
C49 100-400 
C44 100 N750 N750-DI 100 DTN-100 C1OTIU CCTN-I01 CNT-310 10TCU-T10 
C45 2.2 NPO 10% NPO-DI 2.2 DTZ-2R2 CIOV22C CCTO-2R2 CNO-522 10TCC-V22 
C48 560 DI-560 DD-561 LA10T56-C4 CCD-561 GP356 5HK-T56 
C47 .3 
C48 180 1459-180 C1ODF181J DM-19-181 MS-318 
C49 .05 50V TTD-05 CK-503 H5 TA-150 TG-S50 
C50 .047 200V P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2147 2TM-S47 
C51 .02 TTD-02 CK-203 133 TA- 120 TG -320 
C52 .01 TTD-01 CK-103 H2 TA- 110 TG-S10 
C53 .47 50V P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2147 2TM-547 
C54 .05 TTD-05 CE-503 H5 TA- I50 TO-550 
C55 .05 TTD-05 CE-503 H5 TA- 150 TG-050 
C58 .1 TTD-1 CK-104 136 TA-010 TG-P10 
C57 .1 TTD-1 CK-104 H6 TA-010 TG-P10 
C58 .1 TTD-1 CE-104 H6 TA-010 TG-P10 

t Alternate Value. CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

RIVERSIDE 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

R2 

Tone 
Volume te Switch 

Fader 

10K 
100K 
Tap® 
40K 
loon 

80A2530 

80A2215 

COILS ( RF- F) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

LO 
L2 

FM Ant. 
FM RF / 

(:l)  Part of M2 

L3 RF Choke ( luh) BC-561 4802 RTC-8515 T855 (g) Part of M3 
L4 lut FM IF 14-2520 
L5 FM Osc. © 
L6 2nd FM IF 14-2521 
L7 RF Choke (6.2uh) 14-6.2 BC-565 4610 RTC-8520 T859 
L8 AM Ant. ® 
L9 3rd FM IF 14-2521 
L10 AM RF ® 
L11 AM ose. e 
L12 4th FM IF 14-2521 
L13 lui AM IF 14-2523 
L14 Ratio Get. 14-2522 
L15 2nd AM IF 14-2524 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES 
INDUCTANCE 
IS CURRENT 

1000-I 

RIVERSIDE 
PART No. 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L16 300MA .5i1 10MH 75A1269 C-4095 TC-2 TE-155 TY17XT 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES RIVERSIDE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 
Ti 5 1 75A2500 

TRANSFORMER AUDIO OUTPUT 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES RIVERSIDE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No . PRI. 

T2 161-1 Taps® 1212, 811 75A2501 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

GUAM 
PART No. 

SPI 6" x 9" PM 1611 73132574 69A3Z16 

COMPONENT COMBINATIONS 

ITEM 

No. 
USE DESCRIPTION RIVERSIDE 

PART No. 
REPLACEMENT DATA 

KI X3 Bias 47011, 220013, 18K, 560mmf 89A2533 
K2 X4 Bias-AVC 470G, 100051, 82K, (2) . 05mfd 89A2532 
K3 AM RF Coupling 15013, . 005mfd, . 02mfd 89A2535 
K4 X5 Bias 47011, 220011, 18K, 580mmf 89A2533 
K5 X6 Bias 47013, 220001, 18K, (3) . 05mfd 89A2534 
K8 Ratio Get. Balance 680Q., 82011, (2) 680001, 

89A2538 
(2) 330mmf 

K7 De-emphasis 18013, 390011, 10K, 100K, 
(3) . Olmfd, . 02mfd 89A2536 

FUSES 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 

RIVERSIDE 
PART No. 

LITTELFUSE 
PART No. 

BUSS 
PART No. 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 

MI AGA 2A 108-301 12-1912B 301002 155004 AGA 2 HMF 

MISCELLANEOUS 

ITEM 
No. PART NAME 

RIVERSIDE 
PART No. NOTES 

M2 FM Tuner 
M3 AM Tuner 
M4 AFC Get. 
M5 Zener Diode 
M6 Limiter 
M7 AFC Get. 
M8 AVC Bet. 
M9 Ratio Det. 
M10 Ratio Det, 
M11 AM Del. 
M12 Spark Plate 
M13 Selector Switch 



TRADE NAME: 

PHOTOFACT® 

Riverside Models: 
FJB-16574A ( 1963 Buick) 
FJB-16580A ( 1963 F-85) 
FJB-16583A (1963 Tempest) 
FJB-16585A ( 1963 Chevrolet) 

SUPPLIER: Montgomery Ward & Company 
619 Chicago Ave., Chicago 7, Illinois 

TYPE SET: 5 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: . 8 Amp. C)12. 6 VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 

Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 86061,, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 

INDICATOR ADJUST REMARKS 

High side thru . lmfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC " ' 

- 

A5, A6, 
A7 

" 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KC and adjust A7 for maximum output. 

I 30 
TO I Wee 

( 
SIGNAL 0  

GENERATOR 

0— 

FIG. 1 

TO 
  ANTENNA  

30 I 
1,AMF 

RECE PTACLE 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 
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1 
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ANTENNA 

§ TEl 

GRO 

RF AMP 

O BLUE 

I0.6V 

RN a 

7E2.30 

C OV 

10.8V 

PURPLE 0 

x I 

lefd 

3 12 

.05 
II I  

MD) 
10000 05 

3910 

I 
NOMINAL VALUE 
MAY VERY 

I0.8V 

SW ON 
VOLUME 
CONTROL 

12. 6V   • 
e-

81891 

270eml 

RED il 

COLOR 
Xl, X2 & X3 DOT COLOR DOT 

TERMINAL GUIDE 15 TERMINA GUIDE L6 TERMINAL GUIDE 

.015 

2 

CONY 

OV 

9.8V E 

4 

NOMINAL VALUE 
MAY VARY 

/0.8V 

2 

8200 

3 

12.4V 

SOURCE 

10.8V 

»0 SOURCE 

me 

9.4V 

SOURCE 

NOMINAL VALUE 
* NOT USED IN SOME VERSIONS MAY VARY 

e See parts list for alternate value or application. 
I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation. no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
a. All terminals viewed Iran bottom unless othenvise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 
elloward W. Soon 8 Co., Inc. 1964 
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6800 
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NC 
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5 
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a 
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OV 
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5 
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NOMINAL VALUE 
MAY VARY 
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262KC 
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10.8V 
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PARTS LIST AND DESCRIPTION 

• "STA-LOC" Equivalent: FG14L,R1.1752T53, 0S2000, 102437, US41 

(1) Not used in some versions. 
e Cut 3/ 32" from bushing. 

Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Hove your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 
REPLACEMENT DATA 

ITEM ORIG. 
USE GENERAL 

No. TYPE DELCO 
PART No. ELECTRIC 

PART No. 

RCA 
PART No. 

NOTES 

X1 2N640 RF Amp. DS-25 GE- 1 2N1637 PNP 
X2 214642 Cony. DS-25 GE- 1 2N1639 PNP 
X3 214641 IF Amp. DS-25 GE- 1 2N1638 PNP 
X4 2N591 Driver DS-26 GE-2 2N591 PNP 
X5 254176 Cutput DS-520 GE-3 2N301 PNP(Note 1) 

Note I. When replacing, apply silicone grease to both sides of insulator. 
Tighten mounting screws securely. 

ELECTROLYTIC CAPACITORS 
RATING REPLACEMENT DATA 

ITEM 

No. CAP. VOLT. 
RIVERSIDE 
PART No . AEROVOX 

PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C IA 
B 
C 

C2 
C3 

n 500 
• 300 
100 
25 
5 

16 
16  
16 
15 
15 

 20-2653 

15025 
15015 

AFE13-00.94.5 

PTT69 
CRE454A 

NLW25-15 
NLW5-15 

MT1-10 
MT1-3 

MLV25-15 
MLV5-15 

FP-300.83 

TT15X25 
TT25X5 

PC LS-3026.0 

TE -1157.1 
TE - 1152 

T' Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. G RATIN REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C9 
C1.0 

lmfd 
#28-500-2L 

UK- 105 HCC3105P HY-135 

C 11A #28A1332 
C11B 

D 
C12 270 DI-270 DD-271 LA 10T27-C4 CCD-271 GP 327 5GA-T25 C13 100 N750 N750-DI 100 DTN-100 ClOTTU CCTN-101 CN7-310 10TCU-T10 C14 .01 BPD-01 DD- 103 BYA10S1 CCD-103 B-110 5HK-S10 C15 .22 UK20-204 HCC25224Z HY-325 C16 .1 16V TTD-1 CE-104 H6 TA-010 TG-P10 C17 .05 50V TTD-05 CE-502 H5 TA- 150 TG -850 

.—. .. _ 
erssae PartNumber. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST 

ANCE 

REPLACEMENT DATA 

RIVERSIDE 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS—IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

R2 

+ "nrlhie+rumr»rxr++,, 

Tone 
Volume & Switch 

Fader 

r.....4...1...... 

10E 
75oon 
Tap 0 
51008 
4on 

Ye 0 Tel.. 

80A2772 

80A2685) 
_ao_, . 

T QJ - 1687A ou UE4459S 

elements an s: Bu -116, P17-129 (Panel) 
"SNAPTROL" Equivalent: BUS® , CF9, CR48T, SF16, SR51, GC B21-115X, R9-208 (Rear) 

S9® (Bushing) 
76-1 (Switch) 

COILS RF-IF 
ITEM 
No. USE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
L4 
L5 
L6 

RF Choke(6.2uh) 
Ant. 
RF 
Olio. 
Input IF 
Output IF 

14-6.2 

/ 
/ 
/ 

14-2654 
14-2655 

BC-565 4610 

6570 
6571 

RTC-8520 T859 ® Part of MI. 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) DC RES. 

INDUCTANCE 
(0 CURRENT 

1000—) 

RIVERSIDE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No . 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L7 600ma .5S1 10MH 75A1269 C-4095 TC -2 TE-155 TY17XT 

120 



PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-dote replacement. 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES RIVERSIDE 

PART No. 
MERIT 

PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

Ti 8: 1 75A2635 

RMER AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 

" 
REPLACEMENT DATA 

NOTES RIVERSIDE 

PART No. 

MERIT 

PART No. 

STANCOR 

PART No. 

THORDARSON 

PART No. 

TRIAD 

PART No. 
PRI. 

T2 240 TapC)6-8D 75A2636 (1) TR-169 (1) Part 475A2693 used in 
Buick and Chevrolet. 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

GUAM 
PART No. 

SPI 4" x 10" PM 6-811 73B2737 (1) 410A2Z 8 1 Part # 73B2671 used in Chevrolet. 

COMPONENT COMBINATIONS 

ITEM 

No. 
USE DESCRIPTION RIVERSIDE 

PART No. 
REPLACEMENT DATA 

K1 X1 Bias 39011, 100013, 82K, . 05mfd, 89A2582A (1) 

.05mfd 

112 X2 Bias 1300, 12000, 47000, 47K, 89A2583A 

.005mfd, . 015mfd, . 02mfd 

K3 AVC 56000, 180mmf 89A2701 

K4 X3 Bias 56013, 560011, 47K, . 05mfd, 89A2584B 

.05rnfd, . 05mfd 

X5 Audio Bias 47013, 8200, 470013, 12K, 27K, 89A2585A 

270K, . 002mfd 

I ) Some versions may use Part I/ 89A2582B or C 

MISCELLANEOUS 

ITEM 
No. PART NAME 

RIVERSIDE 
PART No. NOTES 

MI Tuner 78B2777 Push Button 
Tuner 78B2712 Manual 

M2 AVC 1GD2 

M3 Detector 1GD2 
M4 Spark Plate 43-215 

CABINETS 8t CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

BUICK  

Knob - Volume, Tuning 
Knob - Tone 
Knob - Dummy 
Push Button 
Dial Glass 

TEMPEST 

Knob - Volume 
Knob - Tuning, Dummy 
Knob - Tone 
Push Button 
Dial Glass 

48A2761 
48A1830 
48A1830-1 
55A1827 
39-97 

73B2737 
48A2761 
48A 1830 
55A1827 
39-97 

ITEM PART No. 

F-85 

Knob - Volume, Tuning 
Knob - Tone 
Knob - Dummy 
Push Button 
Dial Glass 

CHEVROLET  

Knob - Volume, Tuning 
Knob - Tone, Fader 
Dial Glass 

48A1833 
48A1837 
48A1838 
55A1827 
39-97 

54A1714 
48A2692 
39-86 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extendion Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In. ) or 8670 (3/4 In.) 
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PHOTOFACT® 

TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

Riverside Models FJB-16576A, FJB-16586A 
(1963 Corvairs) 

Montgomery Ward 8z Company 
619 Chicago Ave., Chicago 7, minois 

5 Transistor AM Receiver 

12 Volt Storage Battery 

525MA ® 12. 6VDC (Less Lamp) 

TUNING RANGE: BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 

Check for specified source voltage. 

Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

High side thru . lmfd to 
point i , low side to 
ground. 

SIGNAL 
GENERATOR 
FREQUENCY 

262KC 
(400% Mod.) 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High Freq. 
End Stop. 

Output Meter 

across voice coil. 
Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC 
A5, A6, 
A7 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KC and adjust A7 for maximum output. 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

I 30 
TO I MME 
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SIGNAL o  
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TO 
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PARTS LIST AND DESCRIPTION 

WIRING DATA 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES 

DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 

2N640 
2N642 
2N641 
2N591 
2N176 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-26 
DS-520 

GE- 1 
GE- 1 
GE-1 
GE-2 
GE-3 

2N1637 
2N1639 
2N1638 
2N591 
2N301 

PNP 
PNP 
PNP 
PNP 
PNP (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. 
Tighten mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 

N°. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
RIVERSIDE 
PART No. 

AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIA 
B 
C 

C2 
C3 

•600 
• 300 
100 
25 
5 

15 ) 
15 
15 
15 
15 

20-327 

15025 
15015 

AFH3-00-95.4 

PTT69 
CRE454A 

NLW25-15 
NLW5-15 

MT1-10 
MT1 ,3 

MLV25-15 
MLV5-15 

WP -300.87 

TT15X25 
TT25X5 

PC LS-3026.10 
4, 

TE -1157.1 
TE 1152 

Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AFRO VOX 
PART No. 

CENTRALA8 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C 10 828-800-21, 
C11 lmfd (. 05 ) t UK- 105 HCC3105P HY-135 
C12 .05 100V P288N-05 PM2S5 1DP-2-503 PVC-215 2PS-S50 
Cl3A D #28A1332 

B 
C14 270 DI-270 DD-271 LAIOT27-C4 CCD-271 GP327 5GA-T25 
C15 .02 200V BPD-02 DD-203 BYA6S2 CCD-203 B-120 5HK-S20 
C16 .005 200V P288N-005 DD-502 DPMS6D5 6DP-1-502 PVC-625 6TM-D50 
C17 .015 200V P288N-015 WMF2S15 4DP-1-153 PVC-2115 4PS-S15 
C18 100 N750 N750-DI 100 DTN-100 CIOTIU CCTN-101 CN7-310 10TCU-T10 
C19 .05 100V P288N-05 PM2S5 1DP -2-503 PVC-215 2PS-S50 
C20 .1 16V TTD-1 CE-104 H6 TA-010 TG-P10 
C21 .05 100V P288N-05 PM2S5 1DP -2-503 PVC-215 2PS-S50 
C22 180 DI-180 DD- 181 LA10T18-S3 CCD-181 GP318 5GA-T18 
C23 .01 50V TTD-01 CK-103 112 TA- 110 TO-SbO 
C24 .22 50V UK20-204 HCC 252242 HY-325 
C25 .05 50V TTD-05 CK-503 H5 TA- 150 TG-S50 

# Riverside Part Number. 

t Alternate Value. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

RIVERSIDE 

PART No. 
CENTRALA8 
PART No. 

CLAROSTAT 
PART No. 

CTS—IRC 
PART No. 

MALLORY 
PART No. 

R1A 
B 

Tone 
Volume Ft. Switch 

10K 
10K 
Tap® 5K 

80A2291 

CO LS ( RF—IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 

PART No. 

LI 
L2 
L3 
IA 
L5 
L6 

R F Choke(6.2uh) 
Ant. 
RF 
Osc. 
Input IF 
Output IF 

14-6.2 

/ 
/ 
/ 

14-270(B) 
14-271(B) 

BC-565 

BC-690 
BC-691 

4610 

6570 
6571 

RTC -8520 T859 

TF606 

(1) Part of MI. 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) DC RES 

INDUCTANCE 
10 CURRENT 

1000 — ) 

RIVERSIDE 

PART No. 

MERIT 

PART No. 

STANCOR 

PART No. 

THORDARSON 

PART No. 

TRIAD 

PART No. 

L7 525ma : 5S2 IOMH 75A 1269 C-4095 TC -2 TR-I55 TY17XT 

CHOKE (AUDIO OUTPUT) 

ITEM 
No. 

INDUCTANCE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L8 27MH 75A2189 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES RIVERSIDE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI SEC. 
Ti 8: I 75A1859 TR-184 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

QUAM 
PART No. 

SPI 6" x 9" PM 2012 73B2221 89A3 Z20 

MISCELLANEOUS 

ITEM 
No. PART NAME 

RIVERSIDE 
PART No. NOTES 

MI Tuner 78B2290 Push Button 
Tuner 78B2234 Manual 

M2 A VC 1GD2 
M3 Detector 1GD2 
M4 Spark Plate 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Knob - Volume, Timing 
Knob - Tone 

54A1714 
48A1063 

ITEM PART No. 

Knob - Dummy 
Push Button 

48A1063- 1A 
55A1748 

1,98S9L-STA 1V9LS9L-8T3 Sl3GOW 3GISU3A111 



; ANTENNA 
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Q 
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WH 
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+12.6V 
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.5Q 

9.4V 
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PURPLE I(  

330Q lmfd 
1. 051 
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9.6V 
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13,100) 

270mmf I .102 

X1 & X3 
TERMINAL GUIDE 

12.3V 

SOURCE 

10 V 
SOURCE 

8 7 V 
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100mfd 

* NOT USED IN SOME VERSIONS 

e See parts list for alternate value or application. 
1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 
A PHOTOPACT STANDARD NOTATION SCHEMATIC 

CHoward W. Soros & Co., Inc. 1964 

e 

@ B 
VOLUME 

10K 
TAP @ 
38000 

5mfd 

CONV 

9.4 V 

4700Q 

o 
1000Q 

10V 

4700Q 

IA51 

100 r 
mmf 
N750 

22 8.7V 

8 7V 10V COLOR 
DOT 

X2 & X4 TERMINAL GUIDE 

4 

262KC 

[A4I 

NC 

6  38Q  

e 

1.60 

o 
56000 

BLUE 

3000 

@ A 
TONE 
10K 

IF AMP 

8Q 

9v 

  180mmf 

' 

560Q 

10V 

OUTPUT 

®8P4041 

GRN 11.8V 

RIVERSIDE MODELS FJB-16576A, FJB-16586A 

8.20 1W 
160Q 11001 
5W 

.6V 

50 1IN 

12.3V 

X5 TERMINAL GUIDE 

COLOR COLOR DOT 
DOT 

L5 TERMINAL GUIDE L6 TERMINAL GUIDE 

NC NC 

262KC 

3 

ATH s  

25mfd 

10V 

JUMPER 

A21 

.05 

FAD ER 
1000 I 

5 

10V 

REAR SEAT SPEAKER 
CIRCUIT USED IN 

SOME VERS IONS 

777 

1 6 4 
— — 



RIVERSIDE MODELS FJB-16576A, FJB-16586A 
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PHOTOFACT® 

TRADE NAME: Riverside Models: 
FJB-16578A (1963 Ford) 
FJB-16579A ( 1963 Falcon) 
FJB-16581A ( 1963 Mercury) 
FJB-16587A (1963 Falcon) 
FJB-16588A (1963 Ford) 

SUPPLIER: Montgomery Ward & Company 
619 Chicago Ave., Chicago 7, Ill. 

TYPE SET : 5 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: . 8 Amp. ® 12. 6 VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 

Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7  GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1rnfci to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC " ' A5, A6, 
A7 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KC and adjust A7 for maximum output. 

I 30 

TO i  SIGNAL o MAIF 

GENERATOR - -I I( i 
I '1"- MMFJ i 

I 
0— 

FIG. 1 

TO 
11 ANTENNA 

RECEPTACLE 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3, Press button in firmly. 
4. Repeat for remaining buttons. 

HOWARD W. SA MS & CO., INC. Indianapolis 6, Indiana 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES 
DELCO 

PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

XI 
X2 
X3 
X4 
X5 

2N640 
2N642 
2N641 
2N591 
2N176 

RF Amp. 
Converter 

IF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-26 
DS-520 

GE-1 
GE-1 
GE-1 
GE-2 
GE-3 

2N1637 
2N1639 
2N1638 
2N59I 
2N301 

PNP 
PNP 
PNP 
PNP 
PNP(Note 1) 

Note I. When replacing, apply silicone grease to both sides of insulator. 
Tighten mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 

No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
RIVERSIDE 
PART No. 

AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY ' 
PART No. 

SPRAGUE 
PART No. 

C IA 
B 
C 

C2 
C3 

a 500 
•300 
100 
25 
5 

16) 
16 
16J 
15 
15 

20-2653 

15025 
15005 

A FH3-00-94.5 

PTT69 
CRE454A 

NLW25-15 
NLW5-15 

MT1-10 
MTI -3 

MLV25-I5 
MLV5-15 

FP-300.83 

TT15X25 
TT25X5 

PCIS-3026.11 
• 

TE - 1157.1 
TE - 1152 

Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 #28-800-2L 
MIA #28A-1332 
B 

D  

C12 270 DI-270 DD-271 LAIOT27-C4 CCD-271 GP327 5GA-T25 
C13 100 N750 N750-DI 100 DTN-100 C 1OTIll CCTN-101 CN7-310 10TC1J-TIO 
C14 .01 BPD-01 DD- 103 BYA10S1 CCD-103 B-110 514K-Sil 
CI5 .22 3V UK20-204 HCC25224Z HY-325 
C16 .1 16V TTD-1 CE-104 146 TA-010 TG-P10 
C17 .05 50V TTD-05 CK-503 H5 TA- 150 TG-S50 

# Riverside Part Number. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No . 
USE 

RESIST-

ANCE  

REPLACEMENT DATA 

RIVERSIDE 
PART No. 

CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS--IRC 
PART No. 

MALLORY 
PART No. 

RI Tone 
Volume SE Switch 

Fader 

10K 
75000 
Tap® 
5K 
4013 

80A2658® 

80A2621® 

04, Falcon Models use Part # 80A2182C 
® Not used in some versions. 

COILS (RF—IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L9 
IA 
L5 
L6 

RF Choke. 2uh) 
Ant. 
RF 
Osc. 
Input IF 
Output IT 

14-6.2 

1 
/ 
/ 

14-2654 
14-2655 

BC-565 

6570 
6571 

4610 RTC-8520 T859 CD Part of Ml. 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(meosured) DC RES. 

INDUCTANCE 
10 CURRENT 

1000—) 

rervERsiDE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L7 600ma . 5S7 10MH 75A1269 C-4095 TC -2 TR-155 TY17XT 

R
I
V
E
R
S
I
D
E
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ANTENNA 

2 20 IGRN 
70 

,  WH I 

RF AMP 
0 BLUE 

10.6V BRN B 

(.05) 
10MQ . 

8210 

cl oy 

2 

3000 

NOMINAL VALUE 
MAY VERY 

70.8V 

r 00000 .% 
2Q /  

270m ml 

RED 1 

COLOR 
Xl. X2 & X3 DOT COLOR DOT 

TERMINAL GUI DE L5 TERMINAL GUIDE L6 TERMINAL GUI DE 

2 

47000 

9.8V lE 

± . 015 

NOMINAL VAWE 
MAY VARY 

10.8V 

SW ON 
VOLUME 
CONTROL 

+12. 6V 
INPUT • /  
• 800ma (:) 

41891 

e See parts list for alternate value or application. 
1. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 
°Howard W. Sums & Co., Inc. 1964 
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4700 

2 
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12.4V 

SOURCE 

10 8V 
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94V 
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cseue 
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7 
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OR 
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47000 

70.8V 

RIVERSIDE MODELS FJB-16578A/79A/81A/87A/88A 

4 
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3 

YE 
.813 

13LK 

9.4V 

NC 

262 KC 

390 

10.8V 
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.1 

4000 
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  C> 

7 TONE 
10K 

2 

5 

9.8V 

IF AMP 

OV 

10V E 

NOMINAL VAWE 
MAY VARY 

4 

36011 

5 

70.8V 
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08P404T 

.7V 

8. 2Q 1W 

16002 

.5Q 
1W 

,® 

NC 

BLUE 
. 6s-2 
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12.4V 
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X4 TERMINAL GUIDE 

6 
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X5 TERM' NAL GUIDE 

NC 

262 KC 

2 

5 

CATH 
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REAR SEAT SPEAKER 
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USED IN SOME 
VERSIONS 
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PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Hove your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES RIVERSIDE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

Ti 8: 1 75A2635 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES RIVERSIDE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. 

T2 2412 Tap() /H2 . 75393 TR-169 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

GUAM 
PART No. 

SP I 6" x 9" PM 6-8.11 
5" x 7" PM 6-81Z 

73B2724 
73B2786 

Ford, Mercury 
Falcon 

COMPONENT COMBINATIONS 

ITEM 

No. 
USE DESCRIPTION 

RIVERSIDE 

PART No 
REPLACEMENT DATA 

K1 X1 Bias 39012, 10000, 82K, . 05mfd, 
.05mfd, lmfd 

89A2582C a) 

K2 X2 Bias 15011, 10000, 470012, 47K, 
.005mfd, . 015mfd, . 02mfd 

89A2583 

K3 X3 Bias 5600, 56000, 47K, . 05mfcl, 
.05mfd, . 05mfd 

89A2584B 

K4 AVC 56000, 180mmf 89A2701 

K5 Audio Bias 4700, 8200, 47011, 12K, 27K, 
270K, . 002mfd 

89A2585A 

(D Some versions may use Part # 139A2582B 

MISCELLANEOUS 

ITEM 
No. PART NAME 

RIVERSIDE 
PART No. NOTES 

MI Tuner 78B2618 Push Button, Ford 

Tuner 78B2708 Manual, Ford 

Tuner 78B2175 Push Button, Falcon 

Tuner 78B2715 Manual, Falcon 

Tuner 713B2618/78B2670 Push Button, Mercury 

M2 AVC ( 1G11/2) 
M3 Det. ( 1GD2) 
M4 Spark Plate 43-215 

CABINETS 8, CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

KNOBS  

Tuning, Volume - Ford 
Tuning, Volume - Falcon 
Tuning, Volume - Mercury 
Tone - Ford, Falcon 
Tone - Mercury 
Dummy - Ford, Falcon 
Dummy - Mercury 

48B2650 
47-52W 
54A1714 
48A1522 
48A2247B 
48A1522-1 
48A2247-1 

ITEM PART No. 

Push Button - Ford 
Push Button - Mercury 
Dial Glass - Ford 
Dial Glass - Falcon 
Dial Glass - Mercury 

55A2I83NV 
55A2179NV 
39-85 
39-83 
39-85A 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8681 (3/8 In.) or 8670 (3/4 In.) 
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TRADE NAME: 

SUPPLIER: 

TYPE SET: 

POWER SUPPLY: 

RATING: 

Riverside Model FJB-16589A 

Montgomery Ward & Company 
619 Chicago Ave., Chicago 7, Illinois 

6 Transistor Auto-Portable AM Receiver 

12 Volt Storage Battery (Auto) 
9 Volts DC (Portable) 

. 27 A mp. 12. 6VDC (or) 
23MA ® 9VDC 

TUNING RANGE: BROADCAST 

1. 

2. 

540 — 1615KC 

ALIGNMENT INSTRUCTIONS 

Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4  GENERAL CEMENT #8606, 8606L, 8869 
WALSCO 42543, 2544, 2588 

A5, A6, A7, A8  GENERAL CEMENT #8290, 8868, 9087 
WALSCO 02525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . lmfd to 
point , low side to 
ground. 

262KC 
(400'1, Mod.) 

High Freq. 
End Stop, 

Output Meter 

across voice coil. 
Al, A2, 
A3, A4 

Adjust for maximum. 

Loosely coupled to 
Loopstick. 

1615KC ' " A5, A6, 
A7 

II 

With radio installed in car and antenna ful y extended, tune in a weak station near 1400= and adjust A7 for maximum output. 

DIAL CORD STRINGING 

5 112 
TURNS 

1/
68
S9
1.
-
fi
fd
 
1
3
G
O
W
 
3
G
I
S
M
A
I
I
I
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7V 
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7V 
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DO 

6 
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2 
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® 1 

°ETERNAL SPEAKER 

3 
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2. 2f2 

L2.61/ 
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SUPPLY UNIT 

0 T 

DENOTES CHASSIS 

POLARITY PLUG SHOWN IN 
NEGATIVE GROUND POSITION. 
ROTATE 90° CCW FOR POSITIVE 
GROUND. 

A PHOTOPACT STANDARD NOTATION SCHEMATIC 
°Howard W. Some & Cm., Inc. 1964 
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I. Vottage measurements taken with ',Mum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are from socket Mn or terminal to common ground. 
4. All term Inals viewed from bottom unless othenvise designated. 
N. Numbers assigned to terminals may nd be found on the unit. 
6. Supply voltage maintained at rated value for voltage readings. 
T. Resistance measurements not given because of the wide variation 

In Internal resistance of transistor. 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 
X6 

2N640 
2N642 
2N641 
2N591 
2NI184 
2N1184 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 
Output 

DS-25 
DS-25 
DS-25 
DS-28 

GE- 1 
GE- 1 
GE- 1 
GE-2 

2N1637 
2N1639 
2N1638 
2N591 

PNP 
PNP 
PNP 
PNP 
PNP 
PNP 

ELECTROLYTIC CAPACITORS 

ITEM 

No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 

RIVERSIDE 

PART No. 
AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C lA 
B 
C 

C2 
C3 

• 500 
• 300 
100 
25 
5 

18 
16 
16 
15 
15 

) 20-2853 
20-256 
20-505 

AFH3-00-94.5 

PTT69 
CRE454A 

NLW25-I5 
NLW5-15 

MT1-10 
MT1-3 

MLV25-15 
MLY5-15 

FP-300.83 

TT15X25 
TT25X5 

PCLS-3026.11 

TE -1157.1 
TE -1152 

• Not normally in distributor's Stoc. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C9 #28-800 - IL 
C 10 .01 50V BPD-01 DD- I03 EIYA10S1 CCD-103 B-110 5HK-510 
C11 .05 TTD-05 CE-503 II5 TA- 150 TG-S50 

C12 lmfd 3Y UK- 105 HCC3105P HY-135 

C13 828-431A 
C14 270 D1-270 DD-271 LAIOT27-C4 CCD-271 GP327 5GA-T27 
C15 028-4131 
C16 .01 50Y BPD-01 DD- 103 BYAIOS1 CCD-103 B-110 51111-510 
C17 .01 50V BPD-01 DD- 103 BYA10S1 CCD-103 B-110 511K-510 

C18 .01 50V BPD-431 ^',1-103 BYA10S1 CCD-103 B-110 5HK-S10 

C19 .03 100V P288N-03 DD-303 DPMS6S3 1DP-1-303 PVC-613 4PS-S30 
C20 .003 DI-3000 DD-302 LAIOD3-C4 CCD-302 GP230 5GA-D30 
C21 .01 50Y BPD-01 DD- 103 BYAlOSI CCD-103 B-110 5HK-S10 
C22 .5 200V P288N-5 DPMS2P5 2DP-5-504 PVC- 105 2TM-P50 

N Riverside Part Number. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

RIVERSIDE 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS—IRC 
PART No. 

MALLORY 
PART No. 

RI Volume & Switch ,10K 80A2647 F2-10K,SFS212, 
KR-4, or(AB-15, 
AK-39, KR-4) 

A47- 10K-Z, 
RS-3/ 16, 
SWE-13 

B13-116, SK-9, 
76-1 or 

,B1.11, CF61, 
SS4,GC)• 

UA14A, SD3500, 
US-4I or(RU14A, 
1S1312, 5L35, US41) 
or (U18, DS-37, 
US-26) 

• "SNAPTROL" 

COILS (RF-IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
IA 
L5 
L6 
1.7 
LO 

RF' Cholte(8.2uh) 
Ant. 
Loopstick 
RF Choke (6.2uh) 
RF 
Osc. 
Input IF 
Output IF 

14-6.2 

/ 
10A2962 
14-6.2 

/ 
(t 

14-2874 
14-2875 

BC-565 

BC-565 

4610 

4810 

RTC-8520 

RTC-8520 

T859 (11:) 

T859 

Part of M9 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES. 
INDUCTANCE 
10 CURRENT 

1000—) 

RIVERSIDE 
PART No. 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L9 270ma .511 10MH 75A5001 C-4095 TC-2 TE-155 TY17XT 
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PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES RIVERSIDE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

Ti 5: 1 75A2796 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

T2 24G C T 6 - 8i2 25A2797 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES RIVERSIDE 
PART No. 

GUAM 
PART No. 

SPI 4" PM 6-852 73A2665 

COMPONENT COMBINATIONS 

ITEM 

No. 
USE DESCRIPTION RIVERSIDE 

PART No. 
REPLACEMENT DATA 

K1 RF Coupling - Bias 150G, 100011, 470012, 47K, 89A2583B 
.005mfd, . 015mfd, . 02mfd 

K2 IF Amp. Bias 560G, 560051, 47K, (3) . 05mfd 89A2584B 
K3 AVC 560011, 180mmf 89A2701 
K4 Audio Bias 47012, 820G, 470012, 12K, 27K, 89A2585A 

270K, . 002mfd 

FUSES 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 

RIVERSIDE 
PART No 

I LITTE FUSE 
PART No. 

BUSS 
PART No. 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 

MI SEE 7 1/2 I2A1912B ; 
.4.- 

30707.5 15507.5 SEE 7 1/2 II ME 

BATTERIES 

ITEM 

No. 
VOLTAGE 

RIVERSIDE 

PART No. 

REPLACEMENT DATA 
NOTES 

BURGESS EVEREADY MALLORY 

M2 9V 130 (or AL- 1) 635 (or E93) M- 14R (or MN1400) 6 Required 

MISCELLANEOUS 

ITEM 
No. PART NAME 

RIVERSIDE 
PART No. NOTES 

M3 
M4 
M5 
M8 

Tuner 
AVC (1GD2) 
Del. ( 1GD2) 
Bias ( IGD10) 

78B2646 Includes Tuning Coils and Gang 

CABINETS El CABINET PARTS 
(When Ordering Specify Model, Chassis di Color) 

ITEM PART No. 

Dial Glass 
Dial Pointer 

39-99 
84A2930 

ITEM PART No. 

Knob - Tuning, Volume 47-50C 

WIRING DATA 

General-use Unshielded Rook-up Wire   Use BELDEN No. 8590 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Rook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 
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TRADE NAME Tenna Models 

1. 

AM-64PB 
BU-64PB 
CH-64PB/RS 
CL-64PB 
CO-64PB 
CM-64PB 
CR-64PB 
C11-64PB 
DA-64PB 
DO-64PB 
FA-64PB, M 

64 American 
63-64 Buick 
63-64 Chevrolet 
64 Chevelle 
60-64 Corvair 
64 Comet 
63-64 Chrysler 
62-64 Chevy II 
64 Dart 
64 Dodge 
64 Falcon 

FL-64PB 
FO-64PB 
ME -64 PH 
OF-64PB 
OL-64PB 
PL-64PB 
PO-64PB 
RA-64PB 
TE -64PB 
VA-64PB 
880-64PB 

84 Fairlane 
64 Ford 
63-64 Mercury 
64 F-85 
63-64 Olds 
64 Plymouth 
63-64 Pontiac 
64 Rambler 
64 Tempest 
64 Valiant 
63-64 Dodge 880 

SUPPLIER: The Tenna Corporation 
19201 Cranwood Parkway 
Warrensville Hts. 28, Ohio 

TYPE SET: 5 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: . 62 Amp. 012.6 VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 

Suggested Alignment Tools: Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC ' " A5, A6, 
A7 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KO and adjust A7 for maximum output. 

30 
TO I MMF 

SIGNAL 0  
GENERATOR - — e- 1 ( 

0-
30 I 
AIMF I 

FIG. 1 

TO 
 I ANTENNA 

RECEPTACLE 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

HOWAR D W. SAM S & CO., I N C. Indianapolis 6, Indiana 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FAGS for the most up-to-dote replacement. 
TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 

T2322 
T2923 
T2324 
2N2712 
SP834 

RF Amp. 
Cony. 
IF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-44 
DS-520 

GE- 1 
GE-1 
GE- 1 
GE-8 
GE-3 

2811637 
2N1639 
2N1638 

281301 

PNP (2N1788 or 2811637) 
PNP (2N1789 or 2NI639) 
PNP (2N1790 or 2811638) 
NPN 
PNP (2N257) (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. Tighten 
mounting screws securely. Check bias adjustment. 

ELECTROLYTIC CAPACITORS 

RATING REPLACEMENT DATA 

ITEM TENNA CORNELL- GENERAL GENERAL 

No. CAP. VOLT. PART No. 
AEROVOX 

DUBILIER ELECTRIC INSTRUMENT 
MALLORY SPRAGUE 

PART No. 
PART No. PART No. PART No. 

PART No. PART No. 

CIA • 500 16 —\ 111001-097 PWH2-02-40 13110040 XC2-45 FP200.6 TVL-2157 

B •500 16 
C2 10 15 111002-001 CRE457A NLW10-15 MT1-5 MLV10-15 TTI5X10 TE-1155 

C3 10 15 111002-001 CRE457A NLW10-15 MT1-5 MLV10-15 TT15X10 TE-1155 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 5-80 #110000-013 
C11 .0047 200V P288N-0047 CPR-4700J WMF2D47 6DP - 1-472 PVC-4247 6PS-D47 

Cl2 .047 100V (.015) • P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2I47 2TM-S47 

C13 .047 100Y P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2147 2TM-S47 

Cl4A 475-675 D #110000-080 
B 375-445 

C15 .01 200V P288N-01 WMF2S I 4DP - 1-103 PVC-ill 4PS-SIO 

C16 .015 200V P288N-015 WMF2S15 4DP-1-153 PVC-2115 4PS-.S15 

C17 68 N750 N750-DI 68 DTN-68 C10Q68U CC TN-680 CN7-468 10TCU-Q68 

C18 .047 100V P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2147 2TM-S47 

C19 .005 BPD-005 DD-502 BYA 10D5 CC D-502 B-250 511K-D50 

C20 220 DI-220 DD-221 LA 10T22 -S3 CCD-221 GP322 IOTS-T22 

C21 .047 100V P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2147 2TM-S47 

C22 .047 100V P288N-047 DD-503 PM2S47 4DP -3-473 GEM-2147 2TM-S47 

C23 .003 DI-3000 DD-302 LA 10D3-C4 CCD-302 GP230 30GA-D30 
C24 .003 DI-3000 DD-302 LAIOD3-C4 CCD-302 GP230 30GA-D30 

C25 .5 50V P288N-5 PM2P5 1DP -4-504 PVC- 105 2P S-P 50 

Tema Part Number. 
t Alternate Value. CONTROLS 

All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

TENNA 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-MC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

R2 
R3 

Tone 
Volume & Switch 

Bias 
Fader 

50K 
mom 

non 
400 

145000-194 

145000-207 

FI-50K, 
R2-5000, 
FFS010, 
RES102,KR-4, 
AK-26 

t QJ-1642A 

110-300 

4 QJ-1691A 

t "CONCENTRIKIT" Equivalent: KO Kit with Base Elements and Shafts: B11-123, P22-021 (Panel) 
B13-114, R1-100 (Rear) 
S-47 (Bushing) 
76-1 (Switch) "SNAPTROL" Equivalent: BUB., WFI8, SF2 

• Cut 1 7/ 16" from bushing. 

COILS (RF—IF) 

ITEM 
REPLACEMENT DATA 

TENNA 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. N o.  

USE NOTES 

Li RF Choke(5.8uh) 114199-000 SW-631 4609 RTC-8519 T959 a) Part of MI 
L2 Ant. / 
L3 RF / 
IA Osc. / 
L5 Input IF 114000-217 
L6 Output IF 114000-218 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES 
INDUCTANCE 
(0 CURRENT 

1000-) 

TENNA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L7 620ma .50 °Mil 161000-001 C-4095 TC -2 TR-155 TY17XT 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES TENNA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PR I. SEC. 
Ti 5.5; 1 161000-171 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES TETINA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. 

Ti 300 Tap(a) 6-8-il 161000-185 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES TENNA 
PART No. 

GUAM 
PART No. 

SP 1 6" x 9" PM 6-8O 
5" x '7" PM 6-80 
4" x 10" PM 6- Oil 

155009-147 69A2Z8 

MISCELLANEOUS 

ITEM 
No. PART NAME 

TENNA 
PART No. NOTES 

MI 
M2 
M3 
M4 

Tuner 
AVC ( 1N295A) 
Dot. (1N295A) 
Spark Plate 

162002-039 
162002-039 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 



ANTENNA 

WH 

e RF AMP 
PCRIPNTED 
A ,-, uT2322 

.047 
10151 

47013 

10.5V 

* NOT USED IN SOME VERSIONS 

e See parts list Or alternate value or application. 
I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 0 I 
3. Measured values are from socket An or terminal to common ground. ' 
4. All terminals viewed from bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. O a 
6. Supply voltage maintained at rated value for voltage readings. VOLUME 
T. Resistance measurements not given because of the wide variatron 

5000fb 
in internal resistance of transistor. 

o 
330 

475-675 
mmf 

BLUE 

XI, X2 & X3 
TERMINAL GUIDE 

CANA 

e®12323 

OV 

375-441m est 

/0.5V 

1.611 

1  

SW ON 
VOLUME 

4-12.6V CONTROL 0 

INPUT •---cr". 
62)ma 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

IMMEEE151111 
0Howard W Sono & Co., Inc, 1964 
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70 5V 
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TENNA MODELS 1964 
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262KC 
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3Q 
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H 

JIÇ 
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50K 10.5V 
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ADJUST BIAS IR3 300O 
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OF X.5 WITH 12.6V 
INPUT 

X4 TERMINAL GUIDE 

40 

777 
1 4 

L5 TERMINAL GUIDE 

IF AMP 

e 0 12324 

OUTPUT 
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I2.2V 

X5 TERMINAL GUIDE 

E 

rAmmf 
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r6 

4 

34O 
<3 

-MD 

BO  

--
...AVHIT1 

1N3bA 

003 

TO RED 
LEAD 
OF 32 

/0.5V 

o 

777 
1 6 4 

o 
1N295A 
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L6 TERMINAL GUIDE 

o 
FADER 

40e? 

CATH 

WHEN PLUG IS INSERTED 
CONTACT IS BROKEN 

nKREAR SEAT 
SPEAKER 

SPARK 
PLATE 

USED IN SOME VERSIONS 
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TRADE NAME: 

SUPPLIER: 

TYPE SET: 

Tenna Models TC-100-M, TC-200-PB, 
TRM-64M 

The Tenna Corp. 
19201 Cranswood Parkway 
Warrensville Hts. 28, Ohio 
5 Transistor AM Receiver 

POWER SUPPLY: 12 Volt Storage Battery 

RATING: . 7 Amp. ,CD 12. 6VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5, A6, A7  GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . lmfd to 
point c , low side to 
ground. 

262KC 
(4DV), Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy (Fig. 1) 
to antenna receptacle. 

1615KC " " A5, A6, 
A7 

' 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KC and adjust A 7for maximum output. 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

I 30 
TO I MMF 

I( 
SIGNAL 
GENERAT OR • 0   

0--

FIG 1 

30 t 
MMF 

TO 
  ANTENNA  

RECEPTACLE 

HOWARD W. SAMS & CO., INC. Indianapolis 6, Indiana 
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PARTS LIST AND DESCRIPTION 

TRANSISTORS 

Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FAGS for the most up-to-date replacement. 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 

T2322 
T2323 
T2324 
2N2'112 
SP 834 

RF Amp. 
Conv. 
rF Amp. 
Driver 
Output 

DS-25 
DS-25 
DS-25 
DS-44 
DS-520 

GE. 1 
GE- 1 
GE - 1 
GE-8 
GE-3 

2N1637 
2N1639 
2N1638 

2N301 

FN? 
FN? 
FN? 
NPN 
FN? (Note 1) 

Note 1. When replacing, apply silicone grease to both sides of insulator. 
Tighten mounting screws securely. Check bias adjustment. 

ELECTROLYTIC CAPACITORS 

ITEM 

No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
TENNA 
PART No. 

AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIA 
B 

C2 

.500 
• 500 
10 

16 
16 
15 

D 111001-097 
111002-001 

PWH2-02-40 

CRE457A 

BB0040 

NLW10-15 

XC2-45 

MT1-5 MLV10-15 

WP 200.6 

TT15X10 

TVL-2157 

TE-1155 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALAB 
PART No. 

CORNELL• 
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 25-180 #110000-005 
C11 .0047 200V P288N-0047 CPR4700J WMF2D47 6DP-1-472 PVC-4247 6PS-D47 

C12 .047 100V P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2147 2TM-S47 

C13 .047 100V P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2147 2TM-S47 

C 14A 475-675 
B 375-445 D #110000-080 

CI5 .02 200V P488N-022 DD-203 PM4S22 4DP-2-223 GEM-4122 4TM-S22 

C16 .015 200V P288N-015 WMF2S15 4DP-1-153 PVC-2115 4P5-S15 

C17 68 38750 N750-DI 68 DTN-68 C10Q68U CCTN-680 CN7-468 10TCU-Q138 

C18 .047 100V P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2147 2TM-S47 

C19 .047 100V P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2147 2TM-S47 

C20 220 DI-220 DD-221 LA10T22-S3 CCD-221 GP322 IOTS-T22 

C21 .047 100V P288N-047 DD-503 PM2S47 4D?-3-473 GEM-2147 2TM-S47 

C22 .47 3V UK10-404 HCC10474Z HY-330 

C23 .02 200V 1488N-022 DD-203 PM4S22 4DP-2-223 GEM-4122 4TM-S22 

C24 .047 100V P288N-047 DD-503 PM2S47 4DP-3-473 GEM-2147 2TM-S47 

# Tonna Part Number. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

TENNA 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

R1 

002 

Volume & Switch 

Bias 

500051 

30011 

145004-026 

145000-207 

B13-114, TM8(1) 
76-1© , or ' 
(BU14 (5), , CF60 
SS4, GC). 

110-300 

CD Use QCB4 instead of TM plate in TM8 and Cu 1/ 8" from bushing. 
(g) Use switch with metal housing. 
C  Cut 1/ 8" from bushing. 

"SNAPTROL" 

COILS (RF-IF) 

ITEM 
No. USE 

REPLACEMENT DATA 

NOTES TENNA 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
L4 
L5 
L6 

RF Choke(5.6uh) 
Ant. 
RF 
Ose. 
Input IF 
Output IF 

114199-000 

a) 
C.ID 
CD 

114000-217 
114000-218 

SW-63I 4609 RTC-8519 T959 1 Part of 542 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) DC RES J 

INDUCTANCE 
10 CURRENT 

1000—) 

'FENNA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L7 700ma . MI 5MH 161000-143 C-4095 TC-2 TR-158 TY17XT 

TRANSFORMER (DRIVER) 

ITEM 
No. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES TENNA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART Na. 

TRIAD 
PART No. 

PRI. SEC. 

Ti 9: 1 161000-140 

TRANSFORMER (AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 
REPLACEMENT DATA 

NOTES TE NNA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. PRI. 

T2 1617 Tapï:) 6-8S1 161000-139 TR-164 

FUSES 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 

TENNA 
PART No. 

LITTELFUSE 
PART No. 

BUSS 
PART No. 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 

MI 1AG 2A 
32V 

301002 155004 AGA 2 HMF 

MISCELLANEOUS 

ITEM 
No. PART NAME 

TENNA 
PART No. 

M2 
M3 
M4 
M5 
M6 

Tuner 
AVC Limiter 
AF Det. 
Spark Plate 
Spark Plate 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

TENNA 
PART No. 

GUAM 
PART No. 

SPI 5" x 7" PM 6-411 155009-145 57A1Z8 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 

Rear Seat Speaker Extension Cable 
Bonding Strap   



ANTENNA 

3-1E0 
mm1 

RF AMP 
®11322 
cÍ.0V 
P 4751 

mml 

62013 

9 7V 

I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set for normal operation, no signal applied. 
3. Measured values are front socket pin or terminal to common ground. 
4. All terminals viewed Iran bottom unless otherwise designated. 
5. Numbers assigned to terminals may net be found on the unit. 
A. Supply voltage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in Internal resistance of transistor. 

SW ON 
.12.6V @ VOLUME 

NT ICOma0   CONTROL 
I  

2Ante.-4. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

111131=311 
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TRADE NAME : Tenna Models TC-300M, TC-400PB 
VW-64-PB (1964 Volkswagen) 

SUPPLIER The Tenna Corp. 
19201 Cranwood Parkway 
Warrensville Heights 28, Ohio 

6 Transistor AM Receiver 
TYPE SET: 

POWER SUPPLY: 6 ( or) 12 Volt Storage Battery 

RATING: 1.2 Amp. 0 12.6VDC (or) 
1.2 Amp. 0 6.3VDC 

TUNING RANGE: BROADCAST 540 — 1615KC 

emegem, 
ALIGNMENT INSTRUCTIONS 

Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 

Al thru A4 GENERAL CEMENT #8606, 8606L, 8869 
WALSCO #2543, 2544, 2588 

A5 thru A7 GENERAL CEMENT #8290, 8868, 9087 
WALSCO #2525, 2528, 2587 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . 1mfd to 
point , low side to 
ground. 

262KC 
(400% Mod.) 

High Freq. 
End Stop, 

Output Meter 

across voice coil. 
Al, A2, 
A3, A4 

Adjust for maximum. 

Thru dummy ( Fig. 1) 
to antenna receptacle. 

1615KC " ' A5, A6, 
A7 

" 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KC and adjust A7 for maximum output. 

I 30 
I NNE 

TO o - --e- -, I ( 7 ANTENNA 
 , 

SIGNAL I r TO 
GENERATOR 1 —". 30 1 

T.mµF i 
0— I I RECEPTACLE 

I  
J 

FIG. 1 

PUSH-BUTTON ADJUSTMENT 

1. Pull button out. 
2. Tune manually to desired station. 
3. Press button in firmly. 
4. Repeat for remaining buttons. 

HOWARD W. SAMS & CO., INC. Indianapolis 6, Indiana 

144 C) 1964 Howard W. Sams & Co., Inc. Printed in U. S. of America PD430/PD431 



PARTS LIST AND DESCRIPTION 

TRANSISTORS 

Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

ITEM 
No 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

X1 
X2 
X3 
X4 
X5 
X6 

T2322 
T2323 
T2324 
0075 
2N2712 
SP834 

RF Amp. 
Cons. 
IF Amp. 
lot AF Amp. 
2nd AF Amp. 
Output 

DS-25 
DS-25 
DS-25 
DS-26 
DS-44 
DS-520 

GE-1 
GE. 1 
GE-I 
GE-2 
GE-8 
GE-9 

2N1637 
2N1639 
2N1638 
2N406 

2N301 

PNP 
PNP 
PNP 
PNP 
NPN 
PNP (Note 1) 

Note I. When replacing, apply silicone grease to both sides of insulator. Tighten 
mounting screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 

No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 

TENNA 

PART No. 
AEROVOX 
PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

CIA 
B 
Cl 
C3 
C4 

•500 
• 500 
500 
10 
50 

16 
16 
3 
15 
3 

111001-097 PWH2 02-40 

CRE243A 
BCD15010 
BCD9050 

BR500-6 
NLP10-15 
NLP50-3 

MTI-26 
MT1-5 
MT1 18 

BL2111 
BL1241 
BL1410 

PFP-200.65 

TC-305 
PET-1760 
PET- 1260 

PCLS-2177. 

TE-1068 
VL-1167 
VL-1045 

Not normally in distributor's stock. Available thru distributor on order to manufacturer. 

FIXED CAPACITORS 

ITEM 
No. 

RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALA8 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C9 25-180 1110000-005 

CIO .003 E DI-3000 DD-302 LA 10D3-C4 CC D-302 GP230 SOGA-D30 

Cil .047 100V P288N-047 WMF2S47 1DP-2-473 PVC-I147 2PS-S47 

Cl2A 475-675 #110000-080 
B 375-445 

C19 .01 200V P288N-01 CPR-10000J WMF2S1 4DP-1-103 PVC-211 4PS-810 

C14 .0047 200V P288N-0047 CPR 4700J WMF21)47 6DP-1-472 PVC-4247 BPS-047 

C15 .0068 200V P288N-0068 CPR-6800J WMF2D68 6DP-1-682 PVC-4268 BPS-D138 

C16 68 N750 N750-DI 68 DTN-68 CIOQ68U CCTN -680 CN7-468 10TCU-Q68 

C17 .1 10V TTD-1 CK- 104 H6 TA-010 TG-P10 

C18 .1 10V TTD-1 CE-104 H6 TA-010 TO-P10 

C19 220 DI-220 DD-221 LA10T22-S3 CCD-221 GP922 IOTS-T22 

C20 .005 BPD-005 DD-502 BYA10D5 CCD-502 B-250 5HK-D50 

C21 .22 3V UK20-204 HCC252242 ME-325 

C22 .47 3V UK10-404 HCC 104742 HY-390 

C29 .22 3V UK20-204 HCC252242 HY-925 

Tenna Part Number 
t Not used in Model VW-64-PB 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST-

ANCE 

REPLACEMENT DATA 

TENNA 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

Tone 
Volume Si Switch 

50K 
20E 
Tap® 
I5K 

145004-022 

COILS ( RF-IF) 

IT EM  
No. 

USE 

REPLACEMENT DATA 

NOTES TENNA 
PART No. 

MERIT 
PART No. 

MILLER 
PART No. 

STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
L4 
L5 
L6 

RF Choke (5.6uh) 
Ant. 
RF 
Osc. 
Input IF 
Output IF 

114199400 

(I) 
a) 
a) 

114000-283 
114000-284 

SW-631 4609 RTC-8519 T959 a) Part of M2 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES. 
INDUCTANCE 
CO CURRENT 

1000 -) 

TENNA 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L7 1.2 Amp. . III 3MH 161000-141 C-4095 TC - 1 TR-159 TY113XT 

CHOKE AUDIO OUTPUT) 

ITEM 
No. 

INDUCTANCE 

REPLACEMENT DATA 

NOTES TENNA 
PART No. 

MERIT 
PART No. 

STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

L8 691H 161000-142 C-4095 TC-2 TR 155 TYPIXT 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES TENNA 

PART No. 
GUAM 
PART No. 

SPI 5" x 7" PM 811 155009-145 57A1Z8 

FUSES 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 

TENNA 
PART No . 

LITTELFUSE 
PART No. 

BUSS 
PART No . 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 

MI AGA 5A 901005 155004A ACAS 'IMF 

MISCELLANEOUS 

ITEM 
No. PART NAME 

TENNA 
PART No. NOTES 

NM 
M3 
M4 
M5 
M6 
M7 
M8 
Mil 

Tuner 
AVC Limiter 
AF Det. 
Spark Plate 
Spark Plate 
Spark Plate 
Polarity Switch 
"A" Lead Resistive 
wire for 12 volts 

164000-088 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colore 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire  Use BELDEN No. 8885 
Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 

Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 
Rear Seat Speaker Extension Cable 

OcIt79-MA 'Elld0017-D1 IWOOE-D1 S1300W VNN31 



.033 

.(le 

RE AMP 

®T2322 

4.8V 

© 

.4GLE,2113KW.ELA 
250 .01 

u 

6V 
INPUT 
le I_ 2AMP SW ON 

0 VOLUME 
12.6V C' 8 CONTROL 

L 2 RI 
INPUT ....2.„,_. 5 70 10-4-kis—i--//87--ce' 

911 AMP . Ho 
AMP RESISTIVE WIRE nwrs 

681( 

4.9V 

5211 X3 
IIRMINAL GUIDE 

POSITIVE 
GROUND 

DENOTES (:) 
GROUND 

VOLTAGES TAKEN WITH 12.6V INPUT hEGATIVE GROUND 

e See parts list Or alternate value or application. 
I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set or normal operation, no signal applied. 
3. Measured values are Iran socket On or terminal to common ground. 
4. All terminals oinked from ballom unless othenrise designated. 
5. NUfelbel assigned to terminals may not be bunt on the unit. 
6. Supply voltage maintained at rated value Mr voltage readings. 
T. Resistance measurements not given because ol the wide variation 

In Internal resistance of transistor. 

A »COMPACT STANDARD NOTATION SCHEMATIC 

ŒME1111 

Olioword W Soms 8 Co , Inc.1964 

Ng% NEGAT ' vejen IVE Dems 
GROUND (»sus 

MB NOT USED IN 
CHASSIS NV-61411 

CONY 

®T2323 

»D 
250 c) 

10K 5% 

4 9V 

OA 5110reld 

101:0 

»amid 

262KC 

HE 

TEL 

5V 

SOURCE 

4 9V 

y500seld SOURCE 

4 8V 

SOURCE TONE 
50K 

4.7V 

SOURCE 

0 Is lOmfd 

(Da 
VOLUME 

20K 
TAP I 15K 

.22 

IF AMP 

®T2324 

I.9V 

TENNA MODELS TC-300M, TC-400PB, VW-64PB 

I 7V 

COLOR DOT 

CID 

XI TERMINAL CHIDE X51ERMINAL GUIDE XITERAIINAL GUIDE 

262KC 

9V 
THER I STOR 

H 

OUTPUT 

OSP834 

6V CHASSIS VW-61412 
IS WIRED AS SHOWN 
DOTTED 
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TRADE NAME: 

SUPPLIER: 

COWNWWeee. 

CM ' 

0 

TYPE SET: 

POWER SUPPLY: 

RATING: 

Truetone Model DC4208 

Western Auto Supply Company 
2107 Grand Ave., Kansas City 8, Mo. 

11 Transistor AM-FM Receiver 

12 Volt Storage Battery 

.2 Amp. C)12.6VDC 

TUNING RANGE: BROADCAST 535 — 1615KC 
FREQ. MOD. 88 — 108MC 

efflei:MR:§er/e 

108MC 108MC 

DIAL CORD STRINGING 

HOWARD W. SAMS ak c o., I N C. Indianapolis 6, Indiana 
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ALIGNMENT INSTRUCTIONS 
Check for specified source voltage. 
Use only enough generator output to provide a usable indication. 
Suggested Alignment Tools: 
Al thru A16, A19, A23,A24,A25  GENERAL CEMENT 08290, 8868, 9087 

WALSCO 02525, 2528, 2587 

A20 thru A22  GENERAL CEMENT 08606, 8606L, 8869 
WALSCO 02543, 2544, 2588 

AM ALIGNMENT — SELECTOR IN AM POSITION 

SIGNAL 
GENERATOR 
COUPLING 

SIGNAL 
GENERATOR 
FREQUENCY 

RADIO 
DIAL 

SETTING 
INDICATOR ADJUST REMARKS 

High side thru . lmfd to 
point ii low side to 
ground. 

262KC 
(400A Mod.) 

High Freq. 
End Stop, 

Output Meter 
across voice coil. 

Al, A2, 
A3, A4, 

A5, A6 

Adjust for maximum. 

Thru dummy ( Fig. I) 
to antenna receptacle. 

1615KC 

_ 

A? AB 
AS 

With radio installed in car and antenna fully extended, tune in a weak station near 1400KC and adjust A9 for maximum output. 

FM ALIGNMENT USING AM SIGNAL GENERATOR - SELECTOR IN FM POSITION 

High side of generator thru 68mmf to antenna terminal, low side to ground. 

GENERATOR 
FREQUENCY 

DIAL 
SETTING 

INDICATOR ADJUST REMARKS 

10. (7MC Unmod.) 
Point of non- 
interference. 

DC probe of VTVM to point 
; common to ground. 

A10 thru 
A 18 

Adjust for maximum. 

" DC probe to point ,Lt¡.; 
common to ground. 

A19 Adjust for zero reading. A positive or 
negative reading will be obtained on either 
side of the correct setting. 

90MC 
(Unmod.) 

90MC  DC probe of VTVM to point 
; common to ground. 

A20, A21 
A22 

Adjust for maximum. 

108MC 108MC " 
A23,A24, 

" 
A25 

M IF ALIGNMENT USING FM SIGNAL GENERATOR - SELECTOR IN FM POSITION 

High side of generator thru 68mmf to antenna terminal, low side to ground. 
Use 6CA frequency modulated signal with 450KC sweep. Use 120A sawtooth voltage in scope for horizontal deflection. 

GENERATOR 
FREQUENCY 

DIAL 
SETTING 

INDICATOR ADJUST REMARKS 

10. 7MC 
(450KC Swp.) 

Point of non- 
interference. 

yet. amp. of scope to point 
; low side to ground. 

A10 thru 
Al8 

Disconnect stabilizing capacitor C 5 . Adjust 
for maximum gain and symmetry of response 
similar to Fig.2 with marker as shown. 
Reconnect C 5 . 

" Vert. amp. to point ; low 
side to ground. 

A19 Adjust to place marker at center of crossover 
lines similar to Fig.3 . SLIGHTLY retouch 
A10 for maximum amplitude and straightness 

of crossover lines. 

FIG. 2 FIG. 3 
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A 1 9 
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ANTENNA 

AU. VOLTAGES TAKEN IN "FM" 
POSITION UNLESS OTHERWISE DESIGNATED 

à TAKEN IN "AM" POSITION 

FM RF AMP 
@ e®DS-41 

NPO E C 
+.25mm 7.6V 0V 

FM CONV 
e®DS-42 

Z7V E c ov 

@,! ir  
î 71 1 J° 

e See parts list Mr alternate value or application. 
I. Voltage measurements taken with vacuum tube voltmeter. 
2. All controls set or normal operation, no signal applied. 

3. Measured values are from socket pin or terminal to common ground. 
4. All terminals viewed trono bottom unless otherwise designated. 
5. Numbers assigned to terminals may not be found on the unit. 
6. Supply voilage maintained at rated value for voltage readings. 
7. Resistance measurements not given because of the wide variation 

in internal resistance of transistor. 

A PHOTOFACT STANDARD NOTATION SCHEMATIC 

with MINZIN 
0Howord W. Sono ei Co., Inn, 1964 

O 

3mml 
tty 7,5v N330 

270mml 
5% 

68(8) 
3mml 
t.3mmf 

M.  
680K 

O 
Of 
mmt 
VS 

€e5fK 

CAIN 

114296 

8 4V 

10.7MC 

1ST FM IF AMP- AM CONV 

01 0 0 2N11 8 0 

12mmt NPO 5% 

XI, K2& X4 THRU X7 
TERMINAL GUIDE 

3.8V 

C OV 

O 
3.3met 
NPO 10% 

1101 

AM 

68mmt 
N750 

OR 4 TEL 

FM 

90-400 . 50 8Q 
mmf 

151Xt 

7 6V 

BLK 

0.7MC 

.2o 

319 

F 4 

es 

262KC 

31 

.50 

IZQ 

@ , 
--------

AM RF AMP 
®2N1637 

ov 
• 9.4V 

68K 

o  A CATH 

1N 2S6 IF-

f3LUE r  RED 

2Q 

O 
VOmmf 

560S/ —90-400mi. 

410.4V 

XI TERMINAL GUIDE 

,F 

O 
1 2 3 
aim 0000 

FM  -- AM 

o 9 141. o 
7 8 9 10 11 12 

NC 

AM-Ria SWITCH NU 
SHOWN IN "RN' POSITION 
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3RD FM IF AMP- 2ND AM IF AMP 2ND FM IF AMP- 1ST AM IF AMP  
10 7MC 2N1180  10.7MC (92N1180  

 2 
C 0V 

22 
mmf 

6 8V 

.0012 
1.0011 

® A 
VOLUME 

100K 

3.3mmf NPO 
10% 

.0018 
10% 

7.6V 

3 

.2E1 

262 KC 

500 

2 

9E1 

7 7 7 

1 6 4 
3 

1.11 & L13 LIO, L12, 14 & L16 
TERMINAL GUIDE TERMINAL GUIDE 

se 

EMITTER FOLLOWER 

®2N591 

7.2V 

7.4V E 
47600 

-{ 
lOmfdip e 3300e 
10K 

37mmf 

7.6V 

7.8V E 
18K Ccs-5Z'Em 

-I(  
3...32nrnf NPO 

1n j-

&UM Ea 

à 10 4V 
8.4 V 

CATS 

e  

•10.4 V -4-111-•=e-.5tom 
8.4V 

lOmfd 

EE 

262KC 

4 

3 

7 7 7 

1 4 

L15 TERMINAL GUIDE 

4TH FM IF AMP 5mmf NPO 
10.7MC 

®2N1180 
4 

DRIVER 3300 OUTPUT 

®2N591 40051 

C OV 
7 - BLUE 41 2.2V BLUE 

YEL .613 

7.6V E 12.3V RED 

60 

E 

4700 e  3 

A70.4 V 
8.4V 

.05 

170 FM_ 
4p4 

® 747...02 

TONEmId 25  

- 4700 

  • 70 4V 
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COLOR DOT 
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VOLUME 
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PARTS LIST AND DESCRIPTION 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-date replacement. 

TRANSISTORS 

ITEM 
No. 

ORIG. 
TYPE 

USE 

REPLACEMENT DATA 

NOTES DELCO 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

RCA 
PART No. 

XI DS-4P FM RF Amplifier DS-41 2N1177 PNP 
X2 DS-42• FM Converter DS-41 2N1179 PNP 
X3 2N1637 AM RF Amp. DS-25 GE- 1 2N1637 PNP 
X4 2N1180 lot FM IF Amp. -AM Cony. DS-35 2N1180 PNP 
X5 2N1180 2nd FM IF Amp.-

lot AM IF Amp. 
DS-34 2N1180 PNP 

X6 2N1180 3rd FM IF Amp.-
2nd AM IF Amp. 

DS-34 2/41180 PNP 

X7 2N1180 4th FM IF Amp. DS-94 2N1180 PNP 
X8 214591 Emitter Follower DS-26 GE-2 2N591 PNP 
X9 2N591 Driver DS-26 GE-2 2N591 PNP 
X10 40051 Output DS-520 GE-3 2N301 PNP (Note I) 
XII 40051 Output DS-520 GE-3 2N301 PNP (Note 1) 

• Alternate Type 2/41177. 
• Alternate Type TA1990 
Note 1. When replacing, apply silicone grease to both sides of insulator. Tighten mtg. screws securely. 

ELECTROLYTIC CAPACITORS 

ITEM 
No. 

RATING REPLACEMENT DATA 

CAP. VOLT. 
TRUETONE 
PART No. 

AEROVOX 

PART No. 

CORNELL- 
DUBILIER 
PART No. 

GENERAL 
ELECTRIC 
PART No. 

GENERAL 
INSTRUMENT 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C 1 
C2 
C3 
C4 
C5 
CO 
C7 

500 
500 
10 
25 
10 
10 
200 

15 
15 
6 
15 
6 
6 
15 

T-700-417 
T-700-417 
T-700-435 
T-700-414 
T-700-435 
T-700-435 
T-700-411 

PRS1220 
PRS1220 
CRE307A 
CRE412A 
CRE307A 
CRE307A 
CRE481A 

BR500-15 
BR500-15 
NLW10-6 
NLW25-10 
NLW10-6 
NLW10-6 
NLW200-15 

QT1-30 
QT1-30 
MT1-5 
MT1-14 
MT1-5 
MT1-5 
MT1-25 

BL2342 
BL2342 
BL1220 
BL1331 
BL1220 
BL1220 
BL2140 

TT6X10 
TTIOX25 
TT6X10 
TT6X10 
TT15X200 

TE -1007 
TE -I118 
TE -1087 
TE -1087 
TE -1164 

FIXED CAPACITORS 

ITEM 
No. RATING REMARKS 

REPLACEMENT DATA 

AEROVOX 
PART No. 

CENTRALA8 
PART No. 

CORNELL-
DUBILIER 
PART No. 

ELMENCO 
PART No. 

MALLORY 
PART No. 

SPRAGUE 
PART No. 

C10 18 NPO NPO-DI 20 TCZ-18 C10Q2C CCTO-180 CNO-418 10TCC-Q18 
C11 
C12 10 NPO 5% NPO-DI 10 DTZ-10 C 10Q1C CNO-410 10TCC-Q10 
CI3 2 NP0+.25mmf TCZ-2R2 CNO-522 10TCC-V22 
CI4 
C15 .02 BPD-02 DD-203 BYA6S2 CCD-203 B-120 5HK-S20 
C16 
C17 
C18 
C19 270 5% CPR-270J CD10F271J DM-15-271J CNO-327 10TCC-T27 
C20 
C21 
C22 3 NPO +. 25mmf TCZ-3R3 CNO-533 10TCC-V30 
C23 3 N330 - • 10TCS-V30 
C24 47 5% CPR-47J CD10E470J DM-15-470J CNO-447 10TCC-Q47 
C25 
C26 12 NPO 5% TCZ-12 CNO-412 10TCC-Q12 
C27 50 5% CD10E510J DM-15-500J CNO-450 10TCC-Q50 
C28 
C29 
C30 .02 BPD-02 DD-203 BYA6S2 CCD-203 B-120 511E-S20 
C31 .02 Note 1 BPD-02 DD-203 BYA6S2 CCD-203 B-120 5HK-S20 
C32 .005 BPD-005 DD-502 BYAIOD5 CCD-502 B-250 5HK-D50 
C33 9-150 OT-700-401 
C34 .005 BPD-005 DD-502 BYA10D5 CCD-502 B-250 511K-050 
C35 .05 100V TTD-05 TA- 150 TH-S50 
C36 5mmf NPO NPO-DI 5.0 DTZ-4R7 C 10V47C CCTO-050 CNO-547 10TCC-V50 
C37 .05 100V TTD-05 TA-150 TH-S50 
C38 90-400 OT-700-422 
C39 270 BPD-0002 7 DD-271 LAIOT27-C4 CCD-271 GP327 IOTS-T27 
C40 .05 100V TTD-05 TA-150 TH-S50 
C41 .05 100V TTD-05 TA-150 TH-S50 
C42 .0082 DD-822 CCD-822 B-282 
C43 90-400 #T-700-422 
C44 68 N750 N750-DI 88 DTN-68 C10Q68U CCTN-680 CN7-468 10TCU-Q68 
C45 .01 BPD-01 DD-103 BYA10S1 CCD-103 B-110 5HK-S10 
C46 3.3 NPO la TCZ-3R3 CNO-533 10TCC-V33 
C47 22 BPD-000022 DD-220 LA10Q22-SL CCD-220 GP422 IOTS-Q22 
C48 .0012 DI-1200 DD-622 LAIOD12-C4 CCD-122 GP212 IOTS-D12 
C49 3.3 NPO 101 TCZ-3R3 CNO-533 10TCC-V33 
C50 .05 100V TTD-05 TA-150 TH-S50 
C51 .0018 10% DI-1800 DD- 182 .1136D18 CCD-182 GP218 IOTS-D18 
C52 37 DI-39 DD-390 LAIOQ39-S3 CCD-390 GP439 lOTS-Q39 
C53 .001 BPD-001 DD-102 BYAIOD1 CCD-102 B-210 5HK-D10 
C54 3.3 NPO 10% TCZ-3R3 CNO-533 10TCC-V33 
C55 .05 100V TTD-05 TA- 150 TH-S50 
C56 5 NPO NPO-DI 5.0 DTZ-4R7 C104147C CCTO-050 CNO-547 10TCC-V50 
C57 180 101 DI- 180 DD- 181 LAN/TU-03 CCD-181 GP318 IOTS-T18 
C58 .0017 DI-1800 DD- 182 LAIOD18-C4 CCD-152 GP218 lOTS-018 
C5B .001 Note 1 BPD-001 DD-102 BYA10D1 CCD-102 B-210 5HK-D10 
C60 5 NPO NPO-DI 5.0 DTZ-4R7 CIOV47C CCTO-050 CNO-547 10TCC-V50 
C61 .05 100V TTD-05 TA-150 TH-S50 
C62 .05 100V TTD-05 TA- 150 TH-S50 
C63 330 104, DI-330 DD-331 LA14/T33-C4 CCD-331 GP333 IOTS-T33 
C64 330 DI-330 DD-33I LAI0T33-C4 CCD-331 GP333 IOTS-T33 
C65 .02 BPD-02 DD-203 BYA6S2 CCD-203 B-120 5HK-S20 
C86 .01 BPD-01 DD-103 BYAIOS1 CCD-103 B-110 511K-SIO 
C67 .02 100V (. 05 ) t TTD-02 DOM-203 113 TA- 120 TH-S20 
C68 .1 200V P288N-1 DF-104 PKM2P1 2DP -3-104 GEM-201 2TM-P10 
C69 .05 100V TTD-05 TA- 150 TH-S50 
C70 .05 100V TTD-05 TA-150 TH-S50 
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PARTS LIST AND DESCRIPTION (CONTINUED) 
Replacement parts shown may be superseded by the availability of newly introduced replacements. 

Have your local distributor check Sams COUNTER FACTS for the most up-to-dote replacement. 

CONTROLS 
All wattages 1/2 watt, or less, unless otherwise listed. 

ITEM 

No. 
USE 

RESIST. 

ANCE 

REPLACEMENT DATA 

TRUE TONE 

PART No. 
CENTRALAB 
PART No. 

CLAROSTAT 
PART No. 

CTS-IRC 
PART No. 

MALLORY 
PART No. 

RIA 
B 

Tone 
Volume 3i Switch 

250K 
100K 

T-750-525-1 F2-250K, 
R3- 100K, 
FFS100, 
RFS108, KR-4, 
AK-31 

COILS (RF-IF) 

ITEM  
No. 

USE 

REPLACEMENT DATA 
NOTES TRUE TONE 

PART No. 
MERIT 

PART No. 
MILLER 

PART No. 
STANCOR 
PART No. 

WORKMAN 
PART No. 

Li 
L2 
L3 
L4 
L5 
L6 
L7 
LE 
L9 
L10 
L11 
L12 
L13 
L14 
L15 
L16 

FM Ant. 
FM RF 
RF Choke 
FM Ose. 
let FM IF 
RF Choke(6.5uh) 
AM Ant. 
AM RF 
AM Ose. 
2nd FM IF 
1st AM IF 
3rd FM IF 
2nd AM IF 
4th FM IF 
3rd AM IF 
Ratio Detector 

/ 
1 
/ 
/ 
/ 

T-700-306 

e 

î 
T-750-312 
T-750-316 
T-750-313 
T-750-317 
T-750-314 
T-750-318 
T-750-315 

BC-565 4610 RTC-8520 T859 

1 Part of M2 

e Part of M3 

FILTER CHOKE 

ITEM 
No. 

RATINGS REPLACEMENT DATA 

NOTES CURRENT 
(Measured) 

DC RES. 
INDUCTANCE 
(0 CURRENT 

1000—) 

TRUE TONE 

PART No. 

MERIT 

PART No. 

STANCOR 

PART No. 

THORDARSON 

PART No. 
TRIAD 

PART No. 

L17 200ma . 313 35190 T-750-307 C-4095 TC-1 TR-158 TYIEXT 

TRANSFORMER (DRIVER) 

ITEM 
Na. 

TURNS 

RATIO 

REPLACEMENT DATA 

NOTES TRUE TONE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

Ti 3.5 1 T-750-319 

TRANSFORMER AUDIO OUTPUT) 

ITEM 
No. 

IMPEDANCE 

REPLACEMENT DATA 

NOTES TRUETONE 

PART No. 
MERIT 

PART No. 
STANCOR 
PART No. 

THORDARSON 
PART No. 

TRIAD 
PART No. 

PRI. SEC. 

T2 ma CT 6-851 T-750-320 A-2745 TR-158 TY-64X 

SPEAKER 

ITEM 
No. 

TYPE 

REPLACEMENT DATA 

NOTES TRUE TONE 

PART No. 
GUAM 

PART No. 

SP 1 6" x 9" PM 6-8G T-750-139 69A3Z8 

FUSES 

ITEM 
No. 

TYPE RATING 

REPLACEMENT DATA 

TRUETONE 
PART No . 

LITTELFUSE 
PART No. 

BUSS 
PART No. 

FUSE HOLDER FUSE HOLDER FUSE HOLDER 

MI SFE 4A T-700-65 T-700-64 307004 
(SFE 4A) 

155004 SFE 4 HMF 

MISCELLANEOUS 

ITEM 
No. PART NAME 

TRUE TONE 

PART No. NOTES 

M2 FM Tuner T-750-80 
M3 AM Tuner T-700-80C 
M4 Zener Diode T-750-714 1N757 

M5 FM AFC T-700-709 IN295 

M6 AM Overload T-700-709 1N295 

M7 FM AVC T-700-709 1N295 

M8 AM AVC T-700-709 1N295 

M9 AM Del. T-700-709 1N295 

M10 Ratio Dei. T-750-713 1N542 

Mil Ratio Get. T-750-713 1N542 
M12A 

B 
Spark Plate 
Spark Plate D T-700-418 300mmf 

300mmf 

M13 Selector Switch 

CABINETS & CABINET PARTS 
(When Ordering Specify Model, Chassis & Color) 

ITEM PART No. 

Dial Assembly T-750-10A 

Knob, Tuning or Volume T-700-35 
Knob, Tone T-700-37 
Knob, Dummy T-700-36 

WIRING DATA 

General-use Unshielded Hook-up Wire   Use BELDEN No. 8530 (Solid) Available in 12 Colors 
8524 (Stranded) Available in 12 Colors 

Shielded Hook-up Wire   Use BELDEN No. 8885 
Rear Seat Speaker Extension Cable   Use BELDEN No. 8782 (Stranded) Coded Parallel Leads 
Bonding Strap   Use BELDEN No. 8661 (3/8 In.) or 8670 (3/4 In.) 

8
0
Z
1
7
X
1
 
1
3
C
I
O
W
 
3
N
0
1
3
(
1
1
1
1
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INDEX 
This index lists all radios appearing in 

"Auto Radio Manuals" and "PHOTOFACT Auto Radio Series". 

Al RCASTLE 

610.A67  
610. FE-153 (1952-53 Ford)  
610. W-100  

AIRCHIEF (See Firestone) 

AIRLINE (Also See R iverside) 

FJ13-4590A (1955 Ford)  
35BR-6796A  
81-6787 (1952 Ford)  
61-6788 (1952-53 Ford)  
61-6789 (1951-52 Chevrolet)  
61.4792 (1953 Dodge)  
61-6793 (1953 Chevrolet)  
61-6794 (1953 Plymouth)  
61-4795 (1953 Mercury)  
61-12601 (Tractor)  

ALLSTATE 
5018  
5028 (Ch. 528.50280, 528.50281)  
5033 (Ch. 528.50330, 528.50331)  
5098 (Ch. 833.50980) (Tractor)  
5099 (Ch. 833.50990) (Tractor)  
8225 (Ch. 528.55040, 528.55041)  
6231 (Ch. 528.62310)  
6232 (Ch. 528.62320)  
6240 (Ch. 528.62400  
6256 (Ch. 528.55040, 528.55041)  
6263 (Ch. 528.6263), 6263-2 (Ch. 528.62834)  
6264 (Ch. 528.6264), 6264-1 (Ch. 528.6284-1)-
6286 (Ch. 528.6266)  
6268 (Ch. 528.62680, 528.62681)  
6269 (Ch. 528.62890, 528.62691)  
6284 (Ch. 528.6294)  
6288.4 (Ch. 528.6286-4)  
6287.4 (Ch. 528.6287-4)  
6295-6 (Ch. 528.6295.-6)  
6330 (Ch. 528.63300)  

AMERICAN MOTORS (Also See Hudson and Nash) 

22BA (R22BA) (1962 Rambler American)  
22BAM (R22BAM) (1962 Rambler American).-
22BAX (R22BA1C) (1962 Rambler American)  
8990377 (614R) (1956 Rambler)  
8990378 (664A) (1956 Hudson and Nash)  
8990378 (7614A) (1957 Hudson and Nash)  
8990455 (7MR) (1957 Rambler)  
8990494 (84MA) (1958 Hudson, Nash and 
Rambler)  

8990543 (83MR) (1958 Rambler)  
8990576 (94MA) (1959 Rambler)  
8990582 (93MR) (1959 Rambler)  
8990708 (04MA) (1960 Rambler)  
8990811 (03AR) (1960 Rambler)  
8990891 (13MAM) (1960 Rambler)  
8990832 (13MA) (1960 Rambler)  

8990833 (14MR) (1961 Rambler)  
8990981 (2TMR) (1962 Rambler)  

AIR (American Television and Radio) 

TR1279-6V  
TR1279-12V  
806  
612  
707  
1279-6V  
1279-12V  

AUTOMAT( C 

ACP-3044 (1963 Comet)  
ATC-60 (1959-1960 Chevrolet)  
HAP-9 (1959 Buick)  
BAP-20 (1960 Buick)  
BP-340 (1960 Buick)  
BP-668 (1957-1958 Buick)  
BP-679 (1959 Buick)  
BP-3018 (1963 Buick)  
C-12  
C-300 (Revised) (1949-50 Chevrolet)  
C-982AT  
C-349 (1959 Chevrolet)  
C-388-C (1958 Chevrolet)  
C-3001 (1963 Chevrolet)  
CA- I09 (1959 Chevrolet)  
CA-3041 (1963 Chevrolet)  
CAE-3064 (1963 Oldsmobile)  
CAP-49 (1959 Chevrolet)  
CAP-60 (1959-1960 Chevrolet)  
CAP-3042 (1963 Chevrolet)  
CEF-119 (English Ford Consuls)  
CFM-3090  
CM-333 (1953 Chevrolet)  
CP-478-C (1958 Chevrolet)  
CP-489F (1959 Chevrolet)  
CP-500 (1959-1960 Chevrolet)  
CP-511AT (1961 Chevrolet)  
CP-522AT  
CP-3002 (1963 Chevrolet)  

AR-23 
AR-15 
AR-13 
AR-14 
AR-14 
AR-12 
AR-13 
AR-29 
AR-11 
AR-6 
AR-19 
AR-11 
AR-12 
AR-23 
AR- 11 
AR-23 
AR-23 
AR-14 

AR-14 N-638 (1958, 1959 Rambler American)  
AR-23 N-639 (1958, 1959 Rambler American)  
AR-15 N-3028 (1963 Rambler American)  
AR-22 NA-749 (1958, 1959 Rambler American)  
AR-4 NA-3068 (1963 Rambler American)  
AR-12 NAP-3069 (1963 Rambler American)  
AR-14 NAY-3052 (1963 Chrysler)  
AR-14 NP-3029 (1963 Rambler American)  
AR- 16 NU-63-AT  
AR-19 NU-3107  
AR-23 NY-400 (1960 Chrysler)  

AR-4 
AR-4 
AR-5 

AH-4 
AH-5 
A114 
Al2.5 
AR-5 
AR-4 
AR-5 
AR-5 
AR-4 
AR-4 

AUTOMATIC (Continued) 
CPA-3047 (1963 Corvair)  
CR-3006 (1963 Corvair)  
CHA-3046 (1983 Corvair)  
CRP-442A/ AT (1963 Corvair)  
CRP-3007 (1963 Corvair)  
CT-356 (1955-56 Chevrolet)  
CT-387 (1957 Chevrolet)  
CTP-792AT (1962 Comet)  
CTP-3004 (1963 Comet)  
CTR-6A (1955-1956 Chevrolet)  
CT'R-6B (1955-1956 Chevrolet)  
CTR-77A (1957 Chevrolet)  
CU-39  
CV-3010 (1963 Chevy II)  
CYP-3009 0963 Chevy   
D-2 (1959 Renault Dauphine)  
D-8 (1959 Renault Dauphine)  
DAP-39 (1959 Dodge)  

DE-300 (1960 DeSoto)  
DE-3077 (1983 Dodge-Dart)  

AR-22 DE-3078 (1963 Dodge-Dart)  
AR-4 DET-28 (1957-58 DeSoto)  
AR-7 DM-132 (1953 Dodge)  
AH-9 DP-6 (1957-1959 Renault Dauphine)  
AR-9 DP-11 (1957-1959 Renault Dauphine)  
AR-11 DTX-6'7A (1957-1958 Dodge)  
AR-9 DTX-68 (1957-1958 Dodge)  
AR-9 DUP-42  

AR-5 DX-410 (1960 Dart, DeSoto, Dodge)  
AH-11 DX-619 (1959 Dodge)  
AR-5 DX-3013 (1963 Dodge)  
AR-5 DXA-50 ( 1960 Dart, DeSoto, Dodge)  
AR-5 DXA-3053 (1963Dodge)  
AR-7 EM-29  
AH-7 EP-108 (1958 Edsel)  
AH-4 F-100 (Revised) (1949-50 Ford)  
AR-4 F-128 (1958 Ford)  
AR-4 F- 128C (1958 Ford)  
AR-4 F-139 (1959 Ford)  
AR-5 F-151 (Revised) (1951 Ford)  

F-152 (1952 Ford)  
F-241 (1954 Ford)  
F-322A  

AR-18 F-3016 (1963 Ford)  
AR-18 FA-219 (1959 Ford)  
AH-18 FA-3056 (1963 Ford)  
AH-6 FAN-3058 (1963 Fairlane)  
AH-8 FAP-70 (1960 Ford)  
AR-6 FAR-3018 (1963 Fairlane)  
AH-6 FFM-3091A (1963 Ford)  

FM-61  
AR41 FM-731  
AR-8 FM-3083  
AR-9 FNP-430 (1960 Falcon)  
AR-10 FNP-452AT ( 1962 Falcon)  
AR-11 FNP-3015, FNP-3015A (1963 Falcon)  
AR-12 FP-298 (1958 Ford)  
AR-14 FP-238C (1958 Ford)  
AR-14 FP-260 (1960 Ford)  
AR-15 FP-271AT (1960-1961 Ford)  
AR-16 FP-276TR (1959 Ford)  

FP-3017 (1963 Ford)  
FPA-220 ( 1960 Falcon)  
FPA-3055 (1963 Falcon)  
FPA-3057 (1963 Ford)  

AR-11 FT-227 (1957 Ford)  
AR-11 FTP-37A ( 1957 Ford)  
AR-19 FUP-3080 (1963 Falcon Future)  
AR- 19 H-4 (1958 Hillman)  
AR-22 H-9 (1958 HWman)  

AR-11 H-400 (1949-50-51 Hudson)  
AR-11 HP-10 (1958 Hillman)  

HP-15 (1958 Hillman)  
K-700 (1951 Henry   
L-390 (1959-1960 Studebaker Lark)  
L-559 (Early) (1959 Studebaker Lark)  
L-559 (Late) (1959-1960 Studebaker Lark)  
LA-449 (1959 Studebaker Lark)  
LAP-29 ( 1959 Studebaker Lark)  

LAP-40 (1959-1960 Studebaker Lark)  
LP-929 (1959 Studebaker Lark)  
MAP-99 (Early) (1959 Mercury)  
MAP-99 (Late) (1959-1960 Mercury)  
MAP-3063 (1963 Mercury)  
MM-430 (1953 Mercury)  
MP-49  
MP-126  
MT-47C (1957 Mercury)  
MT-419 (Early) (1959 Mercury)  
MT-419 (Late) (1959-1960 Mercury)  
MT-530 (1959-1960 Mercury)  
MT-3023 (1963 Mercury)  
MU-34  

AR-29 
AR-23 
AR-23 
AR-23 
AR-23 
AR-13 
AR-12 
AR-23 
AR-23 
AR-12 
AR-13 
AR-9 
AR-12 
AR-23 
AR-23 
AR-12 
AR-12 
AR-13 

AR- 14 
AR-22 
AR-22 
AR-9 
AR-5 
AR-I2 
AR-12 
AR-12 
AR-12 
AR-20 
AR- I4 
AR-13 
AR-22 
AR-14 
AR-22 
AR-21 
AR-12 
AR-6 
AR-12 
AR-12 
AR-11 
AR-8 
AR-6 
AR-6 
AR-19 
AR-23 
AR-11 
AR-23 
AR-23 
AR-I4 
AR-29 
AR-22 
AR- I4 
AR-6 
AR-22 
AR- 14 
AR-23 
AR-29 
AR-12 
AR-12 
AR-14 
AR-16 
AR-11 
AR-23 
AR- 14 
AR-23 
AR-23 
AR-12 
AR-9 
AR-23 
AR-12 
AR-12 
AR-6 
AR-12 
AR-12 
AR-6 
AR- 14 
AR-11 
AR-14 
AR-11 
AR-11 
AR-14 
AR-11 
AR-11 
AR-14 
AR-23 
AR-4 
AR-6 
AR-8 
AR-12 
AR-11 
AR- 14 
AR-14 
AR-23 
AR-6 
AR-13 
AR-13 
AR-23 
AR-13 BECKER 
AR-23 
AR-23 Europa MU  AR- 8 
AR-23 Europa MUE  AR- 8 
AR-23 Europa TG/MU  AR••20 
AR-23 Mexico TG  AR-17 
AR-23 Monte Carlo  AR- 17 
AR-14 Monte Carlo M  AR••18 

AUTOMATIC (Continued) 

NY-598A (1958 Chrysler)  AR-10 
NY-3012 (1963 Chrysler)  AR-23 
OAE-10 (1960 Oldsmobile)  AR-14 
0E-160 (1960 Oldsmobile)  AR-14 
0E-171AT ( 1961 Oldsmobile)  AR-16 
0E-3024 (1963 Oldsmobile)  AR-23 
P-69  AR-20 
P-651 (Revised) (1951 Plymouth)  AR-6 
PA-85  AR-23 
PA-3285  AR-23 
PAC-90 «1960 Pontiac)  AR- 14 
PAC-3067 (1963 Pontiac)  AR-23 
PAP-69 (1959 Plymouth)  AR-15 
PAP-80 (1960 Plymouth)  AR-15 
PAP-3066 (1963 Plymouth)  AR-22 
PC-350 ( 1980 Oldsmobile)  AR- 14 
PC-361A1 (1961 Pontiac)  AR-16 
PC-3027 (1963 Pontiac)  AR-23 
PFM-3092A (1963 Pontiac)  AR-22 
PFM-3094 (1963 Plymouth)  AR-22 
PM-236 (1953 Plymouth)  AR-5 
PP-330 (1960 Plymouth)  AR-I5 
PP-341AT (1961 Plymouth)  AR-16 
PP-819 (1959 Plymouth)  AR-15 
PP-3026 (1963 Plymouth)  AR-22 
PUT-3108  AR-23 
R-54, B  AR-11 
R-61  AR-20 
RAP-89 (1959 Rambler)  AR-13 
RAP-I00 (1980 Rambler)  AR-13 
RG-59  AR-14 
HO-59C  AR-14 
RP-470 (1960 Rambler)  AR-13 
RP-481AT (1960-1961 Rambler)  AR-16 
RP-519 (1959 Rambler)  AR-13 
RP-3097 (1963 Rambler)  AR-23 
RT-7B  AR-I3 
RT-7D  AR-11 
S-91 (1958-59 Sinica Aronde)  AR-11 
8-500 (1950-51 Studebaker)  AR-6 
S-551 (Revised) (1950-51 Studebaker)  AR-6 
SA-529 ( 1958-59 Simca Aronde)  AR-11 
SAB-3071 (1963 Special)  AR-23 
SB-3032 (1963 Special)  AR-23 
SBP-3033 (1963 Special)  AR-23 
SP-1 (1958-59 Simca Aronde)  AR-11 
SPA-209 (1958-59 Simca Aronde)  AR-11 
SPA-3072 (1963 Special)  AR-29 
TA-3073 (1963 F-85, Tempest)  AR-23 
TAC-3051 (1963 Chev. Truck)  AR-22 
TAP-3074 (1963 F-85, Tempest)  AR-23 
TC-3035 (1963 F-85, Tempest)  AR-23 
TCM-3011 ( 1963 Chev. Truck)  AR-22 
TPC-31 ( 1961 Buick Special, Oldsmobile F-85, 
Pontiac Tempest)  AR-16 

TPC-31AT ( 1963 F-85, Tempest)  AR-23 
TPC-42AT (1963 F-85, Tempest)  AR-29 
TPC-3036 (1963 F-85, Tempest)  AR-23 
TPP-87A (1957 Plymouth)  AR-13 
TPP-88 (1957-1958 Plymouth)  AR-13 
TPP-88C (1957-1958 Plymouth)  AR- 13 
Th-12 (Tractor)  AR-4 
TUN-5  AR-15 
UFM-3089  AR-22 
UFP-3098  AR-22 
UN-40  AR-12 
VP-12  AR-12 
VPA-280 (1960 Valiant)  AR-15 
VPA-3076 (1963 Valiant)  AR-22 
VTP-440 (1960 Valiant)  AR-15 
VTP-3038 (1963 Valiant)  AR-22 
W-76 (Thru 1957 Volkswagen)  AR-12 
W-84 (1958-1963 Volkswagen)  AR-23 
W-89 (1958-1959 Volkswagen)  AR-12 
W-3040 (1958-1963 Volkswagen)  AR-23 
WP-4 (1958, 1959 Volkswagen)  AR-12 
WP-7 (Thru 1957 Volkswagen)  AR-12 
WP-7G (Karmann-Ghia)  AR-12 
WP-19 ( 1958-1959 Volkswagen)  AR-12 
WP-3I (1958-1963 Volkswagen)  AR-23 
WP-167  AR-15 
WP-3039 (1958-1963 Volkswagen)  AR-23 
WPC-8 (Thru 1957 Volkswagen)  AR-12 
YAM-3050 (1963 Chevy II)  AR-23 
YP-3049 (1963 Chevy II)  AR-23 

AUTO VOX 

RA-107  AR- 17 
RA- 115  AR- 17 
TH-222 (Auto. & Portable Combination)  AR- 16 
TH-231 (Transmobil 3)  AR . 19 
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BENDIX CHEVROLET (Continued) FORD 

R2BG (See Karrnann Ghia 2I3G)  
Ft2BT (See Volkswagen 2BT)  
R2BV (See Volkswagen 2BV)  
R12BP (1961 Chevrolet)  
R12BPC (1961 Corvair)  
R22BA (See American Motors 22BA)  
Ft22BAM (See American Motors 22BAM)  
R22BAIL (See American Motors 22BAX)  
X2BB (Shipmate III)  
2BC (R2BC) (1962 Chevrolets)  
2BCT (112BCT) (1962 Corvairs)  
3BCH (1963 Ches.), 3BCH2 (1969 Chev.11)  
3BCT (1969 Corvair)  
22B (See MoPar 805)  
23BC (See MoPar 327)  
23BD, 23BP, 2313PX (See MoPar 322)  
24BC (See MoPar 410)  
24131 (See MoPar 409)  

BLAUPUNKT 

Bremen (Above Serial IG14001)  
Export Super 91220 (Above Serial 8E160001)  
Frankfurt  
Frankfurt 3798 (Above Serial /Q663063)  
Frankfurt 9798 (Above Serial 1890001)  
Hamburg  
Kohl  
Koln 3898 (Above Serial 1Q310001)  
KV810  
lianhatten 90220  
Wolfsburg 9160 (Above Serial 10450001)  
3598  
9180  

BUICK 

980051 (1960)  
980052 (1960)  
980132 (1961 Special)  
980134 (1961)  
980135 (1961)  
980296 (1962)  
980297 (1962)  
980316 (1962 Special)  
980462 (1983)  
980463 (1963)  
980464 (Late 1963)  
980464A (Late 1963)  
980626, 980635 (1963)  
980655 (1963 Special)  
981320 (1953, Series 40)  
981921 (1953, Series 50 and 70)  
981329 ( 1953, Series 50 and 70)  
981550 (1954, Series 40, 50, and 70)  
981551 ( 1954, Series 40, 50, and 70)  
981651 (1955) (See Model 981550)  
981652 (1955)  
981707 (1936)  
981708 (1956)  
981813 (1957)  
981814 (1957)  
981902 (1958)  
981903 (1958)  
981968 (1959)  
981969 (1959)  
981970 (1959)  

CADILLAC 
7264165, 7264185 (1954)  
7265825, 7265845 (1955)  
7266505, 7266535 (1956)  
7268005 (1957)  
7268035 (1957 Ambulance   
7268085 (1958 Brougham)  
7270405 (1958)  
7270555 (1958 Ambulance)  
7272505 (1959)  
7274905 (1960)  
7274925 (1960 75 Series)  
7276605 (1961)  
7279615 (1962)  
7281225 (1962)•  
7282915 (1963)  
7283295 ( 1963)  

CHANNEL MASTER 

6540 

CHEVROLET 
985036 (1961 Truck  
985158 (1962 Corvair)  
985159 (1962 Corvair)..  
985203 (1962 Corvair Trucks)  
985227 (1962 Truck  
985264 (1962)  
985315 (1962 Corvair)  
985332 (1962)  
985383 (1962 Corvette)  
985396 (1963 Corvette)  
985431 (1963)  
985432 (1963)  
985443 (1963 Corvair Truck)  
985447 (1963 Corvair)  
985449 (1963 Corvair   
985453 (1963 Chevy   
985455 (1963 Chevy ID  

AR-18 
AR-18 
AR-18 
AR-16 
AR-16 
AR-18 
AR-18 
AR-18 
AR-19 
AR-19 
AR-19 
AR-21 
AR-21 
AR-17 
AR-17 
AR-17 
AR-18 
AR-I8 

985471 (1963 Truck)  
985686 (1963)  
985694 (1963)  
985776 (1964 Chevelle)  AR-23 
985832 (1964 Corvair)  AR-23 
985876 ( 1964)  AR-23 
985958 (1964 Chevy II)  AR-23 

986668 (1953)  AR-4 
986669 (1953)  AR-4 
986771 (1954 Truck)  AR-5 
987086 (1955)  AR-5 
987087 (1955)  AR-5 
987088 (1955)  AR-5 
987187 (1955 Truck)  AR-6 
987366 (1956) (See Model 987088)  AR-5 
987368 (1956)  AR-6 
987573 (1957)  AR-7 
987575 (1957)  AR-7 
987577 (1957).  AR-7 
987693 (1957)  AR-7 

AR-9 987724 (1958)  AR-8 
AR-I8 987727 (1958)  AR-8 
AR-8 987730 (1958)  AR-9 
AR-14 987888 (1959)  AH -10 
AR-15 987891 (1959)  AR-10 
AR-8 987893 (1959)    AR-10 
AR-8 988062 (1960 Corvair)  AR-12 
AR-16 988080 (1960 Truck)  AR- 13 
AR-17 988275 (1960)  AR 12 

AR-17  AR 9 988276 (1960)  AR- 12 
-  988336 (1961 Truck Series 95)  AR- 15 

AR-13 
AR-19 988413 (1961)  AR- 15 

988414 (1961)  AR- 14 
988460 (1961 Corvair)  AR- 15 
988468 (1961 Corvair)  AR- 14 

AR-12 
AR-13 
AR-15 
AR-16 
AR-14 
AR-17 
AR-18 
AR-19 
AR-19 
AR-21 
AR-20 
AR-20 
AR-21 
AR-20 
AR-4 
AR-4 
AR-4 
AR-4 
AR-5 
AR-4 
AR-5 
AR-6 
AR-6 
AR-7 
AR-7 
AR-8 
AR-8 
AR-I0 
AR-11 
AR-10 

AR-20 
AR-21 
AR-20 

AR-5 
AR-6 
AR-6 
AR -7 
AR 7 
AR 8 
AR-8 
AR 8 
AR 10 
AR 12 
AR 12 
AR-16 
AR-18 
AR- 18 
AR-19 
AR-20 

AR-21 

AR- 16 
AR- 17 
AR- 18 
AR 17 
AR- 18 
AR- 17 
AR- 18 
AR- 18 
AR- 17 
AR-20 
AR- 19 
AR- 19 
AR- 19 
AR- 19 
AR- 19 
AR-I9 
AR-19 

3711897 (1955 Corvette)  
3725158 (1956-57 Corvette   
3748611 (1958 Corvette)  

CHRYSLER ( See MoPar) 

COMET ( See Mercury) 

CONTINENTAL 

F3TBC (1963)  

4TMC(F) (C4VA-18806) ( 1964 Continental)  
6BC (4047424) (1956)  

CORONADO 

35RA2-43-5101A.  

CORVA I R I See Chevrolet) 

DELRAY 

SM-711  
SM-751  
T11)4-701  
UA-702  
UM-701  
VV/A-702  
VWM-701  

DESOTO ( See MoPar) 

DODGE ( See MoPar 

EDSEL 

0413E (CPKF-18805, COKF-18806  
85SE (1958)  
87SE (1958)  
94BE (B9KF-18805-D, B9KF-18806-C) (1959)  

ERIC 

FM-100  

F85 I See Oldsmobile) 

FALCON ( See Ford) 

FIRESTONE 

3-D-5 (Code 120-MU-SOB)  

3-D-6 (Code 120-1-R61)  
3-D-6 (Code 120-3-P69)  
3.1)-7 (Code 120-3-DUP-42  
3-D-8  

4-B-69 (Tractor)  
1-B-71.(1953 Plymouth)  
4-B-72 (1953 Chevrolet)  
4-B-74 (1954 Ford)  
4-B-76 (1955 Ford)  
4-B-77 (1955 Chevrolet)  
4- B-78 (1955 Plymouth  

AR-6 
AR-7 
AR-9 

F3TBF (MA-18806) (1969 Galaxie)  AR-20 
F3TBS (C3SA-18806) (1969 Thunderbird)  AR-20 

RV2F (C20Z-18875-C)  AR-19 
04BF (COAZ-18805, COAF-18806) 

(1960) (Early version only)  AR-12 
-04BT (COTF-18805-F) (1960 Truck)  AR- 12 
04MD (CODF-18805-D) (1960 Falcon)  AR-12 
04MF (COAF-18805-U) (1960)  AR- 12 
0481FM (COAF-18805-T) (1960)  AR- 12 
1TMC (CIVV-18810-C) (1961 Continental)  AR- 15 
1T1103 (C1SF-18810-B) (1961 Thunderbird)  AR-15 
2THO (C20Z-18805-B) (1962 Falrlane)  AR- 19 
2TMF (C2AA-18806-M) (1962)  AR- 18 
2TAIX (C2AA-18806-N) (1962)  AR- 18 

3MF (FAD-18805-C) (1959)  AR-4 
3MFT (FAE-18805-A) (1953 Truck)  AR -4 
3SF755 (FAD-18805-D) (1953)  AR-4 
3TI3D (C3DZ - 18805) (1963 Falcon)  AR- 19 
3TBO (CSOZ-18805) (1963 Fairlane)  AR- 19 

3TMF (C3AA-18808) (1983 Galaxie)  AR-23 
4BF (FDA-18805-C) (1954) (See Model M4B)  AR-4 
4MF (FDA - 18805-B-2) (1954)  AR-4 
4SF765 (FDA- 18805-A) (1954)  AR -5 

4TBD (C4DA-18805) (1964 Falcon)  AR-23 
4TBO (C40A-18805) ( 1964 Fairlane)  AR-23 
4TMF (C4GA-18806) (1964 Galaxie)  AR-23 
4TMS (C4SA-18806-J), 4TMS(F) (C4SA-18806-H) 
(1964 Thunderbird)  AR-23 

513F (FDH-18805-B1) (1955).   AR-5 

5MF (FDH-18805-132) (1955)  AR-5 
5MFS, 5MFS8 (FDH-I8805-B )(1955 
Thunderbird)  AR-5 

5)4F8 (FDH-18805-A2) (1935)  AR-5 
6BF (FDR- 18805 - B) (1956)  AR-6 
613FT ( DV- 18805-A) (1956 Truck)  AR-6 
12BD (COI», 18805E2, CODF-18806D) 
(1961 Falcon).   AR- 14 

12BF (CIAF-18805C2, ClAF-18806K) 
(1961)    AR- 14 

12BT (C1TF-18805) (1961 Truck)  AR- 14 
12BU (CIUF-18805) (1961 Econoline Truck)  AR- 14 
22BD (C2DZ-18805A) (1962 Falcon  AR-18 
22130 (C20Z-18805A) (1962 Fairlane)  AR- 18 

24MF (C2AZ-18805-A) (1962)  AR- 17 
66MF (FDR-18805-B1) (1956)  AR-6 

AR-21 66MFP ( FDR-18805-B1) (1956)  AR-6 
AR-23 69MF (FDR-18806-F) (1956)  AR-6 
Ayt..6 69MS (FEF-18805-B) (1956)  AR-8 

74BF (FEG-18805) (1957)  AR-8 
74BT (FEM-18805-A) (1957 Truck)  AR-9 
74MF (B7A-18805-A1) (1957)  AR-8 

7513F (FEG-18805-B) (1967)  AR-7 
AR-5 75MF (FEG-I8806-H) (1957)  AR-7 

71314F (SR) (B7A-18805-B1) (1957)  AR-8 
7814F (FEG-18805-G) (1957)  AR-7 
79MS (FEI-18806-C) (1957 Thunderbird)  AR-7 
84BF (B8A-18805-B) (1958)  AR-8 

84BT (FEM-18805-B) (1958 Truck)  AR-9 
AR-22 84MF (B8A-18805-B) (1958)  AR-8 
AR-22 84MS (FEV-18805-F) (1958 Thunderbird)  AR-9 
AR-22 86MF (B8A-18805-A) (1958)  AR-8 
AR-22 94BF (B9A-18805-A), B9A-18806-D) (1959)  AR- 10 
AR-2 à 94BT (B9C-18805-A1) (1959 Truck)  AR-11 
AR-22 94MF (B9FA-18806-C) (1959)  AR- 10 
AR-22 94MFM (B9FA-18805-E) (1959)  AR- 10 

94MS (B9SF-18805 -13) (1959 Thunderbird)  AR- 11 
95MF (B9FA-18806-13) (1959)  AR- 10 

AR- 12 
AR-8 
AR-8 
AR- 10 

GMC 

2233944 (1961 GMC)  AR- 16 
2233398 (12V Truck)  AR-9 

2233850 (1960 GMC)  AR- 13 
2233984 (1962 GMC)  AR- 18 
2234003 ( 1963 Truck)  AR-20 

An- 18 GONSET 

AR- 19 

AR-2I 
AR-21 
AR-21 

3239  AR-9 

GRANCO 

ARC-60  AR- 15 

HEATH 

GR-41  
AR-23 GRW-41  

AR-5 
AR-4 

AR-4 HUDSON ( Also See American Motors) 
AR-5 

AR-6 236476 (SH759) (1953)  AR-4 
AR-3 236486, 238060 (811758)  AR-4 
AR-6 4389027 (HN5AC-8) (1955)  AR-6 

AR-22 
AR-22 
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I NIER NATIONAL 

04MI (1961 Scout and "C" Line Truck)  
04MI-RV (1981 "R" and 'N' Line Truck)  
IL5TCA, IL5TCA-I2 (88065-R96) 

(1955 "R" Line Truck  
IL7TC, IL7TC-12 (1957 "R" Line Truck)  
86M1 (1958 "A" Line Truck)  
94MI (1959 "R" and "V" Line Truck)  
94341M (1959 "A" Line Truck)  

KARADIO 

M8OB 

KARMANN GHIA 

OSO  
113G (1981)  
2BG (R2BG) 
3TBVG  

LAFAYETTE 

SP-172 (FM-100)  

LANCER ( See MoPar) 

LARK I See Studebaker) 

LINCOLN 

05BH (COLF-18810, COLY-18805) (1960)  
3811756 (FAG-18805-A) (1953)  
4511764 (FDD-18805-13) (1954)  
4811766 (FDD-18805-A) (1954)  
5BH ( FDL-18805-C, -D) (1955)  
6BH (FDU-18805-C) (1956)  
78BL (HHD-18805-A) (1957)  
85BH (FFC-18805-C, -D)..(1958   
85BHP (FFC-18805-C, -D) (Above Serial 

45000) (1958)  
881311 (FFC-15491 -B) (1958   
95B11 (B9FL-15801-A, -B, FFC-19081-B) 

(1959)  

MERCURY 

F3TBM(1963)  
M-5841 (1958   
0413M-1 (COME 18805) (1980)  
0413M-2 (COME-18808) (1960)  

2TBM (R2TBM) (C2MY-1880513) (1962)  
2TMY (C2YA-18808-E) (1962 Meteor)  
3SM757 ( FAF-18805-A) (1953) (See 
Lincoln Model 3511756)  

3TBM (C3MY-18805)(1963)  

3TME (C3GA-18806) (1983 Comet)  
3TMY (MA-18806) (1963 Meteor)  
48M787 (FDC-18805-A) (1954) (See 
Lincoln Model 4611784)  

4TBM (C4MA-18805) (1964 Mercury)  
4TME (C4AA-18806) (1964 Comet)  

5BM (1955) (See Lincoln Model 5BH)  
6BM (FDT-18805-C) (1958)  
8BMS (FDT-18805-D) (1958)  
22BM (C2MY-18805-A) (1962)  
24ME (C2GY-18805 11) (1982 Comet) (See 
Ford 24ME  

24MY (C2YY-18805-A2) (1962 Meteor) (See 
Ford 24ME  

METEOR I Also See Mercury) 

77BM (FEK-18805-C) (1957)  
78BM (FEK-18805-D) (1957)  
84BM (FEW-18805-U) (1958)  
85BM (FE W-18805-T) (1958)  
94PM (B9MF-18805-B) (1959  
95PM (B9FM-I8805-A) (1959   

METRAVOX 

SUTTON RA144  
SUTTON RA155  

MONTGOMERY WARD ( See Riverside) 

MON ITORAD 10 

M-40  
M- I60  
MC 40  
MC 160  

AR-18 
AR- 16 

AR-6 
AR-7 
AR-8 
AR-11 
AR-10 

AR-13 
AR- 16 
AR-18 
AR-20 

MOPAR 

101 (PP1, PP2, 1960 Plymouth)  AR- 13 
102 (PD1, PD2, PD3, PD4, 1960 Dodge)  AR- 13 
104 (1980 Valiant)  AR-13 
108 (1960 Dodge)  AR-14 
107 (12B) (1961 Dodge Dart)  AR-15 
109 (RP1, RP2, 1981 Plymouth)  AR-15 
110 (Export Version of Model 101)  AR-13 
111 (RP1, RP2, 1981 Plymouth)  AR- 15 
112 (1960 DeSoto)  AR- 14 
113 (RV1 1981 Valiant)  AR- 15 
114 (RW1 1981 Lancer)  AR- 15 
202 (1962 Lancer SL1)  AR- 18 
203 (1962 Valiant SV1)  AR- 18 

AR-4 204 (1962 Plymouth SP1, SP2)  AR-I8 
205 (1962 Dodge Dart SDI, SD2)  AR- 17 
214 (3BVE) (1963 Valiant TV1)  AR-19 
215 (3BLE) (1963 Dart TL1)  AR- 19 
216 (1963 Plymouth)  AR-22 
217 (1963 Dodge)  AR-22 
219 (1964 Dodge VD1, VD2), 220 (1964 
Plymouth VP1, VP2)  AR-23 

301 (PP1, PP2, 1960 Plymouth)  
302 (PD1, PD2, PD9, PD4, 1960 Dodge)  
303 (03BC) (1980 Chrysler)  
304 (0313S) (1960 DeSoto)  
305 (03BD) (1980 Dodge)  
308 (13BD) (1961 Dodge  
309 (RP1, RP2, 1961 Plymouth)  
310 (Export Version of Model 301)  
311 (Export Version of Model 309)  
312 (13BS) (1961 DeSoto)  
313 (1980 Valiant)  
314L (Export Version of Model 114)  
314V (Export Version of Model 113)  
317 (13BC) (1981 Chrysler)  
322 (SPI, SP2 1982 Plymouth)  
323 (SDI, SD2 1962 Dodge Dart)  
324 (Export SPI, SP2, 1962 Plymouth.)  
327 (SCI, SC2, SC3 1962 Chrysler)  

330 (1963 Plymouth), 331 (1983 Dodge)  
332 ( 1963 Dodge 880), 333 (1963 Chrysler  

337 (1963 Valiant)  
339 (1963 Dodge-Dart)  
343 (R3BC) (1983 Chrysler TC1, TC2, TO)  

AR-9 344 (1983 Dodge)  
AR-8 345 (1963 Plymouth)  

347 (Ft23BDQ) (1962 Dodge 880, SD3)  
AR-0 350 (R3I3D) (1963 Dodge 880  

402 (04BC) (1960 Chrysler)  
403 (04131) (1980 Imperial)  
404 (14131) (1961 Imperial)  
407 (14BC) (1981 Chrysler)  
409 (24BI) (1982 Imperial SY1)  
410 (24BC) (1982 Chrysler SC1, SC2, SC3   
411 (34BCS) (1963 Chrysler)  
413 (34BI) (1963-Imperial TY-1)  
608 (1953 Plymouth P24   
609 (1953 Dodge Model D-44, D-46, D-47, 
and D-48)  

610T (1953 Dodge Truck, Series 13-3, and 
B-4)  

fillT (1954 Dodge Truck, Series C) (See 
Model 810T  

AR-4 612 (1954 Dodge Model D-40, D-51, D-52, 
AR-23 and D-53) (See Model 609)  
AR-29 613 (1955 Plymouth Models P-28 and P-27)  

814 (1955 Dodge Models D-55 and D-58)  
820 (1958 Plymouth Models P-28 and P-29)  
821 (1958 Dodge Models D-62 and D-63)  
824 (1957 Dodge Models D-86, D-67, D-70, 
D-71, and D-72)  

700 (1958 Dodge Truck)  
AR- 17 700 (Revised) (1980 Dodge Truck)  

701 (1959 Simca)  
703 (R12BDT) (1961 Dodge Truck)  
819 (1953 Plymouth)  
820 (1953 Dodge)  
821 (DeSoto Models S-18 and S-18)  
824 (1953 Chrysler) (See Model 819)  
828 (1954 Dodge Models D-50, D-51, D-52, 
and D-59) (See Model 820)  

AR-7 829 (DeSoto Models S-19 and 8-20)  
AR-7 830 (1954 Chrysler Models C-82, C-63, and 

C-64)  
AR-9 831 (See Model 830)  
AR-12 832 (1955 Plymouth)  
AR- 11 833 (1955 Dodge Models D-55 and D-56)  

834 (1955 DeSoto Models S-21 and S-22)  
835 (1955 Chrysler)  

836 (1955 Plymouth Models P-26 and P-27  
840 (1958 Plymouth)  

AR-20 841 (1958 Plymouth Models P-28 and P-29)  

AR-21 842, 8421M (1958 Dodge Models D-62 and 
D-63)  

843 (1956 DeSoto Models S-23 and S-24)  
844, 8441m (1956 Chrysler)  
845 (1957 Dodge Models D-86, D-87, D-70, 
D-71, and D-72)  

846 (1957 DeSoto Models S-25, S-26, and S-27)  
847 (1957 Chrysler)  
848 (1957 Plymouth)  

AR-12 848 (1958 Plymouth Models LP- I and LP-2  
AR-12 849 (1957 Plymouth Models P-30 and P-31)  
AR-12 851 (84BC) (1958 Chrysler   
AR- 12 852 (1958 Dodge Models LD-I, LD-2, and LD-S) 

AR-14 

AR-12 
AR-4 
AR-4 
AR-4 
AR -5 
AR -6 
AR-7 
AR-9 

AR-21 
AR-9 
AR- 13 
AR- 13 
AR-20 
AR- 18 

AR-4 
AR-21 

AR-23 
Aft-23 

AR-5 
AH- 6 
AR-8 
AR- 18 

AR-17 

AR- 14 
AR-13 
AR- 13 
AR- I3 
AR- 13 
AR- 16 
AR-18 
AR- 14 
AR- 16 
AR- 18 
AR- 14 
AR- 18 
AR- 16 
AR- 15 
AR- 17 
AR- 17 
AR- 17 
AR- 17 

AR-21 
AR-21 

AR-22 
AR-22 

AR- 19 
AR-22 
AR-22 
AR- 19 
AR- 19 
AR- 13 
AR- 13 
AR- 15 
AR- 15 
AR- 16 
AR- 18 

MOPAR (Continued) 

854 (1958 Plymouth Models LP-I and LP-2)  AR-9 
855 (P-5901) (1959 Plymouth)  AR-11 
858 (1959 Dodge Models PAD1, MD2, and MD3)  AR-10 
857 (1959 DeSoto Models MSI, 114,42, and MSS).- AR-10 
858 (94BC) (1959 Chrysler)  AR- I0 
860 (1959 NMI and MP2 Plymouth)  AR-12 
861 (1959 Chrysler Export)  AR- 12 
900 (1955 Dodge Models D-55 and D-58)  AR-5 
901 (1955 DeSoto Models S-21 and S-22)  AR-5 
902, 903 (1955 Chrysler)  AR-5 
910, 910HR (1956 Dodge Models D-82 and D-63) AR-6 
911 (1956 DeSoto Models S-23 and S-24)  AR-6 
912, 912HR (1956 Chrysler)  AR-7 
916, 9161m (1956 Plymouth Models P-28 and 
P-29)  AR-7 

9171IR (1957 Plymouth)  AR-8 
918 (1957 Dodge Models D-66, D-67, D-70, 
D-71, and D-72)  AR-7 

919, 919HR (1957 DeSoto Models S-25, 8-26, 
and S-27)  AR-7 

92011R (1957 Chrysler)  AR-8 
9211M (1957 Imperial)  AR-8 
922 (85BC) (1958 Chrysler)  AR-9 
923 (1958 DeSoto Models L-51, L-52, L-59)  AR-9 
924IM  AR-9 
925 (1958 Plymouth Models LP- 1 and LP-2)  AR-9 
927 (1959 DeSoto Models MS1, MS2, and 

hiS3)  AR-11 
928 (R95BC-S) (1959 Chrysler)  AR-10 
929 (C-5909) (1959 Imperial Model Mil)  AR-11 

MOTOROLA 

BK3A8 (1949 thru 1953 Buick Special, 1942, 
1946 thru 1952 Buick Super & Roadmaster)  AR-5 

BK53A6 (1949 thru 1953 Buick Special & 1942, 
1948 thru 1952 Buick Super & Roadmaster)  AR-5 

BICA8T (1956 Buick)  AR-7 
BICA6X (1958 Buick)  AR-7 
BKA7X (1957 Buick)  AR-7 
BICA9X (1959 Buick)  AR- 10 
BICA6OX (1980 Buick)  AR- 15 
BICA81 (1981 Buick)  AR- 15 
BICA82 (1982 Buick)  AR-20 
BKA83 (1963 Buick)  AR-22 
CMIX (1961 Buick Special, Oldsmobile F-85, 
Pontiac Tempest)  AR-16 

CA62 (1981 Buick Special, Oldsmobile F-85, 
Pontiac Tempest)  AR-20 

CA63 (1961-63 Special, F-85, Tempest)  AR-22 
CRA6OX (1960 Corvair)  AR-15 
CRA82 (1960, 1981, 1982 Chevrolet Corvair)  AR-20 
CRA63 (1961-63 Corner)  AR-22 
CRM6OX (1960 Corvair)  AR-14 
CRM62 (1960-1982 Corvair)  AR-19 

AR-20 CRM63 (1961-63 Corvine)  AR-22 
AR-20 CT2A6 (1951-52 Chevrolet)  AR-5 
As-4 CT52M8 (1951-52 Chevrolet)  AR-5 

CTA3 (1953 Chevrolet)  AR-4 
AR-4 CTA4 (1954 Chevrolet)  AR-8 

CTA5 (1955 Chevrolet)  AR-8 
AR-4 CTA6T (1955-58 Chevrolet)  AR-6 

CTA6X (1955-56 Chevrolet)  AR-7 
AR-4 CTA7X (1957 Chevrolet)  AR-7 

.CTA8X (1958 Chevrolet)  AR-9 
AR-4 CTA9X (1959 Chevrolet)  AR-10 
AR-5 CIA61 (1961 Chevrolet)  AR-15 
AR-5 CTA62 (1962 Chevrolet)  AR-18 
AR-' CTA89 (1983 Chevrolet)  AR-22 

AR-7 CTM3 (1953 Chevrolet)  AR-5 
CTM4, CTM4A (1954 Chevrolet)  AR-6 

AR-8 CTM6 (1955-56 Chevrolet)  AR-8 
AR-8 CTM7X (1957 Chevrolet)  AR-7 
AR- 14 CTM8X (1958 Chevrolet)  AR-9 
AR- 12 CTM9X (1959 Chevrolet)  AR-10 
AR- I6 CTM57X (1957 Chevrolet)  AR-9 

Aft-4 CTM61X, CTM61XA (1981 Chevrolet)  AR-18 
AR-4 CT2482 (1981-1962 Chevrolet)  AR-19 
AR-4 CT6183 (1963 Chevrolet)  AR-22 
Aft-4 CYA62 (1962 Chevy II)  AR-20 

CYA63 (1961-63 Chevy II)  AR-22 
AR-4 CY/462 (1962 Chevy 11)  AR-19 
AR-4 CYM63 (1982-63 Chevy II)  AR-22 

FM-900  AR-14 
AR-4 FMC62  AR-19 
AR-4 GMT3A8 (1948 thru 1953 GMC and 
Ag-b Chevrolet Truck)  AR-5 
AH-3 GMT53A8 (1948 thru 1953 GMC and 
AR-3 Chevrolet Truck)  AR-5 
AH-5 GV-701  AR- 11 
AR-3 GV-800  AR-9 

AR-6 HF3A8 (1951 thru 1953 Henry 1)  AR-5 
AR-8 HN2A6 (1951-52 Hudson)  AR-5 

HN3A6 (1951 thru 1953 Hudson except 
AR-6 Hudson Jet)  AR-5 
AR-6 HN4A6 (1954 Hudson)  AR-5 
AR-8 HN4M6 (1954 Hudson).  AR-5 

HN53M8 (1951 thru 1953 Hudson)  AR-5 
AR-8 HT3A6 (1953 Hudson Jet)  AR-5 
AR-8 IL5TCA, - 12 (1955- International) (See 
AR-8 International IL5TCA)  AR-6 
AR-8 FR3A8 (1951 thru 1953 Kaiser)  AR-5 
AR-8 NF13C (1953 Nash Rambler) (See Nash 
AR-8 Model NII3C)  AR-4 
AR-8 NH4AC (1954 Nash) (See Nash Model AC-154) AR-5 
AR-8 NH5AC (1955 Nash) (See Nash Model AC-154) AR-5 
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MOTOROLA (Continued) MOTOROLA (Continued) PHILCO (Continued) 

052A6 (1951-52 Oldsmobile "Super 88" 

and "98")  AR-5 

0EA7X (1957 Oldsmobile)  AR-7 
0EA9X (1959 Oldsmobile)  AR- 12 
0EA6OX (1960 Oldsmobile)  AR- 14 
0EA61X (1961 Oldsmobile)  AR- 17 
0E03 (1963 Oldsmobile) .. AR-22 
PC2A6 (1949 thru 1952 Pontiac)  AR-5 
PCA7X (1957 Pontiac)  AR-7 
PCA9X (1959 Pontiac)  AR-10 
PCA6OX (1960 Pontiac)  AR-15 
PCA61X (1961 Pontiac)  AR-17 
PCA62 (1962 Pontiac)  AR-2u 
PCA63 (1963 Pontiac)  AR-22 
PD9A6 (1951 thru 1953 Packard)  AR-5 
11200  AR- 19 

SR2A6 (1950 thru 1952 Studebaker)  AR-5 
SR3A6 (1952 Studebaker)  AR-5 
SR52A6 ( 1950 thru 1952 Studebaker)  AR-5 
SRÉ2M6 (1950 thru 1952 Studebaker)  AR-5 
VWA7 (1953-54-55-56-57 Volkswagen)  AR-7 
VV/A8 (1958 Volkswagen)  AR-12 
VWABO (1960 Volkswagen)  AR-13 
YWA63 (1963 Volkswagen)  AR-22 
VWM60 (1960 Volkswagen)  AR-22 
VWM63 (1958-63 Volkswagen)  AR-22 
03AR (See American Motors Model 8990811)  AR-12 
04MA (1960 Rambler) (See American 
Motors Model 8990706)  AR- 11 

04MD, 04MF, 04MFM (See Ford 
Model 04MD)  

2AT-1  
2MT.  

2TMF (See Ford Model 2TMF)  
2T14X (See Ford Model 2TMX)  
2TMXD (See Renault Model 55555)  
2TMY (See Mercury Model 2TMY)  
SAT  
3MT  
5M, 5M-12  
6M  
6M-12  
BMA (1956 Hudson & Nash) (See American 
Motors Model 8990378)  

6MEt (1956 Rambler) (See American Motors 
Model 8990377)  

6TAS8  
7M (See Model 6M)  
71,111 (1957 Rambler) (See American 
Motors Model 8990455)  

7MX  
8M  
BMX  
9AX  
10AX   
10M  
10MX  
11MX  

12AT-1/ -2/ -3  
13MA (1960 Rambler American) (See 
American Motors Model 8990832)  

13MAM (1960 Rambler American) (See 
American Motors Model 8990831)  

14MR (1961 Raml ler) (See American 
Motors Model 8990833)  

24ME, 24MF, 24MY (See Ford Model 24ME)  
76MA (1957 Hudson & Nash) (See American 
Motors Model 8990378  

93MR (1959 Rambler ) (See American 
Motors Model 8990582)  

94MIM (1959 International) (See 
International Model 94MD4)  

94MF (See Ford Model 94MF)  
94MFM (See Ford Model 94MFM)  
94MI (1959 "R" and "V" Line International 

Truck) (See International Model 94MI)  
94MS (1959 Thunderbird) (See Ford 
Model 94MS)  

95MF (See Ford Model 95MF)  
101 (See MoPar Model 101)  
102 (See MoPar Model 102)  
104 (See MoPar Model 104   
110 (See MoPar Model 110)  
250X  
290T  
300X  
301X  
302 (See MoPar Model 302)  
310X (Negative Ground)  
311X (Positive Ground  
320T  
929T  

395, 395-12  
396, 396-12  
397  
397X  
998X  
403  
404  
406  
412  
500X  
503  
504  
506. 506-12  
520T  

553  

555, 555-12  
556  
595, 595-12  
596, 596-12  
597X  
601X  
611T (See MoPar Model 610T)  
612 (See MoPar Model 609)  
624 (See MoPar Model 624)  
701 (See MoPar Model 701)  
829 (See MoPar Model 829)  
845 (See MoPar Model 845)  
846 (See MoPar Model 846)  
849 (See MoPar Model 849)  
852 (See MoPar Model 852)  
853 (See MoPar Model 853)  
854 (See MoPar Model 854)  
856 (See MoPar Model 856)  
857 (See MoPar Model 857)  
860 (See MoPar Model 860)  
861 (See MoPar Model 861)  
923 (See MoPar Model 923)  
927 (See MoPar Model 927)  

Chassis 

R15A6  
R16M6,.   
R17A6  

AR- 12 

AR-21 
Aft-20 NASH ( Also See American Motors) 
AR-18 
AR- 18 AC-154 (1954, 1955)  
AR-17 N113C (1953 Nash Rambler)  

AR-18 
AR-22 
AR-22 
AR-5 
AR-6 
AR-6 

AR-6 

AR -6 
AR -6 
Aft-6 

AR-6 
Aft-7 
AR-8 
AR-9 
AR- 10 
AR-15 
AR- 13 
AR- 12 

AR-16 
AR-21 

NH5AC (1955) (See Model AC- 154)  

NORDIC 

501F55 (1955 Ford)  

OLDSMOBILE 

7284893  
982029 (1962)  
982030 (1962)  
982136 (1963)  

982137 (1963)  
982149 (1963 F-85)  
982212 (1963)  
982990 (1953)  
983004 (1953)  
983090 (1954)  
983091 (1954)  
983204 (1955)  
983205 (1955)  
983334 (1956)  
983336 (1956)  

AR- 14 989001 (1957)  
989002 (1957)  

AR- 14 989127 (1958)  
989129 (1958)  

AR- 15 989131 (1958)  
AR-17 989170 (1959)  

989171 (1959)  
AR-6 989172 (1959)  

989276 (1960)  
AR-10 989277 (1960)  

989387 (1961 F85)  
989392*(1961)  
989393  

AR-10 
AR-16 
AR- 10 

AR- 11 

AR- 11 
AR- 10 
AR-13 
AR- 13 
AR- 13 
AR- 13 
AR-20 
AR-22 
AR- 11 
AR- 11 
AR- 13 
AR- 13 
AR- 13 

AR-21 
AR-22 
AR-5 
AR-6 
AR-7 
AR-7 
AR-9 
AR-4 
AR-5 
AR- I1 
AR-4 
AR- 13 
AR-4 
AR-5 
AR-7 
AR-21 
AR-4 

OPEL-REKORD 

981946 (1958)  
981981 (1959, 1960)  

PACIMID 

AC-2906 (1958)  
AC-2907 (1958)  
439338, 439339 (1953 Series 26)  
439663 (1954) (See Model 439338  
439666 (1954) (See Model 439338)  
472046 (1955)  
472047, 472048 (1955)  
480487 (1956 Packard Clipper)  
484649 (1957)  
484652 (1957) (See Model 7267427)  
7267427 (480487) (1956 Packard Clipper)  

PHI LCO 

C-5209 (See MoPar Model 824)  
C-5409 (See MoPar Model 830   
C-5509 (See MoPar Model 835)  
C-5595 (See MoPar Model 902)  
C-5596 (See MoPar Model 903)  
C-5609 (See MoPar Model 844)  
C-5609HR (See MoPar Model 844HR)  

AR-22 
AR- 17 
AR- 18 
AR- 19 
AR-20 
AR-20 
AR-21 
AR-4 
AR-4 
AR-5 
AR-5 
AR-5 
AR-5 
AR-6 
AR-6 
AR-7 
AR-7 
AR-8 
AR-8 
AR-8 
AR- 10 
AR- 11 
AR-11 
AR-13 
AR-12 
AR-15 
AR- 15 
AR- 14 

AR- 14 
AR-14 

AR-8 
AR-8 
AR-4 
AR-4 
AR-4 
AR-5 
AR-5 
AR-6 
AR-7 
AR-13 
AR-6 

AR-6 C-5705 (See MoPar Model 847)  AR-8 
AR-6 C-5707 (See MoPar Model 9201IR)  AR-8 
AR-8 C-5709 (See MoPar Model 921HR)  AR-8 
Aft-6 C-5809 (See MoPar Model 92411R)  AR-9 
AR-7 D-5207 (See MoPar Model 819)  AR-4 
AR- 13 D-5407 (See MoPar Model 820)  AR-4 
AR-4 P-5206 (See MoPar Model 819)  AR-4 
AR-4 P-5506 (See MoPar Model 832)  AR-5 
AR-8 P-5606 (See MoPar Model 840)  AR-8 
AR- 12 P-5701 (See MoPar Model 848)  AR-8 
AR-4 P-5703 (See MoPar Model 9171-1R)  AR-8 
AR-8 P-5801 (See MoPar Model 848)  AR-8 
AR-8 P-5803 (See MoPar Model 925)  AR-9 
AR-8 P-5901 (See MoPar Model 855)  AR- 11 
AR-8 P-6234  AR-211. 
AR-8 S-5323 (See Studebaker Model AC-2301)  AR-4 
AR-9 S-5327 (See Studebaker Model AC-2300)  AR-4 
AR- 10 S-5524 (See Studebaker Model AC-2301)  AR-4 
AR- 10 S-5528 (See Studebaker Model AC-2300)  AR-4 
AR- 12 S-5529 (See Studebaker Model AC-2300)  AR-4 
AR- 12 TAR-58 (See MoPar Model 700)  AR-8 
AR-9 94PM (See Mercury Model 94PM)  AR-12 
AR- 11 929 (See MoPar Model 929)  AR-11 

AR-5 PLYMOUTH (See MoPar) 
AR-5 
AR-5 

POliflAC 

7284742  
983578 (1962)  
983579 (1982)  

An-6 983687 (1962)  
AR-4 983874 (1963 Tempest)  
AR-5 983875 ( 1963)  

983945 (1963)  
984076 (1964)  
984817 (1953-54)  

An-5 984961 (1955   
988568 (1956) (See Model 984961)  
988569 (1956)  
9811671 C.957   
988672 (1957)  
988822 (1958)  
988823 (1958)  
988837 (1958)  
988976 (1959)  
988977 (1959)  
988978 (1959)  
989614 (1960)  
989615 (1960  
989692 (1961)  
989693 (1961   
989792 ( 1961 Tempest)  
989831 (1961 Tempest)  

AR-22 
AR-17 
AR-18 
AR-20 
AR-19 
AR-21 
AR-21 
AR-23 
AR-4 
AR-5 
AR-5 
AR-6 
AR-7 
AR-7 
AR 8 
AR-8 
AR-8 
AR-10 
AR- 11 
AR-11 
AR- 12 
AR-13 
AR- 14 
AR- 15 
AR- 15 
An- 15 

RAMBLER ( Also See American Motors) 

3TBA (1963 Americans)  AR 19 
3TBAM (1963 Americans)  AR- 19 
3TBAX (1963 Amesicans).   AR- 19 

REALISTIC 

90LX697 AR-.16 

REGAL 

CR-87I  AR-4 

RENAULT 
55555 (2TMXD)  AR-17 
55556 (3TMXD)(1963)  AR-21 

RIVERSIDE( Also See Airline) 

FJB-6471A (1962 Chevy II)  AR- 19 
FM-6472A (1962 Chevy II)  AR-19 
FJB-6537A (1958-59 Volkswagen)  AR-14 
FIB-6538A (1958-59 Volkswagen)  AR-14 
FM-6540A  AR--19 
FM-6551A  AR-22 

FJB-6560A (1962 Mercury)  AR- 19 
FJB-6561A (1962 Fairlane)  AR-19 
FJB-6562A (1961-1962 Chevrolet)  AR-19 
FIB-6567, M (1959 Plymouth)  AR- 13 
FJB-6571 (1960-1961 Dart)  AR- 19 
FM-6572A (1961-1962 F-85, Special, 
Tempest)  

FJB-6579A (1961-1962 F-85, Special, 
Tempest)  AR-19 

FJB-6580A (1961-1962 F-85, Special, 
Tempest)  AR- 19 

AR-4 FM-6581 (1960-1962 Corvair)  AR-19 
AR-4 FJB--6583A (1960- 1962 Ford)  AR-19 
AR-5 FM- 6584A (1960-61 Valiant) .  AR-18 
AR-5 FM-6587  AR-20 
AR-6 FJB-6591  AR-16 
AR-6 FM-6592  AR-16 
AR-6 FM-6593  AR-16 

AR- 19 
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RIVERSIDE (Continued) STUDEBAKER (Continued) n ued) VOLKSWAGEN (Continued) 

sAMPSON 

FJB-66043 (1960-1962 Corvair)  
FJB-6608A (1961 Lancer)  
FJB-6609  
FJB-6609A  
FJB-6611 (1960-61 Rambler)  

FJB-6612 (61-6612) (1962 Chevrolet)  
FJB-6612A (1961-1962 Chevrolet)  
FJB-6613, FJB-6613A (1960-61 Falcon or 
Comet)  Aft-18 

FJB-6618A (61-6618A)(1961 Rambler)  AR-17 
FJB-6619/ A  AR-21 
FJB-6643A (1960-1962 Comet, Falcon)  AR-19 
FJB-6649A (Tractor)  AR-20 
FJB-6658  AR-21 
FJB-6679A  AR-10 
FJB-6681A (1958 Plymouth)  Alt-10 
FJB-6682A, B  Aft-10 
FJB-6684 (1959 Ford)  AR-11 
FJB-6686-A (1959 Plymouth)  AR- 12 
FJB-6687 (1959 Ford)  AR-11 
FJB-6688 (1959 Chevrolet)  AR-11 
FJB-6689A (1959 Plymouth)  AR-12 
FJB-6690A (1959 Buick)  Alt-13 
FJB-6691B (Renault Dauphine)  AR-12 
FJB-6693B (Renault Daunhine)  AR-12 

FJB-16520A (1963 Chrysler)  Alt-23 
FJB-16521A (1963 Chevrolet)  AR-23 
FJB-16522A ( 1963 Dodge)  Alt-23 
FJB-16523A (1963 Ford)  AR-23 
FJB-16524A (1963 Mercury)  AR-23 
FJB-16525A ( 1963 Oldsmobile)  AR-23 
FJB-16526A (1963 Plymouth)  AR-23 
FJB-16527A (1963 Pontiac) t  AR-23. 
FJB-16566A  AR-20 
FJB-16567A  AR-21 
FJB-16574A (1963 Buick)  AR-23 
FJB-16576A (1963 Corvairs)  AR-23 
FJB-16577A (1963 Dodge-Dart)  AR-22 
FJB-16578A (1963 Ford)  AR-23 
FJB-16579A ( 1963 Falcon)  AR-23 
FJB-16580A (1963 F-85)  AR-23 
FJB-16581A ( 1963 Mercury)  AR-23 
FJB-16582A (1962-63 Plymouth)  AR-22 
FJB-16583A ( 1963 Tempest)  Alt-23 
FJB-16585A ( 1963 Chevrolet)  AR-23 
FJB-16586A ( 1963 Corvairs)  AR-23 
FJB-16587A (1963 Falcon)  AR-23 
FJB-16588A (1963 Ford)  Alt-23 
FJB-16589A  Alt -23 

55A.  AR- 18 

SOUNDEX 

COM-60, COP-60 (1960 Corvair)  
STM-059, STP-059 ( 1959 Studebaker Lark)  

SPECIAL ( See Buick) 

STROMBERG-CARLSON 

C.A.R. 7  

C.A.R. 9..(1959 Ford and.Edsel)  
CH-60-M (1960 Chevrolet)  
CH-60-PB (1960 Chevrolet)  

CH-61-M, CH-61-PB (1961,Chevrolet)  
DA-60-PB (1960 Dodge Dart)  
DE-60-PH (1960 DeSoto)  
DO-60-PB (1960 Dodge)  
DO-61-PB (1961 Dodge As Dodge Dart)  
FA-60-M (1960 Falcon)  
FA-60-PB (1960. Falcon)  
FO-60-M (1960 Ford)  
FO-60-PB (1960 Ford  

F0-61-PB (1961 Ford 81 Mercury  

IM-60-M.  
IM-60-MX, IM-61-PB.  
LA-61-P B (1961 Studebaker Lark)  
LR-61-PB (1961 Lancer)  
OF-61-PB (1961 Oldsmobile F85  
OL-61-PB (1961 Oldsmobile)  
PL-60-M (1960 Plymouth)  
PL-61-M (1961 Plymouth)  
PO-61-PB (1961 Pontiac)  
RA -61-PB (1961 Rambler  
VA-60-M (1960 Valiant)  
VA-61-PB (1961 Valiant)  

STUDEBAKER 

AC-2300 (S-5327) (1953)  
AC-2301 (S-5323) (1953)  
AC-2686 (S-5528) (1955) (See Model AC-2300)  
AC-2687 (S-5524) (1955) (See Model AC-2301)..i  
AC-2721 (S-5529) (1955) (See Model AC-2300)  
AC-2745 (1956)  
AC-2746 (1956)  
AC-2747 (1956)  
AC-2748 (1956)  
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AR-16 
AR- 16 

AR-11 
Alt- 11 
Alt-14 
AR-14 

Alt- 17 
AR- 14 
AR-14 
Alt- 14 
AR- 17 
AR-14 
All- 14 
AR- 14 
AR-14 
AR- 17 
AR- 15 
AR-17 
Alt- 17 
AR-18 
Alt- 17 
Aft-17 
Alt-14 
AR-18 
AR-17 
AR- 17 
AR-1A 
AR-18 

AR-19 AC-2905 (1958)  
AR-18 AC-2906 (1958)  
AR-19 AC-2907 (1958)  
AR-12 AC-2977 (1960)  
AR-22 AC-2978 (1960)  
AR-18 AC-3084 (1961)  
AR-19 AC-3085 (1961   

AC-3086 (1961)  
AC-3087 (1961   
AC-3216 (1962)  
AC-3217 (1962)   
AC-3246 (1962)  
AC-9247 (1962)  
AC-3255 (1962)  
AC-3256 (1962   
AC-3351 (1963)  
AC-3352 (1963)  AR-21 
AC-3353 (1963)  AR- 19 
AC-3354, AC-3377 (1963)  AR-21 
AC-3428 (BR2T)  AR-22 

TEMPEST (See Pontiac) 

TENATRONI CS 

SM-711  
SM-751  
TRM-701  
UA-702  
UM-701  
VWA-702  
VWM-701  

TENNA 

AR-9 
AR-8 
AR-8 
AR-12 
AR-13 
AR- 17 
AR-15 
AR-17 
AR- I5 
AR-17 
AR-18 
AR- 18 
AR- 17 
AR-18 
AR-17 
AR- 19 

2FIABG (1962 Karman Mitt) AR-22 
2FMBT (1962 Transporter) AR-22 
2FMBV (1962 Sedan) AR-22 
3TBV (1963 Sedan)  AR 20 
3TBVT uses Transporter)  AR 20 

VOLVO 

3BN (19631.,  AR-20 

VOXSON 

Vanguard   AR-15 

WHITE 

W-6234 (Truck) AR-20 

WILLYS 

3TBW (1963 Jeep)   AR-22 
12BW  AR- 16 

AR-22 815395  AR-9 
AR-22 
AR-22 
AR-22 
AR-22 
AR-22 
AR-22 

AM-64PB (1964 American)  AR-23 
BU-64PB (1963-1964 Buick)  AR-29 
CH-64PB/RS (1963-1964 Chevrolet)  AR-23 
CL-84PB (1964 Chevelle)  AR-23 
CM-64PB (1964 Comet)  AR-23 
CO-64P8 (1960-1964 Corvair)  AR-23 
CR-64PB (1963-1964 Chrysler)  Alt-23 
C1I-84PB (1962-1984 Chevy D)  AR-23 
DA-64PB (1964 Dart)  Alt-23 
DO-64PB (1964 Dodge)  AR-23 
FA-64PB, M (1964 Falcon)  AR-23 
FL-64PB (1964 Fairlane)  Alt-23 
FO-64P3 (1964 Ford)  Aft-23 
ME-64P3 (1963-1964 Mercury)  AR-23 
OF-64PB (1964 F-85)  AR-23 
OL-64PB (1963-1964 Oldsmobile)  AR-23 
PL-64P3 (1964 Plymouth)  AR-23 
P0-64PH (1963-1964 Pontiac)  AR-23 
RA-64P3 ( 1964 Rambler)  AR-23 
TC-100M  AR-23 
TC-200BP  AR-23 
TC-300M (1964 Volkswagen)  AR-23 
TC-400PB (1964 Volkswagen)  AR-23 
TE-64PB (1964 Tempest)  AR-23 
TRM-64M  AR-23 
VA-64PB (1964 Valiant)  AR-23 

VW-64PB (1964 Volkswagen)  AR-23 
880-64PB (1963-1964 Dodge 880)  AR-23 

TRIUMPH 

R2BT4 (0-01000) (1962)  AR- 19 

TRUETONE 

D4118, B  AR-4 

D4320  AR-4 
D4320B  AR-4 
D4321, A  AR-4 
D4425B, D4426A.  AR-5 
D4623A, D4624A  AR-7 
D4625A, D4626A  AR-7 
D4826A  AR-7 
DC4200  AR-18 
DC4205B  AR- 18 
Dr4206B  AR- 18 

DC4208  AR-23 

VALIANT ( See MoPar) 

VAUXHALL 

988946 (1958)  AR-10 

AR-4 
AR-4 VOLKSWAGEN 
Aft-4 
AR-4 OBT (Sapphire 1)  AR- 13 
AR-4 OBV (Sapphire 1)   AR- 13 
AR-6 1BT (1961 Volkswagen Transporter)  AR-16 
AR-6 1BV (1961 Volkswagen Sedan)   AR-16 
AR-6 2BT (R2BT) (Volkswagen Transporter)  AR-I8 
AR-6. 2BV (R2BV) (Volkswagen Sedan)  AR-18 
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HOWARD W. SAMS 

PHOTOFACT® SPECIALIZED SERIES 
iitsp,mîs 

let RUMMER 
SERIES 

Ame, 
COWIWWW 

Complete PHOTOFACTe coverage of all important, 

late-model Tape Recorders now in easy-to-use 

volumes. Regular price, $4.95 per volume—only 

$4.65 when purchased on a Standing Order Sub-

scription! Sign up and save 30¢ per volume! 

.0\ rt‘OinfAti. 
CB RA010 

SERIES 

See\ 

WWWW110 WfrOWS .. COwd4able. 

Two to three volumes issued yearly for complete 

Pxo-roFAc-r® coverage of all popular CB Radio 

models. Regular price, $2.95 per volume—only 

$2.65 when purchased on a Standing Order Sub-

scription! Sign up and save 30¢ per volume! 

11111.111111111•11111111111.1_1111111 11.1011r 9111r 

$2.95 

SERIES Twelve to fifteen volumes issued each year provide 

complete PHOTOFACTe coverage of Transistor 

Radios. Each volume covers 40 to 50 popular 

late models. Regular price per volume, $2.95— 

only $2.65 when purchased on a Standing Order 

Subscription! Sign up and save 30¢ per volume! 

HOWARD W. SAMS & CO., INC. 
PHOTOFACT® SPECIALIZED SERIES 

are available from your local parts distributor 
AR-23 




