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TRAINED MEN | OUTSTANDIN G
URGENTLY NEEDED || i RELIABILITY

NEVER before has there been such an wrgent demand
for trained radic mem. There’s a job waiting LHE T

for you; cr yow can earn good money in your 4 ' : .
spare time.

Are you liable for military service? The RA.F. it ' = -
is appealing for radio men, and many of our students : Many Weshnghouse MEtaI ReCflerl’S

' have already beew accepted as Radio Mechanics, [ g - .
Operators and bmtructors. They ke the werk i ore Sh” m service 3&8!" 14 years

and the pay is geod. constant use, without any replacement}
You can study at home s your spare time and become '

a qualified Radic Engineer. Even if you kneow nething I they are undoubtecﬂy fhe mosf
about radio, we can train you. : |l rehable reciifier for HT. and LT.

Hundreds of our studiemts who had no previous knowledge .
or experience of radio kave secured well-paid employment  f ] suppfy , detection and AV.C.
or spare-time worle as a result of cur training.
Our Home-Study Caurses are praised and recommended N : .
by leading Radio Authorities. Cusr fees are reasciable - [

and can be paid by easy monthly imstalwents. |
Wherever you live you can study at home without inter-  H |
fering with your ordinary occupation. Do not delay,

but post coupon now for full details of our Courses.

T. & C. RADIO COLLEGE
29, Market Place, READING.

(post ‘n unsealed envelope, ld. stafnp) | “

METAL

RECTIFIERS

Send 3d. to Dept. PRA. for a copy of "'The Ail Metal Way,”
Westinghouse Brake & Signal Co., L'd., Pew Hill House,
Chippenham, Wilts,

! Please send me free details of your Home«Study Radio Courses.

THE SAME ACCURATE
FAULT -TRACING

for Me. too!

.The Universal AvoMinor and D.C.
AvoMinor provide the serious ama-
teur with testing facilities comparable
in acetiracy with those of the famous
““ AvoMeter ” on which service engi-
neers and manufacturers rely for
precision testing.

Trouble-tracking with the AvoMinor
is" reduced” to its simplest terms,
enabling dmateur and expert alike
to locate faults with ease and rapidity.

THE UNIVERSAL AVOMINOR THE D.C. AVOMINOR
4 ELECTRICAL MEASURING INSTRUMENT ELECTRICAL MEARERING INSTRUMENT
22 Ranges of Diwect Readings 13 Meters in ONE
D€, Yelts AC. Velts! BXC. Milliamps Current Voltage Resistance
- 0- 78 millivolts | 0- 5 volts ; 0- 2.5 milliamps milliamps volts ohms
0- 6 volts g- 26 ()- 5] . - 6 0- 6 0- 10,600
0- 25 0-100 ,. | 0- 25 . o 30 0- 12 0- 66,000
' Reyd. Trade Mork 0-100 0-250 , 0-100 N 0-120 0-120 0-1.208,000
0-250 0-500 ,, | 0-500 . 0-240 megohms”
ELECTRICAL MEASURING 0-500 , 0-300 63
INSTRUMENTS ) RESISTANCE Is case, complete with {instruction
: " g- 20, Ohms g_' gmegohma booklet,, Teads, interc hangeable emcodxle
188 8000 . o100 ¢lips and testing preds.
Sole Proprietors and Manufacturers : 5 » »
AUTPONMATIC COM, WINDER & ELECTRICAL EQUIPMENT (O., LTD., (’fnmpletp with instruetion booklet, leads, inter- [ ] Wﬂlf for  fully t.lem*rlpll‘u“e
‘Winder House, Douglas Street, London, 8.W.1. Phone. Victoria 3404-7 changeable ero-odile clips and testing prods. pamphlets und current prices.
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L.T. Bat_ter"y-operated
Home-made VIBRATOR KITS

To obtain H.T. successfully. Supersede H.T.
batteries. The Vibrator converts D.C. to A.C.
by vibrating uniformly. Any voltage up to 100
. watts obtained by transformers and rectified
for radio H.T.

American Vibrators totally enclosed, slightly
dented covers. 4-pin non-sync.

Low price 10,‘

AUTOMATIC CIRCUIT BREAKERS

Magnetically tripped Switches that operate instan-
taneously

Circuit Breakers operate instantly on an overload. Fireproof

construction. Made in single, double, and triple pole. Prices

.are very low. Types marked with a star have thermal

trip delay.

SINGLE POLE, HEAVY [RON CASE 250/400 Volts
{Hustration shows S.P. with cover removed

Rating . Type Price
6 amps. S NG 1116
6 . S Hz* 1316
to ,, SING 16/-
5, S

ne ‘ 181-

4 in. x 5} in. DOUBLE POLE, IRON CASED

Rating Typé Price Rating Type Price
| amp. SRz 1816 5 amps. S {tRZ* 2516
14 amps.| S 1i2Z* 19/- " sz 261-
" S 111R2Z* 20(- 6 StH2 23)-
2% . S1nRZ* 2k {1+ . S 11/2Z* 321
3 . sz | 22- 10, Sz 30/-
. S 112 221~ 12, S 11122Z* 36/-
4 SRz 25i- 15 . Sz 34i-
TRIPLE POLE, 3 TRIPS TRIPLE POLE, 3 TRIPS
Light Iron Case Heavy Iron Case
300/500 Volt 300/500 Volt
Rating Type Price Rating Type ' Price
4 -
goma. | stsze | 254 | ae™ | §EA 2
3amps. S i3 21- 1 amp. S 11132+ 24/-
“ S 113Z* 24i- 2 amps SI13Z . 221-
4. Si3 24 2 . S 11132+ 26/
6 . S11/3 320 3, S 11y3Z* 28/-
R B IR N
15 . | szt ) 45k 6 . s - | 3
2.AMP, THERMO TIME-LAG CIRCUIT
BREAKERS
A SPECIAL DESIGN IN AUTO-*
SWITCHES

with time-lag]tripping on 2 to 3 amps. Safety
thermo switch with long-break auto over-
load trip. For back of panel with front indi-
cating knob, compact, 4in. x 2 in. x }in.
deep. Any voltage up to 1,000 v. (as illus.
Only) 5,6_ Worth a Guinea.

ELECTRADIX RADIOS

218, UPPER THAMES STREET,

Telephone : Central 4611

INDEPENDENT POWER

300 watt Petrol Electric Set, 100 volts, 50160
cycles, 3 amps. and 30 volts 10 amps. D.C.
Portable  lightweight, with  switch-board,

£32

PETROL ELECTRIC GENERATING SETS
For Lighting and Charging

Half h.p. DIRECT COUPLED, 150 watts :
D.C., 1,300 r.p.m., 2-stroke water cooled
l-cyl. engine, magneto ignition. On bed
plate with 30 volts 5 amps. Dynamo, £13
75 Larger Size 3 kW. Petrol Electric Sets,
500 watts, 2-stroke water-cooled | h.p.
i—cyl. engine on bedplate, direct-coupled to 50/70 volts 10
amps., D.C. dynamo, magneto ignition, £17 10s.

ANOTHER RELAY FOR RADIO WORK
A 2/m/a. Table Relay. Compact vertical type, enclosed,
Screened 3,000 ohm coils. Platinum contacts. Single
pole change-over on 2 m/a. }amp. contacts. Wood
base. Metal Case, Size 2lin. diam., 3}in. high.

Price only 10," |

THE ROLLS-ROYCE OF BUZZERS

is the Cambridge-Townsend. Tiny
and Shrill. Perfect for Wavemeters,
ideal for signals. High note mode! ‘T "’
Diaphragm blade. Platinum Contacts.

The smallest Buzzer possible. Price 10/-

Postage |/- extra.

SHEFFIELD SPEAKER MAGNETS FOR
MOVING COIL g
Powerful New Steel. Four-claw 4} ibs.

10 watt M.C. Speaker, Permanent
Magnets at manufacturers’ price. A

" great opportunity for 56

Postaga 1/- extra.

MAINS ENERGISED SPEAKERS

With 6éin. damaged cone, 5/-. Good cone,
6in., 1,200 ohms, 7/6. Magnavox, 6in.
type, 12/6.

M.C. SPEAKERS, P.M., 7in. cone and
transformer, 25/- ; 8in. cone with trans-
former, 27l§. )

BATTERY ENERGISED SPEAKERS.
K.B., évolt., 8in. cone, 8,6,

ENQUIRIES : It is absolutely essential to send
stamped envelope to get a reply.

ILLUSTRATED LIST now costs 3d. post free.

*

LONDON, E.C.4
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—l PREMIER RADIO B

PREMIER SMOOTHING “LEARNING MORSE’{ | PREMIER SHORT-WAVE KITS
CHOKES for OVERSEAS NEWS
Premier Morse Practice Key on 3 3 . .
Type Cursent Henrys Res. Price Bakelite Base and Brass Movement Incorporating the Premier 3-Band S.W. Coil.
C.40/500 40 mA. 2034 H. 5000 §- o 11-86 Metres without coll changing. Eath Kit is
C.601180 0 8 H. 180 Q@ 6- General Purpose Morse Key ... 5/' complete with all components, diagra!‘ns and
C.601400 0 25.34 H. 4002 8/8 2-volt valves. 3-Band SW. I-Valve Kit, 1419
C60iS00 60 . {B30H. 5000 8I8 Bakelite B 2/- 3-Band S.W. 2-Valve Kit, 2216
C.1001400 100 | 2034 H. 4000 1ei8 akelite Buzzers ...
g_;gg”gg {gg " 2034 H. 185Q 15i4 3 Henry Chok 7/6 DE LUXE S.w. KITS
. ., 20-34H. 1450 18- |- y Chokes - . ; -
cas0i20 250 I/ H. 1200 200 Complete Kit of Parts for Vaive ;,‘iomplece Kl:,I |nclu_d|ng aII.Valves. co!ls,.wmng
os:l"ator 25 descrlbed in W.W. agrams and lucid instructions for building an
“Learnin Morse 25/- working. Each Kit supplied with a steel Chassis,
2 . Panel and plug-in coils to tune from 13 wo 170
metres.
PREMIER 1941 HIGH t Valve Short-Wave Receiver or Adaptor
FIDELITY AMPLIFIER KITS . (K e 0
alve Short-Wave Superhet Converter
Each Kit is complete with ready drilled chassis, NEW PREMIER S'w° 1 K\';l Short-Wave A.C. Superh 23
selected components, specially matched valves and A C RECEIVER Co:::rter oéf; “ave uDer ,et 2613
full diagrams and instructions, ~ e tetel o S 2 Valve Short-Wave Receiver Kit ... 29
. ompletely
VKJ::’:’(I:?"’:? W"_"_e‘itﬂsd In response to many requests we have now
4-watt AC. Amplifier ... £214 O Bel |e I3 produced an A.C. version of the popular Premier
4.watt AC.ID.C, ,, £3 17 6 Short Wave SG3 Kit. Circuit : Pentode H.F. stT-WAVE GEAR
g-watt AC. .. 5616 6 £7 13 & Stage, Pentode Detector, Beam Power Output,
r;'_e;:::‘;‘::cmc w9 g : g and F.W. Rectifier. 200250 v. A.C. Operation. Short-Wave Coils. 4- and 6-pin types, 13-26,
Black Crackle Steel Cabinec 1716 extra, Built-in Power Pack. Hum-free operation. For ﬁ:z:;i::-943'-873%;705."&"::!6”?'-lle?;;:' rng\a'dggtlslts

use with Phones or P.M. Speaker. metres. Suitable any type circuit, 211,

Complete Kit of Parts with yrilled chassis, all . . . .
MAINS TRANSFORMERS | components. Plugin Coils covering 13-170 %3 or $-pin Coit Formers.  Plain or Threaded.
metres, 4 valves and full instructions and cir- g¢ility Micro Cursor Dials, Direct and 100: 1
Wire-ends. All L.T. Windings | -cuits. “q  Ratics, 66,
Centre-Tapped £4 - 10 - 0 Bakelite Dielectric  Variable = Condensers.
. 0005 mfd. Suitable Tuning or Reaction. 1/6 each.
SP. 250 250_0 250 v. €0 m.a. 4 v. 1-2 4, Battery Version also available Kit £3 8 0 Short Wave H.F. Chokes. 10-100 m., 106id.
4v.,2-32,4v.2-3a. 13/4 Extra Coils 9—15, 200—2,000 m. also supplied. each.
SP. 300 300 0-300v 60 m.a., 4 v. 2_33_ " Lissen Dual Range Screened Coils. Medium
4v,232,4v 23a 1314 * The Wireless World ™ said they were * and Long Waves, 2% each.
SP.301  300-300 v. |50 m.a.,4 v.23a, ‘very much impressed . .. .
4v.2-3a,4v.1a,4v.la 1714 See full Test is?epgrt. Pl;. 492-3 December issue.
SP.350A 350-350 v, 100 m.a., 5 v.2 a. end for full details.
(not C.T, 63 v 23'3. o 16k AMERICAN VALVES
SP.350B 350-350 v. 100 m.a,, 4 v. 2-3 a,, '
4v.23a,4v.23a. ... 16 We hold stocks of all types
SP. 351 350-35%.; ;504m3 ;jal-2a, 1714 Premier Pick-ups. at competitive prices.
SP. 352 350_350 v. 150 ma. 5 v. 2 2, Heads will fit any tone-arm ... T £
63 v. 2 a, 63 v.2a, e 18- Premier Pick-up with Volume Control 17/6
SHORT-WAVE CONDENSERS
ANOTHER SPECIAL OFFER Trolitul Insulati Certified ior ¢
Auto Transformers. Step up or down. [00- " " roli nsulation. ertiliec  superior to
125 v. to 200, 230 or 250 v. A.C., 60 watts, 11/4; Rothermel Brush Piezo Crystal Pick-ups. ceramic. Ali-brass construction. Easily ganged.
125 watts, 15/-; 250 watts, 22/-. Standard, S.8 Model with arm, 34/9. 15 mmfd. ... 204 100 m.mfd. ... 3
L.T. Transformers, all C.T. 25 fd 26 160 fd 7
4v.2-3a. o Hi4 6.3 v.2-3a. . 114 m.mfd. ... m.mid. ...
25v.5a .. 14 75y 3a e 40 mmfd. .. 26 250 mmfd. .. 4
5v.2-3a. o 114 12 v. 3-4a. .. 18l
Push-Pull Driver Transformers ... ... 66 A"
UniversalS OlutputP Ir;nlsformers. 1] m?om:lzcw'zhctom:::o SPEfIKE“RS PREMIER REPLACEMENT
ios. - i rmer. ola 6}in,,
Ratios. Single or Push-Pull 66 | i5i; 8in. P.Ms, 1716 ; 10in. P.Ms, 2216. VALVES FOR ALL RECEIVERS
ENERGISED MODELS 4 volt A.C, Types, S-sin, ACIHL, ACIL, ACIP.,
MATCHMAKER UNIVERSAL lPlse;(s))' iin.,f_l{g ?hm ﬁeld? 76 ; l?I‘?G B.T.H. A.CH.P., AC CHP AC6’ MACRIH 516 each.
f ohm field, less transformer, . 7-pin Types, A.CIH.P., 8I H.P, MIi3;
OUTPUT TRANSFORMERS AZIVHBE 113} Heptodes, 91 1 Triode Heptode,
Will match any output valves to any speaker 9l- ; Triode Hexode 1317 ; D.D. Tr:ode. 10/~ ; Output
impedance. Pens. 12110 ; P.X.4, IIIZ; P.X.15, 4-watt output,
11 ratios from 13 : | to 80 : |, 5-7 watts, 16/10. 1216 ; P.X.25, 16/6. Full Wave Rect., 350 v., 120 ma,,
10-15 watts, 21110, 20-30 watts, 36/10. PREMIER BATTERY o B B pems. 123 VHE. P
.C.ID.C., .2 amp., H.F. Pens, 3 V.H.F. Pens,
CHARGERS FOR A.C. MAINS 816 ; Triode Hepto:ies and Triode Hexodes, ' 9l ;
ELECTI!()LYTICk CONDENSERS. Cardboard Westinghouse Rectification Octodes, 91- ; O.P. Pens, 12/5.
;:fess 3"5004:-110233'"%'-*-44’“;;’3 Ti&"f“;,, ll49 e:j_h,‘ complete and ready for use HALF-WAVE RECTS. 9/8. FULL WAVE. Il
43, 1648 41, 1616, Sk, 25 mfd. 25 vo:I 16, | To Charge: 6 voltsat  amp.  26/-
50 mfd.' 12 volt, 1116, 15 mfd. 100 volt, 1/3.  Mans. 2 volts at jamp. 13/4 12 volts at | amp. 28/~
I;r::{gde :g'g;,v:)l;nfc:’:so volt, H-, 2 mfd. 250 volt, 119, 6 volts ac Jamp. 22/- 6 volts at 2 amps. 43/6 FULL RANGE OF BATTERY VALVES
3 . : IN STOCK. WRITE FOR LATEST
LISTS.

PREMIER MICROPHONES Moving Coil Mike. Permanent magnet model Microphone Transformers. Suitable for all

o N . Lo mikes. Tapped primaries. A, 20 and 40 : | ;
Transverse Current Mike. High grade large requiring no energising. Response 90-5,200 cycles. B. 30 and 60 : 15 C, 50 and 100 : | 66 cach. °

lOut|)|ut23l.’xnit. Response 45-7,500 cycles. Low hiss Output .25 volt average. Excellent reproduction Microphone Stands, floor type, telescopic 8”
evel, 230 of speech and music. 49/, ring, 32/6.

ALL ENQUIRIES MUST BE ACCOMPANIED BY 2id. STAMP.
ALL ORDERS LESS THAN 5/- 6d. POST EXTRA

ALL POST ORDERS to: JUBILEE WORKS, 167, LOWER CLAPTON ROAD,
LONDON, ES5 (Amherst 4723).
™ CALLERS to : Jubilee Warks, or| 169, Fleet Street, E.C.4 (Central 2833), or 50, High

Street, Clapham, SW.4. (Maocaulay 2381).
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Dispatching Sets by Rail
GILBERTIAN situation has arisen in
connection with the dispatch of wire-
less sets by rail.  Our information is that
some of the railway companies are refusing
to dispatch radio sets if the valves are
included. They are evidently bearing in
mind the Order in Council made ten months
ago, which restricted the transport of ‘wire-
less apparatus and prohibited the use of
car radio. The railways apparently are
unaware that as long ago as last June it
was made clear that the Order was not
applicable to mains receivers which, of
course, are not usable in a motor-car or
railway carriage, and are refusing to accept
for dispatch complete mains receivers.

Apparently the blame cannot be placed

at) the door of local stations, for all railway
receiving offices have received instructions
from their head offices enjoining them to
refuse to accept such apparatus for dis-
patch, as well as copies of printed indemnity
forms which those wishing to dispatch
wireless sets must fill in.

The form includes a declaration that the
set cannot be used or readily adapted for use,
One of the clauses reads: ‘It has been
decided that the regulations apply to wire-
less receiving apparatus conveyed in railway
companies’ road vechicles, either as comple-
mentary to rail conveyance or for through-
out road conveyance, if the apparatus is in
the vehicle in circumstances in which it can
be used or readily adapted for use.

It is quite apparent, therefore, that the
railway companies are out of order in requir-
ing that the valves be removed from a mains
receiver.

Concentration of Production

T a recent mecting between the presi-
dent of the Board of Trade and repre-
sentatives of the trade press, the
Government’s new policy for concentration
of production was explained. The president
made it clear that the policy did not require
the formulation of schemes for whole indus-
tries or section of industries, Briefly, the
scheme is that if several firms in a particular
industry are not working to full capacity
two or more of them should voluntarily
combine to form a nucleus firm, which would
manufacture the branded goods of the other
and supply them at cost, so releasing labour
and machine tools for other essential war-
work. Where such firms are unable to
agree, the Board of Trade will step in and
effect the necessary degree of concentration.
Factories so closed down must be kept in
readiness to start up again as soon as the
war is over, and the Board of Trade will

NTS OF THE

By THE EDITOR

keep a register of such factories and of
labour transferred.

There i3 no reason why a firm with three
factories at work on a part-time basis
should not arrange to close down one of
them, thereby concentrating production
in two of them, nor is there any reason why
three individual firms, small or large,
shonld not take a similar action by arrange-
ment among themselves. Once the arrange-
ments are confirmed by the Ministry of
Labour and the Board of Trade, the firms
will qualify immediately for the privileges
to be given to nucleus firms. These include
the following : 'The firm will be cligible for
inclusion on the list of protected firms.
This will result in a lower age of reserva-
tion for its workers, and the fact that it.is on
the list will be taken into consideration in
dealing with applications for deferments.
The Ministry of Labour will safeguard the
labour requirements of these firms in
appropriate cases upon the recommendation
of the Board of Trade. Government orders
will, as far as possible, be given to these
firms ; the Board of 1‘ de will prevent the
factor_v. so far as ssible, from being
requisitioned, and help will be given to
them to safeguard their supplies of raw
materials.

War Demands on the Radio Industry

INCE the beginning of the war, large
demands have been made by the
Services on the wireless industry for many
kinds of sets, valves and other com-
ponents. Hitherto it has been possible to

Editorial and Advetnsement Offices :
“ Practical Wu-cless, George Newnes, Ltd.,
Tower House, Street, S
w.C.2. '‘Phone: Temple Bar 4363,
Telegrams: Newnes, Rand, London.
Registered at the G. P 0. as a newspaper and
for te: by C ne Post.

The Editor will be pleased to consider articles ofa
practical  nature  suiluble for publication in
PRACTICAL WIRELESS.  Such articles shovld be
writlen on one gide of the paper only, and should
contain the nwine and address of the sender. Whilst
the Editor does not hold himself reaponsible for
wanHreripls, evecy effort will be made to return
them if a stamped and addressed envelope is
enclosed.  All correspondence intended for the
Fditor should be adilressed * The Editor, PRACTICAL
WIRELESS, Ueorge Newnes, Ltd.. Tower House,
émlthmnplon Street, Strand, W CZ

Ouing 1o the rapid progress in the design of
wireless apparatus and to our efforts to keep our
readers 1n touch with the latest developments, we give
no warranty that apparatus deseribed in our
columnns is not the subject of letters patent.

Copyright_in all ‘drawings, photographs and
articles published in PRACTICAL WIRELESS 15
specifically reserved throughout lhe countries signe~
tory to the Berne Convention ond lhe U.S.A.
Reproductions or iitations of any of these are
therefore expressly forbidden. PRACTICAL WIRE-
LESS incorporates " Amateur Wireless."” .

ar e on

MONTH

meet these demands without any material
curtailment of supplies for the home
market and for the export trade.

It is inevitable, however, that with the -
rapid expansion of the Forces these demands
will be In ever increasing quantities, and
that the radio and valve manufacturing
industries, in common with other industries,
will be called upon to play an increasing
part in the war effort.

Discussions have accordingly taken place
between representatives- of the industry
and the interested Government Depart-
ments with a view to ensuring that the
resources of the industry are available to the
full for the production of radio sets, valves
and other components for essential purposes.

It follows that there can no longer be
available, except in very limited numbers,
components such as valves required for the
maintenance of domestic radio sets or
new sets to replace those which go-out of
operation.. In order to ensure that this
reduction In supplies for home civilian
requirements shall be effected on as orderly
a hasis as pessible, the radio set and valve
industries have. been asked to work to a
long term programme, which will mean a
severe limitation on the release of such
components as valves for the domestic
market.

The extent to which such components as
valves can be made available for main-
tenance purposes must, of course, depend
in large measure on the requirements of the
fighting Services, and the position is likely
to vary from time to time.

So far as export is concerned, special
arrangements will be made to meet, so far
as is possible, the demands for valves
for maintenance purposes and in part, at
any rate, the demand for new sets.

This position will not, of course, greatly
affect constructors. In fact, it will give &
fillip to set construction. Our blueprints

are in greater demand than ever hefore,
and there are still fair supplies of com-

ponents available with which to build our
receivers. Readers who experience diffi-
culty in obtaining components, however,
are finding that a miscellaneous advertisc-
ment in this journal soon puts them in
touch with other constructors who have
the parts for sale at second-hand prices,
and we recommend readers who find they
are unable to obtain components from their
usual source of supply to adopt this course.
We are able to inform readers as to parts
which are not now obtainable.

We shall publish designs for receivers
which can be constructed from materials
still obtainable, but it is obvious that they
will be of the simpler type in view of the
restriction on the supply of certain valves,
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PA. EQUIPMENT =T

The Lay-out and Working of P.A. Installations in

Factories and Large Buildings.

A Tannoy rack equipment with a 50-watt output

stage and including provision! for radio or record
programmes.

.A. EQUIPMENT is playing a very im-
portant part in the country’s war
cffort, and engineers who can under-

take or supervise the installation and
maintenance of apparatus in factories,
canteens, A.R.P. centres, etc., are doing
work of national importance. Factory
managers realised even before the war
that the provision of light music stimulated
operatives, especially those carrying out
monotonous, repetitive work, and resulted
in increased output and happier workers.

Government advisers have endorsed
these findings, and official encouragement
to the provision of more and more installa-
tions in factories is given in the way of
special consideration shown to the manu-
facturers of P.A. equipment. Permits for the
purchasing of the necessary metal, valves
and other material are wmore readily
obtained, while the B.B.C. is helping by
providing special ¢ Music While You Work ™’
programmes, which not only entertain those
factories equipped with P.A. installations,
but create a demand for equipment from
the workers in those establishments not
yet fitted out for the reception and dis-
tribution of the programmes.

Now, many radio dealers and radio service
engineers do not consider themselves com-
petent to handle the installation or ser-
vicing of P.A. equipment. They have
probably admired with a certain amount
of awe the beautifully finished amplifier
acks exhibited at pre-war Radiolympias,
and have gazed with rather a thrill at the

‘knobs marked

great 400-watt ‘¢ bottles >’ fitted in front of
the racks, and protected by shining chro-
mium-plated guard rails. Rows of gleaming
““Mic, No. 1, “No. 2
Mixer,”” “No 4 Channel Output,”’ etec.,
have still further fascinated them, and
convinced them that such gear must be
very complicated, and very much above
their sphere of activities.

Mixer and Fader Panel
It is the purpose of this series of articles
to show readers that the wiring of a mixer

“and fader panel for several inputs is often

far less complicated than the wiring of a
push-button unit and wave-change switch
in & modern receiver; that there is very
little fundamental difference between the
output stage of a good class radiogramo-
phone and: the line amplifier of a rack
equipment feeding a hundred loudspeakers ;
that the running of the distribution wiring
network is similar in principle to fixing up a
couple of extra loudspeakers in the kitchen
and drawing-room after a few simple pre-
cautions have been taken, and finally it is
proposed to explain how fault finding is

“often much easier on P.A. installations

with their built-in milliammeters and
anode circuit inspection arrangements,
than is the servicing of an all-wave superhet.

To be confident in the handling of P.A.
equipment it is essential that a thorough
understanding be had of all the various
components, accessories, ete., that go to
make up the complete installation, and the
present series of articles will take the reader
right through the various links in the chain
of large and small installations with practi-
cal, as well as theoretical, considerations of
the type of difficulties that may be en-
countered at each stage.

Factory Installation

Fig. 1, which forms the basis around
which the following articles will be written,
is a block diagram of a large factory instal-
lation. .Two microphones are provided,
one of which may be for picking up music
from the factory’s canteen concerts for
distribution to other parts of the estab-
lishment. The other microphone may be
in the A.R.P. control centre, from which
urgent instructions could be' put out over
the network. -This microphone position
would probably be fitted with a master
switch which would allow the A.R.P.
officer to cut off any programme, and go on
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The orchestra microphone may be of
the moving-coil type, which has a good
frequency response with a quiet. back-
ground, and is a reliable component from a
maintenance point of view.

The microphone for announcements
would probably befa carbon microphone,
which is good for this class of work, as it is
rather directional, ?nd, except in expensive
types, has a fairly restricted frequency
response. Also, it has a higher background
noise level, but its low cost and robust
construction make it suitable on many
occasions where its limitations are of no
consequence.

After each microphone will be seen what
is térmed a pre-amplifier, or microphone
amplifier. These are used where long micro-
phone cables are used, such as when the
large amplifiers are housed in a central
part of the factory remote from the micro-
phone locations.

A record player will next be noticed, and
this may comprise a simple arrangement of a
turn-table motor and pick-up for playing
single records, or it may be an elaborate
record-changing mechanism duplicated so
that there shall be no long break in the
programme when the latter is made up of
record selections. The automatic double
playing desk also allows the equipment to
operate even on a gramophone reproduction
for long periods without attention.

The final items with regard to the pro-
vision of programme material are the radio
receivers. Two are provided, one tuned
to the ** Home Station '’ and the other to the
““ Forces > wavelength. This is to allow for
an alternative programme for those loud-
speaker positions where provision is made
for such a choice of programmes, for
example, in private offices, small workshops,
etc.  Dual-channel operation will be
explained in an article later on in this
series. If only one channel is available then
only one receiver would be required, and
the operator would adjust it to the various
stations to select a suitable programme. A
press-button model would probably be used
to simplify this operation.

Now all these sources of programme
signals are fed to a mixer panel which is
nothing more than what might be termed the
“Clapham Junction’’ of the system. The
various inputs may be controlled with
regard to their volume, and sometimes their

to the network himself. Fioor Distribution
“a .
Microphone r “th Floor
]
Mamn
Micrap, Orstributron S £
1C lso/’e .,
Moo ’. Mixer Board nd Floar
Panel [}
w .
e ] river hw P 2-ndF/°or
Record °® Amp Amp .
Player 2 oo .
) Other Channess
—1*° ## Required E I-st Floar
Recerver
Mo/ lg @@ e®
Ground Floor
Recerver
N2 |g 8 ® @ Fig. 1.— A typical P.A. installation as used in a
- large factory.
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tone, and then they are switched to their
respective channels. -
In addition. the mixer panel may include
remote controls to allow the receivers and
microphone amplifiers to be switched on
where the complete equipment is not on
the one rack. For example, the large racks
may be in a small room or basement, while
the control and mixer panel may be in an
office where the system may be under the
control of a senior member of the firm.
The record-player could also be located at
this position, so that the store of records
could be kept in a safe place with, possibly,
sets of spare valves for the equipment.

Driver Amplifier

The next stage in the system after the

mixer panel is the driverramplifier, which’

gives the signal sufficient amplitude to
“swing®’ the grids of the large valves in
the output amplifier.

As previously stated, there is nothing to
get concerned about in discussing for the
first time microphone amplifiers, drivers
(or f"sw'ingefé" as they are often termed)
and power amplifiers. It is merely that a
complete amplifying unit with its own
power supply and controls is used in the
place of each valve in a three-stage, high-
grade amplifier. The input valve corre-
sponds to the pre-amplifier, the second valve
to the driver amplifier, and the output
stage to the power amplifier. If this com-
parison is kept in mind, no difficulty should
be experienced in appreciating the various
units of a P.A. installation.

Distribution Boards

The final links are the wiring network and
distribution boards. The latter serve the
purpose of fuse boxes in lighting systems
and enable the wiring to be arranged in
convenient circuits which can be quickly
isolated if a fault develops on any one of
them, which might affect the whole system.

If a dead short oceurs, say, on a loud-
speaker wiring on the second floor, all the
floors may be affected, but by quickly
switching each board in and out of circuit
the floor on which the fault lies is soon
located. This can then be left disconnected
from the main feed so that the other floors
get their programme while the output from
an audio-frequency oscillator is injected
into the second-floor distribution board
and the trouble located. Fault-finding on
networks and other parts of the system
will be dealt with more fully in a later
article.

The last units in-the system are, of course,
the loudspeakers. There will be various
types to suit the work they have to do.
Some locations will demand horn projector
loudspeakers to overcome a noisy back-
ground, such as would be found in a machine
shop. In quiet shops or offices, cabinet
loudspeakers would be used with individual
volume controls to adjust the reproduction
as required for the area served by each
loudspeaker.

Concealed Loudspeakers

In many types of installations it is
desired that the source of sound, that is,
the loudspeakers, should not be visible.
These installations are generally in build-

ings which have a certain amount of dig- -

nity to maintain. Town halls, professional
institutes, headquarters, churches, etc.,
do not want loudspeakersspoiling the beauty
of their halls and council chambers, and
concealed units must be used. If the P.A.
engineer can co-operate with the architect of
a new building this helps considerably,
but where installations are made in existing
buildings ingenuity must be excreised in
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order to give satisfaction. This aspect of
P.A. work will not be overlooked in this
series, .

This introductory survey of a typical
factorv installation serves to indicate the
scope of P.A. work. Only in minor details
does it differ from installations for blocks
of flats, hospitals, and even wireless relay
systems. Once the fundamental arrange-
ments and requirements are appreciated,
any particular layout may be designed to
give the desired results in a certain estab-
lishment.

Of course, many installations will not
require such an elaborate system as that
just described, which might have 500-watt
(.6 kW.) output stages. Units of 20 or
40 watts may be quite sufficient to fulfil
the needs of small establishments, and all

The EM.I. Service
PA 116 10-watt
amplifier with mixer
panel incorporated.

¢
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controls for volume, tone, mixing, cte.,
would be mounted on a panel on the
amplifier unit itself. Record reproduction
could be from a table gramophone with a
pick-up attachment to the tone arm, or
from one of the cheap little record players
sold to the publie.

Then, again, portable equipment for
use in canteens or at dances, where the
equipment must be cleared away after
each period of operation, may be all that is
required, but to give satisfaction it must
be capable of providing sufficient output,
and it must be handled correctly while in
operation. Varying numbers of people in
the room will alter the acoustic properties,
and feed-back may be experienced unless
the volume control is turned down at the

. first signs of howling.
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Deaf Aids .

Another interesting branch of P.A. work
is that relating to deaf aids; not the small
portable types worn or carried by people
afflicted with deafness, but the installations
often provided in a few rows of seats at .
cinemas or theatres, or in the pews of
churches. These systems, like hospital
jobs, use single ear-phones of the lorgnette
type for use by ladies, or the more normal
style of light headphones, and as these are
plugged in and out of circuit as required
the supply socket is generally fitted with
compensating resistances to maintain a
constant load on the amplifier.

All the above points will be dealt with
fully in later articles, and notes given
concerning maintenance and servicing.
The term public address has still remained

-

4

to cover all the various types of installa-
tions described, although originally it was
applied to its earliest function of enabling
open-air speakers to address large gather-
ings. Then the system was used for indoor
meetings, and so on to flats, factory and
other requirements. Among some groups
of the radio profession the terms sound
distribution or sound re-inforcement are
coming into favour, but the original Public
Address title, with its convenient abbre-
viation of P.A., will die hard, if at all.
Having briefly gone over the field covered
by P.A. systems, we will commence to go
through the equipment employed stage
by stage, and next month’s article will
deal with the various types of microphones,
their uses, and any particular features
concerning their installations, cables, ete.

~ D1 ) ot

K6 e« Y6 e Y06 1« Y 1 XE:

A COMPLETE LIBRARY OF STANDARD WORKS

By F. J. CAMM.

PRACTICAL WIRELESS ENCYCLOPZEDIA 10/8, by post 11/-.
EVERYMAN’S WIRELESS BOOK 5/-, by post 5/6.

SIXTY TESTED WIRELESS CIRCUITS 3/6, by post 4/-.

COILS, CHOKES and TRANSFORMERS 3/6, by post 4/-.

PRACTICAL WIRELESS SERVICE MANUAL 7/8, by post 8/-,
WORKSHOP CALCULATIONS, TABLES & FORMULZX §/-, by post 5/6.
NEWNES’ SHORT-WAVE MANUAL §5/-, by post 5/6.

THE HOME MECHANIC ENCYCLOPZDIA 3/6, by post 4/-.
WIRELESS TRANSMISSION FOR AMATEURS 5/-, by post 5/8.
DICTIONARY OF METALS AND THEIR ALLOYS 5/-, by post 5/8.
THE SUPERHET MANUAL 5/-, by post 5/6.

PRACTICAL MECHANICS HANDBOOK 8/6, by post 9/-. I
RADIO ENGINEER’S POCKET BOOK 3/8, by post 3/9.

All obtainable from or through Newsagents or from Geo. Newnes, Ltd., Tower House, Southampton St., Strand, W.C2

r— e

D (U | G- | 1 ).

e ) -

T () () S



246

broblems of Amateur

PRACTICAL WIRELESS

_May, 1941

Receiver Design—9

Considerations Governing the Design of Simple LF. Amplifiers

for Battery-operated Receivers.

oy

HE low-frequency amplifier portion
- of the receiver is generally regarded
as very straightforward. It is,
nevertheless, well worth while to consider
with a good deal of care the possible
" alternative arrangements which are avail-
able. Dealing first with battery-operated
sets, we may look into the possibilities of

220004
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Fig. 1.—The circuit arrangement for an efficient
transformer-fed tetrode oulput circuit suitable for
about 500 mW. output.

the most widely used circuits with a view
to finding the advantages and disadvantages
of each from various points of view.

Audio Output

.One of the first questions to be settled
is that of the output required. This is
essentially limited to something less than
two watts unless a high-tension accumu-
lator or a mains unit is to be employed.
And if the simplicity of a “single” (as
opposed to a push-pull system) output
valve is desired, power output is normally
cut down to less than 500 milliwatts. By
using push-pull, Q.P.P., or Class B, an out-
put of at least double this figure is easily
possible.

When using one of these arrangements,
however, it is desirable to employ an H.T.
battery of ‘“ double ’ capacity and having
a low internal resistance’ special batteries
were available for these conditions, but
ordinary high-capacity batteries of reliable
make are perfectly satisfactory. If an
eliminator is used it should be of a type
specially designed for the purpose, since the
load varies over wide limits in accordance
with the strength of the signals being
handled at any moment.

One of the main advantages of using one
of the forms of push-pull is that somewhat
better quality can generally be obtained.
This is not as important as it used to be,
however, since the modern tetrode output
valves are capable of giving quite good
quality output when correctly used, whilst
a pentode is fully satisfactory when a
simple form of tone compensation is used in
its anode cirenit. The most important
advantage is the comparatively large
output with a low H.T. consumption,

The Simplest Circuit

Fig. 1 shows the circuit connections for
a transformer-fed output tetrode. This
would be used immediately after the

detector valve, and with a transformer

having a step-up ratio of about one to three.
1t will be seen that a potentiometer volume

control is included in the grid circuit,
while there is also a ‘‘ stopper ’’ resistance
to prevent any ‘‘ stray ”” H.F. from gaining
access to the L.F. valve. Between the anode
of the valve and the earth line there iz a
simple variable tone control in the form of a
.02 mfd. fixed condenser and 25,000 ohm.
variable resistor. If preferred, this may be
replaced by a fixed condenser and fixed
resistor with values in the region of .01 mfd.
and 10,000 ohms. The precise values are

AAAAA
VWWWY
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/

£ Bras Resistor

Fig. 2.—How automatic bias may be applied in
the circuit shown in Fig. 1.
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seldom critical, and the valve makers
generally give some indication as to which
are most suitable. In any case, the object
of the condenser-resistor combination is
merely to limit the high-note response and
80 to make the tone of the output more
““ natural.”
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Fig. 3.—Skeleton circuit of an R.C.C. stage

following a double-diode-triode. Fixed tone

compensation is shown, and the connections given

are for battery bias. Auto-bias may generally be
used, as in Fig. 2.

It will also be seen in Fig. 1 that de-
coupling is provided for the screening grid ;
this is often unnecessary, although generally
desirable. If it is not used, the screening

Fig. 4—A Q.P.P. cir-
cuit, using a double-
pentode valve of the type

Q.PP Transformer

10,0004

By FRANK PRESTON

grid may be connected directly to a tapping
on the H.T. battery. The circuit shown is
directly applicable to a pentode valve,
in which the additional (suppressor) grid is
connected directly to one side of the
filament.

Automatic G.B.

Ordinary battery bias is indicated, but
it is preferable to employ automatic bias,
as indicated in Pig. 2. I do not propose to
explain the method of arranging the auto-
bias circuit, since that has already been
done in this series of articles. The only
point which should be stressed is that the
calculation of the value of the bias resistor
is done by taking into account the total
anode current consumed by the set, and not
by considering only the anode-current con-
sumption of the output valve. In passing,
it may be mentioned that auto bias gives
definite advantages in regard to both
volume and quality, since it ensures that
the valve is always biased correctly regard-
less of the condition of the H.T. battery.

R.C. Coupling

If the output pentode or triode is used
after a double-diode-triode second detector
in a superhet it will usually be preferable to
employ resistance-capacity coupling, as
shown in Fig. 3, since there might otherwise
be a chance of overloading the output
valve. In such a case the volume control
will generally be fitted between the double-
diode and triode sections of the valve, as
explained last month, so a volume control
is not indicated in Fig. 3.

Although a small-power triode valve may

 be used with connections similar to those

shown in Figs. 1 and 3, but without the need
for the tone compensator, there islittle point
in using a triode for such a purpose nowa-
days. The valve would probably take as
much, or more, current as a tetrode whilst
giving a lesser degree of amplification and
a smaller output. If a triode is to be used
—because cne is on hand—it should be
fed through a good L.F. transformer giving
a five-to-one step-up, or along with a
preceding L.F. valve, when both may be
resistance-capacity fed.

Quiescent Push-Pull

Ordinary or Class A push-pull amplifica-
tion is not generally desirable for a battery
receiver, mainly due to the fact that the
anode-current consumption of two valves in
push-pull is comparatively ‘high: twice
that of one valve. At the same time, push-
pull is extremely useful, due to the fact that

HT+
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grids of the two valve
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it is eapable of giving better reproduction
and a greater output than a single valve.
1t is in this respect that Q.P.P., or quiescent
push-pull, is very valuable. This form of
amplification possesses almost all the advan-
tages of Class A push-pull without the dis-
advantage of heavy anode-current con-
sumption. Infact, the average consumption
is seldom apprecla,blv in excess of that of a
smgle pentode, and may be even less. The
“peak ”’ or maximum eurrent consumption,
however; on the loudest passages of music,
may reach 20 to 30 mA., and that iIs why a
large-capacity, low-internal-resistance H.T.
supply 18 required for successful working.
The circuit of a Q.P.P. amplifier is shown
in Fig. 4, where it is assumed that a double
(twm pentode) valve is employed. It is,
of course, possuble to use two separate
‘“ economy *’ pentodes, although the special
valve is .more convenient and cheaper in
initial and replacement costs. The circuit
is perfectly straightforward, and a special
Q.P.P. transformer should be used. This
has a step-up ratio in the region of onc to
eight, so that a very good over-all amplifi-
cation is obtained. The G.B. voltage should
be about double that used with a single
pentode in a single-valve output circuit.

The Output Circuit

It will be seen that an output choke is
shown, but this is not required when using
a speaker having a so-called universal
matching transformer with a centre tap,
since the primary of this will take the place
of the output choke. Should a choke be
used it should be one made for a Q.P.I.
circuit and provided with tappings to give
a step-down ratio of about two to one. A
tone-correction circuit, again comprising a
condenser and resistor in serics, is also shown
connected between the two anodes of the
Q.P.P. valve. This is desirable to avoid over
emphasis of the higher audio-frequencies,

({) hence to prevent ‘* shrillness ” in the
reproduction.

Class B _Output

In’ many respects, Class B amplification
is similar to'Q.P.P. Actually, both systems
are correctly described as Class B, but
whereas grid current does not flow in the
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case on P.P., it does with Class B. Class B
is also * (power operated,”” which means that
it must be supplied with power, and not
just with a potential fluctnating at audio-
frequency. The power is provided by what is
known as the driver valve, which is simply
a small power triode. This driver is an
esgential part of the circuit, and therefore
Class B calls for the use of one valve more
than is necessary with Q.P.P.

A circuit is given in Fig. 5, where the
.02-mfd. condenser connected across the
secondary of the Class B input transformer
should be noted. The purpose of this is to
Suppresg what is sometimes - known as

*Class B squ(-al —a form of high-pitched
background noise which resembles that due
to various forms of parasitic oscillation.

Fig. 5.—This skeleton
circuit shows the ar-
rangement of a class B
amplifier  with  the
necessary driver valve.
G.B. is not necessary
with some types of
class B valve, in which
case the centre tap of
the driver transformer
is taken to the carth
line. The tone control
in the output cireuit is
optional, and is there-
fore shown in broken
lines. _
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B valves are available for outputs of,
very approximately, one watt and two watts
The former is the more economical of both
L.T. and H.T. current, and is, therefore, to
be preferred in the majority of cases when
the maximum possible output is not
required.

The output choke shown in Fig. 5,
may be congidered in the same light as tha.t
used for Q.P.P. That is, it is not required
when using a speaker fitted with a universal
matching transformer. If used, it should
hé of the special Class B type. The driver
transformer is quite different from an
ordinary push-pull or Q.P.P. transformer ;
firstly, because it has a ratio to each half.
secondarv of about unity; secondly,
because the secondary must have a D.C.
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There is also an optional tone-correction resistance not greater than ahout 400 ohms.

circuit between the two anodes, as used in
Q.P.P

Types of Class B Valve

There are two main types of Class B
valve, one of which requires a certain
amount of G.B. voltage and the other which
takes a zero grid bias; in the latter case,
the G.B. — lead indicated in Fig. 5 is simply
connected to the earth line. Opinion differs
as to whether or not it is better to use either
of the types referred to, but I am inclined
to favour the tvpe requiring a grid bias.
There is a further sub-division, since Class

The second requirement is on account of the
fluctuating grid current which it has to
pass. In the case of both driver transformer
and output choke (if used) it is of para-
mount importance that good-quality com-
ponents, specially designed for Class B, be
employed. Poor transformers have a more
profound effect on the output from Class B
than they have on that from a single-
valve or even a Clags A push-pull output
stage.

Lonsnderatlon of L. I‘ amplifier for mains
operated receivers must be left for a later
article of this series.

New Commentators for

AN expenenced hard-bitten Australian

journalist and a distinguished
London journalist are now glvmg regular
news commentaries in the B.B.C.’s Pacific
Service. The former is P E. G. Bayley,
who has had 17 years’ experience of
Britain and Europe, and the latter, Cyril
Lakin, Assistant Editor of the Sunday
Times. Mr. Bayley gives his commentaries
every Monday and Tuesday and Mr. Lakin
on every day except Mondays and Tuesdays.

Born at Geelong, Victoria, in 1881, Percy
Bayley, at the age of 15 drifted—his own
word—into an office-boy’s job on the
Geelong Advertiser. By the time he was
35 he was relieving editor of the
Advertiser and subsequently joined the
Melbourne Argus, on which paper he was
Associate Chief Sub-Editor by 1924, He
then came to London as Editor of the
Australian Press Association, a post which
he held for 10 of the most pregnant years
of post-war Europe. Locarno, the Naval
Conference, the Economic Conference, and
many League Assemblies were among the
engagements he covered for the Australian
Press. For the next five years Percy Bayley
was London Manager and Editor of the
Australian Associated Press, until doctor’s
orders forced him into retirement.

B.B.C's Pacific Service

First Broadcast from Train
HE first broadcast that Cyril Lakin ever
gave was from the back of a train in
Regina, Canada. That was about six years
ago, when he was one of a party of ]ournal-
ists visiting Vancouver for the 50th anni-
versary of the founding of that city. Since
then he has broadeast more than 150. times.
Listeners to Headline News can visualise
him as a grey-haired man in the forties, as
quiet and pleasant as his voice. Into his
life he has packed a wide range of responsi-
ble experience—as don, soldier, administra-
tor, barrister and journalist, as well as
broadcaster. When the last war broke out,
he promptly left Oxford and joined the
South Wales Borderers—he was born in
the Vale of Glamorgan—and saw service in
France and Salonika. Recalled in 1918, he
became Assistant Commissioner of Food at
the Ministry of Food. With the coming of
peace he was called to the Bar, but soon
found the wider field of journalism more
alluring. He joined the famous Berry
brothers, now Lords Camrose and Kemsley,
in 1923, as their Editorial Secretary, and
has remained with them ever since—as,
among other posts, Assistant Editor of the
London Daily Telegraph, and Literary

LEditor of the Sunday Times.:

S.AB.C. TO CO-OPERATE

WITH BB.C.

THE‘ South African Broadeasting Cor-

poration has now a mobile recording
unit in Kenya and will regulaily relay
material to the B.B.C. relating to the
activities of the South African Forces in
South Africa for use in the Home and
Overseas programmes, This unit is manned
by two commentators and two engineers.
The English commentator is Bruce Ander-
son, of Johannesburg, who, prior to the war,
was one of the best known radio producers
in the Union. He went to South Africa in
1935 with a theatrical company which was
presenting White Horse Inn, and later he
joined the S.A.B.C. as chief producer at
Johannesburg.

His commentaries on various subjects
before the war were noted for their smooth
flow and aptness of description. Anderson
was with the Army in Kenya when he was
asked to take up his present position.
Johan Lamprecht, who is the Afrikaans
commentator, was recruited from the
Engineering division of the S.AB.C.,
having been engineer-in-charge of Preloria
Station. The two engineering operators
responsible for the technical work of the
mobile unit are J. Chapman and R. W.
Sinclair.
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Morse Made Easy

In This Article *“The

hxperlmenters ”

Give Some Helpful Hmts and

mm Doing So Reply to Numerous Questions Which Have Recently

T is surprising how many experimenters
are now giving their attention to the
Morse Code. Most of them have done

80 many times in the past, but have either
been too mentally lazy to master it, or have
found that they could not progress beyond
the initial stage. Many of these experi-
menters are anticipating the time when
they will join the Services, and are hoping
that they will be able to be posted as
wireless operators or perhaps as signals

Fig. 1.—An excellent morse practice set using a
good high-rate buzzer in conjunction with @ morse
key and a pair of ’phones.

officers. Provided that the other qualifica-
tions are in order, it may not be strictly
necessary to have a knowledge of morse in
order to be accepted for signals work, but
a good working knowledge is extremely
helpful in many ways. Those who are not
considering joining one of the Services find
morse very interesting while amateurs in
this country are off the air.

How to Start

The question is one of how to learn morse
in a quick and interesting manner. There
is no easy way, for whatever method of
learning is adopted constant practice and
application are essential. But if the correct
methods are adopted from the outset the
self-appointed task is less tedious and far
more interesting. If you were to ask
three or four experienced wireless operators
how you should proceed to learn the code
they would probably each suggest a slightly
different procedure, but all would agree
that determined practice and constant
practice are of paramount lmportance

Let us start from the beginning, assuming
that the reader does not even know the
morse alphabet ; [for his benefit, it is
reproduced on this page. But remember
that it is a waste of time—in fact, it is
worse than that, because progress is
retarded—to learn the symbols by sight.
Morse consists of 4 series of groups of
sounds, and must be learnt as such. Thus,
instead of learning the letter A as dot-dash,
it should be regarded as similar to the sound
made when you say dit-dah, or de-dah.
Similarly, F is not dot-dot-dash-dot, but
dit-dit-dah-dit.
Learning the Sounds

This might sound a little complicated,
but if you tune-in to a morse transmission
you will understand our meaning. Some
people find that they can whistle the sounds
representing the letters of the code. The
sound made in that way is very similar to

| L

Been Put to Them

that made by a C.W. transmitter, and this,
therefore, forms a convenient method of
memorising the sounds. Take a good, deep
breath and, with the lips almost closed and
applying very little air pressure, try making
the sounds through the mouth. If you
start in that way you will save a congider-
able amount of time later in attempting to
‘“translate > the sounds into the printed
dots and dashes.

When possible, it is desirable to have
some instruction from an experienced
operator from the very start, but that
generally makes matters more difficult.
So it will usually be necessary to learn the

alphabet without any assistance. There

are various recommended methods of
learning the morse alphabet of which the
following is typical. Start with the letters
made up of dots only, such as E, I, Sand H
which consist of one, two, three and four

International Morse Code

A dit dah .- alphabet it should be possible to learn it in

B dah dit dit dit - less than a, week. By that time it should be

C dah dit dah dit - possible to recognise any letter when sent

D dah dit dit - fairly slowly by another person. At first,

E dit . however, it will probably be found necessary

F dit dit dah dit e to think for a second or so before the letter

G dah dah dit - can be writtenn down. It is that thinking

H dit dit dit dit . period which should gradually be eliminated,

I ditdit . so that eventually any correct sequence of

J dit dah dah dah . - -- dits and dahs is translated into a lettep

K dah dit dah - by the subconscious mind. In fact, it

I  dit dah dit dit e 50000N Vartable

M dah dah -- —X—>H T+

N dahdit -

O dah dah dah -- )

P dit dah dah dit .-

Q dah dah dit dah -—- s

R dit dah dit .-

S dit dit dit .o

T dah -

U ditdit dah -

V_ dit dit dit dah e " o7+

W dit dah dah - , o

X dah dit dit dah - » I M=

Y dah dit dah dah - = =

Z dah dah dit dit == Fig. 2.—If preferred an audio-frequency oscillator,
Number Code with the circuit shown here, may be used for practice

1 dit dah dah dah dah - - - - purposes.

2  dit dit dah dah dah - should be possible to recognise += = =, for

3 dit dit dit dah dah - example, just as easily as the spoken letter J.

4 ditditditditdah @ ¢« To do that it becomes necessary to think

5  dit dit dit dit dit e e in terms of the code, just as it is necessary

6 dahditditditdit -« to think in terms of another language when .

7 dah dah dit dit dit _—— e that language is being learnt.

8 dahdahdahditdit ---.. The ideal method of learning morse .

9 dah dah dah dah dit - - -~ « would probably be to listen to code sent

O dah dah dah dak dah = - - - = by a good operator for a few weeks before

ever attempting to

Note of interrogation dit dit dah dah ditdit - .-<.. send morse yourself.
Note of exclamation dah dah dit ditdahdah - - - « - - Tt is seldom that that
Apostrophe dit dah dah dah dah dit - =~~~ - can be done unless
Hyphen dah dit dit dit ditdah @ - -« « . - you obtain a set of
Frac‘tiona.l bar dah dit dit dah dit - e b= Morse Instruction
Brackets dah dit dah dah ditdah - .~- .- gramophone records,
Inverted commas dit dah div dit dah dit ~ + - - <« or have a friend who
Underline _dit dit dah dah ditdah . < - - .- can send really well.
Preliminary call dah dit dah ditdah -+ - .« The reason for this
Break sign gahdd]t dit dit dah - e - is that the secret of
End of message it dah dit dah dit e .
Error dit dit dit dit dit ditditdit = « e« + o o o MY oM P

dots respectively ; then learn the * dash *’
letters, T, M and O ; attention can then be
turned to “‘ opposites’ such as A (+=)
and N (=+), U (++=) and D (=++), B (=++*)
and V (see~), Q (==<=) and Y (=e==),
F (uo--) and . I, (o-o.), P (.-- -) and
X (wes=), Other examples will suggest
themselves if the alphabet is examined.

Although some readers may find some
grouping of letters helpful, others will not
and may find it better to make sure of, say,
the first six letters of the alphabet, then
the next six, and so on. If that method
is adopted, try not to learn the letters in
sequence, however, or to have a little
practice with words or groups of the letters
already learnt. The whole idea is that the
letters must be recognised immediately by
their sound, and not by their relation to
any other letters.

Practice Time

If a half-hour to an hour a day is devoted
to obtaining a thorough grasp of the
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Dance Music
I WAS very pleased indeed to receive a

letter from ‘‘The Swinging Pro-
jectionists >’ agreeing with my comments
on dance music. Like some bold people
from the North, however, they omitted to
give their names and add]vwe\, but I see
that the letter is post-marked Edinburgh,
30 | hope they will come forward and be
recognised. They write to say how much
they enjoy my criticisms of dance music,
and those who purvey dance music. This is
praise indeed from those who claim to be
swinging projectionists. They agree that 1
am in the best position to criticise the
matter, and they also agrce with my
criticisms regarding announcers. They also
agree that listeners do not have a chance
to say whether they like dance music or
not. It is just plugged into them, and so
it is presumed to be popular—just about as
popular as some of the decisions of Con-
tinental Governments who have signed on
with the Axis, whilst the people they are
supposed to represent are revolting against
the decision. All the same, the fact that the
swinging projectionists are afraid to sign
their names, and to give their addresses,
rather puts them (in thc same class as
crooners.

Those German Spies
. 8., of Kidlington, disagrees with me
over my recently-cxpressed views
concerning the number of spies who un-
doubtedly came into this country posing as
German-Jewish refugees. He says: “ Spies
have not come in as refugecs, but through
some amazing laxity on the part of the
authorities, a number of genuine Nazis were
admitted into this country shortly before
the war.”” I do not accept this statement.
It is unthinkable that the Germans, when
they found that Chamberlain was prepared
to provide sanctuary for tens of thousands
of German-Jewish refugees, did not take
advantage of the fact to provide spies with
rigged passpmts. We all sympathise with
the genuine German-Jewish refugee, but
the fact that some were found with trans-
mitting sets rather proves my point. These
refugees were allowed into the country
apparently without investigation as to
their bona fides.

In Other Words

DONT know how many of my readers
can remember George Robey’s song
during the last war when he was appearing
in the ¢ Bing Boys.”” It was entitled * In
Other Words,”” and consisted of stanzas, of
euphemisms, and long words intended to
describe trite sayings, such as *“ a thick ear."’
I see that there is now a move by the
Government toeschew officialese from official
memoranda, That bright house journal,
The Shell Magazine, says: *“ We expect
shortly to see this extended to the B.B.C,,
and we look forward to hearing news hulle-
tins in the vernacular. For example, ‘ Well,
chums, here we are again. all merry and
bright, and this is your old pal, Lancelot
Featherstone (Feathers to you), giving you
the low-down on the one-pip-emma news.
You will all be pleased to hear thal our boys
went over and gave Jerry another pasting
lagt night. An Air Ministry communigue
(di-dah, di-dah) just issued says as ho . the

/

By Thermion

Rhineland had another basinful last aight,
and the Ruhr copped another packet.
course, they potted our ’planes a bit. but
they allcame home O.K.””” Iamevidently
not alone in my wview that announcers
should not be allowed to advertise them-
selves in the simple task of reading from
a sheet of typewritten copy.

To the B.B.C.

.ONE of our morning newspapers, under

the heading of *“ Do Drop the B.B.C.
Accent,”’ " gives the B.B.C. the followi ing
advice : ** Your broadcasts to America are
good, but for goodness’ sake cut out what
the Americans contemptuously call the

* Oxford accent.” They hate it. They want
to hear talks from the men who are actually
doing the job, not from professors. They
have been * professed ’ to death.”” T concur
in these views, and I confessthat 1 de.not like
to be talked at by professors. Our women
announcers are as bad as the men. and the
moment that most of us hear a woman
announcer start announcing that * You
ahh neow ahbout to heah-ah the Ministah-ah
of Agricultshaw,”’

All the Way from “ Boaton ”
NE of my readers, rejoicing in the
name of Fliteroft, and hailing from
the salubrious district of Bolton, ‘does not
like some of my views on announcers and
dance music. One against. 1 do not with-
draw any of them. however. I am tolerant

Our Roll of ADerit

Our Readers on Active Service—Fourfcenth Lis!,
G. Wilcocks (Guaner, R.A.)s,
F. Thompson (Pte., R.A.0.C)),

Wilts.
D. R. Stubbs (A.C.1, R.AF)),
ewcastle.
C. March (Signalman),
York,
F. Spencer {Driver, R.A.),
ssex.
E. W. Higgins (Gunner),
Northampton.
H. Grimmett (R.A.F. ).
F. C. Critchley (Gmmer N
. Wales.
G. Graham (F1t.-Sgt., R.AF.),
Scotland.
L. Pearson (A.C.2, RAF.),

alop.
W. Coombe (Pte., R.A.0.C)),

Kent.
J. R. Smith (Sgt., RA.F.).
rland.
T. Boyd (L.A.C., RAF.).
arlisle,
W. Escott (Rifleman),
Swansea,
L. Woodward (Gunner, R.A.),
Swansea.

ot

we switch off our sets.

of other people’s views and expect them to
be tolerant of mine.

Square Pegs in Round Holes
./CPL. H. airs a grouse which I have
received from many skilled readers.
Betore the war he was an A.A. man with an
amateur transmitting licence. He registered
for service in the wireless section of the
R.A.F., but on being called up found that
he had no choice in the matter and that he
was being put into a particular branch of
the Army. although he had expressed pre-
ference for the R. A F. His work is mostly
buzzer stuff, not requiring a great,deal of
skill to adjust or operate. Like many other
readers, he has tried all official ways to get
a transfer, without result. I am quite sure
that the officials at the Air Ministry do not
know of these cases or they would not be
making appeals for amateurs to offer their
services,

Who is the Doyen ?

HAVLE received the following note from

G. N. G. (Ruislip). ‘I thank you for

the Superhet Manual which I was very

pleased to receive. I shall certainly learn

a good deal from it. By the way, I men-

tioned the fact in my essay that 1 was 41

years of age. Would it not be interesting

to know which reader of Pracrican WiRe-

Less claims to be the oldest wireless
amateur ?”

How to Become a Radio Star

A MopERY VooaL
For Use or DaNceE Banp CROONERS AND
CROONETTES.
You are my—
Rutupty dumpty tiddly unpty funk-—with eyes so
hiue ;
"l hauky-pauky, hokey-jokey lulu daddie true;
We'ti vopsey wopsey upsey dopsy kokum melod-e-e-e,
Aad mov-moo  doo-doo, diddwn  dadsw, di do
eworic-e-e-¢.
Refrain :
Bul, bub, bub, bub, and hi de do,
W w-rle \MgUle moon ;
Underneath barrump lmrramp
Bub, bub, bubabbity coon.
(zoo-goo lala popsey,
Pom-pom popsey woo,
Where you and 1 will gcumpascozle soon !

This has every element for an enormous
radio success! It doesn’t make sense,
which is not popular for ** Voeals,”” but it
has R-H-Y-T-H-M—

Any title which suggests itself will do,
sinee the words don’t make sense. There
is no need for the title to do so either, but
the following suggestions may be useful.
All are highly unoriginal, and, with slight
variations, have been used many times
previously : Your Eyes So Blue ; Lovesick
Coon ; Love’s Melodeeeee ; Wonkey Ponkey
Moon, Lalla Palooka Blue, ete., ete.

Tt is not at all necessary that listeners
should .be able to tell what it is all abont,
and in rendering it full use should be made
of the back of the throat and nasal passages.

Practice above assiduously, and when
you consider yourself quite perfect (which
will probably not be long) apply to the
B.B.C. for an audition.

Who knows ? It may make you a star
mn a night!

There is good reason to suppose that it
has taken even less in many instances.—
“TorcH.”’
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MORSE MADE EASY
(Continued from page 248)
morse is the correct spacing of the dits
and dahs, of the letters and of the words.
The space between letters should be equal
to two dits, and between words, five dits.
This sounds very simple, but it will be
found that iteis difficult to make correct
spaces unless the ear has first become accus-
tomed to the rhythm of the various letters.

Making a Practice Set

If you cannot obtain the assistance of
a friend and have no gramophone, you
will have to do some sending from the
beginning. The best method is to make
some kind of device with which ’phones
can be used, since the mechanical sound
from a buzzer is seldom like that produced
by a C.W. transmission. The simplest
practice set consists of a good-quality
high-note buzzer, a small dry battery, a
good morse key and a pair of ’‘phones, -
wired as shown in Fig. 1. But do note the
importance of using good components: A
poor buzzer will make a horrible ‘“ scratchy

. sound and will probably miss some of the
dits or “crack’’ during the dahs. That
malked it impossible to recognise the correct
sounds. The best buzzers for this purpose -
make very little mechanical noise, but give -
a very good, clear note in the ’phones when
wired between the buzzer contacts, as
shown in Fig. 1. An alternative method of
connection is to put them in parallel with
the buzzer windings.

If the key is a cheap, shoddy affair it
will not work smoothly, and progress will
be retarded. There should be no side-
shake on the key bar and the base should
be substantial or screwed down to an old
table or solid wooden board. On a good
key it will generally be found that there
is adjustment for the width of the contact

_gap and for the spring tension on the bar.
When starting, it will probably be found
best to leave the gap fairly wide—say,
1-16in.—and to set the spring so that the
tension is near the maximum. As speed is
increased the gap and the spring tension
is reduced.

A form of valve oscillator can be used
in place of the buzzer by using an HL
type of battery valve in the circuit shown
in Fig. 2, where an L.F. transformer is
used for grid and anode coupling. The
hote produced can be varied by reversing
the windings, whilst it may be necessary .
to reverse the connections to one of the
windings to make the valve oscillate.

Emphasising the Characters

In sending it is important to keep ‘the
speed down until the spacing is fairly good.
It will also be found better initially to
make the dahs rather too long (that is,
more than three times the length of the
dits) and to “ cut” the dits. This is to *
give greater emphasis, and to make sure
that there is no confusion between the two
components. Our opinion is that, when the
spacing question has been mastered, the
letters should be sent fairly quickly,
leaving more than the correct space between
letters and between words. In other
words, the letters may be sent at a speed
corresponding to, say., 10 words a minute,
although the actual transmission is at only
five or six words a minute. There are
somé experienced operators who will
disagree with this, maintaining that the
spacing should be correct (two dits and
five dits respectively) regardless of the
speed of transmission.

‘Increasing the-Speed
While referring to speed, we might
mention that it should be possible to
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receive at four words a minute straight
away after the alphabet has been leamt.
After about another month of steady
practice the speed should have increased
to between eight and ten words a minute.
From then onward it is all a matter of
constant practice to increase speed. Many
people “ stick >’ around this. speed, partly
because the code is not yet read sub-
consciously and partly because they cannot
write down the letters quickly enough in
the spaces between them. It is necessary
to acquire the habit of writing ““one letter
behind ’—writing down one letter while
the next is being sent. When the speed
has increased to between 12 and 15 words
a minute it is practically essential to receive
whole words at a time, listening to the
complete word before writing it. Always
have the morse sent slightly too quickly,
8o that you miss a letter here and there ;
if the speed is ‘““easy” you will never
improve on it.

There are scientifie methods of teaching
the more advanced procedure, one well-
known one being the Candler System which
is tanght through the medium of a corre-
spondence course. When the learner is
compelled to work on his own, a system
of this kind is extremely valuable, not
only because it trains the subconscious
mind in a scientific manner and therefore
eliminates ‘what might otherwise be a
severe nerve strain, but because it prevents
the acquisition of-wrong methods which
may completely prevent the learner from
ever redaching a speed in excess of abeut
12 words a minute. The system can also
be applied to the initial learning
stage, and certainly reduces the tedium
while preventing the formation of bad
habits.

7 May, ??41
Using Broadcasts

Just a word about listening to broadcast
morse transmissions. Remember that any
messages picked up must not be divulged.
Therefore, should you take them down,
destroy the written copy immediately the
transmission is concluded. Also bear in
mind that many transmissions are made
in code or cipher ; therefore, if vou receive
groups of five figures, or of four letters and
figures combined, ete., they will mean
nothing to you although providing excellent
practice. Do not, therefore, think that
you have made a “ hash’ of receiving
should you get meaningless groups of this
kind.

It is customary to send s+s++=e (letters
V and E joined together) to indicate that
a message is about to be sent, and then
to make eithers=+=+= (three A’s joined
together}) or =<«-= (B and T joined to-
gethoer) to indicate that the message will be
sent in plain language or code respectively
before the actual transmissicn begins. 1o
show that the transmission is ended
e=e=+ (letters A and R joined together
and =ent as one) is made.

We are going to repeag our initial advice :
constant practice and perseverance are
esgential to success. Make a habit of

“practising for at least half-an-hour every
“day, when you will find that it is by no

means as difficult to learn the Morse Code
as you thought it was. Once you know
the alphabet, have as much rveceiving
practice as you can get ; ignore the trans-
mitting side until you can receive. Most
people can fransmit far more easily than
they can receive, but they do it badly if
they have not learnt the proper rhythm
of the letters.

‘Showing the extensive equipment used in one of the wireless training colleges.
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be Found of

Practical Aid by Both Experimenters and Other Service Men

HE owner of a well-known battery
receiver of the self-contained pattern
recently asked me to rectify a fault

which had developed suddenly. The trouble
was that the set had lost its previous
gelectivity, while it appeared to he less
sensitive ; selectivity was so poor that a
good deal of interference was experienced
even when listening to the Home Service
programme, which was normally teceived
- at very good strength.

Until a preliminary test had been madc
it was expected that the reaction circuit,
or the anode-feed circuit to the detector
valve, was probably at fault. But since
the reaction control was operative, and the

to improve reception on short waves by the
fairly standard method of inscrting a
stopper reststor in the grid circuit of the
L.F. valve. This valve was transformer
fed, and there was an I.T. volume-control
potentiometer as shown in Fig. ‘1. The
" stopper -—for preventing the passage
of H.F. into the L.F. amplifier—had been
inserted at the point shown.

Actually, the fixed resistor was marked
5,000 ohms, while the potentiometer haa a
value of 250,000 ohms. Thus, although
the resistor had been wrongly connected
(it should have been at the point marked
X in TFig. 1), this should not have caused
any serious loss of volume, since its value

F ‘Stopper Resstor
I Fig. 1.—Ahigh-resistance"' stopper”
resisior in the position shown will
. L.F Vaive  cut down the maximum volume to a
Volume marked degree, due to its being in
DerA Contro/ series with the element of the

CB.-

receiver could be made to oscillate easily
enough, it seemed unlikely that the trouble
lay in that direction. The next step was to
try the effect of replacing the H.F. valve,
but that did not make any difference. A
rough check of anode currents to the various
valves was also unproductive.

Trimmer Adjustment

The effect of adjusting the trimmers on
the two-gang tuning condenser was next
tried. It was then found that, although
the setting of the trimmer in parallel with
the condenser tuning the grid circuit of the
detector was quite sensitive, adjustment
of the other was without effect. It was
then fairly clear that the fault was in the
aerial-tuning ecircuit—although the tuning
of that circuit is generally .comparatively
flat. It was considered desirable to make a
simple . continuity test of the aerial coil,
using a grid-bias battery and the loud-
speaker. . This showed that there was an
open circuit whether the wave-change
switch was in the long- or medium-wave
pasition. That indicated a break in the
medium-wave winding, and it was then
soon found that the end lead from this to
the grid terminal was broken, apparently
as a result of corrosion at-the soldered
joint. After cutting away the corroded
end of the Wire and soldering another short
length in its place the receiver worked
normally again.

The corrosion could have been due to the
use of an unsuitable flux when the coil was
made originally, or, more probably, due to

“attack by the ““spray’’ given off by the
accumulator each time it was inserted into
the cabinet after charging.

Grid “ Stopper * Resistors

Another fault which I had to deal with a
week or two ago was in a commercial all-
wave receiver which had apparently been
modified by some * expert ” or other after
the set had left the factory. It appeared
that the previous owner of the set (which
had been bought second-hand) had tried

volume-control potentiometer,

was s0 low in relation to that of the volume
control. At this point it might be worth
while pointing out that when the resistor
is in the position shown it is in series with
the potentiometer, and thus has the effect
of preventing the volume control giving a
proper ¢ maximum’ even when turned
fully anti-clockwise. .

However, when the ‘ stopper” resistor
was tested with an ohm-meter it was found
that its actual value was well over 100,000
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an extension speaker. In the set-
manufacturers’ instructions it was made
clear that the speaker should be of the
low-resistance type, a value of 7-10 ohms
being suggested. But the owner was, in
fact, using a speaker of this type, and one
which he knew to be in good working order,
sincec he had used it satisfactorily on
another set in conjunction with the
appropriate step-down output transformer.

The reason for its giving an extremely
poor output was at once evident to me,
however. The speaker was fed by means
of a 15-yard length of very thin flex ; this
must have had a resistance in the region of
3 ohms over all, and this resistance was in
series with the 7-ohm speech coil of the
speaker. Thus, of the total output from
the set, only about 7/10 was being used to
operate the speaker; the remainder was
“lost’’ across the resistance of the wire.
When using a low-resistance extension
speaker it is essential that the wire used to
connect it to the set should be of stout
gauge or heavy flex, and that it should be
kept as short as possible. By reducing the
length to about three yards and using good
lighting flex the volume level from the
extension speaker was increased to a marked
degree. .

Incidentally, there are few sets to-day
which have provision for a low-resistance
speaker, and therefore, a standard type of
extension speaker, preferably with built-in
matching transformer, should be used.

Supethet Instability

A form of oscillation, more marked on
strong signals than on weak, was reported
with a superhet of fairly old type. Investi-
gation showed that a new L.F. valve of V.M.,
H.F. Pen. type had been fitted in place of an
S.G. valve which was several years old when
replaced. It was not difficult to understand,
therefore, that instability was probably due
to the far greater degree of amplification
provided by the new valve. The trouble
would not have occurred, of course, if

ohms. Consequently, it was cutting down the replacement valve had been of similay
‘00/mfd.

Fig. 2.—LF. instability resulted

11 from replacing an old S.G.

. vaIveJI;ySa bn;w V.M. H.F;}

L pent tability was restore

H.T+«& 4 . by applying a negative bias to*

- i the grid of the valve and in-

e zum s creasing the degree of coupling

’ between the primary and

A< secondary windings of

LET | <-New preceding IF. tran?'orme 2

! Lead The alterations made are

Wire —») Y indicated by heavy lines in

Removed |  GB- this diagram.
d
[]
! R
£ & 4 - AT~
the possible output to a considerable type to the old one, but there was little
extent. Presumably, the resistor had point in telling the owner of this after

developed a fault a long time after it had
been fitted, and this was why the output
from the set had at first been unaffected
—at least as far as could be judged by ear.

Had the resistor been put in the correct
circuit position, however, it would have
had practically no effect on the output in
spite of its abnormally high resistance
when defective.

Extension Speaker Leads

This brings to mind another difficulty
which I was asked to investigate, and which
depends upon somewhat similar principles.
In this case a commercial set was in use,
and provision was made for using

he had bought the new valve. Instead, the
trouble was easily overcome by applying
a bias of three volts negative to the valve,
as shown in Fig. 2, and tightening the
coupling between the two windings of the
preceding LF. transformer.

If it had been possible, I should have
tightened the coupling by the very simple
method of moving one of the windings
nearer to the other. This was not feasible,
since the screening can was rigidly held in
position by a couple of rivets. 1 therefore
connected a .001-rafd. pre-set condenser
between the high-potential ends of the two
windings, as shown in Fig. 2. and adjusted
this until the maximum signal strength was
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obtained without the instability. In most
cases of this kind it is sufficient to fit a
0005-mfd. fixed condenser, but it is worth
while to use the pre-set and adjust it
carefully.

Converting to Variable-mu

« If the owner had agrecd, I should have -

fitted -a potentiometer volume ocontrol
instead of applying a fixed bias to the I.F.
valve. This would have been rather more
costly, however, due to the need for buying
a potentiometer and replacing the on-off
switch by one having an extra pole; this
is to break the bias circuit when the set is
switched off, and so prevent the G.B.
battery from running down, through the
potentiometer, while the set is out of use.

Volume Control * Reversed ”

What seemed to be a peculiar fault was
described by the owner of a two-H.F.
receiver which was fitted with two variable-
mu valves. The fault, as explained, was
that the variable-mu contrél worked “ in
reverse ’’; thatis, whenit wasturned toward
maximum the volume level was reduced,
and vice versa. When the set was put on test
1 was convinced that the volume control
had no effect whatever, and that what the
owner described as a reverse action was
attributable to a psychological phenomenon,
since volume was not increased, he imagined
that it was reduced. -

But whether that was so or not, I checked
the potentiometer by means of & milliam-
meter and dry battery (taking care to start
with only 14 volts and with the contact
arm at minimum, to avoid overloading the
meter). The component was perfectly sound.
Then I kicked myself for being so stupid as
not to think of testing the G.B. battery.
before ; two cells were completely *‘ dead,”
-and since they were the two at the nine-volt
end of the battery they did not affect the
bias to the output valve, which was taken
from the 4}-volt tapping.

"A Superhet Fault

An A.C. superhet refused to operate,
although the L.F. portion was found
0.K. when c¢hecked with a gramophone
pick-up. - When the frequency-changer

and I.F. amplifier were put out of action by.

connecting the aerial coil direct to the
triode second detector fairly good signals
were received from the British M.W.
transmitters, showing that the second

detector was in order.. H.T. current to the

anodes of the various valves was next
checked, when it was found that the fre-
quency-changer was passing a lower current
than it should ; the oscillator section of the
pentagrid was actually taking only about
22 mA. A new valve was tried, but this did
not have the slightest effect. All anode-
circuit components were found to be correct
when their approximate resistance was
measured, so the heater voltage was
measured between the valve-holder sockets
—with the valve still in place—with a
moving-iron meter. It was under three
volts for the F.C., against about 4.1 (by
the meter) at the other valve-holders.

The cause of the fault proved to be
nothing more serious than a faulty con-
nection between the end of the flex used
for heater connections and one of the
valve-holder sockets. The end was badly
frayed and only one strand was touching
the socket. And even that was not making
very good contact. .

With battery sets, a similar fault has
often been traced to a run-down accumu-
lator or dirty on-off switch contacts.

. May, 1941

A Radio Compass for Small Vessels

A Unit which Enables Radio Bearings to be Taken to
Determine a Ship’s Position

ARINE radio-telephone equipment
is finding wide use in pleasure
crafv of various types. Although it

is employed primarily for ordinary communi-
cation with shore, it has great potential
value for summoning assistance in emer-
gencies," Previously, only the larger vessels
equipped with radio-telegraph and manned
by a commercial operator had such facilities.
To increase the usefulness of Western

Electric marine telephone equipment, the

Bell Laboratories recently .developed the
50A radio-compass unit. When associated
with the telephone equipment, this unit will

The radio compass unit made by Western Electric.

permit ra.diq beai-iugs to be taken to deter-
mine the ship’s position.

The Compass

The compass unit consists of a small
metal box carrying tuning and volume
controls on the front, and the loop aerial
on the top. Poweris obtained from the radio
telephone unit, and the loudspeaker of this
unit is also employed. A jack is provided
on-the ‘compass unit, however, to permit a
headset to be used instead of the loud-
speakerifdesired. A switch on the telephone
set . switches these cirenits to the regular
‘aerial or to the compass as desired.

The - 80A ' compass unit covers the
frequency band from 230 to 350 ke., which
includes all of the marine radio heacons
maintained by the United States lighthouse
service at strategic points on the Atlantic,
Pacific. Gulf Coasts, and on the Great
Lakes. By taking bearings on two of such
stations, a ship’s position may be deter-
mined regardless of fog or darkness. Also
included in the band from 230 to 350 ke.
-are numerous aircraft -beacon stations
operated by the Civil Aeronautics Authority.

Simple Operation

. On installation, the compass box is
permanently fastened in position and the
bearing scale on the basc of the loop, which
is adjustable in position, is set so that the
zero gives a direction in line with the keel of
the vessel. After a signal has been tuned in,
the loop is turned to the position of mini-
mum signal.- The reading of the scale then
gives the bearing in degrees with respect
to the ship’s keel. The true bearing of the
station may then be determined by the
application of the ship's course as obtained
from the magnetic compass.

The 50A compass was designed particu-
larly for use with the 227B radio-telephone
equipment—a small radio-telephone sct,
operating on either 6 or 12 volts D.C. and
designed primarily for small vessels. Only
minor modifications are required, however,
to permit it to be used with either the 224
or the 226 types of radio-telephone equip-
ments.—(Bell Laboratories.) .

Y

RADIO CLUBS
& SOCIETIES

Club Repzﬂs should not exceed 200 words in length
and should be received by the First Post on the third
Monday in each month for publication in the next issue.

ASHTON-UNDER-LYNE AND DISTRICT AMATEUR
RADIO SOCIETY :

Headquarters :  Bcaconsfield  Conservative
Stalybridge Road, Ashton-under-Lyune.

Hon, Sec. : XK. Gooding (G3PM), 7, Broadhent Avenue,
Ashton-under-Lyne.

Meetings : Wednesdays and Fridays at 8 p.m.

Cinb,

HE conversion of the club’s receiver from A.C.
to D.C. operation was finally completed at the
meeting held on March 5th, and with the aid of a
signal generator and associated gear loaned by Mr. W.
Taylor the coils were accurately calibrated and the
receiver is now in operation. \

A number of youths from a local squadron of the
A.T.C. have now joined the society, primarily with the
object, of obtaining additlonal morse practice and
instruction on the basic principles of radio.

On April 2nd a lecture and demonstration was
given at the elub-room by Messrs. Robinson (of
Cossors, Ltd.) and A. J. Aiers, on the subject of
““Quartz Crystals.” Mr, Aiers dealt with the growth
and formation, and Mr. Robinson with the cutting,
grinding and applications, Appropriate lantern slides
were also shown.

PRESTWICH YOUTH MOVEMENT RADIO CLUB
HE above organisation, which was mentioned in the
Ma:chissue as a proposed radio club, has now been
started and is working well. The club’s headquarters
is in the Craft Room (lst floor), Hope Park School,
Bury New Road, Prestwich, Manchester, and club
nights are every Monday, Tuesday and Thursday,
commencing at 7.15 p.m, Instructions on the learning,
ete., of the morse code are given every evening and .
lectures are being arranged from time to time. The
construction® work has begun with the building of a
power pack for use on various receivers, etc.
The club is available to all youths between the

‘ages of 14-20 who are interested or who wish to become

interested in radio. A receiver i3 to be installed in the
club-room in order that short-wave listening can take
place whenever necessary, and the subscription fee is
only 1d. at each meeting attended, there is no entrance
fee, and it i3 not necessary to have any technical
qualifications to become a member.

All further details can be obtained by calling at the
club headquarters on any of the above-mentioned
nights, or at the home of the organiser and instructor,
Mr. R. Lawton, 10, Dalton Avenue, Thatch Leach
Lane, Whitefield, near Manchester.
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Practical Hints

Slow-motion Drive
I HAVE just fitted the following slow-
motion drive to an old-type con-
denser for short-wave work. The driving
gear has been made up from parts taken
out of a defective car speedometer which
I picked up for a few coppers at a ‘‘ car
cemetery.” These instruments are precision
made, and yield a variety of useful gears
and parts for the experimenter. The

Lead Flywheel /-
(Optional} /

Wood

Suppart

onto
Spindle .

A simple slow-motion drive.

gearing mechanism can be used to give
various reduction ratios, the scheme I
have adopted being as shown in the sketch.
The lead flywheel has been left on the shaft,
as this appears to give additional control,
and keeps the condenser stable at any
given setting. The other end of the
condenser shaft is carried through the panel
to the tuning dial, the tuning knob being
on side of chassis—L. A. JACKSON
(Narborough).

House Telephone Circuit
OST readers will be familiar with the
scheme whereby a loudspeaker is
used as a microphone in conjunction with
the wireless set. Leads can be run to any
part of the house, where one can listen-in
to the *“ microphone ”* on another speaker.
The snag is that one can only have a
one-way conversation, however, and if
anything approaching a house-telephone is
contemplated, two-way working is essential.
By using the scheme shown in the sketch

two-way working is possible.
Tt will be seen that therc are two D.P.D.T.
switches, and the mecthod of connecting
them up is clearly shown in the sketch.

lo o +
o Oremmefenanem———————) Hr
Y~ pror—" ety

+
. LT

l
P S -ll .|I+
Circuit diagram for a novel house telephone
system.

_is the microphone.

- plug,

‘removed from old short-wave

THAT DODGE OF YOURS!

Every Reader of *“ PRACTICAL WIRE-
LESS’’ must have originated somelittle dodge
which would interest other readers. Why
not pass it on to us ? We pay £1-10-0 for the
best hint submitted, and for every other item
published on this page we will pay half.a-
guinea, Turn thatidea of yours to account by
sending it in to us addressed to the Editor,
“PRACTICALWIRELESS,’’ George Newnes,
Ltd., Tower House, Southampton Street,
Strand, W.C.2. Put your name and address
on every item. Please note that every notion
sent in must be original. Mark envelopes
“ Practical Hints.”” DO NOT enclose
Queries with vour hints.

T M () | S| | )| ) { )| M4 )
SPECIAL NOTICE

All hints must be accompanied by the

coupon cut from page 268

-
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When both switches are thrown over to

_the right speaker No. 2 is in the anode

circuit of the valve, while speaker No. 1
When both switches
are thrown to the left No. 1 is automatically-
placed in the anode circuit and No. 2
becomes the one that is spoken into.

Only two wires are run to the room with
which it is desired to converse, and all
switching has to be done by the operator
beside the set. This is accomplished in a
matter of a second or two, so that something
approaching a two-way conversation can
take place.—Wxy. NMoxs (Belfast).

Plug and Socket Connectors
HAVE found that the hollow end of an
ordinary wander-plug, as used for H.T.
battery connections, is very wuseful as a
socket device. The longer type of wander
plug (with a grub screw for securing the
wire) fits quite well into this socket, as
shown in the sketehes, Fig. 1. In some
makes of plug the hollow end is a little
large for a tight fit, but a
good connection can be ob-
tained by pinching the two
halves of the hollow portion
together slightly, by a pair of
pliers. This provides a means
of connecting two leads to one
socket in an H.T. battery, so
that either can easily he disconnected
when required. The first lead is made
into a loop, just large enough to fit
around the plug, and the loop is sol-
dered to prevent it becoming frayed out.
The loop is tightly secured between the
brass collar and the insulating piece of
the plug. The second lead is connected to
the other plug in the usual manner, which
fits into the end of the first
plug, as indicated.

If the end of a lead is sol-
dered to the tip of a wander
plug, and the joint is bound
with insulation tape, then
any connection desired—
spade terminal or
@rocodile ¢lip—can be at-
tached to the lead, using the
socket provided. To do this,
a number of slotted pins are

tnsutation Tape

Soiger

coils {any other plug that will
fit the socket will do). These
glotted pins are soldered to
the ends of wander-plugs,
spade terminals and croco-

Fiteed 1 BuirerySocker

cead Soidered to End of Plug
« Sourd with msulation Tene gl
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dile clips, as shown in the sketch, Fig. 2.
Any required connector can then be plugged
into the end of the lead. I find this device
very useful for experimental connections to
batteries, acecumulators and inside wireless
sets, when I often have to change the
connector on the end of a lead. I keep a
number of lengths of single wire and flex
provided with sockets at both ends for
experimental connections.—G. EruiorT
(Gillingham, Kent).

Simple Pre-set Condenser

ECENTLY T was making a small
short-wave set, and I suddenly dis-
covered I hadn’t a pre-set condenser for
use in the aerial lead. I therefor> devised
the pre-set condenser shown in the
accompanying sketch. I obtained the

Adjusting screw

Nut soldered to
H 7 Copper strip

Copper strips

Ebonite 2% 14"
A small pre-set condenser.

copper strips of an old flash-lamp battery
of the flat type. The piece of ebonite
which is used for the base of the condenser
measures 2in. by 13in. I also obtained the
piece of mica out of an old fixed condenser.
If the condenser is to*be mounted on a
metal chassis, or metallised baseboard, it
should be fitted on two insulated washers,
if not, a short circuit will occur between
the two countersunk screws on the bottom
of the base. I found that this simple
condenser worked quite satisfactorily.—
A. G. CoBB (Tamworth).

Were Loop to Fit
Around Prug (Sotdered)

Holiow End of Plug
Forming & Sockes

Grub Scréw

Siotred Pin Prugged
o /oo Socker
N 7S

Slorteg Pin Solgered

Sorteq Pin Soidered 10 Wander-olugs
Spage~terminats a Cracodre Cips

Fig. 2.

Methods of making
plug and socket con-
nectors.
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By R. P. TURNER

HETHER to meet a necessity or
only to gratify scientific curiosity,
to be able to identify audio-fre-

quencies is a useful advantage. The need
arises often in the usual round of radio ex-
perience. A technician equipped to perform
this operation has no difficulty in setting
audio oscillators to desired frequencies,
determining  frequency drift from the
measured pitch of a beat note, adjusting
H.F. oscillators to a fraction of a kilocycle,
or identifying the tones that serve as
indicators in certain laboratory measurc-
ments.

Perhaps the most familiar method of
cstablishing the frequency of any sound
consists in zero-beating the latter with a
beat-frequency audio oscillator and reading
the " unknown > frequency from the dial
of that instrument. This method is widely
used butrequires special skill and gomewhat
costly apparatus. At the same time, it
is neither rapid nor foolproof.

At least two instruments which simplify
audio-frequeney measurement have heen
marketed in Amesica for some time as
lahoratory gear. Both types are rapid
enough of manipulation to hold down
berths on a fast production line if they
have to. But they are priced too high
tor amateurs and servicemen.

The anthor has duplicated one of these
audio-frequency meters on a less expensive
scale, and it is described in this article.
It is the well-known bridge-type instru-
ment ; and while this version will be
inexpensive if it is built in accordance
with the specifications given here, it is
definitely not a toy, and will give a good

-account of itself. It is only necessary
to feed a tone signal of unknown frequency
into this device, turn the dial until a null
point is located, and then to read the
trequency directly in cycles per second
on the dial.

Looking at the Meter

The completed audio-frequency meter
isshownin Fig. 1 ; its simple circuit diagram
iy given in Fig. 2. Constructional details
appear in the section drawings, Fig. 4,
which illustrate the most convenient
manner of mounting the few parts for
straightforward wiring.

The instrument is very compact, measur-
ing only 43}in. long, 4in. wide and 3in. high,
and is correspondingly light in weight.
Some idea of its small size may be gained
by reference to the assembly screws seen
in Fig. 1, on the top and sides of the box.

The device covers the useful audio-
frequency spectrum—25 to 10,000 cycles
per second—in one complete rotation of
the frequency dial. Where is no range
switching, The dial is calibrated to read
37 frequencies directly. .

The dial scale is not uniform, as may
be scen by reference to Fig. 5, the divisions
lying at varying distances from each other

and tending to congregate to some extent
at the high-frequency end. The separation
hetween 25 and 30 cycles, the first two
graduations on the author’s dial, is approxi-
mately three-eighths of an inch, while
the 10-ke. line lies only one-gixteenth of an
inch from 9 ke. Increasing the diameter

INPUT
IR
R2
RI R3
J u_V_‘-J
cl
==c2

R4 RS

b —<
N ouAL o "
Fig. 2.—Circuit diagram.

of the dial disc will, of course, afford wider

separation of the high-frequency points.

However, no great difficulty is experienced

Ln setting and reading the 3}in. dial shown
ere.

INPUT

Fig. 3.—Wien's bridge circuit on which the
instrument is based. C1, C2—,0133 mfd. mica
(made from the following), .01 mfd., .003 mfd.,
0003 mfd. Al 29, tolerance. R1-—~2,000 ohms,
1 w. R2—1,000 ohms, linear taper. R3—1,000

R4, R5—Dual 500,000 ohm pot.

ohms, 1 w.

Fig. 1.—The ﬁnisbed instrument,

Main settings of the meter are made
with the large dial, which controls the
dual i-meg. potentiometer, R4-R5 (Fig. 2),
while certain auxiliary adjustments are
effected with the small knob, visible at
the right-hand end of the photograph,
which c¢ontrols the 1,000-ohm potentio-
meter, R2. The main dial is of the type
shown because of its convenient diameter
and large finger-grip knob which permits
fine adjustments to be made without a
vernier. The scale is specially prepared
in a manner described later.

Feed-through terminals, used to feed-in
the unknown audio signal, project from
the left-hand side of the casing (Fig. 1).
Directly beneath the small knob on the
opposite end of the instrument is seen the
output jack into which is plugged head-
phones, valve, voltmeter, or any other
gaod null detector.

The casing shown in the photograph
was formed from 1-16in. aluminium, and
given a baked lacquer finish after machining.
The bottom is provided with felt mounting
feet as a protection against table scratching.

The dial pointer was cut from a small
square of plain white celluloid, the index
line being scribed in and filled with black
marking crayon.

How it is Operated

Operation of the audio-frequency meter
is the acme of simplicity ; the design reduces
adjustments to a minimum. Connect the
input terminals of the meter to the output
terminals of the frequency generating
device (audio oscillator, hummer, driven
tuning fork, heterodyne, or the like) and
plug in headphones or valve volt-meter
into the L.F. meter output jack.

Most generating devices are provided
with transformer coupling into the outpub
terminals ; but occasionally this will not
be the case and a transformer or isolating
condensers will have to be interposed
bevween the source and the meter, princi-
pally to keep direct currents out of the
latter. The type of transformer used ig
not of great consequence, although the
electrostatically-shielded type 1is highly
desirable for this purpose. If coupling
condensers are used, they may be 0.1 mfd.
tubulars.

Now, advancing from either extreme
end, rotate the dial slowly until a null point
appears, either as a marked reduction in (or
even the elimination of) sourd in the head-
phones, or as a dip of the valve voltmeter
reading. At this point the bridge is balanced
and the frequency of the unknown signal
may be read on the dial.

Null totality will depend wupon the
amount of harmonic energy present in the
audio signal. Large harmonic content acts
to broaden the null point, or to make the
minimum less convincing. Decided im-
provement may be achieved by rotating
the knob controlling R2 by a small amount.
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This auxiliary adjustment will il a number of
cases 8o distinguish the null point that easy
recognition of the proper dial reading ensues.
Although headphones may be employed
quite successfully with the L.F. meter, a
valve voltmeter, or some similar visual
indicator with comparable high input im-
pedance will prove much more satisfactory.
With any such electronic indicator, the
~ null point is very distinct, and narrow, and
the instrument has surprising selectivity.
The very low frequency performance, not
entirely satisfactory with some types of
headphones, is quite gratifying when an
electronic indicator is employed. In the
absence of a conventional valve voltmeter,
the familiar magic-eye valve may be used to
considerable advantage.

For Frequency Measuring

The L.F. meter is based upon Wien’s
bridge (see Fig. 3), a circuit, well known to
students of physics and electrical engineer-
ing, that has made its appearance in
several of the test instruments offered
recently to the service trade.

Two of the bridge legs contain resistance
only (R1 and R2), while the remaining two
are comprised of both resistance and
capacitance. In one of these (C1-R3) the
resistive and capacitive components are in
parallel ; in the other (C2-R4) they are in
series.

A voltage of unknown frequency is
applied to the terminals marked input.
Headphores are shown in Fig. 3 as the null
detector.

For frequency-measuring work, the ratio
arms, R1 and R2, are so proportioned that
R2 is twice Rl ; and the condensers C1 and
(2 are made equal in capacitance. R3 and
R4 are variable resistors which are adjusted
simultancously so that at any setting the
two have identical ohmic values. .

Since R3 and R4 have the same value at
any setting in their range which balances
the bridge for a particular frequency,
and since Cl equals C2, and R2 is twice
the value of R, the frequency balanced
out may be determined from the equation :

1
f=2%rc
. Where f is in cycles per second, C is in
farads, and R is in ohms.

It will be evident that since R3 and R4
are identical at any setting, the two might
conveniently be combined in a dual-ganged
rheostat, and as a result adjusted simul-
taneously to balance in the bridge in a
labour-saving manner. As a matter of
fact, this expedient is used in the meter
circuit (Fig. 2) to lend simplicity of

operation. Note that R4 and R5 dre sec-
tions of a standard dual-ganged volume
control, and that the main dial is affixed
to the shaft of this part.

CYCLES
PER SECOND

Fig. 5.—Dial calibration.
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The auxiliary potentiometer, R2, is in-
cluded in the circuit to compensate for the
lack of exact similarity between R4 and
R5 at certain settings, thereby affording a
¢ cleaner *’ null and correspondingly greater
accuracy of reading.

From the Wien bridge equation it may
be seen that an appropriate choice of resist-
ance range in the balancing arms and of
capacitance values for C1 and C2 will
enable complete coverage of the common
audio spectrum with one set of com-
ponents. R4 and R5 in the instrument to
which this article is devoted each have a

INPUT ?Cm{ }p

R2
thEn'g.b >
| g R5 IJE
J

Fig, 4.—Tuwo views showing the general layout of
components,

maximum value of } megohm, and C1 and
C2 each a capacitance of 0.0133 microfarad
for that very reason.

A study of the equation will also reveal
that a bridge may be balanced for only
one frequency at.a time. It follows then
that any voltage present in the bridge
output circuit to render the null point less
distinct is due to some other frequency (or
frequencies), particularly to harmonics of
the balanced frequency. However, since
the bridge offers "a different order of
attenuation to different harmonics, it is not
reliable as an indicator of total harmonic
per cent. in the simple system of wave form
analysis that is apt to occur to the reader.

Constructional Details

Since the audio-frequency meter is by
nature such a simple device, its construction
presents no major difficulty. The builder is
free to exercise whatever latitude he
fancies in the matter of arrangement of
the components, since he will encounter
none of the annoyances of electrical inter-
action such as arise in radio-frequency
construction.

The sectional views of Fig. 4 show clearly
the assembly scheme employed by the
author, while Fig. 6 illustrates the method
of making a direct-reading dial for the
instrument.

In the dial used, the knob is removed by
taking out the three machine screws that
sceure it to the metal disc, and a ring of
white Bristol board cut as shown in Fig. 6
to be fitted on the dise. This paper ring is
carefully cemented to the dial disc with a
thin application of household adhesive, the
knob reinstalled, and the calibration points
marked later on the paper surface.
ring of thick transparent celluloid is cut
to the same size as the Bristol board ring,
and after the calibration peints have been
inked in, the knob is once again removed,
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and the celluloid ring mounted on the face
of the dial, and clamped securely by the .
knob.

In the interests of shielding, a metal
box is recommended for housing the bridge.
The author’s was made of 1/16in. aluminium,
43in. by 4in. by 3in. But it is obvious that
the reader may use any small case in. his
possesrion. Thefopen-circuit output jack J,
(Fig. 2) passed through the case, making
contact, and earthing the  bottom *’ of
the bridge.

The insulated input terminals clear the
box amply, due to the serrated bosses and
stout shoulders.

The 0.0133-mfd. condensers, C1 and C2,
are each made up by connecting in parailel
one each of 0.01, 0.003, and 0.0003 mfd.
Yach of these components, which are mica
condensers, have a tolerance of 2 per cent.

All parts are mounted firmly and the
unit is wired with heavy bus bar to in-
sure rigidity and permanence. Insulated
terminal strips of the single and double
tvpes are used liberally as tie points to
prevent dangling resistors and condensers.
Every mounting screw and nut must be
driven home firmly, and if the instrument
is properly built, they will never need to
be unscrewed. .

Calibration

After the wiring of the instrument is
completed, the main dial is installed less its
celluloid cover, and the L.F. meter is ready
for calibration. R2 is set at approximately
the middle of its range, and, assuming that
calibration will be initiated at the low-
frequency end of the spectrum, the ganged
registor R4-R5 is set at maximum.

There are two ways to calibrate this
instrument. The one followed will depend
upon the facilities available to. the builder.
Kither one requires the utmost of care and
patience, and should be undertaken only
at such time as the operator has the
necessary time to devote to the task and
the environment necessary for concentration.

The first method, which is by far the
most accurate, requires a freshly-calibrated
and ‘ preheated”’ beat frequency audio
oscillator to supply the following
frequencies : 25, 30, 40, 50, 60, 75, 100,
150, 200, 250, 300, 350, 400, 450, 500, 550,
600, 650, 700, 800, 900, 1,000, 1,500,
2,000, 2,500, 3,000, 3,500, 4,000, 4,500,
5,000, 5,500, 6,000, 6,500, 7,000, 8,000,

9,000, and 10,000 cycles per second. The
(Continued overleaf.)
+—— KNOB,
2"
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“" WHITE BRISTOL BOARD
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Fig. 6.—Method of making a direct-reading dial.
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audio oscillator and a suitable null detector
are connected to the meter, and the
various frequencies, starting with 25 cycles,
successively balanced out, a reference point
and number being pencilled lightly on the
dial at each null position. For reasons
stated earlier, it is strongly recommended
that the null detector used in this calibra-
tion be a valve voltmeter. The auxiliary
resistor, R2, should be adiusted as needed
to provide a more definite minimum
indication.

The second method consists in setting
the dual potentiometer to a series of values
which will satisfy the conditions for the
above frequencies in the Wien bridge
formula, and pencilling reference points
on the dial at these settings.

The various values of resistance may be
determined by measuring the instantaneous
resistance of either R4 or RS, since these
two arms are identical, or very nearly so.
In order to reduce the arithmetical labour
involved in this inethod of calibration,
however, a table of resistance - values
corresponding to the dial frequencies is
given below for the reader’s convenience.

F ) F

Cycles R Cycles R
per Ohms. per Ohms. -
second second
25 X 800 15,000
3 412,500 900 13,750
40 312,500 1,000 12,500
50 250, 1,500 8,250
60 £ 2,000 6,250
75 162,500 2,500 5,000
100 - 125,000 3,000 4,125
150 82,500 3,500 3,500
200 62,500 4,000 3,128
250 50,000 4,500 2,750
300 42,500 5,000 2,500
350 35,000 5,500 2,250
400 31,250 6,000 2,000
450 27,500 6,500 1,875
500 25,000 7,000 - 1,750.
550 22,500 8,000 1,500
600 20,000 9,000 1,378
650 18,750 10,000 ,250
700 17,500 :

Table of resistance values and dial frequencies.

The accuracy of the first method will be
dependent largely upon the accuracy with
which the audio oscillator itself is calibrated,
and its dial set by the operator, and to
lesser extent wupon the ability of the
operator to recognise the exact points of
minimum signal. Error due to the last
condition is, of course, reduced very
materially by the use of a valve voltmeter.

The resistance values given in the table
are exact calculated values given more
closely than most experimenters can read
them with their ohmmeters or bridges, and
assume that Cl and C2 arc each of exactly
0.0133 microfarads capacitance (which
may not be the case). ¥rom that 1t will
be apparent that the accuracy of the
second method of calibration will depend
upon the precision with which the operator
can measure resistance and the exactness
to which the capacitances of CI and C2
are known.

After the 37 calibration points have-been
located by either method and pencilled on
the dial, the latter is removed from the
potentiometer shaft and the lines and
figures made permanent with black India
ink. The celluloid cover is placed over the
scale and the dial reassembled and replaced
on the shaft. One or more frequency points
may then be checked to determine if the
dial has been replaced properly, any
discrepancy being put right by loosening
the set screw, and rotating the dial slightly
to place the proper graduation opposite
the pointer index.—Radio News.

- Impressions

on .the Wax

A REVIEW OF THE LATEST GRAMOPHONE RECORDS

NEW record by Deanna Durbin is

** Musetta's Valse Song’’ from " La

Bohéme.”” A lovely record, one you
will play and plays The coupling, ** Loch
Lomond,” is perfectly suited to the tender
quality of Durbin’s voice and she brings
somcthing fresh to this grand old song.
Charles Previn’s Orchestra accompanies
and provides a particularly beautiful string
background to Loch Lomond. The number
is  Brunswick 03097, and, incidentally,
Durbin sings both these in her film *“ It’s a
Date.”’ Bing Crosby is the next inevitable
choice, and this month he records two
numbers from his latest film ** Rhythm on
the River,”” sung in that slow Crosby
draw] that is so fascinating and so very
soothing, and, as a contrast, a bright,
cheerful number ** That’s for Me,”” which
gives him an opportunity to display his

artistry at singing a rhythmic song,
Brunswick 03092.-

Have you heard the Ink Spots? This
vocal quartet is extremely good. 'They

rarely attempt harmony singing, but devote
their attention to simple rendition. Listen
to their latest record, ‘* You're Breaking
My Heart,”” Brunswick 03095, and if you
like this get their recent issue of *“ Whisper-
ing Grass” and ° Maybe,”” Brunswicl
03075. The coupling on Brunswick 03095
is ‘* Stop Pretending,’” and is a departure
from their usual style, being a rhythm
number, giving the quartet an opportunity
of demonstrating their versatility. There is
an excellent piano and guitar chorus in this.

Fine Orchestral Record

AND so to a lovely orchestral record,
i Decca F 7718, “Tales from the
Vienna Woods’’ and ‘ Sténdchen,” by
Mantovani and his Orchestra.  These
numbers could not have been given to a
better orchestra. The rich and mellow
quality of the string section is perfection
and the light treatment of ‘‘ Sténdchen,”’
particularly the pizzicato effect, is charm-
ing. Another very pleasing record is Decca
F 7725, Tony Martin and Frances Langford
singing ** Two Dreams Met’’ and “* Our
Love Affair’’—two superb artists teamed
for the first time, and the result is quite up
to expectation.

No doubt you have seen the film
‘“ Rhythm on the River,” if so, you will
want to hear Mary Martin sing the two
numbers she sang in the film I Don’t
Want to Cry Any More *’ and ““ Ain’t It a
Shame about Mame.”” They are just
released on Brunswick 03103 and well
worth hearing again. Her treatment of
“ Ain’t It a Shame’’ is a classic and both
numbers have an outstanding accompani-
ment by Victor Young’s Orchestra. There
are two particularly good vocal records in
the Rex lists, one by that popular artist,
Les Allen, who sings ‘ Ferryboat Serenade ™’
better than any I have yet heard, with
“If Tears Could Bring You Back,”
Rex 9909. The other is Anona Winn singing
“ And So Do1’’ and ** Good-Night Again™’
—Rex 9911—and she is in grand form.
She is accompanied by her * Winners,”” an
excellent little combination.

Dance Records

JDERHAPS now you will be in the mood
! for some dance records and there is a
Pgrand collection. Ambrose and his Orches-

tra has some partticularly good ones,
notable among them ‘“We Three” and
“Down Argentina Way,” Decca I’ 7708,
the first a lovely new number that will
without doubt be a hit, and the second, a
rumba, played perfectly. Also there is
Decca F 7705, ©° Oh Buddy, I’'m in Love,”
a very cute number with “ You're Breaking
My Heart All Over Again,”” a really grand
arrangement and an excellent vocal chorus.
There is a lovely violin and piano passage
in this. .

Lew Stone’s Band has three records in
the new issues, Decca F T707—" The
Badge from Your Coat’ with ‘“ Down
Every Street,”” both with unusual arrange-
ments. Here is another Sergeant-major
number that you will hear a lot, “ Good
Morning, Sergeaut-major’ and ° Bless
’Em All,”’ the favourite song with the
Forces, recorded by Lew Stone on Decca
I 7728, If you want something hot try
the Hatchett Swingtette in *‘ Twelfth
Street Rag’’ and ** Beat Me, Daddy, Eight
to the Bar,”’ Decca F 7697. Lverybody in
this outfit obviously has a grand time at
recording segsions. A bright and snappy
record. Bob Crosby and his Orchestra
record ~The Little Man Who Wasn't
There *” and * Drummer Boy,’’ the number
that was featured so brilliantly by Mickey
Rooney in “ Strike Up the Band.”” This
latter number gives the drummer an oppor-
tunity to display his ability. A record with
plenty of punch, Decca F T713.

Pianoforte Solos

HERE are two very good piano records
this month well worth adding to our
record programme. Billy Mayerl playing
simply yet rhythmically two popular songs
“ Blueberry Hill”>  and ** Ferryboat
Serenade,”” Decca F 7711, and Charlie
Kunz with a medley of numbers including
**Maybe,” ““Our Love Affair,”” *‘ Ferry-
boat Serenade,”’ cte., Decea F T717.

From piano to organ is but a shortstep,
and if you like it hot Sidney Torch is your
man. He has made a brilliant record entitled
** Piping Hot No. 2,”” which includes such
classics as ‘* St. Louis Blues,”” . ™ Mood
Indigo,”” ‘‘Some of these Days’ and
““Tiger Rag.”” The recording is good and
displays Torch’s terrific technique to fuill
advantage—record number is Decca F 7721.

Now you probably want some lighter
music to conclude your programme. You
cannot do better than listen'to Ida Haendel.
This young violinist has surprised all the
crities with her technique, and in the world
of classical music is probably the most
discussed artist of to-day. All her records
have received unmitigated praise from all
press critics and there is no doubt that this,
her latest record, will be equally well
received. She has recorded two lovely solos,
““Sarabande and  Tambourin’® and
¢ Zapateado,”’ a Spanish dance, on Deccu
F 7727, a record that concludes our
programme to perfection.

The Mills Brothers have revived two
popular tunes for their latest recording on
Brunswick 03042. The tunes are " Sleepy
Time Gal >’ and " My Gal Sal.”” Danielle
Parrienx, accompanied by Raymond le
(irand and his Orchestra, sings ** Dans Mon
Ceeur,”” the Hungarian melody from the
film “Retour & 'aube,” and *“Je ne sais
pas si e Paime ” on Brunswick 03036.
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ROUND THE WORLD OF WIRELESS

Receivers for Friendly Germans

HE Home Secretary has decided that

Germans and Austrians in this coun-

try who are regarded by the authorities as

reliable, are now to be exempt from the

restriction imposed some months ago pro-

h{.biting the possession of receivers by enemy
aliens. :

Talking to Luxemburg

BROADCAST in the Luxemburg dia--
lect is to be given by the B.B.C.
every Sunday in the European service

from 8 to 8.15 a.m. B.S.T. The broadcasts’

will be given on the short wave G.S.A.,
49.59 metres, 6.05 megacycles, and the
medium wavelength of 373 metres.

A Unique Verification Card

IT is reported that a New Zealand reader of

our contemporary, The Australian Radio
World, recently received a novel verifica-
tion from station KGIR on a sheet of
copper. The station, which operates on
1,370 ke/s, is situated in Butte, Mon-
tana, U.S.A., which is the centre of the
largest - copper mining district in the
world.

B.B.C's New Home Adviser

R. A. P. RYAN has been appointed
adviser to the B.B.C. on home affairs.

He will represent the Ministry of Informa-
tion, and will put the Government’s point
of view to the B.B.C. in domestic matters.

Nazi's New Channel Radio

T is reported that the Germans are ﬁsing
a new station at Calais for their broad-
casts in English.

Electrical . Tests for R.AF. Recruits

OLUNTEERS for entry into the radio
and wireless mechanic trades of the
R.A.F. are given a set of questions to test
their electrical knowledge. The questions
were suggested by the Radio Manufacturers’
Association Technical Training Committee.
They include such points as brief descrip-
tions of voltage, current, resistances and
condensers and of the functions of various
electrical apparatus. Candidates success-
fully passing the test, and the other stan-
dards for entry into the R.A.F., are entered
for special courses of training.

Automatic Radio Control

NEW system of directional automatic
radio control was recently demon-
strated in America before Army and Naval
officials. Without any more help from the
pilot than the depressing of a couple of
buttons the ’plane is able to fly in a straight
line from point to point. Years of experi-
menting are behind this new device, which
has been developed in Los Angeles by the
Harvey Machine Company. This new con-
trol consists of two radio receivers. Two
radio stations are chosen on the proposed
line of flight and each receiving set is tuned
to one of these stations. The signals are
mixed in the control that operates the
automatic pilot so that the ’plane is held
in an absolute straight line, regardless of
cross winds or other outside conditions. To
make this possible, the ’plane will often
fly up-wind, or ‘‘crab,”’ at an angle to

the true course, but the body of the *plane
exactly follows an imaginary ‘‘white
line * in the sky.

Bombarding Smoke

STRANGE device which bombards
smoke with high-frequency sound
waves, thereby causing the smoke to lie
down, is being developed by the United

" States Bureau of Mines, according to the

American Aluminium News-Letter. One of
the units is attached
to every chimney and
stack to prevent the
smoke from_ getting
out and spreading
around the country- -
side. Inside a piece
of hollow -pipe is a
large piece of -alu-
minium which is
connected at, one end
to a loudspeaker and
radio set. The radio
sets up a magnetic
field which causesthe
aluminium cylinder
to vibrate, producing
a powerful high-fre-
quency sound which,
in turn, creates high-
frequency waves.
These - waves are
directed at the smoke
and cause the parti-
clesinit to coagulate
into large lumps of
soot, which fall out
of the air stream by
gravity.

W.AAF's as
Radio Operators

IRLS of seven-
teen and a half

years may now join
the Women’s Auxil-
iary Air Force, and
some of the duties
for which they may
volunteer are : radio
operator, morse slip
reader, teleprinter
operator, telephone
operator, and instrument mechanie.

Servicemen’s Postal Course
E are informed that The National

Association of Radio Retailers has -

sponsored a postal course of training for
servicemen which has been prepared by
Mr. Paul D. Tyers. The course, which has
been reduced to a reasonable minimum, and
yet covers the essential ground, is available
to any radio retailer or his -staff at an
inclusive fee of £3 3s.

Malaga’s Three Short-wave Stations

OME idea of the importance attached to
short-wave broadcasting can be surely
found in the fact that Malaga, a little sea-
side town on the Mediterranean, relying
chiefly on the export of wines, fruits and
olive oil for its existence, boasts at least
three short-wave stations. This is a fine
effort for a town with a population of
180,000.

[y

Swiss People’s Receiver

A RECENT report from Switzerland
states that the Swiss Administration
of Posts; Telegraphs and Telephones has
ordered the manufacture of a people’s
receiver which will cost about 128 Swiss
francs. It is a four-valve superhet covering
the medium-wave band only, and is
housed in a small bakelite cabinet. The
receiver is designed for an output of
2 watts.

f
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Qur illustration shows an A.T.S. officer wiring a receiver—

from memory.

Plymouth Radio Relay Service

HE Radio Rediffusion Co. at Plymouth
‘1 has been granted permission to increase
its relay rental charge by twopence a week,
Application was originally made for permis-
sion to increase the charges from 1s. 6d. to
1s. 9d., but the Works Committee of the
Plymouth Council refused. .

Radio Gas Mask

HE latest novelty receiver is a gas
mask equipped with a short-wave
radio telephone having a range of a few
hundred yards. It was recently demon-
strated to the Ontario Civil Defence
Committee.

Listeners in India

CCORDING to the latest information
available the number of licences in
India has reached a. total of 117,555. This
makes the number of listeners in India 3.3
per 10,000 of the population, and is com-
pared to England’s three per cent. (approx.).
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From Triode to Triode Hexode

T HE problem of selecting a suitable

valve for a particular circuit is not
always easily solved by the amateur
designer-constructor. It is quite under-
standable that some confusion is created,
owing to the fact that so many types of
valves are available, and that a number
of them are suitable for any individual stage
or operation. A thorough knowledge of
valve characteristics and circuit re-

- This

quiremnents would eliminate most
of the trouble, but as these quali-
fications are not usually acquired
without some reasonable period of
active participation in the hobby,
they can be ruled out so far as
the average beginner is concerned.
Another item which tends to aggra-
vate the matter, is the names given
to the various types or, perhaps one
should say, the failure of the beginner

to secure an understanding of the terms.

employed. This article, therefore, is in-
tended to explain the general details of
those valves most widely used by amateurs,
but as it will not be possible to deal with
technical considerations, it is suggested
that reference should be made to the valve
data contained in the small booklets
published by the valve manufacturers.

Component Parts of a Valve

To be able to follow any explanation
about valves, it is esgential to have a clear
idea of the various component parts used
in their construction. These parts are more
correctly known as electrodes, and the
simplest type of valve, namely, the diode,
as its name implies, uses only two elec-
trodes. One of these is the anode and the
other the filament or cathode. )

When dealing with battery-operated
valves, the term filament is invariably used,
as in such cases this electrode does actually
consist of a very fine wire filament, some-
times coated with a mixture of oxide, which
is raised to a certain temperature by means
of the current flowing through it when
connected to a suitable low-tension battery
or accumulator. There are, however, in-
directly heated valves which are used in
mains-operated circuits. With these, the
filament is insulated and passes through
a hollow nickel tube of circular or flattened
sections, the outside of which is coated
with certain alkaline earth oxides. The
filament causes the nickel tube to reach
and be maintained at the correct operated
temperature. Therefore, with this type of
valve one usually refers to the filament as

the heater, and the nickel tube with its

oxide coating as the cathode., The fila-
ment, in battery-operated valves, and the
cathode in the mains type, both serve the
same purpose, namely, that of emitting a
stream of electrons. (A flow of electrons in
a circuit constitutes an electric current.)

Anode

As the cathode or filament of a valve
can be looked upon as the negative elec-
trode, so can the anode be thought of
as the positive. The purpose of the anode
is to receive or collect the electrons emitted
from the filament. and in view of this it
usually takes the shape of an open-ended
metal tube or rectangular box surrounding
the filament and the other electrodes, which
will be discussed below. The electron
emitted by the filament or cathode has a
negative characteristic and is, therefore,
attracted to a body having a positive
potential. The anode, bearing in mind its

purpose of collecting the electrons, has to
be maintained in a positive state, and this
is achieved by means of some external
source—H.T. battery or mains unit—as
an examination of circuit diagrams will
reveal.

Control Grid -

The grid consists of an accurately formed

Article Has Been Specfally Written
to Assist the Beginner to Cet a Better
Understanding of Modern Valves.

By L. O. SPARKS

spiral mesh, the gauge or fineness of which
depends on the type of valve under con-
sideration. This mesh surrounds the
filament like an open-ended tube and is,
in turn, surrounded by the anode. The
object of the control-grid is, in general,

. to control the flow of electrons from the

filament to the anode, and this is obtained
by, varying the polarity and potential of
the grid with respect to the filament.

A valve using the electrodes described
above, i.e., filament or cathode, anode and
grid, would be termed a triode or three-
electrode valve, and the general arrange-
ment is shown in Fig. 1, together with the
normal valve-holder connections.

Screen-grid or Tetrode

Both of these terms are quite common,
but every beginner does not know that they
mean the same, and are equally applicable
to the type of valve mentioned below.
There appears to be an unwritten under-

Fig. 1.—A simple

triode, the first s

of brogress after the
diode.

Fig. 2.—
another grid (screen)
the tetrode or screen-
grid valve s formed,

5 (adding

standing that one usually refers to a
screen-grid valve when it is used for H.F.
purposes, and a tetrode when an L.F. output
valve is being considered. As a point of
interest, the correct name is screen-grid
tetrode.

As triode denotes the use of three
electrodes, the term tetrode tells us that
four electrodes are incorporated in the
construction of the valve, their arrange-
ment constituting nothing more compli-
cated than a triode plus an additional grid.
This fourth electrode acts as a screen,
electrostatic—and is located between the
control grid and the anode, its object
being to prevent uncontrollable feed-back,
i.e., reaction, between the output and input
circuits of the valve. Speaking in a general
sense, it is due to this elimination of feed-
back that the modern H.F. screen-grid
valve is capable of giving a much higher
amplification than its original predecessor,
the triode, without the risk of instability.
Fig. 2 shows the normal valve holder
onnections together with the diagram-

Fig. 3.—To improve
matiers, an_additional
grid was added
tetrode, thus
us with the pr

matic form of indicating an S.G. or tetrode
valve, It must be appreciated that a valve
of this type designéd for use in an H.F.
circuit hag totally different characteristics
—although exactly the samc number ot
electrodes and the same general arrange-
ment—to those used for L.F. work, the
latter, as mentioned previously, usually
being called tetrodes.

Pentodes

If, for some technical reason
which we cannot discuss in this
article, it is decided to take a
tetrode and add yet another grid,
we now have a valve assembly
using five electrodes, and for that
reason it is called a pentode.

Like the tetrodes, pentodes can
be designed for H.F. or L.F. work, the essen-
tial difference between the two being their
characteristics which are governed by the
formation of the grids and their spacing.
The fifth electrode or additional grid is
known as the suppressor-grid, and it is
fixed in position between the screening-grid
and the anode. The object of the suppressor-
grid, which, incidentally, is usually of a
coarser mesh and located near the anode,
iz to remove an objectionable defect in the
characteristic of the tetrode caused by some
of the electrons coming from the cathode
trying to jump or bounce off the anode
back to the screening grid.  For thisreason,
the suppressor-grid is invariably connected
to earth potential, either internally to the
negative side of the filament or the cathode,
or by means of an additional connection on
the valve base (Fig. 3).

S.G. or Pentode

Some little doubt arises in the minds of

el |

5—~Another
electrode assembly
known as @  triede

Fig. 4-~This shows
how the pentagrid or
heptode is  formed.
This -type of valve is

imarily intended for

Fig,

to the
providing hexode., This s
tods superior to the heptode.

frequency-changing in
a superhet.

many constructors about using a screen-
grid or a pentode valve in an H.F. stage.
For example, the question is often asked,
can an H.F. pentode replace an ordinary
S.G. valve ¥ The answer is, yes. From a
practical point of view, an H.F. pentode
can be looked upon as a superior type of
S.G. valve. It can handle a larger input
signal without the fear of distortion (due
to overloading) being introduced and,
because of its improved characteristics, it
gives a higher amplification.

Pentagrid or Heptode

If we continue with the addition of grids
until we have five grids (plus the usual
anode and filament or cathode) we form
what is known as a Pentagrid or, if we
consider it from the point of number of
electrodes, a Heptode. The assembly is
arranged to form a screen-grid valve and a
triode in the one envelope. It should be
noted, however, that two of the five grids
are connected together to form the usual
screening grid, and another of the grids is
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actunally used as an anode for the triode
section. The order of assembly is as
follows : Filament or cathode, triode con-
trol grid, triode anode, electrostatic screen,
S.G. control grid,” screengng grid and,
finally, S.G. anode. The® two sections,
i.e., the S.G. and the triode, are coupled
together by the common electron stream
from the filament. The usual base con.
nections are shown in Fig. 4. This type of
valve is primarily designed to act as a
frequency changer in a superhet circuit,
the S.G. section acting as the first detector
and the triode as the local oscillator, the
necessary coupling or mixing being obtained
in the manner mentioned above.

Triode Hexodes and Triode Hep-
todes

These are two other types of valve used
for frequency-changing, and it should be
noted that they are more efficient than the
pentagrid or heptode, especially if one is
interested in S.W. work.

The triode hexode consists of a mixer
section having four grids, and a triode
section which has its own anode. The
two sections depend on a single cathode
which is common to both. The electrode
arrangement is: Cathode, control grid,
electrostatic screen, oscillator grid (con-
nected internally to the triode grid);
screening grid, which is also connected
to the electrostatic screen, and finally the
mixer anode, and, of course, the triode
anode. The conventionsl diagram, together
with base connections, is shown in Fig. 5.

The triode heptode is identical with the
triode hexode, with the exception of an
additional grid incorporated in the mixer
_ scction, This extra electrode js connected

as a suppressor-grid as deseribed for the
pentode.

Valve-holder Connections

Space prevents all types of bases being
illustrated, therefore it must be remembered
that it is possible to obtain certain types
of valve with various bases. For example,
an ordinary S.G. valve might have a four-
or a seven-pin base. The actual con-
nections are always indicated by the valve
maker, but as such information is not
always available, it is advisable for every
constructor to keep a reference, chart by
him. In this direction, one could not do
better than to make use of the * Radio
Engineer’s Vest-Pocket Book ™’ (price 3s. 6d.)
which, in addition to the comprehensive
information covering all types of valve
bases, provides a mine of most useful
radio data, ete., invaluable to the con-
structor, experimenter and engineer in a
compact and well-indexed pocket book.

\
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ENCYCLOPZDIA
By F. J. Camm

A complete guide, in alphabetical order, to
the construction, operation, repair and
principles of every type of wireless receiver,
Includes definitions, explanations,” formulae
and complete instructions on the making
and testing of various wireless components.

Mustrations _include a complete series of
circuits for every type of modern receiver.

392 pages. Over 500 illustrations,
Of all Booksellers, 10/6 net, or by post 11/ from George

Newnes, Ltd. (Book Dept.), Tower House, Southampton
Street, London, W.C.2.
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WAR DAMAGE—AND YOU

ESPITE the Prime Minister’s efforts to
get rid of jargon in official publica-
tions, and replace it with straightforward
English, the War Damage Act contains
phraseology which is even puzzling lawyers.
If they cannot make head or tail of some of
it, what chance has the ordinary individual ?
The man in the street is asking all sorts
of (uestions about the new Act. To whom
does he make contributions ? What happens
if he docs not agree with the value placed
on his damaged property—a thorny prob-
lem, indeed ! Can le obtain an immediate
advance on a damaged shop to gtart else-
where ? Can he claim the contribution to
be “‘ expenses’’ and get tax rebate 7 What
happens it he receives compensation and
then suffers further damage ?
These are a few of the vital problems
affecting many thousands already—but
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wixided English in thé Act is no easy
task.

For months, however, a bairister has
been working through the Act, section by
section, setting down in simple language’
exactly what the man in the ¢treet wants to
know, and anticipating his questions and
answering them. The result is the publica-
tion, on Friday, April 4th, of ** War Damage
Compensation,”” an invaluable book for all
at the popular price of 1s. '

It tells you what you are entitled to,
and how to get it without worry. It saves
the necessity for obtaining legal advice.
Domestic and business property are dealt
with comprehensively. It is a book every-
one will want for reference. Obtairiable at
newsagents, bookstalls, and booksellers,
Is.,0r 1s.2d. by post from George Newnes,
Ltd. (Book Dept.), Tower House, South-

to sift the answers from the mass of long- ampton Street, London, W.C.2.

R fitting home for every valve!

Reg. US, Pat. OFF.

Mr. F. J. Camm (Editor of * Practical Wireless”) gpeci=
fies and uses Gelestioi-Amphenol valveholders
bécausé of their features described below.

Note these features:—

STRENGTH! EFFICIENCY!
Exclusive Celestion-Ampheno! Moulded-
in Plates ensure maximum . strength,
rigidity and a high degree of efficiency.
The sturdy plates keyed into the body
cannot rattle loose. o

UNIFORM CONTACT!
INSULATION! o
Celestion-Amphenol  Contacts pressed
from specially treated phosphor bronze
are engineered to emsure uniform
contact on all prongs.

There will be no ** fatigue *” even after
constant use.

Exceptional insulation is assured by the
special properties of the moulding
powder.

CELESTION-AMPHENOL
VALVEHOLDERS

Ensure improved electrical qualities.
Will improve the appearance of your
receiver.

All standard British and American types available,

British made by

CELESTION LIMITED

Engineers,

N-THAMES,

Teleph: ne KINgstan 5656-7-8,

' KINGSTON-UPO SURREY

l Works at Kingston-upon-Th and at Asht

d, Surrey.
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T is not many months ago that we were
asking members to show more active
interest in the Club, by writing to us and
giving us details of their work. Well, we
asked for it, so we mustn’t complain about
the huge mail we now receive. The only
trouble caused by the splendid response
is that connected with the problem of
trying to acknowledge all letters of general
intérest in the fixed space offered by this
page. - It can’t be done, therefore we do
hope that those members who do not see
their letter in print will understand the
actual position, and
realise that their turn

at 42 w.p.m. I have gone as far as getting
down 53 w.p.m., but unfortunately I
was only able to hold this speed for one

minu

“ The Q.S.L. cards here number 112,
among . them being VR6AY, XZ2EZ,
K60QE, PK3JR, ete. The countries 1
have heard are 83, covering all continents.”

We must congratulate this member on
his morse, as it would seem that he is able
to put up a very fine performance, and we
wish him every success when he joins the
Senior Service.

Aerial Distribution
Panel

will come in future
issues. Don’t get the
impression that we
don’t want to hear
from you. We do,
but there is just one
item we would like
to stress. Please
make letters shorter
and, if possible, let
them deal with prac-
tical matters, and
those items likely to
be of interest to all
members.

Stang- by
RX ang

Another Neat
Layout
EMBER 5,490,

in Sussex,
sends us a drawing
showing the layout
of his den, and we
reproduce it on
this page. In his
letter heRsiys,
“The main RX is
an Eddystone All Sparcos:, ’
World Two, this 8ooks -
being in the bot-
tom of the rack on the right-hand side
of the drawing. In the same rack is the
speaker, which is a W.B. Midget Sten-
torian. The stand-by RX and speaker
are on the left., This is a home-built

Cupboard

0—v—1 using pentode output. and the
speaker is a Stentorian Senior. The
b.c. RX is a three-valver, also using

pentode output, and it is located in the
centre of the drawing. I also have a
portable receiver, 0—v—0, which 1 couple
up to a 23-watt Class B amplifier. This
circuit makes use of a Cossor 240B
valve.

“For light entertainment, 1 connect up
the gramophone pick-up to the same
amplifier, and get an output which is quite
sufficient for a fair-sized shack. This
L.F. unit is located on top of the centre
rack, whilst the gramo. turntable and
pick-up are fitted in the top of the book
cupboard. I can also do a little home
broadcasting by coupling up the mike to
the amplifier, and I obtain quite a bit of
fun from this arrangement when reception
is not too good. The battery supply is
located on the second shelf of the centre
rack, batteries being wused throughout
the installation.

“T am waiting my call-up in the Royal
Navy as a telegraphist. My normal receiving
speed is 32 w.p.m., but I have managed
to take down a coup]e of pages of French

"Class 8
Amplitier.

Coge
o?cmm,— - gke - bl @

Cupboara ror Log
Books, Gramo P

Fortadle
o) l RX

" \
Amplitier

= (. e » switch
Aol I

RX ano
Speaker

Plug Points

S elc go™ 'S
As illustration gives a good

the neat layout of

g idea of
// - Member 5,490’s den.

Portable Receiver

EMBER 6,823, who is only 13 years

of age, sends us details of a handy
stand-by b.c. portable receiver he has
constructed, and as we feel there might
be many who would like to make a similar
receiver, we publish his remarks, and also
the theoretical diagram of the cirecuit.
“The set,” he says, ‘“is the result of my
trying to make a straight four mains port-
able, capable of getting the Home and
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foreign stations. I wanted to see what
kind of a set I could make with the mini-
mum of expenditure, and I can say that 1
am well satisfied with the results. It is,
perhaps, unusual in that no volume control
is included i® the circuit, the volume
being regulated entirely bv the reaction.
I have not bought more than I found
necessary, and it will be seen from the
diagram that I have kept the circuit as
simple as possible. The coils are home-
made and similar to those described in
Practicau WmeLEss for the Shelterset
Three. The maing transformer is a Wearite
RC1, and the valves are Mullard SP4
for the H.F. stage, Mullard 345V for the
detecvor, Mullard Pen. 400 for the output,
and their 1W3 as rectifier. The set will
receive the Home Service programme at
good strength, and the Forces at slightly
less volume, this being without any earth
connection, and using the mains aerial.
When an earth connection is employed, the
volume is more than that normallv required.
¢ By way of a query, would it be possible
to use the top socket of a three-pin lighting
or power point as an earth, and, what is a
Westector ? 7
We assume that the member is referring
to the earthing point of the three-pin
socket. This normally provides a low-
resistance connection to earth, therefore
it could be used, but we think it would
be more satisfactory, from the point of
view of possible interference, ctc., to use a
separate earth wire. A Westector is the
trade name given to a particular type of
metal rectifier, which is capable of recti-
fying radio-frequency signals. In _other
words, it can be used in place of a crystal
detector or even a valve.

Any Suggestions ?
“ IS it possible to spare a little space in
Pracricar. WIRELESS for the descrip-
tion of junk-box and experimental sets, as
I think this would save us from buying
parts and, thereby, helping the country. I
should like to get in touch with any reader
who is interested in expcrimental trials, as
this forms a large part of my hobby.”
These are the remarks of Member 6,659,
of Enfield, so if anyone wishes to make
contact, they should drop a line to 52,
Forest Road, Enfield, Middx.

Help Wanted
EMBER 6,454, of 3, Hilltown, Dundec,
Scotland, wants some help. In his
letter he states : “ 1 would be much obliged
if you could supply a complete list of DX
stations operating on medium waves. If
any members would care to write to me
concerning this form of listening, I would
be much obliged and promisc to answer

all letters.”

Well, we cannot supply a list, so if any
members can offer assistance, please make

Forces programmes, plus one or two contact at the QRA given.
$ - I o
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Theoretical circuit diagram of Member 6,823's four-valve main portable.



May, 1941

PRACTICAL WIRELESS

261

correspondents.

of the d

Open to Discussion

The Bditor does not necessarily agree with the opinions expressed by his
All letters l(mut be accompanied by the name and address
not

ion).

ily for

DX on the Short and Medium
Waves

[R,—It may interest other readers to
know that I have just received a
QSL  from station TG2, located at
CGuatemala, Central America. I heard
the station on June 16th, 1940, and logged
it on 48.5 metres. The exact frequency as
per their card is 6.190 me/s, and they tell
me that the TX is in the building of the
* Direction General of Electrical Com-
munications,’”’ in Guatemala City. Unfor-
tunately, they do not state their power,
schedule, or antenna system, but I should
be pleased to hear from any reader who has
verified this station with a view to com-
paring signal strength and quality, etc.,
and also anyone interested in M.-W.
DX. I, myself, have verified only WJSV,
Wash., D.C., and one of the Canadian home-
service transmissions, but those veries mean
as much me as all my short-wave
QSLs.

Withregard to WGEOQ which you mention,
in January’s B,L.D.L.C. column, as opera-
ting on 48.47 meftres, I think Member 6732
is correct in saying that this is not so,
according to their QSL WGEO operates on
one wavelength only, 3148 m.; WGEA,
however, operates on 139.5, 19.56 and 31.41
m. The other “ G.E.” station is KGEI
(also verified) and operates on 19.56 and
3148 m. (20,000 w.), and is located at
Treasure Island, Golden Gate, International
Exposition, San Francisco, California. When
they use their Alexanderson directive
antennas the effective carrier power is
increased to 200,000 watts, their schedule
is 12.00-17.00 and 05.00-08.00 G.M.T. on
31.48 m., and 23.30-04.15 G.M.T. on 19.56 m.

Fellow short-wave listeners will be
pleased to know that the F.(.C. have now
made it compulsory for "\ > hams to
state their call every 10 minutes, even
if they're in the middle of a QSO ; this
should help short-wave listeners in logging
U.S.A. amateurs.—K. J. Ropirts (Lon-
don, N.).

Heard on a Two-valver

IR,—My log for the past three months
includes the following stations:
VLQ6, VLQ2, TAP, YUB, HVT, SBP,
CSW7, FZR, FET22 HA6Q, K4GGH,
HET4, and thu‘ty W’s. My receiver is a
det. and L.F., using a Cossor 210 HF, and
Mullard SM2HL. — H. S. 'TuaYER,
(Shirehampton).

-ldentification of S.W. Stations
Wanted

IR,—There are one or two short-wave
stations that I regularly pick up, but
have so far not identified them. Can any
readers help me. please ? The first is a
station in Havana, Cuba, on about 26.1
metres—does anyone know his call-sign ?
The other is a station on about 25.2 metres,
heard last January 8th at 8.45 p.m. with
dance records and announced in English
only. At 9 p.m. B.S.T. the station closed
with *“ God Save the King.”

Stations CJCX, 49.92 metres, in Sydney,
Nova Scotia, and VON9, 50,2 metres, in
St. John’s, Newfoundland, regularly put
in an R6 signal around 10.30 p.m. B.S.T.
Station CR7BE, 30.88 metres, is heard very
well between 8 and 9 p.m. B.S.T. with
programmes in English and Portuguese—
usually R7-8.

I have received a letter from WPIT,
Pittsburgh, who states that WPIT and its
staff have been moved to Boston, and that
Mr. Bob Merryman, who previousty con-
ducted the English mailbag programme from
WPIT in Pittsburgh, has had to discontinue
this feature for the time being.

Also, Westinghouse’s station WBOS is
now on 31.35 metres from 10 p.m. B.S.T.
with the *“ Portuguese Hour,”” and on 25.26
metres occasionally in the early evenings;
I have regularly heard WBOS at R8 and
all reception at present is on a 7-valve
all-wave superhet.—Jou~N Parkix (Junior),
(Hull).

Correspondents Please Note

IR,—I thank vou for inserting my
request for a correspondent recently.
Unfortunately, it was impossible to reply
to all the letters received, but I have kept
up a regular correspondence with the writers
of the first two letters received. Will
other readers who answered my request
please note.—S. V. Arransox (Calverley,
nr. Leeds).

Metal Rectifier as Detector :
Correspondents Wanted

IR,—1 recently constructed a simple
type of *‘ crystal’ stand-by receiver
incorporating the new type of Westinghouse
high frequency metal rectifier type W. X1,
The results obtained were equal to the most
sensitive crystal. As this type of detector
requires no adjustment whatever, en-
thusiasts will appreciate that this develop-
ment is truly a step in the right direction.
I should be pleased if any young reader
who is interested in the formation of a
Radio and Television Club in the South
Manchester district would communicate
with me. In conclusion, may I express
my sincere appreciation of PracTiCcAL
WirgLEss ?—J. RoBERTs, 30, Milton Grove,
Whalley Range, Manchester.

Radio Brazzaville

IR,—1 expect other readers have heard
a French-speaking station on the
25.metre band giving a news bulletin
which ends at 9.00 p.m. B.S.T., and giving
the call Ici Radio Brazzaville three times.
I have been looking through some
American radio magazines, and noticed
that the station was entered as being
located at Brazzaville, in French Equatorial
Africa, the frequency being 11,970 ke/s.
I have not been able to find any other
details, indeed, no mention at all in any
list of short-wave stations, It is a good
signal.—P. Dickersox (Long Stratton).

USIC WHILE
YOU WORK vitha |
| ONDON
CENTRAL
AMPLIFIER

FOR GRAM or MIKE
in HOME, OFFICE, FACTORY

Soundly construued 5-watt undxstorted output
Amplifiers. Built from the best pre-war com-
ponents and material. Streamline shock-proof
heavy gauge chassis, 2 triodes output stage with
a first-class 10in. encrgised moving coil speaker.
Specially designed output transformer and
volume contiol. A well-made first-class job at
the right price.

5 WATT, 4 VALVE, 220-250v. A.C,
LIMITED NUMBER G
ABSOLUTELY COMPLETE 68

GRAMOI’IIOIIE
AMPLIFIERS

Slightly used, built for
the R.A.F, toGovernment
specifications, A sow

heavy job, will stand ha;d
use. For A.C 0-250v.
3 valves 3-watt Pentode
output. 3-position tone

control. Complete in
beautiful heavy polished mahogany cabinet
14in. x 14in., with decorative grille and

chromium bar. Super P.M. loudspeaker
giving clear, undistorted quality of
music and speech. Only fifty available,
unable to repeat.

BARGAIN in
MICROPHONES

Heavy duty. double button
type. Chromium- -plated case.
Gold plated electrodes,
| output. Good quality. With
mounting clips and springs,
complete with Transformer.

e o o AND NOW
° SUNDRY LINES at
BARGAIN PRICES

PHILIPS 8 VALVE A.C. AMPLIFIERS. Ex-
Government stock. Made specially by Philips to
first-class Government specification. For 110-
50v. A.C., 40-50 watt output. Have been used,
but are in perfect condition and will give every
satisfaction and long service. Only six available.
Cannot repeat, £17/10/- each.
HORN TYPE PROJECTION LOUDSPEAKER.
Also ex-Government stock. 6in, super P.M. unit.
Aluminium horn, 42in. long, 32in. diameter of
flare ideal for ‘‘ Music While You Work ” in
factories, A.R.P., etc. Impedance 20 ohms.
Price to clear £8/10!-.
COMPLETE MOTOR-DRIVE TUNING
ASSEMBLY, including 2-gang .0005 condenser,
tuning motor with muting switch and homing
commutator and station selector. With 8-Button
push-button switch, 25/-. Full details supplied.
SMALL REVERSIBLE A.C. MOTORS (as used
for motor tuning). 25-30 volts A.C. Built-in
reduction gear spindle. Speed about 60 r.p.m
A first-class job with hundreds of applications, 8; 6
AUDAK PICK-UP HEADS. High resistance
coil, made by the famous Audak Company of New
York. Extensively used in sound recording and
laboratories. Ideal for gramo turntable
amplifiers, 8/ each.
ELECTRO-MAGNETIC COUNTERS. Resist-
ance 500 ohms. Counting from 1-12,999. Size
43in. x 2in. x 1iin. EX-G.P.O. Invaluable for
countless purposes, 9/6 each. A smaller type,
1-1,999, size 4}in. X 13in, x 14in., 5/6. Cannot be
repeated and doubtful if they can be purchased
brand new_to-d:
SMALL \thHANICAL COUNTERS, with
striker arm registering up to 9.999. Heavily
consiiructed to stand any amount of hard wear.
'a clear

LONDON ° GENTRAL RADIO STORES

23, LISLE STREET, LONDON, W.C.2.
T ’Phone : GERrard 2969

30/-
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Outline of Musical History-19

The Life and Work of Beethoven—L
By Our Music Critic, Maurice Reeve

OST biographies of famous musicians
purposely leave their works for
geparate discussion at the end

of the volume. In the present series of
articles on the ‘ Life of Beethoven,”
specially designed for young readers, and
more especially those amongst them who
are more than ordinarily interested in
music as a possible vocation, 1 have
incorporated thjs feature as part of the
Master’s life story.

Ludwig van Beethoven was born at
No. 515 (now No. 20), Bonngasse, Bonn,
on December 16th, 1770. Bonn is situated
on the River Rhine, in Germany, just

below Cologne, and about fifty miles from -

the German-Belgian frontier. This part
of Germany has long been known as one
of the most beautiful countrysides in the
world, Packed- with history, romance and
legend to an unusual degree, it is just the
kind of land in which a young man of
Beethoven’s genius would be expected to
grow, and take root. Bonn itself is on the
left bank, where it winds itself between
high cliffs, orchards and vineyards, with
‘““the seven mountains’® showing up
against the southern sky.

As in most countries in those times, and
in none more so than Germany, art flourished
under the patronage of the wealthy
aristocrats and the reigning princes and
grandees.

Family History

Bonn was an electorate, and at the time
of Beethoven's birth the Elector was
Maximilian Frederick, a small, energetic
and pleasant man, very fond of pomp and
ceremony, music, the theatre and the
ladies. Both Ludwig’s father and grand-
father were Kappelmeister at the electoral
court ; that is, director of the Elector’s
private orchestra and general musical life.
His grandfather, particularly, was very
respected, and was a highly-gifted musician.

The Van Beethovens came originally
from Flanders. We are told that the name
‘““Van Beethoven’® means ‘‘the beet
garden”’ ! Ludwig the elder established

himself at Bonn as court musician in 1733 °

under the Elector Clemens August the
Pompous. It was a period of much
splendour and artistic activity, and actors
and singers from all parts flocked to the
little town to seek the princely favour, and
Grandfather Beethoven directed almost
everything performed there. In addition
to the chapel, he was in charge of concerts,
plays, balls, banquets, serenades, and all
forms of music. ’
As Beethoven first knew it, Bonn' was
completely dominated by church influence.
In 1257 the Archbishop of Cologne was
dispossessed of his privileges, and Bonn
became the capital of the Electorate. It
was a town without trade or business, and
its whole life depended on the little court
of the Archbishop-Electors, who were
picked from the younger sons of royal
houses, They were elected by an
ecclesiastical - chapter—that is, a body of
churchmen appointed for the ruling of the
church—their choice having to be confirmed
by the Pope and the Emperor of the Holy
Roman FEmpire who, as overlord of the

multitude of small states already mentioned,
wag, in his turn, clected by the ecclesiastical
electors of Cologne, Mayence, and Treves,
and the four lay rulers of the Rheinish
Palatinate, Saxony, Brandenburg and
Bohemia, joined later by Bavaria and
Hanover. Hence the title of Elector.

Ludwig’s son, Johann, the father of the
great composer, was a different kind. of
man. Although also court musician, and
his son’s first teacher, he was very cruel
and domineering, and drank, to the ruin
of his family., His wife, Beethoven’s
mother, was a young widow, Maria
Magdalena Kewerich, the daughter of a
master cook. As is always the case in
these circamstances, it was she who
lavished more than one person’s care and
attention on the little house in the Bonn-
gasse, and all in spite of constant ill health.
She had seven children, of whom only
three grew up.

Humble Home Life

Many birth-places of the world’s great
men have been mean and shabby dwellings.
Beethoven’s was no exception. Herriot,
in his Life and Times of Beethoven, says:
¢ Within sight of these splendours (the
Rheinish landscape), at a_ respectable
distance. from the Residenz, whose old
charms have been preserved in a coloured
engraving, how humble and even pitiable
is the poor home of the Beethoven family !
In the court behind the house on the
Bonngasse, not far from the market place,
three landmarks remain ; the very small
garden, several unassuming trees, one of
which has ashy bark; and a grass plot on
which to-day reposes the weather-beaten
bust of the Master, by Aronson. In this
damp hovel, without light, without air,
with only a garret window, under these
rough rafters, Ludwig van Beethoven was
born on the 16th of December, 1770.
A manger would have been less mean.”’

In 1889 the house was purchased by a
body of amateurs, and dedicated for ever
to Beethoven’s memory. Joachim, the
famous violinist, was the first president.
To-day, it forms a woriderful museum of
priceless manuscripts and other treasures,
and of even more valuable memories.
A constant stream of devout pilgrims pass
through it, paying their tribute to the man
who gave them, and the world, the most
wonderful music yet heard by mortal ears.

When Beethoven reached the age of
19, an event happened which was to pro-
foundly affect him and his mental and
spiritual development. In 1789 began the
French Revolution, in the course of which
Napoleon Bonaparte carried out his great
series of conquests. In the course of his
victorious campaigns, Bonn, together with
the whole of Germany and many other
lands, passed under his sway, and a French
form of government was imposed on the
conquered peoples. The effect that this
had on Beethoven’s music and personality
will be told in its proper place.

Unhappy Childhood

There are few children who really enjoy
their practice, at the best of times. The
drudgery of scales and exercises and the
“going over’’ of those difficult bits in

pieces, when we would rather be out playing
games or amusing ourselves in our own way,
are trying to all but the most gifted. What
must it have been like to voung Ludwig ?
Desperately poor and frequently cold and
hungry, and, above all, taught by a cruel
and hard father of whom he must have
been frightened, and whom he not un-
naturally disliked! We are told that his
father also taught him the violin, and read-
ing and writing and arithmetic. He went
to a poor school for a little Latin. Only the
character and will-power of a true genius
could have helped him through this terrible
childhood.

This mercenary and selfish father thought
that by keeping his little son hard at work,
he would become a second prodigy like
Mozart, and bring him the money which he,
the father, was incapable of earning himself.
He even went to the length of proclaiming
Ludwig to be two years younger than he
actually was! It was not until he was 40
that Beethoven, at considerable trouble
and cost, finally had the matter of his age
settled. Till then, he firmly believed he was
bornin 1772.

Early Studies

He played at a concert on March 26th,
1778. At the same time, his father’s health
failed, and he went to Pfeiffer for his
studies, and to Van den Eeden, organist to
the court chapel. Van den Eeden was
succeeded by Neefe in 1781, and it is
perhaps he who most helped Beethoven
with his musical studies as a child.

The family is believed to have met a good
friend about this time in Mr. Cressener, the
English Chargé d’Affaires, who assisted
them with four hundred florins. He died
in 1781, and young Ludwig wrote a funeral
cantata, which was performed, but no
score of it has ever been found. In the same
year be produced the first composition which
has come down to us—‘‘ Nine Variations on
Dressler’s March in C Minor.”’ It bears the
French inscription, ‘‘ composees par un jeune
amateur van Beethoven, dgé de dixz ans, 1780.”°

There is reason to believe that Ludwig
toured Holland in the winter of 1781-2,
accompanied by his mother, and that,
chiefly by playing at private houses, he
made some much-needed money. In 1782,
Neefe moved to Munster and left Beethoven,
aged eleven and a half, as regular deputy
at the chapel organ. There was no pay
attached to it, and there must have been a
good deal of worry and responsibility for
one so young. But it afforded him
invaluable experience and training, of
which he took the fullest advantage. Neefe
wrote : *‘ ... playing with force and finish,
reading well at sight, and, to sum up all,
playing the greater part of Bach's Well
Pempered Clavier, a feat which will be under-
stood by the initiated. This young genius
deserves some assistance that he may
travel. If he goes on as he has begun, he
will certainly become a second Mozart.”

Beethoven had a remarkable appearance
for a child, short, broad, stooping shoulders,
and large head. He must have looked a
little oddity at the Electoral Court in his
official costume of sea green dress coat,
flowered waistcoat, buckled breeches and
sword at his side !
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B.B.C. HANDBOOK
FOR 1941

First Complete Year of War-time
Broadcasting Reviewed

UBLISHED on March 6th, the B.B.C.
Handbook for 1941 carries on the
tradition of its predecessors. in the fullness
of its survey of a year’s broadcasting
activities, With the first complete year of
war-time broadcasting as its subject, the
handbook has plenty of interesting facts to
reveal about the B.B.C., both as a cheerful
entertainer in trying conditions and as a
‘ fourth arm >’ of the national offensive.

The many sections of the handbook are
almost all written by men who do the job
under review ; where the contributors are
not actually on the B.B.C. staff they are
men of eminence closely connected with
broadcasting activities in this country.
Mr. Harold Nicolson, M.P., Parliamentary
Secretary to the Ministry of Information, for
example, contributes an enlightened dis-
cussion on broadcast propaganda, and
Major Gladstone Murray, General Manager
of the Canadian Broadcasting Corporation,
tells the story of the successful co-operation
between the B.B.C. and the C.B.C. in pro-
viding programmes not only for Canada, but
for the whole North American continent.

The growth of broadcast news in foreign
languages since the beginning of the war
is specially stressed. Such broadcasts now
goout in 34 languages and occupy 145 hours
a week in 78 daily news bulletins. A large
staff of experts controls this intricate net-
work of programmes, many of which are
doing yeoman service in enemy-occupied
Europe.

Other sections of the handbook reveal
work done by the B.B.C. ‘‘ outside itself,”
that is to say, the great work of Listener
Research and that in which, through its
Monitoring Service, the B.B.C. becomes for
once a listener instead of a broadcaster.
It is .recorded that some two hundred
bulletins in 30 languages are listened to
and compiled every day in the daily moni-
toring report that has proved so useful to
the Services and to Government Depart-
ments.

Broadcasting at home has its full share
of space and the past year’s work of B.B.C.
departments under war-time conditions is
closely reviewed. The price of the hand-
book 18 2s. (28. 4d. post free) and it may
be obtained from the B.B.C. Publications
Department, The Grammar School, Scarle
Road, Wembley, Middlesex, or from any
bookstall.

A Dictionary of Metals
and Their Alloys

Edited by F. J, CAMM.

This book fs a handy and straight-
forward compilation of salient and useful
facts regarding all the known metals, and
nearly all the known commercial alloys.
Chapters are also included on polishing,
metnl spraying, rustproofing, metal colour-
ing, case-hardening and plating melals, as
well as numerous instructive tables.

The book costs Bs., or by post 5. 6d.,
and s obtainable from all booksellers or
the publishers :

GEORGE NEWNES, LTD, (Book Dept.),
- Tower House,-Southampton Street,
o London, W.C.2.

N R.AF. pilot, describing how a
bomber crew, when out on a raid,
depend on wireless, said: *“ We are

like a very small British colony, and it is
good to feel we are in touch with home.”’
He was speaking to the workers in a factory
which, before the war, turned out a
well-known make of wireless set, but which
is now entirely given over to the production
of radio equipment for aircraft.

Visits to factories by pilots and other
members of aircraft crews arranged by the
Ministry of Aircraft Production, are proving
of thé utmost value in stimulating the
workers. Many factory jobs are dull;
many, under conditions of mass production,
are so remote from the finished article as
to seem almost pointless. But now that
crews visit factories and factory workers
visit R.A.F. stations the workers in the
shops meet the flying men. They learn
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PILOT OWED LIFE TO RADIO

how vital to the R.A.F. is the humblest
job in the production of aircraft and of
aircraft equipment. At this particular
radio factory the visiting pilot was accom-
panied by two sergeants, one a wireless-
operator and the other an air gunner with
a newly-conferred D.F.M. Each had been
on many bombing raids. They spent the
morning and afternoon at the factory
going round the benches. In the lunch
hour they each briefly addvessed the
workers assembled in the factory canteen.
The wireless-operator was able to speak
technically about radio; the air gunner
described raids on Berlin and Milan ; and
the pilot—a Flying Officer—made it clear
that he owed his life to wireless. His
aircraft, badly shot about, was obliged to
come down in the sea; but an 8 O S had
already beensent out, and after 12 hoursin &
rubber boat he and his crew were rescued.

THIS

You can help your country and
yourselt at the same time it you do
your best, but you are not doing
your best it you waste time.

By becoming efficient in your
vocation you can give the best
service to your country and to
yourself. The more you increase
your earning power the better it is
for the country and for yourself
personally,

War or no war, earning power
always brings its possessor to the
front. It is no use waiting for
better times. The ideal opportunity
never arrivee. We have to make
the best of existing conditions.

Therefore, delay is useless: it is
worse, it is harmful.

If it is your desire to make
progress and establish yourself

WE GLIMB TO VICTORY

To achieve Victory we must be efficient—to be efficient
we must be trained.

YEAR B

in a ﬂ career, write to
us for particolars on W
subject which interests you, or
your career is undecided, write
and tell us of your likes and dis-
likes, and we will give you practical
advice as to_ the possibilities of 8
vocation and how to succeed in
it. You will be under no obliga-
tion whatever. It iz our pleasure
to help. We never take studenty
for courses unless we feel satisfied
they are suitable. Do not forget
that success is not the prerogative
of the brilliant. Qur experience |
of over thirty years proves that
the will to succeed achieves more
than  out- .

standing W
brilliancy.

BE YOUR
FATHER

EARNING POWER IS A SOUND INVESTMENT!

DO ANY OF THESE SUBJECTS INTEREST YOU ?
Engineering. All brsoctes. subi Produstion En

Accountancy Examinations

Advertising and Sales Management and ezaminati um; Pumping Machinery
Agriculture . General Edncation "Oominnniuﬁm

M.I. ¥ire E. Exams, @ Eng, Dept. Radio Service Engin
Applied Mechanios and Ventilating Road Making and Maintenance
Amy Certificates Industrial Chemistry falesmanship, 1.5.M.A,
Auctioneers and Estate Agents Institute of Housing Sanitation
Aviation Engineering Insurance chool Attendance Officer
Aviation Wireleas. 4 Joi Seoretazial Exams.
Banking Languages Sheet M Work
Blus Prints* Mathematios Shiph
Boilers . Matriculation Shorthand (Pitman's)
Book-kesping, and ota : Short Story Writing
B aod(alfn B)uiml Methods Miniog, all lt\':_li)]eisls . in Public

.8¢. (Eng.). Mining, Electrical Enginesring Siryctural Evginee:
Bailders' Quantities Motor Engineering ring
Building, ~Architectare and Clerk Motor Trade Teachers ot Handioratis

of Worl M 1 and County Engi leph: and
Cambridge Senior S8chool Certificate Naval Architecture Television
Civil Engineering . Novel Writing Transport Iost, Exams,
Civil Service Pattern Making Viewers, Gaugers, Inspectors
All Commercial Subjects Play Writing . Weights and Measures Inspector
Commercial Art Police, Special Courss Welding -
Common Prelim. EJ.E.B. T rs, College of Wireless Telegraphy and Telephony

and ‘*A “““‘ £in Press Tool Work ‘Wozks Managers

If wox do not seé your requiremenis above, write to s on any oubjcd Full particulars free.

STUDY AT HOME IN

YOUR SPARE TIME |

1F YOU ATTEND 10 THIS NOW IT MAY MAKE
A WONDERFUL DIFFERENCETO YOUR FUTURE

C ] PON_ch,-F""

JOURNALISM
Short Story, Novel and Play Writing

There is money and pleasure in Journalism and in
Story Writing.  No apprenticeship, no pupilage, no
examinations, no outfit necessary, riting for
newspapers, novels or pictures, is not a gift; it ia
& science that can be acquired by diligent applica-
tion and proper guidance, It is the most fascinating
way of making pastime profitable, Trained ability
only is required, we do the training by post, Let
us tell you about it.

Department of Literature No. 104

A O e v . .
Eg DEPT. 104, THE BENNETT

LLEGE, LTD., SHEFFIELD.

Please send me (free_of charge)
articulars of . .e v p0ee ross  out line which
Your private advice about does not apply.)

o os e res sresnseany T RYTTRTRN

“BLEASE "WRITE' IN' BLOCK LETTERS™
Name vevenioniininiiiieareennnnniens
Address woueniiiriniiiiiii e
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Replies to Queries

Theoretical Knowledge
‘T have been a keen radio enthusiast for
three years, and whilst I seem to have quite a
fair knowledge of the subject, I must confess
that I have not paid too much atiention to
the theoretical side of my hobby. I am hop-
ing to secure a position in one ol the radio
branches of the Services when I join, and I
am wondering whether my lack of theore-
tical knowledge is going to prove detri-
mental and whether I should make a belated
start to become familiar with such matters. I
understand that one receives extensive
instruction and training on joining ? ’—
P, B. (Earlsfleld).
OU are not alone in this matter. Many
amateurs are now regretting that they
did not give more time to the study of the
theory of radio. Although those accepted
for oné¢ of the radio branches of the Services
receive a thorough training in all matters
appertaining .to the particular work they
will undertake, it must be appreciated that
the man who has a reasonable theoretical
and practical knowledge stands the best
chance of passing the various examinations,
securing promotion and passing on to more
qdvanéecf) and, usually, more interesting
work. We would certainly advise all who
contemplate such activities to commence
brushing up their theory. Work right
through a good text-book and don’t skip
the fundamentals. Learn all the more
general furmule and undertake some calcu-
lations involving their application. Pay
attention to multi-valve circuits and see
that you are familiar with the purpose of
their individual parts or sections. A very
good hook to read is the “ Radio Training
Manual,” as advertised elsewhere in this
issue.

L.F. Coupling

T am anxious to build a small three- -

valve receiver capable of operating from a
low H.T. supply, which will be obtained from
a mains unit whose output is only 100 volts.
1 am naturally anxious to get the maximum
amplification from the L.F. stage, and as I
wish to obtain the best quality of reproduc-
tion I faneled using R.C. coupling, but am
doubtful about what value of load resistance
I shall be able to use, bearing in mind the
low H.T. voltage. I believe it is possible to
use an L.F. choke in place of the resistance.
If this is so, could you give me details of a
suitable component ? >—R. B. (Earlsdon).
IT is quite permissible to use a well-

designed L.F. choke in place of the usual
anode resistance, provided that the com-
ponent has a high inductance value, and a
low D.C. resistance.” Messrs. A. ¥. Bulgin,
of Abbey Road, Barking, Essex, can supply
a suitable model, and we would suggest
their L.F.34S, which has an inductance of
100 henries, at 10 mA, Its D.C. resistance
is 1,800 ohms, and at the full specified
current would only produce a voltage drop
of 18 volts.

Eliminators and Class B

‘1 am using a recciver which has a Class
B output stage, and as A.C. mains have
recently been installed in my home, I was
thinking of using an eliminator to dispense
with the dry H.T. battery. The set is most
satisfactory, and I do not wish to make
any modifications which are likely to impair
its efficiency. 1 mention this, as some little

PRACTICAL WIRELESS

doubt has been raised by a friend ol mine,
who tells me that it is not satisfactory to use
an ordinary eliminator with Class B circuits,
He could not explain why, so would you
please settle the point for me and teill me
what is the hest thing for me to do ? *—
T. H. K. {Knockholt).
OUR friend is quite right. Anordinary
eliminator embodies a certain amount
of resistance in its D.C. output circuit(s).
This usually takes the form of resistors,
plus the D.C. resistance of the smoothing
choke.
reduce the maximum voltage to lower
values, i.e., for tapping points, and as
the value of these resistors and that of the
voltages available at the tapping points
depend on the current flowing in the circuits,
it is usual for each eliminator to have definite
current output ratings, these heing fixed
by the designer and manufacturer. [f,
therefore, less or greater current is taken

RULES

We wish to draw the reader’s attention to the
fact that the Queries Service is intended only
for the solution of problems or difficulties
arising from the constraction of receivers
described in our pages, from articles appearing
in our pages, or on general wireless matters.
We regret that we cannot,for obvious reasons—

(1) Supply clrcuit dlagrams of complete
muiti-valve receivers.

(2) Suggest alterations or modifications of
receivers described in our contem-
poraries.

(3) Suggest alterations or modifications to
commercial receivers.

(4) Answer gueries over the telephone,

I (5) Grant interviews to querists.

A stamped, addressed envelope must be
enclosed for the reply. All sketches and
drawings which are sent to us shounld bear
the name and address of the sender.

Requests for Blueprints must not be enclosed
with queries as they are dealt with by a
separate department.

Send your queries to the Editor, PRACTICAL WIRELESS,

George Newnes, Ltd., Tower House Scuthampton Street,

Strand, London, W.C.2. The Coupon must be enclcsed

with every gqmery.

The former are incorporated to.
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of the smoothing choke in my A.C.-operated
four-valve receiver. 1 find, however, that
resuits are most unsatisfactory. The volume
is poor and 1 am no longer able to receive
many of the stations which I used to get at
good strength. 1am at a loss to know what is
wrong, as most of the circuits I study of A.C.
receivers use exactly the same method.
Can you help me ? *’—C, Y. (Ladywell).
AS vou have not stated the type of

rectifier used in the receiver or the
total current consumption, we can only
assume that the rectifier is of the 250 volt,
60 mA type, and that the current con-
sumption is in the neighbourhood of, say, 40
mA’s. If this is the case, then it is obvious
that the resistance of the speaker field would
produce such a high voltage drop that the
receiver would not receive the correct
operating potentials, With a field resistance
of 2,500 ohms and a current of 40 mA’s,
a voltage drop of 100 volts would result,
thus leaving only 150 volts for the circuit.
The best thing you can do is to use a separate
mains unit to energise the speaker field, or
replace the existing rectifier, ete., with one
having a higher output.

Midget Amplifier
‘“Y have been trying to find, in back
numbers of ¢ Practical Wireless,” the con-
structional details of a small battery-
operated amplifier, but so far I have been
unsuccessful, aithough I seem to remember
you publishing such information. What I
want is really a midget L.F. amplifier,
capable of giving comfortable L.S. results
from P.U. and/or my one-valver (S.W.).
I have not room, owing to the way I am
trying to arrange my gear, for a unit of
normal size ; therefore, if you can make
any suggestions or put me on to the right
issue of ° Practical Wireless,” I shall be
very grateful.”’—P, L. T. (Brighouse).
E imagine that you have in mind the
Midget Two-valve Amplifier we
described in our issue for June 10th, 1939.
This i a very compact unit, using standard
valves, and it is quite capable of giving the
output you require. Copies of the issue-—
at the time of this going to print—can be
?bta'ined from these offices price 4d. post
ree.

from the unit, the voltages at the various
points will rise or decrease above and below
the rated values. A Class B output stage
consumes very little anode current when it is
idle, that is, when no signalis being handled,
but, when signals are being reproduced,
it will be found that the anode current
varies over a very wide range according to
the intensity of the signal. On very loud
passages, for example, the cuyrrent might
soar up to, say, 30 mA’s, decreasing to
something in the neighbourhood of ten
mA’s for a softer passage and, perhaps,
right down to five mA’s when no signal is
coming through. This widely varying
current consumption would cause the output
voltage of an ordinary eliminator to
fluctnate in a most unsatisfactory manner,
therefore the eliminator circuit must be
modified in design, or one can use what is
known as a ‘* voltage regulator » across an
ordinary unit, provided it is capable of
delivering, say, 30 mA’s. These * voltage
regulators ’ are quite simple components,
and do not involve any complicated wiring,
Messrs. A, C. Cossor, of Highbury Grove,
London, N., can supply such items.

Energised Speaker

“T have secured a fine moving-coil
loudspeaker of the energised type. Its field
recistance is 2,500 ohms, and 1 was under the
impression that I could connect it in place

REPLIES IN BRIEF

i
The following replies to queries are given in !
abbreviated form either because of non-compliance
with our rules, or because the point raised is not !
of general interest.

G. C. (Cambridge). A pre-H.F. stage would improve
matters. On the higher frequencies a band-spreader
i3 really essential. A.V.C. would not be effective
unless two H.F. stages, at least,  are employed.

L. 8. (Newcastle). If reaction is too fierce, try lower
anode voltage, increase the value of the anode by-pass
condenser and/or remove one or two turns from the
reaction winding.

H. H. (Swanage). The details are too brief. We
eannot determine the source of the trouble from the
name of the set. Details of the symptoms are essential
to guide us.

§. H. (Southampton). No, we have not published a
blu¢print showing the construction of any apparatus
similar to that which you mention. Regret we canuot
help in this instance.

. A. (Bushey). All issues relating to the set in
guestion are now out of print. The coil is quite
satisfactory for ordinary broadcast reception.

. E, F. (Boscombe). The reaction condenser appears
to be at fault. Check detector circuit for correet
operating potentials. You cannsethe L.F. transformer

ment joned.

G. B. (Perak). The =xcale of the meter can be
increased by adding shant resistances. The value of
these will depewd on the internal resistance of the

meter and the number of times you wish to increase
seale reading.

The coupon on page 268 must be -
attached to every query
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"MORE B.B.C. BROADCASTS
TO EUROPE

HE addition to the B.B.C.’s European
Service of the morning news bulletin
in Turkish, which started on March 2nd,
marks a further extension in broadcasts
from this country to the continent. The
new schedule of transmissions to Europe
introduced on February 16th showed great
increases in both the length and number of
daily broadcasts in European languages.
Broadcasts in French are now an hour
Jonger than hitherto, as is also the case with
the GGerman transmissions. Half an hour
has been added to programmes in Italian.
Czechoslovakia, Hungary, Rumania, Spain,
Bulgaria, Finland, Denmark, Portugal,
Sweden and Norway, are all receiving
longer broadcasts than hitherto.

The B.B.C. mobile recording unit has
done much recently to bring to listeners
in  Allied© countries right-from-the-spot
radie pictures of what their troops and
representatives are doing over here. Czech
and Belgian Army camps ‘‘ somewhere in
Britain >’ have been the subject of feature
programmes, and recordings have been
made of such incidents as the decoration of
(General Sikorsky by President Benes, and
a reception to members of the Allied Forces
recently given by the Netherlands Defence
Ministry.

The new French programme now being
transmitted in the B.B.C. European service
at 17.30 G.M.T. each day is packed with
variety. News flashes, topical talks, an
‘“ American Commentary’’ in French,
songs, music and news of the Free French
soldiers in Africa are among its contents.

-l -

PROBLEM No. 419

OHNSOXN had spent a lot of time hotting-
up his straight three-valver. He paid
a good deal of attention to the reaction circuit,
and finaity reached the state when the maximum
sensitivity was being obtained, the adjustment
of the reaction control being quite delicate.
He used the normal differential condenser
control, the cond T being ¢ ted across
the reaction coil, one side of which was earthed,
and the moving vanes joined to the detector
anode in the usual manner. -One day, however,
the set developed the fault of oscillating
furiously as soon as the control was turned
up. On investigation, the only fault he could
find was associated with the coil. What
was the fault and why did it cause the trouble
mentioned ?

Three books will be awarded to the first
three correct solutions opened. Entries must
be addressed to The Editor, PRACTICAL
WIRELESS, George Newnes, Ltd., Tower
House, Southampton Street, Strand, London,
W.C.2. Envelopes must be marked Problem
No. 419 in the top left-hand corner and be
posted to reach this office not later than the
first post on Monday, April 14th, 1941,

Solution to Problem No. 418

When Hawkings connected the condenser between
anode of detector and grid of output valw, he proved
that signals were not reaching the grid via the coupling
‘transfofmer and/or the condenser by the{fact that he
obtained signals when he connected the two valves
by means of the test condenser.

The fact that the signals were distorted and the
current consumption high, when he used the test
‘¢condenser connection, indicated that the grid of the
‘output valve was not receiving its negative bias. He
found, therefore, that the trouble was due to a defec-
tive secondary winding on the L.I. transformer.

The ifollowing three readera successfully solved
Problem No. 417, and books have accordingly been
forwarded to th(‘m L. A. C. Slark, ¢/o Little Downham
Post Office, Nr. Ely, Cambs.; J. Haseldine, 22,
Lostock Avenue, Bewsey, Warrington, Lancs; J. G.
Bethell, 41, Willoughby Road, Wallasey, Cheshire,

Install an extra speaker.

Give

faithful

dreary hours.
demonstration NOW.

Cabinet models from 21/6
Chassis models from 19/3

her
WHILE SHE WORKS’

Your wife may be alone for a good part of the day
—in times like these loneliness is not good for her.
Why not bring to her side while she works the
cheery company of
radio entertain-

ment ! If your
set is in the living-
room—and your

wife spends a good
deal of time in the
kitchen—she needs a Stentorian
Extension Speaker. Its superbly
reproduction of her favourite
programmes will lighten many otherwise
Ask your dealer for a

‘MUSIC

Literature on application.

Stentorian

THE PERFECT EXTRA SPEAKER FOR ANY SET
WHITELEY ELECTRICAL RADIO CO., LTD.,, MANSFIELD, NOTTS.

R.A.F.
Wants Radio
Mechanics

The Air Minister announced recently that he

wants radio mechanics. Recruits selectedare

given the rank of Leading-Aircraftman and

paid at the rate of 5/6 a day. This is a great

opportunity 2nd here is a book that will help
you gain the knowledge required.

RADIO
TRAINING
MANUAL

For the Services and the Trade
Edited by F. J. CAMM

The contents deal with Radio as a career,
Radio in the Forces, Production Servicing,
Laboratory, etc., an Qutline of Prospects,
Electrical Units Explained, Radio Formulze
Simplified, Principles of Receiver Design,
2 Guide to Servicing, etc. Fully Hlustrated
with Circuit Diagrams, Tables and Formulae.

5,- NET
(By post 5/6)

Of all Beoksellers, or by post from GEORGE
NEWNES, LTD. (Book Dept.), Tower House,
Southampton Street, London, W.C.2

IT IS EASY—

to learn MORSE CODE
the Candier way!

Here is a scientific system of code instruction,
developed over many years of practical
teaching experience, that is world-famous.
Candler students are correctly taught right
from the start, with the proper fundamentals,
so that their progress is truly amazing.

With this system you learn to read code by
sound, just as you read print by sight. Ina
few weeks’ time you will accomplish far
more than with months of undirected prac-
tice.

Literally thousands of high-speed commercial
and amateur telegraphists owe their remark-
able proficiency to Candler Training.

There are courses for beginners and also
for those who desire to increase their
w.p.m. speeds.

In the * BOOK OF FACTS," which will be sent FREE on

request, full information is given concerning the subjects
covered by all Candier Courses.

Terms : cash or monthly payments.

COUPON-—=—memm—a— e ————

Please send me a Free Copy of Condler ‘‘ Book of
Focts.”

Post Coupon in ld. unsealed envelape to
CANDLER SYSTEM CO. (Room 5L.0.), 12},
Kingsway, London, W.C.

Candler System Co., Asheville, North Carohna, US.A.
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The “ Fluxite Quins” at Work.

A
R
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Ol’s having a nightmare. *I'll bet,”
Cried EE, * it’s those pickles he ate.”
But OI heard in his dreams,
“ Give me FLUXITE —and screams
From a frustrated radio set.

See that FLUXITE is always
by you—in the house—garage—
workshop—wherever speedy
soldering is needed. Used for 30
years in government works and
by leading engineers and manu-
facturers. Of lronmongers—in
tins, 4d., 8d., 1/4 and 2/8.

Ask to see the FLUXITE

SMALL-SPACE SOLDERING

SET—compact but substantial

—complete with full instruc-
tions, 716.

TO CYCLISTS ! Your wheels
will NOT keep round and true,
unless the spokes are tied with
fine wire at the crossings AND
SOLDERED. This makes a much |
stronger wheel, It’s simple—with
FLUXITE—but IMPORTANT

The FLUXITE GUN is always

ready to put Fluxite on the

soldering job instantly. A little

pressure places the right quan-

tity on the right spot and one

charging lasts for ages. Price
U6, or filled 216.

Write for Free Book on the art
of ‘‘soft’ soldering and ask
for leaflet on CASE-HARDEN-
ING STEEL, and TEMPERING
TOOLS with FLUXITE.

FLUXITE LTD. (Dept. W.P),
BERMONDSEY ST.. S.E.L

FLUXITE

SIMPLIFIES ALL SOLDERING

May, 1941
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BLUEPRINT SERVICE

PRACTICAL WIREI.ESS No. of

Date of Issue Blueprin
. CRYSTAL SETS
Blueprints, 8d. each.

1937 Crystal Receiver ,, — PW71
The * Junior ”’ Crystal Set 27.8.98 PWo4
STRAIGHT SETS. Bat Operated.

One-valve : Blusprints, 1s. each M,
All-Wave Unipen (Pentode) . — PW3iA
Beginners’ One-va ver 19.2.38 PW85
The * Pyramid One- valver (HF
Pen) . 27.8.383 PW93
Two-valve : Blueprint n
The Signet Two (D & LF) 24,9.38 PW76
Three-valve : Blueprints, 1s. each.
Selectone Batter) Three (D 2LF
(Trans)) . —_ PW10
Sixty Shnlhng Three (D 2 L .
(RC & Trans)) .. .. —_ PW34A
Leader Three (8G, D, Pow) . — PW35
Summit Three (HF Peu, Pen) — Pwar
All Pentode Three (HF Pen D
(Pen), Pen) . .. 20.5.37 PwW3g
Hall-Mark Three (S(, D, I’ow) .e — PwWil
Hall-Mark Cadet (D, LF, Pen(RC)) 16.3.35 PW4s
¥. J. Camm’s Silver Souvenir (HF
Pen, D (Pen), Pen) (All-Wave
Three) . 13.4.35 PW49
Cameo M.ldget Three (D 2 LE
(Irans)) .. —_ PW51
1936 Sonotone Three Four (HF
Pen, HF Pen, Westector, Pen) —_ PW53
Battery All-'Wave Three (D 2LF
(RC)) —_ PW55
The Monitor (HF Pen, D Pen) — PW01
The Futor Three (HF Pen, D, Pen) R PWG2
The Centaur Three (3G, D, P) .. — PWe4
¥. J. Camm's Record All-Wave
Three (HF Pen, D, Pen) 81.10.36 PW6H
The “ Colt” All-Wave Three (D
2 LF (RC & Trang)) . 18.2.39 PW72
The * Rapide > Straight. 8 (D
2 LF (RC & Trans)) 4.12.37 PWa2
J. Camm’s Oracle All-Wave
“Three (HF, Det., Pen) . 28,8.37 PW78
1038 * Triband " All-Wave Thres
(HF Pen, D, Pen) 22.1.38 PWs1
F. J. Camm’s “ Sprite * Three
(HF Pen, D, Tet) 26.3.38 PWs7
The * Hurricane " All-Wave Three
(SG D (Pen), Pen) . 30.4.38 PWS9
J. Camm’s * Push-Button *
'I‘hree (HF Pen, D (Pen), Tet) 8.9.33 PW92
. Four-vaive : Blueprints, 15. each,
Sonotone Four (8G, D, LF, P) .. 1.5.37 PWi
Y¥ury Four (2 8G, D, en) —_ PW11
Beta Universal Four (8G, D, LF
Cl. B) — PW17
Nucleon Clnss B ‘Four’ (SG D
(8G), LF, Cl. B) —_ PW34B
Fury Four Super (8@, SG D Pen) -— PW34C
Battery Hall-Mark 4 (H Pen,
D, Push-Pull) — PW46
F. J camm’s “ lelt " Al-Wave
Four (HF Pen, D, LF, P) 26.9.36 PW6T
“ Acme All-Wave 4 (HF Pen, D
(Pen), LF, Cl. B) 12.2.38 PWs3
The * Admxral * Four (HI‘ Pen,
HF Pen, D, Pen (RC)) 3.9.38 PWoo
Mains Operated.
Two-valve : Blueprints, 1s. each.
A.C. Twin (D (ren), Pen) .s —_ PwWis
A.C.-D.C. Two (8G, Pow) _— Pw3l
Selectone AC. Radlogram Two
(D, P . —_ PW19
Thm-vnlvo Ilunmnh h ucll
Double-Diode-Triode Three (HF
Pen, DDT, Pen) . —_ PW23
D.C. Ace (3G, D, Pen) .. — PW25
A.C. Three (SG, D, Pen) — PW29
A.C. Leader (HF Pen, Pow) 7.1.39 PW35C
D.C. Premier (HF Pen, D Pen) —_ PW35B
Unique (HF Pen, D (Pen), Pen). . — PW36A
Armada Mains Three (HF Pen, D,
Pen) .. . .. .o _— PW33
F.J. Camm’s A.C. All-Wave Silver
Souvenir Three (HF Pen, D, Pen) — PW50
“ All-Wave” A.C. Three (D, 2
LF (RC)).. - PW354
A.C. 1936 Sonotone (HF Pen HF
Pen, Westector, Pen) — PW36
Mains Record All-Wave ‘3 (HF
Pen, D, Pen) .. . - PW70
Four-valve : Blusprints, 1:. uch.
A.C. Fury Four (SG, 8G, D, Pen) - PW20
A.C. Fury Four Super (3G, 8G, D,
Pen) .. . . .. — PW34D
A.C. Hall:Mark (HF DIen, D,
Push-Pull) L - PWi5
Universal Hall-Mark (HF Pen D
Pusgh-Puli) .. — PW4T
SUPERHETS.
Battery Sets : Blueprints, 13, each.
£5 Superhet (Three-valve) .. 5.6.37 PW40
F. J. Camm’s 2-valve Superhet .. — PWs2

(Continued on facing page)

This book Is meant

T
|

Elementary Handbook for

Wireless Operators

By W. E. CROOK

Here is the latest book bv Crook, author
of WIRELESS TELEGRAPHY and
ELECTRICITY IN AIRCRAFT. His
new book cannot be ignored by any future
aircraft radio operator. It is precisely
what he needs to assist him during his
training, to supplenent his official instruc-
tion, and will provide a firm groundwork
on which to build his knowledge. At least
one diagram on almost every page!
Demand is  very heavy, so order your
copy right away! Only 4/- net. .

THE SUPERHETERODYNE RECEIVER
By Alfred T. Witts, AM.LEE. * Gives
all the information necessary for a com-
plete understanding of the Superheter-
odyne Receiver.'—Prqctical Wireless.
Yourth edition. 4/6 net.

RADIO UPKEEP AND REPAIRS
By Alfred T. Witts. In its Fourth Edition,
which speaks volumes. Recognised as
one of the leading introductory books.
Well illustrated. 6/- net.

INTRODUCING RADIO RECEIVER
SERVICING

By E. M. Squire. This book is one of the
best on receiver servicing. It is handy and
concise, and gives readers a sound know-
ledge of receiver operation and equipment
without unnecessary theoretical ({rills,
8/- net.

PITMAN, Parker St., KINGSWAY, W.C.2

BECOME A
DRAUGHTSMAN

or Radio Service Engineer

Men and youths
urgently wanted for
> occupa-
as draughts-
men in  Electrical,
Mechanical, Aero-
nautical, Structural,
and other Branches
of Engineering.
LExcellent opportu-
nities also for keen men to take up
Radio Service work or to enter the
R.AL, as Pilot or Wireless Mechanic.
Practical experience is unnecessary for
those who are willing to learn—our
Guaranteed ‘‘ Home study '’ courses
will get you in. ‘

FREE GUIDE.—The FREE 194t
GUIDE contains 124 pages of in-
formation of the greatest importance
to those seeking entry or advancement
in Engineering. It gives full details
of salaries, openings and prospects in
Draughtsmanship, together with par-
ticulars of our special rapid courses

and Employment  Service and
remarkable Guarantee of
SUCGESS—OR NO FEE
Other Courses  described: A.M.L.Mech.E.,
AM. AF.R.AeS., AM.LE.E., etc.

Write now for your FREL copy of this

vemarkable publication. It may well

prove to be the turning point in your
career.

NATIONAL INSTITUTE OF ENGINEERING

(Dept. 426), 148, HOLBORN, LONDON, E.C.1
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RADIO SERVICE MAN,
DEALER AND OWNER

The man whe enrolls for an 1. C. S. Radio
Course learns radio thoroughly, com-
pletely, practically., When he earns his
diploma, he will- KNOW radio. We are
not, content merely to teach the prin-
:lples of radio, we want to show our
students how to apply that training in
practical, every-dey, radio service work.
We train them to be successful!

INTERNATIONAL CORRESPONDENCE SCHOOLS

Dept. 94A, International Buildings,
Kingsway, London, W.C.2.
Please explain fully about your Imstruction in

the subject marked X.
Complete Radio Engineering -
Radio Service Engineers
Elementary Radie
Telovision
If you wish to pass a Radio examination,
indicate it below.
Inst. of Wireless Tnhnology
P.M.G. Certificate for Wireless Operators
Provisional Certificate in Radio 'I'olopluny and
Telegraphy for Aircraft
City and Guilds Telecommunications

el Age. ...

(Use penny stamp on nnullell envelope)

AYLO ETE

| 32 RANGE

" The set testing_
- functions of this pre-

. essential

- General

Model 90,

* operating mstructuns

" (6)' A.C. Volts 0-2.5 up to 1,000
< 0-1 mA. up to 2.5 amps.

UNIVERSAL METER

Sensitivity [,000 ohms per volt. A.C. and D.C.

instrument 3¢
all  ranges

for carry-§
ing out accurate elecs
trical measurements
for Radio and
test work.

PRICE

£9.9.0

(No purchase tax
payable)
Complete "with feads,
test prods and. j’gl-

prehenswe bool

cision
covers

Delivery at present
ex-stock.

STUDY THESE FEATURES :

METER. 43" square type Taylor moving coil meter.
Sensitivity  of 900 microamps. SCALES. The large
dial has 3 clearly marked scales for measurements of
Resistance, A.C. and D.C. volts, A.C. volts and amps.
RANGES. The 32 ranges include :—(7) D.C. Volts
0-0.25 up to 1,000. (6) Output Volts 0-2.5 up to 1,000,
(5) D.C. Current
(4) Resistance from | ohm to

10 megohms. (4) A.C. Current 0-1 mA, up to2 S amps.
SOCKETS. There are 4 on the front panel, ‘' Common,’

2t Test, ' **1,000v.” -and ‘* Qutput.”

Model 95, 17 Range D.C. Meter... . £7-17-6

Techknical Brochure free on request.
BRITISH MADE. GUARANTEED 6 MONTHS.

Electrical Instruments Ltd.
4|9-422 Montrose Avenue,
. QUGH, Bucks.

Telephone Slough 2138I.

PRACTICAL WIRELESS

These Blueprints are drawn full size,

Copies of appropriate issues containing cescrip-
tions of these sets can in some cases be supplied
at the following prices which are additional to fhe
cost of the Blueprint. A dash before the Blueprint
Number indicates that the issue is out of print.

Practical Wirceless (issues dated prior to June

st, 1940). 4d. Post Paid
Issues dated June 1st to
July 27th, 1840, 5d. Post Paid
(Issues dated September, 1940
and after) 7d. Post Patd

Amateur Wireless e Ad, vy, .

Wireless Magazine 14

The index letters which precede the Blueprmt
Number indicate the periodical in which the des-
cription appears : Thu8 P.W. refers to PRACTICAL
WIRELESS, AW. to Amateur Wieless, WM. to
Wireless Magazine.

Send (preferably) a postal order to cover the cost
of the blueprint, and the issue (stamps over 6d.
unacceptable) to PRACTICAL WIRELESS Blueprint
Dept., George Newnes, Ltd., Tower House, South-

amptqg Street, Strand, W.C.2.

<
SUPERHETS —conlinied.
Mains Sefs : Blueprints, 1s. each.

A.C. £5 Superhet (Three-valve) .. — PWi3
D.C. £5 Superhet (Three-valve) .. — Pwiz2
Universal £5 Superhet (Three
valve) . .- —_ PWyyg
F.J. Camm’s A.C. Suporhm 4 — PW3sy
F. J. Camm’s Universal £4 Super-
het. 4 .. PWeo
* Qualitone » Universal Your .. — PW7T3
;ou}r-\]r{alv: : Do]u;ble-sideg Biuleprinl, 1s. €d.
| Push Button 4, Battery Model ., ), NG
Push Dutton £ A.C. Mains Moaei J2210.38  PWs
SHORT-WAVE SETS. Battery Operated.
One-valve : Biueprint, 1s.
Simple 8. W. One-valver . . 23.12.39 PWss
Twe-valve : Blueprints, 1s. sach.
Midget Short-wave Two (D, Pen) —_ PW384A
The ‘“Fleet” Short-wave Two
(D (HF Pen), Pen) 27.8.38 PWo1
Three-vaive : Blueprints, 1s. each.
Experimenter’s Short-wave Three
(8G, D, Pow) —_ PW30A
The Prefect 8 (D 2 LF (RC and
Trang)) .. — PWe63
The Band- Spread 8.W.  Three
(HF Pen, D (Pen), Pen) .. — PWgs
PORTABLES.
Three-vaive : Blu;‘rints, 1s. each.
F. J. Camm’s ELF Three-valve
Portable (HF Pen, D, Pen) - PW65
Parvo Flyweight Mldget Portable
(8G, D, Pen) .. . 3.6.39 PWi7
Four-valve : Bluopmll, Is.
“Imp” Portable 4 (D, LF, LF
(Pen)) .. . . . - PW86
MISCELLANEOUS.
Blueprint, 1s.
8.W. Converter-Adapter (1 valve) — PW48A

AMATEUR WIREI.ESSSANB VgITIQELEss MAGAZINE
Blueprints, 6d. each. .

Four-station Crystal Set ., .. 28.7.88 AW427
1934 Crystal Set .. .. .. — AW44de
150-mile Crystal Set .o — AW450

STRAIGHT S8ETS,

Battery Operated.
One-valve : Blueprint, 1.

B.B.C. Special One-valvéy . _ AW387
Two-valve : Bluoprin‘s 5. each.
Melody Ranger Two (D, Trans ) —_ AW388
Full-volume Two (8G det, Pen) . — AW392
Lucerne Minor (D, Pen) ,. .. — AW426
A Modern Two-valver .. - WM409
Three-valve : Blueprints, 1s, elch
£5 B8, 8.G. 3(8G, D, Trans) .. - AW412
Lucernc Ranger (SG D, Trans) . — AW422
£5 5s. Three: De Luxe Verslon

(8G, D, Trans) . 19.5.34 AW435
Lucerne Straxght. “Three (D RC

Trans) .. AW437
Transportable Three (SG D Pen) - WM27]
Simple-Tune Three (SG, D Pvn) June'33  WM327
Economy-Pentode Three (SG,

Pen) .. .. .. o Oct.’33  WM337
“W.M.” 1931 Standard Threc

(8G, D, Pen) .. .. .. _— WM351
£3 3s. Three (8G, D, Trans) Mar. '8¢  WM354
1935 £6 6s. Battcry Three (SG

D, Pen . — WAM371
PI‘P Thrce (I’en, D, Pen) ve — WM389
Certainty Three (8G, D, Pen) WM303
Minitube Three (SG, D, lrana) Ocl .}5 WM306
All-Wave Wmml.g ’Ihroc (SG D

Pen) .. . — WM40n
Four-vaive : Bluepnnts.u. 6d. each.
658, Four (\G 13, RC, Frans) — AW370
2HI our (2 SG, D, Pen) ‘. — AWi21
Self-contained Four (3G, D, LF,

Class B) | Aug.’33.  WA331
Lum'mt' Stralghb "Four (SG D

LI, 'I'rans) WM350 |
£5 5s. Battery Four. (HF, D 2 Ll*)l‘eb ’35 WNM381
The H.K. Four (8G, SG, D, Pen) —_ WM334
The Auto Straight Four (HI' Pen,

HY¥ Pen, DDT, Pen) .. . Apr.’36 W04

.

FUSES

and

HOLDERS

NATIONAL
EFFORT

IN these times, in many
directions, needless to
say, we are directing our
main efforts and supplies
towards the requirements
of the Government Services,

However, some supplies ol
are still avail

for Radio Servicing, but
should delays occur we know
our friends will appreciate
the difficulties which at
present arise from day to
day.

We would point out that
delays can be minimised and
often avoided if alternatives
are, wherever possible, speci-
fied when ordering.

Prices are being kept as low
as possible despite increased
costs in every direction.
Meanwhile you still have the
best and largest range of
radio products in the United
Kingdom to choose from

THANKYOU!

A Selection of
'FUSEHOLDERS

Baseboard Fuseholder—
(Single)
List No. F.27 6d.

Paseboard Faseholder—
{Double)
List No. F.26 9d.

ccumulator or Flex-Wire
Fuseholders
List No. F.10 1/3

Baseboard Fuseholder—
(Friple)
List No. F.50 1/3

Baseboard Single Fuseholder

List No. F.12 1/3

Panel Mounting Single Fuse-
holder

List No. ¥.24 2/3

Baseboard Twin Fuseholder
List No. F.11 2/3

Safety Twin Model with

cover
List No. F.14 2/8
bafety Twin Main Fuse-

holder
List No. F.19 3/-

ALL PRICES SUBJECT
+163% War Increase,

FOR ALL RADIO

COMPONENTS

Advert. of A. F. BULGIN & CO., LTD,,
’ BY-PASS ROAD, BARKING.

Tele : RiPpleway 3474 (4 lines).
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Classified Advertisements

ADVERTISEMENTS are accepted for these columns
at the rate of 2d. per word (minimum charge 2/-
each paragraph). Al advertisements must be
prepaid,

EACH paragraph will commence with the first word
printed in bold face capitals, Additional words in
bold face capitals are charged at 4d. per word:~

ALL communications should be addressed to the
Advertisement Mnnaver * Practical Wireless,” Tower
House, Soutlmmpton Strect London, WC2

CABINETS

A CABINET for every radio purpose. Surplus cabinets
(undrilled) from noted makers. We have hundreds in
stock (ho eatalogues). Send measurements of chassis,
cte., and say what kind of cabinet required. Stamnp
for reply. Inspection invited.

H. L. SMITH AND €O, LTD., 280,
W.2, Tel.: Pad. 5891,

Edgware Road,

May, 1941

RADIO CHASSIS WANTED

RECEIVERS AND COMPONENTS

ARMSTRONG COMPANY regret owing to Govern-
ment requirements various components necessary for
servicing Radio receivers are becoming more difficult
to abtain and as we are .anxious not to disappoint
users of our chassis, we are making an appeal to our
old eustomers. who, through joining the Services
or for auy other reason, have an Armstrong chassis
for disposal, to get into communication with us,
when we shall be pleased to make a fair ¢ash offer for
same,

The Models particularly reguired are AWI25PP,
N810, AWO3PP, 3NBP/T, 3NWT, AW38, AWIW/T,
YE73, RPO4, AWI04PP, AW3PE, 3WT/PB. These-
models vary in age up to 4 years, but a few older
chagsis will be considered. It is not necessary for them
to be in working order but it is essential for the majority
of the mechanical parts to be in good or(ler, g0 that
they can be made use of for service work

ARMSTRONG MANUFACTURING GOIPANY
Warlters Road, Hollowny. London, N.7.
'Phons : NORth 3213.

COMPONENTS FOR SALE

MOVING COIL rebuiit multi-meters, 5H3in. seale.
Ranges 0-5, 0-50. 0-250, 0-500 m.a. and 0-10, 0-100,
0-250, 0- 500 volts, Only a few left unsold. 50/- post.
free.—W. J. Canty and Sons, 94, Braemar Avenue,
Sanderstead, Surrey,

LOUDSPEAKER REPAIRS

LOUDSPEAKER repairs,
make, 24-hour service,
speakers, Pulteney Terrace,
Tondon, N.1.

MISCELLANEOUS

AUDIO Output at Radio Frequency. Douhle-detector
cirenits.  Revolutionary Detection theory; system
cireuits ;  practical experiments, 2s, post free.—
1’Arcy Ford. Gandy Street, Exeter.

RADIO S8OCIETY OF GREAT BRITAIN cxtends cordial
invitation to all keen Amateurs to join. Reduced
war- time sulw(rlphonﬂ Send 1s, for current issue

I & R. Bulletin” and details,—16, Ashridge
N.13.

British, American, any
moderate prices,—Sinclair
Copenhagen Street,

CGiardens, London,

MORSE EQUIPMENT

FULL range of Transmitting Keys, practice sets and
other equipment for Morse training,—Webb’s Radio,
14, Soho Street, Tondon, W.1. *Phone : GERrard 2089,

MORSE TRAINING

FREE. ‘' Book of Facts,” tells you all about The
(‘andler System of Code tmmmg Courses for Begin-
ners and  Operators.—Write: Candler System Co.
(LO), 121, Kingsway, London, W.C.2.

NEW LOUDSPEAKERS

3,000 Speakers, P.M. and energised 4in. to 14in., in-
ciuding  several  Lpoch 18in,—Sinclair Speakers,
Pulteney Terrace. Copenhagen Street, London, N.1.

PUBLIC APPOINTMENTS

MINISTRY OF AHRCRAFT PRODUCTION.
EXAMINERS REQUIRED IN THE

(a) GENERAL ENGINEERING,
(b) RADIO-ELECTRICAL,
and (¢) INSTRUMENT BRANCHES

OF THE AERONAUTICAL INSPECTION DIREC-
TORATE.

All candidates must haveliad good generaleducation,
be able to read drawings. understand specifications,
use micrometers and other measuring instruments,
and have either:

(a) practical experience in an engineering works
with, if possible, elementary knowledge of
materials testing, or

(b} good knowledge and experience of radio or
electrical engineering, or

(¢) knowledge of physics and training in light engi-
neering or instrument making audjor optical
instruments.

Normal age limits 23-60.

Candidates require to undergo special trainingin
Inspection for period not exceeding three months.
during which pay will be £3 10s. 0d. weekly plus Civil
Service bonus 5s. weskly, plus allowance of £1 5s. Od.
weekly to married men ll\ing outside training area.

Salary on satisfactory completion of training £27
per annum for candidates age 24 and over, slight
redoction under 24 years,

Overtime payable,

For further particulars and application form, send
postcard only to:—

Ministry of Labour and National Service,

Box No. 171, Head Post Office,
Small Street, Bristol.

RADIO MAP AND GLOBE

WEBBS'S Radio Map of the World enables you to
locate any station heard, Size 40” by 30” 2 colour heavy
Art Paper, 14/6, post 6d. Limited supply on Linen, 10/6,
post 6d. WEBB'S Radio Globe—superb 12”7 full-
colour model. Radio prefixes, zones, etc. Heavyoxy-
dised mount., Post paid. 27/6.—Webl’s Radio, 14,
soho Street, London, W.1. ’Phone: GERrard 2089.

READERS’ BARGAINS

A.C. ELIMINATORS, as new, 20s. ;
30s.; carriage free.—12,
on-Tyne, 5.

RECEIVERS AND COMPONENTS

COULPHONE Radio, New Longton, Preston. Prompt
personal service, Brand new goods only. Cosmocord
Crystal Pickups. Tungsram Valves, British and Ameri-
can types. Guaranteed American Valves, 6/9 to 8/6,
including Octal and Bantam types. 84 8-mfd. 500v.
electrolytics (4 leads), 4/3. 8 mfd. 500v., 2/6. 50 mfd.
50v., 2/6 Dubilier and ¥rie 1-watt resistors, all
standard values, 5/6 doz. Latest type 10” Rola P.M.
speakers with power-pentode transformers, 22/6.
8" (toodmans P.M. speakers with transformer (Model
(/810), 17/6. Stamp for 1941 Spring List.

with trickle charger,
Yewcroft Avenune, Newcastle-

FRED'S RADIO CABIN

5, mwin‘ion Butts, 8.E.11. ’'Phous : Rodney 2180,

T 8POT FOR KEEN BARGAINS.
MORE MONEY-SAVING BARGAINS FROM THE
GAIIN. SUPPLIES ARE GETTING DIFFICULT. LAY

A FEW SPARES WHILE THE QOING’S @00D.
VOLUM! CONTROLS. Previous stocks completely
sold out. A new supply now available—rather better
quality. We offer these with every confidence; 12
assorted, some with switches various values. 1deal for
servldmz, etc. Same price as before, although a better
line, 3/- per doz.
MILLGATE 2- -speed geared dials in smart brown
bakelite moulding. Listed at 3/- In unopened boxes,
brand new, our price, 1/3 each
BLACK milled knobs, standard 1" spindle, improves
the ag{}eatance of your set, 8d. each.
REMOTE CONTROLS. 12 stud variable speaker
volume controls. An unusual line, seldom available.
In beautiful rosewood moulded bakellte complete
with knob. Two sockets for plugs and two- pln output.
Square shaped. Also round pattern in brown bakelite
wlth large milled knob, on-off and seven positions with
engraved markings 1-7. These are brand new from
famous relay comfany Will suit any type of moving
coil speaker—and serve other useful purposes, 1/-
each. Special low price for quantities of 25 or more.
MINIATURE Bayonet bulb holders Brand new, well
made in brass. Wall i n% ?'pe clear, 6d. each.
T.C.C. BLOCK ELECTROLYTIC CONDENSERS. Sal-
vage stock at real bargain prices. Serve many useful
purposes. Assorted, 84842, 24842, 1248, and
many other values. In seme cases one section of the
block is dead, .but these have been cut out. 7/6 doz.
(6 supplied for 4/-). N.B.—A special low price will
be quoted for quantities. ‘We offered these last month
and they are nearly all gone—only half-a-gross left.
First orders secure.
COJL-FORMERS.
at 4d. each.
at 1/6 doz.
ASSORTED COIL-FORMERS, These are ideal for
ex perimenters wishing to buxld up their own coils,
/8 per dozen.
TRANSFORMERS. Another useful line for experi-
menters and handymen. "These are burnt-out re]etts
and lf stripped prov1de perfect laminations. 4” by 3§”

by 17, 1/8 each,

FERRANTI tubular condensers. 1 mfd. 500 volt
d.c. test. Absolutely brand new in maker’s original
wrappings, 6d. each.

TRIMMERS. e have just one dozen push-button
trimmers, seven on strip, to clear, 1/6 each.
MICROPHONE Buttons. Ab‘zo]utely ﬂrst quality ;
no junk; to clear, 2/6 each.

MICA Condensers, small type; assorted;
values ; ideal for servicemen, 1/6 yer dozen.
CONDENSERS. Single-pole mounting, 50 mfd.,
working, 1/= each.

Continued at top of next column)

Brand new stock, 43* by 1}~
Also a line of 17 coil-formers incardboard

atl useful

12 volt

1 to clear, Td. each.

(Continued from previous column)

T.C.C. CONDENSERS. .25 mfd., 1,000 volt working;
.1 mfd,, 1,000 volt working. Special low price to
clear remaining stocks, 6d, each. State value required.
TUBULAR (‘ondeunsers. Only a {few remaining to be
cleared. 1 mid,, 350 volt working ; first-class condition,
2,8 per doz., or 3d. each.
PAXOLIN mains panels, 1§” deep, 4}” wide, sockets
marked for 10-0-200-220-240 with two adjustable
screw terminals. ldeal for amplifiers or any maing
work. Brand new, 6d. each.
ESCUTCHEON (rilles. sSmart heavy gauge. Chro-
mium-plated rectangular 33 by 4}” outside. (‘omplete
with four fixing holes, 1/- each.
WIRE-END tubular condensers, .5 mfi. Another goord
line at the right price. Reduced to clear stnallremaining
stock, 6d. cacl.
KNOBS. Black Dbakelite milled knobs, with 1"
spindle, 2/6 doz. We are nearly sold out of this line,
only a few dozen remain. .
ORMOND, brand new in original boxes, .0003 mfd.
reaction condensers. To clear, 1/3 each.
MAINS CHOKES. Only a few left to clear, 60 m.a.,
350 ohms, at special clear-out price of 2/- each. Also
H.F. bllter«hokes twin mains, tor smoothing, 1/8 each.
REACTION CONDENSERS. J. B. balanced differentials,
0005 mfd., shop soiled, in original boxes. List price is
about 3/6. To clear, 1:6 each.
LIMITED SUPPLY. Burton 6” angle brackets, now
unobtainable elsewhere. Solid stamping, polished
finish. In boxes, listed 8d. pair. Our price, 6d. pair.
CRYSTAL and catswhisker in tin hox._ Bargain line,
Very usetul to experimenters. Also
Tucerne permanent. crystal detectors, 1/8 each.
TWIN Binocular H.F. Chokes. A very well-made line
\;’ith wrapped windings. Brand new, 9. each or 8/~
dozen.
ORMOND 3{t. push-pull switches. A small quantity to
clear, brand new in maker's boxes. Black bakelite,
complete with knobs, 64. each.
EKCO mains dropping resistances. Total resistance
700 ohms. 3 tappings; 500, 100, and 100 ohms.
Only a few remaln to be cleued spec {ally reduced
price, 2/6 each. Also a few ** Truwind ~* matos drop-
ping resistances, 2 tappings, 400 ohms. 2/8 each.
DX AERIAL FILTERS. Cut out nolse and interference
and improve the quality of your reception. Rasily
fitted in a few seconds, 1/3 eac . Also Lincoln Stewart
Aerial Eliminator at 1/3 each
SPEAKER Transformers. Rejects but very useful
for their Iaminations and your own winding. Lamin-
ations T and U 2}~ 13
RESISTANCES and ONDEMERS Ex. famous
maker. Paxolin strip carrying approximately 8 re-
sistances and 4 condensers; all useful values. Cannot
repeat. 1/3 complete.
PLESSEY 3 gang .0005 mfd. Superhet screened vari-
able condenser, 3}” long, 3~ wide. A really marvellous
line at the ridiculous price of 1/3 each.
VARIABLE Condensers. .0005 mfil. Brand new.
Rightly described as a smashing job for the money.
Only a small quantity, 2/- each.
8iX-PIN dual range coils with circuit, 1/9 each.
VALVE IABES, various, 5, 7, and 9 and American
type basges, 2/- dozen lots, spedal price for nantmes.

Putln must be included with ail

Rogret cannot accept C.0.D. orders.

FRED'S RADIO CABIN FOR BARGAINS,

75, Newington Butts S.E.11. ’Phone : Rodney 2180

GALPINS ELECTRICAL STORES

ELECTRIC LIGHT CHECK METERS, small, late type,
well-known makers, in good condition, electrically
guaranteed to 200/250 volts 50 ey. 1 phase A.C. mains.
5 amp. type, G =3 10 amp.,, ’G 3 20 amp., ![- each.
Post 1/- on al type
D.C. ELECTRIC LIGHT GHEOK METERS, 200/250
vmd!fti ;md 10 nmpa, 4/8 each post: 1/- (ln new
COTM
PHILIPS HIGH VOI.TACE BOID!NSERI. Infd at
4,000 volts working, 5/8 each, cartiage ‘
E AP, GLASS Al QIUHIILATOR TA Ki 5x 5
x 8in., new #hd unused, 3/8 each, post
EX KAF. SWITCH PANEL, with case (new) ftted
6 amall knife switches, leads, cords and cleats, complete
ln wood case, 2/6 each, t 6d.
D.C. MOTOR 'BLOWERS, 2in. inlet and outlet.
Aluminium bod laminated fleld, ideal for dag-out
ventilation, 100 volt, 25/-.
HIGH-VOLTAGE 'I'RANSFORMERS useful for all
test work or television. Tnput 200/ 240 volts, output
5,000 and 7,000 volts, 7/8 each, }Posh 1/-.
VOLTAGE 'CHANGING TRANSFORMERS (Auto-
Wound), 100/110 to 200/240 v., or vice versa, fully
guaranteed, 1,000 watts, 60/- ; 2,500 watts, 110/-
DUG-OUT I.AMPS, Lx R.AF., solid brass construce
tion, glass dome, complete with 12-volt bulb (any
bulb can be ﬂtted) wall fitting, 3/- each, post Gd.
Dito, wing type, as new, 2/8, post 6d.
DUG-OUT LAMPS Ex. RAF porthole type, or
can be bracket ﬁtted glass dome three colour fltting,
white, red, or green, solid brass construction, 6in.

(Continued on page iii of cover)

FREE ADVICE BUREAU

|
% COUPON
i

This coupon is available until May 3rd, 1941,
and must accompany all Queries and Hints,
PRACTICAL WIRELESS, May, 1941,
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RECEIVERS AND COMPONENTS

(Cantinued from page 268)

dia., complete with bulb; any size bulb eam be fitted.
Price 5/-, pest 6d.

1 kW, 'rnmrouu:n 100 v. inpat at 100 cyeles,
output 10,000 votts Leutle tapped, price 38/-, carriage
forward.
EX R.AF. AUTOMATIC CHANGING GUT ouTS
AND VOLTAGE REGULATORS, to sult any dynamo
up to 20 volts at 15 awmps., full ly adjantable, wiring
mstructlons, compiete in metal cate. Price 3/8,
post 9d.

DYNAMOS, all shant wound and fuily gwaranteed,
50/75 v-15 a., £8/38/-, carriage forward,
25-¥OLT D.C. MOTOR, maker ** Crompton,” & h.p.,
ball bearing, in perfeet order, £3 carrisge forward.
110-VOLT D.C. MOTOR, totally enciosed, rated at
8 amps., ball bearing, in new condition, make good
slnw-speed dyuamo, 228/, carriage forward.

PDIILI.IPS TRANSFOIIERS 220 v. input, output
2,000-0-2,000 volts, 2 ma and 2 L'ls., 48-,

(*amiage forward.

4+ H.P. 110 v. D.C. MOTOR, in guod working order,
28/-, carriage torward.

MILLIAMPMETERS, 2in. dia. 0-30 m/a, 20/~ ;
dia. 0-500 m/a, 20/-

FM)ODLIGHTS, 12in. dia., multi mirror type with 5in.
dia. margin spot centre, any hulb can be fitted, 15/-.
Carriage paid.

24in.

AERO DYNAMOS, output 12v.-12 amps, new,
15/- each. Carrmge paid.

GALPINS ELECTRICAL STORES,
21, WILLIAM STREET, SLOUGH, BUSKS.

Terms Cash With Order or Co.p.

BANKRUPT Bargains, GENUINE OFFER. Brand
new 1939-40 models, makers sealed cartons, fully
guaranteed. at 25 per cent. to 4 per eent. off present
prices ; also portable midgets, Send Hid. atamp lists,
—Radio Bargains, Dept. P.W., 261-3, Lichield Road,
Asgtor, Birmingham.

SOUTHERN Radio’s Wireless DBarzains,

Meost lines previously advertised still available,
New kst to be advertised shortiy.

Soutkern . Badio, 1. Lisle Street, London, W.C.
‘Fhome . Gerrard 6653,

VAUXHALL. RBola 3in. P, Speakers, with trans-
fornvers, 14s, 9. Cosmocord pick-ups with volume
conteel, 11s, and 1Ix:. td, Dubilier composition
vejume controls with switeh, 25,000 ohm, Ts, 0d.—
Vaushall Utilities, 1634, Strand. Leondon, W.€.2,

Vostageextra under 32, ~end Ld, stanmp for component
tist.

PILOT T'win-Miracle,

d-valve AU mains batrery
portable superhet. rat - mlition.  Works
ieated. New hatterv, £6 Tos, carr. paid.—Rushworth,
ia, High Streer, Saffron Walden.

GEE GEE GEE GEE GEE
15, LITTLE NEWPORT STREET, W.C.2.
METAL CMASSIS. Well finished in lmtkNmp erey
1lin. X 7in. X 2}in., ex famous set-maker in brand new
eondition,  Fitted with seven valveholders. Four
7-pin and two 5-pin.  Suitable for all kinds of adap-
ticns, . Limited supply. 4/- each.
AMERICAN & B.V.A. valves. All types in stock,
from 4~ exch,  Send us vour list and we will supply.
SCREENED SLEEVING. A wood line of circular metal
wrapped sleeving,  Unrepeatable, 6d. 2 yard.
CELESTION P .M. Npeakers. Ahsolutely brand new.
Tatest type 6in., at special low price, 12/6 each.
A.C_BATTERY CHARGERS. Made by famons maker,
1 amp., 18/6: Lamp,, 508/-. 2. 6, and 12 volt.
MAINS DROPPING RESISTANGES. 150 ohm flat
met.;hype o4t suitable for midget reeeivers, 1/-each,
We carry large stoek of matns droppers, .2 amp. and
5 amp, tapped.  Tell us your requirements. .
EX-GEC Speaker trapsformers. PBrand new for
pentade output ouly. Neot u punk line, but good-
quakity stuff in first-class comdition, 2/9 ‘sach.
SOLDER. Very best quality resincore sokler, 50 per
cent. bin, 12 gauge, 8d. u length,
EX-PHILCO new American battery valves.
1A4E, 1B4E, 2/6 each.
VARIABLE ERS. 3-gang 0003 mfd.
A fine ]ob with die-cast frame and solid aluminium
vanes, 2/6 each.
PAXQLIN strips with 2
tancd strip, brand new,
ASSORTED Paxolin strips with fand without ter-
minals. some with sockets. Invaluahle to constructors
and radio servicemen.  Assorted te clear, 2/6 doz.
AMPERITE Line voltage controlg . Lamp, complete
with base, Lliminates surge from mains and prevents
possible damage to receiver.  For 100/140 volts, ideal
for American nidget rcceivers. Full instructions
enclosed, brand new in original boxes. Lamp aud
base complete, 5/6.
We hold large stocks of the above items, and will
quote. extremely Iow terms for large quantities

GEE ELECTRIC, 15, LIT%'LE NEWPORT $T.,, W.C.2.

Types:

2 tappings, suitable for resis-
}mclun long, 6d. each.

RADIO CLEARANCE, LTD.

PLESSEY 4 Waveband Coll Units, with switching,
fully screened Pre H.F. stage, 465 ke/s oseillator
13 metres, 2.000 metres, 21/~ each, no diagrams
available ; LF. transformers, 2/6 each extra;
gany condensers for same, 2/11,
LISSEN 2v, Battery Pentodes,
terminals, P.T.24., 4/18 ¢ach.
LOW-LO8S Ceramic Valve Holders, Lissen Hi-Q
baseboard and chassis, 7-pim, 1/- each,
LOW-LO8S Shori-wave €Condensers, variable,
ceramie insulation, brass vanes, Lissen Hi-Q,
minimum capaeity 5 mierofarads, 20 mfd.,
list 8/6 eacli; our price, 2/6 each. ~
PUSH-PULL Switch, Lissen 2-point, 4d. each;
3-puint, 6d. each.

YAXLEY type Switches, 4-pole, 3-way, 9. each.
YAXLEY Switches, 4-bank, 2-pole, 4-way,
2:®% each.

YAXLEY Xwiftches, 6-bank, 3/- each,

YAXLEY =Switches, 9-bank, 3/6 cach.

ROLA P .M. speakers, latest model, 7}in.cone,
with power and pentode transtormer, boxed,
17/6 each.

CLOCK-FACED Dials, 5in. x 5in.,
scale, 4-wave, .2/6 each.
STRAIGHT-LINE 3-wave-band Dials, 1/11 each,
MAINS Transformers.—Wearite R.C.1 250-0-

4-pin, side

with printed

250v. 80 m.a., 4v. 2.5 amps., 4v. 4 amps., 8/11
each; R.C.4 .)00- 0V, 150 m.a., 4v. 2 amps,,
iv. 2.5 amps., 4v. 5.6 amps,, 21/- each: R.CH

100-watt auto-transtformers, 100-110v., 200-256v, H
reversible, 14/11 each; all above transformers
200-250v. tapped primaries.

QUANTITY of Wearite Mains Transformers,
New, but with dented covers, R.C.1, 5/8;
R.C.3, 9/6; R.C.4, 14/6 each. Npecification as
above,

GHASS18 Mounting Valve Holders, American
Octalg, 6d. each, &

GHASSIS Mounting Valve Holders, Englich Clix
type, 4-5-7 pin, 3d.each; Celestion »al\eho]dcn
5- and 7-pin chassis rvpe 4d. each; b.webmrd

tvpe, 3-pin, 2d. each,
CENTRALAB Volume Controls, Midget type,
2,000, 5,000, 25,000, 30,000, 100,000, 500,000

uhrm less sw
switeh, 3/6 ench.
SPEAKER Transformers,
eavhn,

PRESS Button Units, size afunit 6in. x 6in. X 2in,,
complete with 6 press buttons and capaeitators,
411 cach,

PLESBEY Motor Tuning Units, including
fractional h.p. A.C. nwotor for 12v. continial
rauning on 24v,, intermittent running and Z-gang
0.0005 condensers, 8/6 each.

12-WAY Push-button Switches, 1/8 each;
11-way push-bution switches, 1.6 each: H-way
push-button switches, 1/ each; 7T-way push-
hutton switches, 1/- each.

DROPPING Resistances, for all purposes, total
resistance 535 ohms, 3 taps in steps of 56 ohms,
standard for Pye, Lissen, Ever Ready, ete.,
3,-each.

RESISTANCES, 100 ohims, 10 watt, 1/« each.
10FT. Coils Connecting Wire, vlazed, 4d. each,
PUSH-ON PFilot Lampholders, 3d. each.

, Zi%eaeli; 1,000, 25,000, with

pentode outymt, 3/6

PLESSEY Single-gang 0.0005 Variable Con-
densers, 1/€ each.
2-@ANG€ 0.0005 Variable  Condensers, with

Fernier control, /11 each,

PERMUABILITY Tuned Press Button Unite,
2/6 each,

B.l. Wire-enil Bias Electrolytics 50 mifd., 12v
1,8 each.

TUBULARS, wire-end mnon-inductive paper
condensers, all sizes up to 0.U1, 5& each; 0.1
7d. each.

B.1. 3 mid. Tubulars, eartons, 2/1% each.
T.6.6. 2 mid, Llectrolytic Condensers, 200v,
working, /3.

CONDENSERS, 0.0005 twin, 1/3 each; triple,

1/8 each,

WESTON Meters, 0.50 m.a., and 0.300 m.a,,
moving coil type, 28/~ each.

ROTHERMEL Senior Crystal Pick-ups, 33/6 each,
SMALL Brown Knobs, 2d. each,

1LB. REELS 16 and 20 gauge Tinned Copper
Wire, 2/8 reei.

5 MIDGET Energised Speakers, 600 ohms
Field with Pentode Matching Transformer,
1/6 each.

All orders must include SUFFICIENT POSTAGE
7O COVER. Hours of Business: Weekdays,

f Replacements now unobtainahle.
- 1437 x 317, 2/3. State size when ordering.

RECEIVERS AND COMPONENTS

LONDON CENTRAL RADIO still supplying the best
im Surplus Electrical and Radio Geas. Mostly
EX-GOVERNMENT, G.P.0. and SERVICES
SINGLE LEarpicces. A «ood line for experimenters
with #Hexible metal shemhmn ehrominm-plated. Only
a few to ctear, 2/8 each,
RENSTAIGES. Assorted valnes and makes, EI‘le,
FALC American, ete. Resistances are in short supply
—gret a dozen or 50 while you can. Low price of 1,6 doz.
TAPPED niains sistances.  Another good line, for
.2 amp. \ahts apped at 200, 230 and 250 yolts. To
f'}ea: 4.- eact
WES‘"NGHOUSE Rectifiers. The popwlar type HT.S.
Slrhtly used, but gnaranteed in gcod condition and
working order. Only 8/6 each.
SWITCHES. Heavy duty d-way d-nole switrhex, a
good soumdly construeted job, will stant mp to hard
wear, 1/6 each.
B.l. CONDENSERS. Block ftyvpe nil filled in metal
cases with terminals, Hich quality components. 4 mid.
450 v dbel test, 38 each.  Alxo L1 mifd, 1000 v, d.e.
test, 28 each and 0.25 ifd. Low) vo e, test, 2/6 each,
JUNK BOXES. We strip hnndreds of chagsiy and elee-
trical vear in the course of a month. A]l odd valve-
holders. resistances, small mica condensers, choke coils,
terminal strips, pluge, sockets, serews, hrackets, grid
leaks. ete.. o into the junk hox, We have made T
parcels each weighing about 3ibs. You know the valae
of a junk hox when you're doing odik jobs., Here is yowr
chance. 3/ for a 5Ib. parcel.
ALUMINGEM Panels. Heavy wauge sheets, brand new-
143" x 647, 2/8.

TR IMIEIS Twin tritumers on ceramic base, brand
new, to clear 6. each, 5/- doz.
VARIABLE CONDENSERS. Well made heavy 3-gaunge
superheti condensers.  Die cast frames in fivst class
condition. Low price to clear stock, 1,3 each.
SPEAKERS. Brandiewenergised moving coil speakers,
ex famous mnker, 56 h.
BOILING RMSES. ilectric boiling rings at cost price
toclear. Sturdify made. €Can also aet as heater. Invalu-
nl)le for >he|t(=r+l, workshops aml offices. 2209-250 v,
8/6 cach
PLESSEY Small block type cormlensers, two tappings,
L0005 and 0.1 mid., 35 t, 1/= each, 10:§ doz.
REGENTONE Chassis,  Cadminm wl.\.ed 107 x 43°,
ex midget receivers.  Contsin Iive midget valve-
holders, coils, choke, condensers, transformer, volume
coutrol, switeh, in fact they are practically complete,
7/6 cach to clear.

SEE ALSO OUR BISPLAY ADVT. ON PAG E261.
SUFFICHENT POSTAGE MUSY BE INCLUDED.
REGRET NO C.0.D. GRDERS ACCEPTED.
LONDOM CENTRAL RADIO STORES, 23, LISLE ST.,,
LONDON, W.C.2. ‘Phone : tGerrard 2064

SURPLUS srorks, Bargains in Efe
engineers’ tools and naterials, & 1
fustield ot Co, Waterhouse Yard, S0

SHORT-WAVE EQUIPMENT

“H.ALT Short-wave Receivers.—Fumius for ever
eight  vears, Impraved  one-valve  cindel now
available.  Complete kit of pree n o coniponents,
accessuvies.  {ull  instructions soldering  absolutely
unnecessary,  only  Los, pestace  ed. Immediate
despateh. Ulastrated caradogne (ree.—A. L. Bacchas,

1rhip nl"h

149, Hartington Read, S.W. 2.

TUITION
PRALTICAL Postal Coursexr, radjo, television, test
equipment. desien,  trade-test ccaching for RAF.
posts, LPRUED and TLWT exams. ;. hooklet free—
Secretary, J.P.R.J., Bush House, Wiltou Avenue,

Henlev-on-Fhames,

WIRELESS. Students of both sexes trained for

important War-time  Radio Appeintments, also for

me careers in all hranches of lio amd
isionn.  Boarders aceepted.  Low jopelusive fees.

College in idead praceful surronndings,  Prospectus

Free —Wireless Cellege, Colwyn Bay.

VALVES

VALVES, most types in stock, retail only.—J, Bull,
4, Melthorne Drive, Ruislip.

WANTED
WANTED, ~hort-wave A.(. receiver; P.U, record
player: xtate price, ete.—Clark, Chureh Street,

Inverkeithing, Fife,
WANTED, Peto-Scott 7-watt Ajaplitier with speaker,

Price and partienlars to L. Gillasders, Cromarty
Armjl{r»r&e (mmartv, }m» shire .
WANTED, Radies, amplifiers, \ahn; “ete—State

price required and enelose stamp.— Bull, 4 Melthorse
Drive, Ruislip,

GAN Electrolyties, 12 x 18 mfd,, 525v Peak,
With clip fitting, 3/11 each,
CAN Flettml\tlu 8 x 8 mid,
With clip fitting, 3/t1 each.
T.0C. 1x1 mid. paper condenser, 250v.
werking., 450, D4, working, ¥ 1teach,
- T7.8.8. 1 mfd. paper condensers.  350v. working,
¥/< each.

450v, working.

ALC,

9-4.30. Saturdays, 9-1 g
PLEASE WRITE YOUR NAME AND ADDRESS
IN BLOCK LETTENS.

We clnnot lmderhke to answer enquiries unless
H pestage included (214.).
RADIO GI.EABAIGE, Lu.,ss.luw HOLBORN,
LONDGON,

"Phone : HQL 1631,

Y
POUBLE T'use-holders, 1wo
1”7 tuses, $/€ cach,
WE have in Stock a large Selection of High
Veltage Paper Condensers, all capacities but too
pumerous to advertise.  Advise interested
elients te call.
ALSO Large Selection of High Voltage Trans-
mitters aml Chokes.

complete  with
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| THIS IMPORTANT GUIDE
TO SUCCESSFUL

ENGINEERING CAREERS '

After months of intensive effort and research we are pleased
to announce that ihe new cdition of our handbook,
“ENGINEERING OPPORTUNITHS,, is now out of the
Eub ishers’ hands and ready for free a':slrl'-

ution.  Containing 208 pages of practical R.A F
Eu:dance this book 1s, bcyond argument, the ‘_
n

est and most complete handbook on Suc-

cessful Engineering Careers ever compiled. PI LOTS

It is a book that should be on the: bookshclf 1
of every person. mlercstcd in engmcermg OBSERVERS |

whatever his age, position or experience. “ETC.

The Handbook contams]; arfnong other intensely |
interesting matter, details of B.Se, AMICE,

AM.LMech.E,, AMLEE, AMIAE, AMLW.T., || Specil rapid Home-
AMIRE. AMLP.E, CIVIL SERVICE,and other [ study courses in |
important Engineering I'fxm'nmanons outlines courses §ithe essentia |‘
in all branches of CIVIL, MECHANICAL, ELEC- | branches of Mathe-
MRICAL, AUTCI\(OB[LE. RADIO, TELEVISION; l| matics. For full
AERONAUTICAL and PRODUCTION Y gccails of this
ENGINEERING, DRAUSHTSMANSHIP, L s A
TRACING, GOVERNMEN T EMPLOYMENT, ni:.-P 4 i
BUILDING (the greal thu wWar Lurnrl R. A F wr.

MATHS., r.tc ., etc., and B ins the unigue

e

advantages of our Employment Department B I E T (Dept.)
shebus 1. \ M09

WE DEFINITELY GUARANTEE h 17, Stratford Piace,

“NO PASS_NO FEE” | LONDON, w.t. !

" 1f you are earning less than £10 per &
week you cannot afford to miss reading FREE COUPON
“ENGINEERING OPPORTUNITIES."” / To B.LE.T.,

In your own interests, we advise you to 409a, SHAKESPEARE HOUSE,

wrile (or forward the coupon) for your , 17, 18 & 19, STRATFORD PLACE,
copy of this enlightening guide to well-paid posts / LONDON, W.1.

OW. There is no cost or Dbhgahon of any ka ( Please forward, Free of cost or ubligatlon of any

1

!

l

|

.

;

: kind, your 208-page Handbook, '£Nclus£mus :
BRITISH INSTITUTE OF :
I

|

]

|

OPPORTUNITIES.”

NAME yorcinsisicninniaisdinnimniissnnsiusesnnassnsens sinsarisiasssnn
ENGINEERING TEGHNOLOGY | .., . ..
Principal . Professar A. M. Low. I
409a, SHAKESPEARE HOUSE, [ o
17, 18 & 19, STRATFORD PLACE, LONDON, W.1. | . i (ke i —Redaes i
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