a—
e
=
L
e
o=

11iC

RADIO AND ELECTRONICS

W



WiRELESS WORLD May, 1950

SET A
— —

DESERVES

A BICC
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T/V DOWNLEAD* —

A
80-ohm screened twin
cable. T3109
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T —

B
71-ohm solid dielectric
Use BICC Downleads for all your e
C

T/V installations. They’re made to 80-ohm unscreened

2 9 twin cable. T3066
close specifications from first grade -

materials to ensure a long dependable life
and precise characteristics. Keep your
customers satisfied by giving them the best

possible results.

Further information on BICC T/V Downleads is
available in Publication No. 244A/T Write to-day for
a free copy.
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THE MW6-2 PICTURE TUBE

A projection television tube should be as small as possible
consistent with adequate screen brightness and good picture
resolution. This results in a correspondingly small optical
system—an important point, since the cost of such apparatus
naturally rises as size increases.

Tube size, however, is governed by spot size, and this in turn
depends upon the value of the beam current, which should be
low, and the anode voltage which should be high for minimum
spot size. Limitations to these values are set by such practical
considerations as tube life, safety, and manufacturing difficulties.
All these requirements are satisfied by
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TELEVISIf

PRUJECTlUN
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The anode terminal is surrounded by a glass shield to obviate
risk of flash-over or leakage from the E.H.T. connection.

The external surface of the tube is coated with a graphite
composition and must be earthed. This coating, with the

the MW6-2 picture.tube which has a
simple triode electrode construction and
a 2)” diameter screen. Operated at|
an anode voltage of 25KV and the

Cathode Grig

Spharically

Spark Trop =l Curved

€orthed Conducting

Anode Outer Cooting

recommended beam current of 100 pA,
the spot diameter is 0.0023 in., and

the I,._V; curve is sufficiently steep to

=

allow the tube to be driven by a normal
video output valve.

The luminescent screen is backed by
a very thin aluminium coating which
reflects outwards much of the emitted

Insuiator for
Extending the
Leakoge Path
Between Anode G :o::\?:l
connectar and
earthed coot=
ing o

Luminescent
Screen

light which would otherwise be directed
to the rear of the tube. The increase in the output of forward-
going light due to this feature may be as much as75% to 809,
The metal backing also eliminates internal reflections, thus
enhancing picture contrast, and also serves as an efficient
ion trap.

A ring-shaped electrode situated between the anode and grid, and
connected to one of the base pins (which should be earthed) forms

W=

an effective spark trap, safeguarding the cathode from damage by
intercepting any discharge resulting from, say,’ the release of
a small quantity of gas under unintentional over-load conditions.

glass envelope and internal aluminium metallising, form a
capacitor of approximately 450 puF which, with a 1 MQ resistor
in the 25 KV lead, serves as the final smoothing of the E.H.T.
supply.

TUBE DATA
HEATER suitahle for parallel
or series operation Vj 63V
In 03 A
TYPICAL OPERATING CONDITIONS
Y& 25 KV
) (av) 100 y.A
vdrive (pk) excluding
synchronising pulses 65V
Vgl for beam cut-off —40to—-90V
Spark trap must be at earth potential
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Equipmen: manufacturers are invited to submit their enquiries
to the following address :—

MULLARD ELECTRONIC PRODUCTS,
SETMAKERS DEPARTMENT,

CENTURY HOUSE, SHAFTESBURY AVE., W.C.2
(MVM 127)

LTD.,



Teloevision

T the risk of wearying our readers, we feel
impelled to return to a subject that is funda-
mental to the healthy growth of television:

the standardization of European transmission
systems. It is generally admitted that the cost of
good television programmes is high; obviously,
without good programmes, the service cannot
grow, and so any country embarking on television
is in danger of the vicious circle. In Europe, a
continent of relatively short distances, there is a
real technical possibility of exchanging programmes
between countries and so the high cost can be
shared. Up to a point, exchanges of ‘‘canned”
film programmes can be made without regard to
the technical standards adopted by the various
nations, but the exchange of living ‘‘actuality ”’
items becomes impracticable unless there is uni-
formity of transmitting systems.

The present time is particularly opportune for
again drawing attention to this matter. As reported
on another page, an international study group of
the C.C.I.R. is now visiting this country with the
object of investigating our television practices from
many different aspects. We hope and think the
members will gain a favourable impression of the
practicability of our 405-line system as an inter-
national standard. The arguments in favour of it
are already well known; economy in bandwidth
and economy in receivers are the principal factors.
It happens that the bandwidth required is just
within the capacity of existing European telephone
cables, which could, therefore, be uscd for pro-
gramme exchanges at off-peak hours. Receivers
for a 405-line system can be produced cheaply by
manufacturing methods that do not differ in essen-
tials from those used in making broadcast sound
receivers.

As to whether the picture quality produced by
our system is good enough is a question for the
members of the study group themselves to decide,
but it may be pointed out that the quality at
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Standards for Furope

present obtained, good as we believe it to be, does
not represent the ultimate possibilities of 405-line
transmission.

Another argument in favour of 405-line trans-
mission is presented in a letter, printed elsewhere
in this issue, from a Dutch reader who is out
of sympathy with the present European devotion
to the idea of 625 lines. He contends that the
next development will be in the direction of colour
rather than in increase of definition, and so any
monochrome system is to some extent a temporary
expedient. Therefore, he argues, it behoves the
war-impoverished continent of Europe to make a
start with the cheapest practicable system.

A similar plea was recently made by O. S.
Puckle, Chairman of Council of the Television
Society, who went so far as to urge that ‘‘ at least
the Benelux countries”’ should adopt our stand-
ards. An official statement of the Radio Industry
Council also stresses the advantages of standardiz-
ing on 405 lines. At first sight, this British advocacy
of the British system may, to our continental
neighbours, savour of commercial propaganda. Ot
course, British television firms would stand to gain
from the rapid international growth of television,
and to that extent would doubtless welcome the
adoption of that system which, as many of them
believe, would be most suitable. But this ad-
vantage would be shared by their continental com-
petitors: further, British manufacturers have
proved that they can design and make both trans-
mitting and receiving equipment of any standard
that their customers may require, and on this score
it hardly matters to them what system may be
chosen.

So far at least as Wireless World is concerned,
there is nothing sinister, subtly propagandist or
nationalistic in our advocacy of 405 lines: for
reasons we have given, it is thought to be the best
compromise between conflicting requirements for
use as a European standard.
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Television Camera Tubey

The Manufacture of Image Orthicons

Orthicon is its ability to operate under condi-

tions of very low light intensity. It is even
possible to obtain a reasonably good picture by the
light of a single candle.

Since the Marconi Company first decided to rely
mainly on these tubes for use in television cameras,
considerable improvements in performance and
manufacturing technique have been made. The latest
type of tube is now being manufactured by the
English Electric Valve Company at Chelmsford.

The electrode arrangement is shown diagrammatic-
ally in Fig. 1 and it consists of four basic sections—
photo-cathode and image section, target group, elec-
tron gun and electron multiplier.

The optical image is focused on to the semi-trans-
parent photo-cathode which is deposited on the
optically-worked flat face of the tube. The resulting
slectron emission from the photo-cathode may be
considered as constituting an electron picture which
in turn is imaged by means of a longitudinal magnetic
field on to the target plane. (This electron imaging
is of the long-field unity-magnification variety.)

O NE of the outstanding advantages of the Image

The target consists of an extremely thin sheet of

glass of definite conductivity. Electrons bombard-
ing the target (at a velocity of approximately 300 V)
cause the release of secondary electrons. The
secondary-emission coefficient being greater than 2,
a net gain is achieved at this stage as well as a
reversal of ‘‘polarity’”; that is to say, illuminated
picture points lose electrons and so appear on the
image side of the target as a positive charge. All the
secondary electrons are collected by the ‘‘target
screen”’ which is an extremely fine gauze located
parallel to and extremely close to the glass target on
the image side.

The finite resistance of the glass target allows it to
function as a two-sided target; that is, it can be
scanned on the side remote from the image. As
always in an Orthicon the electron velocity of the
scanning beam is reduced substantially to zero at the
plane of the target. This process involves a number
of problems all of which had, however, previously
been solved for the case of the straight Orthicon.
The principal problem is to arrange for orthogonal
landing of the scanning beam in a sharply focused
condition. This is achieved by use¢ of magnetic de-
flection fields superposed on a long focusing field and
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TARGET [ WALL COATING R
\ 1"
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R R NI NN
6 == 0o ™00 v
PHOTOCATHODE F— r\% %/ J/DEFLECTION COlLS” 2 X
\\ .y .
“\\. S
; I
_A/E
/’/r’
TARGET SCREEN ¢ o/ 7,
J 7 / Z
of ©0 09 oo 00 W / /,/ %
N AN N
. L\\k\\\\\ N ?\\\\\ N
ik +100V +300V
TARGET o
DECELERATO AM FOCUS
-3y t i 4 R (ORTHICON FOCUS)
Fig. 1. This diagram shows the elec-
trode arrangement of the Image
Orthicon with its supply circuits in .
skeleton form. IMAGE ACCELERATOR

The electron gun
which produces the scanning beam is IMAGE FOCUS

mounted inside the final electron

multiplier which provides the output —s500V

and which consists of a series of

dynodes. The beam arrives at the - MAGE
SECTION

target at substantially zero velocity.
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Component parts of the Image Orthicon with the com-
pletely assembled tube shown on the extreme right.

by the use of auxiliury electrostatic lenses constituted
by the various electrodes g,, g, and the target screen.

The mode of operation 6f the tube can conveniently
be illustrated by considering the case of a picture
consisting of a single white picture-point on a
uniformly black background. In this case only one
picture-point of the target is electron-illuminated.
When the scanning beam scans the target, electrons
will land on the dark portions until a target poten-
tial is established (uear to zero or cathode potential)
for which no further landing is possible. T'he whole
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Two of the processes involved in manufacture. Optically
working the flat face of the tube and (telew) assem-
biing the gun mount and electron multiplier on a jig.

P T—
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.

Assembling the image mount and stem tube on a jig.

of the scanning beam is returned, and does in fact
return to the gun structure in the immediate vicinity
of its starting point, which is the ‘‘defining aper-
ture”’ in electrode g..

In the case of the white picture-point, however,
electrons are continuously being lost on the image
side of this part of the target and electrons are de-
posited to neutralize the resulting local positive
charge. If the resistivity of the glass target were
infinite, this situation would be a transient one
and an equilibrium condition would be built up in
which the scanning beam became non-cognizant of
the white picture point. However, owing to leakage
through the target, the landed electrons on
the scanning side leak through to the posi-
tive charge on the image side so that a fresh
landing is made on every scan. This results
in the reduction of the return-beam current
which constitutes the signal from the tube.

To realize the full potentialities of this
scheme it is necessary to apply a consider-
able amonnt of electron multiplication to the
return-beam current before taking it as sig-
nal to the normal amplifier. This is accomp-
lished by a series of annular multiplier discs
of the pin-wheel variety (dynodes d,, d,, d,
and d;) which are built concentrically
around the electron-gun structure. The role
played by the target screen must now be
clarified. it is normally set some 2-V posi-
tive of the ‘' non-landing potential.”” Now
it is impossible for a white-picture point to
go substantially more positive than this 2-V
value because, if this were to happen, the
secondary electrons would be unable to
reach the target screen and have literally no-
where else to go. This voltage defines the

164

Sealing the bulb to the stem pn a giass-working lathe.

range of linear operation of the tube and it would
be expected that if the illumination were sufficient
to allow a white-picture point to reach this voltage
in a time less than the picture repetition time this
would result in ‘‘saturated whites.” In fact this
phenomenon is not observed.  On the contrary, a
new regime sets in which may be described as “‘elec-
tron redistribution.”” The white-picture points pro-
ceed ta rain electrons on to the darker picture points
and so maintain picture contrast. This phenomenon
plays at least three very useful roles:

1. It allows ihe tube to operate over an extra-
ordinarily wide range of illumination.

z, It produces a desirable reduction in the gamma
of the picture.

3. It reduces the cltective storage time of the tube
and so eliminates the appearance of ‘‘ smearing * on
moving cbjects.

As can be seen from Fig. 1. the scanning beam
originates from the cathode and emerges through a
hole in the centre of the electrode labelled 1st dynode
and g,. The latter is its initial role for, being 300-V

Vacuum r.f. heating is used in the preparation of the target mesh.

By
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Test gear used for checking the characteristics of the finished tube.

positive to cathode, it acts as the anode of the elec-
trode gun. The return beam lands on it away from
the hole, being persuaded to do so by the deilecting
system g,, which is aptly termed the ‘' persuader,”
since its object is to eusure that the. return beam
lands on the electrode clear of the emergent beam.

To the return beam the electrode acts as the first
dvnode of the electron multiplier. Secondary emis-
sion is produced and the paths of the secondaries are
to the so-called pin-wheel 2nd dynode at which more
secondary electrons are produced, and thence to d,,
d,, d, and the anode from which the output
of the tube is taken. These pin-wheel dynodes are
mounted concentrically with and outside the electron
gun and comprise inner and outer rings holding a
series of radial slats—somewhat like a radial Venetian
blind.

Manufacturing Problems

Not the least of the dithiculties of tube manutacture
arises from the fact that the tube comprises virtually
four distinct scctions, so that a fault in any one
renders the complete tube useless. This is, of course,
unavoidable since all four sections must necessarily
be in a common evacuated envelope.

The parts of the tube which have produced the
greatest manufacturing problems are:-—

The Pholo-cathode. A cesium cathode is used and
the difficulties arise because some of the processes
needed for obtaining the best cathode conditions are
in conllict with other requirements, notably that of
avoiding leakage to other electrode surfaces.

The Target Mesh. In order to avoid limiting the
resolution of the tube the target screen has to be of
extremely fine mesh ; in the present instance 500 per
linear inch. Aiso a high degree of ‘‘transparency’’
is required. These screens are nade by an electro-
lytic process from a ruled-glass master. This master
is sputtered with palladium which is theu wiped off
the high spots to leave a palladium grid in the troughs
of the rulings. The electroplating deposits copper
on the palladium which is peeled off uiider water to
form a copper mesh.

The Target Proper. This is a sheet of glass ap-
proximately o0.000z-in thick and 1}-in diameter. To
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obtain the necessary rigidity of mounting
and high degree of flatness it is stretched in
drumhead fashion on a metal ring. Natural
surface tension processes of a delicate
character are involved in producing this
unit.

The Turget Assembly. The problen here
is to obtain highly uniform target to mesh
spacing of the order of 0.001 in. In view of
the extremely delicate nature of hoth ele-
ments this calls for-special technique.

Electron Gun. This is in many respects
of normal construction hut involves the use
of a defining aperture which is oi the order
of o0.001-in diameter

Electyon Multiplier. This structure, which
is realized in magnesium-silver alloy, con-
sists of five stages of multiplication and has
to show a gain in the region of 200 total.

Under good conditions, the standard 3-in
Image Orthicon can do justice to a 500 /600-
line picture resolution. lts contrast repro-
duction is also entirely satisfactor:' under
proper lighting conditions.

The unique feature of the tube is its sensitivity and
it is this, taken in conjunction with a number of
important practical features, which renders it an
outstanding camera tube for outside broadcast work.

British

1\/ ORE than fifty radio and electronic manufacturers

are among the 3,000-odd exhibitors at this year's
B.I.F. which opens simultaneously at Castle Bromwich.
Birmingham, and Earls Court and Olympia, London, on
8th May, Generally speaking the " heavy engineering’
side of radio is concentrated at Birmingham, where
B.T.H., G.E.C.,, Marconi’s, Westinghouse, B. 1.
Callenders, British Iilectric Resistance, 13rush Electrical,
Chloride, English Electric, Londex, Morganite Kesistors.
Plessey and Telegraph Construction & Maintenance are
exhibiting.

Radio is well represented at Olympia where some forty
stands in the Radio and Scientific Instrument Sections
are occupied by manufacturers of domestic receivers.
valves, test and measuring equipment, communications
gear, sound reproducing equipment and hearing aids.
The exhibitors at Olympia include:

Airmec Laboratories. Lee Products.
KR.T.H. M.S.S. Recording.

Industries Fair

Baldwin_Instruments. Magneta.

British Electronic Prodncts. Measuring Instruments.
British Vacuum Cleaner. Megatron.

Brown, S. G. Metro Pex.
Cinema-Television. Mullazd.
Compton_Organ. Ossicaide.

Cooper Teleprinter. - Pifco.

Dallas, John E. ‘Q-Max.”

Dawe Instruments. Sangamo \Veston.
Kkco. Scophony-Baird.

Shipton, E.

Simon Sound Service.

Southern Instruments.
Standard Telephones & Cables.
Taylor Electrical Instruments.
Truvox En‘;;neering.
Twentieth Century Electronics.
Johnson, Matthey. Whiteley Electrical.

Lectron Hearing Aid. Woden Transformer,.

The Fair, which lasts until 1gth May, will be open
each day except Sunday, from g.30 to 6.0. Admission
is by Trade Buyers’ Badge which is obtainable at the
entrances price 2s 6d on presentation of a trade buyer’s
business card. The public will be admitted on the 13th
and 17th on payment of 2s 6d.

Wiveless World and Wireless Engineer, with the tech-
nical books in each of the specialized fields covered bv
sixteen of the thirty-two journals in the Iliffe group.
will be featured on a stand at Castle Bromwich.

Electronic Developments.
Elliott Bros.

Everctt, Edgcumbe.

G.B. Equipments.

General Acoustics.

Hadley Sound Equipments.
Tmhof.
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Iransients and Loudspeaker Damping

Experimental Investigation of Some Conflicting Theories and Beliefs

By J. MOIR, MLEE,

held among high-quality reproduction en-

thusiasts on the subject of amplifier output
impedance, and after hearing a recent discussion the
writer decided to try to produce some experimental
evidence on the problem. First, let us attempt a
recapitulation of the views of both {or is it three?)
sides. Those *"in favour " claim that a low output
impedance increases the magnetic damping of the
motion of the moving coil and thereby improves the
transient response, while those ‘' against ’’ claim that
low output impedance definitely impairs the h.f. re-
sponse of the speaker and therefore degrades the
transient response. A sub-section of the ‘‘against”’
claim that no improvement is to be obtained by
reducing the output impedance below, say, 10% of
the voice coil impedance. These viewpoints will be
examined, first to see what might be expected and
then to see what actually happens.

As a typical transient, a square pulse of voltage
will be applied to the speaker, in the expectation
(ill founded) that a square wave of air pressure will
result. A square wave of this kind can be a severe
test for a loudspeaker, or indeed any mechanical
device, and it can be assumed that if it deals faith-
fully with this pulse, speech and music will not repre-
sent a serious problem. A square pulse also has the
advantage that one can visualize the result without
much difhculty.

Before proceeding further it is probably advan-
tageous to clear the air a little over the meaning of
amplifier output impedance, and magnetic damping.

The output impedance is the value of Z given
by applying E volts (a.c.) to the amplifier output
terminals, the amplifier being alive and working, and

VERY widely divergent opinions appear to be

"

i
\ COIL MOVEMENT
¥

VOLTAGE PULSE
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Fig. 2.- Applied voltage and coil motion.

obtaining a current of I amps flowing through the
amplifier output circuit, Z being E/I. This can be
measured with a voltmeter and ammeter or more
elegantly by a bridge method. Z varies with fre-
quency, a typical sort of result, obtained on an
amplifier employing two Pen 44 valves in push pull,
being shown in Fig. 1. Without feedback the value
of Z obtained over the middle frequency region, say
250/1,000 c/s, would generally be about half the
‘‘optimum load’’ for the amplifier, but given the
freedom of applying feedback, the designer can make
the output impedance almost anything he requires
without altering the ‘“ optimum load’’ to which the
amplifier must be connected if maximum undistorted
power is to be obtained. Given a *‘ perfect’’ output
transformer without losses, the impedance that is
measured is that of the output valve divided
by n*® where n is the ratio of
the output transformer, and it

| 5
1
|

A

T It should also be noted that
- it is the ratio of speaker im-

pedance to amplifier impedance

Fig. 1. Variation of output impedance with frequency in a typical amplifier. is a pure resistance at all fre-
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100 ohms and amplifier of ten
ohms will produce (to a first
approximation) the same re-
sults as a speaker of 10 ohms
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20.000—-
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fed from an amplifier of 1 ohm, i.e., the damping
factor is 10:1 in both cases.

Loudspeaker Impedance

ManpiEgEag oy Amplifier Impedance

Now for magnetic damping. If a coil of wire, or
even a single turn is moved in a magnetic field, a
voltage is induced into the coil, and if the ends of
the coil are connected to a resistance, current will
flow through the coil and resistance, power will be
dissipated and extra effort will have to be exerted
to move the coil through the field, or if the coil is
swinging freely in the magnetic field it will be brought
rapidly to rest.

With this preliminary excursion let us consider how
the coil and cone might be expected 1o move when a
square wave of voltage is applied, Fig. 2.

As the coil (and cone) possess mass they move oft
slowly from the position of rest, lagging behind the
voltage, but on reaching the position b, corresponding
to the applied voltage, they overshoot to a point ¢,
where they are brought to rest by the restraining
influence of the surround, and the kinetic energy
stored in the moving mass becomes potential energy
stored in the ‘‘springiness’’ of the surround. The
coil then reverses direction, swings back through the
mean position, oscillating about its final position until
the energy stored in the moving mass is dissipated in
frictional losses, and the coil comes to rest displaced
from the unenergized position by an amount corre-
sponding to the applied voltage. When the voltage
pulse is removed, the coil returns to the ““ off *’ posi-
tion lagging behind the current, overshoots, oscillates
several times just as before, finally coming to rest
ready for the next pulse.

Without any doubt it will be agreed that as the
oscillations were not part of the original waveform
they should not be inserted by the loudspeaker. The
energy appearing in the oscillation was part of the
signal energy, the loudspeaker only acting as a {re-
quency converter and rearranging the frequency spec-
trum of the square pulse to emphasize the frequency
corresponding to the natural frequency of the mass of
cone and coil on the **springiness '’ of the surround.

After each pulse the coil is finally brought to rest
due to the energy stored in the moving mass being
dissipated by the various losses in the cone and sur-
round, the air friction (viscosity) losses due to the
air trapped in the narrow gaps between coil and pole
pieces, the energy dissipated as sound, and, most
important of all from our point of view, the electrical
losses in the moving coil—amplifier output circuit.
When the coil overshoots its final posi-
tion the voltage generated in the coil
exceeds the driving voltage, circu
lating a current back through the
amplifier output impedance and intro-
ducing an I*R loss.

The reality of these oscillations is
indicated by Fig. 3(a) an oscillogram
of the voltage across the voice coil
terminals when a d.c. voltage pulse is
applied. The rate of rise and fall of
voltage is too great to be shown on
the photograph but the oscillation at
the top of the pulse and end of the
pulse is clearly shown. In this case
the effective resistance of the amplifier
feeding the speaker was roughly twelve )
times the d.c. resistance of the coil.

-3
OVERSHOOT AMPLITUDE (INCHES x(0 )
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It will be appreciated that though these are records
of the transient voltage across the coil; this voltage
is produced by the motion of the coil and they are
therefore records of the coil motion.

The effects of amplifier output resistance on the
coil damping were directly measured in the following
way. A small piece of aluminium {oil was fixed to
the voice coil and provided with a thin flexible con-
nection. Across the speaker frame, a micrometer
was supported so that it could be screwed in to touch
the foil strip on the voice coil, contact being indic-
ated by the flashing of a small neon lamp in series
with the foil and micrometer head. The voice coil
was deflected inwards by passing a direct current
through the coil and on switching this ‘‘off”’ the coil

Oscillations of voice coil supplied from source

Fig. 3.
of adjustable resistance, (a) 100 chms, (b) 10 ohms,
(c) 2 ohms.

Fig. 4. Amplitude of first overshoot as a function of resistance across
the moving coil.
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and cone swing out, pass through the unenergized
position, overshoot, oscillate about the mean posi-
tion, and finally come to rest in the centre. The
micrometer served to measure the amplitude of the
hrst overswing and this was checked for a range of
values of resistance shunted across the coil. The
results are shown in Fig. 4. It will be seen that
the overswing continucusly decreases with decrease
of R down to a value of about 2 chms and then
becomes constant. This is significant as it indicates
that in this case there is no advantage in using an
amplifier having an output resistance less than half
that of the loudspeaker.

It was belicved that a direct mechanical measure-
ment of the overshoot would perhaps be a more con-
vincing indication of the results than would a mea-
surement of the voltage across the voice coil, but
it is simpler to make the electrical measurement.
By making the applied pulse repetitive and using a
variable resistance across the voice coil, the oscilla-
tion of the voice coil can be adjusted to the point
at which no overshoot is observable on the oscillo-
scope. In this instance, a resistance of 3 to 4 ohms
was necessary to obtain a unidirectional return to

Fig. 5. (a) Practical amplifier circuit, (b) Equivalent
circuit with resistor substituted for valve, (c) Values
referred to transformer secondary. Leakage inductance
Ly, and moving coil inductance and resistance L
and Rc. Loudspeaker assumed ¢ perfect’’ with
no resistance or static inductance. (d) Primary in-
ductance of transformer and static inductance of coil
removed. (e) Equivalent circuit (including loud-
speaker) at frequencies below 100 c/s.
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the central unenergized position, but the actual value
is not highly critical. Figs. 3(b) and 3(c) indicate
the voice coil motion for values of 10 ohms and 2
ohms respectively and it will be observed that a
resistance equal to the voice coil impedance produces
a marked reduction in the amplitude of oscillation
when compared to the result shown in Fig 3(a).
The circuit used to provide the repetitive pulses for
Figs. 3(b) and 3(c) leaves the coil connected to the
battery (of very low resistance) at the peak of the
inward swing etfectively removing any trace of oscil-
lation of the voice coil at the top of the palse.

The effects to be expected from shunt resistance
on the voice coil can best be decided by considering
the equivalent electrical circuit of the loudspeaker
and driving amplifier. In Fig. 5(a) is the practical
amplifier circuit and in 5(c) the equivalent circuit
with all values referred to the secondary. In the
low-frequency region the transformer leakage induct-
ance and moving coil inductance (measured with coil
held stationary) are too small to be of significance
and can be ignored. The transformer primary in-
ductance L, is too high to be of interest if the trans-
former is a good one and of no interest if it is a
poor onec because no quality enthusiast would use it.
The circuit as seen by the moving coil thus becomes
that of Fig. 5(d). To define the equivalent elec-
trical circuit of the moving coil itself the impedance /
frequency characteristic was obtained using the mea-
suring circuit of IFig. 6(a). This produced the curve
shown, characteristic of a parallel resonant circuit
from which it may be deduced that the coil in motion
1s equivalent to a perfect inductance of 0.054H in
parallel with a condenser of 168 uF and a resistance
of 180 . The values may appear somewhat sur-
prising, but L and C have no physical existence, the
effect of 1. and C being produced entirely by the
motion of the voice coil in the magnetic field. The
frequency of resonance, 52.5 c/s, is that of the
mechanical system comprising the mass of the cone
and coil supported on the “‘spring” formed by the
cone surround and centring. The shunt resistance
represents the energy loss due to internal friction in
the cone and surround, the viscosity loss is the air in
the narrow gaps between the voice coil and magnet
and the regrettably small amount of energy dissipated
as sound.

These values can now be added to the equivalent
circuit of Fig. 5(d) to give 5(e). Over the low-ire-
quency range considered the performance of this
LCR combination will be exactly the same as that
obtained from the circuit of Fig. 5(a) with the actual
speaker, but the equivalent circuit has the great
advantage (at least to an electrical engineer) of ren-
dering the performance more susceptible to calcula-
tion.

For a circuit of this type there is a critical value
of shunt resistance below which the circuit is non-
oscillatory. This is given by R=4,/L/C. Substituting
the values of I. and C obtained from the electrical
circuit it is found that R =9 ohms.

Let us see just what is meant by the expression
‘“a critical value of resistance which will make the
circuit completely non-oscillatory.”” In Fig. 7 the
equivalent circuit of Fig. 6(c) is redrawn to add a
battery, high resistance and switch. In the position
shown the battery charges the condenser through
the high resistance and on closing the switch the
condenser is discharged through the parallel com-
bination of L and R. With values of R well above
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Fig. 8. Effect of field current
on voice coil oscillation.
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Fig. 6. Impedance/irequency characteristics of a
moving-coil loudspeaker measured with circuit (a).
The curve approximates to the response of a parallel
resonant circuit with the values given at (b).

the critical value the voltage across the circuit will
oscillate for several cycles as shown in Fig. 7(d), the
amplitude of oscillation gradually decreasing as the
energy, originally stored in the charged condenser,
is dissipated in the resistance R. If the process is
repeated with a decreased value for R the number
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Fig. 7. Equivalent electrical circuit of moving-coil

loudspeaker with the addition of a battery. Voltage
fluctuations on closing the switch § are shown at (b),
(c) and (d).
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FIELD CURRENT (mA)

of cycles of free oscillation will decrease as R is de-
creased. For the critical value of R no oscillation
will take place, the voltage falling to zero without
overshooting. Further decrease in R will merely
make the voltage fall to zero more quickly. The
critical value of resistance is that value which just
prevents the current reversing in direction, i.e., the
current approaches its final value from one side only.

The process is identical with the mechanical
motion of the coil and cone; above a critical value
for the damping the coil will oscillate several times
before coming to rest ; at a critical value of damping
it will just not oscillate at all, but return to the final
position without overshoot ; below this value it will
merely return more quickly than for the critical
value.

In this particular speaker it will be seen that the
critical value of resistance is calculated to be g ohms
whereas the value below which no overshoot (oscil-
lation) occurs is about 2.5 ohms, the difference being
due to the 8 ohms effective resistance of the voice
coil below which the damping circuit resistance can-
not be reduced because the external vesistance is
always in sevies with the voice coil’s own resistance.
Short of introducing an amplifier having a negative
output resistance there appears to be little or nothing
to be gained by reducing the output resistance below
10-20 per cent of the d.c. resistance of the voice coil.

Something can, however, be achieved in a different
direction ; if the damping current that flows cannot
be further increased by decreasing the circuit resist-
ance, it may still be increased by increasing the voice
coil circuit voltage. The voltage generated by the
voice coil moving in the field is given by E =v/B, where
B=gas flux density, I=length of wire, and v =coil
velocity.

For a given gap volume [ the length of wire can-
not be increased, v, the coil velocity, is fixed by
the frequency of the oscillation, leaving only the gap
density B to be increased. This is a parameter that
is at the designer’s disposal (though gauss cost
money), and Fig. 8 is a plot of the measured ampli-
tude of oscillation of the voice coil for a fixed shunt
resistance of 10 ohms (plus coil resistance) and a
range of field currents known to be below the
saturation value. It will be seen that, roughly
speaking, a fourfold increase in gap density (field
current) reduces the amplitude of overshoot oscilla-
tion by a factor of two.

This would appear to dispose of the suggestion that
feedback amplifiers can introduce too much damping
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as it will be scen that the obtainable damping is
severely limited by the voice coil resistance. Inci
dentally, the suggestion that too much negative
voltage feedback can make an amplifier unable to
deal with fast transients is also unsound. Exclud-
ing tricks, the addition of feedback makes the
characteristics of an amplifier approach more and
more closely to the characteristics of the components
of the feedback network, i.e., the two resistors which
determine the amount of feedback, and resistors at
least are like Casar’s wife.

Finally, the question of ‘‘ too much feedback re-
ducing the h.f. response and thereby degrading
transients.” This is a point so obscured by side
issues that no precise answer can be given, buf some
indication of the result may be helpful. The voice-
coil impedance of almost all speakers increases with
increase of frequency due to the coil inductance, thus
reducing the driving current and the acoustic output
at high frequency. If the speaker is driven from a
high-impedance scurce, this current decrease, being
a function of total circuit resistance, is not so serious

as when a low-impedance source is used. Thus it can
be said that the relative h.f. output will always be
greater when a high-impedance source is used. How-
ever, if the overall response is “ flat,”” with the usual
sort of ‘“non-feedback”’ output impedance ratio
of amplifier /speaker =}, increasing the output impe-
dance will increase the transient distortion by over-
emphasizing the h.f. components of the pulse.
Whether change of output impedance improves or
degrades the transient response always depends upon
where you start from, but it has been shown that
an increase in output impedance always makes the
transient ‘‘ overshoot distortion’’ more troublesome,
whatever it does to the high-frequency components
of the transient

Finally, do these oscillations really produce notice-
able degradation in quality? Does an amplifier with
a signal applied to its output really behave like a
decent clean-living resistor? Can the loudspeaker
be made to produce a good square acoustic signal;
and if it can, what does it sound like? These and
other questions must be left for later discussion.

SHORT-WAVE CONDITIONS

March in Retrospect :

By T. W. BENNINGTON
(Engineering Division, B.B.C.)

URING March the average maximum usable fre-

quency for these latitudes decreased very slightly
during the day, and increased considerably during the
night. These are the normal seasonal variations.

Daytime working frequencies remained high; in fact,
higher on the average than had been expected. U.S.A.
stations on frequencies over 30Mc/s were not often
heard, but the 28-Mc/s band held on remarkably wecll.
11 Mc/s was about -the highest regularly usable night-
time frequency.

Sunspot activity was, on the average, higher than
during the previous month. The giant sunspot of Feb-
ruary 2oth (now much reduced in size) crossed the sun’s
central meridian again on March 18th and further iono-
pheric disturbances followed.

Though the early part of the month was ionospheric-
ally ‘“*quiet,” the latter part was subject to much iono-
spheric storminess, and the month as a whole must be
classed as a disturbed one. The most disturbed periods
were Oth-7th (minor), 13th (minor), 19th-22nd, 24th-25th
and 27th-28th. Strangely enough, no Dellinger fadeouts
were reported during the month.

Forecast.—Daytime m.u.fs in these latitudes should
continue to decrease during May, whilst night-time
m.u.fs should continue to increase.

Daytime working frequencies on east-west circuits
should therefore be considerably lower, and those on
north-south circuits somewhat lower, than during April.
It is unlikely that 28 Mc/s will be usable over east-west
circuits at any time during the month, though it may
occasionally be usable in southerly directions. Mode-
rately high frequencies will, however, remain of use for
longer periods than during April, because of the longer
duration of daylight at this end of the circuits. Fre-
quencies as high as 15Mc/s should remain regularly
usable until after midnight, and the lowest frequency
really necessary at anv time of night should be of the
order of 12 Mc/s.

Daytime frequencies for medium-distance communica-
tion should be somewhat higher than during April be-

170 -

Forecast for May

44 . — 44 .
MONTRE AL [T Touenos aies
sop————f—— a0}
[T
36 —— —O——T— St 36 t — —
7 I S N N N 32—,-—[_ﬁ |
— - | ) Pt
o2 28 e
[E Y'Y S R - 24 | | /1] { A,
o -

RF—1+—
| 1
8_'—]_ 1—J: T
| sl | |
O 4 8 12 16 20 24 0 ¢ 8 12 16 20 24
44 4
[“cape Town 7] [ CHUNGKING
aob— 7 40 — T
36—t T_j'::] 36 f -
~ [

R——1- '!__ ——{ 32

28—+
£
9 24 s
= 7SN
20 e )
\ _/;5/ e
6 e
12 —
8
sl L
0 4 8 12 16 20 24

G.M.T.

——= FREQUENCY BELOW WHICH COMMUNICATION SHOULD BE POSSIBLE
ON ALL UNDISTURBED DAYS

—~— — PREDICTED AVERAGE MAXIMUM USABLE FREQUENCY

==+ == FREQUENCY BELOW WHICH COMMUNICATION SHOULD BE POSSIBLE
FOR.25% OF THE TOTAL TIME

cause such communication will take place via the E
or F, layers for several hours daily. There is lilely to
be a big increase in the rate of incidence of Sporadic E,
and transmission up to 1,400 miles may be frequently
possible, perhaps on'exceptionally high frequencies.

The curves indicate the highest frequencies likely to
be usable over four long-distance circuits from this
country during the month.
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Physical Society’s Exhibition

Electronic Research and Measuring Equipment

The fifth post-war exhibition of the Physical Society, held
in London from 3ist March to 5th April, included many
items of radio and electronic interest. This report opens
with a description of some of the exhibits concerned with
research and development rather than routine production.

RESEARCH

’I‘HE applications of germanium are no longer confined
to the diode. The crystal triode, or transistor, is
on its way to practical use. The G.E.C. Research
Laboratories cdemonstrated its characteristics on an
oscilloscope and showed experimental equipment em-
bodying it. A three-stage a.f. amplifier with a gain of
66db and an input impedance of 1k(} was shown.

Germanium also forms the basis of a method of
measuring magnetic field strength by the Hall effect,
shown by hLoth G.E.C. and B.T.H. If a magnetic field
is applied at right angles to a conductor carrying a cur-
rent, a p.d. is developed across the conductor which is
proportional io both the field and the current and which
is at right angles to both. The effect is relatively large
when the material is germanium, and a sensitivity of
1xA per ImA per 1,000 gauss is obtainable. The ger-
manium can be physically very small and so can be
used for exploring magnetic fields.

Synthetic piezo-electric crystals were shown by
Standard Telephones. Ethylene diamine tartrate is
easily grown and produces crystals suitable for use in
line filters.

A method of transmitting telegraph signals over nar-
row bandwidths was shown by Marconi’s W.T. Com-
pany. Signals of 66 w.p.m. can be transmitted over a
bandwidth of 1oc/s, using a s5-unit code. Pulse-ampli-
tude modulation is used with 32 levels; the noise level
must be 36db below the peak signal level.

The Roval Aircraft Establishment showed an electronic
curve follower for feeding recorded information to a
computer. The curve is drawn on transparent film and
is scanned by a c.r. spot oscillating at 3kc/s with an
amplitude of Tmm. A photo-cell and amplifier is used
with a phase-sensitive rectifier and gives an output pro-
portional to the displacement of the centre of osciilation
from the line. This is fed back to the deflector plates
and locks the centre of the spot to the line. The deflector-
plate voltage forms the output of the device.

G.E.C. 3-stage amplifier using transistors
compared in size with a cigarette lighter.

(Right) W. G. Pye current-stabilized power
unit, designed for supplying a hydrogen lamp.

WIRELESS WORLD, MAY ¥950

The Telecommunications Research Establishment
showed locked-oscillators of the sine-wave type giving
frequency multiplication in steps of 10:1, and the Signals
Research and Development Establishment exhibited a
number of balanced-T bridges built for impedance
measurements in the 50-100-Mc/s region. One model
includes a decade resistance standard.

GENERAL ELECTRONICS

AMONGST the exhibitors of power supply units, one
of the highest claims for stability was made by
Cawkell, who demonstrated a model giving 200V at
somA with stabilization of 0.003 per cent for mains or
load variations of 15 per cent. The valve-heaters in
the instrument are connected in series across the stabil
ized h.t. line, and a thermal-delay switch allows them
to reach full temperature before the stabilizing action
cominences. A 300-mA current-stabilized power supply
by W. G. Pye gave o0.01 per cent stability for 12{ per
cent mains variations and + 100{} variation on the nor-
mal load of 300Q2. Here again the valve heaters are in
series across the stabilized line, and tappings are taken
from the potentiometer thus formed to provide h.t. volt-
ages, thereby saving extra resistors. Cinema-Television,
Dynatron and E. K, Cole had stabilized e.h.t. units for
nucleonic work, whilst Tinsley showed an a.c. stabilizer
using a thermistor-bridge detector. A constant-current
source for supplying valve heaters or filaments, using a
transductor, was shown by the British Scientific Instru-
ment Research Association, and a constant-voltage 12-V
supply by Advance Components.

Several firms have been concerned with the problem
of producing stable d.c. amplifiers. Southern Instru-
ments showed a drift-corrected d.c. amplifier in which
an oscillating relay continuously compares input with
output so that any variation in gain is made to operate
an automatic correcting circuit. Another self-balancing
method was demonstrated by Electronic Instruments,
for use in an electrometer, but here the correcting process
was set in motion periodically by a cam-operated switch-
ing system. Two alternative methods of d.c. amplifica-
tion were on view. Nagard used the d.c. to modulate
a carrier frequency of 14Mc/s in an amplifier which had
a flat frequency response up to 1Mc/s and a maximum
gain of 15,000. Tinsley and Sunvic, on the other hand,
modulated the d.c. by means of a mechanically operated
““ chopper,’’ then amplified the result by normal methods
and finally rectified the output.

Demonstrations of various ap-
plications of magnetic amplifiers
were confined mainly to two firms.
Elliott used them for amplifying
signals from thermo-couples, for
driving a uniselector and for
speed control of a 1-h.p. motor;
whilst Electro Methods showed
several applications, including the
integration of small signals by a
low-inertia integrating motor
driven by a magnetic amplifier.
Thermionic amplifiers with special
uses were shown by E. K. Cole, de
Havilland, T.R.E. and Cawkell.
The latter’s exhibit was a demon-
stration amplifier for schools, with
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Electronic apparatus for counting the red corpuscles
in human blood, developed by Metropolitan-Vickers.

controls brought out on the front panel to enable circuit
constants to be altered whilst the effects at the output
are studied on a c.r.o.

In the field of computing, for those who find it diffi-
cult to convert decimal to binary numbers, Elliott
showed a machine that will do the job automatically.
An analogue computor for solving twelve similar linear
equations was exhibited by de Havilland, and the
N.P.L. had on view a junior model of their automatic
computing engine, which is still in process of develop-
ment. To reduce the tedium of designing directional
aerial arrays by the trial-and-error method, T.M.C. have
produced an experimental apparatus in which the trial
radiation pattern is traced instantaneously on the screen
of a c.r.o.

Counters and scalers were verv much in evidence this
year. 1In general they followed the conventional form
of an electronic system providing either scales of two or
scales of ten, together with a mechanical register to give
the total count. An interesting application demonstrated
by Metropolitan-Vickers was the counting oi blood cor-
puscles. The blood is diluted by a known amount and
passed down a capillary tuhe, an image of which is
focused by a microscope on to a photo-cell; thus, the
passing of @ corpuscle causes the photo-cell to produce
a pnlse which in turn actuates the counter. Other ex-
hibitors of counters were Airmec, Dawe Instruments,
Panax, Dynatron, E. K. Cole, Lvdiate Ash, Marconi
Instruments, and the Atomic Energy Research Establish-
ment, many of the instruments being designed for count-

Ediswan portable gamma radiation monitor type 1030C, for indication of integrated

g the random-puise outputs of Geiger-Muller tubes and
ionization chambers.

Several portable radiation monitors and detectors
worked by batteries were on view, the principal exhibi-
tors being Baldwin Instruments, Ediswan, E. K. Cole
and Panax. For determining the strength of radiation in
particles-per-minute, rate-of-couni meters were shown by
E. K. Cole and Panax.

INDUSTRIAL ELECTRONICS

{STABLISHED methods of applying variation of

resistance, capacitance, inductance or photo-emission

to the control of industrial processes or production were,

as usual, well represented, and some interesting new
principles of control were shown for the first time.

In the radioactive thickness gauge, developed by the
Electromics Division of E. K. Cole, the absorption of
emanations from a radioactive source is used to indicate
the thickness of sheets and films; e.g., paper, plastics
or even steel. A tray containing the radioactive element
is placed below and an ionization chamber above the
moving strip, and no mechanical contact is necessary.
The output from the ionization chamber is converted
to a.c. by a vibrating-reed electrometer, amplitied and
compared with the output from an identical reference
source in which a normal specimen of the material under
examination has been inserted. Assuming that the
density of the material remains constant, the output
indicated by the differential meter gives a measure of
the variation of thickness to an accuracy of 1 or 2 per
cent at speeds up to 5 or 6 ft/sec for materials such as
paper and plastic. The strength of the source required
under these conditions is perfectly ‘‘safe’’ from the
point of view of health; for higher speeds and denser
materials some shielding may be necessary.

Measurement of the temperature of flue and furiace
gases in the region of r,000° to 2,000° C presents many
difficulties, particularly when the average temperature
across a furnace 20 or 3oft wide and a few inches above
the fuel is required. A solution has been provided by
Lydiate Ash Laboratories, in which the velocity of pro-
pagation of supersonic waves is the underlying prin-
ciple. ‘The ountput from a stable 1.f. oscillator, variable
over a limited frequency range, provides a circular trace
on a c.r. tube after passing through a network giving
two signals spaced go° in phase.. It also provides pulses
for firing a Trigatron which discharges an e.h.t. circuit
in a spark gap with peak
pulse energies of 6oo kW.
The sound energy of the
spark is concentrated in a
beam by a reflector, and is
picked up by a transducer,
amplified, and a suitable
h.f. component above the
ambient furnace noise is
filtered and applied to the
trace. The pulse repetition
frequency is adjusted
according to the.length of
the sound path, and a scale-
of-two ensures that the re-
ceived pulse coincides with
the transmitted pulse at
normal temperatures after
two revolutions of the trace.
In this way the tempera-
ture scale is expanded to
give better resolution. The
spot travels anti-clockwise,
and as the temperature rises
the received pulse arrives
after shorter intervals of
time and progresses clock-

dose up to 0.125 reentgens, and (right) de Havilland moving-coil vibrator for fatigue wise under a calibrated
testing. Alternating thrust 250 Ib and frequency range o to 1,000 ¢/s. graticule.  The transducer
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(a) Control and dis-
play unit of Lydiate
Ash Laboratories’
electronic high tem-
perature indicator.

(b) Ekco thickness
gauge, showing ex-
ternal radioactive
source and ioniza-
tion chamber.

(c) Portable auto-
matic curve tracer
made by Industrial
Electronics, Ltd.

cannot be inserted directly in the furnace gases, and
an end correction is applied electrically. Compensation
is also provided for changes in the gas composition.
Fatigue testing at low and sub-audio frequencies is
gaining in importance, and regenerative amplifiers are
being used as self-drive units in conjunction with vibra-
tion pickups and filters to select the natural frequency
at any required mode of vibration. Complete equip-
ment for this type of work, shown by de Havilland
Propellers, included a large moving-coil drive unit with
many features—including cloth-loaded synthetic resin
centring spiders—reminiscent of conventional loud-
speaker design. The Type 1/D1 vibrator, as it is called,
has an energized field taking 1 kW, and at full load
exerts an alternating thrust of 250lb with amplitudes
up to o.25 inch over a range of o to 1,000c/s; the
natural frequency of the unloaded assembly is 5c¢/s.
Instantaneous visual indication of frequency is given
by the Type 1204 ‘‘strobotuner’’ shown by Dawe In-
struments. Twelve stroboscopic, rings revolving at
specds proportional to semitone intervals on the equally-
tempered scale are driven by a synchronous motor
cnergized from a valve-maintained tuning fork. The
normal fork frequency is 440c/s, but it can be varied
a semitone on either side by sliding loading weights, if
pitches other than the international standard are re-
quired. The revolving discs are illuminated by neon
lamps, connected in the output of a microphone ampli-
fier so that the frequency of the sound under investi-
gation causes the appropriate disc io appear stationary.
Seven rings of segments on each disc are marked at
octave intervals and the total frequency range of indi-
cation is 32 to 4,070c/s. The equipment is designed
primarily for manufacturers of musical instruments, and
considerably reduces the time of adjustment and testing.
Another useful aid to the production testing of audio-
frequency components such as loudspeakers, trans-
formers, filters, amplifiers, etc., is the Type 1900 port-

WIRELESS WORLD, MAY 1950

able response curve tracer
which was demonstrated by
Industrial Electronics. One
of the r.f. oscillators in a
beat-frequency generator is
controlled through a react-
ance modulator by a linear
sweep generator giving a
scanning rate variable be-
tween 5 sec and 1 minute.
The output of the b.f.o. is
divided, and part is fed
through an R-C network,
rectified and amplified in «
push-pull d.c. amplifier in a
give, on a c.r. tube, a hori-
zontal deflection which is
proportional to the loga-
rithin of frequency.  leed-
back is applied between the
deflector system and the re-
actance modulator gives a reasonably constant rate
of deflection of the spot.  Vertical deflection trom
the input amplifier is normally linear, but a logarithmic
compression circuit, depending on the characteristics
of a contact rectifier. can be switched in when desired.
Special precautions have been taken to ensure the
stability of frequency calibration and the scale is
checked at one end against mains frequency, and at the
other against a stable resonant circuit.

Many industrial control devices depend on the accur-
ate measurement of displacement, and the proximity
switch and proximity meter shown by Fielden (Elec-
tronics) are examples of the sensitivity obtainable when
using balanced capacitances for this purpose. The prin-
ciple has been extended to graph recorder mechanisms
in which the movement of the pointer of a o-50xA
meter is followed at a distance, depending on capaci-
tance, by a servo-operated moving vane to which the
pen mechanism is connected.

OSCILLOSCOPES

TIIE cathode-ray oscilloscope is as ubiquitous as ever
and many different types were shown. The Duddell
string oscillograph is still used, however, and the Cam-
bridge Instrument Co. showed €- and r2-channel models
having a frequency response up to 1,400c/s. Clifton
Instruments also showed an electromagnetic type.

Mullard wideband
oscilloscope,
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A. E. Cawkell Electronic Engineers had a c.r. type
lor o.5-100¢c/s with a sensitivity of somV/cm. It is a
double-beam type with an electironic switch.

The Industrial Electronics A.I'. Response-Curve Tracer
is designed for checking a.f. apparatus and draws a
frequency-response curve on a long-afterglow screen.

On oscilloscope with an amplifier calibrated to 5 per
cent in volts was shown by Nagard. It is in two units
and covers zero to 10Mc/s. Furzehill Laboratories
showed general-purpose oscilloscopes. The 1684D has
an amplifier providing a sensitivity of 7mV /cm over the
range o-1.2Mc/s or 21mV/cm up to 3Mc/s. The time-
base has a range of 2c/s to 150 ''c/s. The 1684N is
designed for low-frequency use and has an upper limit
of about s0kc/s. It includes 10:1 sweep expansion.

Airmec Laboratories had an oscilloscope with a Y
amplifier operating from zero to 5Mc/s and a timebase
giving sweeps from o.5sec to 1usec. Mullard showed a
wideband oscilloscope with X and Y amplifiers with
a response from zero to 20Mc/s for —3 db. The sen-
sitivity is 1oomV/cm and a probe input is available.

An elaborate oscilloscope was exhibited by Metro-
politan-Vickers. It is of the continuously evacunated type
and operates at 100kV.

Cameras for recording oscilloscope traces are available
i many types, but a special display was made by Avimo.
This firm showed continuous film-recording cameras,
With a film capacity of 200ft and film speeds between
2.5in/sec and 300in/sec operation is from a 24-V power
supply.

SIGNAL SOURCES

AN interesting feature of the newest types of signal
generator is the provision of both f{requency and
amplitude modulation from ‘nternal sources. The Mar-
coni Instruments Model TFgg5 typifies the trend as it
provides internal f.m. at 1,000c/s with deviations vari-
able from 25kc/s to 6ooke/s, and a.m. up to 50 per cent.
The r.f. oscillator is variable over 4.5 to gMc/s only, but
by using cascade harmonic multipliers an effective fre-
quency range of from 13.5 to 216Mc/s is obtained. In-
cluded also is a crystal calibrator. A more ambitious
model is the TFg48, covering 20-80Mc/s, and with in-
ternal modulation by four frequencies with f.m. devia-
tions up to 6ookc/s and a.m. up to 8o per cent. It has
a crystal check circuit, f.m. and a.m. monitoring and a
tuning scale giving about 7 feet for each of the two
frequency bands.

An f.m. signal generator intended primarily for test-
ing receivers in the go-Mc/s region was shown by Mul-
lard. Known as the Model E7572, the final f.m. signals
are obtained by mixing the output from a fixed frequency

(a) Marconi Instruments f.m.-a.m. signal generator, type TF948, having very long frequency scales; (b) Pye

“Scalamp *’ self-contained mirror galvanometer;
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f.m. oscillator with that from a variable c.w. oscillator
and using high- and low-pass filters to select the differ-
ence and summation frequencies. Ranges of 3-15Mc/s
and 8o-100Mc/s are thus obtained with a single variable
oscillator. Two forms of modulation are provided, a
500-c/s sine wave with variable deviation up to + 100kc/s
and a 100-c/s repetition saw tooth.

A new Advance audio generator (type Hri) is notable
for its wide coverage, 15¢/s to 50 kc/s, and the provision
for either sine-wave or square-wave output. Heavv
negative feedback ensures low distortion and the output
is variable from zoouV to 20V,

METERS

TYPICAL of the modern trend in design of mirror
galvanometers is the Pye ‘“Scalamp,’”’ a new self-
contained model with galvo unit, scale and lamp in
one case. In addition to other novel features it has
switchable shunts to vary the sensitivity and a shock-
proof mounting to absorb bench vibration.

A number of new models with shortened suspension,
to reduce the height of the case, were shown by Tinsley,
and further examples were seen among the exhibits of
Hilger, Pullin and Turner.

Pointer instruments have undergone little change,
save that meters with a sensitivity of 1ouA full scale are
now more plentiful. A meter of this sensitivity was in-
cluded in a new Series 30 (3-in scale) made by Pullin.

A tropical version of the Avo Electronic Test Set is now
available, and there is also a valve-voltmeter conforming
to B.S. standards for first-grade moving-coil instru-
ments. It is the Model 26, made by Electronic Instru-
ments, and is usable up to 200}Mc/s:

BRIDGES

IDE-RANGE self-contained bridges for the measure-

ment of small values of inductance and capacitance
figured among the exhibits of Cinema-Television. One,
covering o.oo5xH to zomH in 12 ranges, gave direct
readings of mutual and self-inductance with an accuracy
of +1 per cent of the half-scale reading on all ranges,
and this also had facilities for measuring resistance of
irom 0.0001Q) to 3kQ in 12 ranges also. Another covered,
in 36 ranges, 0.002pF to 100uF and 1Q to 30,000MQ.

A feature of these bridges is the employment of in-
ductively coupled ratio arms and circuits that cancel
out the inductance, capacitance and resistance of ex-
ternal connecting leads, thereby enabling measurements
to be taken with the components in situ.

Wayne Kerr showed some bridges of exceptional in-
terest; the Bgor impedance bridge, for example, gives
in situ measurements of capacitance, resistance and in-
ductance over the ranges o.1pF to 10,0004F respectively.
Measurements can be made at either skc/s or 50.5ke/s

(c) Laboratory valve-voltmeter made by Electronic Instruments.
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from an internal oscillator or with an external generator
over 50c/s to 20kc/s. The accuracy is +1 per cent.
Another, the type Bgor, is designed primarily for
measurements of susceptance and conductance of v.h.f.
aerial systems over the frequency range 50 to 250Mc/s.

MISCELLANEOUS TEST EQUIPMENT

AN instrument for measuring very short intervals of
time, described as the Millisecond Counter Chrono-
meter, was shown by Cinema-Television. Its range is
14 sec to 1 sec, calibration being in steps of 14 sec. A start-
ing pulse activates circuits which continue fo record the
number of cyeles of an interval oscillator until the arrival
of a stopping pulse. Another microsecond counter, the
Chronotron, was included among the exhibits of Elec-
tronic Instruments.

A wavemeter of unusual accuracy, 1 part in 10°, was
shown by DPlesscy. It incorporatcs several reference
oscillators, one being crystal controlled, and covers a
range ol 15 to 10,000Mc/s.

For analysing complex waveforms Muirhead have
developed a high-precision type wave analyser,
Model D480A. Resistance-capacitance tuning is em-
ployed, and the exploratory range is 1gc/s to 21ke/s.
It is not a heterodyne type.

Dawe had a v.h.f. *“Q meter, range 30 to 200Mc/s,
and an improved sound level meter, the new model being
about hali the size of the older, but providing the same
facilities.

VALVES AND C.R. TUBES

AN nnusually small number of valves and tubes were
shown af this vear's exhibition. Standard Tele-
phones had a reflex kvlstron for 6-7cm with an output of

Muirhead wave ana-
lyser and its power
unit.
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(a) Cinema-Television electronic stop-watch
(microsecond
Standard Telephones push-button h.f. atten-
uator; (c) z2oth Century Electronics c.r. tube.

(b

counter chronometer); (b)

0.65-1W, and capable of being frequency-modulated 0.8-
1Mc/s per volt. A frequency shift of 4ooMc/s is possible
by mechanical tuning.

20th Century Electronics exhibited precision c.r.
tubes. There are two single-beam types, 4in and Oin.
and a 6-in double beam, all with flat faces. The last has
two separate guns, and it is claimed that there is no
interaction between them; the X-plates are common.

A range of cold-cathode valves and electrometer
valves was shown by Ferranti.

COMPONENTS

TANDARD TELEPHONES sthowed a range of

swaged-seam capacitors for tropical purposes. Both
paper and mica-dielectric types are made, and the ter-
minals and mounting are on the same face of the com-
ponent.

Variable transformers and wire-wound resistors were
exhibited by Zenith, while Gambrell showed 350-MQ
standard resistors and had an interesting precision slide-
wire, comprising 50ft of wire wound as 100 turns on a
drun.

Westinghouse, in addition to the well-known ranges
of metal rectifiers for h.t. and e.h.l., were showing new
types designed for use as * damping diodes” in televi-
sion line-scan circuits. . They range up to the 1436 with.
a rating of 3.47kV peak inverse and a mean current of
up to roomA. Types with cooling fins can be supplied
for higher currents.

Standard Telephones also showed seleninm rectifiers
and have an e.h.t. type rated for 40V r.m.s. per plate or
80V peak inverse in television fly-back circuits.

Breeze connectors for coaxial cables operating at
7-10kV were exhibited by Plessey, who also had a range
of microwave components. Variable resistors, of both
the wire-wound and carbon types, fully sealed for tropi-
cal conditions. were also shown.

MATERIALS

URTHER advunces in the performance of

permanent magnets are foreshadowed by a
new process developed by the Permanent
Magnet Association, thougn it will be some
time yet before magnets will be commercially
available. Using an alloy similar in chemical
composition to Alnico, it has been found pos-
sible to grow columnmar crystals internally 1n a
direction favourable to the magnetic circuit,
and magnets forined by this method have given
figures for BHa. of the order of 7 to 8 x 10°
gnuss-oersteds compared with the previous best
of 5x10° for the anisotropic heat-treated
Alcomax TIT.

A new ceramic matcrial, K3,000, was shown
by Mullard Electronic Products.  Developed
for use in r.f. bypass capacitors, it has a per-
mittivity of the order of 3.000 in the tempera-
ture range 10° to 70° C.
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Deflector Coil Characteristics

3. Performance of Frame Coils
By W. T. COCKING, MIEE

YO far as the field efficiency is concerned all the
conclusions reached about line coils apply
equally to frame coils with only one exception ;

it is not possible to reduce LI? appreciably by using
copper screening around core-type coils at frame
frequency. With the ring-type iron circuit and
normal forms of construction the LI* figure for the
frame coils is normally higher than for the line.
‘There are two reasons for this; on the one hand the
frame coils must necessarily be shorter than the line
because the bent-up ends must fit inside the ends of
the line coils, and on the other hand the bent-up ends
of the frame coils must be longer because they have to
pass over the side wires of the line coils. As an
example, with the assembly used for the measurements
of Table 2 and with, ring 2, the line coils have LI?

- 1.06 and the frame coils L12 = 1.32. For ease of
comparison both figures are for the same deflection.

However, at frame frequency the LI? figure is not
always of the first importance. The energy lost in
the resistance of the windings is no longer negligible
compared with the energy stored in the inductance
but actuallv greatly exceeds it. The real figure for the
deflection power is now proportional to RI2? — LI?
X R/L.

Because of this it is theoretically possible to adopt
quite ditferent methods of improving frame-coil
efficiency. For instance, if the window area of the
iron circuit is increased the field efficiency decreases
(LI® increases) but the winding area increases and so
larger wire can be used and.the resistance decreases
(R/L decreases). If R/L decreases more than LI2
increases, R1% decreases and the efficiency is improved.

In some cases this occurs to a marked extent and
low RI? figures are possible in spite of very poor L.1?
values. As an example, one commercially-produced
core-type coil has LI* = 6.08 and R/L = 0.185 so
that RI® = 1.12, whereas the coil referred to just
above with LI® = 1.32 has R/L = 1.88 and RI®

2.48. The commercial coil is actually not quite as
good as it sounds for its resistance has been reduced
so much that it is no longer permissible to ignore the
energy stored in the inductance. It is necessary to
use the accurate expression RI%(1 + o.105L/R) which
equals 1.74 in this case. Using this expression also
for the bent-up end coil we get a figure of 2.61
instead of 2.48.

Although the commercial coil has only 1/4.6 of the
tield efficiency the resistance losses are so low that it
needs only 1/1.5 of the input power of the other coil.

Although the RI® figure, modified if necessary by
using the full expression, indicates the power input
needed by the coil for deflection it is necesary to be
very careful in using it. In practice, the important
factor is really the power which must be provided by
the vaive which feeds the coil, not the power which
must be fed to the coil. Under ideal conditions the
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two are proportional 10 each other, and then the lower
R1I? the better. In practice, however, it is not alwavs
possible to match valve and coil and when this
happens a decrease of RI2 mav be of no benefit : it
may merely increase the mismatch and leave the
power supplied to the valve from the h.t. supply
unaltered.

This is not the place to enter into a discussion of
methods of feeding the deflector coil, but it is necessary
to realize that in some cases improvements in the
efficiency of a frame deflector coil confer little or no
practical benefit. The true utility of a frame coil
can only be assessed by considering it in conjunction
with the valve and coupling circuit.

Even if RI® were a direct measure of the practical
goodness of a coil when connected in circuit there is
not a great deal that can be done to reduce the figure.
With a given form of construction RI? can be reduced
only by increasing the winding area. This can be
usually done only by increasing the window area of
the iron circuit, which increases LI2 but reduces
R/L more. However, the iron circuit is common to
the line and frame coils in most cases and the increase
of window area reduces LI? of the line coils. The

'magnitude of the power involved in line deflection is

so much greater than in frame that the net result is
likely to be an increase in the total power required.

Coil Inductance

So far little or nothing has been said about the
actual number of turns on the coils. This is a minor
matter with little or no effect on the efficiency, for
it affects neither LI? nor R/L. 1f the coils are not
fed through transformers, the turns must be chosen
to suit the requirements of the valves which supply
them with the saw-tooth current; in other words,
they must be chosen to match the valves, If trans-
formers are used the number of turns is not at all
important because the transformer ratios can be
chosen to suit.

Transformers are usual in commercial practice and
for the line scan a coil inductance of some 5-10 mll
is common. This usually needs 150-200 turns in
each coil of the pair. The wire gauge is fromn No. 26
to No. 32 s.w.g. and is convenient whether the coils
are wound to shape or bent after winding. Frame
coils have the same order of inductance hut they are
often a little higher—up to about 25 mH.

In cases where transformers are not used higher
inductances are necessary. For the line scan the
inductance needed is of the order of 70 mH and
something around 500 turns per coil is required. For
the frame an inductance of up toabout 2 H is desirable
in many cases and this will call for something
approaching 3,000 turns per coil.

A practical limitation occurs here because it is not
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possible to reduce the wire size indefinitely. With
the winding area often available 3,000 turns would
require No, 46 gauge wire and this is much too weak
mechanically for a deflector coil. It is undesirable to
use any wire smaller than No. 42 s.w.g. and a limit of
No. 40 is preferable. With this last gauge the limit
to the turns is arounil 1,000 per coil in many cases.

To a large extent it is this which limits the possi-
bility of matching the coils to the valve. If it were
possible to reduce the wire size without limit it would
be possible to wind on turns until the voltage drop
across the resistance of the coils reached the limit
set by the valve and h.t. supply. The current would
then be a minimum and optimum matching would
be obtained. As it is, the voltage.drop across the
coils is often well below that permissible in the valve
circuit and the current must be correspondingly
increased.

The same factor arises, but in a different way, even
when transformer coupling is used. It is no longer
in the deflector coil but is transferred to the trans-
former. It becomes much more complicated to
investigate, however, because the matching then
becomes tied up with questions of the size, weight
and cost of the transformer as well as its efficiency
and power of distorting the scan.

There is one form of deflector-coil construction
which must be mentioned here because it does permit
an unusually large winding space for the frame coils.
1t has already been briefly referred to and is based
on a lamination which acts as a split iron ring for
the line coils, while the two halves of the ring form
poles for the frame coils. The iron circuit is built
from a stack of laminations of the form shown in
Fig. 3*. The advantages of this form of construction
are two; the winding space for the frame coils is
increased and so R/L can be reduced, and the
laminations, if earthed, provide screening between
the side wires of the line and frame coils. The dis-
advantages are a relatively low field efficiency for the
frame coils, for an appreciable amount of field closely
encircles the side wires, and a field distribution
within the c.r. tube which is controlied by the shape
of the poles and, therefore, nor readily changed.

An experimental assembly was constructed on a
1}-in stack of o.02-in G. L. Scott type S.31 motor-
stator laminations. The line coils occupied nearly 60°
for each side limb instead of the usual 45° and had
bent-up ends. The internal diameter of the split ring
formed by the poles was 42 mm. The frame coils
were simple slab coils of circular section with a simple
bend to clear the tube neck. They did not fully
occupy the winding space available and so the R/L
figure obtained was not so low as would be possible.
The winding distribution in the line coils was also
not quite right in this first attempt and there was
some barrel distortion of the raster.

The line coils gave LI? =o0.94, L = 18.8 mH,
R/L = 1.56. The frame coils gave LI? = 2.19 (for
the same 7.5-in deflection), L = 30.3 mH, R/L =
0.81 and RI% = 1.76. Although LI? is considerably
worse than for a bent-up end frame coil, R/L is much
lower and the true efficiency is better.

Constructionally, the frame coils arc much easier
to make than the bent-up end type. The line coils
are slightly more difficult than usual, because one
end must be bent-up with the iron circuit in place.
In addition to the partial screening afforded by the

* March 1950, p. 97.
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iron, the line coils can be rotated relative to the frame
while the assembly is in operation so that it is easy
to adjust the assembly for a rectangular raster and
minimum magnetic coupling between the two sets
of coils.

One disadvantage is that the raster shape is
seriously affected by any imperfections of the lamina-
tion assembly. It is necessary to take great care to
obtain a true stack and it was found to be only too
easy to stack the laminations so that they had a
slight twist. A more serious drawback is the lack of
control over the frame field distribution. This means
that it is not possible with a single type of lamination
to make deflector-coil assemblies which are suited to
all types of cathode-ray tube. It is mainly this last
point which has made the writer view this form of
construction with some disfavour, but the difficulty
of obtaining a sufficiently true stack to avoid raster
distortion is another factor. It is also one which
applies to all core-type coils. He has concluded
therefore, that the bent-up end coils with a ring-type
iron circuit is the best form of construction.

Effect on Focus

So far deflector coils have been considercd only in
respect of their efficiency. It is, however, necessary
that a deflector coil shall produce a rectangular raster
evenly focused over its surface even if this entails
a sacrifice of efficiency. This matter has to be
discussed in rather general terms because actual
measurements of defocusing are rather difficult.

With a ring-type iron-circuit, the shape of the raster
is governed by the disposition of the side wires of the
coils. The focus is also aftected by this but also by
the end connections. Referring to Fig. 8(a), the
diagram shows a section though the middle of an
assembly of line coils only. It can be shown that to
produce a uniform magnetic field within the tube the
turns density should vary as cos 8, o the total turns

(b)

(¢) (d)

Fig. 8 (a). Shows a graded winding of varying thick-

ness and (b) a small uniform winding. The latter

must be centered on a 26° angle (c) for a curved-face

tube. A 45° winding with the turns centered on 26° is

shown at (d), the turns are distributed by changing the
wire size in steps.
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as sin 6. This calls for a winding of varying thickness
and is consequently an inconvenient construction.

*In practice, the grading of turns is usually made
in steps. One way of doing this is to change the wire
gauge at intervals during winding; another is to
wind the coil in a number of identical sections which
are spaced at varving intevvals; still another is to
wind the coil in evenly spaced sections and to vary
‘the number of turns in cach section.

As the number of sections is reduced so the
approximation to the gradual distribution decreases
and it is at its worst when each side limb degenerates
to a single uniformly-wound section as shown in
I'ig. 8(b). A rectangular raster is easily secured with
all these arrangements, but the focus improves as the
turn distribution approaches the gradual.

Although it is commonly said that a uniform
deflecting field is needed, this is not actually the
case. The radius of curvature of the tube screen is
greater than the deflecting radius and a suitable
non-uniform field is necessary if the raster is to be
rectangular ; the departure from uniformity is
greatest for a flat-face tube. -Strictly speaking a
deflector coil should be designed for a given tube and
each tube tvpe should have its own design of coil.
In practice, this is not necessary and one design is
usually satisfactory for all curved-face tubes and
another for all flat-face types. Because a less uniform
field is necessary with the latter it is more difficult
to secure good focusing with them.

A uniform field gives pincushion distortion of the
raster with all tubes. To obtain a rectangular raster
the field must be made increasingly of pincushion
shape as the radius of curvature of the tube screen
increases, for a pincushion field tends to give barrel
distortion of the raster. A coil assembly designed for
a flat tube will therefore give barrel distortion on a
curved screen and, conversely, one designed for a
curved screen will give pincushion distortion with
a flat.

The field becomes of the pincushion type as the bulk
of the turns shift to small angles in Fig. 8. This
means that the sin 6 distribution must be weighted
so that more turns appear for small values of § and
less for large. With the small ungraded coils of
Fig. 8(b) the spacing between the adjacent limbs
must be decreased.

When both line and frame coils fit around the tube
neck, as in the bent-up end type of coil, 8 is limited
to 45° for there are eight sets of side wires to fit
around the tube neck. It is found that a rectangular
raster requires that 509, of the turns lie between
o and 26° and 509, between 26° and 45°. If the side
wires are in one uniformly distributed section, the
casiest to make, they must then extend from 13°
to 39° as shown in Fig. 8 (c). Such a coil can give
very good results with a curved-face tube, sich as
the MWi14C. There is some defocusing in the corners
but not a serious amount. This distribution was used
in the Wireless World Television Receiver.

Better focusing and efficiency are obtainable with
the full 45° occupied by a distributed winding. A
suitable distribution is shown in Iig. 8(d). The
first 15.5° section contains 259, of the total turns,
the middle section of 31-15.5 == 15.5° contains
36.5% and the third of 45-31 = 14° the remaining
38.5%. Note that this last section is the inside one
of the coil as wound. The distribution is obtained
by changing the wire gauge. This winding gives a
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better focus, and is somewhat mere efficient because
there is less waste space. It is more difficult to
make, however.

The major defocusing troubles in a deflector coil
usually come from the end connections. The field
produced by these ends is chiefly in the form of
loops encircling the end wires. Some field is neces-
sarily produced in a direction acting along the
electron beam and so having a defocusing action.

If the ends are bent-up well away from the tube
neck the field which thev produce within the tube,
where it can affect the electron beam, is relatively
weak and very little defocusing occurs. However,
such ends take a greater length of wire and so pro-
duce a greater total field and the efficiency suffers.

Apart from the end connections, the field pro-
duced by the side wires extends beyond the ends of
the assembly; it bows outwards from the ends.
This is inevitable for it is not possible to terminate a
magnetic field abruptly in a uniform medium.
This bowing field itsef has components acting
along the clectron beam which affect the focus.
The only way ol mitigating the curvature of the
field is by increasing the diameter of the assembly,
but this has a big etfect on efficiency.

It is found, in practice, that the end bowing of
the field is not serious for an assembly of 36-mm
inside diameter. When the end connections are
taken as closely as possible around the tube neck
some defocusing in the corners does occur and it is
desirable to keep these end connections further from
the tube. Assemblics giving a rectangular raster
and very little defocusing are possible with an
LI® figure of the order of 1.3 or better.

The effect of the end fields is more serious at the
front of the coil assembly where the beam emerges
from the field than at the back where it enters it.
This is because the beam enters the field on the
axis of the tube in the most uniform region of the

field and at the greatest possible distance from the

end connections. At the front, the beam emerges
from the field anywhere over a relatively large
arca and at full deflection is not greatly separated
from the wall of the tube.

It is clear, therefore, that the front end of the
assembly is more critical for the avoidance of de-
focusing than the back end. Consequently, it is
permissible to bend up the back end connections
less than the front, and it is advantageous to do so
because it reduces the amount of wire needed and
improves efficiency slightly.

Iron Losses

Nothing has so far been said about iron losses in
the ring or core, Such losses inevitably occur but
have no effect at all on the efficiency of the deflector
coil as we have been considering it. They can,
however, have a big effect on the efficiency of the
circuit which feeds the deflector coil.

The importance of iron losses depends on the type
of circuit. If critical, or slightly under critical,
damping is used, as in the Wireless World Television
Receiver, the iron losses are unimportant. Indeed,
a fairly high iron loss is an advantage since it reduces
the power that must be dissipated in resistances.
In addition, it provides distributed, as distinct
from lumped, damping of any subsidiary resonant
circuits which may be formed between sections of
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Fig. 9. The line output stage modified as shown at (a) can be used to
measure overshoot. The picture seen on a c.r. oscilloscope is shown at (b).

when a damping diode is used it is
desirable to minimize the core losses.
The laminations used should, there-
fore, be as thin as possible and of a
high grade material with minimum
hysteresis loss.

It is usually difficult to obtain
thinner laminations than o.o14 in and
although these are really much
thicker than is desirable, they are

| [\ Ao
\

= (D) >
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windings and their self-capacitances. In this case
laminations as thick as 0.02 in are quite satisfactory
and are often to be preferred to thinner ones.

Matters are quite different when the circuit is of
the type using a damping diode. It is then desirable
to let this valve provide as much as possible of the
damping and iron losses should then be kept to a
minimum. The inherent total losses are easily
measured in terms of the overshoot and {from them
figures for the Q can be computed. This is un-
necessary, however, in many cases for it is the
overshoot itself which is important.

The casiest way of measuring overshoot is to
include the coil directly in the anode circuit of the
line time-base output valve, removing all damping
circuits and increasing the bias on the valve so
that it remains cut oft for, say, a third of the scan
period. The input wave should cut the vdlve off
very sharply on fly-back. The circuit is shown in
Tlig. 9 (a) and in (b) the anode voltage waveform as
seen on an oscilloscope. Tt is usually sufficient to
place the oscilloscope input lead near the anode of
the valve ; if it is cornected directly to it, the voltage
is usually much too great.

The fractional overshoot is the ratio B/A. It
cannot exceed unity and if the measured value is
greater, something is ‘wrong with the equipment—
probably the oscilloscope amplifier is overloading !
An overshoot much over 0.9 is unlikely in practice.

The writer has not so far made many measure-
ments of overshoot, but as an indication of what to
expect he has obtained a figure of 0.9 for a deflector
coil without iron. The same coil with a 1-in stack of
0.02-in laminations forming a 42-mm diameter ring
gave an overshoot of 0.625 only. With a damping
diode the circuit efficiency varies very roughly as
the square of the overshoot, or in this particular
case, in the ratio (0.9/0.625)® = 2. The deflector
coil efficiency itself varies in a 2 :1 ratio with and
without the iron, so that in this case considering
coil and circuit together the overall efficiency would
be the same whether the deflector coil had an iron
circuit or not.

In practice, of course, a transformer is needed
and the iron losses in its core have a marked effect
on the overshoot. This modifies matters and makes
the deflector-coil efficiency of more importance
than the losses in its iron circuit. Nevertheless,
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appreciably better than 0.0z in. The
quantity of iron used must obviously
have an effect on the iron losses and
it is reasonable to suppose that the
use of, perhaps, one-half of the
number of laminations needed for a
full stack and spacing them out to
occupy the full space would appreci-
ably increase the overshoot.

It was shown earlier that this
reduces the coil efficiency by only
a small amount, so that it would probably be
advantageous to adopt this form of construction.
This lies in the future, and at the time of writing
no measurements have been made to show the
possibilities. The matter is complicated by the
transformer. This component not only has itsclf
high core losses, but is inefficient on a field
basis. Because of the need for high insulation and
low self-capacitance the leakage inductance tends
to be large. This means that the transformer itself
has a large waste field and stores a good deal of
energy. lIts efficiency is often no more than 509,

The transformer efficiency does not directly
influence the deflector coil but its core losses do,
for if the core losses are large the overshoot will
be small no matter how small the losses in the de-
flector-coil iron circuit are made. It will usually
be advantageous to try to reduce core losses in one
component only when those of the other are of the
same order of magnitude. Of course, if the losses
in one are very heavy and in the other very small,
it is always useful to improve the poorer one, but a
big improvement may be needed to be worth while.

Club News

Birmingham.—The first of a series of d.f. tests will be
undertaken by members of the Slade Radio Society on 14th
May. At the meeting on 12th May the first of a series of
discussions on television fundamentals will be opened by
R. T. Turner and will deal with time bases. On 26th May
D). Symons will describe the construction of a television
receiver using ex-Government equipment. Meetings are held
at 7.45 in the Parochial Hall, Broomfield Road, Erdington.
Sec.: C. N. Smart, 1o Woolmore Road, Erdington.
Birmingham, 23.

Sheffield.—The reorganized Sheffield Amateur Radio Club
now meets on the second Wednesday of each month at
Albreda Works, Lydgate Lane, for technical lectures and on
the fourth Wednesday at the Dog and Partridge Inn, Trippett
Lane. Sec.: E. Walker (G2LT), r1a Welwyn Close, Intake,
Shettield, Yorks.

Sunderland.—The last of the lecures in the series on valve
manufacture, which have been given by members of the
staff ot Ediswan’s to the Sunderland Radio Society, is on
“ Testing and Inspection ’ and will be given by H. Booth
on r7th May at Prospect House, Prospect Row, Sunderland.
Sec.: C. A. Chester, 38 Westfield Grove, High Barnes, Sunder-
land, Co. Durham.

British Amateur Television Club.—The note on this club in
our February issue was a little ambiguous. The purpose of
the club is to encourage amateur activity in television
transmission. Sec.: M. Barlow (G3CVO), Cheyne Cottage,
Dukes Wood Drive, Gerrards Cross, Bucks.
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WORLD OF WIRELESS

Europe’s Wavelengths + International

Video Standards

Standardization <

Copenhagen Observations

ROM observations made at both
the B.B.C. checking station at
Tatsfield and the measuring station
ot the new European Broadcasting
Union at Brussels it appears that
all the 25 countries who were signa-
tories to the Copenhagen Broad-
casting Convention have contormed
to it in most respects.

There have, however, been depar-
tures from the Plan by some of the
non-signatories.  Although Spain
was not represented at the Copen-
hagen Conference—because she is
not a member of the United Nations
—she was allocated new frequencies
but has, so far, continued to use
the old wavelengths. As many ol
these come hetween the frequencies
allocated at Copenhagen to other
countries there has been consider-
able interference in certain parts of
the Continent. Luxembourg also
continues to operate on its old long
wavelength as well as on the new
medium-wave one.

Some stations in  Palestine,
Egypt, Andorra, Malta, Austria
and Treste, have not conformed to
the Plan and the stations in the
American Zone of Germany, for
which three frequencies were allo-
cated, are said to be operating on
twenty-five. The American Forces
Network is using five—Frankfurt,
593 ke/s (10 k\WV) ; Stuttgart, 1,061
kc/s (50 k\V); Munich, 1,554 kc/s
(100 kW) ; DBeyreuth, 548 kc/s
(10 kW) ; Berlin, 611 kc/s (1 k\W).

To assist stations in calibrating
their transmitters the B.B.C.
recently placed the long-wave trans-
mitter at Droitwich at the disposal
of the European DBroadcasting
Union so that details of measured
variations could be broadcast
throughout the early hours of the
morning in English, French and

Russian. Stations in Brussels and
Paris were also used for this
purpose.

Television Standards

1\/ EMBERS of the Television
Study Group of the Inter-
national Radio Consultative Com-
mittee (C.C.I.R.)-—one of the four
permanent committees of the Inter-
national Telecommunication. Union
—are visiting countries on bhoth
sides of the Atlantic for demonstra-
tions of television preparatory to
meeting to discuss international
standards. They will have seen
American, French and Dutch equip-
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Exhibition

ment prior to sceing demonstrations
in this country from 26th April to
sth May. On the following day the
committee will open its meeting in
[.ondon which is scheduled to last
cight days.

Plans have been made for the 50
or so members of the committee,
representing the governments and
radio industries in fifteen countries,
to visit research establishments of
the B.B.C., G.P.O. and the in-
dustry.

News in Morse

REVISED schedule of the Lon

don Press Service morse trans-
missions {rom Post Office stations
has been secured in response to re-
quests from readers and is given
below. The material broadcast in
this service ‘'is not copyright and
may be used for personal informa-
tion, distribution or ‘house’ news-
papers.” The speed of transmis-
sion is from 20 to 27 w.p.m. We
are advised that preparations are
being made to replace the morse
transmissions to the Nearand Middle

G.M.T. Call Zones
0015-00451| ... GPX 8
010003308 ... | MIK 8 (
0100-0415§ ... | GIN 9
0130-0315 i GI] 1t

GIs | 3
0445-0545* ... | GBI 2
M5-1045° ... | GCV 14
1100-1200* GIM [ 1,3
| GCV 4, b
1115-1215t ... | GPA 6, 7
1200-1300t ... | GCF 3
1215-1315* GPA 6,7
1330-1430* GIM 1,2
GDZ 4.5
GCF 3
1445-1545° GP¥ ]
GP’A 6, 7
1600-1700* GIM 152
GBI 4,5
GCF 3
GAG 6,7
1700--1800° . GAG 6,7
17001800t GBI 4
1815-1945 GIB 11.980 @ 7
GBIl 10.865 | 4
1830-1930* .. | GKU3 ' 12.455 2
1045>-2045* .. GIB 11.080 | 6,7
| Gl 10.865 | 4
2100-2200* ... | GCI 8730 | 1,2
| GAH 8.065 | 4,5
| GAQ4 14005 | 3
| 2215-2315¢ GCX 8020 6,7
2330 0100% Gl] 6.085 | 1,2
GAH 8.065 | 4
GIB 11080 | 3
GCX 8020 | 8,7
2330-0045* ... | GAV 14455 9

|

* Weekdays only.

t Alternate Fridays.

* Terminates at 0030 on Mondays.

§ From 0100-0345 on Mondays.
Mondays excluded-
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East by a Hellschreiber service.

The number in the fourth column
of the table indicates the zone of
reception (1, Europe; 2, Near and
Middle East; 3, Africa; 4, N.E.

Asia; 5, Australasia; 6, India; 7.
S.E. Asia; 8, N. America; 9, S.
America).

R.E.C.M.F. Report

THE seventeenth annual report of
the Radio and Electronic Com-
ponent Manufacturers’ Federation
records that nearly one-third—
approximately £4,000,000—of the
total value of the radio industry’s
exports during last year was of com-
ponents and associated products
exported direct.

The question of standardization
has again been considered at some
length by the Technical Panels of
the Federation. From tlie compo-
nent makers’ viewpoint, standardiza-
tion—particularly dimensional—has
much to commend it since it simpli-
hes tooling and production, but it
is pointed out that it is not a matter
for the component manufacturer
alone. The principal difficulty in
the way of introducing greater stan-
dardization is the reluctance of
many manufacturers to restrict their
individuality of design. Moreover
the ‘‘modern radio and electronic
component is a maid of all work "’
being used in equipment ranging
from domestic receivers to electro-
encephalographs.

At the annual general meeting on
2gth March the representatives of
the following firms were e¢lected to
the Council for 1950-51: Belling &
Lee, British Centralab, British Elec-
trolytic Condenser, Bulgin, Garrard,
Long and Hambly, T.C.C., \West-
inghouse and J. & H. Walter.

B.S.R.A. Exhib:stion

ILANS for the exhibition ot re-
cording, reproducing and audio
equipment, which is being organ-
ized by the British Sound Record-
ing Association for zoth and zrst
May, include space for some twenty
exhibitors and demonstrations of
manufacturers’ equipment in a
separate hall. Mobile recording
equipment provided by the B.B.C,,
E.M.I., Pathé Pictures and M.S.S.
Recording, will also be on view.
The exhibition will be held at the
Waldorf Hotel, Aldwych, London,
\W.C.2, from 2.30 t© 6.0 on the
20th and from 10.30 to 6.0 on the
21st. Admission will be by cata-
logue, price 1s.

1.A.R.U. Jubilee

’I‘O mark the 25th anniversary of
the formation of the Inter-
national Amateur Radio Union, a
congress is being held in Paris from
17th to 20th May under the auspices
of the Réseau des Emetteurs Fran-
caise.

Two committees will be selected

WIRELESS WORLD, MAY 1950


www.americanradiohistory.com

from the delegates; one will deal
with licensing regulations and the
other with technical matters such as
interference and propagation and
with the proposal that amateurs
should co-operate with the Iuter
national Scientific Radio Union
(U.R.S.1.) in undertaking scientific
observations. The R.S.G.B. is sub-
mitting a paper on the jatter sub
ject.

Indexes

IT is regretted that there has been
some delay in producing the in-
dex to the 1949 volume of Wireless
World. It will be available this
month, price 1s 14d by post, from
our Publishers. Cloth binding cases
for the volume are also obtainable,
complete with index price, 4s 10d
including postage. Our publisher
can undertake the binding of
readers’ issues; the cost, including
binding case, index and postage on
the bound volume, is 13s 3d.

Copies of the 56-page index to the
Abstracts and References Section of
our sister journal Wireless Engineer
are still available. The index in-
cludes subject and author sections
and a list of the names and ad-
dresses of the 180-odd journals regu-
larly scanned for abstracting. The
index is obtainable from our Pub-
lishers, price 2s 8d.

Pioneer Craftsman

A LIST of the jobs on which
E. F. Hills (see photo) has
worked since he joined Marconi’s
W.T. Company in 1903 as a tool
and instrument maker reads like a
potted history of radio. He started
with the ten-inch spark coil, which
formed the heart of early transmit-
ters like the one shown in our Mar-
coni Marine Jubilee photo last
month. Mr. Hills made one of the first
facsimile transmitters; he worked
on Navy arc sets in the 1914-18 war
and on radar in the last war. In
1948 he transferred to the near-by
English Electric Valve Companv's
works, and is now making jigs for
assembling television camera tubes
(see page 102).

OBITUARY

It is with regret that we record the
death on 23rd March of Daniel Bonney,
head of the External Relations Division
of the English Electric and Marconi
group of companies and director of nine
overseas associated companies. He had
been with Marconi's for 24 years having
joined the company when he was 22.

We also regret to record the death
at the age of 49, of F. A. Cobb,
M.P., Assoc.I.E.E., who. for the past
three years has been managing director
of Electronic Tubes, Ltd., of High
Wycombe, Bucks. He was on the en-
gineering staff of 2L.O in the early days
of the B.B.C. and from 1926 to 1929 was
chief engineer of the Indian Broadcast-
ing Company at Calcutta.

The death is also announced of
G. H. Nash, C.B.E., M.I1.EE, at the
age of 69. From 1911-1928 he was
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Chief Engineer of Standard Telephones
and Cables, and was a director of the
company from 1927-1938. He also held
a- number of executive positions in
intérnational telegraph and telephone
concerns. From 1942-1945 he was
Deputy Director at the Ministry of
Aircraft Production.
PERSONALITIES

Sir Edward Appleton, who prior to his
appointment as Principal of Edinburgh
University was Secretary to th
D.S.I.R., has had a further honour con-
ferred on him. He has been awarded
the Sir Devaprasad Sarvadhikary Gold
Medal for 1949 by the University of Cal-
cutta. The medal is awarded bian-
nually to ‘‘one of the most famous
scientists of the age.”

Major-Gen. L. B. Nicholls, C.B.,
C.B.E., M.ILE.E., who retired froin the
Army in 1947 to become a director of
Cabie and Wireless, has been appointed
managing dircctor of the company in
succession to John Innes, C.B.,, B.Sc.,
AMIEE, who has rctired. After
commanding the Second Divisional
Signals in France in the early months of
the war, he served as Chief Signals
Officer successively in the Middle East,
North Africa and Europe.

Prof. E. B. Moullin, M. A, Sc.D,
president, and W. K. Brasher, M.A,,
secretary, of the Institution of Elec-
trical Engineers, are representing the
Institution at the second Common-
wealth conference of representatives of
engineering institutions being held in
Johannesburg in April.

P. G. A. H. Voigt, BSc., AMIEE,
has gone to North America to explore
the high fidelity position in Canada
with a view to introducing in the

FROM SPARK COIL TO IMAGE
ORTHICON.—E. F. Hills, with 47
years of wireless service to his
credit, at work in the English
Electric Valve Company's factory
at Chelmsford.
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Dominion the Voigt loudspeaker pro-
duced by Voigt Patents, Ltd., of which
he is a director.

H. J. Leak, M.Brit.1.R.E., director of
the firm of manufacturers bearing his
name, is visiting the Continent to
arrange for an exhibition of the com-
pany’s equipment at the Milan Fair.

Oswald F. Mingay, editor of the Aus-
tralian Radio Electrical Weekly, who has
been in this country for some months,
is leaving on \pril 29th for the United
States where he will continue his study
of the world’s radio and television in-
dustries. He is due back in Sydney at
the end of July having deen away 13
months.

B.B.C. APPOINTMENTS

A. R. A. Rendall, Ph.D,, MIEE,,
whio joined the B.B.C. Lines Dept. in
1935 and has since successively held the
positions of Asst. Head of the Lines
Dept. and Asst. Head of the Designs
Dept. has been appointed Head of the
Designs Dept. in succession to H. B.
Rantzen who recently resigned to join
the United Nations Organization. Dr
Rendall was with the Intemnational
standard Electric Corp. prior to joining
the B.B.C.

E. G. Chadder, who, since joining the
original B.B.C. in 1923, has successively
held the posts of Engineer-in-Charge at
Aberdeen and Washford, Asst. Supt.
Engineer (Transmitters and Studios)
and, since 1939, Supt. Engincer
(Studios), has been appointed Senior
Supt. Engineer (Sound) in succession to
L. Hotine who recently resigned.

F. Williams, B.Sc., M.ILE.E, has
been  appointed  Supt. Engineer
(Studios), B.B.C., in succession to

FE. G. Chadder. He joined the Corpora-
tion in 1925 and after successively being
Engineer-in-Charge of the studio centres
at Cardiff, Birmingham and Manchester,
was appointed Asst. Supt. Engineer
(Studios) in 1940. He became head of
the Corporation’s Enginecring Secre-
tariat last year.

A. P. Monson has been appointed
Superintendent Engincer (Recording)
in succession to M. J. L. Pulling, who
was recently appointed Senior Super-
intendent Engineer (Television). Mr.
Monson joined the B.B.C. in 1933 and
became head ot the Transcription Re-
cording Unit in 1941 and' Assistant
Superintendent Engineer (Recording) in
1943. Prior to joining the B.B.C. he
was with Creed & Co.

H. W. Baker, for the past four years
Engineer-in-Charge of the B.B.C.'s
television station at Alexandra Palace,
has been appointed Asst. Supt. Engi-
neer (Television). He left Marconi's to
join the B.B.C. in 1926 and held the
post of Asst. Engineer-in-Charge at
Alexandra Palace from 1937 until the
television service closed down in 1939.
During the war he was Engineer-in-
Charge of various B.B.C. transmitters
including the high-power long- and
medium-wave station at Ottringham.

. Watker, O.B.E,, AM.LEE, has
been appointed Engineer-in-Charge of
the London television station in succes-
sion to H. W. Baker. He has been
with the B.B.C. since 1931 and joined
the staff at. Alexandra Palace just
before the  station opened in
1936. After serving in the R.AF.
during the war he returned to A.P.
as Asst. Engineer-in-Charge when the
television service re-started in 1946.
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W. Balfour, who, prior to joining the
B.B.C. in 1034, was at the G.P.O.
station at Portishead, has been ap-
pointed Engineer-in-Ctarge of the
B.B.C. studio centre and transmitter
at Aberdeen. He succeeds W, k
Inder who has retired after seventeen
years’' service.

IN BRIEF

Licences.—Although the total num-
ber of receiving licences (sound and
vision) in the United Kingdom de-
creased by 1,800 during February, the
number of television licences increased
by 31,200. The figures are: sound,
11,891,200; vision, 316,700.

Amateur Exhibition.—The R.G.S.B.
is planning to hold the fourth Amateur
Radio Exhibition at the Royal Hotel,
London, W.C.1, from 22nd to =2sth
November.

Radio Officers.—The casualty rate
among Marconi Radio Officers during
the 1939-45 war was higher than in the
Fighting Services—one man in six in
the company’s war-time staff of 6,009
radio officers lost his life. This fact
was given by Sir George Nelson, chair-
man of the Marconi International
Marine Communication Co., at the
company’s Jubilee banquet which was
attended by some 200 guests, including
representatives of State and the ship-
ping and radio industries.

‘“ British  Plastics,” our associate
journal, is organizing a plastics ex-
hibition and convention, in co-opera-
tion with the British Plastics Federa-
tion, to be held at Olympia early in
June, 19s51.

Television Society.—Attendances at
the mectings of the Television Society
have increased to such an extent that it
has been decided to limit the number
of visitors. Admission of visitors will
in future be by ticket only, obtainable
from the Lecture Secretary, 180 Bromley
Road, Beckenham, Kent.

‘““B.B.C. Television Service” is the
title of a 32-page booklet issued by the
Corporation giving a short history of
the development of television and a
technical description of the present
system  This 2s booklet is obtainable
from the B.B.C., The Grammar School,
Scarle Road, Wembley.

FROM ABROAD

819-Line  Television transmissions
have begun from the new 300-watt
station erected at Lille by Radiodiffu-
sion Francaise. The frequencies are

185.25Mc /s,  vision, and 174.5Mc/s
sound. FHorizontal polarization is em-
ployed.

German Amateurs.—A 28-page list of
German amateur transmitters is in-
cluded as a supplement to the 21st
January issue of CQ, the official organ
of the Deutcher Amateur Radio Club.
The list includes German nationals
only (DL1, 3 and 7) and not members
of the occupving powers.

Television and the Cinema.—The
growing affiliation between these two
forms of entertaininent in the United
States is exemplified by the announce-
ment that the American Society of
Motion Picture Engineers, has changed
its name to the Society of Motion
Picture and Television Engineers.

Athens - New York direct phato-
telegraph service was vecently opened
by Cable and Wireless.
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EXPORTS

British-Made Discs, with the trade
name ‘‘ London,’’ are being marketed in
North America hy the London Gramo-
phone Corp., which is a subsidiary of
the Decca Record Co. In addition to
the standard 78-r.p.m. records the com-
pany is also marketing long playing
wicrogroove discs which are recorded,
processed and pressed in this country
by Decca. A recent report of the U.S.
Dept. of Commerce states that the
London Gramophone Corp. is importing
50% of all records going into the
U.S.A.

Uruguayan Enquiry.—Tenders for
three  communications-type receivers
covering all broadcasting bands—with
chaructersistics similar to the Haommar-
lund Super Pro 400X—two all-wave
table models with band-spread tuning
on short waves and two s.w. and m.w.
battery portables with telescopic aerials,
are called for by the Servicio Oficial de
Difusion Radio Electrica, Montevideo.
Tenders for six communications-type
receivers are also being sought by the
Direccion General de Communicaciones,
Montevideo. Tenders must be presented
in Spanish by accredited local agents.
The specifications in Spanish are avail-
able for inspection at the Commercial
Relations and Exports Department,
Board of Trade, Room 1080, Thames
House North, Millbank, London, S.W.1
(references CRE(1B)47165/ 50 and
CRE(1B)47857/ 50).

Industrial Enquiry.—An Indian firmn,
intending to embark on the local manu-
facture of broadcast receivers, ampli-
fiers, loudspeakers, and a few other
accessories and components, wishes to
hear from British firms willing to collab-
orate. Lotters addressed under cover to
the Editor, enclosed in a stamped air-
mail envelope, will be forwarded.

Belgian Congo.—Under the Belgian
Congo Ten-Year Plan provision is made
for the establishment of a wired wireless
distribution system in the native city of
Leopoldville for which a sum of
Frs.612,000 has been provided. Cata-
logues, specifications and prices cover-
mg the supply and installation of the
central receiver and erection of distri-
bution wires should be sent without
delay to the Gouvernement Général,
6¢me, Direction Générale, Kalina, Leo-
poldville, Belgian Congo.

BUSINESS NOTES
Capacitors.—The production of trim-
mer capacitors by A. H. Hunt has been
discontinued, and the tools and jigs for
their manufacture have been acquired
by Sydney S. Bird & Sons, of Enfield.
The firm of A. H. Hunt is concentrating
on fixed capacitors, and has opened a
new factory at Wrexham, Denbighshire.

RCA Radar. — A low-priced radar
set for small craft and an improved
direct-reading Loran equipment, both
recently announced by the Radiomarine
Corporation of America, are to be dis-
tributed in this country bv RCA Photo-
phone, of 36 Woodstock Grove, London,
\W.12. The radar set has 30-kW peak
power, works on 3.2cm and has 4 range
scales (max. 20 miles).

Scope Laboratories — Australian
manufacturers of the 6-second Scope
soldering iron—notifv us that their fac-
tory has been moved to 417, Keilor
Road, North Essendon, Melbourne,
W.6, Victoria, Australia,
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Corner Ribbon loudspeaker described
in our January issue is heing demon-
strated by Peter Hildesley, 73 Gros-
venor St., London, W.1. (Tel.: May-
fair 6914).

‘““ Testoscope.”—Through a printer’s
error the voltage and price of the new
popular model of the Runbaken ** Testo-
scope’’ tester were incorrectly given in
the advertisement on page 86 of our
January, 1950, issue. Voltage should be
160/ 400, a.c. or d.c., and price 12s 6d.

Telegraphic Address of A. H. Hunt,
Ltd.,, of Wandsworth, London, S.W.18,
has been changed to *’ Capacitors, Put,
London.”

MEETINGS

Institution of Electrical Engineers

Commemoration of the Centenary of
the birth of Oliver Heaviside on May
18th. ‘* Heaviside, the Man,” by Sir
George Lee, O.B.E., M.C,, at 3.0; “An
Appreciation of Heaviside’s Contribu-
tion to Electromagnetic Theory,” by
Prof. Willis Jackson, D.Sc., D.Phil.;
" Heaviside's Operational Calculus,” by
Prof. B. van der Pol, D.Sc.; ‘‘Fifty
Years’ Development in Telephone and
Telegraphy Transmission in Relation to
the Work of Heaviside,” by
Radlev, C.B.E., Ph.D., and * Some
Unpublished Notes of Heaviside,” by
H. J. Josephs at 5.30.

Radio Section. — "“A  Million-volt
Resonant-cavity X-ray Tube,” by
B. Y. Mills, B.Sc,, B.E., at 5.30 on

May 1oth.

The above meetings will be held at
the I.E.E. Savoy Place, London,
W.C.2.

Novrthern Ireland Centre.~Faraday
lecture on ’* Radar” by R. A. Smith,
M.A., Ph.D., at 7.30 on May 2nd at the
Wellington Hall, Belfast,

South  Midland Radio Group.—
‘“Some Electromagnetic Problems,” by
Prof. G. W. O. Howe, D.Sc., LL.D,,
at 6.0 on May 1st at the James Watt
Memorial Institute, Great Charles
Street, Birmingham.

British Institution of Radio Engineers

London  Section.—'" Multi - station
V.H.F. Communication Systems Using
Frequency Modulation,” by E. G.
Hamer and W. P. Cole, B.Sc., at 6.30
on May 25th, at the London School of
Hygiene and Tropical Medicine, Keppel
Street, London, W.C.1.

Merseyside Section.—'' History and
Development of Rediffusion Systems,”’
by M. Exwood, at 7 on May 3rd, in the
Accountants’ Hall, Derby Square, Liver-
pool.

South Midlands Section —Visit to Sut-
ton Coldfield television station May
27th.

Institute of Navigation

Symposium of papers on ‘‘ Marine
Radio Position Fixing Systems "’ at 4.0
on May 19th, at the Royal Geographical
Scciety, 1, Kensington Gore, London,
S.W.7.

British Kinematograph Society

" Motion Pictures for Television,”
paper prepared by the American
Society of Motion Picture and Tele-
vision Engineers at 7.15 on May 2nd at
the Royal Society of Arts, John Adam
Street, London, W.C.2,

Hull Electronic Engineering Society

" Electronic Counting Equipment ™'
by Cinema-Television, Ltd., at 7.30 on
May r2th, at the Electricity Show-
rooms, Ferensway, Hull.
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THE

“Ohm’s Law” of Electrostatics

Apparent Paradox of the Electrostatic Voltmeter

By “CATHODE RAY”

EOPLE who teach electricity to those who intend
10 mess about with bells and lamps and kettles
and even with motors usually rely heavily on
water pipes and pumps for their illustrations, and
fight shy of electrostatics. But if the instruction is
with & view to radio, that won’t do. For radio is
full of capacitors, and people who have learnt to
think of electricity only as currents can’t cope with
it. To them, a capacitor is just a break in the circuit.

So we radio people have to go through electro-
statics—charged bodies, pith balls, and all. And if
that seems too cobwebbed to be worth serious
attention—well, perhaps that is why the behaviour
of electronic circuits is sometimes perplexing. Al
though many people go along quite usefully for a
time on a hazy idea of these fundamentals, sooner
or later they get stuck. So I hope nobody will think
the subject of the following discussion is out of
place in Wireless World.

One of the first things we are taught in electro-
staticsis ** Like charges repel ; unlike charges attract.”
The pith balls and gold-leaf electroscopes are brought
in to demonstrate the truth of these statements,
and (provided the teacher has had the supreme
good luck to hit on a nice dry day for it) the repulsion
and attraction are duly demonstrated. Irrespective
of whether the demonstration was a success or not,
however, we are faced with the unanimous ruling of
the wise men that two charges, ¢, and ¢, concen-
trated at points separated by a distance d, repel
one another with a force equal (if the right units

are used) to q—(‘;—z

(To avoid unnecessary complications we shall
assume the permittivity is 1 every time.)

If g, and g, are like charges—both negative or
positive—the result is positive; but if they are
unlike charges it is obviously negative, and of course
a negative repulsion is an attraction.

Although charges concentrated at points are
impossibilities, so that nobody can demonstrate
the above law accurately by direct experiment,
indirect methods of proof have been quite successful.

So far so good. We go ahead and draw imaginary
lines coming out of positive charges and ending on
negative charges to represent the electric field with
its attractive force, and learn that there is a con-
tinuous fall of potential along them. We also learn
that if the opposite charges are on parallel
metal plates the plates attract one another, with
a force proportional to the square of the voltage
between them, and that this is the principle on which
the electrostatic voltmeter works. An electrostatic
voltmeter is really just a small variable capacitor,
with one set of plates so delicately mounted that
even the verv small attractive forces that arise in
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practice’ make the plates move and indicate the
voltage. Since the force is proportional to V?, it
makes no difference whether the voltage is +V or
—V.

The first feelings of uneasiness may occur when
one hears it explained that it is only the difference
of potential that counts, and that although +100
volts is a high potential relative to —100 V or even
o V, 1t is at the same time a low or negative poten-
tial relative to 200 V. If, then (we say to our-
selves) the potential difference and hence the attrac-
tive force between any two bodies is the same, regard-
less of whether their respective potentials are —50 V
and +50 V, 0 and --100 V, or 4100 V and --200 V,
what happens to the doctrine that * like charges
repel 7 ?  Or, sticking to that doctrine, so convin-
cinglv demonstrated, what about the electrostatic
voltmeter ? Can it be used to measure the voltage
across the anode resistor in Fig 1, which has both
its ends positive ? Or will its pointer move back-
wards off the scale because its plates, bearing ** like
charges,” repel one another ? If so, what happens
when the earth is disconnected ? And does the
voltmeter still refuse to work properly it one ter-
minal is at 4-0.001 V and the other at +600.001 V ?
1f not, why not ? And are you still periectly clear
about the whole affair ? If you are not, you may
care to read on.

What is meant by an electric charge * There are
various ways of defining or describing it. One may
think of charges as the things which, when in motion,
are an electric current. Electrons are (or carry)
small negative charges. But the mere presence of
electrons is not enough to charge anything. Generally
there are equal numbers of positive particles, which
cancel out the external influence of the electrons,
so that no electrical effects can be detected. A
single electron by itself is a very minute negative
charge, and behaves in the special ways which we
describe as electrical. So does a unit composed of

+ 1,000V

+ 406V

Fig.1. Cananelec-
trostatic voltmeter
be used to measure
the voltage between
two points of the
same sign ?

ov

.]]l——
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1,000,001 electrons and 1,000,000 positive particles

-except, of course, that its greater mass prevents
it from moving about as nimbly as an unattached
electron. ® Similarly, one positive particle (such
as an ion), or a combination of 1,000,000 positive
particles with 999,099 electrons, is a minute positive
charge. !

The important fact about charges is that there is
a force of attraction between opposite kinds, tending
to bring them together again into the neutral or
unelectrified state. Hence the attraction between
oppositely-charged pith balls, or plates of an elec-
trostatic voltmeter. If you want to charge any-
thing—that is to say, to separate negative from
positive particles—you have to use an electromotive
force, reckoned in volts, to do it, and in doing it
you set up a back voltage tending to discharge.
This back voltage is generally. called the difference of
potential between the two places where the separated
opposite charges have been made to go, and the routes
along which the attractive force hetween them acts
are called lines of force.

The difficulty about really fundamental things
like electric charges is that there is nothing more
fundamental that can be used to describe them. If
vou have to give a detailed description of a building,
it is quite easy. You can say how many bricks
or stones compose it, and how they are arranged,
and what materials are used for decoration, and so
on. You can take for granted people know what
bricks and paint and paper are. But it is more
difficult to describe the raw materials ! and the
difficulty increases the farther back the inquiry
is pressed. When it comes to describing electrons,
we can say a lot about what they do, but really
nothing at all about what they are. For us to do
that, they would have to be made of still more
elementary parts, and so far as we know they aren’t.
So fundamental things can only be discussed in
terms of mental pictures, analogies, mathematical
‘“ concepts,” etc., such as ‘‘lines of force.” This
is very helpful in enabling people to make practical
use of things they really don’t understand. The
fact that nobody knows what electrons are has not
prevented millions of people from making use of
them in most complicated and ingenious ways—
in radio sets, for example. Usually all concerned
manage to agree to use the same mental pictures
when they discuss these fundamental things or
perform the calculations necessary to exploit them
to the best advantage.

Although these concepts are so helpful, and it is

difficult to se¢ how we could carry on engineering
and other applied sciences without them, they are
dangerously liable to mislead us into accepting them
as realities., | It is rather like a clerk at some head
office, whose life is so bound to his figures of manpower
and output that he forgets that they are only artificial
symbols of the real things in the factory.

Lines of force, for example. We know by experi-
ment that exceptional things happen in the space
around what we are pleased to call ‘‘electrically
charged bodies.” We just don’t understand why or
how these things happen, but it has been found bv
careful study that they always happen in certain
definite ways and with certain numerical relationships.
So scientists have defined various quantities such as
charge and potential, and have enunciated various
“laws ' connecting them, and to help you and me
to grasp these they have imagined such things as
lines of force. Owing to the care with which these
things have been defined, they make up a consistent
syvstem, and one can work about with them and design
electrical appliances and predict their performance
with confidence. But they are quite arbitrary. If
there are beings in Mars who have studied these
things they may have quite a different way of thinking
about them, vet leading to the same results.

So with this is mind, let us look into the charge and
potential question.

We had got as far as the basic fact that we can’t
have one without the other. Suppose you have a
light tinfoil-covered ball suspended in the room by
an insulating thread. To charge it, you have to apply
an e.m.f., as in Fig 2. What the e.m.f. of the battery
does is to remove electrons from the ball and transfer
them to earth. These electrons still maintain their
mysterious bonds of affinity with their positive
partuers left on the ball, and calling these bonds
““lines of force ” helps us to visualize them but
doesn’t actually explain anything. What we do
know is that they show up as a voltage—a ‘‘ potential
difference ’—between ball and earth; and when
enough electrons have been transferred to make this
p.d. equal to 1,000 volts (in this case) the current
ceases, because the battery can’t hold back a greater
voltage than its own., We say the ball is charged to
-+ 1,000 V. It would be equally true to say that the

earth is charged to — 1,000 V (relative to the ball) ;
but nobody would say so, because it has been agreed,
for general convenience, to refer all potentials t

earth, whose potential is arbitrarily called zero
Except with this understanding, it is meaningless to
say anything has a certain potential.

Fig. 3.

All we can
Fig. 4.

+ 1,000V

T
i
1
|
ke

Fig. 2. First stage in a charging experiment.
the charging battery is removed. Fig. 4.
while it is being charged.
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An insulated ball is charged to -+ 1,000 volts.
First stage of second experiment: an earthed globe surrounds the ball

Fig. 3. Second stage:
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Fig. 5. Second stage, corresponding to Fig. 2.
Fig. 7.

Fig. 6.

First stage of third experiment : the globe is at + 1,000 V.
Second stage : the glote is charged, but the ball is uncharged although it is at a potential of + 1,000 V.

Fig. 5.

know is that there is a certain potential difference
between it and earth or any other specified location.

By taking note of the amount and duration of the
charging current, we could measure the charge needed
to cause the p.d. of 1,000 V. The amount of charge
needed to set up a given p.d. is very important in
practice, and has been given the special name
" capacitance.” TIf the 1,000-V battery transferred
24,960,000,000 electrons (= 0.004 microcoulomb), the
capacitance would be 0.004/1000 microfarad, or 4pF.
The bigger the ball, and the closer to earth, the
greater the capacitance, That part of the story is
likely to be familiar to all readers; in fact, people
who work much at radio and kindred aris soon find
themselves able to visualize capacitance and estimate
its magnitude far more readily than the potentials
and charges themselves: ‘It is therefore a particu-
larly valuable *' concept.”” The relationship which
expresses it, C = Q/V (where ) is the charge and
V the p.d.) is about as important in electrostatics as
R = E/I in current electricity.

In Fig 3 the battery has been removed; and as
the connection to earth has gone with 1t the electrons
have been unable to get back, and the ball remains
charged to + 1,000 V. To emphasize this, a few
lines of force have been dotted in. They show the
paths electrons would take if they were free to fly
across the space from earth to ball. (Unfortunately
the conventional plus-to-minus arrows point in the
opposite direction.)

Next, suppose the experiment to be repeated with
tlie ball at the centre of a hollow metal globe con
nected to earth (Fig 4). The result (Fig 5) will be
very much the same, except that all the lines of force
will end on the globe. They could not go through it
to earth, becanse a line of force hetween globe and
earth would indicate a p.d. between them, and that
is impossible so long as there is a connection of
negligible resistance between the two, making the
potential of the globe the same as that of earth.
LExact measurement would show that the charge wes
greater this time, indicating a greater capacitance.
That is a well-known result of shortening the lines
of force.

Lastly, after having taken care to discharge the
ball by earthing it, repeat the experiment with the
globe connected to -+ 1,000 V. (Fig 6). This time
it will be found that the ball won’'t charge at all.
No charging current flows through the connection to
it from the battery, though of course a comparatively
large current will have flowed into the globe to charge

WIRELESS WORLD, MAY 1050

Fig. 6.

Fig. 7¢

it to 1,000 V. But since the ball and the globe are
at the same potential, there can be no lines of force
between them. so no charge on the ball. This agrees
with our “law,” C = Q/V, in the form Q == VC
which indicates that zero V between two things with
capacitance to one another (such as the globe and the
ball) necessarily means zero charge. Looked at
another way the ball has no capacitance to earth
(because screened by the globe), so that even when
there is a V to earth there can be no Q.

Charge and Potential .

So we see that being at a high potential (to earth)
doesn’t necessarily mean being charged. If the
surroundings are at the same potential there can
be no charge, and so no forces. For example, the fact
that both sides of the electrostatic voltmeter in Fig 1
are positive to earth need not mean that thev are
both positively charged. With a little care in
arrangement, any question of repulsion and conse-
quent errors in readings can be kept out of it, without
limiting the use of the instrument to points that are
of opposite potential to earth.

Suppose we have two parallel plates, with a p.d.
of 100 V between them. This will cause a certain
attractive force, tending to pull them together.
\Vhat we want to be quite clear about is what
difference it makes if the plates are at, sav, 4 50

and — 50V, 100 and oV, or + 200 and + 100 V.
Fig 8 shows the first of these. The battery main.
A ]
+50V =50V
+- =
+-»--

P R
o | L i
7 P S
’ 4t ~
» 2 4- - \
/ ’ LR R adCN o 3
f L4 L 7 S \ -
/ / > - - » \
) 7 f 2 \ \
/ Lo 100 J i \
1 f | +-v-4 \ \
! ! I \
J o o - —
Fig. 8. State of charge when two plates, with a

pd. of 100 V, are respectively positive and
negative to earth. A is assumed to have a larger
capacitance to earth than B.
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tains the 100-V p.d., and if we know the capacitance
between the plates the charge follows from Q = VC.
Suppose it is 10 units, each represented in the diagram
by a + and — sign with a dotted line of force linking
them.

So much for the internal situation. Externally,
A has a certain capacitance to earth, and is being
held at + 50 V with respect to it; so it must have
received an additional charge. If the capacitance of
A to earth is, say, 0.6 times its capacitance to B, this
charge will be 3 units, as indicated. (Remember the
p.d. to earth is only half that to B.) Similarly, if
the capacitance of B to earth was 0.4 times its capaci-
tance to A, it would have an additional negative
charge of 2 units. These external capacitances are
larger than would be likely in practice, in order to
make the diagrams clearer. But the principle is the
same whatever the values. So besides being attracted
to one another, A and BB will be attracted to earth
(in its widest sense). The net attraction between
A and B is reduced by the capacitances to earth. [f
A and B were the plates of an electrostatic voltmeter,
such counter-attractions would cause variable errors
unless precautions were adopted.

Fig 9 shows the plates with the same p.d. between
them, but the potentials to earth are 100 V' and zero
respectively. So there is no extra charge on B, but A
has to carry twice as much as before. Considering
only the “ internal ” charges, the fact that B carries
as many units as A, although it is at zero potentijal
while A is at 100 V, may seem rather strange.
But the capacitance between B and earth, when they
are short-circuited, is infinitely great, so any charge
on B is possible without p.d. to earth.

In Fig 10 both plates are positive; but as there
is the same p.d. between them as before, the internal
situation is unchanged. Compared with Fig g, the
external charge on A is doubled, owing to the doubled
voltage ; while now the external charge on B is
positive.” The net charge on B is therefore only
6 negative units ; the remaining 4 needed for internal
affairs are derived from a separating-out of the
electrons and positive ions composing B.

If A were the moving plate of a voltmeter, it would
be attracted more strongly to the surroundings than
to B, so would read lower than zero! If, on the
other hand, it were the fixed plate, the external
attraction wouldn’t matter. Making B the moving
plate would be all right so long as it was earthed
as in Fig 9. But at any other potential, as in Figs 8
and 10, there would be error due to the counter-

Fig. 9. Same p.d. be- . A 8
tween plates as in Fig. Fig. 9. +100V oV
8, but one plate earthed. o
2 & = P i " —
e
Fig. 10. Same p.d. be- - P B
tween plates, but both T . | L EE R
positive to earth. Part & FE B
of the negative charge e B
on B is derived from 7 Y bt
itself. ’ AT T =

Fig. 11. - No p.d. be-

attraction of earth. This can be overcome, however
and the instrument made suitable for use under
conditions such as Fig 1, by surrounding the moving
plate with a metal screen connected to the fixed plate.
This makes the counter-attraction always the same
at any scale reading, so that it can be allowed for
in the calibration.

Just to complete the series we might add Fig 11,
showing the situation with zero p.d. between the
unscreened plates. Here all the lines of force have
external destinations, so the plates tend to be drawn
apart.

When considering the experiment illustrated in
Iig 6, we noted that connecting the globe to -+ 1,000V
put the previously earthed ball in such a condition
that no charge moved on to it when it was connected
to 4 1,000 V. Seeing that the ball has appreciable
capacitance, this can only mean that connecting the
globe to + 1,000 V also raised the potential of the
entirely insulated ball from zero to + 1,000 V. This,
ot course, is one of the most popular uses of capaci
tance—to alter the potential of some part of a circuit
without any conducting path.

Yet another deduction from V = Q/C may be of
some intercst even though it is not often used.
Suppose you charge a capacitor and then take it to
pieces by pulling the plates apart ; what happens to
the charge ? Well, assuming the insulation remains
perfect, so that the charge cannot escape, the only
possible result of forcibly decreasing C is for V to rise.
So if you want a higher voltage than any you have
got, charge a capacitor and then remove one side of
it into mid-air !

In any event, put V = Q/C alongside Ohm’s Law
in your primary kit of mental tools; it is a great
help in all these problems.

A B
+100V +100V

Fig. 11.
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Oliver Heaviside and His Layer

An Appreciation of His Work

By SIR EDWARD APPLETON, F.R.S.

H1S month the world of science aud engineering
is celebrating the centenary of the birth of
Oliver Heaviside, mathematical genius and

one of the pioneers of electrical communication. It
is therefore fitting that some reference to Heaviside's
contributions to radio science should be made in
Wireless World, Britain’s oldest wireless journal.
Oliver Heaviside wus born on May 13th, 1850, at
55, King Street, Canlen Town, and died in Torquay
on February 4th, 1925. His
aunt was married to Sir Charles
Wheatstone, the pioncer of
electric teiegraphy, while his
brother was a divisional en-
gineer of the British Post
Office, stationed at Newcastle-
on-Tyne; so that Oliver, as a
youth, was stimulated by a
scientific atmosphere of elec-
tricak interest. Until fairly
recently there was some
obscurity concerning the record
of Heaviside’s doings in his
early twenties, but it now seems
clear that he actually served as
a telegraph operator in the
Great Northern Telegraph Com-
pany, working at the Newcastle
station of the company which
operated a cable to Denmark.
It was during the four years of
his service with the telegraph
company (1870-1874) that
Heaviside began to publish
papers on telegraph theory.
He was associated during the
same period with his brother in conducting experi-
ments on duplex telegraphy, first over an artificial
line and later between Newcastle and Sunderland.
But his interests were more theoretical than practical
and, in 1872, he started the publication of a stream
of papers, mainly fairly short and appearing princi-
pally in The Electrician and Nalure, which continued
for forty years. These papers were concerned with
the propagation of variable currents through wire
circuits and the propagation of electric waves through
the ether of space, as well as with the development
of his own new and vigorous methods of solving
differential cquations, especially those representative
of electrical circuits.

When Heaviside was 38 years of age Heinrich
Hertz in Germany succeeded in generating and
detecting electric waves. We know that the two
men corresponded on scientific matters in a most
friendly manner though it seems that they never met
in person. Heaviside, of course, lived through the
heroic age of the birth and early development of
practical radio communication and doubtless pon-
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Oliver Heaviside, 1850-1925.

dered a great deal about the question of the propaga-
tion of radio waves round the spherical shape of the
earth. Indeed, we know that a mathematical friend,
G. F. Fitz-Gerald of Dublin, actually put the problem
directly to him in 1899 when people were actively
discussing whether Marconi’s success in communicat-
ing over short distances might yet be crowned by
the achievement of trans-Atlantic radio transmission.
1t is not, however, known whether or not Heaviside
worked mathematically at this
problem of electric wave diffrac-
tion round a conducting earth.
All that is available at present
in the way of record in this con-
nection is Heaviside's famous
suggestion concerning the pos-
sible existence of an electrical
conducting layer in the higher
atmosphere which would facili-
tate round-the-earth transmis-
sion. This occurs in his remark-
able article entitled °‘ Theory
of Electric Telegraphy,’’ written
in June, 1902, and published in
the tenth edition of the ‘“ En-
cyclopadia Britannica.”” The
significant  passage }reads:
““There may possibly be a
sufficiently conducting layer in
the upper air. If so, the waves
will, so to speak, catch on to it
more or less. Then the guid-
ance will be by the sea on the
one side and the upper layer on
the other.”” In the language of
to-day it would appear that
Heaviside pictured the space between the spherical
surface of the earth and the lower surface of the
upper-atmospheric conducting shell as a wave-guide,
which, as we now know, will transmit all wavelengths
of value less than 2k, where h, is the distance
between the conducting ground and the conducting
laver.

Heaviside was not alone in postulating the exis-
tence of an upper-atmospheric conducting layer which
facilitated long-distance rtadio propagation. A
similar suggestion was, made by Professor A. E.
Kennelly of the United States about the same time ;
and, now that we know such a layer actually exists,
it is known as the Kennelly-Heaviside Layer. Its
existence was proved directly by observing the suc-
cession of signal interference maxima and minima
produced at ground level by the direct and reflected
rays when the wavelength of a transmitter was gradu-
ally varied through a known amount. The height of
the Kennelly-Heaviside Layer {or E Layer, as it is
often termed) was found to be of the order of 1o0km
above ground level. It should, however, be pointed
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out that it was Heaviside’s suggestion rather than
the even more detailed formulation of Kennelly that
prompted in this country all the early radio work
on the ionosphere, as the complex of ionized layers
is now termed. ,Especially important in stimulating
my own interest in the subject was the theoretical
work of Dr. W. H. Eccles who gave precision to
Heaviside’s suggestion by expressing it in a modern
form, accounting for the laver conductivity in terms
of electrons and ions. Also, so far as I am aware,
Eccles was the first to use the term ‘‘ Heaviside
Layer.”

Nowadays the ionosphere is subjected to an hourly
sounding of its characteristics at many places all
over the world ; for, over the last quarter of a cen-
tury, we have learned how to find the electron con-

centrations in the various ionized layers, and also
how to relate such results to the processes whereby
radio waves are reflected and refracted at different
ionospheric levels. As a result of this work the sub-
ject of ionospheric forecasting has deveoped, whereby
it is possible to indicate in advance to the radio-
communication engineer the range of radio irequen-
cies likely to be most effective in transmission from
one place to another, in any part of the world, at
any time and over any distance.

But the original stimulus to all these developments
came, as 1 have said, mainly from Heaviside. As
also in the case of his work on operational mathema-
tical methods, Heaviside said the first word about
something that many others later developed and
extended. That is characteristic of a genius.

Economical Battery Set

For High Quality Reception of Local Stations
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DESIGNED by L. Thomas, this straight receiver

will give a maximum power output of 3-4 watts
for an average h.t. consumption of under romA and
an l.t. consumption of 1 amp. Decoupling is suffi-
cient to maintain stability until the h.t. battery
voltage falls from 120V to goV

Since reception of only a few local stations is re-
quired, the selectivity given by the two tuned circuits
is ample, provided that the series aerial capacitor is
adjusted for optimum results. The diode detector plus
amplifier, using a double-diode triode (V.), was
adopted because it was found to give better quality
than a leaky-grid detector, for the same filament con-
sumption.

The triode phase-splitting circuit does not contri-
bute to the gain of the receiver, but gives markedly
better quality than the usual q.p.p. driver trans-
former. No correction circuits tor attenuating high
frequencies are used on the two double-p:ntodes, he-
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cause these valves are in parallel, and consequently
have a low joint impedance which automatically
reduces loudspeaker resonances. In any case, a
certain amount of top accentuation is desirable to
balance the extended bass response given acoustically
by the loudspeaker. This is a 12in dual suspension
model by Sound Sales, Ltd., in a ‘ phase inverter ”’
cabinet. The output transformer is the Wireless
World model, marketed by M.R. Supplies, Ltd.

A list of the valves used is given below. Unfor-
tunately these have now become ‘‘obsolete’’ or
" replacement "’ types, so in case there should be any
difficulty in obtaining them, the ‘‘ current’’ types in
brackets are suggested as suitable alternatives.

V, : Mullard VP2B (Cossor 210VPA or
(Mazda VPa23).

v Mullard TDD2A (Mazda HL23DDj.
v, Mullard PM2HI. (Marconi HLz2).
V.. V, Tungsram L.Dzro (Marconi HL2).
V., V, Cossor 240QP (Mazda QP2g).
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More About

Remorving “Lininess” from

Television Piclures

]By 1. €. NUTTALL (Cinema-Television, Ltd.)

HOUGH 1 am fully in agreement with R. W.

Hallows as to the benefits arising from tele

vision ‘‘spot wobble,” in the March Wireless
Worid, 1 cannot entirely agree with the explana-
tion given in that article. What I regard as the
correct explanation involves some unusual concep:
tions, and it is hoped this article will clear up nus
understandings.

Spot-wobbling is an old idea, but in recent vears
three important applications have been found for it.
These are ' —

(1) To cover up some faults liable to occur with
certain methods of recording television pictures on
film.

(2) To reduce screen saturation effects in high-
power c.r. tubes for large-screen projection systems,
and

(3) To remove objectionable line structure etfects
from large, bright, directly viewed television pictures
of high quality. It is this third application which
has, naturally, excited the widest general interest,
and is the one with which we shall be mainly con-
cerned in this article.

Refore we can hope to understand how spot-wobble
works, we must have a clear idea of the nature of the
defects which we intend to correct. I am going to
start, therefore, by showing that the simple explana-
tion of interlacing, as normally given, is insufficient
to describe all that actually takes place in practice.

In an interlaced system, as we all know, the odd
numbered and even-numbered lines are scanned in
separate frame traversals, spaced in time by one-
fiftieth of a second; the process is repetitive, so that
the full complement of lines will be scanned in any
two consecutive traversals. If our circuits and
apparatus are working properly the scanned lines will
be accurately interlaced on the c.r. tube screen. This,
however, is by no means the whole story: accurate
interlacing in the observer’s eyes mvolves the two
further factors of persistence of vision and fixation
of the eyes.

The odd and even lines are presented to the
observer as two flashes separated in time by one-
fiftieth of a second. He can get the impression of
an interlaced set of lines only if his persistence of
vision is sufficient to ‘‘ store’’ the visual information
for the required time.

Now the persistence of vision is very much affected
by the brightness of the object being observed, as
is shown very clearly by the relations between bright-
ness, frequency and flicker. - The earliest television
systems used a frame frequency of 12} per second,
but that was when the pictures were very dim. As

WIRELESS WORLD, MaYy 1950

Spot Wobble

Enlarged sections of a television screen picture ; one
with and one without spot wobble.

the brightness was increased it became necessary to
raise the frame frequency to 23 per second and later
to 50 per second to avoid flicker. C.r. tubes have
improved so much in the last few vears that the
limit to the brighiness we can now use is once more
determined by considerations of flicker. (The Ameri-
cans can use niore brightness than we can_because
their frequency is 60 instead of 50).

We are obviously working in a range of brightness
where persistence of vision is no longer sufficient to
give the observer the impression of a set of inter-
laced lines. Instead. he gets the impression of a set
of lines (only half of the full number) which change
their position at each flash. If he allows his eyes
to follow the movement he will see this half-set of
lines crawling up or down the picture at a rate which
will cause them to travel the full height of the pic-
ture in about 71 seconds. This is what I shall refer
to as the ‘‘crawling line’’ eflect. Even if persist-
ence of vision does not fail us we must still recognize
that the observer must keep his eyes still il he is to
see the odd and even lines in their correct relative
position. But the observer will not keep his eyes still
Z he will want to follow the movements of objects
in the picture. \Whenever the observer’s eyes are
moving up or down he will lose the effect of the inter-
lace, and ii the rate of movement approximates to
the crawling rate he will become acutely aware of
the crawling line pattern. This eflect is probably
seen at its worst when the B.B.C. wind their titles
and captions slowly up the picture, often at the most
objectionable speed!

These effects may not appear very serious on a
c.r. tube with a poor focus, but then, of course, the
general definition will be poor. It is only when we
have taken some trouble to produce a bright, sharply
focused picture that we realize the seriousness of
the crawling line effect. \With a good focus, the
black-to-white contrast in the crawling line pattern
is greater than any contrast in the picture details.

The B.B.C. pictures contain, mnominally, 377
active lines, or, say, 188 per frame. When we com-
plain of ** lininess”’ we can be reasonably sure that
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the 188 crawling lines are to blame—the 377-line
pattern is too fine to be objectionable—so we must
concentrate our attention on removing the effects of
the 188-line pattern.

We may expect that any method of removing the
138-line pattern must also cause a reduction in the
picture definition. This generalization is true only
in a qualitative sense, for we shall find that the pos-
sible methods differ considerably in the extent to
which they spoil the definition. We are, obviously,
seeking the method which does the least damage.

We might consider the use of c.r. tubes with ellip-
tical or rectangular spots, or astigmatic focusing
systems, etc., but we can reject all these on various
grounds. The size and shape of c.r. tube spots are
very ill-defined quantities which vary with bright
ness, and any attempt to put tight limits on them
would produce enormous difficulties in design and
manufacture. In any case we should find that these
solutions do not satisfy our ‘‘ minimum damage"
condition. The required solution must be more cun
ning than these.

Heterodyne Whistle Analogy

At this stage I would like to introduce a useful
analogy with the g-kc/s heterodyne whistle in an
ordinary radio sound receiver. The whistle is unim
portant in a poor set, but it comes into prominence
when we take steps to improve the ““top’’ response
When this happens, the designer puts in a ‘‘ whistle
filter,”” and if the filter is sufficiently selective the
whistle is cut out with only a small degradation of
the sound quality. Our 188-line pattern is a rather
close analogue of the heterodyne whistle. It is a
pattern, with a clearly defined spacing, which is inter-
fering with our enjoyment of the picture. The first
clue which we get from this analogy is that we should
take advantage of the regularity of the pattern to
use some device which operates to remove this par-
ticular pattern in a selective manner.

Suppose that we could produce a c.r. tube with a
double spot, so that each line scan would draw two
lines, and 188-line scans would draw 376 lines If
the spots were the right distance apart (half the
normal pitch of the 188 lines) the 376 lines would be
equidistant and all signs of the 188-line structure
would have disappeared (see diagrams A and B).

This is obviously a selective system, and it can be
shown that it is the most selective system which is
theoretically possible. (Our selectivity is limited,
compared with the ‘‘ whistle filter,”” by the fact that
we cannot produce ‘‘negative light’’ on the screen
corresponding to the negative half cycles of ripple
which can be produced in an electrical circuit).

This theoretically ideal system cannot be used in
practice because we cannot make the c.r. tube with
the required double spot. At this point we introduce
the idea of spot-wobbling. If we could take a tube
with a single spot and wobble this spot with a
squave wave wobble so that the spot occupied one
position for half of the cycle and another position for
the other half, and if, further, we could make the
frequency of the wobble sufficiently high, then the
tube would behave in all respects as though it had a
double spot (see diagram C). This idea avoids the
difficulty of making a special c.r. tube, but it is still
not practicable, since there is no possibility of pro-
ducing a square wave deflection at the frequency
required (say about 1oMc/s). All we can expect to
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obtain at this frequency is a sine-wave deflection.

In a sine-wave wobble, the spot is travelling slowly
at each end of its travel and is not actually at rest
for any appreciable part of the cycle, also it wastes
some time, compared with a square wave, in crossing
from one side to the other. Nevertheless, the sine-
wave wobble gives us a close approximation to a
double spot and accurate calculation shows that it is
not far short of the ideal. The sine-wave wobble is
therefore both practical and a close approximation to
the ideal (see diagram D).

The required amplitude of wobble is of consider-
able interest. It is easy to see that with a square-
wave wobble the peak-to-peak amplitude should be
half the 188-line pitch, and we would expect the
sine-wave wobble to require a somewhat greater
amplitude.  Accurate calculation (see Appendix)
shows that the correct peak-to-peak amplitude is
0.7655 (or, in round figures, say three quarters) of
the line pitch.

The correct amplitude is a well-defined quantity;
there is nothing arbitrary or empirical about it. If
we use a whistle filter in a sound receiver we
obviously tune the flter to the whistle frequency.
Similarly, if we spot-wobble there is no point in
using any other than the correct amplitude. Note
that the correct amplitude depends only on the line
pitch ; it is not affected in any way by the size of the
unwobbled spot

The spot-wobbler can use any frequency between
8 and 10Mc/s (there is nothing to gain by exceeding
10Mc/s) but from a practical point of view care
should be taken to avoid frequencies likely to produce
harmonic interference (e.g., 9 Mc/s, whose fifth har
monic at 45Mc/s might interfere with the radio
receiver). Power requirements are very low, and one
very small oscillator valve should be adequate. The
higgest practical difficulties arise in connection with
screening and decoupling to prevent the whole fre-
quency finding its way to places where it is unwel-
come. It is important to avoid any brighiness
modulation which might destroy the brightness
equality of the two ‘' equivalent spots,”” and so pre-

These diagrams represent a small portion of a single
frame (188 lines) of a picture two feet in height. The
coarse line structure in A is eliminated in B by the use
of a double spot. The same result is achieved in C by
the use of a square wave wobble. The practical sine-
wave wobble shown in D is a close approximation to
the ideal. Viewed from a suitable distance (remember-
ing that the picture height is two feet!) these diagrams
give a reasonable indication of the reduction of
“lininess "’. It must be recognized, however, that
stationary diagrams of this kind cannot adequately
represent what is seen in practice, where the continual
shifting of the lines and the phase of the wobble on
successive scans produce a blurred appearance com-
pared with the diagrams.
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vent the accurate 188-line
pattern. .

Major Hallows wrote enthusiastically about the
results produced by spot wobbling, and his reactions
are typical of observers who have scen pictures on
a zo-inch tube. supplied for demonstration purposes
with the Cintel film scanner installed at Alexandra
Palace in May, 1949. When the lininess is removed,
observers voluntarily reduce their viewing distance in
4 ratio of about two to one, which far more than
compensates for the slight theoretical loss of definition
produced by the spot wobble. The 405-line system is
then found to give a very satisfactory degree ol
definition. It seems probable that the advocates of
the so-called ““ high definition "’ systems (say 8oo lines
or -so) are expressing their desire for less lininess
rather than for more definition. With only a fraction
of the complication and expense, spot-wobbling goes
a long way towards satisfying this desire.

balancing-out of the

¢ Canned »* Television Programmes

The other applications of spot-wobbling, although
not, perhaps, of such wide general interest, are
worthy of brief mention. In recording television
pictures on continuously moving film (which method
is used, for example, by the B.B.C.) it is often
difficult to ensure accurate interlacing, on the film, of
the two sets of lines forming each complete picture.
The problem is primarily one of optical and
mechanical accuracy in chasing the moving film, but
is complicated by the rather unpredictable dimen-
sional shrinkage of the celluloid base of the film.
Any inaccuracy will result in a ‘“ pairing”’ of the
recorded lines. (This will not be discovered until the
film is developed, when, ol course, it is too late to
make any correction!) This defect is shown clearly
in the photograph used to illustrate Major Hallows'
article. If such a picture were scanned again lor
re-transmission serious ‘' beat’’ patterns would result
from interference effects between the original and the
new scanning lines. Spot-wobbling can be used to
avoid this trouble, and the small loss of definition
which results is less objectionable than the beat
patterns.

The other photograph was intended to show the
effect of spot wobbling, but on examination it will
be found that definition is lacking in both horizontal
and vertical directions. Now a spot-wobble can cause
loss of definition in only omne direction, so it must be
concluded that the loss of definition in this photo-
graph was not caused by spot-wobbling. I would
like to emphasize that this photograph is definitely
misléading, ‘as the loss of definition which would be
produced by a correctly adjusted spot-wobbler would
be so small ds to bé almost undetectable in a photo-
graph of this size.

In high-power c.r. tubes used for projecting
cinema-size television pictures the current density in
the scanning spot is.more than one hundred times
greater than in an ordinary c.r. tube, and produces
considerable saturation effects in the fluorescent
material. This gives rise in turn to variations in
brightness and colour; the latter, in particular, can
be rather objectionable. These troubles can be
largely overcome by the use of spot-wobbling which
has the effect of reducing the current density and
making it less critically dependent on exact focusing
conditions, in addition, of course, to its normal effect
of reducing or eliminating lininess. However, the
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non-linear nature of the saturation effects rules oat
any simple mathematical analysis of the problemn so
that, in this case, the optinum amplitude of wobble
is determined by a process of judicious trial and error.
These modern applications of spot-wobbling were
developed, in 1947-48, in the laboratories of Cinema-
Television, Limited_:who had acquired the patent
rights in 1946). So far, spot-wobbling has been used
mainly for high-quality demonstrations; as far as |
am aware it has not yet been applied to any com-
mercial television receivers, though this may be
expected to follow in due course. A word of caution
is perhaps not out of place here—spot-wobbling will
not cure all television troubles. It will not turn a
mediocre picture into a good picture, but it can and
does turn a good picture into an excellent picture.

APPENDIX

As the line spacing is regular, the screen brightness
is a periodic function of distance measured across the
lines and may be expressed as the sum of a mean bright-
ness plus a fundamental (188-line) cosine component
plus harmonic components (376 lines, 504 lines, etc.}.
We are interested in making the fundamental (188-line)
component disappear; i.e., we want to make it have
zero amplitude. The amplitude of any component may
be found by the standard method of Fourier analysis;
i.c., we multiply the brightness distribution by the
appropriate cosine wave and integrate over one cycle
to determine the mean value of the product. If we
perform this operation on the brightness distribution
of a wobhled spot we find that the integral turns out to
be a standard form of the Bessel function Jo(x) where
¥ /= in our case is the ratio of the peak-to-peak wobble
to the line spacing. The fundamental (188-line) com-
ponent will disappear when Jo(x)=o0. On referring
to published tables of the Bessel functions we find that
jo(¥) =0 when x/7=0.7055.

Television O0.B. Links

T a recent discussion meeting of the Radio Section

of the Iustitution of Electrical Engineers, it was
emphasized that developments in television outside-
broadcast technique were continually calling for new
types of cquipment. Also, increasing demands were
being made for means whereby the vision signal could
be passed to the transmitter. Before the war some
17 miles of low-loss bLalanced-pair cable had been laid
in the London area; this has since been supplemented
by 33 miles of coaxial cable. Connections to this 50-
mile cable network can be made, up to distances of a
few miles, through ordinary telephone circuits fitted
with equalizers and amplifiers. This cable system is
now used by the B.B.C. for about halt the outside broad-
casts, the remainder being passed by a radio link, which
has a range of about 30 miles; this range could be ex-
tended by using links in tandem. The idea of *‘ lireak-
ing in*’ to intermediate stations of the London-Birming-
ham radio relay link, though technically practicable,
was not envisaged.

To reduce setting-up time, a certain amount of per-
manent wiring has been installed at places from where
outside broadcasts were regularly relayed. Camera
cables, however, could not be permanently fitted, as
there was danger of deterioration.

As to the outside broadcast equipment itself, it was
agreed during the discussion that it could undoubtedly
be reduced in size, but the opinion was expressed that
this would not greatly shorten the time needed for
setting up. The link lo the transmitter remained the
most ifnportant factor. \
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The author operating the interference tracer.

HE writer was recently concerned with a most

perplexing case of television interference, the

symptoms, cause and tracing of which may be
of general interest.

The television receiver screen was sometimes cut
in two by a very wide white horizontal band. This
might have bheen diathermy since the interference
appeared to me modulated at 50c/s. However, this
band would sometimes vary in width and bright-
ness and sometimes the whole picture would break
up into a series of white bands moving up and down
the screen. Also, these latter symptoms were always
accompanied by peculiar vibrations, which seemed
to emanate from different components on the tele-
vision receiver chassis,

It was also noticed that the vibrations bore some
similarity to speech and music. Closer observation
showed that the vibrations and picture variations
were in fact inter-related and eventually it was proved
beyond doubt, as a result of making comparisons
with the loudspeaker output from a broadcast
receiver. that these vibrations and variations were in

Television
Interference

Trucing an Unusual Source

By A. L. PARSONS, Grad.I.E.E.

(Murphy Radio)

direct sympathy with the B.B.C. Light Programme.
Photographs of the interference patterns produced,
one corresponding with orchestral music and the
other with a steady note, are reproduced on this page.

Several different types of television receiver were
tried on the sane aerial, but in spite of the fact that
they employed different intermediate frequencies and,
too, that some of themn were of the ‘‘ straight’ type,
similar interference patterns and vibrations were pro-
duced. It should be mentioned here that none of the
sets showed any signs of interference on the sound
channel. Tuning the oscillators of the superhet re-
ceivers over a small range caused no noticeable
change in the interference.

With the aid of a Murphy Interference Tracer,
Type 1S17, the interfering frequency was found to
be 44.8 Mc/s, and the source was finally traced to a
house 40 yards away. The TS17, which Murphy is
supplying to the Post Office, is essentially a highly
seusitive eight-valve radio receiver, using miniature
components throughout. Power supplies are from
self-contained dry batteries, supplying 1} volts1.t. and
go volts h.t. An ““S’” meter and headphones are
incorporated.  The meter circuits have quick charge
and slow discharge characteristics, which are ex-
tremely useful when checking impulsive interference.
A rod aerial and small loop aerial are provided, and
these can be used as required.

(a)
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(b)

Interference patterns produced with a steady note (4) and by mixed high- and low-frequency modulation (b).
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X

1+

GRID
STOPPER

e frequency. Also, placing a finger
on the grid cap of the output valve

TO MAIN B
arsueely  was found to stop the radiation

completely. The rather obvious
conclusion was that the output
stage was oscillating parasitically at
44.8Mc/s and that the received
programme was modulating these

oscillations. The programme was,

in fact, heard quite plainly on the

headphones of the interference
J: tracer.

More detailed examination of the
receiver showed that a ‘“dabbler”
had been at work. The output
valve was non-standard, the wiring
incorrect (as shown in the diagram),
the cathode resistor value low
and the h.t. smoothing capacitors
of low capacitance. The defective
capacitors, with the resultant so0c/s
ripple from the half-wave rectifier
circuits, accounted for the hori-

2

The offending output stage.
marked with a cross and the new connections and grid stopper are shown
dotted. R was 100Q) instead of 320Q and both C; and C, defective.

The interference source was eventually found to
be an ordinary universal mains, superhet, broadcast
receiver of approximately 1934/35 vintage, and tests
showed that while the local oscillator and the i.f.
amplifier were in no way to blame, movement
of leads in the output stage altered the interference

NEW

Recent Advances in Radio Receivers. By L. A. Moxon,
B.Sc. (Eng.), AM.LEE. Pp. 178+ v; figs. 92, Cam-
bridge University Press, Bentley House, 200, Euston
Road, London, N.W.1. Price 18s.

HIS book is the latest to be issued in the ‘' Modern

Radio Technique’’ series and, to quote the pub-
lishers’ note, ‘‘is intended for readers familiar with the
technique of designing radio receivers in 1939 and con-
centrates particularly on those advances which were
made during the war years.”” This is a more accurate
indication of the scope and content of the book than
the title.

The hook is short and, of the 178 pages of text,
nearly one-half is devoted to considerations of noise
in receivers of the radar type. Wide-band if. stages
are also covered in some detail, including the design of
multiple stagger-tuned amplifiers. The remainder of
the work covers the recent trends in commercial and
communication rteceiver design with some reference to
fm and television receivers, including ‘‘ some new cir-
cuit tricks.”’

As -we might expect from th
the source, the chapters on mnoise and i.f. amplication
are more detailed than the rest of the book, and much
of the material has not appeared under a single cover
before. The chapter on noise measurement is particu-
larly commendable and should give the reader the infor-
mnation required to put the subject on a quantitative
practical basis. i

In treatment and presentation of the subject the book
is not, however, all that could be desired; there is a

e authoritative nature of
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The leads which were disconnected are

zontal band on the television screen
during breaks in the Light Pro-
gramme. However, correction of
all these faults did not remedy the
parasitic oscillations. A remedy
was eventually provided by the
insertion of a 20,000-ohm grid stoppet, as shown in
the diagram.

There was still one query : why was the modulation
always the Light Programme? The radio set owner
soon answered that one when he explained that he
‘* had no time for the Home Service.”’

BOOK

tendency to use the concepts and jargon of this special
field which is hardly in keeping with the declared objec-
tives of the book. Mathematical proofs are studiously,
almost laboriously, avoided, swhilst condensation of
argument has been carried to lengths which, only too
often, make the final conclusions appear almost as un-
supported statements. There is also a noticeable lack of
the explanatory asides and references to establish con-
cepts which make a textbook stimulating and. interest-
ing to read. Nor does the author always define his
terms or set out his symbols very clearly; for example,
on the same page (p. 13) we find the same symbol used
for temperature and for pulse-length. Again, on p. 9o,
we are given a diagram of the response of a multiple
stagger-tuned amplifier in which the symbol “‘z”
appears, to find what this particular ““n"’ is (a slightly
different ““#’’ has appeared on the previous page) it 1s
necessary, first, to turn up the Appendix, where it
appears in an expression, and then look back through
the text until it is found, defined implicitly, in another
expression! Furthermore, the svinbols used are not
always in accordance with the B.S.I. recommendations.
The book is, however, notably iree from errors and mis-
prints whilst the diagrams are always clear.

In short, apart from metliod of presentation, the major
portion of this book is of great value for the useful infor-
mation it gives in a new specialized field ; the later por-
tion, however, tends to be a tantalizing collection -of
snippets and its main purpose should be to interest the
reader sufficiently to turn up the original references.
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UNBIANED

Bloody but Unbowed

MY recent plea (W.IV., March,
1950), for the jettisoming of
outworn nomenclature by substitut-
ing the terms cathode and anode for
the misleading negative and positive
for batteries and the like, has
brought, as I expected, a deluge of
protests {from the diehards. One of
the strongest supporters of the old
+ and — school of thought is the
respected chief engineer of one of
our greal storage battery makers.
As is fitting, his words are as
weighty as the products he fathers
but unfortunately his arguments are
not. The chief plank in his plat-
form seems to be that the + and
signs have been ‘‘ a British standard
for over 50 years.”” I do not doubt
it, but I would remind him that the

horse represented the British .can-
dard of transport for far longer than
50 years and had it not been dis-
placed by the internal combustion
engine there would have been far
less demand for his products.

In addition he rails against the
use of terms of Latin and Greek
origin in articles dealing with any
aspect of wireless technology. Does
he not know that the words ‘“ plus
and ‘‘ minus,”” which he champions
so strongly, belong to one of these
two detestable languages?

Other objectors point out that
when a cell is supplying power its
negative terminal will be its anode
but this will become the cathode
when the cell is being charged. 1
can only suggest that they look up
the words «ard and évd in a good
Greek lexicon.

The B.B.C. Forsaw It

BUT enough of such matters for
I want to say a few words about
the plight in which the Americans
now find themselves, having {oolishly
ignored the vast store of television
engineering experience accumulated
1 this countrv since 1936. Accord-
ing to one of their radio trade jour-
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By FREE GRID

nals, Successful Servicing,
Feb., 1950, nemesis has over-
taken them because they
overlooked a menace which ~
the B.B.C. iorsaw over fifteen
years ago. As you know, the
Americans, ‘‘puffed up with
pride and armed with arro-
gance '—to quote the words
of one of their most famous
sons—sniffed disdainfully at
vertical polarization and the
upright television aerial which
we use; instead they adopted
horizontal polarization and
bird-perch aerials.

Needless to say such an
open challenge to American
pigeons was accepted. Unfortunately
birds are no less stupid than human
beings in failing to ‘‘ pass along the
car, please,”’ but gregariously con-
gregate on one limb of the aerial.
Even if their weight does not always
bend it their ill-distributed body
capacitance upsets its electrical con-
stants.

The result is that all the technical
talent of the U.S. radio industry is
now being diverted from more vital
channels into finding a cure for this
menace. Heating the aerial elements
by eddy currents has proved a cure
worse than the disease; while using
electric motors to rotate the perches
about their own axis is complicated.
The most successful device, I should
imagine would be to instal a loud-
speaker near every aerial to belch
forth recorded catcalls.

Radar to the Rescue

SCARCELY a day passes that we
do not hear of some new radio
application, more especially in the
realm of radar. I do my best to
keep you au fait with these but one
development s
now brewing

ally when reversing, to see through
the dense clouds of smoke which the
cars emit. Operations like reboring
or resleeving can cure some of them,
but in many cases the patient is too
far gone to respond to such treat-
ment.

It is therefore proposed to make
an order in Council to make it com-
pulsory for these modern Elijah's
chariots—ior some of them emit
flames, too—to carry radar so that
the drivers can see through the
smoke clouds. This government
order will, of course, mean great
activity in the radio factories and I
am t{old it will be given high
priority.

A greater diversion of new cars
to the home market would seem to
my untutored mind a siinpler way of
solving the problem. But it ill
behoves me or any of us radio-
men to urge this point on the
Government. Let the automobile
industry do its own work. For my
own part 1 feel this scheme should
be made applicable to all cars and
every motorist be made to drive
blind, as indeed, so many of them
appear to do at present.

which is of such
importance that
I wonder if I can
reveal it to you
without inviting
the attention of
MIs. Atany rate,
here goes. |

I hear on high
authority that
the Government
is much con-
cerned at the
number of road
accidents involv-
ing verv ancient
cars. The reason
for many of the
accidents is said
to be the drivers’
inability, especi-
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“ Wrong answer again, Bellamy; it's obviously the time
constant of R531 and C672.”’

-
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Manufacturers: Products

New Equipment and Accessories for Radio and Electronics

Neon Indicators

RANGE of miniature neon indi-
cator tubes is now available
from the General Electric Company,
Magnet House, Kingsway, London,
W.C.2. They are designed for use
on 200-250 V mains supplies, when
connected in series with a 0.25 to
0.5 MQ resistor (1 watt).
Current consumption and other
details are given below:

Type Supply mA Cap Price

Small 4 8
Edison
sSCrew

ac. 05

Minia 3 8
ture
bayonet
centre
contact.

Small|4 6
Edison
serew.

G ... ac. 015

“fyneon ” | de. 0.5

Radio-Television Console

N the new Model TRCr24 “‘ likco

vision *’ console {Model TRCt124
for the Midlands), a pre-set radio
receiver giving three alternative
stations on medium waves and one
on long, is combined with an 18-
valve television circuit operating a
12in c.r. tube (picture size 1o0jin:
8in). Basically the design of the
television receiver follows that of the
ISCio2. Focus 1s hxed with an
auxiliary pre-set adjustment foi
mains voltage fluctuation; the
operating controls are ‘* Brightness "’
and ‘“Contrast.”” Interference sup-
pression circuits are provided for
both vision and sound channels.

The radio receiver comprises three
valves, a {frequency  change:
(UCH2). i.f. amplifier and detector
(UAF42) and output (10P13). Sta-
tion selection is by rotary switch
and illuminated 1indicator panels
show the name of the station being
received.

Made by E. K. Cole, Southend
on-Sea, Essex, the Model TRCrz;
costs £75 12s including tax.

New Auto-Radiogram

N interesting feature of the six-
valve superhet circuit of the
Model ARG23AE radio-gramophone,
made by the Marconiphone Com-
pany, Hayes, Middlesex, is the em-
ployment of an earthed-grid triode
in the signal-frequency amplifying
stage.
On the gramophone side the
latest lightweight type pickup is
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used in conjunction with a new
record-changer mechanisin handling
ten 10in or 12in records, unmixed.
A two-position switch gives normal
or extended {requency range to suit
all types and conditions of record.

The ‘‘ double-console’’ type cabi
net includes a compartment for
record storage, and both the radio
tuning panel and record changer
compartment are provided with
doors. A 10in permanent-magnet
loudspeaker is fitted and the rated
power output of the amplifier is 5
watts.

Dimensions are 38in x 35jin x
174in and the price is £108 7s 3d
including tax.

New Television Valves

HE range of Mullard valves for

use in television equipment has
recentlv been extended to include
two new types on the ‘‘Noval”’
(9-pin) base. These valves are a
triode-pentode (ECL80) and an r.f.
pentode (EF80). DBoth offer special
advantages in the design of tele-
vision equipment.

The EF8o is characterized by a
particularly high slope and is pri-
marily intended for use as an r.f.
amplifier, or mixer valve, in tele-
vision receivers. Its general per-
formance corresponds with that
given by the Mullard high-slope
pentodes EF50, EF42 and EFgr. It
has the distinct advantage over
these valves, however, in that it can
be operated with an h.t. voltage of
170 only as against the usual 250
volts. This makes the EF8o a par-

Mullard Noval-base (9-pin)

valves, - EF80 and ECLS8o
high-slope pentode and triode-
pentode respectively for use
in a.c/d.c television receivers.

WWW.americanradiohistorv.com

ticularly useful vaive for the trans-
former-less type of  television
receivers.

Having separate triode and pen-
tode sections, the ECL80 has a wide
number of uses. It enables sets to
be designed with the fewest number
of valves and thus reduces the size
of the equipment. Three straight-
forward ways of using this valve in
television receivers are as follows:
(a) pentode section as synchrenizing
pulse separator, triode section as
line oscillator; (b) triode section as
frame oscillator, pentode section as
frame output; (c) triode section as
a.f. amplifier, pentode as audio out-
put valve.

The makers are Mullard Electronic

Products, Ltd., Century House,
Shaftesbury Avenue, London,
W.C.z.

Dielectric Heating Oven

A NEW 35-kW r.{. heating oven for
thick plastic pellets and rubber
preforms has been introduced by the
General Electric Company, Magnet
fouse, Kingsway, London, W.C.z.
The salient feature of the design is
the large area of the electrodes (24in
x 18in) and the continuously vari-
able spacing (up to Gin) which can
be adjusted wnile the set is in opera
tion. The lower earthed electrode
slides out on a drawer for ease of
loading.

A pre-set

matching inductance

The earthed electrode in the G.E.C
5-kW dielectric heating oven pulls
forward for ease of loading.
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MANUFACTURERS’ PRODUCTS . . . . . .

gives wide latitude in adjusting the
coupling to the electrical charac-
teristics of the work.

Sound Amplifying
FEquipment

EVERAL additions have been

made recently to the range of

sound amplifying equipment made
by Ardente Acoustic l.aboratories,
Compton, nr. Guildford, Surrey,
and many well established products
have been redesigned.

Of chief interest among new pro-
ducts are the Tvpe 360 and 066Go
amplifiers for a.c. mains. These
nave outputs of 30 and Go watts
respectively for distortion levels of
less than 29%. In both types a low-
noise, high-gain input stage (E¥37)
is followed Dby a double triode
(ECC33) in which one section is used
as a phase-splitter to feed the push-
pull output stage (two IX.37s). In
the Type 360 a single GZ32 rectifier
supplies h.t. and bias is automatic;
in the Type 660 there are two
GZ32 rectifiers  and separate
selenium rectifier supplies fixed bias.
A relay is fitted for h.t. switching,
and a guard circuit prevents the
application of h.t. until the output
plug is connected. The frequency
response is 1 db down at 20 and
10,000 ¢ /s and 3 db down at 20,000
c/s. WBass and treble cut controls
are included.

The amplifiers are available in
cabinet and rack-mounted form, and
suitable radio-tuner and mixer units
can be provided. Prices are £36 and
£45 for the rack tvpes and £45 and
£58 for the cabinet models.

Other recent additions to the
Ardente range include the new
**Black Prince "’ moving-coil micro-
phone, the redesigned Type PMBG
labyrinth loudspeaker, Types PMDC,
PMCH and PMDW diffusion loud
speaker units and the Type PMDII
marine loudspeaker jin  corrosion-
resistant silicon aluminium alloy.

Versatile V.H.F. Trans-
mitter

DESIGNED originally to
meet certain local re-
quirements at airports, the
PT1o transmitter has a wide
field .of application as a
-hixed .station transmitter for
4 short-range v.h.f. radio
telephone service.

Rated at 12 watts output,
the equipment consists of
separate rf. and modulator
anits, which can be
assembled for either rack or

‘Plessey Iz-watt v.h.f. radio
telephone Type PTro,
assembled, for desk motnting *
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desk mounting and can be com-
bined with a receiver to form a com-
plete radio telephone installation.

For airport use the coverage is 118
to 132 Mc/s and operation is on a
single spot frequency in this band.
the desired channel being selected
merely by plugging in an appropriate
crystal and making a few minor
tuning adjustments.

Operation of the equipment has
been simplified considerably by the
use of wide-band inter-valve coup-
lings wherever possible so that tun-
ing adjustments are reduced to a
minimum, while pre-set circuits in
the audio part of the transmitter
check any tendency to overmodula
tion. Grid, anode and cathode cur
rent metres are included for routine
servicing and for tuning whenever a
new channel is required

The whole equipment is very com-
pact and economical to operate;
the supply required is 230 volts,
50 ¢/s. Tt is made by The Plessey
Co., Vicarage Lane, Ilford, Essex.

Miniature Relays

RELAYS play an important part
in all kinds of radio and sound
amplifying equipment, but for eco-
nomic reasons and the fact that
remote control is not often needed,
they are rarely found in broadcast
sets. " Business radio’ and the
many kinds of mobile v.b.f. radio-
telephones rely to a great extent on
relays for their operation, and the
latest miniature types produced by
Engel and Gibbs, 983-5, Finchley
Road, Golders Green, London,
N.W.r1, should find applications for
these purposes.

The normal patterns measure
1%1n high; the base is Jin x 144in
and the weight is 1.4 oz only. There
is an hermetically sealed model with
the same base dimensions, but 1{in
high, and this weighs 1.6 0z. Nor-
mal operating power is 1 watt at
d.c. voltages up to 50. If higher
voltages have to be used, a series
resistor must be included. A.C.
models are not available, but a
simple rectifying circuit will supply
the low current needed.

The relay contacts are mounted
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Continued

Midget relay suitable for use in
mobile and business radio-tele-
phones, made by Engel and Gibbs.

ot a ceramic block, and, while de-
signed for relatively low d.c. volt-
ages, they will handle up to 300 mA
at 240V a.c. On d.c., an external
quenching circuit is needed for con-
trol of voltages in excess of s0.

Apart from loading considera-
tions, the relay is eminently suitable
for a.f. and r.f. circuit control,
serial switching from send to receive
in low-power sets being one such
application. The normal contact
arrangement is double-pole change-
over. Contacts are of either pure
silver or palladium-silver mounted
o nickel-silver or beryllium-silver
blades as required, and each blade
has two contact tongues accurately
uligned.

Hospital Radio

A VERSATILE new radio equip-
ment (Type ET101) for hospi-
tals has been introduced by the
Amplifier Department of Philips
Electrical, Century House, Shaftes-
bury Avenue, l.ondon, W.C.z.

It consists of a compact enamelled
metal consolette jn which a radio
tuner for short, medium and long
waves is mounted above a ventilated
amplifier compartment which can be
fitted with an interchangeable amp-
litier, of 15, 25, 50 or 100 watts
output. A pilot loudspeaker is pro-
vided for tuning, and iuput ter-
minals are available for gramophone
and microphone inputs.

Audio Signal Generator

PERATING from either a.c. or

d.c. mains (200-250 V) the type
T/1 audio signal generator made by
Pennine Amplifiers, g-11, Southgate,
Elland, Yorks, covers 40 to 16,000
¢/s in two ranges. Maximum power
output is 3 watts and alternative
output impedances of 2.5 and 3,000
ohms are provided with an output
voltage control calibrated for each
impedance.

The instrument weighs 6§ Ib,
measures only 7inx5tinxg4in, and
should be useful to the service-
man for checking loudspeaker
response, etc. ‘Lhe price is £9 gs.
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LETTERS TO THE EDITOR \yyhiRE.

The Iditor does not necessarily endorse the

opinions expressed by his correspondents

European Television
Standards

E may assume that any

medium - definition European
television. standard, whether 403,
455, 525, 567 or 625 lines, will be
temporary. The future lies in high-
definition black-and-white or else in
colour. Therefore, for this im-
poverished continent, I suggest we
should start with the cheapest prac-
ticable system that will allow the
mass market to be reached, and will
make the best use of the metre-band
wavelengths. I cannot understand
the present advocacy of 625 lines for
Europe.

Taking into account present pos-
sibilities and future probabilities, it
is not difficult to find the right
course. It is to standardize on 405
lines with the full theoretical band-
width of 3Mc/s. Alternatively, as
a compromise, we could use 525
lines with a reduced bandwidth of
3Mc/s.

When we become richer we can
think of high definition or of colour.

C. L. ZAALBERG.

Overschie, Holland.

“ Wireless World”’
Televiston Receiver

AVING built the W.W. long

range television receiver, 1

feel that my experiences might be

of interest to readers in the fringe

area who might be contemplating

building, yet doubtful of the peossi-
bilities.

From my address you will see I
am at extreme range, but in spite
of this am receiving strong and
steady signals.

The very slight fading that takes
place is only noticeable on the
sound channel, the vision remaining
steady with the gain control well
down.

I would mention that I have
fitted separate gain controls to
sound and vision receivers, having
found individual control to be an
advantage.

The performance is definitely at
full entertainment value and the
picture remains rock steady.

W. FORD

Blackburn, Lancs.

Spot Wobble

READ with much interest the

article by R. W. Hallows on
spot wobble in your March issue.

The process was first brought to
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the notice of engineers in this
country by the writer in Wireless
World of September 4th, 1936—by
the courtesy of FKerranti, Ltd.—
when it was used as a method of
overcoring the discrepancy in line
width between the two systems of
405 lines and 240 lines when using
a cathode-ray tube receiver.

It was originally the subject-
matter of a patent application in
1935, which was not granted be-
cause of the prior patent of the
French Compagnie des Compteurs.

There is one point I would like
to stress, not only is the appearance
of the picture improved without
losing any definition, but the screen
of the picture tube is used effi-
ciently. By having luminescence in
parts normally not excited the light
output is increased.

In the current article there is
mention of the use of the device in
colour television. When the writer
was associated with the late john L.
Baird, frequent use was made of
spot wobble in both colour trans-
mitters and receivers with great
advantage. The same was experi-
enced in stereoscopic television,
though to a lesser degree.

In conclusion, as the tendency
seems to be towards 15 or 16in pic-
ture tubes using a very fine spot
produced with accelerating poten-
tials of 11 to 15 kV, the use of spot
wobble in a receiver of this type is
rapidly becoming an absolute
‘“must.”’

E. G. O. ANDERSON.

Television, Ltd.,

London, S.W.1.

Dark Television Screens

FROM his letter in your March
issue it appears that Mr. Hum-
phreys is either unaware that cer-
tain American cathode-ray tubes for
direct viewing feature a darkened
filter glass face plate, or heishinting
to tube manufacturers that thereisa
sound principle involved in this
method of improving picture con-
trast.

I am not at all sure, however,
that the ‘“dark’’ face plate is the
most satisfactory method. The
highlight brightness obtainable with
‘“daylight ** aluminized tubes oper-
ated at high accelerating potentials
is recognized as being more than
adequate at night in a room where
the normal amount of ambient
illumination is provided. Such
tubes provide a contrast improve-
ment compared with non-aluminized
types by eliminating reflections
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Gty PORTABLE
_SOUND EQUIPNENT =" ..

Portable Model B 65 (open)

Can you provide a public address
system at a moment’s notice ?
With a Bé6s it is simple—just
place the equipment in a suitable
position and switch on. Incor-
porated within an easily portable
case are the amplifier complete
with loudspeaker, rotary trans-
former, 6-volt unspillable accu-
mulator and microphone with
cable. Power output is approxi-
mately 5 watts. The equipment
is a most useful outfit for political
meetings, religious gatherings,
auctioneers, etc., and numerous
other applications where no
electric supply mains are avail-
able.
Price complete £29 10 0

An external speaker can be artached ij
desired.

Portable Battery Mains Amplifier B 619

Operates on 12-volt battery or, by means
of separate plug-~in adaptor unit, on A.C.
mains. Power output approximately
16 watts.

Full details of these models and others in thelarge
Trixrange of equipment available on request.

Send for latest catalogues and price list.
THE TRIX ELECTRICAL CO. LTD.
1.5 Maple Place, Tottenham Court Road,

London, W.I. 'Phone : Museum 5817
Grams & Cables : * Trixadio, Wesdo, London.”

AMPLIFIERS : MICROPHONES - LOUDSPE AKERS
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within the tube (also the ion-burn
menace is warded off without resort
to jon-traps or devices which might
cause spot distortion).

The prime consideration for com-
fortable viewing becomes a matter
of further improving the contrast in
the presence of ambient illumina-
tion, which illumination, ideally,
should be of the same order as that
of the average picture brightness.
A proposed method is to place a
thin  neutral-grey coloured, or
‘“Polaroid ** absorbing screen in
front of the tube, preferably tilted
or curved in order to avoid direct
reflections from light sources in the
room into the eye of the observer.
An increase in contrast from 7:1 to
about 30:1, equal to cinema film
standard, is theoretically possible,
on the assumption that there are
no reflections either between the
back of the filter and the front of
the tube, or between the front and
back surfaces of the tube face plate.

It may well be that the conven-
ience of being able to change the
filter according to the illumination
outweighs the apparent additional
advantage of the ‘'dark-faced”
tube in minimizing the remaining
reflections. The rather paradoxical
procedure of increasing accelerating
voltage and scanning power, and
then of reducing the maximum
brightness with filters is, neverthe-
less, one which can yield a picture
of the highest definition under view-
ing conditions which are the most
pleasing.

G. A. PHILLIPS DALES.

Johannesburg, South Africa.

FURTHER to Alan Humphreys’
letter in your March issue, I
would like to point out that a pro-
jection television screen can have
quite an advantage over a direct
viewing tube when being viewed
with light falling on the screen.

Obviously, with a direct viewing
tube the black portions of ‘the pic-
ture are nowhere near black if anv
light falls on the front of the screen,
the ““blacks’’ being a white screen
which reflects a considerable amount
of light.

With a projection * system, the
major portion of the extranedus
light that falls on the screen is
transmitted and not reflected, hence
the black parts of the picture still
remain black even with a consider-
able amount of stray light in front
of the receiver.

In addition to this, the projection
screen has the advantage of not re-
flecting any images of objects in
front of the receiver as the screen
face is not polished but has a matt
finish.

If a projection-type receiver is
placed alongside a normal direct-
viewing receiver and. both are ad-
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justed in darkness, as soon as the
light is switched on this effect {s
noticed considerably, the direct-
viewing tube being well down in
contrast compared with the projec-
tion screen.
E, O. FRISK.
Optical Works, Ltd.,
[.ondon, W.5.

Broadcast Volume Levels

“CATHODE Ray ' (your Decem-
ber issue) evidently considers
that the B.B.C. is sweetly reason-
able in its technical handling of the
relative volume levels of speech and
music, and infers that critics of the
official policy are, to a man, anti-
social owners of commercial re-
ceivers manufactured before 1935.
He classes complainants with the
classic old lady who wanted the
B.B.C. Dance Orchestra to play
louder when her H.T. battery was
running down. The old (and sure-
ly, dying) hobby horse is trotted
out; ““boom’’ in old receivers re-
duces the intelligibility of speech,
volume being manually increased as
an arbitrary compensation.

T'his dces, of course, occur, but
the complaint is more widespread
than this, and cannot be localized
at the door of bass resonance. The
controversy thrusts itself upon
every citizen, throughout the sum-
mer, and the B.B.C. by its appeals
for *hush ’’ on hot evenings tacitly
admits that the position is serious.

The issue is simple: speech
broadcasts are not loud enough.

The solution is equally simple.
Let the B.B.C. instruct the engin-
eers to increase the modulation
level of speech. It is a procedure
that should be acceptable to tech-
nician and aesthete: the volume
compression system would require
no modification, and music lovers
who enjoy their fortes fortissinio
would be in no wise discomfited.

Surely such a palpable panacea
could be granted a trial?

Yours faithfully,

JOHN and GLADYS HART.

Weybridge, Surrey.

Terminal Terminology

“TJIREE  GRID’S”  so-called
‘“obvious’’ nomenclature is
an unfortunate example of hopeless
befogging. If the cell which he
mentions is supplying power to his
radio set i1ts negative terminal will
Le its anode. When the same cell is
being recharged, its negative dter-
minal will then be its cathode.

The explanation is that the terms
anode and cathode are used to indi-
cate the ““in’’ and '‘out’’ ter-
minals when we wish to draw atten-

continued

tion to the direction of flow of
current, while positive and negative
are concerned with potential dif-
ference. -

If *“Free Grid *’ will examine the
circuit of a valve rectifier he must
surely agree that the cathode of the
valve is the positive terminal, so far
us the output connections are con-
cerned. The cathode of a metal
rectifier is always marked + rather
than cathode to minimize confusion.

The more frequent association of
+ with anode and — with cathode
arises from the fact that there are
most devices absorbing power than
there are producing it.

T. C. NUTTALL.

London, S.E.19.

Curious Effect

VIEW on a television receiver

built principally to Wireless
World design. By accident, it was
noticed that, after being switched
off completely for about five
minutes, the screen flashed.

I then watched carefully after
each period of viewing. The flashes,
as many as three in succession at
times, appear in the bottom right-
hand corner. The first one appears
about five -minutes after switching
off, and the others follow at two-
minute intervals.

The flashes always occur at the
same place on the screen, all cir-
cuits are quite cold, and there.was
no fire in the room.

Is the flash due to energy
released in the screen phosphor,
and, if so, could any of your readers
suggest why it appears only in the
bottom right-hand corner, and
whether these flashes also .occur
during screen bombardment in the
course of a programme?

ALAN F. DAVIDSON.

London, S.E.3.

Valve Types

HE statement of your corres-
pondent, Mr. H. O. Bradshaw,
that ‘“the valve position in this
country has always been notable for
its confusion’’ is probably an all-
time record in under-statement.

Besides the 4-, 5-, 7-, 9- and what-
have-you pin bases, there are valves
with octal bases and octal valve
characteristics which bear non-octal
designations, not forgetting the
cunning tvpes with bases which have
ull the appearance of being octal,
but are not,

To {further befuddle this crazy
jumble, each maker adopts his own
system of designations, the meaning
of which is an incomprehensible
mystery, so that tables of ‘‘equiva-
lents ’’ are necessary to lend succour
to the courageous adventurer who
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would penetrate this bewildering
maze,

It your correspondent hopes to see
a change from this hotchpotch,
which has been tolerated tor years
by those who are oblivious of the
fact that it is excluding them from

‘many world markets, he mustl

indeed be sanguine.
G. P. H. de FREVILLE.
l.ondon, S.W.7.

“Q” Priority
OUR contributor ““P. H.”
says, on page 216 of Wireless
World for June, 1949, that the
article on " Q' Meters by H. G. M.
Spratt in the January, 1949, issue
was, to his knowledge, ‘‘the first
account of this nature to be pub-
lished in any English-speaking tech-
nical journal.”’

May I refute that statement? I
myself published a comprehensive
article on the Q' Meter and its
theory, including the corrections re-
quired, etc., in the Proceedings of
the Institute of Radio Engineers,
New York, as long ago as 1942. A
reference to that paper is given in
your own publication, ‘‘Radio
Data Charts.”’ V. V. L. RAO.

Madras, India. ‘

MANUFACTURERS’
LITERATURE

LEAFLET describing  stabilized

power supply unit Type SPi11, giv-
ing five stabilized outputs from 200-
250v a.c. input, from A. E. Cawkell,
7, Victory Arcade, The Broadway,
Southall, Middx.

List of transmitting and industrial
valves, neon indicators, barretters, etc.
Also cards showing {a) valve equiva-
lents, and (b) and (c) Mazda valve
and c.r. tube complements for London
and Midlands television receivers of
many makes, from Edison Swan Elec-
tric Co., 155, Charing Cross Road, Lon-
don, W.C.2.

Technical Bulletin No. 55, describing
au automatic telegraph distortion moni-
tor for use on 5-unit code systems {rom
\irmec Laboratories, Ltd., High W,y

combe, Bucks.

leaflet on 12.M.1. “ Flexible Dipole
indoor television aerial from [E.M.1.
Sales and Service, Ltd., Hayes, Middle-
sex.

Folder on the ''Consol 66" naviga- ]
tional receiver for yachts and small
craft, which provides for reception of
Consol signals and normal direction-
fincling beacons, from Industrial Radio |
Co., 16, Devereux Road, Southend,
Lssex. ‘

l.eatlet describing the *“Hydra-

clamp ”’ hydraulically operated vice
with universal joint, and adaptors for
holding receiver chassis, etc,, from
Spencer, TFranklin, Ltd., 292, High]
Holborn, London, W.C.1,

i
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BULGIN

RECISTERED TRADE MARK

® OVER 200 TYPES DESIGNED

he Famous BULGIN Range offers over 200 Basic types of
switches, and every one in a variety of operating-levers
(dollies) and finishes. Apart from Nickel-plate, Chromium-
plate, Camera-black, Florentine-bronze, Polished or Matt,
there are five or more plastics-coloured finishes, giving insu-
Jation of external metal parts. Combinations of every type
are available, and every one guaranteed as type-tested for
25,000 operations. Better than all others, every switch
embodies the EXPERIENCE OF 25 YEARS OF SWITCH
DESIGN AND MANUFACTURE

WRITE for illustrated catalogue, price 1/-, post free.

All products are now available from retail and wholesale
stockists.

 The Choice of Critics

A.F. BULGIN & CO. LTD.
BYE-PASS ROAD. BARKING
Teiephone: RIPpleway 3474 (5lnes)
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RANDOM RADIATIONY

By “DIALLIST”

Fluorescent Lamps on D.C.

A READER who has had a good
deal of experience of fluorescent
lamps running on d.c. has been kind
enough to send me some interesting
facts about their proneness to cause
interference with radio and tele-
vision reception. I gather that he
has found interference as. common
on d.c. circuits as on a.c., and just
as severe. The symptoms, too, are
the same: the interference-produc-
ing lamp develops a bright spot on
one heater. I wonder whether other
readers who have run these lamps
on d.c: have had similar experi-
ences? I ask because I don't ieel
sure that the misbehaviour described
by this correspondent isn’t at any
rate partly due to the fact that his
mains supply is very ‘‘rough,”’
having, as he puts it, a ripple suffi-
cient to give a reading on the a.c.
range of dn AVO. Has any reader
tound that fluorescent tubes fed by
well-smoothed d.c. cause interfer-
ence? If so, it seems that there may
well be something in the idea that
the bright spot represents a small
semi-detached tlake of the surtace
material of the heater, vibrating
under electron bombardment.

Television’s New Look

TaougH I'vE aALwavs liked our
5.4 aspect ratio and still fecl that
it gives an image of more pleasing
shape, I'm glad that the B.B.C. has
decided to change over to the 4:3
ratio used in other countries. The
main reason, of course, is that the
5:4 form factor doesn’t fit in with
standard sound track films. That’s
a very important consideration, for
such films are bound to play an in-
creasingly important part in the
news broadcasts. For example,
with the advances in making and
transmitting films that are con-
tinually taking place, I can see no
technical reasons why, say, next
year’s Grand National should not be
seen on television screens that same
evening. Another reason why the
change is to the good is that it is
one step nearer to general stan-
dardization. On this side of the
Atlantic we've now got (1) 50 frames
per second interlaced and (2) the
4:3 aspect ratio accepted by every-
one The remaining fence—the
nmumber of scanning lines—is, of

200

course, by far the most difficult.
still, it's something to have reached
agreement on two points out of
three.

No Great Difficulty

The majority of viewers, I take it,
simply trued up the circle on the
test pattern and left it at that,
making the image extend to the full
height of the mask and not missing
the small amount of width now
sliced off by the vertical edges of
the mask. Treated in this way, an
image on a 12-inch tube that was
previously 10 x 8 inches now becomes
104X8in, but % inch is lost at
either edge. Alternatively, the width
may be left at 10 inches and the
height reduced to 7}in, in which
case there is a }in gap at top and
bottom. The handyman will prob-
ably worry off a third of an inch
irom each vertical edge of the mask
and so obtain the full benefit of a
larger image—85% squarc inches
against the original 8o.

The New Radio Channels

ON THE MEDIUM WAVES the new
broadcasting channels seem, so far,
to have given results that are about
as satisfactory as could be expected
in the circumstances. Unfortunately,
a number of countries haven’t signed
the new agreement; and some of
those that promised to come into
line haven’t, at the tiine of writing,
entirely fitted themselves into their
new channels. One unexpected com-
plication has been caused bv the
surprising decision of our good and
usually so reasonable f{riends, the
Americans, to use many channels
that were not allotted to them for
their zone of \Vestern Germany. That
sort of thing will no doubt right
itself in time; but I'm afraid that
broadcasting conditions in Europe
will never be as they should be until
we have a Luropean body armed
with powers similar to those of the
U.S. Federal Communications Com-
mission.

Try it and See

THE EDITORIAL SUGGESTION in
last month’s W.W. that metre-wave
competitive broadcasts should be
tried out from the Wrotham station
very much appeals to me. The only
sure and certain way of discovering

whether competitive broadcasting
can provide more acceptable enter-
tainment  than the monopolistic
brand 1s to give 1t a reasonable
trial. And there could be no better
way of trying it out than by adopt-
ing a system which gives it full play
and at the same time allows the
B.B.C. to continue its own broad-
casts without interruption. There's
another point too: So far as [ can
see, if competitive broadcasting has
a future in this country, that future
is likely to lie on the metre waves.
The reason is that the small num-
ber of our inedium- and long-wave
channels js hardly suited to com-
petitive broadcasting on a national
scale—and local or semi-local broad-
casting of that kind would not be
likely to furnish what is needed.

Pros and Cons

The most that could be done in
a national way on the medium and
long waves would be to use the
channels now assigned to the Home,
Light and Third Programmes to
form three competing chains. It is
doubtful whether competitive broad-
casting could achieve its object
unless it provided every listener
with a wider choice of programimes
than that. There is likely to be less
congestion on the metre waves,
which would give competitive broad-
casting, if it comes here, a better
chance of spreading itself and of
showing what it can do.

How Do You Feel?

Have you ever found yourself so
exasperated by the B.B.C.'s fare
that you simply had to sit down and
write to them about jt? If so, I'm
open to wager that your irritation
was increased when at length a
smug, complacent, ‘* mother-knows-
best '’ reply reached you. Those who
have received an answer of the kind
I'm thinking of must have felt that
a spot of competition might do the
programme side of the B.B.C. a
power of good !

< Club=-Meodel ™

Radio-Gramophone

OR the overseas market G.E.C.
have introduced a large auto-
matic radio-gramophone for hotels,
small dance halls, etc. The specifi-
cation includes a 3o0-watt amplifier
and alternative radio receivers can
be specihied. If required a 6o-watt
amplifier can be supplied, and there
iz provision for a moving-coil micro-
phone for announcements.

WIRELESS WORLD, MAY 1950
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ELECTRICAL
TESTING
INSTRUMENTS

WIRELESS WORLD

Size : [12}in.
Weiight : 12}1bs.

X 9in. X 5}kin,

The instrument operates on A.C.
mains, 100 - 130V, and 200 - 260V.,
50-60 cfs.

Fully descriptive pamphlet
available on application.

Sole Proprietors and Manufacturers :

PRIGE

£35

Fhe AUTOMATIC :.COIL WINDER & ELECTRI

WINDER HOUSE:DOUGLAS STREET - LONDON *» S.W.1

This instrument, which is an up-to-date
example of current instrument practice,
has been developed to meet the growing
demand for an instrument of laboratory
sensitivity built in a robust and portable
form, for use in conjunction with elec-
tronic and other apparatus where it is
imperative that ‘the instrument should
present a negligible loading factor upon
the circuit under test.

The instrument consists basically of a
balanced bridge voltmeter. It incor-
porates many unique features and a
wide set of ranges so that in operation
it is as simple to use as a normal multi-
range testmeter.

The instrument gives 56 ranges of
readings as follows :—

D.C. VOLTS: 2:5mV. to 250V. (Input
Resistance 110 megohms.)
25mV. to 10,000V. (Input

Resistance 110-0 megohms.)

D.C. CURRENT: 0-25uA. to 1 Amp. (250mV.
drop on all ranges).

A.C. VOLTS: 01V. to 2,500V. RM.S. up to
2 Mc/s. With diode probe external
0:-1V. to 250V. R.M.S. Useful
measurements can be made up to
200 Mc/s, the applied voltage being
limited to 100V. above 50 Mc/s.

A.C. OUTPUT POWER: 5mW, to 5 watts in 6
different load resistances from 5 to
5,000 ohms.

DECIBELS : —10db. to + 20db.

CAPACITANCE: -0001.F. to 50uF.
RESISTANCE: 0.2 ohms to 10 megohms.
INSULATION : 0:1 megohm to 1,000 megohms.

The thermionic circuit gives delicate galvanometer
sensitivity to a robust moving coil movement, which
it is almost impossible to damage by overload.
The instrument is quickly set up for any of the
various tests to be undertaken, a single range
selector switch automatically removing from the
circuit any voltages and controls which are not
required for the test in question.

CAL EQUIPMENT CO.LTD.

Telephone: VICTORIA 3404/9)

ETM3
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Letter to
RADIO TIMES

Aug. 12th 1949 I
COUNTS!

REPRODUCERS AND AMPLIFIERS LIMITED &

FREDERICK STREET WOLVERHAMPTON ENGLAND

Telephone Wolverhampton 2224{ Telegrams *“Audio Wolverhampton”

Where quick Infra=-red
heating is specified . . .
SN\

RADIANT HEATING LTD

CAN HELP YOU A LOT

Radiant Heating Lid. are the makers of gas equipment

that is ideally suited to the precision, speed and

economy demanded by modern production techniques

in the radio, electronic and electrical industries. If you
need advice on any problem concerning Heating our

Technical Staff will be happy to help you.

Write to:
RADIANT WORKS, 9 BARNSBURY PARK, LONDON, N.I.  phone: North 16778
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=== ==:=5=== FOR VALVE HOLDERS
and all radio components
FREQUENTITE — FARADEX — TEMPRADEX
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I
e

I
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i

Stourpert on Severn, Worcestershire

STEATITE & PORCELAIN PRODUCTS LTD. @

Telephone : Stourport |11 Telegrams : Steatain, Stourport

8.P.55



WirgLESS WORLD

Alpha offer a range of batteries
for radio and lighting second to
none in high quality perform-

ance. Remember, too, that
amongst the Alpha range of
batteries for lighting, is the
unique Leak-proof battery
which will operate or store in
any climate.

ALPHA ACCESSORIES LTD.

May 1950

SO SMALL-

IT DOES A BIG JOB

Miniature in Size, but big in per-
formance. The M.M. 2 Gang Con-
denser has frame dimensions of only
1457 x138”x1§#4”. Complete with dust
cover. Cat. No. 4702. PRICE 10/6

TYPE 604 (illustrated) is a low-loss

shortwave condenser suitable for

Chassis or one-hole fixing. Brass

vanes are soldered to supports and

electroplated.

TYPE 603 is a split stator condenser

of similar construction.

The S.1 series in both types are

particularly suitable for low power

transmitters.

PRICES: Type 604 15/3—17/0
Type 603 16/0—17/6

PRECISION COMPONENTS BY

JACKSON

BROS (LONDON)LIMITED
KINGSWAY - WADDON - SURREY
Tel: Croydon 2754-5Grams : Walfilco, Souphone,London

Jj

SALES OFFICE, GRAMOPHONE BUILDINGS
BLYTH ROAD, HAYES, MIDDLESEX

! Telephone : Southall 2468, Ex. 793
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An achievement
of some magnitude in
diminutives

NS R e N e

!

The new

Germanium Crystal
Rectifiers

Designed for soldering
into circuits

. Provides a high frequency Diode
requiring no heating power.

. Very small in physical size.

. Of low forward and high reverse
impedance.

. Extremely low shunt capacitance —
only 1PF.

. So constructed as to give a unit of high
stability and consistency.

. Outstanding in its property to resist
severe mechanical shock or vibration.

. Indefinitely long life.

$.€.6. GERMANIUM CRYSTAL
(MUCH ENLARGED)

POINT OF CONTACT
{ceMENTED)

GERMANIUM CRYSTAL

TWO COLOURS - 5 RED END

“~————— 2 INCH APPROX———>
(2-7 m/m)

The General Electric Company Ltd. welcomes,
and will give sympathetic consideration to

enquiries to meet specialised requirements and

specific circuit applications.  Write and ask
for particulars of types available to Osram
Valve and Electronics Dept., Magnet House,
Kingsway, London, W.C.2. .

THE

Ay

GENERAL ELECTRIC CO. LTD

MAGNET HOUSE,

KINGSWAY, W, C, 2.

¢
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Photograph by courtesy of
Hollick and Taylor Recording Studio
Birmingham.

From the compre-
hensive range of Pain-
ton faders, types are

available to meet all the
exacting requirements of
modern recording technique.
From B.B.C. studio to home
recorder you cannot do better
than relyupon . . . . . .

Agent in Belgium :
Morsieur Paul Groeninckx,
43, Avenue fean Stobbaerts,

[

NORTHAMPTON

PAINTON & CO LTD KINGSTHORPE

Bruxelles,
Sit back and enjoy the NEW— TR .
N UNIT .
‘CONCERT MASTER'! A really fine

design with
lasting high
performance.
R.F. stage on
all wave-bands

This latest high fidelity amplifier
has all the features which you
have asked for. Of impeccable

o) High fidelity .
performance, it is of compact size _sruge;het' or 2
and includes a detachable control b sPe g:’i*:_

able for any amplifier. Price 10 gns.,
plus £2/6/8 tax. With escutcheon plate as
shown 5/- extra, (2 years® guarantee).

THE K.l. AMPLIFIER

panel which is quite unique. It
contains no valves, and has no H.T.
or L.T. voltages. It is Instantly
removed by snap fasteners and
makes the amplifier eminently
suitable for fitting into a cabinet,
the main amplifier being placed
at the bottom and the control head .on its six feet
cable can be placed just where you want it. This last
word in amplifier design will take high or low output pick-
ups and has provision for radio and microphone inputs.

PRICE

£29.10.0

TWO YEARS' GUARANTEE

DEFERRED TERMS AVAILABLE

Wri:e for your copy of our fully illustrated catalogue today!
ON ALL MODELS

MAY 195¢C

THE TRICORNE
SPEAKER
CHAMBER

For optimum acou-
stic performance
with any good 12-in.
‘speaker, Labyrinth
construction, walnut
veneered and cross-
braced.

Price 1I gns. plus
20/~ deposit {return-
able) for crate,

/éw@

A,M/P IFIERS

(SALES) LTD.

181 J(ENSINGTON HIGH STREET -

A.seven-valve amplifier especially designed for
the light-weight high-fidelity type plck-up.
Independent bass and treble controls. Price
complete, 17 gns., or in kit form, 13 gns.

Blueprint available seporately 2/6.

Qur equipment can also be seen a\
Webb’s Radio, Soho St., W.I|
University Recording Co 0
16 Burleigh Place, Cambridge,
Ernest Buchan,
28 Belmont Street, Aberdeen.
Farmer & Co., 83 George St.,
Luton.

LONDON - w8

FOR THE UTMOST REALISM FROM RECORDS & RADIO
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Jervograph

SERVOGRAPH OPERATES DIRECTLY FROM VERY LIGHT
CURRENT SOURCES, consuming but a few Micro-watts

for full scale deflection. Its working principle is unique and sets
up a new high standard of accuracy and robustness for graphical
recording meters. SERVOGRAPH?’s accuracy is to BSS.89 for
Grade 1 Indicating Instruments—because its servo-driven pen arm

Movements available from removes all load from the instrument movement, admits a robust and
50 micro-amps. or 15 milli- trouble-free pen, and maintains this accuracy with full or empty
volts upwards. ink reservoir. Needing no levelling, it operates correctly in any

position and can be connected directly to tachometers, thermo-
couples, resistance thermometers,CO indicators, pH meters and

so on, repeating their accuracy on the chart. Equally useful, too,
as an ammeter, voltmeter, etc., it may embody a moving iron, moving
coil, dynamometer or electrostatic movement.

Prices (British Isles) from

Please write for technical leaflets 100/M.

FIELDEN (ELECTRONICS) LTD.

PASTON ROAD * WYTHENSHAWE - MANCHESTER
FIELDEN ELECTRONICS (Australia) PTY. LTD.
409 COLLINS STREET - MELBOWURNE * AUSTRALIA

Specialists in Industrial Electronic Equipment
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SOUND & VISION KIT

21 Valves. Suitable for 9in., 10in. and 12in. Magnetic Tubes. Less
Tube, tube holder and Mask. Chassis all stamped out.

State whether for Sutton Coldfield or Alexandra Park. Complete
with booklet, instructions, etc, £21 Ils. 6d. carr. paid.

Pre-Amplifier de Luxe. Consistin ower pack and two R.F.s.
Built up and enclosed in case. £7 l2s. f carr, paid.

MAINS TRANSFORMERS, FULLY INTERLEAVED,
SCREENED AND IMPREGNATED. ALL PRIMARIES ARE
200/250 v. Half Shrouded.

HSME3. (Midget) Output 250/0/250v. 60 m/a. 6.3v. at 3 amps.
5 5

ps.
Wlndmgs as above 4v. at 4 amps. 4v, at 2 amps .......... 15/6

OQutput
HS2. 250[0]250v. 80 m/fa.

X 17/6
H$30. 300/0/300v. 80 mfa. . 17/6
HS3. 350/0/350v. 80 m/a. . 17/6
HS$2X. 250/0/250v. 100 m/a. . 19/6
HS30X. 300/0/300v. 100 mfa. . 19/6
HS3X. 350/0/350v. 100 m/a. ...... 19/6

Fully Shrouded

FSMSS (Mldget) Qutput 250/0/250v. 60 m/a. 6.3v. at 3 amps.

v. 2t 2 AmMPS. .eeooiiinnn.n. 15/6
FS2. 250/0/250v. 80 m/a. 19/6
FS30. 300/0/300v. 80 m/a. 1976

FS3. 350/0/350v. 80 m/a, .... 19/6

ES2X. 250/0/250v. 100 m/a. 21/6
FS30X. 300/0/{300v. 100 m/a. 21/6
FS3X. 350/0/350v. 100 mfa. ... 21/6
Al the above have 6.3-4-Ov. at 4 amps., 5-4-0v. at 2 amps.
FS43. Outpuc, 425/0/425v. 200 mfa. 6.3v. 4 amps. C.T. 6.3v.

4 amps. C.T. Sv. 3 amps. Fully shrouded ..........cc...ocoiianiie 42/6
FS50. Output 450/0/450v, 250 m/fa. 6.3v. 2 amps. C.T., 6.3v.

4 amps. C.T. 5v. 3 amps. Fully shrouded.. . 62/6
F30X. Output 300/0/300v. 80 mfa. 6.3v. 7 o

Framed, Flying leads ...........cccooviiiiiniiieniiiiiiinen.
F35X. Output, 350/0/350v. 250 m/a. 6.3v. 6 amps,

4v. 3 amps., 0-2-6.3v. 2 amps. Fully shrouded ..................
FS160X. Output 350/0/350v. 160 m/a. 6.3v. 6 amps. Sv. 3 amps.

Fully shrouded ... ....cc.ooiriiiiiiieiiiiiiiiaiacniiaiirienrriiaenaanns 37/6
FS43X. Output, 425/0/425v. 250 m{a. 6.3v. 6 amps. 6.3v. 6 amps.

Sv.3 amps. Fullyshrouded ..............cccoveriieinicicniiiiiiininins 57/6
HS6. Output, 250/0/250v. 100 mfa. 6.3v. 6 amps. C.T. Sv. 3 amps.

For receiver R1355. Half shrouded ...............ccococvevencennne 24/6
HSI150. Output, 350/0/350v. 150 mja. 6.3v. 3 amps. C.T. Sv.

3 amps. Half shrouded 25/9

F36. Output,250/0{250v.
Half shrouded ......

FS120. Output, 350/
2 amps. C.T. Sv. 3 amp.

Fully shrouded .........cccooocvivarnnnnne 27/6
The above have inputs of 200{250v.

FILAMENT TRANSFORMERS

F4. Output, 4v. 2 amps. .. 7/6
Fé. Output,6.3v. 2 amp. .. 7/6
Fé66. Output,6.3v. .6 amps. 5/3
F6X. Output,6.3v,.3 amps, .... 5/~
FIZ. OQutput, 12.6v. tapped 6.3v. at 3 amps 15/6
F24. Output, 24v. tapped |2v. at 3 amps. ... 2146

FI2 and F24 framed with Flying Leads,
FU6. Output,0-2-4-5-6,3v. at 2 amps. .. .
F29. Output, 0-2-4-5-6.3v. at 4 amps.

FU6 and F29 clamped with Flying Leads.
FS5. Output, 6.3v. at 10 amps. 5v. at 10 amps. 12.6v. at 5 amps.

LOVEIREISIA M DSY . s - ool R SO W, S e veee o ceen 31/6
Fé/4. Output, four at 6.3v. tapped at Sv. ac 5 amps. per winding,

giving by suitable series and parallel connections 24v. at 5 amp.,

20v. at 5 amp., I8v. at 5 amp., I5v. at 5 amp., 12.6v. at 10 am

10v. at 10 amp., 6.3v. at 20 amp., 5v, at 20 amp. .....
FS and F6/4 framed with Flying Leads

OUTPUT TRANSFORMERS

Ratlos 26, 46, 56, 66, 90, 120-1

MOPI. 50 m/a. max. current,

C.T. for Q.P.P. Class B, etc. :Secondary 2/4 ohms. Top panel
and €lamped ......ooiiiiiiniii i e cabenenanes ach  5/-
OPIl. Midget Power Pentode, ratios 30, 60, 90-1, 40 m/a d
Secondary 2/3 ohms. ....oiiiieiiiiiiini ey each 3f2
Midget Pentode, ratios 45-1, Secondary 2/3 ohms. 40 m/a.
per doz. 33/-
OPI0. 10/15 watts oucput. 20 ratios on Full and Half primary I6/3
OP30. 30 watts output, 20 ratios on Full and Half primary...... 23/9

Williamson'’s O.P. Transformer to Author’s spe:nﬁcauon QIIZ/G
Chokes for Williamson's Amplifier. 30H at 20 mfa., I15/6 ;

10H at 150 ml ............................................................
C.W.0O. (add If- in £ for carriage), all orders over £2 carriage paid.

H. ASHWORTH

(Dept. w.w.)
676 GT. HORTON ROAD
BRADFORD, YORKS.
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£DX.22G

The best
HIGH
and

LOW

Ixide--Drepdex

LOW TENSION ACCUMULATORS HIGH TENSION BATTERIES

for better battery radio reception

ISSUED BY CHLORIDE BATTERIES LIMITED
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el oiE PrRESSED
o Ceramics
FOR GENERAL

ELECTRICAL
PURPOSES

Die Pressed Ceramics for che
hundred-and-one problems of the Elec-
trical Industry are a speciality of the
‘T.T." organisatior and as such you are
assured of the keenest co-operation to
your individual requirements.

T.T. Ceramics, by reason of their close
tolerance and general accuracy save
your assembler’s time and minimise
breakages, yet in spite of their high
quality, are by reason of our experience
still supplied at competitive prices.

Our techniclans are ‘At your Service.'

30)

MAY 8-19
EARLS COURT
& OLYMPIA

SEE-OUR EXHIBIT

Taylor
Tunnicliff & C° L*™

Head Office : EASTWOOD HANLEY  STAFFS  Stoke-on-Trent 52724
London : 125 HIGH HOLEORN. W.,C.I. Holborn 1951.

Factories at : Hanley, Stone and Longton, Staffs.
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The better they are made
the more ontstanding the results

MADE IN THREE PRINCIPAL MATERIALS.

FREQUELEX. An insulating material of low Dielectric
Loss, for Coit Formers, Aerial Insulators,Valve Holders, etc.

PERMALEX. A High Permittivity Material. For the
construction of Condensers of the smallest possible
dimensions.

TEMPLEX. A Condenser material of medium per-
mittivity. For the construction of Condensers having a
constant capacity at all temperatures.

Bullers Sorntng,

BULLERS LOW LOSS CERAMICS

BULLERS LTD., 6, Laurence Pountney Hill, London, E.C.4. Phone : Mansion House 997! (3 lines)

Telegrams : “Bullers, Cannon, London. "’

KHOBS DIALS & POINTERS / PAINTON
PRt / NORTHAMPTON

PAINTON & €O LTD - KINGSTHORPE * NORTHAMPTON

Telephone Northompton 2820 TelegramsCes/ Worthompton
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VALVES BR14{4/.\¢
PURPOSES

WIRELESS WORLD

20A3

Il

Miniature tetrode

thyraitron

The 20A3 is a miniature indirectly heated tetrode thyratron designed for use in
relay application. It has a high control ratio, low grid/anode capacitance
and passes a very low grid current. Used in conjunction with a high resistance
circuit the 20A3 can be operated directly from a high-vacuum photo-cell.

RATING
Heater Voltage
Heater Current
Arc Voltage Drop
Max. Forward Anode Voltage
Maximum Peak Inverse Anode Voltage
Max. Shield Grid Voltage
Max. Control Grid Voltage
Max. Peak Cathode Current
Max. Average Cathode Current
Control Grid Circuit Resistance
Control Ratio G1

’ ., G2
BASE B7G MINIATURE

LIST PRICE £1.10s. 0d. (provisional)

0.01—10.0 M&2

1000+

NOTE:—AIll maximum ratings are absolute values not design centres.
Heater to cathode voltage must never exceed 25 volts peak. The heater
must be switched on for a minimum of 10 seconds before the anode voltage

is applied.

.Vg2=0; Rgl=0
'['Vgl=0; Rgl=0; Rg2=0

D

SWAN

MAZDA

RADIO VALVES AND GATHODE RAY TUBES

THE EDISON SWAN ELECTRIC CO.

LTD., §155 CHARING CROSS ROAD, LONDON, W.C.2

RA203
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The new high efficiency

T.V.AERIAL

that assures
HIGHER DIRECTIONAL
PROPERTIES

*

STRONGER SIGNALS
*

GREATER REDUCTION
OF INTERFERENCE
ON SOUND AND VISION

x

MODEL XL for London

» XL/B for Birmingham
Including 7ft. mast and
‘chimney lashing equipment

as illustrated €3 15.0

MODEL XW for London
» XW/B for Birmingham
ingloding 7ft. mast and wall

m’ting bracket €3.0.0

WIRELESS ORLD

The ¢ Antex” sets
an entirely new and
higher standard in tele-
vision reception. An
increase of gain approxi
mately 2 db is obtained
when compared with a
standard ¢ H’ array. Ask
your dealer for full
particulars.

BRIEF TECHNICAL |
DATA

Input impedance  70-80
ohms
Forward gain 5.0 db
Back/Front Ratio 22.0 db
Weight (less mounting)
1}1bs.

Better performance at less cost

ANTIFERENCE LIMITED - 67 BRYANSTON STREET - LONDON'

N T

sy »
~ %/\ —

Stop worrying about that metal work problem—
there’s always Ritherdon’s!

This old established firm make Instrument Cases,
Amplifier Racks, Fuse Boxes, Busbar Chambers,
etc. to customers’ specifications.

Experience has taught them that it costs no
more to work to individual requirements than to
produce standard lines. Bring that problem to
Ritherdon’s, all enquiries are welcome and will
receive prompt attention.

RITHERDON & €O LTD

LORNE STREET, DARWEN, LANES. Phone: Darwen 1028

Specialists in fine sheet metal work since 1895.

May 1950

FOR QUICK DELIVERY
AT
REASONABLE PRICES
OF

RADIO & ELECTRONIC PRODUCTS
(Wholesale Only)

Werite or phone:—

ELECTRONIC ENGINEER & STOCKIST
95 STRODES CRESCENT
STAINES,
Staines 3971 NES, MIDDLESEX
VALVES are our speciality—Probably the
Largest Actual Stockist in England

EXPORT ENQUIRIES WELCOMED
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TIME CHANGES . ..

\ 4 accuratel7 measured |

FalalaWaMLy = - TaWallc
\WAR DR b i Ui wie v ARG L

The ¢ CINTEL’ Microsecond Counter

Chronometer

Will measure very short time intervals in the range
1 Microsecond to 1 Second with an accuracy of +1uS,
40.005% and 10 Microseconds to 10 seconds with an
accuracy of 4-10uS, +0.005%,.

The instrument has many other applications apart from
Time measurement including Random Counting, Frequency
Measurement, Frequency Division etc.

For further particulars please write for Leaflet No. MCC1/1.

e ———
e

e

e ——

B‘:@ CINEMA -TELEVISION LIMITED

A Company within the f. Arthur Rank Organisation

s

FOREMOST IN THE MANUFACTURE OF

o Counters & Chronometer; ® Metal Detectors ® Oscilloscopes ® Photo-Electric
MAY 8- 19 Cells ® Cathode Ray Tubes o Geiger-Muller Tubes  Electronic Instruments

EARLS COURT WORSLEY BRIDGE ROAD-LONDON - S-E-26

& OYMPIA . === Telephone: HITher Green 4600
SEE QURIEAH BIT Northern Agents’ Scottish Agents: &%_v
OLYMPIA N\ .

F. C. ROBINSON & PARTNERS LTD. ATKINS, ROBERTSON & WHITEFORD LTD

Stand C.16 287 Deansgate, Manchester 3 100 Torrisdale Street, Glasgow, $.2 | NT E

o
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THE AMBASSADOR

WIRELESS WORLD

MaAY 1950

In this new Ambassador Console we have put quality
reproduction before anything else. Its six valve A.C.
superhet circuit possesses unusual features which
contribute to the receiver’s most outstanding fidelity
of reproduction. The response of the whole L.F.
system to the L.S. terminals is flat within 1 D.B.
limits from §0—12,000 c.p.s. Push-pull output via
a high quality output transformer feeds a 12” high
flux density loudspeaker.

PRICE £368 ° O ° Q TAX PAID

STYLED AND PRODUCED BY @ —

*SIX-FIFTY ** CONSOLE

MODEL WX

AUTOMATIC COIL
WINDING MACHINES

AND HAND WINDING MACHINES

Wave winding machines for single or multipie coils 1/16” to
3" wide for power drive.

SOLE AGENTS ABROAD
K. G. Khosla & Co., 22 School Lane, New Delhi, India.
Etablts Octave Houart, 14, Qual de I'lndustrie, Sclessin-lez-Liege.
1. P. Fielding Co. (Canada), P.O. Box 35, Station ‘H’, Toronto,
Canada.

R. H. Cunningham P.T.Y. Ltd., 62 Stanhope Street, Malvern,
Yictoria, Australia.

ETA TOOL CO

(LEICESTER) LTD.

WELFORD ROAD,
'Phone—5386

20a, LEICESTER

Three new arrvivals . . .

Baby— Minor—Major
—all doing fine

cAm

) e /,‘:-k = _:/j_"
et \\f T

,\_...-.-

I e
~. T A -

Another step forward in Extension Speaker
Design is taken with these new models.
Baftlette Baby 39/6, Baftlette Minor 52/6,
Baftlette Major 65/-, all fitted with out of sight

Finished in walnut veneers.

Baby and Minor 6,-,

volume control.

Transformers extra.

Major, 8/6.

Supplies are now reaching distributors.

Kichad Hlun

RADIO LTD - BAFFLETTE HOUSE - BATLEY . YORKS
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Spire Speed Nuts cut assembly time to a minimum; they’re so easy and quick to fix,
even in really difficult blind assemblies and awkward locations. They will not “ clog ”
with paint or enamel. They eliminate a retapping operation. And once home, Spire
Speed Nuts lock tight as long as they’re wanted (regardless of any number of bolt
removals) their unique double-spring action sees to that. If you’re worrying right now
over a fastening problem, why not send for more news of Spire — fastest thing in

fastenings.

Lxy

Regd.

SPEED NUTS

The SNU type is self-retaining, pushed into position
by thumb pressure. Expensive riveting, welding or
clinching opcrations are eliminated. If the minute
gap between assembled parts is not desirable for
certain applications, the SNJ type ensures a
close seal.

F THATS FIXED THAT

Simmonds Aerocessories Ltd., Byron House, 7-8-9, St. James’ Street, London, S.W.1.
HEAD OFFICE AND WORKS : TREFOREST, GLAMORGAN

“
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Can you give Service?

@® Outdoor functions in the coming Summer months
will provide many opportunities for the recording

engineer.

® How many times have you refused assignments

because there was no available power supply at the
A portable power supply unit will make
your service really mobile’and independent.

site ?

@® A converter need not be an expensive, bulky and
noisy piece of machinery. The unit illustrated here
has been designed expressly for the battery
operation of recording equipment and all applica-
tions demanding a readily portable and stable

source of A.C. power.

SIMON SOUND SERVICE

vQi2
CONVERTER

Housed in steel cace finished in blue
stove enamel and fitted with chrome
carrying handles. Equipped with
voltmeter and output frequency

Recorder House, 48/50 George Street, Portman Square, London, W.|, England

Telephone : Welbeck 237! (4 lines) Telegrams :

High Fidelity Reproduction.

The S. G. Brown Type
“ K” Moving Coil head-
phones, with the following
. outstanding characteristics,
. = supply that High Fidelity

+ | Reproduction demanded for
DX work, monitoring and
4., J |aboratory purposes, etc.

CHARACTERISTICS,
D.C. RESISTANGE. 47 Ohms.

tMPEDANGE 52 Ohms. at 1,000
c.p.s.

SENSITIVITY, 1.2 x 10-'* Watts
at 1ke.=.0302 Dyna/ecm*

Descriptive Literature on request

PRICE £5.5.0 PER PAIR

Your, Local Dealer can supply

TYPE - K.

For details of other S. G. Brown Headphones (prices
from 30/- to T7/6) write for illustrated Brochure ‘“W.W.”

HEADPHONES WHICH UPHOLD BRITISH PRESTIGE

Telephone :
Woatford 7241

SHAKESPEARE

STREET,

WATFORD, HERTS.

control.

Input : 12 volts D.C.

Output : 230 volts, 50
cycles.

Rating : 150 watts

Dimensions : I3in. x 64in. x
8in.

Weight : 26lb.

Simsale, Wesdo, London Cables : Simsale. London

IDEAL BARGAINS FOR CONSTRUCTORS

Assemble your own
Table Electric Gramophone or Record Player.

CABINETS

Beautifully polished
Walnut with Rumanian
Birch grille and feet.
Lid interior felted. Top
plate cut out for gramo-
phone unit. Recessed
escutcehon plate fitted
in side for volume
control.  Access trap-
door in base. Rubber
non-scratch feet. Sub-
baffle for 64in. loud-
speaker. External 16 x
14 x 12in. deep. In-
ternal 15 x 13 x 7in.
below top plate, 3in.
above to lid. Solid and
finely built.

£3. 10. 0.

Each, incl. Purchase Tax,
Packing and carriage 7/-.

GRAMOPHONE UNITS for top plate.

speed. Modern high output, perfect tracking angle pickup.
Superb quality. A.C. Mains. £s/10/8, including Purchase Tax,

3w AMPL'F'ER KlTs On chassis r1}in. x 4in,
Less valves £3/10/-.

6iin. high Fux LOUDSPEAKERS 17/6
GROUP HEARING AIDS We designed and installed

the famous equipment at the National Institute_for the Deaf

(see ** W.W.”" Sept., 1948), and those of many Institutes and

Pubhc Buildings. Consult us for the BEST and CHEAP-
T communal hearing aids.

N MlERs & co LTD" Telephone : EUSton, 7515.

115, Gower Street, London, W.C.I.

Constant

T.a. 8286
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" THE INSTRUMENT
" MANUFACTURER

PHOTOCELLS

lilustrated here are three
standard types, but S. E. |. Photo-
cells can be supplied mounted or
unmounted in other sizes to meet
special individual specifications.

Make sure you always use
S. E. |. Photocells.

SALFORD ELECTRICAL INSTRUMENTS LTD.

PEEL WORKS . SILK STREET . SALFORD 3 . LANCS . ENGLAND
A subsidiary of THE GENERAL ELECTRIC CO. LTD. OF ENGLAND
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A CAPACITOR...

for the TYPE W99 MOULDED
METALLISED PAPER

tighmesﬂ; (HUNT'S PATENT)

STANDARD DIMENSIONS

«»E 3/16” dia. x 7/16” long

F RANGES 150v D.C. : 0.004uF to 0.01uF
I PakE ! 350v D.C. : 50 pF to 3000 pF
1 l(}] H T (Additional capacitances at higher work-

ing voltages will be available shortly).

C@RNERS .T.i'."' RANGE: —15° C to + 71° C

Better than 20,000 megohms.
SELF-HEALING

TRULY MINIATURE. There are more than two hundred Type W99
Actual Capacitors piled on this standard match box! Another new development
G by Hunts to meet the increasing needs of designers and manufacturers
for a quality capacitor for use in light weight, compact equipment
employing miniature valves and for T.V. equipment.

SPECIAL NOTE. Now available in the W99 range and in the RECISTERER

same standard dimensions—1000 pF 300 v. A.C. wkg. at 71° C. H u NITS

As a decoupling capacitor, this is suitable for a frequency range of TRADE
50 c.p.s. to 100 mc’s =" = ==
Full details of all Hunts types, samples and advice on CAPACITORS
any capacitor application, gladly supplied on request. THE TRADE MARK OF RELIABILITY
DRY ELECTROLYTICS - FOIL AND PAPER - METALLISED PAPER . STACKED AND SILVERED MICAS - ETC.
A. H. HUNT LTD.,, WANDSWORTH, LONDON, S.W.I8 TELEPHONE : BATTERSEA 3131 ESTD. 190l

MARK

HOME STUDY
backs radio experience with
sound technical knowledge

Model 44 SUBSTANDARD
MANY ished link thei di i i
MULTI-RANGE METER i ¢ e R Sl L Rl

instruction by means of an ICS Course. Its value has been
proved not only to amateurs but to men who already have a
professional interest in radio and television engmeerlng,
including those taking qualifying examinations, It is invalu-
able, also. to students who wish to prepare themselves
for a job in this field. Courses of Instruction covering radio
and, if necessary, television, include the following :

A self-contained pre-
cision instrument for
general laboratory use
Complete Radio Engineering * Radio Service Engineers
Radio Service and Sales * Advanced Short-Wave Radio

Elementary Electronics, Radar and Radio
Television Technology

and for calibrating first
grade single or multi-
range meters.

g The And the following Radio Examinations :

British Institution of Radio Engineers
P.M.G. Certificates for Wireless Operators
City and Guilds Telecommunications .
Wireless Operators and Wireless Mechanics, R.A.F.

accuracy on the 44 range
is Substandard on D.C.
and within + o0.5%

on A.C. Write today for our FREE “ Radio " booklet which fully

describes the above ICS Courses and the facilities for the
complete study of Radio and/or Television technoiogy. The

Y These meters are made with the greatest care and ICS Advisory Department will also give free and impartial
. ) advice on the need of and the means of instruction.
have been supplied for a mimber of years to the leading

laboratories at home and abroad.

"ELECTRONIC INSTRUMENTS LTD.

17, PARADISE ROAD - RICHMOND - SURREY - ENGLAND

Snelerralivrnal

CORRESPONDENCE SCHOOLS

| Dept. W,L.I10, International Buildings, Kingsway, London, W.C.2
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The Deaf Aid instrument illustrated is by
Awmplivox, Ltd.

POTENTIOMETERS
MIDGET APPLICATIONS

This Potentiometer is available with two sizes of knob, with or” without cam - operated Single Pole
Switch, and has the usual low noise track as in our larger types of controls. The power dissipation
is 5 watt when uniformly loaded ; sealing is essentially dust - proof ; the silver - plated tags provide
easy soldering; and single nut mounting is a feature. The switch is designed for battery operation up

10 volts, 1 amp. : : ; . ; : e
t0 {50 volts, 25 milliamps. and the contact resistance is less than -05 ohms. Switch insulation is over 100

megohms at 100 volts The larger of the Control
Knobs is available in black only, and the smaller
knob in black or coloured (red and ivory
standard). Other colours to B.S.l. standard, can
be supplied by arrangement. (A leafiet giving
fuller details, together with scale diagrams of
both midget sizes will be sent on request.)

Dimensions shown in Black on White
apply to the smaller knob.

MORGANITE RESISTORS LIMITED

BEDE TRADING ESTATE, JARRDW, COUNTY DURHAM.

TELEPHONE: JARROW 67136 TELEGRAMS - MORGANITE JARRQW.

19
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Peak input |5 watts. 13,000 lines flux density.

response. Available with cloth surround,

Wh arf'eda

LOUD SPEAKER W.12

Die Cast Non-resonant Chassis with accurate rear suspension.

linpedance, |5 ohms. Diameter, 12", Weight. V1§ Ibs,

Price 140/-.
Now fitted with new type of cone with improved H.F.

W.12/CS, at 150/- for domestic use and reflex loading.

Weight 2 Ibs. Price 21 /-
Made and Guaranteed by

WHARFEDALE WIRELESS WORKS
ERADFORD ROAD,

’Phone : IDLE 461 'Grams : ‘* WHARFDEL, IDLE, BRADFORD*’

W.i2 TRANSFORMER

Designed for use with speakers up to |5 ohms impedance where
the output does not exceed |0 watts.
Rat.os : 45, 22 and 15 to L. allcentre tapped. Max. D.C. 80 m/amps:
Inductance 50 Henrys, no D.C.
Inductance 5 Henrys, 75 m/a.
Leakage Induction .07 Henry.
Special Ratios to order at 4/- extra.

iDLE, BRADFORD

— M.R. SUPPLIES LLtd—

(Established 1935.)

Selected material only—full and fair deseriptions—all prices nett.

VOLTAGE CHANGING TRANSFORMERS (portable), 100/110 v.-200/240 v. (10 v
taps) and vice versa, auto-wound, loading 1.25 kva., in ateel cabinet 9}" x8* x 6*,
with earrylnz handle. Juat right for moblle cine work. Excepuonal offer,£4/15/-

(des. 5/-).
PUBLXC ADDRESS SPEAKERS. Real opportunity for brand new G.E.C. model
16886 10-watt Pressure Units, P.M. m/coil. 15-ohms, with built-in line transformer
In weatherproof cowling. £8 model for only 65/~ (des 1/6). Or complete with all-
metal 30in. Projector Horn, £5/12/6, or with 42in all-metal true expotential horn
with detachable fiare, £8/7/6. Complete speakers carr. paid England and Wales
5/- extra Scotland and Treland.
STEEL TRIPODS to ruit all P.A. Speakers, Well-known as the best type of P.A.
tripod, strong and rigid ander all weather conditions. Extend to 12 feet with ample
height selection. 55/~ (des. 5 f-).
TELEPHONE SETS. Type H Mk. III with sound-powered Handset—no battery
required. Magneto ringing compactiy housed in metsl case with hinged lid, 9in x 8in.
X 4in. (approx.). Easiest to instal—twin-wire connection from one set to the other
3_9‘“] u(;ixkeep/ costs and a sensational bargain :—21/- per set (des. 1/8) or the pair for
/6 (dea. 2/-).
GEARED MAINS MOTORS (Capacitor-induction) 220/240 v. A.C. Size 7in. long by
4ih, dia. 1,500 r.p.m. with 5/1 gearbox fitted giving final shaft speed of 300 r.p.m.
at great torque. These are substantially built to & precise standard for conttnuous
duty and full load rtarting. Reversible. Supplied with capacitor and diagram,
brand new, £4/10/- (des. 1/6).
¢ FUZIT »” WIRE JOINTERS—apart from their normal use the value of this offer
lies in the fine portable transformer. Prim :—200/250 v., sec:—4$5 volts 3 amps
{continuour). The compiete equipment with carbun-elec'.rode Hand Tool for
electrically welding wirea, copper or resistance, 50':10 8WG, (Liet £6/6/-). Brand new,
with Instructions, 32/8 (des. 1/6).
THERMOSTATS, some nseful offers: Unity,’” range 38/70 deg. F., differential 4
deg., capacity 15 amps., 25/- (des. 1/~). ** Teddington,”’ range 40/80 deg. F., difl.
4 deg., capacity 10 amps., 39/8. Capillary type (ex Govt. new). Range 53/00 deg. F.
Phial (fnr immersion) Sln long, capillary tube 3ft. long, 1'7/6 (des. 1/-).

HOT-WIRE AMMETERS for R.F. or L.F. currenta. 5in. dia. Brand new Admiralty
fnstrumenta with magnetic damping and fuse. Two models, 0/1.2 amp. and 0/2 amps.
Either 7/8.(packing despatch 1/8).

HIGH-DUTY VANE PUMPS. Made to top 1 in bronze thr tor
Admiralty. Power requiQ 10 drive approx. 1 h,p. Will pump up to 3.000 g.p.h.
Head 75ft Suction lift 2.%t. Industrial concerns will be supplied with photograph,
giving dimensions on request Brand new. £6/15/- (des. 4/6) Also the reliable
STUART CENTRIFUGAL PUMPS from stock. Self-contained Motor/Pump Unite
for 220/250 v. A.C. No. 10 (120 g.p.h.). £5/15/- (des. 1/6). No. 12 (600 g.p.h.)
£8/10/- (des, 3/6).

HIGH DUTY SELENIUM RECTIFIERS, Industrial funuel cooled type. D.C. debivery
up to 30 volis 20 amps. tull-wave (List price £9 each). Brand new. '72/8 each (des.
2/-). A palr of these in bridge will deliver up to 10 volta §0 amps, full-wave, £7 the
pair (carr, 3/6.) .

OUR NEW MULTI- PURPOSE TRANSFORMER. Primary tapped 200/220/240 v.
fecondary tapped 0/5/12/20/30 v. 2 amps. This ingenious transformer provides the
tollowing s:condary voltages: B, 7, 8, 10, 12, 15, 18, 20, 25 and 30 at 2 amps., with
further adjuxtioent by mis- \'ol'.lng primary, 27 8 (des. ll ).

Further detaila of any item with sketch or photograph sent on receipt of stamp.
The diligent and enthusiastic service.

M. R. SUPPLIES Lid., 68, New Oxford Street, London W.C.1
Telephone MUSeum 2958

PLEASE tell us
of OTHER applications

Drayton ‘Hydroflex’
Metal Bellows are an
essential component
part in Automatic
coolant regulation . .
Movement for press-
ure change . . Packless
gland to seal spindle in

valves . . Hydraulic
SHAFT transmission . . Dis:
coupLING tance thermostatic

control . . Low torque
flexible coupling . .
Pressure sealed
rocking movement . .
Pressurised  rotating

high vacua. . Reservoir ECLRLLIE  shaft scals . . Aircraft

to accept liquid ex-
pansion . . Dashpot or delay device
. . Barometric measurement or
control . . Pressurised couplings
where vibration or movement is
present . . Dust seal to prevent
ingress of dirt . . pressure reducing

pressurised cabin con-
trol . . Refrigeration expansion
valves . . Thermostatic Steam
Traps . . Pressure amplifiers . .
Differential pressure measure-
ments . . Thermostatic operation
of louvre or damper.

for HYDRAULICALLY FORMED

Seamless, one-plece, metal bellows combining the properties of a
compression spring able to withstand repeated flexing, a packless
gland and a container which can be hermetically sealed. Made by
a process unique in this country, they are tough, resxhent, with a
uniformity of life, performance and reliability in operation
unobtainable by any other method.

Drayton METAL BELLOWS

Write for List No. N800-1 DRAYTON REGULATOR & INSTRUMENT CO. LTO.,
WEST DRAYTON, MIDDLESEX. Waest Drayton 2611 B.8
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Further details obiainable on application to :—

INSTRUMENT DIVISION, HIGHBURY, LONDON, N.B
axn
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B.C.C.vhe

RADIO TELEPHONE
EQUIPMENT

The B.C.C. Mobile Radio-Telephone
illustrated here wil! give two-way
communication with the Fixed Station
up to a distance of 25 miles or with the
portable Pack-set up to 5 miles.

This B.C.C. equipment sets a new standard
in V.H.F. Communications Technique and
has been approved by the G.P.O. The
complete range consists of :

Fixed Stations ...Models Lill & HIll
Mobiles ... ...Models L67 & H67
Pack Sets ... ...Models L45V & H4SV
Hand Portables ...Models L4SAY & H45AV

This equipment can be supplied to cover
any spot frequency in the 75-100 Mc/s or

E 150-185 Mc/s bands.
”ES Size T/R. 11jIn: X Bin. x 4in. (30 cm. X 21 cm. > 10em )

Power Pack 8in. x $in. X 34in. (21 cm. x ld4cm. x 8em. . .
Weight T/R 15} Ibs. (Tkg.), Power Pack 9% ibs. (4. Zkg.} Write now for full details
N === h and outstanding features
The Transceiver is easily installed below the instrument panel f hi kab |
T with tha small power pack in any convenient place. The remarkably low o ~t Is remarka €
battery drain permits connection of the set to the car batteries, obviat- equipment,

ing the cost and weight of auxiliary accumulators or largzr dynamo,

BRITISH COMMUNICATIONS CORPORATION LTD. Gordon Avenue, Stanmore, Middlesex. Tel. GRImsdyke 1455

TRANSFORMERS
AND CHOKES

SPECIALLY DESIGNED
FOR ALL
ELECTRONIC
EQUIPMENT

JoL EFFICIENCY &
RELIABILITY

INSIST on —

7 AN
/ standard laws, SOUND EFFICIENT
/capac:ty ranges,
AR -SPACED TRINMERS " & voltages up to ISKV. COTig Iy Gl R,

MICA DIELECTRIC
COMPRESSION TRIMMERS ./ . o Ltd} | INDUSTRIAL TYPES
& »

| UP TO 25 K.V.A.

STEWART TRANSFORMERS Ltd.
1021 FINCHLEY RD., LONDON, N.W.II

Tel.: SPEedwel! 3000 and 3533

YARIABLE
TRANSMITTING
CAPACITORS
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. - REVIEW OF NEW AND CURRENT VALVES

Mullard =

MULLARD MINIATURES. The Mullard range of miniature valves on the B7G (7-pin button) base includes both mains
(D"} and battery (*E”) types, and meets most requirements for miniature telecommunication receivers, industrial
electronic equipment and light-weight miniature measuring instruments. The present range includes the following :—
EY91 Half-wave Rectifier DK91 Vari-mu Heptode Frequency Changer (1R5)
ECI1 V.H.F. Grounded-grid Triode DF91 Vari-mu R.F. or LF. Pentode (1T4)

EF91 High Slope, Sharp Cut-off R.F. Pentode (/AM6)  DF92 Sharp Cut-off R.F. Pentode

i EF92 Vari-mu, R.F. or I.F. Pentode . 5
1] EACI91 Diode Triode for frequency-changing up to DAF91 Single Diode Pentode (155)

1 300 Mc/s DL92 Output Pentode (3S4) (0.27W Output)
. EB91 Screened Double Diode (6ALS) (separate DL93 A.F. or R.F. Output Pentode (3A4)
) cathodes) DL94 Output Pentode (3V4) (0.27W Output)
EL91 Output Pentode (6AMS5) (1.4W Output) DA90 R.F. Diode (1A3)

ECC91 V.H.F. Double Triode (6J6) (physical common DCC90 R.F. Double Triode (3AS)
cathode) 2D21 Gas-filled Tetrode (Vh=6.3V)

A RANGE OF INDUSTRIAL PHOTOCELLS The Mullard range of all-glass photocells finds a
particularly wide range of applications in industry and research. The types with caesium/silver-
oxide cathodes (type C), have a high sensitivity to incandescent light and near infra-red radiation
and are particularly recommended for applications where a high output is required. For colour
S matching and photometric applications,
WS | Gl S se(m,:/llv;!y photocel%s v\gth caesnml:/antlmony
Vacuum 5 cathodes (type A) are available, with a
3::;':":" particularly high sensitivity to daylight
Gas-filled and radiation throughout the visible
Vacuum colour spectrom. The end-view photo-
x:g::m cell 58CV, is intended for usein compact photometric units
Gas-filled Wire-in where conservation of space is of utmost importance.

PRINCIPAL ‘CHARACTERISTICS
MULLARD DISC-SEAL TRIODES FOR U.H.F. ME100!

o o Heater Voltage (V)
For applications such as Heater Current (A)

U.H.F. links, local oscillators, Max, Anode Voltage (V)

and wide band applications Rax, ﬁ:gg: E:f:;gf“!'?’r'ngv)v)
such as multi-channel COt;!l' Max. Peoak Anmz\eN(;.urrenK (mA) e 5
munication systems, radar Power Output o i

altimeters, etc).'. the use of (at 3000 Mcfs) | (at Isgo Me/s)
frequencies up to 1500Mc/s or (at 500 Mcfs) | (at 430 Mcfs)
even 3000Mc/s is often re- Mutual Conductance (mA/Y) . 6 20
quired. The Mullard Disc-Seal Amplification Factor ... : 30 30
Triodes have been designed

specifically for such purposes.

In the ME1001, adequate

cooling and low inductance are combined in the

design of the anode and grid discs to give an anode

dissipation of 10 watts and an upper frequency B.L.F.

limit (as an osclllator) of 3750- 3500Mc/s (8-8.5cm). . s
The ME1003 is basically similar in design to the We are Exbibiting in

ME1001, but the larger electrodes permit an anode e e -

dxsslpatmn of 25 watts. However, the larger the Scien "ﬁc Instruments  Section

clearances necessary to obtain this value, limit at Olympm,

the upper frequency to 2500Mc/s.

STAND Cé9

MULLARD ELECTRONIC PRODUCTS LTD., CENTURY HOUSE , SHAFTESBURY AVENUE, LONDON,W.C.2«

MVT76
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Balanced, unbalanced
and three terminal mea-
surements between 15
Kc/s and 5 Mcfs.
Capacity :

0.01 pfd. -0.02 mfd.
Resistance :

10 ohms - 10 megohms.
Inductance :

0.5 microhenry—0.05 Hy.
Accuracy :

+ 1% to 3 Mcfs. + 2%
to 5 Mc/s.

WIRELESS

i

WoRrLD May 1950

Balanced and unbalanced
measurement betwecn 1
and 100 Mc/s.

Susceptance :
Equivalent to -+ 80 pfds.
Conductance :

0 to 100 millimhos.
Accuracy :

+ 2%, + .Spfd, 4 .05
millimho.

-

Radio Frequeney
Bridge Type B.6GOI |

190

V.H.F. Admittance
Bridge Type B.901
L. :

Unbalanced  measure-
ment between 75 and
250 Mc/fs.

Susceptance :
Equivalent to + 80 pfds.
Conductance :

0 to 100 millimhos.

This bridge will be avail-
able soon.

f ey

V%

V.H.F. Admittance
Bridge Type B.701

V.H.F. Admittance
Bridge Type B.801

Balanced and un-
balanced measurement
between 1 and 100 Mc/s.

Susceptance :
Equivalent to + 250
pfds.
Conductance :
0 — 100 millimhos.
Accuracy :

2009 Spfd, £ .1
millimho.

%ﬂfﬂﬂ -
ket

CABINET SYSTEM

& Y
ilable now In two
gaugesk, this prefabricated method of
building practical cabinets without
elaborate tools Is proving more popular
than ever. Fully illustrated and
dimensioned lists are available on request.

Technical & Sales Agent

* ‘‘Standard’’ gauge
Outside Radius 137 C. H DAVIS
(List R2)

59, BROMPTON RD.,
LONDON, S.W.3
Telephone: KEN. 4201

*Small "’ gauge Outside
Radius {;” (List R3).

% MANUFACTURERS

[/ RALLAM_ SLEIGH & CRESTON LD
" WIONEY WORNS - BIRMINGHAM - 4

ESTABLISHED 1898

Phone: Aston Croes 0914 (o snan ® Grami: Superfine, Birminghem 4

HUGE DEMAND FOR
THE MURPHY T.V.
PATTERN GENERATOR %

The demand for the Murphy T.V. Pattern Generator con-
tinues to grow, and although substantial deliveries are being
made, our waiting list is still a very considerahle one.

EARLY APPLICATION IS ADVISABLE AS WE
ARE RECEIVING MANY REPEAT ORDERS.

For those who are still unaware of the outstanding excellence
of the Murphy T.V. Pattern Generator we invite you to make
application for a demonstration.

% The Murphy T.P.G.11 provides in a small, portable
equipment the complete synchronising waveform, as
used by the B.B.C,, in the test signal, essential for correct
alignment of T.V. receivers. A pattern generator which
does not give such a waveform is of very limited use, so
pay the extra cost—and have a Murphy T.P.G.11.

For full specifications 1write to :

LIVINGSTON HOGG

65, BARNSBURY STREET, LONDON, N. 1.
or Telephone TUDor 5217 for & demonstration
F. LIVINGSTON HOGG, SPECIALIST IN
HIGH GRADE INSTRUMENTS FOR THE
COMMUNICATIONS INDUSTRY.

F.




May 1950 WIRgLESS WORLD

>

SRS \

QUALITY has always been the basis of Dubilier Nitrogol Capacitors are again a prime necessity.
technical supremacy and in the television field g = Simel :
too, this factor has confirmed Dubilier’s lead in Comprehensive catalogues giving detailed information

: ] of capacitors and technical service are available upon
the international field. P p

request.
Thus it is natural that only components of tested

‘quality and worth will satisfy television engineers.
Experience has proved that Dubilier Nitrogol
Capacitors, acknowledged by technicians throughout

the world for their reliability, are best suited to the

manufacturer of television apparatus.

In such applications as radar, amplifiers, undersea GONDENSER 0. (1925) LTD'
cable repeaters and industrial electronic applications,

DUBILIER CONDENSER CO. (1925) LTD., DUCON WORKS, VICTORIA ROAD, N. ACTON, LONDON, w3

'Phone: Acorn 224l (5 lines). ‘Grams: Hivoltcon, Wesphone, London. Cables : Hivoltcon, London. Marconi International Code
' DIBA
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At the turn of a switch you ;/,,
have two speeds, 33'/;0r78 4/
r.p.m. The Turntable is a full !
12" diameter; its main spindle '
precision ground and lapped,
ﬁ runs in phosphor bronze bear-
dT [ ings. The synchronous motor is
virtually vibrationless and s
suitable for playing standard,
transcription and microgroove
recordings. Guaranteed mechan-
|ca|Iy perfect. New super light- NP
weight pick-up available with \%ik%:
‘Q‘ the interchangeable heads for E&%ﬁ_}tﬁ =

microgroove and standard
‘s\ recordmgs

Retail price
without pick-up
£13-15-0

/]
Purchase Tax
£5-19-2 /

\ﬁ#ﬁ& PRODUCT

Manufactured by
A. R. SUGDEN & CO. (ENGINEERS) LTD. WELL GREEN LANE BRIGHOUSE  YORKS.

THE NEW B P L. SUPER RANGER

20,000 OHMS PER VOLT,
D.C. VOLTS :
-5 100mV to S5kV

D.C. CURRENT :
1pA to 1Amp.
A.C. VOLTS :
0:8V to SkV,

A.C. CURRENT :
10mA to 10 Amps

RESISTANCE :

1 ohm to 2 meg-
ohms

TRANSFORMERS 8 CHOKES

All “Varley’” products are manufactured from the OUTPUT :
highest quality materials. 0 to 62db
Transformers, etc., are individually wound and have METER :

interleaved windings with ample insulation, ensuring
treedom from breakdown.

The comprehensive range of Shielded and Open type
Transformers available meets the requirements of
every circult. Write for list, etc.

MADE BY

5-inch Long arc,
fitted with knife-
edge pointer and
mirror scale.

LIST PRICE:
£22-15-0.

BRITISH PHYSICAL LABORATORIES

CAMBRIDGE ROW - WOOLWICH - S-E-18 | HOUSEBOAT WORKS, RADLETT, HERTS.
Telephone: WOOLWICH i422 |

sy

OLIVER PELL CONTROL LTD

Tel: Radlett 5674~5-6
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Your career in RADAR starts in the R.A.F

First in the field with Radar, Britain still leads
the nations in research into its future. That is
why the Air Force is the finest Radar School
in the world and offers such a wonderful
opportunity to make Radar your career. You
earn while you learn. You get an important job

at the end of your training— as Radar fitter.
mechanic, assistant.

And Radar is only one of the many skilled
trades open to men between the ages of
174 and 33 who sign on for five years in
the R.AF.

Learn your trade in the

ROYAL AIR FORCE

and be trained for life!

TO:—AIR MINISTRY

NAME...
DEPT.W.D.3 VICTORY HOUSE,
KINGSWAY, LONDON, W.C.2 | ADDRESS.

¥ - ) T

Please send full details of
R.A.F. careers. l

EX-AIRMEN SHOULD ASK FOR DETAILS OF {123 BOUNTY SCHEME
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TELEVISION AERIAL
DOWNLEADS

Adr oo TR

C and Makemam EfFiii

TELCON have recently introduced a new 80 ohm balanced screen
twin feeder for fringe area operation. This coupled with our well-
known K.12.SM. covers all possible requirements for screened twin
television aerial feeders.

CABLE CHARACTERISTICS

~ Area l Local Fringe
Code = 1 | K.JI2SM. | BA24.PSM. |
=== : | Attenuation db/100 ft. at 45 Mc/s 519 25
| Overall diameter 0.232" 0.297"

Further details of these and other R.F. Cables on application.

THE TELEGRAPH CONSTRUCTION & MAINTENANCE CO LTD
Head Office: 22, OLD BROAD STREET. LONDON, E.C.2. Telephone: LONdon Wall 7104
All enquiries to: TELCON WORKS, GREENWICH, S.E.I0. Telephone: GREenwich 3291

You are

YOUR CHASSIS, SIR! ||

YOU can build the handsome SUPERHET pictured above!
It's so SIMPLE, failure is IMPOSSIBLE !

Yet the performance equals that of commercially built units at
double the price. You can be PROUD of your achievement—since
the cost is well within your pocket !

How is it done ? As thousands of our delighted friends know
the secret lies in the use of the pre-aligned MODEL 30 TUNING
UNIT comprising the famous 3 waveband model 30 superhet.
Coil pack, pair of * MM ' L.F, Transformers, dial (with new station
names) and 2 gang Condenser—the WHOLE ALIGNED AND
SEALED AS A UNIT ! Price 54/9 (Inc.) or 76/6 with J.B. S.1..8
spin-wheel Tuner. We supply COMPLETELY punched chassis
12in x 9in. x 2%in. at }}/6 ea. ‘' Easy-as-A.B.C.” construction
sheets at 3/6 per set AND all Components for 30 Feeder Unit,
40 Feeder Unit (with R.F. stage), Sv. A.C., 5v. A.C./D.C,, év. A.C.
and |0 watt quality Amplifier. For further details, and a_host of
valuable circuits, data, etc., send /6 NOW for NEW EIGHTH
EDITION of ‘‘The Home Constructor's Handbook ' and
Catalogue. This book has now been greatly enlarged. All standard
Radio and Television lines are available, of course, at the KEENEST
prices !

RODING LABORATORIES

@®  (Mail Order Dept.)
70, LORD AVENUE, ILFORD, ESSEX
Phone : WAN. 5486

THE IDEAL MICROPHONE
FOR P.A. WORK,
BROADCASTING AND
RECORDING

Here is a wide range high fidellty moving coil type Microphone which
combines good sensitivity with a level response curve. Equally suitable for
Auditorium or Qutdoor Work, and its use can confidently be advised for
Amateur as well as Professional use. Housed in modern streamlined die cast
alioy case of great strength and finished in hammered metallic lacquer with
chromium plated grille. Delivery from stock. List price £8.8.0

33" back to front, Net weight 2 Ib. Frequency
Fitting 5/16%

Dimensions 3" diam.
response 60-9,000 c.p.s. Output impedance 15 ohms,
B.S.F. Connection 2-pin plug.

aaMpiA®

Grampian Reproducers Lid., Hampton Road, Hanworth, Middx,
'Phones Feltbam 2657.
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An entirely new development...

This latest Metrovick product in the field of electronics gives the
Electronic and Radio Engineer all he needs in a multi-range
instrument for the measurement of current, resistance and voltage.
In addition, provision for R.F. Voltages is made by the inclusion of
a probe which employs a diode valve for rectification. Al sections
give indication on the same moving coil instrument, and a multiplier

switch enables all the A.C. and D.C.
ranges, except the 1ooo volt scales to be
trebled if required.

‘Though so compact, .the instrument is
robust enough to be used constantly
under average conditions. It weighs only
17 lb., and is contain-
ed in an attractive
steel case in cream or
blue hard stoved
enamel, fitted with

leather carrying
handle..

Send for further details

contained in leaflet 652(2-1

METROPOLITAN-VICKERS ELECTRICAL CO. LTD.
TRAFFORD PARK, MANCHESTER 17

o

N i i~ R/E. $01
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Taylor moving iron meters are :
repulsion type instruments of an T e
improved and patented design, Ty
noteworthy is the almost linear
scale shape from 209, to full scale.
Available in round flush and semi-
flush rectangular types, many
ranges are ‘‘ex stock”’

Nlustrated catalogues of all Taylor
products gladly sent upon request

SERIES 400

Other products include : MULTIRANGE A.C D.C. TEST METERS
TAYLOR ELECTRICAL INSTRUMENTS LTD SIGNAL GENERATORS e VALVE TESTERS e A.C. BRIDGES

419.424 MONTROSE AVENUE, SLOUGH, BUCKS, ENGLAND CIRCUIT ANALYSERS o CATHODE RAY OSCILLOGRAPHS

_ HIGH AND LOW RANGE OHMMETERS e OUTPUT METERS
& Cables TAYLINS; SLOUGH
Telephone SLOUGH 21381 (4 lines) J Gromit CopR AL INSULATION TESTERS e MOVING COIL INSTRUMENTS

% CO-AX aiiiss RECABLES
f 5’ ARTICULATED IK.T.
T.C.C. CONDENSERS MORGANITE RES!STOBS#Comd

2pF 20% ceramic SCP4 - Type R midget Iw 20% ... [}

{Opg 10% do. . SCT1 ] Type B midget 1v 10% ... 9

SpF 209% do.  BOD3 /! RELIANCE POTENTIOMETERS

40pF 10% do.  SCT1 i Type TW wire- IO 100,

40pF 209 do.  8CT1 L/¢ 500. 1K, 2K, 2.0K, 6K, 10K,

47pF 20% do.  SCT1 L/ 26K, BOK .. o e renene.

500 pF  mloadisc CM: m L/ Type TW 100K ... ....... .. 5/

’388}; m’;: b o /2 Type SG Carbon 150K, 2 Meg. 5/

‘0oL do.  OM20 '{% TALLOK CONSOLE ™v gﬁgxi;grg |

.001 b (1) in. lewmaster .

oo TR ite KR T le 12in. ** Electronic Eng.’” 513 10 0 BAS'CAL..Y
005 do, CP328 1110 {Sent. carr. pd. packed flat.)’ |

a do.  CP338 10 WHITELEY Table Cu;»lh:et fo&l | B ETTER
E do. CP32N /! in. Viewmaster complete wi

o1 do. CPBN g mask, glass and engraved kaobe IMMEDIATE

02 do. OP3IN 1/

08 do.  OPaTS 271 12l conversion purts for i DFEIIVERIES ——

. 0. IN /13 jewmaster........... . q

1 do.  CP36H /2 Elac PM focus units R17, AR OYE ATEREOR TN R TS HIC

25 Metalpack CP48N / 21/- ; R20, 22/6 ; R25.... 25/-

-01/300v. Tubular 543 1 9in. White masks forround or 9

.1/500v. do. 1/ flat ended tubes ..... - 113

.001/6K'V Cathodray OP55Q0 4/ 12in. do.round or flat ... 21/8

001/ 2.5KV do. QP36VO 7/ Allpartstor the 9in. or 12in. London

01/6KV do CP56Q0 7/ or Birmingham Viewmaster can be

CP83Q0 15/~ suppiled from stock in either aingle |

1/350v. Pleopnck CE30N 2/ partsstageslto 7, orin maker’akita,

9150, do. CE30Q 2/ Valves :—EF50, 21/4; 6D2, 8/7;

20/12v, do. CE30B 2 EBC33, 11/7 ; EL33, KT6l, 6K25,

16/350° Leotropack OE26L 4/ X

30/350 do.  CE29L /€ CRTS.—-MW22/14C, CRM 92,

292/450 do. CESTP 10- £11/6/10 6504, £12/5/9 ; )

39433/450 do.  Televisor 12/- MW3l/iac, orM121, £15/2/5;

40/350 do. CENOL 7/8 CRMI21A, £18/1/4.

égggzo ::, gg{oma 18/6 Satisfaction guaranteed. All gooca
) 250013 do. CED0AA §) PosflregoreriEl-

250/50 do. CE10DA 13/

2500/3 do. CE25AA 69

MORGANITE RESISTORS

Type T midget jw 20%, ... 4l A
Ve B TRANSRADIO LTD. " ctommirom

CONTRACTOAS TO HM.M. COVERNMENT LONDON.sw.J.

aw
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FREQUENCY SHIFT
RECEIVING TERMINAL

Type FSR1. For the conversion of radio
communication receivers to frequency

shift operation.

FREQUENCY SHIFT
KEYING UNIT

Type FSK2. For the conversion of radio
transmitters to frequency shift keying.

The above equipment can be fitted on site by Station Engineers. Modification of the
radio equipment, if required, would be of a minor nature.

AUTOMATIC TELEPHONE & ELECTRIC Co. Ltd.

(RADIO & TRANSMISSION DIVISION)

Strowger House, Arundel Street, London, W.C. 2

Telephone : TEMple Bar 9262. Telegrams : Strowger, Estrand, London
STROWGER WORKS, LIVERPOOL, 7

A.I40II-B24
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GERAMIC

UNITED INSULATOR COMPANY LTD.

Cables: Calanel, Surbiton.

TOLWORTH

MAY 1950

s

1Y)

Tiefififii

f

T,

SURBITON
Telephone :

SURREY
Elmbridge 5241

ENGLAND

TELEVISION from 30 |
OR 110 VOLT D.C. SUPPLIES |

BUILT TO MEET THE NEEDS OF
THE MOMENT BY VALRADIO—THE
CONVERTER PEOPLE.

This Power Unit is designed for driving

rve PYE UNIVERSAL
AC/DC TELEVISION RECEIVER |

from Low Voltage D.C. supplies of 50 or
110 volts.

The output is D.C., with less than a }-volt
ripple, resulting in an exceptionally steady
picture. The conversion efficiency is 809,
with a current consumption of |14 amps on
| 10-volts or 2'8 amps on 50-volts supply.

TYPE No. 240/125/110-A or
TYPE No. 240/125/50-A.
PRICE £16-0-0

Literature upon request to

VALRADIO LIMITED
57 FORTESS ROAD, LONDON, N.W.5
GULliver 5165

‘7

CERTAIN to get o
it at ARTHURS |

v VALVES : We have probably the largest stock of
valves in the country. Send your enquiries.

AVO METERS IN STOCK
Avo Model 7
Avo Model 7, high
Avo Model 40...
Valve Tester
Test bridge
Avo Minor, AC/DC model.
Electronic Test Meter ... .,
Signal Generator
Valve characteristic meter ..............

TAYLORS METERS,

“You’'re

. €19 10

resistance

2
°
o©0o00©90000

List on request.

Adaptors ..........cc......... 8
COSSOR DOUBLE BEAM
OSCILLOSCOPE ...... £85 10 0O

“ Viewmaster " Television Kits in stock

for Birmingham and London area. Please

state which required,

LONDON’S OLDEST LEADING
RADIO DEALERS

Brimar Teletube
& Radio -

post 4d. each ad
EST.
1919
; GRAY. LTD. 1 co0.
PROPS. A RTHUR or :;’:;Is with order

Our Only Address : Gray House, 150,152 Gharing Gross Rd.,
London, W.C.2 TEMple Bar 5833/4 and 4765

ELECTRICAL, TELEVISION & RADIO ENGINEERS.
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TYPE 701 H.F. SIGNAL GENERATOR

SIGNAL
GENERATOR

A RANGE from 30 ¢/s to 30 Mc/s is covered I

by the Signal Generators illustrated here. Range: 30 kc/s to 30 Mc/s in seven stages.
One or other of these will be found to meet Frequency Calibration Accuracy: +1%. .
the requirements of most laboratories, work- Output Level: Variable from 1uV to 1 volt. Addi-

tional output terminal at § volts.

Modulation: Internal at 1 kc/s. External 30 c/s to
10 kc/s. Depth variable 0 - 809%,.

Frequency Modulation: Negligible.

Output and Frequency: Unaffected by load con-
ditions and output constant over frequency range.

shops and experimental departments engaged 1
on audio or radio frequency measurements.

The particular features of these instruments
are their accuracy, stability, wave form and
constancy of output combined with a robust
construction suitable for bench use or for

forward mounting on the standard nineteen- TYPE 702 L.F. SIGNAL GENERATOR.
inch rack. Pamphlets 11 &12 give further details Range: 30 c¢/s to 30 kcfs in three stages.
=== Accuracy of Calibration: +1% 4+ 1 c/s.

Stability: 10.5% 4- 0.5 ¢/s.
Distortion: Less than 2%,
Output Meter : Calibrated in db and open circuit volts.

Attenuator: Standard output impedance with steps
of —20db, —40 db, —60 db.
Output: 100mW into 600 ohms or 15V open circuit.

AIRMEC LABORATORIES LTD

HIGH WYCOMBE - BUCKINGHAMSHIRE - ENGLAND '
TFL: HIGH WYCOMBE 2000 CABLES: COMMLABS HIGH WYCOMES

DESIGNERS AND MANUFACTURERS OPF SCIENTIFIC AND INDUSTRIAL ELECTRONIC EQ‘HPMEN«\:‘
.



Fadio Communications Division

REDIFON LIMITED,

DESIGNERS & MANUFACTURERS OF RADIO COMMUNICATION &

WiIRELESS WORLD

The need for reliable Radio communication is
being met throughout the world by Redifon
equipment for many civil, commercial, marine
and aeronautical services. The G.4I, illustrated,
is a typical example of a 5-74 KW Transmitter
for world wide, high speed Telegraphy, Tele-
printer, Telephony and Broadcast purposes.

G.41 Transmitter with "
doors removed to show controls. < 5 -

May . 1950

BROOMHILL ROAD, WANDSWORTH, S.W.18

INDUSTRIAL ELECTRONIC EQUIPMENT. Phone: VANdyke 5691

“REPRODUCTION OF RECORDS—1"
by J. H. Brierley

Booklet. Price 3/6 (by post 3/11).

This booklet is the first of a series of practical booklets
lealing with specialised high fidelity equipment

After touching on some aspects of fundamental design,
a preamplifier is described incorporating all necessary
equaliring, variable tone control and filter circuits, which
requires 5 mV. at the grid of the input for an output of
2 v.—the hum and noise level not being higher than
- 60 dbs.

Twenty-one drawings and photographic illustrations
are employed in giving precise wiring and constructional
details : in addition the reasons why certain things must
be done are fully discussed so that the reader is left with
a knowledge of how to do things rather than an ability to
copy slavishly some standard design.

The scope of this booklet covers also the connecting of
pick-ups to pre-amplifiers, the connecting of pre-amplifiers
to amplifiers, the construction of a *“ Rumble Filter ** and
advice on general layout.

Order from your local radio or book shop or direct.

J. H. BRIERLEY (Gramophones &
Recordings) LTD.

S 16, Tithebarn Street, Liverpool, 2 [———

BALDWIN®

MOVING-
COIL
for d.c.

RECTIFIER
for a.f.

THERMAL
for h.f.

. . ——-__.‘-‘-..l---’..

4-INCH SQUARE
FLUSH - MOUNTING
INSTRUMENTS

especially for electronic test-gear

MAY HAVE ILLUMINATED DIAL — FIRST-
GRADE ACCURACY TO BS. 89

Other instruments include Visual Null Indicator
Resistance Boxes, Potentiometer, etc.

BALDWIN INSTRUMENT Co.Ltd.
DARTFORD, KENT Dartford 2989
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~

Stock

Four

complete
size 13} X 12X 64in.
200/250 volts.
dition.

UNREPEATABLE OFFER

4-VALVE USED SUPERMHET

UTILITY RECEIVER

Every one guaranteed to be in
working order.

Medium Wave-
band only.

valves, P.M. Speaker,

in pinewood cabinet

A.C. mains

In good con-

PRICE

£3.19.6

Plus 5/- carr. and pkg.

PHILIPS 6-VALVE

COMMUNICATIONS RECEIVER

16-50, 200-550 and 800-2,500 metres. R/F, F/C, 2 I.LF.s D.D.T. Pentode

Output.

Spin-wheel tuning.
Complete with power pack, A.C. 200-250 v.
supplied with 12 v. D.C. power pack if required.
BRAND NEW—EX.-GOVT.

In black metal case with built-in speaker.

Can also be
£17.10.0

CATHODE RAY TUBES
12in. VCR140 Blue Screen, Magnetic deflection,
magnetic focus maximum 8 Kv., heater 4 v.,
international octal standard connections 90/-,
carr. and pkg., 5/-. New VCR97 6in. tube,
37/8, carr. and pkg., 5/-.
R.AFF. 6-VALVE SUPERHET RECEIVER
UNIT No. 25

All valves guaranteed. This unit is easily |

adapted for Short-wave reception for home use.
In addition to two EF36, two EF39, one
EK32 and one EBC33 valves, it contains
1 pr. 460 Kcfs iron dust I.F. Transformers,
Mic. and phone output transformers, a
number of resistances and fixed condensers
of useful values, two 1 mfd. 500 v. wkg. and
four .1 tubular condensers, pot'meters,
Int. Octal Valve holders, Tuning Coil, etc.,
mounted on steel chassis 833 63x 23in.
FREE circuit diagram 9in.X 19in. showing
all components, supplied with each 22 6

set. In new condition.

FRACTIONAL H.P. A.C. MOTORS, converted
from ex-Govt. Generators. Brush type 220-250
v. 50 cycles, approx. 5,000 r.p.m. Overall diam.
10X 4in.  }in. spindle extends lin. both ends.
21/-.

HEADPHONES. American lightweight, 200
ohms, suitable for Deaf Aid, 7/6 pair.

BRAND NEW ACCUMULATORS

Complete
in strong
case, as
illustrated.
British
made.

Carriage ;nd
pkg., 5/-.

{ 1/30th H.P. MOTORS. Con-
stant  speed. Double-
ended spindles. 220-250 v.
These motors are new,
not surplus conversions

| and are suitable for 16 mm
projectors and many qther

| purposes.  A.C./D.C., 37/6.

| VISION UNIT, Type 162, |

Complete with 6in. 517
C.R. Tube, 2in. 139 C.R.
Tube, one 807, three
VR65,
| 0.5 milliammeter, conden-
sers, etc. Suitable for
television, §5/-.

CO-AXIAL CABLE
for T.V.,, 756 ohms,
yard lengths, 8/~-.

12

one @J5 valves. |

2-VOLT VIBRATORS, Type
R76C. 7-pin self-rectifying.
Output 200 v. at 60 mA.
Made by Electronic Lab-
oratories Inc., 7/6.

UNI-SELECTOR
SWITCHES
with complete wipers, 4-
bank, 37/6 ; 6-bank, 37/6 ;
3-bank, 22/6.

FIVE-WAY RUBBER COV- l

ERED CABLE. Suitable
for lighting and other

;s)urposes. Per doz. yds.,
/=

MOVING COIL HAND MIC-
RIOPHONE. Complete,
5/6.

[ BALL MICROPHONE |

Manufactured by Standard Electric.
Suitable for broadcasting and recording.

condition.

Moving Coil (Dynamic). Omni-directional.

necessary. High Fidelity.

Al in perfect

No energising
Coil Impedance 16 ohm and

will work very well in conjunction with an ordinary speaker

transformer.

Is of the type
such as the B.B.C. and G.P.O for high fidelity reproduction,

£4.17.6

PLEASE NOTE

used by many leading bodies,

@® All carriage paid unless otherwise stated. @ Carriage
charges relate to British Isles only. @ We do not issue lists
or catalogues. @ We have hundreds of items in stock too
numerous to list, including Special Admiralty Trans-
mitters, Receivers, etc., so when in Town pay us a visit.

PHOTO-ELECTRIC CELLS, Type GS17. These
cells are the gas-filled type with caesium Cath-
ode. Made by Cintel. Minimum sensitivity
100 uA/lumen, working volts 100 D.C.or
peak A.C. Projected cathode area 16 sq. cm.
Suitable for 16 mm. Home Cinema Talkie

equipment, Safety Devices, Colour and Photo
Matching, Burglar Alarms,Automatic Counting,
Door Opening, etc. Brand new
In original cartons,

MAP READING TORGH

42/6

Powerful magnifying lens, 3in. diam. 1n
bakelite case. Fitted with dimmer switch.
Takes 2 U2 cells. With bulb, less 22 /6
batteries.

WALKIE-TALKIE (Transmitter and Receiver)
CHASSIS, Type 38 Mk. II
Including four ARP12 valves. In metal case.
Complete with components, except the Send/
Receive switch and the ATP4 valve. 20 /_

With wiring diagram. Price

EX-R.A.F. TUNING UNIT TYPE 207A.
BRAND NEW. Includes Clystron valve,
3 Neon tubes CV71, 1 524G and other useful
components. As illustrated, plus 21 6
metal cover. /

PHOTO ELE(?I'RIO CELLS, Type CV143 [
Small infra-red image, ‘glass converter tube,
| 50-100 v. Suitable for all purposes. Guar-
anteed New. N.B.—(\;Ve cannthot enter into
correspondence ~ regarding ese-
cells. 1 4/ 6
1

SELF-ENERGISING TABLE MICROPHONE
AND HEADSETS (Sound Power). The micro-
I phone is mounted on a fully adjustable stand
with onfoff switch. No batteries or current
required to operate. UNUSED IN 10/6
CARTONS.

" ELECTRO MAGNETIC COUNTERS

Ex-G.P.O., every one pertect, electro-magnetic,

| 500 ohm. coil, counting to 9,999, operated
from 25 v.-50 v. D.C., many industrial 7/6
and domestic applications.

LONDON CENTRAL RADIO STORES, 23, LISLE ST. (Gerrard 2969) LONDON, W.C.2.

Closed Thursday 1 p.m.

Open all day Saturday and weaekdays

9 a.m.—6 p.m.

—_———— o e— e T ——
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Recognised as the Most Reliable Valveholders

B9A—-NOVAL

Ref. No. BM9/U

Moulded in Phenol-Formaldehyde

* Also supplied with various saddle assemblies to meet customers’ requirements.

‘“THE McMURDO INSTRUMENT COMPANY LTD., VICTORIA WORKS, ASHTEAD, SURREY * ASHTEAD 3401

TELE-RADIO (1943) LTD.
177, EDGWARE ROAD, LONDON, W.2 RUCO PRODUCTS

COMPONENTS FOR QUALITY AMPLIFIERS. | |
Chassis punched and drilled........................ £ 7 6| |
Partridge mains transformer 42255;/25%0 mﬁ ...... g I; 0
Partridge mains transformer 4 mA...... 0
Partridge smoothing choke 25H 60 mA......... 16 0 GLASS DIALS
Partridge smoothing choke 13H 200 mA. ........ £111 o
Partridge Williamson output transformer

(wire ends)......cccoerriviimireiiiiiaiininieeen £5 0 0 ’ for the
Partridge Williamson output transformer

Tag Board).......ococoviiiriiiiciiniiiiiinnenan... £5 13 o
W(harﬁedale L.)S. WI0/CS 10in. cloth suspension £7 5 0 NEW WAVELENGTHS
Wharfedale L.S. Golden 10in.Unit2/3& i50chms £4 0 0
Wharfedale L.S. Super 8/CS. 2/3 and |50hms £4 0 0 .
Goodman'’s single cone loud speakers Audio 60 £6 IS 0 are now avallable
Goodman’s double cone loud speakers !
CAXiom 120 £8 8 0] | N
v R e L € 0 0 for all our units
Partridge output transformer PPO/O 6,000 |

chms A-A. Sec. 375 & I50hms ............... £2 12 6
Partridge output transformer PPO/I 8,000 .

ohms A-A. Sec. 375 & 15 OhmS .co.oev....... @212 6| |
Partridge output transformer PPO/2 10,000

ohms A-A. Sec. 3'75 & |5 ohms £212 6 RUCO PRODUCTS
Matched KT66 valves per pair......... £l 16 6
Matched 6V6 valves per pair......... £1 5 8 ; Crown Works,
Matched 6F6 valves per pair......... £1 5 8] |
Matched PX4 valves per pair..........c......cc..e. £113 0 s .
Matched PX25 valve'sJ pe': pair .. £2 14 10 197’ Lr.Richmond Rd" Rlchmond,
Matched 6B4 valves per pair... . 18 4 |
Matched 2A3 valves per pair........................ £1 5 81§ | Surrey
Williamson quality amplifier can be seen and heard at our pren!isgs in
S:g»;:zzii::ad. When ordering please include sufficient for postage Phone; Prospect 7463
Shop Hours : Mon.-Sat., 9 a.m.-6 p.m. Thursday, 9 a.m.-l p.m.

Phone : PAD 6115 or 5606
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MINISCOPE
displays Audio Grid overload

INPUT to amplifier
under test—
Undistorted sine-wave,
generous amplitude.

A.F. amplifier test. Test signal to input,
Miniscope probes across speech coil.
Trace shows grid overloading of output
valve due to excessive input voltage.

The M.861B **Miniscope '— the most compact of all oscllloscopes
—weighs only 74 Ibs and measures only 63” in height—yet is a
thoroughly reliable portable instrument of immense value to
the serious radio engineer —and at a reasonable price.

Specification
* X plate sensitivity 50 v/em. Y '’ plate sensitivity 60 v{cm.
Time Base frequency sweep 10-50,000 c.p.s. Price £21.0.0

**Add-on ** Units available

M.862B Double Beam Unit
Price £12.0.0

DELIVERY — AT ONCE

M.863B I.F. Alignment Unit
Price £8.10.0

Send for leaflets Nos. X. 9832,

X.365 and X.475
minimise
trouble shooting with a

MINISCOPE

ELECTRIC CO.

A
LEC

PRODUCT

THE

GENERAL

LTD.., MAGMET HOWUSE, KINGSWAY LONDON, WwW.C.2

ok DOES IT
HA AGAIN!

Two more winners from the Magnavista production line!

A Trolley Table with lens incorporated which solves the
problems ‘‘ where to put the set and how to fix the Lens *’
and a Console Stand which, for design and finish, is in advance
of anything that you have seen to date.

TROLLEY TABLE MODEL.

Simply designed tubular sceel table,
with telescopic and swivel Lens

adjustment, fitced with large
wheels for easy movement. Fin-
ished in polychromatic bronze

suitable for 9in. [0in. or (2in,
Receivers. Price £7/17/é (incl. Pur.
Tax). Magnavista Lenses for chis
Model at usual list.

CONSOLE STAND MODEL,

Beautifully designed hand-forged wrought iron, finished in polychroma:ic
bronze which, aithough unobtrusive, enhances the finest cabinet. This
is che aristocrat of Television Stands and is available complete with Magna-
vista Television Lens, suitable for 9in., 10in. or 12in. Receivers. Price £7/7/-.

There are Magnavista Lenses for all
receivers. Available from good dealers,
The MAGNAVISTA
TELEVISION LENS Leaflet from

METRO PEX LTD.

38,Great Portland Street,London
W.1

- il :
TELEVISION LENS

King's Heath St;'.', Birmingham
14.
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A GREAT NAME

rests on public trust

The name Marconi is a household
word all over the inhabited world. It
has come to mean in people’s minds all
that is most modern in wireless and
communications. In fact, wherever the

English language is spoken, the words
Marconi and wireless are interchangeable.
The Marconi Company is justifiably
proud of the universal confidence its
name inspires.

Marcon:

the FIRST and GREATEST name in Wireless

MARCONI’S WIRELESS TELEGRAPH COMPANY LIMITED

MARCONI HOUSE CHELMSFORD ESSEX

The Revolutionary

GOLDRING

Headmaster
HYPERFIDELITY

PICK-UP

With an interchangeable Pick-
Up Head for every type of record.

Supplied in attractive Display
Carton complete with Gold-
ring Tonaliser and Transformer

g L+
Goldring Products include :
PICK-UPS, PICK-UP HEADS, l

SAPPHIRE JEWEL POINT
NEEDLES, AND RADIOGRAM
ACCESSORIES.

Write for ful: Descriptive Lists and Technica Information

ERWIN SCHARF
49-51a DE BEAUVIOR ROAD, LONDON, N.1
Telephone : CLISSOLD 3434

in handsome Black Bakelite
holder complete with series  For
resistance and leads, to show

Pink, Red, Amber or Green, SHIpCBuNDs,
on 230v or 400v AC or DC.
Specially designed for easy
assembly in }-inch mounting

INDICATOR PANELS.
MACHINE CONTROLS,

hole.
Send now for full details, prices HEATING APPLIANCES,
and terms. ETC.

THE ACRU ELECTRIC TOOL MFG. CO.-LTD.

123, Hyde Road, Manchester, 12,
Ardwick 4284,

NL
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Continuous pressure is the raison
d'etre, but such efficiency

is more usefully applied in the
'Talk-you~-down' system

bringing aircraft safely on to
the runway, It 1s but

logical that this important work
demands Transformers which are
the result of specialised
development and manufacture,

and 1t 1s surprising how often
they bear the name

Parmeko

PARMEKO of LEICESTER

Makers of Transformers for the Electronic and Electrical Industries

P
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XFW20
98 7.9 The XFVVIZO is a ls;‘Jb-
Smm < _imm miniature voltage amplifier
MAX| 1 MAX[ B
i pentode with a filament
current of only 124 mA.
39-0 It is a robust, reliable
mllllnAX valve having a high gain
RED and very low microphony.
SpoT
Its principal use Is in
the early stages of hearing
aids, but it has applica-
320mm S )
MIN | tions in many small instru-
l ments.
f'gl ﬂ-g?a

TYPICAL OPERATION

Filament Voltage 0.625v
Filament Current 12;mA
H.T. Supply Voltage 221y
Anode Load ... I to 2MQ
Screen Resistance ... 3 MQ
Stage Gain ... 32

- %THE\SCIE_N_ﬂCo=

VALVE
BRITISH MADE

-

GREENHILL CRESCENT, }
HARROW-ON-THE-HILL, MIDDLESEX

Telephone: HARrow 2655
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Because its superiority is unchallenged, Signal
Generator 4ype TF 867 stands alone, in splendid isolation. Beautifully
designed and finished, its behaviour is impeccable over the range
15 ke/s to 30 Mc/s. Especially noteworthy are an expanded wide-view
scale and a concentric terminating unit which, while showing exact
circuit conditions on an animated diagram, is also a dummy aerial
and impedance source of 752 or 139, Other facilities of the Signal
Generator include crystal standardisation, freedom from unwanted
frequency modulation, deep amplitude or carrier shift modulation and
stabilised output control. Output is variable from 4V to 0.4nV and
calibration indicates true artificial signal e.m.f. irrespective of load.

WIRELESS WORLD

MAY 1950

For further information please apply:

MARCONI INSTRUMENTS LIMITED
ST. ALBANS, HERTFORDSHIRE - Telephone: St. Albans 6161/5

Northern Office: 30 Albion Street, Hull . Western Office s 76 Portview Road, Avonmouth . Southern MMUNICATIONS TEST GEAR™
Office & Showrooms : 109 Eaton Square, London, 8.W.1 . Midland Office : 19 The Parade, Leamington Spa. COMMURICATIO

SIGNAL GENERATOR TF8617

Please ask for folder
* SUMMARY OF

LONDON e — -0
OR
—— BIRMINGHAM!

Here is an opportunity worth grasping,
build your own Television Receiver at
a price you can afford.

No technicai knowledge required.

Designed around common types of valves.
No unusual types to obtain.

Will suit 97, 10" or 12” Tubes.

The most competitive price on the market.

CAN BE BUILT FOR £20 (Sh.u)

Instruction books PRICE 5/- post free.
Write today for further details.

PRE-AMPLIFIERS NOW AVAILABLE
One Valve Model, completely aligned and tested. %}-

Two ,, » » nooom

PERM. MAGNET For all makes of C.R. Type FR1 21;-
Tubes

Type FR2 22/6
FOCUS RINGS Quote type no. Type FR3 £+

Ion Traps 3/6 each

HOUGHTON & OSBORNE LTD.

Electron Works, Thame, Oxon.
Telephone: Thame 182,

THE HOUSING PROBLEM
WE HAVE THE ANSWER

We can supply attractive and well-built cabinets to
your design for housing sound equipment.

Almost any finish can be supplied and a wide range
of veneers enables us to match existing furnishing
schemes and styles.

Why not send us a sketch of your requirements, or
better still call and see us,

A fully illustrated leaflet describing our range of
Loudspeaker Cabinets will shortly be available.

May we put your name on our mailing list, to receive
this and future leaflets to be issued.

ROGERS DEVELOPMENTS Co.,

106, HEATH STREET, HAMPSTEAD,
LONDON, N.W.3
Tel. : HAMpstead 6901




May 1950

WIRELESS WORLD

4T

MORE FLUX DENSITY—GREATER EFFI-

gations.

CIENCY—IMPROVED PERFORMANCE.

A single cone medium heavy duty reproducer
with an outstanding smoothness in response and
performance. The magnet assembly using aniso-
tropic material provides a total flux of 158,000
maxwells on a 1{in. pole, the back centring device
being a dustproof linen disc with concentric corru-

Functional in design and of robust

precision construction, this 12in. unit meets the
most modern needs in the field of Public Address
Installations, small cinemas, high power radio-
gramophones, etc.

Also available ready mounted in a strongly =
constructed mahogany cabinet (Model
ALJs).

For use with this

Overall Diameter [25/16in. (31.3 ecms.)
Overall Depth ... 6 15/16in. (17.6 cms,)

model we recom-
mend Goodmans

GOODMANS

Lancelot Rd., Wembley,

Tel.: Wembley 1200 (8 lines).

’ High  Fidelity

I2’I P M loudspeaker Voice Coil Diameter I2in, (4.4 cms.) Heavy Duty
s Fund I R 75 Output  Trans-

15 Watts Peak A.C. undamental Resonance ... C.p.s. former, Type
Voice Coil Impedance ......... 15 ohms, H,4. or Multi-

Power Rating ...,.. 15 Watts Peak A.C. g:rt‘,poase Cg:t‘;:f

Flux Density  ............ 14,000 gauss Transformer,

INDUSTRIES LTD Total Flux....coocooueee. 158,000 maxwells | F¥pe T4/123

3 »,000. 000,

Nett Weight ... 12Ib. |30z, (5,810 gr.) 10,000, 14,000

Middx.

'Grams : Goodaxiom, Wembley.

Finish

ohms push-pull).
Nett Werght,
slbs.—2,265
grammes.

Grey Rivelling Enamel

GOODN

Ews for the discriminating gramophone enthusiast

—==="=" GREAT REDUCTION IN PRICES

SENIOR MODEL

This has a handsome bakelite tone arm with
offset head to facilitate tracking. The performance
is superb and will give you new pleasure from your
favourite recordings.

Old price, including Purchase Tax, 65/-.
NEW PRICE 28/-
Purchase Tax 12/6.

MODEL S.12

A perfectly straight tone arm fitted with the

improved Rothermel Cartridge head which

minlmises breakage of the crystal element under

ordinary use. The S.12 gives a very high per-

ormance over a wide frequency range.

Old price, including Purchase Tax, 60/8.
NEW PRICE 26/-

Purchase Tax 11/6.

of
ROTHERMEL

CRYSTAL PICK-UPS

To bring the more expensive models within the
reach of the most slender purse, the famous
Rothermel Crystal Pick-ups have been zreatly
reduced in price. Now, the superb performance
of|these high class instruments can be enjoyed by
all.

(This )prir.e reduction came into force on fanuary lst.
1950.

CONCERNING CRYSTALS

ROCHELLE Salt Crystals lend themselves admir-
ably for use in the construction of High Fidelity
Electrical Pick-ups. The chief characteristics of
these instruments are clearness of attack and
extreme sensitivity, giving a large output voltage
for direct connection to the domestic Radio
Receiver. The Pick-up Cartridge consists of a
bimorph crystal element coupled to a light stylus
chuck. Due to the flexibility of the crystal, very
little mechanical damping is required, resulting
in an element having excellent characteristics
with a rising low ‘requency response to com-
pensate for recording deficiencies.

JEWEL TIPPED NEEDLES

These give hundreds of playings, and Improve
reproduction with negligible wear on records.
Straight, Trailer and Miniature types are available.
if your retailer cannot supply, write direct to the
pioneers of Crystal Pick-ups.

MODEL S.8

The well-known popular Pick-up embodying the
improved Rothermel Cartridge head. Although
moderately priced, it gives-a very high perform-
ance and is thoroughly recommended for all-
round use.

Old Price including Purchase Tax, 60/8.

NEW PRICE 26/-

Purchase Tax 11/6.

MODEL U.48

This has been expressly designed to bring high
fidelity crystal reproduction within the reach of
all. Although the price is low, it nevertheless
possesses many of the features found in the more
expensive models. A thoroughly sound instru-
ment with a remarkable performance.

Old Price, including Purchase Tax, 36/2.

NEW PRICE 19/6
Purchase Tax 8/8.

N.B. Inadvertently the positions of the S.12 and U.48 illustrations were reversed in our April announcement.

R. A. ROTHERMEL LTD., Canterbury Road, Kilburn, London, N.W.6.  Phone: Maida Vale 6066

Lines)

(o}

-

C
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RECTIFIERS

for
SHALL BATYERY cq/

QUALITY TUNERS

and

HI-FIDELITY
AMPLIFIERS

TRF Tuners from £(0-10-0 Plus Tax
SUPER-HET * £15-15-0

AMPLIFIERS * £14-14-0 No Tax
PRE-AMPLIFIERS > £7-7-0 " "

Full details in illustrated leaflet,

GOODSELL LTD., 40, GARDNER ST.,
BRIGHTON, Sx. Tel: 26735

Easy Terms :
LONDON RADIO SUPPLY CO., BALCOMBE, SX.

AICA GAPAGITORS

SMALL SIZES
HIGH STABILITY

CLOSE ELECTRICAL
LIMITS

STABILITY RADIO COMPONENTSIE

14, NORMAN'S BUILDI‘NGS.
. CENTRAL STREET, LONDON,

€.C.1
TELEPHONE . CLERKENWELL 5977
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The Quality of
old Craftsmanship

in Modern form

INSTRUMENTS

d.c. coupled cathode ray oscilloscopes
oscilloscope cameras
valve voltmeters
a.f. attenuators
beat frequency oscillators
stabilised power supply units
high dissipation-resistance boxes

Please write for our catalogue

FURZEHILL LABORATORIES LIMITED
BOREHAM WOOD - HERTS * Tel: ELStree 1137

WIRELESS WORLD
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A name which ten million speakers
have carried to the uttermost parts

of the earth. A range which pro-
vides a unit to meet all normal
requirements. Brief details are given
below.

wooe| oven [Mamee | e [T | 0k
| ' Diameter! ' (Maxwell) ' Capacity
,B;Ko!' ¥Ga)| 57 7,sooi 14,000 | 5w ]
la4Ko! 4(sq)| 577 | 7500 | 14,000| 75w |
|BSK | s+ [ 57 | 7500 14000 2w. |
EKSQ | 5 | 75| 8500| 21000 | 2.5w. i
’KSG I G i 10,000 | 25,000 | 3w.
KD | 65 | 75" | 6500 | 16500 { 2.75w.]|
(Ke@ | 65 | 75 8.500 | 22,000 | 3w.
| K6G 65" | 75 | |o,oooi 26,000 | 3.5w.
| K46D 625" x4.25° .75 | 6500 | 16500 | 2.5w.
[ | (Oval) ‘ ! ‘
|K46Q 625" x 425" 75" | 8,500 | 22,000 | 3w.

| (ovaly | , |
K766 625 w425 75 | 10000 | 26000 | 3w.
x ‘ (Oval) | | | l
Fgo | 65 | & | 9.000| 18500 | 3w
zeo | & | © | 500 | 25000 | 4w
Zem | & " | 8000 | 31,000 45w,
izan | 8” | B ! 9,500 | 37.000 | Sw.
zZlop | 107 [ 1~ | 6500 2s,ooo: 6w.
izwm' 107 | | 8000 | 31,000 ’ 6.5w.
ZIOR| 100 | I 9,500 | 37,000 | 7w.
P44 ! 12.2 | .57 l lo,ooo: 60,000 | 10w.
lGia2 | 1220 | 175" | 13,000 | 146,000 | 12w. |

Voice Coil Impedance is 3 ohms in the case of all the
above models except the G.[2, where the impedance is
either 15 or 8 ohms.

Write for details—enquiries are invited for Cones,
Laminations and Output Transformers

BRITISH ROLA

Ferry Works, Summer Road, Thames
Ditton, Surrey, ‘Phone : Emberbrook 3402-6

THE SPEAKER YOU KNOW BY EAR
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Leaders in their field

BM4o0—30-watt Portzable Battery/Mains Amplifier.

An attractive appearance and unique construction combined
with first-rate performance gives this instrument a hall-
mark of distinction.

@ Designed for both A.C. Mains and 12 volt battery
@ Provision for independent electronic mixing of two

@ Built-in vibrator.
@ Special tone control circuit, with independent bass

These and many other features make the BM4o the most
up-to-date amplifier on the market.

Write for further details of this and other portable am-
plifiers.

operation.

microphones and one gramophone channel.

boost and cut, and treble boost and cut.

Mixer Amplifiers Type FA30 and FAéo.

Designed " in two self contained sections comprising
an electronic mixing panel and power amplifier. The
FA3o0 incorporates a 30-watt, and the FA6o a 6o-watt
power amplifier.

The electronic mixing unit has five inputs, three
microphone and two gramophone, with individual
controls.

Separate tone controls for Mic. and Gram. channels
are included.

A master gain control for mic. channels enables com-
plete balancing to be easily accomplished.

The mixing unit has two additional 6oo ohm. outputs
to sub. feed other power units should greater power be
required.

The quality, high standard of perception, engineering
and performance make these units ideal for use in
Theatres, Pavilions, Political Meetings, Conferences
and indeed anywhere where perfect control and balancing
of microphone and gramophone points is essential.

Telemaster Inter-Office Communicating Equip-
ment.

The most up-to-date equipment available.

Adds new dignity to every business establishment,
be it office, shop, restaurant, factory or indeed any-
where where there is need of rapid and simple means
of communication.

Models available to suit every possible requirement.
De Luxe multi-point models allowing communication
between any or all stations, and executive control
models for simple two-way conversation between
master and extension.

Ltd.
Eng.

Birmingham Sound Reproducers
Claremont Works, Old Hill, Staffs.,
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Wherever the requirement is H.T. from a low voltage D.C. source, Wearite
Vibrators offer a ready solution to the problem. Types available include
non-synchronous, synchronous and sphit-reed synchronous for inputs of
2, 6, 12, 24 and 32 volts. A brochure on vibrator practice and trans-
former design is available, price 6d. post free.

S VIBRATORS
Wright and Weaire Limited

138, SLOANE ST. - LONDON ' SW.l TEL SLOANE 2214/5 FACTORY: SOUTH SHIELDS, CO. DURHAM
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THE MW6-2 PICTURE TUBE

A projection television tube should be as small as possible
consistent with adequate screen brightness and good picture
resolution. This results in a correspondingly small optical
system—an important point, since the cost of such apparatus
naturally rises as size increases.

Tube size, however, is governed by spot size, and this in turn
depends upon the value of the beam current, which should be
low, and the anode voltage which should be high for minimum
spot size. Limitations to these values are set by such practical
considerations as tube life, safety, and manufacturing difficulties.
All these requirements are satisfied by

PROLECTO
TELEVISIf

PRUJECTlUN
TELEVISION

The anode terminal is surrounded by a glass shield to obviate
risk of flash-over or leakage from the E.H.T. connection.

The external surface of the tube is coated with a graphite
composition and must be earthed. This coating, with the

the MW6-2 picture.tube which has a
simple triode electrode construction and
a 2)” diameter screen. Operated at|
an anode voltage of 25KV and the

Cathode Grig

Spharically

Spark Trop =l Curved

€orthed Conducting

Anode Outer Cooting

recommended beam current of 100 pA,
the spot diameter is 0.0023 in., and

the I,._V; curve is sufficiently steep to

=

allow the tube to be driven by a normal
video output valve.

The luminescent screen is backed by
a very thin aluminium coating which
reflects outwards much of the emitted

Insuiator for
Extending the
Leakoge Path
Between Anode G :o::\?:l
connectar and
earthed coot=
ing o

Luminescent
Screen

light which would otherwise be directed
to the rear of the tube. The increase in the output of forward-
going light due to this feature may be as much as75% to 809,
The metal backing also eliminates internal reflections, thus
enhancing picture contrast, and also serves as an efficient
ion trap.

A ring-shaped electrode situated between the anode and grid, and
connected to one of the base pins (which should be earthed) forms

W=

an effective spark trap, safeguarding the cathode from damage by
intercepting any discharge resulting from, say,’ the release of
a small quantity of gas under unintentional over-load conditions.

glass envelope and internal aluminium metallising, form a
capacitor of approximately 450 puF which, with a 1 MQ resistor
in the 25 KV lead, serves as the final smoothing of the E.H.T.
supply.

TUBE DATA
HEATER suitahle for parallel
or series operation Vj 63V
In 03 A
TYPICAL OPERATING CONDITIONS
Y& 25 KV
) (av) 100 y.A
vdrive (pk) excluding
synchronising pulses 65V
Vgl for beam cut-off —40to—-90V
Spark trap must be at earth potential

@
N

Equipmen: manufacturers are invited to submit their enquiries
to the following address :—

MULLARD ELECTRONIC PRODUCTS,
SETMAKERS DEPARTMENT,

CENTURY HOUSE, SHAFTESBURY AVE., W.C.2
(MVM 127)

LTD.,



May 1950

WirELESS WORLD 47

Wose %/I"ét /f/ﬂle MI/{/

NEW TYPES FOR V.H.F. OPERATION

Vv

B9A (Noval) Base

Seated Ht. 2}in. max.
Diameter Zin. max.
Retall price, 20/-.

Operation as Class

wCcr

oscillator at 50 Mc/s.

Anode Voltage
Screen Voltage
Driving Power
Output Power

TYPE 5763 Miniature Beam Power Amplifier

Specially designed for use as frequency multiplier to 175 Mc/s.,
type 5763 will give considerable output for very small driving
power. As a Class C power amplifier it will operate efficiently
at frequencies exceeding 100 Mc/s.

RATINGS
Heater Voltage ............ 6.0 v.
Heater Current  ......... 0.75 a.

Heater Cathode Potentlal - 100 v. max.

Anode Voltage ............ 300 v.

Screen Voltage ............ 250 v. l Absolute
Anode Dissipation ......... 12 w. maximum
Screen Dissipation ...... 2 w. values
Bulb Temperature ......... 250° C.*

* At the hottest part of bulb surface.

amplifier or Operation as Frequency Multiplier to 175
Mc/s.

Doubler  Tripler

o ing Anode Voltage ............... 300 v. 30% v.

250 v. Screen Supply Voltage 300 v. 300 v

0.35 w. Driving Power ............... 0.6 w. 0.6 w.

8.0 w. Output Power o............. 3.6 w. 2.8 w.

Octal Base

Seated -Ht. 3jin. max.
Diameter 1.5/16in. max.
Retail .price. 25/-.

TYPE 2C26A Power Triode

This valve will function efficiently as oscillator or power amplifier
at 150 Mc/s and is particularly suitable tor pulse operation.

RATINGS
Heater Voltage ... 63 v
Heater Current ..........coccocoiviiiiiiiinnn.. 1.l a
Anode Voltage  ...........ciin, 400 v
Anode DissIpatiofn .......occcoeviiiiiiiiiiienin.i. 10 w
PULSE RATINGS *
Peak Anode Voltage 3,500 v. Absolute
Peak Anode Current 6.0 a. maximum
Peak Grid Voltage ......... 700 v. values

* For Pulse length 10uS, Duty Cycle | per cent.

WRITE NOW TO DEPT. 4530

for data sheets on the a2bove valves.

STANDARD TELEPHONES AND CABLES -LIMITED, FOOTSCRAY, SIDCUP, KENT.

BRIMAR

TECHNICAL ADVICE SERVICE
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THE ACOS G.P.20 MICRO-
CELL PICK-UP

Manufacturers: Cosmocord Ltd.,
Enfield, Mddx.

Price: L2 10s. plus L1 1s. sd.
purchase tax.

In the interesting realm of
gramophone pickups, the crystal
types have always been capable of
producing excellent results when
designed correctly and when oper-
ated with the correct circuit
constants. The Cosmocord organ-
isation have specialised in this
type of pickup for many years, and
the unit now under review must
be the nearest approach to perfec-
tion yet reached for this crystal
type.

Construction

The pickup head is a really
diminutive size, being about one
inch high, half inch wide and
five-eighths of an inch deep. The
sapphire needle employed is
mounted on a flat stiff torsion arm
that freely accommodates verticab
movement, and conveys the modu-
lated track to the crystal without
any lost .motion. To prevent
damage to the armature and
needle a more rigid spring finger
takes up the shock if the pickup is
accidentally dropped on the
record. The head is mounted in a
neat moulding with an attractive
chromium motif. The head is
detachable from the carrying arm
and contact is made via two small
spring comtacts. The arm is a
cream moulding with an offset
head 'in order to reduce the track-
ing error, and at the rear end is a
beautifully smooth bearing, in-
corporating a counterweight so
that the pickup pressure on the
record is between I2 to 14 grams.
The base for mounting the picku
to the motorboard is adjustable
between 1J! to 2+% inches, thus
accommodating all types of motor
heights above the motorboard.
An extremely thin screened lead
from the head to the base is housed
in a slot in the moulding, and due
to its lightness it reduces drag to
an absolute minimum.

COSMOCORD LIMITED .

The following is an independent report by

The unit is supplied with a
baseboard template for correct
mounting and a moulded support
for the pickup when not in use.

Test Report

The pickup was mounted ac-
cording to the instructions, and
the adjustable height of the arm
greatly facilitated the correct posi-
tion of the pickup head relative to
the record. A series of tests were
done with various constant fre-

" quency records, with (a) an open

circuit valve voltmeter, and (b) a
wide range amplifier and Voigt
domestic loudspeaker. The valve
voltmeter test confirmed the pub-
lished graph under this condition
being t at from 30 cps. to 300 €ps.
followed by a gradual drop by
3db. to 1,000 cps. and remaining
within 1 db. to above 10,000 cps.
With an amplifier having a grid
leak of 500,000 ohms input, the
bass register fell below 100 cps.
to 30 cps. by 8 db. By the
inclusion of a simple resistance
capacity filter in parallel with the
pickup, the whole of the response
above 300 cps. can be raised to
that below and then the pickup
response is sensibly constant
throughout the recording range.
On some of the full amplitude cut
constant frequency records one
always expects to hear much
direct radiation from the pickup
itself, but one of the most remark-
able points of the Acos pickup is
the almost complete absence of
noise. On standard recordings of
wide dynamic range, the direct
noise is so small that it can be
heard only when the amplifier is
shut off.

Compared with other types of
pickups that possess a similar wide
band characteristic, the output is
extremely high, for it exceeds a
half volt on normal records, and
can therefore be used with the
majority of commercial radio
receivers without the need for a
pre-amplifier. Modern high
fidelity magnetic moving coil and
ribbon types usually have outputs
in the order of millivolts or even
less, and therefore it is essential
to use a fair amount of pre-
amplification before connecting
the signal to the main amplifier.
This point. alone should en-

Telephone : ENFIELD 4022

ENFIELD

J.C. G. Gilbert, F.R.S.A., Assoc. I.LE.E., M.Brit. LR.E.,
reprinted from the Music Trades Review, March, 1950

courage many potential eustomers
to purchase this pickup. The
vertical flexibility of the needle
armature motor rumble, that is
noticeable on more rigidly mounted
armatures, virtually disappears.
Due to the very low downward
pressure of r2/r4 grams coupled
with the freedom of movement,
the sapphire should last for many
hundreds of playings before any
noticeable wear is experienced.
During the period of this test the
needle was inspected before using
it on an Adams and Hilger
Shadowgraph that enlarged the
needle by so times. After nearl

two months’ use, during whic

some 150 records were played, no
measurable wear was found. The
pickup was purposely dropped
several times from two inches on
to the record, and due to the
efficiency of the spring protector
no damage was suffered by the
sapphire.

On musical records the results
are truly outstanding. The deli-
cacy of the violins, the sourness of
the oboes, the snare of the timpani,
and the pureness of the flute are
all reproduced as near to the
original as I have ever heard.
Due to the lack of resonance
within the recording range, the
reduction of needle-scratch is
most noticeable, giving a gentle
¢ shush > in place of the normal
¢ hiss.”  Transients are fully
reproduced and the piano suffers
none of the added damping that
many pickups provide. Truly this
is a remarkable pickup, and even
more so when one considers the
extremely low price of §0s. plus
purchase tax. I am aware only of
two other pickups that can com-
pare in performance with the
Acos Microcell, and both of those
handsomely exceed £20. To the
enginecers who have developed
such a remarkable crgtal pickup
with its low noise, high output.
and negligible record weat every
praise is due, and although the
U.S.A. was the home of the
crystal pickup, and it still enjoys
high popularity, they have nothing
to compete with this unit.

It is understood that supplies
of this pickup are. now becoming
more plentiful, and from now on
they should be available in small
quantities,

e« MIDDLESEX
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THE "BELLING-LEE" PACE

Providing technical information, service and advice in relation
to our products and the suppression of electrical interference

Aircraft interference with tele-
vision reception.

This interference is not electrical
but is caused by the television wave
being reflected from the aircraft.
As the aircraft is moving the result
is most disturbing, if the aircraft
is circling the result may be in-
tolerable.

We had a letter from a reader of
this page who is situated near an
R.A.F. airfield and who was using
an aerial in his loft, not a true
dipole nor one of our inverted
‘“V ” type, and he complained that
reception was intolerable: what
should he do ?

We recommended a simple dipole
L.501/L. Here is his reply :—

T wrote to you a little while ago
regarding low flying aircraft inter-
fering with television : at the time
I was using an aerial in the loft.
I have now fitted one of your
dipoles L.501/L outside and am
using balanced feeder. The differ-
ence in signal strength is amazing.
With the old aerial the aircraft
absolutely spoilt the picture, with
the new outside one the aircraft
only causes a flutter on the screen.”

One of our inverted “ V” type
‘“ Veerod ’* would have been little
better than his original aerial.
Any aerial with one or more
elements other than perpendicular
is very sensitive to reflections
from aircraft and should not be
used near an airfield nor on a busy
route.

Field strength survey.

The ‘‘Belling-Lee’’ mobile
research unit has completed its
first tour, and we are indebted to
the press for the interest which they
showed in the results. Manufactur-
ers and Official Bodies asked for
additional copies to supplement
their own results, and in general
the interest shown proved the
usefulness of the service.

As this work can hardly be
classed as true research and, as
true research cannot be carried
out when the unit is away, it has
been found necessary to equip
a second unit which should be on
the road by the time this goes to
press. The first tour was within
the 6o0/70 mile radius of Sutton
Coldfield: the next tour will
probably be carried out between the
50/60 mile radius.

¢« SCREENECTORS."”’

A new range of lightweight
plugs and sockets. Housings
take coaxial, 2-pole and 3-pole
plug and socket assemblies.
Wide choice of mounting
arrangements.

Characteristics and list
numbers of ¢ Screenectors *’

[ Assembly [ Coaxial | 2-pole | 3.pole
Flex plug P | Lasp | Lise
Chassis socket L L625/S | L7I15S

L3 Le8? L716

Through chassis socket
L724 | w690

Flex socket

I

Characteristic | Contact ; Capacitance & |
Type | Impedance Resist- Conducior] [Conducior]
_ohms & ange | conductor | screen
75 Lest thany) =
s
100 mlllu:mml | pf l 2.5 pF

Coaxial | "
2-pole
3-pole

=2 each

* At | Mojs

This new range of screened light
alloy connectors is based upon the
draft R.E.CM.F. specification for
a non-reversible screened twin plug
and socket to load cables up to
0.24in. diameter over the braid.
At the same time the design has
been made versatile so that single
and multipole contacts may be
assembled into the common
housing.

This housing is machined and
therefore possesses an appearance
in keeping with modern instrument
finish.

Although a ! quick” thread
locking ring forms part of the
assembly the screen skirt is resili-
ent, thereby maintaining excellent
contact should the locking ring
inadvertently be left loose.

The contact assembly insulator
is moulded from low loss nylon
filled bakelite X.17163 or equiva-
lent grade, and the design includes
lengthened leakage paths between
contacts in order to maintain high
insulation resistance.

BELLING ¢ LEE LTD|

CAMBRIDGE ARTERIAL RD., ENFIELD, MIDDX., ENGLAND

Both the connections to the
silver plated contacts are by
soldering to wedge slotted spills,
while the screen connection is
based upon the well-known split
cone method of clamping. A
reinforcing rubber sleeve is also
included to decrease insulation
wear at the point of flexing.

The housing is designed so that
various applications may be em-
ployed, e.g., line connector, flex
plug and chassis socket and vice
versa, through-chassis (bulkhead)
connector, all varieties with either
one, two or three pins or sockets,
and each part interchangeable in
its appropriate position in the
assembly.

¢¢ Multirod *’ feeder.

It is natural that we have had a
number of enquiries as to what to do
wheri connecting a ‘ Multirod ”
to a receiver, the maker of which
insists on the use of say screened
balanced feeder. Well, you must
use the feeder specified by the
maker, even when we emphasise
that semi-air-spaced coaxial* is our
first choice. There will be losses in
the system, but the signal provided
by the ‘ Multirod * will still be
better than that on an “ H" or
any other array we know of, pro-
vided it is used with the same
feeder. In view of the conflicting
situation, it is highly desirable
that the television receiver industry
gets together and standardises
receiver input impedances and the
basic type of feeder to be employed.

Incidentally, a length of coaxial
feeder (used as a }-wave matching
transformner) is provided with the
‘* Multirod.” We wish to emphasise
that this should not be altered or
omitted when installing the aerial.

* Multirod ’’ Masts.
As the ‘ Multirod ” is invariably
used for fringe reception, height is
of utmost importance.

It has been found desirable to
supply it complete with an
additional 36 foot mast, making a
total height of 50 foot, eftectively
guyed and capable of being rotated.

An alternative ‘“ Multirod ” with
an additional 12 foot mast, making
a total 26 foot erection, with
chimney lashings and roof guys
is also being made available.

*L.688 semi-airspaced coaxial feeder for use
with “ Multirod” aerials in fringe areas. Price
2/3 per yard.
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The new range of

SenTerCel miniature K.T. Selenium rectifiers v RE
WD
2 | Y
have these unique features : /;\ Lo
P . . - ! mom
@ No limit to size of reservoir capacitor. @ A\ Eg;
B . B o oo
@ Withstands overloads such as charging cur- i ' Y=Y=)
rent of deformed electrolytic condensers. ; l
@® Low price. DRM1B 1375
. . . -DRM2B175"
® Small size and light weight. DRM3B 175"
® Simple mounting. 0-15”
2 : LI
® Outlast life of equipment. T
@ Instant starting.
@® Low heat dissipation.
DRMIB 225"
nnms DRMZB omse ~=— DRM2B 2-312“’
4 S ! DRM3B 2:312
« Maximum Output Current
f/ (3t35°C) RATINGS
TYPE [ DRMIB DRM2B { DRM3B
Maximam ambient temperature ,, .. | 33090 | 55°0 | 3500 5500 Z;5°0 | B5d0°C
Maximum output current (mean) .. |60 mA | 30 mA [{100mA | 60mA [120mA | 90 mA
{ W Maximum input voltage (rm.s.} .. .. 230 volts 250 volts 230 volts
100 200 Maximum peak inverse voltage .. .. 700 volts 700 volts 700 volts
Maximum instantaneous peak current . . TUplimited TUnlimited Unlimited
a 300 Maximum Input Voltage Weight .. .. .. .. .. .. 25 0z 35 oz 47 62
& > (r.m.s.) |
L—V_/ SELENIUM
RECTIFIERS
f\\ Maximum instantancous
Peak Current—unlimited ;
Pt Srandard Telephores and Cables Limired

K_-,__._..__ (Registered Office: Connaught House, Aldwych, London, W.C,2)

RECTIFIER DIVISION, WARWICK ROAD, BOREHAM WOOD, HERTS. Telephone: Elstree 2401. Telegrams: Sentercel Borehamwood
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“FIFTY and THIRTY WATT” CINEMA AMPLIFIERS
as illustrated for single or double P.EC. input with
separate adjustable bias. Full range of tone controls to
suit all needs with built-in Exciter Supply if required.

PRICES range from 343 gns. to 421 gns.

HIGH
QUALITY
REPRODUCTION

TYPE C.P. 20A AMPLIFIER

For AC Mains and 12 volt working giving 15 watts output,
has switch change-over from AC to DC and “ Stand-by ”
positions. Consumes only 5% amperes from 12 volt battery.
Fitted with mu-metal shielded microphone fransformer for
S ohm microphone, provision for crystal or moving iron
pick-up with tone control for bass and top. Outputs for
7.5 and 15 ohms. Complete in steel case with valves.

PRICE £28 .0 . 0.

FOUR-WAY ELECTRONIC MIXER

This unit has 4 built-in balanced and screened microphone
transformers, normally of 50-30 ohms impedance. It has
5 valves and selenium rectifier supplied by its own built-
in screened power pack consumption 20 watts. Suitable
for recording and dubbing, or large P.A. Installations
since it will drive up to six of our 50 watts amplifiers

Telephones : LIB 2814 and 6242-3

whose base dimensions it matches. The standard model has an output impedance of
20,000 ohms or less, and any impedance can be supplied to order. PRICE £24 .0 . 0.

OTHER MODELS IN OUR RANGE OF AMPLIFIERS
“SUPER-FIFTY WATT” - - - - - PRICE 36} gns.
“THIRTY WATT” - - - - - . - . 30% gns.
*10-15 WATT RECORD REPRODUCER “ ,, 2532 gns.

These are fitted in well ventilated steel cases with
recessed controls, as illustrated.

Full details upon request.
EXPORT ENQUIRIES INVITED,

VORTEXION LIMITED, 257.261 THE BROADWAY, WIMBLEDON, LONDON, S.W.19

Telegrams : *“ Vortexion Wimble, Londen.”
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the user=—

« 1 must congratulate you on your product
which I think is one of the best I have
heard. It compares favourably with much
more expensive speakers.”

the trade —

« T do agree with you when you state it to
be the best speaker in domestic use. Quite
candidly I will say it is the first time I have
been satisfied with a speaker for quite a
while . . .. I can now say to my friends and
customers ¢ There, that’s the type of
speaker you want.” ”’

the technical press-

« On a plane baffle the Concentric Duplex
gives a clean and full-bodied bass response
of surprisingly good quality for a 10 in.
diaphragm. The diaphragm suspension is
also of a type well suited for use in con-
junction with a cabinet of the ¢ bass-reflex’
type if this is preferred.”

«. Wireless World February 1950

Leaflet on request

WIRELESS WORLD May 1950

N\

S

chorus
of [
praise

for -
4
Dlentarian
Concentric Duplex

HIGH FIDELITY REPRODUCER

SPECIFICATION: Series Gap magnet of Alcomax 3.
Flux in LF gap 12,000 gauss on |” pole
» w» HF ,, 13,000 gauss ., . .
Power handling capacity, 6 watts. Frequency range
50-14,000 c.p.s. Fundamental bass resonance, 65 c.p.s.

Complete with matching transformer £
and filter condenser. 6 - 6 [ 0

WHITELEY ELECTRICAL RADIO CO. LTD - MANSFIELD - NOTTS - ENGLAND

m * ; 'sonen:onoa A range hof |0utput Trans- MINIFORD. A range of high quality trans-
i iormers designed to ensure high quality and reliable formers of economical design which provid
R CHARACTERISTIC performance. Suitable for single ended or push- excellent reproduction for domestic purpose:

CURVES pull circuits, they cover the widest limits of the but over a2 more restricted range of audio frequencies

%

"

of Somerford Trans-
formers showing fre-
quency response between Write . for our
latest Folder
giving complete
details of the

- .S

20 cycles per second and
25,000 cycles per second

are avallable upon SOMERFORD
request, and MINIFORD
’ Transformers

B . = - .

. e

' TRANSFORMERS

These two standard ranges of Output Trans-
formers will meet all the normal needs of the
home constructor. They provide a degree of
accuracy, quality and dependability which cannot
be surpassed.

audio frequency band. May be used with confidence than the Somerford Transformers, 2, 4 and 8 watt
for the most exacting circuits. types suitable for all outputs.

GARDNE RS PADI )

SOMERFORD - CHRISTCHURCH ° HANTS Q{Q/
Phone : CHRISTCHURCH 1025
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WESTON
75

Multi-Range
Test Set

WIRELESS WORLD 53

53 Ranges with Rotary Switch Selection
This uniquely comprehensive Test Set has 53 ranges for
measuring AC and DC current and voltage, resistance and
insulation. It is completely self-contained, with internal
batteries to provide power for the ohms ranges and self-
contained power pack for insulation measurement at 500 v.
Selection is carried out by two 20-position switches. A fully
protective safety device is fitted and is operative for forward
or reverse overload. The 150 division 6” scale is uniformly
divided and is fitted with an anti-parallax mirror. The set
is enclosed in a handsome bakelite case and fully complies
with B.S.S. No. 89 covering first grade instruments. Full
details of this, and other Weston electrical measuring in-
struments will gladly be supplied on request.

SANGAMO WESTON LIMITED

ENFIELD. MIDDLESEX

TELEPHONE: ENFIELD 3434 (6 LINES) AND 1242 (4 LINES)
TELEGRAMS: SANWEST, ENFIELD

AREA DEPOTS:

201 St. Vincent Street, Glasgow. Central 6208
Milburn House, Newcastle-on-Tyne. Newcastle 26867
22 Booth Street, Manchester. . Central 7904

33 Princess Street, Wolverhampton. Wolverhampton 21912
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ESSENTIALS

FOR THE BEST PRODUCTION!!
THE PHASE INVERTER SPEAKER

T —

Beloved by its
numerous users and
flattered by imita-
tion. Measuring only
29” high x 14" square,
this instrument pro-
vides the music lovers’
perfect answer to the
 Baffling*’ problem.
Response 25 to 13,000
cps ; fitted with the
famous Sound Sales
dual suspension audi-
torium unit. Input
impedance 6 ohms.

& Price £12 10 0

HEAVY DUTY OUT-
PUT TRANSFORMER
TYPE 036,
characteristic -~ 1db,
from 20-20,000 cps.

A Price £2 6 8

WEBB'S RADIO, 14, Soho St., London, W.1

supply all SOUND SALES products on Defsrred Terms

ALLOY CORED SCRATCH FILTER CHOKE

-
]
o | Va0
| N |
!
-5 ‘dﬂ
)
Y
\
-0 p— v
i1
v
-15 — P
Allfl [ 8%
-20 H
W
[0
=25
100~ 10000
A Tuped for maximum
rejection at 4,000 cycles

B Tuned  for maximum

TYPICAL RESPONSE CURVES e

WHERE SURFACE NOISE IS THE LIMITING FACTORTO
SUPREME QUALITY OF REPRODUCTION, fit a Sound
Sales alloy cored steep trough tuneable filter. We know the
problem of removing Surface Noise or Hetrodyne whistle is not
easy to solve; but the steep trough filter has so far produced the
most encouraging results we have encountered when using a com-
pact component which can be incorporated in existing apparatus.

CHOKE TYPE. C/SF, Dia. 21", length 3}" PRICE £1.8.9 cach
Obtainable directly from Sound Sales Ltd., appointed Agents, and the best Retailers

SOUND SALES LIMITED

MANUFACTURERS OF ELECTRONIC PRODUCTS SINCE 1931

Showrooms & Offices—
125, OXFORD STREET, LONDON, Ww.i
- GERrard 8782

Warks : Farnbam 6461/2/3

Contractors to the Admiralty, Alr Ministry, Ministry of Supply
G.P.O,, B.B.C., etc. On A.LD. List.

West Street, Farnham, Surrey. Tel :

—_—

MaAy 1950

PLAN YOUR
CAREER

RADIO - TELEVISION
and other INDUSTRIAL
ELEGTRONIC subjects

ELEMENTARY &
ADVANGED COURSES

DAYTIME
i e Principles and Practice of Radio—1 year.
e Telecommunication Engineering—2 years.

[ Electronlc Engmeermg———3 years (including one
year’s practical training in E.M.I. Factories)
leading to C & G full Technological Certificate.

® Marine and Air Radio Officers’ Course (for
P.M.G. Licence).
ailso HOME STUDY
e Radio e Television @ Industrial Electronics
| ® Maths. e Physics.

Write for FREE BOOKLET to Dept : 16

E.M.L. INSTITUTES

| 10 PEMBRIDGE SQUARE, NOTTING HILL GATE, LONDON, W.2
| Telephone: BAYswater 5131/2.

Associated with
YH.MV."”
MARCONIPHONE

COLUMBIA
ETC.

3H, %II, 6//
RECTANGULAR
| INSTRUMENTS

PULLIN

These three rectan-
gular instrumencsare
designed on symme®-
rical fines, thus givin;
a distinctive clear
open scale ani{
pleasing appearance.
Each size available
inallstandard ranges.
The Series 65 and 35
can be fitted with
dial illumination.

Series 65

MEASURING INSTRUMENTS (PULLIN) LTD.

Electrin Works, Winchester Street, Acton, London, W.1.
| :Telephone ACOrn 4651/3 & 4995
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CRAFTSMANSHIP

““ I can most certainly say at this stage that the workmanship and finish are of a quality
which | have never before encountered in the radio industry, despite the fact that my
association with the industry in one capacity or another extends back over 27 years. |
think you are to be congratulated all the more on this achievement in view of the increasing
tendency nowadays towards inferior workmanship and design."’

Part of a letter from a purchaser who is a very well-known engineer
and whose identity is known to the Editor of ‘* Wireless World."

UNDER CHASSIS VIEW OF THE TL/12 POWER AMPLIFIER

LEAK equipment is built to laboratory standards in materials and workmanship by experienced men.
TL/12 TRIPLE LOOP FEEDBACK AMPLIFIER Price £25.15.0 RC/PA REMOTE CONTROL PRE-AMPLIFIER Price £6.15.0

The high standard of workmanship of the TL{12 amplifier is apparent on inspection. Our
claimed performance figures are substantiated by a NATIONAL PHYSICAL LABORATORY
REPORT on tests they have made of the TL/12. We are the only amplifier manufacturers
who publish such a report.

These amplifiers are the choice of many distinguished audio engineers for high quality
reproduction in their own homes.

APPLY TO YOUR LOCAL DEALER FOR FREE |6-PAGE ILLUSTRATED BOOKLET W/TL/I2
OR WRITE TO US.

H. J. LEAK & CO. LTD. (Est. 1934)
BRUNEL ROAD, WESTWAY FACTORY ESTATE, ACTON, W.3.
Fhone: SHEpherds Bush 1173/4. Telegrams: Sinusoidal, Ealux, London. 8 Foreign: Sinusoldal, London.
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D. COHEN x
RADIO & TELEVISION COMPONENTS
MAINS BURGOYNE _SEVEN ENERGISED
TRANSFORMERS ~ SECOND SOLDERING SPEAKERS
Universal Replacement Type. ROLA 64in. 700 ohm field with

Primary 200/250 v., 280-280 v.
60 mA., 6 v. tapped 4 v. 2 amp.,
5 v. tapped 4 v. 2 amp., 6 v.
0.3 amp. 10/6, plus /- post and
packing.

350-350 v. 130 mA., 6 v. 5 amp.,
5 v. 3 amp. Primary 200/250 v.
18 6, plus 1/- post and packing.
Heater transformer, 6 v. 1§ amp.
Primary 230{250 volts. &/ plus
9d. post and packing.

Standard output transformer,
5000 obhm imp. 3{3, plus 6d.
P. & P.

Midget O.P. transformer, 5000
ohm imp. 2{9, plus éd. P. & P

S5moothing choke, [0 Henry
80 mA. 3/9, plus 6d. P. & P.
S5moothing  choke. Midget.

40 mA. /I, plus 3d. P. & P.
Line matching transformer. Pri,
imp. 500 ohms. 5ec. IS5 ohms,
10/-.

Mains Transformer—primary | 10-
250 v. secondary 350-0-350 v.
250 ma. 6 v. 4 amp. 4 v. 3 amp.
quarter inch gap between lamina-
tions and bobbin, extra heaters
could be easily wound, £2/2/-,
plus 2/- post and packing.
Semi-shrouded drop through type
primary 200-240 v. secondary
350-0-350 v. 80 ma. 6 v. 3 amp.
5 v. 2 amp., 15/- plus |/6 post
and packing.

Heater Transformer, 2.4 or
5 v. 2 amps. primary 230-250 v.,
7/6 plus |/- post and packing.
Car Radio Vibrator Transformer.
6 or 12 v., /-, plus 1/-.post and
packing.

Auto Transformer 110-250 v.
input, 70 v, 0.2 amps. and tapping
for dial famp. 5/-, plus |f- post
and packing. Small dimensions.

ELECTROLYTIC
CONDENSERS

2 mfd. 250 work. 9d.

50 mfd. 50 work. 1/9.

16-24 mfd. 350 work. 2/I1.
100 mfd. 12 v. work. 1/3.
16-16 mfd, 450 work. 3/6.

50 mfd. 12 v. work. /-,

25 mfd. 25 v. work. I/

8 x 32 mfd. 450 work. 4/-.

16 x 8 mfd. 450 work. 3/9.

8 mfd. 450 v. work. /11,

500 mfd. 6 v. work. /3.

250 mfd. 12 v, work. 1/3.

16 x 32 mfd. 450 v. work. 4/6.
8 mfd. 500 v. BR 850. 2/é.

16 mfd. 500 v. BR 1650. 3/6.
8 x 8 mfd. 450 work. 3/3.

30 x 30 mfd. 350 work. 3/9.

P.M. SPEAKERS

with  less
Size trans. trans.
5InY .oveeot 12/6
64in. 12/6  8)9
8in. .. 14/3 119
10in. .... 1716  14/6

Post and packing on above items
1/- each extra.

200/250 v. input.

plus 1/6 post and |3/6
packing. Copper bit, éd.;
automatic switch assembly,
I/-, plus 6d. post and
packing.

CONSTRUCTOR’S
PA RcEL illusi:ned.

Comprising 5-valve super-
het chassis with trans-
former cut-out, size |33}in,
x 6in. x 2in., with L.M.&S.
scale, size 7in, x 5in. Back-
late two supporting
rackets, drive drum,
pointer, two-speed spindle,
twin  gang  condenser.
Mains  transfcrmer 250/
250 v. 60 mA., 6 v. 3 amp.,
4 v. 2 amp.
a nd 6fin.
ROLA ener-
gised speak-
er with O.P,
transfcrmer,
Complete,

27/-
Plus 2/~ post
and packing.

5-VALVE SUPERHET
CHASSIS wicth cransformer

cuc-out, size 3fin. x 6in. x 2in.

with . & 5. scale, size
7in. x Sin. Two supporting brackets, drive drum, 6/6 Plus 1/6 post
pointer and three pulley wheels. Complete. and packing.

L]
6-STATION SWITCHED SUPERHET COIL UNIT, by famous manu-
facturer. ldeal for Car Radio or radio set. Range coverage Pos. |, 200-300 m. ;
2,250-360 m. ; 3, 250-360 m. ; 4, 320-460 m. ; 5, 400-550 m. ; 6, 1100-1850 m. ;
ro oscillator required for lining up, complete with Circuit, 15/6, post and
packing, 1/-.

PRE-ALIGNED MIDGET 465 Kc. MIDGET IFs, made for the above Coil
Unit, 8/6. post and packing éd.

CHASSIS TO FIT COIL UNITS AND IFs, size |ltin. x 5{in. x | in., 2/6.

MAINS TRANS.TO FIT ABOVE CHASSIS. Pri. 200/250 volt. Sec.250-0-
250 v. 60 mA. 6 v. 4 amp., 13/6, post and packing /-,

CONSTRUCTOR'’S PARCEL, comprising chassis 10in. x 54in. x 2in,, with
speaker and valve holder cut-outs, RQLA S5in. P.M. with O.P. trans. twin gang
with trimmers, pair of TRF coils, 4 International Octal valve holders wave
change switch and Erie 20k pot with switch, 17/6, plus |/6 post and packing.

SUPERHET COIL KIT, comprising medium and short wave coils, twin gang,
pair of 465 IFs, 6 pole 3 way switch, 6 trimmers, two trackers and S-valve
superhet chassis with {F and speaker cut-outs. 14/6, plus 1/- post and packing.

BUTTON NEON INDICATOR.
plus 6d. post and packing.

c/w. brass batten holder 230 v, /-

STANDARD 465 KC. I.F.’s. Air cored Q.110, é/- per pair.

STANDARD 465 KC. I.F.’s. iron cored Q.120, 7/- per pair.

MINIATURE 465 KC. I.F.’s, Type P:MOOB, 12/6, plus 6d. post and packing’
CERAMIC 220 pf. tolerance 109, £4 per thousand.

VALVE HOLDERS. Paxolin International octal. 4d. each. Moulded Inter.
national octal, 6d. each. EF50 ceramic 7d. each. Moulded B7G slightly soiled
éd. each.

LINE CORD. 3.way 0.3 amp. 180 ohm per yard, 10d. per yaro.

POST ORDERS ONLY

O.P. trans. 5000 ohm imp. |1/6

Less trans....cc..cceeeenenn. 9/6
8in. 2000 ohm field with O.P.
trans. 5000 ohm imp.. 15/6

Plus |{- post and pa g
Sin. Mains energised 1,000 ohms
field with O.P. trans, 5,000 ochm
imp. 12/6 plus /- post and
packing.

TUNING CONDENSERS

.0005 twin gang with feet, 4/-.
.0005 twin gang, fitted feet,
crimmers and drum, 4/7.

Midget .00037 twin gang, fitted
trimmers and Perspex dust
cover, 6/6.

.0005 tuning condenser, 2/3.
Post on the above items, 6d.
extra,

POLISHED WALNUT
RADIO CABINET

ISin. high. 17in. long. 10in.
deep. ¢/w. L.M. & 5. dial. Size
94in. long x 44in. wide, and §
valve superhet chassis. Valve
holder and transformer cut-
outs. 27/6 plus 2/- post and
packing.

MAINS DROPPERS
.2 amp. 1000 ohms tapped $00
ohms. 1{9, post 3d.

.2 amp. 717 ohms, tapped 00
ohms. 1/6 post 3d.
.3amp. 490 ohms tapped. 2/6 ea.

WAVE CHANGE
SWITCHES

6 pole 3 way. 1/2.
3 pole 2 way. /2.
6 pole 2 way. /2.
S pole 3 way. 1/2.

WHITE KNOBS

12.sided, ljin. dia., §in. deep.
5d. each.

BROWN KNOBS

#in, dia. 4d. each.

BLACK KNOBS

bushed,
€4 per

Serrated edge, brass
quarter inch spindle.
thousand.

VARIABLE TRACKERS

300 x 300, 100 x 500, 100 x 220,
500 x 750, 2100, 150 x 150, 1000 x
1000, 250 x 250, Ceramic bases,
9d. each.

METAL BRAIDED WIRE

with PVC outer insulation.
6d. per yard.
POSTAGE STAMP
TRIMMERS

S0pf. 4d. each.

67 RALEIGH AVENUE, HAYES, MIDDLESEX
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Now Ready!
PREMIER TELEVISOR KITS

FOR LONDON AND BIRMINGHAM
USINC 9" OR 12" MACNETIC CR. TUBES

| including all parts, valves and loud-
£19:19-0 ;peaker, but excluding C.R. TUBE

(Carriage and Packing 15/-)

CIRCUIT DETAILS - _. SN

The Vision Receiver consists of 4 R.F.
stages (EF54’s) which are followed by a Diode
Detector and Noise Limiter (6H6) which is
directly coupled to the Video valve (EF54).
Complete Kit with valves, £3/16/0.

Carriage and packing 2/6.

/

The Sound Receiver comprises 3 RIF.
stages (6SH7’s) followed by a Double Diode
Triode (6Q7), which acts as Detector and
L.F. Amplifier. A Noise Limiter (EA50) is
also incorporated. The output vaive (6Vé6)
drives a 10in. P.M. Moving Coil Speaker with
closed field magnet, which is included in the
Time Base Kit.

Complete Kit with valves, £3/1/0.

Carriage and packing 2/6.

The Time Bases employ blocking oscil-
lators on both Line (6SH7 and 807}, and Frame
(VRI37 and 6V6). E.H.T. (Non-fethal) is
taken from the Line Output Transformer
through a voltage doubler employing two
valves (VUIll). The Sync separators are 6H6
and 6Vé.

Permanent Magnet Focusing.

Complete Kit with valves, £8/5/6.

Carriage and packing 5/-.

The Power Supply is from a double wound
mains transformer completely isolating the
receiver from the mains. The H.T. Rectifier

is a S5U4G. CONSTRUCTION

Complete Kit with valves, £4/16/6.
Carriage and packing 5/-. BOOK
EACH KIT OR INDIVIDUAL PART AVAILABLE SEPARATELY 3/_

The following sensitivity figures prove that the Premier Televisor Kit is capable of
reception at greater distances than any other standard commercial kit or receiver whether

T.R.F. or Superhet.
VISION RECEIVER

. ) please state
Sensitivity ; 25 uV for 15V peak to peak measured at the Anode of the Video Valve.
Sound Rejection ; Better than 40 db. “MAGNETIC”
Adjacent Sound Rejection ; Midland Model. Better than 50 db.

SOUND RECE!VER Construction Book

When cordering

Sensitivity ; 20uV. Vision Rejection ; Better than 50 db.

167 LOWER CLAPTON ROAD, LONDON, E.5
Telephone : AMHerst 4723
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PREMIER MIDGET RADIO KIT. Due to gremtly
Increased production we are now able to offer this Kit
at a grestly rduced price. Including an attractive
Brown or Ivory Bakelite care, 12in. long x5in, wide X 6in.
high. The valvelineupir8K? 6J7,8V6 and a Selenium
Rectifier in the A.C. model; and 6K7, 6J7, 26A8 and a
Selenium Rectifler in the A.C./D.C. model. Both are for
use on 200 to 250 volt mains. The dialisilluminated, and
the receiver presents a very attractive appearamce.
Coverage i3 for the medium and long wavebsnds.
Complete kits of parts with cabinet and diagrams,
£4/19/8. inc. Purchare Tux.
State if A.C. or A.C./D.C. is required.

PREMIER MIDGET SUPERHET KIT. This powerful
Midget Buperbet Receiver iz desizned to cover the short-
wave bands between 16 and 50 mtetres and the medium
wavebands between 200 and 557 metres. Two models
are produced, one for 200-250 volt A.C. mains, and the
other for 200-260 volts A.C. or D.C. mains. Both are
supplied with the same plastic cabinet as the TRF
Receiver. The A.C. valve line-up is 8KS, 6K7, 6Q7,
6V6 and a Sclenium Rectifier. The A.C./D.C. line-up is
the same, with the cxception of the output valve, which
is a 25A6. The lialis illuminated, making a very
attractive receiver.
Complete kit of parta with ceblunet and dlagrams,
£6/19/8, inc. Purchase Tax.

Btate if A.C. or A.C./D.C. is requirad.
‘PLASTIC CABINETS, as illustrated ahove. In Brown
or Ivory, 17/6.

COLLARO AUTOMATIC RECORD CHANGERS,

Type RC500 Rim-drive. Plays nine 10ln. or 12in.
records. A.C. 100/250 v., with High Fldelity Magnetic
orlci)rgn;nl Pick-up, £10/15/-. With Sapphire 8tylus,
£11/8/4.

COLLARO GRAMOPHONE UNITS.

High-grade Rim-drive Motors, complete with Pick-up
and Automatic Stop-Start. A.C. 100/250. With Mag-
netic Pick-up, £5/3/2. With Crystal Pick-up, £5/17/7.

COLLARO GRAMOPHONE UNITS AT NEARLY HALF
PRICE. Motor, Tone arm and Pick-up in one umit.
Auto Stop-8tart, variable speed, 12in. turntable. Induc-
tlon Motor for 100/250 v., 50 coycles, with Magnetic
Pick-up, £6/6/-. With Crystal Pick-up, £7/4/8.

CONRAD GRAMOPHONE MOTORS.
A reliable Rim-drive Motor for A.C. 200-250 v. operation
£2/17/6, with Turntable.

GOVERNMENT SURPLUS MAJNS TRANSFORMERS.
All are for use on 230 volt 50 cycle Mains.

Type Price.
42 500-0-500 v. 170mA., 4v.4a. ............ 25/
53 250-0-250 v. 60mA., 5 v.2a., 6.3 v. 2-3 a. 15/~
54 278-0-275 v.60mA., 6v.22.,83v.2-3a... 15/-
56 250-0-250 v. 100 mA., 5v,24.,83v. 35a... 176

WILLIAMSON AMPLIFIER KIT.

We can supply the Kit of Parts for the lateat version of
this famous amplifier cowmplete in every detall for
£10/10/-, with Valvea,

WILLIAMSON AMPLIFIER QUTPUT TRANSFORMERS
to specification, 63/-.
Mains Transformers, 45/-.

H.T. ELIMINATOR AND TRICKLE CHARGER KIT.
Al parts to construct an eliminator to give an output
of 120 voits at 20 mA. and 2 volts to charge an accum-
ulator. Uses metal rectifier. 35/-.

TELEVISION AERIALS. The K.A. Loft Aerial for those
clese to the transmitter, London or Birmingham
frequency, 20/-.

WALL FIXING DIPOLE, 32/8.

WALL FIXING DIPOLE, with reflector, 60 -
\ See our new catalogue for complets ranze.

MULLARD MW22/3 9in. MAGNETIC TUBES. We can
offer a limited quantity of these new and unused Tubes
at £8/15/-. 70 CALLERS ONLY.
V.C.R.87. C.R. Tubes.
size picture, 35/~ ench.
‘The following C.R. Tubes at low prices. All perfect.
Type Diameter Persistence Price
NC18 (CV66) . 6in.

New an¢l tested to give full-

T.ong 5/-
ACRS (CV 1381) G3in. short 15/-
VCR112 (CV1112) gim. Short 15/-
VCRS17E (CV1595) in. Long 20/~
VCR522 (CV1522) 8hort 15/-

17in
Alt have 4 v. Heaters. Screen colour is green.

TRANSMITTING AND SPECIAL PURPOSE VALVES.
10/- L 18 (OV1197) /=

BGI .......... 25/-
832 HYllJB((‘\'.iﬁos) 15/~
V868 (O MR300/E(0V3058) 15/~
EL266 ©v15) /=
10/~

5/«

1625 5/

mg ©V187) .. 6/8

: L 956 (CV649) .... 3/6

U17 (CV1113) 5/~ NS2(CVIeW) .. fe
1232 (Vo) 20/- CV67 (Klystron) /-
PT25H (QV1046) 5/- QUL (OV1072) .. 8
VU133A (OVH4) 8/6 1626 (CV1755) /8
ADI (GV1314) 6/6 BLE: (OV1102) /6
DQP (CV1141) 68/8 QUI (CV1262) /6
717A (CV3594) 8/6 V1906 (CV20) .. /8
B/S Magnetron CVISI0 ........ 8
©Vi86) ....... 40/-  E1359 (CVi6) 40/-

ELECTRON MULTIPLIER PHOTO CELL TUBES.

Type 931A. Brand new. Guaranteed, 30/-.

Base, 2/8.

T.V. WHITE RUBBER MASKS.

We can now supply a speclally designed White Rubber
Mazk for 6in. O.R. Tubes at 7/8 each.

9in. White Maske, 9/6. 12in. White Masks, 15/-.
SUPER QUALITY TELEVISION MAGNIFYING LENS.
to suit 5in., 6in. or 7in. Tubes. Increass picture size
considarably, 25/- each.

PERMANENT MAGNET FOCUS POTS.
all Tubes, 15/-. Please state Tube used.

Available for

THE NEW
PREMIER 1950 CATALOGUE

contains all the newest TV Kits, Com-
ponents, Aerials, Tubes, etc., in addition to
thousands of Radio Bargains.

Now ready — 3d.

SUPER MOVING COIL MIKE AND STAND. We fuve
purchased the entlre stock of a famous Manufacturer of
PA Equipment at a very low price, and are otfering a
£5/5/- Buper Moving Coil Mike, with a chromlum plated
folding stand to match. The list price of the stand was

£3/8/-.
WE OFFER THE PAIR AT 79:6. VLESS THAN HALF
THE USUAL PRICE.

We can supply all parts from Btock for the VIEW-
MASTER Televiror. For London or Birmingham.
Instruction Booklet, §/-, post free.

A LARGE NEW PURCHASE ENABLES US TO OFFER
AT A LOWER PRICE THAN EVER R107, ONE OF
THE ARMY’S FINEST COMMUNICATIONS RECEIVERS.
(See * W.W."” August, 1945.)

9 valvar, R.F. amp. ore. Frequenzy Changer, 2 1.F.a.
(485 ke.). 2nd Detector, A.V.C. Af. amp. B.F.O. AC.
waing, 100-250 v. or 12 v. aceum. Frequency raDge
17.0 to 7 Mefs, 7.5 Mc/s to 2.9 Me/s, 2.0 to 1.2 Mcja.
Monitor L.8. built in. Complete. Write for full Aetails.
Price £12/12/-, plus 21/- carriage and packing.

BATTERY CHARGERS.

Inpnt 100/‘250 v A.C Ou'.pu'. 13 volta at 16 ampa.
output. TUsual price £24,
Our wrice, £10 10/- each, plus 10/- carriage.

AC. ALL-WAVE SUPERHET CHASSIS.

7 valves tplns metal rectifiers) for 200-260 v., 40-60
cycle A.C. mains.

4 Wavebands, 13.6-52, 51-200, 200-550 and 900-2, 100
inetres.
Pick-up input. Uses 6K7, 8KS8, 8K7, GBS, 8J7 and
2-6V6 in push-pull, giiveg an output of 10 watts.
Speclally designed OP transformer to match 6VE's to
3 and 15 ohm spcakers.

Negative feedback is applied over 3 stages giving a high
fidelity output. Toune controlisincorporated.
Completely wired and tested. £15,17/9d.

Also available for A.C./D.C. Majns. Specificatlon as
above except that valve line up is 6K7, 6K8, 6K7, 6Q7,
6J7, 2-20A6. In Kit form at £13.8/104.

ALUMINIUM CHASSIS. 16 8.W.G. substantlally made
of bright aluminimn with four sides.

Price
7 x 3% x 2in. 3/3
9} x 4} x Zin. 4/~
10 x 8 X 2}n. .. 5/6
12 X 9 x 2iin. ... 68
HxdX2kn. ...l 611
16 x 8 73
20 x 8 771
o % 10 10/-
10 x 9 6/3
12 x 10 8,10
14 x 10 > 711
18 x 10 » uin. 8/6
20 % 10 x Jiu 10/-

MAINS NOISE ELIMKNATOR KIT.
Two d hoke-u with three asmoothing

LOU’DSPEA!ERS by famous makers.
Hn.

3hin., 9/~ din., 12/6
5in. 10/- 10in. 23/8
6in. 138 12in. 39/6

MOVING COIL EARPIECES.
Comprise a 1{in. Moving Coil Loudspeaker fitted with
noise excluding rubber caps. Make excellent Mikes.
Phores or Speakers, @/~ each.
SPECIAL HEADPHONE OFFER. High-grade Double
Hesadphouen. using balanced armature units, D.C. Rea.
80 ohms, 3/@ per pair. Matching transformerif required,
216 each.
SPECIAL OFFER OF ELECTBOLYTIC CONDENS;:/RS

16 + 16mf 500 v. working. 11
8 + Bmi 500 v. working ... 4/3
82 + 32mf 3560 v. working, alf. canu 411
32mf 350 working. . 2/
16mf 350 v. worldng 26
16mf 450v. working, ‘cardboard 38
8mf 4560 v. working, cardboard 23
4mf 500 v. working, cardboard .. 28
16 4 8 450 v. working, ali. cans 4111

All Capacitiesand Voltages available.

MOVING COIL METERS. All 2}in. outside dismeter.
1 mA, 7/8; 5 mA, §/-;50 mA, 8/@ ; 160 mA, 6/-;
20 amp., 7/6 ; 40 smp., 7/8 20 v., 5/9 40 v., 5/9 ;

condensers with circuit dia . Outs out all mains
noise. (an be assembled mxlde existing receiver.
@/= complete.

CO-AXIAL CABLE.

Super quality cable, consisting of a centre copper core.
& polyvinilreain typeinsulator,a flexible screen, s weather-
proof P.V.C. outer cover. Just the thing for Televisinn
lead-in, super mike cable, etc., 80 ohms lmpedance,
Cat. No. 0.758, 3d. per foot.

GRAMOPHONE AMPLIFIER KIT.

Consists of Compiete Kit of Parts for a 2} watt, Mains-
operated 2-stage Amplifier for use with any type of
pick-up. Volume and tone controls ure lucorporated.
Cutput impedance is 3 ohms.

Cat. No. AMP147. Price compiete, 85/-. For 200-260 v.
inains with vaives and diagrams.

SECTIONAL WHIP AERIAL. Seven sections which plug
into each other making an aerial 14ft. iong. Thinnest
section kin. diam., thickest section Rin. diam. Weather-
proof enamel. 3/@ euch compiete.

INSULATED BASE for ahave, 2/8 each.

METER KIT.
A FEBRANTI 500 MICROAMP Mc METER wn.h
h
. 60, 150 and 600 volts DO Bcale 1engt.h

500 micmamps /8. All 3!ln. nuuxde . l mA.

1%in., 2}in. 10/~ the complete kit.

15/11 30 mA, 10/8 ; 200 mA, 8/8 : 500 mi
Th le mewrs Ztin.. 2.5 amp., B8/~ ;
,)- ¢+ 3tin. 2 amp., 8'6 ; Eleutroutn. lc

5 EV. ELECTROSTATIC VOLTMETER. Scale length
3{in., flush mounting, 4iin., diameter, £2/10/-.

207,

EDGWARE

EDGWARE ROAD,
All POST ORDERS to 167, LOWER CLAPTON ROAD, LONDON, E.5.
ROAD

W.2

IS OPEN UNTIL

Phone : AMBassador 4033

6 p.m.

'Phone : AMHerst 4723
ON SATURDAYS

AND AT —
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WE ARE NOW SUPPLYING

NEW LCT)NG RANGE TELEVISOR KITS
FOR° THE LONDON OR BIRMINGHAM FREQUENCIES

at the same price as the standard kit

£17 -17 - 0—

As is usuatin all Premier Kits every single item down to the last Bolt and Nut s supplied. All chassis are punched and
layout diagrams and theoretical circuits are included.

Five Easy to Assemble Kits are supplied :—

VISION RECEIVER with valves, carriage 2/6............ £3 13 6
SOUND RECEIVER with valves, carriage 2/6 ......... €214 6
TIME BASE with valves, carriage 2/6.............c.ccueeee. . £2 7 6
POWER SUPPLY UNIT with valves, carriage 5/-...... £6 3 O
TUBE ASSEMBLY, carriage and packing 2/6............ £218 6

This unit includes the VCR97 Tube, Tube Fittings and Socket and

a 6in. P.M. Moving Coil Speaker with closed field for Television.

The Instruction Book costs 2/6, butis credited if a Kit for the complete

Televisor is purchased.

Any of these Kits may be purchased separately ; in fact, any single

part can be supplied. A complete priced list of all parts will be

found in the Instruction Book.

20 Valves are used, the coils are all wound and every part Is tested.
)l you need to build a complete Television Receiver is a screw-
river, a pair of pliers, a soldering iron and the ability to read a

theoretical diagram.

The following sensitivity figures prove that the Premier Televiscr Kt is capable
of reception at greater distances than any other standard commercial kit or
receiver whether T.R.F. or Superhet.

VISION RECEIVER.

Sensitivity ... ... 25uv for |5v peak to peak measured at the
Anode of the Video Valve.
Sound Rejection ... Better than 40 db,
Adjacent Sound Rejection ... Midiand Model. Better than 50 db.
SOUND RECEIVER.
Sensitivity ... ... 20uv. Vision Rejection, better than 50 db.

A well-made walnut finish PEDESTAL CABINET is available from stock at
£5/10/0 plus 7/6 carriage and packing.

Working Models can be seen during transmitting hours at our Fleet Street and Edgware Road Branches.

PRE-AMPLIFIER FOR FRINGE RECEPTION AREAS

We can supply the complete kit of parts to make this wide band width Pre-
Amplifier, using 2 EF54 Pentodes. Powered by the TV Kit, it is completely
screened. With all parts, valves, chassis, diagrams, etc., 27/6. Al parts
avaitable separately.

When ordering Televisor kits

" PLEASE STATE IF THE LONDON OR BIRMINGHAM MODEL IS REQUIRED/

—152=-153, FLEET STREET, E.C.4 Phone : CENtral 2833
Terms of Business : Cash with order or C.O.D. over £, Send 2d. stamp for list.
207, EDGWARE ROAD IS OPEN UNTIL ép.m. ON. SATURDAYS
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MORE SALE BARGAINS=

Especially low prices only until May 31st.

Half As Much Picture Again

HE 6in. tube VCR.97 gives a picture

approx. sin. X 4in. or 20 sq. in., &
7-in. tube would give a picture 6in. X sin
or 30 sq. in., in fact half as much again.
We can supply a 7-in. tube which has same
base and same connections as the VCR.g7,
also approx. the same working voltages,
but requiring a little more frame and line
amplitude—fluorescence is  green. The
type number of the tube is CV961, the sale
price is 37/6, plus 2/6 carriage and packing.
The tubes are new and unused, the serial
number will be entered on your invoice and
should it give trouble within six months it
will be replaced.

Power Pack Type 392

THIS is an extremely useful unit which

works off A.C. without modification
giving an output of 700 v. D.C. adequately
smoothed. Here is a list of the components
contained in the power unit : Mains Trans-
former for 200-250 v. so cycle, with secon-
daries of 700-c-700 v. at 70 mA,, 4 v. at 2.5
amps, 12.§ v. at 1 amp. (Note these are
Admiralty ratings the transformers will
stand at least twice these figures). Also
two rectifier valves type CVs4, 10-watt
resistors, three 4 mfd. 100 v. condensers,
L.F. choke, 10 henry 100 mA., 2 slydlok
fuses. The power pack is unused and is
contained in a louvred case size 12in. X siin.
X 8%in. Sale price 47/6.

Receiver Type 78

THIS covers the wave band 2.4 to 13 Mc/s

and it is also fitted with a 1,000 Kcjs
crystal with an internal arrangement whereby
its oscillator can be accurately checked with
the crystal, the sets are 5 valvers and they are
brand new and unused. Size is 64in. x
8}in. X 10in. approx. Sale price is 30/-,
plus 7/6 carriage, etc.

Special Purpose Valves
WE hold a very good stock of valves of
all types and for all purposes, and
because we have bought in big quantities
from the Ministry’s most of our prices are
ridiculously low when compared with others
or with the original pricee If you have
been wanting valves for experimental pur-
poses or to hold as spares for any equipment,
this is obviously the time to buy, for instance
we have 250 w. R.F. outputs for only 17/6
each.
During our sale period all prices are con-
siderably reduced, but, of course, the quality
of the valves remain the same. Unless
otherwise stated all are new and unused,
mostly in original cartons. As a sample of
Sale Prices and types we quotc from our
list: VU29 2,000 v. 600 mA. mercury rect.,
7/6, VU111 s,000 v. rectifier 4 v. heater,
§/-, VT3r 250 w. R.F. output triode, 17/6,
VUso8 8,000 v. 125 mA. rectifier, 12/6,
GR2 4 v. thyrawon. 9/-, 2D21 midget
thyratron, 11/6, VRerI 6.3 v. R.F. pentode,
6/6, 813 250 watts output Tetrode, 3§/-.

Metal (Mine) Detector

OR the detection of ferrous or mnon-

ferrous metals, under ground, under water
or in animals, timber, chemicals, etc., etc,
originally intended for detecting mines by
one of our allied armies. This equipment
has never been used. We have to clear the
warehouse in which these are stored, and,
thercfore, we are offering these complete
Mine Detectors for less than the cost of the
transit case alone, The equipment comprises
a 3-valve battery amplifier in a stecl case,
a shoulder haversack, and long counter
balanced search coil, short search coil, head-
phones, junction box, sensitivity measuring
stick and operating instructions and circuit
diagram. The onginal cost of this equip-
ment was enormous, but as we have to
clear our store, we will supply while
they last at the very low figure of 22/6, plus
8/6 carriage. We understand that t}':esc
Mine Detectors were tested and in working
order before being stored, but in view of the
very low price, we can give no guarantee
other than of completeness.

Radar Receiver 3084

THIS requires only the smallest modi-
fication to make it into a combined sound
and vision recciver, for T.V. Main contents
are; 7, EFso—2, VR136 (EFs4) 1, VR137,
1, HVR2—i1, R3, 1, EAso. Wire wound
variable resistors, small 8o v. A.C. motors,
wide band I.F. strip, brand new in original
manufacturer’s packing. Sale Price 49/6,
plus partly returnable packing case deposit
and carriage charge of 10/,

Indicator Unit Type 6

AS specified for the  Wireless World »
oscilloscope (reprint of data 9d.), also
for the Inexpensive Televisor (booklet 1/6)
and our Mark I Televisor (constructor’s
envelope, 2/6). These indicators are
brand new in manufactuger’s original packing,
and they contain many hundreds of useful
components, VCR.97 6in. Cathode Ray
Tube, 4—EFso valves, 3 other valves,
hundreds of wire wound pots, condensers,
resistors, switches, etc. Sale Price {3/19/6,
plus partly returnable packing case deposit
and carriage charges.

Communications Receiver

R1155 ¢

THIS is one of the finest communication
sets ever made. Designed by leading
englneers and made by one of our famous
Companys, this receiver will undoubtedly
give you years of good listening. Most
readers will know it fairly well. The receiver
covers the broadcast bands, long waves and
medium waves, and short waves up to 20 Mc/s.

It contains 10 valves and really brings the
stations in. Sale Price £6/10/- for a good
complete receiver.  £7/10/- same grade
receiver tested and re-aligned, etc., £8/1s/-
for unused receiver—£9/15/- unused receiver
tested and re-aligned, all plus partly returnable
packing case deposit and carriage charge of

10/-.
Crystal Substitute. TUS5B

HIS very famous tuning unit has been
referred to by one of radio’s lcading
journals as an efficient crystal substitute. For
instance for band spreading it has a micro-
meter dial which gives 2,500 divisions of the
180° of rotation of the tuning condenser.
In addition the unit has a high Q tank circuit
which has temperature compensated coils,
4 temperatuie compensated tuning con-
densers, all efficiently made up in a black
crackle case. This tuning unit covers the
band from 1.5 to 3 Mc/s. We will supply
(where 1equested) a copy of the article which
appeared in the radio journal showing how
this can be converted into an efficient V.F.O.
The total cost of the extra parts if you have
to buy them all from us is less than £x/10/-»
so as the price of the TUsB is only 12/6 your
V.F.O. will not be a costly item. In addition
a TUSB can quickly become a transmitter or
one of many other devices. Sale Price 12/6,
plus 2/6 carriage and packing.

Indicator Unit Type 162

THIS contains 2 Cathode Ray Tubes, one a

6in. type VCR.s17, which many con-
structors claim to be equal if not better
than the VCR.97. The other a 3in. ®pe
VCR.139A which makes a very fine oscillo-
scope, in fact an article giving full construc-
tional details appeared recently in a radio
journal. Further, this indicator unit contains
9 very useful valves, all 6.3 v. types, a Klystron,
a milliameter, a 24 v. motor, and literaily
hundreds of all other parts, condensers, pot
tneters, etc, etc. Sale Price 39/6, plus
partly returnable packing case deposit and
carriage charge of 10/-.

Indicator Unit Type 182A

THIS again contains a VCR.s17 Cathode

Ray Tube, in addition there are also
eight valves as follows: 3—EFs50, 1—sU4,
4—SP61’s. Components include numerous
pot meters, condensers, resistors, etc. Sale
Price, 39/6, plus pattly returnable packing
case deposit and carriage charge of 10/-.

American Type 6 Indicator

HIS indicator is virtually a copy of
our Type 6 which you will remember
contains the VCR.97 tubc, and many valves
of such types as EFso’s. It contains the
Cathode Ray Tube type sBP1 which is the
American equivalent of the VCR.97. It is
a very useful unit and in addition to being
useful for television work it can be converted
most quickly into a ’scope. During this
month the Sale Price is only 49/6, plus 10/-
carriage and packing case deposit, and to all
purchasers we will present a free copy of the
data showing how the 'scope can be made up.
Alternatively, we will suppiy the data separate-
1y at 2/6 per copy.
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. . (Details of the complete circuit will be 142 ]

R1355 With R.F. Unit o 1 A il Building a Car Radio?

SUITABLE for making the Birmingham Alternatively, if you don’t want to build a IF so you will need & Vibrator unit. We

version of the ‘“ Inexpensive Televisor.”
This Televisor is doing good service almost
all over the country. The instruction booklet
is very clear and the fauk-finding notes and
pictures are most helpful should you get
into difficulties. The Sale Price for this
month only for the 1355 and the R.F. Unit
together with the instructions is §s/- com-
plete. The receiver and R.F. unit whilst
not being new are, nevertheless, absolutely
complete and in perfect order, containing a
total of 13 valves. If not calling then add
10/- as returnable deposit on packing case
and to pay carriage charges. Instruction
only 1/6.

An All-Mains Three-Valver
for 29/6d.

OMPLETE with filament transformer,

ON/OFF switch, moving coil speaker,
volume control, tuning condensers, range
switch, etc, sounds a bit incredible but
nevertheless it is true. Actually we supply
a transmitter unit which is in new condition,
you strip this down and re-build it following
our instructions making a self-contained radio
receiver for the broadcast band to bring
pleasure to a particular friend, or to give you
music while you work, study, play or rest.
The price of the unit is 25/- and this contains
everything except the loudspeaker, and if it
is only a little bedside receiver you want,
then the miniature moving coil headphone
unit type 22 is quite suitable. Alternatively,
if you want the set for more normal use, then
use our 3}in. speaker which costs 8/6. The
set will receive medium wave stations with
reasonable strength, long waves can, of course,
be added later. The set makes up into a
very neat little outfit, measuring only 10in. X
6in. X siin. Send only 29/6 or 33/6 in full
confidence because we guarantee to return
your money (plus postage) in full if after
making up the receiver you are at all disap-
pointed with results, but please act quickly
for these won’t last long.

Receiver Type 25/73

THIS is the receiver portion of the TR.1196
and it is undoubtedly one of the most
useful little receivers that has ever been
offered as Government Surplus because
once you have removed the tuning unit and
replaced it with a standard coil pack, you
have a domestic receiver. You can use almost
any valves, for instance, in the first stage it
needs an R.F. pentode, SP61, EF39, 6K7,
etc. V2 is the frequency changer, here you
can use VRs57, EK32, 6K8, etc. V3 is the
I.F. Amplifier, this can be the same type as
V1. V4 is the detector and first A.F. Ampli-
fier, this can be EBC.33, 6Q7, VRss, etc.

Vs is the output valve, say 6V6, EL32, -

6F6, VTs2, etc. You can sece then that you
will be able to make a very efficient superhet
for a very small figure.

receiver, then you have some really excellent
break-down value. In the first place, there is
a pair of standard 465 Kc/s dust cored LF.
Transformers. These would cost 12/6 to
15/- and, of course, in addition you will have
such items as tuning condensers, coils, pre-
set condensers, pot meters, etc., etc., eftc.
Don’t waste time getting your order in for
this item, the Sale Price is only 7/6 or with
set of valves, 19/6.

A Free Gift

HE famous American indicator unit
APNg4 uses a sin. C.R. tube type sCP1

and has a front panel which is most im-
pressive, equal in fact to the most expensive
*scope. It is a double decker unit and it is
literally crammed with parts for it is a 26-
valver. The parts include focus and brilliance
and time base controls and hundreds of con-
densers, pot meters, resistors, etc., which
if bought separately must cost £30 to £40.
We give the unit away free if you buy the
tube sCP1 and the sale price we ask for this
is only 27/6, plus 10/-, partly returnable
carriage and deposit on packing case.

Receiver 1132A

THIS is a V.H.F. receiver covering I100-
126 Mcfs. It uses eleven valves, it has

a super tuning scale and slow motion drive
and 0-§ mA. moving coil tuning meter.
Totally enclosed in grey metal cabinet with
plated handles. Valve line-up as follows :
VR6s, VR66, three VRs3, VRs4, VRs7,
VS70, VRs6. Sale Price only 59/6, carriage,
etc., 7/6.

Milnes H.T. Units

RECHARGEABLE H.T. batteries, 120
volts, 600 mA. hours, rechargeable from

6 v. D.C. charger or car battery; will last
for ever and show a great saving over dry
batteries. Ideal for school, laboratories,
boats, etc. Complete with full operating
and maintenance instruction. Brand new

and unused in carrying case with handle and -

armoured glass lid 14in. %X rrin. % 8}in.
Sale Price 47/6 each, carriage and insurance,
2/6.

Complete A.C. Power Pack

THIS is incorporated in the crystal monitor
type 4 which is a very high grade instru-

ment using 7 valves and providing modulated
R.F. over a frequency range of 100-130 Mc/s.
The size of the instrument is 19in. X 7in. X
glin. deep. These are new but less crystals
and valves, so we offer them to you for less
than the value of the power pack alone.
Sale Price is only 45/- plus carriage, ctc.:
si--

can offer one made by the celebrated
Mallory Co., of America. These work off
12 volts (you could fit a 6v. transformer)
and are complete with synchronous vibrator
and all necessary resistors and condensers.
Slightly soiled due to storage but unused and
perfect. Price 11/6 each.

Morse Oscillators

BATTERY operated Morse Oscillator,
complete with modulation and inter-
ference transformers, incorporating note
selector control, volume control, phone, key
and interference jacks. Size gin. X 8in. X
8}in. -Power supply required, H.T. 60 v.,
GB44 v., L.T. 2v. Provision for fitting
batteries inside case. Supplied brand new
and unused, complete with 2 valves. Sale
Price 15/-, carriage and packing 1/9.

MCR1 Power Packs

'[INIVERSAL power supply to operate
on any mains _voltage. Designed for
miniature receiver MCRI, but suitable for
any small superhet. Output 120 volt H.T.
7.5 v. L.T. Size2}in. X 3}in. X 8in. Sale
Price only 24/6, carriage and packing 1/6.

Receiver Type 1224A

BRAND new and complete with 5 valves,
ready’ for use as soon as batteries are
connected. Frequency range I-10 Mc/s [
bands). Muirhead slow-motion drive giving
ease of tuning. Batteries required: 2 v.
L.T. 9 v. G.B. and 120 v. H.T. Sale Price,
£4/12/6, carriage and packing 7/6 extra.

Miscellaneous Items
10/- each

MAGSLIP 33in. transmitter. o0-1 moving
coil meter 2}in. flush mounting,
1,ooo Kc/s crystals double American made.

eaker 8in., by very famous maker.
Pac:kan;D bell pre amp with valves. Filament
transformer 4 v. 6 amps. Moving coil head-
phones with M/C mike.

Magnetic Television

FOR 9in. or 12in. tubes, the sale price of the
complete outfit is only £18/10/- (terms
available), Call to see our demonstration
model.  Data for novice or technician, 2/6
only. Black and white pictures, tube is extra.

Pay Us A Visit

ON these two pages we have mentioned
only a few of the many bargains which will
be avallablc during our sale We suggest
that you “Pay us a Visit ” because there
will be many items for callers only. Failing
this you must send for our Bumper Sale List.
Do not forget to enclose 6d. in stamps,
because we shall probably have to send it
out in two editions.

Orders for and enquiries relating to the items on these two pages must be sent 10 the address below. Where your total order is {2

R
o’(O

<

Good stock of all items at time of going to press.

or more only include the specially mentioned carriage and other charges, otherwise under £2 add 1/6, under £1 add 1/-. Postable
items can be sent C.O.D. additional charge approx. 1/-.

Bargain list 6d. p.f.

L PRECISON FQUIPMENVT (2) ELECTRON HOUSE, Windmill Hill, RUISLIP MANOR, MIDDX.
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CATHODE RAY INDICATOR UNITS TYPE APN4, This
famous unit contains short persistence tube SCPI, suitable for high
definition television, also 26 valuable valves, including many 6SN7,
6SA7, etc. Ffront p}nel closely resembles an expensive oscilloscope,
and is fitted with controls for focus, brilliance, time base, etc. Unused
and spotlessly clean, complete with circuit diagram, £6/15/-. If desired,
we can supply this unit with SCP| tube but less valves only, 67/6.
MARCON! AMPLIFIERS TYPE 6. A really fine rack mounting
job, employing two PX2S5 valves in push pull. Standard size panel
is fitted with Anode Current Meter, Volume Control, etc. Power
Unit Type 6, also on standard panel, is also supplied. Very robust
construction, with delayed H.T. switching, for operation on 230 v. A.C.
50 cycles. Price only £6, with circuit diagram. Standard 5ft. rack by
Co/ssor also available, for use with the above. Supplied separately,
40/- each,

NEW AMERICAN RADAR MODULATORS TYPE MD-5B/
APS3. Originally employed with 3 cm. Transmitter (725A Magnetron).
Contain 1 8298, | 715B, 4 72/3B24, | 73 and 2 electric blowers, relays,
E.H.T. oil-filed Condensers, etc. Price only £6.

RADAR GAS GAPS TYPE 721A. For 10 ¢cm. equipment. 15/- each,
NEW WESTINGHOUSE RADAR TRANSMITTERS TYPE
SLI. Heavy steel case, with large motor blower 15 v. 50 cycles, £10.
We also have available other units of this 10 ecm. equipment, including
Receivers, Power Units, Selsyn Amplifiers, Antenna Pedestals, Bearing
Control and Indicating Units. Details on request.

NEW R.C.A. STANDARD CRYSTALS. 100 kes. Invaluable for
frequency meters, etc. Complete with special holder, 22/6.

NEW MICROAMMETERS. Flush mounting Grade | movements.
500 microamps, 7/6. Also 50 microamps, this exceptional 20,000 ohm
per volt meter only I5/-. .
V.H.F. DIPOLE ASSEMBLY. Part of Rebecca installation. Stream-
lined junction box. Parasitic reflector element. Suitable for mod. to
TV. Antenna by extending elements, 3/6.

NEW JENSEN AUDITORIUM ENERGISED SPEAKERS.
I5in. cone, with exceptional frequency response. Energisation of
16.7 watts, in the field coil. Flux density 12,980 gauss. Gap energy
7.5 million ergs. This is the famous Model A-15 Orthodynamic,
listed at £89. £7 10s.

TELEVISION MASTS, 36ft. Made by Bendix Corp. U.S.A, Tele-
scopic, Sin. dia. Completely self-supporting on patent tripod base.
Constructed of durable resin impregnated timber. This superbly
engineered product is ideal for mounting beam arrays. Erected or
dismantled in 30 mins. As supplied to leading Industrial and Public
concerns, Complete £6. Descriptive illustrated leaflet available on
request. '

INTERFERENCE SUPPRESS ORS. Fitted in aerial lead-in to set.
Small unit in screening can lin. x [4in. x 24in. 3/9.

AERIAL LIGHTNING ARRESTORS. Highly efficient, sealed in
evacuated glass tube, Complete with insulated holder, 3

NEW EDDYSTONE FLEXIBLE COUPLERS. For {in. condenser
shafts, etc., 1/6.

NEW |.F. TRANSFORMERS, [2 cms. For TV LF. strips, etc.
Permeability tuned. With screening can, compact size, 4/- each.
NEW AMERICAN STAR IDENTIFICATION INSTRUMENTS.
Complete with charts for all latitudes in northern and southern hemi-
spheres. Accurate in all parts of the world. In leather case, 5/-.
R.C.A. FOCUSSING COILS. For electromagnetic tubes with
neck dia. up to |.5in, /6, Deflector coil assembly to match, 6/6,
NEW METAL STORAGE CABINETS. Of improved design,
ficted with 12 sliding drawers. Overall dimensions ; 104in, x 74in. x
fl7’/‘6 Extremely useful for segregation and neat storage of small parts,
NEW HAND MICROPHONES.
with neat on-off switch on semi-spherical case.

2/6.

NEW C.R. TUBE HOLDERS for VCR97. etc,, 3/6, Discount for
quantities.

NEW GUARANTEED CONDENSERS. .| mfd. 3 kV. can type,
isolated terminals, 4/- ; 2 x.075 mfd. 8 kV oil-filled can, ceramic
standoffs, 8/6. Ditto, but 2 x .15 mfd. 8 kV, size 44in. x 3}'n. x I §in,,
12/6. 1,000 mfd. 25 v. D.C., can, 3/6 ; 4 mfd. 2 kV, can, 4/6 ; .25 mfd.
1.5 kV, can, 1{-; heavy duty twin condenser, .25 mfd. 18 kV and
.25 mfd. 9 kV, large insulators, 12/6 ; .0l mfd. 2.5 kV, can, 2/6.
NEW ELECTRON MULTIPLIER PHOTO CELLS, 931A. High
sensitivity, 27/6.

WAVE WHIP AERIALS. Nine-foot element. Base insulator
has long leakage path for all weather operation. Mounted on roof
top, this aerial provides first-class results and reduces interference
level. To clear 7/-.

GLAZED PORCELAIN 600 ohm FEEDER SPREADERS, 9d. each.
MISCEILLANEOUS CLEARANCE BARGAINS.. Only new
material. .

VARLEY 6 volt m’cycle accumulators 25/- ; Battery class B Amplifiers,
2 valves (used), 12/6 ; Packard Bell pre-amplifiers, | 6SL7, | 28D7,
with manual, 13/~ ; antenna tuning units, with R.F. meter, 8/6. Airmet
balloons, Sft. dia., with special hydrogen generator, 10/-, American
aerial kites BC357, large size, 14/- ; Blower units, 24 v, D.C,, 4/9 ;
Resistance tag boards, 3 for 1/6 ; Chokes, heavy duty, 10 h, 500 mA
(used), B/6 ; Aircraft compasses, 6in. spirit-filled luminous, in case,
14/- ; Co-ax cable connectors, silver plated, 2/9, BC453-4-5 triple
control panels (used), 7/6. Many other command cquipment spares ;
L.LF.F. set control panels (BC966), 2/6. Headphones, in maker’s cartons,
4/6. Magnetron magnets, 5/-.

TERMS ; C.W.0, ALL PRICES INCLUDE U.K. CARR,
SATISFACTION GUARANTEED OR MONEY IMMEDIATELY
REFUNDED.

LAWRENCES,
61 BYROM ST, LIVERPOOL, 3

Telephone CENtral 4430

Double button carbon type,
Complete with cord,
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R.1355 RECEIVERS.
further limited quantity of these receivers. These are brand
new and unused. Price 55/- (plus 5/- carriage).

R.1355 MAINS TRANSFORMER. 200/250v. input. Outputs
250-0-250, at 120 mjfa., 6.3v. at 6a., Sv. at 3a. Fully shrouded
top chassis mounting and guaranteed 100 per cent. Only 28/6.
NO. I8 SET. RECEIVER PORTION, A four-wave superhet
receiver operating from 6-9 Mc/s (33 m.-50 m.). Valve line-up :
3 ARPI2 (VP23), and AR8 (HL23DD). Requires onl{/‘llbv. H.T.

We have been fortunate in securing a

9v. G.B. and 2v. L.T., in perfect condition, only 17/, plus 1/6
packing and carriage. An absolute bargain, Suitable brand
new headphones can be supplied at 3/6 per pair,

N.B.—Each receiver is tested working, prior to despatch.
RECEIVER TYPE 2I. The receiver portion of the W/S 2|
operating from 4.2-7.5 Mc/s. Double superhet from [8-30 me/s.
Incorporating B.F.O. and crash limiter. Valve line-up 7-ARPI2
(VP23), and 2-AR8 (HL23DD), plus spare valve of each type,
making eleven valves in all. Only 35/- complete.

A.M, RECEIVER UNIT, TYPE I16l. Comprising 2 EF50,
EF54 and EC52. Coils, relay and many condensers and resistors.
The whole in metal box, size 84> 64x3}in. New, a bargain at
only 22/6, carriage paid.

R1626 V.H.F. RECEIVER. Ex-A.M. Comprising 10 . EF50
valves, 2 EB34, 24v. rotary generator, relays and hundreds of
condensers and resistors. Complete in grey metal case. Abso-
lutely brand new. 75/- only.

RECEIVER TYPE 25. The receiver portion of the T/R [196.
Covers 4.3-6.7 Mc/s., and makes an ideal basis for an all-wave

receiver, as per °‘‘ Practical Wireless,”” August issue. Complete
with valves type EF36(2), EF39(2), EK32 and EBC33. Supplied
complete with necessary conversion data for home use. Only 22/6.

Chassis only, 8/6.

METER DISTRIBUTION BOARDS. Comprising 0-300v,
M.l. meter, 3{in. A.C./D.C.input plug and socket, 3 output sockets,
2 porcelain fuses. Total size 12X 6in. Brand new and individually
boxed 17/6 complete. .

POCKET YOLTMETER. Ex-Govt. Two range 0-15v., 0-250v.,
D.C. Brand new and complete in Web carrying case, only 10/6.
SKY. ELECTROSTATIC VOLTMETER. 0-5KV., panel-
mounting, 34in. scale, brand new, 50/- each.

D.C. AYO MINORS. Special offer, limited quantity of these
well-known instruments, brand new and boxed, but slightly
soiled. Not ex-Govt., 55/- only.

SANGAMO WESTON. Ex-Govt. 0-1 Mfa. M/c. meters.
2%in. panel-mounting. Absolutely brand new, 15/~ each only.
E.H.T. TRANSFORMERS. Output 2,500v. 5 M/a,, 4v. L.la.,
2-0-2v. 2a. (for YCR97), 35/- only. Output 3,250v. 5 M/a,, 6.3v.,
la., 2-0-2v., 2a. (for SCPI), 39/6. Output 4,000 v., |0 M/a., 2-0-2v,
2a., 48/~. Output 5,000v., 10 M/a., 2-0-2v., only 60/-. All input
230v. and fully guaranteed.

MICROAMMETER. 0-500 microfa., 2in. scale, moving coil,
panel-mounting, 7/6 each.

OSMOR MIDGET " @ * COIL PACKS. Size 3§X24{X l{in.
Amazing performance. Polystrene formers with adjustable iron
cores. One-hole fixing, only five connections. Factory aligned
complete with full receiver circuits, and instructions. S'het
for 465 kefs., 33/~ only. L.M.S. also for T.R.F. operation M. and
L., W., 30/-. We can now offer the latest Q" pack for S’het
battery operation. Complete with circuits incorporating either
|A7 or IT4 series. Valves. This pack is supplied with ready-
wound frame aerial. Price 37/6.

Please note that separate H.F. Stage, for addition to the above
Mains Superhet Coil Pack, can now be supplied at |5/~ only. Com-
plete with all necessary easy-to-follow instructions,
TUFNOL SHEET. First grade, polished finish, size 2i X [Sin,
X 4in. chick. Weight 10 Ib. Drilled at intervals around the edge
for 4BA counter-sunk screws. Per sheet, 15/~ only.

ALSO, 2! X 10§ X fin. WWeight 3 Ib., undrilled. 5/ per sheet,
plus 6éd. postage.

éin. CATHODE RAY TUBES. VCR97, electrostatic, non-
persistent, individually boxed, ready for transit. 35/~ each only.
Postage and packing free.

Side contact base for above, 2/-.

6in. Masks for above. Not ex-Govt. but specially manufactured to
give rectangular picture. Black 6/6. White 7/6.

E.M.I. MARCONI AUTOMATIC RECORD CHANGERS.
TYPE A.C.100. Light-weight pick-up, complete with matching
transformer, £10/10/8, carr, paid, - Latest type.

Send stamp for current Component List
Probably the most comprehensive in the trade

5, HARROW RD., LONDON, W.2

PADdington 1008/9 and 0401
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UNIVERSITY RADIO, LIMITED

Offer Guaranteed Used Equipment at Attractive Prices

One only non-auto-stop Decca

chcali?(n, in perfect condition - 200-250 volts. As new .......... € 0 0 Changers, as new. Each £8 10 ©
and working order. As new ... £20 0 0 Hartley Turner (1949) P.M. Rotary Converters, 24 D.C.—
e ] Sl Speaker, as new ... €510 0 230 A.C., 100 watts, | phase, 50
Edpdystone640wnhSpeakeras Sound Sales (1949) P.M. Speaker cycles. Perfect as new. Each.., £5 0 0

new ... ' k T €21 10 0 as new £5 0 0 As above, 12 volt D.C. input. in
Hambander, as new ........ £13 0 0 Webster Portable Wire Re- case. Metered .................. £ 10 ©
BC348, converted for A C 200-250 corder, complete with 3 spoois 21 day Ctlockwork Time-

volts Perfect .......ccoocovvnvnnnn £15 0 0 (1, £ and | hour). microphone, Switches, 5 amp. 200-250 volt.
MCR I, complete with coils, modulation meter, and Auto- Famous make. Totally enclosed.

power-pack, phones, etc. As Transformer A C. 200-250 volts. A few only. Cost £7 each. Our

MEW .iieieinenencnenommaceeneeacnenann £8 0 O tn perfect working order and Prica, as NeW ...........cceeveenennns £310 0
Labgear Electronic  Fault new condition .. . £15 0 0 E.D.C. Rotary Converter. 220/

Tracer, 1948 model, as new ... £15 0 0 Hallicrafeer's SX16, wich Halli- 240 volt D.C. t0230 A.C., 90
Taylor 65B Signal Generator, crafter's Speaker in cabinet watts, In mecal case with Filter
P::(:i‘f S e £11 0 0 ({07 H1.0) I S R S Y £25 0 0 Unit. In perfect condition ...... £8 0 0

brandenewrome e - ¥ £ 0L 0 Masteradio (1949) Car Radio, Transmitter No. 12, A.C. mains.
Evershed’s 500voItWeeMegger 12 volt. In perfect condition Complete with all valves. In

B er Gsto 2 ndw 1 810 o0 and working order. Cost over very good condition ............... £12 0 o
Valradio D.C:.A.C. Vibrator I €28. Our price ... £l4 10 0 E.D.C. Rotary Converter, 24 volt

Converter, 200 watts, in new Auto Transformers totally en- D.C. to 230 A.C. 300 watts.

condition and perfect working- closed, 850 wates | phase, 200- Converter unit only. In perfect

(O RACTIENNSINNNES T, el b £9 0 ¢ 250, 100-110 volts. Brand new conditionii, Wt © . Tl . o 10 0
Taylor model 313C Capacity and with leads for projector or E.D.C. Rotary Converter, 230

Inductance Adapter,asnew... £2 17 6 other use. Areally fine job ...... £6 0 0 D.C. to 230 A.C., 200 watts.
Evershed's Bridge Megger, with Foster Transformers 230/240 v. Perfect .... . o0

buile-in  Resistance Box, 500 | phase. Sec. 12 v. 30 amps. L.D.C. as

volts perfect condition .. ... £15 0 0 Perfect. 2 only ... 1o o 150 watts. As new £8 0 O
.........-.............---......--.-...--............................... SAsesEaRssuccsscasAREsAesEssssssassasAmsssRsmaEacssssnssnanay
H
d :
i WE NEED GOOD USED EQUIPMENT URGENTLY. :
' H
i PLEASE SEND, BRING OR PHONE FOR OFFER
» y .
iewses anes ssusssesssa sscassswanm mam PPasssussswevsN \l

Goodmans [2in. P.M. Speaker,

B.P.L. Signal Generator, A.C.

Latest model Collaro Auto-

VYoigt Corner Horn Speaker

Tnplett (U.S.A)) Valve-Tester

asnew) T . . oo €4 0 0 (1949-50 model). In new con- with Test-Meters in portable

Goodmans Axiom 12, as new ... €5 10 © dition. Complete with Voigt case Complete with charts. As

Goodmans Axiom 22, as new ... £8 I7 6 P.M. Unit. Originally cost £95. |  New .....iciioiieiiiiiiieniiiiinn £16 10 0

Vitavox 12in. P.M. Speaker, as Our price . ....£65 0 0 G. E(i ro;é;ble T:be;‘Che:ker,

.................................... £4 0 O Taylor A.C. mo e with charts. As

Avo I948 model Signal Genera- Meter, as new £5 0 0 | MeW Liiiiiiiieriiiiiieieiiieniienes £i3 0 o
LOP, a8 NEW .....oiiiinnisiniiinaens £l10 10 ¢ Ferguson 8 valve Floo<2Cons£oI5e Taylor 45A Valve-Tester, as ) :

Avo Valve-Testers (1948-49), (1949-50 model). occTAST Bl < new) o . « e e o £ 0
with Roller Panel, as new ......... £l0 10 © Our price in perfect condition, Huckock (Us.A) Valve—Tester

Avo Capacity and Resistance | asnew ... IC ................. £26 10 O ll';‘ portable case, as new with all W
Bridge, as new ............oiinieen £7 0 O Wharfedale W-10-CS Speaker, ChaREs W, on SUNTARE . 00, IO 410 0

1948 model Collaro Microgram, AS MEW L.oeiiiiiieeaeeineennennaenaoaess [ ] Marion (U.S.A.) Flux Meter,
complete and perfect in portable ‘ Wharfedale 10in. Golden oo d com l';teTand nezw_.r {One only) £15 0 0
GASE N Ta e .0 o0 o STTEaTe & e oele » ARSI » £11 10 O Speaker. As new ............... x .D. Type ransmitter

Collaro 1950 model Auto- Taylor model 30A 'Scope.. as and Receiver, complete with
Change Microgram, as new... £20 0 ‘0 new, In perfect working- Power-pack. As new ............ £13 10 0

Garrard RCS50, mixer-changer, £20 0 O Jefferson Travis ultra short-
centre drive, A.C. 110/250 volt, tt wave Transceivers, complete
2AS NEW .oevvininenniionnnes l ............ £12 10 © Mobile Ampllﬁer, with hand with battcries ready to use. In

Collaro centre drive A.C Mike. Complete and perfect... £10 10 0 new conditianF,' w.ilsh transit -
*Gram Motors, with Turn- As above, |5 watt . £t1 10 © cases. Type UF-I. The pair ... [}
tables, as new ... £4 j0 © Avo model 7, as new .. £13 0 0 Douglas No. 3 Coil-Winder,

PR e ;.‘n‘:.ef‘e?v.m‘fi’vﬂ AT ckmodefislipNeahericicc P RELL 10I0 e N el SR
2 KT63's p.-p.). Asnew ......... £10 0 0 Romac 25-watt A.C. Amplifier, Avo Minor A.C./D.C., as new,

R-1I55N, with A.C. Power-pack, :‘i.‘khe lbnu:‘ft;" r::':éwg:? Md £20 0 O complete with leather case ...... €6 0 0
and‘ Speakedr_ (in cadbmet.k. In Baker (1948) Quality Amplifier, Exgwbl)" ;tabv Ivolt t;pe 8
PENcSICORCIEIONIINCBW ORI EF complete and perfect. Orlginally tabillse GIEE HE - e
OPder ..iiiicciessceniianiiniiesiinns £16 10 0 e te O i ekt hivalves lellll 0 o Pack. In new condition and

Advance Signal Generator 1948 Charles Amplifier €16 0 0 perfect working-order ............ £17 10 o©

o moge Bl Complece I devge, €5 o o GB-L5I6 Sound-on-Film  of Ex-W.D.Avomodel D, A.C/D.C.

- Miniscope, complete an Silent Projector (one only) (As model 40.) Perfect ......... £ 10 0
- £15 10 0 In new condition. A.C./D.C Radiometer’s Yalve-Tester,
0-240 Mlcroarnpmetgr 5:’: Complete with valves, spools ) perfect. With charts ............ £6 0 0
% ’. ete. Perfect and ready to.use... 00 RMES9, in perfect condition and
e e R Marconi No. |4 Pick-up and Working-order ............uso-. €8 10 o
Simon Sound Service Recording 7
A Transformer. As new ......... £ 17 6 ) Charger, 48 cells
Amplifier, model EA25, com- Westalite ger, at
e Dl 1 £0 0 0 Collaro new magnetic Pick-ups. 2 amps. A.C. 200-250 volts. As

Canadian Setnvi[;’“c“o‘m;'.e(: . s 0 Ed’:jengssxh9|d £11 1o o
with Power-pack, rack an ystone wit coils an:
valves. In new condition ......... £21 10 © €715 o A.C. Power-pack. 100 kc/s to

Hallicrafter’s S27, in new con- 30 meg. Perfect ..........c..... £20°0 O
dition, complete with all valves £30 0 0 I :s_ra?_‘ove wuhoutggnsfg‘rm:r €10 0 CI’&:rITs Am;lg'xezrs(l9(48 mt;dell)

Another as above, with scratched . . otors, valves s (p.-p.
’;:se.erlnt:r:ﬂfy’ perfect ......... 25 0 0 | 220-240 volts, perfect. Each ... £3 10 0 perfece working order ............ £10 0 0

Hallicrafter’s Panoramic Adap- B.T.H. A.C. Motors. % h.p. ARB88D, in perfect condition with
ter for S27, 5 meg-l f. as new. | phase, SO cycles, 220-240 built-in § Meter and charts £45 0 O
Complete...co...uviieineeianiiiionnns £21 0 o | volts. Perfect. Each ............ £6 0 0 ARBSLF, as above ............ .£35 0 0

We have varlous items to clear out. which we have taken in part-exchange deals. Cheap mains transformers, chassis, Amplifiers, all perfect

components stocked.
PAID UP TO 50 MILES.

to callers only. Ex-W.D. sets, etc. No fixed condensers or small
CASH OR CHEQUE WITH ORDERS. ALL ITEMS LISTED ARE CARRIAGE

22 LISLE STREET. LEICESTER SQUARE, LONDON, W.C.2

'Phone GERrard 4447 and 8582 Hours 9 to 6. Thursdays 9 to 1.
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YOU - CAN

Necessary parts, also usable later for a more -
ambitious job, plans available, 1 Spool Diamond Magnetic
Recording Tape and 1 take-up spool, 2 Corner Brackets, 1 Roller

1 Record-playback Head Kit, 1 Friction Clutch, 1 Dual-purpose Supersonic Oscillator and Two-

stage Preamplifier and your Radio Chassis. Set of parts £7 . 15. 0, or items supplied separately.

PARK RADIO OF MANOR PARK, 676/8, 783 Romford Road, London, E.12

MAGNETICALLY RECORD

using your Gramophone Motor as a Drive

RADIO EXCHANGE CO.

BRAND NEW 1355%. These receiver units, part of the
Gee direction finding equipment, have established
themselves during the last few years as ome of the
most popular TV conversion unite available. With
SIX IF stages (7.5 me/s) det. and output stages, there is
sufficient room on the chassis to accommodate a
suitable power pack. Complete with 11 valves, and
BRAND NEW in original maker’s crates, £3/15/-.

RECEIVER
TYPE 18

Four battery operated
alves makethisex-army
uperhet one of to-day's

A i greatest bargains. Cover-
ing 6-9 me/s they will receive dozens of stations when
batteries, phones and aerial are connected, In new
condition, with circuit, 19/6.

MIDGET MOTORS, 2}in. long x 1}in. dla., developing
1/135 h.p. with 27 v. input, these ex-U.S. motors are in
new condition. ONLY 9/6 each.

RECEPTION SET
VRL

A fresh supply, this time in sealed maker’s cartons, of
this magnificent product of Vancouver Radio thora-
tories is again offered to the *“ ham ** and commercial
user who requires a really first class receiver.

Four bands (1.5-29 me/e) but a six position
switch permitting coverage extension.

19 valves (6.3 v.).

Variable selectivity Xtal filter.

Noise limiter.

R.F. gain control.

AF. gain controi.

0[;2'0\111 A.G.0. which may be damped for O.W.
M

Built-in speaker.

Full view dial.

Cryatal ca.hbrator providing ** pips’*
100 or 1,000 ke

ProvMon for phones. with optional muting of
speaker.

Top grade componenta,

Self-contrined for 115 v. input . . . and we supply
a suitable step-down tmnsrormer FREE
PRICE £26/10/-, or with 19 spnre valvea... £29/10/-
Send stamp for pamphlet ** VRL,"

*

every 10,

Wbk kb bk %

HEADPHONES, matched for use with the above, and
complete with jack plug, 2/6.

MERCURY BATTERIES, the new wonder dry batterles,
with an infinite shelf-life, delivering 94 v. H.T., and 1.3
v. L.T. BRAND NEW, 6/9.

RECEIVER TYPE 3584 fifteen EF50°s, two SP61%,
one EBC33, one EF36, three EB34’s and one EA50,
with a ** Pye "’ 45 me/s strip, a midget motor and dozens
of pots, resistors and condemsers. IN MAKER'S
SEALED ORATES. QUR PRICE with 23 valves,
£5/12/6.

POWER UNIT 19, with 5 540 v. 40 mA., 275 v. 110 mA.
rotary convertor, plusa 273 v. vibrator pack, this double
unit operates from 12 or 24 v. input. Attractively
built, and in good condition. ONLY 12/6.

MIDGET L.T. ACCUMULATORS, made by Exide and
Oldham to rigid naval specification, they measure
1§ x1} x4!. BRAND NEW, 2/6 (12 for £]).

VIBRATOR PACK 21. Self-contained for 6 v. input,
and delivering approx. 150 v. at 40 mA. fully smoothed,
these measure 9x 10 x 2}. In tip-top condition for only
19/9.

HEAVY DUTY OUTPUT TRANSFORMERS, muiii-
ratio, with two high resistance windings (vne centie
tapped), and one tapped low resistance winding. ONLY
4/8.

TRANSFORMERS. Fully shrouded and potted, these
may be used as step-down transforiners handling rome
OUR PRICE 6/- each,

75 watta.

9 CAULDWELL STREET,

All goods sold as used

RADIO EXCHANGE CO., (W),

PLEASE WRITE YOUR NAME AND ADDRESS

BEDFORD. 'Phone 5568 unless otherwise stated.

IN BLOCK LETTERS
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BARGAINS IN EX GOVT. EVERYTHING FOR THE
ANBL USUREELSE JREDAR DA“H AMATEUR, SERVICEMAN,
Ty AR oxreumeni naoio
SPECIAL VALVES, AND ' AND TELEVISION CON-

COMPONENTS. /’: STRUCTOR.

-

V.H.F. RECEIVER UNITS. These units
are partdy stripped but contaln a wealth
1

of - resistances,
coils, LF. transformers, etc. Also
4 valves: 2 EF39, 1 EBO33, 1 EL32.

Overall dimeasions, 103in. x 7tin. x 8in.
LASKY'S PRICE 10/-. carriage 2/6.

RECEIVER UNITS, Type 153 (43 Mc/e
Pye strip). Oontalns 4 R.F. stages,
detector, video amplifier and phase
splitter.  Usesa 8 EF50 and 1 EA30.
A complete vision receiver. BRAND
NEW and UNUSED,

LASKEY'S PRICE 67 8.

CATHODE RAY TUBES, Typs VCR97.
Brand new ex-Government. Fully
guaranteed. Snpplied in sprung wood
transit case. Characteristics: Heater
4 volts, I amp. B.T. 2.5 kv. maximum.
Tested before despatch.

LASKY'S PRICE 35/-, carriage free.

VCR97 SCREEN ENLARGERS. Latest
type plastic oil-filled lenses, Will give
a bigger, better, clearer and sharper
picture from vour 8in. cathode ray tube,
LASKY'S PRICE : 1st grade, 29'.

2nd grade, 26/-.
Postage 1/6 per lens extra.

gUBBEE MASKS FOR CATHODE RAY .
6in. Round, black. Price 3/8.

8in. Squnre white. Price 7/6.

O1n. 8quare, white. Price 11/-.

12iu. square, black. Price 17/-.

12in. square, white. Price 21/-,

12In. Square, black, seiled. 12/8.
SAFETY GLASS SUITABLE FOR 12in.
CATHODE RAY TUBES. 8ize 12}in. x
10§in. x}In. thick. Pcice 4/11 per
piece.

LF.F, RECEIVERS, Brand new and
unused. Supplied in maker'a origlnal

cartons. Contains 8 mnew valvea:
4 8P41,1 EA50, 1 VRT78, 2 OVE Also
hosts of 8, golls,

resiztances, awitches, ete. A motor
generator with an Input of 24 volts
and output of 480 voits.

LASEY’S SPECIAL CLEARANCE
PRICE 19/11, carriage 3/6 extra.

8 STATION PRE-SET COIL UNITS.
Any 5 medium wave and 1 long wave
station may be selected by a slngle

=
Torld Renoroned /w edvicer Rslt'a‘i/tg's

THE VIEWMASTER

The television ret you can bulld at home

from atandard part.

% London or mdlanda Operatio

*Brilliant high definition bla.uk and white
picture.

#Buperb reproduction.

x Uses 9in. or 12in Cathode Ray Tube

% Table or Console Model,

*Incorporates all the latest developments

;li'elevnslon for the home constructor at its
nest.

S8end to-day for t e CONSTRUCTION

ENVELOPE. a 32-page booklet erammed

with top-rate information and all the peces-

sary data, also 8 full-size working drawinge

and stage by stage wirlng instructions.

Model ** A"’ for use in London and Home
Canties
Model ** B " for use In Sutton Ooldfield Area.

PRIOE 5/- per copy, post free.

See the View-Master working. Demonstra-
tlons every day during transmitting hours.
9in. and 12ln. Cathode Ray Tubes in stock
for immediate delivery, Manufactured Ly
Mazda, Mullard, G.E.C., Brimar. PRICES:
9in., £11/6/10, including Tax; 12in.,
£15 25, mcludmg Tax Brlmur 12in.

» £16/1/4 1

Il you cannot eall to collect Cathode Ray

‘Tubes, please enquirefor details of ourspecial delivery service. Anywhere in the U.K. fully
red. Complete Price List of Viewmaster Ct mponents will be supplied free on request.

Full details for buliding a pre-amplifier for fringe srea reception now avallable, price 1/-

per copy.

We can supply by return of post any Ilem or a complete kit for th Viewmaster, all

components always In stock. NO WAITIN

?687“0)7% NEW AND UNUSED. IN MAKER'S ORIGINAL CARTON. EX-A.M. UNIT TYPE
Contamlng 11 new valves: 2 5Z4@, 2 5U4G, 1 VUI20,1 6X5GT, 1 EF50, 1 EF55, 1 6V6G
2 VB70 (voltage stabilisers).

Dozens of various components, lncludlnz high voltage condensers, chokes, pot/meters,
reslatances, condensers (8 mfd, 500 v.w.), e
Totally enclosed In metal case. nize: 12in.

llun % 8in. Weight 40 lbs.
LASKY’S PRICE 48/6. Carriage 5/- oxtra.

BRAND NEW BY FAMOUS MANUFACTURER. RADIO-GRAM MOTORS, 200/250 volta,
50 :'.p 8. Motor supplied complete with magnetic pick-up and turntable. Aulo.stop and

LASKY’S PRICE 75/-. Carriage and Insurance 5/- extra.
FINEST QUALITY. YOUR MONEY REFUNDED IF DISSATISFIED.

awitch, Very
5°in. x 4in. x 1§in. Supplled completa
with fulldata and cirouit
LASKY’S PRICE 15/-, Postage 1/6
extri.

Ex-A.M. MOVING COIL HAND MICRO-
PHONE AND HEAD SETS. Robustly
constructed. Price 8/@ per pair, post
free.

CHOKES., 80 mA.10-20 Hearys.
3/11 each, post 6d. extra.
MULTI-RATIO OUTPUT _ TRANS-
FORMERS. Standardtype. Price3/11,
post 6d. extra.

MIDGET OUTPUT TRANSFORMERS
SUITABLE FOR PENTODE. Price 3 8.
MINIATTTRE OTTPUT TRANSFORMER
SUITABLE FOR PERSONAL RE-
CEIVERS. Price 3/- each

Price

EX. AMERICAN AIR CORP3 RE‘EIVER TYPE BC733D.

Supplied complete with 10 valves:—1 1246 ; 2 128R7; I 128Q7; 2 128G7; 3 717A ;
112aH/7, Also 68 plug in type crystals. This compact ualt, Is bullt ln a biack metal cw.

cra.ckk finished, with removable aldes, 8ize: 13In. % 7in.% 3in.  Welght 16 lbs.

LASKY’'S PRILE 39/8. Carriage 3/6 extra,

RECETVER TYPE 3084A. BRAND NEW. LASKY'S PRICE 589/8. Carriage 5/-

CIRCUITS NOW AVAILABLE. Oircuitof the 3084A. Price 1/, post 3d. extra.

Conversion of the Receiver type 3084A to television sound and vision.

Price 1/6, post 3d. extra.

Fullolrouit diagram giving suggested sound and vision television recelvers, time base and all
associated circults, power packe, ete., utilising available ex-Government equipment (3084A
VCR97. ete.). Price £/-, post 3d .extra. Data for London and/or Sutton Coldfield now
avallable.

Owing to the great demand for these circuita we have been able to reduce their prices, and
now offer the complete set of 3 for 4/6, post free.

EX-A.M. COMMUNICATION RECEIVER TYPE R.1156.

RECEIVER TYPE 89.

Brapd new in Wood Transit Case.
Complete with 10 valses. Aerfal
tested before despatch. Circult:
B.F.0., A.V.C, R.F.AMP, 2 LF.
stages, Magic Eye, etc., 3 wave
bands, frequency range: 18.5-
7.5 Mcl/s; 7.5-3.0 Me/s; 1,500-600
kefs; 500-200 kefe; 200-75 kc/s.
LASKY’S PRICE £12/10/. carriage
{in traneit casze) 7/6 extra. Full
modification data and elrcult
details supplied free with each
Recelver.

metal case, size ; 14in.x 74in. x 8}.n.

LASKY'S PRICE 34/-.
6/11 each
each. Postextra.
FORMERS, etc.

MINIATURE L.F, TRANSFORMERS.
8ize 1n, h.lsh by iin.

Low VOLTAGE METAL RECTIFIERS BEAVY DUTY 12 volts 6 amps.

CO-AXIAL CABLE. SUITABLE FOR
TELEVISION.

Screened, tin. diam. Price 9d. per
vard. post extra.

Screened, jin. dlam. Prige 8d. per
yard, pont extra.
Twin balanced feeder.
vard, post extra.

Any length cut to your requirements.

R.F. UNITS, Type 24. Brand new. In
maker'ncarton. Frequenecy 30-26 Mcfa.
Contains 3 8Pl valves and compo-

nents.
LASKY'S PRICE 12/8. post 1/6 extra

MAINS TRANSFORMERS. All 200-250

voltstapped primary.

EBT/ 300-0-300 volts 80 mA.:
6.3v.3a. ;5v.2a. Pricel5/-, post 1/6.

ﬂeml uhrouded black finish,

SBT/5. 300 0 300 volts 100 mA.:

6.3 v. 3 a. v. 2 a. Prics 16'11

post 116 Semi shrouded, black crackle

350-0-350 wvolts 250 mA.:

.58 4v.3a Price 42/-, post
1/8. H.-nvvdutytrmsformer Tapped
input 100/250 volts, 50 c.p.s.
SBT/7. 350-0-350 voits 250 mA. -
63 v.8a.5v.3a Prlce 3718
/8. Chasajs mountin,

300-0-300 vol's “250 mA..

Price 5d. per

1[0 Uprlght chassls mounting.

MBA/2 MIDGET MAINS TRANS-
FORMER. 250-0-250 volts 80 mA.
6.3 v. 3a. Price 12/8, post 1;- extra.
Fitted with voltage adfustment panei.

PHOTO ELECTRIC CELLS, Type
VA26. Requires 100 volts D.C. or
Peak A.C.tofunction. Price 12/8 each.
postage 1/6 extra.

MINTATURE 2-GANG TUNING OON-
DENSERS. .0006 mfd. 8lize: 2in.x
1}in. x 1}in.  }n. spindle.

LASKY'S PRICE 5/- each, post &d.

extra.

MIDGET LF. TRANSFORMERS, 485
Kcfs. Iron cored. Bize: 3jin. high.
1in. wide, 1}in. deep.

LASKY'§ PRICE 8/6 per pair, postage
6d. extra.

THROAT MICROPHONES. LOW
LEVEL No. 2, Mk, II.

LASKY'S PRICE 211 per palir, postage
6d.extra.

CONDENSER BARGAINS. BRAND
NEW STOCK, FULLY GUARANTEED.
FAMSOUS MANUFEAOCTURER'S SUR-

v.w., 3/~ each,
8 for 20/~-.
Other electrolytic condenser: now ‘u
stock:

8x 32, mid. 450 v.w., at 4/11 each.
16 x 16 mid. 450 v.w., at 4/]1] each.
16x 32 mfd. 500 v.w., at 4/11 each.
16 x 8 mfd. 500 v.w., at 4'3 each.
High voitage smoothing condensers
.001 mid. 4 Kv. working. Price 1/8.
New high voitage T.C.C. Visconol
.001 mfd. 7 Kv. working. Price ;8.

Perfect condition, contalns 8TEF50 ; and 4 EBC33 valves.
Dozens of useful components, condensers, reststances, ete.  Alsu rotary transformer
type 72, input 27 voits, output: H,T. 250 volts, L.T, 12 volts.

Totally enciosed in

Carriage §/- extra.

6 and 12 VOLT VIBRATOR TRANSFORMERS SUITABLE FOR CAR RADIOS. Prie:

Price 27/8

STRONG METAL CHASSIS DRILLED FOR 4-VALVE HOLDERS LF. TRANS-
8ize 2}n. high by 5In. by 1lln.
LASKY'S PRICE 1/-eack. Post 4d.

it TYPE M400B.
LASKY'3 PRKOE 18/8 per pair.

465 Kofs. Iron dust cored.

Postage Gd. extea.

Send a 2}d. stamp with your name and address {(In block leiters please) for a copy of our current slock list glving full dstails of our K~-Government Radio

Radar and Surplus equipment. PTHE LASKY'S RADIO BULLETIN,

370 HARROW ROAD, PADDINGTON, LONDON, W.9 {Opposite Paddington Hospital)

TELEPHONE: CUNningham 1879.

Hours: Mon. to Sat. 9.30 a.m. to 6 p.to. Thure. half day 1 p.m.
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BAFFLED ?

THENLETUSHELPYOU!

CONSTRUCTORS of home televisors such as ‘‘ VIEW
MASTER,”” ‘* ELECTRONIC ENGINEERING," etc., have
often encountered unexpected snags. |f you are resident
in the London area bring your troubles to us. We will
issue a report and estimate for 10s. This service is
for personal callers only and no correspondence
can be exchanged. We believe we are the only firm
offering such a comprehensive technical service to the
amateur TV constructor.

EVERYTHING FOR THE ENTHUSIAST

YOU can obtain ALL your TV requirements from us. Here is a small
selection from our huge and varied stocks :—

AERIALS from 2ls. Co-axial cable, 75 ohm, new and standard,
9d. per yard.

RI355 Units, RF units, rectifiers and numerous other essential units
and components in stock.

ALL ** VIEW MASTER ** PARTS, ETC., ALWAYS AVAILABLE

More Bargains for May

RECEIVER RII55A. Brand new, unused, and in transit cases.
A very high grade communications reteiver at a modest price. The
RII55A is renowned the world over. £11.19.6 carriage paid to your
door. '

INDICATOR UNIT II6H.
A more up-to-date version of
the famous 6A and the ideal
Indicator Unit for TV use.
The RE3SS and 116H make
an admirable combination.
The 116H we offer is brand
new, in impeccable condition
and contained in manufac-
turer’soriginal wooden crate.
Contents include a VCR97
tube, valves—4 of EF50,
3 of EB34 and innumerable
useful components associated
with a superb unit of this type.

cking.
pI:E(:EIEVER R1355. The TV constructor's most popular unit—as
specified in the booklet ‘* Inexpensive Television.”" Valve line-up :
8 of SP6I, | of VR92, | of VU120 and a 5Z4. In new and unused condi-
tlon but slightly store soiled. Order while still in stock. 59/6
carriage paid. .

Gnly £4.10.0 plus 7/6 carriage and

PERFORMANCE METER
No. For A.C. mains [
230 v. operation and com- =
plete with the following
valves : 2 of EF50, | of EC52,
i of 524G, | of EA50 and a
Y63 (Magic Eye). Brand
new condition. Housed in
a robust grey steel case size
9 x 10x8in. Constitutes a
most desirable basis for an
amplifier, measuring bridge,
ete. A recent purchase
enables us to offer these once
again at £2.5.0 carriage paid.

RECEIVER TYPE 8IB. Housed in case size 10in, x8in. x 7in.
Frequency coverage 2.4 to 6.7 mecs. Output 560 kes. The dial is
exceptionally well-geared and calibrated. Valve line-up : 4 of EF50,
| of EBC33, | of EF39, and | EA50. With standard .0005 two-gang
condenser. in good condition. 29/6, plus 2/6 carriage and packing.
RECEIVER UNIT 25/73. Receiver portion of the TR1196. Valve
line-up : 2 of EF39, | of EK32, | of EBC33 and 2 EF36 ; and one pair
of 460 kes. I.F. Transformers, resistors, condensers, etc. Easily and
rapidly converted to a fine superhet receiver. Circuits and conversion
data supplied. In unused and exceptionally good condition. 27/6 each
carriage pald.

LIMITED NUMBER OF HRO's FC;R CALLERS ONLY. PRICES FROM

£3.10.0

ALL YOUR REQUIREMENTS FROM A 1/20th WATT
RESISTOR TO A COMPLETE TRIPLE-DIVERSITY
RECEIVER ARE OBTAINABLE FROM US. PAY US A
YISIT. A COMPETENT TECHNICAL STAFF IN
ATTENDANCE AND AT YOUR SERVICE.

Best Buy at Britain’s

CBQ fl'llARLES BRITAIN (Radio) Ltd.

, UPPER SAINT MARTIN'S LANE,
LONDON, W.C.2 TEM 0545
3 minutes from Lelcester Square Station (up Cranbourn Street)

Shep Hours : 9-6 p.m, (9-1 p.m. Thursday), Open all day Saturday

MaAy 1950

OUTSTANDING OFFERS

for the discerning buyer

RADAR PROJECTION PATTERN VGI INDICAT ORS
59in. x 34in. x 35in. Picture diameter 24in. Horizontal viewing
screen, Range Accuracy o+ 1%, Bearing Accuracy within # degree.
Nett weight §,000 Ibs. Gross weight in original unopened crates
1 ton. 9 only. All Wireless Colleges should have one of these.
Price on application.

RECEIVER TYPE RIIS5A. Frequency coverage in five switched
bands. 18-7.5 Mc/s, 7.5-3 Mc/s, 1,500-600 kc/s, 500-200 ke/s. 200-75
kefs. Complete with all valves, 100-1 ratio slow motion drive,
B.F.O, A.V.C., etc. Power requirements ; 2}0 v. D.C. approx, at
60 mA. : 6 or 6.3 v. D.C. or A.C. at 3.5 A, Price £9/10/-. Carriage
7/6. Perfect eondition.

R1132A RECEIVERS. !l valves 100-126 Mcfs. Grey cabinet,
19in. x Hin. x 10in Brand new in original crates, £4/19/6, plus
carriage 5/-. 12 only available.

12 VOLT CAR RADIO. Comprises a type 26/ARC5 Ex.-Govt.
Command Receiver modified to tune 200-500 metres. Receiver
has six valves and is supplied complete with 5in. loud speaker.
Dimensions. |lin. long, 4}in. wide, 5%in. deep. Ignition suppressor
included. No aerial supplied. Any standard pattern suitable.
Price £5{10/-. Carriage paid.,

ABKt 10-VALVE IFF RECEIVERS. Have 6 of 6SH7, 2 of 6H6,
2 of 7193 Motor Gen. with reduction gear 3 relays etc. New
condition 20/~ cach carr. 5/-.

TELEVISION PRE-AMPLIFIER. lust the thing you have been
looking for . This Ex.-Govt. One Valve pre-amplifier is of very high
sensitivity and makes an amazing improvement in vision and sound
reception in all fringe areas. Available for Birmingham Transmission
only. Ready for Instant Use. Very small dimensions, Length 4in.
Width 34in. Chassis Depth 12in. Overall depth to top of vaive
44in. Fitted with EF50 vaive. lIdeal for the *‘ Inexpensive Tele-
vision Receiver *’ or the ** Electronic Engineering Television Set ™
and any set where 6 v. LT and around 200 v. HT can be obtained.
Can be used on any Commercial set if fitted by a competent TV
engineer. Co-Ax Input and Qutput sockets. 3 connections only to
Power supply. HT, Common and LT. Price less than that of a new
EF50 valve. 15/-, postage I/-. All tested and guaranteed before
despatch.

ANTENNA REELS TYPE RII142. Motorised ; If/I13th h.
motor : 23 V., 5 A. Detachable pulley elaborate reduction gearing
instantaneous positive stop : works well on only 12 V. ideal for
rotary beams. Brand New in 5ealed Cartons. Price 30/-. Post I/-.
PLUG-ON POWER PACKS, for Command Receivers '
BC453/4/5. No alterations to wiring. Complete with rectlfier
valve 50/, carr. paid.

MODULATOR UNITS. Type 64, 7 valves 2 VR9I CV73
CV85 2 VYUI33 VT604A 3 relays 4.5 2,000 V. 1 ,05 3,500, and
many useful parts, 18/6 each, plus carr. 5/-. Brand New,
CONDENSERS. SPECIAL OFFER 25, .1 uF. 1,000 V. and 25
.25 uF. 500 V. Brand new goods, 10/- the lot of 50, post paid.
TU6B TUNING UNITS. . Equal to Brand new (less outer
case). 3-4.5 Mcfs. 10/-. Carr. I/4. TUS5B cuomplete, 1.5-3 Mc/s.
22/6. Carr. pald.

BC456B 40W, MODULATOR UNITS, 1625, 1215, VRIS0
Stabiliser, 3 supersensitive refays, modulation trans., etc. Brand
new in sealed cartons. 10 only, 19/6 plus 1/4 carr. Few used models
perfect condition less valves, 7/6, post paid.

PAMPHONIC PA SPEAKERS. I0in. in handsome maroon
metal cabinet. In original makers’ packing (not surplus), 55/-
each. Less than cost,

BC306 AERIAL TUNING UNITS. Aerial Variometer, 5
way Ceramic 3 pole switch, Porcelain lead through insulators,
precision slow motion dlal, 3, 6,000 V, 80 uF. condensers, 10/-
each, carr, |/4.

AIRCRAFT COMPASSES. Dlameter 64in. depth 4in. Perfect
condition, 21/-, carr, paid.

SCR522 TRANSMITTER CHASSIS. Less valves. (Modula-
tion trans., choke and crystal switch, included but not fitted)
19/6_carr. 3/6. Exceptional offer).

VYCR97 6 CATHODE RAY TUBES. Brand new in original
crates. £1/9/6. Carr. 1/4.

MOVING COIL HEADPHONES combined with Moving
Coil Microphone. Res. 50 ohms each unit. 5/-, post 9d.

APN4 INDICATORS, Black Crackle Case. Multitude of
valuable components. Size I8 x 12x9. No valves. 15/- each.
Carr, 5/-.

PROMPT DELIVERY AND SATISFACTION GUARANTEED AS ALWAYS,

24d. stamped envelope must accompany all enquiries.

Lists Available

H.P. RADIO SERVICES LTD.

Britain’s Leading Radio Mail Order House
Estd. 1935

59 COUNTY RD., WALTON, LIVERPOOL, 4

Tel, Aintree 1445 Staff Call Signs, G3DGL, G3DLV
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DELIVER AND
GUARANTEE the

BURGOYNE 7-SECOND

SOLDER GUN

We can offer immediate delivery of the BURGOYNE SEVEN-SECOND
SOLDER GUN, and all guns which WE supply are GUARANTEED

for 2 YEARS.

How often do you leave your soldering iron on all cvening, or all day, so

ou want it it will be ready for use ? How often do you have
How much electricity do YOU waste ?

The Burgoyne Solder Gun gives you heat in seven seconds, and what is

oL When it’s not in use it’s

cold, so there’s no waste of elecuicity, no danger of burning Yourself

that when

to re-tin the bit ?

more important, all the heat where you want it.

%}Lpick.ing up the ‘‘ wrong end,” no constant re-tinning.

e Burgoyne Solder Gun is easy to handle, being a balanced instrument.

No elements to burn out, and
no micas to crack with the danger of making the bit ¢ live.” i
‘The Burgoyne Solder Gun has been supplied to over 70 leading manufac-

Owing to a blocked cxport Makers list price 79/6.
A.C. OgILY.

It is robust, and practically everlasting.

turers, and exported to over 30 countries.

52/6

order, we can offer this fine instrument at only 52/6 (makers’ list price 79/6).

WE GUARANTEE FOR 2 YEARS every gun we supply.

200-250 volts 5o c¢/s.

POWER UNIT 3sA.

Designed for use with the Rrxss receiver, and
also giving the heater voltage for the 1154
transmitter. Complete with all smoothing gear.
INPUT 18 volts, OUTPUT 7.2 volts at
13 amps. and 220 volts at 110 mA.

The motor generator unit used in the power
unit is the type 31, and can be very simply
converted to a } h.p, mains motor.

The converted motor generator is of sufficient
power to drive a small power drill or any small
machine. Can also be used for a grindstone
and buff.

EACH POWER UNIT 35A IS SUPPLIED
WITH A FULLY ILLUSTRATED LEAF-
LET ON CONVERTING THE MOTOR
GENERATOR TO A } H.P. MOTOR.

BRAND NEW, IN MANUFACTURERS’
CARTONS, esch, 00/
Carriage and packing s/-.

IMPEDANCE
MATCHING
UNIT
MC385-D/C.
These units
measure 2 X I X
in. and provide
the solution to
obtaining a
match be:ween
low impedance

phones and high
impcdance out- AS NEW, 2/- each ONLY.
put. Post and packing 6d.

Although designed for use with the HS33
and HS38 headsets, it has been found that these
units give a much better match with any low
impedance phones, giving greatly increased
sensitivity of oper.at.ion. W

Each unit contains a miniature transformer,
and if desired the connections can be reversed
so that high impedance phones can be matched
to low impedance lne or output. The high
impedance match of these units is 2,000/4,000

hms.
(?A standard jack plug Is fitted to the body of
the unit, and also a standard jack plug socket.

A PAIR OF HIGH IMPEDANCE PHONES
FOR 5/3.

Because of a special purchase of the impedance
matching units illustrated above, we can offer
a pair of brand new DLRr headphones and a
matching unit for the bargain price of s/3.
The DLR1 headphones are 30 ohms per ear-
piece, diaphragm type. By use of the matching
unit supplied they can be used for all applica-
tions requiring high resistance phones.
BRAND NEW 5/3. Post and packing od.
DLR:1 low impedance phones ONLY for
3/6 (brand new). Post and packing 9d.

1.5 KV ELECTROSTATIC METERS.

A 2}in. round, projecting mounting meter,

ideal for measuring all voltages above 600 volt

but not exceeding I,500 volts. Negligible

current consumption.

BRAND NEW IN CARTONS, each, 15/_
Postage 9d.

CVri197-RLI1S.

The RL18, which is the same as the Mullard
ECs3, is a VHF triode fitting into the same
divde holder as the EAso, having its grid and
anode connections biought out to wire top
leads. The RL18 is only a little larger than
the EAso diode.
This valve finds applications in both MF and
VHEF signal generators and as a local oscillator
in converters. By use of a suitable circuit
oscillation can be secured up to a frequency of
i«x)oo m/cs. (tuned line).

ue to its small physical dimensions, the RL18
allows a neat and compact layout to be obtained
and it can be used in place of most small
triodes of the 6J5/6Cs class, with a consequent
reduction in the size of the instrument. The
rated voltages of the valve are as follows :
Heater 6.3v. at .25 amp., anode 200v., anode
current 7.5 milliamperes.
BRAND NEW, boxed inc. Valveholder, 5 /6
Postag: od. each,

HIRE PURCHASdI;I FACILITIES

COLLARO RC500
AUTOMATIC RECORD CHANGER.

The RCsoo Automatic Record Changer
has been designed for simplicity and
reliability at low cost. Pick-up can be
moved to any position while the machine
is stationary, or raised without inter-
fering with the mechanism. Itis impossible
to jam the mechanism, and it should never
go out of adjustment.
The machine will play nine roin. or nine
12in. records, and can be used to play
single records.
The RCsoo Is for operation on 100/125
or 200/250 volts A.C. (s0 c¢fs.) ONLY.
It is NOT suitable for use on D.C.
The RCsoo is supplied with a crystal
pick-up giving high fidelity reproduction.
The pick-up is fitted with a twin ball race
ensuring perfect freedom of movement.
The whole unit is spring mounted in three
‘positions, and incorporates check springs
to eliminate acoustical feed back.,

H.P. TERMS £4 DOWN,
6 MONTHLY PAYMENTS OF 22/6.

Note: no interest is charged on these facilities.
10 per cent discount for cash.

RECEIVER TYPE 184.

This receiver contains a tuneable Klystron
type CV67. The tuning range of the CV67
is 3,226 to 3,370 m/c., and it has a dissipation
of 1o watts. The reflector is connected to the
top cap and the resonator to «he frame. The
4-volt heater, grid, and cathode connections
are to a standard international octal holder.
Also contained in the unit are four EFso;
six SP61; one VUirz; approximately 60
assorted condensers and 60 assorted resistors,
four pots; platinum contact relay, I.F. strip,
etc.

For those interested in centimetric or television
wotk, this unit is a first class bargain.

AS NEW, 48/-. Carriage and packing 7/6.

67

500 YARDS
BEAM RANGE
FOCUSING TORCH |

This latest addition to our range

of American Type Focusing
Torches uses five U2 batteries

and the illustration shows the
comparison in size between
battery and torch. NO OTHER
TORCH ON THE MARKET
WILL GIVE SUCH A SUPER
LONG BEAM!

Solid brass nickel-plated construc-

tion with pull-out carrying loop M
in base and spare bulb container.
ADJUSTABLE RING FOCUS
HEAD.

This torch is specially suitable
for protective purposes. Spare
batteries sd. each. Spare bulbs
6d. each. ’

Our othe:r long beam torches as
previously advertised are still
available from stock.

Overall length 1sin. FULLY
GUARANTEED.

IS AMULTIRANGE
METER WORTH 18/6?
This D.C. portable test
instrument covers the fol-
lowing ranges :0-I.5v.,0-3V.
0-30v., 0-300V., 0-3,000V.,
o-60 mfa., and 0-5,000
ohms, when converted,
As supplied the following
voltage ranges are covered :
o-1.5v. and o-3v. and also
ohms and m/a. By means b |

of the resistors and terminals which we supply,
the voltage ranges are extended tO cover 0-30,
0-300, and 0-3,000V.

A fully detailed and illustrated leaflet is supplied
with each kit, giving precise Instructions on
the conversion. The conversion can be effected
in a very short time.

METER ONLY
KIT AND INSTRUCTIONS ONLY 3/11
METER, KITAND INSTRUCTIONS 18/6
PATCH CORDS.

A brand new 3-way linking cord fitted with
P.O. jack plug at each end. Length 3ft. 6in.
2/- each (6d. postage and packing).
INDICATOR MODULATION TYPE 2,
An easily adapted valve voltmeter. Supplied
complete with 3in. dia. scale o-soo micro-
ammeter. Calibrated for percentage modulation.
Frequency coverage 2.4-6.2 m/cs. In carrying
case. ONLY 29/6. Carriage and packing 3/6.
ANODE LOADING A.F. CHOKES.

60 m/a. rating. Ideal for anode loading where
a capacity feed output line is required.

2/6 cach (9d. postage and packing).
D.C.-A.C. CONVERTERS.

In BLUE-GREY STEEL CABINET. Input
24v. D.C. Output 230v., 5O Cfs., 100 watts.
Single phase. = Complete with plug, leads,
clips, and fitted with 3-way 1§ amp, socket
and control switch.

BRAND NEW. Carriage paid. £4/[10/0
Slightly soiled (exterior) models at £ 3/10/0
MODULATOR s3.

These radar Modulators represent one of the
best bargains we have offered. They contain
nine valves, the types being one VUrz0, two
VR6s, one 6V6, one 807, three CVs7, one
VUso8; a 24v. Blower motor suitable for
conversion for use on A.C. mains ; 18 assorted
condensers including .01 mfd. s Kv. types;
30 assorted resistors from so watts to i watt
types ; three high voltage variable resistors,
valve bases, relay, transformers, etc., etc. The
whole contained in a case measuring 19 X 12 X 9in
BRAND NEW.

A real “GIVE AWAY” at 17/11. Caliers
only.

W.B. JEWEL EXTENSION SPEAKERS.
In handsome cream cabinet, comprising
sin. P.M. speaker with multi ratio output
transformer and volume control. BRAND

Type H
22/6

complete.,

Post free.

NEW 386/-. Post and packing 2/-.
HAVE YOU SEEN THE NEW M.O.S.
NEWSLETTER ?

Brings you the

Now in magazine style.
world.  Send 6d.

news and goods of
for specimen copy.

Terms : Cash with Order

MAILORDER SUPPLY CO.
M-O-S

The Radio Centre
33 Tottenham Court Road.
London, W.1.© MUS, 8667
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U.E.1. CORPN.

The Radio Corner, 138, Grays Inn Rd.,
London, W.C.1

(Phone : Terminus 7937)

We offer below many items for the Television and Radio
Constructor. Note them carefully—it will pay you.
RECElVERS R.1355. As specified for ‘‘Inexpensive
Television.”” Complete with all valves and a copy of
the booklét. New condition. ONLY 55/- (carr.,, etc., 7/6).
R.F. UNITS TYPE 25, specified with above for London
Area Station. ONLY |7/-6 (postage, etc., 1/6).

R.F. UNITS TYPE 25, specified for Birmingham Station,
now all sold, but we can supply one of the other R.F.
Units with full details of Modificatlon, which has been
fully tested some 70 miles from Sutton Coldfield. BRAND
NEW IN CARTONS, ONLY 25/~ (postage 1/6).
INDICATOL. UNITS TYPE 6. As specified for
‘* Inexpensive Television.”” Complete with valves and
VCR97 C.R. tube. BRAND NEW IN CRATES. ONLY
90/- (carriage, etc., 7'6).

INDICATOR UNITS TYPE 62. Contains 16 valves
SP61, two of EB34, two of EAS0 and VCR97 C.R. tube.
ONLY 75/- (carriage, etc., 12/6).

TRANSFORMERS for ‘‘ Inexpensive Television '’ can
be supplied as follo%s : Time Bases and Vision Trans-
former, 350-0-350v. 160 m/a., Sv. 3 a, 6,3v. 6 a., 6.3v.
3 a., ONLY 36/-. Sound Receiver Transformer. 250 0-250
v. 100 mya.,, 5v. 3 a, 6.3v. 6 a.,, ONLY 27/6. E.H.T.
Transformer for VCR97 tube, 2-0-2v. .l a,, 2-0-2v,
2 a, 2,500v. 5 m/a., ONLY 30/-~. POSTAGE |/6 per
transformer, please.

MAGNIFYING LENS for 6in. C.R. tube. Brings up
the picture size to approx. that given by a 9in, tube.
First grade, oil filled. ONLY 25/- (postage, etc., [/6)
TELEVISION PRE-AMPLIFIER. A first class T.V.
| Pre-amp. can be built with very little trouble from the
" ex-R.A.F. Amplifier Unit 6046/6050, which contains two
valves VR91. Supplied complete with full modification
data for London and Sutton Coldfield. ONLY 22/6
(onstage, etc., |/-).

TELESCOPIC AERIALS as used on Canadian 58
Walkie Talkie. 15in. in length extending to 103in.
Completely enclosed in metal case with dust cap. ONLY
12 6 (postage, etc.,, |/-).

HEADPHONES AND MICROPHONE SET, also
as used on Canadian Walkie Talkie. A pair of first grade
High Resistance phones fitted with rubber noise excluders,
and a beautiful carbon mike. ONLY 12/6 (post etc., I/-).
WAVEMETERS CLASS D. Another purchase of
these superb instruments. Covering 1.9-8.0 mc/s,,
and within G.P.O. requirements for accuracy, these are
an ideal meter for the Amateur Station. Complete with
two valves ARTH2 and two vibrators, in metal case,
Please note that this form of supply cannot be varied.
| Intended. for use on 6v. D.C., but easily adapted for use
on év. A.C:, full details being supplied. A suitable mains
transformer is available at 7,6 extra to the cost, of ONLY
79/6 (packing and carriage 2/6).

RADAR RECEIVER R3084. An ideal unit for con-
structing a superhet T.V., suggested details being sup-
plied with every set. Contains a 30 mc/s. |.F. Strip,
two valves EF54, one of ECS52, seven of EF50, one of
VU39A, one of HVR2, and one of EA50. Brand New in
maker’s cases. ONLY 75/- (carriage 10/-).

RECEIVER TYPE 25. The receiver portion of the
TR/1196. - Covers 4.3-6.7 mc/s., and makes an ideal basis
for an all-wave receiver, as per ‘‘Practical Wireless ’
August issue. Complete swith valves types EF36 (2),
EF39 (2), EK32 and EBC33. ONLY 25/- (carriage 2/6).
INDICATOR UNIT 162B. Contains éin. tube VCR517
and 3in. tube VCRI139, three valves SP6l, one of VRI7,
two -of EASO, two of DI, and Klystron CVé67. Also
fitted with 0-1 m/a meter and a biower motor. ONLY
67/6 (carriage 12/6).
Cash with order please, and print name and address
clearly.

——MIDLAND INSTRUMENT CO.
FOR GOVT. SURPLUS STOCK ETC.

ALTIMETERS, sensitive ** K ' type, new boxed, 25/-, post 9d. ASTRO COMPASSES,
new boxed, 10/-, post 1/-. MAGNETIC COMPASS}S. type P-8, new boxed, 10/-,
post 1/-. ROMEC YACUUM PUMPS, rotary vane type, new boxed 20/-, post 1/3.
HEYWOOD ATR COMPRESSORS, piston type, delivery 450 Ibs. sq. in., new boxed,
25/-, post 1/3. MOTOR BLOWERS, 24 v. AQ./D.C,, fitted enclosed t‘.enh'ﬂug!l
fans, unused, 10/-, post 11d. MAGSLIPS Jin. TRANSMITTER MK- 11, 2 can be
used in pamllel from 80 v. AQ., or In series from 100 v. A.C. single phase, when the
shaft of one is rotated, the other will follow 1009, 2 for 15/-, post and packing 1/6.
MAINS TRANSFORMERS input 230 v. 50-cycle, slnglo phase, outpat 50 v. 11 amp.,
or with little aneratlon, 100 v. at &} amp., unused, 25/-, carriage 6/-. MOTORS,
24 v. AQ./D.C., ¢ h.p, fitted overload clutch and 42in. deuchable flexible drive,
new boxed, bsrgﬂln, 20/-, past 1/4. E.D.C. ROTARY CONVERTORS, input 24 v.
D.C., output 230 v. 50 cycle, single phase A.C. at 75 watts, used, otherwise in perfect
order, 35/-, carriage 5/-, HEADPHONES, balanced armature hlgh registance, new
boxed, 7/6, post 9d. TELEPHONE CABLE D-8, twin twisted rubber covered and
bralded,yellow/bhck 880ft, wound on wood drums, new unuged, 25/-,0arriage 5/
FLEXIBLE DRIVES, approx. Mn dia., ends for screw fitting, ‘suitable for light
t trol etc., b different lengths,brand new
pncked 1i1t.,1/8 ; dﬂ- 2/6 ; 6" 3/6 BN 4/8 121t.5/8, allpost9d. L.F. CHOKE
100-H at 10 ml ,000 r.m.x., welx 1b. , new boxed, §/-, post 8d. SERIES
MOTORS, 12 v. D. 0 20 amp., }h.p ﬁtted iln uhntt,umdeaImotor(oranelectrlcully
propelled vehicle, new unused, 15/-, post 1/4. P.V,C, FLEXIBLE, twin fiat figure 8,
7/38, variouscolours, 100 yd. drums, brand new, 12/6, post 9d, SELECTOR
SWITCHES, 12/24 v. D.C., will motor and autcmatically stop at any of 4 Yaxley
awitch positione, new unused 3/8, post 9d. MASTER OSCILLATORS TYPE Ml-
194687-A, complete with two 807 valves spares and operating instructions, brand
new boxed, 50/-, carriage 7/6. PERMANENT MAGNETS, very powerful, fitted
keeper, le % 9}in. x 1¢in., new, in wood cms. 12/6, carrlage 2/6. UNIDA SPRAY

GUNS, an ideal low press gun, Dt cleaner nozzle,
for pmnt d , celiulose, i ‘ wlth jar, 2 jets, instroctions,
brand new, 19/8, post 9d. COIL PACKS 3-Wa.veband, 16-510 180-520, 800-2,000
metres, aerial and oscillator coils, associated tr , 3-w z h AW m:h

chassls mounted, single hole panel mounting, bmnd new. boxed uomplew Mth
clrcun,, 20/-, post 9d. TELEPHONE SETS, of 2

251t. twin i flex, providen perfect 2.way communicatlon.
sell -energised, no batteries required, complete ready for use, new boxed, 7/8, post 9d.
RU-18 DUAL COIL SETS, low range *Q " and high range "*M" 540-830 and
5200-7700 kes., complete in smart coil set container, unused, 2/8. post 1/-. TELE-
PHONE HANDSETS, a modern bakelite handset, similar to G.P.O. pattern, fitted
4ft, 4-way cord snd 4-way plug, new boxed, 10/-, post 9d. UNIT SELECTORS,
G.P.O, pattern, 5-hank, twin 37.5 ohm magnets, brand new boxed, 30/-, post 9d.
POLARISED BUZZERS, 3 to 6 v. D.C., in smart ironclad wall fixing cases, brand
new boxed, 5/-, post 9d. BELLS, single dome with enclored mechanism, snitable
for 230 v. A.Q., brand new boxed, 2/6. post 9d. SANTON ROTARY SWITCHES,
panel mounting, bakelite pointer knob, 6-position, single pole 5-way and off, brand
new boxed, 3/8, post 9d.

Also hundreda of other items. Send 8.A.E. for our current lists. Our C.0.D, service
18 cancelled for the time being.

MOORPOOL CIRCLE, BIRMINGHAM 17.

el. : HARborne 1308 or 2664

YOUR RADIO CAN BE
"WELL CONN‘ECTED"IN

¢  With only 5 connections and I-hole fixing,
z'__'."' the job is done in double quick time, yet
5 - efficiently and cheaply, A simple answer to
As specified for your coil and switching problems—is this
conversion of the Midget Coilpack. Full eircuit di d
7ype 25 ‘"m ofthe ge ) oilpack. Fu _cnrcult_ iagrams an
instructions are supplied with each pre-
aligned coilpack.

OSMOR

‘0’ COILPACKS

A Portable Superhet Battery model is also available.
Send stamp for FREE circuits and our new hsts of coils, Coilpacks and matche
radio components, also ** Bargain Builetin,’

Trade and Export enquiries invited.

OSMOR RADIO PRODUCTS LTD. (Dept. W.6)

BRIDGE VIEW WORKS, BOROUGH HiLL, CROYDON, SURREY
Telephone : Croydon 1220,
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CLYDESDALE—

Bargains in Ex-Services Radio and Electronic Equipment
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| JEFFERSON TRAVIS VIBRAPACK
POWER SUPPLY U.F.Il.

Input, 12 volts,

H.T. output, 150-120 volts, 30-40 mA,
Choke/Capacity smoothed, also grid bias «nd

Brand Mew in original wood case,

FO No, 43 TRANSMITTER,

Inputs : 110 v. A.C. 50/60 c/s. 1.7 K.V.A,
Qutputs :
450 v. H.T.

385 v. regulated ;

time delay and VRI50/30 stabilizer.
Other components include :
0-500-2100 v.

6.3v.ct.,6.3v.
6.3 v. (thermal starter).

with shock absorbing feet.: Weight, 420 Ibs.
CLYDESDALE’S
PRICE ONLY
Brand New'in maker's original carton.
TRANSMITTER TUNING UNITS.
Each having vernier tuning dial ; variable
capacitors. Tank coil unit on ceramic former ;

ceramic switch ; R.F, chokes, etc. In metal
cabinet 174 x 74 x 8in. Finish black.

TUS5B. 1500-3000 kes.
CLYDESDALE’S 22/6 CARRIAGE
PRICE ONLY. each. PAID.

TU6B. 3000-4500 kcs.
TUBB, 6200-7700 kcs.

TU7B, 4500-6200 kes.

CLYDESDALE'S 17/6 CARRIAGE
PRICE ONLY, / each.  PAID,
TU26B, 200-500 kcs.
CLYDESDALE'S '{ 0/_ CARRIAGE
PRICE ONLY. each.  PAID.

16 FOOT SECTIONAL AERIAL WITH
BASE

Comprising 4 lengths copper tubing, tapering
from %in. to jin., each section sleeved into the
other with insulated base.

CLYDESDALE’S 1 0/6 CARRIAGE
PRICE ONLY. PAID.

INFRA-RED IMAGE
CONVERTER CELL,
Sniperscope.
Snooperscope.
The famous wartime
‘ Cat's-eye "’ tube
used in ** Tabby '’ for
night  sniping and
observation.
Provides a Silver Caesium Oxide Screen for the
conversion of Infra-Red rays to visible rays,
using an Infra-Red light source. Data provided.
Dimensions overall : dia. 2in.x {in. Screen

dia. : l3in.
1 2/6 each,

CLYDESDALE’S

POST

PRICE ONLY. PAID.

R.C.A. VIBRAPACK.
Input, 6 volts.
Variable output : 200-240 v. 40-50 mA.
Controlled by 4 position output switch., -Com-
plete with 6p UX synchronous vibrator, OZ4
rectifier, in metal case, 4% x 4 x 6in.
Unused, but vibrator contacts stuck due to long

storage,
CLYDESDALE’S POST
PRICE ONLY. 29/6 each. PAID.

Ex. Tank Corps. MORSE KEY.

Enclosed type with knee straps, dimensions
5% x2x2in.,, with lead and jackplug, easily
removed from case. Key and Plug Assembly

No. 9. ”~
CLYDESDALE’S 2/11 POST
PRICE ONLY. / each,

PAID.

Brand New, in maker’s carton,

Ex. U.S.AS.C. CRYSTAL MULTIPLIER,
TYPE MI-19468,

A frequency Multiplier to cover 2-20 mcs.
with 807 and spare (2 valves) 0/l0 mA grid
current meter, variable condenser, calibrated
micrometer control, etc., external power
supply required (no Xtals supplied). In metal
case 13in. x 10in. x 6in., with Inscruction Books.
CLYDESDALE’'S 39/6 CARRIAGE
PRICE ONLY. each. PAID.

Ex. Cdn. Army, SUPPLY UNIT RECTIFIER,

2100 v. H.T., 375 mA., 500 v. H.T., 4OOImA..
ine ;

275 v. H.T. line ; 415 v. neg. bias ; 250 v.

neg. bias ; 150 v. neg. bias ; 8C v. neg. bias.
The unit consists of 3 complete power supplies, one
of which provides various stabilized L.V. supplies.
All are fed via double choke, condenser input circuits.
8 Valves ; 4/B66-806A's, 573, 65J7, 2/63A’s, plus | v,

Power Trans. 2100-500-
Power Trans. 450-0-450 v. 13 v, ct.,
Fil. trans. 2.5 v. ct., twice, Fil. Trans.
Chokes,.2/15H. 375 mA.,
I5H. 450 mA., 2/I5H. 110 mA., 20H. 162 mA., plus various H.V. condensers, resistors, etc.
The complete unit mounted in metal case with lid, 2ft. 6in. x Ift. 6in. x Ift. finish olive-drab crackle

L.T. outputs.

Complete, self-contained vibrator unit, with
synchronous vibrator, etc., mounted on a
chassis 7in.x 3in. x 1}in., enclosed in a black
metal box 7in. x 6in. x 4in., with circuit inside,
plus I5 yards of cable with croc. clips for batt.
connections.

Unused, but vibrator contacts stuck due to long

storage.
CLYDESDALE'S 1 9/6 CARRIAGE
PRICE ONLY. each. PAID.
Ex. R.A.F.

BATTERY AMPLIFIER UNIT All34A.

A two-stage, two-valve, VR35 (240QP) VR2|
(210HL) inter-comm, and Tx. mod., pre-ampli-
fier with transformers, etc. (less batteries).
Could be simply modified for use as gram.
amplifier or input pre-amp. Used, good con-

dition.
CLYDESDALE’S 1 l'.'b/ POST
PRICE ONLY. @[ = each. PAID.
£1 6 CARRIAGE — —— o e
PAID. | BRAND NEW JUNCTION PANEL

10D/13336.

Type 19D for All34 and AlI34A units, hass
10-way and 4-way sockets, six 2-way and two
3-way terminal blocks, DP/ST switch, mounted

on board 6 x 44in.
CLYDESDALE’S 4 6 POST
PRICE ONLY. ; each. PAID.

Circuit of AlI34A available at 1/3 post paid.

VIEWMASTER TELEVISION.

Circuit and daca, 5/-.
Component Kits available.
State whecther London (A)
or Sutton Coldfield (B).

Brand in  maker’s

cartons.

New

AN/ARC-5.SCR-274-N. Ex. Ex.-R.A.F. Flying Helmet tvpe.

U.S.A.AF. “COMMAND.” ELECTRO-MAGNETIC MICROPHONE.

RECEIVER UNITS, Elé for All34A, etc., approx. impedance

R-26/ARC-5 or BC-454. SS ohr'ns. Dim, : 2in. dia. x |{in. with switch,

Frequ . 3.0-6. . L short lead and 2-way socket. Brand New.

focduency : 30:-6.0 mes., 100- | Py DESDALE'S 5/6 POST
[ PRICE ONLY. each. PAID.

LF. 1415 kes. 6 valves, 12SK7,
R.F., 12K7 F.C., 125K7 Ist L.F.,
125F7 or 12S5K7 2nd I.F.,
12SR7 det. B.F.O., 12A6 out-
put, 3-gang tuning condenser
(remote controlled) complete unit (less dyna-

EI6T. This microphone, with midget matching
transformer, are available at
6/6 per set, post paid.

Ex. Royal Navy.

motor) in metal case || x 54 x 5in. Input 24 v. - SOUND
CLYDESDALE’S 50/ POST . POWERED
PRICE ONLY. = PAID. | TELEPHONE

No batteries
required,
gives long
service with-
out attention.
Complete,
with warning indicator lamp and generator,

Circuit of R-26/ARC-5 available at /3 post paid.
Circuit of BC-454 A & B available at /3 post paid.

MEDIUM WAVE CONVERSION COIL
ASSEMBLIES.

Cat. H67 for BC-453 or H68 for BC-454 or H69

for BC-455, giving a high-pitched note, which can be heard
CLYDESDALE’S 10 posT | through any noise. Where a number of units
PRICE ONLY. /' each. PAID. | are used the lamp would indicate which one is

being called. Dim. : 73in.x 9in. x 74in. overall,

. .. | for wall mounting. Designed for ships’ use, but
g:fag’;:alh:::vt'onEx' U.S. Navy, in maker’s | gli_t;ble fsor tPLeEhome, office and factory.
y | DESDALE’S CARRIA
CONTROL BOX CCT-23155, equal to | PRICE ONLY. 27/6 each. PAIDSSE

U.S. Army, BC-496.A.
For Two Command Receivers, with dual tuning | Brand New, Ex. Army. No, 3 CARBON
l HANDSET MICROPHONE.

and volume controls, switches, Inlet and Outlet

Points, black crackle finish box. Dim. : E.12., with handle switch, flex and standard
64 x4 x |3in. Jackplug.

CLYDESDALE'S 10/6 POST | CLYDESDALE'S 7 6 POST
PRICE ONLY. each, PAID. | PRICE ONLY. / PAID.

Brand New in maker's original carton. U.S.A. made by R.C.A.
INSTALLATION KIT FOR WS-No. 19.

Complete kit comprises Con. 12 pt. 12ft. 2in. 12W. cable with 12W,. Skt. each end, ditto 6ft.
8in., Con. 4 pt. with 4ft. lin. 6-way cable and 6W. Skt. one end, co-ax. con., 2 |/5W, Jumper
leads, 2/satchels, 3 sets M.C. Mic/H’phone Assy. Aerial Base, Beam/Ant. mtg. Control Unit No. 2
with O.P. leads, control unit No. | with 6W. lead. Junction Box No. 3 with O.P. leads, and 6W.
lead, mtg., etc., etc., screws, nuts, washers, plus Installation and wiring diagrams.

CARRIAGE

PAID.

CLYDESDALE’S 42/6 N

PRICE ONLY

Ex. Army, WS-18 RECEIVER UNIT.
A 4.valve superhet chassis. Range 6-9 mcs. (53-33.3 metres).
with ARPI2 (VP23) F.C. 2/ARPI2’s L.F. and AR8 (HL23DD) Audio
Loc. Osc., 2nd det. and A.V.C. slug-tuned |.F. trans. 465 kcs., etc.
The complete receiver mounted on a chassis 8% x 5 x lin., all
control front panel 95 x 53in. Unused, good condition.
Power requirements approx. : 3 v. 0.2 a. L.T., 120 v. I5 mA. H.T.,

1.5 v. bias.

CLYDESDALE'S 17/6 CARRIAGE

PRICE ONLY PAID.
Mk. I, Il and [tl available at 2/3, post paid.
Mk. H and If) available at 4/6, post paid

Circuitsfor WS-18 Revrs. :
Circuits for WS-18 R/T :

Order direct fror;l —
SUPPLY 2 BRIDGE STREET

CLYDESDALE CO.LTD. GLASGOW - CS5

Phone: South 2706/9 . Visit our Branches in Scot!and, England and Northern Irelana
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FIXED PADS
UP TO 60 db

*

STEP TYPE
UP TO 100 db

*

ACCURACY 1%
D.C. TO 50 Mc/s

LSR8 fory 1o
IO 200 Gube ney
B W Yedur L,

‘ p " £ - THA PEm R amnge g
i 1 s . SPULIT wpgirs G
LR R

AN ENTIRELY NEW
RANGE OF

CO-AXIAL ATTENUATORS

For particulars of these and our full range of measuring instruments, write to :—

BRITISH PHYSICAL LABORATORIES

HOUSEBOAT WORKS - RADLETT - HERTS - Telephone: RADIlett 5674-5-6

BAK  ™ir.2pen GIAK

Vibrator Packs, 12v. input. Qutput 300 v. at 100 mA, fully smoothed,
19/6, plus 1/6 post.

Vibrator Packs, 6 v. input. Output 150 v. at 40 mA, complete with
all smoothing (metal rectifiers), 17/6 each, plus 1/6 post,

Tub. Condensers, .01 5 kv, 1/6 ; .02 8 kv, 2/-, plus post 6d.

Special for AR88 Users. Matching speakers, 2.5 ohms, black crackle
case, €3 5s., carr, paid.

ARS8 Spare Crystals for D model only, 455 kcs., 15/- each.

Power Transformers. 320/320 130 mA, 6.3 v. 5 a. CT., 5 v. 3 a.
Primary 200/250 v. 50 c. Drop through type, 22/6, post /6.

Special Offer. Four 807 valves for £I.

H.T. Dry Batteries. These are heavy duty 157 v. plus 5.2 v. in her- |
metic sealed metal cases. 10}in. x 4fin. x 4in. Weight 11 Ib. These
are special mercury type batteries and are first-class value at 8/6,
plus 1/6 postage.

H.R. Headphones, brand new, 8/6 per pair, plus {/- postage. i
I Moving Coil Hand Microphones, with switch, 3/l each.
Transformer, for above, 2/- each.

Type S.R.2, used in conjunction 500 Micro-amp Meters, scaled 0-600, 5/- each.

el @ AR (499 13ft. $in. dia. Co-Ax Cable, with Pye plug each end, 2/6, postage 6d.

SoldinefiabEREPRe A 2 S e 70 Ohm }in. Dia. Co-Ax Cable, Bd. per yard, Postage 1/6 any
maodels above. List Price £237 lengch,

bined
(ecmbimedy 70 Ohm Twin Feeder Cable (not screened), 5d. per yard.

DON’T CHOOSE UN:HL YOU HAVE ENQUIRED ABOUT I3oo Shm Twin Ribbon Feeder, 5d. per yard. Postage I/6 any
ength.

@ RAM H N DISC Moving Coil Headphones, with Moving Coil Hand Microphone,
‘ RECORDERS | |[¢ rostese IF-

PLEASE PRINT YOUR NAME AND ADDRESS

Grampian Direct Disc Recorder,

Grampian recording equip has been supplied to The Egyptian State

ion, Swedish S Broad ing C ion, G.P.O.
e ot s o Buarge-muber of poivacd CHAS. H. YOUNG, G2AK
Recording Studlos. Al Calters 1o 110 DALE END, BIRMINGHAM
GRAMPIAN REPRODUCERS LTD. Mail Orders to 102 HOLLOWAY HEAD, BIRMINGHAM
Hanworth Trading Estate, Feltham, Middlesex Telephone : MIDLAND 3254
'Phone: Feltham 2657 Grams: REAMP, FELTHAM J
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BRITAIN’S

MECHANICAL HANDLING
EXHIBITION

The 1950 Mechanical Handling Exhibition at Olympia,
London (Grand and National Halls) will provide a
practical answer to the world-wide demand for
mechanical aids in the battle for greater output and
lower costs of production. Covering a total floor area
of more than 200,000 square feet, it will be the world’s
‘largest exhibition of its kind.

The diversity of exhibits will include :—

CONVEYORS . ELEVATORS AND RUNWAYS CRANES
(FIXED AND MOBILE) . AERIAL ROPEWAYS . INDUSTRIAL
POWER TRUCKS . DUMPERS AND MECHANICAL SHOVELS
COAL, COKE AND ASH-HANDLING PLANTS . FORK LIFT
TRUCKS . STACKERS . HOISTS AND PULLEY BLOCKS
PNEUMATIC HANDLING PLANTS . SACK AND BAGGING
MACHINES SCREENING AND WASHING PLANTS
CONVEYOR BELTS, GEARS, MOTORS AND ACCESSORIES
OF ALL KINDS.

The Exhibition will embrace all forms of bulk and
package handling, and many of the exhibits have never
before been on view at any exhibition.

The very wide range of equipment in operation will
demonstrate the potential increase in production result-
ing from the adoption of mechanical handling methods.

Working exhibits will include :(—

DISCHARGE OF RAILWAY WAGONS BY TIPPERS . HAND-
LING OF GRAIN, CEREALS, ETC. BY PNEUMATIC SUCTION
PLANTS . CONVEYING OF MATERIALS BY VIBRATING
CONVEYORS THE PNEUMATIC TUBE SYSTEM OF
CONVEYING . CONVEYANCE AND STACKING OF GOODS
BY FORK LIFT TRUCKS . CONVEYING, ELEVATING AND
DUMPING OF BAGGED MATERIALS BY PORTABLE CON-
VEYORS . CONVEYING OF COMPONENTS TO INFRA-RED
AND ENAMELLING OVENS . SHIP UNLOADERS.

The Exhibition is organised by ‘“‘Mechanical Hand-
ling”, the Journal of Britain’s handling industry, with
the support of the leading trade associations.

At the Convention, each day except June 17th, well-
known authorities a.nd large-sc_ale CONVENTION AND
users of mechanical handling

plant will discuss its application INDUSTRIAL FILMS
to many different industries. At a special theatre in
the Exhibition films will be presented showing various
aspects of mechanical handling.

No industrialist or production executive should miss
this demonstration of the

value of modern methods in PLAN'YOUR VISIT NOW
meeting rising costs, increasing production per man
hour and improving overall efficiency. Please fill in
the form below.

ORGANISED BY

¢¢ MECHANICAL HANDLING*”

AN ASSOCIATED ILIFFE

The Journal of Britain’s Handling Industry

PRESS

LTD. PUBLICATION

NAMe ..o

Address ..o

SEND,NOW FOR
FULL DETAIL

To: ‘“ Mechanical Handling,” Dorset House, Stamford Street, London, S.E.1., England

Please send me further particulars of the 1950 Exhibition,
with Application Form for free admission tickets to the
Exhibition and Convention,

Travel information, etc.

i D e, e — Y
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— "WEYRAD '~ | srimsi sounp recorpine

INTRODUCE TWO NEW ASSOCIATION.

ILF. TRANSFORMERS A PRIVATE

TYPE P5 EXHIB-TION

oF
Of medium size and high efficiency. Permeabifity | SOUND RECORDING — REPRODUCING
trimmed with cores accessible from two opposite AND AUDIO EQUIPMENT
s.des of can.  460/470 Kc/s operation. |
SiZe «ooiviri, 137 x 137 x 3¢ DEMONSTRATIONS — FILMS — MOBILE VANS

Nominal “ Q" ..ot 130.
WALDORF HOTEL, ALDWYCH, LONDON

TY P E P 5 ﬁ To be opened on Saturday, 20th May, 1950
BY
[ ] [ ]

MR. FRANK PHILLIPS (B.8.C.)
Physically similar to the P.5, but having a switchable AT 2.30 p.m.

tertiary wind which enables variable selectivity to :
be obtained by changes in the coupling factor. I Sunday, ZUseln R0l 0,30 SEREEES o).

I MEET o 2 Price 1/2d. Post Free, or at the door

WEYMOUTH RADIO MFG. CO., LTD., ‘ —
CRESCENT STREET, WEYMOUTH, Brochure and Membership Application Form from :—

Membership Secretary :—

DORSET, ENGLAND. | H. J. King, 48, Mount View Road, North. Chingford, E.4

‘ Admission to Non-Members by Catalogue

FT.300 TRANSMITTERS Manufactured by Federal Telephone &

:(tagi?(v%ogz;puu;S.!»:éh.Fozu;qz\iou;gsmz?erating on C.W. simultaneously RAD'OMEN DERS LlMlTED

RCA TRANSMITTERS. Type E.T. 4332B, 2 Mc to 20 Mc, 350 W.

.
c/w, 250-w. rft, two 813's output. Separate speech amplifier. Two FOR SPECIAL TRANSFORMERS AND REWINDS
805 modulators. Rectifier—four 866's. We ialise i

HALLICRAFTERS. BC6I0 with speech amplifiers, aerial tuning Speciatisein

units, tuning boxes and coils. AMATEURS’ WINDINGS, TRANSFORMERS

HIGH SPEED TELEGRAPH cquipment, **Boehme ' (U.S.A.).
Up to 400 words per minute on line or wireless. New. Working

ALL TYPES, CHOKES, PICK-UP COILS,

demonstration on request. INSTRUMENT COILS, Etc.
AR.88.0’s. S5X 28's. HRO's with 5 or 9 coils, power packs. R . 1
METAL RECTIFIERS type 7B. Max. D.C. output at 36 v. 56 amp. Highest workmanship Good Delivery
Supply voltage. 200/250 v. Brand new, +*
All above items in excellent working conditions with new valves, Largay
stock of transmitting condensers, valves, crystals and other components.
Alignment and repair of communicatlon. receivers and ail other amateur RA D IOCMEN DERS! LTD'
equipment. Television & Radio Apparatus, Transformer & Coilwinders,
P.C.A. RADIO 123-5-7 Parchmore Road,
THE ARCHES CAMBRIDGE GROVE, LONDON W.5. "Phane RIV. 3279 THORNTON HEATH, SURREY
Branch, 170, Goldhawk Road, W.12 LIV 2261. Trade enquiriesinvited. Established 16 years.
———

HIGH F!DELITY AT ANY LEVEL**

P oul fuy mpenseeed votume conrol and oy s, | | | L RANSFORMERS

o f 16 ' .
(B ey st With Gty S eEmero! ¢ g correct 280% (¥ SinRMI -
bass output from a whisper tc full volume. Follows well 150-0-150 volts at 100 mA

known Fletcher Munson 4 Size 31" x 33" x 43" Plus 1/- post

loudness curves. Fully
screened  will  replace
existing volume control ~20

/1l
j

= SIMILAR

ATTENUATION
D.8.

send for feaflet CWS50. -5 150-0-150 and 0, 10, 20, 30 and 40 volts
38,6 _ Sl All at 70mA. Size 24" x 33 x 3%
post paid sl epd L — MONEY BACK GUARANTEE

c.w.o,

C. T. CHAPMAN (Reproducers) Ltd. F:457en FIELD’ S 435-437 STRATFORD ROAD

RILEY WORKS, RILEY STREET, CHELSEA, S.W.I0 BIRMINGHAM 11
Manufacturers of VENTEX cabinets.
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The TRUE TEST ofan

instrumentis

ZeinsiT’

The ** SELECTEST "' is built for the main job in
radio servicing — that of measuring VOLTS,
AMPERES and OHMS — and nothing else. That
was the intention. The result is that it does this
job accurately and reliably — and will continue to
do it. There is no better instrument for the job. You
can rely on a *“SELECTEST"” — it's a G.E.C.
Measuring Instrument.

May 1950

Cat. No. M4l11. Price £16.5.0

YOLTS AMPS OHMS
3A°g: 745, ISS, 75I. SISO. A.C.75, 150, 750mA. [,000

. €00, 750, 1,500, |5, 7. )

©.C. 150mV. 300mV. |'35c7 |55'53A i3l o 10,000
1.5 3, 15, 30, 75, G loh o ISR ST
150, 300, 600, 750, 150, 300 mA. 1.5, 3, d

i, V. S, 30 A. I Megohm.

Please send for leaffet No.X334 FS.D. | mA

PRODUCT

MULTI-RANGE
MEASURING

SELECTEST

THE GENERAL ELECTRIC CO. LTD., MAGNET HOUSE, KING5WAY, LONDON, W.C.2.

INSTRUMENT

73

18, TOTTENHAM COURT ROAD,
LONDON, W.1. Phone : MUSeum 2453, 5439

SHOP HOURS : Mondays to Fridays 9—35.30. Saturdays 9—1
FULL MAIL ORDER FACILITIES PLEASE ADD POSTAGE

“ VIEWMASTER ”’ ELECTRONIC ENGINEERING TELEVISOR
ALL COMPONENTS AISEN%%ECIF'ED IN CONSTRUCTIONAL Comprehensive Television Catalogue now available, mvmg full itemised
LONDON BIRMINGHAM parts list for London and Birmingham editions . post free
£ s. d =R d.
Constructional Envelope, wnkh Bluepnnts 50 5 0| BULGIN PRODUCTS (Every Item Boxed)—
T. Condensers i 615 0 7 0 0| Heavy uty Wire-wound Resistors on ceramic formers. May be tapped
Whiteley Components .. 6 5 0 6 5 0| atany point. Approximate rating, 20 watts. Available in following values:
Plessey’ Equipment 5 512 6 512 6 100, 300, 750, 1,000, 5,000, 10,000 ohms ... each 3
estmghouse Rectifiers 3 2 6 GRNZEb Mlmalure Slgnal Lamp itting for single-hole ﬁxmg Takes standard
Wearite Coils and Chokes 120 110 0| ME.S. lamp, available in three colours—red, green and orange
Colvern Wire-wound Pots o 19 3 ‘19 3 each 2/3
Morganite Carbon Pots 9 0 9 0 | Rotary Toggle Switches——Double Pole On/Off . - 4/~
Morganite Resistors - 1 6 9 1 60 ouble Pole Change Over 4/-
'Bellmz & Lee Accessones (mc|udmg fuse) 8 6 8 6 F Single Pole On/O 3/3
Bulgin Accessones 12 6 12 6 | Normal Toggle Switches—Double Pole Change-over 3/9
= g 3 5 (Zi g A o Mot galglgle }’ole Double Throw 3//3
M ll rd EF5O Valves (al 2]/4 each) -Flugs an ockets—Ucta e Plugs 2/-
? lel:rd EB9 12 10 12 10 Flush-mounting Mains Plug and Sockel 2/~
| Mullard EBC33 od m 1 7 lé Z
i Mullard EL33 e 1210 12 10 | WESTINGHOUSE AND STANDARD TELEPHONES RECTIFIERS
2 Mazda 6K25 (at 12/10 esch) .. 1 5 8 15 8
1 Mazda 6P2 . .~ 11 4 11 4| We 36v Peak Imput, 250 microamps max. F.C. Current 3/5
| Mazda 6p25 ¥ 15 10 15 10 | WXI 6v Peak Input, 00 microamps, max. D.C. Current 3/5
9%n. CR.T. Mullard Mazds T G E .. 11 610 11 6 10 | HT49 120v 20mA D.C. Output Battery Eliminator type .. 10/6
i2in. C.R.T. Mullard Mazda or GE.C. ... 15 2 5 15 2 51 HI8-30-1W 420v 150mA D.C. Output, Standard Power Pack kype 21/9

LATEST ADDITIONS

Acos Microcell Pick-up for standard or microgrove records

Type £3 11 §
Goodmans Axiom 22. The 20-watt ngh Fldellty sreaker

incorporating the latest exponential twin cone assembly £1213 0
Stentorian Concentric Duplex Loudspeaker complete

with matching transformer and filter condenser £6 6 0
Collaro Mlxed Record Changer for A. C mains operahon

Type RC49 o ... £14 6 8
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IS YOUR HOBBY RADIO?

... Silverstone’s Cater for That

Perhaps your other hobbies or your work come
under the headings of:

PHOTOGRAPHY,
ELECTRICAL ENGINEERING,

DRAWING-OFFICE,
ETC?

Then you will find Silverstone’s cater for them all.
In fact, we claim to have the largest range of Govern-
ment Surplus Goods in the country.

You will realise this if you send 2id. stamp tor our
beautifully produced illustrated Catalogue, full of Govern-
ment Surplus Bargains, all carrying the famous Silverstone
guarantee of absolute satisfaction or money uncondition-
ally refgnded.

UNIVERSITIES, MUNICIPAL  AUTHORITIES,
GOVERNMENT DEPARTMENTS AND
EMINENT INDUSTRIAL FIRMS ALL OVER
THE WORLD HAVE BOUGHT, AND
CONTINUE TO BUY FROM SILVERSTONE'S.

WE SHOULD WELCOME THE OPPORTUNITY
rOF BEING OF SERVICE TO YOU.

H. SILVERSTONE

20, OXFORD ROAD, MANCHESTER 1’
Tel : CENtral 2001

| 1070 Harrow Road, London, N.W.10

May 1950

PRATTS RADIO

(Nr. SCRUBBS LANE} Tel. LADbroke 1734,
r

\ = AMPLIFIERS. College gen-
" - ' eral purpose units. Model
- e . ACIOE |0 watt 4 valve unit.
Neg. feedback. Separate
Mike stage, separate inputs
for mike and gram with
twin faders. Tone control.
Complete in c{aslewl‘with
chrome handle, £8/18/6.
MODEL AGIOE £8/13/6 (Carriage 5/- extra).
Mode! ACIBE, 6 valve unit with output of 18% watts. Push-pull output
with feedback over 3 stages. Separate mike stage. Inputs as ACIOE.
Twin faders and tone control. Complete with case and chrome handles.
£13/19/6. Carr. Paid. Mode! UIOE, 6 valve unit for DC/AC mains,
specification as ACI8E. 10 watts output with feedback over 3 stages.
Separate mike stage. £11/11/- (carriage 5/- extra). All above have out-
puts to match 3, 8 or |5 ohm speakers, and are ready for immediate
use. Input volts average, mike .003, gram, .3 v. No preamplifier re-
quired. Model ACSC, Record/Radio amplifier, 5 valves P.P. outpit
with feedback over 3 stages. Output 8 wates. Chassis model. Supplies
H.T., L.T. for tuning unic. Qutput to 3, 8 or 15 ohms speaker, £9/18/6,
Carriage paid. M>del AC4C, A.C, or U4C, AC/DC, 3 valve chassis
units, 4 waces to 3 ohms, £4/19/6 (carr. 2/6 extra). Scamp for fuller
details. Above are as supplied to Clubs, Schools, Hospitals, etc.
TRANSFORMERS. EH.T. 2,500 v.5mA, 4v. I A, 4v.2 A CT.
(for VCR97) input 200-240 v. (in 10 v. steps) 27/6 ; 2x350v. 6 v. 6 A,
Sv.4A,4v.3: A, 35-; 2x350v.80mA,6v.4A,5v.2A,22(6;
Heavy-duty output, 30 watt 10 ratio (20-1 to 140-1 C.T.), 23/9 ; Ultra
midget for 1S4, 354, etc., 3/Il. Filament 115/230 v., 6 v. 24 A,, T/6.
All above are new manufacture, not sarplus.
SPEAKERS. Truvox 2{in., 17/6 ; 8in., 14/6 ; 12in., 37/6 ; Truvox
Sin., 10/-; Plessey 8in., I1/9 ; 10in., 18/6 ; Rola Mains En., 6fin.
700 ohm, 168/- ; Goodman’s 8in. P.M,, 16/6 ; 10in., 28/6.
CONDENSERS. B.l. 500/550 v. C'b’d. Blocks, 8 mfd. 3/3; 8 + 8,
4/9 ; 8 -~ 16,6/~ ; Midget 450 v. Cantype, 16 +8,3/9 ; 8 +8,3/6 ;
56 + 16,4/-; 25 mfd. 25 v. 10d. ; 2 mfd. 350 v. I/~ ;. .} x350v.,2/6

oz.

VARIABLE CONDENSERS. 2 gang.0005,4/3 ; 3 gang, 6/9 ; with
feet and long shaft, presencs 50pf. ceramic, 4d. ; 100 and 500 pf., I/3.
MISCELLANEOUS. U.S. Octal bases : Paxolin, 4d, ; Volume con-
trols, all values, SK to 2 meg., w/switch, 4/6 ; less switch, 2/9. Voltage
droppers with ft. and 2 sliders, .3 A., 800 ohm or .2 A, 950 ohm, 4/6 ;
Chokes (not W.D.) 60 mA. 20 Hy, 400 ohm, 6/6 ; 90 mA, 10 Hy., 10/6 ;
150 mA., 10 Hy, 14/3. Bulgin Jack sockets,'!/6 ; Plugs, 9d. ; Wearite
'*P ' coils, 3/~ each. Wearite I.F."s Standard 10/ each.

Open 10-6. Callers very welcome. Nearest Tube Kensal Green,

All Goods New and Unused. C.0.D. or C.W.O. Post Free over £I.

PROD

NEON[Fii

v FOR 200-250v. MAINS.
HAS A 1,001 USE3

CONSUWES ONLY HALF A MILLIAMP,
FULLY SHROUDED WATERPROOF.

Te/sf

p__\}f Edzgy

A F.BULGIN gco. oo,

BYEPASS RD.BARKING,ESSEX

ELECTRONIC INSTRUMENT
METAL CASES and CHASSIS

and General 1

SHEET METAL WORK

CHASE PRODUCTS (Engineering) LTD.
27, Packington Road, South Acton, London, W.3. |

Tel.: ACOrn 1153/4.

e Fidelia
LUXURY 8-VALVE
RADIOGRAM CHASSIS

Features include variable selec:
tivity, infinite Impedance de-
tector, electronic bass and treble
controls, push-pulltriode output
stage; 3 wavebands 16-50,

190-550 and 1,000-2,000 metres.
Audio amplifier response
30-18,000 cycles : bass, treble
and volume controls operate on gramo,
suitable for light weight p.u.
Data Sheets on

reques'.t. nlso !lor ! /7 Guaraoteed 12 months. Price £21/5/-
‘Preciton’ 5-valve > %
chassls, £12/17/6; LE 00” JlC— [
.F.feeder, 8§ gns. E
O = DEVELOPMENTS:

6wattamp, £12/12 ~
18 BROAD ROAD, WILLINGDON, SUSSEX !

THE IDEAL MICROPHONE
FOR

TELE-COMMUNICATION

Designed and developed essentially for G.P.O.
MODEL hand-sets, with® mobile tele-communication and
P.A. work in view, LUSTRAPHONE Model C.SI
is fast establishing itself wherever a good micro-
phone is called for. it provides maximum
intelligibility at extreme range and under adverse
MOVING-COIL condition., and Is used extensively by Broadcast
MICROPHONE Engineers and others needing quality and depend-

;bility. Available as insert unit, or complete hand
instrument, Data sheet on request.

LUSTRAPHONE ..S&trartione e,
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Rate @ - for 2 lines or less and 3/- tor every additionsl
line or part therecl, average lines 8 words. Box Numbers
2 words plus 1/-. Trade discount details available on
application, Press Day : June 1950 issue, first Post Monday,
May 1st. No responsibility accepted for errors.

WARNING

Readers are warned that Government surplus
components which may be offered for sale
through our coll carry no facturers’
guarantee: Many of these components will have
been designed for special purposes making them
unsuitable for civilian use, or may have de-
teriorated as a result of the conditions under
which they have been stored We cannot
undertake to deal with any complaints regarding

any such components purchased.,

NEW RECEIVERS AND AMPLIFIERS

‘[ TNIVERSAL ELECTRONIC PRODUCTS
e l\‘l'laryleoone High 8t.. London. wW.1.
ec!

SPECIALISTS in the design and manufacture
of high fidellty reproducing equipment from
5-100 watts for domestic or industrial purposes.
Our new twin channel amplifier (tvpe U.E.57).
with indepandent bass and treoble outputs. pro-
vides the most satisfying standard of reproduc-
tion we have vet experienced. It is now being
demonstrated in our showrooms daily (we close
Thursday 1 p.m.. Saturday 4.30 p.m.). and we
invite those who seek perfection from recorded
music to hear this supverb instrument. We also
offer tuning units or compiete chassis designed
and constructed to lndlvlduul requirement[s:5

36.
Wel-

352
ERNARDS, makers of television, radio,
amplifier ' equipment. available for early

delivery: television time-base chassis and E.H.T.
supply combined, 5 valves, compleiely wired,
tested, on.ly new components used; £7/12/8.

BERNARD 12, Chelverton Rd.. Futney Lon-
don, S.W. 15 Put. 7538. [5197

/V receiver 26 valves plus stabilised power
supply. choice of three stations (switched).
designed for rack mounting but easily fiited in
cabinet, simple conversion to higher definition
svstem nearest offer to £100; also 85-102 mc/s
-A.M, tuner, nearest £35,—Full detalis lrom

J Mort, BCM/HIFIDEL London, W.C.1. {5172

SOUND investment.—Qur 5-valve all-wave
superhet radiogram chassls is reallv value
for money; large fullv illuminated glass scale
in attractive colours; easy to fit and adantaonle
to any radiogram cabinet, aerial tested complete
with speaker; price with 8in p.m. £12, with 10in

p.m. £12/10; . stamp for Lllumated leafiets:
trade enquiries  invited.—Bayly Bros.. 46,
Pavilion Drive. Leigh-on-Sea. Essex, 15308

ELRAD ELECTRONICS. 70, Church Rd.

Upper Norwood, London, SE19 desumers
and manufacturers of Telrad qualiity amplifiers
for commercial and domestic use; unique ampli-
fiers, with exceptional quality; buut to satisfy
the discriminating ear, bass and treble inde-
pendent controls, provldln" widest possible vari-
ation to suit all recordings and varying acoustic
properties of one room with another; £18, com-
pleoe, full details on request. —Writ te, call or
‘phone Livingstone 4879. foo19

ONNOISSEUR'S receiver, acclalmed by its
users as the finest receiver for the enthu-
siast and the only one with the following facili-
ties: 9-1,500-metre, world-wide results on highly
sensitive 10-valve receiver, comparable with any
good communication set, or by change of switch.
maximum fidelity reception of local stations on
non-superhet recelver with high quality 2-PX4
ush-pull amplifier incorporating all refinements.
ass and treble tone control (boost to cut),

whistle filter and gram input. etc.: basis rebuilt
R1155; write for details or call for demonstration.
FEEDER units as above, for use with externai
high-quality amplifiers; R1155 specialists, re-
ceivers repaired and re-aligned. also modified as
above, or to your requirements;
and values 2/- post free.—R.T.S., Ltd. Glad-
stone Rd., Wimbledon, S.W.19. 'Tel. le 3303.

IDCO radio; new product! R/E1l radio
feeder, high quality superhet feeder infinite
impedance detector, tuning ese slide rule dlal
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World Classified Advertisements

Martridge Mews

’

Illustrated is a
typical Partridge Transformer
(Type DN) in its Mumetal
Screening Box. It is merely to
remind you that all Partridge
Precision Components (standard
or ““to specification ’’ types) are
now available as hermetically

sealed units.

*

Then there’s the ‘PPO’ range,

designed to meet more fully

the particular demands of

push-pull output transformers

where wide A.F. range with
low distortion are vital.

FULL DATA ON REQUEST

with fiywheel drive; covers L. and 8. waves;
auto ¥1 delity control of IF selectlvny \vlde
bandwidth on locals narrow high gain on distant |

stations; bass and treble tone control in high
galn pre am stage. switched for gram or radio,
oompF 6 valves, £10; P/El ampuﬂer

wer pack be used with the RE/1 feeder.
8010 waits hi h ﬂdemy %ush -pull output.
heavy duty po er pack; loops, £13/10.
price for and RL‘/l £25 carr. paid;
dellvery 10 1 days, also AA/5 5 watt amp..

0; AA/ST with bass and treble tone con-
trol £5/17/8; AA/10 10 watt push-pull twin in-
uts, £10; PA/12T su{Jerb portable amplifier for
gance halls, ete. 12 watts, bass/treble con-
trols, twin input mixers, £14; any type of audio
amplifier quoted for; further details. catalogue.
trade terms gratis.—Mldland Radio Coil Pro-
ducts, 19, Newcomen Rd.. Wellingborough.

PARTRIDGE
! TRANSFORMERS LTD

ROEBUCK ROAD, KINGSTON-BY-PASS
TOLWORTH SURREY
Tetephons : ELMbridge 6737-8

NEW RECEIVERS AND AMPLIFIERS
HALLICRAFTERS dual dlversity receivers,

complete with powé&r units and loud-
speakers; few only available.
McELROY ADAMS MFG. GROUP, Ltd
crafters), 46, Gréyhound Rd., London,

Halh-
5211

TRUETOVE amplifiers and tuners built to
your requirements by high quality experts
from 5-50w: £5 uD\\ards -—For demonstration
write or_phone, A. Colman. 1. St. Stephen’s
Gdns., W.2. Bay. 3661 after 7 p.m. 15175

EDUCED in _ price.—The Rolls-Royce of
ampifiers—the R.T.M.C. version of the now
world famous '’ Williamson " amplifies, no other
amplifier in the world can excet this wonderful
reproducer, nelthfr can the quality of parts
used or final performance be improved upon;
hundreds of pounds have been spent in adver-
tising this product and we therefore offer it
wi confidence and emphasise that the
R.T.M.C. version stil. leads on performance and
price any other similar make of advertised pro-
duct. Owing to increasea production we now
offer the original improved 7-valve model at
£23/10 and the 9-valve model wih built-in pre-
amplifier at £28/10 (covers extra): buy right and
buy the best; compare performance figures or bet-
ter still come and hear it; special requirements
catered for; do not confuse with Junior model
fllﬂers, the R.T.M.C. version is stiil the
bes tuners supplied: &lso speakers, etc.
wrife for full details to .C. (Eallnz)
Ltd.. Laurel House, 141, Little Ealing Lane, W.5.
Ealing 6962. (3674
RECEIVERS, AMPLIFIERS—SURPLUS
ND SECONDHAND
ARCONI V.R.L. and BC 312 comm
ceivers for sale, brand n
. RAE, 39, Penn Rd., Wolverhampton St?sﬂ; o

re-

EW R1155. mod. output stage. power pack,
cc: diag. speaker. transit case: £11.—Box
3364. ) 5254

1\ IDWEST receiver. 16-valve, 5 wavebands,
12in Magnavox speaker, 110 to 260v a.c..

circuit supplied; £10/

WESTERN electrlc all dry portable, £3.—8. Vale

Croft, Pinner. Middx. {5327

ALLICRAFTER S-38, a c /d.c.. 1947 model,
with transformer; /15 “Fowler. 12,
Margaretta Terrace I..ond W.3. Flaxman
7953, {5269

R1155 recelver. converted with output valve
and smoothed power pack. hboratorv teste;?I
excellent condition. £12.—Liberty

Grand Drive, London, S.W.20.

COMMUNICATIONS receivers galore! H.R.O.

Senior Rxs. in good conditlonRacomD"‘?,e

from £12/10. D{ﬁs carr. t'salsn sr}rﬂ AI Sersr(lig
—State I rements to R. 5
S Grove Green Rd.. E.l. Ley. 4986. 10052

PERFECT E.M.G. radlo record player. 1946
A model_ t.r.f. long/med. wave in unit cabi-
net. with separate H.M.V. latest player desk.
all for a.c. mains, comp]etﬁeexcenc speaker; £35
heard by appointment.—Letters ﬁxst Vickers,
46, Beigrave Rd.. London. S.W 15274

0348 built-in. 230v a.c. supply. excellent
COndlthé\ .!‘.15/10l also BC348, buu: ll:le
110v- 220v a.c./d.c. supply and B
li 12K7 RF 12J7 FC 12J5 FC osc.,
nezca IF and det. 12J5 BFO. 50L6 ouwut and
5524 rect. suitable shipboard use: £20.—Morns.
57. Eastfleld Rd.. Bridlington. (5270

ANADIAN 103 Communication receiver, 400-
16 metres. b.f.o.. r.f. gain. 7 valves. a.c.
mains, 10gns; 6-volt. ans as new; Marconi 13-
valve, 1.7-16 mcs_ marine radios. crystal_check.
built-in speaker, 12gns: Philco table radios. as
new, all-wave a.c, mains 8gns: several a.c./
amulmers and tape_recorders.—Collins Ra%x(c))e

sp eaker,

. Lilyville Rd.. S.W.6. Renown 4178,
NEW LOUDSPEAKERS
HARFEDALE series: Super 8, 70/-; Super
8 80/-3, wiz css.

C/8 WIO C/8, 145/-;
150/-; W15 C/S, '240/-.

WB Concentric Duplex with transformer, £6/6;
WB Concentric Duplex less transformer, £5/8/6
BARKER 148A, £15/15; Barker 150, £18/18
TRUVOX SSI10A, £6/17/6.

%O%?Iz\dlgs Axiom 12, £8/8; Goodmans Axiom
ALL avaﬂable from stock, post free: send orders

to M.O. Dep
ROGERS DEVELOPMENTS Co.. 106. Heath St.,
Hampste: N.W.3. Hampstead 6901.

FOR Iurther attractive oﬂers. see our advert.
on page 40. [5291

ATEST t;ge WBR co%ewrlc duplex speakers,
see f for full detajls:
2678, comblets with OPT,: Wha fedale de luxe
cloth’ suspension types. &l’ h nt

Y.
12 {wm cone, £8/8; all post free from 'stoc
and fully guaranteed.
F'RITH RADIOCRAFT, Ltd.. Leicester. 10082
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FURTHER INFORMATION
ON THE NEW

HARTLEY-TURNER
PRODUCTS

The two new very low distortion am-|
plifiers are now ready, Except for
different output power they are identical |
in circuit, layout and performance.
Requiring 0.5 volt input, they give 20
or |4 watts output with extremely low |
distortion and phase-shift.  Negative
feedback is variable within wide limits,
and operates over the whole amplifier | ¢
and output transformer. Even a high
percentage of feedback does not cause
incipient instability on transients.
Power unit and amplifier are assembled
on one chassis, 12 x 8in. Overall height
is 8%in. Weight of 20 watt amplifier
is 26 Ib.; of the 14 watt, 23 ib. Power
supply for a radio unit and a pre-amplifier
is provided,

20 watt Amplifier. .. £33 0 0
14 watt Amplifier.. .£3010 0

Tone-control and pre-amplifier unit
This unit is of very advanced design, and
will give the proper correction for all
types of pick-ups and recordings,
whether standard or microgroove. Con-
tinuously variable bass and treble boost
and cut are available without using
resonant circuits. It can be used remote
from the main amplifier, and where
complete tone-control is required on
the playing desk, It is ideal for the job.l
Can be used with any good amplifier.
Price and further details on request.
New Lightweight Pick-up for all types of |
records. This pickup was primarily designed
for microgroove vinylite records which demand .
extreme {reedom of stylus movement and very |
light weight. We have evolved a system of
intarchangeable styluses which will never need
replacing—diamord for shellacrecords and tungsten
carbide for non-abrasive plastic records, In
case the price of a diamond stylus is beyond the
means of the user, a sapphire or tungsten carbide
stylus can be used with shellac, but must not
be removed until worn out. Until microgroove
records are available on the British market this
restriction of use is not important, but with our
new pickup you will be ready for them when they
come. The price is very low and will come as a
pleasant contrast to the existing high cost of
high-fidelity pickups. Price and further details
on request.

Send today for free descriptive literature on these
and our other products. In particular the Hartley-
Turner 215 Speaker is winning hosts of new friends
in what is usually ~alled cthe dull season of radio.
At £9 it is absolutely unapproached for chree-
dimensional wide-range reproduction even in
speakers costing much more.

if you have not read ‘' New Notes in Radio '
send tor your copy today, price 2/6. It is now accep-
ted as a completely honest and impartial guide
to high-fidelity reproduction.

Subscribers to our technical data sheet service
{2/6) will shortly receive new data sheets dealing
with new developments.

H. A. HARTLEY CO. LTD.|:

152, HAMMERSMITH ROAD

g

LONDON, W.6. RiVerside 7387

WIRELESS WORLD'
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NEW LOUDSPEAKXERS

1-F1 reproducer cabinets and playing desks
to match; stamp, leaﬂats.—Ca inetware,
14, Heyes St., Blackbur [0030

LOUDSPEAKERS—SURPLUS AND
SECONDHAND
OIGT H.C. corner horn bass chamber with
twin cone eaker and fleld rectifier unit,
all in good cond fon; £20.—Carter, 80, Winch-
combe St., Cheltenham. [5285

TOCK of P.A. contractor for sale: horn and
cabinet speakers, ball microphones, stands.
amplifiers, batteries, charger, pick-ups, Avo-
meter, etc.; also Austin van, typewriter; list.—
Selby, 211, Garratt Lane, S. W.18. [5315

OUDSPEAKERS in stock for Immediate
delivery; brand new by famous makers at
knockout prlces, PM 5in. 10/-:
5/-. 8in, 16/6; 10in, 22/ mal
250 ohm Field 8in 15/« 101n Mth trans, 22/-
iafddde post).—Roding Labs., 70, Lord Avféx;x:s

TEW P.M. speakers, all carriage paid, 8in
Celestion, 12/- each, or box of 4 at 43/-;
10in Goodman with dust cover., 19/- each, or
oox of 4 at 70/-; Rola Regal i1n moulded bake-
lite case. 8%1nx8snx4%in at 27/- (list 54/-).
or 6 at 150/-.—Ward, ** Corfield,” West lﬂ
Dawlish. Devon. 50

ELLING out: As new, Voigt Twin, with

French polished h.c. horn and power sup-

ply, 5ft rack. fine panels, 450v main trans. with

metal rectifier, VCR97 and p wer supply. dlt
cupsoard and miscellanecous components, 1

rotary coil turret, two stage; best oﬁer[—s-zs.?s

Darbishire Rd., Fleetwood.

TR tmnsmltter-recelvers‘ these were for-
mer.y sold at £6 each, the rema.lnmg

few to pe cleared at 25/-, carriage ga

THE STAMFORD RADIO Co..

St.. Ashton-under-Lyme, Lancs. 14795

wo chh Facsimile Transmitter/Receivers,
type FRS 140-C. for sale, in good condi-
tion; used less than 50 hours.—Apply Box 65.’:265:"2

TRANSMITTING EQUIPMENT

ALLICRAFTER transmitters, Type HTIE
+«(BC610), complete to makers' latest speci-
fication, covering all frequencies from lmc 10
30mces, complete with speech amplifier, connect-

ing cables, etc.; limited quantities only now
available.

PANORAMIC adaptor, Type MCA44 British-
made, suitable fitment good-class

to an
communication receiver, in addxtlon to all Halli-
crafter models, immediate deli very.
HALLICRAFTER officlal sole agents in U.K. in-
cluding service and spares.
McELROY ADAMS MFG. GROUP, Ltd.
Greyhound Rd., London, W.6. Tel. Fuﬁham
1802. Cables, Hallicraft, London. 5212

NEW DYNAMOS, MOTORS, ETGC.
ATTERY chargers, 4 models 2-6-12v, 1-2-4
P D. any mains voltage; also larger
types speclal transtormers. chokes. test sear, in-
tenor car heaters, etc.—The Banner Electrie
Co.. Ltd., Hoddesdon. Herts. 12212

JANETTE d.c. to z.c, rotary converters, 200/
250 volts d.c. input, 2(5)0/250 voltsnso cyzlzeg.

n, 319, Kenning-
ton Rd., London, S.E.1i. Reliance 1412-3.

ALL types of rotating electrical machinery up
10 20kva ‘availabie, including rotary con-
verters, rotary transformers, motors, petrol and
diesel-engined generating plants, alternators.
and d.c. generators, We are also in a position
to quote for power transformers;, as actual
manufacturers we will be glad to quote for any
quantity for home or export.
REVOLVING armature alternators, with separ-
ate exciter generators, 4-pole ball bearing, 1,500
gm output 230v, 50 cycles, 2. 25kvn, excitation
24-30v, price £29; ditto, 2-poie, ball bearing,
3,000rpm with 4kva output £29.
ROTARY transtormers tnput 20v d.c.,
6.5v d.c. and 300v d.c., permanent magnet field.
20/-; ditto, mput 28 d.c. and 00v. 70ma
d.c. output. energised field, 35/-; ditto. input
2v d.c., output 500v, 90ma d.c.. energised
fields, 35/-.
PETROL electric generator plants, comprising a
A.P, No. 2a single-cyl. engine coupled by vee
rope drive to an alternator, giving an output
of 230v, 50 cycles, 400 v.a., with screened igni-
tion and filtering on generator eminently suit-
able for opex ating television and radio on farms,

outputs

etc., price £40; such plants can be supblie
with various output“. a.c. or d.c., for other
applications.

CHAS. F. WARD Lordscroft Works, anerhlll
Suffolk. Tel. 253 10039

LECTRIC motors, new.
phase, shaft 1% {nxyzin
hench gninders, ex-
n_gundstone, no radlo or tele lnberference
37/6 twln flat 10amp cab tyre cable, flexible,
1/~ r yd; 80-watt fluorescent oontrol ballast
40v 0.c., with tube holders, ready for use,

E Ov a.c., s/
£ /12/6 plus 4/6
ov a.c. fitte

210-

49/3.—Malden Transformer Sup, ghes. The Ar-
cade, opposite G.P.O.. George Richmond,
Surrey. [005!

THE THEORY AND
DESIGN OF
INDUCTANCE COILS

By V. G. WELSBY
Ph.D., A M.LE.E.

Post Office Research Station

Intended primarily to assist the
circuit designer to select the coil
design most suitable for a given
purpose, and predict the changes
to be made in a given design to
obtain changes in performance;
it will also appeal to electrical
engineering students.

18/- net

Hlystrated

MACDONALD & CO.
(Publishers) Ltd.,
43 Ludgate Hill, E.CA4.

NEW STC SELEN!{UM RECTIFIERS.
Largest L.T. range in Great Britain. Current
products. NOT surplus. Revised prices
following makers' increase on Nov. || jast.
E.H.T. H4,200, W.W. Televisor, 29/6, H4/i00
VR97, 19/6 post free.
HALF-WAVE RECTIFIERS.
l6v., 3a., 7/-; la., 8/6; 2a., 9/10; 3a., 16/9,
all post 6d, 4a., 18/., 6a., 22/6, post 10d.
30v. la, 12/6; 2a., 14/8; 4a., 26/-; 6a., 38/6;
48v. la,, 16/6; 2a., 21/-; 4a., 37/6; 6a., 54/-;
100v. 2a., 36/6; 4a., 69/-; 6a., 100/, all post
HALF-WAVE HEAVY DUTY,
SQUARE COOLING FINS.
I6v, 5a., 22/6; 10a., 24/6; 30v. 5a., 37/-; 8a.,
40/6; 48 v. 2.5a., 27/6; Sa., 50/6; 8a. 57/-, all
post 1/-.
BRIDGE CONNECTED FULL WAVE.
17v. 1. 2Sa # |1/9 2a., 16/4; 2.5a., 21/3; 3a.,
23/-' , 26/=; 5 17/6; all post free. 33v.
l9‘/6 la 22/6; 1.5a,, 29/6; 2a., 32/6; 3a.,
37/6 4a., ; Sa., 46/6 all post 10d. 54v.
1.5a., 41/-; 2a., 50/-; 3a., 57/-; 5a., 70/-; 72v.
:.Sa., 53/-; 2a., 64/=; 100v. I. Sa., 76/-, all post

73in.

BRIDGE CONNECTED HEAVY DUTY
7iin. SQUARE COOLING FINS.

17v. 6a., 36/2; 10a., 44/-; 12a., 76/-; 20a.,
84/-; 33v, 6a., 68/-; 10a., 75/-; , 132/-; 20a.
148/-; S54v. 6a., 95/-; 10a., 106/-; 72v. 6a.,
122/-; 10a., 138/.; 100v. 10a., 200/, all post
/4.

BRIDGEINDUSTRIAL FUNNELCOOL.
17v. 12a., 80f-; 20a., 92/-; 30a., 130/-; 50a.,
198/-; 33v, 6a,, 73/-; |0a., 84/-; 12a,, 132/-;
20a., 152/-; S54v. 6a., 97/-; 10a., | 14/-; 72v, 6a.,
120/+; 10a., 144/-; 100v. 6a., 168/-; 10a., 202/6,
"all post 1/6.

VALVE CHARGER REPLACEMENTS.
No wiring alterations. Philips & Tungar.
2-12v. 4a, Chargers, 200/250 A.C., £5/10/-,

del. free.
Wholesale & Retait
T. W. PEARCE (Est. 18 yrs.)

66 GREAT PERCY STREET, LONDON, W.C.1
Off Pentonville Rd. Between King's Croas and Angel

-
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DVNAMDS MOTORS, ETC. SURPLUS ANO
SECONDHAN

OTARY convertor, erfectly smoothed, both
elec. and_mech,. 230 d.c.-230 a.c., 200w;
oﬂe.rs —Rom. 2547. {5268

E .D.C. rotary converters, 12v d.c. input 230v

d.c., output 150 to 300 watts. in cabinet:
5gns. —-Collms Radio. 24, Lilyville Rd.. 8.W.6.
Renown 4178, 15307

USH-BUTTON start, Onan, new, unused,
30-36v, 1.25kw, d.c. lighting and charging

plant, 1 cylinder, 4-stroke, side valve, air cooled,
petroi tank, only rpm, ammeter, cut out,
etc.; £26 dehvered

CHORE HORSE push-button start, 15v 300watt
d.c. plant, 4-stroke, air cooled, exhaust box,
ammeter, auto _cut out, field reg., etc.; £12;
used, ‘gogd condition, tested.

JAP " No. 2a engine 1.2hp complete, petrol
tank, etc., instruction bcok, tools, new and
2‘1‘2“‘1 this engine is not ex-Govt. or surplus;
14-32v generators 298watt (for above J.A.P.
engme) with, or without, control box, ammeter,

out_e
WISCONSIN petrol engine 4-stroke air cooled
by fan, side valve, 375cc complete, petrol tank,
1l4gall, and filter, exhaust box handle start,
mag. impulse coupled 18mm plug, detachable

head, alu. piston, 1%4in shaft bgend inspection |

plate. fitted governor 2,00 %uaranteed new
unused- external paint .solled £1 /10, and 10/-
carr, Eng. and Wales; 12- 18v 550watts heavy
duty ].lght.mg plants, complete with control box.
etml or T.V.O.; 6v 85amp (at 10hr. rate),
f‘battenes in'crate, new, £3/10 del., new but
slig] perteci;ly usuable, £3 del..
1,250watts charging boards and feld
eircuit’ res,, 4 12a charging circuits, S5mc_am-
meters. lmc v/meter. switches, Slydlok fuses.
S v ut outs steel case. new, crated.
£4/15 del 5 rubber covered cable 50am
10yds 19/6; 25v 2 watt lamps, 2/6; 12v 350watt
3/-:new Selenium rectifier units 260/250v input,
160-200v d.c. output %amp, steel case. 30/- and
2/6 carr.; Zenith res. 2() 16a., 5Q. 19/6.
free;, see displayed add. page 76 !or ‘8.T.C.
reﬁgggé Gt. Percy St., London, W.C.
66 erc . London,
v (o014

NEW TEST EQUIPMENT

AVAILABLE for early delivery, two-beam

switch unit, 6 valves, self-contained power
pack, variable switching frequencg' provisional
price, £10/14/6, enables tvo separate traces to be
dlsnlaved on standard oscilloscope.
BERN 12 Chelverwn Rd., Putney, Lon-
don, S w 15 Put. 7538. (5198

OSCILIJOSCOPE and Wobbulator complete,

T.B. ¢/3 10 to 350.000 ¢/s X and Y plate
amplifiers, easy to handle, has outstanding per-
formance fully guaranteed, immediate delivery
with set of leads and booklet. ** Oscilloscops
Technique **; further details from the manu-
facturers.—Erskine Laboratories, Ltd., Scalby.
Scarborough. [3456

TEST EQUIPMENT—SURPLUS AND
SECONDHAND
NSTRUMENTS.

2IN SQUARE oil meters, scaled 0-120° F.S.D.,
150 micro-amps, 3/-; 2l4in m/c 0-10 mlllmmps
7/6 4i4in hot wire,” 0-2 amps, 6/6; 2ihin m/c.
500 microamps, scaled 0/15-600 volts reg., ext.
Tes., 4/6: visual indicator with 2-60 microamp
movements, 6/6; 2in, 0/40 m/c voltmeters, 5/11;
send 2% stamp list.—Passingham, 95, North St..
Keighley. [0092

URPLUS and almost unused test equipment;
best offer accepted.
MODEL 7.50 range universal Avo meter, with
carrying case.
MQI;DEL T.F.1952 beat frequency oscillator (Mar-
coni
MODEL T.F.428B/1 valve voltmeter (Marconi).
COSSOR double beam oscillograph.
SET transportable wireless masts.
P. & D. MOTOR DEVELOPMENT Co., Ltd.. 139
Kensington High St., London, 8. 75266

HUNTS capﬂcn,y bridge. as new, unused, per-
fect; £10/10.—C. R. Young, 134, Old
Shoreham Rd., Snuthwlck Sussex. {5320

ULLARD Master test board, 500 test cards;
Weston E665 test set, multi-range; Weston

336 signal generator; the lot, £7.—Box 3360.
. [5245
CLOUGH -BRENGLE oscllloscopes 230-volt.
£12/10; also Marcont V.V.s, 8§, Gens. etc,
QGeneral Radio S gens. Taylor valve best.ers ete..
tc.—List on request to R.T. & I. Serv 254,
E}rove Green Rd., London, E.11. Ley. 4986 10056

ENTIRE contents of well-equipped electrical
and chemical laboratories for sale, covering
Q meters, radio frequency measurin instru-
ments, Bridges R.F., moving coil instruments,

avometers, scales microscopes. etc. —Apply for
complete to Truvox Engineering Co., Ltd..
130, Mount St w.. [5242

NEW GRAMOPHONE AND SOUND
- UIPMENT
AGNE’].'IC tape. Emimpe type 65 on 1,200ft
sp:ol, 25/-; pape , 20/-; blank record-
ing discs, 12in d/sided; 4 : all from stock: full
trade terms avallable
SOUND DISCS (SUPPLIES),

Ltd., 178, B‘lsphﬂm
Rd., Southport. Lancs. Tel. 8153, [53.

WIRELESS WORLD 57
ELECTRICAL STORES
408 HIGH STREET, LEWISHAM, LONDON, S.E.I3
Telephone : Lee “Green 0309. ‘Near Lewisham Hospital.
TERMS: CASH WITH ORDER. NO C.0.D.

EARLY CLOSING THURSDAY ES

EXTENSION P.M, SPEAKERS. 3} inch by
well-known makers will handle 14 watts. New
boxed, 7/6 each. Post 9d.

EX-R.A.F. D.C. TO D.C. MOTOR GENERA-
TORS. 24/28 Volts input 1,200 volts 72 M/amps.
output, as new 7/é each post |/6.

EX- R.AF. MICROPHONE TESTERS.
These contain a 2}in. scale 0 to 450 Microamp
meter shunted to | mfamp. calibrated 0 to 10
vélts moving coil, complete with | m/a. rectifier,
" Mike transformer,’’ etc.,, all contained in
polished wood box, as new, 17/6 each.

EX NAVAL SOUND POWER TELE-
PHONE HANDSETS, comprising earphone
and microphone, no batteries required, complete
with wall bracket, as new, 15/- per pair, /6 post.
MAINS TRANSFORMERS, 230 volts AC,
50 cycs. input 174 volts 50 amps. output, 52/
each carriage 5/-: another auto wound, output
14 and 17 volts output at 30 amps., 3S/- each,
carriage 3/6 ; another with 2 x 4 volt 20 amp.
windings, 25/- each, P/f.

EX NAVAL ROTARY CONVERTORS,
220 volts D.C, input 50 volts, 3 phase, 50 cycles
at 34 amps. output, 55/~ each, carriage 5/-.

MAINS TRANSFORMERS, 230 volts, 50
cycles, | phase input, 700[0/700 volts 70 mfamps.
4 volts 2 amps., 12 volts 1 amp. output, 25/-
each, post 1/6.; another auto wound ‘‘booster’’

| transformer tapped 0, 200, 215, 235, 250, and

265 volts at 1.25 amps., |0I6 each carriage |/-.
PRE-PAYMENT |/-SLOT ELECTRIC LIGHT
CHECK METERS, ali electrically guaranteed,
2007250 volts 50 cycs. | ph., A.C. input, 25 amp,
load, 27f6 each ; 5 amp. load, 35/- each ; 10 amp,
load 42/6 each ; 20 amp. load, 50/- each, carriage
2/- extra ; in quantities of one dozen or more a
special discount of 10%

MAINS TRANSFORMERS, 200/250 volts
50/1 ph., in steps of 10 volts, Output 500/0/500
volts 360 mfamps., 6.3 v. Ba:, 6.3v. 8 a., 6.3v. 4a,

5v, 4a.,4v. 4a,, at 67/6 each; another same input,

outputs, 450/0/450 volts 300 mfamps, 6.3 v. 8 a.
6.3v.8 2., 4v. 4 a.,,5v, 4 a., at 62/6 each.

POWER TRANSFORMERS AUTO
WOUND voltage changer tapped 0, 110, 150,
190, and 230 volts at [,600 watts, £55 each,
carriage 3/6 ; ditto 2,000 wates, each,
carriage 3/6; another tapped 0, lIO 200 230
volts at 350 watts, at 47/6 each, carriage 2/-.
ELECTRIC LIGHT CHECK METERS, quar-
terly type, for sub-letting garages, apartments,
etc., alr(ully guaranteed electrically, for 200/256

volts A.C. mains 50 cys. | phase, 5 amp. load,
17/6 each ; 10 amp. Joad, 20/- : 20 amp. load,
25/- each ; 50 amp. load, 37/6 each ; 100 amp.

load 45/- each ; carriage 2/- extra on each ; special
discount of 10%, on quantities of one dozen or
more.
ISENTHAL MAIN VARIABLE. Resistances
({Dimmers) 700/750 watts from full/bright to
bjout worm wheel control, as new 27/6 each,
carriage 2/- total resistance 60 ohms.
MAINS TRANSFORMERS INPUT 200/250
VOLTS 50/1 in steps of 10 volts, output tapped
12 at 24 volts at 10/12 amps., 47/- each ;
dmo as above but at 25/30 amps. output, 68/6
each.
MAINS VARIABLE SLIDER RESISTANCES,
protected type by well-known makers, 450
ohms, .9 amps., 22/6 each ; -ditto 1,500 ohms to
carry .45 amps, 22/6 each not protected, 0.4
ohms to carry 25 amps., |0/- each ; 14 ohms to
carry |/4 amps., 12/6 ea:h 5.7 ohms to carry
84 amps., 15/~ each ; 60 ohms to carry |4 amps,
15/- each.
MAINS TRANSFORMERS, input 200/250
voles in steps of 10 volts, output 350/0/350 volts
300 mfamps. 4 volt 8 amp., 4 volt 4 amp., 6.3 volts
6 amp,, 6.3 volts 2 amp. tapped at 2 volts (electron-
ic) at 51/6 each ; another same input as above
output 500/350/0/350/500 volts 250 mjamps
S volts tapped at 4 volts 4 amps twlce, 6.3 volts
tapped at 2 volts 2 amps,, 67/ each
SWITCH-BOARD A. C /D.C. AMPMETERS
Oto |4 amps. 4}in. scale by well-known makers,

MAINS TRANSFORMERS 200{250 voles
input in steps of 10 volts, output 35050/350 volts
180 mfamps., 4 volts 4 amp., 5 volts 3 amp., 6.3

| as new, 15/= each

FROM 9a.m. UNTIL 4p.m. SATURDAYS

volts 4 amp,, 37/6 each, ditto 500/0/500 volts 150
mfamps. 4 volts 4 amp., 5 volts 3 amp., 6.3 volts
4 amp., 42/6 ecach ; ditto 425/0 425 ‘volts 180
mfamps. 6.3 volts 3 amps twice, 5 volts 3 amps.
(Williamson Amplifier), 39/6 each,; Ditto,.
350/0/350 volt 180 mfamps. 6.3 volts 8 amps
S volts tapped 4 volts 3 amps.. 35/6 each.

CELL TESTING VOLT-METERS, moving
coil, reading 3/0/3 volts by well-known makers,
complete with test leads, 7/é each.

EX R.A.F. ALTERNATORS, 230 volts 50
cycles input, 250 volts 625 cycles 1 phase output
at 60 watts, These are separately energised by
24 volts at 0.4 amps., 65/~ each, carriage 5/-.

I.LF.F. UNITS, EX R.A.F., containing 0
valves all use(ul, also a 24 volt input 450 volt
output rotary transformer and many useful

condensers and resistances. The rotary trans-
former can easlly be arranged to work off A.C,
mains as a motor, approx. ¥ h.p. A few only,
to clear, 20/- each, carriage paid,

MAINS TRANSFORMERS, 200/250 volts.
input _in steps of |10 volts, output 350'0{350
volts 300 m/amps. 4 volts 4 amp., 5 volts 4 amp.,
6.3 volts 8 amp., 6.3 volts 8 amp., 62/6 each.
Smoothing chokes 10 Henry 100 m/amps 200
ohms D.C. resistance, 5/- each.

EX G.P.O. GALVONOMETERS, vertical
type, reading 30/0/30 polarised, 8/6 each recti-
fiers, output 50 volts | amp. D.C. from a 70/75
voltA C. input, 8/6 each, post 1/6.

METERS ALL BY WELL-KNOWN MAKERS
as new, 2in, scale moving coil 0 to 20 volts, 5/.
each, 0 to 40 volts 7/6 each, 0 10 amps. 12/6 each:
post 6d Thermo coupled l*ln scale O to 4 amps
7/6 each 24in. A.C. D.C. O to 20 volts 10/ each.
EX GOVERNMENT AUTO WOUND
TRANSFORMERS (as new) 1,000 watts output
115/23C volts or vice versa, £4IIO/- each, carriage
5/-; another 1,000 watts from 5 to 230 volts with
32 various tappings inclusive of 110, 150, 60, 90
etc., etc., all tapping at 1,000 watts £5/10/- each,
carriage paid.

MAINS TRANSFORMERS 1230 VOLTSt
50 cycles 1" phase inputfoutput,.4 volts 5 «mps
three times, 16/~ each; another 6.65 volts 5 amps
twice 16/6 each 3 another input as above, output
150/0/150 volts 150 mfamps. 6.3 volts, 8 amps
S volts 2 amps. 16/6 each ; all carriage paid.-

EX GOVERNMENT CHARGING SW.TCH-
BOARDS, 550 watts containing five moving
coil 2in. scale volt and ampmeters, five variable
resistances, three cut-outs, good condition, at
75/- each, carriage 5/-.

MAINS BOOSTER TRANSFORMERS 1,500
WATTS, tapped 0, 6, 19, 175, 200, 225, 140
and 250 vol:s good condmon elecmca"y guaran-
teed, £4/10/- each, carriage 5/- ; another double
wound 4,000 watts, 130 to 250 volts or vice versa
£7/10/- each. carriage 10/-.

D.C. MOTORS 110/230 VOLTS, rated at
1/12th h.p. with laminated fields suitable when
fields are rewound for A.C. mains, 17/6 each;
ditto half the above size, 10/~ each ; another 100
volts D.C. approx. § h.p. chunt wound solid field,
1,500 R.P.M., 10/= each.

EX R.A.F. CRYSTAL MONITORS - (less
valves and crystals) sold for component vaiue
only, containing many useful parts, condensers,
resistances, transformers, the whole'a very’ good
basis for a miniature 3-valver, complete in wooden
‘carrying case (conditlon as new), 5/- each, post
ree

EX NAVAL CATHODE RAY INDICATOR
UNITS, ac new, containing loads of very useful
components, condensers, resistances, transformers
chokes, etc., etc., weight 90 |Ib. last few to clear
25/- each, carriage paid.

MAINS TRANSFORMERS, 230 VOLTS,
INPUT, 525/0/525 volts 150 mjamps., 6.3 volts
5 amps., 5 volts 3 amps., 55 volts 50 mfamps
output, 30/- each ; another 12 volts 12 amps
output, 27/6 each ; another tapped 35 at 4§
volts at 20 amps. output 65/= each.

ALL GOODS SENT ON 7 DAYS' APPROVAL
AGAINST CASH, all fetters answered.
We regret we have no lists available at present,
We would be pleased to quote.
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DUKE & CO.

SHORT WAVE SUPERHET, complete recef’er
{No. 18) for only 25/-. Fully tested and only requires
connecting up.  Covering 8-9 mfes. (300 only availahle)
- WALKY TALKY No. 38. All new valves in fi.st
class condition, one valve (A"P4) and awitch (send-
receive) only removed. 17/8 bargalr (500 onlv
available). Circuit and awitch connectiions supplied,
100 RESISTORS 10'-. Assorted sizes and wattages,
these are all popular sizes. We are recelving many
Teneat orders.

SPEAKERS. 5in. P.M. §/6; 6ln. P.M. with tranu-
former, 15/3 ; 8in. P.M. less, 18/6; 10in. P.M. 196
vao\ Ellintical P.M. 19/6 ; 12in. 'P.M. Truvox 351-
MORSE KEYS. Good conditlon. 9d.

METERS. 0-40, 24in. sqnare, 2/@ eac!
ELECTROLYTICS. Bargaln parcls: -'(-25
25v. and 3-4 m{d. 200v. midgets, 3/- ths lot.
16+8 mid. 450v., 2'8; 16+13 mfd. 350 v.. 3/@:
8 mid. 2/@: 848 mfd. 3/0 16 mid. 3:8.
‘HEADPHONES. Low resl-tnn(‘e 28 per pair;
D.L.R. ruper sensitive balanced armatnre, 3/6;
moving coils. complete with hard microphane, 8/8.
GRAM-MOTOR. New, A.C.. comglete with turn-
table, 9in. Rim Drive, 39'@. P.T. 20:7.

T. V MAST BRACKETS to fit to chimney, galvanlzed,

TV AERIAL. Hearts only to fit extension arms,
counect to lead-in, 2/R.
STEEL SPARE VALVE BOXES. Lioed and sub-
divided with felt, to make space for 4 valves. Thry
cannot rattle or uuﬂer Any damage at all. Size
53x 41 x2in. 104d.

AERIAL

mid.

FIBRE MA.:I' 16¢t. high, 10/-; 30ft.
hich, 17/-.
STR.UNER,S 4 egga on wire, adjustable strainers,

, 119,
SMALL PORCELAIN Egg Aarial Insulitors, 8d. each.
Heavy norcelain s€and-off insul tors, mair type,
Iorl:verhead fixing to walls, roofs, poles, etq., 1’0
enCl
CHOKES. Midget, made by well-known firm, 40 m/a.
300 ohms, 10 henry. 4 for 5/-
ADJUSTABLE PRESSURE SWITCHES. Ideal for
Hanid of air, 2/8.
PLY-WQOD, Pre-war used, minimom sizes 3/18in.
thick: 70 x 39im. 10/-; 3ft. x 2ft. 3/-; 3ft. x 17in.
2/-. _Regulrr but Tmited suppiles.
DUNLOPILLO, | Moquette covered srats or backs 12/8
each, pins carriage 2/-. When remitting C.W.0. pleare
allow aficient for postage. 8end stamps only
for 8pecial Summer Price List. Trade enquiries
iovited. Order now in confidence of vur money back

guarantee.
2|9 ILFORD LANE, ILFORD,

ESSEX Iford 0295

66 39
You canrely onus
FOR CLEAN COMP%?;EN;: AT COMPETITIVE

IMMEDIATE DISPATCH @

SPEAKER TRANSFORMERS
Super Midget for ** Personals '’ to match 384,

4/3
Pentode output type, standard 8 4/8
Triode output type, standard slze, 50 4/6
]‘ush P)\:u 6L6, 6V6, to match 15 ohm or '
.............................. 8/6
FXLAMENT TRANSFORMERS
200/240 v. to 6.3 v. 1}a., black crackle finish,
Gl 60000 o RO - < 0 0o o o Pl o 8'8
200/240 v.to 4 v. at 3a.. black crackle finish.. 12/
LOUDSPEAKERS
Celertion 2}in., 25/8 : 5in., with dust cover,
9/9 ; 5in. Televinion Lightweight small
magnet, 10/8 ; 6lin., 12/6 ; 6lin., with
Transformer, 15/~ ; 8in., withtransformer,
19/8 ; 10in. Lightweight. 21/ : 12in... 38/8
All 8tandard 2-3 ohm 8peech Coils.
CHOKES
Midget type 30 m/a, 4/ ; 60m/atype .... /-
‘70 mfa 150 ohms, beauuiully made, boxed . 5i«
150 m/a 10 hy. 11/8
250 m/a 5 hy. 150 ohms, shrouded. ... 21/-
ELECTROLYTICS
4 mtd. Cardboard tube, 350 v, 1/6 ; 8 mfd.
450 v. Midget. . 3/-
2/6
49
..................... 5/8
5/6
o
COILS
Wearite *‘ P ' Colls, fullrange ...... eich 3/
T.R.F. MW/LW with reaction (Circult) .... 77/6
Medium Wave (Iron-cored) with reaction 3/6

VIEWMASTIR TELEVISOR

7 Point-to-point eircuitsand booklet,postiree  5/6
State London or Midland. All components stocked.
HOST OF OTHER LINES
‘Write, ‘phone or call f
NEW CATALOGUE No 7 and List. 2id. su\mp

RADIO SERVICING Co.

444, Wandsworlh Road, London, 5. W.8
‘Phone MAGPluny 4185.
77, 77A,Bus ; 28, Tram Wandsworth Rd. 8.R. Station.
Open 111 6.30 p.m,

Imen Co.. Ltd., Tombland. Norwich.

NEW GRAMOPHONE AND SOUND
EQUIPMENT
NFINITE baffle corner deflectors. scientifically
designed acoustic chambers for 8 to 15ln
& Acoustic Egulp-

speakers. lists.—Broadcast

loud
cir-
promptly made.—R
S. Stanmore.

RANSFORMERS. tone control and

speaer fl.ter chokes for all “ W.W."
cuits; spzcial designs
C'arke. 30. Langand Crescent,
Middx. Wor. 5321. [5976

INE-VOX disc recording machines, type
C1J; a precision-built unit in chassis form,

fully assembled and ready for immediate 5in to
13in recordings from existing amplifier and
micropnone equipment or from conventional
radio or radiogram apparatus; price 25gns ex
WOTKS.
COMPLETE recording channels with amplifier
and moving-coll microphone from 60gns.
WRITE for details to Kine-Technic Servlces
Ltd., 60, Aylward Road, London, S.W.20. Tel.
leerty '2426. Callers by appointment on;gzw

APE recordlng decks; a precision ﬂmshed

deck compri.sing two motors, high fidelity
sound and erase head, high speed capstan of
unique design suspended between ball races with
heavy fly wheel to insure freedom from wow;
no unlacing of tape for rewind; deck finished in
black cracale, s.ze 14nx12in. £20: !y.n taps
heads standard type record/pla)back £1/10;
erasing head, 10.

HIGH ﬂdellty tape heads as fitted on our decks |

record/playback; £4/10; erase head; £4/10; o
coils; 15/-; bias circults supplied free; l‘.radn
enquiries mvlte

MORECAMBE SOUND SERVICE, 4-6, Gree?O(s)’tls

Morecambe. Tel. 1161.
I\IOTORS BSR shaded E[{m]e type for re—
corders, etc., Rl 32/- BSR_gra

motors rim drive, diecast Lurntable £3/4/3
Collaro AC47. centre drive. variable s?eed
12in turntable, £5/18/2; gram laro
ACS504 motor and magnetic PO, £5/3/2. or with
crystal PU 7/6; Garrard ** r and
magnetic PU £5/10/6, Garrart 0A auto-
changer, nom-mixer, £10/7/7; Marconl AC100.

lightwe.ght PU, non-m.xer. £10/0/8; all prices
include PT; all sent post ‘free.
FRITH RADIOCRAFT. Ltd., Leicester. 10027

GRAMOPHONE AND SOUND EQUIPMENT
—SURPLUS AND SECONDHAND

RIERLY ribbon pick-up and transformer;

as new, unused, £5.—42, Station Rd., [53:%(1)

a

ECORDING turntable in case with trac:ing
mechan’'sm, 110 to 220 volt a.c./d.c., com-
plete with 150hm cutter: £10.—8, Vale Croft.
P.nner, Middx 5328

LIGHTLY used pickups, Decca 50/-; Brierley

for with i wm‘szt M untiey,” ‘Aﬁ’iiﬁémﬂ
Senior w rans. —*' Huntley,

Southend-on-Sea. 5259

MAGNE’I‘IO sound recording wire, stainless
steel, temporary wooden spools, approx. 1%
er sec.; 14/- per

running time at 2ft
hoursiry . d.,Halesowen

spool.~—A. Smart, 40. Grange
NEW COMPONENTS
TELEKIT SUPPLY Co.
S.L.C.5 monitor units, 11in X .lnxel/gin detach-
b.e cover, hinged viewing incorporating

a
2Y%in VCR.139, 3 valves and scanning components
h basis of an excellent oscilloscope, complete

with sulnab.e conversion drawing, 36/-; diti but
ess 15/-; ditto, less all valves, 6/-;
dﬁtto. el

gty ‘unplemished 'cases, black crackled,
superior finish, 10/-. i
WE are stockists for the ' Wireless World,”
< Electronic Engineering,” and ‘' Viewmaster
television construction Xits, and have extensive
ezépenenoe of their building; a free technical
vice service is available to all purchasers who
obtain their kit from us.
TELEVISION pre-amp’ifiers of universal appl-
catlon for either balanced or unba.anced lnput.
with bulit-in power pack, feed into any com-
mercxal televisor, overall bnndwldth 3- 8 mc/s;

ce 97/6.
’I‘ELEVISION coll sets, we manufacture and
supp.y colls for all the recognised kits for either
the London or Birmingham frequencies; prices
on application; all goods are guaranteed wound
to designers specxﬂcauon, power and audio transe
formers up to 500 watts wound to any specifica-
tion, gquotation by return of post; we also hold
s ocks of ex-W.D. valves.and surplus equipment;

for reply and price list (no callers).
TELEKIT SUPPLY Co., 51 Addington Rd., West
Wickham, Kent. {5204

“7 IRELESS World televisors.

FOR approved components all enqulr]es should
be addressed to the makers, ndyparts,””
226-228. Merton Rd., Wimbledon, S. W 19. Lib,
7461. S.a.e. for replies. [0033

4 ‘NV.WA" televisor components to exact specl-
fication. |

LINE O/P transformer, 50/-; deflector cofl
assembly mounted on_ad] usting panel complete
and wired to g 52/6; malns transformer,
/ L.F. choke, 58/6; blocking osc. transformer,
EPD TRANSFORMER PRODUCTS, 31, Queens-
n Rd., Lavender Hill, Battersea, S.W.8. Tel.
Macaulny 4180. [5332

| aloi‘t)gout obligation.

It Pays to Purchase

ELECTRADIX® BARGAINS

TRANSFORMERS. B.T.H. double wound
200/230/250 volts input 2 volts 20 amps. and 75
volts 6 amps output with IS5 taps, 45/-, carr.
5/- extra. Foster 100 watt 50 volts 2 amps,
suitable for soil warming, 15{-, postage 2/-. Large
double wound Transformer 230 volts 50 cy. input
53 volts 15 amps. 6 volts 5 amps. 0-30 and 0-60
volts | amp. output, £5. Auto Transformers 230
volts to 110 volts 85 watts 25/-, | K. W. £6/10/-,
LIGHTING PLANTS. The famous RE-
HORSE 300 watt plant ; portable, for Caravan,
Bungalow or Farm outhouse lighting; | h.p. single
cyl. 4-stroke engine 12/15 volt D.C. Generator
with Fuel Tank and Switchboard, £12, carriage
extra. Write for List " L.P."" of A.C. and D.C.
Lighting Plants 300 watts to 3 K.W. in stock.
MOTOR PUMPS. 12 volt D.C. Motor Pumps
100 g.p.h. for caravan or motor boat 10ft. head,
£5. Stuart Turner 230 volt A.C. Motor Pump for
garden fountalns, etc. 100 g.p.h., £5/15/-, foot
valve and strainer 21/- extra.

DYNAMOS. 12 volt 10 amp. for windmill
1,400 r.p.m. C.AV., 40/=, carr. 5/-. 24 volts 10
amp. 2,500 r.p.m., 70/=, carr. 5/-. 24 volts 30 amps.
1,200 r.p.m., totally enclo., £15. 24 volts 18 amps.
1,200 r.p.m., vent. enclo., £12/10/-, carriage 5/-.
METERS. Voltmeters 2in. flush panel 30 volts
4/-, 2%in. C.Z.100 volts 6/, Ammetets 2in. C.Z.
50 amps. 4/6, 20 amps. 4/6, Milliamps 24in. 0-15
m.a. 4/6. Cell Testing Voltmeters, moving
coil Evershed and Walsall in leather case with
spikes, reading 3-0-3 volts, 12/6. Galvanometers,
in pol. wood case with glass front, 100 ohms
calibrated 2} microamps. per div. at | metre,
moving coil mirror reflecting Lab. type, £5.
FREQUENCY METERS. Ironclad flush Panel
Meters 5in. dia. 45/60 cy. 230 volts, £4/10/-.
RECTIFIER UNITS, ex G.P.O. Westinghouse
Rectifier units 230 volts A.C. to 24 volts 3 amps.
D.C. in ven. metal case, £8.

Ple1se include postage for mail orders.

ELECTRADIX RADIOS

214 Queenstown Road, London, S.W.8
e Telephone : MACaulay 2159 oo

OPPORTUNITIES

IN RADIO

Get this FREE Book!

“ENGINEERING
OPPORTUNITIES"”
reveals how you can
becometechnically-quali-
fied at home for a highly-
paid key-appointment in
the vast Radio and Tele-
vision Industry. In 176
pages of intensely inter-
esting matter, it includes
ull details of our up-to-
the-minute home study
courses in all branches of
TELEVISION and
RADIO, A.M. Brit,
I.R.E., City &
Guilds, Special Tele-
vision, Servicing, Sound
Fitm Projection, Short
Wave, High Frequency, and
General Wireless Courses,
We definitely Guarantee
“NO PASS—NO FEE”

It you're earning less than £1o a week, this
enlightening book is for you. Write for your
today. It will be sent FREE aund

ENGINEERING OPPORTUNITIES

BRITISH INSTITUTE OF
ENGINEERING TECHNOLOGY

388> SHAKESPEARE HOUSE
17/19 STRATFORD PLACE, LONDON, W.1
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I.IﬂUI[lATllRS DISPUSA[ AGENBY
(RADIO & ELECTRICAL)

BARGAINS DIRECT FROM OWNERS

Taylor 45A Valve-Tester, A. C ||0-250
volts, tested and perfect ...... £11

Collaro new centre -drive Gramo.
Units with 2in. turntables, 12 only
each £6 0 0

Denco (1949) 5 wave-band Radlo in
cabinet, perfect .................. £ 0 O

S.T.C. Ball and Biscuit Mike, compiete
with plug, lead and transformer, in
perfect condition. Model 4021A £8 0 0

S.T.C. 4017A moving coil mike with
transformer, perfect . . €8 0 0

Recording Unit (Will Day) in oak
cabinet, spring-drive motor, Permarec
tracking-gear, German cutting head, meter
etc., with 2 spare springs. The lot

£15 0 0
Office Intercommunication Set, com-

prising Master Unit, 4 exteasions, all
leads, etc., perfect .......c....... £9 0 0

16 mm. Talkie Film on spools, approx.

2,000 feet, perfect and modern. The lot
00
Ekco all-wave Radiogram |949-50)

cost £72. Our price, as new,.. £37 |

250 Classical 12in. Records, all best
makes, I8 months old, very little used.
Inlots of 12 ...... Each record 0

NEW COMPONENTS
ANNEY OF BATH offers:

WIRELESS World T.V. superhet; complate set
of 20 coils wound exactly to designer’s specifica-

tion, 45/-.
POLYSTYRENE formers, 1%inX3%in tapped
0 BSdA for slug with fixing hole, 1/-; 211X
PAXOLIN formers, l%mx
with fixing hole, 9d; 2in or
-’7’,, 9d Polystyrene varnish, large ottle,
0 B.A, screwed rod, copper, 2/- It blass 1/- 1
Eddysbone 583 Spl.'lt stator, 7/6; VGG .-C.
stals 11/3; H.4/200 rectlﬂers, 28/—
ca le, 1/3 yd Dubilier condensers, type 80,
5,000v_test, 0.001, 6/6 doz; 0.002, 7/-: Reliance
gots lk Zk lOk type T.W., 4/6; 100k, 150k
mes. type S 5/-, Erie reslstors. Yo watt, all
values, 4d; also T.C.C. condensers. Dubiher
drilitics, valves, tube masks, aerials, etc.; com-
plete list, 2l.d stamp please,
THE Viewmaster everythlng in stock, T.C.C.
condensers, L'don £6/15, B’ham £7, W.B. chas-
sis speaker, transtormers £6 5; Plessey trans-
formers and focus coils, £5/12/6; Morganite
resistors, 26, 9 Colvern pots, 19/3; Westinghouse
rectifiers, Wearite coils, 22/-; Bulgin
panels swltches. 12/6; detailed “list on request;
2l5d please; Mullard 9in tube MW22-14C,
£ll/6/9 Mulla.rd 12in tube MW31-14C, £15/2/5,
WIL] MSON amplifier, Gardner output trans-
rormer, 105/-; Woden ditto. 82/6; mains trans-

in, tapped 0
mxl,« in, 8d; l%

ormleft. 55/-; Reliance 100Q pots. 4/6; high
stabi reslstors (all specified values), 1/2 watt
/3; +1%, 2/3. i watt + /-y T1%.

- other va]ues order. sllver mlcn conden-
sers; 25 to 500pfd, —5%, 9d.; *1%, 1/3: 1.000
. 1/-; 4,000pid, 2/-; 5 bank 6 position switch,
/6 matched resistors supplied; send for .de-
tailed hst 2lbd stamp please.
EDDYSTONE and Raymart S,W. list, 1d stamp;
Wearite P coils, all ranges, 3/- ea; Denco type
C T.R. F‘ colls. 6/6 pr.
MARCONI ac_100m auto-changer, with the new
{1ghtwelght P U., £10/0/8, matching trans..

COLLARO_R.C.500 auto- changer. with either
crystal or lightweight P.U 15.
B.S.R. T.U.2 gram. motors, £3/ 4/3.
ACOS G.P.20 PU £3/11/5; Connoiseur light-
weight P.U., £3/17; Marconi No. 14 P.U.,, light-
weight hlgh ﬂdellty complete with matchlng

GOOD
SOUND
REASONS

We do a lot of apologising these days,
to our friends who await the speakers

trans., 96/8.

GOODMAN speakers, 12in, T1205/15, £6/15.
AXIOM 12in high fidelity, '£8/8.

AMPLION universal test meter ac/dc, £3/17/6.
WE supply components for all Wireless World
designs; order on us for all goods (inc. valves)
advertised by leadlnﬁ makers orI‘get our quota-

they have on order. This situation is
two-edged, because much as we, in
common with any producing unit, like
to have a nice head of orders in hand,

R-1155 Receiver, with A.C. power-pack
and speaker. In good working order
£10 10 0

G.B. model L-516 Sound on Film Pro-

: - tion by return reta only —L Hanne 77 the fact that three weeks or more
jector, Co_mplete wat_h. speaAker and Lower Bristol Rd. f intervene between the order and de-
resistance, In new condition. genume llVC Of standard ISO or !488 and

.............................. €82 0 0 HE simplest s'het pack. type M1, M.L. 4 9
et e R e L T quite double this time for specials,
Crystalite Spray Outfit, Cost £28 In DOUGLAS COIL Co., Brinklow, Nr. Rugby. may divert some who want our
1948, In new condition ...... £10 0 0

speakers into acceptance of a lesser
standard.

Our sales are in fact well up on those
for the same time last year, and we are
making more, but we will not hurry or
skimp the job, nor put untrained
hands to it. No one who really wants

IEWMASTER all
tubes, cabinets.—]
ford Rd., Blimingham.

HAMPION PRODUCTS, 43, Uplands Way,
N.21,—Stlll at your servlce. see our d!s-
played advertisement on page 82. (5314

rts _in stock: wvalves.

MK58 Transmitter and Receiver, G Radio, 1350, Strat-
28. [5072

complete and perfect............ £11 0 0
B.P.L. A.C./D.C. Super-range Test-
Meters, [,000 o,p.v. Brand new, 2 only

each £12 17 6

Hickok Valve-Tester and Test-Meter RAND new telephone handsets. carbon mike,

combined. 110 voits A.C,, Pe"f‘e’“w 0 4-way cord and dpl Intest streamline NATURAL sound from radio or
ee éﬁ{,‘;‘;‘“h post od. or'2 for £1 post free: || records will mind waiting a short.

Weston A.C./D.C. Test-Meter, bat-

mm RADIOCRAFT., Ltd.. Leicester.  [0026 while for a speaker which is going to
tery Signal Generator and Valve- bring such enduring and sansfymg
Analyser in portable case, complete WIth RYSTAL microphone inserts (Cosmocord leasure.
leads, etc., perfect .........c...... £11 10 Mic-6), guaranteed’ brand new, 15/6 post P

free —Rndlo- id, Ltd., 29, Market St., Wat- You may ask why we keep on adver-
G.E.C. 2f kw. factory type Fan fo *Phone Watford 5988. [0036 ¥y tha
Heaters, 2 only, perfect, each £6 [1] G Slsmg, to Wl::ﬁh[::; ax:i‘gﬁ;agds o;'
. € are S
:;:el"ét)e";e:":?e' D, A-C-IDC (Ilke 4*},? rié?::&%gg‘rg;}smgﬁdtzi::gite?s;n:??‘é:;uér “ %Kl;uclerss World w readers who
otted ‘types; transformers designe vi-
Sual specification; singles or in quantity, do not yet know how and why

Evershed s Bridge Megger, 500 volt,
1,000 megohms, less resistance box.
Cost about £45. Our price, in new con-
dition - £15 0 0 VIEWMASTER and E.E. speclfied components.
Emor Globe Radio Sets, A.C., all also surplus components. e.h.t, transior-
waves, in chrome, less valves, but :hecked ?:,gﬁ g‘l/(?\;nivw.;O/—K
and perfect. 4 only each £6 10 0

Wimbledon.
G.E.C. heavy-base Mike Stands,
P, T . . SRR o £2 2 6

WILLESDEN TRANSFORMER COM

MPANY, BARKER 148a and 150 speakers have
781, Harrow Rd , N.W.10. Ladbroke 2846 [0075

in a little over two years established
such a commanding reputation, and
why we send them to so many places
abroad as well as to hundreds of
friends in Great Britain.

There ar¢ several very good sound
reasons, in more senses than one,
for these facts., If you seek NAT-
URAL reproduction, write now for
details.

BARKER

NATURAL

REPRODUCERS

BCM’AADU
LONDON, W.C1

high-class job: new radios
ing. 3. Hartfleld Crescent.
F5157

HE brain of any gocd radlo Is an Osmor Q
collpack. used with our matched components
uild a radio really worth boasting abous,

you can
write to-daﬂ for free circuits and our latest lists,

mcludmg t
Ltd.. Brid £ V)lew

WE WELCOME CALLERS! || SSMORSRABIS FRSOUCTS "tua,

wm-ks. Borough Hlll Croydon.

q b f ELEBOOSTERS for long range television re-
We have other bargains arriving daily ception, super mg}‘}R%alm s?lngle f“get prea
i amplifier, 2-stage, valve slug tune
Cash with orders only. [Lomion or Birmingham. co-axlal plugs and
All items carriage extra. sockets flying leads for high and low tenslon
uny screened, low nolse, price £2/12/6; power
units for above. £3/10; s.a.e. for trade test
repor
8SCOMBE RADIO & ELECTRIC, 595. Christ-
ch ¢h Rd., Boscombe, Bournemouth, Tel. 36522

393, lISlE ST.. l[":ESTER SnUARE %omponenéz sgrm Vﬁgrgl\ggﬁeer."?g:g;xg %chee
LONDON, W.C.2 \ ¥°§§‘e‘§;a‘$°s€;"ii‘é’é‘.§e  eniteleg: " Ghassis, mains
|transiormers. etc.—Write, call or ’'phone your
J order Livingstone 4879. [0020 '

PHONE : GERRARD 5507
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THE
BRITISH NATIONAL

RADIO SCHOOL

ESTD. 1940

WELL-MEANING FRIENDS, and we
have many, SOMET/MES ASK WHY
WE NEVER ADVERTISE

“ MONEY BACK IF UNSUCCESSFUL "
AND THIS IS WHAT. WE TELL
THEM : — Y]

““NO B.N.R.S. STUDENT HAS EVER
FAILED "

to pass his examination(s) after com-
pleting our appropriate study course.
* THIS IS FACT NOT FABLE, BUT IT
DOES CONTAIN A MORAL.”
AM.LLE.E.,+ A.M.Brit.I.R.E. and
CITY and GUILDS -Radio and
Telecommunications Exams., etc., ete.
+ In spezially approved cases.
trial period without obligation
to continue.
Send for free bookfet to :—

Six months’

STUDIES DIRECTOR
BRITISH NATIONAL RADIO SCHOOL

66, ADDISCOMBE ROAD, CROYDON
Phone : Addiscombe 3341
LN

GARLAND RADIO

Amplifier ACl ¢ For operation from A.C.
Mains (state voltage). Two valves plus metal
rectifier. 3 wates output for 32 sp. In-
¢orporating volume control, tone control
and variable negative feedback. Complete
kit with circuit and instructions, £2/15/-.

METERS : 3}in., sensitivity 200uA. Cali-
brated 0-15, 0-5, 0-1.5 v. Ideal basic instru-
rn7nt for valve-voltmeter. New and unused,
37/6.

Muirhead Slow Motlon Dials :
unused, é/-.

Modulator Type 50 : Containing 50 cps,

power pack with metal rectification (bridge)

gnvmg 350v.. D.C. and 700v. D.C.; 2 of 6J5,
| of 807, | of GTIC. Callers only, [1.

New and

Dimmer Switches : for lamps, etc., 9d.
. each.
Throat Microphones : Ideal electronic

pianos, guitars, etc., 1/9 per pair,

Amplifier ACIHl: For operation from
A.C. Mains 203-25Cv. 7 valves tincl. rectifier),
output 10w. (2 6V6G) to 3Q or 150
spaaker (state which). Output available
for tuning-unit 280v. @ 30mA, 6.3v. @ 2A.
High and low gain inputs. Separate bass and
treble controls. Partridge Output Trans-
former, negative feedback over three stages.

GARLAND RADIO

Chesham House, Deptford
Broadway, London, S.E.8

Phones: TiDeway 4412/3

Complete kit, with circuits and instructions,

| NEW COMPONENTS

IDGET volume control cf the future. dia-
YR meter the s ze of a halfpenny. 3in spindle.
from 50,000 ol 2 meq, with switch. 6/-:
d.p switch, '1/6. less switch. 4/-; post free;
trade_ enquiries invited.—D. Damond. 15, Saxon
Av.. Manchester. 14787

ELEVISION. — Wireless World televisor,
complete chassls sets 98/- inc. p/pack

chassis; coil sets, 52/6; lin® transformers, 42/-;
deflection coils, mounted, 35/-; focus coils, 3'1/6
blocking trans., 15/-; slotted formers, 1/-; p
formers with iron cores, 10d.; poalysterene rud
and cement.
EE coll sets, Midland, 18/6, with spire nuts ang-
video choke; p,pack amn t/base chassis, plate
steel, 35/- pr.; folded reverse, 20/- the palr.
alum. chassis. 2in turndown, 20swg, 3/- sq ft,
any size while mater.al lasts.
FOCUS rings, triode 25/- and 35/- tetrode 20/-
| and 32/6 (reviewed '"EE uch. televxslon
standard {.I. trans., %in can, 9.5 nnd 3mc/s,

6/9 ea.; preamp. sets unassembled, valve,
or B, 30/-; Practical Wireless t.r.1. R o
coils and chassis; Williamson type t.r.f. coils,
7/- pair; trade enquiries invited; lists free.
BEL, SOOUND PRODUCTS Co., Marlborough
Yard, Archway, London, N.19. Tel. North [1‘%4254

IRELESS WORLD " televisor compo-

nents, exnct. to spec.; detlector coil as-
sembly, 25/-; focus colil, 2//-; block osc. trans.,
9/-, superhet coils, London or Birmingham,
52/6 chassls 98/-; rectifier H4/200, 29/5; mains
transformer, 5CO- 00v, Soma, 6.3v ua, 0-4-5v
4a, 76/-, choke.—R. F. Shilton, 19, Ciarendon
Rd.. sahsbury, Wilts. [5276

| 5 /9 only for the famous Model 30 tuning
unt, consisting of 3-waveoand Modei
»J superhet coll pack, pair d trans-
tormers. 2-gang condenser and attractive dial
«8inX6in); each component individualiy selected
pre-aiigned, sealed and the whole maiched to-
pether as a unit; tne superhet you bulld with
this unit needs no further ad,ustment! Or
supplied instead with the superb J.B. horizontal
5pin wheel tuner and dial assemoly at 75/6.
Iull details of these and our other high gquality
products (coils, IF'Ts, mains transfsrmers, etc)
togeLher with many circuits and constructionai
t:ps, contained in the ' Home Constructor
Handbook,"’ price 1/-. Mail order otfice.

SUPACOILS, 98, Greenway Ave., London, E.17.

COMPONENTS_SURPLUS AND
SECONDHAND
BRAND new guasaateed goods.

MAINS traniformers, fully 1n0e1'leaved and im-
pregnated, prlmnnes 0-230-250v 50c/cs
screened, dr.p through types, half shrouded,
250(0/ :>0v 60m.a. 6.5v 2a., 5v 2a midget 2'/~,-
A.m : standard =~ 260-0-260v  70m

3a. 5v 2a Quatrad, 12/11;, 250- 0-250v
sOm a. 6.3v 6a, 5v 3a, for 1355 conversion, 21/9;
350-0-350v 80m.a. 6.3V 3a. 5 6;

350v 150m.a. 6.3v 4a. 5v 38..325/9; fully

types, 250-0-250v 60m.a 2a, 5v 2a nudget
2Y%-3-3In, 15/6 250/0/250v 80m.a. 6.3v
5v 3a, for 1555 conversion, 23/9 350-0-350v

100m.a. 6.3v-4y 3a C.T., 5v-4v 2a. 21/9 350
350v 120m.a., 6.3v 4a, 5v 3a, 25/-; 3
150m.a. 63v 4n. 5v 3a,
250m.a, 6.3v 0-2-6.3
Elect. Engmeerfng televisor
200m.a. 63v-4v 3v-4v 4a C.T.,
Sv-4y 3a, 41/11; smouthmg chokes, .
400ohms 15h, 4/5 80m.a. 350chms 12h, 5/3
90m.a. 10h. 4/6; send 3d. stamp for full fist” of

3v 2a, 4y 3a, for

59/6; 425-0-425v

standard co gonents at bargaim prices; special
list Ior tra . Powell, 15, Queen Sqg..
Leeds, 2. RY [0003

OUTHERN RADIO’S wireless bargains:—

T.R.1196 six valves superhet.
valves, etc., and circuit, 22/6: receivers type
R1125. complete with 2 valves, 17/6; throat
microphones, oomplete with lead and pfu 3/6.
radio  publications: Radio Pocket Book 1
Handbgok of Radio Circuits 2/-, and 2/6 psr
book., Radlo Valve Manual (characteristics and
altelnaﬂvesf 3/6. Manuai of Direct Disc Record-
lng 2/-, Wireless Amplifier Manual 2/-, Using
Ex-Service Rad'o Apovaratus 2/6, The Oscillo-
scope Design and Construction Manual 4/6.
Midget Radio Construction Manual 3/6, Televi-
slon Servicing Manual 4,6, World Radio Station
List 1/6; Valve' Encyclopadia, 17.000 diﬂerent
types of valves and C.R. tubes. with -all data
many languages, 42/-; please add postage fox
books; full publications’ hst 21%4d; goods previously
advertised still avaliable; please see disolay ad-
vertisement in this issue Wireless World.
SOUTHERN RADIO SUPPLY, Ltd.. 46. Lisle St.,
London. W.C. Gerrard 6653. foo1e

’RAME aerials, M.L. chassts mounting, 814in
4in. 7/6. manufacturers’ surplus mld"e:
LF. cho es. 2/6

HILLFIELDS MAIL RADIO. 8, Burnhamr&u)%z

Whitley. Coventry.

[ 1/1 hp motors, 230v. a.c., SOcPs. squirrel
cage, tally enclosed, bail besrlngs

I recision made by E.C.. brand new;

. LOGAN, Westnlle}. Hitchin, Herts. [4886

. YOU LI.. probably get it at Smith’s, kdgware

' Everything for the construc-

:or rrom a 1/10watt ‘resistor to a radiogram

I abinet, lowest prices blnzest variety.—|
Metropolitan Music Hall. Pad. 5891.

complete with

ear
rg8oos5

o

OUTPUT TRANSFORMERS FOR
REPRODUCTION.

GARDENERS 750. Special high fidelity transformer
for single PX4 or PX25 class valve. Primary 3,800
ohme. Becondary 0~2-5/5/7.6/15 ohme. 42/-, post free.
OP?54. Speclalhigh fidelity transformer for two PX4
clags valves i push pull, Primary 6,000 ohms, centre
tapped. Secondary 0-2.5/5/7.5/15 ohms, 48/9, post
free. OP756, S8peclal high fidelity transformer for
two PX25 class valves in push pull. Primary 6,000
ohmr centretapped. Becondary 0-2.5/5/7.5{15 ohms,
41/6, postiree,

SOUND SALES, Type 038, Designed expressly for
first-classreproduction and to sniteither PX4 or PX25
valves in push pull, the primary inductance belng
77 henries. The primary impedance is 10,000 ohms,
tapped at 6,400 ohmas, and is therefore suitable for use
with PX4 valves with either 250 or 300 volt: H.T. or
PX25 valves with either 400 or 500 volts H.T.
8econdary 0-3/6/15/80 ohms, 48/-, post free. Type
038X. Exactly similar in electrical specification to
Type 038, except that the secondary is only wound
for 13 ohms Mechanically, the transformer is totally
enclosed and metal chrouded, being finished in grey
enamel, 50/-, post iree.

WILLIAMSON OUTPUT TRANSFORMER. _ As
specified for the WhHliamson Amplifier described in
the Apriland May, 1947, issues of ** Wireless World.*
Partridge withlead oute, £5/4/-, postfree. Gardners,
withterminal panel, £5/6/8, post free.

OUTPUT VALVES, KT86's (Marconi or Osram)
matched pairs,37/8, postiree. 8L8%, 6LAG's, matched
pairs, 37/6, post free. Tungsram P27/500°s (equiv.
to PX25) matched palrs, 48/-, post free. Marconi/
Osram PX25's, matched pairs, 62/-, postfree. Marconi/
Osram PX4's, matched pairs, 34/« post free. PICK-
UPS. Lexington Senlor moving coil with matching
transformer, sapphire needle and manual giving pre-
amphfier circult, £8/15/8 post free. Wilkine and
Wright moving coil, withtransformer—uses miniature
sapphire or fibre or H.M.V. " 8jlent S8tylus '’ needles,
£7/1/68, post free. Lexington Junior, moving coil
with manual and matching trausformer. Designed
for use wth mintature sapphire or fibre or HM.V
* Bllent Stylus** Needles, £6/4/7, postfree. Marconi-
phone Type 14. Miniature moving iron for use witbh
H.M.V. “8ilent Stylus* Needles or Minlature fibre
or sapphire. Complete with transformer, £4/18/-,
postfree. Deccatype '*D ** Miniature, complete with
sapphire, £3/17/-, post free. Counolsseur with
matchingtransformer, £4/1%2/-, post free,

VALLANCE & DAVISON LTD.

144, Briggate, Leeds, |
'Phone 29428-9

¢ QUALITY "

Established

1887.

REWINDS

Full comprehensive
b service, often by
return of post.

TRANSFORMERS, CHOKES,
FIELDS AS BEFORE, OR
TO YOUR SPECIFICATION

@ See our’ space in
classified column
under REPAIRS and

SERVICE

AISH & CO. LTD,

Radio Engineers

POOLE ‘- DORSET
Telephone: POOLE 600




May 1950

WIRELESS WORLD

31

DONT MISS

THIS BARGAIN

A Personal Radlo for your Holidays
EX-W.D. CHASSIS with valves in brand-new condi-
tlon: LR5, 114, I8R5, 184, complete with OCircuit
Diagram, ehowing how thiscan be converted to a very
excellent set for Bench Lawn, Picnics, etc. Bargain
price only 27/8, v
EX-R.AF. 2-VA] LVE MOBSE OSCILLATOR, battery
overated, reduced from 27/- to 15/-, carriage 1/9.
OBSOLE'I'E DKJ, DAC1, DF1, DL2 can now be replaced
with equivalent valves and ready to plug-in adaptors
Price of valves in above order:

12/10, 9/2, 11/-, 11!— plur 3/@ each adaptor.
OLD CABINET§—LIKE REW with Rcratch Remover
Kits, also suitable lor(umtun‘. complete 5/@, post 0d
HOW TO REPLACE DIFFICULT VALVE TYPES.
6B5, 6F5, 6N6, 6P8, 8U5/6G5, 12A7, 12F5, 1273,
lbDl 23A7, ?‘21.7 36, 39/44. 41, 45, 47 50L6, 70L7.
84/624. etc. We can help you here, too.
EASY TERMS up to 19 months—and very near ¢ath
price on all Taylor Maters.
FREE Catalogve, Payment Plan and Applicationform.
SERVICE SHEETS-—The one you require FREE in a
dozen at 10/8.
“ DEMOBBED VALVES,” Bervice Valves and their
commercial equitalents, 2'8, post free.

BOOK-LIST FREE
+ TELEVISION RECEIVER CONSTRUCTION,” o
“* Wireless World '’ Reprint, 2/8 post free.
AMERICAN Service Manuals, before, 12/6 each;
NOW, 3 different for 12/6.
EX.- GOVT ANTENNAE RODS, close jointed sections
Interlockirg, 101t., §/-.
CONDENSERS : 4 mfd. 450 v., 2/-; 25 mfd. 25 v.,
1/6 ; 0.5 mfd. 350 v., 1/-.
POTENTIOMETERS, 10,000 ohma, 2/-.
MINIATURE CABINETS in wood, orzam sprayed,
with fabric grill, for 2{in. Speakers, 6/-.
HIVAC, X8G, XW, XH, XD, XL, XLO, XP, XY and
holders. Please enquire for any valve. We are fully
rtocked and well assorted. Lists sent. Equivalent

books, 2/8.
MORSE BUZZER, training set, Silver point fitted
AMPLION all-purpose test metcr,-lo ranges, A.C./D.C.,
the Television set anyone can build

tic Interference
drawings with full instructions and a 52-pp. book on

tapper, twin coil buzzer, adjustable for high and low
moving coil. New Bargain. £3/7

at home from standard parts. T v
Easily ailgned without instruments @ rConstruct(r
construction, aerial systems, llnlng up, faults and

pitch, with diagram on back,

“VIEW MASTER "
9in. or 12in. screen ® 12 valves only @ Mngnetlc
envelopes containing 8 full-size stage by stage assembly

gor stmple ] explanation of how
T.V. works. 5/f-, 6d. post.
We have also the necessary components, and are

listing a few o

“VIEW MASTER ” COMPONENTS
WHITELEY BONEHAM

Chassis, Tirs., Chokes and Speaker ...... £6 5

A.F B

8witch and Tag Stripe ... .. -« - e 12
P.C.C.

All Condenrers
Morganite Resistors .
Morganite Pots (2) ..
Wearite Coils and Choke
PLESSEY

Tfr=. and Choke, Supports ... ..
WESTINGHOUSE Rectifiers
BELLING LEE, Plug and Socke!, and Fuse

COLVERN Pote
G.E.C. Negn Lamp

VALVES

AMERICAN (BVA) T)YPES.—OZ4. 1ASGT, 1A7G,
1H5G, 1LAS, 1LDS, 1LH4, ILN5, IN5G, 1R5, 184,
185, 1T4. 243, 3A4, 3D6, 334, 3V4, 504G, 5V44,
5X4G, 5Y3G, 5YSGT, 5Y4G, 543, 524. 524G, 6AG,
6A7. 6A8G, 6ABGT, GAB7, 6AC7, 6AGE, 6AlS,
6AM5, 6AM6, GATG, 6B7, 6B8G, 6BA6, 6BES, iC4,
6C5, 6C5G, 6C5GT, 6C6, 6D6, 6F6. AF8G, 6F7, BFSG,
wm 6H6, GHOGT, 6J5. 615G, 6J5GT, 637, 637G,
8J7GT, 6K6GT, 6K7, K7G, 6K7GT. 6K5, 6K8G,
4K8GT, 6L6G, 6L7, 6Q7G, 6Q70T, 6RT, ASAT. 68CT,
68F5, 68G7, 68H7. 68J7, 63K7, 68LIGT, 68N7GT,
68Q7, 6887, 6USG, eum 6V6, 8V6G, 6VEQT, 6X5G,
GT, 675/1275, 6Y6G, 7BS,
U'm 705, 7C8, 7TH7, TK7, 7Q7,
TR7, 187 7Y7, 12A6 12AT6,
12BA6, 1208, 12H6, 12J5GT,
12J7GT, 12 ., 12K8GT,
12Q7GT, 128A7, 128C7, 12867,
128H7, 138K7, 198L7, 128Q7.
128R7, MA1/12B7 1.1117 14R7,
1487, 18, ©25A6G, 25L6GT,
A.C. 2524, 268N7, 3545, 35mu’r
- 35Z3, 36Z4GT, 39/44, 41, 42, 43,
50L6GT, 15, 76, 77, 78, 80, 84,

UNIVERSAL | 807,
) MULLARD —-ACO~1‘2 ACO44,

DR o2; OOV & ©

BRITISH,

BATTERY,

DAC32, DAP91, DF33, DF51,
DF9l, DK32, DKH,
DL35, DL72,
DLI3, X i
DW4/350, DW1/500,

EAC91, EAF4l, EB34,

and hundreds of othere om]tu!d v.hmugh lack of space,

Also Brimar, Cossor, Mazda, Marconi, Osram, Tungs-
-am, Hivac—any type. If yoursisa Valve Problem—
write to us, marking envelope W.W,

—] 6. HICH ST_HARLESOT wino
246, High St. Harlesden, N.W.10,

@
P

VALVES

COMPONENTS—SURPLUS AND
SECONDHAND
RATHONIC DISTRIBUTORS.

AMPLIFIER, 3/4 watts ac/dc, 2 valves and
rectifier, gram and speaker sockets,
light when on, separate on/off switch,

control, complete ready for use in metal case
Wl%h) carrying handle. 65/- (limited number
only).

CONDENSERS (electrolyties) can. 450v 8mfd,
2/-; 8+8 2/3; 8 16, 2/9; 8mid 500v (ex- Govt)
6/- d 8+-24 d 450v 'block can.,
350v, 1/9 16+16 ditto, 2/-;
0.01 '1,000v, 3/- doz.; 0.1 'ditto 500v, 4/-

. 2/6 doz; 0.01, 0.002, 2/- doz;
condenser fixing clips 2/- doz
HEADPHONES, low reslstance 3/-, with hand
mic. complete, 3/
INDICATOR .amps with holder, 9d; drive cord
springs, 3/- d
MAINSBRIDGE condensexs
8mid 1,000v, 3/-; 4mid 1,000v, 1/6; 2mid 350v,
7d; ditto 700v, Bd lmid 700v, 7d.
RESISTORS, 270, 470 1 500, 2,200, 68,0
100,000, 5600 00(2, 1/~ di W
S:‘Ii‘,lAKERS 8in with transfox mer
ch.

z’aoc(gGLn SWITCHES, D.P., 1/3 each, S.P. 1/-
VOL. CONTROLS,
2/3 ea., 0.1 meg,

VALVE screen and base, 4/6doz.
VIEWMASTER television book,
structions, 3,4 each.

WIRES, 1.5mm vir.,

yds; enamelled cotton
nuts, bolts, washers,
prlces, all

g and % meg. with switch,

layouts and in-

3/6; 2mm ditto, 5/- 100
and silk wires, all gauges,
soldering tags. etc.; best
gooas offered subject to being unsold
owing to fluctuation in prices; no lists available;
send us your order, c. w.0., or inquiries to—63,
Old Hill St., London, N.16. Sta. 2660. [5289

LI'I'I‘LEWOODS North London’s best selection
of radio and television componenis; pay us
a visit or post or phone your enquiries;
LITILEWOOD & GRUNER, Lud.,
Lane, Finchley, N.3. Fin. 3060. (0055

ONDENSERS, .014F 1kv, .02«F 750v, 6

doz; 1u" 360y 4. doz:; 224k stov Shp

350v 4/6 doz.; .00054F 3unX3un 4/9 doz.; all
post free.

HATFIELD RADIO, 78, Stroud Green Rd., N.a

no lists,
27. Ballards

ACUUM relays, thermal type 6v 35ma
(approx) will switch 230v 10 amps, length
5%in. dam. lin, fitted with standard 4-pin
valve base; 6/6 ea.
VELODYNES, Magslip and Selsyns, many t:
in stock, send for Ust. technical advisory servxce
available.
HOPTQON RADIO, 1, Hopton Parade, Streatnam
High Rd.. London. S.W.16. Streatham 6165.

RELAYS Elliot typz H d.c. moving coil, re-
sistance 1.000 ohms, plus/minus 100 ghms,
operating current 238-378 micro-amps, s.p.c.o.
contacts; price 35/- each.

CLARE 45chm coil, s.p. normally closed
tacts. miniature type: price 2/6.
ADVANCE. 16-32 volts operating. d.p.c.o. con-
tacts, miniature type: price 3/6.
STRUTHERS-DUNN 175chm coil,
open, heavy current contacts; price 5/6.

P.O. .000oHm coil 2 sets. d.p.c.o. con-
tacts; D ice 6/-.

VARIOUS types of relays in stock.

RECORD electric tachometers 0-5,000rpm. 3-
phase generator and ind.cator complebe £4 each:
infra-red SmuexSCODes CV143, complete unit,
with lenses, ready for operation; prlce £2/10.
ALL the above items are brand new. boxed and
Euammeed add 1/6 for carriage and packing.
WILFLO PRODUCTS. 218-222 Gorbals - St..
Glasgow. CS Tel. South 2385. {5223

TELEVISION. all parts in stock for EE tele-
visor, Haynes scan and focus coils; line
trans. model on view.—H.G. Radio, 1350, Strat-
ford Rdy, Birmingham, 28. {4418

con-

pf silver mica, 3d each: 20 pf ceramt-

cons, / doz 0.01mfd mica wire ends,

2/6 doz 0.mfd 5 /6 doz, 0.01mfd 1,000v,

3/6 doz; TRF lls L and MW, with reaction

matched pairs, wlth cireuit, 4/9 pair, all guar-
anteed.—List from T. C. Howell &

Mowiiiam d., Brighton, 7. Best only.~ [5224

UARANTEED new surplus; condensers, .1, 350

.1, 500 Sd: 8mfd 450v 2/6; 8X8. 450 2/9;

8)(16 3/5 16)(16 450v 4/4: 52mfd 450 3/9; 32X 32
350v 376, 25X25 & 50X50 bias 1/-. int. octal
F50 holdegs.

cerm., 6d; fully shrouded trans., 350-35 , 6V, 5V
80m/a, 23/6, 250-250, 6v, 5v, 60m/a. 19/-, 350-
6v, 5, 100m, 23/-; pentode output. 7,000

s :
ohms, 3/6. midget 3/11 multi-ratio, twin sec..

5/9; heavy duty, yul 12/6. resistors. Irg.
stock, 1% & % wah 2ind. 1 watt 4d; Yaxley type
sthches, 3- %ole pos., 3d; Bakelite toggle 9d

metal 1'3; m/coll 0-40 ammeter 3/11:

m/i O~ 25 ammeter 2/11; throat mics., new/bxd.,
1; twin coil buzzer 3/6; 1436 c/cvrd maroon
ex, 25Yds 7/6; 3\/21n P.M. speakers 14/9 ellip-

tical 10! 12 2-3 ochms, 35/-;

re-entrant, m weatherproot cabinet. 22/6: hun:

dreds other lines: new list available

RADIO UNLIMITED. Elm Rd.. London E.17.

Tel. Key. 4813. {0062

{
S.D. snormally

6mid 2.000v, 3/3; |

, 4in box, 12/6 |

1
15326

FOR

PROMPT & EFFICIENT SERVICE

CASH OR EASY TERMS
When you purchase on L.R.S. Con-

venient Terms Formalities are
reduced to a Minimum and you deal
direct with us from beginning to end.

——ARMSTRONG—
ALL WAVE CHASSIS

(incl. speaker and output transformer)
Model EXP/83/3, Cash price £18.17.1
or £4,12 .0 with order and 12 monthly
instalments of 26/-.

Model RFI03/3. Cash price £25.12.6
or £5. 10,0 with order and 1} monthly
payments of £2,0.0

All other Armstrong Chassis are available
on similar terms.

Also available on Easy Terms

GOODSELL-WILLIAMSON
AMPLIFIER and TUNER UNITS

®
SOUND SALES AMPLIFIERS
and TUNERS

°
PARTRIDGE TRANSFORMERS
and CHOKES

®

«W,B.”” CONCENTRIC DUPLEX

a New speaker
for the quality
Enthusiast

This twin speaker with
Series Gap Magnet of |
Alcomax 3 covers fre- |
quency range from 50 to
14,000 c.p.s. Fitted with
individual matching
transformer.  Flux in
gap ; L.F. 12,000 gauss,
H.F. 13,000 on lin. pole. Speech-coil impedance
at §,000 c.ps. L.F. 3 ohms, H.F. 30 ohms
Handles 6 watts. Cash price £6.6.0 or £2
with order and 5 monthly payments of £I

L 2
A. C. BARKER’S LOUDSPEAKERS

s

GOODMAN'S LOUDSPEAKERS

Axiom 12 and 22 also 12" Standard Unit
®

HARTLEY-TURNER LOUD-
SPEAKERS
°

WHARFEDALE LOUDSPEAKERS
°

——COLLARO
RADIOGRAM UNITS

A.C. 505 M.B, Cash price £7.6.3 or
£2.2.0 with order and six monthly
instalments of £} , 0. 0.

and other ngh Grade Equ:pment advertised
‘ Wireless World.”

All prices Anclude carriage and packing

Please let us know your Radio

requirements (enclosing 24d. stamp)

and we shall be pleased to quote.
Personal attention to all enquiries

THE LONDON RADIO SUPPLY Cll

Est, 1925

BALCOMBE, SUSSEX
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SOLONS FOR YOUR
SOLDERING JOBS !

Types available—65 watt oval
tapered bit.

65 watt round
pencil bit.

125 watt oval
tapered bit.
======= |25 wattround
pencil bit,

240 watt oval
tapered bit.

HENLEY
-SOLON..

ELECTRIC
SOLDERING IRONS

These five models will satisfy practically every
soldering demand whether for the occasional
household job or continuous soldering under

workshop or factory conditions. With the
Solon the heat is in the bit itself , . . contin-
uously . hour after hour; all connections
housed at end of handle away from beat.
Each model complete with 6 feet Henley 3-core
fiexible. Now available from stock. Write
for folder Y.1o0,

W.T.HENLEY’E TELEGRAPH WORKS CO, LTD.
51-53 Hatton Garden, London, E.C.1

PRESS BUTTON
OHMMETER

FOR THE

SPEEDY
MEASUREMENT OF RESISTANCE

An instrument for high speed modern

production, enabling continuity and

resistance checks to be made on all
types of electrical equipment.

Features

. Six ranges selected by press buttons
0-10C ohms.
0-1,000
0-10,000
0-100,000

ohms.
ohms.
ohms.
Megohm.
Megohms.

Accuracy 4 19%

Large eight inch diameter
easily read meter

Accuracy unaffected by
variation of mains volts
Mains operated 200-250v,
40-100~

@® low price—£25

For further particulars of this and other
high-grade electronic instruments, write to :

HATFIELD INSTRUMENTS

175 Uxbridge Road, Hanwell,

London, W.7
Telephone : EALing 0779

COMPONENTS--SURPLUS AND
SECONDHAND

ADIO ARANCE, Ltd.. 27, Tottenham
Court Rd., London, W.1.
20-WATT am liﬁer kits for constructing the
McMurdo 8-valve A.C./D.C. amplifier; low im-
pedance input (suitable for moving coil mikes,
etc) bif! riple shielded mu-metal trans to
C. coupled to triode, strapped stage
(E F. 3'7), with switched bass and top cut pro-
vided, trans coupled to outi)ut stage, using 4
CL33¢ parallel push pul large Partridge
O.P.T. 150); rectifiers. R3Cs, parallel;
nlternnnve input, high fmpedance to seconfi
stage for Xtal plck -ups, tuner units, etc.; re-

| quired inputs for full output, high imp. 0.5v

R.MS.,
both inputs; chassis isolated from mains; com-
plete kit of first-class components (including
Partridge trans), all valves, black crackle chassis
(ready dxil]e ), black crackle and chromium case
(1514 X614, X8in), circuit diagram; everything
requ red for the construction of a fine job,

low imp. 1 millivolt; 'V.C. operates on |

£1 t/u carr. paid; Mansbridge condensers,
4m kB. (41/;X4X1 aim), 3/-; 6mf
5X4X13%). 4/-; 3mf, 2,500v test
(5‘AX3‘AX21 ), 2/6, 0.25mf, 8,000V test (7X3X
2), 3/6; 2mi, 2,500y wkg. (6X5%X21e), /-1 |
amf, 2000v ‘wkg, (5X3%Xals), 0.5mf,
4,000v wkg. (3X3X6in), 3/5; post extra.

PERSONAL receivers, 3-valve T.R.F. receivers,
using 1.T.4s, contained in_ handsome bakelite
case, with lift- -up lid, size 7X6% X 5in, with lid
ﬁlosed plastic carrying handle, frame aerial in
and operate
standard types, W1435 and U2, output to a pair
of lightwelght high res. phones, controls S.M
tuning and reaction; opening lid switches on;
supplied brand new, with valves, batteries,
ghones an ideal set for many Furposes invalids,
0sp. patients, etc.; these receivers are not Govt.
surplus and are offered ready to play. £3/19/6,
chassis  (steel), 1)/(5 4X51‘/1m.

holes,

7 base holes, 2/3;
%n. drilled 7 int, oct and

open en 3/3; H.T. trans, 4kv,

2v 2a, secs, Pri, 23 ov, SOc/s gives approx.

00v with usual smoothlng, 29/6; auto trans.

200- 250v 50 c/s to 110v 60w, enclosed, 18/-;

15+15 450v+20mf 25v Can 4/6, 32mf 350v
Card 2/-, 32 450v Card 3/- 60+100mt 350v Can
3/-. 16+8 double-ended Can 450y 3/-, 25/25v
1 v 1/3, 50/25v 1/6, 100mf i2v 1/-,

these receivers cover the medium waveband |
from self-contained dry batts.; |

/3, 25/50
100/6v 6d, 50/12v 9d. 500mf 15v Can 2/-, 30+30 |

mf 450v+ 20mf 25v Can 4/6.

P.M. SPEAKERS; 5in, less trans, 9/11; with
trans45000 11/6; 6l4in, less trans, 10/11; 10in,
.P. 4 21/-7 outputs trans,

7,000-3,5 00 1 755/20 476, 7,000~
: switches,
B 2/6, I.P. 10W2B 2/6, 2P 4W2B 2/6,
2PaW lB plus additional wafer with shorting
plate, 2/3; all have 3in spindles; resistors. 100
assoxted 47 valves, ranging 1800 Yw— k,
3w; all standard sizes; best makes 10/6 Dost
6d: trimmers ceramic 3-50PF 2 on bar 9d. 3 o
bar 1/3, single 1-15PF 4d. slngle 3-30PF Phllllps
concentric airspace 6d; U.1.C. 3/25PF single 3d.
15-45PF twin 4d; air-spaced variables, ceramic
bases, I/An spmdles 1in long, straight. 25PF 9d.
50PF 100PF 1/3; preset 50PF 6d,
30PF butberﬂy spindle nut in dia, 1/-;
car radio vibrator packs with 12v, 4-pin vib
and OZ4 valve on chassis, 5% X34 X1Y,; output
250v 65ma, brought out on 8ft screened lead.
17/6; meters, metal cased, 2in cxrcular 0/500
microa 7/6, 0/15-600v, req. ext. res, 0/208
or 0/40a, with shunt, 5/-; bakelite cased 2in
square, 0/lma 7/6. 0/5ma 6/- 0/50ma ' 7/-
0/300v serles res. supplied, 7/-. 0/20v 5/-; ba e-
lite cased, 2lin circular, 0500 microa 16/6
30ma 7/-, 0/50ma, 0/100ma, 0/200ma 8/6; n
type. 2V4in, 0/1ma, 15/-; all meters flush mount-
ing; visual indicators, type 1, crossover needle,

2-60 microa, with common magnet, 3/-; S.M

dials, as on R/F.26, less cursor, 3/11;
rotary power units, type 104, 12v D.C.
input, output 250v Oma, 6.5v 2.53, P.M.
rotary, mounted on chassis with supp.,

6/11; type 87, 24v input, output as 104, 5/11;
10-valve rec, R28/ARC5, covers 100-150 me/s,
with valves (inc. 4-717A), 42/6, carr. paid; Wil-
cox Gay V.F.O., covers 2-10 me/s, with 0-10ma
meter, supplled brand new, in orlglnal cartons,
with 807, accessorles (plugs, leads, etc.), and
instruction book, £5, carr, paid; gang con-
densers, ,0005, cer. ins., iin dp[ndle 4/6; 2
gang, .0004, with epicyclic fitte: 3/6 superhet
colls. ip X 1%in lormers, M.W., HF., A.E.

L.W.,, HF., AE. or Osc, 1/6 per cml
IF "traps, ' 465 kc/s tron-cored, 1/9; set of 6
coils and trap, 9/6; lo-pin plugs and sockets,

with keyway, 1/6 pr.: 8-way gs and soc
with cover, 1/6 pr.; V.C. carbon with SW, 2lin
splndle. 25K, SOK. 100 250 4/~ 3-watt

K, 2
K 276, twin 5000 2/6, twin
50K 3/-. twin calbon. 1M/1M, 2/6; telescoplc
15in_closed, 7ft 6in extended, 3/6
iype 76, 150/505 ke/s, 3 valves.
VR53, VR92, L.F. output 560 kc/s, brand
new, in transit cose. 22/6. carr. /pmd bakelite
cases, with lid, inside meas. 6)(61 X3%4in with-
out lid, lid 1lin deep with former for frame
aerial, Iid requlres ﬂxmg. ideal for personal sets,
meters ete., S)ald. lightwexoht head-
phones, high ri e 6 pr.; aircraft radio
rec., type CRV 6 valve receivers, cover-
irg 195 kc/s- 9050 kc/s. in 4 bands, 195-560,
(Con'tinued on next page)

ARTH2,

TELEVISION

Manufactured to ‘‘ Electronic Engin-
ecring*' Televisor Specification.

MIDLAND T.V. Sound and Vision
Panels fitted with formers and dust
cores now available.

LINE OUTPUT TRANSFORMERS

NEW Improved
$ET OF GANTRIES COMPLETE

FOCUS COILS

LINE AND FRAME SCANNING €COIL
ASSEMBLIES

All Stee! CADMIUM PLATED
POWER AND TIME BASE
CHA SSIS valve-holders, 3 point and
single socket and all necessary cut-outs.

SOUND PANEL CHASSIS
ASSEMBLY, fitted with screens,
valve-halders, formers and dust cores.

VISION PANEL CHASSIS
ASSEMBLY, fitted with screens,
valvz-holders, formers and dust cores.

9° C.R. TUBE SUPPORT for
mounting on top of Gantry Assembiy.

9° CREAM MASKS.

5, SHAKESPEARE RD., FINCHLEY, N.3
Phone : FINchley 2188

BATTERY CHARGERS AND KITS

SELENIUM H.T. AND LT.
RECTIFIERS

NEW GOODS, FULLY GUARANTEED
Per post

FOOLPROOF CHARGER KIT, 8.T.C., 12/15v. 3 amp.
rectifier, 60-watt lnterlenved amd unpregnuted trans-
former baretter, for 2v. » 12v. 3 amp. charger,
Ditto but 4 nmp rect.and 750 watt

dsome Case with terminale,screws
etc. 17/6. 2amp. Fitfor2v., 6v. 12v. asabove, 36/8,
or with case 48/-, post 1/3. M.inorklt?v 6v. 2 amp./
12v. 1 amp. with case 42/.. 6v./12v. § amp. kit
with ammeter case, awitch, etc., £5/10/-; wt.191b.
HEAVY DUTY KITS for 6v./12v. 6 amp. max., trans.
tormer, huge finned rectifier,sliderreslstance, ammeter

£4/10/~, or for 4 amp. 53/15,-, post 2f-.

L d

“AUTOMAT”  HEAVY
DUTY 6v. to 12v. charger,
2 amps. 8 lbs., foolproof,
with 18 months guarantee,
selenium rec'-lﬂcuuorn, only
85/-, post 2/-. Junior
6v. 2 amp.f12 v. 1 amp.,
53/-; 12v. 3 amp, 84/-;
6v,, 12v,, B to 6 nmp.,
£6/10/-.

$.T.C. L.T. RECTIFIERS. Al new, not su
6v. 0.5 amp..4/10 : 6v. Anmp 16/« ;
; 8 amp.,

rplus.

SELENJUM SMALL SPACE H.T. rectifiers, 250v,
80 m/ah. wave,5/10 ; 110v.8 m/a,8/- ; 110v. 30m/a
eltm tvpe, 8/-; 250v. 100 m/a brldge. 12/8 ; 450v.
80 m/a bridge, 18/-; 430v. 120 m/a bridge, 25/-

350-0-350v. 80 m/a, 10[— add post 8d.

ELIMINATOR KIT. Tranc.. 2 recte., 3-8 mfda. con-
densers for 120v. 30 m/a eliminator with 0.5 amp
trickle charge, 35/-, with case, 42/-, post 1/2.

.CHAMPION PRODUCTS
43 Uplands Way, London, N. 2I.
Phone LAB 4457,




May 1950 —

WIRELESS WORLD

A WINDOW WORTH LOOKING INTO
—BARGAINS IN EVERY CORNER
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Ex Bc 522 Transmitter Chokes.

Ex Bc 522 Transmitter Modulation
Transformers.

lin. Wafer Switches, | poje 7 way,
3 pole 4 way.

lin. Wafer Switches, 4 pole 2 way.

lin. Wafer Switches, 2 pole 6 way,
| pole Il way,

Co-ax. Cable, 3fc. long ficted with
Pye plugs each end.

Television Polystrene Coil Formers,

lin. x fin. single hole fixing com-
plete with iron slug.

Television Wound Coils, as above,
Television H.F. Chokes.
Television E.M.T. Valve Tops.
Television Midget Moulded Mica
Condensers, 1,000 and 500 P.F.
Television Diode Holders.
Television E.F.50 HMolders, Am-
phenol type.
Television E.F. 50 Holders, Cera-
mic type.

Silver Mica Condensers, all values.
4+ and § watt Resistors, all values.
Carbon Pots, all values.

L.F. Chokes, ex W.D., 5 Henry 200

mja. A
L.F. Chokes, ex W.D., 25 Henry 20

mja.

Mains Transformers, ex W.D,, 380 x
380 volt 300 mja. input 200/250
volt.

Mains Transformers ex W.D., 700
volt 20 m/a., 4 volt 2 amp., twice
tested at 5,000 volt, input 230
volt, Ideal for scope.

Midget L.F. Chokes ex W.D. 7
Henry 60 m/a,

Mains Transformers ex W.D. 22
volt4a.5v.6a 6.3v.6a. 185x
185 v. 40 m/a.

Heavy Duty Slider Resistances,
5.7 ohms 8 amp.

Mansbridge Condensers,
1,000 volt.

0-5 M/a. Meters, 2in. square, brand
new and boxed.

Ex R.A.F. Type A3531 Amplifiers,
complete with 45 Mc/s Television
Strip with 10 E.F. 50 Valves, 1.E.A.
50 and I.E.F. 54.

* Trouble Free’ High Voltage
Condensers, Mansbridge Oil Filled
Type, .| mfd. 4,000 volt.

Ditto., ditto., .| mfd. 5,000 volt.

Type 24 U.H.F. Units, complete
with valves, brand new and boxed.

24 Volt Blower Motors A.C./D.C.

Philips Trimmer Tools.

Ex R.A.F, 4 way plug and sockets.

All Screws, Nuts, Bolts, Washers,
Solder Tags. 2, 4 and 6 B.A,

Open all day Saturday.

LISLE STREET, LONDON, W.C.2

Telephone : Gerrard 8204.

6 mfd. [

GOMPONENTS—SURPLUS AND
ECONDHAND
(Cantmued /ram urevious page)
me

| 560-1,600 " kozs, 1.6-4.5 4.5-9.05 me/s,
swltched RF., xer, 3- 1 Fs det. output,
using 4-128F75, 1-123A7 11246 S.M. aisl
callbrated in k¢/s, size 8l4X7X16{n, provision

for aerial or loop, powered from 28v, self-con-
tained dynamotor, supp‘led with valves and
dynamotor, used, 19/6, carr. paid; malns
trans., PRI 230/250v. 50 c/s, -secs, 460v, 200ma.
210v, 15ma, 6.3v, 52, 14/-.

RADIO compass MN26C 12-valve unit contain-
ing 7-valve receiver coverinz the broadcast

band 150/1,500 kc/s (2 tn 3
bands with 6F6 output. Valves 5-6K7m's,
2-6N7m’'s, 2-6J5m’s, 1-6L7 1-6B8m, 1-6F6.
Powered by self-i cont,alned 28v dynamomx Good
condition; £5/19/6 carrviage paid.
RADIO CLEARANCE. Ltd., 27, Tottenham Court
Rd., London, W.1. Tel. Museum 9188, {0015
.FU wave rectifiers, 12v la_5/6, 12v 4a
12/6, 12v 7a 17/6, 36v_4a 35/-, all sizes
available; mains units, 12 23 16a d.c., 1 aac,

£9/10; metexs 2- Gm at low puces many types
w/W, vitreous' res'stors, 250hm 1watt to 2,000
ohm’30watt from 3/- per doz.; tone vol. controls
15,000 and 1meg, 11d.; crystal oven t.hermostats
44 C to 47 C, 3/-; everything available, s.a.e.
exact requirements.

C. J. EMMS, Ltd., 26a. Coleherne Mews,
S.W.10. Fremantle 8941. 14889

IL-FILLED condensers, 2gF/500v.w,, 6/-
doz.; 6aF/500v.w,. 3/~ each; 4,F/2,000v.w.,
5/- eac electrolytlc condensers 204F/50v.w.,
6/- doz 004F/50v.w., 1/- éach. tubular con-
densers 0. 1/300 afe., 0. 15/450v.w., 0.01/1.,500.
2/6 doz.; 0.1/1.000v.w., 3/- doz.; ceramiec,
silver mica, standard mica. many values 2p.f. to
0.01, 2/- doz wafer switches, 4w, 4p, 1/3
each; please ndd sufficient postage.

J. E. LYNCH, 133, St. James Rd,, Blackburn.—-
15319

J YNCHRONOUS clock units, self-starting, 200-
h3 250v ac, 50 cycle, fitted Sangamo motors,
consumption 21& watts, size 234in dia, 2in deep,
geared 1 rev 60 m.ln friction reset ideal move-
ments for making electric clocks, time swltches
etc,, nickel plated finish, complete with 12 to 1
dial train and 5in hands, price 22/6, post pald
Sangamo as above, final speed, one rev. per min.
less dial train, ideal for dark-room process time,
etc., price 20/- each, post paid,
THERMOSTATS —made by Unity; voltages up
to 250-15/20 amps, femperature variable from
35-70 degrees fahrenheit; price 26/- each; trade
supplied.

G.E.C. 20h{d condensers; for power factor cor-
rection, with internal safet¥l leak, rating, 275
volts, 50 cycles; price 8/- eac speclal quotation
for quantities.

INDICATOR units, type 184a; fitted 3imn and
6in cathode ray tubes’ type ACR.10 and V.C.R.
517B, and 17 valves, viz., 6 V.R.92; 5 V.R.91;
3 VR.54, V.R.65;, metal rectifiers, chokes,
transiormers, potent ometers, resistances; con-
densers, etc.. £3/10 each, carriage 10/-.
CRATER rotary switches, 250v 10 dmps dc single
pole 3-way series, pamlle1 ideal for photo floods,
etc.; price 4/- each or 40/- per doz., post paid.
{15-AMP Mercury smtches. fitted” with saddle
|and clip, 4/- each, postage paid

A LARGE quantity of smﬁ]e items which we do
not list, which are available to callers; also
assortment of various ex-W.D. radar and radio

equipment, reiays power packs, oscillograph
uné;s, gears, photographic apparatus; s.a.e. for

H. FRANKS, 58, New Oxford St., London, W.C.1.
One minute from Tottenham Court Rd. Station.
Tel. Museum 9594. [0057

|VIBRATOR packs, 6v input, 120v 30mA out-
t, 9/6; co-axial plugs and sockets 4/6
doz.: blower motors, 12/24 volt 10/-, two boxed
15/-, midget 3 amp accumulators 2/6; WS19
variometers 2/-; hand generators, 28 volts,
|175mA and 300v 40mA, 7/6; vnrlable condense"s.
.00025 with hlgh voltage .0002 mica fixed co
denser, 1/3 9 doz.; 0-8A thermocouple meters
3/6; 0-2.5 and 0- 3A thermocouple meters 3/6;
moving coil headphones, with mikes attached,
6/6 ca;bon mikes 3/9.—Haynsons, 14, St. M%’dfz
edfo!

NUSED ex-A.M. modulator unit type

grey-finished case, size 20inXB8Y -,lnx7l/ m

de by Metropolitan- Vlckers. valves 5.
CV73 VT60A (807), two VROL, two VU133, also
contains resistors, 4kv ofl- ﬂlled tmnsiormer,
two oil-filled h.v. condensers, relays, potentio-
meters, valveholders. metal rectifier, § Mans-
bridge ‘condensers, S.M. and tubular condensers.
transformers, chokes, suppressors unit and other
useful items; price 29/ each, carriage pa'.l_d or
24/6, without the VROl valves.—Ward, ‘' Cor-
field,” West Cliff, Dawlish. Devon. {5014

ALTON'S OF WOLVERHAMPTON offer

more amazing bergains all post paid;
| partly stripped 1154TX, 4/11; 1196, 3/6; No.
18TX, 6/-; R.3084, brand new in case but less
vaives 17/6 co-ax cable, 6d per yard, any
length supplled brand new 8in speakers, 12/6;
TR.9 recewers less valves, 7/6. 24v camera
motors, /6 (were 25/-); 0©-500 micro-amp
meters, 6/-: gthene low 108s dlpo]e lnsulators,
5/-: F units, type 24 or 25, 17/6; EF.50 valve
holdere, 6d each; 22ft steel masts, 20/-; llft(i
i an

10/-: wood masts, approx, 15ft, 20/- for 4
hunl reds of other bargains; send s.a.e. today
for

ist,
WALTON'S WIRELESS STORES, 203, Staveley
Rd., Wolverhampton, (o061

Denco T.R.F. Matched pair Medium and Long Waves
6/8 palr. Weymouth T.R.F. Matched pair M. and
L. Waves, 9/6 palr. Superhet Matched palr 8. M.
and L. Waves, 8/9 or 11/6 pair. Alltypes Wearite
' P Coils, 3/- each, in stock. Weymouth Midget
14in. x Im. dia., Iron Core, Acrial H.F. or Osc.,

3/6 each,

Chassis, Sub jally made of gauge

16 8.W.G. wlth four sides, 7in.x 4in.x2in. 3/3 ;

9in. x 5in. x 2}in., 4/-; 10in.x6in.x2:in., 4/11 ¢

10in. x 8in. x 2}in., 5/6; 12in. x 9in. X 2}in., 6/8 ;

14in. % 9in. X 2}in., 6/11 ; 16in. x8in. X 2iin., 7/3 §
16in. x 81n. x 3}in., 8/8.

Meter Reetifiers. Westinghouse 250 micro/amp., 11/6.

mA., 10/6. 5 mA., 4/9.

Selemum Reotiflers, HT.L. Wave, 250 v. 50 mA.,
B5/6 ; 200 v. 100 mA,, 5/9; 250 v, 100 mA., 7/8
Bridge Rectifier 6 v. 1 amp., 6/9 ; 12 v. 14 amp.,
12/6 ; 12 v. 3 amp,, 19/6 ; 12 v. 5 amp., 25/

24 v. 3 amp., 23/6.
Rach has inpnt of 230 volts.

Charger Transformers.
Output (a) 24 volts tapped 15 v. 9 v. and 4 v. at
3 amps., 21/8 ; (b )30 voltstapped 15 v. and 9 v.
at 3amps., 22/- ; (0)15 voltstapped 9 v. at 3amps.,
14/3 ; (d) 12 volts, 1} amps., 11/3 ; (e) 15 volts
tapped 9 v, ﬂet 6 amps., 19/9 ; 16 v. (tapped 8 v.)

11 amp., .

Filament Transiormer Input 230 volts, output 6.3 v.
1} p., A 1! amp., 7/6 ; Input 200/250 v.,
output-tv (OT) amp., 4 v. ‘Zamp 2:\mp,
19/6. Imnput 230 v. output 6.3 v. 4 amp 16/3 ;
or 4 volt 5 amp., 16/9.

A Midget T.R.F. Battery Portable ¢ Personal* Kit.
A complete Kit of Parts to build a Midget 4-valve
All-dry Battery Personal Set. Consiste of Regenera-
tlve T.R.F. Circuit employing Flat Tuned Frame
Aerial, with Denco Iron Dust Cored Cofl, thereby
ensuring maximum gailn for 8ingle-Tuned Stage
covering medium Waveband.

Valve Line-up: IT4 (R.F. Amp.), IT4 (Detector),
185 (1st A.F.), and 384 (output). Includes latest
Rola 3in. Moving Coll8peaker,and a Chaseisalready
drilled and shaped. A consumption of only 7 mA.
ensures long battery life. The Kit is deslgned for a
cabinet, minimum size 6}in. x 4¢in. X 3in. Detailed
Buildlng Instructions with Practical Layout and
Clrcuit included with Kit make assembly easy.

Price for Complete Kit £3/18/9 (plus 16/7 P.T.). Suit-

able unpolished Cabinet 6} X4} x 3in., 12/9. Ever

Ready B114 Battery, 9/7. Bullding Instructions,

Circuit, etc., supplied separately, 1/6.

Wireless World * I¥idzet A.C. Mains 2-valve Receiver.

We can supply all the components,including valves

and M/coil Speaker to build this set as specified in

the March issue at a total cost of £3. Reprint of
detatled assembly instructions and circuit supplied
separately for 9d. incl. postage. A smalicomplete
outfit is now available to convert the 2-valve

Receiver to the 3-valve Recelver, covering Medium

and Long waves, at a total cost of 35/~ (8in. P.M.

Speaker, 10/- extra), inciuding drilled chassis and

complete arsembly instructions. (Supplied separately

for §d. incl. Postage.)

 Wireless World ** Midget A.C. Mains 3-valve Receiver
covering Long and Medlum Wavebande. We can
supply all the componeats, including drilled chassis,
valves, moving oofl speaker, etc., to build this set
as specified in the February issue at a totalcost of
£445/-,including a reprint of the Assernbly Instruc-
tions, showing component layout and cirmlt(reprlnt
supplied separately for 9d. incl. postage.)

‘We can supply all the Components, inclading Valves,
M/Coil Speaker, etc., to bnild a Mideet A,C./D.C.
Mains T.R.F. 3-Valve (plus Metal Reotifier) Receiver
as designed and specified by a popular T ical
Magazine, at » total cost of £4/17/6. A reprint
of the assembly instructions, and layout available
for 9d., incl. postage.

An Eum-ely Complete 3-Valve Amplifier Kit of Parts.
Operating on A.C. or D.C. Mains 200-250 volte.
Has an output of max. 8 wattas, incorporating a
6iin. M/Cofl Speaker, Volume and Tone Controls.
Price, including Wiring Diagram, 2?5/~ ; or without
speaker, 85/~.

« ELECTRONIC ** VALVE VOLTMETER, We can
supply the COMPLETE KIT OF PARTS, including
the Valves, Diode and Meter, etc., to bulld this
igstrument, as published in the January issue of
* Electronic Engineering,” complete with a reprint
of the wiring diagram and assembly instructions
(supplied separately for 9d.) at a total cost of £ 3/5/-.

TELEVISION ! 1 The ¢ Viewmaster’’ Telsvisor
assembly instructions showing Wiring Diagram and
Practical Component l'uyou'. now available for 5/-.
We have the
the T.C.C. —-—Bnlgin—-)iorg&mm—\v B.—~Westing-
house—Plessey—Colvern, etc., outfit in stock.
Separate Components also available.

¢ Electronic ** Televisor. Complete range of specified
Components in 8tock, Instructions and explanatory
booklet available for 2/, London area, and at 4/
tor Midland area.

* Please state voltage when ordering any of above
Maln Kits, ete.

#* Send 3d. stamp for our New Comprehensive Stock
List, this now shows the various Kits we have
available, and also the latest Television Kits, with
the individual Component ces. Please oover
postage and packing when ordering.

STERN RADIO LTD.
109 & 115, FLEET STREET, E.C.4
Telephone : CENtral 5814 and 2280
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84. WIRELESS WORLD
SUCCESSFUL SATISFIED cOMPONEENcTS—su‘r\t:Lus AND 3
SALES! CUSTOMERS! ANUFACTURERS.—Enamel, copper wires, |] WE DON I
Al R ey “:’5 yoes, huse
SLOCKS T
block _condens ers? close tolemnce nnd high supply anything Ex-Government

pennine

THE ALL SEASON SENSATION. ACCLAIM-
ED THE COUNTRY OVER. THE INTIMATE
RECEIVER WHICH COMBINES APPEAR-
ANCE AND PERFORMANCE, HOUSED IN
A BEAUTIFUL WALNUT CABINET. EACH
SET FULLY GUARANTEED.

HEIGHT 107, WIDTH 12}”,
SUPERHET DEPTH 5%
UNBEATABLE
VALUE

4 Valve

THE SET
THAT SELLS .
ITSELF!

“THE ROVER”

SUPPLIED ONLY THROUGH SELECTED
WHOLESALERS. ILLUSTRATED LEAFLET
AND ATTRACTIVE DISPLAY CARDS.

PENNINE AMPLIFIERS

ELLAND  YORKS ENGLAND
TEL. ELLAND 2107

SPECIAL BARGAINS

Govt. Surplus, Manufacturers’
Surplus & Bankrupt Stocks.

We can offer for immediate delivery
Ex-Govt. S.W.

Bakelite Accumulators.
Metal Rectifiers.
Condensers. All Types.
Meters.

Switches. Toggle and Yaxley.
Headphones, L{R and H/R.
Vibrators, 6 and 12 v.
Speakers. All types.

Volume Controls,

Qutput Transformers.
Chokes.

Recelvers. R1I55 and 1355, brand
new In original cases.

Your enquiries are invited.

Wholesale and Export only

Please enquire for our 12 Page Bulletin.

RADIO MERCHANDISE Co. Ltd.

65, Farringdon Road, London, E.C.1.
Telephone: Holborn 6377
e = s — e =

wtabillty resistors to 1%, all goods guaranteed.
—L, Simmonds, Ltd., 8a. Byron Rd.. Harrow,
Mlddx Telephones. 2524 and 0315.

N X- GOVERNMENT heavy duty mains trans-
formers: primary 100/250v 50 cycles; secon-
darles 500-0-500 v at 250 MA, 300v at 100 MA,
12v 1 amp, 6.5v 3.5 amp, with common centre

Harrow

tap, and 4v 3.5 amp; massive joh \vexghmg
251b, size 7%in. long X 74in. wide x 6%in
brand new, in original containers; £3 each.

carriage pald, England and Wales.—Weather-
heads, Bletchley, Bucks. {5088

LONDON CENTRAL RADIO STORES.—Set
of 4 heavy contacts for relays etc., new,
ex-G.P.O. plug and jack, 2/-; throat "mikes
Mtfx plug and cord, 3/- pair; iow resistance
headphones, new, 4/6 pair; projector lamps, 12v
100watt, new, 9/6; camera motors, 24v, ex-
R.A.F., new. 7/6; centrifugal fans. 50v, new,
4/6; new carbon mike inserts, 2/6; moving
coil inserts, 30ohms for minlature speakers
mikes, etc., 2/6; hand generators, 4/3; 4-blade
selector switches, 3/6; high voltage relﬂy 1 000-
ochm, 2/6; ex-Govt. copper aermls l()()ft with
ebonite’ insulators, 4/3; table stand mikes (car-
hon). 6/-; 2in Magslip receivers, Mark .II, 9/6;
5,0000hm variable resistance on round porcelﬂm
base, 5/6; rotary transformers, aew, made by
Hoover. {1.5v input. 450v 65ma output, 8/6;
small sliding reslstance, ex- -Adméralty for volt-
age control speed regu.ator, 50ohm 0.Samp.
dimensions 6inX4in, 5/6 each;
p.ayed advert, P. 41.—London Central Radio
Stores, 23, Lisle St., London, W.C.2. 5213

UPREME RADIO, 746b, Romford Rd., Manor
Park, London. E.12, ‘Tel. Ilf. 1260. Est.

16 years. —Flyoack ‘type line trans, with provision
for EY51 val ve, 22/6 ea.; line and frame scanning
colls, 25/6 ea.; mains ‘trans for E.E. televisor,
£3/10 ea.; 5 hy 250 m/a choke, 15/9 ea.; 10 hy
80 m/a choke, 7/~ ea.; all parts in stock for Lon-
don or Birmingham E.E. televisor; ceramic
E.F.50 valve hoiaers, 6d ea. » 5/6 doz. retaining
rings for same, 8d ea.; bakelite E.A.50 valve
hoiders, 6d ea.; % watt resistors, 10}, 22{1, 27},
47Q, 82Q2, 120}, 1800, 250(), 330(2. 390(}, ’820Q).
1 KQ, 39 KQ, 11 KQ, 470 KQ and 10 megQ},
1/9 doz or ass. 18/6 Ig{mss only; 1, watt resistors,
22 KQ, 6.8 KQ, ﬂlBKn,%ESKQlOOK,
150 K}, 220 KQ. 2/- doz, or ass. doz 21/- Eross
only; 1 watt resistances. 2700}, 470(). KQ, 3.3

2 KQ, 18 KQ, 33 KQ. 56 KQ, 68 K

4/-"doz or ass. doz 45/- gross

1 Mo 'and 2 MQ,
condensers,

onlg 102 crystal diodes, 2/6 ea.;
i tab, eardboa asoy, 1%
board 450v, 2/- ea.; 8+16mf
16+16mfd cardboard. 2/9 ea.; 450V
or 50mfd SOv can or cardboard cond.,
11/~ doz or ass. doz.: 16mfd 350v Drylitic metal
case cond., 1/9 ea.; Midget mlca cond 0003mfd,
0.0005mtd and 0.001mf d doz or ass.
doz: fixed mica cond.. P.F. typ tpf, G0pf.
65pf, . 307pf, SOOpf 530pf 570p 590 pf
700pf 1. BOOpf and 4,5500f. all at 2/- doz OF ass.;
1mfd 2.2k/v and 0.005mfd mica, tag end cond.,
2/6 doz or ass.
MANY other bargaln lines in stock; terms ¢.w.o.;
0 ¢.0.d.; send 6d extra for postage orders under
£5 2lLd s.a.e. all enquiries and lists. 021

.R.O. receivers, complete with 7 coils and
power pack, £28: Uyah wire recorder. £65;
Hallicrafters. S27. SX24, AR77, AR8SSLF and
Hammerlund Super Pro receivers from stock
at reduced prices; ex Army R107 receivers, com-
plete and in good order. £10; rotary converters,
all voltages and wattage: 20- watt rack mounting
amplifiers. complete with heavy duty a.c. power
pack, 200-250v, 5 p.p. output. less valves,
new. 90/- each; Lt. transformers, 6v-50v. all
current ratings special types to order at com-
petitive prices. we Invite your enqulrles s
meters for AR88. H.R.O. Hammerlund etc..
available; mag slips In prs boxed. 3in, new.
£3/7/6 pa'r; Bendix 522 transmitter chassis,
including 2 832 ball coils. etc. etc. 5/6 each
special offer of new meters. 5 m.a.
7/6. .5 thermo amp meters 5/6. all 2in scs.le
Government S.T.C ball microphones. per-
fect £4/17/6; 12in and 15in energised and p.m.
speakers, Rola . Magnavox 66, etc.. low
resistance phones. 3/6 or. high reslstance. 7/6
U.S.A. m/coil. 7/6 pr; special offer of first
zrade m/coil meters, 500 m.a.. 2'hin scale, fiush
mounting, 7/6_each; 500 micro amps. with 2in
scale 8/6 each: 200 micro amps. 3%in scale.
flush mounting, 65/- each: 50 micro amps, Zin,
proiectlng tyvpe, 30/- each; 1 m.a. meter rec-
tifiers. 5/- each: telescopic aerial masts, approx.
18ft. 25/- each: new hand bearing compass.
with battery compartment in handle. new. 45/-

each; transmitting valves. 807 8/6. 813 45/-,
723 A/B 50/-. 35T 27/6, 832 22/6. 805 25/-.
829B 30/-. 721A. 931A 724A: glso_available,

h.t. rectlfiers, type H 176. 8/- each: Bendix re-
ceiver. tvpe 26/ARCS5. 3-6 mc/s complete with
6 valves and 28v dynamotor

45/- each: 20-wav rotary stud switch.
s%lnxs%ln 5/6 each; a.c./d.c. 1-20hp motors.
200-250v. suitable for sewing machines. 40/~
auto transformers from 100w up to 7kw in stock:

new, in sealed car-

ALL BRAND NEW GOODS &

—fully guaranteed—
AUTOCHANGERS IN STOCK

GARRARD. RCé65A. A.C[D.C. Mixed"
Records. Standard lightweight Magnetic
Head, £20/15/-.
GARRARD. RC45A. AC. Mlxed Records.
Standard ||ghtwe|ght Head, £15/13/
GARRARD. RC70A. AC, Non Mixed.
Rim Drive, Standard nghtwe|ght Head,
£10/9/1.
E.M.I..MARCONI, A.C
non mixed, Hi-Fi Head,
Transformer, £10/10/8.
COLLARO. RC500. A.C. Auto Changer,
non mix. Crystal or Hi-Fi Head, £10/15/0.
CABINETS. Unpolished for all above
changers. Motor Boards ready cut to fit
plate, £3/10/-.
MOTOR AND TURNTABLE, with mag-
netic Pick-up and Auto Stop, COLLARO
AC., £9/13/6; GARRARD, A.C./D.C,
£12/9/2.
'MOTOR AND TURNTABLE ONLY—
COLLARO, Induction type, A.C., £5/18/4.
A.C.ID.C., £9/5/6.

TAYLOR TEST GEAR
The entire range by this famous maker is
now available on HIRE PURCHASE. S.A.E.
for Catalogue and Terms.
ALLAVOTESTGEARNOW IN STOCK
AV O 7, Leather cases, £2/2/6.
We are the largest actual stockists of Avo
Meters in England. S.A.E. for Catalogue and
Price List.
All items can be supplled C.O.D. up to I5lb.
fn weighe. Otherwise Cash with order,
please.
Special attention to Overseas Orders, which
are free of Purchase Tax,

MODERN ELECTRICS LTD.

164, Charing Cross Road, London, W.C.2.
ELECTRONICS

Telephone: Temple Bar 7587.
@ LTD. ﬁ

CRANMER AV. EALING.W 13,

and Cois NManmt: to the Trade
Telephone : EALing 5648

Auto Changer, -
complete with

THE HAYES COMPANY - BIRMINGHAM

| ARMSTRONG 83 chassis, 7 valve, 3 waveband,
with 8-watt push-pull output, Mazda valves
ample gain for p.u. operanon large 3-colour g!ass
dial, flywheel tuning, 10in. l.s., tone control,
lready for cabinet mounting, tax paid £18/17/1.

The superb ARMSTRONG 125 chassis. One of
the most outstanding receivers marketed to-day,
Specification includes 6FI5 high gain R.F. stage,
2 |.F. stages with variable selectivity, coverage
11-200 metres in 3 bands, 190-560 and 900-2,000
metres. 4 switched positions of bass and treble
boost, output stage of 4 6P28’s in parallel push-
pull with neg. feedback giving IS wates, twin 524
rectifiers and tapped output transformer Total of
14 valves, tax paid £41/1/-.

ARMSTRONG TELEVISION CHASSIS,
superhet recelver with R.F, stage, ample gain for
"frlnge area '’ operation. Two main controls,
noise limiters on sound and vision, blocking
oscillator time bases and a total of 21 valves. The
complete receiver is on one chassis, ready for
mountmg in cabinet, Definition is outstandmg,
picture quality compares withany TV set, irrespec-
tiveof price. Complete with 1Qin. speaker £66/3/4.
Wnte tor details of these and other chassis, T.V.

rations daily, and on Wednesday evenings.

large and comurehenslve stock of relays, tvpes
600-3000 and Siemens high speed lectors

telephone handsets plugs. jacks, switches etc
co-axial cable; 'special offer of mains trans-
formers. 200-250v a.c.. tapped. 250-0-250. 100
ma 6V damp. 5v 3amp £1 each; postage extrn

all goods.
RVICE RADIO SPARES 4. Lisle 8t., Lond
WC.2. Tel. Ger. 1734 ?gﬁ

All Armstrong chassis in stock. We despatch
same day by passenger train. if

THE HAYES CONVIPANY
1 ALCESTER RD., MOSELEY, BIRMINGHAM, 13
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MAINS
TRANSFORMERS

(Postace Ev'ra under £2

As sapplied by us to the Ministry of Supply, B.B.C.,
Education Authorities. Admirslty, ete,
Interleaved and impregrated. Screened primaried
tupned 200/250 v.
{(Also built to your spemﬂcmon—prompt deliveries —
quotation per ** Return of Post.’

DROP THROUGH rYPE. TOP SHROUD.
(a) 250-0-250 v. 60 mA., 6.3v.3a.,5v.24..
(b) 250-0-250 v. 80mA 4¥v. 44,49 2a..

Following types have ‘Universal LT. wlndInE"
6.3-40 v. 4 2. C.T.. 5-4-0 v. 2 a.

(c) 250- 0 250 v, 80 mA. 17/8

) 300-0- 17/8

S350 V. 80 mA. ... ... 17/8

(1) 250-0-250 v. 100 mA. 18/6

() 300-0-300 v. 100 mA 18/6

(h) 350-0-350 v. 100 MA. « .. ......ouos.ons 19/6
FULLY SHROUDED UPRIGHT TYPES.

) 'tmo%ov l50mA 6.3 4.0 v. 8 a
A% 20 000me 39/-
42/8

k) 4050-425 v. 180 mA. 4v. 8a CT.,
a.CT. 4v.4a. ..
(1)) 4‘2’50 -121 v.'180 mA J
4v.24.CT.,4v.24. C T.. 47/
Note.—Model (I) ahove fa snltuble for \VIIIInmsnn
Amnlifier,

Wiltiamson Pre-Amp Malns Transformer
325-0-825 v. 20 m 19/6
WILLIAMSON AMPLIFIER REPRINT

36-page booklet published by ' Wireless

World* ... ........ ... 3/6

WILLIAMSON OUTPUT TRANSFORMER.
Built to Author's gpecmcatlon, 1.7Q2

secondaries. Approved type ........ 12

WILLIAMSON aMOOI’HING GHOKE&
Choke No. 2, £1 2 8, Choke No. 1, 12/6
PRE-AMP. CHOKE, 50H. 20 mA., 1,5000) 15/6
FEEDEK UNITS.

Highclassradiofeederunits with R.F.stage. Switched
blek-up sockets. Glass scales. Completely aligned.
MODEL A. Covers 16/50, 190/550 and

900/2,000 metres. Price, including

Parchase Tax.................
MODEL B DE LUXE. Covers 45145,

190/550, 800/2,000 metrea_and six

ranges of band spread. Price, in-

cluding Purchase Tax
MODEL E. AsModel A, bat with Variable

Selectivity and infinite impedance

detector. Price,including Purchase Tax £12 15 0
‘‘“VIEW MASTER " TELEVISION RECEIVER.
All individual parta stocked as well as complete kits
of components as set out below.
CONSTRUCTOR'S ENVELOPE, containing full instruc-
tions, layouts, dlazrame, ete., §/- 1)091. {ree.
W.B. Chassis and Speaker, etc.
T.C.0. Condensers (l(ldlnnd £7
Westinghouse Reetifier:
Morganite Resistor KlI (MIdland £1/6/-
Morganits ‘¢ Q ** Type Pots
Piessey Transformers, Foeus Coils,
Colvern Wire Wound Pot"meters
Bulgin Panels and Switohes
Woarite Coils and Choke (Mid. 21/10/-)
Belling Lee 707 Connector Unit S
W.B. Table Cabinets g
12in. Tallon Console Cabinets . .
9in. Tallon Console Cabinets
12in. Tallon Table Model ..
9in. Tallon Table Modei ..
8in. Mullard ox Mrzda Q.R.
12in, Mnl.lurd Ferranti or Mazd

I AND TUNGSRAM VALVES.
Send Ior the valve vou urgently require. C.0.D
POLISHED ALUMINIUM CHASSIS, 16 5. W, G
4 SIDES, 3 in. DEEP.
10in. % 6in., lolmxsln sle l‘ZIn x 9in., 1ole
14in. % 9In.. 16in.x 11/ n. x 8in.,
EDDYSTONE SHORT WAVE CO'VIPONENTS
Fuilrangestocked. Fddvstonellinatrated catalogue gd
SPECIAL OFFERS

£10 8 6

£18 7 6

£1

[

-

[
UIOPRORARARAOINOODROD

O‘HQ\IW“O

.0005 2-ganv T. Condensers 8/8
Coll Packs 3 W.B. Miniature .. £1 9 6
405 Kuls LF. Transformers 2 8

T.M.C. .1 mid. 7 Kv. Coudensers vrlthchp 12 6

INSTRUMENT WIRES.

C range in cotton and silk
covered copper wirez from 16 8.W.G. to 40 8.W.G.
X-GOVT. SURPLUS.

A good range of equipment at bargain vriees,

S.T.C. Ball Microphones, Listapprox.£22 £4 15 0
500 V.A. Auto Trausformers, 115/230 .. £2 2 0
PACKARD BELL PUSH-PULL PRE

AMPS. In sealed cartons with acces-

nories and two valves, 68L7 and

LI G - ool o L ————— 6

TRANSMITTING VALVES

#07. 8/- ; R05, 23/8 : 813,27/ ; 6L6, 9/6 ; 676, 9/6.
VCRY7 O.R.T.'sin maker'rtransitcases.. £1 12 @

Quantity discounts on Ex Govt, Valves,
SEND NOW 54. in stamps for 84 PAGZ CATALOGUE
Terms CW.O or C.O.D.

COULPHONE RADIO
“The Return of Post Mail Order Service’’
53 BURSCOUGH STREET

"ORMSKIRK, LANCS.

Phone 987

WIRELESS WORLD

NOTICES |
BRITISNH SOUND RECORDING ASSOCIA- |

MEMBERSHIP is open to all gmtesslonal and
amateur recording engineers. high %unllty re-
?roducuon enthusiasts are also speclally catered
THE B.S.A.R. Diary for 1950 is avallable to
non-members, price 4/6; it contains valuable
data on recoxdlng and reproduclng topics; full
information, with brochure and membership ap-
plication form from the Membership Secretary:
Harrie J. King, 48, Mount View Rd., North
Chingford, London, E.4. 12119

WANTED, EXCHANGE, ETC.
‘VANTI-‘D Magnetophon Tons B, with spares
(amplifier not required). —Box 2665.

“IANTED for Bendix radio compass, loop
LP.21A or LP.31A, also xelay BK22A.—Ray-
Devon [5277

mart, Kingswear, S.

ANTED, surplus relays and push-button
units, any condition, large or small quan-
tities; hlghest prices paid.—Box 8485. [3532

E pay top prices for used test equipment, all
types.—University Radio, Ltd., 22, Lisle
London, W.C.2. Tel. Ger. 4447 and rgeesra

St.,
8582

WANTED ARB8Ds, SX28s, cash or part ex- |
change; no objection sllght repair.—P.C.A.
Radio, Cambrldge Grove, London. W.6.
Riv. 3279

Tel
rooso

ANTED, all kinds of laboratory test equip-
ment, standard signal generators, bridges,
gsauoscopes, ‘““ Q' meters, etc.; send price and
€1
HATFIELD INSTRUMENTS 175 Uxbridge Rd.,
Hanwell, W.7. Tel. Ealing 0779. 10037

‘NZANTED all types of radio equipment, test
instruments, radio receivers, personal

sets, televlslon, components etc.. etc.; call,
write, send or g

MILLER'S RA IO 8a, Court,

Charing Cross Rd., Lon don. [5221

ANTED, 12-hobbin coil winder complete with
paper interleaving attachments, Leéssonia

or Avo preferred; price. condition and Wwhere may
be ‘inspected.—Box 3436. [5329

Newport

E buy for cash, new, used radio, electrical
equipment, all types: specially wanted.
radfos, radiograms. test equipment, motors.
chargers. recording gear. etc.—If you want to
sell ut the maximum price call, write or 'phone
to UnlverSéty gadloﬂlz"d 22 Lisle St.. Leicester

REPAIRS AND SERVICE

AINS transformers rewound, new
formers to any specification.
MOTOR rewinds and complete overhauls; first-

class workmanship. fully guaranteed.
F.M. 'RIC Co. td., Potters Bldgs.,
Warser Gate, Nottingham. Est. 1917. Tel. 3855.

AINS transformers rewound promptly, usual
guarantee.—Radio Rewi nd Service. Brith-
nr. Dolgelley, N. Wales [5243 |

EWINDS. Our winding dept. -having been
extended and re-equibped with the latest |

machines, now offers an unrivalled service.
ALL types of transformers, field coils, choxes
and solenoids. other than wave wound,
promptly rewound as an exact replica or to
your speclﬂcatlon incorporating the Zfollowing
special features:—
LAYERS paper interleaved;, wound with Lew-
mex insulated wire; vacuum im{negnabed full
comprehensive testing during all stages of re-
wind and final h{;h voltage interwinding in-
sulation test of at st 2Bkv; connections made
to tag panels or left to requlred length, colour

coded;- smart external appearance.
SEND, cmcmngl name and model of receiver or
giving particulars of requirements with number

trans-

dir, n

and types of valves u
TO: Aish Co., Ltd., Vamzumd Works, Poole.
Dorset. Tel. Poole 600 {5280

AINS transformers rewound or constructed

to any specification; prompt delivery.—
Bede Transformer Co.. Ltd.. Bedesway Bede
Trading Estate. Jarrow. 13198

TEIMVISION sets converted from London to
idland station; radio repairs and assist-
ance to home builders,—E. W, Shackle, High St..
Harlington, Hayes. Middx. {5165

AINS transformers rewound or constructed
to any specification, prompt deliveries.—
Avon Transformer Co., 20, Terrace,
Leamington Spa, Warwicks (4498

EPAIRS to moving coil speakers, copes,
coils fitted, field rewound or altered;
speaker transformers, clock colls rewound; guar-
anteed satisfaction, prompt service
L.S. REPAIR SERIIICE 49, Trlmty Rd.. Upper
Tooting, London, S.W.17. Balham 2353,

TELEV!SION radto and amplifier repairs or
modifications; home built receivers alizgned
and tested:— quotations by
transformer or coil supplied.
BERNARDS. 12. Cheiverton Rd.. Putney. Lon-
don. S.W.15. Put. 7538. [5199

return; any type
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No other receiver in its price-class can
approach the Armstrong RF103/Type
3 with its 10-valve circuit, highly effi-
cient R.F. stage and its two stages of
I.F. amplification with a selectivity
better than 7 Kc/s. Among its many
refinementsarethe three stagesof A.V.C.
negative feed-back, slide rule dial and
flywheel tuning. Wave band coverage
is from 16-50, 195-550 and 800-2,000

metres, and mains voltage is 200-250
A.C. When the chassis is used as a
gramophone amplifier the large amount
of amplification available enables a
high quality pick-
up of the minia-
ture type to be :
used without addi- GIIS.
tional amplifica-
tion. plus P. Tax
OTHER ARMSTRONG CHASSIS
Viedel EXP83/2. An eight-stage all-
wave radiogram chassis is designed to
provide quality radio and record re-
production for the “‘not- £]5 8 .9
so-rich.” Plus P. Tax
Model 125/2. The °‘ Armstrong >
triumph—a 14-valve all-wave radio-
gram chassis with a S.W. band down
to 10.9 metres. The chassis for the
man who wants the £33 . ]2.0
best. Plus P. Tax
ARMSTRONG TELEVISION — MODEL
T.V.20. A wide-range 21-valve instru-

ment incorporating a £52 _ |0 .0
12in. C.R. Tube. P Plus P. Tax

Write now for full information

ARMSTRONG

THE CHASSIS PEOPLE
———

Armstrong Wireless - & Television Co.
Lid., Warlters Road, Holloway, London,
N.7. Tel. NORth 3213
3589
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AMERICAN
RADAR

INDICATORS

Type |D-6/APN-4, with 5-inch 6.3 v.
5CPI electrostatic Television or
Oscillograph C.R. Tube, and 26 Int.
Octal 6.3 v, Valves : sixteen 6SN7-GT
twin triodes ; three 6SL7-GT high-
mu twin triodes ; one 6SJ7-GT R.F.
pentode ; and six 6H6-GT twin
diodes. 100 Kefs Crystat Unit; 23
Potentiometers, countless Resistors
and Capacitors, all oil-filled or
moulded mica. Hundreds of pounds
worth of super quality gear with

countless applications, for only
£6/17/6 carr. paid, subject unsold.
Limited quantity, Immediate des-

patch, cash with order.

WIRELESS SUPPLIES

UNLIMITED,
264-266 Old Christchurch Road,

Bournemouth, Hants.

TELEVISION RECEIVERS
SCANNING and FOCUS COILS
TIME BASE COMPONENTS
7KV. EHT. RF. UNITS and

TRANSFORMERS

Publications post free

HAYNES RADIO LTD.
Queensway, Enfield.

— WILCO ELECTRONICS

POWER PACK. Input 200/250v., 50 c¢/s
Qutput 500-0-500v, 120 m/a. : 4v. CT 4 amps. :
4v. CT 4 amps : 4v. CT 3.5 amps. Rack
mounting. £4/10/0. Carriage extra.

TRANSFORMERS ONLY, as above, 45/-.

L.Fﬁ CHOKES. 20 henry, 150 m/a., 22/6
each.

CONDENSERS. 8 mfd. 750v. D.C. block
type, 10/6 each.

VCR 13%9A C/R TUBES, 2{in. electrostatic,
15/- each.

VCR 97. 6in. electrostatic, 35/- each. Postage
and packing 2/6, holders for 139A 2/- each.

VCR 140. 12in. magnetic, £6. VCR 516,
9in. magnetic, £5. For callers only.
RACKS P.O. Standard 19in., with heavy
angle iron base, 5ft. 60/~ : 6fc. 70/- ; 5ft. 6in.
Lighter Type 50/-.

OPERATORS DESKS. Standard 19in,

Rack mounted 12in. deep, 15/-.
SPEAKERS P.M, 5in. Rola, in case, 17/6,
AMPLIFIERS, Push-pull. PX25s 15 watts
output. Complete with Power Pack, less
valves. Rack mounting, £6, carrlage extra.
CO-AXIAL CABLE for Television down
leads, 7§ ohms, 104d. per yard.
MICROAMMETER-—F.S.D, 25 microamps,
scaled 0-500, 24in., 57/6.
VOLTMETERS. /300 A.C. M.l 24in
Flush, 17/6 each., 3%in,, 22{é each,

204 LOWER ADDISCOMBE ROAD,

CROYOON ADD. 2027

REPAIRS AND SERVICE
OUDSPEAKERS rewound and cones fitted,
any mage. prompt service.—Dodds Radio

Service, 34a, Bullingdon Rd., Oxford. [5309

ALL types of ammeters, voltmeters, Avos, etc.,
repaired; quick, efficlent service, estimates
free,—Donvin Instrument Co., Princedale
Rd., London, W.11. Tel. Park 4469. {0059

EECTRICAL measuring instruments of every
make repaired and standardised, —The Elec-
trical ‘Instrument Repair Service, 329, Kilburn
Lane, London, W.9. Tel. Lad, 4168, 3715

REWIND service which duplicates or modi-

fles as required; transiormers, loudspeakers,
etc.; prompt returns.—Raldel Sefvices, 49, Lr.
Addiscombe Rd., Croydon. Cro, 6537

EPAIRS.—E.H.T., mains and O.P. trans-
formers, field coils and choges; also arma-
tures and motors; new trans‘o mers des.xned to
any specification; &1l work fully guaranteed.
WILLeSDEN TRANSFUSMes Co., atd., 781,
Harrow Rd., N.W.10. Tel, No. Ladbroke 2846.

ERVICE with a smile,"” —Repalrers of all

types of British and American receivers;
coil rewinds: Americon va'ves spares, line cord.
, Ltd., 22, Howland St., W.1., Mu[sieéx’;rsl

5675,

ADIO MAINTENANCE SERVICE for guaran-
teed rewinds and repairs; armntures, F.HP,
motors, vac. units, portable tools. etc.; good de-
liveries.—139, Goldhurst Terrace, N.W.6. Mal.
6133. [9925

TURDY "’ rewinds, mains fransformers,
chokes and fields. first-class work,
prompt deliveries and satisfaction guaranteed.
—Sturdy Electric Co., Ltd., Dipton, Newcastle-
on-Tyne. 12430

EWINDS and conversions to mains and out-
ut trans, pick-ups, ﬁelds clock coils, car
vibrator units, etc.. from 4/6; DI\P equlpment a
speciality, all work guaranteed L.
Brecknock Rd., N.7,

SECOND-to-n~ne rewind service, reliable
neat return of post service; your television

requirements promptly executed. EHT, LHT and

heater transformers; stamp for quotations.—

. E 137a. Ashton Rd.. Oldham. (3519

24-HOUR service, 6 months’ guarantee. any

transformer rewind. mains outputs and

etc.; all types of mew transf., etc.. sup-

plied to specxﬂcntion. business heading or ser-

vice card for trade prices.—Majestic Winding
Co., 180, Windham Rd., Bournemouth.

METROPOLITAN RADIO SERVICE for re-
winds, mains and E.H.T. transformers,
chokes and fleld coils; delivery 3-5 days; new
transformers designed and manufactured singly
or in quantities.—Metropolitan Radio Service
Company, 1021, chhley Rd., London, N.W.11.
Tel. Speedwell 3000

ATIONAL RADIO SERVICE & TELEVISION

Co., the complete service for high fidelity
construction and maintenance; high fidelity re-
celvers and amplifiers built to specificatlon,
converted and modernised; also transformer and
armature rewinds and s;eeaker repair service,—
g2, High St., St. John'’s Wood, N.W.8. Tel.
Primrose 6725. 5305

WORK WANTED

{PECIAL receivers, test gear, electronic appara-
tus, experimental and design work.—If you
have a problem which needs expert handl.lnz
wrlte in first instance to_ J. Mort. B.Sc..
M.I.E.E.. BCM/HIFIDEL. London, W.C.1.

RAUGHTING, tracing and photoprinting

services; estimates free; contractors to the
Ministry of Supply and the Admiralty for draw-
g and tracing work to their requirements and
specifications sub-contractlng work of this
aature undertak
DRAWING & TRAC NG. Ltd.. 456a, Ewell Rd.,
Tolworth, Surbiton. Tel, Elmbridge 7406, [4183

E offer the facilities of our modern factory

to the radio trade; our surplus capacity
includes light electrical and mechanicai
assembly, equipped with Flowline conveyors
readily adaptable to radio trade requirements;
modern tool deslzn office and tool room for
press tool and jig production; machine sho
including automatics. capstans, power and han
presses, rotary swazmz protofvoe work under-
taken: A.I.LD. and A.R.B. approved: competitive
prices and continuity assured.
SUTER CTRICAL. ENGINEERING. Ltd.,
Eugene Buildlm: Welsh Harp, London. N.W..

15101
{
MISCELLANEOUS
LUM chassis, plain, or fully drilled to your
requirements.

12inX6inX23%in, open ends, 3/9 post palid.
8inX4inX2in, four sided. 2/9 post paid.
9inX7inX2l4in, four slded 3/9 post paid.
12mx9hlnx2:zin four sided. 5/6 post paid.
16inX9%4in X 2l4in, four sided, 7/9 post gald
18inXNnX3in, four sided,
Il7ln)<8mx31,4fln four sided 8/ Dos

octal h other valve holes gd other
prices on appUcatlon, s.a.e. please,

I TAYLOR & TOY, Dog & Duck Ferry, Worc%gtselrx.

[

\ 1/30 & 100/850 volts A.C.

ALL THE BEST

at one address.

HOLLEY’S RADIO STORES

CALL AND HEAR

LEAK AMPLIFIERS, TUNER AND
PICK UP.

WILLIAMSON AMPLIFIER AND
TUNER.

VORTEXION
“STERECPHONIC " AMPLIFIER
AND ACOS “GP20” PICK UP.

SOUND SALES AMPLIFIERS, T.C.
UNITS, RADIO TUNERS AND
PICK UP.

ACOUSTICAL AMPLIFIER AND
R.F. TUNER.

RADIO TUNERS BY RUCO.

LOUDSPEAKERS BY
A. C. BARKER.

GOODMANS ‘ AXIOM *’
SPEAKERS.

WHARFEDALE NEW CORNER
SPEAKER.

ALSO, ARMSTRONG ALL-WAVE
CHASSIS.
from £18/7/1.

at 285,Camberwell Road,

S.E.5
Phone RODney 4988
Open all day Saturday.

5
o

For high & low voltage
testing:—

or D.C. Write for interest-
ing leaflet 30F,
VISITSTAND C732.B.I.F.

RUNBAKEN - MANCHESTER 1

POST RADIO SUPPLIES

OFFER EX STOCK

COPPER INSTRUMENT WIRE.
ENAMELLED, TINNED, LITZ.
COTTON AND SILK COVERED.
Most gauges available.

B.A. SCREWS, NUTS, WASHERS,
soldering tags, eyelets and rivets.
EBONITE AND BAKELITE PANELS,
TUFNOL ROD, PAXOLIN TYPE COIL
FORMERS AND TUBES, ALL DIAMETERS.

Latest Radio Publications.

THE CRYSTAL VALVE
as used in radar receivers.
These Crystal Valves or Diodes are not
Government Surplus but brand new goods
manufactured by one of the largest and most
famous Radar Equipment Manufacturers in
the country.

3/6 each, postage 24d.

Protective Tube and Fixing Brackets, 3d. extra.
Send stamped addressed envelope for com-
prehensive lists. Trade supplied.

POST RADIO SUPPLIES

33, B8ourne Gardens, London, E.4.

"Phone: Cl!ssold 4688
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VOIGT PATENTS LTD.
March 1950
From Mr. Voigt.

 Readers wiil remember from my

“ message (Sept. " W.W." page 33)
that | intend to cross the Atlantic,
lecture etc. from Toronto as centre,
explore the **hi fi'" position out
there, and maybe sell a few Voigt
speakers.
Recently, when my health
curve was rising, passages
were booked for April. -
An X-Ray since then prov-
ed a spinal fault to be
involved, and a support
{nothing like this!) —
has been rushed through.
The address for Voigt
speaker demonstrations in
Toronto is not yet known.
interested Toronto en-
thusiasts please send in
your names.
In my absence correspondence will
be dealt with by others. Also a part
time demonstrationfservice point
is being organised at No. 7 The
Parade, Wells Park Road, Sydenham,
§.E.26. Here my instrument maker
when not away at sub-contragctors
will demonstrate by appointment.
Evening demonstrations can be
arr:)nged for Fridays 7 p.m. {(No phone
yet).
If your amplifier delivers an wun-
distorted output, you should nave :
A horn-loaded Voigt speaker with
rematched diaphragm. The open
P.M. Type is £40 ex-works. Horns
{in the white) £19/10/- or £47/10/-
ax-works.

You can crder direct. (Trade also supplied

against pro-forma).

VOIGT PATENTS LTD.

C/O BCM/VOIGT, LONDON, W.C.1

THE “ FLUXITE QUINS ” AT WORK

“ We must FLUXITE our aerial'’ said EH.
“ Let’s climb without further delay,”
I say, don't look now,
There'll be a fine row
I've taken his ladder away!”

See that FLUXITE is always by you—in
the house — garage — workshop — wherever
speedy soldering is needed. Used for over 40
years in Government works and by leading
engineers and manufacturers. Of all iron-
mongers—in tins, 10d., 1/6 and 3/-.

|T0 CYCLISTS ! For stronger \vheelsl
! that will remain round and true, here’s |
| a time tested tip. Tie the spokes where |
| they cross with ne wire AND SOLDER. l
| It’s simple — with FLUXITE — but |
{ IMPORTANT. i

The FLUXITE GUN puts FLUXITE where you want

it by a simple pressure. Price 2/8, or filled, 3/8

FLUXITE

SIMPLIFIES ALL SOLDERING

Write for Book on the Art of ' SOFT " Soldering and

Jor Leaflet on CASE-HARDENING STEEL and

TEMPERING TOOLS with FLOX ITE, Price 1d.cach

FLUXITE LTD. (Dept, WW), BERMONDSEY
STREET, LONDON, S.E.1
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MISCE LLAiNEOUS

FOR sale, large number_ ‘* Radio News.' also
W.," suit club.—Box 3357. 15239

SUPERB quality walnut radlogram cabinets:
stamp, leaflets.—Cabinetware, 1A, Heyes
St., Blackburn, {0081

ADIO and television cabinets made to indi-
vidual requirements.--Sketch and details to
Burman’s, 64, Reighton Rd., London, E.5.

WALNUT radiogram and television cabinets.

manufacturer’s samples, few only, stamp
details.—Walters. 501. Hale End Rd

I

“[s310 |
EGATRON selenium photo-electric cells, nll
standard sizes in stock from 67mm dia

28/6 to 37X16.5mm 5/-; s.a.e.; full details.
G.R. PRODUCTS. 78, Repton Rd., Brls!;ol.r 162
any size

ALUMINIUM chassis and panels,
manufactured quickly, holes punched for
valveholders etc., plain or cellulose finish.-
E. . 18, Broad Roau willingdon, Sussex.

ALL new ideas, inventions and constructions
particularly television tubes which make the
manufacture of cheap TV sets possible, will be
well paid for if practical—Full details to Box
3435. [5325

TELEVISION mast sections, 8ft 9inX3in dia..

gin tight_ Atting sockets. steel tubular.
reach any height, 15/6 ea 6 or more 13/9 ea .,
all carr. dz——?‘oundatlon 0Oil Co., Litd., 8,
Orford Hill, Norwtch fa971

ENGRAVING amateurs and trade could take
the opportunity of engraving problems ir the
Iuture by femng in touch witl A G Engravmg
19a, Rd., London. S.wW

bronze erinold perspex dials;

repetition equally entertained.

‘V .W. Scope (May,’48) with separate p/pack
appt.. W.W, and cct. details supplied, well
made, £10; both vols. ‘‘ Sturley Rcr. Design,
“ Terman’s Measurements. ¥ and 5 other books
rm dsgn. and nstn., all good cond., 25
W.W.s” from 47, 40-odd I.E.E. Journals;
accept £2/10 the lot.—Write The Villa, Odding-
ton . Stow, Glos. [5244

OPPER wires enamelled, tinned. Litz. cotton,
silk covered, all zauges; BA screws, nuts,
washers, soldering tags, eyelets; ebonite and
laminatéd bakelite panels. tubes, coil formers:
Tufnol rod; headeones flexes, etc.; latest radio
publications, full range available: list, s.a.e.:
trade sup lled—-Post Radio Supplles. 33’ Bourne
Gardens, ndon, E.4. {1354

LUOrESCENT Ughtlng. 80 watt tapped, kit
29/6; 40 watt, ditto, 27/6: 80 wait chokes
(tapped), 17/6; power factors, 4/6; starters, 3/-;
holders 1/-; 80 watt ballast (tapped) unit, 31,6:
40 watt, ditfo, 28/6; 4ft 40 watt fitting complete.
56/-; 25 modéls to choose from: all goods guar-
anteed: post and packing extra; send us your
1nqulrles —Rathonic Industries (Dept. WEW),
Works, 63, Oldhill St., London, N.16. Sta. [Zsﬁzﬁgs

. Brass,
one knob or
{0034

SITUATIONS VACANT
OOVERNMENT OF IRAQ.

CHIEF Radio Engineer required for Basrah Port
Directorate for one tour of three vears in first
instance: salary I.D.80. rising to I1.D.110 a
month. Cost-of-living allowance between 1.D.10
and 1.D.14 a month. (Iraq Dinar 1=£1.) Pro-
vldent fund. Free passages. Candidates must
posssess P.M.G. 1st Class Certificate in Wireless
Telegraphy and be A.M.Brit.I.R.E.. or hold City
and Final Certificate in radio communi-
cation or be A. .E.E. with specialist know-
ledge of telecommunication work. They must
have practical experience of commercial wireless
transmitters and receivers and electrical eguip-
ment; experlence at a large civil airport an
advantage. Apply at once by letter stating a
whether married or single. and full barllculnrs
of qualifications and experience. and mention-
ing t. Daper to the Crown Agents for the Colo-
nies. 4, illbank  London, .W.1. quoting
M/N/248 7 (BB) on both letter and envelope.
The Crown Agents cannot undertake to acknow-
ledge all apolications, and will communicate only
;;‘Ilth applicants selected for further oonsitrigggé

ERVICE department of large radio manufac-
+2 turers in North London has vacancies for:—
(a} Radio Engineers,

(b} Receiving Clerk.

(c) Office Junlor (male or female) and workshop
junior.

APPLICANTS for (a) must have at least second-
ary school education and hold matriculation or
school certificate. and have adequate training in
radio theory and practice.

FOR (b) qualifications should include education
to school certificate standard. and some prac-
tical knowledge of radio.

THE vacancies under (c) offer onnort.umties for
boy or girl with good education. capable of accu-
rate and consclentious work. and anxious to
learn and progress. Some interest in radio would
be an advantagze.

APPLICANTS, in own handwriting, must include
full particulars of education. quali catlon.s
technical and commercial exverience, agi
salary required.—Box . ¢/o Era Publlclt,
Ltd.. 7. Fitzroy Sa., London W.1. 15

STANDARD

ENCLOSED

[5020 |

Registered Design No. 858451

The imhof 6ft. and 4ft, enclosed racks are
standard articles, available from stock.
They embody several unique features in
| their design. For example, both sides as
|wel| as back door are swung on lift-off
hinges, and multiple units may be form-
ed using only two end doors. Panels,
chassis, chassis runners—telescopic and
fixed, desk unit, gram unit and mobile
base are all standard accessories.

Write for leaflet giving full details or cata-
logue of our complete range of standard
cases, chassis, handles, etc.

“«

112/116 NEW OXFORD ST,, LONDON, W.C.|
TELEPHONE MUS. 7878 (20 lines)
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Thinking of
b

Iding a
Television
Set ?

10 VALVE
14 METRE
SUPER-HET

ui

Ideal for conversion into
Television Receivers. I.F.
12 Megs. Band width 4 megs.
Co-axial input and output sockets.
10 Mazda Mains type VR6S (SP61)
valves, 6-3 volt filaments.

This receiver comprises a one pre
H.F. amplifier, diode mixer, oscillator,
five I.F. stages, second detector and
audio stage. It requires a power supply
of 300 volts X 60 mills. H.T. and 63
volts. 4 amperes L.T. It may be modi-
fied either as a vision or sound only
receiver or sound and vision receiver.
The H.F. frequency changer and oscil-
lator tuned circuits can be modified to
the television frequencies by shunting
the coils with 30 p.f. trimmers.

Dept. W.W.,

WIRELESS INSTRUMENTS

(LEEDS) LTD.
54-56 The Headrow, Leeds,

-
4 gns.
Carciage
Paid

Tel. 22262,

TRANSFORMERS & COILWINDERS

NEW AND REWINDS
All transformers Interleaved & Impregnated
Tested or (1) Shorted turns,  (2) Insulation
at 2 K.V. minimum, E.H.T. A SPECIALITY.

“E.E.” MIDLAND SOUND & VISION OOIL3
18/6 SET. C.W.0.
J. E. THORNBER & SONS
3 DEAN AVE * MANCHESTER 186
CHO 3849 EST. 1925

SAMSONS
SURPLUS STORES

Ex Govt.

H.T. TRANSFORMERS

Primary200-250 v. Sec. 4 v. 3a. 4 v. 6a.C.T. 4 v. 6 2., 17/8
Post 1/6.

Pri.200-250 v. Sec. 6.3 v.6a.0.T. 5v.8a.C.T. 7.5+ 6a.
C.T. 7.5v.8a.CT. 4v.2a., 25/-. Post2/6.

Pri. 200-250 v. 8ec. 350:0-350 v. 250 m/a. 4 v, 3 a., 35/
Post 2/6.

Pri. 200-250 v. Sec. 1250-0-1250 v. 400 m/a. 4 v. 2 a., §5/-,
Post 3/6.

Pri, 200-250 v. Sec. 500-0-900 v. 4 v. 2 a. 250 m/a., 45/-.
Post 2/6.

Transformers (by famous American manufacturer). Prim.
230 v. Sec. 150-0-150 v. 75 m/a., 12/6. Postlj-

Brand New. H.D. Transformers, Prim. 230 v. Sec. 11 v
115 v. and 12 v. 70 amps., £4/10/-. Carr. 4/-,

frand New. Variac Traopsformers. Input 200-240 v.
Output 220 v. 7.5 amps. 1.68 KVA., 85/-. Carr, 3/6.

Heavy Duty Auto-Transformers. 130, 150, 190, 230 v, at
L6 KVA., £4/10/-. Carr. 4/-.

169171 Edgware Road, London, W.2. Tel. : Padd. 7851
125 Tottenham Court Road, W.1. Tel.: Eus. 4982.
Al) ordars and enquiries to our Edgware Road branch pleass

SITUATIONS VACANT
ROWN AGEN (S FOR THE COLONIES.

ELECTRICAL ENGINEER (ELECTRONIC) re-
quired for the headquarters staff at the London

fice. Salary scale £750 @ ~ear rising to £1,000
8 year. Extra duty allowance of 8 per cent oI
annual salary also payable at present. Engage-
ment will be’on unestablished terms with a pros-
pect, after satisfactory service. and as vacancles
occur, of appointment to the established and
pensionable staff and promotion to a higher
grade. Candidates should PreferablyA hold an
honours degree in electrical engineering (tele-

| communications and electronics) or be corporate

members of the Institution of Eiectrical En-
gineers. They should have served an apprentice-
ship with a firm of electrical engineers manu-
facturing radio or associated equipment and
have had subsequent experience on the manu-
facturing and technical side of the industry.

The appointment will, in the first instance. be |

to the Inspection Department and candidates
should be capzble of dealing with the prob-
lems arising from the inspection of a wide
variety of electronic equipment by a staff of
Inspecting Engineers. Apply at cnce by letter,
stating age, whether married or single, and full
particulars of qualifications and experience, and
mentioning this paper to the Crown Acents
for the Colonies, 4. Millbank London, S.W.1.
quoting M/N/25333 (3B) on hoth letter and
envelope. The Crown Agents cannot undertake
to acknowledge all applications and will com-
municate only with applicants selected for fur-
ther consideration. g 15256

RITISH ELECTRICITY AUTHORITY. Lon-
don Division.
GENERAL Assistant Engineers.

APPLICATIONS are invited for appointments
as general assistant engineer in the communi-

| cations section of the technical department.

DUTIES will be in connection with testing and
maintenance of the private communications
system owned and maintained by the Authority.
including equipment using 1line teleprinter and
radio techniques.
APPLICANTS should have a degree or Higher
National certificate in enzineering or equivalent.
and should preferably have had works experi-
ence. Scientific qualifications will be considered.
commencing salarv will depend on auaii-
fications and experience. but will be within the
range of £437 per annum to £569 ver annum.
plus 5% or £25 per annum, whichever is the
greater, as London Allowance. in accordance
with National Joint Board. Schedule Class AX.
rade 8.
THE appointment will be superannuable under
the terms of the British Electricity Authority’s
Superannuation Scheme,
APPLICATIONS giving full particulars of educa-
tion. training and experience. should be for-
warded the Acting Dlivisional Secretary.
British Electricity Authority., London Division,
rgon  House. Horseferry Rd., Westminster,
.1 so as to pe received within 14 days of
date of publication of this issue.

J. N WAITE.

Divisional Controller.
15281

ELEVISION/RADIO engineer. age, experi-

ence and wages required to Marshall's, 24,
High St., Clay Cross. 15261

ANTED, radio mechanic, some television
useful; man out of Forces might spit; able
to drive; East Anglia.—Box 2661. 15060

TELEVISION testers required by North Lon-
don manufacturers.—Please give full details

regarding past experience, etc., to
“TANTED for employment in various parts of
the United Kingdom and N. Ireland, per-
sonnel experienced in maintenance and repair of
radar _and electrical fire control equipment.
SALARY scale £400 per annum rising to £525,
applicants should furnish full details of age.
practical experience, technical qualifications
held and in which part of the U.K. they would
like to be employed.
REPLIES should be addressed to D.D.M.E
H.Q.A.A. Command, Stanmore, Mlddlese:{.
5267

0

Box 3359
241

SERVICE engineer age 25-28 years, for watch

timing eqyuipments with zood knowledge of

electronics, able to diagnose quickly and correctly

for fajlures in electronic apparatus; Lo[ndon
) 5

area.—Box 3420 317
ILOT RADIO, Ltd.. requires immediately
fault finders. testers and mechanical
inspectors for radio and television align-
ment; experienced in factory production; five-
day week, with good rates of pay.
APPLY ‘or write to:—Park Royal Rd., London.
N.W.10. {5294
A large radlo and television manufacturer in
the eastern suburbs of London is expandin
manufacturing capacity and requires additional
testers and fault finders; applicants should give
full details of experience to Box 3371. {5272
ENGLISH ELECTRIC and Marconi's Wireless
Telegraph Co. require qualied senior and
Junior television research and development en-
gineers for their television departments at Liver-
pool and Chelmsford; vacancies cover studio and
domestic eguipment: unqualified engineers with
extensive practical experience will be considered.
—Write, giving full details, quoting reference
TVG to Céntral Personnel Services. 24 Gilling-
ham St,, Westminster, 8.W.1. 5078
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NEW!
NEW! NEW!

#SYMPHONY NO. 2 " Sensational new Audio
Amplifier by N.R.8. A complete breakaway from con-
temporary design. 10 w. push-pull output. 8 separate
h 1 p and i control of bass,
middle and top registars, peg. feedback over 3 stages,
Woden transformers throughout. Inputsfor all piek-
ups and tuners, Qutputfor 3, 7.5 and 15 ohms. Chassls
flnished blackerackle, Largescale production enables
us to offer this magpificent instrument at only
13 guineas, Carriage paid.
¢ SYMPHONY No. 1" AMPLIFIER, A somewhat
smaller edition of the above and with single valve
output but incorporating the same patent principles
5 w. output, £8/19/6.
NO. 1 4-WATT AMPLIFIER for A.C. Mains £5/19/6.
Complete Kit £5/10/-.
NO. 2 P.A. AMPLIFIER, 15 w. push-pull output,eram
and mike inputs, 10 guineas. Complete Kit £9/10/-.
All above Amplifiers have fuil provision for Radio
Feeder input.
NO. 1 HIGH QUALITY TUNER. Specially recom-
mended for above amplifierr and Leak .1, Williamson
and Charles Amplifiers. L. & M. wave T.R.F. infinite
impedance detertor. Incorporates whirtle filter
Absolutely complete, built and tested £5/10/-. Ditto
kit £4/10/-.
NO. 2 L.M. & S.-WAVE SUPERHET TUNER, special
quality bandwidth, beautiful large full vision dial
assembly. £8/10/-. Ditto kit £7/10/-,
SPECTAL BARGAINS! A few only very slightly used
Collaro ACS9 mixed 8-record Changersfor A.C. Maics
100-250 v. 80 cycles £12/19/6. Marconi AC100 non-
mixed 10-record Changera with hi-fi pickup and
transformer £10 each, All guaranteed perfect,
NEW, UNUSED BARGAINS : Marconi AC100 Chang-
ers jp beautifully mada polished wood table cablpet
£14/10/-. COLLARO MICROGRAMS In brown
rexive cace 163 x 13 x 7in.,, 21 w. output, centre
drive motorand magnetic pickup, £13/10/-. MICRO-
GRAM CABINETS ouly 47/6. Fullrange of COLLARO
SINGLE REOORD PLAYERS, ceutre drive and rim
drive,
Full range of WHARFEDALE SPEAKERS
CROSSOVER UNITS,
BARGAIN CATALOGUE 2id. TERMS :
€.0.D. any wmonnt.

NORTHERN RADIO SERVICES,
16, Kings College Road, Swiss Cottage,
London, N.W.3. Phone: PRImrose 8314

and

C.W.0. or

BULLANCO.66 QUEENS R?S.EI5 new cioss
SHEEY

RODS,
MOULDINGS,
RIVETS

LYONS RADIO

Receiver Type R3515. Adaptable for reception
of Television sound or vision. Fitted with
10 VR65's, 5 VR56's, 3 VR55's and 1 each of
VR54 and VR53, 13 Mc. LF. strip, condensers,
resistors, etc.  Price 50/-. Carriage 5/-.
Telephone Set *“ H,”” Mk. 3. A sound-powered
telephone set (batteries NOT required), housed
in metal box 10X 5X 4in., complete with hand
set, call bell and hand generator for'ringing
extension bell. Ideal in the home, factory
or office. Price 25/6 each, post 1/6, or 50/-
per pair carriage free

Goaxial Cable. First grade quality, 80 ohms
impedance, just right for the Television lead-in,
mike cable, etc. Price 9d. per yvard. Post yd.
under 12 yds.

Condensers,
cased :

6 mfd. 1,500 v. Wkg. Overall size, 51 X 3§ x
3in. Price 5/- each, post 9d.. or 3 for 15/-,
carriage free.

0404 mfd. 7,500 v. Wkz. Overall size,
83 X% 41x 3}in. Price 10/-. Post 1/6.

A.C. Voltmeters. Switchboard mounting type,
0/300 v A.C, first grade m/iron. scalc length
6m. dia. over fixing flange 8in. Price 35/-.
Post 1/6.

3, GOLDHAWK ROAD (Dept. M.W.)

SHEPHERDS BUSH, LONDON, W.12
Telephone : Shepherds Bush 1729

New and unused, paper, metal
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~THE MODERN BOOK C0.—

The Radio Amateur's Handbook, (950
edition. By A.R.R.L. 20s. Postage 9d.

Radio Amateur Call Book Magazine.
16s. Pastage 9d.

Radio Servicing Equipment. By E. J. G.
Lewis. 25s. Postage 9d.

The Principles of Television Reception.
By A. W. Keen. 30s. Postage 9d.

Television Servicing Manual. By E. N.
Bradley. 4s. 6d. Postage 3d.

Magnetic Recording. By S. J. Begun.
42s. 6d. Postage 9d.

Radio Valve Data. Compiled by ' Wireless
World.”” 3s. 64, Postage 3d.

Wireless Amplifier Manual, Number 2.
3s. Postage 2d.

Loudspeakers. By G. A. Briggs. S5s.
Postage 3d.

Radip Receiver Servicing and Mainten-
ance. By E. Lewis. 8s. 6d.
Postage 6d.

Basic Television. By Bernard Grob.
55s. 6d. Postage 9d.

Radio Engineering. By E. K. Sandeman.
VYolume |. 45s. Voiume 2. 40s. Postage
9d. each.

Amateur Radio Receivers. By S. K. Lewer.
3s. 6d. Postzg: 2d.

Radio Receiver Design. By K. R. Sturley.
2 volumes. 28s. each. Postage 9d.

The Amplification and Distribution of
Sound. By A. E. Greenlees. 16s.
Postage 6d.

Radio Data Charts. By R. T. Beatty.
7s. 6d. Postage 6d.

We have the finest selection of British and
American radio books in the Country.
Complete lists on application.

19-23 PRAED STREET

(Dept. W.4)

LONDON W.2

PADdington 4185

COPENHAGEN
WAVE-CHANGES

*“ Quality Reception ™’
better than ever !

Lowther’s particular attention to
Long-wave (Light programme) is
of great benefit.

Tuner Units, for all
circumstances, by craftsmen.

Further details, please write :

THE LOWTHER MANUFACTURING CO.

(The Laboratory Production Unit).

St. Mark’s Road,

RAYV. 5225

Lowther House,
Bromley, Kent

SITUATIONS VACANT
ERRANTI, Ltd.,, have a vacancy at their
radio works. Manchester for a draughts-
man-designer of cabinets for radio and tele-
vision, experience in design of high-class modeirn
furmtuxe is an essential qualification.

APPLICATION forms from the Staff Manégzglrl. {

Ferranti, Ltd., Hollinwocd, Lancs.

FNELEVISION service engineers offered pro-

gressive position with leading manufacturer,
must be fully experienced on outside representa-
tion and hold clean. current driving licence, resi-
dent all areas 30-mile radius London.—Apply
Box 2692 {5123

PHYSICISTS and ‘electrical engineers preier-
ably with experience in dielectric research
or capacitor manufacture, required by leading
London firm of component manufacturers.—
Write giving full details and salary required
to Box 3367. {5262

ADIO valve engineer required as technical

assistant in the factory valve engineering
department; at least ten years’ experience in
this kind of work and minimum academic qual:-
fications equivalent to Higher National Certifi-
cate necessary.
WRITE in confidence to the Personngl Officer,
Standard Telephones & Cables, Ltd.. Footscray.
Sidcup. Kent, glving details of qualifications. ex-
perience and salary required. [5246

RAUGHTSMAN required for detail and

assembly drawing of R.F. heating equip-
ment, new air-conditioned factory in Reading
area, excellent opportunity for experienced man
who must be quick and able to produce final
drawings from rougl sketches.—Write Box 2683.
I' ESIGNER/DRAUGHTSMAN required in

department engaged on the desiﬁn of elec-
tronic test gear by large light electrical engineer-
ing manufacturer in East London area; the posi-

tion Is permanent and pensionable to applicant
with exoerlence of similar work—kindly sta.tfsgull

details to Box 3437

DESIGNER draughtsman required fox the
engineering laboratory of a large light

engineering firm in the West London area for

development work: should have a knowledge

and e Ferlence of ‘tool design; apply giving de-

tails of age and experience to—Box f5292

TELEVISION engineer, with first-class know-
ledge and experience of modern television
production and development, required by North
London manufacturers; only applicants in slmi-
lar position with full quallﬂcations should aDF
glvx};\g de}tgéls of experience and salary requ

N any grade or capacity there is usually a job
for tue right man at sSound Sales, Ltd.;
:gplicams' who should be of British origin,
ould state age, detalls of experience, salary or
wage required by ietter: testimonials should
not be forwarded with inquiry; previous factory
experience essential.
THE Managing Director, Sound Sales, Ltd., West
St., Farnham, Surrey. ' [0054

NUMBER of senior and junier vacancies for
radio, radar, electronic, television, e
development, service engineers, draughtsmen.
wiremen. testers, {nspectors, etc.. urgently re-
quired 30 television service engineers.—Write in
confidence. Technical Employment Agency, 179
Clapham Rd., S.W.9 (Brixton 3487). {51
SENIOR draughtsmen required with experience
in design of manual or trunk telephone
equipment and apparatus; these vacancies carry
B

. piving full details of experience to—
Personnel Manager, ‘Telephone Manufacturing
Co., Ltd., Martell R4.. West Dulwich, 8%32211

UNIOR designer dxaugctsman xequired ‘for
the engineering tor, a large
light engineering firm in the West London area;
should between 20 and 25 years of age, ex-
perienced in domestic appliance design and
preferably with mechanical training; a%ply
0X

[52!

gwlng details of age and experience
A leading firm of mobile radio equipment
producers requires sales engineers for tech-
nicai sales lason, primarily with the automobile
industry, applicants between 25 and 35 and
possessing sound radio engineering training
should apply in writing, giving age, qualifica-
tions, details of experience and salary required
to Box 3370.

NGLISH ELECTRIC VALVE Co., Chelms-

ford, require a young graduate engineer
interested in micro wave or general work on
electronic valves;
good prospects after suitabl
gvmx full detalls quotin
ersonnel Services, 24, Gilli
minster, S.W.1.

le training.—Wri
Ref. 332 to Central
ngham St.,

ENGLISH ELECTRIC. Siafford, invite appli-
cations from junior draughfsmen for de- |
design on prototype watt-hour meters,
instrumefits and relays. permanent posmons.
accommodation.—Apply. quoting reference 12

giving full details to Central Personnel Servis

The English Electric_Co., Ltd., 24, Glllln?ham
St.. Westminster, 8.W.1. 5249

an interesting position wnh |

West-
[506Z
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NUSOUND PRODUCTS

136 WARDOUR ST., LONDON, W.1
Tel. GERrard 8845
HOME BUILT TELEVISION AND AMPLIFIER
SPECIALISTS
Full Mail Order Facilities (Add Postgae}
Mon./Fri. 9-5.30 p.m. Sat., 9-1 p.m.
A QUALITY AMPLIFIER AND RADIO FEEDER.

The 4 valve Amplifier Chassis has an output of approx.
4} watts. Includes 3 stage neg. feedback circuit and
incorporates independent bass and treble boost con-
trols. and pre-amplifier stage. Circuit consists of EF36
Pre-Amp., EF36 Boost into 6V6 and special quality
output transformer. Full constructicnal booklet for
A.C. and A.C./D.C. models pricc 1/6. The A.C. model
cin be bufli for aslittle as £7, using surplus valves and

A.0.D.0. for £8 with new valves. Built up compléte
and tested, both models gost 10 gns,conmiplete with new
valves. The radio feeder is a wide band T.R.F. using
air spaced trimmers and pre-set to three stations with
awitched control. It is plugged straight Into the
Amplifier and together you have a hizh fidelity com-
bination which nothing but the most expensive radio-
gram can compete with. Full construetional booklet
price 1/6. Cost to build, £3/10/-.

VIEWMASTER TELEVISOR (working model on
view) Full constroctional envelope for London or

.5/-. All slnstock. Forahove
andelsctronlcstelevisor. Viewmastercabinet £6/17/6
post 3/6,

ALL MAEES OF TUBES IN STOCK. 9in., £11/6/10 ;
12in., £15/2 5. RUBBER MASKS. 12in. black,18/- ;
Stone 21/8 : 8in. Black, 9/6 : Stone 11/8. SCANCO

V.E.H.T. transformer. 60/- ; 4kV., 48/-; 2.5kV,
m!h two 4 v. C.T. windings, 35/- SCANGO LINE
TRANS,, 25 6. SCAN COILS, 25/8. Focus coil, 30/-.
Coils for '* Electronic Eng."” Birmingham 18/6.
London 15/-.

GRAMOPHONE -EQUIPMENT,

Connoisseur PU  £3/18/-, TXFMR, 18/-, Goldring
Lightweight, 61/4, with k'tpplm-e ACO8 GP20 Hi
i1 XTAL, 71/3.

Connoisseur PU Head (Garrard). £3/0/8. Miniature
Sapphire, /8. Ruby, 8/8. Connoisseur needles, 20 for
2/10. Columbia 99, 10 for 3/9}. Collaro A.C. 504
MAG.PU, £5/3/3.

Garrard mixed changer RC 65 Hi Fi PU £17/7/9
Coilaro RC 500 10 or 12in. changer, £10/

With Crystal PU, £5/17/8. Collaro AC47 speed con-
trol motor with 12in. non-mag. turntable, £5/18/2.
Latest Goodmans axiom 150 twin cone, £8/8/-. Also
Audiom 60singlecone, £6;15/-. Fullrange of Wharfe-
dalespeakersinstock. Alichassis18G,12x7x2},4'9.

NUSOUND TRANSFORMERS. (Tapped pri.
otherwise stated).

A few selections from our wide range, and we ean wind
to your own spec. delivery 4 days. Estimates free.
350-0-350 v. 150 mA., 6.3 v. 4 3., 3 v. 3 a..

350-0-350 v. IOOmA 63v.3a,56v.2a or 4 v
version, £1/6/3.

350-0-350 v. 75 mA.,6.3v.34a.,5 v. 2 a.sor 4 v. version,

unless

£11/9.
300-0-300 v. 60 mA., 6.3v.34a.,5 v.24.0r4 v. version,
£ A
260-0-250 v. 60 mA.,6.3v.34a.,5 v.2a., 0or4 v, version,

18/9.

6. 3/v 1} a. Heater trans, 230 pri. only, 6/9.
4 v. 2 a. Heater trans, 230 pri. only, 6/9,

6 v. 6 a. C.T. Heater trans. 230 pri. only, 15/6.
6.3 v. 34 12 6

NUSOUND cnoxr::s.

CHA4, 10 H, 150 ohms, 75 ma., 4/6.

CHS5, 10 H. 300 ohms, 80 ma., 4/6.

CH10, 15 H. 250 ohmns. 80 ma., shronded, 10/9.

CHS, 10 H. 300 ohms. 100 m3., shrouded, §/6.

CKQ 10 H. 200 ohms, 150 ma., shrouded. 12/9.

C'Hﬂ, 5 H. 80 ohms, 250 ma.. shrouded 19/6.

Television aerials can be sent to any part ‘of the country

(send for list). Let us quote you by return of post for

components of all types

Our. comprehensive list on TV——B.adlo and Gramophone
t, etc., is now Price 4d. post free.

" MORSE CODE

TRAINING

There are Candler
Morse Code Courses
for
BEGINNERS AND
OPERATORS

Send for this Free

“ BOOK OF FACTS”

It gives full details con-
cerning all Courses.

THE CANDLER SYSTEM CO.

(Room 55W), 121 Kingsway, London, W:C.2

Candler System Co., Denver, Colorado, U.S.A.
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PEERLESS

RADIOGRAM CHASSIS TYPE 1150

-This receiver forms the basis for a
Radiogram of unsurpassed perform-
ance, and at great saving in cost.

Principal features include :

11 Osram Valves 1o watts output

4 Wave Bands Push-pull Amplifier
2 LF. Stages Magic Eye Tuning
R.F. Amplifier Wave-band Indicator
4 Stages A V.C. Bandspread Dial
Treble Control Negative Feed-Back
Base Control | Tropical Specification

10 to 2,000 Metres, 12 months’ guarantee.

Write for full particulars :—

PEERLESS RADIO LIMITED

374 KENSINGTON HIGH STREET, LONDON, W.14
Telephone : WEStern 1221

INSTRUMENT WIRE
ENAMELLED, D.C.C. SILK COVERED,
ETC.ail sizesfrom {0s.w.g.to42 s.w.g. instock.
INSULATING MATERIALS, Empireclath,
teatheroid, paxolin, sleeving etc.

Send S.A.E. for list to

STAN. OLT,

342, HIGH ST. SMETHWICK, STAFFS

Telephone : WOODGATE 3789

WALTON'S OF WOLVERHAMPTON

The leading Midland Store for all
your Radio and Television accessories
and units, including stocks of many
lines unobtainable elsewhere.

It will pay you to make a special
visit to 48, Stafford Street or 65,
Trysull Road. If unable to call send
S.A.E. today to 203, Staveley Road :
all of Wolverhampton, Staffs.

A few Special Clearance lines for
callers only. Partly stripped |154s,
1/6 ; 1196 TX, 2/- ; No. 38 TX, 5/- ;
No. 18 TX, 5§/~ ; 3515, 12/6 ; 1355,
37/6 and many hundreds of other
items.

SITUATIONS VACANT
ELLING & LEE, Ltd., Cambridge Arterial
Rd., Enfield, Middlesex, require the services
of a keen and ‘inventlve research assistant of
British nationality for work in connection with
television aerials and radio components, appli-
cants should be 25 to 35 years of age and possess
qualifications at least to Grad I.E.E., together
with previous research experience; ﬂvf:r,%?]g

3 lished West London firm of radio and elec-
trical component manufacturers, applicants
must have good personality, initiative and drive,
and be capable of technical and commercial
negotiatlons with customers of standing, salary
£600-£800, pension scheme.—Write full details
of experience, qualifications, age etc., to Box
3366. (5257

ADIO mechanics are required by British
Insulated Callender’s Cables, Ltd.. in their
research laboratories at Kirkby nr. Liverpool.
Applicants should be capable of constructing and
testing electronic equipment under supervision.
—Apvplications stating age. qualifications and
experience. should be addressed to the Staff
cer. British Insulated Callender’s Cables.
Ltd.. Prescot. 5283

QENIOR draughtsman required with experi-
[N ence in design of telecommunication equip-
ment or small electrical apparatus for quantity
production; good salaries to selected applicants
and the positions offer good prospects for ad-
vancement; ai)ply in writing giving fullest
possible details of experience to—Personnel
Mana, erhd'l‘elt‘a'ehone Manufacturing Co.

Martell

OPPORTUNIT!ES are offered to young men
\ preferably with radio or radar service train-
ing who are prepared to do short-term service
overseas, by leading manufacturers of radio
communication equipment in the M.F., .F.,
and V.H.F, field; selected personnel will receive
factory training on installation. test and ser-
vice work generally.—Apply stating experience,
age and salary required to Box 3362. [5251

L
est Dulwich. London, S.E.21,
5322

\‘EVERAL young men required as technical
» assistants for television tube (cathode ray
production), performing three shift duties; tech-
n'cal experience on electrical, chemical or mech-
anical work essential. with equivalent standard
| to 3rd or 4th vear National Certificate; salary
range £300-£400,——Apply, Personnel Superinten-
dent, The Edison Swan Electric Co., Ltd., Cosmos
Works, Brimsdown, Enfield, Middlesex. [5250

APPLICATIONS are invited from electrical de-
sign draughtsmen for development of heavy
switchgear; applicants should have at least
H.N.C. in electrical engineering or equivalent
and manufacturing and .O. experience of
switchgear of not less than ten years; permanent
staff position, accommodation.—Apply, quoting
reference 129, to Central Personnel Services.
English Electric Co., 24, Gillingham St., S.W.1.

| LECTRONIC engineer. age 23-28. required

for design and development work of frac-
tional horse-power and other small eiectrical
motors. Qualifications: Training in physics or
engineering and two or three years’ experience
n this field; salary according to age and quali-
fications —Please write. miving full details and
auoting ED/8. to Personnel Dept. E.M.I. Engi-
neering Development. Ltd., Blyth Rd., Hayes.
Middx. [5287

DES;GN and detail draughtsmen (preferably
with workshop training and qualifications
to H.N.C. standard) with experience of small
mechanisms and electro-mechanical layout; or
the mechanical design of electronic apparatus,
are required for development work on ngw and
interesting projects by leading manufacturers
in the Midland area.—Apply in confidence stat-
ing age and full details of training and exrperii
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ence to Box 3369.

RAUGHTSMEN .—Vacancies exist with the
English Electric Co. for draughtsmen of all
grades in various parts of the country; men with
D.O. experlence on heavy or light mechanical or
electrical equipment are invited to apply. stating
tvpe of work in which they are interested. the
location they prefer. and the salary they require.
—Apply quoting Ref. 133, to Central Personnel
Services. English Electric Co.. Ltd., 24-30. Gil-
lingham St., S W.1. 5290

ELEC’I’R!CAL designer reciuired for the F.H.P.
motor laboratory of a large light electrical
engineering company in the West London area;
applicants should have a sound technical and
practical tralning, with initiative to accept fuil
responsibility of a project from the initjal design
stage to factory production; excellent prospects
if qualifications and experience are suitable.—
Apply, giving details of age, education and job
history, to Box 3421. (5323

URPHY RADIO, Ltd.. are expanding their
Electrical Design Laboratory and urgently
require the services of Television and Radio Engi-
neers mwm%l good acad®mic qualifications (Hons,
degroe in Physics or Electrical Engineering) and
experience in industrial design laboratories.
There are siso openings for graduates trained
in these branches. but without industrial ex-
perience.—Applications, giving full particulars
of training and experience should be forwarded
to Personnel Dega.rtment. Murphy Radio, Ltd..
! Welwyn Garden City, Herts. [4942

JALES engineer/representative for old estab- |
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A COMPLETE RANGE OF
TELEVISION COMPONENTS

Line and Frame Scanning
Assemblies.

Focus Coils and P.M. Focus Units.

Line and Frame Output Trans-
formers.

Line and Frame Oscillator ‘Frans-
formers.

Combined Line Output trans-
formers and E.H.T. Generators.

Width controls.

Video correction chokes.

Filament transformers. E.H.T,
transformers and  Smoothing
chokes.

Allen Components are specified for the
Electronic Engineering Home Televisor
and the range includes components
suitable for use in all of the popular
Home Constructor Sets.

ALLEN COMPONENTS LTD.

1, Shrewsbury Road, Stonebridge,
N.W.10
Telephone: Willesden 3675 and 4901.

* Globe-Bing, s
SHORT-WAVE RADIO KIT

Probably the smallest one valve Short-Wave Rodio receiver in
the world using standard parts with Bandspread tuning device.
“Magnificent perf ", . . vide testimonials Britsh lsles
and Abroad. Buit and designed to precision standards. complete
kit costs only 49/6d—write today for descriptive atologue.

JOHNSONRS (522/2) YAKCLEFIED

CHEBSHIRE (ENG)

100 kes.
QUARTZ
| CRYSTAL
UNIT

Type
Q57100 ¢ .

for Secondary Frequency Standards

[ Y Accuracy better than 0.01%. v Temperature
| coefficient 2 parts in a million per degree Centi-
grade temperature change. % Gold electrodes
applied by cathodic sputtering direct to the faces
| of the crystal, giving permanance of calibration.
% Simple single valve circuit gives strong harmonics
at 100 kes. intervals up to 20 Mcs. s Octal based
mount of compact dimensions. PRICE 45/- Post Free
Full details of the Q5/100 including circuit
are contzined in our leaflet Q. Send stamp
today for your copy.

THE QUARTZ CRYSTAL Co., Ltd.
63-71 Kingston Road,
NEW MALDEN, SURREY
Telephone: MALden 0334
e ——— e
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A useful new
handbook

The Principles
of Television
Reception
By A. W. Keen, M.LR.E., A.M.BRIT.LR.E.

An important new book by a practising
electronic research engineer. The entire re-

ceiving system is examined stage by stage.
complete circuits are given of four up-to-
date commercial receivers, and the problems
of colour television are fully discussed. Tt
is recommended as a textbook for all exam-
inations which include in their syllabuses
the principles of television, and is invalu-
able to service engineers and technicians
With over 200 illustrations,
30/- net.

generally.

Pitman
Parker Street, Kingsway, London, W.C.2

CABOT RADIO

A New Television Pre.amplifier

Model B. Has an effective gain
of 10 times, and an extremely
high signal/noise ratio. Capable
of operating at an input of 5
mieroV. without showing deterio-
ation of picture quality due to
its own generated noise. Uses
Mazda 6F1 valve in an up-to-|
date circuit. Bandwidth 5 mecs.
Entirely self-contained, and oper- |
ates from 200-250 v. A.C. 50 c.p.s.
only. Size: App. 4in. cubed.
Available for London or Bir-
mingham frequencies from your
own dealer.

Price £3.15.0
Including 6F1 valve.
If in difficulty write direct to:
Cabot Radio Co. Lid.,
28, Bedminster Parade,

Bristol 3
Tel : 64314
[ . —— o=
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SITUATIONS VACANT
UALIFIED television service engineers re-
quired, only those with practical exper!-
ence of domestic sets need apply.—J. F. Stone
nghtlnz & Radio. Ltd.. 351 Mare St.. Hacknef'

ARCONI WIRELESS TELEGRAPH Co..
A Ltd.. require draughtsmen for work at Acton
in London on radio communication eguipment:
previous drawing office experience essentlal,
preferably on radio or electronic equipment.—
Apply guoting Ref. D.0.127 to Central Personuel
Services. English Electric Co., Ltd.. 24-30, Gil-
lingham St.. London. S.W.1. 15278

NGLISH ELECTRIC have an urgent vacancy

or a press tool designer to work at
Chelmsford an experienced man capable of
working on his own 1nitiative and able to super-
vise other technical staff is required: previous
experience on the design of high speed Stllf)
forming machines desirable: apply giving full
details quunng ref 422, to Central Personnel
Services. English Electric Company. Ltd., 24-30.
Gillingham at. London, S.W.1. 15295

NGLISH ELECTRIC. Stafford, requlre
technical sales representatives for thetr
industrial electronics department; previous ex-
perience in this field is essential and the
successful candidates will be emp.oyed in the
Birmingham and Lundon areas; a car will be
provided; write giving full details of engin-
eering training and experience quoting Ref.
356 to Central Personnel Services, English
Electric Co. Ltd.. 24. Gillingham St., West-
minster. S.W.1. 15045
LECTRONIC engineer required in the electro-
medical Qivision of large manufacturing
organjzation in London, the technical qualifica-
tions required must be equal to final City &
Gullds (Radio Communlcation) and applicants
should have previous technical/commercial ex-
perienice, preferably in this fleld: successful can-
didate aged 25,/35 will be requlred to travel, and
own car will be an advantage.—Full 1 detafls of
qualifications, experlence, age and salary re-
quired to Box 3368. [5263

ECHNICAL assistant, age 20-30, required by
“* The Wireless Trader ' Laboratory to assist
with and eventually take over preparation of radio
servicing information. must be conversant with
commercial radio and teievision practice, able to
convert circuit diagrams to conform to a stan-
dard style and explain technical matters clearly
in writing; sound techmcal knowledge essential.—
Applications in writing only, stating age and
salary required, should be addressed to the Tech-
nical Editor, ‘The ereless Trader," Durset
House, Stamford St., London. S.E.1 15334

ARCONI'S WIRELESS TELEGRAPH Co.,

Ltd.. Chelmsford invite applications for
the position of chief of studio equ.pment section.
Applicants should be qualified eiectrical cngi-
neers. age 30 to 40 and fully experienced in all
branches of video and audio ewuipment. includ-
ing installation. operation and maintenance or
design. salary £610-£880 p.a. according to
qualifications and experience.—Write, giving full
details. quoting reference 421. to Central Per-
sonnel Services. English Electric Co., Ltd., 24-
30. Gillingham' St.. London 8.W.1. 5279

DDITIONAL lecturers are required immedi-
by E.M.I. Institutes, College of elec-

tronlcs, applicants should possess a
physlcs or electrical engineering degxee and
aiso experience in radio, television, eic.; com-
mencing salary. according to age, qualifications
and experience not less than appropriate Burn-
ham scale; superannuation beneﬂt.s in addition;
apply giving fullest possibie particulars to
Professor H. F. Trewman, M.A. (Cantab.}.

M.I.E.E., MIMechE M.Brit.I.R.E.. EM.I
Institutes, 10, Pembridge Square, W.2. Tel.
Bayswater 5131. 15304

ENIOR engineers and physicists are required

for research and development work in the
following fields: (a) microwave circult des.gn
and measurements, including waveguides and
concentric llnes; (b) design of microwave aerial
systems; (¢) intermediate frequency amplifier
lesign; appointments will be given to men cap-
able of leading research groups and with con-
siderable experience in one or more of these
fields.—Applications should be sent to the

Personnel Officer, Research Laboratories, The
General Electrle Co., Ltd.. North Wembley
Middlesex. stating age, qualifications anx
experience. {5253

USTRALIA.—Large manufacturers of electri-
cal automotive and electronic products re-
quire chief engineer, applicants must possess
qualifications to Minimum Standard_University
De‘gree or diploma covering any Jr all mechani-
electrical, radio and electronics, with
emphasis on ‘electrical and mechanical train-
ing; applicant must also possess first-class
ability in engineering field with sound knowledge
and experience in manufacture, mass produc-
tion methods and factory organisation and
control, age 30-35, highest references essential.
excellent post for right type of engineer, present-
ing an opportunity to start life afresh in a new
country offering tremendous possibilities.—Write
giving full details of age, education, gqualifica-

tions, experience and salary required to Box
035. New Era Advertising Service, Ltd Ludgate
House, 107, Fleet St.. E.C.4. [5260

SUPACOILS =]

OFFER
THE LATEST EDITION OF THE

HOME
CONSTRUCTOR'S
HANDBOOK

No keen radio enthusiast should be without
this invaluable booklet which is of equal use
to beginner, amateur or professional radio
engineer. It contains, among other things :—

@ Circuits offeeder units, superhet receivers,

amplifiers and power packs, etc.

@ Pages of servicing and constructional
information which will assist you in YOUR
radio problem.

@ Complete resistance colour code,

@ A considerable amount of
general Radio Information.

@ A comprehensive catalogue.

@ Above all it is profusely illustcrated with
half tone blocks and costs /- only or a
copy will be given FREE with every
order for £1 or more.

We also offer the following selection {rom

our stocks of quality components.

@ COILS. A complete series of High Q
variable iron dust cored coils in wave-

invaluable

lengths 10-30, 16-50, 30-75, 75-200,
190-550 and 800-2000 metres ; Aerial,
H.F. or Oscillator, at the remarkable
price of ... 2/3 each.
@ MODEL 30 famous 3 waveband super-
het Coil Packs, aligned ...... ...27/9 inc.

Full connection details and instructions
given with every pack.

@ MODEL 40 Coil Packs—similar,
R.F. stage, aligned...............

@ I.F. TRANSFORMERS,
high . stability, aligned

with
inc.
iron-cored
to 465 kcfs
12/- pair.
@ MODEL 30 TUNING UNIT con-
sisting of 30 Coil Pack, pair of **M.M, ™
1.F. Transformers, matched 2-gang and
attractive Dial. Components aligned
togetheras a unitand sealed .......54/9inc.
@ MODEL 40 TUNING UN!T, similar,
with R.F. stage.......... 86/3 inc.
@ SL8. Either of the above tunmg units with
the latest J.B. Horizontal Spmwheel tuning
assembly and dial (S5L8)... ..21/9 extra
@ COMPONENTS. —Complete range of
radio, television and gram components

in stock at lowest prices.

SUPACOILS
MAIL ORDER OFFICE
98 Greenway Ave., London, E.17

MUMETAL and RADIOMETAL
TRANSFORMERS and CHOKES

Ar Specialiste with many years of experience we can
deslgn and supply practically any type of transformer
orchoke with a nickel iron core for use on a band within
thefrequency range.

1 ¢/s to 150 kefs

Availableforrapiddelivery—Microphone Transtormers,
Input Transformars. Lme Tram!omots. Pickup

Outp a
formers, Vlbrator Trnmlormers, High Fidelity Tnns-

5 Midget Transiormers,
High Q Chokes, High Inductance Chokes, etc., with
or without Mumetal 8hislds,

MAINS COMPONENTS ARE ALSO STOCKED.

SOWTER TRANSFORMERS

E. A. SOWTER, |-B HEAD STREET,
COLCHESTER.
‘Phone : COLCHESTER 5439,
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T MAX"S[IUAREH[][EPUNBH

FOR SQUARE OR RECTANGULAR
HOLES FROM |” UPWARDS

PRICE 19/6 (KEY 1/

BERRY'’S (sHorT wave) LTD.
25, HIGH HOLBORN, W.C.1

THE SMALLEST COILPACK
IN THE WORLD

BRIDISCO

Three wave bands—I§ X 23 X 2%ins,

Specially designed to eliminate second

channel interference. All metal chassis
with a |7 spindle. High Q permeability
tuned coils, on low loss formers. Com-
plete with full circuit diagram for §
valve superhet.

30/6 inciuding P.T.

From your local retailer, usual factor or
BRITISH DISTRIBUTING CO.
66, HIGH ST. LONDON N.8,

THE NEW SPENCER-WEST TYPE
AC(3 TELEVISION PRE-AMPLIFIER.

TELEVISION
Pre-Amplifier, as a consideration of the speci-

‘' Unquestionably the best

fication and a trial will prove. '’

Circuit Specification.

@ Two triode stages ensuring low *‘ noise,'"
@ Ist stage neutralized, 2nd stage operating
as a low impedance load for the neutralized
stage, thereby still further reducing the
“* noise,’” without sacrifice of gain., @ Self-
contained power supply to suit 200-250v.
A.C. mains. @ Balznced and unbalanced socket
connections to suit all receivers. @ Gain
16.5 dbs at full bandwidth. Noise factor,
6-8 dbs compared with normal pentode
valves. @ An improved performance s
guaranteed. Types AC/3L (London) and
AC|3B (Birmingham). Price 10 gns. complete.
Further particulars on request,

Spencer-West, Quay Wks,, Gt. Yarmouth, N*§’k

SITUATIONS VACANT
ENIOR test engineer required to manage
small electronic works in Kent: knowledge of
R.F. essential; good prospects for right man.—-
Box 3365. 15255

SITUATIONS WANTED
ENGINEER representative, radio, television.
electrical, recorders, projectors. ete., with
own car, desires position.—Box 3372. [5282

MANUFACTURER'S export seeks
similar appointment, handling radio and
=lectrical appliances, excellent overseas connec
tion. conversant all export procedure, engineering
training, travelled, good sales records and refer-
ences, aged 44; M.I. Ex.—Write Box 3438. [5333

manager

AGENTS WANTED

IVE commission representatives or manufac-
turers' agents required for most counties,
Engiand. Wales; products suitable for radio,
electrical trades; state area now covering
present lines handled. etc.—Box 3361. [5247

LIVE commision representative or_ manufac-
turers agent required for Yorkshire;
products suitable for radio and electrical trades;
slate present lines handled; if car owner;
persons with proved selling records only need
apply; full detalls to—Box 3404. {5296

LIVE commission representatives or
facturers agent required for Beds.,
Herts., Suffolk and Essex; products suitable for
radlo and electrical trades; state present lines

if car owner; persons with proved
selllng records only need reply; full details to—
B.x 3408. 5301

LIVE commission representatives or manu-
facturers agent required for Cumberland.
Northumberland and Durham; products suitable
radig and electrlcal trades: state present lines
handled; if car owner; persons with roved
selling records only need apply; full details to—
Box 3405. 15237

LIVE cominission representatives or manu-
facturers agent required for Cheshire,
Shropshire and Wales; products suitable for
radio and electrical trades; state present lines
handled; if car owner: persons with proved
selling records omly need apply; full detai ls to
—Box 3406. 52

IVE commission representatives or manu-
facturers agent required for Oxford. Berks.,
Hants., Surrey, Sussex and Kent; products suit-
for radio and elect.rlcal rades; state
present lines handled; if car owner; persons
th proved selling xecords only need anls
full details to—Box 3410

LIVE commission representatives or manu-
facturers agent. required for Glos., Wiits.,
Somerset, orset, Devon and Cornwall:
products suitable for radfo and electrical trades;
stat lines handled; it car owner;
persons with proved selling record only need
reply: full details to—Box 3411.

LIVE commission representatives or manu-
facturers agent required for Stafls,
Derbys.,, Warks., Worcs., and Herefordshire;
products sultable for radio and electrical es;
state present lines handied: if car owner; per-
sons with proved selling records only need
reply: full detalls to—Box 3407. [5299

1 LIVE commission representatives or manu-

Notts..
e, Nor-
for radio

facturers agent required for Lincs.,
Lelcs.. Northants, Rutland, Cambridge
folk and Hunts.;’ prcducts suitable
and electrical trades; s present lines
handled; if car owner; persons with Droved
selling records only need apply; full det.alls
-—Box 3408, [5300

FINANCIAL PARTNERSHIPS

ADVERTISER seeks working partnership in

radio electr}cal business: willing to invest

considerable capital; 20 years’ experience elect-
rical engineer, radlo serviceman.—Box 2671

TECHNICAL TRAINING
A..M.I.E,E.. City and Guilds, etc., on * no pass
41X no fee ™ terms; over 95% successes. For fuil
details of modern courses in all branches of
electrical technology semd for our 176 -page
handbook—f{ree and post free.—B.JI.E.T. (Dept.
388A), 17, Stratford Place, London, W.1.  [6270

TUITION
\ I’REItLESS officer’s attendance and ‘° Radio-
certs

Wireless School, Manor Gdns., London, N.7.
IRELESS, land, sea and air; studeats, both
sexes, age 14 upwards, trained for interest-
ing appointments in all branches of radio: low
fees, boarders accepted, 2d stamp for D?OSI—
0018

Wireless College, Colwyn Bay.
‘N] ELL-PAID jobs awaijt those trained in radio
and television and other applications of
electronics; our free booklet descrihes the wide
range of postal and daytime courses, and the
%]pes of jobs aweaiting those who have qualified
ves.

WRITE to EM.I1. Instl&nes Dept. W.W., 10,
Pembridge Sq,, Notting Hill Gate, London, 'W.2.
Bayswater 5131-2. [coo1

postal course.—Apply Manager, The |

HILL & CHURCHILL LTD.

BOOKSELLERS
SWANAGE DORSET

Available from stock :

‘“ Radar Scanners & Radomes
Cady & others ...l
‘““Theory of Servomechanisms''—
l James & others ...l 42/6
‘“ Technique of Microwave Measure-
| ments "—Montgomery ............... 85/-
*‘ Microwave Transmission Circuits "'—
l Ragan R | B — 72/6
‘“ Microwave Magnetrons "—Collins... 76/6
“ Pulse Generators ''—Glasoe &
Lebacqz ........... T 76/6
‘“ Radar Aids to Navigation ''—Hall 42/6
‘““Radar  System  Engincering "'—
Ridenour .. 64/
A.R.R.L. Handbook (1950) . 20/-
The A.R.R.L. Antenna Book 12/6
(Postage extra)
CATALOGUE ON APFPLICATION

*
“*Radiospares®
Quality Parts

' The
Service Engineer’s
First Choice

*

RADIO TECHNICIANS
SERVICE ENGINEERS

"SEE FOR YOURSELF"
BY JOINING THEE-T-U
THE ELECTRICAL TRADES UNION

CATERS FOR YOU

ITISIN YOUR INTEREST
TO JOIN YOUR LOCAL
BRANCH

A LETTER TO
THE SECRETARY

E.T.U.
HAYES GOURT,
WEST COMMON RD.,
BROMLEY, KENT,

WILL BRING YOU BY
RETURN OF POST
DETAILS_AS TO
HOW TO JOIN.
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POTENTIOMETERS

i

Wire wound and Composition types,
Single, Ganged, Tandem Units.
Characteristics : linear, log, semi-log,
non-inductive, etc.

Full details from

RELIANCE

Co. (Southwark) Led.
Sutherland Rd., Higham Hill, Walthamscow E.17
LARkswood 3245

Manufacturing

Telephone :

SOUTHERN RADIO’'S
WIRELESS BARGAINS

R.A.F. BOMBS(GHI COMPUIERS.—Complete with
motors, gyro, blowers, gears, etc., etc. Ideal for model
makers and experimenters. t component, value
ever offered. 55/-, plus 5/- carriage
SERVO UNIT ASSEMBLY for bomhbsight computer,
including 27 volts motor, gearing, blowers, etc., 17/8.
CONTACTOR TIME SWITCHES. 10-hour movement
with thermostatic contro). 2 impulses per second.
Complete in sound-proof case, 10/-, plus 1/4.
TR1196 SIX VALVES SUPER-HET RECEIVERS.—
Qomplete with valves, etc 22/6
PERISCOPES. Ex-U8. Type M.8, complete with
removable telescope, 17/8.
COMMAND RECEIVERS. B.C.454 (49/100 metres),
B.C.455 (33/49 metres). Complete with 6 valves.
Ideal for easy conversion to mains receivers or car
radio, 35/-, plus 1/4. Conversioncircuit to mains, etc.
/!

CAMERA CONTROL UNITS. Type 35 No. 26. Com-
plete la wooden box, 20/-.

LUFBRA HOLE CUTTERS, Adjustable from jin. to
3}in. For use on wood, metal, plastic,etc., 5/8.
RADIO COMPASS INDICATORS, with Selsyn motor.
3in. dial 360 degrees, 13/6.

ROTOTHERM. Temperatnre gauges, from 200 to 500
degrees Fahrenhelt. Chromium finish, 6/-.
SECTIONAL AERIALS. 8ft.interlocking, 3/6. base for

WESTECTOBS, Wx6 and W112 types, 7/6 per dozen,
THROAT MICROPHONES. Complete with lead and
plug. 3/6.
CRYSTAL DETECTORS. Semi-permanent type, 2/8.
RESISTANCES. 100 Assorted values, from §-watt- to
8-watts. All useful values, §/- per 100.
CONDENSERS. 100 Assorted values.
Mica and tubular, 15/- per 100.
INDICATOR UNITS. Types BC 929A ; 7 valves 2X2
) 6X5 (1), 6H6 (2), 6G6 (1), 6BN7 (2), 3 BPI Tube,
switching motor, etc., etc., Ideal for Oscillator conver
sion, 44/-, ptus B/- carriage.
DRIVE CABLES, for B.C.453/4/5. 14ft. long with
adaptors at either end. 8/, post 1/- extra.

RADIO RECEIVERS TYPE R 28/ARC-5. Complete
with 10 Valves, 717 (4), 128H7 (8), 128L7 (2), 12a6 (1),
ete., etc. 100-156 mcs., designed for Crystal Control
55/-, plua 5/-. Full List of Radlo Publications, 2{d.
RECEIVERS TYPE R1125—Brand new complete with2
valves, 17/6.

THOUSANDS OF BARGAIN LINES FOR OALLERS

SOUTHERN RADIO SUPPLY LTD.

46, Lisle Street, London, _W.C.
GERrard 6553

All useful sizes.

l TELEVISION.

TUITION

THE Gothic Television School specialises solely
in training in television. . All tutors possess unl-

versity degrees and/or corporate S|
professtonal institutions and are appointed md!-
vidually to postal course students to ensure com-
plete and t 010u0h training. Principals M.B.E.,
B.Sc.,, M.Brit.I.R.E,, education committee
members, etc. Courses assume no previous tele-
vision hnowledge and provide guaranteed train-
ing for Brit.I.LR.E. and R.T.E.B, examinations,
Numerous well-known companies have adopted
the School’s Basic Television cuurse as standard
television training for their stafls. Moderate
fees.—Details from Gothic Televlslon School, 13,
North Avenue, London, W.13 [005

ADIO training.—P.M.G. exams. and LE.E.
Diploma; prospectus free.—Technical Col-
lege, Hull, fosil

.M.I.Mech.E., A M.Brit.I.R.E.,, City and
Guilds, etc., on ** no pass—no fee ’* terms;
over 95% successes. For details of exams. and
courses in all branches of engineering, build-
ing, et.c write for 176-page handbook—{ree,—
B.LE.T. (Dept. 387B), 17, Stratford Place, Lon-
don, W.1. 377

ELEVISION postal course for' radio trades
Examination Board’s diploma, also postal
courses for P.M.G. 2nd and 1st class Certifi~
cates and_Amateur Radio Transmitting licence.
—Apply British School of Telegraphy. Ltd'
179, Clapham Rd., London, S. (40 years
experience in coaching studems in' wireless
telegraphy and allied subjects.) [2586

THE Institute of Practical Radio Engineers
have available home study courses in every
phase of radio and television engineering,

speclahsmg in the practical training of appren-
tices in the retail trade; enrolments ilmited. fees
moderate.—The Syllabus of Instructional Text

may be obtained post free from the Secxetal‘?

I.P.R.E., Fairfleld House, 20. Falrfield R

Crouch End. London, N.8. [008!

BOOKS, INSTRUCTIONS, ETC.

EBB'S 1948 radio map of world, new multi-
colour printing, with up-to- date call signs

and fresh information on heavy art paper, 4/6.
post 6d; on linen, on rollers, 11/6. post 9d.—
Webb’s Radio, 1-4, Soho St., W.1. Gerrard 2089.

CA invite enquiries for their technical pub-
. lications and tube handbooks, information
is also avai able on their range of electxomc pro-
ducts.—App.y to0 RCA Photo] hone
‘Woodstock Grove, London, W.1 f Shephexds
Bush 1200. 110

SUPACOILS stock the complete range of Ber-
nards technical books. ~These publications
treat radio and television from every asbect,
and cost from as little as 1/- each: full list on
application.—Mail Order Omce Supacolils, 93,
Greenway Av.. London. E.17 (3779

.P.R.E. Technical Publications; 5,000 align-
ment peaks for superheterodynes, 4/9 post
free; The Practical Radio Engineer, quarter]y
publication of the Institute, sample copy 2/- post
free; membership and examlnauon data, 1/-
post free. —Secretary. LP.R.E.. 20. Fairfield
Rd., London, N.8. [0089

JUTTON Coldfield edition of the * View-
master ' now available, 5/- plus 6d post,
includes 8 full-size, stage-by-stage -assembly
drawings and 32-page instruction book; demon-
stration set may be inspected during pro-
gramme hours, and our servl"e dept. will put
ou right If you have any troubles in build-
ng.
FRITH RADIOCRAFT, Ltd., Lejcester. {0028

ADIO Valve Data: Characteristics of 1.600
Receiving Valves.”” Compiled by the stafl

of ' Wireless orld.”” Gives the main elec-
trical characteristics for normal operating con-
ditions, arranged in tabular form. and diagrams
showing base connections. Index enables any
valve to be found by type designaticn.
10in wideX7in. B80pp. 6 net. from a.
sellers, or 3/9 b; post from The Publishing Dept..
Dorset House, Stamford St., S.E.1. P35

ADIO Circuits: Step- by Step Survey of
Superhet Receivers.”” 2nd Edi tlon By
W. E. Miller, M.A. (Cantab.), M.Brit. RE]
Editor of ** The Wireless and Electrical Trader.’
Although this book deals mainly with the super-
het receiver it is equally applicable to the
straight set. The circuit of the superhet is dealt
with section by section up the complete re-
ceiver. Size 8l4inX5%in. 62pp. 3/6 net from
all booksellers, or 3/8 from ’I‘hg Publlshlnl DeFt

+ Dorset House, Stamford St

ASIC Mathemaucs on Radio Students.”
2nd Editi By F. Colebrook, B.Sc.

DIC, A.C. G.I. Ptesents the whole subject in
an easily understandable and interesting form.
The author deals first in a general manner with
the fundamental mathematical processes that nre
the foundation of all applied science, and
discusses the application of mathematical ideu
to radio pxoblems Size 7inX4kin 298p? 77
Price 10/6 net from all booksellers,
y post from The Publishing Dept.,
Dorset Hoyse, Stamford St., S.E.}.

A

instrument
i >

THE “MAJOR”
INSULATION TESTER

Compact and light sn weight, this latest
addition to the Record family has a Con-
stant Pressure generator of patent design.
Ranges up to 500 volts 50 megohms with’
or without Continuity range of 0/30 ohms
are available.  Send for leaflet D/b.
THE RECORD ELECTRICAL CO. LTD.
BROADHEATH, ALTRINCHAM, CHESHIRE

Phone: Altrincham 322143 'Grams: ““Infusion” Altrineham.
“ondon Office ; 28 Victoria St., S.W.X. "Phone : Abbey 5148

-

e

GOVT. SURPLUS, UNUSED

CONDENSERS

of all types. ..

We ean offer, FOR IMMEDIATE
DELIVERY from very generous
stocks, a wide range of ultra-high
quality fixed paper Condensers,
from .00} uF to 8 uF. Also STOCKS
of small, genuine MICA Conden-
sers from .00001 (10 pf) to .0t uF
(10,000 pf). Prices are exceedingly
moderate.

Enquiries are invited for manufac-
turers’ requirements, wholesale
and export only for bulk
quantities, and for scheduled de-
liveries over a period, as required.,
Most condensers are now avail-
able for immediate delivery.

Please request our 4 page bulletin CONSEVEN 01114

CLAUDE LYONS LTD.
180 Tottenham Court Rd., London, W.1
and 76, Oldhall St., Liverpool 3, Lancs.
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TYPEG (B7G BASE)
ENQUIRIES FOR ALL TYPES INVITED

BROOKES CRYSTALS LTD.
10 STOCKWELL STREET,
GREENWICH, LONDON, S.E.I0.

PHONE GRE. 1828, CABLE. XTALS LONDON.

BRASS, COPPER, DURAL,
ALUMINIUM, BRONZE
ROD, BAR, SHEET, TUBE, STRIP, WIRE,
3,000 STANDARD STOCK SIZES
No Quantity too Small List on application
London: H.ROLLET & Co., Ltd. Liverp'l:
6, Chesham Place. S.W.l. Kirkby Estate,
SLOane 3463 SIMONSWOOD 32713

RADIO G200 OFFERS
BUILD YOUR OWN SUPER CAPACITY HT.
BATTERY with {nert ceils] The cheapest way !
You just have to fillthem up with ordinary tap water,
60 v., 12/6. plus 2/6 carriage ; 120 v., 20/-, plus 5/
cnrrmxe dample 1.5 v. cell, 'h 5tor 2/8.
POTENTIOMETERS, 20 K. 100 K, & megohm, 1
megohm and most other values, 2/- each, 20/- a
dozen, assorted values.

TRADE AND OVERSEAS ENQUIRIES INVITED
ARTHUR HOILE 55, UNION ST.. MAIDSTONE

Phone :

TELEBOOSTER

For long range Television Receptnon
R.F.2L. 40/48 Mc/s. Variable tuned input for
maximum sound of vision, 3 stages 2 Valves
E.F.50, slug tuned inter stage and output,
coaxial plugs and sockets, ﬂying leads for 6.3
volt heaters, 200 H.T. to tap into receiver,
high gain, Iully screened. Price £4/12/6. R.F. lL
40/48 Mc/fs, 2 slug tuned stages, single valve,
£2/12{6. For Birmingham, R.F.28, 55/65 Mc/s
twin, and R.F.IB single as above. Mew and
|mproved design combined twin Pre-amp.
rand valve rectifier power unit, very compact,
fully screened, low noise, high gain and wide

bandwidth, Type R.F.2B.P, 55/65 Mc/s,
R.F.2L.P. 40/48 Mcfs. Price £8 10/-. Single
valve combined power units R.F.IB.P, and

R.F.IL.P. Price £7/10/-.
BOSCOMBE RADIO & ELECTRIC,
595, Christchurch Road, Boscombe,

BOOKS.

INSTRUCTIONS, ETC.
ELEVISION Superheterodyne OUnit.” A
reprint of articles from ‘‘ Wireless

World ' giving constructional details for a leng-
range receiver for reception of Alexandra Palace
transmissions, with a map showing the service
area of A.P  Size 9%4inX7!4in. Price 2/6 net
from all booksellers, or 2/8 by post from The
gué)lllshlng Dept.. Dorset House, Stamford St..

ELEVISION Receiver Construction.” Re
Jprint from articles im ' wtreless |
World,” this boock contains a full descrlptlcn cf
constructional details, including special com-
ponents, of a modern television receiver for the
London area. Size 7'4ln wideX 9% n. 48pp. with
58 diagrams and illus. 2/6 net, from all Book-
sellers, or 2/9 bg E:st from The Publishing Deot.
Dorset House, ra
" 7th Edition.

“7 IRELESS Servicing Mnnual
T. Cockin, I.E.E. A reliable

guide to whlch the pro: esslonal can turn for
reference Essential testing apparatus and logical
testing methods are described and the process. of
deducing and remedying defects explained. Size
7in X 4Y4in. 328pp rice 10/6 net. from all book-
sellers, or 10/10 by post from The Publishing
Dept., Dorset House Stamford St.. S.E.1. {P1

LOCKWOOD

makers of
Fine Cabinels

»nd woodwork o. every descrip-
tion 'or the Radioand allied trades

LOCKWOOD & COMPANY

Lowiands Road. Harrow, Middlesex. Byron 3704

B. & H. RADIO

EAST STREET, DARLINGTON

o
BASS & TREBLE SEPARATOR
Enables the use of separate
speakers for bass and treble.
Permits adjustment of amount of
treble relative to bass and also
allows speakers of different im-

pedance to be used. Kitofparts... £1 9 6
[
SCRATCH FILTERS. |
Gives marked reduction of scratch
level without serious effect on |
treble response ... IS5 0o
3
VARIABLE SELECTIVITY I.F.
TRANSFORMERS. 465 k/cs.
Give 3 degrees of selecuwty Per
pair . . £ 0 0
WHISTLE FILTER.
Steep trough, adjustable from
4 kjcs upwards. Eliminates 9 kc/s.
whistle etc. .......... B 15 0

®
All items complete with diagrams and full

instruetions.  Also available tone control
units, ampllfiers, standard or to specification
etc.

’

Bournemouth. Phone : Boscombe 36522 \

wall
ﬂﬁp EEEER KITh,
HOME CONSTRUCTORS

A complete set oi components to construct a 10
watt amplifier including Woden potted mains
transformer. 5 valves, 10in. speaker with trans-
former. Components oi the highest quality. No
(_;Ovt. surplus. Three switched inputs, negative
feed back, push-puil output,
tone control, steel chassis,
Suitable home or small hall,
CASH WITH ORJDER

Price Complete
to the last screw

£7 100

(Subject)
B ELECTRIC EQUIPMENT L
Chapej Lane, Sands, High Wycombe Tel: 1152/3 |

SPECIAL OFFER

NO. 2 PARCEL

of new components, contains 100 resistors,
S0 condensers, 50 yds. sleeving, 20 valve
holders, volume controls, ‘knobs, tuning
condenser, wire, nuts, screws, washers,
tag strips, grid clips, and many other useful
components. Only 250 parcels, offered at
the low price of
30/- post paid (overseas 35/-).
Exceptaonal value, less than half cost
price. Satisfaction guaranteed or money
refunded.

COVENTRY RADIO

Component Specialists since 192§
189, DUNSTABLE ROAD, LUTON, BEDS.

YOUR METER DAMAGED ?

Leading
Electrical
Instrument
kepairers
to the
Industry,

.ep-urs bv skilled craftamen Lo b m:\kes nni types of
Vi ’, Test.
meters, blectrlcal Tnermomaters ..ecordln; Lostrumests,
dvnchronous Clocks, ote.  Quick dellveries —for speedy
astimate send defective Instrument by registered post to:

@ L. GLASER

Electrical Instrument Repairers

341 CITY ROAD, E.C.I.
Tel. Terminus 2489

Instrument wire, leatheroid, fibre, varnish, sto,

ASTROGRAPHS, U.8. Pattern, in smart cases, 12/6,
carriage 2/8. Case easlly worth double.

Parmeko Transformers, input 230 v. 50 cycles.

Many other Radlo, Electricaland Mechanicalbargains,
Motors, all types.

L-C. NORTHALL
416, HIGH ST., SMETHWICK,
Teleptone WOO 3166.

Simple self-feed spceda up
soldering, Better work. Saves oY
solder. Writs for leaflet 307, / o

VISIT STAXD C.732, P.l’.l".,

ENGINEERS !

Whatever your age or experience, you musi read
“ENGINEERING OPPORTUNITIES *. ~ Full details of
the easlest way to pass A.MIMech.E A.M.IC.E.,
C1TY & GUILDS, MATRIC., etc., on *“NO PASS—
NO FEE” terras and
l 6 pAGEs details of Courses in
atl branches of Fn-
gineeriug—Mecha-
nical, Electrical, Civil,
Auto. Aem., Rwo.
et Building, ete.
! you're earning less
than £10 a week, tell
us what Interests j oun
and wrlte for your
copy of ** ENGENEER-
ING OPPORTUNI-
TIE3 " today—FREE!

B.LE.T.

387. Shakespeare Hse.,
12-19, Stratiord Plaoce,
London, W.1

(Suitable tor the fatest viewing kits.
Type EE also supplied)

MIDLAND WAVELENGTH 25/6
LONDON WAYELENGTH 18/6

per complete set

{ROM YOUR LOCAL RETAILER,
USUAL FACTOR OR:—

BRITISH DISTRIBUTING CO.
66 HIGH ST., LONDON, N.8




May 1950 WIRELESS WORLD 95

HAVE YOUR , ‘ You can master

i iy ]
AMSA ‘
= || TELEVISION || MATHEMATICS
High Quulitv Tape CONVERTED FROM

. LONDON 1o MIDLAND li you wish to ynderstand radio
&gocordlng components RADIOS REPAIRED & HELP TO HOME BUILDERS really thoroughly you must know
RD HEADS | O;CILLATORS E. W. SHACKLE HIGH ST., Mathematics. Our new Home-Study
PLAYEBAKACSIE agﬁgg l éyEﬁ'/ﬂmsEISFIERS HARLINGTON, HAYES, MIDDX. Courses make them really interesting

and easy to learn.

COMBINED RECORD-PLAYBACK HEADS

TAPE, Plastic Base, 600ft,, 1,200ft,, 3,250ft, — - 1
Cothe\zgfg::nngs-veP“Bcc;o;/I:tP:sr;laFgr:itl‘cG J;Pe ~—MALVYN ENGINEERING W ORKS— T. & c. RADIO COLLEGE
Constructor Envelope : Complete Ampli- Precision Engineers. SpeglalisEsliin| Homezstudy Mliuition

fier Equipment. Price 3,6, postaze 3d. in Mathematics, Radio & Television

Write for latest Price List Manufacturers of—

| { High-class Chromium Plated Panel Write for free booklet * W " to:—
— BUDIGRAPH LTD.— || Handles. R. Heath Bradicy, T. C. R. C.,
Chassis, Panels, Racks and Mechanicaj 50, Harland Road,
O E ey Dbk DotonSthass: Assemblies to specification. SOUTHBOURNE, BOURNEMOUTH.

All enquiries receive prompt attention.

| 100, Park Road, Ware, Herts.

RADIO UNLIMITED

You suou#g}r:ge A NEW URGENTLY WANTED

X X X X % K k Xk

*MOBILE (6/12v.) AMPLIFIER, for Mic. and Gram.,
4 valve, 7 watts, tapped output. Cffered at 9 Gus.,

Frequency meters BC22|

oarr. paid. ] .

"(‘:;{R‘(’)‘MIUM PLATED FOLDING MICROPHONE We can ASUPP'Y the latest Taylor ReCeIVers BC348 & 3l2

STAND. Normallr 4 Gus, 986, - Test-Equipment, and take your

*ENLARGING LTINS, for 5, 8 or 7in. tube, 95/-. used Equipment in part exchange. Preferably not converted

*AMPLION TEST METER, 'A.C./D.C. ohms, £3/17/6. Balance by cash or hire purchase. y )

*STANDARD 2-3 ohm LOUDSPEAKERS. Sin., 10/~ ; accepted If in gOOd con-

'Tnans]i{(?'r'rmu v'Alx%% s(l)glnmlw?/ boxed, /6. | Wrlite, phone i send your diti Al i ' i

*MAINS TRANSFORMER, 350-350, 6v., bv., 4v., gear along for inspection and g 59 lnteresF “u

R Ao T oo s L LR T

XX kKKK KK and instruments.
RADIO UNLIMITED i § S Il

ELW ROAD, WALTHAWSTOW, LONDON- |- UNIVERSITY RADIO LTD. Quote to Box No. 3080 c/o

e : 6 .
Ho Al ol 22 LISLE ST, Tel. GERRARD 4447 & 8582 Wireless World

KERSHAW’S KORNER KALLING !
L T.V. AMATEURS

(SAVAGE. }B DEVIZES) | SRS oy e sumrLs

(, () MODULATOR TYPE 20 consisting of 2 valves YUIII, 4 volt 5kV
MIT® E.H.T. rectifiers, 5 valves type KT44 (very suitable for Ime output),
and { valve type MH4l. This modulator is a2 marvellous unit for spare
parts an'd is offered forltahe ver/y Iodw price o!x/wnc ;_all'rlage .
RCR.3515. [.F. strip 5 Mc/s, ideal for ¢ " Televisor. 6 \.F,
INTRICATE TRANSFORMER CONSTRUCTION stages with 3 Mcfs band width. EAS50 Detector and EF39 Video O.P.
Our price, 30/- each, complete with valves.
INERT I.5 v. CELL BATTERIES, long iife, fill with plain water

SAVAGE TRANSFORMERS LIMITED and have continuous use. lIdeal for every purpose. 3 for 2/6. Post

paid.
NURSTEED ROAD ® DEVIZES . wWILTS All Goods post paid. No lists or Catalogues.
S. KERSHAW
R W e i D KERSHAW'S KORNER, PERSH ORE STREET, BROMSGROVE

STREET, BIRMINGHAM 5.
Phone Midland 4282-7097

Designed and developed essengially to give best
performance at lowest cost, the following apparatus
is fast establishing itself wherever good telecommu-
| nication equipment is called for

h o
LARGEST EX-GOVT. STOCK
IN GT. BRITAIN

I kw TELEGRAPH TRANSMITTER 3.5-I6 MC/s
60 W RADIOCOMMUNICATION TRANSCEIVER

Types 600-3000 Relays — Siemens High Speed 2-8 Mc/s RT/CW
Also A,C. 250 volts 50 cycles 20 W RADIOCOMMUNICATION TRANSCEIVER 2-I6 Mc/s
Goiiby o e g Sl R sk for. auoasions
.l A C K D A v Is (D e w‘, | MANUFACTURERS ©
30 PERCY STREET LOI\:PDO N. W.1 ATA SCIENTIFIC PROGRESS LTD.
: i’ | | 63; Kensai Rd., London, W.10. Tel. LAD. 1598

Phones: MUSeum 7960, LANgham 4811
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"ADCOLA" SOLDERING

Reg. Trade Mark

'

Designed for Wireess

Assembly and

Maintenance,

INSTRUMENTS

~—combines with b t d
soundness of DESIGM in the RS k SUPPLIED FOR ALL YOLT RANGES FROM 6/7v. TO 230/50v.
o . - - . Type The three Adcola Models covering the requirements of the
- agprm: Television, Telecommunication and Radar Engineers
-~ assure thorough jointing.
= - o T8 fein. dia. Bit. Suandard Model — 22/6
Weln: 16.6 Length: 22 iin. d it. Standard Model — 25/-
AIR to gpF—ISmn/l:nm 186?:2095*_%%,,1,331‘,:‘2619? +in. dia. Detachable Bit — — — 30/-
DIELECTRIC ;:aléiglmhi:? gﬁ;ﬁ;r—-ﬁz = L(;(';l Sl;nglln line REPLACEMENT UNIT BIT ELEMENTS AVAILABLE.
sulation: i
TRIMMER Over 2,000 megohms, Voltage: 500 uD.c. o Patentesdlm,:ngl:nd afid Abrodd;
ole Manufacturers -
SXLEY, REVELORMENTS £O.8TD, ADcOLa PEODUCTs LimiteD
2 - o8 N 3305 | ALLIANCE HOUSE CAXTON STREET, WESTMINSTER,
LONDON, S.W.I. Tele. MACaulay 4272

Print~d $o Great Britain for the Publishers, ILIFre aND BoNs L1D., Dorset House,'8tamtord Btreet, London, 8.E.1, by ToE CoRNwALL PRZ#s LTD.,
** Wirelexs World ** can be obtained abroad from the follo v o e

London, S.E.1.

lg—AUsTRALLs and NEW ZEALaND : Gordon & Gotch, Ltd. Ixpiat

Stamftord Street,
A. H. Wheeler & Co.

axapa : Imverial News Co.: Gordon & Goteh. Iid. BouTH Arwica : Oentral Newe Agensy. Ltd.: William Duwson & Sons(S.A.), Ltd. UniTEp Sratrs : The International News Co.
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TUBULAR PAPER CONDENSERS

TYPE 343 TYPE 543
HESE condensers are used by the .
ORI million — they meet the requirements S VEIREES e
— . of over 75% of the positions in electronic - i
Lgth. Dia. circuitry alt‘;d are to be found in every | Cap. uF. Lgth. Dia. _l
14in. gin. well-known make of radio and televisicn | up to .00Z gin. in.
3 . receiver. . .
I’-‘fn' ég!n' The windings keep inductance to the , %fn' %%fn‘
I{in. fin. minimum, the sealing is by several .02 I in. 3kin.
13in. Hin. coatings of wax, and the simple but .1 14in. fin.
2 in. #in. effective construction shows a consider- 25 13in. 3in.
able saving in cost.
Wax protected types are not recom-
TYPE 743 mended where permanent high insulation TYPE 2043
750 V. D.C. Wkg. resistance under all conditions is essential, 1000 V. D.C. Wkg.
and here T.C.C. ‘“Metalmite’’ or -
. uF. Lgth. Dia. | ¢ Metalpack ’’ condensers (in aluminium | Cap. uF. Leth. Dia.
< e ia tubes with synthetic rubber end seals) ap- ¢ i =
.005 | in. fin. should be used. .0005 I in. tin.
.0l I in. Hin. | .00l I in. $in.
ot e | TGS Condpan oyt ied e 05 | lin | gin
A $in. Fing from standard parts. Constructor Envelopes (Model | .02 3in. gin.

. . A, London, or Model B, Sutton Coldfield) 5/- each . .
| 25 2 in, fin. from e Wiseless Shops. | 2 in. gin.
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LEADING RADIO FACTORIES IN SCANDINAVIA

TICORE SOLDER

Scandinavian manufacturers of radio and elec-
trical equipment prefer to use British-made
Ersin Multicore Solder, despite -the freight
charges and import duties which have to be
paid on it. They find that Ersin Multicore
effects great savings in material and labour
costs, because it is the only solder which
contains three cores of extra-active non-corro-
sive Ersin Flux, giving high speed precision
soldering without waste, and eliminating “dry”
or HR. joints. Ersin Mulucore Solder is
supplied to manufacturers in 6 standard alloys,
and 2 flux percentages. The handy size 1
carton (available in the 4 specifications shown
below) is recommended for Service Engineers
and Workshops.

Soldering radio sets in the Oslo factories of Tandberg Radiofab.rikk,
Norway. ERSIN MULTICORE SOLDER has been used ex-
clusively since the war.

ERSIN MULTICORE SOLDER being used in Bang & Olufsen’s Radio
Factories at Struer, Denmark. This is one of the largest factories in
Denmark for the manufacture of radio, cincma projectors. wire recorders
and many types of electrical equipment. 2

PRICES FOR SIZE | CARTONS

List Price

| uege | Aln,  swo. | Amrexlos | pefanc:
I subject)

C 16014 6040 14 26 feet ‘v

T 16008 60/43 18 60 feet = 0

T 14013 40/60 3 '2 feet L] 0 l
| T 14016 [ 40763 16 42 feet 5 0

Itusirated are the Nominal 71b reel ( for facrories)
and the Size 1 carton ( for Service Engineers and
Workshops). Manufaciurersand Service Engineers
are invited (o write for technical information,
samples and bulk prices.

MULTICORE SOLDERS LTD.
MELLIER HOUSE. ALBEMARLE STREET,
LONDON, W.I e Telephone: REGent 1411

ERSIN MULTICORE SOLDER is snown in use at the
factories of Luxor, Motals, one of the largest manufacturers
of radio sets in Sweden.




