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Commerce Department 
Shifting Wave -lengths 

(Continued from page 1849) 

as these stations, although divided by the 
breadth of the continent, now begin to inter- 
fere, whereas they did not do so with 500 

watts. 
During the recent tests with wave -lengths 

closer together, in an effort to create addi- 
tional channels, many protests that the sta- 
tions operating on adjacent channels could 
not be separated, were received. Except 
with very selective receivers, difficulty in 

separating stations only seven kilocycles 
apart was found. The fans objected to fine 
tuning. 

On the other hand, this is the only known 
method of creating more channels. If the 
second scheme, requiring stations to divide 
time on given wave -lengths, were followed, 
only about half the stations could operate 
at once, and if wave channels were dupli- 
cated, there would be interference on practi- 
cally every wave -length all the time, as at 
least two stations would be using the same 
channel simultaneously. 

Considering these plans, it would appear 
that the first method is generally the best, 
but the problem of educating the fans to this 
belief remains to be accomplished before 
peace in the air is secured. 

Radio Liars 
(Continued from page 1866) 
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seat -mate with a list of the stations he 
logged The night before. You no sooner 
get ready to open your mail when one of 
your clerks can be heard telling the book- 
keeper he got 2L0 (London) last night on 
a single tube "Sinewaver. If this does not 
contribute to your mental lunacy, you have 
another blow coming when you go out to 
lunch. Nearly every chair in the one -arm 
joints holds a radio listener, ready on the 
slightest provocation to immerse you in a 

sea of radio chatter about his "Crystaleena" 
on which lie tuned in St. Louis. 

AT THE STORES 
At the radio stores is the greatest crowd, 

for here they congregate each clay after 
lunch and swap yarns. The "static room" 
of the old Marconi employment offices could 
not hold a candle to the vaporings a radix 
store crowd exudes. Even the clerks have 
become imbued with the spirit. He sees that 
"nothing succeeds like lying," all the copy 
book maxims to the contrary, notwithstand- 
ing. If the customer has stranded wire, it 
is no good because the signals get lost in 

its labyrinthine twists. Nothing will do but 
ribbon wire, which has a wider surface on 
which the signals can pass. 

If the customer has a galena crystal -it 
is no good. A "Fool's Gold -guaranteed to 
get Elgin and Zion" is the only thing. If 
the poor purchaser has a condenser with a 
pigtail connection, Ile is told they are lop- 
ping them off at the stockyards, and that 
the friction contact is much better because 
you can hitch it to a motor and rotate it 
rapidly without twisting off the connections. 
Should you have a "Whatzis" set, you are 
politely informed it cannot compare with the 
" Gilhooey" which the dealer has on his 
counter with its polished panel and dials 
just begging someone to take it home. 

The manufacturer, having been tipped off 
by the dealer, joins the clan. He hires a 
rapid fire ad. writer and starts spilling sub- 
terfuges right and left in the radio papers. 
For a while it looks like a beer war in 
Chicago, with people almost being shot for 
not buying the "Gilhooey" brand. Finally 
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SQUAFE LAW 
CONDENSER UNiT 

Patents 
Pending 

All sizes. omelets with 
4 -ineh vernier dial. for: 

Short Wave. .000125 mfd. 
$7.0 

Tuned Radio Freeuency 
.00025 mfd. 

$7.75 
Super -Heterodynes. 

.0005 mfd. 
$8.00 

Oscillators. Wavemeters. 
etc., .001 mfd. 

$8.50 

At your dealers, other- 
wise send us his name 
and purchase pr.'ce and 
you will be supplied 

postpaid. 
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The Wade Square Law Condenser is revolutionary in condenser construc- 
tion and offers many exclusive efficiency features. 

Square Law- Angular cutting of plates gives perfect straight line wave- 

length curve- distributes the stations evenly over the dial. 

No Body Capacity -Grounded frame insulated from both sets of plates 
ehields the condenser from all body capacity effects -a vital feature, 
exclusively in WADE Condensers. 

Low Loss -Laboratory tests show phase difference angle and dielectric 
absorption losses too low to be accurately measured. 

Low Minimum Capacity -Pointed plates and open back construction give 

lower minimum capacity and wider tuning range than that of any other 
condenser on the market. 

Micrometer Dial -Silvered, 4 -inch, 16:1 ratio, 360 degree vernier dial. 

furnished with each \VADE condenser, insures the finest possible tuning 

control. 

Constant Capacity Ratin -j -The capacity never changes, due to wearing 
of the bearings as in the ordinary rotary plate type. 

,1/annfactttrers: Doable and triple condenser units with single vernier 

dial contro!, made to your specifica :ions. Write for quotations. 

WADE MANUFACTURING COMPANY, Inc. 
1819 -A Brcadway New York 
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TRADE -MARK *AD E REGISTERED 

Try this Test! Hook up a Diamond Bat- 
tery and a battery of any other make. 
See which lasts the longer. 
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BATTERIES 
DIAMOND ELECTRIC 
SPECIALTIES CORP. 

103 Scuth Orange Avenue, Newark, N. J. 
Dealers, Jobbers -Write for Proposition 

KEYSTONE 

VACUUM 

TUBES 

ALL TYPES 
$3.00 

GUARANTEED 
Some Dealer Territory Still Open 

Unequaled for Clarity of Tone and Long Life. 
KEYSTONE ELECTRIC & RADIO COMPANY 

Cahle Address: Keyras 
110 -116 Nassau St. New York, N. Y. 
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