
WESTON AMMETER -VOLTMETER 
To be known as Model 633 Type VA- 

1, a new a.c. clamp ammeter and volt- 
meter with five current ranges up to 

1000 amperes and three voltage 
ranges up to 700 volts has been intro- 
duced by the Weston Electrical Instru- 
ment Corporation, 617 Frelinghuysen 
Avenue, Newark 5, N. J. 

This instrument is designed to meas- 
ure alternating currents and voltages 
without interrupting electrical service. 
Current measurements are made sim- 
ply by placing the heavily insulated, 
trigger- operated clamping jaw around 
the conductor. The jaws will accom- 
modate conductors, bare or insulated, 
up to two inches in diameter. 

To prevent shorts when measuring 
current on bare conductors, the jaws 
of the clamp meter are insulated with 
tough rubber sleeves, and operation is 
simplified by the trigger which can be 
worked by one hand when making 
current measurements. 

TWIN -LINE CONNECTOR 
Grayhill, 1 North Pulaski Road, 

Chicago 24, Ill., is merchandising a 
simple twin -line connector for tele- 
vision receivers and accessories. The 
device is said to promote speed, neat- 
ness, and convenience in connecting ac- 
cessory equipment into the receiver 
circuit. 

By means of this new connector, 
such accessories as inside and outside 
antennas, boosters, matching stubs 
and matching devices, etc., are easily 

attached. By permanently attaching 
one of these connectors to all twin 
leads involved, any combination of the 
associated equipment may be had in 
a matter of seconds. 

Installation is comparatively simple. 
The pin of one -half of the connector 

74 

For additional information on any of the items described herein, readers 
are asked to write direct to the manufacturer. By mentioning RADIO & 
TELEVISION NEWS, the page. and the issue number, delay will be avoided. 

matches the socket of the other half. 
To attach the wire, the screw holding 
together the two sections of the 
molded phenolic housing is removed, 
and the wires are inserted into the pin 
connectors. 

ELEVEN JENSEN ADDITIONS 
Bringing to a total of fifty -three 

the number of models offered in the 
standard series of the Jensen Manu- 
facturing Company, 6601 S. Laramie 
Avenue, Chicago 38, Ill., eleven new 
loudspeakers have been announced 
by the company. 

The company now can provide a 
speaker size for ninety -nine per -cent 
of the television and auto receiver re- 
placement needs. The new models in- 
clude five ovals in the popular 6 by 
9 inch size, five 7 -inch speakers, and 
one 51/4 inch model. 

THREE NEW TV ANTENNAS 
A new development of the Com- 

munication Measurements Labora- 
tory, Inc., 120 Greenwich St., New 
York 6, N. Y., is its new line of Vidi- 
Master television antennas, Models 73, 
74, and 88, all- channel, low -band and 
high -band, respectively. 

Singly or in combination they are 

designed to provide ghost -free per- 
formance and adequate signal level to 
the outer fringe of every service area. 

Models 73 and 74 are available with 
or without masts, and the Model 88 is 
supplied without mast. All have been 
field tested at various ranges and in 
the worst possible reception points, to 
insure the best performance. 

NEW SYLVANIA VOLTMETER 
Possessing the range and accuracy 

particularly appropriate for servicing 
television and high -fidelity audio cir- 
cuits, an improved vacuum tube volt- 
meter has been produced by the Radio 
Division of Sylvania Electric Prod- 
ucts, Inc., 500 Fifth Avenue, New York 
18, N. Y. The unit may be used to 
measure a wide range of voltage, cur- 
rent, and resistance values in stand- 
ard broadcast receivers and many 

types of industrial electronic equip- 
ment. 

This Sylvania Polymeter, Type 221 
provides an essentially flat response in 

voltage measurements at frequencies 
ranging from 20 cycles to 300 mega- 
cycles and useful measurement at fre- 
quencies between 300 mc. and 500 mc. 
Six scales provide ranges for d.c. 
measurements from 0 -3 to 0 -1000 
volts. 

Other features of the Type 221 in- 
clude shielded r.f. and a.c. probe leads 
to reduce stray field effects, micro- 
phone type panel connectors on test 
leads to assure firm, trouble -free panel 
connections, a large meter for good 
readability, and special zeroing con- 
trols for r.f. and a.c. voltage measur- 
ing circuits. 

FREQUENCY MULTIPLIER 
Manufactured as a complete "pack- 

aged" unit, including miniature tubes 
to keep power requirements low, a 
new all -band frequency multiplier is 
offered by Barker & Williamson, Inc., 
237 Fairfield Ave., Upper Darby, Pa. 
The unit is designed to simplify de- 
veloping and constructing proper fre- 
quency set -up stages for transmitters. 

This frequency multiplier covers 80, 
40, 20, 15, 11, and 10 -meter bands at 
the flip of a switch, and according to 
the manufacturer, it will operate with 
either v.f.o. or crystal input at an out- 
put of not less than 25 watts on all 
bands. 

The size of the instrument is 61/4 

by 7 by 93/4 inches, and the panel is 
of attractive, reverse etched alu- 
minum. 

PORTABLE WIRE RECORDER 
Audar, Inc., Argos, Indiana, has re- 

leased its Telvar Model RE -17 port- 
able wire recorder which has the 
added gain required to obtain full re- 
cording volume at distances up to 25 
feet from the microphone. More than 
ample playback volume is also avail- 
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