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SAVE TIME !
" EKCO " Units are easily and quickly fitted in
three minutes and then forgotten for ever. Com-
pare these with the hours spent on fiddlesome,
messy, acid -staining accumulators with their
constant shop renewals. Once an " EKCO "
Unit is fitted, all you have to do is plug the
" EKCO" adaptor into any electric light or
power socket and then switch on - that's all 1

Buy " EKCO" and save time.%:.- ,_
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SAVE TROUBLE!
EKCO " Units assure smooth CONTINUOUS

reception with a constant voltage. No need
now to worry as to whether you will hear all
the programme. " EKCO " guarantees silent,
HUM -FREE reception with INCREASED
VOLUME. Buy " EKCO " and save .trouble.

There are also "EKCO" All -Electric Receivers,
radio's supreme two and three valve. sets, and

" EKCO" H.T. Units, eliminating all batteries.

Plug-in-

SAVE MONEY !
" EKCO " Power Supply Units completely
do away with batteries and accumulators.
All who use these troublesome accessories
know how costly they are to renew and
to keep charged. " EKCO'S " first cost
is practically the last. The same "EKCO"
Unit serves on for ever at a negligible
cost of upkeep. If you average three
hours use of your set a day, " EKCO "
in one year will definitely save you
pounds. Buy " EKCO" and save money!

AllePower Unit Model A.C.C2.A.
(shown above) Provides:

(a) H.T. 3 Tappings of: 5.0. for the H.T. supply to
S.G.Valves. 60 and 120/150. Output 20 m/a.

(b) L.T. 2-6 volts from .2 amp. minimum to .5 amp.
maximum, so being suitable for any combination
of valves of the same filament voltage, provided
that the sum total of current consumed by the
filaments does not exceed .5 amp. e.g. ; up to 5
-.1 amp. valves, or 2-.1 amp. valves and 1-.25
amp. power valve, or 3-.1 amp. valves and 1-
.15 amp. power valve etc., may be used.

(c) G.B. 5 Tappings up to 12 volts.
Price £10 . 17 . 6

AII::Power Unit Model A.C.C1.A.
(shown on left) Provides:

(a) H.T. 4 Voltage Tappings of: S.G. for the H.T.
supply to S.G. Valves : 0-120 var., 120/150 and
POWER. Output 60 m/a.

(b) L.T. 2 6 volts from .3 amp. minimum to 1 amp.
maximum, so being suitable for any combination
of valves of the same filament voltage, provided
that the sum total of current consumed by the
filaments does not exceed 1 amp. e.g., up to 10-
.1 amp. valves., or 2-.1 amp. valves and 1-.8
amp. super -power valve or up to 5-.1 amp.
valves and 2-.25 amp. power valves, or 4-.25
amp, valves, etc., may be used.

(c) G.B. 7 Tappings up to 21 volts.
Price £17 . 15 . 0

That's all!

Write for details of above and particulars or Isasy Payments to E. K. Cole, Ltd., Dept. W., " Ekco " Works, Southend.on-Sea.
411 Woburn

.44fuertisenaents for " The Wireless World ", are only accepted from firms we believe to be thoroughly reliable.


